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Omiss  ions. 


Piige  316  insert  EXOGEXTOtrs.    A  botanical  term.    See  Brande's  '  Dictionary  of 
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„    325  for    PoBT  read  Post. 

„    534  i7isert  GiVI.VAIiriSia  OP  PIiATES.    The  coating  of  iron  plates  with 
2dnc,  &c. 
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BAGUEBBEOTTPE.  Although  this  beautiful  photographic  process  is  entirely 
superseded  by  other  processes,  a  description  of  it  is  preserved,  on  accoujit  of  the 
interesting  conditions  involved  in  the  production  of  the  picture.  It  was  discovered 
by  M  Da^erre,  a  celebrated  French  dioramic  painter,  with  whom  was  associated 
M.Nic^phor6Niepce,andpublishedin  July  1839  ;  the  French  Government  having  secured 
a  pension  for  life  of  6,000  francs  on  M.  Daguerre,  and  of  4,000  francs  on  M.  Isidore 
Niepce,  the  son  of  M.  Nicephore  Niepce.  ,   ,  ,     ,     j   „  i. 

It  is  rendered  clear  from  some  of  Niepce's  letters,  that  he  had  abandoned  aU  hope 
of  succeeding  by  his  methods  (named  by  him  Heliography),  and  in  a  letter  to  Daguerre, 
he  says,  '  I  repeat  it,  sir,  I  do  not  see  that  we  can  hope  to  derive  any  advantage  from 
this  process— the  use  of  iodine— more  than  from  any  other  method  which  depends  on 
the  use  of  metallic  oxides  ; '  and  in  another  he  writes,  '  A  decoction  of  Thlaspi  (Shep- 
herd's purse),  fumes  of  phosphorus,  and  particularly  of  sulphur,  as  acting  on  silver  m 
the  same  waytis  iodine,  and  caloric,  produce  the  same  effect  by  oxidising  the  metal,  for 
from  this  cause  proceeded  iu  all  these  instances  their  extreme  sensibility  to  light.'  Niepce 
died  in  July  1833.  Daguerre  proceeded  with  his  experiments  for  nearly  six  years, 
before  he  succeeded  in  producing  the  desired  results.  The  Daguerreotype  process 
depends  on  the  production  of  a  very  delicate  chemical  compound  of  iodine  and  silver 
on  the  surface  of  a  carefully-prepared  silver  plate.  The  image  is  developed  by 
the  action  of  mercurial  vapour,  and  lastly  rendered  permanent,  so  far  as  the  action 
of  light  is  concerned,  by  dissolving  off  the  iodide  of  silver  by  hyposulphite  of  soda,. 
According  to  the  first  published  description  by  Daguerre,  the  process  is  divided 
into  five  operations.  The  first  consists  in  polishing  and  cleaning  the  silver  surface, 
by  friction,  with  cotton  fleece  imbued  with  olive-oil,  upon  the  plate  previously  dusted 
over  with  very  finely-ground  dry  pumice-stone  out  of  a  muslin  bag.  The  hand  of  the 
operator  should  be  moved  round  in  circles  of  various  dimensions.  The  plates  should 
be  kid  upon  a  sheet  of  paper  solidly  supported.  The  pumice  must  be  ground  to  an 
impalpable  powder  upon  a  porphyry  slab  with  water,  and  then  dried.  The  surfa,ce 
is  next  to  be  rubbed  with  a  dossil  of  cotton,  slightly  moistened  with  nitric  acid, 
diluted  with  sixteen  parts  of  water,  by  applying  the  tuft  to  the  mouth  of  the  phial 
of  acid,  and  inverting  it  for  a  moment.  Two  or  three  such  dossils  should  be  used 
in  succession.  The  plate  is  lastly  to  be  sprinkled  with  pumice-powder  or  Venetian 
tripoli,  and  rubbed  clean  with  cotton. 

The  plate  is  then  placed  in  a  wire  frame,  with  the  silver  surface  uppermost,  over  a 
spirit-lamp,  meanwhile  moving  it  so  as  to  act  equally  on  every  part  of  the  plate.  In 
about  five  minutes  a  whitish  coating  will  indicate  that  this  operation  is  completed. 
The  plate  must  now  be  laid  upon  a  flat  metal  or  marble  slab  to  cool  it  quickly.  The 
white  surface  is  to  be  brightened  by  rubbing  it  with  cotton  and  pumice-powder.  It 
must  be  once  more  rubbed  with  the  cotton  imbued  with  acid,  g,n^  afterwards  dried  by 
Vol.  II.  B 
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»fnction  with  cotton  and  pumice  ;  avoiding  to  touch  the  plate  with  thd  fingers,  or  with 
the  part  of  the  cotton  held  in  tliom,  or  to  breathe  upon  tlio  plate,  since  spots  would 
thereby  bo  produced.  After  cleaning  with  cotton  alone,  the  plate  is  ready  for  the  next 
operation. 

The  second  stage  is  that  of  iodising  the  plate.  A  box  is  prepared,  having  iodine 
strewed  over  its  bottom,  and  the  silver  plate,  face  downwards,  is  placed  a  few  inches 
above  the  iodine,  and  the  lid  of  the  box  being  closed,  all  is  left  at  rest  for  a  short 
time.  The  plate  must  be  left  in  this  position  tiU.  the  surface  of  the  silver  acquires  a 
fine  golden  hue,  caused  by  the  vapours  of  the  iodine  rising  and  condensing  upon  ;t ; 
but  it  should  not  be  allowed  to  assume  a  violet  tint.  The  room  should  be  darkened, 
and  no  heat  should  bo  employed.  AVhen  the  box  is  in  constant  use  it  gets  impreg- 
nated with  iodine,  and  acts  more  tmiformly  and  rapidly ;  but  in  general  states  of  the 
atmospheric  temperature  this  operation  will  bo  eflPected  in  about  twenty  minutes.  If 
the  purple  colour  be  produced,  the  plate  must  be  repolished,  and  the  whole  process 
repeated. 

The  plate  with  its  golden  hue  is  to  be  introduced,  with  its  frame,  to  the  camera 
obscura.  During  this  transfer  the  light  must  not  bo  suffered  to  strike  upon  tlio 
surface  of  the  plate  ;  on  which  account,  the  camera  obscura  may  bo  lighted  briefly 
with  a  small  wax  taper. 

The  plate  is  now  submitted  to  the  third  operation,  that  of  the  camera  obscura,  and 
with  the  least  possible  delay.  The  action  of  the  solar  radiations  is  obviously  quicker 
the  brighter  the  radiations  which  act  upon  it ;  and  the  more  correct,  according  as 
the  focus  of  the  camera  is  previously  accurately  adjusted  to  the  place  of  the  plate, 
by  moving  backwards  and  forwards  a  roughened  pane  of  glass,  till  the  focal  point  be 
found  ;  and  the  plate  is  to  be  inserted  precisely  there.  This  silver  plate  exactly  re- 
places the  ground  glass.  Wliile  the  prepared  plate  is  being  fastened,  the  camera  must 
be  closed.  The  plate  is  now  in  a  proper  position  to  receive  and  retain  the  impression 
of  the  image  of  the  objects  presented  the  moment  that  the  camera  is  opened.  Ex- 
perience alone  can  teach  the  proper  length  of  time  for  submitting  the  plate  to  the 
concentrated  rays  of  light ;  because  that  time  varies  with  the  climate,  the  seasons, 
and  the  time  of  day.  More  time  should  not  be  allowed  to  pass  than  what  is  necessary 
for  fixing  a  distinct  impression,  because  the  parts  meant  to  be  clear  would  be  apt  to 
become  clouded.  The  impression  of  the  image  of  nature  is  now  actually  made  upon  the 
plate  ;  but  it  is  as  yet  invisible  ;  and  it  is  only  after  a  lapse  of  several  minutes,  during 
which  it  is  exposed  to  mercurial  vapour,  that  faint  tracings  of  the  objects  begin  to  be 
seen. 

The  fourth  is  the  operation  with  quicksilver,  which  must  follow  as  soon  as  possible 
the  completion  of  the  third.  Here  a  phial  of  quicksilver,  a  spirit-lamp,  and  a  glass 
funnel  with  a  long  neck,  are  required.  The  funnel  is  used  for  pouring  the  mercury 
into  a  cup,  placed  in  the  bottom  of  an  apparatus  whicli  will  allow  of  the  application 
of  heat.  No  daylight  must  be  admitted  to  the  mercury  box,  a  small  taper  only  being 
used  to  examine,  from  time  to  time,  the  effects.  The  plate  with  the  dormant  imago 
is  placed  some  distance  above  the  mercury,  which  vaporising,  evokes  in  a  truly 
magical  manner,  the  delicate  lines  which  the  solar  pencil  has  traced. 

After  each  operation,  the  interior  of  the  apparatus  and  the  black  board  or  frame 
should  be  carefully  wiped,  in  order  to  remove  every  particle  of  mercury.  The 
picture  may  now  be  inspected  in  a  feeble  light,  to  see  how  far  the  process  has  suc- 
ceeded. The  plate,  freed  from  the  metallic  bands,  is  to  be  placed  in  a  box,  provided 
with  a  cover  and  grooves,  to  exclude  the  light,  till  it  is  made  to  undergo  the  last 
operation.  For  the  fifth  and  last  operation  the  following  articles  are  now  required  :— 
strong  brine,  or  a  weak  solution  of  hyposulphite  of  soda ;  two  troughs  of  tin  plate,  and 
a  jug  of  distilled  water.  The  object  of  this  process  is  to  fix  the  photographic  picture. 
One  of  the  troughs  is  to  be  filled  with  brine  to  the  depth  of  an  inch,  and  the  other 
with  pure  water,  both  liquids  being  heated  somewhat  under  the  boiling  point.  The 
solution  of  hyposulphite  of  soda  is  preferable,  and  does  not  need  to  be  warm.  The 
•plate  is  to  be  first  immersed  in  the  pure  water  for  a  moment,  and  transferred  imme- 
diately to  the  saline  solution,  and  moved  to  and  fro  in  it  to  equalise  the  action  of  the 
liquor.  Whenever  the  yellow  tint  of  the  iodine  is  removed,  the  plate  is  to  be  littod 
out  by  the  edges,  and  dipped  straightway  in  the  water-trough.  The  plate,  when 
lifted  out  of  the  water-trough,  is  to  be  placed  immediately  on  an  inclined  plane ;  and 
without  allowing  it  time  to  dry,  is  to  be  floated  over  with  hot  distilled  water  from  the 
top,  so  as  to  carry  off  all  the  saline  matter.  As  the  quicksilver  which  traces  the  images 
will  not  bear  touching,  the  silvered  plate  should  be  secured  by  a  cover  of  glass,  made 
tight  at  the  edges  by  pasting  paper  round  them. 

The  Daguerreotype  process  as  thus  published,  although  oven  then  an  exceedingly 

beautiful  process,  was  not  sufficiently  sensitive  to  enable  the  operator  to  obtain  por. 

traits  from  the  Ufo.   A  period  of  twenty  minutes  was  required,  oveo  with  the  most 
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favourable  light,  to  produce  the  desired  effect.  Numerous  modiBcations  were  speedily 
iutrodiiced,  and  many  of  them  were  patented. 

The  proeressivo  advance  of  this  branch  of  the  photographic  art,  though  of  great 
interest,  cannot  be  dwelt  on  in  this  place.  Those  who  are  interested  m  the  inquiry 
^v•ilI  find  the  information  fully  detailed  in  Hunt's  'Manual  of  Photography,  las_.  edition, 
and  more  recent  works.  It  will  be  sufficient  here  to  name  the  more  important  improve- 
monts  which  have  become  generally  adopted.  The  first  advance  of  real  importance  was 
made  bv  Mr.  Towson,  of  Devonport,  who  has  since  that  time  distinguished  himself 
by  the  introduction  of  his  system  of  Groat  Circle  Sailing.  Mr.  Towson  suggested  the 
use  of  enlarged  lenses  ;  and  by  acting  with  such  Dr.  Draper,  of  New  York  was  the 
first  to  procure  a  portrait  from  the  Hfe.  Still  this  was  a  tedious  process  ;  but  in  1840 
Mr  Goddard  proposed  the  use  of  bromide  of  iodine,  by  which  mfinitoly  increased 
sensibility  was  obtained.  From  that  time  the  Daguerreotype  was  generally  employed 
for  portraiture,  until  the  facilities  of  the  Collodion_  process  drove  it  from  the  held. 

The  improved  manipulation  now  resolves  itself  into  :—  _ 

Carefully  polishing  the  silver  plate  after  some  of  the  methods  previously  described, 
and  the  application  finally  of  the  highest  poUsh  by  the  use  of  a  buffer,  the  best  form 
being  that  employed  by  M.  Claudet.  .     ,     -,     ,         •  r. 

In  a  box  on  a  roller,  to  which  there  is  a  ha^ndle,  Jiff.  596,  is  placed  a  long  piece  of 
drab-coloured  velvet,  which  can  be  drawn  out  and  extended,  by  means  of  a  second 

596 


roller,  upon  a  perfectly  flat  table.  The  fii-st  foot  or  two,  for  example,  is  drawn  out ; 
the  plate  which  has  already  received  its  preliminary  polishing  is  placed  face  down- 
wards, and  being  pressed  close  with  the  fingers,  a  rapid  circular  motion  is  given  to  it, 
and  in  a  few  minutes  it  receives  its  highest  lustre.  As  the  velvet  becomes  blackened 
by  use,  it  is  rolled  off,  the  portion  remaining  in  the  box  being  always  perfectly  clean 
and  ready  for  use.  . 

The  iodising  process  follows  :  and  for  this  purpose  a  box  similar  to  that  representea 
will  be  found  to  be  very  convenient  {Jiff.  597).  This  iodising  apparatus  consists  of  a 
square  box,  with  a  closely-fitting  square  cover  g:  5j7 
false  sides  are  placed  at  an  angle  with  this  box ; 
a  cup  D  at  the  bottom  contains  the  iodine,  which  is 
covered  with  a  thin  gauze  screen  j  j.  c  is  a  cover 
which  confines  the  iodine  when  it  is  not  required 
for  the  plate;  this  dividing  the  box  into  two 
parts,  H  H  and  k  k,  the  former  being  always 
fiiU  of  iodine  vapour.  When  it  is  desired  to 
iodise  a  plate,  the  cover  c  is  removed,  the  silver 
plate  is  placed  at  e,  and  the  cover  G  closed. 

The  plate  is  thus  placed  in  the  iodine  box 
until  it  acquires  a  fine  straw-yellow  eoloui".  In 
another  box  is  placed  either  bromine  or  some  of 
the  many  accelerating  fluids.  If  bromine,  or  any 
bromide  is  employed,  the  plate  should  remain 
until  it  is  of  a  rose  colour.  As  a  general  rule, 
if  the  yellow  colour  produced  by  iodine  be  pale, 
the  red  should  bo  pale  also ;  if  deep,  the  red 
must  incline  to  violet.  The  proper  time  for  ex- 
posing a  plate  to  any  of  those  chemical  substances  which  are  destined  to  produce  the 
sensitive  film  must  vary  with  the  temperature,  and  it  can  only  be  determined  hy 
experience.  The  sensitive  plate  is  now  removed  to  the  camera  obscura,  for  a  descrip- 
tion of  whicli  see  Photography.  It  is  scarcely  necessary  to  say,  that  the  plate 
must  be  preserved  in  perfect  darkness  until  exposed  to  the  image  in  the  camera. 

A  few  seconds  wlien  the  plate  is  properly  prepared  will  be  found  amply  sufficient  to 
produce  the  best  effect. 

The  impression  must  be  developed  in  the  mercury  box  {Jig.  598)  in  the  manoor 
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» described  by  Dagiierre.    This  mercurial  box  consiBts  of  a  box  mounted  on  legs, 
having  a  close-fitting  cover  A,  and  an  iron  bottom  in  whicli  is  placed  the  mercury  c, 

with  a  small  thermometer  f  to  indicate  the  proper 
temperature,  g  is  a  piece  of  glass  let  into  the 
bide  of  the  box  through  which  the  Daguerreotype 
plate  H,  fixed  in  the  frame  b,  can  be  seen,  d  is 
a  spirit-lamp,  and  i  the  platform  on  which  it 
stands.  The  subject  is  eventually  fixed  by  the 
use  of  hyposulphite  of  soda,  which  removes  the 
bromo-iodide  of  silver  and  leaves  a  picture  pro- 
duced by  the  contrast  between  a  combination  of 
the  silver  and  mercury,  and  the  surface  of  the 
unchanged  polished  silver. 

The  application  of  chloride  of  gold  to  the 
finished  picture  was  introduced  by  M.  Fizeau. 

Chloride  of  gold  applied  to  the  picture  has 
the  effect  of  fixing  and  enlivening  the  tints.  A 
small  grate  being  fixed  by  a  clamp  to  the  edge 
of  a  table,  the  plate  is  laid  upon  it  with  the 
image  uppermost,  and  overspread  evenly  with 
solution  of  chloride  of  gold,  by  means  of  a  fine 
broad  camel-hair  brush,  without  letting  any 
drop  over  the  edge.  A  spirit-lamp  is  now 
brought  under  the  plate,  and  moved  to  and 
fro  till  a  number  of  small  steam  bubbles  appear 
upon  the  image.  The  spirit-lamp  must  be  im- 
mediately withdrawn.  The  remainder  of  the 
chloride  solution  must  be  poured  back  into  the 
phial,  to  be  used  on  another  occasion.  It  is 
lastly  to  bo  washed  and  examined.  This  operation  has  been  repeated  three  or  four 
times  with  the  happiest  effect  of  giving  fixity  and  force  to  the  picture.  It  may  then 
be  wiped  with  cotton  without  injury.  The  process  of  colouring  these  pictures  is  a 
purely  artificial  one,  which,  while  it  destroys  the  beauty  of  the  photograph,  does  not 
in  any  way  improve  it  as  a  picture. 

Daguerreotype  Engraving. — Several  processes  for  etching  the  Daguerreotype  plate 
were  introduced  with  more  or  less  success.  Professor  Grove  produced  a  few  good 
engravings  by  the  action  of  voltaic  electricity.  Berard  and  Becquerel  were  also 
enabled  to  produce  some  promising  residts  by  a  similar  process.  The  following 
process  by  M.  Claudet  was  carried  out  to  some  extent  with  every  prospect  of  success : 
A  mixed  acid,  consisting  of  water,  nitric  acid,  nitrate  of  potash,  and  common  salt, 
in  certain  proportions,  being  poured  upon  a  Daguerreotype  picture,  attacks  the  pure 
silver,  forming  a  chloride  of  that  metal,  but  does  not  affect  the  white  parts,  which  are 
produced  by  the  mercury  of  the  picture.  This  action  does  not  last  long.  Water  of 
ammonia,  containing  a  little  chloride  of  silver  in  solution,  dissolves  the  rest  of  that 
chloride,  which  is  then  washed  away,  leaving  the  naked  metal  to  be  again  attacked, 
especially  with  the  aid  of  heat.    See  Goulodion  ;  Heliogeapht  ;  Photogkapht. 

SAHXiZxrE,  the  same  as  Iotune.  The  fecula  obtained  from  elecampane  and 
from  the  dahlia,  analogous  in  many  respects  to  starch.  It  has  not  been  employed  in 
the  arts. 

SAXtARXS'XTE.  Breithaupt's  name  for  a  Swedish  variety  of  mispickel  or  arse- 
nical pyrites. 

BAMAR.    See  Dammab  Gtjm. 
DAMASCSENIxrO.   See  Damaskeening. 

BAMASCUS  BIiADES  are  swords  or  scimitars,  presenting  upon  their  surface 
a  variegated  appearance  of  watering,  as  white,  silvery,  or  black  veins,  in  fine  lines,  or 
fillets  ;  fibrous,  crossed,  interlaced,  or  parallel,  &c.  They  are  brought  from  the  East, 
being  fabricated  chiefly  at  Damascus,  whence  their  name.  Their  excellent  quality 
has  become  proverbial;  for  which  reason  these  blades  are  much  sought  after  by 
military  men,  and  are  high  priced.  The  oriental  processes  have  never  been  satisfac- 
torily described  ;  but  of  late  years  methods  have  been  devised  in  Europe  to  imitate  the 
fabric  very  well.  . 

Clouet  and  Hachetto  pointed  out  the  three  following  processes  for  producing 
Damascus  blades  :  1,  that  of  parallel  fillets;  2,  that  by  torsion  ;  3,  the  mosaic. 


The 


first,  which  is  still  pursued  by  some  French  cutlers,  consists  in  scooping  out  witn  a 
graving  tool  the  faces  of  a  piece  of  stuff  composed  of  thin  plates  of  different  kinds  of 
steel.  These  hollows  are  by  a  subsequent  operation  filled  up,  and  brought  to  a  level 
with  the  externa],  faces,  upon  which  they  subsequentljjr  fprin  tress-like  figures.  2.  The 
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method  of  torsion,  which  is  more  generally  employed  at  present,  consists  in  forming 
rbunSe  of  rods  or  slips  of  steel,  which  are  welded  together  into  a  well-wronght  bar, 
t.Sd  several  times  i-ound  its  axis.  It  is  repeatedly  forged,  and  twisted  alternately ; 
S  which  it  is  slit  in  the  line  of  its  axis,  and  the  two  halyes  are  welded  with  their 
Sutsicks  in  contact;  by  which  means  their  faces  will  exhibit  very  various  configura- 
tion 3.  The  mosaic  method  consists  in  preparing  a  bar.  as  by  the  torsion  plan,  and 
cutting  this  bar  into  short  pieces  of  nearly  equal  length,  with  which  a  faggot  is  formed 
and  welded  together  ;  taking  care  to  preserve  the  sections  of  each  piece  at  the  surface 
of  thi  blade.  In  thiL  way,  111  the  variety  of  the  design  is  displayed,  corresponding  to 
each  fraffment  of  the  cut  bar.  •  n    •T.-Vi.  i 

The  blades  of  Clouet,  independently  of  their  excellent  quality,  their  flexibility  and 
extreme  elasticity,  have  this  advantage  over  the  oriental  blades,  that  they  exhibit  in 
the  very  substance  of  the  metal,  designs,  letters,  inscriptions,  and,  generally  speaking, 
all  kinds  of  figures  which  had  been  delineated  beforehand. 

Notwithstanding  these  successful  results  of  Clouet,  it  was  pretty  clear  that  the 
watered  designs  of  the  true  Damascus  scimitar  were  essentially  different.  M.  iireant 
has  attempted  a  solution  of  this  problem.  He  supposes  that  the  substance  of  the 
oriental  blades  is  a  cast  steel  more  highly  charged  with  carbon  than  our  European 
steel,  and  in  which,  by  means  of  a  cooling  suitably  conducted,  a  crystallisation  takes 
place  of  two  distinct  combinations  of  carbon  and  iron.  This  separation  is,  he  thinks, 
the  essential  condition  ;  for  if  the  melted  steel  be  suddenly  cooled  m  a  small  crucible 
or  ingot,  there  is  no  damascene  appearance.  ,    .,i  ,  .  i 

If  an  excess  of  carbon  be  mixed  with  iron,  the  whole  of  the  metal  will  be  converted 
into  steel ;  and  the  residuarj'  carbon  will  combine  in  a  new  proportion  with  a  portion 
of  the  steel  so  formed.  There  will  be  two  distinct  compounds;  namely,  pure  steel, 
and  carburetted  steel  or  cast  iron.  These  at  first  being  imperfectly  mixed,  will  tend 
to  separate  if  while  still  fluid  they  be  left  in  a  state  of  repose  ;  and  form  a  crystalli- 
sation in  which  the  particles  of  the  two  compounds  will  place  themselves  m  the  cru- 
cible in  an  order  determined  by  their  affinity  and  density  conjoined.  If  a  blade  forged 
out  of  steel  so  prepared  be  immersed  in  acidulous  water,  it  will  display  a  very  distinct 
Damascus  appearance ;  the  portions  of  pure  steel  becoming^  black,  and  those  of 
carburetted  steel  remaining  white,  because  the  acids  with  difBculty  disengage  its 
carbon.  The  slower  such  a  compound  is  cooled,  the  larger  the  Damascus  veins  will  be. 
Tavernier  relates  that  the  steel  crucible  ingots,  like  those  of  wootz,  for  making  the 
true  oriental  Damascus,  come  from  Golconda,  that  they  are  the  size  of  a  halfpenny 
roll,  and  when  cut  in  two,  form  two  swords. 

Steel  combined  with  manganese  displays  the  Damascus  appearance  very  strongly. 
A  mixture  of  100  parts  of  soft  iron  and  2  of  lamp-black  melts  as  readiljjr  as  ordinary 
steel.  Several  of  the  best  blades  which  M.  Brdant  presented  to  the  Society  d'Encour- 
agement  are  the  product  of  this  combination.  This  is  an  easy  way  of  making  cast 
steel  without  previous  cementation  of  the  iron.  100  parts  of  filings  of  very  grey  cast 
iron,  and  100  parts  of  like  filings  previously  oxidised,  produced,  by  their  fusion  to- 
gether, a  beautiful  damascene  steel,  fit  for  forging  into  white  arms,  sabres,  swords,  &c. 
This  compound  is  remarkable  for  its  elasticity,  an  essential  quality,  not  possessed  by 
the  old  Indian  steel.  The  greater  the  proportion  of  the  oxidised  cast  iron  the 
tougher  is  the  steel.  Care  should  be  taken  to  stir  the  materials  during  their  fusion, 
before  they  are  allowed  to  cool ;  otherwise  they  will  not  afford  a  homogeneous  damask. 
If  the  steel  contains  much  carbon  it  is  difficult  to  forge,  and  cannot  be  drawn  out  ex- 
cept within  a  narrow  range  of  temperature.  When  heated  to  a  red-white  it  crumbles 
under  the  hammer  ;  at  a  cherry-red  it  becomes  hard  and  brittle  ;  and  as  it  progres- 
sively cools  it  becomes  still  more  unmalleable.  It  resembles  completely  Indian  steel, 
which  European  blacksmiths  cannot  forge,  because  they  are  ignorant  of  the  suitable 
temperature  for  working  it.  M.  Bryant,  by  studying  this  point,  succeeded  in  forging 
fine  blades. 

Experience  has  proved  that  the  orbicular  veins,  called  by  the  workmen  hiots  or 
thorns  (ronces),  which  are  seen  upon  the  finest  Eastern  scimitars,  are  the  result  of  the 
manner  of  forging  them,  as  well  as  the  method  of  twisting  the  Damascus  bars.  If 
these  be  drawn  in  length,  the  veins  will  be  longitudinal ;  il^  they  be  spread  equally  in 
all  directions,  the  stuff  will  have  a  crystalline  aspect ;  if  they  be  made  wavy  in 
the  two  directions,  undulated  veins  will  be  produced  like  those  in  the  oriental 
Damascus. 

The  characteristics  ascribed  to  the  real  Damascus  blades  are  extraordinary  keenness 
of  edge,  great  flexibility  of  substance,  a  singular  grain  of  fleckiness  always  observable 
on  the  surface,  and  a  peculiar  muskt/  odour  given  out  by  any  friction  of  the  blade, 
cither  by  bending  or  otherwise.    The  author  of  '  Manufactures  in  Metals'  remarks  : 

_ '  A  gentleman  who  purchased  one  of  these  blades  in  the  East  Indies  for  a  thousand 
piastres,  remarked  to  the  writer  of  this  volume  that,  although  the  instcument  waa 
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Tery  flexiMo,  and  bore  a  very  koon  odgo,  it  could  not  with  safety  bo  bent  to  mora 
than  45°  from  tho  straight  shiipe,  and  it  was  not  nearly  so  sharp  as  a  razor,  yet, 
wielded  by  a  skilful  hand  it  would  cut  through  a  thick  roll  of  sail-cloth  without  any 
apparent  difficidty  ;  a  feat  which  could  not  bo  performed  with  an  ordinary  sword,  nor, 
it  should  bo  observed,  by  tho  sabre  itself  in  an  ordinary  hand,  tliougli  tho  swordsman 
who  tried  it  could,  it  appears,  do  neai'ly  tho  same  thing  with  a  good  European 
blade.' 

Emerson,  in  his  letters  from  tho  JEgcan,  says :  '  I  have  seen  some  blades  (sci- 
mitars) which  wore  valued  at  200  or  300  dollars  ;  many  are  said  to  bo  worth  triple  that 
sum,  and  all  retaiu  the  name  of  Damascus,  though  it  is  by  no  means  likely  that  they 
have  boon  manufactured  there.  Tho  twisting  and  interwisting  of  the  fibres  of  tlio 
metal  are  considered  as  tho  tests  of  cxcellonce,  but  I  have  never  seen  any  possessed 
of  the  perfume  said  to  be  incorporated  with  tho  steel  in  tho  real  Damascus 
blade.' 

Steel  helmets  and  cuirasses  wore  formed  of  cast  and  damascened  steel,  intermixed 
with  pure  iron,  a  mixture  supposed  to  combine  toughness  and  hardness  in  the  greatest 
possible  degroo. 

The  production  and  use  of  damask  steel  received  much  attention  from  tho  late 
General  Anossoff,  of  the  Corps  of  Engineers  of  the  Imperial  Eussian  army,  and 
Master  of  the  Fabric  of  Arms  at  Zlatoust,  in  Siberia.  His  researches  and  successful 
practice  have  become  matters  of  history. 

At  different  periods  these  works  at  Zlatoust  have  been  visited,  by  two  English 
travellers.  Major  Abbott  of  the  Bengal  Artillery,  and  Mr.  Atkinson,  who  have 
recorded  the  results  of  observation,  experiment,  and  conversational  intercourse,  and 
they  state  severally  their  conviction  that  tho  damask  steel  produced  by  Anossoff 
rivalled  in  beauty  and  excellence  any  works  they  had  ever  seen  in  other  lauds.  They 
accord  to  Anossoff  tho  honour  of  being  the  reviver  of  the  art  of  making  damask  steel 
in  Europe,  while  they  declare  tho  Eussian  natural  damask  steel  is  not  approached  by 
the  fabrics  of  any  Eastern  nation  now  existing.  These  works  were  also  visited  by  the 
late  Sir  E.  I.  Murchison. 

The  Siberian  swords  and  daggers  were  compared  and  tried  with  the  choicest  spe- 
cimens, and  found  equal  to  tho  blades  of  Damascus  and  the  sabres  of  Klorassan ; 
and  while  these  valued  articles  might  have  been  selected  from  numbers  manufactiired 
by  chances  of  sldll  and  material,  Anossoff  united  chemical  analyses  of  ores  and  steel, 
and  records  of  observations  on  progressive  stages,  to  give  a  true  history  of  the  means 
to  explain  and  insure  success. 

Major  Abbott  gives  the  following  description  of  the  damask  as  produced  at  Zlatoust. 
He  defines  it  to  be  a  modification  of  cast  steel,  by  which  it  is  impressed  with  a  peculiar 
character  in  its  crystallisation,  which  character  betrays  itself  when  the  corrosion  of 
acids;  by  acting  more  violently  between  tho  interstices  of  the  structure  than  elsewhere, 
traces  out  the  arrangement  of  tho  crystals.  This  property  is  communicated  to  the 
damask  of  Zlatoust  by  a  process  tending  to  perfect  tho  quality  of  the  steel,  and  to 
impress  xipon  the  cast  steel  the  elastic  properties  of  a  softer  material.  The  general 
fault  of  European  blades  is,  that  being  forged  of  shear  steel  for  the  sake  of  elasticity, 
they  are  scarcely  susceptible  of  the  keen  edge  which  cast  steel  will  assume.  Tho 
genius  of  Anossoff  has  triumphed  over  this  objection,  not  by  hardening  the  soft  steel, 
but  by  giving  elasticity  to  the  hard ;  the  result  has  been  tho  production  of  weapons 
combining,  in  the  very  highest  degree,  elasticity  with  keenness  of  edge.  "We  believe 
that  the  manufacture  of  damask  steel  is  no  longer  carried  on  at  Zlatoust. 

Colonel  Anossoff  has  published,  in  Eussia,  a  treatise  on  the  art  of  damasking  stoel. 
The  following  remarks  are  extracted  and  condensed  from  it : — 

'  In  Eussia,  we  understand,  by  damask,  a  metal  harder,  and  supplying  a  material 
for  arms  of  a 'keener  edge,  than  ordinary  steel.  All  the  researches  of  chemists  have, 
until  now,  failed  in  discovering  any  essential  difference  between  the  damask  and 
ordinary  steel,  which,  nevertheless,  proves  only  that  the  analysis  has  been  imperfect, 
and  that  it  is  only  want  of  means  that  prevents  success.  Although  the  chemists  of 
the  present  day  presume  that  tho  natural  damask  is  tho  effect  of  crystalUsation,  pro- 
duced by  retarded  cooling  of  the  heated  metal,  yet,  not  hanng  been  able  to  produce 
a  damask  by  this  means  equal  to  tho  ancient  work  of  Asia,  they  cannot  establish 
this  ground.  If  crystallisation  generally  is  but  the  result  of  the  structure  of  bodies 
under  certain  physical  conditions,  the  question  results,  Why  in  the  damask  is  it  not 
the  result  of  a  similar  cause ;  and  since  common  steel  acquires  no  visible  damask  by 
cradual  refrigeration,  is  not  this  a  convincing  proof  that  the  composition  of  damask 
differs  from  that  of  ordinary  stoel  ?  Thus,  on  the  ono  hand  the  imperfection  of  our 
chemical  knowledge,  and  on  tho  other,  tho  difficulty  of  fabritating  tho  damask,  loavo 
Europeans  still  in  uncertainty  as  to  its  merits.  .      „  ,  ,       ,  t 

'  All  steel  wliich  exhibits  a  siirfoco  figured  with  dark  lines  is  called  damask.  In 
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s„m«  of  the  rarioLS  kW.  ot  steel  these  flguies  appear  after  bmnishing,  whilst  in 
°%f'~SxreTS>S  Ssc'enTdr  not  confer  npon  the  *el  the  title  of 
a.Ji'0n':Sr,steelj«^ 

n-Snd'S^tda^l  c  letaS^^^^^  is  peculiar  to  the  n.etal  iu^i. 

J,SZt^:X.  it  is  r  polished  the  san.e  «^^s  ^.^^ 

^l^rhtrrsSdalrZS^arf  il' ,^fy  ot  a.  ™l  n.^eria,. 
xuo  ucau  J  Txrhich  they  are  worked  together,    iliese  artmciai 

^^The  OriSs  iudge  of  the  goodness  of  the  damask  in  the  following  manner  :-^The 
JttS  Zt  essSl  sign  of  the  beauty  of  the  damask  ^  water  -  ^ts  be,n  k 
defined,  and  fantastic.    They  further  give  us  three  rules  whereby  the  quality  ot  tne 

'Tty'hlforitltlt  damask,  which  may  be  either  in  points,  right  lines,  or  curved 
the  right  lineSng  the  lowest  quality,  and  advancing  by  stages  into  curves  and  points, 
forming,  in  the  best  damask,  figures  resembling  grapes  or  network 

2  Bv  the  line  of  its  ground  :  the  deeper  the  tint  the  more  perfect  the  metal. 

3  By  the  Sy  of  coToiir  on  the  meL  in  an  oblique  light  Some  show  no  yaria- 
tion  of  tint!  whilst  others  take  on  a  crimson  or  golden  hue.  The  more  perceptible  the 
play  of  colour  the  finer  the  quality  of  the  damask.  „ii.oi,;iU^ 
^  The  qualifications  claimed  for  the  most  perfect  damask  are  extreme  malleabibty 
and  ductiUty,  the  hardest  possible  substance  after  tempering,  the  keenest  and  firmest 
edge,  and  elasticity  when  properly  tempered. 

DAMASCUS  OTriir-BARRBI.S.    See  Gtjn-BABEEL. 

DAMASK  is  a  variegated  textile  fabric,  richly  ornamented  with  figures  of  flowers, 
fruits,  landscapes,  animals,  &c.,  woven  in  the  loom,  and  is  by  far  the  most  nch,  elegant, 
and  expensive  species  of  ornamental  weaving,  tapestry  alone  excepted.  Iho  name  is 
said  to  be  derived  from  Damascus,  where  it  was  anciently  made. 

Damask  belongs  to  that  species  of  texture  which  is  distinguished  by  practical  men 
by  the  name  of  tweeling,  of  which  it  is  the  richest  pattern.  The  tweel  of  damask  is 
usually  half  that  of  full  satm,  and  consequently  consists  of  eight  leaves  moved  either 
in  regular  succession  or  by  regular  intervals,  eight  leaves  being  the  smallest  number 
which  will  admit  of  alternate  tweeHng  at  equal  intervals.  . 

The  generic  difference  of  tweeling,  when  compared  with  common  cloth,  consists  in 
the  intersections,  although  uniform  and  equidistant,  being  at  determinate  intervals, 
and  not  between  the  alternate  threads.  Hence  we  have  the  specimens  of  tweeled  cloth, 
where  the  intersections  take  place  at  the  third,  fourth,  fifth,  sixth,  seventh,  eighth, 
or  sixteenth  interval  only.  The  threads  thus  deflecting  only  from  a  straight  line  at 
intervals,  preserve  more  of  their  original  direction,  and  a  much  greater  quality  of 
materials  can  be  combined  in  an  equal  space,  than  in  the  alternate  intersection,  where 
the  tortuous  deflection,  at  every  interval,  keeps  them  more  asunder.  On  this  principle 
tweeled  cloths  of  three  and  four  leaves  are  woven  with  facility  of  combination  alone. 
The  coarser  species  of  ornamental  cloths,  known  by  the  names  of  dornock  and  diaper, 
usually  intersect  at  the  fifth,  or  half  satin  interval.  The  sixth  and  seventh  are  rarely 
used,  and  the  intersection  at  the  eighth  is  distinguished  by  the  name  of  satin  m 
common,  and  of  damask  in  ornamental  tweeling.  It  will  further  be  very  obvioiis, 
that  where  the  warp  and  woof  cross  only  at  every  eighth  interA-al,  the  two  sides  ot  the 
cloth  will  present  a  diversity  of  appearance  ;  for  on  one  side  the  longitudinal  or  warp 
threads  will  run  parallel  from  one  end  of  a  web  to  the  other,  and,  on  the  other,  the 
threads  of  woof  will  run  also  parallel,  but  in  a  transverse  direction  across  the  cloth, 
or  at  right  angles  to  the  former.  The  points  of  intersection  being  only  at  every 
eighth  interval,  appear  only  like  points;  and  in  regular  tweeling  these  form  the 
appearance  of  diagonal  lines,  inclined  at  an  angle  of  45°  (or  nearly  so)  to  each  of  the 

former.  ,  i  i  i  •  . 

The  appearance,  therefore,  of  a  piece  of  cotton  tweeled  cloth  is  very  similar  to  that 
of  two  thin  boards  glued  together,  with  the  grain  of  the  upper  piece  at  right  angles 
to  that  of  the  under  one.  That  of  an  ornamental  piece  of  damask  may,  in  the  same 
manner,  be  very  properly  assimilated  to  a  piece  of  veneering,  where  all  the  wood  is  of 
the  same  substance  and  colour,  and  where  the  figures  assume  a  diversity  of  appearance 
from  the  ground,  merely  by  the  grain  of  the  one  being  disposed  perpendicularly  to  that 
of  the  other. 

From  this  statement  of  the  principle,  it  results  that  the  most  unlimited  variety  of 
figures  will  bo  produced  by  constructing  a  loom  by  which  every  individual  thread  of 
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warp  may  bo  placed  either  above  or  below  the  woof  at  every  intersection :  and  to 
JaSuabd  variety,  is  the  object  of  the  Jacquard  mounting.    See  Loom, 

Tlip  chief  seat  of  this  manufacture  is  the  town  and  neighbourhood  of  Dunferm- 
line, in  Fifoshiro,  and  Lisburn  and  Ardoyne,  near  Belfast,  where  it  is  considered  as 
the  staple,  having  proved  a  very  profitable  branch  of  traffic  to  the  manufacturer,  and 
given  employment  to  many  industrious  people. 

The  material  used  there  is  cliiefly  linen,  but  many  have  been  recently  woven  of 
cotton,  since  the  introduction  of  that  article  into  the  manufacture  of  cloth  has  become 
so  prevalent.  The  cotton  damasks  are  considerably  cheaper  than  those  of  linen,  but 
are  not  considered  either  so  elegant  or  durable.  The  cotton,  also,  unless  frequently 
bleached,  does  not  preserve  the  purity  of  the  white  colour  nearly  so  well  as  the  linen. 

DAMASKEEirinrc  The  art  of  ornamenting  iron,  steel,  &c.,  by  making  inci- 
sions upon  its  siu^face,  and  filling  them  up  with  gold  or  silver  wire.  It  is  chiefiy  used 
m  enchasing  sword-blades,  guards,  and  grips,  locks  of  pistols,  &c. 

Its  name  shows  the  place  of  its  origin,  or,  at  least,  the  place  where  it  has  been 
practised  in  tho_  greatest  perfection,  viz.,  the  city  of  Damascus,  in  Syria ;  though 
M.  F^libien  attributes  the  perfection  of  the  art  to  his  countryman,  Cursinet,  who 
wrought  under  the  reign  of  Henry  IV. 

Damaskeening  is  partly  mosaic  work,  partly  engraving,  and  partly  carving.  As 
mosaic  work,  it  consists  of  pieces  inlaid  ;  as  engraving  the  metal  is  indented,  or  cut 
in  intaglio ;  and  as  carving,  gold  and  silver  are  wrought  into  it  in  rilievo. 

There  are  two  -ways  of  damaskeening  :  in  the  first,  which  is  the  most  beautiful,  the 
artists  cut  into  the  metal  with  a  graver,  and  other  tools  proper  for  engraving  upon 
steel,  and  afterwards  fill  up  the  incisions,  or  notches,  with  a  pretty  thick  silver  or 
gold  wire.  In  the  other,  which  is  only  superficial,  they  content  themselves  to  make 
hatches,  or  strokes  across  the  iron,  &c.,  with  a  cutting  knife,  such  as  is  used  in  making 
small  files.  As  to  the  first,  it  is  necessary  for  the  gx-avings  or  incisions  to  be  made  in 
dove-tail  form,  that  the  gold  or  silver  wire,  which  is  thrust  forcibly  into  them,  may 
adhere  the  more  strongly.  As  to  the  second,  which  is  the  more  usual,  the  method  is 
this  :  having  heated  the  steel  till  it  changes  to  a  violet,  or  blue  colom-,  they  hatch  it 
over  and  across  with  a  knife,  then  draw  the  ensign  or  ornament  intended  upon  this 
hatching  with  a  fine  brass  point  or  bodb"n.  This  done  they  take  fine  gold  wire,  and 
conducting  or  chasing  it  according  to  the  figures  abeady  designed,  they  sink  it  carefully 
into  the  hatches  of  the  metal  with  a  copper  tool. 

An  inferior  description  of  damaskeen  work  has  been  introduced  since  the  discovery 
of  the  electrotype  processes.  The  pattern  has  been  etched  on  the  steel,  and  then  gold 
or  silver  deposited  into  the  etched  lines. 

S  AKCASSZIO'.  A  land  of  damask,  with  gold  and  silver  flowers  woven  in  the  warp 
and  woof,  or  occasionally  with  silk  organzine. 

DAIMCBONXTE.  A  crystalli sable  saccharine  substance  obtained  by  M.  Aim6 
Girard  from  a  peculiar  kind  of  caoutchouc  from  the  Gaboon  on  the  West  coast  of 
Africa.  The  botanical  source  of  this  caoutchouc  is  not  known.  Dambonite,  when 
isolated,  crystallises  in  white  needles,  which  contain  C'H'O^  (C^H'O').  It  is  readily 
soluble  in  water  and  in  ordinary  alcohol ;  it  melts  at  374°  F.,  (190°  C.)  and  sublimes 
between  392°  and  410°  P.,  (200°  and  210°  0.).  Dambonite  is  decomposed  by 
hydriodic  or  by  hydrochloric  acid,  yielding  iodide  or  chloride  of  methyl,  together  with 
a  sugar  isomeric  with  glucose,  containing  C'H'O'  (C'H'O').  This  sugar  is  called 
Damboee, 

DAMMAK  GUM  or  DAIMCIVIARA  RESXIT.  A  pale  yellow  resin,  somewhat 
resembling  copal,  and  used  like  it  in  the  manufacture  of  varnishes.  Dammara  resin 
is  the  produce  of  the  Bammara  australis,  or  Kawrie-pine  of  New  Zealand.  Large 
masses  of  the  gum-resin  are  found  in  the  ground  at  the  base  of  the  pines.  _  Another 
kind  of  dammar  is  obtained  from  the  Bammara  alha  of  India,  where  it  is  usually 
called  Dammar  Bute,  or  CaSs-eye  resin.  A  substance  called  Dammar  is  used  in  the  East 
Indies  for  caidking  ships.  It  is  composed  of  this  resin,  mixed  with  the  powdered 
bark  of  the  bamboo,  and  a  little  chalk.  Some  Indian  dammar  is  said  to  come  from 
the  B.  orientalis,,  and  the  Indian  Piney  Bammar  is  yielded  by  the  Vaterica  Indica. 

Dammar  is  largely  employed  in  the  preparation  of  certain  varnishes.  '  Damar  is 
easily  dissolved  in  oil  of  turpentine,  and  when  carefully  selected  is  almost  colourless ; 
it  makes  a  softer  varnish  than  mastic  ;  the  two  combined,  however,  form  an  almost 
colourless  varnish,  moderately  hard  and  flexible,  and  well  suited  for  maps  and  similar 
purposes.' — Holtzafffel.  .        .  .... 

Dammar  varnish  has  been  lately  recommended  for  mounting  microscopic  objects  in 
the  stead  of  Canada  balsam.  The  following  recipe  for  its  preparation  has  been  given 
by  Dr.  Klein  :  Dissolve  half  an  ounce  of  gum-dammar,  in  powder,  in  one  or  two  ounces 
of  turpentine,  and  dissolve  half  an  ounce  of  gum-mastic  in  two  ounces  of  chlorofbrm ; 
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Li,  „  o««o^nfDl-ff  fiH-PTftd  and  mixed  together.    The  varnish  thus 
rJl^^tSTrf  ire'S^SMXe.  o,  a  V.  of         it  .apidl, 

'"SamMAH  pitch,   a  totomio  r»sm  employed  io  Mm  for  i«cen,e,  a.d 

'"DlSlTE™obX^erous  mispickel.  It  has  been  proposed  to  unite  under  this 
nu  Wl  wTets  of  mispickel  which^contain  cobalt.    The  name  xs  comphmentaiy  to 

^^iiwAlMB.   A  silicate  of  the  protoxides  of  iron,  manganese,  and  beryllium, 

^viA1Se  of  rinc    It  occurs  in  c^tahedral  crystals,  in  gramte,_at  Kockport,  and 

^oar  eSterfin  the  s"  te  of  Massachusetts    The  mineral  takes  xts  name  from  the 

Americanmineralogist,Prof.  J.  D.Dana,  of  Yale  College. 

DANBTTRITB.   A  silico-borate  of  lime,  contaimng  when  pure,  sihca,  48  J  , 

i.nrif.  nnlfl  2S-4  •  and  lime.  227.    It  is  found  at  Danbury,  Connecticut,  U.&. 

bor^c  a«d  28  4    a^cl  hme  ^ J^^^^^  ^^^^  ^^^^^^  ^  British  weed,  belonging 

,,  t^^5Zposit^.    It  has  a  milky  juice,  which  contains  ^.M^^^  J^etics  and 
Taraxacine.^  Preparations  of  dandelion  are  employed  m  °^^<i^'^^,°?.Ti%^  "^fj^^^^ 
alteratives  ;  and  dandelion  root,  when  roasted,  is  sometimes  used  like  chicory,  as  an 

additum  to  °offe^-^^^_        ^.^ .^^  ^^^^^  )   B^^ds  and  beds  of  tough  sandy  clay, 

more  or  less  compact  and  homogeneous.    It  is  probably  derived  from  d<yugh 

BANNBMORITB.   An  iron-  and  manganese-hornblende,  from  the  iron-mines 

of  Dannemora,  in  Sweden.  ,     „         i    i         i.-         v„•r^n,•l^  "ha  a 

BAPHNB  CAWNABIIXA.   The  bark  of  this  shrub,  a  native  of  Nepaul,  has 

been  used  for  paper-making.  ,    ■„    ,      ,  . 

BAPHKriNB.   The  bitter  principle  of  the  JJaphne  alpim. 

BAPICHO.  A  spongy  kind  of  caoutchouc,  which  exudes  from  the  roots  oi 
the  Siphonia  elasiica.   It  is  used  in  South  America  for  making  stoppers.   See  Oaout- 

BARWIxriTE.  A  mineral  consisting,  according  to  David  Forbes,  of  copper, 
88'07  ;  silver,  0-24 ;  and  arsenic,  11-69.    It  is  found  at  Potrero  Grande,  south-east  ot 

Copiapo,  in  Northern  Chili.  .     ,   ,  ,      -,      i,-  -u 

BASK  WHBBBS.  These  are  revolving  wheels  having  dash-boards,  whicH  are 
much  used  in  the  washing-processes  necessary  in  caUco-printing.    See  BLEACHmo- 

BATBS.  (Tamr,  a  date,  Arabic.)  The  fruit  of  the  2)a^e  PaZm.  The  date  tree, 
Phcenix  dactylifera,  grows  to  the  height  of  sixty  feet.  The  dates  are  pulled  before 
they  are  ripe,  and  are  then  dried  in  the  sun.  These  form  one  of  the  chief  parts  ot 
the  usual  food  of  the  Arabs,  while  the  seeds  softened  and  ground  down  form  tue 
nourishment  for  their  camels.  The  leaves  are  employed  for  making  mats,  ihe 
threads  of  the  web-like  integument  at  the  basis  of  the  leaves  are  twisted  into  ropes, 
while  the  stems,  when  old,  are  used  in  the  construction  of  houses.  Tadmor,  in  the 
Desert,  built  by  Solomon,  is  supposed  to  derive  its  name  from  those  trees,  which  grew 
abundantly  around  it.  .  .  .  ... 

BATHOX.ITB,  or  BATOBZTE.  A  boro-silicate  of  lime,  containing  silica, 
37-30  ;  boric  acid,  21  -32  ;  lime,  35-67 ;  water,  5-71.  It  is  found  in  fine  glassy  crystals, 
of  complex  form,  at  Bergen  Hill,  New  Jersey.  _  i 

B  ATXSCA,  YBIiBO-WT. .  A  yellow  dye  obtained  by  treating  the  aqueous  decoction 
of  the  leaves  of  the  Batisca  cannabina,  a  bastard  hemp,  growing  m  the  Levant  and  in 
India,  with  salts  of  lead.  This  yellow  is  obtained  in  a  translucent  mass,  soluble  m 
water.    Stuffs  mordanted  with  alum  are  dyed  a  permanent  yellow. 

BATURXNE.   A  poisonous  alkaloid  found  in  the  Thorn-apple  {Datura  btra- 
monium).    Daturine  closely  resembles  Atropine  and  Hyoscyamine. 
BATTCUS  CAROTAi    The  common  carrot. 

BAVXBSOXVZTE.   A  greenish-yellow  berylt  from  Eubislaw,  near  Aberdeen,  in 

Scotland. 

DAVY  BAMP.   See  Safety  Lamp. 

BAVYNE.   A  Vesuvian  mineral,  consisting  of  silicate  of  alumina,  soda,  potash, 
and  lime.    It  is  regarded  as  a  variety  of  nepheline. 
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DEABS.    Waste  on  or  in  a  mine.   Rubbish.   Mine-stuflf  too  poor  in  ore  to  pay 

for  working. 

DEAD  BXPPXxgrG.  The  process  of  producing  an  agreeable  pale  yellow  dead 
surface  on  ornamental  brass  work  is  so  called.  The  brass  work,  after  tlie  final  stamping 
with  its  adhering  black  scale  from  the  annealing  oven,  is  placed  in  dilute  nitric  acid, 
and  left  in  it  until  the  scale  may  be  easily  detached  ;  it  is  then  taken  out  and  washed 
with  water.  Again  it  is  plunged  in  dilute  acid  somewhat  stronger  than  before,  until 
the  surface  is  covered  with  nunute  bubbles,  after  whieh  it  is  washed  in  a  solution  of 
argol,  and  dried  in  hot  sawdust.  Dead  dipping  is  also  used  in  the  manufacture  of 
the  ornamental  parts  of  stoves,  especially  such  as  are  intended  for  drawing-rooms. 
The  brass  portions  of  these  are  treated  in  the  manner  described,  but  the  iron  or 
steel  after  being  polished,  or  ornamented  by  engraving,  is  treated  with  dilute 
sulphuric  acid. 

DEAO  OIIi.  The  oil  which  is  obtained  from  the  fractional  distillation  of  coal- 
tar,  after  the  light  oil  or  naphtha  has  passed  over.    See  Naphtha, 

DEAD  WEIiIfS.  Wells  which  are  made  to  carry  ofiF  refuse  waters.  See  Aete- 
siAN  Wells,  Negative. 

DEADIiV  iriGHTSHADE.  The  Atropa  belladonna.  It  owes  its  poisonous 
character  to  the  alkaloid  called  atropine.    See  Atropine  ;  Belladonna. 

DBAXi  WOOD.    See  Pines. 

DEBRIS.  A  term  signifying  wreck  or  waste.  It  has  been  adopted  from  the 
French  to  express  any  accumulation  of  loose  materials  arising  from  the  waste  of  rock. 
It  is  also  applied  to  drifted  accumulations  of  all  kinds. 

BECANTATXOXr.  (Eng.  and  Fr. ;  Abgiessen,  Ger.)  The  act  of  pouring 
off  the  clear  liquor  from  any  sediment  or  deposit.  It  is  much  employed  in  the 
chemical  arts,  and  is  frequently  effected  by  means  of  a  siphon,  there  being  less  risk 
of  disturbing  the  precipitate. 

BEC ARBOIf  ZSATION'.  Articles  made  of  cast  iron,  and,  consequently  brittle, 
are  decarbonised  and  rendered  tough  by  being  exposed  to  heat  in  contact  with  some 
peroxide  of  iron,  as  the  finely-divided  hematite  ore.  Most  of  the  iron  articles  used  in 
saddlery  or  harness  making  are  now  manufactured  by  this  process. 

BECKEJVXTE.  A  vanadate  of  lead,  and  perhaps  also  of  zinc.  It  occurs  in 
Ehenish  Bavaria,  and  is  named  after  the  German  geologist  Von  Dechen. 

BECXMAK.  A  tenth  part.  A  Decimal  Fraction  is  one  whose  denominator  is 
10  or  some  power  of  10.  It  is  not  usual,  however,  to  express  this  denominator,  but  a 
period,  called  a  dccimal-'point,  is  placed  between  the  unit  and  the  first  fractional 
number.  Thus,  TS  is  the  same  as  1  or  one  and  five-tenths  ;  in  like  manner  1'06 
means  one  and  five-hundredths ;  1"842  signifies  one  unit  and  eight-tenths,  four- 
hundredths,  and  two-thousandths  of  the  unit ;  and  so  on. 

Decimal  Coinagb  is  a  proposed  system  in  which  the  unit  is  divided  and  subdivided 
decimally.  The  coinage  of  the  English  florin  was  a  step  towards  the  decimal  system  ; 
the  value  of  the  florin,  or  two-shilling  piece,  being  one-tenth  of  the  sovereign.  Tlie 
metrical  system  of  weights  and  measures  is  based  on  the  decimal  system ;  the  multipli- 
cation and  division  of  the  unit  always  proceeding  by  some  power  of  10.  See  Metbical 
System. 

BECKXiE.  A  name  given  by  the  paper-maker  to  a  thin  frame  of  wood  fitting  on 
the  shallow  mould  in  which  the  paper-pulp  is  placed. 

BECOCTXON.  The  process  of  boiling  a  liquid  with  some  organic  body,  or  the 
liquid  compound  resulting  from  the  process  of  boiling. 

BECOltlPOSXTXOII'.  (Eng.  and  Fr. ;  Zersetsung,  Ger.)  Tlie  separation  of 
bodies  from  each  other.  The  methods  employed  are  almost  innumerable,  and  usually 
depend  on  the  special  reactions  of  the  matters  under  examination.  We  shall  consider 
a  few  of  the  most  striking  cases  in  both  the  grand  divisions  of  the  science,  viz. 
inorganic  and  organic  chemistry.  In  each  instance  wo  shall,  for  the  sake  of  conve- 
nience, subdivide  into  the  three  classes  of  acids,  alkalis,  and  neutral  bodies.  Previous, 
however,  to  this,  we  must  glance  at  some  of  the  reactions  of  which  chemists  avail 
themselves  in  separating  the  elements.  The  decomposition  of  ordinary  metallic  salts, 
with  the  view  of  making  a  qualitative  analysis  of  a  more  or  less  complex  mixture,  is 
a  problem,  in  general,  of  extreme  simplicity,  and  directions  for  the  purpose  are  to  be 
found  in  all  the  numerous  works  on  qualitative  analysis.  The  principle  on  which 
the  modern  methods  of  qualitative  analysis  are  founded  is  the  separation  of  the  metals 
in  the  first  place  into  large  groups  by  certain  reagents,  and  then,  by  means  of  others, 
to  subdivide  into  smaller  groups,  in  which  the  individual  metals  can  be  determined 
by  special  tests.  For  the  sake  of  simplicity,  we  shall  only  consider  the  more  commonly 
occurring  metals.  The  general  reagents,  by  which  the  first  subdivision  is  effected 
are  hydrochloric  acid,  sulphuretted  hydrogen,  sulphide  of  ammonium,  carbonate  ot 
ammonia  mixed  with  chloride  of  ammonium,  and  finally  phosphate  of  soda.  Iho 
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i„f;nn  i<,  treated  with  hydrocliloric  acid,  by  which  mercury,  silver,  and 
substaflce  f he  mSciy  ^^^^^^^  be  perfectly  removed  if  it  exists  entirely 
lead  are  removed    The  "^J^*;^?^;,      /^^^  be  subsequently 

in  the  state  of  a  subsak.  °?^[^^^^  ^   Srochloric  acid  is  to  be  boiled  with 

'"T;  whth  wJ  rTo'v'e  the  cM^rof  lead,  an'd  leave  the  chlorides  of  mercury  and 
"'■tZ'    Se  Tatter  may  be  separated  by  means  of  ammoma,  which  wall  dissolve  the 

ZolL  :StL  tXZT^^^^^  acid  gas  (sJphuretted  hydrogen) 

S  through  k^^^^^  or  until  no  more  precipitation  occurs  By 

S  means  antimony,  arsenic,  tin,  cadmium,  gold,  mercury,  silver  lead,  bismuth,  and 
niJne^  ie  throwTdo^^  and  must  be  separated  from  each  other  by  specia  processes. 
The^  Xte  to  ^  by  hydrosulphuric  acid  is  to  have  ammonia  added  in 

Sht  excess  an^  the^a  solution  of  sulpMde  of  ammonium  as  long  as  any  precipita- 
takes  p  ace.  By  this  means  nickel,  cobalt,  iron,  manganese  zinc,  alumma  and 
hroS  aie  throwJ  down;  also  baryta,  strontia  and  lime,  if  happen  to  be  m 
combination  with  phosphoric,  oxalic,  or  boracic  acids,  or  if  united  to  fluorine.  _  irom 
JCfiSe  carbomte  of  ammonia  mixed  witli  chloride  of  ammonium,  precipitates 
larytr^teontia,  and  lime.  The  filtrate  from  the  last  precipitate  can  only  contain 
mXesS  0?  the  ^alkalis.  The  above  brief  description  of  the  mode  of  dividing  the 
aW  metals  into  groups  will  be  sufficient  to  give  an  idea  of  the  processes  employed 
for  decomposing  complex  mixtures  into  simple  ones.  •  ^ 

Inorgani  acfds  are  usually  removed  from  metals  by  converting  the  latter  into  an 
insoluble  compound,  while  the  acid  remains  in  solution  either  m  the  f^^e  state  or 
combined  with  a  body  of  such  a  nature  as  not  to  mask  the  reactions  of  the  acid  with 
rea"-ents  This  is  often  done  in  the  laboratory  by  boiling  the  metallic  salt  with  an 
alkaline  "carbonate.  The  metals  are,  consequently,  either  converted  into  oxides  or 
carbonates  insoluble  in  water,  while  the  acid  unites  with  the  alkali  to  form  a  soluble 
salt  capable  of  being  obtained  by  filtration  in  such  a  condition  as  to  permit  the  nature 
of  the  acid  to  be  made  known  by  moans  of  appropriate  tests.  It  is  usuaUy  necessary 
to  neutralise  the  solution  carefully  before  testing  for  the  acid,  •  i 

It  is  seldom  necessary  in  researches  to  reduce  inorganic  alkalis  to  their  elements, 
their  constitution  being  usually  ascertained  by  converting  their  constituents  into 
new  forms  capable  of  being  weighed  or  measiu-ed  with  accuracy.  If,  for  instance, 
it  was  necessary  to  ascertain  the  constitution  of  sulphuric  acid,  it  would  be  sufficient 
to  determine  the  quantity  of  barj'ta  contained  in  the  sulphate.  On  the  other  hand, 
acids  susceptible  of  assuming,  when  pure,  the  gaseous  condition  may  have  their  con- 
stitution determined  by  decomposing  a  known  volume  with  a  substance  capable 
of  combining  with  one  ingredient  and  liberating  the  other  in  the  gaseous  state. 
Thus  hydrosulphuric  acid  may  be  analysed  by  heating  it  with  potassium,  which  will 
remove  the  sulphur  and  liberate  the  hydrogen. 

In  decomposing  inorganic  alkalis  with  the  view  of  separating  the  metals  contained 
in  them,  we  usually  have  to  avail  ourselves  of  very  powerful  affinities.  This  arises 
from  the  fact,  that  the  substances  in  question  are,  generally,  produced  _  by  the  union 
of  a  metal  with  oxygen,  the  metal  having  so  strong  a  tendency  to  combine  with  that 
element,  that  mere  exposure  to  the  air  is  sufficient  to  determine  their  union  into  a 
compound  of  great  stability.  In  order,  therefore,  to  decompose  the  alkalis  of  this 
class,  it  is  necessary  to  find  some  substance  having  a  powerful  tendency  to  combine 
witli  oxygen  under  certain  conditions.  Now  it  has  been  found  that  carbon,  if  raised 
to  an  exceedingly  high  temperature,  and  employed  in  great  excess,  is  capable  of 
remo-\-ing  the  oxygen,  even  from  such  bodies  as  potassium  and  sodium,  the  affinity 
of  which  for  oxj'gen  is  very  great. 

Inorganic  neutral  bodies  are  generally  decomposed  either  by  the  ordinary  pro- 
cesses of  analysis,  or,  where  the  neutrality  arises  from  the  substance  under  examina- 
tion being  a  compound  of  an  acid  and  a  base,  by  separating  the  two  by  treatment 
with  a  reagent  capable  of  combining  with  one  to  the  exclusion  of  the  other.  This  is 
a  process  frequently  available  in  quantitative  analysis.  As  an  illustration,  we  raay 
take  the  decomposition  of  the  carbonates  by  a  mineral  acid  in  an  apparatus  which 
permits  the  carbonic  acid  set  free  to  be  accurately  estimated  by  weighing.  See 
Carbonates, 

Another  instance  of  the  decomposition  of  a  neutral  body,  by  treating  it  with  a 
substance  capable  of  combining  with  one  of  the  constituents  and  separating  the  other 
in  a  free  state,  is  the  decomposition  of  siUphato  of  potash  by  baryta.  If  a  solution  of 
the  salt  be  boiled  with  excess  of  solution  of  baryta,  sulphate  of  baryta  ia  produced, 
and  caustic  potash  set  free.  The  excess  of  baryta  is  removed  by  boiling  in  the  air 
until  the  whole  of  the  latter  base  is  converted  into  the  insoluble  carbonate.  A  pre- 
cisely analogous  process  is  the  ordinary  mode  of  preparing  caustic  potash  by  boiling 
its  carbonate  with  quicklime. 
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Neutral  bodies  aro  frequently,  however,  so  constituted,  that  the  neutrality  does  not 
arise  from  the  circumstance  of  an  acid  being  saturated  with  a  base,  but  from  the 
energies  of  two  elements  being,  to  some  extent,  satisfied  by  the  fact  of  their  being  in 
combination.  Thus,  water  is  a  neutral  substance,  nevertheless  it  may  be  decomposed 
by  a  variety  of  processes,  several  of  which  are  susceptible  of  quantitative  precision. 
In  the  first  place,  it  may  be  decomposed  by  passing  steam  over  a  metal  capable  of 
uniting  with  its  oxygen  with  liberation  of  the  hydrogen.  It  may  also  be  electrolysed, 
and  the  two  gases  separately  obtained. 

Organic  or  inorganic  neutral  salts  may,  at  times,  be  very  completely  and  simply 
decomposed  by  means  of  the  battery.  Not  only  are  the  various  processes  in  electro- 
metallurgy founded  on  this  principle,  but  it  has  even  been  practically  applied  to  the 
quantitative  estimation  of  the  metals  in  ores.  The  electrolysis  of  the  neutral  salts  of 
the  great  series  of  organic  acids  of  the  general  formula  C°H°0*  has  thrown  great 
light  on  some  previously  obscure  points  in  the  radical  theory. 

The  decompositions  undergone  by  organic  substances  in  contact  with  reagents  are 
BO  manifold,  that  the  limits  of  this  work  preclude  the  possibility  of  doing  more  than 
glancing  at  a  few  of  the  most  general  and  interesting.  Perhaps  of  all  the  modes  of 
inducing  the  breaking  up  of  more  complex  into  simpler  substances,  the  application  of 
heat  is  the  most  remarkable  for  its  power  and  the  varied  and  opposite  character  of 
the  substances  produced.  It  has  been  shown  that,  as  a  decomposing  agent,  heat 
possesses  no  special  function.  From  complex  organic  molecules  all  classes  of  sub- 
stances are  formed.  Individual  substances  belonging  to  every  chemical  type  are, 
therefore,  found  among  _  products  of  destructive  distillation.  Acids,  alkalis,  and 
neutral  bodies  of  every  kind  are  formed,  and  some  of  the  most  interesting  and  beauti- 
ful bodies  known  to  chemists  are  found  in  the  uninviting-looking  tar  of  coal.  Let 
us  illustrate  this  by  a  glance  at  a  few  of  the  coal-tar  products.  Among  the  acids  are 
the  oxyphenic,  carbolic,  and  cresylic.  The  alkaloids  represented  are  methylamine, 
ethylamine,  propylamine,  butylamine,  amylamine,  pyridine,  picoline,  lutidine,  colli- 
dine,  parvoline,  chinoline,  lepidine,  cryptidine  and  aniline.  Among  hydrocarbons, 
benzole,  toluole,  xylole,  cumole,  cymole,  propyle,  butyle,  amyle,  caproyle,  caproylene, 
oenanthylene,  naphthaline,  anthracene,  chrysene,  pyrene,  acetylene,  &c.  This  list, 
probably,  does  not  include  one  half  of  the  substances  produced  from  coal  by  the  de- 
composing and  recomposing  influence  of  heat. 

Mineral  acids  exercise  a  powerful  decomposing  influence  on  organic  substances.  Of 
these  the  nitric  and  sulphuric  are  the  most  commonly  used.  Nitric  acid  is  especially 
active,  owing  to  its  twofold  action.  By  virtue  of  its  oxidising  tendencies,  it  breaks  up 
great  numbers  of  substances  into  more  simple  and  less  carburetted  derivatives,  and  the 
hyponitric  acid  produced  by  the  removal  of  one  of  the  atoms  of  the  oxygen  of  the 
acid  frequently  enters  into  the  resulting  compound,  a  substitution-product  being  the 
final  result.  In  the  latter  bodies  produced  in  this  manner  the  hyponitric  acid  (NO*) 
generally  replaces  hydrogen,  the  original  type  remaining  unaltered.  The  production  of 
oxalic  acid  from  sugar ;  succinic,  lipic,  adipic,  pimelic,  suberic,  &c.,  acids  from  oily 
and  fatty  matters  by  the  action  of  nitric  acid,  are  examples  of  its  oxidising  power ; 
while  the  formation  of  nitrobenzole,  and  bodies  of  more  or  less  analogous  character, 
present  instances  of  the  replacement  of  hydrogen  by  hyponitric  acid. 

Sulphuric  acid  owes  its  decomposing  power  to  its  extreme  tendency  to  combine 
with  water.  Many  of  the  less  stable  organic  bodies  are,  by  this  means,  absolutely 
broken  up,  so  that  the  resulting  products  are  of  a  character  too  indefinite  to  allow  of 
the  changes  being  expressed  by  an  equation  which  shall  render  a  true  account  of  all 
the  substances  directly  or  indirectly  formed.  On  the  other  hand,  the  action  may  bo 
so  controlled  by  the  careful  regulation  of  the  temperature  and  strength  of  the  acid 
that  products  may  be  eliminated  which  are  themselves  totally  broken  up  and  destroyed 
by  an  acid  of  greater  strength.  The  production  of  grape-sugar  by  the  action  of  sul- 
phuric acid  on  starch,  or  lignine,  may  be  taken  as  an  example.  It  not  unfrequently 
happens,  that  the  sulphuric  acid  unites  with  the  substance  acted  on  to  form  a  conju- 
gated compound.  Benzole,  and  many  other  hydrocarbons,  as  well  as  oxidised  bodies, 
behave  in  this  manner  with  concentrated  sulphuric  acid. 

Chlorine  and  the  other  halogens  are  powerful  decomposing  agents,  acting  chiefly 
by  virtue  of  their  affinity  for  hydrogen.  The  principal  effects  produced  by  them  are 
oxidation  and  substitution.  The  oxidising  action  of  the  halogens  arises  from  the 
decomposition  of  water ;  the  hydrogen  combining  with  the  chlorine,  &c.,  to  form  an 
hydracid,  and  the  free  oxygen  uniting  with  the  other  substances  present. 

The  above  sketch  will  sufficiently  indicate  some  of  the  most  usual  methods  by 
which  the  decomposition  of  organic  and  inorganic  bodies  is  efiected ;  but  hundreds 
of  other  decomposing  agencies  are  at  the  call  of  the  chemist,  when  any  phenomena 
involving  the  disruptions  of  compounds  are  to  be  investigated.— 0.  G.  W. 

DECBX3PXT.aT10Z(r  (Eng.  and  Fr. ;  Verknistern,  Ger.)  is  the  crackling  noise, 
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"T^it AOKATION.  (Eng.  and  Fr. ;  Vcrpuffung,  Ger.)  A  rapid  combustion, 
.ttS  ^?th  mth  evd^tioi  o/flame  and  vapour.    When  metals  are  burnt  by  elec- 

combustion,  in^^^^^^^^^  fabrics.    They  are  indeed  figured  muslins, 

whkh  sho^Ju  Ws  be  mad  J  of  wool,  but  they  are  frequently  made  of  mixed  materia  . 
DBiIwIriTE.   a  cleavable  potash  felspar,  from  Delaware  County,  Pennsyl- 

''''dbI.BSSITB.  a  ferruginous  chlorite,  usuaUy  occurring  as  a  dark  greenish  coat- 
in?  in  the  interior  of  amygdaloidal  cavities  in  trap-rocks. 

Mlir  or  BEIPT.  A  coarse  species  of  pottery  origmally  manufactured  at  Delft 
in  HoUand  covered  with  a  white  stanniferous  enamel  or  glaze.    See  Pottery. 

dSuBSCBIIT.  {Zerfliessen,GeT.)  Any  solid  which  absorbs  moisture  from 
the  a^  spontaneously  and  becomes  soft  or  Hquid,  such  as  potash,  and  chloride  of  calcium 

tiivHziltT7he  poisonous  principle  of  the  Stavesacre  (Belphmium  Staphy 

""^DBIVAUXITB.   A  variety  of  Dufrenite,  or  hydrous  phosphate  of  kon. 

DBMXBOFFXTE  or  ©BMIDOVITB.  A  mineral  mixed  with  malachite, 
found  at  Nischne-Tagilsk  in  Eussia.  It  contains  oxide  of  copper  33-14,  sihca  31-53, 
magnesia  3,15,  phosphoric  acid  10-22,  and  water. 

BEIff»BlTBS.  Arborescent  or  shrub-like  markings  on  rocks,  commonly  pro- 
duced by  oxide  of  manganese;  thus,  the  ramified  patterns  in  Mocha-stones  are  den- 
^Us.—JDendntie,  a  term  applied  to  the  branching  forms  of  certain  minerals,  such  as 

native  copper  and  native  silver.  „  ,    -r^      •     j       •   i  k  •         w  on 

DBMY.  Paper  of  a  particular  size  is  so  called.  Drawing  demy  is  15  inches  by  20, 

printing  demy  is  17|  inches  by  22^.  ^  ^    ,  j.   .  v 

DBXMARK  SATlWr.    A  stout  worsted  stuff  used  for  ladies  shoes. 
DBlffSITY,  the  property  of  compactness  in  bodies,  the  closeness  of  their  component 

particles.    The  specific  gravity  of  bodies  is  taken  as  a  measure  of  their  densities.  See 

SpECI  FIC  GtRAVITY.  a 

DEXfTIFRXCB.  Tooth-powder  for  the  purpose  of  cleansing  the  teeth.  A  variety 
of  preparations  are  recommended.  The  object  being  to  remove  acid  incrustations 
from  the  teeth,  and  to  cleanse  them  from  feculent  matter,  simple  preparations  of  chalk 
or  magnesia  are  undoubtedly  to  be  preferred.  Occasionally  charcoal  may  be  used 
with  advantage,  but  the  particles  are  usually  too  hard,  and  consequently  they  tend  to 
abrade  the  fine  enamel-surface  of  the  teeth. 

BBNUS  ATIOir.  {Denude,  to  lay  bare.)  The  carrying  away  by  the  action  of  run- 
ning water  or  other  agent,  of  the  superficial  solid  materials  of  the  land,  by  which  the 
character  of  the  surface  is  altered,  and  the  lower  rocks  often  laid  bare._ 

DBOBORXSBRS.  Bodies  which  have  the  power  of  depriving  fetid  and  ofiensive 
effluvia  of  their  odours.  There  appears  to  exist  a  general  idea  that  these  substances 
are,  all  of  them,  equally  disinfectants.  No  greater  mistake  can  be  made  than  to 
suppose  that  because  a  preparation  has  the  power  of  removing  a  disagreeable  smell,  that 
therefore  it  has  removed  aU  the  elements  of  infection  or  disease.    See  Disinfectant. 

To  disguise  unpleasant  odours,  fumigation  is  employed,  many  of  the  fragrant  gums 
are  burnt  and  fumigating  pastiles  employed.  It  is  also  a  common  practice  to  burn 
lavender  and  brown  paper,  but  these  merely  overpower  or  disguise  the  smell ;  they  do 
not  in  any  way  act  upon  the  noxious  effluvia.    See  Pastiles  ;  Fttmigation. 

BBOXXDATIODT.  The  act  of  removing  oxygen  ;  thus,  when  oxide  of  iron  is 
heated  wth  carbonaceous  matter  the  oxide  is  deoxidised,  and  metallic  iron  reduced. 

SEPHIiEGMATXOXa-.  The  process  by  which_  liquids  are  deprived  of  their 
watery  particles.  It  is  applied  chiefiy  to  spirituous  liquors,  but  is  now  obsolete,  as 
involving  the  alchemistical  notion  of  a  peculiar  principle  called  phlegm. 

SEPHIiOGXSTICATED,  deprived  of  phlogiston,  which  was  for  a  long  period 
after  the  time  of  Stahl  regarded  as  the  principle  of  levity  and  of  combustion.  It  may 
be  regarded  as  synonymous  with  oxygenated.  '  Others  believe  that  Earth  and  Phlogis- 
ton are  those  principles  which  are  the  constituent  parts  of  all  corporeal  substances.' 

'  It  appears  from  all  those  experiments,  that  in  each  of  them  phlogiston,  the  simple 
inflammable  principle,  is  present,*   '  Thus  much  I  see  from  the  above-mentioned  en- 
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porimonts ;  the  air  is  composed  of  two  different  fluids,  the  one  of  which  attracts  not 
the  phlogiston,  and  the  other  has  the  quality  of  attracting  it.' — Scheele  :  Experimmta 
on  Air  and  Fire. 

DEPXIiATORZES.  Preparations  for  removing  liair  from  the  skin.  These  are 
said  to  have  boon  much  used  by  the  ancients.  In  modern  times  they  have  been  used 
as  cosmetics  to  remove  superfluous  hair  from  the  face.  Lime  and  the  tersulphuret  of 
arsenic  (orpimont)  are  the  constituents  of  most  of  the  ancient  and  modern  depilatories ; 
but  the  use  of  orpiment  is  dangerous,  especially  if  there  is  any  abrasion  of  the  skin. 

The  best  and  safest  depilatory  is  said,  in  Gray's  'Supplement  to  the  Pharmacopoeia,' 
edited  by  Redwood,  to  be  a  strong  solution  of  sulphuret  (sulphide)  of  barium  made  into 
a  paste  with  powdered  starch.  It  should  be  applied  to  the  hair  immediately  after  it 
is  mixed,  and  allowed  to  remain  there  for  five  or  ton  minutes. 

BEPOSZTIOH-  or  nXETAIiS.    See  Electbo-Metalluegy. 

33£:RBVSKIXtE  SPAK.   Fluor-spar,  or  fluoride  of  calcium.    See  Fluoe-Spae. 

DERMiLTXN'.  A  variety  of  serpentine  found  in  reniform  masses,  in  thin  coat- 
ings on  the  serpentine  of  Waldheim  in  Saxony. 

DERRICK  CRAim.  The  term  Derrick  is  applied  to  a  temporary  crane,  con- 
sisting of  a  spar  supported  by  stays  and  guys,  carrying  a  purchase  for  loading  or  un- 
loading goods  on  shipboard.  The  Derrick  crane  is  somewhat  similar  in  its  plan,  the 
projecting  iron  beam,  or  derrick,  of  which,  can  be  raised  or  lowered  to  any  desired 
angle. 

BESCIiOIZITE.  A  South  American  vanadate  of  lead,  named  after  the  French 
crystallographer  Des  Cloiseaiix. 

X>ESICCja.TXOir.   The  act  of  drying. 

Davison  and  Symington  patented  a  process  for  drying  or  seasoning  timber,  by 
currents  of  heated  air.  Even  after  wood  has  been  dried  in  the  ordinary  manner,  it 
contains  much  moisture,  which  it  is  still  necessary  to  remove.  The  patentees  have 
given  some  curious  results  of  this  desiccating  process : — 


Temperature  of  air  214°. 


Violin  wood 

Original 
weight 

Weight  after 
seasoning 

Moisture  removed 

6  pieces  small  and  thin  . 

2     .,     larger  .... 

2     „     larger  .... 

3-38 
10-56 
25-25 

2-87 
9-5 
22-93 

8*    per  cent. 
10-1  do. 
9-25  do. 

Original 
weight 

100° 
after 
G  hours 

120° 
after 
10  hours 

150° 
after 
20  hours 

180° 
after 
30  hours 

230° 
after 
38  hours 

Per  cent. 

Oak  .... 

Red  pine 

Birch  .... 
Mahogany  . 

1-84: 

1-5 
1-2 
1-21 

1-76 
1-4 
1-09 
1-14 

1-71 
1-38 
1-05 
1-09 

1-59 
1-33 
1-01 
1-03 

1-56 
1-28 
•99 
1-0 

1-51 
1-25 
•97 
•98 

18^1 
16-6 
19-2 
19-2 

White  wood,  lime  tree. 


Original 
weight 

170°  after 
C  hours 

Part  140°,  and 
part  212°  after 
10  hours 

After 
24  hours 

After 
34  hours 

After 
84  hours' 

Per  cent. 

1 

23-5 

20-45 

18-7 

18-22 

17-4 

17-4 

26- 

2 

25-19 

21-33 

19-37 

18-9 

18-07 

18-0 

28-5 

3 

23-67 

19-7 

17-83 

17-6 

16-82 

16-75 

29-2 

4 

20-08 

17-07 

15-8 

15-6 

15-13 

15-05 

25- 

>  It  will  be  observed,  on  roferrmg  to  the  last  column  of  hme,  that  tho  wood,  althougli  kept  in  the 
chamber  exposed  to  heated  currents  for  50  hours,  weighed  nothing  loss  after  the  flrst  34  houre.- 
(WhUhaw.)  One  application  of  tho  desiccating  process  for  timberis  to  expose  it  for  some  hours  to 
li  e  heated  currents  of  air,  and  then,  in  its  heated  state,  immoi^mg  it  suddenly  in  any  of  the 
approved  antiseptics,  creosote  or  coa -tar.  The  result  is,  that  the  air-yesscls  of  Uiewoal  if  not 
eEy  empty,  contain  air  at  so  very  high  a  temperature  that  a  vacuum  is  instantlytormed,  and 
every  pore  U  ^mediately  charged  with  tho  cold  antiseptic  m  which  the  wood  is  immersed. 
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3  exposed  to  the  .tmosphero  for  throe  .eaks.  weighed  at  the  end  of  that  time 

,7  8  or  had  taken  in  4-2  per  cent,  of  moistum^         clothing,  are  not  only  dried,  but 
^'^;i«.--Feather  beds  mat  -so    bl-kots,  a^^^^^^  ^^^^ 

purified  by  this  process,   ^f^jl'^^^^^^  same  time  beaters  are  made 

f 00,000  cubic  feet  of  ^''J^'^^^'^Zo^^^^^  treated  in  this  manner  have 

Erl^S  Sd  ^SSf^'^-^^'  ^^^^^  ^  '^'^ 

riably  necessary          .f^/'J^^'^^' '^^^^^^  of  currents  of  dry  heated  air  was  given  in 
A  practical  proof  of  the  ^^.^^f -l-.l^e^  ^liich  had  belonged  to  persons  who 
Syria  by  exposing     them  sixty  smts  o^^^^^^      wli  ^^^^ 
died  of  the  plague.    T^iese  clothes  were  subjectea  y  ^^^^ 

perature  of  about  240  ,  and  f^^/jJjSKby^^^^^  nialady.-(lFfc;^a«;.)  It  has 
h^i^^'^o^^^^^^  subseouentlytoroastitby 

^SZc^,  -d  ^r  ~  ^^,^"^5^^^ 

heated  air.    By  the  plan  adopted  at  o^^^!^^™^^^^^^^^^^  to  twenty 

of  Davison  and  ^J^^^Z^Z^Iy  I  he^^^^  to  330  feet ;  whereas  by 

ature  through  smaU  perforated  i^on  plates,  let  ^^^o  the  «J>°e  ^^^^  ^hen 
pieces  of  silk  are  sometimes  ^^^P^^f  ^ 'i^  the  operation  of  drying  the  whole 

b;e:S^oSr,TfX^^^^  are^evUted,  iu 

t  "tSSScT  Tr"XSSa%'^trLr^^^^^^  bleaXr%btained 
W  in  1823  for  the  foMng  ingenious  arrangement,  which  has  been  since  gene- 
X  Jdopt  f  ^ilh  certain  modifications,  in  most  of  our  extensive  bleaching  and 
p  nLg  w^^^^^^^  iB  a  section  of  the  drying-house,  where  a  is  a  ftirnace  and 


boiler  for  the  purpose  of  generating  steam  ;  it  is  furnished  with  a  safety  valve  m  the 
tube  b,  at  top,  and  from  this  tube  the  steam-main  c  passes  down  to  the  floor  of  the 
basement  story.  From  this  main,  a  series  of  steam-pipes,  as  d  d,  extends  over  the 
surface  of  the  floor,  and  from  them  heat  is  intended  to  be  diffused  for  the  purpose  of 
warming  the  drying-house. 


DESICCATION 

Do^lThv'lt.f       "-n*^^  ^^^^'"'^  ^^^"^  °f  timber     extendB,  and  is  sup 

t-T-  P'^^''^'  '  v"""  ^  0°  the  side  waUs,  a  series 

fnwt  !  ^f^f  ^^fl  in  a  cross  direction,  over  which  rails  the  wet  cloth  is  to  be  hung  in 

tnres  ortntilattsTn  Jhe'lT  "^"^  "  ^  "'^^^'^ 

Juf  T"^^  in  which  the  cloth  is  delivered  on  to  the  rails,  on  either  side  of  the  beam 
wiil  1,6  best  understood  by  reference  to  the  delivering  carriage,  which  is  shown,  with 
Its  rollers  partly  in  section. 

The  wet  cloth  is  first  to  be  coiled  upon  a  roller,  and  then  placed  in  the  carriage  as 
at/,  with  Its  pivots  bearing  upon  inclined  planes.  The  carriage  is  to  be  placed  at  the 
commencement  of  the  rails,  running  upon  the  middle  beam,  and  also  upon  the  side- 
bearings  or  railways  extending  along  the  side  walls  of  the  building,  parallel  to  and 
upon  a  level  with  the  same  beam.  It  is  made  to  travel  by  means  of  an  endless  band 
passing  over  two  riggers  5^  and  h,  in  Jig.  699,  and  over  pulleys  and  a  band-wheel 
attached  to  the  carriage,  as  will  be  explained.  The  rigger  g,  which  moves  this  endless 
band,  IS  actuated  by  bevel  gear,  seen  at  b,  which  is  put  in  motion  by  a  pinion  at  the 
end  of  a  revolving  shaft  leading  from  a  steam-engine. 

In  the  same;?^'.,  k  k,  is  the  endless  band  passing  over  a  puUey  under  the  band-wheel 
and  over  the  pulley  n,  by  which  it  will  be  perceived  that  the  traversing  of  the  band,  as 
described,  would  cause  these  pulleys  and  wheels  to  revolve.  On  the  action  of  the 
band-wheel  m,  there  is  a  drum  against  which  the  roll  of  wet  cloth /presses  and  as 
this  drum  revolves,  the  roll  of  wet  cloth  is,  by  its  friction,  made  to  turn  in  a  contrary 
direction,  and  to  deliver  off  the  cloth  on  to  the  periphery  of  the  drum,  whence  it  passes 
over  a  roller  and  descends  to  the  rails.  Upon  the  end  of  the  axle  of  the  band  wheel 
m,  there  is  a  pinion  which  takes  into  the  teeth  of  the  large  wheel,  and  upon  the  axle 
of  this  large  wheel  there  is  a  pinion  that  actuates  the  intermediate  wheel  which  turns 
another  toothed  wheel.  This  last-mentioned  toothed  wheel  takes  into  cogs  upon  the 
side  railway,  and  hence,  as  the  train  of  wheels  moves  round,  the  carriage  to  which  the 
wheels  are  attached  is  slowly  impelled  forward. 

As  soon  as  the  wheels  begin  to  move,  and  the  carriage  to  advance,  the  wet  cloth 
begins  to  uncoil,  and  to  pass  down  over  the  first  roller ;  a  small  roller  attached  to  the 
carriage,  as  it  passes  over  the  rail  in  succession,  holds  the  cloth  against  each  rail  for  a 
short  space  of  time,  and  prevents  it  from  slipping,  by  which  means  the  cloth  descends 
in  folds  or  loops  between  the  rails,  and  is  thereby  made  to  hang  in  a  series  of  folds  or 
loops,  as  shown  in  the  figure. 

It  will  be  perceived  that  as  the  pivots  of  the  cloth  roller/bear  upon  inclined  planes, 
the  roller  will  continually  slide  down  as  the  cloth  diminishes  in  bulk,  keeping  in  con- 
tact with  the  drum,  and  delivering  the  cloth  from  the  roller  on  to  the  several  rails,  as 
described. 

In  order  to  stop  the  carriage  in  any  part  of  its  course,  or  to  adjust  any  of  the  folds 
of  the  cloth,  a  man  is  usually  placed  upon  the  platform  travelling  with  the  carriage, 
over  wliich  he  has  perfect  command.  This  apparatus  may  be  also  employed  for  taking 
the  cloth  when  dried  off  the  rails ;  in  which  case  the  carriage  must  be  made  to  travel 
backwards,  and  by  first  guiding  the  end  of  the  cloth  on  to  the  roller/,  and  then  put- 
ting the  wheels  in  a  retrograde  motion,  the  cloth  will  be  progressively  coiled  upon  the 
roller/  in  a  similar  way  to  that  by  which  it  was  uncoiled. 

Drying  Machine  (cENTumrGAi,).  {Rydro-extracteur ;  Machine  a  essorer,  Fr.) 
By  this  contrivance,  Pentzoldt  was  enabled  to  deprive  all  kinds  of  wet  clothes  in  a  few 
minutes  of  their  moisture,  without  compression  or  heat.  Kelly,  a  dyer,  and  Alliott 
a  bleacher,  have  since  obtained  a  patent  for  the  above  machine  with  improvements. 
Fig.  600  represents  a  partial  section  of  the  machine,  a,  a,  is  the  frame ;  b,  the 
vertical  shaft  turning  in  the  step  a,  fixed  on  the  bridge  b.  This  shaft  bears  on  its 
upper  part  a  friction  cone  c,  from  which  it  receives  its  movement  of  rotation,  as  will 
be  presently  shown  ;  c  is  a  drum  containing  two  concentric  compartments  de,  of  the 
form  represented  in  the  figure ;  this  drum  moves  freely  upon  the  shaft  b,  and  rests 
when  it  is  not  in  motion  upon  two  conical  projections  /  g,  which  form  a  paj-t  of  the 
shaft.  These  two  compartments  are  each  composed  mainly  of  metal,  and  their  sides 
consist  of  tinned  iron  wire  coiled  circularly  at  very  small  distances  from  each  other, 
and  soldered  together  crosswise  by  small  strips  of  metal.  The  top  which  covers  the 
inner  compartment  d,  is  secured  by  bolts  and  screws  to  a  circle  of  iron  which  retains 
the  wire  sides  of  the  same  metal,  but  that  which  serves  as  a  cover  to  the  little  com- 
partment e,  in  which  alone  the  goods  are  placed,  is  disposed  so  that  it  maybe  removed 
with  ease,  when  these  are  to  be  introduced  or  withdrawn.  It  is  furnished  with  an 
outer  and  inner  border,  disposed  so  that  when  the  top  is  fixed  the  inner  border 
presses  upon  the  convex  circumference  of  the  central  compartment,  while  the  exterior 
border  falls  outside  of  the  edges  of  the  other  compartment.  While  the  machine  is  at 
work,  the  second  plate  is  maintained  in  its  place  by  pins  or  bolts,  not  shown  in  the 
figure. 
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rrT,o  MdfiS  Of  the  outer  compartment  d,  are  connected  with  the  bottom  by  means  of  a 
The  sides  oi  tne  oulox       ^  nni-f o  +TiA  wires  and  are  riveted  or  soldered 

prolongation     ^-f^^^^f  ^Sapartoent  are  attached  by  an 

^  trlhic^they  arfrirXd  and  soMered.  and  ar'e  united  to  the  bottom  plate 

i,rin?of  a"rt  upoJ  this  plate;  a  rim  somewhat  flattened  upon  the  sides,  which 

"^iXTr^^L^'^^V^M  in  the  inner  -mpartment  ^.  and  whos^^^^^ 

h  h  are  loaded    These  two  branches  having  room  to  play  around  the  bolts  wmca 

s^rt;  as  poLts  of  attachment,  and  which  are  fixed  to  the  upper  plate,  terminate  m 


kneed  branches  whose  extremities  rest  upon  a  rope  g,  which  projects  from  the  shaft. 
T.  is  an  exterior  envelope  secured  to  the  frame  a,  a.  It  encloses  the  whole  drum 
except  at  top,  and  serves  to  catch  the  water  thrown  out  of  the  goods.  At  y  there  is 
a  stop-cock  for  the  discharge  of  this  water,  and  the  bottom  contains  besides  the  end  ol 
a  pipe  by  which  hot  air  is  introduced.  ,      •  v  •  4.1,  j 

The  vertical  shaft  b  receives  a  movement  of  rotation  and  carries  with  it  the  drum. 
The  more  rapid  this  movement  is  the  more  does  the  centrifugal  force  tend  to  expel 
the  water  contained  in  the  clothes  or  yarn  to  be  dried.  But  as  this  force  might  also 
displace  the  central  shaft,  if  the  weight  was  not  rightly  distributed  m  the  drum,  and 
cause  the  dislocation  of  the  machine  when  the  great  velocity  requisite  for  quick  drying 
is  given  to  it,  the  regulator  d  is  tested  to  prevent  accident.  The  branches  of  this 
regulator  spread  wider  the  more  the  velocity  is  increased,  and  raise  consequently  the 
drum  c  above  the  conical  enlargements,  which  permits  the  drum  to  be  somewhat 
misplaced  and  to  rectify  its  position  conformably  to  the  inequalities  of  its  load,  so 
that  its  centre  of  gravity  may  always  coincide  with  its  centre  of  rotation.  The  drum 
is  connected  with  the  shaft,  as  is  shown  in  z,  leaving  it  free  to  take  the  requisite 
adjustment.  To  hinder  it  from  rising  too  suddenly,  a  spiral  spring  h  is  fixed  over  the 
shaft  immediately  above  the  conical  enlargement  g.  In  order  to  maintain  the  equi- 
librium more  certainly,  the  apparatus  is  surrounded  with  a  hollow  crown  f,  half  filled 
with  water,  and  if  during  the  revolution  of  the  machine  the  weight  of  the  goods  pre- 
dominates on  one  side,  that  of  the  water  which  accumulates  on  the  other  side  serves 
the  more  to  counterbalance  it.  The  efiect  of  this  crown  may  be  increased  by  dividing 
it  into  two  compartments  or  more,  o  is  a  large  pipe  by  which  steam  or  hot  air  is 
introduced  into  the  belly  of  the  drum,  which  is  pierced  in  this  place  with  a  great 
number  of  small  holes  to  receive  it. 

•  The  rotatory  movement  is  transmitted  to  the  drum  in  the  following  way  : — 

I,  is  a  conical  disc  mounted  upon  the  extremity  of  a  shaft  is}  which  actuates  th? 
cone  c  and  the  shaft  b  by  means  of  friction  ;  is  a  cone  fixed  upon  the  extremity  of 
the  shaft,  j?  '  is  another  cone  of  the  same  dimension,  but  whose  base  fronts  the 
top  of  the  other,  and  which  is  placed  on  the  shaft  '  commanded  by  the  prime  mover; 
M  is  the  belt  which  embraces  the  two  cones,  and  whose  lateral  displacement,  effected 
by  means  of  a  fork,  permits  the  velocity  of  the  machine  to  be  regulated  at  pleasure. 
N  is  the  pulley  which  directly  receives  the  movement.  In  place  of  a  single  friction 
disc  I,  another  may  bo  employed,  if  judged  necessary,  and  placed  between  the  two,  an 
additional  friction  pole,  in  order  better  to  equalise  the  friction.  In  this  case  the  disc 
and  additional  cone  should  turn  freely  upon  their  own  shafts.  We  may  also  adopt 
another  arrangement  for  the  bottom  of  the  vertical  shaft.  The  shaft  immediately 
Vol.  II.  C 


18 


DIAL 


above  the  stop  is  surroundod  by  a  loose  rim,  around  which  a  certain  quantity  of  lead 
shot,  or  other  gi-anular  matter,  is  contained  in  the  rim  in  the  box  which  serves  for  the 
step.  The  top  of  this  box  is  pierced  with  an  opening,  into  which,  when  the  machine 
is  at  rest,  a  cord  connected  with  the  shaft  sinks,  controlled  by  the  shaft,  and  when  the 
drum  is  raised  by  the  action  of  the  regulator  d,  this  cord  quits  its  place,  which  allows 
the  shaft  to  displace  the  shot  a  little,  and  to  take  a  position  conformably  to  the  point 
of  the  centre  of  gravity, 

But  after  all,  groat  attention  should  be  paid  to  the  proper  working  of  the  machine. 
There  are  many  other  drying  machines  used,  some  of  which  are  described  in  the 
articles  devoted  to  special  manufactures. 

DETERMA.    A  wood  used  in  Guiana  for  masts,  booms,  and  planking.    It  is 
very  durable,  insects  will  not  attack  it,  and  it  will  square  from  14  to  16  feet. 
_  SETONATIOXflT.    For  the  mode  of  preparing  detonating-powder  for  the  percus- 
sion-caps of  fire-arms,  see  Fulminates. 

BETRZTVS.    {De,  from,  tero,  to  rub.)    Matter  worn  ofF  rocks,  and  re-deposited. 

DSVTOXIDE,  literally  means  the  second  oxide,  but  is  usually  employed  to  denote 
a  compound  containing  two  atoms  of  oxygen  to  one  or  more  of  a  metal.  Thus  we  say, 
deutoxide  of  copper  and  dcutoxide  of  mercury.  Berzelius  abbreviated  this  expression 
by  adopting  the  principles  of  the  French  nomenclature  of  1787  ;  according  to  which 
the  higher  state  of  oxidisement  is  characterised  by  the  termination  ic,  and  the  lower 
by  ous.    It  is  now  rarely  employed. 

DEVZXi.  The  name  of  a  spiked  mill,  used  in  Yorkshire,  for  tearing  woollen  rags 
into  fragments  for  the  manufacture  of  Shoddy. 

DEVIZiIiIxrE.   A  basic  sulphate  of  copper,  known  also  as  Lyellite. 
_  BEVITRXFICATIOir.     A  process  by  which  glass  loses  its  characteristic 
vitreous  properties,  and  becomes  opaque.    This  change  may  be  induced  by  very  slow 
cooling,  or  by  the  prolonged  heating  of  glass.    See  Eeatjmue's  Poecelmn. 

DEVONSHIRE  BATTS.  A  porous  fine-grained  sandstone,  from  the  quarries 
of  Black  Down  Cliffs,  near  Collumpton,  in  repute  as  a  grindstone. 

DEVONSHIRE  OXI.-STOirE.  This  stone  occurs  near  Huel  Friendship  Mine, 
about  three  miles  from  Tavistock,  in  the  Devonian  slates  of  that  district.  It  has  con- 
siderable local  repute  for  sharpening  all  kinds  of  thin-edged  broad  instruments ;  it 
has  not,  however,  become  an  article  of  commerce. — Knight,  Trans.  Society  of  Arts. 

DEWEYS^ITE.  A  hydrous  silicate  of  magnesia,  occurring  in  several  localities 
in  the  United  States,  and  named  after  Prof.  Chester  Dewey. 

DEW-RETTXirc.    See  Flax. 

_  DEXTRIN.  Starch  gum.  There  are  three  modes  of  obtaining  this  from  starch, 
viz.,  by  torrefaction,  by  the  action  of  dilute  acids,  and  by  the  action  of  diastase.  The 
impure  dextrin  obtained  by  roasting  is  termed  roasted  starch  or  leicommc.  British 
gum  is  prepared  by  carefully  roasting  wheat-starch,  at  a  temperature  of  300°  Fahr. 
Another  method  of  preparing  dextrin  consists  in  moistening  1,000  parts  of  potato- 
starch  with  300  parts  of  water,  to  which  2  parts  of  nitric  acid  have  been  added.  The 
mixture  is  allowed  to  dry  spontaneously,  and  is  afterwards  heated  for  two  or  three 
hours  in  a  stove,  at  212°  Fahr.  Dextrin  in  many  of  its  characters  resembles  ordinary 
gum,  but  it  is  distinguishable  from  it  by  its  right-handed  rotation  of  a  ray  of  plane 
polarised  light, — hence  its  name  dextrin, — and  by  its  yielding  oxalic  acid,  but  not 
mucic  acid,  when  heated  with  nitric  acid. 

DEXTROSE,  or  DEXTRO-CKVCOSE.  Names  applied  to  ordinary  glucose 
or  grape  sugar,  in  consequence  of  the  power  which  a  solution  of  such  sugar  possesses 
of  turning  the  plane  of  polarisation  of  a  ray  of  light  towards  the  right  hand.  This 
rotation  is  often  distinguished  by  the  symbol  + .    See  Geape-stjgah. 

DHIXj  MASTIC.  A  mixture  of  massicot  (protoxide  of  lead)  and  eight  or  ten 
times  as  much  brick-dust,  made  into  a  paste  with  linseed-oil.  It  is  used  for  repairing 
defects  in  stone  facings. 

DHOONA  PITCH.    A  name  for  Dammar  Pitch.    See  Dammar  Gum. 

DIABASE.  A  fine-grained  igneous  rock,  composed  of  a  crystalline-granular 
mixture  of  triclinic  felspar,  with  augite  and  chlorite.  The  felspar  is  generally  either 
oligoclase  or  labradorite,  and  the  augitic  constituent  is  frequently  hj'persthene.  The 
presence  of  chlorite  gives  a  green  colour  to  the  rock ;  hence  diabase  is  often  included 
under  the  general  name  of  greenstone. 

DIACTINIC  KENS.  A  name  proposed  to  bo  given  to  the  best  construction  of 
lens  for  the  photographic  camera  obscura.  It  should  bo  transparent  to  all  the  chemical 
rays,  or  rather,  it  should  be  a  lens  which  unites  the  chemical  and  luminous  focus  in 
one  point.    The  name  has  not  been  generally  adopted. 

DIAK.  The  compass  used  in  underground  surveying  is  called  a  miner's  dial,  and 
is  essentially  the  same  instrument  as  the  circumfcrentor  used  by  the  land-surveyor. 
Improved  forms  of  dial  have  been  brought  out  by  Wilton,  Pliilipps,  and  others.    It  i.-^ 
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hfivond  the  purpose  of  this  Dictionary  to  enter  into  detailed  descriptions  of  snryeying 
[nSmentsf  but  the  art  of  dialling  will  be  explained.  The  miner  may  be  referred  to 
Bud  ™  '  Practical  Miners'  Guide,'  and  to  Eickard's  '  Miners'  Manual  of  Arithmetic 
nnd  Survevine.'    See  Mine  Surveying.  .  ^^,111 

DIA1.1AGB.  Bronzite,  Hypersthcne,  and  Schiller-spar  are  often  confounded  under 
this  name  The  name  is  derived  from  ZiaKKa-y-^,  difibrence,  alluding  to  dissimilar 
cleavase  "it  is  thin,  foliated,  and  easily  cleavable ;  laminae  brittle ;  colour,  various 
shades  of  green,  grey,  and  brown,  sometimes  bronze  and  pearly  metallic.  Diallage  is 
now  included  by  most  mineralogists  under  the  head  of  pyroxene. 

Of  diallage-rock  fine  examples  will  be  found  near  the  Lizard  Point,  and_  beautiful 
crystals  of  diallage  are  to  be  discovered  in  the  Serpentine  rocks  near  Cadgwith,  in  the 

same  locality.  .  .  . 

SZAIiXiOGITX;.  Carbonate  of  manganese,  a  mineral  usually  occurring  m  rose- 
red  or  pinkish  rhombohedral  crystals.    See  Manganese. 

SIAIiYSIS.  The  late  Professor  Graham  applied  this  term  to  the  separation  ot 
certain  substances  by  liquid  diffusion.  For  example,  if  a  mixture  of  gum  and  sugar 
is  placed  in  a  dialyser,  which  is  a  piece  of  '  paper  parchment '  stretched  upon  a  hoop, 
and  this  floated  in  water,  three-fourths  of  the  sugar  will  pass  through  the  membrane  in 
twenty-four  hours,  without  a  trace  of  the  gum.  SeeWatts's  '  Dictionary  of  Chemistry. 

DZAMACWETISIVI.  As  this  term  is  now  generally  used  in  our  scientific  lan- 
guage, it  appears  necessary  to  give  a  definition  of  it,  although  it  is  not  our  purpose  t6 
enter  on  the  consideration  of  any  purely  physical  subject. 

The  term  was  introduced  by  the  late  Dr.  Faraday  to  express  those  bodies  which  did  not 
act  as  magnetic  bodies  do.  If  n  and  s  {fig.  601)  represent  the  poles  of  a  horse-shoe  mag- 
net, any  bar  of  a  magnetic  character,  as  iron,  cobalt,  or  nickel,  hung 
up  between  them  and  free  to  move,  will  by  virtue  of  the  attracting  °y  J- 

and  repelling  polar  forces,  place  itself  along  the  line  joining  the  \f 
two  poles  a  b,  which  is  called  the  magnetic  axis.    If,  instead  of  a      ^     =1  g 
bar  of  iron,  we  suspend  in  the  same  manner  a  rod  of  glass,  of  NO  '       j;     ^  o  S 
bismuth,  or  of  silver,  it  will  arrange  itself  equatorially,  or  across  ji 
the  line  a  b,  as  shown  by  the  dotted  lines,  c  d.    All  bodies  in  nature  i-'i 
appear  to  exist  in  one  of  those  two  conditions.    The  prefix  dia 
is  used  here  in  the  same  sense  as  in  dia-meter.   For  a  full  explanation  of  all  the  dia- 
magnetic  phenomena,  see  De  La  Eive's  '  Electricity,'  and  '  Eesearches  on  Diamagnetism 
and  Magne-crystallic  Action,'  by  Dr.  Tyndall.  (Longmans,  1870.) 

DIAMON'S.  {Biamant,  Fr. ;  Diamant,  JDemant,  Ger.)  Experiment  has  deter- 
mined that  this  beautiful  gem  is  a  peculiar  {allotropic)  condition  of  carbon.  By  burning 
the  diamond  in  oxygen-gas  we  produce  carbonic  acid  ;  and  by  enclosing  the  gem  in  a 
mass  of  iron,  and  subjecting  it  to  a  strong  heat,  the  metal  is  converted  into  steel,  when 
the  diamond  has  disappeared.  It  has  been  shown  that  we  can,  by  the  agency  of  the 
heat  of  the  voltaic  arc,  convert  the  diamond  into  excellent  coke,  and  into  graphite  ;  but 
although  portions  of  coke  are  found  to  be  sufficiently  hard  to  cut  glass,  we  have  not 
yet  succeeded  in  making  diamonds  from  coke.  Sir  Humphry  Davy  noticed  that  the 
charcoal  of  one  of  the  poles  of  Mr.  Children's  great  voltaic  battery  was  considerably 
hardened,  and  he  regarded  this  as  an  advance  towards  the  production  of  that  gem. 
Eecently  some  experiments  made  by  a  French  philosopher  have  advanced  the  dis- 
covery another  step:  one  of  the  poles  of  a  voltaic  battery  being  of  charcoal  and  the  other 
of  platinum,  it  was  found  that  the  fine  charcoal  escaping  from  the  carbon  pole  and 
depositing  itself  on  the  platinum  pole  was  sufficiently  hard  to  be  used  in  the  place  of 
diamond  dust  for  polishing  gems.  The  formation  of  the  diamond  in  nature  is  one  of 
the  problems  which  '  our  philosophy '  has  not  yet  enabled  us  to  solve.  Time  is  an 
element  which  enters  largely  into  Nature's  works ;  she  occupies  a  thousand,  or  even 
thousands  of  years  to  produce  a  result,  while  man  in  his  experiments  is  confined  to  a 
few  days,  or  a  few  years  at  most. 

Although  diamonds  have  been  occasionally  found  in  various  parts  of  the  globe,  there 
are  only  three  places  which  can  be  strictly  named  as  diamond  districts,  namely,  a 
portion  of  the  Indian  Peninsula,  Brazil,  and  South  Africa.  India  has  been  celebrated 
from  the  most  remote  antiquity  as  the  country  of  diamonds.  Its  principal  mines  are 
in  the  kingdoms  of  Golconda  and  Visapur,  extending  from  Cape  Comorin  to  Bengal, 
at  the  foot  of  a  chain  of  mountains  called  the  Orixa,  which  appear  to  belong  to  the 
trap-rock  formation.  In  all  the  Indian  diamond-soils  these  gems  are  so  dispersed 
that  they  are  rarely  found  directly,  even  in  searching  the  richest  spots,  because  they 
are  enveloped  in  an  earthy  crust,  which  must  be  removed  before  they  can  be  seen. 
The  stony  matter  is  therefore  broken  into  pieces,  and  is  then,  as  well  as  the  looser 
earth,  washed  in  basins  scooped  out  for  the  purpose.  The  gravel  thus  washed  is 
collected,  spread  out  on  a  smooth  piece  of  ground,  and  left  to  dry.  The  diamonds 
arc  now  recognised  by  their  sparkling  in  the  sun,  and  are  picked  out  from  the  stone. 

c  2 
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Diamouds  are  also  said  to  come  from  tho  interior  of  tlic  island  of  Borneo,  on  the 
banks  of  tho  rivor  Succadan,  and  from  the  peninsula  of  Malacca.  It  is  said  the  prin- 
cipal spots  whoro  diamonds  are  found  are  recognised  hy  certain  small  flints,  generally 
of  a  black  colour,  which  lie  upon  the  surface,  and  also  by  tho  yellow  colour  of  tho 
stony  soil.  Tho  ground  is  dug  in  the  presence  of  an  overseer :  all  stones  above  5  carats 
are  claimed  for  the  sovereign.  Diamonds  are  found  occasionally  in  the  rivers,  seldom, 

however,  of  any  size.  ,  .      „  „  , 

The  diamond-mines  of  Brazil  were  discovered  in  1728,  in  the  district  ot  berro-do- 
Frio    The  ground  in  which  they  are  embedded  has  tho  most  perfect  resemblance  to  that 
of  the  East  Indies  where  the  diamonds  occur.    It  is  a  solid  or  friable  conglomerate, 
consisting  chiefly  of  a  ferruginous  sand,  which  encloses  fragments  of  various  magnitude 
of  yellow  and  bluish  quartz,  (>f  schist,  jasper,  and  grains  of  gold,  disseminated  with 
specular  iron  ore :  all  mineral  matters  different  from  those  that  constitute  the  neighbour- 
ing mountains.  This  conglomerate,  or  species  of  pudding-stone,  almost  always  superficial, 
occurs  sometimes  at  a  considerable  height  on  the  mountainous  table-land.    1  he  most 
celebrated  diamond-mine  is  that  of  Mandanga,  on  the  Jigitonhonha,  in  the  district  ot 
Serro-do-Frio  to  the  north  of  Kio  Janeiro.    The  river  Jigitonhonha,  three  times  broader 
than  the  Seine  at  Paris,  and  from  3  to  9  feet  deep,  is  made  nearly  dry,  by  drawing  the 
water  off  with  sluices  at  a  certain  season ;  and  the  cascaUio,  or  diamond-gravel,  is 
removed  from  the  channel  by  various  mechanical  means,  to  be  washed  elsewhere  at 
leisure.    This  cascallio,  the  same  as  the  matrix  of  the  gold-mines,  is  collected  m  the 
dry  season,  to  be  searched  into  during  the  rainy  ;  for  which  purpose  it  is  formed  into 
little  mounds  of  15  or  16  tons  weight  each.    The  washing  is  earned  on  beneath  an 
oblong  shed,  by  means  of  a  stream  of  water  admitted  in  determinate  quantities 
into  boxes  containing  the  cascalho.    A  negro-washer  is  attached  to  each  box ;  in- 
spectors are  -placed  at  regular  distances  on  elevated  stools,  and  whenever  a  negro  has 
found  a  diamond,  he  rises  up  and  exhibits  it.    If  it  weighs  17^  carats,  he  receives 
his  liberty    Many  precautions  are  taken  to  prevent  the  negroes  from  secreting  the 
diamonds".    Each  squad  of  workmen  consists  of  200  negroes,  with  a  surgeon  and  an 

""^hTflaT  lands 'on  either  side  of  the  river  are  equally  rich  in  diamonds  over  their 
whole  surface,  so  that  it  becomes  very  easy  to  estimate  what  a  piece  of  ground  not  yet 

""^^  sShlf thediamonds  surrounded  by  a  greenish  crust  are  of  the  first  water 
or  are  the  most  limpid  when  cut.  The  diamonds  received  in  the  different  mines  of  t  e 
district  are  deposited  once  a  month  in  the  treasury  of  Tejuco;  and  the  amount  thus 
delivered  was  e^stimated  at  about  18  or  19  thousand  carats  per  annum.  It  appears 
that  few  of  the  BraziUan  diamond-fields  are  now  worked  (1874).  _ 

On  the  banks  of  the  torrent  called  Kio  Pardo  there  is  aiiother  mine  of  cbamonds 
The  ground  presents  a  great  many  friable  rocks  of  pudding-stone  distributed  n 
i^egSar  strata.  It  is  chiefly  in  the  bed  of  this  stream  that  ~ 
iDec^iarlv  rich  in  diamonds.  They  are  much  esteemed,  particularly  those  ot  a 
SeS-blue  colour.  The  ores  that  accompany  the  diamonds  at  Eio  Pardo  differ 
E^wtt  frL  tho7e  of  the  washing-grounds  of  Mandanga,  for  they  contain  no  pisi- 
rmton  oreTbut  a  great  many  pfbbles  of  slaty  jasper  This  Uble  land  seems  to 
be  verv  hieh  probably  not  less  than  5,500  feet  above  the  level  of  the  sea. 

ToSyf  f  pSpal  village  of  Minas-Novas,  is  34  leagues  to  the  north-east  of  Teju  o 
in  an  acute  angle  of  the  confluence  of  the  Jigitonhonha  and  the  Eio  Grande  In  the 
ill  of  the  streamlets  which  fall  westward  into  the  Jigitonhonha,  those  rolled  white 
bed  of  the  strea™  ^     .^^^  ^^^^^         Uue  topazes, 

topazes  are  ^^^^  wh  ch  are  ™  ^^^^  the  beautiful  cymophanes  or 

and  aquamarine-beryls.       ,^7^  A nd  it  is  from  the  cantons  of  Indaia  and 

chrysoberyls  so  ^"^^'^^  P^f^^^^^^f  gi;,!^^^^^  yet  t?ey  have  not  so  pure  a  water 
Abaj-te  tl^f.*^«,  S  Se  a  little'to  the  lemon-yellow, 

as  thoseofthe  distiict  of  j^^^^^^^         ^   the  Brazilian  diamonds  occur  in  a  quartzose 

been  found  associated  with  the  '^^^^^l^'J^.^  ^t/over^^^^^^  Have  been  made  in 

Within  the  last  few  years,  iinparalleled  disco%  erics  ot  mamon^^^^  Niekerk,  a 

South  Africa..  The  earliest  d^^^^^^^^^^^ 

Dutch  farmer  in  the  Colosberg  distoct  h^ing  ^^^^^^^^^  ^, 

boer  playing  with  some  pebbles  Pi^f  ^J,\P  "J         -^^^  ^geu  transmitted  to  Dr. 

stones  different  from  t^ie  rest  '^jj  3  re  was  'ietermrnef  to  be  a  diamond,  and  was 

Atherstone,  of  Grahani  s  Town,  the  stone  was  Exhibition  it  was  sold 

then  sent  to  the  Paris  Exhibition  of  If  ^7.    At  tne  c  o  occurrence  of 

for  500^.  to  Sir  Philip  Wo^^^-^^-' 4°  ^a^^  diamonds 

some  suspicion,  the  truth  gra- 


DIAMOND 


21 


II  i,„«oniA  fiRteblished  that  South  Africa  contained  diamond-fields  rivalling  those 
£l    Nu£r^  ™        attracted  to  the  chief  diamond-bearing 

WaS  ■  and  vast  numbers  of  stones,  including  many  of  unusual  size,  have  been 
S  to  li-ht.    It  is  estimated  that  the  total  shipments  of  diamonds  from  Port 
SSeth  Tab^^^  Bay,  and  Natal,  during  the  year  1870  represented  a  value  of 

^^The^South  African  diamonds  occur  chiefly  in  the  vaUeys  of  the  Vaal  and  Orange 
Eivers   S  principal  localities  being  Pniel,  Hebron,  Khpdrift,  Du  Toit's  Pan  Old 
De  Boer's  Farm,  and  the  New  Eush  or  Colesberg  Koppie.    The  workings  are  of  two 
Hnds  kuown  as  the  '  river-diggings '  and  the  '  dry-diggings.'    The  former  are  in  de- 
to"  ts  of  °rvel  and  drift,  rich  in  pebbles  of  jasper,  chalcedony,  carnelian  agate  lydian 
stone  garnets,  ilmenite,  &c. ;  the  diamonds  are  sparsely  disseminated  through  these 
gravelLanda^eseparatedby  simple  washing     But,  in  addition  to  these  drift-workings 
mining  has  been  very  successfully  prosecuted  m  dry  diggings  at  a  distance  from  the 
river    These  diggings  are  generally  opened  in  deposits  of  detrital  matter,  occupying 
c  rcuiar  areas,  suSounded  by  Karoo  (Trias)  shales.   Each  of  these  diamond-beanng 
areas  represents  a  'pipe,'  containing  intrusive  rocks  more  or  less  a,ltered  and  frequently 
broken  up  so  as  to  form  a  breccia.   The  diamonds  are  associated  with  garnets,  greeu 
bronzite,  vermiculite,  and  a  few  other  minerals ;  a  calcareous  deposit,  ov  tuia,  la 
also  commonly  present  in  the  upper  part  of  the  pipes ;  and  fragments  of  schist,  dolerite, 
and  steatitic  minerals  are  generally  found  in  company  with  the  diamonds.  _  ilie 
crystals  of  diamond  are  occasionally  embedded  in  the  tufa,  and  are  disseminated 
through  the  altered  rocks  which  form  the  chief  contents  of  the  pipes ;  but  it  may  be 
doubted  whether  in  either  case  the  gem  occurs  in  its  original  matrix. 

It  unfortunately  happens  that  by  far  the  greater  number  of  the  Cape  diamonds  are 
« off  coloured,'  that  is  to  say,  they  are  not  of  pure  water,  but  exhibit  more  or  less  colour 
a  pale  straw  tint  being  especially  characteristic.  The  crystals  are  commonly  weU 
formed,  and  often  of  large  size ;  indeed  the  great  number  of  unusually  large  diamonds 
is  one  of  the  most  notable  features  in  the  occurrence  of  the  South  Afncan  d.iamonds. 
Thus  the  '  Star  of  South  Africa '  weighed  83  carats,  and  yielded  a  fine  brilhant  of 
46^  carats.  But  the  largest  diamond  hitherto  discovered  at  the  Cape  is  a  stone  now 
known  as  the  '  Stewart,'  which  was  found  at  Waldeck's  plant  in  November  1872. 

The  Stewart  is  a  fine  octahedral  crystal  of  pale  straw  colour,  weighing  in  the  rough 
288f  carats.  It  is  believed  that  this  diamond  is  exceeded  in  weight  by  only  three  others 
in  the  world,  namely,  the  Nizam,  the  Great  Mogul,  and  the  diamond  of  the  Eajah  of 
Mattan.  It  seems  likely  that  a  brilliant  may  be  cub  from  the  Stewart,  which  will 
weigh  half  as  much  again  as  our  Koh-i-noor.' 

Diamonds  take  precedence  of  every  gem  for  the  purpose  of  dress  and  decoration  ; 
and  hence  the  price  attached  to  those  of  pure  water  increases  in  so  rapid  a  proportion, 
that,  beyond  a  certain  term,  there  is  no  rule  of  commercial  valuation.  One  of  the 
largest  diamonds  known  seems  to  be  that  of  the  Eajah  of  Mattan  in  Borneo.  It  is 
of  the  purest  water  and  weighs  367  carats,  or  at  the  rate  of  4  grains  to  a  carat, 
upwards  of  3  ounces  troy.  It  is  shaped  like  an  egg,  with  an  indented  hollow  near 
the  smaller  end;  it  was  discovered  at  Landak  about  100  years  ago;  and  though  the 
possession  of  it  has  cost  several  wars,  it  remained  in  the  Mattan  family  for  90  years. 
A  governor  of  Batavia,  after  ascertaining  the  qualities  of  the  gem,  wished  to  be  the 
purchaser,  and  offered  150,000  dollars  for  it,  besides  two  war  brigs  with  their  guns  and 
ammunition,  together  with  a  certain  number  of  great  guns,  and  a  quantity  of  powder 
and  shot.  But  this  diamond  possessed  such  celebrity  in  Borneo,  being  regarded  as  a 
talisman  involving  the  fortunes  of  the  Eajah  and  his  family,  that  he  refused  to  part 
with  it  at  any  price. 

The  Mogul  diamond  passed  into  the  possession  of  the  ruling  family  of  Kabul,  as 
has  been  invariably  affirmed  by  the  members  of  that  family,  and  by  the  jewellers  of 
Delhi  and  Kabul.  It  has  been  by  both  parties  identified  with  the  great  diamond  now 
known  under  the  name  of  the  Koh-i-noor,  or  Mountain  of  Light — which  was  displayed 
by  its  present  proprietor,  Her  Majesty  the  Queen,  at  the  Great  Exhibition  in  1851. 

The  diamond  denominated  the  Koh-i-noor  (or  Mountain,  koh,  of  Light,  noor),  called 
Kuh-i-nur  by  Mr.  E.  B.  Eastlake  (p.  23),  has  long  enjoyed  both  Indian  and  European 
celebrity,  and  has  accordingly  been  the  subject  of  traditional  fable,  as  well  as  of  histo- 
rical record. 

According  to  Hindu  legend,  it  was  found  in  the  mines  of  the  south  of  India,  in  the 
days  of  the  Great  War,  the  subject  of  the  heroic  poem,  the  Mah&bharata,  and  was 
■worn  by  one  of  the  warriors  who  was  slain  on  that  occasion,  Kama,  king  of  Anga : 

'  For  further  information  on  the  occurreT»co  of  diamonds  in  South  Africa,  see  a  lecture  by  Pro- 
lessor  Tennant, '  Journal  of  the  Society  of  Arts,'  November  25, 1870 ;  an  article  by  Professor  Buporb 
Jones,  in  tho  '  Geological  Magazine,*  February  1871 ;  and  a  paper  by  Mr.  B.  J.  Dunn,  in  the  Quart. 
Joum.  Geological  Soc,  Feb.  1874. 
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this  would  placo  it  about  4,000  years  ago,  or  2100  b.c,  A  long  interval  next  makes 
it  tho  property  of  Vikramaditya,  tlio  rajaliof  Mjayin,  56  b.c,  from  whom  it  descended 
to  his  successors,  tho  Eajahs  of  Malwa,  until  the  principality  was  subverted  by 
Mohammedan  conquerors,  into  whoso  hands  it  fell,  with  other  spoils  of  infinite  value. 

Whatever  may  be  thought  of  tho  legend  which  gives  so  high  an  antiquity  to  the 
Koh-i-noor,  wo  might  expect  somo  more  trustworthy  information  when  we  come  down 
BO  low  as  the  beginning  of  the  fourteenth  century;  Malwa  having  been  invaded  and 
overrun  by  the  armies  of  Ala-ad-din,  tho  sultan  of  Delhi,  in  1306,  who,  according 
to  the  autobiography  of  tho  sulbm  Baber,  acquired  the  jewel.  That  it  did  become 
the  property  of  tho  sultans  of  Delhi  is  little  doubtful,  but  when  or  how  is  matter  of 
some  uncertainty ;  although  the  grounds  of  tho  difficulty  havo  not  hitherto  been  in- 
vestigated. 

In  1665  M.  Jean  Baptiste  Tavernior,  an  enterprising  and  intelligent  traveller,  and 
an  eminent  jeweller,  although  Ecuyer,  Baron  d'Aubonne,  visited  India  especially  to 
purchase  diamonds.  His  profession  and  his  personal  character  seem  to  have  recom- 
mended him  to  the  favourable  attention  of  the  nobles  of  the  court  of  Delhi,  and  bigot 
as  he  was,  of  Aurungzebe  himself,  by  whose  commands  M.  Tavernier  was  permitted  to 
inspect,  handle,  and  weigh  the  jewels  of  the  imperial  cabinet.  Amongst  them  was 
one  which  far  surpassed  all  the  rest  in  size  and  value,  Tavernier  describes  it  as  rose- 
cut,  of  the  shape  of  an  egg  cut  in  two,  of  good  water,  and  weighing  319^  ratis, 
which,  he  says,  is  equal  to  280  of  our  carats. 

There  is  but  little  doubt  that  the  diamond  examined  by  Tavernier  in  the  Delhi 
cabinet  was  the  Koh-i-noor.  Baber,  the  Mogul  emperor,  obtained  a  diamond,  cor- 
responding exactly  with  this,  and  it  passed  eventually  into  the  possession  of  the 
ruling  family  of  Kabul.  Nadir  Shah,  on  his  occupation  of  Delhi  in  1739,  compelled 
Mohammed  Shah,  the  great-grandson  of  Aurungzebe,  to  give  up  to  him  everything  of 
value  that  the  imperial  treasury  possessed,  and  his  biographer  and  secretary  specifies 
a  peshMsh,  or  present,  by  Mohammed  Shah  to  his  conqueror  of  several  magnificent 
diamonds.  According  to  the  family  and  popular  tradition,  Mohammed  Shah  wore 
the  Koh-i-noor  in  front  of  his  turban  at  his  interview  with  his  conquerer,  who  insisted 
on  exchanging  turbans  in  proof  of  his  regard.  However  this  might  have  been,  we 
need  have  little  doubt  that  the  great  diamond  of  Aurungzebe  was  in  the  possession  of 
Mohammed  Shah  at  the  time  of  the  Persian  invasion  ;  and  if  it  was,  it  most  certainly 
changed  masters,  and  became,  as  is  universally  asserted,  the  property  of  Nadir  Shah, 
who  is  also  said  to  have  bestowed  upon  it  the  name  of  Koh-i-noor.  After  Ms  death,  the 
diamond  which  ho  had  wrested  from  the  unfortunate  representative  of  the  house  of 
Timur,  became  the  property  of  Ahmed  Shah,  the  founder  of  the  Abdali  dynasty  of 
Kabul,  having  been  given  to  him,  or  more  probably  taken  by  him,  from  Shahrikh, 
the  young  son  of  Nadir.  The  jewel  descended  to  the  successors  of  Ahmed  Shah,  and 
when  Mr.  Elphinstone  was  at  Peshawur,  was  worn  by  Shah  Shuja  on  his  arm. 
When  Shah  Shuja  was  driven  from  Kabul,  he  became  the  nominal  guest  and  actual 
prisoner  of  Eunjet  Sing,  who  spared  neither  importunity  nor  menace,  until,  m  1813, 
L  compelled  the  fugitive  monarch  to  resign  the  precious  gem,  presenting  him  on  the 
occasion,  it  is  said,  with  a  lakh  and  25,000  rupees,  or  about  12,000Z.  sterbng. 
According  to  Shah  Shuja's  own  account,  however,  he  assigned  to  him  the  revenues  ot 
three  villages,  not  one  rupee  of  which  he  ever  realised.  Eunjet  was  highly  elated  by 
the  acquisition  of  the  diamond,  and  wore  it  as  an  armlet  at  all  great  festivals.  When 
he  was  dving,  an  attempt  was  made  by  persons  about  him  to  persuade  him  to  make 
the  diamond  a  present  to  Jagannuth,  and  it  is  said  that  he  intimated  assent  by  an 
incUnation  of  his  head.  The  treasurer,  however,  in  whose  charge  it  was,  reftised  to 
eive  it  up  without  better  warrant,  and  Eunjet  dying  before  a  written  order  could  be 
Lned  by  him,  the  Koh-i-noor  was  preserved  for  a  while  for  his  successors  It  was 
occasionally  worn  by  Ehurreuk  Sing  and  Shu  Sing.  After  the  murder  of  the  latter, 
a?  reSediT  the  Lahore  treasury  until  the  supercession  of  Dhulip  Sing,  and  tlie 
annexation  of  the  Punjaub  by  the  British  Government,  when  the  civil  authorities 
took  Msion  of  fhe  Lahore  treasury,  under  the  stipulations  previously  made,  that 
SlEroperty  of  the  state  should  be  confiscated  to  the  East  India  Company,  in  part 
all  tne  property  01  luo  b  government  and  of  the  expenses  of  the 

payment  of         debt  due  by  m^^^^         b       ^  j^.j.^^^^  ^j^^^j^      presented  to 

Te'^lrof  Englird^^  sS  XeTtrange  history  of  certainly  one  of  the  most  ex- 
tooJdTaV  dtaS  in  the  world.    After  the  Company  became  possessed  of^th_e 

3m,  it  was  tal      "  ' 
istody  of  two  c 
As  exhibited 

■186i  carats.  .     .      .    r    nM    p  is  a  large  plane  at  tho  base  of 
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,   ,  v,^HBliofl  nnrl  being  inclined  to  the  plane  p  at  an  angle 

a  fracture  ;  this  had  not  been  polished  and  J^S^"       ,    ^-^J-^^  of  the  cleavage- 

llmo  28'  affords  a  f  ^^^f  7^^^^^^^  the  cleavage-plane  This 

planes  of  the  stone.  _  A  shows  a  t^^T^J^^^^J  f  ^J^,^  eutting  the  stone,  and  was  most 
Constituted  the  principal  danger^^^^  Se  L^tB  were  cut.    This  flaw  seemed  to 

skilfully  ground  ^^f^ly^^^  before  ^ny  "J  ^j^tle  notches  cut  in  the  stone  for  the 

p;o:eSoW^^^  K.  a  snaall  flaw,  which  almost 


602 


603 


604 


required  a  glass  to  see  it,  evidently  parallel  to  the  plane  p ;  D.  a  fracture  from  a  blow 
or  fall,  showing  at  its  base  a  cleavage-plane.— Tewwaw^. 

This  fine  diamond  did  not  possess  the  high  degree  of  bnlliancy  which  was  expected 
from  its  great  reputation ;  it  was  consequently  submitted  to  Messrs  Garrard  to  be 
re-cut.  In  the  operation  the  weight  was  reduced  more  than  one-third,  but  its  brilhancy 
was  greatly  improved.  The  present  state  of  the  Koh-i-noor  is  shown  in 603  and 
604.  In  this  state  it  weighs  102^  carats.  It  is  stated  by  Mr  E.  B.  Eastlake  who  has 
inspected  the  jewels  of  the  Shah  of  Persia,  and  described  them  m  his  ' Journal  of  a 
Diplomat,'  that  according  to  Persian  tradition  the  Darya-i-nur,  the  sister  jewel  to 
the  Kuh-i-nur  was  with  it  in  the  hilt  of  Afrasiab's  sword,  according  to  some,  3000 
years  u.  c.  Timur  carried  it  away  from  Persia,  it  having  been  brought  there  by 
Kustam,  and  Nadir  brought  it  back.  It  alone  is  valued  at  two  millions,  and  altogether 
the  jewels  cannot  be  worth  less  than  six  millions. 

After  this  gem,  the  next  in  size  are :— 1.  That  of  the  Emperor  of  Eussia,  bought  by 
the  late  empress  Catherine,  which  weighs  193  carats.  It  is  said  to  be  of  the  size  of  a 
pigeon's  egg,  and  to  have  been  bought  for  90,000^.,  besides  an  annuity  to  the  Greek 
merchant  of  4,000Z.  It  is  reported  that  the  above  diamond  formed  one  of  the  eyes  of 
the  famous  statue  of  Sherigan,  in  the  temple  of  Brama,  and  that  a  French  grenadier, 
who  had  deserted  into  the  Malabar  service,  found  the  means  of  robbing  the  pagoda  of 
this  precious  gem,  and  escaped  with  it  to  Madras,  where  he  disposed  of  it  to  a  ship 
captain  for  2,000?.,  who  resold  it  to  a  Jew  for  12,000Z.  Prom  him  it  was  transferred 
for  a  large  sum  to  the  Greek  merchant,  2.  That  of  the  Emperor  of  Austria,  which 
weighs  139  carats,  and  has  a  slightly  yellowish  hue.  It  has,  however,  been  valued  at 
1 00, 000?.  3.  That  of  the  French  State,  called  the  Eegent  or  Pitt  diamond,  remarkable 
for  its  form  and  its  perfect  limpidity.  Although  it  weighs  only  136  carats,  its  fine 
qualities  have  caused  it  to  be  valued  at  160,000?.,  though  it  cost  only  100,000?. 

A  large  diamond  furnished  by  Brazil,  now  in  possession  of  the  Crown  of  Portugal^ 
weighs,  according  to  the  highest  estimates,  120  carats._  It  was  found  in  the  streamlet 
of  Abaite,  in  a  clay-slate  district.  The  largest  Brazilian  diamond  yet  found  was  dis- 
covered in  1853  at  Bogagem,  in  the  province  of  Minas  Geraes.  It  presented  the  form 
of  a  distorted  rhombic  dodecahedron,  and  weighed  in  the  rough  254^  carats.  On 
ftutting,  it  yielded  a  splendid  brilliant  of  125  carats.  The  gem  was  exhibited  in  the 
International  Exhibition  of  1862,  and  is  known  as  '  The  Star  of  the  South.' 
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Diamonds  possessod  of  no  extraordinary  magnitude,  but  of  a  good  form  and  a 
pure  -water,  may  be  valued  by  a  certain  standard  rule.  In  a  brilliant,  or  rose  diamond 
ot  regular  proportions,  so  much  is  cut  away  that  the  weight  of  the  polished  gem  does 
not  exceed  one-half  the  weight  of  the  diamond  in  the  rough  state  ;  whence  the  value  of 
a  cut  diamond  is  esteemed  equal  to  that  of  a  simihir  rough  diamond  of  double  weight 
exclusive  of  the  cost  of  workmanship.  The  weight  and  value  of  diamonds  are  reckoned 
by  carats  of  4  grains  each  ;  and  the  comparative  value  of  two  diamonds  of  equal 
quality,  but  different  weights,  is  as  the  squares  of  these  weights  respectively.  The  aver- 
age price  of  rough  diamonds  that  are  worth  working,  is  about  21.  for  one  of  a  single 
carat;  but  as  a  polished  diamond  of  one  carat  must  have  taken  one  of  two  carats,  its 
price  in  the  rough  state  is  double  the  square  of  21.,  or  8^.  Therefore  to  estimate  the 
value  of  a  wrought  diamond,  ascertain  its  weight  in  carats,  double  that  weight,  and 
multiply  the  square  of  this  product  by  21.    Hence,  a  wrought  diamond  of 

1  carat  is  worth      £8  7  carats  is  worth  £392 

2  „  32  8  „  612 

3  ,.  72  9  „  612 

4  128  10  „  800 

5  „  200  20  „  3,200; 

6  „  288 

beyond  -which  weight  the  price  can  no  longer  rise  in  this  geometrical  progression,  from 
the  small  number  of  purchasers  of  such  expensive  toys.  A  very  trifling  spot  or  flaw 
of  any  kind  lowers  exceedingly  the  commercial  value  of  a  diamond. 

The  preceding  rule  was  given  by  Jefferies  many  years  ago,  and  though  no  doubt 
correct  enough  in  its  day,  is  of  little  or  no  value  now.  The  folio-wing  formula  has 
been  recently  given  by  Schrauf,  of  Vienna  {Edelsteinkunde,  1869) :  Let  a  be  the  weight 
of  a  given  stone  in  carats,  and  b  the  value  of  a  diamond  of  one  carat ;  then  the  value 

of  the  stone  of  a  carats  is  approximately  ?  (a  +  2)  h. 

After  all,  it  may  be  doubted  whether  any  really  useful  rule  can  be  given  to  connect 
weight  -with  value ;  certainly  there  is  none  applicable  to  large  stones.  The  market 
value  is  often  capricious  ;  at  one  time,  stones  of  a  particular  size  will  be  fashionable, 
and  -will  therefore  fetch  unusually  high  prices.  Moreover,  much  depends  on  the 
quality  or '  water '  of  the  gem ;  if  the  stone  be  '  off-colom'ed,'  or  if  it  contain  cloudy  im- 
perfections  known  in  the  trade  as  '  milk '  or  '  salt,'  its  value  is  very  greatly  diminished. 
On  the  other  hand,  brilliantly-coloured  diamonds  are  prized  as  '  fancy  stones,'  and  are 
eagerly  purchased  at  high  prices. 

Diamonds  are  used  not  only  as  decorative  gems,  but  for  more  useful  purposes,  as  for 
cutting  glass  by  the  glazier,  and  all  kinds  of  hard  stones  by  the  lapidary. 

On  the  structure  of  the  glaziers'  diamond  we  possess  some  very  interesting  obser- 
vations and  reflections  by  Dr.  WoUaston.  He  remarks,  that  the  hardest  substances 
brought  to  a  sharp  point  scratch  glass,  indeed,  but  do  not  cut  it,  and  that  diamonds 
alone  possess  that  property  ;  which  he  ascribes  to  the  pcciiliarity  of  its  crystallisation 
in  rounded  faces,  and  curvilinear  edges.  For  glass-cutting,  those  rough  diamonds  are 
always  selected  which  are  sharply  crystallised,  hence  called  diamond  sparks  ;  but  cut 
diamonds  are  never  used.  The  inclination  to  be  given  to  a  set  diamond  in  cutting 
glass  is  comprised  within  very  narrow  limits ;  and  it  ought,  moreover,  to  be  moved 
in  the  direction  of  one  of  its  angles.  The  curvilinear  edge  adjoining  the  curved  faces, 
entering  as  a  wedge  into  the  furrow  opened  up  by  itself,  thus  tends  to  separate  the 
parts  of  the  glass  ;  and  in  order  that  the  crack  which  causes  the  separation  of  the 
vitreous  particles  may  take  place,  the  diamond  must  be  held  almost  perpendicular  to 
the  surface  of  the  glass.  The  Doctor  proved  this  theory  by  an  experiment.  If,  by 
suitable  cutting  with  the  wheel,  we  make  the  edges  of  a  spinel,  ruby,  or  corundum- 
telesie  (sapphire),  curvilinear,  and  the  adjacent  faces  curved,  these  stones  will  cut  glass 
AS  well  as  a  glaziers'  diamond,  but  being  less  hard  than  it,  they  -will  not  preserve  this 
property  so  long.  He  found  that  upon  giving  the  surface  of  even  a  fragment  of  flint 
the  same  shape  as  that  of  the  cutting  diamond,  it  acquired  the  same  property ;  but, 
from  its  relative  softness,  was  of  little  duration.  The  depth  to  which  the  fissure 
caused  by  the  glaziers'  diamond  penetrates  does  not  seem  to  exceed  the  two-hundredth 
of  an  inch. 

The  following  remarks  by  Mr.  Tennant  cannot  fail  to  bo  of  interest,  and,  as  pointing 
out  the  errors  which  have  been  frequently  committed  through  ignorance,  are  of  great 
value : — 

'  By  attending  to  the  forms  of  tlie  crystal,  we  are  quite  sure  that  we  shall  not  find 
the  emerald,  sapphire,  zircon,  or  topaz  in  the  form  of  a  cube,  octahedron,  tetrahedron, 
or  rhombic  dodecahedron ;  nor  the  diamond,  spinel,  or  garnet  in  that  of  a  six-sided 
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>i,  nfliPr  ffcms    For  want  of  a  knowledge  of  the  crystalline  form 
prism,  and  so  on  witli  other  200Z.  for  a  sraaU  specimen  of  quartz. 

li  the  'li--^^/;.tnXtanc?^^^^^^^^^^^  -as  a  bright,  shini'ng  mineral,  exces- 

He  knew  nothing  of  the  substan^^  ^^^^^  ^^^^^^^  ^^^^^  p^.^. 

sively  hard,  not  to  be  scratched  fj  f  ^  to  the  diamond,  he  conceived  that  he  was 
sumiig  that  these  quahties  belonged  on^^^  '^e^^J^^^ 

ofifermg  a  fair  price  for       gem    out  ^  .      terminated  at  each  end  by  a 

that  the  diamond  was  J^^^^^^^^^^J  Jble  to  Lect  the  fact  thatwhat  he  was  offered 
six-sided  pyramid  he  ^^^U^^^'^^f  J^^^^^^  Lecture  on  Gems. 

^tJ^a^rmVat;!^  ^«  ^^^^^ 

ignorant  of  crystallography  :— 

e05  607  Brilliant  (upper  side).  608  Rose. 


<?  100 


Piomond. 
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fl,  table;  5, star-facets ;  c,  skill-facets ;  d, lozenges;  f,  girdle. 


The  following  technical  terms  are  applied  to  the  different  faces  of  diamonds  :— 
Besils:  the  v5)per  sides  and  corners  of  the  hrillianU  lying  between  the  edge  of  the 

table  and  the  girdle.  ,    ,  j>^t.   i.  -n-  -t 

Collet :  the  small  horizontal  plane  or  face,  at  the  bottom  of  t\i&  brilhaivt.  _ 
Crown :  the  upper  work  of  the  rose,  which  all  centres  m  the  point  at  the  top,  and  is 

bounded  by  the  horizontal  ribs.  ,.,.„..      .  t   t,  •77-  v 

Facets  •  small  triangular  faces  or  planes,  both  m  brilliants  and  roses.  In  bnlhanis 
there  are  two  sorts,  sJcew-  or  sM^-facets,  and  siar-facets.  Skill-facets  are  divided  into 
upper  and  under.  Upper  skill-facets  are  wrought  on  tlie  lower  part  of  the  bezil,  and 
terminate  in  the  girdle;  under  skill-facets  are  wrought  on  the  pavilions,  and  terminate 
in  the  girdle ;  star-facets  are  wrought  on  the  upper  part  of  the  bezil,  and  terminate  in 

^^^Girdk:  the  line  which  encompasses  the  stone  parallel  to  the  horizon  ;  or,  which 
determines  the  greatest  horizontal  expansion  of  the  stone. 

Lozenges :  are  common  to  brilliants  and  roses.  In  brilliants  they  are  formed  by  the 
meeting  of  the  sldll-  and  star-facets  on  the  bezil.  In  roses  by  the  meeting  of  the  facets 
in  the  horizontal  ribs  of  the  crown.  ,      •  ji 

Pavilions :  the  under  sides  and  corners  of  brilliants,  lying  between  the  girdle  and 

the  collet.  i   i,  ii  • 

Ribs:  the  lines  or  ridges,  which  distinguish  the  several  parts  of  the  work,  both  in 

brilliants  and  roses. 

Table :  the  large  horizontal  plane,  or  face,  at  the  top  of  the  brilliant. 

Fig.  607  represents  a  brilliant,  and  ^5'.  608  a  rose-cut  diamond. 

The  rose-diamond  is  flat  beneath,  like  all  weak  stones,  while  the  upper  face  rises 
into  a  dome  and  is  cut  into  facets.  Most  usually  six  facets  are  put  on  the_  central 
region  which  are  in  the  form  of  triangles,  and  unite  at  their _  summits;  their  bases 
abut  upon  another  range  of  triangles,  which  being  set  in  an  inverse  position  to  the 
preceding,  present  their  bases  to  them,  while  their  summits  terminate  at  the  sharp 
margin  of  the  stone.  The  latter  triangles  leave  spaces  between  them  which  are  like- 
wise cut  each  into  two  facets.  By  this  distribution  the  rose-diamond  is  cut  into  24 
facets ;  the  surface  of  the  diamond  being  divided  into  two  portions,  of  which  the  upper 
is  called  the  crown,  and  that  forming  the  contour,  beneath  the  former,  is  called  dentelle 
(lace)  by  the  French  artists. 

According  to  Mr.  Jefiferies,  in  his  '  Treatise  on  Diamonds,'  the  regular  rose-diamond 
is  formed  by  inscribing  a  regular  octagon  in  the  centre  of  the  tiible  side  of  the  stone, 
and  bordering  it  by  eight  right-angled  triangles,  the  bases  of  which  correspond  with 
the  sides  of  th©  octagon ;  beyond  these  is  a  chain  of  8  trapeziums,  and  another  of 
16  triangles.  The  collet  side  also  consists  of  a  minute  central  octagon,  from  every 
angle  of  which  proceeds  a  ray  to  the  edge  of  the  girdle,  forming  the  whole  surface 


2^  DIAMOND 

into  8  trapeziums,  each  of  which  is  again  subdivided  by  a  salient  angle  (whoso  upox 
toucnes  tJio  girdle)  into  one  irregular  pentagon  and  two  triangles. 

lo  lashion  a  rough  diamond  into  a  brilliant  the  first  step  is  to  modify  the  faces  of 
tlie  original  octahedron,  so  that  the  plane  formed  by  the  junction  of  the  two  pyramids 
shall  bo  an  exact  square,  and  the  axis  of  the  crystal  precisely  twice  the  length  of  one 
ot  the  sides  of  the  square.  The  octahedron  being  thus  rectified,  a  section  is  to  bo 
made  parallel  to  the  common  base  or  girdle,  so  as  to  cut  off  ^ths  of  the  whole  height 
from  the  upper  pyramid  and  y^gth  from  the  lower  one.  The  superior  and  larger  ])litne 
thus  produced  is  called  the  table,  and  the  inferior  and  smaller  one  is  called  the 
collet  ;  in  tliis  state  it  is  termed  a  complete  square  table  diamond.  To  convert  it  into 
a  brilliant,  two  triangular  facets  are  placed  on  each  side  of  the  table,  thus  changing 
It  from  a  square  to  an  octagon ;  a  lozonge-shapcd  facet  is  also  placed  at  each  of  the 
four  corners  of  the  table,  and  another  lozenge  extending  lengthwise  along  the  whole 
of  each  side  of  the  original  square  of  the  table,  which,  Avith  two  triangular  facets  set 
on  the  base  of  each  lozenge,  completes  the  whole  number  of  facets  on  the  table  side 
of  the  diamond :  viz.  8  lozenges  and  24  triangles.  On  the  collet  side  are  formed 
4  irregular  pentagons,  alternating  ^vith  as  many  irregular  lozenges  radiating  from 
the  collet  as  a  centre,  and  bordered  by  16  triangular  facets  adjoining  the  girdle.  The 
brilliant  being  thus  completed,  is  set  with  the  table  side  uppermost,  and  the  collet 
side  implanted  in  the  cavity  made  to  receive  the  diamond.  The  brilliant  is  always 
three  times  as  thick  as  the  rose  diamond.  In  France,  the  thickness  of  the  brilliant  is 
set  off  into  two  unequal  portions ;  one  third  is  reserved  for  the  upper  part  or  table  of 
the  diamond,  and  the  remaining  two-thirds  for  the  lower  part  or  collet  (culasse).  The 
table  has  eight  planes,  and  its  circumference  is  cut  into  facets,  of  which  some  are 
triangles  and  other  lozenges.  The  collet  is  also  cut  into  facets  called  pavilions.  It 
is  of  consequence  that  the  pavilions  lie  in  the  same  order  as  the  upper  facets,  and  that 
they  correspond  to  each  other,  so  that  the  symmetry  be  perfect,  for  otherwise  the  play 
of  the  light  would  be  false. 

Although  the  rose  diamond  often  projects  bright  beams  of  light  in  more  extensive 
proportion  than  the  brilliant,  yet  the  latter  shows  an  incomparably  greater  play,  from 
the  difference  of  its  cutting.  In  executing  this,  there  are  formed  32  faces  of  different 
figures,  and  inclined  at  different  angles  all  round  the  table,  on  the  upper  side  of  the 
stone.  On  the  collet  (culasse)  24  other  faces  are  made  round  a  smaU  table,  which 
converts  the  culasse  into  a  truncated  pyramid.  These  24  facets,  like  the  32  above, 
are  differently  inclined  and  present  different  figures.  It  is  essential  that  the  faces  of 
the  top  and  the  bottom  correspond  together  in  sufficiently  exact  proportions  to  multi- 
ply  the  reflections  and  refractions,  so  as  to  produce  the  colours  of  the  prismatic 
spectrum. 

Diamonds,  cutting  of.  Although  the  diamond  is  the  hardest  of  all  known  sub- 
stances, yet  it  may  be  split  by  a  steel  tool,  provided  a  blow  be  applied  ;  but  this  re- 
quires a  perfect  knowledge  of  the  structure,  because  it  will  only  yield  to  such  means 
in  certain  directions.  This  circumstance  prevents  the  worlcman  from  forming  facets 
or  planes  generally,  by  the  process  of  splitting  ;  he  is  therefore  obliged  to  resort  to 
the  process  of  abrasion,  which  is  technically  called  cutting.  The  process  of  cutting  is 
effected  by  fixing  the  diamond  to  be  cut  on  the  end  of  a  stick,  or  handle,  in  a  small 
ball  of  cement,  that  part  which  is  to  be  reduced  being  left  to  project.  Another 
diamond  is  also  fixed  in  a  similar  manner  ;  and  the  two  stones  being  rubbed  against 
each  other  with  considerable  force,  they  are  mutually  abraded,  flat  surfaces,  or  facets, 
being  thereby  produced.  Other  facets  are  formed  by  shifting  the  diamonds  into 
fresh  positions  in  the  cement,  and  when  a  sufficient  number  are  produced  they  are  fit 
for  polishing.  The  stones,  when  cut,  are  fixed  for  this  purpose  by  imbedding  them  in 
soft  solder,  contained  in  a  small  copper  cup,  the  part  or  facet  to  be  polished  being  left 
to  protrude. 

A  flat  circular  plate  of  cast  iron  is  then  charged  with  the  powder  produced  during 
the  abrasion  of  the  diamonds  ;  and  by  this  means  a  tool  is  formed  which  is  capable  of 
producing  the  exquisite  lustre  so  much  admired  on  a  finely-polished  gem.  Those 
diamonds  that  are  unfit  for  working  on  account  of  the  imperfection  of  their  lustre  or 
colour,  are  sold,  for  various  purposes,  under  the  technical  name  of  Bort.  Stones  of 
this  kind  are  frequently  broken  in  a  steel  mortar,  by  repeated  blows,  until  they  are 
reduced  to  a  fine  powder,  which  is  used  to  charge  metal  plates  of  various  kinds,  for 
the  use  of  jewellers,  lapidaries,  and  others.  Bort,  in  this  state  of  preparation,  is 
incapable  of  polishing  any  gems ;  but  it  is  used  to  produce  flat  surfaces  on  rubies  and 
other  precious  stones. 

Fine  drills  are  made  of  small  splinters  of  bort,  which  are  used  for  drilling  small 
holes  in  rubies,  and  other  hard  stones,  for  the  use  of  watch-jewellers,  gold  and  silver 
wire-drawers,  and  others  who  require  very  fine  holes  drilled  in  such  substances. 
These  drills  are  also  used  to  pierce  holes  in  china,  where  rivets  are  to  be  inserted  5 
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.ISO  for  piercing  holes  in  artificial  enamel  teeth,  or  any  vatreous  Bubstances.  however 
hard.  .      ,      .        f,„.„;ohod  to  Mr.  Tonnant,  by  Messrs.  Garrard,  of  the 

'^■.g'^^^ttins  diamond,  from  the.  -f^J  I'^rigS"'  Z 

eutt..,  think  themselves  f''X:tj::TmSyZ,^^c^n"LmtthL.gh^n 
Koh-i-noot,  on  ,15  arrml  m  England,  r^'^ '^^^^  l^tre  is  obtained.  By 
made  to  produce  Uieregularfotm  Ota  M^^^^^^  ^^^^  ^j^^^j 

reference  to  tlio  figures,  which  TlM-o  portion  of  th;  stone  in  order  to 

sn^^ce  .as  increased  rather 

person  to  place  it  on  the  nnll  ^tone  at  that  part,  and  so  to  level 

£ther  on  one  side  and  take  the  incision  or  flaw  at  e,  and  a  fractinre  on  the  other  side  of 
Sfrne,  not  sho^n  in  the  engraving,  as  the  ^^oundaries  or  .des^f  the  g-d  e  The 
next  important  step  was  the  attempt  to  remove  an  incision  or  flaw  at  c,  describeu  Dy 
ProfesTSnnant  and  the  Rev.  W.  Mitchell  as  having  been  made  for  the  purpose  of 
SldSg  the  stone  more  firmlyin  its  setting,  but  pronounced  by  the  enters  (after  having 
cut  into  and  examined  it)  to  be  a  natural  flaw  of  a  yellow  tinge,  a  defect  often  met  wi  h  in 
tlfstones.  The  next  step  was  cutting  a  facet  on  the  top  of  the  stone  ^-J^iately  a  W 
the  last-mentioned  flaw.  Here  the  difference  in  the  hardness  of  the  stone  first  manifested 
S  frwhile  cutting  this  facet,  the  lapidary  noticing  that  the  work  did  not  Proc-d  so 
fast  as  hitherto,  allowed  the  diamond  to  remain  on  the  mill  rather  longer  than  usual^ 
without  taking  it  off  to  cool ;  the  consequence  was,  that  the  diamond  became  sohot  from 
thecontinualfrictionandgreaterweightapplied,thatitmeltedthepewterinwluchitwa^ 

imbedded.    Again,  while  cutting  the  same  facet,  the  mill  became  so  hot  from  the  ex- 
treme hardnest  of  the  stone,  that  particles  of  iron  mixed  with  diamond  powder  and  oil 
ignited.    The  probable  cause  of  the  diamond  proving  so  hard  at  this  part  is,  that  the 
kpidary  was  obliged  to  cut  directly  upon  the  angle  at  which  two  cleavage  planes  meet, 
cutting  across  the  grain  of  the  stone.    Another  step  that  was  thus  considered  to  be 
important  by  the  cutters  was  removing  a  flaw  at  G.    This  flaw  was  not  thought  by 
Professor  Tennant  and  Mr.  MitcheU  to  be  dangerous,  because  if  it  were  allowed  to  run 
according  to  the  cleavage,  it  would  only  take  off  a  small  piece,  which  it  was  necessary 
to  remove  in  order  to  acquire  the  present  shape.    The  cutters,  however,  had  an  idea 
that  it  might  not  take  the  desired  direction,  and,  therefore,  began  to  cut  into  it  Irom 
both  sides,  and  afterwards  directly  upon  it,  and  thus  they  succeeded  in  getting  nd  ot 
it.   While  cutting,  the  stone  appeared  to  become  harder  and  harder  the  further  it  was 
cut  into,  especially  just  above  the  flaw  at  a,  which  part  became  so  hard,  that,  after 
working  the  mill  at  the  medium  rate  of  2.400  times  per  minute,  for  six  hours,  little 
impression  had  been  made ;  the  speed  was  therefore  increased  to  more  than  3,000,  at 
which  rate  the  work  gradually  proceeded.    When  the  back  (or  former  top)  of  the 
Btone  was  cut,  it  proved  to  bo  much  softer,  so  that  a  facet  was  made  in  three  hours, 
which  would  have  occupied  more  than  a  day,  if  the  hardness  had  been  equal  to  that 
on  the  other  side ;  nevertheless,  the  stone  afterwards  became  gradually  harder,  especi- 
ally underneath  the  flaw  at  a,  which  part  was  nearly  as  hard  as  that  directly  above 
it.   The  flaw  at  n  did  not  interfere  at  all  with  the  cutting.    An  attempt  was  made  to 
cut  out  the  flaw  at  A,  but  it  was  found  not  desirable  on  account  of  its  length.  The 
diamond  was  finished  on  September  7th,  having  taken  thirty-eight  days  to  cut,  working 
twelve  hours  per  day  without  cessation.'    The  weight  of  the  Koh-i-noor  since  cutting 
is  102-^  carats. 

DxAlVXOnB  BOREH.  See  BoBlKG. 
BIAMON'B  BORON.    See  BoROK. 

BZAlMCOlfB  BUST.   Tlie  use  of  diamond  dust  within  a  few  years  has  increased 
very  materially,  on  account  of  the  increased  demand  for  all  articles  that  are  wrought 
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liy  it,  such  as  cameos,  intaglios,  &c.  There  has  been  a  discovery  made  of  the  peculiar 
power  of  diamond  dust  upon  steel ;  it  gives  the  finest  edge  to  all  kinds  of  cutlery,  and 
threatened  at  one  time  to  displace  the  hone  of  Hungary,  Finely-powdered  corundum, 
however,  now  occupies  its  place.  It  is  well  known  that  in  cutting  a  diamond,  tlio 
dust  is  placed  on  the  teeth  of  the  saw,  to  which  it  adheres.  To  this  dust  is  to  he 
attributed  solely  the  power  of  man  to  make  brilliant  from  rough  diamonds. 

Diamond  dust  can  bo  made  liy  voltaic  electricity  but  not  economicJiUy. 

BXA.IVXON'S  MICROSCOPES  were  first  suggested  by  Dr.  Goring,  and  have  been 
well  executed  by  Mr.  Pritchard.  Among  the  different  crystalline  forms  of  the 
diamond,  probably  the  octahedron  and  the  cube  are  the  only  ones  that  will  give  a 
single  vision.  It  will,  in  many  cases,  be  advisable  to  grind  diamond  lenses  plano-con- 
vex, both  because  this  figure  gives  a  low  spherical  aberration,  and  because  it  saves 
the  trouble  of  grinding  one  side  of  the  gem.  A  concave  tool  of  cast  iron,  paved  with 
diamond  powder,  hammered  into  it  by  a  hardened  steel  punch,  was  employed  by  Mr. 
Pritchard.  This  ingenious  artist  succeeded  in  completing  a  double  convex  of  equal 
radii,  of  about  ^^th  of  an  inch  focus,  bearing  an  aperture  of  ^^th  of  an  inch  with  dis- 
tinctness upon  opaque  objects,  and  its  entire  diameter  upon  transparent  ones. 

"DIAT/IONH  SVAJt.  a  name  given  to  corundum,  as  it  is  next  to  the  diamond 
the  hardest  known  mineral.    See  Cohundum. 

DZAMOXTB  TOOZiS.  1.  The  Glaziers'  diar.iond  is  the  natural  diamond,  so  set 
that  one  of  its  edges  is  brought  to  bear  on  the  glass. 

The  extreme  point  of  any  diamond  will  scratch  glass,  making  a  white  streak  ;  but 
when  the  rounded  edge  of  a  diamond  is  slid  over  a  sheet  of  glass  with  but  slight 
pressure,  it  produces  a  cut,  which  is  scarcely  visible,  but  which  readily  extends  through 
the  mass. 

Dr.  Wollaston  succeeded  in  giving  to  the  ruby,  topaz,  and  rock  crystal  forms  similar 
to  those  of  the  diamond,  and  with  those  he  succeeded  in  cutting  glass  ;  proving  that 
this  useful  property  of  the  diamond  depended  on  its  form.  Although  the  primitive 
form  of  the  diamond  is  that  of  a  regular  octahedron,  the  Duke  de  Bournon  published 
upwards  of  one  hundred  forms  of  crystallisation  of  the  diamond.  The  irregular  octa- 
hedrons with  round  facets  are  those  proper  for  glaziers'  diamonds. 

Notwithstanding  the  hardness  of  the  diamond,  yet,  in  large  glass  works,  as  many  as, 
one  and  two  dozens  are  worn  out  every  week  :  from  being  convex,  they  become  rapidly 
concave,  and  the  cutting  power  is  lost. 

2.  Diamond  drills  are  made  of  various  shapes  ;  these  are  either  found  amongst  im- 
perfect diamonds,  or,  selected  from  fragments  split  olF  from  good  stones  in  their 
manufacture  for  jewelling. 

For  description  of  the  diamond-mounted  borers,  used  for  rock-drilling,  see  Boeing. 

DIAPER  is  the  name  of  a  kind  of  cloth,  used  chiefly  for  table-linen.  It  is  known 
among  the  French  by  the  name  of  Toile  fourre,  and  is  ornamented  with  the  most  exten- 
sive figures  of  any  kind  of  tweeled  cloth,  excepting  damask.  The  mounting  of  a  loom 
for  working  diaper  is,  in  principle,  much  the  same  as  a  draw-loom,  but  the  figures  being 
less  extensive,  the  mounting  is  more  simple,  and  is  wrought  entirely  by  the  weaver, 
without  the  aid  of  any  other  person.  As  tweeled  cloths,  of  any  number  of  leaves,  are 
only  interwoven  at  those  intervals  when  one  of  the  leaves  is  raised,  the  woof  above  and 
the  warp  below  are  kept  floating  or  flushed,  until  the  intersection  takes  place.  Of  con- 
sequence the  floating  yarn  above  appears  across  the  fabric,  and  that  below  longitudi- 
nally. This  property  of  tweeled  cloths  is  applied  to  form  the  ornamental  figures  of 
all  kinds  of  tweeled  goods,  merely  by  reversing  the  floating  yarn  when  necessarj-.  In 
the  simpler  patterns  this  is  effected  by  a  few  additional  leaves  of  treddles  ;  but  when 
the  range  of  pattern  becomes  too  great  to  render  this  convenient,  an  apparatus  called  a 
black  harness  is  employed,  and  the  cloth  woven  with  this  mounting  is  called  diaper. 
Diapers  are  generally  five-leaf  tweels,  that  is  to  say,  every  warp  floats  under  foiur 
threads  of  woof,  and  is  raised,  and  of  course  interwoven  with  the  fifth.  This  is  done 
either  successively,  forming  diagonals  at  45°  upon  the  cloth,  or  by  intervals  of  two 
threads  which  is  called  the  broken  tweel.  The  latter  is  generally,  if  not  universally, 
adopted  in  the  manufacture  of  diaper.  The  reason  of  preferring  the  broken  to  the 
regular  tweel,  where  ornaments  are  to  be  formed,  is  very  obvious.  The  whole  depend- 
ing upon  reversed  flushing,  to  give  the  appearance  of  oblique  or  diagonal  lines  through 
either,  would  destroy  much  of  the  effect,  and  materially  injm-e  the  beaUty  of  the  fabric. 
The  broken  tweel,  on  the  contrary,  restores  to  the  tweeled  cloth  a  great  similarity  of 
appearance  to  plain  or  alternately  interwoven  fabrics,  and  at  the  same  time  preserves 
the  facility  of  producing  ornaments  by  reversing  the  flushing. 

SZAPKAIirOUS.    Transparent  to  light. 

DIASPORE.  A  native  hydrate  of  aliunina,  frequently  found  with  emery  and 
corundum.  It  occurs  in  Asia  Minor;  in  the  Grecian  Archipelago;  at  Schemmtz,  in 
Hungary  ;  and  in  Chester  Co.,  Pennsylvania. 


DIES  FOR  STAMPING-  29 

A    1      o„rl  tilci-filpss  uitrofenoiis  substance,  obtained  by  moisten- 
1>IASTASB.    V"*^     °  .^^^^^^^^  Albumen  is  precipitated 

ing  pounded  malt,  and  ^-l^^^^g^^^i^^T,^,'^^^^^^^^^  diastase  is  precipitated  by  an 

fi-^m  the  turbid  fluid  by  alcohol,  and  filtered.    J-j^en  l  re-precipitation. 

Additional  quantity     ^^^f  °ivTcHr  fke  a  LL^^^^^^^^  an^d  converting  it  into 

Diastase       the  p-p^^^^^^^^^  soluble  form. .  One  part  of  diastase 

dextnne  ^^^s  of  sta^^^^^       dextrine,  and  1,000  parts  into  sugar. 

,vill  convert  2^00  p,irtso:s™^^^  ^ 

DIATHERMAIffOTJS.  ,  .  .     Haidino-er  for  examining  the 

BICHROISCOPE.  An  instrument  ^nv^nt^  SoXhedron  of  Iceland  Vr, 
dichroism,  or  pleocbroism  of  c^jsta  J  -"^f  of  a  rho^  ^^^^^^^^  ^  ^^^^^ 
having  a  glass  prism  of  18  cementea  to  ea^n  e  ftimished  with  a  screen 

one  eSd  of  which  carries  a  convex  j!^^' ^^^^^^  ,h^^^^^^^^  of  the  aperture 

hanng  a  square  aperture.    0/^1°^^°^^^^^°^^^^^^^^  the  aperture  the  two 

are  se!n,  and  if  a  ^-Bsparent  ^c^^^^^^^^  with^dvantage  for 

images  appear  of  '^f'^'''^Jf':J\^fy^^^^^        a  stone  be  found  to  give  two 
the  discrimination  of  certain  gems. 

rSHHS^^Ser^^ 

'^-i^i^-I^^:^'^^^  SSrS^s  called 

^^TlBV^K'  tnrT^^fr:Zet.ls.   It  is  found  in  connection  with  Lan- 

^'Srns  otaSof  didymium  give  a  characteristic  ^^^^^^^^^^ISS. 
two  black  lines  enclosing  a  very  bright  space.  Mr.  Grevi He  bams  lias  detectea 
cTMymium  in  churchite  by  means  of  spectrum  analysis,  and  has  called  attention  to  the 
■n-pftsence  of  this  metal  in  some  varieties  of  apatite.  t,t    i    i   ci  i„ 

^  DIE-BABTH.  A  local  term-used  in  Coalbrookdale  for  the  Wenlock  Shale- 
because  it  lies  below  aU  the  mining  ground.  i    r>        rrVn-fir=f  o^rfum- 

DIES  r OR  STAMPING.    ( Coins,  Fr. ;  Mumsiavipeln,  Ger.)  _  The  first  circum- 
stance that  claims  particular  attention  in  the  manufacture  of  dies  is  the  selection  of 
the  best  kind  of  steel  for  the  purpose,  and  this  must  in  some  measure  be  left  to  the 
experience  of  the  die-forger,  who,  if  well  skilled  in  his  art,  will  be  able  to  form  a  tole- 
JSXrec  judgment  of  the  fitness  of  the  met^l  for  the  piirpose  by  the  manner  m 
which  it  works  uion  the  anvil.    It  shoidd  be  rather  fine-grained  than  otherwise  and 
above  all  things  perfectly  even  and  uniform  in  its  texture,  and  free  from  spots  and 
patches  finer  or  coarser  than  the  general  mass.    But  the  very  fine  and  uniform  steel 
with  a  silky  fracture,  which  is  so  much  esteemed  for  some  of  the  purposes  of  cutleiy, 
is  unfit  for  our  present  purpose,  from  the  extreme  facihty  with  which  it  acquires  great 
hardness  by  pressure,  and  its  liability  to  cracks  and  fiaws.    The  very  cross-grained  or 
highly  crystalline  steel,  is  also  equally  objectionable ;  it  acquires  fissures  under  the 
die-press,  and  seldom  admits  of  being  equaUy  and  properly  hardened.    The  object 
therefore,  is  to  select  a  steel  of  a  medium  quality  as  to  fineness  of  textiire,  not  easily 
acted  upon  by  dilute  sulphuric  acid,  and  exhibiting  an  uniform  texture  when  its  suriace 
is  washed  over  with  a  little  aquafortis,  by  which  its  freedom  from  pms  of  iron,  and 
other  irregularities  of  composition,  is  sufficiently  indicated.  i.-  i  i,      •  . 

The  best  kind  of  steel  being  thus  selected,  and  properly  forged  at  a  high  heat  into 
the  rough  die,  it  is  softened  by  very  careful  annealing,  and  in  that  state,  having  been 
smoothed  externally,  and  brought  to  a  table  in  the  turning  lathe,  it  is  delivered  to  the 

he  process  of  annealing  the  die  consists  in  heating  it  to  a  bright  cherry  red, 
and  suffering  it  to  cool  gradually,  which  is  best  effected  by  bedding  it  in  a  crucible 
or  iron  pot  of  coarsely-powdered  charcoal.  In  this  operation  it  is  sometimes  sup- 
posed that  the  die,  or  at  least  its  superficial  part,  becomes  super-carbonised  or 
highly-converted  steel,  as  it  is  sometimes  called ;  but  experience  does  not  justify 
such  an  opinion,  and  probably  the  composition  of  the  die  is  scarcely,  certainly  not 
materially,  affected  by  the  process,  for  it  does  not  remain  long  enough  in  the  fire  for 
the  purpose.  ,    .       .  , 

The  engraver  usually  commences  Ws  labours  by  working  out  the  device  with  small 
steel  tools  in  intaglio  ;  he  rarely  begins  in  relief  (though  tliis  is  sometimes  done) ;  and 
having  ultimately  completed  his  design,  and  satisfied  himself  of  its  general  effect  and 
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corroctness,  by  impressions  in  clay,  and  dabs,  or  casts  in  type-metal,  the  die  is  ready 
lor  tiie  important  operation  of  hardening,  which,  from  various  causes,  a  few  of  which 
will  bo  enumerated,  is  a  process  of  much  risk  and  difficulty;  for  should  any  accident 
now  occur,  the  labour  of  many  months  may  be  seriously  injured,  or  even  rendered 
quite  useless. 

The  process  of  hardening  soft  steel  is  in  itself  very  simple,  though  not  very  easily 
explained  upon  mechanical  or  chemical  principles.  Wo  know  by  experience  that  it 
IS  a  property  of  this  highly  valuable  substance  to  become  excessively  hard,  if  heated 
and  suddenly  cooled ;  if,  therefore,  we  heat  a  bar  of  soft  malleable  and  ductile  steel  red 
hot,  and  then  suddenly  quench  it  in  a  largo  quantity  of  cold  water,  it  not  only  becomes 
hard,  but  fragile  and  brittle.  But  as  a  die  is  a  mass  of  steel  of  considerable  dimen- 
sions, this  hardening  is  an  operation  attended  by  many  and  peculiar  difficulties,  more 
especially  as  we  have  at  the  same  time  to  attend  to  the  careful  preservation  of  the 
engraving.  This  is  effiscted  by  covering  the  engraved  face  of  the  die  with  a  protecting 
face,  composed  of  fixed  oil  of  any  kind,  thickened  with  animal  charcoal :  some  per- 
sons add  pipe-clay,  others  use  a  pulp  of  garlic,  but  pure  lamp-black  and  linseed-oil 
answer  the  purpose  perfectly.  This  is  thinly  spread  upon  the  work  of  the  die,  which, 
if  requisite,  may  be  further  defended  by  an  iron  ring  ;  the  die  is  then  placed  with  its 
face  downwards  in  a  crucible,  and  completely  surrounded  by  animal  charcoal.  It  is 
heated  to  a  suitable  temperature,  that  is,  about  cherry  red,  and  in  that  state  is  taken 
out  with  proper  tongs,  and  plunged  into  a  body  of  cold  water,  of  such  magnitude  as  not 
to  become  materially  increased  in  temperature  ;  here  it  is  rapidly  moved  about,  until 
all  noise  ceases,  and  then  left  in  the  water  till  quite  cool.  In  this  process  it  should 
produce  a  bubbling  and  hissing  noise ;  if  it  pipes  and  sings,  we  may  generally  appre- 
hend a  crack  or  fissure. 

No  process  has  been  found  to  answer  better  than  the  above  simple  and  common  mode 
of  hardening  dies,  though  others  have  had  repeated  and  fair  trials.  It  has  been  pro- 
posed to  keep  up  currents  and  eddies  of  cold  water  in  the  hardening  cistern,  by  means 
of  delivery-pipes  coming  from  a  height ;  and  to  subject  the  hot  die,  with  its  face 
uppermost,  to  a  sudden  and  copious  current  of  water,  let  fall  upon  it  from  a  large  pipe, 
supplied  from  a  high  reservoir ;  but  these  means  have  not  in  any  way  proved  more 
successful,  either  in  saving  the  die,  or  in  giving  it  any  good  qualities.  It  will  be  recol- 
lected, from  the  form  of  the  die,  that  it  is  necessarily  only,  as  it  were,  case-hardened, 
the  hardest  strata  being  outside,  and  the  softer  ones  within,  which  envelope  a  core, 
something  in  the  manner  of  the  successive  coats  of  an  onion  ;  an  arrangement  which 
we  sometimes  have  an  opportunity  of  seeing  displayed  in  dies  which  have  been  smashed 
by  a  violent  blow. 

The  hardening  having  been  effected,  and  the  die  being  for  the  time  safe,  some  fur- 
ther steps  may  be  taken  for  its  protection ;  one  of  these  consists  in  a  very  mild  kind  of 
tempering,  produced  by  putting  it  into  water,  gradually  raised  to  the  boiling  point, 
till  heated  throughout,  and  then  suffering  it  gradually  to  cool.  This  operation  renders 
the  die  less  apt  to  crack  in  very  cold  weather.  A  great  safeguard  is  also  obtained  by 
thrusting  the  cold  die  into  a  red-hot  iron  ring,  which  just  fits  it  in  that  state,  and  which, 
by  contracting  as  it  cools,  keeps  its  parts  together  under  considerable  pressure,  pre- 
venting the  spreading  of  external  cracks  and  fissures,  and  often  enabling  us  to  employ 
a  split  or  die  for  obtaining  punches,  which  would  break  to  pieces  without  the  protecting 
ring. 

If  the  die  has  been  successfully  hardened,  and  the  protecting  paste  has  done  its  duty 
by  preserving  the  face  from  all  injury  and  oxidisement,  or  burning,  as  it  is  usually 
called,  it  is  now  to  be  cleaned  and  polished,  and  in  this  state  constitutes  what  is 
technically  called  a  matrix ;  it  may  of  course  be  used  as  a  multiplier  of  medals,  coins, 
or  impressions,  but  it  is  not  generally  thus  employed,  for  fear  of  accidents  happening 
to  it  in  the  coining  press,  and  because  the  artist  has  seldom  perfected  his  work  upon 
it  in  this  state.  It  is  therefore  resorted  to  for  the  purpose  of  furnishing  a  imnch, 
or  steel  impression  for  relief.  For  this  purpose  a  proper  block  of  steel  is  selected,  of 
the  same  quality,  and  with  the  same  precautions  as  before,  and  being  carefully  annealed, 
or  softened,  is  turned  like  the  matrix,  perfectly  true  and  flat  at  the  bottom,  and  ob- 
tusely conicnl  at  top.  In  this  state,  its  conical  surface  is  carefully  compressed  by 
powerful  and  proper  machinery  upon  the  matrix,  which,  being  very  hard,  soon  allows 
it  to  receive  the  commencement  of  an  impression  ;  but  in  thus  receiving  the  impres- 
sion, it  becomes  itself  so  hard  by  condensation  of  texture  as  to  require  during  the 
operation  to  be  repeatedly  annealed,  or  softened,  otherwise  it  would  split  into  small 
superficial  fissures,  or  would  injure  the  matrix ;  much  practical  skill  is  therefore  re- 
quired in  taking  the  impression,  and  the  punch,  at  each  annealing,  must  be  carefully 
protected,  so  that  the  work  may  not  be  injured. 

Thus,  after  repeated  blows  in  the  die-press,  and  frequent  annealing,  the  impression 
from  the  matrix  is  nt  length  perfected,  or  brouglit  completely  up,  and  having  been 
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,     .T.       ^o^^-,.  ^c!  turned  Imrdened,  .and  collared,  like  the  matrix,  of 
?S  iti  SwtcSrLp-rnt  iolief,  and,  as  we  have  before  said,  is  caU«l  a 

P"°<=^^-       ,  1         „o„^r,«T-TnniiRHMGmrcnt  of  dies,  without  further  reference  to  the 
This  punch  becomes  an  "^^^^J^ti^^^^  "J  1   '3     30ft  steel,  and  hj  pursuing 

original  matrix ;  for  now  by  impressin  upon  it  ^  ^  obtained, 
^th  them  an  exact  y  similar  X'tv\mouS  are  fac-similos  of  the 

tnV;yS  pret  tley  '^  during  the  process  of  bnnging 

them  up  In  TbekutS  medal.^^whic^Mr.  Wyon_  executed  for  the  Koyal  ^v^^^ 
PoTeAe  obverse  represents  the  head  of  the  King,  in  Tery_  bold  relief;  it  required 
?h?rty  blJws  of  a  very  powerful  press  to  complete  the  impression,  and  it  ^^^^^^^l^fj 
tfnCa?ILh  Idaf  after  every  third  blow,  so  that  they  went  t^VZ' mSal  w^^^^^ 
L  thTnurnose  In  striking  a  coin  or  medal,  the  lateral  spread  of  the  metal,  which 
SLr^se'3d  ooze  out  as  it  were  from  between  the  dies,  is  P-^-^.f^^^^  ^S^^jgi" 
ouioi>vi=c  nnpuratelv  turned  to  the  dimensions  of  the  dies,  and  wmcn, 

:ri  t  p  2^  ^^VZ  etlon^e  piece  a  finished  and  polished  appearance ;  it  is 
rimes  grooved,  or  milled,  or  otherwise  ornamented,  and  occasionally  lettered,  m 
Sch™  seTt Tmlde  in  three  separate  and  moveable  pieces,  confined  by  a  nng  into 
therar  most  accurately  fitted,  and  so  adjusted  that  the  metal  ^ay  be  forced 
Tnti  the  letters  by  its  lateral  spread,  at  the  same  time  that  the  coin  receives  the  blow 

SLra^generally  completed  by  one  blow  of  the  coining-press.  The^^  P™/^^ 
worked  in  the  Eoyal  Mint  by  machinery,  so  contrived  that  they  shall  strike,  upon  an 
average,  sixty  blows  in  a  minute ;  the  blank  piece,  previously  properly  prepared  and 
annealed,  being  placed  between  the  dies  by  part  of  the  same  mechanism. 

The  number  of  pieces  which  may  be  struck  by  a  pair  of  dies  of  good  steel  propeiiy 
hardened  and  duly  tempered,  not  unfrequently  amounts  at  the  Mint  to  between  one 
and  two  hundred  thousand;  but  the  average  consumption  of  dies  is  of  course  much 
KTeater,  owing  to  the  variable  qualities  of  steel,  and  to  the  casualties  to  which  the 
dies  are  liable  ;  thus,  the  upper  and  lower  die  are  sometimes  struck  together,  owing 
to  an  error  in  the  layer-on,  or  in  that  part  of  the  machinery  which  ought  to  put  the 
blank  into  its  place,  but  which  now  and  then  fails  so  to  do.  This  accident  very  com- 
monly arises  from  the  boy  who  superintends  the  press  neglecting  to  feed  the  hopper 
of  the  layer-on  with  blank  pieces.  If  a  die  is  too  hard,  it  is  apt  to  break  or  split,  and  • 
is  especially  subject  to  fissures,  which  run  from  letter  to  letter  upon  the  edge,  it  too 
soft,  it  swells,  and  the  collar  will  not  rise  and  fall  upon  it,  or  it  sinks  m  the  centre, 
and  the  work  becomes  distorted  and  faulty.  He,  therefore,  who  supplies  the  dies  ior 
an  extensive  coinage,  has  many  accidents  and  difficulties  to  encounter.  There  are  eight 
presses  at  the  Mint,  frequently  at  work  for  ten  hours  each  day,  and  the  destruction  oi 
eight  pair  of  dies  per  day  (one  pair  for  each  press)  may  be  considered  a  fair  average 
result,  though  they  much  more  frequently  faU  short  of,  than  exceed  this  proportion. 
It  must  be  remembered,  that  each  press  produces  3,600  pieces  per  hour ;  but  making 
allowance  for  occasional  stoppages,  we  may  reckon  the  daily  produce  of  each  press  at 
30,000  pieces  ;  the  eight  presses,  therefore,  will  furnish  a  diurnal  average  of  240,000 
pieces. 

DIES,  hardening  of.    See  Steei,  hardenikg  of.  - 
SIFFUSIOXO'.   As  the  principles  of  diffusion  are  sometimes  involved  in  processes 
of  manufacture,  a  short  notice  of  the  phenomena  appears  to  properly  find  its  place 
in  this  Dictonary.    To  no  one  do  we  owe  so  much  for  elucidating  this  subject  as  to 
the  late  Prof.  Graham,  and  from  his  '  Elements  of  Chemistry '  the  following  notices  have 
been  selected.    "When  light  and  hca^7  gases  are  mixed  togethor,_  they  do  not  exhibit 
any  tendency  to  separate  again  on  standing  at  rest,  diflFcring  in  this  respect  from  mixed 
liquids,  many  of  which  speedily  separate  and  arrange  themselves  according  to  their 
densities,  the  lightest  uppermost,  the  heaviest  undermost,  as  in  the  familiar  example 
of  oil  and  water,  unless  they  have  combined  together.    This  peculiar  property  of  gases 
has  repoJitedly  been  made  the  subject  of  careful  experiment.  Common  air,  for  instance, 
is  essentially  a  mixture  of  two  gases,  differing  in  weight  in  the  proportion  of  971  to 
1,105 ;  but  the  air  in  a  tall  close  tube  of  glass,  several  feet  in  length,  kept  upright  in 
a  still  place,  has  been  found  sensibly  the  same  in  coinposition  at  the  top  and  bottom 
of  the  tube  after  a  lapse  of  mouths.    Hence,  there  is  no  reason  to  imagine  that  the 
upper  stratum  of  air  differs  in  composition  from  the  lower,  or  that  a  light  gas,  such  as 
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hydrogen,  escaping  into  the  atmosphere,  will  rise  and  ultimately  possess  the  higher 
regions  ;  suppositions  which  have  been  the  groundwork  of  meteorological  tlieories  at 
clittorent  times. 

The  earliest  observations  wo  possess  on  this  subject  are  those  of  Dr.  Priestley,  to 
whom  pneumatic  chemistry  stands  so  much  indebted.  Having  repeated  occasion  to 
transmit  a  gas  through  stoneware  tubes,  surrounded  by  burning  fuel,  he  perceived 
that  the  tubes  were  porous,  and  that  gas  escaped  outwards  into  the  fire,  while,  at  the 
same  time,  the  gases  of  the  fire  penetrated  into  the  tube,  although  the  gas  within  the 
tube  was  in  a.  compressed  state. 

'  In  entering  upon  this  inquiry,  I  found,  first :  that  gases  diffiise  into  the  atmosphere, 
and  into  each  other,  with  diiforent  degrees  of  ease  and  rapidity.  This  was  observed 
by  allowing  each  gas  to  difiuse  from  a  bottle  into  the  air  through  a  narrow  tube, 
taking  care,  when  the  gas  was  lighter  than  the  air,  that  it  was  allowed  to  escape  from 
the  lower  part  of  the  vessel,  and  when  heavier  from  the  upper,  so  that  it  had  on  no 
occasion  any  disposition  to  flow  out,  but  was  constrained  to  diffuse  in  opposition  to 
the  oflfect  of  gravity.  The  result  was,  that  the  same  volume  of  different  gases  escapes 
in  times  which  are  exceedingly  unequal,  but  have  a  relation  to  the  specific  gravity  of 
the  gas.  ^  The  light  gases  diffiise  or  escape  most  rapidly ;  thus,  hydrogen  escapes  five 
times  quicker  than  carbonic  acid,  which  is  twenty-two  times  heavier  than  that  gas. 
Secondly,  in  an  intimate  mixture  of  two  gases,  the  most  diffusive  gas  separates  from 
the  other,  and  leaves  in  the  receiver  the  greater  proportion.  Hence,  by  availing  our- 
selves of  the  tendency  of  mixed  gases  to  diffuse  with  different  degrees  of  rapidity,  a 
sort  of  mechanical  separation  of  gases  may  be  effected.  The  mixture  must  be  allowed 
to  diffuse  for  a  certain  time  into  a  confined  gaseous  or  vaporous  atmosphere,  of  such 
a  kind  as  may  be  afterwards  condensed  or  absorbed  with  facility. 

'  But  the  nature  of  the  process  of  diffusion  is  best  illustrated  when  the  gases  com- 
municate with  each  other  through  minute  pores  or  apertures  of  insensible  magnitude. 

A  singular  observation  belonging  to  this  subject  was  made  by  Professor  Dobe- 
reiner,  of  Jena,  on  the  escape  of  hydrogen  gas  by  a  fissure  or  crack  in  glass  receivers. 
Having  occasion  to  collect  large  quantities  of  that  light  gas,  he  had  accidentally  made 
use  of  a  jar  with  a  slight  fissure  in  it.  He  was  surprised  that  the  water  in  the 
pneumatic  trough  rose  into  this  jar  one  and  a  half  inches  in  twelve  hours  ;  and  that 
after  twenty-four  hours  the  height  of  the  water  was  two  inches  two-thirds  above  the 
level  of  that  in  the  trough.  During  the  experiment,  neither  the  height  of  the  baro- 
meter nor  the  temperature  of  the  place  had  sensibly  altered.  He  ascribed  the  phe- 
nomenon to  capillary  action,  and  supposed  that  hydrogen  only  is  attracted  by  the 
fissures,  and  escapes  through  them  on  account  of  the  extreme  smallness  of  its  atoms. 
It  is  unnecessary  to  examine  this  explanation,  as  Dobereiner  did  not  observe  the  whole 
phenomenon.  On  repeating  the  experiment,  and  varying  the  circumstances,  it  ap- 
peared to  me  tliat  hydrogen  never  escapes  outwards  by  the  fissure  without  a  certain 
portion  of  air  penetrating  at  the  same  time  inwards,  amounting  to  between  one-fourth 
and  one-fiftli  of  the  volume  of  the  hydrogen  which  leaves  the  receiver.  It  was  found, 
by  an  instrument  which  admits  of  much  greater  precision  than  a  fissured  jar,  that 
when  hydrogen  gas  communicates  with  the  air  through  such  a  chink,  the  air  and 
hydrogen  exhibit  a  powerful  disposition  to  exchange  places  with  each  other ;  a  par- 
ticle of  air,  however,  does  not  exchange  with  a  particle  of  hydrogen  of  the  same  mag- 
nitude, but  of  3-83  times  its  magnitude.  We  may  adopt  the  word  diffusion-volume  to 
express  this  diversity  of  disposition  in  gases  to  interchange  particles,  and  say  that  the 
diffusion-volume  of  air  being  1,  that  of  hydrogen  gas  is  3-83.  Now,  every  gas  has  a 
diffusion-volume  peculiar  to  itself,  and  depending  upon  its  specific  gravity.  Of  those 
gases  which  are  lighter  than  air,  the  diffusion-volume  is  greater  than  1  ;  and  of  those 
which  are  heavier,  the  diffusion-volume  is  less  than  1.  The  diffusion-volumes  are, 
indeed,  inversely  as  the  square  root  of  the  densities  of  the  gases.  Hence,  the  times  of 
the  effiision  and  diffusion  of  gases  follow  the  same  law.'  See  Watts's  '  Dictionary  of 
Chemistry ; '  Graham's  '  Elements  of  Chemistry ; '  and  papers  in  '  Pliilosophical  Trans- 
actions of  the  Royal  Society.' 

DIGESTER  is  the  name  of  a  kettle  or  pot  of  small  dimensions,  made  very 
strong,  and  mounted  with  a  safety  valve  in  its  top.  Papin,  the  contriver  of  this  appa- 
ratus, used  it  for  subjecting  bones,  cartilage,  &c.,  to  the  solvent  action  of  high -pressure 
steam,  or  highly-heated  water,  whereby  he  proposed  to  facilitate  their  digestion  in 
the  stomach.  This  contrivance  is  the  origin  of  the  French  cookery  pans,  called 
auioclaves,  because  the  lid  is  self-keyed,  or  becomes  steam-tight  by  turning  it  round 
under  clamps  or  ears  at  the  sides,  having  been  previously  gi-ound  with  emery  to  fit  the 
edge  of  the  pot  exactly.  In  some  autoclaves  the  lid  is  merely  laid  on  with  a  fillet  of 
linen  as  a  lute,  and  then  secured  in  its  place  by  means  of  a  screw  bearing  down  upon 
its  centre  from  an  arch  bar  above.  The  safety  valve  is  loaded  either  by  a  weight 
placed  vertically  upon  it,  or  by  a  lever  of  the  second  kind  pressing  near  its  fulcnim, 
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and  acted  upon  by  a  weight  wMcIi  may  be  made  to  bear  upon  any  point  of  its  gra- 

^^nufw"mado  a  useful  application  of  the  digester  to  vegetable  analysis  His 
instrument  consists  of  a  strong  copper  cyUnder  into  which  enters  a  tight  cylinder  of 
«?w  having  its  edge  turned  over  at  right  angles  to  the  axis  of  the  cylinder  so  as  to 
fom  the  rim  of  the  digester.  A  segment  of  a  copper  sphere  a  so  lined  with  silver, 
sSps  the  aperture  of  the  silver  cylinder,  being  applied  closely  to  its  rim  It  1ms  a 
Seal  valve  pressed  with  a  spiral  spring,  of  any  desired  force,  estimated  by  a  stee  - 
vard  This  spring  is  enclosed  within  a  brass  box,  perforated  with  four  holes,  which 
mav  be  screwed  into  a  tapped  orifice  in  the  top  of  the  digester.  A  tube  screwed  into 
another  hole  serves  to  conduct  away  the  condensible  vapours  at  pleasure  into  a 

^^D^At^READ.   A  food  made  from  the  fruit  of  the  Mangifera  Gabonensis,  a 

tree  indigenous  to  the  country  from  Sierra  Leone  to  the  Gaboon.    It  is  one  of  the 

Anacardiacea.   White  almond  kernels  are  found  in  the  fruit;  these  are  bruised  and 

pressed  to  form  the  Dika-bread. 

DIKE.    See  Dyke.  •,     ^  .    ,         t.   4.1,  *  i, 

DlIiATATIOXO'.   The  increase  of  size  produced  in  bodies  by  the  agency  of  heat. 

^^Dll^r^^The  Anethum  graveolens,  an  umbelliferous  plant,  containing  an  essential 

°^^j>II.l.l«'ITB.  A  hydrous  silicate  of  alumina,  occurring  with  diaspore  at  Dilln, 
near  Schemnitz,  in  Hungary.  ,  , 

DXXiWXVia.  Those  accumulations  of  gravel  and  loose  materials,  which,  by  some 
geologists,  are  said  to  have  been  produced  by  the  action  of  a  diluvian  wave  or  deluge 
sweeping  over  the  surface  of  the  earth. — Lyell. 

The  term  was  formerly  applied  to-  the  superficial  deposits,  now  commonly  called 
'  drift,'  and  was  used  to  distinguish  them  from  the  still  more  recent  accumulations 
tnown  as  alluvium. 

SIAXITV  is  a  kind  of  cotton  cloth  originally  imported  from  India,  and  now  manu- 
factured in  great  quantities  in  various  parts  of  Britain,  especially  in  Lancashire.  Dr. 
Johnson  calls  it  dimmity,  and  describes  it  as  a  kind  of  fustian.  The  distinction  between 
fustian  and  dimity  seems  to  be,  that  the  former  designates  a  common  tweeled  cotton 
cloth  of  a  stout  fabric,  which  receives  no  ornament  in  the  loom,  but  is  most  frequently 
dyed  after  being  woven.  Dimity  is  also  a  stout  cotton  cloth,  but  not  usually  of  so 
thick  a  texture  ;  and  is  ornamented  in  the  loom,  either  with  raised  stripes  or  fancy 
figures  :  it  is  seldom  dyed,  but  usually  employed  white,  as  for  bed  and  bed-room  fur- 
niture. The  striped  dimities  are  the  most  common;  they  require  less  labour  in 
weaving  than  the  others  ;  and  the  mounting  of  the  loom  being  more  simple,  and  con- 
sequently less  expensive,  they  can  be  sold  at  much  lower  rates. 

DIMORPHISM,  {dis,  two ;  mor'phe,  form.)  This  name  is  applied  to  bodies  which 
.  will  crystallise  in  two  forms.  Sulphur,  for  example,  will  usually  crystallise  in  the 
rhombic  system  ;  but  will  when  melted  under  certain  conditions  form  monoclinohedric 
crystals.  Carbon  appears  in  nature  as  the  diamond  and  graphite,  and  carbonate  of 
lime  as  calc-spar  and  aragonite.  Many  chemical  compounds  of  the  same  compositions 
are  susceptible  of  crystallisation  in  two  essentially  distinct  forms. 

In  Biology,  the  tendency  of  some  organisms  to  exhibit  two  distinct  forms  in  their 
essential  organs  is  called  dimorphism.  Thus  Mr.  Darwin  has  shown  that  some  species 
of  Primula  are  dimorphic,  one  form  having  a  long  style  and  short  stamens,  and  the 
other  form  having  a  short  style  and  long  stamens.  A  check  is  thus  given  to  self- 
fertilisation  ;  perfect  fertilisation  occurring  only  when  the  two  dimorphic  forms  are 
crossed,  the  pollen  of  the  short-stamened  variety  being  applied  to  the  stigma  of  the 
short-styled  form,  and  conversely  the  pollen  of  the  long-stamened  variety  to  the 
stigma  of  the  long-stylcd  form. 

DIMOKPHITE.  A  sulphide  of  arsenic,  containing  As^S^  (As''S^).  It  occurs  at 
the  Solfatara,  near  Naples, 

BIXTAS  BRICKS.  Tire-bricks  made  of  Dinas  sand,  and  much  used  in  the  con- 
struction of  the  copper-smelting  furnaces  of  South  Wales.  The  rock  known  as  '  Dinas 
sand '  is  found  in  the  Vale  of  Neath  in  Glamorganshire,  and  consists  almost  wholly  of 
silica.  Having  been  ground,  the  material  is  mixed  with  water,  with  addition  of  about 
one  per  cent,  of  lime,  and  is  pressed  into  the  shape  of  bricks,  which  are  then  fired. 
The  granules  of  quartz  are  cemented  together  by  a  slightly-fusible  compound  formed 
by  the  action  of  the  lime. 

X>IOPSIDE.  A  name  applied  to  a  clear  green  crystalline  variety  of  pyroxene  or 
augito.  It  has  occasionally  been  cut  as  a  gem-stone,  but  is  too  soft  to  be  of  much 
value. 

DIOPTASE,  or  Emerald  Copper,  occurs  iu  fine  omerald  grcon  transparent  crys- 
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tills.    It  is  a  silicate  of  protoxide  of  copper,  and  is  found  in  veins  in  limostono  in 
tho  Kivgliis  Stoppos.    See  CorpEii. 

DIOPTRIC  XiIGHTKOVSSS.    See  LiUHTUOUSES. 

DIORITE.  An  igneous  rock  composed  of  a  crystalline-granular  mixture  of  a 
triclinic  felspar  and  liornbleudo.  It  is  often  so  fine-grained  in  texture  that  it  is  diffi- 
cult to  determine  the  component  minerals.  Diorito  generally  i;rosent8  a  diivk  green 
colour,  and  is  one  of  tho  rocks  commonly  included  under  tho  general  name  of  '  green- 
stone.' 

BIP.  When  any  stratum,  mineral  vein,  or  dyke,  does  not  lie  horizontally  it  is  said 
to  dip  E.  W.  N.  or  S.,  as  the  case  may  be.  The  angle  which  it  makes  with  tho 
horizon  is  called  tho  angle  of  the  dip. 

DIPPEIi'S  AXfflltKAIi  OIIi.  A  fetid  volatile  oil  obtained  when  animal  sub- 
stances, such  as  bono,  are  subjected  to  distillation.  That  which  is  found  in  commerce 
is  obtained  in  the  manufacture  of  bone-black. 

DIPPIIO-G.  Ornamental  works  in  brass  are  usually  brightened  by  a  process  called 
dipping.  After  the  work  has  been  properly  fitted  together  and  the  grease  removed, 
either  by  the  action  of  heat,  or  by  boiling  in  a  pearlash-lye,  it  is  picMed  m  a  bath  of 
dilute  aqua  fortis.  It  is  then  scoured  bright  with  sand  and  water,  and  being  well 
washed  is  plunged  into  the  dipping  bath,  which  consists  of  pure  nitric  acid,  commonly 
known  as  dipping  aqua  fortis,  for  an  instant  only,  and  is  then  well  washed  with  cold 
and  hot  water  to  remove  every  trace  of  acid  from  tho  surface,  after  which  the  work  is 
put  into  dry  beech  or  box  wood  sawdust,  &c.,  well  rubbed  until  it  is  quite  dry,  and 
then  burnished  and  lacquered.    See  Dbad-Difping. 

DISCRASE  or  SISCRASITE.    An  antimonial  silver  ore,,  of  rare  occurrence. 
DISINFECTAIVT.    A  substance  which  removes  the  putrid  or  infected  condition 
of  bodies    It  is  weU  not  to  confound  it  with  antiseptic,  which  applies  to  those  bodies 
which  prevent  putrefaction.    The  word  'disinfectant'  has  lately  become  somewhat 
uncertain  in  its  meaning,  on  account  of  a  word  being  used  as  its  equivalent,  viz.  deodo- 
riser   This  latter  means  a  substance  which  removes  odours.   In  reality,  however, 
there  are  no  such  substances  known  to  us  as  a  class.    There  a,re,  of  course,  some 
substances  which  destroy  certain  others  having  an  odour,  but  m  all  cases  the  removal 
of  the  smell  and  the  destruction  or  neutralisation  of  the  vapour  or  gas  causing  the 
smell  must  be  simultaneous.   There  is,  however,  a  large  class  of  substances  that  destroy 
putrefaction,  and  the  name  '  disinfectant '  is  therefore  distinctly  needed.    The  gases 
which  rise  f;om  putrefying  bodies  are  not  all  capable  of  being  perceived  by  the  senses  in 
Seir  ordinary  condition,  but  sometimes  they  are  perceived.    A  disinfectant  puts  a 
stop  to  them  and  deodorises  simultaneously.    If  any  substance  were  ^  remove  the 
smiU  of  these  gases,  it  would  remove  the  gases  too  as  they  are  inseparable  from  their 
property  of  affecting  the  nose.    A  deodoriser  would  therefore  bo,  and  is,  a  disinfectant 
of  That  gas  the  smell  of  which  it  removes.    But  it  has  been  suggested  tiiat  it  may 
Smove  those  gases  which  smell,  and  allow  the  most  deleterious  to  pass  they  having 
ro  smell    Whenever  we  find  such  a  class  of  substances,  it  will      ^eU  to  give  them 
?he Tame  of  '  deodorisers.'    There  may  be  some  truth  in  the  hypothesis  that  metalhc 
Sits  rmove  the  sulphur.and  by  preventing  the  escape  of  snlphm^etted  hydrogen  cause 
less  oTur^thout  complete  disinfection.    So  far  as  we  know,  however,  there  is  a 
ffsLfeSTction  alongVith  the  deodorising.    Any  solution  having  the  effect  here 
disintectin    action       g  disinfectant,  inasmuch  as  the  decomposition 

^^PP°f  f*^,  nut  a  stop  to  as  to  prevent  at  least  one  obnoxious  gas.    To  prevent 

^ould  be  f.oj'^y^^^^^/^^^^^^  arrest  decomposition  or  to  alter  the  whole  character  of 
the  formation  of  one  ga^^^^^^^  The  most  deleterious  of  emanations  have 

the  change  whic^  s  PiocUicin^  tne  g  .^^ 

no  smell  ^J,  f  ^jXTuLtances  capable  of  producing  it  are  near,  or  by  the 

effects,_  or  the  fact  that  the  Bu^sm       ^^^^^^  j^J^         accompanies  the  offensive 

analysis  of  the  air.  -^^^^^'^^.^''fe^i  ^decomposition.  Tliis  gas  is  a  useful  indica- 
matter  are  ^hie^  connecte^^  known,  the  destruction  of  the 

tion  of  the  presence  of  other  JJ^-sta  c  ^^^^^^^      sulphuretted  hydrogen 

one  causes  the  destruc  i^^^^^^^^  matter,  nor  is  its  absence  a  proof  of  the 

IS  no  proof  _  of  P^^^e^^^J,  ?J  ^3^^  ^^ly  an  occasional  accompaniment.  Wien  the 
absence  of  infectious  mattei.  it^^^^^^^^  ^^^^  ^  ^^^^^^^^        ^^^^  ^ 

infectious  ^^tter  by  deodorisers,  and  no  class  of  bodies 

We  can  find  no  line  of  duty  to  be  p  y  ^^^^^  ^^^^  ^^^^ 

that  can  bear  the  ff^Se  ^d^stro^        smell  by  superadding  a  greater 

found  convenient.        ^^^^  f^J^^    If^^o  added  an  acid  metallic  salt  and 

that  might  :n  one  sense  bo  ^eodoris  n  ^^.^^ 
removed  the  s^^lph^^^^tted  hydrogen  letting  100^  °ot  very  ne.ar,  completely 

awhile  accompany  this  act,  wo  might,  to  those  wno  were  noL  v  ^  ^ 

destroy  smell,  and  still  send  a  ^^^^^^tance  ThTwoi"  deodorise'rs '  may 

such  a  case  decomposition  is  stopped,  at  least  lor  awm  o. 
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,  ..A  f^v  ciucli  substances  as  removo  the  odour  aud  the  putrefaction  of  the  moment 
^.''J  lo^fthl  to  begin  again.  Even  in  this  case  deodorisers  become  temporary 
^  ■  f  ItlnSThich  character  all  removers  of  smeU  must  more  or  less  have 
^l^tSSs  T  Celtic  cyents.  Substances  which  prevent  decomposition.  The 
^MuTAnLolylic  come  from  K.xi.,  to  aTrest,restTam  cut  short  This  word 
!>,.n«lVbv  the  writer  to  apply  to  cases  such  as  are  included  under  antiseptics, 
"""t-f  T^t  itiZTyrov^s  Th^r^  ms  needed  a  word  for  the  general  idea.  A 
'ttL  f  rc emliS^^^^  li-ng  persons  in  anesthetics  anodynes,  ami 

Scs  as  well  probably,  as  in  other  ways.  Colytics  may  probably  act  from  dif- 
rent  causesTbut  these  causes  not  being  separately  distinguished,  a  name  for  the 
Sole  cS  c^n  alone  be  given.  The  action  of  colysis  is  entire  y  opposed  o  catalysis, 
3Si  rflooseninff  up  of  a  compound.  Colysis  arrests  catalysis,  as  well  also  as  other 
Ices  s  ofT^^^^^^^  ^-^'^^^^        '^^f';    Disinfectants,  m  their 

character  of  restraining  further  decomposition,  are  included  under  colyttcs  One  of 
Jhe  most  remarkable  substances  for  arresting  decomposition  is  creosote.  It  has  been 
used  in  some  condition  or  mixture  from  the  earliest  times,  The  ancient  oil  of  cedar 
has  been  called  with  good  reason  turpentine,  which  has  strong  disinfecting  properties, 
but  the  word  has  evidently  been  used  in  many  senses,  as  there  are  many  liquids  to  be 
oto  n  d  foom  cedar.  It  is  used  for  the  first  liquid  from  the  distillation  of  wood  ;  and 
Berzelius  for  that  reason  says  that  the  Egyptians  used  the  pyrobgneous  acid  wliich, 
Containing  some  creosote,  was  a  great  antiseptic,  ^ut  addition  of  this  acid  to  soda 
would  be  of  little  value  in  embalming,  nor  is  it  probable  that  they  would  add  a 
volatile  Hquid  like  turpentine  along  with  caustic  soda.  It  is  expressly  said  (m  Plmy 
that  Ditch  was  reboiled,  or  in  other  words,  the  tar  was  boiled  and  distilled,  the  product 
being  collected  in  the  wool  of  fleeces,  from  which  again  it  was  removed  by  pressure. 
In  doing  this  the  light  oils  or  naphtha  would  be  evaporated,  and  the  heavy  oil  oi  tar, 
containing  the  carboUc  acid,  or  creosote,  would  remain.  It  was  called  picenum,  as  it 
made  of  pitch  or  pissenum,  and  pisselseum  or  pitch-oil,  a  more  appropriate  name  than 
that  of  Eifhge's  carbolic  acid  or  coal-oil,  and  still  more  appropriate  than  the  most 
recent  which  by  following  up  a  theory,  has  converted  it  into  phemc  acid.  The  dis- 
tillation was  made  in  copper  vessels,  and  must  have  been  earned  very  far  as  they 
obtained  '  a  reddish  pitch,  very  ^clammy,  and  much  fatter  than  other  pitch.  This 
was  the  anthracene,  chrysene,  and  pyrene  of  modern  chemistry.  The  remaining  hard 
pitch  was  called  palimpissa,  or  second  pitch,  which  we  call  pitch  m  contradistinction 
to  tar  By  the  second  pitch,  however,  was  sometimes  meant  the  product  of  distillation 
instead  of  what  was  left  in  the  still.  Some  confusion,  therefore,  exists  in  the  names, 
but  not  more  than  with  us.  The  pitch  oil  was  resinous  fat,  and  of  yellow  colour, 
according  to  some.  This  oil,  containing  creosote,  was  used  for  toothache— -a  colytic 
action  applied  to  living  bodies— and  for  skin  diseases  of  cattle,  for  which  it  is  found 
valuable.  They  also  used  it  for  preserving  'ha.ms— Disinfectants,  by  the  Writer.  Jour. 
Soe.  of  Arts,  1867,  and  separate  volume  1869. 

It  is  quite  possible  that  creosote  may  be  the  chief  agent  in  most  empyreumatic 
substances  which  act  as  antiseptics.  But  it  is  not  the  only  agent.  Hydrocarbons  of 
various  kinds  act  as  antiseptics,  as  well  as  alcohol  and  methylic  alcohol,  which  con- 
tain little  oxygen.  To  this  class  belong  essential  oils  and  substances  termed  per- 
fumes, which  are  used  for  fumigation,  and  have  also  a  colytic  action.  It  is  exceedingly 
probable  that  the  true  theory  of  this  action  is  connected  with  the  want  of  oxygen. 
These  substances  do  not  rapidly  oxidise,  but,  on  the  contrary,  only  very  slowly,  and 
that  chiefly  by  the  aid  of  other  bodies.  Their  atoms  are,  therefore,  in  a  state  of 
tension,  ready  to  unite  when  assisted.  As  an  example,  carbolic  acid  and  creosote 
unite  with  oxygen  when  a  base  is  present,  and  form  rosolic  acid.  We  can  scarcely 
suppose  that  an  explanation,  commonly  resorted  to  by  some  to  explain  the  action  of 
sulphurous  acid,  would  suit  them;  viz.,  that  it  takes  up  the  oxygen,  and  so  keeps  it 
from  the  putrescible  substance.  It  is  supposible  that  the  molecular  condition  acts  on 
the  putrescible  body.  Eor,  as  the  state  of  motion  of  a  putrefying  substance  is  trans- 
ferred to  another,  so  may  the  state  of  immobility. 

In  1750  Sir  John  Pringle  wrote  his  'Experiments  on  Septic  and  Antiseptic 
Substances,  with  remarks  relating  to  their  Use  in  the  Theory  of  Medicine.'  Ha 
recommended  salts  of  various  kinds,  and  astringent  and  gummy  parts  of  vegetables 
and  fermenting  liquors.  Dr.  Macbride  followed  him  with  numerous  experiments. 
He  speaks  of  acids  being  the  long-prescribed  agents  as  antiseptics.  He  found  them 
antiseptic  even  when  diluted  to  a  great  extent.  Alkalis  also  he  found  antiseptic, 
and  salts  in  general.  Also  '  gum-resins,  such  as  myrrh,  assafoetida,  aloes,  and  terra 
japonica,'  besides  'decoctions  of  Virginia  snake-root,  pepper,  ginger,  saffron,  con- 
trayerva  root,  sago,  valerian  root,  and  rhubarb,  with  mint,  angelica,  senna,  and 
common  wormwood.'  Many  of  the  common  vegetables  also  were  included  as  to 
some  extent  antiseptic ;  such  as  horse-radish,  mustard,  carrots,  turnips,  garlic,  onions, 
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celery,  cabbage,  cole-wort.  Limo  -was  found  to  prevent,  but  not  to  remove  putrefac- 
tion. Wo  are  inclined  at  present  very  much  to  qualify  some  of  those  observations. 
Animal  fluids,  ho  observes,  will  remain  for  a  long  time  without  putridity  if  kept 
from  the  air.  Ho  says  that  astringent  mineral  acids  and  ardent  spirits  '  not  only 
absorb  the  matter  from  the  putrescent  substances,  but  likewise  crisp  up  its  fibres,  and 
thereby  render  it  so  hard  and  durable  that  no  change  of  combination  will  take  place 
for  many  years.'  He  adds  also  molasses  to  the  antiseptics.  In  1767  the  Academy  of 
Dijon  gave  a  prize  for  the  use  of  nitrate  of  potash  in  ventilation,  dri\'ing  off"  the  oxygen 
by  heat.  This  may  have  given  the  first  idea  to  Carmichael  Smyth  using  the  nitrous 
fumes.  Guyton-Morveau  came  later  with  a  volume  of  valuable  experiments  on  acids 
chiefly  muriatic. 

An  antiseptic  preserves  from  putrefaction,  but  does  not  necessarily  remove  the  odour 
caused  by  that  which  has  previously  putrefied.  Many  of  the  substances  described  as 
disinfectants  here  might  equally  bo  called  antiseptics.  When  they  remove  the  putrid 
matter,  they  are  disinfectants  ;  when  they  prevent  decomposition,  they  are  antiseptics. 
But  when  the  smell  is  removed  by  a  substance  which  is  known  to  destroy  putrefactive 
decomposition,  and  to  preserve  organic  matter  entire,  then  we  have  the  most  thorough 
disinfection  ;  then  we  know  that  the  removal  of  the  smell  is  merely  an  indication  of 
the  removal  of  tlie  evil. 

Disinfectants  are  of  various  kinds.  Nature  seems  to  use  soil  as  one  of  the  most 
active.  All  the  dejecta  of  the  animals  on  the  surface  of  the  earth  fall  on  the  soil,  and 
are  rapidly  made  perfectly  innoxious.  Absorption  distinguishes  porous  bodies,  and 
the  soil  has  peculiar  facilities  for  the  purpose.  But  if  saturated,  it  could  disinfect 
no  longer.  This  is  not  allowed  to  occur ;  the  soil  absorbs  air  also,  and  oxidises  the 
organic  matter  which  it  has  received  into  its  pores,  and  the  offensive  matter  is 
either  converted  into  food  for  plants  and  absorbed  by  them,  or  is  made  an  innocent 
ingredient  of  the  air,  or,  if  the  weather  be  moist,  of  the  water.  The  air  is,  therefore, 
in  conjunction  with  the  soil,  one  of  the  greatest  disinfectants,  but  it  acts  also  quite  alone 
and  independent  of  the  soil.  Its  power  of  oxidising  must  be  very  great.  The  amount 
of  organic  effluvium  sent  into  large  towns  is  remarkable,  and  yet  it  seldom  accumulates 
so  as  to  be  strongly  perceptible  to  the  senses.  The  air  begins  to  oxidise  it  almost  as 
rapidly  as  it  rises ;  this  is  hastened  apparently  by  the  peculiar  agent  in  the  air,  ozone, 
which  has  a  greater  capacity  of  oxidation  than  the  common  air ;  when  this  is  exhausted, 
it  is  highly  probable  that  the  oxidisation  will  be  much  slower,  and  this  exhaustion 
does  take  place  in  a  very  short  time  in  our  large  and  smoky  towns.  So  rapid  is  the 
oxidation,  that  the  wind,  even  blowing  at  the  rate  of  fifteen  to  twenty  miles  an  hour, 
is  entirely  deprived  of  its  ozone  by  passing  over  less  than  a  mile  of  Manchester.  In 
London  this  does  not  take  place  so  rapidly,  at  least  near  the  Thames.  But  when  the 
ozone  is  removed,  it  is  probable  that  the  rate  of  increase  of  the  organic  matter  wiU 
be  much  greater.  We  may  by  this  means,  then,  readily  gaiige  the  condition  of  a  town 
up  to  a  certain  point  by  the  removal  of  the  ozone  :  but  it  requires  another  agent  to 
gauge  it  afterwards  or  thoroughly. 

It  is  in  connection  with  each  other  that  the  air  and  the  soil  best  disinfect.  When 
manure  is  thrown  upon  land  without  mixing  with  the  soil,  it  may  require  a  very  long 
period  to  obtain  thorough  disinfection,  but  when  the  atmosphere  is  moist,  or  rain  falls, 
then  the  air  is  rapidly  transferred  into  every  portion  of  the  porous  earth,  and  the 
organic  matter  becomes  rapidly  oxidised.  To  prevent  a  smell  of  manure,  and  with  it 
also  the  loss  of  ammonia,  it  is  then  needful  that  as  soon  as  possible  the  manure  should 
be  mixed  with  the  soil.  The  same  power  of  oxidation  is  common  to  all  porous  bodies.  to 
charcoal,  and  especially,  as  Dr.  Stenhouse  has  shown,  to  platinised  charcoal.  Disin- 
fection by  the  use  of  porous  bodies  is  at  fitrst  a  process  of  preservation,  but  sopn  it 
may  change  to  that  of  slow  destruction.  It  has  been  shown  by  the  last-mentioned 
chemist  that  charcoal  produces  an  oxidation  in  which  all  the  escaping  gases  are  so 
thorouo-hly  oxidised,  that  none  of  them  have  any  smell  or  any  offensive  property.' 
But  being  so,  the  body  disinfected  must  necessarily  decay,  and  in  reality  the  process 
of  decay  is  remarkably  increased.  All  such  bodies  must  therefore  bo  avoided  when 
manures  are  to  be  disinfected,  and  when  tliey  are  not  to  be  put  on  the  land  imme- 
diatelv.  Stenhouse  has  employed  charcoal  for  disinfecting  the  air.  The  air  is  passed 
through  the  charcoal  either  on  a  large  scale  for  a  hospital  or  on  a  small  scale  as  a 
respirator  for  the  mouth.  Care  must  be  taken,  however,  to  keep  the  charcoal  dry: 
wet  charcoal  is  not  capable  of  absorbing  air  until  that  air  is  dissolved  in  the  water. 
This  absorption  takes  places  less  rapidly  in  water.  Wet  charcoal  is  therefore  a 
filter  for  fluids  chiefly,  and  dry  charcoal  for  vapours.  Its  destructive  action  on 
manures  will,  however,  always  prevent  charcoal  from  being  much  used  ps  a  disinfectant 
for  such  purposes,  or,  indeed,  any  other  substance  which  acts  principally  by  ita 
rorositv  or  by  oxidation.  This  the  soil  does  only  partially,  as  it  has  another  power, 
yiz  that  of  retaining  organic  substances  fit  to  be  the  food  of  plants.   Although  air 
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npfci  -nfirtlv  in  conninction  mth  the  soil  and  the  rain  to  cause  disinfection,  and  partly 
>; V  Us  own  power,  it  also  acts  mechanically  as  a  means  of  removing  all  noxious 
v«T)ours  The  -wind  and  other  currents  of  the  air  are  continually  ventilating  the 
around  'and  when  these  movements  are  not  suflSciently  rapid,  or  when  they  are  inter- 
riiDted  W  our  mode  of  building,  we  are  compelled  to  cause  them  artificially,  and  thus 
we  arrive  at  the  art  of  ventilation.  The  addition  of  one-tenth  per  cent,  of  car- 
bonic acid  to  the  air  may  be  perceived,  at  least  if  accompanied  with  the  amount 
of  organic  matter  usually  given  out  at  the  same  time  in  the  breath,  and  as  we  exhale 
in  a  day  12-16  cubic  feet  of  that  gas,  we  can  injure  the  quality  of  16,000  cubic 
feet  of  air  in  that  time.  The  great  value  of  a  constant  change  of  air  is  therefore 
readily  proved,  and  the  instinctive  love  which  vre  have  of  fresh  air  is  a  sufficient 

corroboration.  ,    „     .     ,  i  ^  j> 

Cold  is  a  great  natural  disinfectant.  The  flesh  of  ammals  may  be  preserved  as  lar 
as  we  know  for  thousands  of  years  in  ice;  putrefying  emanations  are  completely 
arrested  by  freezing,  but  the  mobility  of  the  particles,  or  chemical  action,  is  also 
retarded  by  a  degree  of  cold  much  less  than  freezing,  and  beginning  at  54°  Palir. 

Heat  is  also  a  disinfectant,  when  it  rises  to  about  140°  of  Fahrenheit,  according  to 
Dr.  Henry.  But  as  a  means  of  producing  dryness  it  is  a  disinfectant  at  various 
temperatures.  Nothing  which  is  perfectly  dry  can  undergo  putrefaction.  On  the 
other  hand  heat  with  moisture  below  140°  is  a  condition  very  highly  productive  _  of 
decomposition  and  all  its  resulting  evils.  Disinfection  by  heat  is  used  at  quarantine 
stations.  Light  is  undoubtedly  a  great  disinfectant ;  so  far  as  we  know,  _  it  acts  by 
hastening  chemical  decomposition.  In  all  cases  of  ventilation,  it  is  essential  to  allow 
the  rays  of  light  to  enter  as  weU  as  the  currents  of  air.  Its  effect  on  the  vitality  of 
the  human  being  is  abundantly  proved,  and  is  continually  asserting  itself  in  vege- 
tation. The  true  disinfecting  property  of  light  exists  in  all  probability  in  the 
chemical  rays  which  cause  compositions  and  decompositions.  Water  is  scarcely  to  be 
called  a  disinfectant  itself  except  indirectly,  for  it  increases  putrefaction,  but  as  a 
mechanical  agent  of  purity  the  most  remarkable,  and  there  is  no  other  capable  of 
taking  its  place  actively.  Wherever  animals,  even  human  beings,  live,  there  are 
emanations  of  organic  matter,  even  from  the  purest.  The  whole  surface  of  the  house, 
furniture,  floor,  and  walls,  becomes  coated  by  degrees  with  a  thin  covering,  and  this 
gradually  decomposes,  and  gives  off  unpleasant  vapours.  Sometimes  it  becomes 
planted  with  fungi,  and  so  feeds  plants  of  this  kind.  But  long  before  this  occurs  a 
small  amount  of  vapour  is  given  off  sufficiently  disagreeable  to  affect  the  senses,  and 
sometimes  affecting  the  spirits  and  the  health  before  the  senses  distinctly  perceive  it. 
This  must  be  removed.  In  most  cases  this  film  is  removed  by  water,  and  we  have 
the  ordinary  result  of  household  cleanliness  ;  but  in  other  cases  when  the  furniture  is 
such  as  will  be  injured  by  water,  the  removal  is  made  by  friction  or  by  oil  or  turpen- 
tine, and  other  substances  used  to  polish.  Water  as  a  disinfectant  is  used  also  in 
washing  of  clothes  ;  for  this  purpose  nothing  whatever  can  supply  its  place,  although 
it  requires  the  assistance  both  of  soap  and  friction,  or  agitation  and  heat.  Water  is 
also  used  as  a  mechanical  agent  for  removing  filth  generally,  and  the  method  which 
Hercides  devised  of  using  a  river  to  wash  away  filth  is  now  adopted  in  all  the  most 
advanced  plans  of  cleansing  towns.  It  is  only  by  means  of  water  that  the  refuse  of 
towns  can  be  conveyed  away  in  covered  and  impervious  passages,  whilst  none  what- 
ever is  allowed  to  remain  in  the  town  itself.  In  cases  where  this  cannot  be  done,  it 
is  much  to  be  desired  that  some  disinfecting  agent  should  be  used  to  prevent  decom- 
position. Where  water  is  not  used,  as  in  water-closets,  there  is  generally  a  great 
amount  of  matter  stored  up  in  middens,  and  the  town  is  of  course  continually  exposed 
to  the  effluvia.  Beside  these  methods  of  acting,  water  disinfects  partly  by  preventing 
effluvia  from  arising  from  bodies,  simply  because  it  keeps  them  in  solution.  This 
action  is  not  a  perfect  one,  but  one  of  great  value.  The  water  gives  off  the  impurity 
slowly,  sometimes  so  slowly  as  to  be  of  no  injury,  or  it  keeps  it  so  long  that  complete 
oxidation  takes  place.  The  oxygen  for  this  purpose  is  supplied  by  the  air,  which  the 
water  absorbs  without  ceasing.  To  act  in  this  way,  water  must  be  delivered  in 
abundance.  Bodies  decompose  rapidly  under  water,  and  it  acts  also  as  a  great 
opponent  to  disinfection  by  rising  up  in  vapour  loaded  with  the  products  of  decom^ 
position. 

Mere  drying  is  known  to  arrest  decay,  as  the  mobility  of  the  particles  in  decompo- 
sition is  stayed  by  the  want  of  water,  We  are  told  in  Andersson's  Travels  in  S.  Africa, 
that  the  Damaras  cut  their  meat  into  strips,  and  dry  it  in  the  sun,  by  which  means  it 
18  preserved  fresh.  _  A  similar  custom  is  found  in  S.  America.  Certain  days  prevent 
this,  and  decomposition  sets  in  rapidly.  A  little  overclouding  of  the  sky,  or  a  little 
more  moistiu-e  in  the  air,  quickly  stops  the  process. 

riio  above  may  be  called  natural  disinfectants,  or  imitations  of  natural  processes. 
Charcoal  being  introduced  as  an  example  of  a  more  decided  character  of  porous  action! 
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Thoy  show  both  mochanical  and  chemical  action.  Tho  mcclianical,  when  water  or  air 
romovos,  cliliitos,  or  covers  the  septic  bodies :  the  chemical,  when  porous  bodies  act  as 
conveyors  of  oxygen  :  or  an  union  of  both,  when  cold  and  heat  prevent  the  mobility  of 
tho  particles.  Tho  action  by  oxidation  causes  a  destruction  of  tho  offensive  material. 
Tho  other  method  is  antiseptic.  It  is  much  to  be  desired  that  all  impurities  should  bo 
got  rid  of  by  some  of  these  methods,  but  especially  by  the  air,  the  water,  and  tlie  soil. 
There  are,  however,  conditions  in  which  difficulties  interfere  with  tho  action.  Large 
towns  may  be  purified  by  water,  but  what  is  to  be  done  with  the  water  which  contains 
all  tho  impxirity?  If  put  upon  land,  capable  of  absorbing  it,  it  is  very  soon  disin- 
fected, but  on  its  way  to  the  land  it  may  do  much  mischief.  It  has  been  proposed  to 
disinfect  it  on  its  passage,  and  oven  in  tho  sewers  themselves ;  by  this  nieans  the 
town  itself  is  freed  from  the  mxisance,  and  the  water  may  be  nsed  where  it  is  needed 
without  fear.  This  introduces  artificial  disinfectants.  There  are  other  cases  where 
such  are  required  ;  when  the  refuse  matter  of  a  town  is  allowed  to  lie  either  in  exposed 
or  in  underground  receptacles  ;  in  this  caso  a  town  is  exposed  to  an  immense  surface 
of  impurity,  and  disinfectants  would  greatly  diminish  the  evil,  if  not  entirely  remove 
it.  There  are  besides,  special  cases  without  end  continually  occurring,  where  impu- 
rities cannot  be  at  once  removed,  and  where  treatment  with  artificial  disinfectants  is 

required.  .  zr  ^  • 

Artificial  disinfectants  which  destroy  the  compound  are  of  various  kinds.    Heat  is 
one  of  the  most  powerful.    A  putrid  body,  when  heated  so  as  to  bo  deprived  of  all 
volatile  particles,  cannot  any  longer  decompose.    It  is  however  possible  that  the 
vapours  may  become  putrid,  and  if  not  carefully  treated,  this  will  happen._  It  was  the 
custom  of  some  of  the  wealthy  among  the  ancients  to  burn  the  dead,  and  it  is  still  the 
custom  in  India  ;  but  although  the  form  is  kept  up  amongst  all  classes,  the  expense  is 
too  great  for  the  poor.    The  bodies  are  singed,  or  even  less  touched  by  fire,  and 
tlirown  if  possible  into  the  river.    This  process  has  been  recommended  here,  but  the 
quality  of  the  gaseous  matter  rising  from  a  dead  body  is  most  disgusting  to  our 
physical,  and  still  more  to  our  moral  senses,  and  the  amount  is  enormous,    it  is  ot 
course  possible  so  to  burn  it,  that  only  pure  carbonic  acid,  water,  and  mtrogen 
shall  escape,  but  the  probability  of  preventing  all  escape  is  small  enough  to  be  deemed 
an  impossibility,  and  the  escape  of  one  per  cent,  would  cause  a  rising  of  the  whole 
neiehbourhood.  To  effect  the  combustion  of  the  dead  of  a  great  city,  such  a  large  work, 
furnished  with  great  and  powerful  furnaces,  would  be  required  that  it  would  add  one 
of  the  most  frightful  blots  to  modern  civiUsation,  instead  of  the  calm  and  peaceful 
churchyard  where  our  bones  are  preserved  as  long  at  least  as  those  who  care  for  us  live 
and  then  graduaUy  return  to  the  earth.    In  burning  the  dead  some  prefer  to  burn 
the  wholel^ody  to  pure  ash.    This  was  the  ancient  method  ;  but  it  is  highly  probable 
that  the  ashes  which  they  obtained  were  a  delusion  in  most  cases.    The  amount  of 
ash  fmindt  thrurns  is  often  extremely  small.    The  body  cannot  be  reduced  to  an 
Lfii^tLTmal  Ih,  as  is  supposed  ;  eight  to  twelve  pounds  of  matter  remain  from  an 
average  man  when  all  is  over.  A  second  plan,  is  to  drive  off  all  volatile  matter,  and  leave 
a  cTnder     This  disgusting  plan  leaves  the  body  black  and  incorruptible.  It  can  ne^  er 
L  any  iime  known  to  us,  mix  with  its  mother  earth,  and  yet  it  ceases  at  once  to 
resemble  humanity  in  the  lightest  degree  ;  it  will  not  even  for  a  long  time  assist  us 
by  aSg  it?  exposition  to^  the  fertility  of  the  'soil.    The  bunimg  of  bodies  never 
. We  been^eneral,  and  never  can  be  general.    Fire  has  only  a  limited  use  as  a 
SiSnfecSnt    It  cannot  at  present  be  economically  used  in  the  daily  disinfection  of 
STecta  of  animals,  and  i^  only  occasionally,  where  the  rapid  des 

the  ^ejccra  01  a        , '  •  ^jfi^g^  because  the  substance  has  no  value,  or  it  is  too 

d' siting  S  exTsT'^^^^^^^^  l^u-i-^g  '^'""T'-  ^ToV"" 

disgusting  to  f^^"^'  "  pharrin!?  or  burning  to  ashes.    The  second  is  an  act  of— 

^'n  lil  eff  cted  e  tEy^id  combustion  called  fire  ;  by  slow  com- 

Oxidation.-T\ns     ettect«i  _  y  by  chemical  agency,  assisted  by  mechanical, 

bustion,  the  na  ural  ^^t^^^^]^^^^^^^^^^  ^i^^^.^  ^3  ,  process  which  is  desirable  for  most 
as  in  porous  bodies    Sow  ox«  could  bring  it  all  into  this  condition; 

offensive  '/^^f^f J^.^^^t  i  fn  part  oxidised  into  nitric  acid  and  water,  both  the 
the-ammonia  IS  preserved,  OT  iw^^^  Sometimes  this  process  is  hastened 

ammoma  and  nitric  acid  being  tooa  lor  P^^  ^  •     ■   ■   ^  ^vatering, 

by  mixing  up  the  ^lan^^re     J^^^^^^^^^^  j/,;,,^  countries 

by  this  means  ^^^^  "^^jf  ^' ^  SSs.  anc?  imitated  even  in  temperate  regions 
upon  the  materials  of  Pi^J^^s  and  animais,  ^^^^  carbonaceous 

^th  success.  °  K  onlj  'Uuable  when  saltpetre  is  to  be 

substances,  and  leaves  less  for  the  lana.    xl  j 
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,     J         ^^fri.l  mif-f-OT  raT)idlv.  and  oxidise  sulplmrotted  hydrogen,  and 
destroy  the  odour  of  P^^rid  mat  ei  r^ijly.  a  ^^staijces  having  offensive 

^^ttdrKdisinfec^^^^^ 

gives  most  satisfactory  results,    ^he  quantities  ueatea  c  ^ 

Nitric  acid  is  another  agent  of  destruction  or  oxidation,  although  it  has  quaiitiea 
.vhlch  migh  cause  it  to  be  ranked  amongst  those  which  prevent  the  decomposition  b; 
rnterinrhrto  new  combinations.  But  properly  speaking,  it  is  not  -^nc  acid  wh^^^^^^^ 
Z  disilifectant  of  Carmichael  Smyth,  but  nitric  oxide,  which  is  a  ^^l^J 
and  most  rapidly  destroys  organic  matter.  For  very  bad  cases,  in  which  gaBeouB 
?utigation  is  applicable:  nothing  can  be  more  rapid  and  effective  in  its  action  ^ban 
this  Ls.  Care  must  be  taken  that  there  is  no  one  present  to  breathe  it  as  it  has  a 
powerful  action  on  the  lungs,  killing  without  due  warmng  and  care  must  be  taken  that 
metalHc  surfaces  which  are  to  be  preserved  clean,  be  well  covered  with  a  coating  of 
varnish.  This  was  used  with  great  effect  in  ships  and  hospitals  for  ?°^e  J^^rs  ^/Si?' 
ning  with  1780,  and  so  much  good  did  it  do,  that  the  Parliament  m  1802  voted  Dr. 
C  Smyth  a  pension  for  it.  Guyton-Morveau  was  vexed  at  this,  and  wrote  an  interest- 
ing volume  concerning  his  mode  of  fumigating  by  acids ;  but  in  reality  acids  alone 
art  insuflacient,  and  his  favourite  muriatic  acid  has  no  such  effect  as  nitrous  fumes, 
which  so  readily  part  with  theu^  oxygen.  On  the  whole,  nitrous  fumes  are  too  danger- 

ous  for  general  use.  ,.  i    „  n„j  „« 

Chlorine  is  another  destructive  agent,  and  its  pecuhar  action  may  be  called  an 
oxidation.  When  used  as  a  gas.  it  has  a  great  power  of  penetration,  like  nitrous  fumes, 
and  stops  all  putrefaction.    It  has  a  more  actively  destructive  power  than  oxygen 
alone,  even  when  its  action  is  that  of  oxidation  only.    It  decomposes  compounds  of 
ammonia  and  organic  substances  containing  nitrogen  into  water  and  nitrogen,  and  as 
putrefactive  matter  is  united  with,  or  composed  partly  of  nitrogen,  it  destroys  the  very 
germ  of  the  evil.    By  the  same  power  it  destroys  the  most  expensive  part  of  amaniu'e, 
the  ammonia.  It  cannot  therefore  be  used  where  the  offensive  matter  is  to  be  retained 
for  manure.    When  chlorine  is  united  with  lime  or  soda,  it  may  be  used  either  as  a 
solution  or  a  powder.    This  latter  acts  as  the  gaseous  chlorine,  but  the  power  of 
destroying  ammonia  is  greater.    As  a  liquid,  it  acts  too  rapidly ;  as  a  solid,  the 
chloride  of  lime  soon  attracts  moisture  and  soon  loses  its  power.    Some  people  use 
the  chloride  of  lime  as  a  source  of  chlorine ;  they  pour  sulphuric  acid  on  it,  and  so 
cause  it  to  give  out  chlorine,  which  escapes  as  a  gas,  and  acts  as  aforesaid.  Too  much 
is  given  out  at  first,  too  little  at  last.    It  is  said  to  have  increased  the  lung  diseases 
at  hospitals,  where  it  was  much  used  in  Paris.    When  only  a  minute  quantity  of  gas  is 
given  out,  as  at  bleach  works,  it  certainly  causes  a  peculiar  freshness  of  feeling,  and 
the  appearance  of  the  people  is  much  in  its  favour,  nor  has  it  ever  there  been  known 
to  affect  the  lungs.    Por  violent  action,  in  cases  of  great  impurity,  it  is  a  great  dis- 
infectant, and  to  be  preferred  to  nitrous  fumes,  probably  causing  a  less  powerful  action 
on  the  lungs  :  at  least,  it  gives  good  warning.  Mixed  with  alum,  without  ammonia,  it 
gives  off  chlorine  slowly.    Eau  dejavclle  is  a  chloride  of  potash  used  in  Paris.  Mr. 
Daniel  Stone  uses  muriatic  acid  with  a  small  crystal  of  chlorate  of  potash  to  give  out 
a  slight  chlorine  vapour  slowly. 

Sometimes  oxygen,  or  at  least  air,  is  used  alone,  to  remove  both  colour  and  smell, 
oils  having  it  pumped  into  them.  Sometimes  acids  alone  are  used  for  disinfection. 
As  putrid  compounds  contain  ammonia  or  organic  bases,  they  may  bo  removed,  or  at 
least  they  may  be  retained  in  combination,  and  in  this  way  restrained  from  further 
evaporation.  This  seems  to  be  the  way  in  which  muriatic  acid  acts,  and  all  other 
merely  acid  agents.  This  acid,  so  much  valued  at  one  time,  is  now  entirely  disused, 
as  it  ought  to  bo,  because  it  is  exceedingly  disagreeable  to  breathe,  and  destructive  of 
nearly  all  useful  substances  which  it  touches,  being  at  the  same  time  a  very  indirect 
disinfectant.  Acids  poured  on  putrid  matters,  no  doubt  destroy  the  true  putrefaction, 
but  thoy  cause  the  evolution  of  gases  exceedingly  nauseous,  and  of  course  unwholesome, 
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This  evolution  does  not  last  long,  but  long  enough  to  make  them  useless  as  disinfect- 
ants when  usod  so  strong.  Vinegar  is  the  Lost  of  the  purely  acid  disinfectants  ;  wood 
vinegar  the  best  of  the  ^^negars,  because  it  unites  to  the  acidity  a  little  creosote. 
Vinegar  is  a  very  old  and  well-established  agent ;  it  has  been  used  in  the  case  of  the 
plague  and  various  pestilences  from  time  immemorial.  It  is  used  to  preserve  eatibles 
of  various  kinds.  For  fumigation  no  acid  vapour  used  is  pleasant  except  vinegar,  and 
in  crises  where  the  impurity  is  not  of  the  most  violent  kind,  it  may  be  UKed  with  great 
advantage,  l^von  this,  however,  acts  on  some  bright  surfaces,  a  disadvantage  attending 
most  fumigations. 

Sulphurous  acid,  or  the  fumes  of  burning  sulphur,  may  be  treated  under  this  head, 
although  in  reality  it  does  not  act  as  a  mere  acid  combining  with  a  base  and  doing  no 
more.  It  certainly  unites  with  bases  so  that  it  has  the  advantage  of  an  acid,  but  it 
also  decomposes  by  precipitating  its  sulphur,  as  when  it  meets  sulphuretted  hydrogen. 
It  therefore  acts  as  an  oxidiser  in  some  cases,  but  it  is  generally  believed,  from  its 
desire  to  obtain  oxygen,  that  it  acts  by  being  oxidised,  thus  showing  the  peculiar 
characteristics  of  a  deoxidiser.  "We  can  certainly  believe  that  bodies  may  be  disin- 
fected both  by  oxidation  and  deoxidation.  The  solutions  of  sulphurous  acid  act  as  a 
restraint  on  oxidation,  and  preserve  like  vinegar.  Its  compounds  with  bases,  such 
as  its  salts  of  soda,  potash,  &c.,  preserve  also  like  vinegar,  saltpetre,  &c. ;  probably 
from  their  affinity  for  oxygen,  taking  what  comes  into  the  liquid  before  the  organic 
matter  can  obtain  it.  But  it  is  not  probable  that  this  rivalry  exists  to  a  great  extent; 
the  presence  of  the  sulphurous  acid  in  all  probability  puts  some  of  the  particles  of  oxy- 
gen in  the  organic  matter  in  a  state  of  tension  or  inclination  to  combine  with  it,  so 
that  the  tension  of  the  particles  which  are  inclined  to  combine  with  the  oxygen  of  the 
air  is  removed. 

Sulphm'  fumes  are  amongst  the  most  ancient  disinfectants  held  sacred  in  early  times 
from  their  wonderful  efficacy,  and  still  surpassed  by  none.  With  sulphur  the  shepherd 
purified  or  disinfected  his  flocks,  and  with  sulphur  Ulysses  disinfected  the  suitors  which 
he  had  slain  in  his  house.  No  acid  fumigation  is  less  injurious  generally,  vinegar  ex- 
cepted, to  the  lungs  or  furniture,  and  its  great  efficiency  marks  it  out  as  the  most  desirable, 
although  much  laid  aside  in  modern  times.  The  amount  arising  from  burning  coal 
must  have  a  great  effect  in  disinfecting  the  putrid  air  of  our  streets,  and  rendering 
coal-burning  towns  in  some  respects  less  unpleasant ;  this  is  one  of  the  advantages 
which  that  substance  brings  along  with  it,  besides,  it  must  be  confessed,  greater  evils. 
It  is  curious  that  this  compound  of  sulphur  should  be  one  of  the  most  efficient  agents 
in  destroying  sulphuretted  hydrogen,  another  compound  of  sulphur.  Sulphurous  acid 
prevents  decomposition,  and  also  preserves  the  valuable  principle  of  a  manure,  so  that 
it  belongs  partly  to  the  class  of  disinfectants,  and  partly  to  antiseptics.  _ 

The  peculiar  actions  of  sulphites  and  carbolic  acid  have  been  united  in  that  called 
'  Mc  Dougall's  Disinfecting  Powder ' ;  where  it  is  desirable  not  to  use  liquids,  tliese  two 
have  been  united  into  a  powder,  which  assists  also  in  removing  moisture,  as  water  is 
often  a  great  cause  of  discomfort  and  disease  in  stables  and  cowhouses.  "When  they 
are  used  in  this  manner  the  acids  are  united  with  lime  and  magnesia.  The  cattle  are, 
it  is  said,  freed  from  a  great  amount  of  illness,  not  only  because  the  air  of  the  stable 
is  purified,  but  that  it  is  dried  at  the  same  time.  It  does  not  seem  well  to  use  excess  of 
water  in  our  climate,  and  it  is  then  that  a  disinfecting  powder  becomes  so  valuable,  and 
where  our  towns  are  so  badly  supplied  with  water-closets  that  disinfectants  are  wanted 
for  the  middens. 

It  has  been  proposed  to  disinfect  sewers,  as  well  as  sewage,  by  the  same  substances  ; 
not,  however,  in  the  state  of  a  powder.  The  acids  are  applied  to  the  sewage  water 
in  the  sewers  themselves,  and  so  cause  the  impure  water  to  pass  disinfected  tlirough 
the  town  ;  by  this  means  the  towns  and  sewers  are  to  be  piu-ificd  together.  Besides 
the  above-mentioned  powder,  there  are  Calvert's  disinfecting  powder  containing  car- 
bolic acid,  and  Mudie's  disinfecting  powder  with  metallic  salts.  . 

Lime  is  used  for  precipitating  sewage  water,  and  acts  as  a  disinfectant  as  tar  as  the 
removal  the  precipitate  extends,  and  also  by  absorbing  sulphuretted  hycbogen, 
which,  however,  it  allows  again  to  pass  off  gradually.  The  other  substances  proposed 
for  sewers  have  chiefly  relation  to  the  precipitation,  and  do  not  so  readily  come  under 
this  article.  Charcoal  has  been  mentioned.  Alum  has  been  proposed,  and  it  certainly 
does  act  as  a  disinfectant  and  precipitant.  None  of  these  substances  have  been  tried 
on  a  great  scale,  excepting  lime,  and  carbolic  acid  or  tar  products,  the  first  at  Leicester. 

the  second  at  Carlisle.  ,  p  •  „  j„  i 

Absence  of  air  is  an  antiseptic  of  great  value.  The  process  of  preserving  meat 
called  Appert's  process,  is  by  putting  it  in  tin  vessels  with  water,  boihng  off  a  good 
de  1  of  steam,  to  drive  out  the  air,  and  then  closing  the  .aper  ure.with  solder. 
Sdiroeder  and  De  Dusch  prevented  putrefaction  for  months  by  allowing  no  air  to 
approach  the  meat  without  passing  through  cotton;  so  also  veils  are  found  to  bo  a 
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OTotection  against  some  miasmas.  Salts,  or  compounds  of  acids  ^th  bases,  are 
Sluablo  antiseptics ;  some  of  them  arc  also  disinlectants,  that  is,  they  remove  the 
Site  of  putrefaction  after  it  has  begun.  An  antiseptic  prevents  it,  but  does  not  ne- 
cessarily remove  it.  Common  salt  is  well  known  as  a  preserver  of  flesh ;  nitrate 
potash,  or  saltpetre,  is  a  still  more  powerful  one.  Some  of  _  these  _  salts  act  by 
removing  the  water.  Meat,  treated  Avith  these  salts,  gives  out  its  moisture,  and  a 
strono-  solution  of  brine  is  formed.  Chloride  of  calcium  prevents,  to  some  extent,  the 
putrefaction  of  wood.  Alum,  or  the  sulphate  of  alumina,  is  not  a  very  eflacient  pre- 
server •  but  chloride  of  aluminium  seems  to  have  been  found  more  valuable,  it  is 
sometimes  injected  into  animals  by  the  carotid  artery  and  jugular  vein.  Meat,  usually 
keeps  a  fortnight :  if  well  packed,  cleaned,  and  washed  with  a  solution  of  chloride  ot 
aluminium,  it  will  keep  three  months.    This  salt  is  sold  as  chlorakm. 

But  in  reality  the  salts  of  the  heavier  metals  are  of  more  activity  as  disinfectants. 
It  has  been  supposed  that  their  efficiency  arose  from  their  inclination  to  unite  with 
sulphur  and  phosphorus,  and  there  is  no  doubt  that  this  is  one  of  their  valuable 
properties,  by  which  they  are  capable  of  removing  a  large  portion  of  the  impure  smell 
of  bodies  ;  but  they  have  also  an  inclination  to  combine  with  organic  substances,  and 
by  this  means  they  prevent  them  from  undergoing  the  changes  to  which  they  are  most 
prone.  The  actual  relative  value  of  solutions  it  is  not  easy  to  tell.  Most  experiments 
have  been  made  on  solutions  not  sufficiently  definite  in  quantity.  Salts  of  mercury 
have  been  found  highly  antiseptic.  Such  a  salt  is  used  for  preserving  wood ;  the 
process  is  known  as'that  of  Kyan's,  or  kyanising.  A  solution  of  corrosive  sublimate, 
containing  about  IJ  per  cent,  of  the  salt,  is  pressed  into  the  wood  either  by  a  forcing 
pump  or  by  means  of  a  vacuum.  The  albumen  is  the  substance  most  apt  to  go  into 
putrefaction,  and  when  in  that  condition  it  conveys  the  action  to  the  wood.  It  is  no 
doubt  by  its  action  on  the  albumen  that  the  mercury  chiefly  acts.  _  Thin  pieces^  of 
pine  wood,  saturated  for  four  weeks  in  a  solution  of  1  to  25  water,  with  the  following 
salts,  were  found,  after  two  years,  to  be  preserved  in  this  order : —  1.  Wood  alone, 
brown  and  crumbling,  2.  Alum,  like  No.  1.  3.  Sulphate  of  manganese,  like  1.  4. 
Chloride  of  zinc,  like  1.  5.  Nitrate  of  lead,  somewhat  firmer.  6.  Sulphate  of  copper, 
less  brown,  firm.  7.  Corrosive  sublimate,  reddish  yellow  and  still  firmer.  _  In  an 
experiment,  in  which  linen  was  buried  with  similar  salts,  the  linen  was  quite  con- 
sumed, even  the  specimen  with  corrosive  sublimate.  Other  experiments  showed  salts 
of  copper  and  mercury  to  protect  best. —  Gmelin. 

Nevertheless,  all  these  metallic  salts  are  found  true  preservers  under  other  condi- 
tions. Chloride  of  manganese,  a  substance  frequently  thrown  away,  may  be  used,  as 
Gay-Lussac  and  Mr.  Young  have  shown,  with  great  advantage,  and  Mr.  Boucherie  has 
shown  the  value  of  the  acetate  of  iron.  Mr.  Boucherie's  process  is  very  peculiar. 
He  feeds  the  tree,  when  living,  with  the  acetate  of  iron,  by  pouring  it  into  a  trough 
dug  around  the  root.  The  tree,  when  cut  down,  has  its  pores  filled  with  the  salt,  and 
the  albumen  in  the  sap  is  prevented  from  decomposing.  For  preservation  of  vegetable 
and  animal  substances,  see  Putrefaction,  Pbbvention  of. 

The  chloride  of  zinc  of  Sir  William  Burnett  is  also  a  valuable  disinfectant,  and  has 
more  power  than  it  would  seem  to  possess  from  the  experiments  quoted  above. 
Wood,  cords,  and  canvas  have  been  preserved  by  it  under  water  for  many  years.  It 
has  the  advantage  also  of  being  so  soluble  as  to  take  up  less  room  than  most  other 
salts,  although  liquids  generally  are  inconvenient  as  disinfectants  in  many  places. 

Nitrate  of  lead  is  a  disinfectant  of  a  similar  kind ;  it  lays  hold  of  sulphur  and 
organic  compounds.  All  these  metals  are  too  expensive  for  general  use,  and  can  only 
be  applied  to  the  preservation  of  valuable  materials.  Even  iron  is  expensive  as  a 
disinfectant  for  materials  to  be  thrown  on  the  fields  as  manure.  All  are  apt  to  be 
very  acid,  a  state  to  be  avoided  in  a  disinfectant,  unless  when  it  is  applied  to  sub- 
stances in  a  very  dilute  state,  or  in  an  active  putrid  state,  and  giving  out  ammonia. — • 
li.A.S.   See  Dr.  Angus  Smith's  Tables,  pp.  45  to  47. 

This  subject  is  further  developed  by  the  writer  in  his  report  to  the  Cattle  Plague 
Commission,  1866  ;  and  in  '  Disinfectants:'  Edmondston  and  Douglas,  1869. 

The  importance  of  this  subject  appears  to  give  considerable  prominence  to  the 
report  made  to  Her  Majesty's  Commissioners  on  the  Cattle  Plague  by  Mr.  AVm. 
Crookcs,  F.E.S.  We  therefore  select  the  more  important  portions.  Eeferring  espe- 
cially to  the  Cattle  Plague,  Mr.  Crookes  says:— 

_ '  The  specific  disease-producing  particles  must,  moreover,  bo  organised,  and  possess 
vitality ;  they  must  partake  of  the  nature  of  virus  rather  than  of  j^oison}  No  poison 
yet  known  to  chemists  can  approach,  even  in  a  faint  degree,  the  tremendous  energy 
of  the  active  agent  of  infectious  diseases.  A  poison  may  bo  organic,  but  it  is  not 
organised.    It  may  kill  with  far  greater  rapidity  than  the  virus  of  infection,  but, 

ftn.i  T,^^.]^*?'^^!'"!'''"  "'"^  ^'^^  generally  regarded  m  synonymous.  It  would  be  more  convenient, 
»ni  womu  tend  to  promote  accuracy  of  thought,  wero  the  distinction  here  mode  generally  adopted. 
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unliko  this  virus,  it  cannot  multiply  itself  in  the  animal  economy  to  such  an  extent  as 
to  endow  within  a  few  hours  every  portion  of  its  juices  with  the  power  of  producing 
similar  results.  A  virus,  on  the  contrary,  renders  the  liquids  of  an  infected  animal 
as  virulent  as  the  original  germ.  Strychnine  may  be  regarded  as  the  type  of  a  poison, 
and  vaccine  matter  as  the  typo  of  a  virus. 

'  Many  considerations  tend  to  show  that  the  virus  of  cattle  plague  is  a  body  similar 
to  vaccine  lymph,  and  consists  of  germinal  matter,  or  living  cells,  possessing  physio- . 
logical  individuality,  which,  if  not  exposed  to  extremes  of  heat,  cold,  or  dryness,  are 
capable  of  preserving  their  activity  for  a  certain  time  outside  the  living  organism,  of 
adhering  to  material  objects,  and  of  being  carried  from  one  place  to  another  by  cur- 
rents of  air  ;  each,  when  introduced  into  the  blood,  requires  a  certain  time  (known  as 
the  period  of  incubation)  during  which  the  septic  germs  developo  and  multiply,  until 
they  have  so  far  poisoned  the  blood  that  the  ordinary  symptoms  of  disease  become 
manifest. 

'  The  blood  poisoning  thus  set  up  may  legitimately  be  called  "fermentation  ";  it  is  a 
decomposition  caused  by  the  act  of  nutrition  of  the  liinng  cell,  whereby  it  reproduces 
in  incalculable  numbers  the  specific  septic  germs  whicla  have  given  it  birth.  These 
gradually  infest  the  blood  and  other  animal  Squids,  and  as  the  disease  progresses  are 
discharged  from  the  skin,  throat,  glands,  &c. ;  the  breath,  perspiration,  and  excreta 
of  the  animals  forming  vehicles  for  the  distribution  of  the  virus.  By  "living"  cells, 
is  not  meant  living,  in  the  sense  in  which  an  animal,  or  even  a  low  form  of  infusoria, 
lives ;  but  living  as  a  seed,  or  as  vaccine  matter,  even  when  dried,  may  be  living, 
inasmuch  as  it  still  possesses  reproductive  vitality. 

'  It  is  by  no  means  certain  that  the  multiplication  of  these  indi^ndual  ceUs  is  the 
immediate  cause  of  the  blood  poisoning.  The  analogy  of  the  action  of  virus  on  the 
blood,  to  that  of  yeast  on  sugar,  renders  it  more  probable  that  this  is  not  the  fact. 
In  the  case  of  the  best-known  ferment — yeast — its  cells  multiply  by  feeding  upon  the 
sugar  in  the  liqiud  ;  alcohol  and  carbonic  acid  being  their  excretions.  It  is  therefore 
probable  that  during  the  multiplication  of  the  virus  cells,  they,  in  a  similar  manner, 
impoverish  and  weaken  the  blood,  by  feeding  upon  some  element  in  it,  whilst  at  the 
same  time  they  excrete  a  poison  to  which  the  symptoms  of  the  disease  may  be  imme- 
diately due.' 

Passing  over  that  portion  of  the  report  which  deals  with  the  usual  disinfectants 
which  have  been  already  dealt  with  by  Dr.  Angus  Smith,  the  passages,  which  espe- 
cially relate  to  the  Tar  acids  are  selected  on  account  of  the  value  of  the  experimental 
evidence  they  give. 

'  The  Tar  Acids  {Carbolic  and  Cresylic  Acids).— ThesQ  two  bodies  are  so  commonly 
Imown  under  the  name  of  acids,  that  I  shall  continue  so  to  designate  them,  although 
by  chemists  they  are  more  generally  classed  with  the  alcohols.  They  hare  great 
similarity,  and  only  within  the  last  few  months  have  they  been  motwith  separately  in 
commerce,  having  hitherto  been  both  called  carbolic  acid.  Creosote,  {npias  aciCtiv,  to 
preserve  flesh),  prepared  from  coal-tar,  one  of  the  most  powerful  antiseptics  known, 
was  thought  to  be  impure  carbolic  acid,  until  1854,  when  Professor  Williamson  and 
Mr.  Pairlie,  in  an  investigation  of  it,  discovered  that  it  was  a  mixture  of  carbolic  and 
cresylic  acids.  It  was  then  taken  for  granted  that  Eeichenbach's  creosote,  from  wood- 
tar,  had  a  similar  composition,  until  Hlasiwetz,  in  1858,  showed  that  this  creosote  was 
a  different  body  from  carbolic  or  cresylic  acids.  PinaUy,  Dr.  Hugo  Miiller,  in  186-i, 
discovered  that  true  creosote,  and  its  analogue  guaiacol,  belonged  to  a  different  class 
of  bodies,  and  consisted  of  methyl-oxy-phenic  and  methyl-oxy-cresylic  acids.  No  ex- 
periments on  the  large  scale  have  yet  been  tried  with  true  creosote,  as  I  have  only 
been  aware  within  the  last  few  weeks  that  this  compound  could  be  obtained  in 

^"^Pura  carbolic  acid  is  a  white  crystalline  solid,  melting  at  3-1°  C,  and  distilling  at 
180°  C.  :  a  trace  of  water  or  oily  impurity  renders  it  liquid,  and  for  disinfecting  pur- 
poses it  is  always  supplied  in  this  form,  to  avoid  the  extra  expense  and  trouble  needed 
for  the  separation  of  the  last  traces  of  impm-ity;  cresylic  acid  is  liquid  it  bmls  at 
203°  C,  and  closely  resembles  carbolic  acid  in  odour  and  other  properties.  Before 
the  commencement  of  these  inquiries  it  was  thought  to  be  of  little  or  no  value  as  a 
disinfectant,  but  Dr.  Angus  Smith  has  lately  shown  that  it  rivals,  if  it  does  not  sur- 
pass, carbolic  acid  in  antiseptic  properties.  Por  the  present  purpose  of  cattle-plague 
disinfection  it  is  immaterial  which  acid  is  used,  and  to  avoid  unnecessary  repetition  I 
shall  use  the  term  "  carbplic  acid  "  to  express  either  acid,  or  the  commercial  mixture  of 

^^^Prom^time  immemorial  carboUc  acid,  creosote,  or  bodi_es  containing  them,  have  been 
used  as  antiseptics.  Passages  in  Pliny,  read  by  the  light  of  chemical  scicnc^,  s_liow 
that  the  Egyptians  used  for  embabning  their  mummies  a  compound  made  from  piteh. 
Which  must  have  contained  large  quantities  of  creosote.    Carbolic  acid  is  the  active 
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ft<rcntinfar  'nrhich,  either  in  its  ordinary  stato  or  burnt  as  a  fumigator,  has  always 
hold  hiffh  rank  amongst  disinfectants.  Pitch  and  tar  wero  the  most  popular  medi- 
cines in  use  against  the  cattle  plague  when  it  visited  this  island  m  the  last  century  ; 
the  animals  being  preserved  against  contagion  by  having  their  noses  and  jaws  rubbed 
with  tar  whilst  the  cowhouses  were  disinfected  by  burning  pitch  and  tar  in  them  (in 
which  process  a  certain  quantity  of  the  vapours  of  carbolic  acid  would  escape  combus- 
tion). The  almost  universal  custom  of  burning  gum  resins  and  odoriferous  woods _  in 
connection  with  religious  ceremonies  may  have  originally  arisen  from  the  disinfecting 
powers  of  the  creosote  m  the  smoke.  The  well-known  efficacy  of  smoke  m  preserving 
meat  is  entirely  due  to  the  presence  in  it  of  this  agent.  ' 

'  Pitch  oil,  oil  of  tar,  and  similar  products  owe  their  value  entirely  to  carbolic  acid. 
This  body  may,  in  fact,  be  called  the  active  principle  of  tar,  just  as  quinine  is 
the  active  principle  of  bark,  or  morphia  of  opium,  and  it  has  the  great  advantage  of 
being  easily  prepared  in  any  country  where  coal  or  wood  can  be  obtained.' 

Mter  describing  some  experiments  with  sulphurous  acid,  Mr.  Crookes  proceeds  to 
describe  some  made  by  himself  with  carbolic  acid  : — 

♦  A  piece  of  fresh  meat  was  soaked  in  a  one-per-cent.  aqueous  solution  of  carbolic  acid 
for  one  hour;  it  was  then  wrapped  in  paper  and  hung  up  in  a  sitting-room  in  which 
there  was  a  fire  almost  daily ;  at  the  end  of  ten  weeks  it  was  examined.  It  had  dried 
up  to  about  one-fourth  of  its  original  size,  but  looked  and  smelt  perfectly  good  and 
fresh,  a  very  faint  odour  of  carbolic  acid  being  all  that  was  perceptible.  It  was  soaked 
for  twenty-four  hours  in  water,  and  then  stewed  with  appropriate  condiments  and 
eaten ;  it  was  perfectly  sweet,  and  scarcely  distinguishable  from  fresh  meat,  except  by 
possessing  a  very  faint  flavour  of  carbolic  acid,  not  strong  enough  to  be  unpleasant. 

'  Animal  membranes  in  the  forms  of  gut,  skin,  and  bladder,  were  perfectly  preserved 
if  immersed  direct  in  aqueous  solution  containing  1  per  cent,  of  carbolic  acid ;  but  if 
previously  moistened  with  water,  and  then  immersed  in  dilute  carbolic  acid,  the 
preservation  of  the  skins  was  not  so  complete. 

'  Animal  size  and  glue,  mixed,  in  the  form  of  solution,  with  small  quantities  of  car- 
bolic acid,  were  perfectly  preserved  from  change  even  in  hot  weather. 

'  These  are  important  experiments.  They  point  out  in  a  striking  manner  the  differ- 
ence between  mere  deodorisers  and  antiseptics.  Hitherto  attention  has  been  almost 
entirely  confined  to  the  deodorisation  of  gases  arising  from  putrescence.  The  effect 
has  been  combated,  whilst  the  removal  of  the  cause  has  received  scarcely  any  attention. 
Chloride  of  lime,  one  of  the  strongest  of  the  class  of  deodorisers,  acts,  as  has  been 
shown,  only  on  the  gases  of  existing  putrefaction,  but  it  has  no  influence  over  the 
future.  Carbolic  acid,  on  the  other  hand,  has  scarcely  any  action  on  the  foetid  gases  ; 
but  it  attacks  the  cause  which  prodiices  them,  and,  at  the  same  time,  puts  the  organic 
matter  in  such  a  state  that  it  never  re-acquires  its  tendency  to  putrefy. 

'  It  became  now  a  matter  of  considerable  interest  to  ascertain  in  what  way  carbolic 
acid  acted  in  arresting  decomposition,  and  the  following  experiments  were  made,  with 
the  object  of  clearing  up  this  point : — 

'  Albumen  was  mixed  with  four  times  its  bulk  of  water,  and  a  one-per-cent.  solution 
of  pure  carbolic  acid  was  added  to  it.  No  change  took  place  for  the  first  few  minutes, 
but  after  a  little  time  a  white  cloudiness  was  formed,  which  gradually  collected  to- 
gether into  a  coagulum.  On  separating  this,  and  exposing  it  freely  to  the  air,  it 
entirely  resisted  putrefactive  decomposition.  The  solution  strained  from  the  coagulum 
still  contained  carbolic  acid  and  uncoagulated  albumen. 

'  The  same  experiment  was  repeated  with  pure  cresylic  acid.  This  acid  had  still 
less  af&nity  for  albumen,  the  mixed  solutions  remaining  clear  for  nearly  half-an  hour. 

'It  is  evident,  therefore,  that  the  tar  acids  do  not  owe  their  special  action  to  their 
coagulating  powers  on  albumen,  for  the  last  two  experiments  show,  contrary  to  the 
generally  received  opinion,  that  their  affinity  for  this  body  is  but  slight. 

'  A  few  drops  of  carbolic  acid,  added  to  half  a  pint  of  sugar  syrup,  and  yeast  in  full 
action,  immediately  put  a  stop  to  the  fermentation. 

Fresh  brewers'  yeast  was  washed  with  a  solution  of  one  per  cent,  of  carbolic  acid, 
and  then  with  water.  Its  power  of  inducing  fermentation  in  a  solution  of  sugar  was 
entirely  destroyed,  although  no  perceptible  change  in  the  appearance  of  the  yeast-cells 
could  bo  detected  under  the  microscope.  This  experiment  was  repeated  several  times, 
and  always  with  the  same  result,  although  when  the  yeast  was  simply  washed  in  water 
it  readily  induced  fermentation. 

'  The  odour  of  carbolic  acid  adhered  most  pertinaciously  to  the  yeast,  and  by  no 
ordinary  amount  of  washing  and  exposure  to  the  air  could  it  bo  removed. 
_  '  Strychnine  was  added  to  a  mixture  of  yeast  and  sugar  solution  in  full  fermenta- 
tion. No  visible  effect  was  produced,  the  evolution  of  carbonic  acid  continuing  as  brisk 
as  before. 

'  The  above  experiments,  some  of  which  were  performed  by  my  friend  Mr,  Spillor, 
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prove  conclusively  that  carbolic  acid  has  a  special  action  on  tho  fermentation-  induced 
by  organised  matter  ;  it  not  only  arrests  it  insUntly  when  in  progress,  but  it  prevents 
tho  development  of  future  fermentation. 

'  Tlio  action  of  tiie  tar  acids  was  now  examined  on  certain  chemical  bodies,  which 
are  supposed  to  act  by  fermentation,  in  order  to  see  if  they  were  influenced  in  the  same 
manner. 

'  A  solution  of  diastase  (infusion  of  malt)  was  mixed  with  thick  starch  paste,  and  a 
one-per-cent.  solution  of  carbolic  acid.  On  gently  heating  for  a  sliort  time,  the  starch 
was  converted  into  dextrine,  as  completely  as  if  no  carbolic  acid  had  been  present. 

'  Amygdalin  was  mixed  with  synaptase  (emulsion  of  sweet  almonds)  in  the  presence 
of  carbolic  acid.  The  formation  of  the  essential  oil  took  place  with  apparently  the 
same  readiness  as  if  carbolic  acid  had  been  absent.' 

'  The  foregoing  results  show  that  carbolic  acid  has  no  action  on  purely  chemical 
fernicnts.  These  consist  of  definite  nitrogenous  compounds  acting  simply  by  chemical 
affinity,  and  therefore  ought  not  to  be  classed  with  true  ferments,  which  are  living 
bodies.  It  therefore  appears  that  carbolic  acid  acts  by  attacking  vitality  in  some 
mysterious  way,  and  where  an  ejBfect  is  merely  due  to  so-called  catalytic  force,  it  exerts 
no  interfering  action. 

'  The  action  of  carbolic  acid  on  vitality  was  then  tested  in  other  ways : — 

'  Cheese  mites  were  immersed  in  water,  wher«  they  lived  for  several  hours.  A  few 
drops  of  a  solution  of  carbolic  acid  containing  one  per  cent,  added  to  the  liquid,  killed 
them  instantly. 

'  An  aqueous  solution  of  carbolic  acid  was  added  to  water  in  which  a  small  fish  was 
swimming.    It  proved  fatal  in  a  few  minutes. 

'  A  very  minute  quantity  of  a  weak  solution  of  carbolic  acid  was  added,  under  the 
microscope,  to  water  containing  various  infusoria,  such  as  bacteria,  vibrios,  spirilla, 
amoebsea,  monads,  euglensea,  paramecia,  rotifera,  and  vorticellse.  The  acid  proved 
instantly  fatal,  arresting  the  movements  of  the  animalcules  at  once. 

'  These  animalcules  are  the  almost  invariable  accompaniments  of  putrefactive  fer- 
mentation. The  above  experiment  has  been  tried  with  putrid  blood,  sour  paste,  and 
decayed  cheese,  and  in  every  instance  the  destruction  of  vitality  and  the  arrest  of 
putrefaction  has  been  simultaneous. 

'  Caterpillars,  beetles,  crickets,  fleas,  moths,  and  gnats  were  covered  with  a  glass, 
the  inside  of  which  was  smeared  with  carbolic  acid.  The  vapour  proved  quickly 
fatal.  It  allays  the  pain  caused  by  the  stings  of  bees,  wasps,  hornets,  and  gnats,  if 
applied  pure,  or  in  strong  solution,  to  the  wounded  part. 

'  I  find  it  recorded  by  Dr.  Lemaire  and  other  observers  that  carbolic  acid  vapour 
will  also  kill  flies,  ants  and  their  eggs,  lice,  bugs,  tics,  acari,  mosquitoes,  aphides, 
butterflies,  earwigs,  wood-lice,  cockchafers,  centipedes,  and  other  insects  of  this  size  ; 
its  vapour,  however,  does  not  appear  to  be  strong  enough  to  act  injuriously  on  animals 
larger  than  mice.  When  such  animals  are  killed  with  it,  their  bodies  di^  up  in  the 
air,  and  resist  putrefaction  for  some  time. 

'  From  the  intense  aversion  shown  by  all  insects  to  the  odour  of  carbolic  acid,  it  is 
probable  that  the  plentiful  use  of  this  agent  would  effectually  preserve  cattle  from 
those  terrible  scourges  met  with  in  certain  parts  of  Africa,  the  zimb  and  tsetse-fly. 
The  effects  following  the  bite  of  the  latter  have  been  described  to  me  as  being  almost 
identical  with  the  symptoms  of  cattle  plague. 

'M.  Lucien  Biard,  in  speaking  of  the  invasions  of  the  large  ants  of  Mexico,  says 
that  when  one  of  their  battalions  threatens  his  house,  he  sprinkles  a  little  carbolic  acid 
in  front  of  it.    The  army  immediatety  makes  a  detour  to  avoid  the  obstacle. 

'  Wlien  an  animal  is  killed  by  the  injection  of  a  saturated  aqueous  solution  of  car- 
bolic acid  into  its  veins,  circulation  is  instantly  arrested,  the  blood  is  not  coagulated, 
and  no  alteration,  either  in  the  shape  or  the  appearance  of  the  globules,  is  detected 
under  the  microscope.  The  only  apparent  change  consists  in  the  immobility  of  tlie 
globules. 

'  In  the  '  Annales  do  Chemie  et  de  Physique '  for  October  1865,  there  is  a  letter  from 
M.  B^champ  to  M.  Dumas,  in  which  it  is  said  that  creosote  appears  to  be  tlie 
agent  which  most  strongly  opposes  the  development  of  organic  ferments,  but  that  it 
docs  not  interfere  with  the  living  ferments  or  animacules  when  they  are  once 
developed.  This  assertion  is  in  direct  opposition  to  all  my  experiments,  about 
the  accuracy  of  which  I  have  no  doubt  whatever,  having  submitted  them  to  repeated 
tests.  The  powerful  action  which  carbolic  acid  exerts  on  tlie  phenomena  of  life  is  tlio 
most  remarkable  property  which  it  possesses.  It  may  be  looked  upon  as  the  test  proper 
for  cUstinguishing  vital  from  purely  physical  phenomena,  and  in  most  cases  its  action 
is  characterised  by  the  certainty  and  definiteness  of  a  chemical  re-agent,    in  tlie 

>  These  last  two  experiments  are  confirmatory  of  a  statement  In  Dr.  Lemaire's  work, « Sar  I'Acide 
phd-nique.' 
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presence  of  carbolic  acid  the  development  of  embryotic  life  is  impossible,  and  before  its 
powerful  influence  all  minute  forms  of  animal  life  must  inevitably  perish. 

'  It  may  be  considered  as  defiuitoly  proved  that  the  vapour  of  carbolic  acid,  in  the 
atmosphere,  exerts  a  special  selective  power  On  all  minute  organisms  possessing  life. 
If  the  contagious  matter  of  cattle  plague  is  possessed  of  organic  vitality,  as  must  be 
now  admitted,  it  will  be  destroyed,  beyond  the  possibility  of  revival,  when  brought 
into  contact  with  the  vapour.  French  experimentalists  have  repeatedly  tested  the  in- 
fluence of  carbolic  acid  on  vaccine  lymph.  They  have  employed  lymph  both  pure  and 
mixed  with  a  trace  of  carboUc  acid.  The  vaccination  with  pure  lymph  was  followed 
by  the  iisual  results,  but  in  no  single  instance  was  any  effect  produced  by  the  lymph 
containing  carbolic  acid. 

'  On  the  Adulterations  of  CarboUc  Add,  and  their  Detection. 

'The  official  recommendations  have  naturally  brought  into  the  market  many 
substitutions  for  carbolic  acid,  in  which  the  valuable  agent  is  diluted  with  cheap  inert 
bodies,  while  the  price  charged,  in  some  cases,  is  higher  than  that  of  the  genuine 
article.  Specimens  of  two  such  substitutions,  called  cresyline  and  carboline,  were 
forwarded  to  the  Eoyal  Cattle  Plague  Commission  for  approval,  "as  being  more 
certain  disinfectants  than  most  of  the  carbolic  acids  now  being  sold  to  the  public, 
many  of  which  contain  but  a  very  small  percentage  of  that  acid."  It  was  stated  that 
the  preparations  contamed  over  60  per  cent,  of  carbolic  acid,  and  were  miscible  with 
water.   As  it  was  possible  from  these  and  other  reputed  advantages  that  the  prepara- 

Tabies  of  Disinfection,  feom  Eepobt  to  Cojimissionees  on  Cattle  Plague 
1867,  AND  'Disinfectants'  by  De.  Angus  Smith,  1869.  ' 

Gases  evolved  with  various  Disinfectants  acting  in  Water. 


Blood  alone  .... 

))!>•••. 

„    disinfected  by : 
McDougall's  powder  . 

"  »        550  • 

Common  salt  Ist'portion 
>,  1,       2nd  portion 

3rd  portion 


Carbolic  acid 


10000 

1 

1000 
250 


\.         .  ,    250         •  .  .  . 

Lresyhc  acid  and  sulphite  of  soda 
Chloride  of  lime  and  sulphuric  acid 


1 

1000 


Cresylic  acid^g  . 
Chloride  of  iron 
Sulphite  of  soda  pL_ 
Nitrate  of  lead  . 
Wo 

Chlorate  of  potash  ^ 
Common  salt 
Nitrate  of  iron  . 
Sulphate  of  iron 

„  alumina 
Iodide  of  potassium  ^gL.  . 
Sulphite  of  soda  and  carbolic  acid 
Chloride  of  iron 
Phenyl  alcohol  • 
Blood  treated  with  ^ : 
Chloride  of  zinc 
Arsonious  acid . 
Bichloride  of  mercury 
Sulphate  of  copper  . 


CO, 


86-72 

69-  00 

70-  56 
82-16 
76-66 
84-26 
94-93 
81-07 
29-02 
69-89 
64-42 
57-85 

71-  02 
45-22 
78-61 
66-99 


82-72 
87-84 
76-79 

61-  83 

85-  21 

62-  37 
89-63 
39-68 
42-97 
78-00 

86-  36 
51-17 


17-64 


4-30 

4-  72 

5-  10 
1-77 
7-11 
7-02 

10-47 
9-63 
10-59 
10-32 
9-94 
4-26 


Not  sufficient 
evolved  for 
analysis 
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tions  might  bo  of  considorablo  value,  they  woro  forwardod  to  me  for  examination. 
Crcsyliuo  consists  of  alkalino  water,  and  tar  oils  boiling  aljovo  370°  C,  therefore  con- 
tdniug  little  or  no  carbolic  or  cresylic  acids.  Carboline  is  a  dilute  solution  of  caustic 
soda,  containing  4'1  per  cent,  of  carbolic  acid.  The  price  of  these  preparations  is 
higher  than  that  ordinarily  cliarged  for  good  commercial  carbolic  and  cresylic  acids. 

'  Other  creosote  samples  from  different  makers  woro  found  to  contain,  respectively 
4'6,  2-6,  6'9  and  4'2,  per  cent,  of  carbolic  acid,  the  rest  being  tar  oils.  In  otlier 
instances,  articles  have  been  sold  as  commercially  pure  carbolic  acid,  -which  were  found 
to  contain  from  30  to  50  per  cent.  Frequently  a  very  fostid  sulphur  compound  is 
allowed  to  remain.  This  should  bo  avoided,  as  althougn  the  antiseptic  powers  of  the 
liquid  are  great,  tho  offensive  odour  which  it  difiUses  round  the  neighbourhood  is 
excessively  nauseous. 

'  It  is  by  no  means  difllcult  to  detect  the  adulterations  referred  to  above.  Com- 
mercial carbolic  acid  is  soluble  in  from  20  to  70  parts  of  water,  or  in  twice  its  bulk  of 


Second  Lay.— Temperature  50°-60°  F, 


Substance  used 

Quantity 

Odour 

Sulphuretted 
hydrogen 

Carbolic  acid  .... 

grammes 

rool 

<  0-025 
L005 

Slight  odour  of  blood  . 
Very  faint  odour  . 

None 

}) 
JJ 

Cresylic  acid  .... 

f  0-01 
{  0-025 
(.0-05 

Slight  odour  of  blood  . 
Very  faint  odour  . 

13                      ))              •              •  • 

)) 
)  ) 

)) 

Hydrochloric  acid  . 
(bp.  gr,  1'03.) 

ro-01 

<^  0-025 
Lo-05 

Odour  of  stale  blood  . 

)»                  >J                   '  • 
J»                  »»                   •  • 

)» 

)» 

Nitric  acid  .... 
(Sp.  gr.  1'08.) 

ro-01 

<  0-025 
Lo-05 

Slight  odour  of  blood  . 

If     )i     *  * 
))     )>     •  • 

J) 
jj 
11 

Sulphuric  acid  .... 
(Sp.  gr.  1-17.) 

f  0-01 
\  0-025 
I  0-05 

Odour  of  stale  blood  . 

J) 
11 

McDougall's  powder       .  , 

ro-01 

\  0-025 
Lo-05 

Strong  odour  of  stale  blood  . 
Slight  odour  of  stale  blood  . 
Odour  of  stale  blood  . 

11 
U 

Heavy  oil  of  tar 
(Soda-solution.) 

ro-01 

^  0-025 
Lo-05 

Slight  odour  of  blood  and  tar 
Odour  of  blood  and  tar. 

)>          >»          •  • 

)1 
11 

;i 

Heavy  oil  of  tar      .  . 
(Water-solution.) 

ro-01 

^  0-025 
Lo-05 

Odour  of  stale  blood 

!)                    »                     •  • 
))                   ))                     •  • 

)j 
it 
>) 

Sulphate  of  alumina  and  am- 
monia. (Alum.) 

ro-01 

<{  0-025 
Lo-05 

Slight  odour  of  blood  . 
Very  slight  odour  of  blood  . 
i»         >i          I)  •  • 

)» 
)> 
ij 

Bichromate  of  potash 

ro-01 

■I  0-025 
Lo-05 

Sour  odour  .... 
,,  .... 

Odour  of  fermenting  sugar  . 

•J 

)) 
)i 

Chloride  of  aluminium 

f  0-01 
\  0-025 
Lo-05 

Slight  odour  of  stale  blood  . 
»          II  11 
11         11  11 

11 
11 
j» 

Chloride  of  lime 

ro-01 

\  0-025 
Lo-05 

Slight  odour  of  stale  blood  . 
Slight  odoiu- 
Very  faint  odour  . 

J* 
n 
•1 

Sulphite  of  soda 

ro-01 

^  0-025 
to-05 

Slight  odour. 

11        .      .      •  • 
II  .... 

)» 
)» 
?i 
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a  solution  of  caustic  soda,  while  oil  of  tar  is  nearly  insoluble  ;  bub  if  the  amount  of 
carbolic  acid  be  increased  some  remains  undissolved. 

'To  apply  the  tests :  1.  Put  a  teaspoonful  of  the  carbolic  acid  in  a  bottle,  pour  on 
it  half  a  pint  of  warm  water,  and  shake  the  bottle  at  intervals  for  half  an  hour,  when 
the  amount  of  oily  residue  will  show  the  impux-ity.  Or,  dissolve  one  part  of  caustic 
soda  in  ten  parts  of  warm  water,  and  shake  it  up  with  five  parts  of  the  carbolic  acid. 
As  before,  the  residue  will  indicate  the  amount  of  impurity. 

These  tests  will  show  whetlier  tar  oils  have  been  used  as  adulterants ;  but  to  ascer- 
tiiin  whether  the  liquid  consists  of  a  mere  solution  of  carbolic  acid  in  water  or  alkali 
or  whether  it  contains  sulpho-carbolic  or  sulpho-cresylic  acids,  another  test  must  bo' 


Tenth  Day. — Temperature  80°-86°  F. 


Substance  used 


Carbolic  acid  , 


Cresylic  acid  . 

Hydrochloric  acid 
(Sp.  gr.  1-03.) 

Nitric  acid 

(Sp.  gr.  1-08.) 

Sulphuric  acid . 


McDougall's  powder 


Heavy  oil  of  tar 
(Soda-solution.) 


Heavy  oil  of  tar 
(Water-solution.) 


Sulphate  of  alumina 
and  ammonia 
(Alum.) 

Bichromate  of  potash 


Chloride  of  aluminium 


Chloride  of  limo 


Sulphite  of  soda 


Quantity 


grammes 
fO-01 

0-025 
I.0-05 

0-01 

0-025 
,0-05 

fO-Ol 

0-026 
L0-05 

ro-01 

0-026 
Lo-05 

'  0-01 
0-025 
.0-05 

'0-01 
0-026 
,0-05 

0-01 
0-025 
0-05 

fo-oi 

0-025 
0-05 
001 
0-025 
0-05 


Odour 


Slightly  putrescent  warm  blood  . 

Spicy  odour        .       .       .  . 

Warm  stale  blood 

Sourodour  mixed  with  cresylic  acid 

Foetid  HS  odour  .      .      .  . 


Mild  spicy  odour 
Strong  spicy  odour 
Peculiar  faint  spicy  odom? 


0-01 

0-025 

0-05 

0-01 

0-026 

0-06 

001 

0-026 

0-05 

0-01 

0-026 

0-05 

0-01 

0-025 

0-05 


Slight  odour  of  carbolic  acid 
Putrescent  odour  of  carbolic  acid . 
Sulphuretted  hydrogen 

Slight  odour  of  warm  stale  blood . 
Strong  odour  of  warm  stale  blood 
Tar  and  stale  blood  odour  . 

Sour  warm  stale  blood  odour 
Soiu"  sewage  odour 
Odour  of  warm  stale  blood  . 
"Warm  stale  blood  odour     .  \ 
The  same,  but  slightly  putrescent 
The  same,  putrescent  odour  mixed 
with  that  of  tar  . 

Warm  stale  blood  odour 
Putrescent  odour .       .  [ 
Sour  putrescent  warm  stale  blood 
Slight  garlic  odour 
Strong  sour  spicy  odoxir 


Sour  warm  blood  odom? 
Sour  odour  . 

Sour  warm  blood  odour 
Sour  odoiu'  . 
Sour  fishy  odour  . 

Parmyard  manure 
Sour  warm  stale  blood . 
Pcctid  warm  blood  odour 


Sulphuretted 
hydrogen 


Trace 

Distinct 

Large 

Distinct 
>i 

Very  large 


Large 
Little 


Trace 
Distinct 
Very  very  large 

None 

Large 

None 
Distinct 
Large 
None 
A  little 


Trace 
Distinct 
Very  large 

None 


A  little 
Distinct 

Slight 
Distinct 
>) 

Distinct 
Very  large 
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iisod  based  upon  the  solubility  of  those,  and  tho  insolubility  of  carbolic  acid,  in  a 
small  quantity  of  -water.  In  this  case  proceed  as  follows :— 2.  Put  a  wine-glassful  of 
the  liquid  to  be  tested  in  a  bottle,  and  pour  on  it  lialf  a  pint  of  warm  water  If  the 
greater  part  dissolves,  it  is  an  adulterated  article.  Test  the  liquid  in  the  bottle  with 
litmus-papor ;  if  strongly  acid,  it  will  show  the  probable  presence  of  sulpho-ac-id.« 
whilst  if  alkaline  it  will  sliow  that  caustic  soda  has  been  probably  used  as  a  solvent '' 
DXSXlO'TEGRa.TIODir.  Tho  mechanical  breaking  up  of  rock  under  the  action  of 
atmospheric  influences.  It  is  distinguished  from  decomposition,  which  always  refers 
to  some  chemical  action. 

DISTHEXrs:.  A  name  given  to  Cyanite,  in  allusion  to  tho  unequal  degree  of  hard- 
ness whicli  crysta  ls  of  this  mineral  exhibit  in  different  directions.    See  Ctanitb. 

BISTIIiIii^TIOXa-.  Distillation  consists  in  the  conversion  of  any  substtmce  into 
vapour,  in  a  vessel  so  arranged  that  tho  vapours  are  condensed  again  and  collected  in 
a  vessel  apart. 

Tho  word  is  derived  from  the  Latin  dis  and  stillo,  I  drop,  meaning  originally  to 
drop  or  fall  in  drops,  and  is  very  applicable  to  tho  process,  since  the  condensation 
generally  takes  place  dropwise. 

It  is  distinguished  from  sublimation  by  the  confinement  of  the  latter  term  to  cases 
of  distillation  in  which  the  product  is  solid,  or,  in  fact,  where  a  solid  is  vaporised  and 
condensed  without  visible  liquefaction. 

Tho  operation  may  simply  consist  in  raising  the  temperature  of  a  mixture  suffi- 
ciently to  evaporate  the  volatile  ingredients ;  or  it  may  involve  the  decomposition  of 
the  substance  heated,  and  the  condensation  of  the  products  of  decomposition,  when  it 
is  termed  destructive  distillation  ;  in  most  cases  of  destructive  distillation  the  bodies 
operated  upon  are  solid,  and  the  products  liquid  or  gaseous ;  it  is  then  called  dry 
distillation. 

In  consequence  of  the  diversity  of  temperatures  at  which  various  bodies  pass  into 
vapour,  and  also  according  to  the  scale  on  which  the  operation  has  to  be  carried  out, 
an  almost  endless  variety  of  apparatus  may  be  employed. 

"Whatever  be  the  variety  of  form,  it  consists  essentially  of  three  parts :  the  retort 
or  still,  the  condenser,  and  the  receiver. 

On  the  small  scale,  in  the  chemical  laboratory,  distillation  is  performed  in  the  simplest 
way  by  means  of  the  common  glass  retort  a,  and  receiver  b,  as  in  fig.  609.   The  great 

609 


610 


advantages  of  the  glass  retort  are  that  it  admits  of  constant  observation  of  the  mate- 
rials within,  that  it  is  acted  upon  or  injured  by  but  a  few  substances,  and  may  ba 
cleaned  generally  with  facility.    Its  great  disadvantage  is  its  brittleness. 

The  retort  may  be  either  simple,  as  mfig.  610,  or  tubulated,  as  in;?y.  611. 

Eetorts  should  generally  be  chosen  suflaciently  convex  in  all  parts,  the  degree  of 
curvature  of  one  part  passing  gradually  into  that  of  the  neighbouring  portions,  as  is 
represented  in  the  figure ;  tho  part  to  be  heated  should,  moreover,  be  as  uniform  m 
point  of  thickness  as  possible.  The  tubulated  retort  is  more  hable  to  crack  than  tho 
plain  one,  on  account  of  the  necessarily  greater  tliickuess  of  the  glass  in  the  neigh- 
bourhood of  the  tubulature ;  nevertheless,  it  is  very  convement  on  account  of  the  facility 
which  it  offers  for  the  introduction  of  the  materials. 

In  charging  retorts  if  plain,  a  funnel  with  a  long  stem  should  bo  employed,  to  avoid 
BoiUng  tho  neck  with  the  liquid  to  bo  distilled ;  when  a  soUd  has  to  be  inti-oduced,  it 
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is  preferable  to  omploy  a  tubulated  retort ;  and  if  a  powdered  solid  is  to  he  mixed  -with 

a  fluid,  it  IS  preferable  to  introduce  the  fluid  first. 
Heat  may  be  applied  to  the  retort  either  by  the  argand  gas  flame,  as  in  fa.  609  or 

a -vrater-,  oil-,  or  sand-bath  may  be  employed  ""i^.  uj. 

In  distilling  various  substances,  c.  g.,  sulphuric  acid,  great  inconvenience  is  ex- 
penencecUnd  even  danger  incurred,  by  the  phenomenon  termed  'bumping  '  This 
consists  in  the  accumulation  of  large  bubbles  of  vapour  at  the  bottom  TtTe  Hquid 
I.^n  fi!''^  T'^  *,/°^"W^expulsion  of  the  liquid  from  the  retort.  It  SZt 
n!l  X  introduction  of  a  few  angular  fragments  of  solid  matter  of  sich  a  natoe 
as  not  to  be  acted  upon  by  the  liquid  which  is  to  be  distilled.  Nothing  answers  this 
purpose  better  than  a  piece  of  platinum  foil  cut  into  a  fringeVor  even  f  Si  of  p^^^^^^^ 
num  ^nre  introduced  into  the  cold  liquid  before  the  distillatfonTs  rmmenced  Even 
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lation.  eveiy  siae,  and  for  observing  the  progress  of  the  distil- 

^^^^^^JXt^:^^^        ^«  and  this,  if 

fo/^fertVe1Ssri?tff  ^^'l^l'^'  -tUng  is  more  convenient 

simply  of  a  lonff  class  hiL  \-  ,  condenser,  shown  in  fin.  612.  It  consistT 
extremity  of  wlficf  p"  S^i^  tt'mourof  tb'  "^"'^  "P^^^S 
another  either  of  glass  oTTnofai  iT!  the  receiver;  round  this  tube  is  fitted 
flow,  entering  atf  pSS  Tut  afl"\S°/"°  ^  current  of  water  5s  made  to 
Wed  to  any  required  degr^e^rL^^^^  Th?  temperature  of  this  water  may  be 
Eve    ■    (^^^  ^^EEziNo.)       ^  ^     ^  reservoir  c,  or  by  dissolving 

coi.SSofX"mS  ^Hstillatory  apparatus 

There  is  one'[Lr;l'ierLTrvT?r1      ^-^^^  ^^"^'^"^^"t  sizes  and  shapes 

11.  '         "^"f^  Tlothvoocl's  '  Practical  riinvniacv  • 

E 
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Kotorts,  or  flasks  with  bent  tubes,  which  screw  in  thus  {fig.  CU),  of  copper,  are 
employed  when  it  is  requisite  to  produce  high  temperatures,  as  for  the  preparation  of 
benzole  from  benzoic  acid  and  baryta,  or  in  making  marsh  gas  from  an  aceUte,  &c. 

613 


In  distilling  hydrofluoric  acid  the  whole  apparatus  should  be  constnicted  in  lead ; 
the  receiver  consisting  of  a  U-shaped  tube  of  lead,  which  is  fitted  with  leaden  stoppers 
so  as  to  serve  for  keeping  the  acid  when  prepared  ;  or  a  receiver  of  gutta  percha  may 
be-  employed  with  a  stopper  of  the  same  material.    (Fig.  615.)  _ 

For  many  purposes  in  the  laboratory  as,  for  instance,  the  preparation  of  oxygen  by 
heating  binoxide  of  manganese,— in  the  manufactui-e  of  potassium,  &c.  &c.;  where 
high  temperatures  are  required,  the  iron  bottles  in  which  mercury  is  imported  from 
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Spain  may  be  etoployed,  a  common  gun-barrel  being  screwed  into  them  to  act  as  a 

nSarg:  s^airanXost  K^iety  of  stills  have  been  and  are  still  employed, 

"^^he:"nS:rsJm't^^^^^^^^  still  proper,  in  which  the  substance  is 

1.pSi  S  a  conlnser  commonly  called  a  'worm'  on  account  of  its  having  fre- 
heated,  ^naa  conaenser  j  or  still  is  generally  made  in  two  parts :  tiie  pan 

quently  a  sP-al  shape-  ^^^.f^     appli^        is  commonly  set  in  a  furnace 

or  c~,  which  IS  the  p^^^^^^^  is  generally  removed  after  each  operation,  and 

;  fiS'S iptnSpan  when  fgain  usld^  The  condenser  or  worm  is  com- 

of  cop^er'eTthV  pSin  or  electro-plated  with  silver,  according  to  circumstances,  less 
frequently  platinum  is  employed.  now  verv  commonly 

^he  still'is  either  heated  .^^y  an  open  jacket', 
the  case,  by  steam.  T^ie  stiU-pan  C%-  ^.^J^^'  '3^.';" -jer  Lder  any  required  pres- 
and  Bteam  is  admitted  between  them  from  a  steam       f  .^^  ^j^cety. 

sure.    In  this  way  the  temperature  may  be  ^'^f^'f^'^'^^'f^^^^  in  a 

Various  adaptations  for  heating  by  steam  f  '"^n^^^'i^  his  so-called 
very  convenient  form  by  Mr.  Coffey,  of  ^n^^^^^^^^^^^^ 

Esculapian  Still.    It  is,  in  fact,  a  ^'entable  «^^^   ^  ebullition,  distilla- 

t|ie  pharmaceutical  chemist  the  means  of  conducting  tne  processes 
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tion,  evaporation,  desiccation,  &c.,  on  the  small  scale,  by  the  heat  of  a  gas-furnnco. 
Fig.  618  represents  this  apparatus. 


618 


cvaiiahW  Jan  fiSf         ^'f  ^7     ^^^^^^^  ^'       boiler  or  still    i  an' 

val?elr  sLwL  nff  .r'V^°  boiler  and  forming  the  top  of  the  6till-hea  k  " 
it  ^vould  pts  S?o^^^^^^^^  anToo""  passes  thr/ugh  the  tube  m  ol'eri's: 

thence  to  the  condenfer  t't    o  isT^lT  '^'y'^'^S-doset  o  o  and  from 

Another  arranf?Pn,Pnrf.!  r  .-n-     ,  ^^^^^^  evaporating  pan  over  the  dryincr-closet 
SometimerflT  ^-      ^.^tiHing  by  steam  is  shown  inyi;^^.  619.  ^  ' 

tainod  tS  t  stlf  ifrad"of:f  XW^'^'f  ''"1  ^^^^^  ^^-^g^^  ^  -orm  con- 
without.  '"'^'^'^      °^  "1  ^'I'^ition  to,  the  application  of  heat  from 

Tho  worm  or  condenser  is  frequently  constructed  of  earthenware,  and  set  in  an 
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earthenware  vessel ;  those  nro  very  convenient  when  the  operation  is  not  to  be  con- 
ducted on  a  very  largo  scale,  and  only  at  a  nioderuto  temperature.  Tliey  are  now  to 
bo  obtained  of  all  manufacturers  of  etone-ware  articles.   More  commonly  the  worm 

619 


is  of  copper,  tin,  or  copper  lined  with  silver,  and  in  some  rare  cases  where  the  liquids 
to  be  distilled  act  upon  both  copper  and  silver,  of  platinum.    (Fig.  620.) 

A  tube  of  the  shape  shown  in  fiff.  621  is  found  more  convenient  than  the  woi-m,  on 
account  of  its  exposing  a  larger  surface,  and  also  because  it  can  be  placed  into  a  vessel 
of  a  prismatic  form  which  occupies  but  littie  space  :  the  water  employed  for  condensa- 
tion enters  at  the  bottom  and  passes  out  at  the  top. 

622 


Gadda's  condenser  is  represented  in  Jiff.  622.  It  consists  of  two  conical  vessels  of 
meS  o^nn  qurSe  tiie^smaller  being  fixed  within  the  other,  and  the  space  between 
fKn!^  ,.w«r1  Tthn  hottom  These  are  placed  in  a  tub  filled  with  cold  water,  which 
them  ^o^^"!  ;.^°J^.7T;  inierand  outer  surfaces  of  the  cones,  while  the  space 
comes  in  contact  with  the  inner  J"?^  ^    ^jj^-^  condenser  is  subicct  to  the 

^Z;VS':^^:^SZ^~^  it  cannot  be  easily  and  efficiently 

iCobviate  this.  Professor  Mitscherlich  has  proposed  a  very  simple  modification  in 
its  form,  in  which  the  inner  cone  is  moveable,  so  that,  when  taken  out,  the  inten  emng 
space  bkween  it  and  the  outer  cone  can  be  cleaned,  and  then  the  inner  cone  replaced 
proviounly  to  commencing  an  operation. 
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DisiiUatio7i  of  Spirits. — In  tho  nmniifacturo  of  ardent  spirits,  the  alcoholic  liquor 
obtained  by  formontation  of  a  saccharine  solution  is  submitted  to  distillation ;  tho 
alcohol  being  more  volatile  than  the  water  passes  over  first,  but  invariably  a  consider- 
able pvoportion  of  water  is  evaporated  and  condensed  with  the  alcohol.  To  separate 
this  water  to  the  required  extent  it  is  necessary  either  to  submit  the  product  to  redis- 
tillation, or  to  contrive  an  apparatus  such  that  the  product  of  this  first  distillation  is 
returned  to  the  still  until  a  spirit  of  the  required  strength  is  obtained. 

One  of  the  earliest  and  simplest  contrivances  for  effecting  the  latter  object  is  the 
still  invented  by  Dorn,  which  is  employed  up  to  tho  present  time  in  Germany  (^^. 
GL'3).    A  is  the  still,  heated  by  the  direct  action  of  the  fire;  b  the  head,  from  which 
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r  conveys  vapour  to  a  small  refrigerator,  for  the  purpose  of  testing  the  strength  of  the 
distillate ;  E  IS  an  ordinary  condenser,  containing  worm,  &c.  The  intermediate  copper 
vessel  answers  two  purposes  :  the  upper  part  c  forming  a  heater  for  the  wash  while 
the  lower  compartment  d  acts  as  a  rectifier.  The  heater  c,  when  filled  up  to  tho  level 
ot  the  cock  m,  contains  the  exact  measure  of  wash  for  charging  the  still ;  tho  contents 
can  be  constantly  agitated  by  the  rouser  i.  The  still  and  heater  being  both  charged 
the  vapour  will  at  first  be  completely  condensed  in  passing  through  tho  worm  a  and 
flowing  into  D  will  close  the  aperture.  When  the  contents  of  c  become  so  hot  that  no 
more  condensation  occurs,  the  vapour  will  escape  by  bubbling  through  the  liouid  in  d 
which  latter  rapidly  becomes  heated  to  the  boiling  point,  and  evolfes  yapSfr^chS 
in  alcohol,  which  in  their  turn  are  condensed  in  e  vapours  ncner 

obtained  operation,  spirit  containing  about  60  per  cent,  of  alcohol  is 

wh?/h  improvements  on  Dorn's  still  two  only  need  be  described:  Coffey's, 

i^^Z^^SXyT^^^^^^  ^^^^^^     ^^^^ s.  whLh 

mdf^'LtV''''  surpasses  any  of  those  before  described.    It  was  patented  in  1832, 

be'obEd  rtUtgetSe!'^        ''''''  ^^-^ 

PosinVtfct  '"^f/'^^^l^-  1st,  to  economise  the  heat,  as  much  as  possible,  by  ex- 

Sie  ^Lhnl  ^'F.  ''^'^'^^''^  ^'""^^  '"^^'^  ■'  2nd,  to  cause  the  evaporation  of 

the  alcohol  frqm  the  wash  by  passing  a  current  of  steam  through  it.  ^ 

fromLrt?i''..^''°'?l^'°°'  the 'wash  charger 'into  tho  worm  tube,  which  passes 
iom_  top  to  bottom  of  the  rectifier.    In  circulating  through  this  tube  its  temr>SZ 

leTl  "  '         °  f  tent.    Arrived  at  the  last  coSvolutiJn  of  tL  tuL  n  SeSS  r 

oTlcci  /  f  1?°  ^°  °^       '  analyser."   I^fSs  and 

and'so  oTtS  tht  tttof  Alftf  ^  "bTT'  seconded' 
\}^vr^^^„h  f  \  ,    V^"?™-  the  while  steam  is  passed  up  from  the  steam  hn^lo^ 

SadS.JT  ^°^°i     ^^'^  '^^1^°^'  ^^^^  t^^^o^gl^  ^^l^^s  opening  upwaa-ds    As  Se  wih 
Sn  i/.?''?'^'  ^'^^^y^^^      becomes  rapidly  weaker!  pStlv  from 

e  t  Sed  w\i;:  Tm'        \  ^  oWcXCei  £ 

^th  tho  last  tiSe  of  l&t  ^      '         '^'i™'  ^'^      ^°"om,  it  has  parted 

slielf  of  tho  an  Zn/  T  ^'^^      ''""P""^'        rises  through  each 

consequence  of  its  condensation ;  it  then  passes  from  the  top  of  the 
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•„  nf  tlifl  bottom  of  the  lower  compartmont  of  the  rectifier.    Hero  it  ascends 

'"Sikrta^bubSg  t^^^^^^     the  descending  wash  until  it  arrives  at  f,  above 

w\?cn  merllTi^^^^  the  earlier  windings  of  the  wash  pipe,  the  low  tern- 

Sr^tuieS  which  condenses  the  spirit,  which,  collecting  on  the  shelf  at  ir.  flows  off 

by  the  tube  into  the  finished  spirit  condenser, 
"in  order  still  further  to 

economise  heat,  the  water  for 

supplying  the  boiler  is  made 

to  pass  through  a  long  coil 

of  pipe,  immersed  in  boiling 

hot  spent  wash,  by  which 

means  its    temperature  is 

raised  before  it  enters  the 

boiler.    In  fact,  the  saving 

of  fuel  by  the  employment  of 

this  still  is  so  great,  that 

only  about  three-fourths  of 

the  quantity   is  consumed 

that  would  be  reqiusite  for 

distilling  any  given  quantity 
of  alcohol  in  the  ordinary 
still ;  and  Dr.  Muspratt  esti- 
mates that  in  this  way  a  sav- 
ing will  be  effected  through- 
out the  kingdom  of  no  less 
than  140,000  tons  of  coal  per 
annum. 

Very  few  persons  have  any 
idea  of  the  enormous  size  of 
some  of  the  distilleries.  One 
of  Mr.  Coffey's  stills  at  In- 
verkeithing  works  off  2,000 
gallons  of  wash  per  hour, 
and  one,  more  recently  erected 
at  Leith,  upwards  of  3,000 
gallons. 

Lerosne's  Still  is  very  simi- 
lar, in  the  principle  of  its 
action,  to  Coffey's,  differing 
in  fact  only  in  the  mecha- 
nical details  by  means  of 
which  the  result  is  obtained. 

It  consists  of  two  stills,  A 
and  B,  fig.  625.  The  mixture 
of  steam  and  alcohol  vapour 
from  A  passes  into  the  liquid  in  B,  which  it  raises  to  the  boiling  point.    The  vapours 

626 


from  B  rise  through  the  distillatory  column  c,  and  d  (the  rectificatory  column) ;  henco 
they  traverse  the  coils  of  tubing  in  e  (the  condenser  and  wine-Iicater),  and  the  alcohol 
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18  finally  condoiisoa  by  travorsing  the  worm  in  f  (tho  refrkferator),  whence  it  is  doli- 
veroil  at  /.  At  the  same  tiiuo  a  steady  eiuTent  of  the  original  alcoliolie  liquor  is  ad- 
mitted from  tho  reKorvoir  ii,  into  the  exterior  portion  of  the  condenser  i-,  l^y  mcaiiH  of 
tho  tap,  the  flow  from  which  is  regulated  by  the  ball-cock  g.  Whilst  condensing  tho 
spirit  in  the  worm  the  wash  has  its  toraporaturo  raised,  especially  in  tho  upper  part, 
and  thence  ifc  ascends  by  the  tube  h  into  the  heater  e,  by  the  small  orifices  k  k,  fig. 
626,  where  it  is  still  further  heated  by  tho  current  of  heated  alcohol  which  has  risen 
into  tho  worm  from  the  still,  whilst  at  tho  same  time  assisting  in  the  condensation  of 
the  spirit.  After  performing  its  office  of  condensation,  and  when  nearly  at  the  boiling 
point,  the  alcoholic  liquor  passes  out  by  tho  tube  I,  and  is  conducted  to  the  top  of  the 
distillatory  column  c.  Here  it  trickles  down  over  a  series  of  lenticular  discs  of  metal 
(shown  va.fig.  626),  so  contrived  as  to  retard  its  progress  into  the  still  u,  and  yet  per- 
mit the  ascent  of  the  steam.  In  this  distillatory  column  (c,  fig.  628)  it  meets  the  steam 
rising  from  the  still  n.  Tho  greater  part  of  its  alcohol  is 
expelled,  which,  traversing  the  series  of  condensers  before 
described,  is  ultimately  liquefied  and  collected  at  z ;  but,  to 
complete  the  rectification,  it  descends  into  the  still  u,  and,  when 
above  a  certain  level  (m  m),  into  A,  which  stills  being  heated  by 
a  furnace  beneath,  the  final  expulsion  of  alcohol  is  accomplished, 
and  the  spent  liquor  run  off  at  x. 

The  details  of  the  construction  of  the  apparatus  employed 
in  the  distillation  of  spirits  have  been  here  given,  since  this 
process  is  perhaps  one  of  the  most  important  of  the  kind ;  but 
various  modifications  are  employed  in  the  distillation  of  other 
liquids. 

In  some  cases  unusually  effectual  condensing  arrangements 
are  required,  as  in  the  manufacture  of  ether,  chloroform, 
bisulphide  of  carbon,  and  bichloride  of  carbon. 

In  others  higher  temperatures  are 
necessary,  as  in  the  distillation  of 
sulphuric  acid. 

When  the  liquids  to  be  distilled  are 
acid,  or  otherwise  corrosive,  great 
care  has  to  be  taken  especially  tliat 
the  worm  or  other  condenser  is  of  a 
material  not  acted  upon  by  the  acid. 
See  Acetic  Acid,  and  Sulphtjbic 
Acid. 

The  term  '  distillation '  is  sometimes 
applied  to  cases  of  the  volatilisation 
and  subsequent  condensation  of  the 
metals  either  in  their  preparation  or 
purification. 

In  cases  like  mercury,  potassium, 
and  sodium,  where  they  are  condensed 
in  the  liquid  state,  or  visibly  pass 
through  this  state  before  volatilisation, 
this  term  is  quite  appropriate ;  but 
where  the  fusing  and  vaporising 
points  nearly  coincide,  as  in  the  case  of 
arsenic,  the  term  '  sublimation '  would 
be  more  suitable. 

Nevertheless,  it  is  difficult  to  draw 
a  precise  line  of  demarcation  between 
tho  two  terms ;  for,  in  the  cases  of 
zinc,  cadmium,  &c.,  the  metals  being 
melted  before  volatilisation,  and  con- 
densed likewise  in  the  liquid  sUito, 
the  term  is  certainly  correct. 
For  the  details  of  construction  of 
the  distillatory  apparatus  we  must  refer  to  the  articles  on  these  several  metals. 

Bistillatio  fer  descensum  is  a  term  improperly  applied  to  certain  cases  of  distillation 
where  the  vapour  is  dense,  and  may  be  collected  by  descending  through  a  tube  which 
has  an  opening  in  the  top  of  the  distillatory  vessels,  and  descends  through  the  body  of 
tho  vessel  in  which  the  operation  of  evaporation  is  going  on,  being  collected  below. 
This  is  clearly  merely  due  to  the  fact  of  the  vapour  being  even  at  a  high  tempera- 
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tiu-o  more  donso  than  atmospheric  air,  and  might  be  performed  with  any  body  forming 
a  dense  vapour,  such  as  mercui-y,  iodine,  zinc,  &c.  ,     c  ■ 

It  has,  however,  practically  been  confined  to  the  English  process  of  refining  zmc. 

^^TheTwo  most  remarkable  cases  in  which  the  process  of  destructive  distillation  is 
carried  out  on  a  manufacturing  scale,  are  the  dry  distiUation  of  wood,  for  the  manu- 
facture of  wood  charcoal,  acetic  acid,  and  pyroxilic  spirit;  and  of  coal,  for  the  purpose 
of  obtaining  coal-gas,  and  coke.    This  process  will  be  found  fully  described  in  the 

article  on  Gas,  Coax.  .      „    ,  ^-i  ^        •  -i 

BMUlation  of  Essential  Oils  or  Essevces.—Tho  separation  of  volatile  flavouring  oils 
from  plants,  &c.,  by  distillation  with  water,  will  be  fully  treated  under  another  head. 
See  Perfumery  ;  Essences. 

Fractional  Distillation.— A  process  for  the  separation  of  volatile  organic  substances 
(such  as  oils)  is  very  extensively  employed  in  our  naphtha  works  under  this  name.  _ . 
*  If  we  have  two  volatile  bodies  together,  but  differing  appreciably  in  their  boiling 
points,  we  find,  on  submitting  them  to  distillation  in  a  retort,  through  the  tubulature 
of  which  a  thermometer  is  fixed,  so  that  its  bulb  dips  into  the  liquid,  that  the  tem- 
perature remains  constant  (or  nearly  so)  at  the  point  at  which  the  more  volatile  con- 
stituent of  the  mixture  boils,  and  the  distillate  consists  chiefly  of  this  more  volatile 
ingredient;  and  only  after  nearly  the  whole  of  it  has  passed  over,  the  temperature 
rises  to  the  point  at  which  the  less  volatile  body  boils.  Before  this  point  has  been 
reached,  the  receiver  is  changed,  and  the  second  distillate  collected  apart.  By  sub- 
mitting the  first  product  to  repeated  redistillation,  as  long  as  its  boiling-point  remains 
constant,  the  more  volatile  constituent  of  the  mixture  is  ultimately  obtained  in  a  state 
of  absolute  purity.    See  Naphtha. 

This  method  may  in  fact  be  adopted  when  the  mixture  contains  several  bodies ; 
and  by  changing  the  receiver  with  each  distinct  rise  of  temperature,  and  repeating 
the  process  several  times,  a  fractional  separation  of  the  constituents  of  the  mixture 
may  be  effected.— H.  M.  W. 

DZSTXIiIiilTXOia',  DESTRVCTXVE.  Organic  matters  may  be  divided  into 
two  groups,  founded  on  their  capability  of  withstanding  high  temperatures  without 
undergoing  molecular  changes.  Bodies  that  distil  unchanged  form  the  one,  and  those 
which  break  up  into  new  and  simpler  forms,  the  other.  The  manner  in  which  heat 
acts  upon  organic  substances  differs  not  only  with  the  nature  of  the  matters  operated 
upon,  but  also  with  the  temperature  employed.  We  shall  study  the  subject  under  the 
following  heads : — 

1.  Apparatus  for  destructive  distillation. 

2.  Destructive  distillation  of  vegetable  matters. 

3.  Destructive  distillation  of  animal  matters. 

4.  Destructive  distillation  of  acids. 

5.  Destructive  distillation  of  bases. 

6.  General  remarks, 

1.  Apparatus  for  destructive  distillation. — Destructive  distillation  on  a  large  scale  is 
most  conveniently  performed  in  the  cast-iron  retorts  used  in  gas-works.  Where  quan- 
tities of  materials  not  exceeding  fifteen  or  twenty  pounds  are  to  be  operated  on,  for 
the  purpose  of  research,  a  more  handy  apparatus  can  be  made  from  one  of  the  stout 
cast-iron  pots  sold  at  the  iron  wharves.  They  are  semi-cylindrical,  and  have  a  broad 
flange  round  the  edge.  The  cover  should  be  made  to  fit  in  the  manner  of  a  saucepan- 
lid.  The  aperture  by  which  the  products  of  distillation  are  to  be  carried  away  should 
bo  of  good  size,  and  the  exit  pipe  must  not  rise  too  high  above  the  top  of  the  pot  before 
it  turns  down  again.  This  is  very  essential  in  order  to  prevent  the  less  volatile  portion 
of  the  distillate  from  condensing  and  falling  back.  The  exit  tube  should  conduct  the 
products  to  a  receiver  of  considerable  capacity,  and  of  such  a  form  as  to  enable  the 
solid  and  fluid  portions  of  the  distillate  to  be  easily  got  at  for  the  purpose  of  examin- 
ation. From  the  last  vessel  another  tube  should  conduct  the  more  volatile  products 
to  a  good  worm  supplied  with  an  ample  stream  of  cold  water.  If  it  be  intended  to 
examine  the  gaseous  substances  yielded  by  tlie  substances  under  examination,  the  exit 
pipe  of  the  worm  must  be  connected  with  another  apparatus,  the  nature  of  which 
must  depend  on  the  class  of  bodies  wliich  are  expected  to  come  over.  If  the  most 
volatile  portions  are  expected  to  be  basic,  it  will  bo  proper  to  allow  them  to  stream 
through  one  or  more  Woulfo's  bottles  half  filled  with  dilute  hydrochloric  acid.  Any 
very  volatile  hydrocarbons  of  the  C°H"  family  which  escape  may  bo  arrested  by 
means  of  bvomine  water  contained  in  another  Woulfe's  bottle.  The  pressure  in  the 
Woulfo's  bottles  must  bo  prevented  from  becoming  too  great,  or  the  leakage  between 
tho  flange  of  the  pot  and  its  cover  wll  bo  vciy  considerable.  The  luting  may  consist 
of  finely-sifted  Stourbridge  clay,  worked  up  with  a  little  horse-dung.    A  few  heavy 
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weights  should  bo  placed  on  various  parts  of  the  lid  of  tho  pot,  so  as  to  keep  it  close, 
and  render  tho  leakage  as  little  as  possible.  For  the  destructive  distillation  of  small 
quantities  of  substances,  I  have  been  accustomed  for  a  long  time  to  employ  a  small 
still  made  from  a  glue  pot,  and  having  a  copper  4iead  made  to  fit  it.  The  luting  for 
all  temperatures  not  reaching  aljovo  700°  may  bo  a  mixture  of  f  ths  linseed  and  ^th 
almond  meal,  made  into  a  mass  of  the  consistency  of  putty.  For  tho  apparatus  em- 
ployed in  tho  destructive  distillation  of  wood,  coal,  bones,  &c.,  on  the  large  scale,  tho 
various  articles  in  this  work  on  tho  products  obtained  from  those  substances  must  be 
consulted. 

2.  Destructive  distillation  of  vegetable  matters. — The  principal  vegetable  matters 
which  are  distilled  on  the  large  scale  are  wood  and  coal.  We  shall  consider  these 
separately. 

Destructive  di8tillatio7i  of  wood. — The  products  obtained  in  the  ordinary  process  of 
working  are  acetic  acid,  wood  spirit  or  methylic  alcohol,  acetone,  pyroxanthine,  xylite, 
lignine,  paraffine,  creosote  or  phonic  acid,  oxyphenic  acid,  pittacal,  several  homologues 
of  benzole,  with  ammonia,  and  methylamine.  There  are  also  several  other  bodies 
of  which  the  true  nature  is  imperfectly  known.  The  greater  part  of  tho  above  sub- 
stances are  fully  described  in  separate  articles  in  this  work.  See  Acetic  Acid; 
Pahaffine,  &c. 

Peat  appears  to  yield  products  almost  identical  with  those  from  wood. 

Destructive  distillation  of  coal. — The  number  of  substances  yielded  by  the  distillation 
of  coal  is  astonishing.  It  is  very  remarkable  that  the  fluid  hydrocarbons  produced  at 
a  low  temperature  are  very  different  to  those  distilling  when  a  more  powerful  heat  is 
employed.  The  principal  fluid  hydrocarbons  produced  by  the  distillation  and  subse- 
quent rectification  of  ordinary  gas-tar  are  benzole  and  its  homologues.— See  Hydeo- 
CAEBONS.  But  if  the  distillate  is  procured  at  as  low  a  temperature  as  possible,  or 
■  Boghead  coal  be  employed,  the  naphtha  is  lighter,  and  the  hydrocarbons  which  make 
its  chief  bulk  belong  to  other  series.    See  Naphtha.  _         •     i  i, 

3.  Destructive  distillation  of  animal  matters.— Bones  are  the  principal  animal  sub- 
stances distilled  on  the  large  scale.  Tho  naphthas  which  come  over  are  excessively 
foetid,  and  are  very  troublesome  to  render  clean  enough  for  use.  The  products  con- 
tained in  bone-oil  will  be  described  in  the  article  Naphtha.  Horn  and  wool  have 
been  examined  with  reference  to  the  basic  products  yielded  on  distilling  them  with 
potash.  Horn  under  these  circumstances  yields  ammonia  and  amylamine._  Wool  I 
find  to  afford  ammonia,  pyrrol,  butylamine,  and  amylamine.  My  experiments  on 
feathers,  made  some  years  ago,  although  not  carried  so  far  as  those  on  -wool,  appear  to 
indicate  a  very  similar  decomposition. 

The  products  yielded  by  animal  matters,  when  distilled  jper  se,  are  very  diflerent 
to  those  obtained  when  a  powerful  aUcali  is  added  previous  to  the  application  of 
heat.  If  feathers  or  wool  be  distiUed  alone,  a  disgustingly-foetid  gas  is  evolved, 
containing  a  large  quantity  of  sulphur.  Part  of  the  sulphur  is  in  the  state  of  sulphide 
of  carbon.  But  if  an  alkali  be  added  previous  to  the  distillation,  the  sulphur  is  re- 
tained, and  the  odour  evolved,  although  powerful,  is  by  no  means  offensive.  During 
the  whole  period  of  the  distiUation  of  ordinary  organic  matters  containing  nitrogen, 
pyrrol  is  given  off,  and  may  be  recognised  by  the  reaction  afforded  with  a  slip  of  deal 
wood  dipped  in  hydrochloric  acid.  An  interesting  experiment,  showing  the  formation 
of  pyrrol  from  animal  matters,  may  at  any  time  be  made  with  a  lock  of  hair,  or  the 
feather  of  a  quill.  For  this  purpose  the  nitrogenous  animal  matter  is  to  be  placed  at 
the  bottom  of  a  test  tube,  and  a  little  filtering  paper  is  to  be  placed  half  way  up  the 
tube  to  prevent  the  water  formed  during  the  experiment  from  returning  and  Irac- 
turin-  the  glass.  The  end  of  the  tube  is  now  to  be  cautiously  heated  with  a  spirit 
lamp^and,  as  soon  as  a  dark  yellowish  smoke  is  copiously  evolved,  a  slip  of  deal  pre- 
Sy  moistened  with  concentrated  hydrochloric  acid  is  to  be  erfK)sed  to  the  vapour. 
Tn  a  few  seconds  the  wood  will  acquire  a  deep  crimson  colour.  The  fact  of  the  pre- 
sence of  sulphur  in  wool,  hair,  or  other  albuminous  compounds  of  that  description 
ma?be  made  very  evident^  to  an  audience  by  the  following  experiment.  Dissolve  the 
Sal  nmtter  fn  very  concentrated  solution  of  potash  in  a  silver  or  platinum  bas.n, 
w°th  aS  of  helt  Evaporate  to  dryness,  and  raise  the  heat  at  the  end  to  fuse  the 
p  Ssh  ^d  dStJoy  most  of'^the  organic  matters  When  d-solve  in  water  and 
filter  into  a  flask  half  full  of  distilled  water.  To  the  clear  hqu  d  add  a  little  ot  Dr. 
PlS?s  nitopriss  do  of  sodium  ;  a  magnificent  purple  tint  will  bo  immediately  pro- 
duced, indicative  of  the  presence  of  sulphur.    A  very  small  quantity  of  bair  or  flannel 

distillation  apply  p^ncipally  to  highly  com^e. 
bodies,  the  molecular  constitution  of  which  is  either  doubtful,  as  in  the  case  of  albu- 
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and  alkalis,  sometimes  yields  products,  the  relation  of  -which  to  the  parent  substance 
can  be  clearly  made  out.  This  holds  more  especially  in  the  case  of  organic  acids ;  the 
bases  too  often  yield  such  complex  results,  that  the  decomposition  cannot  be  expressed 
by  an  equation  giving  an  account  of  all  the  products.  Wo  shall  study  a  few  cases 
separately. 

4.  Destructive  distillation  of  acids. — The  destructive  distillation  of  acids  takes  place 
in  a  totally  diiferent  manner,  according  as  we  have  a  base  present,  or  the  operation  is 
carried  on  without  any  addition.  Many  if  distilled  per  se  undergo  a  very  simple  re- 
action, consisting  in  the  elimination  of  carbonic  acid,  and  the  formation  of  a  pyroacid. 
But  if  an  excess  of  base  be  present,  the  decomposition  often  results  in  the  formation 
of  a  ketone.  "We  shall  ofier  a  few  examples  of  these  decompositions.  Gallic  acid, 
heated  to  about  419°  Fahr.,is  decomposed  into  pyrogallic  and  carbonic  acids,  thus : 

C"H«0'"  =  C'2II«0«  +  2C0- 

'  .  '        ^  V.  ' 

Gallic  acid.     Pyrogallic  acid. 
CK'©*  =  C^K'^O^  +  CO*. 

There  are  cases  in  which  the  action  of  heat  upon  organic  acids  results  in  the  for- 
mation of  two  substances,  not  produced  simultaneously,  but  in  two  epochs  or  stages. 
In  reactions  like  this,  the  first  effect  is  the  removal  of  two  equivalents  of  carbonic 
acid,  and  by  submitting  the  resulting  acid  to  heat  again,  two  more  are  separated. 
Under  these  circumstances,  it  is  the  second  which  is  generally  called  the  pyroacid.  As 
an  example,  we  will  take  meconic  acid,  which  breaks  up  in  the  manner  seen  in  the 
annexed  equations : 

C'<H<0'^  =  C'^H^O'"  +  200-  C'^H^O'"  =  C'H^Os  +  200= 

V  ,  '      '  ,   V  ^  ,       V  ^  1 

Meconic  acid.      Comenic  acid.  Comcnic  acid.   Pyroineconic  acid. 

It  will  be  seen  that  the  hydrogen  remains  unaffected.  Perhaps  the  name  pyroco- 
menic  acid  would  be  preferable  to  pyromeconic  acid,  inasmuch  as  it  is  derived  from 
comenic  acid  in  the  same  manner  as  pyrogallic  from  gallic  acid. 

But  pyroacids  are  not  always  derived  from  the  parent  acid  by  the  mere  elimination 
of  carbonic  acid ;  thus  mucic  acidr  in  passing  into  iDyromucic  acid,  loses  two  equivalents 
of  carbonic  acid,  and  six  equivalents  of  water,  thus  : 

O'^-H^G'"  =  C'offO"  +  200'  +  6H0 

■  -V  '      '  .  ' 

Mucic  acid.      Pyromucic  acid. 

C^K'^OS  =  C'H^O^  +  CO*  +  3H20. 

It  does  not  invariably  happen  that  the  destructive  distillation  of  acids  per  se  results 
in  the  formation  of  a  pyroacid ;  the  disruption  is  sometimes  more  profound,  the  products 
being  numerous  and  somewhat  complex.  Let  us  take,  as  an  illustration,  a  case  where  all 
the  results  can  ba  reduced  to  an  equation.  Oxalic  acid,  when  heated  in  a  retort  with- 
out addition,  yields  water,  oxide  of  carbon,  carbonic  and  formic  acids,  in  accordance 
with  the  annexed  equation  ; 

4(0-0',H0)  =  4  00=  -h  2  00-  +  2H0  +  C=H0^H0 

•  V — ■>  V  ^  , 

Oxalic  acid.  Pormic  acid. 

2  (C^H^O*)  ==  2  CO*  +  CO  +  H*0  +  CH*0*. 

The  admixture  of  sand,  pulverised  pumice-stone,  or  any  other  inert  substance  in  a 
state  of  fine  division,  often  remarkably  assists  in  rendering  the  decomposition  more 
easy  and  definite.  Thus,  if  pure  sand  be  mixed  with  oxalic  acid,  the  quantity  of  formic 
acid  IS  so  increased,  that  the  process  is  sometimes  employed  in  the  laboratory  as  a 
means  of  affording  a  pure  and  tolerably  strong  acid. 

We  have  said  that  the  destructive  distillation  of  acids  proceeds  in  a  very  different 
mnner  according  as  we  operate  upon  the  acid  itself,  or  a  salt  of  the  acid    The  dis 
tillation  of  the  pure  salt  yields  different  products  to  those  which  are  obtained  when 
tbe  salt  or  dry  acid  is  niixod  with  a  large  excess  of  a  dry  base  (such  as  quicklime) 
before  the  application  of  heat.    If,  in  the  former  mode  of  proceeding,  two  atoms  of 
the  acid  are  decomposed,  yielding  a  body  containing  for  four  volumes  of  vapour 
the  elements  of  two  atoms  of  carbonic  acid  and  two  of  water  less  than  the  parent  acid 
such  body  IS  called  a  ketone.    Thus  when  two  atoms  of  acetate  of  ?ime  arcMkd 
add&^:rtirr^^^  Ofcoursethecarbonie 
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2(C<H»CaO*)  =  CH'O-  +  2(CaO,CO'). 


Acetate  of  lime.  Acetone. 
C^H^CaO*  =  C^H'O  +  CaCO'. 

If,  however,  the  salt  is  not  of  a  very  low  atomic  weight,  and  the  quantities  operated 
on  are  at  all  considerable,  secondary  products  are  formed,  as  in  the  dry  distillation  of 
butyrato  of  lime,  when,  if  the  substance  is  not  in  very  small  quantity,  carbon  is  de- 
posited, and  a  certain  quantity  of  butyral,  ClfO-  (CK'O)  is  formed,  and  prol>abiy 
other  substances. 

As  an  illustration  of  the  decomposition  undergone  when  acids  are  distilled  "with  a 
groat  excess  of  dry  base,  we  shall  select  that  of  benzoic  acid,  which  under  the  circum- 
stances alluded  to  yields  benzole  and  carbonate  of  the  base : 

C'^H«0*  =  C'^H"    +  2  (C0») 

'  .  ' 

Benzoic  acid.  Benzole. 

■  CK"©*  =  C«H«  +  CO^ 

6.  Destructive  distillation  of  bases. — It  has  been  found  that  the  organic  bases  undergo 
a  much  simpler  and  more  direct  decomposition  when  subjected  to  destructive  distilla- 
tion in  presence  of  alkalis  than  when  they  are  exposed  to  heat  without  admixture. 
There  are  two  bodies  almost  invariably  found  among  the  resulting  products,  namely, 
ammonia  and  pyrrol.  In  this  respect,  therefore,  the  organic  alkalis  behave  like 
other  nitrogenised  animal  and  vegetable  products.  The  decomposition  is  almost 
always  rather  complex,  and  it  is  very  rare  that  the  products  are  sufficiently  definite 
to  bo  arranged  in  the  form  of  an  equation.  The  most  common  substances  found,  are 
the  alcohol  bases,  and  these  are  almost  invariably  of  low  atomic  weight.  One  great 
difficulty  connected -with  researches  on  this  subject,  is  owing  to  the  fact  of  its  being 
seldom  that  the  products  are  in  sufficient  quantity  to  enable  a  thorough  knowledge  of 
the  molecular  constitution  to  be  arrived  at.  Unfortunately  this  information  is  much 
wanted  in  consequence  of  the  numerous  cases  of  isomerism  to  be  met  with  among  the 
alcohol  bases.  Thus  it  is  difficult,  when  working  in  very  small  quantities,  to  dis- 
tinguish between  bimethylamine  and  ethylamine,  both  of  which  have  the  formula 
C*H'N  {C-WN).    See  Forj(luljs,  Chemical. 

It  is  remarkable  that  there  is  a  great  similarity  between  the  products  of  the  des- 
tructive distillation  of  some  of  the  most  imlike  nitrogenous  substances.  This  is  con- 
spicuously seen  in  the  case  of  bones,  or  rather  the  gelatinous  tissues  of  bones,  shale, 
and  coal  naphthas,  and  cinchonine.  An  inspection  of  the  following  table,  compiled 
from  a  paper  (by  the  writer  of  this  article),  '  On  some  of  the  Basic  Constituents  of 
Coal  Naphtha,'  will  render  this  evident : — 


Gelatinous  Tissues. 
Pyrrol. 
Pyridine. 
Picoline. 
Lutidine. 
CoUidino. 


Aniline. 


Shale  Naphthn, 
Pyrrol. 
Pyridine. 
Picoline. 
Lutidine. 
CoUidine. 
Parvoline. 


Coal  Niiphllia. 
Pyrrol. 
Pyridine. 
Picoline. 
Lxitidino. 
CoUidine. 

Chinoline. 
Lepidine. 
Cryptidine. 
Aniline. 


Cinchonine. 

Pyrrol. 

Pyridine. 

Picoline. 

Lutidine. 

CoUidine. 

Chinoline. 
Lepidine. 


It  is  very  possible  that  some  of  the  above  bases,  having  the  same  formulas,  but  do- 
rived  from  different  sources,  will,  in  course  of  time,  prove  to  be  merely  isomeric, 
and  not  absolutely  identical.  The  author  of  tliis  article  has  found  that  the  chino- 
line of  coal-tar  is  certainly  not  identical  with  that  from  cinchonine.  The  base  from 
the  latter  source  yields  a  magnificent  and  fast  blue  dye  upon  silk,  when  treated  by 
a  process  which  gives  no  reaction  if  the  coal-base  bo  substituted.  It  is  unfortunate 
that  the  reaction  is  with  the  latter  instead  of  the  former,  as  it  would  have  added  one 
more  to  the  list  of  gorgeous  dyeing  materials  yielded  by  coal-tar. 

6  General  Eemar/cs.— The  tendency  of  numerous  researches,  made  during  the  last 
few  vears,  has  been  to  show  that  there  is  no  organic  substance,  capable  of  resisting 
high  temperatures,  which  may  not  bo  found  to  exist  among  products  of  destructive 
distillation.  By  varying  the  nature  of  the  substance  to  be  distilled,  and  also  the  cir- 
cumstonccs  under  which  the  operation  is  conducted,  we  can  obtain  an  almost  infinite 
variety  of  products.  Acids,  bases,  and  neutral  substances,  solid,  liqmd  and  fluid 
hydrocarbons,  organic  positive,  negative,  and  denved  radicals,  orgauo-mctallic  bodies 
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 all  may  be  produced  by  the  action  of  higli  temperatures  on  more  or  less  compli- 
cated bodies.  Much  has  ali-eadj'  been  done,  but  the  facts  at  present  accumulated 
relate  merely  to  the  superficial  and  more  salient  substances.  On  penetrating  further 
below  the  surface  far  more  valuable  and  interesting  facts  will  came  to  light. — C.G.W. 

Z>ISTI£IiZ:i>  WATER.  Water  converted  into  vapour  by  heat,  and  subsequently 
condensed.    See  Watee. 

SXTTAirV.  The  root  of  the  Dictammcs  Fraxinella,  a  plant  belonging  to  the 
Eue  order,  or  ButacecB,  formerly  much  used  in  medicine. 

SISSOCIATIOIV.  The  resolution  of  certain  compounds  at  a  high  temperature 
into  their  constituents ;  the  elements  of  which  they  are  composed  being  capable  of 
existing  together  under  these  conditions,  without  entering  into  combination.  Thus, 
carbonic  oxide  is  dissociated  at  a  high  temperature,  oxygen  being  set  free  and  com- 
bining with  unaltered  carbonic  oxide  to  form  carbonic  acid  gas,  whilst  free  carbon  is 
deposited.  According  to  Mr.  I.  Lowthian  Eell,  this  decomposition  is  of  much  im- 
portance in  the  reactions  which  accompany  iron  smelting  in  the  blast-furnace.  As 
dissociation  is  a  purely  physical  phenomenon,  hardly  within  the  limits  of  this  Dic- 
tionary, we  may  refer  the  reader  to  'Le9ons  sur  la  Dissociation'  (1864),  by  M.  Henri 
Sainte-Claire  Deville,  who  has  made  this  subject  peculiarly  his  own. 

X>iyX-DXVI,  or  Libi-Davi,  is  the  pod  of  a  leguminous  shrub,  the  Casalpinia 
coriaria,  which  is  indigenous  to  Jamaica,  and  some  parts  of  South  America.  Mr. 
Eootsey  obtained  a  mean  produce  of  6-625  grs.  of  leather  from  60  grs.  of  divi-di-sT, 
•  while  the  same  quantity  of  the  best  Aleppo  galls  yielded  only  a  mean  produce  of 
4-625.  It  appears,  too,  from  Sir  Humphry  Davy's  estimate,  that  60  grs.  of  divi-divi 
contain  3-0475  grs.  or  6-079  per  cent,  of  tannin,  and  60  grs.  of  galls,  2-12704  grs.,  or 
3-450  per  cent.  Sixty  grs.  of  oak  bark  yielded  only  1-75  grain  of  leather;  whence  it 
follows  that  it  contains  but  0-805  of  a  grain  of  tannin  to  the  drachm,  or  not  more 
than  1-34166. 

It  has  been  tried  as  a  dye  instead  of  galls  or  sumach,  but  its  use  for  this  purpose  is 
almost  entirely  abandoned.    See  Leathee. 

DXVZig-G  BZilLX..  As  it  is  frequently  desirable  to  raise  objects  from  the  bottom  of 
tlie  sea  or  rivers,_  and  to  lay  the  foundation  of  piers  and  similar  structures,  some  con- 
trivance was  desired  to  enable  man  to  descend  below  the  water,  and  to  sustain  himself 
while  there.  The  first  method  adopted  was  the  very  simple  one  of  letting  down  a 
heavily-weighted  beU  vertically  into  the  water.  As  the  bell  descended,  the  air  got 
overpressed,  and  the  water  rose  in  the  bell,  but  never  to  the  top,  and  within  tliat 
space  the  man  was  sustained  for  some  time.  The  air,  however,  was  vitiated  by  the 
process  of  respiration,  and  the  man  had  to  be  drawn  up.  It  is  curious  to  find  that  as 
early  as  1693  a  very  complete  system  of  diving  without  a  bell  was  devised,  as  the 
following  quotation  will  show : — 

A  D.  1693  '  William  and  Mary,  by  the  Grace,  &c.  &c.  Whereas  John  Stapleton, 
gentleman,  hath  by  his  great  study  and  expence  invented  a  new  and  extraordinary 
engine  of  copper,  iron  or  other  mettal,  with  glasses  for  light  joints,  and  so  contrived 
as  to  permit  a  person  enclosed  to  move  and  walk  freely  with  under  water,  and  yet  so 
closely  covered  over  with  leather  as  sufficiently  to  defend  him  from  all  the  iumpes  of  it. 

^fo?„LT^        ^  ^""^  *f  ''^y  ^°P*^  «^  ^''^ter,  whereby  the  person  in  the 

aforesaid  engine  may  be  supplied  with  a  continual  current  of  fresh  aire,  wliich  not 
T°  respiracon,       mat,  alsoe  be  useful  for  conUnmng  a  lamp  burning, 

riif/'"^'''^i!f"f  ""''^  -^"'^  •  •  •  away  to  make  the 

sanie  again  serviceable  for  respiracon,  and  by  continually  repeating  the  operacon,  a 

^Z^^^^""'^  °^  the  said  engines,  without  any 

n^Z  -f         \^  ^^l^-  contayne,  whereby  he  shall  be  preserved  from  sulfo- 

cation  If  any  extraordinary  accident  should  interrupt  the  current  of  fresh  air  afore 
'^'^^?^<^^f-~Letters  Patent.    Bolls  Chapel.    Edited  by  Bennet  Woodcroft. 

of  whlhtfs\rr3;^[hTn!:'"  ^'""'^  ^'^^^^'^^  ^"^^^^  ^^j-*^ 

\^}^  '^^^     "^""^  ^'^^'^^^  ^''^^  1^-'^^^'       Iia^^ng  strong  glass  windows 
ti  on '  rf      of  light  to  the  diver.  In  order  to  supply  lir,  a  ba^cl  w^s 

token  with  an  open  hole  in  the  bottom,  and  a  weighted  hose  hanging  bV  anTfittln' 
into  a  hole  at  the  top.    From  this  bai-rel  the  air  of  the  bell  was  supplfed     Zu  ntl? 

%7''n  ban-els  of  air  being  sent  down  from  above.    Spn  dX  i  J 

rroYd  upon  Halley's  bell,  and  again  Friewald  made  someimprovemen  s  oSa  dlnX 
but  m  pnnciple  these  bells  were  aU  alike.    The  modern  bells  arfTTi^lnni^f 
strong       bells,  with  windows  in  the  upper  part.   By  means  of  L  air^^^^^^  ^Tced'o^ 

^trsti^r^^^^^^^^ 

-gnals  being  g.ven  by  the  men  below.   The  difficulty  of  m^ov^.^^^^ 
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It  still  inconveniout,  aud  attempts  were  made  to  obviate  this,  by  tlie  construction  of 
a  diving  boll  iipon  principles  entirely  different.  This  new  diving  bell,  to  which  the 
name  of  The  Nautilus  was  applied,  proved  useful  in  the  construction  of  some  parts 
ot  the  Victoria  Docks,  and  some  works  on  the  Seine,  Although  it  is  not  now  much 
used,  a  description  of  it  is  appended. 

The  nautilus  machine  is  entirely  independent  of  suspension ;  its  movements  are 
entirely  dependent  on  the  will  of  those  within  it,  and  without  reference  to  those  who 
may  bo  stationed  without ;  it  possesses  the  power  of  lifting  large  weights  jier  se,  and 
at  the  same  time  is  perfectly  safe,  by  common  care  in  its  operations.  This  latter  is 
the  greatest  desideratum  of  all.  These  advantages  must  strike  all  as  combining  those 
requisites  of  success  which  have  been  always  wanting  in  the  present  known  means  for 
constructing  works  under  water. 

The  form  of  the  machine  is  not  arbitrary,  but  depends  entirely  on  the  nature  of 
the  work  to  be  performed,  adapting  itself  to  the  various  circumstances  attending  any 
given  position.  _  By  reference  to  the  annexed  figures  it  will  be  perceived  that  when  at 
rest,  being  entirely  enclosed,  its  displacement  of  water  being  greater  than  its  own 
weight,  it  must  float  to  the  surface  (see  Jiff.  629).    Entering  through  a  man-hole  at 


the  top  (which  is  closed  either  from  the  inside  or  outside),  you  descend  into  the  interior 
of  the  machine,  portions  of  which  are  walled  off  on  either  side,  forming  chambers  ; 
these  chambers  are  connected  at  or  near  the  bottom  of  a  pipe  a  a{fig.  630),  which  opens 
by  a  cock  b,  outwards  to  the  external  surrounding  water.  An  opening  in  the  bottom  of 
the  machine  of  variable  dimensions  is  closed  by  a  door  or  doors  susceptible  of  being 
opened  or  closed  at  pleasure.  The  chambers  w  w,  are  likewise  connected  at  top  by 
a  smaller  pipe  c  c,  which  opens  through  the  top  of  the  machine,  and  to  which  opening 
is  affixed  a  flexible  pipe,  with  coils  of  wire  spirally  enclosed.  '  Branches  on  this  latter 
pipe  T,  allow  also  communication  with  the  larger  or  working  chamber. 

At  the  surface  of  the  water  placed  on  a  float  or  vessel  for  the  purpose,  is  a  receiver 
of  variable  dimensions,  to  which  is  att<ached  at  one  end  a  hollow  drum  or  reel,  to  the 
barrel  of  which  is  affixed  the  other  end  of  the  flexible  pipe  a,  leading  to  the  top  of 
the  nautilus.  At  the  other  end  of,  and  in  connection  with  the  receiver,  is  a  powerful 
air-condensing  pump.     This  combination  represents  the  nautilus  as  adapted  to 

engineering  work.  ,  . 

As  to  the  modus  operandi:— The  operator  with  his  assistants  enters  the  miicliine 
through  the  top,  which  is  then  closed.  To  descend,  the  water-cock  b  is  opened,  and 
the  external  water  flows  into  the  chambers  w  w;  at  the  same  time  a  cock,  on  a  pipe 
opening  from  the  chambers  outwards,  is  opened,  in  order  that,  the  air  escaping,  an 
uninterrupted  flow  of  water  may  take  place  into  the  chambers.  The  weight  of  water 
entering  the  chambers  causes  a  destruction  of  the  buoyancy  of  the  machine,  and  the 
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nautilus  gradually  sinks.  As  soon  as  it  is  fairly  under  water,  in  order  that  tlio 
Spirent  may  be  quiet  and  without  shock,  the  water-cock  b,  is  closed.  The  receiver  at 
Thf surface  being  previously  charged  by  the  air-pump  to  a  density  somewhat  greater 
than  that  of  the  water  at  the  depth  proposed  to  attain,  one  of  the  branch-cocks  on  the 
T,iDe  c  c  connecting  the  chambers  at  top,  is  opened,  and  the  air  rushes  into  the  work- 
in^  chamber,  gradually  condensing  until  a  density  equal  to  the  density  of  the  water 
^viUiout  is  attained  ;  this  is  indicated  by  proper  air  and  water  gauges.  _  These  gauges 
markino'  equal  points,  showing  the  equilibrium  of  forces  without  and  withm,  the  cover 
to  the  Ibottom  s  is  removed  or  raised,  and  communication  is  made  with  the  under 
water  surface,  on  which  the  nautilus  is  resting.  In  order  to  move  about  in  localities 
where  tides  or  currents  do  not  affect  operations,  it  is  only  necessary  for  the  workman 
to  step  out  of  the  bottom  of  the  nautilus,  and  placing  the  hands  against  its  sides,  the 
operator  may  move  it  (by  pushing)  in  any  direction. 

630 


Where  currents  or  tides,  however,  have  sway,  it  becomes  necessary  to  depend  upon 
fixed  points  from  which  movements  may  be  made  in  any  direction.  This  is  accom- 
plished by  placing,  in  the  bottom  of  the  nautilus,  stuffing  boxes  of  peculiar  construc- 
tion (m  m,  fig.  630),  through  which  cables  may  pass  over  pulleys  to  the  external  sides, 

631 


thence  up  through  tubes  (to  prevent  their  being  worn),  to  and  over  oscillating  or 
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flTonf  P"l^°y«'  Pi'iced  in  the  pkno  of  the  centre  of  gravity  of  the  nautilus,  and 
tlienco  to  the  points  ot  .affixmont  rospectivoly  {fig.  631).  The  obiect  to  be  gained  by 
aving  the  swinging  pulleys  in  tlie  pL.no  of  the  centre  of  gravity  of  the  mass,  is  to 
noKi  tno  machine  steady  and  to  prevent  oscillation.  Within  the  machine,  and  directly 
over  the  above  stuffing  boxes,  are  windlasses  for  winding  in  the  cables.  By  working 
tliese  windlasses  movement  may  bo  effected,  and  of  course  the  number  of  tlieso  cables 
will  depend  on  the  variable  character  of  the  situation  to  be  occupied.  Having  thus 
secured  the  means  of  descending,  communicating  with  the  bottom,  and  of  movement, 
tJie  next  point  is  to  ascend.  Weight  of  water  has  caused  a  destruction  of  buoyancy 
at  first,  and  consequent  sinking;  if  then  any  portion  of  this  water  is  removed,  an 
upward  effort  will  at  _  once  bo  exerted  exactly  proportionate  to  the  weight  of  water 
thrown  off.  The  air  in  the  receiver  at  the  surface  being  constantly  maintained  at  a 
higher  density  than  that  of  the  water  below,  if  we  open  the  water  cock  on  the  top 
pipe,  c  c,  throwing  the  condensed  air  from  the  receiver  above  directly  on  to  tlie 
surface  of  the  water  in  the  chambers,  movement  and  consequent  expulsion  of  the 
water  must  take  place,  and  an  upward  movement  of  the  machine  itself,  which  will 
rise  to  the  surface. 

It  is  evident  that  if,  previously  to  the  expulsion  of  the  water,  the  nautilus  be  affixed 
to  any  object  below,  the  power  exerted  on  that  object  will  be  exactly  proportionate  to 
the  weight  of  water  expelled,  and  the  power  will  continue  increasing  until,  there 
being  no  farther  weight  to  be  thrown  off,  the  maximum  effect  is  produced.    To  apply 
this  power  to  lifting  masses  of  stone  or  rock,  proper  arrangements  are  affixed  to  the 
centre  of  the  opening  in  the  bottom,  by  which  connection  can  be  made  with  the 
weight,  admitting,  at  the  same  time,  the  swinging  around  of  the  object  suspended, 
so  that  it  may  be  placed  in  any  required  position.    In  the  construction  of  permanent 
work,  or  the  movement  of  objects  whose  weight  is  known,  or  can  be  estimated,  a 
water,  or,  so  ca,lled,  lifting  tube  is  placed  on  the  side  of  the  water  chamber,  which  in- 
dicates the  lifting  power  exercised  by  the  nautilus  at  any  moment.    The  advantage 
of  this  gauge  will  be  recognised,  inasmuch  as  without  it  the  closest  attention  of  the 
operator,  working  very  cautiously,  would  be  necessary  to  determine  when  the  weiglit 
was  overcome :  by  its  aid,  however,  the  operator  boldly  throws  open  all  the  valves 
necessary  to  develop  the  power  of  the  nautilus,  watching  only  the  gauge.    The  water, 
haying  reached  the  proper  level  indicating  the  required  lifting  power,  he  knows  the 
weight  must  be  overcome,  or  so  nearly  so  that  the  valve  or  cocks  may  be  at  once 
closed,  in  order  that  the  movement  may  take  place  horizontally.    A  moment's  re- 
flection will  show  that,  if  there  were  not  an  index  of  this  character,  carelessness  or 
inattention  on  the  part  of  the  operator,  by  lea"vdng  the  cocks  open  too  long,  might 
develope  a  power  greater  than  required,  and  the  nautilus  would  start  suddenly  up- 
ward.   The  expansive  power  of  air,  acting  upon  the  incompressible  fluid,  water, 
through  the  opening  in  the  bottom,  gives  a  momentum  which,  by  successive  develop- 
ments of  expansion  in  the  working  chamber,  is  constantly  increasing  in  velocity, 
until,  in  any  considerable  depth  of  water,  the  result  would  be  undoubtedly  of  a  very 
serious  character.    Take,  for  exemplification,  the  nautilus  in  thirty-three  feet  of 
water,  and  bottom  covers  removed,  and  an  equilibrium,  at  fifteen  pounds  to  the  inch, 
existing  between  the  air  and  the  water  at  the  level  of  the  bottom  of  the  machine. 
Upward  movement  is  communicated  the  instant  the  machine  rises  in  the  slightest 
degree,  the  existing  equilibrium  is  destroyed,  and  the  highly  elastic  qualities  of  air 
assume  preponderance,  exerting,  from  the  rigid  surface  of  the  water  below,  an  im- 
pidsive  effort  upward  in  the  direction  of  least  resistance.    At  each  successive  moment 
of  upward  movement  the  impelling  power  increases,  owing  to  the  increasing  disparity 
between  the  pressure  of  air  within  struggling  for  escape.    The  machine,  thus  situated, 
becomes  a  marine  rocket  (in  reality),  in  which  the  propelling  power  is  exhausted  only 
when  the  surface  is  reached,  and  a  new  equilibrium  is  obtained.    It  will  readily  be 
seen  that,  were  this  difficulty  not  overcome,  it  would  be  impossible  to  govern  the 
nautilus ;  for,  rising  with  great  velocity  to  the  surface,  the  machine  is  carried  above 
its  ordinary  flotation,  or  water  line,  a  little  more  air  escaping  owing  to  the  diminislied 
resistance  as  that  level  is  passed  ;  the  recoil,  or  surging  downwards,  causes  a  condcn- . 
sation  of  the  air  remaining  in  the  chamber;  a  portion  of  the  space  previously  occupied 
by  air  is  assumed  by  water ;  tlio  buoyant  power  becomes  less,  the  machine  settles 
slightly  more  by  condensation  of  the  air,  a  larger  space  is  occupied  by  water,  and  the 
nautilus  redescends  to  the  bottom  with  a  constantly  accelerating  movement,  seriously 
inconveniencing  the  operator  by  filling  more  or  less  with  water,  according  to  depth. 
For  many  months  the  difficulties  just  enumerated  baffled  all  ;;ttempts  at  control.  A 
weight  attached  could  be  lifted,  but  the  instant  it  was  entirely  suspended,— before  the 
valves  could  bo  closed, — upward  movement  was  communicated  beyond  control.  This 
difficulty  so  fatal  has  been  overcome  by  an  arrangement  at  the  bottom  of  the  nautilus, 
with  channels  which  radiate  from  the  opening  in  an  inclined  direction,  debouching  at 
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the  sides  of  the  machine.  The  moment  then  that  the  air,  by  its  expansion  from 
diminished  resistance,  or  by  the  introduction  from  above  of  a  greater  volume  than  can 

632 


be  sustained  by  the  water  below,  reaches,  in  its 
downward  passage,  the  level  of  these  chambers, 
following  the  direction  of  least  resistance,  it 
passes  through  these  channels  and  escapes  into 
the  surrounding  water,  without  of  course  affecting 
the  movement  of  the  machine  in  the  least. 

The  pump  for  supplying  air  to  the  diving 
bell  or  other  suitable  vessel  is  represented  in 
figs.  632  and  633,  and  is  constructed  as  follows  :— 
D  is  a  cylinder,  opening  at  the  upper  part  into 
a  chamber  or  chambers  p  r,  separated  by  a  parti- 
tion E.  On  the  side  of  each  of  these  chambers 
there  is  a  valve  h  h,  opening  inwards,  and  at 
the  upper  part  of  the  same  are  two  valves  1 1, 
opening  outwards  into  the  valve  chamber  g. 
Outside  the  opening  for  each  of  the  valves  h,  h, 
there  is  a  cup,  into  which  the  end  of  the  water 
supply  pipe  M  passes;  by  this  means  a  small 
stream  of  water  is  supplied  to  the  cup,  and  is 
drawn  from  it  into  the  chamber  p  to  supply  the 
■waste  in  the  operation  of  pumping.  The  valve 
chamber  g  is  covered  with  a  jacket  k,  having  a 
space  between  it  and  the  valve  chamber  that  is 

w  A  ^^^^^  ^^'^^  water-pipe  m,  which 
aflords  a  stream  of  cold  water  to  carry  off  the 
neat  from  the  condensed  air  which  is  forced  into 
the  chamber.  The  water  thus  supplied  circu- 
iates  through  the  tubes  in  the  chamber  and 
rouna  them  in  the  ^•acket,  and  thus  cools  the  air 
.^"''so  tubes ;  it  is  then  conveyed  so  as  to  bo 
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uBefully  employed  in  a  steam-boiler,  or  is  allowed  to  run  off.   The  air  and  a  small 
quantity  of  water  is  forced  up  from  the  cylinder  d,  by  the  stroke  of  the  piston  c  into 
the  chamber  f,  which  is  thereby  filled  with  water,  and  thus  the  air  is  expelled  there- 
from, a  small  quantity  of  the  water  passing  with  it  and  covering  the  valves,  by  whicU 
means  they  are  kept  tight  and  wot.    The  air  and  water  thus  discharged,  after  passing 
around  the  small  tubes  in  the  valve  chamber  and  being  cooled,  are  forced  outward 
and  conveyed  to  the  condenser.  On  the  return  stroke  of  the  piston,  the  other  chamber 
F  is  filled,  and  air  and  water  expelled  from  it  in  like  manner  through  its  valve  into 
the  valve  chamber.    There  is  always  a  sufficient  quantity  of  water  in  the  cylinder  » 
and  chamber  f  to  fill  the  latter  when  the  water  is  all  expelled  from  the  cylinder,  by 
the  piston  c  having  been  driven  to  one  end  of  it,  and  when  the  piston  returns^  to  the 
opposite  end  of  the  cylinder  the  water  flows  in  behind  it,  and  draws  in  its  equivalent 
in  bulk  of  air  and  water  through  the  valve  H.    On  its  return,  this  is  forced  out  througli 
the  valve  k  into  the  chamber  i,  as  mentioned  above.    The  water  being  non-elastic,  ii 
the  parts  are  kept  cool  enough  to  avoid  raising  steam,  this  process  may  be  continued 
for  any  length  of  time.    A  transverse  section  of  this  apparatus  is  shown  in  Jig.  b66 

Figs.  634  and  635  represent  the  speaking  tube  and  alarm  bell  above  referred  to. 
The  construction  of  this  mechanism  is  as  foUows  -.—There  is  a  hollow  casting,  one  portion 
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angle  and  in  a  line  with  a,  there  is  a  tubular  projection  b,  V^Y^^^^  Y'}^^  f'^^^ 

for  which  purpose,  however,  a  thin  silver  plate  that  just  fats       oore  u  j 
preferred.   This  diaphragm  closes  all  communication  between  the  diving  Aessel  and 
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the  external  air.  By  ^^^^^^Zl^^^  X 
tubing.    It  may  ^^^^^^^^^^^^^  i„  of  air  in  the  event  of  a  ruptiure  of  the 

cautionary  means     P^°^«°^i°S  f  o  f^^^^^^       enlargement  of  the  speaking  tube  is 
diaphragm.    The  upper  P^^*  "^.Jf^S  t^^^e  is  an  axis  h,  which  runs  from  side  to 
tapped  for  a  stuffing  box  at  g,  ^Jhin  wnicn  ^ 
side  of  the  said  enlargement,  "'^^^^  lever  communicates  with  the 

h  is  fixed  a  lever  i  within  the  said  enlargement  J^^J  running  through 

surface  of  the  water  by  moans  o  a  ^^/^it^y  ohhe  axis  h  is  affixed  a  hammer. 
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means  the  attention  of  the  operator  below  may  be  drawn  to  the  speaking  tube  when  it 
is  required  to  converse  with  him  from  the  surface  of  the  water,  and  the  men  whose 
duty  it  is  to  attend  to  the  operator  below  can,  by  placing  their  ear  at  the  end  of  the  tube, 
hear  the  bell  struck  below  as  a 
signal  for  communication  with 
them  at  the  surface. 

The  only  parts  of  the  apparatus 
not  yet  described  are  the  saw  for 
cutting  the  tops  of  piles  to  an  uni- 
form level,  the  pump  which  enables 
the  divers  themselves  to  rise  to  the 
surface  in  the  event  of  the  flexible 
hose  being  detached  or  injured, 
and  the  contrivance  for  screwing 
an  eye  bolt  into  the  side  of  the 
sunken  vessels. 

The  arrangement  of  the  saw- 
frame  and  connections  are  shown 
in  fig,  636.  Only  as  much  of  the 
bottom  of  the  Nautilus  is  shown 
as  will  render  the  position  of  the 
saw  understood,  p  is  a  pile  which 
is  required  to  be  cut  down  to  the 
same  level  as  the  others,  e  is  the 
blade  of  the  saw,  d  the  framing 
by  which  it  is  stretched,  c,  d,  the 
handle  which  rests  on  the  cross  bar 
K,  to  which  is  attached  the  up- 
right part  of  the  handle  which  is 
laid  hold  of  by  the  workman  inside 
when  working  the  saw.  H,  G,  p, 
a  bent  lever  with  two  friction 
rollers  at  f,  which  guides  the 
saw  forwards  while  making  the 
cut. 

The  pump  for  ascending  in  case 
of  accident  to  the  air  hose  is  not 
shown  in  the  drawing.  It  is  a 
simple  force  pump  placed  in  the 
working  chamber,  by  which  the 
ballast  water  in  w  w,  fig.  630,  can 
be  pumped  out  so  as  to  lighten  the 
apparatus  sufficiently  to  allow  of 
its  ascent. 

The  apparatus  for  fixing  the  eye  bolts  is  shown  in  fig.  637 
apparatus  is  as  follows  : — It  will  be  obser^'^ed  the  chamber  d 


The  operation  of  tins 
opens  outwards  to  the 
water,  so  that  when  the  sliding  partition,  or  valve  y  is  forced  down  by  the  lever  g,  the 
communication  of  the  water  with  the  chamber  is  cut  oflf.  The  lid  z  being  removed, 
a  bolt  i  (or  other  operating  tool  or  instrument)  is  placed  within  the  chamber  c ;  the 
rod  K  is  forced  through  the  stuffing  box  I  until  the  recessed  end  of  the  rod  contains 
the  end  of  the  bolt ;  the  small  rod  >  is  then  screwed  through  the  stuffing  box  n,  until 
the  screw  on  the  end  of  this  rod  has  become  affixed  to  the  end  of  the  bolt  contained 
within  the  recess  &tp.  The  lid  z  of  the  chest  is  then  fastened  on,  and  the  partition 
or  valve  y  raised,  the  stuffing  box  m  preventing  the  escape  of  air.  Communication  is 
thus  opened  between  the  chambers  a  and  d,  the  latter  being  open  outwards.  The  rod 
% now  pushed  outwards  by  pressing  on  the  handle  k  through  the  stuffing  box  I, 
until  the  vessel  or  object  to  be  operated  upon  is  reached,  when  the  operation  is  per- 
formed as  required.  It  will  be  observed  that  the  stuffing  box  prevents  the  escape  of 
air  out  of  the  bell  or  the  admission  of  water  into  it,  the  stuffing  box  n  having  the  same 
tendency.  After  the  operation  with  the  tool  or  instrument  is  complete,  the  rod  k  is  dis- 
^""^'^te'l  by  unscrewing  the  rod^,  and  is  drawn  into  the  chamber  a  by  means  of  the 
handle  k ;  the  partition  or  valve  y  is  again  lowered,  and  the  operations  above  described 
are  repeated.  It  will  hence  be  obvious  that  a  number  of  eye  bolts  might  in  tliis  manner 
be  successfully  inserted  in  the  side  of  a  sunken  vessel  from  the  diving  bell,  so  that  by 
Hooking  on  the '  camels '  the  strain  would  bo  so  distributed  as  to  prevent  iniurv  bv  the 
process  of  lifting  the  said  vessel.  ^  ^  ■ 
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DlVXiro  BREBS,  or  HEIiMET.  The  diving  holmot  \b,  in  principle,  similar  to 
tho  bell.  In  ono  caeo  tho  head  is  enclosed  in  an  air-tight  metal  covering,  to  which 
air  is  artificially  supplied  ;  in  tho  other,  the  whole  body  is  in  a  vessel  fitted  with  pipes 
for  tho  supply  of  fresh,  and  the  removal  of  deteriorated,  air. 

Tho  diving  helmet  is  made  of  thin  sheet-copper,  which  covers  tho  head  of  the 
diver,  large  enough  to  admit  of  free  motion,  and  pierced  with  three  holes,  which  are 
covered  with  glass,  and  protected  with  brass  wire.  The  diver  wears  a  waterproof 
canvas  jacket,  and  to  this  tho  helmet,  which  comes  down  over  the  breast  and  back, 
is  fastened  so  tightly  that  no  water  can  penetrate.  Two  weights,  each  about  40lb8., 
are  suspended  to  a  belt  which  passes  round  tho  diver,  one  in  front,  and  the  other  at 
the  back.  This  belt  can  be  instantly  unfastened  in  case  of  accident.  Fresh  air  is 
supplied  by  means  of  a  flexible  waterproof  pipe,  which  is  attached  to  an  air-pump 
in  the  barge  from  which  the  diver  descends.  This  pipe  passes  under  the  diver's  left 
arm,  and  enters  the  back  of  the  helmet,  being  so  contrived  that  the  fresh  air  is 
made  to  impinge  on  the  glasses,  and  thus  prevents  them  in  a  great  measure  from 
being  dimmed  by  the  breath.  From  the  back  part  of  the  helmet  there  is  also  led  an 
eduction  pipe,  which  carries  off  the  breathed  air.  The  attendants  on  the  surface  are 
communicated  with  by  a  signal  line,  which  passes  under  the  right  arm.  The  diver 
descends  from  the  side  of  the  vessel  by  a  rope  or  else  by  a  wooden  ladder,  loaded  at 
the  lower  end,  the  weight  being  kept  at  a  little  height  above  the  ground.  When  the 
diver  has  descended,  the  weight  is  set  down,  and  the  rope  slackened,  so  that  the 
motion  of  the  boat  may  not  obstruct  his  movements.  Heavy  weights  are  attached  to 
his  feet  to  keep  him  steady ;  and  he  carries  a  line  in  his  hand  to  guide  him  back  to 
the  rope.  A  waterproof  dress  entirely  covers  him,  and  thus  he  may  remain  under 
water  five  or  six  hours,  perfectly  dry  all  the  while. 

DIvnTZXTG !  BIVIlsriNO  ROB.  The  German  miners  who  were  brought  over 
to  this  country  at  the  instance  of  Queen  Elizabeth,  who  was  especially  desirous^  of 
seeing  the  mineral  treasures  of  this  country  developed,  first  introduced  the  divining 
rod.  It  has  continued  to  the  present  day  to  be  occasionally  used  in  the  mining 
districts— not  merely  by  the  uneducated  miners,  but  by  men  of  education  and  intelli- 
gence— for  the  discovery  of  mineral  lodes.  •  ,  j  • 
The  divining,  or,  as  it  is  more  frequently  called  in  Cornwall,  the  ♦  dowsing  rod,  is 
a  forked  twig  of  the  blackthorn,  the  hazel,  or  the  willow,  of  one  year's  growth.  It  is 
placed  on  the  open  palms  of  the  hands,  the  fingers  are  closed  upon  each  limb  of  the 
fork  and  the  point  of  junction  is  then  turned  up  towards  the  operator,  and  then,  by  a 
twist  of  the  arms,  placed  outwards,  so  that  it  is  held  with  the  muscles  of  the  arm  in 
a  most  constrained  position.  The  operator,  called  '  a  dowser,'  walks  over  the  ground 
to  be  examined,  and  the  rod  is  supposed  to  turn  downwards  with  irresistible  force 
when  a  mineral  lode  is  approached.  There  can  be  no  question  but  the  phenomenon 
in  this  case  is  precisely  similar  to  that  of  table-turning.  Fixedness  of  will  operates 
involuntarily  upon  the  rigid  muscles  of  the  arm,  a  movement  is  felt,  and  the  slight 
impulse  yielded  to  becomes  greatly  increased.  Every  fairly  made  experiment  proves 
divining  to  be  ono  of  those  errors  which  are  born  of  ignorance,  and  perpetuated 
through  the  neglect  of  the  proper  education  of  the  mind.  Two  or  three  well-esta- 
blished positions  may  serve  to  remove  this  superstition  from  those  minds  which  can 
be  broucht  to  reflect  on  natural  phenomena.  _ 

The  divining  rod  is  supposed  to  bend  by  virtue  of  some  attractive  power  between 

the  woodv  twig  and  the  mineral  lode.  ,       ^  ,      •  j 

1  Place  the  most  approved  divining  rod  over  a  mineral  lode,  so  delicately  poised 
that"  a  breath  will  turn  it.    The  metalliferous  matter  will  exert  no  influence  upon  it. 

2  Place  the  divining  rod  upon  the  open  palms  of  the  hands  of  the  most  approved 
'  dowser '    It  will  never  move,  however  great  may  be  the  mass  of  nietal. 

Thus  "we  have  proofs  that  neither  the  metals,  the  twig,  nor  the  man  have  any 

'°*3'"'ciose  the  hands  tightly,  keeping  the  arms  still  in  an  easy  position.  No  change 
in  the  position  of  the  rodViU  take  place  in  passing  over  any  number  of  mineral 

'°t'Twist  the  arms  in  the  way  described,  and  then,  and  then  on|y  in^he  hands  of  a 
believer,  will  the  rod  bend  ;  and  it  is  a  chance  if  it  bends  at  the  r  ght  time 

The  divining  rod  is  said  to  bend  equally  to  water,  hence  it  is  used  ^°  P^J^*^ 
to  find  that  fiuid ;  to  blood,  therefore  it  was  used 

ltisU>  be  regretted  that  the  ^u-n  mind^^^^^^ 

BOBGIING  TRAII^  Oil..  Tho  oil  of  t}ie  5ff?,^.a  rostrata,  ox  Bottle-nose 
wljale, 
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DOO-TOOTH  SPAB.  Calcite,  or  carbonate  of  lime,  crystallised  in  scaleno- 
hedra.   Such  crystals  are  common  in  the  Mountain-limestone  of  Derbyshire. 

DO*-WOODi  Comus  sanguinea,  a  small  underwood  known  as  the  wild  cornel, 
and  as  the  common  Dogwood.  Little  splinters  of  this  wood  are  used  by  the  watch- 
maker for  cleaning  out  the  pivot-holes  of  watches,  and  by  the  optician  for  cleaning 
deeply-seated  small  lenses.  Its  peculiarity  is  that  it  is.  remarkably  free  from  silex. 
Toothpicks  are  also  manufactured  from  dogwood. 

BOC-WOOB  BARK.  The  bark  of  the  Comus  fiorida,  a  plant  much  used  in 
the  United  States  as  a  substitute  for  Peruvian  bark  in  cases  of  fever. 

BOIiERITE.  A  variety  of  '  greenstone,'  composed  of  augite  and  felspar.  The 
difficulty  of  discriminating  these  minerals  gives  the  name,  from  AoAepJy,  deceptive. 

BOlbli'S' ;  BOHTT-TITB.  A  mining  term  applied  to  a  tub  fitted  with  a  perfo- 
rated board,  the  dolly,  to  which  a  circular  motion  is  given  by  a  winch-handle,  and 
thus  imparts  a  similar  motion  to  the  ore.    See  Dressing  op  Ores. 

BOlbOMXTE.  {Bolomie,  Fr. ;  Dolomit  and  Bitterspath,  Ger.)  A  name  applied  to 
Magnesian  Limestone,  in  honour  of  a  distinguished  French  geologist  and  mineralogist 
of  the  last  century,  M.  Deodatus  Guy  Silvanus  Tancred  de  Gratet  de  Dolomieu. 
This  mineral  is  essentially  a  double  carbonate  of  lime  and  magnesia,  containing,  in 
the  normal  varieties :  carbonate  of  lime,  54:"35  ;  carbonate  of  magnesia,  45"65 ;  a 
percentage  composition  corresponding  to  the  formula  CaO.CO^  +  MgO.CO-  (CaMff 
2CO*).  The  relative  proportion  of  the  two  carbonates  is,  however,  subject  to  con- 
siderable variation,  the  species  passing  on  the  one  hand  into  carbonate  of  lime,  and 
on  the  other  into  carbonate  of  magnesia. 

In  its  general  characters,  dolomite  strongly  resembles  calcite  or  pure  carbonate  of 
lime,  from  which,  however,  it  may  be  easily  distinguished  by  its  greater  hardness  and 
density,  and  by  eflfervescing  less  briskly  with  acids.  At  the  same  time  its  crystalline 
forms  are  neither  so  varied  nor  so  complex  as  those  of  calcite.  It  is  notable  that  the 
ci^stals  have  a  remarkable  tendency  to  present  curved  faces,  and  from  the  nacreous 
lustre  which  they  often  possess,  are  commonly  termed  pearl  spar.  The  presence  of 
protoxide  of  iron  replacing  the  isomorphous  oxides,  lime  and  magnesia,  often  causes 
the  mineral  to  assume  a  brown  colour  after  exposure  to  the  atmosphere,  whence  such 
varieties  are  distinguished  as  brown  spar.  In  this  country,  crystallised  dolomite  is 
common  in  the  lead-mines  of  Derbyshire,  Alston  Moor,  Leadhills,  and  the  Isle  of  Man : 
the  finest  crystals,  however,  occur  at  Traversella,  in  Piedmont. 

The  massive  and  finely-granular  forms  of  dolomite  are  very  widely  distributed, 
forming  in  certain  districts  rock-masses  of  considerable  extent,  and  occasionally  rising 
into  mountains  of  characteristic  boldness,  well  seen  in  the  Dolomites  of  the  Tyrol. 
In  England,  large  deposits  of  magnesian  limestone  occur  in  the  upper  beds  of  the 
Permian  system,  or  that  group  of  rocks  which  immediately  overlies  the  coal-measures, 
and  of  which  the  upper  beds  are  commonly  known  as  Zechstein,  a  name  borrowed 
from  their  German  equivalents.  The  principal  deposits  occur  in  the  north-east  of 
England,  extending  from  the  mouth  of  the  Tyne  in  a  south-westerly  direction  through 
Durham  and  Yorkshire,  into  the  counties  of  Derby  and  Nottingham.  In  these  beds 
the  dolomite  frequently  assumes  singular  concretionary  forms  ;  whilst  at  Marsden.  a 
few  miles  south  of  the  Tyne,  it  presents  a  schistose  structure,  separating  into  thin 
layers  of  remarkable  flexibility.  A  dolomitic  limestone  is  also  found  in  the  so-called 
Dolomitic  Conglomerate  of  Bristol,  a  rock  which  occurs  locally  at  the  base  of  the  Trias, 
or  New  Red  Sandstone,  and  contains  fragments  and  pebbles  of  older  rocks  cemented 
together  by  a  hmestone  more  or  less  dolomitic.  In  addition  to  the  recognised  forms 
ot  dolomite,  many  limestone  rocks,  of  various  ages,  are  found,  on  chemical  examina- 
tion, to  contain  magnesia,  and  in  some  cases  to  pass  into  true  dolomites.  Dr.  Sterry 
Hunt  has  shown,  moreover,  that  the  veins  in  certain  marbles  are  dolomitic,  whilst  the 
base  may  be  only  an  ordinary  Umestone  ;  and  also  that  the  substance  of  some  fossil 
Shells  IS  a  dolomite,  although  the  matrix  is  nothing  more  than  limestone:  this  is 
notably  tho  case  with  some  of  the  fossils  of  the  Trenton  Limestone  (Lower  Silurian) 
of  Ottawa,  m  Canada.  ' 

The  origin  of  dolomite  has  long  been  a  standing  enigma  to  the  geologist ;  but  as  the 
Jrticle""         °^  ^"^^^  theoretical  interest,  its  discussion  would  be  out  of  place  in  this 

ro^^arrwl'^'^'"^  ""^Tf'  ^ f  '^''}^J^'^^  ^'^vo  been  highly  valued,  those  varieties  being 
%T  ^li'pl^  present  a  crystalline  structure,  and  in  which  the 

caroonates  of  hme  and  magnesia  exist  in  nearly  atomic  proportions.    The  cuarries  in 

n?r^'^^°"^ ''"^  Derbyshire,  sup|ne5  the  magneskrWtoie 
employed  in  the  construction  of  the  new  Houses  of  Parliament. 

iho  dolomites  of  Durham  are  employed  in  the  chemical  works  on  the  Tvne  for  tlia 
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Dolomite  was  omployod  first  by  the  late  Mr.  Hugh  Lee  Pattison,  for  the  manufacture 
of  carbonate  of  magnesia,  and  it  is  still  used  for  that  purpose. 

When  dolomite  is  calcined,  within  certsiin  limits  of  temperature,  it  is  said  to  furnish 
an  excellent  hydraulic  lime.  M.  H.  Sainte-Claire  Deville  has  called  attention  to  the 
powerful  hydraulic  properties  of  caustic  magnesia  by  its  union  with  water  to  form  a 
definite  hydrate.  It  appears  that  if  dolomite  be  calcined  below  a  rod  heat,  the 
carbonate  of  magnesia  suflFors  decomposition,  whilst  the  carbonate  of  lime  remains 
almost  intact ;  on  slaking  this  calcined  dolomite,  the  magnesia  combines  with  water, 
and  this  hydrate  cements  the  unaltered  particles  of  carbonate  of  Ijmo. — F.W.R. 

BOMEYKZTE.  An  arsenide  of  copper,  occurring  in  Chili,  in  Bolivia,  and  at 
Lake  Superior.  Mr.  D.  Forbes  found  the  domeykito  of  the  Corocoro  sandstone,  in 
Bolivia,  to  contain  copper  71-13 ;  arsenic  28-41 ;  silver  0-46.  This  has  probably  beerj 
formed  in  situ  by  the  action  of  arsenical  vapours  on  metallic  copper  disseminated 
through  the  sandstone.  Faraday's  Condurrite  from  Cornwall  is  closely  allied  to— if 
bot  identical  with— domeykite. 

SONAHXUM.  Bergmann  supposed  that  he  had  detected,  in  a  Norwegian 
mineral,  a  new  metal,  to  which  he  gave  the  name  of  Donarium,  from  the  Scandinavian 
god  Donar.    This  metal  is  now  proved  to  be  identical  with  thorinimi. 

DOIffXEY  ENGIlorE.  A  very  small  engine  employed  to  pump  water  into  boilers. 
If  the  use  of  the  donkey  engine  were  more  usual  than  it  is,  we  should  hear  less  of 
steam-boiler  explosions. 

BONSBA.   Mschynomone  Cannahina.    See  Fibres. 

SOOPARA  RESIXOr.  A  resin  obtained  in  considerable  quantities  in  the  East 
Indies  from  the  Vateria  Indica,  which  is  used  as  a  fragrant  incense  in  the  temples, 
makes  an  excellent  varnish,  and  is  sometimes  called  East  Indian  Copal,  or  Gum  Piney.— 

Simmonds.  „  ,  .      , .  ,   ,  .  •. 

BOBirOCK  is  a  species  of  figured  Imen  of  stout  fabric,  which  denves  its  name 
from  a  town  in  Scotland,  where  it  was  first  manufactured  for  table-cloths.  It  is  the 
most  simple  in  pattern  of  all  the  varieties  of  the  diaper  or  damask  style,  and  there- 
fore the  goods  are  usually  of  coarse  quality  for  common  household  wear.  It  receives 
the  figure  by  reversing  the  flushing  of  the  warp  and  woof  at  certain  intervals,  so  as  to 
formlquares,  or  oblong  rectangles  upon  the  cloth.  The  most  simple  of  these  is  a 
succession  of  alternate  squares,  forming  an  imitation  of  a  checker  board  or  mosaic 
work  The  coarsest  kinds  are  generally  woven  as  tweels  of  three  leaves,  where  every 
thread  floats  over  two,  and  is  intersected  by  the  third  in  succession.  Some  of  the 
finer  are  tweels  of  four  or  five  leaves,  but  few  of  more;  for  the  six  and  seven  leaf 
tweels  are  seldom  or  never  used,  and  the  eight  leaf  twill  is  confined  almost  exclusively 

to  ^'IJ'^ J^,ys^ jjjjj  ciAY.    Clay  shipped  from  Poole  in  Dorsetshire.    See  Clay. 

BOUK  or  BOTTXE.  Mr.  Wallace,  in  his  work  on  the  mines  of  Alston  Moor, 
expresses  his  beUef  that  this  term  is  derived  from  the  Saxon  deaga,i,  to  knead  or 
mix  with  water.  It  is  a  soft  substance,  often  found  in  veins  especially  in  crop  veins, 
Zd  where  their  walls  or  sides  are  formed  of  shale.  It  is  evidently  PO^'i.f  .^^P^^" 
rosed  shale,  though  not  unfrequently  as  compact  as  the  rock  from  which  it  is  derived, 
Tt  differs  f;om  the  latter  in  elibiting  no  traces  of  bedding.  Exposed  to  the  atmosphere, 
it  rapidly  decomposes  into  a  blue  kind  of  clay. 

BOWIbAS.    A  coarse  kind  of  linen. 

BOWir.    See  Feathbks. 

-nowsXlTG  ROB.    See  Divining  Rob.  ^    v  . 

nnAGON'S  BIOOB  (Sang-dragon,  Fr.  ;  DrachmUut,  Ger.)  is  a  resinous 
subsSfcr  which  comes  to  us  sometimes  in  small  baUs  of  the  size  of  a  pigeon  s  eg^ 
sometimes  Tn  ra  like  the  finger,  and  sometimes  in  irregular  cakes  Its  colour  in 
iZf  Skbrown-red;  in  powder,  bright  red  ;  fi-iable  ;  of  a  shining  fracture ;  specific 
lump  IS  dark  brown  re  P  ijttle  benzoic  acid,  is  insoluble  in  water,  but  dissolves 
^""I?,  ^-   niLnl  ether  and  oils.   It  is  brought  from  the  East  Indies,  Africa,  and 

of  several  trefs.  the  Bracna  draco,  the  Fterocar^us 

...0..^,  W^^^  ,,,,,,,e  varnishes,  for 

Dragons  blood  is  "^'^'l^f^^  and  powders,  for  staining  marble,  &c. 

'Sfl^iX  t=-?>ir^^  •'• 

,  that  of  reed  """''^JS^^  4rieties  of  this  substance  found  iu  eommoree 

""^f  Dragon;  blood  in  oval  mm,,;  Dromon;  Hood  in  drojf,  (a»j»is  Vracmi,  i» 

lachrt/mis.) 
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a  praam's  blood  in  powder.  ,  . 

4"  Dragon's  blood  in  the  tear  {Sanguis Dracoms  m  grams). 

<;*  Lumn  Draaon' a  blood  (Sanguis  Draconis  in  massis).  ,  ,7   j  •  , 

|;sWe7tCf  tLre  ^x.  Dragon'^  blood  in  cakes  and  False  Bra^oris  blood  xn  oval 

DRAINllffG  TllES.  Burnt  clay  tiles,  generally  shaped  in  eection  like  a 
hor"  ste  aT^ut  one  foot  long,  and  two  or  three  inches  broad.  These  are  much  used 
in  nfTicultiiral  draininff.    See  Stone-wabe.  ,         .  ii, 

iBAwiKTC  ChAiKS.  Chalks  or  crayons  are  frequently  nothing  more  than 
the  natural  production  reduced  to  a  convenient  form:  they  are,  however,  sometimes 
prepared  artificially ;  a  few  of  these  manufactures  are  named.  _    ^ 

The  Brothers  Joel,  in  Paris,  employ  as  crayon  cement  the  following  composition . 
6  parts  of  shellac,  4  parts  of  spirit  of  wine,  2  parts  of  turpentine,  12  parts  ol  a 
colouring  powder,  such  as  Prussian-blue,  orpiment,  white  lead,  vermilion,  l&c.,  ana 
12  parts  of  blue  clay.  The  clay  being  elutriated,  passed  through  a  hair  sieve,  and 
dried,  is  to  be  well  incorporated  by  tritiu-ation  with  the  sokition  of  the  shellac  in  tne 
spirit  of  wine,  the  turpentine,  and  the  pigment ;  and  the  doughy  mass  is  to  ^e.  PJ^ssea 
into  proper  moulds,  so  as  to  acquire  the  desired  shape.    They  are  then  dried  by  a 

stove  heat.  3   t.    4.  n  •   ^^  ;„ 

In  order  to  make  cylindrical  crayons,  a  copper  cylinder  is  employed,  about  Z  mcnes  in 
diameter  and  11  inch  long,  open  at  one  end,  and  closed  at  the  other  with  a  periorated 
plate,  containing  holes  corresponding  to  the  sizes  of  the  crayons.  The  paste  is 
introduced  into  the  open  end,  and  forced  through  the  holes  of  the  bottom  by  a  piston 
moved  by  a  strong  press.  The  vermicular  pieces  that  pass  through  are  cut  to  the 
proper  lengths,  and  dried.  As  the  quality  of  the  crayons  depends  entirely  upon  the 
fineness  of  the  paste,  mechanical  means  must  be  resorted  to  for  effecting  this  object  in 
the  best  manner.  The  following  machine  has  been  found  to  answer  the  purpose 
exceedingly  well.  roo  • 

Fig.  638  is  a  vertical  section  through  the  centre  of  the  crayon  mill.  Fig.  639  is  a 
view  of  the  mill  from  above.  A,  the  mill  tub,  whose  bottom  b  must  be  a  hard  flat 
plate  of  cast  iron ;  the  sides  a  being  of  wood  or  iron  at  pleasure.  In  the  centre  of  the 
bottom  there  is  a  pivot  c,  screwed  into  a  socket  cast  upon  the  bottom,  and  which  n>ay 
be  strengthened  by  two  cross  bars  d,  made  fast  to  the  frame  e.   f,  the  millstone  of 


cast  iron,  concave,  whose  diameter  is  considerably  smaller  639 
than  that  of  the  vessel  a  ;  it  is  furnished  within  with  a 
circular  basin  of  wood  G,  which  receives  the  materials  to  be 
ground,  and  directs  them  to  the  holes  h,  which  allow  them 
to  pass  down  between  the  under  part  of  the  muller  and  the 
bottom  of  the  tub,  to  undergo  trituration. 

By  the  centrifugal  motion,  the  paste  is  driven  towards  the 
sides  of  the  vessel,  rises  over  the  sides  of  the  muller,  and 
comes  again  through  the  holes  h,  so  as  to  bo  repeatedly 
subjected  to  the  grinding  operations.  This  millstone  is 
mounted  upon  an  upright  shaft  i,  which  receives  a  rotatory  motion  from  the  bevel- 
work  K,  driven  by  the  winch  l. 

The  furnace  in  which  some  kinds  of  crayons,  and  especially  the  factitious  black- 
lead  pencils,  are  baked,  is  represented  in^.  640,  in  a  front  elevation  ;  and  in  Jig  641, 
which  is  a  vortical  section  through  the  middle  of  the  chimney. 

A  a,  six  tubes  of  greater  or  less  size,  according  as  the  substance  of  the  crayons  is  a 
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better  or  -worse  conductor  of  heat.  These  tubes,  into  which  the  crayons  intended  for 
baking  are  to  be  put,  traverse  horizontally  the  laboratory,  b,  of  the  furnace,  and  are 
supported  by  two  plates  c,  pierced  with  six  square  holes  for  covering  the  axles  of  the 
tubes  A.  Those  two  plates  are  hung  upon  a  common  axis  d  ;  one  of  them,  with  a 
ledge,  shuts  the  cylindrical  part  of  the  furnace,  as  is  shown  in  the  figure.  At  the 
extremity  of  the  bottom  the  axis  n  is  supported  by  an  iron  fork  fixed  in  the  brick- 
work ;  at  the  front  it  crosses  the  plate  c,  and  lets  through  an  end  about  4  inches  square 
to  receive  a  key,  by  means  of  which  the  axis  d  may  be  turned  round  at  pleasure,  and 
thereby  the  two  plates  c,  and  the  six  tubes  a,  are  thus  exposed  in  succession  to  the 
action  of  the  fire  in  an  equal  manner  upon  each  of  their  sides.  At  the  two  extremities 
of  the  furnaces  are  two  chimneys  e,  for  the  purpose  of  diffusing  the  heat  more  equally 
over  the  body  of  the  crayons.  v,  fig.  640,  is  the  door  of  the  fire-place,  by  which  the 
fuel  is  introduced;  a, fig.  641,  the  ash-pit;  h,  the  fire-place  ;  i,  holes  of  the  grate 
which  separate  the  fire-place  from  the  ash-pit ;  k,  brick-work  exterior  to  the  fmiince. 

General  Lomet  proposes  the  following  composition  for  red  crayons.  He  takes  the 
softest  hematite,  grinds  it  upon  a  porphyry  slab,  and  then  carefully  elutriates  it. 
He  makes  it  into  a  plastic  paste  with  gum  arabic  and  a  little  white  soap,  which  he 
forms  by  moulding,  as  above,  through  a  syringe,  and  drying  into  crayons.  The  pro- 
portions of  the  ingredients  require  to  be  carefully  studied. 

Crayons  or  Chalks,  Uthografhic.  Various  formulae  have  been  given  for  the 
formation  of  these  crayons.  One  of  these  prescribes  white  wax,  4  parts  ;  hard  tallow- 
soap,  and  shellac,  of  each  2  parts  ;  lamp-black,  1  part.  Another  is,  dried  tallow-soap 
and  white  wax,  each  6  parts ;  lamp-black,  1  part.  This  mixture  being  fused  with 
a  gentle  heat,  is  to  be  cast  into  moulds  for  forming  crayons  of  a  proper  size.  See 
Lithoghapht. 

SKESSXSrc  OP  ORES.  In  metalliferous  veins  the  deposits  of  ore  are  extremely 
irregular,  and  usually  intermixed  with  gangue  or  vein-stone.  In  excavating  the 
lode,  it  is  usual  for  the  miner  to  effect  a  partial  separation  of  the  valuable  from  the 
worthless  portion ;  the  former  he  temporarily  stows  away  in  some  open  place  under- 
ground, whilst  the  latter  is  either  employed  to  fill  up  useless  excavations,  or  in  due 
course  sent  to  surface  to  be  lodged  on  the  waste  heaps.  From  time  to  time  the  valu- 
able part  of  the  lode  is  drawn  to  the  top  of  the  shaft,  and  from  thence  conveyed  to  the 
dressing  floors,  where  it  has  to  be  prepared  for  metallurgic  treatment. 

This  process  is  known  as  Dressing,  and  in  the  majority  of  instances  includes  a 
series  of  operations.  Hand  labour,  picking,  washing,  sizing,  and  reducing  machinery, 
together  with  water-concentrating  apparatus,  comprise  the  usual  resources  of  the 
dresser,  but  sometimes  he  may  find  it  useful  to  have  recourse  to  the  furnace,  since  it 
may  happen  that,  by  slightly  changing  the  chemical  state  of  the  substances  that 
compose  the  ore,  the  earthy  parts  may  become  more  easily  separable,  as  also  the 
other  foreign  matters.  With  this  view,  the  ores  of  tin  are  often  calcined,  which,  by 
separating  the  arsenic  and  oxidising  the  iron  and  copper,  furnishes  the  means  of 
obtaining,  by  subsequent  washing,  an  oxide  of  tin  much  purer  than  could  be  other- 
wise procured.  In  general,  however,  these  are  rare  cases ;  so  that  the  washing 
almost  always  immediately  succeeds  the  picking,  crushing,  or  stamping  processes. 

Before  entering  upon  the  description  of  machinery  employed  in  the  concentration 
of  ores,  it  is  important  to  notice  the  principles  upon  which  the  various  mechanical 
operations  are  based. 

If  bodies  of  various  sizes,  forms,  and  densities  be  allowed  to  fall  into  a  liquid,  in  a 
state  of  rest,  the  amount  of  resistance  which  they  experience  will  be  very  unequal, 
and  consequently  thoy  will  not  arrive  at  the  bottom  at  the  same  time.  This  neces- 
sarily produces  a  sort  of  classification  of  the  fragments,  which  becomes  apparent  on 
examining  the  order  in  which  they  have  been  deposited. 

If  it  be  supposed  that  the  substances  have  similar  forms  and  dimensions,  and  differ 
from  each  other  in  density  only,  and  it  is  known  that  the  resistance  which  a  body  will 
experience  in  moving  through  a  liquid  medium  depends  solely  on  its  form  and  extent 
of  surfaces,  and  not  on  its  specific  gravity,  it  follows  that  all  substances  will  lose 
under  similar  circumstances  an  equal  amount  of  moving  force. 

This  loss  is  proportionally  greater  on  light  bodies  than  in  those  having  more  con- 
siderable density.  The  former  for  this  reason  fall  through  the  liquid  which  less  rapidity 
.than  the  denser  fragments,  and  must  therefore  arrive  later  at  the  bottom,  so  that  the 
Kieposit  will  be  constituted  of  different  strata,  arranged  in  direct  relation  to  their 
various  densities,  the  heaviest  being  at  the  bottom,  and  the  lightest  at  the  top  of 

the  series.  ,  i 

Supposing,  on  the  contrary,  that  all  the  bodies  which  fall  through  the  water  possess 
similar  forms  and  equal  specific  gravities,  and  that  they  only  differ  from  each  other  in 
point  of  volume,  it  is  evident  that  the  rapidity  of  motion  will  be  in  proportion  to  their 
eiecs,  and  the  larger  fragments  will  be  deposited  at  the  bottom  of  the  vessel. 
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As  the  bodies  on  starting  are  supposed  to  have  the  same  forms  and  densities,  it 
follows  that  the  resistance  they  experience  -whilst  descending  through  water  will  bo 
in  proportion  to  the  surface  exposed,  and  as  the  volumes  of  bodies  vary  according  to 
the  cubes  of  their  corresponding  dimensions,  "whilst  the  surfaces  only  vary  in  accord- 
ance with  the  squares  of  the  same  measurements,  it  will  be  seen  that  the_  force  of 
movement  animating  them  is  regulated  by  their  cubes,  -whilst  their  resistance  is  in  pro- 
portion to  their  squares. 

If,  lastly,  it  be  imagined  that  all  the  fragments  have  the  same  volume  and  density, 
but  are  of  various  forms,  it  follows  that  those  possessing  the  largest  amount  of  surface 
■svi  11  arrive  at  the  bottom  last,  and  consequently  the  upper  part  of  the  deposit  -will 
consist  of  the  thinnest  pieces. 

It  is  evidently  then  of  the  greatest  importance  that  the  grains  of  ore  which  are  to 
be  concentrated  by  washing  should  be  as  nearly  as  possible  of  the  same  size,  or  other- 
wise the  smaller  surface  of  one  fragment,  in  proportion  to  its  weight,  -will  in  a  measure 
compensate  for  the  greater  density  of  another,  and  thus  cause  it  to  assume  a  position 
in  the  series  to  which  by  its  constitution  it  is  not  entitled. 

This  difficulty  is  constantly  found  to  occur  in  practice,  and,  in  order  as  much  as 
possible  to  obviate  it,  care  is  taken  to  separate  by  the  use  of  sieves  and  trommels 
into  distinct  parcels,  the  fragments  -which  have  respectively  nearly  the  same  size. 
Although  by  this  means  the  grains  of  ore  may,  to  a  certain  extent,  be  classified  according 
to  their  regiilar  dimensions,  it  is  impossible  by  any  mechanical  contrivance  to  regulate 
their  forms,  which  must  greatly  depend  on  the  natural  cleavages  of  the  substances 
operated  on,  and  hence  this  circumstance  must  always  in  some  degree  affect  the  results 
obtained. 

Each  of  the  broken  fragments  of  ore  must  necessarily  belong  to  one  of  the  three 
folio-wing  classes : — the  first  class  consists  of  those  -which  are  composed  of  the  mineral 
sought  -without  admixture  of  earthy  matter ;  the  second  -will  comprehend  the  frag- 
ments which  are  made  up  of  a  mixture  of  mineral  ore  and  earthy  substances  ;  -whilst 
the  third  di-rision  may  be  wholly  composed  of  earthy  gangue  -without  the  presence  of 
metallic  ore.  By  a  successful  washing  these  three  classes  should  be  separated  from 
each  other. 

The  most  dilficult  and  expensive  vein-stuff  for  the  dressing  floors  is  that  in  which 
the  constituents  have  nearly  an  uniform  aggregation,  and  where  the  specific  gravities  of 
the  several  substances  approximate  closely  to  each  other.  In  such  cases  the  ore  is 
only  separated  from  the  waste  after  much  care  and  labour,  and  often  at  the  loss  of  a 
considerable  portion  of  the  ore  itself.  When,  however,  the  ore  is  massive  and  distinct 
from  the  gangue,  and  the  specific  gravity  of  the  latter  much  less  than  the  former,  then 
the  operation  of  cleaning  is  usually  very  simple,  effected  cheaply,  and  -with  but  little 
loss  on  the  ore  originally  present. 

.Some  of  the  more  friable  ores,  -when  simply  exposed  to  the  influence  of  -water,  exhibit 
a  large  mechanical  loss,  so  much  so,  that  it  is  considered  oftentimes  more  profitable  to 
sell  them  without  attempting  their  enrichment.  Now  it  may  be  laid  do-wn  as  an 
axiom  that  water  will  always  steal  ore,  and  the  longer  it  is  exposed  to  its  influence, 
and  the  more  complicated  the  manipulation,  the  greater  -will  be  the  loss  incurred.  In 
addition,  the  constitution  of  certain  ores  is  so  peculiar  and  delicate,  that  any  attempt 
to  concentrate  them  beyond  a  given  standard,  by  varying  the  treatment,  is  seen  to 
lead  to  an  enormous  loss,  as  -will  be  apparent  by  inspecting  the  following  memoranda 
of  practical  results :—  j      r       a  & 

(A.)— The  ore  operated  upon  was  sulphide  of  lead,  associated  with  finely-dissemi- 
nated iron  pyrites,  oxide  of  iron,  quartz,  and  a  small  portion  of  clay  slate.  In  each 
case  the  vein-stuff  assayed  17  per  cent,  of  metal. 

Quantity 
by  weight 
1 
1 

1    burnt)  roastedj  atid  do. 
Assayed  2-4  washed  and  do. 

17      <  1-66 
pet  cent.      20      loss  by  Coasting 

— ^1"86  washed  and  concentrated  to  -40 
•8  roasted,  washed,  do.  -42 
■8       ,1  ),  -69 

tnn  '^n?*"''"*i!*?  might  is,  in  the  flfst  instance,  1 :  this  unit  1— which  inieht  have  been  a 

«1  per  cent    In  ot  w  LAi^fo^^''^'  assayed,  when  it  appeared  that  the  mctaUic  loss  was 

Cftunltef  (l?x6°=To■^'Th'^^Vunits^^^^^^  °'  '^''^'^  ""'^ 


Quantity 
by  weight 
washed  and  concentrated  to  -25  " 


•40 
•20 
•43 


The  loss  on  metal 
originally  present 
>  in  the  ore  by  vary-  < 
ing  the  taechanlcal 
treatment  -was  » 


61  per  cent. 
39  „ 
57  „ 

m  >. 


50 
33 
16J 
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(B.)— Took  two  parcels  of  argentiferous  load  ore,  associated  with  carbonate  of  iron, 
a  little  quartz,  and  blende.  Weight  34^  tons,  which  assayed  42^  per  cent,  for  lead, 
and  29  ozs.  of  silver  per  ton  of  metal.  Crushed  and  carefully  elaborated  the  same 
through  jigging  and  huddle  apparatus,  obtained  H^g  tons  of  ore,  giving  54^  per  cent,  for 
lead,  and  22  ozs.  of  silver  per  ton  of  metal.  The  produce  for  lead  was  therefore 
raised  12  units  at  a  loss  of  49  per  cent,  of  the  initial  quantity  of  metal  and  95  ozs.  of 
silver.  The  commercial  loss  attending  this  operation,  after  making  the  several  charges 
and  alloM'ances  incident  to  the  metallurgic  reduction,  was  91/.  14«.,  or  equal  to  21.  14*. 
per  ton  on  the  original  weight. 

Numerous  instances  of  heavy  losses  incurred  in  the  concentrating  processes  could 
bo  adduced  if  space  permitted.  But  it  may  be  observed  that  excessive  loss  of  ore  will 
always  occur  from  an  excessive  reduction  of  the  stuff;  that  in  the  stamping  or 
crushing  of  complex  ores  the  softer  ores  will  suffer  a  greater  loss  than  the  harder  ore ; 
that  the  proportion  of  loss  in  water  dressing  is  generally  in  proportion  to  tlie  fineness 
of  the  grains  ;  that  a  maximum  loss  will  occur  when  the  stuff  is  so  treated  as  to  detach, 
instead  of  shattering  the  ore  ;  and  that  the  loss  of  silver  associated  with  lead  ore,  fre- 
quently increases  with  every  separate  reduction  and  washing  of  the  grains. 

In  order  to  determine  the  loss  of  metal  which  may  arise  in  enriching  ores,  accurate 
assays  and  notations  should  be  made  of  the  quantity  of  vein-stuff  lodged  on  the  floors, 
which  should  be  compared  with  the  metallic  contents  rendered  merchantable,  and  the 
differences  estimated. 

It  is  not  possible  to  ascertain  the  value  of  an  improvement  which  would  secure  an 
additional  one  per  cent,  from  the  quantity  of  orey  stuff  annually  sent  to  surface  from 
the  several  mines  in  the  United  Kingdom ;  but  if  it  be  reckoned  only  upon  the  sale 
value  it  would  be  scarcely  less  than  40,000/.  per  annum. 

In  determining  the  site  for  a  dressing  floor,  and  in  making  the  mechanical  arrange- 
ments, various  points  suggest  themselves ;  since,  if  they  are  overlooked,  much  loss 
will  ensue  to  the  undertaking,  or  otherwise  it  is  evident  that  they  can  only  be 
corrected  by  involving  the  proprietary  in  an  increased  outlay  as  well  as  a  greater 
current  expenditure.  The  first  consideration  should  be  to  secure  an  ample  supply  of 
water,  with  a  good  fall,  and  an  extensive  area  of  ground.  With  advantages  of  this 
nature  the  machinery  will  be  worked  cheaply,  the  stuff  gravitate  through  the  various 
processes  without  returning  to  create  double  carriage  expenses,  whilst  the  castaways 
may  be  sent  to  the  waste  heaps  at  a  minimum  cost.  The  second  point  to  be  settled, 
is  the  class  of  machinery  to  be  employed.  This  must  obviously  be  based  upon  the 
character  which  the  ores  may  present.  If  massive,  and  associated  with  light  waste, 
simple  apparatus  will  suffice ;  but  if  the  ore  be  sparsely  diffiised  through  heavy 
vein-stone,  it  is  probable  that  the  various  apparatus  will  have  to  be  constructed 
with  great  nicety,  varied  in  their  principles  of  action,  and  that  much  precaution  will 
have  to  be  observed  in  order  to  create  as  little  slime  as  possible,  as  well  as  to 
secure  the  initial  quantity  of  ore  against  undue  loss.  In  the  disposition  of  the 
machinery  there  is  also  considerable  scope  for  practical  intelligence  :  it  is  not  enough 
to  wash,  crush,  jig,  and  huddle  the  ores,  mixing  the  resulting  smalls  incongruously 
together ;  but  a  judicious  sorting  should  be  commenced  at  the  wash  kilns,  and  upon 
this  basis  the  various  sizes  kept  distinct  whilst  passing  through  the  washing  floors. 
The  dresser  should  also  take  care  to  keep  the  several  ranges  of  mineral  produces  and 
degrees  of  fineness  together. 

With  the  view  of  assisting  the  judgment  in  deciding  upon  the  machinery  to  be 
employed,  the  following  Table  of  Specific  Gravities  is  given 


Lead: 


Tasle  of  Specific  Gravities. 
MetalSi 


Gold  . 

Mercury 
Lead  .  » 
Silver 

Copper  4 
Iron  i  » 
Tin  .  . 
Zinc   t  > 


Sulphide  (galena) . 
Sulphate 

Carbonate  (white) 


Ores, 


Specific  gravity 

.  19-26 

.  13-26 

.  11-35 

.  10'47 

.  8-89 

.  7'78 

.  7-30 

.  700 


Hard  ncss 
2-5  to  2'75 

2-  3  „  2-7 

3-  0  „  3-6 


Specific  gravity 
7-5  to  7-6 
6-25  „  6-29 
6-46  „  6-48 


DRESSING  OF  ORES 


75 


Phosphate  (green  and  brown) 

Chromate  (bright  red) 

Molybdate  . 
jYrt ;         Oxide  of  tin  . 

Tin  pjTites  . 
Copper:  Sulphide 

Oxide  . 

Carbonate  . 

Pyrites 

Sulphate 

Silico-carbonato 
Zinc :        Red  oxide  . 

Sulphide 

Carbonate 

Silicate 
Antimony:  Sulphide 

Jamesonite  . 


Unrar.c-a 

6-.58  „  7-04 

35 

)> 

4-0 

2-5 

»» 

3'0 

6-0    „  6-04 

27 

jj 

3-0 

67    „  6-8 

6-0 

ij 

7-0 

6-6    „  71 

3-0 

»i 

4-0 

479  „  5-1 

2-5 

11 

3-0 

6-5    „  5-8 

3-5 

4-0 

6-9    „  6-0 

3-5 

)) 

4-0 

4-0    „  4-1 

3"5 

>» 

4-0 

4-15  „  4-16 

2-2 

2-21 

20 

t> 

3-0 

2-0    ,.  2-2 

4-0 

i» 

4-5 

5-43  „  5-52 

3-5 

>> 

4-0 

4-02  .,  4-07 

5-0 

4-33  „  4-44 
3-43 

2-0 

4-61  „  4-62 

2-0 

II 

2-5 

5-5    „  5-8 

Minerals  associated  with  Ores. 


"Wolfram 

Iron  pyrites  (white) 
Mundic  . 

Sulphate  of  baryta  . 
Carbonate  of  baryta 
Carbonate  of  iron  . 
Fluor-spar  _  . 
Quartz  or  silica 
Carbonate  of  lime  . 


Hardness 

Specific  gravity 

6-0  to  5-5 

7-1 

to  7-4 

6-0  „  6-5 

4-67 

„  4-84 

6-0  „  6-5 

4-83 

5-01 

2-6  „  3-5 

4-3 

„  4-8 

3-0  „  375 

4-29 

„  4-3 

3-0  „  4-5 

373 

„  3-82 

40 

3-0 

„  3-33 

70 

2-6 

„  27 

2-6  „  3-5 

2-6 

,1  3-8 

Ore-bearing  Rocks, 


Hornblende  rock  . 

Syenite  .... 

Trap  or  basalt 

Grauwacke  .... 
Porphyry,  trachyte,  and  felspar 
Granite  and  gneiss 
JVIica  slate  .... 
Clay  slate  .... 
Limestone  and  dolomite  . 
Sandstone  .... 


Specific  gravity 
.    2-8  to  3-2 
,  27 


2-8 
2-5 
2-3 
2-4 
2-6 

2*5 
2*4 


3-0 
3-2 
2-9 
27 
27 
2-9 
2-6 
2-9 
27 


Tlie  following  general  deductions  -mil  also  be  found  serviceable : — 

First. — Absolute  perfection  in  separation  according  to  specific  gravity  cannot  be 

arrived  at,  chiefly  on  account  of  the  irregularity  of  form  of  the  various  grains  to  be 

operated  upon. 

Second. — The  more  finely  divided  the  stuff  to  be  treated,  the  greater  is  the  amount 
of  labour  and  care  required,  and  the  more  imperfect  will  be  the  separation. 

TJiird. — That  reducing  machine  may  be  considered  the  most  perfect  which  produces 
the  least  quantity  of  stuff  finer  than  that  which  it  is  intended  to  produce. 

Fourth. — It  is  necessary  in  determining  the  degree  of  fineness  to  which  a  mineral 
should  be  reduced,  to  consider  the  metallurgic  value  of  the  ore  contained  in  It,  and  to 
set  against  this  the  value  of  the  loss  which  will  probably  be  incurred,  together  with 
the  labour  and  expense  attendant  upon  the  manipulation. 

Fifth. — The  vein-stuff  should  be  reduced  to  such  a  degree  of  fineness  that  the 
largest  proportion  of  deads  and  clean  ore  should  be  obtained  by  the  first  opeifatlon, 
thus  saving  the  labour  and  preventing  the  loss  Incident  to  a  finer  subdivision  of  tke 
ore  and  more  extended  treatment. 

-That  apparatus  or  plan  of  dressing  may  be  considered  the  most  efficient 
which,  with  stuff  of  a  given  size,  allows  at  an  eqtial  cost  of  the  most  perfect  Separation, 
and  of  the  proper  separation  of  stuff  of  nearly  equal  specific  gi'avityi 

The  average  percentage  to  which  the  crop  is  to  be  brought,  and  the  hlgheSt 
percentage  to  be  allowed  in  the  castaways  being  determined,  it  is  evident  that  the 
more  perfect  the  degree  of  separation  the  greater  will  be  the  amount  of  crop  and 
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castaways  obtained  at  each  operation,  and  the  quantity  of  middles  or  stuff  to  be 
ro-worked  will  bo  diminished. 

Seventh. — We  may  further  consider  as  a  groat  improvement  in  dressing  operations 
such  apparatus  or  plan  of  working  as  will  allow,  without  a  disproportionate  increase 
in  the  cost,  of  the  equally  perfect  separation  of  fine  and  coarse  stuflF.  This  will  be  of 
especial  benefit  in  the  case  of  finely-disseminated  ore,  which  is  necessarily  obliged  to 
bo  reduced  to  a  great  degree  of  finonosB. 

Washing  and  Separating  Oees. 

The  vein-stuff  on  arriving  at  the  surface,  is  not  only  associated  with  a  large  amount 
of  gangue,  but  is  frequently  much  intermixed  with  clay,  rock,  and  siliceous  matter. 

In  order  to  get  rid  of  the  latter  substances,  it  is  usually  washed  and  picked.  The 
washing  apparatus  ought  to  be  so  contrived  as  to  allow  the  cleansing  to  bo  effected  both 
cheaply  and  expeditiously,  and  for  this  purpose  a  good  volume  and  fall  of  water  is 
always  desirable.  In  accordance  with  the  character  of  the  ore  the  apparatus  will  have 
to  be  varied,  but  for  lead,  certain  varieties  of  copper  ore,  as  well  as  iron,  or  other 
abundant  ores,  the  kiln  is  well  adapted.  In  many  mines  rectangular  grates  are  fitted 
to  the  bottom  of  the  kilns,  but  a  perforated  plate  would  be  found  to  furnish  better 
results,  since  the  former  allows  of  the  passage  of  flat  irregular  masses  of  stone,  ren- 
dering the  treatment  in  the  jigging  sieves  less  successful.  The  holes  in  the  perforated 
plate  should  be  conical,  the  largest  diameter  underneath,  so  that  the  stones  may  have 
unobstructed  passage.  In  connection  with  the  kiln-plate  a  sizing  trommel  should  be 
used,  and  in  order  to  economise  both  time  and  expenditure  it  would  be  judicious  to 
introduce  the  vein-stuff  and  discharge  the  castaways  by  means  of  railways. 

The  picking  of  the  stuff  is  a  highly  important  operation.  As  a  rule  all  picked  ore 
should  be  selected,  and  the  dradge  deprived  of  the  largest  possible  amount  of  waste 
before  it  is  sent  to  the  crusher.  It  is  fallacious  to  suppose,  because  machinery  will 
deal  with  large  quantities  expeditiously,  that  it  is  cheaper  to  subject  the  mass  to  its 
action ;  on  the  contrary,  if  correct  calculations  are  made  of  the  losses  which  will 
ensue  on  the  initial  quantity  of  ore  before  the  residue  is  ready  for  the  pile,  the 
cost  of  the  several  intricate  manipulations  requisite  to  get  rid  of  the  castaways,  the 
wear,  tear,  and  maintenance  of  machinery,  it  will  appear  in  the  majority  of  cases  that 
the  most  profitable  method  is  to  incur  an  extra  first  charge  in  order  to  reject  the  sterile 
portions  by  means  of  hand  labour.  The  ragging  hammer  should  therefore  be  brought 
into  free  requisition,  and  all  worthless  stones  at  once  rejected;  then  in  spalling  such 
portions  as  have  been  ragged,  an  additional  qiiantity  of  refuse  should  be  excluded ; 
whilst  in  the  process  of  cobbing,  either  ragged  or  spalled  work,  the  greatest  care  and 
attention  shotdd  be  ^ven  in  order  to  bring  the  dradge  to  a  maximum  degree  of 
richness. 

Among  the  siftings  and  washings  which  ores  are  made  to  undergo,  we  would  notice 
those  practised  on  the  Continent,  grilles  anglaises,  and  step-washings  of  Austria, 
laveries  a  gradins.  These  methods  of  freeing  the  ores  from  pulverulent  matters, 
consist  in  placing  them,  at  their  out-put  from  the  mine,  upon  gratings,  and  bringing 
over  them  a  stream  of  water,  which  merely  takes  down  through  the  bars  the  small 
fragments,  but  carries  off  the  finer  portions.  The  latter  are  received  in  cisterns, 
where  they  are  allowed  to  rest  long  enough  to  settle  to  the  bottom.^  The  washing  by 
steps  is  an  extension  of  the  preceding  plan.  To  form  an  idea  of  this,  let  us  imagine  a 
series  of  grates  placed  successively  at  different  levels,  so  that  the  water,  arriving  on 
the  highest,  where  the  ore  for  washing  lies,  carries  off  a  portion  of  it,  through  this 
first  grate  upon  a  second  closer  in  its  bars,  thence  to  a  third,  &c.,  and  finally  into 
labyrinths  or  cisterns  of  deposition.  + ,  .  mi. 

The  grillee  anglaises  are  similar  to  the  sleeping  tables  used  at  Idna,  "The  system  of 


these  gradins  is  represented  'mfig.  642.  Such  system  is  resorted  to  for  the  purpose 
of  sorting  the  small  fragments  of  quicksilver  ore  intended  for  the  stamping  mill. 
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These  fragments  are  but  moderately  rich  in  metal,  and  are  picked  up  at  random,  of 
various  sizes,  from  that  of  the  fist  to  a  grain  of  dust. 

The  ores  are  placed  in  the  chest  a,  below  the  level  of  which  7  grates  are  distri- 
buted so  that  the  fragments  which  piiss  through  the  first,  b,  proceed  by  an  inclined 
conduit  on  to  the  second  grate  c,  and  so  in  succession.  (See  the  conduits  I,  o,  p.) 
In  front,  and  on  a  level  with  each  of  the  grates  b,  c,  d,  &c.,  a  child  is  stationed  on  one 
of  the  floors,  fixed  opposite  to  them.  .      ,    ^  « 

A  current  of  water  which  falls  into  the  chest  a,  carries  the  fragments  of  ore  upon 
the  grates.  The  pieces  which  remain  upon  the  two  grates  b  and  c,  are  thrown  on  the 
adioining  table  v,  where  they  undergo  a  sorting  by  hand ;  there  the  pieces  are  classified, 
1  into  gangue  to  be  thrown  away;  2,  into  ore  for  stamping  mill ;  3,  into  ore  to  be  sent 
directly  to  the  furnace.  The  pieces  which  remain  on  each  of  the  succeeding  grates, 
d,  e,f,ff,  h,  are  deposited  on  those  of  the  floors  3  to  7,  in  front  of  each.  Before  every 
one'  of  these  shelves  a  deposit-sieve  is  established  (see  t,  w),  and  the  workmen  in 
charge  of  it  stand  in  one  of  the  corresponding  boxes,  marked  8  to  12.  The  sieve  is 
represented  only  in  front  of  the  chest  h,  for  the  sake  of  clearness. 

Each  of  the  workmen  placed  in  8,  9,  10,  11,  12,  operates  on  the  heap  before  him; 
the  upper  layer  of  the  deposit  formed  in  his  Bieve  is  sent  to  the  stamping-house,  and 
the  inferior  layer  directly  to  the  furnace. 

As  to  the  grains  which,  after  traversing  the  five  grates,  have  arrived  at  the  chest  x, 
they  are  washed  in  the  two  chests  y,  which  are  analogous  to  the  German  chests.  The 
upper  layer  of  what  is  deposited  in  y  is  sent  to  the  furnace  ;  the  rest  is  treated  anew. 

The  kiln  before  adverted  to  is  explained  hyfig.  643. 


The  vein-stuff  is  brought  from  the  shaft  by  means  of  tram  waggons,  into  the 
hopper  A ;  water  flows  from  the  launder  b,  one  portion  distributing  itself  at  the  foot 
of  the  hopper,  the  other  upon  a  cast-iron  plate  perforated  with  holes  1^  inch  diameter 
at  top,  1^  inch  diameter  at  bottom,  and  2  inches  distant  from  centre  to  centre  ;  the 
plate  being  4  feet  by  3  feet  6  inches.  Between  c  and  e,  the  washer  stands.  The  fine 
stuff  he  rakes  through  the  plate-holes,  and  that  which  is  too  coarse  is  drawn  to  e. 
Children  standing  on  h,  select  the  prill  and  dradge  from  the  pile  k,  discharging  such 
stones  as  are  valueless  through  the  shoot  f,  into  the  waggon  beneath.  The  trommel 
D  is  constructed  of  perforated  plates,  having  different  degrees  of  fineness,  in  order  to 
size  the  stuff  which  passes  through  into  bins  or  compartments. 

_  The  washing  arrangement  shown  in  fig.  644  is  in  use  atPrzibram.  The  stuff  is  first 
introduced  into  a  shoot,  from  whence  it  passes  into  a  conical  trommel,  and  is  thence 
thrown  upon  a  flat  sieve,  and  divided  into  coarse  and  fine  stuff,  the  former  going  to  the 
rotative  table,  the  latter  to  sizing  sieves.  The  shoot  at  the  entrance  of  the  trommel  is  kept 
in  movement  by  a  cam  shown  underneath:  the  trommel  rotates  on  carrier  wheels  whilst 
circular  motion  is  given  to  the  picking  table  by  means  of  a  tangent  wheel  and  screw, 
itio  inside  of  the  trommel  is  fitted  with  ledges  for  lifting  and  dropping  the  stuff,  water 
pemg  continually  introduced  for  washing  and  freeing  it  from  slime  and  clay.  A  rose 
jot  ot  water  flows  on  the  table  for  rendering  tbo  ore  and  waste  more  distiPQt;  to  the 
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eye.  The  small  diamotor  of  the  trommel  is  3  feet  9  inches  ;  large  diameter,  5  feet 
4  inchoB  ;  length  of  trommel,  9  feet.  The  diameter  of  the  trommel  carrier  -wheel  is 
2  foot  6  inches,  outaido  diamotor  of  picking  table  14  feet,  inside  diameter  10  feet; 

644 


height  of  back  of  table,  6  inches ;  height  of  table  from  ground,  2  feet  7  inches.  The 
table  is  composed  of  16  cast-iron  segments,  each  J  inch  thick  and  2  feet  wide, 
supported  on  16  wooden  arms.  The  table  makes  a  speed  of  about  2  inches  per  second. 
The  length  of  picking  line  is  30  feet,  which  affords  space  for  15  or  16  pickers.  This 
number  of  hands  will  dispose  of  about  16  tons  of  stuff  per  hour,  the  size  being  from 
1  to  3  inches,  or  one  boy  will  select  say  4  tons  per  day,  and  divide  it  into  ore  and 

'  dradge ' work.  .      ,    ,  j 

Bagging  {fig.  645).  It  has  been  remarked  that,  in  breaking  the  lode  underground, 
numerous  rocks  are  produced,  throughout  which  valuable  ore  is  more  or  less  dissemi- 
nated. After  these  stones  are  washed,  they  are  ragged.  This  operation  consists  simply 
in  reducing  the  stones  to  a  smaller  size,  and  rejecting  as  many  of  the  sterile  stones  as 
can  be  readily  picked  out.  The  reserved  heap  is  ultimately  taken  to  the  spallers  and 
cobbers.  The  weight  of  a  steel-headed  ragging  hammer  varies  from  six  to  eight  pounds. 

Spalling  (Jig.  646),  is  usually  performed  by  women.  The  object  is  to  break  the 
stones  to  a  proper  size  for  the  bucking  hammer  or  crushing  miU,  and  at  the  same  time 


to  cast  aside  such  lumps  as  are  destitute  of  ore.    The  hammer  employed  is  made  of 
Lt  stX  anH      u^L  a  light  pliant  handle    Its  weight  i^/j^ -^^^-^i^^; 
svnd  its  cost  eiehtpence.    A  practised  spallor  will  produce  about  one  ton  ot  stun  per 
day,  L  the^uaS^^^^     Lcessarily  depend  upon  the  hardness  and  nature  of  the 

"'"sLe  BreaJker.-TUs  machine  is  specially  adapted  for  ^^ucing  masses  of  vein^ 
stuff  into  sizes  suitable  for  the  cobbing  floors  and  crushing  m  l.    It  ^^"^J^^^J^ 
either  by  steam-  or  water-power,  and  consists  of  a  crushing  hopper  in  w^^^^^^^^^ 
s  one  is  broken  between  a  pair  of  aws,  the  one  being  fixed,  the  other  actuatea  by 
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m.  fi^^A  ;nw  A  Aty  647  is  a  plate  of  cast  iron,  bedded  in  lead, 
k„ee>int  levers    The  fixed  o^w^^^^^^^^^  vibrating  jaw  plate  b 

and  held  in  the  frame  ^J^P^^f;  fellow  plate  A.  The  excentric  shaft  e  gives 
corresponds  an  th:s  respec^^^^^^^^  breaking  jaw.  i>.  about  |ths  of  an 

S°rin  SpressLn  oT  tS  Fever  the  jaw  is  drawn  back  by  means  of  a  strong 
India-rubber  spring.  „^„„^^„c,-n^  i"nwc!  will  be  operated  upon  by  a  succes- 

sion  ot  bites,  unui  ib  i=.  ^  i^^-Ve  tho  qI/o  of  the  fraements.    The  frame  of  the 

5  foS'lS- one  Sa  in^-dTli^^  proSd  with  bolt  holes,  yet  is 
""^  ^wTe^-^Zoush  to  require  nothing  farther  than  its  own  weight  to  retain  it  m 
T.S/SioT  The  appL^^^  should  be  fixed  high  enough  either  to  allow  a  wag- 
gon to  LpW         theVws,  or  otherwise  that  the  reduced  stones  may  gravitate 

"'it^SoflTpSg"?^^^^ 

.J  at  S  same  time  it  represents  the  largest  stone  which  can  possibly  be  dealt  with, 
and  at  the  same  Lime     J  time  must  necessarily  depend  upon  its 

I'ierfSdlsta'w  its'structure    In  -<if J-' ^^^-^^Vlnf^o 

lesfened  or  increased,  according  to  the  minimum  distance  between  the  jaws,  and  tho 
speed  given  to  the  excentric  shaft. 


The  approximate  duty  rendered  by  stone-breakers  of  various  size,  at  a  speed  of 
200  revolutions  per  minute,  is  as  follows  : — 


Length  of  jaw 

Width  between 
jaws  at  top 

Power  required 

Produce  per  hour 

inches 

inches 

horses 

cubic  yards 

6 

4 

H 

7i 

4 

H 

10 

7 

8 

15 

7 

4 

H 

20 

9 

5 

6 

18 

12 

8 

8 

24 

12 

10 

10 

24 

15 

15 

13 

At  the  Kirkless  Hall  Colliery,  in  Lancashire,  it  has  been  found  that  one  ton  of 
limestone  falling  through  jaw  pieces  seven  inches  apart  at  the  topis  reduced  into 
fragments  which  can  be  passed  through  a  gauge  one  and  three-quarters  of  an  inch  in 
diameter  at  a  cost  not  exceeding  threepence  per  ton,  the  coal  for  maintenance  of 
engine  being  charged  at  three  shillings  and  sixpence  per  ton.    The  various  parts  of 
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the  apparatus  are  of  great  strength,  and  the  amount  of  wear  and  tear  is  comparatively 
small  In  mines  where  it  is  requisite  to  reduce  large  quantities  of  vein-stuff,  either 
lor  tlio  cohhers,  coarse  sand  jiggers,  or  crushing  mill,  this  machine  will  prove 'an  im- 
portant and  valuable  auxiliary. 

The  jaw  pieces  of  stone-breakers  should  bo  formed  of  double  chilled  iron :  soft  and 
badly-hardeued  iron  is  highly  objectionable,  since  with  the  early  inefficiency  of  the 

jaw  pieces,  together  with  cost  and  delay  attending  their  re- 
placement, the  cost  of  reducing  stone  must  be  materially 
increased.  A  pair  of  hard  jaws  12  inches  by  9  inches  will 
break  from  2,000  to  3,000  tons  of  siliceous  vein-stone. 
In  large  dre.'sing  establishments  the  stone-breaker  is 
driven  directly  by  a  steam-engine.  Small  breakers,  with 
jaws  7^  inches  deep  and  4  inches  wide,  are  also  frequently 
used  for  reducing  orey  vein-stone,  derived  from  the  'coarse 
sand '  jiggers. 

Cobbing,  fig.  648.— This  work  is  generally  performed 
by  women,  young  girls,  or  boys.  It  consists  of  picking 
the  best  work  from  the  dradge,  and  with  a  peculiarly 
shaped  hammer,  detaching  from  each  piece  the  inferior  portions,  and  thus  forming 
either  prill  or  best  dradge  ore.  An  expert  cobber  will  manage  to  prepare  about 
10  cwts.  of  tolerably  hard  stuff  per  ten  hours. 

Sizing  Apparatus. — In  the  various  processes  of  dressing,  no  point  is  of  greater  im- 
portance than  that  of  correctly  sizing  the  vein-stuff,  neither  is  there  one  demanding 
the  exercise  of  a  more  correct  judgment.  If  the  particles  of  ore  be  reduced  below  their 
natural  size  a  source  of  loss  is  immediately  created,  whilst  if  they  are  not  brought 
within  the  limit  of  their  size  a  portion  of  waste  will  probably  adhere  to  each  atom, 
forming  a  serious  difference  in  the  aggregate  quantity  of  castaways,  although  such  waste 
may  afford  but  a  low  percentage  of  metal.  The  holes  in  the  sieves  or  trommels  should 
therefore  be  proportioned  to  the  nature  of  the  ore,  but  such  apparatus  should  also  be 
introduced  wherever  necessary.  To  the  crushing  mill,  trommels  are  essential,  whilst 
it  will  be  found  highly  advantageous  to  employ  them  for  the  purpose  of  dividing  the 
stuff  whenever  it  may  be  intermixed.   The  simplest  form  of  sizing  is  perhaps  by 
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the  hand  riddle,  fig,  649,  which  is  formed  of  a  circular  hoop  of  oak,  fths  of  an  inch 
thick  and  6  inches  deep.    Its  diameter  ranges  from  18  to  20  inches. 

The  bottom  is  made  of  a  meshwork  of  copper  or  iron  wire.  The  weight  of  an  iron 
wire  riddle  is  about  seven  pounds,  and  its  cost  4s.  6d. 

Fig.  650  represents  a  swing  sieve  employed  in  mines  on  the  Continent,  a,  box 
into  which  the  stuff  to  be  sifted  is  introduced ;  b,  regulating  door  ;  c.  pendulating  rod 
attaching  the  sieve  frame  to  the  frame  e ;  /,  friction  roller  carrying  the  sieve  frame  g. 
At  h  springs  are  fitted  to  each  side  of  the  frame,  in  order  to  give  it  a  vibratory  action ; 
i,  rod,  giving  motion  to  the  apparatus.  The  width  of  the  sieve  frame  is  about  one- 
third  its  length,  but  the  sieve  bottom  only  extends  from  the  box,  a,  two-thirds  of  the 
length.  The  bottom  of  the  sieve  frame  is  subsequently  contracted  so  as  to  form  a 
sboot. 

Fig.  651  is  a  swing  sieve  employed  in  the  Hartz,  for  sifting  the  small  fragments  of 
the  ores  of  argentiferous  lead.  Such  an  apparatus  is  usually  set  up  on  the  outside  of 
a  stamps  or  washing  mill.  The  two  moveable  chests  or  boxes  a  b,  of  the  sieve,  are 
connected  together,  at  their  lower  ends,  with  an  upright  rod,  which  terminates  at  one 
of  the  arms  of  a  small  balance  beam,  mounted  between  the  driving  shaft  of  the  stamps 
and  the  sieve,  perpendicularly  to  the  length  of  both.  The  opposite  arm  of  this  beam 
carries  another  upright  rod,  witb  cams,— placed  so  as  to  be  pushed  down  by  thQ 
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rln'vinff  shaft  During  this  movement  the  two  lower  ends  A,  b,  are  raised ;  and  when 
^  cam  of  the  shaft  quits  the  rod  which  it  had  depressed,  the  swing  chests  fall  by 
th  own  weight.  Thus  they  are  made  to  vibrate  alternately  upon  their  axes.  The 
snmll  ore  is  put  into  the  upper  part  of  the  chest  A,  over  which  a  stream  of  water  falls 
661  652 


from  an  adjoining  launder.  The  fragments  which  cannot  pass  through  a  cast-iron 
griddle  in  the  bottom  of  the  chest  are  sorted  by  hand  upon  a  table  in  front  of  a,  and 
are  classed  by  the  workman,  either  among  the  ores  to  be  stamped,  whether  dry  or  wet, 
among  the  rubbish  to  be  thrown  away,  or  among  the  ores  to  be  smelted  by  themselves. 
As  to  the  small  particles  which  fall  through  the  griddle  upon  the  chest  b,  supplied  also 
with  a  streaiiL  of  water,  they  descend  successively  upon  two  other  brass  wire  sieves,  and 
also  through  the  iron  wire  r,  in  the  bottom  of  b. 

Fig.  652  shows  the  circular  hand-riddle  employed  in  the  mines  of  Cornwall. 
Although  this  is  in  advance  of  hand  riddling,  yet  it  is  by  no  means  equal  to  the  large 
sizing  trommels  employed  in  Germany. 

The  ore  is  thrown  in  it  at  a,  the  coarser  pieces  passing  longitudinally  through  the 
riddle  into  the  shoot  b.   The  riddle  is  turned  by  a  hookhandle  ,  as  shown  in  the  illus- 


tl^fvf°  I      meshes  of  the  sieve  vary  from  |ths  of  an  inch  to  1  inch  square,  according 
TO  tno  character  and  quality  of  the  vein-stuff  to  bo  operated  upon. 
Vol  II^^'  elevation  and  ground  plan  of  a  series  of  flat  separating 
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sieves,  a  a',  hb'  is  a  strong  wootlen  frame,  mm,  guides  for  frame;  n  n  n,  basement 
iipon  wliicli  the  sieve  frame  rests ;  r,  cistern  fitted  with  perforated  phito  through  wliieh 
clean  water  is  distributed  upon  tlie  sieves  ;  t,  hopper  supplyiug  tlic  stuff  to  bo  sifted  ; 
s  s  bottom  of  ditto.  The  sieves  are  lifted  by  the  rod  I  and  make  from  40  to  60  drops 
per  minute.  The  sieves  are  set  about  8  inches  ajjart,  and  discliarge  the  stulf  upon  the 
inclines  p  p  p. 

The  holes  in  No.  1  sieve  are  4  inch  diameter. 

o  3 
>>  "  T5  '» 

II  ^  12  'I 

Fig.  666  represents  the  trommel  or  sizing  sieves  formerly  in  operation  at  the  Devon 
Great  Consols,    Although  the  yield  of  ore  at  those  mines  was  extremely  large,  it  may 
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not  be  generally  known  that  much  of  it  was  obtained  from  stuff  yielding  no  more  than 
from  I  to  li  per  cent,  of  metal.  The  product  of  the  lode  on  arriving  at  the  surface  was 
cobbed  and  divided  into  two  classes,  the  first  going  to  market  without  further  elabora- 
tion, whilst  the  dradge  or  inferior  portion  was  treated  by  various  processes  of  washing. 
The  whole  was,  however,  crushed  to  such  a  degree  of  fineness  as  to  pass  through  the 
following  holes : — 

Trommel  a,  holes     i°ch  diameter. 


1 

■"I      II  12 

c,  ^ 


The  trommels  were  each  6  feet  long,  24  inches  diameter  at  the  large  end,  and  18  inches 
diameter  at  the  smaller,  making  20  revolutions  per  minute,  and  altogether  affording 
an  area  of  6,000  square  inches. 

Continuous  Trommels.— These  are  made  of  various  diameters  and  lengths;  the 
diameters  of  the  perforated  holes  vary  from  two  and  a  half  inches  to  one-twentieth 
part  of  an  inch.  On  a  suitable  wTought-iron  shaft  a,  fff.  666,  a  cast-iron  boss  plate 
B,  is  fitted,  the  bosses  receive  six  wrought-iron  radial  arms  c,  which  pass  through  a 
thin  but  sti£F  wrought-iron  ring  d,  governing  the  diameter  of  the  trommel.  The  arms 
are  fastened  to  the  ring  by  means  of  outside  and  inside  nuts,  the  perforated  plates  1, 
2,  3,  and  4,  are  rivetted  to  the  several  rings,  and  in  this  way  an  exceUent  trommel  is 

^"""conlal  Trommd.—The  trommel  fig.  667  may  be  used  singly  or  in  combina- 
tion with  others  for  sizing  stuff  coming  from  the  wash  grate  clearing  drum  or  crusher. 
The  diameter  as  weU  as  the  length  should  be  proportioned  to  the  quantity  of  stuff  to 
be  treated  within  a  given  period.  _  j  ^  ,i  j- 

The  angle  of  the  shell  with  the  horizontal  axis  must  also  correspond  to  the  dia- 
meter of  the  grains.  The  angle  varies  from  three  to  five  degrees,  while  the  speed 
ranges  from  fifteen  to  twenty  revolutions  per  minute,  _  , 

JDouble  Conical  Trommel,  fig.  658.-For  the  purpose  of  obtaining  three  distinct  sizes  of 
stuff  within  the  length  almost  of  a  singlo  trommel  and,  without  incurring  much  loss  of 
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meter  at  the  small  end.  At  a  speed  of  20  revolutions  per  minute,  the  six  trommels 
■will  dispose  of  from  two  to  three  tons  per  hour.    The  volume  of  water  required  per 

658 


trommel  to_  keep  the  holes  clear  is  from  two  to  three  gallons  per  minute.  The  order 
of  sizing  is  from  great  to  small  grains ;  that  is,  the  first  or  uppermost  trommel 
has  the  coarsest  holes ;  each  succeeding  trommel  having  holes  of  lesser  diameter. 
Through  this  arrangement  tlie  smallest  holes  and  thinnest  plates  get  only  a  minimum 
amount  of  wear.  In  order  to  convey  the  stuff  from  one  trommel  to  another  sheet-iron 
or  wooden  hoppers  are  employed, 
iiach  trommel  is  light,  portable,  and  readily  replaced.   Instead  of  distributing  the 

G  U 
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■water  ty  means  of  pipes,  open  launders  are  equally  efficient.  The  trommels  may  bo 
placed  side  by  side,  or  run  end-ways,  and  bo  driven  by  means  of  spur  -whoolB  or  by  a 
light  chain  crossed  on  the  pulleys. 


GrElNDING  AND  CfitTSHING  MaCHINEBT. 

In  small  mines,  Bucking,  fig.  660,  is  resorted  to,  instead  of  employing  the  crushing 
mill.  This  operation  consists  of  pounding  pieces  of  mixed  ore  on  a  slab  of  iron  a,  by 
means  of  a  hammer  or  bucker  b.  The  wall  on  which  the  plate  a  is  placed,  is  about 
3  feet  high.  The  stuff  to  be  pounded  is  placed  behind  the  slab,  and  is  drawn  upon 
and  swept  off  the  plate  by  the  left  hand.  In  Cornwall  it  is  customary  to  keep  time 
with  the  blows  and  to  stand  to  the  bench  •  but  in  Derbyshire  each  operator  works 
independently,  and  is  usually  seated. 


660 


The  bucker,  fig.  661,  is  formed  of  a  wrought-iron  steel-faced  plate  a,  3  inches 
square,  .vith  a  sofket  n,  for  receiving  a  wooden  handle  c.   Its  cost  is  ^^out  Is  4d 

The  reduction  of  vein-stone  to  a  suitable  size,  so  as  to  extract  a  maxaimim  quantity 
of  ore  is  at^;Z  of  conSderable  importance  The  class  of  machinery  to  be  employed 
must  depend  upon  the  normal  constituents  of  the  stone. 
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If  the  ore  is  of  a  massive  character  and  of  little  value  it  may  be  selected  from  the 
waste  at  tlie  stone-breaker ;  but  if  much  intermixed  -with  other  minerals,  it  will  be  neces- 
sary to  submit  it  to  the  crushing,  stamping,  or  grinding  mill.  In  the  employment  of 
either  apparatus  the  object  should  be  to  secure  free  and  unbroken  grains  of  ore  so  as 
to  readily  collect  them  in  the  subsequent  dressing  processes. 

The  general  application  of  reduction  machinery  may  be  briefly  stated: — Stone- 
breakers,  for  tin,  ironstone,  copper,  and  lead  ore  dradge ;  size  of  stiiff,  from  1  to 
9  inches.  Crushing  mills ;  for  copper,  and  lead  ore ;  in  pieces,  from  2  to  50  milli- 
meters diameter.  Stamps,  for  tin,  lead,  and  copper  ore,  in  grains,  and  pieces,  from  J-  to 
75  millimeters.  Grinding  apparatus,  for  tin,  silver,  and  auriferous  ore,  in  grains, 
from  ^  to  2  millimeters  size. 

Crushing  Mill.  This  machine  was  introduced  by  the  late  ]VIr.  Taylor  at  Wheal 
Crowndale,  near  Tavistock,  in  the  year  1804.  In  its  simplest  form  it  consists  of 
two  rollers  mounted  in  a  strong  iron  frame,  and  kept  in  contact  by  means  of  screws ; 
motion  is  communicated  to  one  of  the  rolls,  either  by  a  water-wheel  or  steam-engine, 
but  the  other  is  made  to  revolve  by  the  friction  generated  between  the  moving  roll 
and  the  stuff  to  be  crushed.  This  miU.  is  usually  employed  for  reducing  mineral  sub- 
stances which  have  already  received  some  mechanical  preparation,  but  machines  have 
been  contrived  wdth  a  series  of  rolls,  set  below  each  other,  into  which  the  stuff  is 
introduced  as  brought  from  the  lode  underground.  In  order  to  effect  this  operation, 
the  upper  rolls  are  fluted,  and  the  lower  ones  have  various  speeds  and  diameters,  but 
it  may  be  remarked  that  althougli  this  arrangement  has  been  somewhat  extensively 
employed  in  the  north  of  England,  yet  it  has  found  few  advocates  either  in  Wales  or 
Cornwall,  or  on  the  Continent. 

The  practice  of  keeping  the  rolls  together  by  screws  acting  on  the  bearings  is  ob- 
jectionable, since  the  entrance  of  a  piece  of  steel,  or  other  hard  substance  of  greater 
width  than  the  flxed  opening  between  the  rolls,  immediately  produces  a  stoppage  and 
strains  the  apparatus,  or  otherwise  causes  serious  breakages  to  some  of  the  parts.  In 
order  to  obviate  these  evils,  the  rolls  are  usually  adjusted  and  kept  in  position  by 
weighted  levers  pressing  on  their  axis. 

As  the  machines  employed  in  Cornwall  may  be  considered  the  most  effective  in 
operation,  as  well  as  complete  in  their  construction,  that  type  is  selected  for  repre- 
sentation. ^ 

B  B  {fig.  662),  are  the  crushing  rollers  fitted  in  a  strong  frame-work  of  cast  iron 
which  is  stayed  by  a  wxought-iron  bar  b,  and  firmly  bolted  to  longitudinal  beama  in- 
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so'ii'"  ^''f  "^""^  crushing-house.    The  rollers  revolve  in  bearinas  which  are 

«o  arranged  as  to  sUde  in  grooves,  and  therefore  admit  of  the  cylinderrbok  jSght 
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nearer  to  or  separated  farther  from  each  other.  To  keep  the  rollers  in  contact  and 
yet  allow  the  action  to  take  place,  a  weighted  lover  a  is  placed  on  each  side,  which  by 
moans  of  tension  bars  connected  with  one  of  the  bearings,  keep  a  constant  pressure 
upon  the  rollers.  The  ore  to  be  crushed  is  lodged  upon  a  floor  c,  and  introduced  into 
a  hopper  d,  from  which  it  falls  between  the  rolls ;  the  requisite  crushing  pressure  being 
attained  by  increasing  or  decreasing  the  weights  applied  to  the  end  of  the  lever.  The 
crushed  ore  passes  from  between  the  rollers  b  b  into  the  higher  extremity  of  an  in- 
clined cylinder  e,  made  of  coarse  gauze,  or  perforated  plate,  which  being  set  in 
motion  by  the  same  power  as  the  rollers  themselves,  separates  the  pulverised  material 
into  t-wo  classes.  That  portion  which  passes  through  the  sieve  falls  into  a  waggon 
placed  on  the  floor  of  a  house,  whilst  the  other,  -which  is  too  largo  to  escape  through 
the  openings,  is  carried  to  the  lower  end  of  the  cylinder  from  whence  it  passes  into 
an  inverted  bucket-wheel  f,  by  which  it  is  again  conveyed  into  the  hopper  to  be 
re-crushed. 

The  modifications  to  the  foregoing  arrangement  may  be  thus  briefly  noticed. 

In  some  machines  the  feed-hopper  is  made  of  sufficient  capacity  to  hold  from  20  to 
25  cwts.  of  stuff,  which  is  introduced  by  means  of  a  tram  waggon,  and  renders  hand 
feeding  unnecessary.  The  shoot  conveying  the  crushed  ore  to  the  rotating  sieve,  e, 
is  sometimes  divided  at  the  bottom  into  two  parts,  one  to  deliver  rough,  and  the  other 
fine  stuflf.  In  connection  with  each  division,  is  a  cylindrical  riddle  revolving  and 
separating  the  work  according  to  the  fineness  or  coarseness  of  the  mesh  employed. 

A  circular  sieve  divided  midway  into  two  parts,  each  of  a  different  mesh,  is  in  some 
instances  advantageously  substituted  for  two  sets  of  seives ;  whilst,  in  other  cases, 
circular  sieves  are  omitted,  the  operation  of  sizing  being  performed  by  fixing  perforated 
plates  on  the  periphery  of  the  inverted  wheel. 
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A  (fig.  663),  lever  hung  to  the  cast-iron  frame  b  at  c,  and  pressing  upon  pin  at  d. 
■\Vlien  it  is  required  to  change  the  rollers,  the  pressure  resulting  from  the  lever  A  and 
■wei<^htod  box  e,  is  relieved  by  means  of  the  screw  tackle  f. 

The  considerations  -which  should  bo  attended  to  in  constructing  a  crushing  mill,  are, 
first,  to  make  aU  the  parts  sufficiently  strong  to  meet  the  varying  resistances  which 
continually  occur  in  crushing.  For  this  purpose,  the  framework  to  receive  the  rolls 
ought  to  be  of  good  cast  iron,  the  axles  of  the  rollers  of  best  wrought  iron,  and  the 
cylinders  of  the  hardest  and  most  uniform  metal.  2ndly.  To  design  the  machine,  so 
that  the  matter  to  be  crushed  may  be  readily  delivered  into  the  hopper,  sized  by  the 
circular  sieves,  for  the  dressing  process ;  and  such  portions  as  are  not  properly  crushed 
retittned  to  the  rollers  without  the  intervention  of  manual  labour.  In  order  to  effect 
this,  the  inverted,  or  raff  wheel  d,  fig.  664,  shown  in  section,  ought  to  be  made  of 
sufficient  diameter  to  allow  the  stuff,  on  being  discharged,  to  descend  by  its  own 
gra-\nty,  into  the  feed-hopper.  3rdly.  To  extend  from  the  axis  of  the  rollers,  long 
tumbUng  shafts,  A  A,  fig.  664,  and  fix  on  their  ends  the  driving  wheels  b  b,  allowing 
a  little  play  in  the  plummer  blocks,  so  that  any  undue  opening  of  the  rolls  may  not 
vary  the  pitch  line  of  the  wheels  b  b,  to  such  an  extent  as  to  endanger  the  safety  of 
the  teeth.  4thly.  To  construct  the  roU  so  that  it  may  be  readily  changed,  yet 
maintained  on  its  axis  without  slipping  when  in  motion.  One  of  the  most  efficient 
plans  for  this  purpose  is  shown  in  the  following  woodcut,  in  which  A  is  the  axis  or 
arbor,  and  d  the  roll  {fig.  665). 
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It  will  be  seen  that  the  cylinder  roll  is  fitted  with  four  internal  projections ;  these 
are  of  the  same  length  as  the  portion  of  the  groove  marked  b  b',  but  no  wider  than 
the  narrower  part  of  the  groove  c  c.  When  the  cylinder  is  to  be  fixed  on  the  axis, 
the  studs  are  to  be  introdiiced  into  the  recesses  c,  and  the  cylinder  advanced  into  its 
working  position,  when  it  is  turned  until  the  studs  fit  into  that  portion  of  the  recess 
between  b  b',  and  which  are  then  wedged  to  the  roll  by  a  close-fitting  cutter. 

Sthly.  The  diameter  of  the  rolls  should  be  decreased,  and  the  length  increased  in 
proportion  to  the  fineness  of  the  stuff  to  be  crushed,  since  a  fine  material  requires  a 
longer  line  of  contact,  and  not  so  large  a  grip  as  coarser  substances. 

In  practice  it  has  been  found  advantageous  to  make  the  roller  placed  on  the  driving 
shaft  somewhat  longer  than  that  which  is  opposite,  and  to  work  the  rolls  by  spur 
gearing  rather  than  by  friction,  since  the  latter  is  proved  to  furnish  less  economical 
results  than  the  former.  It  has  also  been  found  injudicious  to  harden  the  rolls  by 
chilling ;  hence  ordinary  sand-cast  rolls  are  most  frequently  employed. 

_  Tlie  speed  of  the  rolls  varies  from  45  to  60  feet  per  minute,  but  this  necessarily 
differs  with  the  character  of  the  stuff  to  be  crushed.  Again,  great  variation  is  ex- 
perienced in  the  quantities  crushed  within  a  given  period,  since  a  small  amount  of 
moisture  in  vein-stuff  of  a  certain  class,  makes  it  cake,  and  will  thus  considerably 
reduce  the  produce  of  the  mill.  On  the  other  hand,  if  the  matter  operated  upon,  ba 
very  dry,  heavy,  and  brittle,  as  in  the  case  of  some  varieties  of  lead  ore,  the  produce 
may  bo  much  increased,  since  the  mill  can  be  driven  at  a  great  speed;  a  less  bulk 
will  have  to  pass  for  a  given  weight,  and  there  wiU  bo  a  smaller  quantity  of  material 
carried  back  by  the  raff  wheel  to  bo  re-crushed. 

Variable  speeds  have  sometimes  been  tried  in  order  to  produce  friction  together  with 
pressure  at  the  bne  of  contact,  but  it  has  been  found  that  any  departure  from  a  uniform 
speed  on  the  two  surfaces  absorbs  a  considerable  addition^il  amount  of  power,  without 
matenally  augmenting  the  results. 

The  various  dimensions  and  velocities  of  the  rolls,  crushing  force  and  power  em- 
ployed, effective  value  of  different  mills,  &c.  now  in  use,  may  be  gathered  byreferrins 
to  the  lable  at  top  of  next  page.  °  j  & 

The  crusldng  machines  which  are  in  general  use  at  Alston  Moor  and  tlie  northern 
mmes  ot  this  country,  and  where  they  have  been  employed  for  upwards  of  fiftv  voars 
differ  in  some  respects  from  those  described.  ^us  oi  nny  years, 

mi^J' o^f         composed  of  one  pair  of  fiuted  cylinders,  x  x,  fig.  666,  and  of  two 
pairs  of  smooth  cybndcrs,  z  z,  z'  z',  which  serve  altogether  for  crushing  the  ore 
I^  e  two  cybnders  of  each  of  the  three  pairs  turn  simultaneou  ly  irfn  inverse' 
d  rect  on,  by  means  of  two  toothed  wheels  upon  the  shaft  of  every  Cylinder  wS 

circle  a  a  a  represents  the  outer  circumference.    One  of  the  fluted  cylinders  it 
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Grassington  Mines  . 
Minora 

Cwmystwith,  No.  1  . 

No.  2  . 

Goginan 
Cwm  Brfin  . 
Lisbumo,  No.  1  . 

„       No.  2  .  . 
Derwent  . 
Q-oldscope,  (2  sets  of 

rolls,  1  fluted,  other 

plain) 
East  Darren 
Cefn  Cwm  Brwyno  . 
Lisbume,  No.  3  . 

Llandudno .  . 

Wheal  Friendship 
Pontgibaud 

Devon  Great  Consols . 

Fabrioa  La  Constante, 
Spain,  No.  1  . 
„      No.  2  . 

„     No.  3  . 

„      No.4  . 


Rollers 


II 

OPS 


24 
27 

24 

27 


■2.3 
(a  s 

<M  O, 


14 
6 
5 
8 

15 

10 
12* 


to  . 

.Ha 


o  u 


aq.  in. 

CCD!) 
4920 
4748 
C341 
7254 
8902 
7632 
7632 
8309 


cwt 

91 
73J 
78' 
85 
39 
293 
180 
224 
227 


llOGO 
9996 
4080 
6432 

12705 

8670 
12075 

16443 


10  11300 
10  12720 


14464 
19080 


C 
207 
84 
169 

61 

123 

30 

458 


WItTEE 


Dlomotcrof 
Slfcor 


in. 
21 
24 
20 
24 
20 
26 
22 
22 
22 


SI 


-I 

!5.a 


■q.  in. 

6J 
9 
9 
9 
9 
9 
121 
12} 
16 


as 


24 
20 
22 


No  Sitter 
36 
48 
36 


16 
16 
25 


4.5 

27§ 

30 


Flat  Sifter,  "ich 


147 
110 

84 

93 


24 
22 

[  24  lar. 
[  12  sm. 

25 
25 

25 

26 


36 
36 

64 


100 
100 

3600 

3600 


30 
30 

48 

45 


Pi3 


14-  0 
10-6 
16-0 
16-0 
16-0 
16-0 
16-0 
16-0 

15-  0 


16-0 

14-  0 
16-0 

Jacob's 
ladder 
13-0 

15-  0 


15-  0 

16-  0 
Jacob's 
ladder, 
192  ft. 
per  m. 
Ditto. 


HorK 
Power 


IB  = 


steam 
jwwer 

10 

15 


37 
26 


tons 

80 
20 
32 
36 
30 
20 
42 
42 
CO 


86 
u  S. 


\yetux 

IS 

24 

2J 
3 

2i 

n 


2J 
2J 

2i 

2i 
"i 
1\ 
Zl 

2i 


H 

19 
19 


placed  in  the  prolongation  of  the  shaft  of  this  ^heel,  ^hich  cames  hesides  a  cast-iron 
toothed  wheel,  geared  with  the  toothed  wheels  e  c,  fixed  upon  the  ends  of       of  the 
smooth  cylinders.    Above  the  fluted  cylinders  there  is  a  hopper  s, 
down  between  them,  by  means  of  a  particular  mechamsm,  the  ore  l^^o^g'^t/™^^^ 
the  waggons  A.    These  waggons  advance  upon  a  railway,  stop  above  the  hopper,  ana 
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it  and  moved  by  mo  teeth  of  a  wheel.  The  shoe  is  so  regulated,  that  too  much 
ore  can  never  fall  upon  the  cylinders  and  obstruct  their  movement.  A  small  stream 
of  water  is  likewise  let  into  the  shoe,  which  spreads  over  the  cyhnders,  and  prevents 
them  from  getting  hot.  The  ore,  after  passing  between  the  fluted  rollers,  faUs  upon 
the  inclined  planes  N  n,  fig.  666,  which  turn  it  over  to  one  or  other  of  the  pairs  of 

smooth  rolls.  ,      «  .  j  .1  .1, 

These,  the  essential  parts  of  this  machine,  are  made  of  iron,  and  the  smootH 
rolls  are  case-hardened,  or  chilled,  by  being  cast  in  iron  moulds.  The  gudgeons 
of  both  kinds  move  in  brass  bushes  fixed  upon  iron  supports  k,  made  fast  by 
bolts  to  the  strong  wood-work  basis  of  the  whole  machine.  Each  of  the  honzontal 
bars  has  an  oblong  slot,  at  one  of  whose  ends  is  solidly  fixed  one  of  the  plummer- 
blocks  or  bearers  of  one  of  the  cylinders  /,  and  in  the  rest  of  the  slot  the  plummer- 
block  of  the  other  cylinder  g  slides :  a  construction  which  permits  the  two  cylinders 
to  come  into  contact,  or  to  recede  to  such  a  distance  from  each  other  as  circumstances 
may  require.  The  moveable  cylinder  is  approximated  to  the  fixed  ones  by  means  of 
the  iron  levers  x  x,  which  carry  at  their  ends  the  weights  p,  and  rest  upon  wedges  m, 
which  may  be  slidden  upon  the  inclined  plane  N.  These  wedges  then  press  the  iron 
bar  0,  and  make  it  approach  the  moveable  cylinder  by  advancing  the  plummer-block 
which  supports  its  axis.  When  matters  are  so  arranged,  should  a  very  large  or  hard 
piece  present  itself  to  one  of  the  pairs  of  cylinders,  one  of  the  rollers  would  move 
away,  and  let  the  piece  pass  without  doing  injury  to  the  mechanism. 

Besides  the  three  pairs  of  cylinders  which  constitute  essentially  each  crushing 
machine,  there  is  sometimes  a  fourth,  which  serves  to  crush  the  ore  when  not  in  large 
fragments,  for  example,  the  chats  and  cuttings  (the  moderately  rich  and  poorer  pieces), 
produced  by  the  first  sifting  with  the  brake  sieve.  The  cylinders  composing  that 
accessory  piece,  which,  on  account  of  their  ordinary  use,  are  called  chats-rollers, 
are  smooth,  and  similar  to  the  rollers  z  z  and  z'  z'.  One  of  them  is  usually  placed 
upon  the  prolongation  of  the  shaft  of  the  water-wheel,  of  the  side  opposite  to  the 
principal  machine ;  and  the  other,  which  is  placed  alongside,  receives  its  motion  from 
the  first,  by  means  of  spun  wheel-work. 

The  general  arrangement  of  a  portable  crushing  mill  may  be  gathered  fvora  fig.  667- 
The  rollers  A  a  are  kept  in  close  contact  by  means  of  the  spring  arrangement  b  b. 
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The  spring  itself  is  formed  of  discs  of  India-rubber  alternating  with  discs  of  iron, 
both  encircling  an  iron  bar  passing  through  and  held  firmly  by  the  lug  c.  The  stuff 
is  thrown  into  the  hopper  d,  and  on  motion  being  given  to  the  rollers  tlio  inclined 
Bhoot  E  receives  a  percussive  action  by  means  of  a  horizontal  lever  or  pallet 
attached  to  the  shoot,  and  moved  by  one  of  the  two  cog  wheels  fixed  on  the  ends 
01  lae  roUers.   The  angle  of  the  shoot  is  varied  by  lowering  or  raising  the  hook  p, 
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Table  of  Crushing  Mills  fdr  Hard  Maierial. 


Diameter  of  rolls 

Length  on  face  o£ 
roll 

No.  of  revolutions 

yjL  lUlia  JfUl  JIIIUIIIaJ 

Aiinroxim  n+o 
weight  of  stuff 
reduced  ix;r  liour 

Ilorse-power 
required 

inches 

cwts. 

30 

10 

20 

100 

10 

27 

10 

25 

80 

8 

21 

10 

30 

60 

R 

16 

10 

40 

«  40 

4 

12 

10 

60 

20 

2 

10 

10 

80 

10 

1 

Hand  Mills. 

10 

10 

30 

5 

4  men 

Carr's  Disintegrator.— machine,  the  invention  of  Mr.  Thomas  Carr,  has  proved 
to  be  well  adapted  for  the  reduction  of  semi-elastic  vein-stone,  ores,  and  material 
requiring  to  be  shattered  rather  than  crushed  or  ground.  T]ie  illustration,  fig.  668, 
shows  an  improved  6  feet  3  inches  machine,  with  two  solid  shafts,  blocks,  and  bed- 
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plate,  the  disintegrating  wheels  being  without  the  flOCegsarj'  hood  or  cover.  The 
inventor  in  his  description  states  : — The  machine  consists  of  a  series  of  four  strong 
cylindrical  iron  cages,  of  various  sizes,  formed  of  bars  with  open  spaces  of  from  three 
to  four  inches  between  them,  arranged  concentrically  one  within  another,  around,  and 
parallel  with  the  shafts  or  axles  and  rotated  therewith  with  extreme  rapidity  in 
contrary  directions  to  one  another  by  means  of  an  open  and  a  crossed  strap,  the  first 
and  third  cages  rotating  to  the  right,  and  the  second  and  fourth  to  the  left,  so  that 
while  there  ari^only  two  motions  in  reality,  yet  from  the  way  in  which  the  cages 
intersect  one  another  there  are  relatively  four. 

'  The  material  is  thrown  in  at  the  central  orifice,  cither  by  shovels  or  elevators,  and 
after  the  lumps,  if  very  large,  are  broken  by  a  stationary  knife  (fixed  so  that  its  blade 
may  extend  into  the  interior  of  the  innermost  cage,  but  never  used  with  very  hard 
materials),  they  are  thrown  out  by  centrifugal  force  from  the  first  cage  at  a  tangent 
to  its  circle,  precisely  as  stones  are  hurled  from  a  sling,  and  at  a  speed  equivalent  to 
that  at  which  the  beaters  of  the  said  cage  nre  rotating  (which  is  usually  60  feet  per 
second)  when  meeting  the  boaters  of  the  next  cage,  moving  in  an  opposite  direclion, 
usually  at  60  feet  per  second,  a  poUision  ensuos  similar  to  that  which  taJces  placo 
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beWeen  a  cricket-ball  and  bat ;  the  shock  thus  produced  being  compounded  from  the 
•i"'£rreo'ato  speed  of  the  beaters,  and  the  speed  and  weight  of  the  material  meeting 
them"  The  projectile  impetus  of  the  flying  material  is  thereby  arrested,  and  a  fresh 
impulse  given  it  in  an  opposite  direction,  to  meet  tlie  beaters  of  the  third  cage 
ti-iivcllin<^  the  reverse  way,  and  so  on  in  like  manner  with  tlie  fourth  one,  when,  if  the 
niatorialls  of  a  friable  and  non-fibrous  nature,  it  is  shattered  by  these  successive  blows 
into  a  fine  granular  state,  usuaUy  like  that  of  gunpowder. 

'  The  disintegrating  wheels  are  made  of  various  sizes,  from  3  feet  6  inches  to  6  feet 
3  inches,  the  capacity  of  the  latter  being  nearly  double  that  of  a  4  feet  6  inches 
machine.  For  pulverizing  ores  and  vein-stones  a  6  feet  3  inches  size,  made  extra 
strong  with  steel  bars,  shafts,  and  stout  wrought-iron  disc  plates,  is  recommended.  At 
a  silver-mine  in  Norway  a  6  feet  3  inches  machine  is  found  to  reduce  from  seven  to 
eight  tons  of  ore  per  hour,  to  a  size  varying  from  0  to  4  millimeters,  seventy  to  eighty 
pw-  cent,  of  the  quantity  being  suitable  for  jiggers,  the  remainder  for  slime  tables. 
As  a  general  result,  the  cost  of  reduction  is  reported  to  be  one-half  less  than  that 
incidental  to  pans  and  edge-runners. 

In  the  following  tabular  statement  will  be  found  particulars  of  stuff  reduced  and 
horse -power  required : — 


Stuff 

Size  of 

No.  of  Revs. 

Quantity 

Horse-power 

machine 

per  minute 

per  hour 

required 

ft.  in. 

tons 

Superphosphate  guano,   sulphate  of 

10  to  12 

ammonia,  and  bone-ash  . 

4  6 

10  to  12 

Eock  asphalte  ..... 

4  6 

600  to  600 

5 

12 

Fire-clay  and  shale  .... 

6  3 

10  to  30 

12  to  25 

Moist  clay  

6  3 

400 

20 

16 

Blende  

6  3 

600 

8  to  10 

20 

Calamine  ...... 

6  3 

120 

15  to  20 

20 

Copper,  silver,  and  other  ores  . 

6  3 

500 

7  to  8 

20 

Dingey's  Pulveriser. — In  this  machine.  Jig.  669,  Mr.  Dingey  has  produced  an 
apparatus  for  the  reduction  of  hard  vein-stone  and  ore  to  a  fine  state. 

The  machine  is  on  what  may  be  called  the  slab  and  muUer  principle.  The  opera- 
tive parts  consist  of  four  plates  revolving  within  a  pan  that  rotates  in  the  opposite 
direction.  The  pan  is  made  of  iron,  6  feet  in  diameter,  with  a  vertical  rim  in  which 
are  twelve  openings,  each  15  inches  in  length  by  6  inches  in  depth,  fitted  with  fine 
perforated  copper  plates  or  wire  gauze.  The  inner  or  grinding  surface  of  the  pan 
is  lined  with  a  set  of  plates  or  shoes,  made  of  the  best  white  iron,  which  can  be 
detached  and  replaced  readily  when  worn  out.  The  pan  revolves  from  right  to  left, 
or  in  a  direction  contrary  to  the  apparent  motion  of  the  sun,  borne  on  four  friction 
rollers  fixed  on  the  four  horizontal  cross-arms  of  the  foundation  frame,  and  it  derives 
its  rotatory  movement  from  the  first-motion  shaft  by  spur  pinion  and  gearing  on  the 
exterior  of  the  pan. 

The  horizontal  shaft  also  drives  a  central  pair  of  bevel  wheels  actuating  a  central 
spur-wheel  taking  into  four  pinions  on  the  vertical  shafts  of  the  revolving  plates,  by 
which  these  plates  are  rotated  with  the  sun,  in  a  direction  contrary  to  the  pan.  The 
plates  are  provided  with  white-iron  shoes,  each  30  inches  in  diameter,  and  are 
driven  at  a  speed  of  200  revolutions  per  minute.  Thus  it  will  be  seen  that  by  the 
combined  motions  the  grinding  surfaces  are  preserved  in  good  order  from  wearing  in 
grooves. 

The  material  to  be  pulverised  is  fed  into  a  hopper,  and  thence  transferred  by  an 
Archimedean  screw-motion  to  a  circular  launder,  wherein  it  is  subjected  to  the  action 
of  a  stream  of  water,  entering  therewith  in  the  centre  of  the  pan,  whence  it  is  imme- 
diately carried  under  the  revolving  plates,  ground  and  rapidly  passed  through  the 
external  gratings  by  the  centrifugal  force  of  tho  stream,  and  there  received  into  a 
launder  that  conveys  it  direct  to  the  buddies. 

The  whole  machine  is  self-contained  witliin  four  standards,  with  top,  central, 
and  bed  plates  and  framing,  so  that  it  can  be  bolted  down  on  a  suitable  founda- 
togeth"^'^^'^^'      ^^^^^^^^^  ^ork.    It  can  be  constructed  in  light  parts,  easily  put 

The  motive  power  may  be  hydraulic  or  steam  ;  a  10-inch  single  cylinder  ensrine  is 
Bufiicicnt  for  working  it  effectively.  fa  " 

This  pulveriser  is  suited  for  the  reduction  of  rough  stamps'-work,  and  tho  grinding 
01  gold  and  silvar  ores,  tin  roughs,  skimpings,  colours,  clays,  or  earthy  substances. 
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Tho  work  of  ono  pxilvGriser  is  said  to  be  equal  to  that  of  24  Cornish  heads  of  stamps, 
and  the  saving  m  working  cost,  in  favoiu-  of  tho  fomor,  one-third  less,  the  wear  and 
tear  in  both  cases  being  considered  equal. 

669 


The  first  cost  of  24  heads  of  stamps  is  about  200^.,  of  the  pulveriser  150Z.  The 
grinding  surfaces  of  the  pulveriser  lose  3  cwts.  per  month,  whilst  the  stamps  are  said 
to  lose  20  cwts,  in  the  same  time.  At  a  comparative  trial  made  at  Wheal  Jane, 
in  Cornwall,  on  tin  '  rows,'  the  cost  of  pulverising  was  Is.  4^c?.  per  ton ;  of  stamping, 
2s.  l^d.  per  ton. 

Arrastre  or  TaJiom. — This  machine  is  extensively  employed  in  the  mining  districts 
of  Mexico,  for  grinding  silver  ores  previous  to  their  amalgamation. 

It  consists  of  a  strong  wooden  axle  a  {Jig.  670),  moving  on  a  spindle  in  a  beam  B 
above  it,  and  resting  on  an  iron  pivot  beneath,  turning  in  an  iron  bearing,  whicli  is 
inserted  into  a  post  of  wood  c,  which  rises  about  a  foot  above  the  ground  in  the  centre 
of  the  arrastre.  The  shaft  A  is  crossed  at  right  angles  by  two  stout  spars  d  d,  which 
form  four  arms,  each  about  5  feet  long,  one  excepted,  which  is  9  feet  long,  to  admit  of 
two  mules  being  attached  to  it ;  by  this  arm  the  machine  is  worked.  The  grinding  is 
performed  by  four  large  porphyritic  or  basaltic  stones,  two  of  which  are  shown,  e  e. 
These  are  loosely  attached  by  thongs  of  leather,  or  small  sized  rope,  to  the  four  arms, 
and  are  dragged  over  the  ore,  which  is  put  in  with  water,  until  it  is  ground  to  a 
very  fine  slime  or  mud,  called  the  lama.  One  of  these  machines,  when  in  good  working 
condition,  will  grind  from  600  to  800  pounds  weight  of  ore  in  twenty-four  hours.  In 
Guanaxuato,  where  the  best  and  finest  grinding  is  obtained  in  tlie  arrastres,  tho  lining 
or  foundation  and  the  grinding  stones  are,  of  coarse-grained  porphyi-y,  and  form  a 
rough  surface.  Tho  cost  of  this  apparatus  in  Mexico,  including  tho  paAnng  of  the 
bottom,  and  the  four  mcfapiles  or  stones,  is  on  an  averngo  71.  The  original  weight  of 
a  mettipilo  is  about  700  pounds,  its  dimensions  are  2  feet  8  inches  long,  18  inches 
broad,  and  18  inches  deep.   Notwithstanding  tlie  hardness  of  tho  stones  employed, 
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^ey  aro  so  worn  as  to  become  unsorvicoablo  in  the  course  of  ten  or  twelve  weeks ;  the 
bottom,  liowovor,  is  only  roplacod  once  in  twelve  months. 

This  apparatus  is  well  suited  to  patio  amalgamation,  but  it  affords  bad  results  for 
the  power  expended. 

Edge-mill. — This  machine  is  employed  for  the  purpose  of  reducing  gold  and  silver 
ores  to  an  impalpable  powder.  It  is  also  used  extensively  in  grinding  Hints,  stones, 
slags,  and  a  variety  of  other  products.  However  much  the  details  of  this  apparatus 
may  vary,  its  principle  is  the  same  in  all  cases.  Two  vertical  runners  rotate  on 
the  outer  circumference  of  a  flat  or  slightly  conical  basin,  and  alford  a  frietional 
or  grinding  area  equal  to  the  difference  of  distance  performed  by  tlie  inner  and  outer 
edges. 

The  subjoined  woodcut,  fig.  67 1,  represents  a  mill  constructed  at  the  Sandycroft  Foun- 
dry, Flintshire,  a,  rotating  pan,  resting  upon  frietional  wheels  n  ;  c,  vertical  shaft  firmly 
keyed  to  pan  a,  to  which  motion  is  communicated  by  wheel  gearing  d.  The  runners 
E  E  revolve  on  arm  f,  and  may  be  of  cast  iron  or  of  stone  bound  with  a  ring  of  iron. 
These  runners  have  no  progressive  motion,  but  have  free  play  to  rise  or  fall  on  the 
axis  c,  and  in  the  stay  slots  g  g. 

The  following  dimensions  and  particulars  are  derived  from  one  of  the  edge-mills 
recently  working  at  the  Fabrica  La  Constante,  in  the  province  of  Guadalajara,  Spain : 

.  6  feet. 

.  centre  20  in.  edge  16  in. 

.  3  tons  15  cwt. 

.  200  feet  per  minute. 

.  4  feet. 

.  10  holes  to  the  lineal  inch. 

.  60 

.  350  lbs. 


Diameter  of  edge-runner 
Width     of  do.     do.  ... 
"Weight    of  do.     do.  .       .  . 

Speed  of  runner  

Diameter  of  interior  circle  of  runner 
Gauge  of  stuff  previous  to  its  being  ground 

Do.       after  it  leaves  the  mill 
Quantity  of  stuff  reduced  per  10  hours 
Horse-power  employed  .... 


In  some  machines  erected  at  the  Eeal-del-Monte  mines  in  Mexico  the  stones  were 
6  feet  in  diameter  and  12  inches  wide.  They  were  fitted  with  a  ring  of  wrought  iron 
3  inches  thick.  Each  pair  of  runners  revolved  round  a  centre  on  its  own  axis,  in  a 
cast-iron  basin  of  which  the  bottom  was  7  inches  thick.  At  first  good  results  were 
obtained ;  each  mill  if  kept  constantly  at  work  ground  nearly  10  tons  per  week ;  but  as 
their  axles,  and  particularly  the  wrought-iron  rings  and  cast-iron  bottoms,  began  to 
wear  hollow  and  to  lose  an  even  surface,  the  grinding  rapidly  diminished,  and  with 
one  year's  work  they  were  completely  worn  out. 

The  chief  advantage  of  this  machine  is  its  simplicity  of  construction  and  consequent 
small  first  cost ;  but  all  its  parts  require  to  be  made  of  great  strength,  and  therefore  of 
proportionate  weight :  hence,  in  addition  to  the  rapid  wear  to  which  it  is  liable,  this 
apparatus  becomes  objectionable  for  countries  where  transit  of  heavy  machinery  is 
more  than  ordinarily  difficult  and  expensive. 

Horizontal  mill. — For  the  purpose  of  reducing  auriferous  and  argentiferous  ores  to 
an  exceedingly  fine  powder,  and  where  dry  grinding  is  essential,  no  apparatus  has 
been  found  more  effectual  than  the  horizontal  mill.  It  affords  the  lai^gest  area  of 
frietional  surface  for  the  least  wear  and  tear,  and  accomplishes  equal  results  at  a  cost 
not  exceeding  one-fourth  of  that  incident  to  the  edge-mill. 

The  construction  of  the  horizontal  miU.  will  be  rendered  intelligible  by  the  aid  of 
the  following  illustration,  fig.  672,  in  which  one  pair  of  stones  is  shown  in  section.  A 
is  a  circular  hopper,  into  which  the  stuff  to  be  ground  is  introduced ;  b  b,  small  pipes 
of  sheet  iron,  for  delivering  the  stuff  between  the  surfaces  of  the  runner  c  and  bed- 
stone c'  •  D  casing  enclosing  the  runner  into  which  the  ground  material  is  delivered ; 
E  hole  in  'centre  of  runner ;  f,  driving-shaft,  with  continuation  shaft  g,  for  giving 
motion  to  a  Jacob's  ladder  if  requisite ;  h  h',  regidating  screw  for  elevating  runner  c ; 
J  driving-wheel ;  k,  crown-wheel ;  i,  wheel  giving  motion  to  pinions  m  m'  ;  and  n, 
vertical  shaft,  to  drive  any  supplementary  apparatus  which  may  be  required,  such  as 
sizing  sieve,  &c.  Four  pairs  of  stones  are  usually  driven  by  the  wheel  l.  The 
surface  of  the  runner  is  in  contact  with  the  bed-stone,  from  the  periphery  to  within 
one  third  of  its  diameter.  The  line  of  the  runner  then  feathers  upwards,  in  order  to 
receive  the  stuff  freely  and  to  equalise  the  resistance  throughout  the  area  of  the  bed- 

stone  • 

The  following  particulars  will  convoy  much  practical  information  relative  to  this 

machine : — 

Diameter  of  stones   f /«et  2  inches. 

Thickness  of  bed-stone  inches. 

Ditto       runner   14  inclies. 
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No.  of  revolutions  of  stone  per  minute 
Gauge  of  stuff  in  hopper  .... 

Pitto        on  delivery. 
Quantity  of  stuff  ground  per  1 0  ho  urs 
Power  employed  in  horses 
Eevolutions  of  sizing  sieve 
Diameter  of       ditto  .... 
Length  of  ditto     .       .       ■  • 

No.  of  holes  per  square  inch  in  sizing  sieve 
Character  of  runner        .       .       .  • 

Ditto  bed-stone  .... 
Duration  of  runner  .... 

Ditto  bed-stone  .... 
When  dressed  
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.  108. 

.  100  holes  to  the  square  inch. 

.  3,600  ditto. 

.  1  ton  per  pair  of  stones. 

.  About  6  per  ditto. 

.  23  per  minute. 

.  30  inches. 

.  108. 

.  3,600. 

.  Coarse  conglomerate. 

.  Compact  quartz,  moderately  hard. 

.  Average  18  weeks. 

.    Ditto    22  ditto. 

.  Every  third  day. 


672 


From  a  series  of  practical  experiments  made  on  the  same  stuff  by  horizontal,  crush- 
ing, and  edge-mills,  the  following  results  have  been  obtained ; — 


No.  of  Holes 
per  sq.  in.  in 
Sizing  Sieve 

Quantity  of 
Stuff  ground 
in  10  Hours 

Horse-power 

Cost  per  Ton 

1.  Horizontal  mill 

2.  Crushing  mill 

3.  Edge-mill     .      .      .  [ 

3600 
3600 
3600 

cwts. 
20 
13 
13 

5 
6 
7 

a.  (J. 
2  3 
1  7 
6  10 
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Stamps. 

Tin  and  soino_  other  of  tlio  moro  valuable  ores  aro  usually  associated  with  and 
minutely  disseminated  in  a  hard  crystalline  ganguo,  requiring  to  be  reduced  to  a  fine 
powder  before  the  valuable  portions  can  be  extracted. 

Various  contrivances  have  been  employed  for  this  purpose,  but  none  of  them  seom  to 
have  entered  into  successful  competition  with  the  stamping  mill.  This  apparatus  essen- 
tially consists  of  a  number  of  cast-iron  pestles,  each  measuring  about  20  inches  high 
and  6  by  10  inches  in  cross  section.  These  are  secured  either  to  a  wrought-iron  or 
wooden  lifter;  a  projecting  arm  is  placed  towards  the  top  on  each  lifter,  which  may  bo 
slidden  iipauddownsoastomeet  the  wear  of  the  pestle  or  any  other  irregularity. 
These  lifters  aro  retained  in  their  vertical  position  by  suitable  metal  or  wooden  supports' 
Motion  is  communicated  by  a  revolving  shaft  in  front,  fitted  with  four  or  five  projecting 
cams,  each  of  which  takes  the  arm,  and  lifting  the  pestle  from  8  to  10  inches,  lets 
it  suddenly  fall  on  the  substances  which  may  be  underneath.  The  bottom  on  which 
the  heads  fall  is  formed  by  introducing  hard  stones  or  other  suitable  material, 
and  pounding  it  until  it  becomes  suflaciently  solid.  In  most  parts  of  the  Continent  of 
Europe,  on  the  contrary,  stamping  mills  aro  provided  with  solid  cast-iron  bottoms  • 
these,  however,  require  frequent  renewal.  ' 

Around  the  pestles  a  wooden  box  or  coffer  is  constructed,  and  covered  in  at  the  top  ; 
the  back  is  partly  open  at  the  bottom  in  order  to  admit  the  vein-stuff.  On  each  side 
one,  and  in  front  two  openings  are  made,  7  or  8  inches  square,  which  are  fitted  with 
wrought-iron  frames,  for  the  reception  of  perforated  iron,  copper,  or  brass  plates,  the 
bur  of  the  punch  or  drill  being  towards  the  inside.  As  a  precaution  against  the  speedy 
destruction  of  the  coffer  from  the  constant  scattering  of  fragments  of  stone,  the  inside 
is  partially  lined  with  sheet  iron.  The  stuff  to  be  stamped  is  supplied  on  an  inclined 
plane,  connected  with  a  hopper  at  the  back,  in  the  front  of  which  is  a  launder  for 
affording  a  stream  of  water  to  the  coffer.  The  stamped  stuff  passes  through  the  grates 
into  launders,  and  is  thus  directed  to  the  floors.  When  water  is  the  motive  power,  the 
number  of  heads  is  limited  by  the  volume  and  fall  of  water  available  ;  three  heads 
are  the  least  number  used,  but  a  larger  number  is  generally  preferred.  When  steam- 
power  is  employed,  a  battery  of  heads  sometimes  includes  100  or  more  pestles.  When 
in  action  these  are  elevated  from  40  to  80  times  per  minute,  according  to  the  cha- 
racter of  the  stuff  to  be  reduced.  The  pulverisation  is  said  to  be  greatly  facilitated 
by  having  four  heads  in  the  same  chest  or  coffer,  about  2J  inches  apart.  Each  head 
is  lifted  separately,  and  the  cams  by  which  this  is  done  are  so  disposed  on  the  axle  as 
to  make  the  blows  in  regular  succession.  Great  care  is  also  taken  whether  it  be  in 
a  large  or  small  battery,  to  prevent  any  two  pestles  falling  at  the  same  instant ; 
the  object  being  to  secui'e  an  equal  load  against  the  power.  Practical  dressers 
are  not  well  decided  as  to  the  order  in  which  the  lifting  of  four  heads  in  one  coffer 
should  take  place,  whether  one  of  the  inner  pestles  should  precede  the  other,  or 


whether  a  side  pestle  should  be  first  lifted.  A  preference,  however,  seems  to  bo 
given  to  the  following  method :— supposing  a  spectator  to  stand  in  front  of  a  4-head 
stamps,  left  side  pestle  fii-st,  right  side  second,  right  middle  third,  left  middle  last. 


DRESSING  OF  ORES 


97 


Fiq  673  represents  the  elevation  of  a  steam  stamps  employed  in  Cornwall, 
slo ;  B,  cams  for  lifting  heads  ;  c,  tongue  or  projection  on  lifter ;  d  d,  guides  foi 


A, 

axle  -  B  cams  for  lifting  Jieaas  ;  c,  tongue  or  projecuuu  uu  muor ,  jj  u,  guiuuo  for  re- 
taining lifter ;  e,  the  lifter ;  f,  head  of  pestle ;  g,  chest  or  coffer  ;  h,  hopper ;  j,  pass 
connecting  coffer  and  hopper ;  k,  launder  discharging  water  into  the  coffer ;  l,  stamps 
grate ;  m,  launder  receiving  the  stuff  which  has  been  flushed  through  the  grates  ;  n, 
the  bottom  or  bed  of  stamps. 

The  stamping  process  is  not  so  simple  as  it  may  appear  at  first  sight.    Many  of  its 
particulars,  such  as  the  form  of  the  coffer,  mode  of  exit  for  tho  stuff,  weight  and 
rapidity  of  the  pestles,  and  quantity  of  water  employed,  must  be  varied  to  suit  the 
mode  of  dissemination  and  the  structure  and  character  of  the  ore,  as  well  as  of  the 
matrix.  Fineness  of  reduction  is  by  no  means  always  a  desideratum,  for  if  some  kinds 
of  stuff  be  reduced  too  low,  much  of  the  ore  contained  in  it  will  be  wasted,  hence 
considerable  judgment  is  necessary  in  selecting  the  grate  best  adapted  to  the  stuff 
to  be  operated  upon.    Sometimes  the  grate  is  replaced  by  the  '  flash,'  which  con- 
sists of  a  small  hopper-shaped  box,  fitted  to  the  front  of  the  grate-hole.    This  box 
is  provided  with  a  shutter  which  is  raised  or  lowered  according  as  the  ore  is 
required  in  a  fine  or  rough  state.    In  dry  stamping  the  fineness  of  the  powder 
depends  not  on  the  grate,  but  on  the  weight  of  the  pestles,  the  height  of  their 
fall,  and  tho  period  of  their  action  upon  the  substances  beneath  them.    The  follow- 
ing practical  results  are  derived  from  the  steam  stamps  at  Polberro  Tin  Mines, 
Cornwall : — 
Cylinder  of  engine,  36  inches  diameter. 
Diameter  of  the  fly-wheels,  30  feet. 
Weight  of  ditto,  with  cranks,  shaft,  and  bolts,  42 1  tons. 
Power  employed,  55  liorses. 
Eeduced  in  12  months,  30,201  tons  of  vein-stuff. 
Average  number  of  revolutions  of  stamp  axles  per  minute,  8^. 
Number  of  heads  lifted  per  minute,  72,  each  9  inches  high. 
Weight  of  each  head,  600  lbs. 

Average  number  of  blows  made  per  minute  by  each  head,  45. 
Weight  of  heads  collectively,  19^  tons. 
Nimiber  of  grates,  72. 

Exposed  area  of  front  grates,  9  x  6  -  54  inches. 

Ditto  of  end  grates,  8  x  6  =  48  inches. 

Number  of  holes  to  the  square  inch,  140. 

One  of  the  most  powerful  and  best  arranged  stamping  engines  in  Cornwall,  designed 
i\m\  constructed  by  Messrs.  West  and  Sons,  is  at  the  West  Phosnix  Mines.  Two  ver- 
tical cylinders  are  employed,  each  26  inches  diameter,  with  7-feet  stroke.  The  weight 
of  fly-wlioel  is  11  tons ;  speed  of  piston,  240  feet  per  minute.  The  length  of  stroke 
given  by  the  cranks  is  84  inches.  The  stamp  axles,  right  and  left  of  the  engine,  make 
12  revolutions  per  minute,  and  drive  at  one  and  the  same  time  96  heads.  The 
average  weight  of  each  stamp  head  is  600  lbs. ;  new,  800  lbs. ;  when  worn  out, 
150  lbs.;  dimensions  of  head,  20''x7"xll",  giving  a  sectional  area  of  77  inches. 
The  number  of  drops  per  minute  is  60  ;  average  drop,  10  inches.  Number  of  heads 
in  a  battery,  4.  Area  of  grate  per  battery  box,  336  square  inches,  or  84  inches  per 
iiead.  Diameter  of  holes  in  grates,  millimeter.  Weight  of  tin-stuff  stamped  per 
24  hours,  18  cwts.  per  head.  Average  duration  of  head,  3  months.  Weight  of  stuff 
stomped  per  head,  80  tons.  Loss  of  iron  per  ton  of  stuff,  from  9  to  10  lbs.  Cost 
of  stamp  heads  per  cwt.,  lis.    Average  weight  of  coal  required  to  stamp  1  ton  of 

stuff,  1  cwt.  DO  1  t; 

The  consumption  of  coal  per  24  hours,  is  4  tons,  cost  H.  4s.  Qd.  Engine  driver's 
wages,  1  Os.  Oil  and  grease,  per  month,  U.  Tho  direct  approximate  cost  of  stamping, 
per  ton  of  stuff,  is  therefore, 

s.  d. 

Wear  of  stamp  head    .      .      .  .10 

Coal  1  gi 

Oil  and  grease   i 


Total  .2  10 


C74  represents  a  stamping  mill  arranged  for  the  reduction  of  auriferous 
quartz,  silver,  and  other  valuable  ores.    Tho  base  consists  of  a  cast-iron  plate  a  upon 
screwed  a  frame  b,  without  end  or  side  joints.    A  thick  cast-iron  bottom  is 
"Toppea  ,nto  this  frame,  upon  which  the  stuff  is  pulverised.    Tho  coffer  c,  is  mado 
a  frr^f!"'™"  Pj'-ites,  bolted  together  at  their  edges.    Each  head  is  in  connection  with 
Vol  II  The  feed  is  effected  by  moans  of  an  Archimedean  ecrow, 
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revolving  in  tho  trough  d.  The  heads  are  solid  cylinders  of  iron  attached  to  >vrotiglit- 
iron  lifters,  and  when  in  work  are  rotated  by  the  action  of  the  long  cams  f,  Thc^lift 

674 


or  rise  of  the  head  is  varied  by  the  blocks  e  e,  which  traverse  a  flat  thread  screw  cut 
in  the  lifter.  It  will  be  seen  that  no  stuff  can  be  lost  tlirough  the  bottom  of  the  coffer ; 
whilst  an  economic  advantage  is  secured  by  the  use  of  a  largo  area  of  perforated  plate 
or  grate.  At  a  speed  of  70  to  80  drops  per  minute  one  cwt,  of  stuflP,  is  reduced  to  J 
millimeter  size  per  hour,  the  quantity  of  water  per  head  being  about  4  gallons  per 
minute. 

German  Stamping  Mills. — To  the  German  miners  we  are  indebted  for  tho  general 
arrangement  of  the  Stamping  Mill.  In  a  work,  '  De  Eo  Metallic^,'  by  Agricola,  edition 
1621,  many  different  mills  are  illustrated,  showing  clearly  that  all  the  essential 
features  of  the  modern  mill  were  then  well  known.  In  Eittinger's  '  Lehrbuch  der 
Aufbereitungskunde,'  and  other  important  works  on  Dressing,  the  subject  of  stamping 
mills  is,  generally,  well  and  profoundly  treated,  and  rendered  clear  by  the  aid  of 
numerous  illustrations.  The  following  particulars  of  a  practical  character  will,  how- 
ever, be  interesting : — 

Stamp  Head. —  Average  weight,  300  lbs. 

„  Minimum  „     100  lbs. ;  maximum  weight,  500  lbs. 

Fall  of  Head.— Average  8  inches. 

„  Maximum,  12  inches,  for  coarse  stixmping. . 

„  Minimum,  4  inches,  for  fine  stamping. 

Wear  of  Head.— Made  of  grey  iron,  after  stamping  5  tons  of  stuff  to  a  size  of  1 

millimeter. 

Hard  tough  stuff     .       .       .       .11  to  13  lbs. 
„  Middling  hard  stuff  .       .       .       .    8  „  10  „ 

„  Moderately    „        .       •       •       •    5  „    7  » 

Wear  of  Anvil  or  'bottom'  of  cast  iron  4  inches  thick,  per  o  tons  of  stamped  stuff. 
„  Hard  tough  stuff      .       .       •       .  ^  4  to   5  lbs. 

„  Middling       „         .       •       •       .    3  „    4  „ 

„  Moderately    „        •       •       •       •    1  »    2  ,, 
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Order  of  fall.— Centre  head  first,  then  right  and  left. 
Number  of  Heads  in  a  Battery.— Three,  at  most  five. 

Stamping  Kesults. — Weight  of  head,  250  lbs.,  faU  8  inches,  making  60  drops  per 


minute,  ^yill  produce,  in  24  hours, 
Stuff,  2  millimeters  size 
,,1  •       •       •  • 


30  cubic  feet 
16  „ 
9 


Cast-iron  Bottoms — Will  afford  3  per  cent,  higher  result  than  can  be  obtained  from  a 
stone  bottom. 

Water,  per  minute,  per  head : 

For  direct  discharge  .... 
„  Large  stuff,  4  to  8  millimeters  . 

Eough    „    2  „  4 

Fine      „    1  „  2       „  .  . 


3  to  5  gallons. 
12  gallons. 
6  „ 
3  ,. 


Space  between  head  and  inside  of  battery  box  1  to  1  ^  inch,  except  at  the  side  at 
which  the  stuff  is  introduced,  where  it  is  2^  to  3  inches. 

Some  years  ago  the  late  P.  Eitter  von  Eittinger  contrived  a  battery  box  for 
stamping  under  water,  Jig.  675.  a,  cast-iron  bottom  wedged  into  the  box ;  b,  stamp 
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screen  set  1^  to  3  inches  above  the  bottom;  c,  water-tight  panel,  made  of  strong 
boards  fixed  within  a  short  distance  from  the  front  of  battery  box,  the  opening  d  ex- 
tending several  inches  below  the  anvil  of  the  battery;  e,  outlet-pipe,  in  the  centre,  and 
near  to  the  lower  edge  of  the  panel.  The  bottom  of  the  channel  between  the  battery 
box  and  panel  is  inclined  from  both  sides  towards  the  outlet  e  by  means  of  strips  of 
timber  inserted  in  the  angles.  The  amount  of  discharge  through  the  pipe  e  can  bo 
regulated,  and  the  pipe  is  so  fixed,  that  the  water  rises,  and  is  kept  at  such  a  level 
above  the  stamp  head,  that  the  fall  takes  place  entirely  under  water.  At  Schemnitz, 
the  duty  obtained  by  the  use  f)f  this  battery  box  is  said  to  be  nearly  50  per  cent, 
greater  than  that  o1)tainod  from  the  box  previously  in  use. 

_  The  feeding  of  the  stamps  is  in  some  establishments  effected  by  self-feeding  hoppers, 
in  others  by  manu;.l  labour  ;  the  batteries  having,  in  the  latter  case,  a  small  hopper 
attached,  into  which  the  stuff  is  thrown  with  shovels. 

Fig.  676  is  a  set  of  stamping  and  washing  works  for  the  ores  of  argentiferons 
galena,  as  mounted  at  Bockwicse,  in  the  district  of  Zellerfeld,  in  the  Hartz. 
Tnnl''\''^f  ^7^'^'?^'  ""^^  f  "'^  subsidiary  parts  :  among  which  are  a,  the  driving  or 
mam  shaft ;  b,  the  overshot  water-wheel ;  c  c,  six  strong  rings  or  hoops  of  cast  iron  for 
reccn  ing  each  a  cani  or  tappet ;  g,  the  brake  of  the  machine ;  k  k  k,  the  three  standards 
VI  me  stamps  ;  1 1,  &c.,  six  pestles  of  pine  wood,  shod  with  lumps  of  cast  iron.  There 

11  2 


100 


DRESSINa  OF  ORES 


676 


are  two  chests,  out  of  which  the  ore  to  bo  ground  falls  spontaneouBly  into  the  two 
troughs  of  tho  stamps.    Of  lato  years,  however,  the  ore  is  mostly  supplied  by  hand ; 

the  watercourse  terminates  a  short  distance  above 
the  middle  of  the  wheel  b.    There  is  a  stream  of 
water  for  the  service  of  the  stamps,  and  laun- 
ders proceeding  from  it,  to  lead  the  water  into 
the  two  stamp  troughs ;  the  launder  of  discharge 
is  common  to  the  two  batteries  or  sets  of  stamps 
tlirough  which  the  wa-ter  carries  off  the  sand 
or  stamped  ore.    There  is  a  moveable  table  of 
separation,  mounted  with  two  sieves.   The  sands 
pass  immediately  into  the  launder  placed  upon  a 
level  with  the  floor,  and  separated  into  two  com- 
partments, the  first  of  which  empties  its  water 
into  tho  second.    There  are  two  boards  of  sepa- 
ration, or  tables,  laid  upon  the  ground,  with  a 
very  slight  slope  of  only  16  inches  from  their  top 
to  their  bottom.    Each  of  these  boards  is  divided 
into  four  cases  with  edges;  the  whole  being  ar- 
ranged so  that  it  is  possible,  by  means  of  a 
llood-gate  or  sluice,  to  cause  the  superfluous 
water  of  the  case  to  pass  into  the  following 
ones.    Thus  the  work  can  go  on  vsdthout  inter- 
ruption, and  alternately  upon  the  two  boards. 
There  are  winding  canals  in  the  labyrinth,  n,  n,  n, 
in  which  are  deposited  the  particles  carried 
along  by  the  water  which  has  passed  upon  the 
boards.    The  depth  of  these  canals  gradually 
increases  from  12  to  20  inches,  to  give  a  suitable 
descent  for  maintaining  the  water-flow.    At  d 
two  percussion  tables  are  placed,    f,  g,  are  two 
German  chests,    h,  j,  are  two  percussion  tables, 
which  are  driven  by  the  cams  z  z,  fixed  upon 
the  main  shaft  x  y.   k'  k"  are  two  sloping  sweep 
tables  {a  balai).    The  German  chests  are  rectan- 
gular, being  about  3  yards  long,  I  a  yard  broad, 
with  sides  18  inches  high  ;  and  their  inclination 
is  such  that  the  lower  end  is  about  15  inches 
beneath  the  level  of  the  upper.    At  their  upper 
end,  usually  called  the  bolster,  a  kind  of  trough 
or  box,  without  any  edge  at  tho  side  next  the 
chest,  is  placed  containing  the  ore  to  be  washed. 
The  water  is  allowed  to  fall  upon  the  bolster  in 
a  thin  sheet.    The  sleepi7ig  tables  have  upright 
edges  ;  they  are  from  4  to  5  yards  long,  nearly 
2  yards  wide,  and  have  fully  a  yard  of  inclina- 
tion.   The  tables  are  sometimes  covered  with  cloth,  particvdarly  in  treating  ores  that 
contain  gold,  on  a  supposition  that  the  woollen  or  linen  fibres  would  better  retain  the 
metallic  particles :  but  this  method  appears  on  trial  to  merit  no  confidence,  for  it 
produces  a  very  impure  Schlich. 

CaJifomian  and  Nevada  Stam]ys, — Tho  foundation  is  generally  formed  of  vertical 
timbers,  set  close  together,  and  firmly  braced  by  means  of  cross  timbers  and  bolts. 
Each  piece  of  timber,  2  feet  by  18  inches,  is  from  6  to  12  feet  long,  according  to  the 
nature  of  the  ground,  and  height  of  the  discharging  grate.  When  the  timbers  are  in 
position,  the  adjacent  earth  is  firmly  rammed  together,  and  the  foundation  thoroughly 
consolidated.  The  sill,  vertical,  and  diagonal  timbers  are  strongly  connected  and  later- 
ally braced  so  as  to  render  movement  all  but  impossible.  The  stamps  box  is  placed 
directly  upon  the  vertical  timber  foundation,  and  is  secured  by  bolts.  The  length  of 
box  shown  mjig.  677,  is  4  feet  6  inches,  depth  4  feet,  inside  width  12  inches ;  and  is 
so  cast  that  bottom,  sides,  and  ends,  are  in  one  piece.  Tho  feed  opening  is  an  aperture 
4  inches  wide  and  3  feet  9  inches  long.  The  discharge  or  grate  opening  is  46  inches  long 
and  10  inches  deep,  the  bottom  edge  being  4  inches  above  the  top  of  the  die.  The 
grate  is  attached  to  a  frame,  secured  by  wedges  in  grooves  cast  in  each  end  of  the  box, 
and  by  two  lugs  in  front  of  the  discharge  opening.  It  is  usually  inclined  at  about  7^° 
witli  tho  view  of  facilitating  tho  discharge  of  tlie  stuff.  For  wet  stamping,  Eussian  sheet 
iron  is  employed,  having  holes  varying  from  one  half  to  one  millimeter  in  diameter. 
The  crate  is  attached  to  tlie  frame  by  means  of  screws  and  to  confine  tlie  'flash'  of 
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the  stuff  a  piece  of  canvas  hangs  over  the  grate.  The  top  of  the  cast-iron  anvil,  is 
of  the  same  diameter  as  the  shoe,  and  is  from  4  to  6  inches  high  ;  the  bottom  is  com- 
monlv  sQuare,  large  enough  to  extend  from  side  to  side  of  the  battery  box,  the  corners 
removed,  so  that  it  may  bo  withdrawn  by  the  use  of  a  pick  point  The  shoe  is 
of  ^e  hardest  white  iron,  8  inches  diameter  and  6  inches  high,  with  a  shank  tapenng 
from  2  to  4J  inches.   The  shoe  is  attached  to  the  head,  by  placing  strips  of  pine  wood, 
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^  of  an  inch  thick  and  ^  an  inch  wide  around  the  shank.  The  strips  of  wood  arc 
tied  by  means  of  cord,  and  the  head  lifter  gently  driven  home,  the  shoe  striking  a  piece  of 
timber  until  it  is  firmly  fixed.  When  it  is  necessary  to  remove  a  shoe  it  is  accomplished 
by  driving  a  key  into  a  key-way  formed  in  the  head  for  this  purpose.  The  iffter  is 
usually  turned  to  a  diameter  of  3  inches,  and  is  from  10  to  12  feet  long ;  the  head  is  of 
tough  cast  iron,  8  inches  diameter  and  15  inches  high.  At  the  top  is  a  hole,  slightly 
conical,  about  7  inches  deep,  with  a  drift  way  for  forcing  the  lifter  from  the  head. 

A  stout  wi'ought-iron  hoop  is  put  on  hot  at  the  top  and  bottom  of  each  head  so  as  to 
give  it  additional  strength.  To  fix  the  lifter  in  the  head  a  few  blows  of  the  hammer 
arc  first  necessary,  then  a  few  beats  in  the  ordinary  way. 

The  gib  tappet  is  8  inches  in  diameter  and  8  inches  long,  and  made  hollow  so  as  to 
receive  the  lifter.  The  gib  itself  is  two  inches  wide,  nearly  as  long  in  the  tappet,  and 
with  its  inner  face  curved,  to  correspond  to  the  circular  hole,  through  which  the 
lifter  passes.  The  gib  being  fixed  in  place  and  the  tappet  put  upon  the  lifter,  is 
forced  against  the  latter  by  means  of  two  keys  which  are  driven  to  such  an  extent  as 
to  maintain  the  tappet  firmly  in  its  position.  This  method  is  found  to  be  in  all  re- 
spects satisfactory,  and  is  superior  to  screw  threads  or  key  seatings.  A  partial  revo- 
lution of  the  head  is  effected  at  each  lift,  and  continues  to  some  extent  during  the  fall, 
causing,  as  it  is  alleged,  a  grinding  as  well  as  a  stamping  effect,  and  wearing  the  shoe 
more  evenly  than  if  no  circular  movement  occurred.  Guides  of  hard  wood  are  pre- 
ferred to  iron.  One  set  is  placed  below  the  tappet,  about  afoot  above  the  battery  box, 
a  second  set  within  6  inches  from  the  top.  The  width  of  guide  is  from  10  to  15  inches 
Each  cam  piece  has  usually  two  arms,  with  faces  2  or  3  inches  wide,  the  casting  itself 
being  of  tough  cast  iron ;  the  curve  of  the  face  is  the  involute  of  a  circle  the  radius  of 
which  ig  equal  to  the  distance  between  the  centre  of  the  cam  axle  and  the  centre  of  the 
lifter.  The  bottom  of  the  cam  is  consequently  perpendicular  to  the  radius  of  the  curve 
of  the  cam,  and  the  etapip-head  is  uniformly  lifted  in  a  vertical  line,   In  practice,  tjjo 
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lino  of  curvature  necessary  for  the  cam  is  obtained  by  taking — (1)  a  circular  piece  of 
board  having  a  radius  equal  to  the  horizontal  distance  from  tlio  centre  of  the  cam  axle  to 
the  centre  of  the  lifter  ;  (2)  a  piece  of  thread  with  a  pencil-point  attached  to  the  end ;  (3) 
measuring  the  desired  lift  of  the  head  on  the  thread  from  such  pencil-point,  then  attaching 
the  end  of  the  thread  to  the  periphery  of  the  circular  piece  of  wood  ;  (4)  winding  the 
thread  on  the  periphery  of  the  wood,  laying  the  wood  on  a  smooth  board,  unwinding  the 
thread  whilst  being  stretched  to  its  utmost  limit  and  at  the  same  time  tracing  with  the 
pencil-point  the  required  curve.  As  it  is  desirable  that  the  cam  may  be  in  contact  with 
the  tappet  at  the  least  practicable  distance  from  the  axle  the  curve  is  modified  by  giv- 
ing to  the  cam  a  greater  curvature  near  each  of  its  ends.  The  cam  point  is  also  as 
near  to  the  lifter  as  is  practicable,  without  coming  into  actual  contact.  The  axle  is 
of  round  iron,  from  4  to  6  inches  diameter,  turned,  with  two  key-ways  cut,  for  the  pur- 
pose of  securing  the  cams  in  their  places.  In  some  instances  the  shaft  extends  the 
entire  length  of  the  various  batteries,  but  a  separate  light  shaft  for  each  battery  of 
four  or  five  stamps  is  preferred. 

In  such  case  each  axle  receives  its  motion  from  a  counter  shaft,  the  two  shafts  being 
connected  together  by  means  of  belts  and  riggers.  The  order  in  which  the  heads  fall 
varies  in  different  mills,  but  the  condition  of  having  an  uniform  load  on  the  engine  at 
one  and  the  same  time,  as  well  as  a  free  and  effective  fall,  should  be  observed.  In  a 
five-stamp  battery  the  order  of  fall  is  commonly  :  (1.)  Middle  head;  (2.)  End  right 
hand  head;  (3.)  Second  head  on  left ;  (4.)  Second  head  on  right ;  and  (6.)  End  stamp 
head  on  left.  The  key-ways  in  the  cams  are  cut  so  that  when  the  latter  are  fixed,  the 
heads  are  lifted  in  the  order  above  stated.  Occasionally  quartz  is  crushed  dry,  but 
much  more  frequently  water  is  admitted  to  the  boxes  by  means  of  gas-pipes  fitted  with 
regulating  cocks.  When  it  is  necessary  to  hang  one  or  more  of  the  heads  a  workman 
lays  a  smooth  piece  of  board  1^  inch  thick  on  the  face  of  the  cam  as  it  is  rising 
to  the  tappet,  and  holds  the  board  whilst  the  head  is  lifting.  When  high  enough  a 
stud,  articulated  on  a  small  shaft  extending  the  length  of  the  battery  is  put  under  the 
tappet,  when  the  cam  will  freely  revolve.  To  set  the  head  in  motion  the  board  is 
again  introduced  and  the  stud  withdrawn.  The  power  required  for  each  head  of 
average  weight,  including  friction,  is  about  IJ  horse.  The  belts  are  manu- 
factured out  of  a  combination  of  canvas  and  India-rubber,  and  from  the  first  motion  to 
the  intermediate  shaft  are  sometimes  as  much  as  2  feet  wide.  The  belts  from  the 
second  motion  to  the  cam  shaft  are  made  of  thinner  material  and  are  from  12  to  14 
inches  wide  The  shafts  are  frequently  provided  with  cast-iron  driving  riggers.  In 
some  cases,  however,  the  riggers  are  constructed  of  either  kiln-dried  wood,  ^yith  arms 
inserted  in  a  cast-iron  boss  and  then  turned  off  in  place,  or  they  are  built  solid  of  well 
seasoned  planks,  on  bored  bosses  and  concentrically  turned,  after  being  keyed  to  the 

^^In'Colorado  the  stamp  heads,  are  often,  however,  run  more  slowly,  and  have  a 
greater  fall  than  the  heads  employed  in  the  Californian  and  Nevada  mills,  ine 
average  weight  of  head  is  from  500  to  600  lbs.,  minimum  beats  15,  maximum  40, 
average  30  per  minute,  with  a  fall  of  from  12  to  18  inches.  The  heads  generally  re- 
volve  and  fall  in  an  iron  mortar,  4  or  5  feet  long,  12  or  14  inches  wide,  the  bottom  being 
sometimes  9  or  1 0  inches  thick.  This  casting  is  commonly  laid  on  a  block  of  timber 
which  rests  on  cross  timbers.  The  mortar,  is  recessed  for  dies  haying  an  octagonal 
base  and  a  wearing  cylindrical  head  of  iron,  commonly  8  inches  in  diameter.  The 
battery  box  is  entif ely  of  wood  and  arranged  so  as  to  be  readily  removed.  The  'grates 
are  of  sheet  iron,  with  very  fine  slot  holes,  about  J  of  an  inch  long,  andan  equal  distance 

""^The  ffrate  is  usually  from  9  to  10  inches  wide,  and  the  length  of  the  box.  It  is 
fitted  if  a  fi-ame  which  is  kept  in  position  either  hy  means  of  wedges  or  set  screws. 
The  lifto  stem  has  usually  a  screw  thread  for  adjusting  the  tappet,  the  latter  being 
SCned  by  means  of  a  key,  driven  in  ways,  cut  in  the  tappet  and  stem.  When  the 
lightenea  ^  meau  •       ^^g,.      frequently  transmitted  to  a  counter  shaft 

driving  power  is  a  ^Jj^^/^g;^^^  ?  ^^1,  by  spur  wheels.  This  axle,  as  in  Cornwall, 
by  the  whole  of  the  batteries.    Water  is  introduced  into 

usually  extends  the  lengtn^^^^^  ^t^^ff  as  soon  as  it  is 

each       7  ^ox,  th^^^^^  Eor  the  niiUing  of  gold  ores,  the  ends  of 

S^tett  ry  box  a^^^^^  P^?^-'  ^  plate  10  or  12 

the  battery  dox  YvT  fii„  hnf tRrv  fixed  in  a  frame,  is  secured  in  an  inchned  posi- 
inches  wide,  the  length  ^^t^f  .'^f  ^.H^t  ^  narrower  plate  is  placed  on  the  front 
tioB  behind  the  Bt^-ps^  wM^^^  p?,  jay  is'believed  to  be  less 

side  of  the  box.    ^he  average  weigni  2,500  gaUons  per  ton  of  rock.  The 

■■"SrS"  tlK^^^  wo*,  C„ne.  Vio.0*,  tho 
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battcrvboxisseton  afoundation  of  timber  shown  in/^  678  ;  the  length  of  timbers  m 
thSor  framing  being  10  foet,  depth  15  inches  On  these  transverse  tmbers  are  set 
ru^nini  timbers  6  feet  6  inches  wide,  surmounted  by  logs  having  an  aggregate  width 
orse  inches.    0^  .^^^  l^^^ter  rests  the  battery  box.    This  is  constructed  partly  of  wood 

678 


and  partly  of  iron,  with  an  internal  iron  casing,  a  lifter,  b  feeding  shoot,  d  launder 
for  supplying  water,  e,  e  back  and  front  grate  ways  9  inches  wide,  /  stamp  head,  a 
cast-iron  bed  3  inches  thick  and  10  inches  wide,^"  perforated  plate,  Jc  mercury  boxes. 
The  sectional  width  of  head  is  9  inches,  depth  20  inches  ;  width  of  internal  casing 
15  inches,  width  of  battery  box  18  inches,  depth  from  feeding  shoot  to  bottom  of  foot 
plate  4  feet  6  inches,  depth  from  bottom  edge  of  grate  to  surface  of  stamper  plate  4  J 
inches.  The  weight  of  each  head  and  lifter  is  800  cwts. ;  number  of  blows,  made 
per  head  per  minute,  76 ;  quartz  reduced  per  head  per  24  hours,  and  passed  through 
screens  having  ten  holes  per  lineal  inch,  4  tons  ;  quantity  of  water  required  per  head 
per  minute  8  gallons  or  2880  per  ton  of  quartz.  The  following  statistical  matter,  com- 
piled from  E.  Brough  Smyth's  most  able  and  exhaustive  work  on  the  '  G  old-Fields  and 
Mineral  Districts  of  Victoria,'  will  indicate  a  variety  of  details  connected  with  stamp- 
ing machinery  in  that  wealthy  and  thriving  colony : — 


Ulneral  District 


Ballarat 
Beechworth  . 
Sandhurst  . 
Maryborough 
Castlemaine  . 
Ararat  . 
Qlppsland  . 


Weight  of 
stamp  liead 
with  sliank 

and  lifter 


CwU.  Cwt«, 
3i  to  8 

4  „  n 

5  „  8 

4  „  7J 
'2i  „  7i 

5  „  7 
3  „  8 


Fall  of 
stamp 
head 


No.  of 
blows  of 

stamp 
head  per 

minute 


m. 

7  to  10  50  to  80 

5  „  16145  „  80 
8i  „  18;45  „  72 

8  „  12  GO  „  80 

6  „  15  35  „  80 

6  „  lOleO  „  80 

7  „  11 70  „  80 


Quartz 
crushed 
per  head 
in  24 
hours 


Cwts.Cwts, 
18  to  70 
20  „  80 
GO 
60 
80 
25  „  30 
30  „  41 


15 
30 
20 


No.  of  holes 
per  square 
inch  in  grate 


40  to  224 

65  „  144 

64  „  130 

60  „  140 

64  „  160 

100  „  121 

70  „  250 


Horse, 
power  per 
stamp  head 


1    to  li 

f  .,  2 

i  „  1 

f  ..  12 

4  ..  2 

ToJ)  IJ 

A II  1^ 


Gallons  of 
water  per 
stamp  henil 
per  hour 


220  to  600 

70  „  480 

211  „  575 
200  „  1116 

27  „  650 

120  „  480 

120  „  390 


Loss  of 
mercury 
l)or  head 
per  week 


oz. 
nil  to  8 
nil  „  8 
nil  ,,  4i 
i  „  8" 
nil  „  8 
1i  8 
1  .,5 
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In  addition,  Mr.  Smyth  gives  tho  following  particulars  of  cost  of  crushing  quartz  and 
extracting  tho  gold  : — 

Average  cost  of  ralaing  and  dellvoring      """""  ca.ti«„aine  Maido„ 

one  ton  of  quartz  at  the  mill         .        5/10\  12/10  to  27/1     8/lOi        21/8  7/8*  27/4 

Stamping  quartz  and  extracting  gold         2/10"        7/5  2/9i  8/  3/9  14/4J 

The  following _  are  among  some  of  the  advantages  afforded  by  the  stamping  mill : 
(1.)  It  gives  a  direct  dead  blow,  highly  effective  in  reducing  somi-olastic  minerals; 
(2.)  Tho  force  of  the  blow  can  be  readily  modified  by  shifting  the  position  of  the  tap- 
pet ;  (3.)  Tho  free  fall  of  the  head  is  entirely  exerted  on  the  stuff,  and  its  effect  is  in 
no  way  transferred  to  the  framework  or  other  parts  of  the  apparatus ;  (4.)  The  repairs 
roqiiired  are  few  and  simple,  such  as  an  ordinary  mine  smith  and  carpenter  can  execute ; 
(5.)  A  battery  of  heads  may  bo  stopped  and  repaired  while  tho  others  are  running; 
(6.)  Single  heads  may  be  thrown  out  of  use  without  affecting  the  working  conditions 
of  tho  mill;  (7.)  The  mineral  under  treatment  receives  the  least  possible  handling, 
and  can  be  flumed  at  once  either  to  dressing  or  amalgamating  apparatus  ;  (8.)  Minerals 
can  bo  readily  reduced  to  a  condition  of  line  sand,  provided  the  faces  of  the  heads 
are  good ;  (9.)  Speed,  lift,  the  weight,  size,  form  of  head,  position  of  discharge,  and 
extent  of  grate  way,  admit  of  numerous  variations  to  suit  the  condition  of  different 
minerals,  and  afford  a  wide  field  for  the  exercise  of  intelligence,  judgment,  and  practical 
skill. 

Pneumatic  Stamps. — The  ordinary  form  of  stamps,  as  used  in  the  county  of  Cornwall, 
is  a  simple  and  very  old  type  machine. 

It  consists  of  heavy  cast-iron  heads,  about  6  cwts. '  each,  fixed  on  wrought-iron 
square  shanks,  a  projecting  tappet  attached  to  the  upper  part  of  the  lifter,  against 
which  the  revolving  cams  come  into  contact,  raising  the  lifter  and  liberating  it  at 
the  height  of  10  inches;  the  heavy  head  then  falls  by  its  own  gravity,  and  im- 
pinges with  considerable  force  the  crushing  blow  on  the  ore  beneath  it  in  the 
coffer. 

The  greatest  speed  to  which  these  stamps  can  be  driven  is  about  60  blows  per 
minute ;  and  consequently  in  tin  stamping,  the  heavy  particles  of  tin  ore,  although 
reduced  to  sufficient  size  to  pass  through  the  grate  holes,  by  not  being  kept  sufficiently 
agitated,  settle  to  the  bottom  of  the  coffer,  and  there  get  further  pulverised,  thus 
causing  the  formation  of  a  considerable  quantity  of  slime,  which  is  far  from  desirable, 
and  entails  considerable  loss  in  the  process  of  dressing. 

This  ancient  form  of  stamps  is  a  rude  primitive  machine,  and  something  more 
effective  should  be  looked  for  in  these  days  of  mechanical  refinement. 

If  a  man  were  to  set  about  pulverising  a  stone,  it  is  evident  that  he  would  not 
take  a  large  heavy  hammer,  of  say  25  lbs.  employ  all  his  strength  in  raising  the 
hammer  a  few  inches,  and  allow  it  to  fall  of  its  own  weight ;  but  with  a  much 
lighter  hammer,  with  quicker  blows,  and  using  his  muscular  strength  on  the  downward 
blow,  he  would  get  far  better  duty  with  the  same  expenditure  of  power.  And  so  with 
the  Tnachiiie  for  obtaining  the  same  end,  a  lighter  head  should  be  used  and  force  em- 
ployed in  the  downward  blow. 

To  meet  these  discrepancies,  evident  and  important  as  they  are,  the  pneumatic 
stamps  has  been  devised. 

As  early  as  1856  the  idea  was  conceived  of  employing  an  air-sponge  or  cushion  in 
the  working  of  steam-hammers,  by  Mr.  Carr,  an  Englishman;  since  then,  many 
patents  have  been  taken  out  for  various  plans  of  employing  springs,  and  air-cushions 
for  hammers. 

The  same  principle  applied  for  stamping  purposes  is  employed  in  the  pneumatic 
stamps  patented  by  Mr.  W.  Husband  of  Hayle,  Cornwall. 

These  stamps,  generally  two  heads  to  the  coffer,  consist  essentially  of  a  cast-iron 
crank,  to  which  is  attached  by  means  of  a  forked  connecting-rod,  a  pneumatic  cylinder ; 
the  stamps'  lifter  is  a  hollow  turned  wrought-iron  shank,  fixed  to  head,  with  a  metallic 
piston  attached ;  the  piston  works  in  the  air  cylinder,  with  the  lifter  projecting  tlirough 
either  end,  and  the  head  operating  in  a  closed  cast-iron  coffer.  _ 

A  rotatory  motion  being  given  to  tho  crank,  the  cylinder  is  raised,  the  air  it  contains 
becomes  compressed  beneath  the  piston  and  tho  lifter  with  head  attached,  about 
310  lbs.  raised  to  the  height  of  about  16  inches  ;  as  soon  as  the  crank  turns  the  centre, 
the  compressed  air  yields  back  the  force  employed  in  its  compression,  and  consequently 
a  violent  blow  is  given  on  the  coffer. 

A  stream  of  water  flows  through  the  hollow  lifter,  dischargmg  above  the  head  into 
the  coffer :  this  serves  the  double  purpose  of  removing  the  heat  generated  through 
tho  compression  of  the  air,  and  for  providing  the  necessary  water  for  stamping 
purposes.  .      „  ,  . 

/Vnothep  object  jn  making  thp  lifter  hollow,  is  to  prevent  crystallisation  of  tho  iron. 
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from  constant  striking,  and  also  to  reduce  its  weight;  the  greater  the  weight  of  head, 
nnd  the  less  in  the  lifter  the  bettor. 

Ammgement  is  also  made  for  giving  the  head  a  rotatory  motion,  so  as  to  ensure 
an  oven  wear  on  the  face  of  the  stamps'  head, 


„  gs- 


These  stamps  are  driven  at  about  150  blows  per  minute,  and  will  reduce  from  nine 
to  eleven  tons  of  ore  per  head  per  day.  At  Now  Bosewarne  Mine,  Gwinear,  ton 
of  stuff  has  been  stamped  with  a  consumption  of  1  cwt.  of  coal,  and  from  6,000  to 
7,000  tons  of  stuff  with  the  loss  of  5  tons  of  iron  in  the  stamp  heads.  The  stamps 
are  exceedingly  portable,  which  is  a  great  advantage,  and  can  be  taken  to  pieces, 
carried  to  any  part  of  the  mine  and  erected  with  its  portable  engine  in  a  few  hoxirs, 
requiring  but  little  foundation. 

A  small  battery  may  be  used  for  prospecting  purposes,  and  worked  by  horse  or 
bullock  power  whenever  it  might  bo  desirable  to  do  so,  the  machine  being  made 
sufficiently  portable  for  loading  on  a  bullock  dray. 

In  difficult  or  mountainous  countries,  where  transport  is  expensive  and  dangerous, 
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3t  IS  dosirablo  that  every  part  of  a  macliino  should  Lo  as  light  as  possible,  in  order 
that  it  may  be  carried  by  mules  or  drawn  by  oxen  ;  in  the  above  machine  this  object  is 
easily  obtained,  and  several  liavo  been  constructed  for  the  gold-mines  in  Africa, 
Australia,  and  America,  as  -well  as  for  the  mines  of  Cornwall  and  other  parts  of 
Europe, 

Jigging  Machinery. 

In  the  jigging  sieve  only  the  initial  velocity  of  the  substances  to  bo  separated 
is  obtained  at  each  stroke.  Were,  hoAvevcr,  tiio  sieve  plunged  to  a  depth  of,  say 
20  or  30  feet,  the  various  grains  would  settle  themselves  according  to  thoir  several 
velocities  of  fall,  one  over  the  other,  assuming  them  to  bo  of  a  uniform  size. 

The  following  Table  shows  the  fall  of  various  splicres  of  water  in  one  second,  the 
depth  being  in  millimeters :— 


Diameter 
Millimeters 

Gold. 
Spec.  Grav.  19'2 
millimeters 

Galena. 
Spec.  Grav.  7'5 
millimetei-s 

Blende. 
Spec.  Grav.  4 
millimotcrs 

Quartz, 
Spec.  Grav.  2-6 
millimeters 

17-43 

2614 

1570 

1066 

780 

11-32 

2197 

1320 

898 

653 

8-71 

1849 

1110 

750 

650 

6-16 

1569 

935 

624 

461 

4-36 

1307 

785 

514 

385 

3-08 

1097 

660 

448 

326 

2-17 

340 

555 

378 

275 

1-64 

780 

465 

317 

231 

1-08 

653 

393 

266 

194 

•77 

548 

327 

210 

163 

•54 

456 

275 

188 

137 

Let  it  be  supposed  that  it  is  necessary  to  know  the  relative  velocities  of  fall  in 
water,  of  grains  of  gold,  galena,  blende  and  quartz,  each  1*08  millimeter  diameter. 
An  inspection  of  the  table  shows  the  fall  of  gold  to  be  653  millimeters  per  second, 
galena  393,  blende  266,  quartz  194,  Then,  let  it  be  assumed  that  the  diameter  of  the 
grains  vary ;  the  foregoing  table  will  show  that  gold  of  6  millimet/Ors  would  settle 
at  bottom  at  the  same  instant  as  grains  of  galena  1 7'4  millimeters  diameter,  and  that 
grains  of  galena  3  millimeters  diameter  would  fall  at  about  the  same  velocity  as  grains 
of  quartz  11^  millimeters  diameter. 

If,  further,  it  be  supposed  that  the  grains  varied  between  8-71  and  17'4  millimeters 
diameters,  some  time  would  elapse  after  gold  of  8-71  millimeters  had  settled  before 
the  galena  would  begin  to  deposit  itself.  With  blende,  however,  of  871  millimeters, 
and  quartz  of  17^43  millimeters  diameter,  the  grains  of  both  would  appear  at  the 
bottom  almost  at  the  same  instant. 

Two  rules  have  been  promulgated  for  determining  the  relative  volumes  of  grains  of 
different  densities  ha-\dng  the  same  velocity  of  fall  in  water,  each  rule  giving  a  slightly 
different  result.  One  in  which  the  proportion  between  the  maximum  and  minimum 
size  of  the  grains  is  as  the  specific  gravity  of  one  to  the  other;  the  other  in  which 
the  proportion  is  found  by  deducting  1,  the  equivalent  of  water,  from  the  specific 
weight  of  the  substance,  and  dividing  the  less  into  the  greater. 

Bule  1.  Suppose  a  pile  of  stuff  to  consist  of  galena,  blende,  and  quartz,  and  it  is 
necessary  to  determine  the  maximum  and  minimum  diameter  of  gi-ains  of  each  of 
these  substances  which  shall  have  an  equal  velocity  of  fall  in  water.  Then, 

Diameter  of  Grains  having  equal  Velocity 
of  Fall 


Galena  and  Blende  4-0  :  7-5 : :  1  =  1-87  or    Galena  1  diam.  Blende  1-87  diam. 
Blende  and  Quartz  2-6  :  4-0:  :1  =  1-53  „    Blende  1     „     Quartz  1-53  „ 
Galena  and  Quartz  *2-6  :  7-5 : :  1  =2-88  „     Galena  1     „     Quartz  2-88  „ 
Bule  2     If  a  pile  of  stuff  consists  of  galena,  blende,  copper  pyrites,  and  quartz, 
what  will  be  the  maximum  and  miniraiim  diameter  of  the  gi-ain  having  an  equal 

A^elocitv  of  fall  in  water  ?  ^.  .     ,    ■,.   ■  ,-miL 

''  Diameter  of  Grains  having  equal  Velocity 

o£  Fall 


Galena  .  .  7-5-1  =  6'5\  rnj-Qj,  2!^=,2-l  or  Galena  1  diam,  Blende  ?-l  djain, 
]3M0   t       ,4-0- 1  =  3  0/  3-0   
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Diameter  of  Grains  having  cqiml  Velocity 
of  Fall 


Copper  Pyrites  4-1- 
Blcnde   .  • 

Copper  Pyrites  4"1- 
Quartz  .       .  2-6  • 


3-n 

3-0  / 

Then 

3-1 
3-0" 

1-03 

3-n 

1-6/ 

!l 

3-1 

re" 

1-9 

6-5  1 
1-6/ 

)l 

6-5 
l-6~ 

2 

/Copper  "1  J  Blende  1-03  diam. 
'  \  Pyrites  j 

r  Copper  \  J 
'  \  Pyrites  / 


Quartz  1-9 


Galena 


Quartz  4-0 


difference  between  the  minimum  and 


Galena  .  .7-5- 
Quartz    .  .2-6- 

As  the  latter  rule  -will  allow  of  a  wider   

mtlaZ  diameter  of  the  grains  to  be  treated  than  the  former,  and  is  used  by  many 
ra™eniineers,  it  will?  perhaps,  be  best  to  employ  it,  particularly  in  connection 
.  S?h  o^es  an^  gangue.  of  a  simple  character ;  but  apart  from  the  rule  itself,  it  mil  bo 
Sirable  to  belx  il  mind  the  following  observations  :  (1)  It  will  be  impossible  to 
separate  by  any  hydrauUc  jigger  a  mixture  composed  of  grams  having  an  equal 
velocity  of  fall.  (2)  Separation  of  grains  can  only  be  effected  by  bringing  the  diameter 
of  one  set  within  such  limits  that  the  other  wiU  pass  it  within  the  descending  range 
of  the  process.  (3)  If  galena  of  1  diameter  and  blende  of  3  diameters  are  treated 
the  blende  will  be  found  at  the  bottom;  galena  of  1  diameter  and  Wende  of  2 
diameters  will  be  associated  more  or  less  together;  whilst  galena  and  blende  ot 
1  diameter  wiU  fall  with  such  a  wide  difference  in  their  respective  velocities  as  to 
leave  each  other  at  a  very  early  period.  The  necessity  of  sizing  stuff  into  equal 
volxunes,  so  as  to  take  advantage  of  the  difference  of  fall  due  to  their  respective 
densities  is  therefore  evident,  as  well  as  the  fact  that  the  nearer  grains  of  stuff  ot 
equal  volume  approximate  to  each  other  in  density,  the  greater  length  of  fall  will  be 
requisite  for  their  absolute  solution.  »    ,  r 

Hand  Sieve.— This  apparatus,  fig.  680,  is  formed  of  a  circular  hoop  of  oak,  |ths  of  an 
inch  thick  and  6  inches  deep.  Its  diameter  ranges  from  18  to  20  inches.  The  bottom 
is  made  of  copper  or  iron  wire  meshes,  of  various  sizes.    Sometimes  perforated  copper 


680 


plate  is  employed,  when  the  sieve  is  termed 
a  copper  bottom.  The  sieve  is  shaken 
with  the  two  hands  in  a  cistern  or  tub  of 
water,  an  ore  vat  is,  however,  sometimes 
employed,  and  either  fixed  horizontally  or 
in  an  inclined  position.  In  using  this  sieve 
the  workman  {fig.  680)  shakes  it  in  the  vat 
with  much  rapidity  and  a  dexterous  toss 
till  he  has  separated  the  totally  sterile  por- 
tions from  tlie  mingled  as  well  as  from  the  pure  ore.  He  then  removes  these  several 
qualities  with  a  sheet-iron  scraper,  called  a  limp,  and  finds  beneath  them  a  certain 
portion  of  enriched  ore. 

Deluing  Sieve. — This  sieve  A,  fig.  681,  is  either  constructed  with  a  hair  or  canvas 
bottom ;  the  former  is  more  expensive,  but  more  durable.  Its  peculiar  application  is 
chiefly  for  the  final  treatment  of  ores  previous  to  being  put  to  pile,  such  ores  having 
first  passed  through  the  finest  jigging  sieves,  yet  still  maintaining  a  certain  degree  of 
coarseness  and  bearing  a  high  specific  gravity. 

In  the  separation  of  ores  from  light  waste,  or 
such  minerals  as  approach  one  another  somewhat 
closely  in  their  densities,  this  form  of  sieve  is 
both  good  and  effective,  but  to  use  it  properly 
a  considerable  amount  of  dexterity  and  practice 
is  requisite. 

There  are  two  principal  methods  of  using  it ;  by  one  a  motion  is  given,  whereby 
the  waste  is  being  constantly  projected  and  carried  over  the  rim  into  the  kieve  by  a 
current  of  water  forced  through  its  bottom.  This  mode  of  treatment  is  adapted  for 
poor  ores.  In  the  second  case,  when  the  ore  is  nearly  pure,  but  still  associated  with 
a  heavy  gangue,  a  motion  is  given  to  the  sieve  whereby  the  water  is  forced  through 
the  ore,  and  made  to  traverse  the  surface  of  the  mineral  in  concentric  circles.  This 
motion  collects  the  waste  into  the  middle  of  the  clean  result.  By  the  first  method 
about  six  tons  per  day  may  be  passed  through  by  each  workman  and  enriched  for 
the  second  operation.  The  weight  of  the  sieve  varies  from  four  to  five  pounds,  its 
diameter  is  twenty-six  inches,  depth  four  inches,  and  cost  from  2s.  ^d.  to  2s.  Gd. 

A  jigging  sieve,  constructed  as  shown  in  fig,  682,  is  sometimes  employed  on  the 
Continent,  a  represents  the  table  on  which  the  mineral  is  placed ;  b  is  a  largo  kieve 
of  watey,  in  which  the  sieyo  is  suspended  by  the  iron  rod  d,  set  jn  motion  by  means  of 
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III  ^la^'T'^^f     u'      «"«P°°^ed  at  I,  and  having  at  the  extremity  h  a  box  for 
the  reception  of  small  stones,  to  be  used  for  the  purpose  of  counterpoising  the  weight 
682  of  the  sieve  and  several  fittings.  By 

moving  the  rod  f,  sliding  in  k,  tlio 
workman  gives  the  required  motion  to 
tlio  sieve,  and  when  its  contents  have 
been  sufficiently  washed,  he  removes 
them  by  the  same  means  as  when 
the  hand  sieve  is  employed. 

Hand  Jigging  or  Brake  Sieve. — The 
brake  Bievo.fig.  683,  is  of  rectangular 
sha-pe  as  well  as  the  cistern  in  which 
it  is  agitated,  a,  wooden  lever,  hav- 
ing its  axis  at  f;  b,  piece  of  wrought- 
iron  bolted  to  the  end  of  lever  a, 
whilst  its  upper  end  passes  freely 
through  a  slot  opening  in  lever  d,  and 
having  two  shoulder  projections  c  ;  e, 
axis  of  lever  d  ;  g,  bars  connected  with 
lever  d,  supported  on  axle  e,  and  from 
which  the  iron  rods  h  h  depend ;  3,  rect- 
angular sieve ;  k,  within  the  hutch  ;  l, 
shoot  for  overflow  of  water ;  m,  recep- 
tacle for  retaining  any  fine  ore  which 
2^  may  escape  with  the  water  from  l, 
as  well  as  for  receiving  the  hutch- 
work.  A  boy  placed  near  the  end  of 
B  lever  A,  by  the  action  of  leaping,  jerks 
^  it  smartly  up  and  down,  so  as  to  shake 
effectually  the  sieve  j.  Each  jolt  not 
only  makes  the  fine  part  pass  through  the  meshes,  but  dianges  the  relative  position 
of  those,  which  remain  in  the  sieve,  bringing  the  purer  and  heavier  pieces  even- 


tually to  the  bottom.  The  mingled  fragments  of  ore  and  stony  substances  lie  above 
them,  while  the  poor  and  light  pieces  are  at  the  top :  those  are  first  scraped  off 
by  the  limp,  then  the  mixed  portion,  and  lastly  the  ore,  which  is  usually  carried  to 
the  ore  heap.  The  sieve  frame  maybe  made  2x4  feet  inside,  and  8  to  9  inches  deep. 
The  hutch  should  then  be  6  feet  long,  3i  feet  wide  and  4|-  feet  deep,  constructed  of 
good  deal  boards  2  inches  thick.  The  quantity  of  stuff  which  a  boy  can  jig  in  ten 
hours  will  depend  upon  several  circumstances.  With  a  sieve  six  holes  to  the  square 
inch  and  a  tolerably  light  waste,  from  five  to  six  tons  can  be  operated  on. 

Machine  Jigging.— The  machine  jigger,  represented  in  fig.  084,  is  constructed  on 
the  same  principle  as  the  hand  apparatus.  The  hutches  arc,  however,  somewhat 
larger,  being  6  feet  long,  4  feet  wide,  and  4  feet  deep.  A,  fly-wheel ;  n,  driving  wheel ; 
c,  cog  wheel  receiving  motion  from  b,  and  giving  motion  to  a  crank  from  which 
depends  a  rod  attached  to  a  lever  D.  The  vertical  rod  e  passes  through  a  slot 
opening  in  the  wooden  lever  F,  and  by  these  several  combinations  a  vertical  movement 
and  jerk  is  given  to  the  sieve  contained  in  the  cistern  g.  ,      j  .v  • 

WbOB  it  is  required  to  discharge  the  pieve,  the  leyer  h  is  depressed,  apd  the  piij 
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strou/tlZnJw^-  sievo  measures  4  x  2  feet  and  9  inches  deep.    It  is 

Tb?^,v^  ^        bands  and  numerous  slips  across  the  bottom.  ^ 
^viS  sSX?St' -^h.'f'  «ome  years  since  at  AUenheads. 

y aratuspniyo^d      s^I^Ttt  t^Terrs.lrfr;:^^^^^^^^^^  tVeS 

fn  ouXt°l™rthoVr"'°  tT^'^^  "  '^'^^^  •P^?''  ^'^^  admissfonTf  Ser  and  wS^ 
in  the  form  o?     tl  ?  V""'    "^^"^  ^^"""'^  ^^^hin  another  reservoir,  also, 

in  the  loim  of  an  inverted  cono,  and  provided  with  an  outlet  pipe  at  the  lower  mrt  a 

XtTeS'sTSo'V^  ^^'^^^y^^g  B^i&to  such  rves^  c  di^: 

^ortiL  nf  flf^^  -P."^  ^'J^  reservoir;  f,  valve  for  discharging  the  finer 

portion  of  the  ore ;  g  g,  internal  cistern  furnished  with  an  outlet  valve  h. 

w.;/«^ wlfl^"  f^'^^  '^''^^'''^'^  inclination,  and  the  refuse  substances  with  the 

waste  water  are  carried  over  and  deposited  in  the  conical  cistern  g  g 
n^wV'^"""!  should  make  from  150  to  200  pulsations  per  minute,  according  to  the 
quantity  and  character  of  the  stuiF  under  treatment.  K  w  mo 

Hvpr«^  if^V^S  ^,t«^^lt  of  trials  made  on  160  tons  of  stuflf,  one  half  being  de- 
livered to  this  machine,  the  other  to  the  common  jigging  hutoh :— 


Time : — 

Occupied  hutching  cuttings 

Ditto  smiddum  from  do. . 

Sludge  machine,  washing  sludge  and 
smiddum  

Dressing  the  ore  in  a  trunk       .  [ 

Aggregate  number  of  hours  occupied 
by  the  lads  in  doing  the  work,  viz. 
feeding  cuttings  and  hutching  smid- 
dum. ...... 

Aggregate  number  of  hours  occupied 
by  the  lads  in  washing  sludge  and 
smiddum,  including  the  final  clean- 
ing in  a  trunk  


Cost  :~ 

Of  boys  attending  machine,  wheeling 
away  waste,  and  preparing  ore  for 
the  bing-stead  


Machine 

Hutchers 

Difference  in 
favour  of  Ma- 
chine 

Hours 
50f 
5 

Honrs 

m 

Uours 
7i 
5i 

21i 
29| 

6u} 

111^ 

105| 

102 

123 

21 

£    s.  d. 

£     i.  d. 

£  d. 

1    15  9 

2     8  9i 

0    13  OA 

Produce. 


Machine  , 
Hutchers 
Difference  in  total 

produce  in  favour 

of  machine 
Ditto  ditto  , 


Sieve  and  Smiddnm  Ore 

Sludge  Ore 

Total  Ore 

Total  Lead 

St.  lbs. 

Assay 

Lead 

St.  lbs. 

Assay 

Lead 

St.  lbs. 

St.  lbs. 

19  10 
17  61 

p.  cent. 
60 
60 

lbs. 
165-6 
1467 

32  6f 
13 

p.  cent. 
70 
64 

lbs. 
317-6 
116-6 

52  If 
30  6| 

34  7i 
18  Hi 

•*  • 

21  9i 
7 1  p.  cent. 

15  10 
84  p.  cent. 

Pei/ieric/c's  Separator. — Figs.  686  and  687.  a,  the  plunger  or  force-pump ;  b,  re- 
ceptacles fitted  with  sieves ;  c,  hufich  filled  with  water ;  d,  discharge  holes  fitted  with 
wooden  plugs ;  e,  moveable  plate  to  admit  of  withdrawing  the  ore ;  f,  hopper  with 
shoots  for  supplying  sieves  ;  h,  beam  for  giving  motion  to  plunger  piston  a;  j,  laun- 
der for  delivering  water  to  hutch. 

About  the  year  1831,  Mr.  Pethorick  introduced  the  above  mnchinc  at  tlie  Fowey 
Consols  Mines,  in  Cornwall.  It.  was  described  in  the  '  Quarterly  Mining  Review,' 
January  1832:  from  which  the  follo'vnnfr  is  extracted: — 'This  machinery  is  par- 
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tiPuIarlv  intonded  to  supersede  the  operation  of  jigging  in  separating  ores  from  their 
refuse  or  waste.  ...   In  the  separators,  the  sieves  containing  the  ores  to  bo  cleaned 


687 


are  placed  in  suitable  apertures  in  the  fixed  coffer  of  a  vessel  filled  %nth  water,  connected 
with  which  is  a  plunger  or  piston  working  in  a  cylinder.  The  motion  of  the  plunger 
causes  the  water  to  rise  and  fall  alternately 
in  the  sieves,  and  effects  the  required  sepa- 
ration in  a  more  complete  manner  than 
can  be  performed  by  jigging.  The  variety 
in  the  extent  aud  quickness  of  the  motion 
required  for  the  treatment  of  different  de- 
scriptions of  ores  is  easily  produced  by  a 
simple  arrangement  of  the  machinery. 

A  principal  advantage  in  this  separator 
is  derived  from  the  sieves  being  stationary 
(in  jigging,  the  sieve  itself  is  moved)  dur- 
ing the  process ;  thereby  avoiding  the  in- 
discriminate or  premature  passing  of  the 
contents  through  the  meshes,  which  neces- 
sarily attends  the  operation  of  jigging, 
whether  by  the  brake  or  hand  sieve.  Greater 
uniformity  of  motion  in  the  action  of  the 
water,  in  producing  the  required  separation, 
is  also  obtained ;  and  superior  facility  af- 
forded to  the  deposit  in  the  water  vessel  (especially  in  dressing  crop  ores)  of  the 
finer  and  richer  particles,  which  in  jigging  are  principally  carried  off  in  the  waste  water. 

Tlie  superiority  of  the  patent  separators  over  the  ordinary  means  of  cleaning  ores 
will  perhaps  bo  best  shown  by  reference  to  their  actual  performance.  At  the  Fowey 
Consols  and  Lanescot  Mines  in  Cornwall,  where  they  were  extensively  used,  seventeen 
distinct  experiments  were  made  on  copper  ores  of  various  qualities  from  different 
parts  of  the  mines,  to  ascertain  the  extent  of  the  advantage  of  this  mode  of  separation 
over  the  operation  of  jigging.  Seventeen  lots  of  ores,  amounting  together  to  about 
300  tons,  were  accurately  divided,  one  half  was  jigged,  and  the  other  half  cleaned  by 
the  separator.  A  decided  advantage  was  obtained  by  the  latter  in  every  experiment  • 
the  aggregate  results  being  shown  in  Tables  at  top  of  next  page.  ' 

It  must  be  obvious  to  tlioso  who  aro  practically  acquainted  with  tho  subiect,  that 
the  jworor  the  stuff  containing  the  ores,  the  greater  must  be  tho  relative  value  of 
any  improvement  in  the  process  of  cleaning  it.  This  was  satisfactorily  demonstrated 
oy  tho  trials  made  in  the  mines  before  mentioned,  in  dressing  the  iaifings  which  aro 
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By  Jigging  . 

By  tho  separators . 

Quantity  of 
Marketable  Ores 
returned 

Percentage 
of  Metal 

Qnantity  of  Metal 

Value  ot  Ores 

Tons  cwts.  qrs. 
76     19  0 
74     19  0 

7f 
8| 

Tons  cwts.  qrs.  lbs. 

5  19    2  3 

6  9    0  18 

£      8.  d. 

362    15  7 
396     6  7 

Difference  in  tho 
Value  of  Ores 

In  tlie  Labour 
of  Cleaning 

Total 

Being  9s.  8d.  per  ton,  on  74 
tons  19  cwts. 

£      8.  d. 
33    11  0 

£      s.  d. 
2     11  4 

£      s.  d. 
36      2  4 

the  refuse  of  the  inferior  ores.    It  appears  that  these  tailings  were  dressed  by  the 
separators  with  more  than  triple  the  profit  to  the  proprietors  than  that  realised  by 
ggg  the  ordinary  methods. 

The  body  of  the  jigger,  Jiff.  688,  is  con- 
structed of  wrought  iron,  tho  head-piece 
of  cast  iron.  Tlio  sieve  bottom  is  clipped 
between  the  head-piece  and  flange  upon 
which  the  latter  rests.  Tho  driving  gear 
consists  of  a  shaft,  with  fast  and  loose 
riggers,  and  a  cam.  This  cam  passes 
through  the  centre  line  of  the  piston- 
rod,  the  latter  being  lifted  by  the  former 
against  a  spring  composed  of  alternate 
plates  of  iron  and  India-rubber,  the  throw 
of  the  spring  being  rendered  longer  or 
shorter  by  means  of  screws  and  nuts. 
The  valve  for  clearing  the  hutch  is  shown 
between  the  piston  and  sieve  compart- 
ment. The  sized  sand  when  thrown 
upon  the  sieve  is  jigged ;  and  on  the  com- 
pletion of  this  operation,  the  skimming 
of  the  worthless  portion  is  eflfected  by 
hand. 

lYiple  Sieve  Jigger. — The  three-sieve 
jigger  is  sometimes  used  for  eflFecting 
a  separation  of  lead  and  blende  ore, 
associated  with  carbonate  of  iron,  or 
heavy  spar.  The  transverse  section,  fig. 
689,  shows  hutch  a,  piston  b,  bridge  e, 
regulating  screw  ,/',  rocking  shaft  and 
gear  g,  and  discharge  launder  h.  The 
longitudinal  section,  fig.  690,  exhibits 
three  sieve  plates  k,  three  bridges  I,  each  bridge  enclosing  an  ore  regulator,  three 
discharge  valves  m,  ore  pipes  oi,  furnished  with  stop  valves  o,  ore  trays  p,  fitted 
Avith  perforated  bottoms  ;  and  ore  tray  launders  r.  Sand  suitably  sized  introduced  at 
5,  passes  under  the  slide  t,  when  it  is  progressed  across  the  perforated  plate  to  the 
first  brido-e ;  the  ore  flows  into  the  receptacle  u,  while  sand  and  ore,_  carried  over  tho 
bridge  fall  on  the  second  sieve,  and  after  treatment,  pass  to  the  third  sieve.  From 
the  second  sieve,  mixed  ore  is  obtained,  from  the  third,  a  sand  sparingly  mixed  witli 
ore  and  from  the  discharge  shoot  r,  impoverished  sand.  The  stuff  lodged  in  the  pipes 
n  'is  from  time  to  time  drawn  into  trays  fitted  with  perforated  bottoms,  or  otlier- 
wise,  into  boxes  set  in  the  ground.  The  ore  regulators  are  formed  so  as  to  allow  of 
the  passage  of  large  or  fine  grains,  and  of  the  enrichment  of  rich  or  poor  stuff  Three 
or  four  of  those  iiggers  may  be  combined  together,  so  as  to  treat  the  sand  as  it  comes 
from  the  trommels.  Any  necessary  adjustment  of  stroke  for  jigging  the  stuff  success- 
fully is  readily  effected  by  shifting  the  cheek  on  the  driving  lever.  Water  maybe 
supplied  to  the  hutches,  either  by  a  wrought-iron  pipe,  furnished  with  a  stop-cock,  or 

by  means  of  an  ordinary  launder.  i.u     •  *       i,    u  ^  i.„ 

For  jigging  sand  from  two  to  ten  millimeters  m  diameter,  the  pistons  should  make 

from  seventy  to  eighty  strokes  per  minute.  ^  „„o  „ 

HancocKs  Percussion  Ji^7^er.-This  continuous  jigger, 691,  692,  consists  of  a 

V-shaped  hutch  contained  within  a  frame,  a  suspended  sieve,  foot  gear,  side  rods,  and 


DRESSING  OF  ORES 


113 


cross  heads,  a,  sieve,  the  wooden  frame  strengthened  by  means  of  side  and  end  plates  of 
iron  •  h  '  side  rods  supporting  cross-head ;  c,  side  levers,  combined  together  by  means 
of  short  links;  d,  cam  wheel  for  lifting  the  levers  and  sieve ;  e,  point  of  lever  in  contact 

689 
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with  the  cam  wheel ;  g,  rod  for  regulating  length  of  stroke  and  lifting  side  levers  when 
necessary  above  the  periphery  of  tlie  cam  wheel ;  /<,  driving  rigger  ;  i,  radius  bar  for 
throwing  the  sieve  horizontally ;  j,  sliding  block  for  lengthening  or  shortening  the 
throw  of  the  sieve ;  k,  columns  for  carrying  the  hutch ;  I,  waste  compartment ;  m, 
valve  for  passage  of  water  and  castaways ;  n,  ore  compartments ;  _p,  pipe  2  inches  dia- 
meter, one  to  each  compartment  for  (fischarging  the  latter.  The  dimensions  of  the 
sieve  are  as  follow:  width  32  inches,  depth  6  inches,  length  20  feet.  The  sieve 
for  dressing  1  to  3  millimeter  stuff,  has  holes  for  the  first  6  feet,  4  millimeters 
square ;  then,  holes  3  millimeters  square,  until  within  6  inches  of  the  end,  when 
it  has  holes  6  millimeters  square.  The  Avire  bottom  has  a  fall  of  \  of  an  inch  in  the 
total  length.  The  ragging  bars  are  1\  inches  deep,  and  are  supported  by  a  |  of  aJi 
inch  square  bar  of  iron. 

The  stuff  is  introduced  to  the  hutch  by  a  3-inch  pipe,  and  is  jigged  from  the  head  to 
the  foot  of  the  sieve,  the  ore  falling  between  the  ragging  bars  and  thence  into  the 
V-shaped  receptacles.  The  speed  of  sieve  is  150  strokes  per  minute.  The  passage  of 
water  between  the  sieve  frame  and  hutch  is  in  a  great  measure  prevented,  as  in  Hugo 
Preuss's  machine,  by  nailing  on  the  bottom  edge  of  the  sieve  frame  a  strip  of 
leather  about  three  inches  deep.  The  total  length  of  hutch  is  22  feet.  In  Preuss's 
machine  referred  to  and  which  was  erected  at  Przibram  in  1866,  3  sieves  were  employed, 
each  slightly  stepped  one  below  the  other  ;  these  were  worked  by  means  of  shifting 
excentrics,  and  without  any  radius  bars  to  effect  a  forward  throw.  At  the  Moonta 
Mines,  South  Australia,  under  the  able  direction  of  Mr.  Hancock,  the  percussion 
jigger  is  found  to  despatch  a  large  quantity  of  stuff  in  a  given  period.  The  ore  consists 
of  rich  carbonates,  sulphide  of  copper,  and  copper  pyrites  associated  with  a  fi'ee  light 
vein-stone. 

692 


The  Jigger  shown  in  jig.  693,  is  suitable  for  enriching  coarse  sand,  that  is,  stuff 
composed  of  coarse  grains  from  2  to  7  millimeters  diameter.  In  the  longitudinal 
section,  a  a  a  the  sieves  are  set  so  as  to  drop  1  inch  in  36  ;  6,  grids  supporting  sieves ; 
c,_  wrought-iron  cylinders  for  regulating  the  outflow  of  ore  and  orey  stuff;  discharge 
pipes  ;  e,  regulators  attached  to  pipes  by  means  of  set  screws ;  /,  ore  boxes  ;  g,  piston- 
rods,  two  to  each  piston  ;  h,  driving  lever ;  j,  launder  for  admitting  stuff  to  jigger ;  k, 
shoot  for  getting  rid  of  castaways.  In  the  transverse  section  g  is  the  piston m 
launder  for  supplying  water  to  piston  boxes  ;  n,  draw-off  plug ;     ore  boxes. 

Ihe  width  of  sieve  may  vary  from  20  to  30  inches,  and  the  length  increased  to  such 
extent  as  may  be  found  desirable. 

VtscKs^  Patent  Jigger.— This  machine,  introduced  by  Messrs.  Kember  and  Co  of 
Jj-onaon,  IS  so  constructed  that  the  grains  or  particles  of  the  material  with  which 
i^l.i-i'f^^^P    ■         properly  balanced,  and  subjected  to  an  unvarying  pressure 
wmjst  a  continuous^  self-acting  delivery  of  the  minerals  is  obtained.   Fig.  694  is 
Lnnf  ^^-^l"^^  ^^'^  apparatus,  and  fy.   696  is  a  transverse 

'■cMon.    a,  supply  launder;  h,  jigging  compartment;  c,  d,  and  e,  separating  coth- 
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partraents  ;  /,  g,  h,  j,  discharge  holes,  which  may  bo  fitted  with  regulators ;  «,  o,  p, 
inclined  sieves ;  q,  horizontal  sieve ;  r,  driving  gear  ;  v,  discharge  shoot  from  main 
sieve ;  w,  waste  waggon ;  x,  drip  receptacle ;  y,  door  through  which  stuff  is  withdrawn 
from  hutch ;  z,  launder  for  receiving  contents  of  hutch.   "When  using  the  jigger,  the 

603 


smaller  divisions  c,  d,  and  e,  are  partly  filled  with  equivalents,  or  grains  of  mineral 
having  equal  velocity  of  fall  in  water,  and  of  a  certain  determinate  size,  observing  that 
the  proportionate  size  or  density  of  the  equivalents  contained  in  every  successive  sieve 


must  be  increased.  Further,  as  a  preliminary  to  the  effective  separation  of  stuff,  it  is 
expedient  that  it  should  be  sorted  or  classified  according  to  the  varying  size  of  its  con- 
stituents, or.  if  necessary  reduced  to  a  specified  size.  At  the  zinc-mines  at  Iserlohn, 
whore  the  stuff  consists  of  galena,  blende,  calamine,  and  carbonate  of  lime,  a  sieve  24 
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inches  -wido  despatches  4  tons  per  hour,  the  grains  varying  in  size  from  2  to  4  milli- 
meters. The  size  of  stuff  which  can  be  treated  per  machine  is  1  to  2,  2  to  4,  4  to  8, 
and  8  to  11  millimeters.  ,  ,  , 

The  fine  saud  jigger  shown  in  figs.  695  and  696  is  designed  for  the  ennchment  of 
sand  from  J  to  1  millimeter  in  diameter.    The  hutch  is  divided  for  2  pistons,  and  a 

695 


corresponding  number  of  sieves.  Compartments  are  formed  underneath  the  sieves  for 
receiving  ore  and  orey  stuff.  The  overhead  gear  consists  of  a  shaft,  driving  wheels,  and 
discs,  the  latter  slotted  for  piston  rod-pins.  The  pistons  are  hung  so  as  to  balance 
each  other,  and  when  2  jiggers  are  employed  the  pistons  of  each  are  worked  back  to 
back.  The  discharged  launders  are  not  shown,  but  these  deliver  into  a  main  launder 
set  between  the  two  hutches. 
Fig.  696  is  a  section  through  the  first  piston  and  second  sieve ;  fig.  695,  a  front  ele- 
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vation,  cross  section  of  hutch,  and  elevation  of  driving  gear,  a,  hutch,  10  feet  long,  and 
«1  '     P'^*^"'  ^  ^^^^        and  15  inches  wide;  c,  sieve  bottom  of  iron  wire, 

fZ^K  1  "  wought-iron  grid,  and  Iiold  down  by  wrought-iron  cross-bars  :  cast- 
iron  head  gear  frame  ;  e,  jigger  shaft ;  f,  discs  ;  g,  driving  rigger ;  li,  driving  wlieol  | 
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Jo  •'  ^^^"sls  oil  Jigger  shafts  ;  I,  discharge  valves,  3  inches  diameter ;  m,  collecting  boxes 
\Z  inches  wide  ;  o,  receptacles,  15  inches  wide.  The  piston-stroke  is  either  lengthened 
or  shortened  by  shifting  and  fixing  the  pins  in  the  slotted  discs  ;  and,  if  necessary 
Slides  are  fitted  to  the  discharge  ways,  for  the  purpose  of  modifying  the  thickness  of 
the  separating  beds. 

Fine  Sand  Jiffger.—Tha  Jigging  Machine  shown  in  Jigs.  697  and  698  is  employed  at 
a  great  number  of  silver,  lead,  and  blende  mines  in  Germany,  and  elsewhere,  for  the  pur- 


697 
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pose  of  treating  sand,  classified  or  sized,  into  suitable  sets  of  grains  from  i  to  2  milli- 
meters in  diameter.  The  construction  is  rendered  apparent  from  the  longitudinal  and 
transverse  sections,  the  sieve  bottoms  are  34  inches  long  and  15  inches  wide,  depth  of 
sieve  from  top  of  hutch  10^  inches,  and  from  discharging  slot  3 J  inches,  piston  30 
inches  long,  15  inches  wide,  and  4  inches  thick.  The  box  for  discharging  rough 
sand  is  3  inches  wide  and  9  inches  deep.  The  plug-valve  for  regulating  outflow  of 
stuff,  1  inch  diameter ;  launder  3  inches  wide,  for  taking  ofif  fine  sand ;  plug  valves 
1^  inch  diameter,  for  discharging  stuff  from  sieve  boxes.  The  outside  dimensions 
of  hutch  are  as  follow: — length,  12  feet,  9  inches;  width,  3  feet,  9  inches;  height,  3 
feet.  For  treating  grains,  say,  J  millimeter  in  diameter,  the  piston  should  make  about 
200  strokes  per  minute,  with  a  length  of  stroke  of  from  ^  to  f  ths  of  an  inch.  For 
enriching  and  separating  blende  and  lead  ore  the  first  two  separating  beds  should  be 
of  lead  ore  grain  from  3  to  4  millimeters  diameter,  and  the  other  separating  beds  of 
coarse  blende  grains.  The  depth  of  beds  must  depend  upon  the  richness  and  volume 
of  stuff  flowing  into  the  apparatus  within  a  given  time.  Por  the  No,  1  sieve,  it  may 
be  about  3  inches;  No.  2  sieve,  2^  inches ;  No.  3  sieve,  1^  inch;  and  No.  4  sieve,  1 
inch  or  less. 
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Slime  Jigger.— This  jigger,  fig.  699,  is  in  use  at  Iserlohn,  Prussia,  for  enriching 
sand  composed  of  clay,  carbonate  of  lime,  blende,  and  lead  ore.  The  jigging  is  per- 
formed on  the  sieve ;  the  ore  and  orey  stuff  being  progressed  into  receptacles.  In 
this  respect  it  differs  from  those  fine  sand  jiggers,  where  the  orey  products  pass,  through 
a  coarse  grain  bed  and  sieve,  into  V-shaped  boxes. 
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A  sheet  of  horse-hair  forming  the  sieve  is  placed  between  two  sheets  of  wire  or 
\  nf  !l  lices  having  about  eight  holes  to  the  lineal  inch.  The  length  of  sieve  is 
iSes  S'le^^K  3  sieves,  7  feet.  6  inches;  width  of  sieve  12  inches.  Th, 
Lth  from  top  of  hutch  to  first  sieve  is  fii  inches;  second  sieve.  Sc  inches;  third 
Bieve  iSrinches;  .vidth  of  receiving  chamber  between  the  sieves  2  _  inches.  Each 
chamber  is  discharged  at  the  side  through  a  plug-hole  into  boxes  set  in  the  ground. 
The  hd'ht  of  discharge  openings  into  the  several  receptacles  is  about  ,|ths  of  an  inch, 
Wht  of  transverse  plates  above  sieve  bottom,  f  ,  |".  and  |  of  an  inch  The  pistons 
make  from  120  to  250  strokes  per  minute,  according  to  the  nature  and  fineness  of  the 
S  treated.   The  quantity  of  water  required  per  minute  is  from  U  to  3  gallons  per 

''^Szom's/iwer.— The  peculiar  features  of  this  jigger  are  its  tappet  piston  gear,  and 
the  arrangement  for  discharging  such  grains  of  ragging  as  are  too  large  to  pass 
throuch  the  bed,  and  too  heavy  to  flow  from  one  sieve  to  another.  The  constructipn, 
&s  well  as  the  mode  of  working  the  jigger,  ^nll  be  clearly  understood  from  the  following 

^^TT  These  machines  should  be  firmly  set  upon  a  frame  of  square  timber  ▲  {fig.  700). 

700 


2.  The  height  of  the  vertical  pipe  e.  supplying  the  clear  water,  through  the 
regulating  cocks  to  the  hutches  f,  will  be  best  determined  by  experience.  Of  the  four 
regulating  cocks,  the  sketch  only  shows  one  of  the  lower  pair,  viz.  those  through  which 
the  clear  water  passes  before  entering  the  pipes  a,  g. 

3.  The  brass  wire  sieves  h.  on  wood  grids  fastened  with  copper  nails  on  the  wood 
cross  bars  q,  should  be  set  level  sideways,  about  ^  inch  lower  at  the  outlet  than  at  the 
opposite  end,  and  packed  around  the  sides  and  ends  with  hemp  or  other  suitable 
material.  The  side  pieces  c,  and  end  pieces  t,  must  be  properly  set  in  their  places, 
and  the  whole  secured  by  a  wedge  behind  the  outlet  end  of  the  side  pieces. 

4.  The  distributor  i.  and  feed  launders  z,  should  then  be  placed  in  position,  and 
the  regulating  outlet  arrangement  j,  applied.  In  this  regulator  there  is  a  hole  at  both 
the  front  and  the  back.  The  holes  that  are  found  to  be  least  convenient  for  discharging 
into  the  ore  boxes  should  be  fitted  -with  wood-plugs  k.  To  prevent  an  accumulation 
of  stuff  too  light  to  pass  through  the  'bedding,'  yet  too  heavy  to  be  carried  over  the 
Hps  of  the  hutches,  'ragging-gear'  is  furnished.  This  consists  of  brass  taper  plugs, 
with  wrought-iron  stems,  the  stems  being  screwed  and  fitted  with  regulating  thumb- 
screws, acting  above  and  below  the  wrought-iron  bridges  y.  These  plugs  fit  into 
bevelled  brass  Seatihgs  fixed  in  the  sieving  ir.  By  regulating  the  height  of  these 
plugs,  any  undue  accumulation  of  stuff  is  prevented. 
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Tho  coarso  raggings  having  passQci  througli  tlio  Boatings,  falls  into  the  portion  of 
the  hutch  which  is  divided  by  thin  wooden  partitions  w,  and  passes  out  through 
holes  V. 

6.  Coarse  ore  should  be  placed  upon  the  sieves,  in  grains  twice  the  size  of  tho  sieve 
holes,  and  of  tlio  same  ore,  or  mineral  as  that  which  is  to  be  treated.  The  bod  should 
be  kept  about  ^  inch  thick ;  but  in  case  of  rich  stuff,  the  thickness,  should  be  less,  vary- 
ing to  i  inch  ;  and  with  ^oor  stuff  greater,  extending  to  1  inch,  or  even  more  if  found 
necessary. 

6.  Clear  water  and  a  supply  of  stuff  being  furnished,  and  the  macliines  started,  the 
stop  bolts,  M,  should  be  adjusted  by  turning  them  down  until  they  are  found  to  regu- 
late the  motion  of  the  plunger  n,  so  that  each  stroke  shall  bo  of  equal  length.  The 
speed  should  be  about  120  strokes  jpcr  minute. 

7.  The  degree  of  force  operating  upon  the  stuff  may  be  increased  by  elevating  nearer 
to  the  rocker  s,  the  adjustible  thimble  o,  on  the  top  of  the  plunger,  or  stem  p,  or  by 
increasing  the  supply  of  clear  hutch  water,  or  both.  The  stroke  should  vary  from 
^  inch  to  1  inch. 

8.  The  spiral  springs  li  should  be  just  strong  enough  to  strike  the  plunger  against 
the  stop  bolts  m,  before  the  down  stroke,  but  not  stronger.  Irregularity  of  stroke, 
viz.,  alternately  long  and  short,  may  be  remedied  by  attending  to  the  adjustment  in 
connection  with  the  springs. 

These  jiggers  have  been  introduced  by  Messrs.  John  Taylor  and  Sons,  to  whom  the 
miner  is  indebted  for  the  round  and  impeller  buddies. 

Hundts  Stream  Separator. — This  apparatus  consists  of  an  arrangement  for  sepa- 
rating, washing,  or  sorting  ores  and  other  substances  according  to  the  size  or  specific 
gravity  of  the  particles.  This  is  effected  in  a  continuous  manner  by  the  agency 
of  a  body  of  water  rotating  in  a  horizontal  direction,  through  which  the  sub- 
stances are  made  to  fall ;  and  which  are  collected  at  distances  increasing  in  inverse 
proportion  to  their  size  or  specific  gravity.  For  this  purpose  an  annular  vessel  {Jig,  70 1 ) 


a,  placed  in  a  larger  cylinder  b,  is  caused  to  rotate  round  a  central  vertical  axis  c,  by 
means  of  a  pulley  or  cone  n.  This  annular  vessel  is  open  at  top  and  bottom,  and 
placed  in  the  slightly  larger  and  cylindrical  vessel  d,  wliich  is  kept  full  of  water 
during  the  action  of  the  apparatus.   The  bottom  of  this  vessel  is  divided  into  com- 
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Dartments  e,  corresponding  in  number  with  tlio  degrees  of  fineness  into  which  it  is 
desired  to  classify  the  ores.  The  vessel  having  been  filled  with  water,  the  ore  is 
caused  to  fall  regularly  through  a  spout  into  the  body  of  water  rotating  with  the  ves- 
sel a  b  round  the  axis  c.  In  order  to  carry  the  water  round  with  the  vessel  ab,& 
blade  is  fitted  between  the  two  cylinders  a  and  b,  which,  if  put  in  a  suitable  position 
does  not  interfere  with  the  sorting.  _       .„  ^  „ 

The  particles  of  ore  having  the  greatest  specific  gravity  will  fall  most  rapidly 
through  the  water,  and  will  consequently  pass  out  at  the  bottom  of  the  vessel  a  b,  at 
a  point  nearest  the  stationary  spout  t,  whilst  the  particles  next  in  specific  gravity  will 
fall  in  the  next  compartment,  and  so  on.  The  particles  of  ore  to  be  classified  accord- 
ing to  their  specific  gi'avity  must  be  as  nearly  as  possible  the  same  size,  whilst  any 
material  in  a  granular  state,  and  of  the  same  specific  gravity  in  all  its  particles,  will 
be  classed  according  to  size.  The  action  of  the  apparatus  continues  till  the  compart- 
ments e  are  full  of  ore.  When  full,  the  weighted  levers  r,  are  lifted  up,  and  the  ore 
allowed  to  escape  with  the  water.  In  places  where  water  is  plentiful,  the  apparatus 
may  be  made  to  work  continuously  by  giving  to  the  opening  t,  such  a  size  that  no 
more  water  can  escape  with  the  ore  than  is  continually  supplied.  The  compart- 
ments e,  may  in  this- case  be  much  smaller.  Wliere  water  is  scarce  the  quantity  re- 
quired may  be  reduced  considerably  by  fixing  a  bottom  to  the  inner  cylinder  a,  and 
leaving  this  cylinder  empty.  The  drum  will  thereby  get  a  tendency  to  float,  which 
may  be  overcome  as  far  as  necessary  by  putting  ballast  in  it.  By  these  means  a 
quantity  of  water  equal  to  the  cubic  contents  of  this  cylinder  will  be  saved ;  at  the 
same  time,  by  giving  greater  dimensions  to  the  compartments  e,  the  water  will  be  made 
to  do  duty  a  longer  time.  The  number  of  revolutions  of  the  drum  vrill  be  found  in 
most  cases  to  range  between  the  limits  of  two  to  six  per  minute  ;  the  diameter  of  the 
drum  from  about  four  feet  and  upwards  ;  the  size  of  the  ore  grains,  or  particles,  from 
one  thirty-second  to  half  an  inch.  The  power  required  is  extremely  small,  and  one 
man  can  attend  to  a  greater  number  of  these  machines. 

Edwards  and  Beacher's  Mineral  and  Coal  Washing  Machine,  consists  of  two  rect- 
angular cisterns.  Within  a  few  inches  of  the  top  of  these,  perforated  plates  or 
screens,  e  fig.  702,  are  fixed,  upon  which  the  material  to  be  washed  is  fed  through 
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a  hopper,  which  also  connects  the  two  cisterns.  On  the  inner  sides  of  the  cisterns 
are  two  apertures  closed  by  flexible  discs,  or  diaphragms  of  leather,  c,  which,  when 
the  machines  are  filled  with  water,  cause  it  to  rise  and  fall  through  a  certain  space, 
by  means  of  a  horizontal  vibratory  motion,  which  they  receive  from  an  excentric 
on  a  shaft,  which  is  driven  either  by  a  steam-engine  attached  directly  to  it,  or  by  a 
driving  belt  and  pulley,  a.    See  Washing  Coai. 

The  action  of  the  flexible  diaphragms  is  similar  to  that  of  cylinders  and  pistons, 
which  are_  sometimes  substituted  for  them.  Above  the  driving  shaft  is  a  smaller  one] 
B,  which  is  driven  ^  at  a  slower  rate  by  means  of  spur-wheels,  and  gives,  by  cranks 
or  excentrics,  a  horizontal  motion  backwards  and  forwards  to  sets  of  scrapers  f,  above 
bei'tiT'^^f'^t  arranged  as  to  remove  the  upper  stratum  of  the  substance 

ueino  acted  upon,  and  discharge  it  into  waggons  or  other  convenient  receptacles  ; 
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foraLd  pLaLs  bolmv °^  ''"'^'"^^       lightest,  the  heavier  part  settling  upon  the  per- 

Whon  from  the  action  of  the  machiuo  a  considerable  quantity  of  material  has 
accumulated  upon  these  plates,  the  scrapers  are  thrown  out  of  gear  by  means  of 
apparatus  attached,  h  u',  and  the  stuff  raked  off,  the  operation  being  then  continued  on 
fresh  supplies.  Doors,  a  g',  at  the  bottom  of  the  machines,  admit  of  any  fine  stuff  which 
may  pass  through  the  perforated  plates  being  removed  from  time  to  time  as  mav  be 
necessary. 

Tliese  machines  are  in  use  for  cleansing  coal  as  well  as  other  mineral  substances 

In  such  cases  tlio  heavier  stuff  which  remains  upon  the  plates  consists  of  shale 
and  pyrites,  very  injurious  substances  in  the  manufacture  of  coke.  One  machine' of 
two  connected  cisterns  is  capable  of  washing  about  thirty  tons  per  diem  of  coal  but 
the  quantity  of  mineral  work  will  depend  upon  the  amount  of  ore  present  in  proportion 
to  the  waste.  The  size  of  the  perforations  in  the  screens  is  adapted  to  the  quality  of 
the  material  acted  upon. 

The  introduction  of  water  skimming  jiggers  into  our  British  mines  is  probably 
due  to  Mr.  John  Hunt,  late  of  Falmonth.  This  gentleman  used  an  ore  bed,  two  sieves 
divided  by  a  low  partition,  two  ore  chambers,  and  a  horizontal  flow  of  water  Hunt's 
Specification,  No.  707,  is  dated  March  8,  1866. 

In  order  to  concentrate  lead,  zinc,  copper,  and  other  ores  associated  with  vein-stone, 
coarse  and  fine  sand  jiggers  should  be  employed,  the  former  to  receive  the  stuff  from 
sizing  trommels,  the  latter  from  trommels  or  classifiers.  In  the  coarse  sand  jigger, 
stuff  10,  7-2, 5,  3^  and  2  millimeters  size  is  usually  enriched  on  a  plate,  the  holes  in 
which  are  of  less  diameter  than  the  grains,  whilst  in  the  fine  sand  jigger,  sand  U,  ^ 
millimeter  size  is  separated  through  the  intervention  of  a  bed  of  coarse  grain  ore,  sup*- 
ported  either  on  a  perforated  plate  or  wire  work,  the  openings  of  which  are  larger 
than  the  grains  to  be  collected. 

For  the  purpose  of  effecting  a  good  separation  of  ore  from  its  gangue  it  is  necessary 
to  give  great  attention  to  the  length  of  stroke,  number  per  minute,  and  volume  of 
flowing  water.  Every  distinct  class  of  vein-stuff  will  necessitate  the  observance  of 
specific  conditions,  so  that  no  absolute  data  can  be  offered ;  as,  however,  approximate 
figures  may  be  useful,  the  following  are  given  : — Coarse  sand  jiggers,  speed  from  60  to 
75  strokes  per  minute ;  fiowing  or  skimming  water  required,  say  ten  to  fifteen  gallons 
each  machine  per  minute.  Fine  sand  jiggers,  speed  from  90  to  250  strokes  per  minute  ; 
piston  and  horizontal  flow  of  water  necessary,  from  fifteen  to  twenty  gallons  per  minute. 

The  approximate  length  of  stroke  and  piston  speed  for  stuff  ranging  in  size  from  one- 
third  to  ten  millimeters,  the  area  of  the  piston  being  that  of  the  sieve,  may  be  gathered 
from  the  following  figures : — 

Size  of  stuff  J,     i,    J,     1^,2,   3  J,  5,  7i  10  millimeters 

Approximate  length  of  stroke  J,     f,     J,      1,  1^,  li,  2,  2|,  2  J  inches 

Piston  speed  160,  120,  110,  100,       60  to  75       per  minute. 


Sepaeatoes  oe  Classifiebs. 

Of  late  years  apparatus  of  this  class  have  been  steadily  coming  into  operation,  not 
only  in  lead  and  copper  mines,  but  also  in  the  dressing  of  tin  ores.  Unlike  the  trommel 
which  groups  together  grains  of  equal  volume  irrespective  of  their  densities,  the 
classifier  groups  the  grains  into  equivalents,  that  is  to  say,  grains  which  differ  from 
each  other  in  their  densities,  but  which  have  an  equal  velocity  of  fall  in  water. 

To  separate  such  grains  in  the  after  dressing  process,  advantage  is  taken  of  the 
resistance  offered  by  the  surface  of  a  heavier  over  a  lighter  grain  in  passing  upon  a 
bed  of  ore  as  in  the  fine  sand  jigger,  or  in  traversing  the  surface  of  a  huddle  or  table. 
For  the  purpose  of  sizing  stuff"  from  x  to  grains  of  one  millimeter  diameter,  trommels 
should  be  employed,  but  for  dividing  grains  from  0  to  1  millimeter  diameter,  the 
cistern,  cone,  or  expanding  launder,  will  be  found  suitable. 

8li7ne  Separator. — This  apparatus  devised  by  Captain  Isaac  Richards,  of  Devon 
Great  Consols,  is  employed  for  removing  the  slime  from  finely-divided  ores  which 
have  passed  through  a  series  of  sieves  set  in  motion  by  the  crusher.  The  finely- 
divided  ores  are  for  this  purpose  convoyed  by  means  of  a  launder  upon  a  small 
water-wheel,  thereby  imparting  to  it  a  slow  rotatory  motion.  Whilst  this  is  turning 
time  is  allowed  for  the  particles  to  settle  in  accordance  with  their  several  densities  ; 
the  result  obtained,  is,  the  heavier  and  coarser  grains  are  found  at  the  bottom  of 
the  buckets,  whilst  the  lighter  and  finer  matters  held  in  suspension  are  poured  out  of 
the  buckets  and  fiow  away  through  a  launder  provided  for  that  purpose.  The  stuff 
remaining  in  the  bottom  of  the  buckets  is  washed  out  by  means  of  jots  of  water  ob- 
tained from  a  pressure-column  10  feet  in  height,  and  passes  directly  into  the  funnel, 
of  a  round  bwddle. 
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The  'vrheel  a,  fig.  703,  is  4  feet  in  diameter,  2  feet  6  inches  in  breadth  ;  it  has  twenty- 
four  buckets,  and  makes  fivo  revolutions  per  minute ;  b,  launder  for  ^pplying  the 


finely-pulverised  ore  ;  c,  pressure-column ;  d,  jet-piece ;  e,  launder  for  convoying  away 
the  slime  overflow  of  the  wheel ;  f,  launder  for  taking  roughs  to  round  huddle. 

Sizmg  Cistern. — The  tails  ftom 
round  buddies  are  sometimes  passed 
through  this  apparatus.  It  con- 
sists. Jig.  704,  of  a  wooden  box  pro- 
vided with  an  opening  at  the  bot- 
tom, A,  which  is  in  communication 
with  a  pressure-pipe,  b,  an  outlet, 
c,  with  a  small  regulating  sluice, 
D.  The  stiiflF from  the  buddies  enters 
at  E,  and  the  pressure  in  the  column 
is  so  regulated  as  to  allow  the 
heavier  particles  of  the  stuff  to  de- 
scend, but  at  the  same  time  to  wash 
away  at  f  the  lighter  matters  that 
may  be  associated  with  the  ore. 
This  is  done  by  having  the  outlet  c 
of  less  area  than  the  inlet,  and  fix- 
ing on  the  extremity  d  a  convenient  regulating  sluice  by  which  means  a  greater  or 
less  quantity  of  stuff  may  be  passed  over  the  weir  f.    Two  cisterns  of  this  kind  are 
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generally  employed,  the  second  bciuy  uacd  Lo  collect  any  rough  paiticlos  that  may  have 
passed  off  from  the  first.  The  depth  of  a  box  may  bo  18  inches,  its  width  13  inches, 
and  Its  length  3  feet  6  inches. 
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Iha  aiTangomont  of  another  separating  box  is  shown  in  figs.  705  and  706  The 
Bhrao  -water  «ows  in  at  m  ;  and  water  still  holding  a  considerable  portion  of  slime  flows 
away  from  the  opposite  end.  It  is  necessary  that  pieces  of  chip,  small  lumps,  or  other 
extraneous  matter  should  bo  intercepted  previous  to  entering  this  apparatus,  also  that 

the  slime  should  be  evenly  sized  by  means  of  a 
trommel  or  sieve.  The  heaviest  jxirtion  of  the 
slime  water  in  which  the  sand  and  ore  are  con- 
tained, is  discharged  at  the  hole  o,  about  an 
inch  square.  The  launders  p  p,  are  for  the  pur- 
pose of  conveying  the  slime  water  either  to 
buddies  or  shaking  tables.  The  dimensions  of 
the  cistern  No.  1  are :  length,  6  feet ;  width, 
IJ  feet;  depth  12  inches.  But  two  other  cis- 
terns of  similar  form  are  attached.  No.  1  cistern 
will  work  about  10  tons  of  stuff  in  24  hours,  and 
by  widening  the  box  from  18  to  27  inches  it  will 

iM  .»!s:7:::«f.  through  20  tons  in  24  hours.   Affixed  to  one 

1  □       side  of  the  boxes  are  hammers  so  contrived  as  to 
T  \J>.    ■-  give  30  blows  per  minute  in  the  manner  of  a 

dolly  tub.    Care  must  be  taken  in  the  construc- 
tion of  these  classifiers  that  the  sides  forming  the 
^  pyramids  be  neither  too  steep  nor  too  flat ;  if  too 
I  ^  flat,  the  sand  is  apt  to  settle  until  a  quantity 
■      has  accumulated,  when  it  would  suddenly  sink 
and  choke  the  discharge  pipe  o' ;  and  if  too  steep 
the  ciassitiers  would  become  of  inconveniently  large  dimensions.    A  gradient  of  50°  to 
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the  horizon  is  found  to  be  the  most  suitfvble.  The  chief  dimensions  of  two  cisterns, 
viz.  ono  working  10,  and  the  other  20  tons,  are  given  in  the  following  Table :— 
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Ten  tons 

Twenty  tons 

No.  of  Box 

Length  of 
Box 

Breadth  of 
Box 

Depth  of 
Box 

Length  of 
Box 

Breadth  of 
Box 

Depth  of 
Box 

2 
S 
4 

ft. 

9 
12 
15 

ft. 
2 
4 
8 

ft. 
6 
8 

10 

ft. 
9 
12 
16 

ft. 
5 
9 

15 

ft. 

6 
8 
10. 

According  to  experiments  made  in  tlie  Stamping  House  of  Schemnitz,  where  12 
tons  are  stamped  in  24  hours,  the  Ist  cistern  separated  from  the  slimes  40  per  cent, 
of  the  ore ;  the  2nd  cistern,  22  per  cent. ;  the  3rd  cistern,  20  per  cent. ;  the  4th  cistern, 
12  per  cent. ;  together,  94  per  cent.,  leaying  a  loss  of  6  per  cent. 

From  No.  1  box  every  cubic  foot  of  water  flowing  through  gave  16  pounds  of  sandy 
matter.  No.  2  afforded  13  pounds  of  finer  stuff".  No.  3,  16  pounds,  and  No,  4  yielded 
12  pounds  per  cubic  foot  of  water.  It  should  be  remarked  that  the  outlet  o  is  propor- 
tioned to  the  dimensions  of  the  machine. 

Cone  Classifier,  fig.  707.  The  ore  and  minerals,  aftef  passing  through  the 
crushing  apparatus,  are  introduced  at  A,  and  flow  through  the  spaces  b  b,  passing 
into  c  c.  At  the  bottom  is  a  circular  chamber  e  e,  with  a  perforated  cylindrical 
plate  F.  "Water  under  pressure  is  supplied  by  the  pipe  g,  and  regulated  by  the 
cock  H. 

It  will  be  seen  that  this  apparatus  consists  of  an  external  and  internal  cone  with 
a  space  between  them,  and  that  a  separation  of  the  orey  matter  is  effected  by  limiting 
the  power  of  the  water  between  the  density  of  the  stuff"  to  be  retained,  and  that  which 
is  to  be  discharged  at  J  J  into  the  shoot  k. 

At  L  the  larger  and  denser  portion  of  the  mineral  which  has  fallen  through  the 
ascending  current  of  water,  is  conveyed  either  to  a  jigging  machine  or  some  other 
enriching  apparatus. 

Fig.  708  represents  a  wooden  cistern  a, 
having  an  aperture  b,  at  the  bottom, 
about  an  inch  diameter,  which  is  alter- 
nately closed  and  opened  by  means  of 
an  iron  plate  c,  fitted  upon  the  vertical 
shaft,  to  which  is  also  fixed  an  iron 
paddle  d,  which  revolving  horizontally 
keeps  the  ore  and  water  in  constant 
agitation.  The  tails  from  the  various 
buddies,  as  well  as  the  stuff"  from  the 
coff'ers  at  the  end  of  the  strips,  flow  in 
at  E,  and  pass  through  a  perforated 
sizing  plate  f,  into  the  cistern.  The 
rougher  and  heavier  portions  escape 
through  the  hole  b  into  a  strip  where  it 
is  continually  stirred,  in  order  that  it 
may  be  evenly  deposited,  and  at  the 
same  time  freed  from  the  lighter  parti- 
cles. The  overflow  containing  fine  ore 
passes  in  the  launder  g  into  catch  pits, 
from  which  heads  and  middles  are  taken 
to  be  elaborated  by  means  of  buddies  or 
other  apparatus.  Wlien  this  separator 
is  employed  in  tin  dressing,  it  is  usual 
to_  divide  the  stuff"  in  the  strip  connected 
with  the  bottom  of  the  box,  into  heads 
and  tails.  The  first  is  taken  direct  to 
the  .stamps,  and  again  pulverised  with  rough  tin  stuff" ;  but  before  the  tails  can  bo 
so  treated  they  are  re-stripped  in  order  to  get  rid  of  extraneous  matter.  A  plan  of  the 
iron  plate  covering  the  discharge  hole  is  shown  on  fig.  709.  c,  plate;  b,  discharge 
hole. 

Wilkin's  Separator. — This  is  a  '  self-acting  tossing  machine,  by  which  the  rough 
particles  are  separated  from  the  fine,  and  prepared  for  the  inclined  tables.  The  orey 
matter  is  carried  into  a  small  cistern  by  a  stream  of  water  which  enters  at  the  top 
and  passes  out  at  the  opposite  side,  bearing  the  finer  particles  with  it,  whilst  the 
rougher  and  heavier  particles  escape  at  the  bottom  through  a  rising  jet  of  clean  water. 
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i^^nO^Tof o/lf "°  ""f  ^'^^1  ^^<^  direction.'  a, 

yy.  710,  inlet  of  clean  water;  b,  launder  delivering  the  orey  matter;  c  outlet  of  fine 


and  inferior  stuff;  d,  discharge  orifice  for  rough  and  heavy  stuff  This  operation 
must  he  regulated  by  a  slide.  A  cistern,  10  feet  square  on  the  top  and  18  inches 
deep,  -will  pass  through  about  40  tons  in  10  hours.  AVhen  separating  stamps  work, 
a  smaller  cistern  is  employed,  say  about  14  inches  square,  10  inches  deep,  this  will 
despatch  6  tons  in  10  hours. 
A  valuable  form  of  classifier  is  shown  in  ficf.  711,  the  peculiarity  of  which  consists 


in  the  manner  of  introducing  the  water  and  slimes.  Instead  of  the  latter  depending 
for  separation  upon  the  power  of  an  ascending  column  of  water,  it  here  passes  into  a 
horizontal  flow  of  greater  or  less  voliune  and  velocity,  produced  by  altering  the  tap  g. 
Compartments,  viz.  1,  2,  3,  and  4,  are  also  fitted  in  the  box,  for  the  purpose  of  receiving 
mineral  of  different  densities  and  size,  which  is  discharged  and  washed  in  strips  set 
underneath ;  A,  inlet  launder  to  trommel ;  c,  trommel  either  of  perforated  plate,  or 
wire  gauze ;  d,  shoot  from  trommel,  serving  to  convey  away  the  rougher  portions. 
E,  hopper  for  conveying  stuff  to  shoot  h,  and  from  thence  into  the  box ;  r,  ascending 
column  of  water  ;  g,  tap  for  regulating  the  flow  of  water ;  k,  i,  m,  n,  outlet  pipes  for 
delivering  the  separated  stuff  to  strips  or  buddies ;  o,  launder  for  reccinng  overflow 
from  cistern  ;  p,  q,  e,  weirs  regulating  the  length  of  tlie  compartments,  also  for  the 
purpose  of  effecting  the  disposition  of  the  different  minerals  ynth  which  the  ore  may 
be  associated. 

Horizontal  Classifier. — This  classifier,  shown  in  longitudinal  elevation  fi^.  712,  plan 
fy.  713,  and  end  elevation  Jiff.  714,  is  frequently  employed  at  lead  and  blende  mines  iu 
Germany,  and  is  known  in  some  of  the  mines  in  this  country.  In  many  instances  it  is 
built  of  wrought  and  cast  iron  ;  but  it  may  be  equally  well  made  in  wood,  and  will  cost 
much  less.  The  slimey  water  is  introduced  at  the  narrow  end ;  the  heaviest  equivalents 
fall  intotlie  first  compartment,  a  ;  equivalents  of  the  second  dcgi-eo  into  the  second,  f>; 
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while  the  lightest  collect  into  the  third  or  largest  one  c  ;  the  result  in  each  case  being 
modified  as  may  be  desirable,  by  increasing  or  lessening  the  flow  of  water  from  the 

vertical  pipes,  d,e,f. 

.  712 


The  length  of  the  trough  is  six  feet,  greatest  width  28. J-  inches,  decreasing  to  11 J 
inches,  depth  18f  inches,  diameter  of  vertical  pipes  ^  inch  and  of  main  pipe 
3  inches ;  length  of  first  receptacle  18  inches,  second 
24  inches,  third  30  inches.  The  classified  sand  from  first, 
second,  and  third  compartments  is  in  each  case  passed 
to  suitably  enriching  machinery.  The  principle  affecting 
the  classification  by  the  apparatxis  described  is  as 
follows : — 

In  a  horizontal  current  of  decreasing  velocity,  the 
larger  equivalents  introduced  will  be  deposited  first, 
decreasing  in  size  in  an  equal  ratio  with  the  decreasing 
velocity,  till  with  but  a  very  slight  flow  even  the  finest 
slunes  are  deposited.  A  stream  rising  vertically  with 
decreasing  velocity,  carries  the  smallest  equivalents  first 
away  and  only  the  larger  ones  remain,  while  in  propor- 
tion to  the  decreasing  velocity  of  the  stream  the  fine 
and  finest  particles  will  eventually  bo  deposited.  In  ^ 
the  construction  of  these  classifiers,  the  following  rules 
should  be  adhered  to :—  °  U 

The  width  of  the  first  division  should  be  ^th  of  a 
toot  for  each  cubic  foot  of  slime  water  introduced  per 
inmute.  The  following  divisions  should  increase  in 
S|°"J°trical  progression,  thus,  1,  2,  4,  &c.  The  length 
tv^^  division  is  usually  taken  at  6,  the  second, 
tmrd,  and  fourth  in  arithmetical  proportion,  thus,  6,  9, 
the  sides  of  the  box  should  be  about  50°, 


12,  &c.   The  inclination  of 
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The  Strake,  Tyb,  and  Strip. 

These  appliances  may  be  considered  modifications  of  eacli  other.  Instead  of  efFec'inii 
a  separation  by  relying  upon  subsidence  according  to  the  specific  gravity  of  the  sub- 
stances, thoy  are  mechanically  impelled  against  a  volume  of  -water  so  regulated  as  to 
carry  off  the  lighter  particles. 

Fig.  715  represents  the  ground  plan  of  a  strake  employed  in  the  lead-mines  of  Wales. 


715 

Its  extreme  length  is  about  18  feet,  width  3  feet.  The  top  increases  from  18  inches 
to  2  feet  9  inches  wide.  It  is  constructed  of  wood,  the  bottom  being  covered  with 
sheet-iron. 

The  tye  is  usually  20  feet  long,  2i  feet  wide,  and  is  often  employed  for  cleaning 
hutchwork.  In  some  instances  when  the  ore  or  dradge  is  very  rich,  it  is  crushed,  and 
then  tyed  into  heads,  middles,  and  tails,  the  first  portion  going  to  pile,  the  middles 
re-tyed,  and  the  tails  treated  as  refuse  or  washed  in  the  buddle. 

Fig.  716,  A,  inflow  of  water ;  b,  head  of  tye ;  c,  partition  board.   The  stuff  is  intro- 


duced into  the  cistern  d,  flows  over  the  inclined  front  b,  and  is  broomed  at  f.  Between 
E  and  G  are  the  heads,  from  g  to  h  middles,  h  to  i  tails.  At  k  is  an  outlet  launder, 
regulated  with  a  shute.   An  outline  plan  of  the  tye  is  shown,  fig.  717. 

717 


The  strip  also  consists  of  a  wooden  box,  with  its  bottom  inclined  at  a  greater  or  less 
angle,  in  order  to  suit  the  character  of  the  stuff  to  be  operated  upon.  The  object  of 
this  apparatus  is  somewhat  analogous  to  that  of  the  separating  box,  viz.  to  deprive  the 
ore  of  the  fine  particles  with  which  it  may  be  associated,  and  thereby  to  enrich  it  for 
subsequent  treatment.  A  rather  strong  stream  of  water  is  employed,  against  which 
the  mixed  mineral  is  violently  projected  by  means  of  a  shovel.  When  ores  are  strong 
and  clean  in  their  grain,  but  little  loss  can  occur  from  this  process,  provided  proper 
care  be  exercised  in  conducting  it ;  but  if  their  structure  be  delicate,  and  the  consti- 
tuents intimately  mixed,  the  wastage  must  necessarily  by  great. 

The  illustration,  fig.  718,  shows  a  strip,  coffer,  and  settling  cistern,  with  filtering 
apparatus  contrived  for  lead  ore.  A,  vertical  launder  6  inches  square,  delivering  water 
into  the  box  b,  9  inches  long  by  26  inches  wide  at  the  point  c ;  d,  bottom  of  strip 
covered  with  sheet  iron,  6  feet  long  and  16^  inches  wide  at  e.  At  this  point  a  ledgo 
of  wood  is  sometimes  introduced  for  the  purpose  of  modifying  the  velocity  of  the 
water  and  forming  a  kind  of  shallow  reservoir,  so  as  to  allow  the  workman  to  stir  the 
stuff.  At  the  end  of  the  strip  a  coffer,  f,  is  fixed,  11  inches  deep,  30  inches  square; 
H,  settling  box,  6  feet  long  and  30  inches  deep  ;  k,  outlet  for  waste  water.  At  g  is  in- 
serted a  filtering  launder,  13  inches  deep,  extending  across  the  cistern.  At  J  a  similar 
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launder  is  placed,  about  9  inches  deep.  The  water  coming  in  at  a,  is  lodged  in  cistern 
p,  flows  smoothly  over  the  feather-edged  board  c.aud  falls  into  d  ;  here  the  orey  matter 


is  exposed  to  its  action,  and  a  portion  settles  in  f  ;  the  florrin  and  other  light  waste 
then  descends  through  g,  depositing  itself  in  the  box  h  ;  and  to  retain  the  valuable 
products  as  much  as  possible  it  is  filtered  at  j,  through  a  perforated  plate  covering  the 
bottom  of  the  launder.  In  stripping  care  must  be  taken  to  regulate  the  overflow  of 
water  ate;  rough  stufiF  must  be  subjected  to  a  stronger  current  than  finer  matter, 
and  the  bottom  of  the  strip  should  be  constructed  with  a  greater  inclination.  In  some 
lead  mines  the  buddies  and  hutchwork  is  stripped  to  be  re-jigged,  whilst  the  stuflf 
resulting  from  the  filtering  box  is  hand-buddled  until  sufficiently  _  enriched  for  the 
dolly.  Wlien  ore  is  associated  with  a  heavy  matrix,  and  the  grain  breaks  into  a 
lesser  size  than  the  other  particles,  the  stripping  may  be  performed  by  inversion,  that 
is  to  wash  the  orey  product  into  the  cover  and  filtering  hutch,  retaining  the  worthless 
portions  at  d. 

The  flat  buddle,  fig.  719,  is  peculiar  to  the  "Welsh  mines,  and  different  from  all 
others  in  its  great  proportional  breadth  as  well  as  in  its  very  trifling  inclination. 

The  stuff  is  placed  in  a  small  heap 
on  one  side  of  the  supply  of  water,  719 
and  drawn  with  a  hoe  partly  against 
and  partly  across  the  stream  to  the 
other  side  of  the  buddle,  losing  in  its 
passage  all  the  lighter  parts.  A  heap 
of  ore  treated  in  this  manner  may  be 
deprived  of  a  portion  of  blende  and 
pyrites,  minerals  which  from  their 
high  specific  gravity  may  have  re- 
sisted previous  operations,    a,  platform  of  boards,  inclined  two  and  a  half  inches  in 
seven  feet,    b,  catch  pit,  two  feet  deep.    The  width  of  this  buddle  varies  from  ten  to 
twelve  feet. 

Lishurne  Buddie. — This  apparatus  has  been  successfully  employed  in  separating 
blende  from  lead  ores.   Fig.  720  represents  an  elevation,  ^ndifig.  721  a  ground  plan 


720 


of  this  machine,  b,  rakes  or  scrapers  set  at  an  angle,  depending  from  rods  having 
their  axis  of  motion  on  the  arbor  e.  This  arbor,  as  well  as  a  parallel  one,  are 
earned  on  friction  rollers  o  o',  and  so  braced  together  as  to  forjn  a,  kind  of  frame,  m, 
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rod  rittiiched  to  frame,  aiu.1  connectud  with  water-wheel  l.  n,  baknco  beam,  counter- 
poising the  frame,  and  rendered  necessary  in  order  to  equalise  the  motion,  p  v',  balance 
catches,  serving  to  support  the  third  arbor  when  elevated.  This  arbor  is  also  jjarallel 
to  the  other  two,  but  has  its  position  on  the  top  of  tlio  guide  frame  shown  in  the 
elevation.  It  pass(!S  immediately  nndor  the  angle  of  the  L-shaped  rods,  and  is 
mounted  on  friction  wheels.  Its  action  is  as  follows  :  When  the  scrapers  have  nearly 
completed  their  ascending  stroke  this  arbor  is  elevated  by  means  of  the  wedge-shaped 
projection  on  the  top  of  the  frame,  and  immediately  the  balance  catch  acts  so  as  to 
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retain  it  in  this  position  during  the  descending  stroke,  at  the  termination  of  which  the 
catch  comes  in  contact  with  the  projecting  screw  shown  in  the  elevation,  thereby  drop- 
ping the  scrapers  upon  the  face  of  the  buddle.  Consequently,  in  the  ascending  stroke 
these  scrapers  plough  the  vein-stuff  against  the  flow  of  the  stream.  The  orey  matter, 
to  be  operated  upon  is  introduced  into  the  compartment  shown  on  the  top  of  the 
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plan,  and  by  means  of  the  diagonal  scrapers  it  is  washed  and  passed  slowly  across  the 
table,  the  heavier  portion  being  delivered  into  the  bin  f,  and  the  lighter  ma  ter  into 
the  box  F',  whilst  the  tails  are  lodged  in  the  stnps  _h  h.  The  water  employed  in 
driving  the  wheel  is  also  used  for  the  buddle ;  one  portion  of  it  serves  to  introduce  the 
ore,  whilst  the  other  is  regularly  diffused  over  the  surface  ol  the  table  and  washes  the 
wa  te  from  the  stuff.  In  case  the  quantity  of  jator  is  too  largo  for  settling  the 
residues  flowing  into  the  strips  hh,  and  connected  with  the  bins  f  f'.  discharge  laun- 
ders  are  provided  at  g. 
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The  table  of  the  buddle  has  an  inclination  towards  the  bins  p  p',  and  catcli  pits  h  h. 
This  machine  makes  about  12  strokes  per  minute,  and  may  be  furnished  with  any 
number  of  rakes.  With  22  rakes,  40  tons  of  stuff  may  bo  concentrated  in  10  hours,  so 
as  to  afford  ore  for  the  deluing  sieve,  whilst  the  blende  will  he  sufficiently  cleaned  for 
the  market.    The  cost  of  this  apparatus  complete  is  about  30^. 

Fiffs.  722  and  723  represent  plan  and  side  elevation  of  the  knife  or  impellor  buddlc. 
The  water-wheel  A,  is  6  feet  diameter,  and  is  constructed  of  wood,  with  sheet-iron 
buckets.  The  speed  of  the  trommel  is  carefully  adjusted  to  the  character  of  the  stuff 
intended  to  be  treated.  This  is  effected  by  shifting  the  band  on  the  driving  cones  b  b. 
Straw,  heath,  and  other  extraneous  substmces  are  prevented  from  entering  the  sepa- 
rating table  by  means  of  an  iron  grating  c,  fixed  near  the  top  of  the  hopper.  The 
trommel,  D, .  is  formed  of  3  iron  hoops  braced  together  by  flat  lateral  bars,  6  feet 
in  length.  Into  these  bars  are  inserted  the  scrapers,  which  are  set  spirally  in  the  form 
of  a  screw.  The  hoops  may  be  from  2  to  4  feet  diameter,  fths  inch  thick,  by  1 J  inch  wide. 
The  scrapers  are  made  of  light  sheet  iron,  and  are  9  inches  wide  by  4  inches  deep, 
with  shanks  3  inches  long.  Twelve  rows  of  scrapers  are  mounted  on  the  periphery 
of  the  trommel.  The  first,  fifth,  and  ninth  rows  contain  nine,  and  the  remaining  rows 
are  fitted  with  eight  scrapers.  Each  scraper  is  adjusted  by  slightly  rotating  the  stem, 
and  tightening  the  nuts  over  and  under  the  trommel-ring. 

The  trommel  is  rotated  against  the  flow  of  water.  From  the  vertical  axis  of  the 
trommel,  the  table  p  is  more  or  less  inclined,  according  to  the  density  of  the  minerals 
to  be  separated.  The  enriched  stuff  is  collected  in  the  side-bin,  2g  feet  in  width  by 
8  feet  in  length.  From  this  receptacle  the  sand  may  be  transferred  to  jigging  sieves, 
round  buddies,  or  other  suitable  dressing  apparatus.  The  stuff  deposited  in  the 
strake  h  is  either  subjected  to  additional  mechanical  treatment,  or,  if  sufficiently  free 
from  ore,  taken  to  the  refuse  heap. 

The  '  work '  to  be  enriched  enters  at  c,  on  one  side  of  the  table,  and  is  propelled 
against  the  flowing  water  by  the  action  of  the  scrapers.  The  heavier  portion  is  pro- 
gressed across  the  table,  and  passed  into  an  ore  bin,  through  an  opening  18  inches 
long  and  3  inches  deep.  The  lighter  materials  are  drifted  into  the  strake,  and  in  this 
way  a  separation  is  effected.  Great  care  must  be  taken  to  distribute  the  stream  of 
water  equally  upon  the  surface  of  the  table,  and  to  proportion  its  volume  so  as  to 
divide  the  inferior  from  the  more  valuable  minerals.  The  water  flowing  from  the 
wheel  may  serve  not  only  to  supply  the  table,  but  a  part  of  it  may  also  be  diverted 
into  the  feed-hopper  c,  and  any  excess  discharged  by  the  launder  j.  The  quantity  of 
stuff  which  can  be  j)assed  through  this  apparatus  in  a  period  of  10  hoxirs  will  vary  with 
the  densities  of  the  minerals  to  be  separated.  The  impellor  buddle  has  recently  been 
improved  by  Mr.  Henry  E.  Taylor  of  Aberystwyth,  and  applied  to  the  washing  of 
coal  and  ores.  See  Specification  889,  a.d.  1874.  At  Kestronquet  Mine  in  Cornwall, 
the  Messrs.  Taylor  and  Sons  employ  this  buddle  successfuly  in  the  treatment  of  tin  ores. 
At  Wildberg  in  Germany,  the  floor  of  the  buddle  was  divided  by  moveable  ledges, 
and  the  stuff  diverted  to  enriching  tables. 


Sand  and  Slimb  Dbessins  Machineky. 

In  most  mines  a  large  proportion  of  the  ore  is  composed  of  dradge,  and  has  to  be 
brought  to  a  fine  state  of  subdivision  either  by  the  crushing  mill  or  stamps.  In  this 
condition  the  ore  is  fi-eed  from  sterile  matter,  and  rendered  fit  for  metallurgic  treat- 
ment. A_  variety  of  machines  have  been  invented  and  applied  to  this  division  of 
dressing,  in  which  the  leading  principle  is  to  produce  a  separation  by  subsidence,  ac- 
cording to  the  density  of  the  substances.  In  connection  with  this  principle,  the  stuff 
is  not  permitted  to  have  a  vertical  fall,  but  is  traversed  by  a  flow  of  water,  on  a  table 
or  bed  set  at  such  an  angle  to  the  horizontal  plane  as  may  be  found  expedient.  "With 
extremely  fine  stuff,  apparatus  including  both  of  these  features  are  sometimes  sub- 
jected to  a  mechanical  jar  or  vibration,  so  as  to  loosen  and  eject,  as  it  were,  the  worth- 
less matter  with  which  it  may  be  charged.  In  concentrating  crushed  or  stamped  ore, 
a  certain  quantity  will  often  exist  in  a  very  minute  state  of  division,  unable  to 
withstand  the  currents  and  volume  of  water  necessary  for  the  separation  of  the  lareer 
particles. 

The  amount  and  richness  must  necessarily  depend  upon  the  united  produce  and 
character  of  the  ore,  as  well  as  the  mode  of  treatment  observed.  A  good  dresser  will 
iorm  as  little  slime  as  possible,  since  when  the  ore  is  brought  to  this  condition  it  is 
usually  associated  with  a  large  mass  of  worthless  matter ;  and  not  only  so,  but  the 
expense  of  extracting  it  is  materially  increased.  The  loss  under  the  most  favourable 
munipulation  is  very  largo,  whilst  the  machinery  requisite  is  probably  more  compli- 
cated and  expensive  than  any  other  section  of  the  dressing  plant.   Although  several 
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machines  nre  illustrated  under  this  hend,  nnd  many  more  might  have  boon  added,  it 
dues  not  follow  that  they  may  be  advantageously  employed  for  every  variety  of  ore. 

Thus  an  apparatus  which  would  enrich  slimes  by  one  operation  from  1  i  to  5  per 
cent,  might  bo  both  economical  and  desirable  for  treating  copper  ore,  but  would  not 
bo  so  important  in  the  case  of  lead  ore  of  the  same  tenure ;  for  after  deducting  the 
loss  of  metal  incident  to  the  enrichment,  charging  the  manipulative  cost  on  the  full 
quantity  of  stuflF,  and  estimating  the  relative  value  of  the  two  protlucts,  it  might  be 
ibuiid  that  one  would  scarcely  leave  a  margin  of  gain,  whilst  the  otlier  would  jield  a 
satisfactory  profit. 

'J'ho  proper  sizing  and  subdivision  of  slime  is  as  necessary  as  in  the  case  of  ooarsor 
work.  In  some  of  the  German  mines  four  or  five  distinct  classes  of  slime  are  made, 
each  class  being  treated  on  suitable  enriching  tables. 

Richards'  Sit  me  Separator. — The  water  and  stuff  from  the  slimo  separated,  is  de- 
livered through  a  launder  into  a  pit,  at  the  head  of  which  is  fixed  a  slightly  inclined 
plank,  divided  into  channels  by  slips  of  wood  set  in  a  radial  direction  from  the  aper- 
ture of  the  delivery  laiiniler.  This  pit  has  the  form  of  an  inverted  cone,  and  sine!; 
the  water  passes  tlirough  it  at  a  very  slow  rate,  the  more  valuable  and  heavier  matter.: 
v.-ill  be  deposited  at  the  bottom.  This  apparatus  thus  becomes  not  only  a  slimo  pit, 
but  also  a  slime  separator. 

The  ordinary  slimo  pit  has  usually  vertical  sides  and  a  flat  bottom  ;  the  slime  and 
water  enter  it  at  one  of  its  ends  by  a  narrow  channel,  and  leave  from  the  other  by  the 
same  means. 

A  strong  central  current  is  thus  produced  through  the  pit,  which  not  onlj'  carries 
with  it  a  portion  of  valuable  slime,  but  also  produces  eddies  and  counter-currents 
towards  the  sides,  which  have  the  effect  of  retaining  matters  which  from  their  small 
density  should  have  been  rejected. 

The  improved  pit,  fff,  724,  receives  its  slimes  from  the  launder  b,  and  lets  off  a 


portion  of  them  at  c,  whilst  the  richer  and  heavier  matters,  which  fall  to  the  bot- 
tom, escape  through  the  launder  d,  regulated  by  means  of  the  plug  a,  and  screw  a'. 

In  many  cases  sand  and  slime  stuff  are  much  commingled  with  clay,  and  require 
to  be  broken  and  disintegrated  before  the  ore  can  be  extracted.  A  method  for  accom- 
plishing this  is  shown  in  Jig.  725.  a  is  the  circumferential  line  of  a  round  buddle; 
n,  launder,  leading  to  such  buddle ;  c,  sifting  trommel ;  d,  rotating  paddles ;  b,  tor- 
mentor ;  F,  dri-\ang  shaft. 

A  modification  of  this  method  is  found  in  the  slime  trommel,  Jig.  726.  a,  hopper, 
into  which  slimes  are  lodged;  b,  launder,  delivering  clean  water  into  hopper  a;  c, 
trommel  of  sheet  iron,  fitted  in  the  interior  with  spikes  for  the  purpose  of  dividing 
the  stuff;  D,  disc,  perforated  to  prevent  the  passage  of  pieces  of  chips  or  bits  of  clay 
and  stone ;  e,  Archimedean  pipes  fitted  into  a  disc  of  sheet  iron,  conveying  water 
into  gauze  or  perforated  trommel  f  ;  o,  slime  cistern ;  h,  cistern  for  receiving  the 
rough  stuff;  j,  slimo  outlet,  communicating  with  round  buddle,  or  other  suit^vble 
apparatus ;  k,  outlet  for  trommel  raff,  which  may  be  delivered  to  a  sizing  cistern. 
The  speed  of  the  gauze  trommel  for  fine  slimes  varies  from  80  to  100  feet  per 
minute.  j  •  ,  j 

Hmd  2?MdiZfo.— This  apparatus  (fiq.  727),  is  somewhat  extensively  employed  in  lead- 
piines  for  the  copcontration  of  stuff'  ^hich  contains  but  a  pmall  proportiop  of  ore,  suci 
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as  middles  and  tails  resulting  from  the  round  Luddle,  or  the  tails  from  strips,  &c.  A 
rising  column  of  -water  is  shown  at  a.  This  flows  into  a  trough  b,  and  through  peg- 
holes  into  c.  Here  tlie  stuff  to  be  treated  is  introduced,  and  continually  agitated  by 
tlie  boy  in  attendance.  The  finer  portion  passes  through  the  perforated  plate  at  d, 
and  is  distributed  by  the  fan-shaped  incline  e  in  an  uniform  sheet  on  the  head  of 
the  buddies.     A  boy  stands  just  below  the  line  of  the  middles  with  a  wooden 
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rake;  with  this  instrument  he  continually  directs  the  descending  current  to  the  head 
of  the  buddle,  and  by  this  means  succeeds  in  separating  a  larger  proportion  of  the 
ore  than  would .  otherwise  be  done.    Whether  the  rake  or  the  broom  be  employed 
It  is  found  that  some  of  the  fine  lead  is  fiorrined  to  the  extreme  tail  of  the  buddle  In 
order  to  prevent  this  the  frame  g  has  been  introduced.    It  is  strained  with  ca'nvas 
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and  floats  on  ^e  water.    Tliis  canvas  retains  the  fine  lead,  which  is  from  time  to 

fthTM  '^^'^  ^  ^^'^  '"''^'^  t°  dotted'  Srshows  Sie  heac  s 

J  the.  buddle;  from  this  to  the  second  dotted  line  will  be  the  middles  and  from 

.xact  line  of  heads,  tails,  and  middles  must  depend  upon  their  relative  richness.  The 


^^^^y^^&r:^  ^^lowing 

btuff  operated  upon  ;  tails  from  washing  strips  assayed  13  per  cent. 


No.  1.  Heads,  assayed 
,.   2.  Middles,  „ 
.)   3.  Tails, 


With  broom 
16  per  cent. 

4:^  » 


With  rake 
20  per  cent. 
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It  would  bo  found  a  groat  improvement  if  tlieso  buddies  wero  arranged  so  as  to  have 
tlieir  bottoms  elevated  when  it  might  bo  necessary.  As  they  are  fitted  at  present  the 
angle  at  the  head  is  a  constantly  increasing  one.  The  result  is,  the  heads  become 
poorer  and  the  tails  richer,  as  the  operation  proceeds,  provided  the  fixed  inclination 
of  tho  buddle  is  correct  at  starting.  In  proportion  to  the  poorness  of  the  stuff  the 
huddle  should  have  its  width  increased,  as  well  as  be  made  shallower.  If  the  stuff  be 
also  passed  through  a  trommel  before  entering  the  buddle,  the  result  will  be  found 
much  improved. 

Bound  Buddie. — This  machine  servos  to  separate  particles  of  unequal  specific  gravity 
in  a  circular  space  inclined  from  tho  centre  towards  the  circumference.  Its  construc- 
tion will  be  best  understood  by  reference  to  fig,  728  ;  in  which  a  is  the  conical  floor, 


formed  of  wood,  and  about  18  feet  in  diameter,  on  which  the  stuff  is  distributed  ;  b  is 
a  cone,  supporting  the  upper  part  of  the  apparatus,  and  serving  to  effect  the  equal  dis- 
tribution of  the  orey  matter,  n,  wheel  for  giving  motion  to  the  arrangement ;  e,  a  funnel, 
perforated  with  four  holes  and  furnished  at  top  with  an  annular  trough  ;  f  f  are  arms, 
carrying  two  brushes  balanced  by  the  weights  o  g  ;  h  is  a  launder,  for  conducting  the 
stuff  from  the  pit  i ;  k  is  a  receptacle  in  which  the  slimes  mixed  with  water  are 
worked  up  in  suspension  by  the  tormentor,  which  is  a  wooden  cylinder  provided  with 
a  number  of  iron  spikes;  l  is  a  pulley  taking  its  motion  from  a  water-wheel,  and  m  a 
circular  sieve  fixed  on  the  arbor  n.  The  stuff  ac  k  is  gradually  worked  over  a  bridge 
forming  one  of  the  sides  of  a  catch  pit  between  the  sieve  M  and  the  tormentor,  from 
whence  it  passes  off  into  the  sieve  by  which  the  finer  particles  are  strained  into  the 
pit  I,  whilst  the  coarser,  together  with  chips  and  other  like  substances,  are  dis- 
charged on  the  inclined  floor  in  connection  with  the  launder  o.  From  the  pit  i  the 
stuff  flows  by  the  launder  h  into  the  funnel  e,  and  after  passing  through  the  perfora- 
tions flows  over  tho  surface  of  the  fixed  cone  b,  and  from  thence  towards  the  circum- 
ference, leaving  in  its  progress  the  heavier  portions  of  _  its  constituents,  whilst  the 
surface  is  constantly  swept  smooth  by  means  of  the  revolving  brushes.^  By  this  means 
tho  particles  of  different  densities  will  be  found  arranged  m  consecutive  circles.  The 
arms  usually  make  from  two  and  a  half  to  four  revolutions  per  minute,  and  a  machine 
having  a  bed  18  feet  in  diameter  will  work  up  from  15  to  20  tons  of  stuff  per  day  ot 

^°in°the' ordinary  round  buddle  the  stuff  is  somewhat  unevenly  distributed,  as  well  as 
imperfectly  separated.  This  arises  from  the  small  diameter  of  the  cone  at  its  base 
and  the  large  volume  of  water  and  slime  discharged  upon  its  limited  surface.  These 
objections  are  to  a  certain  extent  removed  by  an  improved  round  buddle,  fig.  729. 
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a  hopper  A  and  faUs  into  the  basin  b.  The  slime  from  this  basin  flows  freely  over 
the  convex  plate  e  e'.  It  will  appear  that  this  arrangement  secures  an  uniform  distri- 
bution of  the  stuff,  and  at  the  same  time  the  heavier  portion  is  concentrated  with 
greater  rapicUty  than  can  be  accomplished  by  means  of  the  common  rotating  huddle. 

The  diameter  of  the  hopper  from  g  to  H  is  12  inches,  from  j  to  k  6  inches ;  the 
basin  from  c  to  d  is  9  inches  diameter,  and  the  conical  centre  from  f  to  f'  is  7  feet 
diameter.  The  buddlo  bottom  is  covered  with  plank  in  the  usual  way.  Its  diameter 
is  25  feet,  with  an  annular  ditch  or  gullet  12  inches  wide.  Into  this  gullet  the  sterile 
sand  is  scraped ;  and  if  the  nature  of  the  ground  will  admit,  the  bottom  of  the  gullet 
may  be  sufficiently  inclined  to  scour  away  the  stuff,  by  the  action  of  a  stream  of  water. 
Captain  Josiah  Thomas  states  that  the  inclination  of  the  huddle  floor  ^at  Dolcoath 
varies  from  U  inch  to  i  an  inch  in  the  foot ;  viz.  for  worldng  '  roughs '  1^  inch,  for 
slimes  1  inch,  for  treating  stamps  work,  ^  an  inch.  The  diameter  of  the  wood  centre 
F  f',  also  varies  from  7  to  10  feet  diameter.  Mr.  J.  M.  Pike,  of  Camborne,  has 
furnished  the  following  dimensions  of  a  huddle  erected  at  Tincroft : — 

Floor  of  huddle,  20  feet  diameter. 

Inclination  of  floor  of  huddle,  i  of  an  inch  in  a  foot. 

Wood  cone,  9  feet  diameter,  depth  15  inches. 

Number  of  arms  in  huddle,  6. 

Height  of  arms  from  wood  cone,  7  inches. 

Speed  of  distributing  plate,  2^  revolutions  per  minute. 

Buddie,  21  feet  diameter,  filled  in  24  hours  to  a  depth  of  13  inches.  Contents  128 
cubic  feet,  or  5^  cubic  feet  per  hour,  requiring  1,080  gallons  of  water,  or  204  gallons 
per  cubic  foot  of  stuff  treated. 

The  transverse  section,  Jiff.  730,  shows  the  application  of  these  buddies  to  the 
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enrichment  of  tin  ores,  a,  stamps  pass  ;  b,  framework  of  stamps  ;  c,  stamps  platform  ; 
D,  launder  for  conveying  stamp  work  to  buddies  e  and  f.  Between  the  respective 
buddies  runs  a  gullet,  g,  into  which  the  waste  flows,  when  the  flushets,  h  h,  are 
opened.  The  bed  of  each  huddle  is  20  feet  in  diameter,  the  annular  spaces  i  i,  one 
foot  wide,  making  the  distance  from  wall  to  wall  22  feet.  It  will  be  observed  that 
the  annular  space  is  inclined  towards  the  gullet,  g.  One  huddle  is  sufficient  to  treat 
the  stuff  pulverised  by  a  set  of  twelve  or  sixteen  stamp-heads. 

The  inclination  of  the  huddle  bottom  is  ^  of  an  inch  per  foot.  Motion  is  given  to 
the  centre  plate  and  arms  by  moans  of  bevil  gearing,  moved  by  the  stamping  engine. 
The  distributing  plate  of  the  huddle  makes  2.^  revolutions  per  minute.  The  stamp- 
work,  when  passed  through  a  perforated  plate,  liaving  36  lioles  to  the  lineal  inch,  can 
bo  concentrated  at  the  rate  of  5  cubic  feet  per  hour. 

Slime  Bvddle. — This  machine,  fig.  731,  is  said  to  effect  the  separation  of  the  earthy 
matters  from  finely-di-\aded  ores  more  readily  than  the  ordinary  round  huddle.  For 
this  purpose  the  pulverised  ore  is  introduced  near  the  centre  of  a  large  slightly 
conical  rotating  table,  and  flowing  towards  its  periphery  a  portion  of  the  upper 
part  or  head  becomes  at  once  freed  from  extraneous  substances.  Beyond  this  line  of 
separation  in  the  direction  of  the  circumference,  tlie  stuff  is  subjected  to  the  action 
of  a.  series  of  brushes  or  rakes,  and  by  means  of  a  sheet  of  Avater  flomng  over  the 
agitated  slimes,  clean  ore  is  stated  to  be  produced  almost  at  a  single  operation. 

The  illustration, /^r.  731,  represents  this  machine  at  flrst  erected  at  Clausthal,  but 
it  may  be  remarked  that  some  of  its  mechanical  details  have  been  since  judiciously 
modified  by  Mr.  Zcnner.  a  is  an  axis  .supporting  and  giving  motion  to  the  table  b, 
16  feet  in  diameter,  and  rising  towards  the  centre  1  inch  per  foot;  c,  cast-iron 
wheel,  15  inches  in  diameter,  operated  on  by  the  screw  D.  The  tooth-wheel  f 
drives  the  pinion  /,  the  axis  of  Avhich  is  provided  with  a  crank  giving  motion  to  a 
TOd  fitted  with  brushes;  o  is  an  anmdar  receiving  box,  4.J  inches  wide  and  6  inches 
deep ;  a,  circular  trough  of  sheet  iron  supported  on  thp  axis  of  the  table  an  inch  or 
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two  above  its  suvfaco,  and  so  dividod  that  ono  quarter  of  it  serves  for  the  reception 
and  equal  distribution  of  the  slime,  whilst  the  other  three  quarters  supply  dear 


water ;  h,  launder  for  supplying  slime  ore,  behind  which  is  another  not  shown,  for 
bringing  in  clear  water,  o,  trough  supplying  additional  water  to  the  stuff 
agitated  by  the  brushes.  One  end  of  this  water-trough  is  fixed  about  the 
middle  of  the  table,  whilst  the  other  advances  in  a  curved  direction  nearly  to  the 
circumference. 

Concave  Buddie. — The  object  of  this  apparatus,  Jiff.  732,  is  to  concentrate  on  the 


periphery  of  the  floor,  instead  of  the  centre.  This  arrangement  gives  an  immense 
working  area  for  the  heads,  and  at  the  same  time  admits  of  the  separation  of  a  greater 
portion  of  the  waste  than  can  be  effected  by  the  ordinary  round  buddle.  After  the 
slimy  water  has  been  discharged  on  the  edge,  the  area  over  which  it  has  to  be  distri- 
buted is  gradually  contracting,  thereby  increasing  the  velocity  of  the  flow,  and 
enabling  it  to  sweep  off  a  proportionate  quantity  of  the  lighter  matter  associated  with 
the  ore.  a  represents  the  inflow  slime  launder ;  b,  a  separating  trommel,  through 
which  the  slimes  pass  previous  to  their  entrance  into  the  launder  «.  c,  outlet  launder, 
for  taking  off  castaways ;  d,  arbor  giving  motion  to  the  buddle  arms  and  diagonal 
distributing  launders  attached  thereto,  held  by  the  braces  w  w' ;  e,  bevel  wheel  on 
driving  arbor ;  /,  downwright  launder,  to  which  is  affixed  a  regulating  cock,  k,  for  sup- 
plying slimes  to  trommel ;  h,  launder  for  delivering  clean  water  to  circular  box  m, 
and  which  water  passes  through  slot  openings  at  p  p,  uniting  with  and  thinning  the 
slimy  matter  previous  to  its  passing  into  the  diagonal  delivery  launders ;  I',  circular 
pit  for  receiving  tailings.  Attached  to  the  wooden  bar  x  is  a  piece  of  canvas  with 
corresponding  pieces  depending  in  a  similar  manner  from  each  arm,  and  which  serve 
to  give  an  even  surface  to  the  stuff  in  their  rotation.  The  slimes  flow  from  four 
.diagonal  launders,  each  having  its  upper  end  in  communication  with  the  box  I.  The 
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sDeed  of  the  arms  and  diagonal  launders  must  vary  with  the  nature  of  the  stuff  to  be 
onerated  upon  ;  for  rough  sands  eight  revolutions  per  minute  have  been  found  sufficient, 
but  for  fine  slimes  from  fourteen  to  sixteen  revolutions  in  the  same  time  are  necessary. 
The  inflow  of  slime  and  water  should  also  be  proportioned  to  the  speed  and  density 
of  the  stuff  to  be  treated.  No  precise  instructions  can  be  offered  on  this  head,  but  an 
experienced  dresser  woidd  easily  determine  the  proportions  after  a  few  trials.  The 
bed  is  18  feet  diameter,  and  has  a  declination  of  about  6  inches  from  the  edge  to  the 
point  where  it  unites  with  the  horizontal  portion  of  the  floor. 
Experiment  on  slime  ore,  very  fine  and  much  intermixed  with  carbonate  of  iron  :— 

Per  cent. 

Produce  before  entering  buddle   .       .  6 

Heads  of  buddle  averaging  3  inches  deepi    jgi  and  30  oz.  of  silver  per  ton  of  lead. 

and  22  inches  wide  .       .       .  -J 

of  buddle  averaging  If  inch.    )     6A  and  42  oz.  „  „ 

deep  and  18  inches  wide 
Tails  of  buddle  averaging  f  inch  deep .        3  and  65§-  oz.  „  „ 

Castaways  ......  h 

Time  required  to  fill  buddle,  3  hours ;  number  of  arms  in  buddle.  4 ;  nuinber  of 
revolutions  of  arms  per  minute,  8.  • 

Experiment  on  fine  slimes,  much  associated  with  carbonate  of  iron  : — 

Produce  before  entering  the  buddle    .       .       .3  per  cent. 
Heads  3  inches  deep,  16  inches  wide  .       .  .74,, 
Middles  1^     do.      12        do.        ...    1  „ 
Tails   .  traces. 

Number  of  revolutions  of  arms  per  minute  14 ;  time  required  to  fill  buddle  6  hours. 
In  working  this  buddle  one  month  upon  the  fine  and  rough  slimes,  indicated  in  the 
two  foregoing  experiments,  the  results  obtained  were  : — 

Mean 

Assay  of  stuffvbefore  entering  the  buddle  .      .    6*0  per  cent. 

Heads  afforded  12'5  „ 

Middles  5-0  ,, 

Tails  0-77 

Experiment  on  slime  ore  containing  7?  per  cent,  of  lead : 

In  12  hours  4  tons  were  washed,  and  gave  14  cwts.  of  crop,  28  cwts.  middles, 
12  cwts.  tails,  and  26  cwts.  of  waste.  The  14  cwts.  of  crop  were  washed  in  3  hours, 
and  afforded  3^  cwts.  dressed  slime  ore,  5^  cwts.  of  middles,  4  cwts.  of  tails,  and  1  cwt. 
of  castaways.  The  middles  resulting  from  both  operations,  viz.  33^  cwts.  were  washed 
in  8  hours,  and  gave  crop  4  cwts.,  middles  12  cwts.,  tails  4  cwts.  and  waste  13^  cwts. 
The  tails  were  now  washed  in  3  hours,  and  afforded  4  cwts.  of  middles  and  12  cwts. 
of  castaways.  16  cwts.  of  middles  were  also  washed  in  3  hours,  and  furnished  2  cwts. 
crop,  6  cwts.  middles,  and  8  cwts.  of  castaways.  In  addition,  10  cwts.  of  crop  ore  were 
washed  during  3  hours,  and  gave  \{-^  cwt.  of  slime  ore,  crop  1  cwt.,  middles,  6  cwt., 
castaways  1  cwt. 

The  results,  therefore,  show  that  4  tons  of  rough  slimes  were  washed  in  32  hours, 
and  afforded  b\  cwts.  slime  ore  at  43  J-  per  cent.,  leaving  1  cwt.  of  crop  at  31  per  cent., 
and  ]  2  cwts.  of  middles  yielding  4:j  per  cent.  A  comparison  was  also  made  with  the 
shaking  table  ;  5  tons  of  the  same  slimes  were  washed  in  48  hours,  and  gave  7  cwts. 
of  dressed  ore,  1  cwt.  of  heads,  and  8  cwts.  of  middles. 

The  Table  at  top  of  following  page  shows  the  results  of  an  experiment  made  between 
tlie  concave  buddle  and  tlio  ordinary  round  buddle ;  time  occupied,  24  hours. 

The  tails  lying  upon  the  horizontal  part  of  the  concave  buddle  contained  27^  per 
cent,  of  zinc  and  2i-  per  cent,  of  lead. 

It  will  be  perceived  that  the  much  larger  crop  from  the  concave  buddle  was  more 
than  twice  as  rich  for  lead,  whilst  it  was  only  2  per  cent,  richer  for  zinc. 

Quartzose  ore  without  blende  was  then  tried,  and  a  similar  weight  gave  1,570  lbs. 
of  crop,  affording  per  cent,  or  888^  lbs.  of  lead,  and  3,450  lbs.  of  middles  of 
I't  per  cent,  produce,  equal  to  483  lbs.  of  lead,  or  together  5,020  lbs.  of  stuff  con- 
taining 1,372  lbs.  of  lead.  The  round  buddle,  on  the  contrary,  gave  455  lbs.  of  crop 
ore,  of  63|-  per  cent.,  equal  to  290  lbs.  of  lead,  2,900  pounds  of  middles,  of  18  J-  per 
^°Yj^^jepresenting  641  lbs.  of  lead,  or  a  total  of  3,365  lbs.  of  stuff,  containing  831  lbs. 

Fiff.  733  represents  a  buddle  arranged  for  the  treatment  of  fine  slimes.  It  is  entirely 
constructed  of  metal,  and  every  part  is  carefully  fitted  in  order  to  secure  an  even  and 
cieiicate  action.    The  stuff  is  introduced  into  the  hopper  A,  from  whence  it  passes  into 
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Pounds 

Water. 
Weight 
per  cent. 

Dry 

Lead 

Blende 

Weight 

Assay 
per  cent. 

Total 

Assay 
per  cent. 

Total 

Quantity  of  slimes 
to  each  huddle  . 

4262 

23| 

3268 

8-7 

284-5 

34-33 

1  1  9 1  •  "i 

Obtained  from  con- 
cave buddle : — 
Crops  . 
Middles 

505 
1350 

lo'4 
257 

427 
1003 

23-6 
7-6 

100-8 
77-7 

36-  65  ■ 

37-  0 

155-6 
371-0 

Total  . 

1430 

178-5 

626-6 

Obtained  from  round 
buddle : — 
Crops  . 
Middles 

510 
2530 

24-8 
39-9 

383-5 
1521-0 

10-2 
7-86 

_ — 

39- 
119-5 

34-64 
27-59 

133-4 
419-6 

Total  . 

1904-5 

158-5 

553  0 

Loss  by  concave  buddle  . 
„      round  „ 

106- 
125-9 

• 

694-0 
568-5 

the  trommel  n,  turned  by  the  band  c.  The  fine  stuff  passing  through  the  perforated 
cylinder  d,  falls  upon  the  shoot  f,  and  flows  upon  the  concave  table  e.  This  table  re- 
volves in  the  direction  of  the  arrow  and  acquires  its  motion  by  means  of  the  strap  g 


driving  the  tangent  wheel  and  screw  shown  at  H.  Concentric  with  the  table  a  -wTought- 
iron  pipe  i  is  fixed,  which  is  pierced  with  numerous  small  lioles.  Tlie  quantity  of  water 
to  this  pipe  is  adjusted  by  the  regulating  cocks  J  j'  j".  Beneath  the  table  is  a  circular 
receptacle  or  bottom  k,  having  three  compartments  for  receiving  the  washed  stuff.  From 
a  tod  the  jets  of  water  are  comparatively  light ;  from  dtoc  the  force  of  water  is  increaficd. 
and  still  further  augmented  in  that  portion  of  the  circle  extending  from  c  to  o,  whilst 
from  0  to  X  it  is  sufBciently  powerful  to  clean  the  buddle.    In  each  of  the  sections  a 
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^f-^r,  r.ftr'iste  alon"-  witha  litMo  light  ore  is  Avashcd  into  the  receptacles  underneath, 
K-om  whence  it  may  flow  into  strips  or  buddies  for  further  separation  or  is  other- 

cT  ^pnimlated  upon  a  second  buddle.  The  water  js  supphed  to  the  machine 
LTrB  sure  by  Z  pipe  i,.  This  apparatus  will  wash  from  80  tc,  100  cubic  feet 
nf  free  slimes  in  10  hours,  or  from  60  to  80  cubic  feet  of  tough  slimes  in  the  same 
,.Priod  Lead  stuff  affording  4  per  cent,  with  a  light  waste  has  been  enriched  to 
40  percent,  in  a  second  revolution,  and  in  a  third  and  fourth  rotation  40  per  cent. 
thmo  has  been  enriched  so  as  to  yield  60  per  cent,  of  ore.  The  buddle  table 
m  ikes  two  revolutions  per  minute ;  its  diameter  varies  from  8  to  10  feet,  and  the 
power  required  is  about  one-tenth  of  a  horse-power.     One  boy  can  serve  four 

^^^RiUinger's  Rotating  Buddie— TlYns  apparatus  is  employed  at  Sehemnitz,  and  is 
applicable  to  the  treatment  of  fine  slimes  containing  but  a  small  proportion  of 
nfctallic  substances.  The  accompanying  sketch  {fig.  734)  will  serve  to  explain 
its  construction  and  action.  The  machine  may  be  said  to  consist  of  four  principal 
parts: — 

1st.  The  vertical  axle  a,  which  carnes  the  buddle. 
2nd.  The  surface  of  the  buddle  b. 

3rd.  The  concentric  launders  c  c',  for  supplying  the  diluted  slimes,  as  well  as  clean 
water  to  wash  the  mineral. 

4th.  The  concentric  launders  d  d,  beneath  the  buddle  for  receiving  the  concentrated 
minerals  and  waste. 

The  vertical  axle  a,  is  fitted  with  a  cast-iron  centre-piece,  which  receives  16  wooden 
arms;  these  support  the  same  number  of  segments,  and  form  &  circle  16  feet  in 
diameter.  Each  segment  is  divided  into  two  parts,  by  radial  strips  of  wood,  so  that 
the  whole  surface  of  the  buddle  is  divided  into  thirty-two  parts,  each  being  5^  feet 
long,  and  having  a  fall  of  about  6  inches  towards  the  centre. 

Motion  is  given  by  a  tangent  wheel  and  screw  geared  at  the  upper  end  of  the  axle, 
one  revolution  in  ten  minutes  being  the  required  speed.  Above  the  buddle  are  two 
concentric  launders,  the  one  c',  at  the  periphery, 
being  for  clean  water,  the  other  c,  nearest  the 
centre,  for  the  contents  of  the  sizing  apparatus. 
The  stuff  is  introduced  by  means  of  feeding 
boards  on  the  outer  circumference  of  the  buddle. 

Between  each  feeding  board  a  fine  sheet  of 
water  flows  to  the  buddle  from  the  launder  c. 

After  the  last  feeding  board,  the  launder 
forms  a  curve  towards  the  centre  of  the  buddle, 
and  supplies  along  its  length  a  thin  fine  stream 
of  water,  which  washes  the  deposited  stuff  from 
top  to  bottom,  carrying  away  all  the  lighter 
particles,  and  leaving  only  the  heaviest  minerals 
on  the  surface  of  the  buddle.  The  buddle,  after 
passing  this  point  in  the  course  of  its  rotation, 
comes  under  a  strong  jet  of  water  flowing  from 
a  pipe  /,  supplied  from  a  cistern  about  12  feet 
above.  This  water  flows  with  sufficient  force 
to  drive  the  concentrated  mineral  into  the 
launders  d  d,  which  is  divided  into  different  com- 
partments, for  receiving  the  middles  and  waste 
from  the  buddle  during  its  revolution.  These 
are  thrown  away,  unless  it  be  found  that  the 
middles  are  worth  repassing  over  the  buddle. 
Tlio  finer  the  slimes,  the  more  perfect  is  the  result.  The  slimes  from  the  sizing 
apparatus  should  be  thin,  from  2|  to  4}  lbs.  of  sand  to  a  cubic  foot  of  water  being 
sufficient. 

The  water  required  for  cleansing  is  from  eight  to  nine-tenths  of  a  cubic  foot  per 
minute. 

The  water  for  driving  off  the  clean  product  is  from  one  and  a  half  to  one  and  six- 
tenths  of  a  cubic  foot  per  minute. 

Altogether,  the  quantity  of  water  required  per  minute  is  about  2^  cubic  feet. 
_  The  buddle,  if  properly  constructed,  extracts  about  80  per  cent,  of  the  ore  contained 
in  the  slimes,  and  will  treat  about  1  cwt.  per  hour.   One-twentieth  of  a  horse-power  is 
sufiicient  for  rotating  the  buddle. 

A  valuable  set  of  buddies  for  enriching  palpable  slimes,  has  been  in  use  for  many 
years  at  the  lead  and  silver  ore  dressing  establishment  near  Ems,  Prussia. 

The  apparatus  is  shown  in  elevation  fig.  735  and  plan  fig.  736,  and  consists  of  a 


140 


DRESSING  OF  ORES 


735 


DRESSING  OF  ORES 


141 


small  and  n  large  circular  table,,  each  rotated  by  means  of  a  tangent  wheel  and  screw. 
Slime  of  the  fourth  class,  exceedingly  fine,  passes  first  to  the  small  table  10  foet 
diameter,  and  after  being  deprived  of  the  greater  portion  of  its  ore,  flows  to  the  larger 


table  18  feet  diameter,  where  it  is  divided  into  a  weakly-enriched  product  and  waste. 
The  fall  of  the  table  is  6°,  and  one  revolution  is  performed  in  four  minutes :  the 


waslnng  water  is  distributed  by  means  of  3  short  wrought-iron  pipes,  through  a  line  of 
perlorated  holes,  and  a  segmontivl  launder  ;  sufficient  water  being  supplied  to  effect  the 
uesired  separation,  the  brushes  making  100  strokes  per  minute  serving  to  clean  the 
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table.  A  fixed  blunder  or  trough  coincidont  with  the  periphery  of  the  table  is  divided 
so  as  to  receive  the  ore  and  oroy  stuff. 

In  addition  to  the  raaehinos  already  described,  a  slime  or  sludge  dressing  apparatus 
has  been  designed  by  Mr.  Borhiso.  Fig.  737  represents  an  elevation,  and  Jig.  738  a 
plan  of  this  machine. 

It  is  described  by  the  inventor  as  follows: — The  mineral  from  which  it  is  desired 
to  separate  the  metallic  ore  having  been  crushed  or  pulverised,  is  conducted  through 
a  pipe  or  channel  into  a  revolving  cylindricil  sieve,  a  a.  The  Lirger  parts  pass  into 
a  shoot  or  liiundor  n,  and  from  thence  into  a  self-acting  jigging  machine.  The 
slime  or  fine  portion  passes  through  the  meslios  of  the  sieve  into  a  shoot,  c,  and  is 
discharged  into  an  annular  launder,  from  -whence  it  falls  either  into  a  stationary  or 
revolving  distributor,  d  d.  From  thence  it  flows  through  suiuiblo  channels  into  the 
outer  part  of  the  machine,  e.  The  apparatus  is  fixed  on  a  perpendicular  axis,  f,  and 
is  kept  in  a  continual  oscillatory  motion  by  means  of  cranks  and  connecting  rods,  g, 
the  speed  of  the  cranks  being  adjusted  so  as  to  keep  the  slime  in  continual  motion, 
and  at  the  same  time  cause  the  ore  to  descend  and  deposit  itself  at  the  bottom,  whilst 
the  waste  or  lighter  portion  is  carried  towards  the  inner  part  of  the  machine,  whore 
it  passes  over  a  moveable  ring,  h,  which  is  raised  mechanically,  and  in  proportion  as 
the  ore  rises  in  the  apparatus.  The  waste  is  discharged  through  the  outlet  i,  and 
conveyed  away  in  launders.  When  the  machine  is  filled  with  ore,  it  can  be  settled, 
as  in  the  dolly  machine,  by  means  of  percussive  hammers,  j  j.  The  ore  can  bo 
collected  either  by  reversing  the  gear  and  lowering  the  ring  h,  or  it  may  be  washed 
into  a  receiver  as  convenient. 

Motion  is  given  to  the  vertical  bar  k,  which  is  made  to  vibrate  so  as  to  turn  by 
means  of  a  ratchet  the  wheel  l,  fitted  on  a  horizontal  shaft,  m.  The  ratchet  is 
raised  or  lowered  by  a  worm  screw,  in  order  to  increase  or  decrease  the  speed  ren- 
dered necessary  by  the  quality  of  ore  operated  upon.  On  the  horizontal  shaft  m 
is  a  worm  pinion,  that  works  a  wheel  on  a  perpendicular  shaft,  n,  on  which  is  fixed 
a  second  worm  pinion,  raising  or  lowering  the  tooth  segment  on  the  end  of  the  beam 
o.  This  segment  can  be  shifted  out  of  gear.  The  opposite  end  of  the  beam  o  is 
attached  to  the  rod  p,  and  connected  with  the  crossbar  e,  as  also  with  the  ring  h, 
which  has  a  reciprocatory  motion  in  the  centre  of  the  perpendicular  shaft  f. 

From  the  foregoing  description  it  would  appear  that  Mr.  Borlase  has  combined  in 
this  apparatus  the  principles  of  the  round  buddle  with  that  of  the  dolly  tub. 

Slime  Tnmking  Apparatus. — The  illustration, 739,  shows  the  apparatus  employed 
in  some  of  the  lead-mines  of  Cardiganshire.  The  slimes  are  lodged  in  the  several 
settling  pools  marked  A,  and  flow  through  the  channels  b.  At  c  the  slimes  pass  into 
the  launder  d  to  the  box  e,  where  they  are  comminuted,  and  from  thence  progress 
into  the  trommel  f.  From  the  circular  cistern  g,  V-shaped  launders  diverge  to  the 
trunks  K,  which  are  divided  by  partitions  i.  Upon  the  axis  j  in  each  buddle  head, 
paddles  rotate,  and  flush  the  slimes  over  a  head  board,  where  a  partial  separation  is 
effected.  The  wheel  l  is  driven  by  water  from  the  pools  a,  and  any  excess  is  carried 
off  by  the  launder  n.  At  o  o  two  hand-buddies  are  shown ;  those  are  intended  for 
the  concentration  of  the  heads  and  middles  produced  in  the  trunk  k.  The  axis  at  p 
is  furnished  with  spikes  for  the  purpose  of  breaking  up  the  slimes.  After  the 
water  has  passed  over  the  wheel  l,  it  flows  into  the  launder  e,  and  from  thence 
into  Q. 

At  the  Minora  lead-mines,  where  the  ore  produced  is  very  massive  and  capable  of 
a  high  degree  of  enrichment,  the  slimes  average  9  per  cent.,  and  are  concentrated  by 
means  of  this  apparatus,  together  with  a  round  buddle  and  dolly  tub,  to  75  per  cent, 
of  metal.  "With  six  trunks,  one  round  buddle,  one  man,  and  four  boys,  about  nine 
tons  of  clean  ore  are  obtained  monthly. 

Attempts  have  been  made  by  Brunton  and  others  to  separate  metalliferous  ores 
of  different  specific  gravities  by  allowing  them  to  descend  at  regular  intervals  in 
still  water.  By  reversing  the  operation  and  causing  the  current  to  ascend  uniformly, 
the  particles  may  be  much  more  conveniently  and  accurately  classified.  This  has 
boon  done  in  a  machine  designed  by  the  late  Mr.  Herbert  Mackworth.  Suppose  a 
funnel-shaped  tube,  larger  at  the  top ;  with  a  current  of  considerable  velocity  flowing 
upwards  through  it,  grains  of  equal  size  of  galena,  pyrites,  and  quartz,  when  thrown 
in,  will  be  suspended  at  different  heights  depending  on  the  velocity  of  the  current  at 
each  height.  Thus  cubical  grains  of  galena,  iron  pyrites,  and  quartz,  of  inch 
diameter,  will  be  just  suspended  by  vertical  currents  moving  at  velocities  of  12  inches, 
7  inches,  and  5  inches  linear  per  second;  flat  or  oblong  particles  require  rather  less 
velocities  to  support  them,  inasmuch  as  they  descend  more  slowly  in  still  water  than 
the  cubical  or  spherical  particles.  ,  ,  ,        ,  , 

A  simple  form  of  applying  this  principle  is  presented  by  the  vertical  trunks  shown 
in  figs.  740  and  741.    MetalUferous  ore.  after  being  classified  by  sifting,  or  tin  ore 
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as  it  comes  from  the  stamps,  maybe  allowed  to  flow  mixed  with  water  down  the  shoot 
A  The  supply  of  water  should  be  taken  from  a  head  so  as  to  be  perfectly  umform  in 
miant  iv  The  water  mixed  with  the  ore  flows  in  the  direction  of  the  arrows  down 
then  up  the  divisions  b'.  b^b',  b',  bS  each  of  which  increasing  in  area  the 
vetc  y  of  '^^^^^^^  diminishes  in  the  same  proportion.    The  particles 


of  greatest  specific  gravity  will  be  deposited  in  the  bottom  of  b'.  In  the  bottom  of 
n-  will  be  found  small  particles  of  great  specific  gravity  and  large  particles  of  small 
specific  gravity.  The  same  relation  will  exist  in  B^  b''  and  b",  only  the  particles  of 
each  will  be  smaller  in  succession.   The  plugs  in  the  holes  c  c  c  being  opened  as  is 
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found  necessary,  allow  tlio  nccumulations  in  tlio  bottom  of  each  trunk  to  discharge 
tUemsolvos  into  separate  troughs,    The  rocking  frame  and  rakes  d  d  constantly  stir 

740  741 


up  the  sediment  so  as  to  bring  it  under  the  action  of  the  water.  To  produce  the 
oscillation  of  the  rakes,  two  spade-shaped  plates  K  e  are  exposed  to  the  action  of  the 
falling  water  discharged  from  the  end  of  the  box  which  rocks  the  frame  to  and  fro. 
The  ore  in  the  first  trunk  is  fit  for  smelting ;  the  ore  passing  off  from  the  bottom  of 
the  other  trunks  is  in  a  very  favourable  condition  for  framing,  or  it  may  be  sifted  to 
remove  the  larger  particles  of  less  specific  gravity. 

The  Each  or  Hand-frame, — This  is  composed  of  a  frame  c,  fig.  742,  which  carries 
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a  sloping  board  or  table  susceptible  of  turning  to  the  right  or  left  upon  two  pivots  k  k. 
The  head  of  the  table  is  the  inclined  plane  t.  A  small  board  p,  which  is  attached  by 
a  strip  of  leather  l,  forms  a  communication  with  the  lower  table  c,  whose  slope  is 
generally  5  inches  in  its  whole  length  of  9  feet,  but  this  may  vary  with  the  nature  of 
the  ore,  being  somewhat  less  when  it  is  finely  pulverised. 

In  operating  with  the  table,  the  slimy  ore,  to  the  extent  of  15  or  20  pounds,  is 
placed  on  the  head  t,  and  washed  over  l  and  p  on  to  the  table ;  then  the  operator 
with  a  toothless  rake  distributes  it  equally  over  the  head,  the  richest  particles  remain 
on  the  highest  part  of  the  table  by  virtue  of  their  greater  specific  gravity,  whilst  the 
muddy  water  falls  through  a  cross  slit  at  the  bottom  into  a  receptacle  b.  'Vfhen  the 
charge  of  ore  has  been  thoroughly  racked,  the  table  is  turned  on  its  axes  k  k  until  it 
is  brought  into  a  vertical  position,  and  the  deposit  on  its  surface  is  washed  into  boxes 
b'  b".  The  box  b'  will  contain  an  impure  slime,  which  must  be  again  framed,  whilst 
b"  will  probably  contain  a  slime  sufficiently  enriched  to  be  finished  by  the  dolly  tub. 

The  slope  of  the  rack  table  for  washing  tin  stuff  is  7 J  inches  in  9  feet.    The  width 

is  about  4  feet.  ,         ,   ,        j       «  x     i.  • 

The  average  quantity  of  lead  slime  which  can  bo  washed  per  day  of  ten  hours,  is 

about  30  cwts.,  and  the  water  necessary,  say  600  gallons. 

The  general  appearance  of  the  rack  ja  shown  in  tho  illustration,  fig.  743.   a,  table ; 
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B,  inclined  plane  upon  which  the  stuff  is  lodged.  Clean  water  flows  over  the  ledge  o. 
When  the  table  A  is  turned  in  a  vertical  position,  the  racking  girl  washes  it  by  de- 

743 


pressing  the  lever  e  attached  to  the  V-shaped  launder  d,  thereby  discharging  the 
water  which  it  may  contain.  The  heads,  middles,  and  tails  are  lodged  in  the  com- 
partments F,  G,  and  H,  respectively. 

The  Machine  Frame,  Jiff.  744,  consists  of  an  inclined  table,  about  8  feet  long  and 


5  feet  wide,_with  sides  5  inches  high.  At  each  end  are  fixed  axles  of  iron,  A  b,  which 
are  centred  in  two  vertical  pieces  of  timber  c  d,  and  admit  of  the  frame  being  turned 
perpendicularly.  At  the  head  of  the  frame  is  a  ledge  b,  on  which  numerous  lozenge- 
shaped  pieces  of  wood  are  fixed  in  order  to  distribute  the  liquid  stuff  on  the  entire 
width  of  the  frame. 

From  the  frame  head,  the  stuff  falls  on  a  sloping  board  f,  which  admits  of  being 
turned,  as  it  is  hung  by  leathern  hinges,  when  the  frame  assumes  an  upright  position. 
At  one  of  the  bottom  corners  of  the  frame  is  a  box  g,  into  which  the  chief  part  of  the 
water  from  the  table  flows.  In  operating  with  this  machine,  the  liquid  matter  is 
admitted  to  the  frame  head  e,  through  the  hole  h,  and  flowing  in  a  thin  sheet  on  the 
table  I  deposits  the  vein-stuff  according  to  its  varying  specific  gravity,  the  best  quality 
being  heads  from  1  to  2,  the  middles  from  2  to  3,  whilst  the  tails  are  lodged  at  the  end 
ot  the  apparatus.  To  the  water  wheel  is  attached  a  horizontal  axle  fitted  at  given 
aistanccs  with  cams,  which  disengage  at  the  proper  time  parts  of  the  machinery 
connected  with  the  frame.  The  first  cam  .icts  on  the  rod  k,  and  stops  the  flow  of  tin 
Blutt;  th^aocond  cam  disengages  a  catch  beneath  tho  displacing  box  containing 
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the  frame  water,  and  imtnediatoly  the  frame  assumes  a  vortical  position  striking  in  its 
movement  a  catch  at  m,  •which  upsets  the  V-shapod  liiunder  n,  containing  pure  water, 
in  such  a  way  as  to  wash  the  ore  on  the  table  into  two  coffers  o  and  p.  The  frame 
then  retiirns  to  its  horizontal  position,  and  the  orey  matter  is  again  admitted  through 
H.  One  boy  can  manage  twenty  of  these  frames.  When  employed  in  cleaning  tin 
stuff,  the  two  coffers  o  and  p  are  discharged  into  separate  pits  about  16  feet  long,  6 
feet  wide,  and  12  or  15  inches  deep.  The  refuse  from  the  end  of  the  frames  as  well  as 
the  slimy  water  from  the  displacing  box,  is  cither  thrown  away  or  subjected  to  further 
treatment ;  the  coffer  o  is  usually  taken  to  the  hand  frames,  after  which  it  is  tossed 
and  packed,  whilst  the  stuff  from  coffer  p  is  again  submitted  to  machine  framing. 


745 


HanoocKs  Slime  Frame,— "L^q  ores  and  accompanying  waste  are  brought  into  a 
state  of  suspension  by  water,  and  arc  then  by  adjustment  made  to  pass  over  a  slight 
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fixll,  so  as  to  produce  tho  greatest  regularity  in  its  flow  over  ta,bles  fixed  upon  a  given 
incline,  each  table  having  a  sufficient  drop  from  the  table  above.  When  tho  tables 
are  sufficiently  charged,  clean  water  is  introduced  to  pass  over  the  table.  Tho 
surfaces  of  tho  tables  aro  subject  to  the  action  of  brushes  or  brooms  during  a  part  or 
the  whole  time  of  both  operations  until  the  ore  is  sufficiently  cleaned.  In  some 
cases  the  use  of  such  brushes  or  brooms  are  dispensed  with.  The  ore  (on  the  tables) 
thus  cleaned  is  washed  off  into  cisterns  by  the  action  of  water  passing  over  the 
surfaces  of  the  tables  after  they  are  raised  to  nearly  perpendicular  positions. 

Fig.  745  represents,  1,  framework  to  carry  the  gear  on  each  side  of  the  machine  ; 
2,  the  stretcher  or  pivot  piece  on  which  all  the  tables  are  resting  ;  3,  centre  bearings 
of  the  tables,  to  which  is  attached  an  adjusting  screw  for  raising  or  lowering  them  ; 
4,  a  slide  valve,  which  admits  or  shuts  off,  as  required,  the  ores,  which  are  previously 
brought  into  a  thin  consistency  with  water;  5,  launder  through  which  the  ores, 
pass  to  the  heads,  which  are  divided  into  sections  and  numbered;  6,  the  ores,  &c., 
dropping  from  the  heads  into  a  launder,  7,  the  working  edge  of  which  is  made  level 
by  an  adjusting  screw  at  each  end  for  the  ores  to  pass  over ;  8  is  a  stretcher,  passing 
over  the  heads  in  both  ends,  bolted  to  1,  from  which  6  and  7  are  supported  by  three 
adjusting  screws  ;  9  are  four  tables  over  which  the  ores  have  to  pass,  first  receiv- 
ing the  deposit  of  the  cleanest  or  best  ores,  and  the  rest  in  gradation ;  10,  the  drop  or 
fall  from  one  table  to  another ;  11,  the  balance  cistern,  into  which  the  refuse  from  the 
tables  passes,  and  when  full,  by  lifting  the  catch  12  it  forms  a  balance  for  turning  up 
the  tables  to  be  washed  down,  each  table  being  connected  with  rods  and  lever  a  ;  this 
done,  such  catch  is  lifted  up,  and  13  forms  a  returning  balance  for  the  tables;  at  14  a 
stream  of  water  is  introduced,  passing  into  15  as  a  receiver ;  on  the  turning  up  of  the 
tables,  valves  16  are  lifted  by  lever  and  rod  17,  and  admit  the  water  into  perforated 
launders  18  to  wash  off  the  ores  into  receivers  19,  tlirough  which  it  passes  out  into 
deposit  hutches.  The  slide  valve  4  having  admitted  a  sufficient  quantity  of  ore,  which 
has  been  deposited  on  the  tables,  is  now  closed,  and  the  valve  20  is  opened  by  the 
dresser  at  rod  handle  21,  through  which  a  supply  of  water  passes  into  launder 
22,  and  flows  over  the  tables  for  the  purpose  of  cleaning  the  ores.  The  framework 
for  the  brushes  23  is  carred  on  four  wheels  24,  each  table  being  suppUed  with  a  brush 

26,  which  brushes  its  respective  table  upwards,  and  on  arriving  at  the  heads  of  the 
tables,  the  brushes  being  all  connected,  are  lifted  by  lever  and  26  slips  into  the  catch 

27,  and  the  brushes  pass  back  over  the  tables  without  touching  until  the  lever  of  the 
catch  is  struck  out  by  28,  and  the  brushes  drop  again  on  the  tables.  Each  brush  is 
adjusted  by  screws  and  carried  on  arbors  running  across  the  ftame.  This  frame  with 
its  appendages  is  propelled  by  a  rod  29,  attached  to  a  beam  30,  that  can  be  worked 
by  any  sufficient  power  that  may  be  applied. 

The  ores  passing  from  the  third  and  fourth  tables  through  the  two  lower  receivers 
19  into  a  cistern,  are  lifted  by  a  plunger  b,  attached  to  beam  30,  by  a  rod  31,  and 
passes  back  by  launder  32  to  be  readmitted  into  slide  valve  4,  and  repass  the  tables. 
In  11  balance  cistern  is  a  valve  33,  which  on  the  dropping  of  the  table  lets  out  the 
contents.  34  is  a  catch  for  holding  the  frame  and  brushes  during  the  time  of  turning 
down  and  washing  the  tables.  The  machine  is  to  be  worked  with  or  without  brushes, 
as  the  character  of  the  ores  may  require.  It  may  be  extended  or  diminished  to  any 
niimber  of  tables,  and  their  size  may  vary  as  may  be  found  necessary  on  the  same 
principle,  c  is  a  wheel  acting  as  a  paraUel  motion  for  the  plunger  pole  and  running 
on  a  bar  of  iron.  j.     ^    r  o 

This  machine  was  in  constant  use  at  the  Great  Polgooth  Mine  for  some  time, 
and  It  is  said  effected  a  saving  of  30  per  cent,  in  the  dressing  of  slime  ore.  It  is 
not  so  well  adapted  for  rough  as  for  the  treatment  of  fine  slimes 

Percussion  Table. -The  diagrams, /^-s.  746,  747.  748,  exhibit  a  plan,  vertical  sec 
tion,  and  elevation  of  one  of 

these  tables.  The  arbor  or  746 
shaft,  is  shown  in  section  per- 
pendicularly to  its  axis,  at  a. 
The  cams  are  shown  round 
its  circumference,  one  of  them 
having  just  acted  on  n. 
_  These  cams,  by  the  revolu- 
tion of  the  arbor,  cause  the 
alternating  movements  of  a 

homontal  bar  of  wood,  o,  u,  which  strikes  at  the  point  u  against  a  table  dbcu  Thi. 
teble  19  suspended  by  two  chains  t,  at  its  superior  end,  and  by  two  rods'  at  its"  lowIJ 
bbck  n/'r  been  pushed  by  the  piece,  o,  u,      r.^^oZclIir^^iiV^^Z  l 

table  I  .  A  levers,  2,  serves  to  adjust  the  inclination  of  the  moveable 

table,  the  pivots  2  being  points  of  suspension.  moveawe 

l2 


148 


DRESSING  OF  ORES 


The  BtiilF  to  1)0  washed  is  placed  in  the  chest  a,  into  which  a  current  of  water 
runs.    The  ore,  floated  onwards  by  the  water,  is  carried  through  a  sieve  on  a 

email  sloping  table  a,  under 
which  is  concealed  the  higher 
end  of  the  moveable  table 
d  b  cu;  and  it  thence  falls 
on  this  table,  difiPusing  it- 
self uniformly  over  its  sur- 
face. The  particles  deposited 
on  this  table  form  an  oblong 
slope  upon  it ;  the  successive 
percussions  that  it  receives 
determine  the  weightier  mat- 
ters, and  consequently  those 
richest  in  metal,  to  accumu- 
late towards  its  upper  end  at 
u.     Now  the  workman  by 
means  of  the  lever  p,  raises 
the  lower  end  d  a  little  in 
order  to  preserve  the  same 
degree  of  inclination  to  the 
surface  on  which  the  deposit 
is  strewed.  According  as  the 
substances  are  swept  along  by 
the  water,  he  is  careful  to  re- 
move them  from  the  middle 
of  the  table  towards  the  top, 
by  means  of  a  wooden  rake. 
With  this  intent,  he  walks  on 
the  table  dbcu,  where  the 
sandy  sediment  has  sufficient 
consistence    to    bear  him. 
When  the  table  is  abundantly 
charged  with  the  washed  ore, 
the  deposit  is  divided  into 
three  bands  or  segments  d  b, 
bc,cu.   Each  of  these  bands 
is  removed  separately  and 
thrown  into  the  particidar 
heap  assigned  to  it.  Every 
one  of  the  heaps  thus  formed 
becomes  afterwards  the  object 
of  a  separate  manipulation  on  a  percussion  table,  but  always  according  to  the  same 
procedure    It  is  sufficient  in  general  to  pass  twice  over  this  table  the  matters  con- 
tained in  the  heap,  proceeding  from  the  superior  band  c  u,  in  order  to_  obtain  a  pure 
slime  •  but  the  heap  proceeding  from  the  intermediate  belt  b  c,  reqmres  always  a 
greater  number  of  manipulations,  and  the  lower  band  d  b  still  more.    These  successive 
manipulations  are  so  associated  that  eventually  each  heap  furmshes  pure  slime,  which 
is  obtained  from  the  superior  band  c  u.    As  to  the  lightest  particles  which  t he  water 
sweeps  away  beyond  the  lower  end  of  the  percussion  table,  they  fall  into  launders, 
whence  they  are  removed  to  undergo  a  new  manipulation.  ,  a  ■  ,u 

Fia  749  is  a  profile  of  a  plan  which  has  been  advantageously  substituted,  m  the 

Hartz  for  that  part  of  the  preceding  apparatus  which  causes  the  jolt  of  the  piece  o  m 
iiartz,  lor  mat  pari-  ^  ^^^^^  ^^^^^  ^^^^ 

plan,  it  is  easy  to  vary,  according  to  the  circum- 
stances of  a  manipulation  always  delicate,  the 
force  of  percussion  which  a  bar  xy,  ought  to 
communicate  by  its  extremity  y.  With  this 
view  a  slender  piece  of  wood  u  is  made  to  slide 
in  an  upright  piece,  v  x,  adjusted  upon  an  axis 
at  V.  To  the  piece  u  a  rod  of  iron  is  con- 
nected, by  moans  of  a  hinge  z;  this  rod  is 
capable  of  entering  more  or  less  into  a  case  or 
sheath  in  the  middle  of  the  piece  v  x,  and  of 
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vances  so  much  fiu-ther  under  the  cam  of  the  driving  shaft  t ;  in  the  second,  it  goes 
so  much  less  forwards ;  thus  the  adjustment  is  produced. 

The  water  for  washing  tlio  ores  is  sometimes  spread  m  slender  streamlets,  some- 
times in  a  full  body,  so  as  to  let  two  cubic  feob  escape  per  nunute.  The  number  of 
shocks  communicated  per  minute,  varies  from  16  to  86 ;  and  the  table  may  be  pushed 
out  of  its  settled  position  at  one  time  three  quarters  of  an  inch,  at  another  nearly  8 
inches.  The  coarse  ore  sand  requires  in  general  more  water,  and  greater  slope  of 
table,  than  the  fine  and  pasty  sand.  tt  n  m  n 

The  following  remarks  on  the  Freiberg  Shaking  Table,  are  by  Mr.  Uptield  breen, 
formerly  of  the  Wildberg  Mines,  Prussia.  The  bed  of  the  table  is  about  fourteen  feet 
long,  by  six  feet  wide,  and  is  formed  of  double  one-inch  boards,  fastened  to  a  stout 
frame.  The  table  is  hung  by  four  chains,  the  two  hindermost  are  generally  two  feet 
long  with  an  inclination  of  2  to  4  inches.  The  two  front  ones,  which  are  attached 
to  a  roller  for  the  purpose  of  altering  the  inclination  _  of  the  table,  are  five  feet  six 
inches  long,  and  hang  perpendicularly  when  the  table  is  at  rest. 

The  tables  receives  its  action  from  cams  inserted  in  the  axle  of  a  water  wheel, 
acting  on  the  knee  of  a  bent  lever.  The  slimes  after  being  thoroughly  stirred  up  by 
a  tormentor,  are  conveyed  by  a  launder  in  a  box,  where  they  are  still  further  diluted 
Vrith  clean  water,  and  passing  through  a  sieve  with  apertures  corresponding  to  the 
size  of  the  grain  to  be  dressed,  flow  upon  an  inclined  plane  furnished  with  diffusing 
buttons,  and  from  thence  drip  on  to  the  shaking  table. 

In  treating  rough  slimes  the  two  hindermost  chains  are  set  at  an  inclination  of  5  to 
6  inches,  and  the  table  with  an  inclination  of  4  to  6  inches  on  its  length,  makes  36  to 
39  pulsations  of  5  to  6  inches  in  length  per  minute.  About  2  4  cubic  feet  of  diluted 
slimes,  twelve  of  clean  to  one  of  slime-water,  enter  the  table  per  minute. 

Before  commencing  the  percussive  action,  the  table  is  covered  with  a  thin  layer  of 
rough  slimes,  and  during  the  first  few  minutes  only  clean  water  is  admitted.  In 
consequence  of  the  quantity  of  water  and  violent  motion  employed,  the  smaller  and 
lighter  particles  of  ore  are  likely  to  drift  down  the  table,  and  a  rake  is  therefore  em- 
ployed at  intervals  to  reconvey  such  particles  towards  the  head  of  the  table.  Care 
must,  however,  be  taken  not  to  allow  the  water  to  wear  furrows  in  the  deposit.  From 
two  to  three  hours  are  usually  required  for  the  roughest  sand-slimes  to  deposit  four 
to  five  inches  on  the  head  of  the  table.  The  crops  are  twice  more  passed  over  the 
shaking  table,  and  afterwards  doUyed.  The  rapidity  of  movement  and  quantity  of 
clean  water  increase  with  each  operation.  The  tails  of  the  first  operation,  which  are 
considerably  poorer  than  the  original  stuff,  may  be  either  thrown  away,  or  once  more 
passed  over  the  table,  when  the  crop  will  be  fit  for  treatment  along  with  a  fresh  quan- 
tity of  original  sUme.  The  treatment  of  fine  slimes  is  similar  to  that  of  the  rough, 
with  the  exception  that  the  inclination  of  the  table,  quantity  of  slime-water,  proportion 
of  clean  water,  and  length  of  stroke,  constantly  decrease  with  the  degree  of  fineness  of 
the  slime  ;  and  the  number  of  strokes  increase  in  proportion.  In  fact,  for  the  finest 
slimes,  the  table  has  no  greater  inclination  than  one  inch  on  its  whole  length,  while 
the  stroke,  of  which  35  to  45  per  minute  are  made,  is  no  longer  than  j  to  |  an  inch. 
The  time  required  for  dressing  varies  with  the  nature  of  the  slime  operated  on,  five 
tons  of  rough  slimes  occupies  sixty-eight  hours,  wliilst  the  same  quantity  of  very  fine 
slimes  requires  no  less  than  four  times  that  period. 

Eittenger's  Fercussion  Tables. — The  primary  object  intended  to  be  accomplished  by 
these  tables,  is  the  extraction  of  gold,  silver,  and  other  valuable  ores  from  the  vein- 
stuff  with  which  they  may  be  associated. 

Figs.  750,  751,  represent  front  elevation  and  plan  of  two  tables  in  one  frame, 
divided  by  the  strip  s ;  these  tables  are  suspended  by  rods  from  the  points  o,  in  such 
manner  that  they  represent  an  inclined  plane,  the  upper  or  higher  end  being  at  m  n. 

The  sand  and  water,  after  passing  through  the  sizing  trommel  x,  is  supplied  to  the 
tables  at  1 1,  the  other  places  and  z'^  being  for  the  admission  of  water  only.  As  the 
tables  are  suspended  from  four  points,  they  are  free  to  oscillate  in  one  direction,  that 
is,  at  right  angles  to  the  direction  of  their  inclination.  The  oscUlation  is  produced 
by  a  cam  wheel  acting  upon  the  end  of  the  beam  a,  upon  which  the  table  is  mounted, 
the  cam  pushing  it  in  one  direction,  and  a  spring  bringing  it  back  with  a  sharp  blow, 
when  the  cam  catches  it,  and  a  quick  succession  of  blows  is  the  result.  It  will  thus 
be  seen  that  the  stuff  under  treatment  is  subjected  to  two  forces,  the  one  being  the 
stream  of  water  tending  to  wash  the  particles  to  the  bottom  of  the  table,  the  other 
being  the  blow,  to  bring  the  ores  over  to  the  ridges  s  s'.  The  effect  of  these  com- 
bined forces  is  to  induce  the  heavier  or  metallic  particles  to  describe  in  their  descent 
curvilinear  lines,  the  light  materials  suspended  in  the  water  reaching  the  bottom 
of  the  table  much  quicker,  and  being  less  acted  upon  by  the  side  blows,  describe  the 
shorter  line  r  r',  and  leave  the  table  almost  in  a  straight  lino  from  the  feeding  plane 
I  and  I, 


XO\J 


The  tables  are  Mounted  on  a  rectangular  frame,  to  wliioh  also  is  fixed  the  trangverso 
beam  ■which  receives  the  blow.   The  surfacoe  of  the  table  are  planed  as  Bmooth  ag 

760 


possible,  and  are  framed  in  and  divided  by  the  strips  s.  Each  table  is  about  8  feet 
long  by  .  4  feet  wide. 

At  the  lower  end  of  the  tables  are  openings,  /,  under  which  are  three 

parallel  launders,  which  receive  the  stuff  from  the  respective  divisions  of  the  table, 
the  launder  t  receiving  the  clean  mineral,  the  launder  v  a  mixture  of  ore  and  waste, 
and  the  launder  b  the  waste.    To  obtain  successful  results  from  these  tables,  care 

751 


must  be  taken  that  the  surfaces  are  perfectly  smooth,  and  that  in  the  direction  of  the 
blows  they  are  set  so  as  to  be  quite  horizontal. 
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The  stamo  work  must  not  flow  on  a  feeding  board  above  a  foot  in  width. 

rhl  lenS;h  of  stroke  and  number  of  blows  vary  according  to  the  stuff  to  be  treated ; 
the  coai-ser  the  material,  the  longer,  stronger,  and  fewer  blows  are  necessary  The 
mxantity  of  water  containing  mineral  in  suspension,  to  be  fed  on  a  single  table, 
?s  of  coarse  stuff  1-2  gallon,  containing  4  pounds  of  sand  and  of  slimes,  three- 
ouartors  of  a  gallon  of  water,  containing  about  13  ounces  of  sand  in  suspension. 
The  action  of  these  tables  is  precisely  that  of  the  vanning  shovel;  and  any  ore 
which  can  be  cleaned  upon  the  shovel  can  be  dressed  in  a  superior  manner  upon  the 

'^T^o  tables,  making  120  blows  per  minute,  require  to  be  driven  by  a  15-feet  water- 


wheel,  and  50  gallons  of  water  per  minute.  Each  additional  table  will  take  30  gallons 
of  water  per  minute  to  drive  it. 

The  shaking  table  shown  in  Jig.  752  has  the  merit  of  being  extremely  light,  re- 
quiring little  power,  and  of  performing  its  work  in  a  highly  satisfactory  manner. 
A,  table  swung  by  chains,  b  b',  its  width  being  3  feet  and  length  12  feet.  A  greater 
or  less  inclination  is  given  to  the  table  by  raising  or  lowering  the  screws  cd.  At  the 
upper  end  of  the  table  is  a  buffer,  d,  which  acts  against  a  counter-buffer,  e.  A  sliding 
bar,  F,  is  also  fitted  between  the  table  and  percussion  lever  g.  This  lever  is  struck 
by  cams  fitted  on  the  axis  h,  driven  by  the  runner  j.  The  slimes  to  be  treated 
flow  into  the  cistern  k,  30  inches  long,  13  inches  wide,  and  18  inches  deep.  Into 
this  box  a  tormentor  is  introduced  for  the  purpose  of  breaking  up  the  slimes.  The 
bottom  is  fitted  with  a  launder  l,  7  inches  long  and  5  inches  wide.  Prom  this  laundei 
proceeds  a  head-board  m,  expanded  to  the  width  of  the  table,  and  fitted  with  buttons, 
for  the  purpose  of  dispersing  the  slimes  equally  on  the  head  of  the  table. 

About  five  tons  of  rough  slime  are  enriched  per  day  on  four  tables,  whilst  from 
nine  to  ten  tons  of  enriched  slime  are  despatched  in  a  similar  period. 

Slee^ng  Tables. — Figs.  753,  754  represent  a  set  of  sleeping  tables.  Fig.  753  is  the 
plan,  and  Jig.  754  a  vertical  section.  The  ores,  reduced  to  a  sand  by  stamps,  pass  into 
a  series  of  launders,  a  a,  b  b,  c  e,  which  form  three  successive  runs  below  the  level 
of  the  floor  of  the  works.  The  sand  taken  out  of  these  launders  is  thrown  into  the 
cells  q;  whence  they  are  transferred  into  the  trough  e,  and  water  is  run  upon  them 
by  turning  two  stop-cocks  for  each 
trough.  The  sand  thus  diffused  753 
upon  each  table,  runs  off  with  the 
water  by  a  groove  f,  comes  upon  a 
sieve  h,  and  spreads  itself  upon  the 
board  q,  and  thence  falls  upon  the 
sleeping  table  i  k.  The  under  sur- 
face k  of  this  chest,  is  pierced  with 
holes,  which  may  be  stopped  at  plea- 
sure with  wooden  plugs.  There  is  a 
launder  m,  at  the  lower  end  of  each 
table  to  catch  the  light  particles 
carried  off  by  the  water  out  of  the 
chest  i  k,  through  the  holes  properly 
opened,  while  the  denser  parts  are  deposited  upon  the  bottom  of  the  chest.  A  general 
launder  n,  passes  across  at  the  foot  of  the  tables  i  k,  and  receives  the  refuse  of  the 
washing  operations. 

In  certain  mines  of  the  Harti:,  sweeping  tables  are  employed.  The  whole  of  tho 
|)rocess  consists  in  letting  flow,  over  tho  sloping  table,  in  successive  currents,  water 


charged  with  the  ore,  which  is  deposited  at  a  less  or  greater  distance,  as  also  pure 
water  tor  the  purpose  of  washing  the  deposited  ore,  afterwards  carried  oS  by  means 

of  this  operation. 

At  the  upper  end  of  those  sweeping 
tables,  the  matters  for  washing  are  agi- 
tated in  a  chest,  by  a  small  wheel  with 
vanes,  or  Ikp-boards.  The  launder  of 
the  muddy  waters  opens  above  a  little 
table  or  shelf ;  the  launder  of  pure 
water,  which  adjoins  the  preceding, 
opens  below  it.  At  the  lower  part 
of  each  of  these  tables,  there  is  a  trans- 
verse slit,  covered  by  a  small  flap  with 
hinges,  opening  outwardly,  by  faUing 
back  towards  the  foot  of  the  table.  The  water  spreading  over  the  table,  may  at 
pleasure  bo  let  into  this  slit,  by  raising  a  bit  of  leather  which  is  nailed  to  the  table,  so 
as  to  cover  the  small  flap  when  it  is  in  the  shut  position ;  but  when  this  is  opened, 
the  piece  of  leather  then  hangs  down  into  it.  Otherwise  the  water  may  be  allowed 
to  pass  freely  above  the  leather  when  the  flap  is  closed.  The  same  thing  may  be  done 
with  a  similar  opening  placed  above  the  launder.  By  means  of  these  two  slits,  two 
distinct  qualities  of  slime  may  be  obtained,  which  are  deposited  into  two  distinct 
canals._  The  refuse  of  the  operation  is  txirned  into  another  launder,  and  after- 
wards into  ulterior  reservoirs,  whence  it  is  lifted  out  to  imdergo  a  new  washing. 

Bruntoii's  Machine. — This  apparatus  is  adapted  for  the  concentration  of  ore  con- 
tained in  very  fine  slimes. 

The  small  water-wheel,  shown  in  fig.  755,  is  sufficient  to  drive  six  of  these 


machines,  viz.  three  on  each  side.  Before  the  stuff  is  permitted  to  enter  upon  the 
rotating  cloth,  it  is  disintegrated,  and  passed  through  a  sizing  trommel ;  it  then 
flows  over  the  head  or  dispersing  board  l,  on  to  the  cloth.  This  cloth  rotates 
towards  the  stream  on  two  axles,  h  and  m,  and  is  supported  by  a  third  roller  n.  It 
is  also  stiffened  in  its  width  by  numerous  laths  of  wocd.  Clean  water  is  introduced 
behind  the  entrance  of  the  slime,  in  order  to  give  it  the  proper  consistency.  Different 
degrees  of  inclination  are  given  to  the  cloth  by  raising  or  lowering  the  roller  m,  by  means 
of  the  screw  k.  The  heavier  particles  lodged  on  the  cloth  are  caught  in  the  waggon  e, 
whilst  the  light  matter  is  floated  over  the  roller  m. 

One  revolution  of  the  cloth  is  made  in  4^  minutes ;  its  length  is  about  29  J  feet,  so 
that  the  speed  is  6  J  feet  per  minute.    The  width  of  the  cloth  is  4  feet  2  inches. 

Before  the  slime  comes  upon  the  cloth,  it  is  reduced  to  a  size  of  ith  of  an  inch,  and 
yields  an  average  of  l  -J-  per  cent,  of  copper ;  but  by  means  of  this  machine  the  stuff  is 
concentrated  so  as  to  afford  5  per  cent.  In  ten  hours  it  will  clean  H  ton.  The  speed 
of  the  cloth  must,  however,  be  varied  with  the  condition  of  the  stuff ;  if  it  be  very 
poor,  the  cloth  must  travel  very  much  slower,  since  the  enrichment  requires  a  longer 
period  of  time. 

At  the  end  of  the  machine,  and  worked  by  the  same  water-wheel,  is  a  dolly  tub : 
but  the  dimensions  and  mode  of  working  this  apparatus  are  fully  stated  at  page  154. 

Bradford's  Slime  Apparatus,  fig.  756,  is  intended  to  imitate^  that  of  the  vanning 
shovel.  The  slime  enters  by  the  launder  A,  about  5  inches  wide,  and  descends  on 
the  inclined  head  a',  which  expands  from  the  width  of  the  launder  to  within  a  few 
inches  of  the  width  of  the  table  frame  b.  The  slime  box  a"  is  perforated  at  d  with 
numerous  holes,  each  of  which  is  fitted  with  small  regulating  pins. 

The  table  b  b  is  2  feet  2  inches  wide,  and  2  feet  10  inches  long,  with  bottom  formed 
of  sheet  copper.   It  is  suspended  by  the  vertical  rods  k,  k,  and  varying  degrees  of 
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inclination  are  given  to  the  table  by  altering  the  levers  H  h.  Eor  he  purpose  of 
qdckening  Z  decreasing  the  action  of  the  table  two  cones  are  employed  i.  upon 
which  the  driving  band  is  shifted  as  may  bo 
necessary.  A  band  from  a  runner,  fitted  on 
the  axis  of  the  cone  l,  communicates  motion 
to  a  pulley  wheel  m,  upon  the  shaft  of  which 
are  cranks  attached  to  connecting  rods  Q, 
"•iving  motion  to  the  table. 
°  AVhen  the  machine  is  in  operation,  the  ore 
flows  over  at  f,  into  the  launder  baneath  it, 
whilst  the  waste  is  carried  over  the  opposite 
end  into  the  trough  e. 

Professor  B.  Silliman  and  Mr.  J.  D. 
Whitney  give  the  following  particulars  of 
results  results  realised  by  this  machine  : — 

The  total  weight  of  ore  stuff  dressed 
dm-ing  122  days  was  11,948,900  lbs.  of  rock 
stamped  and  crushed,  or  6,080  tons  miners' 
weight. 

The  total  ore  sold  from  this  quantity  of 
stuir  was  128  gross  tons  (2,352  lbs.),  or 
2^  per  cent,  of  the  stuff  worked  over.  By 
the  Captain's  vans  the  average  richness  of 
the  stamp  work  (forming  much  the  larger  part 
of  what  goes  to  the  separators)  for  22  weeks 
was  2-32  per  cent.  The  humid  assay  of  the 
average  work  from  the  stamps  for  five  weeks 
in  July  and  August  gave  for  the  richness 
of  the  stuff  dressed  on  the  separators  3'28 
per  cent,  of  ore,  or  0-984  per  cent,  of 
metallic  copper.  There  is,  therefore,  an 
apparent  loss  in  the  tailings  of  ^  per  cent, 
of  30  per  cent,  ore,  or  ^  of  copper.  _  The 
amount  of  ore,  however,  lost  in  the  tailings 
does  not  exceed  ^  to  ^  per  cent.,  or  about 
^  per  cent,  of  copper.  The  actual  products 
of  working,  therefore,  as  may  be  seen,  exceed 
for  the  machines  the  average  richness  of  the 
Captain's  vans. 

Of  the  total  ore  produced  in  this  time,  f 
181,126  lbs.  came  from  the  separators, 
and  160,858  lbs.  from  the  jiggers.  The  whole  amount  of  stuff,  therefore,  required 
to  produced  this  amount  of  ore,  estimated  from  the  above  ratio  (ri5  :  1)  is 
768,680  lbs.  This  may  be  taken  approximately  as  the  actual  quantity  which  passed 
over  the  separators,  and  if  calculated  on  the  Captain's  vans,  it  should  have  produced 
177,961  lbs.  of  ore,  while  in  fact  it  did  produce  181,126  lbs.,  or  a  variation  in  excess 
for  the  machines  of  only  3,210  lbs.  Each  of  the  separators,  therefore,  dresses  about 
li-  ton  of  rock  daily,  of  stuff  yielding  an  average  of  2'5  per  cent,  of  30  per  cent, 
ore. 

Bolli/  Tub  or  FacJcing  Kieve. — This  apparatus  is  employed  for  the  purpose  of  exclud- 
ing fine  refuse  from  slime  ore,  which  has  been  rendered  nearly  pure  by  previous 
mechanical  treatment.    In  using  it  the  workmen  proceed  thus  : — 

The  kieve  Jiff.  757,  is  filled  to  a  certain  height  with  water,  and  the  dolly  a  intro- 
duced. A  couple  of  men  then  take  hold  of  the  handle  b,  and  turning  it  rapidly,  cause 
the  water  to  assume  a  circular  motion.  The  tossing  is  then  commenced  by  shovelling 
in  the  slime  until  the  water  is  rendered  somewhat  thick.  After  continuing  the  stirring 
for  a  short  period,  the  hasps  e  e  are  loosed,  and  the  bar  d  with  the  dolly  are  suddenly 
withdi-awn.  The  tub  is  then  packed  by  striking  its  outside  with  heavy  wooden  mallets. 
When  this  operation  is  terminated,  the  water  is  drawn  off  through  plug-holes  in  the 
side  of  the  tub. 

The  object  of  the  rotatory  motion  created  by  the  dolly  is  to  scour  off  clayey  or 
other  matter  adhering  to  the  ore,  whilst  the  packing  hastens  the  subsidence  of 
the  denser  portions.  In  one  portion  of  this  kind  four  distinct  strata  may  be  procured, 
as  indicated  by  tlio  lines  a  b,  c  d,  c  f  g,  h  c  k,  in  fig.  758. 

The  upper  portion,  viz.,  from  a  to  n,  will  probably  have  to  be  set  aside  for  further 
washing,  whilst  the  slime  c  should  bo  fit  for  market.  The  conical  nucleus  in  the 
centra  of  the  tub  generally  consists  of  coarse  sand,  and  is  usually  further  enriched  on 
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Machine  Dolly  Tub.— This  tub,  Jig.  759,  is  packed  by  machinery  represented  in  the 
accompanying  woodcut,  in  which  a  is  a  small  water-wheel,  working  a  vertical  shaft 
B,  and  driving  another  shaft  o.  At  the  bottom  of  this  is  fixed  a  notched  wheel  d,  which 
presses  outwardly  the  hammers  e  e  ;  those  are  mounted  upon  iron  bars  f  f',  and 
violently  driven  upon  the  side  of  the  kieve  by  means  of  springs  g  g'. 


The  degree  to  which  ore  can  be  concentrated  by  dollying  must  evidently  depend 
upon  several  conditions : — 1st.  The  initial  percentage  of  the  ore.  2nd.  The  con- 
dition to  which  it  is  reduced.  3rd.  The  matrix  with  which  it  is  associated.  4th. 
The  proportion  of  water  employed.  And  lastly,  if  the  rotation  and  packing  have  been 
judiciously  performed.  An  experiment  upon  some  sand  slime  lead  ore,  much  inter- 
mixed with  fine  carbonate  of  iron,  gave  the  following  results  :— 


Introduced  into  dolly  tub,  17  cwts.,  assayed,  48  per  cent. 

Time  required  to  introduce  stuff  .... 

Dolly  rotated  ........ 

Dolly  withdrawn — 

Tub  packed  

Running  off  water  ....... 

Skimming  and  cleaning  out  tub  


6  minutes. 
6 

5  „ 

6 
20 


Total      .       .  .42 
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Top  skimmings 
Second  . 
Clean  ore,  middles 
bottom 


Eine  Slime 


Total 


,   4  cwts.,  assayed 

.  H 

'  li 

.  17 


20  per  cent. 

45 

65 


It  may  be  remarked,  that  none  of  the  various  processes  of  dressing  is  more  satis- 
factoryXn  that  of  dollying,  since,  if  carefully  conducted,  little  or  no  loss  of  the 

^°tS^iJatTtLTcom^^^^^^ 

shire  by  which  they  ascertain  approximately  the  richness  and  properties  of  the  ore 
to  be  treated.  If  the  object  be  to  determine  the  value  of  a  pile  of  stuff,  it  is  care- 
fully divided,  then  sampled,  and  a  portion,  say  a _  couple  of  ounces,  given  to  the 
vanner  If  the  stuff  thus  given  should  be  rough,  it  is  reduced  to  the  tenure  of  fine 
sand  and  in  this  state  put  upon  the  vanning  shovel.  The  operator  now  resorts  to  a 
c  stera  or  stream  of  water,  and  by  frequently  dipping  the  shovel  into  it,  and  impart^ 
ing  to  the  shovel  when  withdrawn  a  kind  of  irregular  circular  motion,  he  succeeds 
in  getting  rid  of  a  greater  or  less  portion  of  the  waste:  that  which  remains  on  the 
shovel  is  then  considered  equal  to  dressed  work  and  assayed.  So  accurately  is  this 
operation  performed  by  many  of  the  tinners,  that  parcels  containing  only  fifteen 
pounds  of  tin  ore  per  ton  of  stuff,  are  sold  by  it  to  the  mutual  satisfaction  of  both 

^^T^e^vanSng  "process  is  also  weU  adapted  for  determining  the  properties  of  an 
ore  If  by  this  method,  vein-stuff  should  withstand  concentration,  no  machinery  is 
Ukely  to  dress  it.  If  also  the  loss  of  ore  is  found  great,  then  the  apparatus  to  be 
employed  for  effecting  the  enrichment  wiU  have  to  be  carefuUy  considered  and  con- 
structed.^  " 


Mff.  760,  The  vanning  shovel  A,  is  14  inches  long,  and  13  inches  wide  at  the 
top,  the  edge  of  which  is  slightly  turned  up.  The  shovel  is  also  formed  with  a 
hollow  or  depression.  The  handle  is  about  4  feet  long.  The  vanning  cistern  is 
shown  at  b. 

Hushing. — It  often  occurs,  that  the  water  employed  on  the  dressing  floors  makes 
its  escape  below  the  refuse  or  waste  heaps.  This  may  be  used  for  the  purpose  of 
hushing,  which  operation  is  performed  in  the  following  manner.  The  husher  diverts 
the  escape  water  into  a  rivulet,  and  introduces  a  given  quantity  of  waste.  He  then 
builds  a  dam  or  reservoir,  with  a  door  or  trap  valve  at  the  high  end,  in  order  to  collect 
the  necessary  water  for  hushing,  and  puts  aside  all  the  large  stones  lying  in  the 
middle  of  the  hush  gutter  in  order  to  form  them  into  a  wall.  After  this,  he  starts  his 
hush  by  lifting  the  door  of  the  dam,  which  slides  in  a  wooden  frame  adapted  for  that 
purpose. 

This  allows  the  water  to  rush  out,  and  displaces  the  waste  to  a  certain  depth,  at  the 
same  time  driving  it  forward. 

If  the  hush  has  bared  or  uncovered  a  further  quantity  of  large  stones  in  the 
middle  of  the  gutter,  they  are  again  removed  to  one  side,  since  they  would  retard  the 
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force  and  action  of  the  water.  When  these  impediments  are  removed,  the  water  is 
repeatedly  discharged  from  the  reservoir  until  the  waste  is  hushed  off  the  ore,  which 
IS  lound  lying  in  holes,  and  around  earth  and  fast  stones,  in  the  bed  of  the  rivulet 
A  clay  bottom  is  found  to  bo  most  favourable  for  hushing,  and  the  velocity  and 
power  of  the  stream  should  be  proportioned  to  the  size  and  density  of  the  waste  to  bo 
treated. 

FoUWARDIKG  AND  LlFriNQ  APPARATUS. 

_  Besides  the  machinery  required  for  the  enrichment  of  ores,  it  is  a  matter  of  great 
importance  to  introduce  such  auxiliary  arrangements  as  shall  not  only  facilitate  actual 
dressing,  but  also  bo  in  themselves  somewhat  inexpensive.  In  this  division  as  in 
every  other,  tho  means  should  be  strictly  adapted  to  the  end,  and  ought  not  to  bear 
a  cost  disproportionate  either  to  tho  circumstances  or  prospective  advantages  of  an 
undertaking. 

The  shovel,  fig.  761,  usually  employed  in  British  mines  is  of  triangular  shape,  and 
made  of  good  hammered  iron  pointed  with  steel.  Tho  dimensions  vary,  but  one  of 
an  average  size  is  about  11  inches  wide  at  the  top,  and  13  inches  from  the  point  to 
the  shank,  weight  4  pounds,  and  costs  one  shilling;  to  which  must  be  added,  live 
pence  for  the  hilt,  or  handle.  The  hilt  should  be  of  ash,  free  from  knots  and  slightlv 
curved.  ° 

761  762 


Picking  Boxes,  fig.  762,  are  employed  for  the  purpose  of  collecting  the  prill  and 
dradge  ore  from  the  stuff  with  which  it  may  be  mechanically  intermixed.  These  boxes 
or  trays  are  handled  by  children.  They  are  made  of  deal,  1  inch  thick,  of  the  fol- 
lowing dimensions :  Length,  16  inches ;  depth,  7  inches;  width  at  bottom,  7  inches; 
width  at  top,  10  inches;  and  cost  about  Is.  3d.  each.  A  ledge  of  wood  to  serve  as  a 
handle  is  sometimes  nailed  to  the  ends  of  the  box. 

WJieel-barrow. — The  sides,  ends,  and  bottom,  are  composed  of  deal  1|  inch  thick. 
The  ends  are  mortised  to  the  sides,  whilst  the  bottom  is  generally  fastened  by  means 
of  nails,  and  bound  with  slips  of  hoop  iron  at  the  angles.  Hoop  iron  is  also  employed 
to  protect  the  upper  edges  of  the  barrow.  The  wheel  is  often  made  of  wrought  iron, 
(f  round)  and  14  inches  diameter.  Its  axes  rotate  in  wrought-iron  ears.  The  extreme 
length  of  tho  sides  of  a  well-proportioned  barrow  is  60  inches,  depth  at  centre  9 
inches;  the  ends  are  inclined  as  shown  in  the  fig.  763.  The  cost  of  a  barrow  with 
wrought-iron  wheel  complete,  will  vary  from  6s.  %d.  to  7s. 

764 


Hand  Barrow. — ^When  large  quantities  of  stuff  have  to  be  removed  from  place  to 
place  on  the  surface,  and  where  it  would  be  inconvenient  to  use  the  wheel-barrow,  a 

barrow  having  handles  at  both  ends  is  employed 
{fig.  764).  It  is  made  of  deal  plank  \\  inch  thick; 
the  length  of  the  sides  is  6  feet  6  inches ;  depth  in 
centre,  9  inches;  width,  18  inches  at  top  and  10 
inches  at  bottom;  length,  24  inches  at  top  and  18 
inches  at  bottom ;  cost  complete  about  4s.  Qd. 

Eailroads. — The  gauge  of  surfeco  roads  varies  from 
15  inches  to  2  feet  6  inches  within  the  rails.  In- 
stead of  manufactured  rails,  common  flat  wrought 
iron,  2^  inches  wide  and  h  inch  thick,  is  oftentimes 
employed.  An  extremely  sorvicoablo  rail  is  formed 
of  a  strip  of  timber  2  inches  square,  upon  which  is 
laid  wrought-iron,  1^  inch  wide  and  ^  inch  thick, 
fastened  by  means  of  nails  or  screws. 

Tram   Waggon  and  Tuni-table. — A  tram  wag- 
gon and  turn-table  is  shown  fig.  765.    The  waggon 
built  of  wrought  iron,  with  cast-iron  wheels.  The  latter  are  usually  12  inches  diameter, 
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xvith  flanges  1  inch  deep  and  tires  from  2  to  3  inches  wide  The  turn  taWe  is  of  cast 
hm  It  does  not  rotate,  but  the  waggon  is  easily  directed  to  either  lino  of  rail  by 
means  of  the  circular  ri:ng:  the  elliptical  loops  in  advance  serying  to  guide  and 

'^l^t^:^^^^^^^  happens  that  the  surface  is  nearly  level  and 
affSds  yeryStle  natural  fall.  In  such  case  the  enrichment  of  ores  becomes  more 
™iTO  from  the  necessity  of  shifting  some  of  the  various  products  ^^^f 
law  and  of  introducing  l4ing  appliances  in  order  to  procure  the  requisite  eleva- 
Lns  for  Ir^ng  out  the  various  elaborative  processes.  It  is,  moreover  scarcely 
practicable  from  the  conformation  of  the  ground  to  form  useful  .T^f.^^ 
within  a  reasonable  distance;  neither  does  it  commonly  occur  m  such  cases  that  a 
free  supply  can  be  obtained  for  washing.  .  „ 

The  pumping  engine  is  therefore  required  to  furmsh  the  requisite  quantity  of  water. 
This  is  generally  conveyed  over  the  floors  by  wood  launders,  often  interfering  with 
each  other  and  obstructing  the  direct  circulation  of 
carts,  railways,  &c.  Now  if  a  stand-pipe  or  pressure 
column  were  erected  at  the  engine,  and  a  main  judiciously 
laid  throughout  the  floors,  it  is  obvious  that  it  would  not 
only  remedy  this  evil,  but  also  afford  water  for  the  several 
washing  purposes,  as  well  as  motive  power  for  common, 
dash,  or  other  wheels,  together  with  turbines,  flap 
jacks,  &c. 

■\Ylien  an  inconsiderable  proportion  of  water  has  only 
to  be  raised  to  a  higher  level  the  common  shoe  or  chain- 
pump  will  be  found  to  render  effective  service ;  but  when 
a  larger  stream  is  requisite  it  would  be  better  to  employ 
the  rotatory  pump.  This  pump.  Jiff.  766,  has  been  brought 
to  great  perfection  by  Messrs.  Gwynne.  A  is  the  suction- 
pipe,  and  B  the  discharge,  the  dotted  lines  showing  the 

discharge  b,  horizontal  when  required.  •    «.  r 

Pumps  of  the  following  dimensions  are  stated  to  raise  and  discharge  per  minute  for 
medium  lifts,  say  from  10  to  30  feet  high  :— 


Diameter  of 
discharge-pipe. 
1^  inch. 

3  inches, 

4  „ 

5  „ 

6  „ 

7  „ 


Diameter  of 
suction-pipe. 
2  inches. 
4  „ 
6 

6  „ 

7  „ 

8  „ 


Gallons  of 
water  per  minute. 
25 
70 
160 
300 
500 
1400 


Stuff  consisting  of  slimes  and  sand  may  be  readily  elevated  by  means  of  a  Jacob's 
ladder  or  the  Archimedean  screw.  For  short  elevations,  combined  water  and  raff 
wheels  may  be  advantageously  employed. 


Ficf.  767,  A,  water-wheel ;  b,  raff  or  inverted  wheel ;  c,  axis  of  both  raff  and  water 
wheels,  carrying  a  tooth  driving  wheel ;  D,  sizing  trommel ;  e,  launder  for  inlet  of 
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stuff;  p,  discharge  launder;  a,  Bhoot  delivering  water  and  raff  to  launder  h;  k, 
cistern  recenang  slime  from  trommel. 

SHme  Pits. — lu  the  several  operations  of  cleansing  ores  from  mud,  in  grinding,  and 
gashing,  whore  a  stream  of  water  is  used  it  is  impossible  to  prevent  some  of  the  finely 
divided  portions  floating  in  the  water  from  being  carried  off  witli  it.  SHme  pits  or 
labyrinths,  called  huddle  holes  in  Derbyshire,  are  employed  to  collect  fine  sand  and 
slime  at  a  little  distance  from  the  place  of  agitation. 

Settling  Pits. — The  slime  pits  shown  in  section  fig.  768  and  plan  fiff.  769  are  con- 
structed on  the  principle  of  the  Classifier.  The  viscid  water  from  the  jiggers  and 
buddies,  takes  the  direction  of  the  arrows.  The  stuff  deposited  in  such  a  syBtem  of 
pits,  will  gradually  vary  from  a  maximum  degree  of  coarseness  at  the  head  of  the  first 
pit,  to  the  least  degree  of  fineness  at  the  end  of  the  fourth  pit.  Should  the  water 
flowing  into  the  pits  be  moderately  charged  with  ore,  the  latter  will  be  found  mostly 
at  the  narrow  ends,  and  may  therefore  be  readily  collected  for  mechanical  enrichment. 
For  the  purpose  of  running  off  the  pits,  a  side  gullet  is  constructed  which  is  in  com- 
munication by  means  of  iron  slides,  one  to  each  pit.  The  aggregate  length  of  the  pits 
is  40  feet,  width  31  feet,  width  of  dividing  walls  2  feet,  depth  of  pit  i  feet.  The 


768 
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content  of  each  pit  is  about  400  cubic  feet.  Settling  pits  may  also  be  constructed  on 
the  principle  of  the  long  classifier ;  the  object  in  this,  as  well  as  in  the  case  illustrated, 
being  to  effect  an  uniform  distribution  and  classification  of  the  slimes. 

Dry  Separation  of  Ores.  Considerable  attention  has  been  given  by  various  engineers 
both  in  Europe  and  America  to  the  subject  of  separating  ores  by  the  dry  or  pneumatic 
method — theoretically  the  separation  of  grains  of  equal  volume  and  of  different 
densities  would  not  seem  to  be  a  difficult  matter.  But  practically  there  are  two  or 
three  conditions  which  militate  against  success ;  as,  for  instance,  the  grains  require  to 
be  accurately  sized,  and  free  from  moisture,  whilst  if  air  jigging  be  attempted  the 
feed  to  the  sieve  must  be  altogether  uniform,  and  the  bed  such  as  to  offer  an  equal 
resistance  throughout  the  whole  of  its  surface.  In  countries  where  the  climate  is 
both  dry  and  hot,  water  scarce,  carriage  heavy,  and  mineral  abundant,  it  is  just 
probable  that  pneumatic  separation  might  be  resorted  to  with  partial  satisfaction.  If 
the  ores  were  crushed  and  sized,  then  exposed  to  the  effects  of  a  current  of  air,  the 
lighter  grains  would  naturally  be  ejected  to  a  greater  distance  than  the  heavier  ones ; 
but  it  may  be  assumed  beforehand  that  most  of  the  grains  composed  of  ganguo 
and  ore  would  be  grouped  together,  and  that  the  loss  on  such  a  mode  of  concentration 

would  be  very  heavy.  . 

Magnetic  Separation  of  Ores.  When  ores  and  vem-stones  are  nearly  of  the  same 
density,  their  separation  by  water  dressing  is  almost  impracticable  or  necessarily  very 
slow.  Further,  the  value  of  such  ores  is  greatly  diminished  both  by  the  cost  of  en- 
richment and  the  comparatively  low  percentage  of  the  dressed  product. 

Eecently  Mr.  F.  J.  King  of  London  has  found  that  carbonate  and  sulphide  of  iron, 
as  well  as  copper  pyrites  are  rendered  magnetic  by  simply  heating  these  ores  in 
a  retort  or  calciner.  Carbonate  of  iron,  parting  with  carbonic  acid,  is  converted  into  a 
magnetic  oxide  of  iron,  whilst  iron  and  copper  pyrites,  each  yielding  up  one  atom  of 
sulphur  becomes  magnetic  pyrites.    In  order  to  apply  this  important  fact  to  the 
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treatment  of  ores,  Mr.  King  has  designed  a  suitable  retort  and  magnetic  machine,  and 
fopaSes  blende  from  carbonate  of  iron,  copper  pyrites  from  blende,  and  any  mixture 
of  ores  in  ^hich  one  portion  can  be  rendered  magnetic,  first  getting  nd  of  the  lighter 

'"ITJrS/orZ  ""iTTfylor's  'Eecords  of  Mining'  published  in  1829,  a  description 
and  ckawing  of  Bi-unton's  continuous  calciner  is  given.  This  apparatus  has  long 
been  used  at  various  mines  in  Cornwall  for  getting  rid  of  arsemc,  sulpht^  and  other 
impurities  ynth  which  tin-stuff  is  sometimes  associated.  The  table  is  about  12  teet 
diameter,  and  makes  from  six  to  eight  revolutions  per  hour,  the  stuff  being  introduced 
at  the  centre,  and  discharged  at  a  point  on  the  periphery  of  the  table.  Uxiand  ana 
Hocking's  calciner  is  now  adopted  at  several  mines,  and  consists  oi  a  trommel 
mounted  on  carrier  wheels,  about  three  feet  inside  diameter  and  32  feet  long,  with  a 
fall  of  1  in  16  or  1  in  24,  according  to  the  size  and  nature  of  the  stuff  to  be  treated. 
The  inside  of  this  trommel  is  lined  with  fire-brick,  the  fire-place  being  at  one  end,  and 
a  feed-screw  at  the  other.  The  calcination  is  performed  by  the  heat  generated  in  the 
fire-place  passing  through  the  cylinder.  The  cylinder  makes  from  six  to  eight 
revolutions  per  hour.  Inside  of  the  cylinder,  for  about  two-thirds  of  its  length  froni 
the  fire-place,  are  four  longitudinal  ledges,  as  in  a  mortar  mill,  for  the  purpose  of 
turning  over  the  stuff.  .      .  .  .    , , 

The  time  necessary  for  passing  a  charge  from  the  entrance  to  the  exit  point  in  the 
trommel  varies  from  three  to  six  hours.  _  j     «.  •  i 

From  the  calciners  the  stuff  is  taken  to  various  dressing  machines,  and  sufficiently 
concentrated  for  the  smelting  furnace. 

Other  continuous  calciners  are  in  use,  some  for  the  purpose  of  producing  sulphurous 
vapours  to  form  sulphuric  acid,  such  as  Gerstenhofer  and  Hasenclever,  and  which 
doubtless  admit  of  ready  application  to  the  treatment  of  tin  ores. 

The  machinery  requisite  for  the  enrichment  of  distinct  classes  of  ore  cannot  well  be 
grouped  within  the  limits  of  a  specification.  The  quantity  of  stuff  to  be  disposed  of 
within  a  given  period,  the  value  of  the  ore,  the  character  of  the  vein-stone,  the  difference 
of  density  between  one  substance  and  another,  the  price  of  labour,  together  with  any 
other  direct  or  collateral  feature,  must  carefully  be  considered.  But  in  most  cases, 
the  machines  enumerated  in  the  following  list  may  be  successfully  applied  for  the 
purposes  stated : — 

Eedttcing  Machinery. 

1.  Stone-breakers    .      .   For  reducing  to  fragments  all  hard  and  non-elastic  stuff, 

for  the  cobbing  process,  crusher,  stamps,  and  disinte- 
grator. 

2.  Crushing  mill     .       .    For  reducing  to  grains  stuff  for  the  hand-pickers,  jiggers, 

and  buddies. 

3.  Disintegrators     .       .    For  producing  sand  for  jiggers  or  buddies. 

^'  ^tef  mil?r^and^pulver"  l'^    reducing  dradge  grains  for  treatment  on  buddies  and 
'       "         I  tables, 
izers .       .       .  .J 

5.  Stamps      .      .       .   For  reducing  stuff  for  treatment  in  fine  sand  jiggers, 

buddies,  or  tables. 

Washing  Appaeatus. 

1.  Kilns  ....    For  disintegrating  and  freeing  vein-stone,  in  order  to 

render  it  suitable  for  hand  picking,  cobbing,  stone- 
breaker  and  crusher,  also  partly  for  the  sizing  trommels 
and  jiggers. 

2.  Wash  Trommels  .      .  Ditto. 

Sizing  and  Classitting  Apparatus. 

1.  Trommels   .       .      .    For  sizing  stuff,  sometimes  for  hand  picking,  but  chiefly 

for  coarse  and  fine  sand  jiggers. 

2.  Single  and  divisional') 

^For  classifying  stuff  for  fine  sand  jiggers,  buddies  ani 
'  tables. 

CoNCENTHATOES. 

1.  Rotetory  separator     .   For  freeing  sand  from  slime,  and  partly  classifying  the 

■  sand  for  jiggers  or  buddies. 


classifiers,  ascending 
columns,  dividing 
cones,  and  pyramidal 
boxes  . 
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2.  Jiggors 
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.  For  getting  rid  of  worthloss  voin-Btuff  and  increasing  the 
metallic  percentage  of  the  resulting  product  for  subse- 
quent treatment. 

Sepaiiating  and  Enriching  Machineby. 


1.  Rough  jiggers 

2.  Coarse  sand  jiggers 

3.  Fine  sand  jiggers 

4.  SUmo  sand  jiggers 


For  dividing  stuff  into  (1)  castaways,  (2)  orey  stuff, 

(3)  ore,  the  stuff"  ranging  in  size  from  10  mm.  to  x. 
For  separating  grains  from  2  mm.  to  10  mm.  into  ( 1 )  waste, 

(2)  orey  stuff,  (3)  ore. 
For  separating  sand  from  f  mm.  to  2  mm.  into  (1)  waste, 

(2)  orey  stuff,  (3)  ore. 
For  separating  sand  from  0  mm.  to  i  mm.  into  (1)  waste, 
(2)  orey  stuff,  (3)  ore. 
6.  Convex   and    concave  "1  For  separating  sand  from  3  mm.  to  2  mm.  into  (1)  waste, 
buddies    .       .       .  J     (2)  orey  stuff,  (3)  ore. 

6.  Side   and    end   blow  \  For  separating  sand  from  0  mm.  to  |  mm.  into  (1)  waste, 

tables      .       .       .j     (2)  orey  stuff,  (3)  ore. 

7.  Erunton     and    slime  1  For  separating  sand  from  0  mm.  to  ^  mm.  into  (1)  waste, 

tables      .       .       ./    (2)  orey  stuff,  (3)  ore. 

General  Table  relating  to  Ore  Dressing  Machines. 


Eotating  picking  table 

„  „  band 

Common  skimming  jigger,  coarse  stuff 

))  ))  ))      fine  ,, 

Eember's  continuous  jigger 
Continuous  coarse  sand  jigger 
„         fine     _ „  „ 
„        sand  slime  „ 
Eound'  huddle  . 
Concave  buddle  . 
Side  blow  tahle  . 
End    „       „  . 
Dead  frames 


Approximate 
quantity  worked 
per  10  hours 


cwts. 

200 

160 

2 
20 
15 

8  to  10 
5  „  6  . 
variable 
variable 
100 
100 


t-.2 


Approximate 
horse-power 
required 


1 

20 
1 

i° 

10 

i 
i 

i 

4 

1 

10 
i 
i 


Gallons  of  water 
required  per 
minute 


n 

15 
20 
18 
15 


14 
7 


In  the  year  1857,  Herr  Von  Sparre,  of  Eisleben,  Prussia,  patented  four  machines 
for  separating  substances  of  different  specific  gravities,  in  all  of  which  water  is  em- 
ployed, either  as  a  medium  through  which  the  said  substances  fall  under  the  action 
of  gravity,  or  as  an  agent  for  facilitating  the  motion  of  portions  of  the  said  substances 
along  inclined  surfaces.  The  particulars,  together  with  illustrations,  will  be  found  in 
Patent  No.  1405  for  the  year  1857. 

The  mechanical  preparation  of  tin  and  copper  ores  has  from  time  to  time  been 
noticed  by  several  writers.  In  1758  Borlase  described  the  method  employed  in  the 
west  of  Cornwall.  Twenty  years  later.  Price,  in  his  Mineralogia,  added  to  Borlase's 
description,  and  illustrated  some  of  the  apparatus  then  in  use.  Afterwards  Dr.  Boase 
published,  in  the  second  volume  of  the  Transactions  of  the  Geological  Society  of  Corn' 
wall,  an  article  upon  the  dressing  of  tin  in  St.  Just.  In  volume  four,  Mr.  W.  Jory 
Henwood  inserted  a  paper  on  dressing ;  and  some  general  remarks  will  be  found  on 
the  subject  in  De  la  Beche's  Eeport  on  the  Geology  of  Cornwall.  The  enrichment  of 
lead  ores  has  been  noticed  by  Forster,  in  his  Section  of  Mineral  Strata ;  also  by 
Warington  W.  Smyth,  in  his  memoir  On  the  Mines  of  Cardiganshire,  in  the  second 
volume  of  the  Memoirs  of  the  Geological  Survey _  of  Great  Britain.  In  1858,  Mr. 
James  Henderson  presented  a  paper  to  the  Institution  of  Ci\nl  Engineers  '  on  the 
Methods  generally  adopted  in  Cornwall  in  Dressing  Tin  and  Copper  Ores,' to  which  we 
are  indebted  for  some  of  our  illustrations.  In  the  '  Proceedings  of  Mechanical  Engi- 
neers, 1873,'  will  bo  found  valuable  papers  on  the  '  Mechanical  Appliances  for  Dressing 
Tin  and  Copper  Ore,'  by  Mr.  Henry  T.  Ferguson,  and  on  the  '  Tin  Stream  Works  in 
Eestronquet  Creek,'  by  Mr.  Cliarles  D.  Taylor. 

In  Franco,  Dufronoy,  Elie  de  Beaumont,  Coste,  Perdonnet,  Huet  and  Geyler,  and 
Moissenct  have  treated  on  the  mechanical  enrichment  of  copper,  tin,  and  lead  ores. 
The  latter  gontlomau  has  frequently  visited  this  country,  and  given  the  results  of  hia 
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observations  in  a  highly  interesting  memoir,  entitled  PrSparation  du  Mineral  d'Etain 
dans  le  Cornwall,  and  also  in  the  Ajmales  des  Mines,  tome  ix.  1866.  But  it  is  to 
Germany  we  must  look  for  an  exhaustive  literature  on  the  Dressing  of  Ores,  and  ma- 
chinery employed  therein.  In  1867,  1870,  and  1873,  Von  Eittinger's  Lehrbuch  der 
Aufberdtungskmide  appeared,  with  an  atlas,  containing  forty-nine  plates.  In  1872 
Die  Avfbereltung,  by  M.  F.  Gaetzschmann,  with  an  atlas  of  sixty-six  plates,  was  pub- 
lished. In  addition  Hundt  of  Siegen,  Neuerberg  of  Kalk,  Cologne,  Utsch  ojf  Iserlohn, 
Hoffmann  of  Lohmansfeld,  Max  Braun  of  Altenberg,  and  many  others  have  promoted 
the  science  and  art  of  Dressing.  In  England  there  are  hopeful  signs  that  the  subject 
will  be  deemed  worthy  the  attention  of  Mine  Engineers.  Continuous  machinery  is  in 
operation  at  several  mdnes,  and  its  use  somewhat  extending.  In  South  Australia 
Hancock  has  successfully  applied  himself  to  the  subject  of  continuous  Dressing; 
while  in  America  the  mechanical  enrichment  of  minerals  will  necessarily  command 
much  consideration.  Too  much  attention  cannot  be  given  to  this  section  of  mining 
economics ;  for  with  the  increasing  production  of  ores,  especially  of  ores  of  low  pro- 
duce, and  the  ill-adapted  machinery  oftentimes  employed,  the  loss  in  concentrating 
them  is  an  item  of  most  serious  moment. 

In  this  paper  we  have  included  those  machines  which  have  been  long  employed  in 
our  metalliferous  mines, — many  of  them  having  been  proved  by  experience  to  be 
most  economical, — together  with  such  of  the  modern  introductions  as  appear  to 
promise  the  most  advantage,  and  some  suggestions  which  cannot  but  be  valuable, 
since  the  principles  involved  are  founded  upon  the  universal  laws  of  gravitation, 
as  applied  to  solids  and  fluids  in  motion. 

It  is  not  essential  to  describe  the  dressing  routine  observable  in  a  particular  mine, 
since  it  is  scarcely  possible  to  observe  the  same  system  in  any  two  distinct  concerns. 
In  the  various  modes  of  treatment,  however,  it  may  be  remarked  that  the  two  leading 
features  will  always  be  reduction  to  a  proper  size  and  separation  of  the  ore  from  the 
refuse.  Until  the  vein-stuff  arrives  at  the  crusher  or  stamps,  the  labour  is  chiefly  one 
of  picking  and  selecting ;  but  from  these  machines  usually  commence  a  long  series  of 
divisions,_  subdivisions,  selections,  and  rejections.  To  follow  these  out  in  their  various 
ramifications  would  not  only  exceed  the  limits  of  this  paper,  but  would  perhaps  be 
misunderstood  by  those  not  intimately  acquainted  with  the  subject. — J.  D, 

SRVGCET  is  a  coarse,  but  rather  slight,  woollen  fabric,  used  for  covering  carpets, 
and  as  an  article  of  clothing  by  females  of  the  poorer  classes. 

The  manufacture  of  druggets  of  various  kinds  has  been  of  late  years  considerably 
improved ;  and  carpets,  many  of  them  handsomely  figured,  are  now  found  in  common 
use. 

DRUID-STONES.  Masses  of  quartzoso  rock  scattered  as  loose  blocks  over  tho 
Chalk  downs  in  the  south  of  England,  and  known  va.iously  as  Druid-stones,  Sarseu- 
stones,  and  Greyweathers. 

DRUSE.  _  A  onineralogical  term,  signifying  a  hollow  space  in  veins  of  ore  or  in 
rocks,  which  is  lined  with  crystals.    A  drusy^  cavity  is  one  covered  with  crystals. 

DRV  BOXTE.  A  term  sometimes  applied  by  American  miners  to  calamine  or 
carbonate  of  zinc. 

DRV  GRXSTDIN-G.  The  practice  of  employing  dry  stones  has  been  long  adopted 
tox  the  purpose  of  qiuckening  the  processes  of  sharpening  and  polishing  steel  goods, 
i  he  dry  dust  from  the  sand-stone,  mixed  with  the  fine  particles  of  steel,  being  inhaled 
by  the  workmen,  produces  diseases  of  the  pulmonary  organs  to  such  an  extent,  that 
thirty  grinders  are  reported  rarely  to  Uve  beyond  the  ages  of  twenty-five  or 

]VIr.  Abraham,  of  Sheffield,  first  invented  magnetic  guards,  which,  being  placed 
Close  to  the_  ^mdstone,  attracted  the  particles  of  steel,  and  thus  protected  the  men 
from  their  influences.  Still  they  suffered  from  the  effects  of  the  fine  sand-dust,  and 
the  grinders  heedlessly  abandoned  the  use  of  them  altogether. 

fi,  oT-^i^t'?^"^  devised  another  plan,  which  is  employed,  although  only  partially,  in 
the  Sheffield  works.  The  grindstone  is  enclosed  in  a  wooden  case,  which  only  ex- 
poses a  portion  of  the  edge  of  the  stone;  a  horizontal  tube  proceeds  at  a  tangent  from 
tne  upper  surface  of  the  circle  to  the  external  atmosphere.  The  current  of  air  gene- 
rated by  the  stone  in  rapid  revolution,  escaping  through  the  tube,  carries  off  with  it 
nearly  all  tho  dust  arising  from  the  process.  It  is  curious  to  find  so  simple  a  con- 
tSffl  ^'^T^^ workmen,  notwithstanding  that  sad  experience 
«r,W    i!-'?'     i        f  exposing  themselves  to  the  influences  of  an  atmo- 

spnere  which  produces  slowly  but  sMely  their  dissolution. 

or  o:Sw  ?         •         ■  "'^h  °sP«"ally  linseed  and  nut  oils,  are  boiled  witJi  litharg, 
sLe      tf„  :l  '        ^'"^Tu  °^  solidifying  or  drying  quickly  on  expo- 

Sonts lith  ^'"-y  "^^f^lto  the  painter,  as'^.dthout  them  the 

Vol  11  """"  """""'^  '""""^'^  T'^^  of  lead  appears 
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to  establish  a  state  of  more  easy  oxidation  in  the  oils,  bo  that  they  assume  readily  the 
conditions  of  a  rosin. 

DRY  ROT.  This  kind  of  decay  in  wood  is  ascribed  to  the  attaxiks  of  fungi, 
ospuclally  to  Pohjporm  hjhridus  and  Thelephora  putcana.  There  is  no  doubt  that, 
by  the  formation  of  fungus,  rot  or  decay  may  bo  commenced,  and  contmuod  to  a 
certain  extent ;  but  there  are  numerous  cases  where  rot  is  due  to  an  entirely  dillerent 
cause — a  spontaneous  decomposition. 

Dry  rot  diflfers  but  little  in  the  causes  producing  it,  or  in  the  result,  from  Wet 
EoT.  They  are  both  alike  the  effect  of  the  conversion  of  the  carbon  of  wood  into 
carbonic  acid,  and  its  hydrogen  into  water.  The  process  is  again  the  same  as  that 
by  which  wood' is  converted  into  humus,  and  into  brown-coal.  Mayer  gives  the 
analysis  of  oak  wood,  and  of  humus  produced  from  it,  as  follows  :— 

Oak  wood.  Humus. 

Carbon   62-53  48-32 

Hydrogen  .  ....  5-27  4-57 
Oxygen   42-20  36-58 

In  this  change,  7-73  per  cent,  of  carbonic  acid  and  2-8  per  cent,  of  carburetted 
hydrogen  are  disengaged.  , 

The  examination  of  the  decay  of  wood,  and  its  conversion  into  the  brown  powaer 
(humus)  which  marks  rottenness,  shows  that  the  change  is  almost  entirely  dependent 
on  the  absorption  of  oxygen.  The  decrease  in  the  volume  of  wood  during  its  decay  is 
difficult  to  account  for,  unless  we  suppose,  which  is  probable,  that  as  much  escapes  in 
the  form  of  carburetted  hydrogen  as  there  does  of  carbonic  acid  and  water. 

Hollow  trees  are  sometimes  met  with,  whose  wood  is  entirely  de(»yecl  away, 
nothing  being  left  but  the  bark,  and  a  quantity  of  pulverulent  wood,  which  is  altogether 
disproportionate  to  the  hollow  space.    In  most  cases,  likewise,  the  cavity  extends  so 
far  below  the  lateral  opening  in  the  trunk  that  we  cannot  suppose  the  decayed  wood 
to  have  been  washed  away  by  rain,  at  least,  not  during  the  last  stages  of  the  change. 
It  is,  therefore,  very  desirable  that  continued  careful  observations  f  0^*^ 
with  regard  to  this  point.    On  the  other  hand,  the  slight  loss  of      stance  by  the 
wood  during  the  first  stages  of  its  decomposition,  explains  why  the  alteration  ot 
wooden  piles  under  water  appears  to  have  taken  place  without       .<i^°"°"^tion  ot 
volume.    If,  indeed,  besides  this,  inorganic  substances-f or  instance,  silica-should  be 
introduced  into  the  place  of  the  organic  constituents  separated,  it  would  not  be 
difficult  to  account  for  the  increased  firmness  and  density  presented  by  wood^^^^ 
has  remained  for  some  time"  under  water.    It  has  been  ^^^^^hat  the  conv™ 
ligneous  fibre  into  a  pulverulent  substance,  and  into  humus,  admite  of  ^deq^-ate  ex 
planation  by  means  of  the  three  cases  mentioned  above,  f^J^'/^i^^i^J^P^^^^^^^^ 
important,  that  it  may  be  supposed  to  take  place  independently  f  J^' 
The  formation  of  carbonic  acid  is,  then,  during  the  first  stages  of  decomposition 
either  extremely  small  or  altogether  wanting.     The  ^^^^'"7'^^^^^^^^^ 
separation  of  oxygen  and  hydrogen  in  the  form  of  jt 
oxygen  and  carbon,  as  carbonic  acid,  does  not  ^onmence  until  a  later  period^^^l^^ 
likewise,  probable,  that  at  a  still  later  period  carbon  and  hydrogen  are  separated  in 

^hremedTfoT^T -^^^^^^^^  of  such  substances  as  will,  when  penetrating  the 
wood  combSe  with^its  albuminous  matter  and  solidify  it.  He-e  co™ 
mate  sulphate  of  copper,  and  arsenic  acid  have  been  found  to  ^^.^^^^^^f^  P^^In- 
^ves'  mere  they  Sn  be  applied,  nitric  acid  and  sulphuric  acid  are  ^ery  adran- 
Ugeous,  especiaUy  where  the  Jowth  of  fungi  is  the  cause  f'^^.^^^^l^':' 
haSlowed  the  decomposition,  as  it  not  ^-^^^^^^^''^J  ^^'^..^^'^^^^^ 

BXTAMNE.    A  sawdust  gunpowder  impregnated  ^tl^^^^^t^^g^.TT.  Explo- 


a>VAX.XXrE.    A  sawdust  gunpowder  impregnHu^u  .7""  .  e^plo- 

sembles  dynamite  in  most  respects,  but  is  not  equal  to  it.    See  Dynamite  ,  J.xpi.0 

""^^CK."(S^.  a  cloth,  Swedish;  M,  Ger.)  A  Xtilf td  tlKL"''  °' 
canvas.    It  is  used  for  common  articles  g  ^ 

BUCIIllTY  iStreckbarkctt  G^^.)^^^^^^  as  also  by 

without  breaking,  PO^^^^-^-I^V?  Pffj^^^Se.  anTb^  semifluid,  Resinous,  and 

many  other  metals,  by  glass  in       1^^;^^^  exhibit  the  finest  natural  cxcrc.se 

gummy  substances.  The  spider  and  the  siil^^orm  ox  threads, 
of  ductility  upon  the  Peculiar  viscid  secret  ons  fro^^^^^  -^^^^^ 
When  a  body  can  be  readily  extended  in  '-^JJf  lniHnrtiS  it  is  said  to  be  laminable. 
to  be  malleable,  and  when  into  fillets  unto  the  roU  n^^^^^^^^  ^.Ueability ; 

There  appears  to  be  therefore  a  real  ^'^'^'^^^f  ° '''7'^^  the  thinnest 

for  the  metals  which  draw  into.the  finest  wire  ^r  not  goso  atto  ^^^^^^  ^  ^^^^ 

leaves  under  the  hammer  or  in  the  rolling  press. 
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illustration.  Among  the  metals  permanent  in  the  air,  17  are  ductile  and  16  are  brittle. 
But  the  most  ductile  cannot  be  wire-drawn  or  laminated  to  any  considerable  extent 
T\-ithout  being  annealed  from  time  to  time  during  the  progress  of  the  extension,  or 
rather  the  sliding  of  the  particles  alongside  of  each  other,  so  as  to  loosen  their  lateral 
cohesion.    See  Maileability. 

Table  of  the  Ductility  and  Malleability  of  Metals. 


Ductile  and  mallenDlG 
metals  in  alphabetical 
order 

Brittle  metals  in 
alphabetical  order 

Cadmium 

Antimony 

Copper 

Arsenic 

Gold 

Bismuth 

Iron 

Cerium 

Iridium 

Chromium 

Lead 

Cnball- 

\j\JfJaiL\i 

Magnesium 
Mercury 

Columbium 

Iridium 

Nickel 

Manganese 

Osmium 

Molybdeniim 

Palladium 

Osmium 

Platinum 

Rhodium 

Potassium 

Tellurimn 

Silver 

Titanium 

Sodium 

Tungsten 

Tin 

Uranium 

Zinc 

Metals  in  the  order  of 
their  wire-drawing 
ductility 


Gold 

Silver 

Platinum 

Iron 

Copper 

Zinc 

Tin 

Lead 

Nickel 

Palladium 

Cadmium 


Metals  in  the  order  of 
their  laminable 
ductility 


Gold 
Silver 
CoppeJ? 
Tin 

Platinum 

Lead 

Zinc 

Iron 

Nickel 

Palladium 

Cadmium 


DVXiSE.    The  Bhodymenia  palmata.    See  Axgje. 

SUXTES.  Low  hills  of  blown  sand,  which  are  seen  on  the  coasts  of  Cheshire  and 
Cornwall,  in  this  country,  and  also  in  many  places  skirting  the  shores  of  Holland  and 
Spain. 

DTTirGIirG,  in  calico-printing,  is  the  application  of  a  bath  of  cow-dung,  diffused 
through  hot  water,  to  cotton  goods  in  a  particular  stage  of  the  manufacture.  Dunging 
and  scouring  are  commonly  alternated,  and  are  two  of  the  most  important  steps  in  the 
process.    See  Calico-Pbinting. 

SmrSTOITE.  Magnesian  limestones  of  a  dun  colour,  occurring  near  Matlock  in 
Derbyshire. 

DUTCH  FOXIi,  XiXSAF,  or  METAIi.  A  composition  of  copper  and  zinc,  or  of 
beaten  bronze  or  of  copper  leaf.    See  Alloys  ;  Brass  ;  and  Beonzb  Potytjees. 

DUTCH  XiZQUXD.  A  name  given  to  an  oily  substance  produced  by  the  action 
of  chlorine  on  olefiant  gas.  It  was  discovered  at  the  close  of  the  last  century  by  an 
association  of  Dutch  chemists. 

DUTCH  RUSH.  Eqiiisetum  hycmale.  This  rush  is  known  also  as  the  Large 
branchless  Horse-tail.  The  dried  stems  are  much  employed  for  polishing  wood  and 
metal.    For  this  purpose  they  are  generally  imported  from  Holland. 

DYEIwe  (rem^MJ-e,  Fr. ;  Fdrberei,  Ger.)  is  the  art  of  imparting  to  and  fixing 
upon  wool,  silk,  cotton,  linen,  hair,  and  skins  any  colour,  with  sufficient  tenacity  not 
to  be  removed  by  water  or  the  ordinary  usage  to  whicli  these  fibrous  bodies  are 
exposed  when  worked  up  into  articles  of  raiment  or  furniture.  We  shall  here  consider 
the  general  principles  of  the  art,  referring,  for  the  particular  dyes  and  the  manner  of 
treating  the  stuffs  to  be  dyed,  to  the  different  tinctorial  substances  in  their  alphabetical 
order. 

Dyeing,  although  altogether  a  chemical  process,  and  requiring  for  its  correct  ex- 
planation an  acquaintance  with  the  properties  of  the  elementary  bodies,  and  the  laws 
which  regulate  their  combination,  has  been  practised  from  tlie  most  ancient  times, 
long  before  any  just  views  were  entertained  of  the  native  of  the  changes  that  took 
place ;  and  it  is  still  practised  by  many  who  know  very  little  of  chemical  science  : 
indeed,  like  many  of  the  other  chemical  arts,  its  practice  is  often  in  advance  of  the 
science  by  which  its  principles  are  explainable.  The  art  no  doubt  originated  in  that 
iove  of  distinction  inherent  in  the  human  mind,  inducing  man,  for  its  gratification, 
to  stain  his  dress  or  his  skin  with  the  gaudy  colours  of  the  vegetable  kingdom.  The 
earliest  historical  record  speaks  of  coloured  garments  being  worn  as  nmrks  of  dis- 
tinction for  offices  both  political  and  religious,  and  also  as  marks  of  favour.  Jacob 
E'lve  his  favourite  son  Joseph  a  coat  of  many  colours,  and  Moses  speaks  of  a  raiment 
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dyed  blue,  and  purple,  and  scarlet,  and  of  slioopskins  dyod  red,  circumstances  which 
indicate  no  small  degree  of  tinctorial  skill.  He  enjoins  purple  stuff  for  the  works 
of  the  Tabornaclo  and  the  vestments  of  the  high  priests. 

In  the  article  Calico-Pkintino  it  has  been  shown,  from  Pliny,  that  the  ancient 
Egyptians  cultivated  the  art  of  dyeing  with  some  degree  of  scientific  precision,  since 
they  knew  the  use  of  mordants,  or  those  substances  which,  though  they  impart  no 
colour  themselves,  yet  enable  white  robes  {candida  vela)  to  absorb  colouring  drugs 
{colorem  sorhentihus  medicamentis). 

Tyre,  however,  was  the  nation  of  antiquity  which  made  dyeing  one  of  its  chief 
occupations  and  a  staple  of  its  commerce,  and  it  is  asserted  by  all  writers  upon  the 
subject,  that  the  invention  of  the  celebrated  purple  dye,  known  as  the  Tyrian  purple 
was  made  in  that  city,  and  the  king  of  Phojnicia,  being  so  captivated  with  the 
colour,  it  is  stated  that  he  made  it  one  of  his  principal  ornaments,  and  it  became 
afterwards,  and  continued  to  be  for  many  centuries,  a  badge  of  royalty. 

The  discovery  of  the  purple  dye  is  said  to  have  been  made  1,500  years  before  the 
Christian  era.  It  must  have  met  with  a  very  early  and  general  appreciation,  and 
rapid  commercial  progress,  as  we  find  that,  nine  years  after  the  above  date,  the 
Children  of  Israel,  an  enslaved  people,  on  their  leaving  Egypt,  had  in  their  possession 
large  quantities  of  this  dye ;  it  was  extensively  used  by  them,  a  short  time  after, 
for  the  furniture  of  the  tabernacle  and  the  vestments  of  the  .  priests  ;  and  in  aft«r 
years  this  dye  was  always  named  amongst  the  valuable  spoils  of  war.  That  it  was  the 
dress  of  royalty  at  a  very  early  period,  is  indicated  by  the  mention,  amongst  the 
spoils  of  the  Midians  collected  by  the  Israelites,  of  the  purple  garments  worn  by  their 

^^¥he  iuice  employed  for  communicating  this  dye  was  obtained  from  two  different 
kinds  of  shell-fish,  described  by  Pliny  under  the  names  of  Purfiira  Buccinum  ; 
being  extracted  from  a  small  vessel,  or  sac,  in  their  throats,  to  the  amount  ot  only 
one  drop  from  each  animal.  A  darker  and  inferior  colour  was  also  procured  by 
crushing  the  whole  substance  of  the  buccinum.  A  certain  quantity  of  the  juice  col- 
lected from  a  vast  number  of  shells  being  treated  with  sea-salt,  was  allowed  to 
ripen  for  three  days;  after  which  it  was  diluted  with  five  times  its  bulk  of  water, 
kept  at  a  moderate  heat  for  six  days  more,  occasionally  skimmed  to  separate  the 
animal  membranes,  and  when  thus  clarified  was  applied  directly  as  a  dye  to  white 
wool,  previously  prepared  for  this  purpose  by  the  action  of  lime-water,  or  of  a  species 
of  lichen  called  Fucus.  Two  operations  were  requisite  to  communiwte  the  finest 
Tyrian  purple  :  the  first  consisted  in  plunging  the  wool  into  the  juice  of  the  Purpura  ; 
the  second,  into  that  of  the  buccinum.  Fifty  drachms  of  wool  required  one  hundred 
of  the  former  liquor,  and  two  hundred  of  the  latter.  Sometimes  a  preliminary  tint 
wa  given  with  Coccus,  the  '  kermes '  of  the  present  day,  and  the  cloth  received  mere  y 
a  finish  from  the  precious  animal  juice.  The  colours,  throug^i  probably  not  nearly 
Jo  brilliant  as  those%roducible  by  our  cochineal,  seem  to  have  been  ^e^T  ^u^^^^^^ 
Plutarch  says,  in  his  'Life  of  Alexander '  (chap.  36),  that  the  Greeks  found  in  _the 
treSl^y  of  tS  king  of  Persia  a  large  quantity  of  purple  cloth,  which  was  as  beautiful 

-''^^t^t^^^^Z;^^^^^^  by  Alexanderinthe  treasu^ofthe  king 

of  PersirSSere^ntly  Stated : -1st,  as  amounting  to  ^,000  talents ;  2nd  as  being 
of  Z  value  of  6,000  talents  ;  3rd,  as  weighing  5  000  quintals  Besides  these  d^s- 
cremnt  statements,  it  is  not  clear  whether  these  values  or  weights  refer  to  cloth  djed 
oX^L  dye  S  although  it  would  be  an  important  fact  to  know  that  tlie  dj^  could 
S  thus  pre^erved^  for  a  length  of  time.    Horace  celebrates  the  Lacoman  dye  an  the 

following  lines :—  .  . 

Neo  Lacomcas  mini 

Trahunt  honestae  purpuras  dtentso  ; 

which  have  been  translated  as— 

'  No  honourable  lady  dependents  ^ 
Spin  Laconian  purple  for  my  use. 

■KT  ,.  '^x.  L    A-^„       nlmnqt-  universal  use  in  more  ancient  times,  it  gradually  de- 

pounds  of  our  money.  ,     wealth  accumulated  in  that 

emperor,  .rrogatod  to  aom»lv»»    «  opoZd  I  mud,  i  dUcoUgo  tUi. 
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Eastern  empire,  whore,  however,  it  existed  in  certain  imperial  manufiictories  till  the 

eleventh  century.  „         ■.  , 

Gage,  Cole,  Plumier,  Eeaumur,  and  Duhamel  have  severally  made  researches  con- 
cerninf'the  colouring  juices  of  shell-fish  caught  on  various  shores  of  the  ocean,  and 
have  succeeded  in  forming  a  purple  dye,  but  they  found  it  much  inferior  to  that 
furnished  by  other  means.  The  juice  of  the  buccinum  is  at  first  white  ;  it  becomes 
by  exposure  to  air  of  a  yellowish  green  bordering  on  blue ;  it  afterwards  reddens, 
iiiid  finally  changes  to  a  deep  purple  of  considerable  vivacity.  These  circumstances 
coincide  with  the  minute  description  of  the  manner  of  catching  the  purple-dye  shell- 
fisli  which  we  possess  in  the  work  of  an  eye-witness,  Eudocia  Macrembolitissa,  daughter 
of  the  Emperor  Constantino  VIII.,  who  lived  in  the  eleventh  century. 

The  beautiful  piu-ple  dye,  which  is  now  extracted  from  guano,  is  probably  closely 
allied,  both  in  property  and  appearance,  to  the  Tyrian  purple. 

Dyeing  seems  to  have  been  little  cultivated  in  ancient  Greece.  The  people  of 
Athens  generally  wore  woollen  dresses  of  the  natural  colour :  a  circumstance  forming 
a  peculiarity  in  that  nation,  composed  of  a  people  -who  were  such  lovers  of  art. 

The  Eomans  appear  to  have  bestowed  some  care  upon  the  art  of  dyeing.  In  the 
games  of  the  circus  parties  were  distinguished  by  colours.  Four  of  these  are  described 
by  Pliny :  the  green,  the  orange,  the  grey,  and  the  white.  The  following  ingredients 
were  used  by  their  dyers  :— A  crude  native  alum  mixed  with  copperas,  copperas  itself, 
blue  vitriol,  alkanet,  lichen  rocellus  or  archil,  broom,  madder,  woad,  nut-galls,  the 
seeds  of  pomegranate  and  of  an  Egyptian  acacia. 

In  Europe  the  progress  of  dyeing,  as  of  all  other  arts,  was  completely  stopped  for 
a  considerable  time  by  war  and  invasion,  and  did  not  revive  till  about  the  beginning 
of  the  thirteenth  century,  and  then  so  rapidly  did  its  progress  extend  in  some 
localities,  that,  towards  the  beginning  of  the  fourteenth  centxiry,  there  were  no  less 
than  two  hundred  dyeing  establishments  in  Florence.  At  the  same  time  the  Italians 
and  Venetians  also  prosecuted  the  art  of  dyeing  to  a  large  extent. 

The  art  of  printing  proved  for  dyeing,  as  well  as  for  other  arts,  its  great  pioneer 
and  propagator.  In  the  middle  of  the  sixteenth  century,  Plictho's  '  Art  of  Dyeing '  was 
printed,  which  gave  general  instructions  for  dyeing  all  kinds  of  fabrics,  and  laid  the 
foundation  for  that  improvement  of  this  art,  which  soon  after  followed  throughout 
Germany,  France,  and  England. 

In  the  East,  the  art  of  dyeing  did  not  experience  that  decline  which  passed  over  all 
the  arts  of  Europe  ;  hence  the  beautiful  dyes  of  India  maintained  their  high  charac- 
ter :  and,  to  this  day  these  dyes  are  loroduced  by  processes  differing  little  from  those 
practised  in  the  days  of  Pliny.* 

The  discovery  and  opening  of  America  to  commercial  enterprise  formed  an  era  in 
the  history  of  the  art  of  dyeing,  as  from  that  country  were  introduced  a  variety  of 
new  dye-drugs,  such  as  logwood,  brazilwood,  quercitron,  cochineal,  annotta,  &c., 
which,  with  the  discovery  of  the  use  of  tin  as  a  mordant  about  the  same  time,  gave 
the  dyer  a  facility  and  power  of  producing  such  a  variety  of  tints,  and  of  such  a  depth, 
durability,  and  lustre,  that  it  is  now  diflacult  to  conceive  possible  to  have  been  pro- 
duced in  former  times. 

About  the  same  time  was  discovered  the  art  of  using  indigo  as  a  dye,  which  it  is 
believed  the  ancients  only  knew  as  a  pigment.  The  introduction  of  this  dye-drug 
into  this  country  met  ^vith  strong  opposition ;  concerning  which  a  writer  in  the 
'  Penny  Cyclopaedia '  says  : — 

♦  Indigo,  _  the  innoxious  and  beautiful  product  of  an  interesting  tribe  of  tropical 
plants,  which  is  adapted  to  form  the  most  useful  and  substantial  of  all  dyes,  was 
actually  denounced  as  a  dangerous  drug,  and  forbidden  to  be  used,  by  our  Parliament 
in  the  reign  of  Queen  Elizabeth.  An  act  was  passed  authorising  searchers  to  burn 
both  it  and  logwood  in  every  dye-house  where  they  could  be  found.  This  act  remained 
in  full  force  till  the  time  of  Charles  II.,  that  is,  for  a  great  part  of  a  century.  A 
foreigner  might  have  supposed  that  the  legislators  of  England  entertained  such  an 
affection  for  their  native  woad,  with  which  their  naked  sires  used  to  dye  their  skins 
in  the  old  times,  that  they  would  allow  no  outlandish  drug  to  come  in  competition 
with  It.  A  most  instructive  book  might  be  ^vritten  illustrative  of  the  evils  inflicted 
upon  arts,  manufactures,  and  commerce,  in  consequence  of  the  ignorance  of  the 
I  gislature.' 

More  recently  another  class  of  dye-drugs  have  been  introduced,  and  have  super- 
seded some  of  those  of  the  former  century ;  these  are  bichromate  of  potash,  red  and 
yeUow  prussiate  of  potash,  manganese,  catechu,  arsenic,  &c. 

M^^Sws'thTwnl'^°7H''^  the  mode  of  dyeing  Turkey  red,  whicli  is  the  most  durable  dye  known, 
England  about  the  mid.iil''nf  w  P''°^>}<='^^.,°"  """O"-   "  ^os  introduced  into  France  and 

6  autt  aoont  the  middle  of  last  century,  and  is  stiU  earned  on  and  practised  with  much  perfection. 
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Colours  are  not,  properly  Bpoaking,  matoriul ;  tlioy  are  impresfsions  which  we  receive 
from  the  rays  of  liglit  reflected,  in  a  decomposed  state,  by  the  surfaces  of  bodies.  It 
is  well  known  that  a  white  sunbeam  consiBts  of  an  indeterminate  number  of  differently- 
coloured  rays,  which,  being  separated  by  the  refractive  force  of  a  glass  prism,  form  the 
solar  spectrum,  an  image  divided  by  Newton  into  seven  sorts  of  rays:  the  red,  orange, 
yellow,  gi-een,  blue,  indigo,  and  violet.  Hence,  when  an  opaque  body  appears  coloured, 
for  example,  rod,  we  say  that  it  reflects  the  red  rays  only,  or  in  greatest  abundance, 
mixed  with  more  or  less  of  the  white  beam,  which  has  escaped  decomposition.  Accord- 
ing to  this  manner  of  viewing  the  colouring  principle,  the  art  of  dyeing  consists  in 
fixing  upon  stuifs,  by  means  of  corpuscular  attraction,  substances  whicb  act  upon  light 
in  a  different  manner  from  the  surfaces  of  the  stufis  themselves.  The  dyer  ought, 
therefore,  to  be  familiar  with  two  principles  of  optics ;  the  first  relatively  to  the 
mixture  of  colours,  and  the  second  to  their  simultaneous  contrast. 

Wlienever  tho  different  coloured  rays,  which  have  been  separated  by  the  prism,  are 
totally  reunited,  they  reproduce  white  light.  It  is  evident,  that  in  this  composition 
of  light,  if  some  rays  were  left  out,  or  if  the  coloured  rays  be  not  in  a  certain  propor- 
tion, we'  should  not  have  white  light,  but  light  of  a  certain  colour.  For  example :  If 
we  separate  the  red  rays  from  the  light  decomposed  by  a  prism,  the  remaining  coloured 
rays  will  form  by  their  combination  a  peculiar  bluish  green.  If  we  separate  m  like 
manner  the  orange  rays,  the  remaining  coloured  rays  will  form  by  their  combination 
a  blue  colour.  If  we  separate  from  the  decomposed  prismatic  light  the  rays  of  greenish 
yellow,  the  remaining  coloured  rays  will  form  a  violet.  And  if  we  separate  the  rays 
of  yellow  bordering  on  orange,  the  remaining  coloured  rays  will  form  by  their  union 

an  indigo  colour.  ,  ..v  ,  j 

Thus  we  see  that  every  coloured  light  has  such  a  relation  with  another  coloured 
light  that,  by  uniting  the  first  with  the  second,  we  reproduce  white  light ;  a  relation 
which  we  express  by  saying  that  the  one  is  the  complement  of  the  other.  In  this 
sense  red  is  the  complementary  colour  of  bluish  green ;  orange,  of  blue ;  greemsh 
veUow  of  violet;  and  orange  yellow,  of  indigo.  If  we  mix  the  yeUow  ray  with  the 
red  we  produce  orange  ;  the  blue  ray  with  the  yeUow,  we  produce  a  neutral  tint ;  and 
the'blue  with  the  red,  we  produce  violet  or  indigo,  according  as  there  is  more  or  less  red 
relatively  to  the  blue.  But  these  tints  are  distinguishable  from  the  orange,  green, 
indigo,  and  violet  of  the  solar  spectrum,  because  when  viewed  through  the  pnsm  they 
are  reduced  to  their  elementary  component  colours.  ,  •„ 

If  the  dyer  tries  to  realise  the  preceding  results  by  the  mixture  of  dyes,  he  will 
succeed  only  with  a  certain  number  of  them.  Thus,  with  red  and  yellow  he  can  make 
orange;  with  blue  and  yellow,  green ;  with  blue  and  red,  indigo  or  violet.  These 
facts  the  results  of  practice,  have  led  him  to  the  conclusion  that  there  are  only  three 
primitive  colours:  the  red,  yellow,  and  blue.  If  he  attempts  to  make  a  white  by 
auDlvina  red,  yellow,  and  blue  dyes  in  certain  quantities  to  a  white  stuff,  in  imitation 
of  the  philosopher's  experiment  on  the  synthesis  of  the  simbeam  far  from  succeeding, 
he  will  deviate  still  further  from  his  purpose  and  the  Btidf  will  by  these  dyes  become 
coloured  of  a  depth  varying  according  to  the  quality  of  the  stuff  used;  until  a  full 
black  is  produced.  Nevertheless,  the  principle  is  applicable,  and  in  many  cases 
adopted  in  practice  by  blending  the  yeUow,  red,  and  blue  rays  in  order  to  produce  or 
Sove  an  otherwise  imperfect  white.  When  a  little  ultramarine,  cobalt  blue, 
BrSIn  blue,  or  indigo  is  appH^d  to  bleached  goods  with  the  view  of  gmng  them  the 
Test  ible  white,  if  only  a  certain  proportion  be  used,  the  goods  wiU  appear  whiter 
Ster  S  addition  than  before  it.  In  this  case  the  violet  blue  forms  with  the  W-n 
vellow  of  the  goods  a  mixture  tending  to  white,  or  less  coloured  than  the  yellow  of 
Ihe  Zol  and  the  blue  separately  were.  For  the  same  reason  a  mixture  of  pru  sian 
the  gooos  anu  ■■^/'^j,  archil  and  cudbear,  is  used  for  whitening  of  silks  m 

^  irni  a  pure  b  Se  for  on  examining  closely  the  colour  of  the  sUk  to  be  neutra- 
Ff«fn  wa^ fS  by  the  r^^^  of  the  complementary  colours,  that  the  violet  was 
hsed,  i^yj^s  the  pure  blue  alone.    The  dyer  should  know,  that  when  he  applies 

more  ^^t^^^t^^J.^^X^^^^  ^.atters  to  stuff,  as  yellow  and  blue  separately,  they  will 
several  'i^fi^^™^^,""^^™"^  mkters  have  combined,  but  because  the  eye 

appear  f       °?^,  ^.^J!"'^^^^^^^^^  reflect  the  yellow  from  those  which  reflect  the 

cannot  distingui  h^^^^^  that  produces  the  combined  colour.    With  such 

^^T'  ^  /.W  SlT  appSr  of  different  tints,  the  blue  or  yellow  prevaiUng  according 
a  dye  the  colour  ^J.^PP?,^^.°'  "a^ed  to  tho  eye,  whether  seen  by  reflected  or  trans- 
to  the  position  in  which  it  P^^^^J  ^^/^^^^  i3  ehemical  union,  producing  a 
mitted  but  when  the  dye  appu  ^^^^         ^^^^^^  ^^^^ 

green,  such  be  seen  by  examining  cert-ain  grey 

tinguished.  Other  '?'^ffjl^''tc'"^th  the  microscope,  by  which  it  is  seen  grey 
SKHiSiomS  pS^^^^  over  a  colourless  or  slightly-coloured 
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surface  The  microscope  may  be  thus  usefully  app^f  by  the  dyer  to  distinguish 
wlS;  a  colour  be  the  result  of  a  ™xed  oi"  a  combH.ed      •  ^^^^^^^^ 

r  ''^il^rlLte  r  oW^t  Sg^ do  of  each  other,  it  sees  them 

SerluglSnrSght.,^ 

SiotMTffo^^^^^^^^^ 

''ttTs^Zt7:^o^le^onUry  colours  side  by  side  to  produce  hannouy 

of  CO  o\xrthe  resp^^^^^^  having  almost  decided  inA^Wk  rTd  Tnk  and 

hght  green  agree,  red  and  dark  green  also  ;  but  bght  gF^^^^^f  .^^^^^ 

dark  green  do  not;  therefore,  to  obtain  the  maximum  of  ^S^^J^^^^^^P^^^^'^L^^ 

the  following  colours  must  be  placed  side  by  side,  taking  into  account  their  exact 

intensity  and  tint : — 

PrumtiveColom-«        Seconda^  Colours   ^       ^       _    Light  blue  ;  Yellow ;  Bed 

*  .    Bed ;  Yellow ;  Blue 

.  Blue;  Bed;  Yellow 
.    Bed;  Blue;  Yellow 


Blue       .       .  .  Orange 

Yellow  orange  .  .  Indigo 

Greenish  yellow  .  Violet 

Black      .       .  .  White 


Yellow;  Blue;  Bed 


The  mixed  contrast  gives  the  reason  why  a  brilliant  colour  should  never  be  looked 
at  for  any  length  of  time,  if  its  true  tint  or  brilliancy  is  to  be  appreciated ;  for  if  a 
person  looks,  for  example,  at  a  piece  of  red  cloth  for  a  few  minutes,  green,  its  comple- 
mentary colour  is  generated  in  the  eye,  and  adding  itself  to  a  portion  of  the  red, 
produces  black,  which  tarnishes  the  beauty  of  the  red.  This  contrast  explains  why 
the  shade  of  a  colour,  may  be  modified,  either  favourably  or  otherwise,  according  to 
the  colour  which  the  eye  has  previously  looked  at.  An  example  of  the  first  instance 
is  noticed,  when  the  eye  first  looks  to  a  yellow  substance,  and  then  to  a  purple  one  ; 
and  as  exemplifying  the  second  case  looking  at  a  blue  and  then  at  a  piirple. 

The  relations  of  dyeing  with  the  principles  of  chemistry  constitute  the  theory  of  the 
art,  properly  speaking  ;  this  theory  has  for  its  basis  the  knowledge— 

1st.  Of  the  nature  and  properties  of  the  bodies  which  dyeing  processes  bring  into 

contact.  .  .  . 

2nd.  Of  the  circumstances  in  which  these  bodies  are  brought  together,  facilitating 

or  retarding  their  action. 

3rd.  The  phenomena  which  appear  during  their  action ;  and, 

4th.  Properties  of  the  coloured  combinations  which  are  produced. 

The  first  of  these  generalities  embraces  a  knowledge  of  the  preparations  which  stuff 
necessarily  undergoes  previous  to  dyeing,  and  also  the  preparations  of  the  dye-drug 
before  bringing  it  into  contact  with  the  stuff. 

The  operations  to  which  stuffs  are  subjected  before  dyeing,  are  intended  to  separate 
from  them  any  foreign  matters  which  may  have  become  attached,  or  are  natui-ally 
inherent  in  the  stuff.  The  former  are  such  as  have  been  added  in  the  spinning, 
weaving,  or  other  manipulations  of  the  manufacture,  and  are  all  removed  by  steeping 
in  an  alkaline  lye  and  washing.  The  second  are  the  natural  yellow  colouring  sub- 
stances which  coat  some  of  the  various  fibres,  both  vegetable  and  animal ;  and  the 
chlorophylle,  or  leaf-green  of  vegetables.  The  removal  of  these  is  generally  effected 
by  boiling  in  soap  and  alkaline  lyes.  A  weak  bath  of  soda,  in  which  the  stuff  is 
allowed  to  steep  for  some  time,  and  then  washed  in  water,  is  generally  the  only  pre- 
paration required  for  wool,  in  order  that  it  may  take  on  a  uniform  dye. 

To  remove  the  gummy  or  resinous  matter  from  silk,  it  requires  boiling  in  soap-lye  ; 
however,  its  removal  is  not  essential  to  the  stuff  combining  with  the  dye,  as  silk  is 
often  dyed  while  the  gum<  remains  in  it,  in  which  case  it  is  only  rinsed  in  soap-lye  at 
a  very  moderate  heat,  to  remove  any  foreign  matters  imbibed  in  the  process  of  manu- 
facture. 

Vegetable  fibre,  as  cotton,  has  such  natural  resinous  matters  that  retard  the  re- 
ception of  the  dye  removed  by  boiling,  either  with  or  without  alkaline  lyes  ;  but  the 
natural  dun  colour  of  the  fibre  is  not  removed,  which  from  the  laws  of  light  and 
colour  already  referred  to,  would  interfere  with  the  production  of  bright  light  tints  ; 
under  these  circumstances,  the  natural  colour  of  the  fibre  has  to  be  previously  removed 
by  bleaching :  for  which  see"the  article,  Bleaching. 

The  necessary  preparation  of  the  dye-drugs  within  the  province  of  the  dyer,  is  to 
obtain  the  colora  in  »  state  of  solution,  so  as  to  allow  the  fibre  to  absorb  it,  aad  to 
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produce  cliemical  combination,  or  to  get  the  dye  or  colour  in  such  a  minute  state  of 
cuvision  as  it  will  penotrato  or  enter  into  the  tihve  of  the  stuff.  These  preparations 
embrace  the  formation  of  decoctions,  extracts,  and  solutions,  and  also  in  some  cases  of 
precipitition,  previous  to  immersing  the  stuff  into  the  bath.  Stuffs,  chemicaUy 
considered,  have  but  a  feeble  attraction  for  other  matters,  so  as  to  combine  with  them 
chomicfilly ;  still  that  they  do  possess  certain  attractions  is  evident  from  various 
phenomena  observed  in  the  dyeing  processes,  and  that  this  attraction  is  possessed 
with  different  degrees  of  intensity  by  the  different  fibres,  is  also  evident  from  the  ease 
and  permanence  that  woollen  stuff  will  take  up  and  retain  dyes  compared  with 
cotton ;  and  also,  that  certain  dyes  are  retained  and  fixed  within  or  upon  one  kind  of 
fibre  and  not  at  all  in  another.  This  may  be  determined  by  plunging  the  dry  stuff 
into  solutions  of  the  salts,  and  determining  the  density  of  the  solution  before  the 
immersion  and  after  withdrawing  the  stidf.  Wool  abstracts  alum  from  its  solution, 
but  It  gives  it  all  out  again  to  boiling  water.  The  sulphates  of  iron,  copper,  and 
zinc  resemble  alum  in  this  respect.  Silk  steeped  for  some  time  in  a  solution  of 
protosulphate  of  iron,  abstracts  the  oxide,  and  gets  thereby  dyed,  and  leaves  the 
solution  acidulous.  Cotton  in  nitrate  of  iron  produces  the  same  effect.  Wool  put  in 
contact  with  cream  of  tartar,  decomposes  a  portion  of  it ;  it  absorbs  the  acid  within  it* 
pores,  and  leaves  a  neutral  salt  in  solution  in  the  liquor.  Cotton  produces  no  such 
effect  with  tartar,  showing  by  these  different  effects  that  there  are  certain  attractions 
between  the  stuff  and  dyes.  This  attraction,  however,  may  be  more  what  is  termed 
a  catalytic  influence,  the  fibres  of  the  stuff  producing  a  chemical  action  ^vith  the  salt 
or  dye,  with  which  it  is  in  contact.  This  attraction  or  affinity  of  the  fibre  for  the 
dye-drug,  does  not  produce  a  very  extensive  effect  in  the  processes  of  dyeing.  More 
probably  the  power  of  imbibing  and  retaining  colours  possessed  by  the  fibre  is  more 
dependent  upon  a  mechanical  than  a  chemical  influence. 

All  dye-drugs  must  in  the  first  instance  be  brought  into  a  state  of  solution,  in  order 
that  the  dye  may  be  imbibed  by  the  fibre  ;  but  if  the  fibre  exerts  no  attraction  for  the 
colour  so  as  to  retain  it,  it  is  evident  that  so  long  as  it  remains  capable  of  dissolving 
in  water,  the  stuffs  being  brought  into  contact  with  water,  will  soon  lose  their  colour. 
A  colour  thus  formed  does  not  constitute  a  dye,  however  strongly  stained  the  stuffs 
may  appear  to  be,  in  or  out  of  the  dyeing  solution  ;  in  order  to  form  a  dye,  the  colour 
must  be  fixed  upon  or  within  the  stuff,  in  a  condition  insoluble  in  water.  Hence 
the  mere  immersion  of  the  stuff  into  a  solution  of  a  colour  will  not  constitute  a  dye, 
except  where  the  stuff  really  has  an  attraction  for  the  colour  and  retains  it,  or  causes 
a  decomposition  by  which  an  insoluble  compound  is  fixed  upon  it,  such  as  is  referred  to 
by  putting  stuffs  into  solutions  of  iron.  The  abstraction  of  the  colour  from  a  solution 
by  the  immersion  of  the  stuff,  is  often  the  result  of  a  mechanical  attraction  possessed 
by  porous  substances,  enabling  them  to  absorb  or  imbibe  certain  colouring  matters 
from  solutions  that  are  held  by  a  weak  attraction  by  their  solvents.  On  this  principle, 
a  decoction  of  cochineal,  logwood,  brazil-wood,  or  a  solution  of  sulphate  of  indigo, 
by  digestion  with  powdered  bone-black,  lose  their  colour,  in  consequence  of  the 
colouring  particles  combining  by  a  kind  of  capillary  attraction  with  the  porous  carbon, 
without  undergoing  any  change.  The  same  thing  happens  when  well-scoured  wool 
is  steeped  in  such  coloured  liquids ;  and  the  coloiu:  which  the  wool  assumes  by  its 
attraction  for  the  dye,  is,  with  regard  to  most  of  the  above  coloured  solutions,  but 
feeble  and  fugitive,  since  the  dye  may  be  again  abstracted  by  copious  washing  with 
simple  water,  whose  attractive  force  therefore  overcomes  that  of  the  wool.  The  aid 
of  a  high  temperature,  indeed,  is  requisite  for  the  abstraction  of  the  colour  from  the 
wool  and  the  bone-black,  probably  by  enlarging  the  size  of  the  pores,  and  increasing 
the  solvent  power  of  the  water. 

Those  dyes,  whose  colouring  matter  is  of  the  nature  of  extractive,  form  a  faster 
combination  with  stuffs.  Thus  the  yellow,  fawn,  and  brown  dyes,  which  contain 
tannin  and  extractive,  become  oxygenated  by  contact  of  air,  and  insoluble  in  water ; 
by  which  means  they  can  impart  a  durable  dye.  When  wool  is  impregnated  -with 
decoctions  of  that  kind,  its  pores  get  charged  by  capillarity,  and  when  the  liquid 
becomes  oxygenated,  they  remain  filled  with  a  colour  now  become  insoluble  in  water. 
The  fixation  of  iron  oxide  and  several  other  bases  also  depends  on  the  same  change 
within  the  pores  or  fibre  ;  hence  all  salts  that  have  a  tendency  to  pass  readily  into  the 
basic  state  are  peculiarly  adapted  to  act  as  a  medium  for  fixing  dyes  ;  however,  this 
property  is  not  essential. 

In  order  to  impart  to  the  stuffs  the  power  of  fixing  the  colour  in  an  insoluble  form 
upon  it,  recourse  is  had  to  other  substances,  which  will  combine  with  the  soluble  and 
form  with  it  an  insoluble  colour ;  and  it  is  not  necessary  that  this  new  substance 
should  have  an  attraction  for  the  stuff,  or  be  capable  of  passing  into  a  basic  form,  any 
more  than  the  original  colour,  but  it  is  necessary  that  it  be  rendered  insoluble  while 
in  contact  with  the  stuff. 
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Such  substances,- used  to  unite  the  colour  with  the  stuff,  have  been  termed  OTorcZflwis ; 
it  appeared  that  they  liad  a  mutual  attraction  for  the  stuff  and  colour,  and  combining 
with  the  stuff  first,  they  afterwards  took  up  the  colour  ;  but  this  is  only  so  in  some 
instances.  A  few  examples  will  illustrate  the  action  of  these  mordants.  If  a  piece 
of  cotton  stuff  is  put  into  a  decoction  of  logwood,  it  will  get  stained  of  a  depth  accor- 
ding to  the  colour  of  the  solution,  but  this  stain  or  colour  may  be  washed  from  the 
cotton  by  putting  it  into  pure  water,  the  colour  being  soluble.  If  another  piece  of 
cotton  stuff  be  put  into  a  solution  of  protosulphate  of  iron,  and  then  washed  from  this, 
a  portion  of  the  iron  will  have  undergone  oxidation,  and  left  the  acid,  and  become 
fixed  upon  the  fibre  and  insoluble  in  water.  Whether  this  oxidation  is  the  result  of 
an  influence  of  the  stuff,  or  the  effect  of  the  oxygen  of  the  air  and  water  in  which  the 
goods  are  exposed,  it  does  not  now  matter  ;  this  fixed  oxide,  however,  constitutes  an 
example  of  a  mordant,  by  its  combining  with  the  stuff.  If  this  stuff  is  now  put  into 
a  decoction  of  logwood,  the  colouring  matter  of  the  logwood  will  combine  with  the 
oxide  of  iron  fixed  upon  the  fibre,  and  form  an  insoluble  colour,  which  after  washing 
will  not  remove  from  the  stuff.  If,  instead  of  washing  the  stuff  from  the  sulphate- of- 
iron  solution  in  water,  it  be  passed  through  an  alkaline  lye  of  soda  or  potash,  the 
acid  holding  the  iron  in  solution  is  taken  hold  of  by  the  alkali,  and  removed.  The 
oxide  of  iron  is  thus  left  upon  the  stuff  in  a  much  larger  quantity  than  in  the 
former  case,  and  as  firmly  fixed,  although  not  by  any  attraction  between  it  and  the 
fibre,  but  simply  by  being  left  within  it.  And  this  stuff  being  now  put  into  the  logwood 
liquor,  will  form  a  dye  of  a  depth  according  to  the  quantity  of  iron  thus  fixed  upon 
the  stuff,  and  equally  permanent  with  that  which  had  been  fixed  on  the  stuff  by  the 
oxidation  in  working. 

Such  then  are  the  methods  of  fixing  within  the  stuff  insoluble  coloiu's  from  soluble 
compounds,  and  from  these  remarks  the  necessity  of  having  the  dye  in  solution  will 
also  be  evident. 

Suppose  again  that  the  sulphate  of  iron  be  mixed  with  the  logwood  decoction,  there 
will  be  produced  the  same  colour  or  dye  as  an  insoluble  precipitate :  if  the  cotton 
stuff  is  put  into  this,  no  colour  worthy  of  the  name  of  a  dye  will  be  obtained,  as  the 
cotton  will  not  imbibe  within  its  fibre  this  precipitate.  Place  woollen  stuff  in  the  same 
liquid,  and  there  is  formed  a  very  good  dye,  the  woollen  fibre  having  imbibed  a  great 
portion  of  the  solid  precipitate,  probably  owing  to  woollen  fibres  being  much  larger  than 
those  of  cotton.  Thus,  with  cotton  and  other  stuff  that  will  not  imbibe  freely  solid  pre- 
cipitates, the  mordant  must  be  fixed  within  the  fibre  previously  to  applying  the  colouring 
substances,  such  as  the  vegetable  decoctions.  It  will  also  be  seen  that  the  dye  which 
is  the  product  of  combination  between  the  mordant  and  coloiir  is  not  that  of  the  natural 
colour  of  the  drug,  but  the  colour  of  the  compound.  Hence  the  great  variety  of  tints 
capable  of  being  produced  from  one  dye-drug,  by  varying  either  the  kind  or  intensity 
of  the  mordant.  So  that  in  the  above  instances,  it  is  not  the  colour  . of  the  hematoxylin 
fixed  on  the  stuff,  but  its  compound  with  iron,  or  tin,  or  alumina,  as  the  case  may  be, 
all  of  which  give  different  tints. 

It  is  this  principle  of  rendering  bases  insoluble  while  within  the  fibre,  by  chemi- 
cal means,  that  has  brought  to  the  use  of  the  dyer  a  great  number  of  mineral  dyes 
which  in  themselves,  whether  separate  or  combined,  have  no  attraction  whatever 
for  the  fibre ;  such  as  solutions  of  sulphate  of  copper,  and  yellow  prussiate  of  potash, 
nitrate  of  lead,  and  bichromate  of  potash,  &c.  Suppose  the  stuff  to  be  dyed  a  yellow 
by  the  two  last-named  salts  were  first  put  into  the  solution  of  lead  and  then  washed 
previously  to  being  put  into  the  bichromate  solution  ;  the  greater  portion  of  the  lead 
would  be  dissolved  from  the  stuff,  and  a  very  weak  colour  would  be  obtained.  If  the 
stuff  from  the  lead  solution  was  put  directly  into  the  bichromate  solution,  a  very  good 
dye  would  be  the  result ;  but  the  portion  of  the  solution  remaining  upon  the  surface  of 
the  stuff  will  combine  with  the  chrome  and  form  a  precipitate  which  the  fibre  cannot 
imbibe,  but  it  will  form  an  external  crust  or  pigment  upon  the  surface,  which  blocks  up 
the  pores,  and  exhausts  to  no  purpose  the  dye,  causing  great  waste :  hence  the  stuff 
from  the  solution  of  lead  is  put  into  water  containing  a  little  soda  or  lime,  and  the 
lead  IS  thus  reduced  to  an  insoluble  oxide  within  the  fibre.  The  goods  may  now  be 
washed  from  any  loose  oxide  adhering,  and  then  passed  through  the  bichromate 
solution,  when  the  chromic  acid  combines  with  the  oxide  of  lead,  forming  a  permanent 
yellow  dye.  Thus  it  will  be  seen  that  whether  the  combination  of  the  colour  with 
the  stuff  be  chemical  or  mechanical,  the  production  of  the  dye  which  is  fixed  upon  the 
hbre  is  certainly  a  chemical  question,  and  the  dyer  should  be  familiar  with  the  nature 
and  pnnciples  of  these  reactions. 

There  are  a  few  instances  where  the  dye  produced  does  not  come  within  the  sphere  ' 
ot  these  principles,  there  being  no  mordants  required,  nor  any  combination  of  the 
coioM  formed  within  the  stuff,  but  the  dye-drug  in  its  natural  hue  is  fixed  within  the 
oore.   buch  colours  have  been  termed  substantive,  to  distinguish  them  from  those  pro- 
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duced  by  means  of  mordants  which  are  termed  cuJjeohve,  Amongst  this  class  of  dyes 
and  dye-drugs  sbmds  pre-eminent  indigo-blue.  Indigo  in  its  natural  state  is  entirely 
insoluble  in  Avater,  and  is  of  a  deep  blue  colour.  The  composition  of  this  blue  indigo 
is  represented  as— 0'"H'NO'''  (CWKO).  But  it  is  found  capable  of  parting  with  ii 
portion  of  the  oxygen,  and  by  so  doing,  losing  entirely  its  blue  colour  ;  and  in  tliis 
deoxidised  condition  it  is  solublein  alkaline  lyes  and  lime-water;  this  colourless  com- 
pound is  termed  indigogcyie.  The  opinion  of  Liebig  upon  the  constitution  of  this 
substance  was,  that  indigo  contained  a  salt  radical,  which  he  termed  Anyle,  composed 
of  C"'H'*N  (C'H^N').  Ho  considered  that  indigogene  or  white  indigo  is  tlie  hydrated 
protoxide  of  this  radical,  and  that  blue  indigo  is  the  peroxide,  represented  tlius — 

Salt  radical,  anyle,  C"'H'*N.      Indigogene,  C'«n'NO.  HO.      Blue  indigo,  C'«H»NO*. 

Advantage  is  taken  of  this  property  of  indigo,  of  parting  with  its  oxygen  and  becom- 
ing soluble,  to  apply  it  to  dyeing,  and  it  is  effected  by  the  following  means,  when 
for  the  purpose  of  dyeing  vegetable  stuff,  as  cotton ;  from  the  circumsbince  of  these 
operations  being  done  cold,  the  method  is  termed  the  cold  vat,  which  is  made  up  as 
follows  : — The  indigo  is  reduced  to  an  impalpable  pulp,  by  being  ground  in  water  to 
the  consistence  of  thick  cream.  This  is  put  into  a  suitable  vessel  filled  with  water, 
along  with  a  quantity  of  copperas,  and  newly-slaked  lime,  and  the  whole  well  mixed 
by  stirring.  After  a  short  time  tlio  indigo  is  deoxidised  and  rendered  soluble  by  a 
portion  of  the  lime  which  is  added  in  excess,  the  reaction  being  represented  thus  : — 


Indigo,  composed  of  (  o.vSf  °' "       *  -/Dyeing  Solution, 


\  Oxygen 

2.  Copperas 


'Protoxide  of  Iron       .  :_yC^^Peroxide  of  Iron. 

Protoxide  of  Iron 
Sulphiu^ic  Acid  . 
_  Sulphuric  Acid  . 


fLime  .       .       .       .  —  /  ^^-^^^^^^  Sulphate  of  Lime. 

3.  Lime      .       .  Lime  .       .       .       .-y^  -I:^ Sulphate  of  Lime. 

I^Lime  .       .       .  .'' 
The  peroxide  of  iron  and  sulphate  of  lime  are  precipitated  to  the  bottom,  and  the  indi- 
gogene and  lime  form  a  solution  of  a  straw  colour,  with  dark  veins  through  it. 

The  operation  of  dyeing  by  this  solution  is  simply  immersion,  technically,  dipping. 
The  stuff  by  immersion  imbibes  the  solution,  and  when  taken  out  and  exposed  to  the 
air,  the  indigogene  upon  and  within  the  fibre  rapidly  takes  oxygen  from  the  atmo- 
sphere, and  becomes  indigo-blue,  thus  forming  a  permanent  dye,  without  any  necessary 
attraction  between  the  indigo  and  the  stuff. 

The  indigo  vat  for  wool  and  silk  is  made  up  with  indigo  pulp,  potash,  madder,  and 
bran.  In  this  vat  the  extracts  of  madder  and  bran  perform  the  deoxidising  functions 
of  the  copperas  in  the  cold  vat,  by  undergoing  a  species  of  fermentation. 

Pastel  and  woad,  either  alone  or  with  the  addition  of  a  little  indigo,  are  also  used  for 
the  dyeing  of  wool  and  silk  stuff,  the  deoxidation  being  effected  by  the  addition  of 
bran,  madder  and  weld.  In  dyeing  with  these  vats,  the  liquor  is  made  warm,  and  they 
require  much  skill  and  experience  to  manage,  in  consequence  of  their  complexity, 
being  always  Uable  to  go  out  of  condition,  as  the  dyeing  goes  on,  by  the  extraction  ol 
the  indigogene  and  the  modification  of  the  fermentable  matter  employed  to  deoxidise 
the  indigo  to  supply  that  loss.  The  alkaline  solvent  also  undergoes  change,  so  there 
must  be  successive  additions  of  indigo  and  alkali ;  the  principal  attention  of  the  dyer 
is  the  maintaining  the  proper  relation  of  these  matters,  as  too  much  or  too  little  oi 

^'^'Shate^rindigo  forms  an  intense  blue  solution,  unaffected  also  by  mordants. 
Vegetable  stuffs  dipped  in  this  retain  no  dye,  for  the  washing-off  the  acid  in  order  to 
preTeS^e  the  fibre  removes  the  colour;  but  animal  fibre  such  as  woollen  and  si  k. 
becomes  dyed ;  a  portion  of  the  blue  remains  upon  the  stiiff  after  ^^shmg-off  the  acid, 
boin^retainedbv  avpillary  attraction.  This  dye  is  termed  Saxon  blue,  but  it  has  very 
me^f  S  pe;L"ence  o'f  indigo  or  vat  /though  it  is  also  a  subsUntive  colo^^ 
Another  truly  substantive  colour  is  that  dyed  hy  carthaTnus  or  «f  ^' ^^^^^^^^^^ 
fixation  of  this  dye  upon  the  stuff  differs  from  any  of  those_  referred  to  Like  n^go 
it  has  no  affinity  for  any  base  or  substance  capable  of  forming  a  mordant ;  it.  solvent 
is  an  alkaS  bit  in  this  ^dissolved  state  it  does  not  form  a  dye.  The  mode  of  proce  d- 
ing  in  dyeing  with  carthamus  is,  first,  to  extract  the  dye  from  the  ^«f«S^^;^^°  J^^J'^^ 
t  is  found,  by  soda  or  potash,  which  is  afterwards  neutralised  by  an  previous  to 
dyeing,  which  renders  the  colour  insoluble,  but  in  so  fine  a  state  of  ^^^Y'^^:^^^  ^ 
pLipitotioncan  bo  seen  for  some  time  and  the  stuff  immersed  m  this  imbibes  the 
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colour  within  its  fibre,  its  lightness  assisting  this  ac  ion,  as  the  precipitate  -will 
Sem  iin  suspended  in  water  for  days  before  it  will  subside.  Vegetable  fibre  takes  up 
tS^cke  as  easily  as  animal,  but  whether  by  an  attraction  for  the  stuiF.  or  by  a 
mechadcal  capillary  attraction  of  the  fibre  is  not  so  easily  determined  A  piece 
S  stuff  suspended  in  a  vessel  filled  with  water,  having  in  it  some  insoluble  cartha- 
mine  all  the  colouring  particles  will  flow  to  and  combine  ynth  the  fibre  from 
a  considerable  distance,  giving  a  proof  of  the  existence  of  some  force  drawing  them 

*°  Sucirthen  are  the  various  conditions  and  principles  involved  in  the  processes  of 
fixing  the  dye  within  or  upon  the  stuff.  ,  .  v  -u       «.  v 

During  the  operations  of  dyeing  there  are  certain  circumstances  which  have  to  bo 
attended  to,  in  order  to  facilitate  and  affect  certain  hues  or  tints  of  colour.  Tlius, 
with  many  of  the  colouring  substances,  heat  not  only  favours  but  is  necessary  lor 
the  solution  of  the  dye,  and  also  its  combination  with  the  stuff  or  mordant.  Decoctions 
of  woods  are  always  made  by  hot  water,  and  the  dyeing  processes  with  decoctions  are 
in  hot  liquor.  When  the  colouring  matter  of  quercitron  bark  is  extracted  by  boiling 
water,  the  colour  produced  upon  the  stuff  will  be  a  rich  amber  yellow,  but  if  the 
extract  be  made  by  water  at  180°  Fahr.,  a  beautiful  lemon  yellow  will  be  the  dye  pro- 
duced by  it,  using  the  same  mordant  in  each  case.  Colours  dyed  by  madder  and 
barwood  must  be  done  at  a  boiling  heat  during  the  whole  process,  or  no  dye  is  effected. 
Sumach,  another  astringent  substance,  is  most  advantageously  applied  at  a  boiling 
heat ;  and  in  order  to  have  a  large  body  of  this  dye  fixed  upon  the  stuff,  it  should  be 
immersed  in  the  liquor  while  hot  and  allowed  to  cool  together,  during  which  the 
tannin  of  the  dye  undergoes  some  remarkable  change  in  contact  with  the  stuff. 
SafBower  dyes  are  kept  cold,  so  are  tin  bases,  Prussian  blues,  and  chrome  yellows :  by 
applying  heat  to  the  last  a  similar  result  is  effected  to  that  with  bark  ;  instead  of  a 
lemon  yellow,  an  amber  yellow  will  be  obtained.  Almost  all  colours  are  affected  less 
or  more  by  the  temperature  at  which  they  are  produced.  Some  mordants  are  fixed 
upon  the  stuff  by  heat,  such  as  acetate  of  alumina ;  the  stuff  being  dried  from  a  solu- 
tion of  this  salt  at  a  high  temperature  loses  part  of  the  acid  by  being  volatilised,  and 
there  remains  upon  the  fibre  an  insoluble  suboxide,  which  fiaces  the  dye.  These 
remarks  respecting  the  methods  apply  more  particularly  to  vegetable  stuffs,  as  cotton, 
and  in  many  cases  also  to  silk,  but  wool  is  always  dyed  at  a  high  heat.  Although 
wool  seems  to  have  a  much  greater  absorbing  power  than  cotton,  the  latter  will  absorb 
and  become  strongly  dyed  in  a  cold  dye-bath,  in  which  wool  would  not  be  affected  ; 
but  apply  heat  and  the  wool  will  be  deeply  dyed,  and  the  dye  much  more  permanent 
than  the  cotton. 

The  permanence  of  colours  is  another  property  to  be  carefully  studied  by  the 
practical  dyer,  as  the  colour  must  not  be  brought  under  circumstances  that  will  destroy 
its  permanency  during  any  of  the  operations  of  the  dye-house.  The  word  '  permanent,' 
however,  does  not  mean  fasi,  which  is  a  technical  term  applied  to  a  colour  that  will 
resist  all  ordinary  operations  of  destruction.  For  instance,  a  Prussian  blue  is  a 
permanent  colour,  but  not  a  fast  colour,  as  any  alkaline  matter  will  destroy  it ;  or  a 
common  black  is  permanent,  although  any  acid  matters  will  destroy  it ;  while  Turkey 
.  red  is  a  fast  colour  and  not  affected  by  either  acid  or  alkaline  matters.  A  few  of  the 
circumstances  affecting  colours  in  the  processes  they  are  subjected  to  may  be  referred 
to  in  this  place.  If,  for  instance,  the  air  in  drying  the  dyed  stuff  in  a  hot  chamber  be 
moist,  there  is  a  great  tendency  to  the  colour  being  impaired  in  these  circumstances. 
For  example,  a  red  colour  dyed  with  safflower  will  pass  into  brown,  a  Prussian  blue 
■svillpass  into  a  grey  lavender,  whilst  chrome  yellows  take  an  amber  tint.  Almost  all 
colours  are  more  or  less  affected  by  being  subjected  to  strong  heat  and  moisture ;  even 
some  of  those  colours  termed  fast  are  affected  under  such  circumstances.  A  dry  heat 
ha$  little  or  no  effect  upon  any  colour,  and  a  few  colours  are  made  brighter  in  their 
tint  by  such  a  heat,  as  chrome  orange,  indigo-blue,  on  cotton,  &c. 

Some  of  these  effects  of  heat  and  moisture  differ  with  different  stuffs ;  thus  indigo- 
bluo  upon  cotton  is  not  so  much  affected  as  indigo-blue  upon  silk,  while  safflower-red 
upon  cotton  will  be  completely  destroyed  before  the  same  colour  upon  silk  will  be 
perceptibly  affected.  The  same  colouring  matter  fixed  by  different  mordants  upon 
the  same  stuff  is  also  differently  affected  under  these  conditions. 

Light  is  another  agent  effecting  a  great  influence  upon  the  permanence  of  colours 
which  should  be  also  considered  by  the  dyer.  Eeds  dyed  by  a  Brazil  wood  and  a 
tin  mordant,  exposed  to  the  light,  become  brown  ;  Prussian  blue  takes  a  purple  tint ; 
yellow  becomes  brownish;  safflower-red  yellowish,  and  these  changes  are  facilitated 
by  the  presence  of  moisture  ;  such  as  exposing  them  to  strong  light  while  drying  from 
the  dye-bath,  either  out  or  within  doors.  The  direct  rays  of  the  sun  destroy  all  dyed 
colours ;  even  Tiurkey  red  yields  before  that  agency. 

Boiling  was  formerly  prescribed  in  France  as  a  test  of  fast  dyes.    It  consisted  in 
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putting  a  sample  of  the  dyed  goods  in  boiling  water,  holding  in  solution  a  determinate 
quantity  of  alum,  tartar,  soap,  and  vinegar,  &e.  Dufay  improved  tliat  barbarous  test, 
lie  considered  that  fast-dyed  cloth  could  be  recognised  by  resisting  an  exposure  of 
twelve  hours  to  the  sunshine  of  summer,  and  to  the  midnight  dews,  or  of  sixteen  days 
in  winter. 

In  trying  the  stability  of  dyes,  we  may  offer  the  following  rules  :  

That  every  stuff  should  bo  exposed  to  the  light  and  air  ;  if  it  be  intended  to  be 
worn  abroad,  it  should  be  exposed  also  to  the  wind  and  rain  ;  that  carpets,  moreover, 
should  bo  subject  to  friction  and  pulling,  to  prove  their  tenacity;  and  that  cloths 
to  be  washed  sliould  bo  exposed  to  the  action  of  hot  water  and  soap.  However  such 
tests  are  not  at  all  applicable  to  most  of  the  colours  dyed  upon  cotton  stuff.'  Not 
many  of  tliem  can  stand  the  action  of  hot  water  and  soap,  or  even  such  acids  as  the 
juice  of  fruits.  Indigo-blue,  one  of  the  most  permanent  dyes  on  cotton,  yields  its 
intensity  to  every  operation  of  washing,  even  in  pure  water. 

Delaval's  observations  on  the  nature  of  dyes  may  be  thus  summed  up.  In  tran- 
sparent coloured  substances,  the  colouring  substance  does  not  reflect  any  light ;  and 
when,  by  intercepting  the  light  which  was  transmitted,  it  is  hindered  from  passing 
through  substances,  they  do  not  vary  from  their  former  colour  to  any  other  colour, 
but  become  entirely  black;  and  he  instances  a  considerable  number  of  coloured 
liquors,  none  of  them  endued  with  reflective  powers,  which,  when  seen  by  transmitted 
light,  appeared  severally  in  their  true  colours  ;  but  all  of  them,  when  seen  by  incident 
light,  appeared  black;  which  is  also  the  case  with  black  cherries,  black  currants,  black 
berries,  &c.,  the  juices  of  which  appeared  red  when  spread  on  a  white  ground,  or 
otherwise  viewed  by  transmitted  instead  of  incident  light ;  and  he  concludes,  that 
bleached  linen,  &c.  'when  dyed  with  vegetable  colours,  do  not  differ  in  their 
manner  of  acting  on  the  rays  of  light,  from  natural  vegetable  bodies ;  both  yielding 
their  colours  by  transmitting,  through  the  transparent  coloured  matter,  the  light  which 
is  reflected  from  the  white  ground : '  it  being  apparent,  from  different  experiments, 
'that  no  reflecting  power  resides  in  any  of  their  components,  except  in  their  white 
matter  only,'  and  that '  transparent  coloured  substances,  placed  in  situations  by  which 
transmission  of  light  through  them  is  intercepted,  exhibit  no  colour,  but  become 
entirely  black.' 

The  art  of  dyeing,  therefore  (according  to  Mr.  Delaval),  '  consists  principally  in 
covering  white  substances,  from  which  light  is  strongly  reflected,  with  transparent 
coloured  media,  which,  according  to  their  several  colours,  transmit  more  or  less 
copiously  the  rays  reflected  from  the  white,'  since  '  the  transparent  media  them- 
selves reflect  no  light ;  and  it  is  evident  that  if  they  yielded  their  colours  by  reflect- 
ing instead  of  transmitting  the  rays,  the  whiteness  or  colour  of  the  ground  on 
which  they  are  applied  would  not  in  anywise  alter  or  affect  the  colours  which  they 
exhibit,' 

But  when  any  opaque  basis  is  interposed,  the  reflection  is  doubtless  made  by  it 
rather  than  by  the  substance  of  the  dyed  wool,  silk,  &c.,  and  more  especially  when 
such  basis  consists  of  the  white  earth  of  alum,  or  the  white  oxide  of  tin ;  which,  by 
their  strong  reflective  powers,  greatly  augment  the  lusti-e  of  colours.  There  are, 
moreover,  some  opaque  coloming  matters,  particularly  the  acetous,  and  other  solu- 
tions of  iron,  used  to  stain  linen,  cotton,  &c.,  which  must  necessarily  themselves 
reflect  instead  of  transmit  the  light  by  which  their  colours  are  made  perceptible. 

The  compound  or  mixed  colours  are  such  as  result  from  the  combination  of  two 
differently-coloured  dye-stuffs,  or  from  dyeing  stuffs  with  one  colour,  and  then  with 
another.  The  simple  colours  of  the  dyer  are  red,  yellow,  blue,  and  black,  with  which, 
when  skilfully  blended,  he  can  produce  every  variety  of  tint.  Perhaps  the  dun  or 
fawn  colour  might  be  added  to  the  above,  as  it  is  directly  obtained  from  a  great  many 
vegetable  substances. 

1.  Ked  with  yellow,  produces  orange  ;  a  colour,  which  upon  wool  is  given  usually 
with  the  spent  scarlet  bath.  To  this  shade  may  be  referred  flame  colour,  pomegranate, 
capuchin,  prawn,  jonquil,  cassis,  chamois,  cafe  au  lait,  aurora,  marigold,  orange-peel, 
mordores,  cinnamon,  gold,  &c.  Snuff,  chestnut,  musk,  and  other  shades  are  produced 
by  substituting  walnut  peels  or  sumach  for  bright  yellow.  If  a  little  blue  be  added 
to  orange,  an  olive  is  obtained.    The  only  direct  orange  dyes  are  annotto,  and  sub- 

chromate  of  lead.  i       i     i  •     ,  j. 

The  latter  is  never  used  for  dyeing  orange  upon  silk  and  wool,  while  the  former  is 
now  never  used  for  cotton.  An  orange  with  annotto  is  very  fugitive,  even  upon  the 
animal  fibre  ;  but  much  more  so  upon  cotton.  Subchromate  of  lead  is  produced  upon 
cotton  by  dyeing  it  first  a  deep  chrome  yellow  by  acetate  of  lead  and  bichromate  of 
potash,  as  already  noticed,  and  then  passing  the  stuff  so  dyed  through  a  hot  solution 
of  an  alkali  or  lime,  which  changes  the  dye  from  the  yellow  chromate  to  the  state  of 
subchromate,  which  is  deep  orange.   See  Silk  and  Wool  Dyeing. 
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2  Eed  with  blue  produces  purple,  violet,  lilac,  pigeons  neck,  mallow,  peach- 
blossom  bleu  de  roi,  lint-blossom,  amaranth,  &c. 

ThuT'a  Prussian  blue  dyed  over  a  safflower  red,  or  mce  versd,  vnll  produce  any  of 
these  tints  by  varying  the  depth  of  the  red  and  blue  according  to  the  shade  required  ; 
but  the  same  shades  can  be  produced  direct  by  logwood  and  an  aluminous  or  tm 
mordant  the  stuff  being  steeped  in  sumach  liquor  previously  to  applying  the  tm 
mordant'produces  the  reddish  or  purple  tint  when  such  IS  required. 

3  Eed  with  black;  brown,  chocolate,  maroon,  &c.  These  tints  are  produced  by 
various  processes.  To  dye  a  deep  orange  by  annotto  liquor,  and  then  form  oyer  it  a 
black  by  sumach  and  sulphate  of  iron,  gives  a  brown ;  or  dye  the  stuff  first  a  rich 
vellow  by  quercitron  and  a  tin  mordant,  and  then  over  the  yellow  produce  a  purple  by 
passing  it  through  logwood  ;  chocolates  are  thus  produced.  A  little  brazil-wood  with 
the  logwood  gives  more  of  the  red  element.  When  maroon  is  required,  the  red  is 
made  to  prevail,  and  so  by  a  judicious  mixture,  these  various  tints  are  produced. 
Brown,  especially  upon  cotton  fibre,  is  more  often  produced  direct  by  means  of  catechu. 
Steep  the  stuff  in  a  hot  solution  of  catechu,  in  which  the  gummy  principle  has  been 
destroyed  by  the  addition  of  a  salt  of  copper  ;  then  pass  through  a  solution  oi  bichro- 
mate of  potash  at  boiling  heat,  when  a  rich  brown  is  obtained. 

4.  Yellow  with  blue  ;  green  of  a  great  variety  of  shades ;  such  as  nascent  green,  gay 
green,  grass  green,  spring  green,  laurel  green,  sea  green,  celadon  green,  parrot  green, 
cabbage  green,  apple  green,  duck  green,  &c.       ,  .        , ,  n 

Green  is  essentially  a  mixed  dye,  and  produced  by  dyeing  a  blue  over  a  yeUow  or 
a  yeUow  over  a  blue.  In  almost  all  cases  the  blue  is  dyed  first,  and  then  the  yellow, 
and  according  to  the  depth  of  each  or  any  of  these  are  the  various  tints  of  green 
produced.  With  silk  and  wool,  one  kind  of  green  dye  may  be  produced  simul- 
taneously by  putting  sulphate  of  indigo  into  the  yellow  dye-bath,  and  then  working 
the  previously-prepared  or  mordanted  stuff  in  this.  With  cotton,  an  arsenite  of 
copper  (Scheele's  green)  may  be  produced  by  working  the  stuff  in  a  solution  of 
arsenite  of  potash  or  soda,  and  then  in  sulphate  of  copper,  which  produces  a  peculiar 

tint  of  green.  .  j  • 

5.  Mixtures  of  colours,  three  and  three,  and  four  and  four,  produce  an_  indefinite 
diversity  of  tints :  thus,  red,  yellow,  and  blue  form  brown  olives  and  greenish  greys  ; 
in  which  the  blue  dye  ought  always  to  be  first  given,  lest  the  indigo  vat  should  be 
soiled  by  other  colours,  or  the  other  colours  spoiled  by  the  alkaline  action  on  the  vat. 
Eed,  yellow,  and  grey  (which  is  a  gradation  of  black)  give  the  dead-leaf  tint,  as  well 
as  dark  orange,  snuff  colour,  &c.  Eed,  blue  and  grey  give  a  vast  variety  of  shades ; 
as  lead-grey,  slate-grey,  wood-pigeon  grey,  and  other  colours  too  numerous  to  specify. 

Care  must  be  taken,  however,  in  mixing  these  colours,  to  study  the  depth  of  the 
tint  required ;  as,  for  instance,  were  we  wishing  to  dye  a  slate-grey,  and  to  proceed 
fii'st  by  dyeing  a  blue,  then  a  red,  with  a  little  of  the  grey,  we  should  produce,  instead 
of  a  slate  grey,  a  purple  or  peach.  The  arrangement  referred  to,  applies  only  to  the 
elements  of  the  colours  that  enter  into  the  composition  of  the  various  tints,  so  that  a 
slate-grey  is  a  blue  with  a  small  portion  of  red,  and  a  still  smaller  portion  of  the 
black  element,  that  produces  the  grey  tint.  Thus,  dye  the  stuff  first  a  deep  sky-blue 
by  the  vat,  then  by  passing  through  a  solution  of  sumach,  with  a  small  quantity  of 
logwood,  brazilwood,  copperas,  and  alum,  grey  will  be  produced.  The  brazilwood 
gives  the  red  tint,  sumach  and  copperas  the  black  tint,  the  logwood  assisting  in  this, 
and  with  the  aid  of  the  alum  throwing  in  the  puce  or  dove-neck  hue  ;  and  thus  by  the 
variation  of  these  hues  by  such  arrangements,  any  of  the  grey  tints  can  be  produced. 
See  Caiico-Peinting. 

Aniline  Dyes.  Dyeing  and  printing  have  undergone  a  considerable  change  through 
the  introduction  of  these  dyes.  The  colours  produced  are  more  brilliant  than  formerly, 
and,  since  the  use  of  mordants  has  been  almost  dispensed  with,  the  processes  are  very 
much  shorter.    The  styles  and  patterns  have  undergone  a  marked  change. 

These  dyes,  however,  have  not  yet  supplanted  the  use  of  dyewoods  and  the  other 
colouring  matters  formerly  in  use.  They  are  not  so  permanent,  and  at  the  same 
time  they  are  much  more  expensive.  But  continued  improvements  in  the  modes  of 
producing  and  applying  these  dyes  mil  no  doubt  greatly  advance  and  develope  their 
commercial  importance. 

Eeference  to  the  article  Aniline,  and  also  to  Calico-Printing,  will  show  the  sim- 
plicity of  the  applications  of  these  tinctorial  substances,  and  the  groat  variety  of 
decided  colours  and  varying  tints  which  are  produced. 

We  have  not  only  the  true  aniline  colours  available  for  the  use  of  the  dyer  and 
calico-printer,  but  we  have  the  Murexide  Dyes,  and  others  of  an  analogous  descrip- 
tion— especially  such  as  belong  to  the  Picric  Acid  series — which,  by  intercombination, 
produce  an  almost  infinite  variety. 

In  dyeing  silk  and  wool  with  aniline  colours  no  mordant  is  required.  Solution 
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in  a  suitable  solvent  (acetic  acid  or  alcohol)  is  all  that  is  necessary.  In  the  case  of 
the  rosanilino  salts,  however,  a  neutral  solution  and  a  temperature  not  exceeding 
180°  F.  are  requisite. 

In  dyeing  vegetable  fibres,  albumen,  glutin,  gelatine,  casein,  tannin  or  tannic 
acid,  &c.  are  used  us  mordants. 

In  printing  with  these  colours  the  process  is  the  same  as  in  the  case  of  steam 
colours.  Either  the  mordant  is  first  printed  on  the  fabric,  which  is  then  steamed  and 
dyed,  or  the  colouring  matter  is  thickened  with  the  mordant  (albumen,  &c,),  the 
fabric  dyed  with  this,  and  then  steamed  so  as  to  fix  it. 

Aniline  Black  has  been  quite  recently  produced  by  the  direct  oxidation  of  aniline 
on  cotton  fibre.  A  mixture  consisting  of  an  aniline  salt,  perchlorido  of  copper,  and 
chlorate  of  potash,  is  printed  on  the  cotton,  which  is  then  exposed  to  an  atmosphere 
of  steam.    After  some  time  a  black  is  developed. 

The  following  figures  show  the  rapidity  with  which  aniline  and  its  derivatives 
have  fallen  in  price  during  the  last  few  years,  and  thus  give  an  idea  of  their  rapid 
industrial  development : — 


Aniline  and  Colours.    Average  Prices. 


Colour 

18C0 

1866 

1872 

Aniline  per  lb. 

„     Violet  paste       .       .       .  „ 
„        „    powder    .             ,  ,, 
Violet  or  mauve,  alcoholic  solution,  per  gallon 
Magenta,  alcoholic  solution     .  „ 
Aniline  blue  .....    per  lb. 

&    s.  d. 
0    14  0 
2     0  0 

6     0  0 
6     0  0 
11      0  0 

£    s.  d. 

0  16 
0    10  0 
5      0  0 
2     5  0 
0    12  0 
2     0  0 

£    s.  d. 
0      1  6 

0     7  0 
16  0 
0    16  0 

0  7  0 

1  17  0 

DYER'S  AlbXANET,  Anchusa  tinctoria.    See  Axkankt. 

BYER'S  MADSER,  Bubia  tinctorum.    See  Masdek. 

DYER'S  OAK,  Quercus  infectoria.    See  Galls  and  Oak. 

DYER'S  ORCBEUA  WEED,  Eoccclla  tinctoria.    See  Aechtl  ;  Oechella, 

DYER'S  SAFFIiOWER,  or  Bastard  Saffron.  The  Carthamus  tinctorivs.  The 
flowers  are  of  a  deep  orange  colour,  but  they  are  used  for  dyeing  various  shades  of 
red.  The  flowers  of  the  carthamus  are  employed  in  Spain  for  colouring  dishes  and 
confectionary.    See  Carthamus. 

DYER'S  WOODROOF.  Asperula  tinctoria.  The  roots  of  this  plant  are  used  in 
some  parts  of  Europe,  particularly  Dalmatia,  instead  of  madder  for  dyeing  wool  and 
cloth  of  a  reddish  colour ;  but  in  bulk  the  crop  obtained  is  inferior  to  that  of  the 
madder. — Lawson. 

DYKE.  (Scot,  a  wall  or  fence.)  Applied  to  those  wall-like  intrusions  of  igneous 
rock  which  fill  up  rents  and  fissures  in  the  stratified  rocks.  They  may  sometimes  fill 
up  pre-existing  rents  and  fissures,  but  they  usually  burst  through  and  displace  the 

770 


rocks  through  which  they  are  forced.  Dykes  are  generally  understood  to  be  connoted 
with  the  volcanic  rocks  below,  from  which  they  have  been  forcc<l,  m  a  molten  state. 
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through  the  -po™-tL^pS^i;2Srt  rry'iLrberfSw^^^^^ 

chanical  force  oi  tne  iiiuu  lut  varieties— or  trap  m  some  of 

dykes  '^'^''''-^"^''^llJ^rJlSLTle^'^S  of"  Be„«  som/ot  it  being 

stoue  rocks  of  Eowley  and  other  places.  „„.,f„iw  A^nmined    From  the 

In  the  North  of  England  the  dykes  have  been  very  carefully  examinea    ;^rom  ine 
.  p'racttSreatise  on  Mine  Engineering,'  by  G,C  Greenwell  jv^e  ;jtract  thefollomng 
r  J?  i-T  A.,T^^a  r^-KoAiTTfid  in  the  Newcastle  coai-neia . — 


Name 

Magnetic 
bearing 

Width 

,   t 

1 

Dislocation 

1.  Hitchcroft  dyke,  near  Alnwick  . 

2.  Acklington  dyke .       .       .  • 

3.  Blyth  dyke  

4.  Mausoleum  dyke,  Hartley  . 

5.  Swallow  dyke, 

6.  Coaley  Hill  dyke 

7.  Walbottle  Hill  dyke  . 

8.  Tynemouth  dyke .... 

9.  Willington  or  Tudhoe  dyke  . 
10.  Cockfield  dyke  . 

N.  72°  W. 
N.  80°  W. 
N.  60°  W. 
N.  61°  W. 
N.  65°  W. 
N.  45°  W. 
N.  45°  W. 
N.  63°  W. 
N.  82°  W. 
N.  45°W. 

feet 
69 

9 

12 
11 

12 
8 
66 

fathoms 

8* 
12' 

Many  of  these  dykes  passing  through  the  coal,  by  dissipating  the  volatile  bitumen, 
bring  It  into  an  anthracitic  state,  and  in  some  instances  the  coal  is  actually  coked  by 
the  heat  of  the  intrusive  mass.  .  ^   i    j-^  „i5  „  f„ 

The  main  dyke  running  from  near  CuUecoates,  in  a  south-westerly  direction  to 
Hedley,  is  usually  called  the  90-fathom  dyke,  because  it  has  a  downthrow  to  the  north 

from  90  to  180  fathoms.  i.  •    ^t,  _  t«„„„^ 

The  Mausoleum  dyke  (fig.  770)  was  discovered  and  passed  through  in  the  workings  ot 
the  low  main  seam  at  the  depth  of  63  fathoms  in  the  Old  Hartley  Colliery,  its  position 
being  nearly  underneath  the  mausoleum  in  the  Seaton  Delaval  grounds ;  hence  its 
name.  It  is  frequently  called  the  '  Hartley  Whin  Dyke.'  By  it  the  strata  are  thro^-n 
down  to  the  north-east  to  the  extent  of  8i  fathoms.  This  dyke  consists  of  two  walls 
ofbasaltof  the  thickness  respectively,  of  9  feet  and  4  feet  4  inches,  separated  from  each 
other  by  a  mass  of  the  debris  of  other  strata  of  the  thickness  of  8  feet  10  inches. 

771 ; 


In  the  neighbourhood  of  Dudley,  in  South  Staffordshire,  these  overflows  of  trap, 
upon  the  bods  of  coal,  and  in  many  cases  through  them,  are  strikingly  exhibited. 
Fir/.  771  shows  the  passage  of  a  dyke  through  the  coal,  the  portions  of  the  coal  near 
the  trap  being  changed  by  its  heat,  or  '  blacked,'  as  it  is  locally  CJiUed,  the  coal  losing 
all  its  brilliancy.  The  late  Mr.  Jukes  thus  describes  these  intrusive  dykes  in  the 
coal  of  South  Staffordshire : — 

'  All  parts  of  these  galleries,  indeed,  were  riddled,  as  it  were,  with  tliese  trap  veins 
running  liere  and  there  in  the  coal,  and  also  in  the  sandstone,  altering  the  coal  to  a 
greater  or  less  extent,  according  to  the  bulk  of  the  trap,  but  producing  very  little 
apparent  alteration  in  the  sandstone. 
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'Erom  the  fine  tortuous  and  branching  voins  which  the  rock  forms,  it  seems  hardly 
possible  to  suppose  that  at  the  time  of  its  injection  it  was  not  in  a  fluid  state  and 
almost  perfectly  liquid.  The  distances  to  which  these  narrow  veins  run  seem  also  to 
mulco  it  necessary  to  suppose  that,  at  the  time  of  injection,  it  had  a  temperature  not 
merely  just  sufficient  to  melt  it,  but  a  much  higher  one  ;  sufficiently  high  to  allow  of 
the  loss  of  a  considerable  quantity  of  heat,  and  yet  for  the  matter  to  remain  still 
molten  in  its  passage  to  very  considerable  distiinces  from  the  volcanic  focus.' 

DYNJVMITi:.  In  1867  Mr.  Nobel,  in  his  endeavours  to  lessen  the  dangers 
attending  the  use  of  nitroglycerine,  made  the  important  observation  that  the  readiness 
or  certainty  with  which  it  is  exploded  through  the  agency  of  a  detonation  is  not 
reduced,  but,  on  the  contrary,  somewhat  favored  by  mixing  the  liquid  with  solid 
substances  in  themselves  thoroughly  inert.  This  discovery  led  at  once  to  the  pro- 
duction by  Nobel  of  solid,  or  more  or  loss  pasty,  preparations  of  nitroglycerine,  which 
under  the  name  of  dynamite  were  first  brought  before  the  public  in  1867.  The  form 
in  which  dynamite  was  first  presented  to  the  public  was  that  of  a  soft,  readily-moulded 
powder  of  a  pink  or  bufF  colour,  which  consisted  of  about  75  parts  of  nitroglycerine 
held  absorbed  by  25  parts  of  a  porous,  infusorial,  silicious  earth  known  in  Germany  as 
'Kieselguhr'.  The  moist  appearance  of  this  powder  ftivored  the  opinion  that  the 
nitroglycerine  would  be  liable  to  exude  from  it ;  and  it  undoubtedly  was  open  to  this 
objection.  Dynamite  has,  however,  been  supplied  for  some  time  past  in  the  form  of 
small  cylindrical  cartridges  consisting  of  the  material  in  a  compact  condition,  enclosed 
in  a  single  wrapping  of  parchment-paper.  These  cartridges  are  consolidated  by  pres- 
sure whereby  any  excess  of  nitroglycerine  which  the  porous  earth  will  not  hold  ab- 
sorbed, is  expelled,  and  thus  the  separation  of  the  nitroglycerine  in  dressing,  handling, 
transport,  or  exposure  to  elevated  temperatures  appears  ejffectually  guarded  against. 
The  consistence  of  the  dynamite  charges  is  like  that  of  dry  putty.  The  Kieselguhr 
selected  as  the  medium  for  the  application  of  nitroglycerine  appears  the  material  best 
calculated  to  hold  absorbed  a  large  proportion  of  the  liquid,  and  to  retain  it  even 
when  the  mixture  is  submitted  to  considerable  pressure.  Mr.  Abel,  in  his  paper  '  On 
Explosive  Compounds,'  published  in  the  'Proceedings  of  the  Institution  of  Ci-\nl 
Engineers,'  states  that  when  dynamite  factories  were  established  in  the  outskirts  of 
Paris  during  the  siege,  and  this  particular  silicious  earth  could  not  be  procured,  a 
series  of  experiments  was  instituted  for  the  purpose  of  discovering  a  good  substitute. 
The  most  efficient  absorbents  next  to  this  material  were  found  to  be  precipitated  silica, 
kaolin,  tripoli,  precipitated  alumina  and  sugar,  but  none  of  these  appeared  thoroughly 
equal  to  Kieselguhr  in  their  power  of  retaining  a  very  large  proportion  of  the  oil. 
Eventually  the  ashes  of  Boghead  coal  were  used  for  the  production  of  dynamite  during 
the  siege  of  Paris.  Mr.  Nobel's  No.  2  dynamite,  which  is  sold  as  a  cheaper  blasting 
agent  than  the  so-caUed  No.  1,  contains  a  much  smaller  proportion  of  nitro- 
glycerine mixed  with  finely-powdered  saltpetre,  and  resin  or  coal,  but  this  cartridge 
can  only  be  used  when  the  violent  crushing  and  rending  action  of  the  stronger 
dynamite  is  not  required.. 

The  danger,  real  or  supposed,  attending  the  use  of  dynamite  has  led  to  many  restric- 
tions, not  only  on  its  manufacture,  but  on  its  transmission  :  the  following  particulars 
contributed  to  one  of  our  scientific  periodicals  in  1873  will  be  read  with  some  surprise 
a  few  years  hence  : — 

'  Not  very  long  ago  a  coasting  screw  steamer  embarked  a  cargo  of  42  tons  of 
dynamite  at  the  Dynamite  Company's  works,  on  the  Aryshire  coast,  to  be  distributed 
along  the  west  coast  of  England  and  Wales— at  Whitehaven  for  the  Cleator  and 
Eurness  haematite  ironstone  districts  ;  at  Aberystwyth  for  Mid- Wales,  at  Cardiff  for 
South  Wales,  at  Sydney  for  the  mining  districts  of  the  Eorest  of  Dean,  Gloucestershire, 
and  the  South  Midland  Counties ;  and  at  Hayle,  in  Cornwall,  for  the  county,  and 
the  adjoining  county  of  Devon.  Soon  afterwards  another  cargo  of  25  or  30  tons  was 
shipped  and  despatched  to  the  north-east  coast  of  England  via  the  Forth  of  Clyde 
Canal,  to  be  delivered  in  varying  quantities  at  Newcastle ;  at  Eedcar,  for  the  districts 
of  Cleveland  and  North  Yorkshire ;  and  at  Goole,  for  East  and  West  Yorkshire. 
Since  those  arrangements  have  been  put  in  train  for  establishing  agencies  in,  and 
sending  large  quantities  of  dynamite  into,  the  North  of  Scotland— Aberdeenshire, 
Caithness,  &c.,  and  various  parts  of  Ireland.  More  recently  additional  large  consign- 
ments have  been  forwarded  to  the  principal  agents  in  England,  and  at  present 
arrangements  are  in  progress  for  sending  a  very  large  cargo  down  along  the  west  coast. 
The  greatest  proportion  of  the  material  yet  despatched  from  the  dynamite  works 
seems  to  have  been  greedily  absorbed  into  use  in  the  districts  that  are  reached  with 
more  or  less  ease  from  Whitehaven,  and  thither  a  number  of  consignments  have  found 
their  way,  both  by  railway  and  steamer.  .      -  ,        .  i 

'  Great  anxiety  is  being  manifested  to  get  large  supplies  of  dynamite  sent  out  to  t he 
Australian  colonics,  and  it  is  not  unlikely  that  a  ship-load  will  accordingly  soon  be 
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sent  to  tho  other  side  of  the  world.  Shipownors,  equally  with  railway  companies,  still 
'  boggle  '  at,  and  express  groat  fear  of,  dynamite,  otlierwise  considerable  quantities  of 
it  might  already  have  found  their  way  to  tho  antipodes. 

'  Besides  being  used  in  pit-sinking  and  coal-getting,  in  slate-quarrying  and  lime- 
stone-quarrying, in  the  ironstone  mines  and  the  metalliferous  mines  generally,  in 
railway  cutting,  tunnelling,  &c.,  dynamite  is  pro%'ing  itself  to  be  eminently  serviceable 
in  breaking  up  and  removing  the  immense  masses  of  mixed  iron  and  slag  which  form 
tho  bottoms,  or  '  salamanders, '  of  blown-out  blast  furnaces.  It  is  also  about  to  be 
used  extensively  in  subaqueous  blasting  on  the  Clyde  for  the  removal  of  a  large  quan- 
tity of  a  whinstone  dyke  that  occupies  the  bed  of  the  river  near  Erskine  Ferry ;  and 
we  have  recently  learned  that  half  a  ton  of  it  is  to  be  employed  in  connection  with  the 
torpedo  experiments  that  the  naval  authorities  have  at  present  in  progress.' 

The  following  particulars  respecting  the  storing  of  dynamite  cannot  but  prove 
interesting  to  those  who  are  using  this  useful  explosive  agent : — 

•  The  district  store  magazines  are  constructed  in  accordance  with  plans  approved 
of  by  the  Inspector  of  Gunpowder  Factories  and  Magazines.  At  first  they  were 
intended  to  contain  a  maximum  quantity  of  five  tons,  but  there  is  some  expectation 
that  the  license  may  be  extended  to  twice  that  amount.  The  internal  dimensions  of 
these  magazines  are  12  feet  6  inches  square,  by  8  feet  high  from  floor  to  top  of  side 
walls.  In  structure  they  are  so  simple  that  they  may  easily  be  erected  by  the  ordi- 
nary tradesmen  found  in  the  mining  districts.  The  walls  may  be  of  9-inch  brick  and 
mortar  work  ;  but  where  stone  walls,  of  hammer-dressed  rubble  set  in  mortar,  can  be 
more  conveniently  or  economically  used,  it  is  recommended  that  they  should  be  15 
inches  thick. 

They  are  arranged  on  what  is  technically  known  as  the  '  shelf  system, '  the  internal 
fittings  consisting  simply  of  joists  or  battens  set  on  edge,  resting  on  the  floor,  and  let 
half-way  into  the  end  walls  for  further  security.  Upon  these  as  bearers,  cross-spars, 
3-inch  by  1-inch,  cut  out  of  flooring  boards,  or  similar  materials,  and  kept  an  inch  or 
so  apart,  are  pegged  down  on  the  joist  with  wood  tree-nails,  and  the  vertical,  3-inch 
by-i  inch_,  wood  strips  are  fastened  on  the  walls  in  a  similar  manner ;  the  latter  being 
put  four  inches  apart,  so  as  to  prevent  the  packing-boxes  chafing  on  the  rough  walls. 
On  the  shelves  thus  described  the  boxes  of  dynamite  are  placed  in  rows,  and  the  floor 
space  within  the  doorway  may  be  of  earth,  clay,  or  sand,  and  should  be  raised  six  or 
eight  inches  above  the  level  of  the  ground  outside.  By  this  simple  arrangement  the 
use  of  special  magazine  shoes  or  slippers  is  dispensed  with.  The  door  in  each  case 
consists  of  red  pine  frame,  1^  inch  thick,  covered  back  and  front  with  ^-inch  flooring 
boards,  grooved  and  feathered ;  the  outside  boards  being  put  on  vertically,  the  inside 
boards  horizontally,  and  the  spaces  between  being  packed  with  dry  sawdust  or  sifted 
engine  ashes.  It  is  fitted  with  strong  double-tail  hinges,  and  provided  with  a  good 
safe,  and  strong  lock  and  key,  all  of  brass  by  preference.  It  is  insisted  that  the 
doors  always  open  outwards,  and  that  when  closed  they  shall  shut  against  a  hardwood 
kerbstop.  The  roof,  main,  or  corner  principals  are  formed  of  sound  red  pine  battens 
9-mch  by  3-inch,_  having  spars  6-inch  by  2i-inch,  spaced  two-feet  centres,  and  well 
secured  to  the  principals  and  wall-plates  in  the  usual  manner  ;  the  spars  being  covered 
on  the  lower  side  with  finch  close-jointed  lining-boards,  and  the  spaces  between  the 
spars  being  packed  similarly  to  the  doors,  and  then  sacked  over  and  slated  A  square 
box  ventilator,  with  cowl,  is  placed  in  tlie  apex  of  the  roof,  and  the  whole  is  finished 
off  with  lead  or  zinc  ridge-plates  on  skews  and  lead  or  zinc  cover  on  the  top  of  the 
ventilator,  the  air  spaces  for  ventilation  on  the  lower  side  of  the  cowl  being  covered 
with  perforated  zinc.  A  district  store  magazine  of  a  different  design,  but  of  the  same 
size,  has  been  approved  of  by  Major  Majendie.  It  consists  entirely  of  wood,  tho 
framework  haying  a  covering  of  3-inch  planking,  which  is  carefully  coated  with  tar 
outside  and  inside,  to  preserve  the  timber,  and  then  felted  over  externally  to  render 
It  watertight.  Suitable  provision  is  made  for  the  ventilation,  and  then  the  magazine 
I  c^ered  over  with  sand  or  earth,  to  the  depth  of  U  yard  on  the  top,  by  2^  to  3 
yards  at  the  sides,  finished  with  turf  sods,  and  provided'  with  requisite  draina-e,  &c 
An  exposed  ironwork  m  the  mterior  of  these  magazines  is  distinctly  prohibfted  by 
iler  Majesty  8  Inspector  of  Gunpowder  Factories  and  Magazines,  so  that  wood-peas  or 
tree  nails  or  zinc  nails  are  preferred  for  all  fastenings.  If  iron  nails  are  anwhere 
used  they  must  be  punched  m  and  puttied  over.  Where  it  is  practicable  Mai  or 
Majendie  urges  the  desirability  of  a  high  fence  being  placed  round  the  ma^azi^e  w  th 

^^^yroZi:Sel  "  "^'^^  ''""^'^  sleepefshasTeen 

toi!^TZZil^'T^^'''''''^''''  l'^''^      '^^P^tl^  of  containing  one 

wn  01  dynamite.    They  are  also  arranged  on  the  '  shelf  svstem  '  nnrl       r  Ta 

-hes  square  internally,  and  6  feet  6  incLs  from  the  floor  KWrtVonhfstje 
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'  Special  licoDBOs  for  storing  dynamite  in  magazines  of  approved  construction  are 
granted  by  tho  Homo  Secretary  :  the  quantity  stored  in  any  one  magazine  being  never 
more  tliaii  five  tons,  luiloss  witli  the  authorisation  of  tho  officer  of  state.  Important 
conditions  are  laid  down  as  regards  tho  distance  of  the  site  of  the  proposed  magazino 
from  buildings  of  various  kinds.    For  instance,  a  magazine  licensed  for  five  tons  oi 
dynamite  may  not  bo  nearer  to  a  royal  palace,  or  the  metropolis,  as  defined  m  the 
Local  Management  Act  of  1855,  tlian  three  miles.    It  may  not  be  nearer  than  two 
miles  to  any  magnzino  belonging  to  the  Crown,  and  containing  gunpowder  or  any 
other  explosive.    Then  lessor  distances,  varying  down  to  200  yards,  are  stipulated  tor 
in  the  case  of  any  borough  or  market  town,  church,  hospital,  other  magazine  or  store 
for  explosives,  dwelling-house  and  factory,  or  workhouse  (except  with  the  consent  in 
writing  of  the  occupier),  school  or  charitable  institution,  highway,  nver  or  _  sea-wa,ll, 
panal  or  railway.    But  the  limits  as  to  distances  may  be  lessened,  however,  in  special 
cases  if  in  the  opinion  of  the  Government  Inspector,  the  natural  features  of  the  site 
selected' admit  of  so  doing  without  endangering  the  public  safety.    The  authorities 
dosire  it  to  be  distinctly  and  clearly  understood  that,  where  an  applicant  tx)  have  a 
magazine  licensed  is  unable  to  comply  vAth  the  co-iditions  of  the  general  license  as  to 
distances,  construction,  &c.,  it  is  open  to  apply  for  a  special  license,  which  is  m  all 
cases  granted  where  the  proposition  appears  to  be  one  which  can  be  safely  acceded  to. 
For  example,  a  person  desirous  of  using  dynamite  finds  that  he  is  unable  to  erect  the 
necessary  magazine  at  the  required  distance  of  200  yards  from  a  dweUing-house, 
factorv  &c    In  this  case  it  would  be  for  him  to  consider  whether  he  should  reduce 
the  quantity,  or  whether  he  should  so  construct  or  protect  his  magazine  as  to  render 
the  full  distances  assigned  in  the  general  license  unnecessary.    It  might  happen  that 
a  ouantitv  of,  say,  a  quarter  of  a  ton,  woidd  answer  all  his  purposes,  and,  in  this  case, 
XeddSces 'would  clearly  be  admissible.  Again  the  fuU  distances  of  the  gene^l 
license  are  not  insisted  upon  when  such  protection  is  obtainable  as  is  afforded  by 
burrowing  into  the  earth,  or  into  the  face  of  a  colliery  or  mine  wasto  heap,  and  pro- 
tecting by  mounds,  or  traverses,  &c.' 

See  EiLosivE  CoMPOUOTs;  Gun-Cotton;  NiTBOGLTCEEmE  m«i;i;  ' 

nvsODIX.!!.  A  combustible  mineral  found  m  secondary  limestone,  at  Melih, 
near  Svracuse  in  Sicily.  It  is  laminated  and  fragile,  and  has  an  argillaceous  odour 
Xn  breathed  in.  It  burns  witha  crackling  noise,  and  considerable  flame,  ^nth  much 
rmoke  giving  out  a  foetid  smell,  whence  it  has  acquired  the  name  otSfercus  Dmboh  or 
Merda  dd\avolo  in  Sicily.  It  is  also  found  in  some  parts  of  France-(Bristow, 
'  Giossarv  of  Mineralogy.')  A  kind  of  dysodile  has  been  brought  from  the  Mersey 
river  i7Tasmaiia.  and  has  been  described  by  Prof.  Church  under  the  name  of 

^Trsmanite  is  a  material  of  organic  origin,  found  in  Tasmania,  described  some- 
times as  rcsinferous  or  combustible  shale;  it  is  distinctly  laminated,  the  organic 
matter  which  occurs  in  scales,  being  disposed  in  pianos  paraUel  to  the  lamination,  and 
^iSrcaiing  it.  These  scales  are^f  a  reddish-brown  colour,  and  form  from 
^0  to  40  per  cent,  of  the  rock.  The  average  diameter  of  the  discs  -  fo^^  ^O^-f  an 
inch  while  their  thickness  at  the  centre  is  sometimes  as  much  as  -007.  As  none  ot 
Te  orrnary  solvents  of  resinoids  seemed  capable  of  _  dissolving  out  the  cajJ^T 
constituent  of  the  mineral,  the  foUowing  plan  of  effecting  the  «<^P^^^tion  y  s  adopted^^ 
A  larL  Quantitv  of  the  mineral  was  crushed  to  a  coarse  powder  placed  in  a 
Ph  llitf  s  SSthig  glass,  and  strong  hydrochloric  acid  poured  upon  it  A  trace  of 
SSc  SSe  4f  thus  set  free  froi  the  smaU  quantity  of  carbona  e  of  calcium 
.r^f  wlXthe  alumina  and  ferric  oxide  of  the  mineral  were  partly  dissolved 
Cse LtT^n  bS^^^^  the  'scales 'mostly  became  d^?e°gaged  and 

ihese  '^'^"o^?  ""^7"%^  1  •„!,  eravitv  of  the  hydrochloric  solution,  which  had  been 
floating,,  o^^f  ,*°;^^3S/;nf  ch  oride  of  calcium.  The  scales  were  coUected 
?f  a'sSer  aSfepeatf^^^^^^^^  by  decantation,  the  inorganic  matter  be  ng 
^^,lrfr  a  minimum.  The  STibstance  thus  prepared  presents  such  remarkable 
flSS?  chemicaTanTphysical  characters  as  to  lead  to  its  receiving  a  distinct  name 
distinct  cnemicai  diju  yuy^^  Inims  readilv.  with  a  very  smoky  flame  and 

When  tasmanito     Seated  in  the^  ^^^^^^  pa^rtially,\nd  yields 

offensive  odour.  ^^^^^^^^^  ^^^^^^^^^^  smell,  resembling  tho"^  odour  of  Canadian 
oily  and  P^^^^^^,  showed  it  to  contain  a  large  quantity 

petroleum.    Qualitative  anal>sis  of  sidphur.    It  was  found  im- 

of  carbon  and  hydrogen,  and  a  ^^'^f  P'^;^.^  imDurities  even  with  the  most 
possible  to  free  the  spec  mens  comP  f  ely  f^^^^  part  of  the 

ttn«=r^^^^^^^ 

vas  foupd  in  tho  specimen  of  tasmanite  operated  upon. 
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EAGZE-STOSrz:.  A  name  applied  to  nodular  concretions  of  iron-stone,  wliich 
present  a  concentric  structure,  and  are  often  hollow,  containing  loose  materials,  -which 
rattle  when  the  stone  is  shaken. 

XiAGXiE-WOOD.  (Bois  oCAi^le,  Fr.)  The  wood  of  the  Aquilaria  Malaccensis  or 
A.  ovata.  This  is  the  '  aloes-wood '  of  commerce ;  an  exceedingly  aromatic  wood,  much 
used  in  Hindostan  and  in  all  Mohammedan  and  Catholic  countries  for  fumigation  and 
incense.  The  trees,  belonging  to  the  Aquilariace<s,  are  natives  of  tropical  Asia. 
Eagle-wood,  or  aloes-wood,  is  also  yielded  by  the  Aloexylon  Agallochum. 

EAKTH.  Common  alluvial  deposit,  or  agricultural  soil.  Weight  of  a  cubic  foot 
varies  from  95  to  125  pounds.    Specific  gravity  from  1-5  to  2'0. 

EARTH-COAXi,  or  Earthy  Brown  Coal.  A  name  sometimes  given  to  Lignite  or 
Brown  Coal.    See  Bbown  Coal,  Lignite. 

EARTHEXa"WABE.    See  Pottery. 

EARTH-FIiAX.   Asbestos  is  sometimes  so  called.    See  Asbestos. 

EARTH-mrT.  The  fruit  of  the  Arachis  hypogma,  a  leguminous  creeping  plant, 
native  of  India,  South  Africa,  and  South  America.  It  is  cultivated  in  North  America 
and  Southern  Europe.  The  legumes  are  ripened  under  ground,  whence  the  name,  and 
the  seeds  are  edible. 

EARTH-NUT  OXIi.  {Huile  d^Arachide  ;  Huile  de  jpistache  de  terre,  Fr.;  Erd- 
nussbl,  Ger.)  The  oil  expressed  from  the  earth-nut  by  cold  pressure.  It  is  nearly 
colourless,  and  has  an  agreeable  odour.  It  is  used  for  culinary  purposes  instead  of 
olive  oil,  but  it  is  liable  to  become  rancid  much  sooner.  The  hot-pressed  earth-oil  is 
coloured,  and  has  a  disagreeable  taste  and  smell.  A  soap  made  from  the  oil  of  earth- 
nuts  is  manufactured  in  France,  and  to  some  extent  in  Germany.  Earth-nut  oil  is 
much  used  by  watchmakers. 

EARTBS.  {Terres,  Fr. ;  Erden,  Ger.)  It  has  been  demonstrated  that  the  sub- 
stances called  Earths,  and  which,  prior  to  the  electro -chemical  discoveries  of  Davy, 
were  deemed  to  be  elementary  bodies,  are  all  compounds  of  certain  metallic  bases  and 
oxygen.  Five  of  the  earths,  when  pure,  possess  decided  alkaline  properties,  being 
more  or  less  soluble  in  water,  having  (at  least  three  of  them)  an  acrid  alkaline  tiiste, 
changing  the  purple  infusion  of  red  cabbage  to  green,  most  readily  saturating  the 
acids,  and  affording  thereby  neutral  salts ;  these  are  baryta,  strontia,  lime,  (calcia'^ 
magnesia,  and  lithia.  The  earths  proper  are  alumina,  glucina,  yttria,  sirconia 
and  thonna ;  these  do  not  change  the  colour  of  infusion  of  cabbage  or  tincture  of 
litmus,  do  not  readily  neutralise  acids,  and  are  quite  insoluble  in  water. 

EARTHY  BITUMEN-.  A  bituminous  schist  found  at  Hurlet  near  Glasgow 
and  in  the  Bmney  quarries  near  Edinburgh.    See  Bitumen.  ' 

EARTHY  COBAIiT.  A  manganese  ore,  containing  oxide  of  cobalt  sometimes 
to  the  amount  of  33  per  cent.    See  Wad. 

EARTHY  MANGANESE.   See  Wad  and  MLiNGANESE. 
,         ^-/f^^^'f  »»-a-CK  WOOB.  The  Sit  SM  of  the  natives  of  India  ;  the  Bal- 
bergia  latifoha.    It  is  a  wood  of  a  greenish  black  cdour,  with  light  coloured  veins.  It 
ta^s  a  hue  pohsh,  and  is  very  heavy.  This  wood  is  sometimes  caUed  East  India  Ebony. 

EAU  BE  COX.OGNE.    See  Peefumeet, 

1EA.U  BE  JAVEl.l,E.   A  solution  of '  chloride  of  potash,'  occasionally  used  as 
a  bleaching  agent.    See  Chloeide  of  Potash. 
EATT  BE  I.VCE.    See  Pehftjmeet. 

EBONITE.  A  name  given  to  vulcanised  India-rubber,  or  Vulcanite.  The 
process  of  manufacture  has  been  fully  described  under  Caoutchotjc.  Ebonite 
nas  been  applied  almost  to  every  kind  of  small  ornamental  manufacture.  A  laree 
trade  IS  done  m  imitations  of  jet  ornaments  made  of  it.  It  is  also  used  for  electrical 
machines  and  apparatus.  In  Poggendorfs  'Annalen,'  1873,  F.  Kohlrausch  has  a 
paper  on  the  expansibility  of  ebonite  by  heat.  He  observed  that  ebonite  lids  stuck 
last  in  glass  vessels  and  even  cracked  them.  Some  experiments  were  therefore  madp 
and  ebonite  was  found  to  be  three  times  as  expansible  as  zinc.  ' 

ihe  coefficient  for  1°  was  found  to  be 

0-0000770  measured  between  16°-7  and  25°'3 
0-0000842       „  „      25°-3  and  350-4 

0-000061  -f  0-0000076  t. 
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Two  strips  of  obonito  and  sheet  zinc,  when  rivottcd  together,  curve  very  materially 
with  even  a  moderate  heating.  A  thin  strip  of  ivory,  20  centimes  in  longtli,  cemented 
by  means  of  isinglass  to  a  similar  one  of  obonito,  forms  a  delicata  thermometer,  seeing 
that  its  free  end  moves  through  several  millimeters  for  one  degree.  Tlio  curvature  in 
consequence  of  unequal  expansion  may  bo  most  simply  demonstrated  by  the  aid  ot  a 
mere  plate  of  obonito,  for,  owing  to  its  bad  conductivity,  it  curves  considerably  when 
heated  on  one  side.    See  Caoutchouc. 

XSBONY.    Of  this  black  wood  three  kinds  are  imported  :— 

The  Mauritius  Ebony,  which  is  the  blackest  and  finest  grained. 

The  East-Indian  Ehony,  which  is  not  of  so  good  a  colour. 

The  Afncan  Ebony,  which  is  porous  and  bad  in  point  of  colour. 

The  ebonv  of  the  Mauritius  is  yielded  by  the  Biosmros  Menus.  Colonel  Lloyd 
savs  that  this  ebony  when  first  cut  is  beautifully  sound,  but  it  splits,  like  all  other 
woods,  from  neglectful  exposure  to  the  sun.  The  workmen  who  use  it  immerse  it  in 
water  as  soon  a!  it  is  foiled,  for  from  six  to  eighteen  months ;  it  is  then  taken  out  and 
the  two  ends  a,ro  secured  from  splitting  by  iron  rings  and  wedges  Colonel  Lloyd 
considers  that  next  to  the  Mauritius,  the  ebony  of  Madagascar  is  the  best,  and  next 

*^Thf  Mauritius  ebony  is  imported  in  round  sticks  like  scaffold  poles  about  fourteen 
inches  in  diameter.  The  East-Indian  variety  comes  to  us  in  logs  as  large  as  twenty- 
eight  inches  diameter,  and  also  in  planks.  The  Cape-of-Good-Hope  ebony  arrives  in 
Sgland  in  billets,  and  is  called  billet  wood,  from  about  three  to  six  feet  long  and  two 
to  four  inches  thick. 

The  uses  of  ebony  are  well  known.  •.   vi    i.  cjoo 

White  Ebony  comes  from  the  Isle  of  France,  and  is  much  like  box  wood.  See 

Gbeen  Ebont. 

z:b1TX.Z.XOSCOPX:.   Seo  Ebuilition  Aicoholometeb. 

SuillTIOW.  (Eng.  and  Fr. ;  KocJ^n,  Ger.  Boding.  When  the  bottom 
ofrn  open  ve"  containing  water  is  exposed  to  heat,  the  lowest  stratum  of  fluid 
im^edSv  expands,  becoles  therefore  specifically  lighter  and  rises  tWg^  the 
pSr  and  header  particles.  The  heat  is  in  this  way  diffused  through  the  whole 
Wd  mass  not  by  sfmple  communication  of  that  power  from  particle  to  particle  as  m 

bv  mingling  a  little  powdered  amber  with  water,  contained  in  a  tall  glass  cy™ 
oy  nuugiiub  J^,„^.^,     That  tbis  molecular  translation  or  locomotion  is  almost 

^WrnThlhTattL^ 

elastic  vapour  being  suddenly  generated  at  cold  column, 

suddenly  condensed  at  a  litUe  ^^^f      ^^^^.^^^^'^^^^^^  as  the 

Tlipcip  alternate  expansions  and  contractions  ot  volume  oecome  luuio 

The  further  elevation     .  f^P^^^^ture  by  the  influ^^^^^^^  carries  off  from 

in  these  circumstances  with  almost  ^  V^^^^/'  ^^'^^^^^ 

them  as  much  heat  in  a  latent  state  as        ^^^^'^P^^^^  f^tl,  the  degree  of 

The  temperature  J^reTed  aJd Twer  as  it  is  diminished, 

atmospheric  pressure,  being  higher      ^^^^^  is  Jl,,^,ted  situation,  with  a  de- 

Hence  boiling-water  is  colder  ^""l^^'JY  coal^^^^  fine  weather,  or,  when  tiie 
pressed  barometer,  than  f  ^°  °X  of  liQuTd^lJ%y  resi  the  discharge  of 
Urometer  is  elevated  7,\f  ,3  f?omt  the  boiling  point 

the  steam,  raises  the  boihng  point.  ""'^^^  this, 

becomes  lower;  the  table  at  the  head  of  page^^  ^j^^^  ^^^^^  the 

In  vacuo  all  liquids  boil  at  ^  temper^nre  about.  .1.^         ^^^^^^  Gay-Lussac 
average  atmospheric  pressure.    1^°^  more  readily,  or  with  less  turbu- 

has  shown  that  liquids  are  '^"f  «^  f /"J^^.  .^Sregular,  than'vith  smooth  surfaces; 
lence,  when  they  are  in  contact  ^^th  angular  or^rre        ,  ^^^^^  .^^  ^^^^^^^^ 
that  they  therefore  boil  at  a  heat  2  ^  .  lo^^  er  ^n         ^  .^^^  ^^^^^^ 

bably  owing  to  the  greater  polish  of       ^J"';  ^^^y  ^ther  insoluble  powder,  be 

toU  in  a  glass  matrass,  iron  filings,  ground  glass,  pr  any  f 
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Places 

Yards  high 


Inches  of 
pressure 

Boiling  point 

Farm  of  Antisana  . 

4488 

17-87 

187-34 

Quito  .... 

3170 

2074 

194-18 

Mexico  .... 

2490 

22-52 

198-14 

St.  Gothard  . 

2302 

23-02 

199-22 

Briaii9on 

1423 

25-39 

203-9 

Monte  Dor6  . 

1136 

26-26 

205-7 

Madrid  .... 

out/ 

27-72 

Moscow  .... 

328 

28-82 

■  210-2 

Lyons  .... 

177 

29-33 

210-92 

Paris  .... 

71 

29-69 

211-46 

thrown,  such  a  brisk  ebullition  -will  be  instantly  determined,  as  will  sometimes  throw 
the  water  out  of  the  vessel ;  the  temperature  at  the  same  time  sinking  2°  F. 

The  following  table  exhibits  the  boiling-heat,  by  Fahrenheit's  scale,  of  the  most 
important  liquids : — 

Ether  .      .  '  Graham 

Ether,  specific  gravity  0-7365  at  48° 
Bisulphide  of  carbon  . 


Alcohol,  sp.  grav.  0-813 
Nitric  acid,    „  1-500 

„  1-42 
Water  .... 
Saturated  solution  of  Glauber  salt 
acetate  of  lead 
sea  salt 

chloride  of  calcium 


Ammonia     .  . 
Crystallised  chloride  of  calcium 
Muriatic  acid,  sp.  grav.  1-094 


1  +  water,  2 
35-5  + water,  64-5 
40-5  + water,  69-5 


Nitric  acid. 


1-127 
1-420 
1-30 


91 


Rectified  petroleum 
Oil  of  turpentine  .       .  . 
Sulphuric  acid,  sp.  grav.  1-848 
»  „  1-810 

1-780 
1-700 
1-650 

„  „  1-520 

»  „  1-408 

„  1-300 

Phosphorus 
■'-'nlphur 
I /in seed  oil 
y/hale  oil 
.'>fcicury 

Saturated  solution  of  acetate  soda,  containing  60  per  cent. 
»  nitrate  of  soda,    ■  60 

»  »         Eoehelle  salt,  90 

»  „         nitre  74 

'»  i>  chloride  of  ammonium,  50 
'»  »  tartrate  of  potash,  68 
"  )»         chloride  of  sodium,  30 

"  »>  sulphate  of  magnesia,  57'6 
"  II  borax,  52-6. 
"         1.        phosphate  of  soda,  ? 


Graham 
Ure  . 

Dalton 
Graham 


Biot 


)i 

Ure 
>i 
)i 
II 

Graham 
II 

Dalton 


Ure  . 

II  • 

Dalton 

i» 
it 
» 
If 
»f 
)> 
i> 


Graham 
Dulong 
Crightou 
Griffiths 

» 

)» 

>» 

» 

■> 

»» 

•> 
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Saturated  solution  of  carbonate  of  soda   Griffiths  .  220 

>>  "         alum,  containing  52  per  cent.  „  ,  220 

>>  .)         chlorate  of  potash,  40  „  ,  218 

»  »         sulphate  of  copper,  46  „  .  216 

EBVI.X.XTXOir  AI.Coaoi.OIVIETER.  That  the  boiling  temperature  of  water  is 
increased  by  holding  neutro-saliue  and  saccliarine  substances  in  solution  has  been  long 
known,  and  has  been  tlie  subject  of  many  experiments,  made  partly  with  the  view  of 
ascertfiining  from  that  temperature  tlio  proportion  of  the  salt  or  sugar,  and  partly  with 
the  view  of  obtaining  a  practical  liquid  bath.  But  it  seems  to  have  been  reserved  for 
the  AhH  Brossard-Vidal  of  Toulou  to  have  discovered  that  the  boiling  temperature 
of  alcoholic  liquors  is,  in  most  cases,  proportional  to  the  quantity  of  alcohol,  irrespec- 
tively of  the  quantity  of  neutro-saline  or  saccharine  matter  dissolved  in  them.  When, 
liowever,  such  a  quantity  of  dry  carbonate  of  potash,  or  sugar,  is  added  to  a  spirituous 
liquor  as  to  abstract  or  fix  in  the  solid  state  a  portion  of  the  water  present,  then  the 
boiling  temperature  of  that  mixture  will  be  lowered  in  proportion  to  the  concentration 
of  the  alcohol,  instead  of  being  raised,  as  would  be  the  case  with  water  so  mixed. 
But,  generally  speaking,  it  may  be  assumed  as  a  fact,  that  the  boiling  point  of  an 
alcoholic  liquor  is  not  altered  by  a  moderate  addition  of  saline,  saccharine,  or  extrac- 
tive matter.    On  this  principle,  M.  Brossard-Vidal  constructed  the  instrument  repre- 


sented in  Jiff.  772,  for  determining  by  that  temperature  the  proportion  of  alcohol 
present.  His  chief  object  was  to  furnish  the  revenue  boards  of  France  with  a  means 
of  estimating  directly  the  proportion  of  alcohol  in  wines,  so  as  to  detect  the  too 
common  practice  of  introducing  brandy  into  their  cities  and  towns  under  the  mask  of 
wine,  and  thereby  committing  a  fraud  upon  the  octroi ;  as  the  duty  on  spirits  is  much 
higher  than  on  wines. 

The  above  instrument  consists  of  a  spirit-lamp,  surmounted  by  a  small  boiler,  into 
which  a  large  cylindric  glass  bulb  is  plunged,  having  an  upright  stem  of  such  calibre 
that  the  quicksilver  contained  may,  by  its  expansion  and  ascent  when  heated,  raise 
before  it  a  little  glass  float  in  the  stem,  which  is  connected  by  a  thread  with  a  similar 
glass  bead,  that  hangs  in  the  air.  The  thread  passes  round  a  pulley,  whicli  turning 
■mth  the  motion  of  the  beads  causes  the  index  to  move  along  the  graduated  circular 
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scale.  The  numbers  on  this  scale  represent  percentages  of  absolute  alcohol,  so  that 
the  number  opposite  to  -which  the  index  stops,  when  the  liquor  in  the  cylinder  over 
the  lamp  boils  briskly,  denotes  the  percentage  of  alcohol  in  it. 

Dr.  Ure  introduced  another  form  of  instrument  {fig.  773).  It  is  thus  described  by 
the  inventor : — 

It  consists,  1,  of  a  flat  spirit-lamp  A,  surrounded  by  a  saucer  for  containing 
cold  water  to  keep  the  lamp  cool,  shoidd  many  experiments  require  to  be  made  in  suc- 
cession ;  2,  of  the  boiler  b,  which  fits  by  its  bottom  cage  c,  upon  the  case  of  the 
lamp.  At  the  point  c,  is  seen  the  edge  of  the  damper-plate  for  modifying  the  flame 
of  the  lamp,  or  extinguishing  it  when  the  experiment  is  completed.  D  is  the  thermo- 
meter, made  with  a  very  minute  bore,  in  the  manner  of  the  Kev.  Mr.  "WoUaston's  in- 
strument for  measuring  the  height  of  a  mountain  by  the  boiling  point  of  water  on  its 
summit.  The  bottom  of  the  scale  in  the  ebullition  thermometer,  is  marked  p  for 
proof  on  the  left  side,  and  100  (of  proof  spirit)  on  the  right  side.  It  corresponds 
to  178-6  Fahr.  very  nearly,  or  the  boiling  point  of  alcohol  of  0-920  specific  gravity. 
The  following  table  gives  the  boiling  points  corresponding  to  the  indicated  densities : — 


Temp.  Fahr.  Specific  Gravity 

178-6        .       .    0-9200  P. 


179-  75 

180-  4 
1810 
183-4 


0-9321  10  U.  P. 

0-9420  20  „ 

0-9516  30  „ 

0-960  40  „ 


Temp.  Pahr.  Specific  Gravity 

185-6  .  .  0-3665    50  U.  P. 

189-0  .  .  0-9729    60  „ 

191-8  .  .  0-9786    70  „ 

196-4  .  .  0-9850    80  „ 

202-0  .  .  0-992     90  „ 


The  above  table  is  the  mean  of  a  great  many  experiments.  When  alcohol  is 
stronger  than  0-92,  or  the  excise  proof,  its  boiling  point  varies  too  little  with  its 
progressive  increase  of  strength  to  render  tliat  test  applicable  in  practice.  In  fact, 
oven  for  proof  spirits,  or  spirits  approaching  in  strength  to  proof,  a  more  exact 
indication  may  be  obtained  by  diluting  them  with  their  own  bulk  of  water,  before 
ascertaining  their  strength  and  then  doubling  it. 

The  boiling  point  of  any  alcoholic  liquor  is  apt  to  rise  if  the  heat  be  long  continued, 
and  thereby  to  lead  into  error  in  using  this  instrument.  This  source  of  fallacy  may 
be  in  a  great  measure  avoided  by  adding  to  the  liquor  in  the  little  boiler  about  a 
teaspoonful  (thirty-five  grains)  of  common  culinary  salt,  which  has  the  curious  effect 
of  arresting  the  mercury  in  the  thermometer  at  the  true  boiling  point  of  the  spirit, 
wine,  or  beer,  to  enable  a  correct  reading  to  be  had.  The  small  measure  marked  m 
holds  the  requisite  quantity  of  salt. 

The  thermometer  is  at  first  adjusted  to  an  atmospheric  pressure  of  29-5  inches. 
When  that  pressure  is  higher  or  lower,  both  water  and  alcohol  boil  at  a  somewhat 
higher  or  lower  temperature.  In  order  to  correct  the  error  which  would  lience 
anse  in  the  indications  of  this  instrument  under  different  states  of  the  weather, 
a  barometrical  equation  is  attached,  by  means  of  the  subsidiary  scale  e,  to  the  ther- 
mometer D. 

Having  stated  the  principles  and  the  construction  of  the  ebullition  alcoholometer, 
I  shall  now  describe  the  mode  of  its  application. 
First. — Light  the  spirit-lamp  a. 

Second.— Charge  the  boiling  vessel  b,  with  the  liquid  to  be  tested  (to  "vnthin  an 
inch  of  the  top),  introducing  at  the  same  time  a  paper  of  the  powder;  then  place  the 
vessel  B  (the  damper-plate  being  withdrawn)  on  to  the  lamp  a. 

•  thermometer  d  on  the  stem  attached  to  b,  with  its  bulb  immersed 

in  the  liquid.    The  process  will  then  be  in  operation. 

The  barometrical  scale  indicated  on  the  thermometer  is  opposite  the  mean  boiling 
point  of  water.  Prior  to  commencing  operations  for  the  day,  charge  the  boiler  b 
with  water  only,  and  fix  the  instrument  as  directed ;  when  the  water  boils  freely,  the 
mercury  will  become  stationary  in  the  stem  of  the  thermometer,  opposite  to  the  true 
barometrical  indication  at  the  time.  Should  the  mercury  stand  at  the  line  29-5  this 
will  be  the  height  of  the  barometer,  and  no  correction  will  be  required ;  but  should 
It  stand  at  any  other  line,  above  or  below,  then  the  various  boiling  points  will  bear 
reference  to  that  boiling  point. 

In  testing  spirituous  or  fermented  liquors  of  any  kind,  when  the  mercury  begins 
10  nse  out  of  the  bulb  of  the  thermometer  into  the  stem,  push  the  damper-plate  half- 
way in  Its  groove  to  moderate  the  heat  of  the  flame.  When  the  liquor  boils  freelv 
tne  mercury  will  become  stationary  in  the  stem;  and  opposite  to  its  indication,  on  the 

stand  thnra'^'^on^f-'^^'S"  °^  ^"^'"'^  "^^^      ^"^'"^^  the  barometer 

stand  that  day  at  29-5  inches ;  while  on  the  right-hand  scale,  the  percentage  of 
proof  spirit  IS  shown  ;  being  the  difference  of  the  former  number  from  100  Thn 
damper-platc  is  to  be  immediately  pushed  home  to  extinguish  the  flame 

Ihe  alcoholometer  will  by  itself  only  indicate  the  percentage  of  alcohol  contained 
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in  any  wne;  but,  by  the  aid  of  the  liydrometer,  the  proportionate  quantity  of  sac- 
cnaruiu  in  all  wines  may  bo  readily  and  easily  determined.  The  hydrometer  will 
Show  the  specific  gi-avity  of  the  liquid  upon  reference  to  table  No.  1,  annexed.  In 
testing  a  sample  of  wine,  first  take  the  specific  gravity,  and  suppose  it  to  be  989, 
then  charge  the  boiler  of  the  alcoholometer  with  the  wine,  as  directed,  and  at  the 
boiling  point  it  indicates  the  presence  of  alcohol  at  69-6  per  ceut."-P-,  whose  specific 
gravity  will  bo  found  to  be  979  ;  deduct  that  gravity  from  the  gravity  of  the  bulk, 
or  989,  and  10  will  remain,  which  10  degrees  of  gravity,  upon  reference  to  the  wine 
table,  will  bo  found  to  represent  25  lbs.  of  saccharine  or  extractive  matter  in  every 
100  gallons,  combined  with  SOjIfths  gallons  of  proof  spirit. 

Sikes's  hycbomoter  will  only  show  the  specific  gravity  of  liquids  lighter  than  water 
(or  1,000),  and  for  wines  in  general  use,  the  gravities  being  lighter  than  that  article, 
will  answer  every  purpose  ;  but  there  are  wines  whoso  gravities  are  heavier  than  water, 
such  as  mountain,  tent,  rich  Malagas,  lachrymse  Christi,  &c.,  to  embrace  whicii 
additional  weights  to  the  hydrometer  will  be  required,  as  for  cordialised  spirits,  &c. 
In  testing  a  sample  of  rich  mountain,  its  specific  gravity  was  found  to  be  1032,  or  39° 
heavier  than  water;  that  wine  at  the  boiling  point  indicated  the  alcohol  72-5  per 
cent."-P- ;  but  980  specific  gravity  deducted  from  1039  leaves  39°  of  specific  gravity  ; 
against  59  of  the  wine  tables  will  bo  found  147-5  or  147^  lbs.  of  saccharine  or  extrac- 
tive matter,  combined  with  27^  gallons  of  proof  spirit  to  every  100  gallons. 

Should  the  barometer  for  the  day  show  any  other  indication  above  or  below 
the  standard  of  29-6,  the  thermometer  scale  will  then  only  show  the  apparent  strength, 
and  reference  must  be  had  to  the  small  ivory  indicator,  e,  it  being  the  counterpart 
of  the  barometrical  scale  of  the  thermometer;  thus,  should  the  barometer  indicate 
30,  place  30  of  the  indicator  against  the  boiling  point  of  the  liquid,  and  opposite  the 
line  of  29-5  will  be  found  the  true  strength. 

Exainplc  1. — Barometer  at  30. — Suppose  the  mercury  to  stop  at  the  boiling  point 
72U-P-,  place  30  of  the  indicator  against  72  on  the  thermometer,  and  the  line  of  29'5 
will  cut  69-6"-P-,  the  true  strength. 

Example  2. — Barometer  at  29. — Suppose  the  mercury  to  stop  at  the  same  point, 
72"-P-,  place  29  of  the  indicator  against  72  on  the  thermometer,  and  the  line  of  29'5 
will  cut  74-3"-P-,  the  true  strength. 

For  malted  liquors. — To  all  brewers  and  dealers  in  fermented  liquors,  this  principle, 
by  its  application,  will  supply  a  great  desideratum,  as  it  will  not  only  show  the  alcohol 
created  in  the  wort  by  the  attenuation,  as  well  as  the  original  weight  of  the  wort  prior 
to  fermentation,  but  it  will  indicate  the  value  of  malt  liquors  in  relation  to  their  com- 
ponent parts.  It  will  likewise  be  a  ready  means  of  testing  tlie  relative  value  of  worts 
from  sugar  compared  with  grain,  &s  well  as  being  a  guide  to  the  condition  of  stock 
beers  and  ales. 

To  ascertain  the  strength  of  malt  liquors  and  their  respective  values,  the  instrument 
has  been  supplied  with  a  glass  saccharometer,  testing-glass,  and  slide-rule.  Commence 
by  charging  the  testing-glass  with  the  liquid,  then  insert  the  saccharometer,  to  ascertain 
its  present  gravity  or  density  per  barrel,  and  at  whatever  number  it  floats,  that  will 
indicate  the  number  of  pounds  per  barrel  heavier  than  water. 

Example  1. — Suppose  the  saccharometer  to  float  at  the  figure  8,  that  would  indicate 
8  lbs.  per  barrel ;  then  submit  the  liquid  to  the  boiling  test,  with  the  salt  as  before 
directed,  and  suppose  it  should  show  (the  barometrical  differences  being  accounted  for) 
90"-P-,  that  would  be  equivalent  to  10  percent,  of  proof  alcohol.  Eefer  to  the  slide-rule, 
and  place  a  on  the  slide  against  10  on  the  upper  line  of  figures,  and  facing  b  on  the 
lower  line  will  be  18,  thus  showing  that  18  lbs.  per  barrel  have  been  decomposed  to 
constitute  that  percentage  of  spirit;  then,  by  adding  the  18  lbs.  to  the  present  8  lbs. 
per  barrel,  the  result  will  be  26  lbs.,  the  original  weight  of  the  wort  after  leaving  the 
copper. 

Example  2. — The  saccharometer  marks  10  lbs.  per  barrel,  and  at  the  boiling  point  it 
indicates  88"-P-,  equivalent  to  12  gallons  of  proof  spirit  per  cent. ;  place  A  against  12, 
and  opposite  b  will  be  21^  lbs.  per  barrel,  when,  by  adding  that  to  the  10  lbs.  present, 
31^  lbs.  will  be  the  result. 

To  ascertain,  the  relative  value. — Suppose  the  price  of  the  26  lbs.  of  beer  to  be  36s.  per 
barrel,  and  the  31 J  lbs.  beer  to  be  40s.  per  barrel,  to  ascertain  which  beer  will  be  the 
cheapest,  place  26  on  the  opposite  side  of  the  rule  against  36,  and  opposite  31 J  lbs.  will 
be  43s.  Id.,  showing  that  the  latter  beer  is  the  cheapest  by  3s.  Id.  per  barrel. 

By  taking  an  account  of  the  malt  liquors  by  this  instrument  prior  to  stocking,  it 
may  be  ascertained  at  any  time  whether  any  alteration  has  taken  place  in  their  condition, 
either  by  an  increase  of  spirit  by  after-fermentation  and  consequent  loss  of  sugar, 
or  whether,  by  an  apparent  loss  of  both,  acetous  fermentation  has  not  been  going  on 
towards  the  ultimate  loss  of  the  whole. 

This  instrument  will  likewise  truly  indicate  the  quantity  of  spirit  per  cent,  created 
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in  distillers'  worts,  whether  in  process  of  fermentation  or  ready  for  the  still ;  the  only 
difforouce  -will  be  in  the  allowance  on  the  slide-rule. 

N.E.— Tlie  saccharometers  applicable  to  the  foregoing  rules  for  beer,  ales,  &c., 
have  been  adjusted  at  the  temperature  of  60°  Fahrenheit,  and  will  be  found  correct  for 
general  purposes ;  but  where  extreme  minuteness  is  required,  the  variation  of  tempe- 
rature must  bo  taken  into  account;  therefore,  for  every  10°  of  temperature  above 
60,  ^ths  of  a  pound  must  be  added  to  the  gross  amount  found  by  the  slide-rule ;  on 
the  contrary,  for  every  10°  below  60,  -/Ijths  of  a  pound  must  be  deducted. 

For  cordialisecl  Spirits. — The  operation  in  this  instance  is  somewhat  different  from 
that  of  beers,  which  have  the  alcohol  created  in  the  original  worts  ;  whereas,  in  cor- 
dialised  spirits,  gins,  &c.,  the  alcohol  is  the  original,  and  the  saccharine  matter,  or 
sugar,  is  an  addendum. 

No.  2. 


Table  showing  the  lbs.  of  Sugar  per  Gallon  in  Cordialised  Spirits,  with  Per  Centages 
to  be  added  to  the  identical  Strength,  per  Ute  Alcoholometer. 


Diifer 

Lbs.  0 
per  C 

ence  of 
I  vity 

Sugar 
Tallon 

10 

4  oz. 

or  25 
to  100 

15 

6  oz. 

37J 
to  100 

20 

8  oz. 
50 
to  100 

25 

10  oz. 

to  IOC 

30 

12  oz. 

75 
to  100 

35 

14  07. 

87i' 
to  10( 

40 

) 

45 

oz. 

1*2 

50 

oz. 
1-4 

Difference  of 
Gravity 

Lbs.  of  Sugar 
per  Gallon 

.Sp.  GrsT. 

Per  Cen^ 

Per  Cent 

Sp.  Grav. 

of  Spirit 

of  Spirit 

of  Spirit 

of  Spiiit 

920 

Pf. 

1-6 

2-5 

3-4 

4-4 

5-3 

6-2 

7-1 

8-1 

90 

Pf. 

920 

923 

2-5 

1-6 

2-5 

3-3 

4-3 

5-2 

61 

69 

7-8 

■S-8 

2-5 

923 

926 

6- 

1-6 

2-4 

3-2 

4-2 

50 

59 

68 

7-7 

86 

5- 

926 

929 

7-5 

1-5 

2-3 

3-2 

4-1 

4-9 

5-8 

66 

7-5 

84 

7-5 

929 

932 

10- 

1-4 

2-2 

31 

4*0 

4-8 

57 

65 

7-4 

8"2 

10- 

932 

935 

12-5 

1-4 

2-2 

3-1 

3-9 

4-7 

65 

63 

7-2 

80 

12-5 

935 

938 

16- 

1-4 

21 

30 

3"8 

4-6 

5-4 

6*2 

7-0 

7-8 

15- 

938 

040 

17-5 

1-3 

2-1 

2-9 

3*7 

4-5 

53 

60 

6'8 

17-5 

940 

9i3 

20- 

1-3 

2-0 

2-8 

3-6 

4-4 

52 

59 

6-7 

7-5 

20- 

943 

945 

22-5 

1-3 

2'0 

2-7 

3-5 

4-3 

50 

5-7 

65 

73 

22-5 

945 

948 

25- 

1-2 

1*9 

26 

3'4 

4-1 

4-8 

55 

63 

70 

25- 

948 

950 

27'5 

1-2 

1"9 

2-5 

3*3 

40 

4-7 

53 

6'1 

6'8 

27-5 

950 

952 

30* 

11 

1-8 

2-4 

3"1 

3-8 

45 

5-1 

5"8 

65 

30- 

952 

954 

32-5 

1-1 

1-7 

2-3 

3-0 

3*6 

43 

4-8 

55 

62 

32-5 

954 

956 

35" 

I'O 

16 

2'2 

2*9 

3-5 

4-1 

4-6 

53 

60 

35- 

956 

958 

37"5 

1-0 

1-6 

2-1 

2-8 

3"4 

3-9 

4'4 

5'1 

58 

37-5 

958 

960 

40* 

•9 

1'5 

2-0 

2*7 

32 

4-3 

4-9 

5"5 

40- 

960 

•0 

O  X 

o  yj 

4-1 

^  X 

4-7 

o  o 

42-5 

962 

1 

O  \J 

o  o 

4-0 

4-fi 

tf  X 

45- 

964 

•ft 

1-4 

9-A. 

tj  *± 

o  o 

4*4- 

47-5 

965 

967 

50- 

■8 

1-3 

1-8 

2-3 

2-8 

3-3 

3-8 

4-3 

4-8 

50- 

967 

969 

62-5 

•7 

1-2 

1-7 

2:2 

2-6 

31 

3-6 

4-1 

4-5 

52-5 

969 

970 

55- 

•7 

1-2 

1-6 

2-0 

2-4 

2-9 

3-4 

3-8 

4-2 

55- 

970 

972 

57-5 

•6 

1-1 

1-5 

19 

2-2 

2-7 

31 

3-5 

3-9 

57-6 

972 

973 

60- 

•6 

1-0 

1-4 

1-8 

21 

2-5 

2-9 

3-3 

3-6 

60- 

973 

974 

62-5 

•6 

1-0 

1-3 

1-7 

20 

2-4 

2-7 

3-1 

3-4 

62-5 

974 

976 

65- 

•5 

•9 

1-2 

1-5 

1-8 

2-2 

2-5 

2-8 

3-1 

65- 

976 

977 

67-6 

•5 

•8 

1-1 

1-4 

1-7 

2-0 

2-3 

2-6 

2-9 

67-5 

977 

979 

70- 

•4 

•7 

1-0 

1-3 

1-5 

1-8 

2-1 

2-4 

2-6 

70- 

979 

980 

72-5 

•4 

•7 

•9 

1-1 

1-3 

1'6 

1-9 

2-1 

2-3 

72-5 

980 

982 

75- 

•3 

•6 

•8 

ro 

1-2 

1-4 

1-6 

1-8 

20 

75- 

982 

983 

77-5 

■3 

•5 

•7 

•9 

10 

1-2 

1-4 

1-6 

1-8 

77-5 

983 

984 

80- 

•2 

•4 

•6 

•8 

•9 

1-0 

1-2 

1-4 

1-6 

80- 

984 

986 

82-5 

•2 

•3 

•5 

•7 

•8 

•9 

1-0 

1-2 

1-4 

82-5 

986 

988 

85- 

•2 

•2 

•4 

•6 

•7 

•8 

•9 

1-0 

1-2 

85- 

988 

990 

87-6 

•1 

•2 

•3 

•'5 

•6 

•7 

•8 

•9 

10 

87-5 

990 

992 

90- 

•1 

•1 

•2 

•4 

•5 

•6 

•7 

•8 

•9 

90- 

992 

994 

92-5 

•1 

•2 

•3 

•4 

•5 

•6 

•7 

•8 

92-5 

994 

996 

95- 

•1 

•2 

•3 

■4 

•5 

•6 

•7 

95- 

996 

998 

97-5 

•1 

•2 

•3 

•4 

•5 

•6 

97-5 

998 

If  100  gallons  of  spirits  are  required  at  a  given  strength,  say  50  per  cent,  under  proof, 
53  gallons  of  proof  spirit,  with  the  addition  of  50  gallons  of  water,  would  effect  that 
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n>^iVpf  And  uT)on  testing  it  by  the  alcoholometer,  it  would  be  found  as  correct  as  by  the 
Someter  But  iu  cordialising  spirits  it  is  different,  for  to  the  50  gaUons  of  proof 
St  60  eailons  of  sugar  and  water  would  be  added,  thereby  rendering  the  hydrometer 
useless  except  for  taking  the  specific  gravity  of  the  bulk,  and  according  to  the  quanti  ty 
of  suffM  present,  so  a  relative  quantity  of  water  must  have  been  displaced ;  and  as  the 
siJir  has  no  reducing  properties,  the  alcoholometer  will  only  show  the  strength  of  the 
cordial  in  relation  to  the  water  contained  in  it,  as  the  principle  indicates,  irrespectively 
of  saccharine  or  extractive  matter.  ^         o  ^  ^  4.^ 

Suppose,  in  making  100  gaUons  of  cordial  at  50"-p-,  3  lbs.  of  sugar  are  put  to  the 
ffaUon  or  300  lbs.  to  the  100  gallons,  that  300  lbs.,  displacing  18^th  gallons  of  water, 
onlv  3 1-^th  gallons  of  water  instead  of  50  have  been  applied;  the  sugar,  without 
reducing  properties,  making  up  the  bulk  of  100  gaUons,  which  is  meant  to  represent 

The  alcoholometer  will  only  show  at  the  full  point  of  ebullition  the  alcoholic  strength 
in  relation  to  the  water  in  the  100  gallons  of  the  mixture,  or  36  per  cent."-P-,  leaving  15 
per  cent,  to  be  accounted  for  on  the  bulk. 

As  the  quantity  of  sugar  present  must  be  determined  before  that  percentage 
can  be  arrived  at,  a  double  object  will  be  effected  by  so  doing,  namely  eliciting  in  all 
instances  the  quantity  of  sugar  present,  as  well  as  the  percentage  of  spirit  to  be  ac- 
counted for. 

Example  1.— In  taking  the  specific  gravity  of  a  cordial,  suppose  it  to  be  found  1076, 
then  submit  the  liquid  to  the  boiling  point,  and  having  ascertained  the  percentage  of 
alcohol,  and  it  proves  to  be  the  specific  gravity  of  alcohol  at  that  strength  will 

be  found  to  be  956  ;  deduct  956  from  the  specific  gravity  of  the  bulk,  1076,  and  120 
will  remain  ;  refer  that  to  its  amount  on  the  head  line  of  the  table  No.  1,  namely, 
120,  under  which  will  be  found  3,  representing  3  lbs.  of  sugar  to  the  gallon ;  and  by 
running  the  eye  down  the  column  table  No.  2  to  opposite  the  alcoholic  strength  in- 
dicated (35"-P-),  will  be  found  14-9,  which  represents  the  percentage  of  water  displaced 
by  the  sugar,  and  which  amount  of  14-9,  added  to  the  35  per  cent,  ascertained,  makes 
the  total  upon  the  bulk  49'9  per  cent."-P-,  with  3  lbs.  of  sugar  to  the  gallon. 

For  Gins,  ^c. — Example  2.— In  taking  the  specific  gravity,  suppose  it  to  be  found 
,  957 ;  then  submit  to  the  boiling  point,  and  it  proves  to  be  14"-p-,  whose  specific  gravity 
is  937,  which,  deducted  from  957,  leaves  specific  gravity  20  ;  on  the  head-line  of  table 
No.  2,  under  20,  will  be  found  8oz.,  or  ^Ib.  of  sugar  to  the  gallon,  and  on  running 
the  eye  down  to  opposite  14"-p-,  will  be  found  3-0,  which,  added  to  the  14,  makes  the 
total  on  the  bulk  17  per  cent.'i-P-,  with  50  lbs.  of  sugar  to  the  100  gallons. 

To  chemists  for  their  tinctures,  &c.,  this  instrument  will  be  found  essentially  useful. 

N.B. — Care  must  be  taken  that  the  mercury  is  entirely  in  the  bulb  of  the  thermo- 
meter before  it  is  fixed  on  the  stem  for  operation,  and  in  all  cases  (except  for  water) 
the  salt  must  be  used. 

SCXiOGITE.    See  TIkt.ooitb. 

ESBOES.  A  plant  {Arum  esculentum)  which  is  found  in  most  tropical  climates, 
and  cultivated  for  food.  It  contains  63  parts  of  matter  soluble  in  water,  and  37  parts 
insoluble.    It  ranks  with  the  potato  as  an  article  of  nutrition. 

EDENZTE.   A  variety  of  hornblende,  occurring  at  EdenviUe,  New  York. 

EDGE  TOOIiS ;  more  properly  cutting  tools,  of  which  the  chisel  may  be  regarded 
as  the  type.  Holtzapffel,  whose  book  on  '  Mechanical  Manipulation '  is  the  best  to  be 
found  in  any  language,  divides  cutting  tools  into  three  groups  :  namely,  paring  tools, 
scraping  tools,  and  shearing  tools. 

First.  Paring  or  splitting  tools,  with  thin  edges,  the  angles  of  which  do  not  exceed 
sixty  degrees,  one  plane  of  the  edge  being  nearly  coincident  with  the  plane  of  the 
work  produced  (or  with  the  tangent  in  circular  work).  These  tools  remove  the 
fibres  principally  in  the  direction  of  their  length,  or  longitudinally,  and  they  produce 
large  coarse  chips,  or  shavings,  by  acting  like  the  common  wedge  applied  as  a  mecha- 
nical power. 

Secondly/.  Scraping  tools,  with  thick  edges,  that  measure  from  sixty  to  one  hundred 
and  twenty  degrees.  The  planes  of  the  edges  form  nearly  equal  angles  with  the 
surface  produced,  or  else  the  one  plane  is  nearly  or  quite  perpendicular  to  the  face 
of  the  work  (or  becomes  as  a  radius  to  the  circle).  These  tools  remove  the  fibres 
in  all  directions  with  nearly  equal  facility,  and  they  produce  fine  dust-like  shavings 
by  acting  superficially. 

Thirdly.  Shearing,  or  separating  tools,  with  edges  of  from  sixty  to  ninety  degrees 
generally  duplex,  and  then  applied  on  opposite  sides  of  the  substances.  One  plane  of 
each  tool,  or  of  the  single  tool,  coincident  with  the  plane  produced. 

Mr.  James  Bouydell  introduced  a  process  which  professed  to  produce  cheap  edge 
tools  of  excellent  quality.  Ho  welded  iron  and  steel  together  in  such  a  manner  that 
when  cut  up  to  form  edge  tools,  the  steel  constituted  a  thin  layer  to  form  the  cutting 


188 


EGGS 


odgo.  He  piled  a  slab  or  plate  of  steol  upon  two  or  more  similar  plates  of  iron ;  heated 
It  in  a  furnace  to  a  good  welding  heat,  and  then  passed  it  between  grooved  or  other 
siuteblo  rollers  to  convert  it  into  bars ;  the  steel  being  in  a  thin  layer  either  on  one 
ot  the  outer  surfaces  of  the  bar,  or  between  two  surfaces  of  iron,  according  to  the  kind 
ot  tool  to  be  made  therefrom.  The  bars  thus  produced  were  cut  up  and  manufactured 
into  the  shape  of  the  desired  articles  by  forging.  If  the  cutting  edge  was  to  extend 
but  a  short  distance,  the  stool  was  applied  only  near  one  edge  of  the  pile.  The  com- 
pound bars  which  have  tho  steel  on  one  side  are  suitable  for  chisels  and  other  tools, 
which  have  a  cutting  edge  on  one  side,  tho  iron  being  ground  away  when  making  or 
sharpoiiing  tho  tool.    See  Cutlehy  ;  Stbei,. 

EI>UI.COILaTZ:  {Edukorer,  Tr. ;  Aussiissen,  Ger.)  is  a  word  introduced  by  the 
alchemists  to  signify  tho  sweetening,  or  rather  rendering  insipid,  of  acrimonious  pul- 
verulent substances,  by  copious  ablutions  with  water.  It  means,  in  modern  language, 
the  washing-away  of  all  particles  soluble  in  water,  by  agitation  or  trituration  with  this 
fluid,  and  subsequent  decantation  or  filtration.  > 

EITERVESClEWCE.  (Eng.  and  Pr. ;  Aufbrausen,  Ger.)  When  gaseous  matter 
is  suddenly  extricated  with  a  hissing  sound  during  a  chemical  mixture,  or  by  the 
application  of  a  chemical  solvent  to  a  solid,  tho  phenomenon,  from  its  resemblance  to 
that  of  simmering  or  boiling  water,  is  called  effervescence'.  The  most  familiar  ex- 
ample is  afforded  in  tho  solution  of  sodaic  powders  ;  in  which  the  carbonic  acid  gas  of 
bicarbonate  of  soda  is  extxicated  by  the  action  of  citric  or  tartaric  acid. 

ErFIiORESCEN-CE  (Eng.  and  Fr. ;  Verwittern,  Ger.)  is  tho  spontaneous  con- 
version of  a  solid,  usually  crystalline,  into  a  powder,  in  consequence  either  of  the 
abstraction  of  the  combined  water  by  tlie  air,  as  happens  to  the  crystals  of  sidphate 
and  carbonate  of  soda ;  or  by  the  absorption  of  oxygen  and  the  formation  of  a  saline 
compound,  as  in  the  case  of  alum  schist,  and  iron  pyrites.  Saltpetre  appears  as  an 
eflftorescence  upon  the  ground  and  walls  in  many  situations. 

EGGS.  The  eggs  of  birds  become  useful  in  many  processes  of  manufacture.  They 
consist  of  four  parts : — 

1.  The  shell,  consisting  of — 

Carbonate  of  lime  89'6 

Phosphate  of  lime  and  magnesia  ....  57 
Animal  matter  and  sulphur  4' 7 

2.  .  A  nienibraiw{7iiemhranaputaminis)\t\Ach.'\iiiQS  the  shell,  which  analysis  shows 
to  be  composed  of — 

Carbon  50*7 

Hjjrdrogen     .       .       .       .       .       .       .       .  6-6 

Nitrogen  16-8 

Oxygen  and  sulphur  26*0 

3.  The  white.  Albumen,  a  colourless  liquid,  enclosed  in  large  cells  formed  of  a  thin 
membrane. 

4.  The  yolk,  or  vitellum.  Surrounded  by  the  albumen ;  also  enclosed  in  a  membrane. 

The  albumen,  or  white-of-egg,  is  used  for  numerous  purposes  in  the  arts.  It  con- 
tains carbonates  in  variable  quantity,  albumen,  a  small  quantity  of  fat,  glucose,  and 
extractive  matter. 

The  yolk  of  birds'  eggs  consists  mainly  of  fat  and  pigment.  See  Watts's  '  Dicr 
tionary  of  Chemiswy.'  _ 

Eggs,  non-incubated,  respire,  giving  off  water  and  carbonic  acid,  and  absorbing 
oxygen,  so  that  the  air  confined  at  the  broad  end  of  the  egg  is  richer  in  oxygen  than 
tho  external  air.  This  indicates  the  method  to  be  adopted  in  tho  preservation  of 
eggs,  viz.,  to  fill  the  pores  of  the  shell,  so  as  to  prevent  entirely  the  osmose  force  to 
which  this  process  of  respiration  belongs.  If  the  eggs  are  dipped  into  melted  tallow 
or  wax,  or  into  a  cream  of  freshly-slaked  lime,  this  is  effected.  Dipping  eggs  into  a 
strong  brine  is  said  to  be  effectual ;  the  effects  are  similar  in  either  case.  The  trade 
in  eggs  is  large. 

The  Importation  of  eggs  in  the  last  five  years  was  as  follows :— 


Year 

Great  hundreds 

Computed  value 

1868 
1860 
1870 
1871 
1872 

3,199,742 
3,684,772 
3,590,352 
3,351,106 
4,660,676 

& 

1,009,285 
1,126,853 
1,102,080 
1,265,484 
1,837,886 
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sees,  HATCHING.    See  Incubation,  Abtificial.        ,  „  , 

EGG  APPI-ES.    The  edible  fruit  of  Solanum  ovigerum  and  S.  McloTigena. 

BOYPTIAN  JASPER.    KoUed  pebbles  of  brown  jasper  from  the  Valley  of  the 
Nilo    Thev  are  cut  and  polished  as  ornamental  stones.  _  „  . 

EHIITB.  A  hydrated  phosphate  of  copper,  occurring  generally  lu  reniforra  and 
hotrvoidal  masses.  It  takes  its  name  from  one  of  its  localities— Ehl,  near  Lmz,  ou 
the  Ehine  According  to  the  analyses  made  by  Bergemann,  this  mineral  contains  vana- 
dium and  it  has  hence  been  sometimes  called  phosphovanadate  of  copper. 

EHREKTBERGXTE.  A  mineral  found  as  a  deposit  in  trachyte  m  the  biebenge- 
bir'^e  '  It  was  examined  by  Ehrenberg,  after  whom  it  was  named.  It  contains  silica 
and  alumina,  and,  according  to  Bischof  and  Schnabel,  water  extracts  from  it  chlonne, 
sulphuric  acid,  and  magnesia,  while  hydrochloric  acid  extracts  both  iron  and  manga- 
nese.   Its  composition  is  very  variable.  ,    .    ,  ^  r^-j    j  i 

EXSER-DOWXT  is  so  called  because  it  is  obtained  from  the  Mder-AMC^. 

EXDER-DUCX.  Sometaria.  There  are  two  species  of  these  ducks,  abundant  in 
tlie  frozen  regions  of  the  North,  especially  in  Iceland,  Lapland,  Greenland,  Spitz- 
borgen  Baffin's  Bay,  and  Hudson's  Bay.  To  the  inhabitants  of  these  countries 
these  birds  are  exceedingly  valuable.  They  build  their  nests  among  precipitouy 
rocks  and  the  female  lines  them  with  fine  down  plucked  from  her  breast,  among 
which  she  lays  her  five  eggs.  The  natives  of  the  districts  frequented  by  the  eider- 
ducks  let  themselves  down  by  cords  among  the  dangerous  cliffs,  to  collect  the 
down  from  the  nests.  They  also  catch  the  hen  bird  while  she  is  sitting,  and  pluck 
the  down.  When  brought  to  market  the  down  is  in  balls,  weighing  from  three  to 
four  pounds,  and  not  much  larger  than  a  man's  fist.  But  the  down  is  so  fine  and 
elastic  that  when  opened  and  held  near  a  fire  to  expand,  one  ball  would  fill  a  quilt 
five  feet  square.    See  Swan's  Down. 

EXSENKIESEIi.  A  German  name  for  ferruginous  quartz,  sometimes  used  for 
convenience  by  English  mineralogists. 

E700.    Saguerus  Eumphii.    A  vegetable  fibre  possessing  considerable  strength. 

See  Fibres.  .  • 

EK:lOGITE.  a  rock  composed  of  green  smaragdite,  in  which  red  garnets  are 
embedded.  When  polished,  it  forms  a  beautiful  stone  for  ornamental  purposes.  It  is 
found  in  the  Sau  Alp,  in  Styria  ;  and  at  Miinchberg,  in  the  Fichtelgebirge. 

EXiJEXS.  A  genus  of  palm-trees,  containing  one  or  two  species  which  grow  in 
tropical  Africa  and  America.  The  oil-palm,  or  El(sis  guinccnsis,  is  a  native  of  the 
western  coast  of  Africa. 

The  oil  resides  in  the  fieshy  portion  of  the  fruit,  which  is  about  the  size  of  pigeons' 
eggs,  ovate,  somewhat  angular,  deep  orange-yellow,  collected  in  beads.  They  have 
a  thin  epicarp,  a  fibrous,  oily,  yellow  sarcocarp,  which  covers  and  closely  adheres  to 
the  hard  stony  putamen  or  endocarp,  within  which  is  the  seed.  The  oil  is  obtained 
from  the  sarcocarp,  and  in  this  respect  resembles  that  of  the  olive.  It  is  obtained 
either  by  expression,  or  by  boiling  the  fruit  with  water,  when  the  oil  separates  and 
rises  to  the  surface.  It  is  imported  principally  from  Cayenne  and  the  coasts  of  Guinea. 
It  is,  when  freshly  imported,  of  the  consistence  of  tallow,  of  an  orange  colour, 
possesses  the  smell  of  violets,  and  fuses  at  about  80°  F.  It  speedily  becomes  rancid, 
and  decomposes  with  liberation  of  glycerine  and  the  fatty  acids,  and  as  this  change 
progresses,  its  fusing-point  gradually  rises  till  it  sometimes  even  reaches  97°  F.  It  is 
composed  principally  of  a  peculiar  fat,  palmitin,  and  a  little  oleine  and  colouring- 
matter.  It  is  used  in  the  manufacture  of  soap  and  candles,  and  is  imported  in  very 
large  quantities.  The  following  is  a  general  outline  of  the  treatment  of  palm-oil  at 
Price's  Candle  Company's  works.  (See  '  Pharmaceutical  Journal,'  vol.  xv.  p.  264.) 
The  crude  palm-oil  is  melted  out  of  the  casks  in  which  it  has  been  imported,  and 
allowed  to  remain  in  a  melted  state  in  large  tanks  until  the  mechanical  impurities 
have  settled  to  the  bottom.  The  clear  oil  is  then  pumped  into  close  vessels,  where  it 
it  is  heated  and  exposed  to  the  action  of  sulphuric  acid.  The  glycerine  and  fatty  acids 
are  thereby  separated,  and  the  colouring-matter  and  impurities  are  carbonised  and 
partly  rendered  insoluble.  The  mixture  has  now  a  greyish-brown  colour,  and  is 
washed  with  water  to  remove  the  acid.  From  the  washed  product,  distillation  now 
separates  the  mixed  fatty  acids  (palmitic  and  palm-oleic  acids),  as  a  white  crystalline 
fat,  while  the  residuum  in  the  still  is  converted  into  a  fine  hard  pitch.  This  pitch  is 
fit  for  any  of  the  purposes  for  which  ordinary  pitch  is  applicable.  The  mixed  fatty 
acids  may  be  made  directly  into  candles,  or  they  may  be  separated  by  hydraulic 
pressure,  aided,  if  necessary,  by  heat.  This  effects^  the  separation  of  the  liquid  part 
(oleic  acid),  which,  after  purification,  is  fit  for  burning  in  lamps  and  other  purposes. 
The  hard  cake  left  in  the  presses  is  nearly  pure  palmitic  acid  ;  it  is  brilliantly  white, 
not  at  all  greasy,  and  has  a  melting  point  of  135°  to  138°,    It  is  fit  for  the  manu- 
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facture  of  the  finest  candles,  either  alone  or  in  admixture  with  the  stearine  of  the 
cocoa-nut  oil. 

Palm-oil  often  requires  to  be  bleached  for  its  various  uses,  and  there  are  several 
processes  used  to  effect  it,  viz.  chlorine,  powerful  acids,  and  the  combined  influence  of 
air,  heat,  and  light. 

M.  Bohl  has  bleached  palm-oil  by  heating  it  quickly  to  464°  F.,  and  keeping  it  at 
that  temperature  for  a  few  minutes,  without  the  aid  of  light  or  air.  And  ho  says  this 
process  has  boon  carried  on  for  some  time  in  a  factory.  The  heating  of  the  palm-oil 
is  efiFected  as  rapidly  as  possible  in  cast-iron  pans ;  it  is  kept  for  ten  minutes  at  the 
temperature  of  464°  F.,  and  the  bleaching  is  complete.  Ten  or  twelve  hundred- 
weight of  palm-oil  may  be  conveniently  heated  in  one  pan,  which,  however,  must  only 
bo  two-thirds  full,  as  the  oil  expands  greatly  by  the  heat.  It  must  bo  covered  with  a 
well-fitted  cover,  which  prevents  inconvenience  from  the  disagreeable  vapours  which 
arise.  This  answers  better  on  the  large  scale  than  on  the  small.  By  this  process  it 
acquires  an  empyreumatic  odour,  which  disappears  after  a  little  time,  and  the  original 
odour  of  the  palm-oil  returns. 

The  yellow  fat  which  is  used  to  grease  the  axle-trees  of  the  railway  carriages  is 
prepared  with  a  mixture  of  palm-oil  and  tallow,  with  which  is  mixed  a  little  soda-lye. 
{Gerhardt.) 

For  the  properties  of  palmiiin  and  palmitic  acid,  see  Palmitic  Acid. 
Of  palm-oil  our  Imports  have  boon  :— 


Places 

1868 

1869 

cwts. 

Value 

CWtfS. 

Value 

Prom 

£ 

£ 

Prance 

Portugal 

6",899 

l'3',350 

Fernando  Po 

4*478 

8,776 

3,854 

7,518 

Portuguese 

Possessions 

in  Western 

Africa 

30,993 

61,472 

23,310 

45,298 

Ditto,  not 

designated 

Western 

Coast  of 

Africa 

791,548 

1,557,554 

653,268 

1,270,308 

Sierra  Leone 

20,947 

41,673 

6,249 

12,084 

British  Pos- 

sessions on 

the  Gold 

213,388 

Coast 

102,629 

203,801 

109,709 

Other  parts 

9,464 

18,237 

11,231 

21,755 

Total  . 

960,059 

1,891,573 

814,520 

1,583,701 

1870 

1871 

1872 

cwts. 

Value 

cwts. 

Value 

cwts. 

Value 

14,546 
7,446 
11,029 

£ 

26,145 
13,512 
19,999 

19,406 

£ 

33,923 

6,994 

£ 

12,965 

22,026 

39,876 

•  • 

•  • 

7,702 
824,488 

14,286 
1,474,016 

711,509 
10,882 

1,298,194 
19,783 

872,678 
22,056 

1,518,487 
35,582 

7,129 

13,260 

77,512 
13,320 

141,835 
24,486 

118,847 
14,835 

208,574 
24,132 

139,057 
18,919 

252,932 
33,437 

868,270 

1,583,830 

1,047,882 

1,820,693 

1,006,494 

1,805,153 

EIiffiOMETER.  A  variety  of  hydrometer  which  is  sometimes  used  for  detecting 
adulterations  in  fixed  oils  bv  their  specific  gravity,  and  by  their  different  rates  of 
expansion  by  heat.  The  determinations  by  this  instrument  are  not,  however,  to  be 
strictly  relied  on.  _  , ,  -i    i  •  . 

EI.AZia-E  (called  also  Oleine)  is  the  name  given  by  Chevreulto  the  thin  oil,  which 
may  be  expelled  from  tallow  and  other  fats,  solid  or  fiuid,  by  pressure  either  in  their 
natural  state  or  after  being  saponified,  so  as  to  harden  the  stearine.  It  may  be  extracted 
also  by  digesting  the  fat  in  seven  or  eight  times  its  weight  of  boiling  alcohol,  speeifac 
eravitv  0798  till  it  dissolves  the  whole.  Upon  cooling  the  solution  the  stearine  faUs 
to  the  bottom',  while  the  elaine  collects  in  a  layer,  like  oUve-oil,  upon  the  surface  of 
the  supernatant  solution,  reduced  by  evaporation  to  one-eighth  of  its  bulk.  If  this  . 
elaine  be  now  exposed  to  a  cold  temperature,  it  will  deposit  its  remaimng  steatine 
and  become  puref  Braconnot  obtained  it  by  exposing  olive-oil  to  a  temperature  of 
about  21°  F.  in  order  to  cause  the  congelation  of  the  margarine  or  steanne  (?).  The 
elaine  was  a  greenish-yellow  liquid;  at  14°  F.  it  deposited  a  little  margarine.  See 

^^'biastic''' BANDS.     {Tissus  Uostiqucs,  Fr. ;  Federharz-zeige,  Ger.)  See 

Caotitchouc  and  Beaiding  Machine.  a  i„t   

EZ.ASTZC  BITUMEN,  called  also  mineral  caoutchouc  &v.ielatente,  was  first 
observed  in  Derbyshire,  in  the  forsaken  lead-mine  of  Odin,  by  Dr.  Lister,  in  1673.  who 
called  it  a  subterranean  fungus.    It  was  afterwards  described  by  Hatcliett.  The 
analysis  of  this  variety,  by  Johnston,  gave  the  following  as  its  composition  :- 
Carbon  85-47   Hydrogen  13-28, 
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Two  descriptions  of  elastic  bitumen  were  analysed  by  M.  Honi7  fils  (  Ann  dcs 
JIW^  Ho  states  the  English  to  have  been  in  brown  masses,  slightly  translucid  of 
f  ieenish  colour,  soft,  elastic,  burning  with  a  white  flame  and  giving  off  a  bitu- 

c  iZn-  nnd  of  specific  gravity  0'9  to  1-23,  and  obtained  from  Derbyshire. 
"SVrench  la  t  c  bCen^er'ally  resembled  the  English,  excepting  that  it  was 
opaque  and  floated  on  water.    It  was  discovered  at  the  coal-mmcs  of  Montrelais. 
^       '  English  Frencli 

Carbon  .  .  •  •  0-6225  .  .  0-5826 
Hydrogen  .       .    0-0742       .       .  0-0489 

Sgfn  :  .  .  .  0-0015  .  .  o;ooio 
Oxygen       ....   O'^Oll       .      •  0-3675 

1-0000  1-0000 
Elastic  bitumen  is  found  in  soft,  flexible  masses  at  Castleton  in  Derbyshire.  See 

^'eI^STICITY.  The  property  which  bodies  possess  of  occupying,  and  tending 
to  occupy,  portions  of  space  of  determinate  volume,  or  determinate  volume  and  fi_^e, 
at  pressures  and  temperatui-es,  and  which,  in  a  homogeneous  body,  manifests 

"tsel^  equaUy  in  every  part  of  appreciable  magnitude  (Nichol)     The  examination  o 
S  important  subject  in  Kinetics  does  not  belong  to  this  work.    A  few  remarks,  and 
Bome  explanations,  only  are  necessary.  ^  „„  „^  „„T,fan+ 

Elastic  Pressure  is  the  force  exerted  between  two  bodies  at  their  surface  of  contact 
Co7npression  is  measured  by  the  diminution  of  volume  which  the  compressible 

( elastic")  body  undergoes.  .     »  ^•  a 

The  Modulus  or  Coefficient  of  Elasticity  of  a  liquid  is  the  ratio  of  a  pressure  applied 
to,  and  exerted  by,  the  liquid  to  the  accompanying  compression,  and  is  therefore  the 
reciprocal  of  the  compressibility.  The  quantity  to  which  the  term  Modulus  oj 
Elasticity  was  first  appHed  by  Dr.  Young,  is  the  reciprocal  of  the  extensibility  or 
longitudinal  pliability.  (See  the  Edinburgh  Transactions,  and  those  oi  the  Koyai 
Society,  for  the  papers  of  Barlow,  Maxwell,  and  BanJcine,  and  the  British  Association 
Eeports  for  those  of  Fair  bairn,  HodgJcinso7i,  &c.) 


Names  of  the  woods 

Density 

Sound  velocity 

Coefiacients  of  elasticity 

Cohesio 

ti 

L. 

E. 

T. 

L. 

R 

T. 

L. 

R. 

T. 

Acacia  . 

0-717 

14-9 

1216-9 

7-93 

0-2'20 

Eir 

0-493 

13-96 

8-05 

4-72 

1113-2 

94-6 

34-1 

4-18 

0-297 

Hornbeam 

0-756 

11-80 

10-28 

7-20 

10857 

208-4 

103-4 

2-99 

1-007 

0-618 

Birch 

0-812 

13-32 

6-46 

9-14 

997-2 

81-1 

166-2 

4-30 

0-823 

1-063 

Beech  . 

0-823 

10-06 

11-06 

8-53 

980-4 

269-7 

159-3 

3-57 

0-885 

0-752 

Oak 

0-808 

477-8 

6-49 

Holm-oak 

0-872 

11-68 

9-24 

7-76 

921-3 

188-7 

129-8 

6-66 

0*582 

0-406 

Pine 

0-559 

10-00 

8-53 

4-78 

564-1 

97-7 

28-6 

2-48 

0-256 

0-196 

Sycamore 

0-692 

13-43 

9-02 

6-85 

1163-8 

134-9 

80-5 

6-16 

0-522 

0-610 

Ash 

0-697 

14-06 

8-39 

7-60 

1121-4 

111-3 

1020 

6-78 

0-218 

0-408 

Alder 

0-601 

13-95 

8-26 

6-28 

1108-1 

98-3 

59-4 

4-54 

0-329 

0-175 

Aspen  . 

0-602 

15-30 

9-72 

5-48 

1075-9 

107-6 

43-4 

7-20 

0-171 

0-414 

Maple  . 

0-674 

12-36 

9-26 

6-23 

1021-4 

157-1 

72-7 

3-58 

0-716 

0-371 

Poplar  . 

0-477 

12-89 

8-44 

6-32 

617-2 

73-3 

38-9 

1-97 

0-146 

0-214 

Elm 

•  *  • 

■  •  • 

8-56 

6-11 

122-6 

63-4 

0-345 

0-366 

L  refers  to  rods  cut  lengthwise  with  the  grain, 
E  to  those  cut  in  a  direction  radial,  and 
T  to  those  tangential  to  the  annual  rings. 


Various  tables,  showing  the  elasticity  of  metals,  glass,  &c.,  have  been  constructed, 
and  will  be  found  in  treatises  on  mechanics.  The  following  notices  of  the  mecha- 
nical properties  of  woods  may  prove  of  considerable  interest.  The  experiments  were 
by  Ghevandier  and  Wertheim. 

Eods  of  square  section  10  mm.  in  thickness  and  2  m.  in  length  were  prepared,  being 
cut  in  the  direction  of  the  fibres,  and  the  velocity  of  sound  in  them  was  determined  by 
the  longitudinal  vibrations,  their  elasticity  from  their  increase  in  length,  and  their  co- 
hesion by  loading  them  to  the  point  of  rupture.  Small  rods  were  cut  in  planes  per- 
pendicular to  the  fibre  grain  (in  directions  radial  and  tangential  to  the  rings  of  growth) 
and  their  elasticity  and  sound  velocity  were  measured  by  the  lateral  -Tibrations.  It  was 
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thus  again  ostoblishod,  that  tho  coofficionts  of  elasticity,  as  deduced  from  the  vibra- 
tions, come  out  higher  than  those  derived  from  tho  elongation. 
SXiATERZTE.    See  Elastic  Bitumbk. 

EXiATERXirni.  A  peculiar  extract  obtained  from  the  juice  of  tlie  wild  cucumber. 
{Mormordica  datcrium.)  It  owes  its  properties  to  a  crystallisable  principle  called 
Elaterin. 

EIiAVlb.    See  Olefiakt  Gas. 

EXiBSR.  {Bureau,  Fr. ;  Holunder,  Ger.)  Sambucus  nigra.  Pith-balls  for  elec- 
trical purposes  are  manufactured  from  tho  pith  of  tho  elder-tree,  dried.  The  wood  is 
employed  for  inferior  turnery-work,  for  weavers'  shuttles,  netting-pins,  and  shoe- 
makers' pegs.  Its  elasticity  and  strenc^th  render  it  peculiarly  fitted  for  these  latter 
purposes.  Tho  flowers  of  the  elder  are  largely  collected  for  distillation,  yielding  the 
well-known  elder-flower  water ;  9  pounds  of  flowers  distilled  with  4  gallons  of  water 
give  3  gallons  of  the  fragant  distillate ;  they  are  also  heated  in  lard  for  making 
elder-ointment.  The  berries  or  fruit  of  tho  older  are  employed  for  making  one  of 
tho  truly  British  wines. 

EXiECTXVE  AmnriTT.  {Wahlverwandtschaft,  Ger.)  See  Decomposition  ; 
Equivalents. 

E^bECTRIC  C^bOCXS.    The  application  of  electricity  as  a  motive  power  to 

clocks,  and  as  a  means  of  transmitting  syn- 
chronous signals  or  time,  is  naturally  inti- 
mately connected  with  the  attempts  (not  yet 
realised  in  an  economic  point)  to  apply  it  as 
a  motive  power  to  machinery,  and  with  its 
application,  so  fully  realised  to  telegraphy 
proper  (see  article  Electbo-Telegbaphy)  ; 
and  it  has  grown  up  side  by  side  with  the 
latter.  Prof.  Wheatstone's  attention  was 
directed  to  it  in  the  very  early  days  of  tele- 
graphy. "Without  entering  upon  the  history 
of  electric  clocks,  it  will  suffice  to  describe 
two  principles  on  which  they  have  been  con- 
structed, and  which  are  best  known  :  Bain's 
and  Shepherd's.  In  the  former,  electricity 
maintains  the  pendulum  in  motion,  and  the 
pendulum  drives  the  clock-train ;  in  the  latter, 
the  motion  of  the  pendulum  is  maintained 
by  electricity,  but  the  clock-train  is  driven  by 
distinct  currents,  sent  to  it  by  means  of 
pendulum  contacts. 

The  bob  of  Bain's  pendulum  consists  of  a 
coil  of  wire,  wound  on  a  bobbin  with  a  hollow 
centre.  The  axis  of  the  bobbin  is  horizontal. 
Bar  magnets,  presenting  similar  poles,  are 
fixed  on  each  side  of  the  coil,  in  such  a  posi- 
tion that,  as  the  pendulum  oscillates  right  and 
left,  the  poles  on  either  side  may  enter  the 
coil  of  wire.  It  is  one  of  the  laws  of  electric 
currents,  when  circulating  in  a  helix,  or  spiral, 
or  coil,  or  even  in  a  single  ring,  that  each 
face  of  the  coil  presents  the  characters  of  a 
magnetic  polo  ;  of  a  south  pole,  if  the  current 
circulates  in  tho  direction  in  which  the  hands 
of  a  watch  move,  of  a  north  pole,  if  it  circu- 
lates in  the  reverse  direction.  Things  are  so 
arranged  in  Bain's  pendulum  that  a  battery 
current  is  alternately  circulating  in  and  cut 
off  from  the  coil.  When  the  current  is  circu- 
lating, the  coil  has  tho  character  of  a  magnet, 
with  a  north  end  and  a  south  end ;  if  tho 
permanent  magnets  present  north  poles,  tho 
north  end  of  the  coil-bob  will  bo  repelled  from 
one  of  tho  magnets,  while  its  south  end  will 
c     \         be  attracted  by  the  other  magnet.    This  con- 

 A         stitutes  the  impulse  or  maintaining  power  in 

one  directi<m.  Now  the  connections  are  such  that,  when  the  arc  of  vibration  is  corn- 
one  airecu  ^^^^^  vibration,  the  pendulum  rod  pushes  aside 


plete  and  the  pendulum  read 


ELECTRIC  CLOCKS 


193 


a  golden  slide,  by  whicli  the  electric  circuit  had  been  completed,  and  the  current  is 
cut  off;  the  pendulum  is  thus  able  to  make  its  return-vibration  by  mere  gravity.  It 
starts  to  repeat  the  above  operations  also  by  gravity ;  but,  ere  it  completes  the  arc, 
the  rod  pushes  back  the  slide,  and  again  completes  the  electric  circuit,  and  gives  rise 
to  a  second  impulse,  and  so  on,  A  small  amount  of  magnetic  attraction  is  sufficient 
to  supply  the  necessary  amount  of  maintaining  po-wer.  One  pair  of  zinc-copper, 
buried  in  the  moist  earth,  has  been  found  ample. 

In  an  ordinary  clock,  the  train  is  carried  by  a  weight  or  by  a  spring,  and  the  time 
is  regulated  by  the  pendulum.    In  Bain's  the  time  is  regulated  and  the  train  is  driven 

775 


Vol.  II.  ^  "'^'""S       «cap^e-wheel ;  and,  from  the  latter,  the  motion 
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is  transmitted  to  a  train  of  tho  usual  character,  but  much  lighter.  For  large  clocks. 
Mr.  Bain  proposes  a  modification  of  the  slide,  M'hich  shall  invert  the  current  at  each 
oscillation,  so  as  to  have  attraction  as  a  maintaining  power  in  both  oscilLations.  The 
general  arrangement  of  the  pendulum  is  shown  in  Jic/.  774.  n  is  the  pendulum  bob, 
with  its  coil  of  wire,  the  ends  of  which  pass  up  on  either  side  of  the  rod.  z  and  c  are 
the  battery  plates,  with  their  attached  wires  d  and  n'.  The  arrows  show  the  course  of 
the  voltaic  current  from  the  plate  c  by  the  wire  d',  thence  down  the  pendulum  rod  by 
the  right-hand  ^vire,  through  the  coil  b,  up  by  the  -wire  on  left  side  of  rod,  then  by  the 
wire  c,  along  the  slide  at  e,  and  by  the  wire  d  to  the  zinc  plate  z.  When  the  slide 
F.  is  in  position,  the  circuit  is  complete,  and  the  bob  is  attracted  by  the  n  pole  of  one 
of  the  magnets,  and  repelled  by  the  n'  polo  of  the  other.  When  the  slide  is  displaced, 
the  attraction  ceases,  and  the  pendulum  is  left  to  the  mere  action  of  gravity. 

Shepherd's  electric  clock  has  a  remontoir  escapement.    There  is  no  direct  connec- 
tion between  the  electric  force  and  the  pendulum,  or  between  the  pendulum  and  the 
clock-train.    The  attractive  power,  derived  from  the  electric  current,  is  simply  em- 
ployed to  raise  the  same  small  weight  to  the  same  height;  and  the  clock-train  is 
carried  by  the  attractive  force  derived  from  electric  currents,  whose  circuits  are  com- 
pleted by  the  pendulum  touching  contact  springs.    The  pendulum  is  thus  protected 
from  the  influence  of  change  in  the  force  of  the  current,  or  from  irregular  resistances 
in  the  train.    Fig.  775  is  a  perspective  view  of  this  pendulum,  with  batteries,  s  z, 
attached,  and  the  clock  connections  and  those  of  its  batteries,  s  z,  s  z,  shown.  The 
.  electricity  leaves  the  pendulum  battery  by  the  wire  A,  and  returns  to  it  by  the  wire  f. 
There  is  only  one  break  in  this  circuit,  namely,  at  e,  which  is  a  slender  spring  faced 
■with  platinum,  that  is  in  contact  with  platinum  on  the  pendulum  at  the  extreme  of  its 
right  vibration,  but  at  no  other  time.    The  wire  a  reaches  the  pendulum  from  the 
battery  by  the  coils  b,  the  plate  c,  and  the  frame  b  ;  the  wire  f  goes  direct  from  the 
spring  E  to  the  zinc  z.    From  this  arrangement,  it  happens  that  every  time  the  con- 
tact at  B  is  completed,  the  iron  core,  of  which  the  ends  k  s  are  visible,  contained 
witbin  the  coils  b,  becomes  a  magnet,  and  when  the  contact  at  e  is  broken,  the 
magnetism  ceases.    The  poles  n  s  have,  therefore,  a  power  alternately  to  attract  and 
to  release  a,  which  is  a  plate  or  armature  of  soft  iron,  moving  on  an  axis,  as  shown 
in  the  figure,  and  to  which  is  attached  a  bar  6,  with  a  counterpoise  i.    We  have  said 
that  the  office  here  of  the  electric  force  is  merely  to  raise  a  weight ;  the  fall  of  the 
weight  maintains  the  pendulum  in  motion.    When  the  armature  a  is  attracted,  the 
lever  b  is  raised ;  this  raises  the  wire  c  into  a  horizontal  position,  and  its  other  part 
(I  into  a  vertical  position ;  the  latter  is  caught  and  retained  by  the  latch  or  detente ;  so 
that  when  the  magnetic  attraction  ceases,  the  counterpoise  i  descends  with  the  lever 
h ;  and  so  the  armature  a  leaves  the  electro-magnet  n  s.    But  the  wire  d  remains 
vertical,  and  its  other  part  with  the  small  weight  c  remains  horizontal.    Now,  when 
the  pendulum  makes  its  left-hand  oscillation,  the  point  of  the  screw  /  impinges  upon 
the  stem  g,  and  carries  it  a  little  to  the  left ;  this  raises  the  detent  e,  and  liberates  the 
piece  d  c,  which  descends  into  its  original  position  by  gravity ;  the  smaU.  baU  c  adds 
to  its  weight.    In  descending,  the  vertical  piece  c  strikes  against  the  point  of  the 
screw  h,  and  gives  a  small  impulse  to  the  pendulum  p.    The  ball  c  is  not  larger  than 
a  pea,  and  its  fall  is  not  an  eighth  of  an  inch ;  but  the  impact  is  sufficient  to  keep  the 
pendulum  in  motion ;  and  it  is  constant,  being  this  same  body  falling  through  the 
same  space  ;  and  is  independent  of  any  variation  in  the  battery  power,  which  latter  is 
only  concerned  in  raising  the  ball.    The  arc  of  the  pendulum's  vibration  is  regulated 
by  adjusting  the  small  ball  to  a  greater  or  less  distance  from  the  centre._  Provision  is 
thus  made  for  maintaining  the  pendidum  in  motion,  and  giving  it  an  impact  of  con- 
stant value.    If  this  arrangement  is  in  connection  with  a  compensating  mercurml 
pendulum  extreme  accuracy  of  time-keeping  is  attained.   The  next  step  is  to  transfer 
the  seconds  thus  secured  to  a  dial  or  clock.    The  same  movement  of  the  keeper  a 
with  its  counterpoise  i,  has  sometimes  been  made  to  impart  motion  to  the  seconds 
wheel  of  a  clock-train ;  but  more  commonly  the  clock  train  is  distinct,  as  shown  in  tlie 
drawine  and  is  carried  by  a  special  elcctro-mngnetic  arrangement,  m  connection  with 
separate  batteries,  z  s,  z  s,  the  contacts  of  which  are,  however,  under  the  control  of 
the  pendulum.    Insulated  springs,  k  and  I,  are  fixed  near  the  top  of  the  rod  ,  from  ^ 
a  wire  leads  to  the  silver  s,  of  the  left-hand  battery ;  and  from  I  another  wire  leads  to 


the  zinc  z,  of  the  right-hand  battery.  The  other  me  als  of  the  respective  Ij^ttor  cs  are 
connected  by  a  wire  with  an  electro-magnet  w.thm  the  clock,  the  other  end  of  tlie  sa  d 
electro-magnet  being  connected  with  the  metal  bed  and  frame  of  the  P^'kIi  lum.  hen 
therefore,  the  pendulum  oscillates  to  the  right,  the  circuit  ,s  completed  at  k  ,  a  d  the 
current  oi  the  left-hand  battery  circulates  from  5  through  the  wire  k:  and  thcnioe 
through  the  metal  frame  and  by  the  wire  to  the  c  ock.  and  so  o  the  zinc  z  he. 
the  oscillation  is  to  the  left,  and  i  is  in  contact,  the  r,g  it-hand  battery  is  in  action  and 
the  current  circulates  from  through  the  clock,  to  the  metal  Jj^V^^^^ 
and  to  the  zinc  z  of  the  battery.    In  one  case,  a  voltaic  current  enters  the  clock  b) 
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the  -wire  shown  below,  and  leaves  it  by  the  upper  wire ;  and,  in  the  other  case,  it 
entere  by  the  upper  and  leaves  by  the  lower  wire.    There  is  a  double  set  of  electro- 
magnets within  the  clock,  showing  four  poles  in  all ;  there  are  also  two  magnetised 
steel  bars,  mounted  seo-saw  fashion,  with  their  poles  alternate,  and  facing  the  four 
electro-magnetic  poles.    When  the  current  enters  the  clock  from  below  or  in  one 
direction,  the  bars  oscillate  this  way ;  when  it  enters  from  above  or  in  the  reverse 
direction,  they  oscillate  that  way.    They  are  both  fixed  at  right  angles  to  and  upon 
the  same  axis ;  which  axis  carries  a  pair  of  driving  pallets,  that  act  on  a  scape-wheel, 
and  so  the  clock-train  is  driven.    It  will  be  seen  at  a  glance  that  two  or  more  clocks 
may  be  connected  in  the  same  circuit,  as  readily  as  one ;  it  being  merely  necessary  in 
such  case  to  modify  the  battery  power,  to  correspond  with  the  work  to  be  done. 
For  instance,  three  such  clocks  have  been  going  for  several  years  at  Tonbridge  by 
the  same  pendulum ;  several  are  actuated  in  like  manner  at  the  Eoyal  Observatory, 
Greenwich.    Nor  is  it  necessary  that  the  clocks  should  be  in  the  same  room  with  the 
penduliuu,  or  in  the  same  building,  or  even  in  the  same  parish.    All  the  clocks  above 
■  referred  to,  are  variously  distributed ;  and  one  of  the  Observatory  clocks  is  six  miles 
distant  from  its  pendulmii,  being  at  the  London  Bridge  Station  of  the  South-Eastern 
Eailway. 

In  cases  where  it  has  not  been  found  convenient  to  drive  the  clock-train,  especially 
m  the  case  of  a  public  one,  the  movement  of  which  is  heavy,  great  advantage  has 
been  derived  for  regulating  th§  oscillations  of  the  pendulum  of  the  large  clock,  by 
means  of  electric  currents,  under  the  control  of  a  standard  pendulum.  Mr.  Jones 
has  adopted  this  method,  and  it  is  likely  to  meet  with  much  favour.  The  turret- 
clock,  under  this  arrangement,  is  driven  by  weights  in  the  usual  way,  and  the  time  is 
regulated  by  a  pendulum.  The  bob  of  the  pendulum  is  placed  under  a  condition 
analogous  to  that  of  Bain's  (Jiff.  774),  the  permanent  magnet,  however,  being  attached 
to  the  pendulum,  and  the  electro-magnet  fixed  facing  it.  If  currents  are  made  to 
circulate  synchronously  in  the  latter,  by  means  of  a  standard  pendulum,  the  oscillations 
of  the  pendulum  pf  the  turret-clock  are  constrained  to  accord  with  those  of  the 
standard  and  a  very  perfect  system  of  time-keeping  is  obtained.  This  is  practised  at 
Liverpool ;  and  has  been  introduced  at  Greenwich. 

Under  the  above  arrangements  the  clock  is  controUed  by  the  standard  pendulum 
second  by  second,_and  the  two  keep  time  together  throughout  the  day.  There  are 
cases  in  which  it  is  sufficient,  and  also  more  convenient,  to  correct  a  clock  once  a  day 
only  by  means  of  a  telegraph-signal  transmitted  from  a  standard  clock.  This  is 
managed  in  several  ways  There  is  a  clock  at  the  Telegraph  Office  in  the  Strand ; 
a  good  regulator,  adjusted  to  gain  a  second  or  two  during  tlie  twenty-four  hours,  and 
to  stop  at  one  p.m.  A  telegraph-signal  is  sent  from  the  Eoyal  Obsei-vatory  precisely 
at  one,  that  drops  a  time-ball  at  the  Strand  office,  which,  in  faUing,  starts  the  clock. 
At  Ashford,  seventy-three  miles  from  Greenwich,  there  is  an  electric  clock  which  has 
o'cSk  bl^b.^'^  f  "^^^  'I  '°  constructed  that  the  battery  circuit  is  opened  at  one 
fore  Jn^f  A  f  1''°'  n""^  '^"T  ^^^""^'^^  ^  ^^'^  movement,  and  the  clock  there- 
clock  fmm  tb«  PnlTnV  f^°f°  time,  a  signal  is  sent  through  the  Ashford 
clock  from  the  Eoyal  Observatory,  which  starts  it  at  once  at  true  time.  At  the  Post 
Office,  Lombard  Street,  there  is  a  clock  which,  ^i-  tue  jrot,t 
in  the  course  of  the  twenty-four  hours,  raises  a 
weight.  At  noon  a  telegraph  signal  is  sent 
Irom  Greenwich,  which  passes  through  an 
electro-magnet;  the  latter  attracts  an  armature 
ot  soft  iron  and  liberates  the  ball,  which  falls, 
and  in  falling  it  encounters  a  crutch  or  lever, 
attached  to  the  seconds-hand,  and  thrusts  it 
this  way  or  that,  as  the  case  maybe;  but  so 
as  to  bring  it  to  sixty  seconds  on  the  dial,  and 
tiius  to  set  the  clock  right. 

Intermediate  between  the  one  method  of 
sending  a  signal  every  second  to  regulate  a 
clock,  and  the  other  method  of  sendini  it  once 
atlHy,  ,vohave  the  following  arrangement  of 
iiains  for  sending  it  once  an  hour.  Fiq.  776 
SZL?!  ^"^ngement,  with  part  of  the  dial 
mZ  f '  ^r?/^'*^^  th'^  position  of  the  electro- 
S  armature  is  below  ;  it  carries  a   
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by  the  full  lines  at  the  txjp  of  the  dial,  and,  in  doiag  bo,  it  encounters  the  pin  and 
forces  the  hand  into  the  vertical  position,  and  sets  the  clock  to  true  time,  providing 
tlio  signal  comes  from  a  standard  clock,  or  is  sent  by  hand_  at  true  time.  A  dial 
of  moderate  cliaractor  keeps  so  near  to  time  that  once  or  twice  a  day  would  be,  for 
all  common  purposes,  often  enough  to  correct  it. 

Fig.  777  is  an  arrangement  of  Bain's,  by  which  a  principal  clock,  showing  seconds. 


sends  electric  currents  at  minute  intervals  to  other  clocks,  and  causes  the  hands  to 
move  minuta  by  minute,  a  is  a  voltaic  battery ;  b  is  the  principal  clock,  which  may 
be  an  electric  clock  or  not  at  pleasure;  G  and  h  are  two  out  of  many  subordinate 
clocks  The  seconds  hand  of  the  principal  clock  completes  a  voltaic  circuit  twice 
ffor  the  case  of  two  clocks)  during  the  minute  ;  at  the  thirty  seconds  for  the  clock  g, 
Ld  at  the  sixty  seconds  for  the  clock  H.  The  clock  H  shows  time  m  leaps  from  one 
Sute  to  the  nezt ;  and  the  clock  g  from  one  half  minute  to  the  next  ^alf^^^^^ 
Armany  more  contacts  per  minute  may  be  provided  for  the  seconds-hand  of  the 
•nrime  clock  as  there  are  subordinate  clocks. 

Next  akin  to  the  time  signals  above  described,  and  which  act  automatically  upon 
clocks  either  to  drive  the  clock-train  or  to  correct  the  clock  errors,  are  mere  time 
sSs  which  are  extensively  distributed  throughout  the  country  by  the  ordinary  tele- 
Sh  ^Tres,  and  are  looked  for  at  the  various  telegraph  stations,  in  order  to  compare 
the  offil^  di^ls  with  Green^dch  mean  time,  and  to  make  the  necessary  correction 
thev  are  al=o  re-distributed  by  hand  the  moment  they  appear,  through  sub-districts 
IraLlTng  fSim  junction-stations.  Large  black  balls,  hoisted  in  conspicuous  sta  ions, 
are  aWropped  daily  by  electric  ciirrents  in  var^us  peaces,  for  the  general  infor- 

"^^r^cMiv  Vjr^^^^^  C™..   Profes-  Hare 

w^h^^sf  who  entertained  this  idea,  but  Mr.  Martin  Eoberts  devised  the  foUowing 
was  tne        ^  ^  newapparatus  for  each  explosion, 

SoberteTnvente^^^^^^^^  may  be  constructed  beforehand.  With  this  view 

Mr.  Roberts  inventea  c        «   .  ^  .^^^^     diameter,  and  three  yards 

•""rnX  we  rLrereTw^^^^       or  cotton  tarred,  so  that  their  insulation  may  be 
in  length         f"^''^  J"     together  (fiq.  778)  for  a  length  of  six  inches,  care  being 
^'fi;av?theiriowr  xLS^^^^       for  a  length  of  about  half  an  iijph  (sepa- 
taken  to  ^^ave  their  lower  ex  insulating  envelope  is  removed,  in 

rating  them  '-^^o^^^^^^^^" fine  iron  wire,  after  havini  taken  the  precaution  of 
order  to  streteh  between  them^^^^^^^^  of  the  two  foppor-wires  are  likewise 

cleaning  them  weU.  ?^  •  ^^^^     i^ced  respectively  in  communication  with 

separated,  in  order  to  allow  ot  tUeir  Deing  p  j  cartridges  is  a 

the  conductors,  that  abut  upon  J   P°^^^^^^^^^^^^  in  ^ameter,  the  solderings 

tin  tube,  three  inches  long  and  three  quart  rf^ctly  impermeable  to  water, 

of  which  are  very  weU  made  in  ^^^^^^^^^^^^^^^^^^  fo/its  fragility,  which  has 

A  glass  tube  might  equally  well  ^«  copper-wires  is  introduced  into  the 

caused  a  tin  tube  to  be  preferred   Jhe  system  ol  copp     ^^^^^  ^  ^  ^^^^ 
tube,  fixing  them  by  means  of  a  stem  J  'it  traverse  ^        ^^^^  ^^^^  the 

iron  wire  is  situated  in  the  middle  ^^^/tJ^  tX  (Z^.  779).    The  cork  is  firmly 

copper-wire  do  not  anywhere  touch  W  '  '  ^^^^^^^ 

fixed  at  the  upper  extremity  of  the  tube  witn  a  feou 
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mends  for  this  operation,  a  cement  composed  of  one  part  of  bees'-wax  and  two  parts  of 
resin  •  the  tube  is  thou  filled  with  powder  by  its  other  extremity,  which  is  likewise 
stopped  with  a  cork,  which  is  cemented  in  the  same  manner.  Fig.  780  indicates  the 
manner  in  which  the  cartridge  is  placed  in  the  hole,  after  having  care- 
fully expelled  all  dust  and  moistiire  ;  care  must  be  taken  that  the  car- 
tridge is  situated  in  the  middle  of  the  charge  of  powder  that  is  intro- 
duced into  the  hole.  Above  the  powder  is  placed  a  plug  of  straw 
or  tow,  so  as  to  allow  between  it  and  the  powder  a  small  space  filled 
■\rith  air ;  and  above  the  plug  is  poured  dry  sand,  until  the  hole  is 
filled  with  it.  The  two  ends  of  the  copper- wires  that  come  out  of  the 
cartridge  are  made  to  communicate  with  the  poles  of  the  pile,  by 
means  of  conductors  of  sufficient  length,  that  one  may  be  protected 
from  all  dangers  arising  from  the  explosion  of  the  mine. 

M.  Euhmkorff,  and  after  him  M.  Verdu,  have  successfully  tried  to 
substitute  the  induction-spark  for  the  incandescence  of  a  wire,  in  order 
to  bring  about  the  ignition  of  the  powder.  This  process,  besides  the 
considerable  economy  that  it  presents — since  instead  of  from  fifteen 
to  twenty  Bunsen's  pairs,  necessary  for  causing  the  ignition  of  the 
wire,  it  requires  but  a  single  one  for  producing  the  induction-spark — 
possesses  the  advantages  of  being  less  susceptible  of  derangement. 
Only  it  was  necessary  to  contrive  a  plan  to  bring  about  the  ignition 
of  the  powder ;  in  fact,  it  happens  that  when  by  the  eflfect  of  the 
length  of  the  conductors  that  abut  upon  the  mine,  the  circuit  pre- 
sents too  great  a  resistance,  the  induction-spark  is  able  to  pass 
through  the  powder  without  inflaming  it.  M.  Euhmkorff  has  con- 
ceived the  happy  idea  of  seeking  for  a  medium,  which,  more  easily 
inflammable  by  the  spark,  may  bring  about  the  ignition  of  the  powder 
in  all  possible  conditions.  He  found  it  in  Statham's  fuzes,  which  are 
prepared  by  taking  two  ends  of  copper-wire  covered  with  ordinary 
gutta-percha ;  they  are  twisted  {fig.  781),  and  the  ends  are  bent  so 
as  to  make  them  enter  into  an  envelope  of  vulcanised  (sulphured) 
gutta-percha,  which  has  been  cut  and  drawn  off  from  a  copper-wire 
that  had  been  for  a  long  time  covered  with  it.  Upon  this  envelope 
a  sloping  cut  a,  b,  is  formed ;  and  after  having  maintained  the  ex- 
tremities of  the  copper-wires  at  about  the  eighth  of  an  inch  from 
each  other,  their  points  are  covered  with  fulminate  of  mercury,  in 
order  to  render  the  ignition  of  the  powder  more  easy.  The  cut  is 
filled  with  powder,  and  the  whole  is  wrapped  round  with  a  piece  of  caoutchouc  tube  c,  d, 
or  else  it  is  placed  in  a  cartridge  filled  with  powder. 


779 


In  the  Statham  fuzes,  it  is  the  sulphide  (sulphuret)  of  copper  adhering  to  the  wire, 
produced  by  the  action  of  the  vulcanised  gutta-percha  which  is  removed  from  the 
copper-wire  that  it  covered,  which  by  being  inflamed  under  the  action  of  the  induction- 
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Bpiirk  brings  about  an  explosion.  But  it  is  necessary  lo  take  care  •when  the  fusee  has 
been  prepared,  as  wo  have  pointed  out,  to  try  it  in  order  to  regulate  tho  extent  of  the 
solution  of  continuity.  It  might,  in  fact,  happen  that  while  still  belonging  to  the  same 
envelope  of  a  copper-wire,  tho  sheath  of  a  vulcanised  gutta-percha  with  which  the 
fusee  is  furnished,  may  be  more  or  less  impregnated  with  sulphide  of  copper ; 
now,  if  the  sulphide  of  copper  is  in  too  great  quantity,  it  becomes  too  good  a 
conductor,  and  prevents  the  spark  being  produced  ;  if,  on  the  contrary,  it  is  not  in  a 
sufficiently  large  quantity,  it  does  not  sufficiently  facilitate  tho  discharge. 

Tlie  first  trials  on  a  largo  scale  of  tho  application  of  the  process  that  we  have  just 
described  wore  made  with  Rulimkorff's  induction  apparatus,  by  the  Spanish  colonel, 
Verdu,  in  the  workshops  of  M.  Horkman,  manufacturer  of  gutta-percha  covered  wire, 
at  lia  Villetto,  near  Paris.  ]*]xporiments  were  made  successively  upon  lengths  of  wire 
of  400,  600,  1,000,  5,000,  and  up  to  26,000  metres  (of  3-28  feet  each) ;  and  the  success 
■Was  always  complete,  whether  with  a  circuit  composed  of  two  wires,  or  replacing  one 
of  tiie  wires  by  tho  earth ;  two  ordinary  Bunson's  pairs  were  sufficient  for  producing 
the  iuduction-spark  with  Kuhmkorfif's  apparatus.  Since  his  first  researches  with 
M.  KuhmkorlF,  M.  Verdu  has  applied  himself  to  fresh  researches  in  Spain  ;  and  ho 
was  satisfied,  by  many  trials,  that  of  all  explosive  substances,  not  any  one  was  nearly 
so  sensitive  as  fulminate  of  mercury ;  only,  in  order  to  avoid  the  danger  that  arises 
from  the  facility  of  explosion  of  this  compound,  he  takes  the  precaution  of  intro- 
ducing the  extremity  of  the  fusees  into  a  small  gutta-percha  tube,  closed  at  the  end. 
After  having  filled  with  powder  this  species  of  little  box,  and  having  closed  it 
hermetically,  the  fuzes  may  be  carried  about,  may  be  handled,  may  be  allowed  to 
fall,  and  even  squeezed  rather  hard,  without  danger.  The  elastic  and  leather-like 
nature  of  gutta-percha,  which  has  been  carefully  softened  a  little  at  the  fire,  preserves 
the  fulminate  from  all  chance  of  accident.  We  may  add,  that  with  a  simple  Bunsen's 
pair,  and  by  means  of  RulimkorfTs  induction  apparatus,  M.  Verdu  has  succeeded  in 
producing  the  simultaneous  explosion  of  six  small  mines,  interposed  in  the  same 
circuit  at  320  yards  from  the  apparatus.  He  has  not  been  beyond  this  limit ;  but  he 
has  sought  for  the  means  of  acting  indirectly  upon  a  great  number  of  mines,  by 
distributing  them  into  groups  of  five,  and  by  interposing  each  of  these  groups  in  a 
special  circuit.  The  fusees  of  each  group  are  made  to  commimicate  by  a  single  wire, 
one  of  the  extremities  of  which  is  buried  in  the  grovmd,  and  whose  other  extremity 
is  near  to  the  apparatus.  On  touching  the  induction  apparatus  successively  with 
each  of  the  free  ends  that  are  held  in  the  hand,  which  requires  scarcely  a  second  of 
time,  if  there  are  four  wires,  that  is  to  say,  four  groups  and  consequently  twenty 
mines,  twenty  explosions  are  obtained  simultaneously  at  considerable  distances. 
There  are  no  limits  either  to  the  distance  at  which  the  explosion  may  take  place,  or 
to  the  number  of  mines  that  may  be  thus  made  to  explode. 

The  following  account  of  experiments  on  the  application  of  permanent  magnets  to 
the  explosion  of  charges  and  to  submarine  operations,  is  from  a  memoir  by  Professor 
Abel,  E.E.S.  The  ignition  of  gunpowder  by  the  direct  magneto-electric  current, 
though  well  known  to  be  practicable,  has  never  yet  been  applied  to  military  or  in- 
dustrial operations,  and  no  satisfactory  experiments  appear  to  have  been  made,  before 
those  undertaken  at  Woolwich,  showing  its  practical  applicability  to  these  purposes. 

In  the  first  experiments  on  this  application  of  the  magneto-electric  current,  a  very 
large  powerful  magneto-electric  machine  was  employed,  which  had  been  constructed 
by  Mr.  Henley  (and  had  been  exhibited  by  him  at  the  Paris  Exhibition  in  1855). 
The  principle  of  this  instrument  was  precisely  the  same  as  that  of  the  machine 
devised  by  Mr.  Wheatstone,  for  ringing  magneto-electric  bells.  Its  armature,  instead 
of  being  rotated,  was  suddenly  detached  from  the  magnet  by  means  of  a  lever.  It 
was  soon  established  by  a  few  experiments  that,  even  with  this  instrument,  gim- 
powder  itself  could  not  be  ignited  with  any  degree  of  certainty.  Results  obtained 
with  Statham's  and  other  fuzes,  though  superior  to  those  furmshed  by  gunpowder 
alone  were  still  far  from  satisfactory.  The  first  efforts  were  therefore  directed  to  tho 
discovery  of  a  suitable  agent  to  serve  as  a  perfectly  certain  medium  (or  prinung 
material)  for  effecting  the  ignition  of  charges  by  means  of  the  magneto-electric 
machine.  For  this  purpose,  a  variety  of  compounds  and  mixtures  of  a  more  or  less 
sensitive  character  were  prepared  for  trial  with  the  magnet. 

Many  of  these  compositions  furnished  results  to  a  certain  extent  favourable,  a 
number  of  fuzes,  primed  with  them,  having  been  fired  in  succession  with  the  magnet, 
and  from  two  to  four  charges  in  one  circuit  having  been  'gn^ted  m  a  very  few  in- 
stances. But  no  perfect  certainty  of  discharge  was  attained  with  any  one  of  the 
materials  used;  the  attempt  to  fire  a  fuze  being  frequently  unsuccessful  whde  no 
Sifference  betw;en  it  and  a  successful  fuze,  containing  the  same  composition,  could 
be  detected  by  careful  examination.  .  , 

Some  successful  results,  obtained  accidentally  with  one  of  the  experimental  com- 
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positions,  which  had  become  damp  by  exposure  to  air,  led  to  a  trial  of  the  effect  of 
moisture  in  promoting  the  ignition  of  but  slightly  sensitive  compositions  ;  and  it  was 
ultimately  found  that  the  impregnation  of  ordinary  gunpowder  with  a  small  amount  of 
mmthiivn  Chv  M  QXTDedieut  similar  in  t)rinciulo  to  one  adoDted  with  considerable  success 


TOoistm'e  (by  an  expedient  similar  in  principle  to  one  adopted  with  considerable  ^^v,....^.^ 
by  Captain  Scott,  E.E.,  in  connection  -with  charges  to  be  fired  by  the  induction  coil- 
machine),  rendered  its  ignition  by  means  of  the  magnet  a  matter  of  certainty. 

Some  important  precautions  were,  however,  indispensable  to  the  attainment  of  this 
definite  result.  If  the  slightly-damp  powder  was  employed  in  a  finely-divided  con- 
dition, it  very  frequently  became  caked  between  the  wire-terminals  in  the  fuze,  and 
the  current  would  then  pass  through  the  composition  without  igniting  it.  This  was 
found  to  take  place  occasionally,  even  when  the  powder  was  employed  in  its  original 
granular  condition.  Several  attempts  were  made  to  overcome  this  difficulty  by 
modifying  the  form  and  position  of  the  terminals  or  poles  in  the  fuze,  and  I  at  last 
contrived  a  perfet-tly  successful  arrangement,  in  which  only  the  sectional  surfaces  of 
the  terminals,  consisting  of  fine  copper-wire  (0'022  inch  diameter),  were  exposed  to 
the  interior  of  the  fuze  (see  a,  Jiff.  782),  so  as  not  to  project  at  all.  The  prepared 
gunpowder,  therefore,  simply  rested  upon  the  surfaces,  and  a  perfect  uniformity  in 
the  action  of  the  fuze  was  attained.  The  priming  composition  consisted  of  fine- 
grain  gunpowder,  which  had  been  soaked  in  an  alcoholic  solution  of  chloride  of 
calciimi,  of  a  strength  sufficient  to  impregnate  the  grains  with  from  one  to  two  per 
cent,  of  that  salt.  The  prepared  powder  was  exposed  to  the  air  for  a  short  time,  to 
permit  of  a  sufficient  absorption  of  moisture  by  the  deliquescent  salt.  Upwards  of 
500  quill-fuzes  (of  the  description  employed  for  firing  guns),  primed  with  the  pre- 
pared gunpowder,  and  fitted  with  the  arrangement  of  the  terminals  above  referred  to 
(fff.  782),  were  fired  with  the  larger  lever-magnet.  The  failures 
did  not  amount  to  more  than  3  per  cent.,  and  were  all  proved  to 
be  due  to  defective  manufacture.  In  the  experiments  with  these 
fuzes,  one  or  two  simple  rheotomic  arrangements  were  success- 
fully employed  for  effecting  the  rapidly  successive  discharge  of 
a  series  of  fuzes. 

The  above  fuze  was  found  to  be  easy  of  manufacture  and 
permanently  effective.  While,  however,  it  presented  a  certain 
means  of  effecting  the  ignition  by  the  aid  of  a  powerful  magnet, 
of  single  charges,  or  of  a  large  number,  to  be  fired  in  moderately 
rapid  succession,  it  was  inapplicable  to  the  ignition  with  cer- 
tainty of  more  than  one  charge  in  circuit.  After  a  great  number 
of  _  experiments,  I  at  length  succeeded  in  the  production  of  a 
priming  material  for  the  fuze,  which  greatly  exceeded  in  sensitive- 
ness any  of  the  other  compositions  hitherto  tried. 

The  new  priming  composition  consisted  of  a  very  intimate  mixture  of  sub- 
phosphide  of  copper,  chlorate  of  potassa,  and  levigated  coke,  the  latter  substance 
being  employed  to  add  to  the  conducting  power  of  the  mixture,  which  was  found 
otherwise  insufficient. 

In  the  course  of  experiments  subsequently  carried  on  with  fuzes  which  contained 
this  composition,  it  was  found  that  a  slight  residue,  consisting  principally  of  the 
coke  employed,  occasionally  remained  on  the  surfaces  of  the  terminals  in  the  fuze 
alter  its  discharge  and  by  forming  a  good  conducting  link  between  them,  interfered 
with  any  future  effects  of  the  magnetic  current  in  other  directions,  by  the  establishment 
of  a  complete  circuit.  This  obstacle  to  the  perfect  success  of  the  composition  was 
entirely  removed  by  the  substitution,  for  the  coke,  of  another  material,  more  easily 
actea  on  by  the  chlorate  of  potassa,  and  answering  equally  well  as  a  conductinn- 
medium  ;  namely,  the  sub-sulphide  of  copper.  No  instance  has  occurred  in  the  dis''- 
cnarge  ot  several  thousand  fuzes,  primed  with  the  mixture  of  sub-phosphide  and  sub- 
solpbide  of  copper  with  chlorate  of  potassa,  in  which  the  terminals  have  not  been 
lound  quite  free  from  adherent  residue,  after  the  ignition. 

sub-phosphide  of  copper,  which  is  produced  at  an  elevated  temperature  is  a 
compound  of  very  stable  character,  and  the  mixture  of  the  three  constituents  is  quite 
as  unalterable  as  the  explosive  mixtures  which  are  in  general  use  for  the  preparation 
of  percussion  caps,  &c.  The  stability  of  the  mixture  has  abeady  been  subSd  to 
llXt]  .^^^^Vrimed^ith  it  have  been  found  to  have  losfnone  of 

their  delicacy  and  certainty,  when  tried  more  than  two  years  after  preparation 

xne  sub-phosphide  of  copper,  intimately  blended  with  chlorate  of  notassa  fnTm«  n 
mixture  in  a  high  degree  sensitive  to  the  effect  of  heat,  and  possess^  at  the  s"mo 
hme^of  some  power  of  conducting  elettricity.  With  the  emplovment  howL?^f 
^gneto-elee^tric  machines  of  comparatively  low  power,  and  in  llT^ltTZ'rf 
nTZV"  h«Y~«bythe  current  i.s  considerabi;  this  co^Zi^lZovit^i: 
-ot  sufficient  to  insure  the  ignition  of  tlie  mixture  by 'assisting  h   pal^gTof  ^h 
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current  across  the  iiitorruption  in  the  metallic  circuit  (i.e.  across  the  small  distance 
betTvoon  the  torminals  of  the  Aviro  in  the  fuze).  It  must  be  borne  in  mind  that 
the  striking-distanco,  or  the  space  between  the-  terminals  across  which  the  current 
from  even  a  powerful  magneto-electric  machine  will  leap,  is  very  small.  With  the 
largo  lever-magnet  the  spark  could  only  be  produced  when  the  wires  were  almost  in 
contivct.  Since,  however,  it  is  indispensable  to  the  proper  insulation  of  the  wires  in 
the  fuze-arrangement,  that  the  terminals  should  be  at  least  one-sixteenth  of  an  inch 
apart,  it  will  be  readily  understood  how  essential  to  success,  in  operations  with  these 
machines,  it  is  that  the  priming  material  should  possess  considerable  conducting 
po-wer.  Hence  the  necessity  of  increasing  the  conducting  power  of  the  mixture  of 
sub-phosphido  of  copper  and  chlorate  of  potassa  :  a  result  which,  it  has  been  already 
stated,  was  obtained  in  the  first  instance  by  the  employment  of  finely-levigated  coke, 
and  afterwards  by  the  substitution  of  sub-sulphide  of  copper  for  that  substance. 
Many  experiments  -were  of  course  required  to  determine  the  proportions  in  -which  it 
was  advisable  to  employ  the  conducting  constituent,  so  as  to  facilitate  the  passage 
of  the  current  through  the  mass  as  far  as  possible,  without  interfering  too  much  with 
the  sensitiveness  of  the  explosive  mixture,  or  producing  an  almost  perfectly  continuous 
connection  between  the  two  poles  in  the  fuze,  and  thus  promoting  the  passage  of  the 
current  so  greatly  as  to  prevent  the  ignition  of  the  composition. 

The  fuzes  contrived  by  me  for  use  -with  magneto-electric  apparatus  are  of  two 
kinds,  the  one  being  adapted  for  mining  purposes  and  the  other  for  firing  cannon. 
The  fuze  for  mining  purposes,       783,  consists  of : — 

a.  A  head  for  receiving  the  wires  which  connect  the  fuze  with  the  magnet  and  the 
earth,  784. 

b.  Of  the  insulated  wires,  with  the  terminals  of  which  the  priming  material  is  in 
close  contact. 

c.  Of  a  small  cartridge  or  charge  of  powder,  enclosing  the  terminals,  upon  which 
the  sensitive  composition  rests. 

The  wooden  fuze-head  contains  three  perforations  (a  a,  bb,cc,  Jig.  784) ;  the  one, 

783  785 


passing  downwards  through  the  centre,  receives  about  two  inches  of  double  insulated 
wire,  d.  The  other  two  perforations,  which  are  parallel  to  each  other  on  each  side  of 
the  central  one,  and  at  right  angles  to  it,  serve  for  the  reception  of  the  circuit-wires. 
The  arrangement  for  securing  the  connection  of  these  with  the  insulated  wires  in  the 
fuzes  is  as  follows : — 

The  piece  of  double-covered  wire  above  referred  to,  is  originally  of  a  sufficient 
length  to  allow  of  the  gutta-percha  being  removed  from  about  li  inch  of  the  wires. 
These  bare  ends  of  the  fine  wires,  which  are  made  to  protrude  from  the  top  of  the 
fuze-head  a,  fig.  784,  are  then  pressed  into  slight  grooves  in  the  wood  provided  for 
their  protection,  and  the  extremity  of  each  is  passed  into  one  of  the  horizontal  per- 
forations in  the  head,  in  which  position  it  is  afterwards  fixed  by  the  introduction  mto 
the  hole  of  a  tightly- fitting  piece  of  copper  tube,  so  that  the  wire  is  firmly  wedged 
betweeen  the  wood  and  the  exterior  of  this  tube,  and  is  thus  at  the  same  time  brought 
into  close  contact  with  a  comparatively  large  surface  of  metal.  It  will  be  seen  that  it 
is  only  necessary  to  fix  one  of  the  circuit-wires  into  each  of  those  tubes  in  the  opposite 
sides  of  the  fuze-head,  in  order  to  ensure  a  sufficient  and  perfectly  distinct  connection 
of  each  one  of  them  with  one  of  the  insulated  wires  in  the  fuze. 

The  phosphide-of-copper  fuze  for  firing  cannon,  fig.  785,  differs  somewhat  in  con- 
struction from  the  mining  fuze.  The  head  is  somewhat  longer,  and  of  such  a  torm 
that  the  double-covered  wires  are  completely  enclosed  in  it,  the  lower  extremity  ot  its 
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central  perforation  still  remaining  free  to  receive  the  top  of  the  quill  or  copper-tube, 
which  is  charged  with  gunpowder  in  the  same  manner  as  the  ordinary  tube  arrange- 
ment for  firing  cannon. 

The  plan  originally  suggested  by  M.  Savare,  of  arranging  the  charges  in  divided 
circuits  was  next  tried,  and  furnished  far  more  successful  results.  The  simultaneous 
ignition  of  twenty-five  charges  was  repeatedly  effected ;  and  forty  charges  were  simi- 
larly exploded  on  several  occasions.  These  results  were  all  obtained  with  the  large 
magnet  constructed  by  Henley,  the  current  being  established  by  rapidly  separating 
the  armature  from  the  poles  by  means  of  a  lever.  By  a  simple  arrangement  for 
shifting  the  connection  of  the  main  wire  with  the  exploded  charges  from  them  to  a 
second  series,  similarly  arranged,  twenty-five  were  almost  simultaneously  ignited  on 
allowing  the  armature  to  return  to  the  poles  of  the  magnet. 

The  system  of  firing  charges  by  means  of  magneto-electricity,  with  the  aid  of  the 
phosphide-of-copper  fuze,  having  been  thus  far  successfully  developed,  a  series  of 
experiments  was  instituted  at  Chatham,  for  the  purpose  of  thoroughly  testing  its 
certainty  and  applicability  in  the  field,  and  subsequently  for  ascertaining  the  extent  to 
which  it  admitted  of  application  to  the  explosion  of  submarine  charges.  These  expe- 
riments extended  over  a  period  of  six  months,  and  were  performed  under  various 
conditions  of  weather.  It  will  readily  be  understood  that  the  best  and  most  simple 
method  of  connecting  the  fuzes,  enclosed  in  the  charges,  with  the  branch-wires  and  the 
earth,  of  arranging  the  experimental  charges  for  explosion,  and  of  carrying  out  the 
various  small  but  essential  details  involved  in  the  operations,  were  only  gradually 
arrived  at;  and  that,  consequently,  in  many  of  the  first  experiments,  which  were 
only  partially  successful,  the  failures  were  traced  to  causes  unconnected  with  the 
efl&ciency  of  the  magneto-electric  apparatus,  or  the  fuze.  It  would  be  superfluous  to 
enter  into  details  with  regard  to  those  preliminary  experiments,  however  important 
they  were  at  the  period  of  the  investigation;  the  description  of  the  operations  at 
Chatham  will  therefore  be  confined  to  those  which  were  carried  on  according  to 
the  plan  which  was  ultimately  proved  to  be  most  efficient.  The  magneto-electrie 
apparatus  employed  in  all  the  field  experiments  was  Mr.  Wheatstone's  arrangement 
of  six  small  magnets,  the  whole  apparatus  having  been  enclosed  in  a  box,  so  that  the 
only  exposed  portions  were  the  binding  screws  for  the  attachment  of  the  wires,  a 
handle  for  setting  the  armatures  in  motion,  and  a  key,  by  the  depression  of  which, 
at  a  given  signal,  the  circuit  could  be  completed. 

To  employ  the  instrument  at  any  moment,  only  the  following  operations  were 
necessary  :  tie  insulated  wire  and  the  copper  wire  passing  to  the  earth  were  fixed  to 
the  apparatus  by  means  of  binding  screws:  the  instrument  was  raised  from  the 
ground  by  being  placed  on  its  packing-case ;  at  that  height,  a  man  could  operate 
with  It  when  in  a  kneeling  posture.  At  the  signal  'Keady'  the  handle  was  turned 
with  one  hand,  so  as  to  cause  the  armatures  to  revolve  with  the  greatest  possible 
velocity,  whilst  the  other  hand  was  pressed  against  one  corner  of  the  instrument 
close  to  the  key,  so  as  to  steady  the  box  and  to  be  ready,  at  the  signal  '  Fire '  to 
depress  the  key  with  the  thumb. 

The  connection  of  the  instrument  with  the  earth  was  effected  as  follows  •  a  mode- 
rately clean  spade  was  selected  from  among  those  used  by  the  men  in  digging  holes 
lor  the  charges.  One  end  of  a  piece  of  stout  copper-wire  was  placed  under  the  edo'e 
ot  tbe  spade,  so  that,  when  the  latter  was  firmly  forced  into  the  ground,  the  wire  was 
pressed  by  the  earth  on  both  sides  against  the  iron  surface.  The  protruding  wire 
Tvas  wound  once  or  twice  round  the  bottom  of  the  spade  handle,  and  then  attached 
to  the  binding  screw  of  the  magnet. 

gutta-percha  covered  wire  used  in  the  experiments  having  been  in  occasional 
service  at  cnatham  for  some  years,  the  coating  had  sustained  some  injury  in  two  or 
laree  places.  Such  defects  were  protected  from  possible  contact  with  the  earth  by 
means  ot  waterproof  cloth  or  sheet  India-rubber.  The  total  length  of  wire  used 
was  881  yards,  of  which  600  were  extended,  lying  along  the  ground. 
Snc!,?  V^A  ^'^^^^^^^y  ?f  the  covered  wire  a  number  (from  12  to  25)  of  pieces  of  similar 
t  ^-f t  .ir""?'  ^y'^^y^^g  i°  length  between  three  and  six  yards,  and  serving  to  connect 
LTl  i°<iividual  charges,  were  attached  in  the  following  manner :  about  six 
Zr.  a  A  ,  ^^tremity  of  the  main  wire  and  of  each  of  the  branch  wires  were  laid 
1  ^^T"''"^'  «^  the  former  was  then  surrounded  with  those  of  the 

meanVoflT  '"^^?^'^^  direction)  and  the  whole  tightly  twisted  together  by 

finTir>n-n  !2  1^.  ,  twisted  wires  were  then  bound  round  with  moderatelv  fin« 
2Ebn"'  ?hf -^^^  "^^^^  P-*^^-  «f  tl^^  of  the  bundle  into 

whoir  e^Lw^^^^^^  pieces  of  stick  tied  against  it,  and  Te 

d-'np  and  coLCt  w  thfhe  earth  "^"'^  ^^^^^^^ 
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Tlieso  connections,  tliough  of  a  very  rougli  dcBcripLion  and  moBt  readily  prepared 
Ly  any  soldier,  wero  thoroughly  effectual.  No  instance  occurred,  in  the  whole  of 
the  experiments,  of  the  failure  of  a  charge,  which  could  bo  attributed  to  an  imperfect 
connection  of  its  branch  wire  with  the  main  wire. 

The  following  was  the  method  adopted  for  connecting  the  fuzes  with  their  respec- 
tive branch  -wires  and  with  the  earth  : — 

The  fuzes,  as  they  were  manufactured,  wore  always  fitted  with  two  pieces  of 
covered  wire  twisted  together,  jig.  786,  which  were  tightly  fixed  into  their  proper 
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positions  by  forcing  a  short  pin  of  coppcr-wiro  into  the  holes  of  the  fuze-head.  They 
were  thus  ready  for  insertion  into  the  bag  or  other  receptiiclo  containing  the  charge 
of  gunpowder,  the  ends  of  the  covered  wires  protruding  from  the  opening  of  the 
latter  to  a  convenient  distance  for  effecting  the  junction  with  the  branch  and  earth- 
wires.  The  extremities  of  one  of  the  fuse-wires  and  of  a  branch  wire  (from  both  of 
which  the  gutta-j)ercha  was  removed  to  a  distance  of  about  two  inches)  were  con- 
nected by  hooking  them  firmly  one  in  the  other  with  pliers  (in  the  manner  shown  in 
Jig.  787).    A  piece  of  fine  copper  binding  wire  was  then  twisted  over  the  whole  of 
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the  connection,  and  the  joint  was  finally  enclosed  in  a  small  wrapping  of  oiled  canvas, 
in  a  manner  similar  to  that  adopted  at  the  principal  junction  with  the  main  wire. 

The  extremity  of  the  other  fuze-wire  was  attached  to  an  uncovered  copper-wire, 
of  sufficient  length  to  bring  the  whole  of  the  charges  into  connection  with  each 
other  in  this  manner.    The  mre  was  fixed  in  a  convenient  position  by  being  twisted 

round  sliort  stakes  or  pickets  driven  into  the  ground,  and 
its  extremities  were  bxiried  in  the  earth,  being  attached 
either  to  spades,  as  already  described,  or  to  zinc  plates 
about  eight  inches  square. 

The  experiments  instituted  at  Chatham  with  the  object 
of  applying  the  magneto-electric  current  to  the  ignition 
of  submarine  charges  were  attended  with  greater  diffi- 
culties than  those  which  served  to  test  the  system  in  its 
application  to  land  operations ;  nevertheless,  the  results 
ultimately  attained  were  also  of  a  character  to  lead  to 
definite  and  favourable  conclusions. 

The  method  of  establishing  the  connections  of  a  charge 
with  the  wire  and  the  earth  differed  naturally  in  some 
respects  from  the  mode  of  proceeding  already  described. 
The  charges  of  powder  were  contained  in  canisters  of 
block  tin  carefully  soldered  so  as  to  be  watertight.'  The 
fuze,  with  two  wires  attached  as  before,  the  one  a  few 
inches  longer  than  the  other,  was  inserted  into  the  charge, 
and  fixed  in  its  proper  position  in  the  canister  by  means 
of  a  loose-fitting  bung,  (see  fig.  788)  pushed  a  little  dis- 
tance into  the  neck,  and  cut  out  on  one  side,  so  as  to 
admit  of  the  passage  of  the  longer  insulated  wire,  while 
the  bare  part  of  tlie  shorter  -wire  was  firmly  pressed  by 
the  cork  against  the  inside  of  the  neck.    The  latter  was 
then  completely  filled  up  Avith  melted  gutta-percha,  and 
the  extremity  of  the  short  uncovered  wire  was  bent 
back  over  its  side,  so  as  to  be  in  close  contact  with 
the  metal  sm-face.    In  this  manner,  the  enclosed  fuze 
was  brought  into  good  metallic  connection  with  the  wot 
earth  or  water,  by  which  the  canister  was  surrounded. 
The  insulated  wire,  projecting  from  the  mouth  of  the  canister,  was  connected  with 
one  of  the  branch  wires  in  the  manner  already  described ;  but  in  order  thoroughly  to 
protect  the  connection  from  the  water,  in  which  it  would  become  immersed,  a  piece  of 
'  Any  vessels  of  this  roaterial,  such  as  turpentine  cans,  may  be  employed,  provided  they  be  per- 
fcctly  coated  inside  wtli  miu-ine  glue,  or  some  other  description  ot  vamisn. 
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vulcanised  India-rubbor  tubiug,  of  suitable  length,  and  a  tin  tube,  rather  longer  and 
■wider  than  the  latter,  were  slipped  on  to  the  branch  wire,  before  it  was  joined  to  the 
fuze-wiro,  and,  when  the  junction  had  been  effected,  tlie  India-rubber  tube  was  pulled 
over  it,  and  tied  very  firmly  at  both  ends  on  to  the  gutta-percha  covering  of  the  wires, 
fig.  789.   A  small  quantity  of  a  cement  (consisting  of  bees' -wax  and  turpentine)  was 
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rubbed  in  between  the  latter  and  the  ends  of  the  India-rubber  tube,  so  as  thoroughly 
to  ensure  the  exclusion  of  water,  and  finally  the  tin  tube  was  pulled  over  the  joint, 
and  fixed  (by  compressing  the  ends)  for  tlie  purpose  of  imparting  rigidity  to  the 
jimction,  and  thus  protecting  it  from  injury  by  any  sudden  twist  or  strain.  By  these 
arrangements,  when  carried  out  with  moderate  care,  the  perfect  exclusion  of  water 
from  the  charge  and  from  its  connection  with  the  branch  wire  was  eflPected. 

The  first  trials  of  these  charges  were  made  in  a  shallow  canal  with  a  mud  bottom, 
and  from  which,  at  the  time  of  experiment,  the  water  was  receding  so  rapidly,  that 
before  the  whole  of  the  charges  had  been  immersed,  several  of  them  were  exposed  to 
view,  being  partly  imbedded  in  the  mud.  Twenty-five  charges  were  arranged,  of 
which  thirteen  were  exploded,  though  less  rapidly  than  in  the  experiments  on  land. 
On  the  next  occasion,  when  twenty-five  charges  were  entirely  surrounded  by  water 
(simply  resting  upon  the  firm  bed  of  a  pond  of  some  depth),  only  four  of  the  charges 
were  exploded.  Several  other  attempts  were  made  to  fire  a  smaller  number  of  (ten 
and  five)  charges  similarly  immersed,  but  in  every  instance  only  four  were  ignited. 
A  careful  examination  into  the  cause  of  the  invariable  explosion  of  so  comparatively 
limited  a  number  of  charges  under  water  led  to  the  following  explanation  : 

It  will  be  remembered  that  the  explosion  of  numerous  charges  in  a  divided  circuit 
by  the  magneto-electric  apparatus  with  revolving  armatures  is  effected  by  the  action 
of  an  exceedingly  rapid  succession  of  currents.  The  rapidity  with  which  they 
follow  each  other,  however  great,  cannot  equal  that  with  which  the  terminals  of  a 
fuze,  enclosed  in  a  small  charge,  under  water,  come  into  contact  with  the  latter 
after  the  explosion.  The  instant  this  occurs,  a  complete  circuit  is  established  through 
the  water,  and  any  further  action  of  the  cm-rent  is  at  once  arrested.  By  the  time, 
therefore,  that  four  charges  had  been  ignited  in  extremely  rapid  succession,  so  as  to 
be  apparently  exploded  at  once,  a  sufficient  interval  of  time  had  in  reality  elapsed  to 
allow  the  water  to  re-occupy  the  space  filled  for  a  brief  period  by  the  gaseous  pro- 
ducts of  the  first  explosion,  and  thus  to  rush  in  upon,  and  complete  the  circuit  with, 
the  terminals  of  the  fuze.  It  appears  probable  that,  with  the  employment  of  larger 
charges  of  powder  (a]30ut  eight  ounces  was  the  quantity  exploded  in  each  charge)  when 
the  volume  of  water  displaced  by  the  explosion  would  be  more  considerable,  a  great 
number  of  charges  would  be  exploded  before  the  circuit  could  be  completed  by  the  water. 

EIiSCTRXC  X.IGHT.  Various  attempts  have  been  made,  from  time  to  time,  to 
employ  electricity  as  an  illuminating  power ;  but  hitherto  without  the  desired  success. 
The  voltaic  battery  has  been  employed  as  the  source  of  electricity,  and  in  nearly  all 
the  arrangements,  the  beautiful  arc  of  light  produced  between  the  poles,  from  the 
points  of  tlie  hardest  charcoal,  has  been  the  illuminating  source.  One  of  the  great 
difficulties  in  applying  this  agent  arises  from  the  circumstance  that  there  is  a  trans- 
lerence  of  the  charcoal  from  one  pole  to  the  other,  and  consequently  an  alteration  in 
the  distance  between  them.  This  gives  rise  to  considerable  variations  in  the  intensity 
and  colour  of  the  light,  and  great  want  of  steadiness.  Various  arrangements,  many 
t^em  exceedingly  ingenious,  have  been  devised  to  overcome  these  difficulties. 
Ihe  most  simple  of  the  apparatus  which  has  been  devised  is  that  of  Mr.  Staite 
Which  has  been  modified  by  M.  Archereau.  Two  metal  columns  or  stems,  to  which 
any  desired  form  can  be  given,  are  connected  together  by  three  cross  pieces,  so  as  to 
lorm  one  solid  frame ;  one  of  these  cross  pieces  is  metallic,  namely  the  one  which  occupies 
tne  upper  part  of  the  apparatus  ;  the  others  must  be  of  wood.  These  latter  serve  as 
supports  and  points  of  attachment  to  a  long  bobbin  placed  parallel  to  the  two  columns 
and  between  them,  and  which  must  be  made  of  tolerably  thick  wire,  in  order  that  the 
current,  in  traversing  it  without  molting  it,  may  act  upon  a  soft  iron  rod  placed  in  tli« 

m^'"f.i?^  '^^'^  ^«  to  ^         stem  of  the  Sme  calibre 

and  of  the  same  length,  carrying  at  its  free  extremity  a  smaU  pulley.    On  the  opposito 

Sfa  Pol?  T^^  ^^^^  ^'^"^  ^^^''''^     the  interior  of  the  bobMn 

is  aV.lfi  fT  t  ^®  ^""^^^  '''"'^  a  pulley  of  laree  diameter' 

IS  able  to  serve  as  a  support  to  the  moveable  iron  rod,  ruTining  in  the  Sve  3  tSie 
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little  pulley.  For  this  purpose,  it  only  requires  that  a  counterpoise  placed  at  the  end 
of  the  cord  shall  bo  enabled  to  bo  in  oquilibrio  with  it.  The  metal  cross  piece  -which 
Occupies  the  upper  part  of  the  apparatus,  carries  a  small  brass  tube,  whicli  descends 
perpendicularly  in  front  of  tho  carbon  that  is  carried  by  the  electro-magnetic  stem, 
and  into  which  is  also  introduced  a  carbon  crayon.  By  means  of  a  very  simple  ad- 
justment, this  tube  may  besides  bo  easily  regulated,  both  for  its  height  and  for  it« 

790 


direction;  and  consequently  tho  two  carbons  may  be  placed  very  exactly  above  one 
another.  The  apparatus  being  adjusted,  we  place  one  of  the  two  metal  columns  of 
the  apparatus  in  connection  with  one  of  the  poles  of  the  pie  and  cause  the  other 
pole  to  abut  upon  the  copper-wire  of  tho  bobbin  (one  end  of  which  is  soldered  upon 
its  socket).  The  current  then  passes  from  the  bobbin  to  the  lower  carbon  by  the  rod 
itself  that  supports  it,  and  passing  over  the  interval  separating  the  two  carbons,  it 
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arrires  at  the  other  pole  of  the  pile  by  the  upper  cross  piece  of  the  appar<atus  and  the 
metal  column,  to  which  one  of  ^e  conducting  wires  is  attached. 

So  long  as  the  currrent  is  passing  and  producing  light,  the  bobbin  reacts  upon  the 
iron  of  the  electro-magnet  rod,  which  carries  the  lower  carbon  and  attracts  it  on 
account  of  the  magnetic  reaction  that  solenoids  exercise  over  a  moveable  iron  in  their  in- 
terior. It  is  this  which  gives  to  the  carbons  a  ssparatmi  sufficient  for  the  luminous  effect. 

But  immediately  the  current  ceases  to  pass,  or  is  weakened,  in  consequence  of  the 
consumption  of  the  carbons,  this  attraction  ceases,  and  the  moveable  carbon,  acted  on 
by  the  counterpoise,  is  found  to  be  drawn  on  and  raised  until  the  current  passes 
again ;  equilibrium  is  again  established  between  the  two  forces,  and  the  carbons  may 
be  employed  again.  Thus,  in  proportion  as  the  light  tends  to  decrease,  the  coim- 
,  terpoise  reacts ;  and  this  it  is  that  always  maintains  the  intensity  of  the  light  equal. 

M.Breton  has  an  apparatus  which  diflFers  somewhat  from  the  above,  and  M. 
Foucaidt  has  also  devised  a  very  ingenious  modification. 

M.  Duboscq  has  made  by  far  the  most  successful  arrangement  (Jiff.  790),  for  a  descrip- 
tion of  which  we  are  indebted  to  De  la  Eive's  '  Treatise  on  Electricity,'  translated  by 
C.  V.  Walker. 

The  two  carbons,  between  which  the  light  is  developed,  burn  in  contact  with  the 
air,  and  shorten  at  each  instant;  a  mechanism  is  consequently  necessary,  which 
brings  them  near  to  each  other,  proportionally  to  the  progress  of  the  combustion  ; 
and  since  the  positive  carbon  suffers  a  more  rapid  combustion  than  the  negative,  it 
must  travel  more  rapidly  in  face  of  this  latter ;  and  this  in  a  relation  which  varies 
with  the  thickness  and  the  nature  of  the  carbon.  The  mechanism  must  satisfy  all 
these  exigencies.  The  two  carbons  are  unceasingly  solicited  towards  each  other, 
the  lower  carbpn  by  a  spiral  spring,  that  causes  it  to  rise,  and  the  upper  carbon  by 
its  weight,  which  causes  it  to  descend.    The  same  axis  is  common  to  them. 

The  galvanic  current  is  produced  by  a  Bunsen's  pile  of  from  40  to  50  elements : 
it  arrives  at  the  two  carbons,  as  in  apparatus  already  known,  passing  through  a  hollow 
electro -magnet,  concealed  in  the  column  of  the  instrument.  When  the  two  carbons 
are  in  contact,  the  circuit  is  closed,  the  electro-magnet  attracts  a  soft  iron,  placed  at 
the  extremity  of  a  lever,  which  is  in  gear  with  an  endless  screw.  An  antagonist 
spring  tends  always  to  unwind  the  screw  as  soon  as  a  separation  is  produced  between 
the  two  carbons  ;  if  it  is  a  little  considerable,  the  current  no  longer  passes,  the  action 
of  the  spring  becomes  predominant,  the  screw  is  unwound  and  the  carbons  approach 
each  other  until  the  current,  again  commencing  to  pass  between  the  two  carbons  the 
motion  that  drew  them  towards  each  other  is  relaxed  in  proportion  to  the  return  of 
the  predominance  of  the  electricity  over  the  spring;  the  combustion  of  the  carbons 
again  increases  their  distance,  and  with  it  the  superior  action  of  the  spring  •  hence 
follows  again  the  predominance  of  the  spring,  and  so  on.  These  are  alternatives  of 
action  and  reaction,  m  which  at  one  time  the  spring,  at  another  time  the  electricity, 
has  the  predominance.  On  an  axis,  common  to  the  two  carbons,  are  two  pullevs' 
one,  the  diameter  of  which  may  be  varied  at  pleasure,  communicates  by  a  cord  ^th 
the  rod  that  carries  the  lower  carbon,  which  corresponds  with  the  positive  pole  of  the 
pile  ;  the  other  of  invariable  diameter,  is  in  connection  with  the  upper  or  ne^rative 
JtC  1  P^^-^'^'  proportionately  to  the\sh^g 

Sve  TWV'T  fTv"^  IS  m  communication,  may  be  increased  from  three  t^ 
vJnip.n.lfc  /  arrangement  IS  to  preserve  the  luminous  point  at  a  con- 
vement  level  whatever  may  be  the  thickness  or  the  nature  of  the  carbons.  It  is  onlv 
necessary  to  know  that  at  each  change  of  kind  or  volume  of  the  carbon,  he  diameS 
of  the  pulley  must  be  made  to  vary.  This  variation  results  from  that  of  a  moveable 
drum,  communica  ing  with  six  levers,  articulated  near  the  centre  of  the  sphere  the 
moveable  extremity  of  the  six  arms  of  the  lever  carries  a  smaU  pin  Xh  Ses  in 
cyhndncal  slits.  These  slits  are  oblique  in  respect  of  the  sphere  ;^hey  form  incKned 
planes  A  spiral  spring  always  rests  upon  the  extremity  of  the  levers  so  thS  5 
^entr    AP^-IT  'T'^  ^^^^"^^        "g^t,the  sii  levers  beTtowardsIl  e 

7nr  2'''i  l""''.^'-      batteries,;  light  equal  to  1  444  wax  candfes  could  L  .U  -'^'i 
MaSTs  ThS  Thecost^f  th^light  employed  for  abou  fiTo  Linut^^^^^^ 

iSi  J  r  T^^f         '"^^  incident  in  the  ballet,  which  was  obtained  bv  A^^f  • 
c£?.-^'"^"  '  battery  of  the  largest  size,  wks  said  to  he  Tvev  lS  %'''^l^ 
^  culabon  we  expect  we  have  not  al,ir  representation      all  the  fondinS!"  T 
tarn  a  light  for  ten  minutes,  a  battery  as  Lge  must  be  "sedlsYf  i  tZeqW^^ 
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be  maiutiiined  in  activity  for  hours— and  probably  the  batttery  was  charged  anew 
every  evening.  There  can  bo  no  doubt  but  the  cost  of  light  or  of  any  other  force  from 
electricity,  with  our  present  moans  of  producing  it,  must  bo  greatly  iu  excess  of  any 
of  our  ordinary  means  of  producing  illumination.  For  a  consideration  of  this  subject, 
see  Ei.ECTiio -MOTIVE  Enoinks.  Mr.  Grove  proposed  a  light  which  sliould  be  obtained 
from  incandescent  platinum,  but  the  objection  to  tliis  was,  that  after  a  short  period, 
the  platinum  broke  up  into  small  particles,  the  electric  current  entirely  disintegrating 
the  metal.  Mr.  Way  exhiljited  a  very  continuous  electric  light,  produced  from  a  con- 
stant flow  of  mercury  rendered  incandescent  by  tlip  passage  of  the  electric  current. 
The  light  obtained  by  the  action  of  a  magneto-electric  engine,  especially  in  liie  form 
employed  by  Mr.  Holmes,  is  not  by  any  means  so  expensive  as  the  electric  light  ob- 
tained from  the  voltaic  battery.  After  the  first  cost  of  the  macliinc,  the  only  cost  of 
importance  is  the  mechanical  power  produced  by  a  small  steam-engine.  The  following 
is  perhaps  the  most  important  advance  which  has  been  made  in  the  direction  of  the 
useful  application  of  electrical  power. 

Wilde's  Magneto-Electric  Machine.—The  principle  of  this  apparatus,  which 
has  been  invented  by  Mr.  Wilde  of  Manchester,  for  the  purpose  of  obtaining  the 
electric  light  more  promptly  and  of  higher  density  than  had  hitherto  been  done, 
consists  in  directing  a  current  of  electricity  from  an  electro-magnetic  machine  armed 
with  permanent  magnets,  so  as  to  excite  a  still  more  powerful  electro-magnet.  Tliis 
electro-magnet  is  again  used  by  Mr.  Wilde  as  the  basis  of  a  still  larger  electro-magnetic 
machine,  in  which  induction  ciirrents  are  generated  by  its  agency.  The  electric  current 
is  obtained  by  the  well-known  means  of  causing  the  rotation  of  an  armature  close  to 
the  poles  of  a  permanent  magnet,  this  electric  current  being  made  to  pass  round  an  elec- 
tro-magnet, which  causes  it  to  produce  a  far  greater  amount  of  magnetism  than  was 
possessed  by  the  first  magnet.  If,  again,  the  amount  of  magnetism  thus  obtained  is 
passed  roimd  a  still  larger  electro-magnet,  we  should  produce  a  vastly  greater  develop- 
ment of  electric  force  ;  therefore,  by  the  application  of  sufficient  power  to  rotate  the 
several  armatures,  there  seems  to  be  no  limit  to  this  multiplication  of  force,  excepting 
the  excessive  heat  developed  by  the  rotation  of  tlie  armatures  and  the  intensity  of  the 
light  produced.    The  construction  of  this  machine  will  be  more  readily  understood  by 

the  annexed  diagram  {fff.  791),  representing  an  end  view. 
At  a  are  sixteen  permanent  horse-shoe  magnets,  which 
are  bolted  on  to  a  hollow  magnetic  cylinder,  b  c  b, 
composed  of  brass  and  iron,  and  so  arranged  that  tlie 
iron  portions  of  it,  b  b,  are  screwed  on  to  the  respective 
poles  of  the  magnets  at  d,  separated  from  each  other  by 
the  brass  pieces  c,  and  forming  one  entire  north  pole 
and  one  entire  south  pole  to  the  sixteen  magnets.  The 
armature  7i,  which  is  made  to  revolve  in  close  proximity 
to  the  interior  of  this  cylinder,  in  suitable  bearings  at 
the  extremities,  consists  of  a  cylinder  of  cast  iron  on 
which  is  wound,  in  direction  of  its  length,  about  fifty  feeb 
of  insulated  copper  wire  one-eighth  of  an  inch  in  dia- 
meter, and  is  bound  round  with  brass  rings,  in  order 
that  the  centrifugal  force  caused  by  the  rapid  rotation 
may  prevent  the  wires  from  flying  out  of  position ;  the 
inner  extremity  of  this  wire  is  fixed  in  good  metallic 
contact  with  the  armature,  the  other  end  being  con- 
nected with  the  insulated  half  of  a  commutator  which 
is  placed  on  one  end  of  the  armature.  The  armature 
is  made  to  revolve  at  the  rate  of  2,500  revolutions  per 
minute,  by  a  driving  band  working  on  a  pulley  attached 
to  the  other  end  of  the  armature.  During  each  re- 
volution  of  this  armature  two  waves  of  electricity,  mov- 
ing in  opposite  directions,  are  induced  in  the  insulated 
copper-wire  surrounding  the  armature  ;  the  rapid  suc- 
cession of  the  alternating  waves  thus  generated  at  the 
rate  of  5  000  per  minute,  are  converted  by  means  of  the  commutator  into  an  inter- 
mittent current  moving  in  one  direction  only,  which  is  conducted  along  the  wire.s. 

The  electro-magnetic  machine  by  which  the  bght  is  produced  is  of  precisely  the 
same  construction  as  the  magneto-electi-ic  machine  above  descnbed  except  that  instead 
of  the  permanent  magnets  a,  an  electro-magnet  z  is^  substituted  ;  this  electro-magnet  is 
formed  of  two  rectangular  plates  of  rolled  iron,  36  in.  in  length  26  m.  in  width,  and 
1  in.  in  thickness;  they --ire  bolted  parallel  to  each  other,  to  the  magnetic  cylinder 
i  which  is  similar  in  construction  but  of  larger  dimensions  to  that  described  above. 
"These  plates  are  connected  together  at  their  upper  extremi  los  by  a  cross  piece  formed 
of  two  thicknesses  of  the  same  iron  ;  around  the  sides  of  tlr.s  electro-magnet  is  coiled 
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an  insulated  conductor  3,300  feet  long,  consisting  of  a  bundle  of  seven  No.  10  copp.T- 
wires  laid  parallel  to  each  other  and  bound  mth  a  double  covering  of  linen  tape  ;  the 
extremities  of  this  conductor  are  connected  with  the  studs  /c  Ic,  thereby  connecting 
them  with  the  wii-es  hh.  The  currents  of  electricity  which  produce  the  light  are 
taken  from  steel  collars  by  means  of  springs  (j  g,  thence  to  the  studs  at  1 1,  from  whicli 
they  can  be  conveyed  by  conductors  to  any  required  place.  The  power  necessary  to  work 
such  a  machine  as  this  is  derived  from  a  seven-horso  engine,  at  a  cost  for  coal  of  one 
halfpenny  per  hour.  In  addition  to  this  must  be  added  the  expense  of  the  carbon 
rods  for  the  lamps,  which  will  be  about  ten  inches  per  hour,  worth  perhaps  a  penny. 
The  total  cost  of  working,  including  interest  on  the  cost  of  purchase  of  machines, 
expense  of  maintenance  and  repairs,  would  be  perhaps  about  4cZ.  or  8c^.  per  hour. 
The  light  produced  is  estimated  to  have  an  intensity  equal  to  6,000  wax  candles.  A 
more  detailed  account  of  this  machine  will  be  found  in  the  '  Quarterly  Journal  of 
Science,'  No.  Xn.  October  1866. 

Mr.  Wilde  has  lately  introduced  some  improved  apparatus  for  the  production  of 
light  of  great  intensity.  His  machine,  as  recently  employed,  consists  of  two  parts — an 
electro-magnetic  induction  machine  for  producing  the  electricity,  and  an  arrangement 
for  regulating  the  light  produced  by  the  current,  and  projecting  it  upon  distant  objects. 

The  electro-magnetic  induction  machine  is  founded  upon  a  new  and  somewhat  para- 
doxical principle  discovered  by  Mr.  "Wilde — that  magnets  and  electric  currents  inde- 
finitely weak  can  produce  magnets  and  currents  of  indefinite  strength.    The  machine 
consists  of  a  circular  or  cylindrical  framing  of  cast  iron,  round  the  interior  of  which  are 
arranged  a  number  of  electro-magnets  at  equal  angular  distances  from  each  other.  A 
cast-iron  disc  is  mounted  on  a  driving  shaft,  running  bearings  fitted  to  each  side  of 
the  framing,  and  carries  a  number  of  armatures  revolving  before  the  electro-magnets. 
A  sHght  charge  of  magnetism  is  imparted  to  the  electro-magnets  before  the  macliine  is 
used  for  the  first  time  by  transmitting  a  momentary  current  through  the  wires  sur- 
rounding the  iron  cores,  or  by  touching  their  extremities  with  the  poles  of  a  permanent 
magnet.    This  initial  charge  is  always  retained  by  the  electro-magnets,  and  is  the 
basis  of  the  augmentations  of  the  electricity  and  magnetism  produced  by  the  rotations 
of  the  armatures.    As  the  armatures  revolve  they  become  slightly  magnetised  in  their 
passage  between  the  poles  of  the  electro-magnets,  generating  weak  currents  in  the 
insulated  wires  surrounding  them.    These  currents  are  transmitted  by  means  of  a 
commutator  through  the  wires  surrounding  the  electro-magnets,  so  as  to  increase  their 
magnetism,  until,  by  a  series  of  actions  and  reactions  of  the  armatures  and  electro- 
magnets on  each  other,  the  magnetism  is  exalted  to  the  highest  degree  of  intensity 
and  the  most  powerful  currents  of  electricity  are  produced.    A  small  fraction  of  the 
current  thus  produced  is  sufficient  to  sustain  the  power  of  the  electro-magnets,  while 
the  major  portion  of  the  current  produces  the  light.    The  machine  is  28  in.  high, 
34  in.  in  length,  and  21  in.  in  diameter.    Its  weight  is  'll  cwt.    About  four-horse 
power  is  required  to  drive  it  a  velocity  of  600  revolutions  per  minute,  and  this  driving 
power  is  obtained  from  the  fly-wheel  of  a  small  steam-engine.    At  this  velocity  the 
ciurent  will  fuse  an  iron  wire  6  ft.  long  and  0-05  in.  in  diameter,  and  will  burn  '  car- 
bons '  half  an  inch  square.    In  this  machine  the  alternating  current  is  used  for  pro- 
ducing the  light,  past  experience  in  lighthouse  illumination  having  proved  it  to  be 
greatly  superior  to  the  direct  or  continuous  ciurrent,  since  it  has  the  important  advan- 
tage of  consuming  the  carbons  equally,  and  thus  always  retains  the  luminous  point  in 
the  focus  of  the  optical  apparatus  used  in  connection  with  the  machine.    The  alter- 
nating current  also  dispenses  with  commutators,  and  the  destructive  spark  on  the 
rubbing  surfaces  is  also  avoided  when  the  light  may  bo  accidentally  extinguished,  or 
when  the  circuit  becomes  broken  from  any  other  cause.    The  carbons  as  they  consume 
are  made  to  approach  each  other  by  means  of  a  right-  and  a  left-handed  screw,  the 
screws  being  made  to  act  independently  of  each  other,  so  as  to  allow  of  the  adjustment 
01  the  carbons  to  the  focus  of  the  optical  apparatus  used  for  projecting  the  light.  The 
regulator  with  its  carbon  points  is  placed  in  the  focus  of  a  catadioptric  lens,  which 
parallelises  the  divergent  rays  of  the  light  into  a  single  beam  of  great  intonsity. 

ihis  machine  has  been  introduced  to  the  Admiralty  by  Mr.  Wilde,  and  the  following 
account  of  some  experiments  made  at  Portsmouth,  on  board  the  '  Comet,'  with  a  view 
to  test  the  power  of  this  electric  light  as  a  means  of  detecting  the  advance  of  torpodos 
or  anything  indeed,  at  night,  over  the  sea,  is  quoted  from  the  'Times'  of  Peb- 
ruary  23,  1874:   j-^iui-o   uj.  x  co- 

at Sf^'"'"''^  T^''^^'^'' g^^''^'^  subject  of  attack  by  torpedo  boats 
rirnJf-  ^^^^^^  considerable  attention,  and  have  proved  hv  exDerimeutnl 

SSr^L^"''^^^  ^'"^'^  the'sWrmust  b 

Spithead  anfon  If '  '^-'i  ''"i^f  e^ponmented  upon,  was  anchored  at 

aeain«r  1^°  occasion  was  considered  to  have  been  made  almoi  t  impreenable 

h£  sL2,!    .  .  V  crinoline  framework  of  booms  and  spars  l.uiZXund 

The  sff  h^r^r^  %  her  boats  rowing  guard  round  her  within  haiih  g  is  a  oe 
J  ho  ship  had  also  the  advantage  of  knowing  that  a   boat  torpedo  attm^  Wd 
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be  made  _  upon  hor,  and  the  time  wlien  the  attick  miglit  ho  expected.  Not- 
withstanding those  important  advanUiges  in  the  ship's  favour  the  torpedo 
boats— steam  pinnaces— burst  through  the  "  Monarch's ''^  cordon  of  guard  boats, 
got  0Ter_  the  difficulty  of  the  projecting  crinoline  spar  defence,  and  struck  the 
frigate  with  their  dummy  torpedoes.  Those  results  proved  that  any  vessel  lying  at 
anchor  at  night  must  be  fatfilly  deficient  in  lier  defensive  powers  in  a  want  of  means 
for  searching  with  lightning  quickness  and  distinctness  the  surface  of  the  water  to  a 
considerable  distance  around  the  ship. 

'  To  supply  this  want  effectually,  Mr.  H.  Wilde,  of  Manchester,  some  time  since 
submitted  to  the  Admiralty  a  proposition  for  the  use  of  one  of  his  electro-magnetic 
induction  machines,  fitted  with  a  proper  apparatus  for  projecting  the  beam  of  light 
produced  upon  distant  objects.  One  of  these  machines  has  been  fixed  on  board  the 
' '  Comet,"  twin  screw  gun  vessel  at  Portsmouth  (one  of  the  short  and  light  draught-boats 
carrying  one  18-ton  gun  on  a  rising  and  lowering  platform,  on  the  Armstrong-Kendell 
plan),  and  was  tested  during  the  nights  of  Thiirsday  and  Friday,  under  the  super- 
vision of  Captain  Boys,  commanding  the  "  Excellent "  gunnery  establishment,  and  mem- 
bers of  the  Naval  and  War  Office  Torpedo  Committee,  with  the  most  complete  success. 

On  Thursday  the  "Comet"  left  Portsmouth  Harbour  for  the  eastern  entrances  to 
Spithead,  from  the  Channel,  at  about  8  p.m.  ;  but  half  an  hour  before  leaving  a  first 
experiment  was  made  with  the  machine  and  its  projector  lens  in  throwing  the  beam 
of  light  round  the  upper  part  of  Portsmouth  Harbour.  The  results  were  startling. 
The  gunnery  ship  "  Excellent,"  with  hor  tenders  and  the  boats  alongside  and  at  the 
boom-ends,  the  long  lengths  of  the  sea-wall  enclosing  the  dockyard  extension  works, 
the  mud-banks — ^it  being  nearly  low  water — the  "Asia"  and  the  vessels  about  her, 
and  further  away  into  Fareham  Creek,  Her  Majesty's  yacht  "  Victoria  and  Albert," 
the  "  Glatton  "  monitor,  and  the  few  men-of-war  boats  moving  about  between  the 
ships  at  the  time,  all  stood  out  with  -wonderful  distinctness  as  the  electric  light  touched 
them.  But,  beyond  all  the  others,  the  "  Glatton,"  in  her  French-grey  paint,  given  her 
as  an  invisible  d^ess  at  certain  distances  by  daylight,  shone  out  in  weird  splendour. 
It  needed  no  subsequent  experiment  to  prove  that  a  vessel  painted  in  neutral  colour 
must  stand  out  very  much  more  distinctly  under  the  influence  of  the  electric  light  than 
another  vessel  at  the  same  distance,  and  pninted  with  the  ordinary  black  coating  of 
oiu:  broadside  ironclads.  When  the  "  Comet "  subsequently  left  the  harbour  and  had 
taken  on  board  the  members  of  the  Torpedo  Committees  off  Southsea,  she  steamed  to 
a  position  off  Brading  and  the  east  end  of  the  Isle  of  Wight,  and  anchored,  attacks 
being  then  made  upon  her  by  two  steam-pinnace  torpedo  boats,  from  directions,  pf 
course  unknown  on  board  the  "  Comet."  "Wlien  the  boats  had  been  away  a  certain 
time  the  electric  light  was  brought  into  play,  its  beam  sweeping  the  surface  of  the 
water,  and  in  each  instance  discovering  the  torpedo  boats  before  they  could  lessen  a 
mile's  distance  between  them  and  the  "  Comet."  Discovered  at  such  a  distance,  their 
attack,  of  course,  was  considered  to  have  utterly  failed. 

'  On  Friday  the  "  Comet "  was  anchored  in  Stoke's  Bay,  near  the  west  end  of  the 
measured  mile,  and  buoyed  off  for  the  speed  trials  of  Her  Majesty's  ships.  Captain 
Boys  and  the  members  of  the  Torpedo  Committees  made  a  number  of  experiments  with 
the  light,  upon  which  official  reports  will  be  made,  as  will  also  be  done  with  the 
experiments  conducted  on  the  previous  day.  If  we  knew,  which  we  do  not,  the  exact 
details  of  all  these  experiments,  comment  upon  them  here  would  be  out  of  place  as 
anticipating  the  reports  to  be  yet  made  by  Captain  Boys  and  the  members  of  the 
committees.  What  was  evident  to  all  afloat  and  on  the  look-out  for  the  trial  of  the 
new  light  on  the  nights  of  Thursday  or  Friday  was  that  its  power  was  immense,  and 
of  this  we  may  speak  freely  and  yet  briefly.  On  Friday,  as  on  Thursday,  no  boat 
could  approach  the  light  within  a  mile  without  being  at  once  discovered,  and  the  grey 
or  white  painted  steam-pinnace  was  always  much  more  prominently  and  longer  in  view 
under  the  light  than  the  other  in  its  coat  of  black  paint.  In  a  boat  at  2,000  yards 
distance  from  the  "  Comet,"  and  with  the  beam  of  light  brought  to  bear  upon  the 
boat,  the  "  Times  "  could  be  read  witli  the  greatest  ease.' 

For  a  description  of  Gramme's  Magneto-electric  machine,  see  Elbctbo-motive 
Engines, 

EIiECTRIC  TEIBCRAPH.    See  Electeo-Telegrapiit. 

EXiECTIMC  WBAVIN'G.  M.  Bonelli  devised  a  very  beautiful  arrangement, 
by  which  all  the  work  of  the  Jacquard  loom  is  executed  by  an  electro-magnetic  ar- 
rangement. The  details  of  the  apparatus  would  occupy  much  space  in  the  niost  con- 
cise description,  and  as  the  invention  has  not  passed  into  use,  although  M.  Fromcnt 
has  modified  and  improved  the  machine,  we  must  refer  those  interested  in  the  subject 
to  the  full  description  given  in  De  la  Eive's  '  Treatise  on  Electricity  by  Walker. 
EIiECTRO-GZXiDIxgrC  BATH.  See  Cyanides.  _ 
BI.BCTRO-l«ETAX.I.imGT.  The  art  of  working  in  metals  was  carried  on 
exclusively  by  the  aid  of  fire  until  the  year  1839.    At  that  epoch  a  new  light  dawned 
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upon  the  subject ;  considerable  interest  was  excited  in  the  scientific  world,  and  much 
astonishmont  among  the  general  public  by  the  announcement  that  electricity,  under 
proper  managomont,  and  by  most  easy  processes,  could  supersede  the  furnace  in  not 
a  few  operations  upon  metals  ;  and  that  many  operations  with  metals,  which  could 
scarcely  be  entertained  under  the  old  condition  of  things,  miglit  be  placed  in  the 
hands  of  a  ciiild,  when  electricity  is  employed  as  the  agent. 

Public  attention  was  first  directed  to  the  important  discovery  by  a  notice  that 
appeared  m  the  'Athenaeum'  of  May  4,  1839,  that  Professor  Jacobi  of  St.  Petersburg 
had  'found  a  method  of  converting  any  line,  however  fine,  engraved  on  copper,  into 
a  rebet,  by  galvanic  process.'    Jacobi's  own  account  of  the  matter  was  that,  while  at 
Dorpat,  m  February  1837,  prosecuting  his  galvanic  investigations,  a  striking  phe- 
nomenon presented  itself,  which  furnished  him  with  perfectly  novel  views.  Official 
duties  prevented  his  completing  the  investigation,  thus  opened  out  to  him,  during  the 
same  year;  and  it  was  not  until  October  5,  1838,  that  he  communicated  his  dis- 
cove^,  acconipanied  with  specimens,  to  the  Academy  of  Sciences  at  St.  Petersburg ; 
an  abstract  of  which  paper  was  published  in  the  '  German  News  '  of  the  same  place  on 
Uctober  30  of  the  same  year.    And  in  a  letter  of  Mr.  Lettsom,  dated  February  5, 
l8dJ,  tbe  nature  of  the  discovery  is  thus  given  in  the  following  March  number  of  the 
^  Annals  ot  Jilectricity.    Speaking  of  a  recent  discovery  of  Professor  Jacobi's,  he  says, 
Jle  observed  that  the  copper  deposited  by  galvanic  action  on  his  plates  of  copper 
could  by  certain  precautions  be  removed  from  those  plates  in  perfect  sheets,  which 
presented  in  relief  most  accurately  every  accidental  indentation  on  the  original  plate, 
l  ollowing  up  this  remark,  he  employed  an  engraved  copper-plate  for  his  battery, 
caused  the  deposit  to  be  formed  on  it,  and  removed  it  by  some  means  or  other  :  he  found 
that  the  engraving  was  printed  thereon  in  relief  (like  a  woodcut)  and  sharp  enough 
to  print  trom.    This  paragraph  does  not  appear  to  have  caught  the  eye  of  the 
Senium?  the  bnefer  note  that  appeared  a  couple  of  months  later  in  the 

Tho^«f    ^'  "^^^^  ^^'''^      appearance  of  the  notice  in  the  '  Athen^um,'  Mi-, 

commimication  to  make  to  the  society  relative  to  the  application  of  electricity  to  the 
BSishAssoiZ  ^''^''^''^-^^  communicate  the  result  of  his  discoveries  to  the 
appear,  the  communication  was  not  made;  and  it  eventually  was  made  miblic  as  at 
&st  proposed,  through  the  Polytechnic  Society  of  Liverpool.^orSeSembe^r  12  1839 
'  AtllZ'Zot^'^'l  '"^17  ^  •^-'i-n. -f-ring  trtSrlie  in'the 
slmer      'l8?8  SAS  Magazine'  that,  at  the  commencement  of  the 

Sons  Lm  eii/  made  '  some  experiments  with  the  view  of  obtaining  im- 
IZ^IZ  4^^-      ®°^^^ed  copper-plates  by  the  aid  of  galvanism '    His  lettel  dn 
St  fe  had  S?eSr      "'^  ^^^^^  ^o  Mm  from 

tained  from  an^en^n^^^^  experience,  that  an  impression  might  be  ob- 

metaT  K^fclSf  ^^^^^^  on  detaching  the  precipitated 

usedi^  polishinrtoihrrWnTf^^^  markings  from  the  fine  particles  of  powder 
responded  -  graver,  exhibited  thei  cor- 

tratTsontroriSnSVarCtf  ^  besides  noticing  the  fidelity  with  which  the 
become  coverSwMi  SpTSd  ^f^r^''^''^.- '^^^'^  ^  copper-plate  that  had 
accident  some  drops  of  vS^h^llfW'  two  or  three  places,  where  by 

confirmed  his  con°2turrthat  a ^K^^^^^^  ''  '° -'.^^  ^'^^'^  '°  ^"^' experiment 
through  the  varn  sh  with  a Itnt  l7  ^i^^^^°  varnished,  and  a  design  made 

''iSTf^^T'^  ^-^^^^^^  deposited  upon  the  metal  at 

of  the  battery  in  qiVestiSi  mZi?/    ^eU-known  condition  on  which  the  properties 

coating  of  metaC  cXeriK?'"^'.-''"*  l7^'  copper-plate  is  also  covered  with 

to  describe  that' so  peS'isthfsbLr?™^^^^^^  ^"^^  ^«  go^s  on 

ont,it  has  the  counter^..f  If  of  copper  thus  formed,  that  being  stripped 

Daniell  himse^^XsePStlTr''- P^"^  °^  is  deposit?? 

do  in  common  WitraTlVt^^^^^^  qVestion,  noticed  as  he  could  not  fail  to 

lianties  ;  but  it  dnoc  r.^^  employed  his  battery  to  any  extent,  the  same  nppn 

tbe  P^--  P-oted^^  V-  anyone  llZl  wTom 

Its  applicability  in  the  arts  tTx..,  ?f  i  '  °^  ^f°'  ""f  Spencer,  caught  the  idea  of 
groator  vividness  to  tl  e  ^;  latter°'l"^l^^^  impremon  tame  with  the 

tothom  n  rPTl5£,;r,„  *i  •    . ,  ^^'^"'r ,  lor,  while  but  bttle  time  seems  tr>  Im-n-^        i  ! 

a.  ■p.tf„;t:;;f  tt™.  i^;'''«°*y  i«fs  r""" 
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Imperial  Acacbniy  of  Scioncos.  But,  on  the  other  hand,  neither  Mr.  Jordan  nor  Mr. 
Spencer  appears,  as  fur  as  wo  are  aware,  to  have  been  so  sensible  of  the  importance 
of  the  results  to  which  they  hiid  arrived  as  to  have  taken  any  stops  to  secure  them 
as  an  invention  or  to  publisli  tlieni,  until  their  attention  was  roused  by  the  previous 
publication  of  the  successes  of  Jacobi. 

Jiicobi's  '  Galvauo-plastik,'  Smce's  and  also  Shaw's  'Electro-metallurgy,'  Walker's 
'  Electrotype  Manipulation,'  four  well-known  works  on  the  subject  before  us,  present 
the  different  names  under  which  the  art  is  known  ;  and  from  which  it  is  gathered 
that  niebils  may  become,  as  it  were,  plastic  under  the  agency  of  galvanic  electricity, 
and  may  be  worked  and  moulded  into  form.    Voltaic  pairs  are  described  in  general 
terms  in  the  article  on  ELECTno-TELKGKAPHy.    The  particular  voltaic  pair  which  led 
to  the  discoveries  now  before  us,  here  requires  special  notice ;  because,  on  the  one 
Jiaiid,  while  in  use  for  other  purposes,  it  was  the  instrument  which 
first  directed  attention  forcibly  to  the  behaviour  of  metals  under 
certain  conditions  of  electric  current ;  and,  on  the  other  hand,  it 
has  been  itself  extensively  used  in  electrotype  operations.^  Pro- 
fessor Daniell  first  described  his  mode  of  arranging  a  voltaic  pair, 
in  the  '  Philosophical  Transactions,'  for  1836.   Fig.  792  shows  one 
cell  complete  of  Danioll's  combination,  which  from  its  beha-\nour 
is  called  a  constant  battery.    A  is  a  copper  vessel ;  b  a  rod  of 
zinc,  contained  in  a  tube  c  of  porous  earthenware.    The  liquid 
within  the  tube  c  is  salt  and  water,  in  which  case  the  zinc  is  m 
its  natural  state  ;  or,  sulphuric  acid  and  water,  in  which  case  the 
zinc  is  amalgamated ;  the  latter  arrangement  being  the  more  active 
of  the  two.    The  liquid  in  the  outer  vessel  A,  consists  of  crystals 
of  sulphate  of  copper,  dissolved  in  water.   At  c  is  a  perforated 
shelf  of  copper  below  the  surface  of  the  liquid,  upon  which  are 
placed  spare  crystals  of  sulphate  of  copper,  which  dissolve  as  re- 
quired, and  serve  to  keep  up  the  strength  of  the  solution  in  pro- 
portion as  the  copper  already  there  is  extracted  by  the  voltaic 
action  hereafter  to  be  described,    a  and  b  are  screws,  to  which 
wires  may  be  attached,  in  order  to  connect  up  the  cell  and  con- 
the  current  from  it  into  any  desired  apparatus.    Certain  chemical  changes  take 
place  when  this  instrument  is  in  action :  oxygen,  from  the  water  within_  the  porous 
tube,  combiues  with  zinc,  making  oxide  of  zinc,  which  enters  into  combination  with 
sulphuric  acid,  producing  as  a  final  result  sidphate  of  zinc ;   hydrogen  is  hberatcd 
from  water  in  the  outer  cell,  and  itself  liberates  oxygen  from  oxide  of  copper,  anrt 
combines  with  it  producing  water,  and  leaving  copper  free.    As  far  as  the  metals 
are  concerned,  zinc  is  consumed the  rod  b,  at  the  one  end^  ana 
copper  is  liberated  upon  the  plate  A,  at  the  other_  end.  ihcso 
actions  are  slow  and  continuous  ;  and  the  copper,  as  it  is  liberatea 
atom  by  atom,  appears  upon  the  inner  siu-face  of  the  cell ;  and 
after  a'  sufficient  quantity  has  been  accumulated,  may  be  peeled 
off  or  removed ;  when  it  will  be  found  to  present  the  marks  and 
features  of  the  surface  from  which  it  has  been  taken,  and  which, 
as  we  have  already  said,  arrested  the  attention  of  many  into  whose 
hands  this  instrument  fell.    A  slight  modification  of  the  above 
arrangement  gives  us  a  regular  electrotype  apparatus.    The  cell 
c  in  this  arrangement  {fig.  793),  is  of  glass  or  porcelain,  or  gtitta- 
percha,  filled  as  before  "with  a  saturated  solution  of  sulphate  oi 
copper,  to  which  a  little  free  acid  is  generally  added  ;  it  is  providett 
with  a  shelf  or  other  means  of  suspending  crystals  of  sulphate  ot 
copper.    A  zinc  rod  z  is  placed  in  a  porous  tube  f,  as  already  de- 
scribed ;  and  m,  the  other  metal  of  the  voltaic  pair,  is  suspended  m 
the  copper  solution  and  connected  with  the  zinc  s  by  the  wire  w. 
The  electric  current  now  passes  ;  zinc  is  consumed,  as  in  fig.  792,  but  copper  is  now 
deposited  on  the  metal  m  front  and  back,  and  on  as  much  of  the  wire  w  as  may  be  n 
the  1  quid-  or,  if  Mr.  Spencer's  precaution  is  taken  of  varmshing  the  wire  and  the 
back  S  the  metal      I  the  copper  that  is  liberated  will  be  «  f^J  ^bet 
of  m     If  salt  and  water,  or  very  weak  acid  water,  is  contained  in  the  poious  tube  p, 
fnd  the  zLc  Jot  considerably  exceed  in  size  the  metal      the  conditions  will  bo 

complied  with  for  depositing  copper  in  a  compact  rcguhne  form.  in 

It  is  obvious  that,  with  this  arrangement      maybe  J^^^^^^'^l^^^'^l^^^ 
metal,  and  that  a  copy  of  it  mny  be  obtained  in  copper.    Fusible  "^^^^1;^°  i"^^ 
of  8  iarts  of  bismuth;  4  of  tin,  6  of  lead,  and  1  of  antimony ;  or  8  Ffl^^^^;', 
3  tin"  and  6  lead,  is  much  used  for  taking  moulds^of  medals    The  ^ye^'l' 
well  melted  together  and  mixed;  a  quantity  sufficient  for  the  object  m  view 
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pourod  iipon  a  slab  or  board  and  stirred  together  till  about  to  sot ;  the  film  of  dross 
is  thou  quickly  cleared  from,  the  surface  with  a  card,  and  the  cold  medal  is  either 
projected  upon  the  bright  metal,  or  being  previously  fitted  in  a  block  of  wood  is 
applietl  -with  a  sudden  blow.    Moulds  of  wax  or  stearine  variously  combined,  or 
more  recently  and  better  in  many  cases,  moulds  of  gutta-percha,  are  applicable  to 
many  purposes.    But,  as  none  of  these  latter  materials  conduct  electricity,  it  is  ne- 
cessary to  prodde  them  with  a  conducting  surface.     Plumbago  or  Mack-lead  is 
almost  universally  employed  for  this  purpose ;  it  is  rubbed  over  the  surface  of  the 
mould  with  a  piece  of  wool  on  a  soft  brush,  care  being  taken  to  continue  it  as  far  as 
to  the  conducting  wire,  by  which  the  mould  is  connected  with  the  zinc.  With 
moulds  of  solid  metal,  the  deposit  of  copper  commences  throughout  the  entire  sur- 
face at  once ;  but,  with  moulds  having  only  a  film  of  plumbago  for  a  conductor, 
the  action  commences  at  the  wire  and  extends  itself  gradually  until  it  has  been  de- 
veloped on  all  parts  of  the  surface. 

Tiio  natiu-o  of  the  electro-chemical  decompositions  that  are  due  to  the  passao-e  of 
voltaic  currents  through  liquids,  especially  through  liquids  in  which  metal  is  con- 
tained in  certain  forms,  can  be  best  understood  by  studying  the  arrangement  that  is 
most  commonly  used  in  the  arts,  wherein  the  voltaic  apparatus,  from  whicli  the 
electric  current  is  obtained,  is  distinct  and  separate  from  the  vessel  in  which  the 
electro-metallurgical  operations  are  being  brought  about.  Such  an  arrangement  is 
shown  mfy.  794,  where  a  is  a  Daniell's  cell,  as  in^y.  792;  ands  a  trough  filled  with 

794 


and  ;  a  mS  ^'^Pl^^te  of  copper ;  m  is  a  metal  rod,  on  which  the  moulds  are  hung ; 
Pnnnp/?io^  7^^""^  P^''^^^"      -^"PP^^  '™  '^^^"g  facing  the  moidds  •  the 

copper-plates  are  connected  by  the  wire  ^  with  the  copper  of  tht  batterv  cell'  and 

2lirSi&dt;r  "  ^^"•'^        ,  ^'^^  voltaic^'c^irrent  is  generated t  the 

Se  celf    1  !L  "^''"^'r      ^'""^  the  solutions  to  the  copper  of 

t  on  toVh^  ^n  1^^^''""^^*^°'^"  J'^^*"^  °f  ^^PP^^'';  through  the  sulphate^  solu 
no  si  olfi  '  '^•^  ^tf^  ^^^^  ^  to  the  zinc  rod.  In  this  an-angeme  J 

strith  of     '''"7.-"  tli\trough  B  for  crystals  of  sulphate  of  copper  to  kee? up  the 

Katln^t^^^^^        '  ""'r  electro-chemicaf  decompos  tioEs 

Ser  coll.  F°P°^\°°      copper  is  abstracted  and  deposited  upon  the  mould,  m 

JhydrogeraTr;  .^.L'SX fiXr'''''''  ''''  '''''  "'^'^-'^ 
i  bi  d^^^^tion  in  which  the  cur-' 

thn\iL  Z^'''"  ^'  ''"ters  the  trough  b  of  M  794,  by 
the  cH  'T''  P'^««^«  through  thf  wate^  in 

tm  CZ  after  traversing  the 

T  1\ZS^  ,T.^  '"^toms  of  water  o  h  and  o' 

ok.c  ric  o,f       ^  ^''^  2-       «h°^  to  exist  before  the 
o'  b^  ?r    \  '^"'^        ^toms,  one  of  water 

cx"st  aft  >7fi     K^'  °f  of  copper  o  c,  " 

tion  t  on  tKther  t^^To^'r^^  f"^  ^TT  ^  '^""^^  ^^In- 
of  water,  i;  set  free  and  SosS  tf  T  l^jdrogen  h  ,  belonging  to  the  second  atom 
oxygon  is  Wh^v.^r  }    T  "  *°        of  gas.    The  explanation  is  to  show  thit 

JLoZ:\''Tl'±r^'';'.  tl^o  current  enters,  and  combines  there  in  its  nascersSe 

Wo 


to  ProdiJoTho'S^^^^^^  combines-^  2 

uo  suipnato  of  copper  required;  and  how,  when  free  sulphate  of 


■ic 
acid 
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ox;gr;tt?o\ST±^^^^       ^f"^^^'^??  -tl^«/07.0f  gas.  combines  .ith 

its  character  aKfr  a  voTh  ckncss     tS  Zfl   °  ^'^'^"^ 

and  the  advantage  of  the  vertical  nert'od  r^l    ,  i^'f  instances  obviated, 

cither  by  stirrinf  or  by  a  co^Soufflow  of  S      '"^"^  ^^^"^^^'^ 

as  to  turn  to  useful  account  both  sides  of  the  silver  plate.    The  zinc 

?i^iv^n^  'TT       -^^i^"  ^^^'^i^g  i'latinisation  consists  in 

applying  platinum  jn  fine  powder  to  the  metaUic  sui-face.  When 
hydrogen  is  liberated  by  ordinary  electric  action  upon  a  surface  so 
prepared,  it  has  no  tendency  to  adhere  or  cling  to  it;  but  it  at  once 
rises,  and  in  fact  gets  out  of  the  way,  so  that  it  never,  by  its  presence 
or  lingering,  interferes  with  the  prompt  and  ready  continuance  of  the 
electric  action;  and  m  this  way  the  amount  of  supply  is  well  kept  up. 

Platinisation  is  itself  another  illustration  of  working  in  metel  bv 
electricity.  A  few_  crystals  of  chloride  of  platinum  are  dissolved 
in  chluted  sulphuric  acid.  A  voltaic  current  is  made  to  enter  this 
solution  by  a  plate  of  platinum  and  to  come  out  by  a  silver  plate. 
Iwo  or  three  Darnells  or  Smee's  cells  are  necessary  for  the  opera- 
tion. _  Ihe  chloride  of  platinum  is  decomposed,  and  the  metal  is 
deposited  upon  the  silver  plate;  not,  however,  in  the  reguline  compact 
torm,  as  in  the  case  of  copper,  but  in  a  state  of  black  powder  in  no 
,  ,  .  ^  way  coherent.  This  affords  also  an  illustration  of  the  different 
behaviour  of  metals  under  analogous  circumstances.  Copper  is  of  all  metals  the  most 
manageable  ;  platinum  is  among  the  more  unmanageable. 

Mr._  Q  Y.  Walker  has,  with  great  advantage,  substituted  graphite  for  silver.  The 
material  is  obtained  from  gas  retorts,  and  is  cut  into  plates  a  quarter  of  an  inch  thick, 
or  thicker,  when  plates  of  a  larger  s-ize  are  cut.  He  platinises  these  plates  in  the 
usual  way  as  above  described,  and  deposits  copper  on  their  upper  parts,  also  by  elec- 
trotype process,  and  solders  a  copper  slip  to  the  electrotype  copper,  in  order  to  make 
the  necessary  connection. 

miisadon  of  Copper  Scraps  in  Electro-Plating. following  description  of  M.  C. 
Guerin  s  method  of  utilising  scraps  of  copper,  in  lieu  of  plates,  as  a  soluble  anode  in 
electro-platmg,  lias  been  published  by  the  '  Scientific  American.'  By  this  process  the 
inventor  utilises  cuttings  and  other  scraps,  previously-deposited  films,  and,  in  a  word, 
all  the  metal  which  would  be  otherwise  thrown  aside  as  useless  for  such  a  purpose. 
Fig.  797  is  a  representation  of  the  receptacle  used  for  holding  the  copper  scraps.  It 

798 


^—/'/ix^^k,  _  ggjTaot?-/  Jill 


#«♦♦»♦ 


is  simply  a  prismatic  box  about  IJ  in.  broad,  sustained  in  the  bath  by  the  two  longi- 
tudinal rods  shown  at  tlie  top.    Tho  acting  sides  are  pierced  each  with  about  100 
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holes,  of  0*1  in.  in  diameter,  per  16  square  inches,  and  are  of  oak  or  beech  wood,  and 
about  0-2  in.  thick.  Before  it  is  put  together,  the  apparatus  is  plunged  in  a  bath  of 
melted  wax,  and  is  covered  with  several  coats  of  gum-lac  varnish,  in  order  to  protect 
the  parts  from  the  action  of  the  acid,  brass  screws  being  used  to  connect  it. 

The  following  practical  hints  wiU  be  of  use  in  selecting  scraps  to  fill  the  recep- 
tacle ; — Choose  pieces  free  from  solder  or  rivets  of  brass  or  iron.  Flatten  out  with  a 
hammer  such  bits  as  are  curled  up,  and  divide  vsdth  shears  those  of  irregular  form,  so 
that  all  may  fit  closely  upon  each  other.  With  these,  pack  the  receptacle  as  uniformly 
as  possible.  For  the  band  of  copper,  which  serves  as  a  conductor,  choose  a  long  piece, 
so  that  it  may  bury  anew  in  the  mass  as  its  lower  end  becomes  dissolved.  Every  four 
or  five  days  stir  the  pieces  vigorously  with  a  brass  rod. 

The  soluble  anode,  in  its  rectangular  form  as  before  described,  acts  as  a  plate,  and 
hence  gives  proofs  of  unequal  thickness ;  but  if  the  active  surface  of  the  receptacle, 
instead  of  being  flat,  be  so  disposed  as  to  form  a  sort  of  counterpart,  following  the 
contour  of  the  mould,  the  deposit  will  have  a  uniform  thickness.  This  is  illustrated 
in  fig.  798. 

M  N  is  the  mould  in  section ;  over  it,  at  a  distance  of  0*3  in.,  is  arranged  a  gutta- 
percha box  D  p,  of  which  the  bottom  is  perforated  with  a  large  number  of  small  holes. 
This  box  first  has  its  bottom  covered  with  linen  cloth,  and  is  then  filled  with  copper 
scraps,  and  the  copper  conducting  band  is  inserted. 

In  order  to  localise  or  concentrate  tlie  galvanic  action  at  certain  places,  it  is  only 
necessary  to  heap  up  the  copper  pieces  at  the  desired  points ;  and  conversely,  when  a 
part  has  become  covered  with  a  deposit  of  sufficient  thickness,  it  is  obviously  imneces- 
sary  to  employ  the  protecting  coverings  of  wax  or  gutta-percha  ordinarily  used  with 
plate  anodes.  The  mode  of  forming  the  gutta-percha  counterpart  consists  in  coating 
the  interior  of  the  mould  with  several  layers  of  fine  thin  plaster  for  a  thickness  of 
0'3  in.  This  is  allowed  to  harden.  Into  the  hoUow  cast  the  gutta-percha,  softened- 
by  warm  water,  is  pressed  by  the  hand,  so  as  to  cause  it  to  conform  to  the  indenta- 
tions of  the  plaster,  care  being  taken  to  keep  it  of  uniform  thickness.  After  cooling, 
it  is  easily  removed,  and  after  perforation  is  ready  for  use  as  above  described.  It  ia 
of  course  a  reduced  copy  of  the  interior  of  the  mould. 

"With  the  exception  of  silver  and  gold,  copper  is  the  metal  which  has  been  most 
extensively  worked  by  these  electro-metallurgical  processes. 

Seals  are  copied  by  obtaining  impressions  in  sealiag-wax,  pressing  a  warm  wire 
into  the  edge  for  a  connection ;  rubbing  black-lead  over  the  wax  to  make  the  surface 
conducting ;  fastening  a  slip  of  zinc  to  the  other  end  of  the  wire ;  wrapping  the  zinc 
in  brown  paper,  and  putting  the  whole  into  a  tumbler  containing  sulphate  of  copper, 
a  little  salt-water  having  been  poured  into  the  brown  paper  cell, 

Plaster-of-Paris  medallions  may  be  saturated  with  wax  or  stearine,  and  then 
treated,  if  small,  like  seals ;  if  large,  in  a  distinct  trough,  as  in  fig,  794,  In  this  case 
the  copy  is  in  intaglio,  and  may  be  used  as  a  mould  for  obtaining  the  facsimile  of  the 
cast.  More  commonly,  the  cast  is  saturated  with  warm  water,  and  a  mould  of  it 
taken  in  wax,  stearine,  or  gutta-percha.  This  ie  treated  vdth  black-lead,  and  in  other 
respects  the  same  as  seals. 

Woodcuts  are  treated  with  black-lead,  and  a  copper  reverse  is  deposited  upon 
them.  This  is  used  as  a  mould  to  obtain  electrotype  duplicates,  or  as  a  die  for 
striking  oflF  duplicates. 

Stereotype  plates  are  obtained  in  copper  by  taking  a  plaster  copy  of  the  type, 
treatmg  it  plaster  fashion,  depositing  a  thin  plate  of  copper  upon  it,  and  giving 
strength  by  backing  up  with  melted  lead. 

Old  brasses  may  be  copied  by  the  intervention  of  plaster. 

Embossed  cards  or  paper  may  be  copied  by  first  saturating  with  wax  and  then  usine 
black-lead.  ^ 

Fruit  may  be  copied  by  the  intervention  of  moulds,  or  may  be  covered  with 
copper.  Leaves,  twigs,  and  branches  may  have  copper  deposited  upon  them.  The 
same  for  statuettes,  busts,  and  statues. 

Leaves  and  flowers  are  furnished  with  a  conducting  surface  by  dipping  them  into 
a  solution  of  phosphorus  in  bisulphide  of  carbon,  and  then  into  a  solution  of  nitrate 

sUver.    Silver  is  thus  released  in  a  metallic  state  upon  their  surface. 

Plaster  busts,  &c.,  have  been  copied  in  copper,  by  first  depositing  copper  on  the 
piaster  prepared  for  this  operation  ;  when  thick  enough,  the  original  bust  is  destroyed 
on  ifs^nn'/^°^i-''         Y^th  ^iilphate  of  copper,  as  in  fig.  794,  and  copper  is  depoited 
on  Its  inner  surface  till  of  sufBcient  thickness ;  the  outer  shell  is  then  removed 
elocteot^T'^  °^  capacity  do  not  appear  to  have  been  profitably  multiplied  by 

Plates  have  been  prepared  for  the  engraver  to  work  on  by  deDositintr  nnnnA,. 
pohBhcd  copper-plates,  and  romoyipg  the  deposits  whop  thick  enough 
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For  tho  multiplication  of  engraved  copper-plates,  tho  oloctrotypo  process  has  boon 
vory  oxtensivcdy  udoptod.  A  ruvorso  of  tlio  plato  is  first  oLtainod  by  tiio  deposition  of 
copper;  this  servos  as  a  mould,  from  -which  many  copies  of  the  original  plate  are  ob- 
tained by  depositing  copper  upon  it,  and  then  separating  tho  two.  The  mode  practised 
by  ilie  Duko  of  Leuchtenberg  is  to  print  from  an  engraved  plato  on  very  thin  paper 
\vith  a  mixture  of  resin  of  Damara,  red  oxide  of  iron,  and  essence  of  turpentine.  While 
the  impression  is  wet,  tho  paper  face  downwards  is  pressed  upoa  a  polished  plato  of 
copper.  When  dry  the  paper  is  washed  away,  and  tho  impression  remains.  An 
electrotype  copy  from  this  is  obtained  in  intaglio,  and  is  fit  for  tlio  use  of  the  printer, 

Galvanography  is  a  picture  drawn  originally  in  varnish  on  tho  smooth  plate,  and 
then  treated  in  a  similar  way  to  the  above. 

The  plates  on  rollers  used  by  calico  printers  have  been  multiplied  like  engraved 
plates. 

Glyphography  is  a  name  given  by  Mr.  Palmer  to  his  process.  He  blackens  a  fair 
copper-plate  with  sulphurot  cf  potassium,  covering  it  uniformly  with  a  coating  of  wax 
and  other  things,  then  draws  the  design  through  the  wax  with  fine  tools.  From  the 
plate  thus  prepared,  an  electrotype  is  taken  in  the  usual  way,  and  is  backed  up  and 
mounted  as  an  electro-glyphic  cast  to  x^rint  from  as  from  a  wood-block.  For  a  sterco- 
glyphie  cast  to  work  from  as  a  stereotype-plate,  a  plaster  copy  is  taken  of  tho  original 
drawing,  the  high  lights  are  cut  out,  and  then  an  electrotype  copy  is  made. 

Electro-tint  is  done  by  drawing  with  wax  or  varnish  any  design  on  a  fair  copper- 
plate, and  making  an  electrotype  copy  for  the  printer's  use. 

Fern-leaves,  &c.,  are  copied  by  being  laid  on  a  sheet  of  soft  gutta-percha,  pressed 
into  the  surface  by  a  smooth  plate  to  which  x^ressure  is  applied,  and  then  removed  in 
order  to  subject  the  gutta-percha  mould  to  the  electrotype  x^rocess.  This  is  Natuee 
Feinting,  which  see. 

MM.  Auer  and  Worring  have  copied  lace,  embroidery,  flowers,  leaves  of  trees,  en- 
tire plants,  fossils,  insects,  &c.,  in  their  natural  relief,  by  laying  the  objects  upon  a 
plate  of  copper,  after  having  soaked  them  in  spirits  of  wine  and  turpentine  so  as  to  fix 
them.  A  plate  of  clean  lead  is  laid  over,  and,  on  being  pressed,  an  intaglio  copy  is 
produced  on  it  of  the  object.    From  this  an  electrotype  is  obtained. 

Undercut  medallions,  &c.,  are  copied  in  elastic  moulds  made  of  treacle  and  glue 
in  the  proportions  of  1  to  4.    Masks  and  busts  may  also  be  obtained  in  such  moulds. 

Electro-cloth  was  made  by  saturating  the  fibre  of  canvas  or  felt,  making  it  con- 
ducteous  in  the  usual  way ;  it  was  proposed  in  place  of  tarpaulins  as  a  water-tight 
cover 

Retorts  and  crucibles.  &c.,  of  glass  or  porcelain,  have  been  successfully  coated 
with  electrotype  copper  by  first  varnishing  or  otherwise  preparing  the  surface  to  retain 
the  black-lead,  and  then  treating  them  as  usual. 

Soldering  copper  surfaces  has  been  accomplished  by  galvanic  agency,  iho  ends 
to  be  united  are  placed  together  in  the  solution  of  sulphate  of  copper,  and  connected 
with  the  battery  as  for  ordinary  deposition.  Farts  not  included  in  tho  process^  are 
protected  off  by  varnish ;  copper  is  then  deposited,  so  as  to  unite  the  separate  pieces 

^"/wre^'may  be  coated  with  copper.  But  here  a  new  feature  comes  into  view. 
Sulphuric  acid  leaves  the  copper  of  the  sulphate,  combines  with  iron,  and  deposits 
corner  on  its  surface  without  the  aid  of  the  voltaic  apparatus.  The  iron  surface  is 
imperfectly  covered  with  copper,  and  no  firm  perfect  deposit  occurs.  In  order  to  obtain 
solid  deposits  of  coxoper  on  iron,  it  is  necessary  to  use  a  solution  that  has  no  ordinary 
chemical  reaction  upon  iron.  Cyanide  of  copper  is  used,  which  may  be  obtained  by 
dissolving  sulphate  of  copper  in  cyanide  of  potassium.  This  so  ution  requires  to  be 
raised  to  and  retained  at  a  temperature  not  greatly  below  200°,  in  order  to  give  good 

""^^Ekctro-zincim]  is  applied  to  surfaces  of  iron,  in  order  to  protect  them  from  cor- 
rosion A  sSon  is  made  of  sulphate,  of  zinc,  which  is  placed  in  a  trough  794. 
™or  three  battery  cells  are  required.  The  iron  to  be  zinced  is  connected  witli  the 
zinc  end  of  the  battery,  and  a  plate  of  zinc  with  the  copper  end.  ^.    ^  ,       , ,  . 

vlZk  brass  does  not  appear  to  have  been  obtained  in  a  sohd  distinct  form  but 
has  been  successfully  produced  as  a  coating  upon  a  copper  siu-faco.  Separate  solutions 
a?e  mS  of  sulphate  of  copper  and  of  sulphate  of  zinc  in  cyanide  of  potassium.  The 
Jworiutions  ar?  then  mixed,  and  placed  in  a  decomposing  trough.  Two  or  tliree  cells 
two  !f  ^^i"^''^  °  ^^^^^  „  , '  „„  connected  with  tho  copper  end.  An  electrotype 
of  a  battery  are  ^^f,^' connected  .vith  the  zinc.  BrilUant  and  per- 
copper  modal  or  ^^^^f^f  for  some  hours;  but  after  a  whilo,  tho 

feet  brass  soon  appears,  and  wiU  ctopobit  biowij  . 
character  of  the  solution  changes,  and  copper/ippoars  in  place  of  biass. 

This  hasty  glance  at  the  leading  applications  of  this  art  ^'l^  ^  ^J^?^  °*  P 
Utility.   It  altS  comes  ioto  play  in  cases  where  least  suspected.   Pins  were  tinned  by 
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electrotype  long  before  the  art  was  known.  Brass  pins  are  thrown  into  solution  of  tin 
in  cream  of  tartar,  and  are  unchanged;  but  when  a  lump  of  tin  is  thrown  among  them, 
a  voltaic  pair  is  formed,  and  tin  is  deposited  on  all  the  heap.  Any  stray  pins  detached 
from  tlie  mass,  escape  the  influence.  _         ■,    r.   •  i 

Space  would  fail  us  were  we  to  go  through  the  list  of  crystalline  and  of  simple 
bodies  formed  by  these  processes;  as  for  instance,  octahedral  crystals  of  protoxide  of 
copper ;  tetrahech^al  crystals  of  proto-chloride  of  copper ;  octahedral  crystals  of  sul- 
phide of  silver ;  crystals  of  subnitrate  of  copper ;  bi  basic  carbonate  of  copper,  and 
others  too  numerous  to  name,  have  all  been  formed  by  slow  voltaic  actions.  The  alka- 
line metals,  potassium,  sodium,  &c.,  were  first  obtained  by  Davy  in  the  galvanic  way; 
magnesium,  barium,  aluminium,  calcium,  &c.,  are  obtained  by  M.  Bunsen  by  operating 
Upon  the  chlorides  of  these  metals  either  in  solution  or  in  a  state  of  fusion. 

Electro-etching  is  produced  at  the  place  where  the  current  enters  the  decomposing 
ti-ough,  as  at  the  copper-plates  c  of  fig.  794.  A  plate  of  copper  is  prepared  as  if  for 
the  graver  ;  its  face  is  then  covered  with  an  etching  ground  of  asphalte,  wax,  black 
pitch,  and  biu-gundy  pitch ;  and  its  back  with  varnish.  The  design  is  then  traced 
tlirough  the  etching  gTound  with  a  fine  point ;  the  plate  is  then  placed  in  the  trough 
B,  containing  either  sulphate  of  copper  or  simply  diluted  sulphuric  acid,  and  connected 
with  the  copper  of  the  battery.  After  a  few  minutes  it  is  removed,  and  the  fine  lines 
are  stopped  out  with  varnish ;  it  is  then  replaced,  and  again,  after  a  few  minutes  is 
removed,  and  the  darker  shades  are  stopped  out ;  the  parts  still  exposed  are  again 
subjected  to  the  action,  and  the  etching  is  cofaplete.  "When  the  ground  is  removed, 
the  design  will  be  found  etched  upon  the  copper-plate  ready  for  the  printer. 

Daguerreotype  etchwg  is  a  delicate  operation,  and  requires  much  care.  The  solution 
employed  by  Professor  (now  Sir  W.)  Grove  was  hydrochloric  acid  and  water  in  equal 
parts,  and  a  battery  of  two  or  three  cells. 

Platinized  silver  is  used  in  face  of  the  daguerreotype,  instead  of  copper.  The  result 
comes  out  in  about  half  a  minute.  An  oxy-chloride  of  silver  is  formed,  and  the  mer- 
cury of  the  plate  remains  untouched. 

A  Photo-galvano-gra'phic  Company  was  formed  in  London  for  carrying  out  the 
process  of  Paul  Pretsch.  He  made  solutions  of  bichromate  of  potash  in  glue-water,  or 
in  solution  of  gelatine,  instead  of  in  pure  water.  He  then  treated  the  glass  or  plate 
with  these,  and  in  the  usual  way  took  a  picture.  He  washed  the  gelatine  picture  with 
water,  or  solution  of  borax  or  carbonate  of  soda,  which  left  the  picture  in  relief ;  when 
developed,  he  washed  with  spirits  of  wine,  and  obtained  a  sunk  design.  The  surfaces 
thus  prepared,  or  moulds  made  from  them,  were  placed  in  a  galvano-plastic  apparatus 
for  obtaining  an  engraved  plate  from  which  to  print.  The  process  was  not,  commer- 
cially, successful.    See  Photo-gaxvanooraphy. 

The  Duke  of  Leuchtenberg  prepares  a  plate  for  etching  by  leaving  the  design  on 
tlie  ground,  and  removing  the  ground  for  the  blank  parts.  When  his  electrotype 
operation  is  complete,  the  design  is  in  relief  instead  of  being  in  intaglio  as  in  ordinary 
etching. 

Mctallo-chroones  consist  of  thin  films  of  oxide  of  lead,  deposited  sometimes  on 
polished  plates  of  platinum,  but  most  commonly  on  polished  steel  plates.  The  coloiirs 
are  most  brilliant  and  varied.    Nobili  is  the  author  of  the  process. 

A  satMated  solution  of  acetate  of  lead  is  prepared  and  placed  in  a  horizontal  trough. 
Three  or  four  battery  cells  are  required.  A  steel  plate  is  laid  in  the  acetate  of  lead 
with  its  polished  surface  upward,  and  is  connected  with  the  copper  of  the  battery.  If 
a  wire  is  connected  with  the  zinc  end  of  the  battery,  and  held  over  the  steel  plate  in 
the  solution,  a  series  of  circles  in  brilliant  colours,  arise  from  the  spot  immediately 
beneath  the  wire,  and  expand  and  spread,  like  the  circles  when  a  stone  is  thrown  into 
a  pond.  Silver-blond  is  the  first  colour  ;  then  fawn-colour,  followed  by  the  various 
shades  of  violet,  and  indigoes  and  blues  ;  lake,  bluish  lake,  green  and  orange,  greenish 
violet,  and  passing  through  reddish  yellow  to  rose-lake,  which  is  the  last  colour  in  the 
senes. 

According  to  the  shape  of  the  metal  by  which  the  current  enters— be  it  a  point, 
a  slip  a  cross,  a  concave,  or  a  convex  disc— so  is  the  form  of  the  coloured  figm-o 
varied.  And  if,  in  addition  to  this,  a  pattern  in  card  or  gutta-percha  is  cut  out  and 
mterposed  between  the  two  surfaces,  the  action  is  intercepted  by  the  portions  not 
removed,  and  the  design  is  produced  on  the  steel  plate,  in  colours,  that  maybe  greatly 
1^^^^^^^<^<^oxA\nQ  to  the  duration  of  the  experiment.  The  different  colours  are  due  to 
t^?^»fferont  thicknesses  of  the  thin  films  of  peroxide  of  lead. 

,  M.  Becquerel  proposed  the  deposit  of  peroxide  of  lead,  and  also  the  red  peroxide  of 
Jron  tor  protecting  metals  from  the  action  of  the  atmosphere.    Por  the  latter  proto 
batteriee  °^  dissolved  in  ammonia  solution,  and  operated  upon  by  two  or  three 

'  The  most  important  application  of  olectro-moteUurg^  in  t)io  arts  has  been  fof 
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TtossiuT  t^nfJt       •    ''Ir^      'r'^''"^'  """^  then  dissolved  in  other  cyanide  of 

^?  -^'^  -^to^oEVa^ndrhf^hi^^^^^^^ 

IS  washed  and  dissolved  in  cyanide  of  potassium.  Or  a  solution  of  cvaS  of  wtls 
smm  IS  p  acod  in  the  trough  b,  fig.  794,  and  the  current  frZ  tteTor  Lr  cKs 
passed  into  i  from  a  silver  plate  at  c,  which  comWnes  with  and  irdissolvedTn  the 
liquid  converting  it  into  a  cyanide  of  silver  solution.  To  prevent  Sver  beiig  ab! 
stracted  by  deposition  at  as  the  current  leaves  the  trough,  tL  ml  at  m  is  pfacod 
within  a  porous  cell  of  cyanide  solution,  so  as  to  limit  the  action.  ^ 

Gold  solution  IS  obtained  by  dissolving  the  anhydrous  peroxide  of  gold  in  cyanide 
of  potassium,  or  by  treating  chloride  of  gold  with  cyanide  of  potassium,  oi  b^ulg 
wfv  as  tscr2d'fr^?r  '  "^^^^^^^  of^potassium'  in  the  same 

Fiff.  799  shows  a  single-cell  arrangement  for  plating.   The  zinc  is  outside,  and  is 


799 


bent  to  embrace  both  sides  of  the  porous  cell.  The  article  to  be  plated  is  within  this 
cell,  because,  being  the  vessel  of  smaller  capacity,  less  of  the  more  valuable  silver 
solution  is  required,  and  there  is  less  of  loss  or  waste.  The  same  holds  good  in  a 
greater  degree  of  gold.  In  a  few  minutes  the  article  is  covered  with  silver.  If  a  few 
drops  of  sulphuret  of  carbon  are  added  to  the  silver  solution,  the  silver  is  deposited 
bright.    Gold  does  not  come  down  quite  so  rapidly  as  silver. 

Except  for  mere  experiment,  these  operations  are  better  accomplished,  and  with 
less  waste,  by  using  distinct  batteries,  as  a,  fig.  800,  the  solution  of  gold  or  silver  being 
in  a  distinct  trough  b,  plates  of  silver  or  gold,  as  the  case  may  be,  being  suspended 
in  front  of  the  article  to  be  coated.  One  or  two  cells,  according  to  the  result  re- 
quired, are  used  for  plating ;  and  three  or  four  for  gilding.  But  gilding  is  never  so 
well  accomplished  as  it  is  with  hot  solutions.  The  modes  of  keeping  solutions  hot 
vary  with  circumstances,  and  with  the  extent  of  the  operations.  Fig.  801  is  an 
arrangement  for  operations  on  a  small  scale.  The  vessel  a  b,  containing  the  gold 
solution,  rests  over  a  small  stove  or  spirit-lamp.  The  objects  to  be  gilt  are  suspended 
by  wires  to  the  conducting  rod  d,  in  connection  with  the  zinc  end  of  the  battery ;  and 
the  gold  wire  or  plate  c  is  connected  with  the  other  end.  A  temperature  of  from  100° 
to  200°  is  desirable ;  the  higher  temperatures  require  fewer  battery  cells  ;  with  the 
highest,  one  will  suffice.  The  solution,  of  course,  evaporates  under  the  influence  of 
heat ;  and  distilled  water  must  be  added  to  supply  the  loss,  before  each  fresh  ope- 
ration. 

Plating  and  gilding  are  successfully,  and,  in  point  of  economy,  advantageously, 
carried  on  at  Birmingham,  in  more  than  one  manufactory,  by  means  of  magneto- 
electricity.  In  the  article  on  Electho-Telegraphy  will  be  found  a  description  of  this 
fopm  of  electric  force,  and  the  means  by  wbicU  it  is  produced,        olectro-magnet  in 
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set  in  motion  in  front  of  tlio  poles  of  a  permanent  magnet,  in  such  a  manner  that  the 
soft  iron  core  of  the  electro-magnet  becomes  alternately  a  magnet  and  not  a  magnet : 


in  the  act  of  becoming  a  magnet,  it  raises  up  a  current  in  one  direction  in  the  -wire 
with  which  it  is  wound ;  in  the  act  of  ceasing  to  be  a  magnet,  it  raises  up  a  current 
in  the  reverse  direction.  The  ends  of  the  wire  are  led  away  and  insulated.  The  in- 
strument is  fitted  with  a  commutator,  so  adjusted  that  it  collects  the  currents  from  the 
ends  of  the  wire,  and  guides  them  in  a  uniform  direction  into  the  vessel  that  contains 
the  solution  and  articles  to  be  gilded  or  plated.  In  practice,  a  single  machine  consists 
of  many  electro-magnets  grouped  together,  and  many  powerful  magnets  for  exciting 
them ;  by  which  means  a  continuous  flow  of  a  large  amount  of  electricity  is  ob- 
tained.   Fig.  802  is  an  illustration  of  such  an  arrangement  as  adapted  by  Mr.  Wool- 

802 


nch:  aaaa  are  four  clusters  of  permanent  stool  magnets,  seen  from  above  •  hhhhh 
«ll  f  *'"'';™e-work  of  the  machine ;  c  c  c  c  are  four  bars  of  soft  iron,  wound  with  large 
Sates' on  ffP.?'"';'''"-  '  disc,  on  which  they  are  mounted,  and  which 

from  whlh  tJ.  ''^  axis  of  which /shows  the  upper  end;  .  is  the  commutator, 
m^rl,  7"'°^  ^"^^  ^'^d  °^     the  solution  to  bo  operated  upon.    The  permanent 

SSHn^t  T'^r^.        '""'^  °'  ^'^^^  ""T"''  tJ^e  other Knlth 

a  «tr«f  '   ■        ^®'Shfc  of  electro-magnets  cc,  &c.    The  axis  is  set  in  rotation  bv 

^0  ?rnKS;"^nd  ^b'^r  °'  ^  -^^^i  Bteam-engine,  that  dl'tWdTna^^ 

.  A  in  a  :actory ,  and  the  disc  carries  the  electro-magnets  between  the  poles  of  tl^e 
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permanent  magnets,  and  exposes  thorn  to  the  most  favourable  action  of  these  poles. 
The  number  of  coils  and  magnets  varies  in  proportion  to  the  work  required.  By  this 
arrangement,  not  only  does  each  coil  pass  under  the  influence  of  many  magnets,  but 
each  magnet  acts  successively  on  many  coils ;  and  a  proportionate  supply  of  electri- 
city is  the  result. 

Elkctro-Deposition  of  Iuon,    This  has  been  often  attempted,  witjiout  much 
success  until  recently.   A  process  has  now  been  discovered  which  answers  admirably. 

This  now  process  has  boon  perfected  by  M.  Eugene  Klein,  who  is  at  the  head  of  the 
chemical  department  in  the  Imperial  State  paper  manufactory  in  St.  Petersburg. 
Many  difficulties  have  arisen  and  have  been  successfully  surmounted  in  developing 
this  process  to  its  present  practical  issue.  Attempts  were  made  to  effect  the  object  so 
far  back  as  the  year  1846,  but  which  were  unsuccessful,  and  it  was  about  twenty 
years  before  the  problem  was  definitely  solved.  The  importance  and  reality  of  the 
progress,  however,  are  now  unquestionable,  and  an  extended  knowledge  of  the  process 
must  inevitably  lead  to  its  general  adoption.  At  the  present  time  we  believe  its 
application  is  confined  to  the  Eussian  Imperial  State  paper  works,  where  it  has  been 
in  active  operation  for  some  time,  the  iron  plates  replacing  those  of  copper  for  bank- 
note printing  and  for  other  similar  purposes.  The  application  of  the  invention,  how- 
over,  extends  to  all  the  other  branches  of  the  art  of  electrotyping. 

From  a  paper  upon  the  present  subject,  read  by  the  late  Prof.  Jacobi  before  the  Aca- 
demy of  Sciences  in  Eussia,  in  1868,  it  appears  that  in  the  previous  year  M.  Feuquieres 
sent  to  the  Paris  Exhibition  some  specimens  of  iron  electrotype  which  presented  a  fair 
appearance  as  regarded  surface,  but  still  were  inferior  to  those  produced  by  M.  Klein 
in  the  year  following,  M.  Feuquieres  does  not  appear  to  have  published  the  process 
by  which  he  obtained  his  results,  and  he  moreover  only  spoke  of  it  with  the  greatest 
reserve.  Professor  Jacobi,  however,  states,  on  the  authority  of  Professor  Varrentrapp 
of  Brunswick,  that  the  process  and  the  bath  employed  differ  essentially  from  those  of 
M.  Klein,  whose  results  may  be  considered  as  being  perfectly  independent, 

Eeferring  to  the  process  of  electrotyping  in  iron.  Professor  Jacobi  observes  that  the 
good  quality  of  the  iron  deposit  depends  principally  upon  the  greater  solubility  of 
the  anode.  The  augmentation  of  its  surface  not  having  produced  the  desired  effect, 
M.  Klein  conceived  the  idea  of  combining  the  anode  of  iron  with  another  of  copper. 
The  Professor  varied  this  combination  by  replacing  the  copper  with  horn-charcoal,  which 
gave  more  powerful  results.  The  effects  of  this  combination  were  thus  rendered  com- 
plete the  negative  metal  combined  with  the  iron  in  the  same  bath  formed  a  duplicate 
layer  which  worked  as  a  cathode  opposite  the  iron,  and  as  an  anode  by  its  combination 
with  'the  copper-wire,  or  the  positive  pole  of  the  pile  which  furnished  the  principal 
current  The  surface  of  this  electrode  consequently  disengaged  hydrogen  and  oxygen 
simultaneously,  which  combined  in  the  proportions  which  form  water,  Thesurplus 
hvdroo'en  freely  disengaged  itself,  or  produced  a  polarisation  of  the  electrotype,  _  il, 
observes  the  Professor,  the  oxygen  is  most  abundant,  and  if  the  electrotype  consisted 
of  an  inoxidisable  substance,  such  as  horn-charcoal,  it  would  also  have  disengaged  gas, 
and  have  given  a  feeble  polarisation.  If,  however,  the  electrotype  is  oxidisable  bke 
Conner  it  will  be  oxidised  and  dissolved.  By  immersing  a  galvanometer  m  the 
circuit'  Professor  Jacobi  has  observed  the  deviation  of  the  need  e  diminish  by  degrees 
whilst  the  current  was  very  feeble,  and  it  became  perfectly  still  after  the  force  of  the 
current  had  been  increased  to  a  certain  degree.  At  length,  im.sing  that  degree,  the 
Professor  noted  that  the  deviation  again  became  inconstant.  By  means  of  the  galva- 
nometer, therefore,  it  becomes  easy  to  so  regulate  the  current  as  to  disengage  neither 
t\m  oxveen  nor  the  hydrogen  from  the  cathode.  -rr,  •       i  •  i 

So  Ir  Professor  Jacobi.  Turning  now  to  a  letter  from  M.  Klein  which  was 
i^laced  before  the  Eussian  Academy  of  Sciences  in  1868,  we  have  recorded  the  methods 
JmSoved  byhim  in  the  production  of  iron  electrotype.  M.  Klein  saw  M._  Feuquieres 
sSmens  at  th^  Paris  Exhibition,  and,  encouraged  by  Professor  Jaeobi,  he  on  h.s 
^^Hn-n  to  St  Petersburg  in  October  1867,  renewed  liis  attempts  to  electrotype  in 
Lo"  The  sciStTfic  ntfrest  which  attached  to  the  new  development,  and  the  em> 
t=«f,,l  niinlications  of  which  he  saw.  it  was  susceptible,  especially  in  the 
ZarUntf  of  e^^^^^^^^  P^-^ng,  stimulated  M.  Klein  and  in  the  early  part  of 

1  Q?f  1  v,^  °' Sished  his  obiect.  The  medals  produced  in  the  early  part  of  M. 
1868  he  had  accompiislica  porosities  and  deep  hollows  which  pene- 

Klein's  researches  ^^^f '  ??  ^^^^^^^^^  Jtho  deposit.  These  cavities  were  also  observ- 
tratcd  nearly  through  the  ^l^kness  ot  tno  aepo  ^  l^^er 

able,  in  great  numbers  ^^f.  J^SHroluy  pL^eede  from  bubbles  of  ga.- 
specimens  these  siugida  fP;]}t'llZ^,TJ^^^  wJy  inferior  to  those  of  copper  speci- 
cntirely  disappeared,  and  their  ^o^^r  P«       ^^^^  J^^^-  of  M.  Klein  was  tlie 

ihens  produced  under  the  J^^^^t  '^g"  'ee^B  was  effected  in  a  bath  composed  of 
aftrSir ^^^^^  welded  a  .maU  proportion  of  glycerine, 
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Thoso  however,  teho  have  paid  attention  to  this  steeling  process,  have  had  occasion 
to  remark  that  in  giving  the  deposit  of  iron  a  greater  thickness,  the  surface  cracked, 
and  the  deposit  detached  itself  from  the  cathode  in  excessively  brittle  flakes.  It 
became  necessary,  therefore,  to  employ  baths  of  two  different  classes,  composed  of 
sidphate  of  iron  and  sulphate  or  chlorate  of  ammonia,  finally,  M.  Klein  devised 
three  baths,  after  the  formida  FeO,  SO^  +  NH^O,  SO^  +  6H0.  The  first  bath  consists 
of  a  concentrated  solution  of  crystals  of  this  double  salt.  The  second  bath  was  com- 
posed by  mixing  the  concentrated  solution  of  each  of  these  two  salts  in  the  propor- 
tions of  their  equivalents.  At  length  M.  Klein  obtained  the  third  bath  by  taking  a 
solution  of  sulphate  of  iron,  precipitating  the  iron  by  carbonate  of  ammonia,  and 
dissolving  .the  precipitate  by  sulphuric  acid,  getting  rid  of  all  excess  of  acid.  In  pre- 
paring the  baths  of  the  second  class,  M.  Klein,  as  we  have  stated,  mixed  the  solutions 
of  chlorate  of  ammonia  and  sulphate  of  iron  in  the  proportions  of  their  equivalents. 
Another  method  employed  is  to  dissolve  in  a  solution  of  iron  as  much  chlorate  of  am- 
monia as  it  will  readily  absorb  at  a  temperature  of  about  66°  Falir.  All  these  baths 
were  concentrated  as  highly  as  they  could  be.  As  an  anode,  M.  Klein  employed  iron 
plates  gi^^ng  a  surface  about  eight  times  that  of  the  copper  cathode.  In  using  a 
Daniell  battery  for  the  decomposition,  the  deposit  was  formed  in  twenty-four  hours 
upon  the  whole  of  the  cathode.-  The  deposit,  however,  was  full  of  flaws,  and  was  easily 
detached  and  broken  up  into  fragments.  As  it  often  happens  that  the  solution  of  sul- 
phate of  copper  improves  by  use,  M.  Klein  hoped  that  the  iron  solutions  would  act  in 
a  similar  manner.  He  therefore  continued  the  experiments  for  several  days,  without, 
however,  obtaining  any  better  results.  Under  the  advice  of  Professor  Jacobi,  instead 
of  a  pair  of  Daniell  cells  for  each  of  the  five  stages  of  decomposition,  lie  then  employed 
four  pairs  of  feebler  Meidinger  cells,  uniting  them  in  series  with  the  five  stages  of 
decomposition.  This  arrangement  was  found  to  give  a  smaller  development  of  Iiydro- 
gen  at  the  cathodes,  and  better  final  results.  The  deposits,  however,  were  not  yet 
perfect,  some  exhibiting  porosity,  and  others  being  furrowed. 

Conceiving  from  previous  experience  that  this  was  due  to  acidification  of  the  bath, 
iVI.  Klein  tested  it,  and  found  a  very  decided  acid  reaction.  He  attributed  this  acidi- 
fication to  the  circumstance  that  the  quantity  of  iron  deposited  on  the  cathode  was 
greater  than  that  dissolved  by  the  anode.  It  was,  therefore,  necessary  to  give  the 
anode  a  greater  degree  of  solubility,  and  as  that  could  only  bo  effected  by  increasing- 
its  area,  M.  Klein  conceived  the  idea  of  placing  in  the  bath  a  plate  of  copper  and 
uniting  it  with  the  iron.  The  result  of  this  combination  was  very  remarkable ;  not 
only  wore  the  baths  of  the  first  class  rendered  neutral  after  several  hours,  but  the 
deposits  became  much  more  uniform.  Their  colour  was  a  dtdl  grey ;  they  adhered 
perfectly  to  the  cathode  without  warping  or  cracking  in  any  part.  During  the  first 
2i  hours  the  surfaces  remained  perfectly  even ;  but  afterwards  they  began  to  exhibit 
minute  ca^aties  similar  to  the  appearances  often  produced  upon  galvanic  deposits  of 
copper.  These  cavities,  however,  rarely  penetrated  to  the  depth  of  the  deposit. 
Their  production  is  attributed  to  the  superabundant  disengagement  of  gas  pn  the 
surface  of  the  cathode.  It  probably  happens  that  these  bubbles  attach  themselves 
strongly  enough  to  hinder  the  formation  of  the  deposit.  If  the  energy  of  the  current 
becomes  too  great,  these  annoying  phenomena  are  produced  more  frequently.  By 
reducing  this  energy  in  the  process,  and  having  only  an  imperceptible  disengagement 
of  gas.  by  diminishing  the  concentration  of  the  bath,  or  augmenting  the  resistance  of 
the  solid  portions  of  the  circuit,  the  formation  of  these  cavities  entirely  disappeared, 
and  the  beautiful  results  to  which  we  have  already  referred  have  been  obtained.  A 
microscopical  examination  of  the  reverses  of  the  deposits  produced  by  M.  Klein's 
final  process  fails  to  discover  any  porosity  or  irregularity  in  the  specimens. 

On  leaving  the  bath  the  iron  is  as  hard  as  temi^ered  steel  and  very  brittle.  Ec- 
heated  to  a  dull  red  heat  it  loses  much  of  its  sharpness  and  hardness.  Heated  to  a 
cherry-red,  it  becomes  malleable  and  may  be  engraved  as  easily  as  soft  steel.  K  the 
deposits  are  produced  in  good  condition  and  annealed  uniformly  and  with  the  ne- 
cessary precautions,  they  are  neither  subject  to  warp  nor  bend.  There  is  no  contrac- 
tion, but  on  the  contrary,  a  slight  degree  of  expansion,  almost  imperceptible  however 
Owing  to  the  necessity  of  having  bank-note  and  similar  plates  identical  in  every 
respect,  it  is  of  the  first  importance  that  they  should  not  be  distorted,  nor  have  thci"r 
•aimensions  altered  in  the  process  of  annealing.  It  appears  that  the  galvanic  deposit 
ot  uron_  has  not  only  permanent  magnetism,  but  that,  like  soft  iron,  it  receives  tlin 
magnetism  of  position. 

,  Wo  have  now  reviewed  both  the  failures  and  the  successes  of  M.  Klein  Of  tlie 
mportanco  of  the  practical  application  of  the  process  there  can  be  no  doubt  wlntovcr 
Svln?'""""^  T}^^^''.     '=°1'P°''  of  ^^o''  fiicilities  will  bo  afforded  ibr 

elcctmt^J^  "''''^  especially  bank-notes  and  cheques.  Iron 

Ploctrotypo  plates  arc  foun4  to  bo  almost  indestructible,   They  not  only  can  U 
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printed  from  an  almost  unlimited  number  of  times;  but  they  are  better  calculated 
tnan  those  of  copper  to  withstand  those  inevitable  accidents  constantly  occurring  in 
printing  establishments.  Printers  are  sometimes  obliged  to  set  aside  as  useless  their 
best  plates,  which  are  often  damaged  by  a  grain  of  sand,  or  by  a  chance'  knot  in  the 
paper.  These  accidents  not  only  involve  the  expense  of  renewing  the  plates,  but 
sometimes  occasion  interruptions  and  delays  in  works  of  a  very  pressing  nature. 
These  are  some  amongst  the  many  advantages  which  may  bo  expected  to  accrue  from 
the  introduction  of  iron  electrotype.' 

Electeo-Deposition  of  Nickel.  '  It  is  only  within  the  last  few  years  that  nickel- 
plating  has  boon  brought  prominently  into  notice  but  Mr.  Smeo,  in  his  "  Elements 
of  Eloctro-metallurgy,"  published  in  1852,  has  the  following  on  the  subject:— 
'The  nitrate  and  sulphate  of  nickel,  the  ammouio-nitrate,  and  sulphate  of  nickel, 
the  nickelo-cyanido  of  potassium,  but  especially  the  chloride  of  nickel,  require  con- 
sideration. The  nitrate  is  very  soluble,  but  the  metal  has  no  great  inclination  to 
be  precipitated,  for  the  hydrogen  appears  rather  to  prefer  being  evolved  than  to  reduce 
the  metal.  The  sulphate  of  nickel  is  also  used  as  a  double  salt,  and  the  metal  is  re- 
duced more  readily  from  it  than  from  the  nitrate.  It  is  best  reduced  by  the  compound 
battery  process  with  a  platinum  positive  pole,  though  a  nickel  positive  pole  may  be 
employed.  Tlie  solution  of  either  nitrate  or  sulphate  combined  with  alkalis,  those  of 
ammonia  deserving  the  preference,  ought  to  be  as  strong  as  possible.  The  chloride 
forms  an  excellent  material  for  precipitation,  by  means  of  a  nickel  positive  pole  with 
one  or  two  batteries.  The  nickel  so  deposited  has  a  peculiar  white,  brilliant  lustre, 
looking  almost  like  glass.  The  deposit  is  so  beautiful  when  removed  from  the  negative 
pole  that  it  forms  a  great  contrast  to  the  common  nickel  metal,  and  no  person  would 
ever  suppose  that  there  was  any  similarity  of  composition  between  that  substance, 
still  less  identity.  For  practical  purposes  the  chloride  is  first,  and  next  to  it  is  the 
sulphate  for  the  reguline  deposit."  Several  processes  for  nickel-plating  have  been 
patented  within  the  last  four  years,  but  it  is  difficult  to  see  how  the  inventors  can 
claim  any  right  to  more  than  the  exclusive  use  of  some  probably  immaterial  detail. 
Napier  coated  articles  with  nickel  in  1847  ;  and  although  there  have  doubtless  been 
improvements  in  the  various  methods,  it  will  be  seen  from  the  extract  from  Smee 
above  quoted,  that  it  is  only  some  special  detail  of  the  process  that  can  be  claimed. 
In  one  of  the  latest  of  these  patents,  taken  out  in  the  United  States  this  year,  the  in- 
ventor claims  a  solution  of  either  of  the  soluble  salts  of  nickel,  which  must  be  free 
from  potash,  soda,  lime,  alumina,  or  nitric  acid,  the  said  solution  to  be  perfectly 
neutral.  M.  Becquerel,  however,  states  that  potash  in  no  way  affects  the  deposition, 
of  the  nickel,  the  double  sulphate  of  nickel  and  potash  being  as  useful  as  the  double 
sulphate  of  nickel  and  ammonia.  The  batteries  in  use  for  nickel-plating  are,  we 
believe,  principally  the  Smee  and  the  Bunsen  with  their  modifications,  although  the 
DanieU  and  the  Grove  elements  are  also  suitable ;  but  the  chief  requirement  from  the 
battery  is  a  uniform  and  unchanging  current  perfectly  free  from  variation.  Napier 
says  it  is  indispensable  that  the  battery  should  be  so  arranged  that  the  quantity  of 
electricity  generated  should  correspond  with  the  extent  of  surface  to  be  coated ;  and 
it  appears  to  us  that  Napier  is  correct  in  this,  but  we  take  from  Dr.  Teuchtwanger 
the  details  of  the  apparatus  employed  in  an  extensive  nickel-plating  establish- 
ment in  the  United  States.     The  plating-trough  consists  of  a  large  wooden  box 

5  ft.  6  in.  long,  2  ft.  wide,  and  14  in.  deep,  lined  with  asphaltum  varnish.  (We  have 
reason  to  believe  that  good  dry  oak  is  the  best  wood  of  which  to  make  the  troughs 
used  in  electro-plating:  other  woods  will  answer,  but  oak  is  both  cheapest  and  best 
in  the  long  run.)  The  capacity  of  this  vat  is  about  70  gallons,  the  liquid  consisting 
of  hot  water,  to  each  gallon  of  which  three  quarters  of  a  pound  of  the  double  sulphate 
of  nickel  and  ammonia  is  allowed.  The  battery  consists  of  six  zinc  plates,  9x10  in., 
well  amalgamated,  and  six  carbon  plates  of  the  same  dimensions.  The  box  containing 
these  is  lined  with  lead,  and  holds  ten  gallons  of  water,  to  which  20  ozs.  of  sulphuric 
acid  are  added.  This  battery  is  said  to  remain  in  active  operation  for  two  weeks,  the 
zinc  plates  needing  no  re-amalgamation  for  four  months.  The  articles  to  be  plated 
are  suspended  from  copper  and  brass  vnres  stretched  across  the  vat,  and  require  from 

6  to  10  hours'  immersion.  The  battery  is  kept  constantly  at  work ;  as  soon  as  one  set 
of  articles  is  plated  another  replaces  it.  According  to  Dr.  Fouchtwanger,  the  plating 
solution  must  be  kept  neutral,  litmus-paper  being  frequently  used,  and  if  acid  is 
present  caustic  ammonia  must  be  added  till  the  liquid  is  brought  to  the  normal  state, 
the  tendency  being  to  work  acid.  It  is  also  necessary,  of  course,  to  replace  the  con- 
sumed salts.  If  chloride  of  nickel  and  ammonia  is  used,  the  proportions  are  four 
ounces  of  the  salt  to  a  gallon  of  water.  Dr.  Fouchtwanger  also  describes  what  lie 
terms  "  a  simple  nickol-plating  apparatus ; "  but  his  account  is  not  so  explicit  as  may 
be  deemed  needful.  However,  the  apparatus  consists  of  a  "  bath  or  vat  containing  the 
usual  nickel  solution  of  double  salt  (the  sulphate,  wo  presume),  three  quarters  of  ^ 
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pound  to  the  gallon  of  hot  water ;  five  gallons  is  to  be  applied  to  the  porous  cell  which 
contains  the  amalgamated  zinc  pole,  three  inches  broad,  seven  inches  deep,  and  seven 
inches  long ;  but  touching  within  one-half  of  an  inch  all  around  from  the  cell.  The 
copper--\vire  is  connected  to  hold  suspended  the  articles,  such  as  faucets,  pistols,  or 
other  ware  to  be  plated  with  nickel ;  the  operation  goes  on  at  once  and  deposits  the 
metallic  nickel  from  its  solutions  in  the  space  of  three  or  four  hoxirs."  It  must  bo  ac- 
knowledged that  the  details  here  given  are  not  of  the  clearest  kind,  and  some  portions 
of  the  apparatus  appear  to  have  been  forgotten.  Mr.  Beardslee,  whom  Dr.  Feucht- 
wanger  says  is  the  veteran  nickel-plater  of  the  States,  gave  the  latter  valuable  infor- 
mation. Mr.  Beardslee  finds  the  best  results  to  be  given  by  the  chloride  of  nickel 
and  a  certain  quantity  of  ammonia.  He  uses  the  chromium  negative  plate  battery  in 
two  cells.  The  amount  of  battery-power  required  for  a  given  amount  of  work  should 
be  in  zinc  siurface  equal  to  the  surfaces  to  be  coated  at  one  time.  The  surface  of  a 
nickel  anode  should  never  be  less  than  the  surface  to  be  coated.  "  The  anode  surface 
for  a  nickel  solution  may  be  much  greater  than  the  surface  to  be  coated  ;  and  more 
and  better  work  will  be  the  result."  A  nickel  solution  of  40  gallons  requires  10 
anodes  of  6  x  12  in.  and  so  in  proportion  to  the  greater  or  less  quantity  of  gallons. 
The  nickel  anodes  are  connected  to  the  chromium  or  carbon  plates  of  the  battery  (Mr. 
Beardslee  prefers  chromium) ;  the  articles  to  be  coated  with  the  zincs.  In  the  small 
way  Mr.  Beardslee  employs  in  one  gallon  of  the  nickel  solution  a  nickel  anode  of 
4x6  in.,  with  two  one-gallon  cells  of  the  chromiiun  negative  plate  battery ;  and  ho 
states  that  the  chloride  solution  works  better  when  it  exliibits  an  acid  reaction. 
Possibly,  however,  Stolba's  method  is  the  simplest  of  all,  and  is  easily  applicable.  To 
some  chloride  of  zinc  add  double  the  quantity  of  water,  boil  and  add  hydrochloric  acid 
slowly  tiU  the  precipitate  is  re-dissolved.  A  very  little  zinc  powder  is  added,  and  in 
a_  few  minutes  the  vessel  is  coated  with  zinc  wherever  the  liquid  touches  it.  The 
nickel  salt  (either  the  chloride  or  sulphate)  is  then  added  in  sufficient  quantity  to  turn 
the  liquid  of  a  greenish  tint.  The  articles  are  then  introduced  with  some  cuttings  of 
zinc;  the  whole  being  boiled  for  about  15  minutes,  when  the  coating  will  be  found 
complete.  It  is  scarcely  necessary  to  say  that  whatever  process  is  employed,  the 
surfaces  to  be  coated  must  be  perfectly  clean,  which  is  best  seciured  by  dipping  in  acid  ; 
and  when  they  are  plated  they  must  be  waslied  with  hot  water  and  polished  with 
cloth  buffs  and  crocus,  rouge,  or  other  polishing  powder.  By  means  of  the  thin 
coating  of  nickel,  articles  of  iron  and  steel  are  prevented  from  rusting,  while  those  of 
brass,  copper,  lead,  or  zinc,  are  preserved  from  tarnish ;  nickel-plating,  too,  has  tho 
advantage  over  silver-plating  that  it  lasts  four  times  as  long  and  costs  about  one- 
fourth,  while  it  is  less  liable  to  lose  its  polish.' 

Electro-deposition  of  nickel  has  been  effected  from  several  of  the  salts  of  nickel  in 
solution ;  but,  until  recently,  the  process  has  not  been  worked  commercially.  The 
Plating  Company  working  Brookes'  patent  have  been  eminently  successful  by  the 
tollowing  processes :  which  we  copy  from  their  Specification  of  Patents  :— 

'The  solutions  from  which  nickel  has  been  heretofore  most  successfully  deposited 
are  the  chloride  of  nickel,  the  cyanide  of  nickel  and  potassium,  the  double  sulphate  of 
nickel  and  ammonia,  and  the  double  chloride  of  nickel  and  ammonium.  The  inventor 
ot  the  recently-patented  process  believes  the  chloride  is  the  best,  but  the  deposits 
obtained  from  it  are  very  far  from  what  is  required  for  the  general  purposes  to  which 
the  electro-deposition  of  this  metal  maybe  appUed.  As  this  solution  is  ordinarily 
prepared.  It  is  a  good  condiictor  of  electricity  as  compared  with  most  liquids,  and  the 
S  '^.'j^lf'^"^  ittveelj,  but  in  a  spongy,  brittle  condition,  and  more  or  less 
mixed  with  the  peroxide  ot  nickel,  which  gives  it  a  brownish  appearance.  Tho  deposit 
has  also  a  great  tendency  to  accumulate  on  the  edges  of  the  plate  on  which  it  is  made 
of  ?i       ^  Protuberances.    Therefore,  although  the  deposits  may  be  obtained 

Mo™""      ^^.I'^^^^^/s  they  are  practically  useless  for  electrotyping  or  electro-plating. 

SSs^J         ?f  f  a  sub  Wide  of  nickel, 

Which  falls  to  the  bottom  of  the  vessel  as  an  insoluble  precipitate.  In  consequence  of 
dews  tTon'«  oi'r  V  ^^,r«ted,  both  of  nickel  and  chlorine,  and  the  process  of 
siiC^  ^  ^^'^  when  the  solution  is  formed  in  the  best-known  manner,  by 
twJ  ^  l-f''?  °^,«l^«l-cliloride,  the  deposited  metal,  though  free  from  the  oxide  and 
Ir  cSt^^^^  the  brittle,  warty  condition,  accompanied  tSe 

precipitation  of  sub-chloride.    The  double  cyanide  of  nickel  and  potassium  is  a  Door 

rr?  ii  tTo°itf  "'^Y'       '^"^'T'  ^^^g^  bitex^-power.    With  ^a  low  bl  ry  poCr 

^^^^^^^i  « -  ^^^^  - 
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discover,  these  two  solutions  are  inhoroutly  incapable  of  giving  a  coherent,  tenacious, 
iloxiblo  metal,  such  as  is  required  in  the  arts  of  electrotyping  and  electro-plating.  Of 
the  other  two  solutions  named,,  the  inventor  believes  that,  before  his  improvements, 
the  best  results  were  obtained  from  the  double  chloride  of  nickel  and  ammonium,  but 
the  metal  deposited  from  it  is  of  such  a  character  as  to  be  worthless  when  deposited 
to  any  appreciable  thickness.  It  is  accompanied  with  the  deposit  of  peroxide,  and  is 
therefore  brown  or  black.  It  is  extremely  liable  to  split  up  into  thin  scales,  which 
may  bo  rubbed  oif  even  with  the  hand.  Tliis  want  of  coherence  and  tenacity  unfits  it 
for  the  requirements  of  the  arts.  The  metal  deposited  from  the  double  sulphate  of  nickel 
aud  ammonia  is  substantially  the  same  as  the  above,  but  it  is  not  so  easily  obtained. 
If,  with  these  solutions,  a  battery-power  is  used  of  an  intensity  of  two  Grove  cells,  or 
thereabouts,  a  Avhite  deposit  may  bo  obtained  of  considerable  thickness,  but  still  with 
such  a  tendency  to  split  up  in  scales  that  it  is  practically  useless,  and  neither  solution 
gives  the  full  equivalent  duo  to  the  current. 

'  It  has  been  discovered,  however,  that  the  difficulties  attending  the  use  of  these 
last-named  solutions,  and  the  character  of  their  deposits,  are  not  inherent  in  the  nature 
of  tlio  solutions,  but  are  due  to  the  modes  of  preparing  them,  or  to  the  presence  in 
minute  quantities  of  certain  substances  which  are  generally  employed  in  making  them, 
or  in  the  reduction  of  the  nickel  used  in  making  them.  In  order,  therefore,  to  prepare 
these  solutions  in  such  a  manner  as  to  give  the  results  reached,  it  is  necessary  to  adopt 
processes  in  their  preparation  and  observe  precautions  which  shall  either  dispense 
with  the  use  of  these  substances  altogether  or  shall  effectually  remove  them  if  they 
are  employed.' 

The  patentee  then  proceeds  to  give  the  following  directions : — '  In  preparing  this 
solution,  I  prefer  the  use  of  pure  nickel ;  but  commercial  nickel  may  be  used.  Com- 
mercial nickel  almost  always  contains  more  or  less  of  the  re-agents  employed  in  the  puri- 
fication or  manufacture  of  the  metal,  such  as  sidphate  of  lime,  sulphide  of  calcium, 
sulphide  of  sodium  or  potassium,  chloride  of  sodium,  and  alumina.  When  any  of 
these  substances  are  present  it  is  necessary  to  remove  them ;  this  can  be  done  by 
melting  the  nickel,  or  by  boiling  it  in  water  containing  at  least  1  per  cent,  of  hydro- 
chloric acid.  The  boilings  must  be  repeated  with  fresh  acid  and  water  until  the  waste- 
waters give  no  indication  of  the  presence  of  lime  when  treated  with  oxalate  of 
ammonia.  When  the  metal  is  purified  by  melting,  the  foreign  substances  collect  on 
the  top  of  the  melted  metal  in  the  form  of  a  slag,  which  can  be  removed  mechanically. 
If  the  nickel  contains  zinc  it  should  be  melted,  in  order  to  volatilise  the  zinc  and  drive 
it  off.  The  crucible  in  such  case  must  not  be  closed  so  tightly  as  to  prevent  the 
escape  of  the  zinc  fumes.  K  copper,  arsenic,  or  antimony  is  present  in  the  nickel  it 
can  be  removed  after  the  nickel  is  dissolved  by  passing  sulphuretted  hydrogen 
through  the  solution.  The  acid  to  be  used  in  dissolving  the  metal  consists  of  one 
iDart  strong  nitric  acid,  six  parts  imuriatic  acid,  and  one  part  water.  Nitric  acid  or 
miu-iatic  acid  may  be  used  separately,  but  the  above  mixture  is  preferred.  A 
quantity  of  this  acid  is  taken,  sufficient  to  dissolve  any  given  amount  of  the  metal, 
with  as  little  excess  of  the  former  as  possible  ;  a  gentle  heat  is  aU  that  is  required. 
The  resultin>T  solution  is  then  filtered,  and  to  prepare  the  solution  of  the  double 
sulphate  of  nickel  and  ammonia,  a  quantity  of  strong  sulphuric  acid,  sufficient  to 
convert  all  the  metal  into  sulphate,  is  added,  and  the  solution  is  then  evaporated  to 
drvness  The  mass  is  then  again  dissolved  in  water,  and  a  much  smaller  quantity 
than  before  of  sulphuric  acid  is  added,  and  the  whole  again  evaporated  to  dryness, 
the  temperature  being  raised  finally  to  a  point  not  to  exceed  650°  Fahr.  This  «mpe- 
rature  is  to  be  sustained  until  no  more  vapours  of  sulphuric  acid  can  be  detected.  The 
resultincr  sulphate  of  nickel  is  pulverised  and  thoroughly  mixed  with  about  soWi  of  '^s 
Sit  of  carbonate  of  ammonia,  and  the  mass  again  subjected  to  a  gradually- 
ncmasing  temperature,  not  to  exceed  650°  Falir.  until  the  carbonate  of  ammonm  is 
SJelv  volatil  sed.  If  any  iron  is  present,  the  most  of  it  will  be  converted  into  an 
SSeS  whi  h  maybe  removed  by  filtration.    The  resulting  _  dry  and  neutral 

sXAte  of  n  ck  1  is  then  dissolved  in  water  by  boiling,  and  if  any  insoluble  residue 
sulphate  01  mcKei  IS  ^^^^  ^.^^^^  ^^^^^  ^^^^^^  solution 

remains,  ^1  °  f  "i,^^^      the  dry  sidphate  can  be  calculated.    This  amount  of 

uSradd  ?Sed^  four  times  its  weight  of  water,  and 

bulphuric  acia  carbonate  of  ammonia ;  the  former  is  preferred. 

satuKitoxl  with  pure  a^^^^^^^  should  be  evaporated  until  it  becomes  neutral. 

This  solution.  If  t  of  commerce  may  likewise  be  used,  but  pure 

to  test-paper.  J^^^^^^V  °i;"ed.   The  two  solutions  of  the  sulphate  of  nickel 

sulphate  of  ammonia  is  to  be  Prci°"°'-V  ,  .  ^51^^^^^  ^tji  s^xfficicnt  water  to  leave 
and  sulphate  o^ ---l"^';!^^!^^^^^^^^^^^  the  solution  is  ready  for  use. 

U  oz.t.2ozs.ofiiickel  to  ^.^^^^         ammonium,  the 

^^ZST^^i^^^^^^  the  same  manner  as  is  described  for  tho 
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previous  solution,  and  it  is  to  be  freed  from  copper  and  other  f"^'!^?" 
«-ime  manner.  The  solution  is  then  to  be  evaporated  to  dryness  ;  at  bhou  U  n^"" 
TiL" riy  anhyclrous  as  possible.  The  salt  is  then  pl^^ed  n  a  retort  and  hcatc^l  o 
a  bri4t  red  heat.  The  salt  sublimes  and  is  collected  in  a  suitable  receiver,  the  caithy 
Lt  er  beTngleft  behind.  The  salt  thus  purified  is  dissolved  water  J^d  o  1^^^ 
Stion  is  added  an  equivalent  quantity  of  pure  chloride  of  ammonium.  The  solution 
is  then  ready  for  use  :  it  may  have  a  specific  gravity  of  1050  to  11 00 

Of  these  two  solutions  the  inventor  much  prefers  the  double  sulphate,  as  at  gi^es  a 
softer  metal,  which  can  be  polished,  or  otherwise  worked  more  readily  than  tnat 
obtained  from  the  double  chloride  solution.  The  double  sulphate  solution  has  tms 
important  advantage  over  any  other  solution,  that  it  gives  a  deposit  with  a  smooui 
surfiice,  which  can  be  polished  with  comparatively  little  laboui-.  When  the  process  is 
properly  conducted,  the  deposit  can  bo  made  much  thicker  than  is  ordinarily  reqmrea 
for  plating  other  metals  before  it  acquires  a  rough  or  matted  surface.  With  a  metal 
so  hard  as  nickel  this  is  a  matter  of  great  importance.  j.  « i. 

The  Specification  of  the  Patent  and  the  Disclaimer  and  Memorandum  of  Alteration 
of  The  Plating  Company  (Limited)  to  Brookes'  patent  give  still  further  directions  lor 
securing  the  pimty  of  the  nickel  solution.  These  are  points,  however,  to  which  those 
only  who  are  likely  to  carry  out  the  electro-deposition  of  nickel  on  a  large  scale  need 
attend,  and  to  such  the  papers  referred  to  are  always  available.  •   ;j    i   4.  • 

Having  prepared  the  solutions  and  anodes,  nickel  may  be  readily  deposited ;  but,  m 
order  to  carry  on  the  deposition  continuously,  it  is  necessary  to  observe  certain  pre- 
cautions. ■  1  J        •  4.  •(. 

First.  The  use  of  a  battery  of  too  high  an  intensity  must  be  avoided  ;  an  intensity 
of  two  Smee's  cells  is  sufficient.  A  high  intensity  decomposes  the  solution  and  liberates 
free  ammonia,  thus  rendering  the  solution  alkaline,  and  impairing  its  value.  When- 
ever the  smell  of  free  ammonia  arises  from  the  decomposing  cell,  the  operator  may  be 
siu'6  that  the  s6lution  is  being  injiu-ed.  It  is  important  that  the  depositing  shall  not 
be  forced  by  the  use  of  too  strong  a  current. 

Second.  It  is  important  that  great  precaution  should  be  used  to  prevent  the  intro- 
duction into  the  solution  of  even  minute  quantities  of  potash,  soda,  or  nitric  acid. 
When  an  article  to  be  coated  is  cleaned  in  acid  or  alkaline  water,  or  is  introduced  into 
it  for  any  purpose,  the  greatest  care  must  be  taken  to  remove  all  traces  of  these  sub- 
stances before  the  article  is  introduced  to  the  nickel  solution,  as  the  introduction  of 
the  most  minute  quantities  of  acids  or  alkalis  -vAW  surely  be  injurious. 

Third.  The  anode  of  the  depositing  cell — a  nickel  plate  of  the  utmost  purity — of 
copper,  or  alloyed  with  a  little  iron  to  secure  the  precipitate,  should  present  a  surface 
to  the  action  of  the  solution  somewhat  larger  than  the  surface  upon  which  the  deposit 
is  being  made,  particularly  in  the  double  sulphate  solution.  The  reason  is  that 
nickel  dissolves  so  slowly  that  if  the  exposed  surface  is  not  larger  than  the  surface  on 
which  the  deposit  is  made,  the  solution  will  not  keep  saturated.  On  the  other  hand, 
if  the  anode  is  very  much  larger  than  the  positive  pole,  it  tends  to  give  a  deposit  of 
black  powder. 

Fourth.  With  solutions  and  anodes  thus  prepared  and  used,  the  deposition  of 
nickel  can  be  carried  on  continuously,  and  almost  as  surely  and  certainly  as  the  depo- 
sition of  copper  from  the  common  sulphate  solution,  though  the  limits  of  the  battery- 
power  which  may  be  used  are  narrower.  The  metal  deposited  is  compact  and 
tenacious.  It  may  be  deposited  of  nearly  uniform  thickness  over  any  surface,  however 
largo.  _  The  deposited  metal  is  capable  of  being  annealed  by  a  heat  below  a  lov/  red 
lioat ;  it  then  becomes  flexible,  malleable,  and  ductile,  either  to  furnish  effectual  pro- 
tection to  the  metal  on  which  it  is  deposited,  or  to  be  removed  and  used  separately 
from  the  surface  on  which  it  may  be  deposited.  Thus  electro-typo  plates  of  nickel  may 
bo  produced,  either  as  copies  of  irregular  surfaces  which  it  is  desired  to  reproduce,  or 
as  plain  sheets  of  nickel,  which,  after  being  annealed,  may  be  rolled,  hammered,  or 
spun  into  a  variety  of  forms  or  articles. 

Far  more  extensive  use  has  been  made  of  these  properties  in  America  than  in  this 
country.  There  it  is  used  for  carriage  and  harness  fittings,  for  guns  and  pistols,  for 
various  scientific  instruments,  and  for  numerous  domestic  utensils  and  articles  of 
furniture  from  fenders  to  flat-irons.  For  brass  and  iron  fittings  on  board  ship, 
and  for  lever  handles  of  engines  of  all  kinds  it  is  especially  adapted,  and  for  the 
metals  mentioned  in  all  places  Avhoro  they  are  liable  to  oxidation  or  corrosion. 
'The  process  is,  we  believe,  carried  on  in  London  on  an  extensive  scale,  but  ono 
.  estal>lishment,  or  even  half-a-dozcn,  cannot  supply  the  needs  of  the  public  when 
the  value  of  the  process  becomes  better  known,  even  if  they  can  keep  pace  with  the 
■  present  dcmniid.  Without  doubt  many  improvements  upon  the  process  introduced 
by  Prof.  Boettgor  in  1843  will  be  introduced  as  soon  as  the  utility  of  nickel-Dlatine 
uecomoH  known.  r  & 
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EIiECTRO-MOTIVZ:  JlTStGINXiS.  Tlio  following  remarks  on  this  siibject  are 
an  abstract  of  a  communication  read  by  the  editor  to  the  Institution  of  Civil  Engi- 
neers, for  which  they  awarded  him  their  Telford  Medal. 

Numerous  olectro-miignetric  machines  have  been  made,  but  a  few  only  of  those 
require  to  bo  described.  In  1832,  Salvatoro  dal  Negro  published  an  account  of  the 
attempts  made  by  him  in  this  direction.  As  Dal  Negro's  engine  was  of  a  very  simple 
and  effective  kind,  the  Professor's  description  of  it  may  be  quoted  : — '  As  I  had  been 
successful  in  producing  temporary  magnets  of  very  great  power,  with  very  small  elec- 
tro-motors, I  endeavoured  to  apply  this  power  to  moving  machinery,  I  will  now 
briefly  state  by  what  moans  I  endeavoured  to  set  a  lover  in  motion.  I  first  used  a 
magnetic  steel  bar,  placed  vertically  between  one  end  of  a  temporary  magnet.  The 
bar  vibrated  from  the  attractions  and  repulsions  which  took  place  between  its  north 
polo  and  the  north  and  south  polos  of  the  oloctro-magnet.  In  the  same  way  a  motion 
may  bo  effected  in  a  horizontal  piano.  I  also  sot  in  motion  a  similar  bar,  by  allowing 
a  piece  of  iron,  set  free  from  the  magnet  at  tho  moment  when  its  power  became  =  0 
to  fall  on  one  of  its  ends,'  after  this  it  was  immediately  re-attracted.  This  can  be 
effected  in  two  ways :  tho  one  may  bo  employed  when  a  quick  motion  is  to  be  produced, 
and  the  second  when  a  greater  force  is  wanted ;  in  the  fiist  case  the  weight  falls  only 
just  out  of  the  power  of  the  magnet's  attraction,  and  tho  instant  the  weight  has  fallen 
upon  the  bar,  or  lever,  it  is  ro-attractod  by  the  magnet  that  the  action  may  be  re- 
peated :  it  is  always  small  in  comparison  with  that  which  the  magnet  cannot  support 
whilst  in  contact.  In  the  second  case  the  whole  weight  which  the  magnet  can  cany 
is  employed,  and  use  is  made  of  tho  force  which  draws  it  to  the  magnet.'  Upon  this 
was  founded  several  other  attempts,  particularly  one  by  Dr.  Schulthess,  who  was  so 
satisfied  with  tho  result,  that  ho  wrote  in  1833  : — 'If  we  consider  that  electro-magnets 
have  already  been  made,  which  were  capable  of  carrying  20  cwts.,  and  that  there  is 
no  reason  to  doubt  that  they  may  be  made  infinitely  more  powerful,  I  think  I  may 
boldly  assert  that  electro-magnetism  may  certainly  be  employed  for  tho  purpose  of 
moving  machines.  Professor  Botto,  of  Turin,  also  employed  '  a  lever  put  in  motion 
(in  the  manner  of  a  metronome)  by  the  alternating  of  two  fixed  electro-magnetic 
cylinders,  exerted  on  a  third  moveable  cylinder,  connected  with  tho  lower  arm  of  the 
lever,  the  upper  part  of  which  maintains  a  metallic  wheel,  serving  in  tho  ordinary 
way,  as  a  regulator  in  a  continuous  gyratory  motion.'  It  will  bo  evident  to  any  one 
who  has  observed  the  motion  of  many  of  the  electric  clocks,  that  this  is  in  several 
respects  similar  to  the  pendulous  motions  adopted. 

In  1835,  the  late  Prof.  Jacobi,  of  St.  Petersburg,  published  an  account  of  his  expe- 
riments, which  were  carried  out  on  a  large  scale,  regardless  of  cost,  at  the  expense 
of  the  Emperor  Nicholas.  His  first  idea  was  to  employ  tho  attractive  and  repellant 
powers  of  magnetic  bars,  so  that  he  might  obtain  an  advancing  and  receding  motion, 
which  could  be  easily  changed  into  a  continuous  circular  motion.  A  great  many 
machines  have  been  made  upon  this  principle ;  but  Jacobi  alone,  as  far  as  can  be 
learned,  has  pointed  out  the  true  cause  of  their  failure.  '  We  know,'  he  says,  '  the 
ill  effects  of  shocks  in  the  movements  of  machines,  but  there  is  here  another  incon- 
venience which  is  not  simply  mechanical.  The  soft  iron,  by  these  repeated  shocks 
and  vibrations,  gradually  acquires  at  tho  surface  of  contact  the  nature  of  steel ;  there 
will  be  a  considerable  permanent  magnetism,  and  the  transient  magnetic  force  which 
alone  produces  tho  movement,  will  be  weakened  in  proportion.  A  number  of  ex- 
periments, which  I  have  made  upon  the  magnetic  force  of  a  bar  of  soft  iron,  bent 
into  a  horseshoe  form,  has  shown  mo  the  great  disadvantage  of  often-repeated  shocks, 
proceeding  from  the  sudden  contact  of  the  armature.'  ...  , 

Jacobi,  finally  setting  aside  all  oscillating  motions,  produced  a  machine  giving  con- 
tinuous circular  motion,  by  fixing  eight  electro-magnetic  bars  on  a  disc,  moveable  round' 
an  axis — and  eight  fixed  bars  similarly  arranged  upon  a  fixed  platform.  The  arrange- 
ment of  tho  bars  admitted  of  much  variety,  provided  it  was  exactly  symmetrical,  and 
that  it  allowed  the  poles  to  approach  each  other  as  nearly  as  possible.  Arrangements 
were  made,  with  much  ingenuity,  by  which  tho  poles  of  the  magnets  were  mversed 
directly,  and  so  that  inversion  should  take  place  precisely  at  that  ppmt  where 
the  bars  were  opposite  each  other.  One  hundred  and  forty-four  inversions  in  the 
second  were  readily  effected,  and  Jacobi  declared  it  would  be  easy  with  his  apparatus 
to  change,  or  to  completely  interrupt,  the  electric  current  one  thousand  or  more 

times  in  a  second.  ,     •,   .        j  ^  ^ 

A  machine  constructed  upon  this  principle  was,  at  tho  desire  and  at  the  cost  of  an 
.  Imperial  Commission,  put  on  board  a  ten-oarod  shallop,  equipped  with  paddle-wheels, 
to  which  the  clcctro-magnctic  machine  communicated  motion.  The  boat  was  28  leet 
long,  and  7^  feet  in  width,  and  drew  2i  feet  of  water.  In  general,^  there  were  10  or 
12  persons  on  board,  and  tho  voyage  on  tho  Neva  was  continued  during  several  entire 
days.    By  those  experiments  Jacobi  was  led  to  the  conclusion  that  a  battery  ot 
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20  square  feet  of  platinum  would  produce  power  equivalent  to  one  horse ;  and  the 
vessol  went  at  the  rate  of  four  miles  an  hour.  In  1839,  Jacobi  tried  another  experi- 
ment, with  a  battery  of  64  platinum  plates,  each  having  36  square  inches  of  surface ; 
when  the  boat,  with  a  party  of  14  persons  on  board,  went  against  the  stream  at  the 
rate  of  three  miles  an  hour. 

In  1837,  Mr.  Thomas  Davenport,  of  the  United  States,  constructed  a  rotary  engine, 
m  which  permanent  and  electro-magnets  were  employed.  Mr.  Taylor,  in  1839 
patented  an  electro-magnetic  engine,  both  in  America  and  in  this  country,  the  prin- 
cipal novelty  in  which  was,  that  instead  of  changing  the  poles  of  the  magnets,  the 
electric  action  was,  at  fixed  rapid  intervals,  entirely  suspended.  In  1837,  Mr.  David- 
son, of  iidinburgh,  constructed  an  engine,  in  which  he  produced  motion  by  simply 
suspending  the  magnetism,  without  a  change  of  the  poles.  Mr.  Eobert  Davidson 
placed  an  electro-magnetic  locomotive  on  the  Edinburgh  and  Glasgow  Eailway :  the 
carriage  was  16  feet  long  and  6  feet  broad,  and  weighed  about  5  tons.  AU  the 
arrangements  appear  to  have  been  very  complete,  but  when  put  in  motion  on  the 
rai^.  It  was  not  possible  to  obtain  a  greater  speed  than  four  miles  an  hour. 

.-frotessor  Pages  electro-magnetic  engine  was  for  some  time  looked  upon  as  a 
triumph.  The  fundamental  principle  of  it  is  thus  described :—' It  is  well  known 
that  when  a  helix  of  suitable  power  is  connected  with  the  poles  of  a  battery  in  action 
an  iron  bar,  withm  it,  will  remain  held  up  by  the  induced  magnetism,  although  the 
helix  be  placed  m  a  vertical  position  ;  and  if  the  bar  is  partly  drawn  out  of  the  helix 
by  the  hand,  it  goes  back  with  a  spring,  when  the  hand  lets  go  its  hold.  This  power 
-the  action  of  the  hehx  upon  the  metallic  bar  within  it-is  the  power  used  in  Page's 
engine.'  Professor  Page  exhibited  one  of  his  engines,  of  between  4  and  5  W 
power  at  the  Snuthsonian  Institution;  the  battery  to  operate  with  being  contained 
within  a  space  of  3  cubic  feet.  It  was  a  reciprocating  engine  of  2-feet  strokr  and 
the  whole,  including  the  battery,  weighed  about  one  ton  Professor  Page  sSedthat 
the  consumption  of  3  Ibs.  of  zinc  per  day  would  produce  one  horstfowS  S 
statement  requires  further  investigation.  power.  xaiB 

Many  similar  attempts  have  been  made  to  construct  effective  machines  to  be 
moved  by  the  power  of  the  voltaic  battery.    Among  others,  Mr.  LnW  constructed 

ProttrmSttn^^^^^  t  Talboran^a'nTStr 
rroiessor  WJieatstone.    In  these  there  were  many  ingenious  mechanical  arran^A 

SIS  =F'f  •m'ss  -E-ss = 

Wer.%pears^:C\ttt^^^^^ 

^X^^oist'GZXS:^^^^^^^  jh-r-  /r^  ^^^^^^  ^'^-^«^' 

am«  tpSe^^^^^^^^  ^^f.^' ^-^^cted  with  them,  an  almost  infinite 

been  given  oFthe  cl^s^ f^V^^^^^^  satisfactory  explanation  has  ever 

electricity  as  a  motivr^owpr    Tf  ,    abandonment  of  the  idea  of  employing 

these  caiLs!  thaulres's^rreadlrrtS?^  °'  ^"-'i-  ' 

■4n"t'm;7b'e"c'^^^^^^^^^^  -  ^T''  "^^^^^^^  ^^ectro- 

is  probablefthat  ther™  liTTiT^  J      ]  have  a. lifting  power  equal  to  many  tons.  It 

power  of  ei;ctro.magneS  those  limrLT^''\^'  T^^^  \'  l''''^^'  i«  the 
to  be  attained,  there  Tnkhinir-"^        yet  been  reached ;  butsupposing  them 

"magnets  in  the  arrangemen L^t^^^^^^^  the  numberof  electrS 

subiect  thai-  f^^^    ""geiueucs.    It  may  be  stated,  m  connection  with  thiq  r,a^f  *i 

doSi^tS^^^??"''^^^"^^^^  "^'^  Searder's  magnetomete™appeaS  t^^^^^^  It 
thussSLwStrr^^^^  ^P^'^-l  Poculiarit'ies.  ^SJe  t^^^^^^^ 

are  m^^^^^^^  ^SdtlTnra^et^^^^^^^^  ^^Lh  from  ^^^^ 

there  appears  an  average  excess  of  31  Ihf    nfi-^^  •  <     T       *°  ^^^en  elements 
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of  power  bears  a  decreasing  ratio  to  tlio  power  employed,  and  at  last,  the  addition  of 
five  elements  was  not  found  to  produce  an  increase  of  effect  equivalent  to  the  value  of 
one  element.  In  all  experiments,  therefore,  on  electro-magnetic  machines,  tlie  experi- 
mentalist has  fii'st  to  dotormino  the  utmost  power  whicli  the  soft  iron  is  capable  of 
assuming,  in  relation  to — 1st,  the  number  of  coils  of  wire  on  the  iron  ;  and  2nd,  the 
number  of  elements  employed  in  the  exciting  source — the  voltaic  battery.  The  lengtli 
of  the  iron  and  its  thickness  are  also  points  demanding  special  considerations  from  the 
constructor  of  an  electro-magnetic  machine. 

There  remains  now  to  examine  the  production  of  the  power,  Electro-Magnetism. 

The  electro-mechanician  is  dependent  upon  his  battery,  in  the  same  way  as  a  steam 
engineer  is  dependent  upon  his  fire  and  his  boiler,  for  the  production  of  mechanical 
effect. 

Voltaic  batteries  vary  in  their  effects,  and  hence  arise  statements  which  differ  widely 
from  each  other,  as  to  the  result  obtained,  by  the  destruction  (?  change  of  form)  of  a 
given  quantity  of  metal  in  the  battery. 

Dr.  Botto  states,  that  45  Ibc.  of  zinc,  consumed  in  a  Grove's  battery,  are  sufficient  to 
work  a  one-horse  power  electro-magnetic  engine  for  twenty-four  hours. 

Mr.  Joule  says  the  samo  results  would  have  been  obtained,  had  a  Daniell's  battery 
been  used,  by  the  consumption  of  75  lbs.  of  zinc. 

It  is  impossible,  on  the  present  occasion,  to  enter  into  the  theory  of  the  voltaic 
battery,  or  to  describe  the  varieties  of  arrangement  which  have  been  adopted  for 
generating  (developing)  electrical  force  in  the  form  of  a  current,  -with  the  greatest 
eSbct,  at  the  smallest  cost. 

On  this  point  the  evidence  of  Jacobi  may  be  quoted : — '  "With  regard  to  the  magnetic 
machine,  it  -will  be  of  great  importance  to  weaken  the  effects  of  the  counter  current, 
without  at  the  same  time  weakening  the  magnetism  of  the  bars.  It  is  the  alternate 
combination  of  the  pairs  of  plates  in  the  voltaic  pile,  which  permits  us  to  increase  the 
speed  of  rotation  at  will.  We  know  the  magnetic  power  of  the  current  is  not  sensibly 
aut^mented  by  increasing  the  number  of  the  pairs  of  plates,  but  the  counter  current  is 
considerably  weakened  by  its  being  forced  to  pass  through  a  great  many  layers  of 
liquid.  In  fact,  on  using  twelve  voltaic  pairs,  each,  half  a  square  foot,  instead  of  four 
copper  troughs,  each  with  a  surface  two  square  feet,  which  I  had  hitherto  used,  the 
speed  of  rotation  rose  at  least  250  or  300  revolutions  in  a  minute.' 

Mechanical  force,  whether  obtained  in  the  form  of  man-power,  horse-power,  st«am- 
power,  or  electrical  power,  is  the  result  of  a  change  of  form  in  matter.  In  the  animal, 
it  is  the  result  of  muscular  and  nervous  energy,  which  is  maintained  by  the  due  supply 
of  food  to  the  stomach.  In  the  steam-engine,  it  is  the  result  of  vapour-pressure,  which 
is  kept  up  by  the  constant  addition  of  fuel  to  the  fires,  under  the  boilers.  In  the 
magnetic  machine,  it  is  the  result  of  currents  circulating  through  wires,  and  these 
currents  are  directly  dependent  iipon  the  chemical  change  of  zinc  or  of  some  other 
metal  in  the  battery.  Then, 

Animal-power  depends  on  food. 
Steam-power  depends  on  coal. 
Electrical  power  depends  on  zinc. 


An  equivalent  of  coal  is  consumed  in  the  furnace— that  is,  it  unites  its  carbon  with 
oxveen  toform  carbonic  acid,  and  its  hydrogen  with  oxygen  to  form  water,  and  during 
this  change  of  state  the  quantity  of  heat  developed  has  a  constant  relation  to  the 

chemical  action  going  on.  .     ^-  p  ^  •  ti,of  •  'Tl,o 

Mr  Joule  has  proved  by  a  series  of  most  satisfactory  experiments,  that  ilie 
ouantitvof  heat  capable  of  increasing  the  temperature  of  a  pound  of  water  by  one 
deeree  of  Fahrenheit's  scale  is  equal  to,  and  may  be  converted  into,  a  mechamcal  force 
^minhlo  of  raisine  838  lbs.  to  the  perpendicular  height  of  one  foot. 

Sr  J  sJSssell  has  shown  that  in  the  Cornish  boilers,  at  Huel  Towan  and  the 
United  Mines,  the  combustion  of  one  pound  of  Welsh  coal  evaporates  of  waiter,  from 
ks  StiaUemperature,  10-68  lbs.  and  10-48  lbs.  respectively  'But,'  says  Mr.  Joule,  '  we 
havrshown  that  on;  degree  is  equal  to_838  lbs.  raised  to  the  height  of  one  foot 
^tl!  J^ri  flifi  hPit  evolved  by  the  combustion  of  one  pound  of  coal  is  equivalent  to  the 
meZral  tlTcl;^^^^^^^^^  9,584,206  lbs.  to  the  height  of  one  foot,  or  to  about 

ten  times  the  duty  of  the  best  Cornish  engines. 

Such  are  the  conditions  under  which  heat  is  ^^V^^i^^  ..H 
•    1    ;  V^L.  ^«  oPtfld  on  bv  the  acid  n  the  cells  of  the  battery,  and  is  oxidised 
Ze\t    In  t^p^^  a  given  quantity  of  electricity  is  set  in  motion ; 

tnertuy.    xu  tmo  ^  i,on  falls  very  far  below  the  whole  amount  developed 

but  the  qy^^tity  available  for  u^^^  electrical  disturbance,  is  generated 

'^lt°of  tL  Ic   it  msL  tC  gh  the  acidulatod  fluid  to  the  copper  plate 
^totpUl.  a^^^^^^^^     rassing^-  0-  -^i^un  to  another  it  has  to  overcome 


ELECTRO-MOTIVE  ENGINES  227 

certain  mechanical  resistances,  and  thus  a  portion  of  the  force  is  lost.  This  takes  placo 
in  every  cell  of  the  voltaic  arrangement,  and  consequently  the  proportion  of  zinc  which 
is  consumed,  to  produce  any  final  mechanical  result,  is  considerably  greater  than  it 
should  bo  theoretically. 

Joule  gives  as  the  results  of  his  experiments,  the  mechanical  force  of  the  current 
produced  in  a  Daniell's  battery  as  equal  to  1,106,160  lbs.  raised  one  foot  high,  per 
pound  of  zinc,  and  that  produced  in  a  Grove's  battery  as  equal  to  1,843,600  lbs.  raised 
one  foot  high,  per  pound  of  zinc. 

It  need  scarcely  be  stated,  that  this  is  infinitely  above  what  can  be  practically  ob- 
tained. A  great  number  of  experiments,  made  by  the  Author  some  years  since,  enabled 
him  to  determine,  as  the  mean  average  result  of  the  currents,  produced  by  several  forms 
of  battery-power,  that  one  grain  of  zinc,  consumed  in  the  battery,  would  exert  a  force 
equal  to  lifting  86  lbs.  one  foot  high.  Mr.  Joule  and  Dr.  Scoresby  thus  sum  up  a  series 
of  experimental  results :  '  Upon  the  whole,  we  feel  ourselves  justified  in  fixing  the 
maximum  available  duty  of  an  electro-magnetic  engine,  worked  by  a  Daniell's  battery 
at  80  lbs.  raised  a  foot  high,  for  each  grain  of  zinc  consumed.'  This  is  about  one-half 
the  theoretical  maximum  duty.  In  the  Cornish  engines,  doing  the  best  duty,  one  grain 
of  coal  raised  143  lbs.  one  foot  high.  The  difference  in  the  cost  of  zinc  and  coal  need 
scarcely  be  remarked  on.  The  present  price  of  the  metal  in  sheets  is  28^.  per  ton  and 
coal  can  be  obtained,  including  carriage  to  the  engines,  at  less  than  11.  per  ton  :  and 
the  carbon  element  does  two-thirds  more  work  than  can  possibly  bo  obtained  from  the 
metallic  one. 

By  improving  the  battery  aiTangements,  operators  may  eventuaUy  succeed  in  gettinff 
a  greater  available  electrical  force.  But  it  must  not  be  forgotten,  that  the  develop- 
ment ot  any  physical  force  observes  a  constant  law.  Wliether  in  burning  coal  in 
the  furnace,  or  zinc  or  iron  in  the  battery,  the  chemical  equivalent  represents  the 
theoretical  mechanical  power.  Therefore,  the  atomic  weight  of  the  carbon-atom  bein^ 
6,  and  that  of  the  zinc-atom  being  32,  it  is  not  practicable,  under  the  best  possible 
arrangements,  to  obtain  anyth  ng  like  the  same  mechanical  power  from  zinc^  which 
can  be  obtained  from  coal    Zmc  burns  at  an  elevated  temperature;  in  burning  a 

Eb  •«  T -^T  ™t  of  mechanicTl  powei. 

which  IS  obtained  as  electricity  in  the  battery.    The  heat  being  more  easily  applied 
as  a  prime  mover,  it  would  be  far  more  economical  to  bui-n  zinc  Inder  a  boiler  S  to 
generating  steam-power,  than  to  consume  zinc  in  a  voltaic  battery  fS 
generating  electro-magnetical  power.  ucitmry  lor 

i^'S  advance  of  our  knowledge  some  of  the  difficulties  may  be  overcome  An 
TZZiTtv^'^'^'f         "  "'^^^"'^^  ^^de  in  practical  electric  ty  by 

SkST    '  ""^'^  f '^^ftutes  a  rotatory  for  a  reciprocating  motion  in  the  me^ 

arrangement  employed  in  the  production  of  an  electrical  current.  HitheHo 

T>;?Sl        T,^  P^o^^^ced  has  consequently  been  intermittent  in  its  character 

The  new  machine  acts  in  a  similar  manner  to  the  rotary  pump  and  like  that  anmri,,; 

SlwblTr^r^  "^'^^  ^  ^'^y  '^^^^  expeLkx^'of  power  whL X 

?he  firS      otjier  systems,  self-heating,  is  in  it  scarcely  appreciable,    iT  is  morefver 

S  n  obS      a  1  '  ^r'''''/  r '^-""^^^  mag^^eto-electric  cJirr  nTwng 

fVom  the  fact  tSn.t>f.  -  !  s<=ale  and  the  circumstance  derives  additional  interest 
See  and  i  Vr''?*^°'^     from  tlie  ranks  of  mechanical  workers  in  electrical 

E  L'Len  tpptSf  ;?uf?  '^"'T"°-,  °-'^^«  probSyi 

continuourstxSm'T  efeSriS^^^  by  hina,  for  to  obtaiS  a 

ductive  reasoning  wbiV  f^lifi,  ,  followed  a  course  of  experiment  and  in- 
Even  M.SmJs^S^^  ^"^^''^  ^™  ^°  °PP°^it^  ^^^'^^''tion. 
achieved  are  Tvariance  Wh^  ^° 

views  entertain^J  lw^lIf^-  ""^^  ^^^'^^  ^^'^^^  electrical  science,  and  with  th& 
is  Zv^l  T^tn^f  olectricians  upon  the  subject.  The  production  of  the  apparatus 
study  and  Vinotl^^^^^  r  the  part  of  its  inventor  thaf  to  the 

eScal  cSnS^  HZX  t"'  '"^^  ''^}'''  ^^^^^^  ''''  ^^^^^^^^^  production  of 
effected  is  comSnil  Jvi  • ^/  "^'^"^  ^^^^^^  important  improvement  is 
we  Sel  rli^^^^^^         f       '''''  '"""^''^''^  ^^th  coil  of  coppei 

magnet    The  r.«!lf   ^  ^^^^^^^  ^^'^  two  poles  of  a  strong  electrS- 

diSter  and  , T^'^";^  ^y^'"""^'^^  of  «oft  iron  3  ft!  6  in.  high  by  sfin  in 

top  ^T^ms^'o'cSi^l:^^^^^^  They  are  fonneLlat'th^ 

«qi^are.   I^  operation  the  half  of        ^      i  T  '° ^  ^^^^-plate  2  ft.  8  in. 

of  the  magnet  SsllT^  ^f  1    -f  ""^"J  ]^     proximity  with  the  north  end 

"orth  polSv    tL  flJ  ^  T'V'         ^L'"  ?PP°'^te  half  near  to  the  south  f.n"H°„ 

The  rings  or  b;bbins\r-^'r^  "    ^  """"  ^^^-^istant  on  e 

their  polarity  remZ«  ,?n  ^    °^°"    ^^orizontal  axis,  and  when  they  are  set  i 
i>  lanty  remains  unchanged  in  position  with  regard  to  tlio  operator  T 
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is  thorofore  equivalent  to  tlie  coils  alone  being  rotated  over  a  stationary  ring-shaped 
magnet.    The  effect  of  this  is  to  produce  currents  in  the  two  halves  of  each  ring  in  op- 
posite directions  between  its  two  neutral  points.    At  these  points,  however,  contacts 
are  placed,  which  touch  in  succession  a  series  of  studs  connected,  at  regular  intervals, 
with  the  wire-coil.    Thus  the  opposite  currents  in  tlie  two  halves  of  each  ring,  instead 
of  neutralising  each  other,  unite  and  form  a  single  current.    The  machine  requires  a 
very  small  amount  of  force  to  drive  it — much  less  than  one  horse-power  being  ample — 
and  it  produces  a  very  intense  and  steady  flow  of  liglit.    With  this  apparatus  some 
interesting  experiments  have  lately  boon  made  by  Mr.  Robert  Sabine  at  the  works  of 
Messrs.  Whieldon  and  Cooke,  in  the  Westminster-bridge  Iload,  where  the  machines 
are  being  manufactured.    It  was  shown  that  the  current  is  producible  in  large 
quantities,  at  a  much  cheaper  rate,  and  of  greater  constancy  than  by  galvanic  batteries. 
A  further  superiority  over  the  batteries  was  also  demonstrated  in  the  fact  that  the 
resistance  remains  the  same  no  matter  at  what  speed  the  machine  is  driven,  within 
reasonable  limits.    Therefore,  by  driving  it  at  double  speed  twice  as  much  electro- 
motive force  is  obtained,  which  represents,  therefore,  more  than  twice  as  much  current. 
In  the  experiments  the  machine  was  driven  at  a  speed  of  about  320  revolutions  per 
minute,  and  the  first  object  of  the  exhibitors  was  to  show  the  power  developed  by  the 
system.    In  the  next  place  a  length  of  10  ft.  of  platinum- wire  was  made  red-hot  in  a 
few  seconds.    This  experiment  was  afterwards  repeated  with  a  chain  of  about  the 
same  length  and  composed  of  alternate  links,  six  inches  long,  of  silver  and  platinum. 
Wliile  the  platinum  rapidly  became  red-hot,  and  remained  so,  the  silver  never  became 
more  than  inconveniently  heated.    The  light-producing  power  of  the  apparatus  was 
then  exhibited  from  the  rear  portion  of  Messrs.  Whieldon's  works.   The  light  was 
produced  in  the  usual  way  from  -carbon  points  and  condensed  in  a  concave  reflector, 
which  threw  the  rays  down  a  by-street  on  to  premises  in  the  York  Eoad,  a  long  dis- 
tance off,  and  which  were  brilliantly  lighted  up.    The  light  was  very  intense  and 
remarkably  steady,  and  would  doubtless  have  fallen  brightly  on  the  Thames  Embank- 
ment had  not  the  rays  been  intercepted  by  the  York  Eoad  premises.    After  the  light 
had  been  exhibited  for  some  time,  the  experimenters  illustrated  the  power  of  the  cur- 
rent to  fuse  metals.    This  was  done  in  the  interior  of  the  building,  and  platinum, 
aluminium,  silver,  magnesium,  strontium,  metallic  sodium,  and  steel  were  successively 
and  successfully  burnt,  the  spectrum  of  each  being  thrown  on  a  screen.    The  invention 
will  undoubtedly  prove  of  great  importance,  for  use  in  lighthouses  and  for  metallurgical 
purposes,  as  well  as  on  shipboard,  owing  to  the  portability  of  the  apparatus,  the  small 
space  it  occupies,  and  the  slight  power  required  to  drive  it.    It  has  already  been  in 
use  for  some  time  past  with  the  best  results  at  the  electro-platmg  works  of  Messrs. 
Christofle  and  Co.,  of  Paris,  and  is  at  present  under  trial  by  the  Postal  Telegraph 
Department.   Messrs.  Whieldon  and  Cooke  have  constructed  a  machine  which  has 
been  employed  for  exhibiting  a  light  in  the  clock-tower  of  the  Houses  of  Parliament 
during  the  sittings  of  the  House,  so  that  the  public  had  an  opportunity  of  judging  of  its 
merits     This  application  of  the  electric  light  has  not  at  present  (1874)  been  adopted, 
why  we  know  not.   M.  Gramme  certainly  deserves  credit  for  this  most  important 
contribution  to  applied  science,  by  means  of  which  he  has  practically  solved  the  problem 
of  the  production  of  cheap  dynamic  electricity.  ,,t   j  r 

S1.BCTRO-PI.ATINC  AND  GUiDIWC  IRON.  Professor  Wood,  of 
Sttrinefield,  Massachusetts,  in  a  paper,  which  he  has  communicated  to  the  'Scientific 
American,'  recommends  the  foUowing  as  useful  recipes  for  the  electro-metaUurgist. 
He  savs  '  I  believe  it  is  the  first  time  that  a  solution  for  plating  direct  on  iron,  steel, 
or  Britannia  metal  has  been  published.  In  most  of  the  experiments  I  ha,ve  used 
Smee's  battery ;  but  for  depositing  brass  I  prefer  a  battery  fitted  up  as  Grove  s,  using 
artificial  graphite— obtained  from  the  inside  of  broken  coal-gas  retorts— in  the  place 
of  Dlatinum.  With  one  large  cell  (the  zinc  cylinder  being  8  by  3  inches,  and  excited 
with  a  mixture  of  one  part  sulphuric  acid  and  twelve  parts  water,  the  gi-aphite  being 
excited  with  commercial  nitric  acid)  I  have  plated  six  gross  of  pohshed  iron  buckles 
per  hour  with  brass.  I  have  also  coated  type  and  stereotype-plates  with  brass,  and 
find  it  more  durable  than  copper-facing.  -i      •    o  „^ 

'  7b  vrevare  Cyanide  of  Silver. -I.  Dissolve  1  oz.  of  pure  silver  m  2  oz.  of  nitnc 
acid  andT  oz.  of  hot  "water,  after  which  add  1  quart  of  hot  water.  2.  Dissolve 
Toz  of  the  cyanide  of  potassium  in  1  quart  of  water.  To  the  firs  prepiration  add 
Sy  degrees  a  small  portion  of  the  second  preparation,  until  the  whole  of  the  silver  is 
SeSpSed  which  maybe  known  by  stirring  the  mixture  and  allowing  it  to  settle. 
£?drop  i^tTtS  liquid  a  very  small  quantity  of  the  second  preparation  from 
the  end  of  a  elass  rod  •  if  the  clear  liquid  is  rendered  turbid,  it  is  a  proof  that  the 
SioW  th:  Ster  is  not  separated ;  if.  on  the  other  hand,  the  liquid  is  not  altere.^  it 
I  a  proof  that  the  silver  is  separated.  The  clear  liquid  is  now  to  POiired  off  and 
tjie  Fecipitate,  which  is  the  cyanide  of  pilver,  washed  at  least  four  times  in  hot 
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water.  The  precipitate  may  now  be  dried  and  bottled  for  use.  To  prepare  Cyanide 
of  Gold.— Dissolve  1  oz.  of  fine  gold  in  1-4  oz.  of  nitric  acid  and  2  oz.  of  muriatic 
acid  •  after  it  is  dissolved  add  1  quart  of  hot  water,  and  precipitate  with  the  second 
preparation,  proceeding  the  same  as  for  the  cyanide  of  silver.  To  prepare^  Cyanides 
of  Copper  and  Zinc. — For  copper,  dissolve  1  oz.  of  sulphate  of  copper  in  1  pint  of  hot 
water.  For  zinc,  dissolve  1  oz.  of  tlie  sulphate  of  zinc  in  1  pint  of  hot  water,  and 
proceed  the  same  as  for  cyanide  of  silver.  The  electro-plater,  to  insure  success  in 
plating  upon  all  metals  and  metallic  alloys,  must  have  two  solutions  of  silver ;  the 
first  to  whiten  or  fix  the  silver  to  such  metals  as  iron,  steel,  Britannia  metal,  and 
German  silver ;  the  second  to  finish  the  work,  as  any  amount  of  silver  can  be  deposited 
in  a  reguline  state  from  the  second  solution.  First,  or  Whitening  Solution. — Dissolve 
2|  lbs.  (troy)  of  cyanide  of  potassium,  8  oz.  carbonate  of  soda,  and  6  oz.  cyanide  _  of 
silver  in  one  gallon  of  rain  or  distilled  water.  This  solution  should  be  used  with 
a  compound  battery,  of  three  to  ten  pairs,  according  to  the  size  of  the  work  to  be 
plated.  Second,  or  Finishing  Solution. — Dissolve  4|-  oz.  (troy)  of  cyanide  of  potas- 
sium, and  1^  oz.  of  cyanide  of  silver,  in  1  gallon  of  rain  or  distilled  water.  This 
solution  should  be  used  with  one  large  cell  of  Smee's  battery,  observing  that  the  silver 
plate  is  placed  as  near  the  surface  of  the  articles  to  be  plated  as  possible. — N.B.  By 
using  the  first,  or  whitening  solution,  you  may  insure  the  adhesion  of  silver  to  all 
kinds  of  brass,  bronze,  red  cock-metal,  type-metal,  &c.,  without  the  use  of  mercury, 
which  is  so  injurious  to  the  human  system.  To  prepare  a  Solution  of  Gold. — 
Dissolve  4  oz.  (troy)  of  cyanide  of  potassium,  and  1  oz.  of  cyanide  of  gold,  in  1 
gallon  of  rain  or  distilled  water.  This  solution  is  to  be  used  warm  (about  90°  Fahr.) 
with  a  battery  of  at  least  two  cells.  Gold  can  be  deposited  of  various  shades  to  suit 
the  artist,  by  adding  to  the  solution  of  gold  a  small  quantity  of  the  cyanides  of  silver, 
copper,  or  zinc,  and  a  few  drops  of  the  hydro-sulphuret  of  ammonia.' 
EI.Z:CTRO-PX.il.TIM-G  BATH.    See  Cvanides. 

EIiECTRO-SORTINC  APPARATUS.  M.  Froment  devised  an  apparatus 
for  the  separation  of  iron  from  matters  by  which  it  may  be  accompanied.    The  ap- 

?aratus  consists  of  a  wheel  carrying  on  its  circumference  eighteen  electro-magnets, 
he  iron  ore,  reduced  and  pulverised,  is  spread  continually  upon  one  of  the  extremities 
of  a  cloth  drawn  along  with  it,  and  passed  under  the  electro-magnets  in  motion.  The 
iron  in  the  ore  which  has  of  course  been  brought  into  a  magnetic  state  by  any  of  the 
processes  by  which  this  may  be  eflFected,  is  separated  by  the  magnets,  and  the 
impurities  carried  onward.    See  De  la  Eive's  '  Electricity.' 

EXiECTRO-TEXiEGRAPKY.  The  simultaneous  appearance  of  the  electric 
spark  at  the  respective  ends  of  a  long  conducting  wire  forcibly  arrested  the  attention 
of  electricians  in  the  early  days  of  the  science. 

A  series  of  remarkable  experiments  were  made  by  Dr.  Watson,  commencing  on 
July  14th,  1747;  when  he  passed  an  electric  discharge  from  the  Thames  bank  at 
Westminster  to  the  opposite  bank  at  Lambeth,  by  means  of  a  wire  suspended  to 
Westminster  Bridge.  He  continued  his  researches ;  and,  on  August  the  5th  of  tho 
following  year,  he  arranged  12,276  feet  of  wire  at  Shooter's  HiU,  the  beginning,  the 
middle,  and  the  end  of  which  were  led  into  the  same  apartment.  He  discovered  that 
the  electric  signs  at  the  middle  of  the  wire  coincided  in  time  with  the  discharge  at  the 
two  ends,  proving  that  the  passage,  at  least  in  such  a  length  of  wire,  was  instantaneous, 
in  reference  to  these  results.  Professor  Muschenbroeck  wrote  to  Dr.  Watson :  '  Mag- 
nificentissimis  tuis  experiments,  superasti  conatus  omnium,'  Dr.  Franklin  made 
similar  experiments  in  1748  across  the  Schuylkill  at  Philadelphia,  and  in  the  next 
year  Du  Luc  repeated  them  across  the  Lake  of  Geneva. 

The  idea  of  applying  this  property  to  the  transmission  afar  of  telegraph  signals 
proper  was  an  early  and  natural  result  of  these  discoveries.  But  many  onward  steps 
were  necessary  before  the  idea  could  assume  any  definite  form ;  and  further  advances 
m  knowledge  were  essential  before  the  idea  could  be  realised. 

Locked  up,  as  it  were,  in  all  bodies,  is  a  large  store  of  electric  force,  the  equilibrium 
01  wiiich  IS  disturbed  m  a  greater  or  less  degree  by  a  variety  of  causes,  some  extremely 
simple,  others  more  complex;  and,  according  as  one  or  other  cause  is  in  operation, 
tne  conditions  under  which  the  electric  force  is  manifested  vary ;  some  conditions 
oeing  very  unfavourable,  and  others  very  favourable  to  the  object  in  view. 
J-fie  rapidity  with  which  electric  force  traverses  conductors  depends  upon  the  ' 
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th^aS  ^'If  .^hich  the  conductors  are  placed;  in  the  case  of  wire  suspended  in 
frnm  fl  ^  ^""^"^^  ^""^        ^^^o  to  do  than  to  travel  onward  and  be  discharged 

eleL.  M-u^-'"^  °^  ^^^^  5  ^°  the  case  of  buried  wire,  it  has  to  disturb  the 
8iderablT\  gutta-percha  as  it  travels  onward,  and  thus  suffers  con- 

conn^  .  recorded  velocity  of  a  signal  through  a  suspended 

S'^gh  t&r'^^  "  1,725,800  miles  per  second,  by  M.  Hipp  ;  the  lowest  velocitj 
y^gft  a  buned  coppor-wire,  760  miles  per  second  by  Faraday.  Intermediata 
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velocities  are  recorded,  for  ■which  the  nature  of  the  wire  or  the  conditions  under  which 
It  was  placed  were  diflPoront.  Whoatstono  found  the  velocity  of  electricity  under 
different  conditions  from  the  above  to  be  288,000  miles  per  second.  His  wire  was 
copper,  and  _  was  wound  on  a  frame.  The  electricity  that  was  employed  by  Mr. 
Wheatstono  in  those  experiments  was  obtained  from  the  friction  of  glass  against  an 
amalgam  of  tin.  The  various  velocities  are  duo  partly  to  the  conditions  under  whicli 
the  conducting  wire  is  placed,  and  partly,  no  doubt,  to  the  varied  properties  of 
electricity  from  various  sources. 

_  Electricity  is  obtained  from  other  sources  than  friction  with  so  much  greater  faci- 
lity, and  in  forms  so  much  more  applicable  and  manageable  for  telegraphic  purposes, 
that  frictional  electricity  has  not  been  applied  in  real  practice.  It  must  not,  however, 
be  passed  over  in  this  place,  because  one  of  the  earliest  telegraphs,  perhaps  the  very 
first  in  which  a  long  length  of  wire  was  actually  used,  was  actuated  by  this  form  of 
electricity.  In  February  1763  a  writer,  dating  from  Kenfrew,  and  signing  himself 
'  C.  M.'  wrote  to  the  Scot's  Magazine  on  '  An  expeditious  mode  of  conveying  intelligence.- 
The  _  method  proposed^  differed  in  no  respect  from  that  adopted  hy  Dr.  Watson, 
frictional  electricity  being  employed,  and  the  signals  being  the  movements  of  pith- 
balls._  He,  however,  proposed  the  use  of  bells,  upon  which  the  electrified  balls  were 
to  strike,  and  thus,  he  says,  the  experimentalist  '  will  inform  his  correspondents  by  the 
sound  what  wires  have  been  touched ;  and  thus  by  some  practice,  they  may  come  to 
understand  the  language  of  the  chimes  in  whole  words,  without  being  put  to  the 
trouble  of  noting  down  every  letter.' 

Lesage,  we  are  informed  by  Moigno,  in  his  '  Tdegraphie  Electrique,'  erected  at  Geneva 
in  1774  a  line  of  twenty -four  insulated  metallic  wires,  insulated  from  each  other,  each 
wire  being  connected  at  its  farthest  end  with  a  pith-ball  electrometer,  which  corre- 
sponded to  one  of  the  letters  of  the  alphabet.  Lomond,  in  1787,  employed  a  single 
electroscope,  and  by  arranging  a  system  of  signals  given  by  the  divergence  of  the  pith- 
balls,  transmitted  intelligence  by  means  of  a  single  wire.  This  was  seen  by  Arthur 
Young,  and  described  by  him  in  his  '  Travels  in  France.'  In  1816  Mr.  Eonalds  esta- 
blished, in  the  grounds  attached  to  his  residence  at  Hammersmith,  eight  miles  of 
wire  suspended  by  silk  to  dry  wood,  besides  175  yards  of  buried  wire  in  glass  tubes 
embedded  in  pitch  and  enclosed  in  troughs  of  wood.  He  obtained  his  electricity  from 
a  common  electrical  machine,  and  his  signals  from  the  motion  of  light  bodies,  balls  of 
elder-pith,  produced  under  circumstances  analogous  to  those  to  which  we  have 
already  referred.  At  the  far  end  of  his  telegraph  wire  two  pith-balls  were  suspended 
close  together.  Electricity  applied  at  the  home  end  of  the  wire  at  once  difiused  itself 
throughout  the  conducting  system,  including  the  pair  of  light  balls.  Just  as  we  have 
seen  gold-leaf  recede  after  having  approached  rubbed  amber,  and  acquired  an  electric 
charge,  so  the  pith- balls,  each  being  charged  with  electricity,  derived  from  the  same 
source,  recede  from  each  other ;  and  this  in  obedience  to  the  fundamental  laws  of 
Static  electricity,  for  which  we  must  refer  readers  to  treatises  on  the  subject.  Here, 
then,  we  have  one  solitary  signal.  The  manner  in  which  Mr.  Eonalds  turned  it  into 
language  was  ingenious.  He  pressed  time  into  his  service,  and  by  combining  time 
and  motion  he  obtained  a  language.  He  provided  a  clock  movement  at  each  station  ; 
the  clocks  were  so  regulated  as  to  be  S3mchronous  in  their  movements  ;  each  of  them 
carried,  in  lieu  of  a  hand,  a  light  disc,  having  the  letters  of  the  alphabet  and  other 
signals  engraved  on  it.  The  disc  was  hidden  by  a  screen,  in  whicli  was  one  opening. 
It  is  obvious  that  if  the  clocks  were  started  together,  and  had  uniform  rates,  the  same 
letter  at  the  same  time  would  be  visible  through  the  opening  in  each  screen ;  and 
letter  by  letter  would  pass  seriatim  and  simultaneously  before  the  respective  openings. 
If  absolute  uniformity  is  difficult  for  long  periods,  it  is  practicable  for  shorter.  The 
sender  of  a  message  watched  the  opening  of  his  screen;  the  moment  the  letter 
approached  that  he  desired  to  telegraph  he  charged  the  wire  with  electricity,  and  the 
balls  at  the  far  station  moved ;  the  letter  then  visible  there  corresponded  with  the  one 
at  the  home  station,  and  was  read  off.  The  sender  watched  till  the  next  letter  he 
required  came  round,  and  so  on. 

Let  us  now  pass  on  to  some  of  the  leading  features  of  electro-telography,  as  it  has 
been  realised  of  late  years,  and  to  a  description  of  some  of  the  telegraph  instruments 
that  are  most  in  use. 

Chemical  action  is  the  most  fertile  source  of  electricity.  If  a  silver  fork  and  a 
steel  knife  are  connected  together  by  a  piece  of  wire,  and  the  fork  is  thrust  into  a 
piece  of  meat,  say  a  hot  mutton-chop,  tho  moment  an  incision  is  made  in  the  meat 
with  the  knife,  electricity  will  pass  along  the  wire  and  continue  to  do  so  while  the 
above  disposition  of  things  remains.  Upon  the  proper  test  being  applied,  the  elec- 
tricity is  readily  detected.  This  is  the  current  form  of  electricity.  The  amount  of 
force  in  circulation  in  this  piirticular  combination  is  not  very  groat,  and  its  power  of 
travelling  to  a  distance  is  not  very  high,  but  still  it  is  quite  capable  of  producing  good 
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signals,  on  a  delicate  arrangement  of  the  needle  instrument — the  galvanometer,  with 
■which  wo  arc  now  so  familiar. 

The  amount  of  electricity  obtained  by  means  of  chemical  action  is  increased  to  the 
reqiiired  extent  by  a  judicious  selection  of  the  two  metals  forming  the  galvanic  series 
and  of  the  liquid  or  liquids  in  which  they  are  immersed.    Zinc  is  invariably  used  as 
one  of  the  metals.    Copper,  silver,  and  platinum  or  graphite  (gas  carbon)  is  selected 
for  the  other.    When  the  two  metals  are  immersed  in  the  same  liquid,  a  mixture  of 
sulphuric  acid  with  salt-water,  or  fresh,  is  employed.    When  two  liquids  are  used,  they 
are  separated  by  a  porous  partition  ;  the  zinc  is  usually  placed  in  the  sulphuric  acid 
solution,  and  the  other  metal  in  ,a  solution  varying  with  the  nature  of  the  arrange- 
ments proposed.    Zinc  is  naturally  soluble  in  the  acid  solution  in  question;  and 
would  therefore  waste  away  and  be  consumed  at  the  expense  also  of  the  acid,  unless 
precautions  were  taken  to  make  it  resist  the  ordinary  action  of  the  solvent.  When 
zinc  is  dissolved  in  mercury  it  is  not  attacked,  under  ordinary  circumstances,  by  sul- 
phiu-ic  acid  solution.    Hence  the  plate  of  zinc  employed  in  all  good  Voltaic  combina- 
tions, as  they  are  called  after  Volta,  into  which  this  acid,  in  a  free  state,  enters,  are 
protected  by  being  well  amalgamated,  that  is,  they  are  dipped  in  a  strong  acid  mix- 
ture and  well  washed ;  and  are  then  dipped  into  a  mercury  bath,  and  are  placed  aside 
to  drain.   The  operation  is  generally  repeated  a  second  time;  and,  in  the  best  arrange- 
ments, the  further  precaution  is  taken  of  standing  the  zinc  plate,  while  in  the  acid 
water,  m  some  loose  mercury,  placed  either  in  tlio  bottom  of  the  containing  vessel,  or 
in  a  gutta-percha  cell:  by  the  latter  arrangement,  mercury  is  economised.    In  single- 
liquid  arrangements,  it  is  desirable  to  select  a  metal  that  is  not  attacked  by  the  acid. 
Copper  has  been  extensively  used,  and  is  very  valuable  ;  but  it  possesses  the  defect  of 
being  slowly  attackable.    The  waste,  however,  that  it  suffers  in  itself  from  this  cause, 
IS  of  small  moment  compared  with  certain  secondary  results,  which  terminate  in  the 
consumption  of  the  acid  and  the  zinc,  and  the  destruction  of  the  fnnctions  of  the  appa- 
ratus.   Gold  or  platinum  are  free  from  these  defects,  but  are  too  costly.    Silver  is  to 
a  great  extent  free  from  them,  and  has  been  much  and  successfully  used,  especiaUy 
when  platinised,  that  is,  having  its  surface  covered  with  finely-divided  powder  of 
platinum.    The  accumulated  carbon  from  gas-retorts,  cut  into  plates,  and  similarly 
treated,  forms,  with  amalgamated  ziuc,  one  of  the  cheapest  and  most  effective  combina- 
tions,    bee  trALVANISM  OF  PlATES. 

Mtov  the  discovery  of  the  electrical  pile  by  Volta,  and  after  Nicholson  and  Carlisle 
had  sho^vn  hat  water  could  be  decomposed  by  the  electric  current  produced  by  the 
LnZni'Tn  i«n«  f^"ery  Herr  S.  T.  Sommering  communicated  a  system  of  tele- 
giaphing,  in  1808,  to  the  Academy  of  Sciences  at  Munich.  A  series  of  twentv-four 
Mnres  were  arranged  to  correspond  with  the  letters  of  the  alphabet,  and  ten  to  corre- 
spond with  mimerals.  One  end  of  each  wire  being  furnished  with  a  gold  point  was 
S ^th  "^w^    T^-,'^°^tact  was  m'ade  by  the  other  eJi  of  o^n  ofTli 

ZTs  This  bv  «  °|,S^"ery,  ^bubble  of  gas  appears  in  the  water  of  one  of  the  glass 
fmr'n./r  •  f'^^^u  ^  arrangement,  it  was  possible  to  convey  intelUgence 

from  one  point  to  another  by  the  decomposing  power  of  the  galvanic  battery. 
Miof  Tf^  S^^'''  °°  ^^^"er  what  their  character,  is  unable  to  produce  a  force 

lesmt  at  a  distant  station  ;  and  hence  a  series  of  pairs  of  plates  are  emploved  in  the 

c  eTfc^^^^^^^^  804)  represents  a  comLn  mode  oZ  Jang^^g  a 

.  cries  ot  pairs  of  plates.    It  consists  of  a  wooden  trough  made  water-tieht  and 
divided  into  water-tight  cells.    The  metals  are  connected  in  pa^rs  bTcoppS  binds 
each  pair  is  placed  astrideover  a  partition,  and  all  the  zincs  faceTne X  When 
Mr^Pf       ''""'^ filled  up^Sth  S  wSe  sand 
Sed  bv  Jrf  pTv'  ^'T'^  ^''^  P°^table  battery  thaT^as  S  ginally 

Swecf  ho  ..fe  r^l^«t^ll"^^fl^  omj^lojed.  When  batteriesof  a  higher  class  are 
S  anv  ool,.H^^^^^^^^  distinct  pots  or  jars;  and  great  precautions  are  taken  to  pre- 
meanro^f  Z  pf  ^  T'^'^'^T^^^^    "^'"^^^S  the  neighbom-ing  cells,  save  by 

from  ceU  t^  J^?'^%^  -^^""g^  ^"^''^         ^«  ^  ^'^^^S^  afd  loss  of  force 

zir  the  f-  ^''"i";'  ^^.-^^PP?^'  is  tli°  positive  end  of  such  a  Series,  and  the  z  or 
bv  mean,  ofn      '  T^}""^^  '^"'^^^^"^  ^  discharge,  either  each  to  the  other 

iLZ  f^^  ^'^^  °ther,  or  each  to  the  earth,  one  by  a  Xe  S 

s?v^  t^l  '"'^  ^  •  ^¥         ^^^^'^       ^^"ery  stands,  and  the  other  by  a^JneS 
S..     •^'•P^\'"'/)'  ^"'^^^g  to  the  earth  at  a  distant  place.    The  xeLt^Z^Tll  ' 
ST;^ '°  '~  '''''  1-  ™^  °f        -  circ^lSTs  pro^or! 

dcscVintS  nf'n'fv!  ^^P^.^^e'^t  in  a  work  of  this  character  to  enter  into  anv  detailed 
onlv  ?  T  ^  ""^^  ^l""  V'i"cties  of  galvanic  battery  which  have  been  emXv^J  detailed 

y  employed.    This  consists  simply  of  amalgamated  zinc  and  copper  platLrtho 
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spaces  between  them  being  filled  with  sand  moistened  with  dilute  sulphuric  acid. 
Those  batteries  are  usually  arranged  in  boxes  of  one  dozen  elements ;  they  remain 
tolerably  constant  for  some  weeks  without  attention  and  are  readily  recharged. 

The  Marie-Davy  battery  is  much  used  in  Franco.  A  zinc  plate  is  immersed  in  pure 
water — in  practice  the  zinc  cylinders  are  packed  in  wet  sponge — and  carbon  plates  in 

porous  cylinders  are  immersed  in  a  paste  of  proto-sul- 
phato  of  mercury  and  water.  This  battery  requires  very 
little  attention,  and  it  is  said  to  retain  its  original  force 
for  six  months. 

Meidinger  produced  a  modification  of  Daniell's  battery, 
which  was  charged  with  a  solution  of  Epsom  salts  and 
sulphate  of  copper.  This  has,  however,  given  way  to  the 
battery  of  Siemens  and  Halske,  in  which  the  peculiarity 
is  the  use  of  paper-pxilp,  in  addition  to  the  porous 
earthenware  diaphragm,  to  prevent  the  mixing  of  thefluids 
too  readily.  Into  a  glass  jar  a  K,fig.  803  is  placed  a  cross- 
shaped  plate  of  copper  c,  united  to  a  copper-wire  c,  which 
rises  above  the  jar.  Over  this  is  placed  a  porous  earthen- 
ware cylinder  h  b,  widened  out  at  the  bottom  into  a  bell 
shape.  Between  this  porous  bell  and  the  glass  jar,  paper- 
pulp  D,  saturated  with  a  quarter  of  its  weight  of  sul- 
phuric acid,  which  converts  it  into  a  gelatinous  mass, 
and  then  worked  up  with  four  times  its  weight  of  water 
is  pressed  so  as  to  form  a  compact  mass;  this  about 
half  fills  the  jar,  and  upon  it  is  placed  an  annular  disc 
of  brown  paper  or  of  cotton  cloth  e  e.  The  zinc  cylinder 
F  F,  cast  with  a  neck  which  rises  above  the  fluid,  rests  upon  this  disc,  reaching  to 
witJiin  an  inch  of  the  top  of  the  jar.    Crystals  of  sidphate  of  copper  are  dropped 

into  the  porous  cylinder, 
and  then  both  compart- 
ments are  filled  to  the 
same  height  with  water, 
which  may  be  fresh  or 
acidulated.  This  bat- 
tery only  requires  to  be 
supplied  with  sulphate 
of  copper  from  time  to 
time,  and  water  added 
to  supply  the  waste  by 
evaporation.  It  has 
been  found  that  at  the 
end  of  six  months  the 
electro-motive  force  was 
ninety  per  cent,  of  what 
it  was  originally. 

Under  whatever  cir- 
cumstances a  wire  takes 
part  in  promoting  the 
discharge  of  a  voltaic 
apparatus,  the  whole 
of  the  said  wire  is  in 
a  condition  to  indicate 
the  presence  of  the  force 
that  is  pervading  it ;  and 
as  the  force  may  be  pre- 
sented to  the  wire  in 
either  of  two  directions, 
that  is  to  say,  the  copper 
or  the  zinc,  namely,  the 
positive  or  the  negative 
end  of  the  battery,  may 
be  presented  to  the 
given  end  of  the  tele- 
graph wire,  the  relative 

condition  of  the  wire  will  be  modified  accordingly.  Not  only  can  the  direc- 
tion of  this  current-force  be  inverted  at  pleasure,  but  it  can  be  maint^iined  for  any 
length  of  time,  great  or  small,  and  in  either  direction.    This  is  accomplished  by 
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various  mechanical  aiTangements,  which  are  the  keys,  commutators,  or  handles  of  the 
™s  tdegrtph  instruments,  and  are  often  the  only  parts  presenting  any  complexity 
Ibout  them  In;?^.  804,  the  soiurce  of  electricity,  e,  we  have  already  described ;  the 
S-insteiment  for  the  abnormal  state  of  the  wire,  that  is  to  say,  the  telegraph  proper, 
is  the  part  a.  The  complex  part,  consisting  of  springs,  cylinders,  and  studs,  sliown 
below  A,  is  nothing  more  than  the  necessary  mechanical  ^y^^°f°^^°V°the  wire  and 


pleasure  the  current  from  the  battery  e,  in  either  direction  through 
through  the  part  a.  By  following  the  letters  in  the  order  here  given,  the  course  oi 
the  current  may  be  traced  from  its  leaving,  say  the  positive  or  copper  end  ot  the 
battery,  till  its  return  to  the  zinc  or  negative  end ;  c  c' d  w  w  u  a  z'  6  b  z.  li  a  com- 
panion instrument  were  in  any  part  of  the  circuit  of  the  wire  WW,  it  would  correspond 
in  its  signals  -w-ith  the  home  instrument,  fig.  804.  . 

In  1820  Oersted  of  Copenhagen  made  the  capital  discovery  that  a  magnetic  needle 
suspended  in  the  neighbourhood  of  a  wire,  through  which  a  current  of  electricity  was 
passing,  was  deflected  from  its  position  of  rest,  the  angle  of  deflection  varying  with 
the  amount  of  electricity  passing  along  the  wire.  Ampere  found  the  law  by  which 
this  influence  was  governed,  numerous  investigators  continued  the  inquiry  with  more 
or  less  success,  and  eventually  Michael  Faraday,  by  a  series  of  the  most  perfect  induc- 
tive experiments  which  adorn  the  annals  of  British  science,  made  the  two  discoveries 
of  Volta-electric  induction  and  of  magneto-electricity.  These  completed  the  series 
which  were  necessary  for  the  full  development  of  electro-telegraphy,  and  it  only  re- 
mains for  us  now  to  deal  with  the  practical  application  of  those  great  laws  to  which 
we  have  alluded. 

One  of  the  properties  possessed  by  a  wire,  during  the  discharge  of  a  voltaic  battery 
is  to  deflect  a  magnetised  needle.  If  the  needle  and  the  wire  are  parallel  in  thp  nor- 
mal state  of  the  wire,  the  needle  is  deflected  this  way  or  that,  when  the  wire  is  in  the 
abnormal  state ;  and  if  the  needle  is  very  delicate,  and  a  large  enough  amount  of  elec- 
tricity is  circulating  through  the  wire,  the  needle  will  reach  the  maximum  deflection 
of  90*^.  This  is  an  extreme  case,  and  cannot  be  approached  in  practice.  Indeed,  the 
deflection  of  any  ordinary  needle,  under  the  action  of  an  ordinary  telegraph  wire, 
would  not  be  appreciable.  But,  as  every  foot  of  the  wire  has  the  same  amount  of  reac- 
tion, we  have  merely  so  to  arrange  things  that  many  feet  shall  be  made  to  react  upon 
the  needle  at  the  same  time,  and  thus  the  effect  is  multiplied  in  proportion  to  the 
length  of  wire  so  concentrated.  This  is  managed  by  covering  a  considerable  quantity 
of  fine  wire  with  silk  or  cotton,  and  winding  it  on  a  frame  a  {fig.  804),  suspending  the 
needle  within  the  frame.  Such  an  instrument  is  called,  from  its  properties,  a  multi- 
plier. It  is  seen  at  a  glance  that  the 
wire  of  the  multiplier  is  an  addition 
over  and  above  the  length  of  the 
actual  telegraph  wire  required  for 
reaching  the  distant  station,  and  thxis 
it  practically  increases  the  distance  to 
be  traversed.  The  multipliers  com- 
monly used  add  a  resistance  equal  to 
six  or  seven  miles  of  telegraph  wire. 

Let  us  now  turn  to  the  face  of  the 
instrument.  Here  we  have  a  dial  and 
an  index,  which  is  on  the  same  axis  as 
the  magnetised  needle  above  described, 
capable  of  being  deflected  to  the  right 
or  left,  and  limited  in  its  motion  by 
ivory  pins.  "We  have  a  handle  for 
working  the  mechanical  part  so  con- 
nected that,  as  it  moves  to  the  right, 
it  directs  a  current  into  the  wire  such 
that  the  needle  moves  to  the  right, 
and  vice  versd.  An  alphabet  is  con- 
structed from  the  combination  of  tliese 
two  elementary  motions,  one  or  more 
of  either  or  both  kinds  of  deflection 
being  used  for  the  various  letters,  as 
•shown  on  the  engraved  dial.  This 
19  Cooke  and  Wheatstone's  single- 
needle  instrument,  ^ff.  806. 

The  form  and  character  of  their 
double-needle  instrument  is  shown  in 
fig-  806.   It  is  precisely  a  duplicato  of  tlie  former :  two  handles,  and  their  reppective 
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springs,  studs,  and  cylindora,  two  multipliers,  and  two  magnotisod  needles,  with  their 
oxternal  indexes,  and  two  telegraph  wires.    One  battery,  however,  is  sufficient.  One 


806 


more  of  either  or  both  kinds  of  deflection  of  either  or  both  needles,  according  to 
the  code  engraved  on  the  dial,  constitutes  the  alphabet.  This  instrument  is  very 
extensively  employed  ;  messages  arc  sent  by  it  with  extreme  rapidity. 

Another  property  pos- 
sessed by  a  wire  conveying 
a  current  is  that  of  con- 
verting soft  iron,  for  the 
time,  into  a  magnet.  Tlic 
attractive  power,  which 
can  thus  be  given  to,  and 
withdrawn  from,  the  soft 
iron  at  pleasure,  is  turned 
to  useful  account,  eitlier 
in  producing  direct  me- 
chanical action,  or  in 
liberating  the  detents  of 
a  clock  movement.  Hero 
also  the  effect  of  the 
solitary  wire  is  inappre- 
ciable, and  many  convo- 
lutions around  the  iron 
are  necessary  in  order  to 
obtain  a  useful  result. 

The  simplest  applica- 
tion of  this  principle  is 
shown  in  fig.  807.  Here  nro  two  brass  reels,  filled  m  ith  cotton-covered  copper-Arirc  in 
one  length.    They  are  hollow,  and  a  U-shapod  bar  of  iron  passes  through  them. 
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presenting  its  ends  at  the  face  turned  toward  us  in  the  drawing.  This  bar  becomes 
magnetic,  —  forms  what  is  called  an  electro-magnet  every  time  and  as  long  as  an 
electrical  current  circulates  in  the  wire ;  and  its  ends  become  respectively  north  and 
south  poles.  A  narrow  plate  of  iron,  an  armature,  as  it  is  termed,  is  mounted  on 
pivots  in  front  of  the  ends  or  poles  of  the  magnet ;  it  carries  a  vertical  stem  upon 
which  the  hammer  is  fixed.  Every  time  the  iron  bar  is  magnetic  the  armature  is 
attracted,  and  tlie  hammer  strikes  the  bell.  The  spring  or  contact-maker  for  intro- 
ducing the  current  of  electricity  into  the  circuit,  is  shown  in  front  on  the  right-hand 
side.  This  is  Mr.  Walker's  bell  for  signalling  railway  trains  from  station  to  station. 
The  language  consists  of  one  or  more  blows.  One,  two,  and  three  blows  are  the  signals 
for  common  purposes,  half  a  dozen  blows  is  the  limit.  The  acknowledgment  of  a 
signal  is  its  repetition.  By  a  simple  arrangement  of  an  index,  that  moves  in  fellow- 
ship with  the  hammer,  the  eye,  as  well  as  the  ear,  may  read  the  bell  signals. 

¥ig.  808  shows  another  application  of  the  direct  action  of  an  electro-magnet  in  pro- 
ducing telegraph  signals.   It  is  Morse's  printing  telegraph,  very  generally  used  in 


America,  and  to  no  small  oxtent  in  Europe.     The  coils  of  wire  are  shown  at 
M,  the  armature  at  h,  fixed  at  one  end  of  the  lever  ^,  which  is  itself  carried  on  centres 
at  c.    The  range  of  motion  here  is  small  in  order  to  produce  rapid  utterance  ;  it  is 
regulated  by  the  screws  d  and  i.    The  reaction  of  the  spiral  spring  /"  restores  the  lever 
to  Its  normal  position  each  time  the  magnetism  ceases.    The  signals  consist  of  dots  or 
dashes,  variously  combined,  made  by  the  pointed  screw  t  upon  the  slip  of  paper  p 
running  from  the  drum  at  the  right  in  the  direction  of  the  arrows ;  a  few  such 
signals  are_ shown  upon  the  end  of  the  paper  slip.    We  have  described  the  telegraph 
proper,  which  is  seen  to  be  extremely  simple.    The  only  parts  at  all  complex  are,  as 
tnth  the  needle  instruments  abeady  described,  the  mechanical  parts,  namely,  the  train 
ot  wheels  for  carrying  on  the  paper  band,  and  the  key  or  contact-maker,  not  shown  in 
tne  figure.    Ihe  amount  of  pressure  required  from  the  point  t  in  order  to  produce  a 
mark,  is  such  that  it  cannot  conveniently  be  produced  by  the  magnetic  attraction 
derived  from  a  current  of  electricity  that  has  come  from  a  far  distant  station  in  order 
to  circiilate  in  the  coils  of  wire  m.    This  difficulty  does  not  prevail  in  the  signal-bells, 
J}CI.  807,  which  are,  at  most,  not  required  to  be  more  than  eight  or  ten  miles  apart,  and 
in  which  also  momentum  can  be  and  is  accumulated  so  as  to  conspire  in  producing 
the  final  result.    Morse  has,  therefore,  had  recourse  to  a  relay,  as  he  calls  it.  This 
n  pnnciple,  is  pretty  much  the  same  thing  as  the  instrument  itself;  but  it  has  no 
neavywork  to  do,  no  marks  to  make;  it  has  merely  to  act  the  part  of  a  contact- 
maiver  or  key  ;  it  can  hence  be  made  very  deUcate,  so  as  to  act  well  by  such  currents 
^  instrument  itself.    The  batteries  which 

furn.sh  the  electricity  for  doing  the  actual  printing  work  in  Morse's  telegraph  Tre  in 
he  same  station  with  the  instrument  itself."^  The  office  of  the  relay  is  tfreSve  tS 
signals  from  afar,  and_  to  make  the  necessary  connections  with  the  local  batterv  and 

tSt  Z"'  "I  *°  PT^°^  ^^g"'^'^  °"  tl''^  P^P°^  the  usual  way.  ItTs  oE 
hat  the  motions  of  the  instrument  and  the  relay  are  sympathetic,  and  that  wl  a?  ! 
t  a  ned  eye  can  read  off  from  the  one  a  trained  ear  can  read  off  from  ?he  other  Th« 
relays  are  constructed  with  much  finer  wire  than  is  required  C  Z  w;,^^^ 
.tself,  so  that  the  current  circulating  in  them,  although  verj  Win  fL^is  lltS 
by  a  very  high  number,  and  becomes  equal  to  tlie  delicate  duty  reqS'of  T^^^^'^^ 
It  18,  we  hope,  now  understood,  that,  whatever  form  the  needle  telegra^i  may  take 
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It  consists  essentially  of  a  magnetic  needle,  which  is  deflected  by  an  electric  current 
passing  through  considerable  lengths  of  wire  carefully  coiled  around  it.  Several 
attempts  have  been  made  to  render  these  instruments  in  the  highest  degree  sensitive 
to  electrical  influences.  Professor  Weber  employed  a  galvanometer  the  magnetic 
needle  of  which  is  a  circular  steel  mirror  reflecting  the  divisions  of  an  illuminated 
scale  placed  at  somo  distance  from  it,  into  a  telescope  through  which  the  observer 
roads  off  the  deflections  of  the  mirror.  Sir  William  Thomson  has  greatly  improved 
upon  Weber's  instrument.  He  employs  a  mirror  whose  weight  does  not  exceed  a  few 
grains,  and  ho  dispenses  with  the  telescope  by  throwing  a  spot  of  light  directly  upon 
the  scale  and  lessoning  its  distance.  For  all  measurements  in  which  the  instrument 
serves  as  a  galvanoscope,  and  when  the  readings  are  not  very  different  in  value.  Sir  W. 
Thomson's  instrument  is  superior  to  Weber's. 

Mr.  Sabine,  in  his  work  on  the  Electric  Telegraph,  remarks :  '  Mr.  Becker  has  given 
it  a  very  convenient  form,  by  fixing  the  coil  in  the  back  of  a  brass  barrel  or  cylinder, 
in  the  front  of  which  a  glass  plate  enables  the  interior  to  be  seen  from  before,  and 
prevents  dust  and  currents  of  air  getting  to  the  needle. 

'  In  the  centre  of  the  coil  is  suspended  by  a  fine  cocoon  fibre,  in  a  frame,  a  small 
silvered  mirror '  of  microscope  glass,  between  ^  and  J  of  an  inch  diameter.  A  little 
magnet,  made  of  a  piece  of  thin  watch-spring,  is  fastened  to  the  back  or  silvered  side 
of  the  glass,  and,  being  magnetised,  operates  as  the  needle  of  the  system.  Above  the 
brass  barrel  a  vertical  rod  carries  a  curved  permanent  adjusting  magnet,  and  a  rack 
and  pinion  enables  the  latter  to  be  turned  horizontally  to  bring  the  point  of  light  to 
any  part  of  the  scale  which  may  be  desired. 

'The  adjusting  magnet  is  elevated  or  depressed  on  the  vertical  rod  for  the  purpose  of 
increasing  or  decreasing  the  directing  force  upon  the  magnet  needle.  When  the  ends 
of  the  adjusting  magnet  coincide  with  the  poles  of  the  earth's  magnetism,  it  adds  to 
the  directive  force  of  the  latter,  and  the  instrument  becomes  proportionally  unsensi- 
tive.  The  magnet  may,  however,  be  turned  round,  so  as  to  oppose  the  directive  force 
of  the  earth,  and  in  this  position  be  lowered  towards  the  mirror,  until  it  very  nearly 
neutralises  the  earth's  directive  force.  The  instrument  so  placed  has  its  maximum 
sensibility. 

'  The  scale,  divided  from  the  middle  towards  the  ends  into  equal  parts,  is  fixed  upon 
a  wooden  stand,  at  a  distance  of  two  or  three  feet  from  the  mirror.  Behind  the  scale 
is  a  paraffin  lamp,  whose  light  falls  through  an  adjustable  slit  underneath  on  to  the 
mirror,  which  reflects  it  back  upon  the  scale ;  and,  in  order  that  the  point  of  light 
shall  be  as  well  defined  as  possible,  a  small  plano-convex  lens  is  placed  before  the 

mirror,  through  which  the  rays  converge  into  a  focus, 
throwing  a  sharp  image  of  the  slit  upon  the  scale. 

'  Mr.  Darley  has  made  some  of  these  instruments 
for  the  measurements  of  the  Atlantic  cable,  and  has 
substituted  a  plano-convex  lens  silvered  on  the 
curved  side,  for  the  mirror  in  Professor  Thomson's 
instrument  dispensing  of  course  with  the  lens  in 
front.' 

We  may  here  refer  to  the  case  of  another  bell  or 
alarum,  in  which  the  magnetic  attraction  derived 
from  the  current  that  arrives,  is  not  equal  to  the 
mechanical  work  of  striking  a  blow  and  sounding  a 
bell ;  but  which  is  able  to  raise  a  detent,  that  had 
restrained  a  train  of  wheels ;  and  so  aIlow_  the 
mechanism  of  the  latter  to  do  the  work  required. 
This  arrangement  is  shown  in  Cooke  and  "Wheat- 
stone's  alarum,  fg.  809 ;  t  is  the  bell ;  mm,  is  the 
double-headed  hammer,  which  is  in  fact  the  pen- 
dulum, attached  to  the  pallets  /,  whiph  work  m  a 
scape-wheel  hidden  in  the  figure,  and  in  gear  in  the 
usual  way  with  a  coiled  spring  in  the  box  b,  by 
the  train  r„  r^,  r^.  The  electro-magnetic  part 
here,  as  in  other  instruments,  is  simple  enough  ;  a  c 
is  a  lever  moving  on  a  centre  above  I,  having  at  one 
end  an  armature  a,  facing  the  poles  of  the  electro-magnet  e ;  and  at  the  other  end  c, 

■  The  process  of  depositing  metallic  silver  upon  glass  is  as  follows  :-(A)  Dissolve  10  parts  of 
nitrate  of^Tlycr  in  CO  parts  of^vatcr,  and  neutralise  with  about)  6  parts  of  liquor  ammoma 
this  a  solution  (B)  of  1  part  of  tartaric  acid  in  ii  parts  of  water,  and  dilute  the  whole  (A  +  B  with 
500  parts  of  water.  The^ things  to  be  silvered  should  be  placed  couvcmently  m  a  T^sd,  «,e  solution 
poured  in,  and  then  put  away  in  a  quiet  place  for  a  few  hours,  «t  » .temperature  of  from  40  to  ^^^^ 
When  silvered  they  may  bo  washed  by  a  gcntlo  stream  of  water,  dried,  and  varmslied  wth  a  solution 
of  amber  in  chloroform. 
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n  hook  which  faces  the  wheel  r„  and  by  catching  in  a  notch  on  its  circumference, 
Lorn  the  train  at  rest.  But  when  a  current  circulates  through  the  coils  e,  the 
armature  is  attracted,  the  hook  is  raised,  the  train  is  liberated,  and  the  pendulum- 
hammer  vibrates  and  strikes  a  succession  of  blows,  e  is  a  support  carrying  a  small 
snrinff  which  reacts  on  the  lever,  and  restores  it  to  its  normal  position  when  the 
maenetism  ceases.  This  alarum  is  used  for  calling  the  attention  of  telegraph  clerks. 
It  requires  a  little  attention  to  keep  up  the  proper  adjustment  between  the  spring  on 
the  one  hand,  and  the  magnetic  attraction  on  the  other.  ,  . 

The  telegraph  originally  adopted  and  still  largely  used  by  the  French  Adminis- 
tration, is  somewhat  akin  to  the  alarum  just  described.  It  has  a  train  of  wheels,  a 
scape-wheel  with  four  teeth,  and  a  pair  of  pallets.  There  is,  however,  no  pendu- 
lum ;  but  the  pallets  are  connected  with  the  armature  of  an  electro-magnet,  in  such  a 
manner  that,  for  each  attraction  or  repulsion  of  the  armature,  the  scape-wheel  is 
liberated  half  a  tooth  ;  for  an  attraction  and  a  repulsion  a  whole  tooth  ;  so  that  four 
successive  currents,  producing  of  course  four  consecutive  attractions  and  repulsions, 
produce  a  whole  revolution  of  the  scape-wheel.  The  axis  of  the  latter  projects 
through  the  dial  of  the  instnunent  {fig.  810),  and  carries  an  arm  a  or  i  {fig.  811), 
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which,  following  the  motion  of  the  wheel,  is  able  to  assume  eight  distinct  positions. 
The  apparatus  is  generally  double,  as  shown  in  the  figure ;  and  the  signals  are  made 
up  of  the  various  combinations  of  the  eight  positions  of  each  of  the  two  arms.  The 
arm  is  half  black,  the  other  half  white.  The  position  of  the  black  portion  is  read  off" ; 
the  white  portion  is  merely  a  counter- 
poise. When  only  one  half  of  the 
dial,  or  one  index  is  in  use,  the  com- 
binations are  shown  by  producing 
with  the  one  index  successively  the 
positions  of  the  two,  whose  combina- 
tion makes  the  signal,  always  gi^^ng 
first  the  position  of  the  left-hand 
index,  then  that  of  the  right.  The 
handles  shown  in  front  are  the  con- 
tact-makers ;  and  are  so  constructed 

that  the  position  of  the  arm  on  the  dial  coincides  with  the  position  givou  lo  uio 
handle.  Fig.  811  is  a  front  view  of  the  two  arms ;  part  of  the  dial  is  supposed  to  be 
removed,  so  as  to  expose  the  four-toothed-wheel  already  mentioned,  and  the  pallets  x 
and  y  ;  which,  in  their  movement  to  and  fro,  allow  of  the  semi-tooth  advances  of  the 
wheel. 

_  In  these  various  applications  of  the  electro-magnet,  the  armature  has  been  of  soft 
'ind  the  only  action  of  the  electric-magnet  has  been  to  attract  it.  It  has  been 
■withdrawn  from  the  magnet  after  the  electricity  has  ceased  to  circulate  either  by  its 
own  gravity  by  a  counterpoise,  or  by  a  reacting  spring.  We  now  come  to  a  telegraph 
tfl^it  IS  well  knows  and  much  used,  Henley's  magneto-olectric  telegraph  in  which 
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there  is  no  reacting  spring ;  and  in  which  the  movement  or  signal  is  produced  by 
the  joint  action  of  attraction  and  repulsion ;  and  the  return  to  its  normal  state  by 
the  same  joint  action.  Each  polo  of  Henley's  electro-magnet  has  a  double  instead 
ot  the  single  termination  that  wo  have  been  considering  in  all  preceding  cases.  A 
piece  of  soft  iron,  liko  a  crescent,  is  screwed  upon  each  of  the  poles ;  the  horns  or 
cusps  of  the  respective  crescents  are  facing  and  near  to  each  other ;  and  a  magnetised 
stool  needle  is  balanced  between  them.  This  arrangement  is  somewliat  like  the 
following  (  I  ).  So  long  as  no  current  is  circulating  in  the  coils  of  the  electro- 
magnet, the  crescents  are  impassive  soft  iron,  and  no  one  point  of  either  of  them 
has  inore  tendency  than  ary  other  point  to  attract  either  end  of  the  magnetised  needle 
that  is  between  them,  iiut  while  a  current  is  circulating,  one  of  the  crescents  is 
endowed  with  north  magnetic  polarity,  which  is  especially  developed  at  its  horns, 
and  the  other  with  south  polarity.  Suppose  the  horns  of  the  right-hand  crescent 
are  north  poles,  those  of  the  left  south  poles,  and  the  top  end  of  the  needle  is 
north.  Four  forces  wiU  conspire  to  move  the  needle  to  the  left.  Its  top  will  be 
attracted  by  the  left-hand  crescent  and  repelled  by  the  right;  its  bottom  will  be 
repelled  by  the  left,  and_  attracted  by  the  right.  When  this  current  ceases  to  cir- 
culate, the  simple  attraction  between  the  magnetised  needle  and  the  soft  iron  of  the 
crescent  tends  to  retain  it  in  a  deflected  position.  This  tendency  is  increased  by 
a  little  residual  magnetism,  that  is  apt  to  remain  in  the  best  iron,  notwithstanding 
every  care  in  its  preparation.  In  order,  therefore,  to  restore  the  needle  to  its  normal 
position,  a  short  quick  current  in  the  reverse  direction  is  given.  These  instruments 
are  single  or  double.  Only  one  kind  of  deflection  of  the  needle  is  available  for 
actual  signals  ;  the  other  motion  being  merely  the  return  to  the  normal  state.  The 
single-needle  alphabet  is  composed  of  deflections  of  a  short  or  a  long  duration ;  these 
are  produced  by  holding  on  the  current  for  an  instant  or  for  more  than  an  instant ; 
and  the  various  combinations  of  short  and  long  correspond  to  Morse's  dot-and-dash 
system.  The  double-needle  alphabet  consists  of  combinations  of  the  deflection  of 
either  or  both  needles. 
Fig.  812  shows  Henley's  instrument ;  and,  in  completing  the  description  of  it,  we 
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have  to  describe  another  source  of  electric  current  to  which  no  allusion  has  been 
hitherto  made.  The  electricity  here  employed  is  obtained  neither  by  friction  nor  by 
chemical  action,  but  by  means  of  magnetism  and  motion.  If  a  piece  of  metal  is  moved 
in  the  presence  of  a  magnet,  or  a  magnet  is  moved  in  presence  of  a  piece  of  metal,  a 
current  of  electricity  is  generated  in  the  metal.  The  results  are  multiplied  when  the 
metal  is  a  coil  of  covered  wire ;  so  that  we  have  here  the  converse  of  the  electro- 
magnet ;  in  the  one  case  electricity  had  produced  magnetism,  in  the  other  magnetism 
produces  electricity;  hence  the  name  magndo-eleetric  telegraph.  "We  have  here  a 
powerful  set  of  steel  magnets  A  A,  all  the  north  ends  pointing  in  one  direction,  and 
bound  together  with  a  plate  of  iron,  and  all  the  south  ends  similarly  arranged  in  the 
other  direction.  Facing  each  end,  but  not  quite  in  front  when  at  rest,  is  an  electro- 
magnet proper,  n  b,  consisting  of  the  U-shaped  iron  rod  and  the  coil  of  covered  wire, 
as  described  m  fig.  807.  Each  electro-magnet  is  mounted  upon  an  axis,  c  is  a  short- 
lever  or  key ;  on  depressing  this  the  electro-magnet  moves  from  its  normal  position 
in  a  region  of  lesser  magnetic  force,  into  a  now  position  in  the  region  of  greatest  mag- 
netic force,  and  thus  is  the  double  condition,  enunciated  above,  complied  with;  the 
copper-wire  is  moved  in  the  presence  of  a  magnet,  and  this  under  the  most  favourable 
conditions ;  and  the  U-iron,  rising  from  a  feeble  to  a  strong  magnet,  its  lines  of  mag- 
netic force  move  in  presence  of  the  copper  wire.  Just  as  a  current,  coming  from  a 
long  distance,  had  to  be  received  in  Morse's  arrangement  {fig.  808)  m  an  electro- 
magnet of  a  long  coil  of  fine  wire,  so  as  to  be  much  multiplied  in  order  to  do  its  work, 
so  hero  a  magneto-electric  current,  that  has  to  be  sent  to  a  long  distance,  must  bq 
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Coneratecl  inn  long  coil  of  very  fine  wire  in  order  to  have  electro-motivo force  sufficient 
to  overcome  the  resistance  opposed  to  it.  lu  like  manner  the  electro-magnets  of  the 
instrument  d,  in  which  it  is  received  at  the  far-oS"  station,  have  tlie  same  multiplying 
characteristics.  The  magneto-electric  current  exists  only  during  the  motion  pf  the 
electro-magnet  in  front  of  the  steel  magnets,  and  this  motion  must  bo  rather  brisk,  or 
the  change  of  place  is  slow  and  the  current  feeble ;  but  the  current  ceases  with  the 
motion.  "The  needle,  however,  remains  deflected  from  causes  to  which  we  have  already 
referred,  and  if  the  hand  is  raised  gently,  so  that  the  coils  return  slowly  to  their 
normal  position,  the  needle  will  remain  deflected  ;  but,  if  the  hand  is  so  removed  that 
the  coils  return  quickly  from  the  region  of  greatest  to  one  of  lesser  magnetic  force,  a 
reverse  current  of  lesser  force  than  the  original  is  generated,  which  releases  the  needle 
from  its  deflected  position  and  restores  it  to  its  normal  place,  ready  for  making  the 
next  signal.  In  a  recent  form  of  this  instrument  Mr.  Henley  has  obviated  the  neces- 
sity of  moving  the  electro-magnets,  still  retaining  the  same  fundamental  principles. 
He  uses  a  set  of  large  U-shaped  permanent  magnets,  and  places  the  electro-magnet  in 
the  space  between  the  branches  of  the  permanent  magnet,  and  so  that  the  four  poles 
of  the  two  magnets,  the  permanent  and  the  electro,  shall  be  flush  with  each  other  or 
in  the  same  plane.  A  couple  of  iron  armatures  are  mounted  on  a  disc  in  front  of  the 
magnets.  The  disc  has  a  motion  on  a  centre  ;  the  armatures  are  curved  or  crescent- 
shaped.  Their  form  is  so  adjusted  to  the  relative  positions  of  the  poles  of  the  res- 
pective magnets  that,  in  their  normal  or  ordinary  position,  one  crescent  connects  the 
N.  pole  of  the  magnet  witli  one,  say  the  iipper  pole  of  the  electro-magnet,  and  the 
other  crescent  connects  the  S.  pole  of"  the  permanent  magnet  with  the  lower  polo  of  the 
electro-magnet.  On  pressing  a  key  the  disc  moves,  and  the  armatures  so  change  in 
position  that  the  N,  pole  of  the  magnet  is  connected  with  the  lower,  and  the  S.  pole 
with  the  upper  poles  of  the  electro-magnet.  By  this  arrangement  the  polarity  of  the 
olectro-magnet  is  reversed  at  pleasure  ;  and  in  its  transition  from  being  a  magnet  with 
poles  in  one  direction,  to  becoming  a  magnet  with  poles  in  the  reverse  direction,  an 
electric  current  is  generated  in  the  wire  with  which  it  is  wound,  and  the  direction  of 
the  current  is  this  way  or  that  according  as  the  transition  is  from  this  direction  of 
polarity  to  that.  This  form  of  magneto-electric  machine  allows  of  larger  electro- 
magnetic coils  being  used,  and  gives  the  manipulator  comparatively  very  little  weight 
to  move  in  signalling. 

We  have  shown  how  an  electric  current  generates  magnetism,  and  how  magnetism 
generates  another  electric  current ;  it  would  follow  logically  that  one  electric  ciuTent 
should  therefore  generate  another  electric  current ;  for  the  magnetism  produced  by  a 
current  circulating  in  one  wire,  must  have  all  the  properties  of  magnetism,  and  among 
them,  that  of  producing  another  current  in  another  wire ;  and  so  it  is.  A  few  convolu- 
tions of  a  large-sized  wire  are  coiled  round  an  iron  rod  ;  and  outside  the  larger  wire 
is  a  very  great  length  of  flner  wire.  The  current  from  the  battery  is  called  the  primary 
current  in  this  arrangement ;  and  the  moment  it  begins  to  circulate  in  the  large  wire, 
it  magnetises  the  iron  and  generates  a  current,  called  secondary,  in  the  fine  wire, 
which  is  able  to  penetrate  to  a  very  great  distance.  When  the  primary  current 
ceases,  magnetisation  ceases,  the  lines  of  magnetic  force  disappear,  and  a  reverse 
secondary  current  is  produced.  This  was  the  method  proposed  for  obtaining  the 
secondary  current  for  traversing  the  Atlantic  Ocean  from  Ireland  to  Newfoundland, 
The  large  wire  is  not  necessarily  first  coiled  on ;  in  the  coils  for  the  Transatlantic 
telegraph  it  was  coiled  outside.  Nor  is  the  presence  of  iron  essential  to  obtaining 
secondary  currents. 

It  will  have  been  noticed  in  all  the  arrangements  which  have  hitherto  been  described, 
that  tlio  signals  are  produced  by  motions— that  the  electric  current  on  reaching  the 
far  station  is  multiplied  by  being  directed  through  many  convolutions  of  wire,  and  is 
made  to  act  upon  either  a  piece  of  soft  iron  o,  o 

or  a  piece  of  magnetised  steel,  and  to  move 

them,  the  motion  being  turned  to  account  ^^^^ 
directly,  or  by  the  intervention  of  mechanism.  '^//^ 

Wo  have  yet  another  property  of  electricity,   

that  has  been  very  successfully  applied  to 

the  production  of  telegraphic  signals  by  L//j&    (  ^ 

Mr.  Bain,  in  his  electro-chemical  telegraph.  //'/^^si  J 

If  a  current  of  electricity  is- led  into  a  com-  /''^^^Bi    //  / 

pound  fluid  body,  say  into  water,  by  one  wire  y^V^^^«!^ //  / 

find  out  of  it  by  another  wire,  the  body  is      ^3^^^/  7^^^ 

decomposed  into  its  constituent  elements,     N:::::::>^  •^'C^^ 

one  of  which,  the  oxygon  in  the  case  in  t^;J5^ 

question,  makes  its  appearance  at  one  wire,  and  the  otlicr,  tlio  hydroo'en  makes  its 

appearance  at  the  other  wire.   The  same  holds  good  with  bodies  of  a'^more  complex 
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that  eniployecl  in  Morses  rrrrani     wl         '"^f  ^  P^^P^^'  ^i'"^!"  to 

(U-um  of  brass  u  bet  veon  tE  i  of  ?  ^^^^      P'^^  "^^'^ 

ferrocyanido  of  iron  (Prussian  blue  is  formed  a/  thi  f  ?  '""'^^''^  well-known 
P  Mdtl?  the  paper.  thJ  iron  of  tK^^^^^^^^^^^ 

™  not  able  to  produce  the  chemical  decomposition  that  h™u  re  tr  W 

mult  Xe^'S^^^    '^'"^  ^°  V'^y  ^^^y-  either  an  elec  ro-minefor  a 

rafbiSriJi^tlf  f?''^-  f-  "^^^tact-maker,  and  connected  the  necessary  ^mber  of 
local  batteries  with  the  printing  apparatus,  which  consists  of  a  ribbon  of  paper  satu- 
W«T>,n'  ^.'^''''f  ^'^^t^?^       passing  between  a  drum  and  a  steel  pofnt^  ' 

otW  fSm^  ^hlTw«T  ^''^  ^'iu°  attempt  thedescription  of  some  of  he  many 

otIier_  forms  that  have  been  proposed.  The  above  are  good  illustrations  of  the  leading 
^'v  successful  use.    Some  telegraphs  will  prin  Tn  oXaryIha? 

racters ;  this  result^  is  only  attained  by  much  complexity,  and  its  value  is  more  than 
questionable  It  bemg  as  easy  to  learn  a  new  code  as^  a  new  alphabet  telegraph 
clerks  read  their  signals  as  readily  as  they  read  ordinary  writing  orVint  ng  anfthoy 
acquire  their  knowledge  in  a  very  short  time.  Hence  probably  it  is  that  te  Waphs  to 
print  in  ordinary  characters  are  but  little  known  in  real  practice;  neverthelS  some 
very  promising  instruments  of  the  class  have  been  produced  by  House,  and  especiaUy 
one  more  recently  by  Hughes,  both  of  the  United  States.  especially 

The  following  remarks  on  printing  telegraphs  have  been  handed  to  us.  and  we  eive 
tiiem  insertion  as  they  appear  to  point  to  an  improved  system  •— 

'  The  needle  and  beU  instruments,  however,  have  hitherto  transmitted  messages  with 
far  greater  rapidity  than  has  been  possible  by  the  ink  writer ;  but  the  advantlge  of  a 
system  which  is  self-recording  recommends  itself  to  all,  inasmuch  as,  without  some 
s'tetSn        ™P°ss^^^«  to  ti^ace  an  error  to  its  source,  either  at  the  sending  or  receiving 

'  The  ink-writer  now  in  use  by  the  Telegraph  Department  of  the  Post  OflSce,  can 
only  record  the  telegraphic  signals  by  breaking  a  Une  formed  longitudinally,  on  a 
band  of  paper,  the  operator,  whether  skilful  or  unskilful,  breaking  that  line  where  ho 
pleases  into  the  requisite  "  dots  "  and  "  dashes."  Thus,  apart  from  the  time  occupied 
in  writing  or  drawing  the  "  dashes  "—which,  being  formed  of  strokes  three  times  the 
length  of  the  strokes  forming  tlie  "  dots,"  require  three  times  longer  to  draw  them  than 
the  "  dots  —a  certain  amount  of  skill  is  needed  to  work  the  instrument,  and  of 
course,  accuracy  is  not  insured.  Indeed,  a  short  "dash"  foUowed  by  a  long  "dot" 
may  be  read  either  as  two  dashes  or  two  dots. 

•  Attempts  to  remedy  this  confusion  have  been  made  by  Mr.  Herring,  who  has  en- 
deavoured to  unite  the  chief  advantages  of  the  Morse  ink-writer,  which  was  the 
favourite  instrument  of  the  Electric  Company,  with  the  speed  of  the  bell-instrument, 
which  was  an  equal  favourite  with  the  Magnetic  Company ;  and,  without  necessitatingany 
new  method  of  sending  or  receiving  messages,  but  simply  by  substituting  for  the  double 
bell  a  printing  instrument,  he  appears  to  have  perfectly  succeeded.  Instead  of  wasting 
the  cuiTents  upon  merely  fleeting  appeals  to  the  eye  by  needle,  or  to  the  ear  by  bell, 
or  adopting  an  uncertain  and  tedious  method  of  writing  the  signs  in  ink,  he  has  con- 
trived a  telegraph  printing  instrument,  whereby  the  signs  maybe  instantaneously 
stamped  in  printing  ink,  on  the  paper,  with  their  actual  types,  thus  insuring  positive 
correctness.  This  instrument  which  costs  very  little  more  than  that  now  used  by  the 
Telegraph  Office,  has  been  described  by  Mr.  Scudamoro  as  'much  superior  to  the 
numerous  methods  which  have  been  brought  forward  from  time  to  time  during  the 
last  twenty  years,'  and  he  adds,  that  it  '  admits  of  the  signs  being  produced  faster  and 
in  less  compass. 

'  The  telegraphic  instrument  invented  by  Mr.  Herring  was  so  constructed  as  to  pro- 
duce the  dot  and  the  dash  of  the  Morso  code  in  such  a  manner  that  one  could  never 
bo  mistaken  for  the  other.  This  was  effected  by  the  use  of  two  distinct  levers :  an 
arrangement  which  also  permitted  the  dash  to  be  made  vortical,  instead  of  horizontal, 
and  to  be  produced  instantaneously,  instead  of  by  continued  pressure,  thus  saving  thp 
time  of  the  operator,  and  diminishing  the  length  of  the  message  slip. 
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*In  this  instrument  the  slip  of  paper,  on  which  the  message  is  received,  is  made 
to  travel  by  clockwork  in  tlio  ordinary  way.    It  passes  directly  over  a  metallic  disc, 
placed  transversely  to  the  course  of  the  slip,  revolving  on  an  axis,  and  dipping  into  an 
ink  well ;  over  the  paper  is  a  lever,  terminating  in  a  broad  style,  placed  vertically 
above  the  disc,  so  that  the  descent  of  the  lever  compresses  the  slip  of  paper  between 
the  disc  and  the  style.    This  lever  is  double,  in  the  sense  that  its  central  portion, 
carrying  the  central  portion  of  the  style,  can  be  acted  upon  either  independently  of  the 
lateral  portions  or  together  with  them.    In  the  former  case,  only  the  narrow  central 
portion  of  the  style  descends,  and  the  sUp  of  paper  is  pressed  upon  the  inking  disc  at 
only  a  single  point  of  contact,  which  produces  a  dot.    In  the  latter  case,  the  style 
descends  as  a  whole,  and,  having  a  concave  edge,  it  presses  the  paper  into  contact  with 
Sl,7ff J  """""i     ^^?\°^this  edge,  thus  producing  a  vertical  dash.    There  is  an 
^S^^.     .T'  ^  T^'?       P^P"'^  "^^y  ^«  ^'-^is^d  or  lowered  at  pleasure,  and  by 
r^l«^T'.      «°'?fc^^t-surface,  and  hence  the  boldness  of  the  mark,  may  be  increased 
S^m^^  1  pleasure  of  the  operator.    The  pressure  of  the  siyle  stops  for  the 

S  wHol,  ?1?  ^?^°1^^°^,  of  the  inking  disc,  upon  the  immediate  recommencement 
^Jnf  tY?.r  '^•P?^^'-  i^^'^^tor         tlierefore,  placed  upon  the 

iSffs  ^iPPl  f/fl.      containing  a  spiral  spring,  so  arranged  that,  when  the  disc 
s  r  Wed  ft  in  ?  ^"^"^  °-       ^lo'^l^orl^         the  spring.     The  moment  the  disc 
tLn!  ^^'^  necessaiy  impulse  to  produce  immediate  revolu- 

Dortio^n  of  ?r«^.'u!wl"'^l?        ^°        ''"^  °^  ""^'"^  commands  the  central  or  dot 

ana  tne  other  the  dash,  and  no  mistake  can  occur  between  the  two,  except  bv  the  use 

f  l£  bmtv  to  tY;  rl^:  ^""'r-^."  ''''''  comS  a^nd  givS 

pres?nSa  ned  t      other  modification  of  the  Morse  system  has  at 

L  Zble  beU  w'^h^V  f 'T'^  IS  worked  with  a  double  current,  like  that  used  for 
and  pemanentlv^^^^^^^  °T  the  signals  are  printed 

recipi™        ^  ^"'^  ^^^ting  impressions  upon  the  ear  of  the 

xeSLtiTlTtll'-  P"°^^°g  instrument  would  at  once  admit  of  the 

might  be  relainTof  Sfi^fi;  ^"strument  at  the  sending  station,  a  perfect  fac-simile 
SwiSth  Tfh!  A  f^^ssage  as  recorded  at  the  distant  receiving  station  •  and  as 
^c'e  ter  sta^^^  H"?  ^^  ^""^^        ''''  ^^^^^^^er  of  tL  orZary  post! 

pressecfS  Z^dnand  dl  n  the  u^  '''LI^^  side  by  side  mighti^m- 

of  legal  importance    No?  onlv  woSrl  T    ^F'  '"P  '^''^^  ^""^^  ^^^^^^ 

lettef,  butLoth?actu:!  coLriStbn  iS"  A  LSr''  V\  "''J 
registered  telegram,  would  virtual! v  rpl^,-  %       ^  solicitor  or  a  broker,  sending  a 
his  letter;  and  thi7brinffL^?.T7i'^       ^""^        Department  a  certified  copy  of 
was  print;d  wWch  ireSeml  siL^^^^^     an  envelope  on  which  the  key  to  the  code 

in  carorpr^sli;;:??^^^^^  "optiug  a  similar  course 

takes  to  transmit  messages  i^nn  tif  T"  .  ^  Telegraph  Department  only  under- 
incurred  throiSi  the  ^4^^^^^^^^^^^  -ot  liable  fJr  losses 
38  nevertheless  urged  by  nSal  f^.  ^'i  °^  ^o^-.^^^^^ery  of  telegrams.'  It 
nothing  tends  morfto  dekv  hanS^  avoid  delay  in  deUvery.  and,  probably, 
necessitate  repeating  the  m™  WV  In  •  .T^"'  transmission,  which,  at,  present 
only  of  the  wire,  buf  S  the  clS  4  LtK  '^^^^^^^f  S  the  time  twice  over,  not 
f  aggravated  hy  a  littL  extra  buw2  .  f  '  "'"^^^  ^^''^^^S'  especially 
increase  of  error.  At  sLrl  time  5  ^t!  i^"'''^'  and  liability  to  aJ 
few  of  the  messagetlips  with  tKrfntLT  '  'f^^l'^^  ""^^''^'^^  ^'^^^^^S  a 
then  proceed  in  the  uJal  iav  n./S  ^l'  «f  the  office  would 
either  error  or  delay           ^'  ^  ""^^  accustomed  quietness,  without  any  excuse  for 

Gover^mltJtTotw  ^  telegraph  in  cipher  for  the 

the  ordinary  signs  'dot  and  dash  ^    T^'nS  invention,  to  make  an  addition  to 

angle  wire,  could  be  intrnH,,^^  ^"  ^''^i^^         ^^^"^  ™g^t  be  sent  by  the  samfl 

the  same  inS  di^c  fnd  11?^^°?°^'''  °^  "^^ra  levers  and  styles  woJw  ov^r 
the  dot  and  dash    S^Stt  =^^  ''''''^  battery,  stronger  than  tTiS  usfd  fS 

w  tSi:t?-e-of      S«  of 

great  d  coveror  of  S  dots, 'dashes)  for  Sudnl  thT  ,1°  °T?i!' 

Vo..  u:''''     ^1-tro-magnetism,  which  is  the  VincLion7f^ltti.o.M:^^^^^^^ 
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Tho  figures  on  the  right  show  tho  number  of  marks  or  signs  used  in  printing  the  Siimo 
Avord  iu  each  kind  of  telegraph. 


1.  Single  T  Cooke 

and 
f  Wheat- 

2.  Double  J  stone. 

3.  Single  1 

>  Henley 

4.  Double  J  L 


5.  Morse 

6.  Single 


7.  Double 


Bain 


0 


/// 


/// 


Mil 


E 


\\l 


\/ 


S 


\// 


T 


Mil 


I  III  mil  nil 


IIW  l\\\l 


E 


W 


\  // 


// 


D 


V 
\/ 


/ 


20 

18 
16 
19 
16 
17 


SHAUVW  J  RP  L 


Herring's  Telegraph  Alphabet 
u         V         w  J 

■  I    "I     "I     11     III    •!■     li-  I 

NDBG  ZK  X  Y 

I  ii  III  II-  I-  I-  I--  II-  II-  1-1  i-i  III 


■  ■  ■     ■  ■  ■  ■ 


M 


III 


The  Bheo-eleotro-static  system  of  telegraphy  was  first  described  by  M.  Botto,  in  1848. 
It  is  applicable  to  some,  but  not  to  all  forms  of  telegraph.   It  has  been  applied  on  the 
South-Eastern  Eailway  to  the  signal  bells  {fig.  814),  for  the  purpose  of  reducing  the 
amount  of  battery  power  required  under  other  circumstances  to  be  maintained.  Ihe 
wire  by  which  a  pair  of  bells  are  connected,  is  in  its  normal  state  in  permanent  con- 
nection with  the  similar  pole,  say  the  positive,  of  batteries  of  equal  power  at  the  re- 
spectivo  stations,  so  that  two  currents  of  equal  power  are  opposed  to  and  balanced 
against  each  other.    Under  these  circumstances,  the  wire  is  m  a  null,  or  rheo-electro- 
static  state ;  neither  current  circulates.    If  the  connection  of  one  of  the  batteries  is 
reversed,  so  that  its  negative  pole  is  presented  to  the  wire,  then  the  currents  of  both 
batteries  are  in  the  same  direction,  and  they  circulate  as  one  current,  equal  in  value 
to  the  combined  force  of  the  two  batteries.    The  application  is  obvious ;  that,  whereas, 
under  the  ordinary  system,  a  wJwle  battery,  of  force  sufficient  to  traverse  the  distance 
and  do  effective  work,  must  be  at  each  station,  under  tliis  system  only  hal^  such  battery 
is  necessary  at  each  station  for  producing  the  same  effective  work.    Also,  it  a  little 
more  battery  power  is  placed  at  each  station  than  is  necessary  for  the  actual  work 
required,  signals  of  higher  power  are  obtained  under  common  circinnstances ;  and 
also  the  equilibrium  of  tho  two  opposed  currents  may  be  disturbed  at  any  p  ace 
between  the  two  stations,  and  signals  maybe  made  by  merely  making  a  connec  on 
between  the  line-wire  and  the  earth  ;  because  the  negative  pole  at  each  station  is  fitted 
up  in  permanent  connection  with  the  earth;  and,  as  the  positive  P°les  are  in  hke 
connection  with  the  line-.vire,  each  battery  current  is  made  to  ^^^t^  ^^^^^^ 
own  si<rnal-bell  every  time  the  earth  and  Ime-wire  are  placed  m  connection,    iiy  tins 
TeLsTe  guard  of  I  train  can  make  signals  of  distress  to  the  nearest  station  vathout 
™d  of  portable  apparatus.    Considerable  care  is  required  to  obtain  good  commun  - 
cation  with  the  earth  on  the  open  railway  for  making,  distress  signals,  or  otherwise  the 
Shargo  is  imperfect,  and  no  signal  is  made.    Pish-jointcd  rails  are  very  valuable  for 
S  s  pu^os^  I  theii^  absence,  especially      ^^^^P'^-^ts,  mete^^^^^^ 
the  purpose  k  intervals  in  the  moist  earth,  and  a  wire  attached  for  use.  Contact 

'^TrrX'l^^^^^^^  --1'^^°-  «f  earthenware,  glass,  or 

poJctfn?the™erLTaS:pe  var/ng  according  f  tho 
Ld  the  length  of  line  to  be  ins^^^^^^ 

Sl  nt^7rrC%T^^^^^^^^^^  escape  to  the  pole  and  thence  to 
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814 


815 


tlie  eartli ;  but  the  bat  tery  power  reqiiii-ed  to  overcome  tlie  resistance  of  very  great 
lengths  of  wire  is  equally  able  to  overcome  the  resistances  presented  by  inferior  insu- 
lators, and  to  escape  in  considerable  quantities  at  every  pole  ;  so  that  the  force  which 
reaches  the  far  station  would  not  be  equal  to  its  work.  It  is  for  these  long  lines  that 
the  greatest  ingenuity  has  been  expended  in  constructing  insulators.  Fine  porcelain 
is  most  in  favour  from  its  presenting  a  very  smooth  siirfaco,  and  being  less  hygro- 
metric  than  glass ;  and  it  is  distorted  into  most  mysterious-looking  shapes  in  order  to 

present  as  great  a  distance,  and  one  as  much  sheltered 
as  possible,  between  the  part  with  which  the  line-wire 
is  in  contact,  and  the  part  that  is  in  contact  with  the 
pole. 

Telegraph  signals  pass  with  far  less  rapidity  tlirough 
buried  and  through  submarine  wires  than  along  the 
ancient  aerial  wires.  The  slow  travellings  mentioned 
above  were  tlirough  wires  of  this  kind.  "We  must 
refer  to  treatises  on  Electricity  for  fuU  details  of  the 
conditions  presented  by  a  telegraph  cable.  In  practice 
it  is  found  that  on  first  sending  a  signal  into  a  sub- 
merged wire,  the  electricity  is  delayed  on  its  road, 
in  order  to  produce  a  certain  electrical 
condition  upon  the  surface  of  the  gutta- 
percha that  is  in  immediate  contact 
with  the  conducting  wire.  Nor  is  this 
all ;  before  a  second  distinctive  signal 
can  be  sent,  it  is  necessary  that  the 
condition  produced  by  the  first  signal 
shall  be  destroyed;  and  this  is  an 
operation  requiring  even  more  time 
than  was  consumed  in  the  mere  act  of 
producing  it.  These  two  classes  of 
retardation,  especially  the  latter,  were 
largely  manifested  in  the  Atlantic 
cable;  and  have  called  forth  all  the 
ingenuity  of  electricians  in  order  to 
mitigate  or  to  modify  them.— C.V.W. 

Fig.  814  represents  the  cable-  that 
has  been  lying  in  the  British  Channel 
between  Dover  and  Calais,  since  Sep- 
tember 1851.  It  contains  four  No.  16 
copper-wires,  each  wire  being  doubly 
covered  with  gutta-percha.  The  four 
wires  are  then  twisted  into  a  rope  ;  and 
the  rope  is  thickly  covered,  first  -n-ith 
hempen  yarn,  tarred,  and  finally  with 
a  jacket  of  ten  No.  1  iron-wires.  The 
cable  is  shown  in  perspective  and  in 
section.  Fig.  815  shows  the  perspec- 
tive and  section  of  the  Irish,  a  single- 
wire  cable.  It  consists  of  a  single 
central  conductor,  of  one  No.  16  copper- 
wire,  doubly  covered  -^vith  gutta-percha, 
then  with  hempen  yarn  as  before ;  and 
finally  with  a  protecting  jacket  of  ten 
No.  8  iron-wires.  The  Calais  cable 
weighs  7  tons  per  mile ;  the  Irish  2 
tons  per  mile. 

The  first  practical  experiment  with 
deep-sea  telegraphs  appears  to  have 
been  made  by  Mr.  Brett  in  1850.  This 

across  Sf  £„,,^^J,l--^^^^^^^^ 

-ScS^t^L'."^"^^'^  "^^^^^  ""^  ^^^^^  '"^^  tnSni^Z 

mi?o^        "if  - cable  was  laid  on  May  6,  1853.    This  cable  (fig.  816)  is  70 
muos  long  ;  it  is  composed  of  six  copper-wires,  insulated  by  a  coatine  ofLtln  l  I  i 
vhich  are  essentially  the  electrical  cfble,  and  those  are  secured  ^an^lCS 
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il•op-^^^res.  Tho  whole  rope  was  capable  of  sustaining  a  strain  of  about  50  tons ;  it 
weighed  7  tons  per  mile,  making  a  total  weight  of  nearly  600  tons.    It  was  made  by 

816  817 


Newall  and  Co.,  in  100  days,  its  cost  being  33,000Z.  It  reqmred  70  hours  to  coil  it 
into  the  ship,  and  it  was  submerged  in  the  sea,  from  Dover  to  Ostend,  in  18  hours. 
The  aiTangement  of  the  inner  wires  did  not  prove  entirely  satisfactory. 

After  the  success  in  sinking  the  Dover  and  Ostend  cable,  Messrs.  Newall  and  Co. 
commenced  laying  a  cable  from  Donaghadee,  in  Ireland,  to  Port  Patrick,  in  Scotland, 
across  the  Irish  Channel.  This  cable  was  of  the  same  weight  and  size  as  fig.  81C,  but 
the  conducting  wires  were  differently  arranged,  as  seen  in  fig.  817.  The  drawings 
given  are  of  the  natural  size.  This  cable  was  made  in  twenty-four  days,  and  at  a  cost 
of  13,000^.  The  Mediterranean  cable  is  of  the  same  construction  as  that  across  the 
Irish  Channel,  and  was  laid  in  1854.  This  line  runs  from  Spezzia  to  the  Island  of 
Corsica.  Over  this  there  is  a  land-line  extending  to  the  Straits  of  Bonifacio,  where  a 
short  submarine  line  of  7  miles  runs  to  the  Island  of  Sardinia.  Across  this  island 
there  is  a  line  203  miles  long,  terminating  at  Cape  Spartivento.  The  telegraphic  com- 
munication between  the  Island  of  Sardinia  and  Africa  seems  to  have  been  surrounded 
with  great  difficulties.  Two  attempts  were  unsuccessful ;  but  the  third  proved,  by  its 
success,  that  perseverance  accompanied  by  judgment  usually  attains  the  end  desired. 
This  cable,  also  made  by  Messrs.  Newall,  was  composed  of  4  sets  of  conducting 
wires,  and  these,  in  the  deep-sea  portion,  were  protected  by  18  iron-wires,  while 
the  shore-end  was  surrounded  by  12  much  stouter  wires.  The  shore-cable  was  6  miles 
in  length.  The  distance  between  Cape  Spartivento  in  Sardinia,  and  Bona  on  the 
African  coast,  is  125  miles.  Messrs.  Newall  and  Co.  also  made  the  cable  which 
unites  Malta  and  Corfu  with  Sardinia.  The  electrical  cord  in  this  cable  is  com- 
posed of  7  small  wires  twisted  together  and  insulated  by  a  thick  layer  of  gutta- 
percha. The  deep-sea  portion  is  protected  by  18  small  iron-wires  ;  while  the  shore- 
end  is  covered  by  an  armour  of  10  stout  iron-wires,  and  which  is  consequently 
much  heavier  than  the  deep-sea  cable.  The  weight  of  the  deep-sea  section  of  this 
cable  is  1,960  lbs.  per  mile,  and  its  total  cost  was  125,000?.  These  may  be  regarded 
as  typical  examples  of  nearly  all  the  submarine  electrical  cables  which  have  been 


laid. 


It  becomes  necessary  to  give  a  little 
818 


The  Atlantic  Cablr,  IhOH.    Length  1670  miles, 


more  in  detail  the  description  of  the  Atlantic 
cable  of  1858  {fiig.  818).  The 
electrical  conductor  was  a  copper 
strand,  consisting  of  7  wires — 6 
laid  round  1 ,  forming  in  fact,  as 
far  as  electricity  is  concerned,  only 
1  wire.  This  weighed  107  lbs. 
per  nautical  mile  of  2,028  yards. 
It  was  carefully  insidated  with 
gutta-percha,  laid  on  in  3  coatings, 
and  weighing  261  lbs.  per  nautical 


mile.  Eighteen  strands  of  charcoal  iron-wire— each  strand  composed  of  7  wires,  6  laid 
round  1— laid  spirally  round  the  core.  This  was,  however,  previously  padded  with 
a  serving  of  hemp,  saturated  with  a  mixture  of  Stockholm  tar.  The  weight  of  this 
cable  in  air  was  20  cwts.  per  nautical  mile,  wliile  in  water  it  was  only  13-4  cwts.  This 
made  it  equal  to  4-85  times  its  weight  in  water ;  or  capable  of  bearing  its  own  weight 
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in  a  littlo  less  than  5  miles  deep  of  that  fluid.  Its  breaking  strain  was  estimated  to 
be  3  tons  5  cwts.  This  enterprise  failed  from  causes  which  were  foretold.  Before  the 
cablo  loft  this  country  it  was  imperfect ;  it  had  been  carelessly  kept,  and  greatly 
injured  by  the  cutting-out  of  pieces  while  in  Keyham  yard,  so  that  its  power  of 
carrying  an  electrical  current  was  reduced  to  a  minimum. 

The  unfortunate  failure  of  this  enterprise — in  which  both  Europe  and  America  were 
equally  interested — led  to  considerable  discussion,  and  to  a  careful  examination  of  all 
the  conditions  which  wore  supposed  to  influence  such  electric  cords.  All  the  laws 
regulating  the  flow  of  an  electrical  wave  were  re-examined  by  some  of  our  best  elec- 
tricians, and  many  previous  conclusions  received  some  correction.  It  had  been  supposed 
that  an  insulated  submarine  wire  conducts  according  to  a  different  law  from  that  of  a 
suspended  circiut.  This  difference  was  thought  to  depend  upon  a  system  of  induced 
earth  currents  influencing  the  submerged  wire,  which  would  not  influence  a  wire  when 
suspended  in  the  air.  A  simple  example  to  render  this  clear  to  the  non-scientific 
reader  may  be  necessary.  If  a  wire  insulated  by  means  of  gutta-percha,  or  any  other 
non-conducting_  substance,  is  connected,  so  as  to  complete  the  circuit,  with  the  two 
ends  of  a  voltaic  battery,  a  current  is  said  to  flow  through  it.  This  means  that  an 
electrical  wave  of  motion  is  propagated  along  it  in  a  given  direction.    If  another 

copper-wire  is  placed  near  it— though  not  in  contact  with  either  it  or  the  battery  

another  ciuTent,  or  wave,  is  generated,  that  is,  induced,  in  it.    This  induced  current 
interferes,  to  a  greater  or  less  extent,  with  the  primary  current ;  and  where  great 
lengths  of  cable  are  concerned  it  becomes  an  element  of  serious  consideration.    If  a 
coated  wire  is  placed  on  the  earth,  and  an  electrical  current  is  established  in  it,  the 
earth  acts  the  part  of  the  second  wire,  and  induction  is  developed  on  its  surface. 
Mr.  S._  A.  Varley  has  examined  this  problem  with  much  care,  and  has  arrived  at  the* 
following  conclusions.  In  a  suspended  wire  the  insulatory  medium  of  the  air  takes  the 
place  of  the  gutta-percha  of  the  submarine  circuit.    The  earth,  which  is  the  nearest 
conductor,  is  a  considerable  distance  off,  and  is  only  on  one  side  of  the  wire;  therefore 
but  little  induction  can  take  place  between  the  wire  and  the  earth.    Nevertheless  in- 
duction to  a  certain  extent  does  take  place,  and  it  can  be  detected  with  delicate' ap- 
paratus m  circmts  of  very  moderate  lengths.    If  the  distance  between  the  wire  and 
the  earth  is  decreased,  induction  will  be  developed  more  strongly,  and  the  wire  could 
be  brought  down  step  by  step,  until  the  condition  of  a  submarine  circuit  would  be  ap- 
proached, where  the  earth  surrounds  the  wire  on  all  sides,  and  is  only  separated  from 
It  by  the  thickness  of  one-eighth  or  three-sixteenths  of  an  inch  of  gutta-percha  a  sub- 
stance possessing,  moreover,  specifically  a  much  greater  inductive  capacity  than  air 
it,  therefore,  appears  that  the  conditions  are  precisely  the  same,  only  differing  in 
degree.    It  is,  nevertheless,  evident  from  this,  that  a  submarine  wire  is  placed  under 
circumstances  of  greater  difficulty  than  those  which  surround  an  aerial  wire  This 
difficulty  increases  with  the  length  of  the  wire,  retardation  becoming  more  and  mote 
powerful  as  the  distance  thi-ough  wliich  the  wave  has  to  move  is  extended    A  sub- 
"^^^^^^^^^S^^^f^^  aLeydenjar.andthe  telegraphic  indications  are 
T£T  discharges  of  a  coated  glass.    An  impulse  is  |iven  by  making  a  con! 

t«W   v^^f  1°^^^'°  Y^^"^  ^'^  °^  ^  -^^^  suspended  in  air-and  it  ifdVates 

?mSS«  '^^^.?'°'^"'^^°^  magnetic  disturbance  at  the  other-and  a  succesS  of 
Sa  th  .  r   '^"^'^ir'u  °^  indications.    Now,  in  an  insulated  submarine 

Si  arrival  of  ^r'^^  ""Y  .  ^  ^^'^^       to  be  drawn  between  he 

Son  o77;il  r'''''^''^^^  may  be  regarded  as  instantaneous-and  the  pro- 
duction of  a  telegraphic  signal.  After  having  charged  the  wires  sufficiently  to  develoDa 
2^3?eSrsutr"'''  the  -ire  taking  sLe  time  to  emptyTtself, Tf  c3 

SVe  tini arr^'^rr"".'-^ f  •  ^  'T^^'^'  ^^^^^  <^^°ther,  and.  instead 

tm  f^^l  lTlh^^^  the  further  extremity,  a  continuous  undulating 

Ss  of  mnlSJ^  r  .1  ^^"gg'sliness  has  been  obviated,  to  a  great  extent,  in  cir- 
Thre4rof  opposite  currents  of  electricity  in  succession. 

qSklfthan  t,  ld%   S^^^^  the  preceding  wave,  and  to  neutralise  it  much  moS 

^£B^^T^  r  iSiS^SoJ;^: -  -  S! 

^"^^^t^:^-  attentive 
Seven  wf""°''^''i''*°^°^*^°  Atlantic  cable  is  formed  of  7  wires,  6  around  If     81  q^ 
byTeSnH  Z*^  '"'^  '^"^  '  to  the  elect^  cfty  ir?;ssi2 

to  a  subm  rgoc  wi?e  f  S  so-^^^^^^  ^  '^"^  ^ 

to  present-  tvf^  1  severance.    Copper-wiro  cannot  always  bo  depended  iiLn 

inch  or  a T".  TT'  .^^  ^very  part.    It  frequently  haSstS 

being  coillcl    il  J°'^T  ^^Tstalline,  and  therefore  liable  to  biBakS 

g  coucd.   By  using  7  sections  instead  of  1,  the  probability  of  a  fatal  breS  of 
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continuity  is  greatly  roducod.  It  in  scarcely  to  bo  expected  that  7  weak  places  would 
occur  at  the  same  spot,  and,  if  a  single  wire  were  broken,  it  would  not  interfere,  to 
any  sensible  dogroo,  with  the  passage  of  the  current.  In  constructing  the  Atlantic 
cable,  however,  the  utmost  care  prevailed  in  every  department.  Every  portion  of  the 
copper-wire  was  submitted  to  exact  examination,  and  no  wire  was  used  which  possessed 
a  lower  conducting  power  tlian  85  per  cent,  of  that  of  pure  copper.  The  insulation  of 
this  conductor  was  thus  ofibctud.  The  centre  wire  of  the  copfier  strand  was  first 
covered  with  '  Chatterton's  compound '  (that  is,  gutta-percha  rendered  viscid  with 
Stockholm  tar).  This  lii'st  coating  was  so  thick  that,  when  the  other  six  wires  forming 
the  strand  were  laid  spirally  around  it,  every  interstice  became  filled  and  air  excluded. 
The  mechanical  solidity  of  the  core  thus  formed  was  very  gi'cat.  This  cable  is  nearly 
3  times  as  hQUXj  as  the  old  Atlantic  conductor,  its  weight  being  300  Ibe.  to  the  nautical 
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Section  o£  the  Atlantic  Cable, 
1865. 


The  Atlantic  Cable— Shore-End,  1865. 

mile  against  107  lbs.  The  complete  exclusion  of  air,  which  is  a  most  important  object, 
is  believed  to  be  effected  by  this  arrangement.  The  conductors  of  some  cables  have 
suffered  from  their  being  to  some  extent  loose  with  their  insulating  covering.  The 
core  being  thus  formed,  next  received  another  coating  of  Chatterton's  compound,  which 
quickly  solidified,  and  thus  thoroughly  protected  the  whole.  It  was  then  surrounded 
with  a  coating  of  the  purest  gutta-percha,  which  was  pressed  round  it  in  aplastic  state, 
bv  means  of  a  very  accurate  die,  and  sheathed  the  core  in  a  continuous  tube.  Over 
this  was  again  laid  another  coating  of  Chatterton's  compound,  for  the  purpose  of 
effectually  closing  up  any  pores  or  flaws  which  may  have  escaped  detection  in  the  gutta- 
nercha  tube  To  this  covering  succeeds  a  second  tube  of  gutta-percha,  then  another 
ooatinff  of  Chatterton's  compound,  and  so  on  alternately  until  the  wire  was  covered 
with  4  coatings  of  gutta-percha  and  4  of  the  compound.  This  being  completed,  it 
weighs  400  lbs  to  the  nautical  mile.  It  is  well  known  that  the  insulating  power  of 
frutta-T3ercha  sensibly  decreases  by  heat.  The  whole  of  the  conductor  was  immersed 
fn  watS  of  a  temperLre  of  75°  Fahr.,  in  which  it  remained  for  24  hours  and  dimng 
thai  time  it  was  constantly  submitted  to  electrical  tests  The  core,  after  having  been 
subiectTd  to  this  and  other  tests  to  prove  the  perfect  character  of  its  insulation,  was 
then  submitted  to  the  process  of  being  protected  by  its  iron-wire  armour. 

Jute  which  had  been  submitted  to  the  action  of  catechu,  in  order  to  preserve  it 
from  d^cly,  was  very  carefully  wi-apped  round  the  core,  and  as  fast  as  tJie  wrapping 
aecay  >vd        j  ^  ^^^^^  ^^^^  penetrated  to  the  wire,  it 

^'°Tl  nf;.ne  conduct  awa7ti^^^^  electric  current  to  the  earth,  and  the  loss  of  insulation 
won  d  at  o^'^^^^^jf^^^f^^^J^  This  wrapping  of  jute  is  surrounded  by  10  wires  manu- 
rcSedftomTomten^^^^^  iron    each'LpLte  wire  being  itself,  in  the  first  instance 
fovrd  StarredVanilla  yarn,  by  which  the  iron  was  protected,  and  the  specifi 
covereu  wiuu  taxiu  -Rv  t  verv  incenious  arrangement,  which  our  space  will 

gravi  y  of  the  mass  lessened    ^y  a  ve^y  J  tarrtd  Manilla  hemp  are  spirally 

notallow  usto  describe  t  e  10  jv>je^^^^^^^^^  completed.  The  sectionand  side-view 
wound  round  the  core,  ana  the  aeep-sod  uiuiu  in  vu  ^  j;^„  oio        boi  As 

of  the  electric  cable  mW  be  fuUy  understood  by  reference  toM  819  and  821.  As 
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the-shore  end  of  auy  cable  is  more  exposed  to  the  action  of  the  wares  than  those  parts 
Se  S  remain  in  a  state  of  rest  at  the  bottom  of  the  deep  sea,  it  becomes  necessary 
to  give  this  portion  a  groatly-increased  degree 
of  protection.  Fig.  820,  which  is  of  the  exact 
size  of  the  shore-end  of  the  Atlantic  cable,  will 
fiilly  illustrate  the  conditions  of  this  portion. 
The  core  was  formed  by  the  main  cable,  which 
was  wrapped  with  a  serving  of  yarn  to  a  size 
sufficient  to  receive  round  it  12  strands  of  iron 
wire,  each  strand  being  composed  of  3  galvanised 
iron-wires,  each  of  which  being  nearly  a  quarter 
of  an  inch  in  diameter ;  the  weight  of  the  com- 
pleted shore-end  was  nearly  20  tons  to  the  mile. 
Its  diameter  is  2^  inches,  but  at  its  junction  with 
tlie  main  cable  it  is  made  to  taper  down  to  the  size 
of  the  latter  by  a  gradual  diminution  in  diameter 
extending  over  500  yards.  This  shore-end  was  side  view  of  the  Atlantic  Cable, 
laid  out  for  about  28  miles  from  the  coast  of 

Valentia  Island,  when  it  reached  water  of  the  depth  of  100  fathoms.  From  Hope's 
Content,  Newfoundland,  about  8  miles  of  shore-cable  only  would  have  been  required. 

The  weight  of  the  deep-sea  cable— according  to  the  Company's  statement — in  air 
■was  35  cwts.  3  qrs.  per  nautical  mile  of  2,028  yards.  Its  weight  in  water,  14  cwts.  to 
each  nautical  mile,  or  equal  to  11  times  its  weight  in  water  per  knot ;  that  is  to  say, 
it  will  bear  its  own  weight  in  11  miles  deep  of  water.  Its  breaking  strain  was_7  tons 
15  cwts.  The  length  of  cable  shipped  was  2,300  nautical  miles;  the  actual  distance 
from  the  point  of  departure,  Valentia,  on  the  West  of  Ireland,  to  the  point  Heart's 
Content,  in  Trinity  Bay,  Newfoundland,  on  which  it  was  to  have  been  landed,  being 
1,670  nautical  miles. 

As  every  one  knows,  this  great  experiment  failed,  the  cable  breaking  when  the 
Great  Eastern  had  reached  the  mid-Atlantic.  Another  experiment  was  made  in 
1866,  and  the  result  has  proved  in  the  highest  degree  satisfactory.  Not  only  has  the 
new  cable  been  securely  lowered  to  its  ocean-bed  in  the  depths  of  the  Atlantic,  but  the 
old  cable  has  been  recovered  and  repaired,  and  we  have  now  several  electrical  nerves 
uniting  the  new  with  the  old  continents.  These  electric  cables  have  now  been  for 
some  time  in  constant  use,  and  their  powers  of  transmitting  electric  currents  appear  to 
improve. 

It  is  not  necessary  in  this  place  to  notice  the  various  electrical  cables  which  now 
girdle  the  earth.  There  are  a  few  points,  however,  which  are  of  sufficient  interest  to 
find  a  place  in  these  volumes.  The  condition  of  the  cable  in  the  ship  is  one  of  these. 
For  the  following  remarks  we  are  indebted  to  Mr.  Kobert  Sabine's  excellent  work  on 
• '  Electro-Telegraphy ' : — 

'  At  present,  all  cables  of  any  importance  are  sent  to  sea  in  water-tanks  on  board 
the  transport  ships.  The  tanks  are  circular,  with  as  large  a  diameter  and  as  high  as 
the  room  of  the  ship  will  allow  between  the  bottom  of  the  tank  and  the  deck  ;  they 
are  made  of  plates  of  iron,  riveted  together,  caulked,  and  painted  with  red  lead  to  pre- 
vent rusting.  There  are  usually  two  such  tanks,  the  forehold  and  afterhold,  on  board 
a  cable  ship.  In  the  centre  of  each  tank  a  hollow  cone  of  iron  is  erected,  and  above 
this  a  series  of  rings  of  2-inch  round  iron,  which  are  lowered  in  the  tank  as  the  cable 
is  paid  out,  are  suspended  for  guiding  the  cable  as  it  leaves  the  tanks,  and  preventing 
it  flying  out  by  centrifugal  force,  and  going  into  kinks.  On  leaving  the  tanks,  the 
cable  passes  through  the  rings  in  the  circular  space  between  them  and  the  top  of  the 
cone,_  which  it  rubs  against  continually.  The  friction  which  the  cable  exerts  against 
the  sides  and  bottom  of  the  trough  assists  the  breaks  in  preventing  its  too  rapid  egress 
from  the  ship. 

'  No  good  electrical  measurements  are  possible  during  the  passage  out  on  account  of 
the  motion  of  the  ship,  and  the  difficulty  of  keeping  the  apparatus  dry ;  the  measure- 
ments which  are  made  are  only  of  value  qualitatively  and  approximately  in  the  event 
of  a  fault  occurring.  The  electrical  conditions  of  the  cable  are,  however,  always  kept 
under  surveillance. 

'  Messrs.  Siemens  have  constructed  a  galvanometer  purposely  for  use  on  board  ship. 
It  consists  of  an  astatic  system  of  magnetic  needles  on  a  vortical  bar,  moving  in  stone 
pivots  and  surmounted  by  an  aluminium  pointer.  Each  needle  turns  in  the  centre  of 
an  indepondont  coil  of  wire.  Above  the  glass  cover  of  the  dial-plate  is  a  tall  rod  of 
brass  carrying  a  horizontal  adjusting  magnet,  which,  in  different  positions  and  at 
aittoront  distances  from  the  magnet  system,  increases  or  diminishes  its  directive  force 
ana  with  this  the  sensibility  of  the  instrument. 

■frofossor  Thompson  has  succeeded  in  eliminating  the  directive  force  of  the  earth's 
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Bhoro  only,  ^hert  itTpossible  it  L  it''        n^atemlly  differ  from  that  used  on 
and  ^vith  a  dampness  c^aSsod  hvV  ,„      f-^?  ''"'P^"''-        the  sea  everythine  ° 
particles  of  water  are  SIJL  .nK-f '"l'         '=^"^<^'l  by^oS?. 'VlSf^ 
rem  every  corner  of  the  avm^uT  STet^         '^^'^"''^  '^^^'^^^  ^  S 

th  chances  are  that  the  "sStle  flfiid  "  ZaZVo^  f^'       Pj^^-^^  '^^d- 
Jjofore  commencing  to  pay  out  n  npff    i  T,*'^^  "^^y    sl^ould  go. 
caxYulmeasuromentsLirof  it^S;^^^^^  the  ship  is  quiffc  in  harbour, 

In  commencing  to  pay-out  a  cable  one  end  of  tlP'f  ""^^'^^f  ^^^d  temperature.  ' 
and  earned  into  the  station.  The  sWp  r,avs  f ht  .  ^l^of -cable  is  put  upon  the  land 
the  middle-cable,  or  to  the  deep  sel  cablo^Jf  . '     •  ^^^'^  it  is  joined  to 

point,  the  officer  of  the  ship  takes  f  L  hoi  •  ^  middle-cable  is  employed.  At  thS 
telegraph  engineer  takes  Kearin^^^^^^  Mb  nautiL  way,  and  th 

consist  in  rough  sketches  of  markfd  po?n^^^^^^  scientific  and  muchsimpler  way  These 
makes  with  a  hill,  or  two  hills  tolZf      °°  ^bich  a  chS 

fuUy  noted.    There  are  ve^  few^S^  wS  t '  ^       ""^^  '''^'^^  should  b  cTre 
enab  e  the  engineer  to  find  L^hSw^ntSt^       F"'''^^  T'^  inequalities  as  to 
should  be  noted,  if  possible  maLfrn  au^  e^f  Qno"'''^.!-    ^{  at  least 

noticed  on  the  land  should  be,  one  as  noar^to  tL  .""^^  ^^^^'^  the  objects 
the  nature  of  the  coast  pern^ts  7n  fT!^  ^  ^^^^"^  ^""^  other  as  far  from  it  as 
and  enables  the  engineef  to  return  "^^'^f  -  ^^e  most  va'u^We 

case  he  may  want  to  pick  it  up  ^  '^^^'^t  ^o^litj  of  the  point,  in 

The  ^^2?tCt^^Z  foLTantsiS'-'^'  ^^^^  °^  -'^--^  ^^^^g^aphy. 
tages  of  terra-firma?  and  any  LcMe^^^^^^^  T?  =  the  ad^ai 

-time,  is  to  be  had  ;  but  the  ryinfdem  jj!  '^^^'^'^tial  element 

under  tt^rf  Jrslrj"l=^f!l°i  -d  that. 


that  in  order  to  lay  a  caMeTucSrfuUv  t^^^^^^  c'"^  i  Telegraphic ')  M.  du  Moncet  says 
of  the  outlying  cable.    UnfortunSe^^^^^^^^^^  t        "^"""^^     ^''''''^y  *^^t 

of  the  sea  bottom  do  not  cSrSS^^^^^^^^  '^^T''.'       PJ^Jsicist's  ideas 

street,  it  is  found  that  as  great TrrellTriHl  .  -^^Ii,  ^^'^'f^  °^  ^^'""S  level  like  a 
the  earth  above  it    The  fea  hn?^?ff  L     !  ^^rth  under  the  water,  as  in 

the  dry  land,  and  over  these  ^unt  J^T  T'  ^f'^''  P^<^cipices,  as  Veil  as 
these  precipices,  thrcab  rrusTbe  S  'and  n^^^^  ''^^7''       "P  down 

rope.    It  must  everywhere  rest  umn  i-I^  ft       ^J"^  ^"^^"^  P'^^     P^^k  like  a  tight 

by  its  own  weight  b^een  th  pS  of  su^^^^^^^^^  f  ^^'^^  ^-'^^ 

It  IS  cut  through  '  suspension,  or  abrade  against  the  rocks  until 

ot  the  battery  ;  and  Sri  th«S.Vnrf?ilJ^        j""^    °°'  '>J'  ioteMitv 

travelling  mu^h  t^Ai^ZS  '^^^SS  "i^Z"  •  f^P^'^ 

Si^ETtiotygJi  ss-  i^S = ^^^^^ 

and  can  be  perceived  in  circuits  of  very  moderate  length     The  author  has^  n^^^^^^ 

^^'r"-f  ''.^^  ''''''^  h°         confident  that  wi  h  deSe 

apparatus  It  could  be  perceived  in  much  shorter  circmts.  If  the  distance  betweenThe 
wire  and  the  earth  is  decreased,  induction  ^vill  be  developed  more  longly  and  So 

wouirh.       ^"T)'  ^7""'         ^^^'^P'  ""^^^       ^^"'iition  of  a  subSe  drcS 
would  be  approached,  where  the  earth  surrounds  the  wire  on  all  sides  and  is  onW 
separated  from  it  by  the  thickness  of  ^th  or  ^ths  of  an  inch  of  gutta-percha  a  substance 
possessing,  moreover,  specifically  a  niuch"greater  inductive^  capacity  thL  Sr  52 
therefore  appears  that  the  conditions  are  precisely  the  same,  only'^differing  in  d^Le 
xn  a  i^eyden  jar,  the  inner  and  outer  coatings  are  perfectly  insulated  one  from  tlio 
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Tf  fhnv  ^vero  not  insulated,  there  could  bo  no  statical  charge,  as  is  well  under- 
n    LSians    Induct  on,  therefore,  involves  insulation    But      a  sub- 
stood  l>y.^;  .f  Jf^f  f^'^fc  the  case.    If  the  wire  was  disconnected  at  the  further 
"'>rZm  the  te W^^^^  ^vas  sealed  up  with  gutta-percha,  the 

"""''."r  f/woSd  be  nearl?^^^  same.  In  practice,  however,  it  is  quite  open  through 
S  iS  Jent  to  the'e^^^^^  tiie  resiLnce  opposed  by  the  -^j-f^^^^^ 
!SL  k  ATonlv  insulation  between  the  inner  and  outer  coatings;  for  it  unites  botn, 
?n  connecLn  with  the  earth  at  both  ends.  It  is,  therefore,  evident  that  f  ^h 
t-re°offers  no  resistance,  there  will  be  no  insulation,  and,  as  a  consequence,  no  i°duc- 
Ton  to  Xd  the  passage  of  the  current.  It  is  also  equally  plain,  that  precisely  in 
™tion  tothe  ?esistfnce  which  the  wire  opposes  provided  ^IW^^^Ste  ex^ 
medhim  is  of  the  same  thickness,  wiU  induction  manifest  itself,  and  retardation  be  ex- 
^SZod.  There  is  also  another  difference  between  a  Leyden  jar  and  a  Bubmaxme 
Srcdt  The  Leyden  jar  is  charged  uniformly  aU  over,  whilst  m  a  submannewe, 
Jie  tension  of  the  dJge  varies  in  different  portions  of  the  circuit,  being  at  its  ma^- 
™  at  the  end  where^ontact  with  the  battery  is  made,  and  gradually  vanishing  to 

f^cttas  to,  that  if  a  battery  capable  of  developing  w^^^^^^ 

in  short  circuit,  a  much  greater  quantity  of  electricity  than  it  does^  when  connected 
tLo5  a  fine  ^e,  is  conLcted  tLughl  long  wire  of  small  dimensions,  the  quanh^^^ 
evolved  through  one  length  of  this  fine  wire  will  be  twice  the  amount  of  that  evolved 
thrS  double  the  length.    Erom  this  it  appears  that  double  the  le^th  f  we  op^ 
posesthe  same  resistance  to  a  given  quantity  of  electricity,  as  a  ^^^^fJ^^^J^^^^^^J^^ 
does  to  double  that  quantity  of  electricity.    Hence,  any  length  of  wire  opposes  an 
infinitely  smaU  amount  of  resistance  to  an  infimtely  smaU  quantity  of  electricity.  An 
idea  seems  to  prevail,  that  if  the  wire  becomes  attenuated  at  any  one  spot,  the  con- 
ducting power  of  the  whole  circuit  will  be  brought  down  to  that  of  a  wire  of  no  greater 
thickness  than  it  is  at  the  attenuated  portion.    It  will  be  at  once  seen  from  what  has 
lust  been  said,  that  this  cannot  be  the  case,  but  that  the  effect  will  be  precisely  the 
same  as  increasing  the  length  of  the  circuit.    Por  if  the  circuit  is  attenuated,  say 
throughout  a  mile  of  its  length,  to  half  its  normal  diameter,  it  will  possess,  m  this 
space,  only  one-fourth  of  the  sectional  area ;  consequently,  it  will  oppose  4  times 
as  much  resistance  as  a  mile  of  wire  of  its  original  size.    In  other  words,  this  mile 
will  oppose  as  much  resistance  as  4  miles  of  any  other  portion  of  the  circuit,    it  the 
resistance  offered  by  1  mile  of  the  circuit,  is  put  down  as  1,  then  the  resistance  op- 
posed by  the  attenuated  mile  would  be  4;  and  if  the  normal  resistance,  or  1,  is  sub- 
tracted from  this,  there  will  remain  3,  as  the  excess  of  resistance  over  what  it  should 
be,  owing  to  this  attenuation.    The  effect  will  therefore  be  the  same,  as  increasing  the 
length  of  the  circuit  by  3  miles.    It  seems  surprising  that  this  should  have  escaped 
observation,  for  if  true  the  conducting  power  of  the  whole  circuit  would  be  brought 
down  to  that  of  a  wire  of  no  greater  diameter  than  that  made  use  of  in  the  coils  of 
the  instruments,  which  may  be  considered  simply  as  a  continuation  of  the  cable,  and 
is  only  about  one-eightieth  of  an  inch  in  diameter.    Electricity  flowing  through  a  long 
circuit  which  is  attenuated  at  one  portion,  may  be  compared  to  water  flowing  through 
a  long  tube  of  small  dimensions,  and  therefore  opposing  a  great  amount  of  friction  to 
the  passage  of  the  water.    If  the  tube  is  indented  at  any  one  part,  it  will  decrease  the 
flow  to  a  certain  extent,  but  not  nearly  so  much  as  if  the  bore  of  the  pipe  was  reduced 
throughout  its  length  to  the  same  size  as  it  is  where  indented. 

'  Incidentally  connected  with,  and  following  as  a  natural  sequence  to  what  has  just 
been  said,  is  the  bearing  and  the  value  of  the  resistance  opposed^  by  the  coils  of  the 
telegraph  instrument.    If  an  electro-magnet  is  enveloped  with  a  single  convolution  of 
wire,  and  a  battery  is  connected  with  it,  there  will  be  little  resistance  to  the  free  pas- 
sage of  the  electricity,  as  owing  to  the  short  length  of  wire,  but  very  little  magnetism 
will  be  developed.    Under  such  conditions,  with  a  great  expenditure  of  battery  power, 
a  very  small  equivalent  of  magnetic  force  will  be  obtained.    If  the  number  of  convo- 
lutions be  increased  until  the  resistance  opposed  by  the  greater  length  of  wire  begins 
sensibly  to  reduce  the  dynamic  quantity  flowing,  the  magnetic  force  will  then  be  found 
to  be  increased  proportionately  to  the  number  of  convolutions,  less  certain  other  con- 
siderations, which  need  not  now  be  entered  upon,  and  with  actually  less  expenditure 
of  battery  power.    Eesistance  encountered  and  overcome,  under  these  conditions,  im- 
plies so  much  work  done ;  and  the  larger  the  proportion  of  it  in  the  instruments, 
relatively  to  that  opposed  by  the  cable,  the  more  economically  will  the  electricity  be 
expended.   If  the  cable  is  supposed  to  offer  10  times  the  resistance  of  that  opposed 
by  the  coils  of  the  telegraph  instrument,  which  is  nearly  the  case  in  some  printing 
circuits  of  200  miles  in  length,  the  whole  of  the  cable,  as  well  as  the  coils,  will  bo 
rendered  magnetic.    Ten-elevenths  of  the  magnetism  will  bo  developed  in  the  cable 
itself,  where  it  will  be  useless,  and  one-eleventh  only  in  the  coils  of  the  apparatus, 
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^^7^^^'^^  ^f'  -ilf  res  a.  inerc.ed  i„ 

notism  equal  to  ono-fifth  of  E  n^ilos  of  the  cable,  an  amount  of  mag. 

former  instance,  ^vill  now  £0  do^^^^^^^^^^  Z^^'^  '"t^'^  ^« 

tity  of  electricity  as  inThe  formZ^nT^  1 4  t°JWh  mstrument.  if  the  same  quan- 
parent,  why  such  fine  wirram^To  mw  Hence,  the  reason  is  ap- 

coils  of  telegraphic  appark  us  if  T.^  'i*  ^''""^     ""^''''^  ^^^^^  for  the 

coil-wire  may  b^inc^S  irionShCl^^^^^^^^  limit,  to  which  the 

tage.  lucioasea  in  loiigtli,  or  bo  dimimshed  in  sectional  area,  with  advan- 

op;o'siT°brthTcarfSt  S:tt^"",f  'T'^^'^^  coils.to  that 

electricians ;  but  Tt  is  be  ievnr  tl^,?        f  understood  and  appreciated  by  many 

.  tZ  .if  -Tf  °^^°^g«-ble  for  submarine  telegraph/than  la|e  ones  could  bf" 
wh.n  In^  f^^'f  consideration  is,  what  will  be  the  action  of  a  galvanic  battery 
when  connected  to  send  a  current  on  a  long  submarine  circuit?  The  Sand  tS 
earth  being  only  separated  by  the  thin  layer  of  gutta-percha,  inductL^an  readily 
take  place  between  them;  whilst  the  wire  itself  opposes  a  very  g?eat  restee  to  thi 
W  tLtf  'l?LZ:l%  ?,T/-^        battery  can^gfnerlte  Tn1°« 

rsm.n  f    Ml  I  ^l^'f"''^  b^it  bttle  resistance  to  a  small  quantity  of  electricity 

^t  ^T'^  instantly,  the  wire  being  statically  charS 

at  the  same  time;  and  as  the  wire  becomes  more  and  more  highly  charged  so  ^11 

It  has  been  already  shown  that  induction  manifests  itself  in  proportion  to  theresis- 
irrfrl      '^i         ^''^^'^^  'Circumstances  being  the  same,  and  that  a  wire  offe  s 
comparatively  speaking,  no  resistance  to  very  small  amounts  of  electricity    Th5  at 
first  sight,  might  load  to  the  idea,  that  if  very  sensitiye  instruments  could  be  emplSed 
supposing  the  wire  to  be  perfectly  insulated,  as  the  induction  would  be  less,  the  Sals 
would  be  passed  through  more  quicldy,  or.  in  other  words,  that  increasing  the  delfcacy 
of  the  instrument  would  be  the  same  thing  as  magnifying  the  wire.    A  little  reflt^ 
tion  will,  however,  show  the  fallacy  of  such  a  supposition,  for  in  proport  on  as  the 
wire  opposes  less  resistance,  so  will  the  tension  of  the  current  be  lowered,  and  there- 
tore  it  will  possess  a  proportionately  smaller  amount  of  energy  to  urffe  forn-ard  the 
current    If  the  diameter  of  the  cable  is  Increased  to  doubfrtL  sfze,  iTSuhen 
possess  four  times  the  sectional  area,  and  consequently  have  four  times  the  conducting 
power  of  a  wire  of  half  this  diameter.    But  the  outside  surface,  on  which  induction 
depends,  will,  at  the  same  time,  be  doubled,  and  hence  there  will  be  twice  the  induc- 
tive force.    Nevertheless,  there  "ivill  be  a  gain ;  for  if,  in  the  original  wire,  the  resistance 
was  one,  and  the  induction  one  also,  in  the  wire  of  twice  the  diameter,  although  the 
inductive  force  would  be  two,  the  resistance  of  the  wire  would  be  brought  down  to  one 
fourth,  the  relative  balance  of  the  forces  being  reduced  one  half.    Therefore,  there 
would  be  a  proportionate  gain  in  favour  of  rapidity  of  conduction,  and  as  doubling  the 
diameter  of  the  wire  has  reduced  the  retarding  induction,  one-half  signals  inio-ht  be 
expected  in  this  case  to  travel  twice  as  fast.    Supposing  four  cables  to  be  ranged  side 
by  side,  it  is  evident  they  will  oppose  one-fourth  less  resistance  than  one  would  do ; 
and,  consequently,  the  same  tension  of  current  would  force  four  times  the  dynamic 
quantity  of  electricity  through  as  would  be  forced  through  one  alone.    Signals  would 
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.  I  ha  massed  more  quickly  through  the  four  cables  than  through  one  cable, 

?or'iS'^tS"e  ha^s  been  reduced  to  one-fourth,  the  induction  has  been 
for  altliougii  ^hich  will  exactly  counterbalance  the  smaUer  resistance. 

?f  ^1  Aes  m^^^^^  one,  the  case  wiU  then  be  altered,  for  the  surface  will  at 
fnce  be  brou^^^^^  Z?n  to  one-half,  and  therefore  there  will  only  be  half  the  amount  of 
induction  to  retard  the  rapidity  of  signalling,  whilst  the  conducting  power  will  remain 
hn  s-ime  as  it  was  before  As  the  outer  surface  of  the  gutta-percha  does  not  increase 
2  raSly  as  its  substance,  there  will  be  a  gain  on  that  head  for  if  the  conductor  is 
'  th  of  an  inch  in  diameter,  and  it  is  coated  to  the  depth  of  ^th  of  an  inch  with  gutta- 
iorcha  making  a  total  diameter  of  #hs  of  an  inch,  the  united  exterior  surface  of  four 
?uch  cables  would  be  3-6  square  inches,  but  if  the  four  conductors  are  merged  into  one, 
threxterior  surface  will  be  1-2  square  inch,  or  less  than  half  the  exterior  surface  of  the 
four  cables,  in  the  proportion  of  4  to  6.  ,      ,       ^    j,  ^         •   •  f 

•  The  next  question  which  has  to  be  considered  is  whether  the  rate  of  transmission  of 
siffnals  is  affected  by  increasing  the  number  of  ceUs,  when  a  voltaic  battery  is  employed 
The  author  is  of  opinion  that  this  would  be  the  case.  It  has  abeady  been  explained 
how  the  wave  of  electricity  rises  and  falls  on  connecting  and  disconnecting  a  battery 
from  a  submarine  circuit.  The  effect  of  a  higher  intensity  would  be  to  raise  the  wave 
to  its  maximum  height  more  quickly,  and  as  the  arrival  of  the  current  takes  place  at 
the  instant  when  the  wave  has  risen  sufficiently  high  at  the  further  extremity  to  record 
itself  on  the  instrument,  and  not  at  the  time  it  actually  begins  to  flow,  this  height 
woidd  be  attained  more  quickly,  and  signals  also  would  be  obtained  sooner.  An  ex- 
periment made  by  the  Atlantic  Telegraph  Company  seems  inadvertently  to  prove  the 
tenth  of  this  reasoning.  A  Lilliputian  battery  of  seven  colls,  reduced  to  the  smallest 
dimensions,  having  been  connected  to  a  cable  600  miles  long,  the  signals  occupied  ^ths 
of  a  second  in  arriving.  This  battery  was  then  disconnected,  and  another  joined  up 
in  its  place,  but  of  twelve  cells,  and  with  a  much  larger  extent  of  surface  in  each  cell, 
when  signals  arrived  in  ,^ths  of  a  second.  Thi^  great  difference  of  speed  is  almost  m 
reo-ular  proportion  to  the  number  of  cells  employed.  Had  the  signals,  m  the  case  of 
the  battery  of  seven  cells,  occupied  ^ths,  instead  of  ^ths  of  a  second  in  arriving,  the 
speed  would  have  been  exactly  in  proportion  to  the  number  of  cells,  one  cell  taking 
^ths,  seven  cells  occupying  '^ths,  and  twelve  cells  a  little  more  than  ^ths  of  a  second 
in  arriving.  When  it  is  remembered  that  no  two  cells  of  batteries  differently  con- 
structed will  have  precisely  the  same  intensity,  even  supposing  these  minute  differences 
of  time  were  quite  accurately  recorded,  there  would  still  be  reasons  sufficient  to  account 
for  the  irregularity.  It  should  be  mentioned  that  this  experiment  is  sttited  to  be  given 
in  order  to  show  that  increasing  the  battery  surface  alone,  affects  the  rate  of  transmis- 
sion. No  explanation  of  how  it  does  this  is  attempted,  and  the  difference  in  the 
intensity  of  the  two  batteries  seems  to  have  been  overlooked  as  a  matter  of  no  impor- 
tance. The  author  believes  the  increase  of  rate  to  have  been  chiefly  due  to  the  larger 
number  of  cells  employed  in  the  second  part  of  the  experiment,  and  not  so  much  to  the 
increased  surface.  He  has  already  explained  the  conditions  under  which  an  increased 
battery-surface  would  raise  the  tension  of  the  current,  and  so  increase  the  ra^Didity  of 
signalling.  In  this  experiment  the  tension  of  the  currents  used  was  so  low,  and  the 
resistance  opposed  by  the  600  miles  of  wire  so  great,  that  it  is  probable  a  very  much 
smaller  dynamic  quantity  was  generated  through  the  whole  length  of  the  wire  than 
even  the  Lilliputian  battery  would  generate  through  a  circuit  of  nominally  no  resis- 
tance. If  this  was  the  case,  increasing  the  battery  surface  only,  without  adding  to  the 
series,  would  have  but  little  effect  in  increasing  the  quantity  flowing.  The  experiment, 
therefore,  as  a  trial  of  the  effect  of  large  battery-surface  alone,  cannot  be  considered  a 
fair  one.  Attention  has  been  drawn  to  it  here,  as  it  may  help  to  throw  some  light 
upon  the  matter  under  consideration.' 

The  following  note  of  a  gold-leaf  electrometer,  and  the  introduction  of  an  induction 
coil,  promises  to  give  increased  sensibility.  It  is  the  invention  of  Mr.  Highton,  who 
introduces  an  induction  coil,  the  especial  object  of  which  is  to  multiply  the  current  at 
the  receiving  end  of  a  telegraphic  line.  This  recording  instrument  is  also  a  novelty, 
and  consists  of  a  strip  of  gold-leaf,  about  an  inch  and  a  half  in  length,  and  weighing 
Yjj^th  parts  of  a  grain,  suspended  between  the  two  poles  of  an  electrometer.  Near  the 
leaf  is  a  magnet  which  causes  the  leaf  to  be  deflected,  either  to  the  right  hand  or  to  the 
left,  according  as  a  positive  or  negative  current  is  brought  into  action.  The  vibra- 
tions of  the  leaf  are  magnified  by  an  ordinary  magic-lantern  arrangement,  and  are 
thrown  on  a  screen,  from  which  they  are  road  off  by  the  operator. 

EX.ECTao-TI17T.  The  art  of  preparing  tinted  plates  by  the  action  of  electricity 
on  copper.  One  process  consists  in  putting  a  perfectly  clean  copper  plate  into  a 
solution  of  acetate  of  lead,  and  making  it  one  of  the  terminal  poles  of  avolfcuc  battery, 
the  other  polo  being  a  piece  of  pure  load  dipping  into  the  solution.   Tints  of  the 
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7ot::r''°  ^^^^  -  ^itUo  carefm  manipulation,  be  thus 

gold  and  silvorAvhich  vas  of  tl^o  co W  nf  '^'^  ^  compound  of 

definite  mixtu.;  S  goldTndliltr^SS     itT '  ^^^^^^^^^^^  ^PP^ie'l  to  a 

su£n\\trtota\rth^tc£^^ 

of  gold.  According  to  Klaproth,  olLtrum  ^  compo  d  o^f  "oW  IT-V  ^'^^^1'^' 
mann  applied  the  term  to  all  native  allovs  th  it  r^fS  .  .A 

A  bas'^ metBl  in .  modern  useS  3ed  thrnTm^  o?lc  im  '  ^iT  S  anilf '"^^ 
copper,  zmc,  and  tin,  with  sometimes  nickel  oiectrum.   It  is  an  alloy  of 

TaJ/e  0/  Chemical  Elements. 


Aluminium 

Antimony 

Arsenic 

Barium 

Bismuth 

Boron 

Bromine 

Cadmium 

Caesium 

Calcium 

Carbon 

Cerium 

Chlorine 

Chromium 

Cobalt 

Copper 

Didymium 

Erbium 

Pluorino 

Glucinum 

Gold 


Hydrogen 
Indium 
Iodine 
•Iridium 
Iron 

Lanthanum 

Lead 

Lithium 

Magnesium 

Manganese 

Mercury 

Molybdenum 

Nickel 

Niobium 

Nitrogen 

Osmium 

Oxygen 

Palladium 

Phosphorus 

Platinum 

Potassium 


Rhodium 

Rubidium 

Ruthenium 

Selenium 

Silica 

Silver 

Sodium 

Strontium 

Sulphur 

Tantalum 

Tellurium 

Thallium 

Thorinum 

Tin 

Titanium 

Tungsten 

Uranium 

Vanadium 

Yttrium 

Zinc 

Zirconium 


wAT?''''-ii^%"'°^',^?°'"^i°^  elements,  with  their  symbols  and  atomic 

■weights,  will  be  found  under  the  article  Atomic  Weights  '^^mn. 

For  a  full  examination  of  the  laws  regulating  the  chemi'cal  relations  of  these  bodies, 
their  atomic  constitution,  &c.  see  Watts's  '  Dictionary  of  Chemistry ' 
rr^^^^^'  ™s,fPP^^f  to  bo  the  resinous  product  of  various  torebinthinous  trees. 
The  Edinburgh  College  states  it  to  be  a  '  concrete  resinous  exudation  from  one  or 
more  unascertained  plants.  And  the  London  Pharmacopceia  describes  it  as  a  concrete 
turpentine  derived  from  an  unknown  plant.  In  the  former  edition  Amyns  Elemifera 
was  named  as  the  plant  producing  this  resin.  This  error  was  due  to  Linnaeus,  who 
confounded  under  one  name  two  distinct  plants.  The  larger  quantities  of  elemi  come 
to  us  from  the  Dutch  settlements  through  Holland.  It  is  imported  in  <  the  lump '  and 
m  masses  weighing  from  one  to  two  pounds,  each  enveloped  in  a  palm-leaf.  Elemi  is 
employed  in  making  lacquer.    See  Varnish. 

EX-EPHADTTS'  TUSKS.    See  IvoRY. 

EX.EPHii.M-TS'  VBZsrE.  The  celebrated  Indian  yellow,  or  Purree,  is  said  to  bo 
a  mixture  of  the  earthy  phosphate  and  urea  deposited  from  this. 

EXiEITTRIATE.  (Soutir<!r,  Fr. ;  SchlemTnen,  Gor.)  When  any  insoluble  powder 
such  as  chalk,  is  diffused  throu(jh  a  large  body  of  water,  and  then  allowed  to  subside' 
slowly,  of  course  the  larger  pai^iicles  will  by  their  gravity  be  the  first  to  subside  If 
then  tho  supernatant  liquor  is  p  Niired  off,  or  better,  if  drawn  off  by  a  siphon,  the  finer 
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T>oTvder  ^^llbo  collected  in  the  next  vessel;  and  by  repeating  this  process  an  im- 
mbable  powder  may  bo  obtained.  This  process  is  called  Eleutnatwn. 
^  Eli^rATORS  rOR  MINES.  Under  this  name  Messrs.  Alexander  Alison 
and  John  Shaw  hare  patented  an  arrangement  for  '  Eaising  water  and_  minerals  from 
collieries  and  mines,  and  for  other  purposes.'  There  is  much  ingenuity  m  the  arrange- 
ments proposed,  which  are  in  point  of  fact  modifications  of  the  systems  adopted  by 
the  Pneumatic  Despatch  Company.  The  principle  involved  will  be  sufficiently  under- 
stood from  the  following  description,  taken  from  the  Specifications  of  the  patentees 
A  cylinder  or  tube  is  placed  in  the  shaft  which  rises  a  few  feet  above  the  top  of  it, 
and  reaches  to  a  few  feet  below  the  bottom  of  the  mine;  this  cylinder  is  made  of 
malleable  or  cast  iron,  or  other  suitable  metal  or  material,  and  of  a  diameter  accord- 
ing to  the  weight  of  minerals,  water,  or  other  substances  to  be  lifted.  In  this  cylinder 
or  tube  a  double-headed  piston  works,  and  between  the  two  heads  of  the  piston  a  fixed 
or  moveable  receiver,  or  barrel,  or  waggon  is  placed,  which  holds  the  mineral  or  water 

to  be  raised.  -at 

An  air-pump  worked  by  a  steam-engine  or  water-wheel,  or  other  power,  is  used  for 
forcing  air  down  the  shaft  in  a  tube,  which  air  passes  into  the  cylinder  below  the 
under  piston  head.  Forcing  only  may  be  used,  but  exhausting  and  forcing  may  be 
used  in  conjunction.  When  the  load  is  put  in  at  the  bottom,  a  valve  is  opened  so  that 
the  air  is  introduced  under  the  piston,  which  with  its  load  then  rises  to  the  top ;  on 
arriving  at  the  top  the  load  is  removed,  and  on  an  escape-valve  at  bottom  being 
opened,  the  piston  descends,  and  the  air  which  escapes  ventilates  the  mine.  This 
elevator  not  only  acts  as  an  elevator  and  ventilator,  but  provides  a  safe  and  expedi- 
tious mode  of  conveying  workmen  up  and  down  the  shaft. 

The  other  improved  elevator  may  be  described  thus  : — Air  is  forced  by  an  air-pump, 
worked  by  steam  or  other  power,  down  a  tube  into  one  or  more  cisterns  in  the  bottom 
of  the  shaft,  into  which  the  water  of  the  mine  runs.  The  water  is  in  this  way  forced 
up  to  the  surface  through  another  tube.  The  cistern  or  cisterns  are  fitted  with  self- 
acting  valves,  which  open  and  shut  by  means  of  a  float.  As  the  air  escapes  from  the 
bottom  this  elevator  acts  as  a  ventilator  as  effectually  as  the  one  previously  described. 
See  Man-Engine. 

EIiIASITE.  An  ore  of  uranium.  A  mineral  allied  to  pitchblende,  but  differing 
from  it  widely  in  its  large  proportion  of  water  and  lower  specific  gravity  (4'086 
to  4-237). 

It  occurs  with  fluor,  dolomite,  quartz,  &c.,  at  the  Elias  mine,  Joachimstal  (whence 
its  name),  in  large  flattened  pieces,  sometimes  half  an  inch  thick,  of  a  dull  reddish- 
brown  colour,  approaching  to  hyacinth-red  on  the  edges. 

It  is  subtranslucent,  with  a  greasy  subvitreous  lustre,  and  affords  a  dull  streak, 
varying  from  wax-yellow  to  orange.    Hardness  between  calcite  and  fluor  spar. 

It  is  composed  of  peroxide  of  uranium,  61-33;  alumina,  1-17;  peroxide  of  iron, 
6-63;  protoxide  of  iron,  r09  ;  lime,  3-09;  magnesia,  2-20;  oxide  of  lead,  4-62; 
silica,  5-13;  carbonic  acid,  2  52;  phosphoric  acid,  0-84;  water,  10-68:  Total,  99-30. 

Before  the  blowpipe  it  affords  a  reaction  like  pitchblende ;  it  is  decomposed  by 
muriatic  acid. — H.W.B. 

EIiIQUATZOXr.  The  separation  of  lead  and  silver  from  copper,  the  agent  for 
doing  this  being  lead.  The  copper  containing  silver  was  melted  with  a  certain  portion 
of  lead,  and  cast  into  discs.  These  discs  were  exposed  to  a  temperature  sufficiently 
high  to  melt  the  lead.  This  metal  then  liquated,  or  separated  from  the  copper,  carry- 
ing the  greater  portion  of  the  silver  with  it.    The  process  is  seldom  now  employed. 

EIiZXIR  or  VlTRlOli.    A  preparation  of  sulphuric  acid,  with  some  aromatics. 

EI.M.  ( Ulmus,  Lat. ;  Orme,  Fr. ;  Ulme,  Ger.)  Of  this  European  timber  tree 
there  are  five  species.  The  Ulmus  campestris,  the  English  Elm,  is  regarded  in  this 
country  as  one  of  the  finest  of  European  deciduous  trees  for  park  scenery ;  it  lives 
for  upwards  of  200  years,  forming  a  remarkably  straight  tall  trunk.  The  quality 
of  timber  depends  a  good  deal  on  the  soil  in  which  it  is  grown,  being  always  best  on 
a  dry,  loamy  soil,  with  plenty  of  air.  The  Uhmis  montana,  is  the  Mountain,  Scotch, 
or  Wych  Elm:  the  trunk  is  not  so  lofty  nor  the  wood  so  heavy  as  the  English 
£lm;  and  though  coarse-grained,  is  very  highly  prized  by  shipbuilders  and  cart- 
wnghts.  It  possesses  great  longitudinal  adhesion,  and  is  consequently  one  of  our 
stiffest  and  straightest  timbers.  Those  woods  are  not  liable  to  split ;  they  bear  the 
dnving  of  nails  or  bolts  better  than  any  other  timber,  and  are  exceedingly  durable 
when  constantly  wet.  They  are  therefore  much  used  for  the  keels  of  vessels 
and  for  wet  foundations,  waterworks,  piles,  pumps,  and  boards  for  coffins  On 
KhiJ^s^^  'ts  toughness,  it  is  selected  for  the  naves  of  wheels,  and  for  the  gunwales 

Elva^r'*"^*''*''   ^  l^artziferous  porphyry,  forming  the  typical  rock  of  the  Cornish 
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tr^flT^l  ^^^JtZ^r""''"''  '''''''  ^'"^^  ^°^ucntl,found 

mLlnvo  of™  pL'^aTd^ul^r^'^r"^  porphyry-that  is,  a  granular  crystalline 
near  hr,  IWnS  fh..^T'  ^^'"^  '^^'^  •^"th  in  Cornwall  and  Devon,  and 

this  kthVoZSStS"?  r  °'  "^'s"       ""^'i i 

SHe«Vc!^S'X°t:!™ir.  "  ™ 

EIiYTRA.  The  horny  wing-cases  of  beetles,  formed  by  the  anterior  wimy^ 
becoming  hardened,  and  therefore  useless  for  flight.  The  brilliantly  cdZed  a^d 
n-idescent  elytra  of  some  beetles  are  used  for  ornamental  purposes.  ^ 

GMAXi;  OMBRAITT.  A  process  which  consists  in  flooding  coloured  but  trans- 
St  t"tl        ''."^'^^i  ''^  ^"^y     earthenware  or^orcell  n.    A  pL^^^^ 

Sol  nf       ■  P"?'''.?'^'  ^'-^^-ities  of  the  stamped  design  appear  as 

tWW«  depths,  the  garts  in  b  ghest  relief  coming  nearest  the  sSace  of 

the  glaze,  and  thus  having  the  elFects  of  the  lights  of  the  picture.  This  process  was 
introduced  by  the  Baron  A.  De  Tremblay  of  Eubelles,  near  Melun. 

EIWAXTX  CI.OXSOM'N-i:s.    See  Enamels. 

X:IVIBAI.IM[IN-G.  {Emhaimicment,  Fr. ;  Einbalsamirung,  Ger.)  An  operation 
employed  by  the  ancients  to  preserve  human  bodies  from  putrefaction.  From  their 
using  balsams  in  the  process,  the  name  was  derived.    See  Disinfection  •  Puthe- 

FACTION.  ' 

EMBOI.XTS.    A  chloro-bromide  of  silver  found  in  Chili  and  Mexico.    It  varies 

in  colour  from  an  asparagus  green  to  an  olive  green,  is  perfectly  maUeable,  and  of 
resinous  lustre.  The  ratio  of  the  chlorine  to  the  bromine  appears  to  vary  indefinitely 
those  varieties  which  are  of  a  yellow  or  of  a  deep  green  tint  being  the  richest  in 
bromine.  The  name  is  derived  from  ifi&6\ioy,  intermediate,  in  aUusion  to  the  mineral 
bemg  intermediate  in  chemical  composition  between  the  chloride  and  the  bromide  of 
silver. 

EAXBOSSZirG.  One  of  the  plans  introduced  for  embossinq  cloth  by  machinery 
which  appears  to  be  the  most  effective,  is  that  of  Mr.  Thomas  Greig,  of  Rose  Bank, 
near  Bury.    This  machine  is  thus  constructed  :— 

Fiffs.  822,  823  represent  three  distinct  printing  cylinders  of  copper,  or  other  suitable 
material,  a,  b,  c,  with  their  necessary  appendages  for  printing  three  different  colours 
upon  the  fabric  as  it  passes  through  the  machine ;  either  of  these  cylinders,  a,  is,  or  c, 
may  be  employed  as  an  embossing  cylinder,  without  performing  the  printing  process, 
or  may  be  made  to  effect  both  operations  at  the  same  time. 

„„„  The  fabric  or  goods  to 

be  operated  upon  being 
first  wound  tightly  upon 
a  roller,  that  roller  is  to 
be  mounted  upon  an  axle 
or  pivot,  bearing  in  arms 
or  brackets  at  the  back  of 
the  machine,  as  shown  at 
D.  From  this  roller  the 
fabric  a,  a,  a,  a,  is  con- 
ducted between  tension 
rails,  and  passed  under 
the  bed  cylinder  or  paper 
bowl  E,  and  from  thence 
proceeds  over  a  carrier 
roller  f,  and  over  stcani- 
boxes  not  shown  in  the 
drawing,  or  it  may  be  con- 
ducted into  a  hot  room, 
for  the  purpose  of  drying 
the  colours. 

The  cylinders  a,  it,  and 
c,  having  either  engraved 
or  raised  surfaces,  are  connected  with  feeding  rollers  b,  b,  b,  revolving  in  the  ink  or 
coloured  troughs  c,  c,  c ;  or  endless  felts,  called  sieves,  may  bo  employed,  as  in  ordi- 
nary printing  machines,  for  supplying  the  colour,  when  the  device  on  the  surface  6f 
the  cylinders  is  raised ;  these  cylinders  may  be  furnished  with  doctors  or  scrapers 
when  required,  or  the  same  may  be  applied  to  endless  felts. 
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Tho  blocks  have  adiustablo  screws  g,  g,  for  the  purpose  of  bringing  ^jj^^^^g 
up  against  the  paper  bowl  with  any  reqiured  degree  of  pressure;  the  cylinder 
supported  by  its  gudgeons 
running  in  blocks,  which  blocks 
slide  in  the  lower  parts  of  the 
side  frames,  and  are  connected 
to  perpendicular  rods  i,  having 
adjustable  screw  nuts. 

The  lower  parts  of  these 
rods  bear  upon  weighted  levers 
Jc,  k,  extending  in  front  of  the 
machine;  and  by  increasing 
the  weights  I,  I,  any  degree  of 
upward  pressure  may  be  given 
to  the  cylinder  b. 

The  colour  boxes  or  troughs 
c,  c,  c,  carrying  the  feeding 
rollers  b,  b,  b,  are  fixed  on 
boards  which  slide  in  grooves 
in  the  side  frames,  and  tho 
rollers  are  adjusted  and 
brought  into  contact  with 
the  surface  of  the  printing 
cylinders  by  screws.  i  •  j  •   i  i  j 

If  a  black  cloth  should  be  required  to  be  introduced  between  the  cylindncal  becl_  or 
paper  bowl  e,  and  the  fabric  a,  a,  a,  as  the  ordinary  felt  or  blanket,  it  may,  for  printing 
and  embossing  cotton,- silk,  or  paper,  be  of  linen  or  cotton  ;  but  if  woollen  goods  are 
to  be  operated  upon,  a  cap  of  felt,  or  some  such  material,  must  be  bound  round  the 
paper  bowl,  and  the  felt  or  blanket  must  be  used  for  the  back  cloth,  which  is  to  be 
conducted  over  the  rollers  h  and  i. 

Por  the  purpose  of  embossing  the  fabric,  either  of  the  rollers  a,  b,  or  c,  may  be 
employed,  observing  that  the  surface  of  the  roller  must  be  cut,  so  as  to  leave  the 
pattern  or  device  elevated  for  embossing  velvets,  plain  cloths,  and  papers ;  but  for 
woollens  the  device  must  be  excavated,  that  is,  cut  in  recess. 

The  pattern  of  the  embossing  cylinder  will,  by  the  operation,  be  partially  marked 
through  the  fabric  on  to  the  surface  of  the  paper  bowl  e  ;  to  obliterate  which  marks 
from  the  surface  of  the  bowl,  as  it  revolves,  the  iron  cylinder  roller  g  is  employed ; 
but  as  in  the  embossing  of  the  same  patterns  on  paper,  a  counter  roller  is  required  to 
produce  the  pattern  perfectly,  the  iron  roller  is  in  that  case  dispensed  with,  the  im- 
pression given  to  the  paper  bowl  being  required  to  be  retained  on  its  surface  until  the 
operation  is  finished. 

In  this  case  the  relative  circumferences  of  tho  embossing  cylinder,  and  of  the  paper 
bowl,  must  be  exactly  proportioned  to  each  other ;  that  is,  the  circumference  of  the 
bowl  must  be  equal,  exactly,  to  a  given  number  of  circumferences  of  the  embossing 
cj^linder,  very  accurately  measured  in  order  to  preserve  a  perfect  register  or  coin- 
cidence, as  they  continue  revolving  between  the  pattern  on  the  surface  of  the  em- 
bossing cylinder  and  that  indented  into  the  surface  of  the  paper  bowl. 

The  axle  of  tho  paper  bowl  e,  turns  in  brasses  fitted  into  slots  in  the  side  frames, 
and  it  may  be  raised  by  hand  from  its  bearings,  when  required,  by  a  lever  k,  extend- 
ing in  front.  This  lever  is  affixed  to  the  end  of  a  horizontal  shaft  i,  l,  crossing  the 
machine  seen  in  the  figures,  at  the  back  of  which  shaft  there  are  two  segment  levers 
T,  p,  to  which  bent  rods  q,  q,  are  attached,  having  hooks  at  their  lower  ends,  passed 
under  the  axle  of  the  bowl.  At  the  reverse  end  of  the  shaft  l,  a  ratchet-wheel  r,  is 
affixed,  and  a  pall  or  click  mounted  on  the  side  of  the  frame  takes  into  the  teeth  of 
the  wheel  r,  and  thereby  holds  up  the  paper  bowl  when  required. 

When  the  iron  roller  g,  is  to  be  brought  into  operation,  the  vertical  screws  t,  t, 
mounted  in  the  upper  parts  of  the  side  frames,  are  turned,  in  order  to  bring  down 
the  brasses  n,  which  carry  the  axle  of  that  roller  and  slide  in  slots  in  the  side 
frames. 

The  cylinders  A,  b,  and  c,  are  represented  hollow,  and  may  be  kept  at  any  desired 
temperature  during  the  operation  of  printing,  by  introducing  steam  into  them  ;  and 
under  tho  colour  boxes  c,  c,  c,  hollow  chambers  are  also  made  for  the  same  purpose. 
Tho  degree  of  temperature  required  to  be  given  to  tliese  must  depend  upon  the  nature 
of  the  colouring  material,  and  of  the  goods  operated  upon.  For  the  purpose  of  con- 
ducting steam  to  these  hollow  cylinders  and  colour  boxes,  pipes,  as  shown  at  v,  v,  v, 
are  attached,  which  load  from  a  steam-boiler.  But  when  either  of  these  cylinders  is 
employed  for  embossing  alone,  or  for  embossing  and  printing  at  the  same  time,  and 
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If  tliG  cylinder  b  is  employc^artL  o.nl    ^  '^^'^'^  ^"  «team. 
pnnt  the  fabric  by  that  4  S  s  mJlU^^^^^^  ^"^l  intended  to 

feeding  roller  i  must  bo  removed  Sar«o  tf.  J    i  ombosBing,  the 

der  ;  and  the  cylinders  a  anTc  are  to  bo  I  j'^T.^"''  to  that  c^lin- 

applying  the  colour  before  the  cmbossL  k  ,^"'^^'"6  the  fabric,  the  one 

to  be  remarked,  that  if  a  and  cTro  to  ^Sn?  5  ^^"^  f''''  ^^"^^  ^om'oyot, 
in  that  case  it  is  preforro^tLre  the  mtto?n       n  ^"^^  °     -^"^boss  it 

rollers,  having  the^attern  u^n  their  sSlcos  Z  l'^^T^  t  ^  ^^^'^ 
dors  must  of  necessity  bo  suriacos,  and  not  metal,  as  the  embossing  cylin- 

^0.  or  «ireo  colours  at  the 

the  printing,  by  either  of  tho  cylinders  a  b  or TL  f^'''"^^™'-  ''''^^^'^^^ously  ^vith 
consecutively  by  the  cylinders  either  nrtLri,-^     '      "^^o  operation  may  bo  performed 

The  situations  of  the  dSs  wW^^!^  •   !  ?  T^^^^'^'S  each  other, 
fluous  colour  from  thrsSe  ^f  fho\X^^^^  "^^'^  ^'i  '^^^^S  any  super- 

for  removing  any  lint  which  ly  atL  frtilT'^'r; ?  ''  i 

bearings  by  weighted  levers  and  screws  nnd  TTol       '  f-      .^^^^       ^^P*  i°  their 
fro,  by  means  of  the  yertical  rod  Twhich  l  con;I^.^'^'?^^'  ^^^''^^  t° 
end  of  the  axle  of  the  roller  nmd  l^Z  o°  t^^^ 

the  side  of  the  frame;  to  this  horizonfal  '""^     a  honzontal  rod  mounted  at 

the  respective  doctors;  and  Ls  bvt^fro^^^^^^^^  ""'^^f  •■  ""^'^  '^'^^^''^  to 
to  slide  laterally.  '  ^  ^  excentric,  the  doctors  are  made 

not'leTefuLal"  tTo  ^^in^g  ^'0^  ^00^'       t^fTl^        ^^^^  ^-'-^ 
mover  through  the  Jm^Z^Z  toothTT^^^^^^^^ 

cylinder  b,  aSd  from  tfence  to  Se^S  'lifdSs"  td^T  I'^tY  ^  ^'^^ 

822.  cynnaers  a,  and  c,  by  toothed  gear  shown  in 

extSsTLSS^uiS^^^^^  ^— for  decorating  tho 

been  made  by  the  preLSeTm^ff^SI  "^^^'^^t  ™rk,  &c.,  have 

dies  are  made  of  C-metal  Tr  S  fL  f  "ir^?''''  ^^^^^"^"^  S'^^^^o^h.  The 

The  leather  is  beln  sofTk  wate^^^^^^  alloy  with  bismuth.  caUod  d'Arcet's. 

by  working  it  with  thriaids  HIH;  t    ^""f-. Pressed,  rolled,  and  fulled,  as  it  were, 
it'is  laid  0?  thrmoiid  S  fe  ed  into  .1?T.  ""^^^^^^        "^"^'^  ^^PP^^- 

many  occasions.    The  invention  of  M??StrkTmi;^ 

of  carving  and  depends  on  the  fact,  that  if  a  depression  be  made  by  a  K Tn'strume^t 
on  the  surface  of  the  wood  such  depressed  part  will  again  rise  to  its  original  loveT  bv 
subsequent  immersion  m  the  water.  e        00     jb»  uii{,inai  levei  oy 

The  wood  to  bo  ornamented  having  been  first  worked  out  to  its  proposed  shape,  is  in 
a  state  to  receive  the  drawing  of  the  pattern ;  this  being  put  on  a  blunt  steel  too  0? 

to  be  m  relief,  and,  at  the  same  time,  is  to  be  cbiven  very  cautiouslv.  without  breikin<r 
the  grain  of  the  wood,  till  the  depth  of  the  depression'^is  equal  to^I  inlded  p^^^^ 
CZf".?  ^  The  ground  IS  then  to  be  reduced  by  planing  or  filing  to  the 

level  of  tho  depressed  part;  after  which,  the  piece  of  wood  being  placed  in  water,  either 
hot  or  cold,the  part  previously  depressed  will  rise  to  its  former  height,  and  will  then 
form  an  embossed  pattern,  which  may  be  finished  by  the  usual  operations  of  carving, 
boo  Carving  by  Machineht.  ° 

Another  process  which  may  be  regarded  either  as  carving  or  embossinff  wood,  is 
that  patented  by  Messrs.  A.  S.  Braithwaite  and  Co.  ,         "  ' 

Oak,  mahogany,  rose-wood,  horse-chestnut,  or  other  wood,  is  steeped  in  water  for 
about  two  hours ;  and  tho  cast-iron  mould  containing  the  device  is  heated  to  redness, 
or  sometimes  to  a  white  heat,  and  applied  against  tho  wood,  either  by  a  handle,  as  a 
branding  iron,  by  a  lover  press,  or  by  a  screw  press,  according  to  circumstances  •  the 
moulds  are  made  by  the  iron-founder  from  plaster  casts  of  the  original  models  or 
carvings. 

Had  not  tho  wood  boon  saturated  with  water,  it  would  bo  ignited,  but  until  tho 
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moisture  is  evaporated,  it  is  only  charred ;  it  gives  off  volumes  of  smoke,  but  no  flame. 
After  a  short  time  the  iron  is  returned  to  the  furnace  to  bo  re-heated,  the  blackened 
wood  is  well  rubbed  -with  a  hard  brush  to  remove  the  charcoal-powder,  which  being  a 
bad  conductor  of  heat,  saves  the  wood  from  material  discoloration  ;  and  before  the  re- 
application  of  the  heated  iron,  the  wood  is  again  soaked  in  water,  but  for  a  shorter 
time,  as  it  now  absorbs  moisture  with  more  facility. 

The  rotation  of  burning,  brushing,  and  wetting  is  repeated  ten  or  twenty  times,  or 
upwards,  until,  in  fact,  the  wood  fills  every  cavity  in  the  mould,  the  process  being 
materially  influenced  by  the  character  and  condition  of  the  wood  itself,  and  the  degrees 
to  which  heat  and  moisture  are  applied.  The  water  so  far  checks  the  destruction  of 
the  wood,  or  even  its  change  of  any  kind,  that  the  burned  surface,  simply  cleaned  by 
brushing,  is  often  employed,  as  it  may  be  left  either  of  a  very  pale  or  deep  brown, 
according  to  the  tone  of  colour  required,  so  as  to  match  old  carvings  of  any  age  ;  or  a 
very  little  scraping  removes  the  discoloured  surface.  Perforated  carvings  are  burned 
upon  thick  blocks  of  wood,  and  cut  off  with  the  circular  saw. . 

EMBaoZDERIM'G  XMCACHIirx:.  {Machine  a  broder,  Fr. ;  Steckmaschine,  Ger.) 
— This  art  lias  been  from  the  earliest  times  a  handicraft  employment,  cultivated  on 
account  of  its  elegance  by  ladies  of  rank.  But  M.  Heilmann,  of  Mulhouse,  invented  a 
machine  of  a  most  ingenious  kind,  which  enables  a  female  to  embroider  any  design 
with  80  or  140  needles  as  accurately  and  expeditiously  as  she  formerly  could  do  with 
one.  A  brief  account  of  this  remarkable  invention  will  therefore  be  acceptable  to  many 
readers.  It  was  first  displayed  at  the  National  Exposition  of  the  Products  of  Industry 
in  Paris  for  1834.  130  needles  were  occupied  in  copying  the  same  pattern  with  perfect 
regularity,  all  set  in  motion  by  one  person. 

Several  of  these  machines  are  now  mounted  in  Prance,  Germany,  and  Switzerland, 
and,  with  some  modifications,  in  Manchester,  Glasgow,  and  Paisley. 

The  price  of  a  machine  having  130  needles,  and  of  consequence  260  pincers  or 
fingers  and  thumbs  to  lay  hold  of  them,  is  5,000  francs,  or  200^.  sterling ;  and  it  is 
estimated  to  do  daily  the  work  of  fifteen  expert  hand  embroiderers,  employed  upon 
the_  ordinary  frame.  It  requires  merely  the  labour  of  one  grown-up  person  and  two 
assistant  children.  The  operative  must  be  well  taught  to  use  the  machine,  for  he  has 
many  things  to  attend  to :  with  the  one  hand  he  traces  out,  or  rather  follows  the  design 
with  the  point  of  the  pantograph  ;  mth  the  other  he  turns  a  handle  to  plant  and  pull 
all  the  needles,  which  are  seized  by  pincers  and  moved  along  by  carriages,  approaching 
to  and  receding  from  the  web,  rolling  all  the  time  along  an  iron  railway ;  lastly,  by 
means  of  two  pedals,  upon  which  he  presses  alternately  with  the  one  foot  and 'the 
other,  he  opens  the  130  pincers  of  the  first  carriage,  which  ought  to  give  up  the  needles 
after  planting  them  m  the  stuff,  and  he  shuts  with  the  same  pressure  the  130  pincers 
oi  the  second  carriage,  which  is  to  receive  the  needles,  to  draw  them  from  the  other 
side,  and  to  bring  them  back  again.  The  children  have  nothing  else  to  do  than  to 
change  the  needles  when  all  their  threads  are  used,  and  to  see  that  no  needle  misses 
Its  pincers. 

This  machine  may  be  described  under  four  heads  :  1.  the  structure  of  the  frame  :  2. 
the  disposition  of  the  web;  3.  the  arrangement  of  the  carriages;  and  4.  the  construe- 
tion  01  the  pincers. 

Fin'  R9l'.'?-vf""'  /  i}\Mme.-U  is  composed  of  cast  iron,  and  is  very  massive, 
thf  ;frn\!  t  • of  It.  The  length  of  the  machine  depends  upon 
sideSv  """'^f  •  ,       *Sure  here  given  has  been  shortened  con- 

^^^ll'  ll,  w  'YT""^."^'^^^  ^^"^g^^*^  within  the  page,  but  the  other  pro- 
maS  Xh  ^^'""^'^  to  be  the  same  for  every 

S  Sl^i,     i  f  u  '^^^       b^ea^ith  which  determines  the  length 

full  breadtirif  °K  T°     ■  ^«      advantage  in  giving  it  the 

Smd'auLf  4? in'SSb'^"'  "^'^  nfedlesWcarr,^  a 

pintrtlfiTnlffT?^'  ^'if  ^"i  cmbroidercd.-y^^  have  already  stated  that  the 
aid  th.Hn  '  "ff^^''  '^^'^^y^  P^-^^^^t  themselves  opposite  to  the  same  point, 

Ssa^e  ho  eTtr''  '^'^  ""'"'^^  continually  pass  backwards  and  forwards  through 
sivfiW  .V      '^,^*'^°.Pi<=ce  was  not  displaced  with  sufl^cicnt  precision  to  bring  succes- 

Si^n,rh^3^^twe? "^'^^^  ^^^^^     -'^^^  ^^^y  ^Nts  i 

sidl^arrvTsible'Tn'^f  8?4'^'"^"'^^^^^^^^  "  ^"-"^^^  rectangular  frame,  whose  four 
zontal  sidir  1 !  ^^'  "'"^'"^ly'  the  two  vertical  sides  at  r  f,  and  the  two  hori- 

of  the  frame      asTo  tu™  f        '°  T^''^  '^'^  '''^^'^^''^  ^^P°^  th? 

piece  destbed  ?o  recei^ruJ  ?  '^'f      °^  "P"'^  ^^"ch  the 

proper  dcgrcrfor  each  o^^^^^^^^^  ^  kept  vertically  stretched  to  a 

Vol.  n.    '       ^^^^  °*  ^^^''^  b''^"^^  b°''^«  ^^P°"  ^ts  end  a  small  ratchet  wheel  g^g; 
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BosKllSm  0?^  '"^Ir"^  ^"      '^P''^''  '^^'•«'=tion  to  thoso  of  the  other 

over  buS^^^^  '^'^'^     '•^'^othor  of  two  upper  beams,  which  is  how.' 

in  this  vieTof  l?eS        OnoT'.h"  ""'"'T  -terferenco  of  other  pa^^ 

needles,  and  the  oJher  ?o       urmer  nf  ^       '^f       l''''?""^'       ^"^^  ^ 
vertical  plane,  the  plane  of  tffC.         f',  ^™  ""^  in  the  same 

it  not  for  a  strti^If^      ^f.  ^^'^        J  be  presented  obliquely  to  the  needles  were 
for  a  stra.ght  bar  of  iron,  round  w^hose  edge  the  cloth .  passes,  and  VS 


J. 


re.Klui\-j  it  verULul.  Tlio  piece  is  kept  in  tension  crosswise  by  small  brass  templets, 
to  wliich  the  strings  g"  are  attached,  and  by  wJiich  it  is  pulled  towards  the  sides  of 
the  frame  f.  It  remains  to  show  by  what  ingenious  means  this  frame  may  bo  shifted 
in  every  possible  direction.  M.  Heilmann  lias  employed  for  this  purpose  the  panto- 
graph which  draughtsmen  use  for  reducing  or  enlarging  their  plans  iu  determinate 
proportions. 

b  b'f"  h"  {fig,  824)  represent  a  iiarallologram,  of  which  the  four  angles  b,  b',f',  b", 
are  jointed  in  such  a  way  that  they  m^y  become  very  acute  or  A'cry  obtuse  at 
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HiA  sides  of  course  continue  of  the  same  length;  the  sides  &  6' and 

W;  but  ^vhen^re  have  once  fixed  upon  the  d  ta^^^^ 
.foT,,.n  /)"c  is  its  necessary  consequence.     Now  the  principle  uu 


or  wc«  «/o..,  ^  necessary  consequence.     Now  the  principle  on  wmcu 

^LSS^ftle^r^^^^ 

-  possi^y 

'NCeeln  the  figure  that  the  side  5  c  has  a  handle  3"  with  which  tl-  woAman  pu^^ 
the  machine  in  action.  To  obtain  more  precision  and  sohdity  in  work  the  «  ^es  oi  the 
S^nt^Laph  are^  that  the  middle  of  their  thickness  l^^^^-'^'^^^y/^^^^i^^X^to 

?f  the  pieJe  of  goods,  and  that  the  axes  of  the  joints       .^^^y  P.^^^,^^^^^^^^^^ 
fhis  plane,  in  which  consequently  all  the  displacements       effected    We  airn e  attm. 
result  by  making  fast  to  the  superior  great  cross-bar  d"  an  elbow-piece     '  ing 

lieVojection,  and  to  whici;  is  adapted  in  its  turn  ^l^^Pf 
a  socket  the  extremity  of  the  side  b  d ;  this  piece  d'  is  made  fast  to  d  by  a  boU  but  it 
carries  an  oblong  hole,  and  before  screwing  up  the  nut,  we  make  the  P^^^^^'™. 
recede  till  the  fllcrum  point  comes  exactly  into  the  plane  of  the  web.    im&  conciition 
be?ngMfilled,we  haye  merely  to  attach  the  frame  to  the  angle/of  the  parallelogram, 

which  is  done  by  means  of  the  piece  r".  „  •  i  •  i     i  a  -niniroa 

It  is  now  obious  that  if  the  embroiderer  takes  the  handle  f  i^/^^^l^^^^f  "^^^ 
the  pantograph  move  in  any  direction  whatever  ^^\P°^°t  /  wdl  desciibe  a  fi^g^^ 
similar  to  the  figure  described  by  the  point  c,  and  six  times  smaUer,  ^^^^  the  point  / 
cannot  move  without  the  frame,  and  whatever  is  upon  it,  nioving  also.     Thus  Hifl  fc 
movement  of  the  pantograph,  every  point  of  the  web  describes  a  fig^^^'^ 
described  by  the  point/,  and  consequently  similar  to  that  described  by  t>«  PO^^t  j  but 
six  times  smaller;  the  embroidered  object  being  produced  upon  the  cloth  in  the  position 
of  that  of  the  pattern.   It  is  sufiicient  therefore  to  give  the  embroidering  operative  who 
holds  the  handle  b"  a  design  six  times  greater  than  that  to  be  executed  by  the  machine, 
and  to  afford  him  at  the  same  time  a  sure  and  ea:sy  means  of  tracing  over  with  the 
point  c,  all  the  outlines  of  the  pattern.  For  this  purpose  he  adapts  to  c,  perpendicular Ly 
to  the  plane  of  the  paraUelogram,  a  small  style  terminated  by  a  point  c ,  and  he  lixes 
the  pattern  upon  a  vertical  tablet  e,  parallel  to  the  plane  of  the  stuflF  and  the  paralle  o- 
gram,  and  distant  from  it  only  by  the  length  of  the  style  c  c"  ;  this  tablet  is  carried  by 
the  iron  rod  e',  which  is  secured  to  a  cast-iron  foot  e',  serving  also  for  other  purposes, 
as  we  shall  presently  see.    The  frame,  loaded  with  its  beams  and  its  cloth,  forms  a 
pretty  heavy  mass,  and  as  it  must  not  swerve  from  its  plane,  it  needs  to  be  lightened, 
in  order  that  the  operative  may  cause  the  point  of  the  pantograph  to  pass  along  the 
tablet  without  straining  or  uncertainty  in  its  movements.     M.  Heilmann  has  accom- 
plished these  objects  in  the  following  way.    A  cord  e  attached  to  the  side  6  c  of  the 
pantograph  passes  over  a  return  pulley,-and  carries  at  its  extremity  a  weight  which 
may  be  graduated  at  pleasure ;  this  weight  equipoises  the  pantograph,  and  tends 
slio-htly  to  raise  the  frame.    The  lower  side  of  the  frame  carries  two  rods  h  and  h, 
each  attached  by  two  arms  h  h,  a.  little  bent  to  the  left ;  both  of  these  are  engaged  m 
the  grooves  of  a  pulley.    Through  this  mechanism  a  pressure  can  be  exercised  upon 
the  frame  from  below  upwards  which  may  be  regulated  at  pleasure,  and  without  pre- 
venting the  frame  from  moving  in  all  directions,  it  hinders  it  from  deviating  from  the 
primitive  plane  to  which  the  pantograph  was  adjusted.    The  length  of  the  rods  h 
ought  to  be  equal  to  the  amount  of  the  lateral  movement  of  the  frame.    Two  guides 
i  i,  carried  by  two  logs  of  cast  iron,  present  vertical  slits  in  which  the  lower  part  of  the 
frame  f'  is  engaged.  . 

3.  Disposition  of  the  carriages.— The  two  carriages,  which  are  similar,  are  placed 
the  one  to  the  right,  and  the  other  to  the  left  of  the  frame.  The  carnage  itself  is 
composed  merely  of  a  long  hollow  cylinder  of  cast  iron  i,  carrying  at  either  end 
a  system  of  two  grooved  castors  or  pulleys  l',  which  roll  upon  the  horizontal  rails 
K ;  the  pulleys  are  mounted  upon  a  forked  piece  I',  with  two  ends  to  receive  the 
axes  of  the  pulleys,  and  the  piece  I'  is  itself  bolted  to  a  projecting  car  I  cast  xipon  the 
cylinder. 

This  assemblage  constitutes,  properly  speaking,  the  carriage,  resting  in  a  perfectly 
stable  equilibrium  upon  the  rails  K,  upon  which  it  may  be  most  easily  moved  back- 
wards and  forwards,  carrying  its  train  of  needles  to  be  passed  or  drawn  through  the 
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frnu.'Si?  contrived  a  mechanism  I)y  ^vhicli  the  operative  without  budging 

tW  oy      '  ''^''^'^^Ses,  and  regulate  as  he  pleases  the  extent  of 

t  eu-  course,  as  well  as  the  rapidity  of  their  movements.    By  turning  the  axes  J'  in 

fromTho  web  '^'"'''^^  """^  ^  approach  to,  or  recede 

When  one  of  the  carriages  has  advanced  to  prick  the  needles  into  the  stuff'  the 

H  Inf f   °  ""T^^  ■'      ^'^y"  ^"I'l  «f  them  with  its  pincers,  pulls  them 

through  performs  its  course  by  withdrawing  to  stretoli  the  thread,  and  close  the 
stitch,  then  It  goes  back  witli  the  needles  to  make  its  pricks  in  return.     During  these 

Tl?,!!Tr  f'     ?    • '.^  ''^       P°^t  waiting  the  return  of  the  second, 

llius  the  two  chariots  make  in  succession  an  advance  and  a  return,  but  they  never 
move  together.  ^  ivj. 

To  effect  these  movements  M.  Ileilmann  has  attached  to  the  piece  o'  made  fast  to 
the  two  uprights  a  c  and  a  d  of  the  frame,  a  bent  lever  n  o  n'  n",  moveable  round  the 
point  o  ;  the  bend  n  carnes  a  toothed  wheel  o',  and  the  extremity  n"  a  toothed  wheel 
o  ;  the  four  wheels  m,  m',  o',  and  o",  have  the  same  number  of  teeth  and  the  same 
diMioter  ;  the  two  wheels  o'  and  o"  are  fixed  in  reference  to  each  other,  so  that  it  is 
siillicient  to  turn  the  handle  n  to  make  the  wheel  o"  revolve,  and  consequently  the 
wlieei  o  ;  when  the  lever  w  o  is  vertical,  the  wheel  o'  touches  neither  the  wheel  m  nor 
the  wheel  m  ;  but  if  it  be  inclined  to  the  one  side  or  the  other,  it  brings  the  wheel  o' 
alternately  into  gear  with  the  wheel  m  or  the  wheel  m'.  As  the  operative  has  his  two 
hands  occupied,  the  one  with  the  pantograph,  and  the  other  with  the  handle  of  impul- 
sion, he  has  merely  his  feet  for  acting  upon  the  lever  n  o,  and  as  he  has  many  other 
things  to  do,  M.  Heilmann  has  adapted  before  him  a  system  of  two  pedals,  by  which 
he  executes  with  his  feet  a  series  of  operations  no  less  delicate  than  those  which  he 
executes  with  his  hands. 

The  pedals  p  are  moveable  round  the  axis  p,  and  caiTy  cords  p' wound  in  an  opposite 
direction  upon  the  pulleys  p' ;  these  pulleys  are  fixed  upon  a  moveable  shaft  p"  sup- 
ported upon  one  side  by  the  prop  e',  and  on  the  other  in  a  piece  k  attached  to  the  two 
great  uprights  of  the  frame.  In  depressing  the  pedal  p  (now  raised  in  the  figure),  the 
upper  part  of  the  shaft  p"  will  turn  from  the  left  to  the  right,  and  the  lever  n  o  will 
become  inclined  so  as  to  carry  the  wheel  o'  upon  the  wheel  m',  but  at  the  same  time 
the  pedal  which  is  now  depressed  will  be  raised,  because  its  cord  will  be  forced  to 
-\vind  itself  upon  its  pulley,  as  much  as  the  other  cord  has  unwound  itself ;  and  thus 
the  apparatus  will  be  ready  to  act  in  the  opposite  direction  wlien  wanted, 

_  4.  Bispositwn  of  the  pincers. — The  shaft  i'  carries,  at  regular  inten^als  of  a  semi- 
diameter,  the  appendages  q  q  cast  upon  it,  upon  which  are  fixed,  by  two  bolts,  the 
curved  branches  q  destined  to  bear  the  whole  mechanism  of  the  pincers.  When  the 
pincers  are  opened  by  their  appropriate  leverage,  and  the  half  of  the  needle,  which  is 
pointed  at  eacb  end,  with  the  eye  in  the  middle,  enters  the  opening  of  its  plate, 
it  gets  lodged  in  an  angular  groove,  which  is  less  deep  than  the  needle  is  thick,  so 
that  when  the  pincers  are  closed,  the  upper  jaw  presses  it  into  the  groove.  In  this 
way  the  needle  is  firmly  held,  although  touched  in  only  three  points  of  its  circum- 
ference. 

Suppose  now,  that  all  the  pincers  are  mounted  and  adjusted  at  their  proper  dis- 
tances upon  their  prismatic  bar,  forming  the  upper  range  of  the  right  carriage.  For 
opening  all  the  pincers  there  is  a  long  plate  of  iron,  v,  capable  of  turning  upon  its 
axis,  and  which  extends  from  the  one  end  of  the  carriage  to  the  other.  This  axis 
is  carried  by  a  kind  of  forks  which  are  bolted  to  the  extremity  of  the  branches  q. 
By  turning  that  axis  the  workman  can  open  the  pincers  at  pleasure,  and  they  are 
again  closed  by  springs.  This  movement  is  performed  by  his  feet  acting  upon  the 
pedals. 

The  threads  get  stretched  in  proportion  as  the  carriage  is  run  out,  but  as  this  ten- 
sion has  no  elastic  play,  inconveniences  might  ensue,  which  are  prevented  by  adapting 
to  the  carriage  a  mechanism  by  means  of  which  all  the  threads  are  pressed  at  the 
same  time  by  a  weight  susceptible  of  graduation.  A  little  beneath  the  prismatic  bar, 
which  carries  the  pincers,  we  see  in  the  figure  a  shaft  y,  going  from  one  end  of  the 
carriage  to  the  other,  and  even  a  little  beyond  it;  this  shaft  is  carried  by  pieces  y 
which  are  fixed  to  the  arms  Q,  and  in  which  it  can  turn.  At  its  left  end  it  carries 
two  small  bars  y'  and  w',  and  at  its  right  a  single  bar  y',  and  a  counterweight  (not 
visible  in  this  view) ;  the  ends  of  the  two  bars  are  joined  by  an  iron  wire,  somewhat 
stout  and  perfectly  straight.  When  the  carriage  approaches  the  web,  and  before  the 
iron  wire  can  touch  it,  the  little  bar  w  presses  against  a  pin  w',  which  rests  upon  it, 
and  tends  to  raise  it  more  and  more.  In  what  has  preceded  we  have  kept  in  view 
only  the  upper  range  of  pincers  and  needles,  but  there  is  an  inferior  range  quito 
similar,  as  the  figure  shows,  at  the  lower  ends  of  the  arms  q.  In  conclusion,  it  should 
be  stated,  tliat  the  operative  does  not  follow  slidingly  with  the  pantograph  the  trace 
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.  ,    1  •  k  imon  the  tablet  or  tho  picturo,  but  ho  must  stop  tho  point  of  the 

1  '^'f  tLtot  of  tC^^^^^^      into  ^vhich  the  needle  should  enter,  then  remove  at, 
!^HZlSivonthe  point  by  ^yhich  the  needle  ought  to  re-enter  in  coming 
r  ^Twhel  sirofth^iec  in  succession.    To  facilitato  this  kmd  of 

from  the  other  sKle  0    ^  p   ^   ^^^^^^     composed  of  right  lines  terminated  by  the 

SSor  th?  n^^^^^^^^  and  return  of  tie  needle,  so  that  the  operative  (usuaUy  a  child^ 
KrcontTnually  under  her  eyes  the  series  of  broken  lines  which  must  be  foUowed  by 
rntoS.  If  she  happens  to  quit  this  path  an  instant,  without  having  left  a 
Larirof  tCS^  at  which  she  had  a^i-ived,  she  is  under  the  necessity  of  looking  at 
So  piece  to  sL  what  has  been  already  embroidered,  and  to  find  by  this  comparison 
the  point  at  which  she  must  resume  her  work,  so  as  not  to  leave  a  blank,  or  to  repeat 
tho  same  stitch. 

Explanation  of  Figure. 
A,  lower  cross  bars,  which  unite  the  legs  of  the  two  ends  of  the  frame. 

a,  the  six  feet  of  the  front  end  of  the  frame. 

a',  the  six  feet  of  the  posterior  end  of  the  frame. 

a"',  curved  pieces  which  unite  the  cross  bars  a"  to  the  uprights. 

b"',  handle  of  the  pantograph. 

b,  b',  b",  three  angles  of  the  pantograph. 

c,  point  of  the  side  b  b''  on  which  the  point  is  fixed. 

c",  point  of  the  pantograph.  ,     . r 

d'',  cross  bar  in  form  of  a  gutter,  which  unites  the  upper  parts  of  the  frame. 

d,  'fixed  point,  round  which  the  pantograph  turns. 

E,  tablet  upon  which  the  pattern  to  be  embroidered  is  put. 
e',  support  of  that  tablet. 

e,  cord  attached  at  one  end  to  the  side  5  c  of  the  pantograph  passing  over  a  guide 
pulley,  and  carrying  a  weight  at  the  other  end. 

e',  iron  rod  by  which  the  tablet  e  is  joined  to  its  support  e'. 

F,  F,  uprights  of  the  cloth-carrying  frame. 
f',     horizontal  sides  of  the  same  frame. 

G,  four  roll  beams. 
g",  the  piece  of  cloth. 

g",  the  strings,  which  serve  to  stretch  the  cloth  laterally. 

This  machine  has  not  been  applied  for  embroidering  nets  or  muslins,  as  these  fabrics 
are  not  sufficiently  close  to  hold  the  needles  ;  it  has  been  hitherto  used  for  embroider- 
ing cloth  for  vests  and  other  purposes,  and  silk  for  ladies'  dresses.  We  learn, 
however,  that  some  very  satisfactory  experiments  have  been  made  by  the  Messrs. 
Houldsworth  of  Manchester,  which  promise  to  lead  to  the  successful  application  of 
these  machines  to  the^  finer  description  of  fabrics. 

EMERAIiD.  (Emeraude,  Fr. ;  Smaragd,  Ger.)  A  precious  stone  of  a  pure  green 
coloiu",  ranking  in  value  next  to  the  oriental  ruby  and  sapphire.  Although  susceptible 
of  a  fine  polish,  its  hardness  is  considerably  inferior  to  that  of  most  other  gems,  being 
indeed  but  little  higher  than  that  of  quartz.  Its  specific  gravity  is  also  remarkably 
low,  not  exceeding  275.  The  mineral  occurs  crystallised  in  regular  six-sided  prisms, 
more  or  less  modified  on  the  edges  and  angles,  and  offering  a  tolerably  easy  cleavage 
parallel  to  the  basal  plane.  Heated  before  the  blowpipe  it  loses  its  transparency,  and 
at  a  higher  temperature  fuses  to  a  vesicular  glass  ;  whilst  with  borax  it  forms  a 
transparent  bead  of  a  fine  green  colour.    It  is  quite  unafifected  by  acids. 

The  chemical  composition  of  the  emerald,  and  its  relation  to  the  beryl  and  aqua- 
marine, were,  first  determined,  in  1797,  by  Vauquelin,  whose  analyses  showed  it  to  be 
a  silicate  of  alumina,  combined  with  a  silicate  of  a  peculiar  earth,  called  glucina  or 
beryllia.  The  most  recent  analyses  of  the  typical  emerald  from  Muzo,  are  those  by 
M.  Lewy,  of  which  tlie  following  is  the  mean  : — 


Silica  . 
Alumina 
Glucina 
Magnesia 
Soda  . 


67-9 
17-9 
12-4 
0-9 
0-7 


Slight  traces  of  sesquioxido  of  chromium  are  included  in  this  analysis,  but, 
according  to  Vauquelin's  experiments,  the  amount  of  this  chromic  oxide  may  rise  as 
high  as  3-6  per  cent. 

Since  this  oxido  is  well  known  to  communicate  a  fine  green  tint  to  glass,  the  colour 
of  the  emerald  was  naturally  referred  to  its  presence  ;  but  this  opinion  was  contra- 
dicted a  few  years  ago  by  M.  Lewy,  who  maintained  that  the  extremely  minute  trace 
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of  clu'omic  oxulo  wlucli  lio  found  in  llio  emomld  would  bo  utterly  inadequate  to  pro- 
auco  tlio  intense  green  colour  :  moreover,  according  to  his  researches,  the  gem  entirely 
loses  jts  colour  at  a  duU  red  heat,  whilst  those  minerals  that  are  truly  coloured  by 
cnromium  are  unaffected  in  this  respect  by  temperature.  In  liis  experiments  the  loss 
on  Ignition  amounted  to  nearly  2  per  cent.,  of  which  0-12  consisted  of  a  hydrocarbon 
derived  probably  from  the  associated  organic  remains ;  and  since  the  amount  of  this 
hydrocarbon  was  found  to  be  greatest  in  those  stones  that  possess  the  deepest  colour 
liowy  was  induced  to  regard  this  organic  compound  as  the  true  colouring  agent  in  the 
gem ;  comparing  it  with  chlorophyll,  or  the  green  colouring  matter  of  plants,  a  com- 
pound well  known  to  possess  intense  tinctorial  power. 

Soon  after  its  announcement,  this  opinion  was  called  in  question  by  the  experiments 
of  Hofmoister  on  the  Salzburg  emerald  ;  and  it  was  further  controverted  by  the  re- 
searches of  Wohler  and  Gustav  Eose  on  the  emerald  of  Muzo.  The  latter  chemists 
showed  not  only  that  the  colour  of  the  emerald  is  unaffected  by  ignition,  but  also  that 
the  amount  of  chromic  oxide  present  in  a  given  emerald  is  quite  competent  to  impart 
an  intense  green  colour  to  a  quantity  of  glass  equal  to  that  of  the  mineral  from  which 
the  oxide  was  derived.  The  subsequent  researches  of  Boussingault  also  confirmed  the 
opinion  that  the  emerald  is  coloured  by  oxide  of  chromium;  and  the  yet  more  recent 
investigations  of  Dr.  Greville  Williams  lead  to  the  same  conclusion.  The  latter 
chemist  has  found  that  certain  colourless  beryls  may  contain  as  large  a  proportion  of 
carbon  as  is  to  be  found  in  the  richest-tinted  emeralds,  and  that  the  Muzo  emerald 
may  bear  a  bright  red  heat  without  loss  of  colour.  He  also  finds  that  on  fusing  the 
emerald  an  opalescent  green  glass  is  first  formed,  but  that  this,  on  prolonged  heating, 
becomes  transparent  and  almost  colourless.  The  .density  and  hardness  of  the  emerald 
are  diminished  by  fusion. 

Dr.  Greville  Williams's  experiments  are  of  so  much  interest  that  we  rive  his  own 
account  of  them  : — 

'  I  have  carefully  repeataJ  and  extended  those  experiments  (those  of  Hofmeister), 
The  emeralds  employed^  were  canutillos  (finely-crystallised  emeralds)  from  Santa  Fe 
de  Bogota.  The  following  values  were  obtained  in  a  determination  of  their  specific 
gravities  before  fusion : — 

No.  of  Experiment      W.  W.  t.  st.  D. 

1  4-4964  2-8293  16-5°  '998921  2-69 

2  4-4961  2-8294  17-0°  -998841  2'69 

3  1-6655  1-0486  16-0°  -999002  2-70 


The  formula  used  was ; 


D  =  st—^—,. 
W-W' 


W  is  the  weight  in  air ;  W'  the  weight  in  water ;  st  the  specific  gravity  of  water  at !!° ; 
t  the  temperature  of  the  water ;  D  the  specific  gravity, 

'  One  of  the  above  emeralds  was  exposed  for  three  hours  in  a  platinum  crucible  to  a 
bright  reddish-yellow  heat.  At  the  end  of  the  operation  it  was  opaque  at  the  edges, 
but  the  green  colour  was  not  destroyed.  This  experiment  completely  confirms  those 
of  Wohler  and  Eose,  and  Hofmeister.  It  is,  I  think,  quite  evident  that  no  organic 
colouring  matter  could  withstand  such  a  temperature  for  so  long  a  time. 

•  The  announcement  by  Lewy,  that  the  depth  of  colour  of  emeralds  is  in  proportion 
to  the  amount  of  carbon  present,  made  it  appear  improbable  that  beryls  contained 
that  element.  The  power  of  this  colouring  matter  to  resist  a  red  heat  having,  how- 
ever, made  me  inclined  to  disconnect  the  question  of  colour  from  that  of  the  presence 
of  carbon,  I  made  experiments  to  determine  whether  beryls  contained  that  element, 
and,  if  so,  to  what  amount. 

'  An  experiment  made  at  this  stage  of  the  enquiry  showed  that  the  beryl  analysed 
contained  the  same  amount  of  carbon  as  Lewy's  emerald.  To  settle  the  question 
definitely,  as  to  the  presence  of  carbonic  anhydride,  I  burnt  1-2  grm.  of  beryl  in  a 
platinum  boat  in  a  current  of  oxygen.  The  water  produced  was  absorbed  by  sulphuric 
acid ;  the  carbonic  anhydride  was  received  in  a  Geisslor's  potash  tube  containing  lime- 
water.  Carefully-purified  oxygon  was  allowed  to  stream  through  the  lime-water  to 
prove  its  freedom  from  carbonic  anhydride.  The  beryl  was  then  heated  to  redness  in 
the  stream  of  gas,  and  in  a  few  seconds  tho  lime-water  became  milky;  thus  not  only 
proving  the  presence  of  carbon  in  a  colourless  beryl,  but,  taken  in  conjunction  with 
the  quantitative  determination,  shoM'ing  conclusively  that  the  depth  of  colour  is  not, 
in  this  class  of  stones,  in  tho  ratio  of  the  amount  of  carbon  present. 

'  Eut  it  was  still  possible  that  tho  carbon  might  have  been  derived  from  the  decom- 
position of  a  carbonate  in  the  beryl.  To  settle  this  question,  I  arranged  an  apparatus 
in  which,  in  a  current  of  pure  air  passing  through  lime-water,  a  finely-levigated  beryl 
was  boiled  -Nvith  dilute  sulphuric  acid.    No  carbonic  anhydride  was  evolved.    It  was, 
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thorcforo,  evident  that  the  carbon  found  in  the  beryl  did  not  proceed  from  the  docom- 

^'<f1^  miUi^raZes'of  charcoal  treated  in  the  same  way,  produced  a  milkiness  in 
rll  tri  me-water  bulbs  in  four  minutes.    In  another  experiment,  after  the  usua 
pLautionrsrinilligrammes  of  gi-aphite  were  acted  on.    In  four  minutes  the  first 
hiilb  ui  eWht  minutes  the  whole  of  the  bulbs,  were  rendered  milky.  . 

•The  above  experiments  show,  therefore,  that  the  beryl  (experiment  on  one  which 
was  from  Ireland)  contains  carbon,  not  in  the  state  of  a  carbonate,  but  in  a  condition 
■n-liich  is  more  slowly  attacked  than  either  free  charcoal  or  graphite ;  and  it  is  i 
think,  probably  in  the  form  of  diamond,  as  has  been  shown  to  occur  with  the  water 
contained  in  artificially-crystallised  boron.  . 

'  The  presence  of  carbon  in  beryls  does  not  appear  to  be  invariable.  Alter  repeatea 
experiments  upon  another  large  beryl  from  Haddam  County,  North  America,  I  was 
unable  to  satisfy  myself  that  it  contained  carbon.  It  is  true  there  were  traces  found 
in  the  experiment,  but  they  were  so  minute  that  they  might  have  been  due  to  organic 
dust  accidentally  present.  _  e 

'  The  next  point  I  wished  to  ascertain  was  the  relation  borne  by  the  quantity  ot 
carbon  in  the  Irish  beryl,  to  that  in  the  emerald.  Minute  precautions  were  necessary, 
since  1  grm.  of  the  beryl  or  emerald  only  yielded  3  milligrammes  of  carbonic 
anhydride. 

Experiment  1.    0-9725  grm.    beryl  gave    0-0030  CO*    and    0-0131  WO 

2.  1-0082    „  „      „      0-0031       „  0-0174  „ 

3.  1-1690    „        emerald     0-0030       „  0-0140  „ 

Expressed  per  cent. : — 

^  Irish  Beryl  Emerald  Lewy's 

Emerald 


I.  II.  (Mean.) 

Carbonic  anhydride       .       .    0-31       0-31    .       .    0-26       .       .  0-28 
Water  1-32       r73    .       .    1-20       .       .  1-89.' 

Among  the  ancients  the  emerald  was  very  highly  esteemed,  being  ranked  by  Pliny 
next  to  the  diamond  and  pearl.  During  the  middle  ages  it  maintained  a  very  high 
position  ;  but  on  the  discovery  of  the  Peruvian  mines,  in  the  middle  of  the  sixteenth 
century,  it  suffered  a  sudden  reduction  in  value,  from  which  it  has  never  entirely 
recovered.  A  stone  of  4  grains'  weight  is  said  to  be  worth  from  il.  to  6^. ;  one  of 
8  grains,  lOl. ;  one  of  15  grains,  being  fine,  is  worth  601. ;  one  of  24  grains  fetched,  at 
the  sale  of  M.  de  Dree's  cabinet,  2,400  francs,  or  nearly  100^. 

Prom  the  descriptions  of  the  smaragdos,  or  emerald  of  the  ancients,  it  is  evident 
that  they  confounded  under  this  name  a  number  of  green  minerals  differing  widely 
from  each  other  in  general  characters ;  such,  for  example,  as  malachite,  chrysoprase, 
green  fluor-spar,  amazon-stone,  and  even  green  glass.  The  true  emeralds  of  the 
ancients  were  probably  in  great  part  derived  from  Mount  Zabara,  in  Upper  Egypt, 
where  the  old  workings  were  discovered  some  years  back  by  the  Prench  traveller 
M.  Cailloud,  and  were  re-opened  by  Mohammed  Ali ;  but  the  emeralds  obtained  being 
only  of  poor  quality,  the  operations  were  soon  suspended. 

For  many  years  past,  the  emerald  has  been  obtained  almost  exclusively  from  the 
famous  mine  of  Muzo,  a  large  open  excavation  on  the  eastern  cordillera  of  the  Andes, 
75  miles  N.N.W.  of  Santa  de  Bogota.  It  there  occurs,  associated  with  crystals  of 
iron  pyrites  and  the  rare  mineral  parasite,  in  veins  of  calcareous  spar  traversing  a 
black  bituminous  limestone,  containing  ammonites  and  other  fossils,  apparently  of 
lower  cretaceous  age.  Wlien  first  removed  from  the  rock,  the  emeralds  are  excessively 
fragile  ;  and  numbers  of  them  crack  spontaneously,  in  spite  of  careful  protection  from 
the  sun.  The  emeralds  are  indeed  so  rarely  free  from  flaws  that  they  are  often  imitated 
in  fictitious  gems. 

The  Muzo  mines  were  leased,  in  1864,  to  a  Prench  Company,  in  consideration  of  an 
annual  payment  to  the  Government  of  Columbia  of  about  3,000^.  The  workings  are  con- 
ducted under  the  direction  of  M.  Lehmann,  and  the  emeralds  which  are  obtained  are 
Bent  direct  to  Paris.  The  present  agreement  expires  this  year — 1874 — and  it  is  under- 
stood that  it  will  not  be  renewed. 

A  fine  crystal  of  Muzo  emerald,  2  inches  long,  exhibited  in  the  Great  Exhibition  of 
1851,  is  now  in  the  cabinet  of  the  Duke  of  Devonshire  ;  it  measures  across  its  three 
diameters  in.,  21  in.  l-|in.,  and  weighs  8  oz.  18  dwts. :  OAving  to  flaws,  it  is  but  par- 
tially fit  for  jewellery. 

Emeralds  of  less  beauty,  but  larger  than  the  South  American  gems,  occur  in  Siberia. 
One  specimen  in  the  Imperial  Russian  collection  measures  14i  inches  long  and  12 
broad,  and  weighs  16|  lbs.  troy;  another  is  7  inches  long  and  4  inches  broad,  and 
weighs  6  lbs.  troy.    The  Siberian  emerald  occurs  near  Ekaterinburg,  embedded  in 
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in  SilzLuig.  l<rom  this  ocahty  Bomo  interesting  specimens  were  exhibiteHn  h  ', 
Austrian  Bepartmont  of  the  International  Exhibition  of  1 862.  These  weirst^Sed  ^o 
be  found  jn  a  steep  cl  ff,  at  an  altitude  of  8,700  feet.  Masses  of  rock  coSu» 
en  oralds  havmg  fallen  into  the  neiglibouring  valley,  this  locality  was  discoveredr^Si 
It  IS  now  worked  by  the  possessor,  S.  Goldschmidt  of  Vienna. 

llie  Oriental  Emerald  is  an  Indian  Stone,  entirely  distinct  from  the  common  emerald 
described  in  this  article ;  it  is  indeed,  a  green  transparent  variety  of  corundum  Sr 
ing  therefore  from  the  sapphire  and  ruby  only  in  colour.    From  its  extreme  raritv 
and  Its  great  hardness,  the  oriental  stone  is  very  highly  prized,  although  far  inferTor  in 
point  of  colour  to  the  common  emerald.  "    =   ^  i  b>-^>-  luiorjor  m 

eSeSaJS  S™^*'  ^  ^^^r'  ''^'"'^     '^"PP^'^   See  CoPPKE. 

EiaEKAliD  GREEN-.    Scheele's  arsonical  green.    See  Coppee 

^JHf  N-lciCEIi.   A  native  hydrocarbonato  of  nickel.    See  Nickel 

ElaERAXiBISTE.    See  Aniline  Geeen. 

EMERY  {lEmeri  -^v  -  Schmcrgel  Qev.).  This  mineral  was  long  regarded  as  an  ore 
of  iron,  and  was  caUed  by  Haiiy, /.r  oxide  quartzifire.  It  is,  howfver.  a 
granular,  or  compact  variety  of  corundum,  more  or  less  impure.  It  is-  very  abundant 
in  the  island  of  Naxos,  at  Cape  Emeri,  whence  its  name.  From  this  place  it  is 
imported  in  large  quantities.  It  is  said  to  be  found  in  Jersey ;  it  occurs,  though  rare 
in  Spain  Poland,  Saxony,  Sweden,  Persia,  and  a  few  other  places.  Its  coloui  varies 
from  red  brown  to  dark  brown  :  its  specific  gravity  is  about  4 ;  it  is  so  hard  as  to 
scratch  quartz  and  many  precious  stones. 

We  have  accounts  of  emery  discoveries  in  the  United  States,  but  nearly  all  that  is 
used  at  present  m  the  arts  comes  from  Turkey,  near  ancient  Smyrna.  Dr  Lawrence 
Smith,  an  American  geologist,  made  a  discovery  of  a  deposit  of  emery  while  residing 
m  Smyrna,  and  he  made  an  examination  of  the  locality  in  1847.  Dr  Smith  havine 
reported  his  discoveries  to  the  Turkish  Government,  a  commission  of  enquiry  was 
instituted,  and  the  business  soon  assumed  a  mercantile  form.  The  monopoly  of  the 
emery  of  Turkey  was  sold  to  a  mercantile  house  in  Smyrna,  and  since  then  the  price 
has  diminished  in  the  market. 

The  following  analyses  are  quoted  by  Dana,  from  an  elaborate  paper  by  J  Law- 
rence Smith,  in  the  '  American  Journal  of  Science ' :—  r  r      j  ■ 


Kulah  . 
Samos  . 
Nicaria . 
Kulah  . 
Gumuch 
Naxos  . 
Nicaria . 
Gumuch 
Kulah  . 


Hardness, 
Sapphire 
being  100 

Specific 
G-ravitj- 

Alumina 

Peroxide 
of  iroa 

Lime 

Silica 

"Water 

57 

4-28 

63-50 

33-25 

0-92 

1-61 

1-90 

56 

3-98 

70-10 

22-21 

0-62 

4-00 

2-10 

55 

3-75 

71-06 

20-32 

1-40 

4-12 

2-53 

53 

4-02 

63-00 

30-12 

0-50 

2-36 

3-36 

47 

3-82 

77-82 

8-62 

1-80 

8-13 

3-11 

46 

3-75 

68-53 

24-10 

0-86 

3-10 

4-72 

46 

3-74 

75-12 

13-06 

0-72 

6-88 

3-10 

42 

4-31 

60-10 

33-20 

0-48 

1-80 

5-62 

40 

3-89 

61-05 

27-15 

1-30 

9-63 

2-00 

Valuable  deposits  of  corundum,  a  purer  form  of  alumina  than  emery,  have  recently 
been  discovered  in  the  United  States.  The  following  description  of  the  Corundum  of 
North  Carolina,  Georgia,  and  Montana,  is  by  Mr.  J.  Lawrence  Smith  :  

'  The  corundum  formations  in  North  Carolina  and  Georgia  are  the  second  in  impor- 
tance in  the  United  States  that  have  been  brought  to  my  notice;  and  the  one  in  North 
Carolina  is  by  far  the  most  interesting  in  this  country,  and  perhaps  of  any  yet  known, 
in  the  extent  of  the  formation,  the  distribution  of  the  corundum,  and  the  purity  of 
the  mineral. 

'  This  mineral  was  first  discovered  in  North  Carolina  in  1846 — about  the  time  I 
was  engaged  in  developing  the  geolpgy  of  emery  in  Asia  Minor  and  the  Grecian 
Archipelago;  and  upon  communicating  to  American  geologists  my  discoveries  in 
relation  to  the  associate-minerals  of  the  emery  in  Asia  Minor,  and  directing  them  to 
search  for  the  same  in  connection  with  the  corundum  found  in  different  parts  of 
America,  the  same  associates  were  discovered  in  connection  \^  ith  the  North  Carolina 
corundum  as  well  as  that  from  other  localities. 

'  At  this  time  there  had  been  discovered  but  one  detached  block,  but  no  other 
specimen  could  be  found  in  that  locality.  There  the  matter  rested  until  1865,  when 
Mr.  C.  D.  Smith  (to  whom  I  am  indebted  for  valuable  information  contained  in  this 
paper),  assistant  of  Professor  Emmons,  geologist  of  North  Carolina,  had  brought  to 
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him  bv  one  of  the  inhabitants  of  the  country  west  of  the  Blue  Ridge  Mountains  a 
snecimen  of  rock  which  was  recognised  as  being  corundum,  and  on  visiting  the  spot 
this  ceoloffist  discovered  the  corundum  in  situ,  and  a  number  of  specimens  wore  col- 
lected Since  that  time  public  interest  has  increased  in  relation  to  this  substance,  and 
it  has'been  discovered  in  such  quantities  as  to  make  it  an  object  of  interest  to  the  arts 
as  a  substitute  for  emery,  and  very  rapidly  other  localities  were  brought  to  light  along 
a  distance  of  forty  miles. 

'  The  colours  of  the  corundum  as  found  along  this  zone  of  outcrops  are  blue,  grey, 
pink,  ruby,  and  white.  Sometimes  it  has  broad  cleavage  faces,  and  then  again  it 
occurs  in  hexagonal  prisms.  One  hexagonal  prism  weighed  over  three  hundred 
pounds.   There  is  a  difference  in  the  cleavage  and  the  associate-minerals  at  dififerent 

localities.  , 

'  In  the  development  in  North  Carolina  the  corundum  occurs  m  chrysolite  or  ser- 
pentine rocks,  and  outside  of  serpentine  it  has  not  been  found.  These  chrysolite  rocks 
belong  to  a  regular  system  of  dykes,  which  have  been  traversed  for  the  distance^  of 
about  one  hundred,  and  ninety  miles.  This  system  of  dykes  lies  on  the  north-west  side 
of  the  Blue  Eidge,  and  has  a  strike  parallel  to  the  main  mass  of  the  ridge,  and  has  an 
average  distance  from  the  summit  of  the  ridge  of  about  ten  miles.  It  continues  this 
strike  to  the  head  of  the  Little  Tennessee  Eiver,  say  from  Mitchell  to  Macon  County, 
one  hundred  and  thirty  miles.  Here  the  ridge  curves  around  the  head  of  the 
Tennessee,  and  falls  back  about  ten  miles  to  the  north-west.  In  conformity  with  this 
elbow  in  the  ridge,  the  disturbing  force  shifts  to  the  north-west  and  re-appears  at 
Buck's  Creek,  having  the  same  relative  position  to  the  Blue  Eidge. 

'  The  serpentine  appears  at  intervals  along  this  whole  line  of  one  hundred  and 
ninety  miles.  There  is  a  corresponding  system  of  dykes  traversing  the  southern  slope 
of  the  Blue  Eidge,  but  not  so  regular  and  compact  as  the  system  on  this  north-west 
side,  nor  are  the  outcrops  so  frequent.  The  main  mass  of  the  ridge  bears  no  evidence 
of  having  been  disturbed  at  all,  at  least  none  has  been  found.  Prom  Mitchell  County 
to  Macon  the  serpentine  is  usually  enclosed  in  a  hard  crystalline  gneiss,  which  bears 
rose-coloured  garnets,  cyanite,  and  pyrite.  After  its  shifting  to  the  right  it  occurs  in 
hornblendic  beds  and  gneiss.  At  Buck  Creek  and  thence  south-westward  the  horn- 
blende beds  assume  very  large  proportions,  and  instead  of  common  felspar  have  in 
them  albite,  making  an  albitic  syenite.  At  Buck  Creek  (which  is  named  Cullakenih) 
the  chrysolite  covers  an  area  of  about  three  hundred  and  fifty  acres.  One  or  two 
observers  have  fallen  into  the  error  of  confounding  the  two  dyke  systems,  whereas 
they  have  no  connection  whatever.  According  to  them  the  northern  system  cuts 
through  the  Blue  Eidge  at  right  angles,  and  then  turns  back  on  the  opposite  side  of 
the  ridge.  Now  there  are  no  such  phenomena  connected  with  these  outcrops.  They 
evidently  belong  to  separate  systems.  The  outcrops  along  the  northern  system 
occur  at  intervals  ranging  from  one  to  fifteen  miles.  The  belt  or  zone  along  which 
these  outcrops  occur  never  exceeds  four  miles  in  width  on  the  northern  side  of  the 
ridge.  On  the  opposite  side  the  system  is  not  so  well  defined,  and  the  outcrops  are 
rarer. 

'Upon  these  serpentine  beds  there  exist  chalcedony,  chromite  on  some  of  them, 
chlorite,  talc,  steatite,  anthophyllite,  tourmaline,  emerylite,  epidote  on  some  of  them, 
zoisite,^  and  albite,  with  occasionally  asbestus  and  picrolite,  as  also  actinolite  and 
tremolite.  The  corundum  at  some  places  seems  to  occur  mostly  in  ripidolite  iu 
fissures  of  the  serpentine.  At  Cullakenih  the  corundum  with  its  immediate  associates 
is  in  chlorite,  except  the  red  variety,  which  is  in  zoisite,  containing  a  minute  quantity 
of  chrome. 

'  Throughout  all  the  range  of  rocks  for  the  great  extent  referred  to,  corundum  forms 
a  geognostic  mark  of  this  chrysolite  rock,  just  as  it  does  of  the  calcareous  rock  bearing 
conindum  described  by  me  in  Asia  Minor.  They  belong  to  the  same  geological  epoch, 
and  overlie  the  gneiss. 

'  The  closest  investigation  shows  that  the  chrysolite  in  North  Carolina  takes  the 
place  of  calc-rock  in  Asia  Minor;  that  these  are  invariably  the  gangue-rock  in  the  two 
difierent  quarters  of  the  globe ;  but  as  remarked  above,  the  contiguous  rock  shows 
them  both  to  be  of  the  same  geological  period,  overlying  directly  the  primary  rocks  • 
and  both  of  them  are  also  identical  geologically  with  the  Chester  emery-formation  of 
•ixlassachusetts. 

'  While  all  the  localities  of  corundum  and  emery  I  have  examined  exhibit  certain 
marked  and  prominent  characteristics  common  to  them  all,  and  evince  unmistakeable 
eviaonco  of  geological  identity,  yet  each  locality  has  its  peculiar  characteristics  In 
an  cases,  however,  the  masses  of  corundum  give  evidence  of  having  been  formed  bv  a 
process  of  segregation,  as  described  in  my  memoir  on  the  Asia  Minor  emery 
With  it  and  f  1  p""^^l^:'i^eh  emery  has  but  little  black  tourmaline"^ 'associated 
wicn  It,  and  instead  chlontoid  in  crystals  or  lamellae;  also  its  disapore  is  rare  but 
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when_  found  i8  prismatic,  aifording  tho  finest  perfect  crystals  yet  seen,  from  whidi  M 
pufrenoy  made  liis  last  study  of  the  crystallography  of  this  mineral ;  and  tlie  emery 
IS  associated  wjth  calcareous  rock  overlying  gneiss.  The  Kulah  emery  from  llie  same 
part  of  tho  world  is  equally  in  calcareous  rock,  and  has  very  little  chloritoid  or  chloritic 
mineral  associated  with  it. 

'  The  Naxos  andNicaria  emery  of  tho  Grecian  Archipelago  is  also  in  connection  with 
calcareous  rock,  but  has  no  chloritoid  associated  with  it,  Lut  in  its  place  black  tour- 
maline  is  abundant. 

'  While  in  tho  above  localities  the  rock  bearing  tho  corundum  is  calcareous,  that  in 
Chester,  Mass.,  has  hornblendic  gneiss  immediately  on  one  side  of  tho  vein,  and  is 
accompanied  with  a  large  amount  of  magnetic  oxido  of  iron.  Tourmaline  also 
abounds  in  this  corundum,  and,  like  the  Asiatic  variety,  it  contains  rutile,  ilmonito, 
&c. 

The  mining  of  emery  in  tho  East  is  of  the  simplest  character.  The  natural  decom- 
position  of  the  rock  in  which  it  occurs  facilitates  its  extraction.  The  rock  decomposes 
into  an  earth,  in  which  the  emery  is  found  imbedded.  The  quantity  procured  under  these 
circumstances  is  so  great  that  it  is  rarely  necessary  to  explore  the  rock.  The  earth  in  the 
neighbourhood  of  the  block  is  almost  always  of  a  red  colour,  and  serves  as  an  indication 
to  those  who  are  in  search  of  the  mineral.  Sometimes,  before  beginning  to  excavate, 
the  spots  are  sounded  by  an  iron  rod  with  a  steel  point,  and  when  any  resistance  is 
met  with,  the  rod  is  rubbed  in  contact  with  the  resisting  body,  and  the  effect  pro- 
duced on  the  point  enables  a  practised  eye  to  decide  whether  it  has  been  done  by 
omery  or  not.  The  blocks  which  are  of  a  convenient  size  are  transported  in  their 
natural  state,  but  they  are  frequently  broken  by  large  hammers  ;  when  they  resist  the 
action  of  the  hammer  they  are  subjected  to  the  action  of  fire  for  several  hours,  and  on 
cooling  they  most  commonly  yield  to  blows.  It  sometimes  happens  that  large  masses 
are  abandoned,  from  the  impossibility  of  breaking  them  into  pieces  of  a  convenient 
size,  as  the  transportation,  either  on  camels  or  horses,  requires  that  the  pieces  shall 
not  exceed  100  lbs.  each  in  weight. 

"When  reduced  to  a  powder,  emery  varies  in  colour  from  dark  grey  to  black.  The 
colour  of  its  powder  affords  no  indication  of  its  commercial  value.  The  powder,  ex- 
amined under  the  microscope,  shows  the  distinct  existence  of  two  minerals,  corundum 
and  oxide  of  iron.  Emery,  when  moistened,  always  affords  a  very  strong  argillaceous 
odour.  Its  hardness  is  its  most  important  property  in  its  application  to  the  arts,  and 
was  ascertained  by  Mr.  Smith  in  the  following  manner : — Fragments  were  broken 
from  the  piece  to  be  examined,  and  crushed  in  a  diamond  mortar  with  two  or  three 
blows  of  a  hammer,  then  thrown  into  a  sieve  with  400  holes  to  the  inch.  The  powder 
is  then  weighed,  and  the  hardness  tested  with  a  circular  piece  of  glass,  about  four 
inches  in  diameter,  and  a  small  agate  mortar.  The  glass  is  first  weighed,  and  placed 
on  a  piece  of  glazed  paper ;  the  pulverised  emery  is  then  thrown  upon  it  at  intervals, 
rubbing  it  against  the  glass  with  the  bottom  of  the  agate  mortar.  The  emery  is 
brushed  off  the  glass  from  time  to  time  with  a  feather,  and  when  all  the  emery  has 
been  made  to  pass  once  over  the  glass,  it  is  collected,  and  passed  through  the  same 
operation  three  or  four  times.  The  glass  is  then  weighed,  again  subjected  to  the 
same  operation,  the  emery  by  this  time  being  reduced  to  an  impalpable  powder.  This 
series  of  operations  is  continued  until  the  loss  sustained  by  the  glass  is  exceedingly 
small.  The  total  loss  in  the  glass  is  then  noted,  and  when  all  the  specimens  of  emery 
are  submitted  to  this  operation  under  the  same  circumstances,  an  exact  idea  of  their 
relative  hardness  is  obtained.  The  advantages  of  xisiug  glass  and  agate  are,  that  the 
latter  is  sufficiently  hard  to  crush  the  emery,  and  in  a  certain  space  of  time  to  reduce 
it  to  such  an  impalpable  stiite  that  it  has  no  longer  any  sensible  effect  on  tho  glass ; 
and,  on  the  other  hand,  the  glass  is  soft  enough  to  lose  during  this  time  sufficient  of 
its  substance  to  allow  of  accurate  comparative  results.  By  this  method,  the  best 
cinery  was  found  capable  of  wearing  away  about  half  of  its  weight  of  common  French 
window-glass. 

In  the  ordinary  process,  the  lumps  of  emery  ore  are  broken  up  in  the  same  manner 
as  stone  is  for  repairing  macadamised  roads,  and  into  lumps  of  similar  size.  These 
lumps  are  then  crushed  under  stampers,  such  as  are  used  for  pounding  metallic  ores, 
driven  by  water-  or  by  steam-power.  It  is  supposed  that  the  stampers  leave  the  frag- 
ments more  angular  than  they  would  be  if  they  were  ground  under  runners,  a  mode 
which  is  sometimes  employed.  The  coarse  powder  is  then  sifted  through  sieves  of 
wire-cloth,  which  are  generally  cylindrical,  like  the  bolting  cylinders  of  corn-mills ; 
but  the  sieves  are  covered  with  wire-cloth,  which  vary  from  ninety  to  sixteen  wires 
to  the  inch.  No.  16  sieve  gives  emery  of  about  the  size  of  mustard-seed;  and  coarser 
fragments,  "extending  nearly  to  the  size  of  pepper-corns,  are  also  occasionally  prepared 
for  the  use  of  engineers.  Tho  sieves  have  sometimes  as  many  as  120  wires  in  the 
inch ;  but  the  very  fine  sizes  of  emery  are  most  commonly  sifted  through  lawn  sieves. 
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,m   r    f         that  is  obtoined  from  the  manufacturers  is  that  whicli  floats  in  the 
^'Tl  of  the  sSmpi^^^^^^^^^^^     and  is  deposited  on  the  beams  and  sjelves,  from 
'ff ^roccasional^^^^^  The  manXturers  rarely  or  never  wash  the  emery; 

its  Is  mSuy  "b^^^^^^  glass-workers;  and  such  others  as  require  a  greater  degree 

^'CtwBg  S^^^^^^^^^  -ally  contained  in  the  sieves,  and 

the  names  of  the  kinds  respectively  produced  by  them  :—  . 

Corn  emery  -       -  • 


Coarse  grinding  emery  . 
Grinding  emery 
Fine  grinding  emery 
Superfine  grinding  emery 
Coarse  flour  emery  . 
Flour  emery  . 
Fine  flour  emery 
Superfine  flour  emery 


24: 

36 
46 
53 
60 
70 
80 
90 


Washing  emery  by  hand  is  far  too  tedious  for  those  who  require  very  large  quanti- 
ties of  emery,  such  as  the  manufacturers  of  plate  glass  and  some  others,  who  generally 
adopt  the  following  method :— Twelve  or  more  cylinders  of  sheet  copper,  of  the  common 
hei4t  of  about  two  feet,  and  varying  from  about  three,  five,  eight,  to  thirty  or  forty 
inches  in  diameter,  are  placed  exactly  level,  and  communicating  at  their  iipper  edges, 
each  with  the  next,  by  small  troughs  or  channels  ;  the  largest  vessel  has  also  a  waste- 
pipe  near  the  top.  At  the  commencement  of  the  process,  the  cylinders  are  all  filled 
to  the  brim  with  clean  water ;  the  pulverised  emery  is  then  churned  up  wi  th  abundance 
of  water  in  another  vessel,  and  allowed  to  run  into  the  smallest  or  the  three-inch 
cylinder,  through  a  tube  opposite  the  gutter  leading  to  the  second  cylinder.  The  water 
during  its  short  passage  across  the  three-inch  cylinder,  deposits  m  that  vessel  such  of 
the  coarsest  emery  as  will  not  bear  suspension  for  that  limited  time ;  the  particles 
next  finer  are  deposited  in  the  five-inch  cylinder,  during  the  somewhat  longer  time  the 
mixed  stream  takes  in  passing  the  brim  of  that  vessel ;  and  so  on.  Eventually  the 
water  forms  a  very  languid  eddy  in  the  largest  cylinder,  and  deposits  therein  the  very 
fine  particles  that  have  remained  in  suspension  until  this  period ;  and  the  water, 
lastly,  escapes  by  the  waste-pipe  nearly  or  entirely  free  from  emery.  In  this  simple 
arrangement,  time  is  also  the  measure  of  the  particles  respectively  deposited  in  the 
manufacture  to  which  the  emery  is  applied.  When  the  vessels  are  to  a  certain  degree 
filled  with  emery,  the  process  is  stopped,  the  vessels  are  emptied,  the  emery  is  care- 
fully dried  and  laid  by,  and  the  process  is  recommenced. 

Holtzapffel  informs  us  that  he  has  been  in  the  habit,  for  many  years,  of  employing 
.  emery  of  twelve  degrees  of  fineness,  prepared  by  himself  by  washing  over. 

For  optical  purposes,  Mr.  Ross  mixes  four  pounds  of  the  flour  of  emery  of  commerce, 
with  one  ounce  of  powdered  gum-arabic,  and  then  throws  the  powder  into  two  gallons 
of  clear  water  ;  and  he  collects  the  deposit  at  the  end  of  10"  and  30",  and  2',  10',  20', 
and  60',  and  that  which  is  not  deposited  by  one  hour's  subsidence  is  thrown  away  as 
useless  for  grinding  lenses. 

Emery  paper  is  prepared  by  brushing  the  paper  over  with  thin  glue,  and  dusting 
the  emery-powder  over  it  from  a  sieve.  There  are  about  six  degrees  of  coarseness. 
Sieves  with  thirty  and  ninety  meshes  per  linear  inch  are  in  general  the  coarsest  and 
finest  sizes  employed.  When  used  by  artisans,  the  emery-paper  is  commonly  wrapped 
round  a  file  or  a  slip  of  wood,  and  applied  just  like  a  file,  with  or  without  oil,  accord- 
ing to  circumstances.  The  emery-paper  cuts  more  smoothly  with  oil,  but  leaves  the 
work  duU. 

Emery-cloth  only  differs  from  emery-paper  in  the  use  of  thin  cotton  cloth,  instead 
of  paper,  as  the  material  upon  which  the  emery  is  fixed  by  means  of  glue.  The  emery- 
cloth,  when  folded  around  a  file,  does  not  ply  so  readily  to  it  as  emery-paper,  and  is 
apt  to  unroll.  Hence  smiths,  engineers,  and  others,  prefer  emery-paper  and  emery- 
sticks  ;  but  for  household  and  other  purposes,  wliere  the  hand  alone  is  used,  the 
greater  durability  of  the  cloth  is  advantageous. 

Emeiy-sticks  are  rods  of  board  about  eight  or  twelve  inches  long,  planed  up  square  ; 
or  with  one  side  rounded  like  a  half-round  file.  Nails  are  driven  into  each  end  of  the 
stick  as  temporary  handles  ;  they  are  then  brushed  over,  one  at  a  time,  with  thin 
glue,  and  dabbed  at  all  parts  in  a  heap  of  emery-powder,  and  knocked  on  one  end  to 
shako  off  the  excess.  Two  coats  of  glue  and  emery  are  generally  used.  The  emery- 
sticks  are  much  more  economical  than  emery-paper  wrapped  on  a  file,  which  is  liable 
to  be  torn. 

Emery-cako  consists  of  emery  mixed  with  a  little  bees' -wax,  so  as  to  constitute  a 
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Soultelioionll"'^^^     "^''t  ""'I         ^l^'^^l^-    The  ingredients 

iSnenHv  ,  5  r'?'''^^  '^^""""^  the  mixture  whilst  fluid,  after  which  it 

nto  iZ  LCt  hn'°r'"'"f'  ^^^tl^^^'igWy  kneaded  with  the  h.'nds,  and  rolled 
SLl    whils   t  L  ,1 V^^^^  •  °  T'^'*  '^'"oiy-cake  is  sometimes  applied  to  the 

Td  rub  i,  .l!r^  i-ev-olving;  but  the  more  usual  course  is,  to  stop  the  wheel 
thumb!  enaery-cake  by  hand.    It  is  afterwards  smoothed  down  by  the 

aro^S?S  ^^P'^^'^"V°"f'^'°P,P^P'"'^'^°  ^^''^'^^^  in  which  fine  emery  and  glass 
1  V     P'iper:Pulp,  and  made  into  sheets  as  in  making  ordinary  paper  ■  the 

whSresemte  Z       '°  'T'"".''  -ight^o/tlle  pkj^r 

mm  1  ''^'='^1"^  ^^^^     has  a  delicate  fawn  colour.    The  emery! 

iiGue  oil,  to  bo  used  as  a  razor-strop. 

^n.l^Z-^t^'  J^"""  ^^^^7  Barclay  took  out  a  patent  for  a  method  of  combining  powdered 
emery  into  discs  and  aps  of  different  kinds,  suitable  to  grinding,  cutting,  and  poSS 
follows  "T^'"  """^  substances.    The  process  of  mf kSure  is  af 

£m?T  :7^°f  emery-powder  is  mixed  with  about  half  its  weight  of  pulverised 
btourbridge  loam  and  a  little  water  or  other  liquid,  to  make  a  thitk  past?  S  S 
pressed  into  a  metallic  mould  by  means  of  a  screw-press,  and  after  having  been 
iinf^^'^  1  ' ^^^'^^^^  burned  in  a  muffle  or  close  receiver  at  a  tempfrature 
cons  derably  above  a  red  heat  and  below  the  full  white  heat.  In  this  case,  the  clay 
or  alumina  serves  as  a  bond,  and  unites  the  particles  very  completely  into  a  solid 
tible  weir''^"'^''''^'  ^"^^  gJ^eedily,  and  yet  seems  hardly  to  sufler  percep- 

Superfine  grinding-emery  is  formed  into  wheels  exactly  in  the  same  manner  as  the 
above,  but  thB  proportion  of  loam  is  then  only  one-fourth  instead  of  one-half  that  of 
the  emery.  Those  emery-stones,  which  are  of  medium  fineness,  cut  less  quickly  but 
more  smoothly  than  the  above.  i       j.  "^i" 

Flour-emery,  when  manufactured  into  artificial  polishing  stones,  requires  no  unitine 
substance  the  moistened  powder  is  forced  into  the  metal  mould  and  fired:  some  po^ 
tions  of  the  alumina  being  sufladent  to  unite  the  whole.  These  fine  wheels  render  the 
works  submitted  to  them  exceedingly  smooth,  but  they  do  not  produce  a  high  polish 
on  account  of  the  comparative  coarseness  of  the  flour-emery. 

A  similar  method  has  been  adopted  by  Mr.  F.  Eansome— at  the  suggestion,  we 
believe,  of  Mr.  Bessemer— for  the  production  of  emery  wheels,  by  a  process  similar  to 
that  employed  for  the  production  of  artificial  stone  by  the  use  of  silicate  of  potash  as 
a  cementing  material  for  the  finely-divided  emery. 

Under  the  name  of  'metaUine,'  Messrs.  Bond,  Eussell,  and  Fisher,  of  Newport 
Monmouthshire,  patented  a  preparation  of  blast-furnace  slag,  which  they  proposed  to 
introduce  as  a  substitute  for  emery.    See  Coeundum. 

EIKEERYXiITZ:.  a  micaceous  mineral  associated  with  the  emery  of  Asia  Minor 
It  is  identical  with  margarite. 

EIHCETIM-z:.    An  organic  bark  obtained  from  the  ipecacuanha  root. 

EMPATAGE.    A  French  term  for  the  combination  of  an  alkali  with  the  fatty 
acids. 

EmCPX.ECTXTE.    An  ore  of  bismuth,  called  also  Tannenite.    See  Bismuth. 

EMPVREAi;  AIR.  The  name  given  to  oxygen  gas  shortly  after  its  first  dis- 
covery. Scheele,  in  his  'Experiments  on  Air  and  Fire,'  says :—' Since  this  air 
(oxygen)  is  absolutely  necessary  for  the  generation  of  fire,  and  makes  about  one-third 
of  our  common  air,  I  shall  henceforth  for  shortness  call  it  einpyreal  air  (literally  Jire- 
air).  The  air  which  is  unserviceable  for  tlie  fiery  phenomenon,  and  which  makes 
about  two-thirds  of  common  air,  I  shall  for  the  future  call /om^  air  {]itQxa]ly  corrupted 
air).' — Chemical  Observations  and  Experiments  on  Air  and  Fire.  By  Charles  WiUiam 
Scheele.    Translated  by  J.  E.  Forster,  LL.D.,  F.E.S.  1780. 

EMPVREVMA.  The  smell  produced  by  fii-e  applied  to  organic  matters,  chiefly 
vegetable,  in  close  vessels.  Thus,  empyroumatic  vinegar  is  obtained  by  distilling 
wood  at  a  red  heat,  and  empyreumatic  oil  from  many  animal  substances  in  the 
same  way. 

EIMCtrxsiM'.    The  vegetable  albumen  of  the  almond.    See  Watts's  '  Dictionary  of 

Chemistry.' 

EXTAIVXEXS  {Emaux,  Fr. ;  Schmelzglas,  G-er.)  are  varieties  of  glass,  generally 
opaque  or  coloured,  always  formed  by  the  combination  of  different  metallic  oxides, 
to  which  certain  fixed  fusible  salts  are  added,  such  as  the  borates,  fluates,  and  phos- 
phates. 

^  The  ancients  carried  the  art  of  enamelling  to  a  very  high  perfection,  and  we  occa- 
sionally find  beautiful  specimens  of  thoir  work.    Then,  as  at  present,  each  artist  made 
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a  mystery  of  the  means  that  succeeded  best  with  him,  and  thus  a  multitude  of  curious 

'''%?::Z^ZiT^SZt^^^^^  in  several  distinct  ways  giving  rise 

vlv  diSenTkinds  of  enamel-work,  which  it  is  desirable  to  distinguish.  In  the 
to  very  d^erent  Ma^^  enamelling,  the  plan  was  to  braze  on  to  a  plain  surface  of 
^^\TJ^LTZZnZ^^^  were  intLded  to  hold  the  coloured  paste  which  was^ 
Sto  V  trifled  in  the  enamel  furnace.  The  vases  from  China  probably  some  500  or 
fiOO  veafs  old  are  enamelled  by  the  true  cloisonne  process.  After  the  sacking  of  the 
sZmer  Palie  at  Peking,  large  numbers  of  Cliinese  cloisonn6  enamels  were  brought 
to  Sope  and  Se  Engl  h  market  thus  becoming  glutted,  they  sold  at  prices  very 
mudTlow  Aan  what  fhey  would  have  realised  in  the  East.  The  cloisonn6  method 
Ts  also  much  used  in  Me5i.val  Greek  and  Byzantine  art  and  fi-^-^f  ^^^^^ 
be  seen  in  the  celebrated  Pala  d' Oro,  or  Altar-front  of  the  Church  ot  St.  Mark  at 
Venice,  in  the  crown  of  Charlemagne  at  Vienna,  and  m  the  shrme  of  tiie  Magi  at 
Cologne.  Theophilus,  who  described  the  cloisonn^  process  m  the  twelfth  century, 
applied  the  term  eZeci!nm  to  these  enamels.  77-  ^  ,r, 

A  similar  yet  distinct  method  is  that  known  as  champ  leve  cnamelhnff.  Here,  in- 
stead of  fiUets  of  metal  being  soldered  on  to  the  metal  ground  the  field  ov  ground 
itself  is  incised  or  hollowed  out  so  as  to  leave  the  outline  of  the  design  in  s  ender 
elevated  bands  of  metal ;  the  parts  which  are  sunk,  or  m  mtaglio,  are  then_  filled  m 
with  enamel  powder,  which  is  vitrified  in  the  furnace,  and  the  surface  is  finally 
smoothed  down  by  grinding  and  polishing.  The  difference,  therefore,  between  the 
two  processes  is  this:  in  the  champ  lev6 enamels  the  metallic  fillets,  ov  cloiso7is  form- 
ing the  partitions  between  one  colour  and  another,  are  part  of  the  metaUic  plate  itselt, 
whilst  in  the  cloisonne  enamels  they  are  separate  bands  of  metal  soldered  on  to  tlie 
metallic  plate.  Champ  leve  enamels  are  generally  executed  m  copper;  the  cloisonne 
often  on  gold.  The  art  of  champ  lev6  enameUing  was  extensively  practised  at  Limoges, 
in  France,  from  the  eleventh  to  the  fourteenth  century,  especially  for  the  decoration 
of  ecclesiastical  objects.'  i  •  i  4.1 

Beautiful  enamels  of  modern  French  workmanship  are  now  produced,  in  which  tlie 
enamel  colours  are  surrounded  by  filigree  work  obtained  by  the  electrotype  process, 
and  many  pleasing  designs  result  from  the  facilities  thus  afforded  of  producing  this 
beautiful  mixture  of  metal  and  enamel— the  '  emaiix  cloisonnes  a  champ  leve.' 

After  the  champ  lev6  enamelling  had  long  flourished  at  Limoges,  a  different  and 
simpler  method  became  popular.  This  was  a  method  in  which  the  subject  was  exe- 
cuted in  slight  relief,  by  a  process  of  engraving  or  chasing,  and  the  surface  was  then 
encrusted  with  translucid  enamels  of  brilliant  colours,  through  which  the  design  on 
the  subjacent  metal  was  visible.  The  technicalities  of  this  process  were  carefully 
described  by  Benvenuto  CeUini  in  his  '  Trattato  dell'  Oreficeria.' 

Finally,  the  school  of  Limoges  introduced  the  method  of  painting  on  an  enamelled 
surface.  The  plate  of  metal,  usually  copper,  is  coated  with  an  opaque  white  enamel 
ground,  which  is  fired,  and  on  this  ground  the  design  is  then  painted  in  enamel 
colours.  All  the  later  Limoges  enamels  are  of  this  character.  The  old  English 
enamels  made  at  Battersea  and  at  Bilston  in  Staffordshire  were  also  produced  by 
this  process ;  snuff-boxes,  patch-boxes,  tea-caddies,  candlesticks,  &c.,  were  made  of 
enamelled  copper,  in  the  last  century,  and  are  now  much  prized.  Modern  enamel 
paintings  are  also  examples  of  superficial  enamelling,  but  are  less  popular  now  than 
they  were  some  fev  years  ago  ;  the  family  of  Bones  for  three  generations  were  cele- 
brated as  enamel-painters,  and  Mr.  Essex  has  also  obtained  reputation  in  this  art. 
The  kind  of  enamel  used  as  a  ground  by  the  artist  is  known  as  '  Venetian  white  hard 
enamel,'  and  is  composed  of  silica,  borax,  and  binoxide  of  tin. 

The  Venetians  are  still  in  possession  of  the  best  enamel  processes,  and  they  sup- 
ply the  French  and  other  nations  with  the  best  kinds  of  enamel,  of  every  coloured 
shade. 

Enamels  are  either  transparent  or  opaque;  in  the  former  aU  the  elements  have 
experienced  an  equal  degree  of  liquefaction  and  are  thus  run  into  crystal  glass, 
whilst  iu  the  latter,  some  of  their  elements  have  resisted  the  action  of  heat,  so  that 
their  particles  prevent  the  transmission  of  light.  This  effect  of  opacity  is  produced 
particularly  by  the  oxide  of  tin. 

The  simplest  enamel,  and  the  one  which  serves  as  a  basis  to  most  of  the  others,  is 
obtained  by  calcining,  first  of  all,  a  mixture  of  lead  and  tin,  in  proportions  varying 
from  15  to  50  parts  of  tin  for  100  of  lead.  The  middle  term  appears  to  be  the  most 
suitable  for  the  greater  number  of  enamels  ;  and  this  alloy  has  such  an  affinity  for 


'  For  the  history  of  Enamelling,  tho  reader  may  refer  to  Jules  Labarte's  'Rcoherchcs  snr  la 
rcintarc  cn  Email  dans  1' Antiquity  ct  an  Moyeu  Age.'   Paris,  180G. 
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S!™t';t\;oSvl°f  ^r"''^  ^'^'^  f^""''"'  i°  ^  fl-t  <^«t-iron  pot,  and  at  a 
oxide  rZwn  off  tn  ti  ^^"""^''^'^  ^1^"  '^"^^  «f  tin  is  not  too  gr;at.  Tho 

piecoVof  thraflov  r  '  'n""  ''''^^'^  '^'^^"'■'^'"g  '-^^  it  is  generated,  now 

obtoined     Crn^,  ^  time  to  time,  till  enough  of  the  powdc-r  bo 

anftSthe   iiSZ  "°  "^^allic  particle's  be  left  in^the  oxide! 

VolZ  InrcS^Zti   t    ^"  ^^""^^^  '^"^^^'^"t;  for  a  strong  fire  frits  the 

in  a  m^C  Ji  1  r  ■  f  ^^^^^^"''"t  comminution.  Tho  powder  when  cold  is  ground 
purity  °t  is  calW  '.T  ""f  water.  and  elutriated.  In  this  state  of  fineness  and 
C  mk  er  or  i? '^"'^  ]^  '^'''''^  ^^^h  siUceous  sand  and  some  alka- 
and  Zf  caLe  SLZ  ^  f°'\,^'f\^^^y  proportions  are.  4  of  sand,  1  of  sea-salt, 
parts  of  catinTrnS  ^  ^^""^      ^'^^  ^'^tained  a  very  fine  product  from  100 

L  20rv;r  f  ^  ''■•'^T^'^l'^^^^  P^^^t«  of  lead  and  tin.  100%arts  of  ground 
mt  i^to  a  cri-  1^^^  pure  sub-carbonate  of  potash.  In  either  casef  the  mixture  is 
SaLf]      J  T  V'  °"     stratum  of  sand,  quicklime  spontaneously 

a  seml'viTriZ?'^       ^^"'''^  °^  l'^^^^^^^^"  ''il^-   ^his  ma^s  undergoes 

wl  S  I  r"  s^t      TT^  ^  f  "'P^^'"  ^^'^^"'^  It  is  this  kind  of  "frit 

Se  ineredie  It  ;    1     ^^"""'^  "''''^  '^^""'^  =  ^^^^^^g  the  proportions  of 

of  ^wf,;   it   °r  "P^^'^^'     ^'"ter  enamels  are  obtained.    The  first 

of  the  tin?""  quantity  of  sand  or  flux,  and  the  other  two  on  that 

Dot^sh  'ovtv  «  7Pl°yf  as  a  flux  may  be  replaced  either  by  salt  of  tartar,  by  pure 

^  A     .7      ^, '  ^""^  ^^"^^'."^  ''''^■'^  gi^e«  P^culia^  qualities  to  the  enaniel. 

Most  authors  who  hare  written  on  the  preparation  of  enamels,  insist  a  great  deal 
o^Jir^Jy  If  f]octms  carefully  the  particular  sand  that  should  enter  into  the 
composition  of  the  frit,  and  they  even  afcrn  that  the  purest  is  not  the  most  suit- 
able. Clouet  states  in  the  34th  Tolume  of  the  '  Annales  de  Chimie,'  that  the  sand 
ought  to  contain  at  least  1  part  of  talc  for  3  of  siliceous  matter,  otherwise  the  enamel 
obtained  is  never  very  glassy,  and  that  some  wrinkled  spotS  from  imperfect  fusion 
are  seen  on  its  surface;  and  yet  we  find  it  prescribed  in  some  old  treatises,  to  make 
use  of  ground  flints,  fritted  by  means  of  salt  of  tartar  or  some  other  flux.  It  would 
thence  appear  that  the  presence  of  talc  is  of  no  use  towards  the  fusibiHty  of  the 
suica,  and  that  its  absence  may  be  supplied  by  increasing  the  dose  of  the  flux.  In  aU 
cases,  however,  we  ought  to  beware  of  metallic  oxides  in  the  sand,  particularly  those 
of  the  Mt  '^^^'^^^  "'"'^t  frequently  occur,  and  always  injure  the  whiteness 

The  frits  for  enamels  that  are  to  be  applied  to  metallic  surfaces  require  greater  fusi- 
bi  ity,  and  should  therefore  contain  more  flux  ;  and  the  sand  used  for  these  should  be 
calcined  beforehand  with  one-fourth  its  weight  of  sea-salt;  sometimes,  indeed,  metallic 
mixes  are  added,  as  minium  or  Htharge.  For  some  metalUc  colours,  the  oxides  of  lead 
are  very  injurious,  and  in  this  case  recourse  must  be  had  to  other  fluxes.  Clouet  states 
tnat  Jie  has  derived  advantage  from  the  following  mixtures,  as  bases  for  purples,  blues, 
and  soma  other  delicate  colours : —  r   r    >  j 

Three  parts  of  siliceous  sand,  one  of  chalk,  and  three  of  calcined  borax ;  or,  three  of 
glass  (ot  broken  crystal  goblets),  one  of  calcined  borax,  one-fourth  of  a  part  of  nitre, 
and  one  part  of  well-washed  diaphoretic  antimony.  These  compositions  afford  a  very 
white  enaniel,  which  accords  perfectly  well  with  blue. 

It  is  obvious  that  the  composition  of  this  primary  matter  may  be  greatly  varied : 
but  we  should  never  lose  sight  of  the  essential  quality  of  a  good  enamel;  which  is. 
to  acquire,  at  a  moderate  heat,  sufficient  fluidity  to  take  a  shining  surface,  without 
running  too  thin.  It  is  not  complete  fusion  which  is  wanted,  but  a  pasty  state,  of 
such  a  degree  as  may  give  it,  after  cooling,  the  aspect  of  having  suffered  complete 
liquefaction. 

Dead-white  Enamel.— This  requires  greater  nicety  in  the  choice  of  its  materials 
than  any  other  enamel,  as  it  must  be  free  from  every  species  of  tint,  and  be  perfectly 
white;  hence  the  frit  employed  in  this  case  should  be  itself  composed  of  perfectly 
pure  ingredients.  But  a  frit  should  not  be  rejected  hastily  because  it  may  bo  some- 
what discoloured,  since  this  may  depend  on  two  causes;  either  on  some  metallic 
oxides,  or  on  fuliginous  particles  proceeding  from  vegetable  or  animal  substances. 
Now  the  latter  impurities  may  be  easily  removed  by  means  of  a  small  quantity  of 
peroxide  of  manganese,  which  has  the  property  of  readily  parting  with  a  portion  of 
its  oxygen,  and  of  thus  facilitating  the  combustion,  that  is  to  su}-,  the  oxidation  of 
the  colouring  carbonaceous  matter.  Manganese,  indeed,  possesses  a  colouring  power 
itself  on  glass,  but  only  in  its  highest  state  of  oxidisement,  and  when  reduced  to  tho 
lower  state,  as  is  done  by  combustible  matters,  it  no  longer  communicates  colour  to  the 
enamel  combinations.  Hence  the  proportion  of  manganese  should  never  bo  in  excess  ; 
for  the  surplus  would  cause  colour.  Sometimes,  indeed,  it  becomes  necessary  to  give 
a  little  manganese-colour  (i.e.  a  pink  tint)  in  order  to  obtain  a  more  agreeable  sliado  of 
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white  ;  as  a  little  aztire  blue  is  added  to  linens,  to  brighten  or  counteract  the  dulness 
of  tlicir  yellow  tint  conveniently  prepared  also  with  a  calcine  composed  of 

two^Sfof'ranVSof  lead  calcined^ogo^^^  of  .this  combined  ox  de,  one  part 
two  parts      t  "  ^n'x  o  ^        ^.^^^^  manganese,  all  previously 

"  r/d  ttTttr  Vhe?the  fusion  I  complete,  thJ  vitreous  matter  is  to  be  poured 
^  r  ?  Tf^iter  and  the  frit  is  then  dried,  and  melted  anew.  The  pouring  into 
ter  and  f"  n'^e  soltimes  repeated  four  times,  in  order  to  secure  a  very  uniform 
rombinat  on  The  crucible  must  be  carefully  screened  froni.  smoke  and  flame  The 
sn^dlest  portions  of  oxide  of  iron  or  copper  admitted  into  this  enamel  will  destroy  its 

''tome  practitioners  recommend  the  use  of  wa.hed  diaphoretic  antimony  (antimo^^^^^ 
nf  TDotash  from  metallic  antimony,  and  nitre  deflagrated  together)  for  white  enamel , 
futSp^oductrnnot  be  added'to  any  preparation  of  lead  or  other  metallic  oxide?; 
for  it  woSld  tend  rather  to  tarnish  the  colour  than  to  clear  it  up ;  and  it  can  be  used 
tWore  only  with  ordinary  glass,  or  with  saline  fluxes.  For  three  parts  of  wlute 
-lass  (without  lead)  one  part  of  washed  diaphoretic  antimony  is  to  be  taken ;  the  sub- 
stances are  well  ground  together,  and  fused  in  the  common  way. 

Blue  Enamel— This  flne  colour  is  almost  always  obtained  from,  the  oxide  of  cobalt 
or  some  of  its  combinations,  and  it  produces  it  with  such  intensity  that  only  a  very 
little  can  be  used,  lest  the  shade  should  pass  into  black.  The  cobalt  blue  is  so  rich 
and  lively  that  it  predominates  in  some  measure  over  every  other  colour,  and  naasks 
many  so  that  they  can  hardly  be  perceived ;  it  is  also  most  easily  obtained,  lo  bring 
it  out,  however,  in  all  its  beauty,  the  other  colours  must  be  removed  as  much  as  pos- 
sible, and  the  cobalt  itself  shoidd  be  tolerably  piu-e.  This  metal  is  associated  in  the 
best  known  ores  with  a  considerable  number  of  foreign  substances,  as  iron,  arsenic, 
copper,  nickel,  and  sulphur,  and  it  is  diflBcult  to  separate  them  completely  ;  but  for 
enamel  blues,  the  oxide  of  cobalt  does  not  require  to  be  perfectly  free  from  all  foreign 
metals;  the  iron,  nickel,  and  copper  being  most  prejudicial,  should  be  carefully 
eliminated.  This  object  may  be  most  easily  attained  by  dissolving  the  ore  m  mtnc 
acid,  evaporating  this  solution  to  a  syrupy  consistence,  to  expel  the  excess  of  acid,  and 
separate  a  portion  of  arsenic.  It  is  now  diluted  with  water,  and  solution  of  carbonate 
of  soda  is  dropped  slowly  into  it  with  brisk  agitation,  till  the  precipitate,  which  is  at 
first  of  a  whitish  grey,  begins  to  turn  of  a  rose-red.  Wlienever  this  colour  appears, 
the  whole  must  be  tlirown  on  a  filter,  and  the  liquid  which  passes  through  must  be 
treated  with  more  of  the  carbonate  of  soda,  in  order  to  obtain  the  arsenate  of  cobalt, 
which  is  nearly  pure.  Since  arsenic  acid  and  its  derivatives  are  not  capable  of  com- 
municating colour  themselves,  and  as  they  moreover  are  volatile,  they  cannot  impair 
the  beauty  of  the  blue,  and  hence  this  preparation  affords  it  in  great  perfection. 

Metallic  fluxes  are  not  the  most  suitable  for  this  colour ;  because  they  always  com- 
municate a  tint  of  greater  or  less  force,  which  never  fails  to  injure  the  purity  of  the 
blue.  Nitre  is  a  useful  addition,  as  it  keeps  the  oxide  at  the  maximum  of  oxidation, 
in  which  state  it  produces  the  richest  colour. 

Yellow  Enamel. — There  are  many  processes  for  making  this  colour  in  enamel ;  but 
it  is  somewhat  difiicult  to  fix,  and  it  is  rarely  obtained  of  an  uniform  and  fine  tint.  It 
may,  be  produced  directly  with  some  preparations  of  silver,  as  the  phosphate  or  sul- 
phate ;  but  this  method  does  not  always  succeed,  for  too  strong  a  heat  or  powerful 
fluxes  readily  destroy  it,  and  nitre  is  particularly  prejudicial.  This  uncertainty  of 
success  with  the  salts  of  silver  causes  them  to  be  seldom  employed ;  and  oxides  of 
lead  and  antimony  are  therefore  preferred,  which  afford  a  flne  yellow  when  combined 
Avith  some  oxides  that  are  refractory  enough  to  prevent  their  complete  vitriflcation. 
One  part  of  white  oxide  of  antimony  may  be  taken  with  from  one  to  three  parts  of 
white  lead,  one  of  alum,  and  one  of  sal-ammoniac.  Each  of  these  substances  is  to  bo 
pulverised,  and  then  all  are  to  be  exactly  mixed,  and  exposed  to  a  lieat  adequate  to 
decompose  the  sal-ammoniac.  This  operation  is  judged  to  be  flnishod  when  the  yellow 
colour  is  well  brought  out.  There  is  produced  here  a  combination  quite  analogous  to 
that  known  under  the  name  of  Naples  yellow. 

Other  shades  of  yellow  may  be  procured  either  with  the  oxide  of  lead  alone,  or  by 
adding  to  it  a  little  red  oxide  of  iron;  the  tints  varying  with  the  proportion  of  tho 
latter. 

Clouet  says,  in  his  '  Memoir  on  Enamels,'  that  a  flne  yellow  is  obtained  with  pure 
oxide  of  silver,  and  that  it  is  merely  necessary  to  spread  a  thin  coat  of  it  on  the  spot 
to  be  coloured.  Tho  piece  is  then  exposed  to  a  moderate  heat,  and  withdrawn  as  soon 
as  this  has  reached  the  proper  point.  Tho  thin  film  of  metallic  silver  revived  on  the 
surface  being  removed,  the  place  under  it  will  be  found  tinged  of  a  fine  yellow,  of 
hnrdly  any  thickness.  As  the  pellicle  of  silver  has  to  be  removed  which  covers  tho 
col  )ur,  it  is  requisite  to  avoid  fixing  this  film  with  fluxes  :  and  it  ought  therefore  to 
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alk-SrflL''^^°'fi'^°  y''"^^^  require  in  general  but  little 

allwlme  flux,  as  they  answer  bettor  with  one  of  a  metalhc  nature. 

trrcCTj  Ji^nameL— It  is  known  that  a  green  colour  may  bo  produced  by  a  mixture  of 
jouow  and  blue  ;  but  recourse  is  seldom  had  to  this  practice  for  enamels,  as  tliey  can 
be  obtained  almost  always  directly  witli  the  oxide  of  copper;  or,  still  better,  with  the 
oxK  6  ot  chrome,  which  has  the  advantage  of  resisting  a  strong  heat. 

Ihere  are  two  oxides  of  copper,  the  suboxide  of  an  orange  colour,  which  com- 
municates Its  colour  to  enamels,  but  it  is  difficult  to  fix ;  the  protoxide  is  blue  in  the 
state  ot  liydrato,  but  blackish-brown  when  dry,  and  it  colours  green  all  the  vitreous 
combinations  into  which  it  enters.  This  oxide  requires,  at  most  one  or  two  proportions 
01  mix,  either  saline  or  metallic,  to  enter  into  complete  fusion  ;  but  a  much  smaller 
Uose  is  commonly  taken,  and  a  little  oxide  of  iron  is  introduced.  To  4  pounds  of  frit 
lor  instance,  2  ounces  of  oxide  of  copper  and  48  grains  of  red  oxide  of  iron  are  used ' 
and  the  ordinary  measures  are  pursued  for  making  very  homogeneous  enamel. 

The  green  produced  by  oxide  of  chrome  is  much  more  solid  ;  it  is  not  affi;cted  by  a 
powerful  fire,  but  it  is  not  always  of  a  fine  shade.  It  generally  inclines  too  much  to 
tJie  dead-leaf  yellow,  which  depends  on  the  degree  of  oxygenation  of  the  chrome. 

Red  Enamel.— Wo  have  just  stated,  that  suboxide  of  copper  afforded  a  fine  colour 
when  It  could  be  fixed,  a  result  difficult  to  obtain  on  account  of  the  fugitive  nature  of 
this  oxide ;  slight  variations  of  temperature  enabling  it  to  absorb  more  oxygen.  The 
proper  point  of  fusion  must  be  seized  for  taking  it  from  the  fire  whenever  the  desired 
colour  IS  brought  out.  Indeed,  when  a  high  temperature  has  produced  peroxidation, 
this  may  be  corrected  by  adding  some  combustible  matter,  as  charcoal,  tallow,  tartar, 
&c.  The  copper  then  returns  to  its  lower  stage  of  oxidation,  and  the  red  colour  which 
had  vanished,  reappears.  It  is  possible,  in  this  way,  and  by  pushing  the  heat  a  little, 
to  accomplish  the  complete  reduction  of  a  part  of  the  oxide ;  and  the  particles  of 
metallic  copper  thereby  disseminated  in  a  reddish  ground,  give  this  enamel  the  aspect 
of  the  stone  called  aventurine.  The  surest  and  easiest  method  of  procuring  suboxide 
of  copper  is  to  boil  a  solution  of  equal  parts  of  sugar,  and  sulphate  or  rather  acetate 
of  copper,  in  four  parts  of  water.  The  sugar  takes  possession  of  a  portion  of  the 
oxygen  of  the  cupric  oxide,  and  reduces  it  to  cuprous  oxide  ;  when  it  may  be  precipitated 
in  the  form  of  &  granular  powder  of  a  brilliant  red  colour.  After  about  two  hours' 
moderate  ebullition,  the  liquid  is  set  aside  to  settle,  decanted  off  the  precipitate,  which 
is  washed  and  dried. 

The  suboxide  properly  employed  by  itself,  furnishes  a  red  which  vies  with  the 
finest  carmine,  and  by  its  means  every  tint  may  be  obtained  from  red  to  orange,  by 
adding  a  greater  or  smaller  quantity  of  peroxide  of  iron. 

The  preparations  of  gold,  and  particularly  the  oxide  and  purple  of  Cassius,  are  like- 
wise employed  -with  advantage  to  colour  enamel  red,  and  this  composition  resists  a 
powerful  fii-e  tolerably  well.  Por  some  time  back,  solutions  of  gold,  silver,  and  plati- 
num have  been  used  -with  success  instead  of  their  oxides  ;  and  in  this  way,  a  more 
intimate  mixture  may  be  procured,  and,  consequently,  more  homogeneous  tints. 

Black  jEraa^we^.— Black  enamels  are  made  with  peroxide  of  manganese  or  protoxide 
of  iron ;  to  which  more  depth  of  colour  is  given  with  a  little  cobalt.  Clay  alone, 
melted  with  about  a  third  of  its  weight  of  protoxide  of  iron,  gives,  according  to  Cloiiet, 
a  fine  black  enamel. 

_  Violet  Enai7iel.—-Th.e  peroxide  of  manganese  in  smaU  quantity  by  itself  furnishes, 
with  saline  or  alkaline  fluxes,  an  enamel  of  a  very  fine  Aaolet  hue  ;  and  variations  of 
shade  are  easily  had,  by  modifying  the  proportions  of  the  elements  of  the  coloured 
frit.  The  great  point  is  to  maintain  the  manganese  in  a  state  of  peroxidation,  and, 
consequently,  to  beware  of  placing  the  enamel  in  contact  with  any  substance  attractive 
of  oxygen. 

Such  are  the  principal  coloured  enamels  hitlierto  obtained  by  means  of  metallic 
oxides  ;  but  it  is  to  be  wished  that  new  trials  be  made  with  such  oxides  as  have  not 
yet  been  employed.  From  such  researches  some  interesting  results  would  unquestion- 
ably be  derived. 

Of  fainting  on  Enamel. — Enamelling  is  only  done  on  gold  and  copper ;  for  silver 
swells  up,  and  causes  blisters  and  holes  in  the  coat  of  enamel.  All  enamel  paintings 
are,  in  fact,  done  on  either  copper  or  gold. 

If  on  gold,  the  goldsmith  prepares  the  plate  that  is  to  be  painted  upon.  The  gold 
should  be  22  carats  fine  :  if  purer,  it  would  not  be  sufficiently  stiff ;  if  coarser,  it  would 
be  subject  to  melt ;  and  its  alloy  should  be  half  white  and  half  red,  that  is,  half  silver 
and  half  copper ;  whereby  the  enamel  with  which  it  is  covered  -will  be  less  disposed 
to  turn  green,  than  if  the  alloy  wore  entirely  copper. 

The  workman  must  reserve  for  the  edge  of  the  plate  a  small  fillet,  which  lie  calls  the 
harder.  This  ledge  serves  to  retain  the  enamel,  and  hinders  it  from  falling  off  when 
applied  and  pressed  on  with  a  spatula.    Wlien  the  plate  is  not  to  be  counter-enamelled. 
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it  should  bo  charged  with  loss  enamel,  as,  when  exposed  to  heat,  the  enamel  draws  up 
the  "-old  to  itself,  and  makes  the  pioce  convex.  When  the  enamel  is  not  to  cover  the 
wliolo  plate,  it  becomes  necessary  to  prepare  a  lodgment  for  it.  With  _  this  view,  all 
the  outlines'  of  the  figure  arc  traced  on  tho  plate  with  a  black-load  pencil,  after  which 
recourse  is  had  to  the  graver.  _  ^  „ 

Tho  Avholo  space  enclosed  by  the  outlines  must  be  hollowed  out  m  bas-relief,  of  a 
depth  equal  to  the  height  of  the  fillet,  had  tho  plate  been  entirely  enamelled.  This 
sinking  of  tho  surface  must  bo  done  with  a  flat  graver  as  equally  as  possible;  for  if 
there  bo  an  eminence,  the  onamel  woiild  be  weaker  at  that  point,  and  tho  green  would 
appear.  Some  artists  hatch  the  bottom  of  the  hollow  with  close  lines,  which  cross 
each  other  in  all  directions ;  and  others  make  lines  or  scratches  with  the  edges  of  a 
file  broken  oif  square.  The  hatchings  or  scratches  lay  hold  of  the  enamel  which  might 
other-wise  separate  from  the  plate.  After  this  operation,  the  plate  is  cleansed  by 
boiUng  it  in  an  aUcalino  lye,  and  it  is  washed  first  with  a  little  weak  vinegar,  and 
tlien  with  clear  water. 

The  plate  thus  prepared  is  to  be  covered  with  a  coat  of  white  enamel,  which  is  done 
by  bruising  a  piece  of  enamel  in  an  agate  or  porcelain  mortar  to  a  coarse  powder,  like 
sand,  washing  it  well  with  water,  and  applying  it  in  the  hollow  part  in  its  moist  state. 
The  plate  may  meanwhile  be  held  in  an  ordinary  forceps.  The  enamel  powder  is 
spread  with  a  spatula.  For  condensing  the  enamel  powder,  the  edges  of  the  plate  are 
Bti'uek  upon  with  a  spatula. 

Whenever  the  piece  is  dry,  it  is  placed  on  a  slip  of  sheet  iron  perforated  with 
several  small  holes  (see  fig,  825),  which  is  laid  on  hot  cinders,  and  left  there 
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uutil  it  ceases  to  steam.  It  must  be  kept  hot  till  it  goes  to  the  fire;  for  were  it 
allowed  to  cool,  it  would  become  necessary  to  heat  it  again  very  gradually  at  tho 
^uth  of  the  furnace  of  fusion,  to  prevent  the  enamel  from  decrepitating  and  flying 

Before  describing  the  manner  of  exposing  the  piece  to  the  fire,  we  must  explain 
the  construction  of  tho  furnace.  It  is  square,  and  is  shown  in  front  elevation  in  fig. 
826.  It  consists  of  two  pieces,  the  lower  part  a,  or  tho  body  of  tho  furnace,  and  tho 
upper  part  b,  or  tho  capital,  which  is  laid  on  ,tho  lower  part,  as  is  shown  in  fiig.  827, 
whore  these  two  parts  are  separately  represented.  The  furnace  is  made  of  good  fire- 
clay, moderately  baked,  and  resembles  very  closely  the  assay  or  cupellation  furnace. 
J.ts  insido  dimensions  are  9  inches  in  width,  13  inches  in  height  in  the  body,  and  9  iu 
tno  capital.    Its  general  thickness  is  2  inches. 

The  capital  has  an  aperture  or  door,  c,  fig.  826,  which  is  closed  by  a  firo-brick 
stopper  w,  when  tho  fire  js  to  bo  made  active.    By  this  door  fuel  is  supplied. 
iVnr      1?  If  °^  *°  furnace  has  likewise  a  door  d,  which  reaches  down  to  tho  pro- 
jecting shelf  E,  called  the  bib  {mcntonnibre),  whoso  prominence  is  seen  at  e,  fig  826 
Parfln  ''^^^^^^  two  brackets,  f,  f  ;  tho  whole  being  of 

cartlicnwarc.  Tho  height  of  tho  door  d,  is  abridged  by  a  peculiar  fire-brick  g  which 
not  only  covers  the  whole  projection  of  tho  sholf  v.,  but  enters  within  tho  oponins  of 
s  ?froV;i  V"^  ^^"^^'l*^^''  ■'^"^  advancing  into  the  same  plane  with  the  inner 
pro  entw    f°     T''?*!  '^  ^'^^^  th°  l^^'-^^h;  its  piirposo  will  appear 

in  its  front  replaced  at  pleasure,  by  laying  hold  of  the  handle 

Vol,.  II.'  rj. 
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Below  tho  sliolf  e,  a  square  liolo,  h,  is  seen,  vrhkh  serves  for  admitting  air,  and  for 
extracting  tlio  ashes.    Similar  holes  are  left  upon  each  side  of  tho  surface. 

Uu  a  lovol  with  tho  sholf,  in  tho  interior  of  tho  furnace,  a  thin  fare-tile  i  rests,  per- 
toratocl  with  numerous  small  holes.  This  is  tho  grate  represented  in  a  ground  view 
QOQ  1         ,  i'0Pi"'^«'^nt,  under  different  aspects,  the  muffle:  Fin. 

«28  .sliows  the  elevation  of  its  further  end ;  Jiff.  829  its  sides ;  and  fig.  830  its  front 
part.  At  J,  f(/.  827,  tho  mufflo  is  seen  in  its  place  in  tho  furnace,  resting  on  two  bars 
ot  iron,  or,  still  better,  on  ledges  of  fire-clay,  supported  on  brackets  attached  to  tho 
lateral  sulos  of  tho  furnace.  Tho  muffle  is  made  of  earthenware,  and  as  thin  as 
possible.  The  fuel  consists  of  dry  beech  wood,  or  oaken  branches,  about  an  inch  in 
diameter,  cut  to  tho  length  of  nine  inches,  in  order  to  be  laid  in  horizontal  strata 
within  the  furnace,  one  row  only  being  placed  above  the  muffle.  When  tho  mufflo 
has  attained  to  a  white  rod  heat,  tho  sheet-iron  tray,  bearing  its  enamel  plate,  is  to  h-. 
introduced  with  a  pair  of  pincers  into  the  front  of  the  mufflo,  and  gradually  advanced 
towards  its  further  end.  The  mouth  of  tho  muffle  is  to  bo  then  closed  with  two 
pieces  of  chai-coal  only,  between  which  the  artist  may  see  the  progress  of  the  operation. 
Whenever  the  enamel  begins  to  flow,  the  tray  must  bo  turned  round  on  its  base  to 
insure  equality  of  temperature  ;  and  as  soon  as  the  whole  siu-face  is  molted,  the  tray 
must  be  withdrawn  with  its  plate,  but  slowly,  lest  tho  vitreous  matter  bo  cracked  by 
sudden  refrigeration. 

The  enamel  plato,  when  cold,  is  to  be" washed  in  very  dilute  nitric  acid,  and  after- 
wards in  cold  water,  and  a  second  coat  of  granular  enamel  pasto  is  to  be  applied,  with 
the  requisite  precautions.  This  being  passed  through  the  fi.re,  is  to  be  treated  in  the 
same  way  a  third  time,  when  the  process  will  be  found  complete.  Should  any  chinks 
happen  to  the  enamel  coat,  they  must  be  widened  with  a  graver,  and  the  space  being 
filled  with  ground  enamel,  is  to  be  repaired  in  the  muffle.  The  plate,  covered  with  a 
pure  white  onamel,  requires  always  to  bo  polished  and  smoothed  with  sandstone 
and  water,  particularly  if  the  article  have  a  plane  surface ;  it  is  then  finally  glazed  at 
the  fire. 

The_  painting  operation  now  follows.  The  artist  prepares  his  enamel  colours  by 
pounding  them  in  an  agate  mortar,  with  a  pestle  of  agate,  and  grinding  them  on  an 
agate  slab,  with  oil  of  lavender,  rendered  viscid  by  exposure  to  the  sun  in  a  shallow 
vessel,  loosely  covered  with  gauze  or  glass.  Tho  grinding  of  two  drachms  of  enamel 
pigment  into  an  impalpable  powder  will  occupy  a  labourer  a  whole  day.  The 
painter  should  have  alongside  of  him  a  stove  in  which  a  moderate  fire  is  kept  up,  for 
drying  his  work  whenever  the  figures  are  finished.  It  is  then  passed  through  tho 
mufflo. 

The  following  was  the  process  adopted  by  Henry  Bone,  E.A.,  and  liis  son,  Henry 
Pierce  Bone,  who  produced  the  largest  enamels  ever  painted ;  and  beyond  the  time 
expended  in  producing  them  and  consequent  expense  there  appears  no  practical  limit 
to  the  size  of  enamel  paintings. 

Preparing  tho  plate. — Eor  small  plates  (up  to  two  inches  long)  j^;?<re  gold  is  the  best 
material.  Silver  (quite  pure)  is  also  used,  but  is  apt  to  get  a  disagreeable  yellow 
colour  at  the  edges  by  repeated  firings.  For  larger  sizes,  copper  is  used.  The  copper 
should  be  annealed  tin  til  quite  free  from  spring,  and  then  cleaned  with  dilute  sulphuric 
acid  (one  part  acid,  four  water),  and  shaped  in  a  wooden  mould,  afterwards  used  in 
making  the  plate  so  as  to  produce  a  convex  surface,  varying  according  to  the  size  of 
the  plate,  taking  care  that  the  shaping  does  not  reproduce  the  spring  in  the  copper, 
in  which  case  the  process  must  be  repeated.  If  the  place  is  not  raised  in  the  centre, 
ih  the  course  of  repeated  firings  the  corners  will  rise  irregularly,  producing  undulations 
over  the  plate,  perfect  fiatness  being  next  to  impossible  for  largo  pictures.  The 
copper  is  then  laid  face  downwards  on  tho  convex  wooden  mould  used  for  shaping, 
and  enamel,  ground  fine  with  water,  is  spread  over  it  with  a  small  bone  spoon  ;  when 
covered,  a  fine  cloth  dotibled  is  pressed  gently  on  it  to  absorb  the  water,  and  then  it  is 
smoothed  with  a  steel  spatula.  This  forms  the  back  of  the  plate,  and  when  fired  this 
part  is  finished.  Tho  copper  is  now  reversed  on  a  convex  board  tho  exact  counter- 
part of  the  other,  and  covered  with  white  enamel  ground  fine  in  the  same  way  as 
above.  The  plate  is  now  ready  for  firing,  and  after  it  has  been  fired  and  cooled,  the 
surface  must  be  ground  smooth  with  a  flat  piece  of  flint  or  other  hard  substance,  with 
silver  sand  and  -water.  It  must  next  be  covered  with  a  softer  and  more  transparent 
kind  of  enamel  called  flux,  ground  and  spread  on  in  tho  same  way  as  tho  first  enamel, 
but  this  time  only  on  tho  face  of  the  plato.  This  is  fired  as  before,  and  when  cool  the 
surface  must  be  again  ground  smooth,  and  when  glazed  in  the  furnace  tho  plato  is 
finished.  For  the  first  coat  a  white  solid  enamel  is  used  to  prevent  the  green  colour 
from  tho  oxidised  copper  showing  through ;  tho  second  coat  is  a  softer  enamel,  to 
enable  the  colotirs  used  to  molt  with  less  heat. 

Firivff.— Tho  plato  is  placed  on  a  planche  of  firestone,  or  well-baked  Stourbridge 
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a  Planche. 

b  Bed  of  whitiag. 


clay,  supported  on  a  bed  of  whiting,  thoroughly  dried  in  the  furnace,  the  exact  shape 
of  tlio  plate  as  originally  made,  -which  must  be  used  in  all  subsequent  firings.  After 
the  whiting  is  formed  in  the  shape  of  the  plate  it  should  bo  notched  with  a  flat  knife 
diagonally  across,  as  in  the  accompanying  diagram, 
{fig.  831).    The  use  of  this  is  to  produce  an  elFect  of 
diagonal  bracing  while  the  plate  cools,  and  experience 
has  shown  that  it  tends  considerably  to  keep  the  plate 
in  its  original  shape.  When  the  plate  is  small  (up  to 
throe  inches  in  length)  it  maybe  annealed  for  passing 
into  tlio  hot  muffle  as  follows : — The  planche  bearing 
the  plate  may  be  placed  on  another  planche  heated 
in  the  muffle  and  placed  in  the  front  of  the  muffle  for 
a  few  minutes,  until  the  steam  of  the  plate  or  the  oil  of 
the  picture  shall  have  evaporated ;  it  may  then  be  put 
in  themouth  of  the  muffle,  and  graduallyinserted  to  the 
hottest  part.  After  firing  it  should  be  placed  on  an- 
other hot  planche,  and  allowed  to  cool  gradually.    Large  pictures  require  a  different 
arrangement  of  the  furnace.   Over  the  muffle  there  should  be  a  fixed  iron  annealing 
box,  witli  an  iron  shelf  and  door.    The  bottom  should  be  of  cast  iron  about  one  inch 
thick.  This  should  be  so  arranged  that  when  the  muiHe  attains  a  white  heat  the  bottom 
of  the  annealing  box  should  be  of  a  brightish  red  at  the  back,  and  a  dull  blood-red  in 
front.   Large  pictui-es  should  be  placed  on  the  bottom  of  the  box  before  the  furnace 
is  lit,  and  the  larger  the  size  of  the  picture  the  slower  should  the  furnace  be  brought 
to  its  full  heat,  so  as  to  allow  five  or  six  hours  for  the  largest  size,  and  tAvo  or  three 
for  smaller  plates.    When  fired  the  picture  should  be  returned  to  the  shelf  of  the 
annealing  box,  and  left  there  till  quite  cold,  for  which  purpose  large  plates  require  at 
least  twelve  hours.    The  colours  used  are  mostly  the  same  as  those  prepared  for 
jewellers  and  glass  painters. 

Enamdlincj  at  the  Lamp. — The  art  of  the  lamp  onameller  is  one  of  tho  most  agree- 
able and  amusing  that  we  know.  There  is  hardly  a  subject  in  enamel  which  may 
not  be  executed  by  the  lamp-flame  in  very  little  time,  and  more  or  less  perfectly, 
according  to  the  dexterity  of  the  artist,  and  his  acquaintance  with  the  principles  of 
modelling. 

In  working  at  tho  lamp,  tubes  and  rods  of  glass  and  enamel  must  be  proATided,  of 
all  sizes  and  colours. 

The  enamelling  table  is  represented  mfig.  832,  round  which  several  workmen,  with 
■  their  lamps,  may  be  placed,  while  the  large  double  bellows  d  below  is  set  a-blowing 
by  a  treadle  moved  with  the  foot.    The  flame  of  the  lamp,  when  thus  impelled  by  a 
powerful  jet  of  air,  acquires  surprising  intensity.   The  bent  nozzles  or  tubes  a,  a,  a,  a, 
are  made  of  glass,  and  are  drawn  to  points  modified  to  the  purpose  of  tho  enameUer, 
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833  shows,  in  perspective,  the  lamp  a  of  the  enameller  standing  in  its  cistern 
n;  the  blowpipe  c  is  seen  projecting  its  fiame  obliquely  upwards.  The  blowpipe  is 
adjustable  in  an  clastic  cork  d,  which  fills  up  exactly  the  hole  of  the  table  into  which 
It  enters.  When  only  one  person  is  to  work  at  a  table  provided  with  several  lamps 
he  sits  down  at  the  same  side  witli  tho  pedal  of  the  bellows ;  he  takes  out  tho  other 
blowpipes,  and  plugs  tho  holes  in  the  table  with  solid  corks. 

The  lamp  is  made  of  copper  or  tin  plate,  tho  wick  of  cotton  threads,  and  either 
tallow  or  oil  may  be  used.  Between  the  lamp  and  the  workman,  a  small  board  or 
s  icot  ot  white  iron,  n,  called  the  screen,  is  interposed  to  protect  his  eyes  from  the 
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riio  oiiiimclling  workshop  ought  to  admit  little  or  no  daylight,  otherwise  the  artiet, 
not  pcrcoiviiig  tho  fliuiio  distinctly,  would  bo  apt  to  commit  mistakes. 

It  is  impossible  to  describe  all  the  manipulations  of  this  ingenious  art,  over  which 
taste  and  dexterity  so  entirely  preside.  But  wo  may  give  an  example.  Suppose  the 
eiiaiuoller  wishes  to  mako  a  swan.  He  takes  a  tube  of  white  enamel,  seals  one  of  its 
ends  hermetically  at  his  lamp,  and  while  the  matter  is  sufficiently  hot,  ho  blows  on 
It  a  minikin  flask,  resembling  the  body  of  the  bird :  ho  draws  out  and  gracefully 
bunds  the  nock ;  he  shapes  the  head,  tho  beak,  and  the  tail;  then  with  slender  enamel 
rods  of  a  proper  colour,  ho  makes  the  eyes  ;  he  next  opens  up  the  beak  with  pointed 
scissors  ;  he  forms  tho  wings  and  the  legs  ;  finally  attaching  the  toes,  the  bird  stands 
comploto. 

Tho  onnmellcr  also  makes  artificial  eyes  for  human  beings,  imitating  so  perfectly 
the  colours  of  tho  sound  eye  of  any  individual  as  to  render  it  difficult  to  discover  that 
ho  has  a  blind  and  a  seeing  one. 

It  is  difficult  to  make  large  articles  at  the  blowpipe;  those  which  surpass  5  or  6  inches 
become  nearly  unmanagoablo  by  the  most  expert  workman. 

Enajiellino  of  Cast  Iron  and  other  Hollow  Ware  for  Saucepans,  &c.  In 
December  1799,  a  patentwas  obtained  for  this  process  by  Dr.  Samuel  Sandy  Hickling. 
His  Specification  is  subdivided  into  two  parts  : — 

The  coating  or  lining  of  iron  vessels,  &c.,  by  fusion  with  a  vitrifiable  mixture, 
composed  of  6  parts  of  calcined  flints,  2  parts  of  composition  or  Cornish  stone,  9  parts 
of  litharge,  6  parts  of  borax,  1  part  of  argillaceous  earth,  1  part  of  nitre,  6  parts  of 
calx  of  tin,  and  1  part  of  purified  potash.    Or,  2nd, 

8  parts  of  calcined  flints,  8  red  lead,  6  borax,  5  calx  of  tin,  and  1  of  nitre.    Or,  3rd, 

12  of  potter's  composition,  8  borax,  10  white  lead,  2  nitre,  1  white  marble  calcined, 
1  argillaceous  earth,  2  pui-ifled  potash,  and  5  of  cabc  of  tin.    Or,  4th, 

4  parts  calcined  flint,  1  potter's  composition,  2  nitre,  8  borax,  1  white  marble  cal- 
cined, h  argillaceous  earth,  and  2  calx  of  tin. 

Whichever  of  the  above  compositions  is  taken,  must  be  finely  powdered,  mixed,  and 
fused  ;  and  the  vitreous  mass  is  to  be  ground  when  cold,  sifted,  and  levigated  with 
water.  It  is  then  made  into  a  pap  with  water  or  gum- water.  This  pap  is  smeared  or 
brushed  over  the  interior  of  the  vessel,  dried  and  fused  -with  a  proper  heat  in  a  muffle. 

Calcined  bones  are  also  proposed  as  an  ingredient  of  the  flux. 

The  fusibility  of  the  vitreous  compounds  is  to  vary  according  to  the  heat  to  be 
applied  to  the  vessel,  by  using  various  proportions  of  the  siliceous  and  fluxing 
materials.    Colours  may  bo  given,  and  also  gilding. 

The  second  part  or  process  in  his  Specification  describes  certain  alloys  of  iron  and 
nickel,  which  he  casts  into  vessels,  and  lines  or  coats  them  with  copper  precipitated 
from  its  saline  solutions.  It  also  describes  a  mode  of  giving  the  precipitated  copper 
an  enamel  surface  by  acting  upon  it  with  bone-ashes  and  zinc  with  the  aid  of  heat. 

A  factory  of  such  enamelled  hollow  wares  was  carried  on  for  some  time,  but  it  was 
given  up  for  want  of  duo  encouragement. 

A  patent  was  granted  to  Thomas  and  Charles  Clarke,  on  the  25th  of  May  1839,  for 
a  method  of  enamelling  or  coating  the  internal  surfaces  of  iron  pots  and  saucepans,  in 
such  a  way  as  shall  prevent  the  enamel  from  cracking  or  splitting  off  from  the  effi3Cts 
of  fire.  This  Specification  prescribes  the  vessel  to  be  first  cleaned  by  exposing  it  to  tho 
action  of  dilute  sulphiu-ic  acid  (sensibly  sour  to  the  taste)  for  three  or  four  hours, 
then  boiling  the  vessel  in  pure  water  for  a  short  time,  and  next  applying  the  composi- 
tion. This  consists  of  100  lbs.  of  calcined  ground  flints  ;  60  lbs.  of  borax,  calcined, 
and  finely  ground  with  the  above.    That  mixture  is  to  be  fused  and  gradually  cooled. 

40  lbs.  weight  of  the  above  product  is  to  be  taken  with  6  lbs.  weight  of  potter's  clay ; 
to  be  ground  together  in  water  until  the  mixture  forms  a  pasty  consistent  mass, 
which  will  leave  or  form  a  coat  on  the  inner  surface  of  the  vessel  about  one-sixth  of  an 
jnch  thick.  When  this  coat  is  set,  by  placing  the  vessel  in  a  warm  room,  the  second 
composition  is  to  be  applied.  This  consists  of  125  lbs.  of  white  glass  (without  lead), 
25  lbs.  of  borax,  20  lbs.  of  soda  (crystals),  all  pulverised  together  and  vitrified  by 
fusion,  then  ground,  cooled  in  water,  and  dried.  To  45  lbs.  of  that  mixture,  1  lb.  of 
soda  is  to  bo  added,  the  whole  mixed  together  in  hot  water,  and  when  dry  pounded ; 
then  sifted  finely  and  evenly  over  the  internal  surface  of  tho  vessel  previously  covered 
with  the  first  coating  or  composition  whilst  this  is  still  moist.  Tliis  is  the  glazing. 
Tho  vessel  thus  prepared  is  to  be  put  into  a  stove,  and  dried  at  tho  temperature  of 
21 2°  Fahr.  It  is  then  heated  in  a  kil n  or  muffle  like  that  used  for  glazing  china.  Tho 
kiln  being  brought  to  its  full  heat,  tlio  vessel  is  placed  first  at  its  mouth  to  heat  it 
gradually,  and  then  put  into  the  interior  for  fusion  of  tho  glaze.  In  practice  it  has 
boon  found  advantageous  also  to  dust  the  glaze  powder  over  the  fused  glaze,  and  apply 
a  second  fluxing  heat  in  the  oven.  The  enamel,  by  this  double  application,  becomes 
much  smoother  and  sounder. 

Messrs.  Kenrick,  of  West  Bromwich,  produced  in  their  factory  some  excellent 
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sBecimons  of  enamelled  saucepans  of  cast  iron.  Dr.  Uro  exposed  the  finely-enamelled 
saucemns  of  Messrs.  Kenrick  to  very  severe  trials,  having  fused  even  chloride  of 
calcium  in  them,  and  found  them  to  stand  the  fire  very  perfectly  without  chipping  or 
crackino^  Such  a  manufacture  is  one  of  the  greatest  improvements  recently  intro- 
duced into  domestic  economy ;  such  vessels  being  remarkably  clean,  salubrious,  and 
adapted  to  the  most  delicate  culinary  operations  of  boiling,  stewing,  making  of 
jellies,  preserves,  &c.  They  are  also  admirably  fitted  for  preparing  pharmaceutical 
decoctions,  and  ordinary  extracts. 

The  enamel  of  these  saucepans  is  quite  free  from  lead.  In  several  of  the  saucepans 
whicli  were  at  first  sent  into  the  market,  the  enamel  was  found  on  analysis  to  contain 
a  notable  proportion  of  oxide  of  lead.  In  consequence  of  the  quantity  of  borax  and 
soda  in  the  glaze,  this  oxide  was  so  readily  acted  upon  by  acids  that  sugar  of  lead 
was  formed  by  digesting  vinegar  in  them  with  a  genUe  heat._ 

A  suitable  oven  or  mufile  for  lining  or  coating  metals  with  enamel  may  have  the 
following  dimensions : — 

The  outside,  8  feet  square,  with  14-inch  walls;  the  interior  muffle,  4  feet  square  at 
bottom,  rising  6  inches  at  the  sides,  and  then  arched  over ;  the  crown  may  be  18  inches 
high  from  the  floor ;  the  muffle  should  be  built  of  fire-brick,  2|-  inches  thick.  Another 
arch  is  turned  over  the  first  one,  which  second  arch  is  7  inches  wider  at  the  bottom, 
and  4  inches  higher  at  the  top.  A  9-inch  wall  under  the  bottom  of  the  mufile  at  its  ' 
centre  divides  the  fire-place  into  two,  of  16  inches  width  each,  and  3  feet  3  inches 
long.  The  fiame  of  the  fire  plays  between  the  two  arches  and  up  through  a  3-incli 
flue  in  front,  and  issues  from  the  top  of  the  arch  through  three  holes  about  4  inches 
square.    These  open  into  a  flue,  10x9  inches,  which  runs  into  the  chimney. 

The  materials  for  the  enamel  body  (ground  flint,  potter's  clay,  and  borax)  are  first 
mixed  together,  and  then  put  into  a  reverberatory  furnace,  6  feet  7  inches  long,  by 
3  feet  4  inches  wide,  and  12  inches  high.  The  flame  from  an  18-inch  fire-place 
passes  over  the  hearth.  The  materials  are  spread  over  the  floor  of  the  oven,  about 
6  inches  thick,  and  ignited  or  fritted  for  4  or  5  hours,  until  they  begin  to  heave  and 
work  like  yeast,  when  another  coating  is  put  on  the  top,  also  six  inches  thick,  and  flred 
again,  and  so  on  the  whole  day.  If  it  be  fired  too  much,  it  becomes  hard  and  too 
refractory  to  work  in  the  muffles.  The  glaze  is  worked  in  an  oven  similar  to  the 
above.  It  may  be  composed  of  about  one-half  borax  and  one-half  of  Cornish  stone 
(partially-decomposed  granite)  in  a  yellowish  powder  procured  from  the  potteries. 
This  is  fritted  for  10  hours,  and  then  fused  into  a  glass  which  is  ground  up  for  the 
glaze. 

The  Patent  Enamel  Company  use  coloured  enamel  very  extensively,  and  by  the 
use  of  stencil  plates  produce  cheaply  very  good  designs  in  enamel  upon  articles 
of  iron.  _  Their  manufacture  by  tliis  process  of  street  plates,  and  signs  in  enamel  are 
of  much  interest.   The  following  are  recipes  for  enamels  in  general  use :  

Grey  Mixture  Enamel. 


Another  is — 


lbs. 

oz. 

Sand  .... 

.  10 

0 

Eed  lead    .       ,  , 

.  33 

0 

Boracic  acid 

.  20 

0 

CuUett  . 

.  114 

0 

Bicarbonate  of  soda  . 

.  16 

0 

Nitre 

1 

2 

Manganese .  , 

.  0 

H 

194 

lOJ- 

Flint 

lbs. 

oz. 

•      .  . 

.  36 

0 

Boracic  acid 

•       •  • 

.  24 

0 

Bicarbonate  of  soda  . 

•       •  ■ 

.  24 

0 

Nitre 

•       .  • 

.  18 

0 

102 

0 

WTtite  Mixture  Enamel. 


Cullett 
Boracic  acid 
Bicarbonate  of  soda 
Phosphate  of  lime 
Oxide  of  antimony 


lbs.  oz. 

11  0 

7  0 

0  4 

3  8 

0  2 


?1  H 
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SITAMEI.I.EB  XifiATRER.  Leather  glazed  upon  one  surface,  the  so-called 
enamelling  composition  being  in  all  respects  analogous  to  tlio  ordinary  varnishes. 
Instead  of  onamolling  the  grain  surface,  as  is  usually  done,  Mr.  Nossiter  removes  that 
surface  by  splitting  or  buffing,  and  then  produces  what  is  called  '  a  finish '  upon  the 
surface  thus  formed,  by  means  of  a  roller,  or  glass  instrument.  Tlio  flesh  side  of  the 
skin  maybe  thus  prepared  for  enamelling;  and  it  is  less  liable  to  crack,  and  the 
enamel  to  become  cloudy  on  it  than  on  the  grain  side.    See  Leatjiee. 

ENTARCITE.  An  arsenio-sulphido  of  copper,  occurring  in  the  form  of  a  grey  or 
iron-black  mineral  with  metallic  lustre.  It  is  found  in  certain  mines  in  Mexico,  Peru, 
and  Chili. 

ENCAUSTIC  PAIIiTTZirG.  A  mode  of  painting  with  heated  or  burnt  wax, 
which  was  practised  by  the  ancients.  The  wax,  when  melted,  was  mixed  with  as 
much  colour,  finely  powdered,  as  it  could  imbibe,  and  then  the  mass  was  spread  on 
the  wall  with  a  hot  spatula.  When  it  became  cold,  the  designer  cut  the  lines  with  a 
cold  pointed  tool,  and  other  colours  wore  applied  and  melted  into  the  former.  Many 
modifications  of  the  process  have  boon  employed.  Amongst  the  moderns,  the  term 
has  been  improperly  given  to  some  cements,  which  have  nothing  of  an  encaustic 
character  about  them. 

EirCAVSTXC  TIKES  are  tiles  in  which  any  design  has  been  produced  by  fusing 
in  other  colours  than  such  as  form  the  colour  of  the  ground.  Encaustic  tiles  are  of 
all  ages,  and  we  find  them  representing  every  variety  of  subject. 

The  manufactiu'e  of  encaustic  tiles  has  been  carried  to  great  perfection  in  our  own 
times.  It  will  be  well  to  consider  this  manufacture  in  connection  with  Tessera,  there 
being,  indeed,  no  difference  in  the  first  production  of  tiles  or  tesserae,  except  that  the 
latter  are  at  first  moulded  with  the  spaces  which  are  to  be  filled  in  with  the  coloured 
clays  to  form  the  patterns  impressed  upon  them. 

The  Eoman  tesserae,  of  which  many  very  fine  examples  have  been  discovered  in  this 
country,  were  often  formed  of  natural  stones  (sometimes  coloured  artificially),  but 

generally  of  baked  clay.  The  beauty  of  many  of  these  has 
led  to  the  production  of  modern  imita-tions,  which  have 
been  gradually  improved,  until,  in  the  final  result,  they  far 
exceed  any  work  of  the  Romans. 

About  half  a  century  since,  Mr.  C.  Wyatt  obtained  a 
patent  for  a  mode  of  imitating  tesselated  pavements,  by  in- 
laying stone  with  coloured  cements.  Terra-cotta,  inlaid  with 
coloured  cements,  has  also  been  employed,  but  with  no  very 
marked  success. 

Mr.  Blashfleld  produced  imitations  of  those  pavements, 
by  colouring  cements  with  the  metallic  oxides :  these  stood 
exceedingly  well  when  under  cover,  but  they  did  not  endure 
the  winter  frosts,  &c.  Bitumen,  coloured  with  metallic 
oxides,  was  also  employed  by  Mr.  Blashfield.  In  1839  Mr. 
Singer,  of  Vauxhall,  introduced  a  mode  of  forming  tesserae 
from  thin  layers  of  clay.  These  were  cut  into  the  required 
forms,  dried  and  baked.  In  1 840  Mr.  Prosser,  of  Birmingham, 
discovered  that  if  the  material  of  porcelain  (china  clay)  be  reduced  to  a  dry  powder, 
and  in  that  state  be  compressed  between  steel  dies,  the  powder  is  condensed  into 
about  a  fourth  of  its  bulk,  and  is  converted  into  a  compact  solid  substance  of  extra- 
ordinary hardness  and  density. 

This  process  was  first  applied  to  the  manufacture  of  buttons,  but  was  eventually 
taken  up  by  Mr.  Minton,  and,  in  conjunction  with  Mr.  Blashfield,  Messrs.  Wyatt, 
Parker,  and  Co.,  it  was  carried  to  a  high  degree  of  perfection  for  making  tesserae. 
The  new  process,  invented  by  Mr.  Prosser,  avoided  the  difficulty  altogether  of  using 

wet  clay.  .        ,  ,      ,  .     ,  . 

This  change  in  the  order  of  the  potter  s  operations,  although  very  simple  in  idea 
(and  a  sufBLcfently  obvious  result  of  refiection  on  the  difficulties  attending  the  usual 
course  of  procedure),  has  nevertheless  required  a  long  series  of  careful  experiments 
to  find  out  the  means  of  rendering  it  available  in  practice. 

The  power  which  the  hand  of  the  potter  has  exercised  over  his  clay  has  been  pro- 
verbial from  time  immemorial,  but  it  is  limited  to  clay  in  its  moist  or  plastic  sfcvto  ; 
and  clav  in  its  powdered  state  is  an  untractablo  material,  requiring  very  exact  and 
powerful  machinery  to  be  substituted  for  the  hand  of  the  potter;  in  order,  by  great 


o<>oo 


In  the  new  process,  the  clay,  or  earthy  material,  after  being  prepared  in  the  usual 
manner,  and  brought  to  the  plastic  state,  as  above  described  (except  that  no  kneading 
or  tempering  is  requisite),  is  formed  into  lumps,  whicli  are  dried  until  the  water  js 
evaporated  from  the  clay. 


,  to  obtain  the  requisite  cohesion  of  the  particles  of  clay. 
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^,  ,  „P  Av\^  plfiv  are  thon  broken  into  pieces,  small  enough  to  bo  ground  by 
The  lumps  of  dned  clay  are  t^jn  _^  ^^fterwards  sifted,  in  order  to  separate 

a  smtable  mill  '^^J  ^^^^^l  ponder,  which  it  is  desirable  should  consist  of  par- 
aU  coarse  S^^^^^^^f^'^Zvly^^^^  can  be  obtained.  The  powder,  so  prepared,  is  the 
Se  °n  ^hS'ha  dayS'eldyfo,  being  moulded  into  the  form  of  the  intended 

article  by  the       Focess.  moulding  articles  of  a  small  size,  in  powdered 

cla^^r^F^^^^^^^^^^^^^  Zted  drawings! wherein  fig.  835  is  a  lateral  elevation 

'^f  I  tt  woSen'bench  or  table  whereon  the  whole  is  fixed,  that  bench  being  sus- 
t^xined  on  legs  standing  on  the  floor,   b  D  e  is  the  frame,  formed  in  one  piece  of  cast 


iron  ;  the  base,  b,  standing  on  the  bench,  and  being  fixed  thereto  by  screw  bolts ;  the 
upright  standard,  v,  rising  from  the  base,  and  sustaining  at  its  upper  end  the  boss,  'e, 
wherein  the  nut  or  box,  a,  is  fixed  for  the  reception  of  the  vertical  screw,  f.  The 
screw,  F,  works  through  the  box,  a,  and  lias  a  handle,  G,  ff,  h,  applied  on  the  upper 
end  of  the  screw ;  the  handle  is  bonded  downwards  at  g,  to  bring  the  actual  handle,  /<, 
to  a  suitable  height  for  the  person  who  works  that  machine  to  grasp  the  handle,  h,  in 
his  rig:ht  hand,  and,  by  pulling  the  handle,  h,  towards  him,  the  screw,  F,  is  turned 
round  in  its  box,  a,  and  descends.  The  lower  end  of  the  screw,  f,  is  connected  with  a 
square  vertical  slider,  n,  which  is  fitted  into  a  socket,  i,  fixed  to  the  upright  part,  D, 


an 
tlio 
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eLSUoSrlr'°  '^\^'':'''.^'  tl,oroby  confined  to  movo  np  or  down  with 
vorS  '^'^tuated  by  tbc  screw,  wi.lio/t  devSfC 

cuSg\nd%™Sr^^^^^^  P^''^"'™^^^  '"^^      commonly  used  for 

is  furnished  frCSn^n^i  .1  l'"'P'""^«-         ^ools  witli  which  tlio  press 

of  steel.      oZ^orZyftT^'u^^^^^^^^  ^'^"'^^  '^"1'^'  f-"-^ 

bo  moulded.    ThrmoulK  s  fi™  v  "lu  '^f^  '^'^  ^l"'^''  to 

exactly  beneath  tlioTowe;  end  of  1  l^.^^f  °"  Y'"'^'  ^^'^^  f'^^™^'  ^o  bo 
lower  end  of  the  sqnarslTder  „  tcf  t?e^,l;,^  is  fastened  to  the 

hollow  of  thomould,/VXn        e  dor  /f^^^^^^^  ^  '^""'""'^  ^""^ 

and  th^end  f  of  fh!i  ^  '  T'  ^^PPO^^e^^  a  standard  resting  upon  the  floor 
i^per^e^dS^  i-Lhod  at  its 

tablea 

^^-^     S^S^S!  sot  ^cf'rS  S 

fcSd!  a's  stX^  i^itS  ^  ^'        ^^-^  "  " 

is  m^owd'^lSll?^^'^^  ""^.f^^^'  ^'f*  ^  q^'^°tity  of  the  powder 

is  moved  laterally  from  the  heap,  along  the  surface  of  the  table  t  t  towards  the 
mould  .  ..  and  gathered  into  the  hollow  of  the  mould  with  a  quiet  modo^.s^as  to  fiU 

S  the  mouldT^  T^^^^^^y-  «7-P-g  the  spatula  e?cnly  across  over  the  top 

ot  the  mould,  e  e,  the  superfluous  powder  will  be  removed,  leaving  the  hollow  cant? 

tha?  fined     ^^^^  ^         ^^'^      P"'"'^''     ^  ^"'^  ^^^tl^^^  morenoTS 

h.'^i"^,       ^^1^^'  ^'  forwards  with  a  gentle  movement  of  the  right 

hand,  jt  turns  the  screw,  f,  so  as  to  bring  the  slider,  h,  and  the  plug,/,  which  thereby 
descends  mto  the  mould,  .  e,  upon  the  loose  powder  wherewith  the  mould  has  been 
MIed,  and  begins  to  press  down  that  powder,  which  must  be  done  with  a  gentle  motion 
without  any  jerk,  m  order  to  allow  the  air  that  is  contained  in  the  loose  powder  to 
make  Its  escape;  but  the  pressure,  after  having  been  commenced  gradually,  is  con- 
tinued and  augmented  to  a  great  force,  by  pulling  the  handle  stronily  at  the  last,  so 
as  to  compress  the  earthy  material  down  upon  the  bottom,  n,  of  the  mould,  into  about 
one-third  the  space  it  had  occupied  when  it  was  iu  the  state  of  loose  powder.  The 

matSr  ■        ^  ^^^^^  ^^"^      P^"^'-^'  ^""^  compressed 

Then  the  handle,  h,  is  put  backwards  again,  so  as  to  turn  back  the  screw,  f.  and 
raise  up  the  slider,  h,  and  the  plug,/,  until  the  latter  is  drawn  up  out  of  the  mould 
e  e,  and  clear  above  the  orifice  of  the  mould,  as  in;?^.  835,  and  immediately  afterwards 
by  pressure  of  one  foot  on  the  pedal,  b,  of  the  pedal  lever,  e,  s,  and  by  action  of  the 
upright  rod,  m,  the  moveable  bottom,  n,  of  the  mould  is  raised  upwards  in  the  mould 
e  e,  so  as  to  elevate  the  compressed  material  which  is  resting  upon  the  bottom,  n,  and 
carry  the  same  upwards,  quite  out  of  the  mould  c  e,  and  above  the  orifice  of  the  mould, 
as  is  shown  in  Jiff.  837,  and  then  the  compressed  material  can  be  removed  by  the 
finger  and  thumb. 

The  compressed  material  which  is  so  withdrawn  is  a  solid  body,  retaining  the  exact 
shape  and  size  of  the  interior  cavity  of  the  mould,  and  possessing  suflScient  coherence 
to  enable  it  to  endure  as  much  handling  as  is  requisite  for  putting  a  number  of  them 
into  an  earthenware  case  or  pan.  called  a  sagger,  in  which  they  are  to  be  enclosed,  ac- 
cording to  the  usual  practice  of  potters,  in  preparation  for  putting  them  into  the 
potter's  kiln  for  firing ;  the  sagger  protects  the  articles  from  discoloration  by  smoke, 
and  from  partial  action  of  the  flame,  which,  if  a  number  of  small  articles  were 
exposed  thereto  without  being  so  enclosed,  might  operate  more  strongly  upon  some 
than  upon  others  of  those  articles ;  but  by  means  of  the  saggers  the  heat  is  caused 
to  operate  with  cleanness,  uniformity,  and  certainty  upon  a  number  of  small  articles 
at  once. 

Aftpr  the  firing  is  oyer,  the  articles  bojng  removed  dpqia  tjie  saggers,  are  in  tho 
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.f  ,f«  wlmfc  is  termed  biscuit,  and  aro  ready  for  use-,  unless  they  are  required  to  be 
stjite  ot  wnat  is  tormeu  L-jouu  ,  ,  .         spmi-liauid  composition  of  siliceous 

glazed,  in  .vhich  case  they  may  be  dipped  ^'^^^^^^  ^  ^1  the  surface  of  the 

fnd  other  matters  ground  ^^^^^ 

articles  ^vlllch  are  so  ^JF^  \e™  .^^^  ^  ^ 

composition  ,  then  tne  ™  the  heat  whereof  vitrifies  the  composition  and  gives 
7:iZlii^:^^oZZ^^^^^  ™l  course  of  makingglazed  earthon- 

Ifre  oTporcolain ;  but  for  art  cles  formed  by  the  new  process,_a  siutable  g  azing  com- 
position Ts  more  usually  applied  within  the  saggers,  into  which  the  articles  are  put 
for  he  first  firing,  and  the  glLng  is  performed  at  the  same  time  with  the  first  burning 
Sthont  any  otht  burning'being^equired.  9r,  in  other  cases,  ^^^^^^^^^^^^^^^^^ 
earthy  materials  which  are  chosen  for  the  articles  may  be  such  they  will  becomo 
partially  vitrified  by  the  heat  to  which  they  are  exposed  m  the  kiln,  and  thereby 

'^^Zl'erjJtrS^f^^^  place  in  drying  articles  which  have  been 

moulded  from  clay  in  the  moist  state  is  altogether  prevented  and  consequently  all 
uncertainty  in  the  extent  of  that  contraction  is  avoided.    Tiles,  tesserae,  and  other 
articles  are  now  made  by  this  machine;  and  veiy  beautiful  pavements  are  constructed 
excelling  the  finest  works  of  the  Eomans  in  form,  in  colour,  and  m  aU  the  mechanical 

if  will  be  evident  that  any  pattern  can  be  impressed  upon  the  clay  by  having  a 
mould  with  the  pattern  in  relief  upon  it.  In  some  cases  the  coloui;ed  clay  is  placed 
in  the  depressed  portions  of  the  tile  before  firing  at  all;  in  others,  it  is^  subjected  to 
the  first  firing  before  the  coloured  clay  is  introduced.  In  either  case,  the  second  or 
coloured  clay? for  the  production  of  the  kind  of  tile  called  encaustic  is  spread  in  the 
state  of  a  cream,  so  as  to  fill  the  pattern,  every  trace  being  carefully  removed  from 

the  other  part.    See  Thes.  ,    -0.1.  j  • 

EM-CH  ASING.  The  art  of  ornamenting  gold  and  silver  metal  work  with  designs 
punched  out  from  behind,  or  engraved  on  the  surface.  It  is  also  applied  to  enclosing 
gems  in  the  metal  for  ornamentation.  .  .  » 

EN-CRIN-ITAI.  or  ENTROCHAXi  MARBXiE.  Marble  containing  the  fossil 
remains  of  Encrinites,  or  '  stone-lilies.'  Much  of  the  encrinital  marble  used  for 
ornamental  purposes  comes  from  the  Mountain  Limestone  of  Derbyshire. 

ENDEXiIiXOZO-lTE.  An  old  name  for  Bournonite,  in  allusion  to  its  occurrence 
at  Endellion,  in  Cornwall. 

ENBIROirs  or  AIVDIROirS.  Iron  racks  used  in  ancient  houses  when  the 
fires  were  of  wood,  and  on  the  hearth,  to  support  the  ends  of  the  logs  of  wood. 

EM-BIVE.  An  esculent  plant,  the  Cichormm  Endivium,  belonging  to  the  natural 
order  of  the  CompositcB, 

EITBOGENOUS.   See  Exogenous. 

EirsOSMOSE.    See  Exosmose. 

EKTCXiISB  VARiarzSK.  Drying  oil  prepared  with  litharge  is  made  to  dissolve 
gum  mastic  until  it  assumes  the  appearance  of  a  jelly.  This  is  English  Varnish,  and 
is  used  by  artists  for  glazing,  flowing  freely  under  the  brush. 

ESrCRAVIN-G,  a  word  derived  from  iv,  ill,  and  yp6.<pa),  to  gram  or  write,  is  the 
art  of  executing  designs  or  devices  upon  metal,  stones,  and  other  hard  substances.  In 
the  common  acceptation  of  the  word  in  the  present  day,  it  means  the  execution  of 
such  works  on  plates  of  copper  or  steel,  for  the  purpose  of  obtaining  from  them  im- 
pressions in  ink  or  some  other  coloured  fluid.  Engraving,  in  the  widest  sense  of  the 
term,  is  the  oldest  of  the  fine  arts ;  at  least,  the  Scriptures  mention  it  before  any' 
reference  is  made  either  to  painting  or  sculpture.  In  the  Book  of  Exodus,  ch.  xxviii. 
V.  29,  we  read  that  'Aaron  shall  bear  the  names  of  the  children  of  Israel  in  the 
breast-plate  of  judgment  upon  his  heart ; '  and  again,  in  the  same  chapter,  Moses  is 
commanded  to  '  make  a  plate  of  pure  gold,  and  gi-ave  upon  it,  like  the  engravings  of 
a  signet.  Holiness  to  the  Lord.'  Further  on,  in  the  35th  chapter  of  the  same  book, 
Moses  speaks  of  Bezaleel,  the  son  of  Uri,  as  a  man  '  filled  with  the  spirit  of  God,  in 
wisdom,' in  understanding,  and  in  knowledge,  and  in  all  manner  of  workmanship; 
and  to  devise  curious  works,  to  work  in  gold,  and  in  silver,  and  in  brass,  and  in  the 
cutting  of  stones,'  &c.  Of  liim  and  of  Aholiab  it  is  said, — '  Them  hath  he  filled  with 
wisdom  of  heart,  to  work  all  manner  of  work,  of  the  engraver,'  &c.  &c.  These 
extracts  wiU  suffice  to  show  the  antiquity  of  the  art  of  incising,  or  cutting  hard 
substances  ;  whether  or  not  it  had  its  origin  at  a  period  anterior  to  the  time  of  Moses 
there  is  no  record;  but  it  is  not  improbable  that  the  Israelites  acquired  some  knowledge 
of  the  art  from  the  Egyptians  during  their  lengthened  captivity:  an  assumption 
strengthened  by  the  fact,  that  numerous  specimens  of  hieroglyphic  engraving,  on  metal 
plates  and  on  stone,  have  been  discovered  in  Egypt  and  brought  to  this  country; 
their  dates,  however,  have  not,  in  all  cases,  been  ascertaine<J  \rith  certaintjf. 
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It  IS  unnecessary  to  trace  back,  among  the  nations  of  antiquity,  all  tliat  might  be 
written  respecting  the  state  of  tliis  art  in  its  various  applications  ;  but,  as  an  example 
ot  Its  adoption  for  a  purpose  altogether  practical,  a  passage  from  Herodotus  may  bo 
adduced.  This  historian,  referring  to  a  period  about  500  years  before  the  Christian 
era,  says  :— '  Aristagoras  exhibited  to  the  king  of  Sparta  a  tablet,  or  pkte,  of  brass, 
on  which  was  inscribed  every  part  of  the  habitable  world,  the  seas,  and  the  rivers  ;' 
or,  lu  other  words,  Aristagoras,  who  was  a  native  of  Cuma,  had  in  his  possession  a 
metallic  map.  Moreover,  as  it  is  intended  to  limit  this  notice  to  the  art  of  engraving 
on  steel  or  copper  for  printing  purposes,  we  pass  over  those  branches  or  departments 
of  the  art  that  rolate  to  die-sinking,  seal-engraving,  and  engraving  on  coins,  the  latter 
a  common  process  with  the  Ancient  Britons  and  Saxons,  who  also,  according  to  the 
opinion  of  many  modern  antiquaries,  used  to  ornament  their  weapons  of  war  with 
designs  cut  by  the  graving  tool. 

The  transition  from  all  previous  methods  of  engraving,  to  that  which  in  some  degree 
assimilates  to  what  is  now  practised  as  the  result  of  the  discovery  of  printing,  has  been 

thus  described  by  the  late  Mr.  Landseer,  who  quotes  an  earlier  writer,  Mr.  Strutt :  

'  Soon  after  the  Conquest  (though,  from  other  information,  I  think  it  must  have  been 
at  the  least  250  years  from  that  memorable  era)  a  new  species  of  engraving,  entirely 
different  from  the  mingled  work  of  the  engraver,  goldsmith,  and  chaser,  which  had 
preceded  it,  was  introduced  into,  or  invented  in,  England,  of  which  there  is  scarcely 
an  old  country  church  of  any  consequence,  but  affords  some  curious  specimens,  and 
England  more  than  any  other  nation  in  Europe.  The  brass  plates  on  our  old 
sepulchral  monuments  are  executed  entirely  with  the  graver,  the  shadows  being 
expressed  by  lines  or  strokes,  strengthened  in  proportion  to  the  required  depth  of 
shade,  and  occasionally  crossed  with  other  lines  a  second  and,  in  some  instances,  a 
third  time,  precisely  in  the  same  manner  as  a  copper-plate  is  engraven  that  is  in- 
tended for  producing  impressions.  These  engraved  effigies  are  commonly  found  on 
those  horizontal  tombstones  which  form  part  of  the  pavement  within  the  churches ;  and 
the  feet  of  the  congregation,  which  kept  the  lights  bright  by  friction,  filled  the  in- 
cisions with  dust,  and  thus  darkened  the  shades  :  very  neat  or  exquisite  workmanship 
is  not  therefore  expected  ;  yet  some  of  them  bear  no  small  evidence  of  the  abilities  of 
the  monks,  or  other  workmen,  by  whom  they  were  performed.'  Impressions,  techni- 
cally called  '  rubbings,'  are  taken  from  these  monumental  brasses  by  antiquaries,  for 
the  purpose  of  illustrating  works  in  archseology.  The  process  is  simple  enough :  a 
sheet,  or  sheets,  as  may  be  required,  of  white  paper,  si^B&ciently  large  to  cover  the 
brass  tablet,  are  laid  upon  it;  these  are  then  rubbed  over  with  a  lump  of  '  shoemaker's 
heel-ball,'  a  composition  of  wax  and  lamp-black,  which  leaves  on  the  paper  an  impres- 
sion of  the  raised  portions  of  the  metal. 

The  fifteenth  century,  which  must  always  be  considered  as  the  dawn  of  universal 
light  and  knowledge,  gave  to  the  world  the  art  of  printing,  and  from  this  invention, 
arose  a  new  era  in  the  art  of  engraving.  The  earliest  method  of  printing,  both  books 
and  illustrations,  was,  as  is  described  under  the  article  Engraving  on  Wood,  from  en- 
graved blocks  or  tablets.  It  seems  singular  that,  though  engraving  on  various  metals 
had  been  practised  long  before  that  on  wood,  no  attempt  had  ever  been  made  to  obtain 
impressions  from  the  plates ;  like  many  other  important  discoveries,  this  is  said  to  have 
been  the  result  of  accident.  Vasari,  the  historian  of  Italian  art,  says  that,  in  the  year 
1460,  Maso,  or  Thomaso  Einiguerra,  a  Florentine  goldsmith,  chanced  to  let  fall  a  small 
engraved  plate,  on  which,  as  was  customary  with  engravers,  he  had  rubbed  a  little 
charcoal  and  oil,  that  he  might  better  see  the  state  of  his  work,  into  some  melted 
sulphiu",  and  observing  that  the  exact  impression  of  his  engraving  -was  left  on  the 
sulphur,  he  repeated  the  experiment,  by  passing  a  roller  gently  over  it.  It  was  suc- 
cessful, and  Einiguerra  imparted  his  discovery  to  Baldini,  also  a  goldsmith  of  Elorence, 
by  whom  it  was  communicated  to  others.  But  the  most  probable  origin  of  the  art  of 
printing  from  metallic  plates,  is  that  which  is  attributed  to  the  early  Italian  workers 
in  niello  or  inlaid  modelling  work,  an  art  used  for  ornamenting  table  utensils,  swords, 
armour, '&c. :  this  art  consisted  in  cutting  or  engraving  the  required  design  on  silver, 
and  filling  up  the  incisions  with  a  black  composition,  said  to  be  made  of  silver  and 
lead,  -which,  from  its  dark  colour,  was  called  by  the  ancients  nigellum,  abbreviated  by 
the  Italians  into  niello ;  this  mixture,  when  run  into  the  engraved  lines,  produced  a 
regular  effect  of  chiar-oscuro  in  the  entire  work.  Erom  these  engraved  plates  or 
objects,  the  artists  in  nidlo,  who  were  the  goldsmiths  and  silversmiths  of  that  period, 
were  accustomed  to  take  impressions,  by  smoking  the  metal,  and  then,  after  cleaning 
the  smooth  surface  with  oil,  impressing  upon  it  a  piece  of  damp  paper.  Erom  such  an 
origi  11,  or  from  some  other  very  similar  to  it,  undoubtedly,  came  the  art  of  chalcography, 
or  plate-printing,  and  it  is  equally  certain,  that  the  art  of  engraving  with  the  hurm, 
or  as  it  is  now  called,  '  lino  engraving,'  arose  in  the  workshops  of  the  gold- and  silver- 
smiths. 
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The  m-actice  of  making  paper  from  rags,  without  which  the  former  art  would  have 
^wi  p?!  nnmmratively  useless,  had  been  adopted  generally  throughout  Europe  towards 
C  elrTtt  frrteenth  century,  whereby  tho  chief  obstacle  to  printing  was 

'"''Tnrvprv  lone  after  the  discovery  of  plate-printing,  the  engravers,  separating  them- 
sef^os  from  the  manufacturing  goldsmiths  and  chasers,  formed  themselves  into  a  dis- 
tinct body,  opened  schools  for  pupils,  and  took  up  their  righttul  position  among  the 

'^^l£ly°and°Gemany  have  each  contended  for  the  honour  of  being  the  first  discoverers 
of  the  art  of  printing  from  engraved  plates ;  but  the  best  authorities  give  to  the  former 
country  the  priority  of  claim,  though  the  Germans,  to  whom  the  printing  press  was 
earliest  known,  soon  surpassed  their  rivals,  both  in  that  art  and  m  engraving :  but 
tliey  have  not  always  maintained  the  superiority.  _  . 

The  principal  Italian  engravers,  contemporary  with,  or  immediately  following  lini- 
guerra.  were  Baldini,  Botticelli,  and  Andrew  Mantegna ;  in  Germany,  the  names  of 
Martin  Schon,  who  began  his  career  about  the  year  1460,  and  engraved  his  own  com- 
positions, Israel  van  Mecheln,  Leydenwurf.  andWolgemuth.  stand  prominently  forward ; 
but  it  was  not  till  the  commencement  of  the  sixteenth  century,  that  engraving  occupied 
a  high  position  among  the  arts  of  either  country.  Singularly  enough,  Italy,  Germany, 
and  Holland  produced  each  an  engraver,  whose  works  to  this  day  are  held  in  the 
highest  estimation :  while  Marc  Antonio  Eaimondi  (born  at  Bologna,  in  1488),  and 
Albert  Diirer  (born  at  Nuremberg,  in  1471),  were  respectively  practising  the  art  in 
Italy  and  Germany,  Lucas  van  Leyden  (born  at  Leyden.  in  1494)  disputed  in  tho 
Low  Countries  the  palm  with  these  distinguished  competitors.  As  these  artists  have 
ever  been  considered  the  patriarchs  of  engraving,  a  few  words  respecting  the  merits  of 
each  may  not  inappropriately  be  introduced  here. 

Travelling  to  Venice  for  improvement.  Marc  Antonio  saw  there  some  prints,  by 
Albert  Diirer,  of  the  Life  of  the  Virgin ;  these  he  copied  with  tolerable  fidelity;  he  soon, 
however,  quitted  Venice,  and  went  to  Eome.  where  he  made  the  acquaintance  of 
RafFaelle,  a  large  number  of  whose  works  he  engraved.  •  The  purity  of  his  outlines,' 
says  Bryan.  '  the  beautiful  character  and  expression  of  his  heads,  and  the  correct 
drawings  of  the  extremities,  establish  his  merits  as  a  perfect  master  of  design.'  His 
works  frequently  exhibit  a  deficiency  in  reflex  light  and  harmony  of  chiar-osairo,  and 
he  appears  to  have  been  ignorant  of  the  principles  of  rendering  local  colour,  or  tints, 
in  the  abstract ;  neither  did  he  attempt,  or  else  was  unable,  to  express  the  various 
textures  of  substances :  these  are,  however,  minor  defects  by  comparison,  and  may 
easily  be  excused  when  the  state  of  art  generally  at  that  period  is  taken  into  account. 
'  Eaffaelle,'  says  Landseer,  '  was  Mark  Antonio's  object ;  and  the  blandishments,  the 
splendour,  and  the  variety  which  would  have  been  indispensably  necessary  to  tho 
translation  of  Correggio  or  Titian,  were  not  called  for  here.' 

Albert  Diirer,  the  head  of  the  German  school  of  engraving,  laboured  under  disad- 
vantages with  which  the  artists  of  Italy  had  not  to  contend :  the  latter  had  frequently, 
if  not  constantly,  the  graceful  forms  and  flowing  outlines  of  antique  sculpture  made 
familiar  to  them:  and  hence  their  works  exhibit,  even  from  the  earliest  time,  much 
greater  elegance  of  manner,  and  refinement  in  execution,  than  those  of  Germany. 
The  engravings  by  Diirer.  whom  Landseer  supposes  to  be  the  first  who  corroded  his 
plates  Avith  aqua-foriis,  partake  largely  of  the  stiff,  dry,  and  Gothic  manner,  peculiar 
to  the  country  and  tho  period,  and  which  to  this  day  is  more  or  less  discernible  in 
German  art.  If  Diirer  had  been  so  fortunate  as  to  have  had  the  pictures  of  Eaffaelle 
to  engrave,  he  would  doubtless  have  left  the  world  prints  of  a  very  different  character 
from  those  we  now  see  :  we  should  have  had  more  grace  of  expression,  and  freedom 
of  lines,  but  less  originality  in  the  style  of  execution,  and  probably,  less  vigour. 
Diirer  engraved  only  his  own  designs,  and  his  faults  or  defects  were  those  of  liis 
time:  but  notwithstanding  his  Gothic  bondage,  nothing  that  has  ever  appeared  in 
more  recent  periods  surpasses,  in  executive  excellence,  his  '  St.  Jerome  seated  in  a 
Eoom  ; '  here  all  the  objects  are  rendered  with  a  fidelity  that  only  tho  camera  could 
emulate.  That  very  remarkable  and  mysterious  composition  known  as  '  The  Deatli's 
nead,'_is  also  a  masterly  example  of  execution  :  the  helmet,  with  all  its  pomp  of 
heraldic  appendage,  and  the  actual  and  reflex  lights  on  its  polished  surface,  are 
characteristically,  thougli  minutely,  expressed:  the  skull  is  accurately  drawn,  and 
its  bony  substance  unmistakably  described.  The  head  of  the  Satyr,  with  its  beard 
and  wild  redundance  of  snaky  tangled  hair,  has  considerable  and  well-managed 
breadth  of  light  and  shade:  tho  drapery  of  the  female,  quaint  as  it  is  in  stylo,  is  not, 
as  we  see  it  in  Diirer's  other  works,  hard,  stiff,  and  formal,  but  relaxes  into  freedom 
and  simplicity,  and  has  quite  a  silky  texture ;  in  fact,  it  approaches  very  nearly  to 
what  wo  now  call  '  picturesque  composition  of  forms,  and  light  and  shade.'  Diirer's 
caching  appears  to  have  been  bitten  in,  or  corroded  with  the  acid,  at  once.    He  seem^ 
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either  not  to  have  known,  or  did  not  caro  to  practise,  the  process  now  adopted,  of 
'stopping  out,'  for  the  purpose  of  producing  gradation  of  sliadc.  The  admirable 
wood  engravings  by  this  artist  arc  reforrod  to  in  their  proper  phice. 

The  works  of  Van  Loydou,  the  Dutchman,  are  oven  more  Gothic  in  taste  and  stylo 
than  those  of  Diiror,  with  whom  he  is  said  to  have  been  intimately  acquainted  :  they 
exhibit  the  same  amount  or  degree  of  stiff,  angular  drapery ;  as  much,  perhaps  even 
more,  inattention  to  grace  and  dignity  of  form,  without  his  fertile  imagination,  his 
occasional  vigoiu',  and  his  truthful  observation  of  individual  nature.  His  execution  is 
neat  and  clearly  defined,  but  his  plates  are  deficient  in  firmness  and  harmonious  effect, 
and  his  linos  are  without  variation  in  substimce ;  those  that  represent  near  objects, 
and  those  that  express  objects  at  a  distance,  are  equally  fine  and  delicate;  hence  the 
monotouy  apparent  in  his  prints.  They  are  almost  entirely  sacred  or  legendary  sub- 
jects, from  his  own  designs  ;  among  the  finest  are  '  The  Temptation  of  St.  Anthony,' 
engraved  in  1509,  when  he  was  only  thirteen  years  of  age,  ♦  The  Crucifixion,'  and  the 
'Adoration  of  the  Magi. 

It  would  be  beyond  the  province  of  this  notice  to  record  the  progress  of  the  art, 
through  the  continental  schools,  till  it  took  root  in  England ;  yet  a  short  history  of  its 
introduction  and  growth  on  our  soil  may  not  be  considered  out  of  place. 

Until  tlie  middle  of  the  last  centiiry,  neither  painting  nor  engraving  had  attained 
any  eminence  in  this  country;  the  latter  art,  especially,  was  practised  chiefly  by 
foreigners,  as  Hollar,  Simon,  Vaillant,  Blooteling,  &c. ;  previously  to  whom  we  had, 
of  our  own  countrymen,  Faithorne,  an  admirable  engraver  of  portraits,  Payne,  White, 
and  one  or  two  others  of  inferior  merit ;  but,  with  the  exception  of  Faithorne,  none 
whose  works  are  now  held  in  much  esteem.  The  encouragement  afforded  by  George 
III.,  almost  as  soon  as  he  ascended  the  throne,  to  the  fine  arts  generally,  and  the 
establishment  of  the  Royal  Academy,  which  offered  to  artists  a  position  in  the  country 
they  had  never  before  held,  gave  an  impulse  to  every  section  or  branch  of  art  pro- 
fessors. Hogarth's  name  had,  however,  become  widely  known  many  years  before : 
his  numerous  plates,  all  of  them  from  his  own  designs,  are  to  this  day  much  sought 
after,  not  so  much,  perhaps,  for  any  especial  excellence  as  examples  of  fine  engrav- 
ings, as  for  the  talent  and  geniiis  which  the  subjects  display.  '  Hogarth  composed 
comedies  as  much  as  Moliere,'  was  the  remark  of  "Walpole :  he  died  just  as  art  was 
beginning  to  be  recognised  and  patronised  in  England.  Francis  Vivares,  a  French- 
man by  birth,  but  long  settled  in  England,  where  he  studied  the  art  under  Chatelain, 
carried  landscape-engraving  to  a  high  point  of  excellence ;  some  of  his  prints  after 
pictures  by  Claude  and  Gaspar  Poussin  exhibit  remarkable  freedom  in  the  foliage  of 
the  trees,  and  truth  in  the  texture  of  the  various  objects  introduced  in  the  landscape. 
Woollett,  born  at  Maidstone,  in  Kent,  who  died  in  1785,  and  Sir  Eobert  Strange,  a 
native  of  one  of  the  Orkney  Islands,  who  died  in  1792,  advanced  the  art  still  further ; 
indeed,  it  is  a  question  whether  engraving  has  ever  found  more  able  exponents  than 
these  two  distinguished  men :  the  latter  engraved  several  portraits,  which  have  rarely 
been  surpassed  at  any  period  in  the  history  of  art.  The  works  of  both  these 
engravers  are  characterised  by  bold  and  vigorous  execution,  produced  by  the  com- 
bined use  of  the  etching-needle  and  the  graver.  Cotemporary  with  these,  or  their 
immediate  successors,  were  Browne,  who  sometimes  worked  with  Woollett,  Bartolozzi, 
Hall,  Eooker,  Green,  Ryland,  Watts,  Sharp,  McArdell,  Smith,  Earlom,  &c. ;  all  aided, 
by  their  proficiency,  to  uphold  the  honour  of  the  art ;  while  John  Landseer,  Raimbach, 
Engleheart,  Pye,  and  John  Burnet,  may  be  regarded  as  the  chief  connecting  links 
between  the  past  generation  and  the  present. 

Engraving  on  metal  plates  may  be  classed  under  the  following  heads : — Etching,  line, 
mezzotinio,  chdh,  sti'pple,  and  aquatint.  Before  describing  the  processes^  of  working 
these  respective  kinds,  a  notice  of  the  instruments  used  by  the  engraver  is  necessary. 
These,  with  some  modifications,  are  employed  in  all  the  styles. 

The  etcJiing-point,  or  needle,  is  a  stout  piece  of  steel-vnre  inserted  into  a  handle;  two 
or  three,  varying  in  thickness,  are  requisite,  and  they  should  be  frequently  and  care- 
fully sharpened.  This  is  best  done  by  tm-ning  the  needle  round  in  the  fingers  while 
rubbing  it  on  a  hone,  and  afterwards  on  a  leather  strop  prepared  with  putty  powder, 
or  on  an  ordinary  razor-strop,  to  take  off  any  roughness,  and  to  make  it  perfectly 

^°  The  dry-point  is  a  similar  instrument,  used  for  delicate  lines :  it  must  be  sharpened 
on  the  hone  till  a  fine  conical  point  is  obtained.  ,      ,  . 

The  qraver  or  burin,  is  the  principal  instrument  employed  in  engraving:  several 
are  required  differing  from  each  other  in  form,  from  the  extreme  lozenge  shape  to  the 
square;  the 'former  being  used  for  cutting  fine  lines,  the  latter  for  broad  :  the  graver 
fits  into  a  handle  about  five  inches  and  a  half  long,  and  it  should  be  well  tempered 
before  using,  an  operation  requiring  great  care.  The  angle  at  the  meeting  of  the  two 
Jowor  sides  is  called  the  belly,  and  tlie  breadth  of  the  end,  the  face.   To  sharpen  the 
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1  «f  the  flat  sides  of  the  graver  on  the  oilstone,  keeping  the  right  arm 

former  hiy  f^^rsi  k'nd  riib  it  firmly  ;  next  rub  the  other  in  the  same  way :  the 
tolerably  close  to  f'^^^J.^J^'^j^f/^^^^^^^^^  the  hand,  with  the  belly  upwards,  in  a  slant- 
l=.ce  ,s  ^'^-f  the  stone,  at  an  angle  of  about  forty-five 

^^'^'^tvin^r  te  ircarry  it  evenly  along  until  it  acquires  a  very  sharp  point:  th.s 
f  ^r^n  ;^^Sd  the  engj^^^^^^  a  little  nioreVgl^t  to  square  the  point,  which  a  very 

"  1  iJls  ill  effecL  The  graver  for  line^ovk  mnstbe  slightly  turned  up  to  enable 
fowrubbings  ^^ll  encct         y  otherwise,  the  first  indentation  he  makes  on  the 

i^''t:i"Sc'r.iiseh^  to  become  fixed:  the  graver  for  .tipple  should  be 

^'I'KXt  S  iSatlhrt'finted  sides,  is  used  for  taking  oflf  the  burr  left 
bv  the  action  of  the  needles  on  the  metal.  , .       .  j  i.  „ 

The  burnisher  is  employed  to  soften  lines  that  have  been  bitten  m,  ov  engraved  too 
dark,  and  to  polish  the  plate,  or  get  rid  of  any  scratches  at  may  accidentally  have 

The  dabber  used  to  lay  the  cfcJdng-ground  evenly,  is  made  by  enclosing  a  small 
quantity  of  fine  cotton  wool  very  tightly  in  a  piece  of  silk,  the  threads  of  which 
should  be,  as  much  as  possible,  of  uniform  thickness.  i  w  fi,.„ 

There  are  a  few  other  materials  which  an  engraver  should  have  at  hand,  but  tliey 
are  not  of  sufficient  importance  to  bo  mentioned  here ;  we  may,  however,  point  out 
what  is  technically  called  a  bridge,  which  is  nothing  more  than  a  thin  board  for  the 
hand  to  rest  on ;  it  should  be  smoothly  planed,  and  of  a  length  and  breadth  in 
proportion  to  the  size  of  the  plate;  at  each  end  a  small  piece  of  wood  should 
bo  fastened  to  raise  it  above  the  plate  when  covered  with  wax,  A  bhnd,  made 
of  tissue-paper  stretched  upon  a  frame,  ought  to  be  placed  between  the  plate  and 
the  light,  to  enable  the  engraver  to  see  his  work  on  the  metal  with  greater  facility 
and  clearness.  ,  .  ^ 

In  describing  the  processes  of  engraving  the  various  styles  enumerated  above,  little 
more  than  a  general  outline  of  each  method  can  be  given,  yet  sufficient,  it  may  be 
presumed,  to  show  the  nature  of  the  operation :  to  narrate  all  the  details  that  might 
be  included  on  the  subject  would  supply  matter  enough  for  a  small  volume. 

Etching  may  be  classed  under  two  heads  :  that  which  is  made  the  initiatory  process 
in  line-engraving,  and  that  which  is  known  as  painter' s-etching  :  the  latter  was  prac- 
tised to  some  extent  by  very  many  of  the  old  painters,  particularly  those  of  the  Dutch 
school ;  and  it  has  also  come  into  fashion  with  many  of  the  artists  of  our  own  day, 
but  more  for  amusement,  however,  than  for  any  other  purpose ;  in  both  cases  the 
method  of  proceeding  is  alike.  Etching  is  the  result  of  a  chemical  process  resulting  in 
corrosion  of  the  metal  on  which  the  design  has  been  laid  down,  or  transferred,  in  the 
following  manner.  The  plate  must  first  be  covered  with  a  substance  already  spoken  of 
as  etching-ground,  which  may  be  purchased  of  most  of  the  principal  artists'  colourmen, 
but  many  engravers  make  their  own  :  the  annexed  receipt  has  been  handed  to  us  by 
Mr.  C.  W.  Slial'pe,  who  has  engraved  some  very  large  steel-plates,  as  that  which  he 
always  uses : — 

Pai*t8 

Black  pitch      .       .  1 

White  wax  1 

Bitfgundy  pitch .   ^ 

Asphaltum  1 

Gum  mastic  1 


IMelt  tlie  first  three  ingredients  over  a  slow  fire  in  a  pipkin,  then  add  the  other  two, 
finely  powdered,  stirring  the  whole  together  all  the  time ;  when  well  mixed,  pour  it 
into  warm  water,  and  make  it  up,  while  warm,  into  balls  ;  if  too  soft,  a  little  less  wax 
should  be  used.  Care  must  be  taken  not  to  let  the  mixture  burn  during  the  process 
of  making. 

The  etching-ground  resists  the  action  of  the  aqua-fortis.  It  should  be  tied  up  in  a 
piece  of  strong  silk,  and  applied  thus,  which  is  called  laying  the  ground : — Take  the 
plate  firmly  in  a  small  hand  Ance ;  hold  it,  with  the  polished  face  \ipwards,  over  a 
charcoal  fire,  that  it  may  not  get  smoked,  till  it  is  well,  but  not  too  much,  heated  :  rub 
the  etching-ground,  in  the  silk,  over  the  plate  till  it  is  evenly  covered ;  the  wax, 
meriting  with  the  heat,  oozes  through  the  silk.  To  effijct  a  more  equal  distxibution 
of  ground,  take  the  dabber  and  dab  the  plate  gently  all  over,  till  it  appears  of  an 
uniform  colour ;  continue  the  dabbing  till  the  plate  begins  to  cool,  but  not  longer. 
The  ground  is  then  blackened  by  being  hold  over  the  smoko  of  a  candle,  or  two  or 
tlirt'o  tied  together, — wax  is  far  preferable  to  tallow ;  keep  the  plate  in  motion,  so 
that  every  part  bo  made  equally  dark,  and  also  to  avoid  injury,  by  burning,  to  the 
composition  ;  when  cold  the  plate  is  ready  to  receive  the  design.   To  transfer  this,  a 
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H  'Zlf.  ?!       '''^^'"^    "^^^^  ^^th  a  black-lead  pencil  on  a  piece  of  thin 

on  o  ;    nV  1  •  ''"'-'f '      ^'"''^"e-  ••^'^  the  top  edge,  witli  its  face  downward 

Z^^T'S^rr^'-^:^  '  of  banldngVax,  do;cribed  hereafter,  andT; 

bo  tSC^  1  P"»ting-pross-sucli  as  is  used  by  plate  printers,  to  whom  it 
overtL^h  f  ~  drawing  18  transferred  to  tlie  ground.  The  iri^^c  being  laid 
whTcl    n.5   «  '.W  etching  may  now  be  commenced ;  tlie  points,  or  needles, 

thov  r;  /  wf^'\'^'"uS°' ^  the  ground  from  the  metel  whereve; 

they  pass  and  expose  the  latter  to  the  action  of  the  acid  during  the  process  of  what 
IS  termed  hHng-zn.  The  needles  with  the  most  tapering  points !houldTe  us' d for  th^ 
skies  and  distances,  changing  them  for  others  for  the  foreground,  which  generaUy  re^ 
quires  broader  and  deeper  1  nes.  Any  eiTor  that  has  been  made  may  be  feSed  by 
covering  tlie  par  evenly  with  the  etching-ground  mollified  by  spirits  of  JCentine 

3dVrouglii"t   "  "'^''^^^'^  1^"-  b?re-' 

_  The  next  operation  is  that  of  bitivff-in,  performed  thus  :-A  wall  or  border  of  bank- 
zng-wax  is  put  round  the  edge  of  the  plate  :  this  wax,  called  sometimes  bordJL  wcuc, 
nnf^f  ,  ^  -        f  ""T-  ^    ^'^.^''V       elazed  pot.  two  parts  of  Burgundy  pitch,  and 
one  of  bees  -wax,  to  which  is  added  when  melted,  a  gill  of  sweet  oil ;  when  cold  it  is 
quite  hard  biit  by  immersion  in  warm  water  it  becomes  soft  and  ductile,  and  must  be 
aplied  m  this  state  :  It  will  adhere  to  the  metal  by  being  firmly  pressed  down  with 
the  hand:  the  object  in  thus  banking  up  the  plate  is  to  prevent  the  escape  of  the 
aMd  which  IS  to  be  applied;  but  a  spout  or  gutter  must  be  left  at  one  comer  to  pour 
off  the  liquid  when  necessary.    Mr.  Pielding,-to  whoso  work  on  the  art  of  engravinc 
we  are  indebted  for  some  of  the  practical  hints  here  adduced,  availing  ouiselvej 
however,  of  the  improvements  introduced  into  modern  practice,— recommends  the 
following  mixture  as  the  best :—' Procure  some  strong  nitric  acid,  and  then  mix,  in 
a  wide-mouthed  bottle,  one  part  of  the  acid,  with  five  parts  of  water,  adding  to  it  a 
small  quantity  of  sal-ammoniac,  in  the  proportion  of  the  size  of  a  hazel-nut  to  one 
pint  of  acid  when  mixed  for  biting.    The  advantage  of  using  the  sal-ammoniac  is, 
that  it  has  the  peculiar  property  of  causing  the  aqua-fortis  to  bite  more  directly  down- 
wards, and  less  laterally,  by  whicli  means  lines  laid  very  closely  together  are  less 
liable  to  run  into  each  other,  nor  does  the  ground  so  readily  break  up.'   When  the 
mixture  IS  cool— for  the  acid  becomes  warm  when  first  mixed  with  water— pour  it 
on  the  plate,  and  let  it  continue  there  till  the  more  delicate  lines  are  presumed  to  be 
corroded  to  a  sufficient  depth;  this  will  probably  be  in  about  a  quarter  of  an  hour- 
sweep  off  tlie  bubbles  as  they  appear  on  the  plate,  with  a  camel's-hair  pencil,  or  a 
feather ;  then  pour  off  the  acid  through  the  gutter  at  the  corner,  wash  the  plate  with 
warm  water,  and  leave  it  to  dry.    Next,  cover  those  parts  which  are  sufficiently 
bitten  in  with  Brunswick  black,  appljdng  it  with  a  camel's-hair  pencil,  and  leave  it  to 
dry  ;  again  put  on  the  acid,  and  let  it  remain  twenty  minutes  or  half  an  hour,  to  give 
the  next  degree  of  depth  required  ;  and  repeat  this  process  of  stopping  out  and  biting 
171,  until  the  requisite  depths  are  all  attained :  three  bitings  are  generally  enough  for  a 
painter's  etching.    The  work  is  now  complete,  unless  the  graver  is  to  be  used  upon  it, 
and  the  banking-wax  may  be  removed,  by  slightly  warming  the  margin  of  the  plate  ; 
and,  finally,  wash  the  latter  with  a  soft  rag  dipped  in  spirits  of  turpentine,  and 
rubbing  it  with  olive-oil.    If,  when  the  plate  is  cleaned,  the  engraver  finds  thaf  the 
acid  has  acted  as  ho  wishes,  he  has  secured  what  is  technically  termed  'a  good 
bite.' 

Steel  plates  require  another  method  of  biting-in,  on  account  of  their  extreme  hard- 
ness, and  liability  to  rust;  the  mode  just  described  is  applicable  only  to  copper, 
the  metiil  generally  used  by  painters  for  their  etchings.    Por  steel  plates  mix 
. together 

Ports 

Pyroligneous  acid  1 

Nitric  acid  1 

Water  3 


This  mixture  should  not  be  allowed  to  remain  on  above  a  minute ;  let  it  be  washed 
off  at  once,  and  never  use  the  same  water  twice ;  the  plate  must  be  set  up  on  its  edge, 
and  dried  as  quickly  as  possible  to  avoid  rust :  the  acid  may  be  strengthened  where 
a  stronger  tint  is  required. 

Ee-hithig,  a  process  frequently  adopted  to  increase  the  depth  of  tint  where  it  is 
required,  or  to  repair  any  portion  of  a  plate  that  has  been  worn  by  printing  or  acci- 
dentally injured,  is  thus  performed.  The  plate  must  be  thorouglily  cleaned,  all  traces 
of  grease  removed,  by  washing  it  with  spirits  of  turpentine  and  potass,  and  polished 
with  whiting ;  it  is  then,  when  warmed  over  a  rliarcoal  fire  or  with  lighted  paper, 
ready  for  receiving  the  ground ;  this  is  laid  by  using  a  dabber  charged  with  etching- 
ground,  and  carefully  dabbing  the  surface ;  by  this  means  the  surfece  of  the  plate 
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,  •  ^^.A  anrl  the  lines  {ilreadv  onmaved  axo  left  clear ;  auy  part  of  the  plato 
?b"^?;try  n^tL  no  t"  ^toppod  out  with  Brunswick  black. 

S^fLn  the  acid  may  be  poured  oyer  the  whole,  as  in  the  first  process.  _ 

£^a  on  '^  V^^^^     ^  «tyle  of  engraving  former  y  much  practised  m  imi  abon 

n?nlK  T^rncil  drawings ;  since  the  introduction  of  lithogi-a,phy,  however,  it  has 
i     :i^rJlv^randoner         soft  is  made  by  adding  one  part  of  hog's  lard 

to  tLoe  pSsS  co^^^^^^  or  hard,  eUing-ground,  unless  the  weather  bo  very  warm, 
when  a  sWler  quantity  of  lard  will  suffice  ;  it  should  bo  laid  on  and  smoked  in  the 
mann  r  already  described.  Mr.  Fielding  gives  the  following  method  for  working  on 
r  'Draw  the  outUne  of  your  subject  faintly  on  a  piece  of  smooth  thin  wi-iting- 
mner  which  must  be  at  least  an  inch  larger  every  way  than  the  plate  ;  then  damp  it, 
and  spread  it  cautiously  on  the  ground,  and  turning  the  edges  oyer,  paste  down  to  the 
back  of  the  plate  ;  in  a  few  hours  the  paper  wiU  be  dry,  and  stretched  quite  smooth. 
Besting  your  hand  on  the  bridge,  take  an  H  or  HB  pencil,  and  draw  your  subject  on 
the  paper  exactly  as  you  wish  it  to  be,  pressing  strongly  for  the  darker  touches,  and 
more  lightly  for  the  delicate  parts,  and,  accordingly  as  you  find  the  ground  more  or 
less  soft  which  depends  on  the  heat  of  the  weather  or  the  room  you  work  m,  use  a 
softer  or  harder  pencil,  remembering  always  that  the  softer  the  ground  the  softer  the 
pencil '  (should  be).  '  When  the  drawing  is  finished,  lift  up  the  paper  carefully  from 
the  plate,  and  wherever  you  have  touched  with  the  pencil,  the  ground  will  stick  to 
the  paper,  leaving  the  copper  more  or  less  exposed.  A  wall  is  then  put  round  the 
margin,  the  plate  bit  in,  and  if  too  feeble,  re-bit  in  the  same  way  as  a  common  etching, 
using  liari  ctching-groimd  for  the  re-bite.' 

ii?ze-ewr«?;Mi^  unquestionably  occupies  the  highest  place  in  the  category  of  the  art ; 
and,  taking  it  as  a  whole,  it  is  the  most  suitable  for  representing  the  various  objects 
that  constitute  a  picture.  The  soft,  pulpy,  and  luminous  character  of  flesh  ;  the  rigid, 
hard,  and  metallic  character  of  armour;  the  graceful  folds  a,nd  undulations  of  draperies, 
the  twittering,  unsteady,  and  luxuriant  foliage  of  trees,  with  the  bright  yet  deep-toned 
colour  of  skies,  have  by  this  mode,  when  x^ractised  by  the  best  engravers,  been  more 
successfully  rendered  than  by  any  other.  The  process  of  line-engraving  is,  first,  to 
etch  the  plate  in  the  manner  already  described,  and  afterwards  to  finish  it  with  the 
graver  and  dry  point.  An  engraver's  etching  differs  from  a  painter's  etching  in  that 
eveiy  part  of  the  work  has  an  unfinished  appearance,  though  many  engravers,  espe- 
cially of  landscapes,  carry  their  etchings  so  far  as  to  make  them  very  effective : 
engravers  of  historical  and  other  figure  subjects,  generally,  do  little  more  than  etch 
the  outlines,  and  the  broad  shadowed  masses,  or  colours,  of  the  draperies  ;  the  flesh 
being  entirely  worked  in  with  the  hurin,  or  graver:  no  definite  rules  can  be  laid 
down  as  to  the  extent  to  which  the  etching  should  be  advanced  ere  the  work  of  the 
tool  commences,  as  scarcely  two  engravers  adopt  the  same  plan  precisely:  much 
must  always  depend  on  the  natxire  of  the  subject.  Neither  would  it  be  possible  to 
point  out  in  what  particular  way  the  graver  should  be  used  in  the  representation  of 
any  particular  object:  this  can  only  be  learned  in  the  studio  of  tlae  master,  or  by 
studying  the  works  of  the  best  engravers  :  as  a  rule  it  may  be  simply  stated,  that  in 
making  the  incision,  or  line,  the  graver  is  pushed  forward  in  the  direction  required, 
and  should  be  held  by  the  handle,  at  an  angle  very  slightly  inclined  to  the  plane  of 
the  steel  or  copper  plate :  the  action  of  the  graver  is  to  cut  the  metal  clean  out. 

Some  years  ago  an  instrument,  called  a  ruling  machine,  was  invented  by  Mr.  Wilson 
Lowry,  and  has  been  brought  into  use  for  laying  in  fiat  tints  in  skies,  buildings,  and 
objects  requiring  straight,  or  slightly  curved  lines :  considerable  time  is  saved  to  the 
artist  by  its  use,  and  more  oven  tints  are  produced  than  the  most  sldlful  hand-work 
generally  is  able  to  effect ;  but  to  counterbalance  these  advantages,  freedom  is  fre- 
quently sacrificed,  and  in  printing  a  large  number  of  impressions,  the  machine-work, 
unless  very  skilfully  ruled  in,  is  apt  to  wear,  or  to  become  clogged  with  ink,  sooner 
than  that  which  is  graved. 

Mc::zotinto  engraving  is  generally  sxipposed  to  owe  its  origin  to  Colonel  Ludwig  von 
Siegen,  an  officer  in  the  service  of  the  Landgrave  of  Hesse  ;  there  is  extant  a  portrait 
by  him,  in  this  style,  of  Amelia,  princess  of  Hesse,  dated  1643.  Yon  Siegen  is  said 
to  have  commimicated  his  invention  to  Prince  Eupert,  to  whom  many  writers  have 
assigned  the  credit  of  originating  it :  there  are  several  plates  executed  by  the  Prince 
still  in  existence.  It  differs  from  every  other  style  of  engraving,  both  in  execution 
and  in  the  appearance  of  the  impression  which  the  plate  yields  :  a  mezzotint  engraving 
resembles  a  drawing  done  in  washes  of  colour,  by  means  of  a  camel's-hair  pencil, 
rather  than  a  work  executed  with  any  sharp-pointed  instrument;  but  a  pure  mezzo- 
tint engraving  is  rarely  produced  in  the  present  day,  even  for  portraits  :  the  advan- 
tngcs  derived  from  comlniiing  line  and  stipple,  of  which  we  shall  speak  presently, 
with  it,  to  express  the  difforcnt  kinds  of  texture  in  objects,  have  been  rendered  so 
obvious  as  almost  to  make  them  necessary :  this  combination  is  termed  the  mixed 
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style,  riio  distingmshiiig  oxcolloncos  of  mezzotint  aro  tho  rich  depth  of  it«  shadows 
fiu  oxquisito  softness,  and  tho  harmonious  blending  of  light  and  shade  :  on  tho  other 
iiana,  Its  groat  dofoet  is  tlio  oxtromo  coldness  of  tho  higli  lights,  especially  where  they 
occur  in  broad  masses.  t.     b     •    i-       j  j 

Tho  instruments  used  for  this  kind  of  work  aro,  burnishers,  scrapers,  shading  tools, 
roiacttes,  and  a  cradle,  or  rocking  tool.  Tho  burnisher  and  scraper  differ  in  form  from 
thoso  already  described  :  tho  roulette  is  used  to  darken  any  part  which  may  have  been 
scraped  away  too  much ;  it  ought  to  be  of  different  sizes :  the  cradle  is  of  tho  same 
lorm  as  the  shading  tool,  and  is  used  for  the  purpose  of  laying  grounds. 
•  "^^f  operation  of  engraving  in  mezzotint  is  precisely  the  opposite  of  that  adopted 
m  all  other  styles :  the  processes  in  tho  latter  are  from  light  to  dark,  in  the  former 
from  dark  to  light,  and  aro  thus  effected.  A  plate  of  steel  or  copper  is  indented  all  over 
its  fiico  by  the  cradle,  an  instrument  which  somewhat  resembles  a  chisel  with  a  toothed 
or  serrated  edge,  by  which  a  burr  is  raised  on  every  part  in  such  quantities  that  if 
filled  in  with  ink,  and  printed,  the  impression  would  exhibit  a  uniform  mass  of  deep 
black :  this  operation  is  willed  laying  the  ground;  it  is  performed  by  rocking  the  cradle 
to  and  fro,  and  the  directions,  or  wa'ys,  as  the  engravers  call  them,  are  determined  by 
a  plan,  or  scale,  that  enables  the  engraver  to  pass  over  the  plate  in  almost  any  number 
of  directions  without  repeating  any  one  of  them.  When  an  outline  of  the  subject 
has  been  first  etched  in  the  ordinary  way  before  the  ground  is  laid,  the  engraver  pro- 
ceeds to  scrape  away,  and  then  burnish  the  highest  lights,  after  which  the  next  lightest 
parts  are  similarly  treated,  and  the  process  is  repeated  after  this  manner  till  the  work 
is  finished  ;  the  deepest  shades  are  produced  from  the  ground  that  is  left  untouched. 
There  is,  however,  no  style  of  engraving  for  the  execution  of  which  it  is  so  difficult  to 
lay  down  any  definite  rules,  for  almost  every  engi-aver  has  his  own  method  of  working. 

Chalk  or  stipple  engraving,  for  the  terms  are  synonymous,  is  extremely  simple. 
The  plate  has  first  to  be  covered  with  the  etching  ground,  and  the  subject  transferred 
to  it  in  the  ordinary  way  :  the  outline  is  then  laid  in  by  means  of  small  dots  made 
with  the  stipple  graver ;  all  tho  darker  parts  are  afterwards  etched  in  dots  larger  and 
laid  closer  together.  The  work  is  then  bitten  in  with  the  acid ;  and  the  ground  being 
taken  off,  the  stipple  graver  must  again  be  taken  up  to  complete  the  operation  ;  .the 
light  parts  and  the  dark  are  respectively  produced  by  small  and  large  dots  laid  in 
more  or  less  closely  together.  Stipple  is  well  adapted  for,  and  is  often  used  in,  the 
representation  of  flesh,  when  all  the  other  parts  of  the  subject  are  executed  in  line  : 
hence  it  is  very  frequently  employed  in  portraiture,  and  in  engravings  from  sculpture. 
Chalk  engraving  is  simply  the  imitation  of  drawings  in  chalk,  and  is  executed  like 
stipple,  only  that  the  dots  are  made  with  less  regularity,  and  less  uniformity  of  size  ; 
in  tho  present  day,  the  two  terms  are  generally  considered  as  expressing  the  same 
kind  of  work. 

Aquatint  engraving,  which  represents  a  drawing  in  Indian-ink  or  bistre  even  more 
than  does  mezzotint,  has  been  almost  entirely  superseded  by  lithography,  and  still 
more  recently  by  chromo-lithography ;  and  tliere  seems  little  probability  that  it  will 
ever  come  into  fashion  again.  This  being  the  case,  and  as  any  detailed  description 
of  the  mode  of  working  would,  to  be  of  any  service,  occupy  a  very  considerable  space, 
it  will,  doubtless,  be  deemed  sufficient  to  give  only  a  brief  outline  of  its  character  and 
of  the  mode  of  operation  ;  this  we  abbreviate  from  the  notice  of  Mr.  Fielding,  for- 
merly one  of  our  most  able  engravers  in  aquatint.  The  process  consists  in  pouring 
over  a  highly-polished  copper-plate  a  liquid  composed  of  resinous  gum,  dissolved  in 
spirits  of  wine,  which  latter,  evaporating,  leaves  the  resin  spread  all  over  the  plate  in 
minute  grains  that  resist  the  action  of  the  aqua-fortis,  which,  however,  corrodes  the 
bare  surface  of  the  copper  that  is  left  between  them  :  this  granulated  surface  is  called 
a  ground.  The  ground  having  been  obtained,  the  margin  of  the  plate  should  be  var- 
nished over,  or  stopped  out,  and,  when  dry,  the  subject  to  be  aquatinted  must  be 
transferred  to  the  plate,  either  by  tracing  or  drawing  with  a  soft  blacldead  pencil, 
which  maybe  used  on  the  ground  with  nearly  the  same  facility  as  paper ;  if  the  former 
method  be  adopted  the  tracing  must  be  carefully  fastened  down  to  the  copper  by  bits 
of  wax  along  the  upper  edge.  A  piece  of  thin  paper,  covered  on  one  side  with  lamp- 
black and  sweet  oil,  is  placed  between  the  tracing  and  the  ground,  with  the  coloured 
side  downwards,  and  every  lino  of  tlio  subject  must  be  passed  over  with  the  tracing 
point,  using  a  moderate  pressure.  The  tracing  being  finished  and  the  paper  removed, 
a  wall  of  prepared  wax,  about  three  quarters  of  an  inch  high,  must  be  put  round  tho 
plate,  Avith  a  large  spout  at  ono  corner,  to  allow  of  the  acid  running  off. 

Tho  plate  is  now  ready  for  use  ;  nnd  the  completion  of  the  design  is  commenced  by 
stopping  out  tho  highest  lights  on  tlie  edges  of  clouds,  water,  &c.,  with  a  mixture  of 
oxido  of  bismuth  and  turpentine  varnish,  diluting  it  with  spirits  of  turpentine  till  of  a 
proper  consistence  to  work  freely.  Next  pour  on  the  acid,  composed  of  one  pirt  of 
strong  nitric  acid  and  five  parts  of  water;  lot  it  remain,  according  to  its  strength, 
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from  half  a  minute  to  a  minute,  then  let  it  run  oflF,  wash  the  plate  two  or  three  times 
with  clean  water,  and  dry  it  carefully  witli  a  linen  cloth.  This  process  of  stopping- 
cut  and  biting-in  is  continued  till  the  work  is  complete ;  each  time  the  aqua-fortis  is 
annliod  a  fresh  tint  is  produced,  and  as  each  part  successively  becomes  dark  enough 
it  is  stopped  out;  in  this  manner  a  plate  is  often  finished  with  one  ground  bitten 
in  ten  or  twelve  times.  We  would  recommend  those  who  may  desire  to  become 
thoroughly  acquainted  with  this  very  interesting  yet  difficult  mode  of  engraving  to 
consult  Fielding's 'Art  of  Engraving.'  _ 

'  A  few  remarks  explanatory  of  the  method  of  printing  steel  or  copper  plates  seem  to 
be  inseparable  from  the  subject.  The  press  used  for  the  purpose  consists  of  two 
cylinders  or  rollers  of  wood,  supported  in  a  strong  wooden  frame,  and  moveable  at  their 
axes.  One  of  these  rollers  is  placed  just  above,  and  the  other  immediately  below,  the 
plane  or  table  upon  which  the  plate  to  be  printed  is  laid.  The  upper  roller  is  turned 
round  by  means  of  cogged  wheels  fixed  to  its  axis.  The  plate  being  inked  by  a  printer's 
inking-roUer,  an  operation  requiring  great  care,  the  paper  which  is  intended  to  receive 
the  impression  is  placed  upon  it,  and  covered  with  two  or  three  folds  of  soft  wooUen 
stuff  like  blanketing.  These  are  moved  along  the  table  to  the  spot  where  the  two 
rollers  meet ;  and  the  upper  one  being  turned  by  the  handle  fixed  to  the  fly-wheel,  the 
plate  passes  through  it,  conveying  the  impression  as  it  moves ;  the  print  is  then  taken 
off  the  plate,  which  has  to  undergo  the  same  process  of  inking  for  the  next  and  every 
succeeding  impression.  The  proofs  of  an  engraved  plate  are  always  taken  by  the 
most  skilful  workmen  in  a  printing  establishment ;  in  the  principal  houses  there  are 
^generally  employed  from  two  to  six  men,  according  to  the  amount  of  business  trans- 
acted, whose  duty  it  is  to  print  prodf  impressions  only ;  they  are  called  provcrs.  A 
careful,  steady  workman  is  not  able  to  print  more  than  from  180  to  200  good  ordinary 
impressions  from  a  plate,  the  subject  of  which  occupies  about  seven  inches  by  ten  inches, 
even  in  what  is  considered  a  long  day's  work,  that  is,  about  fourteen  hours  ;  the  prover, 
from  the  extreme  care  required  in  inking  the  plate,  and  from  the  extra  time  occupied 
in  wiping  it,  and  preparing  the  Indian-paper,  will  do  from  thirty  to  forty,  according  as 
the  subject  of  the  plate  is  light  or  heavy.  This  difference  in  the  cost  of  production, 
taking  also  into  account  that  the  proofs  are  worked  off  before  the  plate  has  become 
worn,  even  in  the  least  degree,  and  that  very  few  proofs,  compared  with  the  ordinary- 
prints,  are  generally  struck  off,  is  the  reason  why  they  are  sold  at  a  price  so  much 
greater  than  the  latter. 

Notwithstanding  the  vast  multiplication  of  engravings  within  the  last  few  years,  it 
is  generally  admitted,  by  those  best  acquainted  with  the  present  state  of  the  art,  that 
it  is  not  in  a  healthy  condition.  The  highest  class  of  pictorial  subjects — history,  and 
the  highest  style  of  engraving — line,  have  given  place  to  subjects  of  less  exalted  cha- 
racter, and  to  a  mixed  style  of  work,  which,  however  effective  for  its  especial  purpose, 
is  not  pure  art.  The  pictures  by  the  late  Sir  E.  Landseer  have  gained  for  engravings  of 
Buch  subjects  a  popularity  that  has  driven  almost  everything  else  out  of  the  field,  and 
have  created  a  taste  in  the  public  which  is  scarcely  a  matter  of  national  congratulation. 
We  have  engravers  in  the  country  capable  of  executing  works  equal  to  whatever  has  been 
produced  elsewhere  at  any  time,  but  their  talents  are  not  called  into  requisition  in  such 
a  way  as  to  exhibit  the  art  of  engraving  in  its  highest  qualities.  Publishers  are  not 
willing  to  risk  their  capital  on  works  which  the  public  cannot  appreciate,  and  hence 
their  windows  are  filled  with  prints,  the  subjects  of  which,  however  pleasing  and 
popular,  are  not  of  a  kind  to  elevate  the  taste  ;  while  the  conditions  under  which  en- 
gravers generally  are  compelled  to  work,  offer  but  little  inducement  for  the  exercise 
of  the  powers  at  their  command.  Engraving  on  copper  is  in  the  present  day  but  rarely, 
attempted ;  formerly  nothing  else  was  thought  of ;  now  the  demand  for  engraving  is 
so  great  that  copper,  even  aided  by  the  electrotype,  is  insufficient  to  meet  its  require- 
ments. In  consequence  of  the  comparatively  small  number  of  impressions  which  it 
yields,  a  copper-plate  will  seldom  produce  more  than  500  or  600  good  prints  ;  we  have 
known  a  steel,  with  occasionally  retouching,  produce  more  than  30,000,  when  well 
engraved,  and  carefully  printed ;  very  much  depends  on  the  printer,  both  with  regard 
to  the  excellence  of  the  impression  and  the  durability  of  the  plate.  The  public  demand 
is  for  prints  both  large  and  cheap,  and  to  obtain  this  result,  the  engraver  is  too  often 
obliged  to  sacrifice  those  qualities  of  his  art  which  under  other  circumstances  his  work 
would  exhibit.  Such  is  the  state  of  engraving  with  us  now.  There  are  few,  even  of 
the  best  artists  we  have,  who  by  their  utmost  efforts  can  earn  an  income  equal  to 
that  of  a  tradesman  in  a  small  but  respectable  way  of  business.  This  is  an  evil  to  ba 
deplored,  for  it  assists  to  deteriorate  the  art  by  forcing  the  engraver  to  labour  hard  for 
a  maintenance,  instead  of  placing  him  in  a  position  that  would  enable  him  to  exalt  the 
art  and  his  own  reputation  at  the  same  time. 

A  process  of  depositing  steel  upon  an  engraved  copper-plate  was  some  time  ago 
brmight  over  to  this  country  from  Ii"ranco.    M.  Joubert,  a  French  engraver  long 
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settled  in  England,  introduced  it  hero ;  he  has  informed  us  that  a  copper-plato 
thus  covered  may  bo  made  to  yield  almost  any  number  of  improssionB,  for  as  the 
Bteel  coating  becomes  -worn  it  can  bo  entirely  taken  off,  and  a  now  deposit  laid  on 
without  injury  to  the  engraving,  and  this  may  bo  done  several  times.  M.  .Touhert 
has  repeated  the  experiment  with  the  most  satisfactory  results.  He  thus  describes 
his  process  in  a  communication  made  to  the  Society  of  Arts,  and  printed  in  their 
Journal: — 

'  If  the  two  wires  of  a  galvanic  battery  be  plunged  separately  into  a  solution  of 
iron,  having  ammonia  for  its  basis,  the  wire  of  the  positive  pole  is  immediately  acted 
upon,  wliile  that  of  the  negative  pole  receives  a  deposit  of  the  metal  of  the  solution — 
this  is  the  principle  of  the  process  which  we  have  named  "  acierage." 

'  The  operation  takes  place  in  this  way :  By  placing  at  the  positive  pole  a  plate  or 
sheet  of  iron,  and  immersing  it  in  a  proper  iron  solution,  the  metal  will  be  dissolved 
under  the  action  of  the  battery,  and  will  form  an  hydrochlorate  of  iron,  which,  being 
combined  with  the  hydrochlorate  of  ammonia  of  the  solution,  will  become  a  biclilorido 
of  ammonia  and  iron ;  on  a  coppor-plate  being  placed  at  the  opposite  pole  and  likewise 
immersed,  if  the  solution  be  properly  saturated,  a  deposit  of  iron,  bright  and  perfectly 
smooth,  is  thrown  upon  the  copper-plate,  from  this  principle : — 

*  Water  being  composed  of  hydrogen  and  oxygen : 

'  Sal-ammoniac  being  composed  of — 

'  1st.  Hydrochloric  acid,  containing  chlorine  and  hydrogen  ; 

'2nd.  Ammonia,  containing  hydrogen,  nitrogen,  and  oxygen: 

'The  water  is  decomposed  under  the  galvanic  action,  and  the  oxygen  fixes  itself 
on  the  iron  plate,  forming  an  oxide  of  iron ;  the  hydrochloric  acid  of  the  solution 
acting  upon  this  oxide  becomes  a  hydrochlorate  of  iron,  whilst  the_  hydrogen  preci- 
pitates itself  upon  the  plate  of  the  negative  pole,  and,  unable  to  combine  with  it,  comes 
up  to  the  surface  of  the  solution  in  bubbles. 

'  My  invention  has  for  its  object  certain  means  of  preparing  printing  surfaces, 
whether  for  intaglio  or  surface  printing,  so  as  to  give  them  the  property  of  yielding  a 
considerably  greater  number  of  impressions  than  they  are  capable  of  doing  in  their 
ordinary  or  natural  state.  And  the  invention  consists  in  covering  the  printing  surfaces, 
whether  intaglio  or  relief,  and  whether  of  copper  or  other  soft  metal,  with  a  very  thin 
and  uniform  coating  of  iron,  by  means  of  electro-metallur^cal  processes.  And  the 
invention  is  applicable  whether  the  device  to  be  printed  from  be  produced  by  engraving 
by  hand,  or  by  machinery,  or  by  chemical  means,  and  whether  the  surface  printed 
from  be  the  original,  or  an  electrotype  surface  produced  therefrom.  I  would  remark, 
that  I  am  aware  that  it  has  been  before  proposed  to  coat  type  and  stereotypes  with  a 
coating  of  copper,  to  enable  their  surfaces  to  print  a  larger  number  of  impressions  than 
they  otherwise  would  do ;  I  therefore  lay  no  claim  to  the  general  application  of  a  coat- 
ing of  harder  metal  on  to  the  surface  of  a  softer  one,  but  my  claim  to  invention  is  con- 
fined to  the  application  of  a  coating  of  iron  by  means  of  electricity  on  to  copper  and 
other  metallic  printing  surfaces.  _  ^ 

'  In  carrying  out  the  invention  I  prefer  to  use  that  modification  of  Grove  s  battery 
known  as  Bunsen's,  and  I  do  so  because  it  is  desirable  to  have  what  is  called  an  in- 
tensity arrangement.  The  trough  I  use  for  containing  the  solution  of  iron  in  which 
the  engraved  printing  surface  is  to  be  immersed,  in  order  to  be  coated,  is  lined  with 
gutta-percha,  and  it  is  45  inches  long,  22  inches  wide,  and  32  inches  deep.  In  pro- 
ceeding to  prepare  for  work,  the  trough,  whether  of  the  size  above  mentioned  or 
otherwise,  is  filled  with  water  in  combination  with  hydrochlorate  of  ammonia  (sal- 
ammoniac)  in  the  proportion  of  1,000  lbs.  by  weight  of  water  to  100  lbs.  of  hydro- 
chlorate of  ammonia.  A  plate  of  sheet  iron,  nearly  as  long  and  as  deep  as  the  trough, 
is  attached  to  the  positive  pole  of  the  battery  and  immersed  in  the  solution.  Another 
plate  of  sheet  iron,  about  half  the  size  of  the  other,  is  attached  to  the  negative  pole 
of  the  battery,  and  immersed  in  the  solution,  and  when  the  solution  has  arrived  at 
the  proper  condition,  which  will  require  several  days,  the  plate  of  iron  attached  to 
the  negative  polo  is  removed,  and  the  printing  surface  to  be  coated  is  attached  to 
such  pole,  and  then  immersed  in  the  bath  till  the  requu-ed  coating  of  iron  is  obtained 
thereto.  If,  on  immersing  the  copper-plate  in  the  solution,  it  be  not  immediately 
coated  with  a  bright  coating  of  iron  all  over,  the  bath  is  not  m  a  proper  condition 
and  the  copper-plate  is  to  be  removed  and  the  iron  plate  attached  and  returned  nto 
the  solution:  The  time  occupied  in  obtaining  a  proper  coating  of  iron  to  a  printing 
surface  varies  from  a  variety  of  causes  but  a  workman  after  some  expmence  and 
by  careful  attention  will  readily  know  when  to  remove  the  plate  from  Jho  so  u  ion 
and  it  is  desirable  to  state  that  a  copper-plate  should  not  be  allowed  to  remain  in 
the  bath  and  attached  to  the  negative  pole  of  the  battery  after  the  l^^r>glit  coating  of 
iron  begins  to  show  a  blackish  appearance  at  the  edges.  _  Immediately  on  taking  a 
copper-plate  from  the  bath  great  care  is  to  be  observed  in  washing  off  the  solution 
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from  all  parts,  and  this  I  beliGve  may  be  most  conveniently  done  by  causing  jets  of 
■vrator  forcibly  to  strike  against  all  parts  of  the  surface.  The  plate  is  then  dried  and 
washed  mth  spirits  of  turpentine,  when  it  is  ready  for  being  printed  from  in  the 

ordinary  manner.  ,  ,     ,  .  .        ■,  „  ^-  ■, 

'  If  an  engraved  copper-plate  be  prepared  by  this  process,  instead  of  a  comparatively 
limited  number  of  impressions  being  obtained  and  the  plate  wearing  out  gradually,  a 
very  large  number  can  be  printed  off  without  any  sign  of  wear  in  the  plate,  the  iron 
coating  protecting  it  effectually ;  the  operation  of  coating  can  be  repeated  as  many 
times  as  required,  so  that  almost  an  unlimited  number  of  impressions  can  be  obtained 
from  one  plate,  and  that  a  copper  one. 

'  This  process  will  be  found  extremely  valuable  with  regard  to  electrotype  plates, 
and  also  for  photogalvanic  plates,  since  they  can  be  so  protected  as  to  acquire  the 
durability  of  steel,  and  more  so,  for  a  steel  plate  will  require  repairing  from  time  to 
time,  these  will  not,  but  simply  recoating  them  whenever  it  is  found  necessary ;  by 
these  means  one  electro  copper-plate  has  yielded  more  than  12,000  impressions,  and 
was  found  quite  unimpaired  when  examined  minutely.' — J.  D. 

For  a  more  complete  description  of  the  process  of  precipitating  iron  by  the  electro- 
type process,  as  now  practised,  see  ELECTEO-METAiiixJHGT. 

EN'CRAVIN'G'  ON  WOOD.     The  art  of  wood-engraving  is  so  intimately  con- 
nected with  that  of  book-printing,  that  it  is  impossible  to  dissever  the  one  from  the 
other,  inasmuch  as  the  earliest  books  were  printed  from  large  woodcuts,  the  entire 
page,  text,  and  illustrations  being  engraved  in  one  solid  block.     Hence  the  term 
'  block-books '  given  to  these,  ancient  works.  The  impression  from  these  engraved  pages 
is  generally  taken  in  a  thin  ink,  sometimes  of  a  brown  hue,  which  occasionally  spreads 
or  blots  on  the  lines  or  letters  ;  and  the  printing  is  generally  supposed  to  have  been 
effected  by  friction  on  the  back  of  the  damped  paper  laid  on  the  inked  lines ;  the  sheets 
'so  printed  were  afterwards  pasted  back  to  back,  and  thus  formed  consecutive  pages 
of  the  volume.     Such  books  originated  from  the  large  woodcuts  of  a  devotional 
class,  which,  in  the  early  part  of  the  15th  century,  were  spread  by  the  clergy  among 
the  common  people,  perhaps  to  counteract  the  evil  produced  by  the  use  of  playing 
cards,  which  were  also  printed  in  large  sheets  of  cuts,  and  severed  afterwards  ;  but  on 
this  point  typographical  antiquaries  are  not  agreed,  as  dates  and  other  evidence  are 
wanting  to  enable  us  to  fix  either  time  or  place  to  these  early  productions.  The 
earliest  woodcut  bearing  a  date  is  that  belonging  to  Earl  Spencer,  and  representing 
St.  Christopher  carrying  the  Saviour  across  an  arm  of  the  sea ;  it  has  two  lines  of 
text  beneath  it,  and  the  date  1423  thus  expressed:  '  millesimo  cccc°  xx°  tercio.' '  The 
British  Museum  is  possessed  of  some  very  early  single-leaf  woodcuts :  one  represent- 
ing Clirist  brought  before  Pilate,  is  executed  in  bold  coarse  outline,  the  figures  are 
very  large,  and  retain  the  characteristic  features  of  the  drawings  seen  in  manuscripts 
of  the  14th  century.    Another  undated  cut  is  one  of  those  fanciful  inventions  which 
the  scholastic  men  of  that  early  day  delighted  in  constructing ;  it  is  termed  Turris 
Sapienck,  every  stone  of  which  is  inscribed  with  the  name  of  some  moral  virtue,  the 
foundation  buttresses  being  prudence,  fortitude,  justice,  and  temperance ;  the  windows 
which  give  it  internal  light  being  discretion,  religion,  devotion,  and  contemplation. 
Another  representing  the  Seven  Ages  of  Man  is  supposed  to  be  a  work  of  the  middle 
of  the  15th  century.    It  was  found  pasted  inside  the  covers  of  an  old  book,  a  practice 
which  has  preserved  many  specimens  of  old  engraving  which  would  else  have  been 
lost.  On  the  opposite  cover  is  a  fragment  of  another  large  cut,  representing  the  Virgin 
with  St.  Joachim  and  St.  Anne.    The  St.  Christopher  above  named  was  discovered  in 
the  cover  of  a  volume  in  the  conventual  library  at  Buxheim,  in  Suabia.  All  these  old 
woodcuts,  as  well  as  the  block-books,  are  generally  daubed  with  flat  tints  of  coarse 
colour,  supposed  to  have  been  done  with  stencil-plates,  such  as  the  card  painters  used 
on  some  occasions ;  but  evidently  rudely  executed  by  hand  in  others.  They  are  all  pre- 
cisely of  the  kind  to  attract  the  uneducated  eye ;  and  to  this  day  similar  coarse  prints 
are  used  by  the  clergy  to  aid  the  devotions  of  the  peasants  of  the  Germanic  nations. 

The  most  celebrated  of  the  block-books  is  that  termed  the  '  Biblia  Pauperum.'  Each 
page  13  divided  by  architectural  compartments  into  three  subjects,  from  the  Old  and 
JNew  Testament,  selected  to  form  '  parallel  passages '  of  sacred  writ ;  above  and  below 
are  other  compartments  with  heads  of  the  Prophets,  and  in  the  intervening  spaces, 
or  upon  scrolls,  are  explanatory  inscriptions.  The  page  measures  10  inches  by  7^' 
and  IS  one  of  the  most  elaborate  works  of  its  class ;  but  it  exhibits  very  small  claim^s 
to  attention  as  a  specimen  of  art,  certainly  less  than  the  '  Oantica  Canticorum,'  each 

fttim^mJii'J^.'^'^-^*  "^"^  ^^''''^'^  y^'""^  ''SO  by  the  discovery  of  a  cut  in  the  library  at  Brussels 

thrdaTo  fn!^  ""^  an  carUcr  datc;  but  strict  investigation  has  since  proved  that  one  of  the  0 's  in 
thns  ali.rM^*'''"-rJ*''='^=  this  makes  just  one  hundred  years  difforcnee  in  its  age.  But  the  date 
wWch  on  th!f  7^^^  the  general  character  of  the  design  and  execution  of  the  cut 

■wmcn,  on  the  contrary,  do  not  at  aU  agree  with  the  earlier  date  originally  assigned  to  it 
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page  of  which  is  divided  horizontally  into  two  pictures,  with  slight  descriptive  lines 
on  scrolls ;  or  the  '  Apocalypsis  Sancti  Johannes,'  which  is  similarly  arranged,  and  in 
both  of  which  we  occasionally  find  much  power  of  drawing  and  ability  of  grouping. 
The  dates  of  these  books  can  only  bo  conjecturally  given,  but  they  are  probably  con- 
temporary with  the  St.  Christopher,  or  but  a  few  years  later.  Judging  from  general 
characteristics,  the  '  Apocalypse '  seems  to  be  the  earliest.  The  figures  are  executed 
entirely  in  outline,  with  no  attempt  at  shadows,  which  appear  sparingly  on  the  St. 
Christopher,  and  are  very  freely  introduced  in  the  '  Canticles,'  and  still  more  abun- 
dantly in  the  '  Biblia  Pauperum.'  These  effects  are  always  produced  by  a  series  of 
short  lines  laid  parallel  to  each  other,  nor  is  any  attempt  made  to  enrich  the_  meagre 
character  of  the  work  by  crossing  the  lines,  as  in  more  modern  engraving.  The  de- 
bate, which  has  excited  so  many  historians  as  to  the  place  where  printing  first  had 
birth,  has  included  many  doubts  concerning  the  country  where  these  old  block-books 
wore  fabricated ;  but  from  the  armorial  bearings  which  appear  on  the  shields  of  some 
figures  in  the  '  Canticles,'  Germany  seems  to  be  the  country  where  that  series  was 
designed ; '  probably  Flanders  or  Holland  may  claim  the  '  Biblia  Pauperum,'  which 
does  not  bear  equal  traces  of  refinement  in  art.  The  '  Speculum  Humanae  Salvationis ' 
has  been  claimed  for  Laurence  Coster  of  Haarlem.  This  book  was  a  combination  of 
block-book  and  moveable  type,  having  long  cuts  across  the  top  of  each  page,  divided  by 
columns  into  two  subjects,  with  moveable  types  beneath.  It  is  not  unusual  to  meet 
with  woodcut  pages  of  type  alone  at  this  period ;  and  books  with  such  pages,  or  with 
the  addition  of  woodcuts,  were  produced  by  the  old  engravers  after  the  invention  of 
moveable  types  ;  but,  as  metal-cast  letters  speedily  usurped  the  place  of  the  wooden 
ones,  the  wood  engravers  seem  to  have  soon  confined  themselves  to  the  pictorial  branch 
of  the  art. 

The  love  of  pictured  illustrations  of  narrative  history  gave  a  permanence  to  the 
art  of  wood-engraving  ;  and  the  works  printed  in  Italy,  as  well  as  those  introduced 
into  England  by  Caxton,  were  adorned  with  cuts.  They  are,  however,  of  the 
rudest  kind,  with  broad  heavy  lines,  and  were  most  probably  produced  from  coarse 
pen  drawings  made  on  the  surface  of  the  wood,  and  mechanically  cut  by  the  engraver. 
Toward  the  close  of  the  fifteenth  century  '  cross-hatching '  (as  lines  of  shadow  cross- 
ing each  other  are  technically  termed)  is  first  seen,  and  in  the  'Nuremburg  Chronicle,' 
1493,  they  are  freely  used.  The  designers  and  engravers  of  these  cute,  perceiving 
the  effect,  which  may  be  so  readily  obtained  in  wood-engraving,  by  leaving  the  wood 
untouched  with  the  graver  for  solid  masses  of  shadow,  have  availed  themselves  of  it, 
and  given  stronger  effect  to  their  cuts  thereby.  Michael  Wohlgemuth  and  William 
Pleydenwurff  were  the  designers  employed ;  the  former  artist  was  the  master  of 
Albert  Diirer,  who  ultimately  raised  wood-engraving  to  the  highest  point  of  ex- 
cellence. .  , 

Diirer's  first  great  work  was  a  series  of  sixteen  large  cuts  illustrative  ot  the 
Apocalypse.  They  were  published  in  1498,  and  attracted  great  attention  from  the 
vigour  and  strange  originality  of  their  design,  and  tlie  artistic  character  of  tlieu-  treat- 
ment. In  1511  another  series  of  cuts  was  published  at  Nuremberg  by  Dm-er, 
illustrative  of  the  Apocryphal  Life  of  the  Virgin.  They  evidence  the  great  improve- 
ment which  the  artist  had  made  during  the  interval,  and  are  certainly  the  finest  wootl- 
cuts  which  had  ever  been  executed  up  to  that  period ;  but  they  are  ecbpsed  by  the 
series  of  eleven  large  cuts  published  soon  after,  representing  scenes  m  the  Passion  ot 
Christ  •  and  which  may  be  fairly  considered  triumphs  of  the  art  of  wood-en^aving, 
unsurp'assed  in  design  and  execution  by  any  successors.  The  art  had  now  become 
appreciated  wherever  it  was  known,  and  a  host  of  wood  engravers  found  employ  in 
Nuremberg,  cutting  the  designs  of  Diirer,  Hans  Burgmair,  Hans  Schanfelein,  and 
other  artists ;  who  found  no  lack  of  patronage  in  the  old  imperial  city,  for  the  Emperor 
Maximilian  I.,  extensively  employed  them  in  various  works  illustrative  of  his  real  or 

^^So'TLpOTtant  was  this  royal  patronage,  that  the  engravers  set  no  bounds  to  the  size 
of  the  works  they  attempted,  and  hit  upon  the  plan  of  joining  one  block  of  wood  to 
another,  until  in  the  engraving  representing  the  tnumphal  iirch  m  honoiir  of  tl  s 
emperor,  a  woodcut  was  completed  m  this  way  measmring  ten  feet  by  nine,  iho 
eiz?is,  however,  not  its  only  claim  to  attention,  for  it  is  throughout  designed  and  en- 
praved  with  the  utmost  care  and  beauty.  „       ■,  •   

scries  of  cuts,  known  as  the  '  Triumphs  of  Mn.ximuiRn. 
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occur  on  cuts,  were  the  designers  and  draughtsmen  on  the  wood ;  but  the  engraver 
ms  considered  in  the  light  of  a  mechanician  and.  except  in  a  very  few  instances,  his 
Trao  was  not  displayed.  To  fully  understand  this,  it  is  necessary  here  to  explain  the 
SoToeess  of  wood-engraving  at  this  time.  A  block  of  wood  being  prepared 
from  a  perpendicular  cutting  of  pear-tree,  upon  the  surface  was  naade  a  drawing,  m 
which  evovv  line  was  delineated  with  pencil  or  reed-pen,  exactly  as  the  cut  was 
ultimately  to  appear;  the  intervening  spaces  of  _  plain  wood  between  every  line  were 
thou  cutaway  and  in  this  manual  dexterity  consisted  the  whole  merit  of  the  engraver. 
The  abundance  of  cross-hatching  so  constantly  found  in  old  woodcuts,  is  explained 
bv  the  fact  of  this  being  the  easiest  and  best  mode  for  the  draughtsman  to  employ  in 
eetting  his  effects  of  light  and  shade;  the  extreme  labour  it  involves  to  the  engraver 
not  being  considered  ;  but  when  it  is  understood  that  each  minute  space  has  to  be  cut 
down  from  each  angle  of  the  lines,  and  the  centre  entirely  cleared  out,  some  idea  may 
be  formed  of  the  labour  required,  when  thousands  of  such  squares  occur  on  some  of 
Durer's  large  cuts,  independent  of  other  work.  The  backs  of  some  of  these  old  blocks, 
particularly  those  in  the  '  Triumphs  of  Maximilian,'  are  marked  with  the  names  of  the 
engravers,  and  there  is  proof  that  women  practised  the  art ;  but  it  is  not  at  all  likely 
that  the  artists  who  designed,  and  drew  upon  the  wood  these  designs,  went  through 
the  merely  mechanical  labour  of  engraving  them. 

The  great  impetus  thus  given  to  wood-engraving,*  kept  it  prominently  before  the 
world  during  the  whole  of  the  sixteenth  century,  when  the  presses  of  the  Continent 
continually  brought  forth  a  series  of  volumes  remarkable  for  the  beauty  of  the  cuts 
by  which  they  were  illustrated.  This  practice  of  the  book  trade  gave  rise  to  a 
series  of  artists  known  as  '  the  little  masters  '  of  the  German  school,  from  the  small 
size  of  their  works;  among  whom  the  principal  who  connected  themselves  with 
engraving  on  wood  were  Virgil  Solis,  Henry  Aldegraver,  the  two  Behaims,  Lucas 
Cranach,  Urse  Graff,  Albert  Altdorffer,  Jost  Ammon,  and  Solomon  Bernard. 

In  Italy,  Ugo  da  Carpi  practised  with  success,  from  the  year  1518,  the  art  of  en- 
graving on  wo'od  imitations  of  tinted  drawings:  an  art  which  originated  with  the 
Germans,  but  which  he  much  enlarged  and  improved.  It  consisted  in  a  series  of  blocks 
cut  to  imitate  patches  of  colour,  and  made  to  print  over  each  other  in  gradations  of 
tint,  until  the  chiar-oscuro  of  a  drawing  was  secured ;  then  the  coarser  and  bolder 
lines  defining  the  whole  design  were  printed  over  all,  and  a  capital  imitation  effected 
of  the  bold  cartoons,  consisting  of  vivid  outline  and  broad  washes  of  tint,  used  as  first 
sketches  for  their  pictures  and  frescoes  by  the  artists  of  that  era. 

A  perfect  rage  for  book  illustration  seems  to  have  beset  the  printers  soon  after  the 
death  of  Diirer.  The  most  prolific  artists  who  supplied  their  wants  were  Jost  Ammon 
and  Solomon  Bernard :  the  former  executed  a  multitude  of  designs  on  every  imagin- 
able subject ;  the  latter,  equally  prolific,  devoted  himself  chiefly  to  the  illustration  of 
sacred  or  classic  literature.  The  greatest  publishers  of  such  books  were  Sigismond 
Feyeraband,  of  Franlcfort-on-the-Maine ;  Jean  de  Tournes,  and  Trechsel,  of  Lyons ; 
and  Plantyn,  of  Antwerp.  Erom  their  presses  issued  a  series  of  small  volumes,  which 
can  only  come  iunder  the  generic  title  of  '  picture  books  ; '  for  they  were  got  up  for 
the  sake  of  exhibiting  the  favourite  art  of  wood-engraving,  and  only  contain  a  few 
descriptive  lines  of  type  beneath  each  cut.  The  cuts  executed  by  Ammon  are  all 
remarkable  for  correctness  of  drawing  and  vigorous  effect;  those  of  Bernard  are 
less  scholastically  correct,  but  contain  more  evidence  of  grace  and  fancy.  The  de- 
signs of  these  artists  abound  in  books  published  between  1550  and  1580  ;  but  the 
most  admirable  series  were  executed  in  a  little  volume,  published  at  Lyons,  in  1538, 
without  the  name  of  draughtsman  or  engraver,  the  '  Simulachres  de  la  Mort.'  known 
among  bibliographers  as  the  '  Lyon's  Dance  of  Death,'  a  collection  of  cuts  which, 
for  minute  beauty  and  perfection  of  design  and  execution,  are  completely  unrivalled, 
and  have  not  been  equalled  by  any  modern  copyist.^  This  was  the  Augustan  age  of 
book  illustration,  which  flourished  in  popular  favour  until  the  close  of  the  sixteenth 
century,  when  a  minute  tamencss,  in  contradistinction  to  the  vigour  of  the  earlier  en- 
gravers, began  to  appear,  and  reached  its  culmination  in  such  cuts  as  were  given  iu 
Nicola/s  'Travels  in  Turkey  '  (Antwerp,  1576). 


'  DUrer's  engravings  were  so  exceedingly  popular,  that  they  found  their  way  all  over  Eurojie. 
Raphael  admired  them  in  Borne,  and  was  induced  to  perpetuate  his  own  designs  by  employing  Marc 
Antonio  Raimondi  to  engrave  them  on  metal  under  his  own  superintendence.  So  originated  the 
modem  print  trade.  DUrer's  designs  were  so  much  in  request,  that  Lucas  van  Leyden  imitated  them 
on  copper,  for  sale  to  such  persons  as  could  not  perceive  the  great  difference  between  the  vigorous 
originals  and  his  tame  and  disagreeable  copies.  DUrer  was  ultimately  obliged  to  apply  for  legal  re- 
strictions against  these  piracies. 

"  The  designs  have  been  popularly  ascribed  to  Holbein,  and,  apparently,  with  reason.  An  artist 
na,raod  Hans  Lntzelburgher,  of  Basle,  has  been  conjectm'ed  to  have  been  the  engraver,  from  the 
initials  H.  L.  on  one  of  them.  By  this  time  it  had  become  usual  to  append  the  initials  of  engravers 
to  woodcuts,  as  well  aa  those  of  the  designers. 
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Titian  IS  said  to  liavo  furnisliod  designs  for  various  woodcuts,  particularly  tho 
Bonos  of  Costumes  published  at  Vonico  in  1690;  and  a  very  large  coarse  cut  of  the 
Uostruetion  of  Pharaoh  and  his  Host,  more  than  four  foet  long,  is  said  to  liave  been 
one  among  many  of  uncommon  size  executed  from  his  designs  ;  they  wore  printed  on 
separate  blocks,  and  then  pasted  together  in  the  manner  of  wall-papers.  One  repre- 
senting the  Sacrifice  of  Abraham  is  remarkable  for  the  variously-tinted  inks  in  which 
It  18  printed  to  exhibit  gradations  of  distance. 

_  Wood-engraving  in  the  early  part  of  the  seventeenth  century  had  sunk  from  its 
high  estate.  Tho  last  great  artist  who  had  employed  himself  in  connection  with  the 
art  was  Hans  Holbein ;  and  wo  do  not  find  a  great  name  again  conjoined  with  it  until 
tho  middle  of  that  century,  when  Eubons  employed  Jeghers,  of  Antwerp,  to  engrave 
somo  of  his  drawings  on  wood.  The  generality  of  woodcuts  in  books  of  this  era 
rival  in_ coarseness  tho  older  block-books;  the  wood-engravers  seem  to  have  sunk  into 
mechanics,  unassisted  by  good  artists  to  furnish  them  with  drawings.  Tho  art  had 
become  vulgarised,  its  profession  a  trade,  and  the  demand  and  supply  scarcely  better 
than  the  requirements  of  the  ballad-printer  desired.  They  were  ancillary  to  tho 
commonest  uses  of  tho  press,  and  all  art  speedily  vanished  from  the  cuts  manu- 
factured probably  at  a  very  cheap  rate  for  temporary  use.  Of  this  kind  are  the 
cuts  sprinkled  through  the  English  books  of  the  time  of  James  and  Charles  I.  It  is 
possible  that  the  printers  were  supplied  with  them  from  Germany  and  Flanders.  It 
was  customary  to  use  woodcuts  repeatedly,  particularly  if  merely  ornamental ;  in  this 
way  initial  letters  were  reproduced  as  the  stock  in  trade  of  the  printing-office ;  •  and 
oven  scones  of  adventure,  adopted  unscrupulously  for  other  events,  to  which  there 
was  the  slightest  general  resemblance.*  The  names  of  these  'wood-cutters'  have 
not  descended  to  our  time ;  their  works  are  widely  scattered  over  general  literature, 
and  it  is  not  until  the  middle  of  the  century  that  we  meet  with  any  instance  of  an 
attempt  to  arrest  the  downward  progress  of  the  art.  Then,  as  we  have  previously 
noted,  Eubens,  probably  anxious  to  rival  Diirer,  engaged  Christopher  Jegher,  of 
Antwerp,  to  execute,  under  his  own  superintendence  and  at  his  expense,  a  series  of 
large  drawings  made  by  himself  upon  the  wood.  They  differ  from  the  style  of  the 
earlier  masters,  and  frequently  have  a  confused  blotted  look  in  the  lines,  which  pro- 
duce deep  shadows ;  they  possess,  however,  all  that  boldness  and  vigour  of  treatment 
for  which  the  great  Flemish  painter  was  so  deservedly  celebrated ;  but  the  engraving 
is  coarse  and  mechanical.  Eubens  appears  to  have  felt  this,  and  sometimes  a  tinted 
block  is  added  over  all,  with  liigh  lights  cut  upon  it,  to  give'  softness  and  brightness 
to  the  whole :  an  idea  he  may  have  adopted  from  the  engravers  of  Italy  who  suc- 
ceeded Ugo  da  Carpi  (among  whom  may  be  honourably  mentioned  Andreas  Andreani, 
of  Mantua,  born  1540,  died  1620),  or  from  the  designs  of  Lalleman  engraved  by 
Businck,  which  were  nearly  contemporaneous  in  France. 

Though  '  fallen  from  its  high  estate,'  the  art  never  sank  into  complete  decay, 
either  in  England  or  upon  the  Continent ;  there  were  always  a  few  who  followed  the 
profession,  and  aided  the  printer  with  such  cuts  and  diagrams  as  he  might  require. 
The  family  of  the  Jeghers  practised  in  Antwerp  until  the  end  of  the  century :  a  clever 
series  of  woodcuts  illustrative  of  the  Service  of  the  Mass  was  published  at  Ghent, 
and  executed  by  Kraaft  in  1732.  In  France,  the  family  of  Le  Sueur  were  employed 
through  three  generations  by  booksellers;  the  last,  Nicholas,  died  in  1764;  while 
Papillon,  the  author  of  a  Traite  de  la  Gravure  en  Bois,  had  practised  the  art  from  the 
commencement  of  the  century  until  1770,  and  had  been  patronised  so  extensively  by 
the  booksellers  of  France  and  Holland  that  he  counts  his  cuts  by  the  thousand.  In 
England,  E.  Kirkhall  executed  cuts  for  books,  and  from  1722  to  1724  a  series  of  12 
block-prints,  in  imitation  of  Ugo  da  Carpi's  work  already  alluded  to ;  in  this  latter 
style  he  produced  a  greater  pupil  in  J.  Jackson,  who  very  successfully  copied  some  of 
the  great  works  of  Titian,  Paul  Veronese,  and  others,  during  the  years  1738  to  1741 ; 
at  this  time  he  resided  in  Venice,  after  a  short  sojourn  in  Paris,  where  he  was  occasion- 
ally employed  as  a  wood  engraver.  Many  cuts  scattered  through  English  books  about 
the  same  period  bear  the  initials  of  F.  H.  for  Francis  Hofiman,  whose  name  is  en- 
graved in  full  on  a  tail-piece,  representing  Cupids  surrounding  a  lighted  altar,  to  bo 


'  In  the  old  printing  office  of  Plantyn,  at  Antwerp,  is  still  preserved  a  large  quantity  of  woodcuts, 
originally  engraved  for  the  books  ho  issued  at  the  end  of  the  16th  century,  particularly  tho  emblems 

of  Alciati  and  Sambuco.   ,  ,  ^  ,  ^  , ,.  ,    ,  ~  

The  number  of  impressions  a  woodcut  will  yield  has  never  yet  been  estabhshod.  The  elasticity 
of  wood  gives  it  a  gi-eat  advantage  over  metal  in  press-printing  ;  and  while  copper  and  steel  wear 
out,  wood  shows  Uttle  sign  of  wear  :  many  thousands  of  impressions  may  be  taken  by  a  modcrntely 
careful  printer  without  injuring  a  woodcut.  As  an  instance  with  what  impunity  a  bad  printer 
may  use  a  coarse  woodcut,  may  be  mentioned  tho  fact,  that  the  baUnd  prmtei-s  of  the  middle  of  the 
last  century  occasionally  used  cuts  that  had  been  engraved  in  tho  reign  of  Charles  I.,  and  had  headed 
.•popular  baUada  for  more  than  100  ycais,     •>  •  ■ 
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seen  inthefirst  edition  of  '  GulWa  ^^^^^^^  .tZTlir^S^- 
Lister  executed  some^ute  in  SrSohn  Hawkins's  '  History  of  Music' 

larly  those  in  the  Oxtorcl  '^'^"^''f  '  „t  that  time  attempted  anywhere. 

diSent  stX  ff  drawinf  made  for  the  wood  engravers  and  which  discarded  cross- 
hatS  and  its  consequent  tedious  labour,  for  a  tinted  or  washed  drawing  which 
cou  d  be  cut  into  a  series  of  lines  by  the  tool,  expressing  the  vaxiec  tints  more  simply 
and  readUy.  The  art  of  '  lowering '  or  scraping  down  to  a  ower  level  various  parts 
of  a  c  It  ti  should  appear  light,  and  so  assist  the  press  in  its  labours,  was  also  prac- 
tied,  and  the  harder  4ood  of  the  box-tree  used.  Such  was  the  state  of  the  art  when 
a  Northumbrian  peasant  boy  was  destined  to  appear,  again  draw  universal  attention 
to  the  neglected  profession,  and  found  the  modern  school  of  wood  engraving. 

Thomas  Bewick  was  the  son  of  parents  engaged  in  a  coUiery,  who  lived  at  Cherry- 
burn  twelve  miles  west  of  Newcastle-on-Tyne  ;  he  was  born  in  1753  and  passed  his 
early  years  helping  his  father's  labour.  His  leisure  houi-s  were  earnestly  devoted  to 
the  small  amount  of  knowledge  a  village  school  could  impart ;  but  as^ a  strong  love 
for  nature,  and  for  its  imitation,  soon  developed  itself  in  the  boy,  his  father  determined 
to  apprentice  him  to  an  engraver  of  Newcastle,  Mr.  R.  Eeilby,  whose  work  was  of  that 
'  general '  kind  undertaken  in  a  busy  country  town.  There  he  occasionally  engraved 
initials  on  tea-spoons  or  names  on  door-plates,  until,  in  the  second  year  o±  his  ap- 
prenticeship, his  master  received  an  application  from  Dr.  Hutton  for  woodcut 
diagrams,  such  as  were  then  executed  in  London,  to  illustrate  his  treatise  on 
Mensuration.  Beilby  knew  that  young  Bewick  had  been  making  some  attempts  in 
this  style,  and  he  encouraged  liim  to  persevere ;  he  did  so,  and  Hutton  s  book  was 
pubHshed  in  1770  with  Bewick's  cuts.  The  young  engraver  had  many  difficulties  to 
contend  against,  and  he  had  even  to  construct  his  own  tools  ;  among  th^  rest,  a  double- 
pointed  graver  to  enable  him  to  cut  both  sides  of  a  line  at  once,  and  so  ensui-e  its 
equal  thickness  throughout.  In  1775,  he  executed  a  cut  and  sent  it  to  the  Society  of 
Arts,  in  London,  who  awarded  him  a  medal ;  and  in  the  following  year  he  visited 
London,  and  was  employed  by  Hodgson,  whom  we  have  already  noted  as  the  engraver 
of  the  cuts  in  Hawkins's  '  History  of  Music ;'  as  well  as  by  H.  Cole.  There  need  bo 
little  doubt  that  this  visit  to  the  London  wood  engravers  was  useful  to  Bewick,  for  he 
must  have  become  by  that  means  acquainted  with  the  usual  mode  of  practising  the  art, 
the  proper  kinds  of  tools  used,  and  the  various  things  which  make  the  mechanical  part 
of  the  profession  ;  but  he  had  fortunately  formed  a  style  of  his  own,  so  very  original, 
and  based  so  firmly  on  the  study  of  nature,  that  wood-engraving  in  his  hands  became 
an  art  presenting  many  novel  and  attractive  features  never  visible  before.  The  wood 
engravers  from  the  days  of  Diirer,  or  from  the  first  invention  of  the  art,  depended 
slavishly  on  the  drawings  made  upon  the  wood,  and  did  little  more  than  cut  away  the 
interstices ;  but  Bewick  cut  out  of  the  wood  a  vast  deal  of  that  which  no  draughtsman 
could  so  draw  ;  for  with  the  aid  of  a  slightly -tinted  drawing,  he  would  cut  the  foliage 
of  trees,  the  plumage  of  birds,  the  textiu-e  of  animals,  or  small  figures  and  birds,  by 
the  gi-aving  tool  alone.  His  dextrous  hand  was  guided  by  a  perfect  knowledge  of 
nature,  and  every  line  he  cut  expressed  drawing  ;  in  this  was  his  great  distinction  over^ 
all  other  wood  engravers ;  he  cut  his  pictures  out  of  the  wood,  the  others  cut  the 
wood  out  of  the  pictures. 

Bewick  disliked  London,  and  speedily  returned  to  his  native  place.  His  first  work 
was  an  illustrated  edition  of  Gay's  '  Fables,'  published  in  1779  by  T.  Saint,  a  printer  of 
Newcastle,  much  engaged  in  the  publication  of  children's  books,  and  such  as  the 
travelling  chapmen  carried  in  their  packs  for  the  edification  of  the  villagers.  These 
cuts  bear  the  earliest  traces  of  that  accurate  delineation  of  nature,  and  minute  truth- 
fulness of  expression,  which  ultimately  gave  his  works  universal  renown.  The  wild 
plants  and  grasses,  however  minute  they  are  cut,  can  always  be  distinguished  by  the 
naturalist ;  the  proper  foliage  of  every  tree  is  truthfully  cut  by  his  graver ;  the  birds 
and  insects,  however  minute,  are  perfect  in  drawing ;  and  the  general  effect  of  his 
woodcuts  artistically  powerful.  As  ho  fully  felt  the  value  of  leaving  the  wood  itself 
to  express  solid  shadow,  he  had  not  the  timidity  which  imagines  labour  to  be  neces- 
sary to  success.  The  little  cut  of  the  Fox  and  Bramble  in  this  volume  is  a  good 
illustration  of  Bewick's  mode.  Every  leaf  of  the  bramble  is  cut  out,  white  upon 
black,  with  the  most  truthful  power  of  drawing ;  the  spines  on  the  stem  of  the  bramble 
are  visible  to  the  eye ;  the  fern  beside  it  is  similarly  expressed  by  cutting  the  form 


296 


ENGRAVING 


fl!5  T  T'^  P^^^"'^  ^''''^'''^  «olid  block  of  wood.  Each 

Jush  has  Its  d.stmctivo  hai    Tho  dogs  in  tho  distance  are  similarly  cut  out  byt^e 

ZTZJ'^-W  ^"^  li"*^"  ^'"^1^  '^^'^  tho  body  of  the  fox 

entangled  in  the  bramble  express  its  texture  with  a  spirit  which  no  mere  cutting  of  a 
drawing  placed  on  wood  by  a  professional  draughtsman  could  ever  give.  Be^i'« 
aits  are  somotTmos  termed  coarse,  but  no  elaboration  of  labour  will  elev^t*  the  costliest 
yoodcut  above  those  works,  for  which  Bewick  obtained  but  nine  shillings  each 
unless  drawing  can  be  expressed  by  the  engraver  as  perfectly  as  Bewick  could 

Assisted  by  his  brother  John,  the  Newcastle  engraver  issued  a  series  of  works 
dovotod  to  natural  history;  the  best  being  the  'History  of  British  Birds.'  Here 
Bewick  8  knowledge  of  nature  and  power  of  expression  by  means  of  his  graver 
sliono  forth  conspicuously.  His  books  became  equally  celebrated  for  the  humorous 
taii-pieces  he  occasionally  introduced  redolent  of  wliim  and  original  genius  He  laboured 
stodfastly  at  his  art  to  a  good  old  age.  His  brother  John  loft  Newcastle  to  reside  in 
London,  where  he  was  much  employed,  but  a  pulmonary  complaint  killed  him  at  the 
early  age  of  thirty-five.  He  died  in  1795.  Thomas  Bewick  lived  to  tho  advanced 
ago  of  seventy-five.  He  died  in  1828,  having  worked  upon  a  large  woodcut  onlv 
a  few  days  before  his  death. 

The  pupils  educated  by  Bewick  were  few.  The  best  were  Charlton  Nesbit,  Luke 
Clennell,  William  Hai-vey,  and  John  Jackson.  Nesbit  settled  in^London,  and  was 
extensively  employed  during  a  long  life.  Clennell  after  a  while,  devoted  himself  to 
painting.  Harvey  turned  his  attention  to  drawing  on  wood,  and  his  designs  for  book 
illustration  may  be  numbered  by  the  thousand ;  his  best  are  in  Lane's  edition  of  the 
'  Arabian  Nights'  Entertainments.'  Jackson  was  greatly  employed  by  the  publisher 
of  the  latter  work,  Mr.  Charles  Knight,  particularly  on  the  best  cuts  in  the  once-famed 
'  Penny  Magazine.' 

At  the  early  part  of  the  present  centiu-y,  Mr.  Eobert  Branston  founded  a  London 
school  of  wood-engravers,  of  which  he  was  the  head.  His  style  was  peculiar,  unlike 
•Bewick's,  though  like  him  he  was  self-taught.  His  cuts  have  more  refinement,  but 
less  knowledge  of  nature ;  his  best  pupil  was  John  Thompson,  who  combines  in  his 
best  cuts  the  refined  knowledge  of  light  and  shade  with  much  of  Bewick's  power  of 
expressing  drawing.  Samuel  Williams  was  one  of  the  few  modern  engravers  who 
made  his  own  drawings  upon  the  wood,  and  he  produced  very  brilliant  effects  by 
frequently  leaving  the  wood  in  solid  masses  of  black.  Drawings  for  wood  engravers 
were  at  this  time  chiefly  supplied  by  artists  who  devoted  themselves  to  that  particular 
branch  of  the  art ;  and  knew  how  to  design  their  compositions  so  that  they  should 
best  display  the  peculiarities  of  wood-engraved  eifects.  Thurston,  Craig,  and  Harvey 
were  the  principal  artists  so  engaged. 

A  large  number  of  wood  engravers,  the  pupils  of  the  Newcastle  and  London  ateliers, 
helped  to  supply  the  booksellers  at  home  and  abroad  for  a  considerable  number  of 
years.  It  was  the  custom,  some  thirty  years  ago,  for  the  foreign  booksellers,  parti- 
cularly in  Paris,  to  send  the  blocks  across  the  Channel  to  English  engravers  to  execute ; 
this  led  ultimately  to  several  settling  on  the  Continent,  particularly  in  France  and 
Oermany,  The  Prench  publishers  always  sent  the  wood-block  with  the  drawing 
carefully  executed  on  its  surface  by  a  native  artist.  These  drawings  were  always 
elaborately  executed  in  pencil,  greatly  resembling  etchings ;  little  was  consequently 
left  for  the  engraver  to  do,  but  follow  the  lines  and  cut  away  the  spaces ;  patience 
hence  became  the  chief  virtue  of  the  wood  engraver ;  and  it  was  ultimately  found 
..that  its  exercise  produced  so  certain  an  effect,  that  apprentices  knowing  nothing  of 
art  might  aid  in  thus  working  out  good  engravings ;  and  the  old  style  of  tinted  draw- 
ing on  wood  was  discarded  for  this  '  fac-simile '  work ;  the  best  draughtsmen  among 
the  French  and  German  artists  having  willingly  furnished  these  drawings,  English 
artists  of  a  higher  grade  were  induced  to  draw  on  wood,  but  they  occasionally  failed 
from  not  clearly  understanding  the  peculiar  effects  their  work  should  produce,  and 
the  characteristics  of  the  art.  Generally  speaking,  wood  engravers  prefer  cutting 
from  the  drawings  of  professional  draughtsmen  on  wood ;  who  generally  execute  their 
work  with  such  elaborate  precision,  tliat  the  engraver  has  nothing  more  to  do  than 
follow  their  lines ;  this,  however,  has  made  mere  mechanism  of  much  modern  wood- 
engraving  ;  and  many  expensive  cuts  exhibiting  pencilling  in  crossed  and  re-crossed 
lines,  occupying  wearisome  labour,  and  costing  many  ill-bestowed  sovereigns,  can 
only  be  classed  with  such  '  art '  as  is  devoted  to  engraving  the  Lord's  Prayer  in  the 
compass  of  a  silver  penny ;  and  merely  produces  the  same  general  effect  that  Bewick 
•would  have  obtained  in  a  few  bold  lines. 

The  great  difference  between  ancient  and  modern  wood-engraving  consists  in  this 
Very  boldness,  and  the  practice  of  the  art  was  essentially  different  in  the  sixteenth  and 
eighteenth  centuries.   Tho  old  wood  engravers  cut  on  large  blocks  of  soft  wood, 
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mich  fls  Tjear-tree,  the  way  of  the  grain  ;  the  moderns,  on  smaU  blocks  of  the  hardest 
wrd  thevcan  obtain-the  turkey  box,  and  across  the  gram.  Por  printing  paper- 
hanSnes  oil-cloths,  and  the  like,  wood-blocks  cnt  on  the  old  system,  i.e.  on  the  side- 
3  of  the  wood,  is  still  employed.  The  old  engravers  cut  the  work  downwards 
with  small  knives  or  gouges ;  the  moderns  use  gravers  of  various  widths  to  cut  out 
the  spaces  between  fine  lines,  and  broader  chisels  or  gouges  to  clear  away  the  broad 
smces  of  wliite.  "Wood-engraving  is  the  exact  opposite  to  copper-plate  engraving  m 
the  mode  by  which  the  lines  of  engraving  are  produced.  The  copper-plate  engraver 
produces  his  lines  by  cutting  into  the  metal  at  once,  the  wood  engraver  produces  his 
line  by  a  double  operation,  by  slicing  away  the  wood  on  each  side  of  it ;  for  though 
it  is  recorded  that  Bewick  invented  a  double  cutting  fork-shaped  graver  to  cut 
away  both  sides  of  a  lino  at  once,  no  such  tool  has  ever  since  been  used  in  the 

profession,  .  ,  j 

In  order  to  make  the  whole  process  of  wood-engraving  clear  to  the  reader,  we 
will  now  simply  describe  the  production  of  a  woodcut  from  the  time  it  leaves  the 
timber-merchant,  until  it  is  fit  for  the  hands  of  the  printer.  The  log  of  box  is  cut 
into  transverse  slices,  |ths  of  an  inch  in  depth,  in  order  that  the  face  of  the  cut  may  be 
on  a  level  with  the  surface  of  the  printer's  type,  and  receive  the  same  amount  of 
pressure ;  the  block  is  then  allowed  to  remain  some  time  to  dry,  and  the  longer  it  is 
allowed  to  do  so  the  better,  as  it  prevents  accidents  by  warping  and  splitting,  which 
sometimes  happen  after  the  cut  is  executed,  if  the  wood  is  too  green.  The  slice  is 
ultimately  trimmed  into  a  square  block,  and  if  the  cut  be  large,  it  is  made  in  various 
pieces  strongly  clamped  and  screwed  together;  and  this  enables  engravers  to  get 
large  cuts  done  in  an  incredibly  short  space  of  time,  by  putting  the  various  pieces 
into  different  engravers'  hands,  and  then  screwing  the  whole  together.  The  upper 
surface  of  the  wood  is  carefully  prepared  so  that  no  inequalities  may  appear  upon 
it,  and  it  is  then  consigned  to  the  draughtsman  to  receive  the  drawing.  He  covers 
the  surface  with  a  light  coat  of  flake  white  mixed  with  weak  gum- water,  and  the 
thinner  this  coat  the  better  for  the  engraver.  The  French  draughtsmen  use  an 
abundance  of  flake  white,  but  this  is  liable  to  make  the  drawing  rub  out  under  the 
engraver's  hands,  or  deceive  him  as  to  the  depth  of  the  line  he  is  cutting  in  the  wood. 
The  old  drawings  of  the  era  of  Diirer  seem  to  have  been  carefully  drawn  with  pen 
and  ink  on  the  wood ;  but  the  modern  drawing  being  very  finely  drawn  with  the 
pencil  or  silver  point  is  obliterated  easily,  and  there  is  no  mode  of  '  setting '  or 
securing  it.  To  obviate  this  danger  the  wood-engraver  covers  the  block  with  paper, 
and  tears  out  a  small  piece  the  size  of  a  shilling  to  work  through,  occasionally  re- 
moving the  paper  to  study  the  general  effect ;  in  damp  and  wintry  weather  he  some- 
times wears  a  shade  over  the  mouth  to  hinder  the  breath  from  settling  on  the  block. 
It  is  now  his  business  to  produce  in  relief  the  whole  of  the  drawing ;  with  a  great 
variety  of  tools  he  cuts  away  the  spaces,  however  minute,  between  each  of  the  pencil 
lines  :  and  should  there  be  tints  washed  on  the  drawing  to  represent  sky  and  water, 
he  cuts  such  parts  of  the  block  into  a  series  of  close  lines,  which  will,  as  near  as  he 
can  judge,  print  the  same  gradation  of  tint.  Should  he  find  he  has  not  done  so  com- 
pletely, he  can  re-enter  each  line  with  a  broader  tool,  cutting  away  a  small  shaving, 
thus  reducing  their  width  and  consequently  their  colour.  Should  he  make  some  fatal 
error  that  cannot  be  otherwise  rectified,  he  can  cut  out  the  part  in  the  wood,  and 
wedge  a  plug  of  fresh  wood  in  the  place,  when  that  part  of  the  block  can  be  re- 
engraved.  An  error  of  this  sort  in  a  woodcut  is  a  very  troublesome  thing ;  in  copper 
engraving  it  is  scarcely  any  trouble  ;  a  blow  with  a  hammer  on  the  back  will  obliterate 
the  error  on  the  face,  and  produce  a  new  surface ;  but  in  wood  the  surface  is  cut 
entirely  away,  except  where  the  lines  occur,  and  it  is  necessary  to  cut  it  deep  enough 
not  to  touch  the  paper  as  it  is  squeezed  through  the  press  upon  the  lines  in  printing. 
To  aid  the  general  effect  of  a  cut,  it  is  sometimes  usual  to  lower  the  surface  of  the 
block  before  the  engraving  is  executed  in  such  parts  as  should  appear  light  and  delicate ; 
they  thus  receive  a  mere  touch  of  the  paper  in  the  press,  the  darker  parts  receiving 
the  whole  pressure  and  coming  out  with  double  brilliancy.  When  careful  printing 
is  bestowed  on  cuts  they  are  first  carefully  brought  to  the  height  of  the  type,  by 
imderlaying,  as  it  is  termed,  with  paper  of  the  required  thickness  ;  an  impression  is 
then  taken  with  the  tympan  of  the  press,  and  the  dark  parts  of  the  engraving  over- 
layed  with  paper  carefydly  cut  out ;  another  impression  is  then  taken,  and  the  same 
process  is  to  be  continued  of  laying  on  and  cutting  out  for  the  light  parts  until  a 
satisfactory  impression  be  produced,  corresponding  with  the  engi-aver's  proof,  which 
the  pressman  should  always  keep  under  his  observation. 

Wood-engraving  is  a  most  useful  adjunct  to  the  author,  and  must  always  command 
a  large  amount  of  attention.  In  this  country  the  art  has  been  carried  to  the  highest 
degree  of  perfection.  In  works  like  the  present,  the  author  is  greatly  aided  by  a 
diagram,  which  can  moro  clearly  explain  his  moaning  than  a  page  of  letter-press ; 
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and  It  can  bo  set  up  and  printed  with  the  type,  a  mode  which  no  other  style  of  art 
cau  nyal  in  simplicity  and  cheapness.  The  taste  for  elaborately-executed  wood- 
engravings  may  again  decrease,  as  we  find  it  did  for  nearly  two  centuries ;  but  it  was 
never  a  lost  art,  aud  never  wiU  be,  owing  to  the  practical  advantages  we  speak  of 
unless  it  bo  superseded  by  some  simpler  mode  of  doing  the  same  thing  hitherto  undis- 
covered. The  number  of  persons  who  practise  wood-engraving  in  Ix)ndon  alone  is 
very  large  and  when  wo  consider  the  quantity  done  in  the  great  cities  of  the  Con- 
tinent, and  the  large  amount  of  book  illustration  in  constant  demand,  the  creative 
evM  — F  W  F  ^        genius-Thomas  Bewick— shines  forth  in  greater  vigour  than 

When  a  large  number  of  impressions  are  to  bo  taken  from  a  wood-block,  a  cast  in 
metal  is  taken  from  it,  in  the  manner  described  under  Steeeotypk.  In  some  cases 
electrotype  copies  are  taken  in  copper,  and  the  comparatively  thin  sheet  of  copper 
produced  is  mounted  upon  a  wood-block  of  the  proper  thickness. 

Photography  has  been  employed  most  serviceably  by  the  wood  engraver.  Drawings 
are  reduced  by  the  aid  of  the  camera  to  any  required  size,  and  the  impression  re- 
ceived _  directly  upon  the  wood  which  is  to  be  cut.  Most  of  the  wood-engravings 
which  illustrate  this  volume  have  been  produced  by  the  use  of  the  photographic  pro- 
cess.   Seo  Photogeapht. 

Engraving  on  brass  plates  has  been  used  as  a  cheap  mode  of  superseding  wood- 
engraving  for  works  of  a  cheap  character. 

EIl-GRAVZNG  ON  CI.ASS.  This  work  does  not  deal  with  mere  matters  of 
manipulation,  therefore  the  process  of  engraving  on  glass,  by  means  of  the  glass-cutter's 
wheel,  and  with  tools,  finds  some  notice  under  Glass  only.  One  process  of  engraving 
on  glass  is  carried  out  by  covering  the  glass  with  an  etehing  wax,  carefully  cutting  out 
the  pattern,  then  covering  the  glass  with  powdered  fluor-spar,  and  pouring  sulphuric 
acid  upon  it.  Or,  by  preparing  fluoric  acid  in  a  metal  bottle,  and  projecting  the 
vapour  as  formed  directly  upon  the  exposed  part  of  the  glass.  Attention  has  of  late 
been  drawn  to  a  process  of  engraving  glass  by  the  sand-jet,  an  American  invention. 

Mr.  Tilghman's  attention  seems  first  to  have  been  directed  towards  cutting  stone  or 
hard  metal  by  a  jet  of  sand  impelled  by  escaping  steam  under  high  pressure.  His 
early  experiments  were  with  very  high  pressure;  but,  as  he  progressed  in  the  knowledge 
of  results  obtainable  with  various  velocities,  a  great  use  for  this  process  seemed  to 
develop  itself  in  sand  driven  by  moderate  air-blasts,  and  applied  to  grinding  or  de- 
polishing  glass  for  ornamental  purposes. 

For  grinding  glass  a  common  rotatory  fan  is  used,  30  inches  in  diametor,  making 
about  1,500  revolutions  per  minute,  which  gives  a  blast  of  air  of  the  pressure  of  about 
4  inches  of  water,  through  a  vertical  tube,  2  feet  high  by  60  inches  long,  and  1  inch 
wide. 

Into  the  top  of  this  tube  the  sand  is  fed,  and  falling  into  the  air-current  and  ac- 
quiring velocity  from  it,  is  dashed  down  against  the  sheets  of  glass,  which  are  slowly 
moved  across,  about  1  inch  below  the  end  of  the  tube.  About  10  or  15  seconds' 
exposure  to  the  sand-blast  is  sufficient  to  completely  grind  or  depolish  the  surface  of 
ordinary  glass,  so  that  sheets  of  it  carried  on  endless  belts  may  be  passed  under  this 
1  inch  wide  sand-shower  at  the  rate  of  5  inches  forward  movement  per  minute.  In 
the  machine  in  use  for  this  purpose  the  spent  sand  is  reconveyed  to  the  upper  hopper 
by  elevators,  and  the  dust  made  by  the  sand-blast  (which  might  otherwise  be  a 
source  of  annoyance  to  the  workman)  is  drawn  back  into  the  fan,  and  thence  passes 
with  the  wind  into  the  blast  ton,  and  again  mingles  with  the  shower  of  sand  upon  the 
glass. 

By  covering  parts  of  the  glass  surface  by  a  stencil  or  pattern  of  any  tough  or 
elastic  material,  such  as  paper,  lace,  caoutehouc,  or  oil  paint,  designs  of  any  kind  may 
be  engraved. 

There  is  a  kind  of  coloured  glass  made  by  having  a  thin  stratum  of  coloured  glass 
melted  or  '  flashed '  on  one  side  of  an  ordinary  sheet  of  clear  glass.  If  a  stencil  of 
sufficient  toughness  is  placed  on  the  coloured  side,  and  exposed  to  the  sand-blast,  the 
pattern  can  be  cut  through  the  coloured  stratum  in  from  about  4,  to  20  minutes, 
according  to  its  thickness. 

The  theoretical  velocity  of  a  current  of  air  of  the  pressure  of  4  inches  of  water, 
Mr.  Tilghmau  calculates,  is  (neglecting  friction),  about  135  feet  per  second;  the  actual 
velocity  of  the  sand  is  doubtless  much  less. 

If  a  current  of  air  of  less  velocity  is  used,  say  about  1  inch  of  water,  veiy  delicate 
materials,  such  as  the  green  leaves  of  the  fern,  will  resist  a  stream  of  fine  sand  long 
enough  to  allow  their  outlines  to  be  engraved  on  glass.  By  graduating  tlie  time  of 
exposure  with  sufficient  nicety,  so  as  to  allow  the  thin  parts  of  the  leaves  to  be  partly 
cut  through  by  the  sand,  while  the  thicker  central  ribs  aqd  their  branches  wiU  resist, 
the  effect  of  a  shaded  engraving  may  be  produced. 
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'  The  grinding  of  such  a  hard  substance  as  glass  by  an  agent  which  is  resisted  by 
such  a  fraf'ilo  material  as  a  green  loaf,  seems  at  first  rather  singular.  The  probable 
explauation  is,  that  each  gi-ain  of  sand  which  strikes  with  its  sharp  angle  on  the  glass 
pulverises  an 'infinitesimal  portion,  which  is  blown  away  as  dust,  while  the  grains 
which  strike  the  leaf  rebound  from  its  soft  elastic  surface. 

The  film  of  bichromatised  gelatin,  used  as  a  photographic  negative,  may  be  suffi- 
ciently thick  to  allow  a  picture  to  be  engraved  on  glass  by  fine  sand,  driven  by  a 
gentle  blast  of  air. 

For  cutting  stone,  the  inventor  uses  steam  as  the  impelling  jet ;  the  higher  the 
pressure  the  greater  is  the  velocity  imparted  to  the  sand,  and  the  more  rapid  its  cutting 
efiect. 

In  using  steam  of  about  100  lbs.  pressure,  the  sand  is  introduced  by  a  central  iron 
tube,  about  -^^jths-inch  bore,  while  the  steam  is  made  to  issue  from  an  annular  passage 
smTounding  the  sand  tube. 

A  certain  amount  of  suction  of  air  is  thus  produced,  which  draws  the  sand  through 
the  sand-tube  into  the  steam-jet,  and  both  are  then  driven  together  through  a  tube, 
about  6  inches  long,  in  which  the  steam  imparts  its  velocity  to  the  sand,  and 
finally  strike  on  the  stone,  which  is  held  about  an  inch  distant  from  the  end  of  the 
tube. 

At  the  part  struck  a  red  light  is  visible,  as  if  the  stone  was  red-hot,  though  really 
it  is  below  212°  Fahr.  The  light  is  probably  caused  by  the  breaking-up  of  the 
crystals  of  the  sand  and  stone. 

The  cutting  effect  is  greatest  when  free  escape  is  allowed  for  the  spent  sand  and 
steam.  In  making  a  hole  of  diameter  but  slightly  greater  than  that  of  the  steam  jet, 
the  rebounding  steam  and  sand  greatly  interfere  with,  and  lessen  the  efficiency  of  the 
jet. 

Under  favourable  conditions,  using  steam  which  he  estimated  as  equal  to  about  1-J 
horso-power,  at  a  pressure  of  about  125  lbs.,  tlie  cutting  effect  per  minute  was  about 
1^  cubic  inch  of  granite,  or  3  cubic  inches  of  marble,  or  10  cubic  inches  of  soft  brown 
sandstone. 

By  means  of  flexible  or  jointed  connecting  tubes,  the  blast-pipe  is  made  moveable  in 
any  direction  ;  grooves  and  mouldings  of  almost  any  shape  can  thus  be  made,  or  by 
means  of  stencil  plates,  letters  or  ornaments  can  be  cut  either  in  relief  or  in  intaglio, 
with  great  rapidity  in  the  hardest  stone.  ' 

At  a  high  velocity,  quartz  sand  will  cut  substances  much  harder  than  itself,  as  before 
stated.  With  a  steam  jet  of  300  lbs.  pressure,  a  hole  1^  inch  in  diameter  was  cut 
through  a  piece  of  corundum  1^  inch  thick  in  25  minutes. 

A  hole  1  inch  long  and  }  inch  wide  was  cut  through  a  hard  steel  file  ^  inch  thick 
in  10  minutes,  with  a  jet  of  100  lbs.  steam.  * 

A  stream  of  small  lead  shot  driven  by  50  lbs.  steam,  wore  a  small  hole  in  a  piece  of 
hard  quartz;  the  shot  were  found  to  be  only  very  slightly  flattened  by  the  blow  show- 
ing their  velocity  to  have  been  moderate. 

Among  the  curious  examples  of  glass  cut  by  this  sand-blast  was  shown  a  piece 
of  ordinary  window-glass,  which,  having  been  partially  protected  by  a  covering  of 
mre  gauze,  had  been  cut  entirely  through,  thus  producing  a  glass  sieve,  with  openings 
about  j^th  ot  an  inch,  the  intervening  glass  meshes  being  only  ^th  of  an  inch  wide 
ihis  seems  to  have  been  produced  more  as  a  curiosity  than  for  any  practical  purpose! 
bhould  such  a  sheet  of  poriorated  glass  be  required,  it  is  questionable  if  it  could  be 
produced  from  a  solid  sheet  by  any  other  method. 

A  microscopic  examination  of  the  sheet  glass  depolished  by  this  process  shows  a 
nnSrn  ^1 ^""T"^  the  blows  of  the  impinging  grains  of  sand" and  looks  more 
umlorm  than  do  surfaces  ground  by  the  rubbing  process 

One  curious  fact  connected  with  the  use  of  this  process  is  that  when  a  siu-face  to  be 
cut  m  intagho  or  otherwise  is  partially  protected  by  templates  of  metal,  these  tem- 

"tf'"  ^°  ^^^t  P'-^P^^  P'-^tterns  are  really  Se 

durab  e  than  patterns  cut  from  brass.  Sheet  steel,  cut  into  shapes  and  then  hardeTed 
w^  1  also  cur  up  under  the  blows  of  the  fine  particles  of  sand,  unless  protected  bv 
h  ete  of  yielding  material  Finelace  will  protect  glass  during  the  depolishing  process^ 
and  leave  ats  designs  mpoUshed  lines  on  a  grouncf  surface.  This  amount  is  derived 
from  the  '  Journal  of  the  Franklin  Institute.'    See  Glass 

BNGRAVIITG  ON  STOWE;    SEAl.  OR  GEM  ENGRAVIMG 
very  dehcate  and  beautiful  results  are  obtained  by  engraving  upon  lithographic  .rnZcf 
The  art,  is  not,  however,  of  sufficient  importance  to  occupy  olr  abeady  frS^^^^^^^ 
Seal  or  gem  engraving  is  an  art  of  great  antiquity.  Wo  may  liore  simplvannd! 
apparatus  in  general  use  by  the  workman,  and  which  consists  of  a  htlie  J 
treddle,  and  moving  a  small  horizontal  stod  cylinder,  into  wh  ch  the  took  ^  f 

allowing  them  to  revolve  against  the  gem.  which  is  held  by  h  htStCXan 
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close  to  each  point,  cutting  tlio  surface  by  the  aid  of  diamond-powder  made  into  a 
paste  with  ohvo-oil.  The  tools  are  very  simple,  and  adapted  to  produce  the  kind  of 
abrasion  wished  for  by  the  artist.  When  thus  engraved  the  surface  is  polished  with 
box-wood  tools  and  rotten-stone.  The  ancient  gems  are  remarkable  for  a  higher  and 
finer  polish  than  is  possessed  by  the  generality  of  modern  works,  as  well  as  for  a 
more  vigorous  and  sculpturesque  elFoct. 

The  arts  of  iucising  a  design  upon  a  precious  stone,  and  of  sculpturing  it  in  relief 
originatocl  with  the  nations  of  antiquity,  and  were  practised  by  tliem  with  great 
success.  Carnchan  was  their  favourite  stone  for  general  use,  but  they  also  worked  on 
onyx,  chalcedony,  jasper,  and  blood-stone.  Tiiey  frequently  used  the  various  tints  of 
the  stone  to  heighten  the  eflfect  of  their  work,  and  produce  relief.  The  ancients 
have  preserved  the  names  of  many  of  the  early  Greek  gem  engravers  who  have 
never  been  surpassed  for  ability.  One  of  their  most  celebrated  worlcs  is  the  sardonyx 
of  throe  strata,  which  formed  part  of  the  cabinet  of  gems  of  the  Empress  Josephine, 
and  which  represents  tho  busts  of  Ptolemy  Philadelphus  (b.c.  285  to  258)  and  his 
queen  Arsinoe.  Its  shape  is  an  obtuse  oval,  measuring  Q\  inches  by  5.  Another 
with  the  same  heads  is  preserved  in  the  Imperial  Cabinet  at  Vienna,  measuring  4J- 
inches  each  way.  But  the  largest  and  most  important  of  these  antique  works  is  tho 
apotheosis  of  Augustus,  preserved  in  tho  Koyal  Cabinet  of  France,  which  measures  8 
inches  by  9,  and  represents  more  than  twenty  figures  of  men  and  deities,  a  wonderful 
monument  of  patient  labour  and  artistic  power.  So  fond  were  the  ancients  of  these 
costly  and  beautiful  works,  that  the  Emperor  Heliogabalus  is  recorded  to  have 
covered  his  shoes  with  engraved  gems.    They  were  also  used  to  adorn  coffers  and 

other  luxurious  articles  of  furniture,  as  well  as  drinking  vessels,  patera,  &c.  

FairhoU. 

EiribEVil.G'X:.   The  discolouring  or  discharging  style  in  calico-printing. 

EXVSTATITE.  A  name  now  applied  to  those  varieties  of  bronzite  which  contain 
little  or  no  iron.  Enstatite  is  tho  chief  constituent  of  the  French  rock  called  Lher- 
zolite,  and  it  has  been  also  found  in  certain  meteorites.  The  name,  derived  from 
iv<Trari)s  (enstates),  '  an  opponent,'  refers  to  the  refractory  behaviour  of  the  mineral 
before  the  blowpipe. 

EiarTOZOA.    Those  animals  which  live  within  the  bodies  of  other  animals. 

ElVTRESOXi.  A  floor  between  other  floors ;  a  low  set  of  apartments  placed  above 
tbe  first  floor.  The  Quadrant,  Eegent  Street,  has  a  good  example  of  the  entresol. 
In  Italy  the  term  Mezzanino,  or  'little  middle  floor,'  is  used  to  indicate  tho  same 
arrangement. 

EXrVEIiOPES.  The  manufacture  of  envelopes  has  so  largely  increased,  that  the 
old  method  of  folding  them  by  means  of  a  bone  folding  stick,  although  a  good  workman 
could  thus  produce  3,000  a  day,  was  not  capable  of  meeting  the  demand ;  hence  the 
attention  of  several  was  turned  to  the  construction  of  machines  for  folding  them. 
Amongst  the  most  successful  are  the  following : — 

Envelope  folding . — In  the  envelope-folding  machine  of  Messrs.  De  La  Eue  &  Co.,  each 
piece  of  paper,  previously  cut  by  a  fly-press  into  the  proper  form  for  making  an  envelope 
(and  having  the  emblematical  stamp  or  wafer  upon  it),  is  laid  by  the  attendant  on  a  square 
or  rectangular  metal  frame  or  box,  formed  with  a  short  projecting  piece  at  each  corner, 
to  serve  as  guides  to  the  paper,  and  furnished  with  a  moveable  bottom  which  rests  on 
helical  springs.  A  pressor  at  the  end  of  a  curved  compound  arm,  which  moves  in  a 
vertical  plane,  then  descends,  and  presses  the  paper  down  into  the  box, — the  bottom 
thereof  yielding  to  the  pressure ;  and  thereby  the  four  ends  or  flaps  of  the  piece  of  paper 
are  caused  to  fly  xip ;  the  pressor  may  be  said  to  consist  of  a  rectangidar  metal  frame,  the 
ends  of  which  are  attached  to  the  outer  part  of  the  curved  arm,  and  the  sides  thereof  to 
the  inner  portion  of  the  arm ;  so  that  the  ends  and  sides  of  the  pressor  can  move  inde- 
pendently of  each  other.  The  ends  of  the  pressor  then  rise,  leaving  the  two  sides  of  it  still 
holding  down  the  paper ;  two  little  lappet  pieces  next  fold  over  the  two  side  flaps  of  tho 
envelope ;  and  immediately  a  horizontal  arm  advances,  carrying  a  V-shaped  piece 
charged  with  adhesive  matter  or  cement  (from  a  saturated  endless  band),  and  applies 
tho  same  to  the  two  flaps.  A  third  lappet  presses  down  the  third  flap  of  the  envelope 
upon  the  two  cemented  flaps,  and  thereby  causes  it  to  adhere  thereto  ;  and  then  a 
pressing  piece,  of  the  same  size  as  the  finished  envelope,  folds  over  the  last  flap  and 
presses  the  whole  flat.  The  final  operation  is  to  remove  the  envelope,  and  this  is 
effected  by  a  pair  of  metal  fingers,  with  India-rubber  ends,  which  descend  upon  the 
envelope,  and,  moving  sideways,  draw  the  envelope  off  the  bottom  of  the  box  (the 
pressing  piece  having  moved  away  and  the  bottom  of  tho  box  risen  to  the  level  of  the 
platform  of  the  machine)  on  to  a  slowly-moving  endless  band,  which  gradually  carries 
tho  finished  envelopes  away.  A  fresh  piece  of  paper  is  laid  upon  tlie  box  or  frame, 
and  the  above  operations  aro  repeated.  This  machine  makes  at  tho  rate  of  2,700 
envelopes  per  hour. 
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Anothor  macliino  for  the  same  object  was  invented  by  Mr  A.  Eemond  of  Birming- 
ham and  is  that  employed  by  Messrs.  Dickinson  &  Co.  The  distinguishing  feature 
of  This  Mrancemont  is  the  employment  of  atmospheric  pressure  to  feed  in  the  paper 
whS  i™f?rm  1  envelope,  ami  to  deflect  the  flaps  of  the  envelope  into  inclined 
pos Sons,  to  facilitate  the  action  of  a  plunger,  which  descends  to  comp  eto  the  folding 
The  Sec^s  of  paper,  cut  to  the  proper  form,  are  laid  on  a  platform,  which  is  furnished 
with  a  pin  at  each  corner,  to  enter  the  notches  in  the  pieces  of  paper,_  and  retain  them 
in  their  proper  position,  and  such  platform  is  caused  alternately  to  rise  and  bring  the 
upper  piece  of  paper  in  contact  with  the  instrument  that  feeds  the  folding  part  ot  the 
machine  and  then  to  descend  until  a  fresh  piece  is  to  be  removed.  The  feeding  in- 
strument consists  of  a  hoUow  horizontal  arm,  with  two  holes  in  the  under  side,  and 
having  a  reciprocating  movement.  When  it  moves  over  the  upper  piece  of  paper 
on  the  platform,  a  partial  vacuum  is  produced  within  it,  by  a  suitable  exhausting 
apparatus,  and  the  paper  is  thereby  caused  to  adhere  to  it  at  the  holes  in  its  under 
surface  by  the  pressure  of  the  atmosphere.  The  instrument  carries  the  paper  over  a 
rectangular  recess  or  box ;  and  then,  the  vacuum  within  it  being  destroyed,  it  deposits 
the  paper  between  four  pins,  fixed  at  the  angles  of  the  box,  and  returns  for  another  piece 
of  paper.  As  the  paper  lies  on  the  top  of  the  box,  the  flap  which  will  be  undermost 
in  the  finished  envelope  is  pressed  by  a  small  bar  or  presser  on  to  the  upper  edge  of 
two  angular  feeders,  communicating  with  a  reservoir  of  cement  or  adhesive  matter,  and 
thereby  becomes  coated  with  cement ;  and  at  the  same  time,  the  outermost  or  seal  flap 
may  be  stamped  with  any  required  device,  by  dies,  on  the  other  side  of  the  macliine. 
Aredtangular  frame  or  plunger  now  descends  and  carries  the  paper  down  into  the  box; 
the  plunger  rises,  leaving  the  flaps  of  the  envelope  upright ;  streams  of  air,  issuing 
from  a  slot  in  each  side  of  the  box,  then  cause  the  flaps  to  incline  inwards  :  and  the 
folding  is  completed  by  the  plunger  again  descending  ;  the  interior  and  under  surface 
of  such  plunger  being  formed  with  projecting  parts,  suitable  for  causing  the  several 
flaps  to  hold  in  proper  superposition.  The  bottom  of  the  box  (which  is  hinged)  opens, 
and  discharges  the  envelope  down  a  shoot  to  a  table  below  ;  the  feeding  instrument 
then  brings  forward  another  piece  of  paper ;  and  a  repetition  of  the  above  movements 
takes  place. 

EPHESZTfi.  A  micaceous  mineral  accompanying  the  emery  of  Q-ummach-Dagh, 
near  Ephesus.    It  has  been  described  by  Dr.  J.  L.  Smith. 

EPXDERMXS.  The  outer  covering  or  scarf-skin.  The  fibrous  horny  coating  of 
some  shells  which  sometimes  are  used  in  the  arts. 

EPIBOTE.  A  complex  mineral  silicate,  usually  containing  alumina,  peroxide  of 
iron,  lime,  magnesia,  and  protoxide  of  iron.  It  crystallises  in  the  oblique  or  monoclinic 
system,  often  in  long  well-shaped  glassy  crystals.  The  colour  is  generally  some  shade 
of  green,  often  of  a  characteristic  pistachio  green,  but  sometimes  passing  into  black. 

Epidote  is  not  uncommon  in  granite,  and  other  crystalline  rocks ;  whilst  it  forma 
the  main  constituent  of  a  rock  known  as  Epidosite  or  Epidote-rock.  The  first  crystals 
occur  in  limestone,  in  trappean  rocks,  and  in  deposits  of  iron  ore.  The  name  {iiriSotris, 
epidosis,  increase)  was  originally  proposed  by  Haiiy  on  crystallographic  considera- 
tions, but  has  since  been  much  extended,  and  the  species  now  includes  a  large  number 
of  varieties,  the  more  important  of  which  will  be  noticed  under  their  respective  names. 

EPIZOA.  Those  animals  which  live  parasitic  upon  other  animals.   See  Entozoa. 

EPSOIVXITE.    Native  Epsom  salts,  or  sulphate  of  magnesia. 

EPSOM  SAIiTS.  A  sulphate  of  magnesia,  consisting  of  magnesia  16'26,  sul- 
phuric acid  32'52,  water  51"22.  It  derives  its  name  from  a  mineral  spring  containing 
the  salt  at  Epsom.  It  is  largely  manufactured  by  the  evaporation  of  sea-water,  after 
crystallisation  of  the  common  salt ;  or  by  precipitating  the  magnesia  from  sea-water 
by  means  of  lime,  and  then  dissolving  this  precipitate  in  sidphuric  acid.  It  may  also 
be  prepared  from  carbonate  of  magnesia,  or  from  magnesian  limestone  (dolomite).  See 
Magnesia,  Suiphate  of. 

EQUISETACEJE.  {Equus,  a  horse,  seta,  a  hair.)  A  group  of  plants  commonly 
called  '  horse-tails.'  The  species  of  equisetum  grow  very  abundantly  in  ditches,  lakes, 
and  rivers,  in  this  and  other  parts  of  the  world.  The  stems  are  striated,  hollow,  arti- 
culated, usually  branched,  having  no  true  leaves,  but  in  their  place  green-jointed 
branches  arranged  in  whorls  at  the  articulations  of  the  stem.  In  South  America  they 
grow  to  a  large  size.  The  stems  usually  contain  a  great  deal  of  silica  in  their  compo- 
sition, and  the  Equisetum  hycmale,  or  Dutch  rush,  finds  its  use  in  the  arts  on  this 
account.    See  Dutch  Eush. 

EQVXSETiriVI.    A  genus  of  Equisetace^e. 
.  EQUIVALENTS,  CHEMlCAl..   By  this  term  is  understood  the  propoi-tions 
in  wliich  substances  combine  with  each  other  to  form  definite  compounds  These 
proportions  are  referred  to  the  common  standard,  hydrogen,  which  is  taken  as  unity 
lUe  limits  of  this  work  preclude  the  possibility  of  entering  into  the  history  of 
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SroSnM^'\i^-°i^°''^"°°  °^  equivalents  was  gradually  developed;  but  it  is 
Ss  aid  nl?      f  "<^thods  by  which  the  equivilents  of  olo! 

ZZi^^  compounds  are  ascertained  and  demonstrated  to  bo  correct.  But  hJl 
hlTZ^If  V"  ""TTZ  '°  ^''^"^  'equivalent.'   This  is  n;t  easy  to  r 

amS  f^   tlioorotical  Ideas  of  all  chemists  are^lot  the  same.  Suppose/for 
ample  the  constitution  of  water  were  to  be  taken  as  the  starting  point.    On  submitting 
LLt  i  l'^''^^      immediately  observed  that  the  ratio  of  the  t^o 

WnnJv  Z?n      'T/  •^"f  that  wat«r  is  a  sinSo 

b  nary  compound  of  one  equivalent  of  each  of  its  constituents.    But  this  involves  the 

"otlt%!'''°^^^  ^l^^^^^'^^^      l^ydrogen  is  twice  that  of 

^n^?P.n;«n  f  Chemist  assuming  that  one  volume  of  a  gas  represents  an  equiva- 
ent  considers  water  to  be  a  ternary  compound,  having  the  formula  H'^O.    It  is  pllfn 

°on  r °"^^u^^^^      ^^1^°  ^^'^^^d  hypothesis  tSlt 

It  will  on  the  first,  or,  what  comes  to  the  same  thing,  the  atom  of  oiygen  will  be 
twice  as  great.  If,  with  some  chemists,  wo  consider  the  volumes  of  the  gases  to  repre- 
sent  atoms  or  eqiuvalents,  then,  water  consisting  of  two  volumes  of  hyc&ogen  and  one 
volume  of  oxygen,  and  as  by  weight  water  contains  8  parts  of  oxygen  to  1  part  of 
hydrogen,  it  is  plain  that  8  parts  of  oxygen  by  weight  will  represent  1  equivalent 
and  1  part  by  weight  of  hydrogen  will  represent  2  equivalents.  Consequently  1 
equivalent  of  hydrogen  will  weigh  -5.  But  to  avoid  fractional  numbers  it  will  (on 
these  assumptions)  be  more  convenient  to  write  the  equivalent  of  hydrogen  =  1  and 
oxygen  16.  In  this  country  it  has,  until  recently,  been  usual  to  consider  the  ato'm  of 
hydrogen  as  occupying  twice  the  space  in  the  gaseous  state  of  that  of  oxygen  "The 
atomic  weights  being,  therefore,  oxygen  8  and  hydrogen  1. 

We  have  said  that  it  is  by  no  means  easy  to  define  an  equivalent.  The  difficulty 
arises  not  merely  from  the  different  aspects  under  which  theoretical  chemists  regard 
the  elements  and  their  compounds,  but  also  from  the  practical  difiSculties  attending 
the  determination  of  the  true  constitution  of  some  substances.  Thus  the  equivalent 
of  bismuth  is  assumed  by  some  to  be  71  and  by  others  213 ;  the  oxide  in  the  one 
case  becomes  BiO,  in  the  other  BiO» ;  the  first  equivalent  being  only  one-third  as 
great  as  the  second.  But,  it  is  to  be  observed,  the  variations  in  the  theoretical  views 
of  chemists  _  are  of  no  consequence,  so  long  as  we  clearly  comprehend  the  natiu-e  of 
those  variations.  The  relative  values  or  proportions  are  the  same  in  all  cases.  It  is, 
in  fact,  somewhat  the  same  as  if  one  class  regarded  the  avoirdupois  pound  as  made  up 
of  16  ounces,  each  ounce  weighing  437'5  ^ains,  and  the  other  considered  it  as  con- 
sisting of  8  ounces,  each  ounce  containing  876  0  grains. 

In  ord6r_  to  clearly  understand  the  nature  of  the  equivalents  as  received  in  this 
country,  it  is  necessary  to  remember  that  there  are  three  relations  of  volume  amongst 
gases,  namely,  one,  two,  and  four  volumes.  The  fij:st  relation  applies  solely  to 
elementary  gases.  _  The  two  others  apply  to  elements  and  compounds.  [It  is  true  that 
tlie  vapour-densities  of  pentachloride  of  phosphorus,  chloride  of  ammonium,  and, 
perhaps,  one  or  two  other  substances,  appear  to  differ  from  this  rule,  but  it  is  probable 
that,  like  sulphur,  the  vapour  densities  require  to  be  determined  under  special  condi- 
tions of  temperature  or  pressure.]  In  the  table  of  equivalents  the  density  of  the 
vapours  of  those  substances  which  are  capable  of  assuming  the  gaseous  states  are  so 
placed  that  the  number  obtained  by  experiment  may  be  compared  with  that  deduced 
from  theoretical  considerations.  In  the  following  table  the  vapour-volumes  or  com- 
bining measures  of  some  of  the  more  important  elements  are  given.  We  shall  see 
presently  the  practical  value  of  the  information  contained  in  it : — 


Combining 

Element  Measure 

Hydrogen        .      .      .  two  volumes 

Chlorine  .       .       .       .  do. 

Bromine  ....  do. 

Iodine     ....  do. 

Fluorine  {hypothetical)     .  do. 

Nitrogen  .       .       .      «  do. 


Combining 

Element  Measure 

Oxygen     ....  one  volume 

Sulphur    ....  do. 

Selenium  .       .       .       .  do. 

Phosphorus      ...  do. 

Arsenic     ....  do. 

Carbon     ....  do. 


It  must  be  remembered  that  all  volatile  compounds  possess  four-volume  formulre, 
except  a  few,  which  in  this  country  are  always  written  as  if  possessing  a  condensation 
to  two  volumes ;  such  are  carbonic  acid,  carbonic  oxide,  sulphurous  acid,  &c.  With 
the  above  information  it  will  be  easy  for  any  person  to  calculate  the  density  of  any 
vapour  or  gas  by  the  aid  of  the  following  directions : — 

To  obtam  the  density  of  any  vapour  or  gas  having  a  condensation  to  four  volumes, 
sitch  as  most  organic  or  inorganic  compounds. — Multiply  half  the  density  of  hydrogen 
by  the  atomic  weight  of  the  vapour  or  gas.  Example  : — Find  the  density  of  the 
vapour  of  hydrobromic  acid.    The  atomic  weight  of  hydrobromic  acid  is  81.  The 
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The  above  methods  of  calculating  the  densities  of  vapours  and  gases  are  those  always 
employed  by  the  -writer  of  this  article,  and  will  be  found  incomparably  shorter  and 
more  convenient  than  any  other.  .  . 

It  is  perfectly  plain  that,  by  a  simple  inversion  of  the  above  rules,  at  is  equally  easy 
from  the  known  density  of  a  gas  or  vapour  to  calculate  its  atomic  weight.  Never- 
theless, for  the  sake  of  those  who  are  unaccustomed  to  calculations  of  this  kind,  we 
append  the  following  rules : —  j       •     ^  ^ 

To  calculate  the  atomic  weight  of  any  gas  or  vapour  having  a  condensation  to  pur 
volumes.— DbniQ  the  density  of  the  gas  by  half  the  density  of  hydrogen.  Example  : 
—Find  the  atomic  weight  of  hydrobromic  acid  gas,  the  density  of  which  is  2-8026  ; 


To  calculate  the  atomic  weight  of  any  gas  or  vapour  having  a  condensation  to  two 
volumes,— D'vnA.Q  the  density  of  the  gas  by  the  density  of  hydrogen. 

To  calculate  the  atomic  weight  of  any  gas  or  vapour  having  a  condensation  to  one 
volume, — Divide  the  density  of  the  gas  by  twice  the  density  of  hydrogen. 

It  is  plain,  then,  that  if  we  are  in  possession  of  the  atomic  weight  and  vapour-volume 
of  any  substance,  it  is  easy  to  determine  the  density  of  its  vapour  or  gas.  Also,  tliat 
having  the  density  of  the  vapour  and  the  vapour- volume,  it  is  easy  to  calculate  the 
atomic  weight.  If  wo  consider  for  an  instant  what  is  meant  by  the  term  '  density  of  a 
vapour  or  gas,'  it  will  appear  equally  easy  to  find,  from  the  density  of  the  gas,  the 
weight  of  100  cubic  inches  at  the  standard  temperature  and  pressure.  By  the  density 
of  a  gas  is  meant  the  number  expressing  how  much  it  is  heavier  or  lighter,  bulk  for 
bulk,  than  air.  If,  therefore,  we  multiply  the  density  of  a  gas  by  the  weight  of  100 
cubic  inches  of  air,  at  the  sta,ndard  temperature  and  pressure  ( =  30-00  grains),  we 
immediately  find  the  number  required.  Example  : — The  density  of  hydrogen  is 
0-0692  and  0-0692  x  30  =  2-0760,  or  the  weight  of  100  cubic  inches  of  hydrogen,  at  a 
temperature  of  60°  Fahr.,  and  30  inches  of  the  barometer. 

From  what  has  been  said,  it  is  evident  that  no  difficulty  exists  in  determining  the 
equivalents  of  bodies  which  can  be  obtained  in  a  gaseous  state.  Where  the  equivalent 
of  a  fixed  body  is  to  be  ascertained,  or  where  it  is  desired  to  proceed  in  a  different 
inanner,  the  method  employed  must  depend  upon  the  nature  of  the  substance.  We 
shall  consider  three  of  the  most  simple  and  general  cases,  namely,  an  acid,  an  alkali, 
and  a  neutral  body. 

1.  Mode  of  determining  the  equivalent  of  an  acid. — For  this  purpose  it  is  necessary 
to  analyse  a  salt,  the  constitution  of  which  is  known.  If  the  base  or  metallic  oxide  in 
the  salt  is  one  of  wliich  the  atomic  weight  is  well  established,  it  is  very  easy  to  deter- 
mine the  combining  proportion  of  the  acid.  We  say,  as  the  percentage  of  oxide  is  to 
the  percentage  of  acid,  so  is  the  atomic  weight  of  the  oxide  to  the  atomic  weight  of  the 
acid.   Example  : — Butyrate  of  silver  has  the  following  composition : — 


2-8026 
0-0346 


=  81-000. 


Oxide  of  silver 
Butyric  acid  . 


59-487 
40-613 


of  silver.  of  silver.  acid. 


It  must  be  remembered  that  the  atomic  weight  so  obtained  is  that  of  the  anhydrous 
acid,  so  that  one  equivalent  of  water  must  be  added  to  find  the  atomic  weight  of  the 
acid  in  its  ordinary  coudition.  If  the  equivalent  desired  be  that  of  a  hydrogen  acid, 
the  method  of  proceeding  must  be  slightly  modified,  but  the  details  need  not  be  given, 
as  they  are  self-evident. 
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selvfi^^?!-^  equivalent  of  an  a^Mt. -Several  metliods  prosont  them- 

form  lu^  possessing  certain  advantages.  Most  alkalis,  organic  and  inorganic 
Wn  «S  for  enabling  tlieir  atomic  weight  to  bo  ascertained  by  analysis 

wdffht  win  l?fff'  ^"  °^'^™Plo,^ramonia,  and  the  salt  employed  to  settle  the  atomic 
■weight  will  bo  tlie  sulphate,  which  contains— 

Oxide  of  ammonium  39.4O 

bulphunc  acid  ^      ^  60-60 


100-00 


In  the  same  way  that  an  oxide  of  known  composition  is  the  datum  employed  to 
whthTl  r  of  an  acid,  so,  on  the  other  hand,  an  acid,  the  formula  of 

Seroforelay  -—  ^"^'^"^^  ^  formula  of  an  alkali  to  be  deduced.  We 

60-60       :      39-40      ::     40-oo      :  2600 


Percentage  of  acid.   Percentage  of  alkali.    Equivalent  of  the     Equivalent  of  the 

acid.  alkali. 

Most  alkalis,  especially  those  derived  from  the  organic  kingdom,  form  weU-defined 
ana  easily  crystalli sable  compounds  with  some  of  the  metallic  chlorides,  especially 
those  ot  gold,  platinum,  and  palladium.  These  salts  are  well  adapted  for  enabling 
atomic  weights  to  be  fixed.  ^ 

3.  Mode  of  determining  the  equivalent  of  a  neutral  substance.— EeutxaX  bodies  are 
lormed  upon  so  many  models  or  types  that  no  general  method  can  be  given  for  the 
required  purpose.  If  volatile  at  moderate  temperatures,  the  density  of  the  vapour  can 
bo  ascertained,  and  this  is  generally  sufficient.  Salts  have  their  equivalents  found 
by  determining  the  percentage  composition,  and  proceeding  as  in  Examples  1  and  2. 
Ihe  equivalent  of  a  metal  is  found  by  forming  a  compound  with  some  substance,  the 
atomic  weight  of  which  is  well  known,  such  as  oxygen  or  sulphur.  The  compound  is 
then  carefully  analysed.  Example  :— It  has  been  found  that  100  parts  of  oxide  of 
copper  contain— 

Copper  80-00 

Oxygen  20-00 


100-00 


We  therefore  say : — 

20-00      :      80-00      ::      s-oo       :  32-00 


J  V  t 


'  Y  Y~ 

Percentage  of  Percentage  of  Equivalent  of  Equivalent  of 

oxygen.  copper.  oxygen.  copper. 

A  precisely  analogous  mode  of  proceeding  may  be  adopted  with  chlorides,  iodides, 
&c.— C.G.W.  6      J'  1' 

It  is  important  to  clearly  separate  the  idea  of  chemical  equivalence  from  that  of 
atomic  weight.  Two  elements  can  be  strictly  called  equivalent  to  each  other  only  when 
one  is  capable  of  being  substituted  for  the  other  in  chemical  combination.  Thus 
35-5  parts  of  chlorine  (its  atomic  weight)  are  strictly  equivalent  to  1  part  of  hydro- 
gen; but  16  parts  of  oxygen  (its  modern  atomic  weight)  are  equivalent  to  2  parts 
of  hydrogen;  14  parts  of  nitrogen  usually  to  3  of  hydrogen;  12  of  carbon  to  4  of 
hydrogen ;  and  so  on.  Hence  the  idea  of  chemical  equivalence  is  by  no  means  the 
same  as  that  of  atomic  weight ;  the  atom  of  one  element  not  being  necessarily  equiva- 
lent to  another  in  its  combining  power.  For  the  modern  doctrine  of  equivalence, 
see  Watts's  '  Dictionary  of  Chemistry,'  and  in  this  -work,  the  articles  Atomicity 
and  Atomic  Weights. 

ERASXM-E.    See  Abietene. 

ERBXUIVI.  The  metallic  radicle  of  Erbia,  one  of  the  earths  associated  with  j'ttria. 
It  was  discovered  by  Mossander  in  1842.  Salts  of  erbia  give  characteristie  absorption- 
spectra  exhibiting  dark  bands.    See  Watts's  '  Dictionary  of  Chemistry.' 

EREM ACAVSXS, — slow  combustion.  This  term  lias  been  applied  to  that  constant 
combination  of  oxygen  ^vith  carbon  and  hydrogen,  to  form  carbonic  acid  and  water, 
which  is  unceasingly  going  on  in  nature,  as  in  the  decay  of  timber  or  the  '  heating ' 
of  hay  or  grain  put  together  in  a  moist  state.  Perfect  dryness,  and  a  temperature 
below  freezing,  stop  this  eremacausis,  or  slow  combustion. 

ERGOT  or  R-YE.  Diseased  grains  of  rye  ('spurred  rye  ')  whicli  become 
elongated  and  curved  in  shape,  and  of  a  jet-black  colour,  by  the  attack  of  a  fungus 
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called  Cordyceps  purpurea.  In  this  state  the  rye  is  iiighly  poisonous.  The  ergot  of 
lyo  has  been  employed  in  medicine. 

ERIITZTE.    A  hydrous  arsenate  of  copper. 

EIUWIlvrE.  The  Ermine,  Mustela  Erminea,  is  one  of  tlio  weasel  tribe.  This  liLLlo 
animal  is  most  destructive,  destroying  a  considerable  quantity  of  game.  It  is  upwards 
of  9|  inches  long,  exclusive  of  the  tail  which  measures  3^  inches  more.  In  the  winter 
the  fur  becomes  quite  white,  except  the  tip  of  the  tail"  which  always  remains  black. 
In  the  summer  it  is  of  a  fine  chestnut  colour,  and  the  ftu-  is  then  known  by  the  fui-riers 
as  Eoselet.  It  is  a  native  of  northern  countries.  It  is  especially  abundant  in  Eussia, 
Siberia,  Eamtschatka,  Lapland,  and  Norway.  It  is  found  occasionally  in  Scotland! 
See  FuK. 

EBKATIC  BX.OCXS.  Eounded  and  weather-worn  fragments  of  the  harder 
rocks,  which  are  found  very  widely  scattered,  at  great  distances  from  the  places 
whence  they  were  originaUy  derived.  They  are  generaUy  supposed  to  have  been 
removed  by  the  transporting  power  of  icebergs  and  fields  of  ice. 

ERTTBESCITZ:.   A  name  for  purple  copper-ore,  or  '  horse-flesh  ore.'  See 

GOPPKR. 

BRVTHRIC  ACID.  The  colorific  principle  of  Angola  and  Madagascar 
Orchilla  weeds.  By  macerating  the  lichen  in  milk  of  lime,  Stenhouse  obtained  12 
per  cent,  of  crude  erythric  acid.  It  yields  red  compounds  with  ammonia,  and  also  in 
Its  reaction  with  hypochlorite  of  lime.    See  Lichen  ;  Orchiila 

BItyTHROXTI.Oir  COCA.  The  coca.  This  shrub  is  a  native  of  Pen.,  and  is 
aSv    T? „™   1 ^™"- .  ^i"'  I'"'"''''"  on  a  conditio,,  of 

£e  Coci       """""'^  "^'S  »f       "  ">ore  injurions  than  that  of  opium  or  tobacco. 

ESOaspMENT.  A  word  which  has  long  been  in  use  in  seolojrioal  worlts  •  and 
^™\"t  o?irvLtT,''"'^'°^''-''  ?  "I  Ml  that^hacfata™t?Jpo  0^ 

^^p^^s^  — -Sn"?t|s  ^r 

r.|S  Hs\^r^S^rel%t  °' 

foi;^.ordie,:nTcaU^ytrr^^^^^         '-^^^^^^^  ^-"^  the  Eomans 

cylindrical  form.    It  rp;i7ed       from  tl'      "Y'""^'  P^^^^^  "P^°^-  ^^^^^  ^ 

laid  in  small  bundles  Ld  hesP  Lf^n  f    /        ^^P°''^      the  sun,  and,  when  dr3^ 

are  transported Tcartror  more  S^^^^^^^^^  '  ^  ^i  '^'i™"^''  ^^"^^"^  ^^^^^ 
in  the  unLltiva  ed  and  S  dLdcts  of^h^.  ^^^^  ^^'^  ^P^'^^'^  '"^^^  ^^'i^^' 

sef  t"Lni=er:r^if  ;e^^^^^^^^^^^  f'^^^        yearly,  was 

reduction  in  the  price  of  raes  and  toThl  J      i    .  '  ^'"^^  owing  to  the 

American  war.  thfs  price' hTs'b;:fMLl%^edS:d  °'  ""^^^ 

treXerofCs"^!,^^^  -Pf  ed)  been  taken  out  for  the 

employment  of  this  mat'criir?o  if.Tl^ "  "^^^f  ^^g^.^o^^^  '-^PPear,  from  the  increasino- 
Eoutledgerenres6nV.Tn.  r.ili  .  '^"^^"1'  effectual,  and  economical  Mr 
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manufiicturoa  at  various  other  mills  employing  his  process,  in  wliich  esparto  is  ustd  as 
a  blond  -svJth  the  ordinary  rag  material,  tho  results  arc  very  satisfactory,  demonstrating 
that  a  now  material  has  at  length  been  brought  into  use  meeting  this  long-desired 
rcquiromout,  both  as  regards  qiiality  and  economy. 

One  satisfactory  feature  in  Mr.  Routledgo's  process  is  the  fact  that  no  material 
alteration  s  existing  machinery  or  appliances  is  required ;  no  higlier  pressure  boiling 
in  expensive  vessels  is  necessibited ;  tho  silica,  always  more  or  less  combined  with  a 
coating  of  raw  fibres,  is  got  rid  of,  and  the  gummo-resinous  matter  neutralised,  per- 
mitting tho  fibres  to  bo  eliminated  and  drawn  out  by  the  ordinary  pulping  engine,  as 
now  practised  with  rags.  Tho  assurance  of  a  successful  result  appears  to  be  dependent 
on  tho  proper  adjustments  of  tho  proportions  of  tho  chemicals  employed ;  this  secured, 
and  the  process  is  extremely  simple,  the  issue  appears  to  bo  reliable,  and,  what  is  of 
no  little  importance,  invariable  and  constant. 

The  fibres  produced  from  esparto  are  specifically  lighter  than  those  from  any  other 
paper-making  material  in  use ;  their  mechanical  structure,  moreover,  admits  of  minute 
subdivision,  without  destroying  the  feathery  or  mossy  arrangement  which  facilitates 
the  intimate  felting  or  blending  of  the  ultimate  fibres  on  the  endless  wire  of  the 
Pourdriuier  machine ;  then,  esparto  paper,  in  consequence  of  this  peculiarity,  feels 
thicker  in  the  hand,  and  takes  a  finer  surface  than  that  made  from  cotton  rags,  and, 
in  proportion  to  the  blend  or  admixture  with  other  rag  or  paper-making  material, 
imparts  these  advantageous  characteristics.  It  is  to  be  remarked,  however,  that  its 
introduction  generally  into  the  trade  being  only,  comparatively  speaking,  of  recent 
date,  it  has  not  yet  arrived  at  full  development,  its  employment  being  hitherto  limited 
to  common  and  ordinary  printing  papers  and  cartridges,  and  in  the  unbleached  state 
to  brown  and  cap  papers. 


Our  Imports  for  the  last  five  years  have  been  as  follow : — 


Places 

1868 

1809 

1870 

1871 

1872 

Tons 

Value 

Tons 

Value 

Tons 

Value 

Tons 

Value 

Tons 

Value 

Prom 
Spam 
Algeria 
Other  parts 

Total  . 

92,927 
2,762 
139 

£ 

699,213 
15,483 
895 

82,355 
3,487 
494 

£ 

494,133 
19.970 
2,961 

72,835 
29,500 
1,126 

£ 

529,200 
215.385 
7,825 

80,472 
45,371 
18,568 

£ 

729,163 
301,667 
145,351 

55,909 
28,008 
20,621 

£ 

468,199 
198,053 
137,144 

95,828 

615,591 

86,336 

517,064 

103,461 

752,410 

144,411 

1,239,181 

104,621 

803,596 

ESSEXCB  D'ORIENT,  the  name  of  a  pearly-looking  matter  procured  from  tho 
blay  or  bleak,  a  fish  of  the  genus  Cyprinus.  This  substance,  which  is  found  princi- 
pally at  the  base  of  the  scales,  is  used  in  the  manufacture  of  artificial  pearls.  A 
large  quantity  of  the  scales  being  scraped  into  water  in  a  tub,  is  there  rubbed 
between  the  hands  to  separate  the  sMning  stuff,  which  subsides  on  repose.  Tho 
first  water  being  decanted,  more  is  added  with  agitation  till  the  essence  is  thoroughly 
washed  from  all  impurities,  when  the  whole  is  thrown  upon  a  sieve ;  the  substance 
passes  through,  but  the  scales  are  retained.  The  water  being  decanted  off,  the  essence 
is  procured  in  a  viscid  state,  of  a  bluish-white  colour,  and  a  pearly  aspect.  The 
intestines  of  the  same  fish  are  also  covered  with  this  beautiful  glistening  matter. 
Several  other  fish  yield  it,  but  in  smaller  proportion.  When  well  prepared,  it  presents 
exactly  the  appearance  and  reflections  of  the  real  pearl,  or  the  finest  mother-of-pearl ; 
properties  which  are  probably  owing  to  the  interposition  of  some  portions  of  this 
same  substance  between  the  laminae  of  these  shelly  concretions.  Its  chemical  nature 
has  not  been  investigated ;  it  putrefies  readily  when  kept  moist,  an  accident  which 
may  however  be  coimteracted  by  water  of  ammonia.    See  Peahis. 

ESSEIO'CS  OP  SPBTJCE  is  prepared  by  boiling  the  yo\ing  tops  of  the  Ahic^ 
nigra,  or  black  spruce,  in  water,  and  concentrating  the  decoction  by  evaporation  in  a 
water-bath.  With  a  duty  of  10/.  per  cent,  ad  valorem— imposed  August  20, 1852— we 
received : 

in  1871,  from  all  countries  to  tho  value  of  10/.  only;  and 
„  1872,  „  21?.  „ 

ESSENCES.    .See  Pehfujiert. 

ESSESTTZAXi  OIl^S.   See  Oirs,  FixED  and  Essektiat,,  and  Otto. 

ESSONITE.  A  lime-alumina  garnet,  of  brownish-red  colour,  known  also  as 
cinnamon-stone.  It  comes  chiefly  from  Ceylon,  and  is  cut  as  a  gem-stone,  being  indeed 
sometimes  mistaken  for  the  hyacinth  or  jacynth. 
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ETCHIwa  OW  CXiASS.    Seo  GiAss,  and  EngeaviNg  on  Glass. 

ETCHZirC  VARTTISH.  {Aetzgrund-Bechfirniss,  Ger.)  Though  the  practice 
of  the  eleo-ant  art  of  etching  does  not  come  within  the  scope  of  our  Dictionary,  the  prepa- 
ration of°tho  vai-nishes,  and  of  the  biting  menstrua  whicii  it  employs,  legitimately 
belongs  to  it. 

The  varnish  of  Mr.  La-wrence,  an  English  artist  resident  in  Paris,  is  made  as 
follows :  Take  of  virgin  wax  and  asphaltum,  each  two  ounces,  of  black  pitch  and 
burgundy-pitch,  each  half  an  ounce.  Melt  the  wax  and  pitch  in  a  now  cartlienware 
glazed  pot,  and  add  to  them,  by  degrees,  the  asphaltum,  finely  powdered.  Let  the 
whole  boil  till  such  time  as  that,  taking  a  drop  upon  a  plate,  it  will  break  when  it  is 
cold,  on  bending  it  double  two  or  three  times  betwixt  the  fingers.  The  varnish, 
being  then  enough  boiled,  must  be  taken  off  the  fire,  and  after  it  cools  a  little,  must 
be  poured  into  warm  water,  that  it  may  work  the  more  easily  with  the  hands,  so 
as  to  be  formed  into  balls,  which  must  bo  kneaded,  and  put  into  a  piece  of  taffety  for 
use. 

Care  must  be  taken,  first,  that  the  fire  be  not  too  violent,  for  fear  of  burning  the  in- 
gredients, a  slight  simmering  being  sufficient;  secondly,  that  whilst  the  asphaltiun  is 
being  put  in,  and  even  after  it  is  mixed  with  the  ingredients,  they  should  be  stirred 
continually  with  the  spatula ;  and,  thirdly,  that  the  water  into  which  this  composition  is 
thrown  should  be  nearly  of  the  same  degree  of  warmth  with  it,  in  order  to  prevent  a 
kind  of  cracking  that  happens  when  the  water  is  too  cold. 

Frcparaiion  of  the  hard  varnish  used  hy  Callot,  commonly  called  the  Florence  Var- 
nish.— Take  four  ounces  of  fat  oil  very  clear,  and  made  of  good  linseed  oil,  like  that 
used  by  painters ;  heat  it  in  a  clean  pot  of  glazed  earthenware,  and  afterwards  put 
to  it  four  ounces  of  mastic  well  powdered,  and  stir  the  mixture  brisldy  till  the  whole 
be  well  melted,  then  pass  the  mass  through  a  piece  of  fine  linen  into  a  glass  bottle  with 
a  long  neck,  that  can  be  stopped  very  securely  ;  and  keep  it  for  the  use  that  will  bo 
explained  below. 

Method  of  applying  the  soft  varnish  to  the  plate,  and  of  hlachening  it. — The  plato 
being  well  polished  and  burnished,  as  also  cleansed  from  all  greasiness  by  chalk  or 
Spanish  white,  fix  a  hand-vice  on  the  edge  of  the  plate  where  no  mark  is  intended  to 
be,  to  serve  as  a  handle  for  managing  it  when  warm ;  then  put  it  upon  a  chafing-dish, 
in  which  there  is  a  moderate  fire,  and  cover  the  whole  plate  equally  with  a  thin  coat 
of  the  varnish ;  and  whilst  the  plate  is  warm,  and  the  varnish  upon  it  in  a  fluid  state, 
beat  every  part  of  the  varnish  gently  with  a  small  ball  or  dauber  made  of  cotton 
tied  up  in  taffety,  which  operation  smooths  and  distributes  the  varnish  equallv  over 
the  plate.  ^ 

When  the  plate  is  thus  uniformly  and  thinly  covered  with  the  varnish,  it  must  bo 
blackened  by  a  piece  of  flambeau,  or  of  a  large  candle  which  affords  a  copious  smoke ; 
sometimes  two  or  even  four  such  candles  are  used  together  for  the  sake  of  despatch, 
that  the  varnish  may  not  grow  cold,  which  if  it  does  during  the  operation,  the  plate 
must  be  heated  again,  that  it  may  bo  in  a  melted  state  when  that  operation  is  performed ; 
but  great  care  must  be  taken  not  to  burn  it,  which,  when  it  happens,  may  be  easily 
perceived  by  the  varnish  appearing  burnt  and  losing  its  gloss. 

The  menstruum  used  and  recommended  by  Turrell,  an  eminent  London  artist,  for 
etching  upon  steel,  was  prepared  as  follows  :— 

Take  PjT.'oligneous  acid  4  parts  by  measure. 
Alcohol  1  part,  mix,  and  add 

Nitric  acid  1  part. 

This  mixed  liquor  is  to  be  appUed  from  1  to  15  minutes,  according  to  the  depth 
desired.  The  nitric  acid  was  employed  of  tlie  strength  of  1-28— the  double  aqiia-fortis 
of  the  shops. 

The  cau  forte  or  menstruum  for  copper,  used  by  Callot,  as  also  by  Piranesi,  with  a 
slight  modification,  is  prepared  with  8  parts  of  strong  French  vinegar, 

4  parts  of  verdigris, 
4     „    sea  salt, 
4    „  sal-ammoniac, 
1    „  alum, 
16    „  water. 

The  solid  substances  are  to  bo  well  ground,  dissolved  in  tlio  vinegar,  and  diluted 
with  the  water  ;  the  mixture  is  now  to  bo  boiled  for  a  moment,  and  then  set  asido  to 
cool.    This  method  is  applied  to  the  washed,  dried,  and  varnished  plate,  after  it  Ins 

frr'l^S  '''4°^f  1'^!''''^°^^^^^^  in  order  to  deepen  and  finish  the  dolicato 

louciies.   It  js  at  present  called  the  cati  forte  a  passer, 
ETH&XTE.   See  Olhfiant  Gas. 
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ETHER,  QOWOQ"-  (C*H'<>0).  Si/n.  Sulphuric  etlier.  Oxide  of  ethyl,  Ethylic  or  Vinic 
ether  &c.  &c.  By  this  term  is  kno^ra  the  very  volatile  fluid  produced  by  tlio  action 
on  alcohol  of  substances  having  a  poTvorful  affinity  for  water,  such  as  sulphuric  acid. 

Preparation  on  small  scale.— A.  capacious  retort  with  a  moderate-sized  tubulaturo  is 
connected  with  an  efficient  condensing  arrangement.  Through  the  tubulature  passes 
a  tube  connected  with  a  vessel  fuU  of  spirit,  sp.  gr.  0-83.  The  tube  must  have  a  stop- 
cock to  regulate  the  flow.  A  mixture  being  made  of  flve  parts  of  alcohol  of  the  density 
given  above,  and  nine  parts  of  oil  of  vitriol,  it  is  to  be  introduced  into  the  retort,  and 
a  lamp-flame  is  to  be  so  adjusted  as  to  keep  the  whole  gently  boiling.  As  soon  as  the 
ether  begins  to  come  over,  the  stopcock  connected  with  the  spirit  reservoir  is  to  be 
turned  sufficiently  to  keep  the  fluid  in  the  retort  at  its  original  level. 

Preparation  on  large  scale. — The  apparatus  is  to  be  arranged  on  the  same  principle, 
but,  for  fear  of  fracture,  may  be  constructed  of  cast  iron,  lined  with  sheet  lead  in  the 
part_  containing  the  mixture.  The  chief  disadvantage  of  this  arrangement  is  its 
opacity,  whereby  it  becomes  impossible  to  see  the  contents  of  the  retort,  and  there- 
fore not  so  easy  to  keep  the  liquid  at  its  original  level.  In  this  case  the  quantity  dis- 
tilling over  must  be  noted  and  the  flow  of  spirit  into  the  retort  regulated  accordingly. 
The  most  convenient  mode  of  proceeding  is  to  have  a  large  stone  bottle  with  a  tubu- 
lature at  the  side  near  the  bottom  (like  a  water  filter)  to  hold  the  spirit.  A  tube  passes 
from  the  bottle  to  the  retort.  It  has  at  the  end,  near  the  retort  or  still,  a  bend  downwards 
leading  into  the  tubulature.  If  a  glass  still  be  used,  it  must  for  safety  be  placed  in  a 
sand-bath.  The  distillate  obtained,  either  on  the  large  or  small  scale,  is  never  pure 
ether,  but  contains  sulphurous  and  acetic  acids,  besides  water  and  alcohol.  To 
remove  these,  the  distillate  is  introduced,  along  with  a  little  cream  of  lime,  into  a  large 
separating  globe,  such  as  that  mentioned  under  Beomine.  The  whole  is  to  be  well 
agitated,  and  the  lime-solution  then  run  off  by  means  of  the  stopcock.  The  purified 
ether  still  contains  alcohol  and  water,  to  remove  which  it  should  be  rectified  in  a 
water-bath.  The  fluid  will  then  constitute  the  ether  of  commerce.  If  the  second 
distillation  be  pushed  too  far  the  ether  will,  if  evaporated  on  the  hand,  leave  an  un- 
pleasant after-smell,  characteristic  of  impure  ether.  If  wished  exceedingly  pure,  it 
must  be  shaken  up  in  the  separating  globe,  with  pure  water.  This  will  dissolve 
the  alcohol,  and  leave  the  ether,  contaminated  only  by  a  little  water,  which  may  be 
removed  by  digestion  with  quicklime  and  redistillation  at  a  very  low  temperature  on 
a  hot  water-bath. 

Pure  ether  is  a  colourless  mobile  liquid,  sp.  gr.  0'71.  It  boils  at  95°  F.  The 
density  of  its  vapour  is  2-56  (calculated).    Gay-Lussac  found  it  2-586. 

The  word  '  ether,'  like  that  of  alcohol,  aldehyde,  &c.,  is  now  used  as  a  generic  term 
to  express  a  body  derived  from  an  alcohol  by  the  elimination  of  water.  Many  chemists 
write  the  formula  C*H^O,  and  call  it  oxide  of  ethyl  in  the  same  manner  as  they  regard 
alcohol  as  the  hydrated  oxide  of  the  same  radical.  But  there  is  no  just  reason  for 
departing  from  the  law  we  have  laid  down  with  reference  to  the  formidse  of  organic 
compounds.  We  shall  therefore  write  ether  C^H'^O^  (C<H'°0).  This  view  has 
many  advantages.  We  regard,  with  Gerhardt  and  Williamson,  ether  and  alcohol  as 
derived  from  the  type  water.  Alcohol  is  two  atoms  of  water  in  which  one  equivalent 
of  hydrogen  is  replaced  by  ethyl;  ether  is  two  atoms  of  water  in  which  both  atoms 
of  hydrogen  are  replaced  by  that  radical.  But  there  are  a  large  class  of  compound 
ethers  procurable  by  a  variety  of  processes.  These  ethers  were  long  regarded  as  salts 
in  which  oxide  of  ethyl  acted  the  part  of  a  base.  Thus,  when  butyrate  of  soda  was 
distilled  with  alcohol  and  sulphuric  acid,  the  resulting  product  was  regarded  as  buty- 
rate of  oxide  of  ethyl.  The  compound  ethers  are  regarded  as  two  atoms  of  water  in 
which  one  equivalent  of  hydrogen  is  replaced  by  the  radical  of  an  alcohol,  and  the 
other  by  the  radical  of  an  acid.  In  addition  to  those,  there  are  others  more  closely 
resembling  the  simple  ethers.  They  are  founded  also  on  the  water  type,  both  atoms 
of  hydrogen  being  replaced  by  alcohol  radicals,  but  by  different  individuals.  They 
are  called  mixed  ethers.  The  following  formulas  show  the  chemical  constitution  of  all 
these  varieties  placed  for  comparison  in  juxtaposition  with  their  type : — 

[/O  C^WS  C^H"/   


Water  (2  eqs.)         Common  ether.     Methylo-ethylic  ether.        Butyric  ether. 

h}*>  c'h4**  chV**  c'h'o}° 

In  the  above  formuljE  the  first  represents  the  type  water.  The  second  common 
ether,  the  two  equivalents  of  ethyl  replacing  the  two  of  hydrogen.  In  the  third,  we 
have  a  mixed  ether,  one  of  the  equivalents  of  hydrogen  being  replaced  by  ethyl  and 
the  other  by  methyl.    The  fourth  illustration  is  that  of  a  compound  ether:  one  of  the 
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hydi-ogens  is  there  replaced  by  ethyl,  and  the  other  by  the  oxidised  radical  of  butyric 

^^Ftlior  is  largely  used  in  medicine  and  chemistry.  In  small  doses  it  acts  as  a  vov^ev- 
{uU^SanillhLd  in  quantity  itis  an  anesthetic.  It  is  a  most  inTaluable  solvent 
[J  ofrnic  chemistry  for  resinous,  fatty,  and  numerous  other  bodies.-C.  G.  W.  bee 

=iH=^li'^'S«^^^  flavour  silent  corn  spirits  in  making  imitation 

brfnd?  it  requires  therefore  some  additional  notice  beyond  the  other  ethers.  It  may 
brnrepi  by  mixing  20  parts  of  acetate  of  lead,  10  parts  of  alcoho  and  11  of 
con?enSted  sulphxu-ic  acid  ■  or  16  of  the  anhydrous  acetate,  5  of  the  acid  and  4^  of 
absoMe  alcohol ;  distilling  the  mixture  in  a  glass  retort  into  a  very  cold  receiveis 
a^tsxtim  with  weak  potash-lye  the  liquor  which  comes  over,  decanting  the  supernatant 
eAer  and  rectifying  it  by  re-distiUation  over  magnesia  and  ground  charcoal. 

xicetic  other  is  a  colourless  liquid  of  a  fragrant  smell  and  pungent  taste,  of  specific 
gravity  0-866  at  45°  F.,  boiling  at  166°  F.,  burning  with  a  yellowish  flame,  and  chs- 
eno-aging  fumes  of  acetic  acid.    It  is  soluble  in  8  parts  of  water.  ,    „  - 

Acetic  ether  may  be  economically  made  with  3  parts  of  acetate  of  potash,  3  of  very 
strong  alcohol,  and  2  of  the  strongest  sulphuric  acid,  distilled  together.  The  first  pro- 
duct must  be  re-distilled  along  with  one-fifth  of  its  weight  of  sulphunc  acid  ;  as  much 
ether  will  be  obtained  as  there  was  alcohol  employed.  _ 

ETHER,  SUIPHXTBIC,  NITRIC,  CHI.ORIC,  &,c.  The  stronger  mineral 
acids  etherify  the  alcohols  directly,  and  the  names  of  the  resulting  ethers  are 
derived  from  the  acid  employed.  (See  Watts's  'Dictionary  of  Chemistry. )  A  duty 
of  11  5s  per  gallon  was  fixed  on  sulphuric  ether  on  the  25th  September  1862.  We 
imported  in  1871,  4,001  gals.,  of  the  value  of  1,874Z. ;  and  in  1872,  2,246  gals.,  of  the 

value  of  1,79 1^.  .  v 

ETBIOPIAnr  PEPPER.  The  fruit  of  the  Xylopia  {Uvana)  aromatwa,  which 
is  much  used  as  pepper  in  Africa.  This  is  one  of  the  Ano7iaceeB  ov  Custard  Apple 
family.  The  wood  of  one  species,  Anona  palustris,  is  so  soft  that  it  is  used  instead 
of  corks  to  stopper  bottles  with.  The  lancewood  is  obtained  from  another  species, 
Dugtcetia  quitarensis. 

ETHIOPS  was  the  name  given  by  the  alchemists  to  certain  black  metallic  prepara- 
tions. Martial  ethiops  was  the  black  oxide  of  iron ;  mineral  ethiops,  the  black  sulphurct 
of  mercury  ;  and  ethiops  per  .ie,  the  black  oxide  of  mercury. 

ETHVI^.    The  radical  of  ordinary  alcohol  and  ether.    See  Watts's  '  Dictionary  of 

Chemistry.' 

ETHVItAWCIlffE,  C'H'N  (C'H'lff).  An  exceedingly  volatile  base,  discovered  by 
Wurtz.  It  is  produced  in  a  great  number  of  reactions.  Several  alkaloids  existing  in 
the  animal  and  vegetable  kingdoms  afford  ethylamine  on  distillation  with  potash.  Its 
density  at  476°  is  0*964.  It  boils  at  66°  Fahr.  Itis  regarded  as  ammonia  in  which  an 
equivalent  of  hydrogen  is  replaced  by  ethyl. — C.G-.W. 

ETHVIiENE.    defiant  gas ;  bicarburetted  hydrogen  gas.    See  Oiefiant  Gas. 

ETIOJbATIOir.  Deprived  of  colour  by  being  kept  in  the  dark.  Celery,  sea-kale, 
and  other  plants  are  purposely  blanched  or  etiolated  by  excluding  the  light,  this 
exclusion  preventing  the  formation  of  chlorophyll,  the  green  colouring  matter  of  leaves. 

EVCAIiYXI',  An  unfermentable  sugar  separated  during  the  fermentation  of 
melitose,  which  is  a  sugar  obtained  from  certain  species  of  Tasmanian  Eucalyptus. 

ETrCAIiYPTirs.  The  gum-tree  of  the  New  Hollanders.  Mr.  Backhouse  says  : 
'  We  often  find  large  cavities  between  the  annual  concentric  circles  of  the  trunk  filled 
with  a  most  beautiful  red  or  rich  vermilion-coloured  liquid  gum,  which  flows  out  as 
soon  as  the  saw  has  afforded  it  an  opening.'  Several  varieties  of  the  Eucalyptus  yield 
essential  oils  by  distillation,  which  may  be  used  for  scenting  soap,  &c.  There  was  a 
largo  collection  shown  at  the  Exhibition  in  1862,  in  the  Australian  section.  The  gum 
yielded  by  the  &calyptus  resinifera  is  considered  by  druggists  as  not  in  the  least 
inferior  to  the  kind  which  the  Pterocarpus  or  red  saunders  wood  of  India  produces. 
This  species  yields,  on  incision,  an  astringent  substance  known  as  '  Botany-Bay  Kino,' 
which  contains  a  principle  called  Euccdyptine.  A  saccharine  substance,  known  as 
'Australian  manna,'  is  derived  from  another  species,  E.  mannifera.  Many  of  the 
Australian  Eucalypti  are  called  'Stringy-bark  trees,'  in  consequence  of  the  fibrous 
layers  in  their  bark.  The  bark  of  several  species  has  been  used  in  tanning  and  in 
paper-making.  Some  of  the  Eucalypti  are  so  rich  in  oil  that  it  is  said  one  of  the 
towns  on  the  Australian  gold-fields  was  for  a  time  lighted  by  gas  extracted  from 
eucalyptus  leaves.  The  ashes  of  the  wood  are  peculiarly  rich  in  potash.  Much 
attention  has  been  lately  called  to  the  extraordinary  influence  of  E.  globulus  in  im- 
proving the  climatic  condition  of  marshy  districts,  whence  it  has  been  called  the 
'  fever-destroying  tree.'  This  species,  known  as  the  Blue-gum  tree,  is  a  native  of 
Tasmania,  but  has  been  successfully  cultivated  in  Southern  Europe,  Algeria,  Natal, 
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plotoTv  olf^Ji?f  V,^"'  ^^''^  ^"^P"  tlie  cultivation  of  this  troc  lias  com- 

of  th  «  fT-^       '  inilioidtliy  character  of  parts  of  the  colony.    The  bark  and  lea^^s 

EwnST '^r^     P"'^'^'^'^^  febrifugal  properties. 
rl^om^^'^^^^^^^;^''-^'-'  occurring  in  groon  crystals,  of  U.o 

li.S'',?«^nt)^^'       ""'n "'"'^     Hlumina  and  beryllia,  allied  to  the  emerald.   It  crystnl- 

ivVl  V  i"?  '"""l^  colourless  crystals  belonging  to  the  oblique  system  Z 

™id'1,,  rff^^f  ^''^''^   '  The  stone  is  sUciently  hard  to  be  cTx't  an3 

fnled  Ihi  I       ^  ^"  consequence  of  its  extreme  brittlenes"  ; 

^'  '^^/'^'^S  l'ty  suggcstod  the  name  to  Haiiy  (eO,  cu,  perfect;  KKdu>, /clao,  U> 

^iiri«^         • '  ^""""'^     ^''^'^'^  '^"'^^     the  Ural  Mountains.  >  w 

nadonof  """Tf  °^  ''"^  .apparatus  subservient  to  the  chemical  exami- 

nnt  on  of  the  atmospheric  air.  It  moans  a  measure  of  purity,  but  it  is  employed  merely 
to  determine  the  proportion  of  oxygen  which  it  may  contain.  The  explosive^udio 
metor-in  which  about  two  measures  of  hydrogen  are  introduced  into  a  graduated  glass 
tube  containing  five  measures  of  atmospheric  air,  and  an  electric  spark  is  passed 
across  the  mixtiiro-is  the  best  of  all  eudiometers;  and  of  these,  the  siphon  form 
proposed  by  Dr.  Lre,  in  a  paper  published  by  the  Eoyal  Society  of  Edinburgh,  in 
1819,  is  the  most  convenient.  b  > 

ElTGBlfflA.  A  genus  of  plants  of  the  order  Myrtaeece,  called  after  Prince  Eugene 
•   ii^^^'iJ';    T^ff^*«  is  the  Allspice  Tree.    This  tree  is  cultivated  largelv 

HI  the  West  Indies  in  regular  walks,  known  as  'Pimento  walks.'  The  Pimento  is  the 
dried  unripe  berries  of  the  Pimenta.  When  the  fruit  has  attained  its  fuU  size  but  is 
yet  green,  it  is  gathered  and  sun-dried.  It  is  afterwards  put  in  bags  of  one  hundred- 
weight each  for  tlie European  market;  some  planters  kiln-dry  it.  Pimento  is  imported 
almost  eiitirely  from  Jamaica,  hence  it  is  sometimes  called  Jamaica  pepper.  See  All- 
spice; Pimento. 

EVKAIRITE.   An  ore  of  silver  found  at  the  Skrikerum  copper-mine  in  Sweden 
According  to  Berzelius,  it  consists  of  selenium,  26-;  silver,  38-93  ;  copper  23-05  •  earthv 
matter,  8-90  ;  carbonic  acid,  &c..  3-12. 

EVIi-STTIirE.    A  silicate  of  bismutli,  found  in  small  tetrahedral  crystals,  with 

other  bismuth  ores,  at  Sehneeberg,  and  at  Braunsdorf  in  Saxony 

EVPKORBIACEJE.  The  Spurge  family.  Most  of  the  plants  of  this  order 
abound  m  a  milky  acrid  juice  in  which  the  peculiar  principle  of  the  plant  resides. 
It  contains  a  great  number  of  plants  which  are  either  useful  or  dangerous  to  man. 
The  Jatropha  yields  the  manihot  or  cassava.  The  Eicinus  is  the  castor-oil  tree ;  the 
Croton,  Cascarilla,  and  Box,  and  the  caoutchouc  varieties,  are  included  in  this  vast 
family  of  plants,  which  are  found  in  all  parts  of  the  globe,  and  said  to  number  2,800 
species. 

StrPHORBIUM,  commonly  called  from  Euphorbius,  is  an  acrid  resin  obtained 
from  Euphorhia  officinarum  (Linn.),  and  imported  from  Western  Africa.  It  is  used 
only  medicinally. 

EITPXZOTZX»E.  A  rock  composed  mainly  of  saussurite  and  smaragdite,  or  some 
other  variety  of  diallage.    It  has  been  cut  and  polished  as  an  ornamental  stone. 

EUPXOlvrE.  A  fluid  first  discovered  by  Eeichenbach  in  wood-tar.  All  the 
properties  of  eupione  agree  with  the  indifierent  hydrocarbons  found  in  Boghead 
naphtha.  _  Eupione  is  so  indifferent  to  the  action  of  acids,  that  it  may  be  repeatedly 
treated  with  concentrated  oil  of  vitriol,  or  fuming  nitric  acid,  without  any  action 
taking  place.  Its  density  varies  with  the  boiling  point,  from  0-633  to  0-740.  It  is 
said  to  be  contained  among  the  products  of  the  distillation  of  rape-oil.  There  is  no 
doubt  that  these  hydrocarbons  will,  eventually,  be  of  great  value  in  the  arts. — C.G.W. 
See  Naphtha,  Boghead. 

EVRZTE.  A  name  applied  to  some  felstones  in  cousequei^ce  of  their  easy  fusi- 
bility compared  with  hornstonos,  which  they  often  greatly  resemble  in  general  cha- 
racters. 

EVRVAiarCIUIVX  SUIVIBVX.    The  Simxbul  plant,  a  native  of  Bucharia.  See 

StTMBUL. 

EVAWSITE.  A  hydrous  phosphate  of  alumina  from  Hungary,  named  by  Mr.  D. 
Porbes  after  the  late  Mr.  Brooke  Evans,  of  Birmingham, 

EVAPORATION-  (Eng.  and  Fr. ;  Ahdampfen ;  Abdilnsten,  Gor.)  is  the  process 
by  whicli  any  substance  is  converted  into,  and  carried  off,  in  vapour.  Though  ice, 
camphor,  and  many  other  solids  evaporate  readily  in  dry  air,  we  shall  consider,  at 
present,  merely  the  vaporisation  of  water  by  heat  artificially  applied. 

The  vapour  of  water  is  an  elastic  fluid,  whose  tension  and  density  depend  upon  tlie 
temperature  of  the  water  with  which  it  is  in  contact.  Thus  the  vapour  rising  from 
water  heated  to  165°  F.  possesses  an  clastic  force  capable  of  supporting  a  column  of 
mercury  10-8  feet  high;  and  its  density  is  such  that  80  cubic  feet  of  the  vapour  contain 
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DOimcW'oight  of  water;  wliorons  32^  cubic  foet  of  _  steam  of  the  density  corre- 
spondi™  o  a  teniperature  of  212°  and  a  pressure  of  30  inches  of  mercury,  weigh  one 
poS    AVhcn  the  temperature  of  tlio  water  is  given,  the  elasticity  and  specific  gravity 

only  in  virtue  of  the  elasticity  due  to  its 
caseous  nature,  it  is  obvious  that  no  more  can  be  produced  unless  what  is  already 
fncumbent  upon  the  liquid  have  its  tension  abated,  or  be  withdrawn  by  some  means. 
Sunnose  the  temperature  of  the  water  to  be  midway  between  freezing  and  boiling,  viz. 
12^°  F  as  also  that  of  the  air  in  contact  with  it  to  be  the  same,  but  replete  with 
moisture  so  that  its  interstitial  spaces  are  filled  with  vapour  of  corresponding  elasticity 
iiud  specific  gra\aty  with  that  given  off  by  the  water,  it  is  certain  that  no  fresh  foma- 
tiou  of  vapour  can  take  place  in  these  circumstances.  But  the  moment  a  portion  ot 
vapour  is  allowed  to  escape,  or  is  drawn  off  by  condensation  to  another  vessel,  an 
equivalent  portion  of  vapour  will  be  immediately  exhaled  from  the  water. 

The  pressure  of  the  air  and  of  other  vapours  upon  the  surface  of  water  m  an  open 
vessel,  does  not  prevent  evaporation  of  the  liquid ;  it  merely  retards  its  progress.  Ex- 
perience shows  that  the  space  filled  with  an  elastic  fluid,  as  air  or  other  gaseous  body, 
is  capable  of  receiving  as  much  aqueous  vapour  as  if  it  were  vacuous,  only  the  reple- 
tion of  that  space  with  the  vapour  proceeds  more  slowly  in  the  former  predicament 
than  in  the  latter,  but  in  both  cases  it  arrives  eventually  at  the  same  pitch.  Dr. 
Dalton  very  ingeniously  proved  that  the  particles  of  aeriform  bodies  present  no  per- 
manent obstacle  to  the  introduction  of  a  gaseous  atmosphere  of  another  kind  among 
them,  but  merely  obstruct  its  diffusion  momentarily,  as  if  by  a  species  of  friction. 
Hence,  exhalation  at  atmospheric  temperatiu-es  is  promoted  by  the  mechanical  dif- 
fusion of  the  vapours  through  the  air  witli  ventilating  fans  or  chimney  draughts  ; 
though,  under  brisk  ebullition,  the  force  of  the  steam  readily  overcomes  that  mechanical 
obstruction. 

The  quantities  of  water  evaporated  under  different  temperatures  in  like  times,  are 
proportional  to  the  elasticities  of  the  steam  corresponding  to  these  temperatures.  A 
vessel  of  boiling  water  exposing  a  square  foot  of  surface  to  the  fii-e,  evaporates  about 
725  grains  in  the  minute  ;  the  elasticity  of  the  vapour  is  equivalent  to  30  inches  of 
mercury.  To  find  the  quantity  that  would  be  evaporated  from  the  same  surface  per 
minute  at  a  heat  of  88°  F. : — At  this  temperature  the  steam  incumbent  upon  water  is 
capable  of  supporting  1-21  inch  of  mercury;  whence  the  rule  of  proportion  is  30  : 
1-28::  725  :  30-93;  showing  that  about  31  grains  of  water  would  be  OA-aporated  in 
the  minute.  If  the  air  contains  already  some  aqueous  vapour,  as  it  commonly  does, 
then  the  quantity  of  evaporation  will  be  proportional  to  the  difference  between  the 
elastic  force  of  that  vapour,  and  what  rises  from  the  water. 

Suppose  the  air  to  be  in  the  hygrometric  state  denoted  by  0'38  of  an  inch  of 
mercury,  then  the  above  formula  will  become  30  :  1-28  — 0'38 ::  725  :  21-41;  show- 
ing that  not  more  than  21^  grains  would  be  evaporated  per  minute  under  these 
circumstances. 

The  elastic  tension  of  the  atmospheric  vapour  is  readily  ascertained  by  the  old  ex- 
periment of  Le  Eoi,  which  consists  in  filling  a  glass  cylinder  (a  narrow  tumbler  for 
example)  with  cold  spring  water,  and  noting  its  temperature  at  the  instant  it  becomes 
so  warm  that  dew  ceases  to  be  deposited  upon  it.  This  temperature  is  that  which 
corresponds  to  the  elastic  tension  of  the  atmospheric  vapour. 

Whenever  the  elasticity  of  the  vapour,  corresponding  to  the  temperature  of  the 
water,  is  greater  than  the  atmospheric  pressure,  the  evaporation  will  take  place  not 
only  from  its  surface,  but  from  every  point  in  its  interior ;  the  liquid  particles 
throughout  the  mass  assuming  the  gaseous  form,  as  rapidly  as  they  are  actuated  by 
the  heat  which  subverts  the  hydrostatic  equilibrium  among  them,  to  constitute  the 
phenomena  of  ebullition.  This  turbulent  vaporisation  takes  place  at  any  temperature, 
even  down  to  the  freezing  point,  provided  the  pneumatic  pressure  be  removed  i  from 
the  liquid  by  the  air-pump,  or  any  other  means.  Ebullition  always  accelerates  eva- 
poration, as  it  serves  to  carry  off  the  aqueous  particles  not  simply  from  the  siu'face, 
but  from  the  whole  body  of  the  water. 

The  vapours  exhaled  from  a  liquid  at  any  temperature  contain  more  heat  than  the 
fluid  from  which  they  spring ;  and  they  cease  to  form  whenever  the  supply  of  heat 
into  the  liquid  is  stopped.  Any  volume  of  water  requires  for  its  conversion  into 
vapour  ahont  Jive  times  as  much  lieat  as  is  sufficient  to  heat  it  from  the  freezing  to  the 
boiling  temperature.  The  heat,  in  the  former  case,  seems  to  bo  absorbed,  being  inap- 
preciable by  the  thermometer  ;  for  steam  is  no  hotter  than  the  boiling  water  from 
which  it  rises.  It  has  been  therefore  called  by  Dr.  Black,  latent  heat;  in  contradis- 
tinction to  that  perceived  by  the  touch  and  measm-ed  by  the  thermometer,  which  is 
called  sensible  heat.  The  quantity  of  heat  absorbed  by  one  vokimo  of  water  In  its  con- 
version into  steam,  is  about  1,000°  F. ;  it  would  be  inadequate  to  heat  1  000  volumes 
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ono  pound  of  .v.,JH  01  oo'^.''''-^k"'1°"':'''°°.'.^«  '^}''^'  l^'^at  as  the  Btoam  produced  bv 


iiou      i»u_iuoo,  that  of  vapour,  at  77°,  is  ]  183  — 4';  — m*; .  ^   •  i 

the  lower  the  tompcraturo  at  wlfich  the  vapour  is  exhal.d  fhT^i        •  -5^?*^'  '° 

t  JSren^pW-'  "  '^P"™'-"        I*  eflbcted  .pon 

1.  Under  tjio  opdinary  pressure  of  the  atmosphere ;  and  that  either 
(c/iltt:!.'^^'''''-"""'  heat  to  toilers,  with  («)  an  oper«re;  (J)  steam; 
i4t^L°S°:tZ:'^r''  ""'■-T'^-P-tur..  of  th.  atmosphere; 

..apoS  fiTSatTn^rSntSe™  »'-»P'>»-. 

01  lime,  lie  louna  tJiat  the  ebullition  was  grent  v  more  vigorous  in  thn  fhinV  tu„^  • 

tain  a  double  expanse  of  metallie  surface,  that  pan  will  ;vaporaL^exacti^^^^^^^ 
quant  ty  of  water  in  a  given  time,  which  a  like  pan,  with  smooth  bottom  and  side, 
will  do  immersed  equally  deep  in  the  same  bath     If  the  corrugations  conSntS 

irm*^;rer'^iuf  i?tf  1^"'^°?'  t  wiiirtEeMdrtt\tv 

ir^fl         •  1  ^'^^  pan.  ^     the  same  corrugated  bottom  and  sides,  be  set 

over  a  fire,  or  m  an  oblong  flue,  so  that  the  current  of  flame  may  sweep  along  the  cor- 
rugations It  will  evaporate  no  more  water  from  its  interior  thaL  smooth  pL  of  fS  e 
shape  and  dimensions  placed  alongside  in  the  same  flue,  or  over  the  same  fire  Th  s 
ZZ\     A       ^'1'"^''^  "PO'i  models  constructed  with  many  moT- 

fications.  Among  others  he  caused  a  cylindrical  pan,  10  inches  diameter  and  6 
niches  deep,  to  be  made  0  tm-plate,  with  a  vertical  pLe'soldered  across  rdLieter; 
dividing  It  into  two  equal  semi-cylmdrical  compartments.  One  of  these  was  smooth 
at  the  bo  torn,  the  other  corrugated  ;  the  former  afforded  as  rapid  an  evaporation  over 
the  naked  fire  as  the  latter,  but  it  was  fiir  outstripped  by  its  neighbour  when  plunged 
into  the  heated  hquid  medium.  f  b 

If  a  shallow  pan  of  extensive  surface  be  heated  over  a  subjacent  fire  bv  a  liquid 
medium,  or  a  series  a  steam-pipes  upon  its  bottom,  it  will  give  off  less  vapour  in  the 
same  time  when  it  is  left  open,  than  when  partially  covered.  In  the  former  case  the 
cool  incumbent  air  precipitates  by  condensation  a  portion  of  the  steam,  and  also  op- 
poses considerable  mechauical  resistance  to  the  diffusion  of  the  vaporous  particle^ 
In  the  latter  case,  as  tiie  steam  issues  with  concentrated  force  and  velocity  from  the 
contracted  orifice,  the  air  must  offer  less  proportional  resistance,  upon  the  known 
iiydrostatic  principle  of  the  pressure  being  as  the  areas  of  the  respective  bases  of  the 
communicating  vessels. 

In  evaporating  by  surfaces  heated  with  ordinary  steam,  it  must  bo  borne  in  mind 

i(<o/.°i";'^°""5"'"^''J'"'^"P''^^  °^  contains  27-72  cubic  inclics  ;  one  cnbic  inch  of  water  fomi<! 
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tliaL  11  surface  of  10  square  feet  will  ovaporato  fully  one  pound  of  water  per  minute,  or 
725  X  10  =  7250  gr.,  the  same  as  over  a  naked  fire  ;  consequently  tlio  condensing  sur- 
face must  be  equally  extensive.  Suppose  that  the  vessel  is  to  receive  of  water  2,600  lbs. 
which  corresponds  to  a  boiler  5  feet  long,  4  broad,  and  2  deep,  being  40  cubic  feet  by 
measure,  and  let  there  be  laid  over  the  bottom  of  tliis  vessel  8  connected  tubes,  each 
4  inches  in  diameter  and  5  feet  long,  possessing  therefore  a  surface  of  4-8  feet  square. 
If  charged  witli  steam,  they  will  cause  the  evaporation  of  half  a  pound  of  water  per 
minute.  The  boiler  to  supply  the  steam  for  this  pm-pose  must  expose  a  surface  of  4-8 
square  feet  to  the  fire.  It  has  been  proved  experimentally  that  10  square  feet  surface 
of  thin  copper  can  condense  3  lbs.  of  steam  per  minute,  with  a  difference  of  tempera- 
ture of  90  degrees  Fahr.  In  the  above  example,  10  square  feet  evaporate  1  lb.  of 
water  per  minute;  the  temperature  of  the  evaporating  fluid  being  212°  F.,  conse- 
quently 3  :  1 : :  90  :  During  this  evaporation  the  difference  of  the  temperature  is 
therefore  =  30°.  Consequently  the  heat  of  the  steam  placed  in  connection  with  the 
interior  of  the  boiler,  to  produce  the  calculated  evaporation,  should  be,  212  +  30  = 
242°,  corresponding  to  an  elastic  force  of  53 '6  inches  of  mercury.  Were  the  tem- 
perature of  the  steam  only  224,  the  same  boiler  in  the  same  time  would  produce  a 
diminished  quantity  of  steam,  in  the  proportion  of  12  to  30  ;  or  to  produce  the  same 

838 


quantity  the  boiler  or  tubular  surface  should  be  enlarged  in  the  proportion  of  30  to 
12.  In  general,  however,  steam  boilers  employed  for  this  mode  of  evaporation  are  of 
such  capacity  as  to  give  an  unfailing  supply  of  steam. 

We  shall  now  illustrate,  by  some  peculiar  forms  of  apparatus,  different  systems  of 
evaporation.  Fig.  838  explains  the  principles  of  evaporating  in  vacuo,  a  b  repre- 
sents a  pan  or  kettle  charged  with  the  liquor  to  be  evaporated.  The  somewhat  wide 
orifice  c,_  secured  with  a  screw-plug,  serves  to  admit  the  hand  for  the  purpose  of 
cleaning  It  thorouglily  out  when  the  operation  is  finished  ;  h  is  the  pipe  of  communi- 
cation with  the  steam  boiler ;  i  is  a  tube  prolonged  and  then  bent  down  with  its  end 
plunged  into  the  liquor  to  be  evaporated,  contained  in  the  charging  back  (not  shown 
in  the  figure),  h  is  a  glass  tube  communicating  with  the  vacuum  pan  at  tlie  top  and 
bottom,  to  show  by  the  height  of  the  column  the  quantity  of  liquid  within.  Tlie 
e(hiction  evaporating  pipe  c  is  provided  with  a  stop-cock  to  cut  off  the  communication 
when  required,  i  is  a  tube  for  the  discharge  of  the  air  and  the  water  from  the  steani- 
ease  or  jacket ;  the  refrigerator  e  is  best  formed  of  thin  copper  tubes  about  1  inch  in 
diameter,  arranged  zigzag  or  spirally  like  the  worm  of  a  still  in  a  cylinder  The 
small  air-tight  condenser  P,  connected  with  the  eflux-pipe  /  of  the  refrigerator  is 
furnished  below  with  :i  discharge-cock  g,  and  surrounded  by  a  cooling  case  for  the 
fl„  z!°"i"^  ^•'^^''y  '=?°t^ensed  by  the  refrigerator.  In  its  upper  part  there  is  a 
it  i-"' finished  with  a  cock,  which  communicates  with  the  steam  boiler  and 
through  which  the  pan  a  b  is  heated.  ' 
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tinZt^TT  )  ^^'''"[""^  tl^'!  I'^uid  to  bo  evaporated  ri.se.s  from  tho  clmrging  la  k 

offoctod  tho  1      Whonovcr  tho  desired  evaporation  or  concentration  is 

S  tltn  L  .ffl,,v  .  I  1 10  pipe  /.  opened,  so  as  to  fill  tiie  pan  with  steam 

S  o  cocks  a  Lfr.  7  "T"'^      '^''''^'"'S'^  the  residuary  liquor.    By  shuttiiTg 

the  cocks  a  and  /c,  and  opening  the  cock  b,  the  pan  will  charge  itself  afresh  ivith  liquor 
and  ho  operation  ^vlll  bo  begun  anew,  after  b  has  been  shut  and  c  opoied  ^  ' 
•Pni  '  close  water  cistern  f,  may  be  drawn  oif  during  each  operation 

Sie  con  l/nr°'°'  *f        /  "^"^'^  '"^^  -"^^^  i«  to  bf  then  rjn  out  of 

the  condenser  o,  and  /c  and  ff  are  to  bo  opened.  The  steam  entering  by  k  makes  the 
water  flow,  but  whenever  the  steam  itself  issues  from  tho  cock  g,  this  orifice  must  bo 
immediately  shut,  the  cock /opened,  and  tho  cold  water  again  intrXcrd,  Sre! 
upon  tho  condensed  water  that  had  meanwhile  collected  in  the  under  part  of  the 
refrigerator  flows  off  into  the  condenser  vessel  f.  Since  some  air  always  enters  with 
tlae  liquor  sucked  into  tho  pan,  it  must  be  removed  at  the  time  of  drawing  off  the 
water  trom  the  two  condensers,  by  driving  steam  through  tho  apparatus.  This 
necessity  will  bo  less  urgent  if  tho  liquor  be  made  to  boil  before  being  introduced  into 
tho  vacuum  pan. 

Such  an  apparatus  may  bo  modified  in  size  and  arrangement  to  suit  the  peculiar 
object  in  view,  when  it  will  be  perfectly  adapted  for  the  concentration  of  extracts  of 
every  kind,  as  well  as  saline  solutions  containing  vegetable  acids  or  alkalis  The 
interior  vessel  a  b  should  be  made  of  tinned  or  plated  copper.  For  an  account  of 
Howard  s  vacuum  pan,  made  upon  the  same  principle,  see  Susab. 

When  a  boiler  is  set  over  a  fire,  its  bottom  should  not  bo  placed  too  near  the  grate 
lest  It  refrigerate  tho  flame,  and  prevent  that  \-ivid  combustion  of  the  fuel  essential  U) 
the  maximum  production  of  heat  by  its  means.  The  evil  influence  of  leaving  too 
little  room  between  the  grate  and  the  copper  may  be  illustrated  by  a  very  simple 
experiment.  If  a  small  copper  or  porcelain  capsule  containing  water  bo  held  over 
the  flame  of  a  candle  a  little  way  above  its  apex,  the  flame  will  suffer  no  abatement  of 
brightness  or  size,  but  will  continue  to  keep  the  water  briskly  boiling.  If  the  capsule 
be  now  lowered  into  the  middle  of  the  flame,  this  will  immediately  lose  its  brightness 
becoming  dull  and  smoky,  covering  the  bottom  of  the  capsule  with  soot ;  and.  owing 
to  the  imperfect  combustion,  though  tho  water  is  now  surrounded  by  the  flame  its 
ebullition  will  cease.  ' 

Fiff.  839  is  a  section  of  two  evaporating  coppers  en  suite,  so  mounted  as  to  favour 
the  full  combustion  of  the  fuel,    a  is  the  hearth,  in  which  wood  or  coal  may  bo 


burned.  For  coal,  the  grate  should  be  set  higher  and  be  somewhat  smaller,  a  is  the 
door  for  feeding  tho  fire  ;  d,  an  arch  of  fire-bricks  over  the  hearth  ;  e,  a  grate  through 
which  the  ashos  fall  into  tho  pit  beneath,  capable  of  being  closed  in  front  to  any 
extent  by  a  sliding  door  b.  b  and  c  are  two  coppers  encased  in  brickwork ;/ the 
flue.  At  the  end  of  the  hearth  near  m,  where  the  firo  plays  first  upon  the  copper, 
tho  sole  is  made  somewhat  lower  and  wider,  to  promote  the  spreading  of  the  flame 
under  the  vessel.  Tho  second  copper  c,  receives  tho  benefit  of  the  waste  heat;  it 
may  bo  placed  upon  a  higher  level,  so  as  to  discharge  its  concentrated  liquor  by  a 
stop-cock  or  6i]phon  into  tho  first. 
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Fig  810  represents  a  pan  for  evaporating  li<iuid«,  ^vhicb  aro  apt.  during  conooutra. 

KS-d  tZtZ'L  playing  upon  the  bottom  of  the  pan,  or,  by 

These  allow  the  metal  to  get  red  hot,  and  in  that  state  run  every 

'  ^''f"h^^n?bSTrent  onthe  sudden  intrusion  of  a  little  liquor  through  the 

"     i.Hon^  men  large  coppers  have  their  bottoms  planted  in  loam,  so  that  the 
jncrusU^ton^^^^^^^^^^^ 

Tis  a  pt  XpT^^^^^  with  the  liquid  to  be  evaporated  ;  it  is  furnished 

^ith  a  dome  cover!  in  whidi  the?e  is  an  opening  with  a  flange/,  for  attaching  a  tub  . 
ro  conduct  tiie  steam  wherever  it  may  be  required,  a  is  the  fire-place  ;  b,  the  ash-pit. 
The  conical  part  terminates  below  in  the 
tube  g,  furnished  with  a  stop-cock  at  its 
nozzle  h.  Through  the  tube  c  d  c',  finished 
above  and  below  with  the  stop-cocks  c  and 
c',  the  liquid  is  run  from  the  charging  back 
or  reservoir.  During  the  operation,  the 
upper  cock  c  is  kept  partially  open,  to  re- 
place the  fluid  as  it  evaporates;  but  the 
under  cock  d  is  shut.  The  flame  from  the 
fireplace  plays  round  the  kettle  in  the  space 
e,  and  the  smoke  escapes  downwards  through 
the  flue  i  into  the  chimney.  The  lower 
cylindrical  i^art  g  remains  thus  compara- 
tively cool,  and  collects  the  crystalline  or 
other  solid  matter.  After  some  time,  the 
under  stop-cock  c',  upon  the  supply-pipe,  is 
to  be  opened  to  admit  some  of  the  cold  liquor 
into  the  cylindrical  neck.  That  cock  being 
again  shut,  the  sediment  settled,  and  the 
large  stop-cock  (a  horizontal  side  valve  would 

be  preferable)  h  opened,  the  crystals  are  i   ?  •     i  i. 

sufifered  to  descend  into  the  subjacent  receiver  ;  after  which  the  stop-cock  /*  is  shut 
and  the  operation  is  continued.    A  construction  upon  this  principle  is  well  adapted 
for  heating  dyeing  coppers,  in  which  the  sediment  should  not  be  disturbed,  or  exposed 
to  the  action  of  the  fire.    The  fireplace  should  be  built  as  for  the  brewing  copper. 
Fig.  841  represents  an  oblong  evaporating  pan,  in  which  the  flame,  after  beating 


along  its  bottom,  turns  up  at  its  further  end,  plays  back  along  its  surface,  and  passes 
off  into  the  chimney.  A  is  a  rectangular  vessel,  from  10  to  15  feet  long,  4  to  6  feet 
broad,  and  1  or  1^  foot  deep.  The  flre-bricks,  upon  which  the  pan  rests,  are  so  ar- 
ranged as  to  distribute  the  flame  equally  along  its  bottom. 

Leidenfrost  in  1756  {'Annalesde  Chimie')  ohsevved  some  remarkable  facts  connected 
with  evaporation,  which  have  since  received  some  striking  illustration  from  the 
ejcperiments  of  M.  Boutigny. 

When  water  is  thrown  on  a  plate  heated  considerably  above  the  boiling  point  of 
water,  the  liquid  assumes  a  spheroidal  form,  and  this  condition  has  hence  received  the 
name  of  the  spheroidal  state.  This  water  rolls  about  like  melted  crystal  without 
any  signs  of  ebullition,  and  it  is  dissipated  but  very  slowly.  The  explanation  usually 
given  is  as  follows : — '  The  cause  of  the  phenomena  appears  to  bo  this  :  water  exhibits 
an  attraction  for  the  surface  of  almost  all  solids,  and  wets  them ;  fluid  mercury  exhibits 
the  opposite  property,  or  repulsion  for  most  surfaces.  The  attraction  of  water  for 
surfaces  brings  it  into  the  closest  contact  with  them,  and  greatly  promotes  the  com- 
munication of  heat  by  a  heated  vessel  to  the  water  contained  in  it.  But  heat  appears 
to  devclope  a  repulsive  power  in  bodies,  and  it  is  probable  that,  above  a  peculiar  tem- 
perature, the  heated  metal  no  longer  possesses  this  attraction  for  water.  The  water 
not  being  attracted  to  the  surface  of  the  hot  metal,  and  induced  to  spread  over  it,  is 
not  rapidly  heated,  and  therefore  boils  off  slowly.' — Graham, 
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l^XOSMOSE 

at  a  sonsible  distant  from  tt   o  S'a  o  a  >d  a  l\wf  f ^'^^'^'^  ^"''''^  ^ 
tomperaturo  is  knowu  to  surroZl        Jl        ^  ^    '''^  1'^'''°?'  ''^  ^'^'•y  high 

acquire  tho  boiling  tompoSr  h2T  •' f""^  tho  sp/u^roidal  ^ater  does  not 
explained  condition,  belong  roiJr  '"^  ''.'""^l  Pl""'^^'  ^"^^ ^^^^  u„- 

moloculos  of  the  body  under  it^  influence  ^'"'^  ^  the 

upSSatTtttXiSi^^^  f rf f  -^'"^-^  p-i-^^ 

state  between  the  temperaS  s  '/g^  F  and  273°  rV  h^^''^  ^^'^  ^"^ •'^'^  T'^''^^' 
l-ciUKls  while  in  the  sp',eroi,al  stl,  indfclfthe  foulS^^^^^^^^ 
Water  . 

Absolute  alcohol 

Ether  ..,,".'* 
Hydrochloric  other 
Sulphurous  acid  ...  * 

All  these  being  some  degrees  below  the  boiling  temperature  of  those  fluids 

Boutigny  has  shown  that  the  vapour  escaping  from  water  in  the  /  y 

although  It  has  a  very  elevated  te^eraturefdofs       possess  thfu^ttitv^^^^ 
steam ;  it  does  not  exert  an  expansive  power.    But  if  the  vesL  fr^i  ^.i? 
j-apour  ,s  forming  is  allowed  to  c?ol,  to  a  Ltain  point,  a  degree T/  ela^^^^^^^ 
the  elevated  temperature  of  the  vapour  is  suddenly  exerted.    This  is  supnSS  b? 
Boutigny  to  explain  many  steam-boiler  explosions  supposed  by 

Whenever  evaporation  takes  place,  it  should  be  remembered,  it  produces  cold 
-that  IS,  It  lowers  the  temperature  of  the  body  from  which  the  evkporadonrLw 
place.  Leslie,  by  the  evaporation  of  ether  in  vacuo,  froze  mercury.  ^  Th  lorier  sS 
fled  carbonic  acid  by  the  intense  cold  produced  by  its  own  eviration  BoSnv 

'relTn  wV^ch  afe't^  ^^^^'Tf °^  ^'om  the  SSj 

vessel  in  which  the  water  is  in  the  spheroidal  state.  Faraday  froze  mercurv  in  a  red- 
hot  crucible  by  the  evaporation  of  a  mixtm-e  of  solid  carboL  acidTudThJ?  But 
thelowest  temperature  yet  reachedhas  been  in  the  experiments  of  batterer  of  Vienna 
who  obtained  as  low  a  temperature  as  -  220°  F.  by  mixing  liquid  Sous  oxid^S 
bisulphide  of  carbon,  and  evaporating  this  mixture  in  mauo.  clrrlrfreez  ng  macWne 
depends  for  its  action  on  the  rapid  evaporation  of  a  solution  of  ammonS  ^ 
T?vXn,t^r  1  «^  fl'^i'is  -ioes       appear  to  be  dependent  entirely  on  heat. 

m^TnJ^^Z  t'  ■  «Pl^«^°<i.^^P°°  ^--^ter  often  assumes  the  fame  condition. 

spheSds  '"""^  experiments  upon  the  formation  of  these  varieties  of 

Further  remarks  on  these  points  will  be  found  under  the  heads  respectively  of 
:^J^^A«i'T^'^  also  Heat,  in Watts's  'Dictionary of  Chemistry.' 

V.fZ       r  PlOWEas.    These  dried  flowers,  largely  used  by  the 

Fiench  as  are  for  the  most  part  species  of  Gnaphaliuvi,  Helichrysul,  and 

other  plants  of  the  natural  order  CompositcB.  J  ' 

TL^^a^^  "^^^"m,        ^""^'^  extracted  from  the  lichen  Evernia  prunastri. 

.  T^^.^'f^^ee  Indian  yellow  of  India.  See  Indian  Yellow. 
EXOCEirs.  A  botanical  term,  applied  to  plants  which  grow  by  addition  to  the 
outer  par(ig  of  the  stem.  Most  British  trees  are  Exogens.  The  correlative  term  E71- 
dogens  is  applied  to  plants  which,  like  palms,  appear  to  grow  by  addition  to  the  inner 
parts  ot  the  stem.  The  stem  varies  in  structure  in  four  principal  ways  :  it  is  either 
formed  by  successive  additions  to  the  outside  of  the  wood,  when  it  is  called  ca:oqenous, 
or  by  successive  additions  to  its  centre,  when  it  is  called  endogenous,  or  by  the  union 
of  the  bases  of  leaves,  and  the  extension  of  the  point  of  the  axis,  which  is  called  acro- 
gmous,  or  by  simple  elongation  or  dilatation  where  no  leaves  or  buds  exist,  as  among 
Thallogens.—IAndlei/. 

EXOSMOSE  and  EM-BOSAIOSE.  As  some  manufactui-ing  processes  involve  the 
phenomena  expressed  by  these  two  words,  it  appears  necessary  briefly  to  explain  them. 

"When  two  liquids  are  separated  by  a  porous  sheet  of  animal  membrane,  unglazed 
eartlionware,  porous  stone,  or  clay,  these  liquids  gradually  difiiise  themselves ;  and 
supposing  salt  and  water  to  bo  on  one  side  of  the  division,  and  water  only  on  the 
other,  the  saline  solution  passes  in  one  direction,  while  the  water,  though  with  less 
intensity,  passes  in  another. 

Instead  of  the  two  words  introduced  by  Dutrochet,  Professor  Graham  proposed  the 
use  of  the  single  term  Osmose  (from  uxrixis,  impulsion). 

It  was  supposed  that  there  was,  at  the  same  time,  an  impulsive  force  acting  from 
without  and  another  acting  from  within ;  that  there  was  indeed  a  current  flowing  in, 
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„    .        ^     Tt  „,^r^onva  TinwfiTor  to  bo  OTOved  that  the  osmose .hotwoen 
and  another  flowing  out.    It  ^PP'^^'^^^' ^^J^^^^^^  two  liquid  currents,  but  in 

.vater  and  saline  ?f  "'V^^^i  tin  one  d  reS^fud  oFp" u-e\vater  in  th;  other, 
the  passage  of  part. W^^^^  J  ,,ter  through  a  thin 

Professor  ^^r^J^^i^deTdeprived  of  its  outer  muscular  coating,  at  the  same  rate  as 
membrane  ^^^^3     This  force  plays  an  important  part  in  the  functions 

;nl"Sn  bXSCe^^^^^     many  of'^thl  phenomena  associated  with  Dyeing, 

"^""^i^'J^STO^^^i^^^^^^  Ausdeknun,,  Ger.)  is  the  increase  of  bulk  ex- 
perienced by  all  bodies  when  heated,  unless  a  change  in  molecular  arrangement  takes 
•nlace  as  in  the  case  of  clays  in  the  potter's  kiln.  _ 

Table  I  exhibits  the  linear  expansion  of  several  solids  by  an  increase  of  temperature 
from  32°  to  212°  F, ;  Table  11.  exhibits  the  expansion  in  bulk  of  certain  liquids. 

Table  I. — Linear  Dilatation  of  Solids  by  Heat. 
Dimensions  which  a  bar  takes  at  212°  whose  length  at  32°  is  l-QOOOOO- 


Substances 


Glass  tube 


Plate  glass 
Crown  glass 


„  rod 

Deal 
Platinum 


,,  and  glass 
Palladium 
Antimony 
Cast-iron  prism 
Cast-iron 
Steel 
Steel  rod 
Blistered  steel 
») 

Steel  not  tempered 

,,    tempered  yellow 

1)        )i  >)  ■  ' 

„        „  „  at  a  higher  heat 

Steel 

Hard  steel  . 
Annealed  steel 
Tempered  steel 
Iron 

II  •  •  • 

Soft  iron,  forged 
Eound  iron,  wire  drawn 
Iron  wire  . 
Iron 
Bismuth 
Annealed  gold 
Gold 

I,   procured  by  parting 
„    Paris  standard,  unanncalcd 
„  ,,  annealed 


Authority 


Smeaton 
Eoy 

Dehic's  mean  . 
Dulong  and  Petit 
Lavoisier  and  Laplace . 


Eoy  . 

Eoy,  as  glass  . 
Borda  . 

Dulong  and  Petit 

Troughton 

Berthoud 

WoUaston 

Smeaton 

Eoy  . 

Lavoisier,  by  Dr.  Young 

Troughton 

Eoy 

Phil.  Trans.  1795,  428 

Smeaton 

Lavoisier  and  Laplace . 


Troughton 
Smeaton 
Muschenbroek 
ti 

Borda  . 
Smeaton 
Lavoisier  and  Laplace . 

»  i> 
Troughton 
Dulong  and  Petit 
Smeaton 
Muschenbroek . 
Ellicot,  by  comparison . 
Lavoisier  and  Laplace  . 

i 


"niln+niirm  ill 

Decimals 

Dilatation 
in  Vulgni- 

1-00083333 

1-00077615 

1-00082800 

1 

1-00086130 

1148 

1-00081166 

Ti^a 

1-000890890 

114^ 

1-00087572 

1114 

1-00089760 

1090 

1-00091751 

1-00080787 

— 

I'000856o5 

1-00088420 

1-00099180 

1-00110000 

1-00100000 

1-00108300 

1-00110940 

1-00111111 

1-00118990 

1-00114470 

1-00112500 

1-00107875 

1 

82Y 

1-00107956 

1 

yi!6 

1-00136900 

1-00138600 

1-00123956 

1 

807 

1-0011898C 

1-00122500 

1-00122000 

1-00137000 

1-00115600 

1-00125800 

1-00122045 

1-00123504 

1-00144010 

1-00118203 

1 
541! 

1-00139200 

1-00146000 

I'OOloOOOO 

1-00146606 

1 

1-00155155 

'V 

1-00151361 

not 
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Substances 


Copper 


Brass 


Brass  scale,  supposed  from  Hamburg 
Cast  brass  . 

English  plate-brass,  in  rod . 

))  „        in  a  trough  form 

Brass 

Brass  wire  . 
Brass 

Copper  8,  tin  1 
Silver 


„    of  cupel 
„    Paris  standard 
Silver 

Brass  16,  tin  1 
Speculum  metal 
Spelter  solder;  brass  2,  zinc  1 
Malacca  tin . 
Tin  from  Falmouth . 
Fine  pewter 
Grain  tin  . 
Tin. 

Soft  solder  ;  lead  2,  tin  1  . 
Zinc  8,  tin  1,  a  little  hammered 
Lead 

It  ... 

Zinc 

Zinc,  hammered  out  ^  inch  per  foot 
Glass,  from  32°  to  212°  . 

„     from  212°  to  392°  . 

„    from  392°  to  672°  . 


Authority 


Dilatation  io 
Decimals 


Muschenbroek . 
Lavoisier  and  Laplace . 

»  I) 
Troughton 
Dulong  and  Petit 
Borda  . 

Lavoisier  and  Laplace . 

1)  )> 
Roy  . 

Smeaton 
Eoy  . 
,,  . 

Troughton 
Smeaton 
Muschenbroek . 
Smeaton 
Herbert 

EUicot,  by  comparison 
Muschenbroek . 
Lavoisier  and  Laplace . 

Troughton 
Smeaton 


Lavoisier  and  Laplace . 

II  II 
Smeaton 

II  • 

Muschenbroek . 
Smeaton 

II  •  • 

Lavoisier  and  Laplace . 
Smeaton 

11  • 

I)  •  • 

Dulong  and  Petit 


1-0019100 
1-00172244 
1-0017J222 
1-00191880 
1-00171821 
1-00178300 
il-00186071 
il-00188971 
1-00185540 
1-00187500 
1-00189280 
1-00189490 
1-00191880 
1-00193000 
1-00216000 
1-00181700 
1-00189000 
1-0021000 
1  00212000 
1-00190974 
1-00190868 
1-0020826 
1-00190800 
1  00193300 
1-00205800 
1-00193765 
1-00217298 
1-00228300 
1-00248300 
1-00284000 
1-00250800 
1-00269200 
1-00284836 
1-00286700 
1-00294200 
1  00301100 
1-00086130 
1-00091827 
1-000101114 


DllRtation 
in  Viilgnr 
Fractious 


I 

E53 


_i 

52? 

a 


1 
1 

4U2 


1 

:!u  1 


1 

iir.i 
I 


The  last  two  measurements  by  an  air-thermometer. 

Table  II. — Expansion  of  certain  Lig^iids  by  being  heated  from  32°  to  212°, 


Substances 

Authority 

Expansion  in 
Decimals 

Expansion 
in  Vulgar 
Fractions 

Mercury  .... 

„      in  glass      .          .  _  • 
Water  from  its  maximum  density  . 
Muriatic  acid  (sp.  gr.  ri37) . 
Nitric  acid  (sp.  gr.  1-40) 
Sulphuric  acid  (sp.  gr.  1-85) . 
Alcohol  (-to  its  boiling  point)  ? 
Water         .          .          .  • 
Water,  saturated  with  common  salt  . 
Sulphuric  ether  (to  its  boiling  point)  ? 
Fixed  oils     .          .          .  • 
Oil  of  turpentine 

Dulong  and  Petit  . 

II              II  • 

Kirwan 

Dalton 

11           •  • 
i>          •  • 
♦»          .  . 
II          •  • 
II           •  • 
II 

II  * 

■  ! 

0  01801800 
0  01543200 
0  04332 
00600 
01100 
0-6600 
01100 
0  0460 
0-0500 
0  0700 
00800 
0-0700 

1 

r.ri"5 
1 

2:1 
1 

V 

•1 

1 

17 
1 

» 

_1_ 

"l" 
20 
1  I 

T" 
I* 
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If  the  density  of  water  at  39°  be  called 
at  212°  it  becomes  . 
and  its  volume  has  increased  to 
at  77°  it  becomes  . 
and  its  volume  has  increased  to  only 


1-00000, 

0-  9548, 

1-  04734  ; 

0  9973587, 
1-00265, 


■which,  though  one-fourth  of  the  whole  range  of  temperature,  is  only  ^  of  the  total 
expansion.    Water  at  60°  F.  has  a  specific  gravity  of       .  0-9991263, 

and  has  increased  in  volume  from  39°  to  .  1-00008, 
which  is  only  about     ©f  the  total  expansion  to  212°,  with      of  the  total  range  of 
temperature. 

All  gases  expand  the  same  quantity  by  the  same  increase  of  temperature,  -whjch 
from  32°  to  212°  F.  =i|g=f  of  its  initial  volume,  or  100  volumes  become  1-375.  For 
each  degree  of  F.  the  expansion  is 

When  di-y  air  is  saturated  with  moisture,  its  bulk  increases,  and  its  specific  gravity 
diminishes,  because  aqueous  vapour  is  less  dense  than  air,  at  like  temperatures. 

The  following  Table  gives  the  multipliers  to  be  employed  for  converting  one  volume 
of  moist  gas  at  the  several  temperatures,  into  a  volume  of  dry  gas : — 


Temperature 

Multiplier 

Temperature 

Multiplier 

53°  F. 

0-9870 

64° 

0-9799 

54 

0-9864 

65 

0-9793 

55 

09858 

66 

0-9786 

56 

0-9852 

67 

0-9779 

57 

0-9846 

68 

0-9772 

58 

0-9839 

69 

0-9765 

59 

0-9833 

70 

0-9758 

60 

0-9827 

71 

0-9751 

61 

0-9920 

72 

0-9743 

62 

0-9813 

73 

0-9735 

63 

0-9806 

Lavoisier  and  Laplace  arrived,  after  an  extensive  series  of  experiments,  at  the  two 
important  conclusions  following : — 

1st.  All  soUd  bodies  whatever,  being  gradually  heated  from  the  temperature  of 
melting  ice  to  tliat  of  boiling  water,  and  then  .gradually  cooled  from  the  temperature 
of  boiling  water  to  that  of  melting  ice,  will  be  found  to  have  exactly  the  same  dimen- 
sions at  the  same  temperature  during  the  process  of  heating  and  cooling ;  the  gradual 
diminution  of  bulk  in  cooling  corresponding  exactly  -with  the  gradual  increase  of  bulk 
in  heating. 

2nd.  Glass  and  metallic  bodies  gradually  heated  from  the  temperature  of  melting 
ice  to  that  of  boiling  water,  undergo  degrees  of  expansion  proportional  to  those  of 
mercury  at  the  same  temperature;  that  is  to  say,  between  the  limits  just  mentioned, 
the  expansion  of  the  solid  corresponding  to  two  degrees  of  the  thermometer,  is  twice 
the  expansion  which  corresponds  to  one  degree,  the  expansion  which  corresponds  to 
three  degrees  is  three  times  the  expansion  which  corresponds  to  one  degree,  and  so 
on  ;  the  quantity  of  expansion  being  multiplied  in  the  same  proportion  as  the  number 
of  degrees  through  which  the  thermometer  has  risen  is  multiplied.  See  Heat, 
Watts's  'Dictionary  of  Chemistry.' 

Experiments  by  Fresnel,  Forbes,  Powell,  Trevelyan,  and  Tyndall  have  a  tendency 
to  prove  that  heat  occasions  a  repulsion  between  the  particles  of  matter  at  small  dis- 
tances. If  a  heated  poker  is  laid  slantingly  on  a  block  of  lead  at  the  ordinary  tem- 
perature, it  -will  commence  to  vibrate,  first  slowly,  and  -will  increase  with  such  rapidity 
as  to  produce  a  musical  note,  which  continues  for  some  time,  usually  changing  to  an 
octave  at  the  termination.  These  results  would  appear  to  prove  a  movement  amongst 
the  particles  constituting  the  bar. 

Some  remarkable  examples  of  expansion  are  furnished  by  the  influence  of  sunshine 
on  the  Britannia  Tubular  Bridge. 

The  most  interesting  effect  is  that  produced  by  the  sun  shining  on  one  side  of  the 
tube,  or  on  the  top,  while  the  opposite  side  and  bottom  remain  shaded  and  compara- 
tively cool ;  the  heated  portions  of  the  tube  expand,  and  thereby  warp  or  bend  the  tube 
towards  the  heated  side,  the  motion  being  sometimes  as  much  as  2'  inches  vcrticallv 
aiKl  2.i  inches  laterally, 

While  the  tubes  were  supported  on  the  temporary  piers  on  the  beach,  these  motions 
were  easily  observed.    An  arm  caiTying  n  pencil  was  fixed  on  the  south  side  of  the 
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aSs  S  "tStTnefl  °"  ^       independent  of  the  tube,  and  „t  rigl.t 

way  ii  vorvlnfnvn^r  1-  °  "^^^^  consequently  traced  on  tlie  board.  In  tS 
BtartinrS  St"^^^^^^^^^^^  taken  daily.    The'lo.est  partof  each  figure  is  U 

returns  dur  S^  tL  nlX  °^  ^  ^^"^  P''""!  «lways  ^curatoly 

the  rieht  S  '■  •  ^^ur  "^V"","  ^^^^  the  morning  it  starts  toward 

the  bottom  and  T'^^'  ' -^-'^P  '^'^^^  °f  the  tube  being  warmerand 

Itt'redTfo^e  Xl^^^^^^^^^^  P?"'-  this  poinJ is 

mm      frl      .1      u  compels  it  to  commence  its  journey  anew    When  the 

Duril?h?rbl^ce'^^  ^ff';!^  clouds,  very  curiou's  dia^ams  are  obtained 
nm-mi  t^^.f.''s^°ce  of  the  sun  the  tube  begins  to  cool  rapidly,  and  to  return  to  its 
normal  position ;  every  passing  cloud  is  thus  beautifully  re^rd^Jd  ' 
height  S  summL  '''?i°^  Southwark  Iron  Bridge  rises  . one  inch  in  the 

S  of  steam  3^'°  ^vT  ^'-^^^^  ^^^^  '^^nvey- 

of5he  aDmrTh?.  i  If  .1  i'  ^f.^^^^.J^^^ts  are  necessary  to  prevent  destruction  either 
01  uie  apparatus  or  of  the  building  in  which  it  is  placed. 

are  manv''''Ti«^/''''f made  of  the  expansion  and  contraction  of  metals  by  heat 
firmlv  bfn'd.  ft  ^  I'        °°         '^"^       ^ts  contraction  on  cooling. 

reThot  rfve  s  f  T'^'  ^^''^  ^oilev-^Utes  are  riveted  with 

recuiot  rivets  ;  collars  of  metal  are  driven  on  while  hot,  and  the  like. 

of  S  tSbt'fTth''^'  if  ^if-i''^^     ^  H^^'^^S  ^'^^^       ^^'g^d'  by  ^c^^^^'^g  bars 

res^lrSiT?!  ^'  9bemical  Society's  Memoirs  ')  have  made  a  valuable  series  of 
ever  .^v  .nffl  •  f^P^°f!°°  bodies  by  heat,  principally  salts ;  these  have  not.  how- 
ever, any  sufficient  practical  bearing  to  occupy  our  space. 

n«  r?!?'**®''^^"^**^^^®-  peculiar  characters  of  such  explosive  compounds 
fnJr^f^V^T'  <^^^.-CoTTON.  Dykamite.  Nitho-Glycehine,  and  the  like,  ^11  be 
tound  under  those  articles  respectively.  In  this  place  it  is  intended  to  describe  in  a 
general  way  some  explosive  compounds  which  are  less  known,  and  which  have  not  as 
yet  been  employed  successfully. 

Chlorate-of-Potash  Compomtds.— The  peculiar  powers  of  chlorate  of  potash,  and  its 
^nolent  oxidising  properties  have  led  to  many  experiments.  This  salt  has  been  mixed 
Avith  the  prussiates  of  potash,  with  sugar  and  with  starch,  and  sometimes  with  the 
aaaition  ot  sulphur.  These  gunpowder  substitutes  have  been  known  as  white  gun- 
powder, trerman  gunpowder,  &c.  Ingenious  attempts  have  been  made  to  reduce  the 
dangerous  nature  of  the  chlorate-of-potash  mixtures  by  combining  them  with  inert 
materials.  One  kind  consists  of  mixtures  of  the  salt  with  organic  substances  con- 
taining, in  addition  to  carbon,  a  considerable  proportion  of  hydrogen,  such  as  pow- 
dered nut-gaUs,  tannin,  and  resins.  Horsley's  powder  was  somewhat  of  this  character, 
with  the  addition  of  some  nitro-glycerine.  That  of  Messrs.  Hochstader,  which  was 
introduced  in  1860,  and  subsequently  modified  by  M.  Eeichen.  was  somewhat  similar. 
Strips  of  blotting-paper  were  soaked  in  a  pasty  mass  consisting  essentially  of  a  mix- 
ture of  chlorate  of  potash,  saltpetre,  charcoal  (and  small  quantities  of  other  readily 
oxidisable  substances),  together  with  a  little  gum  or  other  binding  material  dissolved 
in  water.  The  paper  becomes  coated  with  the  explosive  mixture,  and  at  the  same 
time  impregnated  with  the  oxidising  salts,  of  which  it  absorbs  a  part  of  the  solution ; 
the  strips  are  rolled  up  tightly  while  wet,  and  when  dry  they  become  hard  and  com- 
pact cylindrical  masses,  which  are  violently  explosive  when  confined,  but  resist  detona- 
tion when  submitted  to  percussion  or  friction.  One  of  these  -white  gunpowders  was 
recommended  for  its  safety ;  the  chlorate  of  potash  and  the  other  ingredient  being  kept 
separately  until  required  for  use. 

Tutonite  is  a  blasting  agent  of  this  class.  It  has  the  peculiarity  of  being  made 
up  in  the  form  of  hard  pellets  or  disks,  instead  of  being  in  a  granulated  form  or  in 
powder. 

Safett/  Powder  was  a  blasting  agent  devised  by  Mr.  Kellow,  and  manufactured  nt 
the  works  at  South  Down,  opposite  to  Devonport.  It  consisted  of  spent  tan  and  saw- 
dust, saturated  with  saltpetre  or  nitrate  of  soda,  and  a  little  chlorate  of  potash  ;  the 
compound  being  subsequently  crudely  mixed  with  sulphur.  (The  manufacture  was 
abandoned,  the  works  having  been  destroyed  by  fire.) 

Pyrolithc  is  the  name  of  a  blasting  powder  very  nearly  resembling  that  of  Mr. 
Kellow's. 
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Poudre  Barytiqm  or  Saxifraginc  is  of  a  similar  character.  It  is  the  invention  of  a 
Belgian  officer,  Captain  Wynauts,  and  consists  of  a  mixtm-e  of  charcoal  and  nitrate  of 
l)ar}-ta,  witli  a  small  proportion  of  saltpetre.  The  baryta-powder  is  comparatively 
very  slow  burning ;  and  its  special  characters  are  such  that  its  application  could  not 
but  remain  limited  to  ordinary  mining  and  quarrying  iises. 

Picric  Acid  or  Carhasotic  Acid. — Among  the  numerous  products  obtained  by  the 
action  of  nitric  acid  upon  materials  of  organic  origin,  one  of  the  earliest  discovered 
possessing  explosive  properties  is  the  product  known  as  picric  acid,  which  is  furnished 
in  that  way  by  indigo,  &c.  Picric  acid  was  discovered  in  1 788,  and  prepared  in  small 
quantities.  It  is  now  readily  manufactured  from  the  coal-tar  product  known  as 
carbolic  acid,  and  is  now  an  article  of  commerce  as  a  cheap  and  brilliant  yellow  dye. 
See  PiCHic  Acid,  This,  when  mixed  with  saltpetre  or  chlorate  of  potash,  particularly 
with  the  latter,  furnishes  products  which  in  violence  of  action  more  nearly  resemble 
gun-cotton  and  nitro-glycerine  preparations  than  does  any  other  readily  explosive 
agent.  _  Both  mixtures  are  susceptible  of  detonation  by  friction,  and  especially  that 
containing  chlorate  of  potash,  which  is  indeed  inapplicable  to  practical  purposes  on 
account  of  its  dangerous  nature, 

M.  DesignoUe  has  produced  safer  mixtures  of  picrate  of  potash  for  artillery,  small 
arms!,  and  for  blasting  pm-poses.  One  of  these  consisting  of  picrate  of  potash,  salt- 
petre, chlorate  of  potash,  and  charcoal  gave  satisfactory  results,  Mr.  Abel  informs  us 
that  the  picrate  of  ammonia  incorporated  with  saltpetre  furnishes  one  of  the  safest 
explosive  mixtures  of  a  violent  character  yet  produced, 

Colonia  Powder  is  a  modified  gunpowder  saturated  with  nitro-glyceriue. 
Dualine  is  Schultze's  sawdust  powder  impregnated  with  nitro-glycerine. 
Glyoxdine  consists  of  a  mixture  of  gun-cotton  pulp  and  saltpetre  converted  into 
porous  pellets,  whicli  are  saturated  with  nitro-glycerine,  and  afterwards  coated  with 
varnish  to  protect  it  from  damp. 

Lithofracteur.—lAButBnant  Trauzl,  in  his  '  Explosive-Nitrilverbindungeu,'  describes 
this  preparation  as  simply  a  dynamite,  in  which  an  imperfect  kind  of  gunpowder  has 
been  substituted  for  a  proportion  of  the  siliceous  earth  ;  and  he  gives  the  following  as 

°^  material:  nitro-glycerine  52,  siliceous 
earth  and  sand  30,  powdered  coal  12,  nitrate  of  soda  4,  and  sulphur  2.  It  has  not 
been  found  m  practice  equal  to  dynamite. 

Fidmi^ates  op£ercury  and  5fe-These  violent  explosive  agents  are  used  only 
t,^,.!/''"^^''        of  percussion  caps,  and  have  not  been  applied  to  any  other  useful 

hefdf    "/■^''■^'•".S^^"  and  Chloride  of  Nitrogm  will  be  described  under  their  respective 

abtoS?!?^!:^^'  °°  'Development  of  Force  from  Explosive  Agents'  are 
abstracted  from  Mr.  Abels  paper  read  before  the  Institution  of  CiA-il  Engineers  in  1873. 
periS  itX  1h  ^^^l^'^-'^-l  fo-o  developed!  within  given 

to  ro  lifiZ-  °f  explosive  mixtures,  such  as  gunpowder,  is  subicct 

annSe;  "\°f  ""'t''''  compounds  known  (the  mercury 

Tv.  lr  ^      ""^'''•'''"'^H'°'^'^°"^^°''^^d  ^°d"^«  of  nitrogen)  behave  in  different 

2  t  n ceTwiieh'^^f 'T.f  ""'^'^  ^'^^"^^^^^^^^  influences, According  to  the  dr- 

cumstances  ^vhich  attend  the  metamorphosis  of  the  explosive  agent  (e^  the  position 

he  t  eTofln^S"''^-  f '''''''  ^^^^      the^substanc^  to  bVf xpToder^?  to 

Thus  chloride  S  nftrn^^^^^^  P™^^^^'^^^  ot'  explosion), 

i-flus  cnioriae  ot  nitrogen,  when  covered  with  a  film  of  water  exulodes  with  o-rpnf 

nolence  when  brought  into  contact  with  a  decomposing Vn^  but  S  tt  co^e  ifg  S 
Si^u  cSS^^^^  to  for  clsingre  iisfan  ' 

litUeS  roTZ  trv^  into  gases  takes^  place  with 

'It  ..y  poitioS  tr  ?•  ^  ^''"P      fulminate%f  mercury  be  ignited 

int  a  Ml  c^^^^^  exposed  surface  or  immediately  beneath  it,  the  substance  inflames 
iS  ted  i  t£et°  °  '  t  mechanical  work  is  performed ;  but  if  the  heap  be 

^Ceing  efet  S^^^^^^^^      In  t^''      ^^'^'T     ^"^'^  ^'^^^  ^--^e-ble 

hand,  and  tL  eVtern^rrHn  J  J  '  instances  the  covering  of  the  water,  on  the  one 
funct  ons  nf  "    POi-tions  of  the  heap  of  fulminate  on  the  other,  perform  the 

Sn  ofvlet^'T^'l"^ ^  blast-hole,  or  the  walls  of  a  shell,  in  determining  ac?umu- 
first  igni|o?  rH  «f  explosion  at  the  po  nt  of 

th?s  S  to  ^rnntnl  ^"^^"^taneously  transmitted  through  the  mass,  AppKin^ 
near  the  b  e  ?n1^;^^  that  by  igniting  a'charge  of  powde'rT  o? 

volopcd  without  tl,n  ,,rnf  f^  blast-hole,  considerable  destructive  force  can  bo  de- 
tLpbg  to  th  "  T  ^'f'"'  ^'^^ts  itself 

•ire  action  is!  S  cSe  st  IW  S  ''"^  •    ""'"^'''^  explosion.    The  destnic- 

above  conditions  '  increased,  if  t.miping  be  employed  under  the 
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'Nltro-glycoriiio  and  analogous  oxplosivo  compounds  whicli  bear  some  relation  to  tho 
chloride  of  nitrogen  in  their  power  of  sudden  explosion,  require  tho  fulfihnent  of  special 
conditions  for  the  dovelopniunt  of  their  explosive  force.  Thus,  the  explosion  of  nitro- 
glycorino  by  the  simple  application  of  heat  can  only  bo  accomplished  if  the  source 
of  heat  bo  applied  in  such  a  way  that  chemical  decomposition  is  established  in 
somo  portion  of  tho  mass,  and  is  formed  by  the  continual  application  of  heat  to  that 
part. 

'  Tho  development  of  tho  violent  explosive  action  of  nitro-glycerine,  freely  exposed 
to  air,  through  tho  agency  of  a  detonation,  was  for  some  time  regarded  as  a  peculiarity 
of  that  substance ;  it  has,  however,  been  demonstrated  that  gun-cotton  and  other  ox- 
plosive  compounds  and  mixtures  do  not  necessarily  require  confinement  for  tho  full 
development  of  their  explosive  force,  but  that  this  result  is  attainable  (and  very  readily 
in  some  instances,  especially  in  tho  case  of  gun-cotton),  by  means  similar  to  those 
applied  in  the  case  of  nitro-glycerine. 

'  The  manner  in  which  a  detonation  operates  in  determining  the  violent  explosion  of 
gun-cotton,  nitro-glycerine,  &c.,  has  been  mado  the  subject  of  careful  investigation. 
It  has  been  demonstrated  experimentally,  that  tho  result  cannot  be  ascribed  to  the 
direct  operation  of  the  heat  developed  by  the  chemical  changes  of  tho  charge  of 
detonating  material  used  as  the  exploding  agent.  An  experimental  comparison  of  the 
mechanical  force  exerted  by  different  explosive  compounds,  and  by  the  same  compound 
employed  in  different  "ways,  has  shown  that  the  remarkable  power  possessed  by  tho  ex- 
plosion of  small  quantities  of  certain  bodies  (the  mercury  and  silver  fulminates)  to  accom- 
plish the  detonation  of  gun-cotton, -while  comparatively  large  quantities  of  other  highly 
explosive  agents  are  incapable  of  producing  that  result,  is  generally  accounted  for  satis- 
factorily by  the  difference  in  the  amount  of  force  suddenly  brought  to  bear  in  the 
different  instances  upon  some  portion  of  the  mass  operated  upon.  Most  generally, 
therefore,  the  degree  of  facility  with  which  the  detonation  of  a  substance  will  develop 
similar  change  in  a  neighbouring  explosive  substance  may  be  regarded  as  proportionate 
to  the  amount  of  force  developed  within  the  shortest  period  of  time  by  that  detonation, 
the  latter  being,  in  fact,  analogous  in  its  operation  to  that  of  a  blow  from  a  hammer, 
or  of  the  impact  of  a  projectile. 

'  Several  remarkable  results  of  an  exceptional  character  have,  however,  been  obtained, 
which  indicate  that  the  development  of  explosive  force  under  the  circumstances  referred 
to  is  not  always  simply  ascribable  to  the  sudden  operation  of  mechanical  force.  Those 
were  especially  observed  in  the  course  of  a  comparison  of  the  conditions  essential  to 
the  detonation  of  gun-cotton  and  of  nitro-glycerine  by  means  of  particular  explosive 
agents  (chloride  of  nitrogen,  &c.),  as  well  as  in  an  examination  into  the  effects  pro- 
duced upon  each  other  by  the  detonation  of  these  two  substances.  In  illustration,  it 
may  be  instructive  to  give  two  examples.  The  detonation  of  compressed  gun-cotton 
is  accomplished  by  the  explosion  of  6  grains  of  confined  fulminate  of  mercury,  placed 
in  contact  with  the  mass,  but  it  requires  ten  times  that  quantity  of  the  violent  explo- 
sive agent,  chloride  of  nitrogen,  also  confined,  to  produce  the  same  result.  Again, 
the  mechanical  force  exerted  by  the  explosion  of  nitro-glycerine  is  fully  equal  to  that 
developed  by  the  fulminate  of  mercury,  yet  a  quantity  of  nitro-glycerine  about  seventy 
times  greater  than  the  minimum  of  the  fulminate  required  to  detonate  compressed 
gun-cotton,  fails,  when  exploded  in  contact  with  the  latter,  to  produce  any  other 
result  than  the  complete  mechanical  disintegration  of  the  mass. 

'  Instances  of  the  apparently  simultaneous  explosion  of  numerous  distinct  and  even 
somewhat  widely-separated  masses  of  explosive  substances  (such  as  simultaneous  ex- 
plosions in  several  distinct  buildings  at  powder-mills)  do  not  unfrequently  occur,  in 
Avhich  the  generation  of  a  disruptive  impulse  by  the  first  or  initiative  explosion,  which 
is  communicated  with  extreme  rapidity  to  contiguous  masses  of  the  same  nature, 
appears  much  more  likely  to  bo  the  operating  cause  than  that  such  simultaueous 
explosions  should  be  brought  about  by  the  direct  action  of  heat  and  mechanical  force. 

'  It  need  scarcely  be  stated  that  the  detonation  of  a  large  quantity  of  an  oxplosivo 
body  is  accomplished  by  the  initiative  detonation  of  a  very  small  portion  of  the  mass ; 
this  is  the  case  even  if  the  material  is  arranged  in  the  form  of  a  train  of  considerable 
length,  the  detonating  fuze  being  applied  at  one  extremity.  Eows  of  gun-cotton  disks, 
from  3  feet  to  6  feet  in  length,  with  intervals  of  0-5  inch  and  1  inch  between  the 
1  ndividual  masses,  have  been  detonated  in  this  way.  There  is,  however,  a  limit  1  o  t  lo 
distance  to  which  a  detonation  will  be  transmitted  along  a  row  of  spaced  disks,  t  lo 
limit  being  determined  by  the  particular  weight  of  tho  masses  employed ;  if  it  i^o 
exceeded,  those  masses  which  are  at  tho  further  extremity  ^v^ll  bo  inflamed  and  scat- 
tered, instead  of  being  detonated.  A  few  preliminary  experiments  have  been  m;i(lo 
with  the  view  of  determining,  by  means  of  Noble's  chronoscope  the  r'JP'dity  ^'"^ 
which  detonation  progresses  along  a  row  of  gun-cotton  disks.^  This  will,  no  douDi, 
vary  with  the  sizes  of  tho  masses.    In  an  experiment  with  disks  weighing  2  ounces 
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each,  placed  in  a  row  without  intervals,  it  was  found  that  the  detonation  extended  to 
3  foot  in  about  one  fire-thousandth  part  of  a  second.' 
EXPRESSED  OIIiS.    See  Oils. 

EXTRACT  or  IiEAD.  A  common  name  for  the  solution  of  acetate  of  lead, 
also  called  Goulard's  Lotion. 

EXTRACTS.  (Extraits,  Fr. ;  Extraoten,  Ger.)  The  older  apothecaries  used  this 
term  to  designate  the  product  of  the  evaporation  of  any  vegetable  juice,  or  infusion, 
or  decoction  ;  whether  the  latter  two  were  made  with  water,  alcohol,  or  ether ;  whence 
arose  the  distinction  of  aqueous,  alcoholic,  and  etherous  extracts. 

Pourcroy  made  many  researches  upon  these  preparations,  and  supposed  that  they 
had  all  a  common  basis,  which  he  caUed  the  extractive  principle.  But  Chevreul  and 
other  chemists  have  since  proved  that  this  pretended  principle  is  a  heterogeneous  and 
very  variable  compound.  By  the  term  extract  therefore  is  now  meant  merely  the 
whole  of  the  soluble  matters  obtained  from  vegetables,  reduced  by  careful  evaporation 
to  either  a  pasty  or  solid  consistence.  The  watery  extracts,  which  are  those  most  com- 
monly made,  are  as  various  as  the  vegetables  which  yield  them ;  some  containing 
chiefly  sugar  or  gum  in  great  abundance,  and  are  therefore  innocent  or  inert ;  while 
others  contain  very  energetic  impregnations.  The  conduct  of  the  evaporating  heat  is 
the  capital  point  in  the  preparation  of  extracts.  They  should  be  always  prepared,  if 
possible,  from  the  juice  of  the  fresh  plant,  by  subjecting  its  leaves  or  other  succulent 
part,  to  the  action  of  a  powerful  screw,  or  hydraulic  press ;  and  the  evaporation  should 
be  effected  by  the  warmth  of  a  water-bath,  heated  not  beyond  100°  or  120°  Fahr. 
Steam  heat  is  now  applied  advantageously  in  some  cases,  where  it  is  not  likely  to  de- 
compose any  of  the  principles  of  the  plant.  But  by  far  the  best  process  for  making 
extracts  is  in  vacuo,  upon  the  principles  explained  in  the  article  Evapoeation.  It  is 
much  easier  to  fit  up  a  proper  apparatus  of  this  kind  than  most  practical  men  imagine. 
The  vacuum  may  either  be  made  through  the  agency  of  steam,  as  there  pointed  out, 
or  by  means  of  an  air-pump.  One  powerful  air-pump  may  form  and  maintain  a  good 
vacuum  under  several  receivers,  placed  upon  the  flat  ground  flanges  of  so  many  basins, 
each  provided  with  a  stop-cock  at  its  side  for  exhaustion.  The  airless  basin  contain- 
ing the  juice  being  set  on  the  shelf  of  a  water-bath,  and  exposed  to  a  proper  tempera- 
ture, will  furnish  in  a  short  time  a  large  quantity  of  medicinal  extract,  possessing  the 
properties  of  the  plant  unimpaired. 

For  exceedingly  delicate^ purposes,  the  concentration  may  be  performed  in  the  cold, 
by  placing  saucers  filled  with  the  expressed  juice  over  a  basin  containing  sulphuric 
acid,  putting  a  glass  receiver  over  them,  and  exhausting  its  air. 

The  use  of  the  air-pump  for  evaporating  such  chemical  substances  as  are  readily 
injured  by  heat,  has  been  very  common  since  Professor  Leslie's  discovery  of  the  efficacy 
of  the  combined  influence  of  rarefied  air  and  an  absorbing  surface  of  sulphuric  acid  in 
evaporating  water  at  low  temperatures.  It  has  been  supposed  that  the  virtues  of 
narcotic  plants  in  particular  might  be  better  obtained  and  preserved  by  evaporation 
m  vacuo  than  otherwise,  as  the  decomposing  agency  of  heat  and  atmospheric  oxygen 
would  be  thereby  excluded.  There  is  no  doubt  that  extracts  thus  made  from  the 
expressed  juices  of  fresh  vegetables  possess,  for  some  time  at  least,  the  green  aspect' 
and  odour  of  the  plants  in  far  greater  perfection  than  those  usually  made  in  the  air, 
with  the  aid  of  artificial  heat.  Dr.  Meurer  has  endeavoured  to  show  that  the  colour 
and  odour  are  of  no  use  in  determining  the  value  of  extracts  of  narcotics,  that  the 
albumen  left  unchanged  in  the  extracts  made  in  vacuo,  tends  to  cause  their  spontaneous 
decomposition,  and  that  the  extracts  made  with  the  aid  of  alcohol,  as  is  the  practice  in 
Germany,  are  more  efficacious  at  first,  and  much  less  apt  to  be  injured  by  keeping, 
m.  Baldenius  has  detailed  experiments  to  prove  that  the  juices  of  recent  plants  mixed 
with  alcohol,  m  the  homoeopathic  fashion,  are  very  liable  to  spontaneous  decomposition, 
io  the  above  expressed  juice,  the  Germans  add  the  alcoholic  tincture  of  the  residuary 
vegetable  matter,  and  evaporating  both  together,  prepare  very  powerful  extracts. 

^xtracts  of  bark  and  other  vegetable  substances  to  be  used  in  tanning  or  dyeing  are 
made  m  the  countries  in  which  the  plants  grow.    The  operation  is  very  roughlv  por- 
lomed,  and  the  imported  extracts  are  usually  very  full  of  impurities. 
In  1872  we  imported  of  Extracts  tmenumeratcd  as  follows,  the  values  only  being 


given  :• 


From  Belgium  £5^65 

„  France 


United  States  of  America . 
British  North  America  . 
Other  Countries 


4,043 
6,853 
4,400 
1,253 


21,814 

Y  2 


324 


FAIKES  OR  FAKES 


Of  extracts  of  bark  and  other  vegotablo  substances  used  fot  tanning  or  dyeing  wa 
exported  m  the  same  year  to  the  value  of  8,794;.,  of  unonumeratod  extracts  to  the 
value  of  3,089^.,  and  of  extract  of  malt  to  the  value  of  2ol. 

EXUVia:.  Cast  skins,  sliolls,  or  coverings  of  animals  which  are  shed  or  cast 
off,  as  the  skins  of  serpents  or  caterpillars,  the  sheUs  of  lobsters,  and  the  like.  In 
geologj,  the  shells  and  other  similar  remains  of  animals  found  in  the  rocks 


F 

^  ^ACETTXKG.  Tlio  process  of  cutting  faces  upon  ornamental  articles.  Steel 
jo-wellery,  such  as  Loads,  studs,  buttons,  the  ornaments  on  the  hilts  of  dress-swords 
and  similar  objects,  are  ground  on  horizontal  laps  with  fine  emery.  Facets  on  gold 
and  silver  are  cut  and  polished  on  revolving  wheels,  after  the  same  general  method 
as  that  pursued  by  the  lapidary  for  cutting  facets  on  stones. 

FACTORY.  In  the  sense  in  which  this  term  is  introduced  here,  it  is  contracted 
from  '  manufactory ; '  meaning  the  place  where  workmen  are  employed  in  fabricating 
goods.  To  describe  all  the  various  factories  would  be  to  describe  all  the  different 
manufactures,  or  at  least,  the  arrangements  of  the  machines  by  which  the  raw  material 
is  converted  into  marketable  goods.  The  arrangements  of  a  cotton  factory  fairly 
represent  all  the  arrangements  for  other  branches  of  textile  manufactures.  Under 
Silk,  Wool,  &c.,  will  be  found  particulars  of  the  machines  used  and  their  general 
arrangements  in  these  factories  respectively.    See  Cotton  Factoet. 

FJECUXiA.    See  Fecula. 

FAHIiERZ,  FAHXiITE,  or  FAHXi-ORE.  A  mineral  known  also  as  Grei/  Copper 
ore,  and  Tetrahedrite ;  the  latter  name  referring  to  the  common  occurrence  of  this  ore  in 
tetrahedral  crystals  belonging  to  the  cubic  system.  The  chemical  composition  offahlerz 
varies  greatly  in  diflferent  specimens,  but,  speaking  broadly,  it  may  be  said  to  be  a 
double  sulphide  of  copper  and  antimony  ;  the  antimony,  however,  may  be  replaced  to 
a  greater  or  less  extent  by  the  isomorphous  elements — arsenic  and  bismuth,  whilst 
the  copper  may  be  replaced  in  like  manner  by  iron,  zinc,  silver,  or  mercurj'.  We  may 
thus  recognise  an  antimonial  series  and  an  arsenical  series,  these  being  connected  by 
an  arsenio-antimonial  and  a  bismutho-arsenico-antimonial  series.  Many  varieties  of 
fahlerz  contain  sufficient  silver  to  render  them  important  as  silver  ores,  and  these 
argentiferous  varieties  have  been  described  under  the  names  of  Polytelite  and  Freibergite. 
The  following  analyses  are  selected  with  the  view  of  showing  some  of  the  variations 
presented  in  the  composition  of  different  forms  of  fahlerz : — 


I 

II 

III 

Sulphur 

25-77 

22-53  * 

27-48 

21-17 

Antimony 

23-94 

19-34 

24-85 

24-63 

Arsenic 

2-88 

2-94 

Bismuth 

0-81 

Copper 

37-98 

35-34 

22-62 

14-81 

Iron  .... 

0-86 

0-87 

4-80 

5-98 

Zinc  .... 

7-29 

0-69 

4-65 

0-99 

Silver  .     ,  . 

0-62 

13-57 

31-29 

Mercury 

17-27 

Lead  .... 

0-21 

1-43 

I.  From  Kapuik,  in  Transylvania;  by  11.  Kose.  II.  From  Kotterbach,  near  Iglo; 
by  Vom  Eath.  III.  From  Foxdale  silver-lead  mine.  Isle  of  Man ;  by  David  Forbes. 
IV.  From  the  Habachtfund  mine,  Freiberg,  Saxony ;  by  H.  Eoso.    See  Copper. 

FAKIiiria'XTE.    An  altered  form  of  the  mineral  called  lolitc  or  Dichroite. 

or  FAYENCE.  An  old  French  term,  nearly  corresponding  in  mean- 
ing with  our  household  word  '  crockery.'  It  is  now  commonly  applied  by  collectors  to  all 
the  finer  kinds  of  earthenware.  Some  authorities  maintain  that  the  word  is  derived 
from  the  town  of  Faenza,  near  Bologna.  It  is  known  that  Majolica  or  Eaffiielle  -ware 
was  made  at  an  early  date  at  Faenza,  and  hence  Majolica  is  sometimes  distinguished 
as  'Faenza'  ware.    But  this  is  a  very  different  material  fronv  what  is  now  commonly 

called  Faience.  See  Majolica.  .„,,„„., 

FAIXES  or  FAXES.  A  miner's  term  in  Scotland  for  fissile  sandy  shales,  or 
sandstone  possessing  a  shalo-liko  structm-e.  Dark  bituminous  shales  are  called  blaes, 
and  the  two  varieties  are  thus  distinguished. 
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FAINTS  is  tlie  name  of  the  impure  spirit  wliicli  comes  oyer  first  and  last  in  the 
distillation  of  whiskey;  the  former  being  called  the  strong,  and  the  latter  which  is 
much  more  abundant,  the  weak  faints.  This  crude  spirit  is  much  impregnated  ^th 
fetid  essential  oil  (fusel  oil);  it  is  therefore  very  unwholesome,  and  must  be  purified 

^■^PAIRy-STONE.  A  name  given  in  the  south  of  England  to  the  fossil  sea- 
urcliins  found  in  the  clialk.    They  are  sometimes  called  '  fairy  loaves.' 

FAXiXiIM'G'  SXOWES.  A  name  given  to  meteoric  stones.  See  Meteohic 
Stones. 

FAIiSE  SUVBR.  A  term  applied  by  the  ancients,  in  all  probability,  to  zinc. 
Strabo,  in  a  passage  quoted  in  Watson's  '  Chemical  Essays,'  speaks  of  false  silver,  vdth 
the  addition  of  copper,  making  orichalcum,  or  brass. 

FAXiSS  TOPAZ.  A  light  yellow  pellucid  variety  of  quartz  crystal.  It  may  be 
distinguished  from  yellow  topaz,  for  which,  when  cut,  it  is  frequendy  substituted,  by 
its  difference  of  crystalline  form,  the  absence  of  cleavage,  inferior  hardness,  and  lower 
specific  gravity.    Found  in  the  Brazils,  &c. 

FASIP  is  a  siliceous  bed,  composed  of  very  fine  particles.  This  term  is  confined 
chiefly  to  the  North  of  England.  Eamp  possesses  little  cohesion,  and  when  exposed 
to  the  action  of  the  air  it  crumbles  into  a  sandy  kind  of  clay.  Beds  of  '  famp '  often 
separate  the  hard  '  posts '  of  sandstone  ;  they  also  contain  more  mica  than  the  sand- 
stone rocks  among  which  they  are  interspersed.    See  Post. 

FAN"  (Eventail,  Er. ;  Facher,  Ger.)  is  usually  a  semi-circular  piece  of  silk  or  paper, 
pasted  double,  enclosing  slender  slips  of  wood,  ivory,  tortoise-shell,  whalebone,  &c., 
arranged  like  the  tail  of  a  peacock  in  a  radiating  form,  and  susceptible  of  being  folded 
together  and  expanded  at  pleasure.  This  well-known  hand  ornament  is  used  by  ladies 
to  cool  their  faces  by  agitating  the  air.  Fans  made  of  feathers,  like  the  wing  of  a  bird, 
have  been  employed  from  time  immemorial  by  the  natives  of  tropical  countries. 

Fan  is  also  the  name  of  the  apparatus  for  winnowing  corn,  for  urging  the  fires  of 
furnaces,  and  for  purposes  of  ventilation.  For  an  account  of  the  powerful  blowing  and 
ventilating  fan  machines,  see  Ihon  Manufactube  and  Ventilation  of  Mines. 

FAN'C,  a  mining  term.  A  niche  cut  in  the  side  of  an  adit  or  shaft  to  serve 
as  an  air-course.  Sometimes  the  term  a  fanging  is  applied  to  a  main  of  wood- 
pipes. 

FAREWEIiIi  ROCK.  The  name  given  in  South  Wales  to  the  Millstone  Grit, 
because  no  coal  is  found  worth  working  after  this  rock  has  been  reached. 

This  rock  is  much  used  for  the  hearths  of  furnaces,  its  power  of  resisting  the  most 
intense  heat  being  remarkable. 

FARISTA  (Farine,  Fr. ;  Mehl,  Ger.)  is  the  flour  of  any  species  of  corn,  or  starchy 
root,  such  as  pota,to,  arrow-root,  &c.    See  Bread  and  Staech. 

FASSAITE.  A  variety  of  augite  containing  alumina,  lime,  magnesia,  and  iron. 
It  occurs  in  the  Fassathal,  in  Piedmont. 

FATS  (Graisses,  Fr. ;  Fette,  Ger.)  occur  in  a  great  number  of  the  animal  tissues, 
being  abundant  under  the  skin  in  what  is  called  the  cellular  membrane,  round  the 
kidneys,  in  the  folds  of  the  omentum,  at  the  base  of  the  heart,  in  the  mediastinum 
the  mesenteric  web,  as  well  as  upon  the  surface  of  the  intestines,  and  among  many  of 
the  muscles.  Fats  vary  in  consistence,  qolour,  and  smell,  according  to  the  animals 
from  which  they  are  obtained;  thus,  they  are  generally  fluid  in  the  cetaceous  tribes 
soft  and  rank-flavoured  m  the  carnivorous,  solid  and  nearly  scentless  in  the  ruminants' 
• '°  copious  in  well-fed  young  animals;  yellowish  and  more  scanty  in  the 
old.  I  heir  consistence  varies  also  according  to  the  organ  of  their  production  ;  being 
firmer  under  the  skin  and  in  the  neighbourhood  of  the  kidneys  than  among  the  moveable 
viscera.  Fat  forms  about  one-twentieth  of  the  weight  of  a  healthy  animal.  But  as 
taken  out  by  the  butcher  it  is  not  pure ;  for  being  of  a  vesicular  structure,  it  is  always 
enclosed  in  membranes,  mixed  with  blood,  blood-vessels,  lymphatics,  &c.  These 
toroign  matters  must  first  bo  separated  in  some  measure  mechanically,  after  the  fat  is 
minced  small,  and  then  more  completely  by  melting  it  with  hot  water,  passine  it 
through  a  sieve  and  letting  the  whole  cool  very  slowly.  By  this  means  a  cake  of 
cleansed  fat  will  be  obtained.  j       j  »     i-dite  oi 

Braconnot  and  Easpail  have  shown  that  soUd  animal  fats  are  composed  of  verv 
T^L  microscopic,  partly  polygonal,  partly  reniform  particles,  which  are  connected 


.  ,  ^'  j/^vB^^'^'t  fo-i-i^iy  rtjiauorni  piirucies,  wuicu  are  connBctfid 

together  by  very  thm  n^embranes.  These  maybe  ruptured  by  mechanical  meana 
then  separated  by  triturating  the  fresh  fats  with  cold  water,  and  passing  Se  unXous 
matter  through  a  sievo._  The  particles  float  in  the  water,  but  cventuaUy  collect  in  a 
;  white  granular  crystalline  appearance,  like  starch.  Each  of  them  consists  of  fvn«; 
cular  integument,  of  the  nature  of  stearine,  and  an  interior  fluid  like  e tine  wS 
afterwards  exudes.  The  granules  float  in  the  water,  but  subside  in  siDirits  of 
men  digested  in  strong  alcohol,  the  liquid  part  dissolyes,  but  the  Sd  rernT^s' 
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Those  particles  diflfor  in  shape  and  size,  as  obtained  from  diflferent  animals ;  those  of 
the  calf,  ox,  sheep,  are  polygonal,  and  from  ^th  to  j^gthof  an  inch  in  diameter ;  those 
of  the  sow  are  kidnoy-shaped,  and  from  Xth  to  ^th  ;  those  of  man  are  polygonal,  and 
from  ith  to  jji^th  ;  those  of  insects  are  spherical,  and  at  most  jj-^th  of  an  inch. 

Fats  all  molt  at  a  temperature  much  under  212°  F.  When  strongly  heated  with 
contact  of  air,  thoy  diffuse  white  pungent  fumes,  then  blacken,  and  take  fire.  When 
subjected  to  distillation  thay  afford  a  changed  fluid  oil,  carburettod  hydrogen,  and  the 
other  products  of  oily  bodies.  Exposed  for  a  certain  time  to  the  atmosphere  they 
become  rancid,  and  generate  the  same  fat  acid  as  they  do  by  saponification.  In  their 
fresh  state  thoy  are  all  composed  principally  of  stearine,  margarine,  and  oleine,  with  a 
little  colouring  and  odorous  matter ;  and  in  some  species,  hircine,  from  the  goat ; 
phocenine,  from  the  dolphin ;  and  butyrine  from  butter.  By  subjecting  them  to  a 
great  degree  of  cold,  and  compressing  them  between  the  folds  of  blotting-paper,  a  resi- 
duum is  obtained,  consisting  chiefly  of  stearine  and  margarine ;  the  latter  of  which 
may  be  dissolved  out  by  oil  of  turpentine. 

Beef  and  Mutton  Suet. — When  fresh,  this  is  an  insipid,  nearly  inodorous  fat,  of  a 
firm  consistence,  almost  insoluble  in  alcohol,  entirely  so,  if  taken  from  the  kidneys 
and  mesenteric  web  of  the  ox,  the  sheep,  the  goat,  and  the  stag.  It  raries  in  whiteness, 
consistence,  and  combustibility,  with  the  species  and  health  of  the  animals.  They 
may  all  be  purified  in  the  manner  above  described.  Strong  sulphuric  acid  developes 
readily  the  acid  fats  by  stirring  it  through  melted  suet.  Alkalis,  by  saponification, 
give  rise  to  one  of  the  three  acids,  the  stearic,  margaric,  or  oleic.  Beef  suet  consists 
of  stearine,  margarine,  and  oleine ;  mutton  and  goat  suet  contain  a  little  hircine.  The 
specific  gravity  of  the  tallow  of  which  common  candles  are  made  is,  by  Ure's  experi- 
ments, 0*936.  The  melting  point  of  suet  is  from  98°  to  104°  F.  The  proportion 
of  solid  and  fluid  fat  in  it  is  somewhat  variable,  but  the  former  is  in  much  larger 
proportion.  Mutton  suet  is  soluble  in  44  parts  of  boiling  alcohol,  of  0*820 ;  beef 
suet  in  44  parts.  Marrow  fat  consists  of  76  of  stearine,  and  24  of  oleine ;  it  melts  at 
115°  F. 

Hog's  lard  is  soft,  fusible  at  81°  F,  convertible,  by  an  alkaline  solution,  into  a 
stearate,  margarate,  oleate,  and  glycerine.  Its  sp.  grav.  is  0'938,  at  60°  F.  It  con- 
sists of  62  of  oleine,  and  38  of  stearine,  in  100  parts. 

Goose-fat  consists  of  68  oleine  and  32  stearine. 

Butter,  in  summer,  consists  of  60  of  oleine  and  40  of  stearine ;  in  winter,  of  35  of 
oleine  and  65  of  stearine;  the  former  substance  being  yellow  and  the  other  white.  It 
differs,  however,  as  produced  from  the  milk  of  different  cows,  and  also  according  to 
their  pasture. 

Chevreul  investigated  with  great  care  the  composition  of  fats.  He  has  shown 
that  they  are  mixtures  of  simple  fats  as  oleine,  stearine,  and  margarine.  For  his  in- 
vestigations, see  those  articles  in  Watts's  '  Dictionary  of  Chemistry.' 

The  following  statement  is  given  on  the  authority  of  Braconnot : — 


Hog's  lard 
Ox  marrow 
Goose-fat 


Oleine  Stearine 
62  38 
24  76 
68  32 


Duck-fat 
Ox  tallow  . 
Mutton  suet. 


Oleine  Stearine 

72  28 

25  75 

26  74 


The  late  Dr.  Kobert  Dundas  Thomson  gave  the  following  list  of  animal  fats  and 
their  melting  points : — 

Badger-fat 
Beef  tallow 
Calf 
Camel 

Cochineal  fat 
Cow's  butter 
Duck-fat  . 
Dog  . 
Fox  . 
Hare . 
Hog's  lard . 
Horse  grease 
Human  fat 

The  purification  and  decoloration  of  fats  have  been  the  object  of  many  patents. 
One  of  the  best  is  to  mix  2  per  cent,  of  strong  sulphuric  acid  with  a  quantity  of 
water,  in  which  the  tallow  is  heated  for  some  time  with  much  stirring ;  to  allow  the 
materials  to  cool,  to  take  off  the  supernatant  fat,  and  to  ro-melt  it  with  abundance  of 


86° 

Pheasant  . 

.  109° 

98i 

Turkey. 

.  113 

136-8 

Stearine  (human)  . 

.  120 

131 

„      (sheep)  . 

.  109 

104 

„      (oxen)  . 

.  Ill 

79-7 

(hog) 

.  109 

77 

(duck)  . 

.  109 

79| 

Cetino 

.  120 

129 

Chlorestine  . 

.  278 

117^ 

Cantharides  fat 

.  93J 

80-5 

Margarine  (butter) 

.  105 

140 

Palmitine 

.  115 

77 
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hot  water    Moro  tallow  will  thus  bo  obtained,  and  that  considerably  whiter  and 

't;Vt:u\erSCw  ^^^^^  chloride  of  lime  did  not  improve. 

>  f  dSertrate  l,  the  appearances  of  oils  and  other  fatty  bodies.  ^  According  to 
but  rather  deterioraiea,iii    p^  high-pressure  steam  m  a  digester, 

tr2To^Tmot^^^  soUus  when  struck,  obiter,  and 

tluo  when  mad;  into  candles,  of  giving  a  superior  ight  A  convenient  mode 
XJ^irminced  tallow,  or  melting  it,  is  to  put  it  m  a  tub,  and  f^ive  ^Jeam 
tLouo-h  Xm  numerous  orifices  in  ramifying  pipes  placed  near  the  bottom. 
Srfat  s^  plan  of  purifying  fats,  patented  in  March  1836,  has  been  successful. 
He'  emly  d  lute  sSph^ic  acid,  to  which  he  adds  a  little  nitric  acid,  with  a  very 
fmall  quantity  of  bichromate  of  potash  to  supply  oxygen,  and  some  oxalic  ac  d 
The  6  are  mixed  with  the  fat  in  the  steaming  tub  When  the  lumps  of  it  are  nearly 
dissolved,  he  takes  for  every  ton  of  fat,  one  pound  of  strong  nitric  acid  diluted  with 
one  quart  of  water ;  to  which  he  adds  two  ounces  of  alcohol,  naphtha,_  sulphuric  ether, 
or  spirits  of  turpentine;  and  after  introducing  this  mixture,  he  continues  the  boiling 
for  half  an  hour.    The  fat  is  finally  washed.  .  n    .  -a 

Others  have  proposed  to  use  vegetable  or  animal  charcoal  first,  especially  for  rancid 
oils,  then  to  heat  them  with  a  solution  of  sulphate  of  copper  and  common  salt,  which 
is  supposed  to  precipitate  the  fetid  albuminous  matter.  „     ^  ji 

Mr.  Prynne  obtained  a  patent  in  March  1840,  for  purifying  tallow  for  the  candle- 
maker,  by  heating  it  along  with  a  solution  of  carbonate  of  potash  or  soda  for  8  hours, 
letting  the  whole  cool,  removing  tlie  tallow  to  another  vessel,  heating  it  loy  nieans  _ot 
steam  up  to  206°  F.,  along  with  dry  carbonate  of  potash  (pearlash) :  letting  this  mix- 
tui-e  cool  very  slowly  ;  and  finally  removing  the  tallow  to  a  vessel  inclosed  m  steam, 
so  as  to  expel  any  subsidiary  moisture.  •,;r  tt  tt  -nr  tt 

A  patent  for  a  like  purpose  was  obtained  in  June  1842,  by  Mr.  H.  H.  Watson.  Jie 
availed  himself  of  the  blanching  power  of  oxygen,  as  evolved  from  pennanganate  of 
potash  (chameleon  mineral),  in  the  act  of  its  decomposition  by  acids,  while  in  contact 
with  the  melted  fat.  He  prescribed  a  leaden  vessel  (a  well-joined  wooden  tub  will 
also  serve)  for  operating  upon  the  melted  tallow  with  one-twentieth  of  its  weight  of 
the  manganate  dissolved  in  water,  and  acidulated  to  the  taste.  The  whole  are  to  be 
well  mixed,  and  gradually  heated  from  150°  up  to  212°  F.,  and  maintained  at  that 
temperature  for  an  hour.  On  account  of  the  tendency  of  the  dissolved  manganate  to 
spontaneous  decomposition,  it  should  be  added  to  the  dilute_  acid,  mixed  with  the  fat 
previously  melted  at  the  lowest  temperature  consistent  with  its  fiuidity. 

Mr.  Wilson,  of  Vauxhall,  has  applied  centrifiigal  action  to  the  separation  of  the 
liquid  from  the  more  solid  parts  of  fatty  matters,  employing  in  preference  the  h^dro- 
exiractors  used  by  Seyrig  and  Co.  for  drying  textile  fabrics.  Mr.  Wilson  applies  a 
stout  cotton  twill  in  addition  to  the  wire-grating ;  and  in  order  to  avoid  _  the  necessity 
of  digging  the  concrete  parts,  and  to  prevent  them  from  clogging  the  interstices  for 
the  discharge  of  the  oily  matter,  he  places  the  whole  in  a  bag  8  inches  in  diameter, 
and  of  such  length  that  when  laid  on  the  rotating  machine  against  the  grating  the 
two  ends  will  meet.  The  speed  of  the  machine  must  be  kept  below  that  at  which 
stearic  acid  or  stearine  would  pass  :  which  is  known  by  the  limpidity  of  the  expressed 
fluid.  To  take  advantage  of  the  liquefying  influence  of  heat,  he  keeps  the  tempera- 
ture of  his  own  room  about  2°  F.  above  that  of  the  substances  under  treatment. 

The  chemistry  of  fat  will  be  found  in  Watts's  '  Dictionary  of  Chemistry.'  For 
Imports,  &c.,  see  Taxlow. 

See  also  Gltceeine  ;  Maegabine  ;  Oleine  ;  Soap  ;  Steaeine. 

FAXrXiTS  (Failles,  Fr.),  in  mining,  are  disturbances  of  the  strata,  the  name  being 
derived  from  the  circumstance  that  these  movements  interrupt  the  miner's  operations, 
and  render  it  difficult  to  discover  where  the  vein  of  ore  or  bed  of  coal  has  been 
'  thrown '  by  the  disturbance  producing  the  fault.  Any  fissure  in  a  rock  accompanied 
by  a  displacement  of  any  kind  is  called  a  '  fault.'  By  a  movement  of  the  earth  a 
crack  may  be  produced,  but,  if  there  has  not  been  a  movement,  it  is  simply  a  fissure ; 
while,  if  the  rock  on  either  side  of  the  crack  has  been  moved,  it  becomes  &  fault. 

A  mineral  vein  may  be  regarded  as  a  fissure  formed  during  the  consolidation  of  the 
rocks  in  which  it  exists,  or  by  some  movement  of  the  entire  mass,  producing  these 
cracks  at  right  angles  to  the  line  of  greatest  mechanical  force  ;  these  have  been  even- 
tually filled  in  with  the  mineral  or  metalliferous  matter  which  we  find  in  them.  After 
this  has  taken  place,  there  has  sometimes  been  a  movement  of  a  portion  of  the  ground, 
and  the  mineral  vein,  or  lode,  has  been  fractured.  A  simple  illustration  of  this  is  the 
following,  Jig.  842,  where  we  have  the  mineral  vein  dislocated,  and  subsequently  to 
the  dislocation  there  has  been  a  formation  of  a  string  of  spathose  iron,  following  the 
bondings  of  a  crack  formed  by  the  movement,  which,  in  this  case,  has  been  less  than 
the  width  of  the  lode.   In  the  large  majority  of  examples  the  '  heave  '  or  '  throw '  of 
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the  lodo  has  boon  very  considorablo.    It  is  usual  to  spoalc  of  a  fault  as  if  fH«  a 

had  actually  ,novcd  tho  lodo.    It  nhould  bo  undcrHSftL  a{  actual  1^^^^^^^^^^^^ 

groat  nassos  of  tho  «ol:d  oarth  is  implied,  and  consoquontly.  tho  /.rf.  wfnT  bee„ 

fiA  S        "i  It "lovod  with  tho  rock  in  which  it  is  one  J  Z 

fltf  fl    ,   ^      °  r''"'".'  ^'  ^"^      '^l^^'^  «  «.  which  have  bL  d  f 

located  along  the  hue  b,  c  and  all  tho  lodes  and  the  olvan  course  moved.    In  tl  I 

STnrW^^^^  '  r^^^^         P^^''^  ^^-""^  tho  North  towards  tho  South 

disturbance  will  bo  continuod  to  a  groat  depth,  and  in  fig.  843  is  a  section  showing  ti  e 
dislocation  of  a  lode  into  three  parts.    In  this  case  tho  movement  has  probably  been 


the  subsidence  of  that  portion  of  the  ground  containing  the  lode  b,  and  the  further 
subsidence  of  that  portion  containing  the  lodo  a ;  the  condition  of  the  surface  being 
subsequently  altered  by  denudation.  Tho  inclination  of  a  lode  is  frequently  changed 
by  these  movements,  thus  fig.  845  supposes  cd  to  represent  the  original  condition  of 
tlio  lode  ;  by  a  convulsion,  the  portion  a  b  has  fallen  away  leaving  a  chasm  between, 
and  the  '  dip '  or  inclination  of  tho  lode  is  therefore  materially  changed.  The  direction 
of  the  lode  is  frequently  altered  by  these  movements.  Many  lodes  in  Cornwall 
have  a  direction  from  the  N.  of  E.  to  the  S.  of  W.  up  to  a  fault,  on  the  other  side  of 
wliich  the  direction  is  changed  from  tho  S.  of  E.  to  tho  N.  of  W.  Where  these  dis- 
turbances are  of  frequent  occurrence,  the  difficulties  of  mining  are  greatly  increased. 

The  dislocations  and  obstructions  found  in  coal-fields,  which  render  tho  search  for 
coal  so  difficult,  and  its  mining  so  laborious  and  uncertain,  are  the  following : — 

1.  Bj/kes.    2.  Slips.    3.  Hitches.    4.  Troubles. 

Tho  first  three  infer  dislocation  of  tho  strata;  the  fourth,  changes  in  the  bed  of  coal 
itself. 

1,  A  dyJce  is  a  wall  of  extraneous  matter,  which  divides  all  the  beds  in  a  coal-field. 

Dykes  extend  not  only  in  one  line  of  bearing  through  coal-fields  for  many  miles,  but 
run  sometimes  in  different  directions,  and  have  often  irregular  bondings,  but  no  sliarp 
angular  turns.  "Wlion  from  a  few  feet  to  a  few  fatlioms  in  tliickness,  they  occur  some- 
times in  numbers  within  a  small  area  of  a  coal-basin,  running  in  A-arious  directions, 
apd  oven  crossing  oact(  other.    Fig.  846,  represents  a  ground  plan  of  a  coal-fieldj 
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intersected  with  greenstone  dykes,  a  n  and  c  d  are  two  dykes  standing  parallel  to 
efch  oTher ;  e  f  and  a  h  are  cross  or  oblique  dykes,  which  divide  both  the  coal-strata 

and  the  primary  dykes  a  n  and  cu. 
2.  5/i|^s  run  in  straight  lines  through  coal-measures,  and  at  every  angle  of  incidence 


84G 


847 
crop. 


to  each  other.  Fig.  847  represents  a  ground  plan  of  a  coal-field,  with  two  slips  a  b 
and  c  D,  the  line  of  bearing  of  the  planes  of  the  strata,  which  throw  them  down  to 
the  outcrop.  This  is  the  simplest  form  of  a  slip.  Fig.  848,  exhibits  part  of  a  coal- 
field intersected  with  slips,  like  a  cracked  sheet  of  ice.  Here  a  b  is  a  dyke ;  while  the 
narrow  lines  show  faults  of  every  kind,  producing  di3locations  varying  in  amount  of 
slip  from  a  few  to  a  great  many  fathoms.  The  faults  at  the  points  a,  a,  a  vanish ;  and 
the  lines  at  c  denote  four  small  partial  slips  called  hitches. 

The  eSects  of  slips  and  faults — whether  produced  by  dykes,  or  otherwise — on  the 
coal-strata  appear  more  prominently  when  viewed  in  a  vertical  section,  than  in  a  ground 
plan,  where  they  seem  to  be  merely  walls,  veins,  or  lines  of  demarcation.    Fig.  849  is. 


848  849 


a  vertical  section  of  a  coal-field,  from  dip  to  rise,  showing  three  strata  of  coal  a,  b,  c. 
a  b  represents  a  dyke  at  right  angles  to  the  plane  of  the  coal-beds.  This  rectangular  wall 
merely  separates  the  coal-measures,  without  affecting  their  line  of  rise ;  but  further  to 
the  rise,  the  oblique  dyke  c  b  interrupts  the  coals  a,  b,  c,  and  not  only  disjoins  them,  but 
has  produced  a  movement  which  has  thrown  them  and  their  concomitant  strata  greatly 
lower  down ;  but  still,  with  this  depression,  the  strata  retain  their  parallelism  and 
general  slope.  Nearer  to  the  outcrop,  another  dyke,  e  f,  interrupts  the  coals  a,  b,  c, 
not  merely  breaking  the  continuity  of  the  planes,  but  throwing  them  moderately  up, 
so  as  to  produce  a  steeper  inclination,  as  shown  in  the  figure.  It  sometimes  happens 
that  the  coals  in  the  compartment  h,  betwixt  the  dykes  c  and  e,  may  lie  nearly  hori- 
zontal, and  the  effect  of  the  dyke  e,  f,  is  then  to  throw  out  the  coals  altogether,  leaving 
no  vestige  of  them  in  the  compartment  k. 

The  effect  of  slips  on  the  strata  is  also  represented  in  the  vertical  section, 850, 
whore  a,  b,  c  are  coals 
with  their  associated 
strata,  a  b  is  an  inter- 
secting slip,  which  throws 
all  the  coals  of  the  first 
compartment  much  lower, 
as  is  observable  in  the 
second,  No.  2 ;  and  from 
the  amount  of  the  slip, 
it  brings  in  other  coal- 
seams,  marked  1,  2,  3, 
not  in  the  compartment 
No.  1.  c  D,  is  a  slip  pro- 
ducing a  similar  result,  but  not  of  the  same  magnitude ;  e  f  represents  a  slip  across 
tjie  strata,  reverse  in  direction  to  the  former ;  tho  effect  of  which  is  to  throw  up  thp 
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f  T  '°  ^""^^  »  «l^P  occaBionally  brings  into  play  seams 

Ztll  1  r         r''''^"'  "^"^  ^>  ^'  6  ;  'ind  it  Ly  happen  that  To  S 

marked  4  hes  in  the  prolongation  of  a  well-known  seam,  as  in  the  compartm^n 
No  3,  when  the  case  becomes  puzzling  to  the  miner.  In  addition  to  the  above  varieties 
a  number  of  slips  or  hitches  are  often  seen  near  one  another,  as  in  the  area  mS 

No.  6,  where  the  individual  displaco- 
ments  are  inconsiderable,  but  the 
aggregate  dislocation  may  be  great 
in  reference  to  the  seams  of  the  6th 
compartment. 

The  results  of  dykes  and  slips  on  a 
horizontal  portion  of  a  field  are  ex- 
emplified in  85 1 .  Where  the  coal- 
measures  are  horizontal,  and  the  faults 
run  at  a  greater  angle  than  46°  to 
the  line  of  bearing,  they  are  termed 
'  dip '  and  '  rise '  faults,  as  a  b,  c  d,  e  p. 
The  following  fi^.  852,  which  is  an 
accurate  section  of  the  Mostyn  coal-field,  Flintshire,  will  show  the  amount  to  which 
those  disturbances  are  experienced.  The  letters  mark  with  sufScient  distinctness  the 
beds  on  either  side  of  the  faults. 


a.  Worked  out. 
6.  Ditto. 

c.  6  yd.  coal  worked  out. 

d.  3  yd.  ditto. 


e.  Inferior  coal. 

/.  Ditto. 

(J.  Yard  coal  worked  out. 

h.  4  ft.  coal  (tolerable). 

853 


t.  Main  coal,  6  ft.  (very  good). 

5  ft.  coal. 
k.  Stone  coal, 
I.  3  ft.  coal. 


Fiff.  853  gives  a  true  section  of  a  portion  of  the  North  Staffordshire  Coal-field, 
showing  the  dislocations  which  have  been  produced,  and  the  mechanical  force  exerted 
by  the  njovepients  which  have  taken  place, 
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Fig.  854  shows  a  colliery  in  plan,  and  the  amount  of  the  movement  produced  by  the 
dislocations. 


Coal  viewers  or  engineers  regard  the  dislocations  now  described  as  being  subject  in 
one  respect  to  a  general  law,  -which  may  be  thus  explained:— Let  855  be  a  portion 
of  a  coal-measure ;  a  being  the  pavement  and  b  the  roof  of  the  coal-seam.  If,  in 
pursuing  the  stratum  at  c,  a  dyke  d 
occurs,  standing  at  right  angles  with  the 
pavement  they  conclude  that  the  dyke 
is  merely  a  partition-wall  between  the 
beds  by  its  own  thickness,  leaving  the 
coal-seam  undisturbed  on  either  side; 
but  if  a  dyke  f  forms,  as  at  e,  an  obtuse 
angle  with  the  pavement,  they  conclude 
that  the  dyke  is  not  a  simple  partition 
between  the  strata,  but  has  thrown  up 
the  several  seams  into  the  predicament 
shown  at  G.  Finally,  should  a  dyke  H 
make  at  i  an  acute  angle  with  the  pavement,  they  conclude  that  the  dyke  has  thrown 
down  the  coal-measures  in  the  position  of  k. 

Dykes  and  faults  are  denominated  upthrow  or  downthrow,  according  to  the  position 
they  are  met  with  in  working  the  mine.  Thus,  in  fig.  849,  if  the  miner  is  advancing 
to  the  rise,  the  dyke  A  b  obviously  does  not  change  the  direction  ;  but  c  d  is  a  down- 
throw dyke  of  a  certain  number  of  fathoms  towards  the  rise  of  the  basin,  and  e  f  is  an 
upthrow  dyke  likewise  towards  the  rise.  On  the  other  hand,  when  the  dykes  are  met 
with  by  the  miner  in  working  from  the  rise  to  the  dip,  the  names  of  the  above  dykes 
would  be  reversed ;  for  what  is  an  upthrow  in  the  first  case  becomes  a  downthrow  in 
the  second,  relative  to  the  mining  operations. 

3.  Hitches  are  small  and  856 
partial  slips,  where  the  dis- 
location does  not  exceed  the 
thickness  of  the  coal-seam ; 
and  they  are  often  correctly 
enough  called  steps  by  the 
miner.  Fig.  866  represents 
the  operation  of  the  hitches 
A,  B,  c,  D,  E,  F,  G,  H,  on  the 
coal-measures.  Though  ob- 
served in  one  or  two  seams  of  a  field,  they  may  not  appear  in  the  rest,  as  is  the  case 
with  dykes  and  faults. 

Troubles  are  smaUer,  but  often  numerous  faults,  by  which  the  beds  of  coa|  ape  die- 
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araSrce^^^^^  ^'^^^  ^^'^  «^  He  regards  th.„ 

nf^L''Vi'^°''°^f.rP^''?/^'°  language  of  the  mine  has  been  retained,  but  in  the  case 
11  f^h  of  theya^^^^^.o^er,  it  is  not  that  tlie  dyke  lias  lifted  the  coal-bed  up  or 
fZ  J^^.  convulsive  movements  of  the  earth,  ^vhen  those  trap  dykes 

be ing  forced  from  beloy,  great  movements  were  produced  on  either  side  of  the  fissures 
rough  which  the  molten  matter  ascended,  and  hence  the  alteration  in  the  position  of 
T.«lV«ii.»  J''^'/  previously,  perhaps,  nearly  in  a  horizontal  piano.    See  Dyke. 
r.}Z  frJ^       \  ,  Vtf"^'^'      ;  Ger.)   '  The  most  beautiful,  the  most  com- 

plex, and  the  most  high  y  elaborated  of  all  the  coverings  of  animals,  due  to  the  devel- 
opmont  of  the  epidermal  system,  is  the  plumage  of  birds.'— Owew. 
and  ^'^^  """"^  *'H°  consists  of  barbs 

The  guill  is  pierced  by  a  lower  and  an  upper  orifice,  and  contains  a  series  of  light, 
ary,  conical  capsules,  fitted  one  upon  another,  and  united  together  by  a  central  pedicle 
Ihe  shaft  is  slightly  bent,  the  concave  side  is  divided  into  two  surfaces  by  a  middle' 
longitudinal  line  continued  from  the  upper  orifice  of  the  quill,  the  convex  side  is  smooth 
-both  sides  are  covered  with  a  horny  material  similar  to  that  of  the  quill,  and  they 
enclose  a  peculiar  white,  soft,  elastic  substance,  caUod  the  piih.  The  barbs  are  attached 
to  the  sides  of  the  shaft.  The  barbules  are  given  off  from  either  side  of  the  barbs, 
and  are  sometimes  similarly  barbed  themselves,  as  may  be  seen  in  the  barbules  of  the 
long  feathers  of  the  peacock's  tail. 

The  barbules  are  commonly  short  and  close  set,  and  curved  in  contrary  directions, 
so  that  the  two  adjoining  series  of  barbules  interlock  together  and  form  the  mechanism 
by  which  the  barbs  are  compacted  into  the  close  and  resisting  vane  of  the  quill,  or 
'  feather,'  properly  so  called.  When  the  barbules  are  long  and  loose,  they  characterise 
that  form  of  the  feather  which  is  properly  called  a  '  plume,'  and  such  are  the  most 
valuable  products  of  the  plumage  of  birds  in  a  commercial  point  of  view,  as  e.g.  the 
plumes  of  the  ostrich. 

The  Dotvn. — The  lower  barbs  in  every  kind  of  feather  are  usually  loose,  forming 
the  down,  which  is  increased  in  most  birds  by  what  is  called  the  '  accessory  plume.' 
This  is  usually  a  soft  downy  tuft,  but  varies  in  different  species,  and  even  in  the 
feathers  of  different  parts  of  the  body  of  the  same  bird.  The  value  of  feathers  for  bed 
stuffing  depends  upon  the  proportion  of  loose  soft  down  that  enters  into  their  compo- 
sition ;  and  as  the  '  accessory  plume '  in  the  body  feathers  of  the  swans,  geese,  and 
ducks,  is  almost  as  long  as  the  feather  from  which  it  springs,  hence  arises  the  com- 
mercial value  of  the  feathers  of  those  aquatic  birds. — Owen. 

The  first  covering  of  the  young  bird  is  a  down.  In  most  birds  a  certain  portion  of 
the  dovra  feathers  is  retained  with  the  true  feathers,  and  this  proportion  is  usually 
greatest  in  the  aquatic  birds,  ■ 

It  is  most  remarkable  in  the  eider  duck  {Anas  mollissima).  '  The  down  of  the  eider 
combines,  with  its  peculiar  softness,  fineness,  and  lightness,  so  great  a  degree  of  elasticity 
that  the  quantity  of  this  beautiful  material  which  might  be  compressed  and  concealed 
between  the  two  hands  of  a  man  will  serve  to  stuff  the  coverlet  of  a  bed.' — Owen. 

Feathers  constitute  the  subject  of  the  manufacture  of  the  Plumassier.  a  name  given 
to  the  artisan  who  prepares  the  feathers  of  certain  birds  as  ornaments  for  ladies  and 
for  military  men,  and  to  him  also  who  combines  the  feathers  in  various  forms.  "We 
shall  content  ourselves  with  describing  the  method  of  preparing  ostrich  feathers,  as 
most  others  are  prepared  in  the  same  way. 

Several  qualities  are  distinguished  in  the  feathers  of  the  ostrich  ;  those  of  the  male, 
in  particular,  are  whiter  and  more  beautiful.  Those  upon  the  back  and  above  the 
wings  are  preferred ;  next  those  of  the  wings,  and  lastly,  of  the  tail.  The  down  is 
merely  the  feathers  of  the  other  parts  of  the  body,  which  vary  in  length  from  4  to  14 
inches.  This  down  is  black  in  the  males,  and  grey  in  the  females.  The  finest  white 
feathers  of  the  female  have  always  their  ends  a  little  greyish,  which  lessens  their 
lustre,  and  lowers  their  price.  These  feathers  are  imported  from  Algiers,  Tunis, 
Alexandria,  Madagascar,  and  Senegal ;  this  being  the  order  of  their  value. 

The  scouring  process  is  thus  performed : — 4  ounces  of  white  soap,  cut  small,  are 
dissolved  in  4  pounds  of  water,  moderately  hot,  in  a  large  basin ;  and  the  solution  is 
made  into  a  lather  by  beating  with  rods.  Two  bundles  of  the  feathers,  tied  with  pack- 
thread, are  then  introduced,  and  are  rubbed  well  with  the  hands  for  five  or  six  minutes. 
After  this  soaping,  they  are  washed  in  clear  water,  as  hot  as  the  hand  can  bear. 
The  whitening  or  bleacliing  is  performed  by  three  successive  operations. 

1.  They  are  immersed  in  hot  water  mixed  with  Spanish  white,  and  well  agitated 
in  it ;  after  which  tlioy  ai-e  washed  in  three  -waters  in  succession, 

2.  The  feathers  are  azurcd  in  cold  water  containing  a  little  indigo  tied  up  in  a  fipo 
ploth.    Tho^  should  be  passed  quickly  through  this  bath. 
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Thev  are  sulphured  in  the  same  w  as  straw  hats  are  (see  Svi^nvumo)-,  they 
are  then  drierbyhanging  upon  cords,  when  they  must  be  well  shaken  from  t,me  to 

'^Thrrrai^LmSwith  a  bit  of  glass  cut  circularly,  in  order  to  render  them  very 
plilnt.    V^i^awing  the  edge  of  a  blunt  knife  over  the  filaments  they  assume  the  curly 

'ThSeTi^Sfch  are  of  a  dingy  colour  are  dyed  black.  For  20  pounds  of 
feathers  a  trong  decoction  is  made  of  25  pounds  of  logwood  in  a  proper  quantity  of 
water  Aer  boiUng  it  for  6  hours,  the  logwood  is  taken  out,  3  pounds  of  copperas 
re  thrown  in,  and,  after  continuing  the  ebullition  for  15  or  20  minutes,  the  copper 
is  taken  from  the  fire.  The  feathers  are  then  immersed  by  handfuls,  thoroughly 
soaked,  and  worked  about,  and  left  in  two  or  three  days.  They  are  next  c  eanged  in 
a  very  weak  alkaline  lye,  and  soaped  three  several  times.  When  they  feel  very  soft 
to  the  touch,  they  must  be  rinsed  in  cold  water,  and  afterwards  dried.  Wliite  feathers 
are  very  diflacult  to  dye  a  fine  black.  _  v  i  t,  ti. 

For  dyeing  other  colours,  the  feathers  should  be  previously  well  bleached  by  the 
action  of  the  sun  and  the  dew ;  the  end  of  the  tube  being  cut  sharp  like  a  toothpick, 
and  the  feathers  being  planted  singly  in  the  grass.  After  fifteen  days  exposure,  tliey 
are  cleared  with  soap  as  above  described. 

Ease  colour  or  pinJc,  is  given  by  saflower  and  lemon-juice._  ' 

Deep  red,  by  a  boiling-hot  bath  of  brazil-wood,  after  aluming. 

Crimson.    The  above  deep-red  feathers  are  passed  through  a  bath  of  cudbear. 

Prune  de  Monsieur.    The  deep-red  is  passed  through  an  alkaline  bath. 

Blues  of  every  shade,  are  dyed  with  the  indigo  vat. 

Yellow,  after  aluming,  with  a  bath  of  turmeric  or  weld. 

Other  tints  may  be  obtained  by  a  mixture  of  the  above  dyes. 

Feathers  supply  us  with  a  soft  elastic  down  on  which  Ave  can  repose  our  wearied 
frames,  and  enjoy  sweet  slumbers.    Such  are  called  bed  feathers. 

Goose  feathers  are  most  esteemed.  There  is  a  prejudice  that  they  are  best  when 
plucked  from  the  living  bird,  which  is  done  thrice  a  year,  in  spring,  midsummer,  and 
the  beginning  of  harvest.  The  qualities  sought  for  in  bed 'feathers  are  softness, 
elasticity,  lightness,  and  warmtli.  Their  only  preparation  when  cleanly  gathered  is 
a  slight  beating  to  clear  away  the  loose  matter,  but  for  this  purpose -they  must  be  first 
well  dried  either  by  the  sun  or  stove ;  stoving  or  liot  air  being  also ,  necessary  to 
remove  any  animal  matter  liable  to  putrefy. 

The  feathers  of  the  eider  duck,  Anns  moHisstma,  called  eider-down,  possess  in  a 
superior  degree  all  the  good  qualities  of  goose-down.  It  is  used  only  as  a  covering  to 
beds,  and  never  should  be  slept  upon,  as  it  thereby  loses  its  elasticity. 

Quills  for  writinr/. — These  consist  usually  of  the  feathers  plucked  out  of  the  wings 
of  geese.  Dutch  quills  have  been  highly  esteemed,  as  the  Dutch  were  the  first  who 
hit  upon  the  art  of  preparing  them  well,  by  clearing  them  both  inside  and  outside  from 
a  fatty  humoiu*  with  wliich  they  are  naturally  impregnated,  and  which  prevents 
the  ink  from  flowing  freely  along  tlie  pens  made  with  them.  The  Dutch  for  a  long 
time  employed  hot  cinders  or  ashes  to  attain  this  end ;  and  their  secret  was  preserved 
very  carefully,  but  it  at  length  transpired,  and  the  process  was  then  improved.  A 
bath  of  very  fine  sand  must  be  kept  constantly  at  a  suitable  temperatiu'o,  which  is 
about  140°  F. ;  into  this  the  quill-end  of  the  feather  must  be  plunged,  and  left  in  it 
a  few  instants.  On  taking  the  feathers  out  they  must  be  strongly  rubbed  with  a 
piece  of  flannel,  after  which  they  are  found  to  be  white  and  transparent.  Both  car- 
bonate of  potash  in  solution  and  dilute  sulphuric  acid  have  been  tried  to  eflfect  the 
same  end,  but  without  success.  The  yellow  tint  which  gives  quills  the  air  of  age, 
is  produced  by  dipping  them  for  a  short  time  in  dilute  muriatic  acid,  and  then 
making  them  perfectly  dry.  But  this  process  must  be  preceded  by  the  sand-bath 
operation. 

Quills  are  dressed  by  the  London  dealers  in  two  ways  :  by  the  one,  they  remain  of 
tlieir  natural  colour ;  by  the  other,  they  acquire  a  yellow  tint.  The  former  is  called 
the  Dutch  method,  and  the  principal  workman  is  called  a  Dutcher.  He  sits  before  a 
small  stove  fire,  into  which  he  thrusts  the  barrel  of  the  quill  for  about  a  second,  then 
lays  its  root  quickly  below  his  blunt-edged  knife,  called  a  hook,  and,  pressing  this 
firmly  with  the  left  hand,  draws  the  quill  briskly  through -with  his  right.  The  bed  on 
which  the  quill  is  laid  to  receive  this  pressure  is  called  the  plate.  A  skilful  workman 
can  pass  2,000  quills  through  liis  hands  in  a  day  of  ten  hours.  They  are  next  cleansed 
by  being  scrubbed  by  a  woman  witli  a  piece  of  rough  dog-fish  skin,  and  then  tied  up 
in  bundles. 

In  the  goose's  wing,  the  five  exterior  featliers  only  are  valuable  for  writing ;  the 
first  is  the  hardest  and  roundest  of  all,  but  the  shortest;  the  next  two  are  the 
best  of  the  five.    The  heaviest  quills  are  generally  the  best. 
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Our  recent  Imports  have  been  as  follow :  


1868 

1869 

1870 

Feathers  for  Bods  : 
from  Russia 
„    Hamburg  or 

\A\jLxlkiXilij  • 

„    Franco  . 
„    Spain  or  Italy . 
Other  parts 

Imports 

Value 

Imports 

Value 

Imports 

Value 

cwts* 
3,457 

5,446 
1,544 

458 

32,266 

45,746 
12,969 

3,846 

cwts. 
3,378 

3,633 
1,720 

451 

31,529 

30,518 
14,448 

3,786 

cwts. 
4,210 

3,925 
2,842 
911 
648 

39,368 

32,071 
23,873 
7,653 
4,640 

Total 

10,905 

94,827 

9,182 

80,280 

12,445 

108,505 

Ostrich  Feathers : 

White  . 

Black 
Other  sorts  of  feathers . 
Ornamental  feathers  . 

lbs. 
16,156 
44,556 
42,205 

£ 

68,855 
73,767 
38,073 

lbs. 
26,002" 
38,157 
61,684 

£ 

86,918 
58,319 
61,729 

lbs. 
26,710 
39,353 
81,367 

£ 

111,505 
65,292 
73,834 

1871 

1872 

Imports 

Value 

Imports 

Value 

Feathers  for  Beds : 

from  Eussia  .... 

„    Hamburg  or  Germany  . 

„    France  .... 

„    Spain  or  Italy 
Other  parts  .... 

cwts. 
4,993 

2,986 

7,521 

£ 

27,493 
11,059 
38i522 

cwts. 
6,783 
4,767 
3,960 
186 
1,268 

£ 

38,978 
25,661 
12,785 
1,562 
7,643 

Total 

15,500 

76,074 

16,964 

86,629 

Ostrich  Feathers : 

White  . 

Black  . 
Other  sorts  of  feathers 
Ornamental  feathers 

lbs. 
172,402 

£ 

378,119 

lbs. 

i77,'i'o2 

£ 

449,'783 

FEATHER  AttXtTSS,  or  Hair-Salt.  A  hydrous  sulphate  of  alimiina,  result- 
ing from  volcanic  action,  and  from  the  decomposition  of  iron  pyrites,  especially  in  the 
coal-measure  shales.    See  Altjm. 

FEATHER  ORE,  Plumosite,  or  Heteromorphite.  A  sulphide  of  antimony  and 
lead,  allied  to  Jamesonite.  Its  composition  is,  sulphur  19'2,  antimony  3 TO,  lead  49'8. 
It  is  sometimes  found  in  capillary  forms  and  like  a  cobweb,  but  it  is  also  found 
massive. 

FECVKA  {Feevle,  Fr. ;  Starkmehl,  Ger.)  sometimes  signifies  corn-flotir,  sometimes 
starch,  from  whatever  som-ce  obtained ;  and  it  is  also  applied  to  chlorophyll,  the  green 
matter  of  plants.  The  term  is  applied  to  any  pulverulent  matter  obtained  from  plants 
by  simply  breaking  down  the  texture,  washing  with  water,  and  subsidence.  _ 

FEEDER,  a  mining  term.  A  small  lateral  lode  falling  into  the  main  lode  or 
mineral  vein. 

FEIiIi.    The  hide  of  an  animal. 

FEXiXi-IVIOM'GER.    The  business  of  the  fell-monger  is  to  separate  the  wool  from 

the  skin.  The  wool  is  sold  to  the  wool-stapler,  and  the  stripped  skins  sent  to  the 
leather-dressers  or  parchment-makers. 

FEXiSXTE  or  FEXSTOIO'E.  A.compact  rock,  composed  mainly  of  felspar,  with 
more  or  less  quartz.  It  has  been  shown  that  most  felsitos  contain  the  elements  of 
granite  in  a  compact  instead  of  a  crystalline  form.    See  Felspathic-Rocks. 

FEI.SPAR  or  FEIiDSPAR  {Feldspath,  Fr.  and  Ger.)    Under  the  name  of 
felspar,  the  mineralogist  associates  a  number  of  important  rock-forming  minerals, 
"whicli,  from  the  many  characters  they  possess  in  common,  were  formerly  confounded  , 
together,  and  are  with  diflaculty  distinguished  from  one  another  by  mere  inspection  ; 
but  which,  nevertheless,  are  sufficiently  distinct,  both  in  chemical  composition,  and  m 
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crvstallino  form,  to  admit  of  division  into  several  woU-defined  species.  The  felspars 
aro  in  nil  cases  anhydrous  double  silicates,  consisting  of  a  silicate  of  alumina,  com- 
bined witli  a  silicate  of  a  protoxide  which  may  be  either  potash,  soda,  or  lime  ;  but  as 
those  oxides  are  capable  of  mutually  replacing  each  other,  it  commonly  happens  that 
two  or  even  more  of  them  coexist  in  the  same  species.  In  all  the  members  of  the 
felspar-'^roup,  there  exists  the  simple  relation  of  one  atom  of  the  sesquioxide,  alumina, 
to  one  of  the  protoxide  base  or  bases ;  but  the  proportion  of  silica  varies  considerably 
in  tlie  different  species.  The  amount  of  silica  bears  a  definite  relation  to  the  geolo- 
gical character  of  the  rock  in  which  the  felspar  occurs,  and  to  the  ininerals  with  which 
it  is  associated;  the  highly-silicated  species,  as  orthoclase,  albite,  and  oligoclase, 
occurring  in  granites,  trachytes,  and  other  so-called  acid  rocks  ;  whilst  the  less  sili- 
cated  felspars,  as  labradorite,  are  confined  to  basalts,  certain  lavas,  and  other  basic 
rocks. 

Exposed  to  a  high  temperature,  the  felspars  fuse,  with  greater  or  less  difficulty, 
to  a  vitreous  enamel  possessing  considerable  hardness,  a  property  which  has  led  to 
their  use  in  glazing  porcelain.  All  the  felspars  are  sufficiently  hard  to  scratch  glass, 
but  are  themselves  scratched  by  quartz;  and  this  hardness,  combined  with  their 
crystalline  form,  often  serves  to  distinguish  them  from  other  minerals.  Their  specific 
gravity  varies  from  about  2-5  in  orthoclase  to  upwards  of  27  in  labradorite;  and  by 
its  constancy  in  the  different  species,  becomes  a  useful  characteristic.  The  lustre  is 
commonly  vitreous,  passing  into  pearly  on  the  more  perfect  cleavage  planes  ;  whilst 
certain  of  the  rarer  varieties  enjoy  peculiar  opalescent  and  iridescent  properties,  of 
which  the  jeweller  takes  advantage,  to  a  limited  extent.  With  the  exception  of  labra- 
dorite, aU.  the  felspars  are  either  imacted,  or  imperfectly  acted,  on  by  acids. 

According  to  the  nature  of  their  basic  constituents,  the  felspars  admit  of  classifica- 
tion into  four  groups,  viz. : — 

I.  Potash-felspar  (often  containing  soda) ;  orthoclase  or  common  felspar ;  and  sani- 
dine,  or  glassy  felspar. 

n.  Soda-felspar  (often  containing  potash) ;  albiie,  and  oligoclase,  or  soda-spodumene. 

in.  Soda-lime-felspar  (often  containing  potash) ;  labradorite,  or  labrador-felspar ; 
and  andesine. 

IV.  Lime-felspar ;  anorthite. 

"With  regard  to  this  arrangement  it  may  be  remarked  that  some  of  the  species 
here  enumerated  appear  to  shade  insensibly  one  into  another,  so  that  doubts  have  not 
unnaturally  been  entertained  by  certain  mineralogists  as  to  the  real  specific  distinctions 
between  such  minerals.  Of  late  years,  Tschermak,  an  Austrian  mineralogist,  has 
specially  applied  himself  to  this  question,  and  has  arrived  at  the  conclusion  that  there 
are  only  three  really  distinct  species :  namely,  a  potash-felspar  (orthoclase),  a  soda- 
felspar  (albite),  and  a  lime-felspar  (anorthite) ;  all  the  other  so-called  species  being 
merely  mixtures  in  various  proportions  of  these  three  extreme  types.  But  as  ortho- 
clase crystallises  in  the  monoclinie,  or  singly-oblique  system,  whilst  albite  and  anorthite 
crystallise  in  the  triclinic,  or  doubly-oblique  system,  it  is  difficult  to  conceive  how 
orthoclase  can  be  isomorphous  with  the  other  felspars.  Hence  Tschermak  has  been 
led  to  recognise  two  distinct  kinds  of  mixed  felspars  ;  those  that  contain  both  potash 
and  soda  being  regarded  as  mechanical  mixtures  of  orthoclase  and  albite,  like  perthite, 
whilst  those  containing  both  soda  and  lime  are  true  isomorphous  mixtures  of  albite 
and  anorthite.  Although  much  theoretical  interest  attaches  to  these  views,  it  will  be 
convenient  in  this  place  to  adhere  to  the  old-established  classification  cited  above. 

I.  Orthoclase  (Orthose,'Ex. ;  OrthoMas,  Gei\  ;  Ortosa,  It&l.)  This  is  the  most 
ordinary  species,  and  that  which  in  popular  language  is  called  simply  '  felspar.'  It 
occurs  as  a  colom-less,  grey,  or  flesh-red  mineral,  crystallising  in  oblique  rhombic 
prisms,  and  frequently  presenting  the  peculiar  forms  called  twin-crystals.  The  crystals 
always  exhibit  two  well-marked  directions  of  cleavage  at  right  angles  to  each  other, 
whence  the  name  of  the  species  (opOhs,  straight ;  Khdu,  to  cleave).  Orthoclase  is  a 
potash-felspar,  of  which  the  following  is  an  analysis  from  the  Baveno  granite :  silica 
6672;  alumina,  18'67  ;  potash,  14-02;  soda,  1-25;  lime,  0-34;  magnesia,  O'lO  •  =  100 
(Abtch).  This  mineral  is  an  important  constituent  of  granite,  gneiss,  syenite,  peg- 
matite, felstone,_  and  trachyte:  of  granite  it  ordinarily  composes  from  40  to  46  per 
cent.  The  species  orthoclase  has  been  subdivided  into  a  gi-eat  number  of  varieties 
frequently  founded  on  very  insufficient  grounds.  The  purest  and  most  transparent 
varieties  are  distinguished  as  adularia;  and  when  exhibiting  a  faint  bluish  opal- 
escence are  used  in  jewellery  under  the  name  of  Moon-Stone.  Other  opalescent  varieties 
are  ihQ  microcline,  from  the  zircon-syenite  of  Norway;  and  the  Murchisonite  from 
mwlish,  and  from  Heavitree,  near  Exeter— a  mineral  named  after  the  late  Sir  E 
Murchison.  A  bright  green  orthoclase,  coloured  by  a  trace  of  oxide  of  copper  occurs 
near  Lake  Ilmcn,  in  Siberia,  and  is  employed  for  ornamental  purposes  under  tho 
uame  of  Amazon-stone,  from  having  been  first  found  in  the  River  Amazon  Erythritc 
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IS  a  flesh-coloured  folspar.  froni  Kilpatrick,  conlmniug  3  per  cent,  of  magnesia  ;  whil«t 
the  io  spar  called  hyalophanc  is  notahlo  for  containing  a  large  percentSge  of  IjarvU 
iWa6-cand  ac5<erZt^e  are  American  varicUes  of  orthoclasc;  whilst  Valencmuile  t 
the  name  given  to  a  Mexican  adularia. 

Sanidinb,  ov  glassy  felspar,  is  a  transparent  potash-soda-felspar,  regarded  often  «« 
a  clistinct  species.  It  occurs  in  tabular,  vitreous  crystals,  embedded  in  trachyte 
and  other  volcanic  rocks;  and  much  resembles  the  artificial  felspar  obtained  in 
certain  metalhirgical  operations.  The  well-known  glassy  felspar  from  the  Drachen- 
fels  consists  of  silica,  66-6;  alumina,  18'5 ;  potash,  8-0;  soda,  4-0;  lime,  1-0;  per- 
oxide of  iron,  0-6;  =  98-7  (Berthier).  Rhyacolite  is  a  name  proposed  by  Rose  for  a 
Vesuvian  variety  of  glassy  felspar,  which  appears,  however,  to  be  only  a  mixture  of 
lelspar  and  nopheline.  The  transparent  felspars  occurring  in  the  lavas  of  Vesuvius 
are  sometimes  termed  ice-spar. 

II.  AxBiTB,  or  Cleavelandite—'kaown  also  as  pericline  and  tetartine—h  a  soda- 
felspar  first  described  by  G.  Rose.  It  consists  of  silica,  68-75;  alumina,  1879  • 
soda,  10-90  ;  potash,  1-21;  lime,  0'51 ;- magnesia,  0'09  ;  peroxide  of  iron,  0-54;=' 
100-79  (Weiss).  Albite  differs  from  orthoclase  in  the  form  of  its  crystals,  which  are 
much  less  symmetrical,  and  belong  to  an  essentially  distinct  system  (triclinic).  It 
was  at  one  time  supposed  to  be  a  frequent  constituent  of  granite,  and  syenite,  but  it  is 
now  known  that  much  of  the  felspar  formerly  mistaken  for  albite  is  really  oligoclase. 
Peristerite  is  a  Canadian  albite,  remarkable  for  the  beauty  of  its  opalescence. 

Perthite  is  a  flesh-red  potash-soda-felspar  from  Perth  in  Canada  East,  notable  for 
being  a  mixed  mineral  mafle  up  of  alternating  bands  of  orthoclase  and  albite. 

Oligoclase,  or  soda-spodumene,  is  composed  of  silica,  62-54 ;  alumina,  22-49 ; 
soda,  7-84;  potash,  4-54;  lime,  2-18;  magnesia,  0-41  ;  =  100  (Deville).  This  is  an 
a,nalysis  of  the  mineral  from  Teneriife,  where  it  occurs  in  trachyte  ;  but  it  is  found 
also  in  granite,  syenite,  serpentine,  and  basalt.  The  name  sun-sione,  occasionally 
applied  to  certain  varieties  of  orthoclase,  is  properly  restricted  to  a  Norwegian 
oligoclase,  presenting  an  aventurine  appearance,  which  has  been  referred  to  the 
presence  of  minute  crystals  of  either  specular  iron,  or  gothite. 

III.  Labradorite,  or  Labrador  felspar,  is  a  soda-lime-felspar,  consisting  of  silica, 
55-75;  alumina,  26-50  ;  lime,  11-0;  soda,  4-0;  peroxide  of  iron,  1-25;  water,  0-50; 
=  99  {Klaproth).  This  beautiful  mineral  was  first  observed  by  the  Mora-vian 
missionaries,  on  the  shores  of  St.  Paul's  Isle,  off  the  coast  of  Labrador,  where  it  occurs 
associated  with  hypersthene,  hornblende,  and  magnetic  iron-ore.  It  forms  a  common 
constituent  of  most  basalts  and  melaphyres,  and  occurs  also  in  many  recent  lavas,  as 
well  as  in  certain  meteoric  stones. 

Prom  the  beautiful  chatoyant  reflections  which  this  mineral  exhibits  when  polished, 
it  is  highly  valued  for  purposes  of  ornament.  The  parts  exhibiting  the  play  of 
colours  are  disposed  in  irregular  spots  and  patches,  and  the  same  spot,  held  in  different 
positions,  displays  various  tints.  The  cause  of  this  play  of  colours  has  not  been 
satisfactorily  determined,  but  it  is  commonly  supposed  to  proceed  from  minute  internal 
fissures  or  cleavage-planes  in  the  stone  ;  whilst  the  aventurine-like  appearance  is  due 
to  certain  microscopic  embedded  crystals,  regarded  variously  as  gothite,  specular  iron 
ore,  or  magnetic  pyrites.    See  Labradorite-. 

Delesse  has  applied  the  name  of  Vosgite  to  a  French  labradorite.  rendered  hydrous 
by  partial  alteration. 

Andesite  is  a  felspar  occurring  in  the  trachyte  of  the  Andes,  jn  the  Vosges  and 
elsewhere.  Its  composition  is  silica,  60-26  ;  alumina,  25-01 ;  soda,  7"74 ;  lime,  6-87 ; 
potash,  0-84;  magnesia,  0*14;  =  100-86  {Eammclsberg). 

IV.  Anoethite,  a  lime-felspar,  composed  of  silica,  43-96  ;  alumina,  35-30  ;  lime,  18-98 ; 
soda,  0-47;  magnesia,  0-45;  potash,  0'39  ;  peroxide  of  iron,  0-63;  =100-18  {Abich). 
It  occurs  in  the  ejected  limestone-blocks  on  Monte  Somma ;  and  has  been  found  also 
in  the  island  of  Procida,  in  the  Bay  of  Naples ;  and  in  the  syenite  of  Carlingford,  in 
Ireland. 

Amphodelite  is  a  Scandinavian  anorthite,  whilst  Thiorsaurite  is  an  Icelandic  variety. 
Barsowite  and  Bytownite  are  two  closely  allied  minerals ;  the  former  from  Siberia, 
and  the  latter  from  Canada.  In  the  species  called  Danburite — a  mineral  frequently 
classed  with  the  limo-felspars— a  large  proportion  of  the  silica  is  replaced  by  the 
analogous  compound,  boric  acid. 

Although  in  many  cases  it  is  by  no  means  easy  to  distinguish  the  several  species  of 
felspar  one  from  another,  yet  a  broad  distinction  may  be  readily  drawn  between  those 
felspars  which  crystallize  in  the  monoclinic  (singly-oblique)  and  those  which  crj'stallize 
in  the  triclijiic  (doubly-oblique)  system.  The  former  present  two  cleavage  planes  at 
right  angles  to  each  other,  and  are  hence  called  orthoclastic ;  whilst  the  latter  have 
their  directions  of  cleavage  oblique  to  each  other,  and  are  therefore  called  plagioclastw 
felspars.    The  triclinic  or  plagioclastic  species  are  characterised  by  fine  striae  on  the 
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cleavage  pianos,  indicating  the  junction  of  twin-crystals;  transparent  microscopic 
sections  viowed  under  polarised  light,  exhibit  coloured  bands  corresponding  with  these 
twin-lamelliB.  The  plagioclases  comprise  all  species  of  felspar,  except  orthoclaso  and 
sanidine. 

The  principal  economic  value  of  the  felspathic  minerals  depends  on  their  applica- 
tion to  porcelain  manufacture,  partly  as  a  constituent  of  the  paste  itself,  but  chiefly 
as  a  glaze.  From  the  decomposition  of  the  felspar  in  certain  granites,  the  well-known 
kaolin,  or  China  clay,  is  commonly  supposed  to  result.  The  felspathic  minerals  are 
also  employed  as  manures,  the  alkalis  present  rendering  them  especially  valuable. 
See  Clay  ;  Pottery  ;  Manuees. 

FZiIiSPATHIC.    Of  or  belonging  to  felspar.- 

FEXiSPATHIC  ROCKS.  {Boches  feldspathiques,  Fr. ;  Feldspathgesteine,  Ger.) 
Eocks  in  which  felspar  forms  an  essential  and  frequently  the  principal  constituent. 
Felstone,  felsite,  or  cornean,  is  a  rock  consisting  almost  exclusively  of  a  compact 
orthoclase,  associated  with  a  small  amount  of  free  silica,  and  much  resembling  in  its 
general  characters  certain  forms  of  quartz,  whence  it  has  unfortunately  been  termed. 
petrosilex.  From  all  varieties  of  quartz,  it  may  however  be  readily  distinguished  by 
its  fusibility,  and  hence  it  was  called  by  Werner  fusible  hornstone.  A  felstone 
occurring  with  the  magnetic  iron-ore  of  Dannemora  retains  its  Swedish  name  of 
Halleflinta ;  and  the  Icdite  of  Dr.  Clarke  appears  to  be  a  very  similar  rock.  The 
name  of  adinole  has  been  applied  by  Beudant  to  a  rock  closely  related  to  felstone,  but 
consisting  of  compact  albite-felspar.  "When  distinct  felspar-crystals  are  developed  in 
a  compact  base  of  felstone,  the  rock  becomes  a  felspar-porphyry  ;  and  when  these  are 
accompanied  by  quartz  it  forms  a  quartziferous-porphyry  or  elvanite.  Of  these  rocks, 
formed  of  mixtures  of  felspar  and  quartz,  several  varieties  are  recognised ;  such  as 
euritc,  aplite,  granuUte,  and  leptynite.  Pegmatite  is  a  very  similar  rock,  often  known  as 
graphic  granite  from  the  peculiar  disposition  of  the  quartz-crystals  in  the  felspar-base. 
Such  a  rock  may  be  termed  a  binary  granite,  since  it  requires  only  the  addition  of 
some  micaceous  mineral  to  convert  it  into  a  true  granite.  The  granitic  rocks  have 
been  divided  into  numerous  varieties  founded  either  on  peculiarities  of  texture,  such 
as  gneiss,  which  is  commonly  regarded  as  a  schistose  granite ;  or  on  variations  in 
composition,  arising  generally  from  the  presence  of  certain  accessory  minerals  :  thus, 
the  beresite  fromEersof  in  the  Ural  Mountains  is  a  granite  containing  iron-pyrites. 
In  certain  granitic  rocks,  the  mica  is  replaced  by  other  minerals  giving  rise  to  several 
distinct  varieties :  in  the  Cornish  luxulliatiite,  for  example,  it  is  replaced  by  schorl, 
and  in  the  so-called  protogine  of  the  Alps  by  talc ;  whilst  in  syenite  its  place  is 
suppbed  by  hornblende.  In  the  zircon-syenite  of  Norway,  zircon  occurs  as  an 
Hjccessory  constituent;  and  to  this  rock  the  Siberian  masciiJe  is  closely  related.  On 
the  disappearance  of  the  quartz  in  syenite,  a  rock  is  obtained  consisting  of  felspar  and 
hornblende,  and  commonly  termed  greenstone;  of  which  rock  diorite,  aphanite,  timazite, 
and  amphibohte  may  be  mentioned  as  varieties.  A  singular  concretionary  greenstone 
irom  the  Island  of  Corsica  is  known  as  Napoleonite  or  orbicular  diorite,  and  sometimes 
very  improperly  as  Corsican  granite. 

The  rocks  passing  under  the  names  of  basalt,  dolcritc,  anamesite,  and  melapbvre,  all 
bear  a  greater  or  less  resemblance  to  greenstone,  but  are  distinguished  by  containing 
the  more  basic  felspars,  labradorito  or  oligoclase,  associated  always  with  augite,  and 
often  with  various  other  minerals,  such  as  olivine,  magnetic  iron-ore,  &c.  Many  of 
these  rocks  are  popularly  united  under  the  general  name  of  trap. 
trar^TuZ  °^  f^'lsfthic  rocks  is  formed  by  those  volcanic  products  of  which 

trachyte  is  the  type    This  rock  consists  almost  exclusively  of  felspar,  and  often 

t^Z  ITv  r''^- ^  ^^^^^^^  °f  ^  the  'varieties  of 

teachyte  may  be  noticed  the  andesite  of  the  Andes,  and  the  domite  of  the  Puy-de- 

tr^Zf,,  i  f  f  '\^'g^l7-«^l'«^te^  trachytic  rock.  A  compact  fissile  rock  allied  to 
2st  ieing^ttc^  ''''''''''      ^^^  "^^"S  sound  which  it 

for^?nTfSl"°A'  ^f.^'^^^-^  completelyfused  they  pass  into  avitrified  condition, 
SwL  f  •  t'^'""''  OTVo  canic  glass.  A  capillary  form  of  obsidian  from  the 
ft  •  f  °  r     known  as  PilS's  hair.    When  obsidian  loses  its  vitreous  texture 

^tj^ssesmto  pztchstone;  and  when  presenting  a  concretionary  structure  it  is  teW 
pearlstone.    Pumce  is  simply  a  cellular  or  fibrous  form  of  felspathic  lava 

^^^tr^:^        -  -  P-^-^  ~ce  will 

int.rla.Hl  into  a  compact  textile  fabric.   The  first  .step  towa£:'kfng'f:S  i^toS 
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in  tlie  proper  proportions,  the  different  kinds  of  fibres  intended  to  form  the  stuff-  and 
then,  by  tlio  vibratory  strokes  of  the  bowstring,  to  toss  them  up  in  the  air,  and  to 
causo  thorn  to  fall  as  irregularly  as  possible,  upon  the  table,  opened,  spread,  and 
scattorod  The  workman  covers  this  layer  of  loose  flocks  witli  a  piece  of  thick 
maiikot  stuff  slightly  moistened ;  ho  presses  it  with  his  hands,  moving  the  hairs 
backwards  and  forwards  in  all  directions.  Thus  tlie  different  fibres  get  interlaced,  by 
their  ends  pursuing  ever  tortuous  paths;  their  vermicular  motion  being  always,  how- 
ever, root  foremost.  As  the  matting  gets  denser,  the  hand  pressure  should  be  in- 
creased, in  order  to  overcome  the  increasing  resistance  to  the  decussation. 
.    .    ,ff'  of  soft  spongy  felt  being  now  formed,  a  second  is  condensed  upon 

It  in  like  manner,  and  then  a  third,  till  the  requisite  strength  and  thickness  lie  ob- 
tained. Ihese  different  pieces  are  successively  brought  together,  disposed  in  a  way 
BuitabJo  to  the  wishcd-for  article,  and  united  by  continued  dexterous  pressure.  Tlie  felt 
must  Ijo  next  subjected  to  the  fulling  mill.  See  Hat  Maitofactube,  and  Kamptulicon. 

rEMTKS.  The  refuse  of  whale  blubber.  It  is  used  as  a  manure,  and  has  been 
employed  in  the  manufacture  of  Prussian  blue. 

FENNfiXi.  The  Anethum  Foeniculum,  a  plant  yielding  an  aromatic  oil.  The  leaves 
are  used  for  making  sauce  ;  tlio  seeds  are  carminative. 

FX:N"irG3ls:SK.  The  Trigonella  Fmmm-Grcscum,  an  herb  cultivated  throughout 
Greece  and  the  East  as  an  article  of  food.  The  seeds,  which  alone  are  used,  are 
eaten,  both  boiled  and  raw,  mixed  with  honey.  The  Trigonella  carulea  is  a  native 
of  Switzerland  and  Bohemia.  The  flowers  are  of  a  delicate  blue  colour,  and  have  an 
odour  like  that  of  Balsam  of  Peru.  This  odour  increases  by  diying,  and  the  Italian 
perfumers  use  it  extensively.    The  Swiss  use  it  to  flavour  some  of  their  cheeses. 

PER  ACIERElurx.    Steely  iron  produced  by  the  Catalan  process.    See  Ihok. 

PEJIMEETT  (Eng.  and  Fr. ;  Hefe,  Ger.)  is  the  substance  which,  when  added 
in  a  small  qxiantity  to  vegetable  or  animal  fluids,  tends  to  excite  those  intestine  motions, 
or  changes,  which  accompany  fermentation.  It  seems  to  be  the  result  of  an  alteration 
which  vegetable  albumen  and  gluten  undergo  with  contact  of  air  amidst  a  fermenting 
mass.  _  The  precipitates  or  lees  which  fall  down,  when  fermentation  is  finished,  consist 
of  a  mixture  of  the  fermenting  principle  with  the  insoluble  matters  contained  in  the 
fermented  liquor,  some  of  which,  like  hordeine,  existed  in  the  worts,  and  others  are 
probably  generated  at  the  time. 

_  To  prepare  a  pure  ferment,  or  at  least  a  compound  rich  in  that  principle,  the  pre- 
cipitate separated  during  the  fermentation  of  a  clear  infusion  of  malt,  commonly  called 
yeast  or  barm,  is  made  use  of.  This  pasty  matter  must  be  washed  in  cold  distilled 
water,  drained  and  squeezed  between  the  folds  of  blotting-paper.  By  this  treatment 
it  becomes  a  pulverulent  mass,  composed  of  small  transparent  grains,  yellowish  grey 
when  viewed  m  the  compound  microscope.  It  contains  much  water,  and  is  therefore 
soft,  like  moist  gluten  and  albumen.  When  dried  it  becomes,  like  these  bodies, 
translucid,  yellowish  brown,  horny,  hard,  and  brittle.  In  the  soft  humid  state  it  is 
insipid,  inodorous,  insoluble  in  water  and  alcohol.  If  in  this  state  the  ferment  be 
left  to  itself,  at  a  temperature  of  from  60°  to  70°  E.,  but  not  in  too  dry  a  situation,  it 
putrefies  with  the  same  phenomena  as  vegetable  gluten  and  albumen,  and  leaves,  like 
them,  a  residuum  resembling  old  cheese.    See  Eermentation  and  Yeast. 

FERMEirT  OZSiS.  Volatile  oils  produced  by  the  fermentation  of  plants,  and 
not  originally  contained  in  them.  These  were  the  quintessences  of  the  alchemists.  In 
most  cases  they  are  obtained  by  placing  the  leaves  of  the  flowering  plant  in  water, 
and  allowing  them  to  ferment ;  after  which  the  liquid  is  distilled,  and  the  ferment 
oil  iisually  separated  by  means  of  ether.  The  following  ferment  oils  are  described 
in  Watts's  '  Dictionary  of  Chemistry ' : — 

Ferment  oil  of  CluBrophyllum  sylvestre.    Wild  Chervil.    Common  parsley. 

„         Chclidonmm  majus.    The  larger  celandine. 

„  Conium  maciclatum.    Common  hemlock. 

„         Erythroea  centuarium.    Little  centuary. 

„         Echimn  vulgarc.    Vipers'  bugloss. 

„         Erica  vulgaris.    Common  heath. 

„         MarruMum  vidgare.    White  horehound. 

„         Achillea  millefolium.    Common  yarrow. 

,,         Plantago.    The  plantain. 

„  Qitercus  rohur.  Oak. 

„          Salix  pentandra.    The  willow. 

„         Salvia  ptratensis.    Meadow  sage. 

„  Trifolium  fihrimim.    The  clover. 

„         Tussilagofarfara.    Colt's  foot. 

„  Vitis  vinifera.    The  vino. 

„  TJriica  urens.    The  nettle. 

„         Diseased  apples. 
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PEBMBlffTATIOW.  {Fermentation,  Fr. ;  Gdhrung,  Ger.)  A  change  which 
takes  place,  under  tlie  influences  of  air  and  moisture  at  a  certain  temperat^^re,  in  the 
constituent  particles  of  either  vegetable  or  animal  substances.  This  change  is  in- 
dicated by  a  sensible  internal  motion — the  development  of  heat — tho  evolution  of 
gaseous  products.   Fermentation  may  be  divided  into  several  kinds,  as — 

Saccharine,  Butyric, 

Acetic,  _  Glyceric, 

Alcoholic  or  Vinous,  Lactic, 

Putrefactive,  Mucous. 

Of  tho  latter  examples  but  a  brief  notice  is  required.  Mmoiis  fermentation  is  esta- 
blished when  the  juice  of  the  beetroot  or  carrot  is  kept  at  a  temperature  of  100°  for 
some  time,  when  a  tumultuous  decomposition  takes  place.  All  the  sugar  disappears, 
and  the  liquor  is  found  to  contain  a  large  quantity  of  gum,  and  of  mannite  with  lactic 
acid. 

Lactic  Fermentation. — If  a  solution  of  one  part  of  sugar  in  five  parts  of  water  be 
made  to  ferment,  by  the  addition  of  a  small  quantity  of  cheese  or  animal  membrane, 
at  a  temperature  of  90°  or  100°,  lactic  acid  is  formed,  which  may  be  separated  by 
adding  a  little  chalk,  the  lactate  of  lime  depositing  in  crystalline  grains.  In  lactic 
fermentation  mannite  invariably  is  produced  as  a  secondary  product,  the  formation  of 
which  is  not  explained.  It  has  been  suggested  that  the  formation  of  mannite  is  con- 
nected with  the  prodiiction  of  succinic  acid,  which  Schmidt,  in  a  letter  to  Liebig,  stated 
that  he  had  found  in  fermenting  liquids  containing  sugar.  He  suggested  the  following 
equation  (Schmidt's  formulas  are  retained) : — 


Mannite.       Succinic  acid.      Grape  sugar. 

Glyceric  Fermentatioji.—When  glycerine  is  mixed  with  yeast,  and  kept  in  a  warm 
place  for  some  weeks,  at  is  decomposed  and  converted  into  7netacetonic  acid.  This 
fermentation  resembles  the  last  named.  The  glycerine,  CH'O^,  forming  metacetonic 
acid,  as  sugar,  C«H«0^  does  lactic  acid,  C«H'0^  by  loss  of  the  elements  of 

water. — Kane. 

Butyric  Fermentation.— U  the  lactic  fermentation  is  allowed  to  proceed  beyond  the 
point  indicated  for  the  formation  of  lactate  of  lime,  the  precipitate  in  part  redissolves 
with  a  very  copious  evolution  of  hydi-ogen  gas  and  carbonic  acid,  and  the  liquor  con- 
tains butyrate  of  lime.  In  this  action  two  atoms  of  lactic  acid,  C'^HioO'"  uroduee 
butyric  acid,  Gm'0\  carbonic  acid,  and  hydrogen  gas.  ^       u  ,  produce 

Putrefactive  Fermentation.    See  Puteefactiok. 

The  thi-ee  first-named  kinds  of  fermentation  demand  a  more  especial  attention  from 
their  importance  as  processes  of  manufacture.  Under  the  heads  respectively  of  Acetic 
iT'rl  Malt,  and  Wike,  will  be  found  everything  con- 

nected with  the  practical  part  of  the  subject ;  we  have  therefore  only  now  to  deal  S 
the  chemical  and  physical  phenomena  which  are  involved  in  the  remarkable  chares 
which  take  place.    Wlien  vegetable  substances  are  in  contact  with  air  and  moistiS 

Sand  SerLTS^^^^^^^^^  -.^"^^^^  ^«  ^^^^^^^  andTbonfc 

acKl  and  water  are  given  oflF,  while  there  is  a  considerable  development  of  heat  This 

coSiutL^  nl'^^.r^'^^r  .1'^  eremacafcsis,  fermenta  ion,  o 

tCfino  l^^^^^'^^^^lfc.;  the  spontaneous  ignition  of  hay  (as  an  example)  be  ur 

the  final  action  of  this  absorption  of  oxygen  o^u^mpie;  uuiug 

ofSrSfr"'"^'-t/'-~^^'*f?-'  C'^H=0=  +  2H0,  be  moistened  with  an  infusion 
sLar  c™  ^  flT^^  'if^  t^'"^^'  ^''S'»0'»,  and  hence  into  grape 
the  re'siSt  '  especially  caUed  the  saccliarine  fermentation,  since  sugar  is 

Acetic  and  Alcoholic  Fermentation. -li  sugar  is  dissolved  in  water,  it  will  remain 
perfectly  unaltered  if  the  air  is  excluded  ;  but  if  exposed  to  the  air,  a  ^ad^l  SZ 

h^nZliT^^A  "^J        ''^''''''^  ^'''"^'^  s;ur.^  Oxygen  h° 

faS  wt     nl  ■  """^  -"f'l  '^''l  1^°^^^^^'  the  '^S'^'  i«  brought  ifto  con 

t^t  with  any  organic  body  which  is  in  this  state  of  change,  the  particles  of  the  su^nr 
participate  in  the  process,  carbonic  acid  is  evolved,  and  alcohol  produced     There  Se 

isTh.  J "^r^"  ""I't  "^^^^        °tJ^e^«  i°  producing  this  cLge  S 

38  the  most  remarkable  ;  but  blood,  white-of-egg,  glue,  and  flesh  if  tW  iT 
to  putrefy,  are  capable  of  exciting  fementationT^etabJe  alS^f  an^^^^^^ 
lZ7Z'  ^^eetable  albumen,  gluten,  and  legumin  diffef  frn^^^^ 

vegetable  bodies  in  the  large  quantity  of  nitrogen  ;]iich  they  Ton  tain     Th  T 
stances  exist  in  all  fruits ;  and  hence,  when  fruit  is  crushed,  the  siZr  of       •  ' 
.contact  with  the  albumen  or  gluten  being  Uien  exposed  to\he  aTrfo^^y^lf  l^^J^^^ 
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absorbed,  the  nitrogenous  body  begins  to  putrefy,  and  the  sugar  passes  into  fermen- 
tative activity.  The  necessity  for  oxygen  is  at  the  commencement  of  tlio  decomposition; 
■when  the  putrefaction  of  the  albumen  or  gluten  has  once  begun,  it  extends  throughout 
the  mass  without  requiring  any  further  action  of  the  air.  These  may  be  regarded  as 
natural  ferments.  Yeast  is  an  artificial  one.  This  body  will  be  more  particularly 
described.   See  Yeast. 

To  produce  a  vinous  liquid,  it  is  necessary  that  there  shall  be  present  sugar,  or 
some  body,  as  starch  or  gum,  capable  of  conversion  into  sugar,  a  certain  portion  of 
water,  and  some  ferment — for  all  practical  purposes,  yeast;  and  the  temperature 
should  bo  steadily  maintained  at  about  80°  Fahr.  Both  cane  and  grapo  sugar  yield 
alcohol  by  fermentation  ;  but  Liobig  considered  that  cane  sugar,  before  it  undergoes 
vinous  fermentation,  is  converted  into  grape  sugar  by  contact  with  the  ferment, 
and  that,  consequently,  it  is  grapo  sugar  alone  which  yields  alcohol  and  carbonic  acid. 

Grape  sugar,  as  dried  at  212°,  contains  exactly  the  elements  of  two  atoms  of  alcohol 
and  foui-  of  carbonic  acid  ;  as  2{G'W0'')  and  400"  arise  from  C'^H'^O'^. 

Cane  sugar  takes  an  atom  of  water  to  form  grape  sugar.  It  follows  therefore  that 
cane  sugar  should  in  fermenting  yield  more  than  its  own  weight  of  carbonic  acid  and 
alcohol ;  and  it  has  been  ascertained  by  experiment  that  100  parts  actually  give  104, 
whilst  by  theory  105  should  bo  produced,  consisting  of  51  "3  of  carbonic  acid,  and  537 
of  slcohol  — (Kane.)  Dr.  Pereira  has  given  the  following  very  intelligible  arrange- 
ment to  exhibit  these  changes ; — 

MA.TEEIA1.  COMPOSmOK. 


1    equivalent    of  \ 
crystallised  cane       leq.  of 
sugar  .   .   .    .  171  -  grape 

1  equivalent  of  sugar  180 

water  .  .  .  •  9, 


4  eq.  carbon  24  eq.  carbonic 

8  „  carbon  acid  ...  88 

8  „  oxygen  Gl--^^^^^^^ 

4  „   oxygen  32- —  

,12  „  hydrog.  12   "^eq.  alcohol  .92 


180  180  180  180 

These  facts  will  sufficiently  prove  that  vinous  or  alcoholic  fermentation  is  but  a  meta- 
morphosis of  sugar  into  alcohol  and  carbonic  acid. 

Such  are  the  generally-received  views.  We  find,  however,  some  other  views  pro- 
m\ilgated  which  it  is  important  to  notice. 

The  following  remarks  on  the  Fermentation  of  Worts,  as  coming  from  the  hands  of  a 
practical  brewer,  are  of  considerable  value : — 

As  to  the  theories  respecting  the  causes  of  fermentation  that  have  for  some  time 
past  engaged  the  attention  of  the  highest  scientific  talent  of  the  present  day,  it  would 
be  premature,  and,  perhaps,  somewhat  to  be  deprecated,  to  attempt  in  an  article  of 
this  kind  to  establish  either  the  one  theory  or  the  other  ;  it  is  sufficient  to  tho  pur- 
poses of  the  brewer's  art  to  know  the  general  principles  that  affect  fermentation,  more 
particularly  the  alcoholic  fermentation  of  beer-wort,  and  a  long-past  experience  has 
taught  us  that  these  can  be  reckoned  up  and  controlled  with  all  the  precision  attainable 
in  ordinary  chemical  manipulations. 

The  ferment,  under  the  names  of  Yeast,  Barm,  Store,  or  Must,  when  examined  under 
a  tolerably  powerful  microscope,  in  physical  appearance  seems  to  be  composed  of  in- 
numerable spherical  forms,  semi-opaque,  and  somewhat  of  a  cream  colour,  varying 
according  to  the  shade  imj>arted  to  the  malt  in  the  process  of  drying.  Perhaps  the 
best  way  to  conduct  the  examination  is  as  follows : — Select  a  well-distended  bubble 
of  yeast,  just  touch  it  with  a  glass  plate,  immediately  transfer  it  to  the  microscope 
and  commence  the  examination,  directing  the  light  from  the  reflector  underneath,  so 
that  it  shall  pass  upward  through  the  glass  plate.  The  thin  film  of  yeast  adhering 
to  it  -ndll  then  be  in  a  very  convenient  form  for  careful  examination  ;  it  will  then  at 
once  be  seen  that  the  spherules  are  agglomerated  together  with  just  the  same  accident 
that  would  occur  with  ordinary  soap-bubbles,  no  appearance  of  any  regular  organised 
arrangement  being  evinced.  As  the  yeast  dries,  these  individual  spheres  or  spherules 
burst  in  like  manner  to  the  soap-bubble  alluded  to,  and  the  substance  of  which  it 
was  composed  falls  on  the  spot  to  which  it  had  become  fixed  ;  it  would  appear  to  have 
contained  gas  only,  for  neither  internal  structure  nor  even  liquid  is  discoverable. 
Now  take  a  di'op  of  the  beer- wort  in  a  state  of  active  fermentation,  place  it  on  the 
glass  plate  support  of  a  microscope,  and  hold  it  up  to  the  eye,  allo^ng  a  sufficiently 
strong  light  to  pass  through  it.  If  the  microscope  be  now  rolled  round  after  the 
manner  of  an  ordinary  kaleidoscope,  the  sphorules  w,  1  be  seen  to  roll  about  the  ffind 
in  exactly  the  same  manner  that  shot  would  in  the  latter  instrument ;  ^^^t  of  course 
allowance  must  be  made  for  the  difference  in  their  specific  f  ^^f^.f^^^^f^f^^f  >^ 
the  density  of  the  medium  enveloping  each.  If  some  of  the  bottom  y  east  be  now 
examined  in  the  like  manner,  it  will  appear  to  have  amongst  it  quantities^  of  these 
spherules  in  a  ragged  condition.    In  addition  to  tho  spherical  forms  just  described, 
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there  may  be  seen  extremely  minute  black  specks,  having  somewhat  the  shape  of  a 
four-rayod  rhoraboidal  star:  it  is  difficult  to  determine  what  these  maybe;  their 
opacity  almost  precludes  the  idea  of  their  being  of  organic  origin ;  perhaps  they  may 
be  a  particle  of  the  lime-salts  in  an  insoluble  state,  originally  contained  in  the  water 
from  which  the  beer  was  browed ;  many  of  them  are  attached  to  spherules  of  yeast, 
after  the  manner  that  an  air-bubble  is  sometimes  seen  to  suspend  small  particles  of  i 

solid  substances.  ,       ,  „ 

It  often  happens  that,  mixed  with  the  yeast  proper,  there  may  be_  other  ferments, 
and  these,  so  far  as  science  has  lent  us  aid,  it  is  desirable  to  describe.  The  lactic 
ferment  is  of  the  most  common  occurrence.  M.  W.  Schultze  is  very  definite  in  his 
description  of  it.  He  says  :  '  When  completely  developed,  it  presents  an  appearance  of 
minute,  translucent  strips,  in  foiu'  di^^sions,  slightly  drawn  together  in  tho  middle ; 
in  its  early  stages,  it  only  presents  a  quantity  of  small  specks  moving  around  each 
other.  It  refracts  light  strongly,  has  a  peculiar  mild  brilliancy,  and  the  contents  of 
the  exterior  membrane  cannot  be  seen.'  M.  Pasteur  says  the  diameter  of  this  parasite 
is  about  one  fifteen-thousandth  of  an  inch,  and  that  by  its  physical  appearance  it  is 
most  easily  distinguished  from  yeast  ferment. 

The  ordinary  atmosphere  contains  an  abundance  of  germs  of  ferment,  and  M.  Schultze 
affirms  that  the  motes  floating  in  the  air  are,  by  the  spores  which  they  contain,  capable 
of  aiding  the  development  of  lactic  fermentation  in  worts.  M.  Hoffman  assures  us  of 
their  presence  upon  grain  and  tho  stalks  of  grapes  ;  and  it  is  suspected  that  the  dust 
adhering  to  grain,  and  even  malt,  may  be  a  means  of  developing  lactic  fermentations ; 
and,  in  the  same  way  that  yeast  multiplies  itself  in  sweet  wort,  the  lactic  ferment  may 
also  propagate  itself,  and,  independently  of  the  original  lactic  fermentation,  produce 
what  is  commonly  designated  secondary  fermentation.  M.  Schultze  says  that  lactic 
fermentation  requires  a  supply  of  nitrogen,  and  its  presence,  duration,  and  force 
depend  on  the  quantity  present  of  that  element.  The  heating  of  wort  from  140°  to 
149°  appears  to  oppose  the  development  of  the  cellules  of  lactic  ferment ;  a  little 
below  140°  its  production  is  slow  and  not  abundant ;  between  120°  and  70°  it  becomes 
rapid  and  energetic ;  the  temperature  most  favourable  to  its  production  being  between 
95°  and  113°.  When  lactic  acid  is  present  in  a  wort  it  appears  to  check  a  further 
production  of  it,  but  if  the  free  acid  be  neutralised  with  soda  a  fresh  formation  com- 
mences at  once.  Whenever  a  wort  has  become  sour,  the  lactic  ferment  is  always  to 
be  foimd  in  it,  more  abundantly  in  proportion  to  the  amount  of  spontaneous  fermen- 
tation that  has  occurred ;  therefore  spontaneous  fermentation  is  judged  to  be  of  lactic 
origin,  and,  indeed,  is  lactic  fermentation  which  has  passed  its  ordinary  limits.  Ex- 
perienced chemists  also  af&rm  that  in  the  fermentation  of  beer  with  yeast,  if  the 
temperature  is  allowed  to  attain  89°  alcohol  ceases  to  be  produced,  but  that  the 
fermentation  degenerates  into  the  lactic  condition,  and  lactic  acid  is  the  product 
of  it. 

Butyric  Ferment. — There  is  another  kind  of  ferment  which  it  is  very  important  to 
describe,  and  which,  probably,  is  without  exception  the  rnost  troublesome  and  deadly 
of  the  brewer's  enemies ;  this  is  the  butyric  ferment :  it  appears  to  originate  princi- 
pally from  organic  impurities  in  the  water,  but  it  is  asserted  also  to  be  produced  in 
the  ordinary  fermentation  of  beer,  if  such  fermentation  be  allowed  to  attain  a  tem- 
perature above  84°;  in  all  cases  diarrhoea  is  produced  when  it  is  drunk  whether  in 
beer  or  water;  in  beer  it  may  be  suspected  when  there  is  odour  of  pine-apple,  especially 
if  the  beer  has  the  character  of  soon  producing  headache.  Mr.  Charles  Heisch  is  of 
opinion  that  it  is  to  be  found  in  all  water  that  has  become  contaminated  with  sewage, 
even  to  the  smallest  amount ;  the  brewer  will  do  well  to  make  himself  acquainted 
with  Mr.  Heisch's  researches  upon  this  particular  subject.  It  may  be  briefly  stated 
that  the  conclusions  he  appears  to  have  arrived  at  are :  First,  that  where  this  fer- 
ment is  found  in  water,  be  the  amount  of  it  ever  so  small,  that  water  must  not 
be  used  for  food  purposes  till  tho  ferment  is  thoroughly  eradicated  from  it,  for 
they  increase  so  rapidly  under  favourable  circumstances,  that  they  must  ultimately 
prove  injurious  to  health  ;  Secondly,  in  any  dilute  solution  of  sugar  they  quickly 
betray  their  presence  by  a  turbidity  accompanied  eventually  by  the  butyric  odour. 
He  describes  them  as  minute  spherical  cells,  with,  in  most  cases,  a  very  bright 
nucleus.  Their  vitality  is  in  no  way  destroyed  even  by  half-an-hour's  boiling- 
ordinary  filtration,  even  through  tho  finest  Swedish  filter-paper,  does  not  remove 
them ;  filtering  through  a  good  bed  of  animal  charcoal,  frequently  dried,  appears 
to  remove  them  effectually  :  the  softer  tho  water  tho  more  quickly  they  grow  ;  in  hard 
water  they  appear  at  first  to  form  small  clots,  consisting  of  cells  mixed  with  crystals 
of  carbonate  of  lime.  Tlie  addition  of  nitrates  or  ammoniacal  salts  to  the  water  does 
not  seem  to  accelerate  their  growth.  By  permitting  tho  action  of  these  germs  on 
sugar  to  go  on,  at  a  temperature  between  60°  and  70°,  they  present  uniformly  the 
following  appearances :— Tho  cells  generally  group  together  in  bunches  like  grapes 


•^^2  FERMENTATION 

break,  and  leavo  apparently  tubular  threads  branched  together.  ^ 
nn.M  ^"l^^^^'^f  ^^th  malt  and  some  very  hard  water,  shows  a  perma 

nont  hardness  of  40°  and  an  ordinary  hardness  of  59°,  with  so  litt  o  as  on  v  OlT?; 
free  ammoma  and  -003  of  albuminoidal  aminonia,  to  the  100,000  grains  o?  ^ter 
a-jpmtof  this  water  was  placed  in  a  clean  glass  beaker  and  covered ;  it  ^as  cS 
bright  and  remained  so  for  at  least  three  weeks,  depositing  only  carbonate  salte  a! 

itnir^d  in  ■  "^"^"^  into^the  iater  and  ho  be  kS 

replaced  in  the  window,  that  it  should  be  subjected  to  as  much  light  as  possible  The 

SvT'l   V         1^',^"^/^°"'^''^  hours  afterwards  the  water  had  atEed  quite  a 
milky  urbidity,  bubbles  of  gas  were  continually  being  evolved  from  the  corns.lnd  a 
distinct  and  very  unpleasant  odour  arose  from  the  fermentation  that  was  e\-incod 
and  which  most  certainly  had  not  any  alcokolic  odour  about  it.    Upon  examination 
with  the  microscope,  the  minute  spherical  forms  in  common  with  yeast  were  dis- 
tinctly to  be  seen  and  whore  there  was  room  for  locomotion  many  of  them  appeared 
to  be  disporting  themselves,  very  much  after  the  fashion  of  midges  in  the  air,  or  the 
little  water-beetle  seen  so  commonly  on  the  surface  of  a  stream  on  a  summer  dav  • 
amongst  them  there  were  also  the  little  specks  of  opaque  substance,  already  noti(«d 
m  the  microscopical  examination  of  ordinary  fermentation  with  yeast    With  only 
a  cursory  glance,  the  observer  might  easily  have  been  led  to  suppose  that  these  mov^ 
ments  were  accidental,  but  after  attentive  observation  it  became  quite  evident  that  it 
was  organised  work  with  a  definite  purpose,  which  appeared  to  be  to  form  strings  of 
about  five  globules,  not  always  straight,  and,  when  these  strings  were  completed,  they 
remained  at  rest.  •' 
Now  with  these  facts  before  us,  let  us  try  to  mark  out  a  safe  line  of  conduct  for  the 
gmdance  of  the  brewer;  and  the  first  step  is,  undoubtedly,  to  obtain  the  alcoholic  fer- 
ment in  a  state  of  great  purity,  and  to  maintain  it  in  full  health  and  vital  energy. 
Experience  proves  that  these  latter  qualifications  are  best  secured  by  allowing  the 
yeast  to  have  contact  only  with  a  cold  and  still  atmosphere  ;  and  the  more  intense  the 
cold  in  contact  with  it,  the  more  satisfactory  will  be  the  result  of  its  application  to 
the  purpose  of  fermentation,  as  the  most  intense  cold  does  not  even  impair  the  energy 
of  the  ferment.    Careful  selection  and  cultivation  are  the  principal  means  to  adopt  to 
preserve  or  obtain  yeast  in  a  state  of  purity ;  and  if  it  be  kept  from  air  currents,  there 
is  less  danger  of  infection  from  the  mischievous  germs  that  are  always  present  in  the 
common  atmosphere.    If  grape-juice  be  introduced  into  a  number  of  phials,  with 
long,  upright,  straight  necks  at  the  top,  thereby  giving  to  the  atmosphere  free  admis- 
sion to  the  liquid  contained,  in  process  of  time  spontaneous  fermentation  generally  sets 
in  ;  but  if  the  necks  be  bent  short  round,  and  turned  downwards,  fermentation  seldom 
sets  in.  This  is  obviously  from  the  increased  diiiiciilty  the  circulating  atmosphere  has 
in  depositing  the  germs  of  lacteous  ferment  upon  the  fluid.    The  knowledge  of  these 
facts  is  valuable,  for  it  shows  to  us  a  simple  mechanical  arrangement  by  which  we  may 
successfully  resist  the  inoculation  of  our  fresh  yeast  and  sound  beer-worts  from  the 
atmosphere.    The  means  may  be  thus  described  : — First,  the  yeast-safe  must  be  pro- 
\aded  with  a  means  of  refrigeration,  tliat  the  progress  of  fermentation  shall  be  com- 
pletely arrested  ;  secondly,  the  circulation  of  the  atmosphere  that  has  actual  contact 
with  the  yeast  must  be  obstructed  as  much  as  possible.     Antiseptics  must  not  be 
resorted  to,  for  whatever  will  destroy  the  vitality  of  either  lacteous  or  butyric  ferment, 
will  also  have  the  like  effect  upon  yeast  ferment.    Neither  should  it  be  attempted  to 
decrease  acid  tendency  by  the  use  of  neutralising  agents,  for  the  door  is  thus  opened 
for  the  advancement  of  the  acetic  change  ;  and  this  is  why,  in  the  manufacture  of  lactic 
acid,  that,  as  the  fermentation  advances  or  proceeds,  and  lactic  acid  is  produced,  it  is 
found  necessary  to  continually  make  to  it  additions  of  carbonate  of  lime,  that  the 
existing  acid  may  be  taken  up  ;  for,  if  this  is  not  done,  the  lactic  product  ceases  to  be 
formed  before  the  fermentation  is  completed. 

By  the  aid  of  scientific  investigations  prosecuted  to  the  present  time,  we  are  enabled 
to  an-ange  the  different  kinds  of  fermentation  and  their  products.  When  a  glucose 
solution  comes  in  contact  with  yeast,  about  95  per  cent,  of  it  is  changed  into  alcohol 
and  carbonic  acid  gas,  the  remaining  portion  into  glycerine,  succinic  acid,  and  other 
compounds  ;  if  in  the  progress  of  the  fermentation,  the  heat  be  allowed  to  rise  consi- 
derably, some  of  the  alcohol  present  becomes  oxidised,  and  acetic  acid  is  the  result; 
the  germs  of  lacteous  ferment  also  increase  rapidly  (being  already  present  in  the  solu- 
tion), for  it  is  practically  impossible  to  prepare  a  saccharine  wort  that  shall  be  entirely 
free  from  them ;  any  breath  of  air  that  passes  over  it,  the  vessel  that  contains  it,  or  any 
substance  whatever  that  touches  the  liquid,  may  be  the  medium  of  their  introduction 
and  incorporation  with  it ;  and,  being  there,  it  is  only  a  question  of  circumstance  and 
time,  when  they  will  assert  their  presence,  lactic  acid  and  mannite  being  the  products  of 
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the  fermentation  induced  by  them.  If  this  lactic  fermentation  be  allowed  to  spend 
£elS  iSS  appa^^^^  t«  dogonorate  into  the  butyric  form,  and  butync  ac:d  as  the 
nroduct  carbonic  anhydi-ide  and  Iiydrogen  being  evolved.  ,    ,  v  ^ 

^  SpectiigThe  temperatures  adjudged  to  be  the  best  for  favouring  alcoholic  fer- 
mentation  t!is  is  a  subject  to  which  we  must  give  the  most  patient  reasoning ;  for, 
StWh  breiring  is  an  art  known  and  practised  throughout  the  world  from  time  im- 
memorial it  is  a  curious  circumstance,  that  in  no  part  of  the  manipulation  is  there  so 
much  diversity  of  opinion  as  upon  this  one  poinf^temperature ;  but  it  is  not  to  be 
wondered  at,  when  we  take  into  consideration  that  it  is  upon  the  particularly  nice  at- 
tainment of  a  peculiar  flavom-,  that  one  beer  is  appreciated  by  some,  and  a  totaUy 
different  one  by  others  ;  so  we  see  that  the  'right  flavour'  varies  with  the  palate  ot 
tlie  consumer,  and  that  for  its  attainment  we  have  to  rely  almost  entirely  upon  the 
due  proportion  of  the  various  products  of  fermentation.  This  no  doubt  explains  to 
some  extent  the  cause  of  the  different  temperatures  that  are  in  favour  with  different 
brewers.  But  there  is  another  circumstance  that  it  will  be  well  to  consider.  It  is, 
perhaps,  much  to  be  regretted  that  the  chemists  who  have  given  us  the  results  of  their 
researches  have  not  considered  it  necessary  to  state  the  bulk  of  the  material  upon 
which  they  operated  in  the  prosecution  of  their  experiments,  for  undoubtedly  this  cir- 
cumstance has  an  important  effect  upon  the  temperature  indicated ;  the  rate  at  which 
the  heat  is  generated,  is  transmitted  by  the  vessel  containing  the  fermenting  wash, 
and  is  absorbed  or  carried  off  by  the  surrounding  medium,  must  have  its  effect  upon 
the  thermometer's  indications,  and  upon  the  resulting  products  of  the  fermentation. 
In  conducting  a  mash,  we  know  that  for  the  complete  transformation  of  the  starch 
in  a  small  mash,  a  considerably  higher  mashing-temperature  is  required  than  is  ne- 
cessary for  a  large  mash  ;  and  by  the  same  rule,  fermentations  must  be  conducted  in 
small  vessels  with  a  higher  temperature  than  is  required  for  larger  vessels.  But  in 
proportion  as  the  yeast  is  subjected  to  the  higher  temperatures,  or  prolonged  expo- 
sure, so  it  degenerates  both  in  vitality  and  character  ;  therefore  it  is  best  to  maintain 
a  uniformly  low  temperature,  and  give  the  required  impetus  by  an  allowance  of  a 
larger  quantity  of  yeast.  It  would  have  been  of  considerable  advantage  to  us  as 
brewers,  if  those  gentlemen  to  whom  we  are  so  much  indebted  had  stated  the  particu- 
lar kinds  of  ferment  that  appeared  to  be  mostly  developed  by  the  influence  of  the 
temperature  and  time  attendant  on  the  fermentations  which  were  the  subject  of  their 
researches ;  but  their  investigations  have,  however,  proved  to  us  thus  much  : — 

1.  That  alcoholic  fermentation  with  ordinary  brewer's  yeast  may  be  conducted  with 
a  temperature  so  low  even  as  40°  Fahr. 

2.  That  alcohol  in  the  presence  of  gluten  or  yeast  at  temperatures  above  52°  is  liable 
to  become  acetic, 

3.  That  at  temperatures  above  61°  the  germs  of  lacteous  ferment  begin  to  show 
vitality. 

4.  That  at  temperatures  above  84°  alcoholic  fermentation  ceases,  and  lactic  fermen- 
tation degenerates  into  the  butyric  formation. 

In  apportioning  the  quantity  of  yeast  to  a  brewing,  the  gravity  of  the  wort  must  be 
a  first  consideration. 

In  practice  we  find  that  with  different  gravities  it  does  not  answer  to  apportion 
yeast  by  the  rule  of  proportion,  taking  gravity  for  the  data  of  calculation,  for  the  higher 
gravities  require  a  higher  percentage  to  be  allowed  them  than  the  lower  gravities ;  this 
arises  from  two  causes  : 

1st.  It  is  self-evident  that,  as  soon  as  fermentation  commences,  the  amount  of 
alcohol  manufactured  in  a  certain  bulk  of  wort  of  a  high  gravity  must  bear  a  greater 
proportion  to  that  bulk  than  would  the  alcohol  produced  from  the  same  bulk  of  wort 
at  a  low  gravity;  and  it  is  found  that  the  presence  of  alcohol  in  a  wort  has  the  power 
of  arresting  the  progress  of  fermentation,  the  more  effectually  as  the  quantity  present 
bears  a  higher  proportion  to  the  bulk.  Of  course,  therefore,  this  is  more  easily  accom- 
plished in  worts  of  high  gravities  ;  and,  in  order  to  carry  on  the  attenuation  in  such 
worts,  an  extra  quantity  of  yeast  must  bo  allowed  to  meet  this  emergency. 

For  this  reason  it  is  sometimes  found  necessary  to  supplement  the  first  addition  of 
yeast  to  a  brewing  by  another  portion  to  be  added  when  the  fermentation  appears 
sluggish,  before  the  full  amount  of  attenuation  is  reached  ;  and  it  is  a  good  plan  at 
this  time  to  freshen  up  the  vitality  of  the  ferment  by  a  slight  addition  of  malt  Tneal 
well  whisked  up  with  it. 

2nd.  If  worts  of  different  gravities  be  examined  thirty-six  hours  after  the  setting-on 
has  occurred,  it  will  bo  found  that  each  pound  of  yeast  added  will  have  done  the  work 
of  attenuation  at  a  greater  rate  in  the  lighter  gravities  than  will  be  the  case  with  the 
heavier  worts.  This  undoubtedly  arises  in  a  great  measure  from  the  presence  in  the 
lighter  worts  of  the  larger  proportion  of  albuminous  constituents,  and  this  condition 
adds  considerably  to  the  energy  of  the  fermentation.   The  increased  percentage  of  the 
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tl,;t'  ^hich  tho  exhaustion  of  tho  malt  has  been  carried  •  the  more  ko  fhn, 

The  extent  to  which  granulation  of  tho  malt  has  occurred  in  the  process  of  crufihir,,,  • 

t  fcrelttSS."'" 

thS  '^.^^^^f  ^^of  tlio  ^^ater  used  in  the  process  of  brewing,  undoubtedly  has  its  effect 
though  itis  but  seldom  taken  into  account;  the  harder  the  water  IX  more  yeas^^^^^ 
a  considerable  proportion  must  be  aUowed.  This  latter  consideration  IcX  Jon  to  a 
to  tr  de  i?  •  7uttr     t"'  be  over-estimated,  howeyer  someta^  ass  m 

to  deiide  It ,  but  It  does  not  require  any  elaborate  reasoning  to  show  that  quality  in 

d  nild  thVAr  '^T'T^  "^^"^'^  ^^^^^     ^^^l^'^y^^  hops    It  SIS 

iTll  ■  practical  dyermust  be  master  of  the  constituents  contained  in  the  wat^r 
houses  m  his  processes,  before  he  can  hope  for  unyarying  success;  neither  can  we 
tZTl^  '^'^f-^^o.^n  eSeotof  dx-inking  water  in  its  hard  state;  aid  recent  re 
searches  bear  testimony  to  how  small  a  quantity  of  organic  impurity  in  any  water^kes 
It  extremely  prejudicial  as  an  article  of  food.  These  facts  speak  for  themselyerand 
point  to  the  necessity  there  is  that  every  brewer  should  have  the  means  of  readily 
ZTJ^^  •   '  "^""^^'^  ^"'^^     ^™  ^th.   Amongst  the  most  successfurof 

fnaltl  nf  fl.  acknowledged  and  met  as  well  as  possible  by  a  frequen 

Zf^l  the  waters  supplied  to  the  brewery;  but  the  ordinary  brewer  has  Very 
seldom  the  time  the  means,  or  the  requisite  ability  to  make  a  complete  analysis 
01  the  water;  but  he  may  make  an  approximate  analysis  with  rapidity  and  great 
advantage,  much  oftener  than  is  customary.  Let  him  study  the  use  of  permanganate 
o±  potash  m  the  volumetric  analysis  for  organic  matter  described  in  Mr.  Sutton's 
Volumetric  Analysis.  The  ordinary  and  permanent  hardness  can  also  be  easily  tested, 
as  also  tne  presence  of  ammonia-compounds,  and  these  are  perhaps  the  facts  which 
require  watching  m  the  waters  supplied  to  breweries. 

In  conducting  a  healthy  alcoholic  fermentation,  the  foUowing  general  rules  should 
be  observed  :-Thp  wort  should  be  purified  as  mucb  as  possible  from  gross  con- 
stituents and  acetic  tendency,  first  by  using  in  its  manufacture  a  water  the  lime- 
salts  of  which  wiU  aid  m  their  precipitation.  (Of  the  beneficial  influence  of  the  hard 
waters  favoured  by  the  brewer.  Dr.  Hassall  suggests  a  theory  which  appears  very 
satisfactory  He  says :  '  During  ebullition,  the  excess  of  carbonic  acid  in  the  water, 
by  which  the  carbonates  of  lime  and  magnesia  are  retained  in  solution,  is  expelled, 
and  those  salts  are  precipitated.  Again,  the  alkaline  phosphates  present  in  malt 
have  the  power  of  converting  the  sidphate  of  lime  into  phosphate,  which  is  thrown 
down;  an  alkaline  sulphate,  which  is  soluble,  being  synchronously  formed.  The 
greater  part  of  the  phosphate  of  lime  produced,  is  re-dissolved  in  the  acid  generated 
during  fermentation ;  consequently,  the  water,  from  being  hard,  thus  becomes  soft,  and 
in  this  state  is  well  suited  for  extracting  the  active  properties  of  the  malt  and  hops.') 
Secondly.  The  wort  should  be  cleared  by  every  means  that  care  and  mechanical  in- 
genuity  can  provide, 

_  The  yeast  for  setting-on  should  be  selected  with  every  care,  freed  as  much  as  pos- 
sible from  the  gross  flocks  accruing  in  preceding  manipulations,  from  tannic  and  gallic 
acids  (the  product  of  the  hop),  from  atmospheric  contaminations,  and  from  acetic  and 
butyric  germs.  It  should  be  as  virgin  as  possible,  and  the  lower  the  temperature  at 
which  it  was  produced  the  better  it  will  be.  When  about  to  be  applied,  the  wort  -nith 
which  it  is  to  bo  mixed  should  be  of  such  a  temperature  as  to  induce  immediately  an 
active  fermentation ;  this  temperature  must  of  course  vary  according  to  the  gravity 
and  bulk  of  the  wort,  say  for  bulks  of  about  25  barrels  of  a  gravity  of  22  lbs.  per 
barrel ;  tho  temperature  for  stone  squares  may  be  from  67°  to  70°,  and  for  wood 
rounds  from  64°  to  67°.  Let  the  yeast  be  added  as  soon  as  the  wort  begins  to  run 
into  the  fermenting  utensil,  and  decrease  tho  temperature  by  tho  subsequent  running 
down,  and  the  whole  should  bo  most  thoroughly  roused  many  times  during  the  process 
of  filling. 
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As  to  temperature,  avoid  extremes,  and  especially  dangerously  high  ones;  rather 
employing  an  extra  quantity  of  yeast  than  a  high  temperature ;  and  the  less  heating 
that  is  attempted,  in  the  progress  of  the  fermentation,  by  the  means  of  attemperaters, 
the  better  The  fermentation  should  be  expedited  by  all  safe  means  available,  for 
either  heat  or  protracted  working  diminish  the  alcoholic  excellence  and  tend  to  impair 
the  flavour  in  proportion  as  they  have  been  permitted  to  aflfect  the  process. 

When  the  desired  amount  of  attenuation  is  obtained,  no  time  should  be  lost  in 
freeing  the  alcoholised  product  from  degeneracy  by  contact  with  the  yeast,  and  pre- 
serving by  refrigeration  as  much  as  possible  of  the  alcohol  and  carbonic  acid  gas  that 
have  been  generated.  To  this  end  it  is  best  to  draw  off  the  alcoholised  product  as 
quietly  as  possible  into  a  clean  settling  back  provided  with  a  means  of  refrigeration, 
and  when  it  has  become  sufficiently  bright,  rack  and  store  at  once  ;  great  experience 
and  judgment  are  a  necessity  in  determining  this  last  point,  and  no  amount  of  theory 
can  supply  the  lack  of  them.  Peculiarities  of  water,  modes  of  mashing  and  fermenta- 
tion, character  of  the  barley  season  and  malting,  state  of  the  weather,  gravity  of  the 
wort,  and  peculiarities  of  the  market  for  which  the  beer  is  brewed,  are  all  points  which 
have  to  be  carefully  attended  to,  or  the  previous  management  and  care  will  result  only 
in  bitter  disappointment.  On  the  care  with  which  the  settling  and  racking  have  been 
conducted  depend  the  flavour,  brilliancy,  and  briskness  of  the  product.  Finings  of  any 
sort  are  of  very  little  avail,  and  if  their  effects  were  more  generally  known,  they  would 
be  but  very  seldom  used ;  for,  chemically,  they  must  be  injurious  both  to  the  beer  aud 
the  consumer,  and  practically  they  prove  so  both  to  the  cask  and  its  contents.  If  they 
meet  with  either  acids  or  alkalis,  acetic  and  lactic  tendencies  are  generated  in_  the 
alcoholic  solution  with  which  they  are  mixed,  and  by  their  decay  butyric  decomposition 
is  generated.  If  they  are  rendered  insoluble,  they  become  indigestible,  and  this  latter 
result  is  found  to  be  the  effect  of  bisulphate  of  lime.  All  finings,  be  they  soluble  ov 
insoluble,  flatten  the  beers  when  mixed  by  the  amount  of  agitation  they  require 
to  make  them  take  effect;  thereby  much  of  the  carbonic  acid  gas  (which  is  the 
product  that  gives  to  beers  that  brilliancy,  sparkle,  and  pungency  so  grateful  to  the  con- 
sumer's palate)  is  liberated  and  lost,  and  this  also  diminishes  the  keeping  ability  of  the 
beer. 

Liebig  calls  putrefactive  fermentation  every  process  of  decomposition  which, 
caused  by  external  influences  in  any  part  of  an  organic  compound,  proceeds  through 
the  entire  mass  without  the  further  co-operation  of  the  original  cause.  Fermen- 
tation, according  to  Liebig's  definition,  is  the  decomposition  exhibited  in  the  pre- 
sence of  putrefying  substances  or  ferments,  by  compounds  nitrogenous  or  non- 
nitrogenous,  which  alone  are  not  capable  of  putrefaction.  He  distinguishes,  in  both 
putrefaction  and  fermentation,  processes  in  which  the  oxygen  of  the  atmosphere 
continually  co-operates,  from  such  as  are  accomplished  without  further  access  of 
atmospheric  air. 

Liebig  opposes  the  view  wliich  considers  putrefaction  and  fermentation  as  the  result 
of  vital  processes,  the  development  of  vegetable  formations  or  of  microscopic  animals. 
He  adduces  that  no  trace  of  vegetable  formations  are  perceptible  in  milk  which  is  left 
for  some  time  in  vessels  carefully  tied  over  with  blotting-paper,  not  even  after  fermen- 
tation has  regularly  set  in,  a  large  quantity  of  lactic  acid  having  been  formed.  He 
further  remarks  of  fermentative  processes,  that  alcoholic  fermentation  having  been 
observed  too  exclusively,  the  phenomena  have  been  generalised,  while  the  explana- 
tion of  this  process  ought  to  be  derived  rather  from  the  study  of  fermentative  pheno- 
mena of  a  more  general  character, 

Blondeau  propounds  the  view  that  every  kind  of  fermentation  is  caused  by  the 
development  of  fungi.  Blondeau  states  that  alcoholic  fermentation  is  due  to  a  fungus 
which  he  designates  Torula  cerevisia  ;  whilst  another,  Pmicillium  glaucum,  gives  rise 
to  lactic  fermentation.  The  latter  fermentation  follows  the  former  in  a  mixture  of 
30  grm_,  of  sugar,  10  grm.  of  yeast,  and  200  c.  c.  of  water,  which  has  undergone 
alcoholic  fermentation  at  a  temperature  of  about  20°,  being  terminated  in  about  two 
days.  _  Beer  yeast,  when  left  in  contact  with  water  in  a  dark  and  moist  place,  contains, 
according  to  Blondeau,  germs  both  of  Torula  cerevisia,  and  of  Pcnicilliim  glaucum  ; 
the  former  can  bo  separated  by  a  filter,  and  will  induce  alcoholic  fermentations  in 
sugar-water,  whilst  the  latter  are  extremely  minute,  and  pass  through  the  filter ;  the 
filtrate,  mixed  with  sugar-water,  gives  rise  to  lactic  fermentation.  Acetic  fermen- 
tation is  due  to  the  development  of  Torula  aceii ;  sugar  is  converted  into  acetic  acid, 
without  evolution  of  gas,  if  600  grm.  dissolved  in  a  litre  of  water  be  mixed  with 
200  grm.  of  casein,  and  confined  in  contact,  for  a  month  at  a  temperature  of  about  20°. 
The  conversion  of  nitrogenous  substances  into  fat — for  instance,  of  casein,  in  the 
manufacture  of  Eoquefort  cheese ;  of  fibrin  under  similar  circumstances,  which  Blon- 
deau designated  by  the  term  fatty  fermentation  {fermentation  adipctcse)— is  caused  by 
Fenicillium  glaucum  or  Torula  viridis;  and  the  former  fungus  is  stated  to  act  like- 
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ammth)!^^''  '"'^ (oonverBion  of  the  urea  intx)  a  carbonate  of 

to  .1'"'  1- published  an  inveBtigation  upon  yoaet.  In  order 

to  prove  that  the  action  of  yeaet  is  due  merely  to  its  porosity,  ho  founds  his  inyestSa 
ion  upon  sonao  expornnents  of  Brendecke  (particularly  in  reference  to  the  stItemS 
that  fermentation  taking  place  in  a  solution  of  sugar  in  contact  with  porous  boSi 
due  to  an  impurity  ot  sugar) ;  according  to  which  various  porous  bodies,  such  as  chai 
coal,  paper,  flowers  of  sulphur,  &c.,  to  which  some  bitarLte  of  ammonia  is  added 
are  capable  of  inducing  fermentation  in  a  solution  of  raw  sugar.    His  observations 
are  also  based  upon  some  experiments  of  his  own,  which  seem  to  indicate  that  porou 
bodies,  even  without  the  addition  of  a  salt,  are  capable  of  exciting  ferment^ition  in  I 
solution  of  (pure  ?)  cane-sugar.    Whatever  may  bo  the  means  whereby  alcoholic  for- 
mentation  IS  induced,  ho  states  it  to  be  indispensable  that  the  body  in  question  should 
be  exposed  for  some  time  to  the  influence  of  air,  and  that  oxygon  and  carbonic  acid 
are  absorbed  by  the  ferment.    Both  oxygen  and  carbonic  acid,  l^eing  electro-negative 
substances,  stand  in  opposition  to  the  electro-positive  alcohol,  and  therefore  predispose 
Its  lormation,  but  only  when  they  are  highly  condensed  by  the  powerful  surface- attrac- 
tion of  tho  yeast,  or  of  any  porous  body.    The  electrical  tension,  he  states,  may  bo 
increased  by  many  salts,  provided  that  the  latter  do  not  at  tho  same  time  chemicaUv 
affect  either  the  sugar  or  the  ferment. 

0.  Schmidt  has  communicated  the  results  of  his  experiments  to  the  '  Annd 
Chem.  Pharm:  After  stating  numerous  experiments,  he  continues :  'Nor  are  fungi 
the  prwium  movens  of  saccharine  fermentation ;  the  clear  filtrate  obtained  by  throwing 
almonds  crushed  in  water  upon  a  moist  filter,  soon  induces  fermentation  in  a  solution 
of  urea  and  of  grape-sugar ;  in  the  latter  case,  no  trace  of  ferment-cells  can  bo  dis- 
covered under  the  microscope,  not  even  after  fermentation  is  fully  developed.  If  tho 
solution,  still  containing  sugar,  is  allowed  to  stand  eight  days  or  a  fortnight  after 
fermentation  has  ceased,  an  exuberant  development  of  cellular  aggregations  is  ob- 
served, but  no  putrefaction  ensues ;  the  fungi,  well  washed  and  introduced  into  a 
fresh  solution  of  grape-sugar,  continue  to  grow  luxuriantly,  inducing,  however,  if  at 
all,  but  very  weak  fermentation,  which  rapidly  ceases;  hence  the  growth  of  fungi 
during  fermentative  processes  is  but  a  secondary  phenomenon.  The  increase  of  the 
residuary  ferment,  which  occurs  after  yeast  has  been  in  contact  with  sugar,  arises 
from  a  development  of  ferment  cellulose,  which  probably  takes  place  at  the  expense 
of  the  sugar.  If  muscle,  gelatine,  yeast,  &c.,  in  a  very  advanced  state  of  putrid  do- 
composition  be  introduced  into  a  solution  of  1  sugar  in  4  water,  all  phenomena  of 
putrefaction  disappear ;  after  a  few  hoiu-s,  active  fermentation  sets  in,  ferment-cells 
being  formed,  and  the  liquid  contains  alcohol,  but  no  mannite.  The  inactivity  of 
crushed  yeast  is  due,  not  to  the  destruction  of  the  fungi,  but  to  the  chemical  changes 
which  are  induced  in  yeast  during  the  considerable  time  necessary  for  complete  com- 
ininution.  The_  crushed  cells,  introduced  into  sugar-water,  give  rise  to  the  produc- 
tion of  lactic  acid,  without  evolution  of  gas.'  Schmidt  is  of  opinion  that  fermentation 
is  a  process  analogous  to  the  formation  of  ether.  He  believes  that  one  of  the  con- 
stituents of  yeast,  together  with  the  elements  of  grape-sugar,  gives  rise  to  the  forma- 
tion of  one  or  several  compounds,  which  are  decomposed  in  statu  nascenti  (like 
sulpho-vinic  acid),  splitting  into  alcohol  and  carbonic  acid. 

We  believe  that  the  preceding  paragraphs  fairly  represent  the  in ews  which  have  been 
promulgated  upon  the  phenomena  of  cliange,  which  are  in  many  respects  analogous 
to  those  of  combustion  and  of  vitality,  presented  in  the  fermentative  processes. 
Much  has  been  done,  but  there  are  stiU  some  points  which  demand  the  careful  at- 
tention of  the  chemist. 

In  a  practical  point  of  view,  the  question  which  arises  from  the  alteration  in  tho 
specific  gravity  of  the  fluid  by  fermentation  is  a  very  important  one,  a  knowledge 
of  the  original  gravity  of  beer  being  required  to  fix  the  drawback  allowed  upon 
beer  when  exported,  according  to  the  terms  of  10  Vict.  c.  5.  By  this  act  a  drawback 
is  granted  of  6s.  per  barrel  of  thirty-six  gallons  upon  beer  exported,  of  which  '  tho 
worts  used  before  fermentation  were  not  of  less  specific  gravity  than  1  -054,  and  not 
greater  specific  gravity  than  1'081,'  and  a  drawback  of  7s.  6d.  per  barrel  upon  beer 
of  which  '  the  worts  nsed  before  fermentatioti  were  not  of  less  specific  gravity  than 
r081.'  The  brewer  observes  tho  original  gravity  of  his  worts  by  moans  of  some 
form  of  the  hydrometer,  and  preserves  a  record  of  his  observation.  The  revenue 
officer  has  only  the  beer,  from  which  he  has  to  infer  the  original  gravity.  From 
the  great  uncertainty  which  appeared  to  attend  this  question,  Professors  Graham, 
Hofmann,  and  Kedwood  were  employed  by  the  Board  of  Inland  Eevenue  to  discover 
how  tho  original  gravity  of  the  boor  might  bo  ascertained  most  accurately  from  the 
properties  of  the  beer  itself.  When  worts  are  fermented,  the  sugar  passes  into 
alcohol,  and  they  lose  in  density,  and  assume  as  beer  a  different  specific  gravity. 
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Tho  gravity  of  the  wort  is  called  the  originat  graviiy— that  of  the  beer,  beer-gravity. 
The  report  of  Graham,  Hofmann,  and  Eodwood,  upon  '  original  gravities,'  may  be 
supposed  to  be  in  tho  iiands  of  every  brewer ;  but  as  some  of  the  points  examined 
milferially  explain  many  of  the  phouomona  of  vinous  fermentation,  wo  havo  trans- 
ferred a  few  paragraphs  to  our  pages :—  .  i.  • 

'As  the  alcohol  of  the  beer  is  derived  from  the  decomposition  of  saccharine 
matter  only,  and  represents  approximately  double  its  -weight  of  starch-sugar,  a 
speculative  original  gravity  might  be  obtained  by  simply  increasing  the  extract- 
gravity  of  the  beer  by  that  of  the  quantity  of  starch-sugar  known  to  be  decomposed 
in  the  fermentation.  The  inquiry  would  then  reduce  itself  to  the  best  means  of  ascer- 
taining the  two  experimental  data,  namely,  the  exti-act-gravity  and  the  proportion  of 
alcohol  in  the  beer,  particularly  of  tho  latter.  It  would  be  required  to  decide  whether 
tho  alcohol  sliould  be  determined  from  the  gravity  of  the  spirits  distilled  from  the 
beer ;  by  the  increased  gravity  of  the  beer  when  its  alcohol  is  evaporated  off;  by  the 
boiling-point  of  the  beer,  which  is  lower  the  larger  the  proportion  of  alcohol  present ; 
or  by  the  refracting  power  of  the  beer  upon  light — various  methods  recommended  for 
the  valuation  of  the  spirits  in  beer, 

'  Original  gravities  so  deduced,  however,  are  found  to  be  useless,  being  in  error 
and  always  under  the  truth,  to  an  extent  which  has  not  hitherto  been  at  all  accounted 
for.  The  theory  of  brewing,  upon  a  close  examination  of  the  process,  proves  to  be 
less  simple  than  is  implied  in  the  preceding  assumption ;  and  other  changes  appear  to 
occur  in  worts,  simultaneously  ■with  the  formation  of  alcohol,  which  woidd  require  to 
be  allowed  for  before  original  gravities  could  be  rightly  estimated.  It  was  found 
necessary  to  study  the  gravity,  in  solution  of  each  by  itself,  of  the  principal  chemical 
substances  which  are  found  in  fermented  liquids.  These  individual  gravities  defined 
the  possible  range  of  variation  in  original  gravity,  and  they  brought  out  clearly  for 
tho  first  time  the  nature  of  the  agencies  which  chiefly  affect  the  resist. 

'  The  use  of  cane-sugar  is  now  permitted  in  breweries,  and  the  solution  of  sugar 
may  be  studied  first  as  the  wort  of  simplest  composition.  The  tables  of  the  specific 
^avity  of  sugar  solutions,  constructed  by  Mr.  Eate,  have  been  verified,  and  are  con- 
sidered entirely  trustworthy.  The  numbers  in  the  first  and  third  columns  of  Table  I., 
which  follow,  are  however,  from  new  observations.  It  is  to  be  remarked  that  these 
numbers  have  all  reference  to  weights,  and  not  to  measiu-es.  A  solution  of  cane- 
sugar,  which  contains  25  grains  of  sugar  in  1000  grains  of  the  fiuid,  has  a  specific 
gravity  of  1010-1,  referred  to  the  gravity  of  pure  water  taken  as  1000  ;  a  solution  of 
60  grains  of  cane-sugar  in  lOOO' grains  of  the  fluid,  a  specific  gravity  of  1020'2,  and 
soon.  The  proportion  of  carbon  contained  in  the  sugar  is  expressed  in  the  second 
column;  tlie  numbers  being  obtained  from  the  calculation  that  171  parts  by  weight 
of  cane-sugar  (C'2H"0")  consist  of  72  parts  of  carbon,  11  parts  of  hydrogen,  and 
88  parts  of  oxygen ;  or  of  72  parts  of  carbon  combined  with  99  parts  of  the  elements 
of  water.  It  is  useful  to  keep  thus  in  view  tho  proportion  of  carbon  in  sugar  so- 
lutions, as  that  element  is  not  involved  in  several  of  the  changes  which  precede  or 
accompany  the  principal  change  which  sugar  undergoes  during  fermentation,  and  which 
changes  only  affect  the  proportion  of  the  oxygen  and  hydrogen,  or  elements  of  water, 
combined  with  tho  carbon.  The  proportion  of  oxygen  and  hydrogen  in  the  altered 
•sugar  increases  or  diminishes  dui-ing  the  changes  referred  to  ;  but  the  carbon  remains 
constant,  and  affords,  therefore,  a  fixed  term  in  the  comparison  of  different  solutions. 

Table  I.—S^ecijio  gravity  of  solutions  of  Cane-sugar  in  water. 


Cane-sugar,  in  1000  parts  by 
weight 

Cai'bon  in  1000  parts  by  weight 

Speciflc  Gravity 

25 

10-53 

1010-1 

60 

21-05 

1020-2 

75 

31-58 

1030-2  , 

100 

42-10 

1040-6 

125 

62-63 

1051 

150 

63-16 

1061-8 

175 

73-68 

1072-9 

200 

84-21 

1083-8 

225  . 

94-73 

1095-2 

250 

105-26  • 

1106-7 

*  When  yeast  is  added  to  the  solution  of  cane-sugar  in  water,  or  to  any  other  sac 
channe  solution,  and  fermentation  commenced,  the  specific  gravity  is  observed  to 
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fall,  owing  to  tho  escape  of  carbonic  acid  gas,  and  the  formation  of  aWhnI  ^, 
18  specifiamy  lighter  than  mter;  171  grains^f  sugTtoSe^lh  9^^^^^^^^ 

Lnf  I    1  n    pVri        •  )•    ^^"^  process  of  fermentation  be  clos^  v 

.vatched,  t^ie  lull  of  gravity  in  cane-sugar  will  be  found  to  bo  preceded  by  a  dedd^ 
increase  of  gi-avity.  Solutions  were  observed  to  rise  from  1055  to  1068.  Jr  t  S« 
of  gi-avity.  within  an  hour  after  tlie  addition  of  the  yeast,  the  last  being  in  the  S 
proportion  for  fermentation.  When  the  yeast  was  mixed  in  minute  qnantityS 
such  as  of  the  weight  of  the  sugar,  the  gi-avity  of  tho  sugar  solution  rose  gSS 
n  four  days  from  1055  to  1057-91,  or  also  nearly  3  degrees  ;  with  no  appeSanr^ 
the  same  time,  of  fermentation  or  of  any  other  change  in  the  solution.  This  remrk 
able  increase  of  density  is  owing  to  an  alteration  which  takes  place  in  the  constitution 
of  tho  cane-sugar,  which  combines  with  tho  elements  of  water  and  becomes  starch 
sugar  :  a  change  which  had  been  already  proved  by  H.  Eoso  and  by  Dubrunfaut  to 
precede  the  vinous  fermentation  of  cane-sugar.  Tho  sarao  conversion  of  cane-suear 
into  starch-sugar,  with  increase  of  speciEc  gravity,  may  bo  shown  by  means  of  adds 
as  well  as  of  yeast.  A  solution  of  1000  parts  of  cane-sugar  in  water,  having  tho  specifir. 
gravity  1054-64.  became  with  one  part  of  crystallised  oxalic  acid  added  to  it  1051-7  • 
?oooT^®^f^  afterwards  heated  for  twenty-three  hours  to  a  temperature  not  exceediue 
128  iahr..  It  was  found  (when  cooled)  to  have  attained  a  gravity  of  1057-63— au 
increase  again  of  nearly  3  degrees  of  gravity.' 

The  diflference  between  the  gravities  of  solutions  of  cane-sugar  and  starcli-surar 
aro  of  great  practical  value,  but  these  must  be  studied  in  the  original ;  the  result  how- 
ever, being  '  that  the  original  gravity  of  a  fermented  liquid  or  beer  must  bo  different 
according  as  it  was  derived  from  a  wort  of  cane-sugar  or  of  starch-sugar.' 

The  gravity  of  malt  wort  was  determined  to  be  intermediate  between  that  of  pure 
cane-sugar  and  starch-sugar,  and  solutions  containing  an  equal  quantity  of  carbon  ex- 
hibited the  following  gravities : — 

Cane-sugar-  1072-9         Pale  malt  -  1074-2         Starch-sugar  -  1076-0 

Two  other  substances  were  found  to  influence  the  original  gravity  of  the  wort  - 
dextrin,  or  the  gum  of  starch,  and  caramel.  Tables  are  given  of  the  specific 
gra\ities  of  these,  from  which.the  following  results  have  been  deduced  :  

Starch-sugar  1076 

Dextrin   1066-9 

Caramel       .  ....  1062-3 

Caramel  is  stated  to  interfere  more  than  dextrin  in  giving  lightness  or  apparent 
attenuation  to  fermented  worts,  without  a  corresponding  production  of  alcohol. 

'  Another  constituent  of  malt  wort,  which  should  not  be  omitted,  is  the  soluble 
azotised  or  albuminous  principle  derived  from  the  grain.  The  nitrogen  was  deter- 
mined in  a  strong  wort  of  pale  malt  with  hops,  of  tho  specific  gravity  1088,  and  con- 
taining about  21  per  cent,  of  solid  matter.  It  amounted  to  0-217  per  cent,  of  the 
wort,  and  may  be  considered  as  representing  3-43  per  cent,  of  albumen.  In  the  same 
wort,  after  being  fully  fermented,  the  nitrogen  was  found  to  amount  to  0-134  percent., 
equivalent  to  2-11  per  cent,  of  albumen.  The  loss  observed  of  nitrogen  and  albumen 
may  be  considered  as  principally  due  to  tho  production  and  growth  of  yeast,  which  is 
an  insoluble  matter,  at  the  cost  of  the  soluble  albuminous  matter.  Solutions  of  egg- 
albumen  in  water,  containing  3-43  and  2-11  per  cent,  respectively  of  that  substance, 
were  found  to  have  the  specific  gravities  of  1004-2  and  1003'1.  Hence  a  loss  of 
density  has  occurred  during  fermentation  of  1-1  degree  on  a  wort  of  1088  original 
gravity,  which  can  be  referred  to  a  change  in  the  proportion  of  albuminous  matter. 
It  will  bo  observed  that  the  possible  influence  of  this  substance  and  of  tho  greater  or 
less  production  of  yeast  during  fermentation,  upon  the  gravity  of  beer,  are  restricted 
within  narrow  limits.' 

Tho  reporters  proceed  : — 

'  The  process  required  for  the  determination  of  the  original  gravity  of  beer  must 
be  easy  of  execution,  and  occupy  little  time.    It  is  not  proposed,  in  the  examination 
of  a  sample,  to  separate  by  chemical  analysis  tho  several  constituents  which  have  • 
been  enumerated.    In  fact,  wo  aro  practically  limited  to  two  experimental  observa- , 
tions  on  the  beer,  in  addition  to  the  determination  of  its  specific  gravity. 

'  One  of  these  is  tho  observation  of  tho  amount  of  solid  or  extractive  matter  still 
remaining  after  fermentation,  which  is  always  more  considerable  in  beer  than  in  the 
completely-fermented  wash  of  spirits.  A  known  measure  of  the  beer  miglit  bo  evapo- 
rated to  dryness,  and  tho  solid  residue  weighed ;  but  this  would  bo  a  troublesome 
operation,  and  could  not  indeed  bo  executed  with  great  accuracy.    Tho  same  object 
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It  has  already  been  referred  to  as  to  the  extract-gravity  of  the  beer,  and  represents  a 
portion  of  the  original  gravity.  Of  a  beer  of  which  the  history  was  known,  the  onginal 
gravity  of  the  malt  wore  was  1121,  or  121°;  the  specific  gravity  of  the  beer  itself 
before  evaporation,  1043  ;  and  the  extract-gravity  of  the  beer  10567,  or  66-7  .  • 

'  The  second  observation  which  can  be  made  with  sufficient  facility  upon  the  beer, 
is  the  determination  of  the  quantity  of  alcohol  contained  in  it.  This  information  may 
be  obtained  most  directly  by  submitting  a  known  measure  of  the  beer  to  distillation, 
continuing  the  ebullition  till  all  the  alcohol  is  brought  over,  and  taking  care  to  con- 
dense the  latter  mthout  loss.  It  is  found  in  practice  that  four  ounce-measures  of  the 
beer  form  a  convenient  quantity  for  the  purpose.  This  quantity  is  accurately 
measured  in  a  small  glass  flask,  holding  1750  grains  of  water  when  filled  up  to  a  mark 
in  the  neck.  The  mouth  of  the  small  retort  containing  the  beer  is  adapted  to  one  end 
of  a  glass  tube-condenser,  the  other  end  being  bent  and  drawn  out  for  the  purpose  of 
delivering  the  condensed  liquid  into  the  small  flask  previously  used  for  measuring  the 
beer.  The  spirituous  distillate  should  then  be  made  up  with  pure  water  to  the 
original  bulk  of  the  beer,  and  the  specific  gravity  of  the  last  liquid  be  observed  by  the 
weighing  bottle,  or  by  a  delicate  hydrometer,  at  the  temperature  of  60°  Eahr.  The 
lower  the  gravity  the  larger  will  be  the  proportion  of  alcohol,  the  exact  amount  of 
which  may  be  learned  by  reference  to  the  proper  tables  of  the  gravity  of  spirits.  The 
spirit-gravity  of  the  beer  already  referred  to  proved  to  be  985*25  ;  or  it  was  14'05° 
of  gravity  less  than  1000,  or  water.  The  "spirit-indication"  of  the  beer  was  there- 
fore 14-05° ;  and  the  extract-gravity  of  the  same  beer  56-7°. 

'  The  spirit-indication  and  extract-gravity  of  any  beer  being  given,  do  we  possess 
data  sufficient  to  enable  us  to  determine  vdth  certainty  the  original  gravity  ?  It  has 
already  been  made  evident  that  these  data  do  not  supply  all  the  factors  necessary  for 
reaching  the  required  number  by  calculation. 

'  The  formation  of  the  extractive  matter,  which  chiefly  disturbs  the  original  gravity, 
increases  with  the  progress  of  the  fermentation ;  that  is,  with  the  proportion  of 
alcohol  in  the  fermenting  liquor.  But  we  cannot  predicate  from  the  theory  any  rela- 
tion which  the  formation  of  one  of  these  substances  should  bear  to  the  formation  of 
the  other,  and  are  unable,  therefore,  to  say  beforehand  that  because  so  much  sugar 
has  been  converted  into  alcohol  in  the  fermentation,  therefore  so  much  sugar  has  also 
been  converted  into  the  extractive  substance.  That  a  luiiform,  or  nearly  uniform 
relation,  however,  is  preserved  in  the  formation  of  the  spirits  and  extractive  substance 
in  beer  brewing,  appears  to  be  established  by  the  observations  which  follow.  Such 
an  uniformity  in  the  results  of  the  vinous  fermentation  is  an  essential  condition  for 
the  success  of  any  method  whatever  of  determining  original  gravities,  at  least  vdthin 
the  range  of  circumstances  which  affect  beer  brewing.  Otherwise  two  fermented 
liquids  of  this  class,  which  agree  in  giving  both  the  same  spirit-indication  and  the 
same  extractive  gravity,  may  have  had  different  original  gravities,  and  the  solution 
of  our  problem  becomes  impossible.' 
The  following  table,  one  of  several  of  equal  value,  gives  the  results  of  a  particular 


Tabm  IL—Fermntation  of  Sugar-Wort  of  original  gravity  1055-3. 


i 

Number  of 
Observation 


II 

Period  of 
iTermentation 


III 

Degrees  of  Spirit- 
Indication 


IV 

Degrees  of  Extract- 
Gravity 


V 

Degrees  of  Extract- 
Gravity  Ifsl 


Days 


floura 


1 

2 
3 
4 
6 
6 
7 
8 
9 

10 
II 
12 


0 
0 
0 
0 
0 
1 
1 
1 
2 
3 
5 
6 


0 
6 

12 
19 
23 
5 
12 
19 
11 
11 
12 
12 


1-  69 

2-  67 

3-  60 

4-  33 

5-  31 

6-  26 

7-  12 

8-  59 

9-  87 

10-  97 

11-  27 


0 


65-30 
52-12 
47-82 
43-62 
40-13 
35-60 
31-39 
27-63 
20-26 
13-40 
7-60 
4'15 


3-18 
7-48 
11-68 
15-17 
19-80 
23-91 
27-67 
35-04 
41-90 
47-70 
51-15 


0 
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fZT?Jtn"5if*°'"f"^^';  '^"'i  ^  ^^'^l^  PO"°'J«  of  refined  sugar  were  di«. 

(66-3°).  •  original  gx-avity  may  bo  taken  as  1066-3 

the?otrZtr«;l'lil\'°'P.'-'^^'^y'^^^^^  J^'^^  '^e^n  produced,  and 

8DiriT  Lx^Lln^T  ?       disappeared ;  the  first  in  the  form  of  the  ^avity  of  tS 

S  the  sLTd  tTh^'f  '^^^  water.or  undJr  000 

belowX  nA-  ^  ^ S^'^'^'^^y  «^       «°l"tion  of  the  solid  matt«r  remainini 

S  L  if! '        •  "^^^^'""^      subtracting  the  extract-gravity  (column  iv 

from  the  known  origmal  gravity.  To  discover  whether  the  progress  of  fermentation 
has  the  regularity  ascribed  to  it,  it  was  necessary  to  observe  SSL?  the  same  ^ 
lation  always  holds  between  the  columns  of  "deg^rees  of  spirit JnTat  o?' and  -  Z 
grees.  of  gravity  lost."  It  was  useful,  with  this  view,  to  find  wL-it  degrees  lost 
corresponded  to  whole  numbers  of  degrees  of  spirit-indication.  This  caf  be  done 
sately  Irom  the  preceding  table,  by  interpolation,  where  the  numbers  observed  follow 
each  other  so  closely.  The  corresponding  degrees  of  spirit-indication  and  of  iaviu 
lost,  as  they  appear  m  this  experiment  upon  the  fermentation  of  sugar,  are  as  follow:- 

ITable  III.—Fermentation  of  Svffar-Wort  of  original  gravity  1055-3. 


Degrees  of  Spirit- 
Indication 

Degrees  of  Extract- 
Gravity  lost 

Degrees  of  Spirit- 
Indication 

Degrees  of  Extract- 
Gravity  lost 

1 

1-71 

7 

27-01 

2  . 

4-74 

8 

31-87 

3 

9-26 

9 

37-12 

4 

13-48 

10 

42-55 

5 

18-30 

11 

47-88 ' 

6 

22-54 

In  two  other  fermentations  of  cane-sugar,  the  degrees  of  gravity  lost,  found  to 
correspond  to  the  degi-ees  of  spirit-indication,  never  differed  from  the  numbers  of  the 
preceding  expenment,  or  from  one  another,  more  than  0-9°  of  gravity  lost.    This  is  a 
sufficiently  close  approximation. 
*  The  following  table  is  of  much  importance  : — 

Table  IV. — STAEcn-STOAE, 

Degrees  of  Spirit-Indication,  with  corresponding  degrees  of  gravity  lost. 

Besides  the  degrees  of  gravity  lost  corresponding  to  whole  degrees  of  spirit-indication,  the  degi-ees  of 
gravity  lost  corresDondine  to  tenths  of  a  dprrrpR  nf  snirit-inflinn+ir^n  „r-a  o,iri«,i  (v«.»,   


Degrees  of 

Spirit- 
Indication 

•0 

•1 

•2 

•3 

•4 

•5 

•6 

•7 

•8 

•9 

0 

•2 

-3 

-5 

•7 

•9 

10 

1-2 

1-4 

1-6 

1 

1-9 

2-1 

2-4 

2-7 

30 

3-3 

3-6 

3-9 

4-2 

4-6 

2 

60 

5-4 

5-8 

6-2 

6-6 

7-0 

7-5 

8-0 

8-5 

9-0 

3 

9-5 

9-9 

10-3 

10-7 

11-2 

11-6 

12-0 

12-4 

12-8 

13-3 

4 

13-8 

14-2 

14-6 

15-0 

15-5 

15-9 

16-3 

16-7 

17-2 

17-7 

6 

18-3 

18-7 

19-1 

19-5 

19-9 

20-3 

20-8 

21-2 

21-7 

22-2 

6 

22-7 

23-1 

23-5 

23-9 

24-4 

24-7 

25-2 

25-6 

20-1 

26-6 

7 

27-1 

27-6 

28-1 

28-6 

29-1 

29-6 

30-0 

30-5 

31-0 

31-0 

8 

32-0 

32-5 

33-0 

33-5 

34-0 

34-5 

35-0 

35-5 

36-0 

36-6 

9 

37-2 

37-7 

38-2 

38-7 

39-2 

39-7 

40-3 

40-8 

41-3 

41-8 

10 

42-4 

42-9 

43-4 

44-0 

44-5 

45-0 

45-6 

46-1 

46-6 

47-2 

11 

47-7 

'  It  is  seen  from  this  table  that  for  6°  of  spirit-indication,  the  corresponding  degrees 
of  gra  vity  lost  are  18-3°.  For  5-9°  of  spirit-indication,  the  corresponding  degrees  of 
gravity  lost  are  22-2°. 

•  1  his  table  is  capable  of  a  valuable  application,  for  the  sake  of  which  it  was  con- 
etru'ited.  By  means  of  it,  the  unknown  original  gravity  of  a  fermented  liquid  or  beer 
from  cane-sugar  may  be  discovered,  provided  the  spirit -indication  and  extract-gravity 
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of  tho  beer  are  observed.  Opposite  to  the  spirit-indication  of  the  beer  in  the  table, 
we  find  the  corresponding  degrees  of  gravity  lost,  which  last,  added  to  the  extract- 
gravity  of  the  beer,  gives  its  original  gravity.  ^  „  no  /■,  nn-,  r^^      a  • 

'Suppose  the  sugar  beer  exhibited  an  extract-gravity  of  7-9°  (1007-9),  and  spmt- 
indication  of  11°  The  latter  marks,  according  to  the  table,  477°  of  gravity  lost, 
which  added  to  the  observed  extract-gravity,  7'9°,  gives  65-6°  of  original  gravity  for 

tho  beer  (1055-6).'  ^  ^         .  _^     -.u  a 

Similar  tables  are  constructed  for  starch-sugar,  and  for  vanous  worts  witH  ana 

•without  hops.  .  1  •.  1* 

After  explaining  many  points  connected  with  the  problem,  as  it  presented  itseli 
under  varied  conditions  as  it  respected  the  original  worts,  the  Eeport  proceeds  : — 

'  The  object  is  still  to  obtain  the  spirit-indication  of  the  beer.  The  specific  gravity 
of  the  beer  is  first  observed  by  means  of  tho  hydrometer  or  weighing  bottle.  The 
extract-gravity  of  the  beer  is  next  observed  as  in  the  former  method ;  but  the  beer 
for  this  purpose  may  be  boiled  in  an  open  glass  flask  till  the  spirits  are  gone,  as  tlie 
new  process  does  not  require  the  spirits  to  be  collected.  The  spiritless  liquid  reniain- 
ing  is  then  made  up  to  the  original  volume  of  the  beer  as  before.  By  losing  its  spirits, 
the  beer  of  coiu-se  always  increases  in  gravity,  and  the  more  so  the  richer  in  alcohol 
the  beer  has  been.  The  difference  between  the  two  gravities  is  the  new  spirit-indi- 
cation, and  is  obtained  by  subtracting  the  beer-gravity  from  the  extract-gravity, 
which  last  is  always  tlie  liigher  number. 

'  The  data  in  a  particular  beer  were  as  follow: — 

Extract-gravity   10447 

Beer-gravity   1035"1 


Spirit-indication  9-6° 

*Now  the  same  beer  gave  by  distillation,  or  the  former  method,  a  spirit-indication 
of  9'9°.  The  new  spirit-indication  by  evaporatiou  is,  therefore,  less  by  0*3°  than 
the  old  indication  by  distillation.  The  means  were  obtained  of  comparing  the  two 
indications  given  by  the  same  fermented  wort  or  beer  in  several  hundred  cases,  by 
adopting  the  practice  of  boiling  the  beer  in  a  retort,  instead  of  an  open  flask  or 
basin,  and  collecting  the  alcohol  at  the  same  time.  The  evaporation  uniformly  indi- 
cated a  quantity  of  spirits  in  the  beer  nearly  the  same  as  m  as  obtained  by  distillation, 
but  always  sensibly  less,  as  in  the  preceding  instance.  These  experiments  being 
made  upon  fermented  liquids  of  known  original  gravity,  the  relation  could  always  be 
observed  between  the  new  spirit-indication  and  the  degrees  of  specific  gra-vity  lost  by 
the  beer.'  Tables  of  the  degrees  of  spirit-indication,  with  their  corresponding  degrees 
of  gravity  lost,  were  thus  constructed,  exactly  in  the  same  manner  as  the  tables  which 
precede;  and  these  new  tables  may  be  applied  in  the  same  way  to  ascertain  the 
original  gravity  of  any  specimen  of  beer.  Having  found  the  degrees  of  spirit-indi- 
cation of  the  beer  by  evaporation,  the  corresponding  degrees  of  gravity  lost  are  taken 
from  the  table ;  and  adding  these  degrees  to  the  extract-gravity  of  the  beer,  also  ob- 
served, the  original  gravity  is  found.  Thus  the  spirit-indication  (by  the  evaporation 
method)  of  the  beer  lately  referred  to,  was  9-6°,  which  mark  43°  of  gravity  lost  in  the 
new  tables.  Adding  these  to  1044-7,  the  extract-gravity  of  the  same  beer,  1087-7  is 
obtained  as  the  original  gravity  of  the  beer.' 

The  results  of  the  extensive  series  of  experiments  made,  were,  tliat  the  problem 
could  be  solved  in  the  two  extreme  conditions  in  which  they  have  only  to  deal  with 
the  pure  sugars  entirely  converted  into  alcohol. 

'  The  real  difficulty  is  with  the  intermediate  condition,  which  is  also  the  most  fre- 
quent one,  where  the  solid  matter  of  the  beer  is  partly  starch-sugar  and  partly  ex- 
tractive ;  for  no  accurate  chemical  means  are  known  of  separating  these  substances, 
and  so  determining  the  quantity  of  each  in  the  mixture. 

'  But  a  remedy  presented  itself.  The  fermentation  of  the  beer  was  completed  by 
the  addition  of  yeast,  and  the  constituents  of  the  beer  were  thus  reduced  to  alcohol 
and  extractive  only,  from  which  the  original  gravity,  as  is  seen,  can  be  calculated. 

'For  this  purpose,  a  small  but  known  measure  of  the  beer,  such  as  four  fluid 
ounces,  was  carefully  deprived  of  spirits  by  distillation,  in  a  glass  retort.  To  the 
fluid,  when  cooled,  a  charge  of  fresh  yeast,  amounting  to  160  grains,  was  added,  and 
the  mixture  kept  at  80°  for  a  period  of  sixteen  hours.  Care  was  taken  to  connect 
the  retort,  from  tlie  commencement,  with  a  tube  condenser,  so  that  the  alcoholic 
vapour  which  exhaled  from  the  wash  during  fermentation  should  not  be  lost.  When 
the  fermentation  had  entirely  ceased,  heat  was  applied  to  the  retort  to  distil  off  the 
alcohol,  which  was  collected  in  a  cooled  receiver.  About  throe-fifths  of  the  liquid 
were  distilled  over  for  this  purpose  ;  and  the  volume  of  the  distillate  was  then  made 
up  -mth  water  to  tho  original  volume  of  the  beer.    The  specific  gi-avity  of  the  last 
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Table  V.— To  bo  used  in  ascertaining  Original  aravitios  by  the  Distillation 

Process. 


Degrees  of 

Spirit - 
Indication 


0 
1 
2 
3 
4 
5 
6 
7 
8 
9 
10 

n 

12 
13 
14 
15 


3-0 
6-6 
10-7 
15-1 
19-5 
24-1 
28-8 
33-7 
39-1 
44-2 
49-0 
54-3 
59-4 
64-8 
70-5 


•2 

3-3 
7-0 
11-1 
15-6 
19-9 
24-6 
29-2 
34-3 
39-7 
44-7 
49-6 
54-9 
60-0 
65-4 


•6 

3-7 
7-4 
11-5 
16-0 
20-4 
25-0 
29-7 
34-8 
40-2 
45-1 
60-1 
55-4 
60-5 
65-9 


•9 
4-1 
7-8 
12-0 
16-4 
20-9 
25-5 
30-2 
35-4 
407 
45-6 
50-6 
55-9 
61-1 
66-5 


1-2 
4-4 
8-2 
12-4 
16-8 
21-3 
26-0 
30-7 
35-9 
41-2 
46-0 
51-2 
56-4 
61-6 
67-1 


1-5 
4-8 
8-6 
12-9 
17-3 
21-8 
26-4 
31-2 
365 
41-7 
46-5 
51-7 
56-9 
62-2 
67-6 


0 

I 

f  o 
0 

•9 

1-8 

2-1 

2-4 

2-7 

5-1 

6-6 

6'9 

6-2 

90 

9-4 

9-8 

10*2 

13-3 

13-8 

14-2 

14-7 

17-7 

18-2 

18-6 

19-1 

22-2 

227 

23-1 

23'6 

26-9 

27-4 

27-8 

28-3 

317 

32-2 

327 

33-2 

Of  U 

010 

o8'0 

38-6 

42-2 

427 

43-2 

437 

47-0 

47-5 

48-0 

48-6 

62-2 

527 

53-3 

53-8 

57-4 

67-9 

58-4 

68-9 

627 

63-3 

63-8 

64-3 

68-2 

687 

69-3 

69-9 

Table  VI.— To  be  used  in  ascertaining  Original  Gravities  by  the  Evaporat: 

Process. 


ion 


Degrees  of  Spirit-Indication  with  corresponding  degrees  of  gravity  lost  in  Malt-Worts. 


Degrees  of 

Spirit- 
Indication 

•0 

•1 

•2 

•3 

•4 

•5 

•6 

7 

■8 

•9 

0 

•3 

7 

1-0 

1-4 

17 

2-1 

2-4 

2-8 

3-1 

1 

3-5 

3-8 

4-2 

4-6 

50 

6-4 

5-8 

6-2 

6-6 

7-0 

2 

7-4 

7-8 

8-2 

87 

9-1 

9-5 

9-9 

10-3 

107 

11-1 

3 

11-5 

11-9 

12-4 

12-8 

13-2 

13-6 

14-0 

14-4 

14-8 

15-3 

4 

15-8 

16-2 

16-6 

17-0 

17-4 

17-9 

18-4 

18-8 

19-3 

19-8 

5 

20-3 

207 

21-2 

21-6 

22-1 

22-5 

23-0 

23-4 

23-9 

24-3 

6 

24-8 

25-2 

25-6 

26-1 

26-6 

27-0 

27-5 

28-0 

28-5 

29-0 

7 

29-5 

30-0 

30-4 

30-9 

31-3 

31-8 

32-3 

32-8 

33-3 

33-8 

8 

34-3 

34-9 

35-5 

36-0 

36-6 

37-1 

377 

38-3 

38-8 

39-4 

9 

40-0 

40-5 

41-0 

41-5 

42-0 

42-5 

43-0 

43-5 

44-0 

44-4 

10 

44-9 

45-4 

46-0 

46-5 

47-1 

47-6 

48-2 

487 

49-3 

49-8 

11 

50-3 

50-9 

51-4 

51-9 

52-5 

53-0 

53-5 

54-0 

54-5 

55-0 

12 

55-6 

66-2 

667  . 

57-3 

57-8 

58-3 

58-9 

59-4 

59-9 

60-5 

13 

61-0 

61-6 

62-1 

627 

63-2 

63-8 

64-3 

64-9 

65-4 

66-0 

14 

66-5 

67-0 

67-6 

68-1 

637 

69-2 

69-8 

70-4 

70-9 

71-4 

1 

15 

72-0 

spirituous  liquid  was  now  taken  by  the  weighing  bottle.  To  obtain  a  correction  for 
the  small  quantity  of  alcohol  unavoidably  introduced  by  the  yeast,  a  parallel  expe- 
riment was  made  with  that  substance.  The  same  weight  of  yeast  was  mixed  with 
water,  and  distilled  in  another  similar  retort.  The  volume  of  this  second  distillate 
was  also  made  up  by  water  to.  the  beer  volume ;  its  specific  gravity  observed,  and  de- 
ducted from  that  of  the  preceding  spirituous  liquid.  This  alcohol  was  added  to  that 
obtained  in  the  first  distillation  of  the  beer,  and  the  weight  of  starch-sugar  cor- 
responding to  the  whole  amount  of  alcohol  was  calculated.    This  was  the  first  result. 

'  For  the  solid  matter  of  the  beer :  the  spiritless  liquid  remaining  in  the  retort  was 
made  up  with  water  to  the  beer  volume,  and  the  specific  gravity  observed.  A 
correction  was  also  required  hero  for  the  yeast,  which  is  obtained  by  making  up  the 
water  and  yeast  distilled  in  the  second  retort,  to  the  original  volume  of  the  beer,  and 
deducting  the  gravity  of  this  fluid  from  the  other.  The  quantity  of  starch-sugar  cor- 
responding to  this  corrected  gra^nty  of  the  extractive  matter  was  now  furnished  by 
the  table.    This  was  the  second  result. 

'  The  two  quantities  of  starch-sugar  thus  obtained  wore  added  together.  The 
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specific  gravity  of  the  solution  of  the  whole  amount  of  starch-sugai?,  as'  found  in  the 
table,  represented  the  original  gravity  of  the  beer.  ,       ,         ,  • 

'  This  method  must  give  an  original  gravity  slightly  higher  than  the  truth,  owing 
to  the  circumstance  that  the  dextrin,  albumen,  and  salts,  which  are  found  among  the 
solid  matters  dissolved  in  beer,  are  treated  as  having  the  low  gravity  of  extractive 
matter,  and  accordingly  amplified  by  about  one-sixth,  Hke  that  substance,  in  allowing 
for  thorn  ultimately  as  starch-sugar.  The  error  from  this  source,  however,  is  incon- 
siderable. It  is  to  be  further  observed,  that  the  error  from  imperfect  manipidation, 
of  which  there  is  most  risk  in  the  process,  is  leaving  a  little  sugar  in  the  extractive 
matter  from  incomplete  fermentation.  This  accident  also  increases  the  original 
gravity  deduced.  The  process  has  given  results  which  are  remarkably  uniform,  and 
is  valuable  in  the  scientific  investigation  of  the  subject,  although  not  of  that  ready  and 
easy  execution  which  is  necessary  for  ordinary  practice,  and  which  recommends  the 
former  method.' 

The  following  is  a  statement  by  M.  L.  Pasteur  of  a  new  process  for  making  beer  so 
as  to  render  it  unchangeable  : — 

'  Every  one  knows  that  beer  is  very  liable  to  change ;  during  the  summer  it  will 
deteriorate  in  a  month  or  six  weeks. 

'The  wort  used  in  the  preparation  of  beer  is  very  difficult  to  preserve.  At  a  high  tem- 
perature the  wort  of  beer,  in  the  course  of  a  few  hours,  especially  in  stormy  weather, 
will  go  through  a  great  many  different  alterations.  The  alterations  in  the  wort  of  beer 
have  such  an  influence  in  the  making  of  this  drink,  that  it  becomes  absolutely  necessary 
for  the  brewer  to  use  the  greatest  precautions  to  guard  against  its  disastrous  effects.  A 
low  temperature  is  essential  to  the  preservation  of  the  wort  of  beer,  and  sometimes  ice 
is  employed.  What,  then,  are  these  alterations  which  rule  over  the  process  of  fer- 
mentation, and  why  should  not  means  for  combating  them  be  found,  more  simple 
and  more  economical  than  those  already  in  use?  I  have  devised  a  new  process  of 
cooling  and  of  fermentation,  and  the  following  are  some  of  the  residts  of  my 
work : — 

'  1.  The  changes  in  beer  are  due  to  the  development  and  the  multiplication  of 
microscopical  organisms  which  I  will  call  sick  fermentation. 

'  2.  The  germs  of  this  fermentation  are  carried  by  the  air,  and  by  the  utensils  in 
use,  &c. 

'  3.  Whenever  the  beer  does  not  contain  these  living  germs,  which  are  the  cause  of 
its  deterioration,  it  becomes  unchangeable,  at  whatever  temperature  it  is  made. 

'  4.  I  can  show  that  by  the  employment  of  certain  processes  in  brewing,  all  the 
malt,  all  the  yeast,  and  all  the  beer  receive  the  germs  of  diseases  proper  to  these  sub- 
stances. 

'  Let  us  take  a  beer  that  has  been  made  according  to  the  usual  process  employed  in 
England,  France,  or  Germany.  Let  us  expose  it  in  closed  bottles  at  a  temperature  of 
from  15°  to  25°  C.  It  constantly  happens  that  this  beer  in  the  course  of  a  few  weeks 
will  be  unfit  for  use.  Its  preservation  is  only  possible,  in  some  exceptional  cases,  by 
the  addition  of  a  quantity  of  hops  superior  to  those  generally  used.  At  the  time  that 
the  change  is  taking  place,  the  microscopical  organisms  will  make  their  appearance 
and  multiply.    Wliat  gives  birth  to  these  organisms  ? 

^  '  My  studies  have  proved  that  the  most  changeable  organic  liquids,  such  as  blood, 
the  juice  of  the  grape,  &c.,  can  be  preserved  indefinitely,  without  any  change  what- 
ever, when  exposed  to  the  ordinary  air,  but  air  deprived  of  those  particles  of  dust 
which  It  always  carries  about,  and  which  are  deposited  on  the  surface  of  all  the  objects 
of  nature.  The  contradiction  that  this  proposition  has  raised  will  soon  be  overcome 
by  a  simple  experiment  which  I  have  often  shown  before  the  Academy,  and  which 
consists  in  shutting  up  the  liquids  in  vessels,  ha^nng  an  opening  placed  at  the  end  of 
a  winding-tube,  but  so  far  removed  from  the  liquid  contained  in  the  vessels  that  the 
particles  of  dust  held  in  suspension  in  the  air  cannot  come  in  contact  with  the 
liquid. 

'  That  settled,  let  us  prepare  a  series  of  vessels  where  the  wort  of  beer  may  be  per- 
tectly  preserved  for  weeks,  months,  or  years  ;  then,  by  a  very  simple  process,  which  is 
the  employment  of  a  second  tube  like  that  of  which  I  have  spoken,  let  us  introduce 
separately  m  each  of  these  a  drop  from  all  the  beers  of  commerce.  As  the  clearest 
Ijeer  always  contains  some  globules  of  yeast  in  suspension,  the  alcoholic  fermentation 
will  be  established,  and  the  wort  of  beer  contained  in  each  of  them  will  in  a  few  days 
undergo  some  transformation.  Or,  if  the  experiment  be  carried  on  in  a  stove  at 
summer  heat,  and  allowed  to  remain  some  weeks,  the  globules  of  ordinary  alcoholic 
yeast  will  soon  bo  associated,  in  numbers  more  or  less  considerable,  with  the  sick  fer- 
mentation of  which  I  have  before  spoken.  The  germs  of  this  fermentation  exist  in 
rcsidts         °^  commerce.    This  interpretation  of  facts  is  confirmed  by  the  following 
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'  If  a  beor  deprived  of  all  the  germs  of  disease  is  prepared,  and  wort  that  has  not 
undergone  any  change  is  then  added,  a  beer  is  obtained,  in  all  c-ises,  that  will  bo  per- 
fectly  healthy  and  free  from  any  living  organisms  excepting  those  which  constitute  tlie 
globules  of  the  alcoholic  yeast.  This  experiment  proves  the  correlation  that  exists 
between  the  changes  in  beer  and  microscopical  organisms. 

'  From  my  studies  on  wine  I  have  deduced  tliat  wine  is  not  a  liquid  that  chan/jos 
of  Itself ;  the  same  thing  is  true  of  beer.  The  causes  of  the  changes  come  from  with- 
out. The  only  modifications  that  are  spontaneous  are  the  changes  of  a  chemical  order, 
sometimes  from  contact  with  oxygen,  or  from  the  effects  of  growing  old,  and  a  reaction 
taking  place  between  the  constituent  elements. 

'  These  changes  in  the  nature  of  a  liquid  have  nothing  to  do  with  disease.  Wlien 
any  change  takes  place  in  beer,  such  as  becoming  thin,  putrid,  sour,  strange  organisms 
are  developed  in  it,  and  these  organisms  would  not  be  there  unless  the  germs  had 
existed  originally  in  the  liquid  mass.  Beer  might  be  carried  into  the  hottest  countries 
if  these  germs  of  disease  did  not  exist  in  it. 

'  Nothing  can  better  demonstrate  that  the  changes  in  the  wort  of  beer  are  duo  to 
microscopical  organisms,  than  the  fact  that  if  this  wort  has  been  previously  boiled,  or 
any  other  means  used  to  destroy  the  germs  of  vitality,  no  change  whatever  takes  place 
when  the  wort  is  brought  into  contact  with  the  air. 

'  Concerning  the  yeast  of  beer,  the  facts  do  not  present  themselves  with  such  sim- 
plicity as  when  dealing  with  the  wort  or  the  beer.  The  latter  are  dead  substances ; 
the  yeast,  on  the  contrary,  is  living.  "Very  skilful  botanists,  amongst  whom  are  M. 
Turpin,  M.  Hoffmann,  and  M.  Tr^cul,  have  arrived  at  the  conclusion  from  their  own 
observations,  that  the  yeast  of  beer  gives  birth  to  different  mildews,  amongst  others 
the  Penicillium  glaueum. 

'  It  is  well  known  that  the  yeast  of  beer  is  liable  to  great  changes,  and  these  changes 
are  always  accompanied  by  the  development  of  microscopical  organisms.  From  whence 
do  these  organic  productions  come  ?  Are  they  a  modification  of  the  cellules  of  the 
yeast  in  the  conditions  of  the  new  life,  or  do  the  organisms  find  their  origin  in  the 
dust  from  the  objects  with  which  the  yeast  has  been  in  contact? 

'  I  prepared  some  yeast  deprived  of  ^1  germs  foreign  to  its  own  nature,  and  I  can 
therefore  give  an  account  of  the  changes  it  underwent  when  brought  in  contact  with  tho 
pure  air.  In  this  condition  the  yeast  appeared  perfectly  inert,  like  a  mineral  sub- 
stance, giving  rise  to  no  fermentation  whatever ;  it  did  not  even  give  birth  to  the 
Mycoderma  vini,  which  is  so  like  the  yeast  in  its  structure,  its  form,  and  mode  of 
development. 

'  If  one  understands  the  preceding  principles,  it  is  easy  to  see  that  beer,  which  is  no 
longer  exposed  to  changes,  may  be  made  at  any  temperatm-e. 

'  We  must  consider,  first,  that  the  beer  is  forced  to  come  to  a  state  of  ebulli- 
tion when  it  is  still  in  the  form  of  extract  of  malt  with  hops ;  during  this  process 
all  the  germs  of  disease  are  destroyed.  The  hot  wort  is  enclosed  in  a  vat,  and 
then  cooled  either  by  contact  with  the  air  or  by  a  cm-rent  of  water.  The  germs  can  bo 
easily  kept  out  diu-ing  the  process  of  cooling,  by  allowing  carbonic  acid  gas  to  enter 
one  of  the  tubes,  while  the  other  tube  allows  the  excess  of  gas  to  escape.  It  must 
then  be  put  to  the  operation  of  fermentation,  as  much  as  possible  sheltered  from  tho 
common  air,  and  using  a  yeast  that  is  perfectly  pure.  Where  is  this  pure  yeast  to  be 
found  ? 

'  I  have  observed  that  even  in  the  best  breweries  the  yeasts  are  always  impure, 
because  this  impurity  is  due  to  the  processes  now  in  use.  The  employment  of  impure 
yeast  renders  the  making  of  beer  in  closed  vessels  impossible,  and  even  exaggerates 
the  defects  of  the  present  process,  if  closed  vessels  are  employed. 

'  The  physiological  difference  between  yeast  and  the  sick  fermentation  is  worthy  of 
attention.  While  the  yeast  of  beer  lives  and  multiplies  in  contact  with  the  air  more 
rapidly  than  in  the  presence  of  carbonic  acid  gas,  the  germs  of  disease,  on  the  contrary, 
are  cramped  in  their  life  by  the  presence  of  oxygen  gas.  The  result  is,  when  the 
operations  are  carried  on,  sheltered  from  the  air,  tlie  accessory  fermentations  develop 
with  facility,  while  the  alcoholic  fermentation  is  slackened,  because  the  yeast  of  beer 
cannot  spread  in  contact  with  the  oxygen— a  new  source  of  activity.  All  the  attempts 
to  make  beer  in  closed  vessels  have  failed  up  to  the  present  time.  But  these  effects 
arise  from  tho  impurity  of  the  yeast  commonly  used  by  brewers.  For  if  the  yeast 
does  not  contain  germs  foreign  to  its  nature,  they  can  neither  appear  spontaneously  nor 
by  a  transformation  in  the  yeast.  Such  are  the  principal  motives  for  the  employment 
of  a  pure  yeast,  especially  in  my  process.  Several  methods  can  be  employed  for  tlio 
production  of  pure  yeast,  but  it  woidd  take  too  long  to  explain  the  means  I  hare 
adopted;  it  will  suffice  to  say  that  tho  difference  of  the  action  of  the  oxygen  of  tlio 
air  on  the  yeast  and  on  the  sick  fermentation  should  be  profited  by. 

'  I  put  then  into  tlie  wort  pure  yeast ;  the  fermentation  takes  place,  and  being  eftectca, 
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sheltered  from  the  air,  or  in  the  pi-eseiice  of  limited  quantities  of  pm-e  air,  it  does  not 
give  alien  fermentations,  because  the  yeast  of  beer  only  was  sown  ;  and  whatever  is 
advanced  on  the  subject  of  possible  transformation  of  yeast  into  Mycoderma  accti,  com- 
mon mildews,  &c.,  or  vice  versd,  is  erroneous.  Lastly,  when  the  beer  is  finishodj  it  can 
be  treated  in  the  ordinary  manner,  without  any  fear  of  the  contact  with  the  air  -j^vo- 
ducing  any  serious  inconveniences,  because  tlie  beer  finished  or  on  the  point  of  being 
finished,  does  not  offer  favourable  conditions  for  receiving  the  germs  of  disease  ;  at 
least,  those  which  do  not  want  the  oxygen  of  the  air  to  live  and  multiply.  As  to  tho 
others,  which  are  the  Mi/codcrma  aceti  and  the  Mycoderma  vini,  simple  precautions 
enable  them  to  be  easily  avoided. 

'  Beer  made  under  the  conditions  I  have  shown,  and  placed  according  to  custom 
in  casks  recently  tarred,  or  put  in  bottles,  may  be  preserved  for  an  indefinite  time, 
even  in  a  stove  of  from  20°  to  25°  C.  Far  from  suffering  any  change  by  time,  it 
appears  rather  to  become  softened  by  the  effect  of  old  age,  in  the  same  manner  as 
wines  which  can  be  preserved  without  deteriorating.  One  can  now  understand  the 
possibility  of  suppressing  the  use  of  ice  during  and  after  the  fermentation,  since  the 
now  process  is  applicable  in  all  temperatures.  The  temperature  of  the  cellars  where 
the  beer  is  preserved  should  be  not  lower  than  10°  to  12°  C. ;  a  temperature  that  can 
be  obtained,  even  in  summer,  in  temperate  climates,  by  having  the  cellars  a  moderate 
depth.' 

PERMEXTTATIOXr  PAXtTART.    See  Ebead. 

FERRIC  ACID.  (FeO'.)  This  compound  having  been  prescribed  as  a  source 
of  supplying  oxygen  to  persons  confined  in  diving-bells  and  in  mines,  by  M.  Payerne, 
claims  notice  in  a  practical  work.  M.  Fremy  is  the  discoverer  of  this  acid,  which 
he  obtains  in  the  state  of  ferrate  of  potash,  by  projecting  10  parts  of  dry  nitre  in 
powder  upon  5  parts  of  iron  filings,  ignited  in  a  crucible ;  when  a  reddish  mass, 
containing  much  ferrate  of  potash,  is  formed.  The  preparation  succeeds  best  when 
a  large  crucible,  capable  of  holding  about  a  pint  of  water,  is  heated  so  strongly  that 
the  bottom  and  a  couple  of  inches  above  it,  appear  faintly,  but  distinctly  red,  in 
which  state  the  heat  is  still  adequate  to  effect  due  deflagration  without  decomposition. 
An  intimate  mixture  of  about  200  grains  of  dried  nitre  with  about  one-half  its  weight 
of  the  finest  iron  filings,  is  to  be  thrown  at  once  upon  the  side  of  the  crucible.  The 
mixture  will  soon  swell  and  deflagrate.  The  crucible  being  taken  from  the  fire,  and 
the  ignited  mass  being  cooled,  is  to  be  taken  out  with  an  iron  spoon,  pounded,  and 
immediately  put  into  a  bottle,  and  excluded  from  the  air,  from  which  it  would  speedily 
attract  moisture,  and  be  decomposed.  It  is  resolved  by  the  action  of  water,  especially 
with  heat,  into  oxygen  gas,  peroxide,  and  nitrate  of  iron.  This  acid  has  not  been 
obtained  in  a  free  state  ;  it  appears  indeed  to  be  scarcely  capable  of  existing  alone, 
decomposing,  as  soon  as  liberated,  into  oxygen  and  ferric  oxide. —  Graham. 

jVIr.  J.  D.  Smith  prepares  the  ferrate  of  potash  by  exposing  to  a  full  red  heat  a  mix- 
ture of  finely-powdered  peroxide  of  iron  with  four  times  its  weight  of  dry  nitre.  It 
has  an  amethyst  hue,  but  so  deep  as  to  appear  black,  except  at  the  edges.  Oxygen  is 
rapicUy  evolved  by  the  action  of  sulphuric  or  nitric  acid  upon  its  solution.  He 
considers  the  atom  of  iron  to  exist  in  this  compound  associated  with  3  atoms  of 
oxygen,  or  double  the  proportion  of  that  in  the  red  oxide.  Hence  52  grains  of  pure 
ferric  acid  should  give  oflf  12  grains  of  oxygen,  equal  to  about  35  cubic  inches  ;  but 
how  much  of  the  ferrate  of  potash  may  be  requisite  to  produce  a  like  quantity  of  oxygen 
cannot  be  stated,  from  the  uncertainty  of  the  operation  by  which  it  is  produced. 

FERRZCAIiCITE.  A  term  sometimes  applied  to  those  limestones  which  con- 
tain a  large  percentage  of  oxide  of  iron.  The  iron  ore— 'Ked  ore,'  of  the  Churnet 
\  alley,  North  Staffordshire— may  be  regarded  as  a  striking  example. 

FERRIC  SAI.TS.  Salts  of  ferric  oxide,  or  peroxide  of  iron.  Thus  the  sulphate 
of  sesquioxide  of  iron  may  be  called  ferric  sulphate. 

FERROCTAiriBES.  The  compounds  of  the  radical  ferrocyanogeu.  The  latter 
radical  is  bibasic ;  when,  therefore,  it  combines  with  hydrogen  to  form  ferrocyanic 
acid,  It  takes  up  two  atoms.  These  two  atoms  of  hydrogen  can  be  replaced  by  metals 
as  m  fcrrocyanide  of  potassium  or  prussiato  of  potash,  as  it  is  commonly  called.  Sco 
l^RTissiATE  OF  Potash.  Ferrocyanogen  consists  of  CN'Fe,  which  may  also  be  written 
ty'Fe,  or,  for  brevity's  sake,  Cfy. 

The  modes  of  preparing  the  ferrocyanidos  differ,  according  as  the  resulting  sub- 
stance 18  soluble  or  insoluble  in  water.  The  soluble  salts,  such  as  those  with  alkalis 
are  prepared  either  by  neutralising  hydroferrocyanic  acid  with  the  proper  metallic 
oxiuc,  or  by  boiling  prussian  blue  with  the  oxide,  the  metal  of  which  it  is  intended  to 
combine  wth  the  fcrrocyangcn.  Other  methods  may  also  be  adopted  in  special  cases, 
w  11  bo*^!*:?.'!  P^,?P'^""g  tlio  fcrrocyanides  of  the  alkali-metals  on  the  large  scale 
wiil  be  described  m  the  article  PHrssiATio  of  Potash. 

When  the  fcrrocyanide  is  insoluble  in  water,  it  may  bo  prepared  by  precipitating 
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2(O„O,SO-)  +  K'0fy.0u'Ofj  +  2(KO,SO>). 
Tli»  above  equation  wittei,  in  full  beeomos 

2(CuO,S0')  +  ire-NTo  - Cu'C'N'Fo  +  2(K0  SO") 
a(0«SO')  +  K.c-H.re  =  2(K=SO';  +  C«.O.WPe. 

Of  ^^^^^^^  -ti-' 

alfS"CSe°4pSSr''"'  'digesting  hydrate  of 

of  pSr*'""  -"'•--"either  of  th..e  «,It.  i»  Wn  in  a  ..at. 

..%t"s;ti^^:^-2^utein^^^^      f'-- - 

Ferrocvanide  of  bismuth    WulT  ^^^PfJ^^ing  to  crystallisation, 
greenish  tint  on  keeping  for  some  dme^        precipitate  is  obtained.   It  becomes  of  a 

\:^:'::^irtoi:^^^^^^  that  of  barium, 

lime  for  baryta-water.        ""^^"^i^i^y  ot  lime  in  water,  we  must  substitute  cream  of 

Ferroci/anide  of  cerium  is  a  white  salt  only  sliehtlv  sohiblp  Jr,  ^.f  t. 
are  very  imperfectly  known  ^  ""gawy  soluble  m  water.    Its  properties 

4^^^S^J4^ZZ-;^^^Z°'^'''°''''  si™  a  yellow  pre 

verted  into  a  purplish  rid  subsS  p^.f^'ff ■T^^'^N  ?°  exposure,  becomes  con- 
cyanide  of  copperwhichTlIs  do^  on  ?r  °i  ^  identical  with  the  ordinary  ferro- 
copper  with  solutions  oTf^yaS  oTpSssif °'  '''''      ^'^^  f-^-'i^ 

of  a?rm:TwlfS^^^  Em^oS^f^i'^^^^^^^^^  the  form 

sulphate  of  glucina.         ^  decomposing  ferrocyanide  of  lead  with  a  solution  of  sub- 

Ferroci/amde  of  hydrogen  constitutes  ferroprussic  acid. 

Herrocyamde  of  iron,  or  prussian  blue.—This  salt  Px,-sf«  in  i 
cording  to  the  mode  of  preparation.    Th;  oiSrv  slinfL    several  conditions,  ac- 
of  ferrocyanide  of  potas^iuJi  to  a  solution  oTa  peSaTt  of  rt         ^  " 

Ferrocyanide  of  lead  is  procured  as  a  white  Dreciniflf-A        p-i-  ,  • 

ferrocyanide  of  potassium  to  a  salt  of  lead.         Precipitate  by  adding  a  solution  of 

Ferrocyanide  of  magnesitm  is  probably  best  rarpmrp^       ^       v  •  ^ 
acid  with  magnesia  or  its  carbonate.    It  forms  a3'y:Lw^sa  t'''^''"^  ferroprussic 

Ferrocyanide  of  manganese  may  be  obtained  a<?  a  wli^fo        •  -1  . 
^.nideof  pota^iu.  fo  a  so.utiL  of  pnrel^^htlT^S^lJp"^"!  S.' 

ta:s:i:^Sw^z*tf»rrSff=^^^^  »^  po- 

i^brT-ocyajticfe  o/jztc/te^  is  obtained  under  the  form  of  a  tjSe  aS  L 
on  addition  of  prussiate  of  potash  to  a  salt  of  nickel         ^     ^pple-green  precipitate, 

silSrTair"'"'  -/«-^^«n-Ferrocyanide  of  potassium  gives  a  white  precipitate  with 

^Ferrocyanide  of  sodium  may  be  formed  by  the  action  of  caustic  soda  on  prussian 

Ferrocyanide  of  strontium  can  be  procured  precisely  in  thn  <!n7no  .1 
corresponding  barium  salt.  "^"^^^ 

Ferrocyanide  of  tantalum  has  probably  never  been  obtained  iiure     Wnnocf^.,  ^  t 
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J?,,T«,»,„W,  ./<;»ri»».-A  whit-  precipiwto  i.  p>-c«1..c«l  I.J  the  octiou  of  solution 

a'lrk  reddish  brown  precipitate  wifclx  ferrocyanido  of  potassium. 

of  vanadic  oxide  give  pale  yeUow,  and  of  vauadic 

ncid  rich  ereen  precipitates  with  prussiate  of  potash.  i     ,  ^  •     n  • 

^^/r—e^-cZ^  te  prepared  by  precipitation.    It  may  be  obtained  in 

the  form  of  a  white  powder  by  the  action  of  oxide  or  carbonate  of  zinc  on  fcrro- 
prussic  acid.-C.G.W.    See  Watts's  '  Dictionary  of  Chemistry.  _ 

rERBOCYAWOGEW,  a  compound  radical,  in  which  the  metallic  iron  is  an  im- 
portant constituent.    See  previous  article,  and  Wattss  '  Dictionary  of  Chemistry.' 

FERSOVS  SAI.TS.  Salts  of  ferrous  oxide  or  protoxide  of  iron,  ihus  green 
vitriol  may  be  caUed  ferrous  sulphate,  instead  of  sulphate  of  protoxide  of  iron.  In 
like  manner  ferrous  chloride  is  synonymous  with  protochloride  of  iron. 

FERRVGIN'OTrs  QVARTZ.   A  quartz  stained  by  iron,  an  intermediate  state 
between  quartz  and  jasper.    See  Jasper.  „       ,  ^  ^.t.    a  t.. 

PBTT-STEIBT,  Ger.  (Fat  Stone.)  A  variety  of  Nephehne,  one  of  the  Scapolite 
family,  so  called  from  its  resinous  lustre.  ^     ,    .  i  , 

FEVERFEW.  The  popular  name  of  the  Pyrethnim  Partkemum,  much  used 
amongst  the  peasantry  as  a  remedy  for  fevers.  It  contains  some  tannic  acid  and 
has  been  employed  in  Germany  in  tanning  and  currying  leather.  The  Pyrethrum 
officinale  is  the  Pelletory  of  Spain.    See  Pyrethrum. 

FIBRES,  or  FIBROUS  BODIES.  Prom  time  to  time  numerous  grasses,  fibrous 
barks,  and  other  substances  of  a  similar  character,  have  been  introduced  into  com- 
merce ;  a  few  of  these  only  have  been  found  available  for  manufacture.  It  is,  however, 
deemed  of  interest  to  describe  briefly  some  of  these.  Some  of  the  more  important 
vegetable  fibres  will  be  fuUy  noticed  under  their  respective  heads.  (See  Coir;  Es- 
parto; Plax;  Hemp;  Phormium,  &c.) 

China  GVass.— This  fibre  is  obtained  iiomUrtica  {Bmhmeria)  nivea,  which  grows  abun- 
dantly in  China,  and  in  various  parts  of  our  Indian  empire.  The  samples  whicli  have 
been  imported  are  principally  obtained  from  Canton  and  Hong-Kong.  In  1849,  Messrs. 
"Wright  and  Co.  obtained  a  patent  for  the  preparation  of  this  fibre.  Their  process 
consisted  essentially  of  boiling  the  stems  in  an  alkaline  solution,  after  they  had  been 
previously  steeped  for  24  hours  in  cold  water,  and  for  24  hours  in  water  at  90°  Pahr. 
The  fibre  is  then  thoroughly  washed  with  pure  water,  and  finally  subjected  to  the 
action  of  a  current  of  high-pressure  steam  till  nearly  dry. 

Callooee  Hemp  or  Ehea. — This  fibre  is  usually  confounded  with  China  grass ;  but 
there  is  little  doubt  they  are  obtained  from  two  different  kinds  of  urtica ;  the  China 
■grass  from  the  Urtica  nivea  of  "Willdenhow ;  the  Callooee  Hemp,  Kalmoi,  or  Eami,  of 
Sumatra,  and  the  Shea,  from  the  Uriica  tenacissima  of  Eoxburgh.    The  plant  pro- 
ducing the  CaUooee  hemp  was  introduced  from  Bencoolen  to  Calcutta  in  1803,  where, 
under  the  care  of  Dr.  Eoxburgh,  it  was  for  many  years  cultivated  in  the  Botanic 
Gardens.    In  1814,  a  quantity  of  the  Callooee  hemp  was  imported  into  England,  and 
properly  tested ;  its  practical  value  was  thought  so  highly  of,  that  the  Society  of  Arts 
awarded  a  silver  medal  to  Capt.  James  Cotton,  of  the  East  India  Company,  who  in- 
troduced it.    '  The  chief  obstacle  which  interfered,  however,  with  its  use,  was  the 
difficulty  which  was  found  to  exist  in  the  preparation  of  the  fibre  from  the  stems  of 
the  plants  ;  none  of  the  processes  usually  adopted  with  flax  or  hemp  were  found  to 
bo  at  all  suitable  to  them ;  and  the  rude,  wasteful,  and  imperfect  means  employed  by 
the  natives  in  preparing  the  fibre  for  the  manufacture  of  twine,  thread,  and  fishing 
nets,  by  the  mere  process  of  scraping,  were  wholly  inapplicable  on  a  large  scale, 
and  gave  besides  only  a  very  inferior  result.    When  macerated  or  retted  in  water,  it 
was  found  that  the  fibre  itself  was  more  easily  destroyed  than  the  glutinous  matter  of 
the  stem.    During  the  last  forty  years,  various  attempts  have  been  made  to  devise  a 
good  and  cheap  process  for  preparing  this  fibre,  but  hitherto  without  much  success  ;■ 
and  consequently,  till  quite  recently,  the  cost  of  the  fibre  was  such  as  to  preclude  its 
being  brought  into  the  market  as  a  substitute  for  fiax.    But  recent  investigations  haA'o 
shown  that  the  Urtica  tenacissima  and  the  U.  heterophylla  may  be  obtained  in  almost  un- 
limited quantities  in  various  parts  of  India ;  and  a  process  which  has  been  lately 
patented  appears,  to  a  very  great  extent,  to  have  removed  the  practical  difficulties 
which  previously  stood  in  the  way  of  its  employment  by  manufacturers ;  so  that  in  a 
few  years  it  is  probable  that  the  Callooee  hemp  will  constitute  an  important  addition 
to  the  fibrous  materials  employed  in  the  arts.' — Jwors'  Beport,  Great  Exhibition,  1851, 
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Alpiuo  jungles.    TJio  Tod  tZt  Z?.   T  J  ^'^""fc      My.soro,  flourishing  in 

water,  iex^vlnch  hey  r  Sy  l^'^^'V^  ^l-'s  phtut  by  boiling  the  stem^  i„ 

a  coarse  but  very  stroL-  Se  K  M,  "  '"i"^^  ""'^  "I^''^  into 
or  twelve  days  Jfter  wl.i.  '""^^^  "  ""I'  ^"  ^^ter  for-  ten 

is  easily  peeled  off  "^^^'^  ^^''^  "°  "^"'^^^  ^hat  the  outer  fibrous  portion 

oicHZ7a\'^Z\7?^^^     '^^^  the  fibres  of  the  Calolropi^  (A,clepiaH\ 

•X^^d  fs  ProSZ  7     '  ^1^1-  '^^""^^'^"tly,  in  various  parts  of  tff  BY^Sf  S 

SitlJ'o;^^^^^^^  ^^^^^"^  "^^^'--^        maWactuxeof  cord'laS 

Ti^i:S  ::ilS^[h:^,J^:^iJ;'^°  -a  other  amed  species. 

I'^ne-apple  jibre,  sometimes  called  Ananas  flax.    This  has  been  premred  in  Tnvo 

fiirni^fnvSl  .Af '•^•-Iq  tlie  Government  establishments  of  Ceylon  this  is  extcnsivelv 
employed.  Canvas  and  ropes  are  made  of  it.  It  is  obtained  from  the  MMxliS 
It  IS  calculated  that  8  cwt.  per  acre  of  tins  excellent  fibre  might  be  obllin^r 

Mahant  i«rX-.-Employed  at  St.  Vincent's  in  the  manufacture  of  fishiiur  nets 
common  cord,  and  coarse  lines  for  fishing.  nsmng  nets, 

Neiu^  Orleans  mess  {TiUandsia  usneoides),  a  substitute  for  horse-hair  as  a  stuffing 
material  for  upholsterers.  Sometimes  the  fibrous  husk  of  the  IndSn  corn  L  Sed 
for  the  same  purpose,  but  it  is  more  brittle  than  the  moss 

riT::7^^''''i^  These  fibres  are  obtained  from  many  varieties  of  the  palm. 

and  rofht7Jp':>r' ^^^^         «f  p^p-. 

The  following  tables  by  Dr.  Eoxbui-gh  and  Dr.  Wright,  afford  much  information 
as  to  the  relative  strengths^of  diflPcrent  kinds  of  fibrous  substances.  The  fosTteble 
gives  experiments  made  by  Dr.  Eoxbm-gh  in  1804 ;  some  of  the  fibres  were  however 
probably  imperfectly  prepared ' 


Common  Name 

Botanical  Name 

Breaking  Weight 

1.  Hemp  (English) 

2.  Miu-ga  (Sanseviera)  . 

3.  Aloe  .       .       .  . 

4.  Ejoo  ..... 
0.  Donsha 

6.  Coir 

7.  Hemp  (Indian)  , 

8.  Woollet  comal  . 

9.  ?    .       ,       .  ■ 

10.  Sunn  

11.  Bunghi  paat 

12.  Ghu  nala  paat  . 

13.  ?    .       .  . 

14.  Flax  (Indian)  . 

Cannabis  sativa 
Alectris  nervosa 
Agave  Americaoial  . 
Saguerus  BumpMi  . 
Mschgnomone  cannaUna  . 
Cocos  nucifera .... 
Cannabis  sativa 
Abroma  Aiigusta 

Banhinia  

Crotolaria  juneea 
Corcliorus  olitorius  . 

„  capsularis 
Hibiscus  manihot 
Limim  usitatissimim 

lbs. 
105 
120 
110 
96 
88 
87 
74 
74 
69 
68 
68 
67 
61 
39 

In  1808,  Dr.  Koxburgh  made  another  series  of  experiments,  of  which  the  following 
table  gives  the  result : —  ° 

Common  Name 

Botanical  Name 

Breaking  Weighc 

1.  Bowstring  hemp 

2.  Callooee  hemp  . 

3.  ?    .       .       .  . 

4.  Sunn.  .... 
6.  Hemp  (Indian)  . 

6.  Donsha  .... 

7.  .         ?    .       .       .  . 

8.  Musta  paat 

9.  Bunghi  paat 

10.  Plantain  .... 

Asclepias  8p  

JJrtica  tcnacissima  . 
Corchorus  capsularis 
Crotolaria  juncea 
Cannabis  sativa 
JEschynomone  cannabina  . 
Hibiscus  strictus 

,,  cannabimis 
Corchorus  olitorius  . 
Musa  

lbs. 
248 
240 
164 
160 
158 
138 
128 
115 
113 
79 

Experiments  were  made  some  y. 
table  fibres  when  made  into  ropes. 


cars  ago  by  Dr.  "Wriglit  on  several  well-known  vege- 
The  following  were  the  results : — 
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Common  Kume 

Botanical  Name 

Breaking  Weight 

  ^  

1.  Yereum  nar 

2.  Jauapuin  .    ■  ■ 

3.  Cutthaliiy  nar  . 

4.  Gcttou      .       .       •  • 
n.  Maroot     .       .       .  • 
G.  Pooley  rauugu  . 

7.  Coir  

Calotropis  gigantea  . 

Crotolaria  juncca  . 

Agave  Americana 

Gossypium  licrbaceum 

Sansevicra  zeylanica 

Hibiscus  cannabinus 

Cocos  nucifera  .       .       •  • 

lbs. 

552 

407 

362 

346 

316 

290 

224 

e^  ivi  ^viS  ^ot'Sol  Uor,  dilute  muriatic  acid,  and  -ak  POtasM^^^^ 

^re  conwtibL  Tth  of  strong  sulphuric  acid  into  a  gummy  substance 

'nnaloo-ous  to  dextrine,  and  a  sugar  resembling  that  of  the  grape. 

iSJSJ^ou  has  of  late  /ears  been  directed  to  the  conversion  of  vegetable  fibre 

"'"£]o7nitilToJ^gM^  avd  anv>nal  fibres  in  spun  and  «  ^issm.-Kopp  has 
Htelv  examined  the  chemical  behaviour  of  animal  and  veget^able  fibres  with  a  view  to 
t&e~  n  mixed  fabrics.    Cellulose  (vegetable  tissue  of  whatsoever  origm)  re- 
s  sts  boiling  aqueous  solutions  of  an  alkali,  but  is  readily  attacked  by  sulphuric  mtric, 
and  hydrochloric  acids.    Cotton  can  be  soaked  without  material  injury  m  cold  water 
Containing  5  to  10  per  cent,  of  acid;  but,  if  heated,  the  cotton  is  disintegrated,  and 
ra^idlv  converted  into  gum  and  sugar.    Fuming  mtric  acid  and  mixtures  of  concen- 
trated sulphuric  and  nitric  acids  do  not  dissolve  cellulose,  but  convert  it  into  gun- 
cotton     Ammonia  has  no  action  on  cotton  and  hemp  at  any  temperature.    The  cuprate 
of  ammonia,  an  ammoniacal  solution  of  copper,  sometimes  spoken  of  as   Schweitzer  s 
test'  dissolVes  cotton,  hemp,  and  flax.    Vegetable  fibre  has  but _ little  affinity  for 
artificial  colom-s.    If  steeped  in  their  solutions,  it  takes  merely  a  stain,  which  is  easily 
removed  bv  soap.    Cellulose  is  not  easily  destroyed  by  chlorine  or  the  hypochlorites. 
If  bm-nt  it  yields  no  particular  smell.    Wool,  on  the  otlier  hand,  resists  acids,  even 
when  strong  and  hot,  but  is  dissolved  by  alkalis.    As  it  contains  sulphur,  sulphide  of 
sodium  is  found  on  steeping  it  in  soda,  which  gives  a  black  precipitate  with  the  acetate 
of  lead    Nitric  acid  turns  it  yeUow.    The  effect  of  chlorine  and  tlie  hypoclilorites  is 
verv  similar.    Schweitzer's  test  has  no  action  in  the  cold,  but  dissolves  it  when  hot. 
If  burnt  it  gives  off  the  well-known  smell  of  burnt  horn.    The  affinity  for  artificial 
colours  is  very  great,  even  without  tlie  aid  of  mordants.    Silk,  if  burnt,  smells  like 
wool    It  is  attacked  by  strong  and  hot  acids  more  readily  than  wool.    Nitric  acid 
tiu-ns  it  yellow.    Dilute  acids  have  little  immediate  action.    Alkalis  dissolve  it ;  but, 
as  no  sulphur  is  present,  there  is  no  formation  of  a  sulphide,  and  t;he  acetate  of  lead 
does  not  yield  a  black  precipitate.    Dilute  alkalis  affect  it,  but  without  solution. 
Ammonia  has  no  action.    In  Schweitzer's  test  it  dissolves  like  cotton.    Its  affinity 
for  colours  is  like  that  of  wool.    To  detect  cotton,  hemp,  flax,  and  jute  in  mixture 
with  wool  and  silk,  boil  the  sample  in  an  aqueous  solution  of  soda  containing  10  per 
cent  of  hydriite  of  soda.    Wool  and  silk  dissolve,  while  the  vegetable  fibres  remain 
unacted  upon.    The  whole  is  thrown  upon  a  cotton  filter,  and  the  undissolved  matter 
is  then  washed  with  hot  water,  and  afterwards  with  water  acidulated  with  5  per  cent, 
of  hydrochloric  acid,  to  which,  if  the  residue  is  black  or  dark-coloured,  a  few  drops  of 
chlorine-water  are  added.    Meantime,  the  original  alkaline  filtrate  can  be  tested  for 
wool  with  the  acetate  of  lead.    If  a  white  precipitate  is  formed,  which  dissolves  on 
stirring,  silk  alone  is  present.    A  black  precipitate  indicates  wool.    Tlio  nitro-peroxide 
of  sodium  gives  a  violet  colour  if  wool  be  present.    If  the  tissue  is  deeply  coloured 
it  maybe  cut  up  and  steeped  for  fifteen  to  twenty  minutes  in  a  mixture  of  two 
measures  of  concentrated  sulphuric  and  one  of  fuming  nitric  acid.    Wool,  silk,  and 
colouring  matters  are  destroyed,  while  the  cellulose  is  converted  into  gun-cotton. 
White  and  pale  mixed  tissues  maybe  tested  by  their  affinity  for  colours.  _  Cleanse 
and  rinse  thoroughly  in  water  to  remove  starch  and  similar  dressings  ;  boil  for  ten 
minutes  in  water  containing  2  per  cent,  carbonate  of  soda  and  a  little  soap  ;  then  rinse 
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|n?1^S;S  S  S^^V'^  r  ^  ^       C..  containing  2  p„ 

dissolving  a  few  clcoign^nleri^f '^enta  I.  S'to  ?o"''T  ^"P'"  ''^^  -lourWb; 
toboihng,  and  dxiring  oln.lliUon^  kl  o  l  '30  cubic  centimeters  of  water;  hea{ 

colour  only  remains  in  the  liS  u lo  off  fwT  ^  ''f^'  '''^"''f  ^'^^  ^  P'^l°  ^oso 
miuutcs  tako  out  to  dry  sTu  n'„l  f  f'""',  ''"'^  P"*^ '°  ^'^^  ^^"^Pl^  !  after  some 
colourless.    Wool  may  b<;  d  t^S^^^  the  vegetable  fibres  ren^b 

for  a  short  time  in  plumbate  of  tc^^a^^^^  o^^^  'f^^^^  \       ^«  '«^<1 

Or  a  piece  of  the  tissue  two  cZtt^  J'  colourless  and  the  wool  black, 

meters  of  Schweitzei"s  tolt  L  C  «qual-e,  may  be  boiled  in  10  to  12  cubic  cS 
silk  is  black  add  double  th    vo W  o?  "^^''1  '^"^  ''^       ^°  ^  the 

minutes:  after  taking  ovit  thn  3^^"^^ '^'^'^^^itzer's  test,  and  soak  ten  to  twelve 
nitric  acid,  gives  no  p^rec  pitate  IT^lll     ^  """'^       l'^^^^'  '^''''^y  neutralised  wiS 
riBRiN     Tf  Pnr,nr  ^     V    .  present,  but  cellulose  is  precipitated ' 

Mrin  is  fomed^TtlTnTofrf  t;'?.rf  ^  ^^^^^^ 

Schmidt,  the  MroIlaSl  Tr?  r,  '^''^'"f  albuminous  principles,  termed,  by  A 

pure  state  by^gSn^or  ^  '"^iTf  .^^''''^  "^^^  ^«  obtain  d  Tn  a 

^v^ill  attach  itself  to  th'enrin  W^redX^^^^^  T'^  ^  ^^""^^^  ^li«n  it 

by  working  them  with  the  L.rf<f,,nS  f  ^^™^°ts,  which  may  bo  deprived  of  colour 
i^om  a     U.ri.r^Jp^^^^^^  ScZlt 

denser  ;Lf:at!^i°f'^L:Sn;^^^^^^^^^  ^-P^'^.  -odorous, 

litmus.    When  dri^d  it  Ur^^Z  Jj-  l  T^^'^.  ^thout  action  on 

restores  its  sota  and  J 3  ^.^^  f^'  ^^^^^ 

oxygen,  7-02  hydrogen,  aSsf  nit  o^^^^^^^^^^^  tSt  r'"'  ''''' 

^S^rV^xr/  ^T"f sustenance V'cri;o'rotti^^^^^  ^^'^ 
occursJi^lPlept^^^^  It 

associftfd  "h  c^^uuim  uT'fJ''  ^'^^      coSmnar  forms, 

in  Swit^rlan^^  .ranee.  aM  t^cTafnS  lK%SrrrugM 

'  "'''"I'"""'  P'«»»'^.Tlieh  ws  give  in  Mr  wt<f. 

^.ZV'  'f.  "         °?  ■ntemediate  diameter,  neither  wholly  composed  of 

E«lS=veJ  ^''^'^      -  ^es^^S'SiJ 

tt;;r^l  e^fc'^'^^ively  manufactured  every  year.    S  Xo  are 

ags  under  r  sSrT  ^  '  "  ^"^-^  ^'^'^  ^^^^I'^'^g^  ^^-^  fall  from  wooUen 

f      o   ?     •  ^   <  prepare  them  for  the  machine  bv  which 

they  are  torn  into  "rag-wool/'    These  pieces  are  cut  off  and  withheld  from  the  telring 

^'o.^o7'.^r'1^-^''""f.'^'^^^^'^%"  ^^^'"g  t^^^^^d  -^°°i"g  along  t^em  orTr 
tions  of  cotton  lining  adherent,  or  other  vegetal  admixture.    In  rags  of  this  clVss 

nft    T.'  '""'"'^r'  diminishes  the  value  of  the 

til  V  i!  P^PfJ-^^¥^f°".°t  advantageously  work  off  the  cotton  because  of  the 
wool,  which  would  sprinkle  his  sheets  with  coloured  specks.  The  rag-wool  manu- 
facturer, on  the  other  hand  cannot  advantageously  convert  the  wool  t%  his  purpose 
paler  hue  "^""^  ^y^^'     ^^^^ents  of 

'  To  meet  this  difficulty  two  plans  have  been  of  late  years  proposed,  tiz  tlie  dis- 
integration of  the  cotton  by  means  of  dilute  acid,  in  order  to  the  separate  recovery  of 
the  wool ;  and  the  dissolution  of  the  wool  by  means  of  caustic  alkali,  in  order  to  the 
separate  recovery  of  the  cotton. 

'  Both  these  plans,  it  will  be  observed,  involve  the  sacrifice  of  one  material  for  the 
recovery  of  the  other ;  for  its  recovery  in  the  case  of  the  wool,  much  impaired  in 
strength  by  acidulation :  in  the  case  of  the  cotton  at  a  considerable  expenditure  of 
the  alkaline  solvent. 

'The  process  now  under  review  was  devised  in  the  year  1857,  with  special  refer- 
ence to  this  class  of  mixed  rags ;  as  also  to  the  unsortuble  residuum  which  remains 
under  the  name  of «'  land  rags,"  after  the  sorting  of  a  heap  has  been  pushed  as  far  as 
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■  „  -1  In  Tim  nh^act  kept  in  view  was  to  turn  to  caccount  not  one  only, 
economically  possible.  P°  ^^J^f,"^  J^^^^^^  of  intermingled  ingredients;  and  this 
but  both  the  classes,  animal  and  ^•'getable,  o   intcrrai  ^  alkaline 

result  is  accomplished  by  the  new  °  agency  stronger 

disintegrants  heretofore  employed;  ^^^^hou  '  in  fact,  i^^^         highiressure  stetm 

Zn:^r\^V^^^  rSt^Sy  ^mpt  JlVs  nature,  a^nd  the  mode  of 

autoclave  digester,  and  here  kept  for  ^T^^J^^  to//  ?S         to  five  itmospheres. 
S^ex^^Trs^an^^S;;^^^^^^ 

iool  requiring  a  higher  temperature  than  leather,  for  example,  and  silk  than  wc^dL 
The  materials  condense  a  proportion  of  the  steam  and  f  sorb  its  heat  Jhe  joint 
action  of  the  moisture  and'heSt  is  to  convert  the  ™1  ^  ^j^^,^,  tl^^^^^^^^ 
stance  which,  however,  still  retains  its  original  form  and  aspect  ihus  tlie  wool  oi 
mixed^lS  reSns  after  digestion  the  same  fibrous  appearance  that  it  had  belore 
EhTt^crumbles  to  powder  when  handled.  It  will  be  understood  that  ordinary 
Sng  and  beating  machinery  readily  reduces  this  brittle  coal-like  product  to 
duTt  and  detaches  ft  from  the  interwoven  vegetable  matter,  which  preserves  its 
K^itrnntpSed^^he  bea  provided  with  a  sieve,  which  retains  the  yege- 
lable  fibre!  bu^t  suffers  the  animal  dust  to  fall  through  Ultimately  the  vegetoble 
fibre  is  projected  from  the  machine  as  a  paper-material  ready  J« ;  the  animal 
dust  meanwhile,  being  propelled  by  an  Archimedian  screw,_  and  raised  by  a 
JacoVs  laddl  till  it  reaches  the  mouths  of  the  sacks  successively  placed  for  its 

details  of  this  process,  and  in  the  fuel-  and  labour-saving  arrangements  for 
drying  the  rags  and  handling  them  in  their  passage  through  the  several  depa  tments 
of  the  factory?  there  are  peculiarities  not  bearing  on  the  broad  principles  of  the  plan 
though  essential  to  its  successful  prosecution.  Special  precautions  of  this  kind,  as 
they  are  learned,  point  by  point,  by  costly  mahuf>icturing  experience,  cannot,  wi  h 
propriety,  be  divulged;  nor,  indeed,  would  they  interest  any  reader  not  speciaUy 
charged  with  the  conduct  of  the  operation.  I  pass  on,  therefore,  to  a  brief  con- 
sideration of  the  products.  T  J.  i.- 

'The  fibrous  product,  or  paper-material,  presents  but  few  peculiarities  for  notice 
It  consists  principally  of  cotton,  but  usually  contains  also  a  percentage  of  flax  and 
hemp  which  increase  its  tenacity  and  value.  The  fibre  is,  for  the  most  part,  set  free 
in  the  form  of  long  parallel  threads,  the  warp  of  the  fabrics  treated ;  but  it  also  pre- 
sents rafiny  shreds  of  an  ordinary  rag— portions,  doubtless,  of  the  calico  with  which  tlie 
stuffs  were  lined.  As  the  cotton  warps  of  union  fabrics  are  usually  dyed  in  fast  colours, 
often  black,  and  as  they  are  apt  to  retain  a  smaU  percentage  of  the  altered  wool-dust,  they 
require  to  be  boiled  under  somewhat  higher  pressiu-e  than  ordinary  coloured  rags  ; 
ft-itli  which,  in  other  respects,  they  are  pretty  much  on  a  par  as  paper-material.  Until 
tlie  right  pressure  for  boiling  them  had  been  ascertained,  it  was  found  difficult  to 
bleach  them  to  perfect  whiteness  ;  and  some  early  failures,  thus  occasioned,  rendered 
the  material  unpopular  among  paper-makers.  Nevertheless,  when  properly  ma- 
nipulated, this  material  produces  excellent  white  paper,  as  the  samples  exhibited 

show.  .  ,.    1  .i. 

'  The  animal  product,  being  an  entirely  novel  article,  requires  particular  attention. 
It  issues  from  the  beating  machine  as  a  dark-coloiu-ed  powder,  intermingled  with 
small  lumps  of  the  same  substance,  which  lumps  are  sifted  out  and  crushed,  _  This 
powder,  as  practically  produced,  with  the  dust  and  griL  of  the  rags  in  it,  contains,  on 
an  average,  nearly  12  per  cent,  of  nitrogen;  a  proportion  corresponding  to  14-5  per 
cent,  of  ammonia.  The  nitrogen  exists  to  a  small  extent  as  ready-formed  ammonia 
held  in  combination  with  brown  acids— ulmic  and  humic— developed  during  the  pro- 
cess. The  bulk  of  the  nitrogen,  however,  is  present,  not  in  the  form  of  ammonia, 
but  as  a  constituent  of  the  wool-product  itself.  This  organic  compound  is  partially 
soluble,  and  more  so  as  more  moisture  is  supplied  to  the  rags  during  their  digestion. 
As  ordinarily  produced,  it  is  a  manure  of  highly  ammoniferous  power,  the  whole  of 
its  nitrogen  being  liberated  as  ammonia,  under  the  influences  with  which  it  meets  in 
the  soil.  The  rate  of  this  development  holds  a  happy  medium  between  that  of  ordinary 
woollen  rags,  which  are  reckoned  too  "slow"  a  manure,  and  that  of  guano,  which  is 
often  as  much  too  "sudden."  The  farmer  desires  an  equable  as  well  as  a  copious 
development  of  ammoniacal  plant-food,  whereof  abrupt  and  superabundant  supplies 
are  apt,  as  he  expresses  it,  to  "  burn"  the  roots  ;  Avhich  have,  moreover,  subsequently 
to  endure  privation  of  the  very  food  thus  worse  than  wasted. 

'  The  new  manure  may,  I  think,  be  regarded  as  being  for  plants  what  moderately- 
cooked  food  is  for  animals ;  the  artificial  preparation  being,  in  both  cases,  carried 
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jiist  l^ir  enough  to  loavo  N.utiivo  lior  appropi-iato  (share  of  tho  work.  As,  howover 
woo  ,  loatlior.  haus  silk,  and  the  like,  are  not  rich  in  phosphatic  salts,  an  admixture 
of  tlieso,  whether  ni  tho  torm  of  bono-asli,  bono,  or  coprolitic  superphosphate,  Kouria 
Mouria  guano,  or  the  like,  improves  tho  manure  ;  producing,  in  fact,  a  fertilising 
compost,  winch  for  general  use  leaves  nothing  to  Le  desired.  Of  course,  for  soils 
specially  deficient  in  any  particular  ingredient,  and  for  crops  requiring  a  more  than 
average  supply  of  some  one  element,  special  additions  are  made  to  the  manure ; 
wliicii  become  thus  turnip  manure,  cereal  manure,  bean  manure,  &c.,  as  desired. 

'  Another  property  may  also  be  mentioned  here,  as  giving  to  this  manure,  in  one 
particular,  a  considerable  advantage  over  guano.  It  is  that  whereas  guano  is  liable, 
while  in  store,  to  undergo  spontiineous  decomposition,  whence  arises  tlie  loss  of  much 
volatile  alkali,  tlie  new  wool-product,  on  tho  contrary,  manifests  no  such  tendency, 
but  remains  perfectly  stable  at  all  ordinary  temperatures  and  in  all  states  of  the 
weather,  an  advantage  which  it  doubtless  owes  to  tho  high  temperature  at  which  it 
is  made.  This  manure  may,  therefore,  bo  warehoused  for  any  length  of  time,  and 
diu-ing  any  climatic  vicissitudes  to  whicli  it  may  be  exposed  either  at  borne  or  in 
tropical  rcj^jions. 

'  This  product  is  distinguished  in  commerce  as  "  Ulmate  of  Ammonia,"  a  name 
which,  though  not  perhaps  strictly  correct,  serves  to  indicate  two  of  its  most  notable 
constituents — acid  and  alkaline — in  the  combination  which  they  really  affect. 

'  Its  analysis,  by  Professor  Voelcker,  of  the  Koyal  Agricultural  College,  Cirencester, 
is  subjoined : — 

Moistiu-e  11 -59 

Organic  matter '        .       .    •  .       .       .       .       .       .  73'89 

Ammonia  in  state  of  iilmate  2  05 

Oxides  of  iron  and  alumina  and  phosphoric  acid       .       .  2'52 

Carbonate  of  lime  2-22 

Alkalis  and  magnesia  1-26 

Insoluble  siliceous  matter  6-47 
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'  The  relative  proportion  of  the  manurial  and  fibrous  products  resulting  from  the 
working  of  this  process  varies,  of  course,  with  the  nature  of  the  matorirJs  treated. 
Some  mixed  debris  are  rich  in  vegetal,  others  in  animal,  fibre.  Average  mixed  rags, 
however,  contain  these  ingredients  in  pretty  equal  proportions ;  and  in  all  cases  the 
sura  of  the  weights  of  the  two  products,  fibrous  and  pulverulent,  equals  the  weight  of 
the  raw  materials,  so  that  the  process  involves  no  waste. 

'The  pecuniary  profit  of  the  operation  is  liable,  of  course,  to  vary  from  time  to 
time  with  the  cost  price  of  the  raw  material,  and  labour  employed,  and  the  selling 
price  of  the  products,  as  also  with  the  varying  activity  of  trade,  and  the  intervals  of 
commercial  depression.  On  this  point  it  may  suffice  to  observe  that  a  process  founded 
on  correct  principles,  and  jnelding,  under  skilful  conduct,  good  chemical  results,  is 
generally  found  to  succeed  also,  on  the  average,  as  a  commercial  enterprise,  if  it  Lo 
soundly  and  vigoroiisly  administered.  The  new  manufiicture  is  carried  on  at  large 
works,  built  expressly  for  the  pm'pose,  on  the  left  bank  of  the  Thames,  at  Grays, 
Essex,  where  machinery,  adequate  to  treat  about  12  tons  of  rags  per  diem,  has  been 
fitted  up.  A  large  paper-mill  lias  also  been  erected  on  the  opposite  side  of  the  river, 
at  Dartford,  to  convert  the  fibrous  product  into  paper.  The  ulmate  is  for  the  most 
part  sold  to  manure  manufacturers,  who  nse  it  as  the  nitrogenous  ingredient  of  their 
several  fertilising  composts.  It  is,  tlierefore,  employed  by  many  farmers  who  are  not 
aware  of  the  fact. 

'  With  reference  to  the  origination  of  this  process,  the  separability  of  animal  from 
vegetal  matters  by  the  peculiar  means  indicated  above,  first  occurred  to  the  oxliibitor, 
and  was  communicated  by  him  to  his  friend  Capt;un  Wynants  during  tho  course  of 
experiments  carried  on  by  them  jointly  for  the  attainment  of  a  different  end,  -viz.  tho 
total  reduction  to  manure  of  certain  forms  of  waste.  The  modified  design  thus 
originated  was  worked  out  by  both  conjointly;  and  it  is  the  wish  of  the  associates 
that  any  credit  which  an  indulgent  appreciation  may  connect  with  its  success  should 
be  understood  as  attaching  equally  to  both.  Their  highest  ambition  as  to  this  pro- 
cess will  bo  satisfied  should  the  means  employed  therein  be  regarded  as  simple  and 
cheap,  yot  efficacious  to  their  appointed  end ;  that  end  being  tlio  recovery,  from 

•  Containing—  , 

Nitrogen   "2* 

Corresponding  to  ammonia   1 7 

Total  quantity  of  nitrogen   ViA 

Corresponding  to  ammonia   lvi» 
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mixed  fibrous  residua,  under  somowlmt  difficult  conditiouB,  of  unquestionably  useful 
^''pWHTBl.XTB.  A  resinous  hydrocarbon  occurring  in  fossil  pine-wood  from  tho 
■Fiolit-olo-nhii'ii-o  iu  Bavaria. 

"tlSr^l  *;Sno^*°n  pin  —  by  B»amen  ia  splicing  large  „.pes.    It  i.  al.o 

much  used  for  mills,  carriage-wheels,  &c.  ,    .      s  ^  i.     i     ,i  „ 

FIG-WORT.  The  til-wort  family  {ScrophdariacecB)  form  a  natural  order  of 
dicotyledonous  plants,  tho  species  belonging  to  which  are  herbs,  abounding  most  in 
temperate  climates,  butalso found  both  in  tropical  and  arctic  regions  The  eaves  are 
generally  exstipulate,  or  the  stipules  are  very  small.  The  jmce  of  these  plants  _po  - 
fessos  very  varied  properties.  In  some  it  is  watery.  In  others,  as  r.r6a.c..m,  it  is 
mucilaginous.  In  the  Veronica  it  is  bitter,  as  it  is  also  in  5c;v);,A«tena  and  some 
others  In  the  Pedicularics  and  Gratiolcs  it  is  astringent;  and  in  Digiialis  it  is  highly 
narcotic.  The  genus  Scrophularia  is  the  type,  and  contains  numerous  species,  whicli 
are  principally  natives  of  temperate  climates,  more  especially  in  the  Mediterranean 

The'  common  fig-wort,  S.  nodosa,  may  be  taken  as  the  typo :  a  common  plant  on 
ditch-sides,  woods,  and  moist  places.  Its  root  is  swollen  and  knotty,  and  it  was  sup- 
posed to  resemble  scrofulous  tumours  of  the  neck.  As  in  former  times  it  was  pretty 
generally  believed  that  Nature  thus  pointed  out  the  proper  remedies  for  ditterent 
diseases,  this  plant  was  immediately  supposed  to  possess  great  virtues  m  cases  of 
scrofula,  and  was  largely  used  for  that  purpose  externally.  Hence  the  name  for_  the 
plant,  which  was  afterwards  adopted  for  that  of  the  genus.  At  the  present  day  it  is 
said  to  be  used  on  the  Continent,  inform  of  an  infusion  as  a  wash,  in  wises  of  itch.  S. 
cani7ia,  a  native  of  Italy,  is  used  in  like  manner  as  a  cure  for  the  mange  in  dogs.  Tho 
flowers  of  S.  nodosa  contain  generally  a  quantity  of  honey,  and  are  remarkably 
attractive  in  consequence  to  wasps  and  bees.  '  Flores  vesparum  deliciae,'  says 
Linnaeus. 

FXCirSE  STOWS.  A  stone  used  by  the  Chinese  for  carving  small  figures. 
Somo  of  it  is  the  mineral  called  agalimtolite,  and  some  merely  steatite,  or  soap- 
stone. 

niiBERTS.    The  nuts  of  a  variety  of  the  Hazel,  or  Corylus  Avellana. 

FIXiS  {Lime,  Fr. ;  Feile,  Ger.)  is  a  well-known  steel  instrument,  having  teeth  upon 
tho  surface  for  cutting  and  abrading  metal,  ivory,  wood,  &c.  , 

When  the  teeth  of  these  instruments  are  formed  by  a  straight  sharp-edged  chisel, 
extending  across  tlio  surface,  they  are  properly  called  files ;  but  when  by  a  sharp- 
pointed  tool,  in  the  form  of  a  triangular  pyramid,  they  aro  termed  rasps.  The  former 
are  used  for  all  the  metals,  as  well  as  ivory,  bone,  horn,  and  wood ;  tho  latter  for  wood 
and  horn. 

Files  aro  divided  into  two  varieties,  from  the  form  of  their  teeth.  When  the  teeth 
are  a  series  of  sharp  edges,  raised  by  the  flat  chisel,  appearing  like  parallel  furrows, 
either  at  right  angles  to  the  length  of  the  file,  or  in  an  oblique  direction,  they  are 
termed  single  cut.  But  when  these  teeth  are  crossed  by  a  second  series  of  similar 
teeth,  they  are  said  to  be  double  cut.  The  first  are  fitted  for  brass  and  copper,  and 
aro  found  to  answer  better  when  the  teeth  run  in  an  oblique  direction.  The  latter 
are  suited  for  the  harder  metals,  such  as  cast  and  wrought  iron  and  steel.  Such  teeth 
present  sharp  angles  to  the  substance,  which  penetrate  it,  while  single-cut  files 
would  slip  over  the  surface  of  these  metals.  The  double  cut  file  is  less  fit  for  filing 
brass  and  copper,  because  its  teeth  would  be  very  liable  to  become  clogged  with  the 
filings. 

Files  are  also  called  by  diiforent  names  according  to  their  various  degrees  of 
fineness.  Those  of  extreme  roughness  are  called  rough ;  the  next  to  this  is  the 
bastard  cut ;  tho  third  is  tho  second  cut ;  the  fourth,  tho  smooth ;  and  tho  finest 
of  all,  the  dead  smooth.     Tho  very  heavy  square  files  used  for  heavy  smith-work 
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Files  aro  also  clistingiiisliod  from  thoir  shape,  as  flit,  lialf-round,  three-square,  four- 
sqimre  and  round.  The  first  are  sometimes  of  uniforn.  breadth  and  thi  knl 
hiougliout,  and  soniotimes  tapernig.  The  cross  section  is  a  parallelogram.  The 
halt-round  is  generally  tapering,  one  side  being  flat,  and  tlie  other  rounded.  The 
cross  section  is  a  segment  of  a  circle  varying  a  little  for  different  purposes,  but  seldom 
equal  to  a  semicircle.  The  tlireo-square  generally  consists  of  three  equal  sides,  being 
equilateral  prisms,  mostly  tapering;  those  which  aro  not  tapering  are  used  fw 
sliarpening  the  teeth  of  saws.  The  four-square  has  four  equkl  sides,  the  section 
being  a  square  These  files  are  generally  thickest  in  the  middle,  as  is  the  case  with 
tli6_  smith  s  rubber.  In  the  round  file  the  section  is  a  circle,  and  tho  file  cenerallv 
conical.  ° 

The  heavier  and  coarser  kinds  of  flies  are  made  from  the  inferior  marks  of  blistered 
steel.  Those  made  from  the  Russian  iron,  known  by  tho  name  of  old  sable  called 
from  its  mark  CCND,  are  excellent.  The  steel  made  from  the  best  Swedish  iron, 
called  Hoop  L  or  Dannemora,  makes  the  finest  Lancashire  files  for  watch  and  clock 
makers. 

The  steel  intended  for  flies  is  more  highly  converted  than  for  other  purposes,  to  give 
them  proper  hardness.  It  should,  however,  be  recollected,  that  if  the  hardness  be  not 
accompanied  with  a  certain  degree  of  tenacity,  the  teeth  of  the  flle  break,  and  do  but 
little  service. 

Small  files  are  usually  made  of  cast  steel,  which  would  be  used  for  all  other  kinds, 
if  it  were  not  for  its  high  price.  It  is  much  harder  than  the  blistered  steel,  and  from 
having  been  in  the  fluid  state,  is  entirely  free  from  those  seams  and  loose  parts 
which  are  common  to  blistered  steel. 

The  smith's  rubbers  are  generally  forged  in  the  common  smith's  forge,  from  the 
converted  bars,  which  are,  for  convenience,  made  square  in  the  iron  before  they 
come  into  this  country.  The  files  of  lesser  size  are  made  from  bars  or  rods,  drawn 
down  from  the  blistered  bars,  and  the  cast  ingots,  and  known  by  the  name  of  tilted 
steel. 

The  file-maker's  forge  consists  of  large  bellows,  with  coke  as  fuel.  The  anvil-block, 
particularly  at  Sheffield,  is  one  large  mass  of  millstone  grit.  The  anvil  is  of  con- 
siderable size,  set  into  and  wedged  fast  into  the  stone ;  and  has  a  projection  at  one 
end,  -with  a  hole  to  contain  a  sharp-edged  tool  for  cutting  the  files  from  the  rods.  It 
also  contains  a  deep  groove  for  containing  dies  or  bosses,  for  giring  particular  forms 
to  the  files. 

The  flat  and  square  files  are  formed  entirely  by  tho  hammer.  One  man  holds  the 
hot  bar,  and  strikes  with  a  small  hammer.  Another  stands  before  the  anvil  with  a 
two-handed  hammer.  The  latter  is  generally  very  heavy,  with  a  broad  face  for  tho 
large  files.  They  both  strike  with  such  truth  as  to  make  the  surfoce  smootli  and 
flat,  without  what  is  called  hand-hammering.  This  arises  from  their  great  experience 
in  the  same  kind  of  work.  The  expedition,  arising  from  the  same  cause  is  not  less 
remarkable. 

The  half-round  flies  are  made  in  a  boss  fastened  into  tlio  groove  above  mentioned. 
The  steel,  being  drawn  out,  is  laid  upon  the  rounded  recess,  and  hammered  till  it  fills 
the  die. 

The  three-sided  files  are  formed  similarly  in  a  boss,  tho  recess  of  which  consists  of 
two  sides,  with  the  angle  downwards.  The  steel  is  first  drawn  out  square,  and  then 
placed  in  a  boss  with  an  angle  downwards,  so  that  the  hammer  forms  one  side,  and 
the  boss  two.  The  round  files  are  formed  by  a  swage  similar  to  those  used  by 
common  smiths,  but  a  little  conical. 

The  file-cutter  requires  an  anvil  of  a  size  greater  or  less,  proportioned  to  the  size  of 
his  files,  with  a  face  as  even  and  flat  as  possible.  The  hammers  weigli  from  one  to 
five  or  six  pounds.  Tho  chisels  are  a  little  broader  than  tho  file,  sharpened  to  an 
angle  of  about  20  degrees.  The  length  is  just  sufficient  for  them  to  be  held  fast  be- 
tween the  finger  and  thumb,  and  so  strong  as  not  to  bend  with  the  strokes  of  the 
hammer,  the  intensity  of  which  may  be  best  conceived  by  the  depth  of  the  impression. 
The  anvil  is  placed  in  the  face  of  a  strong  wooden  post,  t6  which  a  wooden  seat  is  at- 
tached, at  a  small  distance  below  tho  level  of  tho  anvil's  face.  The  file  is  first  laid 
upon  the  bare  anvil,  one  end  projecting  over  the  front,  and  the  other  over  the  back 
edge  of  the  same.  A  leather  strap  now  goes  over  each  end  of  the  file,  and  passes  down 
upon  each  side  of  tho  block  to  the  workman's  feet,  which,  being  put  into  the  strap  on 
each  side,  like  a  stirrup,  holds  tho  file  firmly  upon  the  anvil  as  it  is  cut.  While  tho 
point  of  tho  file  is  cutting,  the  strap  passes  over  one  part  of  tho  file  only,  the  point 
resting  upon  the  anvil,  and  the  tang  upon  a  prop  on  the  other  side  of  the  strap.  When 
one  side  of  tho  file  is  single  cut,  a  fine  file  is  run  slightly  over  the  teeth,  to  take  away 
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Mio  roughness  •  when  thoy  are  to  be  double  cut,  iiuotlier  set  of  teetli  is  cut,  crossing 
tlio  former  nearly  at  right  angles.  The  file  is  now  finished  upon  one  side,  -in.l  it  is 
evident  that  the  cut  side  cannot  be  laid  upon  the  bare  anvil  to  cut  the  other.  A  flat 
piece  of  an  alloy  of  lead  and  tin  is  interposed  between  the  toothed  surfiico  and  the 
auA-il  while  tlie  other  side  is  cut,  which  completely  preserves  the  side  already  formed. 
Similar  pieces  of  lead  and  tin,  with  angular  and  rounded  grooves,  are  used  for  cutting 
triangular  and  half-roiuid  files.  i.  •    4.    j  * 

Hasps  are  cut  precisely  in  the  same  way,  by  using  a  triangular  punch,  instead  01  a 
flat  chisel.  The  great  art  in  cutting  a  rasp  is  to  place  every  new  tooth  as  much  as 
possible  opposite  to  a  vacancy.  _  ivr  i 

File-cutting  machines  have  been  from  time  to  time  invented.  In  1778  M-  tie 
Montigny  read  a  memoir  before  the  Committee  of  Commerce,  in  which  he  mentioned 
the  inventions  for  file-cutting  in  1699  by  Duverger,  in  1725  by  Fardouet,  in  17-10 
by  Thiout,  in  1756  by  Brachat  and  Gamain,  and  in  1778  ;  since  which,  in  1800,  Kaoul 
invented  a  file-cutting  machine ;  and  in  1836  Ericsson  introduced  another.  Sir  John 
Eobison,  just  before  his  death,  invented  a  method  for  cutting  curved  files ;  and  in 
1843,  Messrs.  Johnson,  Cammell,  and  Co.  received  the  medal  of  the  Scottish  Society 
of  Arts  for  perfecting  Sir  J.  Eobison's  scheme.  The  accompanying  woodcuts,  which 
are  representations  of  the  file-cutting  machine  of  Mr.  W.  Shilton  of  Birmingham,  will 
show  the  general  principle  upon  which  those  machines  are  constructed. 

In  order  to  render  this  inven- 
tion  better  understood,  two  views 
of  the  apparatus  for  producing  the 
crosscut  or  teeth  of  the  files,  are 
given. 

Fig.  857  is  an  elevation  of  the 
upper  part  of  the  file-cutting  ma- 
chine, as  seen  on  one  side ;  Jiff.  868 
is  a  plan  or  horizontal  view,  as  the 
machine  appears  on  the  top. 

a,  is  the  head  of  the  tilt  hammer 
placed  in  the  end  of  the  lever  b, 
which  is  mounted  on  an  axle  c, 
turning  in  proper  bearings  in  the 
frame  work  of  the  machine ;  d,  is 
the  tilt  wheel  mounted  on  another 
axle  s,  also  turning  in  bearings  on 
tlio  frame  work  of  the  machine, 
and  having  any  required  number  of 
projections  or  tappets  upon  it  for 
depressing  the  tail  or  shorter  end 
of  the  hammer  or  tilt  lever  b. 

The  tilt  wheel  d,  receives  its 
rotatory  motion  from  the  toothed 
wheel  /,  mounted  upon  the  same 
axle,  and  it  takes  into  gear  with  a 
pinion  g,  upon  the  main  shaft  Ii, 
which  is  actuated  by  a  band  passed 
from  any  first  mover  to  the  rigger 
on  its  end,  or  in  any  other  con- 
venient manner.  The  bed  upon 
which  the  blank  piece  of  steel 
bears  is  marked  i.  This  bed  is 
firmly  supported  upon  masonry 
placed  upon  proper  sleepers :  j,  is 
one  of  the  blank  pieces  of  steel 
under  operation,  and  is  shown 
secured  in  the  pair  of  jaws  or 
liolding  clamps  k,  mounted  on  centre  pins  in  the  slide  I,  fig.  868,  which  sHde  is 
held  down  by  a  spring  and  slide  beneath,  and  is  moved  backwards  and  forwards  in 
the  niiichiiie  upon  tlie  (v)  edges  m  m,  of  the  frame,  by  means  of  tlio  rack  n  and  its 
pinion ;  tlio  latter  being  mounted  upon  the  axle  of  the  ratchet  wheel  and  which 
ratchet  wliecl  is  made  to  turn  at  intervals  by  means  of  the  pall  g,  upon  the  end  of  the 
lever  r,  fig.  858.  Tliis  lever  is  depressed,  after  every  cut  lias  been  effected  upon  the 
l)lank  by  means  of  tlie  teeth  or  tappets  of  the  wheel  s,  coming  in  contact  with  the 
inclined  plane  t,  upon  the  lever  r.  The  tappet  wheel  s,  is  mounted  upon  the  end  of 
the  axle  e,  of  the  tilt  wheel,  and  consequently  revolves  with  it,  and  by  depressing  the 
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JlrlvLl,' ^''"fVr?''?'^     ^T^}'  P'^'"""        '"^^i"^'^  Pl'^""     the  click  <7,  is  made  to 

LeinlilVfin'^.f ''"l^  '^'''"^  1  • '  ''^'r\'^'?'^  "PP^i-  Side  of  tile  tilt  hammer,  its  end 

being  confined  under  an  adjustable  inclined  plane  v,  mounted  in  the  frame  w,  vvhieh 

"'ii-ti"^.'  -cws  as  required,  'to  pro- 


tho  o,Zr  n?f^l?^i   ^  f  ,  sidoof  the  tilt  hammer,  to  raise  and  sustain 

hlwfn.LT  ^^"^  after  every  bW,  and,  in  conjunction  with  safety 

holders  or  catchers,  to  counteract  any  vibration  or  tendency  tlic  spring  u  may  liavo 
to  cause  the  hammer  to  reiterate  the  blow.  j^i**" 

The  end  of  the  lower  spring  acts  on  an  inclined  plane,  mounted  in  the  frame 
winch  has  an  adjusting  screw  similar  to  u,  to  regulate  the  tension  of  the  spring 

In  case  the  under  spring  should  raise,  that  is,  return  the  hammer,  with  sufficient 
loree  or  velocity  to  cause  the  top  spring  u,  to  reiterate  the  blow,  the  ends  of  tlie  safety 
iioiders  or  catchers  are  made  to  move  under  and  catch  the  tail  of  the  lever  b,  immedi- 
ately on  Its  being  raised  by  the  under  springs,  which  is  effijcted  by  the  following 
means  :— The  holders  are  mounted  upon  a  plate  or  carriage  1,  fg.  857,  which  turns 
upon  a  small  pin  or  axle  mounted  in  the  cars  of  a  cross  bar ;  tlio  upper  ends  of  the 
holders  are  kept  inclined  towards  the  tail  of  the  tilt  hammer  Ijy  means  of  a  spring 
nxed  to  the  cross  bar,  and  which  acts  upon  one  end  of  the  plate  or  carriage. 

In  order  that  the  holders  may  bo  removed  out  of  the  way  of  the  tail  of  the  hammer 
b,  when  the  tilt  wheel  is  about  to  eflFect  a  blow,  the  tooth  of  the  tilt  wheel  which 
last  acted  upon  the  hammer  comes  in  contact  with  an  inclined  plane  fixed  on 
the  plate  or  carriage  1,  and,  by  depressing  tliat  end  of  the  plate,  causes  the  upper 
ends  of  the  holders  to  be  withdrawn  from  under  the  tail  of  the  hammer  b.  The 
tilt  wheel  continuing  to  revolve,  the  next  tooth  advances,  and  depresses  the  tail  of  the 
hammer,  but,  before  it  leaves  the  tail  of  the  hammer,  the  tooth  last  in  operation  will 
have  quitted  the  inclined  plane  and  allowed  the  spring  to  return  the  holders  into  their 
former  position.  After  the  tooth  has  escaped  from  the  tail  of  b,  the  hammer  will  im- 
mediately descend  and  effect  the  blow  or  cut  on  the  blank,  and,  as  the  tail  of  the 
hammer  rises,  it  will  come  in  contact  with  the  inclined  planes  at  the  upper  ends  of  the 
holders,  and  force  them  backwards ;  and,  as  soon  as  the  tail  of  the  hammer  has  passed 
the  top  of  the  holders,  the  spring  will  immediately  force  tiie  liolders  forward  under 
the  tail  of  the  hammer,  and  prevent  the  hammer  rising  again  until  the  next  tooth 
of  the  tilt  wheel  is  about  to  depress  the  end  of  the  hammer,  when  the  same  move- 
ments of  the  parts  will  be  repeated,  and  the  machine  will  continue  in  operation  until 
a  sufficient  length  of  the  blank  of  steel  (progressively  advanced  under  the  hammer) 
has  been  operated  upon,  when  it  will  be  thrown  out  of  gear  by  the  following 
means : — 

Upon  the  sliding  bar  6,  there  is  placed  an  adj'ustable  stop,  against  which  the  fore- 
most end  of  the  slide  1 1,  fig.  858,  comes  in  contact  as  it  is  moved  forward  by  the  rack 
n,  and  its  pinion.  The  sliding  bar  6,  is  connected  at  its  left  end  to  the  bent  lever  8, 
the  other  end  of  this  lever  being  formed  into  a  forked  arm,  which  embraces  a  clutch 
upon  the  main  shaft,  and,  as  tlie  slide  I  continues  to  advance,  it  will  come  in  contact 
with  a  stop  ;  and  when  it  has  brought  a  sufficient  length  of  the  blank  pieces  of  steel 
under  the  operation  of  the  cutting  tool,  the  slide  I,  in  its  progress,  wiU.  have  moved 
that  stop  and  the  bar  6  forward,  and  that  bar,  by  means  of  the  bent  lever  8,  wiU  with- 
draw the  clutch  on  the  main  shaft  from  locking  into  the  boss  of  the  fly-wheel,  and 
consequently  stop  the  further  progress  of  the  machine ;  the  rigger  and  fly-wheel 
turning  loosely  upon  the  main  shaft. 

The  cut  file  can  now  be  removed  from  out  of  the  clamps,  and  reversed  to  cut  the 
other  side,  or  another  blank  piece  put  in  its  place  ;  and  after  throwing  back  the  pall 
q  of  the  ratchet  wheel  p,  the  slide  /,  and  with  it  the  fresli  blank,  may  be  moved  back 
into  the  machine  by  turning  the  winch  handle,  on  the  axle  of  the  ratchet  wheel  p,  the 
reverse  way,  which  will  turn  the  pinion  backwards,  and  draw  back  the  rack  n,  without 
affecting  any  other  parts  of  the  machine ;  and  on  moving  back  the  bar  6,  by  the 
handle  11,  placed  on  the  stop,  the  clutches  will  be  thrown  into  gear  again,  and  tho 
machine  proceed  to  cut  the  next  blank. 

"When  the  blanks  have  been  thus  cut  on  one  side,  and  are  reversed  in  the  machine 
to  form  the  teeth  upon  tho  otlier  side,  there  should  be  a  piece  of  load  placed  between 
the  blank  and  the  bed  to  protect  the  fresh-cut  teeth. 

It  will  bo  seen  that  the  position  of  the  stop  upon  the  bar  6,  will  determine  the 
length  or  extent  of  the  blank  piece  of  steel  which  shall  be  cut  or  operated  upon  ;  and 
in  order  that  the  progressive  movement  of  the  blanks  under  the  cutting  tool  may  bo 
made  to  suit  different  degrees  of  fineness  or  coarseness  of  tho  teeth  (that  is,  the  difi- 
tance  between  tho  cuts),  there  is  an  adjusting  screw  upon  the  lever  r,  the  head  of 
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.vhich  screw  stops  againstthe  u^^^deo^an^arpr^ 

and  thereby  determmos  the  extent  of  the  "  ^lo^^^^  consequently  determining 

the  tnppets  of  the  .vheel     aeting  "P0°  tl  °  indnicd  P  l^^^^/'^^^^^^^^^^^^  ^  q  ;  and 

the  number  of  teeth  the  ratchet  >vheel  i  ^ba^^^^^^  the  slide' ^,  and 

^^rS^:X^:'r^^  ti^.-t  of  L  apart,  and  the 

e^er^rislorlod  ™ds  by  a  spring  P-^^f  ^^^^^^^^  and  conse- 

It  will  be  perceived  that  the        "^^^  ^^,^^3^  or  lowSing  the  inclined 

quently  the  force  of  the  blow,  may  be  ^';g^^„XoSteX  Ld  u^^^^  which  the  blanks 
plane  v  of  the  spring  u ;  and  m  order  to  °™f  ^/^Jf ,  "^.t^J  the  bed  is  formed 
Lt  to  the  dififerent  inclinations  they  ^^jy  ^igj  ^sloS^^^^^^^^  Tmilar  concavity 
of  a  semi-globular  piece  of  ^^^'^'l^^f/'^rj'd^^^^^^^  blanks  shall  be 

to  suit  blanks  of  ..ny  width,  by  turning  the  right  J^^^^^^     a  guide  when 

the  blanks  with  sufficient  pressure  upon  the  bed.  1   .        ^„ni„>pd  in£rle  or 

The  cutting  tool  in  the  face  of  the  hammer  can  be  placed  at  any  required  angle  or 
incHnaSon  with  the  blank,  it  being  secured  in  the  head  of  the  hammer  by  elamps^and 
screws.  In  cutting  fine  files  a  screw  is  employed  in  preference  to  the  rack  and  pmion, 
for  advancing  the  slide  I,  and  the  blank  piece  of  steel  m  the  machine. 

Hardening  the  Files.-T\a.  is  the  last  and  most  important  part  of  file-making^ 
Whatever  may  be  the  quality  of  the  steel,  or  however  exceUent  the  workmanship,  if 
it  is  not  well  hardened  all  the  labour  is  lost. 

Three  things  are  strictly  to  be  observed  m  hardening  :  first,  to  prepare  the  file  on 
the  surface,  so  as  to  prevent  it  from  being  oxidised  by  the  atmosphere  when  tJie 
file  is  red-hot,  which  effect  would  not  only  take  ofi"  the  sharpness  of  the  tooth,  but 
render  the  whole  surface  so  rough  that  the  file  would  in  a  little  time,  become 
clogged  with  the  substance  it  had  to  work.  Secondly,  the  heat  ought  to  be  very 
uniformly  red  throughout,  and  the  water  in  which  it  is  quenched,  fresh  and  cold, 
for  the  purpose  of  giving  it  the  proper  degree  of  hardness.  Lastly,  the  manner  ot 
immersion  is  of  gi-eat  importance,  to  prevent  the  files  from  warping,  which  m  long 
thin  files  is  very  difficult.  _  1  •  1     1  „ 

The  first  object  is  accomplished  by  laying  a  substance  upon  the  file,  whicU,  when 
it  fuses  forms,  as  it  were,  a  varnish  upon  the  surface,  defending  the  metal  from  the 
action  of  the  oxygen  of  the  air.  Formerly  the  process  consisted  m  fijst  coating  the 
surface  of  the  file  with  ale  grounds,  and  then  covering  it  over  with  pulverised  common 
salt  (chloride  of  sodium).  After  this  coating  became  dry,  the  files  were  heated  red-hot, 
and  hardened ;  after  this,  the  surface  was  lightly  brushed  over  with  the  dust  of  cokes, 
when  it  appears  white  and  metallic,  as  if  it  had  not  been  heated.  This  process  has 
been  improved,  at  least  so  far  as  relates  to  the  economy  of  the  salt,  which  from 
the  quantity  used,  and  the  increased  thickness,  had  become  a  serious  object.  Those 
who  used  the  improved  method  are  now  consuming  about  one-fourth  the  quantity  of 
salt  used  in  the  old  method.  The  process  consists  in  dissolving  the  salt  in  water 
to  saturation,  which  is  about  three  pounds  to  the  gallon,  and  stiffening  it  with  ale- 
grounds,  or  with  the  cheapest  kind  of  flour,  such  as  that  of  beans,  to  about  the  con- 
sistence of  thick  cream.  The  files  req\iired  to  be  dipped  only  into  this  substance,  and 
immediately  heated  and  hardened.  The  grounds  or  the  flour  are  of  no  other  use 
than  to  give  the  mass  consistence,  and  by  that  means  to  allow  a  larger  quantity  of 
salt  to  be  laid  upon  the  surface.  In  this  method,  the  salt  forms  immediately  a  firm 
coating.  As  soon  as  the  water  is  evaporated,  the  whole  of  it  becomes  fused  upon  the 
file.  In  the  old  method  the  dry  salt  was  so  loosely  attached  to  the  file,  that  the 
greatest  part  of  it  was  rubbed  off  into  the  fire,  and  was  sublimed  up  the  chimney, 
without  producing  any  effect. 

The  carbonaceous  matter  of  the  ale-grounds  is  supposed  to  have  some  effect  in  giving 
hardness  to  the  file,  by  combining  with  the  steel,  and  rendering  it  more  highly 
carbonated.  It  will  be  found,  however,  upon  experiment,  that  vegetable  carbon  does 
not  combine  with  iron,  "witli  sufficient  facility  to  produce  any  effect,  in  the  short  space 
of  time  a  file  is  heating  for  the  purpose  of  hardening.  Some  file  makers  are  in  the 
liabit  of  using  the  coal  of  burnt  leather,  which  doubtless  produces  some  effect ;  but 
the  carbon  is  generally  so  ill  prepared  for  the  purpose,  and  the  time  of  its  operation 
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mroIr.!"n/'  T^f  ?°  ^f«^lt  iaconsidorable.  Animal  carbon,  when  properly  prc- 
Kliret:  oLti '^^^^^^^^^  ^«  ^vVhaJd?! 

anrmaL'oJ^Cn?l!L'^!'"v  ""ff-^"  readily  obtained  from  any  of  the  soft  part,  of 
Jurriors  ."s  thn  n  ^^^\P^^-POso,  liowever,  the  refuse  of  shoemakc-rs  and 

f^n^  f  •  \  '^P^^n^^nt.    After  the  volatile  parts  have  been  distilled  over 

?8  ?t  to'ml  w  ;  h  f:^^''  fining  coal  is  left  behind,  JJhich,  when  reduced  to  powS 
rhlnll«  nf«n.r      1     '  '^'^  •  '^^^^'^  ^l^^l  P^^ts,  by  bulk,  of  this  powder,  and 

^  lih-nn  bo  gi-ound  together,  and  brought  to  theconsistence  of  c?eam  by  the 

add  tion  of  water.  Or  mix  the  powdered  carbon  with  a  saturated  solution  of  the  salt, 
S;  «^tho  above  consistence.    Files  which  are  intended  to  be  very  hard 

should  be  covered  with  this  composition,  previous  to  hardening.  All  files  intended 
to_  me  iron  or  steel,  particularly  saw  files,  should  be  hardened  witli  the  aid  of  this 
mixture  in  preference  to  that  with  the  flour  or  grounds.  Indeed,  it  is  probable,  that 
the  carbonaceous  powder  might  be  used  by  itself,  in  point  of  economy,  since  the 
ammonia  or  hartshorn,  obtained  by  distillation,  would  bo  of  such  value  as  to  render 
tne  coal  of  no  expense.  By  means  of  this  method  the  files  made  of  iron,  which  in 
itsolt  IS  unsusceptible  of  hardening,  acquire  a  superficial  hardness  suf&cient  for  any 
file  wJiatever.  Such  files  may,  at  the  same  time,  be  bent  into  any  form ;  and,  in  con- 
sequence, are  particularly  useful  for  sculptors  and  die-sinkers. 

The  next  point  to  be  considered  is  the  best  method  of  heating  the  file  for  hard- 
ening. For  this  purpose  a  fire,  similar  to  the  common  smith's  fire,  is  generally 
employed.  The  file  is  held  in  a  pair  of  tongs  by  the  tang,  and  introduced  into 
the  fire,  consisting  of  very  small  cokes,  pushing  it  more  or  less  into  the  fire  for 
the  purpose  of  heating  it  regularly.  It  must  frequently  be  withdrawn  with  a  view 
of  observing  that  it  is  not  too  hot  in  any  part.  When  it  is  uniformly  heated,  from 
the  tang  to  the  point,  of  a  cherry-red  colour,  it  is  fit  to  quench  in  the  water.  At 
present  an  oven,  formed  of  fire-bricks,  is  used  for  the  larger  files,  into  which  the 
blast  of  the  bellows  is  directed,  being  open  at  one  end,  for  the  purpose  of  introducing 
the  files  and  the  fuel.  Near  to  the  top  of  the  oven  are  placed  two  cross-bars  on  which 
a  few  files  are  placed,  to  be  partially  heating.  In  the  hardening  of  heavy  files,  this 
contrivance  aflFords  a  considerable  saving,  in  point  of  time,  while  it  permits  them  also 
to  be  more  uniformly  and  thoroughly  heated.  j 

After  the  file  is  properly  heated  for  the  purpose  of  hardening,  in  order  to  produce 
the  greatest  possible  hardness,  it  should  be  cooled  as  soon  as  possible.    The  most 
common  method  of  effecting  this  is  by  quenching  it  in  the  coldest  water.    Some  file- 
makers  have  been  in  the  habit  of  putting  different  substances  in  the  water,  with  a  ' 
view  to  increase  its  hardening  property.    The  addition  of  sulphuric  acid  to  the  water ' 
was  long  held  a  great  secret  in  the  hardening  of  saw-files.    After  all,  however,  it  will : 
be  found  that  clear  spring  water,  free  from  animal  and  vegetable  matter,  and  as  cold 
as  possible,  is  the  best  calculated  for  hardening  files  of  every  description.  j 

In  quencliing  the  files  in  water,  some  caution  must  be  observed.  All  files,  except  the 
half-round,  should  be  immersed  perpendicularly,  as  quickly  as  possible,  so  that  the 
upper  part  shall  not  cool.  Tliis  management  prevents  the  file  from  warping.  The 
half-round  file  must  be  quenched  in  the  same  steady  manner ;  but,  at  the  same  time 
that  it  is  kept  perpendicular  to  the  surface  of  the  water,  it  must  be  moved  a  little 
horizontally,  in  the  direction  of  the  round  side,  otherwise  it  will  become  crooked 
backwards. 

After  the  files  are  hardened,  they  are  brushed  over  with  water  and  powdered  cokes, 
when  the  surface  becomes  perfectly  clean  and  metallic.  They  ought  also  to  be  washed 
well  in  two  or  three  clean  waters  for  the  purpose  of  carrying  off  all  the  salt,  which,  if 
allowed  to  remain,  woidd  be  liable  to  rust  the  file.  They  should  moreover  be  dipped 
into  lime-water,  and  rapidly  dried  before  the  fire,  after  being  oiled  with  olive  oil, 
containing  a  little  oil  of  turpentine,  while  still  warm.    They  are  then  finished. 

FXIiIGREZ:  [Filigrane,  Fr. ;  Filigran,  or  Feine  Brahtgeflecht,  Ger.)  is,  as  the 
last  term  justly  expresses  it,  intertwisted  fine  wire,  used  for  ornamenting  gold  and  silver 
trinkets.  The  wire  is  seldom  drawn  round,  but  generally  flat  or  angular ;  and  sol- 
dered by  gold  or  silver  solder  with  borax  and  the  blowpipe.  Tlie  Italian  word, 
filigrana,  is  compounded  of  filwn  and  granum,  or  granular  net-work ;  because  the 
Italians,  wlio  first  introduced  this  stylo  of  work,  placed  small  beads  upon  it. 

FIXiTRATIOir  (Eng.  and  Fr. ;  Filtrircn,  Ger.)  is  a  process  purely  mechanical, 
for  sc]iMrating  a  liquid  from  the  undissolved  particles  floating  in  it,  which  liquid  may 
bo  either  the  useful  part,  as  in  vegetable  infusions,  or  of  no  use,  as  the  washings  of 
mineral  precipitates.  The  filtering  substance  may  consist  of  any  porous  matter  in  a 
solid,  foliated,  or  pulverulent  form ;  aS  porous  earthenware,  unsized  paper,  cloth  of 
many  kinds,  or  sand.  Tho  white  blotting-paper  sold  by  the  stationers  answers  ex- 
tremely well  for  filters  in  chemical  experiments,  provided  it  be  previously  washed  with 
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diluto  muriatic  acid,  to  remove  some  lime  and  iron  that  are  generally  present  m  ifc. 
Filter  papers  are  first  cut  square,  and  then  folded  twice  diagonally  into  the  shape  of 
a  cornet,  lia^-ing  the  angular  parts  rounded  off.  Or  the  piece  of  paper,  being  cut  into  a 
circle,  may  be  folded  fan-like  from  the  centre,  with  the  folds  placed  exteriorly,  and 
turned  out  sharp  by  the  pressure  of  the  finger  and  thumb,  to  keep  intervals  between 
tlie  paper  and  the  funnel  into  which  it  is  fitted,  to  favour  the  percolation.  The  diameter 
of  tlie  funnel  should  be  about  tliree-fourths  of  its  height,  measured  from  the  neck  to 
the  edge.  If  it  be  more  divergent,  the  slope  will  be  too  small  for  the  ready  efflux  of 
the  fluid.  A  filter  covered  with  the  sediment  is  most  conveniently  washed  by  spouting 
water  upon  it  with  a  little  syringe.  A  small  camel's-hair  paint-brush  is  much  employed 
for  collecting  and  turning  over  the  contents  in  their  soft  state.  Agitation  or  vibration 
is  of  singular  efficacy  in  quickening  percolation,  as  it  displaces  the  particles  of  the 
moistened  powders,  and  opens  up  the  pores  which  had  become  closed.  Instead  of  a 
funnel,  a  cylindrical  vessel  may  be  employed,  having  its  perforated  bottom  covered 
with  a  disc  of  filtering  paper  folded  up  at  the  edges,  and  made  tight  there  by  a  wire 
ring.  Linen  or  calico  is  used  for  weak  alkaline  liquors ;  and  flannels,  twiUed  woollen 
cloth,  or  felt-stuff  for  weak  acid  ones.  These  filter  bags  are  often  made  conical  like  a 
fool's  cap,  and  have  their  mouths  supported  by  a  wooden  or  metallic  hoop.  Cotton 
wool  put  loose  into  the  neck  of  a  funnel  answers  well  for  filtering  oils  upon  the  small 
scale.  In  the  large  way,  oil  is  filtered  in  conical  woollen  bags,  or  in  a  cask  with 
many  conical  tubes  in  its  bottom,  filled  with  tow  or  cotton  wool.  Stronger  acid  and 
alkaline  liquors  must  be  filtered  through  a  layer  of  pounded  glass,  quartz,  clean  sand, 
or  bruised  charcoal.  The  alcarrhazas  are  vessels  of  porous  biscuit  stone-ware  made  in 
Spain,  which  are  convenient  for  filtering  water,  as  also  is  the  porous  filtering  stone  of 
Teneriffe,  largely  imported  into  England  at  one  time,  but  now  superseded  in  a  great 
measure  by  the  artificial  filters  patented  under  many  forms,  consisting  essentially  of 
strata  of  gravel,  sand,  and  charcoal-powder. 

It  is  convenient  to  render  the  filter  self-acting  by  accommodating  the  supply  of 
liquid  to  the  rate  of  percolation,  so  that  the  pressure  upon  the  porous  surface  may  be 
always  equally  great.  Upon  the  small  scale,  the  lamp-fountain  or  bird's-glass  form 
so  generally  used  for  lamps,  will  be  found  to  answer. 

Fig.  859  represents  a  glass  bottle  a,  partly  filled  with  the  fluid  to  be  filtered,  sup- 
ported in  the  ring  of  a  chemical  stand,  and  having  its  mouth  inverted  into  the  same 
liquor  in  the  filter  funneL   It  is  obvious,  that  whenever  this  liquor  by  filtration  falls 
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l)olow  the  lip  of  the  bottle,  air  will  enter  into  it,  lot  down  a  fresh  supply  to  feed  the 
filter,  and  keep  the  funnel  regularly  charged.  If  larger  quantities  are  to  be  operated 
upon,  the  following  apparatus  may  be  employed.  Fig.  860,  A  b,  is  a  metallic  veKsel, 
which  may  bo  made  air-tight;  c  is  the  under  pipe  provided  with  a  stopcock  n  for 
lotting  down  the  liquor  into  the  filter  a  b.  Tho  upper  pipe  t,  through  which  the  fluid 
VOL.  n.  BE 
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is  pourod  by  moans  of  the  funnel  e,  has  also  a  stopcock  which  opens  or  shuts,  at  the 
same  time,  the  smuU  side  tube  ut,  through  which,  during  the  entrance  of  the  fluid, 
the  air  is  lot  off"  from  the  receiver.  A  glass  tube  g,  shows  the  level  of  the  liquor  in 
the  body  of  the  apparatus.  In  using  it,  the  cock  n  must  be  first  closed,  and  the  cock 
s  must  bo  opened  to  fill  the  receiver.  Then  the  filter  is  set  a-going  by  reopening  the 
cock  It,  so  as  to  keep  the  fluid  in  the  filter  upon  a  level  with  the  opening  of  the  tuboc. 
Both  those  pieces  of  apparatus  are  essentially  the  same. 

In  many  manufactures,  self-acting  filters  are  fed  by  the  plumlier's  common  con- 
trivance of  a  ball-cock  in  which  the  sinking  and  rising  of  the  ball,  within  certtiin  limits, 
servo  to  open  or  shut  off  the  supply  of  liquor  as  it  may  be  required  or  not.  Dumont 
has  adopted  this  expedient  for  his  system  of  filtering  syrup  through  a  stratum  of 
granularly  ground  animal  charcoal  or  bone-black.    Fig.  861  is  a  front  view  of  this 

861 


apparatus  with  4  filters  c  ;  and  fig.  862  is  a  cross  section.  The  framework  b  supports 
the  cistern  A,  in  which  the  syrup  is  contained.    From  it  the  liquor  flows  through  the 

stopcock  b,  and  the  connection- 
tube  a,  into  the  common  pipe  c, 
which  communicates,  by  the  short 
branch  tubes  e,  with  each  of  the 
four  filters.  The  end  of  the 
branch  tube,  which  is  inside  of 
the  filter  tub,  is  provided  with  a 
stopcock  d  f,  whose  opening,  and 
thereby  the  efflux  of  the  liquor 
from  the  cistern  through  the  tube 
a,  is  regulated  by  means  of  the 
floating-ball  g.  Upon  the  brick- 
work D  the  filter  tub  stands,  fur- 
nished at  h  with  a  false  bottom 
of  2dnc  or  copper  pierced  with 
fine  holes ;  besides  which,  higher  up  at  i  there  is  another  such  plate  of  metal  furnished 
with  a  strong  handle  Jc,  by  which  it  may  be  removed,  when  the  bone-black  needs  to 
be  changed.  In  the  intervening  space  I,  the  granular  coal  is  placed,  o  is  the  cover 
of  the  filter  tub,  with  a  handle  also  for  lifting  it.  One  portion  of  it  may  be  raised 
by  a  hinge,  when  it  is  desired  to  inspect  the  progress  of  the  filti-ation  within,  m  m 
is  a  slender  vertical  tube,  forming  a  communication  between  the  bottom  part  h,  and 
the  upper  portion  of  the  filter,  to  admit  of  the  easy  escape  of  the  air  from  that 
space,  and  from  among  the  bone-black  as  the  syrup  descends  ;  otherwise  the  filtration 
could  not  go  on.  f  is  the  stopcock  through  which  the  fiuid  collected  in  the  space 
under  h  is  let  off  from  time  to  time  into  the  common  pipe  q,  fig.  861.  r  is  a  trickling 
channel  or  groove  lying  parallel  to  the  tube  q,  and  in  which,  by  means  of  a  tube  s, 
inserted  at  pleasure,  the  syrup  is  drawn  off  in  case  of  its  flowing  in  a  turbid  state, 
when  it  must  be  returned  over  the  surface  of  the  charcoal. 

The  celerity  with  which  any  fluid  passes  through  the  filter  depends,—!,  upon  the 
porosity  of  the  flltering  substance ;  2,  upon  the  pressure  exercised  upon  it ;  and  3,  upon 
the  extent  of  the  filtering  svu-faco.  Fine  powders  in  a  liquor  somewhat  glutinous,  or 
closely  compacted,  admit  of  much  slower  filtration  than  those  wluch  are  coarse  and 
free  ;  and  the  former  ought,  therefore,  to  be  spread  in  a  thinner  stratum  and  over  a 
more  extensive  surface  than  the  latter,  for  equal  effect:  a  principle  well  exempbfiedm 
the  working  of  Dumont's  apparatus,  just  described. 

In  many  cases  filtration  may  bo  accelerated  by  the  increase  of  hydrostatic  or  pneu- 
matic pressure.  This  happens  when  we  close  the  top  of  a  filtering  cylinder,  and  con- 
nect it  by  a  pipe  with  a  cistern  of  fluid  placed  upon  a  higher  level.    The  pressure  of  the 
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air  may  bo  rendered  operative  also  either  by  withdrawing  it  partially  from  a  close 
vessel,  into  which  the  bottom  of  the  filter  enters,  or  by  increasing  its  density  over  the 
top  of  the  liquor  to  be  filtered.  Either  the  air-pump  or  steam  may  be  employed  to 
create  a  partial  void  in  the  receiver  beneath  the  filter.  In  like  manner,  a  forcing-pump 
or  steam  maybe  employed  to  exert  pressure  upon  the  surface  of  the  filtering  liquor.  _  A 
common  siphon  may,  on  the  same  principle,  be  made  a  good  pressure-filter,  by  making 
its  upper  leg  trumpet-shaped,  covering  the  orifice  with  filter-paper  or  cloth,  and  filling 
the  whole  with  liquor,  the  lower  leg  being  of  such  length  as  to  create  considerable 
pressure  by  the  difierence  of  hydrostatic  level.  This  apparatus  is  very  convenient 
cither  on  the  small  or  great  scale,  for  filtering  oiF  a  clear  fluid  from  a  light  muddy 
sediment.  The  pressure  of  the  atmosphere  maybe  elegantly  applied  to  common  filters 
by  the  apparatus  represented  in  fig.  863,  which  is  merely  a 
funnel  enclosed  within  a  gasometer.  The  case  a  b  bears  an 
annular  hollow  vessel  a  b,  filled  with  water,  in  which  receiver 
the  cylindrical  gasometer  defi  is  immersed.  The  fiLlter 
fimnel  c  is  secured  at  its  upper  edge  to  the  inner  surface  of 
the  annular  vessel  a  b.  In  consequence  of  the  pressure  of  the 
gasometer  regulated  by  the  weight  g,  upon  the  air  enclosed 
within  it,  the  liquid  is  equally  pressed,  and  the  water  in  the 
annular  space  rises  to  a  corresponding  height  on  the  outer 
surface  of  the  gasometer,  as  shown  in  the  figure.  Were  the 
apparatus  made  of  sheet  iron,  the  annular  space  might  be 
charged  with  mercury. 

In  general,  relatively  to  the  application  of  pressure  to  filters, 
it  may  be  remarked,  that  it  cannot  be  pushed  very  far,  with- 
oiit  the  chance  of  deranging  the  apparatus,  or  rendering  the 

filtered  liquor  muddy.  The  enlargement  of  the  surface  is,  generally  speaking,  the 
safest  and  most  efficacious  plan  of  increasing  the  rapidity  of  filtration,  especially  for 
liquids  of  a  glutinous  nature.  This  expedient  is  well  illustrated  in  the  creased  bag 
filter  now  in  use  in  most  of  the  sugar  refineries  of  London.    See  Sugab. 

An  improved  method  of  rapid  filtration  has  been  introduced  by  Professor  Bunsen. 
He  facilitates  the  operation  by  filtering  into  a  vessel  from  which  the  air  has  been 
partially  exhausted  by  means  of  a  water  air-pump,  on  the  principle  of  the  Sprengel 
pump.  The  liquid  undergoing  filtration  is  thus  forced,  by  the  pressure  of  the  atmo- 
sphere, through  the  pores  of  the  filtering  medium,  and  meets  with  but  little  resistance 
on  the  opposite  side,  where  it  passes  into  a  rarefied  atmosphere.  Bunsen's  paper  on 
this  subject  has  been  translated  in  the  '  Philosophical  Magazine'  for  January  1869, 
p.  1 .    See  AspiBATOE. 

In  many  cases  it  is  convenient  so  to  construct  the  filtering  apparatus,  as  that  the 
liquid  shall  not  descend,  but  mount  by  hydrostatic  pressure.  This  method  has  two 
advantages  :  1.  that  without  much  expensive  apparatus,  any  desired  degree  of  liydro- 
static  pressure  may  be  given,  as  also  that  the  liquid  may  be  forced  up  through  several 
filtering  surfaces  placed  alongside  of  each  other  ;  2.  that  the  object  of  filtering,  which 
is  to  separate  the  particles  floating  in  the  fluid  without  disturbing  the  sediment,  may 
be  perfectly  attained,  and  thus  very  foul  liquids  be  cleared  without 
greatly  soiling  the  filtering  surface. 

Such  a  construction  is  peculiarly  applicable  to  the  purification 
of  water,  either  alone,  or  combined  with  the  downwards  plan  of 
filtration.  Of  the  former  variety  an  example  is  shown  in  fig.  864. 
The  wooden  or  zinc  conical  vessel  is  provided  with  two  perfo- 
rated bottoms  or  sieves  ee,  betwixt  which  the  filtering  substance  is 
packed.  Over  this,  for  the  formation  of  the  space  h  h,  there  is 
a  third  shelf,  with  a  hole  in  its  middle,  through  which  the  tube 
d  b  is  passed,  so  as  to  be  water-tight.  This  places  the  upper 
open  part  of  the  apparatus  in  communication  with  the  lowest  space 
a.  From  the  compartment  hk  a  small  air-tube  I  runs  upwards. 
The  filtering  substance  consists  at  bottom  of  pebbles  in  the 
middle  of  gravel,  and  at  the  top  of  fine  sand,  which  may  be  mixed  with  coarsely- 
ground  bone-black,  or  covered  with  a  layer  of  the  same.  The  water  to  be  filtered 
being  poured  into  the  cistern  at  top,  fills  through  the  tube  b  d  the  inferior  compart- 
ment a,  from  which  the  hydrostatic  pressure  forces  the  water  upward  through  the 
perforated  shelf  and  the  filtering  materials.  The  pure  water  collects  in  the  space 
/*  h,  while  the  air  escapes  by  the  small  tube  I,  as  the  liquid  enters.  The  stopcock  i 
serves  to  draw  off  the  filtered  water.  As  the  motion  of  the  fiuid  in  the  filter  is  slow, 
the  particles  suspended  in  it  have  time  to  subside  by  their  own  gravity ;  henco 
there  collects  over  the  upper  shelf  at  d,  as  well  as  over  the  under  one  at  a,  a  procipi- 
•  tate  or  deposit  which  may  be  washed  out  of  the  latter  cavity  by  means  of  the  stopcock  m. 

li  n  2 
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As  an  oxamplo  of  an  upwards  and  downwards  filter,  fig.  865  may  bo  exliibited. 
A  It  c  I)  is  a  wooden  or  nictallic  cistorn,  furnisliod  with  tlio  perforated  sliolf  c  d  near 
its  iindur  part,  upon  which  a  verticjil  partition  is  fixed  through  the  axis  of  the  vessel. 
A  semicircular  perforated  shelf  is  placed  at  a,  and  a  second  similar  one  at  b.  These 

horizontal  shelves  rest  upon  brackets  in  tlio  sides  of 
the  cisterns,  so  tliat  they  may  be  reiulily  liftxjd  out. 
The  space  g  is  filled  with  coarse  sand,  j  with  mode- 
rately fine,  and  ii  with  A'ery  fine.  The  foul  water  is 
poured  into  the  chamber  e,  and  presses  through 
u  J  H  and  into  the  space  f,  whence  it  may  bo  drawn 
by  the  stopcock  /. 

Fig.  866  represents  in  section  a  filtering  apparatus, 
consisting  of  two  concentric  chambers ;  the  interior 
being  destined  for  downwards  filtration,  and  the  ex- 
terior for  upwards.  Within  the  larger  cistern  A,  a 
smaller  one  u  is  placed  concentrically,  with  its  under 
part,  and  is  loft  open  from  distance  to  distance,  to 
make  a  communication  between  the  interior  cavity 
and  the  exterior  annular  space.  These  cavities  are 
filled  to  the  marked  height  with  sand  and  gravel. 
The  inner  cylindrical  space  has  fine  sand  below,  then 
sharper  sand  with  granular  charcoal,  next  coarse 
f  and,  and  lastly  gravel.  The  annular  space  has  in  like  manner  fine  sand  below.  The 
foul  water  is  introduced  by  the  pipe  e,  the  orifice  at  whoso  end  is  acted  upon  by  a 
ball-cock  with  its  lever  a ;  whereby  the  water  is  kept  always  at  the  same  level  in  the 
inner  vessel.  The  water  sinks  through  the  sand  strata  of  the  middle  vessel,  passes  out- 
wards at  its  bottom  into  the  annular  space,  thence  up  through  tlio  sand  in  it,  and,  col- 
lecting above  it,  is  let  olF  by  the  stopcock  on  tho  pipe  b.  When  a  muddy  deposit  forms 
after  some  time,  it  may  be  easily  cleared  out.  The  cord  e,  running  over  the  pulleys  //, 
being  drawn  tight,  the  ball  lever  will  shut  up  the  valve.  The  stopcock  d  made  fast  to 
the  conducting  tube  e  must  then  be  opened,  so  that  the  water  now  overflows  into  tho 
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annular  space  at  A ;  the  tube  c,  in  communication  with  the  inner  spaces,  being  opened 
by  taking  out  the  stopper  h.  The  water  thereby  percolates  through  the  sand  strata  in 
the  reverse  direction  of  its  usual  course,  so  as  to  clear  away  the  impurities  in  the 
space  B,  and  to  discharge  them  by  the  pipe  c  h.  An  apparatus  of  this  kind  of  mode- 
rate size  is  capable  of  filtering  a  great  body  of  water.  It  shoidd  bo  constracted  for 
that  purpose  of  masonry ;  but  upon  a  small  scale  it  may  be  made  of  stone-ware. 

A  convenient  apparatus  for  filtering  oilupwards  is  represented  in /y.  867..  g  is  an  oil 
cask  in  which  tho  impure  parts  of  tho  oil  have  accumulated  over  the  bottom.  Imme- 
diatelv  above  this,  a  pipe  a  is  let  in,  which  communicates  with  an  elevated  water-cistoru 
n  As  tho  filter  (placed  on  the  lid  of  the  cask),  furnished  witli  two  perforated  shelves, 
one  at  c  and  another  at  d,  which  di^'ido  tho  interior  of  the  filter  into  three  com- 
partments. Into  the  lower  space  immediately  over  tho  shelf  e,  the  tube  i  furnished 
■  -  -    .•_„i.;„„ — ti,  4.i,«  «ooi.- •  the  middle  cavity 

and  the  upper 


with  a  stopcock,  enters,  to  establish  a  communication  with  the  cask  ;  tli 
e  is  filled  witli  co;irsely-ground  charcoal  or  other  filtering  materials  ; 


one 


11111)1.1  vviwi  uuiii oely-gTOun II  ^.nc.,.^^.—  —  ^  -  i"ii,„ 

has  an  cduction-pipo  When  the  stopcocks  of  the  tubes  «  and  b  arc  opened,  the 
water  passes  from  tho  cistern  into  the  oil  cask,  occupies  Irom  its  density  always  the 
lowest  place,  and  presses  the  oil  upwards,  without  mixing  tho  two  liquids ;  whereby 
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fir.,)-  the  uTOer  and  purer  portion  of  the  oil  is  forced  through  tho  tube  5  into  the  filter, 
S  the3i/thrJ5  t^^^^^^^^  When  the  fouler  oil  follows  it  deposits  ats  iin- 
pxSt  es  in  the  space  under  the  partition  c,  yhich  may  from  Jme  to  t:me  be  drawn  off 
fhrouffh  the  stopcock  /c  while  the  purer  oil  is  pressed  upwards  throiigh  the  filter.  In 
s  wTy  tt  dSont  'stTa^  of  oif  in  the  cask  may  be  filtered  off  in  Buccess.on.and 
kept  separate,  if  found  necessary  for  sale  or  use  without  running  any  risk  of  mixing 
„n  M,«  mudd^matter  with  what  is  clear.    According  to  the  height  of  the  water-cistern 


up  the  muddy  matter  with  what  is  clear.    According  to  tne  iieignL  oi  .ne 
«  will  be  the  pressure,  and  of  course  the  filtering  force.    When  the  filter  gets  choked 
with  dirt,  it  may  be  easily  re-charged  with  fresh  materials. 

It  has  been  for  many  years  the  custom  of  the  Water  Companies  to  send  the  water 
taken  from  the  river  through  filter  beds,  prepared  usually  of  sand  and  gravel.  It  was 
long  thought  that  the  effect  of  these  filter  beds  was  merely  to  separate  the  solid  in- 
soluble mitters  suspended  in  the  water.  It  has,  however  been  shown  by  the  investi- 
gations of  the  late  Mr.  Henry  M.  Witt  (a  chemist  of  peculiar  promise,  lost  too  soon  to 
science,  and  ere  yet  the  world  could  recognise  his  powers),  that  these  filter  beds  had 
the  power  of  separating  many  of  the  dissolved  substances  from  the  water ;  that,  m 
fact,  the  soluble  salts  of  lime,  and  the  like,  were  removed  by  some  peculiar  physico- 
mechanical  force,  resident,  as  it  appears,  as  a  surface-force,  m  all  porous  masses. 
There  are  many  very  remarkable  examples  in  nature  of  the  operation  of  this  power  m 
producing  beds  charged  with  metalliferous  matter,  some  of  which  will  be  described 

under  the  head  of  Mining.  ,  .   ,  ,;r      •    ,      -i^       i  ,nr^ 

Mr.  H.  M.Witt  communicated  to  the  ' Pblosophical  Magazine  for  December,  1856, 
an  account  of  some  experiments  on  filtration,  which  are  of  much  value.  Many  of  his 
experiments  were  made  at  the  Chelsea  Water'-works,  and  they  appear  of  such  interest 
that  we  quote  the  author's  remarks  to  some  extent : — 

'  The  system  of  purification  adopted  by  the  Chelsea  Water- works,  at  their  -works  at 
Chelsea,  consisted  hitherto  (for  the  supply  has  by  this  time  commenced  from  lOngston) 
in  pumping  the  water  up  out  of  the  river  into  subsiding  reservoirs,  where  it  remained 
for  six  hours ;  it  was  then  allowed  to  run  on  to  the  filter-beds.  These  are  large  square 
beds  of  sand  and  gravel,  each  exposing  a  filtering  surface  of  about  270  square  feet, 
and  the  water  passes  tlirough  them  at  the  rate  of  about  65  gallons  per  square  foot  of 
filtering  surface  per  hour,  making  a  total  quantity  of  1687"6  gallons  per  hour  tlirough 
each  filter. 

'  The  filters  are  composed  of  tlie  following  strata,  in  a  descending  order : — 

ft.  in. 

1.  Fine  sand      «      •      •      •      •       •      •  .26 

2.  Coarser  sand  .      .  .       •      •  .10 

3.  Shells   .  .06 

4.  Fine  gravel   .  0  3 

5.  Coarse  gravel .      .      .       .       .       .       .       13  8 

Tlicse  several  layers  of  filtering  materials  are  not  placed  perfectly  flat,  but  are  dis- 
posed in  waves,  and  below  the  convex  curve  of  each  undulation  is  placed  a  porous 
earthenware  pipe,  which  conducts  the  filtered  water  into  the  mains  for  distribution. 
The  -depth  of  water  over  the  sand  was  4  feet  6  inches.  The  upper  layer  of  sand  is 
renewed  about  every  six  months,  but  the  body  of  the  filter  has  been  in  use  for  about 
twenty  years. 

'  Samples  of  water  were  taken  and  submitted  to  examination  : — 
'  1st,  from  the  reservoir  into  which  the  water  was  at  the  time  being  pumped  from 
tho  middle  of  the  river. 

'  2nd,  from  the  cistern,  after  subsidence  and  filtration.' 

Experiments  wore  made  at  different  seasons  of  the  year ;  but  one  of  Mr.  Witt's 
tables  will  sufficiently  show  the  results. 


1 

Originally 
present 

2 

Alter  filtration 

3  ■ 

Amount 
separated 

4 

Percentage  ratio 
of  separated 
Matter 

Total  solid  residue,  includ- 
i  ng  suspended  matter  , 
Organic  matter . 
Total  mineral  matter  . 
Suspended  matter 
Total  dissolved  salts . 
Lime  .... 

55-60 
4-05 
51-55 
28-93 
22-62 
8-719 

22-85 

1-  349 
21-501 

2-  285 
19-216 

8-426 

32-75 

2-  70 
30-049 
26-645 

3-  404 
0-293 

68-90 
66-66 
68-29 
92-10 
15-04 
3-36 
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Col.  1  shows  the  quantities  of  tho  several  substances  originally  present,  represented 
m  grains,  in  the  imperial  gallon  (70,000  grains)  of  TOter. 

2.  Iho  amount  present  after  filtration. 

3.  The  actual  quantities  separated  in  grains  in  tho  gallon  of  water. 

ally  pres°en^^^°"^^°        ^^^'^^      amounts  separated  bear  to  tho  quantities  origin- 

♦It  has  been  assumed  as  a  principle  that  sand-filtration 'can  only  remove  bodies 
mechanically  suspended  in  water,  but  I  am  not  aware  that  this  statement  has  been 
established  by  experiment ;  in  fact,  I  am  not  acquainted  with  any  published  analvtical 
examination  of  the  efifects  of  sand-filtration. 

'  These  experiments  supply  the  deficiency,  and  show,  moreover,  that  these  porous 
media  aro  not  only  capable  of  removing  suspended  matter  (80  to  92  per  cent.),  but 
even  of  separating  a  certain  appreciable  quantity  of  the  salts  from  solution  in  water, 
viz.  from  5  to  15  per  cent,  of  the  amount  originally  present,  9  to  19  per  cent,  of  tho 
common  salt,  3  per  cent,  of  the  lime,  and  5  of  the  sulphuric  acid. 

'Taking  the  purer  water  from  Kingston,  two  experiments  were  made  simultaneously 
with  the  same  water,  one  filtration  being  through  charcoal  alone,  and  the  other  through 
sand  alone  ;  the  sand  filter  having  an  area  of  4  square  feet,  and  consisting  of  the  fol- 
lowing materials : — 

Fine  sand   19 

SheUs   li 

Gravel   1^ 

Coarse  gravel   9 


2  9 


EesuUs  of  Sand  Filtration, 


After  23  hours'  action 

After  120  hours'  action 

Original 
Water 
used 

Comparison 

Amount 

separated 

Percentage 
of  Quantity 
separated 

Comparison 

Amount 
separated 

ercentaf^e 
ratio  uf 
Quantity 
separated 

Total  residue  . 
Mineral  salts  . 
Organic  matter 
Suspended  matter  . 
Chlorine  . 
Chloride  of  sodium  ., 

24-578 
23-687 
0-8906 
3-509 

0-  8G2 

1-  420 

23-87 
22-858 

1-  012 

2-  663 

0-708 
0-829 

0-846 

2*88 
3-50 

24-109 

23-C9 
23-04 

0-  648 

6-671 

1-  105 

0-888 
0-647 
0-2426 

0-191 
0-315 

3-613 
2-73 

22-16 
22-11 

After  240  hours'  action 

After  376  hours'  acUon 

Total  residue  . 
Mineral  salts  . 
Organic  matter 
Suspended  matter  . 
Chlorine  . 
CUoride  of  sodium  . 

24-578 
23-687 
0-8906 
3-509 

0-  8G2 

1-  420 

22-534 
21-517 

0-  917 

1-  88 

0-  674 

1-  110 

2-044 
2-170 

1'629 
0-188 
0-310 

8-  316 

9-  161 

46-423 

21-8 

21-8 

22-507 
21-098 

0-  809 

1-  584 

2-071 
1-989 

1-925 

8-426 
8-397 

54-85 

Besults  of  Charcoal  Mltration, 


Original 
Water 
used 

After  72  hours'  action 

After  120  hours'  action 

ComparisoD 

Amount 
separated 

Percentage 
ratio  of 
Quantity 
separated 

Comparison 

Amount 
separated 

Percentage 

ratio  of 
Quantity 
sej>aratcd 

Total  residue  . 
Mineral  salts    .  . 
Organic  matter 
Suspended  matter  . 
Chlorine  . 
Chloride  of  sodium  . 

24-578 
23-687 
0-890G 
3-509 

0-  862 

1-  420 

22-13 
21-375 
0-755 

2-448 
2-312 
0-1356 

9-906 
9-76 
15-22 

21-644 
3-OG 

2-934 
0-449 

11-  93 

12-  79 

After  240  hours'  a 

.tlon 

After  376  hours'  action 

Total  residue  . 
Mineral  salts  . 
Organic  matter 
Suspended  matter  . 
Chlorine  . 
Chloride  of  sodium  . 

24-678 
23-687 
0-8900 
3-509 

0-  862 

1-  420 

20-821 
2-79 

3-757 

o-Vio 

15-28 
20-48 

21-374 
20-G04 
0-770 

3-204 
3-033 
0-1206 

13-03 

12-  34 

13-  54 
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•Apart  tarn  it.  special  |n..«.t«co.p^^^^^^ 

.pSleTLt  (0°"^=^^^^^^^^        ato/it.  Powe.  when  the  »pe™t 
terminated.  „„„„tUv  of  dissolved  organic  matter  \7as  removed  by  the 

3  Jfn  tSt4Sffl^^^  SmW^that  the  quantity  on^nally  pre- 

"'^srifpre'r'of  removing  soluble  salts  was  considerable  ;  as  a  maximum.  21  per 
cent,  of  the  common  salt  being  separated  ^-^^  the  following  point  comes 

jLtst  rs?r^K:*;si  sai,  u?.,  .^imun.  «».it, 

being  respectively  as  follow : —   ^  


Amount  originally 
present 


24-578  grs 
the  gallon 


in 


Amount  separated  in  Grains  in  the 
Gallon 


By  Sand 


2-074 


By  Charcoal 


3-757 


Amount  separated  in  Percentage  of 
the  Quantity  present 


By  Sand 


8-426 


By  Charcoal 


15-28 


*™  AM»riHlI.ATO»S.  This  name  is  given  to  a  portable  machine  invented 
byT\™"  is  adjusted  to  produce  the  ^^^f^SfTL^^S^ 

ibonic  acid,  and  other  gases,  7?"°J^^«'^^^^^,^„^tirco^^^^^^^ 

mass    The  machine  is  cylindrical  m  form,  ana  slignuy  coniuii.    xjj  o 

i:S^»S^?p»ia^^SiSSS 

c,,lT,liiirin  acid     The  char<Te  so  prepared  is  placed  m  a  cylindrical  vessel,  per 

receiver  the  lower  part  of  which  contains  a  quantity  of  water.  The  apparatus  is 
c  OS  d  bV  two  covers!  in  the  outer  of  which  is  an  opening  for  the  P\?f  ^^r^P^^f; 
In  the  centee  of  th^  cover  is  placed  a  spike,  for  the  purpose  of  breaking  the  glass 
StUe  dSSed  in  the  lavity  of  the  charge.  The  spike  being  forced  do^  breaks 
the  bottle,  and  the  sulphuric  acid  causes  the  instantaneous  combustion  of  the  chlorate 
of  notosh  and  sugar,  which  fires  the  charge.  The  gases  now_  escape  through  the  per- 
forations and  hSng  the  air  in  the  water-chamber,  and  causing  it  to  expand,  force 
the  waSr  up  a  tubular  passage  into  the  space  between  and  around  the  cylindrical 
te  slls  each  withS  eacl.  and  being  thus  converted  into 

gases,  and  escapes  by  the  discharge-tube,  forming  a  dense  cloud,  which  rapidly  extin- 

^Many^vTry  successful  experiments  were  made  with  these  fire  annihilators  but 
they  have  not  been  much  used.  There  can  be  no  doubt  the  principle  is  a  correct  one. 
Any  arrangement  for  pouring  carbonic  acid  upon  flame  would  be  certain  of  success 
if  the  cost  of  production  did  not  stand  in  the  way.  A  patent  was  granted  m  1873  to 
Mr  W  B.  Dick,  of  Glasgow,  for  improvements  in  apparatus  for  extinguishing  fires. 
Carbonic  acid  gas  is  generated  by  the  action  of  sulphuric  acid  on  bicarbonate  of  soda, 
and  is  dissolved  in  water  ;  the  solution  is  projected,  by  the  expansive  force  of  the  gas 
from  a  strong  vessel  through  a  regulator  valve  and  delivery  hose_.  The  bottle  of  acid 
is  held  between  a  fixed  bottom-support  and  a  moveable  cap,  and  is  broken  by  striking 
an  external  cap.   These  'extincteurs'  have  been  recently  supplied  to  some  ol  the 

Government  offices.  „,  .       . .  ,    ,  ,  .  „  „ 

FZBE-ARMS,  MANTJrACTURB  OP.  This  article  belongs  properly  to  a 
work  on  mechanical  engineering.  It  cannot  be  extended  as  it  should  bo  without 
encroaching  to  too  great  an  extent  upon  the  space  reserved  for  the  articles  which 
legitimately  belong  to  this  Dictionary.  It  has  thergforo  been  allowed  to  remain  as  it 
stood  in  the  last  edition:  all  the  main  principles  connected  with  the  construction  ot  fire- 
arms being  fully  described.  ,  ,  , 
This  art  is  divided  into  two  branches :  that  of  the  metallic,  and  that  ot  the  wooden 
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work.   The  first  includes  tho  barrel,  tho  lock,  and  tho  mountinK,  with  the  oavon^f 

.nJ'fl^r'^w,'  1"^'^°^      1^"°^  "^^^^  ^ts  diameter,  tho  calibre;  the  back 

•  ^  A^'  f  ^      generally  made  of  iron.    Most  military  muskets  and 

low-priced  guns  wero  formerly  fashioned  out  of  a  long  slip  of  sheot^ron  folded  to- 
gether edge-wise  round  a  skewer  into  a  cylinder ;  they  were  then  lapped  over  at  the 
seam  and  welded  at  a  wh  te  heat.  The  most  ductile  ai^d  tenacious  soKn.  free  from 
all  blemishes,  must  be  selected  for  this  slip.  It  is  frequently  welded  at  the  common 
foi-ge  but  a  proper  air-furnaco  answers  better,  not  Sing  so  apt  to  burn  the  iZ 
Avhich  should  be  covered  with  ashes  or  cinders.  The  shipe  of  ?he  bore  is  g^v-erbv 
ammering  the  cylinder  upon  a  steel  mandril,  in  a  groove  of  tho  anvil.  Six  inches  of 
tho  barrel  at  either  end  are  left  open  for  forming  the  breech  and  the  muzzle  by  a  sub- 
sequent welding  operation  ;  the  extremity  put  into  the  fire  being  stopped  with  clav 
to  prevent  the  introduction  of  cinders.  Tor  every  length  of  two  inches,  there  are 
from  two  to  three  welding  operations,  divided  into  alternating  high  and  low  heats  • 
tho  latter  being  intended  to  correct  the  defects  of  the  former.  The  breech  and  muzzle 
are  not  welded  upon  the  mandril,  but  upon  tho  liorn  of  the  anvil ;  the  breech  being 
thicker  in  the  metal,  is  more  highly  heated,  and  is  made  somewhat  wider  to  save 
labour  to  the  borer.  The  barrel  is  finally  hammered  in  the  groove  of  the  anvil  with- 
out tho  mandril,  during  which  process  it  receives  a  heat  every  two  minutes  In 
welding,  the  barrel  extends  about  one-third  in  length;  and  for  muskets,  is  even- 
tually left  from  3  to  3^  feet  long ;  but  for  cavalry  pistols,  only  9  inches. 

The  best  iron  plates  for  gun-barrels  are  those  made  of  shib  iron ;  that  is  of  old 
horse-shoe  nails  welded  together,  and  forged  into  thin  bars,  or  rather  narrow  ribands 
Atone  time  damascus  barrels  were  much  in  vogue ;  they  were  fiishionod  either  as  above 
described,  from  plates  made  of  bars  of  iron  and  steel  laid  parallel,  and  welded  together, 
or  from  ribands  of  the  same  damascus  stuff  coiled  into  a  cylinder  at  a  red  heat,  and  then 
welded  together  at  the  seams.  The  best  modern  barrels  for  fowling-pieces  and  tho 
modern  rifles  are  constructed  of  stub  nail-iron  in  this  manner.  The  slip  or  fillet  is 
only  half  an  inch  broad,  or  sometimes  less,  and  is  left  thicker  at  the  end  which  is  to 
form  the  breech,  and  thinner  at  the  end  which  is  to  form  the  muzzle,  than  in  the 
intermediate  portion.  This  fillet,  being  moderately  heated  to  increase  its  phancy,  is 
then  lapped  round  the  mandril  in  a  spiral  direction  till  a  proper  length  of  cylinder  is 
formed  ;  the  edges  being  made  to  overlap  a  little  in  order  to  give  them  a  better  hold 
in  the  welding  process.  The  coil,  being  taken  off  the  mandi-il  and  again  heated,  is 
struck  down  vertically  with  its  muzzle  end  upon  the  anvil,  whereby  the  spiral  junc- 
tions are  made  closer  and  more  uniform.  It  is  now  welded  at  several  successive  heats, 
hammered  by  horizontal  strokes,  called  jumpingi,  and  brought  into  proper  shape  on  tho 
mandril.  The  finer  barrels  are  made  of  still  narrower  stub-iron  slips,  whence  they 
get  the  name  of  wire  twist.  On  the  Continent,  some  barrels  are  made  of  steel  wire, 
welded  together  lengthvidse,  then  coiled  spirally  into  a  cylinder.  Barrels  that  are 
to  be  rifled,  require  to  be  made  of  thicker  iron,  and  that  of  the  very  best  quality, 
for  they  would  be  spoiled  by  the  least  portion  of  scale  upon  their  inside.  Soldiers' 
muskets  are  thickened  a  little  at  the  muzzle,  to  give  a  stout  holding  to  tho  bayonet. 

The  barrels  thus  made  are  annealed  with  a  gentle  heat  in  a  proper  furnace,  and 
slowly  cooled.  _  They  are  now  ready  for  the  borer,  which  is  an  oblong  square  bii  of 
steel,  pressed  in  its  rotation  against  the  barrel  by  a  lip  of  wood  applied  to  one  of  its 
flat  sides  and  held  in  its  place  by  a  ring  of  metal.  The  boring  bench  works  horizon- 
tally, and  has  a  very  shaky  appearance,  in  respect  at  least  of  the  bit.  In  some  cases, 
liowever,  it  has  been  attempted  to  work  the  barrels  and  bits  at  an  inclination  to  the 
horizon  of  30°,  in  order  to  facilitate  the  discharge  of  the  borings.  The  barrel  is  held  in 
II  slot  by  only  one  point,  to  allow  it  to  humour  the  movements  of  the  borer,  whicli 

would  otherwise  be  infallibly 
broken.  The  bit,  as  represented 
injiff.  868,  has  merely  its  square 
head  inserted  into  a  clamp- 
chuck  of  the  lathe,  and  plays 
freely  through  the  rest  of  its 
length. 

Fiff.  869  represents  in  plan 
tho  borhiff  bench  for  musket 
barrels ;  / /  is  tho  sledge  or 
carriage  frame  in  which  tho 
barrel  is  supported  ;  a  is  the  revoh-ing  chuck  of  the  lathe,  into  which  the  square  end 
of  the  bit,  fig.  868,  is  inserted ;  h  is  the  barrel,  clamped  at  its  middle  to  the  carriage, 
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and  capable  of  being  pressed  onwards  against  the  tapering  bit  of  the  borer,  by  the 
bont  lover  c,  worked  by  the  left  hand  of  the  operative  against  fulcrum  Icnobs  at  d, 
wliich  stJind  about  two  inches  asunder.  Whenever  the  barrel  has  been  thereby  ad- 
vanced a  certain  space  to  the  right,  tlie  bont  end  of  the  lever  is  shifted  against  another 
knob  or  pin.  The  borer  appears  to  a  stranger  to  be  a  very  awkward  and  unsteady 
niochauism,  but  its  perpetual  vibrations  do  not  affect  the  accuracy  of  the  bore.  Tlio 
opening  broach  may  bo  of  a  square  or  pentagonal  form ;  and  either  gradually  tapered 
from  its  thickest  part,  or  of  uniform  diameter  till  within  two  inches  of  the  end,  whence 
it  is  suddenly  tapered  to  a  point. 

A  series  of  bits  may  be  used  for  boring  a  barrel,  beginning  with  the  smallest  and 
ending  with  the  largest.  But  this  miiltiplication  of  tools  becomes  unnecessary,  by 
laying  against  the  cutting  part  of  the  bit,  slips  of  wood,  called  spales,  of  gradually 
increasing  thickness,  so  that  the  edge  is  pressed  by  them  progressively  further  from 
the  axis.  The  bore  is  next  polished.  This  is  done  by  a  bit  with  a  very  smooth  edge, 
which  is  mounted  as  above,  Avith  a  wedge  of  wood  besmeared  with  a  mixture  of  oil  and 
emery.  The  inside  is  finished  by  working  a  cylindrical  steel  file  quickly  backwards  and 
.forwards  ■within  it,  while  it  is  revolving  slowly. 

In  boring,  the  bit  must  be  well  oiled  or  greased,  and  the  barrel  must  be  kept  cool 
by  letting  water  trickle  on  it;  for  the  bit,  revolving  at  the  rate  of  120  or  140  times  a 
■minute,  generates  a  great  deal  of  heat.  If  a  flaw  be  detected  in  the  barrel  during  the 
boring,  that  part  is  hammered  in,  and  then  the  bit  is  employed  to  turn  it  out.  , 

Many  sportsmen  are  of  opinion  that  a  barrel  with  a  bore  somewhat  narrowed  towards 
the  muzzle  serves  to  keep  shot  better  together;  and  that  roughening  its  inside  with 
pounded  glass  has  a  good  effect,  with  the  same  view.  For  this  purpose,  also,  fino 
spiral  lines  have  been  made  in  their  interior  surface.  The  justness  of  the  calibre  of 
a  fowling-piece  or  musket  is  tried  by  means  of  a  truly-turned  cylinder  of  steel,  3 
or  i  inches  long,  which  ought  to  move  without  friction,  but  ■with  imiform  contact 
from  end  to  end  of  the  barrel.  Whatever  irregularities  appear  must  be  immediately 
removed. 

The  outer  surface  of  the  barrel  is  commonly  polished  upon  a  dry  grindstone,  but  it 
is  better  finished  at  a  turning  lathe  ■with  a  slide-rest. 

Eifle  barrels  have  parallel  grooves  of  a  square  or  angular  form  cut  within  them,  each 
groove  being  drawn  in  succession.  These  grooves  run  spirally,  and  form  each  an 
aliquot  part  of  a  revolution  from  the  chamber  to  the  muzzle.  Eifles  should  not  be  too 
deeply  indented,  only  so  much  as  to  prevent  the  ball  turning  round  within  the  barrel ; 
and  tJie  spires  should  be  truly  parallel,  that  the  ball  may  glide  along  with  a  regular 
pace. 

The  Parisian  gun-makers,  who  are  reckoned  very  expert,  draw  out  the  iron  for  the 
barrels  at  hand  forges,  in  fillets  only  one-ninth  of  an  inch  thick,  one  inch  and  a  half 
broad,  and  four  feet  long.  Twenty-five  of  these  ribands  are  laid  upon  each  other,  be- 
tween two  similar  ones  of  double  thickness,  and  the  bundle,  weighing  60  lbs.,  bound 
with  wire  at  two  places,  serves  to  make  two  barrels.  The  thicker  plates  are  intended 
to  protect  the  thinner  from  the  violence  of  the  fire  in  the  numerous  successive  heats 
necessary  to  complete  the  welding,  and  to  form  the  bundle  into  a  bar  two-thirds  of  ;in 
inch  broad,  by  half  an  inch  thick  ;  the  direction  of  the  indi%ddual  plates  relatively  to 
tlie  breadth  being  preserved.  This  bar,  folded  flat  upon  itself,  is  again  wrought  at  the 
forge,  till  it  is  only  half  an  inch  broad,  and  a  quarter  of  an  inch  thick,  while  the  plates 
of  the  primitive  ribands  are  now  set  perpendicular  to  the  breadth  of  the  narrow  fillet ; 
the  length  of  which  must  be  15  or  16  feet  French  (16  or  17  English),  to  form  a  fowl- 
ing-piece from  28  to  30  inches  long.  This  fillet,  heated  to  a  cherry  red  in  succossIa'c^ 
portions,  is  coiled  into  as  close  a  spiral  as  possible,  upon  a  mandril  about  two-fifths  of 
an  inch  in  diameter.  The  mandril  has  at  one  end  a  stout  head  for  drawing  it  out,  by 
means  of  the  hammer  and  grooves  of  the  anvil,  previous  to  every  heating.  The 
welding  is  performed  upon  a  mandril  introduced  after  each  heat ;  the  middle  of  tlie 
barrel  being  first  worked,  while  the  fillets  are  forced  back  against  each  other,  along  the 
surface  of  the  mandril,  to  secure  their  perfect  union.  The  original  plates,  having  in  the 
formation  of  the  ultimate  long  riband  become  very  thin,  appear  upon  the  surface  of 
the  barrel  like  threads  of  a  fine  screw,  with  blackish  tints  to  mark  the  junctions.  In 
making  a  double-barrelled  gun,  the  two  iu-e  formed  from  the  same  bundle  of  slips,  tlie 
coils  of  the  one  finished  fillet  being  turned  to  the  right  hand,  and  those  of  the  other  to 
the  left. 

The  barrels  forged,  as  above  described,  from  a  bundle  of  steel  and  iron  plates  laid 
alternately  together,  are  twisted  at  the  forge  several  times,  then  coiled  and  welded  as 
usual.  Fifteen  workmen  concur  in  one  operation:  six  at  the  forge;  two  at  tho 
boring  mill ;  seven  at  filing,  turning,  and  adjusting ;  yet  altogether  make  only  six 
pairs  of  barrels  per  week.  In  the  first  instance,  it  will  be  understood,  that  for  the 
PonstrucUon  of  (he  superior  barrels,  a  bundle  of  horso-shoe  nails  is  welded  into  a  flat; 
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bar,  similar  bars  of  scrap  steel  are  made,  and  those  are  made  up  into  a  bundle— a  bar 
of  iron,  and  a  bar  of  stool— of  eight  or  twelve  bars.  This  is  again  welded  into  one  bar 
and  tho  result  is,  when  the  surface  is  polislied,  that  the  diflforence  in  the  texture  of  the 
two  metals  is  distinctly  visible.  Now,  if  two  bars  of  iron  and  one  of  steel,  or  two  bars 
of  steel  and  one  of  iron,  or  any  other  combination  of  tho  two,  be  adopted,  there  will 
bo  a  variety  in  tho  pattern  of  tho  finished  bar. 

In  constructing  tho  barrel  this  bar  may  bo  twisted  up  singly,  as  described,  or  two 
bars  differing  in  pattern  may  bo  welded  together,  and  then  twisted.  It  is  usual  to  place 
two  bars  together,  to  twist  one  into  a  screw  and  leave  tho  other  plain,  or  to  give  one 
a  right-handod  twist  and  the  other  a  loft-handed  one ;  or  sometimes  three  bars  are 
employed,  and  by  twisting  or  otherwise  previously  to  welding  tho  bars  together,  and 
turning  or  twisting  tho  compound  bar  into  a  cylinder,  a  great  variety  of  patterns  are 
produced  on  tho  finished  barrel. 

The  breeching  is  of  three  kinds :  the  common ;  the  chamber,  plug,  or  mortar, 
fiff.  870;  and  the  patent,  Jig,  871.    Tho  common  was  formerly  used  for  soldiers' 

muskets  and  inferior  pieces.  The  se- 
cond is  a  trifling  improvement  upon  it. 
In  tho  patent  breeclung,  the  screws  do 
not  interfere  with  the  touch-hole,  and 
the  ignition  is  quicker  in  the  main 
chamber. 

The  only  locks  which  it  is  worth 
while  to  describe  are  those  upon  the 
percussion  principle,  as  flint  locks  have 
ceased  to  be  employed.  Forsyth's  lock 
{Jiff.  872)  was  an  ingenious  contrivance. 
It  has  a  magazine  a,  for  containing  the 
detonating  powder,  which  revolves  round 
a  roller  b,  whose  end  is  screwed  into 
the  breech  of  the  barrel.  The  priming 
powder  passes  through  a  small  hole  in 
the  roller,  which  leads  to  a  channel  in 
communication  vnth  the  chamber  of  the 
gun. 

The  pan  for  holding  the  priming  is 
placed  immediately  over  the  little  hole 
in  the  roller.  There  is  a  steel  punch  c, 
in  the  magazine,  whose  under  end  stands  above  the  pan,  ready  to  ignite  the  priming 
when  struck  upon  the  top  by  the  cock  d,  whenever  the  trigger  is  drawn.    The  punch, 

872 
d  \\ 


immediately  after  being  driven  down  into  the  pan,  is  raised  by  the  action  of  a  spiral 
spring.  For  each  explosion,  the  magazine  must  be  turned  so  far  round  as  to  let  fall 
a  portion  of  the  percussion  powder  into  the  pan  ;  after  which  it  is  turned  back,  and 
the  steel  punch  recovers  its  proper  position  for  striking  another  blow  into  the  pan. 

Tho  invention  of  the  copper  percussion  cap  was  another  great  improvement  upon  the 
detonating  plan.  Fia.  873  represents  the  ordinary  percussion  lock,  which  is  happily 
divested  of  three  awkward  projections  upon  tho  flint  lock,  namely,  the  hammer 
hammer  spring,  and  tho  pan.  Nothing  now  appears  upon  the  plate  of  ^the  lock,  but 
the  cock  or  striking  hammer,  which  inflicts  tho  striking  b  ow  upon  tJie  percussion 
cap.  It  is  concave,  with  a  small  metallic  ring  or  border,  called  a  shield  or  fence,  for 
the  purpose  of  enclosing  the  cap,  as  it  were,  and  preventing  its  splinters  doing  injury 
to  the  sportsman,  as  also  protecting  against  the  Une  of  flame  ^hich  may  issue  fronj 
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the  touch-hole  in  the  cap-nipple.  This  is  screwed  into  the  patent  breech,  and  is  per- 
forated with  a  small  hole. 

873 


The  safety  lock  of  Dr.  Somerville  is,  in  its  essential  feature,  a  slide  stop  or  catch, 
placed  under  the  trigger,  A,  fig.  874.   It  is  pulled  forward  into  a  notch  in  the  trigger, 

874 


by  means  of  a  spring  b,  upon  the  front  of  the  guard,  which  is  worked  by  a  key  c, 
pressing  upon  the  spring  when  the  piece  is  discharged.  In  another  safety  plan  there 
is  a  small  moveable  curved  piece  of  iron,  a,  which  rises  through  an  opening  b,  in  the 
lock-plate  c,  and  prevents  the  cock  from  reaching  the  nipple,  as  represented  in  the 
figure,  until  it  is  drawn  back  within  the  plate  of  the  lock  when  the  piece  is  fired. 

To  fije  this  gun,  two  different  points  must  be  pressed  at  the  same  time.  •  If  by 
accident  the  key  which  works  the  safety  be  touched,  nothing  happens,  because  the 
trigger  is  not  drawn ;  and  the  trigger  touched  alone  can  produce  no  effect,  because  it 
is  locked.  The  pressure  must  be  applied  to  the  trigger  and  the  key  at  the  same 
instant,  otherwise  the  lock  will  not  work. 

The  old  French  musket  is  longer  than  the  British,  in  the  proportion  of  44'72  inches 
to  42 ;  but  the  French  bayonet  is  15  inches,  whereas  the  British  is  17. 


Eng.  Dimensions  Fr.  Dimensions 

Diameter  of  the  bore       ....        0-75  in.  0-69  in. 

Diameter  of  the  ball       ....        0-676  0-65 

Weight  of  the  ball  in  oz                                1-06  0-958 

Weight  of  the  firelock  and  bayonet  in  lbs.       12-25  10  980 

Length  of  the  barrel  and  bayonet    .       .       59-00  59-72 


Within  these  few  years  a  great  many  contrivances  for  fire-arms  have  been  brought 
forward,  and  several  have  been  patented.  The  first  is  that  of  Charles  Eandom 
Baron  de  Berenger.  Fig.  875  shows  the  lock  and  breech  of  a  fowling-piece,  with  a 
sliding  protector  on  one  of  the  improved  plans ;  a  is  the  hammer,  b  the  nipple  of  the 
touch-hole,  c  a  bent  lever,  turning  upon  a  pin,  fixed  into  the  lock-plato  at  d.  The 
upper  end  of  this  bent  lo-ver  stands  partly  under  the  pose  of  the  hammer,  and  while 
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n^^^^l^H,    1  ^°  i^^.  '^Tl^''^  ^""^  ^"^^"^  °f       sportsman  presBing 

against  the  bent  part  of  the  slider  at  ff,  forces  this  back,  and  thereby  moves  tho 
end  of  the  lever  c  forwards  from  under  the  nose  of  the  cock  or  hammer,  as  show 
by  the  dotted  hues  The  trigger  being  now  drawn,  the  piece  will  be  discharged- 
and  on  removing  the  hand  from  the  end  ff,  of  the  slider  /,  the  spring  at  k,  acting 
dScribed    ^  ^^''^^"^  forward,  and  the  lever  into  the^position  first 

Mr.  Eedford,  gun-maker,  of  Birmingham,  introduced  a  modification  of  the  lock  for 
small  fire-arms,  in  wluch  the  application  of  pressure  to  the  sear  spring  for  discharging 
,  t  le  piece  js  made  by  means  of  a  plug,  depressed  by  the  tliumb,  instead  of  the  force  of 
tlio  linger  exerted  against  the  trigger.    Fig.  876  represents  a  fowling-piece  partly  in 


action.  The  sear  spring  is  shown  at  a.  It  is  not  here  connected  with  the  trigger,  as 
in  other  locks but  is  attached  by  a  double-jointed  piece  to  a  lever  6,  which  turns  upon 
a  fulcrum  pin  in  its  centre.  At  the  reverse  end  of  this  lever  an  arm  extends  forwards, 
like  that  of  an  ordinary  sear  spring,  upon  which  arm  the  lower  end  of  the  plug  c  is 
intended  to  bear ;  and  when  this  plug  is  depressed  by  the  thumb  bearing  upon  it,  that 
end  of  the  lever  b  will  be  forced  downwards,  and  the  reverse  end  will  be  raised,  so  as 
to  draw  up  the  end  of  the  sear  spring,  and  set  off  the  piece.  For  the  sake  of  protec- 
tion, the  head  of  the  plug  c  is  covered  by  a  moveable  cap  d,  forming  part  of  a  slider  c, 
which  moves  to  and  fro  in  a  groove  in  the  stock,  behind  the  breech  end  of  the  barrel ; 
this  slider  c  is  acted  upon  by  the  trigger  through  levers,  which  might  be  attached  to 
the  other  side  of  the  lock-plate  ;  but  are  not  shown  in  this  figure  to  avoid  confusion. 
When  the  piece  is  brought  to  the  shoulder  for  firing,  the  forc-fiuger  must  be  applied  as 
usual  to  the  trigger,  but  merely  for  the  purpose  of  drawing  back  the  slider  e,  and  un- 
covering the  head  of  the  plug ;  when  this  is  done,  the  thumb  is  to  be  pressed  upon  the 
head  of  the  plug,  and  will  thus  discharge  the  piece.  A  spring  bearing  against  the  lever 
of  the  slider  e,  will,  when  the  finger  is  withdrawn  from  the  trigger,  send  the  slider 
forward  again,  and  cover  the  head  of  the  plug,  as  shown. 

The  Eev.  John  Somorville,  of  Currie,  in  April  1835,  obtained  a  patent  for  a  further 
invention  to  prevent  the  accidental  discharge  of  fire-arms.  It  consists  in  hindering  the 
hammer  from  reaching  the  nipple  of  a  percussion  lock,  or  the  fiint  reaching  the  steel 
of  an  ordinary  one,  by  the  interposition  of  moveable  safety  studs  or  pins,  which  pro- 
trude from  under  the  false  breech  before  the  hammers  of  the  locks,  and  prevent  them 
from  descending  to  strike.  These  safety  studs  or  pins  are  moved  out  of  the  way  by 
the  pressure  of  the  right  hand  of  the  person  using  the  gun  only  when  in  the  act  of 
firing  ;  that  is,  when  the  force  of  the  right  hand  and  arm  is  exerted  to  press  the  butt- 
end  of  the  stock  of  the  gun  against  the  shoulder  while  the  aim  is  taken  and  the  trigger 
pulled.  In  carrying  tlie  gun  at  rest,  the  proper  parts  of  the  thumb  or  hand  do  not 
come  over  Mr.  Somervillc's  moveable  buttons  or  studs. 

Fiff.  877  is  a  side  view  of  part  of  a  double  perciif^sion  gun ;  and  fig.  878  is  a  top  or 
plan  view,  wliich  will  serve  to  explain  these  improvements,  and  show  one  out  of 
many  methods  of  carrying  them  into  effect.  A  is  the  stock  of  the  gun;  n  the  barrels; 
p  the  breech.j  p  tl^e  nipples ;  e  tho  faj^e  brpech,  on  tlio  under  side  of  which  tho  levers 
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vvhich  work  rtie  safety  studs  or  pins  are  placed  ;  f  is  the  ^^^^J']  "^^J 

ti-iggers  ;  H  the  lock-^late  ;  and  i  the  hammers  :  all  of  which  are  constructed  as  usual . 


in  the  position  for  the  thumb  of  the  right  hand  to  act  upon  it;  but  when  the  pressure 
of  the  ball  of  the  right  tliumb  is  to  produce  the  movement  of  the  safety  studs,  it 
must  be  placed  in  or  near  the  position  K  ;  and  when  the  heel  of  the  right  hand  is  to 
eflfoct  the  movement  of  the  safety  studs,  the  button  piece  must  be  placed  at  l,  or 
nearly  so. 

In  these  last  two  positions,  the  lever  (which  is  acted  upon  by  the  button  piece  to 
worlc  the  safety  studs  through  a  slide)  would  require  to  be  of  a  different  shape  and 
differently  mounted.  When  the  hammers  are  down  upon  the  nipples  after  discharging 
the  gun,  the  ends  of  the  safety  pins  press  against  the  inner  sides  of  the  hammers. 
■When  this  invention  is  adapted  to  single-barrelled  guns,  only  one  pin,  a,  one  lever  and 
button  piece  will  be  required. 

Mr.  Eichards,  gun-maker,  Birmingham,  patented  a  modification  of  the  copper  cap 
for  holding  the  percussion  powder,  as  represented  infff.  879  ;  in  which  the  powder  is 
removed  from  the  top  of  the  cap,  and  brought  nearer  the  mouth  ;  a  being  the  top,  b 
the  sides,  and  c  the  position  of  the  priming.  The  dotted  lines  show  the  direction  of 
the  explosion,  whereby  it  is  seen  that  the  metal  case  is  opened  or  distended  only  in  a 
small  degree,  and  not  likely  to  burst  to  pieces,  as  in  the  common  caps,  the  space  be- 
tween a  and  c  being  occupied  by  a  piece  of  any  kind  of  hard  metal  d,  soldered  or 
otherwise  fastened  in  the  cap. 

George  Lovell,  Esq.,  Director  of  the  Eoyal  Manufactory  of  Arms  at  Enfield,  intro- 
duced an  improvement  upon  the  priming  chamber.  Ho  forms  it  into  a  vertical 
double  cone,  joined  in  the  middle  by  the  common  apex  ;  the  base  of  the  upper  cone, 
being  in  contact  with  the  percussion  cap,  presents  the  most  extensive  surface  to  the 
fulminate  upon  the  one  hand,  while  the  base  of  the  under  one,  being  in  a  line  with  the 
interior  surface  of  the  barrel,  presents  the  largest  surface  to  the  gunpowder  charge, 
upon  the  other.  In  the  old  nipple  the  apex  of  the  cone  being  at  its  top,  afforded  very 
injudiciously  the  minimum  surface  to  the  exploding  force. 

Guns,  Rifling  of  the  Barrels. — The  outside  of  rifle  barrels  is,  in  general,  octagonal. 
After  the  barrel  is  bored,  and  rendered  truly  cylindrical,  it  is  fixed  upon  the  rifling 
machine.  This  instrument  is  formed  upon  a  square  plank  of  wood  7  feet  long,  to  which 
is  fitted  a  tube  about  an  inch  in  diameter,  with  spiral  grooves  deeply  cut  internally 
tljrough  its  whole  length;  and  to  this  a  circular  plate  is  attached  about  5  inches 
diamotcr,  accurately  divided  in  concentric  circles,  into  from  5  to  16  equal  parts,  and 
supported  by  two  rings  made  fast  to  the  plank,  in  wliich  rings  it  revolves.  An  arm 
connected  with  the  dividing  graduated  plate,  and  pierced  with  holes,  through  which  a 
pin  is  passed,  regulates  the  cliango  of  the  tube  in  giving  the  desired  number  of  grooves 
lo  the  barrel.  An  iron  rod,  witli  a  moveable  handle  at  the  one  end,  and  a  steel  cutter 
in  tlie  other,  passes  through  tlie  above  rifling  tnbe.  The  rod  is  covered  with  a  core  of 
lend  one  foot  long.  The  barrel  is  firmly  fixed  by  two  rings  on  the  plank,  standing  in 
a  straight  line  on  the  tube.  The  rod  is  now  drawn  repeatedly  through  the  barrel,  from 
end  to  end,  until  the  cutter  has  formed  one  groove  of  the  proper  depth.    The  pin 
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then  shifted  to  another  hole  in  the  dividing  plate,  and  the  operation  of  grooving  i« 
repoatod  ti  1  the  wliolo  number  of  riflings  is  completed.  The  barrel  is  next  taken  out 
ot  the  machino,  and  finished.  This  is  done  by  casting  upon  the  end  of  a  small  iron 
rod  a  core  of  load,  which,  when  besmeared  with  a  mixture  of  fine  emery  and  oil  is 
drawn,  for  a  considerable  time,  by  the  workmen,  from  the  one  end  of  the  barrel  to  the 
otlier,  till  the  inner  surface  lias  become  finely  polished.  The  best  degree  of  spiralitv  is 
found  to  be  from  a  quarter  to  half  a  revolution  in  a  length  of  three  feet. 

Military  litfles.—Au  essential  improvement  in  this  destructive  arm  Las  been  in- 
troduced into  the  British  service. 

The  intention  in  all  rifles  is  to  impart  to  the  ball  a  rotatory  or  spinning  motion 
round  its  axis,  as  it  passes  out  through  the  barrel.  This  object  was  attained,  to  a 
certain  degree,  in  the  rifles  of  the  old  pattern,  by  cutting  seven  spiral  grooves  into  the 
mside  of  the  barrel,  in  the  manner  shown  hjfiff.  880,  the  spherical  ball,;?^.  881,  being 

880  881  882  883 


a  little  larger  than  the  bore,  was  driven  down  with  a  inidlet,  by  which  the  projecting 
ribs  were  forced  into  the  surface  of  the  ball,  so  as  to  keep  it  in  contact  with  their 
curvatures,  during  its  expulsion.  Instead  of  this  laborious  and  insecure  process,  the 
barrel  being  now  cut  with  only  two  opposite  grooves,^.  882,  and  the  ball  being  formed 
with  a  projecting  belt,  or  zone,  round  its  equator,  of  the  same  form  as  the  two  grooves, 
Jig.  883,  it  enters  so  readily  into  these  hollows,  that  little  or  no  force  is  required  to 
press  it  down  upon  the  powder.  So  much  more  hold  of  the  barrel  is  at  the  same  time 
obtained,  that  instead  of  one  quarter  of  a  turn,  which  was  the  utmost  that  could  be 
safely  given  in  the  old  way,  without  danger  of  stripping  the  ball,  a  whole  turn  round 
the  barrel  in  its  length  can  be  given  to  the  two  grooved  rifles ;  whereby  a  far  more 
certain  and  complete  rotatory  motion  is  imparted  to  the  ball.  The  grand  practical 
result  is,  that  better  practice  has  been  performed  by  several  companies  of  the  Eifle 
Corps  at  300  yards  than  could  be  produced  with  the  best  old  military  rifles  at  160 
yards ;  the  soldier  being  meanwhile  enabled  to  load  with  much  greater  ease  and 
despatch.  The  belt  is  bevelled  to  its  middle  line,  and  not  so  flat  as  shown  in  the 
figure. 

This  mode  of  rifling  is  not,  however,  new  in  England.  In  fact,  it  is  one  of  the 
oldest  upon  record ;  and  appears  to  have  fallen  into  disuse  from  faults  in  the  execu- 
tion. The  idea  was  revived  within  the  last  few  years  in  Brunswick,  and  it  was  tried 
in  Hanover  also,  but  with  a  lens-shaped  (linsenformig)  ball.  The  judicious  modifica- 
tions and  improvements  it  has  finally  received,  have  brought  out  all  its  advantages, 
and  rendered  it,  when  skilfidly  used,  a  weapon  of  unerring  aim,  even  at  the  distance 
of  700  yards. 

The  locks,  also,  for  the  military  service  generally,  are  receiving  important  im- 


provements. In  LovcU's  lock  the  action  of  the  main  spring  is  reversed,  as  shown  by 
Jig.  884 ;  thus  rendering  the  whole  mechanism  more  solid,  compact,  and  convoment ; 
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,  ignition  of  the  charge  is  cflfected  by  percussion  PP^'^'^^V^TlfrpS'of 
lirinspector  of  Small  Arms  for  Her  Majesty's  service,  and  Director  of  the 
nnfnctorv.  .it  Enfield  Chase,  directed  his  attention  to  the    ggj  889 


while  the 

Mr.  Lovell,  Inspector  yjx  ui^^.i^^  — —  — -  .  "  -.  , 
Koyal  Manuflictory,  at  Enfield  Chase,  directed  his  attention  to  the 
construction  of  a  sure,  simple,  and  strong  musket,  with  which, 
under  his  superintendence,  the  whole  of  Her  Majesty  s  soldiers 
were  long  provided.  He  has  also  furnished  them  with  a  short, 
but  clear  set  of  instructions  for  the  cleaning  and  management 
of  these  excellent  arms,  illustrated  by  a  series  of  wood  engrav- 
ings.   From  this  little  work  the  following  notice  is  copied :— ■ 

Fig.  885.  The  barrel,  reduced  to  one-seventh  size,  a,  the 
breech;  b,  the  nipple-seat  or  lump;  c,  the  back  sight  ;  d,  the 
back  loop  ;  e,  the  middle  loop  ;  /,  the  swivel  loop  ;  g  the  front 
loop,  with  the  bayonet-spring  attached;  A,  the  front  sight;  t, 
the  muzzle.  ,  , 

Fig,  886.  The  breech-pin,  half-size,  a  the  tang;  o,  tne 
neck ;  c  the  screw-threads ;  d,  the  face. 
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a,  the 


Fig.  887.    The  bayonet-spring,  two  ways,  half  size, 
shank ;  b,  the  neck,;  c,  the  hook ;  d,  the  mortice. 

Fig.  888.  The  nipple,  full  size,  a,  the  cone  ;  b,  the  squares  ; 
c,  the  shoulder ;  d,  the  screw-threads  ;  e,  the  touch  hole. 

887  888 
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Fig.  889.    The  rammer  reduced  to  one-seventh  size, 
head  ;  b,  the  shaft ;  c,  the  screw-threads. 

Fig.  890.    The  lock,  outside,  half  size,    a,  the  plate ;  b,  the 
cock ;  c,  the  tumbler-pin ;  d,  the  hollow  for  the  nipple  seat. 

Fig.  891.  The  lock,  inside,  half  size,  Showing  all  the  parts  in 
their  places  with  the  cock  down  at  bearer,  a,  the  main-spring ; 
b,  the  sear-spring ;  c,  the  sear ;  d,  the  tumbler ;  e,  the  bridle ; 
/,  the  main-spring  pin ;  g,  the  sear-pin ;  h,  the  sear-spring 
pin ;  i,  the  bridle-pin. 

Barrel-welding  by  Machinery. — The  barrels  of  muskets,  bird- 
ing-guns,  &c.,  or  what  are  called  plain,  to  distinguish  them 
from  those  denominated  stub  or  twisted  barrels,  have  of  late 
years  been  formed  by  means  of  rolls :  a  process  in  which  the 
welding  is  first  effected  on  a  short  slab  of  thick  iron,  and  then 
the  barrel  is  brought  down  to  its  destined  length  and  form,  by 
repeatedly  passing  it  between  a  pair  of  rolls,  that  have  been 
previously  grooved  to  the  exact  shape  of  the  barrel  intended  to 
bo  made. 

The  iron,  being  thoroughly  refined,  and  reduced  into  flat  bar? 
by  the  process  described,  is  cut  by  the  shears  into  slabs  or 
lengths  of  10  to  12  inches,  and  10  to  10^  lbs.  weight,  or  less,  according  to  the  de- 
scription of  gun-barrel  that  is  intended  to  be  made.  These  slabs  are  then  heated, 
and  bent  in  their  whole  length,  by  means  of  conveniently-grooved  bending  rolls, 
until  they  assume  the  form  of  rough  tubes,  of  the  kind  of  section  shown  by  a, 
.f>g.  892.  They  are  then  placed  on  the  hearth  of  the  reverberatory  furnace,  and 
brought  to  a  full  welding-heat,  and,  as  soon  as  the  edges  of  a  tube  come  to  a  semi- 
fluid state,  it  is  taken  out  and  passed  between  rolls  having  grooves  somewhat  smaller 
in  diameter  than  the  exterior  of  tlic  tube,  by  which  means  the  tube  is  perfectly  woldod 
from  end  to  cud ;  and  if  care  bo  taken  in  the  management  of  the  heat,  and  the  junc- 
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ture  bo  kept  clear  of  dirt  and  cindors,  the  iron  will  be  found  perfectly  homogeneous 
in  every  part,  and  there  will  be  no  appearance  whatever  of  the  seam  where  the  edges 


came  together.  These  tubes  are  repeatedly  heated,  and  passed  between  the  barrel 
rolls,  which  are  of  sufficient  diameter  to  admit  of  gradually  decreasing  grooves,  the 
whole  length  of  the  intended  barrel  being  indented  on  their  surfaces. 


891 


treblctt  on  its  end,  of  the  diameter  that  the  bore  of  the  barrel  is  meant  to  be.  This 
rod  is  so  adjusted  by  means  of  a  strong  iron  plate  c,  near  its  handle,  which  is  of  wood, 
and  long,  tliat  when  passed  with  the  heated  tube  on  it  between  two  transverse  liolding 
bars,  tlio  short  steel  treblett  D  shall  be  found  exactly  between  the  point  of  impact  of 
the  barrel  rolls,  b,  e. 

The  adhesion  of  the  hot  iron  to  the  surface  of  the  rolls  is  strong  enough  to  draw 
the  tube  off  the  mandril,  which  thus  keeps  the  bore  open  from  end  to  end  ;  and  by 
repeating  the  process  through  the  whole  sei-ics  of  grooves  in  the  rolls,  the  barrel  is 
gradually  elongated,  and  brought  down  to  the  exact  form  required ;  any  superfluous 
length  at  the  muzzle  is  then  cut  off.    The  breech  end  is  then  adjusted  by  the  hammer 
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n.  triDle-seat  welded  on  by  hand  if  it  bo  intended  for  a  percussion  lock ;  and  then  the 
r    1  ?  llvTn  ffo  forward  to  the  mill  to  be  bored,  turned,  and  finished. 
''g1  barTl^formedX^^^^  --l^^-'^^^l  ^'"'^'^^      ^^^^^  proof  better  than. 

thosrwS  bvTand,  because  the  heat  is  more  equalised ;  and  any  imperfections  in 
tnoso  „ .  '  dispersed  over  the  whole  extent  of  the  tube. 

ye^rs  Lrg^^^^^^^^^  l^ee'n  made  towards  increasing  the  efficacy  of  miH- 

*^Th?&st  attempt  to  improve  the  rifle  in  use  in  the  French  army  was  that  proposed 
by  M.  Delvigno.  an  officer  of  the  royal  ex-guard  (Jiff.  894),  in  which  the  upper  onfice 

894 


of  the  chamber  that  contained  the  powder  took  the  form  of  a  cup,  wherein  the  ball 
(somewhat  wider  in  diameter)  was  received,  and  by  two  or  three  smart  blows  of  a 
heavy-headed  rammer  (also  cupped  out  for  the  purpose)  became  expanded  laterally, 
and  thus  the  rotatory  motion  was  imparted  to  it  by  the  spiral  grooves  of  the  barrel  m 
passino'  out.  Colonel  Poncharra  suggested  the  addition  of  a  wood  bottom  or  sabot 
under  "the  ball  and  a  greased  woollen  patch ;  and  Colonel  Thouvesino  proposed  {fiff, 
895)  a  steel  stem  or  pillar  about  2  inches  long  inserted  into  the  face  of  the  breech- 


pin  ;  round  this  pin  the  charge  of  powder  was  received,  and  the  diameter  of  the  ball, 
when  resting  on  the  top  of  the  pin,  was  enlarged  by  the  blows  of  the  heavy-headed 
rammer,  as  suggested  by  Delvigne. 

This  system  took  the  name  of  '  Carabine  a  Tige,'  and  has  been  very  generally  intro- 
duced for  the  service  of  fusilier  battalions  in  Continental  armies ;  very  grave  objections, 
however,  have  been  found  against  it  in  use,  from  the  impossibility  of  keeping  the 
chamber  (or  part  round  the  pin)  clear  ;  and  from  the  severe  labour  to  the  soldier  in 
ramming  down  and  enlarging  the  diameter  of  the  ball  sufficiently  to  ensure  the  rotatory 
motion  desired. 

But  if  the  ultimate  results  thus  attained  with  spherical  balls  turned  out  not  entirely 
satisfactory,  it  was  made  clearly  manifest,  in  the  course  of  the  experiments  carried 
on,  that  no  insuperable  difficulty  stands  in  the  way  of  rendering  the  fire  of  infantry 
very  much  more  accurate  and  powerful,  by  the  use  of  rifled  barrels  throughout  the 
army,  and  thus  loading  to  a  verification  of  the  prediction  made  by  Eobins  above  one 
hundred  years  ago,  that '  whatever  state  shall  thoroughly  comprehend  the  nature  and 
advantages  of  rifled  barrel  pieces,  and,  having  facilitated  and  completed  their  con- 
struction, shall  introduce  into  their  armies  their  general  use,  with  dexterity  in  the 
management  of  them,  will  by  this  means  acquire  a  superiority  which  will  almost  equal 
any  thing  that  has  been  done  at  any  time.' 

But  besides  smoothing  the  way  to  such  an  essential  improvement,  it  has  been  elicited 
of  late  years,  that  when  the  accuracy  of  flight  is  secured  by  the  rotatory  motion  derived 
from  the  rifling,  the  bullet,  instead  of  being  limited  to         ogg  897 
the  form  of  a  sphere  as  heretofore,  may,  up  to  certain 
hmits,  be  elongated  with  considerable  increase  of  de-  f~^\ 

structive  effect;  and  with  an  augmentation  of  range  ^        —  ' — 

very  much  beyond  any  thing  that  has  hitherto  been 
considered  to  lie  within  the  reach  of  small  arms- 
placing  them,  in  fact,  with  reference  to  artillery  and 
cavalry,  in  the  flrst  place  instead  of  the  last. 

An  immensely-extended  field  has  thus  been  opened 
to  expenmonters.  1st.  Mons  Didion  proposed  a  true 
oval  {fy.  896)  as  the  best  form  of  bullet,  so  that, 
•n-ncn  shortened  by  the  blows  of  the  heavy  rammer  and 
wiclened  in  its  diameter,  it  might  bo  brought  nearer  to  the  spherical  shape  before 
leaving  the  barrel.  2nd.  Mons.  Delvigne  took  out  a  patent  for  a  bullet  (fiq.  897)  under 
imL3wf,  of  'Cylindro-Ogivale;'  it  had  a  conical  opening  behind,  in  which  he 
t  «  1    1  °^      powder  would  exert  itself  with  sufficient  energy  to  expand 

luo  ioaa  permanently,  and  so  make  the  ball  take  tho  rotatory  movement  derived 
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from  the  rifling,  without  any  fatiguo  to  tho  soldier  in  loading:  with  this proiectile  in- 
smooth  barrolf'°°     ^"^^  ^^'^'^^^^  ""^^''^  ^^'""^  ^'^^       ordinary  cartridgo'and 
The  bullet  {Jig.  898)  of  the  'Carabine  a  Tige'  was  called  ' Cylindro-Conique,'  and 
898                               899  900 


r  \ 

was  said  to  possess  this  advantage  over  the  preceding,  that,  being  brought  more  to  a 
point  in  front,  it  bored  its  way  through  the  air  with  greater  ease,  and  thus  retained 
greater  velocity,  and  of  course,  more  extended  range  ;  and  with  this  bullet  it  was  that 
Mons.  Tami  sier  introduced  three  sharp-edged  channels  round  it,  which  he  stated  were 
necessary  to  keep  its  flight  steady,  by  oifering  a  resistance  to  the  action  of  the  air. 

Finally,  Mons.  Mini6,  an  officer  of  the  French  line,  suggested  {fiff.  899)  the  addition 
of  a  d^noyau  or  culot  to  the  hollow  ball  of  Delvigue.  This,  in  the  form  of  a  little  cup 
made  of  sheet  iron,  is  placed  in  the  orifice  of  the  conical  hollow  of  the  ball  behind,  and 
by  the  energy  of  the  powder  is  driven  into  the  ball,  enlarging  its  diameter  permanently, 
and  thus  giving  all  the  accuracy  of  the  rifle,  with  nearly  the  same  facility  of  loading 
as  with  the  plain  barrel. 

The  principle  of  the  invention,  as  thus  developed,  has,  we  learn,  been  adopted  by  our 
Government  for  the  general  use  of  the  army,  seeing  that  it  oSers  so  great  advantages 
over  the  system  of  plain  barrels,  but  the  bullet  (Jiff.  900),  as  modified  by  the  Inspector 
of  Small  Arms,  has  on  its  exterior  no  channels,  they  being  found  not  only  useless  as  to 
steadying  the  flight  of  the  projectile,  but  absolutely  injurious  in  lowering  its  velocity. 
The  bullet  in  its  improved  form  too,  being  more  truly  balanced  in  its  proportions, 
and  made  by  mechanical  means  instead  of  by  casting,  has  no  tendency  to  the  gyrations 
which  appear  to  have  so  puzzled  French  artillerists,  and  for  which  they  have  indented 
the  word  '  derivation,'  and  wasted  much  learned  disquisition. 

But  even  if  it  were  ever  to  happen,  which  is  not  likely,  that  these  various  projectors 
could  be  brought  to  agree  as  to  the  best  form  of  projectile,  they  will  then  find  out, 
that  although  by  the  general  introduction  of  rifled  and  elongated  bullets  an  immense 
advantage  has  been  realised  over  plain  barrels,  their  plans,  based  as  they  all  are  upon 
a  system  of  loading  at  the  muzzle,  are  at  best  but  one  step  in  advance ;  and  that  a  good 
sound  military  fire-arm  loading  at  the  breech  will,  after  all,  remain  the  great  desideratum 

an  arm  that,  without  any  less  accuracy  or  power  to  reach  masses  of  artillery  or 
cavalry  at  a  thousand  yards'  distance,  will  enable  the  soldier  to  triple  the  quantity  of 
his  fiire  at  any  moment  that  he  may  be  called  upon  to  repel  a  charge  of  cavalry,  or 
attack  or  defend  a  breach  at  close  quarters ;  of  such  simple  construction,  and  so  easily 
handled  in  every  position  of  the  body,  that  the  soldier  can  pour  every  shot  of  his  most 
murderous  fire  upon  the  enemy  with  unerring  precision,  whilst  he  liimself  may  lie 
cooUy  behind  a  stone  or  in  a  ditch  in  entire  security. 

These  are  no  longer  wild  imaginings,  although  so  many  hundreds  of  attempts  towards 
the  same  object,  from  the  earliest  period  to  the  present  day,  have  been  one  after  another 
seen  invariably  to  fail.  The  Germans  have  been  long  and  steadily  pursuing  the  great 
object,  until  at  length  Herr  Dreysa,  of  Sommerda  in  Thuringia,  has  succeeded,  after 
more  than  twenty  years  of  continued  labour,  in  establishing  a  musket,  under  the  name 
of  '  Zundnadelgewehr,'  which,  if  not  quite  perfect,  is  so  well  adapted  for  the  uses  to 

901 


y  ^ 


vhich  it  is  applied  that  tho  Prussians  have  armed  the  whole  of  their  line  and  the 
Landwehr  with  this  weapon. 

Tho  needle  musket  {Jig,  901)  consists  of  a  strong  socket  a,  open  on  the  upper  side 
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and  screwed  on  to  the  barrel  h,  which  is  rifled  in  the  usual  manner ;  within  this  socket 
is  a  slider  c,  wliich  in  fiict  constitutes  the  lock,  as  it  contains  the  spiral  spring  and 
mechanism  tliat  produce  ignition  by  percussion ;  it  has  a  stoxit  hebel,  or 
handle,  by  which  it  is  moved  backwards  and  forwards  freely.  The  car- 
tridge '{fig.  902)  consists  of  the  ball  a,  the  sabot  b,  or  bottom  of  hard 
paper,  and  holding  the  priming  matter,  and  lastly  the  charge  of  powder 
c,  the' whole  being  made  up  in  paper  pasted  together.  In  use,  the  slider 
beino-  drawn  back,  the  soldier  puts  the  cartridge  with  the  point  of  the 
ball  "in  front  into  the  open  breech  of  the  barrel,  pushes  the  slider  for- 
ward, and  seciu-es  its  close  junction  by  a  turn  to  the  right  against  an 
inclined  edge  of  the  open  socket.  The  spiral  spring  is  then  brought  into 
action  by  pressing  the  spring  case  forward  with  the  thumb. 

To  Captain  Drayson,  E.  A.,  we  are  indebted  for  the  following.  The 
Enfield  rifle,  which  has  lately  been  approved  of  for  the  use  of  the  army, 
is  constructed  principally  by  machinery. 

The  factory  at  Enfleld,  at  which  this  arm  is  manufactured,  is  con- 
sidered one  of  the  most  complete  establishments  in  the  world. 

The  barrel,  lock,  wood-work,  furniture,  and  bayonet  are  all  constructed 
at  Enfield,  and,  as  each  portion  is  made  exactly  of  the  same  size  and  shape, 
a  part  of  one  rifle  will  fit  into  the  same  part  of  another. 

The  total  length  of  this  weapon,  including  bayonet,  is  6  ft.  0|  in.,  and  it  weighs 
9  lbs.  3  oz. ;  the  barrel  is  3  ft.  3  in.  in  length,  and  weighs  4  lbs.  2  oz. ;  the  diameter 
of  bore  is  -577  inch.  The  buUet  is  elongated,  and  rotates  on  leaving  the  piece  like  a 
spherical  bullet.  The  general  figure  of  the  bullet  is  cylindrical,  but  its  front  end  is 
rounded,  and  its  rear  end  has  a  conical-shaped  cavity.  In  tlie  Minie  rifle,  some  of 
which  were  introduced  into  the  service,  a  small  iron  cap  was  placed  in  the  hollow  at 
the  rear  end  of  the  ball  for  the  purpose  of  causing  the  bullet  to  expand,  but  in  the 
Enfield  rifle  this  opening  is  filled  by  a  wooden  phig  instead.  This  diminishes  the 
fouling  of  the  bore,  and  answers  all  the  purposes  of  expansion. 

The  bullet  is  -568  inch,  length  1-062  inch,  weight  530  grains.  The  barrel  is  proved 
at  Enfield,  and  when  flaws  are  supposed  to  exist  as  much  as  1 6  drams  of  powder  have 
been  fired,  without  bursting  the  barrel.  The  serA-ice  charge  is  2|  di-ams.  The  weight 
of  60  rounds  of  ammunition,  including  75  caps,  is  5  lbs.  8  oz. 

The  bore  has  three  grooves;  each  groove  forms  a  spiral  of  half  a  turn  in  3  ft.  3  in. 
The  rifle  is  sighted  up  to  900  yards,  but  an  eflFective  range  may  be  obtained  beyond 
that  distance. 

The  system  of  rifling  by  grooves  is  the  plan  which  has  been  generally  employed,  and 
many  experiments  with  different  numbers  of  grooves,  some  of  varying  ' 
depths,  being  deeper  at  the  breech,  and  with  different  turns ;  some  in- 
creasing towards  the  muzzle  have  been  tried  and  thought  advan- 
tageous, at  various  times.  The  Enfield  rifle  has  three  grooves,  with  a 
pitch  of  6  ft.  6  in.,  so  that  the  bullet  receives  half  a  turn  round  its 
axis  while  moving  through  the  barrel,  the  length  of  which  is  3  ft.  3  in. 
The  bullet  is  cylindro-conchoidal ;  it  is  wrapped  in  paper,  and  made  of 
such  a  diameter  as  to  pass  easily  down  the  barrel.  It  requires  very 
pure  lead,  to  allow  of  its  being  properly  expanded,  or  '  upset,'  by  the 
explosion,  and  is  driven  partly  against  the  original  portions  of  the 
bore,  called  the  lands,  and  partly  in  the  form  of  raised  ribs,  is  forced 
into  the  grooves,  whose  spiral  shape  gives  the  required  rotation.  The 
Enfield  bullet  is  shown  in  the  annexed  figure.  It  is  conical  in  shape, 
and  has  its  back  end  recessed  for  the  insertion  of  a  box -wood  plug' 
This  plug,  driven  forward  at  the  first  shock  of  the  explosion  of  gun- 
powder, expands  the  lead  until  it  fills  the  grooves  at  the  breech 
{Dig.  903.) 

The  prime  cost  of  a  finished  Enfleld  rifle  is  stated  to  be  about  21.  os  • 
and  from  1,500  to  1,800  rifles  per  week  are  at  present  made  at  the 
Entidd  rifle  factory. 


Since  the  remarkable  proof,  which  has  been  obtained  during  the  '  seven  davs'  war ' 

that  all'Tfi ^7  needle-gun,  our  War  Office  has  directed 

tjat  all  the  fire-arms  supplied  to  our  army  shall  be  breech-loaders,  and  the  Enfield 
lac^i7  IS  now  fuUy  engaged  in  the  conversion  of  the  ordinary  Enfield  into  thi^  form 


Whitmrth's  RiJk.— This ^re-arm, and  the  principles  on  which  it  is  constnictfld  n.n 
not  be  better  described  than  by  adopting,  to  a  great  extent,  the  words  of  the  fn^ 
In  the  system  of  rifling  ^hich  I  have  adopted,  the  interior  of  thrbarrel  «  hlxl  ''V 
and  instead  of  consisting  partly  of  non-effective  lands,  and  par  ly  of  lo^Jr 
Of  effective  nfling  surfaces.   The  angular  corners  of  the  hexago/are  S^/s  'rounded! 

c  c  2  ' 
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as  shown  in  BGction,  fig.  904,  which  shows  a  cylindrical  bullet  in  a  hexagonal  barrel 
Iho  hexagonal  bullet,  which  is  proforred  to  the  cylindrical  one— althougli  ciLlicr 
may  be  used,— is  shown  in^^.  905.  Supposing,  liowever,  that  a  bullet 
of  a  cylindrical  shape  is  fired,  when  it  begins  to  expand  it  is  driven 
into  the  recesses  of  the  hexagon,  as  shown  in  fig.  904.  It  thus  adapts 
itself  to  the  curves  of  the  spiral,  and,  the  in- 
clined sides  of  the  hexagon  oiFcring  no  direct 
resistance,  expansion  is  easily  effected.  With 
all  expanding  bullets  proper  powder  must  bo 
used.  In  many  cases  this  kind  of  bullet  has 
failed,  owing  to  the  use  of  a  slowly-igniting 
powder,  which  is  desirable  for  a  hard  metal 
projectile,  as  it  causes  less  strain  upon  the 
piece  ;  but  is  unsuitable  with  a  soft  metal  ex- 
panding projectile,  for  which  a  quickly  igniting 
powder  is  absolutely  requisite  to  ensure  a  com- 
plete expansion,  which  will  fill  the  bore :  un- 
less this  is  done  the  gases  rush  past  the  bullet, 
between  it  and  the  barrel,  and  the  latter  becomes  foul,  the  bullet  is 
distorted,  and  the  shooting  must  be  bad.  If  the  projectile  be  made 
of  the  same  hexagonal  shape  externally,  as  the  bore  of  the  barrel 
internally,  that  is,  with  a  mechanical  fit,  metals  of  all  degrees  of  hard- 
nesp,_from  lead,  or  lead  and  tin,  up  to  hardened  steel,  may  be  employed,  and  slowly- 
igniting  powder,  like  that  of  the  service,  may  be  used.  As  we  have  already  stated, 
the  Enfield  rifle  has  one  turn  in  6  ft.  6  in. ;  that  is,  the  bullet  rotates  once  on  its 
axis  in  passing  over  this  space.  This  moderate  degree  of  rotation,  according  to 
Mr.  Whitworth,  only  admits  of  short  projectiles  being  used,  as  long  ones  turn  over  on 
issuing  from  the  barrel ;  and,  at  long  ranges,  the  short  ones  become  unsteady.  "With 
the  hexagonal  barrel  much  quicker  turns  are  used ;  and  '  I  can  fire  projectiles  of 
any  required  length,  as,  with  the  quickest  that  may  be  desirable,  they  do  not  "  strip." 
I  made  a  short  barrel,  with  one  turn  in  the  inch  (simply  to  try  the  effect  of  an  ex- 
treme velocity  of  rotation),  and  found  that  I  could  fire  from  it  mechanically-fitting 
projectiles,  made  of  an  alloy  of  lead  and  tin  ;  and  with  a  charge  of  35  grains  of  powder 
they  penetrated  through  7  inches  of  elm  planks.' 

'  For  an  ordinary  military  barrel  39  inches  long,  I  proposed  a  •45-inch  bore,  with 
one  turn  in  20  inches,  which  is,  in  my  opinion,  the  best  for  this  length.  The  rota- 
tion is  sufficient,  with  a  bullet  of  the  requisite  specific  gravity,  for  a  range  of  2,000 
yards.  The  gun  responds  to  every  increase  of  charge,  by  giving  better  elevation, 
from  the  service  charge  of  70  grains  up  to  1,200  grains  ;  this  latter  charge  is  the 
largest  that  can  be  effectually  consumed,  and  the  recoil  then  becomes  more  than 
the  shoulder  can  conveniently  bear  with  the  weight  of  the  service  musket.' 

The  advocates  of  the  slow  turn  of  one  in  6  ft.  6  in.,  consider  that  a  quick  turn 
causes  so  much  friction  as  to  impede  the  progress  of  the  ball  to  an  injurious,  and 
sometimes  dangerous,  degree,  and  to  produce  loss  of  elevation  and  range ;  but  Mr. 
Whitworth's  experiments  show  the  contrary  to  be  the  case.  The  effect  of  too  quick 
a  turn,  as  to  friction,  is  felt  in  the  greatest  degree  when  the  projectile  has  attained  its 
highest  velocity  in  the  barrel,  that  is  at  the  muzzle,  and  is  felt  in  the  least  degree 
when  the  projectile  is  beginning  to  move,  at  the  breech.  The  great  strain  put  upon  a 
gun  at  the  instant  of  explosion  is  due,  not  to  the  resistance  of  friction,  but  to  the  vk 
inertice  of  the  projectile  which  has  to  be  overcome.  In  a  long  barrel  with  an  ex- 
tremely quick  turn,  tlie  resistance  offered  to  the  progress  of  the  projectile  as  it  is 
urged  forward  becomes  very  great  at  the  muzzle,  and,  although  moderate  charges 
give  good  results,  the  rifle  will  not  respond  to  increased  charges  by  giving  better 
elevation.  If  the  barrel  be  cut  shorter,  an  increase  of  charge  then  improves  tlie 
elevation. 

There  does  not  appear  to  have  been,  even  yet,  any  thoroughly  satisfactory  experi- 
ments on  the  degree  of  motion  which  it  is  necessaiy  to  impart  to  the  ball  to  ensure  a 
flat  trajcction,  and  to  overcome  the  different  forces  which  are  continually  interfering 
with  the  correctness  of  aim,  with  oven  the  best  rifle.  In  the  experiments  \nth  Arm- 
strong's and  Whitworth's  cannon,  some  veiy  satisfactory  results  have  been  obtained, 
and  much  information  may  be  gained  by  studying  the  experiments  quoted  in  the 
article  on  Artillery. 

A  professional  writer,  well  qualified  to  judge  of  tlie  matter  on  which  he  wrote,  has 
made  some  striking  remarks  on  the  Whitworth  rifle  in  the  'Meclianics'  Magazine.' 
After  pointing  out  the  small  importance  of  a  high  prime  cost  in  the  case  of  so 
durable  a  weapon  as  the  rifle  in  question,  he  refers  to  the  strength  of  the  metal  used. 

In  illustration  of  its  great  strength,  this  fact  is  quoted,   Mr.  Wliitworth  put  into  a 
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i-iflo  barrel  one  inch  in  diameter  at  the  breech,  with  a  boro  ot  b-iV  inch,  a  leaden  plug 
18  inches  I'onff,  as  tightly  as  it  could  be  driven  homo  upon  the  charge  It  was  hred 
Sth  an  ordinary  charge  of  powder,  and  the  leaden  plug  being  expanded  by  the  explo- 
sion remained  m  the  barrel,  tlio  gases  generated  by  the  gunpowder  all  p^;^.'  ing  out 
through  the  touch-hole.  With  such  strength  great  durability  must  of  necessity  co- 
exist unless  the  quick  turn  of  the  rifling  should  tend  to  its  rapid  deterioration.  But 
this  is  not  the  case,  Mr.  Longridge's  elaborate  investigations  having  proved  that  the 
amount  of  the  force  expended  upon  the  rifling  of  the  Whitwortli  rifle  scarcely  exceeds 
two  per  cent,  of  the  total  force  of  the  powder. 

Perhaps  the  most  remarkable  testimony  which  has  been  borne  to  the  merits  of  tliis 
rifle  is  that  of  General  Hay,  the  director  of  musketry  instruction  at  Hythe.  After 
admitting  the  superiority  of  the  Whitworth  to  the  Enfield  in  point  of  accuracy,  Gene- 
ral Hay  said  there  was  a  peculiarity  about  the  Whitworth  small-bore  rifles  which  no 
other  similar  arms  had  yet  produced, — they  not  only  gave  greater  accurac;^  of  firing, 
but  triple  power  of  penetration.  For  special  purposes,  any  description  of  bullet 
could  be  used,  from  lead  to  steel.  The  Whitworth  rifle,  with  a  bullet  one-tenth  of 
tin,  penetrated  35  planks,  whereas  the  Enfield  rifle,  with  which  a  soft  bullet  was 
necessary,  only  penetrated  12  planks.  He  had  found  that  at  a  range  of  800  yards, 
the  velocity  added  to  the  hardened  bullet  gave  a  power  of  penetration  in  the  propor- 
tion of  17  to  4  in  favour  of  the  Whitworth  rifle.  This  enormous  penetration  is  of 
the  highest  importance  in  a  military  weapon,  in  flring  through  gabions,  sandbags,  and 
other  artificial  defences.  Mr.  Bidder,  President  of  the  Institution  of  Civil  Engineers, 
says,  the  Whitworth  small-bore  rifle,  fired  with  common  sporting  powder,  would 
never  foul  so  as  to  render  loading  difficult.  He  had  himself  fired  100  rounds  one 
day,  60  rounds  the  next,  then  40  rounds,  and  so  on,  and  left  the  gun  without  being 
cleaned  for  ten  days,  when  it  fired  as  well  as  it  did  on  the  first  day.  The  words  of 
Mr.  Whitworth  as  to  the  application  of  his  principle  to  the  Enfield  weapon  must  be 
quoted  in  answer  to  the  objections  of  cost,  &c.,  urged  against  it.  '  With  regard  to  the 
cost  of  my  rifled  musket,  which  has  been  stated  to  be  an  impediment  in  the  way  of  its 
adoption  for  the  service,  I  may  state  that  there  would  be  no  difficulty  in  adapting  the 
madiinery  and  plant  already  in  operation  at  Enfield,  or  any  requisite  portion  of  it,  for 
making  rifles  on  my  system.  The  change  would  not  cause  an  increase  in  the  manu- 
facturing expenses ;  and,  supposing  the  quality  of  the  workmanship  and  the  materials 
to  remain  the  same,  the  advantages  arising  from  the  use  of  my  bore  and  turn,  and 
hard  metal  projectiles,  would  double  the  efficiency  of  the  rifle  without  increasing  the 
cost.' 

Amongst  arms  requiring  some  notice  from  us,  the  more  remarkable,  as  involving 
some  excellence  in  construction,  or  peculiarity  in  principle,  are  the  following : — 

Colt's  Repeating  Rifle. — This  weapon  is  constructed  mainly  on  the  principle  which 
was  introduced  by  Colonel  Colt,  in  his  'revolvers,'  to  be  noticed  presently.  The 
Secretary  of  War  of  the  United  States  reported  as  follows  on  this  arm,  which  is  shown 
in  fig.  906,  and  in  section  fig.  907.  Fig.  908  is  a  vertical  section  of  the  revolving 
barrels,  and^^.  909  the  wiping  rod. 

'  The  only  conclusive  test  of  the  excellence  of  the  arms  for  army  purposes  is  to  be 
found  in  the  trial  of  them  by  troops  in  actual  service.  Colonel  Colt's  arms  have 
undergone  this  test,  and  the  result  will  be  found,  in  some  measure,  by  reports  of 
General  Harney  and  Captain  Marcy,  who  used  them  in  Florida  against  the  Indians. 

These  reports  relate  only  to  the  rifle,  but  are  clear  and  satisfactory  A 

board  of  ofiicers  recently  assembled  to  consider  the  best  mode  of  arming  our  cavalry, 
^ado  a  report,  showing  the  present  appreciation  of  the  arm  by  officers  of  the  army 
standing  deservedly  high  for  their  services,  experience,  and  intelligence.' 

In  its  internal  construction  this  rifle  differs  in  some  respects  from  the  pistols  and 
early  revolving  rifles.  The  catch  which  causes  the  breech  cylinder  to  revolve,  instead 
oi  acting  against  ratchet  teeth,  and  on  the  cylinder  itself,  works  in  teeth  cut  on  the 
circumference  of  the  cylinder-end  of  the  base-pin,  in  such  a  manner  that  the  base- 
pin  rotates  with  the  cylinder  itself,  being  locked  by  a  small  mortise  in  the  cylinder ; 
and  the  stop-bolt  gears  into  corresponding  notches,  also  cut  in  the  end  of  the  base- 
pm  and  thus  locks  it  when  required.  This  is  an  improvement  in  the  arrangement 
of  these  weapons,  and  by  a  simple  arrangement  the  small  spring  catch,  which,  by 
means  of  a  circular  groove  in  the  front  end  of  the  base-pin,  keeps  it  in  place,  is 
immediately  released  by  pressing  on  a  small  stud,  and  the  cylinder  can  be  instan- 
taneously removed  or  replaced.  Instead  of  the  pin,  which,  in  the  pistol,  is  used  to  let 
tno  hammer  down  on,  when  carrying  it,  a  small  recess  is  cut  between  each  nipplo  in 
tiie  cylinder  itself,  into  which  the  hammer  fits  when  let  down,  and  makes  securitv 
doubly  secure. 

The  riflo  is  provided  with  two  sights :  the  ordinary  leaf-sight  usually  employed  is 
also  provided.   The  hinder  sight  is  adjustable  to  suit  long  or  varying  ranges,  and  the 
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front  sight  i«  that  known  as  the  b« 

^vith  a  little  head  jou  1.1^!^^^^^^^^^  if  dLectecftoLgh  'a  minute  hole  in  the 
tube.  In  -™jf,  ^^g^Jj;  fjt'  to  tl  J  small  bead  in  the  tube,  which  bead  should 
?overVe  mark  imed  at ;  anfthis  sight  affords  great  accuracy  in  .hooting.  The 
rod  whichTccupies  the  position  usuaUy  allotted  to  the  ramrod,  in  muzzle- 
oaders  L  ^^nbusly  constructed  so  as  to  admit  of  being  lengthened.  In  its  anterior, 
Xch  i  holC  sHdes  a  slight  steel  rod,  in  the  end  of  which  a  screw-  hread  is  cut ; 
Tn  dra^ng  ouT  the  rod,  a  turn  or  so  of  the  hand  in  one  direction  enables  this  steel 
rod  ToTe  drawn  out  to  a  length  as  nearly  as  possible  that  of  the  outer  case,  and  a 
Jew  tiirns  in  the  contrary  direction  fasten  it  firmly  in  its  place  ;  thus  enabling  it  to 
be  iised  with  as  much  facility  as  if  it  were  solid.  When  done  with,  the  reversal  of 
the  former  motions  enables  the  rod  to  be  restored  to  its  original  dimensions,  and  it 
can  then  be  returned  to  its  place.  This  weapon  has  a  real  busmess-like  serviceable 
appearance,  and  its  weight  varies,  according  to  the  length  of  the  barrel,  from  8  lb.  to 
10  lb.  each,  with  five  and  six  shots.  _  .  „       •  iJiu. 

Colonel  Colt  has  introduced  a  new  shot  gun,  which  is  adapted  for  being  loaded  alter- 
nately with  shot  and  ball.  This  is  adapted  for  colonists,  enabling  them  to  use  the  gun 
as  an  ordinary  sporting  weapon  for  birds,  &c.,  or  for  more  deadly  purposes.  Ihe  ball 
for  Colt's  rifle  is  shown  by ^^s.  911,  912.  .    ,  . 

Lancaster's  Elliptic  Bifle.—So  called,  although  the  EUiptical  rifle  is  very  old. 
The  bore  in  this  rifle  is  slightly  oblate  ;  the  twist  found,  by  experience,  to  be  naost 
advantageous  is  one  turn  in  52  inches,  the  approved  diameter  of  the  bore -498  inches, 
the  length  of  the  barrel  being  32  inches.  An  eccentricity  of  -01  inch  m  half  an  inch 
is  found  sufBcient  to  make  the  bullet  spin  on  its  axis  to  the  extreme  verge  of  its  flight. 
The  length  of  the  bullet  found  to  answer  best  with  these  rifles  is  2^  diameters  in 
length,  with  a  windage  of  four  or  five  thousandths  of  an  inch. 

3faj(»'  NuthaWs  Bifle.—ln.  the  ordinary  mode  of  grooving  rifles,  sharp  angles  are 
loft  between  the  grooves  and  '  land'  (those  parts  of  the  smooth  bore  left  in  their  origi- 
nal state  after  the  process  of  grooving  has  been  completed).  These  create  great 
friction  with  the  projectile,  both  in  loading  and  discharging.  Major  Nuthall  removes 
these  objections  by  rounding  off  the  '  lands  '  into  the  grooves  ;  that  is,  making  them 
a  series  of  convex  and  concave  curves,  the  bore  assuming  a  beautiful  appearance  to 
the  eye,  from  the  smoothness  and  evenness  with  which  the  lands  and  grooves  blend 
into  each  other. 

There  are  also  General  Boileau's  rifle,  and  some  others,  which  our  space  wiU  not 
admit  of  our  noticing. 

Breech-loading  Eifles  have  been  introduced,  and  they  prove  so  satisfactory  that 
the  principle  of  "breech-loading  is  applied  to  ordinary  fowling-pieces.  Prince's  breech- 
loader has  been  highly  recommended.    In  this  rifle, 913,  the  barrel  has  attached 


to  it  a  lever  with  a  knob  at  its  end,  kept  in  its  place  and  locked  by  a  little 
bolt  attached  to  the  bow  of  the  guard.  In  order  to  load,  tho  stock  being  firmly 
grasped  under  tho  right  arm,  tho  catch  is  released,  and  the  knob  attached  to  the  lever 
is  drawn  to  the  right,  and  almost  simultaneously  pushed  forward.  The  lever  being 
firmly  connected  with  the  breech-end  of  the  barrel,  the  whole  of  the  barrel  is  thus 
slipped  forward  in  the  stock,  to  the  extent  of  about  3  inches,  disclosing  a  steel 
cone,  provided  on  either  side  with  inclined  planes,  forming  a  segment  of  a  screw,  and 
locking  tightly  into  slots  at  the  broech-ond  of  the  barrel.  The  cartridge  is  dropped 
into  tho  open  space  at  the  extremity  of  the  cone,  the  lover  is  depressed,  pulled  back- 
ward, and  then  pushed  into  its  place.  The  barrel  and  cone  are  thus  tightly  locked  ■ 
together,  and  until  they  are  in  this  position  tho  gun  cannot  possibly  be  fired.  It  is, 
therefore,  obvious,  that  in  strength  and  security  this  riflo  is  not  inferior  to  any.    At  a 
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trial  at  ITytho,  Mr.  Prince  fivnd  i9rt        i  •  , 

rapidity  of  loadh.g  wl.ich  tins  laiL  aTm?^^^  •^ij^^^'^"  «l'owing  tl.o 

IS  a  fivo-grooved  boro  rathor  deeply  cT  ho  Lli 

three  feet.    Tlio  London  gunmXrs  wi  l?f  'T^.,^'"""''  ^  turn  in 

breech-loading  rifle.         su'raajteis  Have  certified  to  the  great  merits  of  Prince's 

wiS'rj^S^jSS^  "it^SZZSt^  -i"^  a  muzzle  or 

described  for  making  gun  cotton    ^^^^  e"n-papcr  produced  in  the  manner 

paper  is  pure  there  is  no  ash  S  f  ^^'""■T''^  fires  this  with  the  powder,  and  if  tlie 
a  new  breech^oadiiig  rifle  lich  L  Z^^^  f^^^->^^^on  Mr  Prince  has  brought  out 
perience  in  such  matters  eSndin^  o3  ''"^  P^^^ical  ex- 

^vith  the  success  he  has  aSdy  atUiZ  ^  ''\'^''T''  °^  '^""^^^"'^d 

to  be  regarded  with  considerabrutentii^  l'"^  '™  emanating  from  him 

lever,  and  closed  by  a  correTBond?^^^^  .    ^^-'^  ^  ^^^^  turn  of  a 

flask  can  be  used  in  loadLf  ^hf  ^  -  common  ammunition  or  a 

to  the  breech-end,  o  t^at  existing  ^^1  i  ^^^ure ;  a  chamber  being  attached 
cavalry  a  simple  addTtion  is  made  to  tC^  llw  ""^^^^^  ^°"^^^ted.  For 

in  the  act  of  loading  ^'^^'^      "^^P^are  placed  on  the  nipple 

Th2etln^op:tg^^^^^^^^  ^f-'l  P  ^-ing  the  barrel  fixed, 

a  receptacle  for  the^artridge  ""^'^'^  ^^^"^  ^^^^^^      ^  discloses 

loa^iSe?'  ofTh^'L'Sjr'^^^^^^^  -me  others  have  introduced  breech- 

Mr.  mstley  Eichards  Ts TpeSt  1^^^^^^  'The  weapon  manufactured  by 

5Hbs  fireietter  at  800  yU:1C2:ts  EnS  '  '"^'^  "^^^^^^^ 

breech  can  import  ^  '''^^^ty  that  the  solidity  of  the 

energy,  perseverare  and  skill  and  f nT    .T''  f  ""^oubtedly  due  to  his  extreme 

thorities,  a.,1  have  been  smw5      and  Ted  in  It'^tS-"        'T-"^  '?  T  ™- 

danger  from  accidental  di^cjrj.  tl.f  Zn^f     tl,!  p  i '^It^^rlSTg 

IffS^T.     •     °-°°"°f'°r  is  of  so  much  importaL     A  rer? 

effectual  provision  ,s  made  to  prevent  the  accidontal  discharge  of  this  pistoAvS 
hems  earned  in  the  holster,  pocltet,  or  belt.  Bet™en  each  nipple  (the  posit  on  of 
J'hid,  secures  tijo  caps  m  the.r  places)  is  a  small  pin,  and  the  pLt  of  the  h.„ 
has  a  eora-espondrng  notch  ;  so  that  if  the  h.ammer  bo  lowred  in  Iho  pin,  the  Se" 

K  that,  even  jf  the  hammer  be  struck  violently  by  accident,  it  cinnot  eiplodo 


the  cap. 

The  movements  of  the  revolving  chamber  and  hammer  are  ingeniously  arranged 
and  combined.  The  breech,  containing  six  cylindrical  ceUs  for  holding  the  powder 
and  ball,  moves  one  sixth  of  a  revolution  at  a  time  ;  it  can  only  be  fixed  when  the 
liammer  and  tlio  barrel  are  in  a  direct  line.  The  base  of  the  cylinder  being  cut  ex- 
ternally into  a  circular  ratchet  of  six  teeth  (the  lover  which  moves  the  ratchet  being 
nttachocl  to  the  hammer) ;  as  the  liammcr  is  raised  in  the  act  of  cocking,  the  cylinder 
IS  made  to  revolve,  and  to  revolve  in  one  direction  only ;  wliilo  tho  hammer  is  failing' 
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the  chamber  is  firmly  hold  in  position  by  a  ever  fitted  for  the  piu-poso;  ^vhen  the 
hammer  s  raised  the  lever  is  removed,  and  the  chamber  is  re  eased  So  ong  as  the 
hamm  -  remains  at  half-cock,  the  chamber  is  free  and  can  be  loaded  at  pleasure. 
SvoTvJrs  by  DaT^^  by  Adams  and  Dean,  and  others,  have  been  introduced.  They  are 
all  so '  irailar  in  principle,  that  they  need  not  be  described. 

PlRE-BIiEWISB.  A  rare  mineral  containing  about  62  per  cent,  of  silver,  -with 
sulphiu-  and  antimony.  It  is  found  at  Andreasberg  in  the  Hartz,  at  Freiberg  in 
Saxony,  and  at  Przibram  in  Bohemia. 

PIRB-BBICKS.    See  Bhicks.  ,  ^     ,  ,  . 

FXKE-CKAY.  Those  clays  which  are  termed  fire-clays  are  such  as  are  oi  a  very 
refractory  character— resisting  the  highest  temperatures  of  the  blast-furnace  without 
melting.  The  conditions  which  are  necessary  for  the  production  of  a  good  fire-clay 
have  rarely  been  suficiently  explained.  The  best  fire-clays  arc  hydrated  silicates  of 
alumina,  not  unfrequently  containing  silica  uncombined  ;  they  should  not  contain  soda, 
potash,  or  lime  in  any  quantities,  as  those  alkalis  combine  at  high  temperatures  with 
the  silica,  and  form  glasses.  The  presence  of  iron  is  also  exceedingly  injurious  to  a 
fire-clay.  Under  the  direction  of  Dr.  Percy,  an  extensive  series  of  analyses  of  fire-clays 
were  made  in  the  laboratory  of  the  Museum  of  Practical  Geology,    Prom  these,  as  pub- 

4„  Ti.,  "D„„~„'o  I  ATofQlliiTrriz  '  f Vi fi  f nl  1  nwi Ti D-  mnro  imnnTfant.  hftvfi  hfifln  solfiP.ted  ! — 


Places 

KO 

CaO 

MgO 

reO 

"Water 
com- 
bined 

"Water 
Hygro- 
scopic 

Stom-bridge 

66-10 

22-22 

0-18 

0-14 

0-18 

1-92 

7-10 

2-18 

Corngreaves 

67-21 

28-58 

0-44 

0-71 

0-49 

2-83 

8-62 

2-26 

Brierley  Hill  . 

61-80 

30-40 

0-50 

4-41 

13-11 

Glascote,  near 

Tamworth  . 

50-20 

32-59 

2-32 

0-36 

0-44 

3-52 

9-69 

3-00 

Stannington, 

near  ShefBeld 

48-04 

34-47 

1-94 

0-66 

0-45 

3-05 

11-15 

Newcastle 

55-50 

27-75 

2-19 

0-67 

0-75 

2-01 

10-53 

Dowlais  . 

67-12 

21-18 

2-02 

0-32 

0-84 

1-85 

4-82 

1-39 

Glasgow  . 

66-16 

22-54 

1-42 

5-31 

3-14 

See  Clay. 

FIRE-DA,MP,  the  carburetted  hydrogen  of  coal-mines,  produced,  in  some  cases, 
by  the  slow  decomposition  of  the  coal  itself ;  in  others,  it  is  probably  the  result  of  the 
changes  in  the  constitution  of  the  vegetable  matter  of  which  the  coal  itself  is  formed, 
which  has  been  confined  under  great  pressure  in  the  interstitial  spaces  of  the  coal 
or  rocks  immediately  in  connection  with  them.  The  accumulation  of  this  gas  in  the 
'goaf,'  or  waste  spaces  of  a  coal-mine,  is  probably  due  to  the  changes  which  the 
coal  itself  undergoes.  The  sudden  outbursts  of  this  gas,  known  as  '  blowers,'  are  no 
doubt  the  residt  of  the  liberation  of  the  gas  by  suddenly  removing  the  pressure  under 
which  it  has  been  confined.  This  gas  is  the  constant  product  of  the  decomposition  of 
carbonaceous  bodies  under  water  ;  it  has  hence  been  also  called  '  marsh  gas.'  It  is  a 
protocarbm-etted  hydrogen,  its  formula  being  C-H^  (CH*). 

This  carburetted  hydrogen  gas  does  not  explode  when  mixed  with  air  in  a  propor- 
tion much  above  or  below  the  quantity  necessary  for  complete  combustion.  With 
three  or  four  times  its  volume  of  air  it  does  not  explode  at  all,  with  five  and  a  half  or 
six  volumes  of  air  it  detonates  feebly,  and  with  seven  or  eight  most  powerfully. 
When  mixed  with  fourteen  volumes  of  air  the  mixture  is  still  explosive,  but  with 
larger  proportions  of  air  the  gas  only  burns  about  the  flame  of  the  taper.  See  Safety 
Lamp  and  Mining. 

FIRE-DAMP  IirsiCATOR.  Fire-damp  or  Grisoit,  of  the  French  is  a  great 
source  of  danger  to  the  coal-minor,  for,  when  mixed  with  certain  proportions  of  air, 
it  forms  a  mixture  which,  meeting  with  a  naked  light,  explodes,  occasionally  causing 
great  destruction  to  life  and  property,  while  its  products  of  combustion  poison  those 
wlio,  although  stunned  by  the  concussion,  would  yet  recover  if  conveyed  into  a  pure 
atmosphere ;  therefore  its  presence  is  a  twofold  source  of  danger.  To  make  these  two 
sources  of  danger  more  easily  comprehended,  it  may  bo  explained  that  if  fire-damp  bo 
present  to  a  very  large  extent,  it  naturally  reduces  to  such  an  amount  the  oxygen, 
because  two  substances  cannot  occupy  the  same  space  at  one  time,  and  oxygon  being 
thus  excluded  leaves  in  its  place  fire-damp,  which  is  not  poisonous,  but  simply  in- 
capable of  supporting  life,  that  is  of  oxidising  the  blood,  since  life  simply  goes  out. 
The  other  source  of  danger  is,  however,  of  a  different  character,  for  when  an  explosion 
of  such  a  mixture  takes  place  the  carbon  which  is  hidden  in  the  compound  called  fire- 
damp or  mino-gas  becomes  converted,  by  its  combustion  with  oxygon,  into  carbonic 
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acid  or  choko-damp,  which  is  actually  poisonous,  so  that  if  a  man  should  broath«  «n 
atmosphere  rn,xed  w.th  it  and  be  then  Removed  into  pure  a  r?]rwouldnofc  Wmblo 
IrT."  ^7  ^"  the  case  of  suffocation  by  firo-Zp  it 

inTf  J  °f  suspended  animation,  for  if  tlie  lungs  be  IrtiSllv 

inflated  With  pure  a,r  before  a  groat  expiration  of  time  life  may  be  saved,  as  in  tl^ 
case  of  persons  who  have  been  immersed  in  water  ;  hence  as  a  precautionary  moiu  e 
:n  all  pits  where  fire-  or  choke-damp  is  known  to  occasionally  or  habKuv  be 
T^.l  1  ^^^-.^^'-^tor  should  be  placed  at  intervals,  with  coarle  clo  hs  u^Sdod 

L  «?f     "^''^ *°  ''^Pl"^^""  ^''"I'i         ^  '^l^th  as  they  run  ?rom 

their  stall  after  an  explosion,  and  holding  this  loosely  to  their  mouths  in  tL  manned 

lmiS";?nlv%f'^  fi°^.*^^^tthe  lime  had  removed  the  carbonic  acX  and 

permitted  only  the  remaining  mixture  of  air  and  fire-damp  to  pass  into  their  lings- 
and  these  gases  not  being  poisonous  would  enable  the  men  to  pass  through  the 
dangerous  space  occupied  by  the  products  of  the  explosion,  and  then  to  reach  a  place 
of  safety  ;  whereas  if  they  should  fall  down  and  lie  in  the  atmosphere  of  the  explosion 
[™e  respirator  would  prevent  them  being  poisoned,  and  when  their  bodies  were 
reached  by  the  searchers  they  would  be  removed,  and  the  ordinary  means  of  restoration 
being  applied  many  would  be  recovered,  while  the  searchers  themselves  would  benefit 
by  the  aid  of  the  respirators.  If  fire-damp  to  the  extent  of  5  per  cent,  be  mixed  with 
atmospheric  air,  and  be  long  inhaled,  it  produces  no  remarkable  effect,  except  perspir- 
ation, which  becomes  profuse  if  the  amount  of  fire-damp  reach  10  per  cent  •  if  it  still 
increase  to  15  per  cent.,  and  be  inhaled  for  half  an  hour,  a  peculiar  bodily  helpless 
feeling  supervenes,  which  makes  one  feel  disposed  to  lie  on  one's  back,  and  the  eyelids 
tingle  and  smart.  These  feelings  pass  off  in  a  few  minutes,  if  fresh  air  be  breathed 
in  an  atmosphere  containing  22  per  cent,  of  fire-damp  a  man  may  still  breathe  for 
some  considerable  time.  The  writer  of  this  article  remained  in  such  an  atmosphere 
for  five  minutes  making  experiments,  without  other  inconvenience  than  a  feeling  of 
mental  lassitude— other  words  do  not  convey  the  exact  sensation  ;  but  in  an  atmo- 
sphere more  fully  charged  with  fire-damp,  probably  33  per  cent.,  he  became  helpless 
before  he  could  determine  the  amount  per  cent,  present,  even  in  three  attempts  •  that 
IS,  in  shorter  time  than  sixty  seconds.  ' 

The  physical  characters  of  fire-damp  vary  greatly  in  different  mines ;  in  some  cases, 
being  present  to  exactly  the  same  amount  per  cent.,  it  will  explode  violently  in  the 
lamp  with^a  click,  in  others  quite  quietly ;  the  miners  call  it  a  '  sharp  gas,"  or  a 
'  slow  gas,'  as  the  case  may  be.  Its  odour  varies  greatly ;  and  a  circumstance  of 
much  importance  in  another  point  of  view  is  that  its  diffusion-rate  as  regards  time 
vanes  in  different  pits;  in  one  pit  it  will  diffuse  into  a  vessel  in  forty-five 
seconds,  in  another  in  fifty,  while  in  a  third  it  may  take  sixty  seconds ;  the  hygro- 
metric  state  of  the  gas  appears  to  cause  these  variations,  for  in  dry  pits  the  time  is 
longer,  or  appeared  to  be  so  in  these  cases,  than  in  pits  whose  atmosphere  was  at  the 
dew  point.  _  The  writer  of  this  paper  is  of  opinion  that  the  circumstances  attending 
the  production  of  fire-damp  in  mines  require  investigation,  as  there  are  many  points 
to  be  elucidated,  by  experiments  to  be  made  in  the  pits. 

Eire-damp  is  a  mechanical  mixture  of  carburetted  hydrogen,  nitrogen,  and  carbonic 
acid,  in  varying  proportions.  The  carburetted  hydrogen  is  the  only  substance  witli 
which  we  have  to  deal  in  fire-damp,  because  it  is  this  substance  that,  when  mixed 
with  atmospheric  air,  becomes  explosive  ;  in  the  act  of  combustion  its  carbon  forming 
carbonic  acid,  and  its  hydrogen  water,  both  of  which  at  the  moment  of  formation 
are  gaseous,  and  being  at  a  high  temperature,  they  therefore  occupy  a  larger  space  than 
was  formerly  occupied  by  the  mixed  gases :  in  other  words,  it  explodes,  and  gives  rise 
to  all  the  phenomena  so  well  known. 

In  speaking,  then,  in  future  of  fire-damp,  we  allude  only  to  the  carburetted  hydrogen, 
or  marsh-gas,  contained  in  the  mixture,  that  alone  being  the  combustible  substance  ; 
a  proposition  to  be  noticed,  because  our  figures  will  appear  to  be  different  from  those 
obtained  by  some  who  have  taken  the  compound  substance.  Fire-damp  is  a  chemical 
compound,  otherwise  known  by  the  name  of  mine-gas,  or  as  marsh-gas,  and  is  com- 
posed of  one  equivalent  of  carbon,  with  two  equivalents  of  hydrogen ;  it  is  a  light 
substance  of  specific  gravity  0'559,  air  being  1-000,  and,  by  its  levity,  has  a  tendency 
to  rise  to  the  uppermost  part  of  a  gallery.  Notwithstanding  the  law  of  diffusion, 
the  lower  contain  less  than  the  upper  strata  in  a  chamber,  but  the  writer  found, 
in  a  return  air-way  in  the  Hotton  colliery,  a  uniform  atmosphere  of  3  per  cent,  of 
fire-damp.    It  is  combustible,  forming  carbonic  acid  and  water. 

In  the  same  manner,  while  speaking  of  '  choke-damp,'  '  after-damp,'  '  black- 
damp,'  'dampio,'  &c.,  we  allude  only  to  the  carbonic  acid  which  is  contained  in 
the  compound  which  passes  under  so  many  names,  according  to  the  source  whence 
it  occurs,  for  in  all  cases  it  is  a  mixture  of  carbonic  acid,  watery  vapour,  and  nitrogen, 
in  varying  proportions. 
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rarbonic  acid  gas  is  a  chemical  substance,  composed  of  one  equivalent  of  carbon 
and  two  equivalents  of  oxygen  ;  it  is  a  dense  gas  of  a  poisonous  nature,  haying  a  specific 
D-rivitv  l■5'^^■  its  density  causes  it  to  flow  to  and  accumulate  iipon  the  floor  of  a 
chamber  In  an  atmosphere,  containing  10  per  cent,  of  carbonic  _  acid,  life  can  be 
maintained  for  a  short  time  only,  and  a  candle  for  a  still  less  time;  indeed,  Dr. 
Angus  Smith  has  observed  that  3  per  cent.  13  fatal,  if  the  amount  of  oxygen  falls 
below  18  per  cent,  in  the  same  atmosphere. 

We  have  thus  spoken  of  fire-damp  and  of  carbonic  acid,  because  wo  are  about  to 
explain  Mr.  Ansell's  proposition  for  giving  warning  of  the  existence  of  these  sub- 
stances through  the  agency  of  diffusion  by  means  of  a  simple  system  of  telegraphy. 
Mr.  Georo-e  P.  Ansell,  late  of  the  Eoyal  Mint,  in  a  recent  lecture  on  this  subject,  said  : 
'  Possessing  this  information,  I  visited  some  pits,  that  I  might  see  the  precise  con- 
ditions to  be  met,  and  I  placed  before  myself  the  problem,  how  to  make  known,  by 
their  own  agency,  the  existence  of  substances  so  varying  as  carbonic  acid  and  fire- 
damp ;  it  was  perfectly  manifest  that  the  specific  gravity,  as  specific  gravity  whi'ch 
had  been  proposed  by  others,  must  fail,  because  of  the  dust  and  currents  of  air  in 
the  pits ;  but  these  thoughts  developed  the  idea  that  specific  gravity,  as  a  diffusive 
ao-ent,  would  te  the  plan,  and  I  have  up  to  this  date  been  unable  to  improve  the  first- 
formed  idea,  although  I  have  been  enabled  to  greatly  simplify  the  mode  of  operation. 
I  felt  all  along  that  if  the  existence  of  dangerous  gases  could  be  made  known  to 
the  master  without  the  man's  agency,  then  the  servants  would  be  more  particular 
to  observe  the  laws  laid  down  by  the  master,  and  so  conduce  to  the  welfare  of  all.' 

The  difflision  of  gases  may  be  described  as  an  intermingling  of  them  when  placed 
in  such  circumstances  as  to  admit  of  the  natural  motion  of  their  particles  extending 
itself  into  space  or  into  other  gases  ;  for  this  explanation,  it  is  well  to  consider  that 
matter  in  every  form,  whether  solid,  liquid,  or  gaseous,  that  is  liquid  in  a  higher 
sense,  is  formed  of  minute  particles,  just  as  the  ocean  is  formed  of  drops  of  water. 
Those  minute  particles  have  been  called  atoms  or  molecules,  and  there  are  reasons  for 
boHeving  that  these  atoms  have  motion  amongst  themselves  in  either  the  solid,  liquid, 
or  gaseous  form  of  matter.  In  the  case  of  gases,  the  law  governing  one  particular 
motion  was  eliminated  by  the  late  Mr.  Thomas  Graham,  who  demonstrated  that 
gases  diffuse  into  each  other  and  into  space  in  the  inverse  ratio  to  the  square  root  of 
their  densities ;  in  other  words,  a  light  gas  diffuses  itself  rapidly,  while  a  dense  gas 
diffiises  itself  slowly  into  space,  or  into  another  gas. 

If  we  take  the  following  substances,  and  compare  them  with  atmospheric  air,  as  the 
standard  of  specific  gravity,  they  will  illustrate  our  meaning,  for — 

Specific  gravity.  Cubic  in.  Grains, 

Air  being  taken  as  of                 I'OOOO  100  will  weigh  31-0117 

Hydrogen  being  taken  as  of         0*0691  „           „      „  2-1400 

Marsh  gas  being  taken  as  of        0'5590  „           „      „  17-4100 

Carbonic  acid  being  taken  as  of    1-6240  „          „      „  47-2600 

The  barometer  registering  30  inches,  and  the  thermometer  60°  F.  If,  therefore,  a 
vessel  of  a  given  capacity  be  filled  with  each  of  these  different  gases  under  precisely 
similar  circumstances,  and  weighed  carefully,  the  variations  of  weight  would  be  as 
indicated  above. 

If,  then,  we  imagine  the  containing  vessel  to  be  made  of  such  a  substance  as  vidll 
admit  of  diffusion,  we  should  find  that  the  gas  would  diffuse  out  of  that  vessel  in  a 
period  of  time  relative  to  its  specific  gravity:  hydrogen  most  quickly,  marsh  gas 
next  in  its  place,  air  following,  and  lastly  carbonic  acid;  each  gas  being  replaced  by 
its  diffusion-equivalent  of  air ;  but  in  the  case  of  air,  although  diffusion  would  take 
place,  its  amount  would  not  be  registered,  because  air  would  replace  air,  volume  for 
volume. 

To  demonstrate  this  with  one  experiment,  it  will  be  sufficient  to  fill  a  glass  tube, 
whose_  one  end  is  closed  by  a  plug  of  plaster  of  Paris,  with  coal-gas,  and  then  to 
place  its  lower  end  m  water,  when  the  water  will  gradually  rise  in  the  tube,  because 
the  gas  diffiises  out  into  space,  leaving  a  partial  vacuum,  while  the  atmosphere  presses 
the  water  into  that  space. 

But  we  find  that  the  whole  space  is  not  exhausted,  yet  there  is  no  gas  remaining ; 
for  while  the  gas  has  diffused  out,  air  has  diffused  into  the  tube  (the  gases  have 
passed  each  other  within  the  interstices  of  the  plaster  of  Paris),  and  thus  we  come  to 
the  relative  movement  of  gases  under  the  circumstances  of  diffusion,  or  endosmose  and 
exosmose,  as  it  was  formerly  called. 

The  same  gas,  diffiising  through  different  substances,  occupies  varjdng  times 
being  quicker  through  unglazed  potteiy  ware  of  Wedgwood  than  through  Sicilian 
marble.   The  force  or  power  of  diffusion  is  considerable,  as  will  be  evident  if  the 
little  apparatus  about  to  bo  described  bo  placed  in  an  atmosphere  of  coal-gas  The 
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Ql^  cliiitely  that  this  instrument  is  placed 

in  an  atmosphero  of  coal-gas,  diffu- 
sion  comraonces;  the  gas  passing 
into  tho  porous  cell  through  its  walls 
more  rapidly  than  tho  air  passes  out, 
causes  an  increase  of  volume,  which 
exerts  its  pressure  on  the  lower  side 
of  tho  piston  and  carries  it  up  through 
the  cylinder. 

Fire-damp  and  choko-damp  accu- 
mulate elowly  under  some  conditions, 
and  rapidly  under  others ;  there  are! 
therefore,  two  main  divisions  to  be 
met,  and  wo  will  first  explain  how 
Mr.  Ansell  proposes  to  indicate  tho 
existence  of  a  slowly-accumulating 
mass  of  gas  in  a  goaf,  or  other  place. 
_  For  the  purpose  of  indicating  by 
signal  a  slowly-accumulated  mass  of 
fire-damp,  or  of  carbonic  acid,  he 
uses  a  balloon  of  thin  India-rubber ; 
for,  singularly  enough,  he  found  that 
both  these  gases  cause  an  expansion 
of  tho  balloon.  At  first  sight  one 
can  understand  how  marsh  gas  ex- 
pands the  balloon,  by  the  law  of 
diffusion ;  but  that  carbonic  acid 
should  also  expand  it,  is  so  surpris- 
ing, that  the  effect  will  require  to  be 
explained  by  a  law  not  yet  dis- 
covered. 

,    .     .        ,  .         ,  The  balloon  is  filled  with  aimo- 

spheric  air,  and  its  neck  tied  tightly  with  silk,  or  wax-end,  and  a  piece  of  linen 
IS  bound  round  the  equator  of  tho  balloon  to  prevent  lateral  expansion.  The  balloon 
c,fig.  9U,  so  prepared,  is  placed  under  a  small  lever  a  upon  a  stand  of  wood,  so  that 
It  exerts  a  gentle  pressiu-e  on  the  lever ;  if  now  any  fire-damp  or  carbonic  acid 
accumulate  round  it,  either  of  these  gases  passes  through  the  substance  of  the  India- 
rubber  balloon,  and,  accumulating  inside,  causes  it  to  expand,  thus  to  press  against 
the  lever,  and  raising  it  releases  a  detent  b,  e,  by  which  the  terminal  poles  of 
a  battery  f  are  connected,  whereby  we  get  telegraphic  communication  with  a  distant 
place,  or  a  warning  on  the  spot  at  will.  It  must  be  stated  that  the  temperature 
of  &  given  place  in  a  mine  docs  not  vary  from  year's  end  to  year's  end.  Tho 
action  of  gases  through  India-rubber  has  been  explained,  by  assuming  that  the  gases 
dissolve  in  tho  outer  coats  of  the  India-rubber,  and  in  solution  pass  tlirough  and 
evaporate  from  the  inside.  This  proposition  is  rather  fascinating,  but  Mr.  Ansell 
refuses  to  regard  it  as  the  true  explanation ;  he  is,  therefore,  engaged  in  investigating 
the  facts  in  a  larger  field,  and  at  a  future  time  hopes  to  discover  tho  law  which 
regulates  the  passage  of  gases  through  thin  India-rubber. 

These  balloon  instruments  can  bo  so  arranged  as  to  tell  if  the  accumulation  be  still 
free  from  danger,  or  if  it  be  explosive. 

In  the  event  of  a  sudden  irruption  of  fire-damp,  he  applies  the  law  of  diffiision  in 
all  its  simplicity ;  for  by  an  instrument,;?^.  915,  he  shows  at  once,  if  there  bo  gas,  no 

irruption  can  be  so  sudden  that  this  instrument  cannot  tell  of  its  approach  say,  in 

from  5  to  10  seconds — according  to  the  percentage  of  fire-damp  contained  in  tho 
dangerous  rush.  It  may  be  so  delicately  set  as  to  give  warning  if  the  mixture  be 
still  below  the  explosive  point.  The  instrument  consists  of  an  iron  funnel,  b,  whoso 
stem  is  bent  into  a  U,  the  funnel  being  closed  with  a  plate,  a,  of  unglazod  Wedgwood 
ware  (but,  in  his  first  experiments,  he  used  a  broken  flower-pot),  the  stem  being  closed 
by  a  cap  of  brass,  c,  through  which  is  passed  a  platinum-tipped  copper-wire,  capable 
of  just  dipping  into  tho  mercury,  d,  previously  placed  in  the  bend  of  tho  funnel. 
The  distance  between  the  platinum-pointed  wire  and  the  mercury  regulates  tho  point 
at  which  tho  indication  shall  bo  given  as  regards  tho  irruption  ;  that  is  to  say,  if  a 
non-explosivo  mixture  is  to  givo  its  warning,  the  wire  must  bo  brought  almost  to 
touch  the  mercury ;  but  if  it  bo  intended  to  givo  its  alarm  for  an  explosive  amount, 
then  it-  may  stand  a  littlo  farther  off;  but  in  no  case  to  exceed  tho  tliickuoss  of  a 
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shillinff  If  "When  the  instrument  be  ready,  gas  impinge  on  the  porous  tile  diffiision 
takes  placo,  and  the  pressure  of  the  accumulating  gas  forces  the  mercury  against  the 
platinum-pointed  vnve,  and  the  circuit 
being  thus  completed,  telegraphic  \yarning 
is  given  on  the  spot,  as  well  as  in  the 
manager's  room,  if  such  be  desirable, 
either  by  a  needle  or  by  a  bell. 

In  the  case  of  kno-wn  accumulations, 
Mr,  Ansell  considered  that,  if  the  amount 
per  cent,  could  be  readily  ascertained, 
measures  in  proportion  could  be  taken 
to  sweep  out  by  ventilation  such  a  dan- 
gerous mass.  He  tried  instruments  upon 
many  systems,  all  acting  by  difiusion,  and 
with  many  obtained  splendid  results,  such, 
for  instance,  as  with  a  column  of  water 
or  of  mercury ;  but  in  all  cases  tempera- 
ture would  be  fatal,  unless  in  the  hand 
of  a  scientific  man.  Then,  again,  there 
.  is  another  action  depending  on  the  ex- 
change of  the  proportions  of  the  gases 
composing  the  atmosphere,  which  leads 
to  errors  ;  he  has,  therefore,  been  led  to 
use  the  aneroid  iDarometer,  which,  al- 
though far  from  a  perfect  instrument,  is 
still  reliable,  and  may  be  depended  on  till 
a  better  is  discovered.  In  this  place  we 
may  mention  that  Mr.  Ansell  is  now  at 
work  at  a  most  beautiful  pocket  indicator,  which  we  have  reason  to  believe  will  avoid 
all  the  difficulties  of  the  aneroid,  and  be  simply  an  indicator,  not  a  compound  instrument 
answering  three  purposes,  as  does  the  aneroid  indicator.  That  marvellous  arrange- 
ment, the  Davy  lamp,  gives  magnificent  indications,  and  it  may  be  asked,  why  try 
to  go  beyond  it ?  Mr.  Ansell  says, 'I  hope  to  supplement  it  by  another  indicator, 
for  it  must  still  be  used  with  my  proposed  instrument ;  yet  I  am  not  without  hope 
that  I  shall  soon  make  my  instrument  self-registering ;  then  I  shall  hope  it  will  be 
even  more  useful  than  in  its  present  form.' 

The  instrument.  Jiff,  916,  about  to  be  explained,  is  an 
aneroid  barometer  of  the  most  delicate  construction,  the 
brass  back  of  which  has  been  removed,  and  its  place 
occupied  by  a  porous  tile,  b.  There  are  besides  one  or 
two  minor  alterations,  such,  for  instance,  as  a  small 
valve.  A,  to  be  used  at  pleasure.  This  instrument  acts  by 
pressure  on  the  outside  of  an  aneroid  chamber,  c,  which, 
by  a  system  of  levers,  causes  a  hand  to  travel  over  a  dial 
face,  which  is  graduated  in  inches  just  as  the  ordinary 
aneroid,  so  that  it  can  be  used  as  a  barometer,  and  as 
such  can  be  relied  upon.  If  we  desire  to  experiment  for 
fire-damp,  or  for  choke-damp,  by  means  of  this  indicator, 
it  must  be  taken  into  the  neighbourhood  of  the  suspected 
atmosphere,  and  held  by  the  ring  handle.  A,  till  it  has 
become  of  the  same  tcmperatm-o  as  the  new  place.  It  is 
absolutely  necessary  to  follow  these  directions,  becaiise, 
when  the  valve  is  closed,  the  instrument  is  affected  by 
temperature;  when  the  temperature  is  equalised,  which 
is  usually  in  a  short  time,  it  may  bo  known  by  the  fact 
that  the  hand  remains  stationary  after  the  valve  is  closed. 
The  valve,  which  is  simply  a  hole  bored  through  tlie 
handle  a,  so  that  by  turning  the  handle  the  atmosphere 
is  admitted  or  excluded  at  will,  is  closed  by  screwing  it 
tightly,  and  the  position  of  the  hand  recorded.  Then 
the  brass  cap  d,  which  protects  the  porous  tile,  is  removed, 
and  the  instrument  held  up  into  the  suspected  atmo- 
sphere, when  in  about  45  seconds  the  maximum  olfuct  is 
produced  ;  at  this  time  it  is  necessary  to  read  the  barometer  accurately,  because  the 
maximum  point  having  been  reached,  effusion  takes  place,  and  the  hand  travok  LnV 

to  zero.  uiu,vmo  uai^Jk 

ESusion  is  the  mechanical  passage  of  gas  through  the  tile  by  pressure  alone.  This 
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that  if  the  instrument  bo   S  ^Xn?)""  '"^^'^f       f^^''^'"'^'^'*      ea«,  so 

return  to  zero,  whonco  it  started  aiTroS^^^^^^^^^^^^^  atmosphere,  the  ]:a„d  will 

pm-or  atmosphere,  or  into  one  morrfdlv 'Zr^^^d     If  ■      ^"^^^^r^^V'  ^'^^o  a 

charged,  the  barometer  will  rir  inrl  f  ^  i^  '"v  atmosphere  more  fully 
other  reading,  so  as  to  Xai^Jho  nl?  <■  "^'"'"'^  ^''"^'"^  must  be  added  to  the 
reading  it  gives  3  per  cent  of  L  .?  new  place.    Thus  in  one 

return!  to  z^ro,  but  re  instnit^^^^^^^^^^^^         atmosphere  remains,  and  the  hand 
on  its  face,  therefore  th    furreadh'i  s  7 1        ^^"^^^P^^^  ^hich  gives  7  per  cent, 
by  taking  the  instrument  nto  the  n&koltltv  L^'?'"^  '"J^ 
on  the  cap;  carry  back  the  instrn^l^t^^^  f?     ^    f  ^       minutes,  and  then  putting 
indicate  th^  10  per  cent  suspected  atmosphere,  and  it  will  at  one! 

forTdi&sio"se;tr  'ZmSlZ^^'  T  f  "'^^"'^  «^  ^  ^^^^'^  -^^f-^ee 
supplies  his  wani  L  this  subtnnii  -f  ^^^^PPlj  found  that  Sicilian  marble 
entirely  arresr^#;ie?„^^^  S^  to  take  place  while  it  almost 

of  fire  lamp,  beclSsn^owoXn^^e^^^^^^^^^^ 

iron  funnel  of  M  915  in  the  nlnpn  nf  thTl         a  plate  ot  bicilian  marble  into  the 
..s.d  instead  ofL'll^lltfi.^Zl  ToZZTni  "MctSr"',""?^  ? 
..e*e.„y  delict,  and  ,i,M,  t„  a..t.n.tion.  iT^SIlXi 
917  marble  from  one-eighth  of  an  inch  to 

one  inch,  Mr.  Ansell  meets  the  cases 
of  the  varying  times  required  for  the 
various  rates  at  which  gas  accumulates. 
Instead,  however,  of  using  the  instru- 
ment, fig.  915,  which  is  proposed  only 
as  a  means  of  warning  to  those  on  the 
spot,  he  wishes  to  place  in  the  pits  an 
instrument  shown  as  Jig.  917,  which  is 
about  a  third  of  the  actual  size.  This 
is  made  of  a  thick  cup  of  cast  iron, 
screwed  into  a  stand  of  the  same  metal, 
and  from  the  other  side  of  which  an 
upright  pillar  rises  to  a  height  just 
above  the  top  edge  of  the  cup,  as  will 
be  seen  in  the  illustration.    The  top  of 
the  iron  cup  is  closed  by  a  solid  disc 
of  Sicilian  marble  tliree  quarters  of  an 

tr^r-y,  c-nrn^  f  T        ^  .  ^^^^  t^^^'  ^howu  at  A,  wherc  the  iron  is 

torn  away  for  the  sake  of  demonstration.  The  cup  contains  mercury  as  represented  by  d, 
while  between  b  and  a  is  a  space  b,  occupied  by  atmospheric  air.  If  the  cup  bo  examined 
it  will  be  seen  that  the  mercury  d  flows  by  a  bent  tube  into  the  upright  pillar  where 
of  course  it  assumes  the  same  level  as  in  the  cup.    In  the  event  of  fire-damp  accu- 
mulating aronnd  the  cup  (and  this  instrument  is  to  be  placed  near  the  roof  at  a  fitting 
p  ace  in  the  pit   it  at  once  diffuses  thi-ough  the  marble,  and  by  the  law  above  ex- 
plained accumulates  m  the  space  b,  and  thereby  presses  on  the  mercury  d  and  causes 
It  to  flow  and  rise  into  the  pillar  till  it  touches  the  needle  c,  and  thus  to  complete  the 
circuit  between  the  poles  of  a  battery,  and  to  ring  a  beU  which  may  be  placed  miles 
or  yards  oflF  in  the  viewers  office  or  in  the  lamp-cabin.     The  distance  between  the 
mercury  and  the  needle  c  determines  the  point  of  mixture  between  the  gases  of  which 
warning  should  be  given ;  and  this  may  be  fixed  at  above  or  below  the  point  of  explo- 
sion at  will,  by  regulating,  by  means  of  the  screw  which  passes  through  the  top,  where 
a  pin  E  is  placed,  to  enable  a  man  to  regulate  the  distance  in  the  dark  by  feeling  the 
pin  ;  H  is  a  valve  which  should  be  securely  closed  as  soon  as  the  instrument  has  been 
steadily  fixed  in  its  proper  position,  while  F  and  g  are  the  wires  which  terminate  in  a 
cable  going  to  the  office,  &c.,  so  that  twenty  of  these  instruments  communicate  with 
the  one  bell,  just  as  in  the  case  of  the  telegraph  bells  at  hotels,  where  the  bell  rings 
and  a  number  drops  to  show  which  instrument  is  communicating  the  state  of  the  pit. 

All  the  time  the  valve  a  of  the  aneroid  indicator  is  open,  the  instrument  is 
a  barometer,  therefore  it  indicates  change  of  altitude  :  at  the  spot  one  wishes  to  test 
the  valve  is  closed;  a  knowledge  of  this  will  preclude  the  possibility  of  mistaking 
change  of  altitude  for  gas.  It  is  well  to  remember  that  this  instrument  is  not 
intended  to  detect  gas :  its  inventor  intends  it  to  be  used  only  to  determine  how  much 
gas  exists  in  any  place  where  it  has  been  shown  to  exist.  A  few  intelligent  obser- 
vations will  make  any  man  as  perfectly  acquainted  with  the  indicator  as  with  hia 
watch. 
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It  is  imperative  that  the  instrument  be  held  by  the  ring  handle,  else  its  action 
canLt  beTrended  on.  Mr.  AnseU  has  found  that  the  following  figures  are  to  be 
relied  upon  for  fire-damp,  and  for  carbonic  acid  :— 

With  Falling  Barometer. 

Carbonic  Acid. 

Inches. 
1  per  cent.  =  0'015 


3 
5 
10 
15 
20 
50 
100 


=  0-050 
=  0-080 
=  0-160 
=  0-240 
=  0-330 
=  0-820 
=  1-640 


With  Rising  Barometer. 
Fire-damp. 

Inches. 
1  per  cent.  =  0-010 
=  0-030 
=  0-060 
=  0-080 
=  0-090 
=  0-130 
=  0-170 
=  0-220 
=  0-320 
=  0-800 
=  1-680 

Mr.  AnseU  was  much  assisted  by  Mr.  Thomas  W.  Short  (of  the  firm  of  Short  and 
Mason,  62  Hatton  Garden,  E.G.),  who  practically  realised  the  ideas  Mr.  Ansell  con- 
veyed to  him,  and  so  produced  the  apparatus  in  a  simple  and  practical  form.  _ 

The  following  actual  experiments  were  made  by  Mr.  Ansell  m  a  coal-pit  at  the 
Ince  Hall  CoUiery,  on  the  7th  June,  1866,  in  the  presence  and  with  the  assistance  of 
some  ofiacials  of  the  Ince  Hall  Colliery  Company. 

Two  aneroid  barometers  were  used,  each  with  tiles  of  different  thicknesses,  with  a 
view  to  determine  the  proper  thickness.  The  instrument  denoted  by  the  *  had  the 
thinner  tile. 


Time 
occupied 
by  expe- 
riments 

Aneroic 
meter  Ii 

Before 
experi- 
ment 

1  Baro- 
adicator 

After 
experi- 
ment 

DifEerence 

Amount 
of  gas  in- 
dicated 

Distance 
from 
floor 

Davy  Lamp  giving  to  the  Underviewer 
indications  as  follows — 

Seconds 

Inches 

Inches 

Inches 

Per  cent. 

Inches 

50 

30-65 

30-71 

0-06 

6-00 

Small  cap 

*o0 

30-40 

30-53 

0-13 

10-60 

Very  explosive 

60 

30-52 

30-60 

0-08 

7-00 

*50 

30-40 

30-52 

0-12 

10-00 

50 

30-57 

30-62 

0-05 

4-60 

24 

*50 

30-40 

30-60 

0-10 

8-00 

24 

Tliree-inch  cap  on  flamo 

60 

30-55 

30-67 

0-12 

10-00 

40 

Lamp  exploded  sharply 

«o0 

30-41 

39-55 

0-14 

11-00 

36 

Lamp  exploded  sharply 

50 

30-50 

30-65 

0-15 

11-50 

24 

Gas  explosive  at  this  point 

50 

30-60 

30-65 

005 

4-60 

6 

One-inch  top  on  flame 

"fiO 

30-44 

30-50 

0-06 

5-00 

12 

Half -inch  top  on  fiame 

*o0 

30-59 

30-64 

0-05 

4-50 

18 

One-inch  top  on  flame 

30-42 

30-50 

0-08 

7-00 

18 

Three-quarter  inch  top  on  flame 

60 

30-61 

30-65 

0-04 

4-00 

*60' 

30-45 

30-53 

0-08 

7-00 

18 

One-inch  top  on  flame 

60 

30-56 

30-66 

0-10 

800 

18 

One-inch  top  on  flame 

*50 

30-42 

30-56 

0-14 

11-00 

24 

Very  explosive 

60 

30-69 

30-70 

0-11 

8-50 

24 

Very  explosive 

*60 

30-55 

30-70 

0-15 

11-50 

30 

Over  explosive  point 

50 

30-40 

30-59 

0-19 

13-50 

30 

fPlame  elongated  in  lamp,  and  gave 

60 

30-57 

30-76 

0-19 

13-50 

36 

\    evidence  of  going  out 

*50 

30-39 

30-51 

0-12 

10-00 

36 

Very  explosive 

60 

30-50 

30-74 

0-24 

1600 

42 

fLamp  could  not  be  held  in  this 

*oO 

30-41 

30-62 

0-21 

14-60 

42 

\    gas  without  fear  of  extinction 

Note. — It  was  remarked  by  the  underviewer,  that  the  lamp  indicated  a  varying 
amount  of  gas  -within  a  few  seconds  at  the  same  place.  These  changes  were  attri- 
buted to  the  heat  from  our  lamps  and  from  our  bodies;  and  it  was  found  that  tlie 
lamps  and  indicators  most  nearly  agreed  when  both  were  taken  into  the  gas  at  the 
eame  instant. 


'  It  wae  agreed  that  this  was  held  10  seconds  too  long,  Eia  the  Index-hand  travelled  backwards. 


FLAME 

fSe^^o^V'' ^T"^'   ^^»«trous  variety  of  opal.   See  Opal. 

In  coo*o^vl^^Tl?fr  *'  n°"°  '^l"'''  ^'^^  ^^'^  ^'"^^  ^'^^'^'^^o  ^^thout  injury, 
the  S  ,^f;r r!.°         /«  generally  applied  to  the  eandstono  which  occurs  at  the  top  Jf 

the  eff??L/n  -  ^'^  T^^'  of  England,  which,  from  its  power  of  withstanding 
oallvn.,  !       1  >     ^^■^^"'^"tly  used  for  lining  kilns  and  furnaces.    It  is  a  greenish 

SauaZ  'but  on"''  """^  r'^y  ^^''^^^^'^^  ^"  '^"y  ^"''"^<^<^>«°  ^l^'^"  taki  from 
fm?  ^^fi  P '      '      ^^Posure,  It  becomes  extremely  hard  and  durable,  and  well  suited 

sLSi"^r^''°'-  Dorsetshire  ire  built  of  S 

FIRE-WORKS.    See  Pyeotechny. 

wliTr.W?^i?/*<?r  °^  conifers,  the  most  important  of 

w men  aie  the  Silver  Fir,  Abies  excdsa,  or  the  Pinus  abies  of  Linnajus  {Sapin  commun, 
Vr  •  S  y'^wwc,  Ger.) ;  and  the  Scotch  Fir,  Pinus  sylvestris  {Pin  dJEcossL 

i      A  7'  "°  ^^^"=^^1^  ^«  timber-trees,  and  for  the  resinous 

juices  which  exude  from  them.    See  Abies  ;  Turpentine. 

Sfw^^w  ^'^^  f  ^y^^o^s  silicate  of  alumina,  from  Nischno-Tagilsk  in  the  Urals. 

Many  of  the  parts  of  fish  enter  into  manufactures,  and,  prepared,  become 
articles  of  commerce.    The  '  sound'  or  swimming-bladder  of  the  sturgeon  yields  isin- 
glass, but  the  true  ismglass  is  sometimes  sophisticated  by  the  gelatin  of  common  fish 
-tisii-oil  finds  employment  in  many  ways,  and  manures  prepared  from  fish-offal  are 
much  used. 

Owing  to  the  arrangements  made  relative  to  our  less  important  imports,  it  is  not 
possible  to  give— as  was  given  in  the  last  edition— our  importation  of  fish.  See 
Oavaire;  Isinglass;  Mantjbe. 

.  °f  the  dog-fish,  shark,  and  other  ganoids,  used  occasionally 

in  polishing  and  in  cleaning  rounded  and  irregular  works  in  pattern  making. 

FISSTTRE.    A  crack  or  rent  in  rocks.    See  Dyke. 

FIXED  AIR.    An  old  name  for  carbonic-acid  gas. 

FZ.AGSTO»rE.  A  stone  which  splits  freely  in  a  particular  direction  along  the 
original  lines  of  deposition  of  the  rock.  These  are  generally  sandstones,  and  the 
splitting  surfaces  are  frequently  produced  by  thin  laminae  of  mica ;  but  thin  bedded 
limestones  also  furnish  flagstones,  of  which  some  beds  of  Purbeck  limestone  and  the 
fetonesfield  slates  are  examples.  Flagstones  are  also  obtained  from  Lias  limestones, 
which  are,  in  fact,  thin  beds  of  indurated  clay.— H.W.B. 

Most  of  our  common  flagstones  are  micaceous  sandstones  from  the  coal-measures  of 
Yorkshire. 

FIiAXE-WHXTE.  This  name  is  applied  indiscriminately  to  piu-e  white  lead, 
and  to  the  trisnitrite  of  bismuth. 

FZiAME  {Flamme,  Fr.  and  Ger.),  in  the  ordinary  acceptation,  is  the  combustion 
of  a  mixture  of  an  inflamniable  gas  or  vapour  with  air.  That  it  is  not,  as  many  sup- 
pose, combustion  merely  at  the  exterior  surface  Avhere  the  gas  and  the  air  come 
in  contact  with  each  other,  is  proved  by  passing  a  fragment  of  phosphorus  or  sulphur 
into  the  centre  of  a  large  flame.  Either  of  these  bodies  ignited  in  passing  through 
the  film  of  flame  will  continue  to  burn  there  "with  its  peculiar  light ;  thus  proving 
that  oxygen  is  mixed  with  the  vapour  in  the  interior.  If  we  mix  good  coal-gas  with 
as  much  atmospheric  air  as  can  convert  all  its  carbon  into  cai-bonic  acid,  the  mixture 
will  explode  with  a  feeble  blue  light ;  but  if  we  mix  the  same  gas  with  a  small 
quantity  of  air,  it  will  burn  with  a  rich  white  flame :  a  knowledge  of  this  fact  has  led 
to  the  practice,  in  many  of  our  large  gas-works,  of  pumping  air  into  the  gasometers 
with  the  coal-gas — a  dishonest  and  a  dangerous  system.  In  the  latter  case,  the 
carbonaceous  particles  are  precipitated,  as  Sir  H.  Davy  first  showed,  in  the  interior  of 
the  flame,  become  incandescent,  and  constitute  white  light.  Towards  the  interior  of 
the  flame  of  a  candle,  a  lamp,  or  a  gas-jet,  where  the  air  is  scanty,  there  is  a  deposition 
of  solid  charcoal,  which,  by  its  ignition,  increases  in  a  high  degree  the  intensity  of  the 
light.  If  we  hold  a  piece  of  flne  wire  gauze  over  a  jet  of  coal-gas  close  to  the  orifice, 
and  if  we  then  kindle  the  gas,  it  will  burn  above  the  wire  with  its  natural  brilhancy ; 
but  if  we  elevate  the  gauze  progressively  higher,  so  as  to  mix  more  and  more  air  with 
it  before  it  reaches  the  burning  point,  its  flame  will  become  fainter  and  less  white. 
At  a  certain  distance  it  becomes  blue,  like  that  of  the  above  explosive  mixture.  If  a 
few  platina  wires  be  held  in  that  dim  flame  they  will  gi-ow  instantly  white  liot,  and 
illuminate  the  apartment.  On  reversing  the  order  of  this  experiment,  by  lowering 
progressively  a  flat  piece  of  wire  gauze  from  the  summit  towards  the  base  of  a  gas 
flame,  we  shall  find  no  charcoal  deposited  at  its  top,  because  plenty  of  air  has  been 
introduced  there  to  convert  all  the  carbon  of  the  gas  into  carbonic  acid;  but,  as  we 
descend,  more  and  more  charcoal  will  appear  upon  tlie  meshes.  At  the  very  bottom, 
indeed,  where  the  atmospheric  air  impinges  upon  the  gauze,  the  flame  is  blue,  and  no 
charcoal  can  therefore  bo  deposited, 
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The  fact  of  the  increase  of  the  brilliancy  and  -whiteness  of  flame  by  the  development 
and  ignition  of  solid  matter  in  its  bosom,  illustrates  many  curious  phenomena.  "We 
can  thus  explain  why  olefiant  gas  affords  the  most  vivid  illumination  of  all  the  gases  ; 
because,  being  surcharged  with  carbon,  this  is  deposited  in  the  middle  of  the  flame, 
as  it  would  be  in  an  ignited  porcelain  tube,  whereby  its  solid  particles  first  get  ignited 
to  whiteness,  and  tlicn  biu-n  away. 

The  explanation  given  above  was  originally  advanced  by  Sir  H.  Davy,  and  has, 
until  recently,  been  universally  accepted  by  chemists  and  physicists.  Dr.  Frankland 
has,  however,  brought  forward  a  body  of  evidence  tending  to  show  that  the  presence  of 
incandescent  solid  particles  is  by  no  means  essential  to  the  luminosity  of  a  flame. 
Indeed,  many  flames  of  high  illuminating  power  cannot  possibly  contain  solid  par- 
ticles ;  thus,  when  the  vapour  of  bisulphide  of  carbon  is  burnt  in  nitric  oxide  gas,  it 
produces  a  dazzling  light,  yet  without  the  presence  of  any  solid  matter.  Frankland 
maintains  that  the  luminosity  of  a  flame  is  directly  connected  vnth*the  density  of  tlie 
burning  vapours.  He  finds  that  dense  A'ax^ours  and  gases  become  luminous  at  much 
lower  temperatures  than  do  those  of  less  density ;  and  that  a  rare  gas,  when  not 
Imninous  at  a  given  temperature  under  ordinary  atmospheric  pressure,  may  become  so 
when  suddenly  compressed.  The  passage  of  electric  sparks  through  different  gases 
produces  an  intensity  of  light  varying  with  the  density  of  the  gas.  With  respect  to 
ordinary  flames,  it  is  believed  that  glowing  particles  of  precipitated  carbon  are  not 
the  true  source  of  luminosity,  and  that  soot  is  far  from  being  a  deposit  of  mere  carbon. 
Frankland  maintains  that  '  incandescent  particles  of  carbon  are  not  the  source  of  light 
in  gas  and  candle-flames,  but  that  the  luminosity  of  these  flames  is  due  to  radiations 
from  dense  but  transparent  hydrocarbon  vapours.' — On  the  Source  of  Light  in 
Luminous  Flames,  Proc.  Roy.  Inst.,  June  12,  1868. 

In  the  blowpipe  flame  from  an  oil-lamp  or  a  candle,  the  inner  blue  flame  has  the 
greatest  heat,  because  there  the  combustion  of  the  whole  fatty  vapour  is  complete. 
The  feeble  light  of  burning  hydrogen,  carbonic  oxide,  and  sulphur,  may,  upon  the 
principles  above  expounded,  be  increased  by  simply  placing  in  them  a  few  particles  of 
oxide  of  zinc,  slender  filaments  of  amianthus,  or  fine  platina-wire.  It  is  now  many 
years  ago  since  Dr.  Uro  demonstrated,  in  his  public  lectures  in  Glasgow,  that  by 
narrowing  the  top  of  a  long  glass  chimney  over  an  argand  flame  either  from  oil  or 
coal-gas,  the  light  could  be  doubled,  at  the  same  cost  of  material.  The  very  tall 
chiinneys  used  by  the  lamp-makers  are  wasteful,  as  they  generate  a  strong  current 
of  air,  and  the  combustion  of  the  solid  matter  is  carried  on  with  great  rapidity.  With  a 
narrow  chimney  of  half  the  length  we  can  have  nearly  as  good  a  light,  and  save  30 
per  cent,  of  the  oil.    See  Blowpipe  ;  Lamps. 

FIiANDERS  BRICKS,  commonly  called  Bath  bricks.  These  are  made  in  large 
quantities  at  Bridgewater,  from  the  silty  clay  deposited  in  the  estuary,  which  contains 
a  large  proportion  of  fine  sand.  These  bricks  are  much  used  for  domestic  purposes, 
also  in  making  founders'  cores,  and  for  polishing  some  steel  articles. 

FXiAlTNEI,.    A  plain  woollen  stuflF  of  a  rather  open  and  slight  fabric. 
_  Wales  is  the  country  in  which  flannel  was  originaUy  made,  and  the  Welsh  flannel 
\  ^^^"^^  estimation.    Hand  labour  is  rarely  employed  in  the  production 

of  Welsh  flannel ;  and,  though  it  is  not  so  cheap  as  some  others,  the  quality  and  finish 
o_t  this  fabnc  generally  cause  it  to  be  preferred  for  vests  worn  next  the  skin  and 
similar  purposes.  Flannels  are  now  made  more  extensively  at  Eochdale  than  in  any 
other  part  of  the  world.  In  that  neighbourhood  the  manufacturers  produce  the  greatest 
Ta,nety  of  widths,  finish,  and  substance,  viz.,  the  thin,  the  medium,  the  thick,  double- 
raised,  and  swanskin.  Saddleworth  produces  the  so-called  Saxony  flannels,  which  are 
mucfi  admired ;  and  some  varieties  are  produced  at  Leeds,  and  flnished  the  natural 
colour  of  the  wool.  In  the  West  of  England  flannels  are  made,  but  not  extensively  ; 
ana  in  Ireland  a  few  varieties  of  low  flannels  and  coatings,  caUed  Galways,  are  manu- 
lactured  &om  Irish-grown  wool.    See  Woollen  Makufactures. 

FIiASBIM-CS.    Pieces  of  lead  or  other  metal  let  into  the  joints  of  a  wall  so  as  to 
gutters,  and  prevent  the  splashiugs  of  rain  from  injuring  the  internal 

•  fl   i:  1 .     n  ^^^^^      ^'^^^^^  ^■'^^  ^  thin  layer  of  coloured  glass  it  is  said  to  be 
nas&ed,  and  the  operation  is  called  '  flashing.' 

r..Tf\^^^\^^^  foundries,  a  shallow  iron  frame,  without  top  or  bottom,  used  for 
moulding.    The  lower  flask  is  called  a  drag.    See  Founding. 

1 9ft  ^r^^'  rjy^         °f  ^  ^^■^'^^  l^oat,  usually  flat-bottomed,  and  carrying  from  80  to 

parts  oAl,/     ^."''"l  ''PP^'''^  ^°  ^'"^^^'^^^  i°  ^"^'"^  ^^""^^     "1°^  sent  fi-om  all 

parts  ot  the  country  to  the  London  markets. 

on^T^f^7  III  mining,  a  series  of  rods  for  communicating  motion  from  the 

pi\^n°e'°"^.^"y'  P^™E?     other  machinery  in  a  distant  shaft 

andXnfo;itat^3tlw:?-l  ^  "'V^f  ^^"^^P'^POf^^rts  of  limestone  strata. 
Vol.  iY°"^'^'"  '^'^Po^^ts  of  lead  ore  ancl^odior  minerals,  all  of  which  are  spread  out 
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horizontally.  Similar  liorizontal  beds  occur  in  our  tin  mines,  and  they  are  sometimes 
very  productive.  The  '  carbonas'  of  the  tin  mines  near  St.  Ives  are  little  more  than 
flat3._  Ilooson,  m  his  '  Derbyshire  Miner,'  published  in  1747,  tiius  dcQnes  a  flat :— '  it 
IS  neither  vein,  pipe,  rake,  nor  screw.' 

FXiATTING.  The  operation  of  finishing  house-painting  so  as  to  prevent  the  un- 
plonsaut  glare  -which  arises  from  a  surface  left  in  simple  oil  colour.  The  flattiii/ 
colour  should  bo  incorporated  with  a  large  quantity  of  spirits  of  turpentine.  This 
drying  leaves  a  dull  surface,  which  is  produced  by  the  resin  of  the  turpentine.  Unfor- 
tunately, from^  the  high  price  of  turpentine,  naphtha  is  now  commonly  employed.  As 
naphtha  contains  no  resin,  the  colour  is  not  so  permanently  placed  upon  the  surface ; 
it  washes  off  readily,  and  is  liable,  after  a  season,  to  fall  off  as  dust.  This  substitution 
of  naphtha  should  therefore  never  be  allowed. 

PliATTlNG  -saxXMlM.  A  mill  for  rolling  out  metals  into  plates.  Cylinders  of 
great  power  are  employed  for  this  purpose. 

FZiAVGHTS.    Tools  for  carding  wool,  used  chiefly  in  Scotland. 

FXiAVIIf.  A  yellow  dye-stuff  imported  from  America,  and  used  as  a  substitute 
for  quercitron  bark.  It  is  prepared  by  dissolving  it  in  hot  water,  with  which  it  makes 
a  somewhat  turbid  solution.  It  should  be  used  when  newly  dissolved,  for  if  allowed 
to  stand  it  deposits  a  brownish-yellow  mass,  in  consequence  of  its  not  being  all  com- 
pletely soluble  in  water.  If  boiled  in  distilled  water  until  all  the  soluble  matter  is 
taken  up,  and  the  clear  solution  decanted,  it  soon  yields  a  deposit.  The  colour  pro- 
duced by  flavin  is  never  good  until  raised.  A  colour  dyed  by  it  weakens  gradually 
when  a  little  sulphuric  acid  has  been  added ;  but  what  remains  retains  its  brilliancy 
by  raising,  and  in  respect  of  this  property  it  differs  from  bark. 

Adolph  Ott,  of  New  York,  makes  the  following  remarks  on  Flavin  in  the  '  American 
Chemist ' : — 

'  The  flavine  handed  to  me  for  examination  came  from  the  Stamford  Manufacturing 
Company,  157  Maiden  Lane,  New  York.  It  represented  a  light  yellow  powder,  but 
sparingly  soluble  in  hot  water,  and  separating  again  on  cooling.  The  supernatant 
liquid  remained  slightly  coloured.  Warm  alcohol,  even  when  diluted,  dissolved  it 
quickly ;  not  so  ether.  Tartrate  of  potassa  and  copper  was  not  reduced  by  an  aqueous 
solution,  showing  the  absence  of  sugar.  The  solution  remained  clear  on  adding  a 
solution  of  glue,  thus  indicating  the  absence  of  tannin.  Sodium-amalgam,  when 
added  to  an  alcoholic  slightly-acidulated  solution,  gave  rise  to  the  well-known  purple 
reaction  indicative  of  quercetrin  ;  this  reaction  was,  b}'  the  way,  also  obtained  with  the 
deposit  of  a  decoction  of  yellow  bark.  The  watery  solution  of  fla^nne  decoloured 
permanganate  of  potassa,  proving  the  presence  of  gallic  acid  (test  of  Monier).  The 
absence  of  tannin  and  the  presence  of  gallic  acid  are  to  be  considered  as  proof  tlint 
the  alkaline  decoction  of  the  bark  had  been  treated  for  some  time  with  sulphuric 
acid. 

'  The  above-mentioned  tests  satisfied  me  that  the  sample  was  a  remarkably  pm'e 
flavine. 

'The  late  Professor  BoUey,  who  first  made  us  acquainted  with  the  method  of  manu- 
facture of  flavine,  discovered  tannin  and  sugar  in  flavine  analysed  by  him.  My  speci- 
men was  free  from  both,  but  contained  gallic  acid,  the  derivate  of  tannic  acid.  Since 
a  solution  of  crude  quercitrin  assumes  a  beautiful  yellow  colour,  when  protochloridc 
of  tin  is  added,  this  being  not  the  case  with  my  fla-\ane,  I  drew  the  conclusion  it  wns 
free  from  quercitrin.  This  fact  was  also  to  be  inferred  from  the  presence  of  gallic 
acid. 

'  Prompted  by  the  results  of  this  investigation,  I  began  to  search  whether  there 
existed  other  analyses  of  flavine  besides  that  given  by  Bolley.  My  researches  in  this 
direction  remained  without  result ;  but  I  obtained,  on  the  other  hand,  some  notes  which 
strikingly  illustrate  how  slow  industries  sometimes  progress  when  they  are  unaided  by 
science.  According  to  James  Napier,  who  published  a  book  on  the  art  of  dyeing  in 
1853,  the  flavine  must  have  become  a  commercial  commodity  in  or  about  the  j^ear  1850. 
Aside  from  describing  its  behaviour  towards  mordants  and  vegetable  flbres,  the  author 
states  that  it  contains  4-4  per  cent,  ashes.  They  consisted  doubtless  of  sulphate  of 
soda.  Supposing  that  the  dye-stuff  had  not  been  washed  out,  and  that  to  make  the 
decoction  the  same  quantity  of  water  had  been  employed  as  prescribed  in  the  patent 
specification  of  Loeshing,  it  would  be  very  easy  to  calculate  how  much  soda  was  used. 
The  quantity  was  doubtless  very  largo.  In  1856  ("  Repertory  of  Patent  Invontion.s  ) 
Lecshing,  in  Glasgow,  secured  a  patent  for  the  treatment  of  yellow  bark,  weld  (the 
herb  Reseda  luteola),  and  flavine,  for  the  purpose  of  enhancing  their  colouring 
power.  He  terms  "  quercitrin,"  the  material  obtained  from  quercitron ;  _ "  flavctin,  tlio 
one  obtained  from  flavine.  His  first  process  consists  in  boiling  the  pigment-pe  ding 
6ub.?tance,  either  with  dilute  sulphuric  or  hydrochloric  acid,  and  then  washing  it  out 
with  cold  Avator ;  a  second  process  consists  in  previously  boiling  the  dye-woods  or  dye- 
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staffs  in  a  weak  soda-solution,  saturating  with  sulphuric  or  hydrochloric  acid,  and 
boilino-  for  half-an-hoiu\  The  inventor  claims  that  tho  products  thus  obtained  differ 
from  the  orio-inal  substances  in  being  free  from  tannin  and  lime  (?),  and  in  having 
acquired  new  properties,  viz.  a  greater  affinity  for  mordants  and  a  more  vivid  and 
richer  colour.  J3eing  less  soluble  in  water,  they  are  preferable  for  the  dyeing  of  such 
tissues  as  require  a  boiling  heat  in  the  vat._  ^  e  .1  1 

'  Since  particular  stress  is  laid  upon  the  increase  of  the  intensity  oi  the  colour,  it  is 
to  bo  assumed  that  the  flavine  contained  then  a  larger  proportion  of  quercitrin. 
Although  tlie  patentee  fails  to  give  hints  with  regard  to  this  point,  my  supposition 
has  been  confirmed  by  tlie  results  of  an  examination  of  flavine  imported  in  1858  into 
Germany,  made  by  Koenig.  I  am  unfortunately  not  in  possession  of  tho  original 
paper,  yet  according  to  Gmelin,  Koenig  obtained  quercitrin  in  minute  crystals  by 
treating  the  fla\nne  with  very  dilute  boiling  sulphuric  acid,  and  by  purifying  the 
separated  flocculeut  precipitate — the  ordinary  manner.  However,  it  will  always 
remain  a  disputed  point  whether  Leeshing  was  or  was  not  acquainted  with  the  papers 
on  quercitrin  by  Eigand,  who  first  communicated  the  fact  that  this  substance  is  split 
up  if  acted  upon  by  dilute  mineral  acid.  This  paper  appeared  in  the  "  Chemical 
Gazette,"  two  years  previous  to  the  date  of  Leeshing's  patent.  I  would  remark  that 
Eigand  was  well  aware  of  the  fact  that  mordanted  cotton  assumes  a  purer  yellow  when 
dyed  with  quercetin  than  when  dyed  with  quercitrin. 

'  "With  regard  to  the  process  of  Leeshing  for  enhancing  the  colouring  power  of  tho 
yellow  oak,  BoUey,  in  his  "  Chemische  Technologie  der  Spinnfasern,"  says  that  it  was 
not  rational,  the  quercetin  formed  being  deposited  on  the  bark.  Eut  the  learned 
technologist  failed  to  consider  that  the  process  in  question  was  also  applied  to  flavine, 
which  was  already  then  a  commercial  commodity ;  and,  moreover,  we  may  well  accept 
that  it  was  not  tho  intention  of  Leeshing  to  extract  the  colouring  matter,  partly 
because  the  weighty  bark  with  enhanced  colouring  power  brought  a  proportionally 
higher  price  than  the  pure  dye-stuff,  and  partly  because  the  demand  for  the  latter  (tho 
flavine)  was  undoubtedly  not  yet  sufficiently  large.  When  considered  in  this  light, 
the  inventor  certainly  deserves  credit.  One  of  the  processes  is  quite  analogous  to  the 
preparation  of  garancine  from  madder.  In  both  cases  a  substance  combined  with 
glucose  must  be  set  free  to  be  converted  into  a  dye-stuff.  In  short,  the  "  quercitrin  " 
of  Leeshing  is  a  technical  product  from  quercitron. 

'  After  the  beautiful  researches  of  Bolley  and  Eigand  on  quercitrin  had  already 
been  published,  it  is  incomprehensible  that  Muspratt  {vide  his  "  Chemistry  applied 
to  tho  Arts  and  Manufactures,"  edition  of  1860),  in  treating  of  the  above-mentioned 
dyes,  states  tliat  their  intensity  was  probably  enhanced  because  the  colouring  matter 
had  become  more  soluble  in  water.  Yet  on  the  very  same  page,  in  giving  an  abstract 
of  the  Patent  Specification  of  Leeshing,  he  mentions  that  the  derivates  in  question  upon 
being  treated  -svith  hot  as  well  as  cold  water,  yield  much  less  colouring  matter  than 
the  materials  from  which  they  had  been  produced.  Schlumberger,  according  to 
Grothe,  treats  the  bark  of  the  yellow  oak  as  follows  : — 100  kilos  of  the  ground  Avood 
are  mixed  with  280  litres  of  water,  acidulated  with  25  kilos  of  oil  of  vitriol.  This 
mixture  is  boiled  for  two  hours,  whereupon  the  bark  is  washed  out,  pressed  and  dried. 
For  the  same  quantity  of  bark  Schlumberger  takes  four  times  the  quantity  of  acid  (of 
only  one-third  the  strength)  of  that  of  Leeshing,  but  extends  the  time  of  treatment  to 
twice  the  length.  These  are  the  only  points  in  which  these  two  methods  differ  from 
each  other.  In  speaking  of  this  process,  Grothe,  in  his  "  Katechismus  der  Bleicheroi, 
Parberei,  und  des  Zeugdrucks"  (p.  103),  remarks  :—"  All  the  tannin  having  been 
separated  by  treating  the  bark  with  sulphuric  acid,  the  colours  produced  with  quercetin 
are  much  purer  and  brighter  than  those  obtained  with  flavine."  I  am  at  a  loss  to 
comprehend  this,  for  it  must  be  evident  to  everj^  one  that  the  ground  bark,  when 
directly  treated  with  acids,  must  always  contain  a  larger  amount  of  intermediary 
products  than  flavine,  even  when  this  latter  has  not  been  washed  out.  Grothe,  more- 
over, observes :  "  Dye-extracts  from  quercitron,  which  contain  mainly  quercitrin,  yield 
\v-ith  alum  a  beautiful  yellow."  I  ask,  how  is  it  possible  that  extracts  from  quer- 
citron, among  which  Grothe  includes  tho  flavine,  dye  a  beautiful  yellow,  if  yet  con- 
taining tannin,  which,  according  to  Grothe,  acts  injuriously?  And  why  haA-o  extracts 
of  quercitron  been  produced  "  with  a  high  percentage  of  quercitrin,"  since  "  recent 
eff!^t^'^'?^'°°^  ^^''^vo  demonstrated  that  they  contain  quercetin,  which  is  principally 

' Immediately ^after  this,  Grothe  remarks  :— "For  this  reason  the  quercetin  is  now 
c.spccially  made."  If  Grothe  designates  with  this  name  the  prepared  bark  of  Schlum- 
Ijergor,  he  will  excuse  me  for  asking  why  it  is  that  it  is  not  preferable  to  produce  tho 
1  avine,  which,  with  regard  to  purity  and  intensity  of  colour,  is  to  the  yellow  bark  as 

With  regard  to  the  behaviour  of  tho  peculiar  kind  of  Umnic  acid  contained  iu  tho 
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liark  of  Qucrcus  tinctoria,  many  erroneous  views  seem  still  to  exist,  Bolloy,  in  liis 
above-mentioned  treatise,  observes,  for  insbinco,  that  it  was  probable  that  the  flavine 
furnishes  a  purer  yellow  than  the  bark  of  quercitron,  because  it  lias  been  freed  from 
the  greater  part  of  ttmnic  acid.  It  appears  to  mo  tliat  it  would  have  been  more 
correct  to  state  that  the  flavine  produces  a  purer  colour  because  it  consists  chiefly  of 
qucrcotin,  as  BoUey  himself  has  demonstrated,  while  the  bark  contains  only  the  less 
colouring  quercitriu.  It  is,  moreover,  not  quite  clear  to  me  in  what  manner  the  tannic 
acid  referred  to  could  act  injuriously,  since,  for  dyeing  yellow,  the  goods  are  not 
mordanted  with  iron  salts.  Besides,  the  tannic  acid  from  quercitron,  according  to 
Schlossbergor,  yields  green,  not  black,  when  coming  in  contact  with  salts  of  peroxide 
of  iron.  This  was  already  known  by  Dr.  Bancroft  when  ho  wrote  in  his  Patent 
Specification,  bearing  date  of  1775 : — "  This  species  of  bark  may  bo  distinguished  from 
all  others  by  its  giving  with  alum  a  fine  yellow  colour,  and  not  striking  a  black  upon 
the  addition  of  iron." 

'According  to  Grotho  ("  Katechismus,"  &c.,  p.  103)  flavine  yields  a  dark,  greenish- 
black  precipitate  with  salts  of  protoxide  of  iron,  and  citron-yellow  with  salts  of 
protoxide  of  tin.  This  can  be  comprehended  only  when  it  is  known  that  Grothe  com- 
piled from  tho  above-mentioned  book  of  Napier,  who  evidently  examined  a  kind  of 
flavine  containing  much  tannic  acid.  With  salts  of  protoxide  of  iron,  pure  flavine 
yields  a  green  colour  with  olive  tint ;  with  tin  salt  the  liquid  only  assumes  a  brighter 
colour.  A  decoction  of  bark,  however,  from  which  quercitrin  has  already  separated, 
produces,  with  salts  of  protoxide  of  iron,  a  greenish-black ;  with  tin  salt,  a  light 
yellowish  precipitate.    In  this  latter  case  the  supernatant  liquor  grows  reddish. 

'  In  dyeing  with  a  decoction  of  the  bark,  the  brown  colour  discovered  by  Chevreul 
acts  undoubtedly  more  injuriously  than  tannin  does.  If,  therefore,  one  chooses,  with 
Bolley,  to  ascribe  the  purer  yellow  of  the  flavine  to  the  absence  of  a  foreign  substance, 
it  would  certainly  be  more  correct  to  seek  the  cause  of  this  fact  in  the  absisnce  of  tho 
brown  colour  of  Chevreul.  Every  dyer  knows  that  in  dyeing  with  the  bark  of  quer- 
citron high  temperatures  are  not  desirable,  the  brown  dye  being  then  absorbed  by  the 
fibre,  just  as  in  dyeing  with  aniline  violet  the  real  colour  contained  therein  is  with- 
drawn at  a  high  degree  of  heat.' 

The  quantity  of  colouring  matter  in  flavin  is  very  great,  its  value  as  compared 
with  bark  is  16  to  1,  or  one  ounce  of  flavin  is  equal  to  one  pound  of  quercitron  bark. 
A  portion  burned  left  4*4  per  cent,  of  ash,  and  a  solution  of  it  gives  the  following 
reaction  with  salts : — 

Persalts  of  iron 
Protosalts  of  iron 
Protosalts  of  tin 
Persalts  of  tin 
Alumina 

Acids  lighten  the  colour  of  the  solution,  and  alkalis  deepen  it,  rendering  it 
redder. — Napier. 

FXiAVIIO'BXN'.  A  substance  isomeric  with  indin  and  Indigo  blue.  It  is  produced 
by  the  action  of  potash  on  indin.  Fla^nndin  may  be  obtained  in  large  quantities  by 
continuing  the  ebullition  of  indin  with  solution  of  potash  for  &  long  time.  _  It  is 
purified  by  solution  in  water  containing  a  few  drops  of  ammonia,  and  precipitation 
with  hydrochloric  acid.  Flavindin  is  of  a  pale  yellow  colour,  and  is  sparingly 
soluble  in  alcohol.    See  "Watts's  '  Dictionary  of  Chemistry.' 

PIAX  (Latin,  linum ;  French,  lin ;  Italian  and  Spanish,  lino;  Portuguese,  lintw ; 
German  Flachs  ;  Dutch  vlas),  the  lAnum  usitatissimum,  a  plant  of  the  class  Pentandria, 
order  Pentagynia,  in  the  system  of  Linnjeus,  and  the  type  of  the  order  Linacese,  in 
the  natural  system  of  Botany,  largely  cultivated  for  its  fibre  and  seed,  and,  next  to 
cotton,  the  most  extensively  used  raw  material  for  textile  manufacture  in  the  vegetable 
kingdom.  This  plant  was  primarily  a  native  of  Asia,  and  was  introduced  at  an  early 
period  into  Europe.  Frequent  mention  is  made  of  it  in  Scripture  history,  as  grown 
both  in  Palestine  and  in  Egypt,  as  well  as  of  tho  fabrics  manufactured  from  its  fibre. 
It  was  probably  introduced  into  Europe  by  the  Phoenician  traders,  or  the  Greek 
colonists  of  Egypt  and  Syria.    Homer  alludes  to  the  linen  manufacture  of  Greece. 

At  the  present  day,  tho  flax  plant  is  gi-own  for  fibre  alone,  for  seed  alone,  or  for 
both  products  together,  in  many  countries  of  the  eastern  and  in  some  of  the  western 
hemist here.    For  seed  alone,  in  Hindostan,  Turkey,  and  the  Umted  States  of  Ameum. , 
for  fibre  and  seed  in  Eussia,  Belgium,  Holland,  France,  Germany,  Scandinavia,  iUilj 
Switzerland,  the  Iberian  Peninsula,  Groat  Britain,  and  Egypt ;  in  Ireland,  chiefly  lor 

the  fibre,  without  utilising  tho  seed.  .     ,     ,  .  .  •       ,      a     •  „^^„.n 

Tlie  average  annual  production  of  fibre,  in  the  chief  countries  whore  flax  is  grown, 

is  as  follows : — 


Orange  black  precipitate. 
Deep  greenish  black  precipitate. 
Lemon  yellow  precipitate. 
Orange  yellow  precipitate, 
A  rich  yellow  precipitate. 
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Russia 

i'rance 

]3olgium 

Holland 

Austria 

Prussia 

Ireland 

Egypt 


Tons 
130,000 
48,000 
18,000 
9,000 
60,000 
32,000 
35,000 
10,000 


and  adding  all  other  countries,  we  may  estimate  the  entire  annual  weight  of  fibre 
produced  throughout  the  world,  at  400,000  tons. 

The  quantity  of  seed  may  be  taken  at  nearly  2,000,000  of  quarters.  At  the 
avera'^e  value  of  fibre  and  seed,  the  annual  production  in  all  countries,  of  the  former, 
may  be  given  in  value  at  20,000,000/.,  and  of  the  latter  at  5,000,000?.,  making  m  all, 
25,000,000;,  as  the  worth  of  the  raw  produce,  before  its  conversion  into  woven  fabrics 

'^°Fro'm  all  we\an  learn  relative  to  the  earliest  annals  of  the  flaxen  trades  of  the 
United  Kingdom,  it  would  seem  that  the  great  object  of  those  who  took  most  interest 
in  their  progress  was  to  secure  ample  supplies  of  raw  material.  Long  before  the 
manufactitte  of  cotton  gave  such  impulse  to  enterprise  in  Great  Britain  the  govern- 
ments of  the  day  and  the  great  landowners  in  each  shire  or  county  successively 
patronised  the  growth  of  flax.  In  many  of  the  old  English  leases  it  was  made  a 
matter  of  actual  covenant  that  farmers  should  every  season  set  apart  certain  sections 
of  land  for  that  purpose,  and  at  most  of  the  country  fairs  there  were  premiums  offered 
for  the  largest  and  best-finished  parcels  of  flax.  Two  centuries  ago,  Scotland  was 
especially  famed  for  the  production  of  the  finest  description  of  material  to  be  found  in 
either  England  or  Ireland  ;  and  as  she  too  had  her  Board  of  Trustees  whose  duty  it 
was  to  encourage  the  growth  as  well  as  the  manufacture  of  flax,  a  large  quantity  of 
that  article  was  annually  raised  there.  This  system  of  home  growth  was  kept  up  on 
both  sides  the  Tweed  until  the  last  quarter  of  the  past  century,  when  the  introduction 
of  the  Asiatic  fibre,  and  the  mechanical  contrivances  of  Hargreaves,  Crompton,  and 
Arkwright,  gave  a  new  turn  to  British  enterprise.  In  a  few  years  the  manufacture  of 
cotton  had  extended  so  rapidly  that  it  took  the  lead  of  all  the  clothing  trades. 

From  that  period  demand  for  fiax  fell  away,  and  English  farmers,  finding  more 
difficulty  in  making  sale  of  that  variety  of  crop,  ceased  to  grow  it  for  fibre ;  but  a 
few  men  in  Dorset,  Devonshire,  and  Somersetshire  sow  fiax  almost  solely  for  seed. 
All  that  time,  however,  and  on  to  the  present,  the  Irish  people,  and  especially  Ulster- 
men,  continued  to  grow  the  '  national  fibre,'  for  although  the  cotton  manufacture  had 
made  some  progress  there,  the  demand  for  linen  rose  rapidly  and  the  cry  for  larger 
supplies  of  raw  material  was  heard  on  all  sides.  The  cidture  of  flax  in  Ireland 
formed  a  large  field  of  local  enterprise  at  a  very  early  period  of  that  country's  history. 
Cormac  O'Conn,  who  reigned  there  in  the  third  centiuy,  is  described  as  Avearing  '  a 
girdle  of  fine  flax  ; '  and  five  hundred  years  afterwards,  when  Niall  the  Third  was  in 
power,  exports  of  flax  formed  the  most  prominent  features  of  Ireland's  trade  with 
England.  During  succeeding  ages  the  Irish  farmer  seems  to  have  forgotten  his 
cunning,  as  in  the  days  of  Lord  Strafford's  vice-regal  government  in  that  island  the 
growth  of  flax  as  well  as  the  make  of  linen  had  degenerated  very  much.  Whatever 
may  have  been  the  faults  or  failings  of  the  imfortunate  Earl,  in  other  phases  of  his 
political  career,  the  Irish  linen  trade  owes  more  to  him  than  to  any  other  of  the 
English  deputies,  not  only  of  his  own  time,  but  of  any  that  succeeded  him.  When 
Lord  Strafford  made  his  first  tour  of  the  Irish  provinces,  the  average  yield  of  the 
plantation  acre,  which  in  point  of  area  was  more  than  one  and  a  half  that  of  the 
English  acre,  did  not  exceed  fifteen  stones,  and  the  length  of  fibre  was  about  twelve 
inches.  The  Earl  sent  orders  to  Holland  for  supplies  of  seed  in  the  spring  of  1633, 
the  year  after  his  appointment,  and  he  also  brought  over  a  number  of  Dutch  farmers 
to  teach  Irishmen  the  most  successful  mode  of  cultivating  the  plant.  These  foreigners 
were  kept  at  work  for  several  seasons,  and  the  result  of  their  exertions  was  that  in 
1638  the  turn-out  was  thirty  stones  to  the  acre,  and  the  length  of  flax  stem  had 
increased  to  2^  feet.  Pifty  years  afterwards  Arthur  Dobbs  wrote  a  history  of  Ireland's 
Commerce  and  Agriculture.  There  was  then  an  area  of  thirty  thousand  acres  under 
flax,  and  the  yield  had  gone  up  to  an  average  of  forty-four  stones  to  the  Irish  acre. 
We  should  hero  state  that  the  settlement  of  the  Huguenots  in  different  parts  of  the 
island  had  by  that  time  given  powerful  impetus  to  every  branch  of  the  linen  trade.  In 
nearly  all  the  northern  counties  the  culture  of  flax  began  to  be  studied  as  an  art,  and 
the  more  enterprising  growers  prided  themselves  very  much  on  the  quality  of  the  article 
they  were  able  to  produce. 
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_  A  board,  conaistiiig  of  noblos  and  gentry,  was  appointed  to  sit  in  Dublin,  under  the 
title  of  Trustees  of  the  Linen  and  Hempen  Manuftictures,'  and  ample  means  were 
placed  in  tlie  liunds  of  members  for  the  purpose  of  encouraging  the  trade.  l>"ive  and 
twenty  years  afterwards  a  similar  institution  was  established  for  Scotland ;  and  in 
both  cases  much  good  was  dpno,  though  the  lorinciple  on  wliich  they  were  founded 
could  scarcely  bo  justified  in'  rightly-regidated  economy.  Foreign  flax  seed  was 
largely  imported  into  Dublin  and  Dundee,  and  bounties  awarded  to  growers  of  the 
largest  and  finest  lots  of  fibres.  But  tlie  breadth  of  lands  under  that  crop  north  of  the 
Tweed  never  exceeded  10,000  acres,  or  little  more  than  one-fourth  of  the  area  sown 
at  that  time  in  Ireland.  In  1809  there  were  only  5,000  acres  in  all  Scotland  against 
3.5,000  ao-os  in  Ireland,  but  of  that  aggregate  23,000  acres  were  raised  in  Ulster. 
There  -wore  I'lSjOOO  acres  sown  in  that  county  in  181.5,  and  about  the  same  extent  of 
area  in  1820,  while  in  1825  the  sowing  occupied  139,400  acres.  After  the  dissolution 
of  the  Linen  Board  in  1828  no  reliable  record  of  crops  was  kept,  and  until  1847, 
wlien  a  regular  system  of  agricultural  statistics  was  got  up  in  Ireland,  all  was  left  to 
mere  conjecture.  In  the  meantime  the  imports  of  foreign  flax  into  the  United  King- 
dom had  been  making  enormous  progress.  Wo  give  the  figures  for  different  periods 
of  the  first  half  of  the  present  century : — 

Year  Cwts. 

1801    273,720 


1821 
1831 
1841 
1851 


498,653 
936,440 
1.346,843 
1,194,184 


Plax-spinuing  by  machinery  has  accomplished  wonders  for  flax-growers.  Some 
attempts  had  been  made  to  produce  linen  yarn  by  water-power  in  Lurgan,  so  early  as 
1717.  A  carpenter,  Thomas  Turner,  of  that  town,  who  was  much  patronised  by  Louis 
Crommelin,  invented  a  machine  to  spin  flax  and  for  Avhich  the  Board  of  Trustees 
awarded  him  100^.,  but  the  death  of  the  inventor  took  place  before  the  work  had  been 
brought  to  perfection.  Louis  Paul,  a  Birmingham  blacksmith,  tried  his  hand  at  a 
machine  in  1740,  and  John  Kendrew  and  Thomas  Porthouse  of  Darlington  brought 
out  in  1787  a  still  superior  invention.  But  until  John  Marshall,  son  of  a  Leeds  shop- 
keeper, took  the  matter  in  hand,  all  had  ]oroved  complete  failures.  The  Leeds  mill 
was  commenced  about  the  close  of  the  past  century,  and  some  time  afterwards  the 
trade  was  started  in  Dundee.  These  mills  imported  Irish  flax  very  largely,  and  this 
gave  fresh  stimulus  to  growers  in  that  island.  Ireland  liad  been  trying  the  new 
principle  of  yarn  spinning  for  some  years,  and  although  the  Board  of  Trustees  paid  a 
premium  of  30/.  for  every  spindle  erected,  no  permanent  good  resulted.  The  bounty 
system  ceased  in  1828,  and  two  years  afterwards  T.  and  A.  MulhoUand,  of  Belfast, 
erected  in  that  town  their  famous  York-street  mill,  which,  like  that  of  the  Marshalls 
of  Leeds,  gradually  grew  into  gigantic  proportions.  In  1833  there  were  nine  flax- 
spinning-mills  at  work  in  Belfast,  thereby  creating  an  immense  increase  in  the  con- 
sumption of  raw  material.  Imports  of  foreign  fibre  were  not  keeping  up  to  the 
requirements,  and  about  that  time  a  number  of  Belfast  spinners  and  linen  merchants 
began  to  feel  that  a  famine  in  fiax  -svould  arise  if  extra  exertions  -were  not  made  to 
extend  home-growth.  In  1841  a  society  was  formed  for  that  purpose,  and  so  well  did 
it  do  the  work  that  the  breadth  of  land  which  for  that  year  was  only  83,750  acres 
had  been  extended  in  1844  to  122,680  acres.  But  the  great  good  effected  by  the 
Flax  Improvement  Society  did  not  end  there.  Besides  that  enlargement  of  area, 
the  farmers  were  taught  by  experienced  instructors  better  modes  of  preparing  the  soil 
and  a  more  careful  system  of  choosing  seed.  The  effect  of  these  lessons  was  to  im- 
prove the  skill  of  growers  so  much  that  the  article  produced  was  superior  in  quality 
and  the  yield  equally  improved. 

A  terrible  prostration  of  energy  in  the  ranks  of  Irish  agi-iculturists  followed  the 
famine  of  1847,  and  the  breadth  of  flax  lands  was  narrowed  one-half.  For  some 
seasons  afterwards  this  state  of  affiiirs  continued,  the  total  area  in  1849  only  extending 
to  60  070  acres.  But,  as  better  days  set  in,  a  great  improvement  took  place  in  flax- 
growing  and  in  1852  there  were  137,000  aci-es  imder  the  crop  ;  the  succeeding  season 
showed  a  much  wider  area,  174,629  acres  having  been  sown.  Then  came  a  reaction, 
and  in  1857  the  breadth  was  only  97,720  acres.  By  this  time  tlio  demand  for  first 
flax  had  been  rendered  still  greater  in  consequence  of  the  exteusion  of  spinmng-imlls 
in'Dundeeand  Leeds;  so  that,  besides  tlie  homo  roqiurements,  Irish  farmers  had  a 
stirring  appeal  for  further  supplies  made  to  them  from  the  sister  isle.  All  this 
crv  for  more  flax  did  not  fall  unheeded  on  tlie  ears  of  the  people  engaged  in  the 
different  departments  of  the  trade.  After  the  final  suppression  ot  the  Sepoy  mutiny 
the  tide  of  public  interest  had  set  strongly  towards  India,  and  much  attention  w- 
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\  ,  ,.  1  f„^n,-,i(y  tn  ffood  account  the  immense  capaLilitios  of 
aroused  as  to  the  best  mode  of  <^^^™"g  g°otn  Tho  House  of  Commons,  as  the 
that  nrngnlticent  '^PP'^""g%°V  f  thrrhicet  and  a  Select  Committee  ws 

colonisation  and  Settlement  of 

^'t-ourso  of  that  inquiry  Mr  James  ^ew-  1" 

r^'f^^^^f^J^l^to^^^^A  P^fibJons  productJ.  He  said 
land  beyond  PS^s  m  t^e  va    J  ,         „   ^iou  of  the  Pun  aub  Agricultural 

SeSS  the  leadfng  Len'trchants  on  b^th  sides  the  Channel  held  conference  as  to 
?lTe  nr  ct  cal  openin<?up  of  a  field  of  industry  beyond  the  Ganges,  and  ultimately  Mr. 
James  S  w  a^  in  the  trade  formed  '  The  India  Flax  Company.'    Amp  e 

meTn  we  subscribed  to  st^rt  the  project  of  flax  culture  in_  the  Pu^iaub  on  a  scale 

rextended  dimensions,  and  a  large  tract  of  1^°^^  ^^^^T'l^i  he  a^of^  fl^^^^^^ 
very  favourable  terms.  Practical  instructors-men  well  schooled  m  the  art  of  liax- 
/roline-were  sent  out  to  watch  over  the  preliminary  proceedings,  and  teach  the 
Sho^to  prepare  the  ground,  sow  the  seed,  and  attend  to  the  -  e^s^g^ 
of  its  growth  Por  a  few  seasons  the  work  went  on  favourably.  In  the  south-east 
traisXof  the  second  Industrial  Exhibition  held  at  Kensington  -  1862  -veral 
samples  of  Indian  flax  were  shown,  and  these  were  considered  ^:^e^y  J^^^^^.f^^^" 
dences  of  what  might  be  done  in  that  phase  of  Indian  enterprise  But  from  van  on  s 
causes,  probably  want  of  perseverance  as  the  leading  one,  the  India  Plax  Company 
was  dissatisfied,  and  the  whole  affair  was  given  up.  There  had,  some  time  before, 
been  much  attention  directed  to  Canada,  where  the  prospects  of  abundant  supplies 
were  said  to  be  most  favourable.  Some  lots  of  flax  grown  in  Ontario  were  sent  to 
Belfast,  some  to  Dundee,  and  some  to  Leeds,  and  in  each  case  mill-owners  were  well 
pleased  with  the  article ;  but  after  all  the  assertions  made  by  sanguine  projectors, 
Canada's  flax  culture  has  not  done  much  for  the  spinning  trade.  ,  . 

We  have  seen  that  England  and  Scotland  have  all  but  ceased  to  supply  fibre  tor 
flax-spinning;  to  Ireland,  therefore,  and  continental  Europe,  mill-owners  must  look 
for  raw  material.  The  uncertain  nature  of  the  crop  and  the  very  unfavourable  state 
of  the  climate  in  some  seasons  cause  great  diversity  of  feeling  among  the  Irish 
farmers  as  to  the  flax  culture.  A  small  extent  of  area  marked  the  season  of  1857,  but 
in  1861  there  were  147,950  acres  sown ;  in  1862,  150,000  acres  ;  in  1863,  214,000 
acres ;  and  in  1864,  301,942  acres,  by  far  the  widest  area  ever  known.  Of  this  last- 
noted  total,  Ulster  alone  had  278,254  acres,  while  Connaught  had  cultivated  8,688 
acres  ;  Leinster,  7,383  acres  ;  and  Munster,  which  for  soil  and  climate  could  compete 
with  Belgium  itself,  had  only  7,620  acres.  We  hear  much  about  utilising  Ireland's 
resources,  and  of  the  necessity  of  creating  more  remunerative  fields  of  enterprise  for 
capitalists  and  work-people ;  but  in  the  most  fertile  province  of  that  nation,  and  where 
there  might  annually  be  produced  some  250,000  acres  of  flax,  wo  find  that  only  a 
mere  fractional  part  of  such  breadth  had  been  thus  occupied.  And  if  so  much  had 
been  sown  every  single  pound  weight  of  the  entire  crop  would  have  been  taken  up  by 
our  mill-owners. 

An  unprecedented  demand  for  flaxen  products  was  created  by  the  scarcity  and 
denvth  of  cotton  during  the  American  War.  Not  only  were  the  spindles  of  every  mill 
in  the  kingdom  taxed  to  their  extreme  power,  but  vast  lots  of  French  yarns  were  im- 
ported to  meet  the  requirements  of  that  time  of  extra  activity.  Of  course  there  was 
great  demand  for  flax,  and  fortunately  the  yield  of  1864  was  above  the  average.  From 
tliat  season,  however,  the  growth  of  flax  in  Ireland  declined.  In  1865  there  were 
251,433  acres  sown;  in  1867,  253,257  acres ;  in  1869,  229,252  acres  ;  and  in  1871, 
156,764  acres,  or  little  more  than  one-half  the  breadth  under  flax  in  1864.  The  yield 
of  1870  averaged  about  40  stones  of  flbro  to  the  acre,  that  of  1871  was  less  than  20 
stones  to  the  acre  ;  but  that  year  is  well  known  as  the  most  unfavourable  of  any  season 
for  the  last  sixty. 

There  were  430,000  spindles  in  England's  flax  mills  in  1864,  and  350,000  in  Scot- 
land ;  at  the  same  time  Ireland  had  750,000  spindles  set  up  in  her  mills.  Very  little 
change  has  since  then  taken  place  in  the  trade  of  Great  Britain,  while  that  of  Ireland 
lias  increased  to  more  than  900,000  spindles.  Foreign  supplies  of  raw  matei*ial  have 
been  making  up  for  defective  produce  in  home  lands,  as  will  be  seen  by  tljo  annexed 
figures  of  imports ;— 
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Cwte, 

,3   1,133,979 

•  1,913,132 

^^'^   2,697,900 


S  w  r^"''  tho  proposition,  which,  it  was  said,  would,  if  curried'  nto 

1  0 'siono  o?  that  fmo  1842)  milled  flax  sold  at  f.s.  Gd.  to  10..  6^. 

tho  stono  of  ]6.i  Ibs^,  and  hand-scutched  flax  at  is.  Gd.  to  Cs.  Gd.  the  stone.  Tho 

;  d T tri'2;  cf7  h^lf  °f  1872  were  5.  Gd.  to  8..  Gd.  for  hand-scotched 

ana  7s.  to  12s.  Gd.  for  milled,  per  stone  of  14  lbs. 

r  ^f'' P^*^^*^  'las  a  single  slender  stem,  varying  from  2  to  4  feet  in  height  ac- 
cording  to  the  nature  of  the  soil  and  the  season,  with  the  difference  of  climTt*,  and 
modo  ot  culture.  It  has  lanceolate,  sessile  leaves,  of  a  rich  green  colour,  and  branches 
out,  at  the  top  into  two  or  more  small  stems,  each  of  2  or  3  inches  in  length 
luic  bearing  light  blue  flowers,  succeeded  by  globular  capsules,  pointed  at  tho  apex 
and  bearing  eight  to  ten  seeds  of  a  reddish  brown,  when  ripe.  The  stem  of  the  plant 
consists  of  an  inner  part,  or  core,  sometimes  hollow,  but  more  frequently  solid  com- 
posed of  ligneous  matter,  surrounded  with  a  bark  of  fibres,  which  are  united  to  eacli 
otlior  by  a  gum,  the  whole  being  sheathed  in  a  fine  epidermis.  The  plant  arrives  at 
maturity  in  fourteen  or  fifteen  weeks  after  the  seed  is  sown.  It  has  then  changed  to 
a  pale  yellow  or  straw  colour,  and  the  seeds  have  become  brown.  The  usual  period 
ot  sowing,  in  European  countries,  is  from  March  to  May,  although  in  some  parts  of 
.the  Continent  the  seed  is  put  in  the  gi-ound  in  autumn ;  but  in  this  case  nothing  is 
gamecl,  as  the  plant  becomes  matm-e  very  little  earlier  than  when  the  sowing  is  done 
in  spring.  It  is  grown  on  a  wide  range  of  soils,  sandy,  calcareous,  clay,  loam,  peaty, 
&c.,  but  that  best  adapted  to  it  is,  either  a  deep,  friable,  clay  loam,  or  the  alluvial 
deposit  pf  rivers,  whether  along  their  banks,  their  deltas,  or  where  reclaimed  from  the 
sea,  as  in  the  case  of  the  polders  of  Holland.  Deep  tillage,  good  drainage,  and  re- 
peated pulverisation  of  the  soil,  are  very  requisite.  The  preparations  for  the  crop  arc 
begun  in  winter,  by  ploughing  the  surface,  and  turning  it  up  to  the  action  of  frost: 
they  are  completed  in  spring,  by  ploughing  and  harrowing.  The  seed  is  sown  at  the 
rate  of  2^  bushels  per  statute  acre,  the  best  season  being  April.  In  the  British  Isles, 
Belgium,  and  Holland,  the  favourite  seed  is  obtained  from  Eussia,  Eiga  being  the 
port  of  sliipment.  Dutch  seed  is  also  extensively  in  use  in  Ireland,  and  a  good  deal  of 
liome-grown  seed— the  first  year's  growth  from  Eiga  seed  (one  year  from  the  barrel), 
which  IS  considered  quite  equal  to  the  parent.  No  manure  is  used  in  Ireland,  but  in 
Belgium  and  France  rape  cake  dissolved  in  urine  is  considered  very  useful.  Tho 
seed  is  sown  broadcast,  and  the  soil  is  afterwards  rolled.  When  the  plant  is  a  few 
inches  high,  weeds  are  carefully  removed,  and  no  further  attention  is  necessary  until 
the  season  of  pulling.  Flax  is  not  cut  with  the  scythe  or  sickle,  but  is  pulled  up  by 
the  roots.  About  the  middle  of  August  it  is  generally  ready  for  pulling  in  the  British 
Islands,  but  in  Belgium  and  France  it  is  in  a  fit  state  two  to  three  weeks  earlier. 

The  after  treatment  varies  in  different  countries.  In  Eussia,  part  of  Belgium  and 
Holland,  and  in  France,  the  plant,  after  being  pulled,  is  dried  in  the  sun,  being  set  up 
on  the  root  end  in  two  thin  rows,  the  top  interlacing  in  the  form  of  the  letter  V  in- 
verted. The  sun  and  air  soon  thoroughly  dry  the  stems,  and  they  are  then  made 
into  sheaves,  and  the  seed  afterwards  beaten  off.  The  stems  are  steeped  subsequently. 
Another  mode,  in  general  use  in  Ireland  and  in  part  of  Flanders,  is  to  steep  the  green 
stems  immediately  after  they  are  pulled.  In  Flanders,  the  seed  is  invariably  separated 
from  the  stems  before  the  latter  are  immersed  in  water.  In  Ireland,  although  this 
is  practised  to  some  extent,  yet  the  great  bulk  of  the  flax  crop  is  put  in  the  water  at 
once,  with  the  seed-capsules  attached,  and  consequently  there  is  a  very  considerable 
annual  loss  to  the  country  by  this  waste  of  a  most  valuable  product  of  the  plant. 
In  the  Walloon  country  of  Belgium,  in  its  eastern  provinces,  and  in  the  greater  part 
of  Germany,  dew-retting  is  practised.  That  is,  in  place  of  immersing  the  stems  in 
water,  they  are  spread  thinly  on  short  grass,  and  the  action  of  the  dews  and  rains 
ultimately  effects  what  immersion  in  a  running  stream  or  pool  accomplishes  in  a  much 
shorter  time,  namely,  the  decomposition  of  the  gum  which  binds  tho  fibres  to  tho  stem 
and  to  each  other.  Fibre  obtained  by  tliis  method  is,  however,  of  very  inferior 
quality  and  colour. 

K  the  fibre  of  flax  be  separated  from  the  stem,  without  the  decomposition  of  this 
matter,  it  is  found  to  be  loaded  with  impurities,  which  are  got  rid  of  afterwards  in  tho 
"wet-spinning,  tho  boiling  of  tho  yarn,  the  subjection  of  the  woven  fabric  to  the  action 
of  an  alkaline  lye,  and  the  action  of  the  atmosphere — of  rains  and  of  alternate  dippings 
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in  water  acidulated  ^vitii  sulphimo  acid,  and  of  a  solubon  of  chlonde  of  limo,  which 
are  all  roouircd  to  perfect  the  bleaching.  The  great  object,  therefore,  is  to  obtain  the 
fibvn  a«  nearly  free  from  all  foreign  substances  as  possible,  and,  consequently,  the 
mechanical 'separation  of  it  from  the  .voody  pith  of  the  stem  is  not  to  be  recom- 

™  At  rarious  periods  attempts  have  been  made  to  prepare  flax  fibre  without  steeping. 
Weak  -icids  solutions  of  caustic  potash,  and  of  soda,  soap  lye,  and  lime,  have  all  been 
tried  but  have  all  been  found  objectionable.  In  1815  Mr.  Lee  brought  before  '  tne 
Trustees  of  the  Linen  and  Hempen  Manufactures  of  Ireland  '  his  system  of  separating 
the  fibre  without  steeping.  He  alleged  that  a  large  yield  was  thus  obtained,  that  the 
colouring  matter  could  afterwards  be  discharged  by  the  most  simple  means,  and  that 
the  fibre  possessed  greater  strength.  But  it  was  found  that  the  system  was  practi- 
cally worthless.  In  1816,  Mr.  Pollard,  of  Manchester,  brought  forward  a  plan  of  the 
same  nature,  and  proposed  to  make  an  article  from  flax  which  coidd  be  spun  on 
cotton  machinery.  This  also  fell  to  the  ground.  In  France  and  Belgium,  at  different 
periods,  similar  projects  were  found  equally  impracticable.  In  1850,  and  again  in 
1857,  Mr.  Donlau  revived  the  same,  but  the  same  fatal  objections  prevented  the  success 
of  the  system.  The  fibre  was  loaded  with  impurities,  and  the  apparently  larger 
yield  over  steeped  fibre  consisted  solely  of  these  very  impurities,  which  had  to  be 
got  rid  of  in  the  after-processes  of  manufacture.  At  the  same  time  it  must  be  recog- 
nised that  the  '  dry  separated '  fibre  can  be  rendered  useful  for  one  class  of  manu- 
factures, viz.,  those  where  no  bleaching  is  necessary,  and  its  great  strength  is  here 
an  object.  For  ropes,  rick-covers,  tarpaulins,  railway-waggon^  covers,  &c.,  where 
pitch  or  tar  is  used  to  prevent  the  decomposing  action  of  moisture  and  of  atmo- 
spheric changes,  this  mode  of  obtaining  flax  fibre  is  highly  useful. 

The  immersion  of  the  flax  stems  in  water,  either  as  pidled  full  of  sap,  or  after 
drying,  appears,  as  yet,  to  be  the  best  mode  of  effecting  the  decomposition  of  tlie 
gum,  and  obtaining  the  fibre  pure,  or  nearly  so.  The  Aratcr  most  suitable  for  this 
purpose  is  that  obtained  from  surface-drainage,  springs  generally  holding  more  or 
less  of  mineral  matters  in  solution.  Spring-water  from  a  calcareous  soil  is  peculiarly 
unsuitable,  the  carbonate  of  lime  which  it  contains  being  adverse  to  the  putrefactive 
fermentation  of  the  vegetable  extractive.  In  Kussia,  much  of  the  flax  grown  is 
steeped  in  lakes.  In  Holland,  it  is  always  steeped  in  pools  filled  with  the  surface- 
drainage.  In  France  and  Belgium,  it  is  either  steeped  in  pools  or  rivers.  In  England 
and  Ireland,  generally  in  pools,  though  occasionally  in  rivers.  The  most  celebrated 
steep-water  in  the  world  is  the  river  Lys,  which  rises  in  the  north  of  France,  and 
flows  through  the  west  of  Belgium,  joining  the  Escaut  at  Ghent.  Although  the 
water  of  this  stream  has  been  analysed,  chemists  have  not  been  able  to  discover  why  it 
should  be  so  peculiarly  favourable  to  the  steeping  of  flax.  All  along  its  course  flax 
is  steeped.  The  trade  is  in  the  hands  of  factors,  wiio  purchase  the  dried  stems  from 
the  growers,  and  undertake  all  the  after-processes,  selling  the  fibre  to  merchants  when 
it  has  been  prepared  for  sale.  The  apparatus  in  use  consists  of  wooden  crates,  1 2  feet 
long,  8  wide,  and  3  deep.  The  sheaves  of  flax-straw  are  placed  erect  in  the  crates, 
and  the  root  ends  of  one  are  tied  to  the  top  ends  of  another,  to  secure  uniformity  of 
packing.  The  crate,  when  flUed,  is  carried  into  the  river,  and  anchored  there,  the 
upper  part  being  sunk  by  the  weight  of  stones,  6  inches  underneath  the  surface.  The 
period  of  steeping  begins  in  May,  and  ends  about  September.  The  previous  year's 
crop  is  thus  steeped,  having  lain  over  in  the  state  of  dried  straw  during  the  winter. 
All  the  flax  thus  treated  produces  fibre  of  a  yellowish  white  colour,  very  soft  and 
lustrous,  with  very  finely  di^-ided  filaments,  and  strong.  From  it  almost  exclusively 
are  made  cambric,  the  finest  shirtings,  and  damask  table-linen.  It  is  a  strange  fact 
that  flax-straw  is  brought  to  the  Lys,  from  a  great  distance,  and  even  from  Holland, 
as  no  other  water  has  yet  been  found  to  give  such  good  fibre. 

In  1847  a  new  system  of  steeping  was  introduced  in  Ireland,  "by  Mr.  Schenck,  of 
Now  York.  It  had  been  successfully  tried  in  America  on  hemp,  and  the  inventor 
crossed  the  Atlantic  to  try  its  efficacy  on  flax.  His  plan  consisted  in  hastening  the 
putrefivctive  fermentation  of  the  vegetable  extractive  by  artificially  raising  the  tem- 
perature of  the  water  to  90°  F.  By  this  means  instead  of  an  uncertain  period  of 
seven  to  twenty-one  days  being  required  for  the  steep,  according  to  the  state  of  the 
weather  and  the  temperature  of  the  atmosphere,  the  flax  was  retted  uniformly  in 
sixty  hoiu-s.  The  flax-straw,  after  the  separation  of  the  seed,  is  placed  in  wooden 
or  brick  vats,  and  the  heat  is  communicated  by  forcing  steam  into  a  coil  of  iron  or 
leaden  pipes,  placed  under  a  false  bottom  perforated  with  holes. 

The  annexed  plan  (fy.  918)  of  a  retting  on  Schenck's  system,  capable  of  consuming 
annually  the  produce  of  400  acres  of  flax,  and  employing,  in  all  the  operations  of 
seeding  steeping,  drying,  and  scutching,  30  men  and  55  girls  and  boys,  or  an  aggro- 
gate  of  85  persons,  -will  give  an  idea  of  tho  arrangements.    Tlio  sccclino--houae 
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requires  to  bo  of  largo  size,  as  flax-straw  is  a  bulky  article.  It  is  on  the  ground  floor 
for  tlio  convcnieuoo  of  cartiug-in  the  flax.  TIio  loft  above  it  is  used  for  cleaning  and 
storing  tho  seed.  Tlio  vat-  iiiid  spreading-rooins  are  in  a  building  of  one  story  only 
built  with  a  vaulted  roof  resting  on  pillars.  That  part  of  the  roof  which  is  over 
the  vats  has  lower  windows  to  aid  the  escapo  of  tho  vapours  from  tho  vats.  The 
drying  sheds  at  tho  top  of  tho  plan  are  on  an  open  space,  well  exposed  to  the  wind, 
and  i)0  or  60  feet  apart.  Tho  hot-air  rooms,  or  desiccating  house,  are  fire-proof,  each 
room  being  capable  of  containing  tho  flax  turned  out  in  one  day's  work.  The  scutch 
mill,  with  ongino  and  boilor-houso,  complete  tho  plan. 
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Tho  advantages  of  this  system  were  so  manifest  that  it  was  speedily  adopted  in 
many  parts  of  tho  United  Kingdom  and  of  tho  Continent.  It  was  found,  however,  to 
have  some  defects.  The  small  quantity  of  water  soon  became  thoroughly  saturated 
with  the  products  of  decomposition,  and  the  fibro  of  the  flax,  when  dried,  was,  conse- 
quently, found  loaded  with  a  yellow  powder,  offensive  to  the  smell,  causing  incon- 
venience in  the  preparing  and  spinning,  and,  worse  still,  acting  prejudicially  on  tlie 
quality  of  the  fibre  itself,  rendering  it  harsh  and  dry. 

To  obviate  these  defects,  Mr.  Pownall,  of  London,  conceived  tho  idea  of  pressing 
the  flax-straw,  immediately  when  taken  out  of  the  steep,  between  a  pair  of  smooth 
cast-iron  cylinders,  while,  at  the  samo  time,  a  stream  of  water  played  upon  the  rollers. 
By  these  means  the  foul  water  of  tho  vat  is  pressed  out  of  tho  flax  stems,  which  are 
flattened  and  bruised,  thus  tending  to  aid  the  separation  of  the  bundles  of  fibres  into 
minute  filaments,  while  the  stream  of  water  effectually  washed  away  all  remaining 
impurities. 

It  has  recently  been  found  that  better  fibre  can  be  obtained  by  reducing  the  tem- 
perature and  extending  tho  time  of  steeping.  The  most  perfect  adaptation  of  Schenck  s 
system  is  at  the  rettery  of  M.  Augusto  Scrive,  near  Lille,  and  y(V7;  019  is  a  repre- 
sentation of  it.  Tanks  of  wood  or  stone  are  used,  each  to  contain  two  and  a  half  tons  of 
flax-straw.  The  straw  is  classified  according  to  quality  and  length  before  being  packed 
in  the  tank.  It  is  put  in  erect,  the  root  ends  resting  on  the  perforated  false  bottom, 
and  slightly  pressed  together,  but  not  so  much  as  to  prevent  a  free  circulation  of  water, 
and  a  free  exit  for  the  gases  germinated  by  tho  fermentiition.  The  bmk  being  filled 
with  water,  the  whole  is  socui-ed  at  tho  tops  of  t  he  sheaves  by  narrow  strips  of  wood 
four  inches  thick  a,  catching  tho  tops  on  the  whole  length  of  each  row  of  bundles. 
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f  xrnnrl  ira  kovt  firm  by  cross  iron  holclere  B,  secured  by  iron  bars  c, 
These  strips  of  wood  are  kept        yy  leaving  a  surface 

fastened  to  pieces  of  wood  J>,  work  d  ^^o  ^he  s  do  wall.^ot  t  ^^j^^^^  ^^^^^^ 

four  inches  ^^^^V  o^  -^^^^^^^^^  is  rapidly  heated  to  78° 

with  cold  ^ator  '"1°°  g  soiled  under  the  false  bottom.    A  second  open 

Fahrenheit,  by  means  of  steam^^^^^^^  surface,  besides  two  closed 

shoot  K  -^-f  of  theime  temperature,  and  the  other  cold 

p.pes  G  G^ne  ,  P^^^^       i„  ^l.ieh  is  ordinarily  in  eight  hours,  the  pipe,  as 

water.  When  f  J^^lf  ^  ^^Jo"  ^' Jt  at  play  ;  the  first  to  create  a  continual  current 
well  as  the  shoot  of  water  a^  off  the  products  of  decomposition, 

and'^bt  Jn^th'S^^l^^^  ;  the -ond  to  drive  thisU  water  to  the  opening 

whe?e  it  is  discharged  by  the  overflow.  The  two  pipes  with  heated  and  cold 
wa^;r  goTnV  0  he  bottom  of  the  tank,  as  well  as  the  two  shoots  contaimng  cold  and 
hot  wafer  to  go  to  the  surface,  are  also  made  use  of  to  equalise  the  temperature  during 
fho  whole  operation,  which  is  ascertained  by  the  use  of  a  thermometer  m  the  square 
SdoSi  box^ .  J.  The  steeping  of  coarse  straw  requires  36  to  48  hours  medium 
quali  L  50  to  60  hours,  and  the  finer  descriptions  60  to  72  hours.  Jlj^  '  -et  roll- 
ing'  between  cylinders  after  the  steep  is  accompanied  by  a  shower  of  water  at  78  , 
not  on  the  flax  but  on  the  top  of  the  cylinders.  This  removes  the  remaining  impu^ 
rTties^and  prepares  the  straw  for  being  easily  dried.  The  heated  water  may  be  ob- 
tained from  the  waste  water  of  a  spinning-miU,  or  from  a  condensing  stoam-engine. 
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Ground  Plan. 


Top  of  Tank. 


Side  of  Tank. 


Flax  steeped  by  Schonck's  system  is  dried  in  various  ways.  Some  retters  have 
drying  houses  with  heated  air ;  others  set  up  the  flax  loosely  on  the  root  end,  in  the 
field,  or  spread  it  thinly  on  the  grass  ;  while  others,  again,  clasp  it  between  two  slender 
pieces  of  wood  about  a  yard  in  length,  and  hang  these  up  in  a  building  open  at  the 
sides,  so  that  a  current  of  atmospheric  air  is  constantly  passing  through. 

In  1852  another  mode  of  retting  flax  was  introduced  by  Mr.  "Watt,_ of  Glasgow. 
Instead  of  immersing  the  stems  in  water,  he  subjected  them  to  the  action  of  steam. 
Square  iron  chambers  were  employed,  in  which  the  flax-straw  was  packed.  The  door 
by  which  it  was  introduced  was  then  fastened  by  bolts  or  nuts,  and  steam  was  then 
driven  in.  The  steam  penetrated  the  stems  of  the  flax,  and  being  partially  condensed 
on  the  top  and  sides  of  the  iron  chamber,  a  constant  drip  of  water,  lukewarm,  fell  upon 
the  flax.  In  twelve  to  fourteen  hours  the  stems  were  removed,  and,  after  being  tlried, 
the  fibre  readily  separated  from  the  Avoody  core,  the  water  remaining  in  the  iron 
chamber  being  of  a  dark  brown  colour,  without  olFcnsis'e  odour.  The  fibre  obtained  l)y 
this  method  was  of  a  greyisli  colour,  and  wns  at  first  well  thought  of  by  manufactiirers  ; 
but,  in  the  end,  on  more  extended  trials  it  was  found  to  possess  .several  defects,  and 
"Watt's  system  is  not  now  carried  out. 
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Another  systom  of  treating  flnx  was  introduced  by  M.  Claussen,  a  Belgian  and  for 
some  time  it  attracted  mucli  attention.  Ho  separated  the  fibre  from  the  stem  withou? 
steeping,  antl  thou,  hy  the  employment  of  acids  and  alkalis,  he  got  rid  of  the  veaetabln 
extractive  and  other  impurities,  and  produced  a  fibrous  mass  strongly  resembling  cotton 
Ho  professed  to  make  an  article  capable  of  being  spun  with  cotton  or  wool  The 
higher  value  of  flax  fibre,  however,  was  a  great  obstacle,  and  at  present  the  only  use 
made  of  his  process  is  to  convert  scutching  tow— the  refuse  flax  fibre— into  an  article 
to  be  spun  -Nvith  wool,  and  even  this  is  practised  to  but  a  very  small  extent 

Messrs.  Burton  and  Pye's  patent  (fy.  920)  is  a  modification  of  the  hot-water  steen 
By  this  process  the  flax-straw,  after  the  seed  is  removed,  is  passed  tiirough  a  machine 
composed  of  plain  and  crimping  rollers,  by  the  combined  action  of  which  the  woody 
part  is  rendered  easily  separable  from  the  fibre.  The  latter  is  then  placed  in  a  vat 
holding  about  a  ton,  which  is  subsequently  filled  with  cold  water  {/iff.  921 ).  This  vat  has 
a  perforated  false  bottom,  under  which  steam,  with  a  pressure  of  50  lbs.  to  an  inch,  is 
introduced  and  disseminated  by  perforated  tubes.  Another  tube  conveys  into  the  vat  a 
cold  mixtiare  of  fuller's  earth  in  water.    The  introduction  of  the  mixture  and  the  steam 
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is  continued  until  the  liquid  in  the  vat  reaches  80°  Falirenheit.  The  flax  remains  in- 
it  at  this  temperature  for  thirty  hours,  when  the  surface  of  the  liquid  is  covered  witli  a 
saponaceoiis  froth.  Then  an  apparatus  of  cross  bars  of  wood,  closely  fitting  into  the 
interior  of  the  vat,  and  pressed  by  two  powerful  screws,  expresses  the  impurities  from 
the  fibre.  The  supply  of  the  fuller's  earth  is  stopped,  and  cold  water  is  alone  sup- 
plied with  the  steam,  so  regulated  that  the  temperature  is  by  degrees  raised  to  150°, 
the  pressure  being  continued  until  the  water  appears  free  from  impurities.  The  water 
is  then  withdrawn  from  the  vat  through  a  valve  in  the  bottom,  and  a  pressure  equal  to 
200  tons  is  applied  to  the  mass  of  the  flax.  It  remains  under  this  pressure  for  four 
hours,  when  it  is  half  dry.  It  is  then  taken  out  and  dried  in  sheds  open  at  the  sides 
to  the  air.  The  fibre  produced  by  Mr.  Pye's  method  appears  of  good  quality  and 
strong,  but  the  system  has  not  as  yet  been  carried  out  on  a  suiSciently  large  scale  to 
admit  of  a  decided  opinion  on  its  merits. 

The  same  may  be  said  of  the  plan  of  M.  Terwanguo,  of  Lille,  who  employs  hot 
water  at  a  temperature  of  15°  to  17°  Centigrade  (60°  Fahr.),  in  which  chalk  and  char- 
coal have  been  placed.  His  process  requires  seventy-two  hours  on  the  average,  and 
he  employs  brick  tanks.    The  water  is,  as  in  all  the  preceding  cases,  heated  by  steam. 

Before  leaving  the  subject  of  steeping,  reference  may  be  made  to  a  process  patented 
by  Mr.  F.  M.  Jennings,  of  Cork,  by  means  of  which  coarse  flax  fibre  is  rendered 
capable  of  being  subdivided  into  minute  filaments,  or,  in  other  words,  made  fine. 
While  the  fibre  of  cotton  is  incapable  of  subdivision,  that  of  flax,  as  viewed  through 
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the  »,,co.cope,  i.  see.  to  insist  ot .  Mofflo  of  ^^^^^fl^'^';^''';::^^^;?. 

down  upon  tho  flax  ibre  as  it  appe  by  boiling  the  fibre  in  an  alkaline  soap- 

an  ounce  to  the  pound  of  ^^f J" 'X  slilhtly  acidulated  with  pyrolig- 
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not  apparently  reduced.  There  is  also  a  greater  facility  in  the  bleaching  of  the  linen 
made  from  flax  fibre  so  treated,  and  less  loss  in  weight  in  tho  bleaching  process._ 

"While  some  of  the  inventions  referred  to  for  hastening  and  equalising  the  time  of 
steeping  are  being  carried  out  to  a  considerable  extent,  and  promise  well,  when  brought 
to  a  greater  degree  of  perfection  by  experience  in  practical  working,  to  be  yet  more 
largely  employed,  tho  great  mass  of  tho  flax  grown  throughout  the  globe  is  steeped  in 
pools,  rivers,  or  lakes.  It  will,  tlierefore,  be  most  advisable  to  follow  the  processes,  as 
practised  by  tho  growers  or  factors. 

When  the  flax  has  been  sufficiently  retted,  i.  e.  wlicn  on  taldng  a  few  stalks  out  of 
the  water  tlie  fibre  can  be  readily  separated  by  the  fingers  along  its  entire  length  from 
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III  •        T.^  ^'"^ter,  and  placed  to  drain  on  the  banks  of 

andC.  ^d  'tr''^       r  closely-shorn  grass-field  or  old  pasu^o  land 

J^.  ffJ^'^  thinly  and  evenly  on  the  ground.    In  Flanders,  however,  the  By.tem  of 

llfCrT  f^  "^'^'T^-    ^"'t*^^^  °f  ^'^'"g  «P™^'i  fl'^t  on  the  gronnd,  the  shelves 
e  divided  into  four  portions,  and  these  are  set  upright  in  capelles,i.  c,  the  butt  e,  dS 

Ev  El'nJfl^       ^"  °"  '^'^^  S'^^™^''        the  topf  are  kept 'close  togotlt 

nn  i    I  1  T  ^"'^  ''^^^          '^'■^^  the  flax,    men  thoroughly  dried  it  is  tied 

T'!i-^'''i  f  er  remaining  a  few  days  in  the  usual  form  of  a  grain  stack,  it  is 
ncktci.    in  tbis  state  it  may  remain  for  years  Avithout  the  fibre  being  deteriorated. 
tl,n  fli         ^Ti^"'' termed  scutehing  (French,  teiUage),  and  is  intended  to  separate 
tiio  hbro  from  the  woody  matter  of  the  stem,  and  thus  to  make  it  fit  for  the  spinner 
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The  first  part  of  this  process  is  to  bruise  the  stems  thoroughly,  so  that  while  the  fibre, 
from  Its  tenacity.  is  intact,  the  brittle  woody  part  is  flattened  and  broken  in  such  a 
manner  as  to  admit  of  its  easily  being  beaten  ofif  by  the  action  of  the  scutch-blade  or 
scutxh-mill.  In  most  countries  the  bruising  is  done  by  hand.  In  Flanders  and  France 
the  flax-straw  is  first  laid  flat  on  the  ground,  the  sheaf  being  untied  and  spread  thinly, 
and  the  workman,  placing  his  foot  upon  it,  beats  it  with  an  instrument  called  a  7naU, 
having  a  curved  handle  and  a  heavy  square  indented  mallet,  922. 

The  next  part  of  the  process  is  to  give  the  flax  repeated  blows  in  a  machine  termed 
a  brace  or  braque,  Jiff.  923.  This  is  generally  made  of  wood,  but  sometimes  of  iron, 
and  consists  of  two  rows  of  grooves  t  t,  the  upper  one  moving  on  a  pivot  at  the 
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socket  s.  A  stout  polo  r  runs  from  end  to  end  of  the  upper  row  of  teeth.  The  latter 
are  wedge-shaped,  -1;^  inches  deep,  1 J  inch  thick  at  top,  and  33^  inches  long  from  tlio 
head  ii  to  tlio  socket  s.    The  head  weighs  about  8  lbs,  and  is  10  inches  long,  and  3.| 
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inches  thick    The  lower  row  of  teeth  consists  of  four,  while  the  upper  is  three,  fitting 
nto  the  interstices    The  host  wood  for  the  machine  is  that  of  the  apple-tree. 

Next  —  the  scutching  proper,  still  following  _  the  Belgian,  Irencli,  and  Dutch 
method  of  umd-work.  Af^er  the  flax  has  been  bruised  by  the  mail,  and  crushed  by 
Te  i«  tTs  rlady  for  the  scutching  process.  In  Belgium  and  France  the  method 
mirsued  £  by  the  employment  of  a  wooden  stand  {fy.  924).  A  broad  plank  of 
Pino  or  beech,  about  4  feet  high,  and  rather  more  than  a  foot  broad  about  |  inch 
thick  is  fixed  in  a  wooden  sole  b.  3  feet  from  this  sole  is  a  cut  m  the  wood  ol  the 
uprio-ht  plank,  about  U  to  2  inches  wide.  This  cut  serves  for  the  introduction  of  a 
handful  of  the  flax-straw,  bruised  as  before  described,  and  the  workman,  holding  it 
three-fourths  exposed  through  the  slit,  beats  it  with  a  tool  called  the  scutch-blade, 
fiq  925.  It  is  made  of  walnut  wood,  and  is  very  tough  and  flexible.  In  Ireland  the 
system  of  scutching  by  hand  is  very  rude,  and  prevails  chiefly  in  the  western  counties. 
A  brake  similar  to  that  of  Belgium  is  employed  ;  but  instead  of  the  Belgian  scutch 
tool,  a  rude  instrument  is  employed,  generally  of  ash-wood,  in  the  form  of  a  sword- 

It^'must  be  stated  that  the  system  of  hand-scutching  is  only  to  be  recommended 
■where  the  quality  of  the  flax  fibre  is  so  superior  as  to  render  economy  in  waste  of 
primary  importance,  or  else  where  the  wages  of  labour  are  so  low  as  to  render  the 
power  of  machinery  of  little  consequence  as  regards  economy.    But,  M'here  -wages  are 
hio-h,  and  flax  of  medium  or  low  quality,  there  is  no  question  that  machine-scutching 
is^the  most  advisable,  and  the  most  economical.    This  has  been  especially  recognised 
in  Ireland,  where  in  1870  there  were  1540  scutch -mills  in  operation,  when  the  growers 
sent  their  crops  to  be  prepared  for  market,  at  a  reasonable  rate,  much  less  than  hand- 
scutching  -would  have  cost.    Scutch-mills  have  been  introduced  with  advantage  into 
Kussia,  Prussia,  Austria,  Denmark,  Holland,  Belgium,  France,  Italy,  and  Egj'pt. 
In  Ireland,  although  in  several  districts  flax  is  scutched  by  hand,  machine  or  mill 
scutching  has  been  for  more  than  half  a  century  in  operation.    As  in  the  hand- 
scutching,  the  operation  consists  of  two  processes  :  first,  the  bruising  of  the  stems  ; 
and  secondly,  the  beating  away  of  the  woody  parts  from  tlie  fibre.    The  original 
system  of  bruising  is  still  very  general.    It  consists  of  a  set  of  three  smooth  wooden 
rollers,  one  underneath  and  the  two  others  above  it,  parallel  to  each  other,  and  one  of 
them  horizontal  to  the  lower  roller.    The  labourer  sits  opposite  the  lower  roller,  and 
inserts  a  handful  of  flax-straw  between  the  latter  and  the  upper  one,  which  is  hori- 
zontal to  it.    The  flax  being  drawn  in  and  bruised  between  these,  passes  up  between 
the  two  upper  rollers,  and  reappears  at  the  outside.    It  is  again  put  through,  once  or 
twice,  according  to  its  thickness,  or  to  its  being  more  or  less  steeped,  and  the  fibre, 
consequently,  more  or  less  easily  freed  from  the  ligneous  part.    The  scutching  ap- 
paratus consists  of  a  wooden  shaft,  to  which  are  attached,  at  intervals,  like  radii  of  a 
circle,  short  arms,  to  which  are  nailed  the  stocks,  which  are  parallelogram-shaped 
blades  of  hard  wood,  with  the  edges  partially  sharpened.    The  labourer  stands  beside 
an  upright  wooden  plank,  very  similar  to  that  figured  in  the  description  of  the  Belgian 
hand-scutching  apparatus  {fiff.  924),  and  through  just  such  a  slit  exposes  one  half  of  tlie 
handful  of  bruised  flax-straw  to  the  action  of  the  stocks,  which  revolve  with  rapidity 
along  with  the  shaft,  and  strike  the  flax-straw,  beating  off  the  ligneous  matter,  and 
leaving  tlio  fibre  clear.    When  the  end  exposed  to  the  stocks  is  cleaned,  the  workman 
turns  the  handful,  and  exposes  the  other  end.    It  is  usual  to  have  a  set  of  either  two 
or  three  men,  at  as  many  different  stands,  and  instead  of  each  thoroughly  clearing  out 
the  handful  of  flax,  he  only  partially  does  so  ;  the  second  then  takes  it  up  and  finishes 
it ;  or,  if  there  be  three  in  the  set,  he  does  not  quite  clean  it,  but  hands  it  over  to  the 
third  to  do  so.    In  the  latter  case,  the  first  workman  is  called  the  buffer,  the  second 
the  middler,  and  the  third  the  finisher.    The  motive-power  in  these  scutch-mills  is 
generally  water ;  in  some  cases  they  are  wind-mills,  and  in  a  few  instances  they  are 
driven  by  horses.    Latterly,  the  use  of  steam-engines  has  considerably  increased,  as 
being  more  to  be  depended  upon  than  water,  which  frequently  fails  in  a  dry  season. 
It  has  been  found  that  the  woody  waste  produced  in  the  scutching  is  quite  sufficient 
fuel  for  the  boiler,  without  its  being  necessary  to  purchase  coal  or  peat,  and  this  waste 
had  hitherto  been  applied  to  no  useful  purpose,  being  with  the  greatest  difficulty 
decomposable  for  manure. 

The  first  improvement  on  this  old  scutch-mill  apparatus  "was  the  introduction,  by 
Messrs.  MacAdam  Brothers,  of  Belfast,  of  a  machine  for  bruising  the  flax-straM', 
prior  to  steeping,  and  it  has  since  been  extensively  employed,  Avith  very  satisfiictory 
results.  It  consists  of  a  scries  of  fluted  rollers,  running  vertically  on  each  other,  tlio 
flutings  varying  in  width,  the  widest  set  Ijeing  the  first  through  which  the  flax-straw 
passes,  and  the  others  diminishing  in  width,  until  the  finest  is  the  last.  While  acting 
strongly  on  tho  ligneous  matter,  at  the  same  time  bruising  and  crimping  it,  and  re- 
ducing it  almost  to  iMwdor,  it  docs  not  injure  or  disarrange  the  fibres.    One  breaking 
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machmo  of  this  construction  is  capal.le  of  supplying  twelve  scutching-stands  of  the 
ordinary  mill.    It  is  uttondcd  by  tM'o  boys,  one  to  feed  the  flax-straw  iL  the  ra.Sii 
by  moaus  of  a  feeding  table,  and  tho  other  to  remove  it  at  the  opposite  extremitv 
Once  passing  through  the  machine  is  quite  sufficient  to  prepare  tho  flax-straw 

i^'-^'T^^  ^-n  1  ''f'^'"^-  ^^^^^'^^•i  to  drive  it  is  one  horse-power 

If  Iff.  926  will  best  show  its  construction  and  mode  of  action.  ' 


It  having  been  found  that  many  disadvantages  were  inherent  in  the  old  scutch- 
mill,  several  persons  have  set  themselves  to  W'ork  to  supply  a  machine  which  ■would 
reduce  the  cost  of  labour,  obviate  the  necessity  of  obtaining  skilled  -workmen,  and 
diminish  the  great  waste  of  fibre,  which  was  but  too  frequent  in  the  ordinary  mill. 
Among  the  most  successful  of  these  scutching  machines,  is  an  invention  of  Mr. 
MacBride,  of  Armagh,  Ireland,  fiffs.  927,  928.  It  consists  of  a  cast-iron  frame,  at 
each  end  of  which  is  a  compartment,  enclosing  a  double  set  of  beaters,  of  peculiar 
construction,  which  revolve  rapidly  in  a  contrary  direction,  striking  alternately  on 
each  side  of  the  flax,  as  it  is  submitted  to  their  action,  and  thoroughly  removing  the 
woody  part,  which  falls  down  in  dust  into  a  pit  or  hollow  under  the  machine.  In 
order  to  carry  the  flax  gradually  through  the  machine,  and  present  it  in  a  proper 
manner  to  the  beaters,  in  succession,  an  endless  double  rope  is  introduced,  carried  in 
the  hollow  of  a  large  grooved  wheel,  in  which  it  is  kept  tight,  by  means  of  tension- 
weights.  The  flax-straw,  made  into  handfuls,  is  introduced  at  a,  under  the  double 
rope,  at  one  end  of  the  machine,  and  is  at  once  grasped  by  it  firmly  rather  above  its 
middle,  and  carried  along  slowly,  by  the  movement  of  the  grooved  wheel,  until  it 
enters,  hanging  downwards,  tho  compartment  b,  containing  the  first  set  of  beaters. 
By  the  time  tho  flax-straw  has  been  carried  through  them,  all  its  lower  half,  which 
has  been  exposed  to  the  action  of  the  beaters,  is  cleaned  out,  and  the  rope,  passing  on 
a  short  way  farther,  arrives  at  a  point  where  a  second  grooved  wheel  is  revolving, 
furnished  with  ropes  in  like  manner,  but  arranged  at  a  ratlior  lower  level.  By  a  simple 
arrangement,  tlio  flax  is  here  transferred  from  one  set  of  ropes  to  the  other,  the 
second  set  grasping  it  near  its  lowest  end,  thus  leaving  all  the  uncleaned  part,  or  upper 
half,  ready  to  be  scutched.  The  second  wheel  moves  on,  and  carries  tho  flax  to- 
wards the  compartment  containing  the  second  set  of  beaters,  cleaning  all  the  upper 
portion  of  the  flax.  It  then  issues  out  at  n,  cleaned  tlirougliout,  and  is  received  by  a 
person  placed  there  for  that  purpose,  wlio  makes  it  up  into  the  usual  package  for  .s.ilc. 
of  16}  lbs.  A  constant  succession  of  similar  liandfuls  of  flax-straw  is  thus  kept  i^ass 


By  shifting  the  position  of  this  band  towards  one  end  or  the  other  of  the  cones,  the 
speed  of  the  carrying-ropes  may  be  varied  at  pleasnre,  so  as  to  keep  the  flax  a  longer 
or  shorter  time  under  the  beaters.  Some  kinds  of  flax  require  more  scutching  than 
others,  g  g  are  the  driving  pulleys,  for  giving  motion  to  the  machine  by  means  of  a 
band  from  motive  power,  which  may  be  steam,  water,  wind,  or  horses.  Each  pair  of 
pulleys  drives  one  set  of  beaters  separately  from  the  other  set,  and  hence,  if  requisite 
to  drive  one  set  faster  than  the  other,  which  is  sometimes  the  case  when  the  top  end 
of  the  flax  is  hard  to  clean,  this  is  easily  done  by  using  a  similar  pulley  on  the  machine, 
or  a  larger  drum  on  the  driving  shaft,  h  ii  are  the  tension-weights  and  levers  for 
keeping  tight  the  carrying-ropes.  J  J  are  bearers  of  wood  for  carrying  the  frame  of 
tlie  machine,  k  k  are  pits  underneath  the  compartments  containing  the  beater.s, 
and  are  for  receiving  the  woody  dust  as  it  falls  from  the  flax-straw.  The  machine 
occupies  a  space  of  11-}  feet,  by  10  feet,  but  some  space  is  required  round  it  for 
handling  the  flax.  The  height  of  the  machine  is  6i  feet.  The  power  required  is 
three-horse.  r  u 

M.  Mertens,  of  G-heel,  Belgium,  has  invented  a  scutching-niachine,  which  merits 
notice.  It  IS  portable  and  cheap,  and  requires  the  attendance  of  only  boys  or  girls,  to 
put  the  flax-straw  in  and  take  the  scutched  fibre  out.  The  action  is  something  similar 
to  that  of  the  Irish  scutch-mill,  but  the  bruised  flax-straw  is  placed  in  iron  clasps,  one 
enci  being  first  cleaned  out,  and  then  the  clasps  opened,  the  flax-straw  reversed,  and  a 
Hoconcl  insertion  in  the  machine  clears  out  the  other  end. 

ilessr.s.  Kowan,  of  Belfast,  have  recently  introduced  a  scutching  machine, 
wnaso  action  differs  from  all  hitherto  in  use.  The  flax-straw  is  ■  not  previously 
of  thn  '  fastened  in  iron  clasps,  which  are  placed  in  a  slide,  the  action 

tootLd  l'n^\"°.u'''"^''"^  ^^'T  one  side,  while  two  parallel  bars  of  iron, 

Trtion V         Y  '^r^'^  ^'"^  the  fibre.    The  first 

Vol  it  ''^  "■'^^  ^he  teeth  become  closer  by  degrees  upto 
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the  end  of  the  slide.  There  a  workman  or  boy  takes  out  the  clasps,  unscrews  tlie 
nuts  fastoning  tlicm,  and  reverses  the  position  of  the  straw,  so  tLat  the  portion  not 
previously  subjected  to  the  action  of  the  machine  is  now  presented  to  it,  while  that 
already  cleaned  out  is  untouched.  The  machine  is  double,  i.e.  has  two  sides  of 
combs,  each  capable  of  containing  twelve  of  the  clasps,  and  each  cleaning  out  one 
end  of  the  flax-straw.  Hence,  after  the  workman  or  boy  has  unclasped  the  half- 
cleaned  straw,  turned  it  upside  down,  and  presented  the  uncleaned  end  to  tlie  other 
side  of  the  machine,  the  same  action  of  combing,  already  described,  clears  out  that 
end  thoroughly,  and  by  the  time  the  progressive  movement  of  the  mechanism  brings 
the  slide  to  the  extreme  end,  tlie  flax  fibre  appears  free  from  woody  refuse,  and  in  a 
fit  state  for  market.    It  is  then  unclasped  and  made  up  into  bundles. 

There  have  been  a  great  number  of  other  scutching  machines  invented,  but  it  is 
not  necessary  to  particularise  them. 

In  the  operation  of  scutching,  however  carefully  it  may  be  done  by  hand  or  by 
machine,  there  occurs  more  or  less  waste,  i.  e.  the  beating  of  the  fliax-straw,  in  order 
to  separate  the  marketable  fibre  from  the  useless  wood,  causes  a  portion  of  the  former 
to  be  torn  off  in  short  filaments  mingled  with  the  wood,  and  this  torn  fibre  is  very 
much  less  valuable  than  the  long  filaments  when  finally  cleaned  out.  In  general,  it 
will  not  average  more  than  an  eighth  or  a  tenth  of  the  value  of  the  long  fibre.  It  is 
termed  scutching-tow  or  codilla,  and  when  properly  cleaned  is  dry-spun  for  yarns  em- 
ployed in  making  coarse  sacldng,  tarpaulins,  &c.  Being  very  much  mixed  with  the 
woody  matter  of  the  flax  stems,  it  is  necessary  to  get  rid  of  the  latter  before  the 
scutching-tow  can  be  spun  into  yarn.  To  accomplish  this,  shaking  by  hand  is  the 
first  process,  and  subsequently  the  stuff  is  put  into  a  wooden  machine  termed  a  'devil,' 
in  which,  by  a  mechanism  something  resembling  the  shakers  in  a  threshing  machine, 
the  woody  particles  and  dust  are  got  rid  of.  The  tow  is  sorted  into  different  quali- 
ties, and,  in  some  cases,  it  is  hackled  before  being  sold.  In  France  and  Belgium  it  is 
cliiefly  retained  at  home,  spun  by  hand,  and  woven  into  such  fabrics  as  coarse 
trowsers  and  shirts,  for  the  labouring  classes,  aprons,  table-covers,  &c.  "What  is 
produced  in  Kussia,  is  partly  used  for  similar  purposes  among  the  lower  classes,  but 
the  great  mass  is  exported.  Great  Britain  and  Ireland  being  the  chief  mart,  and 
Dundee  especially. 

The  great  aim  in  all  the  different  methods  of  scutching,  has  been  to  obtain  the 
largest  possible  yield  of  long  fibre  from  the  flax-straw,  and  to  waste  as  little  as  pos- 
sible in  scutching-tow.  The  French  and  Flemish  system  of  hand-scutching  is  most 
successful  in  this  respect,  but  as  the  quality  of  fibre  there  produced  is  very  much 
finer,  and  consequently  more  valuable  than  all  others,  the  additional  expense  of  hand- 
labour  is  compensated  by  the  larger  yield  of  long  fibre  ;  whereas,  in  Ireland,  the  fibre 
being  generally  coarser  and  less  valuable,  occupying  an  intermediate  place  between 
the  Flemish  and  Eussian,  the  cheapness  of  mill-scutching  turns  the  scale,  and,  except 
in  remote  districts,  it  is  now  universal.  In  Egypt,  until  some  fifteen  years  ago,  the 
method  of  scutching  was  of  the  most  primitive  form.  The  fellahs,  after  steeping 
their  flax  in  the  Nile,  and  drying  it  on  the  banks,  proceeded  to  clean  out  the  fibre,  by 
first  beating  the  straw  between  two  flat  stones,  and  then  striking  it  against  a  wooden 
post.  Mehemet  Ali  and  his  successors,  however,  introduced  Irish  scutch-mills,  driven 
by  steam-power,  and  since  then  a  marked  improvement  has  taken  place  in  the  state 
in  which  Egyptian  flax  has  been  brought  to  market.  It  may  be  interesting  to  note 
here,  that  in  the  early  period  of  Egyptian  civilisation,  the  dwellers  by  the  Nile  were 
able  to  manufacture  cambrics  of  a  finer  texture  than  the  most  finished  modern  mecha- 
nism can  produce — as  is  evidenced  by  the  cerecloths  wrapping  the  mummies — and 
that  from  a  fibre  so  coarse  in  comparison  to  European  flax,  that  while  the  latter  may 
bo  spun  by  machinery  to  300  or  400  leas,  and  by  hand  to  1,200  leas,  the  former  cannot 
be  put  higher  than  40  to  60  leas,  and  rarely  even  to  that. 

In  the  scutching  operation,  three  several  matters  are  obtained  from  the  flax  stems. 
The  flrst  is  the  fibre,  which  is  the  primary  object,  and  which  is  the  really  valuable 
portion,  that  known  as  'flax' in  commerce.  The  second  is  the  woody  refuse  of  the 
stems,  hitherto  applied  to  no  other  use  than  as  fuel,  or  occasionally  in  Ireland  as  a 
covering  for  cuttings  of  potatoes,  when  planted,  to  protect  them  from  frost.  Mr.  Pye, 
of  Ipswich,  however,  proposes  to  make  it  available  as  an  auxiliary  food  for  cattle, 
having  the  authority  of  Professor  Way  that  a  sample  analysed  by  him  yielded  7-02 
percent,  of  oil  and  fatty  matter ;  7-93  of  albuminous  matter  (containing  1-25  mtrogen), 
and  26-29  of  starch,  gum,  sugar,  &c.  He  (Mr.  Pye)  recommended  its  use  for  feeding 
live  stock,  in  conjunction  with  ground  oats  or  other  farinaceous  food.  Professor 
Hodges,  nevertheless,  in  analysing  another  sample  of  this  ground  bgneous  matter, 
gave  quite  a  different  result,  his  estimate  of  the  nutritive  constituents  being  as  fol- 
lows :— nitrogenised  flesh-forming  matters,  3-23  per  cent. ;  oil  and  fatty  matters,  2-91 ; 
gum  and  soluble  matters,  14-66 ;  and  ho  compared  this  with  tlie  average  results  oi 
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seven  analyses  of  oil-cake,  giving  nitrogenised  matters,  28-47;  fatty  matters,  12-90  ; 
gnm  and  other  sohdilo  matters,  39'01. 

The  tliird  portion  separated  by  the  scutching  process  is  termed  '  scutching-tow,'  in 
Ireland;  in  Eussia  and  Prussia, '  coc^t^^a ; '  in  France  and  Belgium,  '  etoiippe  de  teillage,' 
;lcscribed  above.  These  branches  of  the  trade  consume  annually  many  thousand  tons, 
imported  chiefly  into  Scotland,  from  Eussia  and  Prussia.  In  France,  Belgium,  and 
Holland,  the  cedilla  or  scutching-tow  is  chiefly  retained  by  the  growers  or  factors  at 
home,  for  a  domestic  manufacture  of  similar  goods,  and  of  coarse  blouses  and  trowsers. 
It  has  also  been  employed  for  conversion,  by  Claussen's  process,  into  a  finely-divided 
mass  of  fibres,  capable  of  being  mixed  with  wool  and  spun  along  with  it  into  yarn, 
the  fabric  made  from  this  yarn  being  chiefiy  hose. 

Before  proceeding  to  treat  of  the  processes  to  which  flax  fibre  is  subjected  subse- 
quent to  scutching,  it  may  be  well  to  glance  at  the  uses  to  which  the  seed  is  applied. 
This  valuable  product  of  the  plant  furnislies  two  articles  of  much  utility,  and  of  very 
extensive  use, — the  oil  and  the  cake.  When  the  seed  has  been  separated,  dried,  and 
threshed  out,  it  is  either  sold  again  for  sowing  or  for  conversion  into  cake  and  oil. 
Of  course  the  former  purpose  only  consumes  a  small  proportion  of  the  seed  produced 
throughout  the  world,  and  in  many  countries  it  is  not  of  a  quality  suitable  to  the  chief 
flax-growing_  localities.  Thus,  while  northern  Eussia,  Germany,  the  Low  Countries, 
and  France  either  export  seed  for  sowing,  or  consume  their  own  produce  to  a  considerable 
extent  for  this  purpose,  the  southern  provinces  of  Eussia,  the  States  along  the  Medi- 
terranean, Egypt,  Tixrkey,  Greece,  and  the  East  Indies,  while  large  exporters  of  seed 
for  crushing,  cannot  sell  any  for  sowing.  The  supply  of  the  seed-crushers  of  the 
United  Kingdom  is  more  largely  obtained  from  Eussia  and  Hindoostan  than  from  any 
other  countries.  The  entire  annual  import  of  seed  into  the  British  Islands  averages 
600,000  to  800,000  quarters,  value  between  a  million  and  a  half  and  two  millions 
sterling.  The  conversion  of  flax  seed  into  oil  and  cake  is  carried  out  by  different 
methods.  In  France,  Belgium,  HoUand,  and  the  north  of  Europe  generally,  where 
a  large  quantity  is  crushed,  the  apparatus  employed  is  very  simple  and  yet  very  effec- 
tive._  Ljlle,  in  France,  Courtrai  and  Ghent,  in  Belgium,  Neuss,  in  Prussia,  and  the 
province  of  Holstein,  are  the  great  seats  of  this  manufacture.    See  Linseed. 

The  seed  is  pounded  in  a  kind  of  wooden  mortar,  cut  out  of  solid  timber,  and  at 
the  bottom  _  hned  with  thick  copper.  By  means  of  a  revolving  shaft,  furnished 
with  projecting  notches  of  wood,  beams  of  oak  20  feet  high,  having  the  ends  shod  with 
channeUed  iron,  are  alternately  raised  up  and  let  fall  into  the  mortars,  where,  in  a 
short  time,  they  convert  the  seed  into  a  "pulpy  mass.  "When  sufficiently  pounded,  this 
js  removed  and  put  into  woollen  bags,  which  are  then  wrapped  up  in  a  leathern 
case,  lined  with  a  hard  twisted  web  of  horse-hair,  covering,  both  sides  and  ends,  but 
open  at  the  edges.  These  are  then  ready  to  be  pressed,  and  for  this  purpose  are 
packed  perpendicularly  in  an  iron  receptacle,  narrow  at  the  bottom,  and  widening 
towards  the  top.  Packings  of  metal  are  then  put  in,  and  in  the  centre  of  the  bags  is 
inserted  a  beech  wedge.  A  beam  similar  to  that  employed  in  pounding  the  seed  is 
then  set  m  motion,  and  at  each  descending  stroke  it  drives  the  wedge  in  tighter  thus 
squeezing  the  bags  of  seed  against  the  iron  sides  of  the  press.  When  the  wedge  has 
been  driven  home  another  is  introduced  and  battered  by  the  beam,  until  it  will  drive 
no  larther.  At  the  bottom  of  the  press  are  holes  through  which  the  oil  thus  pressed 
lit  _ot  the  seed  runs  into  a  receptacle  beneath.  In  order  to  loosen  the  wedges  and 
aumit  ot  the  bags  being  removed  from  the  press,  a  wedge  of  a  different  form,  wide  at 
oottom  and  narrow  at  top,  and  already  a  fixture  in  the  press,  but  raised  up  and  fastened 
"y  a  rope  dunpg  the  driving  of  the  other  wedges,  is  released  from  the  rope,  and  another 
lIvT^r.^  home,  thus  partially  starting  the  differently-constructed  wedges  and 

osemng  the  mass.    The  bags  with  the  pressed  seed  are  then  taken  out,  and  the 
ri™.    •  °/  lost  the  greater  part  of  its  oil  while  subjected  to  so  considerable  a 
1  ressure,  is  lound  m  a  thm  hardish  cake,  taking  the  form  of  the  leathern  case,  and  off 
.  tne  woollen  bag  is  readily  stripped  by  the  workman's  hands.    The  oil  obtained  by 
.fL!  f°;?^^^  '^1    ■  f^^""^^  ^^'^  ^^^^  ^™'Pi<i ;  but  another  process  has  to  be  performed 
rnir.^^^f    ^^^"^^       ^^^^        pressure  is  capable  of  extracting  from  it.  The 
.rf''®^"^^'  '^^'5°  t-'i'^en  out  of  the  bags,  are  broken  up  and  put  into  the  mortar 
minutPfS  If  Ti,  pounding  operation  takes  place.    Wlien  again  brought  into  a  com- 
firo  Tr^  ui  P   ,  .^"^      P^*^        '-^  circular  iron  pan  or  kettle,  under  which  is  a 

is  moved  ^^^^g  ^^^pt  from  burning  by  means  of  an  iron  arm  which 

sufficientlv  wnJJin'l  V  machinery,  constantly  turning  the  ground  seed.  When 

^v•lth  the  oiwr  ^-^^'^  ?Peration,  during  which  it  is  made  to  part  more  freely 
u-o  finally  t^^^^  ^"  b^g«  ■'^"^^  pressed  as  before,  after  which  theV 

-Id  fS^'safe  ^.r.f  ''yr^  f-'  Pff     '^'r^^'''  P^*^     ^  '^'^  to  dry,  and 

r^s  and  Pn.f  •  '^^"m  obtained  is  darker  m  colour  than  that  by  the  cold  pro- 

-s,  and  contains  more  mucilaginous  matter.    Many  foreign  oil-miUers,  however  only 
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employ  tlio  hot  plan,  bolioviiig  that  thoy  have  thus  a  larger  yield  than  when  the  cold 
pressure  is  first  vised.    800  Linseed  On.. 

Ill  England,  the  cold  pressure  is  little,  if  at  all,  practised,  the  seed  being  almost  in- 
variably -warmed  before  pressure.  The  system  of  crushing,  formerly  universal  here, 
had  some  resemblance  to  the  Flemish  method  above  detailed,  the  chief  difference 
lieing  in  the  mode  of  preparing  the  seed,  prior  to  its  being  put  in  the  press.  The 
iirst  process  is  to  pass  slowly  from  a  hopper  the  whole  seeds  into  a  pair  of  smooth 
or  fluted  metal  rollers,  which,  in  turning  on  each  other,  crack  the  seeds.  Heavy 
edged  stones  then  grind  them  into  a  meal,  a  little  water  being  added  during  the  opera- 
tion, wliich  facilitates  the  comminution  of  the  seed.  The  meal  is  then  put  in  the 
kettle  before  described,  and  while  heated  and  stirred  in  it,  the  water  mixed  with 
it  is  evaporated.  It  is  then  bagged  and  put  in  the  press,  where  the  stampers,  falling 
on  the  wedges,  effect  the  desired  results.  The  most  recent  improvement  in  tlie  mode 
of  pressure,  and  one  now  largely  adopted,  is  the  hydraulic  press,  and  it  is  generally 
considered  that  a  larger  yield  of  oil  can  be  obtained  by  its  use  than  by  the  wedge  and 
stamper-beam  method.  Bluudell's  (of  Hull)  patent  is  that  most  generally  employed, 
and  Messrs.  Samuelson  of  that  place  are  distinguished  as  makers  of  it,  having  them- 
selves introduced  some  modifications  and  improvements.  The  oil  obttiined  from  flax- 
seeds or  linseed,  as  it  is  generally  termed,  is  of  very  extensive  use  in  the  arts,  and  is 
the  cliief  vehicle  for  paints.  To  suit  it  for  this  purpose,  and  to  make  it  dry  quickly, 
it  is  mostly  boiled  in  an  iron  pan,  and  during  the  operation  a  quantity  of  litharge  is 
dissolved  in  it.  The  cake  is  a  very  favourite  article  with  stock-feeders,  being  com- 
bined, as  containing  much  nutriment  in  small  bulk,  with  roots  or  other  vegetable 
food,  having  largo  bulk  with  small  nutriment.  So  extensively  is  it  consumed  in 
GroMt  Britain,  that  besides  the  very  large  quantity  made  from  imported  seed,  fully 
80,000  tons  of  foreign  cake  are  annually  imported.  On  the  Continent  inferior  qualities 
of  cake  are  ground  to  a  coarse  powder,  and  either  applied  to  the  soil  as  a  top- 
dressing,  or  steeped  in  a  liquid  manure,  and  the  mass  spread  out  on  the  land  in  that  state. 

Scutched  flax  fibre  appears  in  the  market  made  up  in  different  ways.  Kussian  is 
in  large  bales  or  bundles  ;  Dutch  and  Flemish  in  bales  weighing  2  cwts.,  the  fibre  being 
tied  in  '  heads,'  each  of  which  is  about  as  much  as  the  hand  will  grasp.  Irish  is 
made  up  in  bundles  termed  '  stones,'  the  weight  of  which  is  either  16|  lbs.  or  24i  lbs. 
In  this  state  it  is  piled  in  the  stores  of  the  spinner,  care  being  taken  that  it  be  placed 
on  a  ground-floor,  flagged  or  tiled,  and  not  in  a  boarded  loft,  as  the  humid  atmo- 
sphere of  the  former  is  conducive  to  the  preservation  of  the  suppleness  and  '  spinning 
quality'  of  the  fibre,  whereas  it  deteriorates  considerably  when  exposed  to  a  drier  air. 
The  first  operation  wdiich  it  undergoes  in  the  spinning  factory  is  kacMinff. 
This  process  is  required  to  comb  and  straighten  the  fibres,  to  get  rid  of  any  knots, 
and  to  lessen  and  equalise  the  size  of  the  filaments.  The  action  of  the  hackles 
necessarily  divides  the  scutched  flax  into  two  portions,  the  long,  straight  ones,  which 
remain  after  the  flax  has  passed  through  the  operation,  being  termed  '  line,'  and  the 
woolly-  or  cottony-looking  naass  which  remains,  being  designated  '  tow.'  Both  of 
these  are  spun,  but  the  line  produces  the  finer  and  better  qualities  of  yarn,  and  is 
consequently  much  more  valuable  than  the  tow.  The  great  object,  therefore,  is  to 
obtain  the  largest  possible  quantity  of  the  former  from  a  given  weight  of  scutched 
fliix  and  the  yield  of  lino  varies  considerably  according  to  the  nature  of  the  season. 
Spinners,  therefore,  are  anxious,  as  each  new  crop  of  flax  is  brought  to  a  market'ihle 
state,  to  test  the  yield  of  line,  so  as  to  guide  them  in  their  purchases.  They  are  thus 
enabled  to  ascertain  more  clearly  the  suitability  of  the  samples  for  '  warp  or  welt 
varus  and  for  thread-twisting.  Warp-yarns,  being  those  which  constitute  the  ong 
threads  of  a  linen  fabric,  require  to  be  harder  and  stronger  than  weft-yarns,  which 
form  the  cross  or  short  threads.  . .      .  , 

The  vield  of  line,  as  well  as  the  general  economy  of  the  operation,  is,  of  course, 
creatly  dependent  on  the  nature  of  the  hackling-machine  employed,  and  great  scope 
for  care  and  ingenuity  is  thus  given  to  the  machine-makers.  A  great  number  of 
hacH  ng-machines  have,  from  time  to  time,  been  brought  out,  employed  in  10 
factories,  and  subsequently  abandoned,  when  others,  having  greater  ment,  have  been 

'Tntht  early  period  of  the  linen  manufacture,  when  spinning  was  done  exclusively 
by  hand  no  haSng-machines  were  employed.    The  process  was  exclusively  eftectcd 
bv  1  and-hackles.    Even  after  the  introduction  of  machme-sp.nning,  they  were,  for  a 
o^ng  the  sole  means  of  hackling    Of  ate  years,  the  machine  has  been  m  r 

Smore  brought  into  use,  and,  although  hand-haclding  s  ^  ex.sts  to  a  consideiable 
ox^nt  theotlw  m^hod^  or  le.s  thickly 

through  which  teeth  the  flax  is  drawn  by  the 

operator. 
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Th.  hankies  ordinarily  used  for  hand-hackling  in  this  country  are  in  the  form  of 
The  hackles  0^^,^ ™f^^  „re^entin£r  a  lino  of  7  inches  towards  the  worker,  and 

is  called  the  '  riiffer,'  the  pins  of  which 
inches  long,  and  brought  to  a  fine  point ; 
A-,  thn  '  fommon's" which  is'always  used  after  the  '  ruffer  ; '  then  the  '  fine 
?.lf'?i^'^?o  M^  'Te  'ik'  The  pins  of  all  these  tools  are  similarly  placed  to 
t^;ose°of  the  ruffer.  but  are  somewhat  shorter  in  length,  and  are  more  slender  as  the 
tliose  ot  tne  ruuBi,  ^     .  ^^^^      wooden  stocks  of 

St"rnrin"th?krs\n?coW^^^^^  sheet  tiS.  This  sheet  tin,  through  which 
tie  pins  are  Srivon,  helps  to  support  them  and  prevent  the  wood  from  splitting. 
These  Sn-cove7ed  stocks  are  only  of  a  size  necessary  for  the  extent  of  pins  em- 
liiese  themselves  screwed  to  other  larger  pieces  of  board,  a  little  broader 
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G  hand  of  workman. 


ployed,  and  are 
and  some  inches  longer 
than  themselves,  and 
by  which  they  are  ulti- 
mately fixed  to  the 
hackler's  bench,  inclin- 
ing somewhat  backward 
with  their  points  from 
the  worker,  and  a  slop- 
ing board  behind  to 
prevent  the  flax  enter- 
ing too  much  in  the  pins 
thus ; 

Fiff.  929,  end  view  of 
a  hackle  ;  j?^.  930  front 
view  of  hackle ;  Jiff.  931 
hackle,  &c.,  fixed  up  for 
working,  a  pins  ;  b  tin- 
covered  stock ;  c  founda- 
tion board ;  d  beam  of 

table  or  bench ;  e  backboard  ;  /  table  to  receive  the  tow,  &c, 
Such  is  the  form  of  hackle  used  in  England,  and  also  the  manner  in  which  they  are, 
of  whatever  description,  fixed  for  work. 

The  operation  of  manual  hackling  is  simple  in  principle,  although  it  requires  much 
experience  to  acquire  dexterity. 

The  workman  having  first  divided  the  flax  into  handfuls  or  stricks,  of  which  there 
are  300  to  400  to  the  cwt.,  proceeds  to  grasp  one  as  flatly  spread  as  possible 
between  his  forefinger  and  thumb,  by  about  its  middle,  and  wind  the  top  end  round 
his  hand  in  order  the  better  to  prevent  the  slipping  of  the  fibres ;  he  then  begins  by  a 
circular  swing  of  his  arm  to  lash  the  root  end  into  the  hackle ;  taking  care  to  com- 
mence as  near  the  extremity  as  possible,  now  and  then  collecting  the  fibres  by  holding 
his  loft  hand  in  front  of  the  tool,  turning  the  strick  from  time  to  time.  He  thus 
gradually  works  up  as  near  as  possible  to  his  right  hand,  when  he  seizes  the  ruffed 
part  of  the  strick  and  holds  it  in  the  same  manner  as  at  first,  and  proceeds  by  a 
similar  treatment  to  'ruff'  the  top  end;  when  this  is  finished  the  'ruffed'  work  is 
taken  to  the  tool  called  a  '  common  8,'  the  pins  of  which  are  much  closer  placed  than 
those  of  the  ruffer,  and  are  only  4  or  5  inches  long.  This  '  8 '  is  always  used  after  the 
ruffer,  but  from  it  the  work  can  be  taken  to  any  of  the  finer  tools,  viz.  8,  10,  12,  and 
sometimes  18.  It  is  usual  and  better  to  dress  both  ends  over  each  tool  before  taking 
tlie  work  to  the  next.  The  pins  of  all  these  tools  are  4  inches  long,  in  order,  as  was 
supposed,  to  have  sufficient  spring.  The  flax  is  not  lashed  into  them  as  into  the 
ruffers,  neither  are  the  ends  required  to  bo  wound  round  the  hand.  But  the  root  end 
of  the  flax  is  always  the  one  to  be  first  worked,  and  the  hackling  begun  at  nearly  the 
extremity  of  the  strick,  which  on  being  drawn  througli  the  hackle  is  received  by  the 
left  hand  of  the  workman,  and  by  it  carried  back  and  laid  upon  the  backboard  and 
over  the  point  of  the  pins,  for  the  angle  of  inclination  of  the  hackles  and  a  slight 
lowering  of  the  right  hand  causes  it  to  enter  sufficiently  on  being  drawn  forward.  As 
it  is  impossible  to  ruff  or  dress  entirely  up  to  the  hand,  when  the  hold  is  changed  in 
either  operation,  there  must  of  necessity  bo  left  a  certain  space  to  be  repassed  through 
the  tools ;  this  is  called  the  '  sliift,'  but  the  less  length  that  is  required  for  this 
purpose  the  better  for  the  yield  of  line.  The  numerous  long  fibres  that  slip  from  the 
strick  in  ruffing  must  be  collected  and  drawn  from  the  mass  of  tow  attached  to  them, 
when  thoy  can  be  relaid  in  the  strick,  or  kept  to  be  dressed  separately  under  tlio 
■name  of  '  shorts,'  and  from  time  to  time  the  sliort  fibres  or  tow  sticking  to  the  teeth  of 
■the  finer  tools  are  removed.  "Whenever  one-half  of  the  length  of  the  strick  of  flax  is 
hackled,  it  is  turned  round  to  hackle  the  other  half.  This  process  is  repeated  upon  caph 
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hackle.  I^om  100  pounds  of  well-clcanod  flax,  about  46  or  50  pounda  of  hackled 
lino  may  bo  obtained  by  tho  hand  labour  of  12  hours ;  the  rest  being  tow,  SI 
smal  waste  in  woody  particles  of  dust.  The  process  is  continued  till,  by  carcfiU 
handling,  little  more  tow  is  formed.  ^  wrum 

To  aid  the  hackle  in  splitting  the  filaments,  three  methods  liave  been  liad  recourse 
to  :  beating  brushing,  and  boiling  with  soap-wator  or  an  alkaline  lye. 

Jieating  flax  either  after  it  is  completely  hackled,  or  between  tho  first  and  second 
hacklingbs  IS  practised  in  Bohemia  and  Silesia.  Each  hackled  tress  of  flax  is  folded 
in  the  middle,  twisted  once  round,  its  ends  being  wound  about  with  flaxen  tlireads  • 
and  this  Jiead,  as  it  is  called,  is  then  beaten  by  a  wooden  mallet  upon  a  block  and 
repeatedly  turned  round  till  it  has  become  hot.  It  is  next  loosened  out,  and  rubbed 
well  between  tho  hands.  Tho  brushing  is  no  less  a  very  proper  operation  for  part- 
ing the  flax  into  fine  filaments,  softening  and  strengthening  it  without  risk  of  tearing 
the  fibres.  This  process  requires,  in  tools,  merely  a  stiff  brush  made  of  swine's 
bristles,  and  a  smooth  board,  3  feet  long  and  I  foot  broad,  in  which  a  wooden  pin 
IS  made  fast.  The  end  of  the  flax  is  twisted  two  or  three  times  round  this  pin  to 
hold  It,  and  then  brushed  through  its  whole  length.  Well-hackled  fl::x  suffers  no 
loss  in  this  operation ;  unhackled,  only  a  little  tow ;  which  is  of  no  consequence,  as 
tho  waste  is  thereby  diminished  in  the  following  process.  A  cylindrical  brush  turned 
by  machinery  might  be  employed  here  to  advantage.  These  have  been  tried  in 
establishnients  for  machine  spinning,  but  not  found  advantageous. 

The  object  of  all  hackling  being  to  produce  a  good  yield  of  line  with  tow  of  good 
quality— that  is  to  say,  free  from  broken,  unsplit  fibres,  lumps  and  knots— the  care  and 
attention  necessary  to  do  this,  with  the  expense  and  uncertain  result  of  the  individual 
skill  of  workmen,  urged  manufacturers  to  attempt  the  establishment  of  machines  for 
effecting  the  process.  Therefore  many  contrivances  were  invented  with  this  view, 
but  it  was  long  doubted  whether  any  of  them  made  such  good  work,  with  so  little  lossj 
as  hand  labour.  In  hackling  by  the  hand  it  was  supposed  that  the  operator  would 
feel  at  once  the  degree  of  resistance,  and  be  able  to  accommodate  the  traction  to  it,  or 
throw  the  flax  more  or  less  deeply  among  the  teeth,  according  to  circumstances,  and 
draw  it  with  suitable  force  and  velocity.  For  a  considerable  period  these  ideas,  or 
rather  prejudices,  as  they  may  now  be  called,  seemed  to  be  confirmed :  for  the  earlier 
attempts  to  supersede  hand-hackling,  like  those  in  many  other  undertakings,  thou,:jh 
partially  favourable,  were,  on  the  whole,  rather  discouraging.  In  attaining  one  point 
desired  another  was  lost,  for  too  much  still  depended  on  the  care  and  attention,  if  not 
on  the  actual  skill,  of  the  persons  attending  the  machines. 

It  vrill  be  desirable,  therefore,  to  give  particulars  respecting  some  of  those  which 
have  been  from  time  to  time  invented,  although  they  are  not  now  in  use,  as  a  lesson  for 
preventing  the  repetition  of  things  already  known,  as  well  as  to  illustrate  the  stops  suc- 
cessively taken.  The  first  machine  invented,  or,  at  least,  published,  was  called  the 
'  Peter,'  and  was  intended  to  illustrate,  as  clearly  as  possible,  the  movements  of  tho 
hand  hackler.  The  flax  was  first  divided  into  small  convenient  portions  or  handfuls, 
about  4  oz.  each,  called  '  stricks,'  which,  before  being  taken  to  the  machine,  were 
slightly  straightened  and  dressed  over  the  ordinary  hand  'rougher.'  Each  of  these 
was  then  placed  between  a  pair  of  short  iron  bars,  called  a  '  holder,'  one  of  which  had 
an  indentation  in  the  middle,  and  the  other  a  corresponding  projection.  Thus  when 
tightened  together  by  screws  4^  inches  apart  (such  length  being  equal  to  a  man's 
grasp),  the  strick  of  flax  was  firmly  held  while  exposed  to  the  action  of  the  hackles. 
The  holder  was  then  suspended  from  moveable  levers  over  a  truncated  rectangular 
cylinder,  upon  the  angles  of  which  were  fixed,  at  a  certain  angle,  hackles  similar  to 
those  tised  in  the  manual  operation.  The  levers  supporting  the  holders  received  from 
a  crank  a  short  up-and-down  motion,  so  timed  in  their  oscillations  as  to  strike  tho 
holder  nearly  against  the  points  of  the  pins  at  the  time  they  were  passing  under, 
coming  thus  as  nearly  as  possible  to  the  effect  of  a  man  striking  in  and  drawing 
through  the  hackles,  except  that  the  flax  remained  nearly  stationary,  and  the  hackle 
was  drawn  through  it  by  the  rotation  of  the  cylinder,  whereas  in  the  hand-process  the 
haclde  was  stationary,  and  the  flax  drawn  through  it  by  the  operator.  Each  machine 
carried  two  holders.  The  tow  made  and  collected  from  the  holders  was  seized  and 
taken  off  by  boys  stationed  for  that  purpose,  while  another,  at  the  ringing  of  a  bell, 
took  out  and  changed  the  sides  of  the  stricks  to  be  presented  to  the  action  of  the 
hackles,  and  subsequently  withdrew  them  from  tho  first  machine  to  another  similar 
but  with  finer  hackles,  and  thus  continued  until  the  root  end — always  the  first  ope- 
rated on — was  dressed  to  the  desired  degree  of  fineness,  when  they  would  be  tiikon  to 
a  table  where  another  set  of  boys,  pre\'iously  to  removing  the  fii-st  Iiolder,  put  on  a 
second  to  tho  already-hackled  part,  leaving  about  2^  to  3  inches  to  be  re-hackled. 
This  operation  is  termed '  shifting,'  and  tho  space  loft,  '  the  shift;'  it  is  thus  performed 
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.r.A  rfimnins  so  caUed  at  the  present  day,  the  only  change  being  that  in  the  holder 
fn  lie  one  screw  is  used  for  two  strides  instead  of  two  screws  for  one  strick. 
JiT  9^°  wUl  morl  clearly  show  the  construction  of  this  inachine.    A,  square  trun- 


cated cylinder  carrying  the  hackles  ; 
holder;  c  c,  framing;  d,  crank  and  shatt; 


,  oscillating  arm  or  lever  for  supporting  the 
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E,  connecting  rod  from  crank  to  oscillating 
ann-  f  f  f,  hackles;  G  o  G,  back  board; 
H  holder  The  first  motion  was  given  by 
pkeys  on  the  shaft  d,  which  revolved  4 
times  to  1  of  the  hackle  cylinder,  by  the 
intervention  of  suitable  wheels.  The  worm 
and  wheels  for  the  bell  motion  were  at- 
tached in  the  usual  manner  to  the  shaft  of 
the  cylinder. 

Machines  of  this  construction  continued 
in  rather  limited  use  without  any  change  or 
competition  till  about  the  year  1825,  when 
a  patent  was  taken  for  a  machine  known 
as  the  pendulum  machine.  The  flax  in  the 
holder  being  suspended  and  swung  back- 
wards and  forwards  while  the  hackle  re- 
mained fixed,  the  flax  was  thus  hackled, 
stroke  for  stroke,  on  each  of  its  sides ;  the 
boys,  as  in  the  last  described,  snatching  off 
the  tow  as  it  was  formed,  and  at  certain 
times,  that  is  at  each  rise  of  the  pendulum  (for  it  had  a  rising  and  falling  motion  to 
imitate  the  hand  workers  in  commencing  at  the  extreme  end  of  the  flax),  passing  the 
holder  from  one  recess  to  another  of  the  pendulous  table,  so  as  to  arrive  at  the  pro- 
gressively finer  tools  when  ranged  along  the  machine ;  but  sometimes  the  different 
tools  were  fixed  upon  the  angles  of  a  square  cylinder  that  presented  a  finer  range, 
the  whole  length  of  the  machine,  by  turning  up  a  new  angle  at  each  rise  of  the 
pendulum,  when  the  labour  of  the  boys  was  simply  to  put  in  the  tow  and  take  out 
from  it  the  flax.  The  adjoining  diagram  (Jiff.  933),  without  entering  on  any  details  of 
a  machine  that  was  so  little  used,  will  make  the  theory  of  its  action  quite  clear. 

A,  hackle  bench  sometimes  revolving  so  as  to  present  different  degrees  of  hackles  at 
its  various  angles,  sometimes  stationary  with  the  gradation  of  hackles  upon  its  lengtli; 
B  B,  pendulum  arms ;  c  c,  equal  wheels  working  into  each  other ;  d  d,  crank  arms ;  e, 
radial  slide-bars  to  preserve  the 
holder  table ;  h,  holder  table ; 


H, 

F  F  F  F,  hackles  ;  g  g,  back 
boards ;  1 1,  direction  in  which 
the  holders  swing;  there  were 
the  same  wheels,  &c.,  at  each 
end  of  the  machine,  and  the 
holder  table  h  reached  from 
one  to  the  other.  The  wheels, 
c  c,  with  all  attached  to  them, 
were  made  to  rise  and  lower 
upon  the  hackles,  and  the  back- 
boards c  to  rise  when  the  hackle 
bench  turned. 

About  the  same  time  another 
patent  was  taken  out  for  a  ma- 
chine where  the  holders  were 
suspended  above  one  end  of 
a  travelling  sheet  of  hackles. 
This  machine  also  required 
hand  labour  to  turn  and  transfer 
the  stricks,  though  the  tow  was 
eaused  to  fall  clear  from  the 
hackles  by  mechanical  means. 
The  follomng  sketch  {Jig.  934) 
shows  the  principle  upon  which 
this  machine  works,  and,  though 
never  much  employed  at  the 


933 


time  of  its  appearance,  it  has  subsequently  seryed  ap  foundation  for  those  that  are  i^o^ 
in  the  zenith  of  their  prosperity,  • 


424 


FLAX 


A  A  {fig.  934),  sheet  of  hackles  ;  u,  support  for  holders ;  c  c,  carrier  pulleys  for  the 
sheet  of  hackles.  Fig.  935,  a  larger  view  of  the  hackle  Lar  og,  in  onlor  bettor 
to  show  the  fuller  ddd,  in  the  stiiples  or  grooves  ee,  at  tlie  end  of  the  hackle- 
bar  Q  G ;  V  F,  pins  of  the  hackles,  between  the  rows  of  which  the  fuller  u  n  n  acts  to 

push  the  tow  off' the  pins. 
There  is  a  clearing  fuUtr 
D  to  each  h,'u;kle,  which 
is  kept  to  the  bottom  of 
the  hackles  at  that  part 
of  their  course  Mhero 
they  are  in  contact  with 
the  flax,  but  at  the  turu 
F  D  fly  beyond  the  points, 
as  shown  by  the  effect  of 
the  centrifugal  force. 

All  these  machines, 
possessing  great  simi- 
larity of  features  in  re- 
gard to  the  personal 
attention  required,  never 
came  into  such  general 
operation  as  to  supersede 
entirely  hand-dressing, 
either  from  their  own 
defects,  or  prejudices 
against  their  employment.  About  the  year  1830,  in  consequence  of  the  new  mode  of 
spinning  being  carried  on  with  considerable  energy,  it  was  found  advantageous  to  cut 
the  flax  into  two,  three,  or  more  lengths  previously  to  hackling,  which  rendered  it 
necessary  to  have  machines  peculiarly  adapted  for  this  new  short  description  of 
material.  This  machine,  known  as  the  excentric  or  circular  machine,  deserves  con- 
siderable attention  for  its  own  inherent  merits,  and  the  extensive  utility  it  has  proved 
to  be  of  in  suggesting  the  principal  parts  of  those  by  which  it  has  been  supplanted. 
In  its  original  form  it  was  made  of  a  breadth  suitable  for  only  one  strick,  and  consisted 
of  a  cylinder  3  ft.  diameter,  upon  the  whole  circumference  of  which  at  intervals  of  3  or 
4  inches  were  fixed  the  hackles.  As  each  machine  could  only  carry  one  description  of 
hackle,  it  was  necessary  to  employ  a  series  of  these  machines,  called  a  '  class,'  when 
the  flax  required  to  be  dressed  over  a  succession  of  finer  tools,  each  succeeding  luachine 
carrying  a  finer  tool  than  its  predecessor.  The  hackles  were  cleared  of  tow  by  coming 
in  contact  at  one  part  of  their  revolution  with  a  brush  roller,  which  also  revolved  in 
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contact  with  a  cylinder  covered  with  card  clothing,  the  points  of  the  pin  being  in  such 
ft  dirpction  as  to  clear  tl^e  brush  from  tow,  and  allow  itself  fo  bo  in  its  turn  plciired 
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tho  oscillations  of  a  eon^.  whence  by  r^^^^^^^ 

order  to  prcBorve  the  conUnxuty  in  the  su^^^^^^  ^^^^^^^^ 

the  sliver  produced  ^fj,  •  in  endless  succession  by  means  of 

cylinder  ^^--f^^J^t  at  ea  hS  of  the  hackle  cylinder,  but  excentric  thereto, 
certain  circular  camel,  piaceu^^  bear  one  end  of  the  holder  as  it  ex- 

and  at  such  a  disbinco  "l^^^^j;, ..^^^^^  "^Thus  the  holders  introduced  at  that 
'^l^f  r  drtnSirTnt^rS  1-cHes  were  carried  fc.- 

part  of  ^'^Xx  'as  in  operation,  till  they  were  brought  almost  into  contact  with 
rt^n?  of  Ae  pfns  Xn^'^^^^^^^  intervention  of  a  slide,  they  were  withdrawn  from 
thepomtsot   le  pins^^     side  only  of  the  flax  dressed,  and  that  but  on  one  tool  ; 

:rSe\  ;  m^^vi^lLt:.^^^^  in  the  same  machine,  in  order  that  the  second 
side  of  the  strick  should  be  dressed  as  was  the  first.  The  holders  then  required  to  bo 
carried  by  hand  to  each  succeeding  machine  of  the  class. 

The  preceding  figure  (937)  shows  the  leading  features  of  these  machines :  A  A, 
hacHe  cylinder;  b  b,  excentric  wheel  to  carry  holders  in  its  recesses  h  h;  c 
slide  upon  which  the  holders  were  laid  so  as  to  fall  into  the  recesses  h  h  of  wheel  b 
B  lide  for  taking  out  holders;  e,  brush  cylinders  with  brushes;  g,  cylinder  covered 
^U  clrd  clothing  ;  h,  holder  come  out ;  i,  doffing  comb  ,  The  space  of  the  hole  er- 
carrying  wheel  wal  filled  with  holders,  and  so  maintained  m  endless  succession,  and 
thus  each  served  in  some  measure  to  keep  the  end  of  its  preceding  one  down  into  the 

About  1833,  a  machine  was  patented  consisting  of  two  parallel  cyHnders,  over  which 
the  flax  was  carried,  revolving  in  its  progress  so  as  to  present  the  alternate  sides  ot 
the  strick  to  the  hackles,  the  progressively  finer  tools  being  ranged  along  these 
cylinders  so  that  having  passed  the  length  of  one  cylinder  one  end  was  completely 
finished.  When  the  holder  was  taken  out,  '  shifted,'  and  replaced,  it  was  carried 
back  along  the  second  cylinder,  and  thus  returned  to  where  it  commenced,  finished. 
This  machine,  however,  never  was  carried  further  than  the  experimental  one  for  the 

^^^Another  machine  (Wordsworth's)  the  same  year  made  its  appearance,  and 
for  some  time  enjoyed  much  celebrity.  It  consisted  of  two  parallel  vertical  sheets 
of  hackles  running  together,  and  so  geared  that  the  hackles  of  one  intersected  the 
interstices  of  the  other.  The  flax  suspended  in  its  holder  from  a  species  of  trough 
passed  between  these  two  sheets,  and  was  thus  hackled  simultaneously  on  each  side  in 
its  course  through  th§  progressively  finer  hackles  from  one  end  of  the  machine  to  the 

other.  1,  J. 

A  A  {Jig.  938),  hackle  sheets ;  b  b,  holder  trough  or  slide  ;  c  c  c  c,  pulleys  for  carrying 
the  hackle  sheets ;  D  d,  brush  rollers ;  e  e,  rollers  covered  with  card  clothing  to  clear 
the  brushes  ;  F  f,  doffer  combs  ;  G  g,  hackles  ;  ii,  holder  ;  1 1,  brushes. 

It  is  unnecessary  to  notice  more  at  length  the  different  machines  brought  out,  em- 
ployed for  a  time,  and  then  rejected.    Although  the  hackling  and  spinning  of  flax,  in 
the  full  length  as  it  grows,  was  what  was  first  practised  by  hand,  the  first  really  suc- 
cessful machine  for  hackling  was  what  was  known  as  the  'circular  machine'  for 
hackling  '  cut  line,'  as  it  is  called,  or  the  long  flax  fibre  broken  into  several  lengths. 
It  had  always  been  known  that  the  top  and  root  ends  of  the  fibre  were  of  very  infe- 
rior quality  to  the  middle,  and  of  course  when  all  was  spun  in  one  length  the  yarn 
produced  was  inferior  to  what  the  middles  could  be  spun  to,  while  superior  to  Avliat 
the  tops  and  roots  would  produce.    It  therefore  occurred  that  in  the  general  qualities 
of  flax  the  division  of  the  fibre,  so  as  to  separate  the  different  portions  named,  would 
be  advantageous  to  the  spinner.    The  operation  of  cutting  was  performed  by  a  simple 
machine  consisting  of  a  pair  of  jaws,  so  constructed  that  when  the  flax  is  introduced 
between  them  the  different  parts,  instead  of  being  clearly  cut  off,  are,  so  to  speak, 
bitten  off,  leaving  ragged  ends.    This  is  desirable  in  order  that  the  ragged  ends  might 
interlace  in  the  spreading  prior  to  going  through  the  preparing  machines,  which  pre- 
cede the  spinning  operation.    The  machine  for  hackling  cut  line  was  brought  out 
about  forty  years  since,  and  underwent,  before  it  was  finally  set  aside,  a  considerable 
number  of  modifications  for  the  purpose  of  economising  the  labour  in  working  it. 
About  the  same  time  the  '  fiat  machine '  was  introduced,  which  was  more  particularly 
intended  for  hackling  long  flax.    The  nature  of  the  operation  of  these  machines  was 
the  same,  the  flax  being  acted  on  by  different  series  of  hackles  fixed  in  the  circum- 
ference of  a  cylinder  in  the  one  machine,  and  on  an  endless  sheet  in  the  other.  Tho 
curvature  of  the  cylinder  was  no  objection  in  liackling  cut  fiax ;  but  for  acting  on  long 
fibres  it  was  necessary  to  put  the  hackles  on  a  sheet,  for  the  purpose  of  getting  suffi- 
cient length  of  flat  surface,    Tho  most  successful  machines,  and  which  displaced 
.  all  previous  ones,  have  been  modifications  of  those  of  different  kinds,  some  of  them 
being  simply  contrivances  fo?  eaving  manual  labour,  an^  giving  qeytainty  to  the  action, 
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and  others  combining  other  improvements  with  this  object.  Carmichael's  patent 
machine  {figs.  939,  940)  was,  as  brought  out  at  first,  simply  the  old  flat  maohine  S 


f  elf-acting  motions  for  actuating  the  holders  applied  to  it.  It  was  afterwards  much 
improved  by  the  adoption  of  an  inclined  sheet  in  imitation  of  a  very  successful 
self-acting  modification  of  the  old  flat  machine  which  was  brought  out  by  Combe,  of 
Belfast,  whose  machine,  at  this  time,  is  considered  by  many  to  be  the  best  one  in  use 
for  long  line. 

The  distinguishing  feature  in  these  rival  machines  is,  that  in  Carmichael's  the 
motions  are  all  performed  by  the  descent  of  ponderous  weights,  while  in  the  other 
they  are  performed  by  the  direct  action  of  the  machine. 

There  are  other  differences  affecting  the  working  of  the  machines,  which  are  by 
practical  hacklers  considered  of  great  importance,  and  as  giving  more  value  to  Combe's 
machine.  The  most  important  of  these  is  the  facility  of  adjusting  the  place  where 
the  holders  approach  the  flax,  which  greatly  affects  the  yield  of  line. 

The  same  principles  of  actuating  the  holders  were  applied  to  cylinder  machines  for 
hackling  cut  flax,  but,  as  these  have  been  displaced  by  more  recent  inventions,  it  is  not 
necessary  further  to  refer  to  them.  Wordsworth's  machine,  already  figured  (fig.  938). 
was  of  importance,  as  being  the  basis  of  several  other  valuable  machines.  Its  essential 
feature  was  arranging  the  hackles  on  two  sets  of  endless  sheets  placed  opposite  each 
other,  and  driven  and  connected  by  wheel-work  so  as  to  revolve  together,  the  siu-faces 
being  placed  so  close  together  that  the  hackle  pins  penetrated  the  flax  from  both 
sides,  and  hackled  at  the  same  time.  The  large  circle  described  by  the  points  of  the 
hackles  in  this  machine,  which  prevented  them  cutting  the  flax  close  to  the  holders, 
and  other  imperfections,  led  to  its  abandonment.  Some  years  since.  Combe  of 
Belfast  designed  for  the  eminent  flax-spinning  firm  of  Marshall  and  Co.,  of  Leeds, 
a  modification  of  this  machine,  whicli  since  has  been  known  as  Ardill  and  Pickard's 
machine,  and  has  come  into  extensive  use.  The  principal  now  feature  in  this  machine 
was  the  introduction  of  cranked  wheels  for  supporting  and  carrying  the  hackles,  for 
the  purpose  of  making  the  points  of  the  hackles  describe  a  small  circle,  and  thus  enable 
them  to  cut  close  to  the  holders.  Although  successful,  this  invention  did  not  fully 
accomplish  the  object  aimed  at.  About  the  same  time,_  Marsdeu's  intersecting 
machine  was  brought  forward,  and  possessed  a  great  reputation  for  a  length  of  time. 
Its  success  was  a  good  deal  owing  to  the  flax  hackled  by  it  having  an  apparent  fine- 
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fig.  941.  These  machines  tiro  eonstrnctod  ina  great  variety  of  forms  for  clifferont  kinds 
ot  work,  and  seem  to  give  very  good  results.    They  are  simple  in  their  construction, 


and  give  little  trouble,  acting  lightly  on  the  flax  and  maldng  very  wy  fibres.  They 
are  made  of  all  sizes,  from  12  to  30  inches  in  diameter,  and  with  4,  6,  or  8  gradu- 
ations of  hackles,  according  to  the  kind  of  work  to  be  done  on  them.  The  flax  is 
hackled  on  each  side,  or  each  graduation  of  hackles,  by  reversing  the  direction  of  the 
rotation  of  cylinders.  The  tow,  or  short  fibre,  is  thrown  oS  the  hackles  by  stripper 
rods,  placed  between  the  rows  of  pins. 

The  next  machine  to  be  named  is  by  the  same  inventor,  and  is  styled  the  patent 
reversing  sheet-hackling  machine.  It  is  for  long  line,  on  the  same  principle  as  that 
just  described,  except  that  it  has  the  hackles  fixed  on  flat  sheets,  as  in  the  'old  flat' 
machine.  It  is  simple  and  complete,  easily  driven  and  attended  ;  and  a  considerable 
number  are  now  in  use.  From  the  hackles  being  on  a  flat  sheet,  it  is  necessarj'  to 
make  the  holders  descend,  flrst  on  one  side  wliile  the  sheets  are  moving  in  ore  direc- 
tion, and  then  on  the  other  while  they  are  moving  the  other  way.  Tiiis  is  done  by 
supporting  the  channels  which  carry  the  holders  on  four  levers  fixed  on  two  oscillating 
shafts,  to  which  motion  is  communicated  by  a  shaft.  The  holders  are  slid  through  by 
ft.  lever  on  the  top,  yf\\\d\  ^cts  on  a  sljding  bar,  by  means  of  a  ball,  vhich  forms  u 


l^oUi  tlio  madiincs  last  tlcscribod  aro  maclo  double,  or  in  fact,  the  construction  of 
each  is  that  of  two  machines  in  one.    The  tabic  for  filling  and  changing  tho  flax  in 
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tt  ot&^roKe^"^^  ^-^^  ''''  «^        fl^^.  and 

nf  M^T         to  describo  a  machine  for  hackling  cut  lino,  patented  by  Mr.  Lowrv 

vLlT  ''  '"^-f^^'^'A^.^'^r'^^y^"  homo  and       the  Continent  TtT« 

virtually  a  modification  of  Wordsworth's  machine,  already  described. 

i'j.  943  IS  a  side  elevation  of  a  sheet-hackling  machine  to  which  these  improve- 
monts  are  applied ;  Jiff.  944  is  an  end  elevation  of  the  Bame ;  Jiff.  946  is  a  front  view; 


943 


and  Jiff.  946  an  end  view  of  one  of  Lowry's  improved  hackle  bars.  In  Jigs.  943  and 
944,  a  a  represent  the  belts,  sheets,  or  chains  to  which  the  hackle  bars  b  are  attached. 
These  belts,  sheets,  or  chains  pass  around  the  small  drums  c  c,  and  larger  drums 
d  d,  which  are  turned  round  by  tlie  gearing,  shown  in  the  dramng,  or  by  any  other 
suitable  arrangement  of  gearing.  The  hackle  bars  b  are  made  with  a  recess  to 
receive  the  stock  of  the  hackles  e. 

The  hackle  bars  b  are  connected  to  the  belts,  sheets,  or  chains  a,  a,  by  means  of 
rivotfl  or  screws,  passing  through  the  flanges  b,  and  through  the  bolts,  sheets,  or 
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e...  a ;  and  at  each  end  ^J^^  %^AS:^  S^^^^  P^'^- 

small  rollers  c,  and  during  the  opor^tion  o±    tnki^g^^  ^^^.^^^  depending  from 

fibrous  material  to  be  operated  ^:^PO°-^/,^^^^g'°;^^^  'are  made  to  rise  and  fall  and  the 
thorn,  are  placed  within  the  rails  t,  ^°^/^\'\Ye  machine  to  the  other,  in  the  usual 
holders  ar^e  made  to  P-^.  f  ^^^.^^J^k^  I'JXs  cT^^  the  direction 

manner.    AVlien  the  bars  being  attached  to  the  belts,  shee  s,  or 

of  the  arrows  mfy.  Qfi,  ^"f„ '^^^^ -X"^  the  hackles  to  enter  the  stricks  of 

chains  a,  and  supported  f gXhtWe's  to  fibres  thereof,  and  to  retain  that 
fibrous  material  at  or  nearly  at  JJSjJ  angks  to  Uie  ^  the  belts, 

position  at  the  commencement      ^h^Bir  downwa  ^  ^^^^^^ 

Leets,or  chains  continue  descend  the  Ja^M^^^^  ^^^^ 
material  for  the  purpose  of  remoying  the  short  nDres  ^n"^  ^^^-^^  l^ars  b  to 

great  advantage  resulting  from  this  impr^^^^  ^^^^^^^^  ^,,,,3 

the  belts,  sheets,  or  chains  a  ^^'tl^^tthe  hackles  ca  ^^^.^^^ 
material  at  a  point  closer  to  the  l^oHer  tl  an  m  any  ot  n  ^^^^^^ 
When  the  hackles  are  passing  ^^J"' J,  f  ^^^^^.^  Lm  the  hackles  on  to 

line  and  full-length  flax.    For  this  P^P°^^the  sheets  Require  to  ^^^^ 

i^orr^^tH?^^^^^^^^^^^^ 

'^lo^WXtts  produced  -ther  ^^^^^ 

novel  feature  consists  in  dispensing  with  bars  =^™f  JJfJ' ^^^^^"^^      true  action 

™e,  S  they  arT^t  their  higLst  elevation,  instead  of  during  the  whole  process 
of  liftinff  as  had  always  been  the  case  in  other  machines. 

Th^^^tt  ng  of  flax  already  referred  to,  is  effected  by  a  machine  consis  ing  of  a 
species  of  cSar  saw  about  20  in.  in  diameter;  but,  instead  of  a  single  blade,  it  is 
Smcted  of  3  or  4  plates  of  steel,  each  about  i  in.  thick,  and  having  angular  pro- 
?ectfons  from  tJieTr  cFrcumference.  This  revolves  at  a  considerable  velocity,  while 
fhe  Tax,  Wy  grasped  in  each  hand  by  its  ends,  is  still  further  held  and  slowly 

carried  ^gainsl  t'he  Taw  by  two  pair  of  grooved  P-lJfy YT'^l  °£h  '  MaJ  ma; 
siderable  weight.    It  is  tiius  partly  sawn  and  partly  broken  through.   Jl^x  may 
be  cut  into  2,  3,  and  sometimes  4  divisions:  and  sometimes  the  dead  harsh  fibres 
that  are  frequently  found  at  each  of  its  ends  only  are  cut  off  and  used  as  tow 
but  more  generally  the  different  portions  are  hackled  and  used  for  the  purposes  they 

Description  of  flax-cutting  machine  (figs.  U8,  UQ). _  A  A,  framing;  ^.the^o™ 
pulleys  for  holding  and  carrying  the  flax ;  c  c,  the  drmng  pulley  ;  d,  f  ^  ™^ 
E,  F,  wheels  for  gearing  together  the  pair  of  holding  pulleys;  g  h,  i,  k  F5,io^«  ^n^ 
wheels  for  producing  the  proper  relative  speeds  between  the  ciitter  and  pulleys,  x, 
weight,  which  by  levers  m  and  n,  causes  the  pressure  of  the  holding  pi^lleys. 

Preparing.-iy  this  term  are  understood  those  preliminary  operations  through 
which  both  line  and  tow  must  pass  after  the  hacldmg  and  before  the  spinning 

^^The  mechanism  and  modes  of  proceeding  for  this  purpose,  which  consist  of  repeated 
drawings,  are  similar  for  '  long '  line  or  '  cut ; '  though  the  dimensions  and  fineness  of 
the  machinery  must  be  made  suitable  for  their  various  lengths  and  qualities.  33ut  in 
the  preparation  of  tow  a  peculiar  additional  operation  is  demanded  as  a  consequence 
of  the  different  state  of  the  fibres  of  which  the  material  is  composed  ;  this  operation, 
termed  '  carding,'  has  for  its  object  to  bring  the  highly  irregular  and  entangled  mass 
into  a  somewhat  more  homogeneous  and  uniform  state,  previously  to  its  being  after- 
wards drawn  and  equalised  in  a  manner  similar  to  line.  ^      O   i  J 

In  the  preparation  of  lino  the  first  operation  is  called  '  spreading,  or  fiist  drawing  ; 
and  the  machine  employed  a  'spreader:'  those  subsequently  are  the  second  and 
third  •  drawings  '  (sometimes  a  fourth  is  used),  and  lastly  the  '  roving.  It  is  upon 
tlic  spreader  that  the  separate  stricks  of  line  are  first  combined  and  drawn  into  long 
uniform  bands  or  ribbons,  called  '  slivers,'  of  determinate  lengths.    This  is  effected 
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by  subdinding  tho  strides  into  two  or  three  portions,  and  tlien  placing  them  con- 
Becutivcly,  slightly  elongated,  and  overlaying  oacli  oUier  about  f  ths  of  their  length 

948  949 


upon  and  in  the  direction  of  an  endless  creeping  sheet  or  apron.  The  machines  are 
generally  made  with  two  of  these  creeping  sheets  or  aprons,  and  upon  each  sheet  are 
thus  laid  two  distinct  lines  of  strides  ;  each  of  which  forms  a  thick  uniform  body  of 
lino,  and  capable  of  being  maintained  to  an  indefinite  length.  These  endless  creeping 
sheets  supply  continuously  another  part  of  the  machine,  where  the  body  of  '  line '  is 
drawn  out  to  between  20  and  60  times  its  original  length,  according  to  whether  it  is 
composed  of  cut  or  long  flax.    This  part  of  the  machine  comprises  a  pair  of  holding 

950 


or  back  rollers  ;  an  endless  succession  of  bars  called  fallers,  bearing  combs  of  closely- 
ranged  steel  pins,  through  which  the  slivers  are  drawn ;  a  pair  of  drawing  rollers ;  an 
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arranffemen  of  diagonal  or  doubling  bars ;  and  a  pair  of  delivering  rollers.  It  is 
generally  termed  the  'gill  frame,'  or  'gill  head,'  probably  from  the  French  yord 
aiguilles  (needles),  as  descriptive  of  the  combs,  and  to  distinguish  this  machine  from 
those  formerly  used  for  the  same  purpose,  which  simply  consisted  of  a  series  of 
rollers,  under  and  over  which  the  line  was  passed. 

Fiffs.  950,  951,  952,  show  the  outline  of  the  present  most  approved  gill  spreader  or 
first  drawing. 

951 


A  A,  general  frame  of  the  machine ;  b,  driving  pulleys  ;  c,  auxiliary  frame  for  end- 
less sheets ;  D  D  D  D,  rollers  for  carrying  the  endless  sheets  or  aprons ;  b  e,  con- 
ductors to  guide  and  slightly  condense  the  four  bodies  or  slivers  of  line ;  f,  can  for 

952 


receiving  the  sliver;  g,  lever  for  weight  on  front  or  drawing  roller;  h  lever  for 
weight  on  back  roller ;  k,  delivexing-roller  shaft,  spring,  and  bell,  which,  bv  the 
Vol.  11,  J?  p  ' 
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intervention  of  gearing  between  it  and  the  front  roller,  is  caused  to  ring  when  any 
desired  lougth  of  sliver  is  delivered.  •' 
a  a,  the  iron  drawing  roller  or  boss;  b  h  b,  the  wooden  or  pressing  roller,  by  the 
pressure  of  which  upon  a  a  the  sliver  is  held  during  the  greater  velocity  of  these  rollers 

953 


over  that  of  c ;  the  holding  or  back  rollers  elongate  in  exact  proportion  to  its  aug- 
mentation ;  the  holding  roller  c  is  in  like  manner  pressed  against  another  in  order  to 
assist  the 'gills '  in  retaining  the  fibres  ;  A;  hooked  rods  to  connect  the  weighted 
lever  h  with  the  holding  roller  c,  and  by  the  pressure  thus  caused  insure  its  effect ; 
d  the  sheet  or  surface  of  '  gills '  composed  of  separate  bars,  as  seen  at  figs.  954,  955 ; 
e,  rubber  or  cleaner  of  pressing  roller  b;  ff,  conductors  to  contract  "laterally  the 

954 
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956 


sliver  at  the  moment  of  drawing ;  g,  plate  of  metal  having  diagonal  openings  at  an 
angle  of  45°  (this  plate  is  sometimes  called  the  '  doubling  bars,'  having  been  first 
made  of  separate  bars)  to  the  original  course  of  the  sliver,  in  order  to  enable  it  to  be 


turned  in  a  rectangular  direction  and  guided  to  the  delivering  rollers  h  h  ;  this  direc- 
tion of  the  sUver  is  more  distinctly  seen  oHfig.  052 ;  i,  hanger  or  connector  of  pressing 
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roller  b  to  its  weight  lever  c;  II,  the  screws  or  worm  shaft  for  carrying  the  gill  bar 
d  d;  m  m,  the  shaft  with  bevel  wheels  by  which  the  screws  at  opposite  sides  of  the 
frame  are  caused  to  move  simidtaneously ;  n  n,  piuions  for  connecting  the  iipper  and 
lower  spirals  of  each  pair ;  o  o,  the  cams  or  excentrics  for  lowering  and  raising  the  gill 
bars  ;  p  p,  weighted  giude  lever  or  bell  cranks  for  giuding  the  faller  in  its  descent,  and 
moderating  the  shock  caused  by  its  weight  when  coming  in  contact  with  the  lower 
slide  or  support ;  q  and  r,  worm  and  wheel  for  bell  motion  ;  5,  t,  u,  v,  w,  x,  line  of 
wheels  from  pulley  to  front  roller  and  from  front  roller  to  back;  1,  2,  3,  line  of  gear- 
ing from  back  roller  to  sheet ;  4,  5,  6,  7,  line  of  gearing  from  roller  to  delivering 
roller ;  8,  from  roller  to  brush  ;  y  y,  from  back  shaft  to  back  roller. 

The  machines  for  the  second,  third,  and  foiu-th  drawings,  though  in  principle 
essentially  the  same,  yet  differ  in  some  of  their  minor  details  from  the  foregoing,  as 
they  do  not  require  the  feeding  sheet  to  supply  them,  the  sliver,  from  the  spreader, 
having  sufficient  coherence  to  allow  itself  to  be  drawn  from  the  cans  direct  by  the 
back  rollers  of  these  machines ;  neither  is  a  bell  motion  requisite  to  determine  the 
length  of  slivers  produced  by  them.  The  subjoined  sketches  show  the  general  parts 
requisite. 

A  A  {figs.  956,  957),  framing;  b,  driving  pulley;  c,  support  of  sliver  carrier;  d, 
roller  for  carrying  sliver;  e,  conductors  ;  f,  can  containing  the  slivers  from  the  first 
drawing;  g,  receiving  can;  hh,  the  hackle  carrying  spirals;  i,  tho  diagonal  or 
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rollS^       '         ^'^^""^""^         ;  ^'  the  drawing  rollers ;  m,  m,  m,  the  retaining 

rolWa  ''^Sard  to  the  arrangement  of  its  back  and  front 

Z  t^lL    ^  ^°  drawmg  frames  ;  and,  as  the  position  and  manner  of  regulating 

tKi  T  generally  the  same  as  adopted  for  cotton,  the  description  of  these  parts^ 
sWr>,v         °^  repeated;  but  an  improvement  patented  a  few  years 

:  f?^''^^'™'  «f  I^'^f'ds,  of  that  part  of  these  frames  which  relates  to 
thfwnn^  •  *^^'°?-"P  movement  of  the  bobbin  merits  particular  attention,  as  by  it 
more  rP^r'r ^^'g^ted  belt  and  cone,  and  those  of  the 

The  principle  of  this  improvement 
oSii  dipiir"^  by  pressure  between  two  discs  running  at  equal  speeds  in 

opposite  directions,  as  seen  'At  figs.  958,  959,  960.  a  >i 

thenu^wl"  ^■  T'*'!^^^  ^"'^'^'^     ^^ing  a  cone  and  belt  as  in  some  frames  or 

driSsS  S  W  ?  '      I^^ve  the  following  parts  :  a  h,  the  horizontal 

turnimon  S  V  1      T  f  ^^^^^  ^^'^f^  d,  while  tho  upper  b  is  free  to 

c  and  t\so  as  to  Srn  llU^'  '."^^^^'^^'^'.^te  bevel  wheel  gearing  in  the  bevel  wheels 
which  they  are  ai  ^rHv  '      r  "T''  !  directions,  and  consequently  the  discs  to 

leather  and  resti^runon  fC^"'''^^r ''""^'"'^  '1     '^u-  ^'^^''^^1°  P""^^  ^^^'^'^^^^  ^^it'i 
uu  resting  upon  tho  lower  disc  a,  and  itself  pressed  upon  by  the  weight 
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436 


FLAX 


of  disc  b;  it  is  thus  driven  at  speeds  varying  according  to  its  approach  to  or  from 
tho  tihaft  d,  thus  answering  the  purpose  of  the  traversing  leather  Ijelt  of  the  cone 

movement ;  h,  shaft  keyed 
in  the  pulley  g,  from  which 
the  variable  motion  is  trans- 
ferred to  tho  bobbins. 

A  series  of  preparing  ma- 
chines, termed  a  'system,' 
consists  in  general  of  1 
spreading  of  4  slivers  at  the 
drawing  rollers,  united  into 
one  by  the  doubling  bars  at 
the  delivering  roller,  2  frames 
of  second  drawing,  in  all 
21  bosses  2  frames,  third 
drawing  containing  together 
36  bosses ;  if  a  fourth  draw- 
ing is  required,  2  frames  of 
24  bosses  each,  or  48  bosses 
in  all.  180  spindles  of  rov- 
ing in  3  frames  will  well 
supply  3,000  spindles  of 
medium  spinning.  The 
mode  of  using  this  '  system 
is,  as  has  already  been  said, 
first  to  spread  the  stricks  of 
line  upon  the  feeding-sheet 
of  the  spreader,  then  to 
receive  the  sliver  or  slivers 
there  produced  into  cans  capable  of  holding  1,000  to  1,200  yards  of  slivers.  Those 
cans  specially  intended  to  receive  the  slivers  from  this  machine  are  all  made  to 


one  regular  weight ;  thus,  when  filled,  the  weight  of  Ime  each  conta  ns  is  orrccUy 
ascertained,  and  by  the  boll  motion  the  length  is  also  known.  Upon  th  s  bas'S 
bounded  the  method  of  producing  any  desired  number  of  yarn,  and  by  doubhng 
the  slivers,  a  degree  of  eq^lisation  that  the  simple  spreading  /^I^  J^^^J^^^^tl 
to  effect;  for  at  each  drawing,  and  at  the  roving  several  of  Uie  f^y^^^^^'^o^^^ 
preceding  drawing  are  put  together,  to  bo  again  reduced  to  one  for  this  object  alono. 
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Honce  tlio  weight  of  a  determinate  length  in  yards  of  the  desired  yarn  being  known 
calculatiorii  made,  combined  of  the  drafts  and  number  of  doublings  the  material 


drawing' with  the  subsequent  di-awings  and  rovings. 

slivers  at  each  boss  is  sufficient.  ,  ^       u    ia  ^ 

Though  the  above  is  descriptive  of  the  'gill'  frames  now  m  use,  yet  it  should  be 
understood  they  are  by  no  means  the  first  or  only  results  of  the  attempts  made  to 
correct  the  defective  principle  of  the  original  roller  machines,  which  were  incapable 
of  holding  or  retaining  the  flax  with  a  suflacient  degree  of  regularity,  owing  to  its 
unequal  lengths  and  unadhesive  nature.  The  consequences  were  that  the  yarns  pro- 
duced were  '  lumpy '  and  unlevel,  making  it  evident  that  some  improved  means  were 
necessary  for  more  completely  restraining  and  regulating  the  drawing  of  the  fibres. 
The  most  obvious  way  to  do  this  was  to  introduce  some  mode  of  partial  detention_  by 
creating  a  friction  among  the  fibres  to  imitate  the  action  of  the  fingers  in  hand-spinning. 
This  led  to  causing  the  slivers  to  pass  through  and  among  several  ranks  of  serrated 
pins,  which  was  found  very  nearly  to  attain  the  object,  and  certainly  greatly  improved 
the  'levelness  and  uniformity  of  the  slivers.  Thus  the  use  of  '  gills '  became  general 
about  forty  years  since. 

Those  first  brought  into  general  use  were  constructed  with  circular  discs  or  plates 
for  carrying  the  faller  or  gill  bar,  which  at  the  same  time  were  giiided  by  their  ends 
passing  in  fixed  slides,  so  as  to  bring  the  gill  in  as  vertical  a  position  and  as  near  the 
drawing  roller  as  possible. 
The  figures  (961,  962)  are 
profile  and  front  views  of  the 
working  parts  of  one  of  these 
gills  :  —  A,  slotted  plate  or 
disc,  of  which  a  pair  were 
keyed  upon  a  shaft  B,  so  as 
to  carry  each  end  of  the 
faller  d,  passing  through  the 
slots  cc;  B,  the  fixed  ex- 
centric  slide ;  o,  h,  the  draw- 
ing rollers;  f,  the  holding 
rollers. 

This  was  succeeded  by  the 
'chain  gill,'  in  which  the 
fallers  were  carried  forward 
by  an  endless  series  of  con- 
nected links,  or  jointed  to- 
gether '  slotted  plates,'  in- 
stead of  the  simple  circular. 
The  object  of  this  was  to  in- 
crease the  flat  surface  of  gill 
bars  between  the  holding  and 
drawing  rollers,  making  it 
more  suitable  for  the  longer 
descriptions  of  material. 
The  slides  and  rollers,  being 
similar  in  these  machines  to 
those  in  the  former,  are  not 
repeated,  but  the  sketch  of 
five  slotted  plates  is  given 
iTiJig.  963. 

i  rom  the  evident  import- 
ance of  bringing  the  retain- 
ing effects  of  the  gills  as 
closely  as  possible  to  tho 
point  where  the  movement 
of  the  drawing  fibres  is 
greatest,  several  attempts 
have  been  made  to  improve 
tho  above-described  gills  in 
Wordsworth  patented  a  gill 
deserves  mention,  though  it  never  came 
•fl.  0,  the  faller  or  'gill  bar'  m  one 


932 


963 


this  respect.     With  this 
of  considerable  ingenuity 
into  use.  Its 


view,  Messrs.  Taylors  and 
(Jig.  96-1),  which  therefore 
description  is  as  follows: — 


piece,  which  was  carried  forward  by  an 
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endlesa  chain ;  c,  d,  slides  placod  horizontally  over  tho  gill  sheet  guiding  the  end* 
of  certain  bell-cranks  e,  f,  joined  at  their  angle  in  the  recess  /,  cj,  e.  of  the  giU 

964  bar,  and  at  their  other  end  to 

tho  gill  or  comb  G.  By  this 
arrangement,  as  long  as 
tlie  boU-cranks  are  in  the 
parallel  parts  of  tho  slides 
c,d,  the  gill  teeth  -will 
alx)V0  tho  faller  a,h,  but 
■when  they  arrive  at  the 
contracted  part  the  guided 
ends  will  be  brought  into 
the  position  q  q,  and  conse- 
quently the  gill  depressed  is 
G  2 ;  this  is  so  timed  as  to 
cause  them  to  clear  the  draw- 
ing roller,  when,  on  again 
\  continuing  their  course,  they 

are  again  caused  to  rise  and 
penetrate  the  sliver  by  the 
reversed  inclination  of  the 
slides  c,  d,  at  the  back 
roller. 

Tho  objection  to  this  in- 
genious machine  was  the 
largeness  of  the  space  sud- 
denly left  open  by  the  de- 
scent of  the  gill,  as  the 
double  faller,  bell-crank, 
and  gill  necessarily  occupied  great  width. 

The  screw  or  spiral  movement  of  the  fallers,  which  was  soon  afterwards  invented, 
quickly  superseded  all  others  in  use,  as  by  these  means  the  faller  was  caused,  even  in 
the  manner  they  were  first  constructed,  to  approach  closer  than  even  in  the  most  per- 
fected construction  of  the  others,  to  the  side  of  the  drawing  roller,  and  still  maintain 
the  pins  in  a  vertical  position.  Recently  this  object  has  been  more  perfectly  attained 
by  a  patented  improved  construction  adopted  by  Messrs.  P.  Fairbairn  and  Co.,  whereby 
the  obstacle  to  the  faller  wholly  touching  the  roller  has  been  removed,  and  tlius  pro- 
ducing the  full  holding  effect  of  the  gill  to  the  latest  possible  moment.  This  is  effected 
by  employing  a  method  of  supporting  the  spirals  by  their  working  in  tubular  recesses 
in  the  side  plate  of  tho  machine ;  along  these  recesses  are  longitudinal  openings  through 
which  the  faller  end  passes  to  enter  between  the  threads  of  the  spiral,  and  which  serve 


also  as  slides  to  support  the  faller.  As  by  this  means  tho  supports  or  plummer  bloJ 
that  intervened  between  the  end  of  the  spirals  and  the  .roller  are  suppressed,  tho  fall' 
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is  enabled  to  advance  to  the  pla.e  they  formerly  occupied.  Fiff^  9Go  and  966  show 
this  comDarison  of  tlio  older  and  more  recent  methods.  A,  b,  spirals  ,  c  c,  tlie  parts 
brwirhTey  are  supported,  being  iny<^.  965  small  pivots  in  _ plummet  block  dd,  and 
in 966  hollow  tube-like  recesses  in  framo  plate  cc;  ee,  pinions  to  work  the  upper 
mid  lower  spiral  together;  f,  bearings;  G,  drawing-rollers;  H,  pressing  rollers;  1 1, 
passage  of  the  faller's  descent.  . 

Here  it  may  be  as  well  to  observe  that  the  same  parties  have  still  more  lately  intro- 
duced another  important  amelioration  in  these  machines  for  remedying  the  noise  and 
wear  and  tear  which  ordinarily  attend  them  by  the  abrupt  and  violent  descent  or  the 
faller  Fig.  967  shows  a  sectional  front  view  of  a  head  having  this  improvement 
(ipplied.  A  A,  supports  for  screws  ;  b,  c,  top  and  bottom  screws  ;  d  d,  the  new  cams 
fixed  on  shafts  parallel  with  the  screws,  and  revolving  at  the  same  speed.  Thus,  these 
cams  dd  receive  the  faller  e  e  at  their  largest  diameter,  at  the  moment  they  are  free 
to  descend,  and  guide  them  gradually  down  to  the  lower  slide. 

967 


Thus  constructed,  the  'screw  gill'  continues  to  be  the  most  esteemed  in  principle, 
though  not  without  some  serious  objections  in  practice.  For  the  abrupt  and  angular 
movement  of  the  faller-  even  here  not  only  liberates  too  suddenly  a  portion  of  the 
fibres  that  should  be  but  gradually  relaxed  at  the  moment  of  being  drawn,  but  causes 
considerable  wear  and  tear  to  itself,  the  slides,  and  the  gills  attached  to  it ;  to  which 
cause  of  destruction  must  be  added  the  great  friction  of  the  worm  movement ;  these, 
however,  in  '  line '  preparing,  where  the  fibres  are  long  and  straight,  and  the  drafts 
employed  large,  and  where,  consequently,  a  comparatively  slow  movement  of  tlie 
gills  is  required,  are  not  so  much  felt  as  in  the  preparation  of  tow,  where  they  become 
serious. 

In  '  tow  preparing '  the  first  operation,  as  before  stated,  consists  of  '  carding,'  which 
is  generally  repeated  over  two  separate  machines,  which  are  respectively  called  the 
'  breaker'  and  tlie  '  finisher'  cards.  They  are  essentially  the  same  in  principle,  and 
vary  but  little  in  construction,  the  only  dilference  being  that  the  '  breaker'  is  fed  or 
•supplied  by  the  disjointed  parcels  of  tow  from  a  creeping  sheet  (as  the  spreader  with 
' line ' )  and  delivers  its  slivers  into  a  can,  whereas  the '  finisher '  is  fed  from  a  bobbin  upon 
which  several  of  the  slivers  from  the  breaker  are  united  by  a  machine  expressly  for 
that  purpose,  called  a  '  lap  frame ; '  this  card  thus  receives  its  supply  of  work  in  a  very 
regular  form,  and  previously  to  delivering  it  in  the  form  of  slivers  causes  them  to  pass 
over  a  gill,  to  consolidate  and  strengthen  them  before  delivering  them  into  the  receiving 
can ;  it  is  also  generally  clothed  with  a  finer  description  of  wire  filleting  than  the 
breaker.  Though  it  is  the  better  method  to  card  thus  the  tow  twice,  yet  this  second 
carding  is  sometimes  dispensed  with ;  in  that  case  this  auxiliary  gill  is  similarly 
fixed  to  the  first  card  or  breaker.  The  cards  employed  for  tow  are  machines  of  con- 
siderable weight  and  importance,  the  main  cylinder,  or,  as  it  is  sometimes  called, 
'  swift,'  being  from  4  to  5  feet  diameter  and  4  to  8  feet  long ;  those  most  generally 
employed  are  6  feet  long.  Previously  to  entering  upon  the  detailed  description  of  a 
card,  it  may  be  as  well  first  to  trace  in  general  terms  the  progress  of  its  operations, 
as  tending  to  elucidate  the  explanation  of  the  machine  itself. 

The  tow  is  first  divided  by  weighing  into  small  parcels  of  10  to  20  drams;  these 
arc  then  shaken  out  and  spread  so  as  to  cover  certain  definite  portions  of  the  creeping 
foeding-sheet,  by  which  they  are  conducted  to  the  first  pair  of  rollers  called  the  feeders, 
These  rollers  are  covered  with  a  leathern  band,  in  which  are  fixed  in  close  array  a 
number  of  wire  points  about  ^J-  an  inch  long,  and  having  a  tangential  inclination  to  the 
circumference  of  the  rollers,  which  are  about  2^  inches  diameter.  The  tow  passing  at 
a  slow  rate  of  progression  between  these  rollers,  is  by  them  gradually  presented,  to 
the  points  with  which  the  swift  is  likewise  covered,  also  set  in  leathern  bands,  but 
which  are  about  2  inches  wide  ;  these  points,  the  same  length  as  those  of  the  feeders, 
have  an  inclined  direction  pointing  to  that  in  which  the  cylinder  turns.  The  much 
greater  velocity  of  the  '  cylinder '  combs  and  somewh.at  opens  and  breaks  the  tow  as  it 
slowly  arrives  in  contact,  and  the  inclination  of  the  pins  at  the  same  time  carries  it 
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fonvurd  All  such  lumps  and  fibres  as  are  not  sufficiently  opened  and  straichtenod  bv 
this  hrst  contact,  roraaimng  prominent  on  the  surface  of  points  on  the  cylinder  are 
carried  by  it  against  another  roller,  whose  axis  is  parallel,  and  whose  wire-co^-^red 
circuniteroiico  is  brought  as  near  as  possible,  without  absolute  contact,  in  order  to  catch 
and  retain  these  prominent  lumps  and  fibres ;  the  points  of  this  roller  (called  a  '  worker"! 
are  inclined  in  a  direction  opposed  to  the  movement  of  the  swift,  and,  therefore  hold 
the  tow  to  bo  again  combed  and  straightened  as  at  first  it  was  by  the  feeders  •  this 
IS  ropeatotl  eight  or  nine  times,  by  having  that  number  of  workers  to  the  card  •  each 
ot  these  workers  has  its  attendant  roller  also  covered  with  wire  points,  by  whose  inch- 
nation  in  a  contrary  direction,  and  by  the  greater  velocity  of  the  roller,  the  tow  is 
stripped  from  the  workers,  to  be  again  laid  on  to  the  cylinder.  The  strippers,  though 
running  at  a  greater  velocity  than  the  workers,  are  still  slower  than  the  cylinder.  The 
tow  thus  carried  forward  gradually  improving  in  openness  and  regularity  as  it  passes 
each  pair  of  '  workers  and  strippers,'  finally  arrives  at  the  roller  called  a  '  doffer,'  of 
which  there  are  two  or  three  upon  a  card,  the  wire  points  of  which  are  in  such  a 
direction  as  to  hook  or  catch  the  tow  '  as  it  flies.'  The  use  of  these  several  doflers  is, 
that  by  placing  each  succeeding  one  progressively  nearer  the  swift,  the  longer  and 
shorter  fibres  are  successively  and  separately  taken  off.  Each  doffer  is  cleared  by  an 
oscillating  comb,  and  the  slivers  conducted,  if  intended  for  the  lap  machine  into  a  can 
by  delivering  rollers  ;  but  if  finished,  these  delivering  rollers  are,  as  it  were,  the  back 
rollers  of  the  auxiliary  gill,  patented  for  this  application  by  Messrs.  Fairbairn  and  Co. ; 


whereby  the  slivers  are  not  only  saved  from  all  danger  of  derangement  in  their  loose 
and  porous  state  as  direct  from  a  card,  but  the  hitherto  double  expense  of  carding  and 
first  drawing  is  reduced  to  that  of  carding  alone. 

AAA  (Jig.  968),  framing  ;  b,  swift  or  main  cylinder ;  c,  feed  rollers  ;  d  d  d,  strip- 
pers to  feed  rollers  and  workers  driven  by  one  belt  from  pulley  e,  and  maintained 
tight  by  the  moveable  pulley  f  ;  g  G  g,  workers ;  i  i  i,  the  three  doffers ;  u  H  H, 
intermediate  wheels  to  connect  the  movement  of  the  doffers  with  one  another ;  k  k  k, 
oscillating  combs  for  their  respective  doffers  ;  l,  delivering  rollers  ;  m,  back  roller  of 
auxiliary  gill ;  n,  gill  surface  ;  o,  p,  drawing  rollers  ;  q,  delivering  rollers  and  bell 
motion  for  measuring  the  sliver  in  the  cans  b  ;  s  s,  doubling  plate  ;  t,  pulley  for  driv- 
ing auxiliary  gills  by  bell  from  the  pulley  k. 

The  lap  frame,  to  which  allusion  has  already  been  made  as  the  necessary  adjunct 
to  the  cards  when  double  carding  is  to  be  performed,  is  employed  to  collect  together  a 
number  of  slivers  from  the  breaker  by  -svinding  or  lapping  them  upon  a  cylindrical 
piece  of  wood,  which  may  be  described  as  a  bobbin  shank,  thus  producing  an  equa- 
lisation of  the  slivers  of  tow  as  the  making  up  of  sots  effected  iu  line  preparing ;  from 
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„  f  ^r.r^  Jc  1-Tifl  usual  complement  of  one  of  these  bobbins ;  the  length  and 
50  to  GO  lbs.  of  tow  f  ^,"\;f29Tnches  •  thus,  a  6-feet  wide  finisher  card  will  take 
the  f^'-^^f^l;,^^^^^^^^^^^^  slivers  usually  wound  to- 

cVlT  '^^^        bobbin  by  the  ringing  of  a  bell,  connected  with  the 
£uri^^  cylLde^^^^^^^  The  foUo^ving  is  a  descriptive  drawing  of  the 

lap  machine : — 

969 


AAA  (Jigs.  970,  971),  framing;  b,  measuring  and  pressing  cylinder;  c  c  c, 
driving  pulleys  connected  with  different  gearing  to  change  the  speed  as  the_  bobbins 
fill;  D,  bobbin  or  shank  intended  to  be  filled ;  e,  table  to  receive  the  bobbin  when 
about  to  be  taken  from  the  machine  ;  f,  weight  to  increase  the  effect  of  pressure  of  the 

970 


measuring  cylinder  by  the  connecting  rods  a  Q,  which  are  split  for  part  of  their 
length  in  order  to  pass  the  shaft  h,  and  at  another,  ff  g,  have  racks  into  which  work 
pinions  keyed  on  the  shaft  of  the  hand  wheel  i,  for  the  convenience  of  raising  and 
lowering  the  cylinder  and  weight.  The  shaft  h  is  divided  at  the  plates  ic  and  l,  and 
provided  with  sockets  to  receive  the  end  of  the  bobbin  shank  d,  which  is  introduced 
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il^l'l^ ff''''^  the  pioco  H  «,  and  returning  it  by  lever  m,  and  thus  is  coupled  and 
tm-ns  together  with  two  pieces  of  nliaft  ir,  us  also  the  disc  plates  k  and  l,  which  aro 


to  serve  as  temporary  ends  to  the  bobbin  during  the  time  of  its  filling,  and  thus  by 
til  ning  with  it  avoid  that  rubbing  and  felting  eifect  iipon  the  edges  of  tlie  tow  so  in- 
jurious in  the  machines  formerly  constructed,  and  by  the  bobbin  acting  as  the  driver 
to  the  cylinder  the  slivers  are  drawn  tighter,  and  thereby  avoid  those  plaits  that  the 
other  machines  -were  so  liable  to  produce. 

As  before  mentioned,  some  objections  were  found  to  the  working  of  the  scrow-gill, 
of  a  nature  detrimental  to  the  machines  themselves,  which,  though  not  of  great  im- 
portance in  '  line,'  were  much  aggravated  in  tow  preparing,  as  the  lesser  drafts  there 
employed  cause  a  greater  wear  and  tear  of  the  fallers  and  gills.  The  objection  to 
these  machines,  however,  is  not  confined  to  this  point  only,  but  extends  also  to  their 
effect  upon  the  material  itself.  The  fibres  of  the  tow  sliver,  as  coming  from  the  card, 
are  in  a  light  and  much  confused  state,  which  renders  them  liable  to  be  easily  separ- 
ated ;  so  that  the  faller,  by  its  sudden  descent,  has  a  tendency  to  draw  some  down, 
and  become  lapped  by  them,  as  well  as  to  make  so  marked  a  difference  in  the  thick- 
ness of  the  sliver,  by  the  withdrawal  of  the  retaining  comb,  as  materially  to  injure 
the  quality  of  the  yarn.  Thus  this  '  gill '  was  not  enabled  to  hold  its  place  in  tow 
spinning,  when  other  circumstances  led  to  greater  attention  being  paid  to  this  im- 
portant branch  of  the  flax  business,  and  it  became  a  desideratum  to  have  a  machine 
free  from  these  defects,  and  capable  of  working  ^yithout  derangement,  at  much  grojiter 
velocity  than  was  safe  with  the  screw-gill.  These  desiderata  the  'rotary'  gill, 
patented  by  Messrs.  Fairbairn  and  Co.,  amply  supplies.  For  in  this  gill  the  circular 
form  of  the  gill  sheet  obviates  the  necessity  of  having  scA'eral  fallers,  and  the  simple 
motion  creates  neither  friction  nor  abruptness  of  effect,  while,  the  retention  of  the  fibres 
being  continuous,  the  slivers  produced  are  perfectly  level  and  uniform  ;  consequently, 
these  gills  are  extensively  applied,  as  the  auxiliary  gill  explained  in  carding,  as  well 
as  for  the  subsequent  drawings  and  rovings  of  tow,  and  sometimes,  as  vnW  be  after- 
wards seen,  to  coarse  spinning.  The  theoretical  construction  of  these  rotary  gills  will 
be  seen  by  the  annexed  sketch. 

■  M  (Jig.  972),  back  rollers,  but  when  applied  to  a  card  at  top  and  bottom  holdingr 
rollers  are  again  employed;  n,  the  rotary  gil'  sheet  having  the  pins  inclined  back- 
wards, so  as  to  insure  the  impalement  of  tlie  sliver  wlien  the  fibres  begin  to  draw ; 
p  and  o,  the  drawing  and  pressing  rollers;  the  doubling  bars  or  plates  are  the  same 
to  these  gills  as  to  the  screw  gills. 
A  machine  has  been  invented,  and  brought  out  by  Sir  P.  Fairbairn  and  Co. 
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ftp  TPfids  called  Heilmann's  to-w-combing  machJno  {fig.  973),  which, 
SLh  approved  of.    Tho  tow  is  first  carded  in  the  ordinary  way.  say  oi 


on  trial,  is 
on  a  breaker- 

ipprovf  " 

972 


card,  and  then  on  a  finisher-card ;  the  latter  delivers  the  tow  in  the  shape  of  a 
Bliver  into  cans,  which  are  next  placed  at  a,  or  back  of  tlie  tow-combmg  machine. 

973 


from  the  cans  a  the  tow  goes  to  the  back  conductor  b,  divided  into  as  many  com- 
partments as  there  are  slivers  ;  and  from  tho  conductor  b,  to  the  feeding  box  c  sus- 
pended on  shaft  d,  without  being  keyed  to  it.  The  front  lip  e  of  the  feeding  box  is 
fluted  and  fitted  with  leather,  and  a  corresponding  nipper  f  hung  from  the  same  sliaft 
D,  and  keyed  upon  it,  completes  the  jaw  which  has  to  hold  fast  the  tow,  while  the 
cylinder  o  combs  it. 

The  feeding  box  c  derives  its  motion  from  the  nipper  f,  which  is  moved  by  lever 
and  excentric  as  shown,  and  follows  that  nipper  by  its  own  weight,  until  stopped  by 
india-rubber  buffers  u  ;  when  the  nipper  f  in  going  further  back  loaves  it,  and  the 
law  E  F  opens  for  more  tow  to  be  fed,  aud  the  tow  already  combed  to  bo  drawn  through 
tho  detaining  comb  i,  as  explained  hereafter. 

The  top  K  of  feeding  box  is  moveable  up  and  dovn,  by  means  of  tho  connecting 
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rod  L,  hung  on  a  fixed  centre  m,  so  that  the  top  part  k  opens  or  shuts  as  the  body  of 
the  box  goes  backwards  or  forwards.  Tlie  levers  n  n  n  are  only  used  to  keep  the  ton 
and  bottom  of  tlio  box  parallel  to  eacli  other.  ^ 
As  shown  in  the  drawing,  the  top  of  the  fooding  box  is  fitted  with  hackles  passing 
through  two  grates  o  and  p,  fast  on  bottom  of  feeding  box,  and  leaving  between  them 
a  space  through  winch  the  sliver  has  to  pass. 
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By  the  above  arrangement,  the  hackles  are  caused  to  withdraw  from  the  tow,  while 
the  whole  box  is  drawn  backwards  on  slides  of  table  q,  by  the  excentric  motion  ere. 
The  last  backwards  motion  takes  place  wliile  the  jaw  f  is  yet  shiit,  and  the  top  of  the 
box  up ;  but  when  the  latter  has  got  closed  again,  then  the  whole  box  slides  down  on 
tho  table  q  to  its  former  position,  bringing  with  it  the  sliver  of  a  quantity  equal  to  that 
move :  this  completes  the  feeding  motion. 

Now  as  the  feeding  box  recedes,  the  lip  e  comes  nearer  to  the  combing  cylinder  g, 
the  hackles  s  s  cleaning  the  tow  projecting  outside  the  nipper  f.  As  soon  as  they  are 
passed  through,  the  feeding  box  comes  back  to  the  most  forward  position,  when  the 
nipper  f  leaves  it,  and  the  jaw  b  f  opens  :  at  tho  same  time  the  two  rollers  t  v  have 
reached  their  top  position.  The  top  one  t  is  then  thrown  forwards  (by  the  lever 
arrangement  shown  in  v  v  v)  upon  the  leather  w,  stretched  on  parts  of  surface  of 
cylinder  o ;  this  roller  t  is  thus  driven,  and  takes  hold  of  the  points  of  the  tow  pre- 
sented to  it  by  lips  or  bottom  jaw  e  ;  a  fine  detaining  comb  i  being  just  before  inter- 
posed between  them  to  keep  back  tho  '  noils,'  that  have  not  been  carried  off  by  the 
combing  cylinder. 

In  that  way  the  points  of  the  tow  are  driven  upon  the  sheet  x,  until  the  roller  t, 
by  being  thrown  back  again  off  the  leather  w',  their  motion  is  stopped  at  the  same 
moment,  the  two  rollers  tr  and  t  are  allowed  to  drop  down  by  excentric  v.  dra\\-ing 
with  them  (through  the  detaining  comb  i,  and  quite  out  of  the  rest  of  the  sliver)  the 
other  ends  of  the  fibres  of  which  they  have  got  hold. 

While  this  has  been  going  on,  the  feeding  box  has  advanced  the  sliver  a  step,  the 
nipper  closed,  and  forced  the  said  feeding  box  forwards  so  as  to  bring  the  lip  e  ■5\-ithin 
the  reach  of  hackles  s  on  cylinder  g,  which  then  met  it,  cleansed  the  tow,  and  so  on 
as  before. 

At  that  time  the  rollers  t  and  v  come  up  again,  and  during  that  upwards  motion 
the  latter  ends  of  the  fibres  partly  combed  and  overturned  by  the  cylinder  hackles,  as 
shown  in  drawing,  are  combed  by  them  in  their  turn.  Then  the  roller  t  is  once  more 
driven  round  by  the  leather  w  stretched  on  cylinder,  the  new  points  place  themselves 
above  the  back  ends  of  the  fibres  combed  before,  and  are  carried  forwards  into  a 
continuous  sliver  on  tho  leather  sheet  x,  from  the  leather  sheet  to  the  rollers  z  z,  then 
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^  ,.f«-«  »  fTiP  fvnnt  cleliverv  roller  c,  and  (wlien  more  thau  one  head 
to  the  the'  conducting  plate  ^. 

to  the  machine)  from  c  to  tue  ena       v       ,  ^^^j^^ 

In  e,/,  ^.  and     -^J^^^^^^^^  suit  all  sorts  and  lengths  of 

tow'XTrn'pirSrom  tl  iTs  1a  finer  than  that  produced  by  the  ordinary 
tow  ;  the  yarn  promicea^^^^  combed  tow  can  generally  be  spun  to  as  high  numbers 
r/th^^lirSitliicb  it  ts Ten  combed,  and  in  some  instances  has  produced  good 
vL?  et  to  iiS^^^r  numbers.  The  combed  tow,  after  the  combing  machine,  is 
^ass^d  thJoigh  a%ystem  of  drawing,  roving,  and  spinning,  similar  to  that  used  for 

'""sJtouently  to  the  carding  the  preparation  of  tow  is  completed  by  making  up  sets 
of  <ins  for  the  second  drawing,  as  explained  for  line  ;  these  s  ivers  are  doubled  and 
Sawn  once  or  t.-ice  more,  and  then  roved.  The  drafts  used  m  tow-preparing  are  froni 
9  to  8,  for,  as  the  fibres  are  shorter,  it  necessitates  the  employment  of  less  draft.  In 
both  1  ne  and  tow  preparing,  lesser  drafts  are  employed  as  the  stages  advance,  the^Ils 
finer,  and  the  conductors  narrower:  also  for  both  materials  much  attention  is  requisite 
to  keep  the  various  parts  of  the  machines  in  good  order,  free  from  bent  or  broken  pins 
and  chipped  or  indented  rollers,  for  no  subsequent  operation  can  cure  the  defects  that 
may  be  produced  by  negligence  in  these  particulars.  The  drawing  and  roving  frames 
for' tow  are  shown  in  fes.  974,  975,  976.  ^  i 

A  A  (fiq.  974),  drawing  frame ;  b,  driving  pulleys  ;  c,  rotary  gill  sheet ;  u,  drawing 
roller ;  e,  pressing';  f,  g,  pairs  of  delivering  roUers  ;  H,  doubling  plate ;  i,  back  con- 
ductor ;  K,  back  roller  wheel  with  pulley  to  turn  the  sliver  rail  i. 

A  A  (figs.  975  and  976),  roving  frame ;  b,  pulley  and  fly  wheel  combined  ;  c,  drawing 
roller ;  d,  rotary  gill ;  a  a,  stand  for  gill  movement.  The  regulation  of  the  bobbins 
is  effected  in  the  same  manner  as  already  described  for  line  roving. 
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Spinning. — This  operation  consists  in  drawing  the  rovings  down  to  the  hist 
degree  of  tenuity  desired,  and  twisting  them  into  hard  cylindrical  cords,  which  are 
called  'yarns.' 

There  are  three  modes  of  performing  this  operation  :  the  first,  and  perhaps  oldest, 
is  that  where  the  drawing  and  twisting  are  performed  altogether,  with  the  material 
preserved  dry,  and  without  breaking  or  shortening  the  fibre  ;  the  second  is  that  which 
likewise,  without  changing  the  length  of  the  fibres,  draws  them  while  dry,  but  wets 
them  just  at  the  moment  before  twsting.  This  method  is  the  nearest  imitation  of 
hand  spinning,  and  makes  the  yarn  more  solid  and  wiry  than  the  first ;  as  the  fibres 
of  flax  losing  their  elasticity  while  wot,  unite  and  incorporate  better  with  one  another. 
The  third  mode  of  spinning  has  been  much  more  recently  introduced  than  either  of 
the  others,  and  by  it  the  fibres  are  wetted  to  saturation  previously  to  being  drawn, 
whereby  they  are  not  only  much  reduced  in  length,  but  their  degree  of  fineness  is 
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.     increased  by  the  partial  solution  of  tho  gummy  matter  inherent  in  the  flaxen  material  • 
owing  to  those  circumstuuces  equally  good  turna  can  be  produced  by  this  mode  of 


spinning  from  line  and  tow  of  inferior  quality,  to  what  could  be  employed  upon  either 
of  the  others,  and  not  only  that,  but  much  finer  yarns  can  be  now  spun  than  were 
possible  previous  to  its  introduction.  It  has  therefore  not  only  nearly  superseded  all 
other  methods  of  spinning  for  yarns  from  20's  to  the  finest,  but  has  much  increased  the 
extent  and  importance  of  the  flax  manufacture. 

The  only  difference  in  spinning  frames  for  line  or  tow,  when  employed  for  the 
older  methods,  consists  in  the  length  of  reach,  which  generally  involves  the  necessity 
of  having  separate  machines  for  each  material,  though  sometimes  they  are  made  with 
a  capacity  to  be  adapted  to  either  purpose.  In  the  third  method  the  same  machines 
are  used  promiscuously  for  line  or  tow. 

The  yarns  spun  wholly  dry  are  used  for  the  coarse  description  of  woven  goods,  as 
packing  canvas,  corn  sacks,  and  when  partially  bleached,  for  sheetings  and  towellings, 
as  from  its  greater  elasticity  and  openness  it  fills  up  better  in  weaving.  Those  spun 
partially  wetted  are  employed  for  a  somewhat  superior  description  of  linen  goods,  and 
the  solid  silky  appearance  qualifies  them  for  drills,  damasks,  &c.,  as  well  as  for  sewing 
and  shoe  threads ;  a  somewhat  inferior  material,  by  this  manner  of  treatment,  makes 
an  equally  good  yarn  as  a  better  material  spun  dry.  The  yarn  produced  from  this 
wet  principle  is  rather  inclined  to  have  a  cottony  appearance ;  and  from  the  comparative 
ease  with  which  an  inferior  material  can  be  made  to  present  an  apparently  fine  good 
yarn,  the  application  of  yarns  thus  produced  is  exceedingly  various  and  sometimes 
deceptive,  though,  when  good  materials  are  used,  these  yarns  afford  durable  and 
handsome  drills,  shirtings,  lawns,  and  cambrics,  as  well  as  fine  sewing  threads. 

The  mechanical  arrangements  for  twisting,  and  then  winding  the  j'arn  upon  a 
bobbin,  is  called  the  '  throstle '  principle,  supposed  to  be  so  called  from  the  whistling 
noise  they  create  when  working  at  full  speed,  which  is  from  2,500  to  4,000  revolu- 
tions a  minute.  The  following  diagram  will_  explain  the  principle,  which  is  applied 
alike  to  all  the  modes  of  spinning  above  described. 

A  A  {fiff,  977),  the  spindle  ;  b,  tho  bobbin,  loose  and  independent  of  the  spindle  in 
regard  to  turning,  and  rising,  and  lowering,  but  through  which  the  spindle  passes ; 
c  c,  tho  flyer  screwed  to  the  spindle  top;  i),  table  called  'bobbin  lifter,'  as  while  at 
work  it  rises  and  lowers  to  lay  the  yarn  on  the  whole  bobbin  equally ;  e,  a  small 
cord  to  press  on  the  bobbin  by  tho  weight  f  ;  G,  pulley  by  wliich  tho  spindle  is 
driven. 

Many  attempts  have  been  made  to  improve  upon  tliis  principle,  in  order  to  avoid 
or  lessen  tho  strain  upon  the  thread  in  its  passage  from  the  drawing  rollers  to  tho 
flyer  eye  ;  but,  till  recently,  without  any  degree  of  success.    The  only  improvement 
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that  the  yarn  is  compelled  to  rub  the  top  of  the  bobbin,  and  the  friction  thereby 
created  quickly  causes  it  to  become  rough ;  and  therefore  it  has  a  tendency  to  catch 
and  break  the  thread.  The  desirableness,  therefore,  of  having  a  clear  course  for  the 
yarn  was  evident,  and  this  improvement  that  "we  are  about  to  explain  produces  the 
effect  by  employing  what  is  called  a  coping  motion,  which,  like  that  used  in  mule- 
spinning,  preserves  the  layers  of  thread  upon  the  bobbin  ever  in  a  pointed  or  conical 
state,  and  therefore  self-supporting  without  the  aid  of  the  wooden  end  of  the  bobbin. 
Sec  Cotton  Spinning. 

The  arrangement  of  the  rollers  for  holding  and  drawing  the  slivers  or  rovings,  as 
well  as  the  plates  and  rollers  for  aiding  to  retain  the  twist  of  the  rovings,  in  order  to 
render  their  elongation  more  equable  when  to  be  drawn  dry  and  spun  iipon  the  older 
methods,  will  be  seen  in  Jig.  978. 

A  {fig,  978),  roving  bobbin ;  b,  back  or  holding  roller ;  c,  carrying  roller ;  d,  flat 
plate  with  a  slightly  curved  face  ;  the  carrying  roller  and  plate  are  so  placed  as  to 
cause  a  degree  of  friction  to  the  roving  when  passing  over  them,  so  as  to  retain  the 
twist,  and  thus  act  as  the  pins  in  the  '  gill  frames  ; '  e,  tin  conductor  for  contracting 
the  roving  at  the  moment  of  being  drawn  ;  /,  metal  roller ;  g,  wooden  roller  pressed 
against  the  drawing  roller  in  order  to  pinch  the  roving  ;  h,  lever  and  weight.  Wlien 
it  is  intended  to  wet  the  yarn  previously  to  twisting,  the  trough  i  is  used,  in  which  is 
water,  which  is  supplied  to  the  roller  g  by  the  capillary  attraction  of  a  piece  of  cloth 
immersed  therein,  and  bearing  against  the  roller  by  lever  k. 

The  machines  fol- 'wet '  spinning  are  of  a  very  different  construction  and  appear- 
ance; as  the  close  proximity  of  the  holding  and  drawing  rollers  prevents  the  inter- 
vention of  holding  rollers  or  friction  bars,  while  the  force  requisite  to  draw  the  rovings 
at  the  short  reaches  used,  varying  from  2^  to  4  inches,  requires  each  pair  to  be 
deeply  and  accurately  fluted  into  one  anotlfcr.  The  water  used  is  heated,  in  order 
by  the  expulsion  of  the  fixed  air  more  rapidly  and  completely  to  saturate  the  rovings 
while  passing  through  it.  The  following  drawings  and  description  will  bo  sufficient 
to  give  an  accurate  idea  of  the  principle  of  these  machines,  which  are  generally  20  to 
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980  A  AAA  (figs.  979  and  980),  framing; 

BB,  stand  for  roving  bobbins ;  c,  driving 
pulleys  fixed  upon  the  axle  of  cylinder  d, 
from  which  pass  endless  cords  to  drive 
the  spindles  e  e;  f,  step-rail  of  spindles ; 
G,  collar  rail  for  ditto ;  h,  bobbin  lifter ; 
1 1,  front  roller ;  K  k,  back  roller ;  l,  back 
pressing  roller ;  m,  top  pressing  roller 
(these  are  generally  made  of  box  ■wood, 
but  sometimes  of  gutta-percha);  k  n, 
levers  in  connection  vrith  the  excentric  to 
produce  the  rise  and  fall  of  the  bobbin 
lifter ;  o  o,  thread-plate  ;  q  q,  saddles  or 
transverse  bars  resting  on  the  axles  of 
tlie  back  and  front  pressing  rollers,  so 
that  one  lever  and  weight  acts  for  both 
by  the  connecting  rod  and  lever  rr,  which, 
in  order  to  cause  more  pressure  on  the 
drawing  than  on  the  back  roUer,  is  placed 
on  the  saddle  nearer  the  former  than  the 
latter.  1,  2,  3,  4,  5,  6,  7,  8,  train  of 
wheelwork,  by  which  the  movements  are 
distributed,  a  a  a,  the  trough  of  hot 
water  maintained  by  steam-pipes  at  the 
desired  temperature ;  b  b,  guide  rods  or 
pipes  to  ca,use  the  roving  to  pass  under  tlie 
water.  In  order  to  avoid  the  rollers  be- 
coming indented  by  the  roving  always 
passing  on  the  same  place,  they  are 
caused  to  traverse  the  breadth  of  the 
rollers  by  a  traversing  guide  rail,  moved 
by  an  excentric  at  the  worm  and  wheel  c  ;  d,  flyers,  and/,  spindles.  _  _ 

Here  it  may  be  proper  to  introduce  a  description  of  the  machines  for  twisting  the 
yarns  when  spun  into  '  threads'  used  for  sowing,  &c.    The  yarns  spun  for  this  pur- 
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poso  should  always  bo  made  of  a  somewhat  superior  description  of  line  to  that  em- 
ployed for  the  same  number  of  yarns  for  wearing,  and  have  rather  less  twist.  They 
are  generally  tjiken  while  wet  on  the  spinning  bobbins  to  the  twisting  frame,  and, 
when  combined  together,  the  union  is  effected  by  a  torsion  in  the  opposite  direction  to 
the  original  twist  of  the  separate  yarns. 

Heeling.  This  operation  consists  in  winding  the  yarn  off  the  bobbins  of  the 

spinning  or  twisting  frames,  and  forming  it  into  hanks  or  skeins.  The  various  deno- 
minations of  the  skeins  into  which  yarn  is  reeled,  and  then  the  forms  or  combinationa 
they  are  made  up  into,  are  as  follow : — 

The  lea  containing  300  yards 
10  leas  making  1  hank 
20  hanks    „  1  bundle 

6  bundles  „  1  packet. 

It  is  by  the  standard  lea  of  300  yards  that  the  description  of  yarn  is  known  from  the 
mmiber  contained  in  1  lb.  weight ;  thus,  No.  20  contains  20  leas  or  6,000  yards  for 
1  lb.  weight.  In  Scotland,  the  subdivisions  are  rather  different  from  the  foregoing, 
which  are  employed  in  England  and  Ireland;  the  lea,  however,  remaining  the 
same : — 

38  leas  make  1  spindle 
6    „     ,,     1  rand 
12  rands  „     1  dozen. 

The  reeling  is  performed  upon  exceedingly  simple  machines,  generally  put  in  mo- 
tion by  the  hand  of  the  person  attending  them,  though  sometimes  they  are  driven  by 
the  motive  power  of  the  factory.  The  reel  is  made  sufficiently  long  to  receive  twenty 
bobbins,  and  the  barrel  upon  the  yarn  is  wound  in  one  length  ;  the  diameter,  however, 
varies  so  as  to  suit  the  different  sizes  yarned  to  be  reeled.  For  the  coarsest  yarns  and 
down  to  16  and  20,  the  largest  circumference  is  used  of  3  yards  ;  from  that  to  about 
No.  100,  2i  yards;  and  for  the  finest  yarn  1|-  yard  is  found  most  convenient.  These 
various  circumferences  are  compensated  either  by  putting  a  great  number  of  threads 
into  each  '  tye,'  or  increasing  the  number  of  tyes,  so  that  opposite  to  each  one  of  the 
20  bobbins  an  entire  hank  should  be  formed  before  taking  the  yarn  off;  thus  at  each 
'  stripping,'  one  bundle  is  turned  off.  To  facilitate  the  stripping,  one  of  the  rails  of 
the  barrel  is  made  to  fall  in,  and  thus  slacken  the  hanks ;  care  is  taken  to  leave  the 
lea  bands  very  loose,  in  order  to  allow  the  yarn  to  be  spread  out  in  drying  and 
bleaching.  The  determinate  lengths  of  yarn,  when  wound  on  the  reel,  are  notified  by 
the  ringing  of  a  beU  connected  with  the  axle  of  the  barrel.  Fig.  981  below  shows  tha 
form  of  an  ordinary  hand-reel. 
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1  t-w  ^      reel  barrels;  c,  bos      tfoligh  to  deceive  etatotv 

Dobbins  &c.;  D  D,  bobbins  in  position  of  being  reeled;  e  %  guide  rails,  moveable  so 
as  to  place  the  leas  side  by  side  on  the  reel;//,  bell  wheels ;  ^,  bells  for  each 
reel  barrel  suspended  on  springs.  ^ 

To  these  hand-reels  there  are  many  obioctions  ;  for  it  is  evident  that  tTiA  nn^^^f 
ness  of  measure  depends  entirely  upoJ  the  attention  of  the  reeled  a  rthestoTn.^^^^^ 
ansing  from  the  breaking  of  a  thread  or  the  finishing  of  a  bobbin  intZipt  thfS^i 
all  the  others.   These  objections  rendered  i^necossfry  to  attempt    m  trnXratn, 
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of  the  system  by  tlio  introduction  of  a  rool  that  should  automatically  prevent  these 
causes  of  error.  Such  a  reel  was  patented  a  few  years  since,  and  is  now  in  general 
use  in  Scotland ;  it  is  so  contrived  as  to  have  the  ciipacity  of  stopping  itself  when  a 
thread  breaks,  when  a  bobbin  finishes,  and  leas  and  hanks  are  completed;  and  having 
but  four  or  five  bobbins  in  one  compartment,  the  stoppages  affect  but  few  at  a  time ; 
and  as  this  machine  can  be  worked  by  less  skilful  persons  without  possibility  of  error, 
much  saving  is  elFoctod  both  in  wages  and  material.  The  annexed  figure  (982)  shows 
the  principle  of  this  improved  reel. 

A  A  {fig.  982),  framing ;  n  reels  ;  c  c,  pendulums  on  which  are  hung  the  bobbins  to 
be  wound  off;  d,  driving  shaft  with  ratchet  wheels  opposite  to  each  pendulum,  so 
that  when  a  thread  breaks,  the  pendulum  to  which  it  is  attached  falls  into  the  ratchet 
wheel,  and  thus  stops  it. 

982 


The  drying  of  wet  spun  yams  should  always,  when  possible,  be  done  in  the  open 
air  by  spreading  the  hanks  upon  horizontal  poles  through  them,  with  another  similar 
pole  resting  inside  upon  their  lower  extremities,  in  order  to  keep  them  straight.  If 
artificial  heat  is  employed,  that  from  steam  or  hot  water  is  preferable,  and  it  should 
never  exceed  90°  Pahr.,  as  otherwise  the  yarn  is  apt  to  become  harsh. 

Making  up. — By  this  operation  is  first  produced  upon  the  yarns  a  certain  sof^ 
ness  and  suppleness,  and  then  the  hanks  are  folded  and  tied  up  in  conveniently-sized 
packages. 

In  order  to  give  the  yarns  that  soft  and  mellow  feel  so  agreeable  and  characteristic 
of  flax  yarns,  the  hanks  when  brought  from  the  drying  are  what  is  called  slaken 
down  and  pin-worked.  This  is  done  by  separating  a  few  at  a  time,  and  passing  them 
on  to  a  strong  arm  of  wood  fixed  to  a  wall  or  pillar,  when,  with  a  heavj'  baton  put 
through  them,  the  workman  proceeds  to  stretch  the  hank^  with  a  sudden  check  or 
jerk,  which  operation  he  repeats  in  two  or  three  places  so  as  to  thoroughly  straighten 
and  shake  them  loose ;  he  then,  using  the  same  baton  as  a  lever,  twists  them  lightly 
backwards  and  forwards  till  the  desired  degree  of  suppleness  is  obtained.  A  brush  is 
sometimes  used  to  aid  the  straightening  and  separating,  as  well  as  to  increase  tJie 
gloss  on  the  yarn.  The  hank  or  hanks  will  then  be  found  to  have  assiimed  a  flat 
shape,  as  on  the  reel,  which  facilitates  their  folding  with  a  dexterous  tmst  by  their 
middle,  when  they  are  laid  in  square  piles  upon  a  table  with  their  twisted  folds  one 
upon  another.  They  are  maintained  in  the  perpendicular  by  a  few  supports  fixed  in 
the  table.  Sometimes  these  packages,  which,  according  to  the  sizes  of  the  yarn,  con- 
sist of  from  quarter  of  a  bundle  to  five  or  six  bundles,  are  bound  together  by  some  oi 
their  own  hanks,  but  sometimes  by  cords  in  three  or  four  places  of  their  length,  it  is, 
however,  better  to  employ  a  bundling  press  than  an  ordinary  table,  as  the  yarn  can 
then  be  made  up  more  solidly,  thus  botli  improving  its  appearance,  and  Ciiusing  it  o 
occupy  less  space  for  packing  and  stowage.  The  bundling  presses  are  made  upon  ti  e 
same  principle,  but  on  a  smaller  scale,  than  those  used  for  making  up  the 
in  which  se^^^ng  threads  are  generally  presented  for  sale,  and  are  upon  the  follOAung 
construction  {figs.  983,  984) : — 
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Fig.  983,  front  view;  fig.  984,  profile,  a  a  a,  frame;  b,  table  or  flat  top  of 
frame;  c,  rising  table;  d  d,  iron  uprights  fixed  to  b;  e  e,  bars  hinged  at  one 
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end  to  uprights  d  d,  to  shut  across  the  press,  and  be  caught  and  latched  down 
by  the  spring  catch  i,  fixed  to  the  upright  d  along  one  side  of  the  press ;  r  f,  racks 
for  lifting  the  table  c  by  the  pinions  on  shaft  g  ;  h,  crossed  levers  for  turning  the 
shaft  G ;_  I,  ratchet  wheel  engaging  the  detent  k,  and  thus  retaining  the  shaft  g  in 
any  required  position,  and  thus  of  course  maintaining  the  pressure  of  table  c  against 
the  top  cross-bars  e. 

Weaving  is  the  operation  by  which  the  yarns  are  combined  into  textile  fabrics, 
such  as  canvas,  linens,  lawns,  drills,  damasks,  &c.,  and  a  great  variety  of  other  deno- 
minations of  articles  for  use  and  ornament. 

Hitherto  the  weaving  of  linens  has  been  carried  on  by  the  ancient  and  well-known 
hand  process,  so  ancient  and  so  well  known  as  to  place  the  operative  practising  it 
among  the  worst  paid  of  any  other  art.  Now,  however,  there  are  several  extensive  and 
thriving  establishments  where  machinery  has  taken  the  place  of  much  squalid  misery, 
and  at  much  cheaper  rates  produce  to  consumers  superior  articles,  and  still  afford  good 
payment  to  the  operative.  The  improvements  in  power-weaving  which  have  led  to 
this  result  are  not  founded  upon  one  or  even  a  few  successful  inventions  or  contri- 
vances, but  are  the  combination  of  a  great  many  that  have  occupied  much  time  to 
mature.  Many  difficulties  had  to  be  overcome  in  the  weaving  of  flax,  that  did  not 
exist  in  that  of  other  materials  ;  and  for  a  considerable  period  the  expense  of  linens 
rendered  their  consumption  so  limited,  as  to  make  their  production  by  power-weaving 
but  a  very  secondary  object.  The  greatest  obstacle  of  a  practical  nature  to  the  intro- 
duction of  the  power-loom  weaving  of  linens  was,  the  stubbornness  or  want  of  elasticity 
in  the  yarn,  which  caused  frequent  breakages  and  much  confusion.  In  woollen  or 
cotton  goods,  if  a  thread  or  yarn  should  chance  to  be  a  little  tighter  than  the  others  in 
the  warp,  its  elasticity  will  allow  it  to  come  up  to  the  general  bearing  of  the  others 
when  the  wcfb  is  struck  up  by  the  reed ;  but  in  linen,  from  the  want  of  that  elasticity, 
a  thread  so  situated  would  break,  and  by  crossing  some  others,  cause  those  also,  if  not 
to  be  broken  direct  by  that  circumstance,  at  all  events  to  produce  an  obstruction  to  the 
Shuttle  that  would  lead  to  further  mischief.  Hence  it  was  most  material  in  linens  to 
nave  such  a  method  of  winding  the  yarns  upon  the  warp  beams  that  should  insure  the 
greatest  regulanty  ;  but  strange  to  say,  that  point,  though  now  attained,  was  at  first 
whoUy  lost  sight  of.    That  circumstance,  as  well  as  the  great  mistake  of  attempting 

use  the  same  looms  as  are  found  suitable  for  cotton,  produced  so  much  discourao'e- 
ment  in  the  earlier  attempts  as  to  give  rise  to  a  high  degree  of  prejudice  against  the 
possibility  of  success  in  this  undertaking,  which  may  account  for  the  backwardness  in 
Which  this  branch  of  the  flax  manufacture  was  found  till  quite  recently. 
Tniicf  ^°^'^"S  ."I'ichine,  called  by  the  ingenious  inventor,  Mr.  W.  K.  Westlev  of 

Sawnfrl.?''''^^°''X^™"''.'''?™'  *°  Philosophical  induction  happily 

arawn  u:om_the  nature  of  the  material  itself,  and  accommodated  to  its  peculiar  consti- 
tution.  It  IS  remarkable  for  the  simplicity  of  its  construction,  and,  at  the  same  time 

0  0  2  • 
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Ihe  diagram, 986,  shows  this  in  explanation: 

A,  is  the  drawing  roller  of  the  roving 
frame  in  front  of  the  usual  comb, 

B,  tile  pressing  drawing  roller, 
c,  a  shallow  trough  of  water. 
B,  a  cylinder  heated  by  steam. 

E,  a  plain  iron  roller  for  winding. 

F,  a  bobbin  lying  loose  upon  the 
winding  roller,  and  revolving  upon  it 
by  the  friction  of  its  own  weight. 

The  roving,  or  sliver,  as  shown  by  the 
dotted  line,  after  leaving  the  drawing 
rollers  a,  b,  passes  through  the  water, 
in  the  trough  c,  which  softens  the  gluten 
of  the  fibres:  and  then  it  is  carried 
round  by  the  steam  cylinder  d,  which 
dries  it,  and  delivers  it  hard  and  tena- 
cious to  the  bobbin  f,  on  which  it  is 
mu-    •   4.1-      ^  1     ^   ,         ,     .  "^^ound  by  the  action  of  the  roller  E. 

ihis  IS  the  whole  of  the  mechanism  required  in  producing  the  sliver  rovinc 
All  the  complex  arrangements  of  the  common  cone  roving  are  superseded,  and 
tJie  machine  at  once  becomes  incomparably  more  durable,  and  easier  to  manage- 
''^l^'o  f  occupying  only  half  the  room.   A  frame 

spindles  ^^^^  rovings  suificient  to  supply  1,200  spinning 

This  machine,  though  here  described,  is  but  little  used,  being  capable  of  but  very 
limited  application.  ox-  j 

Combe  of  Belfast  has  lately  introduced  an  improvement  in  the  roving  frame  It 
consists  in  the  application  of  a  peculiar  expanding  pulley,  instead  of  the  cones  or 
discs  and  runners  which  have  hitherto  been  always  used  for  the  purpose  of  regulating 
the  take-up  of  the  bobbins.  It  is  evident  that  a  strop  of  2  or  3  inches  broad,  work- 
ing over  the  cones,  placed  with  the  small  end  of  one  opposite  the  large  end  of  the  other 
IS  ap  imperfect  and  rude  mechanical  contrivance,  and  that  there  must  be  a  constant 
straining  and  stretching  of  the  belts.  There  is  the  same  imperfection  attending  the 
discs  and  runners.  The  expanding  pulley  is  free  from  these  objections,  as  its  acting 
surface  is  a.  line  ;  and  therefore  it  works  with  the  greatest  accuracy,  while  it  is  also 
a  great  simplification  of  the  machine  generally.  In  rovings  for  flax  and  tow  it  is 
generally  driven  directly  from  the  front  roller,  by  which  means  a  large  number  of 
wheels  and  shafts  are  avoided  (fiff.  986). 

The  following  sketch  shows  the  arrangement  of  the  machinery  in  the  most  im- 
portant rooms  in  a  modern  flax  mill  of  7,000  to  8,000  spindles,  capable  of  producing, 
weekly,  about  1,900  bundles  of  line  yarn.  No.  25's  to  120's;  and  about  700  bundles  of 
tow  yarn.  No.  lO's  to  40's. 

There  are  three  systems  of  long-line  machinery  for  No.  26's  to  70's ;  two  systems  of 
cut-line  machinery  for  No.  lO's  to  120's  ;  and  three  systems  of  tow  machinerv  for  No. 
lO's  to  40's.  . 

The  building  is  56  feet  wide  and  162  feet  long;  which  is  a  very  suitable  and  con- 
venient size,  and  which  admits  of  the  most  economical  arrangement  of  the  machinery. 
The  following  is  a  description  of  the  machines  shown  in  the  preparing  room  {fiff.  987):  

A  A,  two  of  Baxter's  patent  sheet  hackling  machines  for  long  tow. 

B,  a  flax-cutting  machine. 

c,  one  of  -P.  Fairbairn  and  Co.'s  patent  double  line  of  holder  hackling  machines  for 
cut  line. 

D  D,  are  two  breaker  cards,  4  feet  diameter  x  6  feet  wide. 
E,  lap  machine. 

t  F  f ,  are  three  finisher  cards,  4  feet  diameter  x  6  feet  wide,  with  P,  Fairbairn  and 
Co.  s  patent  rotary  gill  drawing  heads  attached. 
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«  o  are  two  patent  rotary  gill  drawing  frames/or  long  tow,  12  slivers  e 
I  Ttwo  rtSgulating  r^^^    frames.  48  spindles  each,  for  long  tow. 

,  986 


J,  is  a  screw  gill  second  drawing  frame  of  3  heads  for  cut-line  tow. 

K,  is  a  screw  gill  third  drawing  frame  of  3  heads  for  cut-line  tow. 

L,  a  screw  gill  regulating  roving  frame  of  72  spindles  for  cut-line  tow. 

M  M  M,  are  three  long-line  first  drawing  frames  or  spreaders  of  4  bosses  each. 


987 


N  N  N,  are  three  long-line  second  drawing  frames  of  2  heads  each. 

0  0  0,  are  three  long-line  third  drawing  frames  of  2  heads  each. 

P  p  p,  three  long-lino  regulating  roving  frames,  60  spindles  each. 

Q  Q,  are  two  cut-line  spreaders  of  4  bosses  each. 

K  H,  two  cut-line  second  drawing  frames,  2  heads  each. 

s  s,  two  cut-lino  third  drawing  frames,  2  heads  each. 

T  T,  two  cut-lino  regxilating  roving  frames,  72  spindles  each. 
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Tho  spinning  voom  (fig.  988)  contains  34  Hpinning  frames  of  184  to  244  spindles 
each,  apportionea  to  tho  several  systems  as  doscribcd  below, 


988 
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I,  System  of  long-line  machinery  for  spinning  No.  25's  to  40's. 
1  Baxter's  patent  sheet  hackling  machine,  6  tools. 

1  spreader  or  first  drawing  frame,  4  bosses. 
1  second  di-awing  frame,  2  heads,  4  bosses  each. 
1  third  drawing  frame^  2  heads,  6  bosses  each. 

1  patent  disc  regulating  roving  frames,  60  spindles,  10  spindles  per  head,  8  inches 

X  4  inches  bobbin. 
6  spinning  frames,  2|  inches  pitch,  200  spindles  each,  1,000  spindles. 
The  production  of  this  system  is  about  66  bundles,  or  say,  420  lbs.  of  No.  30's  yam 
per  day. 

II,  Two  systems  of  long-line  machinery  for  No.  40's  to  60's. 

1  Baxter's  patent  sheet  hackling  machine,  8  tools. 

2  spreaders  or  first  drawing  frames,  4  bosses  each. 
2  second  drawing  frames,  2  heads  of  6  bosses  each. 
2  third  drawing  frames,  2  heads  of  8  bosses  each. 

2  patent  disc  regulating  roving  frames,  60  spindles  each,  12  spindles  per  head,  G 
inches  x  3^  inches  bobbin. 

10  spinning  frames,  220  spindles  each,  2^  inches  pitch,  2,200  spindles.  Produc- 
tion about  130  bundles,  or  472  lbs.  of  No.  55's  yarn  per  day. 

III.  Two  systems  of  three  cut-line  machinery  for  No.  40's  to  120's  (one  for  40's 
to  70'g,  and  one  for  70's  to  120's). 

1  flax  cutting  machine. 

1  P.  Fairbairn  and  Co.'s  patent  double  line  of  holder  hackling  machine. 

2  spreaders  or  first  drawing  frames,  4  bosses  each. 

2  second  drawing  frames,  2  heads  each,  6  slivers  per  head. 
2  third  drawing  frames,  2  heads  each,  8  slivers  per  head. 

2  patent  disc  regulating  roving  frames,  72  spindles  each,  12  spindles  per  head, 

6  X  3|  inches  bobbin. 
5  spinning  ftames,  220  spindles  each,  2J  inches  pitch  =  1,100  spindles. 
5  spinning  frames,  244  spindles  each,  1\  inches  pitch  =  1,220  spindles. 
Production  about  65  bundles  or  236  lbs.  of  No.  53's  yarn  per  day,  and  about  50 
,  bundles  or  105  lbs.  of  No.  95's  yarn  per  day. 

IV.  Two  systems  of  long-tow  machinery  for  No.  lO's  to  25's. 

1  breaker  card,  4  feet  diameter,  6  feet  wide,  doffed  by  rollers, 

1  lap  machine. 

2  finisher  cards,  4  fiset  x  6  feet,  with  P.  Fairbairn  and  Co.'s  patent  rotary  gill 
drawing  frames  attached. 

2  patent  rotary  gill  drawing  frames,  12  slivers  each. 

2  patent  rotary  gill  disc  regulating  roving  frames,  48  spindles  each,  8  inches  x  4 
inches  bobbin. 

3  spinning  frames,  184  spindles  each,  4  inches  pitch  for  No.  lO's  to  18's  =  552 
spindles. 

3  spinning  frames,  200  spindles  each,  2f  inches  pitch  for  No.  16's  to  25  s  =  600 
spindles. 

Production  about  39  bundles,  or  488  lbs.  No.  16's  per  day,  and  about  30  bundles 
or  312  lbs.,  No.  25's  per  day. 
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V,  One  systom  of  cut  tow  machinery  for  No.  25  s  to  40  s. ; 
1  breaker  card,  4  feet  diameter,  6  feet  wide,  doffed  by  combs. 
1  finisher  card,  with  P.  Pairbairn  and  Co.'s  patent  rotary  gill  drawing  frame 

attached.  ,     ,       i      i  v  j 

1  screw  gill  second  drawing  frame,  3  heads  each,  4  bosses  per  head. 
1  screw  "-ill  third  drawing  frame,  3  heads  each,  6  bosses  per  head. 
1  screw  gill  patent  disc  regulating  roving  frame,  72  spindles,  12  spindles  per  head, 

6  X  3  J  inches  bobbins. 
3  spinning  frames  of  220  spindles  each,  2^  inches  pitch  =  660  spindles. 
Production  about  36  bundles,  or  240  lbs.  of  No.  30's  per  day. 
The  reeling  is  generally  carried  on  in  the  attic  above  the  spinning  room,  and  the 
number  of  reels  required  is  about  the  same  as  the  number  of  spinning  frames. 


Summary  view. 

There  are  3,200  spindles  long  line,  producing  196  bundles,  or,  890  lbs.  of  yarn  per  day. 
1,152       „      long  tow,       „       78        „  800 
2,320       „       3  cut  line,      „      115         ,,         340  „ 
660      „       cut  tow,        „       36        „  240 

7,332  spindles  425  bundles    2,270  lbs.  of  yarn  per  day. 

A  more  effective  system  of  economy,  as  well  in  the  finish  of  raw  flax  as  in  the  make 
of  yarn,  has  been  satisfactorily  carried  on  for  years  past. 

The  old  mode  of  hand-scutching,  as  was  usual  in  farming  circles  in  earlier  times, 
had  many  drawbacks.  It  was  not  only  very  costly,  but  exceedingly  wasteful.  No 
matter  how  well  skilled  may  have  been  the  operators,  or  how  careful  they  were  of  the 
flax  straw,  serious  damage  was  often  done  to  the  fibre  in  course  of  the  scutching 
process ;  the  actual  weight  of  material  produced  having  rarely  exceeded  twenty  per 
cent,  of  the  original  produce. 

Nearly  two  hundred  years  ago  the  native  Irish,  as  weU  as  the  various  settlers  from 
England  and  Scotland  who  had  become  nationalised  in  every  peculiarity  of  taste  and 
habit,  were  still  plodding  on  as  their  fathers  had  done  in  the  ancient  track.  Lands 
were  only  partially  prepared  for  flax  culture ;  and,  although  a  few  of  the  more  forward 
growers  retained  the  traditional  desire  for  improvement  handed  down  from  the  days 
of  Lord  Strafford,  the  general  rule  was  to  take  little  more  pains  in  the  management 
of  the  flax  crop  than  was  then  usual  in  relation  to  corn  or  root  culture.  About  that 
time  the  cruelty  of  Louis  XIV.  was  thinning  France  of  some  thousands  of  its  Pro- 
testant people.  Persecution  waved  the  flag  of  intolerance.  Tyranny  held  its  carnival, 
and  whole  districts  were  depopulated.  Many  of  the  fugitives  fled  to  Ireland,  and  the 
greater  number  of  those  French  exiles  had  been  connected  with  manufacturing  in- 
dustry. Dublin,  Waterford,  Portarlington,  and  Limerick  welcomed  numbers  of  these 
people,  and  in  the  north,  Lisburn  and  Lurgan  formed  the  respective  resting-places  of 
others.  After  the  battle  of  the  Boyne  large  accessions  were  made  to  the  ranks  of 
the  Huguenots,  and  King  "William,  having  taken  great  interest  in  the  well-being  of 
the  settlers,  induced  Louis  Crommelin,  a  gentleman  of  immense  experience  in  the  linen 
manufacture,  to  leave  his  asylum  in  Amsterdam  and  come  over  to  Lisburn,  where  he  set 
him  at  the  head  of  the  people.  A  number  of  Hollanders  had  also  settled  there,  and  those 
men,  being  well  skilled  in  the  art  of  flax-growing,  were  placed  in  farms  which  the  lord 
of  the  soil  had  given  at  low  rents,  and  which  lands  were  set  apart  for  the  special 
culture  of  flax.  With  the  native  population  of  that  wide  district  of  Ulster,  the 
Dutchmen  and  Huguenots  formed  amicable  brotherhood.  Difference  of  creed  and  of 
country  was  never  permitted  to  create  social  warfare,  and  the  result  was  that  the  im- 
provements in  the  mode  of  cultivating  the  flax  grounds,  as  suggested  by  the  foreigners 
were  readily  adopted  by  the  Irish,  many  of  whom,  in  the  course  of  a  few  years,  showed 
by  their  skill  and  forethought  how  much  they  had  profited  by  the  lessons  of  their 
teachers.  M.  Crommelin,  as  director  of  the  linen  manufacture,  watched  with  intense 
interest  every  phase  of  progress,  and  with  the  means  placed  in  his  hands  for  that 
purpose  rewarded  to  the  utmost  of  his  power  the  leaders  of  his  industrial  army 

ihe  law  enacted  in  1701  for  the  encouragement  of  the  Irish  linen  trade  not  havinP' 
been  carried  into  effect,  a  new  Act  was  passed  by  Queen  Anne  in  ]  711,  and  a  number 
^  nobles  and  other  gentry  were  appointed  to  form  a  Board,  the  head-quart3of 
which  was  in  Dublin.  This  body  immediately  set  to  work,  and  in  the  firli  instence 
■commenced  operations  by  directing  special  attention  to  thegi-owth  of  a  qualitv  of^^^ 
finer  and  more  silky  in  texture  than  any  that  had  ever  before  been  raised  in^ljLSd' 
Better  machinery  for.  scutching  purposes  had  been  introduced  byl  CromLel^^^^^^ 
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Dutch  assistants  and  tho  Proncli  womon  having  boen  offered  largo  prcmiumB  for 
Bpinmng,  great  stimulus  was  given  to  the  culture  of  fine  flax.  In  1718,  M.  Crom- 
melin,  with  the  assistance  of  James  Turner,  a  Lurgan  carpenter,  succeeded  in  effecting 
considerable  improvements  in  tho  mechanism  of  tho  wheel  then  used  by  spinsterb 
This  machine,  wo  need  scarcely  state,  was  that  which  succeeded  the  ancient  distaff  and 
epindlo.  _  The  leader  of  the  Huguenot  colony  had  previously  purchased  some  hundreds 
of  spinning  wheels  in  France,  and  when  these  came  to  hand  ho  had  them  distributed 
among  the  women  and  girls  most  celebrated  for  ability  in  producing  fine  yarn.  But 
in  the  French  wheels  ho  found  it  necessary  to  make  certain  changes  in  order  to  adapt 
them  moro  especially  to  the  wants  as  to  the  peculiar  ideas  of  the  spinners.  On  tho 
improved  wheel,  however,  tho  native  Irish  as  well  as  the  French  settlers  spun  yarns  of 
a  degree  of  fineness  far  exceeding  anything  over  before  seen  in  Ulster, 
_  "We  have  no  authentic  data  on  which  to  found  a  correct  opinion  of  tho  area  under  cul- 
tivation in  Ireland  during  M.  Crommelin's  directorship.  Mr.  Dobbs,  who  wrote  in 
1728,  says  there  were  then  grown  in  tho  different  provinces  30,000  Plantation,  say 
about  47,000  English  acres.  Towards  the  close  of  the  century  the  breadth  had  been 
largely  extended,  and  the  imports  of  foreign  flax,  which  did  not  exceed  60,000  cwts.  in 
1700,  had  increased  to  260,000  cwts.  in  1799. 

A  new  era  was  then  setting  in  on  the  flax  manufacture.  The  Messrs.  Marshall  of 
Leeds  had  successfully  established  the  enterprise  of  spinning  that  fibre  by  mechanical 
power,  and  from  that  time  rapid  improvements  were  made  in  the  finish  of  material 
for  the  spindles.  The  preparing  process  known  as  hackling  was  then  in  a  comparatively 
backward  state ;  but,  as  tho  new  system  of  producing  yarns  extended  to  Scotland  and 
Ireland,  the  inventive  genius  of  tho  different  sections  of  the  British  Isles  was  called 
into  play,  and  before  the  first  half  of  tho  nineteenth  century  had  gone  by  every  single 
department  of  the  trade  showed  its  evidence  of  progress.  Among  the  leading  makers 
of  hackling  machines  we  have  the  Messrs.  Lowry  of  Manchester.  To  Mr.  George 
Lowry  the  trade  is  indebted  for  the  invention  of  that  great  improvement,  the 
vertical  wheel  hackling  machine.  Then  we  have  Messrs.  Combe  and  Barbour, 
S.  Cotton  and  Co.,  and  Mr.  George  Horner  of  Belfast.  Each  of  these  makers  has 
contributed  some  special  improvement  in  easy  working  and  simple  mechanism, 
and  several  of  them  show  a  high  rate  of  yield  of  lino  per  cent,  compared  with  other 
machines. 

Flax-spinning  by  steam-power  had  been  preceded  by  the  same  system,  but  in  which 
tho  works  were  driven  by  water ;  and  these  works,  generally  on  a  small  scale,  were 
attempted  in  various  parts  of  the  isles  of  Britain  before  the  end  of  last  century.  To 
tho  Messrs.  Marshall  of  Leeds,  the  Messrs.  Baxter  of  Dundee,  tho  Messrs.  Murland 
of  Castlewellan,  and  Messrs.  Mulholland  of  Belfast,  the  trade  is  indebted  for  the  first 
effective  introduction  of  the  steam-driven  flax-spindle.  For  a  long  period,  however, 
the  enterprise  of  mill-spinning  in  the  higher  numbers  of  yarn  was  confined  to  Leeds, 
and  in  the  coarse  numbers  to  Dundee.  In  1828  the  mill  at  Castlewellan,  Co.  Down, 
was  started  by  tho  brothers  Murland,  and  in  1830  the  first  bundle  of  flax  yarn  pro- 
duced in  Belfast  was  turned  off  tho  spindles  of  the  brothers  Mulholland.  In  1869 
there  wore  in  England  and  Wales  437,623  spindles ;  in  Scotland,  256,228  spindles ; 
and  in  Ireland,  894,273  spindles.  Forty-four  years  ago — 1830 — the  imports  of 
foreign  flax  into  the  United  Kingdom  amounted  to  944,500  cwts. ;  and  in  1873 
2,194,473  cwts.  were  landed.  In  the  meantime,  Ireland  had  become  the  chief  source 
of  home  supply.  Great  Britain  having  gradually  contracted  her  breadth  of  flax-lands 
until  tho  total  area  for  1873  was  narrowed  to  14,683  acres,  the  vast  proportion  of 
which  was  grown  for  seed  rather  than  for  fibre.  In  course  of  last  year  there  were  122,432 
acres  of  land  under  flax  in  Ireland,  producing  an  aggregate  of  406,950  cwts.  of 
marketable  material.  From  various  causes,  but  more  especially  unfavourable  seasons 
and  neglect  on  the  part  of  some  growers  of  preparing  the  soil  with  duo  care,  as  well 
as  want  of  care  in  selecting  tho  seed,  tho  yield  of  flax-lands  in  Ulster  fell  off  consider- 
ably. In  the  famous  season  of  1853  tho  average  produce  was  41  stones  to  tho  acre. 
That  rate  of  yield  fell  off  until  in  1869  only  19^  stones  were  raised,  and  in  tho  disas- 
trous season  of  1871  the  average  had  declined  to  about  15  stones  to  tho  acre.  This 
caused  tho  utmost  depression  in  farming  circles,  and  tho  very  unguarded  assertion 
made  by  a  member  of  tho  linon  trade  that  Ireland  was  '  flaxed  out'  began  to  be  looked 
utwn  as  a  practical  truth.  But  in  tho  season  of  1873  flax  crops  in  most  parts  of  the 
country  were  abundant  in  yield,  and  stiperior  in  quality.  Many  of  the  more  skilful 
flax  growers  in  Down  raised  80  stones  to  the  Plantation  acre,  and  m  other  counties 
oquallv  large  produce  was  reported. 

We  have  thus  given  full  details  of  the  flax  and  yarn  trades  down  to  1874.  Under 
tho  head  of  Linen  we  shall  note  tho  latest  improvements  in  the  make  of  goods  and  the 
mechanism  of  steam-looms. 

Our  trade  in  flax  will  bo  seen  by  tho  following  tables 
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IMPOBTS. 

Places 

1871 

1872 

J)resscd: 
x  roni  xvufaoia      •       •        •  • 
„     Germany  .... 
„     Holland  .... 
„     Belgiiun  .... 
„     Australia .... 
„     other  countries . 

cwts. 
6,316 
4,467 
18,792 
85,945 
14,192 
874 

£ 

16,486 
8,835 

46,341 
206,384 

18,838 
2,593 

cwts. 
2,875 
1,629 
26,460 
140,738 
3,467 
2,630 

£ 

6,236 
5,317 
86,351 
548,784 
5,280 
7,727 

Total  . 

130,586 

298,477 

176,789 

669,704 

Bough  or  Undressed : 
From  Russia  .... 
„     Germany  .... 

TToUand  ... 
„     Belgium  .... 
„     France  .... 
„     Egypt  .... 
„     Australia  .... 
„     other  countries  .       .  . 

1,420,633 
222,908 
117,054 
173,663 
11,156 
22,257 
37,152 
7,073 

3,216,611 
472,673 
340,233 
562,591 
24,463 
51,297 
46,336 
18,760 

1,115,804 
172,436 
88,473 
104,082 
11,680 
7,767 
7,468 
11,145 

2,690,610 
392,375 
264,682 
342,696 
29,299 
18,326 
10,634 
23,757 

Total  . 

2,011,896 

4,731,964 

1,618,855 

3,772,279 

Tow  or  Codilla  of  Flax  : 
From  Russia  .... 
,,     Germany  .... 
„     Holland  .... 
„     Belgium  .... 
„     France  .... 
„     Australia  .... 
„     other  countries .       .  , 

296,324 
16,561 
40,043 
78,600 
5,468 
6,734 
954 

523,583 
33  IfiO 

fJtJjX  \J\J 

60,278 
109,680 
8,096 
8,149 
2,041 

209,349 

19,988 
72,627 

4,302 

403,044 
00,000 
36,940 
96,782 

6,244 

Total  . 

444,684 

744,986 

325,326 

578,546 

EXPORTS. 

Countries  to  which  exported 

1871 

1872 

Dressed  and  Undressed: 
To  Belgium  .... 

„  France   

„  Portugal,  Azores  and  Madeira 
„  Spain  and  the  Canaries  . 
„  "United  States :  Atlantic 
„  British  India,  Bengal  and  Bur- 

mah  

„  other  countries     .  . 

cwts. 
2,528 
6,335 
1,019 
568 
13,043 

687 
1,123 

£ 

7,374 
14,232 
3,095 
1,666 
61,266 

3,362 
3,990 

cwts. 
5,406 

23,029 
3,416 

£ 

14,088 

137,541 
9,387 

Total  . 

26,203 

94,875 

31,861 

161,016 

^  , ,  S-^^»STONB.  A  micaceous  or  talcose  sandstone,  possessing 
considerable  elasticity,  bo  as  to  bend  to  and  fro  with  gentle  pressure.  It  is  found  in 
the  diamond-bearing  districts  of  Brazil,  in  the  United  States,  and  near  Delhi  Spa 
Akticulite  ;  Itacolumite. 

FI.EXIBX.E  SIX.VER  ORB.    A  name  for  Stephanite.    See  Silver 
oir  w^T" ,  ^^'^'■''^  '  Feuerstein,  Ger.)  A  massive  impure  varietv  of  siHna 

allied  to  chalcedony.    It  forms  a  connecting  link  between  quart^  and  opal  ILTt^ 
consists,  according  to  Fuchs,  of  an  intimate  mixture  in  varying  proportions  of  Jh«  ?Jn 
ilTLf  ^9^-t^«  crystalline  or  insoluble,  and  the  S.n!c?ys£Ce  or  sSubk 
the  latter  being  readily  separated  by  solution  of  caustic  pot^^sh.    O^ie  Llo,,S 
flint,  which  are  usually  various  shades  of  grey,  brown,  or  black,  are  entir^lv  IT  a 
b7  calcination,  the  flint  thus  becoming  white  Ld  opaque :  when'crthe  cofc^^^^ 
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,monly  roforrod  to  the  presence  of  organic  matter,  derived  probably  from  the  aesociatod 
■tossilH.    Although  sufficiently  hard  to  strike  copious  sparks  with  stool,  flint  is  very 
easily  brokoii,  splitting  with  a  flat  conchoidal  fracture,  usually  dull  on  the  surface- 
It  IS  feebly  ti-anslucent,  and  has  so  fine  and  homogeneous  a  texture  as  to  bear  polishini?" 
but  possesses  little  lustre.  ^  b> 

Plint  is  found  chiefly  in  the  form  of  nodular  masses,  of  very  irregular  and  frequently 
lantastic  shapes ;  and  of  various  sizes  up  to  a  foot  in  diameter.  These  musses  occur 
embedded  in  calcareous,  never  in  siliceous  strata ;  and  are  especially  abundant  in  the 
upper  beds  of  the  chalk,  which  have  hence  beon  termed '  Chalk-witl>flints.'  Although 
occasionally  arranged  in  layers  running  across  the  pkne  of  bedding,  as  in  the 
'  potstones '  of  Norfolk,  yet  as  a  rule  the  nodules  have  a  notable  tendency  to  dispose 
themselves  in  lines  parallel  to  the  direction  of  the  stratification ;  occasionally  they 
occur  so  close  together  as  to  unite,  and  thus  form  continuous  horizontal  bands  or  flat 
tabular  masses. 

Externally  the  flint  nodules  are  usually  coated  with  a  white  opaque  crust,  appa- 
rently aliceous;  whilst  internally  they  are  often  hollow,  the  cavities  sometimes 
containing  pulverulent  silica,  and  sometimes  being  lined  with  chalcedony,  or  with 
crystals  of  iron  pyrites  or  other  minerals ;  whilst  almost  universally  they  enclose  the 
remains  of  some  marine  organism,  commonly  a  sponge.  Indeed,  the  study  of  the 
microscopic  structure  of  flint  has  led  Dr.  Bowerbank  to  the  conclusion  that  all  flints, 
both  nodular  and  tabular,  contain  the  remains  of  spongeous  tissue,  which  appears  to 
have  acted  as  a  nucleus  or  centre  of  attraction  around  which  the  silica  was  deposited 
from  solution.  ... 

Plints  when  first  quarried  are  exceedingly  brittle,  and  are  commonly  humid  when 
broken,  but  by  exposure  to  the  air  they  gradually  acquire  toughness ;  hence,  when 
used  as  road-material,  they  should  never  be  laid  down  on  immediate  removal  from  the 
quarry. 

Flints  calcined  and  ground  to  a  powder  enter  into  the  composition  of  all  kinds  of 
fine  pottery,  and  were  formerly  employed  in  the  manufacture  of  the  finer  varieties  of 
glass,  hence  termed  '  flint  glass,' 

Flints  form  excellent  building  materials ;  because  they  give  a  flrm  hold  to  the  mortar 
by  their  irregularly  rough  surfaces,  and  resist,  by  their  nature,  every  vicissitude  of 
weather.  The  counties  of  Kent,  Essex,  Suffolk,  and  Norfolk  contain  many  substantial 
specimens  of  flint-masonry. 

Formerly  an  important  application  of  this  siliceous  substance  was  in  the  formation 
of  gun-flints,  for  which  purpose  it  was  cut  in  a  peculiar  manner.  The  following 
,  characters  distinguish  good  flint  nodules  from  such  as  are  less  fit  for  being  manu- 
factured :  the  best  are  somewhat  convex,  approaching  to  globular ;  those  which  are 
very  irregular,  knobbed,  branched,  and  tuberose,  are  generally  full  of  imperfections. 
Good  nodules  seldom  weigh  more  than  twenty  pounds  ;  when  less  than  two  they  are 
not  worth  the  working.  They  should  have  a  greasy  lustre,  and  be  particularly  smooth 
and  fine  grained.  The  colour  may  vary  from  honey-yellow  to  blackish  brown,  but  it 
should  be  uniform  throughout  the  lump,  and  the  translucency  should  be  so  great  as 
to  render  letters  legible  through  a  slice  about  ^th  of  an  inch  thick  laid  down  upon 
the  paper.  The  fracture  should  be  perfectly  smooth,  uniform,  and  slightly  conchoidal ; 
the  last  property  being  essential  to  the  cutting-out  of  perfect  gun-flints.  Although 
flint  locks  are  now  but  rarely  employed,  the  process  of  cutting  the  flints  to  shape 
possesses  much  interest. 

Four  tools  are  employed  by  the  gun-flint  maker. 

First,  a  hammer  or  mace  of  iron  with  a  squarehead,  from  1  to  2  pounds  weight,  with 
a  handle  7  or  8  inches  long.  The  tool  is  not  made  of  steel,  because  so  hard  a  metal 
would  render  the  strokes  too  harsh,  or  'dry,'  as  the  workmen  say,  and  would  shatter 
the  nodules  irregularly,  instead  of  cutting  them  with  a  clean  conchoidal  fracture. 

Second,  a  hammer  with  two  points,  made  of  good  steeLwell  hardened,  and  weighing 
from  10  to  16  ounces,  with  a  handle  7  inches  long  passing  through  it  in  such  a  way 
that  the  points  of  the  hammer  are  nearer  the  hand  of  the  workman  than  the  centre  of 
gravity  of  the  mass. 

Third,  the  disc  hammer  or  roller,  a  small  solid  wheel  or  flat  segment  of  a  cylinder, 
parallel  to  its  base,  only  2^  inches  in  diameter,  and  not  more  than  12  ounces  in  weight. 
It  is  formed  of  steel  not  hardened,  and  is  fixed  upon  a  handle  6  inches  long,  which 
passes  through  a  square  hole  in  its  centre. 

Fourth,  a  chisel  tapering  and  bevelled  at  both  extremities,  7  or  8  inches  long,  and  2 
inches  broad,  made  of  steel  not  hardened ;  this  is  sot  on  a  block  of  wood,  which  serves 
also  for  a  bench  to  the  workmen.  To  these  four  tools  a  file  must  be  added,  for  the 
purpose  of  restoring  the  edge  of  the  chisel  from  time  to  time. 

After  selecting  a  good  mass  of  flint,  the  workman  executes  the  four  following  opera- 
tions on  it : — 
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.,  Ha  breaks  the  blocJc.  Being  seated  upon  the  ground,  he  places  the  nodule  of  flint 
on  his  left  thigh,  and  applies  slight  strokes  with  the  square  hammer  to  divide  it  into 
smaller  pieces  of  about  a  pound  and  a  half  each,  with  broad  surfaces  and  almost  even 
fractures.  '  The  blows  should  be  moderate,  lest  the  lump  crack  and  split  in  the  wrong 


1 

on 


direction. 


.  2.  He  cleaves  or  chips  the  flint.  The  principal  point  is  to  split  the  flint  well,  or  to 
chip  off  scales  of  the  length,  thickness,  and  shape  adapted  for  the  subsequent  formation 
of  gun-flints.  Here  the  greatest  dexterity  and  steadiness  of  manipulation  are  necessary ; 
but  the  fracture  of  the  flint  is  not  restricted  to  any  particular  direction,  for  it  may  be 
chipped  in  aU  parts  with  equal  facility. 

The  workman  holds  the  liunp  of  flint  in  his  left  hand,  and  strikes  with  the  pointed 
hammer  upon  the  edges  of  the  great  planes  produced  by  the  flrst  breaking,  whereby 
tlio  white  coating  of  the  flint  is  removed  in  small  scales,  and  the  interior  body  of  the 
flint  is  laid  bare ;  after  which  he  continues  to  detach  similar  scaly  portions  from  the 


clean  mass. 

These  scaly  portions  are  nearly  in.  broad,  2^  in.  long,  and  ^th  of  an  inch  thick 
in  the  middle.  They  are  slightly  convex  below,  and  consequently  leave  in  the  part 
of  the  lump  from  which  they  were  separated  a  space  slightly  concave,  longitudinally 
bordered  by  two  somewhat  projecting  straight  lines  or  ridges.  The  ridges  produced 
by  the  separation  of  the  first  scales  must  naturally  constitute  nearly  the  middle  of  the 
subsequent  pieces ;  and  such  scales  alone  as  have  their  ridges  thus  placed  in  the  middle 
are  fit  to  be  made  into  gun-flints.  In  this  manner  tlie  workman  continues  to  split  or 
chip  the  mass  of  flint  in  various  directions,  until  the  defects  usually  found  in  the 
interior  render  it  impossible  to  make  the  requisite  fractures,  or  until  the  piece  is  too 
much  reduced  to  sustain  the  smart  blows  by  which  the  flint  is  divided. 

_  3.  He  fashions  the  gun-flints.  Five  different  parts  may  bo  distinguished  in  a  gun- 
flint  :  1.  The  sloping  facet  or  bevel  part,  whicli  is  impelled  against  the  hammer  of 
the  lock.  Its  thickness  should  be  from  two  to  three  twelfths  of  an  inch  ;  for  if  it 
were  thicker  it  woiild  be  too  liable  to  break ;  and  if  more  obtuse,  the  scintillations 
would  be  less  vivid.  2.  The  sides  or  lateral  edges,  which  are  always  somewhat 
irregular.  3.  The  back  or  thick  part  opposite  the  tapering  edge.  4.  The  under 
surface,  which  is  smooth  and  rather  concave.  And,  6.  The  upper  face  wliich  has  a 
small  square  plane  between  the  tapering  edge  and  the  back  for  entering  into  the  upper 
claw  of  the  lock. 

In  order  to  fashion  the  flint,  those  scales  are  selected  which  have  at  least  one  of  the 
above-mentioned  longitudinal  ridges  ;  the  workman  -fixes  on  one  of  the  two  tapering 
borders  to  form  the  striking  edge,  after  which  the  two  sides  of  the  stone  that  are  to 
form  the  lateral  edges,  as  well  as  the  part  that  is  to  form  the  back,  are  successively 
placed  on  the  edge  of  the  chisel  in  such  a  manner  that  the  convex  surface  of  the 
fimt,  which  rests  on  the  forefinger  of  the  left  hand,  is  turned  towards  that  tool 
Then  with  the  disc  hammer  he  applies  some  slight  strokes  to  the  flint  just  opposite 
the  edge  of  the  chisel  underneath,  and  thereby  breaks  it  exactly  along  the  edge  of  the 

CillS6l. 

4.  The  finishing  operation  is  the  trimming,  or  the  process  of  giving  the  flint  a  smooth 
and  equal  edge ;  this  is  done  by  turning  up  the  stone  and  placing  the  edge  of  its 
tapering  end  upon  the  chisel,  in  which  position  it  is  completed  by  five  or  six  slight 
strokes  of  the  disc  hammer.  The  whole  operation  of  making  a  gun-fiint,  to  describe 
which  so  many  words  are  here  used,  is  performed  in  less  than  one  minute.  A  good  work- 
man IS  able  to  manufacture  1,000  good  chips  or  scales  in  a  day  (if  the  flint  balls  be 
of  good  quality  ;  or  fiOO  gun-flints.  Hence,  in  the  space  of  three  days,  he  can  easily 
cleave  and  finish  1,000  gun-flints  without  any  assistance. 

The  manufacture  of  gun-flints  is  still  carried  on  to  a  limited  extent  at  Brandon,  in 
buttolk,  where  the  trade  has  been  established  for  several  centuries.  In  1870  there 
wore  three  masters  and  thirty  workmen  engaged  in  flint-working  at  Brandon. 

An  excellent  paper  on  flint-knapping  by  Mr.  J.  Wyatt  of  Bedford,  is  published  in 
Stovenss 'Flint  Chips' (1870).  A  description  of  the  processes  still  in  use  is  also 
En'(f8?2T  Implements,  Weapons,  and  Ornaments  of  Great 

h^tl  facility  with  which  flint,  in  spite  of  its  hardness,  may,  with  sufficient  practice 
eclS  1?  almost  any  given  direction,  yielding  fragments  with  sharpSne 

odg  s,  has  led  to  Its  employment  as  one  of  the  commonest  materials  of  thoseSe  ston! 
implements  which  have  in  all  ages  been  fashioned  by  savage  tribes  ignorant^  the  °- 
Lntt  .^l^V^^tiquaryhas  long  been  familiar  v^th  the  occurrenl  of 
monts  m  tumuli  or  ancient  burial-mounds ;  and  of  late  years  thev  h«vn  nlc^>T 
found  in  the  Pfahlbauten  or  pile-dwellings  i^n  the  Swiss  kkes  b  tL  K^t  °  T 
dings  or  Danish  shell-mounds;  in  bone-caverns,  &c.  Thrworked  flSf f  f  T^" 
these  situations  are  referred,  in  most  cases,  to  an  early  pre-hiroSc  peSd  kS^^^  To 
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archrDologists  as  the  '  stone-ago    a  poriod  apparontly  anterior  to  the  knowledfffl  r,f 

B^in  t  hr.^"^         J'f  ^t^^'-^g*^'  ^^i'^h  indicates  a  pW  o?^^^^^^ 

mition  rather  than  an  epoch  of  dofinito  date,  has  been  divided  by  Sir  John  LubWk 

a^e  Sr'neomS  "^"^^  "^'"'f'  'f'r'^  ^'^^Peetively  the  neoHthio\ni  the  pal.  mo 
SvTn  h^  ]  ™pl«™onts,  although  commonly  of  flint,  are  by  no  means  exclu- 
MYoly  so  ;  blood-stono  lade,  porphyiy,  and  indeed  any  stone  sufficiently  hard,  haVing 
been  also  employed.  In  form  they  present  considerable  variety,  comprising  axe's  o? 
celts,  knives,  scrapers,  shng-stones,  spear-heads,  arrow-heads,  and  the  like  f  manj  of 
XSrK^^^^^^^  ^^^^  highly-finished  forms,  and  ev;n  groLi 

reHnl  af  S^""  f  "tiquity  and  of  a  much  ruder  typo  than  any  of  these  polished 
It  I  -f  •  .I  f  sfcone-period  are  those  primitive  flint  implements  of  paleolithic  ago 
which  within  the  last  few  years  have  boon  found  in  deposits  of  drift-gravels,  frequently 
at  considerable  depths  and,  in  many  cases,  associated  with  the  remains  of  extinct 
mammalia— discoveries  which  have  excited  an  intense  interest  from  their  bearing  upon 
tbo  much-vexed  question  of  the  antiquity  of  the  human  race.  To  these  early  flint 
implements  attention  was  first  directed  by  the  lato  M.  Boucher  de  Perthes,  a  French 
antiquary,  wha  had  from  time  to  time  discovered  them  in  the  gravel-pits  in  the  valley 
of  the  Sommo,  chiefly  in  ,  the  neighbourhood  of  Amiens  and  of  Abbeville.  Although 
the  flrat  discovery  was  made  as  early  as  1841,  the  subject  attracted  but  little  notice 
until  the  year  1859,  when  the  locality  was  visited,  and  the  instruments  and  their  mode 
of  occurrence  described,  by  Messrs.  Prestwich  and  Evans.  The  deposits  in  which  these 
worked  flints  are  found  consist  of  stratified  sands  and  gravels,  often  of  considerable 
thickness,  resting  upon  an  eroded  surface  of  chalk,  and  referred  by  geologists  to  the 
pleistocene  or  post-pliocene  period;  a  time  when  the  climate  of  Northern  Europe 
was  considerably  colder  than  at  present,  and  when  these  latitudes  were  inhabited  by 
th0_  mammoth,  the  woolly  rhinoceros,  the  cave-bear,  and  other  mammalia  now 
extinct.  Tho  flint  implements  have  been  found  chiefly  in  the  lower  beds  of  these 
drift  deposits,  immediately  overlying  the  chalk,  and  frequently  beneath  a  thickness 
of  more  than  20  feet  of  undisturbed  sand,  brick-earth.  &c..  containing  shells  in 
some  places  marine,  in  others  land  and  freshwater,  together  with  tho  bones  and  teeth 
of  certain  extinct  mammalia,  but  never  with  the  remains  of  man.  It  should  be 
remarked  that  these  drift-implements,  unlike  those  of  the  more  recent  stone-age,  are 
formed_  exclusively  of  flint,  and  that  they  never  exhibit  the  slightest  trace  of  having 
been  either  ground  or  polished.  The  form  of  these  implements  is,  moreover,  quite 
characteristic.  But,  although  of  an  extremely  rude  type,  they  bear  quite  sufficient 
evidence  of  design  to  verify  them  as  the  results  of  human  workmanship  ;  whilst,  on 
the  other  hand,  their  extreme  antiquity  is  attested  not  only  by  the  position  in  which 
they  occur,  but  also  by  the  glossy  varnish-like  character  of  their  surface,  totally  unlike 
that  of  recently-fractured  flint.  The  possibility  of  their  having  been  modern  forgeries 
is  further  precluded  by  the  fact  that  many  of  them  are  coated  with  a  calcareous  in- 
crustation, and  that  they  occasionally  exhibit  on  tho  surface  dendritic  markings  pro- 
duced by  tho  slow  action  of  the  oxides  of  manganese  and  iron. 

Since  these  discoveries  have  been  made  in  the  valley  of  the  Somme,  flint-hatchets  of 
the  drift-typo  have  been  recognised  in  several  localities  in  this  country  and  elsewhere. 
Among  the  more  productive  English  localities  may  bo  mentioned  the  valley  of  the 
Little  Ouse,  Thetford,  Fareham,  Bournemouth,  the  Eeculvers,  and  the  valley  of  the 
Thames. 

FIiIxrT  GXiASS.    See  6i;ASS. 

FXiZirTT  SlbATE.  A  very  siliceous  black  schist,  often  containing  75  per  cent, 
of  silica.  It  is  used  as  a  '  touchstone '  for  testing  gold,  by  a  comparison  of  the  colour 
of  the  streak  made  by  the  metal.    See  Assay. 

PHTTERW  BARK.  The  bark  of  young  oak  trees,  which  is  distinguished  from 
coppice  bark  by  its  superior  quality,  and  also  from  the  bark  of  old  oak  trees,  known  as 
Umber  bark.    Flittern  bark  is  much  used  by  the  tanner. 

FXiO.a.T-STONE.  (Quartz  nectiquc,  Fr. ;  Schwimmstein,  Ger.)  A  light  con- 
cretionary or  cellular  form  of  silica,  sufficiently  open  in  texture  to  float  on  water. 

FZiOCK  and  FXiOCKS.  The  first  is  finely-powdered  wool,  used  when  dyed  of 
various  colours  to  prepare  paper  hangings. 

The  second  is  a  name  given  to  the  refuse  or  waste  of  cotton  and  wool,  and  is  used 
for  stuffing  mattresses. 

FStOCSL  PJA.PER.  Paper  prepared  for  walls  by  being  sized  in  tho  first  instance, 
either  over  tho  whole  surface  or  over  special  parts,  constituting  the  pattern  only,  and 
then  powdering  over  it  flock  or  powdered  wool  which  had  been  previously  dyed. 

FXiOOKAir  or  TPImVX.AJX.  Tho  name  given  by  the  Cornish  miners  to  veins 
filled  wholly  with  clay.  This  is  usually  applied  to  such  veins  or  lodes  as  are  at 
right  angles,  or  nearly  bo,  to  the  true  metalliferoua  lodes. 
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FXiOOB-CIiOTH  saAKriTPACTITRB  lias  become  of  lato  years  a  very  large 
brancli  of  trade.  The  cloth  is  a  strong  somewhat  open  canvas,  woven  of  flax  with  a 
little  hemp,  and  from  6  to  8  yards  wide,  being  manufactured  in  appropriate  looms, 
chiefly  at  Dundee.  A  piece  of  this  canvas,  from  60  to  100  feet  in  length,  is  secured 
tight  in  an  upright  open  frame  of  oaken  bars,  in  which  position  it  is  brushed  over 
with  glue  size,  and  rubbed  smooth  with  pumice-stones  ;  it  next  receives  the  founda- 
tion-coats of  paint,  two  or  three  in  number,  first  on  the  back  side,  and  then  on  the 
front.  The  foundation-paint,  made  with  linseed  oil  and  ochre,  or  any  cheap  colouring 
matter,  is  too  thick  to  be  applied  by  the  brush,  and  is  therefore  spread  evenly  by  a  long 
narrow  trowel,  held  in  the  right  hand,  from  a  patch  of  it  laid  on  just  before  with  a 
brusb  in  the  left  hand  of  the  workman.  Each  foundation-coat  of  the  front  surface  is 
smoothed  by  pumice-stone  whenever  it  is  hard  enough  to  bear  the  operation.  When 
both  sides  are  dry,  the  painted  cloth  is  detached  from  the  frame,  •coiled  round  a  roller, 
and  in  this  state  transferred  to  the  printing  room,  where  it  is  spread  flat  on  a  table, 
and  variously  figured  and  coloured  devices  are  given  to  it  by  wooden  blocks,  exactly 
.  as  in  the  block  printing  of  calicoes  or  papers.  The  blocks  of  the  floor-cloth  manufac- 
ture are  formed  of  two  layers  of  white  deal  and  one  of  pear-tree  timber,  placed  with 
their  grain  crossing  one  another  alternately.  There  is  a  block  for  each  colour  in  the 
pattern,  and  in  each  block  those  parts  are  cut  away  that  correspond  to  the  impressions 
given  by  the  others ;  a  practice  now  well  understood  in  the  printing  of  two  or  more 
colours  by  the  press.  The  faces  of  the  blocks  are  so  indented  with  fine  lines,  that  they 
do  not  take  up  the  paint  in  a  heavy  daub  from  the  flat  cushion  on  which  it  is  spread 
■with  a  brush,  but  in  minute  dots,  so  as  to  lay  on  the  paint  (somewhat  thicker  than  that 
of  the  house  painter)  in  a  congeries  of  little  dots  or  teeth,  with  minute  interstices  be- 
tween. Applied  in  this  way,  the  various  pigments  lie  more  evenly,  are  more  sightly, 
and  dry  much  sooner  than  if  the  prominent  part  of  the  block  which  takes  up  the  colour 
were  a  smooth  surface.  The  best  kinds  of  floor-cloth  require  from  two  to  three  months 
for  their  production. 

Prom  the  use  of  the  sulphate  of  baryta  with  the  white  lead,  sometimes  to  the 
extent  of  75  per  cent,  of  the  former,  not  merely  in  the  foundation-paint,  but  in  the 
subsequent  colours  with  which  the  canvas  is  painted,  there  is  a  very  general  com- 
plaint that  the  floor-cloths  for  halls,  &c.,  where  they  are  necessarily  exposed  to 
washing,  very  soon  lose  their  colours  and  become  bare,  the  barytes  washing  out,  and 
of  course,  removing  at  tlie  same  time  the  lead  and  other  colours.  '  ' 

The  same  principle  in  colouring  floor-cloth  is  now  applied  to  paper,  and  is  carried 
on  to  a  very  large  extent  at  Egham  under  the  patent  of  Mr.  Walton  The  oil  is 
there  first  dried  or  oxidised,  then  dissolved  in  naphtha  with  the  colouring  •  as  the 
naphtha  dries,  the  paper  is  ready  for  use.    See  Oxidised  Oil  ;  White  Lead 

PIORAJT.  A  mining  term;  tin  ore  scarcely  perceptible  in  the  stone:'  tin  ore 
stamped  very  small. — Pryce.  ,    "  wxo 

PIOS  PERSSI.  Coral-like  forms  of  aragonite,  or  carbonate  of  lime,  occurring 
especially  m  the  iron  mines  of  the  Eiseuerz  in  Styria. 

bvT?**  puddUng  furnace  is  the  fluid  glass  floating  upon  the  iron  produced 

by  the  vitrification  of  the  oxides  and  earths  which  are  present    See  Ikon 

FX.OSS-SIX.K  {Filoselle,  Bourre  de  soie,  Flcurct,  Pr.)  is  the  name  given  to  the 
b^tions  of  ravelled  silk  broken  off  in  the  filature  of  the  cocoons  which  s  <^rded 
like  cotton  or  wool,  and  spun  into  a  soft  coarse  yarn  or  thread,  for  making  bands 
shawls  socks,  and  other  common  silk  fabrics.  The  floss  or  fleur'et  as  first  Jbta^ed! 
Diust  bo  steeped  in  water,  and  then  subjected  to  pressui-e  in  order  to  extract  tliA 
gummy  matter  which  renders  it  too  hars^  and  si  Jt  for  th^  spinning  wheel  1^^^^^ 
be  ng  cbied  it  is  made  still  more  pliant  by  working  a  little  oil  into  it  with  th;  hands 

wheel  ^         ''"^""^'''^  '°       ^''^'^'^^  it      «P^^  upon  tSx 

Of  ht'ovfn^l^'f °f  ^'''"^^^  generally  wear  clothes  of  homespun  floss  silk, 
both  fn^T^    1  processes,  flne  fabrics  of  this  material  have  been  produced 

«n,?  ^f^,  ^J^«'  °f  manufactures  a  variety  of  sSa 

iSsJ^   ?ee  JeTsaJ      '  ^'^^^^^^^S  those  of  cac ^ 

See*'?n*t!*'  ^''''^ys^^^^^  meal  of  wheat,  and  of  any  other  corns  or  oerealia. 
and  The  Jill  fn'''^{ ''l  'f  f  ^i^^eptesents  the  total  chemical  constituents  of  the  flour 
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FLOWERS,  ARTIFICIAL 


WnKAT 

Bauley 

Hopeton 

Bed  Straw 

Old  Bed 
Lammas 

Chevalier 

Unknown 

Moldavia 

Potassa  . 
Soda 
Lime 
Magnesia 

Sesquioxide  of  iron . 
bulphuric  acid 
Silica 

Phosphoric  acid 

30-32 
0-07 

2-  51 
12-38 

0-08 
0-18 

3-  60 
49-22 

29-75 
0-64 
3-27 

13-75 
0-23 
0-60 
2-14 

49-58 

32-46 
4-53 
3-21 
9-56 
2-06 
0-32 
6-49 

40-57 

27-43 
0-05 
2-79 
8-67 
0-00 
2-72 
23-60 
26-01 

21-14 

1-  65 
7-26 

2-  13 
1-91 

30-68 
28-53 

31-56 
1-06 
1-21 

10-17 
1-02 
0-27 

24-26 

28-64 

The  produce  of  one  quarter  of  wheat  weighing  504  lbs.  is,  according  to  Mr,  Hard  of 
Dartford — 

Plour   392  lbs. 

Biscuit  or  fine  middlings  .       .       ,  .10 

Toppings  or  specks  8 

Best  pollard  15 

Fine  pollard  18 

Bran  and  coarse  pollard  ....  60 
Loss  11 

604  lbs. 

Vauquelin  has  given  the  following  as  the  results  of  his  examination  of  wheat 
flour : — 


Prench 

Odessa 
hard 

Odessa 
soft 

Paris  Flour 

Inferior 
Flour 

Starch  

71-49 

66-5 

62-00 

72-8 

67-78 

Gluten  ..... 

10-96 

14-55 

12-00 

10-2 

9-02 

Sugar  ..... 

4-72 

8-48 

7-56 

4-2 

4-80 

Gum  ..... 

3-82 

4-90 

6-80 

2-8 

4-60 

Bran  

2-30 

1-20 

Water  

10-00 

12-00 

10-00 

10-0 

12-00  . 

Adulterations  of,  to  detect. — The  first  method  is  by  specific  gi-avity.  If  potato  flour 
be  added,  which  is  frequently  done  in  France,  since  a  vessel  which  contains  one  pound 
of  wheat  flour  will  contain  one  pound  and  a  half  of  the  fecula,  the  proportion  of  this 
adulteration  may  be  easily  estimated.  If  gypsum  or  ground  bones  be  mixed  with 
the  flour,  they  will  not  only  increase  its  density  still  more,  but  they  will  remain  after 
burning  away  the  meal  as  ashes. 

The  second  method  is  by  ascertaining  the  quantity  of  gluten  which  the  suspected 
sample  will  afford,  as  described  in  the  article  Bread.  The  two  following  chemical 
criteria  may  also  be  employed : — ■ 

1st.  Nitric  acid  has  the  property  of  colouring  wheat  flour  of  a  flno  orange  yellow, 
whereas  it  affects  the  colour  neither  of  fecula  nor  starch. 

2nd.  Muriatic  acid  colours  good  wheat  flour  of  a  deep  violet,  but  dissolves  fecula 
or  starch,  and  forms  with  it  a  light  and  colourless  viscous  fluid,  decomposable  by 
alkalis. 

Sulphate  of  iron  renders  an  infusion  of  pure  flour  somewhat  yeUow,  and  imparts  a 
bottle-green  to  that  which  is  adulterated  with  bean  meal. —  {Lassaignc.)  Nitric  acid 
and  ammonia  poured  successively  on  good  flour  shows  nothing  remarkable  ;  but  bean 
meal  strikes  a  deep  red  colour. —  {Danny.) 

The  amount  of  ash  left  by  the  flour  has  been  proposed  by  Louyot  as  a  test  of  its 
purity.  He  says,  'Wheat  flour  yields  on  the  average  0-8  percent.;  rye  flour,  1-0; 
bean  and  pea  meal,  3  ;  linseed  meal,  10  per  cent,  of  ash.' 

FIiOWERS.  The  name  formerly  given  to  those  substances  which  were  obtained 
by  sublimation ;  as  the  flowers  of  sulphur,  the  flowers  of  Benjamin,  &c. 

FliO-WERS,  ARTIFICIil.Ii,  Manvfacture  of.  Tlio  art  of  representing  by 
flowers,  leaves,  plants,  &c.,  vogotablo  nature  in  her  ornamental  productions,  constitutes 
the  business  of  the  artificial  florist.   The  Italians  appear  to  have  been  the  first 
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people  in  Europe  who  excelled  in  the  art  of  making  artificial  flowers  ;  but  of  late 
years  the  French  have  been  most  ingenious  in  this  branch  of  industry. 

Kibbons  folded  in  different  forms  and  of  different  colours  were  originally  employed 
for  imitating  flowers,  by  being  attached  to  wire  stems.  This  imitation  soon  gave  way 
to  that  by  feathers,  which  are  more  delicate  in  texture,  and  more  capable  of  assuming 
a  variety  of  flower-like  flgures.  But  a  great  difficulty  was  encountered  in  dyeing  them 
with  due  vivacity.  The  savages  of  South  America  manufacture  perfect  feather  flowers, 
derived  from  the  brilliant  plumage  of  their  birds,  which  closely  resemble  the  products 
of  vegetation.    The  blossoms  and  leaves  are  admirable,  while  the  colours  never  fade. 

The  Italians  employ  frequently  the  cocoons  of  the  silkworm  for  this  purpose  ;  these 
take  a  brilliant  dye,  preserve  their  colour,  and  possess  a  transparent  velvety  appear- 
ance, suitable  for  petals.  Of  late  years,  the  French  have  adopted  the  finest  cambric 
for  making  petals,  and  the  taffeta  of  Florence  for  the  leaves.  M.  de  Bernardifero 
employs  whalebone  in  very  thin  leaves  for  artificial  flowers ;  and,  by  bleaching  and 
dyeing  them  of  various  hues,  he  has  succeeded  in  making  his  imitations  of  nature 
very  remarkable. 

Gutta-percha  dissolved  in  benzole,  and  freed  from  all  impurities,  will,  when  spread 
out  on  a  sheet  of  glass,  dry  into  a  beautifully  white  and  delicate  film,  of  great  strength, 
and  capable  of  receiving  any  colour.  This  has  been  employed  in  Paris  in  the  manu- 
facture of  flowers.  Vegetable  parchment  (paper  prepared  by  the  action  of  sulphuric 
acid)  has  been  employed  fbr  the  same  purpose  in  this  country.  See  Vegetablb 
Paechment. 

The  colouring  matters  used  in  flower-dyeing  are  the  following : — 
For  red ;  carmine  dissolved  in  a  solution  of  carbonate  of  potash. 
For  blue ;  indigo  dissolved  in  sulphuric  acid,  diluted  and  neutralised  in  part  by 
Spanish  whitening. 

For  bright  yellow ;  a  solution  of  turmeric  in  spirit  of  wine.    Cream  of  tartar 
brightens  all  these  colours. 
For  violet ;  archil,  and  a  blue  bath.    For  lilac ;  archil. 
The  aniline  colours  are  now  largely  used. 

Some  petals  are  made  of  velvet,  and  are  coloured  merely  by  the  application  of  the 
finger  dipped  in  the  dye. 
Artificial  flowers  imported  were  of  the  values  given  in  each  year : — 

"^Blne  Valne  Value 

1868    .    .    341,176/.       1869    .    .    365,407^.       1870    .    .  266,502/. 

In  1872  we  imported  from — 

^emany  4^657/. 

^elgium  18,966 

™ce   387,768 

Other  countries  149 


Total     ....  411,610/. 

PITTATES.  A  term  formerly  applied  to  the  compounds  now  called  fluorides,  on 
the  supposition  that  they  contained  fluoric  acid.  When,  however,  the  true  constitu- 
tion oi  this  acid,  as  a  hydrogen-compound,  was  determined,  it  became  evident  that 
the  substances  called  fluates  must  belong  to  the  class  of  so-called  haloid  salts,  and 
consist  therefore  of  the  element  fluorine  united  directly  with  a  metal  or  radical ; 
whence  they  are  properly  termed  fluorides.  Thus,  fluor-spar,  formerly  known  as  fluate 
01  lime,  IS  according  to  the  new  nomenclature,  a  fluoride  of  calcium ;  containing— 
fluorine,  487 ;  calcium,  51-3.  ^ 

Jlw!"!     ''^"^'^^.^^^  that  fluorine  has  a  strong  tendency  to  form  double  salts,  many 

Ci\rsXrrndai?mTni  — ^^^^^^'^  ^'"''^'^ 

Jfi^u^  CINDER.    The  cinder  from  the  reheating  furnace.    See  Iron  Mantj- 

Ste^n^""cornwlir''  containing  fluorine  and  aluminium,  found  at 

riUKEs.    See  Anchor. 
riUOR.    See  Fluor-Spae. 

by  m^?^f.f?^^^^'  *°  °ame  given  to  a  peculiar  phenomenon  rendered  evident 
anrnr  lfi?  °^  fluor-spar.  If  we  look  through  a  crystal  of  fluor-snar  it  wSl 
Son  thf  l  ""Z'  "'•■^y     '  at  it,  the  l?4t  fa IW 

S  stokrt  ^^^'^^  r  ^^11  beiiutifully  blu^oi  p3 

rrot.  Stokes,  to  whom  we  are  indebted  for  a  very  exact  examination  of  the  wMe  of 
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tho  phenomena  of  this  class,  rofors  this  effect  to  an  alteration  of  the  refraction  of  the 
ray  by  the  first  surface  upon  which  it  falls.  Sir  John  Herschol  first  drew  attention 
to  this  peculiar  condition  as  exhibited  in  a  solution  of  sulphate  of  quinine  in  water 
slightly  acidulated  with  sulpliuric  acid.  Here  we  hare  a  perfectly  colourless  solution 
when  we  look  through  it,  which  sends  back  to  tho  eye  fine  blue  rays  when  we  look 
at  the  surface  on  which  the  solar  rays  fall.  Sir  John  Herschel  referred  this  to 
epipohc  dispersion,  or  dispersion  from  the  first  surface  of  the  fluid  on  which  tho  light 
fell.  There  are  many  substances  which  appear  to  possess  this  property  of  altering 
the  refraction  of  rays,  or  are  fluorescent.  Beyond  this  brief  explanation,  we  cannot 
afford  space  in  this  dictionary  to  deal  with  the  subject.  We  must  refer  those 
interested  to  the  Philosophical  Tratisactions,  in  which  Prof.  Stokes's  communications 
appeared. 

FIiVORXXrE.  {Symbol,  F. ;  Atomic  weight,  19.)  The  elementary  base  of  hydro- 
fluoric acid,  which  has  never  yet  been  isolated. 

The  power  of  liberating  a  principle  from  fluor-spar  which  would  etch  glass  was 
known  as  far  back  as  1670 ;  Scheele,  in  1771,  examined  hydrofluoric  acid,  and 
regarded  it  as  an  oxygeu  compound  with  an  unknown  element.  Ampfere,  in  1810, 
determined  that  hydrofluoric  acid  was  a  compound  of  hydrogen  and  fluorine. 

Fluorine  combines  with  most  of  the  metals,  and  with  hydrogen,  boron,  silicon, 
sulphur,  and  phosphorus ;  with  chlorine,  bromine,  iodine,  and  oxygen,  it  exhibits  no 
tendency  to  unite.  It  has  been  suggested  to  employ  hydrofluoric  acid  in  the  purifi- 
cation of  beet-root  sugar ;  the  alkalis  present  in  the  juice  being  effectually  removed 
by  the  acid,  while  the  organic  matter  remains  imaffected. 

FIitrOR-SPAR.  {Chaitx  fluaiee,  Fr. ;  Fluss-Spath,  Ger.)  This  mineral  often 
exhibits  a  variety  of  vivid  colours.  It  crystallises  in  the  cubic  (monometric)  system, 
with  regular  octahedral  cleavages  ;  spec.  grav.  3-14  to  3-19  ;  hardness  =  4-0 ;  scratches 
calc  spar,  but  is  scratched  by  a  steel  point ;  iisually  phosphorescent  with  heat ;  at  the 
blowpipe  decrepitates  and  fuses  into  an  opaque  bead  ;  acted  on  by  the  acids  with  dis- 
engagement of  a  vapour  which  corrodes  glass  ;  its  solution  afibrds  precipitates  with 
the  oxalates,  but  not  with  ammonia.  Its  constituents  are,  fluorine,  48*7 ;  calcium, 
61'13  in  100. 

Fluor-spar  occurs  subordinate  to  metallic  veins ;  as  to  those  of  lead,  in  Derbyshire 
and  Cumberland ;  of  lead  and  copper,  in  Cornwall,  and  in  Saxony  and  Bohemia ; 
but  it  is  found  also  in  masses  or  veins,  either  in  crystalline  rocks,  associated  with 
quartz,  barytos,  &c.,  as  in  Auvergne,  Forez,  Vosges,  Norberg  in  Sweden ;  Norway ; 
Petersburg  ;  Gourock,  in  Scotland,  &c. ;  or  among  limestones,  slates,  and  sandstones, 
in  Derbyshire,  Cumberland,  Cornwall,  and  New  Jersey.  It  exists  also  in  the 
amygdaloids  of  Scotland,  and  in  the  volcanic  products  of  Monte  Somma  at  Vesuvius. 
The  variously-coloured  specimens,  called  Derbyshire  spar,  are  worked  upon  the 
turning  lathe  into  vases  and  other  ornamental  objects. 

A  very  beautiful  variety,  which  has  been  much  used  for  ornamental  purposes, 
known  from  its  colour  as  '  Blue  John,'  has  been  obtained  from  Tray  CliflP,  near  Castle- 
ton,  Derbyshire.  The  beautiful  colour  of  the  natural  fluor  has  been  successfully 
imitated  by  exposing  some  of  the  common  varieties  to  heat. 

Fluor-spar  is  employed  to  a  considerable  extent  in  the  production  of  hydrofluoric 
acid  and  for  etching  on  glass.  It  is  also  used  by  lead  smelters  as  a  flux.  The  beautiful 
phenomenon  of  fluorescence  is  so  named  from  the  fact  that  many  of  the  fluor-spars 
have  the  power  in  a  high  degree  of  thus  aflFecting  the  rays  of  light.    See  Fltjo- 

BESCENCB. 

FKirVIATXAE  (flimus,  a  river),  belonging  to  a  river. 

nxfx  (Eng.  and  Fr. ;  Fluss,  Ger.)  signifies  any  substance  capable  of  promoting 
the  fusion  of  earths  or  metallic  ores  by  heat.  White  flux  is  the  residuum  of  the  defla- 
gration, in  a  red-hot  crucible,  of  a  mixture  of  two  parts  of  nitre  and  one  of  cream  of 
tartar.  It  is  in  fact  merely  a  carbonate  of  potash.  Black  flux  is  obtained  when  equal 
parts  of  nitre  and  tartar  are  deflagrated.  It  owes  its  colour  to  the  carbonaceous  matter 
of  the  tartaric  acid,  which  remains  unconsumed  ;  the  quantity  of  nitre_  being  too  small 
for  that  purpose.  The  presence  of  the  charcoal  renders  this  preparation  a  convenient 
flux  for  reducing  calcined  or  oxidised  ores  to  the  metallic  state.  Limestone,  fluor-spar, 
borax,  and  several  earthy  or  metallic  oxides,  are  employed  as  fluxes  in  metallurgy. 

See  Metallurgy.  .  ,    „     .        i    , ,  t. 

TJtT  FOWBER.  Under  this  name  there  is  sold  on  the  Continent  the  black 
coloured  powder  obtained  by  the  spontaneous  oxidation  of  met<illic  arsenic  in  tho  air. 
Various  preparations  of  white  arsenic  are  used  for  the  same  purpose  in  this  country. 
King's  yellow  is  much  used ;  it  should  bo  made  by  boiling  together  sulphur,  lime, 
and  white  arsenic,  but  much  that  is  sold  is  merely  arsenic  and  sulphur  mixed. 

Obiecting  on  principle  to  tho  familiar  use  of  arsenic  and  dangerous  substances, 
ei  preference  may  he  given  to  a  suhstituto  for  the  above,  made  by  boiling  quassia  chips 
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into  a  strong  decoction  and  sweetening  with  loaf  sugar.  This  scorns  to  have  deadly- 
power  over  the  flies,  who  can  scarcely  quit  the  liquid  without  imbibing  a  deadly 
potion,  and  thoy  are  seen  to  fall  from  the  ceilings  and  walls  of  tho  rooms'  soon  after- 
wards. Many  of  these  compounds  for  killing  flies  are  supposed  by  thoir  odour  to 
attract  flies  into  the  rooms. 

Tho  inconvenience  to  manufacturers  and  others  from  flies,  may  be  obviated  in  many 
cases  where  apartments  are  required  to  be  kept  as  free  as  possible  from  them,  by  re- 
ference to  facts  recorded  by  Herodotus,  of  fishermen  surrounding  themselves  with 
their  nets  to  keep  oS" the  gnats.  We  are  indebted  to  William  Spence,  Esq.  F.K.S.,  for 
some  very  curious  particulars  respecting  the  common  house  fly  communicated  in  a 
paper  to  the  Entomological  Society.  The  common  house  fly  will  not  in  general 
pass  through  the  meshes  of  a  net.  The  inhabitants  of  Florence  and  other  parts  of 
Italy  are  aware  of  this  fact,  and  protect  their  apartments  by  hanging  network  up  at 
the  windows ;  thus  at  all  times  the  doors  and  windows  may  be  kept  wide  open  by  hang- 
ing a  light  network  over  the  aperture.  The  meshes  may  be  of  considerable  width, 
say  enough  for  several  flies  on  the  wing  to  pass  through,  and  no  fly  will  attempt  to  pass, 
unless  there  be  a  strong  light  (another  window  opposite,  or  reflection  from  a  looking- 
glass).  A  knowledge  of  this  simple  means  of  protection  from  flies  on  the  wing  may 
prevent  inconvenience  from  these  intruders,  and  obviate  the  necessity  for  poisons  to 
destroy  them. 

POBDER,  is  the  name  of  a  weight  by  which  lead  and  some  other  metals  wore  sold 
in  this  country ;  but  it  is  now  rarely  used.  It  varied  in  its  amount  in  different 
parts  of  the  kingdom,  being  IQi  cwts.  at  Hull ;  21  cwts.  at  Newcastle ;  22  cwts.  at 
Stockton  ;  24  cwts.  in  Derbyshire. 

FOZX.S.  Thin  sheet  copper  silvered  and  burnished,  and  afterwards  coated  with 
transparent  colours  mixed  with  isinglass,  employed  by  jewellers  to  improve  tlio 
bnlhancy  of  pastes  and  inferior  stones.  The  foil  is  inclosed  in  the  setting,  and  entirely 
covers  the  back  of  the  stone,  to  which  it  imparts  much  of  its  own  brilliancy. 

FOX;iaT£:b  TEHB-RlirM.   See  Nagyagite. 

POW'BUS.  The  name  given  by  the  French  to  a  particular  style  of  calico-printing 
resembling  the  rainbow,  m  which  the  colours  are  graduated  or  melted  (fondus)  into 
one  another,  as  in  the  prismatic  spectrum.  See  Calico  Printing  for  a  description  of 
the  process.  ^ 

POIffTAlKTBBlBAW  SAWBSTOBirE.  This  stone  consists  of  grains  of 
siliceous  sand,  agglutinated  by  carbonate  of  lime :  the  carbonate,  in  spite  of  its 
association  with  the  sand,  ci^stallises  in  bold  rhombohedi-al  forms.  In  specimens 
from  the  forest  of  Fontamebleau,  in  France,  the  proportion  of  silica  may  reach  50  or 
oO  per  cent. 

FOOB.   See  NuyHiTioN. 

r,l«^f ^'^^""^  cynafium,  a  very  poisonous  umbelliferous 
plant,  common  m  Britain,  and  occasionally  mistaken  for  parsley 

v«^f .°;?^"'^"^^^'    "^'T^.  ^f""-         '  ^^^1 '  °f  the  rock  under  the  mineral 

vein.  It  is  as  commonly  called  th.6  under -laying  wall. 

&Zui^''^^'^'  "  """"'^  ^''^'''''^^  tho  miners  descend  and 

Atac^mf  \  ^  •'^'^''°t'  ^^«^,°ate  of  nickel  and  cobalt,  from  the  Desert  of 

^fs  Scribed  ^^"^  ^'^^l^^^'      ^1^°°^  it 

isffSfSth^sTm!"    '''^  '^^'^  '^"^^  ^^^^^^ 

unP^ng  Ui^^wSaTS^^^^  ^^^^^^^^^ 
with°chfs^^ri^«f f  ^  ''^^g^^l^ceous  laminated  shelly  limestone,  alternating 
OoL  ^^Tn  w\  o       T^'''°?^°"^''  one  of  the  upper  portions  of  the  Lower 

bence  its  nale  ' 0^°^<^«hire,  the  finer  bands  are  quarried  as  marble. 

wrSlmn^?f"  ^""^       '  ^r^i'.^'^-)  i«  ^^'^  either  of  the  furnace,  where 

«hinRling  ni!ll.   £  w  '^^^'^  ^  '"^''^'^  ^"^"^^  ^ 

is  SSr'wL'l  r  n"^^'  truck-forge  of  a  very  commodious  construction,  a 
meansof  EoTandt  ^l'  P^««««d  down  by  a  helical  spring,  and  worked  by 

semicircular  l  v°f,;^t7'fh  horizontal  shaft  c,  with  its  two  attached 

at  K.    The  hearth  Z   i  ^'-^ '°  P'P?  conducts  the  blast  to  the  nozzlo 

fixed  to  tho  ^  ^  ""^'"''''■'^  ^th  a  thin  fire-tilo  or  with  cinders,    p  is  -i  x^cl 

pu  pos^so^a  siir'"^^^^'^^^^    ™^  apparatus  answers  al  the  ordinary 
Vox,.  U    '  '"^''^  '        ■'  '^^'1  ^«  P^e^ljjrly  adapted  to  ships,  and  to  tlie  o^ocuS 
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of  ongineeriiig  jobs  upon  railwuyH,  or  in  tlio  country.    The  height  is  2  feet  6  inches  • 
the  length  is  2  foot  9  inches ;  tlio  width  2  feet ;  weight  about  2  cwts. 

Holtzapffel  describes  another 
portable  forgo  of  his  own  con- 
struction, possessing  many  ad- 
vantages. 

With  the  manipulations  of 
the  forge,  it  is  not  the  province 
of  this  work  to  deal. 

FORK,  a  mining  term.  A 
mine  is  said  to  be  'in  fork,'  or 
an  engine  to  have  the  '  water  in 
fork,'  when  all  the  water  is 
drawn  out. 

FORIMCATES.  Compounds 
with  formic  acid.  See  Watts's 
'  Dictionary  of  Chemistry.' 

FORMATION-.  When  em- 
ployed in  a  geological  sense  it 
signifies  a  group  of  rocks,  referred 
to  a  common  origin,  or  belonging 
to  the  same  period. 

FORMIC   ACID.  {Acide 
formique,  Fr. ;  Amisens'dure, 
Ger.)   The  acid  which  exists  in 
the  bodies  of  ants,  associated 
with  malic  acid. 

Pormic  acid  was  obtained  artificially,  originally  by  Fisher  of  Leeds  in  1670,  and 
subsequently  by  Dr.  Hulse,  by  distilling  red  ants. 

It  may  be  prepared  by  boiling  1  part  of  starch  with  4  of  sulphuric  acid,  and  4  of 
water,  allowing  the  liquor  to  cool,  and  adding  gradually  4  parts  of  the  black  oxide 
of  manganese,  and  distilling.  For  the  reactions  which  take  place,  see  Watts's  '  Dictionary 
of  Chemistry.'  Its  formula  is  C*HO',HO  (CH^O^).  It  is  a  clear  colourless  fluid,  which 
crystallises  below  32°  Fahr.,  into  brilliant  plates. 

FORMUIi.s:,  CHBMICAIi.  The  term  formula,  in  ordinary  chemical  language, 
is  always  understood  to  mean  the  collection  of  symbols  indicating  a  rompound 
substance.  Thus,  if  we  allude  to  the  letter  or  letters  indicating  an  element,  we  say  its 
symbol ;  but  if  we  are  speaking  of  a  compound,  we  say  its  formula.  It  appears  that 
some  short  notice  of  the  principles  upon  which  the  construction  of  chemical  formulae 
depends  is  necessary  to  enable  those  who  are  not  familiar  with  chemical  language  to 
understand  the  few  formulae  employed  in  these  volumes.  For  a  complete  account 
of  the  philosophy  involved  in  the  construction,  consult  '  Watts's  Dictionary  of  Che- 
mistry.' The  symbols  of  all  the  elements  will  be  found  under  the  head  '  Atomic 
Weights.'  In  constructing  formulae  there  are  several  rules  to  be  observed,  the 
neglect  of  which  will  lead  to  misapprehension  of  the  meaning  intended  to  be  con- 
veyed. Substances  in  the  most  intimate  union  are  expressed  by  placing  the  symbols 
in  juxtaposition.  Tlius  oxide  of  lead  is  represented  by  PbO,  dry  sulphuric  acid 
(sulphuric  anhydride)  by  SO',  acetic  acid  by  C*H*0*.  But  where  a  compound  is  to 
be  expressed  which  is  itself  formed  by  the  union  of  two  compounds  of  the  class  first 
mentioned,  such  as  an  acid  and  a  base,  a  comma  is  placed  between  them ;  thus, 
sulphate  of  lead  is  PbO,SO^  nitrate  of  copper  CuO,NO=,  The  number  of  atoms, 
when  more  than  one  enters  into  a  compound,  is  expressed  by  writing  the  number  on 
the  upper  part  of  the  right  hand  of  the  element.  But  if  only  one  atom  is  to  be  ex- 
pressed, the  mere  symbol  is  written.  Thus  oxide  of  copper  is  CuO,  bvit  the  sub- 
oxide is  Cu'O.  If  preferred,  the  number  multiplying  the  atom  may  be  written  at  the  _ 
lower  right-hand  corner  of  the  symbol ;  CujO,  and  Cu=0  are  identical  in  meaning. 
If  it  be  intended  to  multiply  a  formula  not  containing  a  comma  or  any  other  sign, 
such  as  SO';  G^WO\  &c.,  the  number  is  to  be  written  on  the  left  hand  of  the 
formula,  and  is  to  be  made  larger  than  would  be  the  case  if  it  merely  multiplied  the 
atoms  of  an  element.  Thus  two  atoms  of  oxide  of  lead  are  written  2PbO ;  three 
atoms  of  acetic  acid,  3C<H<0*.  But  it  is  to  be  remembered  that  a  number  placed 
on  the  left  hand  of  a  symbol  or  formida  only  multiplies  as  far  as  the  first  comma  or 
sign,  so  that  if  wo  wish  to  multiply  a  formula  containing  a  comma  or  other  sign,  the 
formula  must  be  placed  between  parentheses.  Thus  two  atoms  of  sulphate  of  lead 
are  written  2(PbO,SO='),  If  it  be  intended  to  express  the  fact  that  one  substance  is 
to  be  added  to  another,  with  a  view  to  the  production  of  a  given  compound  or  reaction, 
the  substances  to  bo  added  together  are  connected  by  a  plus  sign.   For  example. 
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suppose  it  be  necessaiy  to  express  the  fact  that  one  equivalent  of  oxide  of  lead  added 
to  one  equivalent  of  sulphuric  acid  produces  sulphate  of  lead,  we  -write,  PbO  +  SO' 
forms  sulphate  of  lead.  But  it  is  more  usual  and  brief  to  put  down  the  terms  con- 
nected by  the  plus  sign  followed  by  the  sign  of  equality,  and  then  the  formula  of  the 
resulting  compound,  thus  :— PbO  +  SO' =  PbO.SO^  A  collection  _  of  symbols  ex- 
pressing the  nature  of  a  reaction  or  decomposition,  the  two  terms  being  united  by  the 
symbol  of  equality,  is  called  an  equation.  Equations  are  of  the  highest  value  to  the 
chemist,  as  enabling  him  to  express  in  the  simplest  possible  manner  the  most  com- 
plicated reactions.  Moreover,  these  equations  enable  us  to  see  at  a  glance  the  trua 
nature  of  a  decomposition.  To  take  a  simple  case,  namely,  that  of  the  decomposition 
of  terchloride  of  antimony  by  carbonate  of  ammonia,  we  have 

SbCP  +  3(NH^O,C02)  =  SbO'  +  3NH*C1  +  SCO^. 

Or,  in  words,  terchloride  of  antimony  plus  three  equivalents  of  carbonate  of  ammonia, 
yields  one  equivalent  of  teroxide  of  antimony,  tliree  of  chloride  of  ammonium,  and 
three  of  carbonic  acid  (carbonic  anhydride). 

The  above  illustrations  will  suffice  to  show  the  principles  upon  which  formulae  and 
equations  expressive  of  chemical  decompositions  are  constructed.  In  writing  equa- 
tions showing  the  metamorphoses  of  substances  with  which  it  may  be  supposed  the 
"reader  of  them  may  not  be  very  fully  acquainted,  it  is  proper  to  place  beneath  them 
the  names  of  the  substances  in  full ;  thus  :  in  writing  the  change  supposed  to  be  ex- 
perienced by  amygdaline  under  the  influence  of  a  ferment  which  does  not  itself  con- 
tribute any  substance  to  the  reaction,  we  might  say  : — 

C"H2'N0«   +  4H0  =  G^*R^O^  +  C^NH  +  2C'2Hi20" 


Amygdaline  Bitter  almond   Prussia      Grape  sugar, 

oil.  oil.  acid. 

In  writing  the  formulse  of  substitution-compounds,  it  is  convenient  to  place  the 
replaced  and  replacing  substances  in  a  vertical  line,  so  as  to  indicate  at  a  glance  the 
substitution  which  has  taken  place.  As  an  illustration,  we  shall  place  side  by  side 
the  chemical  type  ammonia  and  some  bodies  derived  from  it  by  substitution. 

fC'H"      ro^H'      rc^ff      rem'      rpt  rem' 

T^i    H  C^H'     N<^  C^H'  H  pt    P<^  C'H' 


Ammonia.  Methylamine.  Bimethy-    Trimethy-     Aniline.    Platina-  Triphosphme- 

lamine.        lamine.  mine.  thylamine. 

In  the  first  of  the  above  formulae  we  have  the  type  or  starting  point,  ammonia  itself, 
in  tne  next  we  find  one  atom  of  hydrogen  (two  volumes)  replaced  by  one  atom  (two 
volumes)  of  the  radical  methyle.  In  the  third  we  find  two  atoms  of  hydrogen 
replaced ;  and  m  the  fourth  illustration  all  three  have  been  replaced  by  methyle.  The 
mtn  tormula  is  that  of  ammonia,  in  which  one  atom  of  hydrogen  is  replaced  by 
paenyle,  forming  phenylamine,  or,  as  it  is  more  usually  termed,  aniUne.  The  sixth 
Illustrates  a  very  peculiar  substitution.  In  it  we  find  two  atoms  of  hydrogen  replaced 
bytho  plahmcum  of  the  late  illustrious  chemist,  M.  Gerhardt,  who  regarded  platinum 
as  entering  into  substitutions  with  two  atomic  weights,  as  if  it  were  two  metals.  The 
^^^f.Pf  tinum  of  chemists  generaUy,  its  atomic  weight  being  99  (and  its 
S,/  r/i  i  .  I  Platmosum.  The  other  being  platmicum  (pt),  with  an  atomic 
weight  half  that  of  vlatinosum,  namely,  49-5.  The  last  formula  is  that  of  tlie  singular 
case  tnphosphmethylamine.  In  it  we  see  the  nitrogen  of  the  original  type  replaced 
by  phosphorus,  and  each  atom  of  hydrogen  by  methyle. 

1i«  ir'V^l^''^^  ^^^^^^  ^^"^^^^^  in  his  endeavours  to  recollect  chemical  formula,  if 
fnl^o^  ^  ™^™°7  the  pnncipal  types  and  the  substances  which  are  regarded  as 
tormed  on  their  model.  The  following  are  those  which  are  best  established  7- 
rr^^Jl^%  T  f  "-^  WA^er.— This  type  is  wi-itten  in  such  a  manner  that  the  replaeo- 
rWni  ^  hydrogen  can  be  distinctly  seen.  By  its  side  are  placed  a  few  of  the 
BUDstances  formed  on  the  same  model. 

Two  atoms  tt  i   j.    s     k  ^ 

of  water.      An.hV  ai„...,  Hydrate  of  Anhydrous 


Acetic  acid.        Alcohol.  Ether.  potash. 


potash. 


'K 

In  the  above  simple  illustrations  of  the  type  water  we  have,  in  the  case  of  acetic 


H  H  2 
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acid,  ono  ntom  of  hydrogon  roplacod  by  tlio  oxidisod  radical  acetyle,  C*H'0',  and 
tho  otlior  by  ono  utora  of  basic  hydrogen.  I3y  '  basic '  hydrogen  is  meant,  that  it  acts 
the  part  of,  and  can  bo  replaced  by,  a  metal.  The  opinions  of  chemists  with  regard 
to  tho  nature  of  the  radical  existing  in  acetic  acid  are  divided.  Some  consider  the 
ucid  as  tho  hydra  ted  tcroxide  of  tho  non-oxidised  radical  acetyle  (C*K'),  and  therefore 
write  its  formula  C'H^O^  +  HO.  But  as  tlie  chloride  of  the  oxidised  radical  can  be 
isolated,  wo  cannot  doubt  its  existonco.  Moreover,  there  is  no  doubt  of  the  existence 
of  the  other  radical,  C'll',  because  we  find  it  replacing  hydrogen  in  the  base  acety- 
laniino.  See  Acktylamink.  I3ut  the  conclusion  must  be  drawn  from  these  facts 
that  there  are  two  radicals,  ono  existing  in  acotic  acid  C*H^O^,  which  Williamson 
calls  othyle,  and  another,  sometimes  called  vinyle  G^W,  which  exists  in  aldehyde,  in 
olofiant  gas,  and  several  other  bodies.  The  radical  in  acetic  acid  Ib,  consequently,  not 
C^IP,  but  C'PPO^ 

Tho  next  illustration  is  that  of  alcohol,  which  consists  of  two  atoms  of  water,  in 
wliich  one  atom  of  hydrogon  is  replaced  by  othyle,  and  the  other  by  hydrogen.  Ether, 
on  the  other  hand,  is  derived  from  the  same  type,  both  atoms  of  basic  hydrogen  being 
replaced  by  othyle.  Hydrate  of  potash  and  anhydrous  potash  will,  after  what  has  been 
siiid,  explain  themselves.  It  will  be  seen  that  in  all  these  illustrations,  the  same 
vapour-volume  is  preserved,  and  by  this  means  tho  apparent  anomaly  of  ether  and 
alcohol  being  of  different  vapour-volumes  is  removed.  While  the  type  two  atoms  of 
water  (  =  4  volumes)  has  an  actual  existence,  it  remains  for  chemists  to  discover 
whether  wo  are  justified  in  receiving  as  types  bodies  which  have  no  real  existence, 
such  as  three  atoms  of  water. 

Type,  two  aloms  of  hydrogen. — The  type  ammonia  has  already  been  sufficiently 
illustrated ;  it  remains,  then,  only  to  show  what  substances  are  to  be  regarded  as 
formed  on  the  type  hydrogen.  M.  Gerhardt,  in  addition  to  these,  adopts  hydrochloric 
acid  as  a  type  ;  but  when  we  consider  that  that  acid  is  itself  formed  on  the  hydrogen 
model,  it  appears  unnecessary  to  raise  it  to  the  dignity  of  a  separate  type. 
Two  atoms  of   Olofiant       Marsh   Hydrochloric  Prussic   Chloride  of 

hydrogen.        gas.  gas.  acid.        Benzole.      acid,  ethyle. 


H 
H 

Tho  above  will  be  sufficiently  plain  after  what  has  been  said,  it  being  remembered 
that  C-H'  is  methylc,  C'H*  ethyle,  C'^H^  phenyle,  and  C=N  cyanogen. 

It  is  a  fruitful  source  of  annoyance  to  students  and  others  to  find,  on  looking  through 
chemical  works,  the  same  substance  represented  by  different  authors  with  totally  dif- 
ferent formulaG.  AVo  shall  endeavour  to  give  a  few  instances  and  such  explanations  as 
will  assist  in  enabling  tho  student  to  overcome  the  difficulty.  It  is  often  the  case  that 
tho  differences  in  the  formulae  arise  from  tho  works  consulted  having  been  written  at 
different  dates  ;  the  older  one  is  then,  in  most  cases,  to  be  rejected,  because  it  is  pro- 
bable that  the  formulae  in  it  have  been  corrected  by  subsequent  and  more  accurate 
researches.  It  not  unfrequently  happens  tliat  an  author  writes  nitrous  acid  JSU  ,  and 
the  true  nitrous  acid  (N0»)  is  called  hyponitrous  acid.  It  may  serve  to  assist  the 
student  in  correcting  any  errors  on  this  point,  to  consult  a  list  of  the  oxides  ot 
nitrogen  according  to  the  nomenclature  at  present  employed:  such  a  bst  wiU  bo  louno 

in  the  article  Nitrogen.  j  •   ^i.  j-a-     >.  ii,„„,of;«il 

A  still  more  common  cause  of  difficulty  is  to  be  found  m  the  dififerent  theoretical 
views  of  certain  chemists  regarding  the  constitution  of  certain  chemical  substanc^ 
It  is  explained  under  the  article  Atomic  Weights  that  many  of  the  elements  have 
^.^.■\\h^r^  the  last  few  Years  had  their  atomic  weights  doubled ;  and  this  alteration 
s  "f  coursrgreatiy'airected  chemical  formula. '  But  even  1}^^^^^^^ 
weights,  the  formula  of  a  given  substance  may  admit  of  considerable  ^anety  of  ex 
prersion  which  becomes  a 'source  of  perplexity  to  those  who  l^^.^'^^^f^i'l 
such  changes.  It  maybe  instructive  to  show  in  how  many  ways  the  formula  ot  a 
s  io  Spound  like  sulphuric  acid  may  bo  written,  according  to  the  J^ffejent  vie^ 
which  may  be  taken  of  its  constitution.    Thus,  it  may  be  supposed  that  this  acid  s  a 

formed?  hence  we  may  formulate  l^^^'^^'^^^'i/^XTp^H^^^^^ 

•  It  will  be  convenient  for  the  purposes  ot  this  illustration  to  employ  the  modem  atomic  wcghts, 
0  =  10,8=32. 


rORMUL^,  CHEMICAL 


469 


the  constitution  of  this  acid  is  suggested  by  the  system  introduced  by  Dr.  Frankland. 
According  to  his  method,  sulphuric  acid  should  be  thus  formulated :  S^'OjHoj.  In 
this  expression,  sulphur  Ijeing  the  element  of  highest  atomicity  is  placed  at  the  head 
of  the  formula,  and  written  in  thick  black  type,  whilst  its  hexatomic  character  is  in- 
dicated by  the  Eoman  numerals  at  the  upper  right-hand  side.  These  six  bonds,  or 
units  of  equivalence,  are  satisfied  partly  by  the  two  atoms  of  diatomic  oxygen,  and 
partly  by  the  two  atoms  of  the  monatomic  radical  hydroxyl  (HO),  which  is  written  by 
Dr.  Frankland  Ho.  This  hydroxyl  may  be  replaced  by  other  radicals  ;  for  example, 
in  zinc  sulphate  the  two  atoms  of  monatomic  hydroxyl  are  replaced  by  one  atom  of 
diatomic  zincoxyl,  and  this  salt  will  be  represented  by  the  formula :  S^'OjZno", 

The  modern  doctrine  of  atomicity  has  also  introduced  other  forms  of  constitutional 
formulae.  Thus,  many  chemists  would  now  express  the  composition  of  sulphuric  acid 
in  this  form : — 

0 

H-oJs'-O-H 

II 
0 

i  Such  a  formula  is  not  intended  to  indicate  the  relative  positions  of  the  several  atoms 
in  the  compound,  but  the  lines  connecting  these  atoms  are  supposed  to  represent  the 
number  of  units  of  equivalency  enjoyed  by  each  atom,  and  the.  manner  in  which 
these  bonds  of  affinity  are  engaged  with  those  of  other  atoms.  Looking,  for  example, 
at  the  centre  of  this  formula  we  see  that  the  atom  of  sulphur  has  six  combining  bonds, 
and  how  these  are  engaged  with  the  four  atoms  of  oxygen,  each  of  which  has  only  two 
Buch  bonds. 

,  Instead  of  indicating  the  atomicity  in  this  way,  other  chemists  prefer  to  enclose 
each  symbol  in  a  circle  from  which  lines  diverge  to  represent  the  units  of  equivalence. 
Professor  Kekul6,  Dr.  Crum  Brown,  and  Dr.  Frankland  have  been  foremost  among 
modern  chemists  in  devising  these  graphic  formulae. 

For  the  purposes  of  lecture-illustration  material  expressions  may  be  constructed  by 
means  of  solid  balls  representing  atoms,  and  rods  representing  bonds  of  union.  These 
concrete  systems,  called  glyptic  formulae,  were  introduced  by  Dr.  Hofmann. 
,  For  reasons  given  under  the  article  Atomic  Weights,  it  has  been  considered  de- 
sirable to  employ  generally  throughout  this  Dictionary  the  old  atomic  weights,  and  a 
system  of  dualistic  formulae  ;  but  for  the  convenience  of  those  who  are  familiar  with 
modern  formulae,  most  of  the  expressions  are  also  constructed  with  the  modern  atomic 
weights,  and  these  formulae  are  printed,  for  the  sake  of  distinction,  in  thick  black  type. 

On  the  modes  of  determining  the  empirical  and  rational  formula  of  substances  from 
the  residts  of  their  analysis. — It  now  remains  to  show  how  the  formulae  of  bodies  are 
determined.  There  are  two  kinds  of  formulae — the  empirical  and  rational.  An 
empirical  formula  merely  indicates  the  simplest  ratio  existing  between  the  elements 
present ;  a  rational  formula  shows  the  absolute  constitution  of  an  atom  or  equivalent 
of  any  substance.  Sometimes  the  expression  rational  formula  is  used  in  a  more 
;extended  sense,  and  then  signifies  the  actual  manner  in  which  the  elements  are 
arranged  in  a  compound  molecule,  but  this  happens  so  seldom,  that  we  shall  in  this 
;work  understand  the  term  in  the  sense  first  given. 

An  empirical  formula  can  always  be  deduced  from  the  mere  result  of  an  accurate 
analysis.  A  rational  formula,  on  the  other  hand,  demands  a  knowledge  of  the  atomic 
weight  of  the  substance.  The  latter  datum  can  be  best  determined— 1st,  by  the 
analysis  of  a  compound  with  a  substance  the  atomic  weight  of  which  is  well  estab- 
,lished ;  2nd,  by  determining  the  density  of  its  vapour. 

r  Empirical  formulee.— The  percentage  composition  of  a  compound  having  been 
accurately  found,  the  empirical  formula  may  be  deduced  from  the  following  rule  :— 
Dmde  the  percentage  of  each  constituent  by  its  atomic  weight,  and  reduce  the  num- 

.,  ber  so  obtained  to  its  lowest  terms.    Suppose,  for  example,  the  empirical  formula  of 
nitnc  acid  to  be  required,  the  percentage  being :— Nitrogen,  25-9  ;  oxygen,  74'1. 
These  numbers,  divided  by  their  respective  atomic  weights,  give — 

—  =  186. 

^  =  9'26. 
8 

0-2fi'^ri  o^J*'^''  °"™^ers  to  their  lowest  terms,  it  is  merely  necessary  to  divide 
'^^A^^  simplest  terms  being -.—Nitrogen,  1-00;  oxygon,  5-00  Nitrio 

ftpid  ppnscquontly  consists  of  one  atom  of  nitrogen,  and  ftvo  of  oxygen.  ^ 
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national  formula.— In  the  above  illustration  wo  found  the  simplest  ratio  existing 
betwcon  the  elomontB  of  nitric  acid.  But  it  will  bo  seen  that,  for  aught  that  appears 
there,  it  may  consist  of  n  times  N0^  It  becomes  necessary,  therefore,  to  find  the 
atomic  weight  of  the  acid,  and  then  to  find  the  number  of  atoms  of  the  elementa 
(combined  in  the  above  ratio),  which  will  make  that  atomic  weight.  In  order  to  do 
this,  it  will  be  proper  to  determine  the  atomic  weight  of  the  acid  from  the  data  pro- 
cured  by  the  first  method,  given  above.  In  order  to  accomplish  this,  a  salt  was 
analysed  for  the  percentages  of  soda  and  nitric  acid,  with  the  annexed  result:— Soda 
36-47 ;  nitric  acid,  63-53.  ' 

The  required  datum,  namely,  the  atomic  weight  of  the  acid  can  easily  be  obtained 
by  saying, — As  the  percentage  of  base  is  to  the  percentage  of  acid,  so  is  the  atomic  wdgJU 
of  the  base  to  the  atomic  weight  of  the  acid.  In  the  instance  given  we  have,  there- 
fore : — 

36-47         :         63-63        ::        31         ;  63-.999 

Percentage  of        Percentage  of     Atomic  weight  of  Atomic  weight  of 
base.  acid.  base.  acid. 

It  is  evident  that  53-999  may  be  written  54*0  without  any  inaccuracy.  If,  there- 
fore We  add  together  the  equivalents  of  nitrogen  and  oxygen  in  the  ratio  found  in  the 
empirical  formula,  we  shall  have — 

1  equivalent  of  nitrogen  =14 
5  equivalents  of  oxygen  =  40 

64  =  the  atomic  weight  of  the  acid. 

We  will  now  consider  the  mode  of  determining  the  rational  formula  of  a  substance 
from  the  results  of  the  analysis  and  the  density  of  the  vapour.  Suppose  a  hydro- 
carbon to  have  yielded  on  analysis: — Carbon,  85-714  ;  Hydrogen,  14-286  (  =  100): 

And-  =  14-286  1^  =  ^286 

6  1 

The  quotient  being  the  same,  the  empirical  formula  becomes  C»H".  It  remains, 
therefore,  to  determine  the  value  of  °.  The  density  of  the  vapour  was  found  to  be 
2-9064.  Now  the  hydrocarbons  always  possess  a  condensation  to  four  volumes.  In 
the  article  Equivaxbnts,  Chemicax,  riiles  are  given  for  ascertaining  the  equivalents 
of  substances  from  the  densities  of  their  vapours.  For  four-volume  formulae  the  rule 
is : — Divide  the  density  of  the  gas  by  half  the  density  of  hydrogen.  Applying  this 
rule,  we  have — 

5:?0^  =  84-00 
•0346 

It  is  therefore  necessary  to  find  what  multiple  of  the  atomic  weight  of  CH  will 
make  84-00.  Now  C  +  H  =  6  +  l=:7,  and  7  x  12  =  84.  Consequently,  the  formula  is 
12(CH),  or  as  it  is  always  written,  C'-H*^. 

The  above  rules  will  suffice  to  enable  any  person  to  determine  the  empirical  and 
rational  formulae  of  substances  from  the  results  of  analysis. 

For  further  information  on  the  subject  of  Chemical  Formulae,  the  reader  may  consult 
Watts's  '  Dictionary  of  Chemistry.' 

FORIVXYl^E.    The  hjrpothetical  base  of  formic  acid. 

FOSSXJ^.  {Fossilis,  anything  dug  from  the  earth.)  Formerly  all  minerals  were 
called  fossils,  but  the  word  is  now  restricted  to  express  the  remains  of  animals  and 
plants  found  buried  in  the  earth. 

FOSSIIL  IVORV.  The  bones  and  tusks  of  elephants  and  mammoths  are  found 
in  eastern  Siberia,  and  along  the  shores  of  the  Arctic  sea  in  great  abundance.  The 
tusks  are  collected  for  sale,  but  are  much  less  valuable  than  the  recent  ivory. 

FOSSIIi  PAPER,  or  Wood,oT  Flax,  or  Cork,  Terms  used  to  distinguish  familiar 
varieties  of  Amianthus,  according  as  they  resemble  one  or  other  of  the  substances 
named. 

FOiriO'DIXff'G ;  rOTTWDRY.  In  foundries  attached  to  blast-furnaces  where  from 
20  to  30  tons  of  iron  are  made  per  diem  the  moulds  are  generally  mere  troughs  cut 
in  the  sand,  into  which  the  melted  metal  flows  and  cools  in  contact  with  the  air.  The 
surfaces  of  the  castings  made  in  this  manner  present  appearances  which  vary  according 
to  the  quality  of  the  iron. 

•  The  kinds  of  iron  adapted  for  founding  purposes  are  those  which  are  most  fluid  when 
melted,  and  which  contain  most  carbon,  and  are  called  Nos,  1  and  2,   They  are  di?- 
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tinffuished  bv  the  surface  of  the  pig  of  iron,  which  was  exposed  to  the  air  during 
Sf  being  smooth,  and  prosentin|  a  slightly, convex  figure.  The  surfaces  of  Nos. 
Hnd  4  pig-iron,  and  of  the'^white  crystalUne  pig-iron  (most  suitable  for  making  into 
wrought  iron)  present  a  concave  figure,  and  the  surfaces  are  very  irregular  and  pitted 
with  holes.  The  colour  of  the  fracture,  and  the  closeness  of  the  grain,  also  indicate 
the  proportion  of  carbon  in  pig-iron.  ^      ^  i    p  ■     ^.^      ■,  . 

The  mixtures  of  metal,  melting  temperatures  of  metal,  &c.,  require  the  closest 
observation  on  the  part  of  the  workmen  and  foremen  who  practise  iron-founding,  and 
these  mechanics  are  in  the  practice  of  observing  differences  so  minute  that  they  cannot 
be  appreciated  by  the  chemist,  or  expressed  in  words. 

Machinery  has  enabled  the  modern  founder,  by  means  of  railways,  turn-tables, 
travelling-cranes,  and  steam-power  to  move  at  will  the  heaviest  masses  without  con- 
fusion and  with  great  expedition ;  but  nothing  but  the  traditions  of  the  factory,  and 
the  constant  habit  of  observation  will  enable  him  to  conduct  properly  the  melting  and 
casting  of  metal  so  as  to  arrive  at  certain  results. 

This  is  proved  by  the  constant  failures  of  those  who  undertake  to  make  descriptions 
of  castings,  of  which  they  have  had  no  previous  knowledge. 

Each  branch  of  foundry  work  must  be  studied  in  detail,  and  we  can  only  pretend  to 
indicate  those  directions  in  which  progress  has  been  and  is  being  made. 

FoTJNDBT. — The  process  of  iron  smelting  and  the  construction  of  furnaces  having 
been  described  under  other  heads,  the  remaining  part  of  the  business  of  a  foundry,  viz., 
that  which  relates  to  the  preparation  of  the  moulds  and  moulding,  will  now  be  described. 

Moulding. — The  art  of  moulding  is  one  of  the  most  important  processes  carried  on 
in  a  foundry,  and  the  success  of  the  founder  is  directly  proportioned  to  the  skill 
and  ingenuity  brought  to  bear  upon  the  production  of  the  patterns  and  the  system 
of  moulding. 

Before  metals  can  be  cast  into  the  variety  of  shapes  in  which  they  are  wanted, 
patterns  must  be  prepared  of  wood  or  metal,  and  then  moulds  constructed  of  some 
sufficiently  infusible  material  capable  of  receiving  the  fluid  metal,  and  retaining  it 
without  uniting  with  it  until  it  has  solidified. 

A  mixture  of  sand  and  loam  (packed  tightly  into  metal  boxes,  called  flasks)  is 
generally  chosen  as  the  material  for  making  moulds,  and  is  employed  advantageously 
for  several  important  reasons. 

FlasJcs. — In  modern  foundries  a  system  has  been  invented,  by  which  flasks  of  any 
dimensions  may  be  constructed  by  means  of  bolting  together  a  number  of  rectangular 
frames  of  cast  iron,  so  arranged  as  to  admit  of  being  easily  connected  together. 

When  the  particular  castings  for  which  the  flask  has  been  constructed,  or  rather 
cempounded,  are  completed,  the  separate  pieces  are  unbolted,  and  are  ready  to  be 
combined  in  some  new  form  appropriate  to  the  dimensions  of  the  pattern  next  to  be 
moulded  in  them. 

The  loss  of  capital,  &c.,  invested  in  flask's,  only  occasionally  used,  is  thus  saved,  as 
well  as  loss  of  time  in  searching  for  the  size  required.  The  space  devoted,  on  the  old 
system,  to  the  reception  of  flasks  belonging  to  a  foundry  was  very  large,  and  this  may 
now  be  appropriated  to  other  purposes. 

Sand  and  loam. — Founders  formerly  used,  on  account  of  price,  the  description  of 
sand  most  accessible  to  them,  but  at  the  present  time,  the  convenience  and  cheapness 
of  railway  carriage  has  enabled  special  qualities  of  sand  to  be  delivered  to  all  parts  of 
England. 

For  founding  purposes  sand  is  much  improved  by  the  admixture  of  coke,  crushed 
and  reduced  to  a  fine  powder,  and  a  mill  for  this  purpose  is  as  necessary  in  every 
large  foundry  as  those  for  grinding  and  mixing  loam. 

Moulding-sand  must  be  a  mixture  of  a  large  quantity  of  silex  and  a  small  quantity 
of  alumina— the  property  of  the  latter  material  being  to  cement  the  grains  of  silex 
together.  Loam  consists  of  the  same  materials  mingled  in  opposite  proportions. 
^  The  preparation  of  loam  for  those  purposes  for  which  sand  is  not  adapted,  is  an 
important  duty  in  a  foundry,  for  a  great  quantity  of  loam  cores  have  to  be  made  and 
dried  in  proper  ovens,  which  is  a  tedious  operation. 

Many  castings,  such  as  the  screws  for  steamers,  are  more  conveniently  cast  in  moulds 
constructed  of  wet  loam.  These  are  shaped  to  the  required  form  when  the  clay  is 
moist,  and  then  carefully  dried  afterwards. 

fVi^'^^T  '^^^^^^Ss  are  of  such  peculiar  shapes  that  they  can  only  be  produced  in  moulds 
that  take  in  a  vast  number  of  pieces.  These  moulds  are  then  formed  of  a  number  of 
pieces  of  hardened  sand,  held  together  by  strips  of  iron  or  of  plaster,  if  the  sand  used  is 
not  coherent  enough  in  itself. 

9°"'P°'^°'?s  of  silex  and  alumina  are  very  infusible,  and  when  moistened  with  water 
ana  laced  with  carbonaceous  matter,  they  are  capable  of  receiving  the  most  delieato 
jmpressions  from  the  patterns  which  tho  foimdor  employs.  ^  ^ 
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Grains  of  saud  are  so  irregular  in  sliapo  themsolvos  that  thoy  leave  innumoratlo 
irregular  spaces  between  them,  and  these  intervals  form  a  network  of  channels  which 
permit  the  rapid  escape  of  the  gases,  which  are  so  violently  generated  by  the  contact 
of  hot  metal  falling  upon  wot  sand. 

Machine  Castings.— Evovy  year,  engineers  order  castings  to  bo  prepared  of  more 
difficult  and  complicated  forms,  and  with  greater  perfection  of  surface  than  they  have 
required  before.  •   ,  i 

The  reason  of  this  is,  that  with  the  progress  of  the  mechanical  arts  larger  and 
stronger  machines  are  continually  being  introduced.  In  these  machines  greater  steadi  • 
noss  of  cast-iron  framework  is  necessary  than  ciin  conveniently  be  obtained  when  the 
frame  is  made  out  of  a  number  of  pieces  of  iron  cast  separately  and  then  bolted 
together.  It  would  be  impossible  to  mould  large  frames  with  pieces  projecting  on  all 
sides  (prepared  to  roccivo  the  moving  parts  of  the  machines),  and  jutting  out  in  contrary 
directions,  in  any  flasks  filled  ^^dth  wet  sand,  for  the  pattern  never  could  be  removed 
without  destroying  the  impression.  To  meet  these  difficulties,  the  modern  irontou^der 
has  had  to  follow  those  plans  which  were  first  proved  practicable  to  those  who  have 
devoted  themselves  to  casting  bronze  statues.  In  founding,  as  in  so  many  otlaer 
branches  of  manufacture,  the  discoveries  made  in  proseciiting  the  fine  arts  have  been 
advantageously  adopted  by  those  engaged  in  works  of  utihty.  ,     .  j 

False  Com.— The  introduction  of  the  drawbacks,  or  false  cores,  made  of  sand 
pressed  hard  (and  admitting  of  taking  to  pieces  by  joints,  at  each  of  which  a  layer  of 
mrting  sand  is  prepared),  using  for  figure  casting,  enables  the  moulder  to  work  at  his 
leisure^  without  fearing  that  his  mould  may  tumble  to  pieces,  and  also  enables  him  to 
fashion  these  drawbacks  or  cores  into  the  most  complicated  forms,  with  the  power  to 
remove  them  while  the  pattern  is  removed,  and  build  them  up  again  round  the  empty 
space  (formerly  occupied  by  the  pattern)  with  the  greatest  facihty  and  accuracy. 

The  workmen,  whose  occupation  is  to  knead  the  sand  into  the  forms  required^  by  the 
founder,  are  termed  moulders,  and  they  form  a  very  numerous  body  of  mechanics,  de- 
manding and  receiving  high  wages.  •    i  i 

The  moulder  has  often  only  his  sand,  his  flasks,  cranes,  and  a  few  simple  too  s  (tor 
smoothing  rough  places,  and  for  repairing  the  places  in  the  sand  where  the  mould  has 
broken  away  during  the  lifting  of  the  pattern) ;  he  has  to  make  proper  arrangements 
for  the  exit  of  the  atmospheric  air  which  leaves  the  mould  as  the  flmd  metal  takes  its 
place  ;  and  he  is  expected  to  produce  an  exaot  copy  in  metal  from  any  pattern,  simple 
or  complicated  which  may  be  brought  before  him. 

It  will  be  evident  that  to  produce  a  good  result  with  such  imperfect  appliances  as 
the  ordinary  moulder  uses,  a  skiKul  workman  must  be  employed,  and  time  expended 
in  proportion  the  difficulty  of  the  operations  to  be  performed.     _      ,  . 

Where  only  a  few  impressions  from  a  model  are  required,  it  is  not  worth  while  to 
spend  money  in  making  expensive  patterns,  or  providing  those  appliances  which  may 
eSable  patterns  to  be  moulded  with  facility  and  little  skill;  but  where  thousands  of 
castings  are  wanted  of  one  shape,  it  is  expedient  to  spend  money  and  skill  on  patterns 
and  tools,  and  reduce  the  work  of  the  moulder  to  its  minimum. 

Manaaement.-The  best  managed  foundry  is  not  that  m  which  good  castings  are 
obtained  by  the  employment  of  skiUed  workmen  at  a  great  expense  and  without 
double  or  thought  on  the  part  of  the  principal,  but  rather  that  m  "^h  the ja^^^^^^^ 
have  been  constructed  with  a  special  reference  to  their  being  cast  with  the  m^n  mum 
of  skiU  and  the  maximum  of  accuracy.  It  is  only  by  the  forethought  and  calculation 
of  the  manager  that  subsequent  operations  can  be  reduced  to  their  smallest  cost .  and 
in  the  flnd?y,  as  in  aU  other  manufactories,  the  true  principles  f ,— ^  ^^^ji^ 
practised  where  the  head-work  of  one  person  saves  the  manual  labour  of  a  laigo 

''7iprove^ents.-The  attention  of  founders  tas  been  turned-lst  to  the^;jj^« 
by  which  the  labour  of  making  moulds  m  sand  might  be  reduced  ;  2nd,  to  the  intro 
SLtion  of  improvements  in  the  mode  of  consti-uctmg  Patterns  and  m^^^^^^    and  3ul. 
to  the  manufacture  of  metallic  moulds  for  those  purposes      J^^^^^  ^^^^^  ^ 
applied.    A  great  progress  has  been  made  during  the  last  twenty  years  in  thc.o 

machine  for  moulding  in  sand,  spur  and  bevel  wheels  of  ^"7  Ptch  or  to^^^ 
been  employed  in  I;ancashire  ;  the  advantage  bojng  that  the  machine  moulding  too 


POUN"r>ING;  FOUNDRY  473 

acts  directly  upon  the  sand  without  the  intervention  of  any  pattern  or  mould.  In  any 
large  foundry  there  is  m  enormous  accumulation  of  costly  -wheel-patterns,  taking  up 
a  great  deal  of  space,  and  these  can  now  be  dispensed  with  by  substituting  the  wheel 
moulding-machine.  Eailway  chairs  are  moulded  in  a  machine ;  and  ploughshares, 
which  although  only  weighing  a  few  pounds  each,  are  sold  at  the  low  rate  of  81.  a  ton, 
are  moulded  in  a  machine. 

Plate  Casting. — Under  the  next  class  of  improvements  the  introduction  of  plate- 
casting  has  been  the  most  fruitful  of  good  results. 

One  great  source  of  expense  and  trouble  in  a  foundry  is  the  injury  done  to  patterns 
and  to  their  impressions  in  the  sand  by  the  necessity,  under  the  ordinary  system  of 
moulding,  of  striking  the  pattern,  or  pushing  it  first  in  one  direction  and  then  in 
another  in  order  to  loosen  it.  Now,  the  object  of  the  machinist  is  to  construct  all 
his  spindles,  bearings,  bolts,  and  wheels,  of  specified  sizes,  and  then  to  cast  the  framing 
of  his  machine  so  accurately  that  the  working  parts  may  fit  into  the  frame  without 
any  manual  labour.  In  order  to  effect  this,  every  projection  and  every  aperture  in 
tlie  casting  must  be  at  an  exact  distance,  and  this  can  only  be  attained  by  employing 
such  a  system  as  that  of  plate-casting,  where  the  pattern  is  attached  firmly  to  a  plate, 
and  it  is  impossible  for  the  moulder  to  distort  or  injure  the  impression.  Plate-casting 
has  been  long  known,  but  was  practically  confined  for  many  years  to  the  production 
of  small  articles,  such  as  cast  nails  and  rivets. 

In  a  plate-mould  for  rivet-casting,  the  shafts  of  the  rivets  are  attached  to  one  side  of 
the  plate,  -which  is  f-in.  thick,  and  planed  on  both  sides.  The  heads  of  the  rivets  are 
on  the  opposite  side  of  the  plate.   The  guides  on  the  upper  and  lower  flask  admit 
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A,  sand.       BB,  flask.       R  R,  rivet  pattern.       P,  plate. 


the  plate  to  fit  between  them,  and  when  the  plate  is  withdrawn  the  upper  and 
lower  flasks  close  perfectly,  and  are  in  all  respects  like  ordinary  moulders'  flasks. 
The  principle  of  moulding  is  very  simple,  and  can  be  performed  without  skilled 
laboiur  ten_  times  as  fast  as  ordinary  moulding,  and  with  far  greater  accuracy. 
The  plate  is  inserted  between  the  upper  and  lower  flasks,  and  sand  is  filled  in ; 
the  plate  is  then  withdra-wn  by  simply  lifting  it ;  the  guides  prevent  any  shaking 
in  this  operation ;  when  the  flasks  are  closed,  the  impression  of  the  head  of  each 
met  IS  exactly  perpendicular  to  its  shaft.  The  first  expense  of  patterns  and 
plates  of  this  description  is  large,  but  the  accuracy  and  rapidity  of  the  process  of 
moulding  is  so  advantageous  as  to  cause  us  to  look  to  the  applications  of  plate-castings 
becoming  very  extensive,  since  the  requirements  of  the  machine-maker  demand  every 
year  better  castings  at  lower  prices. 

When  both  sides  of  a  pattern  are  symmetrical  one-half  only  need  be  attached  to 
the  smooth  plate,  the  other  face  of  the  plate  being  left  blank.  An  impression  of  the 
pattern  must  be  taken  off  both  in  the  upper  and  lower  flask,  and  when  these  are  united 
the  result  will  be  the  same  as  if  both  sides  of  the  plate  had  been  moulded  from.  For 
unsymmetncal  patterns  both  sides  of  the  plate  must  bo  employed.  The  system  of 
using  plates  with  apertures  in  them,  through  which  patterns  could  be  pushed  and 
■withdrawn  by  means  of  a  lever,  was  flrst  employed  in  casting  brass  nails.  A  modifi- 
cation of  this  system  has  been  extensively  employed  at  "Woolwich  for  moulding  shot 
ana  shells,  in  the  following  manner: — 

circular  aperture  is  made  in  a  horizontal  planed  plate  of  iron 

ture'is  •  .m'^'^'^S^        ^  «P^°^^  diameter  as  the  ape^ 

.  P^^noa  until  exactly  a  hemisphere  appears  above  the  plate.    The  lower  ti'isk 

^  owwetS'         '""^  r?  ^^"'^  ^°  '  «P^^«  fells  by 

own  weight;  the  lower  flask  is  removed,  and  the  upper  flask  put  on  the  plate  |  the 
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sphere  is  pushed  through  the  plate  as  before,  and  sand  filled  in,  -with  great  rapiditv 
and  accuracy.  ^  ^ 

The  sand  cores  for  filling  up  tliat,  part  of  the  shell  which  is  to  be  hollow  are  also 
carefully  and  quickly  made  at  Woolwich.  Tlie  halves  of  the  core-mould,  open  and 
shut  with  a  lever,  so  that  the  bad  plan  of  striking  the  core-mould  is  avoided  as  com- 
pletely  as  the  bad  plan  of  striking  the  pattern  is  in  the  process  of  moulding  shot  and 
shell. 

T/ieory  of  Casting.— Beiove  leaving  the  subject  of  the  use  of  sand-moulds,  we  may 
remark  that  iron  and  brass  castings  with  a  perfect  surface  can  only  be  produced  when 
the  mould  is  well  dried  and  heated,  so  as  to  drive  out  any  moisture  from  the  apertures 
between  the  grains  of  sand.  By  this  means  channels  are  opened  for  the  rapid  escape 
of  the  heated  air  and  gas  expelled  by  the  entrance  of  the  fluid  metal  into  the  mould, 
and  the  surface  of  the  metal  is  not  cooled  by  its  contact  with  damp  or  cold  sand. 
It  is  also  -well  to  mix  charcoal- dust,  or  coke-dust,  with  the  sand  ;  and  for  fine  castings 
to  cover  the  surface  of  the  sand  with  a  coating  of  charcoal-dust.  The  object  of  this 
proceeding  is  to  reduce  the  oxide  which  may  be  present  in  the  metal.  This  operation 
of  reducing  the  oxide  of  a  metal  instantaneously  is  performed  with  the  greatest  cer- 
tainty by  this  simple  means,  invented,  probably,  by  the  earliest  metallurgists.  By 
incorporating  a  quantity  of  charcoal-  or  coke-dust  with  the  sand,  or  facing  the  sand 
with  carbonaceous  matter,  any  oxide  of  the  metal  which  may  be  floating  amongst 
the  pure  metal  is  at  once  reduced.  Sand  (being  a  non-conductor)  does  not  abstract 
the  heat  from  the  fluid  metal  rapidly,  and,  therefore,  solidification  of  the  metal  takes 
place  comparatively  regularly  and  equally  throughout  the  mass  ;  when  one  part  of  the 
casting  solidifies  before  the  adjoining  part,  flaws  often  occur,  and  to  avoid  these  the 
skill  of  the  practical  founder  is  necessary  in  arranging  for  the  entrance  of  the  metal 
at  the  proper  point,  and  for  the  exit  of  the  air. 

We  next  proceed  to  the  third  class  of  improvements  in  moulding,  that  of  the  exten- 
sion of  the  application  of  metallic  moulds. 

Metal  Moulds. — The  practice  of  casting  bronze  weapons  in  moulds  made  of  bronze 
(blackened  over  on  their  surface  to  prevent  the  fluid  metal  uniting  with  the  mould) 
appears  to  have  been  a  very  general  one  among  the  ancients. 

Some  moulds  of  this  description  have  been  discovered  amongst  the  prehistoric 
remains  disinterred  in  different  parts  of  Europe. 

The  facility  for  the  escape  of  the  heated  air  and  gases  from  the  sand-moulds  into 
which  liquid  metal  is  poured,  is  so  much  greater  than  that  from  moulds  of  metal,  that 
at  the  present  time  neither  brass  nor  iron  is  poured  into  metallic  moulds,  except  when 
a  particular  purpose  is  to  be  attained,  viz.,  that  of  chilling  the  surface  of  the  iron  and 
making  it  as  hard  as  steel.    Iron  cannot  be  chilled  or  hardened  in  a  sand-mould. 

Chilled  Iron. — This  process  of  casting  in  metal  moulds  was  once  supposed  to  be  a 
modern  invention ;  but  it  now  appears,  from  the  metal  moulds  discovered  among  the 
remains  of  the  Celtic  race  throughout  Europe,  that  the  bronze  weapons  of  the  people 
who  preceded  the  Romans  were  generally  cast  in  metallic  moulds,  and  not  in  sand; 
Chilled  castings  have  been  brought  to  great  perfection  by  Messrs.  Ransome,  of  Ipswich. 
Their  chilled  ploughshares  and  chilled  railway  chairs  are  cast  in  moulds  of  such  a  con- 
struction that  the  melted  iron  comes  in  contact  with  iron  in  those  parts  of  the  moulds 
where  it  is  wanted  to  be  chilled.  A  section  of  the  casting  shows  the  effect  of  chilling. 

Zinc.  In  casting  zinc  (a  cheap  and  abundant  metal),  which  fuses  at  a  low  tempera- 
ture, metallic  moulds  may  be  most  advantageously  used.  It  is,  however,^  necessary  to 
heat  the  iron  or  brass  mould  nearly  to  the  temperature  of  melting  zinc,  in  order  that 
the  rapid  abstraction  of  heat  from  the  fluid  metal  may  be  prevented.  The  prepa- 
ration  of  metal  moulds,  and  the  casting  soft  metal  in  them  is  now  an  extensive  and 
important  industry  on  the  Continent,  for  ornamental  zinc  castings  have  suddenly 
come  into  extensive  use  in  consequence  of  the  discovery  of  the  electrotyping  process. 
When  covered  with  a  thin  coating  of  brass  or  copper  by  a  galvanic  battery,  zinc  may 
be  bronzed  so  as  to  present  almost  the  exact  external  appearances  of  real  bronze  at  a 

tenth  of  the  cost.  t.       j  • 

When  metal  moulds  are  used  their  fii-st  cost  is  very  great,  as  they  must  be  made  m 
numerous  separate  pieces  so  as  to  liberate  the  castings.  The  joints  and  ornaments 
have  to  bo  chased  and  accurately  fitted  at  a  great  expense.  Their  use,  however,  re- 
quires no  skill  in  the  workman,  and  the  rapidity  with  which  the  zinc  is  cast,  the  mould 
taken  to  pieces,  and  the  casting  removed,  renders  the  operation  a  very  rapid  and 

^'^s"uch'is\rKoneral  view  of  the  practice  of  founding.   The  details,  however,  which 
are  contained  in  the  original  article  in  the  earlier  editions  of  this  Dictionary  appear 
so  valuable  that  that  article  is  retained  in  addition  to  the  above. 
The  essential  parts  of  a  well-mounted  iron  foundry,  are, 

}.  Magazines  for  pi^  irons  of  different  qualities,  which  are  to  be  mixed  in  certain 
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proportions,  for  producing  castings  of  peculiar  qualities  ;  as  also  for  coal,  coke,  sands, 
clay,  powdered  charcoal,  and  cow-hair  for  giving  tenacity  to  the  loam  mouldings. 

2.  One  or  more  coke  ovens. 

3.  A  workshop  for  preparing  the  patterns  and  materials  of  the  moulds.  It  should 
contain  small  edge  millstones  for  grinding  and  mixing  the  loam,  and  another  mill 
for  grinding  coal  and  charcoal. 

4.  A  vast  area,  called  properly  the  foundry,  in  which  the  moulds  are  made  and  filled 
with  the  melted  metal.  These  moulds  are  in  general  very  heavy,  consisting  of  two 
parts  at  least,  which  must  be  separated,  turned  upside  down  several  times,  and  replaced 
very  exactly  upon  one  another.  The  casting  is  generally  effected  by  means  of  largo 
ladles  or  pots,  in  which  the  melted  iron  is  transported  from  the  cupola  where  it  is 
fused.  Hence  the  foundry  ought  to  be  provided  with  cranes,  having  jibs  moveable  in 
every  direction. 

0.  A  stove  in  which  such  moulds  may  be  readily  introduced,  as  require  to  be 
entirely  deprived  of  humidity,  and  where  a  strong  heat  may  be  uniformly  maintained. 

6.  Both  blast  and  air  furnaces,  capable  of  melting  speedily  the  quantity  of  cast-iron 
to  be  employed  each  day. 

7.  A  blowing  machine  to  urge  the  fusion  in  the  furnaces.  - 
Fig.  991,  represents  the  general  plan  of  a  well-mounted  foundry. 

a,  is  a  cupola  furnace  ;  it  is  capable  of  containing  5  tons  of  cast  iron. 

a',  is  a  similar  furnace,  but  of  smaller  dimensions,  for  bringing  down  If  ton. 

a",  is  a  furnace  like  the  first,  in  reserve  for  great  eastings. 

b  b  b  b,  a.  vast  foundry  apartment,  whose  fioor  to  a  yard  in  depth,  is  formed  of 
sand  and  charcoal  powder,  which  have  abeady  been  used  for  castings,  and  are  ready 
for  heaping  up  into  a  substratum,  or  to  be  scooped  out  when  depth  is  wanted  for  the 
moulds.  There  are  besides  several  cylindrical  pits,  from  5  to  7  yards  in  depth, 
placed  near  the  furnaces.  They  are  lined  with  brick-work,  and  are  usually  left  full 
of  moulding^  sand._  They  are  emptied  in  order  to  receive  large  moulds,  care  being 
had  that  their  top  is  always  below  the  orifice  from  which  the  melted  metal  is  tapped. 

These  moulds,  and  the  ladles  full  of  melted  metal  are  lifted  and  transported  by 
the  arms  of  one  or  more  men,  when  their  weight  is  moderate ;  but  if  it  be  considerable, 
they  are  moved  about  by  cranes,  whose  vertical 
shafts  are  placed  at  c,  d,  e,  in  correspondence,  so 
that  they  may  upon  occasion  transfer  the  load 
from  one  to  another.  Each  crane  is  composed 
principally  of  an  upright  shaft,  embraced  at  top 
by  a  collet,  and  turning  below  upon  a  pivot  in  a 
step ;  next  of  a  horizontal  beam,  stretched  out 
from  nearly  the  top  of  the  former,  with  an 
oblique  stay  running  downwards,  like  that  of  a 
gallows.  The  horizontal  beam  supports  a  move- 
able carriage,  to  which  the  tackle  is  suspended 
for  raising  the  weights.  This  carriage  is  made 
to  glide  backwards  or  forwards  along  the  beam 
by  means  of  a  simple  rack-and-pinion  mechanism, 
whose  long  handle  descends  within  reach  of  the 
"workman's  hand. 

By .  these  arrangements  in  the  play  of  the 
three  cranes,  masses  weighing  6  tons  may  be  transported  and  laid  down  with  the 
greatest  precision  upon  any  point  whatever  in  the  interior  of  the  three  circles  traced 
n^on  Jig.  991,  with  the  points  c,  d,  e,  as  centres. 

c,d,e^  are  the  steps,  upon  which  the  upright  shafts  of  the  three  cranes  rest  and 
turn.    Each  shaft  is  16  feet  high. 

//,  is  the  drying  stove,  having  its  floor  upon  a  level  with  that  of  the  foundry 

/  7 ,  IS  a  supplementary  stove  for  small  articles. 

ff  g  g',  are  the  coking  ovens. 

h  is  the  blowing  machine  or  fan. 

I,  is  the  steam-engine,  for  driving  the  fan,  the  loam-edge  stones, 
A',  and  the  charcoal  mill. 
i\  are  the  boiler  and  the  furnace  of  the  engine. 
AT workshop  for  preparing  the  loam  and  other  i 
t- is  the  apartment  for  the  patterns. 

abo™\^'n?°°'  ^""^  P^^^^*^  ^^^^^^         ^'^^^^  or  in  the  open  air,  round  the 

above  buildings ;  where  are  also  a  smith's  forge,  a  carpenter's  shop  Ld  an  flTrfl!;? 

Such'lr'^         f°l«l"PP-g       -o.gh  clfa'ning  tL  castings Ty  chlels  ?nd  fils 
and  ilUr'^'^r\^°  erected  upon  a  square  surface  of  about  80  yards  on  each  sTd; 
will  bo  capable,     casting  in  the  afterijoon  aqa  evening  of  LkTy  ^lyl?,' 
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large  and  partly  in  email  pieces,  of  turning  out  from  700  to  800  tons  per  annum,  with 
na  establiBhment  of  100  operatives,  including  some  moulding  boys. 

Of  making  the  Moulds.— \.  Each  mould  ought  to  present  the  exact  form  of  ite 
objSct. 

_  2.  It  should  have  such  solidity  that  the  melted  metal  may  be  poured  into  it,  and  fill 
3t  entirely  without  altering  its  shape  in  any  point. 

3.  The  air  which  occupies  the  vacant  spaces  in  it,  as  well  as  the  carburetted  gases 
generated  by  the  heat,  must  have  a  ready  vent ;  for  if  they  are  but  partially  confined, 
they  expand  by  the  heat,  and  may  crack,  even  blow  up  the  moulds,  or  at  any  rate 
become  dispersed  through  the  metal,  making  it  vesicular  and  unsound. 

There  are  three  distinct  methods  of  making  the  moulds 

1.  In  green  sand;  2.  In  baked  sand;  3.  In  loam. 

To  enumerate  the  different  means  employed  to  make  every  sort  of  mould  exceeds 
the  limits  prescribed  to  this  work.  We  shall  merely  indicate  for  each  species  of 
moulding,  what  is  common  to  all  the  operations ;  and  then  describe  the  fabrication 
of  a  few  such  moulds  as  appear  most  proper  to  give  general  views  of  this  peculiar  art. 

Moulding ^  in  green  sand. — The  name  green  is  given  to  a  mixture  of  the  sand  as  it 
comes  from  its  native  bed,  with  about  one  twelfth  its  bulk  of  coal  reduced  to  powder, 
and  damped  in  such  a  manner  as  to  form  a  porous  compound,  capable  of  preserving 
the  forms  of  the  objects  impressed  upon  it.  This  sand  ought  to  be  slightly  argillaceous, 
with  particles  not  exceeding  a  pin's  head  in  size.  When  this  mixture  has  once  served 
for  a  mould,  and  been  filled  with  metal,  it  cannot  be  employed  again  except  for  the 
coarsest  castings,  and  is  generally  used  for  filling  up  the  bottoms  of  fresh  moulds. 

For  moulding  any  piece  in  green  sand,  an  exact  pattern  of  the  object  must  be  pre- 
pared in  wood  or  metal ;  the  latter  being  preferable,  as  not  liable  to  warping,  swell- 
ing, or  shrinkage. 

A  couple  of  iron  frames  form  a  case  or  box,  which  serves  as  an  envelope  to  tlie 
mould.  Such  boxes  constitute  an  essential  and  very  expensive  part  of  the  furniture 
of  a  foundry.  It  is  a  rectangular  frame,  without  bottom  or  lid,  whose  two  largest 
sides  are  united  by  a  series  of  cross  bars,  parallel  to  each  other,  and  placed  from  6  to 
8  inches  apart. 

The  two  halves  of  the  box  carry  ears  corresponding  exactly  with  one  another ;  of 
which  one  set  is  pierced  with  holes,  but  the  other  has  points  which  enter  truly  into 
these  holes,  and  may  be  made  fast  in  them  by  cross  pins  or  wedges,  so  that  the  pair 
becomes  one  solid  body.  Within  this  frame  there  is  abundance  of  room  for  containing 
the  pattern  of  the  piece  to  be  moulded  with  its  encasing  sand,  which  being  rammod  into 
the  frame,  is  retained  by  friction  against  the  lateral  faces  and  cross  bars  of  the  mould. 

When  a  mould  is  to  be  formed,  a  box  of  suitable  dimensions  is  t;iken  asunder,  and 
each  half,  No.  1  and  No.  2,  is  laid  upon  the  floor  of  the  foundry.  Green  sand  is 
thrown  with  a  shovel  into  No.  1  so  as  to  fill  it ;  when  it  is  gently  pressed  in  with  a 
rammer.  The  object  of  this  operation  is  to  form  a  plane  surface  upon  which  to  lay  in 
the  pattern  with  a  slight  degree  of  pressure,  varying  with  its  shape.  No.  1  being 
covered  with  sand,  the  frame  No.  2  is  laid  upon  it,  so  as  to  form  the  box.  No.  2 
being  now  filled  carefully  with  the  green  sand,  the  box  is  inverted,  so  as  to  place 
No.  1  uppermost,  which  is  then  detached  and  lifted  off  in  a  truly  vertical  position  ; 
carrying  with  it  the  body  of  sand  formed  at  the  commencement  of  the  operation.  The 
pattern  remains  imbedded  in  the  sand  of  No.  2,  which  has  been  exactly  moulded  upon 
a  great  portion  of  its  surface.  The  moulder  condenses  the  sand  in  the  parts  nearest 
to  the  pattern,  by  sprinkling  a  little  water  upon  it,  and  trimming  the  ill-shaped  parts 
with  small  iron  trowels  of  different  kinds.  He  then  dusts  a  little  well-dried  finely- 
sifted  sand  over  all  the  visible  surface  of  the  pattern,  and  of  the  sand  surrounding  it ; 
this  is  done  to  prevent  adhesion  when  he  replaces  the  frame  No.  1. 

Ho  next  destroys  the  preparatory  smooth  bed  or  area  formed  in  this  frame,  covers 
the  pattern  with  green  sand,  replaces  the  frame  1  upon  2  to  reproduce  the  box,  and 
proceeds  to  fill  and  ram  No.  1,  as  he  had  previously  done  No.  2.  The  object  of  tliis 
operation  is  to  obtain  very  exactly  a  concavity  in  the  frame  No.  1,  having  the  shnpo 
of  the  part  of  the  model  impressed  coarsely  upon  the  surface  formed  at  the  beginning, 
and  which  was  meant  merely  to  support  the  pattern  and  the  sand  sprinkled  over  it, 
till  it  got  imbedded  in  No.  2. 

The  two  frames  in  their  last  position,  along  with  their  sand,  may  be  compared  to 
a  box  of  which  No.  1  is  the  lid,  and  whoso  interior  is  adjusted  exactly  upon  the  en- 
closed pattern. 

If  we  open  this  box,  and  after  taking  out  the  pattern,  close  its  two  halves  agsvin, 
then  pour  in  melted  metal  till  it  fill  every  void  space,  and  become  solid,  we  shall 
oln-iously  attain  the  wished-for  end,  and  produce  a  piece  of  cast  iron  similar  to  the 
pattern.    But  many  precautions  must  still  be  taken  before  we  can  hit  tliis  point.  "Wo 
.  pi^ipt  flfst  lead  ^ha-ongb  the  mass  of  sand  in  the  frame  No,  I,  ouo  or  more  channels  for 
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the  introduction  of  the  melted  metal;  and  though  one  may  suffice  fortius  purpose 
another  must  be  made  for  letting  the  air  escape.    Iho  fetal  is  run  m  by  sovoral 
orifices  at  once,  when  the  piece  has  considerable  surface,  but  little  thickness,  so  that 
it  may  reach  the  remotest  points  sufficiently  hot  and  liquid.  _ 

The  parts  of  the  mould  near  the  pattern  must  bkewise  be  pierced  with  small  holes, 
by  means  of  wires  traversing  the  whole  body  of  the  sand,  in  order  to  render  the  mould 
more  porous,  and  to  facilitate  the  escape  of  the  air  and  the  gases.  Then,  before  lifting 
off  the  frame  No.  1,  we  must  tap  the  pattern  slightly,  otherwise  the  sand  enclosing  it 
would  stick  to  it  in  several  points,  and  the  operation  would  not  succeed.  These  gentle 
jolts  are  given  by  means  of  one  or  more  pieces  of  iron  wire  which  hare  been  screwed 
vertically  into  the  pattern  before  finally  ramming  the  sand  into  the  frame  No.  1,  or 
which  enter  merely  into  holes  in  the  pattern.  These  pieces  are  sufficiently  long  to 
pass  out  through  the  sand  when  the  box  is  filled  ;  and  it  is  upon  their  upper  ends  that 
the  horizontal  blows  of  the  hammer  are  given ;  their  force  being  regulated  by  the 
■weight  and  magnitude  of  the  pattern.  These  rods  are  then  removed  by  drawing  them 
straight  out ;  after  which  the  frame  No.  1  may  be  lifted  off"  smoothly  from  the  pattern. 

The  pattern  itself  is  taken  out,  by  lifting  it  in  all  its  parts  at  once,  by  means  of 
screw  pins  adjusted  at  the  moment.  This  manoeuvre  is  executed,  for  large  pieces, 
almost  always  by  several  men,  who  while  they  lift  the  pattern  with  one  hand,  strike 
it  with  the  other  with  small  repeated  blows  to  detach  the  sand  entirely.  in  which  it  is 
generally  more  engaged  than  it  was  in  that  of  the  frame  No.  1.  But  in  spite  of  all 
these  precautions,  there  are  always  some  degradations  in  one  or  other  of  the  two  parts 
of  the  mould :  which  are  immediately  repaired  by  the  workman  with  damp  sand, 
which  he  applies  and  presses  gently  with  his  trowel,  so  as  to  restore  the  injured 
forms. 

Hitherto  it  has  been  supposed  that  all  the  sand  rammed  into  the  box  is  of  one 
kind,  but  from  economy,  the  green  sand  is  used  only  to  form  the  portion  of  the  mould 
next  the  pattern,  in  a  stratum  of  about  an  inch  thick  ;  the  rest  of  the  surrounding 
space  is  filled  with  the  sand  of  the  floor  which  has  been  used  in  former  castings.  The 
interior  layer  round  the  pattern  is  called  in  this  case,  new  sand. 

It  may  happen  that  the  pattern  is  too  complex  to  be  taken  out  without  damaging 
the  mould,  by  two  frames  alone ;  then  three  or  more  are  mutually  adjusted  to  form  the 
box. 

When  the  mould,  taken  asunder  into  two  or  more  parts,  has  been  properly  repaired, 
its  interior  surface  must  be  dusted  over  with  wood  charcoal  reduced  to  a  very  fine 
powder,  and  tied  up  in  a  small  linen  bag,  which  is  shaken  by  hand.  The  charcoal  is 
thus  sifted  at  the  moment  of  application,  and  sticks  to  the  whole  surface  which  has 
been  previously  damped  a  little.  It  is  afterwards  polished  with  a  fine  trowel.  Some- 
times, in  order  to  avoid  using  too  much  charcoal,  the  surfaces  are  finally  dusted  over 
with  sand,  very  finely  pulverised,  from  a  bag  like  the  charcoal.  The  two  frames  are 
now  replaced  with  great  exactness,  made  fast  together  by  the  ears,  with  wedged  bolts 
laid  truly  level,  or  at  the  requisite  slope,  and  loaded  with  considerable  weights.  When 
the  casting  is  large,  the  charcoal  dusting,  as  well  as  that  of  fine  sand,  is  suppressed. 
Everything  is  now  ready  for  the  introduction  of  the  fused  metal. 

Moulding. in  baked  or  used  sand. — The  mechanical  part  of  this  process  is  the  same  as 
that  of  the  preceding.  But  when  the  castings  are  large,  and  especially  if  they  are  tall, 
hydrostatic  pressure  of  the  melted  metal  upon  the  sides  of  the  mould  cannot  be  counter- 
acted by  the  force  of  cohesion  which  the  sand  acquires  by  ramming.  We  must  in 
that  case  adapt  to  each  of  these  frames  a  solid  side,  pierced  with  numerous  small  holes 
to  give  issue  to  the  gases.  This  does  not  form  one  body  with  the  rest  of  the  frame, 
but  is  attached  extemporaneously  to  it  by  bars  and  wedged  bolts.  In  general  no 
ground  coal  is  mixed  with  this  sand.  Whenever  the  mould  is  finished,  it  is  trans- 
ferred to  the  drjang  stove,  where  it  may  remain  from  twelve  to  twenty-four  hours,  at 
most,  till  it  be  deprived  of  all  its  humidity.  The  sand  is  then  said  to  be  baked,  or 
annealed.  The  experienced  moulder  knows  how  to  mix  the  different  sands  placed  at 
his  disposal,  so  that  the  mass  of  the  mou.ld  as  it  comes  out  of  the  stove,  may  preserve 
It*)  form,  and  be  sufficiently  porous.  Such  moulds  allow  the  gases  to  pass  through 
them  much  more  readily  than  those  made  of  green  sand  ;  and  in  general  the  cattings 
they  turn  out  are  less  vesicular,  and  smoother  upon  the  surface.  Sometimes  in  a  large 
piece,  the  three  kinds  of  moulding,  that  in  green  sand,  in  baked  sand,  and  in  loam 
are  combined  to  produce  the  best  result.  ' 

Moulding  in  loam. — This  kind  of  work  is  executed  from  drawings  of  the  pieces  to 
bo  moulded,  without  being  at  the  expense  of  making  patterns.  The  mould  is  formed 
ot  a  pasty  mixture  of  clay,  water,  sand,  and  cows'-hair,  or  other  cheap  filamentous 
matter,  kneaded  together  in  what  is  called  the  loam  mill.  The  proportions  of  the 
ingredients  are  varied  to  suit  the  nature  of  the  casting.  When  the  toasto  Jeauires  to 
bo  made  very  light,  horse-dung  or  chopped  straw  is  added  to  it.  ^ 
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We  shall  illustrate  the  mode  of  fabricating  loam  moulds,  by  a  simple  case  such  as 
that  of  a  sugar-pan.  n^.  992  is  tho  pan.  Thereis  laid  upon  the  floo?  ofTe' found?? 
au  annular  platform  of  cast  iron,  a,  b,fig.  993 ;  and  upon  its  centre  c,  rests  the  bwS 
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extremity  of  a  vertical  shaft,  adjusted  so  as  to  turn  freely  upon  itself,  -while  it  makes 
a  wooden  pattern  ef,  fig.  994,  describe  a  surface  of  revolution  identical  with  the  inter- 
nal surface  reversed  of  the  boiler  intended  to  be  made.  The  outline  e  g,  of  the  pattern 
is  fashioned  so  as  to  describe  the  surface  of  the  edge  of  the  vessel.  Upon  the  part 
a,  d,  b,d,fig.  993,  of  the  flat  cast-iron  ring,  there  must  next  be  constructed,  with  bricks 
laid  either  flat  or  on  their  edge,  and  clay,  a  kind  of  dome,  h  i  k,  fig.  994,  from  two  to 
four  inches  thick,  according  to  the  size  and  weight  of  the  piece  to  be  moulded.  The 
external  surface  of  the  brick  dome  ought  to  be  everywhere  two  inches  distant  at  least 
from  the  surface  described  by  the  arc  ef.  Before  building  up  the  dome  to  the  point 
%,  coals  are  to  be  placed  m  its  inside  upon  the  floor,  which  may  be  afterwards  kindled 
for  drying  the  mould.  The  top  is  then  formed,  leaving  at  i,  round  the  upright  shaft 
of  revolution,  only  a  very  small  outlet.  This  aperture,  as  also  some  others  left  under 
the  edges  of  the  iron  ring,  enable  the  moulder  to  light  the  fire  when  it  becomes  neces- 
sary, and  to  graduate  it  so  as  to  make  it  last  long  enough  without  needing  more  fuel, 
till  the  mould  be  quite  finished  and  dry.    The  combustion  should  be  always  extremely 

Over  the  brick  dome  a  pasty  layer  of  loam  is  applied,  and  rounded  with  the  mould 
ff,e,f;  this  surface  is  then  coated  with  a  much  smoother  loam,  by  means  of  the  con- 
cave edge  of  the  same  mould.  Upon  the  latter  surface,  the  inside  of  the  sugar-pan  is 
cast ;  the  line  e  g  having  traced,  in  its  revolution,  a  ledge,  m.  The  fire  is  now  kindled, 
and  as  the  surface  of  the  mould  becomes  dry,  it  is  painted  over  by  a  brush  with  a  mix- 
ture of  water,  charcoal -powder,  and  a  little  clay  in  order  to  prevent  adhesion  between  the 
surface  already  dried  and  the  coats  of  clay  about  to  be  applied  to  it.  The  board  g  ef 
is  now  removed,  and  replaced  by  another,  g'  e'f,  fig.  995,  whose  edge  e'f  describes 
the  outer  surface  of  the  pan.  Over  the  surface  ef,a  layer  of  loam  is  applied,  which 
is  turned  and  polished  so  as  to  produce  the  surface  of  revolution  e'f,  as  was  done  for 
the  surface  ef;  only  in  the  latter  case,  the  line  e'  g'  of  the  board  does  not  form  a  new 
shoulder,  but  rubs  lightly  against  m. 

The  layer  of  loam  included  between  the  two  surfaces  ef  e'f  is  an  exact  represen- 
tation of  the  sugar-pan.   When  this  layer  is  well  dried  by  the  heat  of  the  interior  fire, 
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it  must  be  painted  like  the  former.  The  upright  shaft  is  now  removed,  leaving  the 
small  vent-hole  through  which  it  passed  to  promote  the  complete  combustion  of  the 
coal.  There  must  be  now  laid  horizontally  upon  the  ears  of  tlio  platform  d  d,  fig.  993, 
another  annular  platform  p  q,  like  the  former,  but  a  little  larger,  and  witliout  any 
cross-bar.  The  relative  position  of  these  two  platforms  is  shown  in  fig.  997.  Upon 
the  surface  c'  f  fig.  996,  a  new  layer  of  loam  is  laid,  two  inches  thick,  of  which  the 
surface  is  smoothed  by  hand.  Then  upon  tho  platform  p  q,  fig.  997,  a  brick  vault  is 
constructed,  whose  inner  surface  is  applied  to  the  layer  of  loam.  Tliis  contracts  a 
strong  adherence  with  the  bricks  which  absorb  a  part  of  its  moisture,  wliile  the  coat  of 
paint  spread  over  the  surface  e'  f,  prevents  it  from  sticking  to  the  preceding  layers  of 
loam.   The  brick  dome  ought  to  be  built  solidly. 
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The  whole  mass  is  now  to  be  thoroughly  dried  by  the  continuance  of  the  fire,  the 
draught  of  which  is  supported  by  a  small  vent  left  in  the  upper  part  of  the  new  dome  ; 
and  when  aU  is  properly  dry,  tlie  two  iron  platforms  are  adjusted  to  each  other  by  pm 
points,  and  v  q  is  lifted  off,  taking  care  to  keep  it  in  a  horizontal  position  Upon  this 
platform  are  removed  the  last  brick  dome,  and  the  layer  of  loam  which  had  been 
applied  next  to  it;  the  latter  of  which  represents  exactly  by  its  inside  the  mould  of 
the  surface  e'  f,  that  is,  of  the  outside  of  the  pan.  The  crust_  contained  between  cf 
and  e'/  is  broken  away,  an  operation  easily  done  without  injury  to  the  surface  e  /, 
which  represents  exactly  the  inner  surface  of  the  pan  ;  or  only  to  the  shoulder  m, 
corresponding  to  the  edge  of  the  vessel.  The  top  aperture  tlirough  which  the  upright 
shaft  passed  must  be  now  closed ;  only  the  one  is  kept  open  in  the  portion  of  the 
mould  lifted  off  upon  p  q ;  because  through  this  opening  the  melted  metal  is  to  be 
poured  in  the  process  of  casting.  The  two  platforms  being  replaced  above  each  other 
exactly,  by  means  of  the  adjusting  pin-points,  the  mould  is  completely  formed,  and 
ready  for  the  reception  of  the  metal. 

When  the  object  to  be  moulded  presents  more  complicated  forms  than  the  one  now 
chosen  for  the  sake  of  illustration,  it  is  always  by  analogous  processes  that  the  work- 
man constructs  his  loam  moidds,  but  his  sagacity  must  hit  upon  modes  of  executing  ■ 
many  tilings  which  at  first  sight  appear  to  be  scarcely  possible.  Thus,  when  the 
forms  of  the  interior  and  exterior  do  not  permit  the  mould  to  be  separated  in  two 
pieces,  it  is  divided  into  several,  which  are  nicely  fitted  with  adjusting  pins.  More 
than  two  cast-iron  rings  or  platforms  are  sometimes  necessary.  When  ovals  or 
angular  surfaces  must  .be  traced  instead  of  those  of  revolution,  no  upright  shaft  is  used, 
but  wooden  or  cast-iron  guides  made  on  purpose,  along  which  the  pattern  cut-out 
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board  is  slid  according  to  the  drawing  of  the  piece.  Iron  wires  and  claws  are  often 
interspersed  through  the  brick-work  to  give  it  cohesion.  The  core,  kernel,  or  inner 
mould  of  a  hollow  casting  is  frequently  fitted  in  when  the  outer  shell  is  moulded. 
The  case  of  a  gas-light  retort,  Jig.  998,  will  illustrate  this  matter.  The  core  of  the 
retort  ought  to  have  the  form  e  e  e  e,  and  be  very  solid,  since  it  cannot  be  fixed  in  the 
outer  mould  for  the  casting,  except  in  the  part  standing  out  of  the  retort  towards  m  m. 
It  must  be  modelled  in  loam,  upon  a  piece  of  cast  iron  called  a  lantern,  made  expressly 
for  tliis  purpose.  The  lantern  is  a  cylinder  or  a  truncated  hollow  cone  of  cast  iron, 
about  half  an  inch  thick;  and  differently  shaped  for  every  different  core.  The 
surface  is  perforated  with  holes  of  about  half  an  inch  in  diameter.  It  is  mounted  by 
means  of  iron  cross-bars,  upon  an  iron  axis,  which  traverses  it  in  the  direction  of  its 
length.  Fig.  999,  represents  a  horizontal  section  through  the  axis  of  the  core ;  g  his 
the  axis  of  the  lantern,  figured  itself  at  i  k  k  i;  o  i  i  o  is  a,  kind  of  disc  or  dish,  per- 
pendicular to  the  axis,  open  at  i  i,  forming  one  piece  with  the  lantern,  whose  circum- 
ference 0  0  presents  a  curve  similar  to  the  section  of  the  core,  made  at  right  angles  to 
its  axis.  _  We  shall  see  presently  the  two  uses  for  which  this  dish  is  intended.  The 
axis  g  h  is  laid  upon  two  gudgeons,  and  handles  are  placed  at  each  of  its  extremities, 
to  facilitate  the  operation  in  making  the  core.  Upon  the  whole  surface  of  the  lantern, 
from  the  point  h  to  the  collet  formed  by  the  dish,  a  hay  cord  as  thick  as  the  finger  is 
wound.  Even  two  or  more  coils  may  be  applied,  as  occasion  requires,  over  which 
loam  is  spread  to  the  exact  form  of  the  core,  by  applying  with  a  hand  a  board,  against 
the  dish  o  o,  with  its  edge  cut  out  to  the  desired  shape ;  as  also  against  another  dish, 
adjusted  at  the  time  towards  h  ;  while  by  means  of  the  handles  a  rotatory  movement 
13  given  to  the  whole  apparatus. 

"^'^^  hay  interposed  between  the  lantern  and  the  loam,  which  represents  the  crust  of 
the  core,  aids  the  adhesion  of  the  clay  with  the  cast  iron  of  the  lantern,  and  gives  passage 
^^^^^     ^''^  surface,  for  the  air  to  escape  through  in  the  casting. 

When  the  core  is  finished,  and  has  been  put  into  the  drying  stove,  the  axis  q  h  is 
taken  out,  then  the  small  opening  which  it  loaves  at  the  point  A,  is  plugged  with  clay 
lliit)  IS  done  by  supporting  the  core  by  the  edges  of  the  dish,  in  a  vertical  position  It 
IB  now  ready  to  be  introduced  into  the  hollow  mould  of  the  piece. 
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This  mould,  executed  in  baked  sand,  consiBts  of  three  pieces;  two  of  which,  absolutoly 
similar,  are  roprosentod,  fig.  1000,  a,tp  q,  the  third  is  shown  at  r  s.    The  two  similar 
parts  p  q,  present  each  the  longitudinal  lialf  of  the  nearly  cylindrical  portion  of  the 
1000  1001        outer  surface  of  the  gas  retort ;  so  that  when  tliey  are 

brought  together,  the  cylinder  is  formed ;  r  a  contains 
"j,  in  its  cavity  the  kind  of  hemisphere  which  forms  the 
bottom  of  tlie  retort.  Hence,  by  adding  this  part  of 
the  mould  to  tlio  end  of  the  two  others,  the  resulting 
apparatus  presents,  in  its  interior,  the  exact  mould  of 
the  outside  of  the  retort ;  an  empty  cylindrical  portion 
t  t,  whose  axis  is  the  same  as  that  of  the  cylinder  u  u, 
and  whose  surface,  if  prolonged,  would  be  everywliere 
distant  from  the  surface  «  m,  by  a  quantity  equal  to 
the  desired  thickness  of  the  retort.  The  diameter  of 
the  cylinder  1 1  is  precisely  equal  to  that  of  the  core, 
which  is  slightly  conical,  in  order  that  it  may  enter 
easily  into  this  aperture  t  t,  and  close  it  very  exactly 
when  it  is  introduced  to  the  collet  or  neck. 

The  three  parts  of  the  mould  and  the  core  being 
prepared,  the  two  pieces  p  q,  must  first  be  united,  and  supported  in  an  upright  position, 
then  the  core  must  be  let  down  into  the  opening  1 1,  fig.  1001.  When  the  plate  or  disc 
o  0  of  the  core  is  supported  upon  the  mould,  we  must  see  that  the  end  of  the  core  is 
everywhere  equally  distant  from  the  edge  of  the  external  surface  u  u,  and  that  it  does 
not  go  too  far  beyond  the  line  q  q.  Should  there  be  an  inaccuracy,  we  must  correct  it 
by  slender  iron  slips  placed  under  the  edge  of  the  disc  o  o ;  then  by  means  of  a  cast- 
iron  cross,  and  screw  bolts  v  v,  we  fix  the  core  immovably.  The  whole  apparatus  is 
now  set  down  upon  r  s,  and  we  fix  with  screw  bolts  the  plane  surface  q  q  upon  r  r ; 
then  introduce  the  melted  metal  by  an  aperture  z,  which  has  been  left  at  the  upper 
part  of  the  mould. 

When,  instead  af  the  example  now  selected,  the  core  of  the  piece  to  be  cast  must  go 
beyond  the  mould  of  the  external  surface,  as  is  the  case  with  a  pipe  open  at  each  end, 
the  thing  is  more  simple,  because  we  may  easily  adjust  and  fiix  the  core  by  its  two  ends. 

In  casting  a  retort,  the  metal  is  poured  into  the  mould  set  upright.  It  is  important 
to  maintain  this  position-  in  the  last  two  examples  of  casting ;  for  all  the  foreign 
matters  which  may  soil  the  metal  during  its  flow,  as  the  sand,  the  charcoal,  gases, 
scorise,  being  less  dense  than  it,  rise  constantly  to  the  surface.  The  hydrostatic 
pressure  produced  by  a  high  gate,  or  filling-in  aperttu*e,  contributes  much  to  secure 
the  soundness  and  solidity  of  the  casting.  This  gate  piece  being  superfluous,  is 
knocked  oS  almost  immediately  after,  or  even  before  the  casting  cool  s.  Very  long,  and 
somewhat  slender  pieces,  are  usually  cast  in  moulds  set  up  obliquely  to  the  horizon. 
As  the  metal  shrinks  in  cooling,  the  mould  should  always  bo  somewhat  larger  than  the 
object  intended  to  be  cast.  The  iron  founder  reckons  in  general  upon  a  linear  shrink- 
age of  a  ninety-sixth  part ;  that  is  one-eighth  of  an  inch  per  foot. 

Melting  of  the  cast  iron. — The  metal  is  usually  melted  in  a  cupola  furnace,  of  which 
the  dimensions  are  very  various.  Fig.  1002  represents  in  plan,  section,  and  elevation, 
one  of  these  furnaces  of  the  largest  size ;  being  capable  of  founding  5  tons  of  cast  iron 
at  a  time.  It  is  kindled  by  laying  a  few  chips  of  wood  upon  its  bottom,  leaving  the 
orifice  c  open,  and  it  is  then  filled  up  to  the  throat  with  coke.  The  fire  is  lit  at  c,  and 
in  a  quarter  or  half  an  hour,  when  the  body  of  fuel  is  sufficiently  kindled,  the  tuyere 
blast  is  set  in  action.  The  flame  issues  then  by  the  mouth  as  well  as  the  orifice  c, 
which  has  been  left  open  on  purpose  to  consolidate  it  by  the  heat.  Without  this  pre- 
caution the  sides,  which  are  made  up  in  argillaceous  sand  after  each  day's  work,  would 
not  present  the  necessary  resistance.  A  quarter  of  an  hour  afterwards,  the  orifice  c  is 
closed  with  a  lump  of  moist  clay,  and  sometimes,  when  the  surface  is  to  contain  a 
great  body  of  melted  metal,  the  clay  is  supported  by  moans  of  a  small  plase  of  cast 
iron  fixed  against  the  furnace.  Before  the  blowing-machine  is  set  a-going,  the  open- 
ings, aqghad  been  kept  shut.  Those  of  them  wanted  for  the  tuyeres  are  opened  in 
succession,  beginning  at  the  lowest,  the  tuyeres  being  raised  according  as  the  level  ot 
the  fused  iron  stands  higher  in  the  furnace.  _  The  same  cupola  may  receive  at  a  time 
from  one  to  six  tuyeres,  through  which  the  wind  is  propelled  by  the  contnfugal  action 
of  an  excentric  fan  or  ventilator.  It  does  not  appear  to  be  ascertained  whether  there 
be  any  advantage  in  placing  more  than  two  tuyferes  facing  each  other  upon  opposite 
sides  of  the  furnace.  Their  diameter  at  the  nozzle  varies  from  3  to  6  inches.  Ihey 
are  either  cylindrical  or  slightly  conical.  A  few  minu  es  after  the  tuyeres  ha^e  begun 
to  blow,  when  the  coke  sinks  in  the  furnace,  alternate  charges  of  coke  and  pig-oron 
must  be  thrown  in.  The  metal  begins  to  melt  ,n  about  20  minutes  after  i t.^utro 
duction;  and  successive  charges  are  thou  made  eveiy  10  minutes  nearly;  cacli  charge 
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containing  from  3  cwts.  to  5  cwts.  of  iron,  and  a  quantity  proportional  to  the  estimate 
given  below.  The  amount  of  the  charges  varies  of  course  with  the  size  of  the  furnace 
and  the  speed  required  for  the  operation.  The  pigs  must  be  previously  broken  into 
pieces  weighing  at  most  U  or  16  lbs.  The  vanes  of  the  blowing  fan  make  from 
625  to  650  turns  per  minute.  The  two  cupolas  represented  in  Jiff.  1003,  and  another 
alongside  in  the  plan,  may  easily  melt  6|-  tons  of  metal  in  2^  hours ;  that  is  2^  tons 
per  hour.   This  result  is  three  or  four  times  greater  than  what  was  formerly  obtained 
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"^^^^^  -"-^^es  With  cylinder 

V^Ol  X^oLlVaSt'^Smtw  that  represented  in  the  plan, 

sisting  of  940  tons  of  iS^rnfTfF     I      ?S  '°  1.240  tons  of  cast  iron;  con! 

pieccs%c.    Thus  ^  firs  tS  4^^^^  castings  gate- 

2  cwts.  of  metal.                        ^  consumed  for  melting  every 

as  in  makii.  many  smSl^Lf  •        ^  ^^^^  ^^^^  ^^^^     consumed  when, 

from  time  to%reTot?e1lire   K^^^  °f  the  founding  has  to  be  slackened 

and  probably  become  tooTld  V^  nffn^f  i      •  '°  ^  '^^^  ^'^^o^. 

It  sometimes  Wm?pn?fr.f  -   .?;     ^  '^".^P  impressions  of  the  moulds, 
cast  conta Sg  seSprol^^^^^^^  '^'^1  7^'^}  f™^^.  Peces  are  to  be 

an.  intermixt^L  S  rS^^^^^^^  «f  ^^on ;  in  which  ise,  to  prevent 

18  interposed.    Though  there  be  ^°  ^^^"g  fl^^rges,  a  considerable  bed  of  coke 

improved  adantation  of  IhT  S  ^  ""l'^^^^  of  f^^l'  is  compensated  -by  the 
be^ns  at  ab^  o°  bel  \^r^^^^^^^  their  specific  objects.  The  founding  genS 
four  labourers  for  chSnJI;;  °°       ^     ^  « '^^o'^^-    ^ne  founder  aided  hi 

One  piece  forT^  '^''"^         P^«^^"''^  the  desired  propSs  ?n  T 
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sudden  alfcornations  of  tomporaturo ;  and  a  fourth  muBt  bo  pretty 


third  must  resist 
hard. 

The  filling-in  of  the  melted  metal  is  managed  in  two  ■ways.  For  strong  pieces,  whose 
moulds  can  bo  buried  in  tlie  ground  at  7  or  8  yards'  distance  from  the  furnace,  tlio 
metal  may  bo  run  in  gutters,  formed  in  the  sand  of  the  floor,  susbiined  by  plates  or 
stones.    The  clay  plug  is  pierced  with  an  iron  rod,  -when  all  is  ready. 

When  from  the  smaller  size,  or  greater  distance  of  the  moulds,  the  melted  metal 
cannot  be  run  along  the  floor  from  the  furnace,  it  is  received  in  cast-iron  pots  or  ladles, 
lined  with  a  coat  of  loam.  These  are  either  carried  by  the  liands  of  two  or  more  men, 
or  transported  by  the  crane.  Between  the  successive  castings,  the  discharge  hole  of 
the  furnace  is  closed  with  a  lump  of  clay,  applied  by  means  of  a  stick,  having  a  small 

disc  of  iron  fixed  at  its  end. 
1003         ^  After  the  metal  is  some- 

what cooled,  the  moidds  are 
taken  asunder,  and  the  ex- 
crescences upon  the  edges  of 
the  castings  are  broken  off 
with  a  hammer.  They  are 
afterwards  more  carefully 
trimmed  or  chipped  by  a 
oliisel  when  quite  cold.  Tiie 
loss  of  weight  in  founding  is 
about  6^  per  cent,  upon  the 
pig  iron  employed.  Each 
casting  always  requires  the 
melting  of  considerably  more 
than  its  own  weight  of  iron. 
This  excess  forms  the  gates, 
false  seams,  &c. ;  the  whole 
of  which  being  deducted, 
shows  that  1  cwt.  of  coke  is 
consumed  for  every  3  cwts. 
of  iron  put  into  the  furnace ; 
for  every  138  cwts.  of  crude 
metal;  there  will  be  100  cwts. 
of  castings,  32  of  refuse 
pieces,  and  6  of  waste. 

1002,  Cu;pola  furnace, 
requires  a  little  further  de- 
scription. It  is  3  feet  wide 
within,  and  13^  feet  high. 
in  m,  solid  body  of  masonry, 
as  a  basis  to  the  furnace. 

b  b,  octagonal  j)latform  of 
cast  iron,  with  a  ledge  in 
which  the  plates  a  a  a  a  are 
engaged. 

a  a,  eight  plates  of  cast 
iron,  1  inch  thick,  absolutely 
similar ;  only  one  of  them  is 
notched  at  its  lower  part  in 
c,  to  allow  the  melted  metal 
to  run  out,  and  two  of  the 
others  have  six  apertui-es, 
g  g  g,  &e.  to  admit  the  tu- 
yeres. 

c,  orifice  for  letting  tlio 
metal  flow  out.  A  kind  of 
cast-iron  gutter,  e,  lined  with 
loam,  is  fitted  to  the  orifice. 

d,  hoops  of  hammered  iron, 
and  \  inch  for  the  upper  ones, 
below  upwards  between  these 


4i  inches  broad;  i  inch  thick  for  the  bottom  ones ; 
The  intei-mediate  hoops  decrease  in  thickness  Irom 


^"J'last-iron  gutter  or  spout,  lined  with  loam,  for  running  off  the  mctai. 

cybndi-ical  piece  of  cast  iron,  for  increasing  the  height  and  draught  of  the 
fiu'naco, 
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g,  side  openings  for  receiving  the  tuyeres,  of  -which  there  are  six  upon  each  side  of 
the  furnace.  Each  of  them  may  be  shut  at  pleasure,  by  means  of  a  small  cast-iron 
plate,  made  to  slide  horizontally  in  grooves  sunk  in  the  main  plate,  pierced  with 
the  holes  g  g. 

k  k,  interior  lining  of  the  surface,  made  of  sand,  somewhat  argillaceous,  in  the  fol- 
lowing way  : — After  having  laid  at  the  bottom  of  the  furnace  a  bed  of  sand  a  few  inches' 
thick,  slightly  sloped  towards  the  orifice  of  discharge,  there  is  set  upright,  in  the  axis 
of  the  cupola,  a  wooden  cylinder  of  its  whole  height,  and  of  a  diameter  a  little  less 
than  that  of  the  vacant  space  belonging  to  the  top  of  the  furnace.  Sand  is  to  be  then 
rammed  in  so  as  to  fill  the  whole  of  the  furnace ;  after  which  the  wooden  cylinder  is 
withdrawn,  and  the  lining  of  the  sand  is  cut  or  shaved  away,  till  it  has  received  the 
proper  form. 

This  lining  lasts  generally  five  or  six  weeks,  when  there  are  six  meltings  weekly. 

i  i,  cast-iron  circular  plate,  through  which  the  mouth  of  the  furnace  passes  for 
protecting  the  lining  in  k  during  the  introduction  of  the  charges. 

_K  N,  level  of  the  floor  of  the  foundry.  The  portion  of  it  below  the  rimning-out 
orifice  consists  of  sand,  so  that  it  maybe  readily  sunk  when  it  is  wished  to  receive  the 
•  melted  metal  in  ladles  or  pots  of  large  dimensions. 

.  The  fan  distributes  the  blast  from  the  main  pipe  to  three  principal  points,  by  three 
branch  tubes  of  distribution.  A  register,  consisting  of  a  cast-iron  plate  sliding  with 
friction  m  a  frame,  serves  to  intercept  the  blast  at  any  moment,  when  it  is  not  desirable 
to  stop  the  moving  power.  A  large  main  pipe  of  zinc  or  sheet  iron  is  fitted  to  tho 
orifice  of  the  slide  valve.  It  is  square  at  the  beginning,  or  only  rounded  at  the 
angles  ;  but  at  a  little  distance  it  becomes  cylindrical,  and  conducts  the  blast  to  the 
divaricating  points.  There,  each  of  the  branches  turns  up  vertically,  and  terminates 
at  b  b  fig.^  1003,  where  it  presents  a  circular  orifice  of  7i  inches.  Upon  each  of  the 
upright  pipes  b,  the  one  end  of  an  elbow-tube  of  zinc  c  c  c,  fig.  1003,  is  adiusted 
rather  loosely,  and  the  other  end  receives  a  tuyere  of  wrought  iron  d  d,  through  the 
intervention  of  a  shifting  hose  or  collar  of  leather  c  c  hooped  with  iron  wire  to 
both  the  tube  and  the  tuyere.  The  portion  c  c  o  may  be  raised  or  lowered,  by  sliding 
upon  the  pipe  b,  m  order  to  bring  the  nozzle  of  the  tuyere  d  d,  to  the  requisite 
point  of  the  furnace.  The  portion  c  c  c  may  be  made  also  of  wrought  iron.  A 
power  of  4  horses  is  adequate  to  di-ive  this  fan,  for  supplying  blast  to  3  furnaces. 

The  founders  have  observed  that  the  efflux  of  air  was  not  the  same  when  blown  into 
the  atmosphere  as  it  was  when  blown  into  the  furnaces;  the  velocity  of  the  fen 
with  the  same  mpulsive_  power,  being  considerably  increased  in  the  latter  case 
Ihey  imagine  that  this  circumstance  arises  from  the  blast  being  sucked  in,  so  to 
speak,  by  the  draught  of  the  furnace,  and  that  the  fan  then  supplied  a  greater  quantity 

sinht  w  P'^^'"'?^  researches  show  the  faUacy  of  this  opinion.    Two  water 

^£T\Z  l{/fT^^  tubes,  one-fifth  of  an  inch  in  the  bore,  were  in- 

serted  into  the  tuyere,  containing  water  in  the  portions  g,  h.    The  one  of  these 

renr:;"hrno"zzT:"Tf  '\  ^'^^^  ^"^-•^^'l  other  in  S 

T  °^  ^^'^  g^''^'  '^"^^  ^'^s  too  small  to  obstruct  in  any 

sensible  degree  the  outlet  of  the  air.    It  was  found  that  when  the  tuy^ii-es  of  the  faJ 

tt^&To  tt  f  ^"P^'^f  ^  ^  cSns^rt'diameter  wa 

Fw^S  !l  ^  "^"^^''^  °^  the  revolutions  of  the  vanes.  It  was  further  found 
ttat  when  the  speed  of  the  vanes  was  constant,  the  expenditure  by  one  ortwo  nozz  es 
was  proportional  to  the  total  area  of  these  nozzles.  The  following  formuirgfve  tho 
roii\t  W™-'  ''''  turnTa'n/Tetef  oTS: 

Volume =M:^2^*  (D 
1-000,000       ^  ' 


1,000,000 


(2) 


n  =  the  nunibn.  ^ f      T^t.^''  °^  the  tuyeres  fn  square  inches. 
AftA.  If       •  °^the  vanes  in  a  minute. 

^^^  lolZro!  ShTge^lteTISclT^  ^  ''''  -  -tro. 

speed  immediately  augmeSrrn  .^^^^n^^^^^  the  furnace,  we  shall  find  that  their 
suppose  that  thr  fnr,  f     •  1  ^oUhlo  degree.    We  might,  therefore,  naturillv 

little  reflection  in  «^     If'?  case  than  in  the  first    bu  Y 

11^ 
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furnace  is  flllod,  to  diminisli  the  facility  of  the  discharge,  and  consequently  to 
retard  the  efflux  by  the  nozzles.  The  oxygen  gas  consumed  is  replaced  Ly  a  Ijke 
volume  of  carbonic  acid  gas,  equally  expansible  by  heat.  Reason  leads  us  to  conclude 
that  less  air  flows  from  the  nozzles  into  the  furnace  than  into  the  open  atmosphere. 

The  increase  in  the  ■velocity  of  the  vanes  takes  place  precisely  in  the  same  manner, 
when  after  having  made  the  nozzles  blow  into  the  atmosphere,  we  substitute  for  these 
nozzles  others  of  a  smaller  diameter,  instead  of  directing  the  larger  ones  into  the  fur- 
nace. Hence  wo  may  conceive  that  the  proximity  of  the  charged  furnace  acts  upon 
the  blast  like  the  contraction  of  the  nozzles.  When  the  moving  power  is  uniform, 
and  the  velocity  of  the  vanes  remains  the  same,  the  quantity  of  air  discharged  must 
also  be  the  same  in  the  two  cases. 

Two  tuyferes,  one  6  inches  in  diameter,  the  other  4J,  and  which,  consequently,  pre- 
sented a  total  area  of  35  J  square  inches,  discharged  air  into  one  of  the  furnaces,  from  a 
fan  whose  vanes  performed  664  turns  in  the  minute.  These  two  nozzles  being  briskly 
withdrawn  from  the  furnace,  a-nd  turned  round  to  the  free  air,  while  a  truncated  paste- 
board cone  of  3^  inches  diameter  was  substituted  for  the  nozzle  of  4|-  inches,  wherein 
the  area  of  efflux  was  reduced  to29'3  square  inches,  the  velocity  of  the  vanes  continued 
exactly  the  same.  The  inverse  operation  ha-vdng  been  performed,  that  is  to  say,  the 
two  original  nozzles  having  been  smartly  replaced  in  the  furnace,  to  discover  whether 
or  not  the  moving  power  had  changed  in  the  interval  of  the  experiment,  they  betrayed 
no  perceptible  alteration  of  speed.  From  the  measures  taken  to  count  the  speed,  the 
error  could  not  exceed  three  revolutions  per  minute,  which  is  altogether  unimportant 
upon  the  number  654. 

It  follows,  therefore,  that  when'  the  vanes  of  the  fan  have  the  velocity  of  654  turns 
per  minute,  the  expenditure  by  two  nozzles,  whose  joint  area  is  35^  square  inches, 
both  blowing  into  a  furnace,  is  to  the  expenditure  which  takes  place,  when  the  same 
nozzles  blow  into  the  air,  as  35-6  is  to  29-3  ;  that  is,  a  little  more  than  fths. 

If  this  be,  as  is  probable,  a  general  rule  for  areas  and  speeds  considerably  different 
from  the  above,  to  find  the  quantity  of  air  blown  into  one  or  more  furnaces  by  the  fan, 
we  should  calculate  the  volume  by  one  of  the  above  formulae  (1)  or  (2),  and  take 
|ths  of  the  result  as  the  true  quantity. 

The  fan  a  c,  represented  [fig.  1003),  is  of  the  best  excentric form,  as  constructed  by 
Messrs.  Braithwaite  and  Ericsson,  d  is  the  circular  orifice  round  the  axis  by  which 
the  air  is  admitted ;  and  c  c  b  is  the  excentric  channel  through  which  the  air  is 
wafted  towards  the  main  discharge  pipe  e.    See  Ventilation. 

FOVN'TAIIiI'.    A  stream  of  water  rising  through  the  superficial  strata. 

FOWIiER'S  SOXtTTTIOIO'.    A  solution  of  arsenite  of  potash  used  in  pharmacy. 

FOXdiOVX:.  The  Digitalis  purpurea,  a  common  British  plant,  belonging  to  the 
natural  order  ScrophulariacecB.  The  leaves  and  other  parts  contain  a  poisonous  prin- 
ciple called  digitaline.  In  small  doses  foxglove  is  used  as  a  diuretic  and  for  lessening 
the  action  of  the  heart,  but  in  larger  doses  it  altogether  stops  the  ^  circulatiop. 
The  vulgar  name  foxglove  is  said  to  be  a  corruption  of  foWs-glove  (fairy's  glove),  m 
allusion  to  the  shape  of  the  flower. 

FOXIIO-G,  is  a  term  employed  by  brewers  to  characterise  the  souring  of  beer,  in 
the  process  of  its  fermentation  or  ripening. 

FRACTZOKTAIi  DlSTIlIiATIOW.  A  process  of  distillation,  in  which,  by 
regulating  the  heat,  fluids  possessing  different  degrees  of  volatility  are  separated  from 
each  other.    See  Naphtha,  Boghead. 

FRACTTTRE  OF  MInrERAIiS.  The  fractiu-e  of  minerals  has  been  groupea 
under  the  following  heads,  there  being  very  few  variations  from  them 

1.  Conchoidal;  from  concha,  like  a  shell,  when  a  mineral  breaks  with  curved  con- 
cavities ;  example,  flint.  ,       ,  ,  n  , 

2.  Even;  when  the  surface  of  fracture  is  not  rough,  and  has  no  small  elevations 

and  dcxDressions. 

3.  Splintery;  when  the  broken  surface  trxhibits  protruding  points. 

4.  HacJdy  ;  when  the  elevations  are  sharp  or  jagged,  as  iron. 
FRAME,  a  mining  term.    See  Deessing  of  Okes. 

FRATJ-COIiZTE.    A  variety  of  apatite.    See  Apatite.  ,    ,    r  .1,0 

FRAIO'GtTXiXJa'.   A  yellow  crystalline  substance  obtained  from  the  bark  ot  tne 

Bhamnus  franqula.  _   ■  -i 

FRANKFORT  BXiACX  is  a  black  used  in  copper-plate  printing.    It  is  saw 

to  be  a  charcoal  obUiined  from  grape  and  vine  lees,  peach  kernels,  and  bone  shaving. 
It  is  doubtful  wliether  the  finest  black  is  not  a  soot  produced  from  the  combustion  01 
some  of  these  bodies.    The  preparation  is,  however,  made  much  of  a  mystery. 

FRANKIxrCEIO'SE.  The  spontaneous  exudations  of  the  Abt£s  cxccLsa,  the  JSonn'y 
spruce  fir.  East  Indian  frankincense  is  said  to  bo  derived  from  certain  species  01 
$osweUiat 
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FRANKXiXlVXT&i  A  mineral  related  to  magnetic  iron-ore,  crystallising  in 
regular  octahedra  of  an  iron-black  colour  and  metallic  lustre.  When  scratched,  it 
affords  a  dark  reddish-brown  streak.  Its  spec.  grav.  is  5-05  to  5*16.  Franklinite  is 
a  combination  of  the  sesquioxidos  of  iron  and  manganese,  with  protoxide  of  zinc.  The 
following  figures  give  the  mean  of  several  recent  analyses  by  Mr.  F.  C.  Van  Dyck 
('  Geology  of  New  Jersey,  1868 ') ;  the  excess  in  these  analyses  is  probably  due  to  the 
oxidation  of  the  iron,  which  appears  to  exist  partly  in  the  state  of  protoxide ;  the 
magnetic  properties  of  this  species  have  also  been  attributed  to  the  presence  of  pro- 
toxide of  iron ; — 

I  n 

Sesquioxide  of  iron    .      .       .       .       .       .    68"3  74-8 

Oxide  of  zino  24'8  21-7 

Eed  oxide  of  manganese  10-5  7-8 


103-6  104-3 

I.  From  StirEng  Hill  Mine,  N.  J.  II.  From  Mine  Hill,  N.  J, 

These  are  the  two  principal  localities  of  franklinite.  It  occurs  associated  with  red 
oxide  of  zinc  (spartalite)  and  silicate  of  zinc  (willemite)  in  metamorphic  limestones  of 
Silurian  age.  At  Stirling  Hill  it  forms  the  main  constituent  of  the  irregular  deposit 
known  as  the  'Franklinite  Vein.' 

Franklinite  was  at  first  employed  for  the  production  of  zinc ;  but  for  that  purpose 
it  did  not  answer  commercially.    It  was  then  employed  in  combination  with  iron,  and 
Major  Farrington  of  New  Jersey  thus  speaks  of  it : — '  Many  experiments  have  been 
made  under  my  superintendence  upon  the  ores  of  franklinite,  and  I  have  also  wit- 
nessed several  others  of  an  interesting  character  made  by  other  parties  in  mixing 
franklinite  with  pig  iron  in  the  puddling  furnace,  and  also  a  mixture  of  frankUnite- 
pig  with  other  irons  in  their  conversion  to  wrought  iron.    The  result  in  all  cases  has 
been  a  great  improvement  in  the  quality  of  iron  as  maniifactured.    The  most  marked 
and,  as  I  consider,  the  most  valuable  result  is  obtained  by  using  from  10  to  15  per 
cent,  of  the  weight  of  pig  iron  to  be  puddled  with  pulverised  franklinite  ore  in  the 
fiu-nace  at  each  heat.    Iron  of  the  most  inferior  quality  when  thus  treated  is  converted 
into  an  article  of  No.  1  grade.    The  volatile  nature  of  zinc  at  a  high  temperature, 
combining  with  the  sulphur,  phosphorus,  and  other  volatile  constituents  of  the  coal,' 
or  that  may  be  in  the  iron,  being  carried  off  mechanically,  I  consider  is  one  of  the 
causes  of  the  improvement ;  the  manganese  also  of  the  ore  combines  with  silica  at  a 
high  temperature,  and  pig  iron  that  contains  silica  is  thus  freed  from  it.    The  great 
advantage  to  be  obtained  by  using  the  pulverised  ore  in  the  puddling  furnace  is,  that 
a  high  grade  of  iron  may  bo  made ;  and  where  re-heating  has  been  hitherto  deemed 
indispensable,  one  heating  is  found  sufficient  for  such  uses  as  wire  billets,  nuts,  bolts, 
horseshoe  iron,  and  nails.    A  particular  selection  of  fuel'  is  not  required,  coke  and 
charcoal  can  be  dispensed  with,  and  bituminous  or  anthracite  coal  used.' 

Franklinite  is  now  employed  by  the  New  Jersey  Zinc  Company  for  the  production 
of  zinc,  which  is  converted  into  oxide,  whilst  the  cindery  residues  are  smelted  for 
Spiegolcison.    See  Ikon. 

FREESTOUXi.   A  term  used  to  denote  any  stone  which  is  capable  of  being  worked 
freely  m  every  direction,  and,  which  has  no  tendency  to  break  in  one  direction  more 
than  another.    In  the  counties  of  Wicklow  and  Dublin,  and  also  in  Cornwall,  the 
term  is  applied  to  granite  which  works  freely.— H.W.B. 
FRfiEZnTG.    {CongUation,  Fr.;  Gefrkrung,  Ger.)    The  three  general  forms, 
f    -IT  '       gaseous,  under  one  or  other  of  which  all  kinds  of  matter  exist,  are 
rotorrible  to  tho  influence  of  heat,  modifying,  balancing,  or  subduing  the  attraction  of 
cohesion.  _  Nearly  every  solid  may  be  liquefied,  and  every  liquid  may  be  vaporised 
I3y  a  certain  infusion  of  heat,  whether  this  be  regarded  as  a  moving  power,  or  an 
elastic  essence.    Tho  converse  of  this  proposition  is  equally  true ;  for  many  gases,  till 
lately  styled  permanent,  may  be  liquefied,  nay,  even  solidified,  by  diminution  of  their 
temperature,  either  alone,  or  aided  by  a  sufficient  mechanical  condensation,  to  bring 
tneir  particles  within  the  sphere  of  aggregative  attraction.    When  a  solid  is  trans- 
lormod  into  a  liquid,  and  a  liquid  into  a  gas  or  vapour,  a  quantity  more  or  less  con- 
maerable  of  heat  is  absorbed,  or  becomes  latent,  to  use  the  t«rm  of  Dr.  Black.  When 
ino  opposite  transformation  takes  place,  the  heat  absorbed  is  again  emitted,  or  what 
was  latent  becomes  sensible.    See  Heat  for  tho  more  recent  hypotheses. 
faZ^  pJ^oauction  of  cold  is  a  curious  and  interesting  branch  of  physical  inauirv  A 
few  general  laws  may  bo  distinctly  named.  F  y        inquiry.  A 

stracti  wir^^  suddenly  liquefies,  without  tho  application  of  external  heat,  it  ab- 
stracts from  the  surrounding  bodies  tho  heat  necessary  for  its  liquefaction. 
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When  a  salt  is  dissolved  in  water  cold  is  produced. 

If  a  liquid  vaporises,  the  vapour  is  produced  at  tho  expense  of  the  heat  of  some 
neighbouring  body. 

When  spirits  of  wine,  or  ether,  is  thrown  on  the  body,  a  sensation  of  coldness  is 
produced  from  tho  vaporising  liquids  robbing  tho  body  of  heat. 

By  placing  water  in  a  porous  vessel,  and  exposing  it  to  the  sun,  it  becomes  very 
cold.  Tho  solar  heat-rays  occasion  a  rapid  evaporation  of  tho  water  which  has  filtered 
through  the  pores  of  tho  vessel,  and  some  boat  is  taken  by  the  process  from  tho  fluid 
in  the  interior. 

If  air  is  allowed  suddenly  to  expand,  it  takes  heat  from  the  surrounding  bodies,  or 
produces  cold. 

Sir  John  Herschel  some  years  since  recommended  the  following  method  for  obtain- 
ing at  moderate  cost  large  quantities  of  ice : — 

A  steam-engine  boiler  was  to  be  sunk  into  the  earth  and  the  quantity  of  water 
which  it  was  desired  to  freeze  placed  in  it.  By  means  of  a  condensing  pump,  several 
atmospheres  of  air  were  forced  into  the  boiler,  and  then  everything  was  allowed  to 
remain  for  a  night,  or  until  the  whole  had  acquired  the  temperature  of  the  surround- 
ing earth.  Then,  by  opening  a  stop-cock,  the  air  expanding  escaped  with  much  violence, 
and  the  water  being  robbed  of  its  heat  to  supply  the  expanding  air,  the  temperature 
of  the  whole'was  so  reduced,  that  a  mass  of  ice  was  the  result. 

The  most  familiar  method  of  producing  intense  cold  is  by  means  of  freezing  mixtures. 
A  great  number  of  those  were  invented  by  Mr,  Walker ;  the  principal  results  are  con- 
tained in  the  following  tables  : — 

I. — Table,  consisting  of  Frigorific  Mixtures,  having  the  power  of  generating  or 
creating  cold  without  the  aid  of  ice  sufficient  for  all  useful  and  philosophical  purposes, 
jn  any  part  of  the  world  at  any  season. 


Frigorijio  Mixtures  without  Ice. 


MIXTTJEES 

Thermometer  sinks 

Dcg.  of  cold 
produced 

Nitrate  of  ammonia 

Water  

1  part 
1 

From  +  50°  to  +  4° 

46° 

Chloride  of  ammonium 

Nitrate  of  potash . 

Water  

5  j)art8 
5 

16 

From -1-60°  to +  10° 

40 

Chloride  of  ammonium 
Nitrate  of  potash  . 
Sulphate  of  soda  . 
Water  .       .       . '  . 

5  ]3arts 
5 
8 
16 

From +  50°  to +  4° 

46 

Sulphate  of  soda  , 
Diluted  nitric  acid 

3  parts 
2 

From +  50°  to -3° 

63 

Nitrate  of  ammonia 

Carbonate  of  soda 

Water  

1  part 

1 

1 

From +  50°  to -7° 

67 

Phosphate  of  soda 
Dilute  nitric  acid . 

9  parts 
4 

From +  50°  to- 12° 

62 

Sulphate  of  soda  . 
Hydrochloric  acid 

8  parts 
5 

From +  60°  to-0° 

50 

Sulphate  of  soda  , 
Dilute  sulphuric  acid  . 

6  parts 
••  4 

From +  50°  to +3° 

47 

Sulphate  of  soda  . 
Chloride  of  ammonium 
Nitrate  of  potash . 
Dilute  nitric  acid . 

6  parts 
4 
2 
4 

From +  60°  to- 10° 

60 

Sulphate  of  soda  . 

Nitrate  of  ammonia 

Dilute  nitric  acid        .  . 

6  parts 

5 

4 

From +  50°  to -40° 

64 

I 
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n.-Tablo  oou3iatlns  of  Frigclfla  Matures,  con^posocl  of  ice.  with  chemical  salt^ 

and  acids.  ,  t^„ 

Frigorifio  Mixtures  with  Ice.  


MIXTUBES 


Snow,  or  pounded  ieo 
Chloride  of  sodium 


Snow,  or  pounded  ice  . 
Chloride  of  sodium 
Chloride  of  ammonium 


Snow,  or  pounded  ice  ' . 
Chloride  of  sodium  _  . 
Chloride  of  ammoniiun 
Nitrate  of  potash . 


Snow,  or  pounded  ico  . 
Chloride  of  sodium 
Nitrate  of  ammonium  . 


Snow  . 

Dilute  sulphuric  acid 


Snow  , 

Hydrochloric  acid 


Snow  . 

Dilute  nitric  acid 


Snow  . 

Chloride  of  calcium 


Snow  .... 
Cryst.  chloride  of  calcium 


Snow  . 
Potash 


2  parts 
1 


6  parts 

2 

1 


24  parts 
10 
6 

0 


12  parts 
5 
5 


3  parts 
2 


Tliermometer  sinks 


a 

i 
t-i 


to -6° 


to- 12° 


to -18" 


of  cold 
produced 


to -25° 


From +32°  to -23° 


8  parts 
5 


7  parts 
4 


4  parts 
5 


2  parts 
3 


8  parts 
4 


Prom +  32°  to -27° 


From +32°  to -30° 


Prom +32°  to -40° 


55 


69 


62 


72 


From +32°  to -50° 


From +  32°  to- 51' 


82 


83 


N.  B. — The  reason  for  the  omissions  in  the  last  column  of  the  preceding  table  _  is, 
the  thermometer  sinking  in  these  mixtures  to  the  degree  mentioned  in  the  preceding 
column,  and  never  lower,  whatever  maybe  the  temperature  of  the  materials  at  mixing. 
To  produce  these  results  in  a  satisfactory  manner,  it  is  necessary  to  cool,  previously  to 
the  experiments,  the  vessels  in  which  the  mixtures  are  made. 

A  very  intense  cold  may  be  obtained  from  the  evaporation  of  a  mixture  of  solid 
carbonic  acid  and  sulphuric  ether,  by  which  a  temperature  of  166°  Fahr.  below 
the  freezing  point  of  water  is  produced.  By  means  of  this  intense  cold,  assisted  by 
mechanical  preesuro  several  of  the  gaseous  bodies  have  been  condensed  into  liqiuds, 
and  in  some  inntances  solidified. 

Natterer  has  obtained  a  temperature  as  low  as  —220°  Fahr.  by  evaporation  wi  wci<o 
of  a  mixture  of  liquid  nitrous  oxide  and  bisulphide  of  carbon. 

The  following  process  for  producing  cold  has  been  patented  in  this  country  : — • 

In  a  reservoir,  or  what  may  with, propriety  be  called  a  boiler,  was  placed  a  quantity 
of  sulphuric  ether.  This  reservoir  was  placed  in  a  long  vessel  of  saline  water,  this 
fluid  by  the  arrangement  being  made  to  flow  from  one  end  of  the  trough  to  the  other, 
that  is  to  and  from  the  reservoir.  In  this  water  was  placed  a  number  of  vessels,  the 
depth  and  breadth  of  the  trough,  but  of  only  two  inches  in  width,  and  these  were  filled 
with  the  water  to  be  frozen. 

A  steam-engine  was  employed  to  pump  the  air  from  the  reservoir ;  this  being  done, 
of  course  the  ether  boiled,  and  the  vapour  of  the  ether  was  removed  by  the  engine  as 
fast  as  it  was  formed.  The  heat  required  to  vaporise  the  ether  was  derived  from  tho 
saline  water  in  tho  trough,  and  this  again  took  tho  heat  from  the  water  in  the  cells  ; 
thus  eventually  every  cell  of  water  was  converted  into  ico.  The  ether  was,  after  it 
had  passed  through  the  engine,  condensed  by  a  refrigeratory  of  tho  ordinary  land. 
Tho  statement  made  by  the  patentee  was  very  satisfactory,  as  it  regarded  the  cost  of 
production.  An  apparatus  of  this  kind  is  of  course  intended  for  hot  countries  only, 
where  ico  becomes  actually  one  of  the  necessaries  of  life. 

A  pecuUar  physical  fact  connected  with  the  freezing  of  water  has  been  made  avail- 
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ablo  to  somo  important  uses.  Water  in  freezing  really  rejects  ovorythine  it  m^v 
Tr'"' actually  ^«r/water.  tL  may  L  ea"  Iv 
proved  Make  a  good  freezing  mixture,  and  pla/e  some  ^vater  in  a  flaskfand  wh  J 
«tn  ^°<i°?'g/^''^e5™f  lidat>on  by  being  placed  in  the  frigorific  compound,  gently  S 
tate  It  wi  h  a  feather.  Now,  if  the  water  contains  spirit,  add,  salt,  clr  colourTne 
ma  er,  either  of  them  are  alike  rejected,  and  the  solid  obtained,  when  washed  from  thf 
matter  adhering  to  its  surface,  is  absolutely  pure  solid  water. 

Ihis  philosophic  fact,  although  it  has  only  been  subjected  to  examination  within 
tho  last  few  years,  has  long  been  known. 
Byron,  in  his  13th  canto  of  '  Don  Juan,'  has  the  following  allusion  to  it  :— 

"  I'll  have  another  figure  in  a  trice  :— 

What  say  you  to  a  bottle  of  champagne  ? 
Frozen  into  a  very  vinous  ice, 

Which  leaves  few  drops  of  that  immortal  rain, 
Yet  in  the  very  centre,  past  all  price. 

About  a  Uqnid  glassful  will  remain  ; 
And  this  is  stronger  than  the  strongest  grape 
Could  e'er  express  in  its  expanded  shape." 

The  old  nobles  of  Russia,  when  they  desired  a  more  intoxicating  drink  than  usual 
placed  their  wines  or  spirit  in  the  ice  of  their  frozen  rivers,  until  all  the  aqueous 
portion  was  frozen ;  when  they  drank  the  ardent  fluid  accumulated  in  the  centre. 
This  plan  has  been  employed  also  for  concentrating  lemon-juice  and  the  like. 

The  manufacture  of  ice  by  machinery  is  one  of  the  many  interesting  applications 
of  science,  and  this  has  now  become  a  practical  trade.  In  1851  M.  Eezet,  of  Eouen, 
volatilized  ether  in  a  close  vessel  by  exhausting  the  air  from  its  surface.  After  the 
air,  the  ether-vapour  itseK  was  exhausted  by  a  pump,  then  condensed  by  the  aid  of 
cold  water,  and  forced  back  into  the  same  vessel,  by  which  a  continual  absorption  of 
caloric  from  the  surrounding  bodies  was  effected,  and  a  continual  refrigeration  obtained 
as  long  as  the  circulation  of  ether  was  kept  up  by  working  the  pump, 

Harrison's  ice-making  machine,  and  its  improved  form  by  Mr.  Siebe,  is  a  particular 
application  of  the  exhausting  air-pump.  The  working  of  the  process  is  as  follows  :— 
A  quantity  of  sulphuric  ether,  contained  in  a  close  vessel  surrounded  by  a  current  of 
salt  water,  is  made  to  pass  rapidly  into  a  state  of  vapour  by  the  action  of  a  large  air- 
pump  driven  by  steam-power ;  the  necessary  amount  of  heat  requisite  to  effect  this 
change  in  the  ether  is  abstracted  from  the  surrounding  salt  water  casing,  which  is  thus 
cooled  to  a  temperature  below  the  freezing  point  of  water,  and  is  then  made  to  circu- 
late through  a  box,  containing  the  water  to  be  frozen,  in  tin  moulds  arranged  on  a 
travelling  frame,  which  moves  in  a  direction  contrary  to  the  refrigerating  current. 
The  ether-vapour  removed  at  every  stroke  of  the  pump  is  passed  over  to  a  condenser, 
•where  it  reassumes  the  liquid  form,  and  is  returned  to  the  evaporating  vessel. 

It  will  be  seen  that  the  principle  in  the  machines  of  Harrison,  Eezet,  and  Siebe  is 
the  same.    The  machine  invented  by  M.  Carre  appears  to  be  much  more  effective. 

Messrs.  Carr6  and  Co.'s  ice-making  machines  are  of  two  kinds,  one  being  con- 
tinuous, and  the  other  intermittent  in  action  ;  but  the  principle  involved  is  the  same 
in  both  cases,  viz.,  the  production  of  cold  by  the  volatilisation  of  a  gas  which  is  easily 
liquefiable,  and  at  the  same  time  in  a  high  degree  soluble  in  water.    The  smaller, 
or  intermittent  apparatus  consists  essentially  of  a  pair  of  distilling  and  condensing 
vessels,  united  together  by  an  air-tight  joint,  and  capable  of  resisting  an  internal 
pressure  of  150  lbs.  to  the  square  inch.    The  distilling  vessel  is  filled  with  a  watery 
solution  of  ammonia,  at  the  maximum  point  of  saturation.    By  the  application  of 
heat,  the  ammoniacal  gas  is  driven  off,  and  passes  over  into  the  receiver  or  con- 
densing vessel,  where  it  is  soon  liquefied  by  the  constantly  increasing  pressure  of  the 
gas  given  off  by  the  watery  solution,  a  pressure  of  97  lbs.  to  the  square  inch  being 
sufficient  to  effect  the  liquefaction  of  the  gas,  when  the  temperature  of  the  vapour 
does  not  exceed  50°  Fahr.    When  the  condenser  is  filled  with  pure  fluid  ammonia, 
the  distilling  vessel  is  removed  from  the  fire,  and  is  immersed  in  a  vessel  of  water 
at  the  ordinary  temperature  of  the  air.    By  this  means  the  water  remaining  in  the 
distilling  vessel  is  slightly  cooled,  and  it  immediately  redissolves  the  column  of 
ammoniacal  gas  standing  above  it,  a  vacuum  is  formed,  and  the  liquefied  gas  imme- 
diately begins  to  distil  back  and  redissolve.    The  heat  necessary  to  effect  this 
redistillation  is  abstracted  from  the  water  to  bo  frozen,  which  is  contained  in  a 
cylindrical  mould,  placed  in  tho  internal  tube  of  the  annular  condensing  vessel.  The 
time  required  for  producing  1  lb.  of  ice  in  the  smallest  size  of  the  portable  apparatus 
is  55  minutes  ;  25  minutes  being  required  for  the  preliminary,  and  30  minutes  for  tho 
reverse  distillation ;  it  is  during  tho  latter  period  that  the  ice  is  produced.    About  four 
pounds  of  ioe  are  produced  for  every  pound  of  fuel  consumed  in  the  preliminary 
distillation. 
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The  continuous  apparatus  is  more  complicated  in  construction ;  it  consists  of  a 
boiler  or  distilling  vessel,  -with  the  addition  of  a  rectifier,  formed  of  a  series  of 
horizontal  tubes  in  which  the  gas  is  freed  from  the  last  trace  of  water  by  a  current 
of  Aveak  ammonia  water  circulating  in  the  opposite  direction.  From  the  rectifier  the 
gas  passes  to  a  serpentine  tube,  forming  part  of  the  boiler,  and  thence  into  the  con- 
denser, a  series  of  tubes  cooled  by  a  current  of  water  to  60°  Fahr.  Here  the  gas  is 
liquefied,  and  is  driven  over  by  the  pressm-e  in  the  boiler  into  a  regulator,  from  which 
it  passes  into  the  freezing  vessel,  also  formed  of  a  series  of  spiral  tubes,  which  are 
surrounded  by  a  solution  of  chloride  of  calcium ;  the  moulds  containing  the  water  to 
be  frozen  are  placed  in  a  vibrating  frame,  in  order  to  Ciiuse  the  ice  to  form  more 
rapidly.  The  return  current  of  ammoniacal  gas  from  the  freezing  vessel  is  passed 
over  by  an  exhausting  pump  into  a  receiver,  where  it  is  redissolved  in  the  spent  water 
drawn  from  the  boiler.  The  ice  produced  in  the  continuous  apparatus  varies  between 
eight  and  fifteen  times  the  weight  of  the  fuel  consumed :  about  a  gallon  of  condensing 
water  is  required  for  every  pound  of  ice  xwoduced.  For  some  further  matters  connected 
with  this  peculiar  condition;  see  Wateb. 

FREIBERCXTE.    An  argentiferous  fahlerz.    See  Fahxeez. 
FREIESIiEBEM-ZTE.   A  sulphifle  of  silver,  lead,  and  antimony.    See  Silteh. 
FREirCH  BERRIES.    The  berries  of  the  Rhammis  catharticus,  and  other  species 
of  tlie  Buckthorn.    The  true  French  berries,  which  should  be  four-seeded,  belong  to 
the  first  named ;  all  the  two-seeded  berries  are  ol^tained  from  other  and  inferior  kinds. 
See  Buckthorn. 

FREirCB  CK.a.I.lC.    A  steatite  ;  a  soft  magnesian  mineral. 
FRENCH  POIiXSH.    There  are  numwous  methods  given  for  the  preparation  of 
this  polish ;  one  of  the  best  is  probably  the  following :  li  lb.  of  shell  lac  dissolved  in 
a  gallon  of  spirits  of  wine  without  heat.    Another  recipe  is  12  oimces  of  shell  lac, 
2  ounces  of  gum  elemi,  and  3  ounces  of  copal  to  1  gallon  of  spirits  of  wine. 

FREZrCH  PTmPIiE.  Amongst  the  most  important  of  the  modern  improvements  in 
the  preparation  of  colouring  matter  from  the  lichens  may  be  mentioned  the  preliminary 
extraction  of  the  colouring  acids  of  the  lichens  by  digestion  with  an  alkali  (potash  or 
lime)  and  the  subsequent  precipitation  of  these  acids,  whereby  they  are  completely 
separated  from  the  woody  matters  and  other  impurities.  Dr.  Stenhouse,  to  whom 
tins  valuable  suggestion  is  due,  recommends  manufacturers  to  macerate  the  lichens 
on  the  spot  with  milk  of  lime,  and  then  to  precipitate  the  clear  solution  by  means  of 
an  acid  such  as  hydi-ochloric,  or  acetic  acid,  whereby  the  colour-yielding  acids  are 
separated.  By  subjecting  these  acids,  more  or  less  pure,  to  the  action  of  air  and 
amnionia,  products  are  obtained  not  only  free  from  woody  fibre,  but  exhibitine 
bnghter  and  deeper  colours,  not  to  speak  of  the  economy  and  facility  of  manipu- 
iSxl  ^  material  during  the  most  important  stage  of  the  manu- 

Archil  prepared  by  the  iisual  methods,  notwithstanding  its  fine  colour,  has  the 

defect  of  being  extremely  liable  to  change  by  the  action  of  acids  and  alkalis,  and  of 

P.'ni^H  colour  when  applied  to  silk,  wool,  or  animalized  cotton. 

?3       TT;-""  °T  ^-"^  f  '^'"'^^^  prepared,  under  the  name  of 

French  Purfle,  distinguished  m  the  first  place  by  its  very  pure  mauve  or  dahlia 

fflckof of  aS  ""''"^  ^^^^""^  ^"'^  *° 

This  beautiful  coloxir  has  been  introduced  and  is  chiefly  manufactured  by  MM 

ffm;UTr''''''?'k'^'-'w-*^°  ^''^^^        ^^'^^^ted  by  digestion  with  ammonia 
SlleTd  '       «°.l^ti°n  precipitated  by  a  mineral  add,  and  the  precipitate 

i«  nMV '  Y'^^'^'J^^^^  re-dissolved  m  ammonia  by  the  aid  of  heat,  whereby  a  solution 
1?  ^^P^''^''"  ^  ^  temperatiure  of  19°  or  20°  C 

S£i7-'T"-f  t/'r^  brigbt  red  colour.  As  soon  as  the  tint  has  acquired 
sufficient  intensity  the  liquid  is  introduced  into  shallow  basins,  and  very  slowlv 
evaporated  at  a  temperature  between  40°  and  60°  C,  care  being  tken  not  to  xcled 
the  latter  bmit.  By  this  evaporation  in  contact  with  the  air  the  liquid  after  a  few 
day  acquires  a  very  deep  violet  colour,  which  undergoes  no  further  change  evel 

ifelS  n  f     °   """^ •  .        y  ""^'^  Buper-stturated  with  a  strong  aS 

J^elds  a  copious  flocculent  precipitate  of  a  very  fine  and  rich  garnet  coW  wS 

r^Z^l      ?"i!  P^^.P^^^-i  however,  attained  the  highest  degree  of  beautv  «r,^ 

purity  of  which  it  is  susceptible.    When  used  directly  for  dyeing  wool  TS\l 

ntl^r'^T  "^'^  «f  mordants,  the  colofirin"  maH.f  ^  ^ 

mmp^y  dissolved  in  ammonia,  and  the  solution  diluted  \vith  the  Zfer  m  .•^'"l 
water),  it  imparts  to  them  a  violet  colour  having  a  reddish  cast     ^  ^  ^''^"^^^^ 
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To  obtain  the  dye  in  a  state  of  greater  purity  it  is  converted  into  a  lime  or 
alumimi  lake.  Tor  tliis  purposo  tlio  ammoniacal  solution  is  precipitated  with 
chloride  of  calcium  or  with  alum ;  the  red  colouring  matter  then  remains  almoBt 
wholly  in  solution,  and  the  lakes  are  collected,  carefully  washed  with  cold  water, 
and  dried  at  u  gentle  heat.  They  then  present  a  violet  or  bluish  aspect,  and  acquire 
a  coppery  lustre  by  friction. 

French  purple  is  generally  sent  into  the  market  in  the  form  of  lime  lake.  To 
render  it  available  for  dyeing,  the  lake  is  decomposed  and  the  colouring  matter  set 
free.  For  this  purpose  the  lake  is  reduced  to  an  impalpable  powder,  whicii  is 
boiled  with  oxalic  acid  to  separate  the  lime,  and  the  colouring  matter  then  dissolved 
out  by  ammonia.  The  lake  may  also  be  directly  decomposed  by  boiling  it  with 
carbonate  of  ammonia.  For  printing,  the  lake  is  dissolved  in  acetic  acid,  and  the 
solution  mixed  with  alcohol  and  thickened. 

In  this  manner,  very  fine  and  pure  mauve  and  dahlia  tints  arc  obtained,  especially 
on  silk,  without  the  use  of  mordants,  properly  so  called.  French  purple,  moreover, 
mixes  easily  with  other  colouring  matters,  such  as  ultramarine,  indigo,  carmine, 
cochineal,  aniline  rod,  &c.,  producing  the  most  varied  and  delicate  tints. 

Eecontly,  however,  the  manufacture  of  Ffench  purple  has  diminished  in  im- 
portance by  the  competition  of  the  coal-tar  purple.  The  upshot  of  this  struggle 
will  depend  on  the  relative  beauty  and  purity  of  the  tints  obtained,  and  on  their 
comparative  cost:  for,  so  far  as  yegards  fastness  and  resistance  to  the  influence 
of  light,  French  piu?ple  is  superior  to  aniline  purple.  See  Watts's  '  Dictionary  of 
Ohemistry.' 

X'RENCK  TXTB.   A  dyer's  term  for  a  mixture  of  protochloride  of  tin  and  logwood, 

called  also  '  plum  tub.' 

FRXCTXOHr.  The  resistance  to  motion  which  depends  on  the  structure  of  the 
surfaces  in  contact.  Friction  is  usually  divided  into  two  kinds  :  sliding  friction  and 
rolling  friction.  The  questions  involved  in  the  consideration  of  friction  are  purely 
engineering,  and  cannot  therefore  be  treated  here.  One  very  important  element  may, 
however,  be  named,  as  showing  the  importance  of  exact  science_  in  connection  with 
the  improvements  in  mechanics.  By  friction  heat  is  evolved.  It  is  found  by  accurate 
experiment,  that  the  quantity  of  lieat  evolved  is  exactly  sufficient  to  reproduce  the  effort 
caused  in  overcoming  the  friction. — Joule  and  Thomson. 

FRIEZE.  (Frise,  Fr. ;  Frisa,  Sp.)  The  nap  on  woollen  cloth  ;  hence  it  is  applied 
to  a  coarse  kind  of  woollen  cloth  or  stuff  with  a  nap  on  one  side.    See  Baize. 

FRIT.    See  Enamel  and  Glass. 

FRITTING.  It  was  formerly  the  practice  in  glass-making  to  heat  the  glass- 
mixture  to  such  an  extent  that  an  incipient  fusion,  or  caking-together,  commenced, 
during  which  the  silica  began  to  act  upon  the  bases,  the  carbonic  acid  was  partially 
expelled,  and  a  frit  was  produced.  The  Schmelz  of  the  Austrian  and  Bohemian 
glass-houses  is  a  true  frit,  or  an  imperfectly-melted  mixture,  composed  of  Imviated 
ashes  and  sand.    See  Glass. 

FRVIT.  The  fruit  of  a  plant  consists  essentially  of  the  matured  ovary  enclosing 
the  seeds,  or  ripened  ovides.  But  in  many  cases  other  parts  of  the  flower  enter  into 
the  composition  of  the  fruit ;  in  the  apple,  for  example,  the  calyx  adheres  to  the  ovary, 
and,  becoming  succulent,  forms  the  greater  portion  of  the  frmt.  Few  vegetable 
structures  are  more  liable  to  be  misunderstood  than  the  fruit ;  many  parts  of  a  plant 
being  popularly  called  fruit  which  have  no  scientific  claim  to  the  name,  whilst  many 
structures  which  are  truly  fruit  in  botanical  language  would  not  bo  generally  recog- 
nised as  such.  The  common  idea  of  a  soft  succulent  structure,  like  the  berry  and  the 
drupe  is  by  no  means  necessary  to  the  constitution  of  a  fruit,  many  kinds  ot  trmt, 
such  as  the  nut  and  the  capsule  being  dry  and  more  or  less  hard.  Among  umbel  i- 
ferous  plants,  the  structures  commonly  called  '  seeds,'  such  as  aniseed,  caraway  seeds 
coriander  seed,  &c.,  are  true  fruits  ;  the  external  envelope  or  seed-vessel,  being  firm  y 
adherent  to  the  enclosed  seed.  So  too  the  grains  of  cereals  are  fruits,  the  albuminous 
seed  being  closely  invested  in  a  thin  membranous  coat,  or  pericarp.^ 

Fruits  not  only  furnish  articles  of  diet-in  some  cases  of  great  importance,  as  the 
date  and  the  b/ead-fruit-but  some  of  them  y'^ld  oil-olive-oil  and  palm-oih 
example-whilst  others  possess  a  strong  integument  from  which  useful  vessels  are  pre 
pared,  such  as  the  gourds  and  calabashes. 


FVCBSXTE, 


A  green  micaceous  mineral,  containing  chromium,  found  in 


FVCHSIXTE.    See  Aniline  Ked.       _      ^       ,  .  .  ,  .•        ^„.„j  the 

^  FUCVS.  A  genus  of  sea-weeds.  In  the  Fucus  senatus  and  i^.  ceranwid^  silver  lu^ 

been  detected:  Malaguto  has  stated  to  the  extent  of  in  the  asli^.srf 

It  has  also  been  stated  that  these  and  some  other  plants  contain  lead  and  copper. 
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FtrcusUVS  and  TUCTTSOIi.  Two  substances  obtained  by  Dr.  Stenhouse, 
by  actins  with  sulpburic  acid  on  certain  species  of  Fucus. 

TVJ>%v  Woollen  Waste,  is  the  refuse  of  the  new  wool  taken  out  in  the  scribbling 
procos«  and  is  mixed  with  the  mungo  for  use.    See  Mungo. 

FVEI..  (Combustible,  Fr. ;  Brennstoff,  Ger.)  Such  matters  as  are  used  for  the 
economical  production  of  fire.  Wood,  Turf,  Coal,  are  familiar  examples.^  Fuels 
differ  in  their  nature,  and  in  their  power  of  giving  heat,  and  consequently  in  their 
properties  of  developing  heat  when  undergoing  combustion.  It  is  therefore  important 
to  understand  the  principle  upon  which  depends  the  value  of  a  particular  fuel. 

With  the  philosophy  of  the  question  we  are  scarcely  called  upon  to  deal  in  the 
present  volume.  A  few  remarks  may  not,  however,  be  entirely  oiit  of  place,  and  they 
may  serve  to  guide  the  reader  in  his  consideration  of  the  production  of  heat  by  com- 
bustion— which  is  the  only  means  of  production  with  which  we  have  to  deal. 

In  his  '  Novum  Organum '  Bacon  writes  :  '  Heat  is  an  expansive  motion  whereby 
a  body  strives  to  dilate  and  stretch  itself  to  a  larger  sphere  or  dimension  than  it  had 
previously  occupied.  This  difference  is  most  observable  in  flame — when  the  smoke 
or  thick  vapour  manifestly  dilates  and  expands  into  flame.  .  .  .  Heat  is  a  motion, 
expansive,  restrained,  and  acting  in  its  strife  upon  the  smaller  particles  of  bodies. 
But  the  expansion  is  thus  modified — while  it  expands  in  all  ways,  it  has  at  the  same 
time  an  inclination  upwards — but  the  struggle  in  the  particles  is  modified  also,  it  is 
not  sluggish,  but  hurried  and  with  violence.' — Bacon's  Works,  Spedding's  Trans- 
lation, vol.  iv. 

Count  Eumford's  paper  read  before  the  Eoyal  Society,  January  25,  1798,  entitled, 
'  An  Enquiry  concerning  the  Source  of  the  Heat  which  is  excited  by  Friction,'  contains 
the  results  of  his  experiments  made  at  Munich  on  the  boring  of  brass  cannon.  Ho 
shows  that  by  friction  so  much  '  heat  was  generated '  that  the  water  in  which  the 
cannon  during  the  operation  of  boring  was  placed,  gained  heat  so  rapidly  that  '  at 
two  hours  and  twenty  minutes  it  was  200°,  and  at  two  hours  and  thirty  minutes  it 
actually  boiled.'  He  finds  by  careful  estimates  that  the  total  heat  produced  was 
sufficient  to  raise  26-58  lbs.  of  ice-cold  water  to  its  boiling  point,  or  through  180°  F. ; 
and  that  this  heat  is  equal  to  that  given  out  by  the  combustion  of  2303'8  grains  (or 
4^  oz.  troy)  of  wax.  Considering  this  interesting  subject  Count  Eumford  asks, 
'  What  is  heat  ?  Is  there  any  such  thing  as  an  igneous  fluid  ?  Is  there  anything 
that  can  with  propriety  be  called  caloric  ? '  He  then  continues, '  We  have  seen  that  a 
very  considerable  quantity  of  heat  may  be  excited  by  the  friction  of  two  metallic 
substances,  and  given  off  in  a  constant  stream  or  flux  in  all  dij'ections,  without  inter- 
ruption or  intermission,  and  without  any  signs  of  diminution  or  exhaustion.  .  .  . 
It  is  hardly  necessary  to  add,  that  anything  which  any  insulated  body  or  system  of 
bodies  can  continue  to  fiu'nish  without  limitation  cannot  possibly  be  a  material  sub- 
stance ;  and  it  appears  to  me  to  be  extremely  difficult,  if  not  quite  impossible,  to  form 
any  distinct  idea  of  anything  capable  of  being  excited  and  communicated  in  those 
experiments,  except  it  be  motion! 

Locke  says,  •  Heat  is  a  very  brisk  agitation  of  the  insensible  parts  of  the  object 
which  produces  in  us  that  sensation  from  whence  we  denominate  the  object  heat ;  so 
what  in  our  sensation  is  lieat,  in  the  object  is  nothing  but  motion! 

Sir  H.  Davy  wrote  in  1812:  'The  immediate  cause  of  the  phenomena  of  heat, 
then,  is  motion,  and  tlie  laws  of  its  communication  are  precisely  the  same  as  the  laws 
of  the  communication  of  motion! 

These  are  the  views  entertained  by  those  who  do  not  believe  heat  to  be  matter. 
The  dynamical,  or  as  it  is  often  called,  the  mechanical  theory,  of  heat,  assumes  all  heat 
to  be  a  motion  of  the  ultimate  particles  of  matter. 

The  material  hypothesis  of  heat,  which  held  possession  of  the  minds  of  most  experi- 
mental philosophers— especially  of  Lavoisier  and  of  Black — embraced  the  view  which 
is  well  expressed  by  Gmelin  in  his  '  Hand-book  of  Chemistry.'  He  says  :  '  Heat  is 
the  substance  whose  entrance  into  our  bodies  causes  the  sensation  of  warmth,  and  its 
egress  the  sensation  of  cold.'  That  is,  heat  was  regarded  as  an  infinitely  subtile 
agent— a  positive  entity— which  interpenetrated  matter,  in  which  it  lay  hidden,  or 
hitent,  until  it  was  by  some  exciting  powers  disturbed.  This  differs  little,  if  anything 
from  the  hypothesis  of  an  all-pervading  ether,  which,  being  disturbed,  produces  one 
or  the  other  of  the  so-called  physical  forces. 

Heat  can  be  produced  by  the  effect  of  gravitation— &  falling  body,  for  example— 
but  for  all  practical  purposes  water  is  really  the  only  body  we  can  employ  to  produce 
the  motion  necessary  for  the  production  or  development  of  heat.  A  cataract  or  a 
nver  may  be  regarded  as  a  constant  means  of  obtaining  the  required  motion  But 
this  water  has  been  lifted  from  the  sea-levol  by  tlie  action  of  the  solar  heat  'which 
P«'^"ced  in  the  sun,  by,  it  would  appear,  the  actual  combustion  of  somo 
material  substances.   Therefore,  the  heat  which  we  obtain  by  the  influence  of  the 
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and  heat;  but  liero  again  as  lifeT  lnL.^^^^  forco-wo  may  produce  motion 

the  sun  as  its  source.  ^  ScMciv^  ^  to 

ELttrlSoT'   "    '^''"''^'^  ''^'^^^'^y  ^' —  of tatXR: 

All  the  substances  used  by  man  for  the  production  of  Fire  are  chiefly  of  v^r.. 
tableongin  as  wood,  peat,  turf,  and  coal.  Some  few  may  possibly  be  der  ved  from  t?" 
animal  kingdom,  as  some  of  the  native  bitumens.  But  either  veg^etable  or  animTfunl 
has  ongmaTly  gathered  its  heat  from  the  sun-in  the  process  of^to^^^^^^  t  ! 

hold  that  heat  stored  until  a  peculiar  disturbance  has  liberated  itfor  the  use  of  Ln 

Numerous  excellent  experiments  have  been  made  for  the  purpose  of  det^rrnin  J^iU 
exactness  the  heating  values  of  fuels  of  different  kinds.^  Lavoisier  and^SrS 
an  extensive  examination  carried  out  by  them,  used  their  well-known  CuIohS'H 
which  they  determined  the  value  of  the  heat  by  the  quantity  of  ice  Llted7ra  g^vS 
time.  Count  Eumford  subsequently  measured  the  quantity  of  heat  by  the  increase  of 
temperature  in  a  given  quantity  of  water.  The  quantity  of  heat  which  will  melt  l  lb 
of  ice  at  0°  Cent,  being  just  sufficient,  according  to  Laplace,  to  raise  thitemp  rature 
of  a  pound  of  water  to  75°  Cent  or,  according  to  the  experiments  of  Eegnault  to  7^' 
Lent.  Clement  and  Desormes  have  also  shown,  that  an  equal  weight  of  aqueous 
TOpour,  whatever  may  be  its  temperature  and  tension,  is  always  produced  by'  one  and 
tne  same  amount  of  heat.  j  " 

As  far  as  we  can  within  the  limits  of  the  present  work,  we  shall  endeavour  to  present 
a  full  practical  view  of  the  subject,  giving  each  class  of  fuels  under  their  several  heads 

1.  Wood,  which  IS  divided  into  hard  and  soft.  To  the  former  belong  the  oak,  the 
beech,  the  alder  the  birch,  and  the  elm;  to  the  latter,  the  fir,  the  pine  of  different 
sorts,  the  larch,  the  linden,  the  willow,  and  the  poplar.  '  ^ 

Under  like  dryness  and  weight,  different  woods  are  found  to  afford  very  different 
degrees  of  heat  and  combustion.  Moisture  diminishes  the  heating  power  in  three 
ways :  by  dimimshing  the  relative  weight  of  the  ligneous  matter,  by  wasting  heat  in 
Its  evaporation,  and  by  causing  slow  and  imperfect  combustion.  If  a  piece  of  wood 
contain,  for  example,  25  per  cent,  of  water,  then  it  contains  only  75  per  cent  of  fuel 
and  the  evaporation  of  that  water  will  require  ^th  part  of  the  weight  of  the  wood' 
Hence  the  damp  wood  is  of  less  value  in  combustion  by  ^  or  f  than  the  dry  The 
quantity  of  moisture  m  newly-felled  wood  amounts  to  from  20  to  50  per  cent  •  birch 
contains  30,  oak  35,  beech  and  pine  39,  alder,  41,  fir  45.  According  to  their  different 
natures,  woods  which  have  been  felled  and  cleft  for  12  months  contain  still  from  20  to 
25  per  cent,  of  water.  There  is  never  less  than  10  per  cent,  present,  even  when  it 
has  been  kept  long  in  a  dry  place,  and  though  it  be  dried  in  a  strong  heat,  it  will  after- 
wards absorb  10  or  12  per  cent,  of  water.  If  it  be  too  strongly  kiln-dried,  its  heating 
powers  are  impaired  by  the  commencement  of  carbonisation,  as  if  some  of  its  hydrogen 
were  destroyed. 

The  following  Table,  compiled  from  the  researches  of  Count  Kumford,  will  place 
these  points  clearly  before  us  : — 


One  pound  of  the  following  woods 
when  burnt  will  heat : 

Pounds  of  water  from  0°  to  100°  0. 

Ordinary  condition 

Slightly  dried 

Strongly  dried 

Lime  tree  

34-708 

38-833 

40-131 

Eeech  ..... 

33-798 

36-746 

Elm  

30-205 

34-083 

Oak  

25-590 

29-210 

29-838 

Ash  

30-666 

33-720 

35*449 

Sycamore  

36-117 

Fir  

30'3'22 

34-000 

37-379 

Poplar  

34-601 

37-161 

From  every  combustible  the  heat  is  difiused  either  by  radiation  or  by  direct  com- 
munication to  bodies  in  contact  with  the  flame.  In  a  wood  fire  the  quantity  of 
radiating  heat  is,  to  that  diffused  by  the  air,  as  1  to  3  ;  or  it  is  one-fourth  of  the  whole 
heating  power. 

n.  Charcoal. — The  different  charcoals  afford,  under  equal  weights,  equal  quantities 
of  heat.   Wo  may  reckon,  upon  an  average,  that  a  pound  of  dry  charcoal  is  capable  of 
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ieating  75  p«-.  of  w.«  fr^a      ft..*.,  ^^^^^^^^^^  S 

r,TjLTd.X"?^^  rtS^tf™  into  c«rW..d  Wn, 

various  sources  : —  .  . —  


Charcoal  from : 


Poundsof  water  heated 
from  0°  to  100°  Cent, 
by  1  pound  of  charcoal 


Poplar . 

Sycamore 

Fir 

Ash  . 
Birch  . 
Oak  . 
Elm  . 
Willow 
Pine  . 


On  an  average 
75-7. 


Air  required  by  per- 
fect combustion 


Pounds  of  lead  reduced 
by  1  pound  of  charcoal 


On  an  average 
293"5  cubic  feet 
at  19°  Cent. 


33-56 
33-23 
33-61 
33-23 
33-71 
33-74 
33-26 
33-49 
33-53 


A  cubic  foot  of  charcoal  from  softwood  weighs  upon  an  average  from  8  to  9  poiinds, 
and  from  hard  wood  12  to'  13  pounds ;  and  hence  the  latter  is  best  adapted  to  main- 
tain a  high  heat  in  a  small  compass.  The  radiating  heat  from  charcoal  hres  consti- 
tutes one-third  of  the  whole  emitted.    See  Chahcoal.      _  •  -u     e  a 

The  following  Table  gives  the  approximate  values  of  given  weights  of  wood. 

According  to  Landet,  'Polyt.  Centr.  1854,'  the  value  of  fuel  bought  by  volume  cor- 
responds to  the  product  of  the  absolute  heating  power  of  fuel  into  the  weight  of  a  cer- 
tain volume. 

These  two  factors  have  the  following  value  with  various  kinds  of  fuel :—  


Kind  of  Fuel 


Holm  oak  (wood  in  large  pieces  or  logs) 

Red  beech  (logs)  

Oak,  both  varieties  in  mixture  (logs)  . 
White  beech  (logs)  .... 

Oak  (logs)  

White  beech  (pieces  and  stumps  in  mixture) 

Birch  (logs)  

Birch  (pieces  and  stumps,  &c.,  in  mixture) 

Birch  (stumps)  

Pine  (stumps)  

Oak  (both  varieties  in  mixture)  . 
Eed  beech  (stumps)  .... 

Alder  (log-wood)  

Alder  (pieces  and  stumps  in  mixture)  . 
White  beech  (stumps)  .... 
Red  beech  (branches)  .... 

Pine  (branches)  

Alder  (stumps)    .       .       .    •  . 

Pine  (stumps)  

Pine  (branches)   

White  beech  (branches) 

Pine  (logs)  

Willow  (pieces  and  stumps  in  mixture) 
Birch  (branches)  .       .       ,       .  . 
Willow  (branches)  .... 
Aspon  (pieces  and  stumps)  . 
Oak  (both  varieties  in  mixture)  . 

Pine  (logs)  

Charcoal  

Turf  dried  at  100°  C  

Turf  containing  20  per  cent,  of  water  . 
Turf  charcoal  ..... 
Mineral  coal  of  a  medium  quality 

Do.,  containing  15  per  cent,  of  ash  . 
Wood  dried  at  100°  C  


Absolute  heating 
power 

Weight  of  1  cubic 
mfetre  in  kilos. 

10,000 

380 

9,941 

9,763 

371 

9,490 

370 

9,448 

359 

9,392 

338 

9,260 

381 

9,224 

332 

8,836 

318 

8,687 

312 

8,342 

317 

8,214 

314 

8,127 

293 

8,070 

291 

8,030 

313 

7,953 

304 

7,898 

287 

7,849 

283 

7,808 

283 

7,752 

281 

7,644 

298 

7,624 

377 

7,584 

285 

7,473 

269 

7,344 

276 

7,290 

273 

7,288 

277 

7,064 

256 

7,000 

4,800 

•  •  • 

3,600 

6,800 

7,500 

6,000 

•  a  • 

3,600 

•  t  • 
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i«  /  .0  ^^'"J^"?  -"^^^  ^'^1  J^ea^^'  according  to  ite  quality,  from 

18  to  42  poundH  of  water  from  freezing  to  boiling.  Its  vnluo  depends  upon  com- 
pactness  and  freedom  from  earthy  particles  ;  and  its  radiating  power  is  to  the  whole 
neat  it  omits  in  biiriung  as  1  to  3. 

According  to  Berthier,  tlie  following  results  were  obtained  from  poat  :— 
Source  of  the  Teat. 


From  Troyes 

„  department  do  la  Sommo 
))  I)        de  la  Marno 

1)  „        de  la  Vosges 

5>  )>        des  Landos 


Pounds  of  water  boattd  by  1  pound 
of  peat  from  0°  to  100°  Cent. 
.  18-1 
.  27-9 
.  29-2 
.  34-9 
.  34-6 


Upper  peat  . 

Lower  peat  .       .  . 

Pressed  peat        .  . 

IV.  Coal. — The  varieties  of  coal  are 
quantities  of  heat  in  their  combustion. 


Winkler  gives  26-9  as  the  evaporative  power  of  the  worst  Hanoverian  peat  and 
42*6  as  that  of  the  best.  ' 

Peat  obtained  from  the  Bog  of  Allen  gave,  according  to  Griffith  (the  discrepancies 
between  the  results  we  do  not  understand)  :— 

Pounds  of  water  heated  from 
0°  to  100°  Cent. 

 627 

«...  5G'6 
•       •       •       •       .  28'0 

See  Peat. 

almost  indefinite,  and  give  out  very  various 
The  carbon  is  the  heat-giving  constituent, 
and  it  amounts,  in  different  coals,  to  from  75  to  95  per  cent.  One  pound  of  good  coal 
will,  upon  an  average,  heat  60  pounds  of  water  from  the  freezing  to  the  boiling  point. 
Sinall  coal  gives  out  three-fourths  of  the  heat  of  the  larger  lumps.  The  radiating  heat 
emitted  by  burning  pitcoal  is  greater  than  that  by  charcoal. 

V.  The  Co/ce  of  Coal. — The  heating  power  of  good  coke  is  to  that  of  pitcoal  as  75 
to  69.  One  pound  of  the  former  will  heat  65  pounds  of  water  from  32°  to  212° ;  so 
that  its  power  is  equal  to  nine-tenths  of  that  of  wood  charcoal. 

Berthier  gives  as  the  results  of  his  trials  : — 

Pounds  of  water  heated  by  1  pound 
of  coal  from  0°  to  100°  C. 

Dowlais         coal  72-0 

Glamorgan      „         .      .      ...      .  707 

Newcastle        „  70-0 

Derbyshire      ,,   61*6 

Lancashire       ,,  (cannel)  53'2 

Durham  „   71-6 

Coke  (St.  Etienne)       .       .       .     _  .       .       .  65-6 
Do.  gas  from  Paris  50'3 

VI.  Carbureitod  Hydrogen  or  Coal  Gas. — One  pound  of  this  gas,  equal  to  about  24 
cubic  feet,  disengages  in  burning  as  much  heat  as  will  raise  76  pounds  of  water  from 
the  freezing  to  the  boiling  temperature. 

In  the  following  table  the  fourth  column  contains  the  weight  of  atmospheric  air, 
whose  oxygen  is  required  for  the  complete  combustion  of  a  pound  of  each  particular 
substance : — 


Species  of  combustible 

Pounds  of  water 
which  a  pound  can 
heat  from  0°  to  212° 

Pounds  of  boiling 
water  evaporated  by 
1  pound 

Weight  of  .itmosplieric 
air  at  a'2°,  to  bum 
1  pound 

Perfectly  dry  wood  . 

35-00 

6-36 

6-96 

"Wood  in  its  ordinary  state 

'  26-00 

4-72 

4-47 

Wood  charcoal 

73-00, 

13-27 

11-46 

Pitcoal  .... 

60-00 

10-90 

9-26 

Coke  .... 

65-00 

11-81 

11-46 

Turf  .... 

30-00 

6-46 

4-60 

Turf  charcoal  . 

64-00 

11-63 

9-86 

Carburetted  hydrogen  gas 

75  00 

13-81 

14-58 

Oil  -1 

Wax     I        .       .  . 

78-00 

14-18 

15-00 

Tallow  J 

Alcohol  of  the  shops 

62-60 

9-56 

11-00 

The  quantity  of  air  stated  in  tlio  fourth  column,  is  tlio  smallest  possible  required  to 
burn  the  combustible,  and  is  greatly  less  than  would  bo  necessary  iu  practice,  whore 
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much  of  the  air  never  comes  into  contact  with  the  bnrnrng  body,  and  ^.here  at  con- 
sequently never  has  the  .vhole  of  its  oxygen  consumed  The  heating  power  sta  ed  m 
the  second  cohimn  is  also  the  maximum  effect,  and  can  seldom  be  reahsed  yith  ordinary 
boilers  The  ckauglit  of  air  usually  carries  off  at  least  one-seventh  of  the  heat,  and 
more  if  its  temperature  be  very  high  when  it  leaves  the  vessel.  In  this  case  it  may 
amount  to  one  half  of  the  whole  heat,  or  more ;  without  reckoning  the  loss  by  radiation 
and  conduction,  which  however  may  be  rendered  very  small  by  enclosing  the  fire  and 
flues  within  proper  non-conducting  and  non-radiating  materials. 

It  appears  that,  in  practice,  the  quantity  of  heat  which  may  be  obtained  from  any 
combustible  in  a  properly-mounted  apparatus,  must  vary  with  the  nature  of  the  object 
to  be  heated.  In  heating  chambers  by  stoves,  and  water  boilers  by  furnaces,  the 
effluent  heat  in  the  chimney,  which  constitutes  the  principal  waste,  may  be  reduced  to 
a  very  moderate  quantity,  in  comparison  with  that  which  escapes  from  the  best  con- 
structed reverberatory  hearth.  In  heating  the  boilers  of  steam-engines,  one  pound  of 
coal  is  reckoned  adeauate  to  convert  7^  lbs.  of  boiling  water  into  vapour  ;  or  to  heat 
4U  lbs.  of  water  from  the  freezing  to  the  boiling  point.  One  pound  of  fir  of  the  usual 
dryness  will  evaporate  4  pounds  gf  Avater,  or  heat  22  lbs.  to  the  boiling  temperature  •, 
which  is  about  two-thirds  of  the  maximum  effect  of  this  combustible.  According  to 
Watt's  experiments  upon  the  great  scale,  one  pound  of  coal  can  boil  off  with  the  best 
built  boiler,  9  lbs.  of  water ;  the  deficiency  from  the  maximum  effect  being  here 
^,  or  nearly  one-sixth.  See  the  Tables  at  the  end  .of  this  article. 
^  In  many  cases  the  hot  air  which  passes  into  the  flues  or  chimneys  may  be  bene- 
ficially applied  to  the  heating,  drying,  or  roasting  of  objects  ;  but  care  ought  to  be 
taken  that  the  draught  of  the  fire  be  not  thereby  impaired,  and  an  imperfect  combustion 
of  the  fuel  produced.  For,  at  a  low  smothering  temperature,  both  carbonic  oxide  and 
carburetted  hydrogen  may  be  generated  from  coal,  without  the  production  of  much 
heat  in  the  fireplace. 

Calorimeters.— To  determine  exactly  the  quantity  of  heat  disengaged  by  any  fuel  in 
the  act  of  burning,  three  different  systems  of  apparatus  have  been  employed:  1,  the 
calorimeter  of  Lavoisier  and  Laplace,  in  which  the  substance  is  burned  in  the  centre 
of  a  vessel  whose  walls  are  lined  with  ice,  and  the  amount  of  ice  melted  measures  the 
heat  evolved  ;  2,  the  calorimeter  of  Watt  and  Eumford,  in  which  the  degree  of  heat 
communicated  to  a  given  body  of  water  affords  the  measure  of  temperature ;  and  3, 
by  the  quantity  of  water  evaporated  by  different  lands  of  fuel  in  similar  circumstances. 

Lavoisier's. — The  first  and  most  celebrated,  though  probably  not  the  most  accurate 
apparatus  for  measuring  the  quantity  of  heat  transferable  from  a  hotter  to  a  colder 
body,  consisted  of  three  concentric  cylinders  of  tin  plate,  placed  at  certain  distances 
asunder ;  the  two  outer  interstitial  spaces  being  filled  with  ice,  while  the  innermost 
cylinder  received  the  hot  body,  the  subject  of  experiment.  The  quantity  of  water  dis- 
charged from  the  middle  space  by  the  melting  of  the  ice  in  it,  served  to  measure  the 
quantity  of  heat  given  out  by  the  body  in  the  central  cylinder.  A  simpler  and  better 
instrument  on  this  principle  would  be  a  hollow  cylinder  of  ice  of  proper  thickness,  into 
whose  interior  the  hot  body  would  be  introduced,  and  which  would  indicate  by  the 
quantity  of  water  found  melted  within  it  the  quantity  of  heat  absorbed  by  the  ice.  In 
this  case  the  errors  occasioned  by  the  retention  of  water  among  the  fragments  of  ice 
packed  into  the  cylindric  cell  of  the  tin  calorimeter,  would  be  avoided.  One  pound  of 
water  at  172°  P.,  introduced  into  the  hollow  cylinder  described,  will  melt  exactly  one 
pound  of  ice  ;  and  one  pound  of  oil  heated  to  172°  will  melt  half  a  pound.  One  con- 
stant source  of  error  in  this  instrument  is  tXiaregelation  of  the  water  from  the  liquified 
ice  in  passing  through  the  ice,  which  still  maintains  a  temperature  below  32°  F. 

Meyer's  Method  of  Eqfrigeration,  contrived  at  first  by  Meyer,  was  brought  to  great 
perfection  by  Dulong  and  IPetit.  It  rests  on  the  principle,  that  two  surfaces  of  like 
size,  and  of  equal  radiating  force,  lose  in  like  times  the  same  quantity  of  heat  when 
they  are  at  the  same  temperature.  Suppose,  for  example,  that  a  vessel  of  polished 
silver,  of  small  size,  and  very  tliin  in  the  metal,  is  successively  filled  with  different 
pulverised  substances,  and  that  it  is  allowed  to  cool  from  the  same  elevation  of  tem- 
perature ;  the  quantities  of  heat  lost  in  the  first  instant  of  cooling  will  be  always  equal 
to  each  other ;  and  if  for  one  of  the  substances,  the  velocity  of  cooling  is  double  of 
that  for  another,  we  may  conclude  that  its  capacity  for  heat  is  one  half,  when  its 
weight  is  the  same  ;  since  by  losing  the  same  quantity  of  heat,  it  sinks  in  temperature 
double  the  number  of  degrees. 

The  Method  of  Mixtures. — In  this  method  two  bodies  are  always  employed  :  a  hot 
body,  which  becomes  cool,  and  a  cold  body,  which  becomes  hot,  in  such  manner 
that  all  the  heat  disengaged  by  the  former  is  expended  in  heating  the  latter.  Sup- 
pose, for  example,  that  we  pour  a  pound  of  quicksilver  at  212°  F.,  into  a  pound  of 
water  at  32°_;  the  quicksilver  will  cool  and  the  water  will  heat,  till  the  mixture  by 
EtUT:ng  acquires  a  ccmmou  tcinporaturo.    If  this  b.^mperaturo  was  122°,  the  water  and 
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mercury  would  have  equal  capacities,  since  the  same  quantity  of  heat  would  produce 
in  iin  equal  mass  of  those  two  substances  equal  cliariges  of  temperature,  viz.,  an  eleva- 
tion of  90°  in  the  water  and  a  depression  of  90°  in  the  mercury.  But  in  reality  the 
mixture  is  found  to  have  a  temperature  of  only  37i°,  showing  that  while  the  mercury 
loses  174^°,  the  water  gains  only  6^°;  two  numbers  in  the  ratio  of  about  32  to  1  • 
whence  it  is  concluded,  that  the  capacity  of  mercury  is  ^  of  that  of  water.  Correc- 
tions must  bo  made  for  the  influence  of  the  vessel  and  for  the  heat  dissipated  during 
the  time  of  the  experiment. 

If  our  object  be  to  ascertain  the  relative  heating  powers  of  different  kinds  of  fuel,  we 
need  not  care  so  much  about  the  total  waste  of  heat  in  the  experiments,  provided  it  be 
the  samo  in  all ;  and  therefore  they  should  be  burned  in  the  same  furnace,  and  in  the 
same  way.    But  the  more  economically  the  heat  is  applied,  the  greater  certainty  will 

there  be  in  the  results.  The  apparatus,  jig. 
1004,  is  simple  and  well  adapted  to  make  such 
comparative  trials  of  fuel.  The  little  furnace 
is  covered  at  top,  and  transmits  its  burned  air 
by  c,  tlu'ough  a  spiral  tube  immersed  in  a  cis- 
tern of  water,  having  a  thermometer  inserted 
near  its  top,  and  another  near  its  bottom,  into 
little  side  orifices,  a  a,  while  the  effluent  air 
escapes  from  the  upright  end  of  the  tube  b. 
Here  also  a  thermometer-bulb  may  be  placed. 
The  average  indication  of  the  two  thermo- 
meters gives  the  mean  temperature  of  the 
water.  As  the  water  evaporates  from  the  cis- 
tern, it  is  supplied  from  a  vessel  placed  along- 
side of  it.  The  experiment-  should  be  begun 
when  the  furnace  has  acquired  an  equability 
of  temperature.  A  throttle  valve  at  c  serves 
to  regulate  the  draught,  and  to  equalise  it  in  the  different  experiments  by  means  of 
the  temperature  of  the  effluent  air.  "When  the  water  has  been  heated  the  given 
number  of  degrees,  which  should  be  the  same  in  the  different  experiments,  the  fire  may 
be  extinguished,  the  remaining  fuel  weighed,  and  compared  with  the  original  quan- 
tity. Care  should  be  taken  to  make  the  combustion  as  vivid  and  free  from  smoke  as 
possible. 

The  following  calorimeter,  founded  upon  the  same  principle  as  that  of  Count  Eum- 
ford,  but  with  certain  improvements,  may  be  considered  as  an  equally  correct  instru- 
ment for  measuring  heat  with  any  of  the  preceding,  but  one  of  much  more  general 


1006 


Scale  about  i  Inch  to  the  square  foot. 

application,  since  it  can  detomine  the  quantity  of  heat  disengaged  in  combustion,  as 
well  as  the  latent  heat  of  steam  and  other  vapours. 

Ifc  consists  of  a  large  copper  bath,  c,f{fg.  1005),  capable  of_  holding  100  gallons  of 
water.   It  is  traversed  four  times,  backwards  and  forwards,  in  four  different  levelfl, 


FUEL 


497 


by  a  zdg-zag  horizontal  flue  or  flat  pipe  d,  Cj  nine  inches  broad  and  one  deep,  ending 
below  in  a  round  pipe  at  c,  which  passes  through  the  bottom  of  the  copper  bath  e, ./, 
and  receives  there  into  it  the  top  of  a  small  black-lead  furnace  b.  The  innermost 
crucible  contains  the  fuel.  It  is  surrounded  at  the  distance  of  one  inch  by  a  second 
crucible,  which  is  enclosed  at  the  same  time  by  the  sides  of  the  outermost  furnace; 
the  strata  of  stagnant  air  between  the  crucibles  serving  to  prevent  the  heat  from  being 
dissipated  into  the  atmosphere  round  the  body  of  the  furnace.  A  pipe  a,  from  a  pair 
of  cylinder  double  bellows,  enters  the  ash-pit  of  the  furnace  at  one  side,  and  supplies 
a  steady  but  gentle  blast,  to  carry  on  the  combustion,  kindled  at  first  by  half  an  ounce 
of  rod-hot  charcoal.  So  completely  is  the  heat  which  is  disengaged  by  the  burning 
fuel  absorbed  by  the  water  in  the  bath,  that  the  air  discharged  at  the  top  orifice  ff  has 
usually  the  same  temperatiu'e  as  the  atmosphere. 

The  vessel  is  made  of  copper,  weighing  2  lbs.  per  square  foot ;  it  is  51  feet  long,  1^ 
wide,  2  deep,  witli  a  bottom  5^  feet  long,  and  1|  broad,  upon  an  average.  Inducting 
tlie  zig-zag  tin  plate  flue,  and  a  rim  of  wrought  iron,  it  weighs  altogether,  85  lbs. 
Since  the  specific  heat  of  copper  is  to  that  of  water  as  94  to  1,000,  the  specific 
heat  of  the  vessel  is  equal  to  that  of  8  lbs.  of  water,  for  which,  therefore,  the  exact 
correction  is  made  by  leaving  8  lbs.  of  water  out  of  the  600  or  1,000  lbs.  used  in  each 
experiment. 

In  the  experiments  made  with  former  calorimeters  of  this  kind,  the  combustion  was 
maintained  by  the  current  or  draft  of  a  chimney  open  at  bottom,  which  cartied  off  at 
the  top  orifice  of  the  flue  a  variable  quantity  of  heat,  very  difficult  to  estimate. 

When  the  object  is  to  determine  the  latent  heat  of  steam  and  other  vapours,  they 
may  be  introduced  through  a  tube  into  the  top  orifice  g,  the  latent  heat  being  deduced 
from  the  elevation  of  temperature  in  the  water  of  the  bath,  and  the  volume  of  vapour 
expended  from  the  quantity  of  liquid  discharged  into  a  measure  glass  from  the  bottom 
outlet  c.    In  this  case,  the  furnace  is  of  course  removed. 

The  heating  power  of  the  fuel  is  measured  by  the  number  of  degrees  of  temperature 
which  the  combustion  of  one  lb.  of  it  raises  600  or  1,000  lbs.  of  water  in  the  bath,— 
the  copper  substance  of  the  vessel  being  taken  into  acco;int. 

It  must  be  borne  in  mind  that  a  coal  which  gives  off  much  unburnt  carburetted  hv- 
drogen  gas  does  not  afford  so  much  heat,  since  in  the  production  of  the  gas  a  great  deal 
of  heat  is  carried  off  in  the  latent  state. 

The  economy  of  fuel,  as  exhibited  in  the  celebrated  pumping  engines  of  Cornwall, 
will  be  dealt  with  under  the  proper  head.  See  Steam  Engine.  And  in  reference  to 
the  ordinary  uses  of  fuel  for  domestic  and  other  purposes,  see  Stoves. 

Prof.  T.  S.  Hunt,  in  the  '  Canadian  Naturalist,'  July  1861,  gives  the  results  of  the 
analyses  by  various  chemists,  taken  chiefly  from  Bischofs  '  Chemical  Geology,'  show- 
petroleum^  proportions  of  the  elements  in  wood,  peat,  coal,  asphalte,  and 

He  states  that '  the  nitrogen,  which  in  most  cases  was  included  with  the  oxygen  in 
the  analysis,  has  been  disregarded,  and  the  oxygen  and  hydrogen,  for  the  sake  of  com- 
oarison,  have  been  calculated  for  twenty-four  equivalents  of  carbon  ' 


1. 

2. 

3. 

4. 

6. 

6. 

7. 

8. 

9. 
10. 
11. 
12, 
13. 
14. 
15. 
16. 
17. 
18. 
10. 
20. 


Vegetable  fibre  or  cellulose  . 

Wood,  mean  composition 

Pcat(Vaux)  ....'..* 

„  (Eegnault) 
Brown  Coal  (Schrotter)  .       .       .  . 

„        „    (Woskresensky)  . 
Lignite  (Vaux)  

,,  passing  into  mineral  resin  (Eegnault) 
Bituminous  coal  (Eegnault)  . 


„  (Kiihncr  and  Grager) 

,,,       »  mean  comp.  (Johnston) 

Albert  coal  (Wotherell)  ... 
Asphalt,  Auvergnc .       .       .  .' 

1.      Naples  .... 
Elastic  bitumen,  Derbyshire  ( johnstou) 
iMtumen  of  Idria    .       .       .  . 
Petroleum  and  naphtha  .'  ! 
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0=0 

C24 

H18.4 
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H14.4 
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H14.4 

09.6 

Q2i 
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O10.6 

QU 

H'3 

O'.o 
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H'1-3 

06.4 

C24 

03.3 

C24 

H'» 

03.S 

C24 

H'" 

01.7 

QU 

H8.4 

01.2 

C24 

H8 

OO.B 

C24 

H7.4 

01.3 

021 

H» 

O^-— 0'- 

Q2i 

01.6 

C2. 

02.2 

C24 

02 

C21 

00.3 

C24 

IP 

C2I 

H" 

kinds'o?  fMnft'"^i''^r-  ^'^fy. valuable  as  sliowing  the  variations  which  the  different 
Voi!  lJ  '^'^ '°  theu.  passngo  from  vegetable  matter  to  bituminous  coal 
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The  following  Table,  which  has  been  constructed  from  the  Keports  made  to  the 
Admiralty  by  Sir  Henry  de  la  Becho  and  Dr.  Lyon  Playfair,  gives 

The  Mean  Composition  of  average  Samples  of  Coals. 


Specific  Gravity 

Carbon 

Hydrogen 

- 

d 

S 

Sulphur 

Oxygen 

«  S 

1-275 

89-78 

5-15 

2-16 

1-02 

0-39 

1-50 

77-6 

J.  tJ\j 

90-12 

4-33 

1-00 

0-85 

202 

1-68 

86-53 

1-32 

80-61 

6-01 

3-50 

1-50 

yj  v± 

71  •? 

1-35 

88-49 

4-00 

U  ^0 

0-84 

3-82 

o.oq 

1-32 

79-33 

4-76 

6-07 

included 

83-0 

in  ash 

1.  O  L 

89-04 

5-05 

1-60 

01-42 

1-28 

87-18 

5-06 

0-86 

1-33 

2-53 

3-04 

72-94 

1-312 

85-46 

4-20 

1-07 

0-29 

2-44 

6-54 

83-69 

1-32 

80-70 

5-66 

1  00 

2-39 

4-38 

64-8 

•  ■  • 

86-81 

4-96 

i  uo 

0-88 

5-22 

1-08 

72-19 

1-286 

83-47 

6-68 

1-42 

0-06 

8-17 

0-20 

62-70 

1-31 

80-26 

6-28 

1-16 

1-78 

2-40 

«-12 

72-31 

1 

X  £iO 

( a  CO 

1  •!  7 

0-82 

7-86 

5-21 

60-63 

1-25 

80  03 

5-08 

u  yo 

0-78 

9-91 

3-22 

67-18 

1-25 

81-70 

6-17 

1  •Hi. 

2-85 

4-37 

3-07 

59-20 

1-296 

81-93 

4-85 

1  .OT 

0-91 

8-58 

2-4fi 

61-6 

1-311 

80-07 

4-92 

0*1  ^ 

1-11 

9-95 

1-80 

6I-7 

1  'Qm 

^  \)0 

1-59 

0-86 

11-26 

1-23 

60-9 

1-27 

79-85 

4-84 

1-23 

0-72 

10-96 

2-40 

57-86 

1-272 

82-61 

5-86 

1  70 

0-80 

7-44 

1  -.53 

64-0 

1  •OA 
1  ZD 

oO  O"* 

iS-94. 

u  yo 

1-05 

5-87 

332 

62-89 

1-348 

80-78 

6-23 

1  ovJ 

1-82 

7-63 

2-34 

60-6 

1-28 

77-76 

5-23 

1-32 

1-01 

8-99 

5-69 

56-66 

1-23 

79-23 

6-08 

1-18 

1-43 

7-24 

4-84 

60-33 

\Zb 

Oil 

2-09 

8-69 

9-21 

55-90 

1-278 

77-50 

5-84 

0  yo 

1-36 

12-16 

3-I6 

57-7 

1-20 

76-09 

5'22 

1-41 

1  51 

5-05 

10-70 

58-45 

1-316 

76-94 

5-20 

trace 

0-38 

14-37 

3-10 

53-5 

1-25 

80-08 

6-50 

1  00 

1-38 

8-05 

2-44 

64-94 

1-277 

74-55 

5-14 

0-10 

0-33 

15-51 

4-37 

49-8 

1-29 

79-85 

5-28 

1-35 

1-42 

8-68 

3-52 

56-6 

1-269 

88-48 

5-62 

O .  AO 

1-36 

0-86 

1  -62 

65-8 

1-275 

80-97 

4-96 

1-10 

1-40 

8-20 

3-37 

54-6 

1-291 

74-97 

4-83 

0-88 

1-45 

11-88 

50-8 

1-28 

64-52 

4-74 

U  oU 

1-46 

20-76 

7-74 

1-37 

54-31 

5-03 

0-98 

1-14 

24-22 

1-21 

70-30 

5-41 

u  o7 

1-17 

19-19 

323 

57-21 

3-58 

1-20 

1-32 

7-80 

29-09 

65-54 

3-36 

1-91 

1-03 

1-75 

26-41 

65'86 

3-18 

1-12 

1-14 

7-20 

21-50 

80-22 

3-06 

1-36 

1-90 

4-80 

8-67 

82-39 

5-32 

1-23 

0-70 

8-32 

2-04 

1-24 

78-26 

6-70 

0-C4 

0-49 

10-95 

3-90 

66-93 

5-32 

1-02 

2-20 

8-70 

15-83 

1-29 

70-55 

5-76 

0-96 

1-98 

13-24 

7-52 

65-20 

4-25 

1-33 

0-69 

21-69 

6-84 

Name  of  Coal 


South  Wales  : — 
Ebbw  Vale  . 
Merthyr 
Bedwas . 

Plymouth  Work  . 
Eesolven 

Neath  Abbey . 

Llynvi  . 

Llangennech  . 

Pontypool 
Newcastle  : — 

Willington 

Haswell  Wallsend  . 

Hedle/s  Hartley  . 

Carr's  Hartley 

N.  Percy  Hartley  . 

Broomhill 
Debbyshiee  : — 

Elsecar  . 

Park  Gate 

Butterley  Portland 

Staveley 

LANCASHmE  : — 

Ince  Hall  Arley 
Balcarres  Arley 
Pemberton  Yard  . 
Eushy  Park  Mine  . 
Cannel  Wigan 
Balcarres,  8-feet  . 
Moss  Hall  New  Mine 
Scotch  : — 
Wallsend  Elgin  _  . 
Dalkeith  Coronation 
Eglinton 

Dalkeith  Jewel  Steam 
Grangemouth 
Sundry  : — 
Bagillt  . 
Ewlowe . 
Ibstock  , 

BOKNEO  : — 

Labuan  . 
Three-feet  Seam 
Eleven-feet  Seam 
Van  Diemen's  Land  :— 
Tingal  . 

Tasman's  Peninsula 

Whale's  Head 

Adventure  Bay 
Sydney  . 
Formosa . 

Vancouver's  Island 
Conception  Bay 
Trinidad 
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Most  persons  interested  in  the  uses  of  coal  for  manufacturing  purposes  -will  be 
able  to  calculate  readily  the  value  of  any  of  those  coals  as  fuel. 

The  following  Table  will  show  in  a  yet  more  satisfactory  manner  the  value  of  varie- 
ties of  coal  as  ^el. 

Beport  of  Trials  of  Coals  at  Woolwich  Dockyard,  between  February  9,  1848,  and 

March  31,  1858. 


Description  of  Uio  Fnol  tried 


"Welsh  Coals  : — 
Abercarn  Black  Vein 
Aberdare  Steam  Coal 

„  Fothergill's 

„  Bwllfa 
Bedwas  .... 
Birchgrove  Grraigola . 
Blaendare  Big  Seam . 

„  MerthjTT  . 
Blaengwaur  Merthyr 
Brymbo  Main  . 

„  2-yard  Vein 

„  4-feet  Vein 

„     Steam  Coal  . 
Bute  Merthyr  . 
Camnethan 

Carr's  Merthyr  . 
Charcoal  Vein  . 
Coed  Talon 
Coleshill  Coal  . 

„  Bagillt 
Cwm  Ammon  . 

)i  .      •  • 

Cwmfrood  Eock  Vein 
EbbwVale 

EUed'sVein     \      \  '. 

Elsecar  Hard  Steam  Coal . 
Euloe  Colliery  . 
Garden  Edge  Colliery  Coal 

Gellia  Cadaxton  Steam  Coal 

,,    Steam  Coal  . 
Golynos  .... 
Qraigola  Steam  Coal 

n  „  (handpicked) 

Gwythen  Charcoal  Vein  . 

"  ,»  . 

Little  Raith  Lochgelly 
Llanelly    .  . 
Llangennech 

„  (handpicked) 
Lochgelly  Coal  . 
Machen  Black  Vein  . 
Sfachen  Rock  Vein  . 
Merthyr  .... 

.... 
„    Aberamon  . 

Aberdare 
>,        „  Fothergill's 
Crosfield 

„       and  Gadley' 
„  (handpicked) 
„  Nixon's 
„  Wensleydale 
Wood's. 
Morfa  Steam  Coal  . 

■vt"'  "  Vivian's 

Ncvill's  Llanelly 

New  Black  Vein  Steam  Coal 

Newellino  . 
Powell's  DnCfryn 
Rcsolveu  . 

«  (handpicked) 


C  bo 

?  a -a 

^  o  o 
u  » 


1 
1 
1 
2 
1 
3 
1 
1 
7 
2 
1 
1 
2 
5 
2 

3 
1 
5 
1 
2 
4 
6 
1 
3 
1 
3 

3 
2 
3 

2 

2 

1 

3 

1 

1 

d 

2 

1 

2 

2 

2 

1 

1 
28 

4 

1 

3 
43 

2 

1 

8 

G 

1 

1 

1 

2 

2 

2 

1 
1 
9 
1 
1 


CXJ  «  o  ® 


9-01 

8-  98 

9-  44 
9-4 
8-35 
8-53 

8-  28 

9-  06 
9-38 
8-52 
8-45 

8-  34 

7-  95 

9-  2 

8-  21 

9-  14 
8-98 
7-68 
7-68 

7-  92 

8-  6 
8-93 

8-  72 

9-  26 
9-09 
9-1 

8-27 
8-28 
8-41 

8-91 

8-  54 

9-  02 
8-89 
8-84 
8-21 
8-95 

7-  27 

8-  43 
8-81 
8-44 
7'66 
8-81 
8-32 

8-  78 

9-  06 
8-63 
8-75 

8-  51 

9-  37 
8-66 
8-92 
8-78 
8-91 
8-87 
8-53 
8-6 

8-  .5G 

9-  5G 

8-  97 

9-  08 
9-OG 
8'fl'l 
9-1.5 

K  K  2 


of  Water 
per  Hour, 
from' 100^ 
Tempc  ra- 
the Feed 

— 

'f  Cllnke 

f  Ash 

o 

o  ^ 
•0 

a 

bo 

o 

V 

to 

S,§ 

bn 

Smoke 

OS 

ta  u 
%M 

o 

?>  H 
t-A 

u 

u 

CJ 

«o 

an 

46-49 

1-25 

4-46 

3  /  J 

No  record 

48-81 

1-72 

5-93 

i  DO 

Light  smoke 

47-6 

1-79 

4-37 

D  1\ 

Lightbrownsnioke 

50-28 

1-43 

5-75 

T.l  0 

t  lo 

Light  smoke 

45-3 

2-08 

6-16 

e  Jo 

Black  smoke 

48-37 

1-43 

9-13 

iU  OiJ 

Nearly  smokeless 

43-76 

3-34 

5-1 

QtA  A 

o  44 

Black  smoke 

47-68 

3-12 

6-14 

a  xO 

Light  smoke 

49-44 

1-53 

6-84 

7'37 

Light  brown 

44-24 

-95 

6-4 

i  60 

No  record 

45-02 

1-13 

6-49 

7*62 

43-03 

1-08 

6-7 

6*78 

50-47 

1-67 

4-81 

O  rt 

Black  smoke 

48-39 

3-07 

5-19 

8*9fi 

Light  brown 

51-91 

-55 

3-99 

4:'54 

Brown,  moderate 

49-21 

1-99 

5-23 

^Ucintiify 

7*21 

Black  smoke 

46-79 

1-95 

5-06 

No  record 

52-11 

-96 

5-4 

D  OD 

Light  smoke 

52-06 

-25 

3-11 

O  OD 

No  record 

49-33 

-62 

3-57 

ft  Xtl 

45-02 

1-75 

3-61 

5*36 

Light  smoke 

45-93 

2-01 

5-27 

7'OS 

*  AO 

), 

46-88 

2-11 

4-18 

6*29 

Black  smoke 

38-79 

1-78 

6-78 

O  t>0 

Lightbrownsnioke 

43-82 

2-51 

6-41 

o  u£ 

No  smoke 

51-21 

1-55 

5-29 

o  04 

Brown,  large 

45-99 

•73 

quantity 

5-33 

o  Ud 

No  record 

48-36 

1-31 

3-71 

O  \jZ 

Little  smoke 

50-87 

•98 

5-14 

u  LI 

Black,  moderate 
quantity 

49-97 

•68 

5-7 

7*38 

Very  light  smoke 

43-83 

-87 

6-21 

9*09 

No  record 

42-62 

-69 

3-91 

6*6 

Black  smoko 

35-59 

•42 

6'69 

oil 

No  smoke 

41-02 

•71 

5-62 

6*23 

No  record 

47-55 

•95 

4-4 

6 '35 

Light  smoke 

48-16 

2^7 

3-8 

6*51 

No  smoke 

46-68 

-92 

7-43 

8*35 

Much  light  smoke 

46-43 

1-96 

6-8 

8-76 

No  record 

46-52 

2-36 

6-41 

8*77 

No  smoke 

44-92 

2-03 

5-73 

7*76 

46-06 

•1 

4-12 

4*22 

Light  smoke  | 

50-44 

2-1 

5-39 

7*49 

47-27 

1-37 

4-78 

6*16 

Much  black  smoke 

45-42 

1-02 

6-54 

6*56 

Light  smoke 

48-17 

1-66 

4-56 

Ki  Zo 

I, 

47-72 

1-49 

3-97 

0  4:b 

J, 

4G-78 

1-61 

4-06 

6*67 

No  record 

44-79 

1-47 

4-53 

6' 

Light  smoke 

45-14 

1-25 

6-38 

7-G3 

No  record 

46-12 

•91 

7-53 

8-44 

J, 

45-85 

1-13 

4-82 

6-95 

Light  smoke 

45-54 

•98 

4-34 

5-32 

,» 

45-84 

•61 

6-49 

7-1 

No  record 

43-7 

•67 

5-68 

6*35 

,» 

44-63 

1-12 

4-63 

5*75 

Black  smoke 

44-94 

1-3 

5^23 

6*54 

Mucli  black  smoke 

47-59 

2-03 

5-8 

7-83 

Light  smoke 

60-G7 

-79 

6-75 

6-54 

Large  quantity  of 

48-25  ' 

J-21 

brown  smoke 

6-25 

8*46 

No  record 

48-26  ] 

1-35 

6-81 

8*16 

Light  smoke 

48-1  ] 

1-77 

5-48 

7-25 

Liglit  brown 

45-82 

-54 

4-36 

4*89 

No  record 

49-79  1 

•76 

4-4 

6-15. 
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Doierlption  of  tho  Fuol  tried 


HI 


Welsh  Coals  :— 

Risca  Rock  Vein 

Rock  Vein 

Squborwen  Mcrthyr 

Thomas'  Merthyr 

TiUery  Big  Vein 

Wagiius'  Merthyr 

Waynes'  Merthyr 

Welsh  Coal 
North  Country  Coals  : — 

Alloa  Colliery  . 

Atherton  Steam  Coal 

BarliethandDoUar'sSteamCoal 

„      Steam  Coal . 
Bates' Hartley  . 

„  West  Hartley  . 
Bebside  ColUery  Coal 
Bell's  Primrose  . 
Boiurtreehill  Coal 
Buddie's  Hartley 

„      West  Hartley 
Carr's  Hartley  . 

Clackmannan  . 
Cuttlehill  . 

Derwentwater,  Radcliffe  Colly, 

„  West  Hartley 

Earsdon's  Hartley  . 

Garforth's  Hartley  . 
Garforth  Steam  Coal 
Garswood  Park . 
Gawber  HaU 

„       Steam  Coal  . 
Gower  Coal 
Grey's  Broomhill 
Grimsby  Coal,  Sheffield  Railway 
Halsnead  Coal  . 
Hartley  Coal  . 

„      Bates'  West 

„  Belmont 

„  Buddie's 

„  ..  West 

„     Carr's  . 

West 

Hartley,  Clifton's  West 
„  Cowpen 
,,      Tenham's  . 

West 
„      Hedley's  . 
„  HettonWest 
„      Howard's  W.Netherton 
„  Jonassohn's 
,,      Longridge  West  . 

Best 

„  Morpeth 

,,      Newcastle  . 

„      Wellington  West 

„      Whitworth . 

„      Willington  West . 
Hastings  Hartley 
Heaton  CoUiery 
Howard's  West  Hartley  . 

„  Netherton 
Hoyland  ColUery 

„       and  Elsecax 
Ince  Hall  Coal  . 

i>  .      .  • 

Kllnhiirst  Hard 
Land  Engine  Coal 
Lindsay  Mine  . 
Lord  Rosslyn's  Coal . 
Lord  Ward's  Steam  Coal  . 

Liunloy's  Steam  Coal 
Limdhill  Hard  Coal  . 


1 

2 

2 
4 
1 

4 

1 

it 

i 

3 

1 
23 
3S 

9 

3 
1 
1 
1 
3 

2 

2 

1 

2 

5 

2 

5 

1 

3 

2 

1 

2 

4 
17 
15 

1 

3 

2 
21 

1 

1 

3 

2 

4 

1 

2 

6 

2 

1 

2 

1 

1 
3 

17 
G 
2 
3 
2 
1 
1 
1 
2 
1 
2 

2 
2 


"  S  g 

■g  S  2  s  g-'o 


8-20 

8-6 

8-93 

9'28 

8-89 

8-79 

8-98 

9'33 

8-89 
8-22 

7-  95 

8-  32 

6-  71 

7-  7 

8-  14 

9-  46 
7-56 

7-  79 

8-  05 
8-05 

8-09 

7-  72 

8-  27 

7-  69 

8-  25 

8-06 
7-12 

7-  99 

8-  14 
7-84 

7-  83 

8-  04 
7-4G 
7-48 
7-74 

7-  39 

8-  4 
7-8 

7-  82 

8-  19 
8-35 
7-91 

7-  63 

8-  53 
8-87 
8-4 
8-45 

7-  67 

8-  09 
7-82 
7-86 

7-  87 

8-  49 
8-89 
8-4 
8-93 
7'73 
8-79 
8-08 
9'68 
8-7 
8-15 

7-  72 

8-  04 
7'74 
7-88 
7-9 
C-11 

7-  6 

S'54 

8-  84 


«  3  o  o  . 

3  I*       O  p  < 

^  0,  o  o  C'- 


46-G7 

48-  11 

46-  51 

49-  99 
61-99 

47-  25 

48-  43 
48-62 

55-07 

48-  76 

49-  45 

49-39 

45-  66 

46-  41 

49-  82 
45-G7 
40-96 

47-  98 

48-  34 
48-63 

45-39 
42-57 

50-  22 
48-23 
50-12 

50-  11 
40-33 

51-  Gl 

42-  49 

43-  01 

44-  58 
48-87 

45-  84 

47-  23 

45-  78 

48-  27 

46-  3 

45-  61 

46-  33 
45-45 

48-  43 

45-  02 

44-  87 
43-47 
42-41 

47-  02 
47-39 

46-  22 

49-  12 

47-  57 

46-  1 

47-  58 

45-  41 
42-48 

42-  88 

43-  11 

47-  45 

46-  2 
49-58 
58-36 

48-  98 
45-78 
45-22 
45-62 
45-77 

48-  09 
42-86 
42-66 
51-3 

37-4 

49-  19 


1-  87 

2-  39 
1-85 
1-84 
1-07 
1-76 
1-79 
1-75 

1-01 
74 
46 

1-  29 

2-  12 

1-  34 
95 

2-  4 
1-27 
1-49 
1-41 
1-71 

•67 

1-1 
1-67 
•71 

•61 
1-26 
1-19 
1-05 
1-25 

-92 
1-14 
1-69 
1-24 
1-06 

•66 
1-43 
l^lo 
1-28 
1-22 
1^ 

1-  48 
73 

2-  07 
2-89 
1-29 
1-18 
1'35 

•88 
1^40 
1-18 

1-  52 

2-  07 
1-37 
1-79 
1-35 

1-  16 

2-  38 

1-  24 

2-  22 
-55 
-67 

1-44 
1-08 
1-2T 

1-  61 

2-  04 
1-67 
1-36 

1-01 
f22 


5 
S 

A 
O  < 

•e 


£3 


5-22 

5-  89 
6- 

4-61 

4-  57 

6-  48 

5-  23 
C-IG 

5-  02 
4-93 
4-17 

4-17 
4-12 

6-  23 
4-6 

6-  68 
4-67 
4-08 

4-  47 
3-76 

4^76 

5-  74 

3-  8 

4-  72 

4-  88 

5-  75 
5-6 
5-29 

4-  11 

5-  8 
5-2S 
5-66 

4-  24 
3-69 

5-  77 

7-  07 

3-  97 

4-  11 
4-09 

3-  93 
5' 

4-  57 

5-  94 

5-  1 

6-  25 

2-  91 
6-98 
6-8 
5-34 

3-  75 

3-  39 

4-  7 

5-  73 

5-  09 
3-81 
3-65 

3-  94 

6-  29 

4-  69 

5-  14 

3-  95 

4-  12 

5-  4 
3-76 

3-  24 

4-  G8 

2-  83 

6-  08 
4-37 

6-63 

3-  92 


7-  09 

8-  28 

7-  85 

6-  45 

5-  64 

8-  24 

7-  02 
7-92 

6-  04 

5-  67 

4-  63 

6-  46 
6-24 
6-56 
6-55 

9-  08 

5-  94 
5-58 
5-87 
5-47 

5-  43 

4-  93 

6-  39 
6-59 

6-36 
6-86 

6-  48 

5-  16 

7-  05 

6-  21 
6-79 

5-  93 

4-  93 

6-  83 

7-  73 

5-  41 

6-  27 
5-38 

5-  14 

6-  88 
6-05 

6-  68 

7-  17 
9-14 

4-  2 

8-  16 
8-15 
G-23 

5-  21 

4-  57 

6-  22 

7-  81 
6-46 
6-61 
5- 

6-  1 

5-  67 

5-  93 

7-  36 
4-6 
4-79 

6-  85 
4-84 
4-45 

6-  19 
4-88 

7-  75 

6-  74 

7-  64 
6-14 


Smoke 


No  record 
»» 

Light  smoke 
No  record 


Very  light  smoke 
No  record 

Little  black  smoke 
Black  smoke 
Black,  moderate 
quantity 
Light  brown 
No  record 
Black  smoke 

No  record 
Much  smoke 
Dark  smoke 
Black  smoke 
Black,  large  quan- 
tity 

Black  smoke 
No  record 
Black  smoke 
No  record 
Great  quantity  of 
black  smoke 
Heavy  smoke 
Light  smoke 
No  record 

Light  smoke 
Black  smoke 
Heavyblaoksraoke 
No  record 
Dark  smoke 
No  record 
Heavyblacksmoke 
No  record 
Much  smoke 
Black  smoke 
Dark  smoke 
Heavy  black 

No  record 
Heavy  black 
I) 

No  record 


Little  black  smoke 
No  record 
Light  smoke 
Little  black  smoke 
No  record 
Black  smoke 
)) 

No  record 
Heavyblacksmoke 

Much  smoke 
Dark  smoke 

Black  smoke 
No  smoke 
Very  smoky 
No  record 
Much  black  smoke 
No  record 

Black  smoke 
Brown,inmoJci-at« 

quantity 
No  record 
Black,  in  grca' 

quantity 
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Di'sci  Iplion  of  tho  Fuel  tried 


NoK'ni  CouNTHY  Coals  :— 
Luudhill  Soft  Coal  . 

Lyon's  West  Hartley 
Jlidgeholme 
North  Country  Coal . 
North  Gawber  Steam  Coal 
Oaks  Colliery  . 
Orrell  Steam  Coal 
Bamsay's  Adair's  Main  . 
Ravensworth's  Hartley  . 
Rochsole's  Colliery  .  . 
Skerrington  Coal 

„  Colliery. 
SpUnt  Coal      .      .     ' , 
St.  Helen's  Tees 

Staveley  Main  Coal  . 
Sti-angeways'Colliery,3ft.  Seam 

Walthen  House,  or  New  House 
■Washington's  West  Hartley 
Wather  House  Steam  Coal 
Wellington  Hartley  . 
Wellwood  Colliery  . 
West  Hartley  . 
Whitefield  ColUery  . 
Whitworth  Park 
Wigan,  i  ft.  Seam  . 
Wombwell  Main  , 
Yate  Deep  Vein  • 

AjiTHEACITE  COAl  :— 


»  ,)  Bonville's  Court 

„  Killgetty 
Watney's 
Cambrian  Steam  Fuel 
CHiLLiN  Coal 
Coke,  Consolidated  . 
Patent  Fuel 

it  •     .  . 

,1         Captain  Cochrane 

Holland's 
„         Lyon's  . 

Temperly's 
I)  Warlich's 

Port  Adelaide  ." 
ScfGAPOBE  Coal 
St.  Dosongo  (Samana) 


B  til 

Ho-, 


■5  2  3 


i 

2 
1 
1 
i 
2 
3 
3 
3 
3 
2 
3 
3 

8 
1 

1 

2 

4 

1 

2 

2 

2 

2 

1 

3 

3 

2 

4 

3 

6 

4 

3 

1 

2 

1 

3 

1 

6 

2 

3 

8 

4 

1 

1 

1 


y  O  O 
O  ^  K 


SB? 


8-55 

8-  71 

9-  25 
S'le 
7-71 

7-  75 

8-  78 
8'C5 
7-77 
7'7G 

7-  81 

8-  69 
7-25 

9-  19 

7-G9 

7-  91 

8-  G2 
8-63 
7-84 
7-84 

7-  97 

8-  08 

9-  49 
8-79 

7-  97 

8-  26 

8-  2G 

9-  58 

6-  87 

8-  35 

9-  02 
8-87 
8-32 

7-  29 

8-  76 
■  8-59 

9-  11 
4-01 

7-  94 

8-  98 
8-5 
8-7 
0-lG 
G-44 
C'97 
1'29 


Shi 


50-43 

52-73 

44-  26 
50-14 

45-  04 

44-  91 

42-  Gl 

43-  1 
48-44 

46-  54 

47-  6 
52-45 
42-29 
54-15 

41-  27 

48-  17 

49-  11 

48-  26 
47-75 

49-  92 
60-25 

47-  97 
52-17 
46-49 

45-  38 

44-  89 
51-11 
35-43 
26-64 
31-19 

42-  68 

41-  44 

46-  45 

38-  83 
19-47 

48-  85 
48-2 
22-09 

39-  51 

47-  4 

42-  45 
44-12 
46-47 
?,'2-3 

48-  67 
10-59 


1-6 

1-17 

•59 
1-47 
•85 
•42 
1-54 
1-01 
1-63 
1-67 
1-03 
1-67 
■67 
-33 

•71 

•87 


2-85 
2-91 

2-  46 
1-51 
1-05 
1-79 

•05 
•92 
1-64 
•81 

3-  1 
1-48 

18 
1-02 
■64 
1-48 

1-  17 

2-  8 
14 

1-  97 

2-  4 
7-76 

1-  7 

2-  86 
■99 

2-  4 

3-  03 
7-42 


3-  87 

4-  95 
6-16 

5-  03 

4-  69 

6-  03 
6-82 

5-  35 

4-  79 

2-  82 

3-  63 

5-  73 

4-  2 
4-78 

4-  26 

5-  28 


Smoka 


great 


5 
5' 
3' 
4' 
7 
4 
4 
5' 
5 
4' 
4' 
10 
2' 
5' 
11 
6 
5' 
3' 
19' 
4- 
3 
32 
6 
4' 
7' 
7' 


■07 
-98 
■64 
■09 
■05 
-46 
-42 
•14 
-75 
-5 
-47 
■32 
•42 
•67 
-3 
•58 
-81 
•33 
■11 
■21 
•86 
•5 
-3 
■37 
■19 
■64 
•62 
•35 
99 


6-47  Black,  in 
quantity 
C-12  Black  smoke 
6-76  No  record 
6-5    Heavyblack  smoke 

5-  44  No  record 

6-  46  Heavy  smoke 
8-37  No  record 

6-  36  Light  brown 
6'42  Heavy  black  smoke 
4*49  Light  smoke 

4-66  Much  smoke 

7-  41  Light  smoke 

4-  87  „ 

5-  11  Black,  in  largo 

quantity 
4-96  Light  smoke 

6-  15  Black,  In  small 
quantity 

No  record 
Black  smoke 
No  record 
Black  smoke 
Heavyblack  smoke 
Heavy  smoke 
Littlebrownsmoke 
No  record 


7-  92 

8-  89 
6-11 

5-  ti 
8-1 

6-  25 

4-  47 

6-  07 

7-  39 

5-  31 

7-  57 
11-81 

2-6 
6^59 
11-94 

8-  06 

6-  98 
6-13 

19-25 
6-18 
6-26 
40-26 
8- 

7^24 
8-19 
10^04 
8-65 
30-77 


Much  black  smoke 
No  record 
Nearly  smokeless 
No  record 


18- 


Smokeless 

Light  smoke 
No  record 
JI 

Black  smoke 
No  record 
Light  brown 
No  record 
>» 

Littlebrown  smoke 
No  record 
No  smoke 
No  record 
Little  smoke 


«;S!i?il°"^''  J^i*""'        ^l^""^^^  of  coals,  as  tried  under  circumstances  con- 

0  txTS^^^^^^  development  of  heat,  will  be  found  in  tr  Ta'wo 

rL7tL'rpSingS£.' te^'S^^^  ^^^^^^ 
re2^l.^^tS!^-';:^ltr^'f  ^  substiWe  fo;  the  coal  now  used  as  fuel  in  steam- 
l  urfn  k^^^^^^  the  discovery  of  vast  quantities  of 

recommended  as  the  «uhSt,  LT  I  '"^^"''^  ^^"'^^  ^°  ^°stance 
invn«t^l!fl  .1,      u-   f"°^*^i<^^te  for  coal.    A  commiss  on  appointed  in  America  to 

M\hf!^^i  -ft  production  of  steam,  and  that  steam  could,  by  the 

It  2.  .    •  Z""^'  than  half  the  usual  time.  '  ^  ' 

coidd  bfl       I  T'fi°  ^7-°''  unnatural  that,  if  this  were  the  case,  and  if  coal 

S  he  sm?.     •    1^^        u^terial  as  tho  fuel  of  steam-vessels,  a  very  greatiorMon 

coal  depots  at  v.^rious  Ws  of  ^fV,'  •  ^team-packets  might  become  independent  of 
abled  to  kenn  /  their  passage  ;  and  that  ships  of  war  woiild  be  en 

prosoect  of  l2    f  '"^^^  than  they  now  do  with  coal 

exZll  S just  fv  aToS  .^-"^^^-^'^^  '"'S^t  reasonably  h^'e  beej 

haJ  yet  rSd IrthTsTounSr'  "  '  investigation  of  this  subject  than  /J 
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Namu  or  Locality  of  Conl 

Actual  Number 
of  lb«.  of  Water 
convorteil 
Into  Stcuiu 

hv  1  Ih  lit 

Cuul 

1 

Numbor  of  llitt 
of  Water 

converted  Into 
8tc»ni  by  ttiu 
f  'fill  II  l*-t r  )i V 

tlio  Coal 

Tutul  Number 
of  lbs.  of  Water 
convertible 
into  Steam 

],V  1   111  of 

the  Coal 

Amount  of 
Ammonia 
correinonding 
to  ibe  Nllrofjen 
contained  ui 
the  Coal 

Amount  of 
bulpliau:  of 
A  intiioulu 
corie«i(iiiidiii| 
to  the  NitroKe 
cuntttinM  iu 
the  Coal 

Fractical 

Theoretical 

Theoretical 

Graigola  .... 

9-36 

11-301 

13-563 

0-497 

1-932 

Anthracite,  Jones  nnd  Co. 

9'4G 

12-654 

14-593 

0-225 

0-990 

Old  Castle  Fiery  Vein 

8-94 

10-COl 

14-93C 

1-690 

C-176 

Ward's  Fiery  Vein  . 

9-40 

,  , 

14-614 

1-238 

4-808 

Biiiea  

9-94 

11-600 

16-093 

1-686 

6-741 

Llangcunech 

8-8G 

10-599 

14-2G0 

1-299 

5-044 

rontrepotli 

8-72 

10-873 

14-838 

0-218 

0-84.8 

Pontrefollin 

G-36 

10-841 

13-787 

a  trace 

Powell's  Duffrj-n 

10-14 

11-134 

15-092 

1-76 

TO 

iMynydd  Newydd 

9-52 

9-831 

14-904 

1-808 

7-340 

Three-Qimrter  Kock  Vein . 

8-84 

7-081 

13-lOG 

1-299 

6-044 

Cwm  Frood  Rock  Vein 

8-70 

8-G28 

14-788 

1-347 

6-232 

Cwm  Nanty  Gros 

8-42 

8-243 

13-932 

1-919 

7-448 

Rosolven  .... 

9-53 

10-234 

13-971 

1-675 

6-605 

Pontypool  .... 

7-47 

8-144 

14-295 

1-G39 

6-304 

Bedwas  .... 

9-79 

8-897 

14-841 

1-748 

6-788 

Bbbw  Vale  .... 

10-21 

10-441 

15-635 

2-622 

10-185 

Forth  Mawr  Rook  Vein  . 

7-53 

6-647 

12-811 

1-554 

6-033 

Coleshill  .... 

8-0 

6-4C8 

12-799 

1-785 

6-930 

Dalkeith  Jewel  Seam 

7-08 

6-239 

12-313 

1-214 

0-471 

Dalkeith  Coronation . 

7'71 

6-924 

12-772 

a  trace 

Wallsend  Elgin  . 

8-46 

G-560 

13-422 

1-712 

6-'647 

Fordel  Splint 

7-66 

6-560 

13-817 

1-372 

5-327 

Grangemouth  . 

7-40 

7-292 

13-692 

1-639 

6-364 

Broomhill  .... 

7-30 

7-711 

14-863 

2-234 

8-674 

Park  End  Lydney 

8-52 

6-567 

13-257 

1-477 

9-617 

Slievardagh 

8-85 

10-895 

12-482 

0-279 

1-084 

Besides  petroleum,  several  other  analogous  materials  have  been  proposed  as  sub- 
stitutes for  coal ;  for  instance,  the  oil  obtained  by  distilling  particular  kinds  of  coal, 
or  the  shale  which  occurs  in  coal  formations,  and  more  recently  the  oil  kno-vra  as 
'dead  oil,' -which  is  one  of  the  products  obtained  in  rectifying  the  coal-tar  of  gas 
works.  All  these  materials  resemble  each  other  closely  in  being  composed  chiefly  of 
carbon  and  hydrogen,  which  are,  in  various  proportions,  the  combustible  and  heat- 
producing  constituents  of  all  kinds  of  fuel.  For  the  application  of  these  materials 
and  of  liquid  fuel  generally,  various  methods  have  been  proposed.  It  is  desirable  to 
consider  in  the  first  place,  what  is  the  evaporative  power  of  these  materials  respec- 
tively, since  that  is  a  very  important  point  to  determine  in  regard  to  the  question  as  to 
the  relative  merits  of  these  different  kinds  of  fuel. 

The  following  table  gives  several  examples  of  the  total  _  evaporative  powers 
of  some  kinds  of  fuel,  as  calculated  from  their  chemical  composition  :— 


Charcoal 
Coke  . 


Eock-oils 
Coal 


fC"*  W 


Peat,  dry 
Wood  „ 


Evap.  due  to 

c. 

H. 

0. 

A. 

E. 

C. 

•93  . 

0 

0 

11-5 

14^0 

140 

0 

•88 

0 

0 

10-6 

13-2 

13-2 

0 

•84 

•16 

0 

15-75 

22-7 

12-7 

10-0 

•85 

•15 

0 

15-65 

22-5 

12-66 

9-84 

•87 

•05 

•04 

12-1 

15-9 

13-05 

2-85 

•85 

•05 

•06 

11-7 

15-5 

12-75 

2-75 

•75 

•05 

•05 

10-6 

14-1 

11-25 

2-85 

•56 

•06 

-31 

7-7 

10-0 

8-5 

1-0 

•50 

•05 

•40 

6-0 

7-5 

7-5 

0 

The  first  line  refers  to  charcoal;  the  second  to  coke  of  average  quahty;  the  third 
and  fourth  lines  give  two  examples  of  hydrocarbons,  which  comprise  between  them  the 
chief  ingredients  of  rock-oil.  Lines  5,  6,  and  7  give  a  few  examples  of  coal.  They 
diifer  from  the  kinds  of  fuel  previously  mentioned  in  ha^^ng  some  oxygen  m  them, 
which  somewhat  lessens  the  evaporative  power  Here,  too  the  units  of  evapora  ion 
dim  to  carbon  and  to  hydrogen  are  distinguished  ;  for  example,  line  0  shows  uii  ts 
orevSpc^^vtl  cUie  to  cL-bol  and  2^  due  to  hydrogen.  Tlien  follow  some  resu Us  o 
TDeat  and  for  wood,  on  which  wo  need  not  enlarge.  In  tlie  third,  fourth,  and  lifUi 
Surnns  are  St  ted  the  proportions  of  the  cliemical  constituents,  ranging  for  the  rock- 
•6ns,Tetween  8^^^^^^^^  cenl  of  carbon  to  16  of  hydrogen,  and  86  per  cent,  of  carbon  to 
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15  of  hydrogen.  Tho  fifth  column  gives  tlie  net  weights  of  air  required  for  the 
oxidation  of  the  fuel.  In  tho  sixth  column  the  theoretical  evaporative  powers  are  sot 
down :  for  rock-oils  they  are  from  227  to  22  5,  or,  in  round  numbers,  we  may  say 
22h.  In  two  additional  columns  are  some  figures  to  show  how  much  evaporation  is 
due  to  carbon  and  how  much  to  hydrogen.  In  rock-oils  those  quantities  are  12^  due 
to  the  carbon,  and  10  to  the  hydrogen,  out  of  the  22^  units  of  evaporation. 

It  is  to  be  observed  that  the  examples  given  in  this  table,  which  are  only  a  few 
■  selections  out  of  raucli  more  voluminous  data,  are  all  taken  from  good  specimens.  But 
it  may  be  taken  as  the  result  of  practical  experience  that  the  evaporative  power  of 
bad  specimens  of  fuel  from  a  particular  district  is  about  two-thirds  that  of  good. 
This  applies  particularly  to  coal.  The  difference  is  chiefly  due  to  refuse  or  ash.  But 
it  does  not  apply  to  mineral  oils,  because  they  can  hardly  contain  anything  else  but 
combustible  matter.  They  do  not  contain  ash ;  they  do  not  contain  earthy  matter. 
The  statement,  then,  about  qualities  of  fuel  which  have  only  two-thirds  of  the  total 
evaporative  power  of  those  set  down  in  the  table,  applies  to  coal  and  peat  j  but  it  does 
not  apply  to  mineral  oils. 

We  have  gone  at  some  length  into  the  principles  of  the  total  evaporative  power  of 
different  sorts  of  fuel,  because  it  is  of  great  practical  importance  to  understand  them. 
They  show  the  theoretical  limit  towards  which  practice  approaches  in  the  course  of 
improvement,  but  which  practice  cannot  sm-pass  nor  even  attain  :  the  knowledge  of 
those  principles  prevents  people,  on  the  one  hand,  from  forming  too  small  an  estimate 
of  the  rosidts  which  may  be  got  from  the  economical  use  of  fuel ;  and  on  the  other 
hand  from  indulging  in  exaggerated  estimates  of  those  results.  It  shows  us,  indeed 
what  is  the  actual  waste,  when  we  know  the  result  attained  in  practice :  it  enables  us 
to  judge  how  far  that  result  falls  short  of  theoretical  perfection,  and  what  room  there 
is  for  further  economy  by  means  of  improvements. 

The  late  Dr.  W.  J.  Macquorn-Kankine,  from  whose  work  on  '  The  Economy  of  Fuel ' 
we  are  about  to  quote,  writes  thus  with  regard  to  mineral  oil : — 

'  I  may  make  the  following  observations  on  what  we  may  look  forward  to  as  the 
probable  result  of  the  introduction  of  such  classes  of  fuel  as  mineral  oil  as  substitutes 
for  coal.  Coal  is  a  very  complex  kind  of  fuel.  To  ensure  the  best  possible  economy 
in  the  use  of  it  re,quires  the  fulfilment  of  many  different  conditions,  some  of  which 
conflict  with  each  other.  We  have  to  burn  fixed  carbon,  and  we  have  to  burn  the  gas 
that  is  disengaged  from  the  coal.  We  may  burn  one  very  efficiently,  and  not  burn  the 
other.  It  is  extremely  difficult  to  manage  the  introduction  of  air,  so  that  there  shaU 
at  once  be  no  risk  of  a  deficiency  of  air,  which  causes  imperfect  combustion,  and  gives 
bad  economy  in  one  way ;  or  a  surplus  of  air,  which  carries  heat  to  waste  up  the 
chimney,  and  causes  bad  economy  in  another  way.  On  the  one  hand,  we  are  exposed 
to  the  risk,  from  any  little  fault  of  construction  or  management  of  the  furnaces,  of  the 
hydrogen  going  off  unburned,  and  of  its  carrying  off  a  large  portion  of  the  carbon  un- 
burned  also.  On  the  other  hand,  we  are  exposed  to  the  risk  of  solid  carbon  being  im- 
perfectly burned,  and  going  off  as  carbonic  oxide.  The  contrivances  for  diminishing 
the  causes  of  waste  are  somewhat  difficult  and  complex  to  apply  in  practice ;  and  above 
all,  too  much  depends  upon  the  skill  of  the  fireman  or  stoker.  We  may  say  almost 
everything  depends  upon  the  way  the  furnace  is  managed.  The  very  best  furnaces, 
the  very  best  boilers  that  were  ever  contrived,  may  be  made  extremely  wasteful  by  a 
careless  stoker.  On  the  other  hand,  in  using  mineral  oils,  we  are  somewhat  in  the 
position  of  the  chemist  who  has  got  a  good  burner  for  burning  coal-gas.  We  have  to 
contrive  a  suitable  apparatus  for  introducing  that  oil  into  the  furnace  in  such  a  way 
that  it  shall  be  thoroughly  mixed  with  air— whether  in  the  state  of  vapour,  or  in  the 
state  of  fine  spray,  with  or  without  the  assistance  of  some  porous  substance  to  act  as  a 
wick.  A  steam-jet  seems  to  be  the  most  efficient  apparatus  for  that  purpose.  Then 
if  our  apparatus  is  properly  contrived  and  properly  constructed,  and  works  in  the  right 
manner  and  produces  complete  combustion  at  first,  there  is  no  reason  to  suppose  that 
it  will  ever  act  badly  if  treated  with  ordinary  care. 

'It  would  seem  to  be  no  difficult  matter  with  fuel  of  that  sort  to  diminish  the  waste 
of  heat  through  imperfect  combustion  to  nothing,  and  the  waste  of  heat  through  hot 
gases  going  up  the  chimney  to  something  very  small  indeed.  In  fact,  such  an  efficiency 
as  00  per  cent,  of  the  total  evaporative  power  being  realised,  instead  of  being  a  very 
extraordinary  thing,  may  be  looked  for  as  a  very  ordinary  thing ;  so  that,  taking  tho 
theoretical  evaporative  power  of  some  hydrocarbon  compounds  at  22^,  we  ought  not 
to  be  surprised  that,  even  with  rude  apparatus,  in  a  merely  experimental  state  we  get 
an  evaporation  of  19  or  20  times  the  weight  of  the  fuel— say  19,  at  all  events.  I 
boheve  that  has  been  realised  in  experiments  that  have  been  made,  and  that  are  "now 
being  continued. 

'  There  is  another  phenomenon  as  to  which  I  may  say  something— the  mode  of 
operation  of  steam-jets  in  cases  of  this  kind.   There  can  be  no  doubt  that  one  use  of 
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tho  stofim-jet  is  tho  mcclianical  action  to  which  I  have  frequently  refcrrod— the 
thorough  mixing  of  the  gaseous  fuel  with  tlic  oxygen  required  for  the  purpose  of  com- 
l)ustion  — tiio  churning  of  tiie  particles  all  together,  so  that  they  shall  bo  brought 
thoroughly  into  contact.  There  may  bo  another  mode  of  operation  of  steam— a 
(Jhomical  action  whose  effect  is  to  prevent  the  deposition  of  unconsumed  carbon  from 
gaseous  fuel.  All  hydrocarbons  have  a  tendency  when  raised  to  a  high  temperature 
to  deposit  the  carbon,  unless  it  be  instantly  burned.  We  see  that  in  the  smoke  that 
a  flame  tends  to  give  out,  if  there  is  anything  to  prevent  immediate  and  free  access  of 
oxygen  to  the  carbon.  Now  it  is  possible  that  besides  its  mechanical  action,  the  steam- 
jet  may  also  have  a  chemical  action  of  tlie  following  kind: — The  oxygen  of  the  steam 
combines  with  tho  carbon  of  tho  hydrocarbon  fuel,  and  the  hydrogen  of  both  is  set 
free;  there  is  a  mixture  thus  produced  of  carbonic  oxide  and  of  hydrogen,  which  is 
sure  to  be  completely  burnt  as  soon  as  a  sufficient  quantity  of  air  gets  access  to  it,  and 
thus  tho  deposit  of  unconsumed  carbon  is  entirely  prevented.' 

Dr.  Paul,  in  a  paper  commiinicated  to  the  Society  of  Arts,  has  the  following  valuable 
remarks  upon  the  combustion  of  mineral  oils  : — 

'  The  volumes  of  tho  air-supply  and  combustion-products  for  the  extreme  cases  of 
carbon  and  hydrogen  are  as  follow : — 


Air-Supply  at  60 

'  F. 

1  Combustion-Products 
at  CGO°  F. 



lb. 

lbs. 

Cubic  feet 

j  lbs. 

Cubic  feet 

Carbon  . 

1 

24 

320 

1  25 

630 

Hydrogen 

1 

69 

960 

1 

2044 

'  In  the  combustion  of  carbon  there  is  no  expansion  of  volume  in  the  combustion-pro- 
duct, except  that  due  to  the  heat  generated,  which  would  render  the  volume  at  the 
temperature  of  combustion  (2,522°  F.)  rather  more  than  six  times  that  of  the  air  sup- 
plied. By  the  transfer  of  heat  to  tho  boiler,  to  such  an  extent  as  to  reduce  the  tem- 
perature to  660°  r.,  the  volume  would  be  reduced  again  to  about  630  cubic  feet  per 
pound  of  carbon  burnt.  ' 

'  In  the  combustion  of  hydrogen  the  supply  of  air  required  is  about  three  times  as 
large  as  that  required  in  the  combustion  of  an  equal  weight  of  carbon.  There  is  also 
an  expansion  of  the  combustion-products,  independent  of  the  heat  generated,  and 
amounting  to  one-half  the  normal  volume  of  the  hydrogen  burnt.  The  expansion  due 
to  heat  is  also  greater  than  in  the  combustion  of  carbon,  on  account  of  the  greater 
amount  of  heat  generated,  so  that  the  volume  of  the  furnace-gas  at  the  temperature  of 
combustion  (2,791°  P.)  woidd  be  about  6  J-  times  that  of  the  air  supplied,  and  the 
A'olume  of  gas  discharged  into  the  chimney  would  be  about  3^  times  as  great  as  in  the 
combustion  of  an  equal  weight  of  carbon.  This  larger  quantity  of  gas  will,  however, 
contain  nearly  4  times  as  much  effective  heat  as  that  resulting  from  the  combustion  oi 
an  equal  weight  of  carbon,  and  its  temperature  will  be  about  270°  higher,  so  that  in 
this  respect  the  use  of  fuel  containing  a  large  amoimt  of  hydrogen,  provided  it  can  be 
perfectly  and  readiJy  burnt,  presents  an  advantage  as  compared  with  fuel  consisting 
almost  entirely  of  carbon.  Eather  more  than  one-fourth  of  a  pound  of  hydrogen  would 
wive  as  much  effective  heat  as  one  pound  of  carbon  with  a  somewhat  smaller  volume 
of  combustion-products.  The  extent  to  Avhich  this  advantage  affects  the  value  or 
efficiency  of  fuel  will,  of  course,  depend  on  the  amount  of  hydrogen  it  contains.  Since 
no  hydrocarbon  available  as  fuel  contains  more  than  15  per  cent,  of  hydrogen,  the 
actual  evaporative  efficacy  of  such  a  material,  when  used  under  the  ordinary  condi- 
tions, cannot,  at  the  utmost,  be  more  than  about  40  per  cent,  greater  than  that  of  an 
equal  weight  of  carbon.  This,  assuming  it  to  be  perfectly  burnt,  and  the  arrangement 
of  boiler  flues  or  tubes,  &c.,  to  be  favourable  for  the  transfer  of  heat,  is  the  maximum 
effect  to  be  looked  for  according  to  tho  data  already  given.  fi 

'  The  amount  of  hydrogen  in  petroleum  is  probably  larger  than  m  any  of  the  otlier 
hvdrocarbons  proposed  to  be  used  as  fuel,  and  that  contains,  on  the  average,  about  id 
per  cent.  In  coal  and  shale  oil  the  amount  of  hydrogen  is  less.  Consequently,  the 
evaporative  efficacy  of  these  materials,  as  compared  with  carbon,  would  not  reach  tne 
above  limit  of  40  per  cent,  in  excess.  The  ratio  between  these  materials  and  ordi- 
narily good  ^oal  is  much  about  the  same  in  regard  to  evaporative  efficacy,  since  t  e 
hydrogen  contained  in  coal  compensates  for  the  oxygen  aud  ash  it  contains,  unless  tho 
amount  of  these  is  very  considerable.  ,  ^  x.       i  nnrl 

'The  following  tables  .show  the  relation  between  the  total  heat  of  combustion  ana 
the  available  heat  of  hydrocarbons,  containing  respectively  14  and  25  per  cent  oi 
hydrogen,  also  the  amounts  of  heat  consumed  m  the  furnace-gas,  and  the  mode  m 
which  it  is  disposed  of : — 
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'  One  pownd  of  hydrocarbou,  containing  14  per  cent,  of  hydrogen,  yields  about  31  lbs. 
of  furnace-gas,  consisting  of : — 


Furnaco-Gas 

Quantities  of 

Heat  in 
Furnace-Gas 

Equivalent 
Evaporation 
Of  Water 

at  212° 

at  CO' 

Carbonic  acid  gas    .  , 
Water  vapour  . 
Nitrogen  gas  . 
Sui'plus  air  . 

lbs. 
3-16 
1-26 
11-45 
14-37 

heat  units 
411 

1,683 
2,124 

lbs. 
2-2 

lbs. 

30-74 

4,577 

A  .Q 

Total  heat  of  combustion  .... 
Latent  heat  of  water  vapour  .... 

21,154 
1,217 

1-3 

Available  heat 

Waste  heat  of  furnace-gas 

.       •       •  . 
.       t      f  . 

19,937 
4,577 

4-8 

Effective  heat  , 

«       •      .  « 

15,630 

15-8 

13.5 

Theoretical  evaporative  power 

21-9 

Relative   evaporative   oflficacy  asl 
compared  witli  carbon  or  coal  =  1 J 


'One  pound  of  hydrocarbon,  containing  25  percent,  of  hydrogen,  yields  about  36  lbs. 
of  furnace-gas,  containing : — 


Quantities 

Quantities  of 

Heat  in 
Furnaoe-Gas 

Equivalent 
Evaporation 
of  "Water 

at  212° 

at  60° 

Carbonic  acid  gas  . 
Water  vapour  . 
Nitrogen  gas  . 
Surplus  .... 

lbs. 
2-75 
2-25 
13-39 
17-39 

heat  units 
358 
641 
1.968 
2,483 

lbs. 
2-6 

lbs. 

35-78 

5,450 

5-6 

Total  heat  of  combustion 
Latent  heat  of  vapour  . 

26,283 
2,174 

2-2 

Available  heat 

Waste  heat  of  furnace.-gas 

•       .       *  • 

24,109 
5,450 

5-6 

Effective  heat  . 

•      .       ■  . 

18,659 

19-3 

16-6 

Theoretical  evaporative  power 

27-1 

Eelative   evaporative   efficacy  as"\  , 
compared  with  carbon  or  coal  =  l/ 


'  I  am  not  aware  of  any  liquid  hydrocarbon  applicable  as  fuel,  which  contains  so  much 
as  25  per  cent,  of  hydrogen,  so  that  an  evaporative  effect  of  about  16  lbs.  of  steam  per 
pound  of  hydrocarbon  burnt  must  bo  regarded  as  the  maximum  result  to  be  attained 
with  such  material  used  as  fuel.  By  burning  these  hydrocarbons  with  only  iust  enouo-h 
air  for  combustion,  or  half  the  quantities  assumed  to  bo  supplied  in  the  above  estima 
tions.the  effect  capable  of  being  realised  would  be  from  13  to  14  per  cent  ereater  thnn 

iS^,^4  fn  1  .'^'''^  '^'^'^  «f  hydrocarbon  contain^ 

iiig     10  10  per  cent,  of  hydrogen.  „ 
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•  'Tho  plan  of  using  liquid  fuel,  which  so  far  as  I  am  aware  lias  proved  the  most  ad- 
yantagoouB,  is  one  which  does,  to  some  extent  at  any  rate,  secure  tho  advanf  if,'e  to  bo 
gained  by  forcing  air  into  tho  furnace.  According  to  this  plan  tho  oil  is  supplied  to 
the  furnace  through  a  small  pipe,  together  with  a  jot  of  high-pressure  steam,  by  wliich 
it  is  converted  into  spray,  much  in  the  same  manner  as,  in  tho  toy  known  as  the  per- 
fume-vaporiser, a  liquid  is  blown  out  of  a  bottle  by  a  current  of  air.  Tho  steam-jet 
at  tho  same  timo  induces  a  current  of  air  which  mixes  with  the  oil  spray  and  supports 
its  combustion.  This  is  tho  arrangement  used  by  Messrs.  Field  and  Aydon,  and  it 
appears  to  work  exceedingly  well,  effecting  a  very  perfect  combustion  of  the  oil.  Tiie 
oil  I  have  seen  used  in  this  way  was  tho  dead  oil,  or  creosote  oil,  which  is  a  refuse 
product  in  tho  refining  of  gas-tar.  It  possesses  characters  which  render  it  much  pre- 
ferable to  petroleum,  or  to  the  oil  obtained  by  distilling  coal  at  a  low  heat,  for  use  as 
liquid  fuel.  In  the  first  place,  its  density  being  greater  than  that  of  water — the  gallon 
weighing  about  12  lbs. — it  takes  less  space  for  stowage  than  petroleum  or  coal-oil,  the 
gallon  of  which  weighs  only  from  8  to  8^  lbs.  For  the  same  reason  it  would  not  be 
so  dangerous  as  the  lighter  oils  in  case  of  accident ;  for  instead  of  floating  on  the  sur- 
face of  water  and  burning,  it  would  sink  harmlessly.  Again,  its  very  high  boiling 
point,  approaching  to  a  red  heat,  and  the  great  density  of  its  vapour  as  compared  with 
that  of  petroleum  or  coal-oil,  are  great  advantages  as  regards  risk  of  explosion  in 
consequence  of  the  oil-vapour  becoming  mixed  with  air  and  then  catching  fire.  This 
could  hardly  take  place  with  the  dead  oil,  except  at  a  very  high  temperature,  while 
petroleum  readily  gives  off  vapour  to  the  air  at  a  moderate  degree  of  heat. 

'  The  use  of  this  oil  as  fuel  presents  great  advantages  for  gas-tar  distillers,  with  whom 
it  is  a  troublesome  waste  product.  K  it  should  come  into  demand  as  steam-fuel  its 
value  would  of  course  rise  above  that  of  coal,  to  an  extent  proportionate  to  its  greater 
efficacy  and  any  other  advantages  resulting  from  its  application  as  steam  fuel.  Such 
an  application  might  therefore  be  a  great  advantage  to  gas  companies. 

'  Unfortunately  the  quantity  of  this  oil  which  is  available  is  very  small  as  compared 
with  the  requirements  of  steam  navigation,  probably  not  amounting  to  100,000  tons  a 
year  in  the  whole  country,  and  therefore  its  application  must  be  very  limited. 

'  In  order  now  to  arrive  at  some  estimate  of  the  advantage  to  be  gained  in  a  steam 
vessel,  either  in  point  of  weight  to  be  carried,  or  space  occupied  by  liquid  fuel  as  c6m-  ' 
pared  with  coal,  it  is  evident  that  100  tons  of  petroleum,  or  coal-oil,  would  do  the 
work  of  about  140  tons  of  good  coal.  But  as  coal  is  rarely  burnt  in  such  a  way  as  to 
be  rendered  useful  to  its  full  capability,  and  as  there  is  always  a  considerable  waste  in 
the  shape  of  dust  and  cinders,  which  would  not  be  the  case  with  liquid  fuel,  a  farther 
allowance  must  be  made  for  this.  Assuming  that  one-fifth  of  the  coal  is  wasted  in 
this  way,  then  the  equivalent  of  100  tons  of  oil  would  be  175  tons  of  coal,  for  taking 
the  density  of  the  oil  as  -850,  it  would  occupy  about  the  same  space  as  an  equal  weight 
of  coals,  or  at  the  rate  of  about  53  lbs.  per  cubic  foot.  This  difference  would  enable 
a  vessel  capable  of  carrying  coal  for  12  days'  steaming,  to  carry  oil  for  21  days.  In 
burning  this  oil  there  would  be  a  saving  of  labour,  in  stoking,  and  as  it  would  not  give 
any  ashes,  a  great  deal  of  trouble  woidd  be  saved  in  that  way. 

'These  results  differ  widely  from  the  statements  which  have  been  made  in  reference 
to  the  relative  efficiency  of  oil  and  coal,  according  to  which  it  has  been  represented 
that  one  ton  of  oil  was  equal  to  from  4  to  5  tons  of  coal,  and  that  in  regard  to  stowage- 
room  the  saving  was  more  than  nine-tenths  in  bulk.  I  am  not  aware  of  any  evidence 
having  yet  been  brought  forward,  such  as  would  call  for,  or  justify,  the  abandonment 
of  those  well-established  principles  by  which  the  heating  power  and  efficacy  of  fuel  is 
determined,  as  above  stated. 

'  Mr.  Trickett,  the  engineer-in-chief  of  the  dockyard,  gives,  as  the  highest  evapo- 
rative effect  obtained  with  petroleiim,  11-63  lbs.  of  water  converted  into  steam  per 
pound  of  oil  burnt.  In  this  case,  however,  the  combustion  was  imperfect.  But  in  the 
most  successful  trials  with  coal-oil  and  shale-oil,  when  very  little  smoke  was  given  off, 
the  evaporative  effect  was  about  18  lbs.  of  steam  produced  per  pound  of  oil  burnt. 
In  this  case  some  deduction  is  required  to  be  made  for  the  steam  applied  as  a  blast  to 
the  fire  but  the  amount  was  not  ascertained.  This  result  was  also  obtained  under 
peculiarly  favourable  circumstances  as  regards  the  proportion  of  heating  surface  of 
the  boiler  to  the  rate  of  evaporation.  -.^  • 

'  In  regard  to  tho  supply  of  material  capable  of  being  used  as  liquid  fuel,  it  is 
necessary  to  make  a  few  remarks.  First,  as  regards  petroleum,  I  imagine  it  is  now 
generally  acknowledged  that  this  material  in  its  natural  state  is  not  wel  adapted  for 
the  purpose.  In  that  state  it  contains  a  large  amount  of  very  volatile  hydrocarbon, 
which,  even  at  the  ordinary  temperature,  vaporises  by  contact  with  air,  and  the  mix- 
ture of  this  vapour  with  air  is  explosive.  At  the  temperature  of  a  steam  vessel  s  stoke- 
hole this  vaporisation  would  tako  place  more  readily,  and  if  there  wore  any  leaLigo 
in  the  supply  pipes  or  tanks,  disastrous  consequences  might  ensue.   In  order  to  re- 
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movo  tliis  olijcction  to  tlie  use  of  petroleum  as  liquid  fuel,  the  moro  volatile  portion  of 
it  must  be  separated  by  distillation,  and  that  operation,  when  carried  far  enough  to 
render  the  oil  lit  for  use  with  safety,  -would  reduce  the  quantity  to  about  one-third. 

'Another  objection  to  petroleum  in  its  natural  state  is  its  bulkiness,  the  gallon 
-weighing  only  about  8  lbs.  This  is  to  some  extent  removed  by  the  distillation ;  and 
by  the  reduction  of  the  quantity  to  one-third,  an  oil  is  obtained  -which  -weighs  about 
8i  lbs.  per  gallon. 

'  According  to  the  latest  returns,  the  total  production  of  petroleum  :n  America — 
■which  is  out  of  all  proportion  the  most  abundant  source  of  this  material — amounts  to 
about  360,000  tons  a  year.  It  -would  be  mere  speculation  to  oflFer  any  opinion  as  to 
whether  this  rate  of  production  is  the  maximum  which  is  attainable,  or  as  to  tlie  time 
it  may  continue ;  but  the  prevailing  impression  is  that  the  sources  from  which  this 
supply  originates  are  subterranean  accumulations,  and,  therefore,  not  to  be  depended 
on  beyond  a  certain  limit.  The  experience  of  oil-winning  in  America  has'coufirmed 
this  view,  for  it  has  been  found  that  the  wells  which  were  at  first  what  are  termed 
"flowing  wells,"  i.e.,  yielding  their  oil  spontaneously,  have  gradually  ceased  to  flow; 
and  that  after  pumping  has  been  resorted  to  for  bringing  the  oil  to  the  surface,  even 
that  means  gradually  declined  in  its  eflFect.  It  would,  therefore,  be  un-wise  to  rely 
upon  the  supply  of  petroleum  as  affording  material  for  fuel.'  See  the  articles  Nafhtha  ; 
Pbteoletjm;  Shale  Oils. 

Patent  Ftjel.  Under  this  name  a  great  many  attempts  have  been  made  to  utilise 
waste  material.  In  countries  where  charcoal  is  abundant,  charcoal-dust  mixed  with 
pitch  has  been  employed,  and  attempts  have  been  made  to  utilise  the  immense 
quantities  of  saw-dust  produced  in  the  north  of  Europe,  by  mixing  it  with  clay  and  tar. 
Passing  over  the  several  kinds  of  artificial  fuel  which  have  been  made  on  the  Continent^ 
the  productions  of  this  character  made  in  this  country  must  be  described. 

Wylam's  patent  fuel  is  small  coal  and  pitch,  moulded  together  into  bricks  by  pressure. 
The  pitch  is  obtained,  by  the  distillation  of  coal-tar  from  which  naphtha  ancl  a  peculiar 
oil  are  separated,  leaving  the  pitch.  This  pitch  is  ground  fine  and  mixed  Avith  small 
coal,  and  in  this  state  is  passed,  by  a  very  ingenious  application  of  the  Archimedean 
screw,  through  a  retort  maintained  at  a  dull  red  heat,  by  which  it  is  softened  for  being 
moulded,  which  is  effected  by  a  kind  of  brick-making  machine  under  enormous  pressure. 

Warlich's  patent  fuel  is  similar  in  character,  but  he  adds  a  little  common  salt  or 
alum  to  prevent  the  evolution  of  too  much  smoke,  and  the  fuel  bricks  are  subjected  to 
a  temperature  of  400'^  P.  for  eight  hours,  by  which  the  more  volatile  constituents  are 
driven  off. 

"Wood's  fuel  is  prepared  by  mixing  small  coke  or  coal  in  a  heated  state  with  tar  or 
pitch  in  a  common  pug-mill,  after  which  it  is  moulded  in  the  ordinary  manner. 

Bessemer's  process  consists  merely  in  exposing  coal-dust  to  a  temperature  of  600° 
F.  By  this  the  bituminous  matter  of  the  coal  becomes  softened,  and  the  whole  can  be 
pressed  into  a  firm  block. 

_  Grant's  patent.  This  fuel  is  composed  of  coal-dust  and  coal-tar  pitch  :  these  mate- 
rials are  mixed  together,  under  the  influence  of  heat,  in  the  following  proportions  :— 
20  lbs.  of  pitch  to  1  c-wt.  of  coal-dust,  by  appropriate  machinery,  consisting  of  crush- 
ing-rollers for  breaking  the  coal  in  the  first  instance  suflSciently  small  that  it  may 
pass  through  a  screen,  the  meshes  of  which  do  not  exceed  a  quartex  of  an  inch  asunder ; 
2ndly,  of  mixing-pans  or  cylinders,  heated  to  the  temperature  of  220°,  either  by  steam 
or  heated  air  ;  and  3rdly,  of  moulding  machines,  by  which  the  fuel  is  compressed, 
under  a  pressure  equal  to  five  tons,  into  the  size  of  a  common  brick ;  the  fuel  bricks 
are  then  whitewashed,  which  prevents  their  sticking  together,  either  in  the  coal 
bunkers  or  in_  hot  climates.  The  advantages  of  this  artificial  fuel  over  coal  may  be 
stated  to  consist,  first  in  its  efficacy  in  generating  steam ;  secondly,  it  occupies  less 
space,  that  is  to  say,  500  tons  of  it  may  be  stowed  in  an  area  which  will  contain  only 
400  tons  of  coal ;  thirdly,  it  is  used  -with  much  greater  ease  by  the  stokers  or  firemen 
than  coal,  and  it  creates  little  or  no  dirt  or  dust,  considerations  of  some  importance 
when  the  delicate  machinery  of  a  steam-engine  is  considered  ;  fourthly,  it  produces  a 
very  small  proportion  of  clinkers,  and  thus  it  is  far  Jess  liable  .to  chpke  and  destroy 
the  furnace  bars  and  boilers  than  coal ;  fifthly,  the  ignition  is  so  complete  that  com- 
paratively little  smoke,  and  only  a  small  quantity  of  ashes,  are  produced  by  it ;  sixthly, 
from  the  mixture  of  the  patent  fuel,  and  the  manner  of  its  manufacture,  it  is  not  liable 
to  enter  into  spontaneous  ignition. 

A  great  many  other  persons  have  either  patented  processes  for  the  preparation  of 
artificial  fuel,  or  published  suggestions.  These  are  so  nearly  alike  that  a  few  of  them 
only  require  any  notice. 

Cobbold  agitates  peat  in  water  to  separata  the  earthy  matter,  and  then  allows  the 
peat  to  subside,  and  consolidates  it. 

Godwin  makes  brick  of  mud  or  clay  with  pitch  or  coal. 
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Oram  employs  tav,  coals,  and  mud. 

Hill  takes  the  residuary  matter  after  the  distillation  of  peat,  and  mixes  it  with  pitch 
Holland  mixes  limo  or  cement  with  tar  and  small  coals. 
Eansomo  cements  small  coal  together  by  a  solution  of  silicate  of  soda. 
Prom  the  Admiralty  Coal  Inquiry's  lieport  wo  obtain  the  following  analyses  of 
several  of  tlio  more  important  artificial  fuels : — 


Name  of  Fuel 

Specific 
Gravity  of 
Fuel 

Carbon 

Hydrogen 

Sulphur 

Oxygen 

Ash 

Warlich's 

1-15 

90-02 

6-56 

1-62 

2-91 

Livingstone's 

1-18 

85-07 

4-13 

1-45 

2-03 

4-52 

Lyon's  .... 

1-13 

86-36 

4-56 

1-29 

2-07 

4-C6 

Boll's  .... 

1-14 

87-88 

6-22 

0-71 

0-42 

4-90 

Holland  and  Green's 

1-30 

70-14 

4-65 

13-73 

Wylam's 

1-10 

79-91 

5-69 

1-25 

6-63 

4-54 

Montldy  Beturn  of  the  Quantities  of  Patent  Fuel  ifxported  to  Foreign  Countries 

during  the  Year  1872. 


Mouths 

Swansea 

Cardiff 

Newcastle 

Liverpool 

tons 

tons 

tons 

tons 

January  .... 

14,305 

3,649 

February 

9,257 

7,989 

61 

March  .... 

12,989 

6,909 

April             .       .  . 

12,369 

4,657 

May       .       .       .  . 

12,113 

7,115 

435 

June       .       .       .'  . 

7,747 

4,201 

10 

July  .... 

9,322 

4,338 

10 

August  .... 

12,546 

3,665 

58 

September 

11,659 

5,445 

25 

October  .... 

15,049 

4,784 

4.3 

38 

November 

8,465 

3,264 

December 

11,965 

7,708 

184 

805 

Patent  Fuel  sent  Coastwise  to  other  Ports  of  the  United  Kingdom, 


Ports  from  -svliich  shipped 

1870 

1871 

187-2 

tons 

tons 

tons 

Cardiff  

4,396 

12,323 

3,802 

Swansea  .... 

18,673 

19,398 

8,628 

Liverpool  .... 

4 

Glasgow  .... 

250 

6,631 

Sunderland  .... 

•  ■  • 

Total  . 

23,073 

31,971 

19,001 

Patent  Fuel  sent  to  Foreign  Countries. 

Ports  from  which  shipped 

1870 

1871 

1872 

tons 

tons 

tons 

London  .... 

3,551 

4,876 

3,569 

Newhaven  .... 

8 

Bristol  

3 

Cardiff  

62,762 

67,127 

58,260 

Swansea  .... 

141,984 

135,751 

142,938 

Newcastle  ...» 

101 

Sunderland  .... 

2,019 

Liverpool  .... 

'"'72 

**358 

354 

Total    .  . 

198,377 

198,115 

207,241 
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In  connection  with  the  consideration  of  the  values  of  Fuel,  as  producers  of  mechani- 
cal po-wer,  the  Economiste  Frangais  has  published  an  article  in  which  it  examines  the 
improvements  that  may  be  introduced  into  motive  machines  by  the  application  of  the 
science  of  the  mechanical  theory  of  heat.  The  writer  thinks  that  the  science  itself  is 
suSaciently  advanced  to  afford  important  practical  results,  and,  in  support  of  that 
view,  names  the  recent  work  of  M.  L6on  Pochet,  La  Nouvclle  Mecanique  Industrielle. 

Every  thermal  machine,  which  has  for  its  object  the  conversion  of  heat  into 
mechanical  power,  approaches  perfection  exactly  in  relation  to  the  amount  of  heat 
which  it  transforms  ;  this  transformation  has  a  maximum  limit  which  cannot  possibly 
bo  passed,  but  the  machines  at  present  in  use  are  far  from  attaining  the  degree  of 
perfection  indicated  by  the  theoretical  limit.  Ey  calculating  the  heat  necessary  for 
converting  water  into  steam  at  the  proper  temperature,  in  a  supposed  perfect  machine, 
the  consumption  of  fuel  amounts  to  O'l?  kilogramme  (of  2'204:  avoirdupois  lbs.  of 
7,000  grains)  per  horse-power  per  hour  (see  Hoese  Poweb);  while  the  consumption  of 
engines  in  industrial  use  is  as  follows  :— The  most  perfect  engines  of  large  power,  one 
kilogramme ;  those  of  moderate  power,  two ;  and  small  machines,  four  to  six  kilo- 
grammes. This  statement  shows  that  many  improvements  are  still  to  be  looked  for  in 
oiff  motive  engines  :  and  we  may  enquire  in  what  direction  and  with  what  results  the 
endeavour  towards  such  amelioration  has  been  pursued  of  late,  with  a  special  view  to 
the  economy  of  combustion. 

The  power  of  a  boiler  is  measured  by  the  weight  of  steam  produced  per  hour  for  a 
given  amount  of  heating  surface,  and  its  working  power  by  the  weight  of  steam  pro- 
duced by  a  given  weight  of  fuel,  for  a  boiler  may  give  a  large  quantity  of  steam  per 
unit  of  surface  and  by  time,  and  yet  utilise  but  a  sriiall  portion  of  the  heat  emitted  by 
the  fuel.  Thus,  engineers  are  occupied  at  the  present  time  with  the  question  of  the 
disposition  of  steam  generators ;  the  types  employed  in  industry  vary  infinitely  in  their 
details,  but  they  may  all  be  referred  to  one  or  other  of  the  seven  heads  following : — 
1.  Waggon-head  boilers ;  2.  Cylindrical  boilers  with  exterior  furnaces ;  3.  Cylindrical 
boilers  with  interior  furnaces ;  4.  Boilers  with  hot-water  tubes  ;  6.  Tubular  boilers  ; 
6.  Boilers  with  circulating  arrangement ;  7.  Marine  boilers. 

According  to  the  results  of  a  considerable  number  of  experiments  made  with  various 
forms  of  apparatus,  the  weight  of  steam  produced  by  a  kilogramme  of  fuel  oscillates 
between  4-30  (boiler  with  two  lateral  hot-water  tubes,  experimented  on  by  M.  Chaves 
on  the  Northern  Eailway  of  Prance)  and  10-84  to  11-30  (cylindrical  boiler,  with  a  "Wye- 
Williams'  superheater),  the  exceptional  limit  yet  arrived  at.  These  figures,  which 
indicate  the  economic  value  of  each  system,  depend  upon  a  great  number  of  conditions, 
amongst  which  it  must  be  remembered  that  the  experience  and  care  of  the  stokers  are 
not  the  least  important.  Prom  the  economical  point  of  view,  little  or  no  progress  has 
taken  place  in  boilers  since  the  time  of  Watt.  The  old  Cornish  and  London  boilers 
gave  about  eight  kilogrammes  of  steam  for  one  kilogramme  of  fuel :  modern  apparatus 
only  attain  this  result  exceptionally.  This  arose  in  great  part  from  the  care  with 
which  the  first  boilers  were  constructed;  precautions  were  taken  in  them  to  avoid  loss 
of  heat,  which  have  unfortunately  been  neglected  of  late.  The  necessity  for  econo- 
mising space  aggravated  the  effects  of  this  negligence.  In  diminishing  the  length  of 
the  boilers  that  of  the  flues  was  also  lessened,  and  consequently  the  gases  were 
allowed  to  escape  at  a  higher  temperature  than  befere.  What  was  gained  in  space 
was  thus  lost  in  economy. 

In  the  present  state  of  the  art  of  construction,  the  maximum  result  to  be  looked 
for,  under  ordinary  circumstances,  from  a  good  boiler,  is  that  of  seven  kilogrammes 
of  steam  per  kilogramme  of  coal  of  average  quality,  producing  ten  per  cent,  of 
cmders.  In  fixing  at  8,000  units  the  heat  disengaged  by  the  combustion  of  a  kilo- 
gramme of  pure  coal,  we  recognise  the  fact  that  the  utilisation  of  boilers  corre- 
sponds with  a  fraction  equal  to  about  fifty-seven  per  cent.  More  than  a  third  of 
the  heat  is  lost  in  our  best  steam  generators.  The  care  of  a  good  stoker  may  easily 
augment  the  result  by  ten  per  cent. 

_  Although  this  portion  of  our  steam  apparatus  seems  susceptible  of  notable 
mprovcments,  still  if  wo  consider  the  stationary  conditions  of  caloric  effect  since 
Watts  time,  it  would  seem  that  these  improvements  are  exceedingly  difficult  to  bring 
about  The  Siemens'  furnaces  appear  to  bo  the  only  apparatus  introduced  with 
ttio  object  of  economising  fuel,  which  deserve  special  notice;  but  their  application  is 
necessarily  restricted  to  fixed  engines. 

Steam  once  produced,  the  next  thing  is  to  turn  it  to  account,  and  in  this 


can  scarcely  look  for  improvement  in°futurebut  from  amelioration"^ in" the'cletells  Tf 
enSfXv"i  """""^  industry  has  almost  arrived  at  perfection  in  this  respect-steam- 
are  not  fT?  ^  kilogramme  of  coal  per  horse-power  effective  and  per  hour, 
aio  HOD  idr  removed  from  it.  r  > 

It  has  been  sought  to  replace  steam  in  thermal  engines  by  other  vapours  or  by  gas. 
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Trombley's  engine,  tried  in  1840,  and  adopted  for  a  boat  which  ran  regularly  between 
Marseilles  and  Algiers,  was  worked  with  steam  and  the  vapour  of  ether.  Sulpiiuric 
ether  boils  at  a  temperature  of  37°  Cent. ;  condensed  steam  preserves  suflBcient  heat 
to  convert  other  into  vapour  which,  by  its  expansion,  adds  a  certain  amount  of 
power  to  that  already  produced.  This  experiment,  however,  was  not  successful,  and 
the  engines  constructed  upon  this  system  were  considered  extremely  dangerous.  The 
substitution  of  chloroform  for  other,  proposed  by  M.  Lafond,  of  the  French  Navy,  was 
not  more  satisfactory. 

Capt.  Ericaon,  in  his  engine,  ■which  was  remarkable  from  a  theoretical  point  of  view, 
constructed  about  1852,  appears  to  have  been  the  first  inventor  who  succeeded  in 
utilising  atmospheric  air  in  thermic  engines.  But  although  his  ajjparatus  has  been 
employed  in  America,  under  various  circumstances,  and  especially  for  vessels,  the  hot- 
air  engine,  whether  on  the  system  of  Ericson,  Franchot,  Lemoine  (of  Rouen),  Belou  or 
others,  has  not  yielded  really  practical  results  or  rendered  any  real  service.  It  is  well 
known  that  the  effects  of  hot-air  engines  should  far  exceed  those  of  good  steam- 
engines.  Our  best  motors  actually  consume,  as  already  stated,  a  kilogramme  of  coal 
per  horse  per  hour;  if  we  admit  that  the  heating  apparatus  of  a  hot-air  engine 
transmits  two-thirds  of  the  heat  developed  in  the  furnace,  that  the  mechanism  utilises 
60  per  cent,  of  the  possible  mechanical  power,  and  that  the  coal  produces  only  7,500 
units  of  heat ;  lastly,  if  we  estimate  the  absolute  theoretical  effect  at  O  oO,  the  con- 
sumption of  a  hot-air  engine  will,  under  these  circumstances,  be  equal  to  0-424  per 
horse  per  hour — a  very  reduced  amount.  It  would  be  to  despair  of  human  ingenuity 
not  to  believe  that  such  a  result  will  some  day  be  obtained.    See  Am  Engikb. 

FUXiGTrBATZOlV  designates  the  sudden  brightening  of  the  melted  gold  and  silver 
in  the  cupel  of  the  assayer,  when  the  last  film  of  vitreous  lead  and  copper  leaves  their 
surface. 

FUIilbER'S  EA3tT8.  ( Terre  a  foulon,  Argile  smectiqm,  Fr. ;  Walkererde,  Ger.) 
In  geology  this  term  is  applied  to  tiie  clayey  deposit  which  intervenes  between  the 
calcareous  strata  commonly  known  as  the  Bath  or  Great  Oolite,  and  the  Inferior 
Oolite.  A  sandy  argillaceous  earth  is  met  with  in  the  upper  part  of  the  clay  in 
question,  to  which  the  name  Fuller's  earth  was  given  from  its  adaptability  fov  fulling 
or  cleansing  cloth,  when  first  woven,  from  grease  or  other  impurities.  The  term 
thus  limited  originally  to  a  particular  stratum  was  subsequently  applied  to  the  entire 
formation  by  Dr.  "William  Smith  in  his  classification  of  the  British  strata,  and 
has  ever  since  retained  its  place  in  geological  nomenclature.  _  The  fuller's  earth 
above  mentioned  was  formerly  procured  in  considerable  quantities  from  the  Downs, 
to  the  south  of  Bath,  whence  it  was  sent  to  the  cloth  factories  of  Gloucestershire. 
Of  late  years,  however,  an  artificial  substitute  has  been  found  in  a  chemical  prepa- 
ration, and  the  demand  for  the  natural  production  has  decreased  so  far,  that  little  or 
none  of  it  is  now  procured  in  the  West  of  England.  The  fuUer's  earth  of  Reigate  is 
found  in  strata  of  a  much  more  recent  date  than  those  alluded  to  above,  and  forms  a 
part  of  the  Lower  Greensand.    See  Gheensakd. 

From  Reigate  12,000  tons  of  dried  fuller's  earth  are  raised  annually.  There  are 
two  varieties,  called  the  blue  and  yellow ;  their  analyses  are  respectively— 

Alumina  . 
•   Silica  ... 
Lime 
Magnesia 
Oxide  of  Iron 
Soda     .       .       •  • 

The  other  places  from  which  fuller's  earth  has  been  obtained,  are  — Penenden 
Heath,  Maidstone,  Frome,  Lonsdale,  Coonibe  Hay,  English  Coombe,  and  Duncorn  HiU 
in  Gloucestershire,  and  at  one  locality  m  Bedfordshire.-H.  W  B. 

PTjixiERS'  TEAZEL  Difsacus  (5(K  thirst^  so  called  because  the  bases  of 
the  leaves  are,  in  many  species,  connate,  so  that  they  enclose  a  cavity  which  con- 
fains  water  ready  to  alia/  thirst.  The  fullers'  teazel  is  the  mpsacus  fnUonum; 
he  brTcts  of  the  liead  are  very  spiny,  and  are  nruch  used  for  carding  cloth;  con- 
sequcnay  the  teazel  is  cultivated  in  many  parts.  Many  carding  machines  have  been 
SScod  but  the  best  cloth  weavers  still  prefer  the  teazel  for  finishing  their  cloth 

ruiilNG.  The  art  of  cleansing,  scouring,  and  pressing  woollen  r^^|^^^^xf^ctnv^. 
Thl  object  is  to  render  them  stronger  and  firmer.    It  is  called  also  vnllwg,  because 

'XtriSr/alVS  are  the  wheel  with  its  trundle,  which  gives 

J^L^l^'StJ  ll  spindle  who^  teeth  -^^^"^^^  M^^stX" 
or  beaters,  which  fall  into  troughs,  wherein  the  cloth  is  put.  ^vith  the  fullers  cirtli. 


Blue 

Yellow 

.  18 

11 

.  42 

44 

,  4 

5 

.  2 

2 

.  6 

10 

.  6 
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William  and  Oo-le  introduced  in  1825  some  new  fulling  machinery,  designed  to  act 
in  a  similar  way  to  the  ordinary  stocks,  in  which  cloths  are  beaten,  for  the  purpose  of 
washing  and  thickening  them ;  but  the  standard  and  the  bed  of  the  stocks  are  made 
of  iron  Instead  of  wood,  as  heretofore  ;  and  a  steam  vessel  is  placed  under  the  bed,  for 
heating  the  cloths  dui-ing  the  operation  of  fulling,  whereby  their  appearance  is  said  to 
be  greatly  improved. 

Fiff.  ]  006  is  a  section  of  the  fulling  macliine  or  stocks :  a,  is  a  cast-iron  pillar, 
made  hollow  for  the  sake  of  lightness  ;  b,  is  the  bed  of  the  stocks,  made  also  of  iron, 
and  polished  smooth,  the  side  of  the  jqqq 
stock  being  removed  to  show  the  in- 
terior ;  c,  is  the  lever  that  carries  the 
beater  d.   The  cloths  are  to  be  placed 
on  the  bed  b,  at  bottom,  and  water 
allowed  to  pass  through  the  stock, 
when  by  the  repeated  blows  of  the 
beater  d,  which  is  raised  and  let  fall 
in  the  usual  way,  the  cloths  are 
beaten,   and   become  cleansed  and 
fulled. 

A  part  of  the  bed  at  e  is  made 
hollow,  lor  the  purpose  of  forming  a 
steam  box,  into  which  steam  from  a 
boiler  is  introduced  by  a  pipe  with  a, 
stopcock.  This  steam  heats  the  bed 
of  the  stock,  and  greatly' facilitates,' 
as  well  as  improves,  the  process  of 
cleansing  and  fulling  the  cloths. 

The  smoothness  of  the  surface  of  the  polished  metal,  of  which  the  bed  of  the  stock 
is  constituted,  is  said  to  be  very  much  preferable  to  the  roughness  of  the  surface  of 
wood  of  which  ordinary  fulling  stocks  are  made,  as  by  these  iron  stocks  less  of  the  nap 
or  felt  of  the  cloth  is  removed,  and  its  appearance  when  finished  is  very  much  superior 
to  cloths  fulled  in  ordinary  stocks. 

In  the  operation  of  fulling,  the  cloths  are  turned  over  on  the  bed  by  the  falling  of 
the  beaters,  but  this  turning  over  of  the  cloths  will  depend  in  a  great  measure  upon 
the  form  of  the  front  or  breast  of  the  stock.  In  these  improved  stocks,  therefore, 
tliere  is  a  contrivance  by  which  the  form  of  the  front  may  be  varied  at  pleasure,  in 
order  to  suit  cloths  of  different  qualities  ;  /,  is  a  moveable  curved  plate,  constituting 
the  front  of  the  stock ;  its  lower  part  is  a  cylincbical  rod,  extending  along  the  entire 
width  of  the  bed,  and  being  fitted  into  a  recess,  forms  a  hinge  joint  upon  which  the 
curved  plate  moves ;  ff,  is  a,  rod  attached  to  the  back  of  the  ciu-ved  plate  /,  with  a 
screw  thread  upon  it;  this  rod  passes  through  a  nut  h,  and  by  turning  this  nut,  the 
rod  IS  moved  backward  or  forward,  and,  consequently,  the  position  of  the  curved  plate 
altered. 

The  nut  yi,  is  a  wheel  with  teeth,  taking  into  two  other  similar  toothed  wheels,  one. 
on  each  side  of  it  which  are  likewise  the  nuts  of  similar  rods  jointed  to  the  back  of 
the  curved  plate/;  by  turning  the  central  ^heel,  therefore,  which  may  be  done  by  a 
winch,  the  other  two  wheels  are  turned  also,  and  the  curved  plate  moved  backward  or 
forward.  At  the  upper  part  of  the  plate  there  are  pins  passing  through  curved  slots,. 
Tvhich  act  as  guides  when  the  plate  is  moved. 

PWtiailirATIxa-e  MERCUKY,  C^N^Hg^O*  (C^N^h^O^).  The  well-known 
compound  used  for  priming  percussion  caps.  It  was  analysed  many  years  ago  by 
Liebig,  and  subsequently,  by  Gay-Lussac.  Although  chemists  have  long  been  ac 
quaintecl  with  the  true  composition  of  fulminic  acid,  and  the  formula  of  fulminating 
mercury  has  also  been  rendered  almost  certain,  no  accurate  analysis  of  the  latter  com- 
pound was  made  public  until  1855,  when  M.  Schischkoff  published  his  celebrated  paper 
on  the  fulminates.  It  is  singular  that  Liebig  and  Schischkoff  were  independently 
engaged  at  the  same  time  in  investigating  the  products  of  decomposition  of  the  fulmi- 
nates, ihe  formula  of  fulminic  acid,  and  also  that  of  fulminating  mercury,  hadbeenv 
cieauced  from  the  very  accurate  analyses  of  fulminating  silver  made  by  Gay-Lussac 
ana  i^ielng.  A  great  number  of  processes  for  the  preparation  of  fulminating  mercury 
Have  been  published.  The  following  are  the  best  as  regards  economy  and  certainty  • 
fl,.  V°f-  ^^^^  °^  mercury  is  to  be  dissolved  in  10  parts  of  nitric  acid,  sp.  er  1-4  •  and 
sp  S  O  sTo.-??.^'"^'"''^^  P"""^  parts^of  alc'oliol. 

Totu7J.r^  i  "'"'■"''''y  dissolved  in  12  parts  of  nitric  acid,  of  sp.  gr  1-3 

10  the  solution  (as  soon  as  it  has  cooled  to  55"  F.),  8  parts  of  alcoho  sn  5r  o'ss? 
are  to  be  added ;  the  vessel  containing  the  mixture  is  to  be  heated  in  bo  iing  la  er 
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until  thick  -wliito  fumos  begin  to  form.  Tho  wliole  io  then  sot  in  a  cool  place  to 
deposit  the  ci'ystals  of  fulminate. — Crcmascoli. 

3.  One  part  of  mercury  is  to  bo  dissolved  in  12  parts  of  nitric  acid,  sp.  gr.  1'340  to 
r345,  in  a  flask  capable  of  holding  18  times  the  quantity  of  fluid  used.  When  the 
m.etal  is  dissolved,  the  solution  is  decanted  into  a  second  vessel  containing  67  parts  of 
alcohol,  of  90°  to  92°  {Trallcs),  then  immediately  poured  back  into  the  first  vessel,  and 
agitated  to  promote  absorption  of  the  nitrous  acid.  In  five  to  ten  minutes  gas-bubbles 
begin  to  rise,  and  there  is  formed  at  tho  bottom  of  the  vessel  a  strongly  refracting, 
specifically  heavier  liquid,  which  must  be  mixed  with  the  rest  by  gentle  agitation.  A 
moment  then  arrives  when  the  liquid  becomes  black  from  separation  of  metallic 
mercury,  and  an  extremely  violent  action  is  set  up,  with  evolution  of  a  thick  whita 
vapour,  and  traces  of  nitrous  acid ;  this  action  must  be  moderated  by  gradually  pour- 
ing in  6-7  parts  more  of  the  same  alcohol.  The  blackening  then  immediately  dis- 
appears, and  crystals  of  fulminating  mercury  begin  to  separate.  When  the  fluid  has 
become  cold,  all  the  fulminating  mercury  is  found  at  tho  bottom.  By  this  method  not 
a  trace  of  mercury  remains  in  solution. — lAehig. 

The  fulminate  in  all  these  processes  is  to  bo  collected  on  filters,  washed  with  dis- 
tilled water,  and  dried.  The  violent  reaction  which  takes  place  when  the  solution  of 
mercury  reacts  on  the  alcohol  is  essential  to  tho  success  of  the  operation. 

With  regard  to  the  economy  of  the  above  methods,  it  has  been  found  that  1  part  of 
mercury  yields  the  following  proportions  of  fulnainate : — 

1st  process  1'30 

2nd  ,,  1'25 
3rd     ,,  •      •  1"63 

C.  G.  W. 

PiriiaiWATIKrC  SIIVBR,  C'N^Ag'O*  (C^N'Ag'O^).  This  salt  corresponds 
in  constitution  to  the  fulminate  of  mercury;  it  may  also  be  prepared  by  analogous 
processes,  merely  substituting  silver  for  mercury.  Preparation. — 1.  1  part  of  silver 
is  to  be  dissolved  in  2i  parts  of  nitric  acid,  sp.  gr.  1-5,  previously  mixed  with  an  equal 
weight  of  water.  To  the  solution  is  to  be  added  alcohol  equal  in  weight  to  nitric  acid. 
Produce,  Vo  part  of  fxdminating  silver.  2.  1  part  of  silver  is  to  be  dissolved  in  20 
parts  of  nitric  acid,  sp.  gr.  1-38.  To  the  solution  is  to  be  added  27  parts  of  alcohol, 
sp.  gr.  0-832.  The  mixture  is  to  be  heated  to  boiling,  and,  as  soop  as  it  shows  signs 
of  becoming  turbid,  it  is  to  be  removed  from  the  fi^re,  and  a  quantity  of  alcohol,  equal 
in  weight  to  the  first,  is  to  be  poured  in.  The  liquid  is  now  to  be  allowed  to  become 
perfectly  cold,  when  the  fulminate  will  be  found  at  the  bottom  of  the  vessel.  Pro- 
duce, equal  to  the  silver  employed.  3.  1  part  of  silver  is  to  be  dissolved  in  ten  times 
its  weight  of  nitric  acid,  sp.  gr.  1-36.  To  the  solution  is  to  be  added  20  parts  of  al- 
cohol, sp.  gr.  0-83.  The  mixture  is  to  be  treated  as  in  the  second  mode  of  preparation, 
except  that  no  more  alcohol  is  to  be  added.  The  produce  should  be  in  fine  crj'stals. 
Whichever  mode  of  preparation  be  selected,  it  is  absolutely  necessary,  in  order  to 
avoid  fearful  accidents,  that  the  following  precautions  be  attended  to.  The  beakers 
or  flasks  employed  must  be  two  or  three  times  larger  than  is  required  to  hold  the  in- 
gredients, for  if,  owing  to  frothing  or  boiling  over,  any  of  the  fluid  happened  to  find 
its  way  to  the  outside,  and  dry  there,  an  explosion  might  ensue.  Care  must  also  be 
taken  that  the  highly  inflammable  vapours  given  off  during  the  prepnration  do  not 
come  near  any  flame.  The  salt,  when  formed,  must  be  received  on  a  filter,  and  well 
washed  with  cold  water.  It  is  safer  to  dry  it  spontaneously,  or  over  oil  of  vitriol,  ior 
although  it  will  endure  a  heat  above  that  of  boiling  water  before  exploding,  yet  wJieu 
warm  the  slightest  touch  with  a  hard  substance  is  often  suflicient  to  cause  a  terrible 
detonation.  A  spatula  of  pasteboard  or  very  thin  wood  should  be  employed  to  transter 
it  into  its  receptacle.  Fulminating  silver  should  not  be  kept  in  glass  vessels,  for  fear 
of  the  salt  finding  its  way  between  the  cork  or  stopper,  the  slightest  movement  with 
a  view  of  opening  the  vessel,  being  then  sufficient  to  cause  an  accident.  Small  paper 
brncps  are  the  safest  to  keep  it  in.  ,  . 

Fulminating  silver  gives  a  more  violent  detonation  than  the  corresponding  mercurm 
comiDOund.    The  presence  of  roughness  or  granular  particles  on  the  substances  witU 
which  it  may  be  in  contact  assists  greatly  in  causing  it  to  explode.  . 

Although  giving  so  violent  an  explosion  when  alone,  it  may  be  burnt  ^viUiout 
danger  when  mixed  with  a  large  excess  of  oxide  of  copper  as  in  the  ordinary  proce  « 
0?  organic  analysis.  It  then  gives  off  a  mixture  of  two  volumes  of  carbonic  acid,  a.^ 
one  volume  of  nitrogen.  Gay-Lussac  and  Liebig  ra^do  an  analysis  of  the  salt  in  this 
manner,  with  the  annexed  results : — 
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Carbon 
Njtrogeu 
Silver 
Oxygen 


Experiment 


7-9 
9-2 
72-2 
10-7 

lOO'O 


0* 


Calculation 
24  . 
28  . 
216  . 
32  . 

300 


8-  0 

9-  3 
72-0 
10-7 


100-0 
C,  G.  W. 


FtrXilVXXN-ZC  ACID,  C^N^H^O*  (C'KT^Hio^).  The  acid  contained  in  fulminating 
mercury ;  it  does  not  appear  to  exist  in  a  free  state, 

FWSZGA.TXON  is  the  employment  of  fumes  or  vapours  to  purify  articles  of 
apimrel,  and  goods  or  apartments  supposed  to  be  imbued  with  some  infectious  or  con- 
tagious poison  or  fumes.  The  vapours  of  vinegar,  the  fumes  of  burning  sulphur, 
or  explosion  of  gunpowder,  have  been  long  prescribed  and  practised,  but  they  have  in 
all  probability  little  or  no  eflicaey.  The  diffiision  of  such  powerful  agents  as  chlorine 
gas,  mxmatie  acid  gas,  or  nitric  acid  vapour,  should  alone  be  trusted  to  for  the 
destruction  of  morbific  effluvia.    See  Disinfectants. 

runxiTORY.  A  bitter  herb,  Fumaria  officinalis.  It  grows  abundantly  in  this 
country,  and  was  at  one  time  used  in  medicine.  The  name  is  derived  from  the  Latin 
Mfovdfumus,  smoke,  on  account  of  its  smoke-like  smell.  The  French  call  xtfumeterre, 
whence  our  name  fumitory. 

FUN-GI.    One  of  the  orders  into  which  the  Thallogencs  are  divided,  comprehending 
the  mushrooms.    The  fungi  are  cellular  plants,  which  generally  appear  in  the  form 
of  a  more  or  less  rounded  ihallus  supported  upon  a  stalk,  and  with  spores  or  seeds  on 
the  under  surface  or  gills,  or,  as  it  is  called,  the  hymenium.    Upwards  of  4,000  species 
of  fungi  have  been  enumerated  by  botanists.    All  matter,  and  especially  organic 
matter,  may  become  productive  soil  for  many  species.    The  parasitic  fungi  are  very 
serious  agents  of  destruction,  and  the  cereals  and  other  useful  plants  are  often  entirely 
destroyed  or  rendered  poisonous  by  their  appearance.    The  mildew  of  wheat,  Puccinia 
graminis ;  the  smut,  Uredo  segetum ;  the  bunt,  Uredo  fcetida ;  the  ergot  or  cock's 
spiir,  SpemuBdia  clarus,  which,  without  destroying  the  crops,  renders  the  grain 
poisonous  for  food:  the  potato  disease,  which  is  intimately  connected  with  the  attack 
ot  a  species  of  Botrytis  (Peronospora)  infestans,  as  are  also  diseases  of  many  of 
the  ordinary  vegetables,  are  some  of  the  minute  and  destructive  kinds  of  fungi.  Some 
ot  these  parasitic  fungi  grow  on  living  animals  ;  the  non-secretion  of  the  silkworm  is 
due  to  the  hmgns  Botrytis  Bassiana.  A  certain  species  of  caterpiUar  is  attacked  by  the 
tungus  ^jp^n«  Sinensis,  and  the  animal  becomes  perfectly  absorbed  in  the  vegetable 
and  this  substance  is  collected  and  used  as  a  highly-prized  drug  among  the  Chinese' 
A  very  large  class  of  fungi  bears  the  name  of  mushroom ;  many  of  these  species  are 
edible,  while  others  are  more  or  less  poisonous.  The  Agancus  muscaria  is  used  by  the 
natives  ot  Xamtschatka  and  Korea  to  produce  intoxication  :  of  the  edible  kinds  the 
Jgancuscwmpestns  is  most  used  in  this  country  as  an  article  of  food,  and  from  it  is 
obtained  the  sauce  eaUed  Ketchup,  or  Catsup ;  this  species  is  considered  poisonous  in 
xuiy  while  many  others  eaten  in  foreign  countries  are  considered  here  unfit  for  food. 
I  he  lairy-ring  mushroom,  Agaricus  pratcnsis,  is  also  an  edible  plant,  and  is  used  for 

meS  vll         f^'f  •  al^o  a  mushroom.   The  com- 

wWrL^  this  fungus  IS  very  great.  Beyond  these  there  are  none  of  the  fungi 
IvlvtiZVV^'^l'''^  "'^^^^  this  country.  In  Eome  it  is  stated  that  the  yearly 
wSf  ^^"shrooms,  from  1837  to  1847,  was  between  60,000  and  80,000  lbs. 

A ,  i   1  Dami,  growing  on  the  bark  of  the  beech  in  Tierra  del  Fuego 

AusZi^^T.!     '  especially  one  called  native  bread,  Mytitim 

vhol^ZT  n""' ri^^  respective  natives  as  food.  Some  species  of  fungi  are 
phosphorescent;  the  lih.omorpha,  one  of  these,  is  said  to  give  to"^  caves  and  mines 
moS  deltrMir.  .^"^^^f  ^^t'-^^le  splendour.     Many  of  the  smaller  fungi  are 

been  Iw     •      ^^^"^  'remarked  previously.    Fungous  formations  have 

ractera  have  been  thus  contrasted  by  Prof.  Bentley :- 

Edible  Mushrooms. 

1.  Grow  solitary,  in  dry,  airy  places. 

2.  Generally  white  or  brownish. 
Vor  II  ^^"io  flesh. 


Poisonous  Mushrooms, 

in  woods,  and  dark 


LL 


Grow  in  clusters, 

damp  places. 
Usually  with  bright  colours. 
Flesh  tough,  soft,  and  watery. 
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Poisonous  Mushrooms, 

Acquire  a  brown,  green,  or  blue  tint,  when 

cut  and  exposed  to  tlio  air. 
Juice  often  milky. 

Odour    commonly  powerful,  and  dis- 
agreeable. 

Have  an  acrid,  astringent,  acid,  salt,  or 
bitter  taste. 


Edible  Mushrooms. 

4.  Do  not  change  colour  when  cut,  by 

action  of  air. 

5.  Juico  watery. 

6.  Odour  agreeable. 

7.  Taste  not  bitter,  acrid,  Bait,  or  pun- 

gent. 

Further,  all  fungi  should  be  avoided  if  insects  will  not  touch  them  ;  if  the  fungi 
have  scales  or  spots  on  their  surfaces  ;  or  if  tliey  exhibit  any  signs  of  decomposition. 
It  is  said  that  some  poisonous  fungi  are  rendered  innocuous  by  being  cut  in  sbces, 
macerated  in  vinegar  and  water  for  an  hour,  and  then  washed  in  boiling  water  before 

being  dressed.  ,        ■  ,    -,  n    ^       ^.i  i 

PUR.  (Fottrrure,  Fr.;  Pelz,  Ger.)  Fur  may  be  strictly  defined  as  the  short 
fine  soft  hair  of  certain  animals,  growing  thick  on  the  sldn,  and  distinguished  from  t,lie 
hair,  which  is  longer  and  coarser.  The  term  is,  however,  used  sometimes  very  loosely, 
and  includes  those  skins  whicb  are  covered  with  hair.  Fur  is  one  of  the  most  perfect 
non-conductors  of  heat,  and  consequently  we  find  the  ammals  of  the  colder  regions  of 
the  earth  clothed  with  this  substance,  and  hence  man  has  adopted  it  as  the  warmest 

To  the"  admirable  report  made  by  Messrs.  J.  A.  Nicholay  and  James  B  Bevington, 
on  the  Furs  -  of  the  Great  Exhibition,  we  are  mainly  indebted  for  the  following  par- 

*^°Th?Ktjssian  Sable  {Mustela  zibcllvna).  In  the  reign  of  Henry  VIII.,  by  a  law 
to  regulate  the  expenses  of  different  classes,  and  to  distinguish  them  by  pecubanty  of 
costume,  the  use  of  sable  was  confined  to  the  nobility  above  the  rank  of  yiscount.  It 
is  stated  that  26,000  skins  are  annually  collected  in  the  Eussian  territories.  The 
fur  is  brown,  with  some  grey  spots  on  the  head;  the  darker  varieties  are  the  most 
valuable,  a  single  skin  of  a  fine  dark  colour  being  sold  for  as  much  as  nine  pounds, 
Sirgh  the  avemge  value  does  not  exceed  two  or  three.  The  Eussian  sable  is  so^  - 
times  confounded  with  the  Hudson's  Bay  sable,  but  to  the  fiirner  the  former  is 
easily  distinguishable  from  the  length  and  fullness,  as  well  as  the  darker  colour,  of 

^^Hud'son's  Bat  Sable  {Mustela  Canadensis).  As  tlie  natural  colour  of  this  skin  is 
much  lighter  than  the  prevailing  taste,  it  is  the  practice  to  dye  many  of  thern  a 
Trker  colour,  and  the  furs  thus  treated  are  scarcely  inferior  to  the  Eussian  or  true 
sable.    Not  less  than  120,000  sldns  are  annually  imported  into  this  country. 

Pike  Mabten  or  Baum  {Mustela  abietum).  The  animals  producing  this  skin  are 
founcUn  extensive  forests  in  the  north  of  Europe.  The  skins  are  listing-shed  r^^ 
the  stone  marten  by  the  yellow  colour  of  the  throne.    These  skins  are  dyed  to  imitate 

StSS'mabten  {Mustela  saxortm).  This  is  frequently  called  French  sable,  from 
the  facTtha^the  French  furriers  excel  in  dyeing  this  skin..  Th^tone  marten  is  d,^ 
Sbuted  through  most  European  countries.  The  under  fur  is  a  bluish  f  "t^^^fli  ^1  e 
fop  hairs  a  dark  brown,  the  throat  being  generally  a  pure  white,  by  which  it  is 
distin^^hed  ^^^^^  ^j^^  ^^^^^^^  -3 1  d  fuller; 

oi.;,  fTi  noo  of  these  skins  are  annually  brought  from  America.    The  ta-il,  which  is 
X  roS  :T^.Lnj  tapering  to'a  poin\  -  "y  -ed  as  the  common 

-^Si^t^S^r^^^'^^^  iSltanimal  brought  to 
thi?SuntS  ?n  ISSr  T^  fur  resembles  sable  in  colour,  but  is  considerably  shorter 

"=^sSii:=?;-S^SaS^ 
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polecat  of  Europe.  The  fur  is  a  soft  black,  with  two  white  stripes  running  from  the 
iiead  to  tlio  tail.    This  fur  is  not  much  used  in  this  country. 

ivoLiNSKY  {Mustela  Sibcrioa).  The  Tartar  sable,  which  is  of  a  bright  yellow 
colour.  It  is  sometimes  used  in  its  natural  state,  but  is  more  frequently  dyed  brown 
to  imitate  other  sable,  to  which  it  bears  a  strong  resemblance.  It  is  remarkable  for 
the  imiformity  of  its  colour,  having  no  spot  or  difference  of  shade  in  any  part  of  the 
body.  The  tail,  which  is  of  the  same  colour,  is  exclusively  used  for  the  best  artist's 
pencils. 

Mtjsk  Eat  or  Musqtjash  {Fiber  zibethiciis),  an  inhabitant  of  the  swamps  and  rivers 
ofAmenea.  About  a  million  skins  are  brought  to  this  country  annually  The  fur 
resembles  that  of  the  beaver,  and  was  used  by  hat  manufacturers.  The  skins  are  also 
dyed  by  the  furrier,  and  manufactured  into  many  cheap  and  useful  articles 

NuTEiA  or  CoiPON  {Myopotamus  coypus).  This  animal  is  larger  than,"  but  some- 
what similar  to,  the  musquash;  it  inhabits  the  banks  of  rivers  in  Buenos  Ayres  and 
KjOiIu   iiut  tew  of  these  skins  are  now  imported. 

Hamster  {Cricetus  vulgaris),  a  native  of  Gemany,  where  not  less  than  100  000 
skins  are  annually  collected.^  It  has  a  poor,  short,  and  coarse  fur,  which  is  almost 

Si'TJ^"  11        f  H  ^''l^^  °f  the  back  is  a  reddish 

brown,  the  belly  black,  with  a  few  light  spots. 

ir^^^^''''''^  t^K"^^  this  animal  is  marked  like  tortoise-shell ;  it  is  brought 
for  dSk  Sg.'""  °^  It  is  chiefly  used  by'  the  Eussifns 

Eeaveb  {Castor  Americanus).  This  beautiful  fur  is  sometimes  used  for  articles  of 
JoTed  an^dth^sSf^J^'Tl!'^  "^""'^  '"^^  appropriation,  the  coarseLLte  r  ' 
re^ikles  inir  doth    Th  J  ^  ^'^^y/'^S^^^^^^  T'J^i'^e.  somewhat  similar  to  that 

^^T.':zs^^^        sis^i  ^f  SSi;sTgSesr 

derived  principally  from  North  America      ^  ^ 

thfrstirfcltsSLSa"  Sm"  "  '^'"f  '^^^^^^  ^^"^^^  ar™ron 
Greenland,  and  Newfound    '^^'J^^ense  numbers  on  the  shores  of  Labrador. 

tanned  and  enameller^-fch  black  var^fshT  laZ"^^^^^^^^^  "If"' 
adapted  for  fur.    Before  thpv  pJ,/^.     ^       ^  o^^^er  descriptions  are  well 

verfcoarse  hair  ,  .ThS  cove7a  b  atS^^^^^^^  '^'^'''^''y  ^  ^^n^ove  the 

to  half  its  natural  substance  fcli  roo  st^^  '^''^'''S  the  felt 

easily  fall  out,  but  the  s^e  ^ff  ctTstroL^^^^  ^,1?     T  T  ^""^  ^hey 

which  ensues  when  the  .k,'!  n  P'^"™"'^^^  ^7  natural  process  of  fermentation, 
This  fur  is  rLIiy  "se^ in  ^n^^^^^^^^^^^        rT'f       f  to  remain  together 

1ms  the  appearance  of  tie  x^St  ^^^^  ^  ^''^  ^"^^^^^^^^  brown,  when  it 

auIsLr^fLt7r.S  co^^ntry  there  are  many  varieties;  the  black 

valuable.    ThTyVret^^^^^^^     ?o?  tKf '  ""'^  the  most 

country.    The  cross  and  red  fnf.  =  °  T'^l^^'  ^^'"'S  highly  prized  in  that 

cloak  linings  anT colors    T?e  ,  ^         ''''''''  "-^^  Greeks  for 

countries  for  ladil'Tesre;-IL  J^^^^^^^        T^;*^?  '''''^       this  and  other 

travellers  as  cxceeTnSy  numej^^^^^^^^^  ^  ^-'^P'-'  ^'^"^'"^      represented  by  arctic 

approach  of  the  rigorous  ,  ^^00    '       '^^"''^^'"g    troops  over  the  frozen  seas  at  the 

^^^^l^^TLk  ^  g-raUy  a 

-dSilShime^rdottr  ^^S^of  t^"b  ^^^tary  purposes,  for  rugs 

The  ^qCpt  n«       fw?'  ''"^^^t  scarcely  require  notice. 
15,000  oSJ7t"Sse  S?;f^      ^^'^^r^'^  ^1™^'  ^«         «°"ght  for.    It  Is  said  thaf 
«en^t  to'thrs  countj;;^^"^      """"'^"^  ''''''''''  of  these.  3,00^00  arS 

i^<^oTSh^AtZ'^'^^^  are  two  varieties  of  Chinchilh  fT.o 

BMnsfromThof^rrTocalt'S  ^5^'^"^  Ayres  anTticf  ?ho" 

and  best  coloured  S  ^  "'^'^''y  ^'7'   Those  from  Arica  are  the  darSs? 

HACooic  {Procyon  totor),  this  fur  is  used  for  lining  coats. 
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Cat  {Felis  domcsticvs).  In  Holland  tho  cat  is  bred  for  its  fur;  it  is  fed  on  fish  and 
carefully  tended  until  tho  fur  arrives  at  perfection. 

Canada.  Lynx  {Felis  Canadensia).  This  fur  is  not  much  used  in  this  country,  but  it 
is  prfeparod  and  exported  for  tho  American  market. 

Furs,  Skins,  and  Pelts  Jmporied. 


Bear  .... 
Beaver  . 
CluncMUa  . 
Coney  .... 
Deer,  dressed  and  luidrcssed 
Ermine      .  . 
Fisher  . 
Pitch  .... 
Fox,  silver  . 

,  other  sorts  . 
Goat,  undressed  . 

,     tanned  or  dressed 
Kid,  undressed  . 

,    tanned  or  dressed 
Kolinslci 
Lamb,  undressed 

,,      tanned  or  dressed 
Lynx  .... 
Marten      .  . 
Musquash  . 
Nutria 

Otter,  common  . 

„     sea   .  . 
Bacoon      .      .  . 
Sable  .... 
Seal  .... 
Sheep,  undressed 

„      tanned  or  dressed 
Squirrel  or  Calabar  . 
WoU  .... 
Unenumerated,  being  furs 

„         not  being  furs 


1808 


Number 


G,716 
150,G40 
377,092 
885,6.59 
G4,1G0 
308,909 
8,501 
17,213 
2,448 
92,081 
86G,117 
2,298,983 
8,022 
280,358 
53,249 
660,423 
112,666 
68,206 
119,626 
2,329,378 
13,396 
14,651 
1,060 
297,504 
3,845 
780,477 
3,913,392 
2,154,387 
244,674 
12,728 
1,164,764 
198,033 


Value 


1869 


Number 


£ 

8,090 
69,023 
101,232 
4,669 
8,385 
18,330 
16,059 
2,241 
8,256 
69,159 
88,843 
248,685 
402 
23,761 
6,657 
32,422 
7,844 
24,109 
89,315 
99,194 
616 
14,341 
11,765 
27,857 
5,755 
243,679 
303,702 
116,284 
4,077 
4,234 
85,420 
17,970 


Value 


12,482 
153,853 
763,354 
692,504 
60,940 
258,491 
13,699 
21,341 
5,904 
95,756 
783,408 
2,620,390 
14,195 
431,605 
47,480 
806,736 
134,236 
44,055 
91,684 
1,828,111 
24,112 
18,225 
1,600 
385,721 
6,918 
736,336 
3,595,914 
2,687,859 
275,282 
7,090 
533,177 
405,208 


£ 

13,887 
68,727 
104,941 
6,094 
6,509 
25,849 
21,682 
3,226 
26,939 
62,974 
99,891 
284,900 
710 
42,211 
5,936 
40,157 
9,163 
11,413 
78,367 
69,395 
1,240 
21,050 
12,212 
31,868 
12,948 
314,653 
253,555 
141,186 
4,587 
1,891 
57,712 
45,369 


1870 


Number  Value 


11,777 
205,696 
337,458 
620,915 
40,987 
296,255 
8,614 
6,280 
1,117 
85,684 
713,679 
2,774,180 
134,952 
314,161 
39,100 
825,138 
162,720 
24,982 
79,674 
1,991,642 
167,140 
22,802 
4,484 
324,438 
62,063 
731,913 
5,179,806 
2,800,888 
150,668 
8,069 
1,045,111 
353,886 


£ 

15,278 
94,548 
59,895 
4,378 
4,704 
29,479 
13,377 
942 
3,021 
51,707 
92,953 
311,994 
6,748 
29,126 
4,889 
40,986 
9,493 
7,088 
91,642 
62,859 
6,254 
24,949 
31,029 
24,358 
67,183 
270,024 
413,931 
171,870 
2,512 
3,701 
69,783 
59,759 


The  importance  of  the  trade  in  furs  and  skins  will  be  rendered  evident  from  the 
preceding  accounts.  It  would  have  been  desirable  to  have  separated  the  furs, 
strictly  so  called,  from  the  sluns,  but  this  has  not  been  found  practicable  with  any- 
thing like  accuracy :  the  returns  are  therefore  given  under  the  heads  adopted  by  tho 
Customs,  which  have  no  been  continued  even  in  this  form. 

Purs  are  subject  to  injury  by  several  species  of  moths,  whose  instinct  leads  them  to 
deposit  their  eggs  at  the  roots  of  the  fine  hair  of  animals. 

LinnEeus  mentions  five  species  that  prey  upon  cloth  and  furs,  of  which  Tinea  pcUi- 
onella  T.  vestionella,  and  T.  tapelsella  are  the  most  destructive.  No  sooner  is  tho 
worm'liatched  than  it  eats  its  path  through  the  fur,  and  continues  increasingly  des- 
tructive until  it  arrives  at  its  full  growth,  and  forms  itself  a  silken  covering,  from 
which,  in  a  short  time,  it  again  emerges  a  perfect  moth. 

Another  cause  of  the  decay  of  fur  is,  tho  moisture  to  which  they  are  frequently 
exposed-  the  delicate  structure  of  the  fine  under-fui-  cannot  be  preserved  when  an) 
dampness  is  allowed  to  remain  in  the  skin.  This  fact  is  well  known  to  the  leather 
manufacturer,  who,  having  wetted  his  skins,  allows  them  to  remain  in  a  damp  cellar 
for  a  few  days,  for  the  purpose  of  removing  the  hair,  winch  is_  piiUed  out  with  tUt 
greatest  facility,  after  remaining  only  one  week  in  a  moist  condition,  it  follows  iiom 
these  observations,  that  to  preserve  the  furs  it  is  necessary  to  keep  theni  dry,  and  to 
protect  them  from  moths ;  if  exposed  to  rain  or  damp,  they  must  be  dried  at  a  moclo. 
rate  distance  from  the  fire :  and  when  put  by  for  the  summer,  should  be  combed  and 
beaten  with  a  small  cane,  and  very  carefully  secured  in  a  dry  brown  paper  or  box, 
[nto  which  moths  cannot  enter.  During  the  sumnier  they  should  be  examined  once 
a  month,  to  bo  again  beaten  and  aired,  if  the  situation  in  which  they  have  been  placed 
be  at  all  damp.    With  these  precautions,  the  most  valuable  furs  may  be  preserved 

'tS?  A  rpYsiSusting  the  interior  of  boilers.,  kettles,  and  oth.^  vessels  in 
which  water  has  been  boiled.    The  fur  generally  consists  of  carbonate  of  lime. 
formation  may  bo  prevented  by  adding  either  soda-ash  (carbonate  of  soda)  or  sai 
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anamoniac  (clilorido  of  ammonium)  to  the  water.  The  addition  of  a  small  proportion 
of  glycerine  has  also  been  recommended. 

FUTR.NA.es.  The  construction  of  fiu-naces  for  the  more  important  metallurgical 
operations  will  bo  found  under  the  heads  of  the  different  metals,  for  the  separation 
of  which  from  their  ores  they  have  been  employed.  All  the  arrangements  of  the 
Blast  Furnace,  Puddling  Furnace,  and  Eeheating  Furnace,  will  be  found  under 
Ikon.  Under  the  heads  of  Copper,  Tin,  Lead,  Silver,  Zinc,  &c.,  will  be  described 
the  furnaces  used  in  the  production  of  those  metals. 

In  like  manner,  the  several  kinds  of  furnaces  employed  in  Glass  and  other  manu- 
factures requiring  the  application  of  heat,  are  described  in  their  respective  places. 

There  remains,  therefore,  only  one  or  two  very  ingenious  forms  of  furnace,  by  which 
great  heat  can  be  obtained,  for  any  purpose,  to  be  mentioned  in  this  place. 

Furnace  of  Assay. — Under  Assat  a  furnace  constructed  by  Messrs.  AnjBrye  and 
D'Arcet  is  mentioned,  which  gives  some 

peculiar  facilities  and  economy  to  the  1007 
process  by  fire. 

It  had  originally  a  small  pair  of  bellows 
attached  to  it,  for  raising  the  heat  rapidly 
to  the  proper  vitrifying  pitch.  This  is 
not  shown  in  the  previous  figure. 

The  furnace  is  17  J-  inches  high  and  7i 
inches  wide,  made  of  pottery  or  fine  clay, 
as  represented  in^^.  1007,  supported  on 
a  table  having  a  pair  of  bellows  beneath 
it.  The  laboratory  is  at  b,  the  blow-pipe 
of  the  bellows  at  d,  with  a  stopcock,  and 
the  dome  is  surmounted  by  a  chimney  a  c, 
in  whose  lower  part  there  is  an  opening 
with  a  sliding  door  for  the  introduction 
of  charcoal  fuel.  The  furnace  is  formed 
in  three  pieces :  a  dome,  a  body,  and  an 
ash  pit.  A  pair  of  tongs,  a  stoking  hook, 
a  cupel,  are  seen  on  the  right  hand ;  and 
the  plan  of  the  stoneware  grate  pierced 
with  conical  holes  and  a  poker  are  seen 
to  the  left. 

Gas  Furnaces. — Gas  has  been  em- 
ployed, of  late,  with  much  advantage  for 
heating  crucibles,  and  many  forms  of 
burners  have  been  introduced  for  the  pur- 
pose of  producing  such  jets  as  mil  yield 
the  proper  quantity  of  gas,  and  unite  it 
with  the  right  proportion  of  air,  for  pro- 
ducing the  most  intense  heat ;  which  can 
be  applied  in  a  convenient  manner.  The 
power  of  the  burner,  of  whatever  kind  it 
may  be,  must  be  increased  by  surrounding 
the  flame  with  a  jacket  of  fire  clay  or 
some  non-conducting  substance,  which 
■mil  prevent  the  dissipation  of  heat  by 
r^uhation.  By  attending  to  this  a  very 
high  temperature  may  be  produced  with 
but  a  small  expenditiu-e  of  gas. 

meSif'''V^''''^''I""'';-^^^'      ^  P°^°rf"l  apparatus,  adapted  for 

metaiurgic  operations,  such  as  fusing  considerable  masses  of  metal,  assaying,  roastiS 

f^mbpdSt  "^^''r-  ^  P^^'^ticular  form  of  ffas-btcJner  Xd^t 

beUowfo.  !  if T""^  P'"^''"'^'  ^ith  a  blast  of  common  air,  s^ppHed  bv 
SlTorl  '"^i'^'^'^'  '"^  the  pressure  at  which  the  ias  il 

the  fl\i;  '^^'^f  of  ■^furnace,  which  is  built  up  in  a  particular  manner  found 

obiect  of  tl^  ^  gas-burner  and  the  crucible  exposed  to  SnS  The 
St  T,rodtn/f  construction  is  to  accumulate  and  concentrate  in  a  Joais  tha 

^$^:s:\r!iAs'^''''''     ^^^^^^"^     power  u'^raJ; 

This  apparatus  can  bo  made  of 
required  from  it 


various  sizes,  according  to  the  amount  of  work 


drawn 
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munication  with  ono  another.  Into  tho  upper  cliambor,  gas  is  allowed  to  pass  by  the 
tube  marked  G  as.    Into  tho  lower  chamber,  air  is  forced  Ijy  tlie  tube  marked  Am. 

Tho  upper  part  of  this  burner  is  iin  inch  thick  in 
the  metal.  Through  this  solid  roof  holes  from  6  to 
26  in  number  iiro  bored  for  the  escape  of  the  gas. 
TIio  number  of  holes  depends,  of  course,  upon  tlio 
heating  power  required  from  the  burners.  The 
air  passes  from  the  lower  chamber,  through  ;i 
series  of  metal  tubes,  placed  in  the  centre  of  tho 
gas-holes,  and  continued  to  tho  surface  of  tho 
Inirner,  so  that  the  gas  and  air  do  not  mix  until 
both  have  left  the  gas-burner,  and  then  a  current 
of  air  is  blown  through  the  middle  of  each  jet  of 
gas.  Tho  bottom  of  the  gas-burner  is  made  to 
imscrew,  and  the  division  between  the  two 
chambers,  which  carries  the  air-tubes,  is  easily 
removable  for  the  purpose  of  being  cleaned.  Tlio 
gas  and  air  pipes  generally  used  in  the  inventor's  experiments  were  each  half  an 
inch  in  the  bore  and  ton  inches  long ;  the  gas  had  usually  a  pressure  of  half  an  incli 
of  water,  and  the  blast  of  air  about  ten  times  that  pressure.  The  quantity  of  gas 
used  in  an  hour  was  about  100  cubic  feet.  The  stopcock  which  supplied  it  had  a 
bore  of  half  an  inch.  The  round  rod  represented  at  the  bottom  of  the  burner.  Jig.  1008, 
is  intended  to  fit  it  to  tho  support. 

Wlien  the  gas  is  lighted  and  tho  blast  of  air  is  put  on,  the  flame  produced  by  tho 
gas-burner  is  quito  blue,  and  free  from  smoke.  It  is  two  inches  in  diameter  and 
three  inches  high,  and  the  point  of  greatest  heat  is  about  two  inches  above  the  flat 
face  of  the  gas-burner.  Above  this  steady  blue  flame  there  rises  a  flickering  ragged 
flame,  several  inches  in  height,  varying  with  the  pressure  of  the  gas.  In  the  blue 
flame,  thin  platinum  wires  fuse  readily.  . 

When  the  gas  is  burning  in  this  manner,  and  the  apparatus  is  attached  to  flexible 
tubes,  the  burner  may  be  inverted  or  held  sideways,  without  disturbing  the  force  or 
regularity  of  the  flame,  so  that  the  flame  may  be  directed  into  a  furnace  at  the  bottom, 
the  top,  or  the  side,  as  circumstances  may  require. 

The  following  articles  are  used  in  building-up  the  gas-furnace  for  different  experi- 
ments. They  vary  in  size  according  to  the  volume  of  the  crucible,  or  the  weight  of 
the  metal  to  be  heated  : — 

1.  A  circular  plate  of  fire-clay,  two  inches  thick,  with  a  hole  in  the  centre, 
exactly  fitting  the  upper  part  of  the  gas-burner,  which  is  made  to  enter  into  the 
hole  three-quarters  of  an  inch.    In  external  diameter,  this  clay  plate  agrees  with  each 

size  of  the  furnace.  .  •.  .  xi    i  j 

2  A  cylinder  of  fire-clay,  of  which  two  pieces  are  required  to  constitute  the  body 
of  each  furnace.  In  the  middle  of  each  cylinder  a  trial  hole  is  made,  one  inch  in 
diameter,  to  which  a  fire-clay  stopper  is  adapted.  . 

3  A  fire-clay  cylinder,  closed  at  one  end,  and  pierced  near  the  open  end  with  six 
holes  of  half  an  inch  in  diameter.  The  thickness  of  the  clay  is  immaterial,  ihis 
cylinder  is  three  inches  in  diameter.  . 

4.  A  circular  plate  of  fire-clay,  two  and  a  half  inches  or  three  inches  in  diameter 
and' one  inch  thick.    Similar  pieces  half  an  inch  thick  are  useful,  •   i,  • 

5  A  cylinder  of  plumbago,  to  be  used  as  a  crucible  support.  It  is  three  inches  in 
inside  diameter,  one  inch  in  height,  and  pierced  with  twelve  holes  of  three-eightHs 

6. °  A  shn^ar  "cylinder  of  plumbago,  two  or  three  inches  high,  pierced  with  twenty- 
four  holes  of  three-eighths  of  an  inch  bore.  .     .  j- 

7.  A  thin  plate  of  plumbago,  three  inches  in  diameter,  viz.  of  the  same  diameter  as 
the  cylinder  of  5  and  6.  It  has  a  small  hole  in  the  middle,  and  being  of  soft  material, 
the  holo  can  bo  easily  cut  or  filed  to  suit  crucibles  of  any  desired  size. 

To  suit  the  larger  kind  of  crucibles  and  furnaces,  cylinders  are  made  resembling 
tho  above  in  form,  but  of  greater  diameter.  ,  i  .    i,  ,  rln^ 

As  in  all  cases  the  heating  power  of  the  gas-fiu-nace  spreads  laterally  and  docs 
not  rise  vertically,  tho  most  advisable  form  of  the  crucibles  required  for  use  in  it  is 
shcrt  and  hroad,iot  tall  and  narrow,  and  the  supporting  cylinders  .^^j^^^ J;''^  ^'^'^PJ^ 
accordingly.  No  fire-bars  or  grates  must  be  used  support  the  '^^/^^^'J 
furnace,  b^ause  no  material  formed  into  narrow  bars  can  sufficiently  withstand  ite 

A  yrX^^^^^^^^^^  jacket,  two  and  a  half  inches  high,  two  and  a 

half  inches  in  diameter,  and  a  quarter  of  an  incli  tiiick  in  the  walls.  It  has  six  holes 
of  three-eighths  of  an  inch  diameter  near  ono  ond. 
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9.  A  circular  cover  or  domo  {fig.  1009)  flanged  at  the  bottom,  and  having  a  knob  or 
handle  at  the  top.  It  is  pierced  with  twenty-four  holes  of  a  quarter  of  an  inch  in 
diameter,  arranged  in  two  rows  near  tho  bottom.    This  domo,  . -qq^ 

when  of  small  size,  is  made  of  plumbago;  when  large,  of 
fire-clay. 

10.  Plumbago  crucibles  made  with  a  solid  overhanging  rim, 
the  use  of  which  is  to  suspend  the  crucibles  over  tho  gas- 
burner,  by  means  of  the  cylinders  Nos.  5  and  6.  When  the 
crucibles  are  too  small  to  fit  the  cylinders,  the  flat-plate  No.  7, 
is  filed  to  fit  the  crucible,  and  is  then  placed  on  the  cylinder, 
to  whose  diameter  it  is  adapted. 

Besides  these  pieces  of  fire-clay  and  plumbago,  it  is  necessary  to  be  provided  with 
a  strong  iron  tripod,  to  sustain  the  furnace ;  an  iron  pan,  in  which  to  place  the 
furnace  ;  and  a  quantity  of  gi'avel,  or  rounded  flints,  not  less  than  half  an  inch,  nor  more 
than  one  inch  in  diameter.     These  pebbles  form  an  essential  part  of  the  gas-furnace. 

Other  forms  of  Griffin's  gas-furnace  will  be  found  fully  described  in  Watts's 
Dictionary  of  Chemistry.'    See  also  Mr.  Griffin's  description  of  a  gas-furnace  for 


in  Journ.  of  Chemical 


power,  which  he 
nine  inches  high 

1010 


thus 
and 


attaining  a  white  heat  wthout  the  aid  of  a  blowing-machine 
See,  1870,  p.  280. 

Mr.  George  Gore  has  patented  a  gas-furnace  of  great 
describes  [fig.  1010):— a  is  a  cylinder  of  fire-clay  about 
six  inches  diameter,  open  at  both  ends,  with  a 
hole  in  its  side  near  the  bottom  to  lead  into  the 
chimney ;  k  is  covered  by  a  moveable  plate  of  fire- 
clay, B,  with  a  hole  in  its  centre  for  introduction 
or  removal  of  the  crucible,  &c. ;  this  hole  is  closed 
by  a  perforated  plug  of  clay,  c,  for  access  to  the 
contents  of  the  crucible,  and  that  again  is  closed  by 
another  clay  stopper  d.  e  is  a  chimney  of  sheet 
iron  about  five  or  six  feet  high,  kept  upright  by  a 
ring  of  iron,  f,  attached  to  the  top  of  the  furnace. 
The  fire-clay  cylinder  is  enclosed  in  a  sheet-iron 
casing_  with  a  bottom  of  iron,  to  whieh  are  fixed 
three  iron  legs,  g.  An  iron  tube  h,  with  a  prolon- 
gation I,  supports  by  means  of  the  screw,  j,  the 
burner  k,  and  its  tube  l,  which  is  open  at  both  ends. 
Gas  is  supplied  to  the  burner  by  means  of  the  tag,  m, 
which  has  a  small  index,  n,  attached  to  it  for 
assistance  in  adjusting  the  gas.  Inside  the  larger 
cylinder  is  another  fire-clay  cylinder  or  cupola,  o, 
with  open  ends,  and  with  three  projections  of  fire- 
clay, p,  for  supporting  the  crucible,  q;  it  is  kept 
steady  by  means  of  three  fire-clay  marbles,  e.  The 
gas-burner  is  a  thin  metal  cylinder,  deeply  corru- 
gated at  its  upper  end,  with  the  corrugations  dimi- 
nishing to  nothing  at  its  lower  end. 

The  action  of  this  furnace  is  as  follows : — Gas  is 
admitted  to  the  open  tube,  l,  by  the  tap,  m;  it  there 
mixes  with  air  to  form  a  nearly  explosive  mixture, 
which  ascends  through  the  burner,  and  burns  in  the 
clay  cylinder,  o,  being  supplied  with  the  remainder 
of  air  necessary  to  complete  combustion  through  the  tube  h,  to  the  outer  surface  of 
mo  flame,  by  means  of  the  spaces  between  the  corrugations.  The  flame  and  products 
ot  combustion  pass  up  through  the  cylinder  o,  and  then  downwards  outside  it  to  the 
chimney,  the  focus  of  greatest  heat  being  at  q. 

nf  ^'^^^'^^  ""^^"^  the  burner  is  placed  quite  in  the  centro 

ot  the  bottom  of  the  tube  o;  also  that  a  crucible  of  not  too  large  or  not  too  small 
dnncnsions  _be_  selected.  The  most  suitable  way  of  supporting  a  smaller  crucible  is 
oy  placing  it  m  a  larger  one  that  has  had  its  upper  parts  broken  off.  If  desirable  a 
on  Jit^'.fJf '"^  "^^y  placed -round  the  top  edge  of  the  iron  casing  to  exclude  air 
?h«t>^f  ^"^rf"     ^"'^  ^  little  thin  clay  luting  ujon  the  part  o1 

the  bottom  of  tlie  furnace  where  the  inner  cylinder,  o,  rests!  ^  ^  ^  °* 

OBeninf  n.T?^^"''"'^"'  """^^  ^^"^8  c  and  d  are  removed,  a  light  held  indie  the 

the  tube'  T  f  ^^1-  ^1°^         to  the  bottom  of 

ho  )  t'he  garm';it'b:^S\i°"T^^^^  furnace  is  aCdy 

li»hHn<r  be  turned  off,  and  the  bottom  of  i  momontarilv  closed  whili 

lighting  the  gas  as  before.    Should  tho  flame  not  burn  down  to  tho  bVner,  buSily 
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hmn  at  the  onfico  in  tho  clay  plate,  b,  it  mxint  at  once  bo  extinguished  and  reliKhto<1 
otlierwiso  some  of  the  gaseous  mixture  will  pass  into  tlio  chimney  unburnod  and 
subsequently  ignite  and  cause  an  explosion.    A  largo  flame  now  issues  from  tlie  C 
orihco  and  IS  Avhite  if  too  much  gas  is  on,  and  chiefly  violet  or  red  with  the  propei- 
quantity ;  it  should  now  be  coarsely  adjusted  until  tiieso  appearances  are  presented 
ino  annular  plug,  c,  should  now  be  inserted,  which  will  compel  it  to  pass  down- 
wards to  the  chimney,  and  as  soon  as  the  small  remaining  flame,  now  issuing  dis- 
appears or  nearly  disappears,  as  it  will  in  a  few  seconds,  the  small  stopper,  d.  sllould 
also  bo  inserted.    In  lieu  of  this,  the  largo  flame  may  be  deflected  against  the 
cliimney  by  means  of  a  piece  of  sheet-iron  until  it  withdraws  inwards  as  before  men- 
^oned  ;  two  plugs  may  then  be  reinserted.    The  gas-tap  may  now  bo  partly  adjusted 
Iho  crucible  should  be  placed  in  the  furnace  after  the  act  of  lighting  the  gas, 
but  not  immediately  after  if  the  furnace  is  cold,  or  explosions  may  occur  by  unburned 
gaseous  mixture  passing  the  crucible  into  the  chimney  and  igniting  afterwards. 
After  about  five_  minutes  the  gas  should  be  slowly  adjusted,  until  a  sound  is  heard 
inside  like  a  series  of  small  explosions.    This  sound  is  sometimes  not  very  distinct, 
especially  at  high  temperatures,  and  therefore  requires  a  little  experience  in  the 
use  of  the  furnace  in  order  to  be  detected.    It  is,  however,  a  chief  guide  in  de- 
termining _  the  proper  amount  of  gas,  and  should  therefore  be  carefully  studied. 
To  assist  in  adjusting  the  gas,  it  will  be  found  very  useful  to  place  a  small  piece  of 
looking-glass  beneath  the  tube,  i,  and  to  adjust  the  gas-tap  until  the  flame  between 
the  burner  and  crucible  appears  wholly  violet  or  slightly  white ;  but  this  test  is 
liable  to  fallacy  if  employed  when  the  gas  is  just  lighted,  because  the  coldness  of  the 
part  makes  the  flame  much  whiter  than  it  otherwise  should  be.    It  is  also  fallacious, 
the  flame  appearing  whiter  than  it  really  is  when  the  crucible  is  very  hot.    It  is, 
however,  of  great  assistance,  especially  at  intermediate  temperatures.     A  rough 
deposit  upon  the  outer  edge  of  the  crucible  indicates  an  excess  of  gas :  the  deposit  is 
carbon.    Less  gas  is  required  with  a  crucible  in  the  furnace  than  without  one  ;  also 
less  is  required  when  the  small  hole  at  the  top  of  the  furnace  is  open  than  when  it  is 
closed ;  and  less  is  also  required  when  the  furnace  is  cold  than  after  it  has  been 
lighted  some  time,  because  the  draught  gradually  increases  and  draws  in  more  air. 
After  having  accurately  adjusted  the  gas,  no  further  attention  to  the  furnace  is 
requisite. 

Having  once  found  the  proper  adjustment  of  gas  under  certain  known  conditions, 
it  is  well  to  notice  the  position  of  the  index-pointer,  n,  in  order  to  be  able  at  once  to 
adjust  it  to  about  the  right  point  on  other  occasions. 

Under  ordinary  circumstances,  during  daylight,  I  have  found  it  best  to  set  the  gas 
nearly  full  on  at  first,  and  fully  on  at  about  five  minutes  afterwards,  when  the 
draught  has  become  more  powerful ;  but  during  twilight,  when  the  supply  of  gas 
from  tho  gas-works  is  more  free,  I  have  set  the  index-pointer  at  the  numbers  2^  or  3. 
The  gas  should  be  supplied  by  a  pipe  of  not  less  than  three-eighths  of  an  inch  bore, 
with  a  main  pipe  of  half  an  inch ;  but  all  depends  upon  the  pressure  of  gas  at  the 
particular  locality,  which  is  very  variable.  The  consumption  of  gas  varies  from 
thirty  to  forty  cubic  feet  per  hour,  the  value  of  which  is  about  twopence. 

The  top  of  the  chimney  should  be  placed  in  a  position  where  the  products  of  com- 
bustion can  pass  freely  away.  If  it  is  placed  in  an  opening  or  pipe  leading  to 
another  chimney,  care  must  be  taken  not  to  have  the  draught  too  powerful,  otherwise 
the  heat  will  be  drawn  more  into  the  chimney,  and  the  supply  of  gas  in  the  daytime 
may  be  found  rather  deficient.  The  furnace  will  act  satisfactorily,  though  less 
powerfully,  with  the  chimney  standing  in  an  open  room  without  any  special  outlet 
for  the  products  of  combustion,  provided  the  full  height  (6  feet)  of  cliimney  is  em- 
ployed. Under  other  circumstances  I  have  generally  used  a  chimney  4i  or  5  feet 
high. 

This  furnace  will  produce  what  is  generally  called  '  a  white  heat ; '  it  will  readily 
melt  half  a  pound  of  copper,  or  six  ounces  of  cast  iron.  I  have  melted  these  quan- 
tities in  it :  it  will  melt  as  large  a  quantity  of  those  substances  as  the  largest  sized 
crucible  that  can  be  introduced  into  it  will  contain,  sufficient  space  being  reserved 
around  tho  crucible  for  draught.  It  requires  from  twenty  to  thirty  minutes  to 
acquire  its  highest  temperature,  and  then  the  cntraticc  part  of  the  chimney  exhibits  a 
faint  red  heat  in  daylight.  If  it  exhibits  much  more  than  this,  the  draught  is  too 
powerful,  and  if  less,  there  is  not  sutficient  gas. 

When  the  small  hole,  d,  is  open,  some  air  is  drawn  in  that  way,  and  less  air  passes 
up  with  the  gas  through  the  tube  o,  but  the  cold  _  air  docs  not  much  diminish  the 
temperature  of  the  crucible,  because  it  combines  witli  the  excess  of  gas  now  passing 
over  tho  edge  of  tho  inner  cylinder ;  it,  however,  renders  tiie  flamo  round  the 
crucible  white  by  deficiency  of  air,  and  this  should  bo  partly  corrected  by  lessening 
the  gas,  An  excess  of  cither  gas  or  air  renders  the  surface  of  melted  copper 
dull. 
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-iiTi  :  ■  A  ■  .oi.in  to  «erfectlv  avoid  contact  of  air  with  the  fused  substance 
When  it.is  dosirablo  to  pM^^^^^^  employed,  and  a  thin  and  narrow 

dimng  nuxnipulat.01^,  a  nai^^^^^^^^^  ^^^^         ^^^^^^^^^  ^^.^^^g 

ring  ot  fire-clay  f  ''^^^^^i^^f J  X  the  top  of  the  crucible,  and  prevents  access  of 
the  flame  then  doses  com^^^^^^^^  exclusion 'of  air^n  this  manner, 

air  A  P^°P^,^^^,^J"'^^™^f,Sface^  melted  copper,  or  even  tin,  to  be  continuously 
enables  a  P^f^^^ly  bright  sxiria^^  .  reflected.     The  clay 

maintained  from  ^^ch  the  1^^^^^^  A  less  perfect  exclusion  of  air  may 

KbTa'Ld  br  empS^i^^^^^  placed  rather  low  down  in  its  support. 

1  smauTron  ishXufd  be  placed  beneath  the  tube  l  to  receive  any  melted  substance 
^at  mav  faU    The  chief  conditions  of  success  in  the  use  of  this  fiu-nace  are  sufficient 
ms,  a  sicitable  degree  of  draught,  and  proper  regulation  of  gas  to  air. 
^  Several  very  ingenious  furnaces  for  use  in  the  laboratory  or  assay  office  are  fully 
described  in  Watts's  'Dictionary  of  Chemistry.'    See  Gas-Fuenace.  _ 

PUR-SKIN  KRJSSSmCr.  Pur-skins  are  usually  dressed  by  placing  them  in 
their  dried  state  in  closed  tubs  with  a  little  salt  butter  where  they  undergo  a  treading 
operation  with  men's  feet  until  they  are  sufficiently  soft,  and  bend  easily.  The  skms 
if  large  are  sewn  up,  the  fm^  being  turned  inwards ;  but  if  small  skins,  such  as  ermine, 
are  being  dressed,  they  require  no  sewing.  This  sewing  is  preparatory  to  the  greasing 
with  butter  or  lard,  and  is  intended  to  protect  the  fur  from  the  grease,  and  to  promote 
the  softening  in  the  succeeding  treading  operation.  The  skms  are  next  wetted,  and 
their  flesh  is  removed ;  or  they  are  fleshed.  See  Cubbying.  They  are  again  sub- 
iected  to  treading  in  tubs  containing  sawdust,  that  from  mahogany  being  preferred  ; 
and  afterwards  in  tubs  containing  plaster  of  Paiis,  or  whitemng,  sprinkled  between 
the  skins.  The  main  object  of  this  is  to  remove  the  grease  which  has  been  used  in 
the  previous  processes.  They  are  then  beaten  with  a  stick  and  combed;  when  the 
dressing  is  completed.  M.  Pierre  Thirion  proposed  to  soften  the  skms,  not  by  treacl- 
ing but  by  beating  stocks,  of  a  construction  like  the  fulling  mill.  They  are  next 
sewn  up,  and  again  filled  in  a  strong  vessel,  where  they  are  forced  upwards  by  the 
beaters,  turned  over  and  over,  and  thus  speedily  softened.  They  are  now  fleshed,  and 
then  returned  to  the  beating  stocks,  and  mahogany  or  other  sawdust  is  sprinkled  upon 
the  fur,  before  the  beating  is  renewed.  They  are  next  placed  m  a  heated  barrel, 
furnished  within  with  radial  pins  for  turning  the  goods  over  and  over,  in  order  that 
they  may  be  acted  upon  by  various  dry  substances,  which  are  thrown  into  the  barrel, 
and  absorb  the  fat  from  the  skins.  Through  the  hollow  shaft  of  the  barrel,  steam  is 
introduced,  which  heats  the  skins,  softening  the  fat,  which  is  then  absorbed  by  sand, 
flour,  or  any  other  desiccative  powder.  It  is  proper  to  take  the  skins  out  of  the 
barrel,  from" time  to  time,  to  comb  them.  Such  as  have  been  sufficiently  acted  upon 
may  then  be  set  aside.  They  are  lastly  freed  from  the  dust  by  being  subjected  to  a 
grated  cylinder  in  a  state  of  rotation,  and  then  combed  by  hand. 

TITSS.    See  Fuze. 

FUSESS.  A  name  given  to  a  kind  of  lucifer-match  which  does  not  flame  ;  this 
match  is  used  exclusively  by  the  smokers  of  tobacco.  Eode  of  Vienna  introduced 
them.  A  granule  of  powder,  made  of  the  same  composition  as  the  ordinary  lucifer 
match,  is  placed  at  the  end  of  a  match,  and  a  mixture  of  charcoal  and  nitrate  of 
potash  surrounds  it.    The  granule  is  ignited  by  friction,  and  this  fires  the  other 


mix- 


ture, which  burns  like  quick-match. 

FUSSSIi  OISi.  During  the  rectification  of  corn  or  grape  spirits  there  is  always 
separated  a  fiery  foetid  oil  of  nauseous  odour  and  taste.  It  is  tliis  substance  which 
is  the  cause  of  the  unpleasant  effects  which  are  produced  upon  most  persons  by  even  a 
small  quantity  of  insufficiently-rectified  whiskey  or  brandy.  Any  spirit  which  pro- 
duces milkiness  on  the  addition  of  four  or  five  times  its  volume  of  water  may  be  sus- 
pected to  contain  it.    Ey  repeated  rectification  every  trace  may  be_  removed. 

Fusel  oil  invariably  consists  of  one  or  more  homologues  of  the  vinic  alcohol,  C^H^O- 
(C-H"0),  mixed  with  variable  quantities  of  the  latter  substance^  and  water.  The 
nature  of  fusel  oil  varies  much  with  the  source  from  whence  it  is  obtained.  That 
which  is  ordinarily  sold  in  this  country  for  the  purpose  of  yielding  pear  essence 
consists  mainly  of  the  amylic  alcohol,  C'oH'^O^  (C*H»'0),  mixed  with  from  one-fourth 
to  one-fifth  of  spirit  of  wine. 

The  progress  of  organic  chemistry  has  been  greatly  assisted  by  the  researches  which 
have  been  made  upon  fusel  oil,  almost  all  the  amylic  compounds  hitherto  obtained 
having  been  directly  or  indirectly  obtained  from  it. 

To  obtain  fusel  oil  in  a  state  of  purity  it  is  necessary,  in  the  first  place,  to  rectify 
it  fractionally.  By  this  means  it  will  be  found  that  much  alcohol  can  be  removed  at 
once.  If  a  great  quantity  of  water  and  very  little  vinic  alcohol  be  present,  the  simplest 
mode  of  purification  is  to  .shake  it  witli  water,  by  which  means  common  alcohol  is 
removed  in  solution,  while  the  amylic  alcohol,  owing  to  its  comparative  insolubility, 
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may  be  easily  soparatod  by  the  tap-funnol.  After  drying  over  chloride  of  calcium  it 
oc^^r.'^^''s\  "^^'^^'^"'^  9nco  or  twice,  only  that  portion  distilling  at  ahout  269°-6  Fa'hr 
(132°  Cent.)  being  rocoivod.  The  product  of  this  operation  is  pure  amylic  alcohol 
from  which  an  immonso  number  of  derivations  of  the  amylic  sorios  can  bo  obUincd' 
iiy  treatment  with  sulphuric  acid  and  bichromate  of  potasli  it  is  converted  into  vile' 
ruinic_  acid.  In  this  manner  all  the  A^ileriauic  acid,  now  so  much  employed  in 
niedicine,  is  prepared.  By  distilling  amylic  alcoliol  with  sulphuric  acid  and  acetate 
of  potash,  wo  obtain  the  acetate  of  amylo,  commercially  known  as  iargonelle-near 
essence.  °  ^ 


The  foreign  fusel  oils  obtained  from  the  grapo-raarc  contain  several  homologues  higher 
and  lower  in  the  series  than  the  amylic  alcohol.  In  fact,  it  would  appear  that  during 
the  fermentation  of  grapes  there  are  formed,  not  only  alcohols,  but  ethers  and  acids. 

M.  Chancel,  by  repeatedly  rectiiying  the  dehydrated  and  more  volatile  portions  of 
the  residues  of  the  distillation  of  grape-marc  alcohol,  succeeded  in  isolating  a  fluid 
boiling  at  205°  Fahr.  This  proved  to  be  true  propionic  alcohol.  M.  Wurtz  has  also 
been  able  to  obtain  the  butylic  alcohol  by  rectifying  certain  specimens  of  potato  oil. 

All  fusel  oils  are  not  so  complex.  The  author  of  this  article  has  repeatedly  examined 
specimens  of  English  and  Scotch  fusel  oil,  which  did  not  contain  anything  save  the 
ethylic  and  amylic  alcohols,  accompanied  by  small  portions  of  the  acids,  which  are 
procured  by  their  oxidation.  M.  Chancel  has  given  the  following  equations,  which 
explain  the  manner  in  which  saccharine  matters  break  up  into  homologous  alcohols 
under  the  influence  of  ferments.  I  have  reduced  the  unitary  notation  employed  by 
him  into  the  ordinary  formula  used  in  this  country,  in  order  to  render  the  relations 
as  clear  as  possible  to  the  reader. 

20'^Hi='0i2  =  8C02  +  4C*H«0^ 
Glucose.  Alcohol. 

2Ci2H'20''2  _  8002  +  C^H-'O^  +  2C''II802 + 2H0. 

Propionic  alcohol. 

2Ci2H'20'2= 8C02  +  2C8H'»02  +  4H0. 

I-     .  I 

Butylic  alcohol, 
2C12B:'20'2  =  8C02  +  CHSQ*  +  C'^H'^Os  +  4H0. 


Amylic  alcohol. 


M.  Chancel  appears  to  consider  the  last  equation  as  indicating  the  necessity  of  pro- 
pionic alcohol  being  always  formed  wherever  amylic  alcohol  is  generated ;  but  this  is 
not  in  accordance  with  the  residts  of  those  chemists  who  have  examined  crude  amyUc 
alcohol  repeatedly  for  propionic  alcohol,  but  without  finding  any.  The  formation  of 
these  interesting  homologues  appears  therefore  to  depend  upon  special  circumstances 
connected  with  the  fermentation. 

The  caproic  alcohol  is  also  contained  in  certain  varieties  of  fusel  oil. 

In  order  to  assist  those  who  may  wish  to  examine  the  fluid  alluded  to,  the  following 
table  of  the  physical  properties  of  the  alcohols,  up  as  high  as  the  caproic,  has  been 
inserted : — 


Table  of  the  Physical  Properties  of  some  Homologous  Alcohols  found  in  Fusel  Oils. 


Namo 

ObacrTen 

Formula 

Boiling 
point 

Spcciflo  Gravity 

Vapour  Dcniity 

Experi- 
ments 

Calcu- 
lation 

Methyllc 

Ethylic 

Propionic  . 

BntyUo 

Amylio 

Caproio 

Bumas  and  Pellgot 
Q-ay-Liissao  . 
Chancol  . 
Wurtz 

Balard  and  Dumas 
Faget 

CH'O" 
C°H"0= 

C"'H'=0' 

CH*0 

C=H°0 
C'H'O 

C°H"0 

1C2° 
172° 
205° 
234° 
270° 
304° 

0-7980  at  C8° 
0-7938  at  60° 

0-8184  at  59° 
0-8330  at  32° 

1-120 

1-  C13 

2-  020 

3-  147 
3-.530 

1-1072 

1-  S916 

2-  0760 

2-  CS04 

3-  0448 
3-5292 

Pusel  oil,  in  addition  to  those  homologous  alcohols,  contains  fatty  acids.  The 
following  list  contains  the  acids  found  in  fusel  oil,  with  the  namo  of  the  observer :— 
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Name  of  Acid 

Formula 

Observer 

Formic  . 
Acetic  . 
Valerianic 
Caproic  .       .  : 
(Enanthylic  . 

iJji'm'vliP 

Capric  . 

Margaric       .       .  | 

C^H=0' 
C'H'O' 

01221204 

C'*H"0' 
C"'H"'0' 

CH=0- 
C^H'^O^  ■ 

Wetherill 
Kent 
Kent 
Wetherill 
Mulder,  Wetherill 
Wetherill 
Eowney 
Kolbe 

When  15  percent,  of  fusel  oil  is  found  in  alcohol  it  is  admitted  dutyfree;  the 
determination  of  this  is,  therefore,  a  question  of  considerable  importance.  The 
method  in  use  in  the  London  Custom  House  for  the  determination  of  alcohol  in 
fusel  oil  consists  in  shaking  the  liquid  to  be  tested  with  an  equal  volume  of  water, 
and  allowing  it  to  stand  twelve  hours ;  at  the  expiration  of  which  time  it  is  found 
separated  into  two  layers,  the  fusel  oil  being  at  the  top.  The  specific  gravity  of 
the  lower  layer  is  taken,  and  from  this  the  amount  of  proof  spirit  is  calculated. 
This,  Dr.  Ulex  says,  leads  to  very  false  results,  since  crude  fusel  oil  contains  also 
ethylic,  propylic,  butylic,  and  amylic  alcohol,  which  are  variously  soluble  in  water. 
He  recommends  the  separation  by  fractional  distillation,  and  the  use  of  saturated 
solutions  of  sodic  chloride  (chloride  of  sodium).  He  places  100  c.  c.  of  the  fusel  oil 
to  be  tested  in  a  retort,  and  distils  off  5  c.  c,  and  shakes  this  with  an  equal  quantity 
of  a  saturated  salt  solution.  If,  on  standing,  one  half  or  more  of  the  liquid  is  fusel 
oil  we  may  be  sure  it  contains  less  than  1 5  per  cent,  of  proof  spirit,  which  renders  it 
free  of  duty  in  England.  If  less  separates,  shake  some  of  the  liquor  with  an  equal 
quantity  of  brine,  and  allow  it  to  stand ;  after  separating,  distil  the  spirit  from  the 
salt  solution  and  determine. 

_  Fusel  oil  has  been  patented  as  a  solvent  for  quinine,  but  its  odoiu?,  and  more  espe- 
cially that  produced  by  its  oxidation,  so  persistently  adheres  to  anything  with  which 
it  has  been  in  contact,  that  great  care  is  requisite  in  the  purification.  It  is  remark- 
able, that  at  the  first  instant  of  smelling  most  specimens  of  fusel  oil,  the  odour  is  not 
unpleasant,  but  in  a  very  few  seconds  it  becomes  exceedingly  repulsive,  and  provokes 
coughing.— C.  Gr.  W. 

rvsiBXliITV.  That  property  by  which  solids  assume  the  fluid  state  under  the 
influence  of  heat.  With  a  few  exceptions,  such  as  carbon  and  some  organic  bodies, 
all  substances  appear  capable  of  assuming  the  fluid  state.  Although  we  do  not 
appear  to  have  actually  fused  charcoal  by  means  of  the  voltaic  battery,  the  diamond 
has  been  fused  and  converted  from  a  crystalline  gem  into  a  mass  of  opaque  coke. 

Th^nard  has  thus  grouped  the  metals  : — 

1.  Fusible  below  a  red  heat :  Mercury,  potassium,  sodium,  tin,  bismuth,  lead, 
tellunum,  arsenic,  zinc,  antimony,  cadmium. 

2.  Infusible  below  a  red  heat :  Silver,  copper,  gold,  cobalt,  iron,  manganese,  nicM, 
palladium,  molybdenum,  uranium,  tungstmi,  chromium,  titanium,  cemm,  osmium, 
indium,  rhodium,  platinum,  columbium. 

Pouillet  has  in  his  admirable  treatise  on  Heat,  given  the  following  table  of  the 
lusing  points  of  various  substances  :— 


Names 

Mercury 

Oil  of  Turpentine 
Ice 

Tallow 
Acetic  acid  . 
Spermaceti  . 
Stearine 
Margaric  acid 
Unbleached  wax 
White  wax  , 
Stearic  acid . 
Phosphorus 
Potassium  , 
Sodium 
Iodine 
Sulphur 
Tin    .  . 


Centigrade 

—  39 

—  10 

0 

33  to  38 

45 

49 

49  to  43 

55  to  60 

61 

68 

70 

43 

58 

90 
107 
114 
230 
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Nnmos 
IJismuth 
Load  . 


Zinc  

Antimony  .... 
Bronzo  .... 
Silver,  very  pure 
Standard  gold 
Very  fine  gold 

White  cast  iron,  very  fusible 
Wliito  cast  iron,  second  fusion 
Grey  cast  iron,  very  fusible  . 
Grey  cast  iron,  second  fusion 
Manganosed  cast  iron 
The  more  fusible  steels 
The  less  fusible  steels  • 
Soft  iron  (French) 
English  hammered  iron 


Centigrade. 

202 

320 

360 

432 

900 
1000 
1180 
1250 
lOoO 
1200 
1100 
1200 
1250 
1300 
1400 
1500 
1600 


FITSXBIiE  IMCETAXi.  This  alloy  owes  its  peculiar  property  of  melting  at  a  com- 
paratively low  temperature  to  the  presence  of  bismuth. 

8  parts  of  bismuth,  6  of  lead,  3  of  tin       .       .  melt  at  212°  F. 

2  do.  1     do.     1  do.        .      .     do.     201°  F. 

5  do.  3     do.     2  do.        .       .     do.     109°  F. 

8  do.  5     do.    4   of  tin,  and  one  of  type  metal  is  an  alloy 

much  used  on  the  Continent  for  producing  casts  of  metals  by  the  clichke  process.  A 
mixture  of  bismuth,  lead,  tin,  and  antimony  is  used  in  this  country  for  obtaining 
copies  from  wood-blocks.  Mr.  Cowper  used  1  of  bismuth  and  2  of  tin  to  make  the 
alloy  most  suitable  for  rose  engine  and  excentric  turned  pattern,  to  be  printed  from 
after  the  manner  of  letter-press.  A  good  fusible  alloy  consists  of — cadmium  2  parts, 
bismuth  8  parts,  tin  2  parts,  lead  4  parts  ;  melts  at  160°  F. 

The  soft  solders  used  by  pewterers  consist  of  tin,  lead,  and  bismuth  in  various 
proportions ;  indeed,  bismuth  enters  to  a  greater  or  a  less  extent  into  all  the  soft 
solders. 

Fusible  metal  has  also  been  employed  as  a  sort  of  safety  valve  for  steam-boilers. 
By  adjusting  tlie  proportions  of  the  above-named  metals,  an  alloy  can  be  made  which 
will  molt  at  any  required  temperature  ;  therefore,  when  the  boiler  rose  to  this  tem- 
perature, the  metal  plug  gave  way  and  the  steam  escaped.    See  Alloy. 

ruSTIAW  is  a  species  of  coarse  thick  tweeled  cotton,  and  is  generally  dyed  of  an 
olive,  leaden,  or  other  dark  colour.  Besides  the  common  fustian,  which  is  known  by 
the  name  of  pillow  (probably  pilaw),  the  cotton  stuffs  called  corduroy,  velveret,  vel- 
veteen, and  thickset,  used  for  men's  wearing  apparel,  belong  to  the  same  fabric.  The 
commonest  kind  is  merely  a  tweel  of  four,  or  sometimes  five  leaves,  of  a  very  close 
stout  texture,,  and  very  narrow,  seldom  exceeding  17  or  18  inches  in  breadth.  It  is 
cut  from  the  loom  in  half  pieces,  or  ends  as  they  are  usually  termed,  about  35  yards 
long,  and  after  undergoing  the  subsequent  operations  of  dyeing,  dressing,  and  foldmg, 
is  ready  for  the  market. 

The  draught  and  cording  of  common  fustian  is  very  simple,  being  generally  a 
regular  or  unbroken  tweel  of  four  or  five  leaves.  Below  are  examples  of  a  few 
different  kinds,  selected  from  those  most  general  in  Lancashire. 

The  number  of  leaves  of  heddles  are  represented  by  the  lines  across  the  paper,  and 
the  cording  by  the  cyphers  in  the  little  squares,  those  which  raise  every  leaf  bemg 
distinguished  by  these  marks,  and  those  wliich  sink  thorn  left  blank,  as  more  particu- 
larly explained  in  the  article  Textlle  Fabric. 

"When  the  material  is  silk,  it  is  called  velvet ;  when  cotton,  velveteen.  _  A  common 
tweeled  cloth,  when  composed  of  silk  is  called  satin ;  when  of  cotton,  fustian  or  joan ; 
of  woollen,  plaiding,  serge,  or  kerseymere. 

No.  2.— Plain  Velveret. 


No.  1. — Pillow  Fustian. 


"I   I   I  I 


1  § 


I   |0|   I   I  I 


T~W\  1 8 


§  |0|     I     I  I 

5       |0|   !  |o|o 


ToTT 


2   4   3  1 


I  I  I  |0|  I 
4   6   2   3  1 


Of  the  above,  each  contains  four  leaves  of  heddles  or  healds:  that  represented  by 
No.  1  is  wrought  by  four  troddlcs,  and  that  which  is  distinguished  by  No.  2,  by  uvo, 
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the  succession  of  inserting  the  threads  of  warp  into  the  heddles  mil  be  discovered  by 
Se  figros  betw^^^^^^^  ^°  successively 

pressed  down  by  the  figures  below. 

No.  4.— Plain  Thickset. 


No.  3.  ^Double  Jean. 


0  1   I   1 0.1 


0 


|0|0|0 


|0|0| 


0| 


0|0| 


4  2   3  1 


4   C   2   3  1 
6  7 


These  like  the  former,  are  wrought  with  leaves.  No.  3  requires  four,  and  No.  4 
five  treddles.  The  succession  of  inserting  the  threads  of  warp,  and  of  working  the 
treddles  are  marked  by  the  respective  numbers  between  and  under  the  lines,  as  in  the 
former  example.  Both  are  fabrics  of  cloth  in  very  general  use  and  estimation  as  low- 
priced  articles. 

No.  6.— Best  Thickset.  No.  6.— Velvet  Tuft. 


|0| 

|0|0| 

3  1 

1    10  1 

1 

5       3  1 

1  1 

1  |0| 

5 

§ 

1  |0|0 

1 

•4  2 

1  |o 

1  1  1 

2 

|0|  1 

0 

0| 

4  2 

1  |0 

0|    1  1 

6  4 

§ 

i  1  1 

0 

1 

6    3  1 

a  4. 

2    3  1 

0   4  2 

3 

1 

5 

These  are  further  specimens  of  what  may  be,  and  is,  executed  with  four  leaves,  and 
in  both  examples  five  treddles  are  used.  With  two  other  specimens  we  shall  conclude 
our  examples  of  this  description  of  work,  and  shall  then  add  a  very  few  specimens  of 
the  more  extensive  kinds. 


No.  7. — Cord  and  Velveret. 


No.  8.— Thickset  Cord. 


1  1 

0 

1 

1         8       1  3 

1  § 

|0|    1  |0|0| 

5      3  1 

1  1 

0 

0| 

1      6            7  5 

§  ■ 

1    |0|    1    1  1 

4  2 

|0| 

|0 

0|   6  8 

2  § 

1  1  1  1  1  1 

9  7 

1  1 

|0 

1       4     2    6  4 

5 

1     |0|0|    1  1 

10      8  6 

4 

6 

2  3 
5 

1 

5   4   3   2  1 

In  these  the  succession  of  drawing  and  working  are  marked  like  the  former.  The 
next  are  examples  of  patterns  wrought  with  six  leaves.  No.  9  has  eight,  and  No.  10 
five  heddles. 


No.  9. — Double  Corduroy. 


No.  10.— Genoa  Thickset. 


X  1 

0 

|0| 

0  1 

1  § 

1 

1 

0 

0 

1 

0 

|01 

2  § 

1 

|o 

0 

2 

|0 

0 

0 

0 

0|  1 

3  § 

|0 

|0 

0 

3 

1 

0 

iO| 

4  § 

1 

0| 

0 

0 

4 

1 

0 

1  |o 

5  § 

|0 

|0 

0 

5 

0 

0 

1  1 

6  § 

1 

01 

0 

6 

2 

4 

6 

8 

10  12  3 
7 
11 

1 
5 
9 

4 
8 
1 

2  5 
6  11 
2  10 

3 
9 

1 

7 

In  both  these  the  warp  is  inserted  into  the  heddles  the  same  way.  The  difference 
is  entirely  in  the  application  of  the  cords,  and  in  the  succession  of  pressing  down  the 
treddles.  We  now  give  four  specimens  of  the  flushed  and  cut  work,  known  by  the  name 
of  velveteen.  They  are  also  upon  six  leaves,  and  the  difference  is  solely  in  the  cording 
and  in  the  treading. 


No.  11. 


Queen's  Velveteens. 


No.  12. 


1    |0|  |o 

0| 

1 

§ 

1  |o 

|0| 

1 

1     1  101 

0| 

2 

5 

|0| 

0|0| 

2 

1    1  |0|0 

1 

3 

§ 

1  |0 

0|  1 

3 

1    1     1  10 

0  1  0 

4 

§ 

0|  |0 

|0| 

4 

1    1  |0| 

o| 

6 

5 

1  1 

0|0| 

6 

1 0 1  1 0  1  b 

1 

6 

§ 

1  0 

1  |0 

0|  1 

6 

fi  7 
9  U 


6 
10 


6  8  7  6 
10  12U  9 
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No.  13.— Plain  Volvoteon. 


No.  14. — Genoa  Velvetoon. 


13  2  4  8 
6   7  6 


0  I  0 


I  0 


|0 


0 


2  4  8  12  3  1 
6  7  5 

10  11  9 


The  additional  varieties  of  figure  which  might  be  given  are  almost  endless,  but  the 
limits  of  this  article  will  not  admit  a  further  detail.  Tliose  already  given  are  the 
articles  in  most  general  use.  The  varieties  of  fancy  may  bo  indulged  to  great  extent 
but  it  is  universally  found,  that  the  most  simple  patterns  in  every  department  of  orna- 
mental weaving,  are  those  which  attract  attention  and  command  purchasers.  We  shall 
therefore  only  add  an  example  of  king's  cord  or  corduroy,  and  of  Dutch  cord,  with  one 
ot  Genoa  and  one  of  common  velvet,  to  show  the  peculiarities. 


No.  15.— King's  Cord.                          No.  16.— Dutch  Cord. 

1    1    1    1    |0|0|                   1  § 

1    |0|    1    1                     4  1' 

1    1    I0|    1    |0|                  2  § 

|0|    1    |0|                   6  2 

1    1    |0|0|    117         3  § 

0|    1    |0|    1                  6  3 

1    1    1    |0|0|    18         4  § 

|0|0|    1    1  7 

1    I0|    1    |0|0|              5  § 

0|    |0|    |0|  8 

|0|    |0|    1    1    1             G  § 

0  1  0  1    1  0  1  0  1  9 
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6    7  6 

No.  17.— Genoa  Velvet.                        No.  18.— Plain  Velvet. 

1    1    |0|    1    |0|                   1  § 

1     1     1     1    1  1 

1    |0|0|0|    II                 2  § 

1    1    1    1    1  2 

|0|0|    1    1    II                3  5 

1    1    1    1    1  3 

i    !    I0|0|    II                4  5 

Mill  4 

1    I'M    |0|    i    1             5  § 

1     1    1     1     1  6 

|0|0|    tO|    1    1             6  § 

1    1    1    1    1  6 

6 
10 


7  6 
11  9 


7  6 


_  After  the  fustian  cloth  is  taken  from  the  loom-beam,  it  is  carried  to  the  cutter,  who, 
rips  up  the  surface-threads  of  weft,  and  produces  thereby  a  hairy-looking  stuff. 

Preparatory  to  its  being  cut,  the  cloth  is  spread  evenly  upon  a  table  about  six  feet 
long,  upon  each  end  of  which  a  roller  mounted  with  a  ratchet-wheel  is  fixed  :  the  one 
to  give  off,  and  the  other  to  wind  up  the  piece,  in  the  above  six-feet  lengths. 

The  knife  is  a  steel  rod  about  two  feet  long,  and  three-eighths  of  an  inch  square, 
having  a  square  handle  at  the  one  end ;  the  other  end  is  tapered  away  to  a  blade,  as 
thin  as  paper.  ^  To  prevent  this  point  from  turning  downwards  and  injuring  the  cloth, 
its  under  side  is  covered  by  a  guide  which  serves  to  stiffen  it,  as  well  as  to  prevent  its 
lower  edge  from  cutting  the  fustian. 

The  operative  (male  or  female)  grasps  the  handle  in  the  right  hand,  and  insinuating 
the  projecting  point  of  the  guide  under  the  weft,  pushes  the  knife  smartly  forward 
though  the  whole  length  of  six  feet,  vnth  a  certain  dexterous  movement  of  the  shoulder 
and  right  side,  balancing  the  body  meanwhile,  like  a  fencer,  upon  the  left  foot.  This 
process  is  repeated  upon  every  adliesive  line  of  the  weft. 

The  next  process  to  which  fustians  are  exposed  is  steeping  in  hot  water,  to  take  out 
tho  dressing  paste.  They  are  then  dried,  reeled,  and  brushed  by  a  machine,  &c 
From  twenty  to  thirty  pieces,  each  eighty  yards  long,  may  bo  brushed  in  an  hour. 
The  breadth  of  the  cloth  is  twenty  inches.  The  maceration  is  performed  by  immers- 
ing the  bundled  pieces  in  tanks  of  water,  heated  by  waste  steam ;  and  the  washing  by 
means  of  a  seel  or  winch,  kept  revolving  rapidly  under  tho  action  of  a  stream  of  cold 
water,  for  an  hour  or  longer. 

After  being  thus  ripped  up,  it  is  taken  to  the  brushing  or  teazling  machine,  to  make 
it  shaggy. 

This  consists  of  a  series  of  wooden  rollers,  turning  freely  upon  iron  axles,  and 
covered  with  tin-plato,  rough  -with  tho  burs  of  ]iuiiclied  holes ;  miuI  blocks  of  wood, 
•whoso  concave  under  s;u'fuccs  aro  covered  with  card-cloth  or  card-brushes,  and  which 


FUZE,  SAFETY  527 

arc  made  to  traverse  backwards  and  forwards  in  the  direction  of  the  axes  of  the  re- 
volvintr  rollfirs  durinff  the  passage  of  the  cloth  over  tliem.  .      ^,  .  ^ 

t^^er  Soy  a^^^^^^^^^  in  the^machine  the  goods  are  singed  by  passing  the:r  cut 
siu-face  over  a  cyUnder  of  iron,  la  d  an  a  horizontal  direction,  and  kept  red  hot  by  a 
flue  They  are  now  brushed  again  by  the  machine,  and  once  more  passed  over  tJio 
sinc'ein'^  siu-face.  The  brushing  and  singeing  are  repeated  a  third  or  even  occasionaUy 
a  fourth  time,  till  the  cord  acquires  a  smooth  polished  appearance.  _      _  , 

The  goods  are  next  steeped,  washed,  and  bleached  by  immersion  m  solution  ot 
chloride  of  lime.  They  are  then  dyed  by  appropriate  chemical  means.  After  TvhicU 
they  are  padded  (imbued  by  the  padding  machine  of  the  calico-printers)  with  a  solu- 
sition  of  glue,  and  passed  over  steam  cylinders  to  stiffen  them. 

Smooth  fustians,  when  cropped  or  shorn  before  dyeing,  are  called  moleskins ;  but 
when  shorn  after  being  dyed,  are  called  beverteen ;  they  are  both  tweeled  fabncs. 
Cantoon  is  a  fustian  with  a  fine  cord  visible  upon  the  one  side,  and  a  satiny  surface  of 
yarns  running  at  right  angles  to  the  cords  upon  the  other  side.  The  satiny  side  is 
sometimes  smoothed  by  singeing.    The  stuff  is  strong,  and  has  a  very  fine  aspect.  _ 

FUSTIC,  or  Yellow  Wood,  (Bois  jaune,  Fr. ;  Gelbholz,  Ger.)_  The  old  fustic 
of  the  English  dyer.  It  is  the  wood  of  the  Morus  tinctoria.  It  is  light,  not  hard, 
and  pale  yellow  with  orange  veins  ;  it  contains  two  colouring  matters,  one  resinous, 
and  another  soluble  in  water.  Chevreul  has  given  the  name  of  morin  to  the  colour- 
ing matter  obtained  from  fustic.  It  is  procured  by  boiling  ground  fustic  in  distilled 
water,  passing  the  decoction  rapidly  through  a  filter.  and  allowing  the  liquid  to  stand 
for  several  days,  when  the  colouring  matter  {morin)  is  precipitated. 

The  decoctions  of  fustic  in  water  are  brightened  by  the  addition  of  a  little  glue,  and 
still  more  so  by  curdled  milk.  This  wood  is  rich  in  colour,  and  imparts  permanent 
dyes  to  woollen  stuffs,  when  aided  by  proper  mordants.  It  unites  well  with  the  blue 
of  the  indigo  vat,  and  Saxon  blue,  in  producing  green  of  various  shades.  Alum, 
tartar,  and  solution  of  tin,  render  its  colour  more  vivid ;  sea-salt  and  sulphate  of  iron 
deepen  its  hue.  Prom  5  to  6  parts  of  old  fustic  are  sufficient  to  give  a  lemon  colour 
to  16  parts  of  cloth.  This  wood  is  often  employed  with  sulphate  of  iron  in  producing 
olive  and  brownish  tints,  which  agree  well  with  its  dull  yellow.  For  the  same  reason 
it  is  much  used  for  dark  greens. 

The  bichromates  of  potash  and  of  lead  have  nearly  superseded  the  use  of  fustic, 
but  still  it  is  employed  for  producing  some  green  in  cotton  yarn,  and  in  light  cotton 
fabrics,  as  gauzes  and  muslins. 

FUSTIC,  Young.  {Ficstet,  Fr.)  The  wood  of  the  Rhus  cotims,  a  shrub  which 
grows  principally  in  the  south  of  France  and  in  Italy,  called  also  Venetian  sumach. 
This  wood  contains  a  large  quantity  of  yellow  colouring  matter,  named  fusteric. 
This  colouring  matter  has  a  strong  attraction  for  oxygen,  which  affects  its  use  as  a 
dye,  rendering  it  very  fugitive.  It  is  rarely  used  alone,  but  as  an  assistant  to  strike 
some  particular  tint. 

FUSTlsr.  A  name  given  to  the  colouring  matter  of  the  Rhus  cotinus  or  young 
fustic. 

FUZEf  Gunpowder,  or  some  other  explosive  agent  placed  in  a  case  or  tube,  to  fire 
the  powder  placed  in  the  cannon,  or  in  the  hole  bored  in  rocks  for  blasting.  See 
Electhicity,  Blasting  by,  for  a  description  of  Abel's  fuzes.  See  also  Fuze, 
Safety. 

FUZS,  SAFETY.  The  safety  fuze  is  an  instrument  manufactured  for  the  pur- 
pose of  conveying  fire  to  the  charge  in  blasting.  It  is  made  of  flax  with  a  column  of 
fine  gimpowder  in  its  centre,  and  appears  like  a  hard,  varnished  cord.  To  use  it — 
one  end  of  the  required  length  is  placed  in  the  charge,  and  the  hole  is  tamped  with 
any  soft  substance  which  will  not  cut  the  fuze.  Fire  must  be  applied  to  the  fuze 
itself,  which  slowly  and  surely  burns  to  the  charge,  if  care  has  been  taken  to  select 
that  kind  of  fuze  which  the  operation  requires.  It  then  affords  the  very  best  means 
of  blasting  ever  devised,  combining  certainty,  economy,  and  safety.  The  safety  fuze 
was  the  invention  of  Mr.  Bickford,  who  thus  describes  it  in  the  specification  of  his 
process : — 

'  I  embrace  in  the  centre  of  my  fuze,  in  a  continuous  line  throughout  its  whole 
length,  a  small  portion,  or  compressed  cylinder,  or  rod  of  gunpowder,  or  other  proper 
combustible  matter  prepared  in  the  usual  pyrotechnical  manner  of  firework  for  the 
discharging  of  ordnance ;  and  which  fuze  so  prepared,  I  afterwards  more  effectually 
secure  and  defend  by  a  covering  of  strong  twine  made  of  similar  material,  and 
wound  thereon,  at  nearly  right  angles  to  the  former  twist,  by  the  operation  which 
^ Jz^^^  countering,  hereinafter  described;  and  I  then  immerse  them  in  a  bath 
of  heated  varnish,  and  ndd  to  them  afterwards  a  coat  of  whiting,  bran,  or  other 
suitable  powdery  substance,  to  prevent  them  from  sticking  together,  or  to  the  fingers 
of  those  who  handle  them ;  and  I  thereby  also  defend  them  from  wet  or  moisture 
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or  other  deterioralion,  and  I  cut  off  tho  same  fuzo  in  such  longtlis  as  occasion  mav 
roqulro  for  use  ;  each  of  thnso  lengths  constituting,  when  so  out  off,  a  fuzo  for  blast- 
ing of  rooks  and  mining,  and  I  use  thorn  cither  under  water  or  on  land,  in  quarries 
of  stono  and  mines  for  detaching  portions  of  rocks,  or  stone,  or  mine,  as  occasions 
require,  in  the  manner  long  practised  by,  and  well  known  to,  miners  and  blasters  of 
rocks. 

'  At  tho  left-hand  end  of  an  apartment  which  is  65  ft.  long,  is  made  an  enclosed 
recess  or  closet  of  about  2  ft.  square,  and  6  ft.  high,  with  a  door  or  doors  in  front  • 
in_ which  closet,  at  about  the  height  of  4  ft.  10  in.,  is  placed  a  wooden  shelf,  about 
1  in.  thick  at  least,  extending  the  whole  length  and  breadth  of  such  closet.  In  the 
centre  of  this  shelf  is  made  a  hole,  into  which  hole  is  inserted  a  collar.  This  collar 
is  of  metal,  in  form  the  frustum  of  a  cone  inverted.  It  is  3  in.  long,  2  in.  diameter 
at  tho  upper  end,  and  1-j  in.  at  tho  bottom ;  through  the  centre  of  this  is  a  hole  of  4 
an  inch  diameter  at  the  top,  and  ^ths  of  an  inch  diameter  at  the  bottom.  Around 
this  in  a  circle  are  twelve  holes  of  about  ith  of  an  inch  diameter,  which  converge 
towards  a  centre  hole  at  the  bottom,  so  as  to  be  separated  from  it  only  by  a  fine  edge 
of  metal.  _  Fig.  1011,  d  is  a  vertical  section  of  the  collar  ;  this  collar  when  placed  in 
the  hole  in  the  shelf  a  a,  projects  both  above  and  below  tho  wooden  shelf.  In  tho 
upper  projecting  part  of  the  cone  or  collar  is  then  to  be  placed  a  common  funnel,  a, 
12  in.  high,  and  10  in.  in  diameter  at  the  top ;  around  this  funnel,  at  about  10  in! 
high  from  the  before-mentioned  shelf,  is  placed  a  ring  made  of  cane,  marked  c  c,  and 
supported  by  a  small  frame  of  two  or  more  pillars,  resting  on  the  before-mentioned 
shelf.    At  about  2  ft.  6  in.  high  from  the  floor  of  this  room,  and  passing  through  tho 

said  closet,  and  extending  tho  wholo 
1011  length  of  the  said  room,  65  ft.  long, 

is  a  stage  or  shelf,  or  bench ;  the 
outside  of  this  stage,  or  shelf,  or 
bench,  has  a  ledge  or  raised  edge 
rising  1  in.  above  its  surface,  and 
on  a  similar  raised  edge  on  the  in- 
side, rising  1^  in.,  is  a  line  rack 
with  teeth  or  cogs,  twenty  teeth  to 
a  foot.  This  stage,  or  shelf,  or 
bench,  is  intended  to  support 
thereon  a  machine,  being  part  of 
the  apparatus  thus  used  by  me  in 
my  invention,  called  the  monkey; 
which  monkey  consists,  first,  of  a 
plane  piece  of  board  20  in.  long 
and  6  in.  wide,  supported  by,  and 
running  on,  three  wheels  of  IJ  in. 
diameter :  on  this  board,  supported 
by,  and  turning  in,  two  centres, 
is  a  transverse  axle  placed  quite 
across  the  plane  bed  of  the  monkey, 
supported  by  brackets,  and  turn- 
ing round  in  holes  made  in  the 
brackets,  on  the  inside  end  of  which 
is  fixed  a  wheel  of  10  in.  diameter. 
Close  to  this  wheel,  and  directly 
over  the  line  rack,  is  placed  on  the 
said  axle  a  pinion,  which  works 
on  tho  cogs  of  the  line-rack,  on 
the  side  of  which  wheel  at  its  outer  edge  are  twenty-four  teeth  or  cogs ;  these  teeth 
or  cogs  work  into  corresponding  teeth  on  the  inner  circle  of  another  wheel,  which  has 
two  circles  of  teeth  or  cogs,  the  inner  and  smaller  circle  working  as  already  described, 
in  those  of  tho  former  wheel,  and  the  outer  circle  of  cogs  working  into  a  second 
pinion:  connected  with  this  pinion  is  a  crook,  and  to  the  crook  the  threads  of  twine 
or  other  material  are  attached  for  twisting.  A  string  or  cord  is  fastened  to  tho  board 
of  the  monkey,  and  stretching  along  tho  stage,  or  shelf,  or  bench,  passes  over  a  pulley, 
and  returning  through  holes  made  in  tho  supports  of  the  stage,  or  shelf,  or  bench,  is 
attached  to  a  winding  roller ;  in  this  situation  of  the  apparatus  twelve  balls  of  twine 
or  other  material  intended  to  form  the  fuze  are  placed  in  the  recess  or  closet  on  a  floor 
raised  there  for  that  purpose  6  in.  higher  than  the  floor  of  the  room,  and  the  runmng 
threads  from  these  balls  are  each  led  perpendicularly  up  through  holes  of  1  in. 
diameter,  made  for  that  purpose  in  a  circle  of  12  in.  diameter  in  the  shelf  in  which  tho 
before-montionod  collar  is  placed,  and  also  perpendicular  to  and  passed  from  the  out- 
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side  to  the  inside  over  the  said  cano  ring  next  to  the  funnel  hereinbefore  mentioned, 
and  from  thence  the  said  threads  are  again  led  down  by  the  side  of  the  funnel  to  and 
through  the  holes  in  the  upper  and  under  sides  of  the  aforesaid  collar,  which  threads 
will  then  converge  towards  the  lower  point  of  the  inner  cone  or  collar,  and  there  hang 
parallel  and  near  to  each  other,  and  from  thence  they  are  to  be  led  together  to  the 
pulley.    Thence  passing  under  the  said  pulley  at  a  right  angle  they  go  to  the  monkey 
on  the  stage,  or  shelf,  or  bench,  and  are  there  made  fast  to  the  crook.    The  winding 
roller  being  now  put  in  motion,  communicates  that  motion  to  the  monkey,  which 
travels  on  the  stage,  or  shelf,  or  bench,  and  at  the  same  time  by  the  pinion  working 
on  the  line-rack ;  the  cog-wheels  before  mentioned  work  the  second  pinion,  and  turning 
thereby  the  crook,  completely  twist  the  twelve  threads  {Fig.  1011)  so  made  fast  to- 
.  gether,  and  continue  that  very  twist  up  to  the  very  point  of  the  cone  projecting  down- 
wards from  under  the  funnel ;  at  the  very  same  time  of  putting  the  monkey  in 
motion  the  funnel  is  charged  with  the  gunpowder  or  other  combustible  matter  for 
makmg  the  fuze,  and  then  it  is  important  to  carefuUy  watch  the  progress  of  the 
threads,  and  prevent  or  rectify  any  entanglement  thereof;  and  also  regulate  the  exit 
of  the  powder  and  prevent  the  dispersion  of  any  surplus  that  falls  to  waste  through 
the  point  of  the  cone  or  collar  under  the  funnel  during  the  operation  of  twisting.  In 
this  operation  of  twisting  the  powder  passing  the  funnel  lodges  in  the  centre  of  the 
twelve  threads,  and  is  simultaneously  embraced  by  all  the  threads,  and  the  twisted 
part  thus  containing  the  powder  is  by  the  monkey  drawn  down  and  passes  under  the 
pulley  and  continues  its  course  with  the  monkey  twisting  the  fuze  along  the  stage, 
or  shell,  or  bench,  to  the  end  of  the  room.    Here  the  monkey  stops,  and  this  part  of 
the  fuze  so  charged  and  twisted  is  then  cut  off,  over  a  box  placed  on  the  said 
stage,  or  shelf,  or  bench,  to  receive  any  gunpowder  or  other  combustible  matter  used 
therein  that  may  fall  from  the  ends  when  so  cut  asunder,  the  two  ends  thus  separated 
are  secured  by  a  knot  or  tie  made  on  each  ;  the  part  so  twisted  and  separated  is  put 
aside  for  the  subsequent  operation  of  "  countering."  By  the  monkey  just  described  only 
one  fuze  could  be  spun  at  the  same  time,  whereas  it  is  desirable  that  several  fuzes 
should  be  spun  at  once. 

'Our  second  improvement  in  manufacturing  fuzes  relates  to  the  mode  of  introducing 
^,13°"^      .  to  the  method  described  in  the  said  specification  the 

Sh  m^v  VS,  '^^ff  ^""^  ^^^^^      ^^P^'i^ty,  regularity,  and  certainty 

r;^?n  7  n  ""f  ""^  improvement.  We  introduce  into  the  centre  of  the  fuze 
?hrff.i    T>f  '''^3''  ^""^^''^  the  yarns  employed  fop 

tl^l  t^     Y  ^^u-^"^  ""^'"^  ^«  employ  is  that  known  as  No.  135  white- 

Jwnnr,  1     •  f  «^^PPly  ^om  a  reel  or  other  source  conveniently  placedXve 

he  funnel  containing  the  gunpowder.    This  thread  or  yarn  is  passed  down  through 

fndraron';.^  i?rtw     '''i' '''''  t« 

and  diawn  on  with  t  as  the  fuze  is  spun.    By  means  of  this  thread,  so  drawn  on  as 
he  fuze  IS  spun  the  gunpowder  in  the  lower  part  of  the  funnel  is  conSX  kept 
in  motion,  and  travels  on  with  the  threads  so  as  to  flow  regidarly  dow^  So  the 
e^u-ed  "^'''^       '"'^'^"^^'y  ^'^^  regularity  of  the  cylinder  ^f  grpiwder  i^ 

whi?h 'i^^beTsTfrw  'k^*^' •  varnishing  applied  to  those  fuzes 

wHchare  subWrto  pln«5  «^  '"^^'''^  situations,  or 

wmcn  are  subject  to  considerable  variation  in  temperature.   The  coating  or  varn^^ib^nff 

Srt't;d%?5ec'ted7"^?^  °'  a'^^rdlToTImokfanl 
efthe'r  of  Z.  f  t  •  T  "^''"^'^  temperature.  Instead  of  a  coating  or  varnish  of 
either  of  those  materials,  we  take  4  lbs.  of  best  glue,  and  2  lbs  of  vellow  soap  -^nd 

tettilf  it'  n  T  ""'r''"^       a'gentle  heat!  wrS  Sefbs'^ 

wn  ting,  to  give  it  a  body.    The  varnish  so  made  is  applied  to  the  fuzes  bva-nv 

oSs'STrrto  1  "^'^  '^'^  T^"^^'  waterproof  must  noUe  emKi 

raX  oIu  rl^^^^  ^^t'  affected  by  temperat^e 

SrnW^  ?  non-inflammable,  or  burning  with  little  smoke,  is  much 

tert  ril     ^'m'"^  T^FT'■  ^^'^  ««^ted  or  varnished  w^th 

SLks  aTd  JTf''  «°^ti"g  is  hard  or  quite  set,  the  fuze  is  fastened  to 

around  thi         •  °  fV^      countering,  and  a  strip  of  brown  paper  is  wound 

surface  of  tJn  f,        A^/f^  ^T^'  *°  completely  envelope  and  cover  the  whole 

mner  nn!  "f"'-  ^^I'r'^''^  ^^en  wound  round  over  the  paper,  which  fix^s  the 
Sp mr  Z7T'lu-  '^'^'^"S ;  another  coat  of  tar  or  resin  varnish  is  therapS  to 
atinKe^S  onhT^r '  ^  "''^^  '°  ""^^^'"^^  waterproofed,  and  p^rSted 
spJcL'lpu^S-'  varieties  of  the  safety  fuzes  in  general  use  for 

ada^'^^rf^rlJjSTa'^^^^^^^^       T^'f       t'"'^  i«  only 

Vol.  II.  dry  ground^ where  the  utmost  care  ia  taken  in  it? 
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S  ffl   '    1  ^"'P'^S     0^  ^        and  homogonoous  characU^r  and  i« 

cai^ious  y  packed  into  the  hole.  In  such  circumstances  it  may  bo  usefulW  em'pS' 
ma^/tlf  ^  ^«^;«.-This_  fu.o  is  adapted  for  all  blasting  in  dry  grJun"  TiS 
made  Avith  an  ample  quantity  of  the  best  materials.  When  kept  at  a  modeS 
teniporati;ro  and  carefully  used,  its  operation  is  certain.  ^  ^^''"^ 

x/i«r>  ^2).— ihisis  the  same  fuze  as  the  preceding,  and  is  only  adapted  to  flir, 
same  kind  of  blasting,  but  is  specially  varnished  f^r  any  giveri  climate  TJmt 
varnish  Tvhich  IS  suitable  for  a  cold  country  becomes  soft  and  sticky  ^  exposed  to 
mucli  heat;  while  that  which  is  suitable  for  a  hot  country  becomes  hard  and  E  le^f 
exposed  to  great  cold.  This  inconvenience  is  remedied,  as  far  as  possible  bylho 
special  preparation  of  the  varnish  to  suit  any  given  temperature.  '  ^  ° 

Patmt  Taped  Sump  Fiise.-This  fuze  is  adapted  for  use  in  wet  ground,  and  is 
specially  protected  bo  as  to  operate  effectively  even  when  the  tamping  is  saturated 
with  water.  In  such  cases  the  charge  of  gunpowder  should  be  placed  in  a  cartridge 
the  end  of  the  fuze  should  be  inserted  into  the  centre  of  the  charge,  and  the  iunction 
01  the  fuze  with  the  cartndge  should  be  properly  protected  with  a  waterproof  varnish 
iJ:  employed  m  this  manner,  its  certain  operation  is  warranted 

Pateni  Double-Taped  Sump  Fu^e.— This  fuze  is  covered  ^vith  a  second  coating  of 
tape  and  varnish,  and  is  intended  for  blasting  in  very  wet  ground. 

Patent  Gutta-Percha  Fuse.— This  fuze  is  adapted  to  sub-aqueous  blasting 

Patent  Taped  Gutta-Percha  Fuze.— This  is  the  same  fuze  as  the  last,  and  is  adapted 
to  the  same  use  and  duty ;  but,  having  an  exterior  coating  of  tape  and  varnish  which 
delays  the  oxidation  of  the  gutta-percha,  it  retains  its  efficiency  for  a  much  longer 
time.    It  IS  therefore  well  adapted  for  service  in  distant  countries. 

In  all  sub-aqueous  operations  great  care  must  be  taken  that  the  union  of  the  fuze 
and  cartridge  be  by  a  perfectly  water-tight  joint,  and  the  fuze  must  bo  strengthened 
as  much  as  possible  both  at  and  near  the  place  of  junction,  else  its  swaying  to  and 
fro  is  very  likely  to  break  the  joint,  which  would  allow  the  water  to  soak  into  the 
charge. 


G 

_  GABBItO.  An  Italian  name  originally  applied  to  a  serpentine  containing 
diallage,  but  now  extended  to  a  class  of  rocks  consisting  essentially  of  a  triclinic 
felspar  and  an  augite.  The  felspathic  mineral  is  generally  either  labradorlte  or 
anorthite,  but  is  in_  some  cases  represented  by  Saussurite ;  M'hilst  the  augitic  con- 
stituent is  either  diallage  or  smaragdite.  Hypersthene-rocks  are  also  included  by 
some  -svi'iters  under  the  term  of  gabbro. 

GABI  Azar  OXIi.  A  mineral  naphtha  exuding  from  a  bituminous  shale  at  Gabian 
in  Languedoc. 

GABKONXTE,  is  a  yellowish  stony  substance  of  a  greasy  lustre.  Tiiis  mineral 
is  distinguished  by  the  large  quantity  of  soda  which  it  contains ;  its  constituents 
being,  silica,  54;  alumina,  24;  soda,  17-25;  magnesia,  1-5;  oxide  of  iron,  1-25; 
water,  2.    It  is  most  probably  a  variety  of  Scapolite. 

GAB.    A  miner's  tool ;  a  pointed  wedge  having  its  sides  of  a  parabolic  figure. 

GABZBJE.  The  cod-fish  family.  This  family  of  fishes  is  one  of  great  importance 
to  man.  The  value  of  the  fisheries  established  in  various  parts  of  the  northern  seas 
is  very  gi'eat.  The  common  cod,  Morrhua  vulgaris,  is  one  of  the  most  important 
species  of  this  family.  The  catching  and  curing  of  this  fish  give  employment  to 
thousands.  The  haddock  {Morrhua  ceglefinus)  is  nearly  allied  to,  although  smaller 
than,  the  cod.  The  coal-fish  {Merlangus  carbonarius)  is  much  less  valuable  than  either 
the  cod  or  haddock.  It  is  a  coarse  fish,  and  derives  its  name  from  the  dusky  pigment 
which  tinges  the  skin,  and  soils  the  fingers  like  moist  coal.  The  whiting  {Merlangus 
vulgaris)  is  a  well-known  fish,  forming  a  delicate  article  of  food.  The  hake  or  stock 
fish  {Mcrhccius  vulgaris)  is  caught  very  abundantly  on  our  southern  coasts,  and  forms 
a  valuable  article  of  food ;  prejudice  alone  keeps  it  from  taking  its  place  at  the  tables 
of  the  wealthier  classes.  The  ling  {Lota  molva)  is  caught  in  abundance  around  the 
Scilly  Isles  and  the  coast  of  Scotland,  forming  a  considerable  article  of  commerce. 
The  torsk  {Brosmius  hrosme)  is  found  in  great  quantity  around  the  Shetland  Isles, 
where  it  is  much  prized.  The  best  cod-liver  oil  is  obtained  from  the  livers  of  this 
fish.    See  Cod. 

CABOIiIKTZTE,  called  also  Yttrite  and  Ytterbyitc,  is  a  mineral  of  a  black, 
brownish,  or  yellowish  colour,  granular,  or  compact,  wth  vitreous  and  conchoidal 
fracture ;  of  sp.  gr.  4'0  to  4*6,  readily  scratcliing  glass ;  at  the  blowpipe  it  forms  an 
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omnuo  £rlas<!  somotimos  with  intumescenco,  but  does  not  fuse  into  a  boad.  It  is 
rlZl&o^ZLining  from  45  to  55  per  cent  of  the  earth  yttna  ;  f 
constituents  being  silica,  25-8  ;  oxide  of  cerium,  17-92;  oxide  of  iron,  11  ims 
rnemrwhich  fs^xeryrUis  W  in  Sweden;  also  at  Disko  in  Greenland;  in 
ZSh  of  No^ay ;  and  near  Galway.  Its  Peculiar  constituent  was  discovered  by 
Professor  Gadolin,  after  whom  it  is  named.  _        ,   •    j  „ 

GACATES.   The  name  by  which  jet  was  known  to  the  ancients,  derived  pro- 
bably fi-om  Gaffis,  a  town  in  Lycia,  where  it  was  said  to  have  been  found.    See  Jet. 

GAIACTITB,  so  called  from  its  giving  the  colour  of  milk  to  water,  when 
triturated  with  that  fluid  ;  analyses  have  shown  it  to  be  a  variety  of  natrolite.  See 

GAliACTOMBTER,  or  IiACTOMETER,  is  an  instrument  to  ascertain  the 
quality  of  milk ;  an  article  often  sophisticated  in  various  ways.  Fresh  milk,_  nch  in 
cream,  has  a  less  specific  gravity  than  the  same  milk  after  it  has  been  summed ; 
and  milk  diluted  with  water  becomes  proportionally  bghter.  Hence,  when  our 
purpose  is  to  determine  the  quantity  of  cream,  the  galactometer  may  consist  merely 
of  a  long  graduated  glass  tube  standing  upright  upon  a  sole.  Having  filled  100 
measures  with  the  recent  milk,  we  shall  see,  by  the  measures  of  cream  thrown  up, 
its  value  in  this  respect.  A  delicate  long-ranged  glass  hydrometer,  graduated  froni 
1-000  up  to  1'060,  affords  the  most  convenient  means  of  detecting  the  degree  of 
watery  dilution,  provided  the  absence  of  thickening  materials  has  been  previously 
ascertained  by  filtration.  Good  fresh  milk  indicates  from  1-030  to  1-032;  when  the 
cream  is  removed,  1-035  to  1-037.  When  its  density  is  less  than  1-028,  we  may  infer 
it  has  been  thinned  with  water.  _  _  •      •  u 

GAXiACTOSE.  A  saccharine  substance  obtained  by  boiling  sugar  of  milk  with 
dilute  acids.  "  ... 

GAZiB AlTUax  is  a  gum-resin,  which  exudes  either  spontaneously  or  from  incisipns 
made  in  the  stem  of  a  plant  of  the  family  of  UmbeUifercs,  which  grows  in  Africa, 
j)articularly  in  Ethiopia.  The  soxnce  of  this  gum-resin  is  not  distinctly  known,  but 
is  believed  to  be  the  Ferula  galbaniflua.  Galbanum  contains  67  of  resin;  19-3_of 
gum  ;  6-4  of  volatile  oil  and  water ;  7"6  of  woody  fibres  and  other  impurities ;  with 
traces  of  acid  malate  of  lime. 

GAZfENA  {Plomb  sulfurS,  Pr,;  Bleiglans,  Gor.)  is  a  sulphide  (sulphuret)  of 
lead.  It  is  of  a  lead-grey  colour,  crystallises  in  the  cubical  system,  and  is  suscep- 
tible of  cleavages  parallel  to  the  faces  of  the  cube;  sp.  gr.  7"7592;  fusible  at  the 
blowpipe  with  exhalation  of  sulphureous  vapours ;  is  easily  reduced  to  metallic  lead. 
Nitric  acid  first  dissolves  it,  and  then  throws  down  sulphate  of  lead  as  a  white 
precipitate ;  the  solution  affording  with  plates  of  zinc  brilliant  laminae  of  lead  {arbor 
Saturni).  It  consists  of  sulphur,  13 ;  lead,  85 ;  with  a  little  iron,  and  generally  a 
small  quantity  of  silver.  This  is  the  richest  ore  of  lead,  and  it  occurs  in  almost 
every  geological  formation,  in  veins,  in  masses,  or  in  beds.  Galena  in  powder,  called 
Alqidfoicx,  is  employed  as  a  glaze  for  coarse  earthenware.    See  Lead. 

GAXiXPOT  is  a  name  of  a  white  semi-solid  viscid  resin,  found  on  fir-trees ;  or  an 
inferior  sort  of  turpentine,  poor  in  oil. 

GAIiZi  OP  ANXMAXiS.  A  peculiar  fluid,  called  also  bile,  secreted  by  the  cells 
of  the  liver ;  it  is  taken  up  by  the  biliary  ducts,  which  unite  to  form  the  hepatic  duct, 
by  which  the  secretion  is  either  discharged  directly  into  the  duodenum,  or  is  conveyed 
through  the  cystic  duct  into  the  gall  bladder,  wherein  it  becomes  accumulated,  and  to 
some  extent  inspissated.  Gall  or  bile  from  different  animals  finds  several  uses  in  the 
arts.  It  is  used  for  cleansing  woollen  goods,  and  by  artists  it  is  employed  to  ensure 
the  uniform  spreading  of  water  colours  upon  paper.  For  the  constitution  of  the  gall 
of  different  animals,  see  Watts's  '  Dictionary  of  Chemistry.'    See  Bile. 

GAIiXi  OI*  GXiASS;  called  also  Sandiver,  is  the  neutral  salt  skimmed  off  the 
surface  of  melted  crown  glass ;  which,  if  allowed  to  remain  too  long,  is  apt  to  be  re- 
absorbed in  part,  and  to  injure  the  quality  of  the  metal,  as  the  workmen  call  it.  See 
Glass. 

GAXiIiATESa  Salts  consisting  of  gallic  acid  combined  with  bases;  the  most 
important  being  that  with  oxide  of  iron,  constituting  a  principal  part  of  the  black 
dye. 

GAXXiERT,  in  minim,  an  underground  horizontal  excavation. 

GAXiliZARD,  a  North  of  England  term  for  a  hard,  smooth,  flinty  grit. 

GaXiIiIC  acid  is  the  peculiar  acid  extracted  from  gall-nuts.    See  Gaix-Nttts. 

GAXiXiipoXiX  OIIi  is  a  coarse  olive  oil,  containing  more  or  less  mucilage, 
imported  from  a  seaport  so  named,  of  the  province  of  Otranto,  in  the  kingdom  of 
Naples.    See  Olive  Oil. 

GAI.l..N-irTS  or  GAX.XS  (Noix  dc  Galle,  Fr. ;  Galldpfel,  Ger.)  are  excres- 
cences found  upon  the  leaves  and  loaf-stalks  of  a  species  of  oak,  called  Querous 
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i^fecioria,  which  grows  in  tlio  Levant.  Thoy  are  produced  in  consequence  of  tl,„ 
puncture  of  the  female  of  the  gall-.vasp  {Cinvips  folii  querm^),  made  in  ordeVtS 

eposit  hor  eggs;  round  whicli  the  juice  of  the  tree  exudes,  and  dries  in  concontri^ 
portions.    When  the  insect  gets  fully  formed,  it  eats  through  the  nut  and  fl£  off 
^  Ihe  Levant  galls  are  of  two  different  appearances  and  qualities ;  the  first  are  heaw 
compact,  imperforated,  the  insect  not  having  been  sufficiently  ad;anced  to  eat  its  wY^ 

hrough  the  shel  ;  pricldy  on  the  surface  ;  of  a  blackish  or  bluish  green  hue  aS 
the  size  of  a  musket-ball.  These  are  called  black,  blue,  or  Aleppo  gtlls.  The  seS 
are  light,  spongy  pici-ced  with  one  or  more  holes;  smooth  upon  the  surface,  of  a  pale 
greyish  or  reddish  yellow  colour,  generally  larger  than  the  first,  and  are  called  £ 
galls ;  but  they  are  inferior  to  the  former,  and  great  care  should  be  taken  in  the  nur- 
chase  of  the  best  quality,  for  these  are  often  dyed  by  dishonest  traders  to  imitate  the 
best  blue  Aleppo  galls,  but  the  fraud  may  be  detected  by  the  small  hole  made  by  the 
insect  in  the  white  galls,  so  that  if  the  blue  galls  have  holes,  we  may  be  sure  thev  are 
not  genuine. 

Besides  the  galls  of  the  Levant,  others  come  from  Dalmatia,  Illyria,  Calabria  &p  • 
but  they  are  of  inferior  quality,  being  found  upon  the  Quercus  cerris ;  they  are  smaller' 
ot  a  brownish  colour,  and  of  inferior  value.  The  farther  south  the  gaUs  are  crown' 
the  better  they  are  reckoned.  ' 

The  galls  of  the  Quercus  cerris  and  common  oak  {Galles  a  I'ipine,  Fr. ;  Knoppern 
Ger.)  are  of  a  dark-brown  colour,  prickly  on  the  surface,  and  irregular  in  shape  and 
size.  _  They  are  used  chiefly  for  tanning  in  Hungary,  Dalmatia,  and  the  southern 
provinces  of  the  Austrian  States,  where  they  abound. 

_  Galls  consist  principally  of  three  substances :  tannin,  or  tannic  acid ;  yellow  extrac- 
tive ;  and  gallic  acid.  Their  decoction  has  a  very  astringent  and  unpleasant  bitter 
taste.  The  following  are  their  habitudes  with  various  reagents  :— 
■  Litmus  paper  is  powerfully  reddened.  SUnnous  chloride  (protomuriate  of  tin) 
produces  an  Isabel-yellow  precipitate.  Alum :  a  yellowish  grey  precipitate.  Acetate 
of  lead :  a  thick  yellowish  white  precipitate.  Acetate  of  copper :  a  chocolate-brown 
precipitate.  Ferric  sulphate  (red  sulphate  of  iron) :  a  blue  precipitate.  Sulphmnc 
acid :  a_  dirty  yellowish  precipitate.    Acetic  acid  brightens  the  muddy  decoction. 

Tannin  or  tannic  acid  is  prepared  as  follows :  Into  a  long  narrow  glass  adopter  tube, 
shut  at  its  lower  orifice  with  a  cotton  wick,  a  quantity  of  pounded  galls  is  put,  and 
slightly  pressed  down.  The  tapering  end  of  the  tube  being  inserted  into  a  matrass  or 
bottle,  the  vacant  upper  half  of  the  tube  is  filled  with  sulphuric  ether,  and  then  closed 
vnth  a  ground-glass  stopper.  Next  day  there  will  be  found  in  the  bottle  a  liquid  in 
two  distinct  strata;  of  which  the  more  limpid  occupies  the  upper  part,  and  the  other,, 
of  a  syrupy  consistence  and  amber  colour,  the  lower.  More  ether  must  be  filtered 
through  the  galls,  till  the  thicker  liquor  ceases  to  augment.  Both  are  now  poured 
into  a  funnel,  closed  with  the  finger,  and  after  the  dense  liquor  is  settled  at  the  bottom, 
it  is  steadily  run  off_  into  a  capsule.  This,  after  being  washed  repeatedly  with  ether, 
is  to  be  transferred  into  a  stove  chamber,  or  placed  under  the  receiver  of  an  air-pump 
to  be  evaporated.  The  residuary  matter  swells  up  in  a  spongy  crystalline  form  of 
considerable  brilliancy,  sometimes  colourless,  but  more  frequently  of  a  faintly-yel- 
lowish hue. 

This  is  pure  tannin,  which  exists  in  galls  to  the  amount  of  from  40  to  45  per  cent. 
It  is  indispensable  that  the  ether  employed  in  the  preceding  process  be  previously 
agitated  with  water,  or  that  it  contain  some  water,  because  by  using  anhydrous  ether, 
not  a  particle  of  tannin  will  be  obtained. 

Tannic  acid  is  a  white  or  yellowish  solid,  inodorous,  extremely  astringent,  very 
soluble  in  water  and  alcohol,  much  less  so  in  sulphuric  ether,  and  uncrystallisable. 
Its  watery  solution,  out  of  contact  of  air,  undergoes  no  change ;  but  if,  in  a  very  dilute 
state,  it  be  left  exposed  to  the  atmosphere,  it  loses  gradually  its  transparency,  and  lets 
fall  a  slightly-greyish  crystalline  matter,  consisting  almost  entirely  of  gallic  acid.  For 
procuring  this  acid  in  a  perfectly  pure  state,  it  is  merely  necessary  to  treat  that 
solution  thus  changed  with  animal  charcoal,  and  to  filter  it  in  a  boiling  state,  through 
paper  previously  washed  with  dilute  muriatic  acid.  The  gallic  acid  will  fall  down  in 
crystals  as  the  liquid  cools. 

If  the  preceding  experiment  be  made  in  a  graduated  glass  tube  containing  oxygen 
over  mercury,  this  gas  will  be  absorbed,  and  a  corresponding  volume  of  carbonic  acid 
gas  will  be.  disengaged.  In  this  case  tlie  liquor  will  appear  in  the  course  of  a  few 
weeks  a.s  if  traversed  with  numerous  crystalline  colourless  needles  of  gallic  acid. 

Tannin  or  tannic  acid  consists  of  carbon,  5\-5G  ;  hj'drogcu,  4-20  ;  oxygen,  44'24. 

From  the  above  facts  it  is  obvious  that  gallic  acid  does  not  exist  ready  formed  in 
gall-nuts,  but  that  it  is  produced  by  the  reaction  of  atmospheric  oxygen  upon  the 
tannin  of  these  concretions. 

Gallic  acid  ia  a  solid,  feebly  acidulous  and  styptic  to  the  taste,  inodorous,  crj'stal- 
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lising  in  silky  needles  of  the  greatest  whiteness  ;  soluble  in  about  100  times  its,  veighfc 
of  cold,  and  in  a  much  smaller  quantity  of  boiling  water;  more  soluble  in  alcohol 
than  in' water,  but  little  so  in  sulphuric  cthor.  ,  ,     ^  -.r, 

Gallic  acid  does  not  dissolve  the  salts  of  protoxide  of  iron,  but  it  forms,  with  the 
sulphate  of  the  peroxide,  a  dark  blue  precipitate,  much  less  insoluble  than  the  tannato 
of  iron. 

Bwports. 


1871 

1872 

Places 

Quantities 

Value 

Quantities 

Value 

From  Turkey  . 
,,    Persia  .... 
,,    China  .... 
„    British  India  . 
„    other  countries  ,  . 

cwts. 
2,585 

8,'693 

3i754 

11,302 
17,2'52 
11,163 

cwts. 

4,349 

2,000 

8,621 

2,126 

4,835 

£ 

12,581 
6,000 

20,098 
3,330 

12,954 

Total  . 

14,932 

39,717 

21,931 

54,963 

GAIiMEX.  German  mineralogists  usually  recognise  the  silicate  of  zinc  (Smith- 
sonite)  under  this  name.    See  Zinc. 

GAIiVANISEB  XROZiT.  This  is  the  name,  improperly  given,  first  in  France  and 
subsequently  adopted  in  this  country,  to"  iron  coated  with  zinc  by  a  peculiar  patent 
process. 

In  1837  Mr.  H.  W.  Crawfurd  patented  a  process  for  zincing  iron.  In  the  'Ke- 
pertory  of  Patent  Inventions '  his  process  is  thus  described :— Sheet  iron,  iron  castings, 
and  various  other  objects  in  iron  are  cleaned  and  scoured  by  immersion  in  a  bath  of 
water,  acidulated  with  sulphuric  acid,  heated  in  a  leaden  vessel,  or  used  cold  in  one 
of  wood,  just  to  remove  the  oxide.  They  are  then  thrown  into  cold  water,  and  taken 
out  one  at  a  time  to  be  scoured  with  sand  and  water  with  a  piece  of  cork,  or  more 
usually  with  a  piece  of  the  husk  of  the  cocoa-nut,  the  ends  of  the  fibres  of  which  serve 
as  a  brush,  and  the  plates  are  afterwards  thrown  into  cold  water. 

Pure  zinc  covered  with  a  thick  layer  of  sal-ammoniac  is  then  melted  in  a  bath,  and 
the  iron,  if  in  sheets,  is  dipped  several  sheets  at  a  time  in  a  cradle  or  grating.  The 
sheets  are  slowly  raised  to  aUow  the  superfluous  zinc  to  drain  off,  and  are  thrown 
whilst  hot  into  cold  water,  on  removal  from  which  they  only  require  to  l)e  wiped  dry. 

Thick  pieces  are  heated,  before  immersion,  in  a  reverberatory  furnace,  to  avoid 
cooling  the  zinc.  Chains  are  similarly  treated,  and  on  removal  from  the  zinc  require 
to  be  shaken  until  cold  to  avoid  the  links  being  soldered  together.  Nails  and  small 
articles  are  dipped  in  muriatic  acid,  and  dried  in  a  reverberatory  furnace,  and  then 
thrown  altogether  in  the  zinc,  covered  with  the  sal-ammoniac,  left  for  one  minute,  and 
taken  out  slowly  with  an  iron  skimmer ;  they  come  out  in  a  mass  soldered  together, 
and  for  their  separation  are  afterwards  placed  in  a  crucible  and  surrounded  -with 
charcoal-powder,  then  heated  to  redness  and  shaken  about  until  cold  for  their  separa- 
tion. Wire  is  reeled  through  the  zinc,  into  which  it  is  compelled  to  dip  by  a  fork  or 
other  contrivance.  It  will  be  understood  that  the  zinc  is  melted  with  a  thick  coat  of 
sal-ammoniac  to  prevent  the  loss  of  zinc  by  oxidation. 

Mr.  Mallet  coated  iron  with  zinc  by  the  following  process  :— 

The  plates  are  immersed  in  a  cleansing  bath  of  equal  parts  of  sulphuric  or  muriatic 
acid  and  water,  used  warm  ;  the  works  are  then  hammered  and  scrubbed  with  emery 
and  sand  to  detach  the  scales,  and  to  thoroughly  clean  them  ;  they  are  then  immersed 
in  a  '  preparing  bath  '  of  equal  parts  of  saturated  solutions  of  muriate  of  zinc  and  sal- 
ammoniac,  from  which  the  works  are  transferred  to  a  fluid  metallic  bath,  consisting  of 
202  parts  of  mercury  and  1292  parts  of  zinc,  both  by  weight,  to  every  ton  weight  of 
which  alloy  is  added  above  one  pound  of  either  potassium  or  sodium,  the  latter  being 
preferred.  As  soon  as  the  cleaned  iron-works  have  attained  the  melting  heat  of  the 
triple  alloy,  they  are  removed,  having  become  thoroughly  coated  with  zinc.  At  the 
proper  fusing  temperature  of  this  alloy,  which  is  about  680°  Fahr.,  it  will  dissolve  a 
plate  of  wrought  iron  of  an  eighth  of  an  inch  thick  in  a  few  seconds. 

Morewood  and  Eogers's  galvanised  tinned  iron  is  prepared  under  several  patents 
Their  process  is  as  follows  :— 

The  sheets  are  pickled,  scoured,  and  cleaned,  just  the  same  as  for  ordinary  tinning 
A  large  wooden  bath  is  then  half  filled  with  a  dilute  solution  of  muriate  of  tin,  pre- 
pared by  dissolving  metallic  tin  in  concentrated  muriatic  acid,  'whicji. requires  a  period 
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of  two  or  throo  days.  Two  quarts  of  tho  satiiratod  solution  are  added  to  300  or  400 
gallous  of  tho  water  contained  in  tho  bath.  Over  tlio  bottom  of  tho  bath  is  iirst  Hpread 
a  thin  layer  of  finoly-granulated  zinc,  then  a  cleaned  iron  plate,  and  so  on,  a  layer  of 
granulated  zinc  and  a  cloanrd  iron  plate  alternately,  until  the  bath  is  full ;  the  zinc 
and  iron,  togetlior  with  tho  fluid,  constitute  a  weak  galvanic  battery,  and  the  tin  ig 
deposited  from  tho  solution  so  as  to  coat  the  iron  with  a  dull  uniform  layer  of  metallic 
tin  in  about  two  hours. 

Tho  tinned  iron  is  then  passed  through  a  bath  containing  fluid  zinc,  covered  with 
sal-ammoniac  mixed  with  earthy  matter,  to  lessen  the  volatilisation  of  the  sal-ammo- 
niac, which  becomes  as  fluid  as  treacle.  Two  iron  rollers  immersed  below  tho  sur- 
face of  the  zinc  aro  fixed  to  tho  batli  and  are  driven  by  machinery  -to  carry  the  plates 
tlirough  the  fluid  metal  at  any  velocity  previously  determined.  Tho  plates  are  received 
one  by  one  from  tho  tinning  bath,  drained  for  a  short  time,  and  passed  at  once,  whilst 
still  wot,  by  means  of  tho  rollers,  through  the  bath  as  described.  The  plates  take  up 
a  very  regular  and  smooth  layer  of  zinc,  which,  owing  to  the  presence  of  the  tin 
beneath,  assumes  its  natural  crystalline  character,  giving  the  plates  an  appearance 
resembling  that  known  as  the  moirie  metallique. — See  Hunt's  Handbook  to  the  Great 
Exhibition. 

It  is  stated  that  galvanised  iron  plates  cut  with  shears  so  as  to  expose  the  central 
iron  become  zinced  round  the  edges,  and  at  the  holes  where  tho  nails  were  driven. 
We  are  also  informed  that  ungalvanised  iron  will,  if  moist  when  near  galvanised 
plate,  become  zinced,  and  that  telegraph  wires,  whore  cut  tlirough,  become  coated  by 
tho  action  of  the  rain-water  on  the  galvanised  portion  of  the  surfaces. 

It  has  been  stated  that  the  galvanised  iron  is  not  more  durable  than  unprotected 
iron  ;  that,  indeed,  where  the  zinc  is  by  any  accident  removed  the  destruction  is  more 
rapid  than  ordinary.  We  have  made  especial  enquiries,  and  find  that  in  forges  where 
there  is  any  escape  of  sulphur-vapour  the  galvanised  iron  does  not  stand  well ;  but 
that  under  aU  ordinary  circumstances  it  has  the  merit  of  great  durability  in  addition 
to  its  other  good  qualities. 

GAKVAnrO-PIiiiSTXC.    The  German  name  of  Electro-metallurgy,    See  Euec- 

TEO-METAXITIHGY. 

GAMBXR,  or  Cr AMBXER.  The  Malayan  name  of  an  extract  obtained  from  the 
Uncaria  Gambier.    It  is  the  Terra  Japonica  of  tanners. 

Two  methods  of  obtaining  gambir  aro  described :  one  consists  in  boiling  the  leaves 
in  water,  and  inspissating  the  decoction ;  the  other,  which  yields  the  best  gambir, 
consists  in  infusing  the  leaves  in  warm  water,  by  which  a  fecula  is  obtained,  which  is 
inspissated  by  the  heat  of  the  sun,  and  formed  into  cakes.  The  best  gambir  is  made 
at  Ehio,  in  the  Isle  of  Brittany,  in  tho  Eastern  Archipelago ;  and  tho  next  best  is 
that  of  Lingin.  It  is  princii^ally  imported  from  Singapore,  and  is  used  principally  for 
tanning,  under  the  name  of  Terra  Japonica.  The  Mimosa  catechu  yields  a  diS'erent 
extract  from  the  gambir,  but  catechu  and  gambir  are  often  confounded. 


Places 

Quantities 

Value 

Quantities 

Value 

cwts. 

£ 

cwts. 

£ 

Erom  Turkey  .... 

2,585 

11,302 

439,344 

,,    Straits  Settlements  . 

20,579 

„     China  .... 

8,'693 

17,252 

„    United  States  of  America  . 

557 

12,073 

„    other  countries  . 

3,7*54 

11,163 

19 

320 

Total  . 

14,932 

39,717 

21,155 

451,737 

GAIMEBIR  CATECHir.    See  Catecot. 

GAMBOGE.  (Gomme  guite, 'Ft.  ;  Guiti,  Ger.)  Gamboge  appears  to  have 
been  first  brought  from  China  in  1603,  and  its  oriental  name  was  said  to  bo 

GhittaicTnon.  ,     „,    ,    ,  i    ■  -j 

It  is  generally  supposed  to  bo  produced  from  tho  Hebradendron  cambogtoidcs  ot 
Graham  and  the  Xanthochymus  ovalifolius  of  Roxburgh;  but  different  kinds  of 
gamboge  appear  to  have  different  botanical  sources,  several  species  of  Garcima ^xiA 
Camboqia  yielding  this  substance.  In  Ceylon  the  gamboge  is  obtained  by  wounding 
tho  bark  of  the  treo  in  various  places  with  a  sharp  stone,  when  the  flowers  begin  to 
appear.  Gamboge  is  imported  from  Siam,  by  way  of  Singapore  and  Penang.  It  is 
known  in  three  forms  :  in  rolls  or  solid  cylinders ;  in  pipes  or  hollow  cylinders  ;  in 
cakes  or  amorphous  masses.  Gamboge  in  small  quantities  is  also  obtained  in  Leylon. 
Gambogo  consists  of  resin,  74-2;  soluble  gum.  21-8  ;  moisture,  4-8. 


GARNET 


,     4  no  nn  nrtist's  colour :  it  is  used  to  colour  varnishes  and 
Gamboge  is  employed  ns  an  artists  coiour, 


e..»p..s  ..^  sent 

vduaSe^fxim  the  useless  parts,  by  processes  called  stamping,  picking,  sorting. 

~r7:-  be?~y  siliceous  fire  clay    It  is  usuaHy 
oxt™ly  S  and  contains  many  Stigmaria  roots.    It  is  found  beneath  some  of  the 
earof  coal  'in  Lancashire  and'other  places    The  f         jjf  J^^f/^^^^^^^^ 
Tflcessarv  mixed  with  a  little  more  plastic  clay,  produces  a  brick  of  the  most  re- 
So?y  de?cr';L^^  It  is  also  used  for  lining  the  Bessemer  converters,  and  similar 

purposes. 

GARAIO-CEVX.    See  Maddee. 

GA.S.ANCTN.    See  Madder.  ,  ,  .         i     „  j 

ci5l.IC.  MUum  sativum.    This  plant  is  well  known,  and  is  much  used  in 

^'ItTfolXby  analysis  to  contain  an  acrid  volatile  oil.  gum  woody  fibre,  albumen 
watei  with  sulphur,  starch,  and  saccharine  matter.    The  oil  of  garhc  is  a  sulphide  of 

^"GARWBT?'T^JirS.'';^^'-««fl^.  Ger.)_    Garnet  is  a  double  silicatq  of  cer- 
tain bases,  such  as  alumina,  lime,  magnesia,  oxido  of  iron,  &c. 
There  are  six  sub-species  of  garnet,  viz. : —  •        j  r 

I.  Alumina-lime  garnet,  consisting  of  the  silicates  of  alumina  and  lime. 

II.  Alumina-magnesia  garnet,  consisting  of  the  silicates  of  ahunma  and  magnesia. 

III.  Alumina-iron  garnet,  consisting  of  the  silicates  of  alumina  and  iron. 

IV.  Alumina-manganese  garnet,  consisting  of  the  silicates  of  alununa  and  man- 
ganese. .         J  ,.  ■ 

V.  Iron-lime  garnet,  consisting  of  the  silicates  of  iron  and  lime. 

VI.  Lime-ohrome  garnet,  consisting  of  the  silicates  of  lime  and  pxide  of  chromium. 

I.  Lime-garnet,  or  grossular,  is  composed  of  silica,  40-1 ;  ahimina,  227  ;  lime,  37'2 
=  100-0.  Colour,  pale  greenish,  clear  red,  and  reddish  orange,  cinnamon  colour. 
Before  the  blowpipe,  fuses  to  a  slightly  greenish  glass  or  enamel ;  soluble,  when  pow- 
dered, in  concentrated  muriatic  acid. 

This  section  comprises  cinnamon-stone  or  Essonite,  grossular  or  Wiluite,  Eoman- 
zovite,  topazolite,  and  succinite. 

II.  Magnesia-garnet  is  of  a  deep  coal-black  colour,  with  a  resinous  lustre.  The 
variety  from  Arendal  is  composed  of  silica,  42-45  ;  alumina,  22*47 ;  protoxide  'of  iron, 
9-29  ;  protoxide  of  manganese,  6-27  ;  magnesia,  13-43  ;  lime,  6-53  ;  =  100-44.— (  Wacht- 
meister.)  Before  the  blowpipe,  easily  fusible,  forming  with  intumescence  a  dark 
greyish-green  globule,  which  is  non-magnetic. 

TTT,  ]jon-garnet  comprises  the  almandine  or  precious  garnet,  allochroite.  and  com- 
mon garnet.  It  is  composed  of  silica,  36-3  ;  alumina,  20'5  ;  protoxide  of  iron,  43*2  = 
100-0.   Before  the  blowpipe,  fuses  rather  easily  with  an  iron  reaction. 

IV.  Manganese-garnet,  or  spessartine,  is  of  a  brownish-red  colour,  and  is  composed 
of  silica,  35-83  ;  alumina,  18-06;  protoxide  of  iron,  14-93  ;  protoxide  of  manganese, 
30-96  =  99-78.  (Analysis  of  M.  garnet  fi:om  Haddam,  U.S.,  by  Seyhert.)  Before  the 
blowpipe,  gives  a  manganese  reaction. 

V.  Irou-limo  garnet  includes  aplome,  colophonite,  melanite,  and  pyreneite.  These 
vary  in  colour  from  dark  red,  brownish-black,  to  black,  and  possess  a  shining  lustre, 
which  is  sometimes  resinous,  as  in  colophonite. 

Analysis  of  the  aplome  of  Altenau  :— Silica,  35-64  ;  lime,' 29-22 ;  protoxide  of  iron, 
30-00;  protoxide  of  manganese,  3-01;  potash,  2-35  =  100-22. — Wdchtmeister. 

VI.  Limc-chromo  garnet,  or  ouvarovite,  is  of  an  emerald-green  colour.  Sp.  gr., 
3-418.  Before  the  blowpipe  it  is  infusible  alone,  but  with  borax  alfords  a  chrome- 
grccn  glass.   It  occurs  at  Bissersk,  in  Eussia. 

Analysis  by  J3ra!?nanM :— Silica,  36-93  ;  alumina,  5-68;  peroxide  of  iron,  1-96;  oxide 
of  chrome,  21-84 ;  magnesia,  1-54  ;  carbonate  of  lime,  31-66 ;  oxide  of  copper,  a  trace, 
=  99-58. 

The  garnet  varies  greatly  in  transparency,  fracture,  and  colour ;  but  when  the 
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aud  on  the  other  hand,  with  yollow,  so  as  to  form  orange-rJd  and  hyacin  h-brow?  ' 

T  o  Btonos  vary  in  m.o  from  tho  smallest  pieces  that  can  ho  worked  to  the  S  of 
a  nut.  When  abovo  that  size  thoy  are  scarcely  over  free  from  Haws,  or  sufficientlv 
transparent  for  tho  purposes  of  the  jewelku-.  «umcicntly 

Tho  garnets  of  commerce  are  procured  from  Bohemia,  Ceylon,  Pegu,  and  the  Brazils 
By  jewellers  they  arc  classed  as  Syrian,  Bohemian,  or  Cingalese^^ather  from  t£ 
relative  value  and  fineness,  than  with  any  reference  to  tho  country  from  which  thov 
are  supposed  to  have  been  brought.  ^ 
.  Those  most  esteemed  are  called  Syrian  garnets,  not  because  they  come  from  Syria 
but  after  Sjo-ian,  the  capital  of  Pegu,  which  city  was  formerly  the  chief  mart  for  the 
finest  garnets.  The  colour  of  the  Syrian  garnet  is  violet-purple,  which,  in  some  rare 
instances,  vies  with  tliat  of  the  finest  oriental  amethyst ;  but  it  may  be  distinguished 
Irom  the  latter  by  acquiring  an  orange  tint  by  candle-light.  The  Syrian  garnet  may 
be  also  distinguished  from  all  the  other  varieties  of  garnet  in  preserving  its  colour 
(even  when  of  considerable  thickness  and  unassisted  by  foil),  unmixed  with  the  black 
tint  which  usually  obscures  this  gem.  The  Bohemian  garnet  is  generally  of  a  dull 
poppy-red  colour,  with  a  very  perceptible  hyacinth-orange  tint  when  held  between 
the  eye  and  the  light.  When  the  colour  is  a  full  crimson  it  is  called  pyrope,  or  fira 
garnet,  a  stone  of  considerable  value  when  perfect  and  of  large  size. 

The  best  manner  of  cutting  the  pyrope,  is  eti  cabochon,  with  one  or  two  rows  of  small 
facets  round  the  girdle  of  the  stone.  The  colour  appears  more  or  less  black  when 
the  stone  is  cut  in  steps,  but  when  cut  en  cabochon,  the  points  on  which  the  light  falls 
display  a  brilliant  fire-red. 

Garnet  is  easily  worked,  and  when  facet-cut  is  nearly  always  (on  account  of  the 
depth  of  its  colour)  formed  into  thin  tables,  which  are  sometimes  concave  or  hollowed 
out.on  the  under  side.  Cut  stones  of  this  latter  description,  when  skilfully  set,  with  a 
bright  silver  foil,  have  often  been  sold  as  rubies. 

The  garnet  may  be  distinguished  from  corundum  or  spinel  by  its  duller  colour. 
Coarse  garnets  reduced  to  a  fine  powder  are  sometimes  used  as  a  substitute  for  emery 
in  polishing  metals. 

Bohemian  garnet.    See  Pyeope. — H.  W.  B. 

GARNET,  SOI.UBI.E  (Grenat  soluble).    See  Carbolic  Acid. 

GAS.  ( Gas,  Fr, ;  Gaz,  Ger.)  The  generic  name  of  all  such  elastic  fluids  as  are 
aeriform  under  a  considerable  pressure,  at  the  zero  of  Fahrenheit.  Oxygen,  hydrogen, 
and  nitrogen,  are  permanent  gases;  many  of  the  other  vaporiform  bodies  have  been 
condensed  by  the  joint  power  of  cold  and  mechanical  force.  See  Watts's  '  Dictionary  of 
Chemistry.' 

GAS,  AIR.  The  idea  of  carburettiug  air,  or  a  gas  of  low  illuminating  power,  is 
not  by  any  means  new,  having  been  started  almost  at  the  same  period  that  lighting  by 
coal-gas  in  the  ordinary  way  was  introduced ;  but  it  was  not  until  the  opening  up  and 
working  of  the  American  oil-wells,  by  wliich  a  supply  of  very  light  petroleum  oil  or 
spirit  was  obtainable,  that  any  sclieme  in  this  direction  had  any  chance  of  success.  In 
1862  a  patent  was  taken  out  in  France  by  a  M.  Mongruel,  which  proposed  to  pass  air 
through  an  exceedingly  light  and  inflammable  spirit,  the  air  thus  becoming  charged 
with  a  certain  amount  of  a  highly  luminous  hydrocarbon-vapour,  in  such  a  quantity 
as  to  render  the  mixture  inflammable,  and  to  allow  of  its  being  burned  as  an  ordinary 
combustible  gas.  This  idea  was  introduced  into  England  by  a  company  known  as  the 
Photogenic  Gas  Company,  which  received  some  amount  of  support  at  the  time,  but 
from  some  cause  or  other  did  not  prove  a  success. 

The  various  inventions  brought  into  notice  since  that  time  for  the  purpose  of 
carburettiug  air  and  other  gases  have  been  based  upon  precisely  tho  same  principle, 
but  have  diflFered  considerably  in  the  apparatus  employed. 

Many  erroneous  statements  have  been  made  on  this  matter  for  the  want  of  scientific 
knowledge ;  for  instance,  in  most  cases  the  patentees  themselves  have  declared  that  a 
union  takes  place,  other  than  mechanical,  between  the  gases  of  the  air  and  the  vapoiu'S 
of  certain  hydrocarbons,  wliich  result  in  the  production  of  such  gases  as  olefiant  gas, 
or  acetylene ;  an  utter  absurdity  which  would  be  evident  to  anyone  who  would  consider 
under  what  circumstances  such  gaseous  mixtures  are  produced.  A  vapour  of  any 
hydrocarbon  will,  whether  it  exist  by  itself  or  whether  it  be  diffused  through  another 
gas  or  gases,  always  be  such  a  vapour,  and  will  invariably  exhibit  the  properties  cha- 
racteristic of  it ;  and,  if  diffused  through  a  gas,  will  be  found  condensible  to  the 
liquid  from  which  it  was  formed,  if  proper  means  be  applied.  It  is  a  matter  of 
Bimplo  calculation  from  known  data  to  ascertain  tho  exact  amount  of  hydrociirbon- 
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vapour  taken  up  by  a  given  volume  of  air  at  certain  temperatures.  The  following 
tables  show  this  : — 


Boiling  poivts  of  light  petroleum  spirit  of  different  specific  gravity. 

Boiling  Point 
4  cleg.  0. 
30  „ 


Specific  GraTity 
0-600 
0-628 
0-669 
0-699 
0-726 
0-741 
0-757 


68 
92 
118 
136 
160 


Talle  of  maximum  vapour-tension  of  petroleum  spirit  of  a  8p.  Gr.  -650  at 

different  temperatures. 
Temperature.  Vapour-tension. 
-lOdeg.  C.    (14deg.  P.j 


0 
+  10 
15 
20 
40 


(32 
(50 
(60 
(68 
(104 


43-5  mm. 
81-0 
132-0 
167-0 
203-0 
301-8 


Table  of  percentage  of  vapour  of  petroleum  spirit  of  a  Sp.  Gr.  -650  present  in 
air  or  otJier  medium  at  different  temperatures. 

Percentage. 

(Udeg.  F.)      ......  5-7 


Temperature, 
-10  deg.  C. 
0  „ 


10 
15 
20 
40 


(32 
(50 
(60 
(68 
(104 


10-7 
17-5 
22-0 
27-0 
39-0 


Now  for  an  '  air-gas '  scheme  to  bo  successful,,  the  air  must  hold  in  solution  a 
sufficient  quantity  of  vapour  to  confer  upon  it  inflammability  and  luminosity. 

The  liquid  hydrocarbons,  which  at  present  are  almost  exclusively  proposed  to  be 
employed  for  the  purposes  of  carburation,  are  the  light  oils  -which  form  the  first 
distillate  in  the  preparation  of  parafl&n  oil  from  the  crude  American  mineral  oil. 
As  this  light  oil  is  too  volatile  and  inflammable  to  be  burned  in  any  sort  of  lamp  at 
present  in  use,  and  no  other  commercial  application  has  been  discovered,  very  large 
quantities  of  it  are  disposed  of  as  an  entirely  -waste  product,  obtainable  at  a  srnall 
cost. 

The  illuminating  power  of  '  air-gas '  when  first  obtained  is  very  high,  as  high 
indeed  as  30  candles,  although  this  statement  requires  a  slight  qualification,  as  the 
illuminating  power  of  the  flame  is  not  expressed  by  it,  but  only  the  fact  that  if  it 
were  possible  (which  it  is  not)  to  burn  the  gas  at  the  rate  required  by  the  photometric 
test — viz.  five  cubic  feet  per  hom?,  this  illuminating  power  would  be  obtained,  it  being 
a  fact  that  a  very  much  smaller  amount  of  air-gas  can  be  burned  from  the  ordinary 
argand  burner,  or  from  a  batswing,  to  obtain  the  same  rise  of  flame  than  in  the  case 
of  coal-gas ;  this  effect  is  no  doubt  due  to  the  greater  density  of  '  air-gas.'  It  may  be 
mentioned  that  these  air-gases  do  not  burn  well  under  pressure,  and  hence  are  only 
suited  to  burners  which  afford  exceedingly  free  passage  to  the  issuing  gas,  such  as 
argands,  there  being  a  tendency  with  burners  of  the  batswing  and  fishtail  class  for  the 
air  and  vapour  to  separate,  possibly  explainable  by  the  more  rapid  transpiration  of  the 
lighter  substance  through  a  narrow  opening. 

Mr.  J.  F,  G.  Kromschroder  has  spent  nearly  fourteen  years  in  the  endeavour  to 
effect  the  mixture  of  common  air  with  the  hydrocarbonous  vapours,  so  as  to  produce 
an  '  air-gas '  suitable  for  the  illumination  of  small  towns  or  dwelling-houses.  Ho 
claims  to  have  succeeded  in  his  design,  and  he  is  probably  the  first  man  who  has 
lighted  a  whole  town  upon  a  system  of  gas  illumination  which  excludes  the  use  of 
coal — Great  Marlow  in  Buckinghamshire  having  been  lighted  by  him  -with  his  air-gas. 
Mr.  Kromschrodor  first  applied  his  method  to  lighting  the  Battersea  Water- works, 
and  for  five  months  he  kept  104  burners  supplied  at  a  cost  below  that  of  ordinary  gas. 
Farther,  a  quantity  of  his  hydrocarbonised  air  was  there  stored  over  water  for  nearly 
four  months,  and  at  the  end  of  that  time  it  was  said  to  be  a  far  better  illuminator 
than  when  first  prepared,  but  this  can  scarcely  be  correct. 
The  exporimenta  made  at  Great  Marlow  have  been  thus  described :— ' 
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The  gonorator  is  a  kind  of  box,  of  shoot  iron,  in  bulk  not  exceeding  two  cubic  vard* 
standing  iipon  .i  Bhallowor  hox,  liolding  n  liquid  hydrocarbon.  A  small  dome  on  tS 
tippor  surface  covors  an  ingenious  air-  or  force-pump,  moved  by  clockwork,  and  camLU 
of  easy  regulation.  The  liberation  of  a  weight  starts  the  operation,  and  a  steadv 
current  of  air  is  driven  over  the  surface  of  the  liquid  in  the  receiver,  which  is  kept  at 
n  constant  level.  An  absorbent  substance  is  employed  to  increase  the  evaporative 
suxfaco,  and  to  oppose  a  slight  obstacle  to  the  passage  of  the  current,  since  it  is  found 
that,  within  certain  limits,  the  slowest  stream  of  air  takes  up  the  largest  amount  of 
combustible  vapour.  Tho  hydrocarbon  employed  is  a  petroleum  or  shale-oil  of  specific 
gravity  -660,  somewhat  similar,  wo  believe,  to  the  cheap  spirit  burned  in  common 
sponge  lamps.  Seventy  cubic  feet  of  air,  after  complete  saturation  with  tho  vapour 
become  a  hundred  cubic  feet  of  'gas,'  of  a  density  of  1-2,  air  itself  being  unity.  The 
Kromschroder  gas  is  thus  about  double  tho  density  of  coal-gas,  and  conbiins  nearly 
one-third  its  bulk  of  hydrocarbon-vapour.  As  to  illuminating  power,  the  trial  by 
Bunsenje  johotometer  proved  satisfactory.  Burning  at  tho  rate  of  3^  cubic  feet  per 
hour,  Sugg's  improved  argand  being  employed,  a  light  equal  to  18-1  candles  was  in- 
dicated, which,  reduced  to  the  standard  of  5  feet  per  hour,  is  equal  to  about  26  candles 
or  nearly  double  the  value  of  gas  as  usually  burned.  ' 

Granting  an  equality  in  lighting  power,  there  are  three  points  in  which  any  proposed 
substitute  for  coal-gas  must  satisfy  consumers  before  it  can  come  into  use.  Pirst,  its 
cost  must  not  bo  greater;  secondly,  it  must  bear  storage;  thirdly,  it  must  'travel.' 
With  regard  to  the  first  condition,  Mr.  Kromschroder  makes  no  definite  promises,  but 
is  confident  that  his  gas  can  be  generated  more  cheaply  than  coal-gas.  Certainly  tho 
process  is  much  less  troublesome,  and  as  the  machine  is  self-acting,  there  can  be  but 
little  expense  for  wages.  One  gallon  of  petroleum,  worth  about  eighteenpence,  will 
make  about  700  cubic  feet  of  gas,  and  this  is  alleged  to  burn  as  long  as  1,200  feet  of 
ordinary  gas,  giving  a  better  light.  As  to  storage  and  travelling  power,  Mr.  Hastings, 
engineer  at  the  Marlow  Gasworks,  having  had  full  opportunity  for  three  months  of 
testing  the  gas  in  every  possible  way,  and  having,  to  begin  with,  a  prejudice  against 
it,  reports  favourably.  In  fact,  he  says  that  storage  for  a  week  or  ten  days  improves 
tho  gas,  his  theory  being  that  a  chemical  union  takes  place  between  its  constituents. 
We  could  not,  however,  learn  that  the  results  of  chemical  examination  confirmed  this 
supposition.  Mr.  Hastings,  we  understood,  mixes  the  new  gas  with  the  coal-gas  sup- 
plied to  the  town  in  order  to  raise  its  light-giving  power.  The  mains  in  the  streets 
are  nearly  five  miles  in  length,  and  the  gas  is  said  to  bear  travelling  through  this 
length  of  pipe  very  well.  A  considerable  amount  of  cold  is  of  course  produced  in  the 
generator  by  the  evaporation  of  spirit,  but  it  does  not  follow  that  the  farther  cooling 
of  the  gas  will  not  condense  some  of  the  hydrocarbouous  vapour.  Farther  experience, 
therefore,  is  desirable  to  fully  settle  this  point,  though  the  home  manufacture  of  gas 
in  factories  and  large  houses  is  a  part  of  the  inventor's  scheme  which  does  not  entirely 
depend  for  success  upon  the  power  of  the  gas  to  travel.  The  inn,  a  mile  and  a  quarter 
from  the  works,  was  lighted  up  on  the  occasion  of  a  special  trial  during  dinner,  by 
coal-gas  and  Kromschroder  gas  in  turns,  and  the  greater  brilliancy  of  the  latter  was 
thus  rendered  strikingly  evident,  even  after  at  least  two  miles'  conveyance,  and  in 
spite  of  a  defect  of  pressure,  arising  from  the  hotel  being  at  a  '  dead  end.' 

Tho  inventor  does  not  claim  to  be  able  to  supersede  coal-gas  in  large  towns  and 
cities.  He  reckons  that  it  may  usefully  and  cheaply  be  applied  to  small  towns  con- 
suming about  a  million  cubic  feet  per  annum,  a  consumption  which  would  hardly 
justify  the  expense  of  erecting  coal-gas  works.  The  Great  Marlow  experiments  have 
confirmed  the  confidence  of  himself  and  his  co-workers  in  his  system. — Report  made 
to  '  Iron.' 

Messrs.  Harrison  are  also  the  patentees  of  an  'Air-Gas.'  This  process  is  very 
simple,  and  consists  merely  in  drawing  air  through  light  petroleum  spirit,  the  air 
thereby  becoming  so  charged  with  the  inflammable  vapour  of  the  spirit,  as  to  burn 
with  a  brilliant  light.  It  is  stated  by  the  inventors  that  the  mixture  of  air  and 
vaporised  spirit  is  perfectly  permanent,  and  can  be  stored  in  holders,  or  passed  through 
indefinite  lengths  of  pipe,  at  varying  temperatures,  without  suffering  any  condensation 
or  diminution  of  lighting  power.  This  statement  is  somewhat  difficult  of  belief,  as 
the  gas  produced  by  this  process  is  a  purely  mechanical  mixture,  not  the  least  com- 
bination (in  a  chemical  sense)  taking  place,  and  there  is  every  reason  to  think  that 
variations  of  temperature,  such  as  must  necessarily  occur  in  the  ordinary  distribution 
of  such  a  gas,  would  cause  a  partial  deposition  of  the  petroleum  spirit,  and  conse- 
quently much  loss  of  illuminating  power. 

The  air-gas  invented  by  Mr.  Wright,  a  plumber  of  Sheffield,  must  also  be  noticed 
here.  His  process  is  protected  and  involved  by  several  patents:  considerable  mystery 
is  made  of  tho  process  by  which  his  '  oil'  is  obtained,  but  it  is,  of  course,  essentially 
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ono  of  tho  liquid  liydi-ocarbons,  Mr.  Thomas  Wills,  in  hi^  paper  read  before  the 
Sociotyof  Arts,  thus  describes  this  patent:—  w-i*  f 

From  the  specification  which  is  taken  out  in  the  name  of  Mr.  William  Wright,  of 
Sheffield  wo  gather  tho  following  details.  A  light  petroleum,  or  other  spirit,  is  to  be 
used  as  in  other  cases  ;  but  the  apparatus  differs  from  any  that  has  as  yet  been  in- 
troduced. A  number  of  cylinders  of  iron  or  other  metal  are  placed  side  by  side,  each 
being  supported  in  a  pei^pendicular  position  by  means  of  trunnions,  or  swivel-joints, 
which  allow  of  the  cylinder  being  reversed  with  ease  ;  in  the  interior  of  these  cylinders 
there  are  fitted  a  number  of  fixed  pistons  formed  of  cotton  or  other  spongy  material. 
The  number  of  these  pistons  varies  with  the  size  of  tho  apparatus  ;  a  hollow  chamber 
at  the  top  and  bottom  of  each  cylinder  acts  as  a  reservoir  for  the  spirit,  which,  in  the 
first  instance,  is  poured  in  excess  through  the  top,  and  gradually  percolates  through 
the  cotton  pistons,  at  the  same  time  saturating  them;  the  excess  of  spirit  accumulates 
in  the  bottom  reservoir,  air  is  then  driven  through  the  cylinder,  and  consequently 
tlirough  the  saturated  cotton.  This  air  enters  through  the  swivel-joint,  and  passes  to 
the  bottom  of  the  cylinder,  where  it  enters  just  above  the  bottom  chamber,  and  has 
to  find  its  way  up  through  the  pistons,  out  at  the  top  just  below  the  upper  chamber, 
and  thence  down  to  the  opposite  swivel-joint— much,  in  fact,  in  the  same  way  as  the 
steam  passes  into  and  out  of  the  cylinder  of  an  ordinary  oscillating  condensing  engine. 
.After  so  much  air  has  passed  as  to  carry  away  in  suspension  the  gi-eater  quantity  of 
the  spirit  in  the  cotton,  the  cylinder  is  reversed,  when  the  liquid  that  had  accumulated 
in  the  lower  vessel  percolates  once  more  through  the  pistons  from  the  top  to  the 
bottom.  In  this  manner  it  is  found  possible  to  place  into  the  cylinder  a  known 
quantity  of  spirit  that  shall  be  sufficient  to  charge  a  certain  volume  of  air,  and  to 
work  it  completely  out  by  successive  reversals  of  the  apparatus.  The  swivel-joints 
are  made  also  to  act  as  stopcocks,  cutting  off  all  communication  between  the  inlet 
or  outlet  dm-ing  the  period  occupied  in  reversing  the  cylinder.  If  a  number  of  such 
cylinders  are  used,  they  are  made  to  communicate  with  each  other,  so  as  to  equalise 
tlie  amount  of  spirit  in  each.  The  air  used  is  supplied  from  two  ordinary  gas-holders, 
but  so  coupled  together  by  pulleys  that  one  rises  as  the  other  descends,  a  valve  opening 
inwards  being  placed  at  the  top  of  each  for  this  purpose.  Weights  being  added  to 
the  holder  that  is  full,  or,  what  comes  to  the  same  thing,  some  of  the  balance-weights 
being  removed  so  as  to  allow  the  full  weight  of  the  holder  to  compress  the  air,  this 
air  is  driven  through  the  charging  cylinders  and  can  afterwards  be  used  as  an  ordinary 
illuminating  gas ;  at  the  same  time  the  second  holder  is  rising,  and  on  the  exhaustion 
of  one  the  second  is  ready  by  a  transference  of  the  weights  to  supply  a  continuous 
stream  of  air.  Tho  work  required  to  keep  such  apparatus  in  use  does  not  seem  to  bo 
great,  an  occasional  reversing  of  the  cylinders,  and  the  removal  or  addition  of  weights 
to  the  holder,  be5ng  all  that  is  necessary.  Doubtless  even  this  would  be  found  im- 
practicable on  the  large  scale,  but  it  is  only  intended  to  use  this  process  for  isolated 
buildings  and  small  districts. 

With  regard  to  the  character  of  the  gas  produced,  it  is  much  the  same  as  other  air- 
gases,  and  subject  to  just  the  same  laws ;  and,  of  course,  this  process  can  claim  nothing 
more  than  an  improvement  in  the  apparatus  used  for  carburetting  the  air.  If  air- 
gases  are  to  come  into  use  at  all,  and  there  seems  to  be  no  real  obstacle  to  prevent 
their  adoption  to  a  limited  extent,  the  direction  for  improvement  must  be  looked  for 
in  the  apparatus  employed,  and  this  new  patent  certainly  deserves  a  fair  trial,  which 
no  doubt  in  good  time  it  will  have.  Probably  some  means  will  have  to  be  taken  to 
prevent  the  reduction  of  temperature  which  invariably  occurs  when  evaporation  goes 
on  at  all  rapidly ;  but  as  it  is  generally  accepted  that  almost  the  shortest  possible 
contact  of  the  air  and  spirit  is  sufficient  to  allow  of  the  former  taking  up  as  much  of 
the  latter  as  it  is  possible  for  it  to  do,  this  cooling  may  be  confined  to  a  very  small 
extent,  and  may  be  neutralised  altogether,  if  proper  means  be  applied.  It  appears  to 
be  rather  a  difficult  matter  for  inventors  to  obtain  the  best  spirit  for  the  purposes  of 
carburetting  air,  for  we  have  seen  several  samples  of  spirit  supposed  to  be  effective 
for  such  pm-poses,  which  would  have  been  found,  if  used,  of  very  little  if  any  good, 
consisting,  as  they  did,  almost  entirely  of  a  light  paraffin  oil.  The  truth  is,  that  very 
little_  of  the  real  spirit  from  the  petroleum  comes  into  this  country,  its  exceeding 
volatility  rendering  it  a  very  dangerous  freight  for  a  ship  ;  it  might,  however,  possibly 
pay  to  have  the  petroleum  sent  over  in  its  rough  state,  and  to  distil  the  spirit  here. 
Tho  oil,  which  is  valued  as  burning  material,  could  be  distilled  afterwards,  and  it  and 
tho  pitch  remaining,  would  have  little  difficulty  in  finding  a  ready  market.  If  the' pro- 
moters of  any  one  of  the  recent  schemes  could  command  a  continuous  supply  of  the  light 
spirit  at  a  reasonable  figure,  a  great  advance  towards  success  would  be  made.  That 
very  groat  interest  is  still  taken  in  these  new  schemes  by  the  public  is  undoubted,  and 
^f^*^  one  is  not  likely  to  form  an  exception.  Meanwhile  there  is  nothing' that 
Should  bo  rcliod  upon  but  a  fair  trial  on  such  a  scale  as  shall  bo  satiefactory  to  all 
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traced  back  to  romo  e_  periods  of  antiquity,  yet  the  substantial  history  of  Z  all i 
cation  may  bo  related  in  fe^v  words.   In  various  places  and  at  diiFerent  times  ssSf 
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shores  of  the  Caspian  Sea,  and  those  of  Pietra  Mala  in  Italy  are  instances  :  but  such 
issues  have  usually  been  only  regarded  with  superstitious  dread  by  the  ignorant  p2 

Tw  ^Z^f^""^'^^^T^  ^1°°°>  to  believe  the  accounS 

that  boastful  people  have  many  centuries  ago  turned  these  natural  sources  of  in 
llammablogas  to  useful  account,  and  have  rendered  them  available  both  for  heatin„ 
and  illuminating  purposes.  Abundant  sources  of  inflammable  gas  exist  in  the  coal 
districts  of  this  country ;  and  in  some  localities,  as  at  Chat  Moss  in  Lancashire  for 
insUnce,  so  easy  is  this  gas  procurable,  that  it  is  only  necessary  to  plunge  an  iron  rod 
a  few  yards  deep  into  the  soft  peat,  and  then  on  its  withdrawal  to  insert  a  tin  tube 
in  order  to  secure  a  copious  discharge  of  gas,  which  is  evolved  in  a  continuous  stream' 
at  a  iiigh  pressure,  and  apparently  for  an  unlimited  period  of  time.  But  as  this  eaa 
consists  of  nearly  pure  light  carburotted  hydrogen,  and  contains  no  luminiferous  con- 
stituent, It  yields  scarcely  any  light  when  burnt  in  the  ordinary  manner,  and  cannot 
therefore  be  rendered  available  for  illuminating  purposes.  It  has,  however  been 
successfully  employed  as  a  source  of  heat,  and  a  jet  of  it  was  long  made  use  of  as  the 
■sole  fuel  to  heat  a  four-horse  boiler  used  for  agricultural  purposes.  As  early  as  the 
year  1659  Mr.  Thomas  Shirley  communicated  to  the  Koyal  Society  a  paper  describing 
gome  experiments  upon  an  inflammable  gas  issuing  from  a  well  near  Wigan  in  Lanca- 
shire, and  nearly  a  century  later  the  Eev.  John  Clayton,  having  noticed  the  same 
phenomenon  in  the  same  locality,  and  finding  on  digging  a  few  feet  into  the  soil,  that 
the  gas  issued  from  a  bed  of  coal,  he  was  led  to  try  whether  a  similar  gas  could  not 
be  obtained  artificially,  by  exposing  coal  to  heat  in  close  vessels.  He  succeeded  in 
obtaining  an  illuminating  gas,  and  amused  his  friends  by  collecting  it  in  bladders  and 
burning  it  from  a  hole  pricked  in  the  bladder.  The  particulars  of  these  experiments 
Mr.  Clayton  communicated  to  the  Eoyal  Society  in  the  year  1739.  But  he  does  not 
appear  to  have  thought  of  applying  his  discovery  to  any  practical  purpose  ;  and  it  was 
pot  until  1792  that  the  gas  thus  artificially  obtained  was  used  for  illumination  by 
Mr.  Murdock,  who  first  lighted  his  house  and  office  at  Eedruth  in  Cornwall,  and 
afterwards,  having  made  several  improvements  in  the  apparatus,  he  lighted  the  factory 
of  Messrs.  Boulton  and  Watt  at  Soho  about  the  year  1804,  and  in  1805  the  large 
cotton  mills  of  Messrs.  Philips  and  Lee  at  Manchester ;  those  of  Mr.  Lodge  at  Hahfax 
having  been  lighted  about  the  same  time  by  Mr.  Clegg,  a  gentleman  to  whose  energy 
and  scientific  skill  gas-lighting,  in  its  earlier  stages  especially,  is  much  indebted.  In 
the  year  1810  the  Act  of  Parliament  incorporating  the  London  and  Westminster 
Chartered  Gas-light  and  Coke  Company  was  passed,  and,  on  the  31st  of  December 
1813,  Westminster  Bridge  was  lighted  with  gas.  This  step  was  soon  followed  by  the 
introduction  of  gas  in  the  place  of  oil  in  several  of  the  chief  thoroughfares  of  the 
metropolis.  From  that  period  the  progress  of  this  branch  of  the  chemical  arts  has 
been  extremely  rapid  and  satisfactory,  so  far  at  least  as  the  extension  of  the  manu- 
facture and  the  improvement  of  the  mechanical  part  of  the  processes  are  concerned. 
Nevertheless,  although  the  methods  employed  for  the  generation  and  purification  of 
gas  have  been  rendered  more  economical,  it  can  hardly  be  said  that  the  average  of  the 
gas,  supplied  to  consumers  in  London  and  the  provincial  towns,  is  either  purer  or 
better  in  quality  than  that  furnished  in  the  earlier  years  of  the  manufacture. 

Before  proceeding  to  describe  the  actual  processes  now  employed  for  the  generation 
of  illuminating  gas,  it  will  be  advisable  to  consider  briefly  the  general  scientific  prin- 
ciples involved  in  those  processes,  and  especially  the  chemical  relations  of  the  materials 
employed  for  the  generation  and  purification  of  illuminating  gas,  together  with  the 
bearings  of  chemistry  upon  the  operations  of  generating,  purifying,  and  burning  such 
gas. 

TJie  chemistry  of  gas  manufacture. — The  chief  materials  employed  in  the  manufac- 
ture of  gas  for  illuminating  purposes  are — coal,  oil,  resin,  peat,  and  wood.  These 
materials,  though  very  dissimilar  in  appearance,  do  not  essentially  differ  from  each 
other  in  their  chemical  constituents ;  they  may  all  be  regarded  as  consisting  chiefly  of 
the  elements,  carbon,  hydrogen,  and  oxygen,  and  their  value  for  the  production  of 
illuminating  gas  increases  with  the  increase  of  the  proportion  of  hydrogen,  and  witli 
the  diminution  of  the  relative  amount  of  oxygen.  Accordingly  we  find  that  oil  and 
resin  generally  produce  gas  larger  in  volume  and  better  in  quality  than  coal,  whilst 
peat  and  wood,  owing  to  the  large  proportion  of  oxygen  which  they  contain,  are 
greatly  inferior  to  coal  for  the  purposes  of  the  gas-manufacturer.  The  relative  pro- 
portions of  carbon,  hydrogen,  and  oxygen,  in  the  organic  part  of  these  substances,  ia 
seen  from  the  following  comparisons : — 


GAS,  COAL 


541 


Cannel  (Boghead) 
Cannel  (Wigan) 
Coal  . 
Oil  . 
Eesln  . 
Peat  . 
"Wood. 


ToTPPtif.nfP  of 

PercGntngG  of 

Percentage  of 

Carbon 

Hydrogen 

•  Oxygen 

80'35 

11-21 

6-71 

■8o-96 

6-75 

8-14 

88-15 

6-26 

6-41 

•                   •  * 

78-90 

10-97 

10  lo 

79-47 

9-93 

10-59 

•  • 

60-41- 

5-57 

34-02 

t               •  • 

6000 

5-55 

44-45 

In  addition  to  the  three  essential  constituents  above  mentioned  most  of  these  mate- 
rials contain  small  and  variable  proportions  of  sulphur,  nitrogen,  and  inorganic 
matter,  the  latter  constituting,  when  the  substance  is  burnt,  what  we  term  ash.^  When 
these  substances  are  heated  to  redness,  they  undergo  decomposition,  a  considerable 
quantity  of  inflammable  gases  and  vapours  being  evolved,  whilst  a  residue,  consisting 
of  carbon,  or  of  carbon  and  ash,  remains  behind  in  the  solid  form.  When  atmospheric 
air  has  free  access  during  this  heating  operation,  the  inflammable  gases  and  vapours 
burn  with  a  more  or  less  bright  flame,  as  in  a  common  fire ;  whilst  the  carbonaceous 
tesidue  continues  afterwards  to  glow,  until  nearly  the  whole  of  the  carbon  is  consumed. 
If,  however,  the  application  of  heat  be  made  without  access  of  air,  by  inclosing  the 
materials  for  instance  in  an  iron  retort  provided  only  with  an  outlet  for  the  escape 
of  gases,  the  decomposition  goes  on  in  much  the  same  manner  as  before,  but  the 
various  products  formed,  being  no  longer  exposed  to  the  simultaneous  action  of 
atmospheric  oxygen,  do  not  undergo  combustion ;  the  inflammable  gases  and  vapours 
are  evolved  through  the  outlet  pipe  in  an  unburnt  condition,  and  the  carbonaceous 
residue  also  remains  unconsumed  in  the  retort.  Upon  cooling  the  gases  and  vapours 
thus  evolved,  the  latter  condense  more  or  less  into  liquids  which  separate  into  two 
layers,  the  lower  one  forming  a  dense  black  oily  fluid,  commonly  known  as  tar,  and 
containing  several  solid  hyc&ocarbohs  partly  in  solution  and  partly  in  suspension ; 
whilst  the  other  one  consists  chiefly  of  an  aqueous  solution  of  salts  of  ammonia,  if  the 
organic  matters  operated  upon  contained  nitrogen.  Thus  the  volatile  products  of  this 
process  of  destructive  distillation  consist  of  solids,  liquids,  and  gases.  These  consti- 
tuents may  be  thus  tabulated : — 


I.  Gaseotts. 

Name 

Hydrogen  ... 
Light  carburotted  hydrogen 
Acetylene       .  . 
Carbonic  oxide 
defiant  gas  , 
Propylene 
Butyleue .  , 
CarlDonic  acid  . 
Sulphuretted  hydrogen 
Nitrogen 


Chemical  formulas 


H 
C^H* 
C^H^' 
CO 
C'H< 
CH" 
CHS 
CO^ 
SH 
N 


K 
CO 


II.  Liquid. 

Name 

Aqueous  layer  ; — Water 
Oily  layer  :—      Bisulphide  of  carbon 
Benzol  , 
Toluol   .  . 
I,  Cumol 

Cymol      .  . 
Aniline 
Picoline  . 
Leucoline  .  . 
Carbolic  acid  (Phenol) 
Other  hydrocarbons 


)i 
t» 
» 
i> 
It 
It 


Chemical  fomulce 

.  HO 

.  CS^ 

CS^ 

.  C»^H« 

CH" 

.  C'^H" 

C'H' 

.  C"H'« 

CH'* 

.  C=»H'* 

C'»H" 

.  C'^H'N 

c«H'isr 

.  C'^H'N 

.  C'SH'N 

.  C'^H-'O' 

Cq  Hj,^.J 

*  Hero  n  moaQs  on  oven  nnmlier,  as  3, 4, 6,  &o« 
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III.  Solid. 


Nftmo 


In  aquoous  layer :— Carbonate  of  ammonia 

.1  llydrosulphato  of  sulphide  of 

ammonium  .... 
M  Sulphite  of  ammonia 

)>  Chloride  of  ammonium 

In  oily  layer :—  Paraffine  

I)  Naphthaline  .... 

))  Paranaplitlialine  (Anthracene)  . 

)>  Pyrone  

<«  Chrysono  ..... 


Ohomical  formnlic 
NH^OCO'^  2(IfH*)CO' 


NirS  +  HS 

NH^OSO* 

NH^Cl 

C=8H'» 
C'=H'« 


2(KrH<)S  +  H^s 


In  practice,  there  is  not  such  a  perfect  separation  of  the  products  as  is  represented 
in  the  above  table  :  thus  a  small  proportion  of  the  gases  dissolves  in  the  liquid  pro- 
ducts, whilst  most  of  the  liquids,  and  even  some  of  the  solids,  diffuse  thomsolves  in 
the  form  of  vapour,  to  a  certain  extent,  into  the  gases ;  and  the  solids  are  in  most 
cases  almost  completely  dissolved  in  the  liquids.  The  relative  proportions  also  in 
■which  these  products  occur  greatly  depend  upon  the  temperature  employed  in  the 
destructive  distillation,  and  the  length  of  time  during  which  the  volatile  products  are 
exposed  to  it;  a  low  temperature  and  short  exposure  favouring  the  formation  of 
solids  and  liquids,  whilst  a  higher  heat  and  longer  exposure  determine  the  production 
of  a  larger  proportion  of  gases  at  the  expense  of  the  solids  and  liquids. 

The  usual  process  of  gas-making  consists  in  exposing  coal  or  cannel  to  a  bright- 
red  heat,  in  close  vessels  of  convenient  size  and  shape,  until  all,  or  the  greater  part, 
of  the  volatile  matter  is  expelled.  Coke  is  the  material  left  in  the  retort,  and  the 
matters  volatilised  consist  of  condonsible  vapours,  and  of  permanent  gases  more  or  less 
saturated  with  these  vapours.  By  a 'simple  process  of  refrigeration  nearly  the  whole 
of  the  vapours  may  be  readily  condensed,  thus  separating  the  gases  more  or  less  per- 
fectly from  the  liquid  and  solid  products  of  the  distUlation.  But  this  preliminary 
process  of  piu'ification  leaves  the  gases  still  in  a  state  totally  unfitted  for  use  in  the 
production  of  artificial  light.  They  still  retain  constituents,  which  are  either  noxious 
in  themselves,  or  generate  noxious  compounds  when  they  are  burnt,  such  as  sulphu- 
retted hydrogen,  sulphide  of  ammonium,  carbonate  of  ammonia,  and  bisulphide  of 
carbon.  They  also  contain  carbonic  acid,  which  greatly  diminishes  the  amount  of 
light  yielded  by  the  illuminating  gases  with  which  it  is  mixed. 

Besides  these  injurious  ingredients,  which  may  be  conveniently  included  in  the  term 
impurities,  there  are  others  which  do  not  contribute  anything  to  the  illuminating 
power  of  the  mixture,  and  which  may  be  denominated  diluents.  We  can  thus  classify 
the  constituents  of  gas-coal  as  follows : — 


Illuminatils 

Dilnentg 

Impurities 

defiant  gas. 
Acetylene. 
Propylene. 
Butylene. 

Hydrocarbon  vapours  of 
the  formulae  Cn  Hn  and 

Cn  H(n_6). 

Vapours    of  hydrocar- 
bons of  the  formula 

Cn  II(n-12). 

Hydrogen. 

Light  carburetted  hydro- 
gen. _ 
Carbonic  oxide. 

Sulphuretted  hydrogen. 
Hydrosulphate  of  sulphide 

of  ammonium. 
Carbonate  of  ammonia. 
Carbonic  acid. 
Vapour  of  bisulphide  of 

carbon. 
Nitrogen. 
Oxygen. 

Aqueous  vapour. 

As  the  intelligent  manufacture  of  gas  for  illuminating  purposes  requires  a  know- 
ledge of  the  leading  properties  of  the  compounds  included  under  the  three  heads  just 
mentioned,  we  will  now  proceed  briefly  to  describe  them. 

I,  IlXUMlNANTS. 

Olcfiant  ^as.— This  gas  has  been  proved  by  Berthelot  to  exist  in  coal-gas,  and  it  is 
probably  always  a  constituent  of  the  illuminating  gases  from  resin,  oil,  peat,  and  wood. 
It  is  occasionally,  though  rarely,  met  with  in  nature,  as  a  product  of  the  action  of 
volcanic  heat  upon  coal-bearing  strati ;  it  never  occurs,  however,  in  coal  strata  under 
ordinary  circumstances,  and  no  trace  of  it  has  over  been  mot  with  amongst  the  gases 
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issuing  from  tlio  coal  strata  of  this  country,  and  -svhicli  have  been  investigated  by 
Graham,  Playfair,  and  others.  Olefiant  gas  can  be  prepared  nearly  pure  by  heating 
in  a  glass  retort  a  mixture  of  1  part  by  weight  of  alcohol,  and  6  parts  oil  of  vitriol. 
The  gas  must  bo  passed  through  solution  of  caustic  soda,  to  remove  sulphurous  and 
carbonic  acids  ^vith  which  it  is  generally  contaminated. 

Olefiant  gas  is  colourless,  and  possesses  a  pecuhar  and  sLghtly  unpleasant  odour. 
Its  specific  gravity  is  rather  less  than  that  of  atmospheric  air,  being  -9784  :  100 
cubic  inches,  at  60°  F.  and  30  inches  barometrical  pressure,  weigh  30'3418  grains. 
It  consists  of  two  volumes  of  carbon-vapour  and  four  volumes  of  hydrogen,  the  six 
volumes  being  condensed  to  two.  It  contains,  in^  given  bulk,  exactly  twice  as  much 
carbon  as  is  contained  in  light  carburetted  hydrogen.  Olefiant  gas  is  inflammable, 
but  does  not  support  combustion :  when  inflamed  as  it  issues  from  a  jet  into  the  atmo- 
sphere, it  burns  with  a  white  flame,  emitting  a  very  brilliant  light  without  smoke.  In 
burning,  it  consumes  three  times  its  volume  of  oxygen,  and  produces  twice  its  volume 
of  carbonic  acid.  Exposed  to  a  full  red  heat,  -as  in  passing  through  a  red-hot  tube,  it 
is  rapidly  decomposed,  carbon  being  deposited,  whilst  hydrogen  and  light  carburetted 
hyebogenare  produced;  exposure  to  a  full  red  heat  consequently  soon  entirely  destroys 
its  illuminating  power. 

Acetylene. — This  hydrocarbon  may  be  formed  synthetically  by  the  direct  union  of 
its  elements.  Berthelot  has  shown  that  when  the  electric  light  is  produced  between 
carbon  poles  in  an  atmosphere  of  hydrogen,  the  high  temperature  thus  produced 
determines  the  formation  of  acetylene.  Among  other  modes  of  generating  acetylene 
may  be  mentioned  the  incomplete  combustion  of  gases  and  vapours  containing  carbon 
and  hydrogen ;  the  decomposition  of  olefiant  gas,  alcohol-vapour,  or  ether-vapour,  by 
the  action  of  heat,  and  the  decomposition  of  marsh-gas  by  the  passage  of  electric 
sparks  from  an  induction-coil. 

Acetylene  is  a  colourless  transparent  gas,  of  peculiar  odour.  Its  specific  gravity  is 
0*92.  The  gas  burns  with  an  intensely  luminous  flame,  much  brighter  than  that  of 
olefiant  gas  ;  for  a  given  volume  of  acetylene  contains  the  same  bulk  of  carbon  with 
only  half  as  much  hydrogen  as  in  an  equal  volume  of  olefiant  gas.  Mixed  with 
chlorine,  acetylene  explodes,  even  in  diffused  daylight,  with  separation  of  carbon  as  a 
dense  black  smoke.  Acetylene  passed  through  a  solution  of  subchloride  of  copper 
(cuprous  chloride)  yields  a  red  precipitate,  which,  when  dried,  forms  an  amorphous 
solid  substance  that  readily  explodes  on  being  struck  with  a  hammer,  or  on  being 
suddenly  heated  to  a  temperature  a  little  higher  than  that  of  boiling  water.  See 
Acetylene. 

Propylene  and  Butylene. — The  first  of  these  highly -illuminating  constituents  of  coal- 
gas  may  be  obtained  by  passing  the  vapour  of  fusel  oil  through  a  red-hot  tube,  and 
tlie  second  by  the  electric  decomposition  of  valerate  of  potash.  Both  these  gases  are 
coloiu^less,  possess  a  light  ethereal  odour,  and  burn  with  a  brilliant  white  flame.  Like 
olefiant  gas,  they  are  rapidly  decomposed  at  a  bright  red  heat,  depositing  much  carbon, 
and  being  converted  into  the  non-illuminating  gases — hydrogen  and  light  carburetted 
hydrogen.  Propylene  consists  of  three  volumes  of  carbon-vapour,  and  six  volumes  of 
hydrogen  condensed  to  two  volumes.  It  therefore  contains,  in  a  given  volume,  one- 
half  more  carbon  than  olefiant  gas.    Its  specific  gravity  is  1-4511. 

Butylene  consists  of  four  volumes  of  carbon-vapour  and  eight  volumes  of  hydrogen, 
the  twelve  volumes  being  condensed  to  two ;  it  consequently  contains,  in  a  given 
volume,  twice  as  much  carbon  as  olefiant  gas.    Its  specific  gravity  is  1"9348. 

Vapours  of  hydrocarbons  of  the  formula  On  Hn  . — A  considerable  number  of  compounds 
having  this  formula  are  known  to  exist  in  coal-tar,  and,  as  many  of  them  are  very 
volatile,  they  must  be  diffused  as  vapours  in  coal-gas ;  but  as  they  have  not  yet  been 
successfully  disentangled  from  each  other,  no  account  of  their  individual  properties 
can  bo  given ;  they  all,  however,  contain  more  carbon,  in  a  given  volume,  than  buty- 
lene, and  must  therefore  contribute,  proportionally  to  their  volume,  a  greater  illumi- 
nating power  than  any  of  the  gaseous  hydrocarbons.  They  are  all  readily  decomposed 
at  a  bright  red  heat,  chiefly  into  airbon  and  non-illuminating  gases. 

Vapours  of  hydrocarbons  of  the  formula  C„H(n-6)-— These  consist  chiefly  of  benzol, 
toluol,  cumol,  and  cymol ;  compounds  which,  being  components  of  the  more  volatUo 
portions  of  the  tar,  difflise  themselves  into  the  gaseous  products  of  distillation,  con- 
tributing in  no  inconsiderable  degree  to  the  total  illuminating  effect  of  the  gas.  The 
composition  of  these  substances  has  been  already  given  in  the  Table ;  and  it  is  there- 
fore only  necessary  here  to  remark  that  benzol-vapour  contains,  in  a  given  volume, 
three  times  as  much  carbon  as  olefiant  gas,  whilst  the  vapours  of  toluol,  cumol  and 
cymol  contain  respectively  3^,  4J,  and,  6  times  the  amount  of  carbon  contained  in 
olefiant  gas.  Por  a  further  account  of  these  and  other  hydrocarbons,  see  Naphtha  • 
tOAL;  Destiitjctive  Distillation.  ' 

Va^aours  of  hydrocarbons  of  the  formula  On  H(n«i8,.--Tho  only  vapour  of  this 
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composition  known  to  bo  prosont  in  coal-gas  is  naplithalino,  C^oH"  (c'»H«),  -which 
although  a  solid  at  ordinary  tomporatures,  yot  omits  a  considerable  quantity  of  vapour  • 
in  foot,  Its  prosonco  occasions  to  a  great  extent  the  peculiar  odour  of  coal-gas.  ' 
■  Naphthaline  is  a  frequent  source  of  serious  annoyance  to  the  gas-manufacturer,  by 
condensing  in  the  street  mains  and  gradually  blocking  them  up,  or  so  narrowing  tiieir 
boro  as  to  prevent  the  passage  of  the  needful  supply  of  gas.  This  effect  cin  only  U 
t)roducod  when  the  gas  charged  with  naphthaline-vapour  is  allowed  to  leave  the  holder 
at  a  temperature  higlior  than  that  of  tlio  mains  througli  which  it  subsequently  flows ; 
but  as  this  cannot  always  bo  avoided,  tho  prevention  of  such  deposits  might  perhaps 
bo  best  effected  by  passing  tho  gas  over  a  largo  surface  of  coal-oil  before  it  is  led  into 
the  mains.  The  oil  would  absorb  so  mucli  of  tiie  naphthaline  as  to  prevent  any  sub- 
sequent deposition.  Tho  vapour  of  naphthaline  contains,  in  an  equal  volume,  five 
times  as  much  carbon  as  olefiant  gas.  Tho  amount  of  light  yielded  by  these  illumi- 
nating constituents  is  directly  proportionate  to  the  amount  of  carbon  contained  in  an 
equal  volume  of  each ;  taking,  therefore,  the  illuminating  power  of  olefiant  gas  as 
unity,  the  following  numbers  exhibit  the  relative  illuminating  values  of  equal  volumes 
of  tho  several  luminiferous  constituents  of  gas  : — 


Propylene  . 
Butyleno 
Amylene 
Hydride  of  amyl 
Hydride  of  li'jsy] 
Hexylene  . 


1-  5 

2-  0 
2-5 

2-  5 

3-  0 
3-0 


Benzol  .  .  30 

Toluol  ,  .  3-5 

Heptylene  .  .  3 '5 

Cumol  .  .  4-0 

Cymol  .  .  5-0 

Naphthaline  .  .  6"0 


II.  Diluents. 


Hydrogen. — This  element  constitutes  one  ninth  of  the  total  weight  of  the  waters  of 
Gur  globe,  and  with  one  or  two  unimportant  exceptions,  enters  into  the  composition  of 
all  animal  and  vegetable  substances  and  of  the  products  derived  from  them,  as  peat, 
coal,  oils,  bitumen,  &c.  It  is,  however,  very  rarely  met  with  in  nature  in  a  free  or 
tmcombined  state;  having  hitherto  only  been  thus  found  in  the  gases  emitted  from 
volcanoes. 

■  Hydrogen  gas  may  be  obtained  in  abundance  and  nearly  pure  by  passing  steam 
over  ii'on,  zinc,  and  several  other  metals,  in  a  fine  state  of  division,  at  a  full  red  heat. 
Mixed  with  carbonic  oxide  and  carbonic  acid  gases,  it  is  also  generated  in  large 
quantity  when  steam  is  passed  over  charcoal,  coke,  or  other  carbonaceous  substances 
at  a  red  heat.  In  all  these  cases  the  watery  vapour  is  decomposed,  its  hydrogen  being 
liberated,  whilst  its  oxygen  unites  with  the  metal  or  carbon,  forming  in  the  first  case 
a  solid  non-volatile  oxide,  which  encrusts  the  pure  metal,  and  soon  stops  further  action ; 
in  the  second  case  a  gaseous  oxide  of  carbon  is  generated,  and  passes  off  along  with 
the  hydrogen,  thus  leaving  the  carbon  freely  exposed  to  the  further  action  of  the 
watery  vapour.  When  carbon  is  used,  that  portion  of  the  steam  which  is  converted 
into  hydrogen  and  carbonic  oxide  yields  its  own  volume  of  each  of  these  gases  ;  and 
that  portion  which  forms  hydrogen  and  carbonic  acid  affords  its  own  volume  of  hy- 
drogen and  half  its  own  volume  of  carbonic  acid.  The  amount  of  watery  vapour 
which  undergoes  the  latter  decomposition  decreases  as  the  temperature  at  which  the 
operation  is  conducted  increases.  At  a  white  heat  scarcely  a  trace  of  carbonic  acid  is 
produced. 

Hydrogen  is  the  lightest  of  all  known  bodies,  its  specific  gravity  being  only  '0691  : 
100  cubic  inches,  at  60°  Fahr.  and  30  inches  barometric  pressure,  weigh  only  2-1371 
grains.  It  has  a  powerful  affinity  for  oxygen,  but  develops  scarcely  any  light  during 
combustion;  when,  however,  solid  substances,  such  as  lime,  magnesia,  or  platinum,  are 
held  in  the  flame  of  hydrogen,  considerable  light  is  emitted.  Burnt  in  air  or  oxygen 
gas,  it  is  entirely  converted  into  watery  vapour,  which  condenses  upon  cold  surfaces 
held  above  the  flame. 

.  ■  Light  carburetted  Hydrogen.— This  gas  consists  of  carbon  and  hydrogen  in  the  propor- 
tion of  Q  parts  by  weight  of  the  former  element  combined  with  2  parts  of  the  latter. 
Owing  to  its  being  copiously  generated  in  marshy  swampy  places,  it  is  frequently 
tcTmed- marsh  gas,  and  from  certain  considerations  relative  to  its  chemical  constitution, 
it  has  more  recently  received  the  name  of  hydride  of  methyl.  It  enters  largely  into 
the  composition  of  coal-gas,  and  is  also  a  natural  product  of  the  slow  decomposition  ot 
coal,  and  of  putrefaction  in  general.  Thus  it  occurs  in  enormous  quantities  in  the 
coal  strata,  and  bubbles  up  from  stagnant  pools  and  ditches  which  contain  putrefying 
organic  remains.  As  thus  generated,  it  is  mixed  mth  small  quantities  of  carbomc  acia 
and  nitrogen ;  it  can,  however,  bo  artificially  prepared  perfectly  pure,  but  the  processes 
need  not  be  described  hero. 


GAS,  00 At  54^ 

LiRht  carbnrotted  hydrogen  when  p.ure  is  colourless,  tasteless,  and  modorous  ;  it  is 
neutral  to  test  papers,  and  nearly  insoluble  in  water;  its  specific  gravity  is  ;5594,  and 
100  cubic  inches,  at  60°  Fahr.  and  30  inches  barometric  pressure,  weigh  17-4166 
grains  It  does  not  support  combustion  or  respiration,  but  is  inflammable,  burning 
with  a  blue,  or  slightly  yellow  flame,  yielding  scarcely  any  light.  Mixed  with  a  duo 
proportion  of  atmospheric  air  or  oxygen,  and  ignited,  it  explodes  with  great  violence  : 
the  products  of  its  combustion  are  water  and  carbonic  acid. 

When  light  carburetted  hydrogen  is  exposed  to  a  white  heat,  it  is  slowly  decomposed, 
depositing  carbon,  and  yielding  twice  its  volume  of  hydrogen. 

Carbonic  Oxide.— This  gas  consists  of  6  parts  by  weight  of  carbon,  and  8  parts- 
of  oxygen.  It  is  fojmed  when  carbon  is  consumed  in  a  limited  quantity  of  air  or 
oxygen,  and  is  also  generated,  as  stated  above,  when  steam  is  passed  over  ignited  coke 
or  charcoal,  or  when  coal-tar  and  steam  meet  in  a  red-hot  vessel.  It  is  always  a  con- 
stituent of  coal-gas. 

Carbonic  oxide  is  a  colourless  and  inodorous  gas,  rather  lighter  than  atmospheric? 
air,  and  having  exactly  the  specific  gravity  of  defiant  gas,  '9727;  it  is  very  sparingly 
soluble  in  water,  but  is  very  soluble  in  ammoniacal  solution  of  chloride  of  copper. 
Carbonic  oxide  is  inflammable,  burning  with  a  beautiful  blue  flame  almost  devoid 
of  light ;  the  product  of  its-  combustion  is  carbonic  acid.  It  is  said  to  be  very 
poisonous. 

III.  Impueities. 

Sulphuretted  Hydrogeoi. — This  gas  consists  of  sixteen  parts  of  sulphur  and  one  part 
of  hydrogen ;  it  may  be  produced  by  passing  hydrogen  along  with  the  vapour  of 
sulphur  through  a  red-hot  tube,  but  it  is  best  prepared  pure  by  decomposing  proto- 
sulphuret  of  iron  with  dilute  sulphuric  acid,  and  collecting  the  evolved  gas  at  the 
pneumatic  trough  or  over  mercury.  It  is  always  an  ingredient  in  crude  coal-,  peat-,  or 
wood-gas. 

Sulphuretted  hydrogen  is  a  colourless  gas,  of  a  very  nauseous  odour,  resembling 
tlint  of  putrid  eggs  :  its  specific  gravity  is  1-1747.  It  is  highly  inflammable,  burning 
M'ith  a  blue  flame,  destitute  of  light,  and  generating  a  large  amount  of  sulphurous  acid ; 
it  is  chiefly  this  latter  circumstance  which  renders  its  presence  in  coal-gas  objectionable. 
It  is  readily  absorbed  by  metallic  solutions,  by  hydrated  oxide  of  iron,  and  by  lime  both 
in  the  wet  and  dry  states,  and  is  easily  recognised  in  coal-gas  by  exposing  a  strip  of 
paper  impregnated  with  acetate  of  lead  to  a  stream  of  the  gas ;  if  the  paper  becomes 
discoloured,  sulphuretted  hydrogen  is  present. 

^  Hydrosulphate  of  sulphide  of  Ammonium, — This  compound  is  formed  by  the  combina- 
tion of  equal  volumes  of  ammonia  and  sulphuretted  hydrogen.  It  consists  of  14  parts  by 
weight  of  nitrogen,  15  of  hydrogen,  and  32  of  sulphur.  It  is  always  largely  produced  in 
the  manufacture  of  coal-gas,  but  is  almost  completely  condensed  and  retained  in  the 
aqueous  layer  of  liquid  products,  contributing  principally  to  the  unbearable  odour  of 
gas  liquor  ;  a  mere  trace  of  this  body  is  therefore  present  in  crude  coal-gas.  When 
quite  pure  it  is  a  colourless  crystalline  solid,  very  soluble  in  water,  and  volatile  at 
ordinary  temperatures.  Its  vapour,  when  present  in  coal-gas,  is  absorbed  and  decom- 
posed bv  hydrate  of  lime  both  in  the  wet  and  dry  states,  ammonia  being  liberated.  It 
]8  also  decomposed  by  acids,  but  in  this  case  the  ammonia  is  retained  by  the  acid,  whilst 
sulphuretted  hydrogen  is  evolved. 

Carhoniff  Acid.^ — This  gas  is  met  with  in  nature  as  a  constituent  of  atmospheric  air, 
and  is  produced  in  large  quantities  during  the  earlier  stages  of  the  formation  of  coal 
m  the  earth's  strata.  Thus,  in  the  lignite  districts  of  Germany,  it  is  copiously  evolved, 
and  meeting  mth  water  in  its  passage  to  the  surface,  it  is  absorbed,  and  forms  those 
sparkling  mineral  springs  commonly  known  as  seltzer-water. 

_  Carbonic  acid  is  also  formed  during  fermentation,  by  the  combustion  of  carbon  in 
air,  and  in  the  decomposition  of  water  by  carbon  at  a  red  heat. 

At  ordinary  temperatures  carbonic  acid  is  a  colourless  and  invisible  gas,  but  it  may 
.be  hqncfwd  by  Very  intense  cold  er  pressure.  It  consists  of  6  parts,  by  weight  of 
carbon  united  with  16  parts  of  oxygen,  and  thus  differs  from  carbonic  oxide  by  conr 
taining  twice  as  much  oxygen  as  the  latter  gas.  By  passing  carbonic  acid  over 
Jgnitcd  coke,  charcoal,  or  other  carbonaceous  matters,  it  takes  up  as  much  carbon  as 
It  already  contains,  and-becomos  converted  into  carbonic  oxide;  but  it  is  impossible 
in  this  way  to  cohvert  the  whole  of  the  carbonic  acid  into  carbonic  oxide  unless  the 
process  be  very  frequently  repeated.  Carbonic  acid  is  pungent,  acidulous,  and  soluble 
m  an  equal  bulk  of  water,  to  which  it  communicates  that  briskness  which  we  so  muclr 
nclmiro  in  soda-water ;  it  is  considerably  heavier  than  atmospheric  air,  its'  specifio 
gr.ivity  being  1-624.  Tliis  gas  is  uninflammable,  and  cannot  support  combustion  or 
■ftnimai  lift.  Its  add  properties  are  not  strongly  developed,  bub  it  unites  readily  with 
aiKaiino  bases,  forming  carbonates  :  it  is  upon  this  property  tliat  the  removal  of  car- 
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bonic  acid  from  coal-gas  depends.  On  passing  coal-gas  containing  this  acid  tlirougli 
slaked  lime  in  fine  powder,  or  through  milk  of  limo,  the  whole  of  the  carbonic  acid 
disappears,  having  united  with  the  lime.  Quick-lime,  slaked  in  such  a  manner  as  to 
be  neither  dust-diy  nor  very  perceptibly  moist,  is  most  effective  for  the  absorption  of 
high  percentages  of  carbonic  acid,  a  layer  throe  inches  in  thickness  not  allowing  a 
trace  of  the  acid  gas  to  pass  through  it. 

The  presence  oven  of  a  small  percentage  of  carbonic  acid  in  coal-gas  is  much  to  be 
deprecated,  on  account  of  the  great  loss  of  light  which  it  occasions,  1  per  cent,  of 
carbonic  acid  diminishing  the  illuminating  power  of  coal-gas  to  the  extent  of  alxjut 
6  per  cent. ;  the  addition  which  it  makes  to  the  carbonic  acid  produced  during  combus- 
tion is,  however,  too  minute  to  bo  of  any  importance. 

Carbonate  of  ammonia. — During  the  destructive  distillation  of  coal,  a  considerable 
proportion  of  the  nitrogen  contained  in  the  coal  is  converted  into  carbonate  of  am- 
monia, the  greater  part  of  which  condenses  in  the  aqueous  layer  of  liquid  products ; 
but  as  carbonate  of  ammonia  is  very  volatile,  even  at  ordinary  temperatures,  crude 
coal-gas  always  contains  a  small  quantity  of  this  compound.  It  is  a  volatile,  white, 
crystalline  solid,  very  soluble  in  water,  and  possessing  a  pungent  smell  like  ammonia. 
Its  vapour  is  decomposed  by  lime,  which  unites  with  carbonic  acid,  liberating  am- 
monia. The  presence  of  this  salt,  or  of  ammonia,  in  coal-gas  is  very  undesirable,  as  it 
corrodes  brass  fittings,  and  is  also  partially  converted  into  nitrous  acid  during  the 
combustion  of  the  gas. 

Bisulphide  of  Carbon. — This  compound  consists  of  6  parts,  by  weight,  of  carbon, 
and  . 32  parts  of  sulphur  ;  it  is  formed  whenever  sulphur  and  carbonaceous  matter  are 
brought  together  at  a  bright  red  heat,  and  therefore,  owing  to  the  presence  of  sulphur 
in  all  varieties  of  coal,  its  vapour  is  generally,  and  probably  always,  present  in  coal- 
gas.  Bisulphide  of  carbon  is  a  colourless  liquid,  of  a  most  insupportable  odour  re- 
sembling garlic ;  it  is  very  volatile,  boiling  at  108°.  It  does  not  mix  with  water, 
but  dissolves  in  alcohol  and  ether  ;  it  is  also  very  soluble  in  solution  of  caustic  soda 
or  potash  in  methylic,  ethylic,  or  amylic  alcohol.  It  is  very  inflammable,  and  generates 
during  combustion  much  sulphurous  acid ;  on  this  account  its  presence  in  coal-gas  is 
very  injurious,  and  as  there  has  hitherto  been  no  known  means  of  removing  it  on  a 
large  scale  by  any  mode  of  purification,  its  non-generation  in  the  process  of  gas- 
making  becomes  a  problem  of  great  importance.  Few  attempts  have  yet  been  made 
to  solve  this  difficulty,  but  Mr.  Wright,  the  eminent  engineer  of  the  Western  Gas 
■  Company,  has  observed  that  its  formation  is  greatly  hindered,  if  not  entirely  prevented, 
by  the  emplovment  of  a  somewhat  moderate  temperature.  In  corroboration  ot  this 
observation  it  has  frequently  been  noticed  that  the  gas  furnished  by  companies  who 
use  a  high  beat  contains  a  very  large  quantity  of  this  noxious  matenal,  whUst  gas 
generated  at  lower  temperatures,  as  for  instance,  that  produced  by  White  s  bjOio- 
carbon  process,  contains  mere  traces  of  this  compound.  Although  no  process  lor  tiio 
absorption  of  bisulphide-of-carbon  vapour  from  coal-gas  is  sufficiently  cheap  lor  em- 
ployment on  a  large  scale,  yet  advantage  might  be  taken  of  its  solubility  m  a  solution 
of  caustic  potash  in  fusel  oil  (a  by-product  in  spirit  distilleries),  or  in  methylatcci 
spirit  of  wine,  for  its  removal  from  the  gas  supplied  to  private  houses,  where  tiip 
damage  done  by  the  sulphurous  acid  is  most  annoying.  By  passing  the  gas  over  a 
considerable  surface  of  this  solution,  contained  in  a  small  pnvate  purifier,  the  bisui- 
phide-of-carbon  vapour  is  completely  removed.  i.ot,n 

A  method  of  removing  bisulphide  of  carbon  from  coal-gas  has   ^Tfw' ^'c! 
recently  suggested  by  Mr.  Vernon  Harcourt,  F.R.S.    This  chemist  "  that  ^^^^^^^ 
impure  gas  was  passed  through  an  iron  tube,  3  inches  in  "^^t^^V^^,^,^? 
turnings  and  heated  to  low  redness  for  a  length  of  about  two  f^^Mhe  amount  of 
bisulphide  of  carbon  could  be  so  far  reduced  that  the  f^,  after  purification  f^^^^^ 
sulphuretted  hydrogen,  contained  only  5  or  6,  instead  of  about  30  '^'^bic  inches  in  100 
cubic  feet    A  vet  greater  reduction  in  the  amount  of  sulphur  may  be  effected  by 
heating  tbe  gtslfter^instead  of  before,  purification,  and  then  V^^^yf\^';^^^^>,:, 
second  time.^  In  the;e  experiments  the  sulphur  of  the  ^^^"^P^^^e  of  carb^^^^^^^^ 
with  hydrogen,  perhaps  with  the  aid  of  watery  vapour,  '"^^f  ^^^^^ 
hydrogen,  which  can  be  readily  removed  by  the  ^^^inary  methods    Under  c^^^^^ 
circumstances,  it  appears  that  the  illuminating  power  of  the  gas  is  actually  incr^vsca 
by  this  process  of  heating  to  remove  the  bisulphide  of  carbon.  ,    „  ^r^nlo 
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that  bisulphide  of  carbon  is  present.  As  a  decisive  test,  60  or  60  drops  of  the  con- 
densed fluid  should  be  collected  in  a  small  test-tube,  and  a  fo-w  drops  of  pure  nitric 
acid  added :  on  heating  this  mixture  to  boiling-point  over  a  spirit  lamp,  and  then 
adding  a  drop  or  two  of  a  solution  of  chloride  of  barium,  the  liquid  will  become  more 
or  less  milky  if  bisulphide  of  carbon  has  been  present  in  the  gas.  It  is  necessary 
hero  to  remark,  that  the  absence  of  sulphuretted  hydrogen  must  be  first  ascertained 
by  the  non-colouration  of  paper  imbued  with  acetate  of  lead,  and  held  for  some  minutes 
in  a  stream  of  tlie  gas. 

Nitrogen. — This  gas  is  the  chief  constituent  of  atmospheric  air,  100  cubic  feet  of 
air  containing  rather  more  than  79  cubic  feet  of  this  gas.  It  ajso  enters  into  the 
composition  of  a  large  number  of  animal  and  vegetable  substances.  All  descriptions 
of  coal  contain  small  quantities  of  this  element.  Wlien  nitrogen  is  eliminated  from 
combination  in  contact  with  oxygen,  it  usually  takes  the  form  of  nitrous  or  nitric 
acid ;  whilst  in  contact  with  an  excess  of  hydrogen  it  generates  ammonia.  It  is  in 
this  latter  form  that  it  is  eliminated  from  coal  in  the  process  of  gas-generation. 

Nitrogen  is  a  colourless,  inodorous,  and  tasteless  gas,  of  specific  gravity  0'976.  It 
is  incombustible  under  ordinary  circumstances,  and  instantaneously  extinguishes 
biirning  bodies.  Under  certain  conditions,  however,  nitrogen  does  undergo  combus- 
tion, as  when  it  is  exposed  to  a  very  intense  heat  in  the  presence  of  oxygen.  This 
occurs,  for  instance,  when  a  small  quantity  of  nitrogen  is  added  to  a  mixture  of 
hydrogen,  with  a  somewhat  larger  proportion  of  oxygen  than  is  requisite  to  form 
water,  and  the  mixture  then  ignited  :  a  loud  explosion  takes  place,  and  a  considerable 
•quantity  of  nitric  acid  is  formed,  owing  to  combustion  of  the  nitrogen,  or  in  other 
words,  its  union  -svith  oxygen  gas.  This  formation  of  nitric  acid  possibly  occurs  also 
to  a  limited  extent  during  the  burning  of  coal-gas ;  and  as  the  temperature  roqxiired  to 
form  nitric  acid  is  very  high,  the  greater  the  volume  of  gas  consumed  from  one  biirner 
in  a  given  time,  the  greater  will  be  the  relative  quantity  of  nitric  acid  produced.  The 
formation  of  such  a  corrosive  material  as  nitric  acid  under  these  circumstances  shoAvs 
the  importance  of  preventing  the  admixture  of  the  products  of  the  combustion  of  coal- 
gas  with  the  atmosphere  of  the  apartments  in  which  it  is  consumed.  The  nitrogen 
contained  in  coal-gas  is  due  entirely  to  the  admission  of  atmospheric  air,  and  not  to 
the  elimination  of  the  nitrogen  contained  in  the  coal ;  for  this  latter  nitrogen  appears 
to  be  evolved  only  in  combination  with  hydrogen  as  ammonia.  As  nitrogen  is  incom- 
bustible, it  is  not  only  a  useless  ingredient  in  coal-gas,  but,  owing  to  its  abstracting 
heat  from  the  flame  of  such  gas,  it  causes  a  diminution  of  light,  and  is  thus  decidedly 
injurious.  The  admixture  of  this  element  ought  therefore  to  be  avoided  as  much  as 
possible. 

Oxwm.— This  element  is  always  present  in  coal-gas,  although  in  very  small  quan- 
tity if  the  manufacture  be  properly  conducted.  It  is  never  evolved  from  the  coal 
Itself  but  It  makes  its  way  into  the  gas  through  leaky  joints,  and  also  to  a  certain 
extent  through  the  water  an  which  the  holders  are  immersed.  Its  presence  is  highly 
injimous  to  the  lUuniinating  power  of  the  gas;  and  since,  when  once  introduced,  it 
cannot  bo  abstracted  by  any  practicable  means,  its  admixture  ought  to  be  carefully 
guarded  against.  ^ 

Oxygen  is  a  colourless,  invisible,  and  inodorous  gas,  very  sparingly  soluble  in  water, 
anc  which  has  hitherto  resisted  all  attempts  to  liquefy  it  by  cold  or  pressure.    It  is 

Tnn  fifti   "^'^i,  f  T^!  °^  influence  of  light,  and  constitutes  about 

one  fiftli  of  the  bulk  of  our  atmosphere.  By  far  the  largest  amount  of  oxygen,  how- 
ever, exists  m  combination  with  other  elements  ;  thus  eight  out  of  every  nine  tons  of 
water  are  pure  oxygen,  and  it  forms  at  least  one  third  of  the  total  weight  of  the 
mineral  crust  of  our  globe.  It  is  therefore  the  most  abundant  of  all  elements 
yxygen  gas  is  heavier  than  atmospheric  air ;  100  cubic  inches,  at  63°  Fahr.  and  30 
inc  les  barometric  pressure,  weighing  34-193  grains,  whilst  100  cubic  inches  of  the 
latter  weigh  only  31-0117  grains.  The  specific  gravity  of  oxygen  is  M026  It 
epiinently  supports  combustion,  all  combustible  bodies  when  introduced  into  it 
burning  much  more  vmdly  than  in  common  air;  indeed  it  is  owing  to  the  presence 
SmbuXn.'''  '^o'^^ioQ  air  possesses  the  property  of  supporting 

Mucous  Vapour.-W&ter  is  volatile  at  all  natural  temperatures,  and  therefore  its 
apour  always  exists  to  a  greater  or  less  extent  diffused  in  coal-gas.  even  asTo  wS 

r.str'""°'-  1,^^'  ^''r''^'  ^<l-^«^«  vapour  thus  presit  in  coal 

tl  is  L^K  '"""r '        ^^^^  is  saturated ;  nevertheless  the  presence  of  even 

cod  bv  KT'^T  ^^P°""  diminishes  to  a  certain  exteEt  the  light  pro 

uiicoa  by  the  combustion  of  gas.    This  effect  is  no  doubt  owine  to  thn  nr.fL«  f 

a  ZiVSr  high  temperature,  hy'^S\lonV;lTj 

caroonic  oxide,  and  carbonic  acid  gases  are  produced.  The  Dresenon  ^"•^"^"Se", 
vapour  therefore  tends  to  reduce  the  Lmbe^r  of  particles 'of  cllrbrCLglnTe'gS 


548 


GAS,  COAL 


flamo,  and  consequently  tho  light  is  diminisliod.  Tho  following  table  eliows  tlio 
maximum  porcontiigos  of  aqueous  vapour  "whicli  can  bo  present  in  gas  at  difiFeront 
temperatures.  As  a  general  rule  tho  gas  -will  contain  tho  maximum  amount  at  tho 
lowest  temperature  to  which  it  has  boon  exposed  in  its  passage  from  the  retorts  to  the 
burners : — 


Temperature 

Percontago 
of  aqueous 
vapour 

Temperature 

Porcentago 
of  aqueous 

Temperature 

Percentage 
of  uqueouB 
vapour 

0 

32  F. 

0-6 

42  F. 

09 

o 

62  F. 

1-3 

33 

0-6 

43 

0'9 

63 

1-3 

34 

0-7 

44 

1-0 

64 

1-4 

35 

0-7 

45 

1-0 

65 

1-4 

36 

0-7 

46 

1-0 

56 

1-5 

37 

0-7 

47 

1-1 

67 

1-5 

38 

0-8 

48 

1-1 

68 

1-6 

39 

0-8 

49 

1-1 

69 

1-7 

40 

0-8 

60 

1-2 

60 

1-8 

41 

0-9 

61 

1-2 

Aqueous  vapour  has  a  specific  gravity  of/6201,  and  one  cubic  foot  of  it  contains  one 
cubic  foot  of  hyd/ogen  and  half  a  cubic  foot  of  oxygen.  In  contact  with  ignited 
carbon,  or  carbonaceous  substances,  it  is  decomposed ;  producing  a  mixture  of  hydrogen, 
carbonic  oxide,  and  carbonic  acid  gases.  When  passed  over  ignited  iron,  it  yields  its 
own  volume  of  nearly  pure  hydrogen. 

Having  thus  described  the  more  important  properties  of  the  constituents  of  coal- 
gas,  we  are  now  prepared  to  discuss  the  conditions  involved  in  the  generation, 
purification,  and  combustion  of  gas. 

On  the  generation  of  illuminating  gas. — The  production  of  gas  for  illuminating  pur- 
poses whether  derived  from  coal,  peat,  wood,  or  oil,  depends,  as  we  have  seen,  upon 
a  re-arrangement  of  the  elements  composing  the  material  employed.    The  nature 
of  this  re-arrangement  is  dependent  upon  the  temperature  employed.    The  lower  the 
heat  at  which  it  can  be  effected,  the  less  the  weight  of  coke  or  carboniferous  residue  left 
in  the  retort,  and,  consequently,  the  greater  the  amount  of  carbon  remaining  combined 
with  the  hydrogen  ;  the  hydrocarbons  thus  formed  being  chiefly  solids  and  liquids. 
On  the  other  hand,  the  higher  the  temperature  employed,  the  greater  is  the  weight  of 
carbonaceous  residue,  and,  therefore,  the  smaller  is  the  amount  of  carbon  contained  in 
the  volatilised  matters,  whilst  the  proportion  of  gases  in  these  latter  becomes  larger  as 
the  temperature  increases.   By  employing  a  very  low  temperature  for  the  destructive 
distillation,  the  production  of  gas  may  be  almost  entirely  prevented,  whilst  by  the 
employment  of  a  very  high  temperature  the  three  chief  constituents  of  coal  might 
without  doubt  be  completely  converted  into  coke,  carbonic  oxide,  and  hydrogen.  Now 
the  results  produced  by  both  these  extremes  of  temperature  are  valueless  to  the  gas 
manufacturer,  and  it  is  therefore  necessary  to  employ  a  heat  sufficiently  high  to  prevent 
as  much  as  possible  the  volatile  substances  from  escaping  in  the  form  of  condensible 
vapours  but  not  high  enough  to  decompose  the  luminiferous  constituents  of  the 
evolved  eas.    If  coal  were  a  definite  and  single  chemical  compound,  and  could  be  so 
exposed  to  heat  as  to  suddenly  raise  the  temperature  of  f^ry  partide  to  a  uniform 
and  definite  degree,  it  is  highly  probable  that  the  results  of  the  distillation  would  be 
far  less  complex  than  they  are  in  the  present  mode  of  gas  manufacture ;  and  it  might 
even  be  possible  to  find  such  a  degree  of  temperature  as  would  convert  the  ^Jole  of  the 
hvcSoge?  into  one  or  more  of  the  higher  gaseous  compounds  of  carbon,  thus  gmng 
Stf  of  maximum  value  to  the  gas  manufacturer.    In  the  ordinary  P^cesses  of 
elsTaWne  where  a  charge  of  several  cwts.  of  coal,  often  in  large  lumps  is  thrown 
i2aSted  reLfc,iti8impossi      to  attain  any  such  uniform  temperature.  The 
heabTs  conducted  very  gradually  to  the  interior  of  the  mass  of  coal,  and  therefore 
•    LTfln W  the  charce  are  exposed  to  very  unequal  temperatures,  egpeciaUy 
rrreJrCsig  s'Jf  tt  S  The  natu4l  con\equence'of  these  conditions 

n  the  earlier  swgoa  products  resulting  from  excessive  temperature, 

practical  P^^o^^^^. ™. ^f/^'^f^  remarkable  results  obtained  with  Clegg's 
whole  course  of  distillation,  is  seen  iroiu  uii.        ,„„i  .„  ji,,  ti,„  inwninus  vet 

revolving  -web  retort:  a  form  of  apparatus  undoubtedly  tho  most  ingenious  jei 
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invented  for  the  production  of  gas,  and  -which,  althougli  in  its  present  form  too  com- 
plicated for  successful  practical  use,  yet  embodies,  when  we  consider  the  early  date  of 
Its  invention,  in  a  remarkable  manner,  the  true  scientific  principles  of  gas-making. 
This  retort,  of  which  a  description  will  be  found  at  p.  578,  obviated  to  a  great  extent 
the  inequality  and  uncertainty  of  temperature  in  the  ordinary  gas-retorts,  and  the 
result  was  an  increase  of  from  30  to  40  per  cent,  in  the  quantity  of  gas  produced,  the 
quality  being  also  improved,  whilst  scarcely  any  tar  was  formed. 

But  besides  the  great  influence  exercised  by  the  temperature  to  which  coal  is 
exposed  in  the  process  of  gas-making,  the  length  of  time,  during  which  the  volatile 
products  of  decomposition  are  exposed  to  that  temperature,  is  a  most  important  cir- 
cumstance as  regards  the  successful  manufacture  of  gas.  If  we  take  into  consideration 
the  behaviour  of  the  luminiferous  constituents  of  gas  when  exposed  to  a  bright  red 
heat,  and  which  has  been  described  above,  it  will  be  evident  that  a  second  most  im- 
portant condition  in  the  manufacture  of  gas  is  the  rapid  removal  of  these  luminiferous 
constituents  from  the  destructive  influence  of  the  red-hot  retort  as  soon  as  they  are 
generated :  every  second  during  which  these  gases  are  allowed  to  remain  in  their 
birthplace  diminishes  their  value  as  illuminating  agents.  The  only  method  hitherto 
employed  for  the  rapid  removal  of  the  gases  from  the  retorts  is  "White's  process,  the 
mechanical  details  of  which  are  fully  described  below.  This  process  consists 
essentially  in  transmitting  a  current  of  water-gas  through  the  retorts  in  which  coal 
or  cannel  gas  is  being  generated.  The  water-gas  is  produced  by  transmitting  steam 
through  retorts  filled  vidth  coke  or  charcoal,  and  consists  of  a  mixture  of  hydrogen, 
carbonic  oxide,  and  carbonic  acid  gases.  These  gases,  which  are  not  in  themselves 
luminiferous  on  combustion,  necessarily  become  mixed  with  the  coal  or  cannel  gas, 
and  thus  diminish  the  illuminating  power  of  the  latter  whilst  they  increase  its  volume. 
Nevertheless,  if  the  admission  of  water-gas  be  properly  managed,  the  luminiferous 
constituents  saved  from  destruction  by  their  rapid  removal  from  the  retorts,  compen- 
sate for  the  dilution  of  the  gas,  so  as  to  render  the  diluted  gas  equal  in  illuminating 
power  to  the  gas  produced  from  the  same  coal  or  cannel  in  the  ordinary  process  of 
manufacture.  When  cannels  yielding  very  highly  luminiferous  gas  are  employed,  it 
is  desirable  to  dilute  them  to  a  much  greater  extent,  and  this  can  be  easily  eifected 
by  admitting  into  the  coal-retort  a  larger  proportion  of  water-gas.  In  some  cases  the 
total  amount  of  light  yielded  by  the  gas  from  a  given  weight  of  coal  when  treated 
according  to  White's  process  is  more  than  double  that  obtained  by  the  ordinary  pro- 
cess, and  in  all  cases  the  gain  in  total  amount  of  light  is  very  large,  thus  showing  the 
importance  of  removing  the-  gases  from  the  red-hot  retorts  as  rapidly  as  possible. 
This  remark  applies  especially  to  gases  very  rich  in  luminiferous  hydrocarbons, 
because  such  gases  suffer  relatively  much  more  deterioration  than  those  containing  a 
larger  proportion  of  diluents.  In  addition  to  these  advantages,  such  a  dilution  of  rich 
cannel-gases  with  any  of  the  non-luminous  constituents,  hydrogen,  carbonic  oxide,  or 
light  carburetted  hydrogen,  increases  the  illuminating  power  of  the  gas  in  another 
way:  this  is  effected  by  their  forming  a  medium  for  the  solution  of  the  vapours  of  such 
hydrocarbons  as  exist  in  the  liquid  or  even  solid  state  at  the  ordinary  temperature  of 
the  atmosphere,  and  they  thus  enatle  us  to  convert  an  additional  quantity  of  illumi- 
nating materials  into  the  gaseous  form,  whic^^  they  retain  permanently,  unless  the 
temperature  fall  below  the  point  of  saturation.  The  gain  in  illuminating  power 
which  is  thus  obtained  will  be  perhaps  better  seen  from  the  following  example  :— 
Suppose  100  cubic  inches  of  olefiant  gas  were  allowed  to  saturate  itself  with  the 
vapour  of  a  volatile  hydrocarbon,  containing  three  times  as  much  carbon  in  a  given 
volume  of  its  vapour  as  that  contained  in  an  equal  volume  of  olefiant  gas,  and  that  it 
took  up  pr  dissolved  3  cubic  inches  of  this  vapour  ;  then,  if  we  express  the  value  of 
1  cubic  inch  of  olefiant  gas  by  unity,  the  illuminating  power  of  the  103  cubic  inches 
of  the  mixture  of  olefiant  gas  and  hydrocarbon-vapour  will  be  109.  Now  if  we  mix 
these  103  cubic  inches  with  100  cubic  inches  of  hydrogen,  the  mixture  will  be  able  to 
take  up  an  additional  3  cubic  inches  of  hydrocarbon-vapour,  and  the  illuminating 
power  of  the  206  cubic  inches  will  then  become  118  ;  thus  the  hydrogen  produces  a 
gain  in  illuminating  power  equal  to  9  cubic  inches  of  olefiant  gas,  or  nearly  4-5  per 
cent,  upon  the  volume  of  mixed  gases.  When  we  consider  that  coal-naphtha  contains 
hydrocarbons  of  great  volatility,  and  that  these  are  the  surplus  remaining  after  the 
saturation  of  the  gas  from  which  they  are  condensed,  the  importance  of  this  function 
ot  the  non-iUuminating  class  of  combustible  gases  will  be  sufiiciently  evident.  It  may 
ftore  be  remarked  that  incombustible  gases  could  not  bo  employed  for  this  purpose 
since  their  cooling  influence  upon  the  flamo  during  the  subsequent  burning  of  the 
fiiminish  the  light  to  a  greater  extent  than  the  hydrocarbon- vapour  could 

V0?W  r)orfl°r^^  '!U  ^^i^'^T  "on-illuminating  gases,  forming  the  class  of  diluents, 
vouia  porfonji.both  the  offices  here  assigned  to  them  perfectly  well,  and  thoyefore  wq 
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liiivo  as  yet  Boon  no  reason  for  piving  our  proforonco  in  favour  of  any  one  of  theso 
diluonts  ;  if,  howovor,  we  study  their  behaviour  during  combustion,  wo  shall  find  that 
where  tho  gas  is  to  bo  used  for  illuminating  purposes,  hydrogon  Ims  qualities  which 
give  it  a  very  decided  preference  over  tho  other  two.  Whou  gas  is  used  for  lighting 
tho  interior  of  public  buildings  and  private  houses,  it  is  very  desirable  that  it  should 
dotorioi-ato  the  air  as  littlo  as  possible,  or,  in  other  words,  it  should  consume  as  small 
a  quantity  of  oxygen  and  generate  as  littlo  carbonic  iicid  as  possible.  Tho  opprossivo 
lioat  which  is  so  Iroquently  felt  in  apartments  lighted  with  gas  also  shows  the  advan- 
tage of  tho  gas  generating  a  minimum  amount  of  heat. 

•  Tho  following  is  a  comparison  of  tho  properties  of  the  three  non-iUuminating  gases 
in  reforenco  to  tho  points  just  mentioned : —  j       •   v  , 

Ono  cubic  foot  of  light  carburetted  hydrogon,  at  60°  Fahr.  and  30  inches  baro- 
metrical pressure,  consumes  2  cubic  feet  of  oxygen  during  its  combustion,  and 
generates  1  cubic  foot  of  carbonic  acid,  yielding  a  quantity  of  heat  capable  of  heating 
5  lbs.  14  oz.  of  water  from  32°  to  212°,  or  causing  a  rise  of  temperature  from  60°  to 
80°-8  in  a  room  containing  2,500  cubic  feet  of  air. 

Ono  cubic  foot  of  carbonic  oxide,  at  tho  same  temperature  and  pressure,  consumes, 
during  combustion,  i  a  cubic  foot  of  oxygen,  generates  1  cubic  foot  of  carbonic  acid 
and  affords  heat  capable  of  raising  the  temperature  of  1  lb.  14  oz.  of  water  from  32° 
to  212°  or  that  of  2,600  cubic  feet  of  air  from  60°  to  66  -6. 

One  cubic  foot  of  hydrogen,  at  tho  samo  temperature  and  pressure,  consumes  i  a 
cubic  foot  of  oxygen,  generates  no  carbonic  acid,  and  yields  heat  capable  of  raising 
SJe  temperature^of  1  lb.  13  oz.  of  water  from  32°  to  212°.  or  that  of  2,600  cubic  feet 
of  air  from  60°  to  66°-4.  ^,    ^  .  ^-  vi 

This  comparison  shows  that  light  carburetted  hydrogen  is  very  objectionable  as  a 
diluent  not  only  on  account  of  the  carbonic  acid  which  it  generates,  but  also  by  reason 
of  tho  'very  large  quantity  of  oxygen  which  it  consumes  and  the  very  great  amount 
of  heat  which,  in  relation  to  its  volume,  it  evolves  on  combustion;  the  consumption  of 
oxygon  being  four  times,  and  tho  absolute  thermal  effect  more  than  three  times  as 
ereat  as  that  of  either  of  the  other  gases.  r     v    •      •  i 

The  Quantity  of  heat  evolved  by  the  combustion  of  equal  volumes  of  carbonic  oxide 
and  hydrogen  is  nearly,  and  the  amount  of  oxygen  consumed  quite,  the  same ;  but 
Sie  caSonic  acid  evolved  from  the  first  gives  a  decided  preference  to  hydrogen  as  the 

Ime  comparison  also  shows  that  when  the  gas  is  to  be  used  for  heating  pur- 
poses! anTtiie  products  of  combustion  are  carried  away,  light  carburetted  hydrogen 

Shxtn^mfntf  rDulong  on  the  absolute  thermal  effects  of  hydrogen,  light 
car?uretterhyrogen.  and  carbonic  oxide  are  taken  as  the  basis  of  the  foregoing  c^l- 
culations.   Dulong  found  that—  ,^„.-.,o-c 
1  lb.  of  hydrogen  raised  the  temperature  of  1  lb.  of  water  through  62,471^  F. 

1  1  lb.  of  carbonic  oxide  „  »  "  <)±'o±±o  p 

1  lb.  of  light  carburetted  hydrogen  i>  » 

These  considerations  indicate  the  objects  that  should  chiefly,  be  regarded  in  the 
,Jov2ng  XStment  of  the  manufacture  of  gas  for  illuminating  purposes.  They 

'''\7t  The  extraction  of  the  largest  possible  amount  of  iUuminatlng  compounds  from 

gas  reqiured  ^  obtain  a  certoin  am        ^  ^^^ion  of  hydrogen  amongst  the  non- 

3rd.  The  presence  ^"'^^gjon  of  light  carburetted  hydrogen,  and  carbonic 

SnSTs  r~he  l"^^^^  of  holt  and  atmospheric  deterioration  m  the 

apartnients  in  which  .^^^^^^^o  W  the  gas-stokers,  and  to  the  temporarily 

For  some  timo  pre^^ous  to  f  ^  ^truie  °i        B     ,  ingenious  persons  were 

diminished  ill--i-ti°n  ^hic^^^^^  ^nd  the 

Inisy  with  ondeavours^to  ^^PJ^J^  ^  ir  labours  more  attention  than  these 
strike  had  tho  good  effect  ot  ^"racung  methods  wore 

would  otherwise  f^?  process  of  Messrs. 

brought  prommontly  before  ffP^  Qas  Generator  Company,  and  the  other  being 
r pro^^fs  "^^''AS'S^^s^^oX^^^  in  Uie  New^  ols  Compiny.  See  G.s. 
'""'Ihe  method  of  Messrs.  Portor  and  Lane  consists  essentially  in  an  improved  arrange- 
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.v,»r.f  tha  vAtr,vtM  hv  whicli  the  distillatioD  of  coal  is  greatly  facilitated.  It  has  now 
been  eier^enSy'u  S  upon  a  working  scale,  in  the  manufactory  of  the  Charged 
£  CoTm^y  S  and  is  established  on  a  larger  scale  at  their 

SnoiS^Srat  Beckton.  Instead  of  the  usual  horizontal  retorts,  which  are 
cteed  anZmptJd  w^^^^  great  difficulty  by  severe  labour.  Messrs  Porter  and  Lane 
SriertiS  reports,  within  which  a  screw,  with  an  oblique  blade,  slowly  revolves  on 

veSl  axis  The  coal  is  placed  in  a  chamber  or  hopper  above,- and  trickles  down 
into  the  retort'as  room  is  made  for  it  by  the  subsidence  of  that  which  is-  below  The 
apparatus  is,  therefore,  self-feeding,  and  onlyTequires  that  the  hopper  should  be  sup- 
pUed  at  proper  intervals  by  easy  labour,  such  as  can  be  done  by  anyone  who  can 
Lndle  a  spade  and  a  barrow.  The  revolution  of  the  screw  keeps  a  spiral  line  of  coal 
in  constant  contact  with  the  inner  side  of  the  retort ;  and  the  intervals  between  the 
turns  of  the  blade  aUow  room  for  the  disengagement  of  the  gas.  By  the  time  the  coa 
reaches  the  bottom  of  the  screw  it  is  exhausted,  and  it  falls  as  coke  into  a  vertical 
chamber  below,  which  is  continuous  vrith  the  retort,  but  beneath  the  furnace,  and  m 
which  it  is  instantly  quenched.  The  coko-cliamber  can  be  emptied  by  one  man,  as 
often  as  necessary,  in  one  minute ;  and  the  whole  process  requires  scarcely  any  inter- 
ference from  those  in  charge  of  it.  By  est..blishing  a  proper  relation  between  the 
length  of  the  screw,  the  speed  of  its  rotation,  and  the  heat  of  the  furnace,  the  distil- 
lation of  the  coal  can  be  carried  exactly  to  the  most  desirable  point,  so  as  to  obtain 
from  it  all  the  gas  it  can  yield,  afad  to  stop  sliort  of  the  evolution  of  a  variety  of 
noxious  products.  In  the  horizontal  retorts  the  outer  crust  of  the  mass  of  enclosed 
coal  becomes  over-burnt  long  before  the  inner  portion  is  exhausted,  and  m  this  way 
many  sulphur  compounds  are  produced,  even  although  the  charge,  as  a  whole,  is  with- 
drawn flaming  and  manifestly  unexhausted.  In  Porter  and  Lane's  process,  on  the 
contrary,  the  charge  falls  out  bit  by  bit  in  a  glowing  condition,  and  yields  a  coke 
which  is  said  to  be  much  better  adapted  for  household  purposes  than  that  ordinarily 
made.  It  is  said  to  be  lighter  and  more  spongy  in  texture,  and  to  kindle  readily 
when  placed  on  a  common  fire ;  but  it  burns  out  with  great  rapidity. 

The  results  hitherto  obtained  by  this  method  at  the  works  of  the  Chartered  Gas 
Company  seem  to  show  a  constantly-increased  production  of  gas  to  the  extent  of  2,000 
cubic  feet  for  each  ton  of  coal,  and  also  an  increased  production  of  coke.  Moreover, 
the  division  and  distribution  of  coal  by  the  screw  exposes  it  so  completely  to  the  action 
of  heat  that  the  retorts  may  bo  kept  at  a  lower  temperature  than  in  the  ordinary 
method,  and  thus  the  life  of  each  retort  will  be  proportionately  prolonged.  Tlio 
saving  of  labour,  of  course,  speaks  for  itself;  and  the  quality  of  the  gas,  especially 
with  reference  to  the  presence  of  sulphur-compounds,  is  very  superior  to  that  made 
in  the  usual  way.  The  retorts  remain  free  from  carbonaceous  deposit,  and  their 
vertical  arrangement  has  admitted  of  improvement  in  the  furnace,  by  which  a  con- 
siderable saving  in  repairs,  fuel,  and  labour  is  effected. 

■  The  following  remarks  on  the  manufacture  of  gas  for  illuminating  purposes  are 
mainly  derived  from  a  paper  read  by  Mr.  Thomas  Wills  before  the  Society  of  Arts. 
After  a  few  remarks  on  the  constitution  of  wood,  lignite,  and  coal,  and  the  products 
of  their  gradual  resolution  into  simpler  compounds,  their  more  rapid  decomposition  by 
heat  was  illustrated  by  tlie  following  table,  showing  the  proportion  of  hydrogen  and 
carbon  in  coal-gas  as  distilled  at  different  temperatures,  the  hydrogen  being  maintained 
constant : — 


Tcmporatnro 

Hydrogen 

Cai-bon 

Name  of  gas 

Dull  red  heat  . 

100 

614 

Principally  olefiant  gas  (C0H4). 

Red  heat  . 

100 

680 

Bright  red  heat 

100 

472 

defiant  gas  (CjH^)  mixed  witli  marsh 

White  heat 

gas  (CHJ. 

100 

325 

Marsh  gas  (CH4). 

Continued  white  heat 

100 

7 

Nearly  pure  hydrogen,  carbon  deposited. 

The  number  of  well-known  intermediate  products  obtained  during  the  destructive 
distillation  of  coal  is  very  large,  and  coal-gas  itself  not  only  contains  certain  perma- 
nent gases,  but  also  a  largo  quantity  of  the  vapours  of  volatile  liydrocarbons.  which 
•contribute  in  no  small  degree  to  its  luminosity.  Still,  the  greater  bulk  of  the  gas  is 
composed  of  hydrogen,  the  flame  of  which  is  wthout  any  light-giving  properties 
,  whatever,  and  marsh  gas,  a  gas  possessing  the  least  light-giving  power  of  any 
hydrocarbon,  as  it  contains  the  isroaUest  proportion  of  carbpn  to  the  largest  of^ 
■hydrogen,  ^ 
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Average  Composition  of  Coal- Gas  supplied  hy  the  following  Companies 


Illuminating  hydrocarbons 
Marsh  gas. 

Hydrogen  .  .  .  . 
Carbonic  oxido  , 

Carbonic  acid   .  .  . 

Nitrogen  .       .  .  . 

Oxygon    ,      .  ,  . 


Groat  Central 

Imperial 

Chartered 

• 

3-56 

o  u  # 

o  uo 

35-28 

40  66 

35-26 

4')1'24 

41-15 

• 

7-40 

8-02 

8-95 

0-28 

{)-29 

1'80 

5-01 

0-38 

« 

0-44 

,  1-20 

0-08 

100-00 

100-00 

100-00 

Thoro  can  be  no  question  that  a  great  advance  in  the  manufacture  of  coal-gas  would 
be  made  if,  by  any  means,  applied  either  with  primary  distillation  of  the  coal  or  to  the 
gas  after  its  production,  whereby  the  amount  of  acetylene  (C^H'')  or  of  olofiant  gas 
(C-H-*)  could  be  increased;  for  defiant  gas  contains,  in  a  given  bulk,  just  twice  as 
much  carbon  as  marsh  gas,  and  acetylene  a  still  larger  quantity.  The  value  of  this 
increase  is  not  to  be  measured  only  by  the  increased  quantity  of  carbon  contained  in  a 
given  bulk  of  ■  gas,  for  a  small  portion  of  either  of  the  above  compounds,  diffused 
through  a  non-illuminating  gas,  is  much  more  than  equivalent  to  a  similar  quantity 
of  carbon  combined  in  some  less  condensed  compound.  An  illustration  of  this  occurs 
in  tlie  case  of  marsh  gas.  If  marsh  gas,  possessing,  it  will  be  remembered,  only  a 
small  amount  of  luminosity,  be  decomposed,  either  by  its  passage  through  &  heated 
tube,  or  by  the  electric  spark,  the  carbon  it  contains  will  bo  deposited,  while  tlie 
amount  of  hydrogen  set  free  will  occupy  double  the  volume  of  the  original  gas.  Yet 
the  flame  of  this  nearly  pure  hydrogen  will  be  found  to  possess  a  greater  luminosity 
than  the  flame  of  the  original  marsh  gas,  although  it  has  lost  nearly  the  whole  of 
its  light-giving  material,  accounted  for  by  the  presence  of  a  very  small  quantity  of 
acetylene,  produced  during  the  decomposition. 

In  1871  a  patent  was  taken  out  for  '  Improvements  in  the  manufacture  and  piuri- 
fication  of  gas,  and  in  certain  parts  of  the  apparatus  employed  therein.'  This  process 
is  carried  out  by  distilling  the  coal  at  a  much  lower  temperature  than  usual — in  the 
original  scheme  from  600°  to  1,000°  Fah.  is  mentioned,  but  in  practice  from  1,300°  to 
1,400°  Fahr.  will  probably  be  employed  ;  at  this  temperature,  from  a  ton  of  gas-coal 
alDout  8,500  cubic  feet  of  gas  are  obtained,  together  with  a  greater  than  ordinary  yield 
of  tar  and  oil :  this  tar  is  condensed,  by  special  means  employed  for  securing  a  gi-eater 
rapidity  in  the  process,  and  collected  as  free  from  water  as  possible,  with  a  view  to  its 
being  re-distilled  in  a  separate  and  peculiar  retort. 

The  following  are  some  of  the  more  important  points  brought  out  by  examination 
of  this  process  by  Messrs,  Keates  and  Odling.  The  highest  yield  of  gas  obtained 
directly  from  the  coal  was  9,775  cubic  feet,  the  temperature  of  distillation  being 
between  1,300°  and  1,400°  Fahr.  The  quantity  of  oil  and  tar  obtained  from  one  ton 
of  coal  varied  considerably  with  the  nature  of  the  coal  used ;  thus,  Silkstone  coal-gas 
16-4  gallons  of  tar  and  oil  per  ton,  Clay  Cross  main  11-9  gallons,  and  Pelawmain  13  9 
gallons,  or  a  mean  of  14  gallons.  The  highest  yield  of  gas  which  was  obtained  by  the 
continued  distillation  and  redistillation  of  the  oily  tar  was  29  cubic  feet  per  gallon. 
The  mean  lighting  power  of  the  gas  produced  from  coal  was  23-0  candles,  and  of  that 
obtained  from  the  tar  25-0  candles.  The  quantity  of  coke  used  to  maintain  the  heat 
in  the  various  parts  of  the  apparatus  was  about  33  per  cent,  of  that  produced,  and 
in  the  event  of  the  distillation  being  repeated  until  complete  separation  into  pitch 
and  vaporisable  matters  takes  place,  this  amount  would  be  much  exceeded.  It  is  a 
generally-accepted  fact  that  the  quicker  coal  be  carbonised  in  gas-making,  provided  it 
bo  done  effectually,  the  more  successful  will  be  the  operation.  A  plan  for  effecting 
this  has  recently  been  brought  forward,  the  principle  of  which  is  as  follows :— The 
retort  in  this  case  is  set  in  a  vertical  position,  and  through  its  centre  revolves  a  broad 
and  somewhat  deep  screw,  placed  together  in  sections,  the  thread  of  which  is  placed  at 
an  angle  of  45°,  and  which  comes  nearly  into  contact  with  the  sides  of  the  retort 
Through  a  nipple  at  the  top,  coal  is  supplied,  in  pieces  of  small  but  regular  size ;  the 
inclination  of  the  thread  of  the  screw  impels  the  pieces  against  the  heated  sides,  where 
comparatively  rapid  carbonisation  takes  place,  and  the  rate  of  revolution  of  the  s5rew 
is  so  regulated,  that  by  the  time  the  fuel  has  araived  at  the  bottom  of  the  retort  tlio 
process  is  complete,  and  coke  of  a  somewhat  inferior  quality  is  discharged  into  ft 
suitable  receptacle.    The  yield  of  gas  is  greater  by  this  means,  a«d  of  higher  ?llumi- 
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^.    »„,«„nf  nf  tar  beine  correspondingly  less ;  the  diffiexilties  in  this  case 


Coal  carbonised 

Quantity  of  Gas  obtained 

Uluminating  power  of  Gas 

Amount  of  Tar 

ton 
1 
1 
J 

11,040 
10,160 
12,000 

£andles 
16 
17 
16 

gallons 
85 

The  fact  of  the  existence  of  a  large  number  of  hydrocarbons  of  great  volatihty,  the 
vapours  of  which,  when  ignited,  burn  with  exceedingly  luminous  flame  has  been  a 
very  great  incentive  with  inventors  to  produce  some  scheme  whereby  these  vapours 
mieht  be  used  to  confer  luminosity  upon  a  combustible  non-luminous  gas,  ov 
further  inflammability,  coupled  with  luminosity,  upon  a  non-combustible  and  negative 

^^Another  process  which  has  claimed  some  attention  is  that  of  Dr.  Eveleigh,  which 
has  been  used  by  the  Patent  Gas  Company,  and  investigated,  and  reported  on,  by 
Dr.  Odling and  ]VIr.  Keates.  ,   .        .   .    r.  ,  j- 

The  process  consists  in  the  distillation  of  coal  in  iron  retorts  of  double  the  ordinary 
capacity,  at  a  lower  temperature  than  that  usually  employed..  A  smaller  yield  of  gas 
is  thus  procured  of  comparatively  high  lighting  power,  together  with  a  certain  quantity 
of  oily  tar,  which  is  subsequently  submitted  to  destructive  distillation  m  a  peculiarly- 
constructed  apparatus,  in  which  the  oil  suffers  a  partial  conversion  into  permanent  gas. 
These  two  processes  are,  in  practice,  carried  on  simultaneously,  the  resulting  gases 
mixing  during  their  passage  to  the  holder.  The  combined  result  of  the  distillation 
of  the  coal  and  oil  by  this  method  gives  a  larger  yield  of  gas  per  ton  of  coal,  it  is  of 
considerably  higher  lighting  power,  and  is  comparatively  free  from  sulphur-com- 
pounds. 

The  apparatus  used  for  the  distillation  of  the  oil  consists  of  three  vessels  placed  at 
increasing  distances  from  the  source  of  heat.  The  oil  flows  into  that  having  the 
lowest  temperature  (about  900°  F.),  where  the  fixed  portion  of  the  Oil  remains  as 
pitch,  while  the  more  volatile  vapour,  after  becoming  further  heated  by  passing  through 
the  second  chamber,  enters  the  last  or  hottest  vessel.  This  is  an  iron  pan  filled  with 
charcoal,  and  heated  to  about  1,300°  F.  The  highly-heated  vapour  of  the  oil,  during 
its  passage  through  the  incandescent  charcoal,  is  partially  converted  into  permanent 
gas.  This  gas,  after  leaving  the  oil-still,  enters  a  tank  containing  a  little  water, 
through  which  it  passes,  in  order  to  condense  any  undecomposed  oil :  it  is  then  con- 
ducted along  a  pipe,  where  it  meets  with  the  gas  from  the  coal,  the  mixture  going 
through  the  purifiers  to  the  holder  in  the  usual  way. 

The  highest  yield  of  gas  obtained  by  this  method  from  ordinary  Norfolk  Silkstohe 
«oal,  during  the  experiments  of  Mr.  Keates  and  Dr.  Odling,  was  10,500  cubic  feet  of 
25-candle  gas  to  the  ton,  the  sulphur  being  as  low  as  6  grains  per  100  cubic  feet. 
This  is  certainly  a  striking  result,  as  compared  with  the  ordinary  yield  of  the  sarnie 
coal,  which  is  about  9,300  feet  of  14-candle  gas,  frequently  containing  over  30  grains 
of  sulphur  per  100  feet. 

Although  it  has  been  proved  possible  to  obtain  the  above  favourable  result  Ly  Tfr. 
Eveleigh's  process,  it  is  to  be  feared  that  the  extra  amount  of  plant,  labour,  and  fuel 
required,  necessitates  such  increased  expenditure  as  to  more  than  compensate  for  the 
increased  yield. 

On  the  purification  of  illuminating  gas. — If  we  except  the  insignificant  quantities  of 
■nitrogen  and  oxygen,  which  become  mixed  with  illuminating  gas  through  imperfections 
in  the  joints  of  the  apparatus  employed,  and  by  the  transferring  power  of  the  water 
■of  the  gasholder,  all  impurities  arise  from  the  presence  of  the  three  elements  sulphi^, 
oxygen,  and  nitrogen  in  the  generating  material  used. 

The  sulphur,  uniting  with  portions  of  the  hydrogen  and  carbon  of  the  coal,  gene- 
rates, with  the  first-named  element,  sulphuretted  hydrogen,  and  with  the  second, 
bisulphide  of  carbon.  It  is  also  probable  that  volatile  organic  compounds  of  sulphiir 
are  produced  by  the  union  of  this  element  with  carbon  and  hydrogen  simultaneously, 
although  we  have  as  yet  no  positive  evidence  of  their  presence  in  illuminating  gas. 
.  The  oxygen,  uniting  with  another  portion  of  carbon,  forms  carbonic  acid,  whilst  the 
nitrogen  unites  with  hydrogen  to  form  ammonia,  which,  by  combination  with  sul- 
phuretted hydrogen,  produces  hydrosulphate  of  sulphide  of  ammonium,  and,  with 
carbonic  acid  and  water,  carbonate  of  ammonia.  With  the  exception  of  bisulphide  of 
carbon  and  the  organic  sulphur-compounds  juBt  mentioned,  the  lemoval  of  all  these 
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impurities  is  not  difiScult.  Slakod  lime,  oitlior  in  tho  form  of  moist  powder,  or  sub- 
poudod  in  water  us  millc  of  lime,  absorbs  the  whole  of  tliom ;  wliijst  it  lias  no  per- 
coptiblo  effect  upon  tho  other  constituents  of  tlio  gus.  By  tliis  procows  of  purification 
tho  sulphurottod  hydrogen  and  caustic  lime  are  converted  into  sulphide  of  calcium 
and  water ;  tho  former  being  non-volatile,  does  not  mix  with  the  gas.  Hydrosulphate 
of  sulphide  of  ammonium  is  in  like  manner  converted  into  sulphide  of  calcium,  wattr, 
and  ammonia:  part  of  tho  latter- is  retained  by  tho  moisture  present  in  tho  purifying 
material,  but  tho  remainder  mixes  -with  the  gas,  from  which,  however,  it  can  Ijo 
removed  by  contact  with  a  largo  surface  of  water.  Carbonic  acid  unites  with  caustic 
lime  witli  groat  energy,  forming  carbonate  of  lime,  a  perfectly  non-volatile  material ; 
and  thus  tho  acid  gas  is  effectually  retained.  Carbonate  of  ammonia  is  under  simibir 
circumstances  decomposed,  carbonate  of  lime  being  formed  and  amnionia  liberated ; 
the  last,  as  before,  being  only  partially  retained  by  the  moisture  present,  and  requiring, 
when  '  dry  lime '  is  used,  a  subsequent  application  of  water  for  its  complete  removal, 
Although  in  tho  wet-lime  purifying  process  a  given  weight  of  lime  can  remove  a 
much  larger  volume  of  impurities,  yet  the  dry-lime  process  possesses  so  many  mani- 
pulatory advantages  that  it  is  now  all  but  universally  employed  where  lime  is  used  as 
the  purifying  agent.  Tho  maximum  amount  of  sulphuretted  hydrogen  or  of  carbonic 
acid  which  can  bo  absorbed  by  1  lb.  of  quick-lime,  in  the  so-called  dry  and  wot  statos 
respectively,  is  seen  from  tho  following  table : — 

Cubic  foet  of  Cnblc  foot  of 

Sulphuretted  hydrogen     Oarbonlo  acid 
1  lb.  of  quick-lime  used  as  dry  lime  absorbs     .     6'78     .       .  3"39 
1  lb.  of  qxiick-lime  used  as  wet  lime  absorbs     .     8  78     .       .  6'78 

In  practice,  however,  the  absorption  actually  effected  is,  even  under  the  most 
favourable  circumstances,  considerably'  less  than  here  indicated.    As  a  substitute  for 
lime  in  the  purification  of  gas  a  mixture  of  hydrated  peroxide  of  iron  and  sulphate  of 
lime  has  lately  come  into  extensive  use.    This  material  is  prepared  in  the  first  place 
by  mixing  slaked  lime  with  hydrated  peroxide'  of  iron,  the  composition  being  rendered 
more  porous  by  the  addition  of  a  certain  proportion  of  sawdust.    This  mixture  is 
now  in  a  condition  to  remove  those  impurities  from  coal-gas  which  are  abstracted  by 
lime.  The  peroxide  of  iron  absorbs  sulphuretted  hydi-ogen  and  sulphide  of  ammonium, 
and  becomes  converted  into  sulphide  of  iron.   The  slaked  lime  absorbs  carbonic  acid 
and  carbonate  of  ammonia  until  it  is  converted  into  subcarbonato  of  lime.    When  the 
absorbing  powers  of  the  mixture  are  nearly  exhausted,  the  covers  of  the  purifiers  are 
removed  and  the  mixture  is  exposed  to  the  air.    The  following  change  is  then  said  to 
take  place.    The  sulphide  of  iron  rapidly  absorbs  oxygen  and  becomes  converted  first 
into  sulphate  of  protoxide  of  iron  and  finally  into  sulphate  of  peroxide,  which  latter  is 
decomposed  by  the  carbonate  of  lime,  carbonic  acid  being  evolved  as  gas,  whilst  sul- 
phate of  lime  and  peroxide  of  iron  are  produced ;  the  mixture  is  thus  again  rendered 
available  for  the  process  of  purification  ;  the  peroxide  of  iron  acts  as  before,  but  iu 
the  place  of  quick-lime  we  have  now  sulphate  of  lime,  which  is  quite  effectual  for  the 
removal  of  carbonate  of  ammonia,  with  which  it  forms  carbonate  of  lime  and  sulphate 
of  ammonia  ;  but  the  mixture  is  incapable  of  removing  free  carbonic  acid,  and  it  is 
therefore  necessary  to  provide  a  separate  dry-lime  purifier  for  the  removal  of  this  gas. 
When  the  purifying  material  is  again  saturated  -with  the  noxious  gases,  another 
exposure  to  atmospheric  oxygen  restores  it  again  to  its  active  condition,  the  only 
permanent  effect  upon  it  being  the  accumulation  of  sulphate  of  ammonia  within  its 
pores.    If  this  latter  salt  be  occasionally  dissolved  out  vnth  water,  the  mixture  may 
be  used  over  and  over  again  to  an  almost  unlimited  extent.    It  has  been  found  that 
this  process  can  be  much  simplified ;  and  Mr.  Hills,  who  has  brought  gas-purification 
to  great  perfection,  recommends  that  hydrated  peroxide  of  iron  should  be  merely 
mixed  with  a  considerable  bulk  of  sawdust  and  placed  in  the  purifiers.    After  the  gas 
has  passed  through  this  mixture  for  18  hours,  it  is  shut  off  and  replaced  by  a  current 
■  of  air  forced  through  by  a  fanner  for  3  hours.    The  sulphide  of  iron  is  thus  oxidiseci, 
sulphur  being  separated  and  hydrated  peroxide  of  iron  regenerated ;  and  the  puntying 
material  being  now  revivified,  the  gas  may  be  passed  through  it  again  as  belore  i" 


this  way  it  is  only  found  necessary  to  remove  the  material  once  a  month  in  order  to 
separate  the  lowest  stratum  of  about  an  inch  in  thickness,  which  has  become  clogged 
up  with  tar.  A  proportional  quantity  of  fresh  mixture  of  hydrated  peroxide  of  iron 
and  sawdust  having  been  added,  tho  whole  is  again  returned  to  the  purifier.  It  is 
difficult  to  conceive  a  more  simple  and  inexpensive  process  of  purification  than  this. 
It  does  not,  however,  remove  carbonic  acid.  Several  other  materials  h-'^^e  ^^Hf 
posed  for  the  separation  of  sulphuretted  hydrogen  from  coal-gas  such  as  sulphate  ot 
;  lead,  and  chloride  of  manganese,  but  they  possess  no  peculiar  advantages,  and  have 
never  boDh  oxtonsivoly  adopted,  -        .      ■   -     •  •    -      •  • 
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It  has  boon  alr.dy  -^j^"  X 
bopic_  acid  ^^l^^cJ^-^^Y^^^^J  ZTous1uantitie8  of  bisulphide  of  carbon  and  probably 
exist  in  coal-gas  as  impunities  v^^^  sulphur-compounds  produce  sulphurous 

su  phuretted  hydrocarbons    Now  all  t^^se  s  p  P^.^.^  J^^^^^  impurities  is 

acid  during     jomb^f^i^  of  thl  gas  now  manufactured,  the  atmosphere 

r^e'Si    ?n^  isusedicomes  so  strongly  impregnated  ^ith 

oi  the  aP'^'^™^^'-''^  ,  ,  y  °  offensive  to  the  senses  and  very  destructive  to 
su  phurous  acid  as  to  be  hW  therefore,  a  matter  of  con- 

SerSmpS^^^^^^^  possible,  the  occurrence  of  these  injurious 

^stituontT?°n  fact,  until  this  is  effected,  gas  will  never  be  more  than  very  partial^ 
SoS  as  a  means  of  illumination  in  dwelling-houses.  When  once  generated  with 
SSs  a  1  aSempts  to  remove  these  constituents  have  hitherto  proved  ineffectual^ 
and  &  seems  little  ground  for  hope  that  any  P^^^^ticab  ^process  yall  be  devised  for 
Sr  abstraction.  Attention  may,  therefore,  more  profitably  be  f^^^^^tf  ,  J.^^J" 
diti^ns  which  tend  to  diminish  the  amount  generated  in  the  retorts,  or  a  together  to 
S-event  their  formation.  Mr.  Wright,  who  has  paid  considerable  attention  to  tjis 
Soblem,  finds  that  the  employment  of  a  moderate  heat  for  the  generation  of  the  gas 
Eas  t?S  effect  of  greatly  reducing  the  relative  quantity  of  these  noxious  ingredients 
and  thus  bv  simply  avoiding  excessive  heat  in  the  retorts,  and  rejecting  the  last 
portioL  of  ^  hrL.  to  a  |eat  extent,  prevented  their  formation.  Unfortunately. 
Twever,  this  iemedy  is  not  likely  to  find  favour  amongst  gas-manufactiu-ers  in 
SeTeral,  inasmuch  as^t  considerably  reduces  the  yield  of  gas  A  few  ^^ell-directed 
Chemical  experiments  could  scarcely  fail  to  discover  the  conditions  necessary  for  the 
non-production  of  these  sulphuretted  compounds.  Probably  tje  proper  admixture  of 
salt  or  lime  with  the  coals  before  carbonisation  would  have  the  desired  effect,  ihe 
subject  is  one  of  so  much  importance  to  the  future  of  gas  illumination,  that  it  ought 
not  to  be  suffered  to  rest  in  its  present  unsatisfactory  condition.    _       „  .„     .  ^. 

On  the  consumption  of  gas.— The  proper  consumption  or  burning  of  illuminating 
gas  depends  upon  certain  physical  and  chemical  conditions,  the  due  observance  of 
which  is  of  great  importance  in  the  development  of  a  maximum  amount  of  bght.  Ihe 
production  of  artificial  light  depends  upon  the  fact  that,  at  certain  high  temperatures, 
all  matter  becomes  luminous.  The  higher  the  temperature  the  greater  is  the  intensity 
of  the  light  emitted.  The  heat  required  to  render  matter  luminous  in  its  three  states 
of  aggregation  differs  greatly.  Thus  solids  are  sometimes  luminous  at  comparatively 
low  temperatures,  as  phosphorus  and  phosphoric  acid.  Usually,  however,  sohds 
require  a  temperature  of  600°  or  700°  Fahr.  to  render  them  luminous  in  the  dark,  and 
must  be  heated  to  1000°  Fahr.  before  their  luminosity  becomes  visible  in  daylight. 
Liquids  require  about  the  same  temperature.  But  to  render  gas  luminous,  they 
must  be  exposed  to  an  immensely  higher  temperature ;  even  the  intense  heat  generated 
by  the  oxyhydrogen  blowpipe  scarcely  suffices  to  render  the  aqueous  vapour_  produced 
visibly  luminous,  although  solids,  such  as  lime,  emit  light  of  the  most  dazzling  splen- 
dour when  they  are  heated  in  this  flame.  Hence  it  has  generally  been  maintained  that 
those  gases  and  vapours  only  can  illuminate  which  produce,  or  deposit,  solid  or  liquid 
matter  during  their  combustion.  This  dependence  of  light  upon  the  production^  of 
solid  matter  is  strikingly  seen  in  the  case  of  phosphorus,  which  when  burnt  in  chlorine 
nroduces  a  light  scarcely  visible,  but  when  consumed  in  air  or  oxygen  emits  light  of 
intense  brilliancy.  In  the  former  case  the  vapour  of  chloride  of  phosphorus  is  pro- 
duced, in  the  latter,  solid  phosphoric  acid. 

Several  gases  and  vapours  possess  this  property  of  depositing  solid  matter  during 
combustion,  but  a  few  of  the  combinations  of  carbon  and  hydrogen  are  the  only  ones 
capable  of  practical  application ;  these  latter  compounds  evolve  during  combustion 
only  the  same  products  as  those  generated  in  the  respiratory  process  of  animals,  viz. 
carbonic  acid  and  water.  The  solid  particles  of  carbon  which  they  deposit  in  the 
interior  of  the  flame,  and  which  are  the  source  of  light,  are  e'ntirely  consumed  on 
arriving  at  its  outer  boundary ;  their  use  as  sources  of  artificial  light,  under  proper 
regulations,  is  therefore  quite  compatible  with  the  most  stringent  sanitary  rules. 

The  constituents  of  purified  coal-gas  have  already  been  divided  into  illuminating 
and  non-illuminating  gases ;  amongst  the  latter  will  be  found  light  carburetted  hydro- 
gen, which,  although  usually  regarded  as  an  illuminating  gas,  has  been  proved  by  the 
experiments  of  Frankland  to  produce,  under  ordinary  circumstances,  no  more  light 
than  hydrogen  or  carbonic  oxide,  and  therefore  for  all  practical  purposes  it  must  be 
regarded  as  entirely  destitute  of  illuminating  power.  _  This  is  owing  chiefly  to  the 
temperature  required  for  the  deposition  of  its  carbon  being  higher  than  that  attained 
in  an  ordinary  gas  burner ;  for  Frankland  has  proved  that,  if  the  temperature  of 
the  light  carburetted  hydrogen  flame  be  increased  by  previously  heating  the  gas  and 
air  nearly  to  redness,  then  the  ^me  beeoroes  luminoys  \a  ^  cpnsiclerable  degree.  It 
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is  not  improbabla  that  when  gas  ia  consumed  in  very  large  burners  this  necossary 
toraporaturo  is  attained,  and  the  light  carburottod  hydrogen  contributes  considerably 
to  the  aggregate  illuminating  effect ;  a  view  wliich  is,  to  a  certain  extent,  confirmed  by 
tho  fact,  that  a  relatively  much  larger  amount  of  light  is  obtained  from  coal-gas  when 
tbo  latter  is  consumed  in  a  largo  flame  than  wlion  it  is  allowed  to  burn  in  a_  small  flame. 
Omitting  light  carburetted  hydrogen  and  carbonic  oxide,  tlio  remaining  carbo- 
niforous  constituents  of  coal-gas  yield,  during  combustion  from  suitable  burners,  an 
amount  of  light  directly  proportionato  to  tho  quantity  of  carbon  which  they  contain  iu 
a  given  volume. 

In  order  to  understand  tho  nature  of  the  combustion  of  a  gas  flame,  it  is  necessary 
to  remember  that  the  flame  is  freely  permeable  to  tho  air,  and  that  according  to  the 
well-known  laws  of  gaseous  mixture,  tho  amount  of  air  whicli  mixes  with  the  ignited 
gases  will  be  increased,  first,  by  an  increase  of  the  velocity  with  which  the  gas  issue* 
from  the  orifice  of  the  burner ;  and  secondly,  by  the  velocity  of  tho  current  of  air 
immediately  surrounding  tho  fiame.  It  is  well  known  that  a  highly  lurainiforous  gas 
may  be  deprived  of  all  illuminating  power  either  by  being  made  to  issue  from  tlio 
burner  with  great  velocity,  or  by  being  burnt  in  a  very  rapid  current  of  air  produced 
by  a  very  tall  glass  chimney.  ,    .  . 

Tho  foregoing  considerations  indicate  the  conditions  best  adapted  for  obtaining  tlie 
maximum  illuminating  effect  from  coal-gas.  The  chief  condition  is  the  supply  of  just 
Such  a  volume  of  air  to  the  gas  flame  as  shall  prevent  any  particles  of  carbon  from 
escaping  unconsumed.  Any  excess  of  air  over  this  quantity  must  diminish  the  number 
of  particles  of  carbon  deposited  within  the  flame,  and  consequently  impair  the  illumi- 
nating effect.  _     .      „     ^       .      ^  .  „       J-/.  J 1 

Dr.  Frankland  has  shown  that  the  luminosity  of  a  flame  is  materially  modified  by 
the  pressure  of  the  atmosphere  in  which  it  burns ;  the  denser  the  air  the  more 
brilliant  the  light,  the  carbon  combining  more  rapidly  with  the  increased  quantity  of 
oxygen.  Hence  the  illuminating  effect  of  the  same  gas  will  vary  in  different  localities ; 
thus,  a  quantity  of  gas  which  gives  in  London  the  light  of  100  candles  would  give  in 
Munich  (1,700  feet  above  the  sea-level)  only  the  light  of  91  candles,  and  if  the  same 
gas  were  burned  in  the  city  of  Mexico  (about  7,400  feet  above  the  level  of  the  sea) 
it  -would  yield  the  light  of  only  61i  candles.  _  ,       ,  t. 

The  following  remarks  on  increasing  the  illuminating  power  of  coal-gas  by 
carburetting  or  naphthalising,  are  derived  from  the  Kev.  W.  E.  Bowditch  s  work  on 
'  The  Analysis,  Technical  Valuation,  Purification,  and  Use  of  Coal-gas  :— 

'  Carburetting  gas  signifies  adding  to  it  vapours  of  hydrocarbons,  which  contain  a 
large  proportion  of  carbon  in  comparison  of  their  other  constituent,  hydrogen  ;  a,nd  as 
coal-naphtha  ms  first  used  for  this  purpose,  and  is  yet  the  cliief  substance  employed, 
the  process  was  named  naphthalising,  from  the  fluid  employed.  Coal-naphtha  is  a 
mixture  of  hydrocarbons,  and  is  made  up  of  a  solid  (carbon)  and  a  gas  (hydrogen), 
which  when  united,  form  a  fiuid  that  contains  a  far  higher  percentage  of  carbon  than 
eas  does.  It  is  to  this  high  percentage  of  carbon  it  owes  its  use  in  improving  the 
light  of  gas,  to  which  its  vapour  is  added.  In  fact,  the  light-gmng  power  of  gas 
supplied  to  us  for  combustion  is  largely  due  to  the  Press^e  in  it  of  vapours  vdii^^ 
when  they  are  condensed  into  a  fluid  we  call  naphtha.  We  need  not  be  chemists  t« 
ascertain  that  naphtha  is  much  richer  in  carbon  than  coal-gas  is ;  for  if  we  light  gas  it 
burns  with  a  luminous,  but  not  with  a  smoky  flame,  whereas  if  we  app  y  a  light  to  a 
Stle  niphtha  ra  saucer,  it  burns  with  a  red  flame,  which  affords  but  httle  heat,  and 
deposiSarge  quantities  of  carbon  in  the  well-known  form  of  soot  The  proportio,, 
KarbonTso  large  that  there  is  not  heat  enough  to  burn  it  and  hence  the  smoke. 

^^^^^^  rSu»«si= 

than  enough  heat  s  produced  to  W  its  ca^^^^^^^^  ^^^^P^,^ 

carbon  may  also  be  inferred  /"-^^.f  °  ^^^^^^^  ,velghs  more  than  370,000  grains, 

weighs  but  about  224  grains,  a  cubic  toot  ol  ^^V^^''''  ^  Ilvdroeen  is  the  lightest 
Now,  this  naphtha  is-composed  of  carbon  and  hydr^^^^^^^^  ^^^^^^g  ^ 

.  substance  known  in  nature,  and  a  cubic  7*^     '^^X'  ^  '  4ilt  to  the  naphtha, 
it  is  easy  to  sec  that  the  other 

Why  is  it  necessary  to  add  to  ^^as  these  '^'j'l'y  f^' ''"'I'^g  ^lii.l,  does  not  contain  a 
•  carbon  which  they  contain  is  required  to  givd  liglit,   A  gas  v"icu  uoeb  «yu 
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and  aflord  lignt ,  duo  ,    j  g.   ^  illuminations ;  and,  if  wo 

S  rSe  s^di  a^^^^^^^^  it  would  be  unbearable.    Hydrogen  does  not 

J^taiHtlid  and  the  sole  product  of  its  combustion  is  water.  If  we  pass  hydrogen 
ove^naph  hf^eTd  by  the  smell  that  it  has  carried  with  it  a  quantity  of  the  vapour ; 
and  if  we  Sen  burn  the  hydrogen  so  mixed  with  vapour,  we  obtain  light,  and  the 
Sght  in^eases  as  the  quantity  of  vapour  mixed  with  the  hydrogen  increases  In  this 
«fse  the  hydrogen  burns  as  soon  as  it  comes  into  contact  ^th  the  air,  and  produces 
intense  heit.  This  heat  decomposes  the  naphtha-vapour  and  sets  f'^^^^'ts  ca^^^^^^^ 
the  solid  form,  and  then  heats  it  to  whiteness,  at  which  temperature  it  affords  light , 
the  quantity  of  light  being  regulated,  first,  by  the  quantity  of  carbon  present  in  the 
flame;  and,  secondly,  by  the  temperature  to  which  the  solid  carbon  is  raised.  The 
greater  the  quantity  of  carbon  and  the  higher  its  temperature,  the  greater  the  bght. 
Another  change  is  observed  to  take  place  when  the  hydrogen  is  mixed  with  the 
vapour.  The  flame  of  hydrogen  alone  is  small  in  comparison  of  the  flame  produced 
by  the  same  quantity  of  coal-gas,  but  if  the  hydrogen  be  passed  over  naphtha  and 
burnt  at  the  same  rate  as  before,  the  flame  is  considerably  expanded  by  the  white-hot 
carbon  contained  in  it.  That  which  occurs  in  tliis  case  occurs  universally.  An  in- 
crease of  luminosity  is  always  attended  by  an  increased  size  of  flame  when  the  gases 
compared  are  burnt  at  the  same  rate.  •    •  1 

•  What  has  now  been  said  applies  to  the  case  of  coal-gas  thus :  The  principal 
portion  of  coal-gas  consists  of  heat-producing  substances  which  do  not  give  light,  and 
which,  like  hydrogen,  require  to  be  mixed  with  bodies  rich  in  carbon  before  they  can 
be  made  useful.  In  gas  itself  we  find  some  of  these  richly-carburetted  bodies,  but 
their  quantity  is  small  even  in  the  best  gas,  and  of  course  much  smaller  in  gas  of 
inferior  quality.  Professor  Bunsen  of  Heidelberg  has  published  an  analysis  oi 
Manchester  gas,  in  which  he  shows  the  percentage  of  illuminants  and  non-illuminants ; 
and  although  the  Manchester  gas  is  made  principally  from  cannel  coal,  and  has  an 
illuminating  power  of  from  20  to  22  sperm  candles  for  a  consumption  of  five  feet  per 
hour,  the  quantity  of  non-illuminating  gas  is  far  larger  than  is  suspected  by  persons 
not  familiar  with  the  subject.  The  following  is  Professor  Bunsen's  statement, 
("  Gasometry,"  p.  113):— 

Analysis  qf  Manchester  gas.   In  100  parts. 


lUuminantB. 
Impurities. 


r  Hydrogen  .      .  . 
=!  Marsh  gas  . 

.  46-58 

.  34-90 

1_  Carbonic  oxide  . 

.  6-64 

?Elayl  .... 

.  4-08 

\Ditetryl  . 

.  2-38 

f  Sulphuretted  hydrogen 

.  029 

•j  Nitrogen     .      .  . 

.  2-46 

1  Carbonic  acid     .  . 

.  3-67 

100-00 

•This  is  cannel-gas.  In  common  gas,  such  as  that  of  London — which  has  little 
more  than  half  the  illuminating  power  of  Manchester  gas — the  proportion  of  illumi- 
nants is  smaller,  and  of  non-illuminating  heat-producers  is  larger.  The  mean  of 
results  obtained  by  many  chemists  shows  that  common  12-candle  gas  does  not  con- 
tain more  than  4  per  cent,  of  illuminating  constituents,  the  other  96  per  cent,  being 
non-illuminating  heat-producing  compounds  ;  that  is,  4  feet  in  a  hundred  yield  light 
and  96  feet  yield  heat.  It  seems  extraordinary,  that  when  we  buy  and  burn  100 
cubic  feet  of  cannel  gas  we  obtain  and  use  only  6|  feet  of  useful  illuminants,  and 
are  obliged  to  take  87  feet  of  gases  which  do  not  furnish  any  light.  An  unscien- 
tific person  is  apt  to  exclaim  "  Can  this  be  ?  and  if  it  be,  is  it  necessary?  Cannot 
the  illuminants  be  made  and  sold  without  the  heat-producers  ?  "  This  is  impossible. 
Gas  cannot  bo  made  without  its  bulk  being  non-illuminating.  But  still  something 
can  be  done  to  increase  the  proportion  of  illuminants,  and  this  is  what  is  called 
naphthalising  or  carburetting.  We  find  by  experiment  if  we  pass  ga§  over  tho 
highly-carburetted  substance  called  naphtha,  that  every  foot  of  gas  carries  away 
with  it  as  vapour  a  part  of  tho  naphtha ;  that  the  naphtha-vapour  burns  with  the 
gas;  and  that  tho  light-giving  power  of  the  gas  increases  with  the  quantity  of 
naphtha-vapour  sq  removed  and  burnt.  Wo  can  measure  tho  gas,  weigh  tho  naphtlia 
removed,  determine  tlic  incroaso  of  light  obtained,  and  thus  ascertain  exactly  thp 
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illuminating  value  of  each  grain  of  naphtha  burnt  with  the  gas.  The  naphtha  thus 
added  to  gas  does  not  burn  with  a  rod  flanio,  wliich  gives  off  much  smoke,  as  it  does 
when  burnt  ulono,  but  it  gives  a  bright,  white,  smokeless  flame.  This  result  is  duo 
to  the  non-illuminating  but  heat-producing  compounds  of  the  gas.  The  naphtha 
contains  so  much  carbon  and  so  little  heat-producing  hydrogen,  that  when  it  is  set  oa 
fire  alone  the  carbon  is  not  heated  sufficiently  to  burn  and  still  less  to  render  ib 
highly  luminous  ;  wherefore  its  light  is  feeble,  and  much  of  the  carbon  is  deposited 
as  soot.  But  when  it  is  burnt  with  gas  tlie  heat-producers  in  tlio  gas  raise  the  carbon 
of  the  naphtha  to  a  sufficient  temperature  to  enable  it  to  give  off  a  brilliant  light,  and 
to  burn  without  smoke.  Thus,  the  heat-producers  are  rendered  directly  useful.  They 
raise  the  carbon  to  the  temperature  required  for  illumination  and  combustion.  The 
naphtha,  on  the  other  hand,  remedies  the  want  of  luminosity  in  tlie  gas  by  adding  to 
it  much  carbon,  in  which  it  is  deficient,  and  but  little  hydrogen,  in  which  the  gas  itself 
abounds. 

'  But  for  the  teaching  of  experiment  we  should  expect  that  if  a  given  quantity  of 
naphtha  added  to  a  given  quantity  of  gas  raised  it  in  illuminating  value  (a)  candles) 
then  double  the  quantity  of  naphtha  added  to  the  same  quantity  of  gas  would  raise  it 
(2  a)  candles,  three  times  the  quantity  (3  a)  candles,  and  so  on.  In  other  words,  we 
should  expect  the  illuminating  value  of  a  grain  of  naphtha  to  be  the  same  however 
it  was  burnt  with  gas.  Experience  shows  this  to  be  a  mistake,  and  proves  that  tho 
illuminating  value  of  a  grain  of  naphtha  depends  upon  the  relation  which  it  bears 
to  the  bulk  of  gas  with  which  it  is  burnt,  and  that  within  certain  limits  its  illuminat- 
ing, value  varies  greatly.  Dr.  Letheby  investigated  the  increase  of  illuminating 
•  power  obtained  by  naphthalising,  and  his  results  are  published  in  the  "  Chemical 
News,"  vol.  vi.  pp.  283-292.  It  is  there  stated  that  four  grains  of  naphtha  added 
to  a  foot  of  gas  gave  25  per  cent,  increased  light,  whereas  8  grains  per  foot  gave 
60  per  cent,  increased  light,  instead  of  50  per  cent.,  which  would  have  been  the  in- 
crease if  each  grain  of  carburetting  material  had  a  constant  illuminating  value 
irrespective  of  its  relation  to  the  bulk  of  gas  with  which  it  is  consumed.  The  in- 
vestigation had  reference  to  the  use  of  naphtha  in  the  public  lamps  of  the  city  of 
London,  and  therefore  the  results  must  have  been  obtained  in  flat-flame  burners,  bat's- 
wing  or  fish-tail.  The  average  illuminating  value  of  a  foot  of  common  gas  burnt  in  a 
flat-flame  burner,  is  1*6  candle,  and  the  weight  of  a  foot  of  such  gas  is  about  224 
grains.  When  the  relation  between  the  weight  of  the  gas  and  the  naphtha  burned  with 
it  is  as  224:  to  4,  the  illuminating  value  of  the  naphtha  is  of  the  illuminating  value 
of  the  gas  ;  but  when  the  relation  is  altered  to.  224  to  8,  then  the  illuminating  value  of 
the  naphtha  is  instead  of  50,  as  it  would  have  been  if  its  illuminating  value  were 
constant  instead  of  variable,  and  depending  much  upon  the  quantity  of  g<is  consumed 
with  it.' 

-  Another  condition  is  the  attainment  of  the  highest  possible  temperature  within  the 
flame.  The  first  of  these  conditions  has  beea  more  or  less  perfectly  obtained  in  the 
different  gas  burners  now  in  use.  The  second,  has  been  hitherto  almost  entirely  neg- 
lected ;  the  means  by  which  it  may  be  attained  will  be  discussed  after  the  burners 
at  present  in  general  use  have  been  described. 

Gas  Buhner.    The  chief  burners  now.in  use  are  the  bat's-wing,  fish-tail,  argand, 
bude  argand,  Winfield's  argand.  Guise's  argand,  Leslie's  argand. 

The  bat's-wing  consists  of  a  fine  slit  cut  in  an  iron  nipple, 
giving  a  flat  fan-like  flame. 

The  fish-tail  consists  of  a  similar  nipple  perforated  by  two 
holes,  drilled  so  that  the  jets  of  gas  are  inclined  towards  each 
other  at  an  angle  of  about  60°.  A  flat  film  of  flame  is  thus 
produced,  somewhat  resembling  the  tail  of  a  fish.  This  form 
of  burner  is  especially  adapted  for  the  consumption  of  cannel 
and  other  highly  illuminating  gases. 

The  argand  consists  of  a  hollow  annulus  (see  fig.  1012),  from 
the  upper  surface  of  which  the  gas  issues  through  a  number  of 
smaN  apertures,  which  are  made  to  vary  in  diameter  from  ^nd 
of  an  inch  to  g^^^th  of  an  inch,  according  to  tho  richness  of  tho 
gas  ;  the  most  highly  illuminating  gases  requiring  the  smallest 
jipertures.    The  distances  of  the  orifices  for  coal-gas  should  be 
16  to  -IS  inch,  and  forrich  cannel-gas  •13  inch.  If  the  argand 
vinf  has  10  orifices,  the  diameter  of  the  central  opening  should 
1)0  ^^ths  of  an  inch  ;  if  25  orifices,  it  should  bo  one  inch  for 
conl-gas;  but  for  oil-gas,  with  10  orifices,  the  central  opening 
should  have  a  diameter  of  J  an  inch,  and  for  20  orifices,  1  inch. 
Tho  pin  holes  should  bo  of  equal  size,  otherwise  the  larger  ones  will  cause  smoke,  as 
in  an  argand  flame  with  an  uneven  wick. 
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Tlin  7?«^^  oonsists  of  2  or  3  concentric  argand  rings  perforated  in  the 

dtSr  St.  til  adapted  for  producing  a  large  body  of  very  >nte„.e 

ordi,.^  arga„d 

miijtclds  frgana.  |'  ,  j  ^  metallic  button  above  the  anniilns,  so  as  to 
^^TthZ'Sna^ci^ent  0^^^^^^^^  against  the  flame.-  A  peculiarity  in  the  shape 

rSe  gW  cSS  as  seen  in  the  fignre,  produces  the  same  effect  upon  the  outer 

'"ZL?at-^?-fe;s'26  holes  in  a  ring,  the  inner  diameter  of  which  is  "6  inch 
anrthe  oS  diameter  1-9  inch.    Like  the  Winfield  burner,  it  has  a  metal  button  A 
an  inch  7n  diaterr  and  1  inch  above  the  annnlns.    The  glass  chimney,  winch  is 
cylindrical,  is  2  inches  in  diameter  and  6  inches  long. 


1013 


lOU 


Leslie's  argand  consists,  as  seen  in  the  figure  (Jiff.  1014),  of  a  series  of  fine^tubes 
arranged,  in  a  circle  by  which  a  more  uniform  admixture  of  air  with  the  gas  is  effected. 
A  sufficient  current  of  air  for  all  these  argand  burners  can  only  be  obtained  by  the 
use  of  a  glass  chimney,  the  rapidity  of  the  current  depending  upon  the  height  of  the 
chimney.  In  the  Leslie's  argand  the  height  of  the  chimney  is  especially  adapted  to 
the  amount  of  light  required,  and  in  order  to  consume  gas  economically,  this  point 
must  be  attended  to  in  all  argand  burners. 

Bronner's  burners,  introduced  by  Messrs.  Greene  and  Son,  have  lately  attracted 
attention.  The  accompanying  illustrations  show  the  principle  of  this  patent  burner. 
Fig.  1016  is  asection,  and  Fig.  1016  a  full-sized  drawing, 
from  which  it  may  be  seen  that,  instead  of  the  gas  being 
admitted  through  a  large  opening  and  emitted  through 
two  small  ones,  as  in  the  ordinary  fish-tail  burner,  it 
is  made  to  pass  through  a  small  aperture  at  the  bottom 
into  a  circular  chamber,  and  thence  through  a  larger 
opening  at  the  top,  thus  obviating  all  undue  and  vari- 
able pressure,  the  gas  being  fully  consumed  as  it  is 
emitted  from  the  burner,  instead  of  being  forced  through 
into  the  atmosphere  partly  unconsumed,  to  the  injury 
of  both  health  and  furniture,  &c.  &c.  By  this  method 
the  disagreeable  hissing  noise,  which  is  often  noticed  in 
the  ordinary  burner,  is  done  away  with,  and  the  light 
given  is  pure,  brilliant,  and  steady,  of  a  whitish  yellow 
instead  of  a  bluish  yellow*  flame,  a  very  great  improve- 
ment. That  these  burners,  through  improved  com- 
bustion, produce  a  saving  in  the  consumption  of  gas  of 
from  20  to  40  per  cent.,  is  proved  by  the  following 
facts : — 

At  the  King's  Cross  station.  Great  Northern  Eailway, 
the  saving  in  gas  for  six  months  was  1,072,000  cubic 

feet.  A  proportionately  satisfactory  result  has  also  been  obtained  on  the  Mutro- 
politan,  the  Great  Western,  the  North  London,  the  Great  Eastern,  the  London, 
Chatham,  and  Dover,  and  other  railways.  At  the  Clock-tower,  in  the  Houses  of 
Parliament,  182,800  cubic  feet  were  saved  in  one  year,  equivalent  to.  nearly  501. 
These  burners  are  made  of  brass,  having  the  top  and  bottom  parts — in  which  the 
orifices  are— of  steatite,  an  incorrodible  substance,  and  therefore  a  great  improvement 
on  the  ordinary  burners,  and  in  eleven  different  sizes,  from  1  to  8,  corresponding 
to  the  number  of  cubic  feet  of  gas  per  hour,  while  they  are  warranted  not  to  exceed 
in  conaumption  in  any  ordinary  working  pressure. 
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Tho  following  experiments  made  with  different  burners,  by  three  eminent  exner? 
mentors,  upon  tlio  gas  from  throe  different  kinds  of  coal,  show  the  relative  valuers  of 
those  burners  for  tho  gases  produced  from  tho  chief  varieties  of  coal  used  for  tha 
manufacture  of  gas  m  tliis  country.   (For  Table  I.  see  opposite  page.) 

Tadib  II. — Besvlta  of  Experiments  on  Newcastle  Caimel  Gas  by  Mr.  A.  Wright. 


1  foot 
per 
hour 

IJ  foot 
per 
hour 

2  feet 
per 
hour 

2i  feet 
per 
hour 

8  feet 
per 
hour 

8J  feet 
per 
hour 

4  feet 
per 
hour 

4i  feet 
por 
hour 

Scotch  Fish-tail,  No,  1  r— 
One  foot=candlcs  . 

,.     =  grains  of  sperm 
Scotch  Fish-tail,  No.  2  :— 
One  foot=candles  . 

„     =  grains  of  sperm 
Guise's  Argand  :— 
One  foot = candles     •  . 
„     =grains  of  sperm 

685'0 

C-05 
606-0 

•  • 

•  • 

C-02 
602-0 

6-77 

690-0 

1-08 
129-0 

6-95 
714-0 

1-85 
222-0 

6-84 
700-0 

3-12 
374-0 

6-53 
663-0 

4-85 
682-0 

4-95 
594-0 

6-71 
692-0 

6-74 
808-0 

Table  III.  contains  the  results  of  Mr.  Barlow's  experiments  on  gas  produced  from 
a  mixture  of  Pelton,  Felling,  and  Dean's  Primrose,  all  first-class  Newcastle  gas  coalB, 
largely  used  in  London. 

The  burners  employed  in  these  experiments  were  the  following : — 

1st.  A  No.  3  fish-tail,  or  union  jet, 

2nd.  A  No.  5  bat's-wing, 

3rd.  A  common  argand,  with  15  large  holes  in  a  ring  '85  inch  diameter,  and  a 
cylindrical  chimney-glass  7  inches  high. 

4th.  A  Platow's  registered  argand,  with  large  holes  in  a  ring,  '9  inch,  with  inside 
and  outside  cone,  and  cylindrical  chimney-glass  8-5  inches  high. 

^  6th.  A  Biznner  patent  No.  3  argand,  with  28  medium-sized  holes  in  a  ring  "75  inch- 
diameter,  and  cylindrical  chimney-glass  8-65  inches  high. 

6th.  A  Winfield's  registered  argand,  with  68  medium-sized  holes  in  2  rings  of  2? 
holes  in  each,  the  mean  diameter  being  1  inch,  with  deflecting  button  inside  and  gangs' 
below,  bellied  chimney-glass  8  inches  high. 

7th.  A  Leslie's  patent  argand,  with  28  jets  in  a  ring  -95  inch  diameter,  and  chimney- 
glass  3-5  inches  liigh. 

8th.  A  Guise's  registered  shadowless  argand,  with  26  large  holes  in  a  ring  -85  inch 
diameter,  and  deflecting  button,  cylindrical  chimney-glass  6'1  inches  high,  and  glass 
reflecting  cone  to  outside  gallery. 

On  an  average  of  numerous  trials  the  annexed  results  were  obtained : — 


Table  III. 


Burner 


Ko.  2 
„  3 
5 
6 
8 
1 
2 
3 

5 
6 
7 
8 


>» 


Rate  of  consumption  per 
hour  in  cubic  feet 


49 
65 
6-5 
6-5 
65 

5-  5 
60 

6-  6 
6-6 

5-  6 

6-  5 

6-6 


Value  of  cubic  foot  in 
grains  of  sperm 


289-  0 
343-0 
374-0 
337  0 
3500 
276-0 

290-  0 
341-0 
348-0 
380-0 
335-0 
369  0 
3640 


Standard  candles  per 
cubic  foot 


2-4 

2-  85 

3-  11 
2-8 
2-91 
2-3 
2-41 
2-84 

2-  9 

3-  16 

2-  79 

3-  07 
3-03 


It  has  been  stated  that  one  of  the  conditions  necessary  for  the  production  of  the 
maximum,  illuminating  power  from  a  gas  flame,  is  the  attainment  of  the  highest 
possible  temperature,  and  that  this  condition  has  been  almost  entirely  neglected  m 
tlio  biumers  hitherto  in  use.  Dr.  Frankland  has,  however,  proved  that  this  condition 
may  be  easily  secured  by  employing  the  waste  boat  radiating  from  tJio  gas  flame,  tor 
heating  tho  air  previous  to  its  employment  for  tjie  combustion  of  the  gas  ;  ami  that 
tho  increased  temperature  thus  obtained  has  tho  effect  of  greatly  increasing  tho  lUu- 
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minnting  power  of  a  given  volume  of  the  gas.    Fig.  1017  bIiows  the  burner  contrived 
by  Dr.  Prankland  for  this  purpose,    a  is  a  common  argand  burner,  or  better,  a  Leslie's 
argand,  furnished  with  the  usual  gallery  and  glass  chimney  6,  c; 
the  latter  must  bo  4  to  6  inches  longer  than  usual.  dd\a&  circular 
disc  of  plate  glass,  perforated  in  the  centre,  and  fixed  upon  the  stem 
of  the  burner,  about  1^  incli  below  the  gallery,  by  the  collar  and 
ecrow  c.    f  f  is  a  second  glass  chimney,  somewhat  conical,  ground 
at  its  iowor  edge  so  as  to  rest  air-tight,  or  nearly  so,  upon  the 
plate  dd;  and  of  such  a  diameter  as  to  leave  an  annuhir  space 
I  inch  broad  between  the  two  cylinders  aigg.    The  cylinder  / 
should  be  of  such  a  length  as  to  reach  the  level  of  the  apex  of  the 
flame.    The  action  of  this  burner  will  now  bo  sufficiently  evident. 
When  lighted,  atmospheric  air  can  only  reach  the  flame  by  passing 
downwards  through  the  space  between  the  cylinders  /  and  c ;  it 
thus  comes  into  contact  with  the  intensely-heated  walls  of  c,  and 
has  its  temperature  raised  to  about  600°  or  600°  before  it  reaches 
the  gas  flame.    The  passage  of  this  heated  air  over  the  upper  por- 
tion of  the  argand  burner  also  raises  the  temperature  of  the  gas 
considerably  before  it  issues  from  the  burner.    Thus  the  gases 
taking  part  in  the  combustion  are  highly  heated  before  inflamma- 
tion, and  the  temperature  of  the  flame  is  consequently  elevated  in 
a  corresponding  degree.    Experiments  with  this  burner  prove  a 
great  increase  in  light,  due  chiefly  to  the  higher  temperature  of  the 
radiating  particles  of  carbon ;  but,  no  doubt,  partly  also  to  the 
heat  being  suf&ciently  high  to  cause  a  deposition  of  carbon  from 
the  light  carburetted  hydrogen;  thus  rendering  this  latter  gas  a 
contributor  to  the  total  illuminating  effect,  whilst,  when  burnt  in 
the  ordinary  manner,  it  merely  performs  the  functions  of  a  diluent. 
The  following  are  the  results  of  Dr.  Frankland  s  expenments  with 
this  bujner : — 

Light  in  Sperm  Candles,  each 
burning  120  grs.  per  Hour. 

^^^^^   .13-0  candles. 

I.  Argand  burner  without  J  5.7         '  ...  15"5 

external  cylinder. 


Bate  of  Consumption 
per  Hour, 
cubic  feet 


II. 


Same  burner  with  ex- 
ternal cylinder. 
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.  17-0  „ 
.  13-0 
.  15-6  „ 
.  16-7  „ 
.  19-7  „ 
.  21-7 

These  results  show  that  the  new  burner, 
when  compared  with  the  ordinary  argand, 
saves  on  an  average  49  per  cent,  of  gas, 
when  yielding  an  equal  amount  of  light ; 
and  also  that  it  produces  a  gain_  of  67  per 
cent,  in  light  for  equal  consumptions. 

Faraday's  ventilating  Burner.— Th\s  ad- 
mirable contrivance,  the  invention  of  the 
late  Prof.  Faraday,  completely  removes  all 
the  products  of  combustion,  and  prevents 
their  admixture  with  the  atmosphere  of  the 
apartments  in  which  the  gas  is  consumed. 
The  burner  consists  of  an  ordinary  argand, 
fig.  1018,  a,  fitted  with  the  usual  gallery 
and  chimney,  h  h.  A.  second  wider  and 
taller  cylinder,  cc,  rests  upon  the  outer 
edge  of  the  gallery  which  closes  at  bottom 
the  annular  space,  d  d,  between  the  two 
glass  cylinders,  cc,  is  closed  at  top  with 
a  double  mica  cap,  e.  f  is  the  tube  con- 
veying the  gas  to  tlie  argand ;  gg  is  a  wider 
^   .  tube  H  inch  in  diameter,  communicating  at 

'^:^,Z^f^^Z:^^tt^T^>  .P.rt™»/ta  *icl.  th=  B.,  i.  consumed. 
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A  is  a  ground  glass  globe  enclosing  the  whole  arrangement,  and  having  only  an 
opening  below  for  the  admission  of  air  to  the  flame.  In  order  to  dispense  with  the 
descending  tube,  to  which  there  are  some  objections,  Mr.  Eutter  has  constructed  a 
ventilating  biu-ner  in  wliich  the  ordinary  glass  chimney  is  made  to  terminate  in  a 
metal  tube,  through  which  the  products  of  combustion  are  conveyed  away.  Mr.  Dixon 
has  also  constructed  a  modification  of  Faraday's  burner,  the  peculiarity  of  which  con- 
sists in  the  use  of  a  separate  tube  bringing  air  to  the  flame  from  the  same  place, 
outside  the  building,  to  which  the  products  of  the  burner  are  conveyed ;  this  con- 
trivance is  said  to  prevent  downward  draughts  through  the  escape-pipe,  and  a  conse- 
quently xmsteady  flame. 

On  the  Estimation  of  the  Value  of  Illuminatinq  Gas. 

There  are  two  metliods  in  use  for  estimating  the  illuminating  value  of  gas,  viz. — 
1st.  The  photometric  method. 
2nd.  Chemical  analysis. 

The  photometric  method  consists  in  comparing  the  intensity  of  the  light  emitted 
by  a  gas  flame,  consuming  a  known  volume  of  gas,  with  that  yielded  by  some  other 
source  of  light  taken  as  a  standard.  The  standard  employed  is  usually  a  spermaceti 
candle,  burning  at  the  rate  of  120  grains  of  sperm  per  hour.  A  spermaceti  candle  of 
six  to  the  pound  usually  burns  at  a  somewhat  quicker  rate  than  this  ;  but  in  all  cases 
the  consumption  of  sporm  by  the  candle  during  the  course  of  each  experiment  ought 
to  be  carefuUy  ascertained  by  weighing,  and  the  results  obtained  corrected  to  the  120- 
grain  standard.  Thus,  suppose  that  during  an  experiment  the  consumption  of  sperm 
was  at. the  rate  of  130  grains  per  hour,  and  that  the  gas  flame  being  tested  gave  a 
light  equal  to  20  such  candles,  and  it  is  required  to  know  the  light  of  this  flame  in 
standard  120  grain  candles,  then — 

120  :  130  ::  20  ::  217, 

or,  20  candles  burning  at  the  rate  of  130  grains  per  hour,  are  equal  to  217  candles 
burning  at  the  rate  of  120  grains  per  hour. 

There  are  two  methods  of  estimating  the  comparative  intensity  of  the  light  of  the 
gas  and  candle  flames,  both  founded  upon  the  optical  law  that  the  intensity  of  light 
diminishes  in  the  inverse  ratio  of  the  square  of  the  distance  from  its  source.  Thus, 
if  a  sheet  of  writing  yaper  be  held  at  the  distance  of  one  foot  from  a  candle,  so  that 
its  surface  is  perpendicular  to  a  line  joining  the  centre  of  the  sheet  and  the  flame,  it 
wiU  be  illuminated  with  a  light  four  times  as  intense  as  that  which  would  fall  upon  a 
sheet  of  paper  held  in  the  same  position  at  a  distance  of  2  feet ;  whilst  at  a  distance 
of  3  feet  the  light  would  have  but  Jth  of  the  intensity  which  it  possessed  at  1  foot.  One 
method_  of  estimating  the  comparative  intensity  of  the  gas  and  candle  flames,  consists 
in  placing  the  two  lights  and  an  opaque  rod  nearly  in  a  straight  line,  and  in  such  a 
way  as  to  cause  each  light  to  project  a  shadow  of  the  rod  upon  a  white  screen  placed 
at  a  distance  of  about  1  foot  behind  the  rod.  The  two  shadows  must  now  be 
rendered  of  equal  intensity  by  moving  the  candle  either  nearer  to  the  rod  or  further 
from  it.  The  shadows  will  be  of  equal  intensity  when  the  light  falling  upon  the 
white  screen  from  botli  sources  is  equal ;  and  if  now  the  respective  distances  of  the 
candle  and  gas  flame  from  the  screen  be  measured,  then  the  square  of  the  distance  of 
the  gas  flame  divided  by  the  square  of  the  distance  of  the  candle  will  give  the 
illuminating  power  of  the  gas  in  candles.  Thus,  if  equally  intense  shadows  fall  upon 
the  screen  when  the  candle  is  3  feet  distant  and  the  gas  flame  12  feet,  the  illuminating 
power  of  the  gas  flame  will  be — 

12«     144  ,„ 

-gj  *•  — -  =  16  candles. 

This  method  of  estimating  the  illuminating  power  of  a  gas  flame,  known  as  the 
shadow  test,  is  very  easy  of  execution,  and  would  appear  from  the  description  to  be 
capable  of  yielding  results  of  considerable  accuracy ;  nevertheless,  an  unexpected 
difliculty  arises  from  the  great  difference  in  colour  of  the  two  shadows ;  that  of  the 
gas  being  of  a  bluish  brown,  whilst  thai  of  the  caudle  is  of  a  yellow-brown  tinge. 

h  °f  '^i^t  renders  it  exceedingly  difficult  for  the  observer  to  ascertain 

when  the  two  shadows  possess  equal  intensity;  and,  consequently,  the  limits  of  error 
attending  determinations  by  this  tost  are  probably,  oven  in  the  hands  of  an  experienced 
operator  never  less  than  6  per  cent.,  and  frequently  even  as  much  as  10  per  cent 
J.ne  shadow  test  has,  therefore,  boon  all  but  superseded  by  the  Bunsen's  Photometer 
wmch  consists  of  a  graduated  metal  or  wooden  rod  about  8  or  10  feet  lone  'ind 
sumciently  strong  to  bo  iullexiblo.   At  one  extremity  of  this  rod  ia  placed  tho  Kaa 

0  0  2 
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flamo,  and  fit  the  opposito  ond  tho  standard  candlo.   A  stand  which  slides  easily 
along  tho  rod  supports  a  small  circular  paper  screen,  at  the  same  heiglit  as  the  two 
flames,  and  at  right  angles  to  tlie  rod.    This  screen  consists  of  colourless,  moderately 
thin  writing  paper,  saturated  -with  a  solution  of  spermaceti  in  spirit  of  turpentine, 
except  a  spot  in  the  centre,  about  tho  size  of  a  shilling,  which  is  to  be  left  untouched 
by  the  solution.    Tho  spirit  of  turpentine  soon  evaporates,  and  the  paper  is  now  ready 
for  use.    Being  moro  transparent  in  tho  portion  which  has  been  saturated  with  the 
spermaceti  solution,  it  becomes  a  delicate  test  of  equality  of  light  when  placed  between 
two  luminous  bodies  ;  for  if  tho  light  of  one  of  tho  bodies  impinge  with  greater  in- 
tensity  upon  one  side  of  the  screen  than  the  other  light  docs  upon  the  opposite  side, 
tho  difference  of  tho  transparency  of  the  two  portions  of  the  screen  will  become  dis- 
tinctly visible;  tho  spot  in  the  centre  appearing  comparatively  opaque  on  the  less 
illuminated  side.    When  tho  screen  is  brought  into  such  a  position  between  the  two 
sources  of  light  as  to  render  the  central  point  nearly  or  quite  invisible  on  both  sides, 
tho  illuminating  effect  of  both  lights  at  that  point  may  be  regarded  as  equal ;  and 
all  that  now  remains  to  be  done  is  to  measure  the  respective  distances  of  the  candlo 
and  gas  from  the  screen,  and  divide  the  square  of  the  distance  of  the  gas  by  the 
square  of  that  of  tho  candle ;  the  quotient  expresses  the  illuminating  power  oi  the 
gas  in  candles.    One  of  the  most  convenient  forms  of  this  instrument  has  been  con- 
trived by  Mr.  Wright,  and  may  be  had  at  65  Millbank  Street,  Westminster.  It 
consists  of  tho  following  parts : —  i  „4.„  „f 

1.  A  wooden  rod,  exactly  100  inches  long  (Jig.  1019)  from  the  centres  of  sockets  at 

its  ends,  A  b. 

2.  An  upright  pillar,  c. 

3.  A  candle  holder,  d.  .     ,     ^   i.  i  i  it,    •    i  - 

4.  A  mahogany  slide,  e,  having  a  metal  socket,  F,  on  its  top,  to  hold  the  circulaJ 

frame  g,  and  a  small  pointer  in  its  front. 

5  A  circular  metal  frame,  g,  made  to  hold  a  prepared  paper.  _ 

6.  A  blackened  conical  screen,  h,  diminishing  in  size  from  its  centre,  where  it 
opens  with  a  hinge  towards  its  ends,  with  two  holes  in  front.  - i.  w 

The  long  rod  is  graduated  in  accordance  with  the  laws  of  distribution  of  light,  from 
its  centre  each  way  into  squares  of  distances  in  divisions  numbered  respectively  1,  A 
3  &c  to  36:  to  measure  smaller  differences  than  those  amounting  to  1  candle  in 
vklue','each  major  division  to  9  is  subdivided  into  10  parts,  each,  of  course,  repre- 
senting ith  of  an  increment.  From  thence  to  20,  the  subdivisions  indicate  i.  Beyond 
that  point  no  subdivisions  are  made,  because  the  major  divisions  become  so  small 
that,  practically,  such  divisions  would  be  useless.  ,     .    ^      ^af.ror tn  tha 

The  manner  of  fitting  the  apparatus  together  will  be  understood  by  reference  to  tho 

annexed  sketch. 
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The  pillar,  c,  is  screwed  to  one  end  of  the  shelf,  and  an  f  P 
placed  at  th;  other.    This  latter  _  instrument  is  for  measunng  the  quan^^^^^^^  ot  ga 
passing  to  the  burner,  and  indicating  the  rate  of  consumption  by  obsen  ations 
minute,  which  is  accomplished  by  the  construction  of  its  index  dial 

This  dial  has  two  circles  upon  its  face,  with     P^^er  to  eac^h   tlie  o^^^^^^^ 

mto  tenths.    Eveiy  majoi  division  oi  ^^^^^  ^^^^ 

major  ^msion  of  the  inner  cirde  s  ^  ^^^.^  foot  that  a  minu  e 

on  the  '""^^  ^^'^^^^/^^^I^J^'^i^^^  divisions  and  tenths  of  dm- 

^MciTe  l^^^^^  -inute,  is  observed,  it  will  evidently  only 


bo 


sions, 


nocos.u.y  to  read  them  Sff  affeTtand  tenths  of  a  foot  to  obtain  the  hourly  rate  of  cou- 

"Srsuppose  the  pointer  passes  from  the  upper  figure  6  to 
beyond  the  tig^re  4,  it  would  road  off  as  4^ths  and  ^ths  of  a  cubic  foot  m  ^tu 
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hour.    Multiplying  these  quantities  by  60,  and  wo  obtain  the  quantity  of  gas  con- 

^^TtiUa?  J^ha!vinff  a  pressure  gauge,  and  two  cocks  at  k,  one  with  a  micrometer 
movement/screws  on  to  the  top  of  the  meter,  and  is  intended  for  recemng  b™^^^ 
when  experimenting.  The  graduated  rod  is  supported  in  an  exactly  horizontal 
position  by  the  pillars  c  and  J,  and  screwed  together  by  its  binding  screws. 

The  candle  socket  d  is  screwed  On  to  the  top  of  c,  and  the  mahogany  slido  c  placed 
on  the  rod,  with  its  pointer  to  the  scale,  carrviug  the  frame  o,  containing  a  prepared 
paper,  and  covered  by  the  cone  h. 

The  prepared  paper  is  made  by  coating  white  blotting-paper  with  sperm,  so  as  to 
render  it  semi-transparent,  leaving  a  small  spot  in  the  centre  plain,  and  therefore 
opaque.    See  o  in  the  figure. 

All  that  now  remains  to  render  the  apparatus  ready  for  experimenting,  is  to  put  a 
piece  of  candle  into  the  socket,  and  consume  the  gas  through  a  proper  burner  over 
the  meter,  taking  care  that  the  cejitres  of  the  candle-flame,  paper,  and  gas  flame,  are  in 
one  horizontal  line,  and  adopting  the  precautions  previously  laid  down. 

Unfortunately  the  determination  of  the  exact  point  of  equality  of  the  two  lights,  is 
by  no  means  easy,  even  after  considerable  practice ;  and  the  maximum  amount  of  error 
to  which  even  the  practised  operator  is  liable  in  such  estimations  of  illuminating 
power,  cannot  be  set  down  at  less  than  5  per  cent.  It  is  scarcely  necessary  to  add, 
that  all  photometric  experiments  must  be  conducted  in  an  apartment  from  which  all 
light  from  other  sources  is  excluded,  and  the  walls  of  which  are  rendered  as  absorbent 
as  possible,  by  being  coated  with  a  mixture  of  lampblack  and  size,  or  by  being  hung 
with  black  lustreless  calico. 

Analytical  method  of  estimating  the  value  of  illuminating  gas. — Frankland  has  shown 
■  that  the  resources  of  chemical  analysis  place  in  our  hands  a  method  for  the  deter- 
mination of  the  illuminating  value  of  gas  considerably  more  accurate  than  the 
■photometric  process  just  described,  although  the  execution  of  the  necessary  operations 
requires  more  skill,  and  is  usually  much  more  troublesome.  As  the  determination  of 
the  illuminating  power  of  a  sample  of  gas  by  the  analytical  method  necessitates  most 
of  the  operations  required  for  the  performance  of  a  complete  analysis  of  coal-gas,  we 
shall  here  include  in  our  description  of  the  former  process  the  additional  details 
necessary  for  the  latter. 

1.  Collection  of  the  sample  of  gas. — In  all  analytical  operations  upon  gases,  it  is  of 
the  utmost  importance,  that  the  latter  should  be  preserved  from  all  admixture  with 
atmospheric  air.  This  can  only  be  done,  either  by  collecting  the  samples  of  gas 
over  mercury,  or  by  enclosing  them  in  hermetically 
sealed  tubes.  When  the  sample  of  gas  is  collected 
at  the  place  where  the  analysis  is  to  be  made,  the 
former  plan  is  usually  most  convenient,  but  when 
the  sample  has  to  be  obtained  from  a  locality  at 
some  distance  from  the  operator's  laboratory,  the 
latter  plan  is  usually  adopted.  To  collect  a  sample 
of  gas  over  mercury,  attach  one  end  of  a  piece  of 
vulcanised  India-rubber  tube  to  the-gas  pipe,  and 
insert  into  the  other  extremity  a  piece  of  glass  tube  ^ 
bent,  as  shown  at  A,  fig,  1020,  allow  the  gas  to 
stream  through  these  tubes  for  two  or  three  minutes, 
and  then  suddenly  plunge  the  open  extremity  of  the  glass  tube  beneath  the  surface  of 
the  mercury  in  the  trough  c.  Then  fill  the  small  gas  jar  b  completely  with  mercury, 
taking  care  to  remove  all  air-bubbles  from  its  sides  by  means  of  a  piece  of  iron  wire, 
and  closing  its  mouth  firmly  with  the  thumb,  invert  it  in  the  trough  c,  introducing 
the  end  of  the  bent  tube  a  into  its  open  extremity,  in  such  a  way  as  to  bring  the  mouth 
of  A  above  the  level  of  the  surface  of  the  mercury  in  c.  The  gas  will  then  flow  into  b, 
until  the  level  of  the  mercury  in  b  is  somewhat  lower  than  that  of  the  metal  in  the 
trough.  If  now,  the  tube  a  being  removed,  a  small  cup  be  filled  with  mercury  and 
brought  beneath  b,  the  latter  may  be  removed  from  the  trough,  and  will  be  thus  pre- 
served from  any  appreciable  atmospheric  intermixture  for  several  months. 

_  To  collect  samples  of  gas  in  hermetically-sealed  tubes,  proceed  as  follows ;  take  a 
piece  of  glass  tube  about  Jths  of  an  inch  internal  diameter,  and  1  foot  long;  draw  it 
out  at  both  ends  before  the  blowpipe,  as  shown  inflg.  1021 ;  attach  one  extremity,  a 

i^v,^^'  ^°  ^  "vulcanised  India-rubber  tube,  communicating  with  a  source  of  the  gas, 
and  the  opposite  extremily  b,  to  a  similar  flexible  tube  about  three  feet  long,  and  which 
is  allowed  to  hang  down  perpendicularly  from  b.  After  the  gas  has  streamed  through 
this  system  of  tubes  for  about  three  minutes,  so  as  to  ensure  the  complete  expulsion  of 
atmospheric  air,  the  flame  of  a  mouth  blowpipe  is  directed  against  the  narrow  portion 
ot  the  glass  tube,  at  c,  so  as  to  fuse  it  off.   With  as  much  expedition  as  possible  tho 
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samo  operation  is  porformod  at  tho  opposito  oxtromity  of  the  tube  d,  -which  is  thus 
hermotically  soalod,  aud  aHsumos  tho  appearance  shown  infifj.  1023. 


1021 


1023 


1022 


The  cas  having  been  thus  carefully  collected,  the  necessary  analytical  operationE 
must  be  conducted  over  mercury  in  a  small  wooden  pneumatic  trough  with  plate- 
glass  sides,  the  construction  of  which  is  shown  in  fig.  1024.   a  is  a  piece  of  hard  well- 


■masoned  wood,  12  inches  long  and  3  mdies  broad  ^^^^^^1^^^^^ 

figure  ;  tho  cavity  is  8|  mche  J^^^  Ojf at'one  end,  where  a  surface, 
of  this  cavity  18  rounded  with  the  escepuo  i.  vulcanised  Indua- 

1  inch  broad,  and  U  inch         ^«  ?^f^^,;  "^.^ -t.^  Two  end  pieces,  n  b,  Jths 

rubber,  {,th  of  an  inch  thick,  temg  fimly  "^ed  upon  1^^  ^^^^F^^^^^  ^ . 

of  an  inch  thick,  3^  inches  ^^°'^^''^^^^^'''°s  the  ends  of  a  wider  trough,  which  is 
serve  below  as  supports  for  a,  and  f^o y  ^J^^]^^^  ^  n  n.  The  glass  plates 
formed  by  tho  pieces  of  plate  Sf  f  ?  ^  .^^  .  ^j,  ^re  slightly  inclined,  so  that  tlieir 
c  c,  are  10^-  inches  long  and        "^'^j^^^^^^  2/inches  apart.    This  trough 

lower  edges  are  about  2|  inches,  the  r^J^^  ^  .^^  of 
stands  upon  a  wooden  slab  n  screwed  into  d,  carries  the  inclined  stand 

woode«.    An  "P^g^^  column  F.  whi.h^^^^^^^  tonsference  of  gas     h  ,s  a 

G,  which  serves  to  support  the  o^^™*'^  ^ho  lonvenient  inclination  of  the  cudio- 
circular  inclined  slot  in  n,  which  allows  ot  tno  convou 
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meter  in  the  stand  a.  i  is  an  indentation  in  which  the  lower  end  of  the  eudiometer 
rests,  so  as  to  prevent  its  falling  into  the  deeper  portion  of  the  trough  A,  When  in 
use  the  trough  is  filled  with  quicksilver  to  within  an  incli  of  the  upper  edge  of  tho 
glass  plates  c  c,  about  30  to  35  lbs.  of  the  metal  being  necessary  for  this  purpose. 

The  eudiometers  or  measuring-tubes,  should  be  accurately  calibrated  and  graduated 
into  cubic  inches  and  tenths  of  a  cubic  inch,  tho  tenths  being  subdivided  by  the  oyo 
into  hundredths,  when  the  volume  of  gas  is  readofif;  this  latter  division  is  readily 
attained  by  a  little  practice.  At  each  determination  of  volume,  it  is  necessary  that 
the  gas  should  either  be  perfectly  dry,  or  quite  saturated  with  moisture.  The  first 
condition  is  attained  by  placing  in  the  gas,  for  half  an  hour,  a  small  ball  of  fused 
chloride  of  calcium,  attached  to  a  platinum  wire  ' ;  tho  second  condition,  by  introduc- 
ing a  minute  drop  of  water,  into  tho  head  of  the  eudiometer,  before  filling  it  with 
quicksilver.  The  determinations  of  volume  must  either  be  made  when  the  mercury 
is  at  the  same  level  inside  and  outside  the  eudiometer,  or,  as  is  more  frequently 
done,  the  difference  of  level  must  be'  accurately  measured  and  allowed  for  in  the 
subsequent  reduction  to  a  standard  pressure.  The  height  of  the  barometer  and  the 
temperature  of  the  surrounding  atmosphere  must  also  be  observed  each  time  the 
volume  of  gas  is  measured,  and  proper  corrections  made  for  pressure,  temperature, 
and  also  the  tension  of  aqueous  vapour,  if  the  gas  be  moist.  As  tables  and  rules  for 
these  corrections  are  given  in  most  treatises  on  chemistry,  they  need  not  be  repeated 
here. 

These  troublesome  corrections  1025 
and  calculations  can  be  avoided 
by  employing  an  instrument  in- 
vented some  years  ago  by  Dr. 
Frankland  and  Mr.  W.  J.  Ward, 
and  which  not  only  does  away 
with  the  necessity  for  a  room 
devoted  exclusively  to  gaseous 
manipulations,  but  greatly 
shortens  and  simplifies  the 
whole  operation.  This  instru- 
ment, which  is  represented  by 
fig.  1025,  consists  of  the  tripod  a, 
furnished  with  the  usual  level- 
ing screws,  and  carrying  the 
vertical  pillar  b  b,  to  which  is 
attached,  on  the  one  side,  the 
moveable  mercury  trough  c,  with 
its  rack  and  pinion  a  a,  and  on 
the  other,  the  glass  cylinder  d  d, 
with  its  contents.  This  cylinder 
is  36  inches  long,  and  4  inches 
internal  diameter ;  its  lower  ex- 
tremity is  firmly  cemented  into 
an  iron  collar  c,  the  under  sur- 
face of  which  can  be  screwed 
perfectly  watertight  upon  the 
bracket  plate  d  by  the  interposi- 
tion of  a  vulcanised  caoutchouc 
ring.  The  circular  iron  plate  d 
is  perforated  with  three  aper- 
tures, into  which  the  caps  e,  e,  e, 
are  screwed,  and  which  com- 
municate below  the  plate  with  the 
T-piece  E  E.  This  latter  is  fur- 
nished with  a  double-way  cock./; 
nnda  single-waycock g,  by  means 
of  which  the  tubes  cemented  into 
the  sockets  e,  e,  e,  can  be  made  to  communicate  with  each  other,  or  with  the  exit  vive  h 
at  pleasure.  ^  ^ 

Pfl.'J^Tw'^I^'  ^'^""'^  ^  °*      ^^'^^  °^  ^  I'^e^  pea.aro  required  constantly  in  operations  upon- 

M^hloririo'^f  T-'^'^y  prepared,  when  the  substances  of  which  they  are  formed  is  fusible  by  heat, 
them  into  a  L  "l  ""i"??  "''jf'?  P"**^^'  ''^  '"'^^"'^^  ^'^'^'^  materials  in  a  crucible  and  then  pourinK 
m,1?i       a  smai  buUet-mould,  in  which  tho  curved  end  of  a  platinum  wire  has  been  nlaced -Then 

bv  filHnl  tl.'^''",  f^'^Y^  *°  ^^'^'^"y  '""^"^^^  Coke  buUets  aro  mado 

o^a?  both  fiir"''^  containing  tho  platinum  wire  with  a  mixture  of  two  parts  of  coke  and  one  of 

Zi'^i^l  Srof  llV^:  ''''  mtents to'aheatgraduau7i™ed 
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F,  G,  n,  aro  tliroo  glass  tubes,  wbicli  aro  firmly  cemented  into  tho  caps  e,  e,  e.  r  and 
H,  aro  each  from  15  to  20  millimeters  internal  diameter,  and  aro  selected  of  as  nearly 
tho  .same  bore  as  possible,  to  avoid  a  difference  of  capillary  action.  The  tube  a  is 
Boraow'hat  wider,  and  may  bo  continued  to  any  convenient  height  above  the  cyHnder. 
H  is  accurately  graduated  Avith  a  millimeter  scale,  and  is  furnished  at  top  with  a 
small  funnel  i,  into  tho  neck  of  which  a  glass  stopper,  about  2  millimeters  in  diameter, 
is  carefully  ground.  The  tube  r  torniinatcs  at  its  upper  extremity  in  tho  capillary 
tube  k,  which  is  carefully  cemented  into  tho  small  steel  stopcock  I.  f  lias  also  fused 
into  it  at  m,  two  platinum  wires,  for  the  passage  of  the  electric  spark.  After  this  tube 
has  been  firmly  cemented  into  tho  cap  e,  its  internal  volume  is  accurately  divided 
into  10  perfectly  equal  parts,  which  is  effected  without  difficulty  by  first  filling  it  with 
mercury  from  tho  supply-tube  o,  up  to  its  junction  with  the  capillary  atbichraent,  and 
then  allowing  tho  mercury  to  run  oif  through  tho  nozzlo  h  until  tho  highest  point  of 
its  convex  surface  stands  at  tho  division  10,  previously  made  so  as  exactly  to  coincide 
with  tho  zero  of  the  millimeter  scale  on  h  ;  tho  weight  of  the  mercury  thus  run  oft'  is 
carefully  determined,  and  the  tube  is  again  filled  as  before,  and  divided  into  10  equal 
parts,  by  allowing  tho  mercury  to  run  off  in  successive  tenths  of  the  entire  weiglit,  and 
marking  the  height  of  tho  convexity  after  each  abstraction  of  metal.  By  using  tho 
proper  precautions  with  regard  to  temperature,  &c.,  an  exceedingly  accurate  calibration 
can,  in  this  way,  be  accomplished. 

The  absorption  tube  i  is  supported  by  the  clamp  n,  and  connected  with  tho 
capillary  tube  k,  by  the  stopcock  and  junction-piece  1 1'  p,  as  shown  in  the  figure. 
"When  tho  instrument  is  thus  far  complete,  it  is  requisite  to  ascertain  the  height  of 
each  of  the  nine  upper  divisions  on  the  tube,  above  the  lowest  or  tenth  diAasion. 
This  is  very  accurately  effected  in  a  few  minutes  by  carefully  levelling  tho  instrument, 
filling  the  tube  q  with  mercury,  opening  tho  cock  I,  and  the  stoppered  funnel  i,  and 
placing  the  cock  /  in  such  a  position  as  to  cause  the  tubes  f  h  to  communicate  with 
the  supply-tube  g.  On  now  slightly  turning  the  cock  g,  tho  mercury  will  slowly  rise 
in  each  of  the  tubes  p  and  H ;  when  its  convex  sm'face  exactly  coincides  with  the 
ninth  division  on  f,  the  influx  of  metal  is  stopped,  and  its  height  in  h  accurately 
observed ;  as  the  tenth  division  on  f  corresponds  with  tho  zero  of  the  scale  upon  h,  it 
is  obvious  that  tho  number  thus  read  off  is  tho  height  of  the  ninth  division  above 
the  zero  point.  A  similar  observation  for  each  of  tho  other  divisions  upon  f  com- 
pletes the  instrument.' 

Before  using  tho  apparatus,  the  large  cylinder  d  d  is  fiJled  with  water,  and  the 
internal  walls  of  tho  tubes  f  and  H  are,  once  for  all,  moistened  with  distilled  water, 
by  the  introduction  of  a  few  drops  into  each,  through  the  stopcock  I,  and  the 
stoppered  funnel  i.  The  three  tubes  being  then  placed  in  communication  with  each 
other,  mercury  is  poiired  into  g  until  it  rises  into  the  cup  i,  the  stopper  of  which  is 
then  firmly  closed.  "When  the  mercury  begins  to  flow  from  I,  that  cock  is_  also 
closed.  The  tubes  f  and  h  are  now  apparently  filled  with  mercury,  but  a  minute 
and  imperceptible  film  of  air  still  exists  between  the  metal  and  glass ;  this  is  effec- 
tually got  rid  of  by  connecting  f  and  h  with  the  exit  tube  7i,  and  allowing  the 
mercury  to  flow  out  until  a  vacuum  of  several  inches  in  length  has  been  produced  in 
both  tubes  •  on  allowing  the  instrument  to  remain  thus  for  an  hour,  the  whole  of  the 
film  of  air  above  mentioned  will  diffuse  itself  into  the  vacuum,  to  be  filled  up  from  tho 
supplv-tube  G  These  bubbles  are  of  course  easily  expelled  on  momentarily  opening 
the  cock  I  and  tho  stopper  i,  whilst  g  is  fuU  of  mercui-y.  The  absorption-tube  i  being 
then  filled  with  quicksilver,  and  attached  to  I  by  the  screw-clamp,  tho  instrument  is 

ready  for  use.  .      ,  i      j      •  i.-  j?  

In  illustration  of  tho  manner  of  using  the  apparatus,  a  complete  description  of  an 
analysis  of  coal-gas  by  this  instrument  will  be  given  below. 

For  the  analysis  of  purified  coal-gas  by  means  of  tho  mercury  trough  and  eudio- 
meter, the  following  operations  aro  necessary  :— 

I.  Estimation  of  Carbonic  Acid. 

A  few  cubic  inches  of  the  gas  are  introduced  into  a  short  eudiometer,  moistened  as 
above  described  :  tho  volume  is  accurately  noted,  mth  the  proper  corrections,  and  a 
bullet  of  caustic  potash  is  then  passed  up  through  the  mercury  into  the  gas;  it  is 
allowed  to  remaiS  for  at  least  one  hour ;  the  volume  of  tho  gas  being  again  ascer- 
tained and  subtracted  from  tho  first  volume  gives  the  amount  of  carbonic  acid  which 
has  been  absorbed  by  the  potash. 

II.  Estimation  of  Oxygen. 

This  gas  can  be  very  accurately  estimated  by  Liebig's  method,  which  depends  iipon 
tho  rapid  absorption  of  oxygen  by  an  alkaline  solution  of  pyrogallic  acid.   To  apply 
'  This  mstrument  may  be  obtained  from  Mr.  Oertling,  pliilosopUcca  instrument  maker. 
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this  solution,  a  small  test  tubo  is  filled  with  quicksilver,  and  inverted  in  the  mercury 
trough  ;  a  few  drops  of  a  saturated  solution  of  pyrogallic  acid  in  water  are  thrown  up 
into  this  tube  by  means  of  a  pipette,  and  then  a  similar  quantity  of  a  strong_  solution 
of  potash ;  a  coke  biillet  attached  to  a  platinum  wire  is  introduced  into  this  liquid, 
and  allowed  to  saturate  itself ;  it  is  then  withdrawn,  and  conveyed  carefully  below 
the  surface  of  the  morcm'y  into  the  eudiometer  containing  the  residual  gas  of  experi- 
ment No.  1  ;  every  trace  of  oxygen  will  be  absorbed  in  a  few  minutes,  when  the 
bullet  must  be  removed,  and  the  volume  being  again  measured,  the  diminution  from 
the  last  reading  will  represent  the  amount  of  oxygen  originally  present  in  the  gas. 
It  is  essential  that  the  coke  bullet,  after  saturation  with  the  alkaline  solution  of 
pyrogalUc  acid,  should  not  come  in  contact  with  the  air  before  its  introduction  into 
the  gas. 

in.  Estimation  of  the  Ltminiferous  Constitxients. 

•  Various  methods  have  been  employed  for  the  estimation  of  the  so-called  olefiant 
gas  (luminiferous  constituents)  contained  in  coal-gas.  The  one  which  has  been 
most  generally  employed,  depends  upon  the  property  which  is  possessed  by  olefiant 
gas,  and  most  hydrocarbons,  of  combining  with  chlorine,  and  condensing  to  an  oily 
liqiud :  hydrogen  and  light  carburetted  hydrogen  are  both  acted  upon  in  a  similar 
manner  when  a  ray  even  of  diffused  light  is  allowed  to  have  access  to  the  mixture  ; 
but  the  condensation  of  the  olefiant  gas  and  hydrocarbons  takes  place  in  perfect 
darkness,  and  advantage  is  therefore  taken  of  this  circumstance  to  observe  the  amount 
of  condensation  which  takes  place  when  the  mixture  is  excluded  from  light.  The 
volume,  which  disappears  during  this  action  of'the  chlorine,  is  regarded  as  indicating 
the  quantity  of  olefiant  gas  present  in  the  mixture.  There  are  many  sources  of  error 
inseparably  connected  with  this  methc^  of  operating,  which  render  the  residts 
unworthy  of  the  slightest  confidence ;  the  same  remark  applies  also  to  the  employment 
of  bromine  in  the  place  of  chlorine ;  in  addition  to  the  circumstance  that  these 
■determinations  must  be  made  over  water,  which  allows  a  constant  difiFusjon  of 
atmospheric  air  into  the  gas,  and  vice  versd,  there  is  also  formed  in  each  case  a 
volatile  liquid,  the  tension  of  the  vapour  of  which  increases  the  volume  of  the  residual 
gas ;  and  this  increase  admits  of  neither  calcidation  nor  determination.  The  only 
material  by  which  the  estimation  of  the  luminiferous  constituents  can  be  accui'ately 
effected  is  anhydrous  suljohuric  acid,  which  immediately  condenses  the  luminiferous 
constituents  of  coal-gas,  but  has  no  action  iipon  the  other  ingredients,  even  when 
■exposed  to  sunlight.  The  estimation  is  conducted  as  follows : — A  coke  bxdlet, 
prepared  as  described  above,  and  attached  to  a  platinum  wire,  being  rendered 
thoroughly  dry  by  slightly  heating  it  for  a  few  minutes,  is  quickly  immersed  in  a 
satiu-ated  sohition  of  anhydrous  sulphxiric  acid,  in  Nordhausen  sulphuric  acid,  and 
allowed  to  remain  in  the  liquid  for  one  minute  ;  it  is  then  withdrawn,  leaving  as  little 
superfliious  acid  adhering  to  it  as  possible,  quickly  plunged  beneath  the  quicksilver 
in  the  trough,  and  introdiiced  into  the  same  portion  of  dry  gas,  from  which  the 
carbonic  acid  and  oxygen  have  been  withdi-awn  by  experiments  I.  and  11.;  here 
it  is  allowed  to  remain  for  about  two  hours,  in  order  to  ensure  the  complete  absorption 
of  every  trace  of  hydrocarbons.  The  residual  volume  of  gas  cannot,  however,  yet  be 
determined,  owing  to  the  presence  of  some  sulphurous  acid  derived  from  the  decom- 
position of  a  portion  of  the  sulphuric  acid  :  this  is  absorbed  in  a  few  minutes  by  the 
introduction  of  a  moist  bullet  of  peroxide  of  manganese,  which  is  readily  made  by 
converting  powdered  peroxide  of  manganese  into  a  stiff  paste  with  water,  rolling  it 
into  the  shape  of  a  small  bullet,  and  then  inserting  a  bent  platinum  wire,  in  such  a 
manner  as  to  prevent  its  being  readily  drawn  out ;  the  ball  should  then  be  put  in  a 
warm  place,  and  allowed  slowly  to.  dry,  it  will  then  become  hard,  and  possess  con- 
siderable _  cohesion,  even  after  being  moistened  with  a  drop  of  water,  previous  to  its 
introduction  into  the  gas.  After  half  an  hoiu-,  the  bullet  of  peroxide  of  manganese 
may  be  witlidrawn,  and  replaced  by  one  of  caustic  potash,  to  remove  the  watery 
vapour  introduced  with  the  previous  one ;  at  the  end  of  another  half-hour,  this  biiUet 
may  be  removed,  and  the  volume  of  gas  at  once  read  off.  The  difference  between 
this  and  the  previous  reading,  gives  the  volume  of  the  luminiferous  constituents 
contained  in  the  gas.  This  method  is  very  acciirate  ;  in  two  analyses  of  the  same 
gas,  the  percentage  of  luminiferous  constituents  seldom  varies  more  than  O'l  or  0*2 
per  cent. 

IV.  Estimation  of  the  Non-Luminiferous  Constituents. 
These  are  light  carburetted  hydrogen,  hydrogen,  carbonic  oxide,  and  nitrogen. 
Ihe  percentages  of  these  gases  are  ascertained  in  a  graduated  eudiometer,  a,bout  2 
feet  in  length,  and  ^ths  of  an  inch  internal  diameter;  the  thickness'  of  the 
glass  being  not  more  than  ^th  of  an  inch.   This  eudiometer  is  furnished  at 
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its  closed  pnd  with  two  platinum  wires,  fused  into  the  glass,  for  the  transmission  of 
the  olcetricj  spark.  A  drop  of  water,  about  the  size  of  a  pin's  head,  is  introduced 
into  the  upper  part  of  the  eudiometer  before  it  is  filled  with  mercury  and  inverted 
into  the  mercurial  trough :  this  small  quantity  of  water  sei-vos  to  saturate  witii  aqueous 
vapour  the  gases  subsequently  introduced.  About  a  cubic  inch  of  the  residual  gas 
from  tho  last  determination  is  passed  into  the  eudiometer,  and  its  volume  accurately 
road  off;  about  4  cubic  inches  of  pure  oxygon  are  now  introduced,  and  tho  volume 
(moist)  again  determined.  The  oxygen  is  best  prepared  at  the  moment  when  it  is 
wanted,  by  heating  over  a  spirit  or  gas  flame  a  little  chlorate  of  potash,  in  a  very 
small  glass  retort,  allowing,  of  course,  sufficient  time  for  every  trace  of  atmospheric 
•air  to  be  expelled  from  tho  retort  before  passing  tho  gas  into  the  eudiometer.  The 
open  end  of  tho  eudiometer  must  now  bo  pressed  firmly  upon  the  thick  piece  of  India- 
rubber  placed  at  tho  bottom  of  tho  trough,  and  an  electric  spark  passed  through  the 
mixture ;  if  the  above  proportions  have  been  observed,  the  explosion  will  be  but 
slight,  which  is  essential  if  nitrogen  bo  present  in  the  gas,  as  this  element  will  other- 
wise be  partially  converted  into  nitric  acid,  and  thus  vitiate  the  results.  By  using  n 
large  excess  of  oxygen,  all  danger  of  the  bursting  of  tho  eudiometer  by  the  force  of 
the  explosion  is  also  avoided.  The  volume  after  explosion  being  again  determined,  a 
bullet  of  caustic  potash  is  introduced  into  the  gas,  and  allowed  to  remain  so  long  as 
any  diminution  of  volume  takes  place  ;  this  bullet  absorbs  the  carbonic  acid  that  has 
been  produced  by  the  combustion  of  the  light  carburetted  hydrogen  and  carbonic 
oxide,  and  also  renders  the  residual  gas  perfectly  dry :  the  volume  read  off  after  this 
absorption,  when  deducted  from  the  previous  reading,  gives  the  volume  of  carbonic 
acid  generated  by  the  combustion  of  the  gas. 

The  residual  gas  now  contains  only  nitrogen  and  the  excess  of  oxygen  employed. 
The  former  is  determined  by  first  ascertaiping  the  amount  of  oxygen  present,  and 
then  deducting  that  number  from  the  volutiie  of  both  gases ;  for  this  purpose  a  quan- 
tity of  dry  hydrogen,  at  least  three  times  as  great  as  the  residual  gas,  is  introduced, 
and  the  volume  of  the  mixture  determined ;  the  explosion  is  then  made  as  before,  and 
the  volume  (moist)  again  recorded :  one-third  of  the  contraction  caused  by  this  ex- 
plosion represents  the  volume  of  oxygen,  and  this  deducted  from  the  volume  of  residual 
gas,  after  absorption  of  carbonic  acid,  gives  the  amount  of  nitrogen. 

The  behaviour  of  the  other  three  non-luminous  gases  on  explosion  with  oxygen 
enables  us  readily  to  find  their  respective  amounts  by  three  simple  equations,  founded 
upon  the  quantity  of  oxygen  consumed,  and  the  amount  of  carbonic  acid  generated 
by  the  three  gases  in  question.  Hydrogen  consumes  half  its  own  volume  of  oxygen, 
and  generates  no  carbonic  acid ;  light  carburetted  hydrogen  consumes  twice  its 
volume  of  oxygen,  and  generates  its  own  volume  of  carbonic  acid ;  whilst  carbonic 
oxide  consumes  half  its  volume  of  oxygen,  and  generates  its  own  volume  of  carbonic 
acid.  If,  therefore,  we  represent  the  volume  of  the  mixed  gases  by  A,  the  amount  of 
oxygen  consumed  by  B,  and  the  quantity  of  carbonic  acid  generated  by  C,  and  further, 
the  volumes  of  hydrogen,  light  carbxiretted  hydrogen,  and  carbonic  oxide  respectively 
by  X,  y,  and     we  have  the  following  equations  : — 

X  +  1/  +  £!  =  A 

i/  +  z  =  G. 

From  which  the  following  values  for  x,  y,  and  z,  are  derived  :— 

a:  =  A-C 
2B-A 

r,  2B-A 


v.— Estimation  of  the  Value  of  the  Luminiferous  Constituents. 
We  have  now  given  methods  for  ascertaining  tho  respective  quantities  of  all  the 
ingredients  contained  in  any  specimen  of  coal-gas,  but  the  results  of  the  above  an^y- 
tiad  operations  afford  us  no  clue  to  its  illuminating  power.  They  give  us  it  is  true,  the 
amount  of  illuminating  hydrocarbons  contained  in  a  given  volume  of  the  gas,  but  it 
will  be  evident,  from  what  has  akeady  been  said  respecting  the  luminiferous  powers 
of  these  hydrocarbons,  that  the  greater  the  amount  of  carbon  contained  in  a  given 
volume,  the  greater  will  be  the  quantity  of  light  produced  on  their  combustion ;  and 
therefore,  as  tho  number  of  volumes  of  carbon-vapour  contained  in  one  volume  of  the 
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.mixed  constituents,  condensible  by  anhydrous  sulphuric  acid,  has  been  found  to  vary 
W  o-M  to  4  36  volumes,  it  is  clear  that  this  amount  of  carbon-vapour  must  be  accu- 
ratelv  determined  for  each  specimen  of  gas,  if  we  wish  to  ascertain  the  value  ot  that 
Ss  as  an  muS^^^^^  agent.  Fortunately  this  is  easily  effected ;  for  if  we  ascertain 
fhe  amount  of  carbonic  acid  generated  by  100  volumes  of  the  gas  m  ^ts  o^^ginal  ^^^^^^ 
cUtion  knowing  from  the  preceding  analytical  processes  the  percentage  of  illuminating 
hvdrocarbons  and  also  the  amount  of  carbonic  acid  generated  by  the  non-luminiferous 
cases  we  have  all  the  data  for  calculating  the  illuminating  value  of  the  gas.^  Hot 
this  purpose  a  known  volume  of  the  original  gas  (about  one  cubic  inch)  is  introduced 
into  the  explosion  eudiometer,  and  mixed  with  about  five  times  its  volume  of  oxygen  ; 
the  electi-ic  spark  is  passed,  and  the  volume  of  carbonic  acid  generated  by  the  explo- 
sion ascertained  as  above  directed.  If  we  now  designate  the  percentage  of  hydro- 
carbons absorbed  by  anhydrous  sulphuric  acid  by  A,  the  volume  of  carbonic  acad 
generated  by  100  volumes  of  the  original  gas  by  B,  the  carbo;iic  acid  formed  by  the 
combustion  of  the  non-luminous  constituents  remaining  after  the  absorption  of  hydro- 
carbons from  the  above  quantity  of  original  gas  by  0,  and  the  volume  of  carbonic 
acid  generated  by  the  combustion  of  the  luminiferous  compounds  (hydrocarbons)  by 
X,  we  have  the  following  equation  ; — 

x  =  B-C, 

and  therefore,  the  amount  of  carbonic  acid  generated  by  one  volume  of  the  hydrocar- 
bons is  represented  b^ 

B— C 
~A~* 

But  as  one  volume  of  carbon-vapour  generates  one  volume  of  carbonic  acid,  this 
formula  also  expresses  the  quantity  of  carbon-vapour  in  one  volume  of  the  illiimi- 
nating  constituents.  For  the  purpose  of  comparison,  however,  it  is  more  convenient 
to  represent  the  value  of  these  hydrocarbons  in  their  equivalent  volume  of  olefiant  gas, 
one  volume  of  which  contains  two  volumes  of  carbon-vapour ;  for  this  purpose  the 
last  expression  need  only  be  changed  to 

B-C 

Thus,  if  a  sample  of  gas  contain  10  per  cent,  of  hydrocarbons,  of  which  one  volume 
contains  three  volumes  of  carbon- vapour,  the  quantity  of  olefiant  gas  to  which  this  10 
per  cent,  is  equivalent,  will  be  15. 

By  the  application  of  this  method  we  obtain  an  exact  chemical  standard  of  com- 
parison for  the  illuminating  value  of  all  descriptions  of  gas ;  and  by  a  comparison  of 
the  arbitrary  numbers  thus  obtained,  with  the  practical  results  yielded  by  the  same 
gases  when  tested  by  the  photometer,  much  valuable  and  useful  information  is  gained. 

Analysis  of  Coal-gas  with  Frankland  and  War^s  apparatus. — Introduce  a  few  cubic 
inches  of  the  gas  into  the  tube  i.  Jig.  1025,  and  transfer  it  for  measurement  into  f,  by 
opening  the  cocks  1 1'  and  placing  the  tube  f  in  communication  with  the  exit  pipe  h, 
the  transference  being  assisted,  if  needful,  by  elevating  the  trough  c.  When  the  gas, 
followed  by  a  few  drops  of  mercury,  has  passed  completely  into  f,  the  cock  I  is  shut, 
and  /  turned,  so  as  to  connect  f  and  h  with  h.  Mercury  is  allowed  to  flow  out  until 
a  vacuum  of  two  or  three  inches  in  length  is  formed  in  h,  and  the  metal  in  f  is  just 
below  one  of  the  divisions ;  the  cock  /  is  then  reversed,  and  mercury  very  gradually 
admitted  from  G,  until  the  highest  point  in  f  exactly  corresponds  with  one  of  the 
divisions  upon  that  tube  ;  we  will  assume  it  to  be  the  sixth  division.  This  adjustment 
of  mercury  and  the  subsequent  readings  can  be  very  accurately  made  by  means  of  a 
small  horizontal  telescope  placed  at  a  distance  of  about  six  feet  from  the  cylinder, 
and  sliding  upon  a  vertical  rod.  The  height  of  the  mercury  in  h  must  now  be  accu- 
.  rately  determined,  and  if  from  the  number  thus  read  off,  the  height  of  the  sixth  division 
above  the  zero  of  the  scale  on  h  be  deducted,  the  remainder  will  express  the  bene 
volume  of  the  gas.  As  the  temperature  is  maintained  constant  during  the  entire 
analysis,  no  correction  on  that  score  has  to  be  made;  the  atmospheric  pressure  being 
altogether  excluded  from  exerting  any  influence  upon  the  volumes  or  pressures,  no 
barometrical  observations  are  requisite  ;  and  as  the  tension  of  aqueous  vapour  in  f  is 
exactly  balanced  by  that  in  h,  the  instrument  is  in  this  respect  also  self-correcting.  Two 
or  three  drops  of  a  strong  solution  of  caustic  potash  are  now  introduced  into  i  by 
means  of  a  bent  pipette,  and  mercury  being  allowed  to  flow  into  f  and  h  by  opening 
the  cock  g,  the  gas  returns  into  i  through  11',  and  there  coming  into  contact  witli  an 
extensive  surface  of  caustic-potiish  solution,  any  carbonic  acid  that  may  bo  present 
.will  bo  absorbed  in  two  or. throe  minutes,  and  the  gas  being  passed  back  again  into  h 
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for  ro-moasuromont,  taking  caro  to  shut  I  boforo  the  caustic-potash  solution  reaches  I' 
the  obsorvotl  diminution  in  volume  gives  the  amount  of  carbonic  acid  present.  ' 

The  amount  of  oxygen  is  determined  in  like  manner  Ijy  passing  up  into  i  a  few 
drops  of  a  saturated  solution  of  pyrogallic  acid,  whicli  forms  with  the  potash  already 
present  pyrogiiUato  of  potash.  The  gas  being  then  brought  back  into  i,  oxygen  ({ 
present,  will  be  absorbed  in  a  few  minutes.  Its  amount  is  of  courso  ascertained  'by 
re-measuring  the  gas  in  f.  ^ 

The  next  step  in  the  operation  consists  in  estimating  tlio  amount  of  olefiant  gas  and 
illuminating  hydrocarbons.  For  this  purpose,  whilst  the  gas,  tlius  deprived  of  oxygen 
and  carbonic  acid,  is  contained  in  f,  the  tube  i  must  be  removed,  thoroughly  cleansed 
and  dried,  and  being  filled  with  mercury,  must  ba  again  attached  to  I.  The  gas  must 
now  be  transferred  from  f  to  i,  and  a  coke  bullet,  prepared  as  above  described,  being 
passed  up  into  i,  must  be  allowed  to  remain  in  the  gas  for  one  hour.  After  its 
removal,  a  few  drops  of  a  strong  solution  of  bichromate  of  potash  must  be  admitted 
into  I  in  order  to  absorb  the  sulphurous  acid  and  vapours  of  anhydrous  sulphuric 
acid  resulting  from  the  previous  operation.  The  gas  is  now  ready  for  measurement  • 
it  is  therefore  passed  into  f,  and  its.  volume  determined;  the  diminution  which  has 
occurred  since  the  last  reading  represents  the  volume  of  defiant  gas  and  illuminating 
hydrocarbons  that  were  present  in  the  gas. 

It  now  only  remains  to  determine  the  respective  amounts  of  light  carburetted  hy- 
drogen, carbonic  oxide,  hydrogen,  and  nitrogen  present  in  the  residual  gas.  This  is 
effected  as  follows: — ^As  much  of  the  residual  gas  as  wi lb  occupy  about  1^  inch  of 
its  length  at  atmospheric  pressure  is  retained  in  f,  and  its  volume  accurately  deter- 
mined ;  the  remainder  is  passed  into  j>  and  the  latter  tube  removed,  cleansed,  filled 
with  mercury,  and  re-attached.  A  quantity  of  oxygen  equal  to  about  three  and  a  half 
times  that  of  the  combustible  gas  is  now  added  to  the  latter,  and  the  volume  again 
determined ;  then  the  mixture  having  been  expanded  to  about  the  sixth  division,  an 
electric  spark  is  passed  through  it  by  means  of  the  wires  at  m.  The  contraction 
resulting  from  the  explosion  having  been  noted,  two  or  three  drops  of  caustic-potash 
solution  are  passed  into  j,  and  the  gas  is  then  transferred  into  the  same  tube.  In 
two  minutes  the  carbonic  acid  generated  by  the  explosion  is  perfectly  absorbed,  and 
its  volume  is  determined  by  a  fresh  measurement  of  the  residual  gas.  The  latter 
must  now  be  exploded  with  three  times  its  volume  of  hydrogen,  and  the  contraction 
on  explosion  noted.  These  operations  furnish  all  the  data  necessary  for  ascertaining 
the  relative  amounts  of  light  carburetted  hydrogen,  carbonic  oxide,  hydrogen,  and 
nitrogen,  according  to  the  mode  of  calculation  given  here. 

Finally,  the  value  of  the  luminiferous  constituents  is  obtained  as  before,  by 
exploding  about  a  cubic  inch  of  the  original  specimen  of  gas  with  from  four  to  five 
times  its  volume  of  oxygen,  and  noting  the  amount  of  carbonic  acid  produced. 

Ok  the  Manufactuee  op  Coai-Gas. 

Coal-gas,  as  usually  manufactured,  is  produced  by  exposing  coal  to  a  bright  red 
heat  in  retorts.  The  gas  as  it  issues  from  the  retort  cannot  be  directly  employed 
•for  illumination,  for  it  contains  vapoiu-s  of  tar  and  naphtha,  as  also  steam  impregnated 
with  carbonate  of  ammonia  and  hydrosulphate  of  sulphide  of  ammonium.  These 
vapours  would  easily  condense  in  the  pipes  through  which  the  gas  must  be  distributed, 
and  would  produce  obstructions ;  they  must  therefore  be  so  far  removed  by  pre\nous 
cooling,  as  to  be  liable  to  occasion  no  troublesome  condensation  at  ordinary  tem- 
peratures. The  crude  coal-gas  contains  moreover  sulphuretted  hydrogen,  whoso 
combustion  would  exhale  an  offensive  sulphureous  odour,  that  ought  to  be  avoided 
as  much  as  possible.  Carbonic  acid  enfeebles  the  illuminating  power  of  the  gas, 
and  should  be  removed.  The  disengagement  of  gas  in  the  retorts  is  never  uniform, 
but  varies  at  the  different  stages  of  the  process  ;  for  which  reason  the  gas  must  be 
received  in  a  gas-holder,  where  it  may  experience  uniform  pressure,  and  be  discharged 
uniformly  into  the  pipes  of  distribution,  in  order  to  ensure  a  steady  discharge  of  gas, 
and  uniform  intensity  of  light  in  burners,  A  coal-gas  apparatus  ought  therefore  to  be 
so  constructed  as  not  only  to  generate  the  gas  itself,  but  to  fulfil  the  above  conditions. 

In^<^.  1026  such  an  apparatus  is  represented,  where  the  various  parts  are  shown 
connected  with  each  other  in  section. 

A  is  the  furnace,  with  its  set  of  cylindrical  or  elliptical  retorts,  five  in  number.  From 
each  of  these  retorts,  a  tube  b  proceeds  perpendicularly  upwards,  and  then  by  a  curve 
or  saddlo-tube,  it  turns  downwards,  where  it  enters  a  long  horizontal  cylinder  under 
B,  shut  at  each  end  with  a  screw  cap,  and  descends  to  beneath  its  middle,  so  as  to  dip 
about  an  inch  into  the  water  contained  in  it.  From  one  end  of  this  cylinder,  the 
tube  d  passes  downwards,  to  connect  itself  with  n  horizontal  tube  which  cntera  into 
the  iar  pit  or  cistern  c,  by  means  of  the  vertical  branch/.   This  branch  roaches  to 
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near  the  bottom  of  the  cylindrical  ressol,  which  sits  on  the  solo  of  the  tar-cistern. 
From  the  other  side  of  the  vertical  branch/,  the  main  pipe  proceeds  to  the  condenser 
»,  and  thence  by  the  pipe  /,  into  the  purifier  e;  from  which  the  gas  is  immediately 
transmitted  by  the  pipe  p  into  the  gasometer  f. 

The  operation  proceeds  in  the 
following  way :— As  soon  as  gas 
begins  to  be  disengaged  from  the 
ignited  retort,  tar  and  ammo- 
niacal  liquor  are  deposited  in  the 
cylindrical  receiver  b,  and  fill  it 
up  till  the  superfluity  runs  over 
by  the  pipe  d,  the  level  being 
constantly  preserved  at  the  line 
shown  in  the  figxire.  By  the 
same  tarry  liquid,  the  orifices  of 
the  several  pipes  b,  issuing  from 
the  retorts  are  closed  ;  whereby 
the  gas  in  the  pipe  d  has  "its 
communication  cut  off"  from  the 
gas  in  the  retorts.  Hence,  if  one 
of  the  retorts  be  opened  and 
emptied,  it  remains  shut  off  from 
the  rest  of  the  apparatus.  This 
insulation  of  the  several  retorts 
is  the  function  of  the  pipe  under 
B,  and  therefore  the  recurved 
tube  h,  must  be  dipped  as  far 
under  the  surface  of  the  tarry 
liquid  as  to  be  in  equilibrio  with 
the  pressure  of  the  gas  upon  the 
water  in  the  purifier.  The  tube 
b  is  closed  at  top  with  a  screw 
cap,  which  can  be  taken  off  at 
J)lea9ure,  to  permit  the  interior 
to  be  cleansed. 

Both  by  the  overflow  from  the 
receiver  s,  and  by  subsequent 
condensation  in  the  tube  d,  tar 
and  ammoniacal  liquor  collect 
progressively  in  the  cistern  or 
pit  under  c,  by  which  mingled 
liquids  the  lower  orifice  of  the 
vertical  tube/  is  closed,  so  that 
the  gas  cannot  escape  into  the 
empty  space  of  this  cistern. 
These  liquids  flow  over  the  edges 
of  the  inner  vessel  when  it  is 
full,  and  may,  from  time  to  time, 
be  drawn  off  by  the  stopcock  at 
the  bottom  of  the  cistern. 

Though  the  gas  has,  in  its 
progress  hitherto,  deposited  a 
good  deal  of  its  tarry  and  ammo- 
niacal vapours,  yet,  in  conso- 
cluence  of  its  high  temperature, 
It  still  retains  a  considerable 
portion  of  them,  which  must  be 
immediately  abstracted,  as  other- 
wise the  tar  would  pollute  the 

lime  in  the  vessel  e,  and  interfere  with  its  purification.  On  this  account  the 
fihouM,  at  this  period  of  the  process,  be  cooled  as  much  as  possible,  In  order  to 
deni!.e  these  vapours,  and  to  favour  the  action  of  the  lime  in  the  purifier  E,  upon  tha 
eulphuretted  hydrogen,  whicli  is  more  energetic  the  lower  the  temperature  of  the  gas. 
The  coal-gas  passes,  therefore,  from  the  tube  /  into  the  tube  h  of  the  condenser  d, 
which  is  placed  in  an  iron  chest  g,  filled  with  water,  and  it  deposits  more  tar  and 
ammoniacal  liquor  in  the  under  part  of  the  cistern  at  t,  t.   When  these  liquids  have 
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rison  to  a  cortain  level,  they  overflow  into  the  tar-pit,  as  jshown  in  the  figure,  to  bo 
drawu  off'  by  the  stopcock,  as  occasion  may  require. 

Tlie  rofrigoratod  gas  is  now  conducted  into  tlio  purifier  K,  wliich  wo  will  Buppose  to 
be  fdlcd  witli  milk  of  lime,  made  by  mixing  1  part  of  slaked  lime  with  25  parts  of 
water.  The  gas,  as  it  enters  by  the  pipe  I,  depresses  the  water  in  the  wide  cylinder 
n,  thence  passes  under  the  perforated  disc  in  the  under  part  of  that  cylinder,  and 
rising  up  through  innumerable  small  holes  is  distributed  throughout  the  lime-liquid 
in  the  vessel  m.  By  contact  witli  the  lime  on  this  extended  surface,  the  gas  is 
stripped  of  its  sulphuretted  liydrogen  and  carbonic  acid,  which  are  condensed  into 
the  sulphide  of  calcium  and  carbonate  of  lime  ;  it  now  enters  the  gas-holder  v  in  a 
purified  state,  through  the  pipe  p  t,  and  occupies  the  space  q.  The  gas-holder 
pressing  with  a  small  unbalanced  forco  over  the  counter-weight,  s,  expels  it  through 
the  main  u  u,  in  communication  with  the  pipes  of  distribution  through  the  buildings 
or  streets  to  bo  illuminated. 

Such  are  the  chief  and  essential  parts  of  the  apparatus  used  in  every  gas-work  for 
the  generation,  refrigeration,  purification,  and  storage  of  coal-gas.  The  construction 
and  mode  of  working  these  separate  portions  of  the  apparatus  vary  much,  however, 
in  different  works,  and  it  will  therefore  be  necessary  here  to  enter  more  minutely  into 
the  details  of  the  four  departments  of  the  manufacture  just  enumerated. 


I.  Apparatus  trsED  in  the  Geneeation  of  Coal-Gas. 

Retorts. — The  use  of  this  portion  of  the  apparatus  is  to  expose  the  coal  to  a  high 
temperature,  to  exclude  atmospheric  air,  and  to  deliver  the  gaseous  and  vaporous  pro- 
ducts of  distillation  into  the  refrigeratory  portion  of  the  apparatus.  The  materials 
composing  the  retorts  should  therefore  possess  the  following  properties :— 1st,  high 
conducting  power  for  heat ;  2nd,  rigidity  and  indestructibility  at  a  high  temperature; 
and  3rd,  impermeability  to  gaseous  matter.  The  materials  hitherto  used  in  the  con- 
struction of  retorts  are  cast  iron,  wrought  iron,  and  earthenware  ;  but  none  of  these 
materials  possess  the  above  qualifications  in  the  high  degree  that  could  be  jished. 
Thus  cast  iron,  though  a  good  conductor  of  heat,  is  not  perfectly  rigid  and  inde- 
structible. At  high  temperatures  it  becomes  slightly  viscous,  and  at  the  same  time 
undergoes  rapid  oxidation.  Wrought  iron  is  a  still  better  conductor  of  heat,  but  ita 
qualities  of  indestructibility  and  rigidity  are  even  lower  than  those  of  cast  iron ; 
whilst  earthenware,  though  rigid,  and  indestructible  by  oxidation,  is  a  very  bad 
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conductor  of  heat,  and  is  moreover  very  liable  to  crack  from  changes  of  tempera- 
ture. Very  various  forms  of  retort  have  been  employed  at  different  times  in  order  to 
secure  as  far  as  possible,  the  conditions  just  enumerated. 

Cast-iron  Betorts— The  chief  forms  of 
the  cast-iron  retorts  are :  First,  the 
cylindrical,;?^.  1029,  used  in  the  Man- 
chester Gas  Works,  12  inches  diameter, 
and  6  to  9  feet  long;  second,  the 
elliptical,  18  inches  by  12  inches,  by 
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6- to  9  feet,  fig.  1030  ;  third,  the  ear-shape,  fig.  1031,  now  little  used,  2  feet  9  inches, 
and  of  the  same  length  as  before  |  fom-th,  the  D-shaped  retort,  ^jgr.  1032,  20  inches 
■wide  and  14  inches  high.    This  form  of  retort  is  at  present  far  more  extensively  used 

than  any  of  the  others.  mi    i         •   » ,  j.  i.      j  ii 

Fiq  1033  shows  a  bed  of  5  D-shaped  iron  retorts.  The  length  is  7^  feet,  and  tho 
transverse  area,  from  one  foot  to  a  foot  and  a  half  square.  The  arrows  show  the 
direction  of  the  flame  and  draught.  .      ,     ,  .       ,        ^  ,    .  .  j 

'  The  charge  of  coals  is  most  conveniently  introduced  in  a  tray  of  sheet-iron,  made 
somewhat  like  a  grocer's  scoop,  adapted  to  the  size  of  the  retort,  which  is  pushed  home 
to  its  further  end,  inverted  so  as  to  tuin  out  the  contents,  and  then  immediately 
withdrawn. 

All  these  retorts  are  set  horizontally  in  the  furnace,  and  they  have  a  flancn  cast  upon 
their  open  end,  to  which  a  mouthpiece,  a  A,j%r.  1034,  can  be  securely  bolted.  The 
mouthpiece  is  provided  with  a  socket,  b,  for  the  reception  of  the  siandpipe,  and  also 
■with  an  arrangement  by  which  a  lid,  c  c,  can  be  screwed  gas-tight  upon  the  front  of 
the  mouthpiece  as  soon  as  the  charge  of  coal  has  been  introduced.  By  applying  a 
luting  of  lime  mortar  to  that  part  of  the  lid  which  comes  into  contact  with  the  mouth- 
piece, a  perfectly  tight  joint  is  obtained. 

Sometimes  iron  retorts  are  made  of  double  the  above  length,  passing  completely 
through  the  furnace,  and  being  furnished  with  a  lid  and  standpipe  at  each  end. 
Such  is  the  construction  of  Mr.  CroU's  and  of  Lowe's  reciprocating  retorts.  These 
retorts  are  charged  from  each  end  alternately,  and  there  is  an  arrangement  of  valves 
by  means  of  which  the  gas  evolved  from  the  coal  recently  introduced  is  made  to  pass 
over  the  incandescent  coke  of  the  previous  charge,  at  the  opposite  end  of  the  retort. 
It  is  highly  probable  that  some  advantage  is  derived  from  this  arrangement  during 
the  very  early  stage  of  the  distillation  of  the  fresh  coal ;  but  on  the  whole,  for  reasons 
stated  above,  the  principle  is  undoubtedly  bad,  for  although  it  enables  the  manufacturer 
to  produce  a  large  volume  of  gas,  the  quality  is  so  much  inferior  as  to  reduce  the  total 
illuminating  effect  obtainable  from  a  given  weight  of  coal. 

Wrought-iron  Retorts. — ^Mr.  King,  the  eminent  engineer  'of  the  Liverpool  Gas 
Works,  has  for  many  years  successfully  used  retorts  of  wrought  iron.  They  are 
made  of  thick  boiler  plates,  riveted  together,  and  are  of  the  D  shape,  b\  feet  wide,  6 
feet  long,  and  18  inches  high  at  the  crown  of  the  arch.  About  1  ton  of  coal  can  be 
worked  off  in  these  retorts  in  24  hours.  Occasionally  the  bottoms  are  of  cast  iron, 
which  materially  prevents  the  great  amount  of  warping  to  which  wrought  iron  is  sub- 
ject when  exposed  to  high  temperatures. 

Earthenware,  or  Clay  Retorts. — These  are  usually  of  the  D  shape,  although  they 
are  occasionally  made  circular  or  elliptical.  Their  dimensions  are  about  the  same  as 
those  of  the  cast-iron  retorts  commonly  used,  but  their  walls  are  necessarily  thicker, 
varying  from  2^  to  4  inches  in  thickness ;  this,  added  to  the  circumstance  that  clay 
is  a  very  bad  conductor  of  heat,  undoubtedly  causes  the  expenditure  of  a  larger 
amount  of  fuel  in  heating  these  retorts  ;  nevertheless,  this  disadvantage  is,  perhaps, 
less  than  might  be  supposed,  since  iron  retorts  soon  become  coated  outside  with  a 
thick  layer  of  oxide  of  iron,  which  also  greatly  hinders  the  free  communication  of 
heat  to  the  iron  beneath.  Moreover,  the  lower  price  and  much  greater  durability  of 
clay  retorts  are  causing  their  almost  universal  adoption  in  gas-works,  especially  since 
the  removal  of  pressure  by  exhausters  greatly  reduces  the  amount  of  leakage  to  which 
clay  retorts  are  liable. 

The  following  is  an  extract  relating  to  clay  retorts,  from  the  '  Eeports  of  Juries '  of 
the  Great  Exhibition  of  1851  :— 

'  The  use  of  fire-clay  is  not  of  very  ancient  date,  and  has  greatly  increased  within 
the  last  few  years.  It  is  found  in  England  almost  exclusively  in  the  coal-measures, 
and  from  different  districts  the  quality  is  found  to  differ  considerably.  The  so-called 
' Stourbridge  clay,|  is  the  best  known,  and  will  be  alluded  to  presently;  but  other 
kinds  are  almost,  if  not  quite,  as  well  adapted  for  the  higher  purposes  of  manufacture, 
being  equally  free  from  alkaline  earths  and  iron,  the  presence  of  which  renders  the 
clay  fusible  when  the  lieat  is  intense.  The  proportion  of  silica  and  alumina  in  those 
clays  vary  considerably,  the  former  amounting  sometimes  to  little  more  than  60  per 
cent.,  while  in  others  it  reaches  beyond  70,  the  miscellaneous  ingredients  ranging  from 
less  than  \  to  upwards  of  7  per  cent. 

'  The  works  of  Messrs.  Cowen  and  Co.  are  among  the  most  extensive  in  England, 
and  they  obtain  their  raw  material  from  no  less  than  nine  different  seams,  admitting 
of  great  and  useful  mixture  of  clay  for  various  purposes. 

'After  being  removed  from  the  mine,  the  clay  is  tempered  by  exposure  to  the 
■weather,  in  some  cases  for  years,  and  is  then  i^repared  with  extreme  care  The  obiects 
chiefly  made  are  fire-bricks  and  gas-retorts;  tho  latter  being  now  much  used  and 
preferred  to  iron  for  durability, 
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Those  retorts  woro  first  made  by  the  present  cxliibitors  in  ten  pieces  (this  beinn- 
twenty  years  ago)  and  since  then  tlio  number  of  pieces  has  been  reduced  succossivolf 
to  lour,  throe,  and  two  pieces,  till  in  1844  thoy  were  enabled  to  patent  a  process  for 
making  them  in  one  pioce,  and  at  the  present  time  thoy  are  thus  raanukcturcd  of 
dimensions  as  much  as  10  feet  long  by  3  foot  wido  in  the  inside,  which  is,  however 
moro  than  double  the  size  of  the  largest  exhibited  by  them. 

'  Gas  retorts  of  very  fair  quality  are  shown  by  Mr.  Eamsay  of  Newcastle,  who  has 
also  succeeded  extremely  well  in  the  manufacture  of  fire-bricks.    The  retorts 

1035 


show  a  little  moro  iron  than  is  desirable,  but  the  exhibitor  has  been  considered  worthy 
of  honourable  mention.  Ketorts  of  less  creditable  appearance  are  exhibited  by  Messrs. 
Hickman  and  Co.  of  Stourbridge,  and  Mr.  A.  Potter  of  Newcastle.  The  surface  of 
both  these  retorts  is  cracked  and  undulating.  When  we  consider  the  high  and  loug- 
continued  temperatiire  to  which  these  objects  are  exposed,  the  absolute  necessity  of 
attending  to  every  detail  in  mixing  the  clay  and  moulding  the  retort  will  bo  at  onco 
recognised,  and  the  apparently  slight  defects  of  somo  of  those  sent  for  exhibitioa 
rec[uiro  to  be  noticed  as  of  real  importance, 
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'  Next  to  England,  tho  finest  specimens  of  fire-clay  goods  on  a  largo  scale  are  from 
Belgium  :  the  gas-retort  sent  from  Trance  is  not  remarkable  for  excellence.' 
Fig.  1035  is  an  elevation  of  Mr.  Wright's  plan  for  a  range  of  long  clay  retorts. 
Fig.  1036  shows  tho  plans  and  sections  of  the  setting  for  these  retorts. 

1036 
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Retorts,  or  rather  ovens,  of  fire-brick,  the  invention  of  Mr.  Spinney,  have  been  Inno. 
used  successfully  at  Exeter.  Cheltenham,  and  other  places.  They  appear  to  be  ve?? 
durable  and  to  require  little  outlay  for  repairs,  but  a  very  large  expenditure  of  fuel  i^ 
required  for  heating  them.  They  are  of  the  D  shape,  7  feet  long.  3  f^t  2  nches 
wid^e,  and  14  inches  high  at  the  crown  of^the  arch,  ^Each  retort  rSeives  a  charge  J 
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fl  or  6  cwts.  of  Nowcastlo  or  Wcflsli  coal  ovory  12  hourp,  and  produccR  gas  at  the 
rate  of  9,000  cubic  foot  par  ton  of  Welsh,  and  10,000  to  12,000  per  ton  of  Newcastle 
coal. 

Clegg's  revolving  Web  Betort.—'\Wfi  retort,  the  invention  of  Mr.  Clegg,  Ben.,  niiikes 
tho  nearest  approach  to  a  truly  philosophical  apparatus  for  the  generation  of  gaw  ;  in 
it  the  coal  is  exposed  to  a  sudden  and  uniform  heat,  in  a  thin  stratum,  by  which  means 
tho  gases  are  liberated  at  once,  and  under  the  conditions  most  favoui-able  for  the 
production  of  a  maximum  amount  of  illuminating  constituents.  Very  little  tar  is 
produced  from  this  retort. 

Fig.  1037  represents  a  section  of  this  retort,  which  is  of  tho  u  shape,  with  a  very 
low  and  flat  arch.   It  is  made  of  wrought-iron  boiler  plates  riveted  together,   e  is  a 
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hopper  for  holding  the  coal  to  be  carbonised ;  f  is  a  discharging  disc  ;  g  is  the  retort ; 
H  is  a  web  on  to  which  the  coal  is  discharged  by  the  disc  f  ;  1 1  are  revolving  drums, 
carrvin<»  the  wrought-iron  web  h;  ll  are  the  flues  from  a  lateral  furnace  by  which 
the  retort  is  heated ;  m  is  the  exit-pipe  for  the  coke,  its  lower  extremity  is  either  closed 
by  an  air-tight  door,  or  is  made  to  dip  into  water.  _      .     ^    ,     •        j  „ 

All  the  coal  must  be  reduced  to  fragments  about  the  size  of  coffee-berries,  and  a 
24  hours'  charge  must  be  placed  at  once  in  the  hopper,  and  seciired  by  a  luted  cover. 
Tho  discharging  disc  has  6  spurs,  and  is  made  to  revolve  uniformly  with  the  drum 
below  it  at  the  late  of  4  revolutions  per  hour.  The  diameter  of  the  hexagonal  drunis 
is  so  regulated  that  the  coal,  which  falls  upon  the  web  from  the  discharging  disc.jv. 
at  one  revolution  have  passed  the  entire  length  of  the  retort.  The  Passage  through 
the  retort  occupies  15  minutes,  which  is  quite  suflRcient  to  expel  the_ whole  of  the  gas 
from  the  coal.  In  each  revolution  of  the  disc  and  drum  745  cubic  inches  of  coal  (or 
2lTbs.)  are  distributed  over  a  heated  surface  of  2,016  square  inches,  ^l--'.^;-^^^-^ 
U  carbonised  in  one  of  these  retorts  in  24  hours,  and  the  production  of  gas  is  equal  to 
12  OoS  cX  feet  per  ton  of  Newcastle  coal.  The  quality  of  the  gas  is  also  consider- 
ably superior  to  that  obtained  from  the  same  coal  in  the  ordinary  retorte 

Although  the  first  cost  of  these  retorts  and  accompanying  ^^'-^f 
greater  than  that  of  the  retorts  in  ordinary  use  yet  the  f.^^^mf  fe  parts  c^^^^^^^^ 
Replaced  at  about  the  same  cost  as  that  required  to  rep  ace  the  latter.    The  coke  pro 
duced  is  ereater  in  quantity,  but  inferior  in  quality,  owing  to  its  more  luinute  state  ot 

extensive  use.  Eefbigbbatouy  Appaxutus. 

From  the  moment  that  the  gas  leaves  the  retorts  it  is  subjected  'J^^^^^^ 
which  gradually  reduce  its  temperabure,  untU,  on  leaving  tho  so-called  condenser,  its 
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temperature  ought  to  be  only  a  few  degrees  higher  than  that  of  the  atmosphere, 
except  in  winter,  when  it  is  advisable  to  maintain  a  heat,  relatively  to  the  extsruMl 
air,  greater  than  in  summer.  The  gas  leaves  the  retort  by  the  siandpipes,  a  a  a, 
fff.  1038,  which  are  of  cast  iron, 
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5  inches  in  diameter  at  their  lower 
extremity,  and  slightly  tapering  up- 
wards.   Some  of  the  least  volatile 
products  of  decomposition  condense 
in  these  pipes,  but  their  proximity 
to  the  fiu:naces,  and  the  constant 
rush  of  heated  gas  and  vapour 
through  them  prevent  more  than  a 
very  slight  amount  of  refrigeration. 
They  conduct  to  the  hydraulic  main, 
which  is  shown  at  b,  Jiff.  1038.  It 
consists  of  a  cylinder  running  the 
entii-e  length  of  the  retort-house, 
and  fixed  at  a  sufficient  height  above 
the  mouths  of  the  retorts  to  protect 
it  from  the  flame  issuing  from  the 
latter  during  the  times  of  charging 
and  drawing.    The  diameter  varies 
from  12  to  18  inches,  and  the  re- 
cvirved  extremities  of  the  stand- 
pipes  (ihe  dip-pipes)  c  c  c  c,  pass 
through  it  by  gas-tight  joints,  and 
dip,  to  the  extent  of  3  or  4  inches, 
into  the  condensed  liquids  contained 
in  the  hydraulic  main.    The  use  of  this  portion  of  the  apparatus  is  to  cut  off  the 
communication  in  the  reverse  direction  between  the  gas  beyond  the  standpipes  and 
tiie  retorts  so  as  to  prevent  the  former  rushing  back  down  the  standpipe  during  the 
time  tnat  tHe  lid  of  the  retort  is  removed.    Being  maintained  half  full  of  tar  it 
eaectually  seals  the  lower  ends  of  the  dip-pipes,  and  prevents  any  return  of  gas  towards 
t  o  i-etorts.    Ihe  condensed  products,  consisting  chiefly  of  tar,  make  their  exit  from 
tlie  iiyclraulic  main  by  the  pipe  d,  which  leads  them  to  the  tar-well.    From  the 
Kt^lcT'^  ftu^""         '      ^^'^  <^^<^'^s^r,  the  office  of  which,  as  its  name 
mpi  es,  IS  to  ettect  the  condensation  of  all  those  vapours  which  could  not  be  retained 
7^^.tt%^l       ordinary  atmospheric  temperature.    The  condenser  has  received 
Sniff?  n  f  T^"'  ^""^       ""^^  ^^"'^'^  '^PP^''^^'s      "°ite  in  tlie  highest  degree  sim- 
Oent™l        P  T^'  invention  of  Mr.  Wright,  of  the  Western  aSd  Great 

central  Oras  Companies.  Its  construction  is  shown  in  Jig.  1039.  a  a  a  a,  are  5  double 
rnbv  ir'"^  through  which  the  air  ^^made  to  circulkte  in  sucTei! 

bolow  n  ™  7  }^  •  ^ '^^'^^^  *^h°         cylinders  being  open  above  and 

thus  s^L^rTl         f       "^^^^^^  h^^ted  walls,  rushes  through  them, 

bi  a  Xence  f 'r^^  refrigeratory  action.    It  will  bellso  seen 

t  fkiW  an  Zll  r  fipre  that  the  heated  gas  enters  these  cylinders  at  the  top, 
;  r  ^Srl  •  '""'t'^^  ^  *^^t  pursued  by  the  external  and  internal  currents  of 

'n  pSmiJv  tT^l'J-  "^^'^  Pf/'"*^  refrigeration,  by  bringing  the  gas  constantly 
Bt^  Te^Xl  n  f  coldness.    Each  cylinder  is  furnished  at  bottom  with 

?ho  bv  ;  '•       \^  collection  of  the  condensed  products,  which  are  carried  to 

cicnf] V  f  ^  fl^^"""^  ^^^'"'^ the  figm-e.  The  details  of  construction  are  suffi- 
ciently seen  from  the  drawing,  and  require  no  further  description. 

ItconS.°^f°?  ^^'^°''^'        condenser  represented  at  r^,  Jiff.  1026  (p.  673)  is  used, 
its  bottom  lt.r-.r^'''*'  ^'.T^''     wrought-iron  plates  open  at  top.  but  having 
he  uStTur  Wb  ?  f  '7.°^  "^'''^^  ^  «f  tubes.    To  these  holes 

n  ctX?  It  ;A  ^       ''""^^^      ^^''Ses  and  screws,  and  they  are  con- 

cov'  r  of  the  cLs  /T  ^  't'T^^      '^^^^^  '^^'^  ^°ttom  forms  the 

partmon'Hn''Si^"  plates  are  left  open  at  bottom,  so  as  to  place  the  liquids  of  eachcom- 
nSd^ '7™''°'"^^'°"-    ^h^^^^y  the  gas  passes  up  and  down  the  series  of  tuZ 
U  e  box?  ^  ?T       compartment  to  another.    The  condensed  liquids  descend  into 
t  ;  may  I;  cwroff  T       tJ^^tar  cistern,  when  they  rise  above^ie  leveuT'  The 

water  flows  in tJIircon^Z.  ^b  7        '''^T^'    ^^''''S^'       tube  /I-  cold 

upper  edge.  ''o^^lcnser  chest,  and  the  warm  water  passes  away  by  a  pipe  at  its 

,.  The  extent  of  surface  which  tho  gas  requires  for  it«  refrigeration  before  it  is  admitted 
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into  tho  washing-Umo  Apparatus,  depends  upon  the  tomperaturo  of  the  milk  of  lime, 
and  tho  quantity  of  gas  generated  in  a  certain  time. 


It  may  be  assumed  as  a  determination  sufficiently  exact,  that  10  square  feet  of 
surface  of  the  condenser  can  cool  a  cubic  foot  of  gas  per  minute  to  the  temperature 
of  the  cooling  water.  For  example,  suppose  a  furnace  or  arch,  -with  5  retorts  of  150 
lbs.  of  coal  each,  to  produce  in  5  hours  3,000  cubic  feet  of  gas,  or  10  cubic  feet 
per  minute,  there  -svould  be  required,  for  the  cooling  surface  of  the  condenser,  100 
square  feet=  10  x  10.  Suppose  100,000  cubic  feet  of  gas  to  be  produced  in  24  hours, 
for  -which  8  or  9  such  arches  must  be  employed,  the  condensing  surface  must  contain 
from  800  to  900  square  feet. 

After  the  action  of  the  condenser,  the  gas  still  retains,  chiefly  in  mechanical  sus- 
pension, a  certain  quantity  of  tarry  matter,  besides  a  slight  percentage  of  ammonia. 
To  free  it  from  these,  it  is  passed  through  a  scrubber  n  (Jiff.  1039),  which  consists  of  a 
tall  cylinder  filled  with  bricks,  paving  stones,  or  coke,  and  having  an  arrangement  by 
which  a.  stream  of  water  can  be  admitted  at  top  and  removed  at  bottom.  The  cliief 
use  of  the  water  is  to  remove  ammonia  from  the  gas,  but  as  it  also  dissolves  some  of 
the  luminiferous  hydrocarbons,  its  use  is  objected  to  by  Mr.  Wright,  and  dry 
scrubbers  are  now  used  at  the  Western  Gas  Works.  It  is  also  considered  by  the  same 
gentleman,  that  the  detention  of  a  certain  percentage  of  ammonia  by  the  gas  is 
rather  an  advantage  than  otherwise,  as  it  serves  in  part  to  neutralise  the  sulphurous 
acid  which  is  inevitably  produced  by  the  combustion  even  of  the  best  gas.  It  must, 
however,  be  borne  in  mind,  that  the  presence  of  ammonia  in  gas  gives  rise  to  the 
formation  of  nitric  acid  during  its  combustion. 

The  Exhauster.— The  passage  of  the  gas  through  the  liquid  of  the  hydraubc  main, 
and  the  other  portions  of  apparatus  between  the  retorts  ard  gasholder,  causes  a  very 
considerable  amount  of  pressure  to  be  thrown  back  upon  the  retorts,  an  effect  whicli 
is  productive  of  mischief  in  two  ways  :  in  the  first  place,  if  there  be  any  fissure  or 
flaw  in  the  retorts,  or  leakage  in  the  joints,  the  escape  and  consequent  loss  of  gas  is 
greatly  augmented ;  and  in  the  second  place,  it  has  been  ascertained  by  Mr.  Grafton, 
of  Cambridge,  that  pressure  in  the  retorts  causes  the  decomposition  of  the  illuminating 
hydrocarbons  with  greatly-increased  rapidity.  It  is,  therefore,  very  desirable  to 
remove  nearly  the  whole  of  this  pressure  by  mechanical  means,  and  this  is  now  done  in 
all  well-arranged  works,  by  the  use  of  an  apparatus  termed  an  exhauster.  Several 
forms  of  exhausters  are  in  use,  but  it  will  be  necessary  only  to  describe  that  of  Mr. 
J,  T.  Bealo,  which  has  been  found  by  experience  t9  bo  very  effective  and  economical. 
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It  I's  shown  in  section  I'n  fig.  1040,  Tho  axle  A  is  reduced  at  each  end,  and  passes 
into  two  cylindrical  boxes  bored  to  a  larger  diameter  than  the  axle  at  those  parts ; 
and  in  the  annular  space  between  the  axle  and  the  box  antifriction  rollers  are  intro- 


1040 


duced,  their  diameter  being  equal  to  the  width  of  the  annular  space ;  the  box  at  ono 
end  is  fitted  with  a  stuffing  box,  through  which  the  axle  passes  for  the  application  of 
the  driving  power.  Upon  motion  being  given  to  the  axle,  the  sliding  pistons  b  b  are 
carried  with  it.  These  sliding  pistons  are  furnished  at  their  ends  with  cylindrical 
pins,  which  project  and  fit  into  cylindrical  holes  bored  in  the  guide  blocks  c  c,  which 
fit  into  annular  recesses  D  in  the  end  plates,  and  keep  the  slides  in  contact  with  the 
cylinder.  The  slides  are  fitted  with  metallic  packing  to  allow  of  wear.  The  axle 
continuing  to_  revolve,  as  one  slide  reaches  the  outlet  and  ceases  to  exhaust,  the 
other  comes  into  action,  and  the  exhaustion  is  unceasing.  Thus  the  pressure  upon 
the  retorts  (which  is  indicated  by  a  gauge)  is  reduced  to  about  half  an  inch  of  water. 


III.  Appabatus  used  in  the  Ptoification  of  Coal-Gas. 

The  Purifier.— One  fotm  of  this  apparatus,  represented  at  B,j^.  1028  (p.  673),  is 
composed  of  a  cylindrical  iron  vessel,  with  an  air-tight  cover  screwed  upon  it,  through 
which  the  cylinder  n  is  also  fixed  air-tight.  The  bottom  of  this  cylinder  spreads  out 
like  the  brim  of  a  hat,  forming  a  horizontal  circular  partition,  which  is  pierced  with 
holes.  Through  a  stuffing  box,  in  the  cover  of  this  interior  cylinder,  the  vertical  axis 
of  the  agitator  passes,  which  is  turned  by  wheel-and-pinion  work,  in  order  to  stir  up  the 
lime  from  the  bottom  of  the  water  in  the  purifier.  The  vessel  o,  serves  for  introducing 
fresh  milk  of  lime,  as  also  for  letting  it  off  by  a  stopcock  when  it  has  become  too  foul 
for  further  use. 

The  quantity  of  lime  should  be  proportioned  to  tho  quantity  of  sulphuretted  hydro- 
gen and  carbonic  acid  contained  in  the  gas.  Supposing  that  in  good  coal-gas  there  is 
0  per  cent,  of  these  gases,  about  one  pound  and  a  half  of  lime  will  bo  requisite  for 
every  hundred  cubic  feet  of  coal-gas  generated,  which  amounts  to  nearly  one* 
sixteenth_  of  the  weight  of  coal  subjected  to  decomposition.  This  quantity  of  lime 
mixed  with  tho  proper  quantity  of  water  will  form  about  a  cubic  foot  of  milk  of 
lime.  Consequently,  the  capacity  of  the  purifier,  that  is,  of  the  interior  space  filled 
witn  liqiud,  may  be  taken  at  four-sevenths  of  a  cubic  foot  for  every  hundred  cubic 
feet  of  gas  passing  through  it  in  one  operation ;  or  for  175  cubic  feet  of  gas,  one  cubic 
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foot  of  liquor.  After  every  operation,  that  is,  after  every  five  or  six  hours,  the  purifier 
must  bo  filled  afresh.  Suppose  that  in  the  course  of  one  operation  20,000  cubic- 
feet  of  gas  passes  through  the  machine,  this  should  be  able  to  conUin 
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cubic  foot  of  milk  of  lime;  whence  its  diameter  should  be  7  feet,  and  tho  lieight  of  the 
liquid  3  feet.  If  tho  capacity  of  tho  vessel  bo  loss,  tliu  lime-milk  must  be  more  fre- 
quently changed. 

In  some  gas-works  tho  purifier  has  the  following  construction,  whereby  an  uninter- 
rupted infliix  and  ofllux  of  milk  of  lime  takes  place.  Throe  single  purifiers  are  so 
connected  together  that  tho  second  vessel  stands  higher  than  the  first,  and  the  third 
than  the  second ;  so  that  the  discharge-tube  of  tho  superior  vessel,  placed  somewhat 
below  its  cover,  enters  into  the  upper  part  of  tho  next  lower  vessel ;  consequently, 
should^  the  milk  of  lime  in  tho  third  and  uppermost  vessel  rise  above  its  ordinary 
level,  it  will  flow  over  into  the  second,  and  thence  in  the  same  way  into  the  first ; 
from  which  it  is  let  off  by  tho  eduction  pipe.  A  tube  introduces  the  gas  from  the  con- 
denser into  the  first  vessel ;  another  tube  does  the  same  thing  for  the  second  vessel,  &c. ; 
and  the  tube  of  the  third  vessel  conducts  the  gas  into  the  gasometer.  Into  the  third 
vessel,  milk  of  lime  is  constantly  made  to  flow  from  a  cistern  upon  a  higher  level. 
By  this  arrangement,  the  gas  passing  through  the  several  vessels  in  proportion  as  it 
is  purified,  comes  progressively  into  contact  with  purer  milk  of  lime,  whereby  its  puri- 
fication becomes  more  complete.  The  agitator  c,  provided  with  two  stirring  paddles, 
is  kept  in  continual  rotation.  The  pressure  which  the  gas  has  here  to  overcome  is 
naturally  three  times  as  great  as  with  a  single  purifier  of  like  depth. 

Fig.  1027  (p.  573)  is  a  simple  form  of  purifier,  which  has  been  found  to  answer  well 
in  practice.  Through  the  cover  of  tho  vessel  a  b,  tho  wide  cylinder  e  d  is  inserted, 
having  its  lower  end  pierced  with  numerous  holes.  Concentric  with  that  cylinder  is  the 
narrower  one  sz,  bound  above  with  the  flange  a  b,  but  open  at  top  and  bottom.  The  under 
edge  ghof  this  cylinder  descends  a  few  inches  below  the  end  c  of  the  outer  one.  About 
the  middle  of  the  vessel  the  perforated  shelf  m  n  is  placed.  The  shaft  of  the  agitator  I, 
passes  through  a  stuflRng-box  upon  tho  top  of  the  vessel.  The  gas-pipe  g,  proceeding 
from  the  condenser,  enters  through  the  flange  a  6  in  the  outer  cylinder,  while  the  gas- 
pipe  h  goes  from  the  cover  to  the  gasholder.  A  stopcock  upon  the  side,  whose  orifice 
of  discharge  is  somewhat  higher  than  the  under  edge  of  the  outer  cylinder,  serves  to 
draw  off  the  milk  of  lime.  As  the  gas  enters  through  the  pipe  g  into  the  space  between 
the  two  cylinders,  it  displaces  the  liquor  till  it  arrives  at  the  holes  in  the  under  edge  of 
the  outer  cylinder,  through  which,  as  well  as  under  the  edge,  it  flows,  and  then  passes 
up  through  the  apertures  of  the  shelf  m  n  into  the  milk-of-lime  chamber ;  the  level  of 
which  is  shown  by  the  dotted  line.  The  stirrer,  I,  should  be  turned  by  wheel-work, 
though  it  is  here  shown  as  put  in  motion  by  a  winch  handle. 
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In  order  to  judge  of  the  degree  of  purity  of  the  gas  after  its  teinsmission  through 
the  lime  machine,  a  slender  syphon  tube  provided  with  a  stopcock  may  b^v« 
end  inserted  in  its  cover,  and  the  other  dipped  mto  a  vessel  containing  ^ 4°  J  ^Ji^^* 
acetate  of  lead.    Whenever  the  solution  has  been  rendered  turbid     / prmpitation 
of  black  sulphuret  of  load,  it  sliould  be  yenewed.    The  saturated  and  fetid  milk  of  lime 
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IS  evaporated  in  oblong  cast-iron  troughs  placed  in  tlie  ash-pit  of  the  furnaces,  and  the 
dried  lime  is  partly  employed  for  luting  the  apparatus,  and  partly  disposed  of  for  a 
mortar  or  manure. 
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u.e^'^for^oLST.l'^fT'  and  sections  of  dry-lime  purifiers,  vhich  may  also  be 

^-^^^^^^-^  elevation^  ditto 

1042  and  1043  represent  another  form  of 
dry  purifier,  combined  with  a  washer  or  scrubber 
patented  by  Mr.  Lees  of  Manchester.    Fia  1042 
IS  an  elevation,  partly  in  section  of  this  appa- 
ratus, and  fiff.  1043  is  another  elevation,  also 

^f-  l     ^T^T'  «  is  a  hopper,  into 

wliich  the  dry  hme  is  fed  ;  S  is  a  damper,  or  sliding 
door  by  which  the  supply  of  lime  can  be  regu- 
lated; c  IS  a  sheet-metal  tube,  containing  the  worm 

^L'rTk  '  ''^^'^'^  i^  supported  at  one 

end  by  the  stuffing-box  e,  and  at  the  other  end  by 
the  bearing  /    A  slow  revolving  motion  is  given 

of  S !  '^/'T  ^^^"S  shaft  ff,  by  means 
of  the  beve  -wheels  upright  shaft  i,  ^^J,  and 
worm-wheel  k,  fixed  on  the  axis  of  the  worm 

Ihe  hme  m  the  hopper  a,  is  kept  in  motion  by 
the  screw  ^,  which  is  turned  slowly  round  by  the 

r^-^i.  ^TT'^'^l'^  '  bevel-wheels/ one 
of  which  IS  fixed  on  the  screw  jz.  The  tube  c  is 
open  at  c',  to  admit  the  dry  lime  from  the  hopper 
a,  and  the  worm  or  screw  d,  is  furnished  with  cross 
piecesj^'  to  agitate  the  lime  which  is  grackallv 
nioved  from  the  hopper  to  the  other  end  of  tSe  S 

c  is^ainf i""^;"^  ^^1°^  the  tube 

washW  fl''^^°  ^'  asyphou,  by  which  the 
rambo^.f  conducted  to  the 

IhZtl       """^  then  flows  down  the  tube  I  to  the 
'-'keeping  the  level  indicated  hj  j  b.  z 

Z^Z  ^^^^  "P°°  the  circular  perforated 

Fhr  «ll  '''■°,'''^to  an  angle,  and  secured  to 
tne  siidlt  m,  and  are  revolved  speedily  by  the 
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strap  and  pulleys  x.  These  agitators  serve  to  increase  the  action  of  the  washing  fluid 
contained  in_  the  tube  I,  by  which  the  gas  is  washed  previous  to  passing  through  the 
dry-lime  purifier. 

The  mode  of  operation  is  as  follows  : — the  gas  to  be  purified  is  admitted  througli 
the  pipe  q,  to  the  chamber  r,  from  whence  it  passes  along  the  tube  I,  as  shown  by  the 
arrows,  to  the  chamber  s ;  it  then  rises  into  the  chamber  t  and  enters  the  tube  c,  along 
which  it  passes  in  the  direction  shown  by  the  arrows,  whence  it  may  bo  conveyed, 
through  the  pipe  v,  to  the  gasometer. 

It  will  bo  apparent,  as  the  gas  passes  along  the  tube  I,  containing  the  agit^itors  m, 
which  are  caused  to  revolve  speedily  by  the  motion  given  by  the  straps  and  speed 
pulleys  X,  that  the  washing  fluid,  which  is  passing  regularly  through  the  syphon  p, 
and  running  into  the  chamber  s,  and  along  the  tube  I,  into  the  chamber  r,  keeping  the 
level  as  shown  hyjb,  is  caused  to  be  revolved  into  a  centrifugal  motion  round  the 
tube  I,  by  the  two  paddles  z,  placed  upon  the  circular  perforated  plates,  secureil 
the  shaft  m,  which  are  set  to  an  angle,  thereby  causing  a  counter-motion  from  left  to 
right  of  the  tube  I,  and  causing  the  washing  fluid  to  be  wrought  into  a  complete  spray 
amongst  the  gas,  whereby  the  heavier  parts  of  the  impurities  are  carried  away  more 
eiFectually  than  by  any  other  washers  in  use. 

The  gas  then  enters  the  chamber  t  through  the  tube  c,  passes  along  the  coils  or 
threads  of  the  worm  or  screw  d,  and  as  the  cross  pieces  d'  are  set  to  an  angle,  as 
shown  in  fig,  1043,  the  lime  is  raised  from  the  lower  to  the  upper  part  of  the  tube  c, 
and  then  drops  down  to  the  gas  that  is  making  its  way  towards  the  openings  ;  con- 
sequently, the  lime  and  the  gas  become  most  intimately  mixed,  whereby  the  lime  is 
made  to  absorb  a  much  greater  proportion  of  the  impm-ities  contained  in  the  gas  than 
is  effected  by  the  dry-lime  purifiers  usually  employed,  in  which  the  lime  is  supported 
on  stationary  trays.  The  lime  dropping  into  the  tube  o,  from  the  hopper  a,  is  worked 
gradually  towards  the  chamber  i,  into  which  it  drops.  The  speed  of  the  screw  or 
worm  d,  the  number  of  threads  upon  it,  the  length  and  diameter  thereof  must  bo 
made  to  suit  the  quantity  of  gas  to  be  purified  per  hour.  The  lime  which  drops  into 
the  chamber  t,  may  be  removed  therefrom  through  the  man-hole  Mr.  Lees  states 
that  a  considerable  saAang  is  effected  in  the  lime,  owing  to  each  particle  or  atom  being 
kept  in  motion,  and  falling  repeatedly  through  the  gas  in  its  passage  from  one  end  of 
the  tube  to  the  other,  and  that  there  is  also  a  great  saving  in  labour. 

Another  form  of  wet  purifier,  which  might  also  be  advantageously  used  as  a 
scrubber,  or  as  a  naphthaliser,  has  been  invented  by  M.  Colladoa  of  Geneva,  and 

1044 


is  now  in  use  in  the  gas-manufactory  of  that  city.  This  apparatus,  as  shown  in 
vertical  section  in  fig.  1044,  consists  of  a  section  of  a  very  obtuse  cone  a  the  angle  of 
inclination  of  which  is  164°.  Its  upper  and  smaller  end  is  joined.  to  a  metalcyhnder  a. 
placed  on  the  same  axis  as  a',  and  about  its  own  diameter  in  height.    At  top  it  is  closea 
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by  a  cast-iron  plate  k,  through  which  the  axle  c  passes  :  the  latter  communicates  a  ro- 
tary motion  to  the  cylinder  and  cone  a  and  a'.  It  is  inclined  8°  from  the  perpendicular, 
and  rests  upon  the  steel  point  of  the  centre  pin  b',  whilst  at  top  it  carries  a  pulley  by 
which  a  circular  motion  is  communicated  to  it.  a  a  are  a  series  of  metal  discs  which 
stand  vertically  to  the  inner  surface  of  the  cone  a',  with  spaces  of  about  one  inch 
between  them.  The  discs  are  arranged  concentrically,  and  have  spaces  correspond- 
ing to  the  quantity  of  gas  which  has  to  pass  through  them.  They  are  from  6  to  7 
inches  long.  As  the  axle  c  and  cylinder  a  are  not  vertical,  but  somewhat  inclined,  one 
side  of  the  cone  a'  will,  during  the  revolution,  bo  in  a  nearly  horizontal  position, 
whilst  the  opposite  side  will  be  immersed  in  the  liquid  to  the  extent  of  about  16°. 
The  whole  of  this  mechanism  is  enclosed  in  a  sheet-iron  lid  b.  The  centre  pin  A  is 
attached  by  a  cross  bar  to  the  lower  edge  of  b,  whilst  the  axle  c  is  supported  by  d, 
which  is  also  attached  to  b.  d' d'  is  a  water-joint  permitting  of  the  free  motion  of  c. 
The  lid  b  thus  contains  the  whole  of  the  washing  apparatus,  and  it  is  iield  in  its  proper 
position  in  the  trough  c  by  lateral  attachments,  d  is  the  inlet  pipe  opening  into  the 
cylinder  a,  from  which  it  has  to  make  its  way  through  the  discs  a  a  to  the  outlet  e. 
This  apparatus  gives  no  sensible  pressure,  and  requires  a  very  small  motive  power. 

Fiff.  1045  represents  an  arrangement  of  four  of  the  dry  purifiers  shown  in  Jiff.  lOil, 
worked  by  a  central  valve,  as  used  at  the  present  time  in  most  large  gas  works ;  it  is 
the  invention  of  Mr.  Malam,  and  is  described  in  Mr.  Peckston's  treatise,    a,  b.  c,  d, 
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are  the  four  purifiers  connected  with 
the  central  valve  e  in  such  a  way  as 
to  permit  of  three  of  tliem  being  at 
work  whilst  the  fourth  is  emptied 
and  re-charged.  The  outer  case  of 
the  central  valve  e,  is  a  cylinder  of 
cast  or  wrought  iron,  5  to  6  feet  in 
diameter  and  3  to  4  feet  deep.  Its 
floor  receives  the  open  ends  of  10 
pipes  conducting  the  gas  from  the 
condenser  or  exhauster  to  the  diflfe- 
rent  purifiers,  and  then  to  tlie  gas- 
holders; the  ends  of  these  pipes 
project  upwards  to  the  height  of  14 
inches,  and  the  vessel  e  is  filled  with 
water  to  the  height  of  12  inches, 
thus  leaving  the  orifice  of  the  pipes 
2  inches  above  the  water-level.  This 
cylinder  has  a  cover  which  consists 
of  a  smaller  cylinder,  open  below 
and  closed  above,  fitting  into  b  so  as 
to  form  a  water-lute.  Its  interior  is 
divided  into  5  chambers,  as  shown 
in^^.  1046  ;  and  when  the  cover  is 
80  far  lowered  into  e  as  to  immerse 
the  edges  of  these  chambers  into  the 
water,  they  each  connect  together  a 
pair  of  pipes  as  shown  in^^.  1045, 
at  E,  which  exhibits  a  horizontal 
section  through  these  chambers. 
The  chambered  cover  being  placed 
in  the  position  shown  in  Jiff.  1045, 

tlie  gas  takes  the  following  course :  it  enters  the  chamber  a'  by  the  pipe  a  a,  passes 
through  the  pipe  marked  1,  into  the  bottom  of  the  purifier  c,  and  after  traversing  the 
layers  of  purifying  material  in  c,  it  returns  to  chamber  e  of  the  central  valve  by  the 
pipe  2 ;  thence  by  pipe  3,  it  enters  the  purifier  d,  and  returns  to  chamber  d  of  the 
valve  by  pipe  No.  4.  From  this  chamber  it  can  only  make  its  exit  by  pipe  No.  5, 
which  conducts  it  into  b,  whence  it  returns  to  chamber  b,  by  pipe  No.  6,  and  from  this' 
chamber  it  finally  passes  to  the  gasholder  through  the  exit  pipe  b  b.  Thus  the  purifier 
A  ]s  left  out  of  the  circuit  foi?  the  purpose  of  re-charging  or  revivification  ;  but  when 
the  material  in  c  has  become  exhausted,  it  can  be  replaced  in  the  circuit  by  a,  by 
slightly  raising  the  cover  of  e,  and  turning  it  round  so  as  to  bring  the  chambeJ  a'  oVef 
pipe  3,  and  again  depressing  it  to  its  forme)*  position ;  by  this  arirangement  d,  b  and 
a  become  the  working  purifiers,  whilst  c  will  be  thrown  out  of  the  circuit.  Thus,  by 
the  action  of  the  central  valve  e,  each  of  the  four  purifiers  can  in  turn  be  excMed 
irom  the  circuit,  and  recharged  or  revivified. 
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IV.— ApPAIliTUS  FOB  THE  StOBAQE  OP  CoAI-GaB. 

oiifin  at  the  tnn  nL  fill  1  -i  consists  of  two  eseential  parts  :  1,  of  an  under  cistern 
Xoh      n  ^  l'"^  ""'-^  '  '^"^  2,  of  the  upper  floating  cylinder  or  cE 

n  573r  '^"'^      somewhat' imallor  dimensions  (see  k 

1026,  p.  o73).    The  best  form  of  this  vessel  is  the  round  or  cylindrical  •  both  hoc^JZ' 
under  equal  capacity  it  requires  least  surface  of  metal,  and^it  is  W  Ikble  S  i 
warped  by  its  own  weight  or  accidents.    Since  a  cylindricd  body  has  the  m^tc 
capacity  with  a  given  surface  when  its  height  is  equal  to  its  semi-diameter  itsSn 
sions  ought  to  be  such  that  when  elevated  to  the  highest  poinrirtho  wat^rtT; 
height  may  bo  equal  to  the  radius  of  the  base.    For  elample!  let  the  capacTtv  of  thn 
watS  beV-        "  ^'       ^^"^■di^^'^^ter  of  its  base  be  i.  the  hegKt  of  Z 

h  —  '^~k 

3714-    ™s  height  may  bo  increased  by  one  or  two  feet,  according  to  it« 

magnitude,  to  prevent  the  chance  of  any  gas  escaping  beneath  its  under  edge,  when 
It  is  raised  to  its  highest  elevation  in  the  water.  ^ 

The  size  of  the  gasholder  should  be  proportional  to  the  quantity  of  gas  to  be  con. 
sumed  in  a  certain  time.  If  120,000  cubic  feet  be  required,  for  instance,  in  lO  hour^ 
for  street-illumination,  and  :f  the  gas-retorts  be  charged  f  times  in  24  hours  30  000 
feet  of  gas  will  be  generated  in  6  hours.  Hence  the  gasholder  should  have'a  capa- 
city of  at  least  70,000  cubic  feet,  supposing  the  remaining  50,000  cubic  feet  to  be  pro- 
duced during  the  period  of  consumption.  If  the  gasholder  has  a  smaller  capacitv  it 
must  be  supplied  from  a  greater  number  of  retorts  during  the  lighting  period  which  is 
not  advantageous,  as  the  first  heating  of  the  supernumerary  retorts  is  wasteful  of  fuel 

The  water  cistern  is  usually  constructed  in  this  country  with  cast-iron  plates  bolted 
together,  and  made  tight  with  rust  cement. 


In  cases  where  the  weight  of  water  required  to  fill  such  a  cistern  might  be  incon- 
venient to  sustain,  it  may  be  made  in  the  form  represented  in  Jig.  1048  ;  which,  how- 
ever, will  cost  nearly  twice  as  much.  Parallel  with  the  side  of  the  cistern,  a  second 
cylinder  c,  of  the  same  shape  but  somewhat  smaller,  is  fixed  in  an  inverted  position  to 
the  bottom  of  the  first,  so  as  to  leave  an  annular  space  b  n  between  them,  wliich  is 
filled  with  water,  and  in  which  the  floating  gasholder  a  plays  up  and  down.  Tlio 
water  must  stand  above  the  cover  of  the  inverted  cylinder,  a  and  b  are  the  pipes  for 
loading  tlie  gas  in  and  out.  Through  an  opening  in  the  masonry  upon  wliich  the  ap- 
paratus rests,  the  space  c  may  be  entered,  in  oi'der  to  make  any  requisite  repairs. 

The  water  cistern  may  also  be  sunk  in  the  ground,  and  the  sides  made  tight  with 
hydraulic  mortar,  as  is  shown  in  Jig.  1047,  and  to  make  it  answer  witii  less  water  a 
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concentric  cylindrical  mass  of  masonry  may  be  built  at  a  distance  of  2  or  3  inches 
within  it. 

Every  large  gasholder  must  be  strengthened  interiorly  with  cross  iron  rods,  to 
stiffen  both  its  top  and  bottom.  The  top  is  supported  by  rods  stretching  obliquely 
down  to  the  sides,  and  to  the  under  edge  an  iron  ring  is  attached,  consisting  of  curved 
cast-iron  bars  bolted  together ;  with  which  the  oblique  rods  are  connected  by  perpen- 
dicular ones.  Other  vertical  rods  stretch  directly  from  the  top  to  the  bottom  edge. 
Upon  the  periphery  of  the  top,  at  the  end  of  the  rods,  several  rings  are  made  fast,  to 
which  the  gasholder  is  suspended,  by  means  of  a  common  chain  which  runs  over  a 
pulley  at  the  centre.  Upon  the  other  end  of  the  chain  there  is  a  counterpoise,  which 
takes  off  the  greater  part  of  the  weight  of  the  gasholder,  leaving  only  so  much  as  is 
requisite  for  the  expulsion  of  the  gas.  The  inner  and  outer  surfaces  of  the  gasholder 
should  be  a  few  times  rubbed  over  with  hot  tar,  at  a  few  days'  interval  between  each 
application.    The  pulley  must  be  made  fast  to  a  strong  frame. 

If  the  water  cistern  be  formed  with  masonry,  the  suspension  of  the  gasholder  may 
be  made  in  the  following  way: — a  a,  fig.  1047,  is  a  hollow  cylinder  of  cast  iron,  stand- 
ing up  through  the  middle  of  the  gasholder,  and  which  is  provided  at  either  end  with 
another  small  hollow  cylinder  a,  open  at  both  ends,  and  passing  through  the  top,  with 
its  axis  placed  in  the  axis  of.  the  gasholder.  In  the  hollow  cylinder  g,  the  counter- 
weight moves  up  and  down,  with  its  chain  passing  over  the  three  pulleys,  b,  b,  b,  as 
shown  in  fig,  1048  ;  e  f  are  the  gas-pipes  made  fast  to  a  vertical  iron  rod.  Should  the 
gasholder  be  made  to  work  without  a  counterweight,  as  we  shall  presently  see,  the 
central  cylinder  a  a  serves  as  a  vertical  guide. 

In  proportion  as  the  gasholder  sinks  in  the  water  of  the  cistern,  it  loses  so  much 
of  its  weight  as  is  equal  to  the  weight  of  the  water  displaced  by  the  sides  of  the  sink- 
ing vessel,  so  that  the  gasholder,  when  entirely  immersed,  exercises  the  least  pressure 
upon  the  gas,  and  when  entirely  out  of  the  water,  it  exercises  the  greatest  pressure. 
In  order  to  counteract  this  inequality  of  pressure,  which,  where  no  governor  is  used, 
would  occasion  an  unequal  velocity  in  the  efflux  of  the  gas,  and  of  course  an  unequal 
intensity  of  light  in  its  flame,  the  weight  of  the  chain  upon  which  the  gasholder  hangsf 
is  so  adjusted  as  to  be  equal,  throughout  the  length  of  its  motion,  to  one-half  of  the 
weight  which  the  gasholder  loses  by  immersion.  In  this  case,  the  weight  which  it 
loses  by  sinking  into  the  water  is  replaced  by  the  portion  of  the  chain  which,  passing 
the  pidley  and  hanging  over,  balances  so  much  of  the  chain  upon  the  side  of  the  coun- 
terweight ;  and  the  weight  which  it  gains  by  rising  out  of  the  water  is  counterpoised  by 
the  liciis  of  the  chain  which,  passing  over  the  pulley,  add  to  the  amount  of  the  counter- 
weight. The  pressure  which  the  gasholder  exercises  upon  the  gas,  or  that  with  which 
it  forces  it  through  the  first  main  pipe,  is  usually  so  regulated  as  to  sustain  a  column 
of  from  one  to  two  inches  of  water,  so  that  the  water  will  stand  in  the  cistern  from  one 
to  two  inches  higher  within  than  without  the  gasholder.  The  following  computation 
will  place  these  particulars  in  a  clear  light : — 

Let  the  semi-diameter  of  the  gasholder,  equal  to  the  vertical  extent  of  its  motion 
into  and  out  of  the  water,  =x  ;  let  the  weight  of  a  foot  square  of  the  side  of  the  gas- 
holder, including  that  of  the  strengthening  bars  and  ring,  which  remain  plunged  under 
the  water,  =p;  then 

1.  the  weight  of  the  gasholder  in  its  highest  position  ^Zpitx"^; 

2.  the  weight  of  the  sides  of  the  gasholder  which  play  in  the  water  =2pa:''; 

3.  the  cubical  contents  of  the  immersed  portion  of  the  gasholder  = 

^  400  ' 

•  112 

4.  Its  loss  of  weight  in  water  =_  pirx"^: 

400-^  : 

0.  the  weight  of  the  gasholder  in  its  lowest  position  » 

6.  the  weight  of  n  inches  height  of  water  =^nirx'^; 

7.  the  amount  of  the  counterweight  =  ir  x'^  ^3  p  -  l 

8.  the  weight  of  the  chain  for  the  length  x  =  —  p  ir  x^. 

^  800^ 

If  we  reduce  the  weight  of  the  gasholder,  in  its  highest  and  lowest  positions  to 
the  height  of  a  stratum  of  water  equal  to  the  siu-face  of  its  top,  this  height  is  tJiat  of 
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tho  column  of  water  which  would  press  the  gas  within  the  gasometer,  were  no  counter- 
weight employed  ;  it  consists  iis  follows  :— 

9.  for  tlio  highest  position  =  • 

66 

10.  for  the  lowest  =  ^2^- 

60  ' 

For  the  case  when  the  height  of  the  gasholder  is  different  from  its  somi-diametcr 
lot  this  lieiglit  =  mx;  then  tho  height  of  the  water-level  is  ' 

11.  for  the  highest  position  =  p      ^l^") ' 

12.  for  tho  lowest  =  p  ; 

13.  the  counterweight  =  tt  a;^  (p{l  +  2  771)-^^^  ; 

112 

14.  the  weight  of  the  equalising  chain  =  -^^pirmx^. 

For  example,  let  tho  diameter  of  the  gasholder  be  30  feet,  the  height  15  (the  con- 
tents in  cubic  feet  will  be  10,597),  =  4  lbs. ;  then  the  counterweight  for  a  height  of 
1-J-  inch  of  water-pressure  =  3,532  lbs. ;  the  weight  of  the  chain  for  a  length  of  15  feet 
=  395  lbs.  Were  no  counterweight  employed,  so  that  the  gasholder  pressed  with  its 
whole  weight  upon  the  gas,  then  the  height  of  the  equivalent  column  of  water  in  its 
highest  position  =  2'56  inches  ;  and  in  its  lowest,  2"33.  The  counterweight  may  hence 
be  lessened  at  pleasure,  if  the  height  of  the  pressing  water  column,  n,  be  increased. 
The  weight  of  the  equalising  or  compensating  portion  of  the  chain  remains  the  same. 
When  w  =  2  inches,  for  instance,  the  counterweight  =  1,886  lbs. 

The  velocity  with  which  the  gas  passes  along  the  mains  for  supplying  the  various 
jets  of  light  may  be  further  regulated  by  opening  the  main  cock  or  slide  valve  in  a 
greater  or  less  degree. 

Gasholders  whose  height  is  greater  than  their  semi-diameter  are  not  only  more 
costly  in  the  construction,  but  require  heavier  counterweights  and  equilibration 
chains. 

The  above  estimate  is  made  on  the  supposition  of  the  gas  in  the  gasholder  being 
of  the  same  specific  gravity  as  the  atmospherical  air,  which  would  be  nearly  true  with 
regard  to  oil-gas  under  the  ordinary  pressure.  But  coal-gas,  whose  specific  gra\'ity 
may  be  taken  on  an  average  at  about  0'5,  exercises  a  buoyancy  upon  the  top  of  the 
gasholder,  which  of  course  diminishes  its  absolute  weight.  Supposing  the  cubic  foot 
of  gas  to  be  =0'0364  lbs.,  the  buoyancy  will  be  •=3'0364Ta;' lbs.,  a  quantity  which 
deserves  to  be  taken  into  account  for  large  gasometers.  Hence, 

15.  the  weight  of  the  gasholder  in  its  highest  position  =  3jp  tt      0*1 143  x* ; 

16.  the  counterweight  =wx^(3p -^^-0-lU3x^ ; 

17.  the  weight  of  the  chain  for  the  length  x,  —^^^  ^2  0  1 143  a;* . 

18.  the  weight  of  the  water-pressure  from  the  highest  position,  without  the  counter* 

!  I,..     3  53  ff- 01 143  a; 
weight,  =-^i^ — —  ; 

66  TT 

2'72  J)  . 

10.  the  same  for  the  lowest  position  =  — in  feet. 

The  preceding  values  of  ^  and  x,  are,  , 

(16)  =  3147;  (17)  =  304;  (18)  =2'44  inches ;  (19)  =2-33  inches. 

The  water-columns  in  tho  highest  and  lowest  situations  of  the  gasholder  here  differ 
about  0-1  of  an  inch,  and  this  difference  becomes  still  less  when  p  has  a  smaller  value, 
for  example,  3  lbs.,  or  when  the  diameter  of  the  gasholder  is  still  grcnter. 

It  would  thus  appear  that  for  coal-gasholders,  in  which  the  height  of  the  gas- 
holder does  not  exceed  its  semi-diameter,  and  especially  when  it  has  a  considerable 
size,  neither  a  compensation  chain  nor  a  counterweight  is  necessary.  Tho  only  thing 
requisite  is  to  preserve  the  vertical  motion  of  the  gasholder  by  a  sufficient  number  of 
guide  rods  or  pillars,  placed  either  witliin  the  water  cistern  or  round  about  it.  Should 
tho  pressure  of  tho  gas  in  the  pipe  proceeding  from  the  gasholder  bo  less  than  in  the 
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gasholder  itself,  this  may  be  regulated  by  the  main  valve,  or  by  water  valves  of 
various  kinds.  Or,  as  is  now  usually  done,  a  governor  may  bo  introduced  between  the 
great  gasholder  and  the  main  pipe  of  distribution.  "With  a  diameter  of  61  feet  in 
the  gasholder,  the  pressure  in  the  highest  and  lowest  positions  is  the  same. 

The  gasholders  employed  in  storing  up  gas  until  required  for  use,  occupy,  upon  the 
old  plan,  much  space,  and  are  attended  -with  considerable  expense  in  erecting.  The 
water-tank,  whether  sunk  in  the  ground  or  raised,  must  be  of  equal  dimensions  with 
the  gasholder,  both  in  breadth  and  depth.  The  improved  construction  which  we  are 
about  to  describe,  affords  a  means  of  redvicing  the  depth  of  the  tank,  dispensing  with 
the  bridge  of  suspension,  and  of  increasing  at  pleasure  the  capacity  of  the  gasholder, 
upon  a  given  base,  thus  rendering  a  small  apparatus  capable,  if  required,  of  holding  a 
large  quantity  of  gas,  the  first  cost  of  which  will  be  considerably  less  than  even  a 
small  gasholder  constructed  upon  the  ordinary  plan. 

Mr.  Tait,  of  Mile-End  Eoad,  the  inventor,  has,  we  believe,  been  for  some  years 
connected  with  gas-establishments,  and  is  therefore  fully  aware  of  the  practical 
defects  or  advantages  of  the  different  con- 
structions of  gasholders  now  in  use.  Fig. 
1049  is  a  section  of  Mr.  Tait's  improved 
contrivance:  a  a  is  the  tank,  occupied  with 
water  ;  b  b  two  iron  columns  with  pulley 
wheels  on  the  top ;  c  c  chains  attached  to  a 
ring  of  iron,  dd,  extending  round  the  gas- 
holder, which  chains  pass  over  the  pulley 
wheels,  and  are  loaded  at  their  extremities, 
for  the  purpose  of  balancing  the  weight  of 
the  materials  of  which  the  gasholder  is  com- 
posed. 

The  gasholder  is  formed  by  two  or  three 
cylinders,  sliding  one  within  the  other,  like 
the  tubes  of  a  telescope ;  eee'is  the  first  or 
outer  cylinder,  closed  at  the  top,  and  having 
the  ring  of  iron,  d,  passing  round  it,  by 
which  the  whole  is  suspended ;  //  is  the 
second  cylinder,  sliding  freely  within  the 
first.and  there  maybe  a  third  and  fourth 
within  these,  if  necessary. 

When  there  is  no  gas  in  the  apparatus,  all  the  cylinders  are  slidden  down,  and 
remain,  one  within  the  other,  immersed  in  the  tank  of  water ;  but  when  the  gas  rises 
through  the  water  pressing  against  the  top  of  the  gasholder,  its  buoyancy  causes  the 
cyhnder  e  to  ascend.  Eound  the  lower  edge  of  this  cylinder  a  groove  is  formed  by 
the  turning-m  of  the  plate  of  iron,  and,  as  it  rises,  the  edge  takes  hold  of  the  top  rim 
of  the  cylinder  /  which  is  overlapped  for  that  purpose.  The  groove  at  the  bottom  of 
the  cylinder  fills  itself  with  water  as  it  ascends,  and,  by  the  rim  of  the  second  cylinder 
falling  into  it,  an  air-tight  hydraulic  joint  is  produced. 

Thus  several  cylinders  may  be  adapted  to  act  in  a  smaU  tank  of  water,  by  slidine 
one  within  the_  other,  with  lapped  edges  forming  hydraulic  joints,  and,  by  supporting 
the  apparatus  in  the  w-ay  shown,  the  centre  of  gravity  will  always  be  below  the  points 
of  suspension.  A  gasholder  upon  this  plan  maybe  made  of  any  diameter,  as  there 
will  bo  no  need  of  frame-work  or  a  bridge  to  support  it ;  and  the  increasing  weight  of 
the  apparatus,  as  the  cylinders  are  raised  one  after  the  other,  may  be  counterpoised 
by  loading  the  ends  of  the  chain  cc.  ^ 

Fig  1050  is  an  elevation  of  a  double  or  telescopic  gasholder  of  a  modern  and  ap- 
proved form,  with  part  of  a  tank.  ^ 

The  water  in  the  gasholder  need  not  be  renewed ;  but  merely  so  much  of  it  as 
evaporates  or  leaks  out  is  to  be  replaced.  Indeed  the  surface  of  the  water  in  the 
cistern  gets  covered  with  a  stratum  of  coal-oil,  a  few  inches  deep,  which  prevents  its 
evaporation,  and  allows  the  gas  to  bo  saturated  with  this  volatile  substance,  so  as  to 
increase  its  illuminating  power. 

The  gasholder  may  be  separated  from  the  purifier  by  an  intermediate  vessel  sur»h 
as  is  represented  byy%r.  1051,  with  which  the  two  gas-pipes  are  connecter  l  is  Se 
cylindrical  vessel  of  cast  iron,  a,  the  end  of  the  gas'./ipo  which  comes  from  Se 
FrS- '  f  "^/^  few  inches  deep  into  the  liquid  with  which  the  vessel  iHbout 

two-thirds  filled ;  6  is  the  gas-pipe  which  leads  into  the  gasholder,  c  is  a  perDondrculni 
tubo  placed  over  tho  bottom  of  the  vessel,  and  reaching  to  within  ol-tMrf of  i 
top,  through  which  tho  liquid  is  introduced  into  the  vossel7and  throu^Kb^^], 
escapes  when  it  overflows  the  level  d.    In  this  tubo  the  liquS  sCds  wTSi, 
ann.r  level  higher,  in  proportion  to  the  pressure  of  the  gas'if  the  gashowT  T^^^ 
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fluid  whiclns  coudonsod  m  tho  gas-pipo  b,  and  in  its  prolongation  from  tho  gaBliolder 
runs  off  into  tlio  vossol  a  ;  and  tlioroforo  tho  latter  must  bo  laid  so  low  thift  the  s'lid 
tube  may  havo  tho  requisite  declivity.  A  straight  stopcock  may  also  bo  attached  to 
tho  sido  over  tho  bottom,  to  draw  off  any  sediment. 
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The  ^^owj-wo)-.— Although  tlio  gasholder  is,  to  a  certain  extent,  a  regulator  of 
pressure,  yet  it  is  difficult,  by  its  action  alone,  to  maintain  a  pressui*e  so  steady  and 
uniform  as  that  required  for  the  supply  of  gas 
consumers.  It  would  be  difficult,  if  not  impossible, 
to  alter  the  pressure  upon  the  mains  frequently 
during  a  single  night,  as  is  now  xisually  done  in 
towns  with  a  large  number  of  street  lamps,  with- 
out the  intervention  of  an  apparatus  termed  a 
governor.  The  governor,  which  occupies  a  position 
between  the  gasholder  and  supply  mains,  is  a 
miniature  gasholder  A  (see  Jigs.  1052,  1053,  and 
lOS-l,  which  represent  Mr.  Wright's  improved 
governor),  the  interior  of  which,  however,  is  nearly 
filled  by  the  concentric  inlet  and  outlet  pipes  b 
and  c.  Immediately  over  the  mouth  of  the  inlet 
pipe,  and  depending  from  the  roof  of  the  inn'^r 
cylinder,  is  a  parabolic  piston  d,  which  haugs 
Avithin  the  contracted  mouth  of  the  inlet  pipe  c. 
The  interior  cylinder  is  counterpoised  by  the  lever 
and  weights  e  e.  Now,  when  the  pressure  of  gas 
in  this  small  holder  increases— that  is,  when  the  flow  of  gas  through  the  inlet  pipe 
exceeds  that  escaping  from  the  outlet— the  inner  cylinder  rises ;  but,  in  doing  so,  it 
ctvrries  with  it  the  parabolic  piston  d,  and  thus  contracts  the  orifice  of  the  inlet,  and 
consequently  diminishes  tho  ingress  of  gas.  In  this  way,  by  adjusting  the  weights 
attached  to  the  lever  of  the  governor,  and  by  always  maintaining  a  pressure  in  tho 
gasholder  greater  than  is  required  in  the  mains,  the  gas  can  be  delivered  from  the 
governor  at  any  required  pressure.  In  hilly  towns,  such  as  Bristol,  Bath,  Edinburgh, 
&c.,  it  is  necessary  to  employ  governors  at  different  stages  of  elevation  in  order  to 
produce  a  tolerably  uniform  pressure  in  the  different  districts.  The  necessity  for  tliis 
will  be  obvious  when  it  is  stated  that  a  difference  of  level  of  30  feet  affects  the  pressure 
of  tho  gas  in  the  mains  to  the  extent  of  ^ths  of  an  inch  of  water. 

The  gas  Tnains.  —Tho  pressure  by  which  the  motion  of  tho  gas  is  maintained  in  tho 
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pipes  is  regulated  by  tho  governor.  From  the  magnitude  of  this  pressure,  and 
the  quantity  of  gas  which  in  a  given  time,  as  an  hour,  must  be  transmitted  through 
a  certain  length  of  pipes,  depends  the  width  or  the  diameter  that  the  latter  should 


1062 


have,  in  order  that  the  motion  may  not  be  retarded  by  the  friction  which  the  gas,  like 
all  other  fluids,  experiences  in  tubes,  whereby  the  gas  might  be  prevented  from 
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issuing  with  the  velocity  required  for  the  jets  of  flame.  The  velocity  of  the  gas  in 
the  main  pipe  increases  in  the  ratio  of  the  square  root  of  the  pressing  column  of 
water  upon  the  gasholder,  and  therefore  by  increasing  this  pressure  tiie  gas  may  bei 
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with  .up.r«„ou»  velocity,      i,  ^SS^Z  £;  S^^^.tlfiLt 

1064 


that  in  every  point  of  their  length,  the  velocity  of  discharge  may  be  nearly  equaJ. 
This  may  be  nearly  effected  as  follows  :— 

From  experiment  it  appears  that  the  magnitude  of  the  friction,  or  the  resistance 
which  the  air  suffers  in  moving  along  the  pipes,  under  a  like  primary  pressure,  that  is 
for  equal  initial  velocity,  varies  with  the  square  root  of  the  length.  The  volume  of  gas 
discharged  from  the  end  of  a  pipe  is  directly  proportional  to  the  square  of  its  diameter, 
and  inversely  as  the  square  root  of  its  length ;  or,  cr.ll:-^  the  length  l,  the  diameter  d, 

the  cubic  feet  of  gas  discharged  in  an  hour^;  then  A  =  --=.  Experience  likewise 

shows,  that  for  a  pipe  250  feet  long,  which  transmits  in  an  hour  200  cubic  feet  of  gas, 
one  inch  is  a  sufficient  diameter. 

Consequently,  200  :  k  11  :       I  and  D  =  .^^^^ 

146  V  260    .v/L  466,000 

From  this  formula  the  following  table  of  proportions  is  calculated : — 


Number  of  cubic  feet  per  hour 

Length  of  pipe,  in  feet 

Diameter,  in  inches 

50 

100 

0-40 

250 

200 

1-00 

600 

600 

1-97 

700 
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Number  of  cnblc  feet  per  hour 


1000 

1500 

2000 

2000 

2000 

2000 

6000 

6000 

8000 

8000 


Length  of  pipe,  in  feet 


Diameter,  in  Inches 


1000 
1000 
1000 
2000 
4000 
6000 
1000 
2000 
1000 
2000 


3'16 

3-  87 

4-  47 

5-  32 

6-  33 

7-  00 

7-  75 
9-21 

8-  95 
16-65 


These  dimensions  are  applicable  to  the  case  "wihere  the  body  of  gas  is  transmitted 
through  pipes  without  being  let  off  in  its  way  by  burners,  that  is,  to  the  mains  which 
conduct  the  gas  to  the  places  where  it  is  to  be  used.  If  the  main  sends  off  branches 
tor  burners,  then  for  the  same  length  the  diameter  may  be  reduced,  or  for  like 
diameter  the  length  maybe  greater.  For  example,  if  a  pipe  of  5-32  inches  which 
transmits  2,000  cubic  feet  through  a  length  of  2,000  feet,  gives  off,  in  this  space,  1,000 
cubic  feet  of  gas;  then  the  remainder  of  the  pipe,  having  the  same  diameter,  can 
continue  to  transmit  the  gas  through  a  length  of  2,450  feet  =  ^1^2^^2,  with  undi- 
_  minished  pressure  for  the  purposes  of  lighting.  Inversely,  the  diameter  should  bo 
thSe''^  "'^  reduced  in  proportion  to  the  number  of  jets  sent  off  in  the  length  of 

S^'^f^^''  to  discharge  2,000  cubic  feet  per  hour,  and  the 
last  point  of  the  jets  to  be  at  a  distance  of  4,000  feet.  Suppose  also  that  from  the 
the  d  wS.  ^/,fi™^P°i'^t  of  lighting,  the  gas  proceeds  through  1000  feet  of  cZ^^l 
the  diameter  of  the  pipe  will  be  here  4-47  inches ;  in  the  secSnd  1,000  feet  of  length 
tKriS7T'  f^g7%off.f  equal  distances,  1,000  cubic  feet  of  gas^he  deleter  in 
this  length  (calculated  at  1,500  cubic  feet  for  1,000  feet  long)  =  3-87  inches  •  in  the 
hirdextent  of  1,900  feet,  600  cubic  feet  of  gas  will  be  given  off,  and  the  c^am^^^^^^ 
reckoning  700  cubic  feet  for  1,000  feet  long)  will  be  2-66  inches   in  the  fmn^hb  S 

atlf  r  "^-'f"-'  ''''  pfpe  Ca'diamet  oTonVan 

inch  and  a  half,  for  which,;  in  practice,  a  two-inch  cast-iron  pipe  is  substituted  •  this 

iWid  "'"^  '""^  ^^^"'^'^  P^P««  can  be  tntenientiy 

The  same  relations  hold  with  regard  to  branch  pipes  through  which  the  frpc 
transmitted  into  bu  Mings  and  other  places  tobeillumiLted    If  sulh  pipe^^^^^^^ 

consequently,  the  diameter  for  such  a  pipe  isVnly  6  Sinche;^^^ 

and  a  faS"i"ofl1  i^'^om         7'??  ^Ir^'^'  - 

where  it  is  necessary.    Sesrpi™  Z^l.^  !     V"""^'  ^^P'?  '^'^  tliem 

mallet  and  blunt  6hisel  ^  ^^'"^  "  '^^^^  tight  hoine  with  a' 
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internal  distribution,  -when  of  small  size,  are  made  of  lead,  copper,  wrought  iron, 
or  tin. 

Instead  of  a  atopcodc  for  letting-off  the  gas  in  regulated  quantities  from  the  gas- 
1066  1060 

0"  


holder,  a  peculiarly-formed  water  or  mercurial  valve  is  usually  employed.  Fig.  1056 
shows  the  mode  of  construction  for  a  water  trap  or  lute,  and  is,  in  fact,  merely  a  gas- 
holder in  miniature,  c  d  e  f  is  a  square  cast-iron  vessel,  in  the  one  side  of  which  a 
pipe  A  is  placed  in  communication  with  the  gasholder,  and  in  the  other,  one  with  the 
main  b.  The  moveable  cover  or  lid  h  o  i  k  has  a  partition,  lm,  in  its  middle.  If 
this  cover  be  raised  by  its  counterweight,  the  gas  can  pass  without  impediment  from 
A  to  B  ;  but  if  the  counterweight  be  diminished  so  as  to  let  the  partition  plate  l  m 
sink  into  the  water,  the  communication  of  the  two  pipes  is  thereby  interrupted.  In 
this  case  the  water-level  stands  in  the  compartment  a  so  much  lower  than  outside  of 
it,  and  in  the  compartment  b,  as  is  equivalent  to  the  pressure  in  the  gasometer  ;  there- 
fore the  pipes  a  and  b  must  project  thus  far  above  the  water.  In  order  to  keep  the 
Water  always  at  the  same  height,  and  to  prevent  it  from  flowing  into  the  mouths  of 
these  pipes,  the  rim  c  d  of  the  outer  vessel  stands  somewhat  lower  than  the  orifices 
A  n  ;  and  hence  the  vessel  may  be  kept  always  full  of  water. 

If  a  quicksilver  valve  be  preferred,  it  may  be  constructed  as  shown  in  Jig,  1057. 
A  B  are  the  terminations  of  the  two  gas-pipes,  which  are  made  fast  in  the  rectangular 
IQ^-j  iron  vessel  m.   e  is  an  iron  vessel  of  the 

same  form,  which  is  filled  with  quick- 
silver up  to  the  level  a,  and  which,  by 
means  of  the  screw  o,  which  presses 
against  its  bottom,  and  M'orks  in  the 
fixed  female  screw  c  c,  may  be  moved 
up  or  down  so  that  the  vessel  m  may  be 
immersed  more  or  less  into  the  quick- 
silver. The  vessel  m  is  furnished  with 
a  vertical  partition  m ;  the  passage  of 
the  gas  from  a  to  b  is  therefore  ob- 
structed when  this  partition  dips  into 
the  quicksilver,  and  from  the  gradual 
depression  of  the  vessel  b  by  its  screw, 
the  interval  between  the  quicksilver  and 
the  lower  edge  of  the  partition,  through 
which  the  gas  must  enter,  may  bo  en- 
larged at  pleasure,  whereby  the  pressure 
of  the  gas  in  B  may  be  regulated  to  any 
degree.  The  transverse  section  of  that 
interval  is  equal  to  the  area  of  the  pipe, 
or  rather  greater ;  the  breadth  of  the 
vessel  M,  from  a  to  b,  amounts  to  the 
double  of  that  space,  and  its  length  to 
tlio  mere  diameter  of  a  or  b.  The  greatest  height  to  which  the  partition  m  can 
rise  out  of  the  quicksilver  is  also  equal  to  the  above  diameter,  and  in  this  case 
the  line  a  comes  to  the  place  of  b.  The  vertical  movement  of  the  outer  vessel  e  is 
secured  by  a  rectangular  rim  or  hoop  which  surrounds  it,  and  is  made  fast  to  the 
upper  part  of  the  Vessel  M,  within  which  guide  it  moves  up  and  down.  Instead  of  the 
lever  dd,  an  index  with  a  graduated  plato  may  be  employed  to  turn  the  screw,  and  to 
indicate  exactly  the  magnitude  in  the  opening  of  the  valve. 
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^.o«t«-^T«rs  (Lenoir's  patent).— 'Exom  time  to  time  vanous  forms,  of 
OAS-BNCIWE    (^^^^^^  of  this  description  which 

J  a^i'giydThoTuE^^^^^  -  p--pi^  ^^'^  ^^"^^     ^^^^^  S^^""^"" 

%f  Sombt  a'hoKntf 'steam-engine  in  outwd  appearance,  but  the  motive 
row  LTbtained  by  exploding  a  mixture  of  coal-gas  and  air  on  each  side  of  the 
C^plosL  is  effected  by  means  of  a  small  galvanic  battery,  which  is 
Slternkely  put  in  circuit  with  wires  at  either  end  of  the  cylinder  by  mcAns  of  an 
TulS&uctor  sliding  on  the  cross  head  of  the  piston.  fj^^ 
emDloyed.  driven  by  excentrics  in  the  usual  manner;  one  serving  for  the  admis&ion 
of  the  mixed  gases,  whilst  the  other  covers  the  ports,  for  the  removal  of  the  gases  pro- 
duced by  the  explosion.  The  cylinder  is  kept  cool  by  a  current  of  water,  which  cir- 
culates about  its  outer  surface.  ,  •  T,T  T,„.1  1,,, 

From  a  report  on  the  mechanical  effect  produced  by  this  engine,  published  by 
M.  Tresca,  the  following  data  have  been  obtained :— 

The  hourly  consumption  of  gas  per  effective  H.  P.  is  101 '7  cubic  feet.  The  ignition  of 
the  gases  in  the  interior  of  the  cylinder  is  effected  at  a  temperature  of  536  .bahr. 
and  175  gaUons  of  water,  at  64°  Fahr.  are  employed  per  hour  in  cooling  the  cylinder, 
the  temperature  being  raised  by  the  contact  of  the  heated  metal  to  105°  Fahr. 

It  will  therefore  be  seen  that  there  is  no  economy  to  be  obtained  from  the  use  ot 
this  engine  in  the  place  of  steam-power,  but  it  may  be  conveniently  employed  for  the 
production  of  a  small  power  in  places  where  it  is  considered  desirable  to_  dispense 
with  the  use  of  steam  boilers.  Another,  and  perhaps  more  formidable  objection,  is 
pointed  out  by  M.  Tresca  in  the  fact,  that  a  trace  of  nitric  acid  is  invariably  found 
in  the  products  of  the  explosion,  which  results  from  the  oxidation  of  a  minute 
quantity  of  the  nitrogen  in  the  air  employed,  and  which  is  likely  to  exert  a  destruc- 
tive influence  on  the  interior  of  the  cylinder. 

The  gas-engine  known  as  the  moteur  Lermr,  which  was  imagined  at  the  commence- 
ment of  the  present  century  by  an  engineer  named  Lebon,  was  intended  to  supply 
motive  power  in  small  workshops ;  the  Lenoir  engine  has  answered  the  end  for  which 
it  was  invented,  and  has  carried  motive  power  into  the  very  residence  of  the  workman. 
The  Lenoir  engine  has  no  boiler;  it  is  fed  by  a  current  of  ordinary  gas,  mixed 
with  a  certain  amount  of  air ;  an  electric  spark,  produced  from  a  Kuhmkorff  coil, 
excited  by  the  machine  itself,  sets  fire  to  the  mixture,  and  the  heat  which  results  is 
the  true  motive  power  of  the  engine.  The  Lenoir  engines  are  of  the  force  of  one-half 
to  three-horse  and  they  occupy  little  space ;  amongst  their  advantages  are,  that  they 
can  be  started  and  stopped  instantaneously,  and  present  no  danger  from  explosion 
or  tire.  They  require  to  be'  kept,  however,  in  perfect  condition,  otherwise  they  are 
liable  to  sudden  and  apparently  unaccountable  stoppages, 

"With  regard  to  their  economy,  according  to  fexperiments  made  with  an  engine 
having  a  cylinder  0'24  meter  in  diameter,  and  a  Stroke  of  0'12  meter,  the  gas  used 
amounted  to  from  2,699  to  6,352  litres  per  horse  per  hour,  but  the  consumption  in 
regular  working  is  about  2,700  litres.  The  most  economical  employment  corresponded 
with  a  little  less  than  the  force  of  one  horse,  the  speed  of  the  flywheel  being  107 
revolutions  per  minute.  The  consumption  of  water  was  equal  to  120  litres  per  horse 
per  hour ;  this  water  left  the  cylinder  at  a  temperature  inferior  to  100°  C. 

There  is  another  class  of  machines  about  which  a  few  words  should  be  said ;  their 
applications  are  not  yet  numerous,  but  they  doubtless  have  a  great  future  before 
them ;  these  are  compressed  air-engines  which  allow  of  ytork  being  carried  on  at  the 
depth  of  thirty  to  forty  meters  below  water,  and  even  deeper,  for  the  establishment  of 
the  tubular  foundations  of  bridges,  and  for  other  purposes.  The  piercement  of  Mont 
Cenis  offers  an  admirable  example  of  the  new  and  important  means  of  employment  of 
compressed  air.  The  works  of  the  grand  Alpine  tunnel  have  shown  with  what 
facility  air  compressed  under  six  or  seven  atmospheres  can  be  convoyed  through  pipes 
to  great  distances,  as  far  as  flve  miles  or  more,  without  any  sensible  loss  of  pressure 
to  work  motive  machines  similar  to  ordinary  steam-engines.    See  Aib-Engine. 

These  results  are  very  important,  and  may  contain  the  germs  of  the  solution  of  the 
problem  of  distributing  motive  power  wherever  it  is  required  in  towns.  We  have  spoken 
of  the  Lenoir  engine,  but  in  spite  of  many  improvements  introduced  into  gas  motors, 
they  still  have  their  inconveniences  ;  their  power,  at  the  same  time,  is  very  limited. 

GAS-FITRN'ACZI.  Licndin's  Gas-Furnacc, — ^Puddling  with  wood  is  practised  to  a 
considerable  extent  in  Sweden,  the  best  furnace  being  that  of  F.  Lundin,  of  Carlstadt 
Munkfors,^^.  1058,  designed  for  the- consumption  of  turf  and  peat  without  drying, 
and  of  wet  sawdust  or  other  moist  fuel.  Kfig,  1058,  is  a  pile  of  green  sawdust;  b, 
hopper  and  cone  ;  d,  gas  generator  for  green  sawdust;  G,  condenser  ;  k,  air  blast;  s, 
chimney,  43  feet  high ;  y  y,  3,500  lbs.  of  iron  in  bars,  cooled  by  the  water  from  pipa 
1'  Q  a  2 
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,  The  temperature  used  to  burn  the  gas,  calculated  from  the  cold  air,  is  about 
2000°  C. 

At  R  lead  melts  slowly ;  at  f  lead  melts  easily ;  at  e  zinc  sometimes  melts. 
The  gas,  before  condensation,  contains  33  parts  by  weight  of  water  to  100  of  dry 
gas. 

Constituents  of  Gas, 

11 -8  vol,  carbonic  acid      .       .       .       .  19-6  weight. 

19"8   „       „       oxide     ....  20-8  „ 

11-3   „  hydrogen     .       .      .       .      .  0-87  „ 

4-0   „   marsh  gas   2-4  „ 

53-1    „   nitrogen   56-3  „ 

The  furnace  may  be  placed  at  a  long  distance  from  the  condenser. 
In  this  furnace  the  fuel  is  fed  by  a  hopper  into  a  reservoir,  resting  upon  an  inclined 
grate,  supplied  from  below  with  air  from  a  blower.  The  products  of  combustion  thus 
produced  pass  through  a  condenser,  where  all  the  moisture  in  the  gas  is  condensed. 
The  gas  then  parses  to  the  heating  furnace,  which  is  furnished  with  Siemens'  re- 
generators.   It  is  found  easy  to  use  fuel  containing  as  much  as  45  per  cent  of  water, 

.  and  the  resulting  gas  contains  about  33  lbs.  of  water  to  100  lbs.  of  dry  gas,  whilst  the 
water,  after  condensation,  contains  about  2  per  cent,  of  its  weight  in  gas,  and  3  per 
cent,  of  its  volume.  Tlie  condensing  apparatus  consists  of  3,500  lbs.  of  iron  bars 
piled  crosswise  on  each  Other,  and  kept  cold  by  a  jet  of  water  from  a  tuyere.  The  heat 
of  the  gas  before  condensation  of  the  water  always  melts  lead  easily,  and  sometimes 
zinc.  lu  the  Elkman  furnace  dry  wood  containing  8  per  cent,  of  wjiter  produces  in  tho 
generators  gas  of  a  temperature  of  1394°,  while  in  the  Lundin  furnace  the  terapera- 
turq  is  2666°,  the  combustion  in  both  cases  being  produced  by  cold  air.  Tho  gaS 
pi*oduced  by  seasoned  wood  contains  more  water  than  that  which  proceeds  from  tho 
Lundin  condenser.    The  duration  of  the  furnace  is  very  remarkable,  and  is  to  bo 

■attributed  probably  to  the  fact  that  there  is  no  cinder.  In  eight  weeks  the  thickness 
of  tlio  roof,  4  in.,  was  only  diminished  from  i  to  f  in.,  and  the  side  walls  were  entirely 
uninjured.  So  great  is  the  success  of  this  system  of  condensation,  in  connection  with 
tho  Siemens*  regenerators,  that  in  Sweden,  and  in  fact  ©very\\'here  where  moist  fuel  is 

■employed,  the  Lundin  furnace  will  supersede  evety  other.  Abram  S.  Hewitt  con- 
siders that  it  is  available  for  any  kind  of  fuel  whatever. 

Siemens'  patent  Begencraiive  Gas-Furmces. — The  advantagosof  the  regenerative  gae- 

'  furnaces  are  stated  to.  be — 

1. — Saving  of  fuel,  amounting  to  from  40  to  60  per  cent,  in  the  quantity,  besides 
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,.  -„f-,«;r,i.nii)iHfcies  of  fuel,  such  as  slack,  coke-duet,  ligpito,  and  peat, 
t:X^S^y^^Vro&  sa.Win  .-any  instances.  ...punting  to  75  pe. 

"^f-Increase  of  work  done  per  day  in  a  furnace  of  given  dimensions  amounting 
to  S^perceuror  more,  owing  to  unlimited  command  of  heat  with  low  chimney-, 

^3"-Great  purity  and  gentleness  of  flame,  which  greatly  diminishes  the  oxidation,  oe 
deterioration,  of  the  material  heated  in  , the  furnace.  j  ^ 

^^Inciea^ed  durability  of  furnace,  owing  to  the  absence  of  ashes,  and  a  perfect 
uniformity  of  beat  throughout  the  furnace,  ^.  ^,„i 

6.— Saving  of  space  within  the  works,  and  great  cleanliness  of  operation,  the  fuel 
being  converted  into  gas  outside  the  works.  ,   ,   ,     ,     .   ,     .  f 

6  -Complete  command  of  the  intensity  of  the  heat,  and  of  the  chemical  nature  of 
the  flame,  which  may  be  arrested  or  changed  from  a  reducing  to  an  oxidising  flame,  or 
th&  reverse,  at  any  one  moment,  tending  to  facilitate  and  improve  all  metallurgical 

"^T^^^Complete  absence  of  smoke  from  the  stack,  which  renders  this  furnace  beneficial 
to  the  public  in  large  towns.  ,  t 

The  late  Professor  Faraday,  in  his  last  public  lecture  at  the  Eoyal  Institution,  on 
the  20th  June  1862,  described  these  furnaces  in  the  following  terms  :— 

'The  gaseous  fuel  is  obtained  by  the  mutual  action  of  coal,  air,  and  water,  at  a 
moderate  red  heat.  A  brick  chamber,  perhaps  6  ft.  by  12  ft.,  and  about  10  ft.  high, 
has  one  of  its  end  walls  converted  into  a  fire-grate,  i.e.,  about  half-way  down  it  is  a 
solid  plate,  and  for  the  rest  of  the  distance  consists  of  strong  horizontal  plate  bars, 
where  air  enters,  the  whole  being  at  an  inclination  such  as  that  which  the  side  ol 
a  heap  of  coals  would  naturally  take. .  Coals  are  poured,  through  openings  above,  upon 
this  combination  of  wall  and  grate,  and  being  tired  at  the  under  surface,  they  burn  at 
the  place  where,  the  air  enters ;  but  as  the  layer  of  coal  is  from  2  to  3  feet  thick, 
various  operations  go  on  in  those  parts  of  the  fuel  which  cannot  burn  for  want  of  air. 
Thus  the  upper  and  cooler  part  of  the  coal  produces  a  large  body  of  hydrocarbons  ; 
the  cinders  or  coke  which  are  not  volatilised,  approach,  in  descending,  towards  the 
grate ;  that  part  which  is  nearest  the  grate  burns  with  the  entering  air  into  carbonic 
acid,  and  the  heat  evolved  ignites  the  mass  above  it ;  the  carbonic  acid,  passing  slowly 
through  the  ignited  carbon,  becomes  converted  into  carbonic  oxide,  and  mingles  in  the 
upper  part  of  the  chamber  (or  gas-producer)  with  the  hydrocarbons.  The  _  water, 
which  is  purposely  introduced  at  the  bottom  of  the  arrangement,  is  flrst  vaporised  by 
the  heat,  and  then  decomposed  by  the  ignited  fuel,  and  re-arranged  as  hydrogen  and 
carbonic  oxide;  and  only  the  ashes  of  the  coal  are  removed  as  solid  matter  from  the 
chamber  at  the  bottom  of  the  fire-bars. 

'  These  mixed  gases  form  the  gaseous  fuel.  The  nitrogen,  which  entered  with  the 
air  at  the  grate,  is  mingled  with  them,  constituting  about  a  third  of  the  whole  volume. 
The  gas  rises  up  a  large  vertical  tube,  for  12  or  16  feet,  after  which  it  proceeds  hori- 
zontally for  any  required  distance,  and  then  descends  to  the  heat  regenerator,  through 
which  it  passes  before  it  enters  the  furnaces.  A  regenerator  is  a  chamber  packed 
with  fire-bricks,  separated  so  as  to  allow  of  the  free  passage  of  air  or  gas  between 
them.  There  are  four  placed  under  a  furnace.  The  gas  ascends  through  one  of  these 
chambers,  whilst  air  ascends  through  the  neighbouring  chamber,  and  both  are  con- 
ducted through  passage-outlets  at  one  end  of  the  furnace,  where  mingling,  they  burn, 
producing  the  heat  due  to  their  chemical  action.  Passing  onwards  to  the  other  end 
of  the  furnace,  they  (i.e.,  the  combined  gases)  find  precisely  similar  outlets  down 
which  they  pass ;  and  traversing  the  two  remaining  regenerators  from  above  down- 
wards, heat  them  intensely,  especially  the  upper  part,  and  so  travel  on  in  their  cooled 
state  to  the  shaft  or  chimney.  Now  the  passages  between  the  four  regenerators  and 
the  gas  and  air  are  supplied  with  valves  and  deflecting  plates,  which  are  like  four- way 
cocks  in  their  action ;  so  that  by  the  use  of  a  lever  those  regenerators  and  air- ways, 
which  were  carrying  off  the  expended  fuel,  can  in  a  moment  be  used  for  conducting 
air  and  gas  into  the  furnace ;  and  those  which  just  before  had  served  to  carry  air  and 
gas  into  the  furnace,  now  take  the  burnt  fuel  away  to  the  stack.  It  is  to  be  observed 
.that  the  intensely-heated  flame  which  leaves  the  furnace  for  the  stack  always  proceeds 
downwards  through  the  regenerators,  so  that  the  upper  part  of  them  is  most  intensely 
ignited,  keeping  back  as  it  does,  the  intense  heat ;  and  so  effectual  are  they  in  this 
action,  that  the  gases  which  enter  the  stack  to  be  cast  into  the  air  are  not  usually 
above  300°  Fahr.  of  heat.  On  the  other  hand,  the  entering  gas  and  air  always  pass 
■  upwards  through  the  regenerators,  so  that  they  attain  a  temperature  equal  to  a  white 
heat  before  thoy  meet  in  the  furnace,  and  there  add  to  the  carried  heat  that  due  to 
their  mutual  chemical  action.  It  is  considered  that  when  the  furnace  is  in  full  order, 
■Uie  heat  carried  forward  to  bo  evolved  by  the  cl^pmical  action  of  combustiop  is  about 
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tS'  ^f'^'^  ^^'^      ^^'^  regenerator  is  about  3000°,  making  an  in 

poscf toltfa'tL^^      ''''''''  "'^^"'^'"'^  °"  ^'^"^       furrla^  all 

.J5^"^^^'°  rogonerators  are  alternately  heated  and  cooled  by  the  outgoinc  and 
entering  gas  and  air  and  the  time  for  alteration  is  from  half  an  hour  to  an  hour  as 
ousorvation  may  indicate.  The  motive  power  on  the  cas  is  of  two  kindw  •  a  uli.rVif 
rirloTnir.  "^''^^  7  gas-produ?er  to  the  bottom  of  the  o'ge^ 

Z  Snrnfr  ri'^^^u^^f^^^^eling  ^Wth  the  fuel  before  it  is  burnt;  butfrtm 
Sto^l  •  '^°^rf' .'^"P^Sli  the  regenerators,  the  advance  of  the  heated  medium 
18  governed  mainly  by  the  draught  in  the  tall  stack  or  chimney. 
_  breat  facility  is  afforded  in  the  management  of  those  furnaces.  If,  whilst  ekss 
IS  m  tne  course  of  manufacture,  an  intense  heat  is  required,  an  abundant  supply  of 
gas  and  air  is  given  ;  when  the  glass  is  made,  and  the  condition  has  to  be  reduced 
to  working  temperature,  the  quantity  of  fuel  and  air  is  reduced.  If  the  combustion  in 
tne  furnace  is  required  to  be  gradual  from  end  to  end.  the  inlets  of  air  and  gas  are 
placed  more  or  less  apart  the  one  from  the  other.  The  gas  is  lighter  than  the  air  • 
and  It  a  rapid  evolution  of  heat  is  required,  as  in  a  short  puddling  furnace,  the  mouth 
ot  the  gas-inlet  is  placed  below  that  of  the  air-inlet ;  if  the  reverse  is  required  as  in 
the  long  tube-welding  furnace,  the  contrary  arrangement  is  used.  Sometimes,  as  in 
tJie  enamoUers  furnace,  which  is  a  long  muffle,  it  is  requisite  that  the  heat  be  greater 
at  the  door-end,  because  the  goods,  being  put  in  and  taken  out  at  the  same  end,  those 
which  enter  last,  and  are  -withdrawn  first,  remain,  of  covuTse.  for  a  shorter  time  in  the 
heat  at  the  end ;  and  though  the  fuel  and  air  enter  first  at  one  end  and  then  at  the 
other  alternately,  still  the  necessary  difference  of  temperature  is  preserved  by  the  adjust- 
ment of  the  apertiires  at  the  ends. 

'Not  merely  can  the  supply  of  gas  and  air  to  the  furnace  be  governed  by  valves  in 
the  passages,  but  the  very  production  of  the  gas  fuel  itself  can  be  diminished,  or  even 
stopped,  by  cutting  off  the  supply  of  air  to  the  grate  of  the  gas-producer ;  and  this  is 
important,  inasmuch  as  there  is  no  gasometer  to  receive  and  preserve  the  aeriform 
fuel,  for  it  proceeds  at  once  to  the  furnaces. 

♦  Some  of  the  furnaces  have  their  contents  open  to  the  fuel  and  combustion,  as  in 
the  puddling  and  metal-melting  arrangements ;  others  are  enclosed,  as  in  the  muffle 
furnaces  and  flint-glass  furnaces. 

_ '  The  economy  in  the  fuel  is  estimated  practically  as  one-half,  even  when  the  same 
kind  of  coal  is  used  either  directly  for  the  furnace  or  for  the  gas-producer ;  but,  as  in 
the  latter  case,  the  most  worthless  kind  can  be  employed— such  as  slack,  &c.,  which 
can  be  converted  into  a  clean  gaseous  fuel  at  a  distance  from  the  place  of  the  furnace, 
so,  many  advantages  seem  to  present  themselves  in  this  part  of  the  arrangement.' 

Professor  Faraday  concludes  his  lecture  with  the  following  conclusive  figures  : — 

'  Carbon  burnt  perfectly  into  carbonic  acid  in  a  gas-producer  would  evolve  about 
4000°  of  heat ;  but,  if  burnt  into  carbonic  oxide,  it  would  only  evolve  1200°.  The 
carbonic  oxide,  in  its  fuel  form,  carries  on  with  it  the  2800°  in  chemical  force,  which 
evolves  when  burning  in  the  real  furnace  with  a  sufficient  supply  of  air.  The  re- 
maining 1200°  are  employed  in,the  gas-producer  in  distilling  hydrocarbons,  decom- 
posing water,  &c.  The  whole  mixed  gaseous  fuel  can  evolve  about  4000°  in  the 
furnace,  to  which  the  regenerator  can  return  about  3000°  more.' 

The  following  is  a  brief  description  of  the  regenerative  gas-furnaces : — 

The  gas-producer  is  shown  infig.  1059.  The  producers  are  entirely  separate  from 
the  furnace  where  the  heat  is  required,  and  may  be  made  sufficient  in  number  and 
capacity  to  supply  several  furnaces.  The  fuel  is  supplied,  at  intervals  of  from  two  to 
four  hours,  through  the  charging  boxes  a,^.  1059,  and  descends  gradually  on  the  in- 
clined plane  b,  which  is  set  at  an  inclination  to  siut  the  fuel  used.  The  upper  portion 
of  the  incline  b  is  made  solid,  being  formed  of  iron  plates  covered  with  firebricks ;  but 
the  lower  portion  c  is  an  open  grate  formed  of  horizontal  flat  steps.  The  large  open- 
ing under  the  lowest  flat  step  is  convenient  for  drawing  out  clinkers,  which  generally 
collect  at  that  point.  The  small  stoppered  holes  f  at  the  front,  and  g  at  the  top  of  the 
producer,  are  provided  to  allow  of  putting  in  an  iron  bar  occasionally  to  break  up  the 
mass  of  fuel  and  detach  clinkers  from  the  side  walls.  Each  producer  is  capable  of 
converting  daily  about  two  tons  of  fuel  into  a  combustible  gas,  which  passes  off 
throiigh  the  uptake  h  leading  to  the  furnaces. 

The  action  of  the  gas-producer  in  working  is  as  follows : — The  fuel  descending 
slowly  on  the  solid  portion  b  of  the  inclined  plane  becomes  heated,  and  parts  vrith  its 
volatile  constituents,  the  hydrocarbon  gases,  water,  ammonia,  and  some  carbonic  acid, 
which  are  the  same  as  would  be  evolved  from  it  in  a  gas-retort.  There  now  remains 
from  60  to  70  per  cent,  of  purely  carbonaceous  matter  to  be  disposed  of,  which  is 
accomplished  by  the  current  of  air  slowly  entering  through  the  grate  c,  producing 
regular  combustion  immediately  upon  the  grate ;  but  the  carbonic  acid  (a  non-combus- 
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ir/o/rl  LSnXTtUi^  to  consist  of  l-5th  part  by  Tolume  of  oxygen  and  4.6th8 
f  rniL?^  two  c£Z^  of  incombustible  nitrogen  pass  ako  through  the  grate,  tend- 
?n£r  ieat  y  tTdiSSh  the  richness  or  heating  power  of  the  gas.  Not  all  the  carbon- 
aceous portion  of  the  fuel  is,  however,  volatilised  on  such  disadvantageous  terms ;  tor 

1069 


water  is  brought  to  the  foot  of  the  grate  by  the  pipe  b,  which,  absorbing  the  spare  heat 
from  the  fire,  is  converted  into  steam  ;  and  each  cubic  foot  of  steam  in  traversing  the 
layer  of  from  2  to  3  feet  of  incandescent  fuel  is  decomposed  into  a  mixture  consisting 
of  one  cubic  foot  of  hydrogen  and  nearly  an  equal  volume  of  carbonic  oxide,  with  a 
variable  small  proportion  of  carbonic  acid.  Thus  one  cubic  foot  of  steam  yields  as 
much  inflammable  gas  as  five  cubic  feet  of  atmospheric  air  ;  but  the  one  operation  is 
dependent  upon  the  other,  inasmuch  as  the  passage  of  air  through  the  fire  is  attended 
with  the  generation  of  heat,  whereas  the  production  of  the  water-gases,  as  well  as  the 
evolution  of  the  hydrocarbons,  is  carried  on  at  the  expense  of  heat.  The  generation 
of  steam  from  the  water  being  dependent  on  the  amount  of  heat  in  the  fire,  regulates 
itself  naturally  to  the  requirements ;  and  the  total  production  of  combustible  gases 
varies  with  the  admission  of  air.  And  since  the  admission  of  air  into  the  grate  depends 
in  its  turn  upon  the  withdrawal  of  the  gaseS  evolved  in  the  producer,  the  production  of 
the  gases  is  entirely  regulated  by  the  demand  for  them.  The  production  of  gas  may 
even  be  arrested  entirely  for  twelve  hours  without  deranging  the  producer,  which  will 
begin  work  again  as  soon  as  the  gas-valve  of  the  furnace  is  re-opened ;  since  the  mass 
of  fuel  and  brickwork  retain  sufficient  heat  to  keep  up  a  dull  red  heat  in  the  producer 
during  that  interval.  The  gas  is,  however,  of  a  more  uniform  quality  when  there  is  a 
continuous  demand  for  it,  and  for  this  reason  it  is  best  to  supply  several  furnaces  from 
a  nest  of  gas-producers  so  as  to  keep  them  constantly  at  work.    A  damper  d,  shown 
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pleSlre  ^""'^^  "P^^^^  nhut  off  any  gas-producer  at 

^cosi^V\iTrrhfwl?sS  ?bo^;/"f«  ^  '"^^  '"^"'^^^^  ^^'^"^'^  ^'^'^^^  - 
flrni.frlJ  1    '  '^"^"^ "  tlio  iitmosphcro,  in  order  to  prevent  any  inward 

•fnd  d  mini  croviccs,  vhieh  would  produce  a  partial  combustion  onho  ga« 

•fl  1  T  «  1     i         P""^"'" ^^'"^  ^""'•"^  C'^^i«i"g  a  deposit  of  soot  in  £ 

flues.  It  IS  thoroforo  necessary  to  deliver  the  gas  into  the  .furnace  without  dcr  endinf 
upon  the  chimnoy-draught  for  that  purpose.  This  can  he  eaSy  aroSished  wS 
the  gas-producers  are  placed  at  a  lower  level  than  the  furnaces  •  hut  as  ttf  i?  nrV 
always  practicable,  the  following  plan  has  been  adopted.  tTc  mixture  of  ises  nn 
i3nder?n'''"''r'^  tem^rature  ranging  beLen  300°  TndTooo' £ "ii  J 
must  under  all  circumstances  be  sacrificed,  since  it  makes  no  difference  to  the  result  A 

S  i     Th„Tv        T^^yP^'^^  heated  chamber  of  the  furnace,\r  say 

>°^tial  heat  of  the  gas  is  therefore  made  available  for  producintr  a 
plenum  of  pressure  by  making  the  gas  rise  about  20  feet  above  the  produceJs^hen 
carrying  it  horizontally  through  a  wrought-iron  tube  and  letting  it  ajain  de  ^i  d  t" 
the  furnace,  l^ie  horizontal  tube  j,  being  exposed  to  the  atmosphere,  ™  the  t  s 
S  rcenT  and  of  temperature,  which  increases  Sts  de'nsity  fLm  lo^ 

urSTfo^^aJd'to'tL  "^'^'^     '''''  '^^^^^^ ^  '""^  '^'^^'''^^^ 

fo,^^^^i!!!^T^^'''l^'''';^''''°^°??°,"'''*^'  °^  ''"'^^'"S  chamber,  below  which  are  placed 
JZnT        rj:f ''^^'^^"^^  with  firebricks  built  up  with  spaces  be 

«nH  nf  ti'"/  ^^Seneva^^ve  chambers  work  in  pairs  ;  the  two  under  the  left-hand 

end  of  the  furnace  communicating  with  that  end  of  the  heating  chamber,  while  the 


V 


.  other  two  communicate  with  the  opposite  end.  The  gas  enters  the  heating  chambop 
through  one  passage,  and  the  air  through  the  other  passage  whereby  they  are  kept 
separate  up  to  the  moment  of  entering  the  heating  chamber,  buit  are  then  able  im- 
mediately to  mingle  intimately,  producing  at  once  an  intense  and  uniform  ^an)e, 


.GAS,  HYDROCATIBOIT 


601 


T.      .1,    •  fl.,«-  th«  entorine  air  is  directed  by  the  reyarsing  valve .  into  the  air- 
,  From  the  air-fluo,  t^^^"^^"'?,^^'^- for  entering  the  furnace;  at  the  eama 
regenerator.  '^'^^  ^««,^^7h',^  ^         is  directed  by  the  reversing  valve  into  the  gas,- 
Umethegasentomgf^^^^^^  -  - 

regonerator,         ^JX^tionTn  leaving  the  opposite  end  of  the  furnace,  pass  down  ^ 
.    The  products     ^^f^^^^f^^^^^^^^^^^         (fs  shown  by  the  arro^8),and  after  being  there, 
.through  the  second  pan.  of  ^^^^^^^^  reversing  valves .  into  the  chin^ney  flue, 

tEn  Se  seco' Jpa  "  f 

Xe  hot  p?Jdu??s  of  combustion,  and,  the  first  pair  correspondingly  cooled  by  the 
Stering  gas  and  air,  the  valves  are.  reversed  by  hand-levers,  (fusing  the  currents  to 
S  thfough  the  regenerators  in  the  contrary  direction  whereby  the  hot  pair  of  re^ 
lenemtors  are  now  made  use  of  for  heating  the  gas  and  air  entering  the  furnaxie,  while 
The  cool  pair  abstract  the  heat  from  the  products  , of  combustion^  escaping  from  the 
furnace  The  supply  of  gas  and  air  to  the  furnace  is  regulated  by  the  adjustablo  stop- 
valves,  "whereby  file  nature  and  volume  of  the  flame  in  the  furnace  may  be  varied  at; 
pleasure,  whilst  a  chimney  damper  is  used  to  regulate  the  amount  of  pressure  in  the 
'^rnace  in  relation  to  the  atmosphere,  so  as  to  allow  the  opening  of  the  doors  or  work^ 

dng  holes  of  the.furnace.  .       .  .  ,  .        „  j . t.  i.-  ' 

For  a  further,  description  of  the  applications  of  this  gas-furnace  and  the  regenerative 
svstem  as  applied  in  the  Iron  manufacture,  see  Ieon  and  Steel.         ^  _ 

OAS  HYDROCARBON.  This  title  has  been  given  to  illuminating  gas 
manufactured  according  to  a  patent  granted  some  years  ago  to  Mr.  White  of 
Manchester.  The  process  of  manufacture  consists  essentiaUy  in  the  generation  ot 
non-illuminating  combustible  gases  by  the  action  of  steam  upon  charaoal,  coke,  or 
other  deoxidising  substances,  in  a  separate  retort,  and  the  introduction  of  these  gases, 
technically  called  water-gas,  into  the 
retort  in  which  the  illuminating 
gases  are  being  generated,  and  in 
such  a  manner  that  these  latter 
gases  shall  be  swept  out  of  the  retort 
as  rapidly  as  possible,  so  as  to  remove 
them  from  the  destructive  influence 
of  a  high  temperature. 

The  retorts  used  for  the  hydro-, 
carbon-gas  process  may  be  of  various, 
shapes  and  sizes.   The  settings  are 
similar  to  those  for  the  ordinary 
retorts,  and  any  number  which  is 
necessary  may  be  placed' in  an  ove.ii. 
They  difler  only  from  the  ordinary 
'retorts  by  having  a  horizontal  parti- 
tion, or  diaphragm,  cast  in  the  centre, 
dividing  the  retort  into  two  cham- 
bers, and  extending  to  within  12 
inches  of  the  back.    This  diaphragm 
■is  found  in  practice  to  strengthen  the 
sides  of  the  retorts,  and  thus  to  add 
to  their  durability.    The  water-gas 
.retorts  may  be  cast  from  the  same 
pattern  as  the  cannel  retorts,  and 
may  be  set  in  exactly  the  same 
manner.     Figs.'  1060   and  1061 
represent  a  setting  of  two  retorts  in^ 
one  oven,  and  show  the  same  in  ele- 
vation, transverse  section,  and  longi- 
tudinal section.    The  retorts  here 
shown  have  an   internal  cubical 
capacity  of  about  16  feet,  and  the 
bed  of  two  is  capable  of  producing 
about  10,000  cubic  feet  per  diem  of 
hydrocarbon-gas.   The  temperature 
at  which  the  retorts  are  worked  is 


UPPER  CHAMBER 
OIAPHRAOM 


LOWER  CHAMBER 


3 


about:  the  average;    The  .  water-gas  is  generated. in  the  retort  a,  in  the  following 
manner  •.—The  upper  and  lower  chambers  are  well  filled  with  coke  or  charcoal,  and 
V*^^^      stream,  or  rajjid  drops  of  water  flowing  from  the  tap,  enters  the  upper 
chamber  througli  the  siphon  pipe,  falling  into  a  small  steam-generating  tube,  whicja 
}0  placed  inside  to  receive  at,  and  instantly  converts  it  into  steam.  The 


vapour,  ^n 
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passing  backwards  along  the  upper  chamber,  and  forwards  along  the  lower  one 
becomes  to  a  great  extent  decomposed  into  hydrogen,  carbonic  oxide,  and  carbonic 
acid  gases.  Iha  water-gas  generated  in  the  retort  a,  as  described  above,  enters  the 
lower  chamber  of  the  retort  n,  through  the  connecting  pipe  cc,  cast  on  the  mouthpiece 
in  tne  chambers  of  this  retort  the  illuminating  gas  is  generated,  either  from  coal 
cannel,  resin,  or  other  suitable  material,  and  being  rapidly  carried  forward  by  the 
current  of  wator-gas,  its  illuminating  principles  are  preserved  from  the  destruction 
caused  by  prolonged  contact  with  the  incandescent  surfaces  in  tlie  retort,  whilst  at  the 
same  time  its  volume  is  increased.  When  very  rich  cannels  or  other  materials  are 
used,  two,  three,  or  oven  four  water-gas  retorts  are  made  to  discharge  their  gas  into 
the  cannel  retort 

^J^^ocatbon  process  has  hitherto  been  applied  only  to  rosin,  coals,  and  cannels. 
The  following  is  a  brief  summary  of  the  results  of  a  series  of  experiments  made  by 
Dr.  Frankland  on  the  manufacture  of  hydrocarbon  resin-gas.  Each  hundredweight 
of  resin  was  dissolved  by  heat  in  7^  gallons  of  the  resin-oil  of  a  former  working,  and 
the  liquid,  whilst  still  hot,  was  run  into  one  of  the  retorts,  by  means  of  a  siphon  tube, 
in  a  stream  about  the  thickness  of  a  crowquill,  whilst  water-gas  generated  in  the 
second  retort,  was  admitted,  as  described  above.  The  mixed  gases  were  then  made 
to  stream  through  the  usual  form  of  condensing  apparatus,  and  were  afterwards  com- 
pelled to  pass  successively  through  wet  and  dry  lime-purifiers  before  they  reached  the 
gasholder.  In  order  to  secure  a  uniform  mixture  of  the  gas  produced  in  each 
experiment,  it  was  allowed  to  remain  at  rest  in  the  gasholder  for  at  least  twelve  hours 
before  a  specimen  was  withdrawn  for  analysis. 
In  the  following  Tables  both  the  practical  and  analytical  results  are  given. 

I.  Practical  Eesults. 


Average 
evolu- 
tion of 
gas  per 
hour 

Materials  CoxsnuEn 

PnODUCTS  OBTAINEn 

Kesin 

Coal 

Charcoal 

Lime 

Water 

Eesin- 
oil 

Gas 

Gas  per 
cwt.  of 
resin 

1st  Experiment 
2nd 

3rd        „  ,. 
4th 

cub.  ft. 
930 
1000 

•  •  • 

•  •  • 

cwt.  qr.  lb. 
2    1  17i 
2    1  18 
2    0  17 
2   0  7 

cwt.  qr. 
1  2 
1  2 
1  2 
1  2 

lb. 

10 
12 
12 
10 

lb. 

20 
20 
28 
28 

lb. 

73 
77 

85 
62i 

gals. 
10-7 

7-  8 
4-5 

8-  75 

cb.ft. 
3340 
3800 
4157 
3090 

1388  . 
1576 
1932 
1520 

Average  production  of  gas  per  ton  of  resin    .      .       ,    82,080  cubic  feet. 
Average  production  of  resin-oil  per  ton  of  resin     .       ,    70'3  gallons. 
Illuminating  power  of  average  gas  before  purification,  as  ascertained  by  shadow  test, 
•76  cubic  feet  per  hour  =  light  of  one  short  sis  spermaceti  candle. 

II.  Analytical  Eesults, 


Hydrocarbons  . 
Light  carbd.  hydrogen 
Hydrogen  . 
Carbonic  oxide  . 
Carbonic  acid  . 


COMPOSITION  OP  GAS  BEFOnE  PUIUHCATIOK 


Actual  amouDt  In  cubic  foet 


Per-ceotogo  amount 


lit  oxp. 

2Qd  exp. 

5rd  oxp. 

4tti  oxp. 

lit  exp. 

2nd  oxp. 

ord  oxp. 

4th  exp. 

ATorage 

258-7 

269-0 

305-7 

254-0 

7-75 

7-08 

7-41 

8-22 

7-62 

587-5 

1527-7 

895-9 

961-0 

17-68 

40-20 

21-71 

81-09 

27-64 

1315-3 

1274-8 

1976-3 

1297-8 

39-38 

33-54 

47-90 

42-00 

40-72 

967-9 

319-2 

753-3 

463-5 

28-98 

8-40 

18-26 

15-04 

17-07 

210-6 

409-5 

194-9 

113-7 

0-31 

10-78 

4-72 

3-59 

6-35 

3340-0 

3800-2 

4126-0 

3090-0 

100-00 

100-00 

lCO-00 

lOO'OO 

100-00 

Amount  of  carbon-vapour  contained  in  1  volume  of  hydrocarbons  =  2-8  volumes. 


Hydrocarbons  . 
Light  carburetted  hydrogen 
Hydrogen  .... 
Carbonic  oxide  ,       .  . 


Composition  of  gas  after  purification 


1st  exp. 

2nd  exp. 

8rd  exp. 

4th  exp. 

Average 

8-27 

7-94 

7-78 

8-53 

8-13 

18-76 

46-06 

22-79 

32-25 

29-71 

4203 

37-59 

50-27 

43-62 

43-38 

30-93 

9-41 

1916 

15-60 

18-78 

100-00 

100-00 

100  00 

100-00 

100-00 
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specific  gra,«y  otaver.g,  gas  before  purification- -63886. 

tl  "  "  


Ist  experiment 
2nd  •> 
3rd  •> 
4th  1. 


Vftlne  ot  hydrocarbons  expressed  in  their  equivalent 
volume  of  oloflant  gas 


Value  of  ac£nal  amount 


cubic  feet 
862-2 
876-6 
428-0 


Value  of  percentage  amount 
in  purified  gas 


cubic  feet 
,11-68 
11-12 

10-  89 

11-  94 


SimTmry  of  Experimental  Besults. 


Name  of  Coal 


Wigan  cannel,  InceHall 
„      „  Balcarres 

Boghead  „  •  • 

„      „     2nd  exp. 

Lesmahago  cannel 
MethiU  „ 
Newcastle    „  Eamsey 


Cubic  feet  of  ga> 
per  ton 


By  old 
proceis 


10,900 
10,440 
13,240 

10',620 

9,560 
10,300 


By 
■White's 
process 


16,120 
15,500 
38,160 
51,720 
29,180 
26,400 
15,020 


IlluminatinK 
power  per  tou  in 
sperm  candles 


By  old 
process 


4,816 
4,156 
11,340 

7,620 
5,316 
6,026 


B^ 
Wliite's 
process 


6,448 
5,920 
21,368 
20,688 
13,934 
11,088 
5,646 


Cain  per  ton  by 
White's  process 


Quantity 
of  gas  in 
cubic  feet 


5,220 
5,060 
24,920 
38,480 
18,560 
16,840 
4,720 


Illuminating 

power  in 
sperm  candles 


1,632 
1,764 
9,988 
9,308 
6,314 
6,772 
620 


Gain  per  cent  by 
Wbito's  process 


Quantity 
of  gas 


47-9 
48'6 
198-2 
290'0 
174-8 
176-2 
46-8 


Illumi- 
nating 
power 


33-9 
42-4 
87-8 
81-8 
82'8 
108'1 
12-3 


Talle  showing  the  gmntUyofCoal  or  Cannel  requisite  for  prodwing  light  equal  to  1,000 
Sperm  Candles,  each  burning  10  hours  at  the  rate  qf  120  grs.  per  hour. 


Name  ot  Coal 

Weight  of  Coal 

By  old  process 

By  Wliite's  process 

Wigan  cannel  (Ince  Hall)  .... 

„      „     (Balcarres)  .... 
Boghead  „ 

Lesmahago  cannel  

MethiU         )t  ..... 
Newcastle      „  ..... 
„       coal  (Pelton)  .... 

lbs. 
465-1 

539-0 
197-6 
293-0 
421-4 
445-7 
745-7 

lbs. 
347-4 
378-4 
104-8 
160-7 
202-0 
396-7 

Table  showing  the  quantity  of  Gas  requisite  for  producing  light. equal,  to  1,000  Sperm 
Candles,  each  burning  10  hours  at  the  rate  of  120  grs.  per  hour. 

Kamo  of  gaa 

Rate  of  consumption 
per  hour 

Quantity  of  gas  ' 

Wigan  cannel  (Ince  Hall)  .... 

,,  by  White's  process 
Wigan  cannel  (Balcarres)  .... 

„  by  White's  process 
Boghead  cannel  

„         by  White's  process 

„                   „      2nd  experiment 

Lesmahago  cannel  ..... 
„         by  White's  process 

cubic  feet 
5 
5 
5 
5 
3 
3 
5 
4 
4 

oubio  feet 
2263 
2500 
2512 
2618 
1168 
1786 
2500 
1394 
1  2094 

m 
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Kamq  of  gas 


Mothill  cannel  . 

..  by  White's  process  .* 

Noweastlo  cannel  (Kan;say) 

by  White's  process 
Newcastle  coal  (Pelton) 

Besin-gaa  by  White's  process     .  . 

Manchester  gas  (June  1851)      .  . 
i  f  City  Company's  gas  (July  15,  f861) 
S  I  trreat  Central  Company's  gas  „ 

g  "I  Chartered  Company's  gas  „ 

a  J  Imperial  Company's  gas  „ 
M  L  Western  Company's  gas  „ 


llato  of  consumption 
per  hour. 


cubic  feet 
6 

•  6 
5 
6 
6 

(calculated  "1 
from  analysis  J 

'»  i» 

5 

■  5  ■ 
r    calculated  1 
\  from  analysis  / 
»  „ 


Dr.  Frankland  thus  sums  up  the  advantaces  which  hn  nnnnn;„oa       '  i^ 
application  of  the  hydrocarbo^process  to  eS  and  cannels  -  ^'""^ 
1.  It  greatly  increases  the  produce  in  gas  from  a  eiveu  wpiVlif  r.f  «^„i 

^ptrrdTp^o^"^ " ^--^^ciL^  st-^ 

coai;  ttCSrSn^^^^^^^^^^        riff'  ^  r "  r^^'^ 

affording  highly  iUuniinatinVgasesTre  used       ^  '    '""^  ^^^^^^"^  ^^'^^  coals 

3.  It  diminishes  the  quantity  of  tar,  formed  by  converting  a  portion  of  it  int. 
gases  possessing  a  considerable  illuminating  power  ^ 

4.  It  enables  us  profitably  to  reduce  the  illuminating  power  of  the  eases  iDrodur.Pfl 
from  such  materials  as  Boghead  and  Lesmahago  cannels  &c   soT«fn  / 
burning  without  smoke  and  loss  of  light.  '  '  ^      '^^''^  ^""^ 

Mr.  Barlow  has  also  experimented  upon  this  process  of  gas-making,  and  finds  that 
a  v^ry  considerable  gam  in  total  illuminating  results  from  its  use 

^-  Clegg's  investigation  of  this  process  showed,  that  whilst  Wigan  cannel 
produces  by. the  ordinary  process  of  gas-making  about  10  000  cubic  feet  of  90  Z^AU 
gas  per  ton;  16,000  cubic  feet  of  20-candle  gas,  or  26  000  cubic  feet  of  la'^S 
gas.  can  be  made  from  the  same  quantity  of 'material  by  the  hyd^:lbon  p^^^^^^^^^^^ 
Also  that  by  the  application  of  the  same  process  to  Lesmahago  canneT  36!Soo  cubic 
feet  of  20-candle  gas,  or  58,000  cubic  feet  of  12-eandle^gas  per  ton  can  be  obtained 
wh  1st. Boghead. canneL yields^  62,000  cubic  feet  of  20-candle  gas,  or  75,000  cubic 
feet  of  12.candle  gas  The  following  table  presents  in  a  condenfed  form  Mr  CleS 
results  as  to  comparative  cOst : — 


Kame  of  coal 

Cost  of  1,000.  ft.  of 
20-candle  gas  by  old 
process 

Cost  of  1,000  ft.  of 
2p-candle  gas  by  : 
hydrocarbon  process ' 

.  Coptpfl.OOOft.  of 
12-candle  gas  by 
hydrocarbon  process 

Wigan  cannel  at  14s.  pei; 
ton 

Lesmahago  cannel  at  1 8s. 
■  per  ton 

Boghead .  cannel  at  20s. 
per  ton 

s.  d, 

1  9| 

2  5h 
2  4.^ 

s..    d.  , 
l'  3J 
0  11| 
0  11 

i  .... 

s.    d...  1 

0  n'i 

0  91 
0  9j 

The  principle  of  the^  hydrocarbon  process  is  also  adopted  by  Messi-s.  Lowe  and 
Evans  in  their  patent  process  for  the  manufacture  of  gas  for  illuminating  purposes. 

In  carrying  out  tbis  latter  improved  manufacture  of  gas',  the  patentees  pass  gas  obtained 
from  any  of  the  sources  hereinafter  specified,  tlirough  heated  retorts  containifao'  oannol 
coal,  coal,  lignite,  resin,  pitch,  tar,  oil,  retinite,  or  other  substance  or  substances  rapable 
of  yielding  carburetted  hydrogen  gas;  by  which  moans  such  a  combination  of  rich  and 
poor  gases  may  bo  produced  as  will  be, exactly  suited  to  the  purposes  of  illumination. 
For  this  purpose,  it  is  proposed  to  use  retorts,  open  at  both  ends,  asisliown  in'tho  draw- 
ing given  in/<7.  1062,  which  represents  a  longitudinal  vertical  section  of  the  apparatus 
employed  in  carrying  out  this  part  of  the  inventjQn.  *  Onljr  one  rptort  is  exhibited ; 
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t-  r.f  ^Atnrfcj  mav  bo  adopted  to  that  in  general  Use  in  gaS- 
Z'i\C:Z!::St-:^?  ?Su:p«^  L  heati-g  ,  and  »  *  .re 


but  a 

^:Xieeerand^rdr»^ 
the  retort,  c 


na  lias,  iilluv.i  ~ 
is  the  pipe  for  carrying  off 


1062 


re- 


the  gaseous  products  B^^^J^^^^^'^'.^l^.. 
tort ;  and  d  is  a  pipe  for  ipt^oducing  into 
the  retort  the  gas  which  is  intended  to  mix 
with  the  gaseous  products  of  the  substances 
rderdistiUation^n  the  retort.  As  soon 
as  the  retort  is  charged  with  coal  or  ether 
carbonaceous  matter,  a  cock  e,  m  the  pipe 
d,  is  opened,  which  allows  the  gas  to  flow 
into  the  retort;  and  it  then  passes  in  the 
direction  of  the  arrows,  and  mingles  with 
the  gas  that  is  evolved  from  the  carbon- 
hceous  matters  contained  in  the  retort: 
thereby  a  compound  is  formed,  possessing 
a  much  higher  illuminating  power  than 
eould  have  been  obtained  had  the  combinar- 
tion  taken  place  after  instead  of  at  the  time 

of  the  generation  of  the  gas  in  the  retort  «.  ,  ^,     .     j         i    ^  ;„f„ 

The  gas,  which  is  brought  to  the  retort  by  means.of  the  pipe  d  may  be  forced  in  o 
The  retort,  so  as  to  overcome  the  internal  pressure  put  on  the  retort  by  means  of  the 
hydraulic  main;  or,-1nsteadtherebf,  an  exhauster  may  be  applied  to  dxaw  off  the  gas 
E  the  retort.  Should  tar.  oil,  resin  (previously  melted),  or  any  liquid  hydrocarbon 
be  employed  for  the  generation  of  the  gas,  it  is  to  be  run  into  the  retort  in  the  way 
generally  adopted  for  making  oil-  or  resin-gas.  ' .    \  „         , ,  .  i,„ 

The  sources  from  which  the  patentees  propose  to  obtain  inflammable  gases,  to  be 
applied  as  above  indicated,  are  wood,  sawdust  in  a  damp  or  dry  sUito,  spent  tanners 
bark,  and  other  like  substances  capable  of  yielding  an  inflammable  gas.  These  sub- 
stances must  be  put  into  a  red-hot  retort,  and  distilled  like  coal.  The  resulting  gases 
may  be  either  purified  at  once,  or  passed  directly  to  the  retort  containing  the  coal  or 
other  carbonaceous  materials.  As  a  general  rule,  however,  these  gases  are  preferred 
to  be  stored  in  gasholders  for  use;  as,  in  that  case,  a  moro  uniform  and  constant 
supply  to  the  coal-retort  may  be  relied  on.  _  .  . 

Auother  source  of  inflammable  gas  is  from  coal  of  an  inferior  description,  or  from 
peat.  These  substances  having  been  distilled  in  a  retort,  the  resulting  gas  can  be  then 
employed  as  above  indicated.  It  is  also  proposed  to  conduct  carbonic  oxide  gas  into 
retorts  containing  carbonaceous  matters  under  distillation.  This  gas  the  patentees 
obtain  from  carbonic  acid,  by  passing  the  latter  gas  _(\y-liich  may  be  obtained  from  any 
convenient  source)  through  a  retort  or  furnace  containing  red-  or  white-liot  coke.  Or, 
they  utilise  a  portion  of  the  gases  generated  in  fiu-naccs,  by  collecting  these  gases  and 
converting  the  carbonic  acid  they  contain  into  carbonic  oxide,  bypassing  them  through 
a  retort  or  furnace,  as  described  for  treating  carbonic  acid ;  or  the  gases  may  be  con- 
ducted directly  into  retorts,  wherein  carburetted  hydrogen  is  being  generated,  for  tho 
purpose  of  effecting  the  desired  combination.    See  Peat.  • 

From  the  foregoing  description,  it  will  be  understood,  that  the  object  of  this  part  of 
the  invention  is  to  obtain  gas  of  a  uniform  quality — that  is,  possessing  a  definite 
amount  of  illuminating  power.  Now,  it  is  well  known  that  if  the  gas  be  too  ricli  in 
carbon  it  will  burn  with  a  dull  flame,  and  give  off  a  large  amount  of  smoke ;  and  that, 
if  deficient  in  carbon,  it  will  burn  with  a  blue  flame,  and  possess  very  little  illumi- 
nating power.  It  is  therefore  proposed  to  mix  the  rich  and  poor  gases,  obtained  as 
above  described,  in  such  proportions  as  will  be  needful  to  produce  a  highly-illuminating 
quality  of  gas.  As  the  proportions  will  depend  entirely  on  the  quality  of  the  gases  to 
be  combined,  no  rule  cau  be  laid  down  for  the  amount  of  the  gas  required  to  be  passed 
into  the  retorts,  wherein  the  distillation  is  proceeding.  The  mode,  however,  in  wliich 
••gas'  burns  on  issuing  from  the.  retort  will  be  a  sufficient  test  for  the  workmen  in 
.attendance. 

GiVS-MtETER.  In  order  to  measure  tho  quantity  of  gas  which  passes  througli 
-ja  pipe  for  ligliting  a  factory,  theatre,  &c.<  tho  gas-meter  is  employed,  of  whose  con- 
struction a  sufficiently  precise  idea  may  be  formed  from  the  consideration  of^^.  1063, 
-which  riiows  the  instrument, in  a  section  perpendicular  to  its  axis.  ■ 
,  AVithin  the  cylindrical  case  a,  there  is  a  shorter  cylinder  b  h,  shut  at  both  ends,  and 
.  moveable  round  an  axis,  which  is  divided  into  four  compartments,  that  communicate 
;  by  the  openings  d,  with  tho  interval  between  this  cylinder  and  the  outer  case.  The 
,  mode  in  which  this  cylinder  turns  round  its  axis  is  as  follows ;— The  end  of  the  tube' d, 
f.  which  is  made  fast  to  tho  side  of  the  case,  and  by  which  the  gas  enters,  carries  ,4V 
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s^^P'^^"""'  "P'^'^.^'^'ch  tlie  centre  of  its  prop  turns  ;  the  other  end  of  the 
rune  lu  the  cover,  which  here  forms  tho  side  of  a  superior  open  vessel.Tn VlLt  "a 

the  same  axis,  there  is  a  toothed  wheel.  The  veLel 
is  so  far  filled  wth  water,  that  the  tube  c  rises  iust 
above  it,  whicli  position  is  secured  by  the  level  of  the 
side  vessel.  When  the  gas  entors  tlirough  the  tube  c 
by  its  pressure  upon  tho  partition  e  it  turns  tho 
cylinder  from  right  to  left  upon  its  axis,  till  tho  ex- 
terior opening  d  rises  above  the  water,  and  the  gas 
expands  itself  in  tho  exterior  space,  whence  it  passes 
off  through  a  tube  at  top.  At  every  revolution  a 
certain  volume  of  gas  thus  goes  tlirougli  the  cylinder 
proportional  to  its  known  capacity.  The  wheel  on 
the  axis  works  in  other  toothed  wheels,  wlience,  by 
moans  of  an  index  upon  a  graduated  disc  or  dial, 
placed  at  top  or  in  front  of  the  gas-meter,  the  number 
of  cubic  feet  of  gas  which  pass  through  tliis  apparatus 
in  a  given  time  is  registered. 
Mr.  Thomas  Edge,  of  Great  Peter  Street,  "Westminster,  has  contrived  the  followins 
meter,  of  which  drawings  are  annexed  : — 

Fig.  1064  is  a  front  view  of  a  three-light  meter,  tho  front  plate  being  removed,  and 
some  of  tho  parts  shown  in  section. 
Fig.  1065  is  a  transverse  section  of  the  same. 

The  gas  enters  at  a  into  the  small  chamber  b,  in  tho  bottom  of  which  is  a  levef 
valve  (part  of  Mr.  Edge's  patent  improvement),  moving  upon  its  axis  and  attached 
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by  the  rod  to  a  metal  float  c,  which  in  the  present  drawing  is  buoyant.  The  object 
of  this  arrangement  is  to  intercept  the  passage  of  the  gas  into  the  meter,  unless  a 
sufficient  quantity  of  water  is  in  it,  that  being  necessary  to  its  proper  action  ;  tho  gas 
then  passes  through  the  inverted  siphon  or  tunnel  into  the  convex  cover,  whence  it 
passes  into  the  chambers  of  tho  drum. 

Another  of  Mr.  Edge's  improvements  consists  in  the  cutting  down  of  this  siphon 
pipe  or  tunnel  to  the  proper  water  level,  and  connecting  the  bottom  of  it  to  a  waste 
water  box,  into  which  any  surplus  water  must  fall.  The  importance  of  this  pre- 
caution will  be  seen  on  investigating  the  drum,  as  an  excessive  height  of  water  will 
materially  interfere  with  the  measurement,  the  quantity  of  gas  delivered  per  revolution 
being  considerably  less.    This,  in  connection  with  the  lever  valve  and  float,  confines 
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Is  within  such  narrow  limits,  that  the  measurement 
Sytl^e^^^^^  when  properly  constructed, 

The  hydraulic,  or  wet  ga^-^^i-^^foSy  a  ^4ry  slight  pressure  of  gas  to 
measures'^with  great  «^ria3ont  m'eaL  being^mpHoyed  by  the  consumer, 
work  it ;  but  it  readily  ^'^'^V^.f  „S-estimate  the  amount  of  gas  consumed;  whilst 
so  as  to  cause  the  instrument  to  under  estimate  ^^^^^ 
on  the  other  hand,  the  condensation  of  mo^stu^^  wit  The  water  m 

the  water-level  as  to  cause  ^?  winter,  thus  completely  stopping  the 

the  hydraulic  meter  is  f.^^^^^'^^l.^^ny  when  the  meter  is  fixed  in  a  comparatively 
supply  of  gas  ;  at  other  times,  ^fP^"^  J^^V^^^  '  ,,eous  vapour,  subsequently  deposits 
warn  place,  the  gas,  becoming  f^^urat^^^^^^^^^^^  portions  of  the  pipes  of  distribution, 
water  during  its  passage  ^  f  ^„ 

tZl  wWch  is  so  frequently  a  source  of  an-j.^^^^^^^^  ^.^^^^^^  ,  , 

C^^ST^tTXt^'^r^S:^  —ion  of  this 
meter :  the  letters  of  reference  are  the  same  in  botn. 
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BB,  Jig.  1067,  represents  a  cylindrical  vessel,  about  3^  inches  in  diameter  and 
4  inches  deep,  being  the  dimensions  of  a  meter  capable  of  measunng  gas  for  three 
burners,  called  a  three-light  meter.  In  this  vessel  are  two  glass  cy  inders  ff,  con- 
nected together  by  the  bent  tube  d.  The  cylinders  being  perfectly  exhausted  of 
air,  and  half  filled  with  alcohol,  are  made  t«  vibrate  on  centres  c,  e,  and  are  balanced 
by  the  weight  f.  Tliis  instrument  accurately  indicates  the  excess  of  heat  to  ^^hich 
either  cylinder  may  be  exposed  upon  the  principle  of  Lesbes  differential  thermo- 
meter 

c  is  a  hollow  brass  box,  called  the  heater,  about  4  inches  long  and  ^  an  inch  broad, 
projecting  out  of  the  meter  about  1  inch.  At  a  issues  a  small  jet  of  gas,  which,  wlien 
inflamed,  gives  motion  to  the  cylinders. 

The  gas  enters  the  meter  byUie  pipe  A,  and  circulates  throughout  the  double  case 
"a    Having  paBsed  round  the  case  b,  a  portion  of  it  enters  the  top  of  the  box  c,  by 
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poratureiseiventotZl.?       5'.^'''^'^^^'*'''^°^'"  1^°  t'lo  size  of  thT  W  a  T  ,  "^'^^ 

tlie  higher  ono  descends,  and  comes  in  thJ  ^^J  t  T  '^^^^  ^mng  on  their  centre! 

thn  In  \"'ler  is  maintained,  however  the  on^wn^^i  f     ^  '  ^ho  same 

tho  cold  gas  Avhicli,  issuing  from  ihe  IZed  sid  AT^^^^^^  temperature  may  change,  by 
"ppercyhnder,  and  hastens  the  condensati^^^^^  '  Jiood  e     impi^  g'^ 

The  cold  gas  and  the  heater  ve^t  Sm^^^^^  ^^^^^ 
each  other.  "7  m  temperature  ^th  the  room,  and  thus  couhtoract 

^^^PZ^S^CS:^^  order  to  insure 

riio  pipe  o,  by  which  the  jtas  leavS  kTt  J  ■  °°  '°  following  manner 
opened  and  .h„t  by  ti„  .ego^  oH  ,?py'S„X  ''CZf  "  f'"!"  "-iS 
«h__aod  „ee,ves  heat  fnon.  the  jetfL  o;»s^hfXrhr  Stl-cSnTr^^ 

™S»sr^tL*'n?u  &props;Li\:  th'e°^-  ^ - 

though  the  pip,  „  and  curved  side  5nKSl?«  J  '""""'^  """"S  »°  "-em 

the  ™S?;Ce»n„teirraSo"„s:^  S^f  °d"  ^"  P-'»^ 

gas  consumed.  violations  of  the  cylinder  is  in  proportion  to  the 

regtt^S'r'yiStr*  '»  in.tte  common  mete. 

The  most  recenilv-constrnpffirl^?f  ®  ^^^^  ''"^'^^e  its  durability, 

of  Messrs.  Croll  aSTchards    Eoth'oT  ttsf'^  ^f'"'^''       ^^^^^  ^^^^i-. 


ttlS;l;te^  -P--t  these  metallio  plates, 

'tition  to  exwaml  Slf  -f  ^1  ^  ^''^       ^"^"'"S'     '^'^"scs  the  flexible  par- 

Three  suchX^l™^"?!!.^/,  t.^-  ^-'^  of    cone,  as  seen  in  Jia.  1069. 

cnamuers  are  attached  to  each  meter,  so  as  to  insure  a  uniform  and  steady 
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The  dry  meter  invented  by 
Messrs.  CroU  and  Richards  is  su- 
perior in  construction  and  accuracy 
of  measurement  to  that  of  De- 
fries.  It  is  shown  in  Jigs.  1070, 
1071,  and  1072.  Kk,fig.  1070,  is 
a  cylindrical  case,  divided  into  two 
cylindrical  compartments  by  the 
inflexible  metallic  diaphragm  b. 
These  compartments  are  closed  at 
opposite  ends  by  the  metal  discs 
c  c.  The  latter  perform  the  func- 
tions of  pistons,  and  are  retained 
in  their  proper  position  by  imi- 
versal  joints  attached  to  each. 
The  discs  are  restrained  from 
moving  through  more  than  a  fixed 
space  by  metallic  arms  and  rods, 
shown  in  fig.  1072,  and  when  this 
space  has  been  once  adjusted,  it 
cannot  afterwards  vary.  It  will 
be  seen  that  the  principle  of  this 
meter  is  that  of  a  piston  moving 
in  a  cylinder;  but,  in  order  to 
aA'oid  the  friction  which  such  an 
arrangement  would  cause  if  lite- 
rally carried  out,  bands  of  leather, 
D_D,  are  attached,  which  act  as 
hinges,  and  allow  of  the  motion  of 
the  discs  -nithout  friction. 

The  gas  enters  the  cylinder  from 
the  upper  space  containing  the 
levers,  valves,  &c.,  fig.  1072;  its 
pressure  forces  the  discs  forward 
through  the  space  limited,  as 
above  described.  The  flow  of  gas 
is  then  reversed ;  that  is,  a  pas- 
sage to  the  burners  is  opened  from 
the  internal  space,  whilst  the  sup- 
ply is  now  directed  into  the  outer 

Vol.  n. 
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ehambor,  thus  forcing  the  disc  back  to  its  original  position,  and  expelling  tlie  first 
portion  of  gas  through  the  pipes  of  distribution.  Each  motion  6f  the  disc  thus  evi- 
dently corresponds  to  a  given  volume  of  gas,  and  being  registered  by  clockwork,  in- 
tlicatos  the  consumption  upon  the  usual  dial  plates. 

Dry  gas-meters  are  generally  preferred,  and  consequently  they  have  come  into 
genoriil  use. 

To  the  present  system  of  registering  the  quantity  of  gas  burnt  by  the  consumer, 
niany  honest  objections  may  be  raised.  Whichever  meter  may  be  used,  the  record 
of  gas  passing  through  it  is  entirely  removed  from  the  inspection  of  the  consumer. 
The  quantity  is  registered  by  a  servant  of  the  gas  company  supplying  the  meter,  and 
whatever  may  be  the  number  of  cubic  feet  returned  by  him,  for  that  is  the  consumer 
charged  and  obliged  to  pay.  It  seldom  happens  that  the  gas  companies  admit  that 
any  error  can  occur  which  tells  a  gainst  themselves,  but  they  frequently  discover  errors 
in  the  other  direction.  Presuming  that  honesty  of  purpose  actuates  equally  the 
supplier  and  the  consumer  of  gas,  it  would  be  perfectly  easy  to  arrange  the  dials  of 
our  domestic  gas-meters  so  that  the  consumer  might  note  the  quantity  indicated  at 
any  time,  and  from  his  knowledge  of  the  number  of  burners  used  by  him,  within  any 
given  week  or  month,  be  enabled  to  tell  if,  as  compared  with  any  other  period,  the 
indicated  result  was  near  to,  or  far  from,  the  truth,  and  direct  the  attention  of  the 
servant  of  the  gas  company  to  the  circumstance. 

GAS,  WATER.  Various  methods  have  been  from  time  to  time  introduced  for 
decomposing  water,  and  for  employing  the  hydrogen  liberated  therefrom  for  the  purposes 
of  heating  and  lighting.  Eecently  (1874)  this  '  water-gas '  has  been  introduced  to  the 
public  under  the  name  of  the  '  New  Gas.' 

The  possibility,  without  any  great  amount  of  trouble,  of  obtaining  a  quantity  of 
hydrogen  gas  from  water  has  always  been  a  favourite  theme  with  inventors,  and  many 
schemes  for  its  practical  utilisation  have  been  introduced;  and  a  patent  has  been 
obtained  for  the  carbonisation  of  this  gas  with  some  light  hydrocarbon  liquid,  so  as  to 
give  it  a  high  illuminating  power. 

The  process  is  dependent  upon  the  decomposition  of  steam  by  red-hot  coal,  coke,  or 
metal.  Hydrogen,  carbonic  oxide,  and  carbonic  acid  are  produced.  An  analysis  of 
the  gas  obtained  by  passing  steam  over  red-hot  charcoal  for  some  hours  gave  as  a 
mean :  carbonic  acid,  20  per  cent. ;  carbonic  oxide,  20  per  cent. ;  hydrogen,  GO  per 
cent.  Any  form  of  carbon  is  capable  of  effecting  this  decomposition  if  a  metal,  such 
as  iron,  be  present ;  it  adds  to  the  quantity  of  hydrogen  obtained  according  to  the 
following  action : — 

4H0  +  3Fe  =  Fe'O*  +  4H  (ftH^O  +  3re  =  Pe^O*  +  ftH^). 

This  mixture  of  gases  is  inflammable,  and  burns  with  a  non-luminous  but  hot  flame, 
the  heat  of  which  would  be  increased  if  the  carbonic  acid  were  previously  removed, 
the  flame  of  hydrogen  having  a  temperature  of  3,776°  Fahr.  This  heat  of  the  flame 
is  an  undoubted  advantage  when  the  gas  is  carburetted,  as  the  particles  of  carbon  are 
thereby  heated  to  whiteness ;  but,  on  the  other  hand,  the  presence  in  the  gas  of  a 
quantity  of  carbonic  oxide  is  as  great  a  disadvantage,  on  account  of  its  injurious  and 
exceedingly  harmful  character.  Carbonic  acid  is  an  injurious  gas,  but  its  action  upon 
the  system  is  not  that  of  an  active  poison,  but  rather  that  of  preventing  the  necessary 
amount  of  oxygen  from  entering  the  lungs,  and  hence  death  from  its  effect  will  be 
death  from  suffocation.  On  the  other  hand,  carbonic  oxide  is  an  active  poison,  and 
recovery  from  its  effect  is  much  more  doubtful ;  indeed,  it  is  calculated  that  2  per 
cent,  in  an  atmosphere  would  prove  fatal,  a  result  that  should  cause  great  caution  in 
the  use  of  a  gas  containing  it  in  any  quantity. 

It  is  thought  it  will  be  possible  to  utilise  this  gas  by  itself,  as  a  heating  gas ;  but 
its  chief  use  is  for  illumination,  and  the  illuminating  power  is  obtained  in  the  same 
manner  as  with  air-gas,  the  hydrogen  gas  obtained  by  any  of  the  methods  named 
being  caused  to  bubble  through  some  light  spirit,  any  reduction  of  temperature  by 
the  rapid  evaporation  being  avoided  by  maintaining  the  vessel  containing  it  at  a 
constant  temperature  by  means  of  a  steam-pipe.  The  illuminating  power  of  the  gas 
so  obtained  is  equal  to  about  sixteen  or  seventeen  candles  ;  and  its  permanent  cha- 
racter is  declared  to  be,  and  no  doubt  is,  sufficient  to  render  it  of  practical  utility 
under  some  peculiar  conditions. 

A  company,  called  the  '  New  Gas  Company,'  has  been  formed  for  working  a  patented 
process,  the  invention  of  Mr.  Euck.  Instead  of  manufacturing  gas  by  the  distillation 
of  coal,  Mr.  Euck  first  obtains  his  hydrogen  by  tlie  decomposition  of  water,  and  then 
charges  it  with  the  carbon  necessary  for  illuminating  purposes  by  passing  it  through 
a  petroleum  spirit  of  specific  gravity  0'680.  In  the  first  part  of  the  process,  super- 
heated steam  is  conveyed  into  retorts  containing  iron  and  coke  raised  to  a  high 
temperature.   The  steam  is  decomposed;  the  resulting  oxygen  combines  with  the 


GAS,  WOOD 


611 


iron  and  the  carbon,  and  the  hydxogen  is  given  off,  carrying  with  it  a  small  propor- 
tion of  carbon  compounds.  In  this  state  it  is  valuable  for  heating  purposes  but 
possesses  very  little  illuminating  power,  ratlier  resembling,  when  kindled,  the  flame 
of  a  Bunseu  s  burner.  The  various  attempts  which  have  been  made  to  combine 
volatile  hydrocarbons  with  coal-gas,  in  order  to  increase  its  illuminating  power,  have 
all  failed  on  account  of  the  speedy  precipitation  of  the  former;  but  Mr.  Euck  claims 
to  have  discovered  that  petroleum  of  the  specitic  gravity  stated  will  remain  m  com- 
bination -nath  the  hydrogen.  According  to  the  report  of  Messrs.  Quick  and  Spice, 
the  engineers  concerned  in  the  matter,  this  claim  has  been  subjected  to  crucial  tests, 
and  has  withstood  them  all.  The  gas  has  been  suddenly  reduced  in  temperature  from 
60°  to  30°,  has  been  kept  for  a  month  in  a  closed  vessel,  has  been  passed  through 
miles  of  iron  pipes  with  many  rectangular  bends,  without  any  consequent  precipita- 
tion. The  illuminating  power  appears  to  be  exceedingly  good,  and  it  is  said  that  it 
may  be  increased  almost  indefinitely  by  the  removal  of  a  small  quantity  of  carbonic 
acid  by  a  simple  process.  The  petroleum  can  be  added  to  the  gas  at  any  point 
between  the  manufactory  and  the  burner,  so  that  heating  gas  alone,  it  is  proposed, 
might  be  supplied  from  the  mains,  say  to  the  kitchens  or  the  conservatories  of  a  large 
establishment,  and  the  illuminating  agent  only  added  to  that  portion  of  the  supply 
which  was  to  be  used  for  lighting  purposes.  The  mode  of  manufacture  ensures  the 
complete  absence  of  the  noxious  sulphur-  and  ammonia-compounds  with  which  we  are 
familiar,  but  the  gas,  although  in  this  sense  '  pure,'  is  not  dangerously  inodorous.  _  It 
has  a  distinct  smell,  pronounced  by  those  interested  in  it  to  be  agreeable,  but  which 
is  certainly  sufficient  to  lead  to  the  discovery  of  any  domestic  leakage,  and  thus  to 
obviate  danger  from  explosions. 

At  the  present  price  of  coal,  the  discovery  of  a  som*ce  of  gas  which  is  as  plen- 
tiful as  water,  should  manifestly  have  an  important  bearing  on  the  cost  of 
production.  The  report  of  the  engineers  on  this  head  is  to  the  effect  that  they  can 
command  millions  of  gallons  of  the  petroleum  spirit  required,  and  that  the  illumi- 
nating gas  can  be  made  at  the  cost  of  Is.  7^d.  per  thousand  cubic  feet.  They  say 
also,  that  out  of  every  thirty  men  required  for  the  manufacture  of  coal-gas,  twenty- 
nine  may  be  dispensed  with  in  working  Mr.  Etick's  process.  These  statements,  if 
borne  out  by  larger  experience,  cannot  fail  to  attract  the  attention  of  the  companies. 

OAS,  WOOD.  Attempts  were  first  made  in  France  towards  the  close  of  the 
last  century  to  manufacture  an  illuminating  gas  from  wood.  The  Thermo-lamp 
of  Lebon,  a  wood-gas  apparatus,  then  and  for  some  time  afterwards  excited  con- 
siderable attention,  especially  in  the  districts  of  Germany,  Sweden,  and  Eussia,  where 
coals  are  scarce.  This  mode  of  illumination,  proved  however,  to  be  a  complete  failure, 
owing  to  the  very  feeble  illuminating  power  of  the  gas  produced,  and  as  at  this  time 
the  production  of  gas  from  coal  was  rapidly  becoming  better  known,  anything  like  a 
regular  manufacture  of  wood-gas  never  in  any  case  gained  a  footing.  Subsequent 
trials  only  confirmed  the  failure  of  Lebon,  so  that  it  was  universally  considered  im- 
possible to  produce  a  practically  useful  gas  from  wood  by  the  usual  process  of  gas 
manufacture.  In  the  year  1849  Professor  Pettenkofer  of  Munich  had  occasion  to 
repeat  these  experiments,  and  he  found  that  the  gases  evolved  from  wood  at  the 
temperature  at  which  it  carbonises  consist  almost  entirely  of  carbonic  acid,  carbonic 
oxide,  and  light  carbiiretted  hydi-ogen ;  olefiant  gas  and  the  illuminating  hydrocarbons 
being  entirely  absent.  Such  gas  was  therefore  totally  unfit  for  illuminating 
purposes. 

The  temperature  of  boiUng  quicksilver,  at  which  coal  is  not  in  the  slightest  degree 
decomposed,  is  quite  sufficient  to  carbonise  wood  completely.  If  small  pieces  of 
wood  be  placed  in  a  glass  retort  half  filled  with  mercury  and  the  latter  be  heated  to 
boiling,  a  black  lustrous  charcoal  is  left  in  the  retort,  whilst  gas  of  the  following  com' 
position  is  evolved : — 

Carbonic  acid      ........  6Vi 

Carbonic  oxide  36-6 

Light  carburetfcod  hydrogen  7-0 

100-0 

If  however  the  gases  and  vapoufs  produced  by  the  above  experiment  be  heated  to  a 
considerably  higher  temperature  than  that  at  which  the  wood  is  carbonised.  Professor 
Pettenkofer  found  that  a  very  different  result  is  obtained :  the  volume  of  permanent 
gas  is  considerably  augmented,  whilst  such  an  amount  of  illuminating  hydrocarbons 
IS  produced  as  to  render  the  gas  actually  richer  in  these  constituents  than  coal-gas, 

Analysis  of  various  samples  of  such  superheated  gas  gave  the  following  results ;  • 

an  2 
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18  to  25  por  cent. 
40  „  50   „  „ 
8     12    „  „ 
14  „  17    „  „ 

^  ji      7      n  if 


Carbonic  acid  .... 
Carbonic  oxido 
Light  carburetted  hydrogen 
Hydrogen       •       .       .  , 
.  Olofiant  gas  and  hydrocarbons  . 

The  illuminating  value  of  the  hydrocarbons  was  found  to 
be  one  half  greater  than  that  of  an  equal  volume  of  olefiant 
gas. 

Varieties  of  wood  differing  so  much  in  charact,er  as  pine 
and  beech  were  found  to  yield  equally  good  gas.  These 
observations  prove  that  wood-gas  is  indubitably  entitled  to 
rank  amongst  illuminating  agents. 

With  regard  to  the  apparatus  employed,  various  forms 
have  been  contrived  so  as  to  communicate  tlio  necessary 
temperature  to  the  escaping  vapours  :  it  has  been  however  at 
length  found  that  tlie  ordinary  form  of  retort  furnishes  tlie 
necessary  conditions,  provided  it  be  not  filled  more  than  one 
third  with  the  charge  of  wood.    120  lbs.  of  the  latter, 


o 


thoroughly  dried,  constitutes  the  charge  for  one  retort. 
IJ  hour  the  distillation  is  complete,  the  result  being,  after 
absorption  of  carbonic  acid,  650  cubic  feet  of  gas,  which  is 
perfectly  free  from  all  sulphur-  and  ammonia-compounds,  and 
possesses,  according  to  the  numerous  experiments  of  Liebig 
and  Steinheil,  an  illuminating  power  greater  than  coal-gas  in 
the  proportion  of  6  :  5. 

The  following  analyses  show  the  composition  of  wood-gas 
when  made  on  a  manufacturing  scale.  No  1  is  a  sample  of 
gas  before  purification  from  the  works  at  the  Munich  Eailway 
Station  and  No  2  is  purified  gas,  as  supplied  to  the  town  of 
Bayreuth : — ' 

defiant 
No.  1  Gas 
6-91  =974 
11-06 
15-07 
40-59 
25-72 


Hydrocarbons 
Light  carburetted  hydrogen 
Hydrogen 
Carbonic  oxido 
Carbonic  acid . 
Nitrogen 


No.  2 
7-70 
9-45 
18-43 
61-79 
2-21 
-42 


Olefiant 
Gas 
=  11-93 


96-35 


100-00 

The  specific  gravity  of  the  purified  wood  gas  is  about  '700, 
and  this,  coupled  with  the  large  percentage  of  carbonic  oxide 
which  it  contains,  renders  it  necessary  to  employ  burners  with 
much  larger  perforations  than  those  used  for  coal-gas ;  in 
fact,  if  wood-gas  be  consumed  at  the  rate  of  from  3  to  4 
cubic  feet  per  hour  from  a  coal-gas  burner,  it  yields  scarcely 
any  light  at  all,  whereas  if  consumed  from  a  fish-tail  burner 
•with  wide  apertures,  its  illuminating  power  exceeds,  as  just 
stated,  that  of  coal-gas. 

Although  the  relative  cost  of  wood  and  coal  -mil  prevent 
the  adoption  of  Professor  Petteukofer's  ingenious  process  in 
this  country  ;  yet,  as  it  can  also  be  applied  with  like  results 
to  peat,  there  is  a  high  probability  that  it  miglit  be  employed 
with  great  advantage  in  Ireland.  Its  rapid  adoption  in  many 
German  and  Swiss  towns  proves  the  practicability  of  the 
process  in  districts  where  wood  is  cheap. 

GAS  -WORKS.  Mr.  Hedley,  an  engineer  of  great  emi- 
nence and  experience,  has  kindly  furnished  the  following 


■plans  and  drawings  of  gas-works  and  of  apparatus  ot  the 
most  approved  and  modern  construction,  and  on  the  very  largest  seal. 


approv 
of  business  or 


e  as  to  extent 


manufacture ;  also  plans  and  drawings  of  a  gas-work  on  a  smaller 
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scale,  ^th  its  corresponding  ^PP-tus  In^^^^^^^ 
wet  lime,  before  clescribecl,  is  l^sed  ;jn  the     ter.  by  <^y  hme. 

The 
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12  wet-lime  puriflera,  and  2  waahors  ;  12  largo  double  or  toloscopic  gasholders,  capable 
of  coa?"^  1.000,000  cubic  feet  of  gas;  and  coal  stores  capable  of  holding  10,000  tons 


Tho  smaller  work  is  calculated  for,  and  will  contain,  40  retorts,  2  dry-lime  purifiers, 


and  a  wash  vessel ;  2  gasholders  capable  of  storing  50,000  cubic  foot  of  gas ;  and  coal 
stores  sufficient  for  1,000  tons  of  coal.  „  .. 

Fig.  1073  is  the  side  elevation  (front  view)  of  a  gas-work  capable  of  containing  400 
retorts,  and  all  their  dependencies. 
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.OH  U  U.e  plan  of  *e  ^^^-e,        --XsentSi  ^ 

each  300  f«t  tog,  30  f..t    A  •„a:,|^tab ;  k,  smiths'  and  tors' 

V  nm-ifiers  and  connections ,     nmo  i=   


O 


shops;  N,  refuse-limo  pits;  o,  meter  houses;  p,  tar  tank;  Q,  tanks,  gasholders, 
bridges,  columns,  valves,  and  connections;  e,  governors;  s,  coke  stores;  T,  inlet 
pipes  ;  V,  outlet  pipes  ;  "w,  house  and  offices  ;  x,  stores. 

%.  1075.  Front  elevation  of  gas  works  on  a  smaller  scale,  where  dry  lime  is 
used. 

Pig.  1076.   Plan  of  gas  works,  consisting  of  A,  retort  house ;  b,  retort  beds;  c, 
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inln/i-M-r^n  vr^„M  T  -      ^''^'11-*''"^;  L,  honzoDtal  couclensor  laid  on  the  trround  ■ 

1077 


#  #  "n-  in'  'ri' 


1078 


1^    W   W  fi^ 


1^ 


1077.   Tranaverso  section  and  elevation  of  a  bed  of  fivo  retorts.   A,  transverse 
section ;  B,  elevation. 

Fiff.  1078.  Elevation  of  an  upright  air  condenser,  consisting  of  five  chamhcrs,  Math 
a  series  of  10-inch  pipes. 
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Fig. 
Fig 


1079. 
lOSO. 


Fig.  1081. 


£fof  tSieeT^^^^^  aud  wask  vesBelB,  in  elevation  and  section, 


1079 
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SttptttfttnVflT'  '"'^  «ion«,  raised  for  the  lime-liquor  t«  run 
irom  one  puribor  to  the  next  below  it,  and  ultimately  into  the  refuse-lime  rats  •  vi. 
A,  section  of  wash  vessel ;  b,  section  of  purifier  ;  c,  elevation  of  pulXr       ^    '  ' 

A  Table  of  the  number  of  hours  Gas  is  burnt  in  each  month,  quarter,  atid  year. 


Time  of  burning 

July 

Aug. 

Sop. 

Oct. 

Not. 

Doc 

o'clock. 

From  dusk  to  6 

2 

31 

62 

80 

>i 

7 

14 

99 

111 
ill 

II 

8 

40 

62 

93 

122 

142 

II 

9 

is 

71 

82 

124 

152 

173 

II 

10 

44 

102 

112 

155 

182 

204 

11 

11 

70 

133 

142 

186 

212 

235 

12 

106 

164 

172 

217 

242 

266 

All  night 

217 

307 

345 

421 

473 

527 

Morning  from  i 

16 

48 

80 

110 

137 

)> 

5 

18 

4D 

80 

100 

It 

6 

18 

50 

75 

if 

7 

20 

44 

Jan. 


65 
96 
127 
158 
189 
220 
251 
512 
137 
lOG 
75 
44 


Feb. 


83 
61 
89 
117 
145 
173 
201 
411 
98 
70 
42 
14 


Mar. 


4 

31 
62 
93 
124 
155 
180 
382 
71 
40 
9 


April 

May 

June 

Mill, 
quar. 

Mic. 
quar. 

Xma. 
quar. 

Lady 
day 
quar. 

2 

173 

102 

4 

4 

36 

265 

188 

28 

"4 

32 

92 

357 

278 

58 

29 

's 

95 

166 

449 

368 

88 
118 

60 

38 

180 

258 

541 

458 

91 

68 

277 

350 

633 

548 

148 

122 

98 

368 

442 

725 

638 

295 

242 

195 

732 

869 

1421 

130."; 

28 

2 

30 

64 

327 

306 

■  3 

3 

18 

235 
143 
64 

216 
120 
68 

Total 

of 
year 


277 
493 
759 
1078 
1443 
1808 
2173 
4327 
727 
472 

2(;o 

122 


For  Sundays  ofE,  deduct  one  seventh. 


Economical  and  Sanitaey  Eelations  of  Gas. 

In  a  lecture  delivered  at  the  Eoyal  Institution  in  1853,  Dr.  FranHand  thus  estimate.? 
the  comparative  cost  of  an  amount  of  light  from  various  sources  equal  to  that  yielded 
by  20  sperm  candles,  each  burning  120  grains  per  hour  for  10  hours  :— 

Wax  

Spermaceti  

TaUow  

Sperm  oil  (Carcel's  lamp) 
London  gases:  City,  Great  Central, 

Chartered  

Western  

Manchester  gas  .... 


Imperial 


and 


7 
6 
2 
1 


8 
8 
0 


0 
0 
0 


4i 

H 

3 


2i 


The  following  table  exhibits  the  amount  of  carbonic  acid  and  heat  produced  per 
hour  from  the  above  sources  of  light,  the  heat  generated  by  tallow  being  assumed  to 
be  100  for  the  purposes  of  comparison : — 


} 


Carbonic  Acid. 

Cubic  Feet 

Heat 

10-1 

.  100 

8-3 

.  82 

.  6-4 

.  63 

.  5-0 

.  47 

.  3-0 

.  22 

.  4-0 

.  32 

TaUow 
Wax 

Spermaceti  ^ 
Sperm  oil  (Carcel's  lamp) 
London  gases:  City" 
Great  Central 
Imperial 
Chartered 
Western 
Manchester  gas 

Notwithstanding  the  great  economy  and  convenience  attending  the  use  of  gas,  and 
in  a  sanitary  point  of  view,  the  high  position  which,  as  an  illuminating  agent,  coal- 
gas  of  proper  composition  occupies,  its  use  in  dwelling-houses  is  still  extensively  ob- 
jected to.  The  objections  are  partly  well  founded  and  partly  groundless.  As  is 
evident  from  the  foregoing  table,  even  the  worst  gases  produce,  for  a  given  amount 
of  light,  less  carbonic  acid  and  heat,  than  either  lamps  or  candles.  But  then,  where 
gas  is  used,  the  consumer  is  never  satisfied  with  a  light  equal  in  brilliancy  only  to  that 
of  lamps  or  candles,  and  consequently,  when  three  or  four  times  the  amount  of  light 
is  produced  from  a  gas  of  bad  composition,  the  heat  and  atmospheric  deterioration 
greatly  exceed  the  corresponding  effects  produced  by  the  other  means  of  illumination. 
There  is,  nevertheless,  a  real  objection  to  the  employment  of  gaslight  in  apartments, 
founded  upon  the  production  of  sulphurous  acid  during  its  combustion ;  this  sulphu- 
rous acid  is  derived  from  bisulphurot  of  carbon,  and  the  organic  sulphur-compounds, 
which  have  already  been  referred  to  as  incapable  of  removal  from  the  gas  by  the 
present  methods  of  purification. 
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,  •  1.        „,n,.niinterod  in  almost  all  coal-gas  now  nsed,  arc  the 
.  These  impurities,  ^^f  ™o  unpleasant  symptoms  experienced  by  many 

principal  if  not  the  only  ^o;"^';^  ^^.^  lb  is  also  owing  to  the  sulphurous  acid 

sensitive  persons  in  ^°°°^\^;,f  f J^efe  impurities  that  the  use  of  gas  is  found  to 
generated  diu-ing     /'^•^bu&tion  ol^ tues^     P        ^^^^  delicate  colours  of  tapestry: 

fnjure  the  bindings  of  1^°°^^' f^^^^^^^^^  noious  sulphur-compounds  is  at  the 

thereforethe  production  ot  gas  lie   ^  ^^^^^  importance  to  the  gas-manufacturer,  and 
present  moment  a  proDiem  ui  P 

one  which  demands  his  earnest  ^ttention  ^  production  of  a 

The  high  sanitary  g^^^^^  ^^f      he^J ^^^^^ 
minimum  amount     /^^''^f^^^Xt  the  process  by  removing  all  sulphur-compounds, 
stimulate  the  manufact^^^^^  this  economical,  and  if  pure, 

Sr'eetbte  an!  sa^nita^ligt  -ay  contribute  to  our  domestic  comfort  to  a  much  greater 
extent  than  it  has  hitherto  done.  circulars  were  issued  to  all  the  gas  com- 

For  the  Koyal  Coal  S     those  could  be  ascertained, 

panies  in  the  United  Kingdom,  public  ^^^^^""'J^^^^^  g      1  024  works.    These  used, 

in  1867,  Sybi^.JOi  tou&  vx  ^'j  ,  confirmed  by  subsequent  enquiries, 

^'t?at  ?n'?8  sTe  s^LTlCr^of  ^a  -wk^  wo^^^^  -e'd  about\800,oSo  tons 
of  taV  Tfose  workT^^^^  not  included  in  the  return  from  which  this  quantity 
L  estiited^ ^1^^^^^^^^  used  above  2,500,000  tons;  consequently,  we  may  estimate  the 

'^'^l^IZ^'^'^  iom  each  ton  of  c„^^^  to  the 

returns  referred  to.  were  8,300.   The  total  produce  of  gas  would  therefore  be 

60,590,000,000  cubic  feet. 

The  foUowing  description  of  the  Brighton  and  Hove  General  Gas  Company's  Works, 
Portslade  Sussex,  by  Mr.  John  Biret  Paddon,  as  it  embraces  the  most  recent  improve- 
ments, (the  p^^^^^^^  read  on  Februarys,  1874,  at  the  Institution  of  Civil  Engineers), 
cannot  fail  to  form  a  useful  appendix  to  this  article :—  f  *  „  f.nnf  ^-P 

'  The  site  of  these  works  was  the  wildest,  most  level,  and  highest  part  of  a  tract  of 
shinele  lying  between  the  sea  and  the  canal  forming  the  eastern  entrance  to  Shoreham 
Harbour    This  shingle  was  formerly  arrested  in  its  eastward  movement  by  the 
entrance' works  to  the  harbour;  but  since  the  construction  of  the  present  westerly 
entrance,  it  had  been  greatly  wasted  by  the  sea.    Between  1865  and  1870,  m  front  of 
the  site  of  the  gas-works,  the  high-water  mark  at  ordinary  spring  tides  advanced  land- 
wards 100  feet ;  and  at  high  tides,  during  strong  gales  of  wind,  the  waves  broke  over 
the  greater  portion  of  the  land  referred  to.    To  obtain  a  deposit  of  shingle  along  the 
sea  front  as  a  protection,  and  to  prevent  the  lighter  portions  of  the  waves  passing  over 
the  bank,  two  groynes  were  constructed,  one,  in  accordance  with  local  custom,  being  at 
a  right  angle  to  the  shore.    With  groynes  so  built  there  was  an  invariable  scour  and 
waste  on  the  lee  side,  so  that  a  repetition  of  such  groynes  along  the  coast  to  be  pro- 
tected became  a  necessity.  The  second  groyne  was  designed  to  prevent  this  destructive 
action,  and  was  projected  towards  the  east  at  an  angle  of  45°  to  the  shore.  The 
result  has  been  satisfactory,  for  soon  after  its  completion  a  large  bank  of  shingle 
accumulated  on  the  east  side,  where  it  had  since  remained.    A  breastwork  had  also 
been  constructed  of  creosoted  Swedish  timber ;  and  although  several  times  exposed  to 
the  coincidence  of  a  high  tide  and  a  strong  gale  of  wind,  it  has  proved  a  suitable  and 
efficient  protection.    At  a  depth  of  14  feet  the  ends  of  the  piles  entered  a  stratum  of 
sand  and  gravel  of  great  density  and  holding-power.    A  supply  of  water  had  been  ob- 
tained by  sinking  an  iron  cylinder  to  a  depth  of  50  feet  below  the  ground  line.  The 
water  from  the  chalk  at  this  point  held  in  solution  600  grains  per  gallon  of  salts  (sea- 
water  containing  2,700  grains  per  gallon),  and  was  available  for  most  of  the  purposes 
of  the  works,  except  for  drinking.    The  water-tanks  over  the  pump-room  furnished 
storage  for  20,000  gallons  of  water— a  quantity  sufficient  for  ordinary  operations  to  an 
extent  represented  by  the  consumption  of  100  tons  of  coal.    Excellent  material  for 
concrete  was  found  in  the  excavations,  and  the  foundations  of  the  walls  were  extended 
so  as  to  make  the  proportion  of  the  weight  of  the  superstructure  to  the  bearing  surface, 
15  cwt,  per  square  foot.  The  concrete  bed  under  the  retort  benches  was  7  feet  6  inches 
thick. 

'  The  retort-house  was  284  feet  6  inches  long  and  80  feet  wide,  inside  measurement. 
The  chimneys  were  constructed  with  the  lower  parts  of  brick  and  the  upper  parts  of 
wrought  iron,  and  were  sufficiently  light  to  bo  placed  on  the  benches,  so  that  no  floor 
space  was  occupied.  They  were  71  feet  6  inches  high,  3  feet  square  at  the  bottom, 
and  3  feet  in  diameter,  at  the  top,  the  least  sectional  area  giving  one  square  inch  for 
each  lineal  foot  of  retort,  a  proportion  which  had  been  satisfactory.   In  consequence 
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6f  the  exposure  of  the  roof  to  storms  of  great  violence,  and  to  rapid  corrosion  from  th. 
proximity  of  the  sea,  it  was  considered  desirable  that  it  sliould  be  of  Treat  s  rcL  h 
and  that  its  parts  should  be  few  and  accessible.  Accordingly  the  roof  wis  destnS  f ' 
sustain  a  weight  equal  to  60  lbs.  per  square  foot  of  external  surface,  or  72  lbs  peXua^ 
foot  of  plain  covered.  With  that  weight  no  piece  of  metal  was  s^bje  ted  to  a  S 
stram  exceeding  liye  tons  per  square  inch  of  section,  and  the  strains  on  the  parts  in 
compression  varied  from  two  tons  to  four  tons  per  square  inch  of  sectbn  Tl?e  roof 
consisted  of  ten  Warren  trusses  of  84  foet  span  and  14  feet  deep,  placed  about  30  fee[ 
apart.  Across  the  top  beams  were  laid  four  lines  of  latticed  pSkins,  and  upon  these 
S^iSon  17  '^^'^^  f the  skin  of  the  upper  portion  of  the  'roof?  The  low 
Fnfi^  H  5  V"°°^r'^"™°'^^^'^''  ''^'^  ^'^"^''^  '^'^^^^tsof  trusses,  and  some  lighto 
intermediate  framed  struts  were  joined  to  the  bars  immediately  over  them  Thru't 
on  the  walls  was  prevented  by  a  series  of  ties,  with  screwed  couplings,  placed  between 
the  feet  of  the  intermediate  rafters  and  principal  trusses.  The  laths  were  of  channel- 
shaped  section,  and  Duchess  slates  wore  fastened  thereto  with  screwed  clips,  two  to 
each  slate,  iour  wrought-iron  rudiment^iry  shafts,  10  foot  in  diameter,  enclosing  the 
tops  of  the  clumneys,  allowed  the  smoke  to  escape ;  there  was  also  a  protected  opening 
52  feet  wide,  along  the  ridge  for  its  entire  length,  for  the  same  purpose  The  roof- 
was  constructed  by  Messrs.  Newton  and  Chambers,  of  the  Thorncliffe  Ironworks  and 
Its  cost,  ready  for  slating,  was  8^.  16s.  per  square  of  100  feet.  There  was  twenty-four 
benches  of  these  retorts.  Each  bench  had  eight  fong  retorts,  and  there  being  two 
mouthpieces  to  a  retort,  made  384  mouthpieces  in  all.  The  retorts  were  cylinders 
16  inches  m  diameter  and  20  feet  long ;  and  each  would  Cixrbonise  one  ton  of  coal  per 
day.  Allowing  one-sixth  the  number  for  reserve,  the  remainder  would  produce 
1,500,000  cubic  feet  of  gas  every  twenty-four  hours,  or  300  millions  per  annum.  The 
ascension  pipes  were  6  inches  diameter  at  the  bottom,  and  5  inches  at  the  top.  The 
hydraulic  mains,  two  to  each  block  of  six  benches,  were  of  larger  section  than  usual, 
and  were  fastened  with  separate  outlets  to  the  collecting  main.  The  buckstaves  were 
of  rolled  iron,  with  tie-rods  fixed  clear  of  the  brickwork.  The  gas,  as  it  was  pro- 
duced, passed  with  the  tar  and  liquor  from  the  collecting  pipes  of  the  hydraulic  mains, 
at  either  end  of  the  retort-house,  into  12-inch  mains  carried  along  the  inside,  and 
uniting  in  the  middle  of  the  south  wall  of  the  retort-house,  from  which  point  'they 
issued  by  a  16-inch  main  to  the  condensers.  At  the  end  of  the  horizontal  condensers 
the  tar  and  liquor  were  deposited  in  a  tank,  whence  they  were  led  to  the  tar-tanks 
under  the  coal  stores.  From  this  point  the  gas  passed  successively  tlirough  the  ver- 
tical condensers,  exhausters,  scrubbers,  purifiers,  station  meters,  and  driving  exhausters, 
in  the  main  leading  to  the  gasholders  at  Hove.  The  mains  and  connections  were 
16  inches  in  diameter  throughout. 

'  The  engine-house  contained  four  exhausters,  each  exhauster  being  driven  directly 
by  an  independent  engine.  Two  of  these  exhausters  were  for  the  purpose  of  removing 
the  gas  from  the  hydraulic  mains  and  driving  it  through  the  scrubbers  and  purifiers. 
A  self-acting  by-pass  was  carried  from  the  inlet  of  the  exhausters  to  the  inlet  of  the 
purifiers,  and  each  exhauster  was  connected  with  a  governor,  which  also  acted  as  a  by- 
pass. Only  one  of  these  exhausters  was  in  use  at  a  time,  the  other  being  in  reserve. 
The  remaining  exhausters  were  also  used  one  at  a  time,  and  were  for  the  sole  duty  of 
receiving  the  gas  at  the  outlet  of  the  station  meter,  and  of  delivering  it  into  the  mains 
leading  to  the  gasholders  at  Hove,  so  that  the  works  were  relieved  from  all  pressure 
from  the  weight  of  gasholders  and  resistance  of  the  intervening  mains.  An  hydraulic 
by-pass  made  to  resist  back  pressure  was  placed  between  the  meter  and  the  main, 
and  each  exhauster  being  connected  with  a  governor,  a  slight  uniform  pressure  was 
maintained  at  the  outlet  of  the  meter. 

'  The  scrubbers  used  at  these  works  were  the  first  of  the  kind  erected.  They  con- 
sisted of  a  series  of  perforated  discs  or  screens,  which  revolved  slowly  in  a  tank  half 
filled  with  liquor,  so  that  the  gas  might  pass  through  the  portions  of  the  screens  above 
water.  The  gas  was  in  this  way  divided  into  a  series  of  small  streams,  each  stream 
being  brought  equally  into  repeated  contact  with  a  thoroughly  wetted  surface.  The 
screens  being  fitted  at  the  edge  with  an  elastic  fringe,  made  by  preference  of  bass, 
there  was  but  little  friction  against  the  circular  portion  of  the  tank,  and  as  no  ad- 
vantage was  gained  by  a  speed  of  more  than  fifty  revolutions  per  hour,  the  power  to 
keep  the  screens  in  motion  was  very  small.  There  was  a  slight  difference  in  the 
heights  of  the  bases  of  the  scrubbers,  the  first  being  the  lowest  and  the  third  the  highest. 
In  working,  the  gas  passed  through  each  scrubber  from  the  lowest  to  the  highest  of 
the  set.  Water  entered  the  highest  scrubber  and  ran  through  the  middle  and  lower 
scrubbers  to  the  liquor  tanks,  the  desired  strengtli  of  the  liquor  being  obtained  by 
regulating  the  volume  of  water  admitted  to  the  highest  scrubber.  The  scrubbers  re- 
moved 95  per  cent,  of  the  ammonia,  50  per  cent,  of  the  sulphuretted  hydrogen,  and 
from  30  per  cent,  to  60  per  cent,  of  the  carbonic  acid  existing  in  the  crude  gas.  They 
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vt-n^^A  fn  tho  flow  of  gas  and  were  free  from  the  disad- 
,offered  no  PreceptiU°/°^^\  f^^^^^^^  T^ere  were  seven  purifiers  in  a 

vantages  of  the  vertKal  scru^^^^^^^^^  ^^^^  5  feet  deep, 

line  vnth  each  other ;  f^.'^^^^j.^f^""'''' The  covers  were  lifted  at  four  points,  two  on 
.^ithwaterlutes2fee  S  inc^^^^^^^^  entire  length  of  the  shed, 

each  side,  by  a  t^^veU  J^^^^^  ^-^^^^  ^^^,3i„^,l  1,3      pressure  to 

•In  consequence  ^  J^.^i^^o.-er  was  held  down  by  foixr  Lewis  fastemngss  instead 
which  they  were  ^^Jj^^"  ,'^i.;^'''|°\l,e  purifiers  were  near  high-water  mark,  they  were 
of  by  the  -'^f.^^l^Si^XiJlZ^^^  surface  of  the  ground,  and  when  the  pipes 
placed  on  pile  ^o^^^ff ^.f^'^Mn  the  piles,  the  spaces  under  the  purifiers  were 
and  connections  had  J'^J™]^"^^;,',^ "^^^  line  of  purifiers,  and  the  purifying 

filled  up.    Tramway  we  ^^^^        J^^^  oSde  and  lime  sheds  at  either  end  in  . 

xnatenal  ^^^J^^  fcUlg  t^^^^^^^^  of  light  construction,  and  was  closed  on 

.wagons.    The  sHed  co^  ering  ^-"^  . .     ^       ^  .  „  .  ^  ^^q^^^. 

Z  first  ti  eepS^^^  lime,  Ihe  next  three  for  oxide  of  iron,  and  the  las 

for  S  of  iron,  to  be  used  as  a  check  purifier  The  collective  internal 
^^v-^^IZ  vJ^evs  amounted  to  22,600  cubic  feet.  The  station  meter  one  of 
Z  lZei  yet  Lde,  was  erected  by  Messrs.  Parkinson  and  Son  to  P^^s  100,000 
cubic  let  of  gas  per  hour,  and  was  placed  next  to  the  engine-house  The  gas- 
SLrwere  afl  at  Hove,  and  their  tanks  were  about  34  feet  above  the  level  of  the 

^°.?h:'enti?S  of  the  works  was  about  72,000L  :  and  -^^-/^  PJ^^^-^^ 
retort-house  and  coal  store  were  erected  upon  the  site  al  ot  ed  for  ^l^e^tl^e  ^ota 
expenditure  would  amount  to  100,000Z.    The  works  P^J^^^^^^^ 
ducing  600  million  cubic  feet  of  gas  per  annum,  at  a  cost  of  166?.  per  milbon  on  the 
capital  so  expended.' 

■   Gas-lighting  hy  Electriciti/.-The  following  account  is  ftom  the  pen  of  Mr.  W.  L. 

S^ome'^cuJositv  has  recenUy  been  excited  relative  to  experiments  made  first  in 
^  ermany  and  subsequently  at  Preston,  in  lighting  gas  by  electricity,  on  the  plan 
invented  by  Professor  Klinkerfues,  director  of  the  Eoyal  Observatory  at  dottingen.  _ 

'Pew  persons  will  question  that  the  art  of  lighting  gas  by  electricity  is  as  yet  in 
its  infancy,  and  has  a  great  future  before  it  as  applied  not  only  to  buildings,  but  also 
to  the  lighting-up  of  large  towns.  The  subtle  agent,  electricity,  by  which  sueH 
marvels  as  instantaneous  communication  between  points  thousands  of  miles  apart 
have  been  rendered  possible,  would  seem  to  be  peculiarly  adapted  as  a  medium  for 
enabling  operations  to  be  simultaneously  performed  at  many  distant  points,  from  any 
given  place,  and,  on  this  account,  has  commended  itself  to  many  inventive  minds  as 
the  best  means  for  rapidly  lighting  gas  in  towns  and  large  buildings,  with  what 
success  remains  to  be  seen. 

The  advantages  to  be  derived  from  a  practical  system  of  igniting  gas,  without  the 
use  of  an  exposed  flame  for  the  purpose,  will  be  fully  appreciated  by  those  acquainted 
with  the  difficulties  and  dangers  attending  the  ordinary  methods  of  lighting  ga_s,_and 
the  frequent  accidents  arising  from  the  careless  use  of  matches  and  negligent  ignitions, 
not  only  in  private  houses,  but  also  in  warehouses,  magazines,  cotton-mills,  and 
'workrooms,  especially  where  the  manufacture  of  inflammable  materials  is  carried 
on.  There  is,  also,  considerable  inconvenience  and  waste  in  connection  with  the 
lighting-up  of  turret  clocks,  and  the  ignition  of  gas  in  other  places  difficult  of 
access,  where,  in  some  cases,  to  save  the  great  trouble  of  lighting  and  extinguishing, 
the  gas  is  kept  constantly  burning,  instead  of  being  extinguished  during  the  day- 
time. 

'Then,  as  to  street  lamps,  several  important  points  claim  attention.  The  old- 
fashioned  system  of  carrying  a  ladder  with  a  lighted  fuse  from  lamp  to  lamp,  though 
still  used  in  many  towns,  has,  nevertheless,  been  somewhat  improved  upon  by  the 
introduction  of  the  lighting  staff;  notwithstanding  the  use  of  wliich,  however,  our 
present  mode  of  street  lamp-lighting  is  a  tedious,  wasteful,  and  expensive  process. 
Not  only  does  it  involve  the  employment  in  every  considerable  town  of  a  large  staff 
of  lamp-lighters,  but,  in  order  that  all  the  lamps  may  be  lighted  by  dusk,  the  lighting 
operation  has  to  be  commenced  some  time  before  any  lights  are  really  wanted,  so  that 
gas  is  consumed  to  no  purpose. 

'  Many  plans  have  been  from  time  to  time  proposed  for  igniting  gas  by  electricity. 
Many  years  ago  Admiral  Shcringham  made  experiments  in  Portsmouth  Harbour, 
with  a  viow  to  the  illuminating  of  buoys  and  beacons,  &c.,  by  gas  ignited  by  elec- 
tricity. 

'  Some  years  later  Mr.  Simon  Petit  proposed  lighting  several  gas-jcts  simultaneously, 
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nLr,  J  ^1  T  providing  each  burner  with  a  valvo  or  cock  to  bn 

oponod  and  closed  by  means  of  an  electric  current,  acting  directly  upon  it  by  moa  ° 
01, an  electro-magnet  or  coil,  or  indirectly  by  a  releasing  detent,  Ja  eloctrfc  Brn  k 
^^^^^S!^  the  issuing  gas  at  ^.e  nUent  of  opening  the  va^^iS 

_  '  At  about  the  same  time  Mr.  Isham  Eaggs  proposed  certain  arrangements  for 
instantly  igniting  gas  by  the  use  of  frictio^tl  or  high-tension  electSy  as  at 
TnC^r^J?T%''''  burner  of  each  lamp  Z 

t^,  ^f  T^-^  ""^'^  ^  '^"P  °f  elass,  or  other  non-conducting  material,  placed  hori- 
zontoily,  having  a  couple  of  wires  passed  through  it,  one  at  each  side  of  the  burner 
t  ie  ends  of  the  two  wires  being  brought  close  to  each  other  at  a  short  distance  above 
the  aperture  of  the  burner.  To  the  lower  ends  of  these  wires  others  were  to  be 
attaelied,  suitably  insulated  from  the  metallic  portion  of  the  lamp,  and  ioined  to 
wires  connecting  it  to  the  other  lamps  in  a  given  circuit.  Several  plans  were 
suggested  for  turning  the  gas  on  and  off,  one  being  to  provide  several  burners  with 
a  common  tap,  to  be  turned  on  and  off  by  air  pressure  and  vacuum  in  a  small  cylinder 
containing  a  piston  connected  to  the  lever  of  the  gas-tap.  For  effecting  the  ignition, 
Mr.  Baggs  preferred  to  use  an  ordinary  plate  electrical  machine  and  a  Leyden  jar,  or 
combination  of  jars,  for  sending  the  requisite  currents  of  electricity  through  the  wires 
of  each  circuit. 

'  Another  plan,  proposed  by  Mr.  Denny  Lane,  was  the  use  of  a  portable  battery,  to 
be  carried  from  lamp  to  lamp,  a  piece  or  pieces  of  platinum  wire  being  suitably  placed 
m  proxinoity  to  the  orifice  of  each  burner. 

'  More  recently  Mr.  Eobert  Cornelius  has  brought  out  a  plan  for  igniting  gas,  by  an 
electric  spark  generated  by  frictional  electricity,  at  the  point  of  a  wire  bent  over  the 
top  of  a  gas-burner.  A  chain  attached  to  this  wire  was  carried  to  some  accessible 
point,  and  upon  being  touched  by  a  portable  electric  apparatus,  or  acted  upon  by  a 
stationary  battery  fixed  in  any  convenient  position,  a  current  of  electricity  was  con- 
veyed to  the  pointed  wire  over  the  burner,  and  the  gas  issuing  from  it  thereby  ignited. 
He  proposed  several  kinds  of  small  stationary  frictional  batteries  suited  to  the  purpose 
named,  and  also  a  small  portable  battery,  in  the  form  of  a  tube,  with  a  metal  rod, 
coated  with  vulcanite  working  loose  in  the  inside.  The  tube  was  to  be  lined  with 
lambs'-skin  or  other  suitable  material  adapted  for  the  purposes  of  frictional  electricity, 
the  depression  or  elevation  of  one  end  of  the  tube  causing  the  metal  rod  to  slide  down- 
wards by  its  own  gravity,  so  as  to  generate  suificient  electricity  for  lighting  the  gas 
issuing  from  the  burner. 

'Mr.  Barbarin  subsequently  proposed  two  plans,  one  involving  the  combined  use  of 
electricity  and  clockwork,  a  very  complex  arrangement ;  the  other  dispensing  witli  the 
clockwork  and  electric  currents,  and  employing  a  quicksilver  closing  and  hydrogen 
gas,  in  conjunction  with  spongy  platinum,  for  igniting  the  gas. 

'  The  following  are  the  lighting  arrangements  at  the  Eoyal  Albert  Hall,  South 
Kensington  : — The  lights  are  arranged  in  thirty  clusters  of  five  stars  each,  each  star 
containing  twenty-one  jets  or  burners.  A  bichromate  battery  is  made  to  work  an 
inductorium,  or  induction  coil,  connected  to  which  is  a  semicircular  insulated  arrange- 
ment. Attached  to  this  are  thirty  wires,  which  lead  off,  one  to  each  of  the  thirty 
clusters.  The  burners  are  arranged  in  sets  of  three,  somewhat  like  a  three-pronged 
fork,  and  the  ends  of  a  couple  of  platinum  wires,  connected  with  the  battery,  are  fixed, 
within  a  short  distance  of  each  other,  near  the  orifice  of  the  centre  burner  of  one  set 
in  each  star,  there  being  a  special  conducting  wire  from  the  battery  to  one  of  the  stars 
in  each  cluster,  or  thirty  wires  in  all.  When  the  galvanic  circuit  is  closed,  by  lowering 
the  plates  of  the  battery  into  the  acid,  a  spark  is  caused  to  fly  from  the  point  of 
one  platinum  wire  to  the  other,  and  thereby  ignites  the  gas  issuing  from  the  burner. 
Since  that  burner  is  within  lighting  range  of  its  neighbours  at  each  side,  they  in 
turn  with  those  next  to  them,  and  so  on,  the  ignition  of  the  gas  proceeds  from 
one  to  the  other  all  round  the  star.  The  platinum  wires  are  held  by  iron  wires, 
attached  by  a  small  block  of  steatite  to  the  stem  of  the  burner,  and  are  placed 
slightly  below  the  horizontal  line  of  the  small  burner  orifice,  so  that  when  the  gas 
is  alight  the  upward  draught  draws  the  fiame  away,  and  so  prevents  deposit  of 
carbon  upon  them.  The  gas  is  turned  on  and  off  by  stopcoclcs  in  the  mains  in  the 
ordinary  way. 

'  Professor  Klinkerfues'  arrangements  are  based  upon  the  use  of  compact  platinum, 
in  connection  with  a  galvanic  battery,  without  the  intervention  of  any  coil,  the  move- 
ment of  the  plates  or  of  the  electro-motive  liquid  by  mechanical  means,  or  by  gas- 
pressure  completing  the  galvanic  circuit,  the  gas  being  at  the  same  time  brought  into 
contact  with  the  heated  platinum  wire,  and  thereby  ignited.  His  experiments 
demonstrated  that  for  this  purpose  less  than  a  red  heat  was  required,  as  a  platinum 
wiro  inserted  between  the  polos  of  a  very  small  pair  of  zinc  and  gi-aphito,  without 
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T,  •  .-u  T.i,faof  emission  of  lifiht  in  a  dark  room,  ignited  a  jet  of  gas  almost 
shoAvnig  the  slightest  emission  0^^^^^  gas-passago  leading  to  the  burner,  and 

immodiatoly.   1  or  0P?,°^°S  f°^  closing  tfe       .        ^  pressure  in  the 

lighting  and  e-tinguishnig^^^^^  thVgas-pipe' and  the  vessel  con- 

mam,  ^«  c°^^^^X„l^^^^^  STich  a  way  that  when  the  gas  is  at  its  lowest 

taming  the  ^  ectromotwe  ^^<1^^  .  ^  jn^easing  the  gas-pressure  the  passage 
pressiu-e  the  H^id  ^^^^^^^^^  W^e  P  P  J^^^^  temporary  augmentation  of  ^the  gas- 
to  the  ^completed,  so  that  the  issuing  gas,  impinging, upon 
Z%Htinu:.^r^^^^^^^^^  poles^f  the  battery,  is  ignited.  In  its  most  simple 
fem  hts  appalatas  constitutes  a  hand-igniter,  to  be  used  in  lieu  of  matches,  spills  or 
HtJrs  for  Kting  gas  at  any  burner.  It  consists  of  a  thin,  hollow,  glass  vessel 
ioci^lf  hili,  closed  at  the  bottom,  and  provided  with  a  cover  which  screws 
S  a  mounting  attached  to  the  neck  of  the  vessel,  so  as  to  hermetically  close  it  The 
cover  has  fixed  to  it,  and  carries  beneath  it,  the  galvanic  pair,  consisting  of  a  pejorated 
Subular  piece  of  zinc,  and  a  cylindrical  piece  of  graphite  or  carbon  Above  the  cover 
are  ti  e  dectrodes,  connected  by  a  piece  of  platinum  wire.  The  electrodes  consist  of 
two  brass  wires,  o;ie  of  them  screwed  into  the  metal  cover  which  is  ^^^^^^ct  contact 
with  the  zinc;  the  other  passes  to  the  carbon  through  the  cover,  from  which  it  is 
insulated.  The  electromotive  liquid  used  is  the  well-known  mixture  of  bichromate  of 
potash  with  dilute  sulphuric  acid.  In  order  to  light  gas  with  this  simple  apparatus 
it  is  only  necessary  to  incline  it  sufficiently  to  bring  the  liquid  into  contact  with  the 
zinc-and-carbon  pair,  and  at  the  same  time  to  hold  the  platinum  wire  in  contact  with 
the  let  of  gas  issuing  from  the  burner.  When  the  apparatus  is  placed  m  an  upright 
position,  the  zinc  and  carbon  do  not  touch  the  liquid,  consequently  no  galvanic  action 
takes  place,  and  no  material  is  consumed.  ^  •  i, 

'  The  street-lamp  arrangement  is  designed  to  simultaneously  light  or  extinguisli  a 
number  of  lamps  from  a  single  station.  But  Professor  Klinkerfues,  considering  that 
galvanic  batteries  intended  for  the  production  of  caloric  would  be  of  weak  resistance, 
and  therefore  incompatible  with  great  lengths  of  conducting  wires  and  long  duration 
of  galvanic  action,  without  frequent  renovation  of  the  liquid,  decided  to  furnish  each 
lamp-post  with  its  own  galvanic  apparatus,  and  to  make  the  galvanic  pair  touch  the 
liquid  only  during  the  short  time  necessary  for  lighting  up.  In  his  apparatus  for 
this  purpose  the  vessel  containing  the  liquid  is  provided  with  an  internal  tube  leading 
to  the  burner,  and  having  an  enlargement  at  its  lower  part,  as  already  mentioned. 
This  tube  is  attached  at  its  upper  end  to  the  cover.  The  gas-pipe  enters  the  vessel  at 
its  lower  part,  and  terminates  within  the  tube.  The  carbon  rests  upon  the  enlarge- 
ment of  the  tube  leading  to  the  burner ;  and  the  zinc,  in  the  form  of  a  ring,  which  is 
insidated  from  the  tube,  is  attached  to  a  screwed  wire  or  rod,  surrounded  at  its  lower 
end  by  insulating  material,  and  passing  up  through  a  suitable  insulator  in  the  cover 
to  a  connecting  bar,  upon  which  rests  a  nut,  whereby  the  zinc  is  held  and  adjusted. 
One  of  the  electrodes  is  attached  directly  to  the  connecting  bar,  and  the  other  is  insu- 
lated from  the  bar  and  attached  to  the  cover.  The  upper  end  of  the  gas-pipe,  situated 
within  the  tube  leading  to  the  burner,  is  perforated,  and  a  cap,  adjustable  by  a 
screw,  which  screws  into  the  pipe,  fits  easily  over  it,  the  lower  end  of  the  cap 
passing  down  below  the  level  at  which  the  liquid  stands  when  the  gas  is  at  its  lowest 
pressure.  An  annular  space  is  thus  left  between  the  cap  and  the  gas-pipe,  and  the 
interior  of  the  latter  communicates  by  the  apertures  at  its  upper  end  with  the  annular 
space. 

'  The  action  of  the  apparatus  is  as  follows :— When  the  gas  is  at  its  lowest  pressure, 
and  the  surface  of  the  liquid  in  the  annular  space  between  the  gas-pipe  and  its  cap  is 
at  or  about  its  highest  level,  the  liquid  seals  the  lower  part  of  that  annular  space, 
tliereby  preventing  the  passage  of  gas  into  the  tube  and  thence  to  the  burner.  By 
slightly  increasing  the  pressure  of  gas,  it  will  force  the  liquid  down  in  the  annular 
space,  thereby  raising  the  level  in  the  main  vessel  until  the  gas  is  permitted  to  pass 
by  the  tube  to  the  burner,  and  then,  by  a  still  further  augmentation  of  the  gas-pressure 
for  a  few  seconds,  the  liquid  is  temporarily  forced  up  in  the  vessel  into  contact  with  the 
zinc,  thereby  completing  the  galvanic  circle,  and  igniting  the  gas  issuing  from  the 
burner  as  it  comes  in  contact  with  the  heated  platinum  wire.  After  this  is  effected,  a 
slight  remission  of  the  gas-pressure  causes  the  level  of  the  liquid  in  the  vessel  to  fall 
below  the  zinc,  thereby  breaking  the  galvanic  circuit  in  order  to  avoid  unnecessary 
exposure,  but  without  shutting  off  the  supply  of  gas  to  the  burner.  The  extinction  of 
the  light  is  effected  by  reducing  the  pressure,  so  that  the  level  of  the  liquid  rises  up 
within  the  annular  space  between  the  pipe  and  its  cap,  and  thereby  shuts  off  the 
communication  to  the  burner.  The  apparatus  is  accommodated  to  variations  of 
pressure  at  different  altitudes,  by  adjusting  the  position  of  its  cap,  and  the  extent  to 
which  it  dips  in  the  liquid  by  means  of  its  screw. 

'  Tho  practicability  of  this  apparatus  was  first  publicly  demonstrated  by  a  three 
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montlis  test  in  Gottingen,  •when  it  was  applied  to  forty  street-lamps  in  the  principal 
thoroughfares ;  and  the  Gas  Commission  certified  that  the  apparatus  had  worked 
continuously  to  their  satisftiction.  But  the  experiments  more  recently  conducted  at 
Preston  wore  as  follow : — 

'  The  apparatus  was  fitted  to  a  lamp  near  the  Lady's  Walk,  Moor  Park,  a  mile  and  a 
quarter  distant  from  the  gas  works  in  Glover  Street,  whence  the  apparatus  was  to  Lo 
operated.  The  times  having  been  previously  agreed  upon  at  which  the  lamp  should 
bo  lighted  and  the  light  extinguished,  watches  were  carefully  compared,  so  that  the 
feasibility  of  at  will  almost  instantaneously  changing  the  gas-pressure  in  the  lamp 
apparatus  to  a  definite  extent,  by  means  of  a  regulator  at  works  far  removed  from  the 
lamps,  might  be  demonstrated.  The  regulator  in  Glover  Street  being  operated  upon 
at  the  agreed  times,  the  lamp  a  mile  and  a  quarter  distant  was  lighted  with  scarcely 
any  perceptible  lapse  of  time,  left  burning  for  five  minutes,  as  had  been  previously 
arranged,  and  then  was  promptly  extinguished.  This  process  was  repeated  several 
times.  Similar  experiments  were  tried  on  a  lamp  in  Kibblesdale  Place,  and  on 
another  in  Fishergate,  the  two  being  in  sight  of  each  other,  about  a  quarter  of  a  mile 
apart,  and  the  same  distance  from  the  gas-works.  They  were  lighted  simultaneously 
by  one  operation  on  the  regulator  at  the  agreed  time,  and  both  lights  were  extin- 
guished promptly  when  the  pressure  was  reduced.  The  several  lamps  used  for  the 
trial  were  taken  at  liap-hazard,  none  of  the  service-pipes  having  been  tested  for 
defects  ;  nevertheless,  the  experiments  were  considered  highly  satisfactory, 

'  For  lighting  sunlights  the  foregoing  arrangement  is  modified,  only  one  battery 
being  used  for  each  cluster  of  lights.  The  vessel  containing  the  liquid  is  placed  in 
the  middle,  and  is  carried  by  a  hollow  centre-piece  above  it,  from  which  the  several 
arms  or  branches  of  the  sunlight  project  radially.  The  centre-piece  is  screwed  on  to 
the  gas-pipe,  whose  lower  end  passes  down  into  the  vessel  containing  the  liquid,  and 
is  enlarged  at  its  lower  part,  and  leads  to  the  centre-piece  above.  The  lower  end  of 
the  pipe  is  closed  by  the  liquid  when  the  gas  is  at  its  minimum  pressure,  and  opened 
by  increasing  the  pressure,  the  galvanic  circuit  being  completed  for  igniting  the 
gas  by  a  temporary  augmentation  of  pressure,  as  in  the  street-lamp  apparatus. 
The  electrodes  are  situated  at  each  side  of  one  burner  only,  across  which  the 
platinum  wire  passes,  and  all  the  burners  being  within  lighting  range  of  each 
.other,  the  whole  of  the  gas  jets  are  rapidly  ignited.  The  dip  of  the  pipe  into  the 
liquid  may  be  varied,  as  required,  by  simply  turning  the  centre-piece.  The  requisite 
changes  in  the  gas-pressure  are  effected  by  means  of  a  suitable  regulator,  as  well 
understood. 

"  'The  office  desk,  or  table  apparatus,  is  an  ingenious  modification,  in  which  the 
battery  resembles  those  of  the  street  and  sunlight  arrangements,  except  that,  there 
being  a  hydrostatic  tap,  and  the  electromotive  fluid  being  brought  into  contact  with 
tlie  zinc  by  the  pressure  of  the  gas,  the  zinc  is  lowered  into  the  acid  by  a  mechanical 
arrangement,  operated  by  hand-pressure  upon  a  suitable  knob,  by  which,  at  the 
same  time,  an  ordinary  gas-tap  is  opened,  the  platinum  is  moved  over,  and  ignites 
the  issuing  gas.  A  spring  returns  the  zinc  and  platinum  wire  to  their  original 
positions,  on  the  removal  of  the  pressure  from  the  knob.' 

G.AiSEOXrS.  All  permanently  elastic  fluids  are  usually  so  called.  Oxygen, 
hydrogen,  nitrogen,  are  gaseous  bodies. 

GASES,  ABSORPTIOUT  OP.  All  bodies,  liquid  or  solid,  absorb  gases,  the 
amount  of  gases  absorbed  depending  on  some  mechanical  conditions  which  are  by  no 
means  satisfactorily  explained.  This  is  not  the  place  to  enter  into  any  examination 
of  this  most  interesting  and  important  question.  Yet,  as  the  consideration  of  the 
phenomena  involved  is  continually  pressing  itself  upon  the  manufacturer,  some  brief 
notice  appears  necessary. 

Gases  are  absorbed  by  liquids  under  two  distinct  sets  of  laws,  according  as  the  gas 
enters  into  chemical  combination  with  the  liquid  or  not.  The  amount  of  gas 
absorbed  by  a  liquid,  on  which  it  exerts  no  chemical  action,  depends  on  the  specific 
nature  of  the  gas  and  the  liquid,  on  temperature,  and  on  pressure. 

Gases  are  absorbed  by  solids  in  virtue  of  some  power  residing  upon  their  surfaces. 
The  phenomena  of  'catalytic'  action,  of  'capillary'  attraction,  and  of  'exosmose 
and  '  endosmose,'  appear  to  be  all  due  to  the  force  which  compels  the  condensation 
of  gases,— a«c?  Uquids-xi^on  the  surfaces  of  all  solids.  Under  Charcoal,  many 
examples  of  this  are  given.  The  whole  subject  demands  an  investigation  which  it 
has  not  yet  received.  See  Watts's  '  Dictionary  of  Chemistry  for  a  very  full  descrip- 
tion of  all  the  important  experiments  wliich  bear  upon  the  subject. 

GASES,  DirPtlSlOW  OP.  All  gases  and  all  vapours,  have  a  tendency  to 
diffuse  themselves  through  one  another.  The  spontaneous  evaporation  of  water  is 
an  example  of  vapour-diffusion.  Tlio  way  in  which  coal-gas  mixes  itself  with  the 
air  of  an  apartment  is  one  of  gaa-diffusion.   The  point  to  be  remembered,  however. 
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is  that  this  difflision  readily  takes  place  in  opposition  to  the  1^  ^J^^^^^^^ 
a  light  gas,  contained  in  a  vessel  with  an  open  month  inverted  g^^^^^^ly  "^^re 
is  cUffiised-into  the  heavier  gas  in  which  it  may  he  placed,  and  eventually  a  mixture 

^^ThL^IubTec^wa?^       carefully  investigated  by  the  late  Professor  Graham.  See 
his  '  Elements  of  Chemistry,'  and  Watts's  '  Dictionary  of  Chemistry.'  ■ 

GASES,  OSMOSE  OP.  The  phenomenon  of  the  passage  of  a  gas  tnrougii 
membranaceous  diaphragms  is  .so  called.  See  Graham's  paper  in  the  'Philosophical 
Transactions  of  the  Eoyal  Society.'  ,       ,  .n 

GASES,  TRANSPIRATION  OP.    The  passage  of  gases  through  capillary 
tubes.   All  these  phenomena  are  well  explained  in  Watts's  '  Dictionary  of  Chemistry. 

CAS-HOIiSER.    A  vessel  for  containing  and  preserving  gas,  of  which  various 
forms  are  described  by  chemical  writers. 

GAS,  XiAVCHIlO'G.  Protoxide  of  Nitrogen ;  Nitrous  Oxide;  or  Nitrogen  tiwii- 
oxide,  NO  {TSI-O).  This  gas  is  always  prepared  from  the  nitrate  of  ammonia.  When 
this  salt  is  heated  in  the  solid  state,  it  is  completely  resolved  into  laughing-gas  and 
water.  The  heat  should  be  applied  with  caution  so  as  to  avoid  too  sudden  a  dis- 
engagement of  gas.  Laughing-gas  was  first  described  by  Priestley  in  1776,  and 
carefully  studied  by  Davy.  This  gas  is  chiefly  remarkable  for  the  peculiar  intoxi- 
cation which  it  produces  when  breathed.  It  is  not  to  be  used  without  much  caution. 
If  it  is  not  very  pure,  serious  consequences  may  ensue ;  and  even  when  absolutely 
pure,  the  editor  has  seen  the  nitrous  oxide  produce  very  distressing  eflfects.  It  has  of 
late  been  extensively  used  as  an  ansesthetic  by  dentists. 

GASOMETER,  means  properly  a  measurer  of  gas,  though  it  is  employed  often 
to  denote  a  recipient  of  gas  of  any  kind.    See  Gas,  Coal. 

GAS-PIPES.  When  the  illumination  by  gas  was  first  introduced  in  the  large 
way  by  Aaron  Manby,  Esq.,  then  of  the  Horsley  Iron  Works,  the  old  musket-barrels, 
laid  by  in  quiet  retirement  from  the  fatigues  of  the  last. war,  were  employed  for  the 
conveyance  of  gas  ;  and  by  a  curious  coincidence,  various  iron  foundries  desisted  in 
a  great  measure  from  the  manufacture  of  iron  ordnance,  and  took  up  the  peaceful 
employment  of  casting  pipes  for  gas  and  water. 

The  breech-ends  of  the  musket-barrels  were  broached  and  tapped,  and  the  muzzles 
were  screwed  externally,  to  connect  the  two  without  detached  sockets.  From  the 
rapid  increase  of  gas -illumination,  the  old  gun-barrels  soon  became  scarce,  and  new 
tubes,  with  detached  sockets,  made  by  the  old  barrel-forgers,  were  first  resorted  to. 
This  led  to  a  series  of  valuable  contrivances  for  the  manufacture  of  the  wrought-iron 
tubes, commencing  with  the  Eussell's  patent  in  1824,  under  which  the  tubes  were  first 
bent  up  by  hand  hammers  and  swages,  to  bring  the  edges  near  together ;  and  were 
then  welded  between  semi-circular  swages,  fixed  respectively  in  the  anvil,  and  the 
face  of  a  small  tilt  hammer  worked  by  machinery,  by  a  series  of  blows  along  the  tube 
either  with  or  without  a  mandrel.  The  tube  was  completed  on  being  passed  between 
rollers  with  half-round  grooves,  which  forced  it  over  a  conical  or  egg-shaped  piece  at  _ 
the  end  of  a  long  bar  to  perfect  the  interior  surface. 

Various  steps  of  improvements  have  been  since  made ;  for  instance,  the  skelps  were 
bent  at  two  squeezes,  first  to  the  semi-cylindrical,  and  then  to  the  tubular  form  pre- 
paratory to  welding,  between  a  swage  tool  five  feet  long  worked  by  machinery.  Tlie 
whole  process  was  afterwards  carried  on  by  rollers,  but  abandoned  on  account  of  the 
unequal  velocity  at  which  the  greatest  and  least  diameters  of  the  rollers  travelled. 

In  the  present  method  of  manufacturing  the  patent  welded  tube,  the  end  of  the 
skelp  is  bent  to  the  circular  form,  its  entire  length-  is  raised  to  the  welding  heat  in 
an^  appropriate  furnace,  and  as  it  leaves  the  furnace  almost  at  the  point  of  fusion 
it  is  dragged  by  the  chain  of  a  draw-bench,  after  the  manner  of  wire,  through  a  pair 
of  tongs  with  two  bell-mouthed  jaws,  these  are  opened  at  the  moment  of  introducing 
the  end  of  the  skelp,  which  is  welded  without  the  agency  of  a  mandrel. 

By  this  ingenious  arrangement  wrought-iron  tubes  may  be  made  from  the  diameter 
of  six  inches  internally,  and  about  one-eighth  to  three-eighths  of  an  inch  thick,  to  as 
small  as  one  quarter-inch  diameter  and  one-tenth  bore ;  and  so  admirably  is  the 
joining  effected  in  those  of  the  best  description,  that  they  will  withstand  the  greatest 
pressures  of  gas,  steam,  or  water  to  which  they  have  been  subjected,  and  they  admit 
of  being  bent  both  in  the  heated  and  cold  state,  almost  with  impunity.  Sometimes 
the  tubes  are  made  one  upon  the  other  when  greater  thickness  is  required,  but  these 
stout  pipes  and  those  larger  than  three  inches  are  comparatively  but  little  used. — 
[^Holtzapjfcl.) 

^j^^^^'^G.  In  order  to  remove  the  hairy  filaments  from  net-lace  and  other 
rollers  ^^'^^^'  passed  over  a  large  number  of  minute  jets  of  gas,  and  between 
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CAS  SINGEING  MACHIN-E.    See  Calico -Pbintino. 

CSAYIT  soniotimos  GOI.T,  ;i  local  term  in  8orao  parts  of  England  for  clay  has 
boon  adoptocl  into  geological  nomenclature  to  denote  tlie  argillaceous  strata  whicli 
S(!para,te  the  Upper  and  Lower  Groensands.  It  is  a  dark  blue  or  grey  clay,  used  for 
making  bricks  and  tiles  ;  it  affords  a  poor  agricultural  soil,  which  is  generally  con- 
verted into  pasture.— H.  W.  E.  r        O  fa  jr  wu 

^  ^'■^y^™^^^-'*-  O"^*.  or  Wintergrecn  Oil.  A  volatile  oil  obtained  from  the 
(xaultliena  -procimhrns,  tlio  Wintergroen  or  Canada  tea.  It  has  an  agreeable  aromatic 
odour,  and  is  used  for  scenting  soaps. 

GAUIiTHERliTB.  Que  of  the  hydrocarbons  isomeric  with  oil  of  turpentine 
which  exists  in  Wintergreen  oil,  and  the  oil  obtained  by  distilling  tlie  BetvXa  lenta. 
the  sweet  or  cherry  birch. 

GAVZE.    See  Ceape. 
_  GAVZE  WIRE  CI.OTR  is  a  textile  fabric,  either  plain  or  tweeled,  made  of  brass, 
iron,  or  copper  wire,  of  very  various  degrees  of  fineness  and  openness  of  textures, 
its  chief  uses  are  for  sieves  and  safety  lamps. 

GAY-I.VSSITE  is  a  white  mineral  of  vitreous  fracture,  which  crystallises  in 
oblique  rhomboidal  prisms  ;  specific  gravity  from  1-93  to  1-95  ;  scratches  gypsum,  but 
IS  scratched  by  calcspar ;  affords  water  by  calcination ;  it  consists  of  carbonic  acid, 
28-66;  soda,  20-44;  lime,  17-70;  water,  32-30;  clay,  TOO.  It  is,  in  fact,  by 
Dr.  Ure's  analysis,  a  hydrated  soda-carbonate  of  lime  in  atomic  proportions.  This 
mineral  occurs  abundantly  in  insulated  crystals,  disseminated  through  the  bed  of 
clay  which  covers  the  urao,  or  native  sesquicarbonate  of  soda,  atLagunilla  in  Columbia. 
It  is  known  to  the  natives  as  clavos,  or  nails.  Gay-Lussite  is  also  found  in  Little  Salt 
Lake,  near  Eagtown,  Nevada. 

GAZOIiINE.   A  name  given  to  one  of  the  mineral  oils.    See  Naphtha. 

GESGE'S  AXiIiOY.  A  hard  alloy  of  copper,  zinc,  and  iron,  said  to  be  well 
adapted  for  sheathing  ships.  A  good  alloy  contains  about— copper  60,  zinc  38-2,  and 
iron  1-8  per  cent. 

GEHIiEU'ITE.  A  silicate  of  lime,  alumina,  and  sesquioxide  of  iron ;  occurring  in 
grey  or  brown  crystals  belonging  to  the  pyramidal  system.  A  product  agreeing  with 
gehlenite  in  both  chemical  composition  and  crystalline  form  occurs  among  blast- 
furnace slags. 

GEIiATINB  (Eng.  and  Er. ;  Gallerte,  Levin,  Ger.),  is  an  animal  product  which  is 
never  found  in  the  humours,  but  it  may  be  obtained  by  boiling  -with  water  the  soft  and 
solid  parts,  as  the  muscles,  the  skin,  the  cartilages,  bones,  ligaments,  tendons,  and 
niembranes.  Isinglass  consists  of  from  86  to  93  per  cent,  of  gelatine.  This  substance 
is  very  soluble  in  boiling  water  ;  the  solution  forming  a  tremulous  mass  of  jelly  when 
it  cools.  Cold  water  has  little  action  upon  gelatine.  Alcohol  and  tannin  precipitate 
gelatine  from  its  solution  ;  the  former  by  abstracting  the  -^vater,  the  latter  by  combin- 
ing with  the  substance  itself  into  an  insoluble  compound,  of  the  nature  of  leather. 
No  other  acid,  except  the  tannic,  and  no  alkali,  possesses  the  property  of  precipitating 
gelatine.  But  chlorine  and  certain  salts'  render  its  solution  more  or  less  turbid ;  as  the 
nitrate  and  bi-chloride  of  mercury,  the  proto-chloride  of  tin,  and  a  few  others.  Sul- 
phuric acid  converts  a  solution  of  gelatine  at  a  boiling  heat  into  sugar.  Gelatine  con- 
sists of  carbon,  47-88  ;  hydrogen,  7-91 ;  oxygen,  27'21. 

Gelatine  is  produced  by  boiling  the  skin  of  animals  in  water,  "which  in  its  cnide 
but  solid  state  is  called  glue,  and  when  a  tremulous  semi-liquid,  size.  See  those 
articles. 

A  fine  gelatine  for  culinary  uses  is  prepared  and  sold  as  Nelson's  patent  gelatine.  It 
is  thus  prepared : — After  washing  the  parings,  &c.,  of  skin,  he  scores  their  surfaces,  and 
then  digests  them  in  a  dilute  caustic  soda  lye  during  ten  days.  They  are  next  placed 
in  an  air-tight  vat,  lined  with  cement,  kept  at  a  temperature  of  70°  Fahr. ;  then 
washed  in  a  revolving  cylinder-apparatus  -with  plenty  of  cold  water,  and  afterwards 
exposed  to  the  fumes  of  burning  sulphur  (sulphurous  acid)  in  a  wooden  chamber. 
They  are  now  squeezed  to  expel  the  moisture,  and  finally  converted  into  soluble  gela- 
tine, by  water  in  earthen  vessels,  enclosed  in  steam-cases.  The  fluid  gelatine,  is 
purified  by  straining  it  at  a  temperature  of  100°  or  120°  Eahr. 

A  sparkling  gelatine  has  been  prepared  under  a  patent  granted  to  Messrs.  J .  and 
G.  Cox,  of  Edinburgh.  By  their  process  the  substance  is  rendered  perfectly  pure, 
while  it  possesses  a  gelatinising  force  superior  even  to  isinglass.  It  makes  a  splendid 
calves' -feet  jelly  and  a  milk-white  blanc-mange.  The  patentees  also  prepare  a  semi- 
solid gelatine,  resembling  jujubes,  which  readily  dissolves  in  warm  water,  as  also  in  the 
mouth,  and  may  be  employed  to  make  an  extemporaneous  jelly. 

The  gelatine  of  bones  may  be  extracted  best  by  the  combined  action  of  steam 
and  a  current  of  water  trickling  over  their  crushed  fragments  in  a  properly-constructed 


GELATINE 


627 


apparatus.  When  the  gelatine  is  to  be  used  as  an  alimentary  article,  the  bones 
ought  to  bo  quite  fresh,  well  preserved  in  brino,  or  to  be  dried  strongly  by  a  stove. 
Bones  are  best  crushed  by  passing  them  between  grooved  iron  rolls.  Tha  cast- 
iron  cylinders  in  which  they  are  to  be  steamed  should  be  three  times  greater  in 
length  than  in  diameter.  To  obtain  1,000  rations  of  gelatinous  soup  daily,  a  charge 
of  four  cylinders  is  required;  each  being  3 J-  feet  long,  by  14  inches  wide,  capable  of 
holdin"  70  lbs.  of  bones.  These  will  yield  each  hour  about  20  gallons  of  a  strong 
jolly,  and  will  require  nearly  1  gallon  of  water  in  the  form  of  steam,  and  6  gallons 
of  water  to  be  passed  through  them  in  the  liquid  state.  The  5  quarts  of  jelly  pro- 
duced hourly  by  each  cylinder  proceeds  from  the  1  quart  of  steam-water  and  4  quarts  of 
percolating  water. 

The  boiler  should  furnish  steam  of  about  223°  Fahr.,  at  a  pressure  of  about  4  lbs. 
on  the  square  inch. 

In  fig.\Q^2  a,  b,  c,  d,  represent  a  vertical  section  of  the  cylinder;  G,  H,  i,  k,  a 
section  of  the  basket  or  cage,  as 

filled  with  the  bruised  bones,  ^0^2 
inclosed  in  the  cylinder ;  b,  c,  c, 
the  pipe  which  conducts  the 
steam  down  to  the  bottom  of  the 
cylinder ;  r,  s,  a  pipe  for  intro- 
ducing water  into  the  interior ; 
M,  a  stopcock  for  regulating  the 
quantity  of  water  (according  to 
the  force  of  the  steam-pressure 
within  the  apparatus),  which 
should  be  3^  quarts  per  hour ; 
N  is  a  tube  of  tin  plate  fitting 
tightly  into  the  part  s  of  the 
pipe  L  ;  it  is  shut  at  k,  and  per- 
forated below  with  a  hole ;  it 
is  inserted  in  its  place,  after  the 
cage-full  of  bones  has  been  in- 
troduced. Fig.  1083  is  an  ele- 
vation of  the  apparatus,  a,  b, 
c,  D,  represent  the  four  cylin- 
ders, raised  about  20  inches 
above  the  floor,  and  fixed  in  their 
seats  by  screws ;  h  h,  are  the 
lids ;  g  g,  tubulures  or  valves  in 
the  lids ;  i,  ring  junction  of  the  lid ;  jp,  a  thermometer ;  /  /,  stopcocks  for  drawing 
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Fig.  1084  Is  .aii  end  vioW  of  the  apparatus ;  a,  the  main  feteam-plpc ;  a,  h,  c,  c,  brandies 
that  conduct  the  steam  to  tlio  bottom  of  tlie  cylinder ;  o,  the  tackle  for  raising  the 
case  :  s,  stopcock  ;  ?»,  small  gutter ;  vi,  main  conduit;  h,  cistern  of  reception. 

When  a  strong  and  pure  ,ielly  is  wished  for, 
the  cylinder  charged  with  the  bones  is  to  be 
wrai-)ped  in  blanket-stuif ;  and  whenever  the 
grease  ceases  to  drop,  the  stopcock  which  admits 
the  cold  water  is  to  bo  shut,  as  also  that  at  the 
bottom  of  the  cylinder,  which  is  to  be  opened 
only  at  the  end  of  every  hour,  and  so  little  as  to 
let  the  gelatinous  solution  run  out,  without  allow- 
ing any  of  the  steam  to  escape  with  it. 

33utchers'  meat  conUins,  on  an  average,  in  100 
p6iinds,  24  of  dry  flesh,  56  of  water,  and  20  of 
bones.  These  20  pounds  can  furnish  6  pounds 
of  alimentary  substance  in  a  dry  state  ;  whence 
it  appears  that,  by  the  above  means,  one  fourth 
more  nutritious  matter  can  be  obtained  than^  is 
usually  got.  A  keen  dispute  has  been  carried 
on  for  some  time  in  Paris,  between  the  partisans 
and  adversaries  of  gelatine  as  an  article  of  food. 
It  is  probable  that  both  parties  have  pushed 
their  arguments  too  far.  Calf 's-foot  jelly  is  still 
deemed  a  nutritious  article  by  the  medical  men 
of  this  country,  at  least ;  though  it  is  not  to  be 
trusted  to  alone,  but  should  have  a  duo  ad- 
mixture or  interchange  of  fibrine,  albumen, 
caseine,  &c.    See  Ntjteitiox.  • 

,  ,  French  Gelatine  is  sold  in  cakes,  marked,  hko 

those  of  common  glue,  with  the  nets  on  which  they  have  been  dried.  This  gelatine 
i^made  at  Sffom'the  cuttings  of  skins  used  for  making  white  kid  gloves;  it  is 
coloured  red,  green,  and  blue,  as  well  as  sold  colourless. 

t  o  Phosphate  of  lime,  and  then  boiled  in  water  under  pressure.;  In  tin?  way 

'TbMS  arrprt'SoDcs,  which,  by  their  colom  limpidity,  tatie,  temia-'t^^^^^^^^ 

are  reckoned  the  most  ^'f.-^^^j^  S'^^,^         of  various  hues,  amethyst,  lapis-lazuli, 
Crystalline  quartz,  pellucid,  ""V^^^f^^^^  ^},^^^  and  inferior  class 

mahihito,  jasper.  ^^^^^f^^^Z^'^^^^^^^  ^'^fA'^T}"'^, 
of  precious  stones,  inese  ai&uncMuuo  '^^  o„ropmfiTit-  not  verv  well  defined  ;  for  it 
principle,  but  are  regulated  by  a  ^"^J^^f.^^tiT^^^^  subdivisions  of 

I  impossible  to  subject  these  creatures  o^/^fcrrently  attched  to  them,  and  take  care 

:l-t:^;onTo;^dTr^^^^^^^^^^ 

'^^:;i[^Sly  happens  tl.t  tlie.  truegems  a.  in  J;^cut^^  P^hed  ^^^^^^ 

set  in  gold  or  silver,  we  are  thereby  ™f J^- ^1^°  s?re  has  r^  or  masked 

.mineralogieal  andchemicxl  science,    ^ho  cutting  ot  the  ^^^^ 

,its  crystalline  character,  .P'^J—  ii,  rom,ine  is  inadmissible.    Hence  the 

difacult  to  be  observed;  whilst  the  test  by  lUe  blo^^ili- 
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rive ;  the  degree  of  t'^r i™Z7sS  SSJftj^  .nqueltionably  one  ot  the  surest 
employe  it ;  and  fine  mm^^    Lam.nt.1  stone,  of  similar  colour. 

?rplMSiJ|-H^^  of  common  intelligence, 

„.?^..?i'^f ra^  Sro'sric'L,  ^ 


xne  speciuu  —-^    j,„of<»+i,>  imlnTipe    If,  lor.  example,  jb,  sujuo  ui.  ^.^.^ 

^th  th/aid  of     small  ^^^f^Xg  a^^^^^^^^ 

crimson-red  colour  be  offered  for  if^^^^^^^'^X^g^^^^^^^  its  weight  in  air  to  be  100 
if  it  be  not  a  Siberian  to^^^f.^^' ^^^^Ethen^^^^^^  in  water,  he%oucludes  that  its 
grains,  if  he  finds  :t^^^^^^^^^^^  loss  of  weight.   Now,  a  rea 

bulk  is  equal  to  that  ot  31  grains  oi  W'^tei,  vv  weighed  76-6  in  water  ;  a  spinel 

sapphire'which  weighs       f^-^^^i^^^^'^^^^^^  a  Siberian  tourmaline  of 

ruby  of  100  grains  would  liave  ^ghed  7^  j  ^°  /  quality  of  the  stone  in 

i:!^:^:^^^^^       •^-'^^  ^^^^^ 


protected  from  fraud,  See  D^Mom.  Kjy  &^  ^  ■  ■  ^  ^^^^^^ 
^  Asthediscrimination  of  one  species  of  2^  to- 
practical  importance,  and  sometimes  of  much  dehcacy  It  ma^^^^  ^  ^ 
lather  such  easily-applied  tests  ^^^^^^^  ™he  foiowing  comparative  tables 
determine  the  true  character  of  any  S^^'^ W  in  many  cases  themost 
the  Bpeeific  gra^ty  S  GO^^^^^^^^  of  Ihe  hydrostatic 
valuable  characteristic.  This  may  De  '^^^^^^^^^^^  jogg  of  weight  in  water, 
balance  or  of  Nicholson's  hydrometer.  of  grain  scales  is 
a  delicate  chemical  balance  is  generally  needed ;  ^ '^°'^!'}' ^^:^^J\^J^^\r.  „,„ins 
LSTof  no  use  when  opei^ting  on  si,ecim^^^^^ 

Sniers   t  may  be  partially  embedded  in  a  stick  of  sealmg-waz,  and  examined  m 
wri^oSon   ISazier's  diamondis  sometimes ^.seful,  as  it  sera  ches  every  gem-stone, 
^.inni  the  difmond  ■  whilst  a  good  .teel  file  is  serviceable  in  distinguishing  true 
SKm  pastes^^  4^^  of  the  tables  gives  the  character  of  the  refrac- 

on  SKS;  (S.E.)  or  double  (D.E.),  which,  each  gem  exhibits.  Thi^  character 
r,mv  be  ascertained  bvplacing  the  stone  tetween  two  crossed  plates  of  tourmaline  if  the 
S  fieir?ecomesi^^  orle^ss  illuminated,  the  mineral  is  doubly-refractmg,  whUst  if 
^remains  daXit  is  probably  singly-refracting.  Other  optical  characters  of  cut  stones 
mav  be  exaSned  by  the  dichroiscope.  This  instrument  is  of  no  service  in  dealing  with 
Sngly^SSg  minerals,  but  with  doubly-refracting  species  it  gives  two  images  which 
ofKffer  morf  or  less  d;cidedly  in  tint.  The  crystaUine  forni  and  chemical  composiT 
S  arfnot  noted  in  the  following  tables,  because  they  are  not  available  characters  n 
examTning  cut  gem-stones,  but  they  are  fully  given  in  the  articles  which  treat  specially 
■of  each  gfm.  As  colour  is  the  most  obvious  characteristic  of  a  stone,  it  is  used  as  the 
basTs  ^arrangement  in  the  following  scheme.  The  colour  of  a  cut  stone  is  seen  to 
^eate°  t  advantage  when  the  specimen  is  held  under  water,  at  a  depth  of  about  half  an 

inch  from  the  surface*  .    »  -  1 1  i  .  ;]  ^  J, 

In  order  to  determine  the  true  colour  of  a  mounted  stone,  it  should  be  removed  fiom 
its  setting ;  for  the  natural  colour  is  often  modified  either  by  placing  a  foil  behind  the 
gem,  or,  Occasionally,  by  painting  the  back  of  the  stone 'itself. 

Colourless  Gems. 

The  colourless  stones  most  likely  to  occur  ,  in  commerce  are  the  diamond,  the  topaz, 
and  rock-crystal.   These  may  be  distinguished  by  the  foUowing  characters  :— 

Diamond.      .      .      .      .,        S-G.  3-5      H.  10      S.E.  . 

Topaz  3-5        „    8  V.K. 

Kock-crystal  2-5       „    7  v.i^. 

The  diamond  is  distinguished  from  all  other  stones  by  its  excessive  hardness; 
.a  glazier's  diamond  easily  scratches  topaz  and  rock-crystal,  but  does  not  touch,  or  scarcely 
touches,  another  diamond.  The  topaz  is  distinguished,  in  addition  to  the  characters 
given  above,  by  its  perfect  cleavage  in  one  direction,  so  that  a  joint  or  flaw  often  runs 
across  the  stone ;  it  also  becomes  electric  when  heated,  or  when  a  smooth  face  is  ex- 
cited by  -friction.  '  ..... 

In  addition  to  these  gems,  the  following  colourless  stonQS,  though  comparatively 
yare,  may  sometimes  occur  in  trad^ ; —  ..  . 


680 


GEMS 


White  sapphire 
White  Bpinol 
White  zircon 
White  beryl 
Phonakito 
Tourmalino 
Euclase  . 


s.a.  4-0 

H.  9 

D.E. 

„  3-5 

8 

S.R. 

4-7 

„  7-6 

D.R. 

„  2-G 

7-5 

D.R. 

„    3  0 

„  7-5 

D.R. 

„  3-0 

7 

D.R. 

„  30 

7  5 

D.R. 

Hed  Gems, 


.    S.G.  4 

II.  9 

D.R. 

,,  3'5 

„  8 

S.R. 

•     It  3'8 

7-6 

S.R. 

•     11  3"5 

8 

D.R. 

•     11  3 

•  »  7-6 

D.R. 

The  following  are  the  chief  stones  of  this  colour,  to  •which  may  be  added  the  rod 
diamond,  which  occurs,  however,  but  rarely : — 

Ruby 
Spinel 
Garnet  . 
Topaz 
RuboUite. 

Most  of  those  stones  present  colours  which  are  sufficiently  distinct  to  be  discriminated 
by  the  experienced  eye.  The  ruby  (true  or  oriental  ruby)  varies  in  tint  from  rose-red 
to  carmine,  the  most  esteemed  stones  presenting  a  deep  rich  red  colour,  called  by 
jewellers  pigeons'  blood.  The  spinel  (spinel  ruby  and  balas  ruby)  is  less  brilliant  in 
tint  than  the  true  ruby,  and  presents  a  variety  of  shades,  some  of  which  resemble  the 
colours  of  certain  garnets ;  the  variety  known  as  balas  ruby  is  distinguished  by  a  rose- 
pink  colour,  tending  to  blue.  Garnets  offer  considerable  variation  in  colour;  the 
Bohemian  garnet  (pyrope)  being  of  a  dark  fiery  red,  and  the  Oriental  or  Syrian  garnet 
(almandine)  varying  in  colour  from  deep  crimson  to  violet.  The  topaz  is  never  de- 
cidedly red,  but  sometimes  presents  a  delicate  pink  tint,  which  is  produced  by  the 
action  of  heat  on  stones  which  are  normally  of  a  yellow  colour.  Rubellite  (red 
tourmaline)  is  characterized  by  becoming  highly  electric  when  heated  or  when  exposed 
to  friction. 

By  aid  of  the  dichroiscope  the  red  colour  of  the  oriental  ruby  may  be  resolved  either 
into  a  pale  and  a  dark  rose-red,  or  into  a  bluish  and  a  yellowish  red.  The  spinel  and 
garnet,  being  singly-refracting  species,  do  not  admit  of  dichroiscopic  examination. 

Brown  Gems, 


Essonite  . 
Hyacinth. 
Tourmaline 
Brown  quartz 


S.G.  3-6 
4-7 

„  30 
,.  2-6 


H. 


7-5 
7-5 
7-5 
7 


S.R. 
D.R. 
D.R. 
D.R. 


Essonite  (cinnamon  stone  or  garnet)  and  hyacinth  (zircon)  present  very  similar 
colours— a  fine  reddish  brown — but  are  readily  distinguished  by  specific  gravity.  In 
the  dichroiscope  the  colour  of  the  zircon  is  resolved  into  a  mixture  of  brown  with 
greenish  yellow  and  brown  with  red. 

The  brown  tourmaline  yields  images  of  similar  colours,  and  brown  quartz  gives  a 
yellowish  brown  and  a  violet-brown  image. 

A  few  other  stones  of  a  brown  colour  are  occasionally  met  with,  namely : — brown 
diamond,  chrysoberyl,  axinite,  idocrase,  andalusite,  and  epidote. 

Yellow  Gems. 

Topaz  .  . 
Chrysoberyl  . 
Yellow  beryl  . 
Yellow  quartz. 
Zircon  . 
Oriental  topaz. 

The  colour  of  the  topaz  is  a  straw-yellow  or  wine-yellow ;  that  of  the  chrysoberyl  a 
greenish  yellow ;  and  of  the  zircon  a  brownish  yellow.  The  true  topaz,  false  topaz 
(yellow  quartz),  and  oriental  topaz  (yellow  corundum) -may  be  very  similar  in  colour, 
but  the  three  species  are  readily  distinguished,  as  seen  in  the  table,  by  differences 
in  hardness  and  specific  gravity.  The  colour  of  tlio  topaz  when  examined  in  the 
dichroiscope  is  often  different  in  three  different  directions,  and  may  thus  present  a  pale 
straw-yellow,  a  pale  honey-yellow,  and  a  reddish  yellow. 

Green  Gem. 

Emerald  ^• 

Chrysolite  "    t-n  " 

Tourmalino  'a  " 

Oriental  emerald    ,       t      .      •     w    *  »> 


S.G.  3-5 

H. 

8 

D.R. 

»  ">'7 

i> 

8-5 

D.R. 

„  2-7 

11 

8 

D.R. 

»  2-6 

<> 

7 

D.R. 

4-7 

>i 

7"5 

D.R. 

»  4 

1) 

9 

D.R. 

8 

6-  5 

7-  6 
9 


D.R. 
D.R. 
D.R. 
D.R. 
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The  cole,  of  the  true  en^rald  is  a  ^.ry  ^CST t:!^^^^^^^^ 

varieties  being  distingmBhed  as  ber^^^^^^^  ■  ehrysohte  or 

flaws,  which  are  so  characteristic     |o  De  imit  abraded  when 

peridot  presents  a  -ry  j ^^^Xt^^^^^^^  edgl  The  dichroi- 

worn,  and  thus  soon  loses  ite  bJ^i^^^^fy  °'  \  vellowish  ereen  and  a  bluish  green  ; 
scope  resolves  the  colour  of  the  ^^^f  ^Id  ^^'o  a  y«^^«l^f  Jf^^^  tl,e  Oriental 

of  ?he  tourmaline  into  a  P^^f^^^^^^^J/iS^^^^^^^  Oriental  emerald 

=;^i&rdtrl  T.£Z:^ZtZ  raU  of  an  stones. 

Blue  Gems. 

Sapphire  S.G.  4         ±l  J  ^ 

Blue  topaz  -    ^.^        "  g         d  j^. 

Blue  beryl  J'         %.g  d.r. 

Blue  tourmalino     .»••>»    ^  "  ' 

By  means  of  the  dichroiscope  the  colour  of  jappWre  i^.  re  Pf  ^^^^^ 

blue ;  that  of  topaz  into  a  whitish  blue,  and  a  g^^«-«f  ^^^^^^  °1  3'  a  very  dark 

tints  to  those  of  topaz;  and  of  tourmaline  into  a  pale  W^sh  green  ana  a  very 
bluish  green.   Cyanite  is  occasionally  cut  as  a  jeweller  b  stone. 

Purple  or  Violet  Gems. 

Amethyst            ....   S.G.  2^6      H.  7-5  D.K 

Oriental  amethyst  '    t  n        "7  T)  "R 

lolite     .....•»    ^■'^  .»  ' 

The  common  amethyst  (purple  quartz)  and  the  Oriental  amethyst  (P^^^P^f  ^J™^) 
are  very  similar  in  colo^,  but  are  readily  d  stinguished  by  ^P^"^^  ^^^^^^^ 
ness  •  it  shoidd,  however,  be  remarked  that  jewellers  are  in  the  habit  of  calling  any 
stone  of  fine  colour  '  Oriental  amethyst,'  though  it  may  have  no  ^"^^f  l°g;i°^i  ^^f^"^ 
to  the  name.  lolite  (dichroite)  is  characterized  by  its  strongly-marked  dichroism 
commonly  exMbiting  a  blue  colour  in  one  direction  and  ^ ^'^^}'\7f''\'l^l'^^'l^ 
"varieties  are  pleochroic,  or  exhibit  several  distinct  shades  in  different  cbrec  10ns 

ZZion  Gems.-In  determining  a  doubtful  specimen  the  observer  shotdd  always 
bear  in  mind  the  possibility  of  its  being  merely  a  paste,  or  imitation  f  f 

The  inferior  hardness  of  glass,  compared  with  that  of  any  precious  stone,  renders  the 
IterSion  easy.  Although  the\ardness  of  glass  ^^^^l^'T''' }^  ^T^'^^^^ 
rarely  exceeds  5-5  ;  all  glass  may,  therefore,  be  readily  scratched  with  a  ^t^el  file.  The 
more  brilliantthe  glass  the  softer  it  generally  becomes ;  and,  therefore,  pastes  when 
worn  soon  get  blunt  and  jagged  at  their  edges  and  corners,  whilst  the  surfaces  become 
dull  and  scratched :  such  imperfections,  if  not  readily  seen  by  the  naked  eye  are  at 
once  detected  by  aid  of  a  lens.  The  specific  gravity  of  paste  is  not  an  available  test, 
for  it  varies  from  2-5  to  4-6  according  to  its  composition  ;  the  greater  the  proportion 
of  lead  present,  the  more  briUiant,  the  denser,  the  softer,  and  the  more  fusible  is  the 
glass.   Like  all  uncrystallized  substances,  glass  is  singly-refracting. 

In  examining  a  stone,  it  is  also  necessary  to  guard  against  doublets  or  semi-stones. 
These  are  made  up  of  two  pieces  ;  the  upper  half  being  a  real  stone  and  theretore 
presenting  its  proper  degree  of  hardness,  whilst  the  lower  half  is  either  an  inferior 
stone  or  mere  glass.  When  such  stones  are  set,  it  is  difficult  to  detect  the  fraud,  i he 
deception  arising  from  the  use  of  foil  has  already  been  noticed  m  this  article.— i  .W. it. 

OEMS,  ARTIFlCIAXi.  These  are  glasses,  the  material  of  which  they  are  com- 
posed being  called  Strass.  .  ■,•.<?••..• 

Strass,  the  paste  or  glass  which  generally  forms  the  principal  ingredient  ot  imitation 
gems,  is  called  after  the  name  of  a  German  jeweller  by  whom  it  was  invented,  at  the 
commencement  of  the  last  century.  It  is  composed  of  silica,  potash,  borax,  the  various 
oxides  of  lead,  and  sometimes  of  arsenic  :  chemically  it  may  be  regarded  as  a  double 
silicate  of  potash  and  lead. 

The  silica  may  be  furnished  either  by  rock  crystal,  white  sand,  or  flint ;  but,  of  these, 
the  first  is  to  be  preferred,  one  of  the  principal  considerations  in  these  preparations 
being  the  extreme  purity  of  the  materials  or  ingredients  employed.  In  this  manu- 
facture, which  is  of  more  importance,  and  attended  with  greater  difficulty  than  most 
persons  imagine,  perfect  success  (independently  of  the  choice  of  materials)  depends 
upon  the  care  taken,  and  the  precautions  to  be  observed.  No  crucibles  should  be 
used  but  those  which  have  been  proved,  both  as  regards  their  composition,  their 
power  of  withstanding  the  strongest  heat,  and  their  impenetrability  to  the  action  of 
metallic  oxides. 

All  the  substances  to  be  melted  should  be  first  pulverised,  and  even  ground  with 
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the  greatest  care.  It  Bhould  be  romomberod  that  the  most  perfect  mixture  can  only 
bo  effected  by  numerous  siftinga,  and  that  ii  separate  sieve  sliould  be  used  for  each  in- 
gredient, and  never  bo  made  to  serve  for  different  substances.  When  mixed,  the 
materials  should  be  melted  in  a  crucible,  placed  in  the  middle  of  a  cylindrical  furnace, 
terminated  in  a  dome,  tlio  height  of  which  should  bo  7  foet  6  inches,  and  ite  diameter 
4  feet  3  inches.  Tlie  fuel  should  consist  as  much  as  possible  of  thoroughly  dry 
Avood,  chopped  very  small.  The  molting  should  bo  effected  by  means  of  a  heat 
raised  by  degrees,  and  then  steadily  maintained,  especially  at  the  maximum  tempera- 
txu'o  :  then  when  once  the  melting  has  been  thoroughly  accomplished,  which  cannot. 

e  in  less  than  from  twenty  to  thirty  hours,  the  crucible  must  be  allowed  to  cool  very 

-owly. 

The  art  of  imitating  precioub  stones  in  paste  has  amazingly  improved  since  the 
timo  of  Strass,  as  was  shown  by  the  results  of  the  great  Paris  Exposition  of  1855. 
The  imitations,  especially  as  regards  certain. colours,  leave  little  to  be  desired;  but 
there  is  something  still  in  that  respect  in  which  the  imitation  is  far  from  being  perfect. 

Now  that  it  is  proved  that  the  alkalis  and  vitrifiable  earths  are  oxides  of  the  metils, 
all  that  has  to  bo  done  to  obtain  the  finest  effects  is  to  combine  them  skilfully  with 
other  artificially-prepared  metallic  oxides,  which  have  undergone  tho  process  of 
vitrification. 

Experiments  ought  to  be  made  with  all  oxidisable  and  vitrifiable  substances,  with 
the  different  salts,  fluates,  phosphates,  phosphoric  acid,  &c. 

The  following  are  some  of  the  mixtures  generally  known,  but,  it  must  be  observed 
here  that  ea«h  artist  has  his  own  processes,  ingredients,  ^nd  proportions ; — • 


Mixtures  for  Strass. 


1. 

2. 

3. 

4, 

grains 

grains 

grains 

grains 

Eock  crystal  .... 

3396-2 

3007-8 

2897-5 

3007-8 

Minium  

6280-8 

4231-25 

White  lead  (pure) 

5641-0 

5641-0 

Potash  (pure)  .... 

1804-77 

1044-0 

1625-15 

1044-0 

Borax       .  . 

232-1 

305-0 

181-28 

301-5 

Arsenic  

10-18 

10-18 

5-09 

Common  Strass. 
Litharge,  77'16 ;  white  sand,  67-73 ;  potash,  7-71. 

Strass  of  Louhaut-Wieland, 


Sifted  rock  crystal 
Boracic  acid  . 
Minium  (purest) . 

Calcined  flints 
Pure  potash 


2897-5 

181-18 
4451-37 


Deutoxide  of  arsenic 
Potash  (purest)  , 


English  Strass, 


962-5 
481-25 


Calcined  borax 
Tine  white  lead 


4-92 
1608-53 


361-9 
120-89 


Strass  Bastenaire, 


1. 

2. 

8. 

4. 

6. 

grains 

grains 

grains 

grains 

grains 

1543-23 
6-16 
370-32 
308-64 

1543-23 

2156- 
493-76 
185-16 

385-8 

771-61 

108-2 

■  •  • 

385-8 
925-8 
61-72 
92-58 

385-8 
848-65 
154-32 
123-45 

186-16 
61-72 

•  •  • 

9'26 

123-44 

154-32 
23-15 

77-16 

•  «  • 

White  sand,  treated  -with  hydro 
chloric  acid   .      .  . 

Minium,  first  quality.  _  . 

White  potash,  well  calcined 

Calcined  borax  . 

Crystallised  nitrate  of  potash 
(nitre)  .... 

Peroxide  of  manganese  . 

Deutoxide  of  arsenic  .  . 


Toimz:  No.  1. 

Whitest  Btrasa,  842-079 ;  glass  of  antimony,  36-421 ;  purple  of  Cassius,  0-738. 
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Another, 

White  lead  of  Clicby,  771-6 ;  flints  calcined  and  pulverised,  771'6. 
...  Another. 


White  sand,  well  dressed  .  1543-23 
Borax,  calcined  .  .  •  138"88 
Minium         .      •  •  2237'64 


Oxide  of  silver 
Calcined  potash 


.  77-16 
.493-76 


Sapphire:  Whitest  strass,  3858-086  ;  pure  oxide  of  cobalt,  57-708. 

Z'tWo:  another.    Very  fine  strass,  481-25 ;  piurest  oxide  of  cobalt,  1-697. 
Emerald,  No.  1.    Strass,  3858-087;  pure  green  oxide  of  copper,  35-643;  oxide  of 
chrome,  1-697. 

Ditto:  ordinary.  Strass,  7716-174 ;  acetate  of  copper,  6M1  ;  oxide  of  iron,  12-731. 
Ditto:  another.   Strass,  481-25;  oxide     copper  precipitated  from  the  nitrate  by 
potash,  334-45. 

Emeralds  (JBastenaire).  ' 


1. 

2. 

grains 

grains 

WeU-washed  sand     .  . 

154-32 

154-32 

Minixxm  .... 

231-48 

231-48 

White  potash,  calcined  . 

46-29 

.  77-16 

Bor.ix,  calcined  . 

30-86 

30-86 

Yellow  oxide  of  antimony  . 

7-71  . 

Pure  oxide  of  cobalt  .  . 

1-54 

Green  oxide  of  chrome  , 

•  •  • 

3-85 

Amethyst  (Bastenaire). 

Pale 

Deep  coloured 

grains 

grains 

7716-17 

3858-08 

Oxide  of  manganese  . 

.       f  1 

20-39 

36-55 

Oxide  of  cobalt  .       .  , 

•       t  • 

0848 

20-39 

Purple  of  Cassius      ,  , 

•      •  1 

•  •  • 

0-848 

Aquamarijie. 

Strass,  2913-53 ;  Glass  of  antimony,  20,370  ;  Oxide  of  cobalt,  1'265, 

Syrian  Garnet. 


1. 

2. 

grains 

grains 

427-931 

484-25 

Glass  of  antimony  , 

• 

f  • 

215-815 

Purple  of  CasBius  . 

• 

• 

*       t  ■ 

1-697 

2-150 

Oxide  of  manganese  , 

• 

t 

•  ■  • 

1-697 

•  •  • 

Observations.  For  topaz.  No.  1,  the  clearest  and  most  transparent  glass  of  antimony 
should  be  used.  Frequently  this  mixture  only  yields  an  opaque  mass,  translucent  on 
the  edges,  and  transmitting  in  thin  fragments  a  red  colour  -when  held  between  the 
eye  and  the  light :  in  that  case  rubies  may  be  made  of  it. 

To  make  them,  a  portion  of  the  topaz  material  is  taken,  and  mixed  with  eight  parts 
of  fine  strass :  these  are  melted  in  a  Hessian  crucible  for  thirty  hours  in  a  potter's 
furnace,  and  the  result  is  a  beautiful  yellow  glass-like  straps,  which,  when  cut,  pro- 
duces an  imitation  of  the  finest  oriental  rubies. 

These  may  bo  made  of  another  tint  by  using  the  following  proportions : — 

Strass,  2411-25;  oxide  of  manganese,  61-310. 

In  the  emerald,  No.  1,  by  increasing  the  proportion  of  chromo  or  oxide  of  copper, 
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than  100  wo*  V^V'^  X 'ZS^mnZ^td^^i^^''^^''^  ""'■"»^""»"  "» 

pi;sz°xrL "ir  t        '"."""^-^  ^  p^f^'io" 

.    ,  .  pi^oL.t'SSos,  ana  produce  truly  Burprisinc;  results.    M  Savarv  BQT.or.;niK 

in  his  magnificent  collections,  and  his  perfect  imitation  of  ceiat^rdTamr^^^^ 
We  hl^tellTt"'^"  which,  Apparently,  can  scarcd^o  su^ptS"^^^ 
we  nave  al  uded  only  to  those  imitations  of  gems  in  glass  of  which  a  kri?e  nnrfinn 
of  the  cheap  jewellery  is  formed.    Some  very  successful^attemptThave  be^l^^^^ 
manufacture  true  gems  by  an  artificial  process.   M.  Ebelmen  LsSe  mudiTn  thS 
direction  and  M  Henri  Sainte-Claire  Deville  and  M.  Henri  Caron  commun L^tod  to 
the  Academy  of  Sciences  of  Paris,  in  April  1858,  a  process  which  they  "discovered 
for  the  production  of  a  number  of  the  gems  which  belong  to  the  corJndrum  claJs  as 
the  ruby,  sapphire,  &c._  Essentially,  the  process  consisted  in  exposing  the  fluoriJe 
of  aluminium,  mixed  ^ylth  a  little  charcoal  and  boracic  acid,  in  a  black  lead  crudble 
pro  ected  from  the  action  of  the  air,  to  a  white  heat  for  about  an  hour.    For  S  £ 
of  the  process,  see  Comptes  Eendus,  and  Annates  de  Ckimie. 

GEITAPPE.  A  worsted  yarn  used  in  the  manufacture  of  fringes,  braids  &c 
i<rom  its  smoothness  It  combines  very  readily  with  silk. 

.  /  grain-spirit  flavoured  with  .iuniper-berries,  manufactured  exten- 

sively in  Holland ;  hence  it  is  frequently  called  Hollands. 

CEMriSTA.   A  genus  of  papilionaceous  plants.    G.  tinctoria  is  the  Dyer's  Broom 
which  yields  a  yeUow  die,  or,  when  mixed  with  woad,  a  green  colour.    A  spric  of 
fm^aJiS)  ^^^^^""^  Henry  IL's  father,  whence  the  family  name  Plantagtnet 

OBU TIAKT.  Gentiana  lutea.  The  common  or  yellow  gentian,  which  is  said  to 
owe  Its  name  to  Gentius,  king  of  Illyria,  who  introduced  it  as  a  medicine  about  170 
years  before  Christ. 

The  roots  of  the  gentian  are  collected  and  dried  by  the  peasants  of  Switzerland, 
the  Tyrol,  and  in  the  Auvergne. 

The  bitter  of  the  gentian  is  agreeable  and  aromatic ;  it  is  much  used  in  medicine 
and  has  on  some  occasions  been  employed  instead  of  hops  in  beer.  ' 
^  GEOCRONZTE.  A  native  sulphantimonide  of  lead,  from  the 'silver  mines  of  Sala. 
;n  Sweden.    It  appears  to  resemble  Kilbkickenite, 

GEOBB.  A  rounded  nodule  of  stone,  containing  a  cavity  usually  lined  with 
crystals.    Geodes  frequently  consist  of  agate,  chalcedony,  &e.    See  Agate. 

GEOGNOSY  {yri,  the  earth,  and  -yvwais,  knowledge),  means  the  science  of  the 
substances  which  compose  the  earth's  crust.  It  originated  with  the  German  mine- 
ralogists. 

GEOIOG7  {rn,  the  earth,  and  x6yos,  a  discourse).  The  science  which  treats  of  the 
structure  of  the  earth,  and  of  the  causes  which  have  produced  its  present  physical 

GERAMIvni,  OTXm  OP.  A  name  sometimes  applied  to  the  oil  of  ginger-grass, 
which  is  prepared  in  the  East  from  certain  species  of  Andropogon.  This  has  of  course, 
no  relation  whatever  either  to  our  wild  geraniums  {crane's  bills)  or  to  our  garden 
geraniums  (Pelargoniums). 

CERHARDT'S  AXTBTDROirS  ACETIC  ACID.     See  AcETiC  AciD,  and 

Watts's  '  Dictionary  of  Chemistry.' 

GERAXAW  BXiACK.    See  Fraotcfoht  Black. 

GERKXAnr  SIZ.VER.  M.  Gersdorf,  of  Vienna,  states  that  the  proportion  of 
the  metals  in  this  alloy  should  vary  according  to  the  uses  for  which  it  is  destined. 
When  intended  as  a  substitute  for  silver,  it  should  be  composed  of  25  parts  of 
nickel,  25  of  zinc,  and  50  of  copper.  An  alloy  better  adapted  for  rolling  consists 
of  25  of  nickel,  20  of  zinc,  and  60  of  copper.  Castings,  such  as  candlesticks,  bells, 
&c.,  may  be  made  of  an  aUoy,  consisting  of  20  of  nickel,  20  of  zinc,  and  60  of  copper ; 
to  which  3  of  lead  are  added.  The  addition  of  2  or  2^  of  iron  (in  the  shape  of 
tin  plate  ?)  renders  the  alloys  much  whiter,  but,  at  the  same  time,  harder  and  more 
brittle. 

Keferstein  has  given  the  following  analysis  of  the  genuine  German  silver,  as  made 
from  the  original  ore  found  in  Hildburghausen,  near  Suhl,  in  Henneberg  : — 

Copper  ,   40-4 

Nickel   31-6 

Zinc    25-4 

Iron    2-6 

ioo¥ 
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r,  ,  ^  i,if  A  ftllov  according  to  the  same  authority,  consists  of  5  parts 

Chinese  Pakfong,  a  white  f  l^^' f         |  7   arts  of  zinc, 
of  copper,  alloyed  with  {      ^^^^^^^^^^^  steps  for  the  steel  or  iron  gudgeons, 

anfpir  oSLS^ry ^^^^^^^^^^^  to  consist  of  90  parts  of  copper.  5  of  .nc. 

""ii^r^^'sir^'^metol'^^^^^^^^^  forges  where  charcoal  is 

emtloy^ttf or  "ed  heing  either  bog-iron  ore  or  the  sparry  carbonate. 
GBBMAN  TIWDBR.    See  AMADOU. 

SSSmAKOr^EoglSFr.;  Das  Keimen,  Ger/)  The  first  indication  of 
OERMIWAXiuw.        B  fiAAdbeins'  placed  in  the  soil,  a  proper  tem- 

vital  force  n  the  embryo  plant    The  see^^^^^^^^ 

perature  f^^^^^^^^^^^  X^^  takes  place,  during 

established,  and  heat  is  ^^eveiopea.    xn  ^    >  ^    ^  •  liberated.    The  starch 

tit  trprocess  0   g^?^^^^^^^^^^^    S  converted  into  sugar  .by  taking  into 

of  the  gram,  by       P.^°f„;°  elements  of  water.    While  this  operation  is 

the  procerof  3ng.  in  which  the  barley,  by  the  conversion  of  its  starch  into 

''S'dTeracTon^f  to  the  germinating  seed,  consequently  it 

is  X  of  native  that  a  dark  soil  shJuld  be  the  bed  in  which  this  remarkable  opera- 
tion commences  and  is  continued,  until  the  first  leaves  appear  above  the  soil.  In  the 
process  orSng^^^^^^^  is  taken  that  the  floors  upon  which  the  germination  is  osta- 

bUshed  are  but  dimly  illuminated.        ,     .     ,       „   .  ^  „^?for  of  this 

It  has  been  proved— the  discovery  having  been  first  made  by  the  editor  ot  tnis 
Die  ionary-that  S^A^  separated  by  means  of  absorbent  media  from  the  chemical 
pow  r  (1^^^^^^^^  the  "^sunbeam 'entirely  stops,  germination,  whereas  he  dark 
chemical  rays  have  the  power  of  quickening  germination,  even  when  the  seeds  aie 
pS  at  a  considerable  depth  beneath  the  soil.  As  these  experiments,  are  rarely 
SpSed  and  as  even  in  the  most  recent  chemical  publications  (Wat  s's  '  Dictionary  of 
Chemistry,'  amongst  others),  they  are  not  aUuded  to,  the  old  and  m  every  way  un- 
certSn  experiments  of  Saussure  being  adopted,  it  may  be  weU  to  state  the  simple 
form  of  experiment  by  which  the  fact  may  be  proved.  ,i,„f  u      c«  1.^  av 

Take  a  piece  of  glass  stained  yellow  with  silver ;  ascertain  that  it  is  so,  by  ex- 
posing a  little  chloride  of  silver  behind  it,  to  sunshine  If  the  chloride  of  silver  does 
Sot  darken,  the  glass  is  of  the  right  kind  ;  all  the  chemical  rays  are  cut  off..  Take 
another  piece  of  glass  of  the  deepest  blue  that  can  be  obtained,  the  blue  being  the 
result  of  cobalt.  In  the  first  we  have  a  glass  through  which  the  solar  light  passes 
freely,  but  it  prevents  the  permeation  of  the  chemical  rays..  In  the  second  we  have  a 
medium  which  is  traversed  freely  by  the  chemical  rays  (Actinism.),  but  very  little  light 
is  admitted.  Place  such  pieces  of  glass  over  a  box  of  earth,  m  which  are  planted 
an  equal  number  of  seeds,  at  the  same  depth  ;  all  the  circumstances,  as  it  regards  mois- 
ture and  temperature,  being  the  same.  The  seeds  under  the  blue  glass  will  germinate 
with  extraordinary  rapidity,  while  the  seeds  under  the  yellow  glass  will  not  germinate 
at  all.  See  '  Eesearches  on  Light,'  and  papers  in  the  Beportsqf  the  British  Association 
on '  The  Influence  of  Light  on  the  Growth  of  Plants.  &c..'  by  Eobert  Hunt.  The  follow- 
ing letter  from  Mr.  Charles  Lawson,  of  Edinburgh,  September  8, 1853,  has  practically 
settled  this  important  discovery : —  . 

'  My  dear  Sir,— I  am  favoured  with  yours  of  the  6th,  relative  to  my  practical  ex- 
perience in  the  effect  of  the  chemical  agency  of  coloured  media  on  the  germination  of 
seeds  and  the  growth  of  plants.  .     .  -?  ti 

'  I  must  first  explain  that  it  is  our  practice  to  test  the  germinating  powers  oi  ail 
seeds  which  come  into  our  warehouses  before  we  send  them  out  for  sale ;  and  of 
course  it  is  an  object  to  discover,  with  as  little  delay  as  possible,  the  extent  that  the 
vital  principle  is  active,  as  the  value  comes  to  be  depreciated  in  the  ratio  it  is  found 
to  be  dormant.  For  instance,  if  we  sow  100  seeds  of  any  sort,  and  the  whole  germi- 
nate, the  seed  will  be  of  the  highest  current  value  ;  but  if  only  90  germinate,  its  value 
is  10  per  cent,  less  ;  if  80,  its  value  falls  20  per  cent.  ,  ,    .  ^ 

'  I  merely  give  this  detail  to  show  the  practical  value  of  this  test,  and  the  influence 
it  exerts  on  the  fluctuation  of  prices. 

'Our  usual  plan  formerly  was  to  sow  the  seeds  to  be  tested  in  a  hotbed,  or. frame, 
and  then  watch  the  progress  and  note  the  results.  It  was  usually  from  eight  to 
fourteen  days  before  wo  were  in  a  condition  to  decide  on  the  commercial  value  of  the 
seeds  under  value. 

'  My  attention  was,  however,  directed  to  your  excellent  work,  "  On  the  Physical 
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Phenomena  of  Nafcnro,"  about  five  years  ago,  and  I  resolved  to  put  your  theory  to  a 
practical  test.  I  accordingly  had  a  case  made,  the  sides  of  which  wore  formed  of 
glass  coloured  bluo  or  indigo,  wliich  case  I  attached  to  a  small  gas  stove  for  en-' 
goudonng  heat ;  in  tho  case,  shelves  wore  fixed  in  the  inside,  on  which  were  placed 
email  pots  whorom  the  seeds  to  be  tested  wore  sown. 

'  The  results  wore  all  that  could  bo  looked  for ;  tho  seeds  freely  germinating  in  from 
two  to  five  days  only,  instead  of  from  eight  to  fourteen  days  as  before. 

*  I  ^^'•"^'0  carried  our  experiments  beyond  the  germination  of  seeds,  so  that  I 
cannot  afford  practical  information  as  to  tho  effect  of  other  rays  on  tho  after  culture 
of  plants, 

'I  have,  however,  made  some  trials  with  the  yellow  ray  in  preventing  tlio  germi- 
nation  of  seeds,  which  have  been  successful;  and  I  have  always  found  tho  violet  ray 
prejudicial  to  the  growth  of  tho  plant  after  germination. 

'  I  remain,  my  dear  Sir,  very  faithfully  yours, 
'  To  Eobert  Hunt,  Esq.'  '  Ohaeles  Lawson.' 

Another  application  of  tho  principles  involved  in  the  discovery— that  the  luminous 
rays  checked  germination  and  promoted  tho  growth  of  ligneous  fibre — has  been  madu 
by  the  cultivators  of  early  potatoes  in  the  West  of  Cornwall.  The  seed  potatoes  are 
carefully  placed  on  shelves  in"  houses  maintained  at  such  a  temperature  that  germi- 
nation is  set  up.  When  they  begin  to  shoot,  an  abundance  of  light  is  admitted  to 
check  the  germinating  process,  and  render  the  shoot  woody  and  strong.  In  March — 
after  the  frosts — these  potatoes  are  carefully  placed  in  the  soil,  and  so  rapid  is  their 
growth  and  development  that  they  are  ready  for  tho  market  in  July.  Upwards  of 
11,000  tons  of  potatoes,  grown  under  these  conditions,  were  sent  from  West  Cornwall 
in  July  1874. 

GEROPXCA,  or  Jerupiga.  A  factitious  liquor,  imported,  from  Portugal,  and  used 
in  this  country  for  the  adulteration  of  wines.  It  appears  to  be  a  compound  of  unfer- 
mented  grape-juice,  brandy,  sugar,  and  colouring  matter. 

GERSBORFFITZ:.  A  sulpho-arsenide  of  nickel,  containing,  in  typical 
varieties — arsenic,  45'5 ;  sulphur,  19"4r;  nickel,  35'1.  Found  at  Loos  in  Sweden, 
near  Hartzgerode  in  the  Hartz,  and  Craigmuir  Mine,  Scotland. 

CEVSXSRXTE.    Siliceous  sinter  deposited  from  geysers  or  hot  springs. 

GHV-XTAXiA-PAAT.  Corchoms  olitorius  or  Hibiscus  Manihot.  An  Indian 
fibre  much  used  by  the  natives.  ■  See  Fibbes. 

GXBBSITE.  A  stalactitic  hydrate  of  alumina,  named  after  Colonel  G,  Gibbs, 
whose  collection  of  minerals  is  now  in  Yale  College. 

GIBBAITAR  STONTE.  Stalagmitic  carbonate  of  lime  resembling  the 
Algerian  onyx-marble,  found  in  limestone-caverns  at  Gibraltar. 

GIG  MACBIirES,  are  rotatory  drums,  mounted  with  thistles  or  wire  teeth  for 
teazling  cloth.    See  Woolxen  Maitofactueb. 

GIXiBERTITE.  A  micaceous  mineral  apparently  related  to  kaolin,  occurring 
with  the  china-stone  of  St.  Austell  in  Cornwall. 

GXXDXirG  (IJorMi-e,  Fr. ;  Vergoldunff,  Ger.).  This  art  consists  in  covering  bodies 
with  a  thin  coat  of  gold,  which  may  be  done  either  by  mechanical  or  chemical  means. 
The  mechanical  mode  is  the  application  of  gold-leaf  or  gold-powder  to  various  sur- 
faces, and  their  fixation  by  dififorent  means.  Thus  gold  may  be  applied  to.  wood, 
plaster,  pasteboard,  leather;  and  to  metals,  such  as  silver,  copper,  iron,  tin,  and 
bronze ;  so  that  gilding,  generally  speaking,  includes  several  arts,  exercised  by  very 
different  classes  of  tradesmen. 

I.  Mechanical  Gilding. — Oil-gilding  is  the  first  method  under  this  head,  as  oil 
is  the  fluid  most  generally  used  in  the  operation  of  this  mechanical  art.  The  follow- 
ing process  has  been  much  extolled  at  Paris  : — 

1.  A  coat  of  impression  is  to  be  given  first  of  all,  namely,  a  coat  of  white  lead  paint, 
made  with  drying  linseed  oil,  containing  very  little  oil  of  turpentine. 

2.  Calcined  ceruse  is  to  be  ground  very  well  with  unboiled  linseed  oil,  and  tempered 
with  essence  of  turpentine,  in  proportion  as  it  is  laid  on.  Three  or  four  coats  of  this 
7iard  tint  are  to  be  applied  evenly  on  the  ornaments,  and  the  pai-ts  which  are  to  be 
most  carefully  gilded.  - 

3.  The  Gold  colour  is  then  to  be  smoothly  applied.  Tliis  is  merely  the  dregs  of  tho 
colours,  ground  and  tempered  with  oil,  which  remain  in  tho  little  dish  in  which  painters 
clean  their  brushes.  This  substance  is  extremely  rich  and  gluey ;  after  being  ground 
up,  and  passed  through  fine  linen  cloth,  it  forms  tlie  ground  for  gold-leaf. 

A.  Wlien  the  gold  colour  is  dry  enough  to  catcli  liold  of  tho  leaf  gold,  this  is  spread 
on  tho  cushion,  cut  into  pieces  and  carefully  applied  with  tlio  pallet  knife,  pressed  down 
with  cotton,  and  on  the  small  ornaments  with  a  fine  brush. 

b.  If  tlie  gildings  bo  for  outside  exposure,  as  balconies,  gratings,  statues,  &c.,  they 
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^„af  „Af     «orn;c1ifir1  /IS  simplo  oil-ffildiiig  stands  bettor  ;•  for- when- it  is  varnishod,  a 
unbla^^^^^^^^  tho  gilding  a  jagged  appearance.. 

When  the  obieSsafe  inside  ones,  a  coat  of  spirit-varnish  may  be  passed  over  tlio  gold- 
W  Uion  rSf^^^^^  gilder's  chafing  dish  may  bo  given,  and  finally  acoat  ot  o:l- 
varnish  Th  workman  who  causes  the  chafing  dish  to  glide  in  front  of  tho  vannshed 
In^fnJfl  mnst  a7oid  stopping  for  an  instant  opposite  any  point,  otherwise  he  would 
Si?e  th^TsS^^^^^  blister.  This  heat  brings  out  the  whole  transparency 
of  the  varnish,  and  lustre  of  tho  gold.  _  .       ,  i 

Oil-Gildinq  is  employed  with  varnish  polish,  upon  equipages,  mirror-frames,  and 
other  fnrnitiu-e.    The  following  method  is  employed  by  eminent  gilders  at  1  aris  :— 

1  Wliite  lead,  with  half  its  weight  of  yellow  ochre,  and  a  little  litharge,  are  sepa- 
rately groimd  very  fine  ;  and  tho  whole  is  then  tempered  with  linseed  oil,  thinned  with 
essence  of  turpentine,  and  applied  in  an  evenly  coat,  called  impression.  _ 

2  When  this  coat  is  quite  dry,  several  coats  of;  the  hard  tint  are  given,  oven  so 
many  as  10  or  12,  should  the  sxirface  require  it  for  smoothing  and  filling  up  the  pores. 
These  coats  are  given  daily,  leaving  them  to  cky  in  the  interval  in  a  warm  sunny  exposure. 

3  When  the  work  is  perfectly  dry,  it  is  first  softened  down  with  pumice  stone  and 
water,  afterwards  with  worsted  cloth  and  very  finely  powdered  pumice,  till  the  hard 
tint  give  no  reflexion,  and  be  as  smooth  as  glass.  ,   ,  . 

4.  With  a  camel's-hair  brush,  there  must  be  given  lightly  and  with  a  gentle  heat, 
from  4  to  5  coats  at  least,  and  even  sometimes  double  that  number,  of  fine  lac-varnish. 

5.  When  these  are  dry,  the  grounds  of  the  pannels  and  the  sculptiu-es  must  be  first 
polished  with  shave-grass  {de  la  prele) ;  and  next  withputty  of  tin  and  tripoli,  tempered 
with  water,  applied  with  woollen  cloth  ;  by  which  the  varnish  is  polished  till  it  shines 

like  a  mirror.  i         i  •,. 

6.  The  work  thus  polished  is  carried  into  a  hot  place,  free  from  dust,  where  it  re- 
ceives very  lightly  and  smoothly,  a  thin  coat  oi  gold  colour,  much  softened  down.  This 
coat  is  passed  over  it  with  a  clean  soft  brush,  and  the  thinner  it  is  the  better. 

7.  Whenever  the  gold  colour  is  dry  enough  to  take  the-  gold,  which  is  known  by 
laying  the  back  of  the  hand  on  a  corner  of  tho  frame  work,  the  gilding  is  begun  and 
finished  as  usual. 

8.  The  gold  is  smoothed  off  with  a  very  soft  brush,  one  of  camel's  hair,  for  example; 
of  three  fingers'  breadth ;  after  which  it  is  left  to  dry  for  several  days. 

9.  It  is  then  varnished  with  a  spirit-of-wine  varnish ;  which  is  treated  with  the 
chafing  dish  as  above  described. 

10.  When  this  varnish  is  dry,  two  or  three  coats  of  copal,  or  oil  of  varnish,  is 
applied,  at  intervals  of  two  days. 

11.  Finally,  the  pannels  are  polished  with  a  worsted  cloth,  imbued  with  tripoli  and 
water,  and  lustre  is  given  by  friction  with  tho  palm  of  the  hand,  previously  softened 
with  a  little  olive  oil,  taking  care  not  to  rub  off  the  gold. 

In  this  country.  Burnished  gilding  is  practised  by  first  giving  a  ground  of  size 
whiting,  in  several  successive  coats ;  next  applying  gilding  size  ;  and  then  the  gold- 
leaf,  which  is  burnished  down  with  agate,  or  a  dog's  tooth. 

Gilding  in  distemper  of  the  French,  is  the  same  as  our  burnished  gilding.  Their  pro- 
cess seems  to  be  very  elaborate,  and  the  best  consists  of  17  operations  ;  each  of  them  is 
said  to  be  essential. 

,  1.  EncoUage,  or  the  Glue  coat.  To  a  decoction  of  wormwood  and  garlic  in  water, 
strained  through  a  clotli,  a  little  common  salt,  and  some  vinegar  are  added.  This  com- 
position, as  being  destructive  of  worms  in  wood,  is  mixed'  with  as  much  good  glue; 
and  the  mixtm-o  is  spread  in  a  hot  state,  ^vith  a  brush  of  boar'^s  hair.  When  plaster  or 
marble  is  to  be  gilded,  the  salt  must  bo  left  out  of  the  above  composition,  as  it  is  apt  to 
attract  humidity  in  damp  places,  and  to  come  out  as  a  white  powder  on  the  gilding.  But 
the  salt  is  indispensable  for  wood.  -  The  first  glue  coating  is  made  thinner  than  the  second. 

2.  White  preparation.  This  consists  in  covering  the  above  siirface  with  8,  10,  or  12 
coats  of  Spanish  white,  mixed  up  with  strong  size,  each  well  worked  on  with  the  brush, 
and  in  some  measure  incorporated  with  the  preceding  coat,  to  prevent  their  peeling  off 
in  scales. 

•  3.  Stopping  up  tho  pores,  with  thick  whiting  and  glue,  and  smoothing  the  surface 
with  dog-skin. 

4.  Polishing  the  surface  with  pumice-stone  and  very  cold  water* 

5.  Reparation  ;  in  which  a  skilful  artist  retouches  the  whole. 

6.  Cleansing ;  with  a  damp  linen  rag,  and  then  a  soft  sponge. 

7.  PrUcr.  This  is  rubbing  with  horse's  tail  {shave-grass)  tho  parts  to  be  yellowed, 
in  order  to  make  them  softer. 

S.  Yellowing.  With  this  view  i/ellow  ochre  is  carefully  ground  in  water,  and  mixed 
with  transparent  colourless  size.  Tho  thinner  part  of  this  mixture  is  applied  hot  over 
the  white  surface  with  a  thin  brush,  which  gives  it  a  fine  yellow  luie. 
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gr,?;uhn^;tot;aLr""^  ^"'^'"^  the wholeworkwith  ahavc-gra.,  to  remove  any 
to  be  Sr^ttlo^t^^^^^^^^^  --J^-'^  the  gold  is 

12  The  surface  being  damped  with  cold  water  (iced  fn  sVmer'l  ha« 

then  the  gold-leaf  applied  to  it.  The  hollow  grounds  must  alwTys  be  SS  blfl 
the  prominent  parts  Water  is  dexterously  applied  by  a  sofrCsh,  ImmedSv 
belnnd  the  gold-leaf,  before  laying  it  down,  which  makes  it  hritZ  Iny 
excess  of  water  is  then  removed  with  a  dry  brush.  ■  emootner.  Any 

13.  Burnishing,  with  bloodstone. 

the  S  n^:  Zt^^"^'  '  '''''  ''''     '''''  ^"^'^"y  0- 

bitfof^eTf^o'tw' ''^^"^^  P"^"^^'^^^  ^  ^PPb-g 

V''^  'if-    '^'"^r^       ^^l^^*^  ^^"^'^  fire  to  the  gold  • 

and  makes  it  resemble  or-moulu.    It  is  composed  as  follows:  2  ounces  of  annotto,  1 
ounce  of  gamboge  1  ounce  of  vermilion,  half  an  ounce  of  dragon's  blood,  2  ouncc^  of 
salt  of  tartar  and  18  grams  of  saffron,  are  boiled  in  a  litre  (2  pints  Engli'sh)  of  water 
over  a  slow  fire,  till  the  liquid  be  reduced  to  a  fourth.    The  whole  is  thJn  passed 
through  a  silk  or  muslin  sieve.    A  little  of  this  is  made  to  glide  lightly  over  thi  gold 
with  a  very  soft  brush.  o  j 

17.  Repassage  ;  is  passing  over  the  dead  surfaces  a  second  coat  of  deadening 
glue,  which  must  be  hotter  than  the  first.  This  finishes  the  work,  and  gives  it  strength 

Leafgildtm,  on  paper  or  vellum,  is  done  by  giving  them  a  coat  of  gum-water  or 
fine  size  applying  the  gold-leaf  ere_ the  surfaces  be  hard  dry,  and  burnishing  with  agate.  " 

Gold  lettering,  on  bound  books,  is  given  without  size,  by  laying  the  gold-leaf  on  the 
leather,  and  imprinting  it  with  hot  brass  types. 

The  edges  of  the  leaves  of  hooks  arc  gilded,  while  they  are  in  the  press  where  they 
have  been  cut  smooth,  by  applying  a  solution  of  isinglass  in  spirits,  and  laying  on  the 
gold  when  the  edges  are  in  a  proper  state  of  dryness.  The  French  workmen  employ 
a  ground  of  Armenian  bole,  mixed  with  powdered  sugar-candy,  by  means  of  white-of- 
egg.  This  ground  is  laid  very  thin  upon  the  edges,  after  fine  size  or  gum-water  has 
been  applied  ;  and  when  the  ground  is  dry  it  is  rubbed  smooth  with  a  wet  rag,  which 
moistens  it  sufficiently  to  take  the  gold. 

Japanners'  gilding  is  done  by  sprinkling  or  daubing  with  wash-leather,  some  gold- 
powder  over  an  oil  sized  surface,  mixed  with  oil  of  turpentine.  This  gives  the  appear- 
ance of  frosted  gold.  The  gold-powder  may  be  obtained,  either  by  precipitating  gold 
from  its  solution  in  aqua  regia  by  a  solution  of  pure  sulphate  of  iron,  or  by  evaporating 
away  the  mercury  from  some  gold-amalgam. 

II.  Chemical  GrLDmo,  or  the  application  of  gold  by  chemical  affinity  to  metallic 
surfaces. 

A  compound  of  copper  with  one-seventh  of  brass  is  the  best  metal  for  gilding  on ; 
copper  by  itself  being  too  soft  and  dark  coloured.  Ordinary  brass,  however,  answers 
very  well.  We  shall  describe  the  process  of  wash  gilding,  with  M.  D'Arcet's  im- 
provements, now  generally  adopted  in  Paris. 

Wash  gilding,  consists  in  applying  evenly  an  amalgam  of  gold  to  the  surface  of  a 
copper  alloy,  and  dissipating  the  mercury  with  heat,  so  as  to  leave  the  gold  film  fixed. 
The  surface  is  afterwards  burnished  or  deadened  at  pleasure.  The  gold  ought  to  be 
quite  pure,  and  laminated  to  facilitate  its  combination  with  the  mercury;  which 
should  also  be  pure. 

Preparation  of  the  amalgam. — After  weighing  the  fine  gold,  the  workman  puts  it  in 
a  crucible,  and  as  soon  as  this  becomes  faintly  red,  he  pours  in  the  requisite  quantity 
of  mercury ;  which  is  about  8  to  1  of  gold.  He  stirs  up  the  mixture  with  an  iron  rod, 
bent  hookwise  at  the  end,  leaving  the  crucible  on  the  fire  till  ho  perceives  that  all  the 
gold  is  dissolved.  He  then  pours  the  amalgam  into  a  small  earthen  dish  containing 
water,  washes  it  with  care,  and  squeezes  out  of  it  with  his  fingers  all  the  running 
mercury  that  he  can.  The  amalgam  that  now  remains  on  the  sloping  sides  of  tlie 
vessel  is  so  pasty  as  to  preserve  the  impression  of  tlie  fingers.  When  this  is  squeezed 
in  a  chamois-leather  bag,  it  gives  up  much  mercury  ;  and  remains  an  amalgam,  con- 
sisting of  about  33  of  mercury,  and  67  of  gold,  in  100  parts.    The  mercury  which 
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passes  through  tho  hag,  under  the  pressure  of  the  fingers,  holds  a  good  deal  of  gold  in 
Bolution  ;  and  is  employed  in  making  fresh  amalgam.  vw  i 

Preparation  of  the  mercurial  solution.— The  amalgam  of  gold  is  applied  to  brass, 
through  the  intervention  of  pure  nitric  acid,  holding  in  solution  a  little  mercury. 

lOo' parts  of  mercury,  and  110  parts  by  weight  of  pure  nitric  acid,  specific  gravity 
1'33,  are  to  be  put  into  a  glass  matrass.  On  the  application  of  a  gentle  heat  the  mer- 
cury'dissolves  witli  the  disengagement  of  fumes  of  nitrous  gas,  which  must  be  allowed 
to  escape  into  the  chimney.  This  solution  is  to  be  diluted  with  about  25  times  its 
weight  of  pure  water,  and  bottled  up  for  use. 

1.  Annealing.  The  workman  anneals  the  piece  of  bronze  after  it  has  come  out  of 

the  hands  of  the  turner  and  engraver.  He  sets  it  among  biirning  charcoal,  or  rather 
peats,  which  have  a  more  equal  and  lively  flame  ;  covering  it  quite  up,  so  that  it  may 
be  oxidised  as  little  as  possible,  and  taking  care  that  the  thin  parts  of  the  piece  do  not 
become  hotter  than  the  thicker.  This  operation  is  done  in  a  dark  room,  and  when  he 
sees  the  piece  of  a  cherry-red  coloxir,  he  removes  the  fuel  from  about  it,  lifts  it  out 
with  long  tongs,  and  sets  it  to  cool  slowly  in  the  air. 

2.  The  decapage. — The  object  of  this  process  is  to  clear  the  surface  from  the  coat  of 
oxide  which  may  have  formed  upon  it.  The  piece  is  plunged  into  a  bucket  fiUed  with 
extremely  dilute  sulphuric  acid ;  it  is  left  there  long  enough  to  allow  the  coat  of  oxide 
to  be  dissolved,  or  at  least  loosened ;  and  it  is  then  rubbed  with  a  hard  brush.  When 
the  piece  becomes  perfectly  bright,  it  is  washed  and  dried.  Its  surface  may,  however, 
be  stiU  a  little  variegated ;  and  the  piece  is  therefore  dipped  in  nitric  acid,  specific 
gravity  1'33,  and  afterwards  rubbed  with  a  long-haired  brush.  The  addition  of  a 
little  common  salt  to  the  dilute  sulphuric  acid  would  probably  save  the  use  of  nitric 
acid,  which  is  so  apt  to  produce  a  new  coat  of  oxide.  It  is  finally  made  quite  dry 
(after  washing  in  pure  water),  by  being  rubbed  well  with  tanners'  dry  bark,  sawdust, 
or  bran.  The  surface  should  now  appear  somewhat  depolished ;  for  when  it  is  very 
smooth,  the  gold  does  not  adhere  so  well. 

3.  Application  of  the  amalgam. — Tlie  gilder's  scratch-brush  or  pencil,  made'  with 
fijie  brass  wire,  is  to  be  dipped  into  the  solution  of  nitrate  of  mercury,  and  is  then 
to  be  drawn  over  a  lump  of  gold-amalgam,  laid  on  the  sloping  side  of  an  earthen 
vessel,  after  which  it  is  to  be  applied  to  the  surface  of  the  brass.  This  process  is  to 
be  repeated,  dipping  the  brush  into  tho  solution,  and  drawing  it  over  the  amalgam, 
till  the  whole  surface  to  be  gilded  is  coated  with  its  just  proportion  of  gold.  The 
piece  is  then  washed  in  a  body  of  water,  dried,  and  put  to  the  fire  to  volatilise  the 
mercury.  If  one  coat  of  gilding  be  insufiicient,  the  piece  is  washed  over  anew  with 
amalgam,  and  the  operation  recommenced  till  the  work  prove  satisfiictory. 

4.  Volatilisation  of  the  mercury. — Whenever  the  piece  is  well  coated  with  amalgam, 
the  gilder  exposes  it  to  glowing  charcoal,  turning  it  abo\it,  and  heating  it  by  degrees 
to  the  proper  point ;  he  then  withdraws  it  from  the  fire,  lifts  it  with  long  pincers,  and, 
seizing  it  in  his  left  hand,  protected  by  a  stuffed  glove,  he  ttirns  it  over  in  every 
direction,  rubbing  and  striking  it  all  the  while  with  a  long-haired  brush,  in  order  to 
equalise  the  amalgam.  He  now  restores  the  piece  to  the  fire,  and  treats  it  in  the  same 
way  till  the  mercury  be  entirely  volatilised,  M'hich  he  recognises  by  the  hissing  sound 
of  a  drop  of  water  let_  fall  on  it.  During  this  time  he  repairs  the  defective  spots, 
taking  care  to  volatilise  the  mercury  very  slowly.  The  piece,  when  thoroughly 
coated  with  gold,  is  washed,  and  scrubbed  well  with  a  brush  in  water  acidulated  with 
vinegar. 

_  K  the  piece  is  to  have  some  parts  burnished,  and  others  dead,  the  parts  to  be  bur- 
nished are  covered  with  a  mixture  of  Spanish  white,  bruised  sugar-candy,  and  gum 
dissolved  in  water.  This  operation  is  called  in  French  cpargner  {protecting).  When 
the  glider  has  protected  the  burnished  points,  he  dries  the  piece,  and  carries  the  heat 
high  enough  to  exjpel  the  little  mercury  which  might  still  remain  on  it.  He  then 
plunges.  It,  while  still  a  little  hot,  in  water  acidulated  with  sulphuric  acid,  washes  it, 
dries  it,  and  gives  it  the  burnish. 

6.  The  WwM  is  giv6n  by_  rubbing  the  piece  with  burnishers  of  hematite  (blood- 
stone]. The  workman  dips  his  burnisher  in  water  sharpened  with  vinegar,  and  rubs 
the  piece  always  in  the  same  direction  backwards  and  forwards,  till  it  exhibits  a  fine 
polish,  and  a  complete  metallic  lustre.  He  then  washes  it  in  cold  water,  dries  it  with 
fine  linen  cloth,  and  concludes  the  operation  by  drying  it  slowly  on  a  gratine  placed 
above  a  chafing-dish  of  burning  charcoal.  e         i  <iteu 

6.  The  deadening  is  given  as  follows :— The  piece,  covered  with  the  protection  on 
tnose  parts  that  are  to  be  burnished,  is  attached  with  an  iron  wire  to  the  end  of 
ff^  1  '  ^^"^  ^<intQd.  strongly  so  as  to  give  a  brown  hue  to  the  vparanc  bv 
its  partial  carbonisation.  The  gilded  piece  assumes  thus  a  fine  tint  of  gold  •  and 
^f.\  J  "'^^'^  "^'^  mixture  of  sea  salt,  nitre,  and  alum  fused  in  the  water 
of  crystallisation  of  the  latter  salt.    The  piece  is  now  restored  to  the  fire,  and  hc^cd 
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olTi^tfZoi:^^^^^  and 

doths  ^  '^^'^^'^^  ^^"^^    ^^^i"g  «tove,  or  with  clean  Sinea 

n.!;.I?A!"/T''"^"/''^''"'*-~'^^>'^^  it  is  desired  to  put  a  piece  of  gilded  bronze  {ntn 
or-mouhc  colour,  it  must  bo  less  scrubbed  with  the  scratch-bruslf  than  usS  anH 
made  to  covw  back  again  by  heating  it  more  strongly  than  if  it  wL  to  bo T^' ?H 
and  allo^vl^g  it  then  to  cool  a  little!'  The  «r-W«%Lring  is  a  Sure  of  tlSSto 
alum  and  sea  salt.    This  mixture  is  to  bo  thinned  with  vlegar  Sap^ied  with 

s  then  put  on  glowing  coals,  urged  a  little  by  the  bellows,  and  allowed  to  hea?  tTll 
fZ7lT  ^"^T  ^^^^  ^'"'^  °"ett  to  be  so  hot  that  watlr  printed  on 

It  may  cause  a  hissing  noise.  It  is  then  taken  from  the  fire,  plunged  into  cold  water 
washed  and  next  rubbed  with  a  brush  dipped  in  vinegar.' if  thf  piece  be  ^h  ^ 
^:J:^  cliased,  weak  nitnc  acid  must  be  used.  In  either  case,  it  must  be  finalW 
washed  in  a  body  of  pure  water,  and  dried  over  a  gentle  fire.  ^ 
8.  0/ red  gold  colour.— To  give  this  hue,  the  piece,  after  being  coated  with  amaltram 
and  heated,  is  in  this  hot  state  to  be  suspended  by  an  iron  4e,  andCpered  S 
the  composition  known  under  the  name  of  gilder's  wax;  made  with  yellow  wax  rS 
ochre,  verdigris,  and  alum.  In  this  state  it  is  presented  to  the  flame  of  a  wood'fire 
IS  heated  strongly,  and.  the  combustion  of  its  coating  is  favoured  by  throwing  some 
drops  of  the  wax-mixture  into  the  burning  fuel.  It  is  now  turned  round  and  round 
over  the  fire,  so  that  the  flame  may  act  equally.  When  all  the  wax  of  the  colourinc 
is  burned  away,  and  when  the  flame  is  extinguished,  the  piece  is  to  be  plunged  in 
water,  washed,  and  scrubbed  with  the  scratch-brush  and  pure  vinegar  If  the  colour 
IS  not  beautiful,  and  quite  equal  in  shade,  the  piece  is  coated  with  verdigris  dis- 
solved  in  vinegar,  dried  over  a  gentle  fire,  plunged  in  water,  and  scrubbed  with 
pure  vinegar,  or  even  with  a  little  weak  nitric  acid  if  the  piece  exhibit  too  dark 
a  hue.  It  IS  now  washed,  burnished,  washed  anew,  wiped  with  Hnen  cloths,  and 
finally  dried  over  a  gentle  fire. 

1085 


The  following  is  the 
outline  of  a  complete 
gilding  factory,  as  now 
fitted  up  at  Paris  : — 

Figs.  1085,  1086,  front 
elevation  and  plan  of  a 
complete  gilding  work- 
shop. 

p.  Furnace  of  appel,  or 
draught,  serving  at  the 
same  time  to  heat  the 
deadening  pan  (poelon  au 
mat). 

F.  Ash-pit  of  this  fur- 
nace. 

N.  Chimney  of  this 
furnace  constructed  of 
bricks,  as  far  as  the  con- 
traction of  the  great 
chimney,  s.  of  the  forge, 
and  wWch  is  terminated 
by  a  summit  pipe  rising 
2  or  3  yards  above  this 
contraction. 

B.  Forge  for  annealing 
the  pieces  of  bronze  ;  for 
drying  the  gilded  pieces, 
&c. 

c.  Chimney  of  commu- 
nication between  the  an- 
nealing forge  B,  and  the 
space  D  below  the  forge.  This  chimney  serves  to  carry  the  noxious  fumes  into  the 
great  vent  of  the  factory. 

Ti.  Bucket  for  the  brightening  operation. 

A.  Forge  for  passing  the  amalgam  over  the  piece. 
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ft.  Sholf  for  tho  brushing  operations. 
E  E.  Coal  collarets. 

0.  Forge  for  the  deadening  process. 
G.  Fiu'naco  for  tho  same. 

M.  An  opening  into  the  furnace  of  a'p^d,  by  •which  vapours  may  be  let  off  from  any 
operation  by  taking  out  tho  plug  at  m. 

1.  Cask  in  which  the  pieces  of  gilded  brass  are  plunged  for  the  deadening  process. 
The  vapoiu's  rising  thence  are  carried  up  tho  general  chimney. 

J  j.  Casement  Tvith  glass  panes,  which  serves  to  contract  the  opening  of  the  hearths, 
without  obstructing  the  view.  The  casement  may  be  rendered  moveable  to  admit 
larger  objects. 

Hif.  Curtains  of  coarse  cotton  cloth,  forclosing  at  pleasure,  in  whole  or  part,  one  or 
several  of  the  forges  or  hearths,  and  for  quickening  the  current  of  air  in  the  places 
where  the  curtains  are  not  drawn. 

Q.  Opening  above  the  draught  furnace,  which  serves  for  the  heating  of  the  'poelon  au 
mat  (deadening  pan). 

Gilding  on  polished  iron  and  steel, — If  a  nearly  neutral  solution  of  gold  in  muriatic 
acid  be  mixed  with  sulphuric  ether,  and  agitated,  the  ether  will  take  up  the  gold,  and 
float  above  the  denser  acid.  When  tliis  auriferous  ether  is  applied  by  a  hair-pencil  to 
brightly-polished  iron  or  steel,  the  ether  flies  off,  and  the  gold  adheres.  It  must  be 
fixed  by  polishing  with  the  burnisher.  This  gilding  is  not  very  rich  or  durable.  In 
fact  the  affinity  between  gold  and  iron  is  feeble,  compared  witli  that  between  gold  and 
copper  and  silver.  But  polished  iron,  steel,  and  copper,  may  be  gilded  with  heat,  by 
gold-leaf.  They  are  first  heated  till  the  iron  takes  a  bluish  tint,  and  till  tho  coppei?  has 
attained  to  a  like  temperature  ;  a  first  coat  of  gold-leaf  is  now  applied,  which  is  pressed 
gently  down  with  a  burnisher,  and  then  exposed  to  a  gentle  heat.  Several  leaves 
either  single  or  double  are  thus  applied  in  succession,  and  the  last  is  burnished  down 
cold. 

Mr.  Elkington  obtained  a  patent,  in  June  1836,  for  gilding  copper,  brass,  &c.,  by 
means  of  potash  or  soda  combined  with  carbonic  acid,  and  with  a  solution  of  gold. 
Dissolve,  says  he,  5  oz.  troy  of  fine  gold  in  52  oz.  avoirdupois  of  nitro-muriatic  acid  of 
the  following  proportions  :  viz.  21  oz.  of  pure  nitric  acid,  of  spec.  gray.  1-45,  17  oz. 
of  pure  muriatic  acid,  of  spec.  grav.  1-15,  with  14  oz.  of  distilled  water. 

The  gold  being  put  into  the  mixture  of  acids  and  water,  they  are  to  be  heated  in 
a  glass  or  other  convenient  vessel  till  the  gold  is  dissolved ;  and  it  is  usual  to  continue 
the  apphcation  of  heat  after  this  is  effected,  until  a  reddish  or  yeUowish  vapour  ceases 

tiO  3^1  S  0  • 

The  clear  liquid  is  to  be  cai:efully  poured  off  from  any  sediment  which  generally 
appears  and  results  from  a  small  portion  of  silver,  which  is  generally  found  in  alloy 
witli  gold.  Tlio  clear  liquid  is  to  be  placed  in  a  suitable  vessel  of  stone ;  pottery  ware 
IS  preferred.  Add  to  the  solution  of  gold  4  gallons  of  distilled  water,  and  20  pounds 
01  bicarbonate  ofpotash  of  the  best  quality ;  let  the  whole  boil  moderately  for  2  hours, 
the  mixture  will  then  be  ready  for  use. 

The  articles  to  be  gilded  having  been  first  perfectly  cleaned  from  scale  or  grease, 
they  are  to  be  suspended  on  wires,  conveniently  for  a  workman  to  dip  them  in  the 
liquid,  which  IS  kept  boiling.  The  time  required  for  gilding  any  particular  article 
will  depend  on  circumstances,  partly  on  the  quantity  of  gold  remaining  in  the  liquid, 
and  partly  on  the  size  and  weight  of  the  article;  but  a  little  practice  will  readily  give 
sufiicient  guidance  to  the  workman. 

nrH,'F°/"^M?!  ^^^'^""^^^  '^''^'^''^  *°  g^^^^'i  ^J'ass  or  copper  buttons,  or  small 
Sn  i.,^^*?"  gilt  toys,  or  ornaments  of  dress,  such  as  earrings  or  bracelets,  a  consider- 

We  Tn^rlfnf  l''^  ^  '^^^P'"^  ^^"^^^^  P^<^^°f  copper  or  brass 

•mov:>^  f  i      ?i  ^^"^  ^^^?.^}.  c°iitaining  the  boiUng  liquid  above  described,  and 

rr^5n;r  ^^'°g         ^«  generally  obtained  in  from  a  few  seconds 

L  oTtl^  n',,  ^  ^t^li^id  is  ii  the  condition  above  described,  anddepend. 

oLnt^tfof  ?n  tho  gilding  desired  ;  but  if  the  liquid  has  been  used  some  time, 

a  gi?en  effect  l^'i  7^''"^  ^'^^  ^"^^  '^'^  ^'"^^  «^  ^P^^^^^^g  P^-^duca 

worWn  ^^liiii'e'i.      of  which  will  quickly  be  observed  by  the 

knJri;  ^^  J'^-°°lT-'^°.^PP'''^"''^"^°  ^^ticles  from  time  to  time,  he  will 

pSeX^  " ^«  - 

Pil  led  operation  is  completed,  the  workman  perfectly  washes  the  articles  so 
loMnT  '^'^  "^"^  submitted  to  the  usital  pr^ess  of 

paJL^  withihe  ailf''^  y^''"''     ■'''''T^'^  °'  considerable  weight,  com 

bo  grerter.  mentioned,  the  time  required  to  perform  the  process  will 
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In  caso  it  IS  dosirod  to  produce  wliat  is  called  a  dead  appearance,  it  may  bo  per- 
formed by  several  processes :  the  one  usually  employed  is  to  dead  the  articles  in  the 
process  of  cleaning,  as  practised  by  brass  founders  and  otlier  trades  ;  it  is  produced  by 
an  acid,  prepared  for  that  purpose,  sold  by  the  makers  under  the  term  'deadiuL' 
aquaiortis.'  which  is  well  understood. 

It  may  also  bo  produced  by  a  weak  solution  of  nitrate  of  mercury,  applied  to  the 
articles  previous  to  the  gilding  process,  as  is  practised  in  the  process  of  gilding  with 
mercury,  previous  to  spreading  the  amalgam,  but  generally  a  much  weaker  solution  ; 
or  the  articles  having  boon  gilded  may  bo  dipped  in  a  solution  of  nitrate  of  mercurj'l 
and  submitted  to  heat  to  expel  tho  same,  as  is  practised  in  the  usual  process  of 
gilding. 

CoU  gilding. — Sixty  grains  of  fine  gold  and  12  of  rose  copper  are  to  be  dissolved  in 
two  ounces  of  aqua  regia.  When  the  solution  is  completed,  it  is  to  be  dropped  on 
clean  linen  rags,  of  such  bulk  as  to  absorb  all  the  liquid.  They  are  then  dried,  and 
burned  into  ashes.    Those  ashes  contain  tho  gold  in  powder, 

When  a  piece  is  to  bo  gilded,  after  subjecting  it  to  the  preliminary  operations  of 
softening  or  annealing  and  brightening,  it  is  rubbed  with  a  moistened  cork,  dipped  in 
the  above  powder,  till  the  surface  seems  to  be  sufficiently  gilded.  Large  works  arc 
thereafter  burnished  with  pieces  of  hematite,  and  small  ones  with  steel  burnishers, 
along  with  soap  water. 

In  gilding  small  articles,  as  buttons,  with  amalgam,  a  portion  of  this  is  taken  equi- 
valent to  the  work  to  be  done,  and  some  nitrate-of-mercury  solution  is  added  to  it  in 
a  wooden  trough  ;  the  whole  articles  are  now  put  in,  and  well  worked  about  with  a 
hard  brush,  till  their  surfaces  are  equably  coated.  They  are  then  washed,  dried,  and 
put  together  into  an  iron  frying-pan,  and  heated  till  the  mercury  begins  to  fly  off, 
when  they  are  turned  out  into  a  cap,  in  which  they  are  tossed  and  well  stirred  about 
with  a  painter's  brush.  The  operation  must  be  repeated  several  times  for  a  strong 
gilding.  The  surfaces  are  finally  brightened  by  brushing  them  along  with  smaU 
beer  or  ale  grounds. 

For  the  processes  of  gilding  by  electro -chemical  means,  see  ELECTEO-METALLtrECT. 

Gimp,  or  GYIVEP,  a  silk,  woollen,  or  cotton  twist,  with  often  a  metallic  wire, 
but  sometimes  a  coarse  thread  running  through  it ;  it  is  much  used  in  coat-lace 
making. 

GUI',  or  Geneva,  from  Genihre  (juniper),  is  an  ardent  spirit  manufactured  in 
London,  and  other  places,  in  great  quantities,  and  flavoured  generally  with  juniper- 
berries.  It  is  also  made  in  Holland,  and  hence  called  Hollands  gin  in  this  country, 
to  distinguish  it  from  British  gin.  The  materials  employed  in  the  distilleries  of 
Schiedam  are,  two  parts  of  unmalted  rye  from  Kiga,  weighing  about  54  lbs.  per  bushel, 
and  one  part  of  malted  bigg,  weighing  about  37  lbs.  per  bushel.  The  mash-tun, 
which  serves  also  as  the  fermenting  tun,  has  a  capacity  of  nearly  700  gallons,  being 
about  5  feet  in  diameter  at  the  mouth,  rather  narrower  at  the  bottom,  and  4^  feet 
deep ;  the  stirring  apparatus  is  an  oblong  rectangular  iron  grid  made  fast  to  the  end 
of  a  wooden  pole.  About  a  barrel,  =  36  gallons  of  water,  at  a  temperature  of  from 
162°  to  168°  (the  former  heat  being  best  for  the  highly-dried  rye),  are  put  into  the 
mash  tun  for  every  IJ  cwt.  of  meal,  after  which  the  malt  is  introduced  and  stirred, 
and  lastly  the  rye  is  added.  Powerful  agitation  is  given  to  the  magma  till  it  becomes 
quite  uniform  ;  a  process  which  a  vigorous  workman  piques  himself  upon  executing  in 
the  course  of  a  few  minutes.  The  mouth  of  the  tun  is  immediately  covered  over  with 
canvas,  and  further  secured  with  a  close  wooden  lid,  to  confine  the  heat ;  it  is  left  in 
this  state  for  two  hours.  The  contents  being  then  stirred  up  once  more,  the  trans- 
'parent  spent  wash  of  a  preceding  mashing  is  first  added,  and  next  as  much  cold  water 
as  will  reduce  the  temperature  of  the  whole  to  about  85°  F.  The  best  Flanders  yeast, 
which  had  been  brought,  for  the  sake  of  carriage,  to  a  doiighy  consistence  by  pressure, 
is  now  introduced  to  the  amount  of  one  pound  to  every  100  gallons  of  the  mashed 
materials. 

The  gravity  of  the  fresh  wort  is  usually  from  33  to  38  lbs.  per  Dicas  hydrometer; 
and  tho  fermentation  is  carried  on  from  48  to  60  hoiurs,  at  the  end  of  which  time  the 
attenuation  is  from  7  to  4  lbs.,  that  is,  the  specific  gravity  of  the  supernatant  wash  is 

from  1-007  to  1-004.   „    ,       ,  •  «. 

The  distillers  are  induced,  by  the  scarcity  of  beer-barm  in  Holland,  to  skim  ofl  a 
quantity  of  the  yeast  from  the  fermenting  tuns,  and  to  sell  it  to  tho  bakers,  whereby 
they  obstruct  materially  the  production  of  spirit,  though  they  probably  improve 
its  quality,  by  preventing  its  impregnation  with  yeasty  particles ;  an  unpleasant 
result  wliich  seldom  fails  to  take  place  in  tho  whisky  distilleries  of  the  United 

Kingdom.  ■  .      i        •  • 

.  On  tho  third  day  after  the  fermenting  tun  is  set,  tho  wash  containing  the  grams  is 
transferred  to  the  still,  and  converted  into  low  wines.    To  every  100  gallons  of  tins 
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liquor,  Wo  pounds  of  juniper-berries,  from  3  to  6  years  old,  being  added,  along  with 
about  one  quarter  of  a  pound  of  salt,  the  whole  are  put  into  the  low  wine  still,  and  the 
fine  Hollands  spirit  is  drawn  off  by  a  gentle  and  well-regnlatod  heat,  till  the  magma 
becomes  exhausted ;  the  first  and  the  last  products  being  mixed  together ;  whereby  a 
spirit,  2  to  3  per  cent,  above  om*  hydrometer  proof,  is  obtained,  possessing  the  peculiar 
fine  aroma  of  gin.  The  quantity  of  spirit  varies  from  18  to  21  gallons  per  quarter  of 
grain ;  this  large  product  being'  partly  due  to  the  employment  of  the  spent  wash  of  the 
preceding  fermentation ;  an  addition  which  contributes  at  the  same  time  to  improve 
the  flavour. 

London  gin  is,  as  we  have  stated,  a  corn  spirit,  which  is,  however,  rendered  sweet 
and  cordial-like,  by  the  use  of  several  injurious  substances.  Plymouth  gin,  as  manu- 
factured by  Coates  and  Co.  of  Plymouth,  is  a  far  purer  spirit.  The  rectifiers  employ 
a  pure  grain  spirit,  and  flavour  with  the  wash  of  the  whisky  distilleries.  When  wash 
is  distilled,  the  fluid  that  comes  over  is  called  singlings,  or  low  wines.  It  is  concen- 
trated or  doubled  by  a  second  distillation,  and  becomes  raw  com  spirit ;  this  is  sold 
to  the  rectifier  at  11  or  25  per  cent,  over  proof. 

Mr.  Brande  has  ^iven  the  following  table  of  the  quantities  of  alcohol  (sp.  gr.  at 
60°  F.,  0'825)  contained  in  different  ardent  spirits  : — 

Proportion  of  Alcohol  in  ardent  Spirits. 

In  100  parts 

Brandy  55-39  by  measure 


Eum 
Gin 

Whisky,  Scotch 
Do.    Irish . 


63-68 
61-60 
54-32 
53-20 


GIxrCER.  Zingiber  officinale.  This  species  is  herbaceous,  with  a  creeping  or 
tuberous  rhizome.  The  flowers  are  irregular,  and  disposed  in  form  of  a  dense  spike 
or  raceme.  The  Zingiberacece  are  natives  of  all  parts  of  the  intertropical  zone  :  the 
common  ginger  is  originally  indigenous  to  the  East  Indies,  but  it  is  now  cultivated 
in  ahnost  all  warm  parts  of  the  globe.  The  rhizome  or  rootstock  is  the  ginger  of 
commerce.  It  is  imported  in  large  quantities  from  the  East  and  West  Indies  and 
Africa. 


Places 

1868 

1869 

1870 

■  1871 

Imports 

Value 

Imports 

Value 

Imports 

Value 

Imports 

Value 

Imports 

Value 

From 
West  Coast  of 

cwts. 

£ 

cwta. 

£ 

cwts. 

£ 

cwts. 

£ 

cwts. 

£ 

Africa 

1,805 

0,617 

Sierra  Leono 
British  India  : 

0,970 

13,386 

0,556 

11,380 

6,855 

8,999 

3,948 

5,640 

Bombay  and 

Scinde  . 
Madras 

Bengal  and  Pegu 
British  West  India 

2,189 
7,340 
4,227 

5,192 
17,668 
5,743 

2,246 
2,437 
7,152 

5,597 
4,691 
9,729 

2,691 
6,770 
5,862 

6,613 
14,481 
7,553 

2,014 
9,822 
1,178 

4,812 
21,896 
1,491 

Islands 
Other  parts . 

24,813 
1,700 

53,618 
3,232 

11,594 
1,540 

26,341 
3,244 

8,211 
3,475 

16,585 
7,742 

8,542 
5,219 

^3,547 
13,598 

Total  . 

62,104 

101,466 

34,535 

59,082 

33,854 

60,973 

32,723 

70,884 

31,004 

71,681 

f.i?^^**^*  aBBR.  A  fermented  drink  containing  an  infusion  of  eiucer  TIih 
foUomng  IB  a  good  and  useful  fom  for  its  manufacture :_  ' 

Barbadoes  ginger  root . 
Tartaric  acid 
White  sugar 
Gum  arable 
Essence  of  lemon 
Water 


12  ounces. 
3  ounces. 
8  pounds. 

8  ounces. 
2  drachms. 

9  gallons. 


the^^artSf'        ^T""^"^'    ^°  ^°  for  anhour ;  then,  the  liquor  beino-  stminprl 
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Ginger-boor  powders  are  thus  prepared  :— 

White  sugar  6  ounces. 


Tartaric  acid  . 
Carbonate  of  soda  . 
Powdered  Jamaica  ginger 
Essence  of  lemon  . 


li  ounce. 

ounce. 
2  drachms, 
10  drops. 


All  the  materials  are  to  bo  carefully  dried,  and  mixed  while  yet  warm,  in  a  warm 
mortar,  and  immediately  bottled. 

If  the  acid  and  the  carbonate  of  soda  are  kept  separate,  these  precautions  are  not 
necessary, 

GXUNTNG  is  the  name  of  the  operation  by  which  the  filaments  of  cotton  are 
separated  from  the  seeds.    See  Cotton  Manttfacttfre. 

GIXTSENG.  The  root  of  the  Panax  Schinseng,  a  plant  belonging  to  the  Araliacem, 
or  ivy-order.  This  is  highly  esteemed  as  a  medicine  by  the  Chinese,  who  are  said  to 
value  it  at  its  weight  in  gold.  The  American  Ginseng  is  the  root  of  a  closely-related 
plant  P.  quinquefolium. 

GXRASOXi.    The  name  given  by  the  French  to  fire-opal.    See  Opai. 

GIiiLIRE.  The  white-of-egg.  This  consists,  according  to  Gmelin,  of  albumen  12-0, 
mucus  2'7,  salts  0'3,  water  85'0.  Glaire  or  albumen  (ovalbimen),  is  distinguished  from 
the  albumen  of  the  serum  of  the  blood  {seralbumen),  by  its  being  coagulated  by  ether. 
Glaire  is  used  by  bookbinders  in  finishing  the  backs  of  books,  and  for  a  few  other 
purposes  in  the  arts.    See  Albtjmen. 

G-IiAUCE.  Any  minerals-  exliibiting  a  brilliant  lustre  especially  of  a  metallic 
character  were  so  called,  the  term  signifying  splendour.  Lead-glance,  iron-glance,  and 
the  like  are  examples. 

GJmA.NC'S-COA.'Im,  a  name  given  to  anthracite,  of  which  there  are  two  varieties, 
the  slati/  and  the  couchoidal.    See  Anthbacite  and  Coal. 

G-X.AM-CE-COBAX.T.    See  Cobalt. 

GIiASS-CS-COPPER.    See  Coffer. 

GKASERIT&.   Native  sulphate  of  potash,  from  Vesuvius. 

GIiASS  (  Ferre,  Fr. ;  Glas,  Ger.)  is  a  transparent  solid  formed  by  the  fusion  of 
siliceous  and  alkaline  matter.  It  was  known  to  the  Phoenicians,  and  constituted  for 
a  long  time  an  exclusive  manufacture  of  that  people,  in  consequence  of  its  ingredi- 
ents— natron,  sand,  and  fuel — abounding  upon  their  coasts.  It  is  certain  that  the 
ancient  Egyptians  were  acquainted  with  glass,  for,  although  we  find  no  mention  of  it 
in  the  writings  of  Moses,  we  discover  glass  ornaments  in  tombs  which  are  as  old  as 
the  days  of  Moses.  According  to  Pliny  and  Strabo,  the  glass  works  of  Sidon  and 
Alexandria  were  famous  in  their  times,  and  produced  beautiful  articles,  which  were 
cut,  engraved,  gilt,  and  stained  of  the  most  brilliant  colours,  in  imitation  of  precious 
stones.  The  Eomans  employed  glass  for  various  purposes;  and  have  left  speci- 
mens in  Herculaneum  of  window-glass,  which  must  have  been  blown  by  methods 
analogous  to  the  modern.  The  Phoenician  processes  seemed  to  have  been  learned  by 
the  Crusaders,  and  transferred  to  Venice  in  the  13th  century,  where  they  were  long 
held  secret,  and  formed  a  lucrative  commercial  monopoly.  Soon  after  the  middle 
of  the  seventeenth  century  Colbert  enriched  France  with  the  blown  mirror-glass 

manufacture.  .  .      ,  , 

Chance  may  have  had  a  share  in  the  invention  of  this  cunous  fabrication,  but  there 
were  circumstances  in  the  most  ancient  arts  likely  to  lead  to  it ;  such  as  the  fusing 
and  vitrifying  heats  required  for  the  formation  of  pottery,  and  for  the  extraction  of 
metals  from  their  ores.  Pliny  ascribes  the  origin  of  glass  to  the  following  accident  :— 
A  merchant-ship  laden  with  natron  being  driven  upon  the  coast  at  the  mouth  of  the 
river  Belus,  in  tempestuous  weather,  the  crew  were  compelled  to  cook  their  victuals 
ashore,  and  having  placed  lumps  of  the  natron  upon  the  sand,  as  supports  to  the 
ke  ties,  found  to  their  surprise  masses  of  transparent  stone  among  the  cinders.  iHe 
sand  of  this  small  stream  of  Galilee,  which  runs  from  the  foot  of  Mount  Carmel,  waj 
in  consequence  supposed  to  possess  a  peculiar  virtue  for  making  glass,  and  continued 
for  ages  to  be  sought  after  and  exported  to  distant  countries  for  this  purpose.^  I  here 
exists  good  evidence  that  the  manufacture  of  glass  and  of  vitreous  glazes  is  mucJi 
older  than  the  time  ascribed  by  Pliny.  ,   .   „  ,      j     -i  „ 

Aericola,  the  oldest  author  who  has  written  technically  upon  glass,  descnbes  fur- 
naces and  processes  closely  resembling  those  employee  at  the  ^^J-^^^^ 
Kurickel,  Henckel,  Pott,  Achard,  and  some  other  chemists,  have  since  then  compos^^^ 
treatises  upon  the  subject;  but  Neri,  Bosc,  Ant,c,_  Loysel,  and  AUut,  in  the  Encf/- 
clopcdie  Mcthodique,  are  the  best  of  the  older  authorities. 
The  Venetians  were  the  first  in  modern  times  who  attained  to  any  degree  of  ex- 


GLASS 


645 


cellence  in  the  art  of  working  glass  ;  bnt  the  French  becamo  eventually  so  zealous  of 
fnVnIW  thorn  mrticularly  in  the  construction  of  mirrors,  that  a  decree  was  issued  by 
r«  ionft  of  Sance^  d^^^^^^^^  not  only  that  the  manufacture  of  glass  should  not  dero- 
e^ite  from  the  di-nity  of  a  nobleman,  but  that  nobles  alone  should  be  masters  of  glass- 
works Within%he  last  fifty  years.  Great  Britain  has  made  rapid  advances  in  this 
important  art,  and  at  the  present  day  her  pre-eminence  in  some  departments  hardly 

"^"^The^  ^udcw-glass  manufacture  was  first  begun  in  England  in  1557,  in  Crutched 
Friars  London :  and  fine  articles  of  flint-glass  were  soon  afterwards  made  in  the 
Savoy  House,  Strand.  In  1635  the  art  received  a  great  improvement  from  SirKobert 
Mansell,  by  the  use  of  coal-fuel  instead  of  wood.  The  first  sheets  of  blown  glass  for 
lookino-.'glasses  and  coach-windows  were  made  in  1673  at  Lambeth,  by  Venetian 
artisans  employed  under  the  patronage  of  the  Duke  of  Buckingham. 

The  casting  of  mirror-plates  was  commenced  in  France  about  the  year  1688, 
by  Abraham  Thdvart :  an  invention  which  gave  rise  soon  afterwards  to  the  establish- 
ment of  the  celebrated  works  of  St.  Gobain,  which  continued  for  nearly  a  century 
the  sole  place  where  this  highly-prized  object  of  luxury  was  well  made.  In  cheap- 
ness, if  not  in  excellence,  the  French  mirror-plate  has  been  for  some  time  rivalled  by 
the  English. 

The  analyses  of  modern  chemists,  which  will  be  detailed  in  the  course  of  this 
article,  and  the  light  thrown  upon  the  manufacture  of  glass  in  general  by  the  accu- 
rate means  now  possessed  of  purifying  its  several  ingredients,  would  have  brought 
the  art  long  since  to  the  highest  state  of  perfection  in  this  country,  but  for  the  long- 
continued  vexatious  interference  and  obstructions  of  our  Excise  laws  now  happily  at  an 
end. 

The  researches  of  Berzelius  having  removed  all  doubts  concerning  the  acid  character 
of  silica,  the  general  composition  of  glass  presents  now  no  difficulty  of  conception. 
This  substance  consists  of  one  or  more  salts,  which  are  silicates  with  bases  of  potash, 
soda,  lime,  oxide  of  iron,  alumina,  or  oxide  of  lead ;  in  any  of  wliich  compounds  we 
can  substitute  one  of  these  bases  for  another,  provided  that  one  alkaline  base  be  left. 
Silica  in  its  turn  may  be  replaced  by  boracic  acid,  without  causing  the  glass  to  lose 
its  principal  characters. 

Under  the  title  '  glass  '  are  therefore  comprehended  various  substances  fusible  at  a 
high  temperature,  solid  at  ordinary  temperatures,  brilliant,  generally  more  or  less 
transparent,  and  always  brittle.  The  following  chemical  distribution  of  glasses  has 
been  proposed : — 

1.  Soluble  glass;  a  simple  silicate  of  potash  or  soda  ;  or  of  both  these  alkalis. 

2.  Crown-glass ;  silicate  of  potash  and  lime. 

3.  Bottle-glass  ;  silicate  of  soda,  lime,  alumina,  and  iron. 

4.  Common  window-glass ;  silicate  of  soda  and  lime  ;  sometimes  also  of  potash. 
6.  Plate-glass  ;  silica,  soda  or  potash,  lime,  and  alumina. 

6.  Ordinary  crystal-glass  ;  silicate  of  potash  and  lead. 

7.  Flint-glass ;  silicate  of  potash  and  lead  ;  richer  in  lead  than  the  preceding. 

8.  Strass ;  silicate  of  potash  and  lead ;  still  richer  in  lead. 

9.  Enamel ;  silicate  and  stannate  or  antimonate  of  potash  or  soda,  and  lead. 

The  following  analyses  of  these  varieties  of  glass  will  place  their  composition  more 
completely  before  the  reader ; — 


Silica 

Potash  or 
soda 

Lime 

Oxide  of 
lead 

Alumina 

Water 

1.  Soluble  glass  . 

62 

26 

0 

0 

0 

12 

2.  Crown-glass  . 

63 

22 

12 

0 

3 

0 

3.  Bottle-glass  . 

54 

5 

20 

6  ox.  iron 

0 

0 

4.  Window-glass. 

69 

11  soda 

13 

0 

7 

0 

5.  Plate-glass 

72 

17  soda 

6 

2  ox.  iron 

2 

0 

6.  Crystal  . 

61 

6 

0 

33 

0 

0 

7.  Flint-glass 

45 

12 

0 

43 

0 

0 

8.  Strasa  . 

38 

8 

0 

53 

1 

0 

9.  Enamel  . 

31 

8 

0 

50 

10  ox.  tin 

0 

046 
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SiUca 

Potnflh 

Limo 

Alumina 

 '  ■ 

Boda 

Boliomiun  glass  .      .      .  ^ 

7G-0 

irro 

80 

 _ 

1-0 

0 

„       opal-glass  . 

80-0 

17  6 

•7 

•8 

0 

„  mirror-glass 

67-7 

21-0 

9-9 

1-4 

0 

, ,       hard  glass  ( as  analysed 

by  Mr.  Rowney)  . 

73-0 

11'5 

10-5 

2-0 

3 

In  the  folio-wing  table  are  also  given  the  analyses  of  a  certain  number  of  Bohemian 
glasses,  -which  -will  indicate  their  comiDOsition  -with  precision,  and  show  how  uncertain 
their  composition  is  : — 


No.  1. 

No.  2. 

No.  8. 

No.  i. 

No.  6. 

No.  6. 

No.  7. 

No.  8. 

Silica 

71-6 

71-7 

69-4 

62-8 

75-9 

78-85 

70- 

67- 

Potash 

11-0 

12-7 

11-8 

22-1 

5-5 

20- 

25- 

Soda .... 

2-3 

17'5 

1205 

Lime 

10-" 

10-3 

*9'2 

12-5 

3-8 

6-6 

4- 

12-5 

Magnesia  . 

2-3 

Alumina  . 

2-2 

0-4 

9-6 

2-6 

2-8 

3-5 

5- 

3- 

Oxide  of  iron 

3-9 

0-3 

0-6 

1-3 

Oxide  of  manganese  . 

0-2 

0-2 

0-4 

0-4 

101-2 

98-1 

100- 

100- 

100- 

100-5 

100- 

99-2 

No.  1.  Bohemian  glass  from  Neufeld  (M.  Grus). 

No.  2.  A  fine  table  glass  from  Neuwelt  (M.  Berthier) ;  it  is  exceedingly  beautiful, 
and  is  prepared,  according  to  M.  Perdonnet,  -with  a  mixture  of  100  quartz,  50  caustic 
lime,  75  carbonate  of  potash,  and  a  very  small  quantity  of  nitre,  arsenious  acid,  and 
oxide  of  manganese. 

No.  3.  Old  Bohemian  glass  (M.  Dumas). 

No.  4.  Crown-glass  of  German  manufacture  (M.  Dumas). 

No.  5.  Glass  for  mirrors  (M.  Dumas). 

No.  6.  Another  glass  for  mirrors  (M.  Dumas). 

No.  7.  White  table  glass,  from  Siberberg  near  Gratzen. 

No.  8.  Mirror-glass  from  New-Hurkenthal,  for  the  manufacture  of  cast  mirrors. 


Peligot  gives  the  analysis  of  Venetian  aventurine  as  follows : — 


Silica 
Potash 
Lime 
Soda 


67-7 
5-5 
8-9 
71 


Oxide  of  Tin  . 
Oxide  of  Lead  . 
Metallic  Copper  . 
Oxide  of  Iron 


.  2-3 
.  1-1 
.  3-9 
.  3-5 

See  Atentueine. 


The  following  analyses  of  different  varieties  of  Continental  glass  are  instructive : — 


Silica  . 
Potash 
Soda  . 
Lime  . 
Alumina 
Magnesia 
Oxide  of  iron 

,,  manganese 

„  lead 
Baryta       .  . 


No.l. 

No.  2. 

No.  3. 

No.  4. 

No.  6. 

No.  G. 

71-7 

69-2 

62-8 

60-4 

53-55 

42-5 

12-7 

15-8 

22-1 

3-2 

.  5-48 

11-7 

2-5 

3-0 

S,  pot. 

10-3 

7-6 

12-5  ■ 

20-7 

-  29-22 

0-5  . 

0-4 

1-2 

10-4 

6-01 

1-8 

2-0 

}■■{ 

0-6 

0-'3 

0-5 

3-8 

.  5-74 

0-2 

0-9 

43-5 

No.  1.  is  a  very  beautiful  white  wine-glass  of  Neuwelt  in  Bohemia. 
No.  2.  Glass  tubes,  much  more  fusible  than  common  wine-glasses. 
No.  3.  Crown-glass  of  Bohemia.  . 
No.  4.  Flask-glass  of  St.  Etienne,  for  which  some  heavy  spar  is  used. 
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No,  5.  Glass  of  Sevres. 

Llo%ptlZfoftncS'gl.».,  aualyed  by  Eichari  VbWps.  have  the  foUowing 
compoBition :— ' 


SlUca 

Alumina 

Oxide  of 
iron 

Manganese 

Lime 

Magnesia 

Soda 

Eoman  vase 

„     flatted  glass  . 
„     lacbryniatory  . 

70-  58 

71-  95 
71-45 

1-  80 
trace 

2-  15 

0-  53 
3-45 

1-  02 

0-48 
0-57 
-17 

8-00 

7-  33 

8-  14 

trace 

0-60 

trace 

18-86 

15-  30 

16-  62 

Thus  we  see  that  these  ancient  glasses  were. all  soda-glasses.  ^  ..^ 

Devitrijicaiion.—The  glasses  which  contain  several  bases  are  liable  to  suffer  different 
changes  when  they  are  melted  or  cooled  slowly.  The  silica  is  divided  among  these 
bases,  forming  new  compounds  in  definite  proportions,  which,  by  crystallising  separate 
from  each  other,  so  that  the  general  mixture  of  the  ingredients  which  constitute  the 
glass  is  destroyed.  It  becomes  then  very  hard,  fibrous,  opaque,  much  less  ftisible, 
a  better  conductor  of  electricity  and  of  heat,  forming  what  E^aumur  styled  devitnfied 
glass ;  and  what  is  called  after  him  '  Eeaumur's  porcelain.' 

This  altered  glass  can  always  be  produced  in  a  more  or  less  perfect  state,  by 
melting  the  glass  and  allowing  it  to  cool  very  slowly ;  or  merely  by  heating  it  to  the 
softening  pitch,  and  keeping  it  at  that  heat  for  some  time.  The  process  succeeds 
best  with  the  most  complex  vitreous  compounds,  such  as  bottle-glass ;  next  with 
ordinary  window-glass ;  and,  lastly,  with  glass  of  potash  and  lead. 

This  property  ought  to  be  kept  constantly  in  view  in  manufacturing  glass.  It 
shows  why  in  making  bottles  we  should  fashion  them  as  quickly  as  possible  ivith  the 
aid  of  a  mould,  and  re-heat  them  as  seldom  as  may  be  absolutely  necessary.  If  glass 
is  often  heated  and  cooled,  it  loses  its  ductility,  becomes  refractory,  and  exhibits  a 
multitude  of  stony  granulations  throughout  its  substance.  _  When  coarse  glass  is 
worked  at  the  enameller's  lamp,  it  is  apt  to  change  its  nature  in  the  same  way,  if  the 
workman  be  not  quick  and  expert  at  his  business. 

Fusibility,  Cooling,  Annealing. — All  glass  is  more  or  less  fusible;  when  it  is 
softened  by  the  action  of  heat,  it  may  be  worked  with  the  greatest  ease,  and  may  bo 
drawn  out  into  threads  as  fine  as  those  of  the  cocoon  of  the  silkworm.  Glass,  when 
it  is  submitted  to  rapid  cooling,  becomes  very  fragile,  and  presents  several  very 
remarkable  phenomena,  among  which,  as  an  example.  Prince  Eupert's  drops  may 
be  instanced,  Glass  supports  variations  of  temperature  better  in  proportion  as  it 
has  been  more  slowly  cooled  ;  thus,  when  it  has  been  slightly  annealed,  or  not  at  all, 
its  fragility  may  be  considerably  diminished  by  annealing  it  in  water,  or  bettor,  in 
boiling  oil. 

Action  of  Atmospheric  and  Chemical  Agents. — The  harder  and  more  infusible  a  glass 
is,  the  less  it  is  alterable  by  the  action  of  atmospheric  and  chemical  agents,  with  the 
exception  of  hydrofluoric  acid.  Glass  which  is  too  alkaline  attracts  gradually  the 
moisture  of  the  air,  and  loses  its  lustre  and  polish.  Many  glasses  are  perceptibly 
attacked  by  a  prolonged  boiling  with  water,  and  a  fortiori  by  acid  and  alkaline  solu- 
tions ;  thus,  the  bottle-glass  is  frequently  attacked  by  the  tartar  which  is  found  in  the 
wine.  According  to  Guyton-Morveau,  all  glass  which  is  attacked  by  prolonged 
boiling  with  concentrated  solutions  of  alum,  common  salt,  sulphuric  acid,  or  potassa, 
is  of  bad  quality. 

From  these  facts  we  perceive  the  importance  of  making  a  careful  choice  of  the  glass 
intended  to  be  worked  in  considerable  masses,  such  as  the  large  object-glasses  of  tele- 
scopes ;  as  their  annealing  requires  a  very  slow  process  of  refrigeration,  which  is  apt 
to  cause  devitrifled  specks  and  clouds.  Por  such  purposes,  therefore,  no  other  species 
of  glass  is  well  adapted,  except  that  with  bases  of  potash  and  lead ;  or  that  with  bases 
of  potash  and  lime.  These  two  form  the  best  flint-glass  and  crown-glass ;  and  they 
should  be  exclusively  employed  for  the  construction  of  the  object-glasses  of  achromatic 
telescopes. 

_  Glass,itwillbe  apparent  from  the  analyses  given(pp.  645,646),  maybe  defined.in  tech- 
nical phraseology,  to  be  a  transparent  homogeneous  compound  formed  by  the  fusion  of 
silica  with  oxides  of  the  alkaline,  earthy,  or  common  metals.  It  is  usually  colourless, 
and  then  resembles  rock-crystal,  but  is  occasionally  stained  by  accident  or  design  with 
coloured^  metallic  oxides.  At  common  temperatures  it  is  hard  and  brittle,  in  thick 
pieces  ;  in  thin  plates  or  threads,  flexible  and  elastic ;  sonorous  when  struck ;  fracture 
conchoidal,  and  of  that  peculiar  lustre  called  vitreous :  at  a  red  heat,  becoming  soft, 
ductile  and  plastic.   Other  bodies  are  capable  of  entering  into  vitreous  fusion,  as 
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phosphoric  acul,  boracic  noid,  arsenic  acid,  as  also  certain  metallic  oxides,  as  of 

load  and  antimony,  and  sovoral  clilorldcs  ;  some  of  whii'h  are  donominatod  glasses. 

Sihca,  formerly  styled  the  earth  of  flints,  which  constitutes  the  basis  of  all  com- 
mercial glass,  is  infusible  by  itself  in  tlie  strongest  fire  of  our  furnaces ;  but  ita 
vitreous  fusion  is  easily  effected  by  a  competent  addition  of  potash  or  soda,  either 
nlono  or  mixed  with  lime  or  litharge.  The  silica,  which  may  bo  regarded  as  be- 
longing to  the  class  of  acids,  combines  at  tho  heat  of  fusion  with  these  bases,  to  form 
saline  compounds;  and  hence  glass  may  bo  viewed  as  a  silicate  of  certain  oxides, 
in  which  tlie  acid  and  tho  bases  exist  in  equivalent  proportions.  Were  these  pro- 
portions, or  tho  quantities  of  the  bases  whicli  silica  requires  for  its  saturation  at 
the  melting  point,  exactly  ascertained,  wo  might  readily  determine  beforehand  the 
best  proportions  of  materials  for  the  glass-manufacture.  But  as  this  is  far  from 
being  the  case,  and  as  it  is,  moreover,  not  improbable  that  the  capacity  of  satura- 
tion of  the  silica  varies  with  the  temperature,  and  that  tho  properties  of  glass  also 
vary  with  the  bases,  we  must  in  the  present  state  of  our  knowledge,  regulate  tho 
proportions  rather  by  practice  than  by  theory,  though  the  latter  may  throw  an  in- 
direct light  upon  the  subject.  For  example,  a  good  colourless  glass  has  been  found 
by  analysis  to  consist  of  72  parts  of  silica,  13  parts  of  potash,  and  10  parts  of  lime,  in 
95  parts.  If  we  reduce  these  numbers  to  the  equivalent  ratios,  we  shall  have  the 
following  results,  taking  the  atomic  weights  as  given  by  Berzelius  : — 

1  atom  potash  =  590 

.    1  lime  356 

3  silica  1,722 

.2  silica  1,155 

3,823  9600 

This  glass  would  therefore  have  been  properly  better  compounded  with  the  just 
atomic  proportions,  to  which  it  nearly  approaches,  viz.  71"49  silica,  14-67  potash,  and 
8  •84  lime,  instead  of  those  given  above  as  its  actual  constituents. 

The  proportions  in  which  silica  unites  with  the  alkaline  and  other  oxides  are 
modified  by  the  temperature  as  above  stated ;  the  lower  the  heat,  the  less  silica  will 
enter  into  the  glass,  and  the  more  of  the  base  will  in  general  be  required.  If  a  glass 
which  contains  an  excess  of  alkali  bo  exposed  to  a  much  higher  temperature  than  that 
of  its  formation,  a  portion  of  the  base  will  be  sot  free  to  act  upon  the  materials  of  the 
earthen  pot,  or  to  be  dissipated  in  fumes,  until  such  a  silicate  remains  as  to  constitute 
a  permanent  glass  corresponding  to  that  temperature.  Hence  the  same  mixture  of 
vitrifiable  materials  will  yield  very  different  results,  according  to  the  heats  in  which 
it  is  fused  and  worked  in  the  glass-house ;  and  therefore  the  composition  should 
always  be  referrible  to  '  the  going '  of  the  furnace.  When  a  species  of  glass,  which  at 
a  high  temperature  formed  a  transparent  combination  with  a  considerable  quantity  of 
lime,  is  kept  for  some  time  in  fusion  at  a  lower  temperature,  a  portion  of  the  lime 
unites  with  tho  silica  into  another  combination  of  a  semi-Antreous  or  even  of  a  stony 
aspect,  so  as  to  spoil  the  transparency  of  tho  glass  altogether.  There  is  probably  a 
supersilicate  and  a  subsilicate  formed  in  such  cases ;  the  latter  being  much  the  more 
fusible  of  the  two  compounds.  The  K^aumur's  porcelain  already  mentioned,  is  an 
example  of  this  species  of  vitreous  change  in  which  new  affinities  are  exercised  at  a 
lower  temperature.  An  excess  of  silica,  caused  by  the  volatilisation  of  alkaline 
matter  with  too  strong  firing,  will  bring  on  similar  appearances. 

The  specific  gravity  of  glass  varies  from  2-8  to  3 -6.  That  of  least  specific  gravity 
consists  of  merely  silica  and  potash  fused  together ;  that  with  lime  is  somewhat  denser, 
and  with  oxide  of  lead  denser  still.  Plate-glass  made  from  silica,  soda,  and  lime,  has 
a  specific  variety  which  varies  from  2-3  to  3-6;  crystal  or  flint-glass  containing  lead 
from  3-0  to  3-6. 

The  density  of  several  glasses  without  lead  is  as  follows : — 

Old  Bohemian  glass  (Dumas)   2'396 

Bohemian  bottlo-glass   3"782 

Do.     window-glass   2' 642 

Fine  glass,  called  Bohemian  crystal    ....  2-892 

Mirror-glass  of  Cherbourg  (Dumas)   ....  2-506 

Do.   St.  Gobain   2-488 

Do.  Newhaus,  1812  (Scholz)   2-551 

Do.        do.      1830    2-653 

The  power  of  glass  to  resist  tho  action  of  water,  alkalis,  acids,  air,  and  light  is  in 
general  tho  greater  the  higher  the  temperature  employed  in  its  mauufacturo,  tho  smaller 
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the  proportion  of  its  fluxes,  and  the  more  exact  tho  equivalent  ratios  of  its  constituents. 

When  glass  contains  too  much  alkali,  it  is  partially  soluble  in  water.  Most  crystal- 
glass  is  affected  by  having  water  boiled  in  it  for  a  considerable  time ;  but  crown-glass 
being  poorer  in  alkali,  and  containing  no  lead,  resists  that  action  much  longer,  and  is 
therefore  better  adapted  to  chemical  operations.  In  general,  also,  potash-glass  is  more 
apt  to  become  damp  than  soda-glass,  agreeably  to  the  respective  hygrometric  properties 
of  these  two  alkalis,  and  also  to  the  smaller  proportion  of  soda  than  of  potash  requi- 
site to  form  glass. 

Air  and  light  operate  upon  glass  probably  by  their  oxidising  property.  Bluish  oi 
greenish  coloured  glasses  become  by  exposure  colourless,  in  consequence  undoubtedly 
of  the  peroxidation  of  the  iron,  to  whose  protoxide  they  owe  their  tint ;  other  glasses 
become  purple-red  from  the  peroxidation  of  the  manganese.  The  glasses  which 
contixin  lead  suffer  another  kind  of  change  in  the  air,  if  sulphuretted  hydrogen  be 
present ;  the  oxide  of  lead  is  converted  into  a  sulphuret,  with  the  effect  of  rendering 
the  surface  of  the  glass  opaque  and  iridescent.  The  more  lead  is  in  the  glass,  the 
quicker  does  this  iridescence  supervene.  By  boiling  concentrated  sulphuric  acid  in  a 
glass  vessel,  or  upon  glass,  we  can  ascertain  its  power  of  resisting  ordinary  menstrua. 
Good  glass  will  remain  smooth  and  transparent ;  bad  glass  will  become  rough  and 
dim.  The  conditions  of  decomposition,  as  it  occurs  in  glass  of  great  age,  have  not 
been  satisfactorily  explained ;  the  glass  of  the  Koman  tombs  decomposes  from  the 
sm-faee,  exfoliating  in  a  remarkable  manner,  film  after  film,  of  a  pearly  and  beauti- 
fully iridescent  character,  falling  off  one  after  the  other.  The  same  kind  of  change 
is  seen  on  the  windows  of  our  ancient  churches. 

The  brittleness  of  unannealed  glass  by  change  of  temperature  is  sometimes  very 
great.  This  defect  may  be  corrected  by  slowly  heating  the  vessel  in  salt-water  or  oil 
to  the  higliest  pitch  consistent  with  the  nature  of  these  liquids,  and  letting  it  cool  very 
slowly.  Within  the  limits  of  that  range  of  heat  it  will,  in  consequence  of  this  treat- 
ment, bear  alternations  of  temperature  without  cracking. 

It  has  been  said  that  glass  made  from  silica  and  alkalis  alone  will  not  resist  the 
action  of  water,  but  that  the  addition  of  a  little  lime  is  necessary  for  this  effect.  In 
general  100  parts  of  quartzose  sand  require  33  parts  of  dry  carbonate  of  soda  for  their 
vitrification,  and  45  parts  of  dry  carbonate  of  potash.  But  to  make  unchangeable 
alkaline  glass,  especially  with  potash,  a  smaller  quantity  of  this  than  the  above  should 
be  used  M'ith  a  very  inolent  heat.  A  small  proportion  of  lime  increases  the  density, 
hardness,  and  lustre  of  glass ;  and  it  aids  in  decomposing  the  alkaline  sulphates  and 
muriates  always  present  in  the  pearlash  of  commerce.  From  7  to  20  parts  of  dry- 
slaked  lime  have  been  added  for  100  of  silica,  with  advantage,  it  is  said,  in  some 
German  glass-manufactories,  where  the  alkaline  matter  is  soda  ;  for  potash  does  not 
assimilate  well  with  the  calcareous  earth. 

In  many  glass  works  on  the  Continent,  sulphate  of  soda  is  the  form  under  which 
alkaline  matter  is  introduced  into  glass.  This  salt  requires  the  addition  of  8  per  cent, 
of  cliarcoal  to  decompose  and  dissipate  its  acid  :  a  result  which  takes  place  at  a  high 
heat,  without  the  addition  of  any  lime.  88  lbs.  of  quartz-sand,  44  lbs.  of  dry  Glauber 
salt  and  3  lbs.  of  charcoal,  properly  mixed  and  fused,  afford  a  limpid,  fluid,  and 
workable  glass ;  with  the  addition  of  17  lbs.  of  lime,  these  materials  fuse  more  readily 
into  a  plastic  mass.    If  less  carbon  be  added,  the  fusion  becomes  more  tedious. 

By  a  proper  addition  of  galena  (the  native  sulphide  of  lead)  to  Glauber  salt  and 
quartz-sand,  without  charcoal,  it  is  said  a  tolerably  good  crystal-glass  may  bo  formed. 
Iho  sulphuric  acid  of  the  salt  is  probably  converted  by  the  reaction  of  the  sulphuret 
ot  lead  into  sulphurous-acid  gas,  which  is  disengaged. 

One  atom  of  sulphide  of  lead  =  1495-67,  is  requisite  to  decompose  3  atoms  of 
sulphate  of  soda  =  2676.  It  is  stated,  on  good  authority,  that  a  good  colourless 
fomula'^L    obtained  by  using  Glauber  salt  without  charcoal,  as  by  the  following 

Quartz-sand  .       .    j  qq  ibg,    |     Lime    ....    20  lbs. 

Lalcincd  Glauber  salt.    .     20  „      |     Gullet  of  soda-glass      .    12  „ 

The  mclting-heat  must  be  continued  for  26*  hours.  A  small  quantity  of  the  sand 
IS  reserved  to  be  thrown  in  towards  the  conclusion  of  the  process,  in  order  to  facilitate 
tne  expulsion  of  air-bubbles.  The  above  mixture  will  bear  to  bo  blanched  by  tha 
^ff  nf  iV  ™^'^g^"'5«e  find  arsenic.  The  decomposition  of  the  salt  is  in  this  case 
v!.rf!fl  •  ?  ^ith  which  the  sulphuric  acid  first  combines,  which  is  then  con- 

vtriou  into  sulphurous  acid,  and  dissipated.    Glass  made  in  this  way  was  found  bv 

SJS„?.sjs:is. °'  ^'^"'^^i^^'i 

Gtabop  .alt  is  partially  ToIatiliMd  Ij  the  boat  of  tho  tenace,  and  acts  upon  tJio 
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arch  of  tho  ovon  and  tho  tops  of  tho  pots.  This  is  best  provontod  l)y  introducing  at 
first  into  tho  pots  tho  whole  of  tho  salt  mixed  with  tho  charcoal,  tho  lime,  and  one- 
fourth  part  of  tho  sand ;  fusing  this  mixtoro  at  a  moderate  hoat,  and  adding  gradually 
afterwards  the  remainder  of  the  sand,  increasing  tho  temperature  at  tho  same  time. 
If  we  put  in  the  wliole  ingredients  together,  as  is  done  with  potash-glass,  the  sand  and 
lime  soon  fall  to  tho  bottom,  while  the  salt  rises  to  the  surface,  and  the  combination 
becomes  difficult  and  unequal. 

Sulphate  of  potash  acts  in  the  same  way  as  sulphate  of  soda. 

Chloride  of  sodium  also,  according  to  Kirn,  may  bo  used  as  a  glass-flux  with  advan- 
tage. The  most  suitable  proportions  are  4  parts  of  potash,  2  of  common  salt,  and  3 
of  lime,  agreeably  to  the  following  compositions : — 

1.  2. 

Quartz-sand   60-0  57-1 

Calcined  carbonate  of  potash  .       .       .    17*8  19-1 
Common  salt  ......     8'9  9'5 

Lime  13'3  14'3 

For  No.  1,  tho  melting  heat  must  be  10  hours,  which  turns  out  a  very  pure,  solid, 
good  glass ;  for  No.  2,  23  hours  of  the  furnace  are  required.  Instead  of  the  potash, 
Glauber  salt  may  be  substituted ;  the  proportions  being  then  19-1  Glauber  salt,  9-5 
chloride  of  sodium,  14-3  lime,  57'1  sand,  and  1-3  charcoal. 

The  oxide  of  lead  is  an  essential  constituent  of  tho  denser  glasses,^  and  may  be 
regarded  as  replacing  the  lime,  so  as  to  form  with  the  quartz-sand  a  silicate  of  lead. 
It  assimilates  best  with  purified  pearlash,  on  account  of  tho  freedom  of  this  alkali 
from  iron,  which  is  present  in  most  sodas. 

Its  atomic  constitution  may  be  represented  as  follows : — 


Computation 

Analysis 

Silica  ..... 
Oxide  of  lead  .... 

Potash  

Oxides  of  iron  and  manganese  . 

5  atoms 

1 

1 

=  2877-0 
=  1394-5 
690-0 

•  •  • 

59-19 
28-68 
12-13 

69-2b 
28-20 
9-00 
1-40 

4881-5 

100-00 

97-80 

The  above  analysis  by  Berthier  relates  to  a  specimen  of  the  best  English  crystal- 
glass,  perfectly  coloiu-less  and  free  from  air-bubbles.  This  kind  of  glass  may,  how- 
ever, take  several  different  proportions  of  potash  and  silica  to  the  oxide  of  lead. 

The  composition  of  mirror-plate,  as  made  on  the  Continent,  is  as  follows  :— 


White  quartz-sand  . 
Dry  carbonate  of  soda 
Lime  slaked  in  the  air 
CuUet,  or  old  glass  . 


300  lbs. 
100  „ 
43  „ 
300  „ 


The  manganese  should  not  exceed  one-half  per  cent,  of  the  weight  of  soda. 

Optical  glass  requires  to  be  made  with  very  peculiar  care._  It  is  of  two  different 
kinds  :  namely,  crown-glass  and  flint-glass.  The  latter  contains  a  considerable  pro- 
portion of  lead,  in  order  to  give  it  an  increased  dispersive  power  upon  the  rays  of 
lieht,  in  proportion  to  its  moan  refractive  power. 

Optica?  crown-glass  should  be  perfectly  impid,  and  have  so  l^^tle  four,  that  ^ 
T^rottv  thick  piece  of  it  may  give  no  appreciable  tinge  to  the  rays  of  bght  It  shoidd 
r  frr.r  strii  or  veins  as  well  as  air-bubbles,  and  have  not  the  slightest 

S  re  0?  mUMnet  i  shS,  moreover,  preserve  those  qualities  when  worked  in 
ae^ree  oi  Potesh  is  preferable  to  soda  for  making  optical  crown-glass, 

considerable  quantit^^^^^  glass  which  devitrifics  and  becomes  opal- 

because  the  latter  ^^^h  is  apt  to  make      S  ^  ^  potash-silicate 

escen  ,  by  long  expo  u^^^^^^^^  be  tcfe  attractive  of  moisture,  and  apt  to 

would  be  free  from  tjns  defect  but^^  w^^^^  atmosphere.    It  should,  therefore, 

decompose  ?  potash  as  suffices  for  making  a  per- 

containa  smallquan  ity  oMime^  a^^^^^  P      ^^^i^j  high  heats 

feet  glass  at  a  P.^f  y  l^^igh  tempera^^^  1     ^^^^0'^       b .  ^^^^^^ 

^vhfehTs  rp%et~tSi  2-  l^een  found  to  aUr  so  well  for  optical 
purposes. 
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5-4 
80 
50 
98 
80 


The  following  rocipo  for  crown-glass  is  excellent :—  p^^g 

5  atoms  of  silica  (2^  ?)  80 

1  carbonate  of  soda  . 
5  silica   .       .       .  • 
1  carbonate  of  lime 
1  atom  of  carbonate  of  baryta . 
5  atoms  of  silica 

Silicates  of  lime  and  baryta  per  se,  or  even  combined,  are  very  refractory ;  but  they 
vitrify  well  along  with  a  third  silicate,  such  as  that  of  soda  or  potash. 
The  following  are  additional  recipes  for  making  different  kinds  of  glass  :— 

1.  Bottle  glass.— llVos.  of  dry  Glauber  salt;  12  of  soaper  salts;  a  half  bushel  of 
waste  soap  ashes;  66  lbs.  of  sand;  22  of  glass  skimmings;  1  cwt.  of  green  broken 
glass  ;  25  lbs.  of  basalt.    This  mixture  affords  a  dark  green  glass. 

2.  Yellow  or  white  sand,  100  parts ;  kelp,  30  to  40 ;  lixiviated  wood  ashes,  from 
160  to  170  ;  fresh  wood  ashes,  30  to  40 ;  potter's  clay,  80  to  100_;  cuUet  or  broken 
glass,  100.    If  basalt  be  used,  the  proportion  of  kelp  may  be  diminished. 

In  two  bottle-glass  houses  in  the  neighbourhood  of  Valenciennes,  an  unknown  in- 
gredient, sold  by  a  Belgian,  was  employed,  which  he  called  spar.  This  was  discovered 
by  chemical  analysis  to  be  sulphate  of  baryta.  The  glass-makers  observed  that  the 
bottles  which  contained  some  of  this  substance  were  denser,  more  homogeneous,  more 
fusible,  and  worked  more  kindly  than  those  formed  of  the  common  materials.  "When 
one  eqiuvalent  of  the  silicate  of  baryta  =  123,  is  mixed  with  three  of  the  silicate  of 
soda  ==(3  X  77-6)  232-8,  and  exposed  in  a  proper  furnace,  vitrification  readily  ensues, 
and  the  glass  may  be  worked  a  little  under  a  cherry-red  heat,  with  as  much  ease  as 
a  glass  of  lead,  and  has  nearly  the  same  lustre. 

3.  Green  window-glass,  or  broad  glass. — 11  lbs.  of  dry  Glauber  salt;  10  of  soaper 
salts ;  half  a  bushel  of  lixiviated  soap  waste ;  50  lbs.  of  sand ;  22  of  glass-pot 
skimmings ;  1  cwt.  of  broken  green  glass. 

4.  Crown-glass. — 300  parts  of  fine  sand;  200  of  good  soda  ash;  33  of  lime;  from 
250  to  300  of  broken  glass ;  60  of  white  sand ;  30  of  purified  potash  ;  15  of  saltpetre 
(1  of  borax);  h  of  arsenious  acid. 

5.  Nearly  white  table-glass. — 20 lbs.  of  potashes;  11  of  dry  Glauber  salt;  16  of 
soaper  salt;  55  of  sand ;  140  of  cuUet  of  the  same  kind. 

Another. — 100  lbs.  of  sand;  235  of  kelp;  60  of  wood  ashes;  Ig-  of  manganese; 
100  of  broken  glass. 

6.  White  table-glass. — 40 lbs.  of  potashes;  11  of  chalk;  76  of  sand;  J  of  manga- 
nese ;  95  of  white  cullet. 

Another. — 50  lbs.  of  purified  potashes;  100  of  sand;  20  of  chalk;  2  of  saltpetre. 
Bohemian  table-  or  plate-glass  is  made  with  63  parts  of  quartz ;  26  of  purified 
potashes ;  1 1  of  sifted  slaked  lime ;  and  some  cullet. 

7.  Crystal  glass, — 60  parts  of  piu:ified  potashes  ;  120  of  sand  ;  24  of  chalk;  2  of 
saltpetre ;  2  of  arsenious  acid ;  ^  of  manganese. 

Another. — 70  parts  of  purified  pearlashes;  120  of  white  sand;  10  of  saltpetre; 
^  of  arsenious  acid ;  ^  of  manganese. 

A  third. — 67  parts  of  sand  ;  23  of  purified  pearlashes  ;  10  of  sifted  slaked  lime  ; 
|-  of  manganese ;  (5  to  8  of  red  lead). 

A  fourth. — 120  parts  of  white  sand ;  50  of  red  lead ;  40  of  purified  pearlashes ; 
20  of  saltpetre  ;  ^  of  manganese. 

A  fifth. — 120  parts  of  white  sand;  40  of  purified  pearlashes  ;  35  of  red  lead;  13 
of  saltpetre ;  i  of  manganese. 

A  sixth. — 30  parts  of  the  finest  sand;  20  of  red  lead;  8  of  purified  pearlashes  ; 
2  of  saltpetre ;  a  little  arsenious  acid  and  manganese. 

A  seventh. — 100  parts  of  sand;  45  of  rod  lead;  35  of  purified  pearlashes;  1  of 
manganese  ;  i  of  arsenious  acid, 

8.  Plate-glass.— 300  parts  of  very  white  sand;  100  of  dry  purified  soda;  43  of 
carbonate  of  lime ;  1  of  manganese ;  300  of  cullet. 

Another.— 720  parts  of  finest  sand ;  450  of  purified  soda ;  80  of  quicklime  •  25  of 
saltpetre  ;  425  of  cullet. 

A  httlo  borax  has  also  been  proscribed ;  much  of  it  communicates  an  exfoliating 
property  to  glass.  ^ 

Phacticai  Details  of  the  Manxifactuee  of  Glass. 
There  are  five  different  species  of  glass,  each  requiring  a  peculiar  mode  of  fabrica- 
tion and  peculiar  materials  :— 1.  The  coarsest  and  simplest  form  of  this  manufiicture 
is  Dome-glass.    2.  Next  to  it  in  cheapness  of  material  may  be  ranked  broad  ov  snread 
window-glass.    An  improved  article  of  this  kind  is  now  mado  near  Birmin^iam. 
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under  the  name  of  British  or  Gorman  plato.  3.  Crown-glass  comoB  next,  or  window- 
glass,  formed  ia  largo  circular  plates  or  discs.  This  glass  is  peculiar  to  Groat  Britain. 
4.  Flint-glass,  crystal-glass,  or  glass  of  load.    5.  Plate  or  fine  mirror-glass. 

Thk  Pots. — Tlio  materials  of  every  kind  of  glass  are  vitrified  in  pots  made  of  a 
pure  refractory  clay ;  the  best  kind  of  which  is  a  species  of  shale  or  fire-clay  dug 
out  of  the  coal-measures  near  Stourbridge.  It  contains  hardly  any  lime  or  iron,  and 
consists  of  silica  and  alumina  in  nearly  equal  proportions.  The  masses  are  carefully 
picked,  brushed,  and  ground  under  edge  iron  wheels  of  considerable  weight,  and 
sifted  through  sieves  having  20  meshes  in  the  square  inch.  This  powder  is  moistened 
with  water  (best  hot),  and  kneaded  by  the  feet  or  a  loam-mill  into  an  uniform  smooth 
paste.  A  laj;ge  body  of  this  dough  should  be  made  up  at  a  time,  and  laid  by  in  a  damp 
cellar  to  ripen.  Previously  to  working  it  into  shapes,  it  should  be  mixed  with  about 
a  fourth  of  its  weight  of  cement  of  old  pots,  ground  to  powder.  This  mixture  is 
sufficiently  plastic,  and  being  less  contractile  by  heat,  forms  more  solid  and  durable 
vessels.  Glass-house  pots  have  the  figure  of  a  truncated  cone,  with  the  narrow  end 
iindermost ;  those  for  bottle-  and  window-glass  being  open  at  top,  about  30  inches 
diameter  at  bottom,  40  inches  at  the  mouth,  and  40  inches  deep  ;  but  the  flint-glass 
pots  are  covered  in  at  top  with  a  dome-cap,  having  a  mouth  at  the  side,  by  which  the 
materials  are  introduced,  and  the  glass  is  extracted.  Bottle  and  crown-house  pots  are 
from  3  to  4  inches  thick ;  those  for  flint-houses  are  an  inch  thinner,  and  of  propor- 
tionally smaller  capacity.    See  Clay. 

The  well-mixed  and  kneaded  dough  is  first  worked  upon  a  board  into  a  cake  for 
the  bottom  ;  over  this  the  sides  are  raised,  by  laying  on  its  edges  rolls  of  clay  above 
each  other  with  much  manual  labour,  and  careful  condensation.  The  clay  is  made 
into  lumps,  is  equalised,  and  slapped  much  in  the  same  way  as  for  making  pottery. 
The  pots  thus  fashioned  must  be  dried  very  prudently,  first  in  the  atmospheric  tem- 
perature, and  finally  in  a  stove  floor,  which  usually  borrows  its  heat  directly  from  the 
glass-house.  Before  setting  the  pots  in  the  furnace,  they  are  annealed  during  4  or  5 
days,  at  a  red  heat  in  a  small  reverberatory  vaiilt  made  on  purpose.  When  com- 
pletely annealed,  they  are  transferred  with  the  utmost  expedition  into  their  seat  in  the 
fire,  by  means  of  powerful  tongs  supported  on  the  axle  of  an  iron-wheel  carriage 
frame,  and  terminating  in  a  long  lever  for  raising  them  and  swinging  them  round. 
The  pot-setting  is  a  desperate  service,  and  when  unskilfully  conducted  without  due 
mechanical  aids,  is  the  forlorn  hope  of  the  glass-founder. 

The  glass-houses  are  usually  built  in  the  form  of  a  cone  from  60  to  100  feet  high, 
and  from  50  to  80  feet  in  diameter  at  the  base.  The  furnace  is  constructed  in  the 
centre  of  the  area,  above  an  arched  or  groined  gallery  which  extends  across  the  whole 
space,  and  terminates  without  the  walls,  in  large  folding  doors.  This  cavern  must 
be  sufficiently  high  to  allow  labourers  to  wheel  out  the  cinders  in  their  barrows. 
The  middle  of  the  vaulted  top  is  left  open  in  the  building,  and  is  covered  over  with 
the  grate-bars  of  the  furnace. 

1.  Bottle-glass.- — The  bottle-house  and  its  furnace  resembles  nearly/;^.  1092.  The 
furnace  is  usually  an  oblong  square  chamber,  built  of  largo  firo-bricks,  and  arched 
over  with  fire-stone,  a  siliceous  grit  of  excellent  quality  extracted  from  the  coal- . 
measures  of  Newcastle.  This  furnace  stands  in  the  middle  of  the  area  ;  and  has  its 
base  divided  into  three  compartments.  The  central  space  is  occupied  with  the  grate- 
bars  :  and  on  either  side  is  tlio  platform  or  fire-brick  siege  (seat),  raised  about  12 
inches  above  the  level  of  the  ribs  upon  wliicli  the  j)ots  rest.  Each  siege  is  about  3 
feet  broad. 

In  the  sides  of  the  furnace  semi-circular  holes  of  about  a  foot  diameter  are  left, 
opposite  to,  and  a  little  above  the  top  of  each  pot,  called  working-holes,  by  which 
the  workmen  shovel  in  the  materials,  and  take  out  the  plastic  gas.  At  each  angle 
of  the  furnace  there  is  likewise  a  hole  of  about  the  samo  size  which  communiaitcs 
with  the  calcining  furnace  of  a  cylindrical  form,  dome-shaped  at  top.  The  flame 
that  escapes  from  the  founding  or  pot-furnace  is  thus  economically  brought  to  rever- 
berate on  the  raw  materials  of  the  bottle-glass,  so  as  to  dissipate  tlieir  wirbonaceous  or 
volatile  impurities,  and  convert  thom  into  a  frit.  A  bottle-house  has  generally  eight 
other  furnaces  or  fire  arches  ;  of  which  six  are  used  for  annealing  the  bottles  after  they 
are  blown  and  two  for  annealing  the  pots,  before  setting  thom  in  the  furnace. 

Generally  for  common  bottles,  the  common  river-sand  and  soap-boilers'  waste  are 
used  About  3  parts  of  waste,  consisting  of  the  insoluble  residuum  of  kelp  mixed  with 
lime'and  a  little  saline  substance,  aro  employed  for  1  part  of  sand  Tliis  wasto  is  first 
of  ail  calcined  in  two  of  the  firo  arches  or  reverboratones  reserved  for  that  purpose, 
called  the  coarse  arches,  where  it  is  kept  at  a  red  heat,  with  occasional  stirring ;  from 
24  to  30  hours,  being  the  period  of  a  journey,  ov  journee,  in  which  the  materials  could 
be  melted  and  worked  into  bottles.  The  roasted  soap-wasto  is  then  ^vithdrawn  under 
the  name  of  ashos,  from  its  arch,  coarsely  ground,  and  mixed  with  its  proper  proportion 
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of  sand.  This  mLxtiu-e  is  now  pnt  into  the  fire  arch,  and  calcined  during  the  working 
joiiraey  which  extends  to  10  or  12  hours.  Whenever  the  pots  are  worked  out,  that 
frit  is  immediately  transferred  into  them  in  its  ignited  state,  and  the  founding  process 
proceeds  witli  such  despatch  that  this  first  charge  of  materials  is  completely  melted 
down  in  6  hours,  so  that  the  pots  might  admit  to  be  filled  up  again  with  the  second  charge 
of  frit  which  is  founded  in  4  hours  more.  The  heat  is  briskly  continued,  and  in  the 
course  of  from  12  to  8  hours,  according  to  the  size  of  the  pots,  the  quality  of  the  fuel, 
and  the  draught  of  the  furnace,  the  vitrification  is  complete.  Before  blowing  the 
bottles,  however,  the  glass  must  be  left  to  settle,  and  to  cool  down  to  the  blowing  con- 
sistency by  shutting  the  cave  doors  and  feeding  holes,  so  as  to  exchide  the  air  from  the 
fire-grate  and  the  bottom  of  the  hearth.  The  glass  or  metal  becomes  more  dense,  and 
by  its  subsidence  throws  up  the  foreign  lighter  earthy  and  saline  matters  in  the  form  of 
a  scum  on  the  surface,  which  is  removed  with  skimming  irons.  The  furnace  is  now 
charged  with  coal,  to  enable  it  to  afford  a  working  heat  for  4  or  6  hours,  at  the  end  of 
which  time  more  fuel  is  caxitiously  added  to  preserve  adequate  heat  for  finishing  the 
journey. 

It  is  hardly  possible  to  convey  in  words  alone  a  correct  idea  of  the  manipulations 
necessary  to  the  formation  of  a  wine-bottle.  Sis  people  are  employed  at  this  task  ; 
one,  called  a  gatherer,  dips  the  end  of  an  iron  tube,  about  five  feet  long,  previously 
made  red  hot,  into  the  pot  of  melted  metal,  turns  the  rod  round  so  as  to  surround  it  with 
glass,  lifts  it  out  to  cool  a  little,  and  then  dips  and  turns  it  round  again ;  and  so  in 
succession  till  a  ball  is  formed  on  its  end  suflicieut  to  make  the  required  bottle.  He 
then  hands  it  to  the  blower,  who  rolls  the  plastic  lump  of  glass  on  a  smooth  stone  or 
cast-iron  plate,  till  he  brings  it  to  the  very  end  of  the  tube ;  he  next  introduces  the 
pear-shaped  ball  into  an  open  brass  or  cast-iron  mould,  shuts  this  together  by  pressing 
a  pedal  with  his  foot,  and  holding  his  tube  vertically,  blows  through  it,  so  as  to  ex- 
pand the  cooling  glass  into  the  form  of  the  mould.  Whenever  he  takes  his  foot  from 
the  pedal-lever,  the  mould  simultaneously  opens  out  into  two  halves  and  falls  asunder 
by  its  bottom  hinge.  He  then  lifts  the  bottle  up  at  the  end  of  the  rod  and  transfers  it 
to  the  finisher,  who,  touching  the  glass-tube  at  the  end  of  the  pipe  with  a  cold  iron, 
cracks  oif  the  bottle  smoothly  at  its  mouth-ring.  The  finished  bottles  are  immediately 
piled  up  in  the  hot  annealing  arch,  where  they  are  afterwards  allowed  to  cool  slowly 
for  24  hom-s  at  least. 

2.  Broad  or  spread  window-glass. — This  kind  of  glass  is  called  inferior  window-glass 
in  this  country,  because  coarse  in  texture,.of  a  wavy  wrinldcd  surface,  and  very  cheap  ; 
but  on  the  Continent  spread  window-glass,  being  made  with  more  care,  is  much 
better  than  ours,  though  still  far  inferior  in  transparency  and  polish  to  crown-glass, 
which  has,  therefore,  nearly  superseded  it  use  among  us.  But  Messrs.  Chance  and  Co., 
of  Birmingham,  make  British  sheet  glass  upon  the  best  principles,  and  turn  out  an 
article  quite  equal,  if  not  superior,  to  anything  of  the  kind  made  either  in  France  or 
Belgium.  Their  materials  are  those  used  in  the  crown-glass  manufacture.  The  vitri- 
fying mixture  is  fritted  for  20  or  30  houi's  in  a  roverberatory  arch,  vAth.  considerable 
stirring  and  puddling  with  long-handled  shovels  and  rakes  ;  and  the  frit  is  then  trans- 
ferred by  shovels,  while  red  hot,  to  the  melting  pots  to  bo  foimded.  When  the  glass  is 
rightly  vitrified,  settled,  and  brought  to  a  working  heat,  it  is  lifted  out  by  iron  tubes, 
blown  into  pears,  which,  being  elongated  into  cylinders,  are  cracked  up  along  one  side 
parallel  to  the  axis,  by  touching  them  with  a  cold  iron  dipped  in  water,  and  are  then 
opened  out  into  sheets.  The  glass  cylinders  are  spread  on  a  bed  of  smooth  stone  Paris- 
plaster,  or  laid  on  the  bottom  of  a  reverberatory  arch ;  the  cylinder  being  placed  on  its 
side  horizontally,  with  the  cracked  line  uppermost,  gradually  opens  out,  and  flattens 
on  the  hearth.  At  one  time,  thick  plates  were  thus  prepared  for  subsequent  polishing 
into  mirrors  ;  but  the  glass  was  never  of  very  good  quality ;  and  this  mode  of  makine 
mirror-plate  has  accordingly  been  generally  abandoned. 

Tlio  spreading  furnace  or  oven  is  that  in  which  cylinders  are  expanded  into  tables 
or  plates.  It  ought  to  be  maintained  at  a  brisk  red  heat,  to  facilitate  the  softening  of 
1087  1088 


the  glass.  The  oven  is  placed  in  immediate  connection  with  the  annmb'no-  nrM,  e« 
that  the  tables  may  be  readily  and  safely  transferred  from  the  former  to  ti  Tatier! 
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Sometimos  tho  cylinclors  are  spread  in  a  largo  mnfflo-furnaco,  in  order  to  protect  them 
froni  being  tarnished  by  sulphureous  and  carbonaceous  fumes. 

Fig.  1087  represents  a  ground  plan  of  both  tlio  spreading  and  annealing  furnace ;  ^iff. 
1088  is  an  oblong  section  in  tho  direction  of  the  dotted  lino  x  x,  fig.  1087. 

a  is  tho  fire-place  ;  h  b,  the  canals  or  flues  through  which  the  flame  rises  into  both 
furnaces;  c,  tho  spreading  furnace,  upon  whose  solo  is  tho  spreading  slab,  d,  is  tho 
cooling  and  annealing  oven ;  c  c,  iron  bars  which  extend  obliquely  across  the  anneal- 
ing  arch,  and  servo  for  resting  tho  glass  tables  against  during  the  cooling ;  /  /,  the 
channel  along  which  the  previously- cracked  cylinders  are  slid,  so  as  to  bo  gradually 
warmed  ;  g,  tho  opening  in  tho  spreading  furnace,  for  enabling  the  workmen  to  regu- 
late tho  process ;  h,  a  door  in  the  annealing  arch,  for  introducing  the  tools  requisite  fop 
raising  up  and  removing  the  tables. 

The  series  of  transformations  in  sheet-glass,  already  described,  is 
represented  in  fig.  1089,  at  a,  b,  c,  d,  e,  f,  o,  n. 

Figs.  1090  and  1091  represent  a  Bohemian  furnace  in  which  ex- 
cellent white  window-glass  is  founded.  Fig.  1090  is  a  longitudinal 
section  of  the  glass  and  annealing  furnace.  Fig.  1091  is  tho  ground 
plan,  a  is  the  ash  pit  vaulted  under  the  sole  of  the  furnace ;  the 
flre-place  itself  is  divided  into  three  compartments,  with  a  middle 
slab  at  d,  which  is  hollowed  in  the  centre,  for  collecting  any  split 
glass,  and  two  hearth  tiles  or  slabs  bb.  c  c  are  the  draught  or  air- 
holes ;  e  e  are  arches  upon  which  the  bearing  slabs  //  partly  rest. 
In  the  middle  between  these  arches,  the  flame  strikes  upwards  upon 
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the  pots  g g,  placed  as  closely  together  as  possible  for  economy  of  room,  h  is  the  breast- 
wall  of  the  furnace  ;  i,  fig.  1091,  the  opening  through  which  the  pots  are  introduced; 
it  is  bricked  up  as  soon  as  they  are  set.  k  k  is  the  base  of  the  cone  or  dome  of  the 
furnace  -,111,  the  working  orifices,  which  are  made  larger  or  smaller  according  to  the 
size  of  the  glass  articles  to  be  made,  m  is  the  flue  which  leads  to  the  annealing  stove 
w,  with  an  arched  door.  Exterior  to  this  there  is  usually  a  drying  kiln,  not  shown  in 
tho  figure  ;  and  there  are  adjoining  stoves,  called  arches,  for  drying  and  annealing  the 
new  pots  before  they  are  set. 

The  cooling  or  annealing  arch,  or  leer,  is  often  built  independent  of  the  glass-house 

furnace  ;  it  is  then  heated  by  a  separate 
fire-place,  and  constructed  like  a  very 
long  reverberatory  furnace. 

The  leer  pans,  or  trays  of  sheet  iron, 
are  laid  upon  its  bottom  in  an  oblong 
series,  and  hooked  to  each  other. 

3.  Croion- glass. — The  crown-glass 
house  wth  its  furnace  is  represented  in 
fig.  1092,  where  tho  i^owm^r  operation  is 
shown  on  the  one  side  of  the  figure,  and 
the  fiasliing  on  the  other.  The  furnace 
is  usually  constructed  to  receive  4  or 
6  pots,  of  such  dimensions  as  to  make 
about  a  ton  of  glass  each  at  a  time. 
There  are,  however,  several  subsidiary 
furnaces  to  a  crown-house  :  1,  a  rever- 
beratory furnace  or  calcar,  for  calcining 
or  fritting  the  materials  ;  2,  a  blowing 
furnace  for  blowing  tho  pear-shaped 
balls  made  at  tho  pot-holes,  into  large 
globes  ;  3,  a  flashing  furnace,  and  bot- 
toming hole  for  communicating  a  soften- 
ing heat,  in  expanding  tho  globo  into  a  circular  plate  ;  4,  the  annealing  arch  for  tho 


GLASS 


655 


finished  tables ;  5,  tlie  revorboratory  oven  for  annealing  tlio  pots  prior  to  their  being 

set  upon  the  founding  siege.  c  „o^fa  nr  1-.v 

The  materials  of  crown-glass  used  to  be,  fine  sand,  Jy  measure  5  f  ^  /jj^y 
weight  10  :  ground  kelp,  by  measure  11  parts,  or  by  weight  16i  ;  but  instead  of  kelp, 
soda-ash  is  now  generally  employed.  From  6  to  8  cwts.  of  sand,  bme  and  soda-ash, 
mixed  together  in  wooden  boxes  with  a  shovel  are  thrown  on  the  sole  of  a  large  rever- 
beratory  Here  the  mixture  is  well  worked  together  with  iron  paddles,  flat  shovels,  and 
rakes  mth  long  handles  ;  the  area  of  this  furnace,  being  about  6  feet  square,  and  the 
height  2  feet.  The  heat  soon  brings  the  materials  to  a  pasty  consistence,  when  they 
must  be  diligently  turned  over,  to  favour  the  dissipation  of  the  carbon,  sidphur,  and 
other  volatile  matters  of  the  kelp  or  soda-ash,  and  to  incorporate  the  fixed  ingredients 
uniformly  with  the  sand.  Towards  the  end  of  3  hours,  the  fire  is  considerably  raised, 
and  when  the  fourth  hour  has  expired,  the  fritting  operation  is  finished.  The  mass 
is  now  shovelled  or  raked  out  into  shallow  cast-iron  square  cases,  smoothed  down,  and 
divided  before  it  hardens  by  cooling,  into  square  lumps,  by  cross  sections  with  the 
spade.  These  frit-bricks  are  afterwards  piled  up  in  a  large  apartment  for  use  ;  and 
have  been  supposed  to  improve  with  age,  by  the  efilorescence  of  their  saline  constitu- 
ents into  carbonate  of  soda  on  their  surface. 

The  founding-pots  are  filled  up  with  these  blocks  of  frit,  and  the  furnace  is  power- 
fully urged  by  opening  all  the  subterranean  passages  to  its  grate,  and  closing  all  the 
doors  and  windows  of  the  glass-house  itself.  After  8  or  10  hours  the  vitrification  has 
made  such  progress,  and  the  blocks  first  introduced  are  so  far  melted  down,  that 
another  charge  of  frit  can  be  thrown  in,  and  thus  the  pot  is  fed  with  frit  till  the 
proper  quantity  is  used.  In  about  16  hours  the  vitrification  of  the  frit  has  taken 
place,  and  a  considerable  quantity,  amounting  often  to  the  cwt.  of  liquid  saline  matter 
floats  over  the  glass.  This  salt  is  carefully  skimmed  ofl^"  into  iron  pots  with  long 
ladles.  It  is  called  Sandiver,  or  Glass-gall,  and  consists  usually  of  chloride  of  sodium, 
with  a  little  sulpliate.  The  pot  is  now  ready  for  receiving  the  topping  of  cullet,  which 
is  broken  pieces  of  window- glass,  to  the  amount  of  3  or  4  cwts.  This  is  shovelled  in 
at  short  intervals  ;  and  as  its  pressure  forces  up  the  residuary  saline  matter,  this  is 
removed ;  for  were  it  allowed  to  remain,  the  body  of  the  glass  would  be  materially 
deteriorated. 

The  heat  is  still  continued  for  several  hours  till  the  glass  is  perfect,  and  the  extri- 
cation of  gas  called  the  boil,  which  accompanies  the  fusion  of  crown-glass,  has  nearly 
terminated,  when  the  fire  is  abated  by  shutting  up  the  lower  vault  doors  and  every 
avenue  to  the  grate,  in  order  that  the  glass  may  settle  fine.  At  the  end  of  about  40 
hours  altogether,  the  fire  being  slightly  raised  by  adding  some  coals,  and  opening  the 
doors,  the  glass  is  carefully  slummed,  and  the  working  of  the  pots  commences. 

Before  describing  it,  however,  we  may 
state  tliat  the   marginal    figure,  1093, 

shows  the  base  of  the  crown-house  cone,    ^  — "       g  ^ 

■with  the  four  open  pots  in  two  ranges,  on  ('"^ — "^J^^^hS^^fcai 

opposite  sides  of  the  furnace,  sitting  on  ||ItftT>Xi-   — 

their  raised  sieges  at  each  side  of  the  |i  — l',  --"ulflllflliiB 

grate.   At  one  side  of  the  base  the  door     ^^-^^^^^31  ||i  -mjlljllP''^ 

of  the  vault  is  shown,  and  its  course  is  '^^^^IP'"'  

marked  by  the  dotted  lines. 

The  crown-glass  furnace,  figs.  1094,  1095,  is  an  oblong  square,  built  in  the  centre  of  a 
brick  cone,  large  enough  to  contain  within  it  two  or  three  pots  at  each  side  of  the 
grate  room,  which  is  either  divided  as  shown  in  the  plan,  or  runs  the  whole  length  of 
the  furnace,  as  the  manufacturer  chooses.  Fig.  1095  is  a  ground  plan,  s^difig.  1094  a 
front  elevation  of  a  six-pot  furnace.  1,  2,  Z,fig.  1094,  are  the  working  holes  for  the 
purposes  of  ventilation,  of  putting  in  the  materials,  and  taking  out  the  metal  to  be 
wrouglit.  4,  5,  6,  7,  are  pipe-holes  for  warming  the  pipes  before  beginning  to  work 
with  them.  8,  9,  10,  are  foot  holes  for  mending  the  pots  and  siigcs.  11  is  a  bar  of  iron 
for  binding  the  fitfnace,  and  keeping  it  from  swelling. 

The  arch  is  of  an  elliptic  form  ;  though  a  barrel  arch,  that  is,  an  arch  shaped  like 
the  half  of  a  barrel  cut  longwise  through  the  centre,  is  sometimes  used.  But  this  soon 
gives  way  when  used  in  the  manufacture  of  crown-glass,  although  it  does  very  well 
in  the  clay-furnace  used  for  bottle-houses. 

The  best  stone  for  building  furnaces  is  fire-stone;  it  may  be  obtained  in  the 
neighbourhood  of  Newcastle  from  the  coal-measures  generally,  and  some  of  the 
sandstones  of  tlie  eastern  counties  are  found  to  answer  the  purpose  admirably.  The 
great  danger  in  building  furnaces  is,  lest  the  cement  at  the  top  should  give  way  with 
the  excessive  heat,  and  by  dropping  into  the  pots,  spoil  the  metal.  The  top  should 
therefore  be  built  witli  stones  only,  as  loose  as  they  can  hold  together  after  the  centres 
are  removed,  and  without  any  coraont  wliatevor.   The  stones  expand  and  come  quite 
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close  together  wlion  annealing :  an  operation  wliich  takes  from  eight  to  fourteen  days 
at  most.    There  is  thus  loss  risk  of  anything  dropping  from  the  roof  of  the  furnace. 
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The  inside  of  the  square  of  the  furnace  is  built  either  of  Stourbridge  fire-clay  an- 
nealed, or  of  fire-stone,  to  the  thickness  of  sixteen  inches.  The  outside  is  built  of 
common  brick,  about  nine  inches  in  thickness. 

The  furnace  is  thrown  over  an  ash-pit,  or  cave  as  it  is  called,  -which  admits  the 
atmospheric  air,  and  promotes  the  combustion  in  the  furnace.  This  cave  is  built  of 
stone  until  it  comes  beneath  the  grate  room,  when  it  is  formed  of  fire-brick.  The 
abutments  are  useful  for  binding  and  keeping  the  furnace  together,  and  are  built  of 
masonry.  The  furnaces  are  stoutly  clasped  with  iron  all  round,  to  keep  them  tight. 
In  four-pot  furnaces  this  is  unnecessary,  provided  there  be  four  good  abutments. 

Fig.  1096  is  an  elevation  of  the  flashing  furnace.  The  outside  is  built  of  common 
brick,  the  inside  of  fixe-brick,  and  the  mouth  or  nose  of  Stourbridge  fire-clay. 
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Fiff.  1097  is  the  annealing  kiln.  It  is  built  of  common  brick,  except  round  the  grate- 
room,  whore  fire-brick  is  used. 

Few  tools  are  needed  for  blowing  and  flashing  cro-nm-glass.  The  requisite  ball  of 
plastic  glass  is  gathered,  in  successive  layers  ns  for  bottles,  on  the  end  of  an  iron  tube. 
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and  rolled  into  a  pear-shape,  on  a  cast-iron  plate  ;  the  workman  taking  care  that  the 
air  blown  into  its  cavity  is  surrounded  with  an  equal  body  of  glass,  and  if  he  perceives 
any  side  to  be  thicker  than  another,  he  corrects  the  inequality  by  rolling  it  on  the  slop- 
ing iron  table  called  a  marver  (marbre).  He  now  heats  the  bulb  in  the  fire,  and  rolls  it 
so  as  to  form  the  glass  upon  the  end  of  the  tube,  and  by  a  dexterous  swing  or  two  he 
lengthens  it,  as  shown  in  i,fig.  1098.  To  extend  the  neck  of  that  pear,  he  next  rolls  it 
overa  smooth  iron  rod,  turned  round  in  a  horizontal  direction,  into  the  shape  'S.,fig.  1098. 
By  further  expansion  at  the  blowing  furnace,  he  now  brings  it  to  the  shape  l,  repre- 
sented in  fig.  1098. 

This  spheroid  having  become  cool  and  somewhat  stiff,  is  next  carried  to  the  bottom- 
ing hole  (like  fig.  1096),  to  be  exposed  to  the  action  of  flame.  A  slight  wall  erected 
before  one  half  of  this  hole,  screens  the  workman  from  the  heat,  but  leaves  room  for 
the  globe  to  pass  between  it  and  the  posterior  wall.  The  blowing-pipe  is  made  to 
rest  a  little  way  from  the  neck  of  the  globe,  on  a  hook  fixed  in  the  front  wall ;  and 
thus  may  be  made  easily  to  revolve  on  its  axis,  and  by  giving  centrifugal  force  to  the 
globe,  while  the  bottom  of  it,  or  part  opposite  to  the  pipe,  is  softened  by  the  heat,  it 
soon  assumes  the  form  exhibited  in  m,}?^.  1098. 

In  this  state  the  flattened  globe  is  removed  from  the  fire,  and  its  rod  being  rested 
on  the  casher  6oa?  covered  wit£  coal  cinders,  another  workman  now  applies  the  end  of 
a  solid  iron  rod  tipped  with  melted  glass,  called  apunto,  to  the  nipple  or  prominence 
in  the  middle  ;  and  thus  attaches  it  to  the  centre  of  the  globe,  while  the  first  work- 
man cracks  off  the  globe  by  touching  its  tubular  neck  with  an  iron  chisel  dipped 
in  cold  water.  The  workman  having  thereby  taken  possession  of  the  globe  by  its 
bottom  or  knobbled  pole  attached  to  its  punty  rod,  he  now  carries  it  to  another  cir- 
cular opening,  where  he  exposes  it  to  the  action  of  moderate  flame  with  regular  rota- 
tion,_  and  thus  slowly  heats  the  tliick  projecting  remains  of  the  former  neck,  and  opens 
It  sbghtly  out,  as  shown  at  k,  in  fig.  1098.  He  next  hands  it  to  the  flasher,  who,  resting 
the  iron  rod  m  a  hook  placed  near  the  side  of  the  orifice  a,  fig.  1096,  wheels  it  rapidly 
round  opposite  to  a  powerful  flame,  till  it  assumes  first  the  figure  o,fiq.  1098,  and 
finally  that  of  a  fiat  circular  table. 

The  flasher  then  walks  off  with  the  table,  keeping  up  a  slight  rotation  as  he  moves 
along,  and  when  it  is  sufficiently  cool,  he  turns  down  his  rod  into  a  vertical  position, 
and  lays  the  table  fiat  on  a  dry  block  of  fire-clay,  or  bed  of  sand,  when  an  assistant 
nips  It  ott  from  the,  pimto  with  a  pair  of  long,  iron  shears,  or  cracks  it  off  with  a  touch 
ot  cold  iron.  The_  loose  table  or  plate  is  lastly  lifted  up  horizontally  on  a  double 
pronged  iron  fork  introduced  into  the  annealing  arch,  1097,  and  raised  on  edge  ;  an 
assistant  with  a  long-kneed  fork  preventing  it  from  falling  too  rapidly  backwards. 

r^J'Af  ^^'^^  t^e""^  "^^^y  ^^^^^  °f  S^^^^  P^led  up  in  iron  frames,  and  slowly 
cooled  from  a  heat  of  about  600°  to.l00°  F.,  which  takes  about  24  hours  ;  when  they 

9  pounX  ^  ^^^'^^     ^^"""^  ^  ^^^^  diameter  weighs  on  an  average 

cintdS/!?';r^M-  ^^""^"^  "^^^^^  ^^^^''^^  originaUy  made  with  cal- 

countrv  ?Jr  Z  fjf.^^s  ingredient.  The  materials  at  present  employed  in  this 
ToSe^f  .i,^°^"^^f'  T'  ^^l''^^^'^'  ^ift^d'        washed;  second, 

eLs  mLnfif  '  ^'^"^^Xr^  °r  litharge ;  and  third,  pearlash.  Sand  for  flint- 
fnd  soT^wT  obtained  from  the  Isle  of  Wight,  Aylesbury,  the  New  Forest, 
AmerTcr.nd  «L  1.  ^^^f ,  °°^i°try.  A  very  beautiful  sand  is  brought  from 
mrt  Wvi-  bT.  ^^'^^  ^■^^  Australia.    The  pearl-ash  of  commerce 

SrcarWte  ofC  1     ^  ^      ^  ^^^^  ^'"^^        water,  which  dissolves 

and  SwT/I  f  P.^-  ^""l  ^^^^"^  ^°^'^ig'i  s^lt^'  '^l^efly  sulphate  of  potash, 
to  cooKbl°.  '''^  and  sodium.  The  solution  of  the  carbonate  being  allowed 
evaplte^  to  dr^n  ""^'^''^^'^^  P^n«.  then  run  off  into  a  shallow  iron  bSler,  and 
3e  Sal    anT-f!"  ^^^^^'-^^^  ""^^'^      '-^  ^°^^^th  ingredient  of  the  body 

dcnhfllTK'  t"i  ,  '''''T^f*°'^°™'^t  any  imperfections  which  might  arise  from  acci- 
foTr  i>.T  P  the  lead  being  not  duly  o^dised.    The  above 

Jrese    IT  T''^'"''      "'"^'^  ;  *°  -^"^h      ^^y^^^'  arsenic  and  mal 

cnlv  L  fn  •  r  ^  .  ^'^^  ^^^^^  o^'^f*  of  manganese,  when  used  in  such  ouantitv 
th  %rotoxSe"S  r/on  VT%°'*'"^^^  simply  removes  the  green  tinge  ca'used  by 
purp?sri?w  illi^e  a  '    "  ^f^^nf"  «^^e  T?^  ^^^-ied  than  accomplishes  that 

act  the  niu^J  ari  Jnrf  f?^^  ?°  m^^osedi  to  counter- 

hand  to  cSuJ^te  sZ  dn^'  1  ^r^"""""' ^"Vf  it^'^lf  .^eryapt  on  the  other 
glass.         'tunicate  some  degree  of  opalescence,  or  at  least  to  impair  the  lustre  of  the 

ofSrToightottAenl?o?l^°  alwnys  mixed  with  about  a  third  or  a  fourth 
withaahovd;  ami  more  i^^K  Ln  l^^'^V^^    this  mixture  is  thrown  into  the  pot 
Vol.  II.     '  -"^'^^^  whenever  the  preceding  portions  by  melting  subside ; 
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the  object  being  to  obtain  a  pot  full  of  glass,  to  facilitate  the  skimming  ofiFthe  impurities 
and  sandiver.    The  mouth  of  the  pot  is  now  shut,  by  applying  clay-lute  round  the 

stopper,  with  the  exception  of  a 
1009  small  orifice  below,  for  the  escape 

of  the  liquid  saline  matter.  Flint- 
glass  requires  about  48  hours  for 
its  complete  vitrification,  though 
the  materials  are  more  fusible  than 
those  of  crown-glass;  in  conse- 
quence of  the  contents  of  the  pot 
being  partially  screened  by  its 
cover  from  the  action  of  the  fire,  as 
also  from  the  lower  intensity  of  the 
heat. 

Fig.  1099  represents  a  flint-glass 
house  for  6  pots  with  the  arch  or 
leer  on  one  side  for  annealing  the 
crystal  ware.  In  fig.  HOC,  the 
base  of  the  cone  is  seen,  and  the 
glass  pots  in  situ  on  their  platform 
ranged  round  the  central  fire-grate. 
The  dotted  line  denotes  the  con- 
tour of  the  furnace,  fig.  1099. 

Whenever  the  glass  appears  fine, 
and  is  freed  from  its  air-bubbles, 
■which  it  usually  is  in  about  36 
hours,  the  heat  is  suffered  to  fall  a 
little  by  closing  the  bottom  valves, 
&c.,  that  the  pot  may  settle  ;  but 
prior  to  working  the  metal,  the 
heat  is  somewhat  raised  again. 

It  would  be  useless  to  describe 
the  manual  operations  of  fashioning 
the  various  articles  of  the  flmt- . 
glass  manufacture,  because  they 

are  indefinitely  varied  to  suit  the  conveniences  and  caprices  «f  ^^^^^^^^^^^^^^^^ 

Every  different  flint-house  has  a  peculiar  proportion  of  glass  materials.  J.ne 
lowing  have  been  offered  as  good  practical  mixtures  :— 


1100 


Fine  white  sand  . 
Eed  lead  or  litharge 
Eefined  pearl-ashes 
Nitre  . 
Arsenic  and  manganese 

,  Fine  sand 
Litharge 


a  minute  quantity. 


300  parts. 
200 

80 

20 


50-5 
27-2 


Eefinef  peari-ashe's  (carbonate  of  potash,  with  6  per  cent,  of  water)  17;5 


Nitre 


1000 


To  these  quantities  from  30  to  50  parts  of  ^^^f ^oU^^^  p'tif 
nbout  a  two^thousandth  part  of  J^^J^^^^'^^^^ ^^con^^^^        sJmuch  oxide  of 
Ilut  manganese  varies  so  ^^tr^?"^  ^^s  to  ks  S^nJky^^^^^^^^  trial, 
iron,  that  nothing  can  be  P-^^X,^^^^^^^^^^^^  the  composition 

of^cry^s^  (r=e"^r^^^^^^  their  finest  fiintW)  does  not  deviate 

much  from  the  following  proportions ^^^^  ^^^^  C^^l  Are. 

3  3 
Siliceous  sand  2  2J 

Minium      •       ' ,     '       "       '       '  1% 

Carbonate  of  potash    .       •      •       •  ^ 

The  flint-glass  ...  f.r  annealing  ^^^^^Ti^^^^^ f 
feet  long,  3  feet  high,  4  wide ;  having  its  A^;!^^^^^^^  end  pass  along  this  gal- 

the  glass-house.  The  hot  air  and  smoke  of  ^ ™  P";^^^^^  ,f  ^^ther  end.  On  the 
leryfand  are  discharged  by  a  chimney  8  or  10  Jeet 
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floor  of  the  v&xilt,  large  iron  trays  are  laid  and  hooked  to  each  other  in  a  series,  which 
are  drawn  from  the  fire-end  towards  the  other  by  a  chain,  wound  about  a  cylinder  by 
a  winch-handle  projecting  through  the  side.  The  flint-glass  articles  are  placed  in  their 
hot  state  into  the  tray  next  the  fire,  which  is  moved  onwards  to  a  cooler  station  when- 
ever it  is  filled,  and  an  empty  tray  is  set  in  its  place.  Thus,  in  the  course  of  about  20 
hours,  the  glass  advances  to  the  cool  end  thoroughly  annealed. 

Besides  coloiu-less  transparent  glass,  which  forms  the  most  important  part  of  this 
manufacture,  various  coloured  glasses  are  made  to  suit  the  taste  of  the  public.  The 
opaline  crystal  may  be  prepared  by  adding  to  the  above  composition  (No.  2)  phos- 
phate of  lime,  or  well-burnt  bone-ash  in  fine  powder,  washed  and  dried.  The  article 
iQUst  be  as  uniform  in  thickness  as  possible,  and  speedily  worked  into  shape,  with  a 
moderate  heat.  Oxide  of  tin,  futty-powder,  was  formerly  used  for  making  opalescent 
glass,  but  the  lustre  of  the  body  was  always  impaired  by  its  means. 

Crystal  vessels  are  made  of  which  the  inner  surface  is  colourless,  and  all  the  external 
facets  coloured.  Such  works  are  easily  executed.  The  end  of  the  blowing-rod  must 
be  clipped  first  in  the  pot  containing  colourless  glass,  to  form  a  bulb  of  a  certain  size 
which  being  cooled  a  little  is  then  clipped  for  an  instant  into  the  pot  of  coloured  glass' 
The  two  layers  are  associated  without  intermixture  ;  and  when  the  article  is  finished 
an  its  form,  it  is  white  within  and  coloured  without.  Pluted  lines  somewhat  deeply 
cut,  pass  through  the  coloured  coat,  and  enter  the  colourless  one  ;  so  that  when  thev 
cross,  their  ends  alone  are  coloured. 

For  some  time  past,  likewise,  various  crystal  articles  have  been  exhibited  in  the 
market  with  coloured  enamel  figures  on  their  surface,  or  with  white  incrustations  of  a 
silvery  lustre  m  their  interior.  The  former  are  prepared  by  placing  the  enamel  obiect 
in  the  brass  mould,  at  the  place  where  it  is  sought  to  be  attached.  The  bulb  of  elass 
being  put  into  the  mould,  and  blown  while  very  hot,  the  small  plate  of  enamel  gets 
cemented  to  the  surface.  For  making  the  white  argentine  incrustations,  small  figures 
bv  ™L'^r'f  ""rir  ^palpable  powder  of  dry  porcelain  paste,  cement;d  into  a  solid 
by  means  of  a  little  gypsum  plaster.  When  these  pieces  are  thoroughly  dried  thev 
are  laid  on  the  glass  while  it  is  red  hot,  and  a  large  patch  of  very  liquid  gfass  s  placed 
above  It,  so  as  to  encase  it  and  form  one  body  with  the  whole.^  In  thif  way  the  in- 
crustation IS  completely  enclosed;  and  the  polished  surface  of  the  crystal  wh  eh 
scarcely  touches  it,  gives  a  brilliant  aspect,  pleasing  to  the  eye  ^ 

demS^.?w'T^°  "°T^5"''°'  fi°t-glass,  free  from  stride,  or  WTeath,i^  much  in 
demand  for  the  optician.    It  would  appear  that  such  an  article  was  much  more  com 
monly  made  by  the  English  manufacturers  many  years  ago  than  Tpr™  Z 

E      i„t;?Sh™  nto^^^^^^^  gathered  on  th,  eK 

have  been  wM  „ffrg1«S  mLll  ""^  ^"""""^  "PP" 
»p^STwf  1""  Neufchitel,  a  wkman  in  the  wateh  and  clock  trade 

diameter  of  aflfin,,S^-f      J  remarkable  dimensions,  even  of  11  inches 

SrconsLted  '•Jr^'^  transparency,  and  nearlyfree  from  stri^.  Guinand's 

LTnand    onedTfrauen^^^^^^  the  melted  'metal'  with  an  ir^  rod 

produced  bTthem  the  dW  '  f  J^V'-'^'  ^""^  °^  ^^'^est  of  the  lenses 
Dorpat.     ^        '  9  '^'^^^^>  in  the  observatory  at 

4i?^he?L''SiVSrliurM  T;  object-glasses, 

very  good  while  oiit  nT.n  Guinand's  flint-glass,  eight  or  nine  turned  out 

the  EnelSh  and  Fri  ^qual  number  of  object-glasses  made  of  the  flint-elL  of 

aSnd  was  lo^  J^i  1"^''''^^^^^^^  most,  were  found  ervfceable 

and  he  sentTer"  s^e^ZcT^^^^^^  S''  Royal  Astronomical  Society  S  Wo^j 
made  a  favourable  rTnor/  a  ^'".'^-g^^s^'  of  which  Messrs.  DoUond  and  Herschel 
Faradav  and  P.;  H  i  ^  "commission  was  formed,  consisting  of  Herschel  T)nU^^T 
notwZU'ntnttt'GlrTi^i^ntr^  interferences  &  thllfcL^offits' 

scientific  experiment«^^r      u        "^^^^         'P'"^^  exceptions  in  favour  of  tE 
have  been  e^Sd  m'Z't:  ^''f '"''^  ^'^^         Xh  mil 

other  discoveriea  Sgft  bo  nam.Vf  ^  ''^^^  ^^^reat  value.  AmonS 

nxignt  be  named  the  remarkable  heavy  glass,  the  Silico-borate  7fS 
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with  which  tho  discovery  of  the  '  so-called '  magnetism  of  a  ray  of  light  was  made. 
M.  Guiuaud  died,  and  one  of  his  sous  worked  with  M.  Bontemps,  while  the  widow 
and  another  son  set  up  works  in  Switzerland.  From  their  manufactory  some  examples 
of  lenses  were  sent  to  the  Great  Exhibition  of  1851.  M.  Bontemps  was  in  1848  pre- 
vailed upon  to  accept  the  invitation  of  Messrs.  Chance  Brothers  and  Co.  to  unite  with 
them  in  attempts  they  were  then  making  to  improve  the  quality  of  glass.  They  suc- 
ceeded in  producing  discs  of  extraordinary  dimensions  in  flint  of  29  inches  diameter, 
weighing  two  cwts.  and  of  crown-glass  up  to  20  inches.  Messrs,  Chance,  at  the  re- 
commendation of  the  Jury,  wore  induced  to  submit  their  disc  of  flint-glass  to  the 
operation  of  grinding,  finishing,  and  other  processes  necessary  in  order  to  ascertain  tho 
uniformity  of  its  density  throughout,  and  its  superior  quality  was  fully  established. 

M.  Maes  of  Clichy,  near  Paris,  proposes  to  manufacture  optical  glass,  with  the 
addition  of  baryta,  magnesia,  and  oxide  of  zinc,  in  combination  with  boracie  acid. 
The  glass  manufactured  by  M.  Maes  is  exceedingly  beautiful,  but  the  boracie  acid 
renders  it  very  expensive. 

An  acliromatic  object-glass  for  telescopes  and  microscopes  consists  of  at  least  two 
lenses ;  the  one  made  with  glass  of  lead,  or  flint-glass,  and  the  other  with  crown-glass ; 
the  former  possessing  a  power  of  dispersing  the  coloured  rays  relatively  to  its  mean 
refractive  power  much  greater  than  the  latter ;  upon  which  principle,  the  achromatism 
of  the  image  is  produced,  by  re -uniting  the  different  coloured  rays  into  one  focus. 
Three  plans  have  been  prescribed  for  obtaining  homogeneous  pieces  of  optical  glass : 
1,  to  lift  a  mass  of  it  in  large  ladles,  and  let  it  cool  in  them;  2,  to  pour  it  out  from 
the  pots  into  moulds ;  3,  to  allow  it  to  cool  in  the  pots,  and  afterwards  to  cut  it  off  in 
horizontal  strata.  The  last  method  seldom  affords  pieces  of  uniform  density,  unless 
peculiar  precautions  have  been  adopted  to  settle  the  flint-glass  in  uniform  strata ; 
because  its  materials  are  of  such  unequal  density,  the  oxide  of  lead  having  a  spe- 
cific gravity  of  8,  and  silica  of  27,  that  they  are  apt  to  stand  at  irregular  heights  in 
the  pots. 

One  main  cause  of  these  inequalities  lies  in  the  construction  of  the  furnace,  whereby 
the  bottom  of  the  pot  is  usually  much  less  heated  than  the  upper  part.  In  a  plate-glass 
furnace  the  temperature  of  the  top  of  the  pot  has  been  found  to  be  130°  "Wedgw.,  while 
that  of  the  bottom  was  only  110°,  constituting  a  difference  of  no  less  than  2160°  F. 
The  necessary  consequence  is  that  the  denser  particles  which  subside  to  the  bottom 
during  the  fusion  of  the  materials,  and  after  the  first  extrication  of  the  gases,  must 
remain  there  not,  being  duly  agitated  by  the  expansive  force  of  heat,  acting  from 
below  upwards. 

The  following  suggestions,  deduced  from  a  consideration  of  principles,  may  pro- 
bably lead  to  some  improvements,  if  judiciously  applied.  The  great  object  is  to 
counteract  the  tendency  of  the  glass  of  lead  to  distribute  itself  into  strata  of  different 
densities  ;  which  may  be  effected  either  by  mechanical  agitation  or  by  applying  the 
greatest  heat  to  the  bottom  of  the  pot.  But  however  homogeneous  the  glass  may  be 
thereby  made,  its  subsequent  separation  into  strata  of  different  densities  must  be  pro- 
vented  by  rapid  cooling  and  solidification.  As  the  deeper  the  pots,  the  greater  is  the 
chance  of  unequal  specific  gravity  in  their  contents,  it  would  be  advisable  to  make  them 
wider  and  shallower  than  those  in  use  for  making  ordinary  glass.  The  intermixture 
may  be  effected  either  by- lading  the  glass  out  of  one  pot  into  another  in  the  furnace, 
and  back  again,  with  copper  ladles,  or  by  stirring  it  up  with  a  rouser,  and  tlien  allo^ng 
it  to  settle  for  a  short  time,  till  it  becomes  clear  and  free  from  air-bubbles,  ihe  pot 
may  now  be  removed  from  the  furnace,  in  order  to  soUdify  its  contents  m  their  Ho- 
mogeneous state  ;  after  which  the  glass  may  be  broken  in  pieces,  and  be  perfected  oy 
sublecting  it  to  a  second  fusion ;  or  what  is  easier  and  quicker,  we  may  form  suitable 
discs  of  glass  without  breaking  down  the  potful,  by  lifting  it  out  in  flat  copper  ladles 
with  iron  shanks  and  transferring  the  lumps  after  a  little  while  into  the  annealing 

To  render  a  potful  of  glass  homogeneous  by  agitation  is  a  most  difficult  task  as  an 
iron  rod  would  discolour  it,  and  a  copper  rod  would  be  apt  to  melt.    An  iron  roa 
sheathed  in  laminated  platinum  would  answer  weU,  but  for  its  expense    A  stone 
ware  tube  supported  within  by  a  rod  of  iron  might  a  so  be  ^'^P^f'^  for  the  P^^^^ 
in  careful  hands;  the  stirring  being  repeated  ^everal  times  till  at  least  th^^ 
suffered  to  stiffen  a  little  by  decrease  of  temperatui-o.  It  must  then  be  a^o^^^"  ^  f  Jj^, 
and  cool,  after  which  the  pot,  being  of  small  dimensions,  may  be  drawn  out  of  tho 

^^The  second  method  of  producing  the  desired  uniformity 


containing  from  three  to  four  cwts, 
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the  arched  grid  b  a,  built  of  fire-bricks,  whose  apertures  are  wide  enough  to  let  the 
flames  rise  freely,  and  strike  the  bottom  and  sides  of  the  vessel.    From  1-^  to  2  feet 

 3    U      A-'Un  r^rr,  f  r\     f%   /7  i  O     T^lanorl  T>     n    OfQ  fVlQ 
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under  that  arch,  the  fuel  grate  c  cl  is  placed,    b  c  are  the 
two  working  openings  for  introducing  the  materials  and 
inspecting  the  progress  of  the  fusion ;  they  must  be  closed 
with  fire-tiles  and  luted  with  fire-clay  at  the  beginning  of 
the  process.  At  the  back  of  the  furnace,  opposite  the  mouth 
of  the  fire-place,  there  is  a  doorway,  which  is  bricked  up, 
except  upon  occasion  of  putting  in  and  taking  out  the  pot. 
The  draught  is  regulated  by  means  of  a  slide-plate,  upon 
the  mouth  of  the  ash-pit  /.    The  pot  being  heated  to  the 
proper  pitch,  some  purified  pearl-ash,  mixed  with  fully 
twice  its  weight  of  colourless  quartz-sand,  is  to  be  thrown 
into  it,  and  after  the  complete  fusion  of  this  mixtui'e,  the 
remaining  part  of  the  sand,  along  with  the  oxide  of  lead 
(fine  litharge),  is  to  be  strewn  upon  the  surface.  These 
siliceous  particles  in  their  descent  serve  to  extricate  the  air 
from  the  mass.  Whenever  the  whole  is  fused,  the  heat  must 
be  strongly  urged  to  insure  a  complete  uniformity  of  com- 
bination by  the  internal  motions  of  the  particles.    As  soon 
as  the  gas  has  been  found  by  making  test  phials  to  be  per- 
fectly fine,  the  fire  must  be  withdrawn,  the  two  working- 
holes  must  be  opened,  as  well  as  the  mouths  of  the  fire-place 
and  ash-pit  to  admit  free  ingress  to  cooling  currents  of  air, 
so  as  to  congeal  the  liquid  mass  as  quickly  as  possible ;  a 
condition  essential  to  the  imiformity  of  the  glass.    It  may 
be  worth  while  to  stir  it  a  little  with  the  pottery  rod  at 
the  commencement  of  the  cooling  process.    The  solidified  glass  may  be  afterwards 
detached,  by  a  hammer,  in  conchoidal  discs,  which  after  chipping  off"  their  edges,  are  to 
be  placed  in  proper  porcelain  or  stone-ware  dishes,  and  exposed  to  a  softening  heat,  in 
order  to  give  them  a  lenticular  shape.    Great  care  must  be  taken  that  the  heat  thus 
applied  by  the  muffle  furnace  be  very  equable,  for  otherwise  wreathes  might  be  very 
readily  produced  in  the  discs.    A  small  oven  upon  the  plan  of  a  baker's  is  best  fitted 
for- this  purpose,  which  being  heated  to  dull  redness,  and  then  extinguished,  is  ready 
to  soften  and  afterwards  anneal  the  conchoidal  pieces. 

Guinand's  dense  optical  flint-glass  of  specific  gravity  3'616,  consists,  by  analysis,  of 
oxide  of  lead,  43 -05  ;  sihca,  44-3  ;  and  potash,  11-75  ;  but  requires  for  its  formation  the 
loUowmg  ingredients  :-100  pounds  of  gi-ound  quartz ;  100  pounds  of  fine  red  lead  ;  35 
pounds  of  purified  potash ;  and  from  2  to  4  pounds  of  saltpetre.  As  this  species  of 
glass  IS  injured  by  an  excess  of  potash,  it  should  be  compounded  with  rather  a  defect 
ot  It  and  melted  by  a  proportionably  higher  or  longer  heat.    A  good  optical  glass 

Zir?''  Tt  °y         7  parts  of  pure  red  lead,  3  parts  of  fiiiely-ground 

quartz,  and  2  parts  of  calcined  borax. 

vJ:.;fI''^'''fT'~'^^'^'  ^'^^  ^^^glish  crown-glass,  has  a  soda  flux,  whereas  flint-glass 

S  '."""Au'  °/         ^^"^^ty  ^^^^  '^^^^  ^fcli  so^a-    We  shall  distri- 

bute our  account  of  this  manufacture  imder  two  heads  : 

bo  im;i°«n.irr°^  fornaces  and  principal  machines,  without  whose  knowledge  it  would 

bo  impossible  to  understand  the  several  processes  of  a  plate-glass  factory. 

.J;/./  "'^^^ff^ls  which  enter  into  the  composition  of  this  kind  of  glass,  and  the 

anTwoTSl^r'  f      '^'^  '  ^^"^f  ^"-^tion  to  the  changes 

?rnrl3  •  f  r,  "^^"'^  experience,  enlightened  by  modern  chemistry,  has  in- 
M  Tass  Jrt  n  ^'1  "'-"^f-etory  of  St.  Gobain  in  France,  under  the  directSn  of 
derivL  neculkV  ^7' remarked  that  the  English  plate-glass  manufacture 
machine^  advantages  from  the  exceUence  of  its  grinding  and  poUshing 

tur?oV°i'°f  •^^^'^"P«°°  given  by  Dr.  Ure  refers  almost  entirely  to  the  manufac- 
all  t''  ^^tained  in  nearly  its  original  form  andTs  in 

all  respects,  applicable  to  the  manufacture  of  plate-glass  in  this  fountry     '  ' 

vei  refSw'^t'"^'^°^"^'^V'^"'^  '^'''^'^  ^''^  ^^o\nd  iron  and 

S7het;r;eryVas"^^^^^^ 

quality,  it  will  take  oSv  tl  lT  flf.v,'''''  '4'  own  weight  of  he  powder,  but  if  shorter  in 
pots  it  '^^^.O'J^y  tl™e-fifths.    But  before  mingling  it  witli  the  cement  of  old 

Son'with'wate;  StSn'i  ""f  k""''^  elutriateTSy fgite' 

'^^^^^^X'^^^I^S^  The  clIyLd 

angles  arc'Siar  anto.r^       Y"^'  l''^''''''^  ^'^^  «^P'  ^""^       ^t  each  of  its  four 
g       peculiar  annealing  arch,  which  communicates  with  the  furnace  interioriy,  and 
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thenco  derives  sufficient  heat  to  effect  in  part,  if  not  wliolly,  the  annealing  of  the  pots, 
which  are  always  deposited  there  a  long  time  before  they  are  used.  Three  of  these 
arches,  exclusively  appropriated  to  this  purpose,  are  called  pot-arches.  The  fourth 
is  called  the  arch  of  the  materials,  because  it  serves  for  drying  them  before  they  are 
founded.  Each  arch  has,  moreover,  a  principal  opening  called  the  throat,  another 
called  bonnard,  by  the  French  workmen,  through  which  fire  may  be  kindled  in  the 
arch  itself,  when  it  was  thought  to  be  necessary  for  the  annealing  of  the  pots ;  a 
practice  now  abandoned.  The  duration  of  a  furnace  is  commonly  a  year,  or  at  most 
14  months  ;  that  of  the  arches  is  30  years  or  upwards,  as  they  are  not  exposed  to  so 
strong  a  heat. 

In  the  manufacture  of  plate -glass,  two  sorts  of  crucibles  are  employed,  called  the 
pots  and  the  basins  {cuvettes).  The  first  serve  for  containing  the  materials  to  be 
founded,  and  for  keeping  them  a  long  time  in  the  melted  state.  The  cuvettes  receive  the 
melted  glass,  after  it  is  refined,  and  decant  it  out  on  the  table  to  bo  rolled  into  a  plate. 
Three  pots  hold  liquid  glass  for  six  small  basins,  or  for  three  large  ones,  the  latter  being 
employed  for  making  mirrors  of  great  dimensions,  that  is,  100  inches  long  and  up- 
wards. Furnaces  have  been  constructed  with  6  pots  and  12  cuvettes,  8  of  which 
are  small  and,  4  large  ;  and  cuvettes  of  three  sizes  are  made,  called  small,  middling,  and 
large  The  small  are  perfect  cubes,  the  middling  and  the  large  ones  are  oblong  pa- 
ralleiopipeds.  Towards  the  middle  of  their  height,  a  notch,  or  groove,  two  or  three 
inchBS  broad,  and  an  inch  deep,  is  left,  called  the  girdle  of  the  cuvette,  by  which  part 
they  are  grasped  with  the  tongs,  or  rather  are  clamped  in  the  iron  frame  I  his  frame 
goes  round  the  four  sides  of  the  small  cuvettes,  and  may  be  placed  indifferently  upon 
all  their  sides  ;  in  the  other  cuvettes,  the  girdle  extends  only  over  the  two  large  sides, 
because  they  cannot  be  turned  up.    See  m  t,  A^.  1102. 

The  pot  is  an  inverted  truncated  cone,  like  a  crown-glass  pot.  It  is  about  30  inches 
high,  and  from  30  to  32  inches  wide,  including  its  tliickness.  There  is  only  a  few 
inches  of  difference  between  the  diameter  of  the  top  and  that  of  the  bottom.  The 
bottom  is  three  inches  thick,  and  the  body  turns  gradually  thinner  till  it  is  an  inch  at 

the  mouth  of  the  pot.  .      „  •     .i.  -jji 

The  large  building  or  factory,  of  which  the  melting  furnace  occupies  the  middle 
space,  is  called  the  halle  in  French.  At  Eavenhead  in  Lancashire  it  is  called  the 
foundry,  and  is  of  magnificent  dimensions  ;  its  length  is  339  feet,  and  ite  breadth  loo. 
tSous  halle  of  St.  Gobain  is  174  feet  by  120.  Along  the  two  side-walls  o  th. 
halle  which  are  solidly  constructed  of  hewn  stone,  there  are  opemngs  like  those  of 
commr  ovens.  These  ovens,  destined  for  the  annealing  of  the  newly  cast  plates 
W  the  name  of  carquaises.  Their  soles  are  raised  two  feet  and  a  half  above  the  hyd 
of  the  ™nd,  in  order  to  bring  them  into  the  same  horizontal  p  ane  with  the  casting 
tables  Thei^  length,  amounting  sometimes  to  30  feet,  and  their  breadth  to  20,  ar 
reqSed  in  order  to  Iccommodale  6,  8,  or  even  10  plates  of  glass  alo^g-j^e  of  ^^^^^^^ 
other  The  front  aperture  is  called  the  throat,  and  the  back  door  the  little  tl  ro.it 
Ig^ceulette)'  The  carquaise  is  heated  by  means  of  a  fire-place  of  a  square  form,  called  a 

is  a  square brickbuilding  laMonsolid™^^^^ 
beinff  from  8  to  10  feet  in  each  of  its  fronts,  and  rising  inside  into  a  v^^ult  or  croj- 1 
about  10  feet  high  At  each  angle  of  this  square,  a  small  oven  or  arch  is  constructed, 
likewise  vaSted  within,  and  communicating  with  the  melting  furnace  by  square  flue  , 
cXd?MSr^  th™h  which  it  receives  a  powerful  heat,  though  much  inferior  to  th 
called  '"'f^^;-  "^^^"Jf  are  so  distributed  as  that  two  of  the  exterior  sides  of  tl  e 

f^'  l  ^fnnd  whoUv  free  while  the  two  other  sides,  on  which  the  arches  encroach, 
furnace  stand  whoUyJ^^^  In  this  interjacent  space,  two  principal  openings  of 

jS'f^nace'Kqfal  s^^^  side,  are  left'in  the  buUding    These  are  called  tun- 

the  luroace  °'  LcHned  for  the  introduction  of  the  pots  and  the  fuel.  _ 

heavy  materials  are  terminated  by^^^^^^  P  .  towards  the  middle  of  the  furnace  so 
mound.  The  ^^loP^^  f  ^^J^J'^^^^  l''" 
near  as  to  leave  a  space  0^.°°^ large  to  give  passage  to  the  liquid  glass 

^a  ti^^X^^U??^^^^^^ 
^TMarge  parallel  sidj^//— 

than  the  tunnels,  which  ^S^^^  ^^^"^^"^  admission  of 

ouvreau.  en  bas^  ^-l^^'i^^:!^  f  °f  surface  of  the  sUgea,  and  mth  the 

these  vessels,  they  are  exactly  on  a  levti  wiw* 
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floor  of  the  halle.  Plates  of  cast  iron  form  the  thresholds  of  these  openings,  and 
facilitate  the  ingress  and  egress  of  the  cuvettes.  The  apertm-es  are  arched  at  the  top, 
-svith  he-wn  stone  like  the  tunnels,  and  are  18  inches  wide  when  the  cuvettes  are  16 
inches  broad. 

The  upper  and  smaller  apertures,  or  the  higher  ouvreaux,  called  the  lading  holes,  be- 
cause they  serve  for  transvasing  the  liquid  glass,  are  three  in  number,  and  are  placed 
31  or  32  inches  above  the  surface  of  the  sieges.  As  the  pots  are  only  30  inches  high, 
it  becomes  easy  to  work  through  these  openings  either  in  the  pots  or  the  cuvettes.  The 
pots  stand  opposite  to  the  two  pillars  which  separate  the  openings,  so  that  a  space  is  left 
between  them  for  one  or  more  cuvettes  according  to  the  size  of  the  latter.  It  is  obvious 
that  if  the  tunnels  and  ouvreaux  were  left  open,  the  furnace  would  not  draw  or  take  the 
requisite  founding  heat.  Hence  the  openings  are  shut  by  means  of  fire-tiles.  These 
are  put  in  their  places,  and  removed  by  means  of  two  holes  left  in  them  in  correspon- 
dence with  the  two  prongs  of  a  large  iron  fork  supported  by  an  axle  and  two  iron 
wheels,  and  terminated  by  two  handles  which  the  workmen  lay  hold  of  when  they 
wish  to  move  the  tile. 

The  closing  of  the  tunnel  is  more  complex.  When  it  is  shut  or  ready  for  the  firing, 
the  aperture  appears  built  up  with  bricks  and  mortar  from  the  top  of  the  arch  to  the 
middle  of  the  tunnel.  The  remainder  of  the  doorway  is  closed, — 1.  on  the  two  sides 
down  to  the  bottom,  by  a  small  upright  wall,  likewise  of  bricks,  and  8  inches  broad, 
called  walls  of  the  glayc ;  2,  by  an  assemblage  of  pieces  called  pieces  of  the  glaye,  be- 
cause the  whole  of  the  closure  of  the  tunnel  bears  the  name  of  glaye.  The  upper  hole, 
4  inches  square,  is  called  the  tisar,  through  which  the  billets  of  wood  are  tossed  into  the 
fire.  Fuel  is  also  introduced  into  the  posterior  openings.  The  fire  is  always  kept  up 
on  the  hearth  of  the  tunnel,  which  is,  on  this  account,  4  inches  higher  than  the  furnace- 
hearth,  in  order  that  the  glass  which  may  accidentally  fall  down  on  it,  and  which  does 
not  flow  off  by  the  bottom-hole,  may  not  impede  the  combustion.  Should  a  body  of 
glass,  however,  at  any  time  obstruct  the  grate,  it  must  be  removed  with  rakes,  by  open- 
ing the  tunnel  and  dismounting  the  fire-tile  stoppers  of  the  glaye. 

Formerly  wood-fuel  alone  was  employed  for  heating  the  melting-furnaces  of  the 
mirror-plate  manufactory  of  St.  Gobain ;  but  within  these  few  years,  the  director  of 
the  works  makes  use  with  nearly  equal  advantage  of  pit-coal.  In  the  same  establish- 
ment, two  melting-furnaces  may  be  seen,  one  of  which  is  fired  with  wood,  and  the  other 
with  coals,  without  any  difference  being  perceptible  in  the  quality  of  the  glass  furnished 
by  either.  It  is  not  true,  as  has  been  stated,  that  the  introduction  of  pit-coal  has  made  it 
necessary  to  work  with  covered  pots  in  order  to  avoid  the  discolouration  of  the  materials, 
or  that  more  alkali  was  required  to  compensate  for  the  diminished  heat  in  the  covered 
pots.  They  are  not  now  covered  when  pit-coal  is  used,  and  the  same  success  is  ob- 
tamed  as  heretofore  by  leaving  the  materials  two  or  three  hours  longer  in  the  pots  and 
t}iQ  cuvettes.  The  construction  of  the  furnaces  in  which  coal  is  burned  is  the  same 
as  that  with  wood,  with  slight  modifications.  Instead  of  the  close-bottomed  hearth  of 
the  wood-furnace,  there  is  an  iron  grate  in  the  coal-hearth  through  which  the  air 
enters,  and  the  waste  ashes  descend. 

When  billets  of  wood  were  used  as  fuel,  they  were  well  dried  beforehand,  by  being 
placed  a  few  days  on  a  frame- work  or  wood  called  the  wheel,  placed  two  feet  above 
the  iurnace  and  Its  arches,  and  supported  on  four  pillars  at  some  distance  from  the 
angles  of  the  building. 

The  progress  of  chemistry,  the  discovery  of  a  good  process  for  the  manufactui-e  of 
soda  trom  sea-salt,  which  furnishes  a  pure  alkali  of  uniform  power,  and  the  certain 
methods  of  ascertaining  its  purity,  have  rendered  this  department  of  glass-making 
far  more  certain  than  formerly.  At  St.  Gobain  no  alkali  is  employed,  except  artificial 
crystals  ot  soda,  prepared  at  the  manufactory  of  Chauny,  subsidiary  to  that  estab- 
lishment. Ihe  first  crop  of  soda-crystals  is  reserved  for  the  plate-glass  manufac- 
tme  ;  the  other  crystals  and  the  mother-water  salts  are  sold  to  the  makers  of  inferior 

1  r'u™''''''  ^'•''^    ^''^^  ^  y^llo^  tint.  If  manganese  is  present  it  changes 

by  the  action  of  light  to  a  pale  rose.    Iron  imparts  a  dull  greenish  tint ;  therefore  the 
proportions  of  all  those  materials  should  be  adjusted  with  great  care. 

V    '?;"'TP'^^  of  I^venhead,  near  St.  Helen's  in  Lancashire,  soda-crvs- 

T2a  the  decomposition  of  the  sulphate  of  soda  by  chalk  and  coal,  have  been  also 
rln!  ;  1  without  equal  success  as  at  St.  Gobain;  the  failure  being  unquestionablv 
lainec  b.?T'^  of  the  alkali.  Hence,  in  the  English  oni^m.-^^ZtCZt  l 
obtained  by  treating  sea-salt  with  pearlash,  whence  carbonate  of  soda  and  chloride  if 
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is  X-?erS;;e'U;'^  m  '"^^'r  ^^^^  -^--•^  of  .oda 

of  Aumout  near  Seni^  of  IhL  b  '  K  f  w'^.^f  "^"'if 

is  also  known  that  the  direo  of  tYt  h\s  n  1  ^  T^^''  "  It 

thafc  increase  of  temperature  l?n  !  ^     influence  upon  the  vitrification,  and 

broZrife  fw'  ^  ^''^  P^''^^t'°«  to  ''^'^d,  for  every  100  parts  of  cSle?  Tr 

otiSSHr^F— ^^^^^ 

of  the  glass,  rendering  it  less  brittle  and  less  liable  to  change  T3Zcedin^ouan^ 

mfdHn  th™!,?  .1?^  '^^^^^  dry  that  mixture,  as  soon  as  it  t^L 

ed  with  nn?fV  ^""W  ascertained  th;t  this  step  my  b 

S  f  W  "^'t^^^*^  P?^t'o°  of  humidity  present  is  dissipated  almost  instantlJ 

after  they  are  thrown  into  the  furnace.  The  coat  of  glaze  pre^ouslv  Sied  to  S 
inside  of  the  pot  prevents  the  moisture  from  doing  them  anyTa^m  Stoi^^^^ 
when  the  demand  for  glass  at  St.  Gobain  is  vefy  great,  the  m?  erials  a^e  neX^ 

for  the  SlAf    """f?^'^  in  shovelling  in  the  materials  either  fritted  or  othefwise 
for  the  sake  of  expedition,  and  to  prevent  the  furnace  getting  cooled.    One-thM  of 

n  aTdIZ  li^tsf  "tI,     t''    ^^'"^"^^  "^^'^^^  third"  ^Sow 

or'foundhig  '  "^^^"'^       ^'^t'  ^^-i  third  fusion 

thf'^n^f*^"^/-''.  ancient  practice,  the  founding  and  refining  were  both  executed  in 
the  pots  and  it  was  not  tiU  the  glass  was  refined  that  it  was  laded  into  the  cuvettes, 
h^^lV^-^'TT  A^^^^l^  necessary  for  the  disengagement  of  the  air- 

fn.  .itf-  A?  ^y  transvasion,  and  for  giving  the  metal  the  proper  consistence 
i  f'  ^t  present,  the  period  requisite  for  founding  and  refining  is  equally 
divided  between  the  pots  and  the  cuvettes.  The  materials  are  left  16  hours  in  the  pots 
and  as  many  m  the  cicvettes  ■  so  that  in  32  hours  the  glass  is  ready  to  be  cast.  During 
the  last  two  or  three  hours  the  fireman  or  iiseur  ceases  to  add  fuel ;  all  the  openings 
are  shut,  and  the  glass  is  aUowed  to  assume  the  requisite  fluidity;  an  operation  called 
stopping  the  glass,  or  performing  the  ceremony. 

_  The  transfer  of  the  glass  into  the  cuvettes  is  called  lading  (trejctaqe).  Before  this 
IS  done  the  are  cleared  out,  that  is,  the  glass  remaining  on  their  bottom  is 

removed  and  the  ashes  of  the  firing.  They  are  lifted  red  hot  out  of  the  furnace  by 
the  method  presently  to  be  described,  and  placed  on  an  iron  plate,  near  a  tub  filled 
with  water.  The  workmen,  by  means  of  iron  paddles  6  feet  long,  flattened  at  one  end 
and  hammered  to  an  edge,  scoop  out  the  fluid  glass  expeditiously,  and  throw  it  into 
water;  the  cuvettes  are  now  returned  to  the  furnace,  and  a  few  minutes  afterwards  the 
lading  begins. 

In  this  operation  ladles  of  wrought  iron  are  employed,  furnished  with  long  handles, 
which  are  plunged  into  the  pots  through  the  upper  openings  or  lading  holes,  and 
immediately  transfer  their  charge  of  glass  into  the  buckets.  Each  workman  dips  his 
ladle  only  three  times,  and  empties  its  contents  into  the  cuvette.  By  these  three 
immersions  (whence  the  term  trejetcr  is  derived)  the  large  iron  spoon  is  heated  so 
much_  that  when  plunged  into  a  tub  full  of  water,  it  makes  a  noise  like  the  roaring 
of  a  lion,  which  may  be  heard  at  a  very  great  distance. 

The  founding,  refining,  and  ceremony  being  finished,  the  workmen  next  try  whether 
the  glass  be  ready  for  casting.  With  this  view  the  end  of  a  rod  is  dipped  into  the 
bucket,  which  is  called  drawing  the  glass  ;  the  portion  taken  up  being  allowed  to  run 
ofi;  naturally  assumes  a  pear-shape,  from  the  appearance  of  which  they  can  judge  if 
the  consistence  be  proper,  and  if  any  air-bubbles  remain.  If  all  be  right,  tlie  cumUcs 
are  taken  out  of  the  furnace,  and  conveyed  to  the  part  of  the  hallc  where  their  content  s 
are  to  be  poured  out.    This  process  requires  peculiar  instruments  and  manipulations. 

Casting. — While  the  glass  is  refining,  that  is,  coming  to  its  highest  point  of  perfec- 
tion, preparation  is  made  for  the  most  important  process,  the  casting  of  the  plate, 
whoso  success  crowns  all  the  preliminary  labours  and  cares.  The  oven  or  carquaisc 
destined  to  receive  and  anneal  the  plate  is  now  heated  by  its  small  fire  or  fisar  to  such 
a  pitch  that  its  sole  may  have  the  same  temperature  as  that  of  the  plates,  being  nearly 
red  hot  at  the  moment  of  their  being  introduced.    An  unequal  degree  of  heat  in  the 


GLASS 


6G5 


l.rp«ka£?e  of  the  glass.  The  casting-table  is  then  rolled  towards 
rront  To"oath1^^^^^^^^^  levers,  and  its  surface  is  hronght  exactly  to  the 
level  of  the  sole  of  tiie  oven  preferably  cast  iron,  about  10 

The  table  t  t,  fig.  ^^^^l^^^^^o  l  inches  th  ck,  supported  by  a  frame  of  carpentry, 
feet  long,  5  ^eet  broad,  and  from  G  to  7  m^n        ^    PP  ^^^^  ^^^^ 

which  rests  on  f^^^o  cast-  on  whee^^^^^^^^  timber-work,  Sled  the  puppet  or 

to  the  front  of        "^^^j^J^^o^^^^^^  spreads  the  glass  is  laid,  before  and 

s^ndard,  ^PO^jl^g^-f.^^  T^eet  long  by  1  foot  iS  diameter ;  it  is  thick  in  the  metal,  ? 
after  the  casting    This  >J  ^  ^^^^f  "S^^y,^^  3,rve  only  for  two  plates  at  one  casting, 
but  hoUow  in  the  axis^  :  J^i^^e  a  Jthe  first  is  laid  aside  to  cool ;  for  otherwise  the 
trS^o^^T:i^^Z^:t^^^  the  p^e  expand  une^uany,  and -use  -^^^^ 
crack    When  the  rollers  are  not  in  action  they  are  laid  aside  i\f  ?t^ 

vili^^t  siisSnded  till  it  be  emptied  upon  the  table.  This  raising  and  suspension 
LeTAterbfrnti  o?  an  iron  ^ib,  fu/nished  with  pulleys,  held  honzontaUy.  and 

"  Tt  trglt%'^To2,  are  made  of  four  iron  bars,  bent  into  a  square  frame  in  their 
middle  fof  embifcing  the  bucket.    Four  chains,  proceeding  from  the  corners  of  the 
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frame  v,  are  united  at  their  other  ends  into  a  ring,  which  fits  into  the  hook  of  the 
crane.  Things  being  thus  arranged,  all  the  workmen  of  the  foundry  co-operate  m 
the  manipulations  of  the  casting.  Two  of  them  fetch,  and  place  quickly  in  front  of 
one  of  the  lower  openings,  the  small  cMveWe-carriage,  which  bears  a  forked  bar  ot 
iron,  having  two  prongs  corresponding  to  the  two  holes  left  in  the  fire-tile  door.  This 
fork,  mounted  on  the  axle  of  two  cast-iron  wheels,  extends  at  its  other  end  into  two 
branches  terminated  by  handles,  by  which  the  workmen  move  the  fork,  lift  out  the 
tile  stopper,  and  set  it  down  against  the  outer  wall  of  the  furnace. 

The  instant  these  men  retire,  two  others  push  forward  into  the  opening  the  ex- 
tremity of  the  tongs-carriage,  so  as  to  seize  the  bucket  by  the  girdle,  or  rather  to 
clamp  it.  At  the  same  time  a  third  workman  is  busy  with  an  iron  pinch  or  long 
chisel,  detaching  the  bucket  from  its  seat,  to  which  it  often  adheres  by  some  spilt 
glass ;  whenever  it  is  free,  he  withdraws  it  from  the  furnace.  Two  powerful  branches 
of  iron  united  by  a  bolt,  like  two  scissor-blades,  which  open,  come  together,  and  join 
by  a  quadrant  near  the  other  end,  form  the  tongs-carriage,  which  is  mounted  upon 
two  wheels  like  a  truck. 

The  same  description  will  apply  almost  wholly  to  the  iron-plate  carriage,  on  which 
the  bucket  is  laid  the  moment  it  is  taken  out  of  the  furnace ;  the  only  difference  in  its 
construction  is,  that  on  the  bent  iron  bars  which  form  the  tail  or  lower  steps  of  this 
carriage  (in  place  of  the  tongs)  is  permanently  fastened  an  iron  plate,  on  whidi  the 
bucket  is  placed  and  carried  for  the  casting. 

Whenever  the  cuvette  is  set  upon  its  carriage,  it  must  be  rapidly  wheeled  to  its 
station  near  the  crane.  The  tongs  t,  above  described,  are  now  applied  to  the  girdle, 
and  are  then  hooked  upon  the  crane  by  the  suspension-chains.  In  this  position  the 
bucket  is  skimmed  by  means  of  a  copper  tool  called  a  sabre,  because  it  has  nearly  tha 
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in  contact  with  the  annealing  oven.  The  cuvette-mon  begin  to  pour  out  towlrds  th« 
right  extremity  b  of  the  roller,  and  terminate  when  it  has  arrivZtTe  lefuSrit 
D     While  preparing  to  do  so,  and  at  the  instant  of  casting,  two  men  place  wkhS 

^nl;    'l^,  T^r^'^  ^'^""^     ^''^'''^  ^^'i  the  liquid  glaS,  two  irTn  i^tS 

ments  called  hands,  m  m,  m  m,  which  prevent  the  glass  spre^iC  bevon^  Vv^I 

rulers,  whilst  another  draws  along  the  table  the  wiping  bar  cc,  C^^ed  inCe„  t 
^S  glass  ^^J'"''  ''^''^  ^^'^^^^^        table  and  'thl 

Whenever  the  melted  glass  is  poured  out,  two  men  spread  it  over  the  table 
gUKiing  the  roUer  slowly  and  steadily  along,  beyond  the  limfts  of  the  gTass  and  then 
trestles'v  v!         °  the  wooden  standard  prepared  for  its  reception,  in  place  of  the 

The  empty  bucket,  while  still  red  hot,  is  hung  again  upon  the  crane,  set  on  ita 
plate-iron  carnage,  freed  from  Its  tongs,  and  replaced  in  the  furnace,  to  be  speedily 
cleared  out  anew,  and  charged  with  fresh  fluid  from  the  pots.  If,  while  the  roller 
glides  along  the  two  workmen  who  stand  by  with  picking  tools  perceive  tears  in  the 
matter  in  advance  of  the  roller,  and  can  dexterously  snatch  them  out,  they  are  suit- 
ably rewarded  according  to  the  spot  where  the  blemish  lay,  whether  in  the  centre 
where  it  would  have  proved  most  detrimental,  or  near  the  edge.  These  tears  proceed 
usually  from  small  portions  of  semi- vitrified  matter  which  faU  from  the  vault  of  the 
turnace,  and  from  their  density  occupy  the  bottom  of  the  cuvettes 

While  the  plate  is  still  red  hot  and  ductile,  about  2  inches  of  its  end  opposite  to  the 
carquaise  Aoov  is  turned  up  with  a  tool ;  this  portion  is  caUed  the  head  of  the  mirror  ■ 
against  the  outside  of  this  head,  the  shovel,  in  the  shape  of  a  rake  without  teeth  is 
applied,  with  which  the  plate  is  eventually  pushed  into  the  oven,  while  two  other 
workmen  press  upon  the  upper  part  of  the  head  with  a  wooden  pole,  8  feet  long  to 
preserve  the  plate  m  its  horizontal  position,  and  prevent  its  being  warped.  Tho  plate 
is  now  left  for  a  few  moments  near  the  throat  of  the  cargjwise,  to  give  it  solidity  • 
after  which  it  is  pushed  further  in,  by  means  of  a  very  long  iron  tool,  whose  extremity 
IS  forked  like  the  letter  y,  and  hence  bears  that  name ;  and  is  thereby  arranged  in 
the  most  suitable  spot  for  allowing  other  plates  to  be  introduced. 

However  numerous  the  manipulations  executed  from  the  moment  of  withdrawing 
the  cuvette  from  the  furnace,  till  the  cast  plate  is  pushed  into  the  annealing  oven,  they 
are  all  performed  in  less  than  five  minutes. 

When  all  the  plates  of  the  same  casting  have  been  placed  in  the  carquaise,  it  is 
sealed  up  ;  that  is  to  say,  all  its  orifices  are  closed  with  sheets  of  iron,  surrounded 
and  made  tight  with  plastic  loam.  With  this  precaution,  the  cooling  goes  on  slowly 
and  equably  in  every  part,  for  no  cooling  current  can  have  access  to  the  interior  of 
the  oven. 

After  they  are  perfectly  cooled,  the  plates  are  carefully  withdrawn  one  after  another, 
keeping  them  all  the  while  in  a  horizontal  position,  till  they  are  entirely  out  of  the 
carquaise.    As  soon  as  each  plate  is  taken  out,,  one  set  of  workmen  lower  quickly  and 
steadily  the  edge  which  they  hold,  while  another  set  raise  the  opposite  edge,  till  the 
glass  be  placed  upright  on  two  cushions  stuffed  with  straw,  and  covered  with  canvas. 
In  this  vertical  position  they  pass  through,  beneath  the  lower  edge  of  the  plate,  three 
girths  or  straps,  each  four  feet  long,  thickened  with  leather  in  their  middle,  and  ending 
in  wooden  handles  ;  so  that  one  embraces  the  middle  of  the  plate,  and  the  other  two 
the  ends.    The  workmen,  six  in  number,  now  seize  the  handles  of  the  straps,  lift  up 
the  glass  closely  to  their  bodies,  and  convey  it  with  a  regular  step  to  the  warehouse. 
Here  the  head  of  the  plate  is  first  cut  off  with  a  diamond  square,  and  then  the  whole 
is  attentively  examined,  in  reference  to  its  defects  and  imperfections,  to  determine  the 
sections  which  must  be  made  of  it,  and  the  eventual  size  of  the  pieces.    The  parings 
and  small  cuttings  detached  are  set  aside,  in  order  to  be  ground  and  mixed  with  the 
raw  materials  of  another  glass-pot. 

The  apartments  in  which  the  roughing-down  and  smoothing  of  the  plates  is  per- 
formed, are  furnished  with  a  considerable  number  of  stone  tables,  truly  hewn  and 
placed  apart  like  billiard-tables,  in  a  horizontal  position,  about  2  feet  above  the 
ground.  They  are  rectangular,  and  of  diflferent  sizes  proportional  to  the  dimensions 
of  the  plates,  which  they  ought  always  to  exceed  a  little.  These  tables  are  supported 
either  on  stone  pillars  or  wooden  frames,  and  are  surrounded  with  a  wooden  board, 
■whose  upper  edge  stands  somewhat  below  their  level,  and  leaves  in  the  space  between 
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it  and  the  stone  all  round  an  interval  of  3  or  4  inche.  of  wMch  .e  shall  presently  see  ' 

^^r:;tplate.n^ess«don  J^f ^^^^^  J^^^^^f S^r^^ 
one  next  the  table,  *^^°JtJ^^^^^^^^   s  cemented  on  the  stone  table  with  Pans- 

begins.  With  this  717- ^I'^^/'^^Xte  several  are  cemented  alongside  of  each  other, 
plaster.    But  often  instead  of  one  piate^^^^^^  They  then  take  one  or  more 

Lse  of  the  ^-^^^^^^^^^^^^  T-foS  the  surface 'of  the  plate  fixed  to  the 

crude  plates,  of  g^iDSum  to  the  large  base  of  a  quadrangular 

table,  and  fix  ^K^^J^^J"'^  a  ^dghf  p  o^ortW  to  its  extent,  or  about  a  pound 
truncated  pyramid  ^^^^^  §  small  sized,  bears  at  each  of  its  angles 

to  the  square  inch,  iliis  pyramiadi  '""j^^"  '  •  ^  i„y  hold  of  in  working  it ;  but 
of  the  upper  face  a  Veg  ovUlh  j^^^^^^^  J  ^,',,,. 

when  of  ^^^f  is  made  of  wood  rounded  so 

STfrseL°Sl?tftUaX?^  plate  is  now  rubbed  over  the  lower  ones, 

with  moistened  sand  applied  between^         machinerv     The  under  plate  being  fixed 
This  operation  is,  however  Perf^med  by  ^^^hinery.    in^^  P^^^  ^^^^ 

coSv^c  which  pervades  the  whole  of  the  grinding  -°<i  P^^f  "^."'^f  ""S'  ^ 
XSkable  regularify  of  friction  and  truth  of  surface  is  produced.  When  the  plates 
rrriScientifw^^^  on  one  face,  they  are  reversed  in  the  frames,  a^d  worked 
togethTon  the  other.    The  Paris-plaster  is  usually  coloured  red,  m  order  to  show 

"CSoSing  of  X  plates  is  effected  on  the  same  principles  by  the  use  of  moist 
emery  washed  to  successive  degrees  of  fineness,  for  the  successive  stages  of  the  opera- 
S  and  the  pohshing  process  is  performed  by  rubbers  of  hat-felt  and  a  thm  paste 
of  colcothar  and  water  The  colcothar,  called  also  cm  is  red  oxide  of  iron  prepared 
by  the  ignition  of  copperas,  with  grinding  and  elutriation. 

The  last  part,  or  the  polishing  process,  is  performed  by  hand.  This  is  mauaged  by 
females,  who  slide  one  plate  over  another,  while  a  little  moistened  putir/  of  tin  finely 
levigated  is  thrown  between.  , 

Large  mirror-plates  are  now  the  indispensable  ornaments  of  every  large  and  sump- 
tuous apartment ;  they  diffuse  lustre  and  gaiety  around  them  by  reflecting  the  rays  of 
light  in  a  thousand  lines,  and  by  multiplying  indefinitely  the  images  of  objects  placed 
between  opposite  parallel  planes.  ,     ,t  m  „ 

The  process  of  silvering  plate-glass  will  be  described  under  Miheors.  ior  the 
production  of  the  perfectly  plane  surface  required  to  ensure  true  reflexion,  a  process 
of  the  most  careful  polishing  is  required.  It  will  not  differ  from  the  process  already 
described  in  anv  respect,  beyond  that  of  the  extreme  care  which  is  required.  _ 

Not  only  is  this  great  exactness  of  surface  required  for  the  production  of  mirrors  ot 
high  class,  but  it  is  even  more  necessary  in  the  plates  of  glass  employed  m  «ie  pro- 
duction of  '  the  Ghost,'  as  it  is  called,  which  a  few  years  ago  excited  so  much  of  the 
public  attention  at  the  Polytechnic  Institution  and  elsewhere  ;  this  phenomenon 
being  due  to  the  total  reflexion  of  highly-illuminated  objects,  from  the  plane  sur- 
face of  highly-polished  glass,  the  objects  themselves  being  hidden  from  the  spec- 
tfitors 

The  progress  of  the  plate-glass  manufacture  is  very  instructive.    Owing  to  the 
obstructions  of  Excise  regulations,  notwithstanding  the  reduction  of  the  duty  m  1819 
to  60s.  per  cwt.,  the  production  in  1836  was  but  about  7,000  feet  per  week.    In  the 
latter  year,  however,  the  manufacture  ceased  to  be  confined  to  two  houses  ;  new 
establishments  were  formed,  and  in  1845  the  production  had  more  than  tripled,  at  a 
preat  reduction  of  price.    In  1845  the  Excise  duties  on  glass  were  abolished,  and  Sir 
R.  Peel,  in  proposing  their  abolition,  said,  '  If  you  leave  the  manufacture  altogether 
disljurdened,  as  in  Prance  and  Belgium,  then,  with  your  peculiar  advantages  of 
material,  the  command  of  alkali  and  coal,  my  belief  is,  you  will  supply  almost  the 
whole  world.'    And,  thanks  to  the  wisdom  of  that  measure,  freedom  from  fiscal 
regulation  has  opened  the  door  to  extraordinary  advantages,  by  means  of  which  the 
cost  of  production  has  been  reduced  to  a  point  below  that  of  any  other  country.  In 
coal  the  savings  effected  by  unrestricted  action  are  no  less  than  80  per  cent,  in  quan- 
tity alone,  involving  a  corresponding  decrease  in  the  cost  of  furnaces,  fire-clay,  pots, 
tools,  labour,  and  also  in  the  erection  of  buildings  that  now  suffice.    The  cost  of  coal, 
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therefore,  which,  in  London,  in  1826  exceeded  Is.  10^^.  on  each  superficial  foot  of 
ghvss,  IS  now  about  2rf.  per  foot.  Sand  also,  which  is  its  base,  forming  as  it  does 
nearly  three-fifths  of  its  composition,  is  obtained  near  London  at  3«.  6d.  and  up 
wards  per  ton,  of  a  quality  superior  to  Lynn  sand  formerly  used  at  18«  per  ton 
The  direct  charge  of  labour  in  1826  exceeded  Is.  6d.  per  foot;  now  the  average  rate 
of  wages  for  skilled  labour  is  higher  by  20  per  cent,  than  forty  years  ago.  In  1819 
two  furnaces,  each  ha^ang  a  huge  chimney-shaft,  were  required  to  produce  1,000  feet 
per  week,  while  at  the  present  time  two  furnaces,  with  only  one  chimney-shaft 
suffice  for  the  production  of  12,000  feet,  with  the  same,  if  not  a  less,  consumption 
of  fuel.  _  Similarly,  though  in  a  less  degree,  grinding  and  polishing  benches  which 
theii  finished  200  feet  eacli  per  week,  now  accomplish  500  feet  to  700  feet,  which, 
by  judicious  means,  may  be  still  further  increased  to  1,000  feet  and  upwards.  By 
these  means  the  whole  cost  has  been  reduced  to  nearly  the  price  of  common  duty- 
paid  window-glass  thirty  years  ago ;  and  whereas  in  1819  the  British  make  was 
3,000  feet  per  week,  sold  at  20s.  to  25s.  per  foot,  it  is  now  140,000  feet,  selling  at 
2s.  and  upwards  according  to  qiuality.  The  former  superior  make  of  this  country 
has,  indeed,  been  greatly  neglected,  and  this  has  led  to  a  very  largo  increase  in 
the  import  of  the  finest  fabrics  of  France  and  Belgium,  so  that  these  imports 
amounted  in  1862  and  1863  to  about  16,000  feet  per  week,  and  those  countries  have 
had  a  corresponding  sale  in  foreign  markets  in  the  absence  of  such  supplies  from 
England ;  but  still  the  exports  of  British  plate-glass  have  increased  about  tenfold 
since  1849. 

At  home,  glass  is  now  extensively  used  in  slabs  for  flooring  and  underground 
purposes,  combining  as  it  does  greater  strength  than  the  York  flag,  with  the  additional 
advantage  of  conveying  light ;  and  slabs  tested  at  "Woolwich  dockyard  have  been  found 
to  bear  a  pressure  exceeding  a  ton  weight.  Many  years  ago,  a  supply  of  such  slabs 
was  required  for  the  purpose  of  flooring  a  palace  of  one  of  the  native  princes  of  India, 
but  the  Excise  restrictions  then  prevailing  precluded  its  supply  from  England  at  less 
than  30s.  per  foot ;  it  could  now  be  afforded  at  3s.  to  4s.  In  fact,  its  true  position 
has  yet  to  be  attained,  when  the  resources  of  this  country  shaU  have  stimidated  that 
more  full  development  of  which  it  is  susceptible,  and  Great  Britain  shall,  as  the  author 
of  the  freedom  of  this  industry  predicted,  '  supply  almost  the  whole  world.' 

Bohemian  Glass. — M.  Peligot  states  that  the  hard  glass  of  Bohemia  is  composed  of 
100  parts  of  silica,  12  parts  of  quicklime,  and  only  28  parts  of  carbonate  of  potash. 
These  proportions  give  a  glass  quite  unmanageable  in  ordinary  furnaces ;  but  the 
addition  of  a  comparatively  small  quantity  of  boracic  acid  is  capable  of  determining 
fusion,  and  the  result  is  a  glass  having  all  the  requisite  limpidity  at  a  high  tempera- 
ture, and  possessing  at  the  same  time  a  great  brilliancy  and  hardness. 

The  Bohemian  glass  is,  vri thin  certain  limits,  perfectly  elastic,  and  very  sonorous ; 
when  well  made,  it  is  sufficiently  hard  to  strike  fire  with  steel,  and  is  scratched  with 
difficulty.  The  lead  glasses,  on  the  other  hand,  have  but  little  hardness,  and  less  in 
proportion  as  they  contain  more  oxide  of  lead ;  besides  which  they  rapidly  lose  their 
brilliancy  by  use. 

The  silica  which  is  employed  in  Bohemia  in  the  manufacture  of  glass  is  obtained  by 
calcining  crystalline  quartz,  and  afterwards  pounding  it  while  dry.  When  the  quartz 
has  been  heated  to  a  cherry-red,  it  is  -withdrawn  from  the  fire,  and  thrown  imme- 
diately into  cold  water. 

Almost  all  the  Bohemian  glass  is  a  potash-glass,  because  soda  and  its  salts  give  to 
glass  a  sensible  yellowish  tint.  The  limestone  which  is  used  is  as  white  as  Carrara 
marble.  The  clay  employed  for  the  crucibles  is  very  white,  and  consists  of  silica, 
45/o  ;  alumina,  40^  ;  and  water,  IS^^. 

The  manufacture  of  glass  in  Bohemia  is  of  very  high  antiquity,  and  the  same  pecu- 
liarities have  always  belonged  to  the  true  Boliemian  manufactm*e. 

In  our  modern  times  the  Bohemian  glass  has  been  more  especially  celebrated  for 
the  beautiful  varieties  of  colours  which  are  produced.    See  Glass,  Coloured. 

Venetian  Glass. — From  an  early  date  the  city  of  Venice  has  been  celebrated  for  its 
glass :  the  reticulated  glass,  the  crackle  glass,  and  the  glass  paper-weights,  or  millefiorc, 
are  all  due  to  the  Venetians. 

The  manufacture  of  glass  heads  at  Murano,  near  Venice,  has  been  carried  on  for  an 
indefinite  period,  and  Africa  and  Asia  have  been  supplied  from  their  glass-houses. 
The  process  is  most  ingeniously  simple.  Tubes  of  glass  of  every  colour,  are  drawn 
out  to  great  lengths  in  a  gallery  adjoining  the  glass-house  pots,  in  the  same  way  as 
the  more  moderate  lengths  of  thermometer  and  barometer  tubes  are  drawn  in  our 
glass-houses.  These  tubes  are  chopped  into  very  small  pieces  of  nearly  uniform 
length  on  the  upriglit  edge  of  a  fixed  chisel.  These  elementary  cylinders  being 
then  put  in  a  heap  into  a  mixture  of  fine  sand  and  wood-ashes,  are  stirrexl  about 
with  an  iron  spatula  tilHheir  cavities  got  filled.    This  curious  mixture  is  now  trans- 
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.^.onrlfid  over  a  moderate  fire,  and  continually  stirred  about 
forred  to  -  ron  pau  susp  nd^^^^^^^  ^  ^^^^^^  ^^^^^^^^  ^^^^  th,t 

as  before,  whereby        ^y^^^™'  °  -.^  the  bore,  they  constitute  beads, 

:lSre%fckSTn  tsli,^^^^^^^  in  prodigious  quantities  to  almost  every 

country.                   ^.Hnvlnfpd  alass  for  which  Venice  was  equally  celebrated,  was 

Jir^traUeVgt^^^^^^^^^^  and  the  craclde-glal  was  in  like  manner 

re^oduced  ^      l^L^ .^ofidT^^^^  consisting  of  small  bubbles 

The  reticulated  g  ass  IS  ^o'^^^'J^^^^  ^     lar  series  crossing  and  interlacing 

°'  rXt'^To  piS^  appearance,  hollow  glass  cones  or  conical 

each  other,    lo  P^o^^^'^^  •     „iT,eadv  this  network-arrangement  of  air-bubbles. 

tube  are  kept  P^^P^.^f '^^-i^^^^^^^  glass  rods  round  a  centre  so  as 

These  tabes  .^^^.^^f^^'y  ^^^^^^^^^   x™  position  by  Llted  glass.    The  cylinder  is 

S/rh^r/untim^^^^^^^  they  are  drawn  out  on  the  pipe 

then  Jieatea  until  uio  .     ,    ,  ,1°  tjie  one  half  to  the  right  and 

r oSr  Zri^:^^^oTTil  foL;"'inserted  into  the  other.fnd  the 
two  are  heals  unti^^^^^  together;  wherever  the  little  rods  cross  each  other 

a  bubSe  of  Sr         be  inclosed,  and  this  occurring  in  a  very  regular  manner,  the 

^thtvlErre^r^^^^^  for  their  filigree.    This  glass  has  of  late 

yeai  s  beef  re-introduced  in  France  and  in  this  country.  The  process  of  manu- 
iXe  has  been  thus  described  by  Mr.  Apsley  Pellatt,  in  his  CunosiUes  of  Glass 

""'TS  ™ents  or  vessels  can  be  blown  small  ^^ffT^k^^ off:  Z 
variously-coloured  enamels  must  be  di-awn.  These  are  first  '  whetted  off  to  the 
Required  lengths,  and  then  put  into  a  cylindrical  mould  with  suitable  internal 
Te^rsses  and  both  cane  and  moiild  are  thus  submitted  to  a  moderate  heat.  The 
sefectTon  of  the  colour  of  the  canes  depends  upon  the  taste  of  the  ™f^c  ^f.^  = 
two  to  four  white  enamel-canes  are  chiefly  used,  alternately,  with  about  half  the 
number  coloured.  The  blower  then  prepares  a  solid  ball  of  transparent  flmt-glass, 
which  being  deposited  in  contact  with  the  various  canes,  at  a  welding  heat,  occasions 
them  to  adhere.  This  solid  baU  is  then  taken  from  the  mould,  is  re-heated,  and 
"Tmrvercd"  till  the  adhering  projecting  ornamental  canes  are  rubbed  into  one 
uniform  mass  :  the  ball  is  next  covered  with  a  gathering  of  white  glass,  which  must 
then  be  drawn  to  any  size  and  length  that  may  be  required.  Should  a  spiral  cane 
be  preferred,  the  "pucellas"  liolds  the  apex  in  a  fixed  position,  while  the  ornamental 
mass  still  adhering  to  the  glass-maker's  iron,  is  revolved  during  the  process,  till 
the  requisite  twist  is  given.  Where  vases  are  formed  of  alternately  coloured  and 
enameUed  filigree-canes,  the  above  process  is  repeated,  and  the  usual  mode  of  blowing 

is  followed.'  .         „  ,  ,         ,  , 

The  Venetian  ball  is  a  collection  of  waste  pieces  of  filigree-glass  conglomerated 
together  without  regular  design  :  this  is  packed  into  a  pocket  of  transparent  glass, 
which  is  adhesively  collapsed  upon  the  interior  mass  by  sucking  up,  producing  out- 
ward pressure  of  the  atmosphere.  ,    ^,    i  -? 

MUlefiore,  or  star-work  of  the  Venetians,  is  similar  to  the  last,  only,  the  lozenges  ot 
glass  are  more  regularly  placed.  ,.        .  ^     ^  ^ 

The  Vitro  di  Trino  of  the  Venetians  is  similar  to  the  fibgree  in  many  respects;  but 
by  closing  an  outer  on  the  inner  case,  each  containing  filigree-canes,  a  bubble  of  air 
is  inclosed  between  each  crossing  of  the  canes. 

The  celebrated  frosted  glass  of  the  Venetians  was  re-mtroduced  by  Mr.  Apsley 
Pellatt  in  1851,  who  thus  describes  the  process  of  manufacture : — 

'Frosted  glass,  like  Vitro  de  Trino,  is  one  of  the  few  specimens  of  Venetian  work 
not  previously  made  by  the  Egyptians  and  the  Romans ;  and  not  since  executed  by 
the  Bohemian  or  French  glass-makers.  The  process  of  making  it,  until  recently 
practised  at  the  Falcon  Glass  Works,  was  considered  a  lost  art.  Frosted  glass  has 
irregularly- varied  marble-like  projecting  dislocations  in  its  intervening  fissures. 
Suddenly  plunging  hot  glass  into  cold  water  produces  crystalline  convex  fractures, 
with  a  polished  exterior,  like  Derbyshire  spar ;  but  the  concave  intervening  figures 
are  caused,  first  by  chilling,  and  then  reheating  at  the  furnace,  and  simultaneously 
expanding  the  reheated  ball  of  glass  by  blowing  ;  thus  separating  the  crystals  from 
each  other,  and  leaving  open  figures  between,  which  is  done  preparatory  to  forming 
vases  or  ornaments.  Although  frosted  glass  appears  covered  with  fractures,  it  is 
perfectly  sonorous.' 

Glass,  its  physical  condition  and  chemical  co7istiiution.— So  far  as  may  be  inferred, 
from  the  analysis  of  ordinary  commercial  samples  of  window-gla.ss,  this  substance 
has  not  only  a  very  variable  composition,  but,  worse  than  this,  it  is  out  of  all  keeping 
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with  anything  like  definite  proportion.  That  it  should  be  full  of  striift.  and  therpfn,« 
refract  the  rays  of  l,ght  unequally,  as  it  does,  so  as  to  produce  the  moTm^^"""' 
pearances  of  distortion,  is  a  mere  natural  consequence  of  its  mechanical  comSir 

In,n  fr-^    Vr'STl'        ^^"^       corrected /but  that  .vhole  natio^  S 
come  to  view  this  defect  as  an  unavoidable  peculiarity,  is  precisely  one  of  those  sur 
prising  facts  which  demonstrate  the  influence  of  habit  ove^  the  pLers  of  the  mi^^ 
and  show  how  easily  human  reason  can  reconcile  itself  to  the  most  gross  inconsS' 
cies.     If  window-glass  had  one  uniform  atomic  composition,  the  tendency  to  form 
these  striae  would  nowhere  exist  in  excess ;  and,  therefore,  their  production  wouS 
dimmish  as  the  skill  of  the  workmen  increased  ;  but.  with  the  present  variable  com 
pound,  the  glass  stretches  unequally  in  different  parts,  by  an  equal  application  of 
lorce,  and,  in  spite  of  human  skill,  presents  a  result  alternately  thick  or  thin  a« 
accident  determines.    That  these  striae  have  not  the  same  composition  as  the  partJ 
surrounding  them  is  very  obvious,  from  the  circumstance  that,  if  striated  glass  be  cut 
to  an  uniform  thickness,  and  polished  on  both  sides,  the  optical  defects  remain  but  little 
changed,  and  occasionally  they  are  found  to  be  increased.    Again,  it  is  known  that 
the  more  complex  the  composition  of  any  glass  may  be,  the  greater  the  liability  to  this 
striated  structure— of  which  flint-glass  offers  an  apposite  illustration ;  for  here  in 
addition  to  the  ordinary  components  of  glass,  the  silicate  of  lead  is  superadded.  Now 
the  specific  gravity  of  silicate  of  lead  is  very  high  compared  with  that  of  silicate  of 
soda,  potash,  or  lime ;  hence  unless  employed  in  the  exact  quantity  to  form  a 
chemical  combination  with  the  other  silicates,  a  mere  mechanical  mixture  is  produced 
of  very  different  densities  throughout ;  and  the  product,  under  the  action  of  light,  dis- 
plays, permanently,  that  peculiar  fugitive  appearance  seen  when  syrup  and  water,  or 
alcohol  and  water,  are  mixed  together ;  that  is  to  say,  a  series  of  curved  lines  'are 
formed  by  the  unequal  refraction  of  the  two  fluids,  which  entirely  disappear,  so  soon 
as  perfect  admixture  has  taken  place,  but  which  remain  in  the  case  of  flint-glass, 
from  the  utter  impossibility  of  effecting  the  necessary  union  between  its  various  parts! 
Although,  however,  this  cannot  be  done  mechanically,  yet,  in  a  chemical  way,  nature 
performs  such  operations  with  ease  and  unerring  fidelity.    The  French  chemist 
Berthier,  long  ago  proved  that  many  neutral  salts  combine  together  by  fusion  in 
atomic  proportions,  and  form  new  and  definite  compounds.   Thus,  carbonate  of  potash 
and  carbonate  of  soda  when  mixed,  atom  for  atom,  unite  and  produce  a  compound 
more  easy  of  fusion  than  the  more  fusible  of  the  two;  similarly,  either  of  these  car- 
bonates will  act  with  carbonate  of  baryta  or  strontia ;  and  again,  fluor-spar  and 
sulphate  of  lime,  two  remarkably  infusible  substances,  when  mixed,  melt  readily,  at 
a  low  red  heat  into  a  fluid  as  mobile  and  transparent  as  water.    It  is  useless  to  mul- 
tiply examples  of  this  kind,  for  thousands  exist ;  and  the  alkaline  and  earthy  silicates 
form  no  exception  to  this  almost  universal  rule.    A  mixture  of  silicate  of  potash  and 
silicate  of  soda  will,  if  in  atomic  ratios,  fuse  much  more  readily  than  either  of  them 
alone.    But  now,  let  us  imagine  an  attempt  to  fuse  these  two  bodies  together,  in  any 
other  proportion  than  that  in  which  they  are  naturally  disposed  to  combine ; — say 
that  the  silicate  of  soda  is  in  excess ;  then  the  silicate  of  potash  would  unite  with 
exactly  sufficient  of  the  silicate  of  soda  to  produce  the  extremely  fusible  compound 
above  spoken  of ;  whilst  the  less  easily  fusible  silicate  of  soda,  added  in  excess,  would 
form  a  kind  of  network  throughout  the  mass.    It  may  be  said,  that  a  higher  heat 
would  overcome  this  difficulty,  by  thoroughly  liquefying  the  silicate  of  soda ;  and  this 
is  really  the  plan  now  used  with  that  view ;  but,  independent  of  the  fact,  that  the 
mixed  silicate  of  potash  and  soda  would  also  undergo  a  corresponding  liquefaction, 
and,  therefore,  favour  the  separation  of  the  silicate  of  soda,  yet,  as  chemical  imion  is 
impossible,  from  the  very  conditions  of  the  experiment,  even  the  most  perfect  me- 
chanical mixture,  under  the  greatest  advantages  of  fluidity,  would  never  generate  a 
homogeneous  body.    The  striae  might,  indeed,  be  diminished  in  size  ;  but  this  would 
imply  a  corresponding  increase  in  their  number;  and,  if  carried  very  far,  complete 
opacity  would  result  from  such  an  endeavour  to  subvert  the  laws  of  nature.  The 
power  of  the  workmen  to  remedy  this  defect  is  therefore  limited  to  the  capability  of 
modifying  its  more  salient  features ;  he  can  never  remove  nor  destroy  it.  What 
we  have  here  illustrated  by  the  simplest  of  all  assumptions,  gathers  and  accumulates 
into  a  formidable  evil  when  several  silicates  are  fused  together,  having  considerable 
differences  of  specific  weight.    Thus,  in  the  case  of  flint-glass  before  alluded  to,  there 
are  generally  throe,  and  sometimes  five,  of  these  silicates  fused  together,  into,  pro- 
bably, one  of  the  most  antagonistic  compounds  that  could  be  conceived,  refracting  and 
dispersing  the  ray  of  light  in  fifty  directions,  and  demonstrating  the  unfriendly 
nature  of  its  coerced  union,  by  flying  in  pieces  from  the  most  trivial  applications  of 
heat  or  violence.    Yet  in  flint-glass  we  are  not  siirpassed,  nor  indeed  equalled,  by 
any  other  nation  ;  and  so  thoroughly  has  this  beautiful  substance  become  associated 
with  our  industrial  reputation,  that  the  British  name,  flint-glass,  has  been  adopted  into 
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Vfivfirtheless  it  cannot  be  doubted  that  a  wide  field  of 
several  continental  langiiages.  ^^evertheless  it  c^  solid  foundation  is  needed  by 

improvement  is  open  in  this  ^^^/^^^^^'XeVr  a  name,  or  the  force  of  capital 

our  manufactiirers  in  this  ine,  th-°  the^^^^^^        ^i^ed  with  some  care,  and  intro- 

In  France,  as  m  ^^.^S^f^f f '  'oTerfil  furnace.  These  ingredients  are  sand  or 

duced  into  a  crucible,  heated  by  a  pow^^^^^  ^  ^.^^^^  ground  felspar  in 

silica,  carbonate  of  «oda,  and  carbonate  oi  i^^^^         F  ^^.^^           its  carbonic  acid 

some  cases.  The  carbonate  erf  soda  isj^^^^  linxe  become  imbedded  in  the 

driven  off,  whilst  the  ^^^?;^°^\"f';,^^'^,s  a  ^Jre  perfect  fusion  takes  place  ;  and  then 
vitrifying  mass    ^s  die  h  «  -o^^  P.^^        ^^^^^^^^^  terials 

the  carbonic  acid  of  the  carbonate  oi  iim  ^    .     ^    effervescence,  which  is 

by  which  they  are  niecba--lly  t°^^^^^^^  af ter^separation  ensues  from  the 

technicaUy  termed  the    boii ,    ana,  prov        _  ^  uniform  com- 

process  of  '  settling,'  the  ^l^^^^^/JJ^^^J^J^  the  relative  proportion 

position.    But,  as  we  have  f  ^^'/^^^.J^'^'l' ^^2^  or  other  of  the  bases 

^f  the  materials  towards  each  other,  for  an  excess  ot  eitber  «  ^^^^  ^^^.^^ 

17  pr.Co?isr.'  tL-r       rill,  p,,.iice  - 

>.nfV.  "RrUkh  and  foreign.    Of  35  samples  analysed,  no  satistactory  e^^ueuLo 
S  S  adduced  to  ?avourS  opinion  that  science  had  been  a  helpmate  to  industry, 
™  t  aTc^nelldTn  this  branch  of  manufacture.    There  are  howew^^^^^ 
TOiBts  of  vast  interest  associated  with  the  practical  working  out  o^  this  matter  I'otesh 
rknownio  give  a  more  brilliant  and  harder  glass  than  soda  and  alumina  seems  to 
tend  ?n  ?he  sLe  direction.    The  Bohemian  glasss  so  celebrated  t^/^^g^^^^^^^ 
a  glass  of  this  description,  and  contains  silicate  of  alumna,  sihcate  of  bme  and  sd^^^^^^^^ 
of  potash,  but  not  in  chemical  proportions.    This  glass  is  tl^erefore  striated,  but  it 
seems  to  permit  of  a  more  perfect  decoration  by  metaUic  oxides  that  can  be  de- 
reZped  in^  glass  of  lime  an!  soda.    This  very  probably  depends  -PO-J^« 
contained  in  it.    From  one  singular  oversight,  the  use  of  carbonate  of  baryta  has  not 
yet  found  its  way  into  the  composition  of  glass,  though  we  ^P^^'^'^y'^^'^' 
more  hopeful  material.    This  substance  may  be  had .m  large  quantity  in  the  North  of 
England,  of  great  purity,  and  at  a  merely  nominal  cost  as  compared  with  its  value 
for  such  a  purpose  as  glass-making.    That  it  would  fuse  readily  with  a  due  amount 
of  soda,  and  give  '  a  boil '  as  well  as  chalk,  there  can  be  no  doubt ;  whilst  its  great 
density  will  certainly  improve  the  refractive  power  of  the  resulting  product,  and  tbus 
rival  the  brilliancy  of  lead- or  flint-glass,  without  imparting  that  softness  and  liability 
to  receive  scratches  which  are  so  objectionable  in  the  latter  variety.    One  diihcuity 
may  perhaps  reside  in  the  want  of  information  concerning  the  quantity  to  be  em- 
ployed.  But  this  is  easily  adjusted  ;  for  it  has  been  demonstrated  that,  during  vitri- 
fication, the  silicic  acid  'unites  to  bases  in  the  proportion  of  three  atoms  to  one : 
consequently  three  atoms,  or  138  parts,  will  always  require  one  atom  oi  each  base 
Therefore,  this  weight  of  good  dry  sand  may  be  set  against  54  of  dry  carbonate  ot 
soda,  70  of  carbonate  of  potash,  50  of  pure  marble  or  chalk,  99  of  carbonate  of  baryta, 
and  112  of  oxide  of  lead  or  litharge.    Suppose,  then,  that  the  object  is  to  employ 
carbonate  of  baryta  for  the  first  time,  hero  6  atoms  or  376  parts  of  sand,  1  atom  or  54 
parts  of  dry  carbonate  of  soda,  and  1  atom  or  99  parts  of  carbonate  of  baryta,  may  be 
mixed  and  fused  together  with  every  prospect  of  obtaining  a  good  result';  or  9  atoms 
of  silica,  I  of  carbonate  of  potash,  1  of  carbonate  of  soda,  and  1  of  carbonate  of  baryta, 
might  be  tried  without  fear  of  failure.    Again,  in  the  case  of  flint-glass,  112  of 
litharge,  54  of  soda,  and  276  of  sand,  would  probably  succeed,  or  an  additional  atom 
of  trisilicate  of  potash  might  be  used.  For  many  years  past,  M.  Dumas,_  now,  perhaps, 
the  first  chemist  in  France,  has  been  in  the  habit  of  demonstrating  to  his  pupils  that 
glass  of  all  kinds,  when  properly  made,  must  necessarily  be  an  atomic  compound  ; 
and  yet  we  scarcely  expect  to  find  a  single  British  glassmaker  who  will  admit  that  his 
art  is  susceptible  of  such  decisive  and  beautiful  simplification. 

To  assist  as  far  as  we  can  in  the  attainment  of  this  end,  we  shall  proceed  to  describe 
a  simple  means  for  the  analysis  of  glass,  which  will  enable  any  person,  possessed  of 
even  very  trifling  chemical  skill,  to  determine  the  composition  of  any  given  sample  of 
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glass  ill  a  comparativoly  shoi-f  t;m„  ir 

necossMi-y  to  divido  the  <•  LlyS  in  l  f  °  ^he  material,  it  Lecomc-n 

object  the  ostiiiiMtioa  of  its  El  n.  "  1"^'"''  Poi't>on« :  one  of  which  has  f^  ;^' 
a.Kl  siliceous  matter      iS   ^at^n''^'^^  "^'^^  ^arthy^LtlC 

to  dull  redness,  it  must  brSwh  H  "^'^^'^'^^  °f  the  sample  in  quS 

cold  .vater.    In  this  way  it  be'^S  crS  tiT""'!'"''  ^ '^^S  g 

lavoxir  its  reduction  into  voiTZ  V  "'^"'^  directions,  so  as  to 

in  an  agate  or  steel  L^rr  '  ntil^  l"  IJ ^^^^t,  therefore,  be  carefuUy  ground 
matter  of  indiflference  wTetW  this  tall  ^^1      •  ^PPT^^^^.  Aour.    NorfsTt  a 

in  this  extreme  state  of  SiZii?,!.      ^'f '°  ^^^h  water  or  not ;  for  2^, 

and  hence,  if  ground  i^^heTZ  rof^^^^^^^  °^      ^^^ali  to  water 

incorrect.  But  we  wi  uppC  that  a  aJ^r  ffv  nV  ^  f'"^'^"/  P'o^e 
tained  as  above  indicated  and  th«™  f  H.^v^  finely-powdered  glass  has  been  ol> 

1 00  grains  of  the  gtfa';rclS  l  y"r'^^^^  -i^l^  ot 

similarly-powdered  condition.  Place  the  n^xT,,r  «  ^  •  °  P'T^  Auor-spar  in  a 
pour  over  it  500  grains  of  strong  "u  pluS^a^^^^ 

wnh  a  silver  spoon  but  takino-  n^r^J^Tl  '  ®"ning  the  whole  well  together 
Next,  apply  a  hLt  ;faboif2i|o"¥^^^  P-ti<3n  of  the  materials, 

this  may  be  raised  as  high  as  300°  Wh^n  Si  evolSl^T''  "^"^T  to  a  conclusion, 
water  may  be  poured  on  the  resid,,..!!!  1  ^,?^"tion  of  gaseous  fumes  has  ceased, 
the  mixture  thrSwn  on  a  mter    AfSbTot         f  f 

water  must  be  addedTthe  filter  /olfo  waT  0,"^  ti'"'  ^^hrough,  a  little  more 
these  washings  bein^  ioinpd  tn  fl.     •  •    f  n^""*  ^i?®  ^^^^  soluble  matter- 

of  soda  or  pofih  or^'oth  ti  S  a  cuSv  nf '"'f  w*^'  7?-^^^  '''''''''  °^  ^^Pl^^te 
magnesia  and  alumina  To  tW^  .^.l  ^  ,  ^""^^^^  °^  ^"^^  P^^l^'^Ps  ^l^o  of 
added,  to  admit  of  Z  separation  o^^^^^^  must  now  be 

clear  solution  is  next  bolTdrn  to  dr^^^^^^^^^^  "fT^  being  eflfected  by  filtration.  The 
minute  or  two.  This  resTdue  r  the  Zdf  '  .  t  ""'"'^V'  ^'""^'^  ^ 
100  grains  of  thetlass  but  Zw  tiff  0^  Potash,  orboth,  formerly  contained  in 

Th  tolatnsTi^^^^^    b^^^'V'.^"  '7\'l'  --Pl^  musJI^mixed 

l  e   heat  fnt  rnerfpTl^?,  f  /•^'''^       ""^^"l"  ^""''^  together  in  a  silver  crucible,  at  a 

vkhrawrf?om       Vi^^  ""^'^       "^'^^^'^^^  ^'^'l  its  contents  m;y  be 

witnctrawn  from  the  fire,  and,  as  soon  as  cool  enough,  boiled  in  half  a  pint  of  Bure 
water,  so  as  thoroughly  to  dissolve  the  fused  mass  from  thecmcible  An  excefsTf 
mtric  acid  being  poured  into  the  solution,  the  mixture  is  then  evaporated  to  Sess, 

L  ^'^^f  ''^'P^  ^''f  ^^"dered  insoluble ;  consequently,  on  the  Sfca- 
ind  lead  ofTbi  .il  ^^"^"^"^^^^^  "^^^  ^%dried  and  weighed,  whilst  the  lime,  ahimina. 

1  lliiS^  f  be  separated  from  the  soluble  portion  by  the  addition,  first 
down  ?S  tlien  of  ammonia,  which  throws 

down  the  alumina,  and,  next,  by  pouring  in  carbonate  of  ammonia,  which  precipi- 
tates the  lime  as  a  carbonate.  Thus,  therefore,  the  alkaline  matters  are  found  by  one 
process,  and  the  silica,  earthy,  and  metallic  constituents  by  another,  both  of  which  may 
be  conducted  at  the  same  time.  It  has  been  recommended  to  employ  carbonate  of 
baryta  in  the  analysis  of  glass;  but  the  high  temperature  required  ^-ith  this  sub- 
stance dissipates  a  portion  of  the  alkaUne  components,  and  thus  leads  to  serious  errors. 
Ji.ven  mere  fusion  m  a  glass  furnace  expels  soda  from  glass,  and  renders  it  more  and 
more  intusible  ;  but  this  expulsion  is  much  favoured  by  the  presence  of  barytii.  The 
above  method  of  analysing  glass  is,  therefore,  to  be  preferred  to  the  baryta  plan,  by 

individuals  not  habitually  engaged  in  manipulative  chemistry.  Ure. 

_  Glass,  for  horticultural  'purposes.— An  impression  taken  up  loosely  in  the  first 
instance  from  some  experiments  on  the  a'ction  of  the  chemical  rays  of  light,  when 
made  to  permeate  coloured  glass,  has  led  the  public  frequently  to  conceive  that 
glasses  which  admitted  freely  the  chemical  rays  were  the  most  adapted  to  accelerate 
the  growth  of  plants.  No  more  mistaken  view  was  ever  entertained.  At  different 
periods  in  the  life  of  a  plant  different  influences  are  necessary ;  at  one  time  tlie 
chemical  force  is  required,  at  another  the  luminous  power,  and  at  another  the  calorific 
agent.    Tlio  solar  rays,  as  we  receive  them  direct  from  the  sun,  have  those  forces 
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XXs  'is"«  ;^o4?"  a  given  eLt.    This      ...St  attempt  bne%  to 

explain :—  oxygen,  and  convert  their  Btarcli  into  sugar ;  this  is  a 

1  Seeds  gejmna  °g  ^J^^J^^^^  the  cAmzca^  ray.  (actinzsm). 

•i  1  «f  fV,n  nlfinf-,  excited  by  liaht  (luminous  Jorce). 

"  3  SowL'^  anf  ft-uiS^^^  compound  actions,  and  appear  to  demand  the 

combined  power  of  heat  (calorific  power)  and  of  the  chemical  rays 

Such  are  the  three  chief  conditions  in  the  phenomena  of  vegetable  growth  Now 
a  a  glass  stained  blue  with  cobalt  admits  the  permeation  of  the  chemical  rays  mth 
S-eat  freedom,  obstructing  both  light  and  heat;  6,  a  glass  stained  yellow  with 
^Iver,  wiU  powerfully  obstruct  the  chemical  rays,  and  allow  the  luminous  rays  to 
pass  freely  fc,  deep  copper  or  gold  red  glasses  admit  the  maximum  heat  rays  to 
pass  freely,  and  in  general  allow  of  the  permeation  of  a  small  quantity  of  the  chemical 

''^When  seed  is  placed  in  the  soil  to  germinate,  a  blue  glass  placed  above  the  soil 
wiU  greatly  accelerate  the  process;  the  first  leaves  wiU  appear  above  the  soil,  in 
many  instances,  days  before  they  are  seen  when  the  seed  is  under  the  ordinary 
conations  in  the  soil;  but  if  a  plant  is  aUowed  to  grow  under  these  circumstances, 
scarcely  any  wood  is  produced,  but  long  succulent  stalks  are  formed,  with  imperfect 

After  germination  has  taken  place,  if  the  plant  is  brought  under  the  influence  of 
the  rays  permeating  yellow  glass  {light  separated  to  a  considerable  extent  from  the 
chemical  power),  wood  is  formed  abundantly,  and  very  healthy  plants  with  dark  leaves 
are  produced.  For  the  production  of  perfect  flowers  and  fruit,  the  red  glass  named 
is  the  most  effective.  Plants  growing  in  conservatories  which  have  been  glazed  with 
the  colourless  German  sheet-glass,  frequently  suffer  from  scorching.  To  avoid  this  if 
possible,  the  editor  of  this  volume  was  consulted  on  the  glass  which  should  be 
employed  in  glasdng  the  great  palm-house  at  Kew,  the  problem  being  to  avoid  the 
necessity  of  blinds,  and  to  secure  the  plants  from  the  injurious  action  of  the  scorching 
rays.  By  a  long  series  of  experiments  it  was  determined  that  glass  stained  with  a 
little  of  the  oxide  of  copper,  and  from  which  there  was  an  entire  absence  of  man- 
ganese, entirely  effected  this  end.  The  great  palm-house  in  the  Eoyal  Botanic 
Gardens  at  Kew  was  glazed  with  glass  made  on  this  principle,  by  the  Messrs,  Chance 
Brothers  and  Co.  of  Birmingham,  and  it  has  now  been  tested  by  the  sunshine  of 
six-and-twenty  summers  (1874);  and  the  plants,  as  every  one  may  observe,  grow- 
most  luxuriantly,  and  are  entirely  free  from  any  indications  of  scorching  on  their 
leaves. 

CXiASS,  COLOURED.  Most  of  the  metallic  oxides  impart  a  colour  to  glass,, 
and  some  non-metallic,  and  even  some  substances  derived  from  the  organic  kingdom 
have  the  power  of  imparting  permanent  colours  to  the  vitreous  combinations  of 
flint  and  potash.  There  is  much  in  this  subject  which  still  requires  examination. 
M.  Bontemps,  at  the  meeting  of  the  British  Association  at  Birmingham,  brought 
forward  some  very  extraordinary  facts  in  connection  with  the  colouring  powers  of 
different  bodies.    Of  his  communication  the  following  is  an  abstract : — 

In  the  first  place  it  was  shown,  that  all  the  colours  of  the  prismatic  spectrum 
might  be  given  to  glass  by  the  use  of  the  oxide  of  iron  in  varying  proportions,  and 
by  the  agency  of  different  degrees  of  heat :  the  conclusion  of  the  author  being,  that 
'all  the  colours  are  produced  in  their  natural  disposition  in  proportion  as  you  increase 
the  temperature.  Similar  phenomena  were  observed  with  the  oxide  of  manganese. 
Manganese  is  employed  to  give  a  pink  or  purple  tint  to  glass,  and  also  to  neutralise 
the  slight  green  given  by  iron  and  carbon  to  glass  in  its  manufacture.  If  the  glass 
coloured  by  manganese  remains  too  long  in  the  melting-pot  or  the  annealing-kiln, 
the  purple  tint  turns  first  to  a  light  brownish-red,  then  to  yellow,  and  afterwards  to 
green.  White  glass,  in  which  a  small  proportion  of  manganese  has  been  used,  is  liable 
to  become  light  yellow  by  exposure  to  luminous  power.  This  oxide  is  also,  in  certain 
window-glass,  disposed  to  turn  pink  or  purple  under  the  action  of  the  sun's  rays. 
M.  Bontemps  has  found  that  similar  changes  take  place  in  the  annealing  oven.  He 
has  determined,  by  experiments  made  by  him  on  polygonal  lenses  for  M.  Fresnel, 
that  light  is  the  agent  producing  the  change  mentioned  :  and  the  author  expresses  a 
doubt  whether  any  change  in  the  oxidation  of  the  metal  will  explain  the  photogenic 
effect.  A  series  of  chromatic  changes  of  a  similar  character  were  observed  -Rath  the 
oxides  of  copper,  the  colours  being  in  like  manner  regulated  by  the  heat  to  which 
the  glass  was  exposed.  It  was  found  that  silver,  although  with  less  intensity,  ex- 
hibited the  same  phenomena;  and  gold,  although  usually  einployed  for  tho  purpose 
Vol.  II.  X  X  y        ■       f  a 
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of  imparting  varieties  of  red,  was  found  by  varying  degrees  of  heating  at  a  hieh 
tomperatiu'o,  and  re-casting  several  times,  to  give  a  great  many  tints,  varyiuR  from 
bhio  to  pink,  red,  opaque  yellow,  and  green.  Charcoal  in  excess  in  a  mixture  of 
BiUca-alkaline  glass  gives  a  yellow  colour,  which  is  not  so  bright  as  the  yellow 
^•ora  silver:  and  this  yellow  colour  maybe  turned  to  a  dark  red  by  a  second  fire 
llie  author  is  disposed  to  refer  these  chromatic  changes  to  some  modifications  of 
the  composing  particles  rather  than  to  any  chemical  changes  in  the  materials  em- 
ployed. 

It  is  not  possible  in  the  present  essay  to  enter  into  the  minute  details  of  this 
beautiful  branch  of  glass-manufacture.  In  the  following  statement  the  materials 
ordinarily  employed  to  colour  glass  alone  are  named. 

Yellow. — Charcoal  or  soot  is  used  for  producing  the  commoner  varieties  of  vellow 
glass. 

The  glass  of  ^  antimony,  which  is  obtained  by  roasting  sulphide  of  antimony  until 
antimonious  acid  is  formed,  and  melting  it  with  about  5  per  cent,  of  undecomposed 
sulphide  of  the  same  metal. 

The  antimonate  of  potash,  a  preparation  similar  to  James's  powder,  is  stated  to 
answer  the  same  purpose.  Bohemian  glass  is  coloured  yellow  with  glass  of  antimony, 
minium,  and  oxide  of  iron. 

Silver  imparts  a  very  beautiful  yellow  colour  to  glass ;  but  it  requires  some  caution 
in  its  mode  of  application.  It  is  believed  that  the  presence  of  alumina  is  necessary  to 
the  production  of  colour,  since  a  fine  yellow  cannot  be  produced  unless  alumina  be 
present.  A  mixture  of  powdered  clay  and  chloride  of  silver  is  prepared,  and  spread 
upon  the  surface  of  the  glass ;  the  glass  is  then  re-heated,  and  the  silver  penetrates  to 
a  certain  depth  into  the  glass,  before  the  latter  softens.  The  coating  is  then  scraped 
0%  and  the  fine  yellow  colour  appears.  If  the  silver  yellow  glass  is  held  over  the 
flame  of  burning  wood,  a  peculiar  opalescence  is  produced  upon  the  surface,  probably 
by  the  oxidation  of  the  silver. 

Uranium  produces  the  beautiful  canary-yellow,  which  is  found  in  many  articles  of 
an  ornamental  kind.  This  glass  possesses  the  very  peculiar  property  of  giving  a 
green  colour  when  it  is  looked  at,  although  perfectly  and  purely  yellow  when  looked 
through.  This  has  been  attributed  to  the  presence  of  iron  in  the  commercial  oxide  of 
uranium  employed ;  but  the  purer  the  uranium  is,  the  more  beautifully  will  this 
phenomenon  be  brought  out.  It  depends  upon  a  very  remarkable  physical  peculiarity 
belonging  to  uranium  and  some  other  bodies.    See  Fluoeescence. 

Red. — A  common  brownish-red  colour  is  produced  in  glass  by  oxide  of  iron, 
added  as  ochre,  or  in  the  state  of  pure  peroxide.  MuUer  found  ancient  glass  to 
contain  silicic  acid,  alkalis,  lime,  magnesia,  alumina,  protoxide  of  iron,  and  suboxide 
of  copper. 

Copper  is  more  generally  employed  in  colouring  glass  red.  The  use  of  this  metal 
for  such  a  purpose  dates  from  very  high  antiquity,  and  all  through  the  middle  ages  it 
was  employed  to  produce  the  reds  which  we  see  in  the  fine  old  windows  left  by  our 
ancestors  for  our  admiration.  The  ancient  Hcematinone  was  a  copper-red  glass.  Sub- 
oxide of  copper  is  used,  either  in  the  state  of  commercial  copper-scale,  or  it  is  prepared 
by  heating  copper-turnings  to  redness.  If,  during  the  fusion  of  the  glass  in  the  pot, 
the  suboxide  unites  with  an  additional  quantity  of  oxygen,  green  and  not  red  is  the 
result.  This  is  avoided  by  combining  some  reducing  agent  with  the  melted  substance. 
Glass  thus  coloured  does  not  exhibit  its  red  colour  on  leaving  the  crucible ;  it  is 
nearly  colourless,  or  with  a  tinge  of  green  even  when  cold  ;  but  if  it  is  then  heated  a 
second  time  it  assumes  the  red  colour.  H.  Rose  supposes  that  a  colourless  neutral  or 
acid  silicate  of  the  suboxide  of  copper  is  formed  at  a  high  temperature,  and  that  the 
subsequent  softening  of  the  glass  at  a  lower  temperature  causes  the  decomposition  of 
this  compound  and  a  separation  of  a  portion  of  the  suboxide.  We  believe  that  no 
such  chemical  change  takes  place,  and  that  the  alteration  is  due  merely  to  a  change 
in  the  molecular  arrangement  of  the  particles.  The  suboxide  of  copper  possesses  an 
intense  colouring  power,  so  great  indeed  that  glass  coloured  with  even  a  very  small 
quantity  is  almost  impermeable  to  light ;  hence  it  is  usual  merely  to  flash  colourless 
glass  with  tliis  coloured  glass,  that  is,  to  spread  a  very  thin  film  of  it  oyer  the  colour- 
less surface.  A  process  for  colouring  glass  red,  after  its  manufacture,  with  sulphide  of 
copper  has  been  introduced  by  Bedford. 

Gold  can,  according  to  circumstances,  bo  made  to  impart  a  ruby,  carmine,  or  pink 
tint  to  glass.  The  purple  of  Cassius  was  employed  ;  but  Dr.  Fuss  first  showed  that 
a  mere  solution  of  gold  without  the  presence  of  tin,  as  in  the  salt  named,  is  capable 
of  producing  rose  and  carmine  coloured  glass. 

Similar  ciianges  to  those  already  described  with  copper  occur  with  the  salts  of 
gold.  Perhaps  the  glass  is  colourless  in  the  pot,  and  it  then  remains  colourless  when 
cold ;  but  when  ro-hoated,  tlio  glass  quickly  assumes  a  light  red  colour,  which  rapidly 
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J  f  r.r^  iionffid  noint  over  the  whole  glass,  and  increases  in  intensity  until  it 
spreads  from  tie  he^^^^^^  b^^^  rendered  colourless 

oVand  iwSo^^^^^^^^^^    colour  is  again  produced  by  a  repetition  of  the  heating 
bylusionanasiow  c  ^^^^^^^    Q^ied  it  cannot  again  be  made  to  resume  its 

colour  This  is 'also  an  example  confirmatory  in  the  highest  degree  of  the  view, 
S  no  chemical  change  takes  place  ;  but  that  all  the  phenomena  are  due  to  altera- 
tions in  mreular  strLure.  The  practice  of  flashy  colourless  glass  with  the  ruby 
rfass  from  gold  is  commonly  adopted.  The  beautiful  examples  of  the  Bohemian  glass 
manufactuil,  in  which  we  have  a  mixture  of  rich  ruby  and  the  purest  crystal  are 
Broduced  in  this  way.  A  globe  of  hot  colourless  glass  is  taken  from  the  pot,  and  a 
cake  of  ruby  glass,  prepared  with  a  composition  called  Schmelze,  is  warmed  and 
brought  into  coutact  with  the  melted  globe ;  this  ruby  glass  rapidly  diffuses  itseK  over 
the^rface,  and  the  required  article  is  blown  or  moulded  with  a  coating  of  glass, 
coloured  ruby  by  gold,  of  any  required  thickness. 

Sehmehe  is  prepared  with  500  parts  of  silica,  800  of  minium,  100  of  nitre,  and  the 
same  quantity  of  potash.  A  very  smaU  portion  of  a  solution  of  gold  in  aqua  regia  is 
intimately  mixed  with  500  parts  of  Schmelze,  43  parts  of  prismatic  borax,  3  or  4  of 
oxide  of  tin,  and  a  similar  quantity  of  oxide  of  antimony.  This  mixture  is  heated  for 
twelve  hours  in  an  open  crucible  placed  in  a  flat  furnace,  and  then  cooled  slowly  m 
an  annealing  oven.  A  Bohemian  ruhy,  especially  so  called,  is  prepared  by  melting 
together  fulminating  gold  rubbed  in  with  oil  of  turpentine,  quartz  powdered,  and 
fritted  minium,  sulphide  of  antimony,  peroxide  of  manganese,  and  potash.  Bohme 
has  given  an  analysis  of  a  Venetian  ruby  glass,  in  which  ith  of  a  grain  of  gold  is 
combined  with  about  150  of  the  ordinary  ingredients  of  glass,  with  some  tin  and 

iron.  ,     .  , 

Manganese  is  sometimes  employed  to  give  a  fine  amethystme  colour  to  glass ; 
care  is  however  required  to  prevent  the  reduction  of  the  peroxide  of  manganese  in 
the  process. 

Geeen. — Green  colours  may  be  obtained  by  a  variety  of  metallic  oxides.  Protoxide 
of  iron  imparts  a  dull  green ;  an  emerald-green  colour  is  given  by  oxide  of  copper. 
Either  copper-scales  or  verdigris  dried  and  powdered  are  employed,  the  colour  being 
much  finer  with  a  lead  glass,  than  with  one  containing  no  lead.  Translucent  or  diiU 
glass  is  converted  into  a  deep  blue  or  turquoise  colour  by  oxide  of  copper  and  not 
into  a  green.  An  emerald  green  is  also  produced  by  the  oxide  of  chromium.  Two 
kinds  of  Bohemian  green  glass,  known  respectively  as  the  ancient  and  modern  emerald 
greens,  are  prepared  from  mixtures  of  the  oxides  of  nickel  and  of  uranium. 

Blue. — The  only  fine  blue  is  produced  by  cobalt.  The  manufacture  of  smalt  or 
zaffre  is  so  important  that  it  will  be  treated  of  in  a  separate  article.  See  Smait  and 
Cobalt. 

Brown. — Peroxide  of  manganese  with  zaffre  yields  a  fine  garnet-like  brown. 
Pink  or  Flesh- Coloub. — Oxide  of  iron  and  alumina,  obtained  by  heating  a  mixture 
of  alum  and  green  vitriol. 

Orange. — ^Peroxide  of  iron  with  chloride  of  silver. 

Jasper. — A  Bohemian  glass,  generally  black,  but  of  fine  lustre,  prepared  by  adding 
forge  scales,  charcoal,  and  bone  ashes  to  the  ordinary  materials  for  glass. 

Amongst  the  different  varieties  of  glass,  artificial  gems  may  be  enumerated.  For  a 
description  of  their  manufacture,  see  Gems,  Artificial. 

CI.ASS,  STAZirED.    See  Glass,  CoLoxmED. 

GIiASS  CUTTING  AITD  GRINBIxrC,  for  common  and  optical  purposes.  By 

this  mechanical  process  the  surface  of  glass  may  be  modified  into  almost  any  orna- 
mental or  useful  form. 

1,  The  grinding  of  crystal  ware.  This  kind  of  glass  is  best  adapted  to  receive 
polished  facets,  both  on  account  of  its  relative  softness,  and  its  higher  refractive 
power,  which  gives  lustre  to  its  surface.  The  cutting-shop  should  be  a  spacious  long 
apartment,  furnished  with  numerous  skylights,  having  the  grinding  and  polishing 
lathes  arranged  right  under  them,  which  are  set  in  motion  by  a  steam-engine  or  water- 
wheel  at 'one  end  of  the  building.  A  shaft  is  fixed  as  usual  in  gallewses  along  the 
ceiling and  from  the  pulleys  of  the  shaft,  bands  descend  to  turn  the  different  lathes, 
by  passing  round  the  driving  pulleys  near  their  ends. 

The  turning  lathe  is  of  the  simplest  construction.  Fig.  1103,  d,  is  an  iron  spindle 
mth  two  well-turned  prolongations,  running  in  the  iron  puppets  a  a,  between  two 
'^^'^^I^  boshes  of  tin  or  type-metal,  which  may  be  pressed  more  or  less  together  by 
the  thumb-screws  shown  in  the  figure.  These  two  puppets  are  made  fast  to  the 
wooden  support  b,  which  is  attached  by  a  strong  screw  and  bolt  to  the  longitudinal 
beam  of  the  workshop  a,  e  is  the  fast  and  loose  pulley  for  putting  the  lathe  into 
and  out  of  gear  with  the  driving  shaft.  The  projecting  end  of  the  spindle  is  furnished 
with  a  hollow  head-piece,  into  which  the  rod  c  is  pushed  tight.    This  rod  carries  the 
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cutting  or  grinding  disc  plato.    For  hoavv  work  tliie  rod  is  flx/^fl  Jnf^  +1,   u   ^  , 

1103  Upon  projecting  rods  or  spindles  of  that  kind 

tlie  different  discs  for  cutting  the  glass  are  made 
fast.  Some  of  these  are  made  of  fine  sandstone  or 
polishing  slate,  from  8  to  10  inches  in  diameter 
and  from  f  to  ^  inch  thick.  They  must  bo  care- 
fully turned  and  polislied  at  the  lathe,  not  only 
upon  their  rounded  but  upon  their  flat  face  in 
order  to  grind  and  polish  in  their  turn  the  flat  and 
carved  surfaces  of  glass  vessels.  Other  discs  of 
the  same  diameter,  but  only  f  of  an  inch  thick 
are_  made  of  cast  tin  truly  turned,  and  serve  for 
polishing  the  vessels  previously  ground ;  a  third 
set  consists  of  sheet  iron  from  ^  to  ^  an  inch 

.  tliick,  and  12  inches  in  diameter,  and  are  destined 

to  cut  grooves  in  glass  by  the  aid  of  sand  and  water.  Small  discs  of  weU-hammered 
copper  from  ^  to  3  inches  m  diameter,  whose  circumference  is  sometimes  flat  and 
sometimes  concave  or  convex,  serve  to  make  all  sorts  of  delineations  upon  glass  bv 
meansof  emery  and  oil.  Lastly,  there  are  rods  of  copper  or  brass  furnished  with 
small  hemispheres  from  ^  to  i  of  an  inch  in  diameter,  to  excavate  round  hollows 
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an  glass  Wooden  discs  are  also  employed  for  polishing,  made  of  white  wood  cut 
across  the  grain,  as  also  of  cork. 

The  cutting  of  deep  indentations,  and  of  grooves,  is  usually  per- 
formed by  the  iron  disc,  with  sand  and  water,  which  are  allowed 
constantly  to  trickle  down  from  a  wooden  hopper  placed  right  over 
it,  and  furnished  with  a  wooden  stopple  or  plug  at  the  apex,  to  re^^u- 
late  by  its  greater  or  less  looseness  the  flow  of  the  grinding 
materials.    The  same  effect  may  be  produced  by  using  buckets  as 
shown  in  Jig.  1104.    The  sand  which  is  contained  in  the  bucket  f, 
above  the  lathe,  has  a  spigot  and  faucet  inserted  near  its  bottom' 
and  IS  supplied  with  a  stream  of  water  from  the  stopcock  in  the 
vessel  G,  which,  together,  running  down  the  inclined  board,  are  con- 
ducted to_  the  periphery  of  the  disc  as  shown  in  the  figure,  to  whose 
lowest  point  the  glass  vessel  is  applied  with  pressure  by  the  hand. 
The  sand  and  water  are  afterwards  collected  in  the  tub  h.  Finer 
markings  which  are  to  remain  without  lustre,  are  made  with  the 
small  copper  discs,  emery,  and  oil.    The  polishing  is  effected  by  the 
edge  of  the  tin  disc,  which  is  from  time  to  time  moistened  with 
putty  (white  oxide  of  tin)  and  water.    The  wooden  disc  is  also  em- 
ployed for  this  purpose  with  putty,  colcotliar,  or  washed  tripoli. 
For  fine  delineations,  the  glass  is  first  traced  over  with  some 
coloured  varnish,  to  guide  the  hand  of  the  cutter. 
In  grinding  and  facetting  crystal  glass,  the  deep  grooves  are  first  cut,  for  example, 
the  cross  lines,  with  the  iron  disc  and  rounded  edge,  by  means  of  sand  and  water. 
That  disc  is  one-sixth  of  an  inch  thick  and  12  inches  in  diameter.    With  another  iron 
disc  about  half  an  inch  thick,  and  more  or  less  in  diameter,  according  to  the  curva- 
ture of  the  surface,  the  grooves  may  be  widened.    These  roughly  cut  parts  must  be 
next  smoothed  down  with  the  sandstone  disc  and  water,  and  then  polished  with  the 
wooden  disc  about  half  an  inch  thick,  to  whose  edge  the  workman  applies,  from  time 
to  time,  a  bag  of  fine  linen  containing  some  gi-ound  pumice  moistened -nath  water. 
Wlien  the  cork  or  wooden  disc  edged  with  hat-felt  is  used  for  polishing,  putty  or 
colcothar  is  applied  to  it.    The  above  several  processes  in  a  large  manufactory  are 
usually  committed  to  several  workmen  on  the  principle  of  the  division  of  labour, 
so  that  each  may  become  expert  in  his  department. 

2,  The  grinding  of  optical  glasses. — The  glasses  intended  for  optical  purposes  being 
spherically  ground,  are  called  lenses  ;  and  are  used  either  as  simple  magnifiers  and 
spectacles,  or  for  telescopes  and  microscopes.  The  curvature  is  always  a  portion  of  a 
sphere,  and  either  convex  or  concave.  This  form  insures  the  convergence  or  diver- 
gence of  the  rays  of  light  that  pass  through  them,  as  the  polishing  does  tlie  brightness 
of  the  image. 

The  grinding  of  the  lenses  is  performed  in  brass  moulds,  either  concave  or  convex, 
formed  to  the  same  curvature  as  that  desired  in  the  lenses ;  and  may  be  worked  either 
by  hand  or  by  miicliinery.  A  gauge  is  first  cut  out  of  brass  or  copper  plat«  to  suit 
the  curvature  of  the  lens,  the  circular  arc  being  traced  by  a  pair  of  compasses.  In 
this  way  both  a  copyox  and  concave  circular  gauge  are  obtained.    To  these  gauges- 
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the  brass  moulds  aT.i  toned.    Sometimes,  also,  lead  moulds  are  used.    After  the  two 
mmilds  nrfi  made  thev  are  ground  face  to  face  mth  fine  emery. 

The  piLo  of^^^^^^  now  roughed  into  a  circular  form  by  a  pair  of  pincers,  leaving 
it  a  little  larger  than  the  finished  lens  ought  to  be,  and  then  smoothed  round  upon 
the  stone  disc  or  in  an  old  mould  with  emery  and  water,  and  is  next  made  fast  to  .a 
holdfast  This  consists  of  a  round  brass  plate,  having  a  screw  in  its  back ;  and  is 
somewhat  smaller  in  diameter  than  the  lens,  and  two-thirds  as  thick.  This  is  turned 
concave  upon  the  lathe,  and  then  attached  to  the  piece  of  glass  by  drops  of  pitch 
applied  to  several  points  of  its  surface,  taking  care,  while  the  pitch  is  warm,  that  the 
centre  of  the  glass  coincides  with  the  centre  of  the  brass  plate.  This  serves  not 
merely  as  a  holdfast,  by  enabling  a  person  to  seize  its  edge  with  the  fingers,  but  it 
prevents  the  glass  from  bending  by  the  necessary  pressure  in  grinding. 

The  glass  must  now  be  ground  with  coarse  emery  upon  its  appropriate  mould, 
whether  convex  or  concave,  the  emery  being  all  the  time  kept  moist  with  water.  To 
prevent  the  heat  of  the  hand  from  affecting  the  glass,  a  rod  for  holding  the  brass 
plate  is  screwed  to  its  back.  For  every  six  turns  of  circular  motion,  it  must  receive 
two  or  three  rubs  across  the  diameter  in  different  directions,  and  so  on  alternately. 
The  middle  point  of  the  glass  must  never  pass  beyond  the  edge  of  the  mould  ;  nor 
should  strong  pressure  be  at  any  time  applied.  Whenever  the  glass  has  assumed  the 
shape  of  the  mould,  and  touches  it  in  every  point,  the  coarse  emery  must  be  washed 
away,  finer  be  substituted  in  its  place,  and  the  grinding  be  continued  as  before,  till  all 
the  scratches  disappear,  and  a  uniform  dead  surface  be  produced.  A  commencement 
of  polishing  is  now  to  be  given  with  pumice-stone  powder.  During  all  this  time  the 
convex  mould  should  be  occasionally  worked  in  the  concave,  in  order  that  both  may 
preserve  their  correspondence  of  shape  between  them.  After  the  one  surface  has 
been  thus  finished,  the  glass  must  be  turned  over,  and  treated  in  the  same  way  upon 
the  other  side. 

Both  surfaces  are  now  to  be  polished.  With  this  view  equal  parts  of  pitch  and  resin 
must  be  melted  together,  and  strained  through  a  cloth  to  separate  all  impurities.  The 
concave  mould  is  next  to  be  heated,  and  covered  with  that  mixture  in  a  fluid  state  to 
the  thickness  uniformly  of  one  quarter  of  an  inch.  The  cold  convex  mould  is  now  to 
be  pressed  down  into  the  yielding  pitch,  its  surface  being  quite  clean  and  dry,  in  order 
to  give  the  pitch  the  exact  form  of  the  ground  lens  ;  and  both  are  to  be  plunged  into 
cold  water  tiU  they  be  chilled.  This  pitch  impression  is  now  the  mould  upon  which 
the  glass  is  to  be  polished,  according  to  the  methods  above  described,  with  finely- 
washed  colcothar  and  water,  till  the  surface  become  perfectly  clear  and  brilliant.  To 
prevent  the  pitch  from  changing  its  figure  by  the  friction,  cross  lines  must  be  cut  in 
it  about  half  an  inch  asunder,  and  one-twelfth  of  an  inch  broad  and  deep.  These 
grooves  remove^  all  the  superfluous  parts  of  the  polishing  powder,  and  tend  to  pre- 
serve the  polishing  surface  of  the  pitch  clean  and  unaltered..  No  additional  colcothar 
after  the  first  is  required  in  this  part  of  the  process,  but  only  a  drop  of  water  from 
time  to  time.  The  pitch  gets  warm  as  the  polishing  advances,  and  renders  the  friction 
more  laborious  from  the  adhesion  between  the  surfaces.  No  interruption  must  now 
be  suffered  in  the  work,  nor  must  either  water  or  colcothar  be  added ;  but  should 
the  pitch  become  too  adhesive,  it  must  be  merely  breathed  upon  till  the  polish  be 
complete.  The  nearer  the  lens  is  brought  to  a  true  and  fine  surface  in  the  first  grind- 
ing, the  better  and  more  easy  does  the  polishing  become.  It  should  never  be  submitted 
to  this  process  with  any  scratches  perceptible  in  it,  even  when  examined  by  a  magnifier. 

As  to  small  lenses  and  spectacle  eyes,  several  are  ground  and  polished  together. 
The  pieces  of  glass  are  affixed  by  means  of  a  resinous  cement  to  the  mould,  close  to 
each  other,  and  are  then  all  treated  as  if  they  formed  but  one  large  lens.  Plane 
glasses  are  ground  upon  a  surface  of  pitch  rendered  plane  by  the  pressure  of  a  piece 
of  plate  glass  upon  it  in  its  softened  state. 

Lenses  are  also  ground  and  polished  by  means  of  machinery,  into  the  details  of 
which  the  limits  of  this  work  will  not  allow  us  to  enter.    See  Lenses. 

(For  the  Importations  of  glass  see  Table  at  top  of  next  page.) 

GX.ASS  PAPER  and  CI.OTH.  Paper  and  cloth  being  covered  with  glue, 
sand,  varying  in  its  degree  of  fineness,  is  dusted  over  it,  and  of  course  adheres, 
iheso  are  used  for  polishing,  or  removing  the  rough  surfaces  of  woods  and  metals. 

OI.ASS,  WATER.  The  term  '  water-glass '  is  applied  to  those  alkaline  sili- 
eatoa  which,  by  containing  an  excess  of  alkali,  are  soluble  in  water.  A  potash  water- 
glass  may  be  prepared  by  molting  together  45  parts  of  silica,  30  of  potash,  and  3  of 
car^n,  in  the  form  of  pulverised  wood-charcoal.  Soda  water-glass  may  be  obtained 
by  nising  a  mixture  of  45  parts  of  silica,  23  of  calcined  soda,  and  3  of  charcoal 
water-glass  IS  used  for  rendering  wood  and  textile  fabrics  uninflammable  •  it  is  em' 
pU)yea  m  the  preparation  of  Eansorao's  artificial  stone,  and  was  introduced  bv  Von 
i.«cn3  in  nis  stereochromatic  wall-painting.   See  Stebeochbomy  ;  Stonb,  Artificial 
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Our  Mportaiions  of  glass  havo  been  as  follow  in  the  years  given :— 


1871 

1872 

Window-glass  {not  heing  plate-glass)  and 
German  sheet-glass,  including  shades  and 
cylindeTS : 

From  Belgium  

,,    France  •  . 

„    other  countries  .... 

Quantities 

Value 

Quantities 

Value 

cwts. 
413,792 
3,226 
3,277 

£ 

296,041 
13,721 
4,420 

cwts. 
416,769 
10,616 
753 

£ 

309,921 
68,027 
924 

Total. 

j4  o  A  on  It 
4>40,l594 

314,182 

427,129 

368,872 

Flint-glass : 
From  Germany.  ..... 

„  Belgium  

,,     France  ...... 

„    other  countries  .... 

24,798 
29,963 
10,725 
499 

164,180 
45,039 
36,604 
2,338 

26,569 
30,107 
4,713 
616 

194,832 
63,222 
19,371 
3,071 

Total. 

65,985 

248,161 

61,996 

270,496 

Plate,  silvered  or  not  : 

From  Holland  

„  Belgium  

„  France   

„    other  countries  .... 

1,285 
28,035 
8,452 
128 

4,226 
73,046 
34,480 

1,001 

192 
31,898 
9,212 
900 

686 
82,336 
32,176 
3,077 

Total .... 

37,900 

112,763 

42,202 

118,175 

Manufactures  unenumerated : 
From  Germany  ..... 

„     Holland  ...... 

"RfllfyinTTi 

-L.'Ol^lLLlUL  ...... 

„     Franco  ...... 

„  Italy  

„    other  countries  .... 

20,215 
4,418 
38,787 
39,293 
1,252 
1,328 

123,830 
18,071 
124,380 
41,477 
9,745 
2,289 

22,027 
9,802 
68,416 
53,747 
986 
1,852 

115,916 
18,341 
196,051 
107,055 
9,173 
2,590 

Total. 

105,293 

319,792 

156,830 

449,125 

■  dAVBER'S  SAXiTS  (the  Sal  cartharticus  Glauberi,  or  Sal  mirabile  Glauberi). 
Sulphate  of  soda  was  discovered  by  Glauber  in  1658.  Its  composition  is  :  soda,  19'24 ; 
sulphuric  acid,  2476 ;  water,  _66-00  ;  total,  100-00. 

C'lbAVCOH'ITi:.  A  mineral  occurring  generally  in  the  form  of  dark  green 
grains,  which  give  a  colour  to  certain  rocks,  especially  to  the  Cretaceous  Greensands. 
The  grains  are  said  to  be,  in  many  cases,  casts  of  Foraminifera.  Glauconite  is  a 
hydrous  silicate  of  iron,  alumina,  potash,  &c. 

GliAZES.    See  Pottery. 

CrKAZIEB,  is  the  workman  who  cuts  plates  or  panes  of  glass  with  the  diamond, 
and  fastens  them  by  means  of  putty  in  frames  or  window  casements.  See  Diamokd, 
for  an  explanation  of  its  glass-cutting  property. 

GXiAZmrc  The  process  of  giving  a  hard  polished  surface  to  bodies.  Paper  ia 
glazed  by  the  use  of  resins,  gelatine,  &c.  See  Paper.  Pottery  is  glazed  by  the  use 
of  certain  fusible  materials.  See  Pottery  and  Porcelain.  Some  metals  are  said  to 
be  '  glazed '  when,  by  means  of  polishing-wheels,  the  highest  finish  is  put  upon  their 
surfaces. 

GXiIMMER.  Many  talcose  and  mieaceotis  minerals  were  so  called  by  the  old 
miners.  Werner  applied  the  term  to  several  varieties  of  mica ;  and  Haidinger  gave 
it  to  the  species  known  as  Muscovite.  The  terms  Glimmer  and  Glidder  are  still  ap- 
plied by  Cornish  minors  to  the  pearly  shining  surfaces  of  several  minerals  and  to  clays. 

GIiOVE  IWAWrUFACTUBE.  In  February  1822,  Mr.  James  Winter  of  Stoke- 
under-Hambdon,  in  the  county  of  Somerset,  obtained  a  patent  for  an  improvement 
upon  a  former  patent  machine  of  his  for  sewing  and  pointing  leather  gloves.  Fig. 
1106  represents  a  podestol,  upon  which  the  instrument  called  the  jaws  is  to  bo  placed. 
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1    •    „  incit-ead  of  opening  and  closing  by  a  circular  move- 

1106  shoyrs  tho  i^^^'^^'l^^  SffoLer  s^cification,  are  now  made  to  open  and 
ment  npon  a  jom  ,  as  5  ^^^^^f^^^^^^  a  sUde  and  screw  ;aais  the  fixed 

iL'Tone  5C  on\CXlide  of  whi^h  is  a  tenon,  to  be  inserted  into  the 


jaw,  maae  oi  ""^  "  g     this  tenon  the  jaws  may  be  readily  removed,  and 

top  of  the  pedesta  ^/  Pi^^^g.^J  their  stead,  which  affords  the  advantage  of 
^^^Im'Z^  one  person  to  prepar^e^the  work  while  a^^^^^^^^^^ 


IS  th^'moveable  jaw,  made  of  one  piece    The  two  jaws  being  placed 
^t  fia.  1107  the  moveable  jaw  traverses  backwards  ana 


1105 


nil 


sewing;  f>  b  .-  "  „>,„™,  ^  no?  the  moveable  law traverses  cacKwaras  anu 
'^ti::^o:t7:^£^Z  o  &b  al;  made  to  passW  holes  exactly  fitted 
to  them  in  the  lower  parts  of  the  jaws.  At  the  upper  parts  of  the  jaws  are  what  are 
auShe  indexes,  d  czf  which  are  pressed  tightly  together  by  a  spring  shown  at  fy 
$108? and  intended  to  be  introduced  between  the  perpendicular  ribs  of  the  jaws  at  c. 
At  /  is  a  thumb-screw,  passing  through  the  ribs  ^  i  o6  .  . 
for  the  purpose  of  tightening  the  jaws,  and 
holding  the  leather  fast  between  the  indexes 
while  being  sewn;  this  screw,  however,  will 
seldom,  if  ever,  be  necessary  if  the  spring  is 
sufficiently  strong ;  5-  is  an  eye  or  ring  fixed  to 
the  moveable  jaw,  through  which  the  end  of 
a  lever,  h  in  fig.  1105,  passes;  this  lever  is 
connected  by  a  spring  to  a  treadle  i,  at  the 
base  of  the  pedestal,  and  by  the  pressure  of  the 
right  foot  npon  this  treadle  the  moveable  jaw 
is  withdrawn ;  so  that  the  person  employed  in 
sewing  may  shift  the  leather,  and  place  another 
part  of  the  glove  between  the  jaws.  The 
pieces  called  indexes  are  connected  to  the  upper 
part  of  the  jaws  by  screws  passing  through 
elongated  holes  which  render  them  capable  of 
adjustment. 

The  patentee  states  that,  in  addition  to  the 
index  described  in  his  former  patent,  which  is 
applicable  to  what  is  called  round-seam  sewing 
only,  and  which  permits  the  leather  to  expand 
but  in  one  direction,  when  the  needle  is  passed 
through  it,  namely,  upwards,  he  now  makes 
two  indexes  of  different  construction,  one  of 
which  he  calls  the  receding  index,  and  the 
other  the  longitudinally-grooved  index.  Fig. 
1108  represents  an  end  view,  and  fig.  1109  a 
top  \'iew  of  the  receding  index,  which  is  patti- 

cularly  adapted  for  what  are  called  '  drawn  sewing,'  and  '  prick-seam  sewing.' 
index,  instead  of  biting  to  the  top,  is  so  rounded  off  in  the  inside  from  the  bottom  of  the 
cross  grooves,  as  to  permit  the  needles,  by  being  passed  backwards  and  forwards,  to 
carry  the  silk  thread  on  each  side  of  the  leather  without  passing  over  it.  Fig.  1110 
represents  an  end  view  of  the  longitudinally-grooved  index,  partly  open,  to  show  the 
section  of  the  grooves  more  distinctly ;  and  fig.  1111  represents  an  inside  view  of  one 
side  of  the  same  index,  in  which  the  longitudinal  groove  is  shown,  passing  from  Jc  to  I. 
This  index  is  more  particularly  adapted  to  round-seam  sewing,  and  permits  the  leather 
to  expand  in  every  direction  when  the  needle  is  passed  through  it,  by  which  the 
leather  is  less  strained,  and  the  sewing  consequently  rendered  much  stronger. 

GIiOVE-SE'WIia'G.  The  following  simple  and  ingenious  apparatus,  invented 
by  an  Englishman,  has  been  employed  extensively  in  Paris.  The  instrument  is  shown 
in  profile  ready  for  action  in  fig.  1112.  It  resembles  an  iron  vice,  having  the  upper 
portion  of  each  jaw  made  of  brass,  and  tipped  with  a  kind  of  comb  of  the  same  metal. 
The  teeth  of  this  comb,  only  one-twelftli  of  an  inch  long,  are  perfectly  regular  and 
equal.  Change  combs  are  provided  for  different  styles  of  work.  The  vice  a  a  is  made 
fast  to  the  edge  of  the  bench  or  table  ji,  of  tho  proper  height,  by  a  thumb-screw  c, 
armed  with  a  cramp  which  lays  hold  of  tho  wood.  Of  the  two  jaws  composing  tho 
machine,  the  one  d  is  made  fast  to  the  foot  A  A,  but  the  other,  e,  is  moveable  npon  the 
solid  base  of  the  machine  by  means  of  a  liingo  at  the  point  p.  At  i  i  is  shown  how 
the  upper  brass  portion  is  adjusted  to  the  lower  part  made  of  iron ;  the  two  being 
secured  to  each  other  by  two  stout  screws.  The  comb,  seen  separately  in  fig.  1114,  is 
made  fast  to  the  upper  end  of  each  jaw,  by  the  throe  screws  n,  n,  n.  Fig,  1113  is  a 
^"^^  mounted  with  its  comb,  to  illustrate  its  construction. 

The  lever  k  corresponds,  by  tho  stout  iron  wire  l,  with  a  pedal  pressed  by  the 
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needlewoman's  foot,  whenever  she  wishes  to  separate  the  two  jaws,  in  order  to  insert 
between  thorn  _  the  parallel  edges  of  leather  to  be  sewed.  The  instant  she  lifts  her 
foot,  the  two  jaws  join  by  the  force  of  the  spring  o,  which  pushes  the  moveable  jaw 
E  against  the  stationary  one  d.  The  spring  is  made  fast  to  the  frame  of  the  vice  by 
the  screw  h. 

After  putting  the  double  edge  to 
be  sewed  in  its  place,  the  woman 
passes  her  needle  successively 
through  all  the  teeth  of  the  comb, 
and  is  sure  of  making  a  regular 
seam  in  every  direction,  provided 
she  is  careful  to  make  the  needle 
graze  along  the  bottom  of  the 
notches.  As  soon  as  this  piece  is 
sewed,  she  presses  down  the  pedal 
with  her  toes,  whereby  the  jaws 
start  asunder,  allowing  her  to  in- 
troduce a  new  seam ;  and  so  on  in 
quick  succession. 

The  comb  may  have  any  desired 
shape,  straight  or  curved  ;  and  the 
teeth  may  be  either  larger  or 
smaller,  according  to  the  kind  of 
work  to  be  done.  With  this  view, 
the  combs  might  bo  changed  as 
occasion  requires ;  but  it  is  more  economical  to  have  sets  of  vices  ready  mounted 
with  combs  of  every  requisite  size  and  form. 

It  is  estimated  that  the  value  of  the  gloves  manufactured  in  France  is  between 
1,600,000^.  and  2,000,000/.,  and  is  still  rapidly  increasing.  The  kid  and  lamb  skins 
used  for  glazed  gloves  are  dressed  at  Paris,  Grenoble,  Annonay,  Eomans,  and  Charle- 
mont.  The  Paris  manufacturers  whose  gloves  are  most  esteemed  employ  workmen 
from  Vendume. 

GXiVCINA  {Glucine,  Fr. ;  Beryllerde,  Ger.)  is  one  of  the  primitive  earths, 
originally  discovered  by  Vauquelin  in  1797  in  the  emerald  of  Limoges;  he  called 
it  glucina  from  the  sweet  taste  possessed  by  its  salts.  Its  existence  in  several  other 
minerals  has  since  been  proved:  viz.,  in  cymophane  or  chrysoberyl,  phenacite,  euclase, 
gadolinite,  leucophane,  &e.  Its  properties  h.ive  been  comparatively  little  studied, 
owing  to  the  tedious  and  expensive  processes  required  for  its  preparation. 

Ct£VCXM'VIMC,  the  metal  of  Glucina,  has  been  obtained  by  M.  H.  Debray  {Ann, 
Chcm.  et  Phys.  xliv.  6)  by  the  following  process  : — Into  a  wide  glass  tube  are  intro- 
duced two  vessels,  one  containing  chloride  of  glucinum,  and  the  other  sodium, 
deprived  of  the  greatest  part  of  the  adhering  naphtha  by  compression  between  two 
sheets  of  blotting-paper.  The  glass  tube  is  placed  in  a  combustion-furnace.  It  is 
then  traversed  by  a  current  of  hydrogen,  passing  from  the  chloride  of  glucinum  to 
the  sodium.  The  sodium  is  not  placed  in  the  tube  until  all  the  air  has  been  expelled 
by  the  hydrogen.  The  tube  is  then  heated  just  where  the  sodium  is  placed,  which  by 
this  means  is  deprived  of  the  last  particle  of  naphtha,  and  fuses.  The  chloride  of 
glucinum  is  then  heated.  The  vapour  of  chloride  driven  forwards  by  the  hydrogen 
arrives  over  the  fused  sodium.  It  then  swells  up,  and  the  heat  generated  by  chemical 
action  is  sufl&cient  to  raise  the  contents  of  the  vessel  to  redness  which  often  breaks  the 
vessel  if  made  of  porcelain.  The  operation  is  e:ided  when  the  chloride  of  glucinum 
sublimes  beyond  the  sodium  vessel.  When  the  tube  is  cool  the  vessel  is  withdrawn, 
and  in  the  place  of  the  sodium  a  large  quantity  of  a  blackish  substance  is  found, 
composed  of  common  salt  and  the  metal  glucinum  in  brilliant  spangles,  and  some- 
times even  in  globules.  This  match  is  quickly  detached  and  fused  in  a  small  crucible, 
with  the  addition  of  some  dried  common  salt,  which  acts  as  a  flux,  and  facilitates  the 
union  of  the  globules  of  metal. 

It  is  a  white  metal,  whose  density  is  2-1.  It  may  be  forged  and  rolled  into  sheets 
like  gold.  Its  melting-point  is  inferior  to  that  of  silver.  It  may  be  melted  in  the 
outer  blowpipe  flame,  without  exhibiting  the  phenomenon  of  ignition  presented  by 
zinc  and  iron  under  the  same  circumstances.  It  cannot  be  set  on  fire  in  an  atmo- 
sphere of  pure  oxygen,  but  in  both  cases  is  covered  with  a  film  of  oxide,  which  seems 
to  protect  it  from  further  action.  It  is  not  acted  on  by  sulphur,  but  readily  combines 
with  chlorine  and  iodine  by  the  aid  of  heat.    See  Watts's  '  Dictionary  of  Chemistry.' 

GXiU'COSE.    The  name  given  to  grape-  and  starch-sugar  by  M.  Dumas. 

GIgUz:  {Colle  forte,  Fr. ;  Leim,  Tischkrleim,  Ger.)  is  the  chemical  sn"bstance  gela- 
tine in  a  dry  state.    The  preparation  and  preservation  of  the  skin  and  other  animal 
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matters  employed  in  the  manufacture  of  glue,  constitute  a  peculiar  branch  of  industry. 
Those  who  exercise  it  should  study  to  prevent  the  fermentation  of  the  substances,  and 
to  diminish  the  cost  of  carriage  by  depriving  them  of  as  much  water  as  can  conveniently 
be  done.  They  may  then  be  put  in  preparation  by  macerating  them  in  milk  of  lime, 
renewed  three  or  four  times  in  the  course  of  a  fortnight  or  three  weeks.  This  process 
is  performed  in  large  tanks  of  masonry.  They  are  next  taken  out  with  all  the  adhering 
lime,  and  laid  in  a  layer,  2  of  3  inches  thick,  to  drain  and  dry,  upon  a  sloping  pave- 
ment, where  they  are  turned  over  by  prongs  two  or  three  times  a  day.  The  action 
of  the  lime  dissolves  the  blood  and  certain  soft  parts,  attacks  the  epidermis,  and  dis- 
poses the  gelatinous  matter  to  dissolve  more  readily.  When  the  cleansed  matters  are 
dried,  they  may  be  packed  in  sacks  or  hogsheads,  and  transported  to  the  glue-manu- 
factory at  any  distance.  The  principal  substances  of  which  glue  is  made  are  the 
parings  of  ox  and  other  thick  hides,  which  form  the  strongest  article,  the  refuse  of 
the  leather-dresser  ;  both  afford  from  45  to  65  per  cent,  of  glue.  The  tendons,  and 
many  other  oflfals  of  slaughter-houses,  also  afford  materials,  though  of  an  inferior 
quality,  for  the  purpose.  The  refuse  of  tanneries,  such  as  the  ears  of  oxen,  calves, 
sheep,  &c.,  are  better  articles ;  but  parings  of  parchment,  old  gloves,  and,  in  fiict, 
animal  skin  in  every  form,  uncombined  with  tannin,  may  be  made  into  glue. 

The  manufacturer  who  receives  these  materials  is  generally  careful  to  ensure  their 
purification  by  subjecting  them  to  a  weak  lime  steep,  and  rinsing  them  by  exposure 
in  baskets  to  a  stream  of  water.  They  are  lastly  drained  upon  a  sloping  surface  and 
well  tiirned  over  till  the  quicklime  gets  mild  by  absorption  of  carbonic  acid  ;  for,  in 
its  caustic  state,  it  would  damage  the  glue  at  the  heat  of  boiling  water.  It  is  not 
necessary,  however,  to  dry  them  before  they  are  put  into  the  boiler,  because  they  dis- 
solve faster  in  their  soft  and  tumefied  state. 

The  boiler  is  made  of  copper,  rather  shallow  in  proportion  to  its  area,  with  a  uniform 
flat  bottom,  equably  exposed  all  over  to  the  flame  of  the  flre.  Above  the  true  bottom 
there  is  a  false  one  of  copper  or  iron,  pierced  with  holes,  and  standing  upon  feet  3  or 
4  inches  high ;  which  serves  to  sustain  the  animal  matters,  and  prevent  them  from 
being  injui'ed  by  the  fire.  The  copper  being  fllled  to  two-thirds  of  its  height  with 
soft  water,  is  then  heaped  up  with  the  bulky  animal  substances,  so  high  as  to  surmount 
its  brim.  But  soon  after  the  ebullition  begins  they  sink  down,  and,  in  a  few  hours 
get  entirely  immersed  in  the  liquid.  They  should  be  stirred  about  from  time  to  time, 
and  well  pressed  down  towards  the  false  bottom,  while  a  steady  but  gentle  boil  is 
maintained. 

•  The  solution  must  be  drawn  off  in  successive  portions ;  a  method  which  fractions 
the  products,  or  subdivides  them  into  articles  of  various  value,  gradually  decreasing 
from  the  first  portion  drawn  off  to  the  last.  It  has  been  ascertained  by  careful  expe- 
riments that  gelatine  gets  altered  over  the  fire  very  soon  after  it  is  dissolved,  if  the 
heat  of  212°  is  maintained,  and  it  ought  therefore  to  be  drawn  off  whenever  it  is  suflfi- 
ciently  fluid  and  strong  for  forming  a  clear  gelatinous  mass  on  cooling,  capable  of 
being  cut  into  moderately  firm  slices  by  the  wire.  The  point  is  commonly  determined 
by  filling  half  an  egg-shell  with  the  liquor,  and  exposing  it  to  the  air  to  cool.  The 
jelly  ought  to  get  very  consistent  in  the  course  of  a  few  minutes  ;  if  not  so,  the  boiling 
must  be  persisted  in  a  little  longer.  When  this  term  is  attained,  the  fire  is  smothered 
up,  and  the  contents  of  the  boiler  are  left  to  settle  for  a  quarter  of  an  hour.  The  stop- 
cock being  partially  turned,  all  the  thin  gelatinous  liquor  is  run  off  into  a  deep  boiler, 
immersed  in  a  warm  water  bath,  so  that  it  may  continue  hot  and  fluid  for  several 
hours.  At  the  end  of  this  time  the  supernatant  clear  liquid  is  to  be  drawn  off  into 
congealing  boxes,  as  will  be  presently  explained. 

The  residue,  or  undissolved  matter  in  the  boiler,  is  to  be  again  supplied  with  a 
quantity  of  boiling  water  from  an  adjoining  copper,  and  are  to  bo  once  more  subjected 
to  the  action  of  the  fire,  till  the  contents  assume  the  appearance  of  dissolved  jelly,  and 
afford  a  fresh  quantity  of  strong  glue  liquor,  by  the  stopcock.  The  '  grounds ' 
should  be  subjected  a  third  time  to  this  operation,  after  which  they  may  be  put  into 
a  bag,  and  squeezed  in  a  press  to  leave  nothing  unextracted.  The  latter  solutions  are 
usually  too  weak  to  form  glue  directly,  but  they  may  be  strengthened  by  boiling  with 
a  portion  of  fresh  skin-parings. 

Fig.  1115  represents  a  convenient  apparatus  for  the  boiling  of  skins  into  glue,  in 
which  there  are  three  coppers  upon  three  different  levels :  the  uppermost  being  acted 
upon  by  the  waste  heat  of  the  chimney,  provides  warm  water  in  the  most  economical 
way  ;  the  second  contains  the  crude  materials,  with  water  for  dissolving  them  ;  and  the 
third  receives  the  solution  to  bo  settled.  The  last  vessel  is  double,  with  water  con- 
tained between  the  outer  and  inner  one ;  and  discharges  its  contents  by  a  stopcock 
into  buckets  for  filling  the  gelatinising  wooden  boxes.  The  last-made  solution  haa 
about  ono-five-hundrcdth  part  of  alum  in  powder  usually  added  to  it,  with  proper 
agitation,  after  which  it  is  left  to  settle  for  several  hours. 
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so  as  to  need  less  boiling.  The  liquor  being  drawn  off  thinner,  was  therefore  less 
coloured,  and  being  made  into  thinner  plates  was  very  transparent.  The  above  two 
boils  gave  two  qualities  of  glue. 

By  the  English  practice,  the  whole  of  the  animal  matter  is  brought  into  solution  at 
once,  and  the  liquor  being  drawn  off,  hot  water  is  poured  on  the  residuum,  and  made 
to  boil  on  it  for  some  time,  when  the  liquor  thus  obtained  is  merely  used  instead  of 
water  upon  a  fresh  quantity  of  glue-materials.  The  first  drawn  off  liquor  is  kept  hot 
m  a  settling  copper  for  five  hours,  and  then  the  clear  solution  is  drawn  off  into  the 
boxes. 

The  boxes  are  made  of  deal,  of  a  square  form,  but  a  little  narrower  at  bottom  than 
at  top.  When  very  regular  cakes  of  glue  are  wished  for,  cross  grooves  of  the  desired 
square  form  are  cut  in  the  bottom  of  the  box.  The  liquid  glue  is  poured  into  the 
boxes  placed  very  level,  through  funnels  furnished  with  filter  cloths,  till  it  stands  at 
the  brim  of  each.  The  apartment  in  which  this  is  done  ought  to  be  as  cool  and  dry 
as  possible,  to  favour  the  solidification  of  the  glue,  and  should  be  floored  with  stone 
flags  kept  very  clean,  so  that  if  any  glue  run  through  the  seams,  it  may  be  recovered. 
At  the  end  of  12  or  18  hours,  or  usually  in  the  morning  if  the  boxes  have  been  filled 
over-night,  the  glue  is  sufficiently  firm  for  the  nets,  and  they  are  at  this  time  removed 
to  an  upper  story,  mounted  with  ventilating  windows  to  admit  the  air  from  all  quar- 
ters. Here  the  boxes  _  are  inverted  upon  a  moistened  table,  so  that  the  gelatinous 
cake  thus  turned  out  will  not  adhere  to  its  surface ;  usually  the  moist  blade  of  a  long 
knife  is  insinuated  round  the  sides  of  the  boxes  beforehand  to  loosen  the  glue.  The 
mass  is  first  divided  into  horizontal  layers  by  a  brass  wire  stretched  in  a  frame,  like 
that  of  a  bow-saw,  and  guided  by  rulers  which  are  ;placed  at  distances  corresponding 
to  the  desired  thickness  of  tho  cake  of  glue.  The  lines  formed  by  the  grooves  in  the 
bottom  of  the  box  define  the  superficial  area  of  each  cake,  where  it  is  to  be  cut  with 
a  moist  knife.  The  gelatinous  layers  thus  formed,  must  be  dexterously  lifted,  and 
immediately  laid  upon  nets  stretched  in  wooden  frames,  till  each  frame  be  filled. 
These  frames  are  set  over  each  other  at  distances  of  about  three  inches,  being  supported 
by  small  wooden  pegs,  stuck  into  mortise  holes  in  an  upright,  fixed  round  tho  room  ;  so 
that  the  air  may  have  perfectly  free  access  on  every  side.  The  cakes  must  more- 
over be  turned  upside  down  upon  the  nets  twice  or  thrice  every  day,  which  is  readily 
managed,  as  each  frame  may  be  slid  out  like  a  drawer,  upon  the  pegs  at  its  two 
sides. 

The  drying  of  the  glue  is  the  most  precarious  part  of  the  manufacture.  The  least 
disturbance  of  the  weather  may  injure  the  glue  during  the  two  or  three  first  days  of 
its  exposure;  should  the  temperature  of  the  air  rise  considerably,  the  gelatine  may 
turn  so  soft  as  to  become  unshapely,  and  even  i-un  through  the  meshes  upon  the 
pieces  below,  or  it  may  got  attached  to  tho  strings  and  surround  them,  so  as  not  to 
be  separable  without  plunging  tho  not  into  boiling  water.  If  frost  supervene,  the 
water  may  freeze  and  form  numerous  cracks  in  the  cakes.  Sucli  pieces  must  be  im- 
mediately re-mclted  and  re-formod.    A  slight  fog  even  produces  upon  glue  newly 
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exMsed  a  serious  deterioration;  the  damp  condensed  upon  its  surface  occasioning  a 
Sal  moSness!  A  thund;rstorm  sometimes  destroys  tlio  coagu  ating  power  m 
Se  inamini  at  once;  or  causes  the  glue  to  turn  on  the  nets,  in  the  language 
S  the  manScturer.  A  wind  too  dry  or  too  hot  may  cause  it  to  dry  so  ^^f^^^^Jo 
prevent  it  from  contracting  to  its  proper  size  without  numerous  cracks  and  fissures 
In  this  predicament,  the  closing  of  aU  the  flaps  of  the  windows  is  the  only  means  of 
abating  the  mischief.  On  these  accounts  it  is  of  importance  to  select  the  most  tem- 
perate season  of  the  year,  such  as  spring  and  autumn,  for  the  glue-manufacture 

After  the  glue  is  dried  upon  the  nets  it  may  still  preserve  too  much  flexibility,  or 
softness  at  least,  to  be  saleable  ;  in  which  case  it  must  be  dried  in  a  stove  by  arti- 
ficial heat.    This  aid  is  peculiarly  requisite  in  a  humid  climate,  like  that  of  Great 

"^^When  sufiaciently  dry  it  next  receives  a  gloss,  by  being  dipped,  cake  by  cake,  in  hot 
water,  and  then  rubbed  with  a  brush,  also  moistened  in  hot  water  ;  after  which  the 
glue  is  arranged  upon  a  hurdle,  and  transferred  to  the  stove-room,  if  the  weather  be 
not  sufficiently  hot.   One  day  of  proper  drought  will  make  it  ready  for  being  packed 

up  in  casks.  .         ,         _    ^         i  •  i,  • 

The  pale-coloured,  hard,  and  solid  article,  possessing  a  brilliant  fracture,  which  is 
made  from  the  parings  of  ox-hides  by  the  first  process,  is  the  best  and  most  cohesive, 
and  is  most  suitable  for  joiners,  cabinet-makers,  painters,  &c.  But  many  workmen 
are  influenced  by  such  ignorant  prejudices,  that  they  still  prefer  a  dark-coloured 
article,  with  somewhat  of  a  fetid  odour,  indicative  of  its  impurity  and  bad  preparation, 
the  result  of  bad  materials  and  too  long  exposure  to  the  boiling  heat. 

There  is  a  good  deal  of  glue  made  in  France  from  bones  freed  from  the  phosphate 
of  lime  by  muriatic  acid.  Tliis  is  a  poor  article,  possessing  little  cohesive  force.  It 
dissolves  almost  entirely  in  cold  water,  which  is  the  best  criterion  of  its  imperfection. 
Glue  should  merely  soften  in  cold  water,  and  the  more  considerably  it  swells,  the 
better,  generally  speaking,  it  is. 

Some  manufacturers  prefer  a  brass  to  a  copper  pan  for  boiling  glue_,  and  insist  much 
on  skimming  it  as  it  boils ;  but  the  apparatus  represented  renders  skimming^  of  little 
consequence.  For  use,  glue  should  be  broken  into  small  pieces,  put  along  with  some 
water  in  a  vessel,  allowed  to  soak  for  some  hours,  and  subjected  to  the  heat  of  a 
boiling-water  bath,  but  not  boiled  itself.  The  surrounding  hot  water  keeps  it  long  in 
a  fit  state  for  joiners,  cabinet-makers,  &c. 

Water  containing  only  one-hundredth  part  of  good  glue,  forms  a  tremulous  solid. 
When  the  solution,  however,  is  heated  and  cooled  several  times,  it  loses  the  property 
of  gelatinising,  even  though  it  be  enclosed  in  a  vessel  hermetically  sealed.  Isinglass 
or  fish-glue  undergoes  the  same  change.  Common  glue  is  not  soluble  in  alcohol,  but 
is  precipitated  in  a  white,  coherent,  elastic  mass,  when  its  watery  solution  is  treated 
with  that  fluid.  By  transmitting  chlorine  gas  through  a  warm  solution  of  glue,  a 
combination  is  very  readily  effected,  and  a  viscid  mass  is  obtained  like  that  thrown 
down  by  alcohol.  A  little  chlorine  suffices  to  precipitate  the  whole  of  the  glue. 
Concentrated  sulphuric  acid  makes  glue  undergo  remarkable  changes ;  during  which 
are  produced  sugar  of  gelatine,  leucine,  an  animal  matter,  &c.  Nitric  acid,  with  the 
aid  of  heat,  converts  glue  into  malic  acid,  oxalic  acid,  a  fat  analogous  to  suet,  and  into 
tannin  ;  so  that,  in  this  way,  one  piece  of  skin  may  be  made  to  tan  another.  When 
the  mixture  of  glue  and  nitric  acid  is  much  evaporated,  a  detonation  at  last  takes  place. 
Strong  acetic  acid  renders  glue  first  soft  and  transparent,  and  then  dissolves  it.  Though 
the  solution  does  not  gelatinise,  it  preserves  the  property  of  glueing  surfaces  together 
when  it  dries.  Liquid  glue  dissolves  a  considerable  quantity  of  lime,  and  also  of  the 
phosphate  of  lime  recently  precipitated.  Accordingly  glue  is  sometimes  contaminated 
with  that  salt.  Tannin,  both  natural  and  artificial,  combines  with  glue ;  and  with  such 
effect,  that  one  part  of  glue  dissolved  in  6,000  parts  of  water  affords  a  sensible  preci- 
pitate with  the  infusion  of  nutgalls.  Tannin  unites  with  glue  in  several  proportions, 
which  are  to  each  other  as  the  numbers  1,  1^,  and  2:  one  compound  consists  of  100 
glue  and  89  tannin ;  another  of  100  glue  and  60  tannin  ;  and  a  third  of  100  glue  and 
120  tannin.  These  two  substances  cannot  be  afterwards  separated  from  each  other  by 
any  known  chemical  process. 

Glue  maybe  freed  from  the  foreign  animal  matters  generally  present  in  it,  by  soft- 
ening it  in  cold  water,  washing  it  with  the  same  several  times  till  it  no  longer  gives 
out  any  colour,  then  bruising  it  with  the  hand,  and  suspending  it  in  a  linen  bag  beneath 
the  surface  of  a  large  quantity  of  water  at  60°  F.  In  this  case,  the  water  loaded  with 
the  soluble  impurities  of  the  glue  gradually  sinks  to  the  bottom  of  the  vessel,  while 
the  pure  glue  remains  in  the  bag  surrounded  with  water.  If  this  softened  glue  bo 
heated  to  92°  without  adding  water,  it  will  liquefy ;  and  if  we  heat  it  to  122°,  and 
filter  it,  some  albuminous  and  other  impurities  will  remain  on  the  filter,  while  a 
colourless  solution  of  glue  will  pass  through. 
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Experiments  hare  not  yet  explained  how  gelatine  is  formed  from  skin  by  ebullifmn 
It  is  a  change  somewhat  analogous  to  that  of  starch  into  gum  and  sugar,  and  S 
place  without  any  appreciable  disengagement  of  gas,  and  even  in  close  vessds  Gek 
tine  says  Berzelius  does  not  exist  in  the  living  body,  but  several  animal  tissues  such 
as  skin  cartilages,  hartshorn,  tendons,  the  serous  membranes,  and  bones,  are  suscer, 
tible  of  being  converted  into  it.    See  Gelatine.  bubcep- 

Cl-UTEKr  {Colle  mgetale  and  Glutmi,  Fr. ;  Kleber,  Ger.)  was  first  extracted  bv 
Beccaria  from  wheat-flour  and  was  long  regarded  as  a  proximate  principle  of  pknts 
till  iimhoff,  laddei,  and  Berzelius  succeeded  in  showing  that  it  may  be  resolved  bv 
means  of  alcohol  into  three  different  substances :  one  of  which  resembles  closely  animal 
albumen  and  has  been  called  Zymom^,  or  vegetable  albumen;  another  has  been 
called  Ghadme ;  and  a  third,  Mucine. 

Gluten,  when  dried  in  the  air  .  or  a  stove,  diminishes  greatly  in  size,  becomes  hard 
brittle,  glistening,  and  of  a  deep  yellow  colour.  It  is  insoluble  in  ether,  fat  and 
essential  oils,  and  nearly  so  in  water.  Alcohol  and  acetic  acid  cause  gluten  to  swell 
and  make  a  sort  of  milky  solution.  Dilute  acids  and  alkaline  lyes  dissolve  gluten 
Its  constituents  are  not  precisely  determined,  but  nitrogen  is  one  of  them,  and  accord- 
ingly when  moist  gluten  is  left  to  ferment,  it  exhales  the  smell  of  old  cheese. 

Some  years  since,  M.  E.  M.  Martin,  of  Vervins,  proposed  to  extract  the  starch 
without  injuring  the  gluten,  which  then  becomes  available  for  alimentary  purposes 
His  process  is  a  mechanical  one  (resembling  that  long  practised  in  laboratories  for 
procuring  gluten),  and  consists  in  washing  wheat-flour,  made  into  a  paste,  with  water, 
either  by  the  hand  or  machinery. 

The  gluten  thus  obtained  is  susceptible  of  numerous  useful  applications  for  alimen- 
tary purposes.  Mixed  with  wheat-flour,  in  the  proportions  of  30  parts  of  flour,  10  of 
fresh  gluten,  and  7  of  water,  it  has  been  employed  to  produce  a  superior  sort  of  maca- 
roni, vermicelli,  and  other  kinds  of  Italian  pastes ;  and  MM.  V^ron  Erferes,  of  Paris, 
have  made  with  it  a  new  sort  of  paste,  which  they  have  tenneA  granulated  gluten 
{gluten  granule). 

GliVCERlWB  is  a  sweet  substance  extracted  from  fatty  substances.  It  may  bd 
prepared  in  the  utmost  purity  by  the  following  process  : — '  If  we  take  equal  parts  of 
olive-oil  and  finely-ground  litharge,  put  them  into  a  basin  with  a  little  water,  set  this 
on  a  sand-bath  moderately  heated,  and  stir  the  mixture  constantly,  with  the  occasional 
addition  of  hot  water  to  replace  what  is  lost  by  evaporation,  we  shall  obtain,  in  a  short 
time,  a  soap  or  plaster  of  lead.  If,  after  having  added  more  water  to  this,  we  remove 
the  vessel  from  the  fire,  decant  the  liquor,  filter  it,  pass  sulphuretted  hydrogen  through 
it  to  separate  the  lead,  then  fiilter  afresh,  and  concentrate  the  liquor  as  much  as  pos- 
sible without  burning,  upon  the  sand-bath,  we  obtain  glycerine ;  but  what  remains 
must  be  finally  evaporated  within  the  receiver  of  the  air-pump.  Glycerine  thus  pre- 
pared is  a  transparent  liquid,  without  colour  or  smell,  and  of  a  syrupy  consistence.  It 
has  a  very  sweet  taste.  It  specific  gravity  is  1-27  at  the  temperature  of  60°.  When 
thrown  upon  burning  coals,  it  takes  fire  and  burns  like  an  oil.  Water  combines  with 
it  in  almost  aU  proportions  ;  alcohol  dissolves  it  readily ;  nitric  acid  converts  it  into 
oxalic  acid ;  and,  according  to  Vogel,  sulphuric  acid  transforms  it  into  sugar,  in  the 
same  way  as  it  does  starch.  By  yeast  it  becomes  acid  by  the  formation  of  formic  and 
metacetic  acids.' 

.  Its  constituents  are,  carbon  40,  hydrogen  9,  oxygen  51,  in  100. 

Glycerine  is  one  of  the  products  of  the  saponification  of  fat-oils.  It  is  produced  in 
large  quantities  in  the  soap-manufactories  in  a  very  impure  state,  being  contaminated 
with  saline  and  empyreumatic  matters,  and  having  a  very  strong  disagreeable  odour. 
In  order  to  obtain  glycerine  from  this  source,  the  residuary  liquors  are  evaporated  and 
treated  with  alcohol,  which  dissolves  out  the  glycerine.  The  alcohol  having  been 
separated  by  evaporation,  the  glycerine  is  diluted  with  water,  and  boiled  with  animal 
charcoal.  This  process  must  be  repeated  several  times,  or  until  the  result  is  sufficiently 
free  from  smell.  It  is,  however,  difficult  to  obtain  pure  glycerine  from  this  source,  on 
account  of  the  nature  and  condition  of  the  ingredients  usually  employed  in  making 
soap,  which  it  is  almost  impossible  to  deprive  of  rancid  odour. 

The  compounds  of  glycerine  with  the  fatty  acids  constitute  the  various  kind  of  fats 
and  oils,  but  the  base  does  not  appear  to  have  the  same  composition  in  all,  A  certain 
quantity  of  water  appears  to  separate,  and  the  equivalent  of  glycerine  to  be  in  some 
fats,  but  half  what  it  is  in  others. 

Glycerine  is  now  obtained  in  groat  quantities  from  palm-oil,  in  the  process  of  puri- 
fication for  candles.  It  is  employed  with  much  advantage  to  preserve  soft-bodied 
animals.  It  is  manufactured  into  soap,  is  administered  internally,  and  is  supposed  to 
possess  highly  nutritive  properties.  It  has  been  employed  in  cases  of  deafness,  and  in 
diseases  of  the  throat.  By  some  it  is  used  to  preserve  collodion  plates  in  a  state  of 
sensitiveness  for  many  days. 
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Glycerine  has  many  important  uses  in  the  arts.  The  use  of  it  as  a  soap,  glycenne 
■  soavhs  now  familiar  to  all.  It  may  be  used  for  preserving  articles  of  food  especially 
such  as  require  to  be  kept  moist,  as  fruits  and  the  like,  m  tin  cases.  Meat  is  said  to 
keep  well  in  glycerine,  and  preserve  its  flavour.  It  is  recommended  to  modeUers  for 
keeping  their  clay  moist.  In  the  Technologist,  January  1868,  a  process  of  madder- 
dyeing  with  the  aid  of  glycerine  is  described.  It  has  been  much  used  in  printing 
processes  especially,  for  printing  receipt  and  postage  stamps.  Vasseurs  and  Houbigant 
patented  an  application  of  glycerine.  They  dilute  it  with  four  or  five  times  its  weight 
of  water  •  with  this,  paper  is  moistened,  and  it  retains  its  moist  condition  for  any 
length  of'  time.  It  may  be  introduced  into  the  paper  pulp,  or  it  may  be  mixed  with 
the  ink.  In  either  case  copies  can  be  readily  taken  by  pressure.  Glycerine  never 
freezes ;'  it  is  therefore  recommended  as  a  lubricant  for  delicate  machinery,  and  it 
has  been  used  for  floating  ships'  compasses,  as  it  wiU  not  solidify  in  cold  climates,  or 
evaporate  in  hot  ones. 

Amongst  other  purposes  to  which  glycerine  has  been  applied,  it  has  been  substi- 
tuted for  lard,  as  a  basis  for  ointments,  by  forming  a  '  plasma'  of  glycerine  and  starch, 
pifty  grains  of  the  Tous-les-mois  starch  are  to  be  rubbed  with  one  ounce  of  glycerine, 
and  the  mixture  heated  to  240°  for  a  few  minutes,  or  till  it  becomes  translucent.  See 
Watts's  '  Dictionary  of  Chemistry,' 

Klever  has  estimated  the  solubilities  of  a  number  of  substances  in  glycerine.  The 
following  are  his  results:— At  the  ordinary  temperature  100  parts  of  glycerine 
dissolve 

98  parts  of  Carbonate  of  soda. 
60      „      Borate  of  soda. 
50      „      Arseniate  of  potash. 
50      „      Arseniate  of  soda. 
50      „      Chloride  of  zinc. 
50      „  Tannin. 
50      „  Urea. 
40      „  Alum. 
40      ,,      Iodide  of  potassium. 
40      „      Iodide  of  zinc. 
35      „      Sulphate  of  zinc. 
33      „      Sulphate  of  atropine. 
33      ,,      Cyanide  of  potassium. 
30      „      Sulphate  of  copper. 
27      „      Cyanide  of  mercurj% 
25      „      Bromide  of  potassium. 
25      „      Protosulphate  of  iron. 
22*5    ,,      Sulphate  of  strychnine. 
20      „      Acetate  of  morphine. 
20      „     Acetate  of  lead. 
20      „      Arsenious  acid. 
20      „      Carbonate  of  ammonia. 
20      „      Chlorate  of  soda. 
20      ,,      Hydrochlorate  of  ammonia. 
20      „      Hydrochlorate  of  morphia. 

CIiVCERIXJX:,  3\7ZTSO.    See  Niteo-Gltcbbine. 
CXiYOXZI.IM'S.    See  Explosive  Agents. 

OIiYPHOCRAPHY.  A  process  introduced  some  years  since  to  cheapen  wood- 
cngraving.  A  metal  plate  was  covered  with  a  thick  etching -ground,  and  an  etching 
made  through  to  the  metal  in  the  usual  manner.  Several  coats  of  ink  were  then 
applied  by  means  of  a  small  composition  roller.  This  adheres  only  to  the  varnish. 
When  the  hollows  are  deep  enough,  the  plate  is  placed  in  connection  with  a  voltaic 
battery,  and  copper  is  deposited  in  the  usual  way ;  the  result  being  a  plate  with  the 
drawing  in  relief.    See  Exectro-Metailtfkgt. 

GM-EISS  may  bo  called  stratified,  or,  by  those  who  object  to  that  term,  foliated 
granite,  being  formed  of  the  same  materials  as  granite,  namely,  felspar,  quartz  and 

b-neiss  might  indeed,  in  its  purest  and  most  typical  form,  be  termed  schistose 
granite  consisting,  like  granite,  of  felspar,  quartz,  and  mica  ;  but  having  those 
Systals''— "T^^'^  in  layers  or  plates,  rather  than  iij  a  confused  aggregation  of 

In  whatever  state  of  aggregation  tlio  particles  of  gneiss  may  have  been  originallv 
deposited,  we  know  now  that  it  is.  ft  W^,  tgugh,  cryBtalliue  rock,  exhibiting Turyed 


16  parts 

of  Lactate  of  protoxide  of  iron. 

15 

J) 

Oxalic  acid. 

10 

)f 

Acetate  of  copper. 

10 

11 

Benzoic  acid. 

10 

)> 

Boracic  acid. 

10 

)i 

Chloride  of  barium. 

8 

j> 

Bicarbonate  of  soda. 

8 

1) 

Tartrate  of  iron. 

7-5 

jj 

Bichloride  of  mercury. 

6-7 

)i 

Sulphate  of  cinchonine. 

5-5 

)> 

Tartar  emetic. 

5 

)» 

Polysulphuret  of  calcium. 

4 

)j 

Nitrate  of  strychnine. 

3-5 

)» 

Chlorate  of  potash. 

3 

f) 

Atropine. 

2-25 

)> 

Brucine. 

1-90 

>> 

Iodine. 

1 

)> 

Veratrine. 

0-50 

)j 

Cinchonine. 

0-50 

>) 

Quinine. 

0-45 

i» 

Morphine. 

0-25 

)» 

Tannate  of  quinine. 

0-25 

)» 

Strychnine. 

0-20 

»> 

Phosphorus. 

0-10 

}> 

Sulphur. 

686 


GOLD 


and  twisted  lines  of  stratification,  and  composed  in  tho  main  of  quartz,  felspar  mica 
and  hornblende.  Mineralogically  speaking,  it  differs  from  the  granite  rocks  with 
which  It  IS  associated  chiefly  iu  this,  that  while  the  crystals  of  quartz,  felspar,  &c  are 
distinct  and  entire  in  granite,  in  gneiss  they  are  broken,  water-worn,  and  confus'edlv 
aggregated.  Hence  tho  general  belief  is,  that  gneiss  or  gneissose  rocks  are  but  the 
particles  of  granite  -weathered  and  worn,  carried  down  by  streams  and  rivers  and 
deposited  in  the  seas  of  that  early  period. — Page.  ' 

GOAF.  The  waste  space  loft  by  working  a  seam  of  coal,  often  filled  in  with 
refuse  sometimes  called  Gob. 

GOBBIW  or  GOAFFXXr.  Tho  refuse  left  behind  in  working  coal,  and  thrown 
into  the  goaf. 

GOBEXiinr^  IWAK-UFilCTOBV.  This  establishment,  which  has  long  been 
celebrated  for  its  tapestry,  took  its  name  from  the  brothers  Gobelin.  Giles  Gobelin, 
a  dyer  at  Paris,  in  the  time  of  Francis  I.,  had  found  out  an  improvement  in  tho  then 
usual  scarlet  dye ;  and  as  ho  had  remarked  that  the  water  of  the  rivulet  Bievre,  in  tho 
suburbs  of  St.  Marceau,  was  excellent  for  his  art,  he  erected  on  it  a  large  dye-house, 
which,  out  of  ridicule,  -was  called  Folie- Gobelins  (Eabelais.)  About  this  period  a 
Flemish  painter,  -whom  same  name  Peter  Koek,  and  others  Kloek,  and  who  had 
travelled  a  long  time  in  the  East,  established,  and  continued  to  his  death  in  1550,  a 
manufactory  for  dyeing  scarlet  cloth  by  an  improved  process.  Through  the  means 
of  Colbert,  minister  of  Louis  XIV.,  one  of  the  Gobelins  learned  the  process  used  for 
preparing  the  German  scarlet  dye  from  one  Gluck,  whom  some  consider  to  be  Gulich 
(who  was  said  to  have  learned  to  dye  scarlet  from  one  Kuffelar,  a  dyer  at  Leyden), 
and  others  as  Kloek ;  and  the  Parisian  scarlet  dye  soon  rose  into  so  great  repute  that 
the  populace  imagined  that  Gobelin  had  acquired  the  art  from  the  devil.  It  is  known 
that  Louis  XIV.,  by  the  advice  of  Colbert,  purchased  Gobelin's  building  from  his  suc- 
cessors in  1667,  and  transformed  it  into  a  palace,  to  which  he  gave  the  name  of  Hdid 
Boyal  des  Gobelins,  and  which  he  assigned  for  the  use  of  first-rate  artists,  particularly 
painters,  jewellers,  weavers  of  tapestry,  and  others. — Beckmann, 

The  national  manufactory  is  now  alone  remarkable  for  its  production  in  textile 
manufacture  of  some  of  the  finest  works  of  art ;  and  not  only  does  it  excel  in  the 
high  character  of  its  designs,  but  also  in  the  brilliancy  and  permanence  of  its 
colours, 

GOZTRE-STZCXCS.  The  stems  of  the  Sargassum  bacciferum,  supposed  by 
some  to  be  useful  in  curing  goitre,  by  virtue  of  the  iodine  which  they  contain. 

COIiD.  (Eng.  and  Ger. ;  Or,  Fr.)  This  metal  is  distinguished  by  its  splendid 
yellow  colour;  its  great  density  =  19 '3,  compared  to  water  1*0;  its  pre-eminent 
ductility  and  malleability,  whence  it  can  be  beaten  into  leaves  only  l-282,000th  of 
an  inch  thick ;  and  its  insolubility  in  any  acid  menstruum,  except  the  mixture  of 
muriatic  and  nitric  acids,  called  agiia  regia — because  gold  was  deemed  by  the  al- 
chemists to  be  the  king  of  minerals — or  in  solutions  of  chlorine. 

Gold  is  almost  always  found  in  the  metallic  state,  frequently  crystallised  in  the 
cube,  and  its  derivative  forms. 

Mr.  J.  Arthur  Phillips,  in  his  work  on  '  The  Mining  and  Metallurgy  of  Gold  and 
Silver,'  gives  the  following  modes  of  occurrence  of  gold : — 

'  Native  gold. — An  alloy  of  gold  and  silver,  associated  with  small  quantities  of 
copper,  iron,  and  other  metals. 

'  Palladium  gold. — Gold  and  palladium ;  porpezite. 

'  Bhodium  gold. — Gold  and  rhodium. 

♦  Gold-amalgam. — A  native  amalgam  of  gold  and  mercury. 

'  Sylvanite,  or  Graphic  Tellurium. — An  ore,  being  a  tellurido  of  gold  and  silver. 

'  Nagyagite. — An  ore  ;  telluride  of  lead,  containing  gold,  silver,  and  copper.' 

In  addition  to  these,  gold  is  found  associated  with  copper  and  iron  pyrites; 
whether  in  chemical  combination,  or  simply  existing  in  mechanical  mixture,  does  not 
appear  to  have  been  satisfactorily  determined. 

Native  gold  is  almost  always  associated  with  silver.  A  few  examples  will  show 
how  this  native  alloy  varies. 

The  Electrum  of  Pliny  was  not  probably  found  native,  although  it  is  often  stated  to 
have  been  so.  It  seems  to  have  been  an  alloy,  containing  at  least  20  per  cent,  of 
silver. 

Transylvanian  gold :' 

Vorospatak 
South  American  gold : 

Antioquia 

Marmato  , 
British  Columbian  gold: 

Stephen's  Creek 


Gold  Silver 

.    60-49  38-74 

.    64-93  35-07 

.    73-45  26-48 

.    79-50  19-70 
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Gold 

Silver 

Welsh  ffold  : 

Welsh  Gold-mining  Co.  . 

.  76-40 

22-70 

Scotch  gold: 

Sutherland 

.  79-22 

20-78 

Wanlock  Head . 

.  86-60 

12-39 

Ccdifornian  gold : 

Mariposa  .... 

.  81-00 

18-70 

Riissian  gold : 

Boruschkoi 

.  83-85 

16-15 

Australian  gold: 

South  Australia       .  . 

.  87-78 

6-07 

African  gold: 

Ashantee  .... 

.  90-055 

9-940 

Gold  occurs  in  threads  of  various  sizes,  t-msted  and  interlaced  into  a  chain  of 
minute  octahedral  crystals  ;  as  also  in  spangled  or  rounded  grains,  -which,  -when  of  a 
certain  magnitude,  are  called  pepitas.  The  small  grains  are  not  fragments  broken 
from  a  greater  mass  ;  but  they  sho-w  by  their  flattened  ovoid  shape,  and  their  rounded 
outline,  that  this  is  their  original  state.  Humboldt  states  that  the  largest  pepiia 
known  -was  one  found  in  Peru  -weighing  about  12  kilogrammes  (26^  lbs.  avoird.) ;  but 
masses  have  been  quoted  in  the  province  of  Quito  which  -weighed  nearly  four  times 
as  much.  Some  of  the  •  nuggets '  from  Australia  have  greatly  exceeded  this.  The 
specific  gra-vity  of  native  gold  varies  from  13-3  to  17-7. 

The  mineral  formations  in  -which  this  metal  occurs  are  the  crystalline  primitive 
rocks,  the  compact  transition  rocks,  the  trachytic  and  trap  rocks,  and  alluvial  grounds. 
Sir  Eoderick  MurcMson  says,  in  a  chapter  On  the  Original  Formation  of  Gold,  in 
his  '  Siluria ' : — 

'  We  may  first  proceed  to  consider  the  nature  and  limits  of  the  rich  gold-bearing 
rocks,  and  then  offer  proofs  that  the  chief  auriferous  -wealth,  as  derived  from  them, 
occurs  in  superficial  detritus,  Appealing  to  the  structure  of  the  different  mountains, 
which  at  former  periods  have  afforded,  or  still  afford,  any  notable  amount  of  gold,  we 
find  in  all  a  general  agreement.  Whether,  referring  to  past  history,  we  cast  our  eyes 
to  the  countries  watered  by  the  sources  of  the  Golden  Tagus,  to  the  Phrygia  and 
Thrace  of  the  Greeks  and  Eomans,  to  the  Bohemia  of  the  Middle  Ages,  to  tracts  in 
Britain  which  were  worked  in  old  times,  and  are  now  either  abandoned,  or  very 
slightly  productive,  or  to  those  chains  in  America  and  Australia,  which,  previously 
unsearched,  have  in  our  times  proved  so  rich,  we  invariably  find  the  same  constants 
in  nature.  In  all  these  lands,  gold  has  been  imparted  abundantly  to  the  ancient  rocks 
only,  whose  order  and  succession  we  have  traced,  or  their  associated  eruptive  rocks. 
Sometimes,  however,  it  is  also  shovm  to  be  diffused  tlirough  the  body  of  such  rocks 
whether  of  igneous  or  of  aqueous  origin.  The  stratified  rocks  of  the  highest  antiquity' 
such  as  the  oldest  gneiss  and  quartz  rocks  (like  those,  for  example,  of  Scandinavia 
and  the  Northern  Highlands  of  Scotland),  have  very  seldom  borne  gold  •  but  the 
sedimentary  accumulations  which  followed,  or  the  Silurian,  Devonian,  and  Carbon- 
iferous (particularly  the  first  of  these  three)  have  been  the  deposits  which,  in  the 
tracts  where  they  have  undergone  a  metamorphosis  or  change  of  structure  by  the 
influence  of  igneous  agency,  or  other  causes,  have  been  the  chief  sources  whence  gold 
has  been  derived.  ° 

Gold  is  usually  either  disseminated  through  the  rocks,  often  in  extreme  minuteness 
or  spread  out  in  thin  plates  or  grains  on  their  surface,  or,  lastly,  implanted  in  their 
cavities,  under  the  shape  of  filaments  or  aborescent  crystaDisation.  The  minerals 
composing  gold-bearing  veins  are  either  quartz,  calcspar,  or  sulphate  of  barvta  The 
ores  that  accompany  the  gold  in  these  veins  are  chiefly  iron  pyrites,  copper  pvrites 
galena,  blende,  and  mispickel  (arsenical  pyrites).  ' 
fJ^  ''l^^- ^  auriferous  pyrites,  this  metal  occurs  generally  in  an  invisible 

form;  but  though  invisible  in  the  fresh  pyrites,  the  gold  becomes  visibirbvksde 
composition  ;  as  the  hydrated  oxide  of  iron  allows  thi  native  gold  mrd^^ 
o.lv  r  .^«?dish-brown  ground,  even  when  the  precious  metarX  consS 

only  the  five-milhonth  part  of  its  weight,  as  at  the  Eammelsberg  in  the  S   in  that 

ury  l^L'S  tf  "1?  ' '         ^^^'l^^^^^^y      aLlgamatiSn  witli  mer^ 

cury.  proving  that  the  gold  was  in  the  native  state,  and  not  in  that  of  a  snlrihiirAt 

fh«  «,TlP-^".*°l°^  W^'^^^^^  ^°<i  «f  SO'""  °f  our  English  mines,  contaS  eold  Aftt 
Icfd  th^?::-°f  ''^^'^''^  i°  the  process  of  manu^aXing  sulp^S 

"rowl'  nrhoTSLtri^'n     '  -^ft-- '^'^ '  sail  tS 

The  fiilvA,.  r^>^  the  copper  which  is  present  is  dissolved  as  chloride  of  coTDner 

fhe  silver  present  Jias  been  converted  by  the  roasting  process  into  a  chloride  ;  tE 
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dissolved  out  with  a  strong  brino,  from  which  the  silver  is  precipitated  by  zinc.  The 
Bilvor  cake  obtained  in  this  way  is  sold  from  prices  varying  from  63.  to  10«.  the  ounce 
the  additional  sum,  above  5s.  6d.  the  ounce  for  pure  silver,  being  given  for  the  gold 
Jt  contains.    See  Pyeites.  ^ 

Principal  Gold  Mines. 

Gold  exists  in  the  primitive  strata,  disseminated  in  small  grains,  spangles,  and 
crystals,  iirazil  affords  a  remarkable  example  of  this  species  of  gold  mine.  Beds  of 
^anular  quartz,  or  micaceous  specular  iron,  in  the  Sierra  of  Cocaes,  12  leagues  beyond 
Villa  Kica,  which  form  a  portion  of  a  mica-slate  district,  include  a  great  quantity  of 
native  gold  in  spangles,  which  in  this  ferruginous  rock  replace  mica. 

The  auriferous  ores  of  Hungary  and  Transylvania,  composed  of  tellurium,  silver 
pyrites,  or  sulphide  of  silver,  and  native  gold,  lie  in  masses  or  veins  in  a  rock  of 
trachyte,  or  in  a  decomposed  felspar  subordinate  to  it.  Such  is  the  locality  of  the 
gold  ore  of  Konigsberg,  of  Telkebanya,  between  Eperies  and  Tokay  in  Hungary,  and 
probably  that  of  the  gold  ores  of  Kapnick,  Felsobanya,  &c.,  in  Transylvania;  an 
arrangement  nearly  the  same  with  what  occurs  in  Equatorial  America.  The  auriferous 
veins  of  Guanaxuato,  of  Eeal  del  Monte,  of  Villalpando,  are  similar  to  those  of 
Schemnitz  in  Hungary,  as  to  magnitude,  relative  position,  the  nature  of  the  ores  they 
include,  and  of  the  rocks  they  traverse.  Breislak  and  Hacquet  have  described  the 
gold  mines  of  Transylvania  as  situated  in  the  crater  of  an  ancient  volcano.  The 
trachytes  which,  in  some  districts,  form  the  principal  portions  of  the  rocks  including 
gold,  are  regarded  as  of  igneous  or  volcanic  origin. 

It  would  seem,  however,  that  the  primary  source  of  the  gold  is  not  in  these  rocks, 
but  rather  in  the  syenites  and  greenstone-porphyries,  which  in  Hungary  and  Transyl- 
vania are  rich  in  great  auriferous  deposits ;  for  gold  has  never  been  found  in  the 
trachyte  of  the  Euganean  mountains,  of  the  mountains  of  the  Vicentin,  or  those  of 
the  Auvergne  ;  all  of  which  are  superposed  upon  granite  rocks. 

If  it  be  true  that  the  ancients  worked  mines  of  gold  in  the  island  of  Ischia,  it 
would  be  another  example,  and  a  very  remarkable  one,  of  the  presence  of  this  metal 
in  trachytes  of  an  origin  evidently  volcanic. 

Gold,  from  whatever  rocks  derived,  is  common  in  the  alluvial  deposits  near  the 
primitive  rocks  just  described.  It  is  found  disseminated  in  the  siliceous,  argillaceous, 
and  ferruginous  sands  of  certain  plains  and  rivers,  especially  in  their  re-entering 
angles,  at  the  season  of  low  water,  and  after  storms  and  temporary  floods.  It  has 
been  supposed  that  the  gold  found  in  the  beds  of  rivers  has  been  torn  out  by  the  waters 
from  the  veins  and  primitive  rocks,  which  they  traverse.  This  opinion,  suggested 
at  first  by  Delius,  and  supported  by  Deborn,  Guettard,  Eobitant,  Balbo,  &c.,  appears  to 
be  founded  upon  just  observations :  1.  The  soil  of  these  plains  contains  frequently,  at 
a  certain  depth,  and  in  several  spots,  spangles  of  gold,  separable  by  washing.  2.  The 
beds  of  the  auriferous  rivers  and  streamlets  contain  more  gold  after  storms  of  rain 
upon  the  plains  than  in  any  other  circumstances.  3.  It  happens  almost  always  that 
gold  is  found  among  the  sands  of  rivers  only  in  a  very  circumscribed  space.  Thus  it 
is  known  that  the  Oreo  contains  no  gold,  except  from  Pont  to  its  junction  with  the  Po. 
The  Ticino  affords  gold  only  below  the  Lago  Maggiore,  and  consequently  far  from  the 
primitive  mountains,  after  traversing  a  lake,  where  its  course  is  slackened,  and  into 
which  whatsoever  is  carried  down  from  these  mountains  must  have  been  deposited. 
The  Bhine  gives  more  gold  near  Strasburg  than  njear  Basle,  though  the  latter  bo 
much  closer  to  the  mountains.  The  sands  of  the  Danube  do  not  contain  a  grain  of 
gold,  while  this  river  runs  in  a  mountainous  region ;  that  is,  from  the  frontiers  of  the 
bishopric  of  Passau  to  Efferding ;  but  its  sands  become  auriferous  in  the  plains  below. 
The  same  thing  is  true  of  the  Ems ;  the  sands  of  the  upper  portion  of  this  river,  as  it 
flows  among  the  mountains  of  Styria,  include  no  gold ;  but  from  its  entrance  into  the 
plain  at  Steyer,  till  its  embouchure  in  the  Danube,  its  sands  become  auriferous,  and 
are  even  rich  enough  to  be  washed  with  profit. 

The  greater  part  of  the  auriferous  sands  in  Europe,  Asia,  Africa,  and  America,  are 
black  or  red,  and  consequently  ferruginous  ;  a  remarkable  circumsta,nce  in  the  geolo- 
gical position  of  alluvial  gold.  M.  Napione  supposes  that  the  gold  of  these  ferru- 
ginous grounds  is  due  to  the  decomposition  of  auriferous  pyrites.  The  auriferous  sand 
occurring  in  Hungary  almost  always  in  the  neighbourhood  of  the  beds  of  lignite,  and 
the  petrified  wood  covered  with  gold  grains,  found  buried  at  a  depth  of  55  yards  in 
clay,  in  the  mine  of  Vorospatak  near  Abrabanya  in  Transylvania,  might  lead  us  to 
presume  that  the  epoch  of  the  formation  of  the  auriferous  alluvia  is  not  remote  from 
that  of  the  lignites.  The  same  association  of  gold  ore  and  fossil  wood  occurs  in  South 
America,  at  Moco.  Near  the  village  of  Lloro  have  been  discovered,  at  a  depth  of  20 
feet,  large  trunks  of  petrified  trees,  surrounded  with  fragments  of  trap  rocks  inter- 
ppersed  with  spangles  of  gold  and  platinum.   But  the  alluvial  soil  affords  likewise  all 
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the  characters  "of  "the  basaltic  rocks ;  thus  in  France,  the  C^ze  and  the  Gardon,  auri- 
ferous rivers,  whore  they  afford  most  gold,  flow  over  ground  apparently  derived  from 
tho  destruction  of  the  trap  rocks,  which  occur  in  situ  higher  up  the  country.  This  fact 
had  struck  Eeaumur,  and  this  celebrated  observer  had  remarked  that  the  sand  which 
more  immediately  accompanies  the  gold  spangles  in  most  rivers,  and  particularly  in 
the  Ehone  and  the  Ehine,  is  composed,  like  that  of  Ceylon  and  Expailly,  of  black  prot- 
oxide of  iron  and  small  grains  of  rubies,  corundum,  hyacinth,  &c.  Titanium  has  been 
observed  more  recently.  It  has,  lastly,  been  remarked  that  the  gold  of  alluvial  form- 
ations is  purer  than  that  extracted  from  rocks. 

Spain  anciently  possessed  mines  of  gold  in  regular  veins,  especially  in  the  province 
of  Asturias ;  but  the  richness  of  the  Mexican  mines  caused  them  to  be  neglected. 
Julius  Caesar  is  said  to  have  paid  his  enormous  debts,  and  have  added  largely  to  the 
Eoman  treasury,  from  the  wealth  which  he  derived  from  the  Spanish  mines.  The 
Tagus,  and  some  other  streams  of  that  country,  were  said  to  roll  over  golden  sands. 
France  contains  no  workable  gold  mines  ;  but  it  presents  in  several  of  its  rivers  auri- ' 
ferous  sands.  There  are  some  gold  mines  in  Piedmont ;  particularly  the  veins  of 
auriferous  pyrites  of  Macugnagna,  at  the  foot  of  Monte  Eosa,  lying  in  a  mountain  of 
gneiss ;  and  although  they  do  not  contain  10  or  11  grains  of  gold  in  a  hundred- weight, 
they  have  long  defrayed  the  expense  of  working  them.  On  the  southern  slope  of  the 
Pennine  Alps,  from  the  Simplon  and  Monte  Eosa  to  the  valley  of  Aoste,  several  auri- 
ferous districts  and  rivers  occur.  Such  are  the  torrent  Evenson,  which  has  afforded 
much  gold  by  washing  ;  the  Oreo,  in  its  passage  from  the  Pont  to  the  Po :  the  reddish 
grounds  over  which  this  little  river  runs  for  several  miles,  and  the  hills  in  the  neigh- 
bourhood of  Chivasso,  contain  gold  spangles  in  considerable  quantity. 

In  the  county  of  AYicklow,  in  Ireland,  in  the  year  1796,  some  fine  specimens  of 
gold  were  found,— one  mass  weighing  twenty-two  ounces.  The  gold  is  found  in  the 
debiis  of  the  valley  at  the  base  of  Croghan-Kinshela;  and  it  would  appear  to  be  derived 
Irom  the  granite  of  that  mountain,  or  the  hornblendic  greenstones  by  which  it  is  tra- 
versed. Messrs.  Weaver  and  Mills,  however,  prosecuted  extensive  mine-workino-s  in 
search  of  the  source  of  the  gold  without  any  success.  As  we  have  already  stated, 
the  pyrites  of  Wicklow  contains  gold,  but  no  auriferous  veins  have  been  discovered 
in  Cornwall  gold  has  been  found  in  the  tin-streams  of  Carnon  vale,  in  the  Pentuan 
stream  works  at  Menaccan,  and  some  few  other  spots;  and  some  of  the  quartz  veins 
traversing  the  slate  have  been  found  to  contain  gold.  Many  of  the  gossans  of  the 
copper  lodes  are  known  to  have  gold  in  them  ;  but  it  is  only  in  a  few  rare  instances 
that  the  precious  metal  has  been  separated. 

In  Devonshire,  near  North  Molton,-at  the  Britannia  and  at  the  Poltsmore  mine,- 
gold  has  been  found  in  small  quantities,  associated  with  the  minerals  of  the  district- 
but  It  has  never  paid  the  cost  of  obtaining  it.  In  Scotland  also  gold  has  been  found! 
Pennant  says:  ' In  the  reigns  of  James  IV.  and  V.  vast  wealth  was  procured  in  the 
Lead  Hills  froni  the  gold  washed  from  the  mountains  ;  in  the  reign  of  the  latter  not 
o7Lm  I  .1  ^"^Z  !^?°0>000^-  We  are  told'that  in  ano^ther  locally  a  pie^^^^ 

th-fdi   ^  r^r^t'^^  '       we  cannot  find  any  good  autliority  Sr 

ThTcTir^  ^^^S'^^/^S",^  districts  of  Scotland  are  described  at  p.  698  ^ 
been  h?,^lf^    '  t  ^^^-^  ^""^^  ^'''^"S  acquired  a  large  share  of  attention,  it  has 
has  mnsJ^SLf  ^^l'  notice  from  the  pen  of  a  gentleman  who 

?n  nL.V,  w  i°"'S  ^'^?,«fc'g^ted  the  quartz  lodes  of  Merionethshire. 
In  ^orth  Wales,  the  older  slaty  rocks  are  auriferous.    Professor  Eamsav  ha<, 
:S-tSn?Sw^      '^^^"^'-r'  especially  themineral  andTarfz vdnYof  Cwml 
rTnv«rt  flfp  ^"^"y-^^^^^nog,  wliich  contain  gold.    At  Gogofau,  not  far  from  Llan- 
dSrS   rZT  °f  their  tork  ngs  being  stUl  to  be 

trZZl^St:^:;,''''''  '""^•^^^  WanngtonSmy^hm  thV-Memoir: 

in  searchof  metalHc  w  altli  f.,  p'^'^^^'^t  fi  ""'^'^  "raft,  came  to  this  country 

the  acquisition  of  sunnosed  rioS  .1,  T'*'  V^^^^^^^' these  islands  more  fo^ 
This  opinion  is  ZSinS^'-^^^*^'  conquest  of  a  rude  and  barbarous  people, 
whilst  ntHoVin^      o  r    •  confirmed,  by  the  expression  of  Galffacns 

booty  of  victory;  .  '  ^^^tain  produces  gold,,  silver,  and  other  metals,  the 

Welsh  iCynr\7t  a  vo?y  ear^  ptio^^^^       '        ^''^  "^"'^        ""''^'^  the 
Vol.  I?  of  the  County  of  C^rdipanshire.'  1810. 
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The  Btvle  of  tho  golden  weapons,  torques,  bracelets,  &c..  that  have  been  found  at 
various  times  is  very  simple,  and  quite  unlike  the  style  of  ornamentation  of  the  early 
cSin  period;  it  is  therefore  naturally  inferred  that  they  belonged  to  a  time  long 

'IfS!  tw;r,  certain  that  the  Eomans  actually  discovered  gold  in  Wales,  and 
m-ou-ht  it  too:  for  independently  of  the  statement  of  Tacitus,  just  quoted,  there  are 
ovicbnces  plenty,  of  Eoman  mine-works  where  gold  must  have  been  the  principal,  if 
Tt  the  sole  object  of  exploration.  One  of  the  most  remarkable  is  Gog/?^^;J»  ^aer^^ 
marthenshire.'  Tliis  gold-mine  is  situate  on  the  banks  of  the  Cothy  and  ^rms  part  of 
•  Z  PTounds  of  Dolau-Cothv.  Hero  a  quartz-lode  has  been  '  worked  open  to  the  day, 
md^levek  dri^^^^  the  slate.    The  of&cers  of  the  Geological  Survey 

Siscovered  Sere  and  a  metallurgical  workshop.  Amongst  other  things  a  beauUfu 

^If  ^of  ZLl"    of  loS'in  tolef  ably  large  quantities  in  many  parts  of 

these  islands'  T,„;t,„  ..  to  the  nrecioue  metals  :  Ijiit  Oaisar  mates  no 

Strabo  yincides        ^""'£,0  f n  o  106?  Sys :  'In  Britannia  nihil  esse  audio 
mention  of  S"" -""^  S'oier  EpWe  (ad  Attic.)  he  says,  ■  it  was  well 

s=  nT:  ^issx 

cl^SL^doS^f=na££jW^ 

■  of  Stat.,  as  soon-as  ™ssiWe  and  "f^-^f^^^     Ttee  plten^sions  were, 

Lthority,  Sir  Edward  Coke,  laid  are  Eo^all  mines,' " 

grounds  of  subjects  belongto  tlie  k  ng  b^^^^^ 

tnd  the  Justices  and  Barons  m  the  f  ^  tJJ^'^t^,  ^.ealm^  whether  in  the  lands 

.  That  by  the  law,  all  ^^P^^'f  ^f^^^^^^  the  nuIeX  p W  ^^^h  liberty  to  dig 
of  the  queen  or  her  subjects  belong  to  the  jieen  o^^  .  established, 

and  carry  it  away '   And  so  fi^^y.^f^^^Jf/S  the  Crown ;  but  the 

that  it  was  agreed  that  a  royal  --J^^^^^s"^^  of  Elizabeth  was  whether, 

ir&lT£r  W^^^  -tlfthe  baser  metals,  the  whole  became  a 

royal  mine.  ,„„f;t„  nf  crnld  or  silver  so  found  was  sufficient,  whilst 

lome  contended  that       qu^^^^^^^^^  value  the  other  metals ; 

others  held  the  opinion  that  the  gold  and  liver  ^  ^.^^     ^^^^  ^^^^^ 

but  the  judges  ^^^^^iffj^^^^  value  than^he  base  metal,  the  mere  circumstance  of 
tho  land  of  a  subject  was  of  less  vame  ^^^y  of  the  law,  on  this  decision, 

its  existence  makes  it  a  royal  mine,    xu  j^^^^  ^^^^^^^^^ 

caused  general  distrust,  -f^^yf^^'^^'t  TL  v^^^e^  (cap-  30.)  where  n  it 
foro,  in  the  first  year  of  ™iam  ana  ma^^  ^^^^^  hereafter  be  adindged 

^.as  declared  that  no  mine  f/^^J  m  ght  ^oi^^^^^  out  of  the  same    This  pro- 
a  royal  mine,  although  gold  or  silver  n^n  ^^^1^^^ 
visio'n,  also.  was__  soon  considered  n^d^^^^^^^ 


Mary,  an  act 
concerning  Eoyal 
crown  of  England,  owners 


r.   ,    M,-.P  near  Pnmpsant  in  Cacrmarthenshire.'  By  W.  W.  Smyth, 
-  .  Note  on  the  Qogofau  or  Ogofau  Mine  near  l^amp^  kingdom.' 
M. A..  'Memoirs  of  t^c  Gteo  o^cal f^^^^^^^^  of  Practical  Oeology. 

•  See  '  Lectures  on  Gold,  deuverea  m  m 
'  Epist.  ad  Famil. 

•  Sir  John  Pettus.  Podinw  Regales.  g^g  ^^j^  jj.  p.  556. 

•  Plowden,  338.   Black. '  Com.,' Stephens  s  eaw.  .  T«.ia,ifl  •  Br 

•  'Inat.'  132  ;  2  '  Inst.'  57C,  1801.  ^,,,^^.5^5      (jrcat  Britain  and  Ireland.  HJ 

'  See  '  The  Law  relating  to  Mines,  Minerals  nnu  s, 
Arundel  Bogors,  Esq. 
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Wales,  or  Berwick-upon-Tweed,  wherein  there  is  copper,  tin,  iron,  or  lead,  may  enjoy 
&c.  the  same,  notwithstanding  said  mines  may  be  pretended,  or  claimed  to  be,  royal 
mines.  But  by  the  2nd  statute,  the  Crown,  or  any  other  person  claiming  royal  mines 
under  the  Crown,  has  the  option  of  purchasing  said  ores  before  removal,  other  than  tin 
ore,  in  the  counties  of  Corn-wall  and  Devon,  upon  payment  of  a  price  fixed  by  the 
said  act,  viz.  copper  13/.;  tin,  21. ;  iron,  21. ;  and  lead,  9/.  per  ton.  By  the  35  Goo.  III. 
c.  134,  the  right  of  preemption  which  is  given  to  the  Crown,  and  those  claiming  under 
the  Crown,  so  fiir  as  relates  to  lead,  can  only  be  claimed  upon  payment  of  251.  per  ton 
instead  of  9/.  as  previously  fixed. 

From  this  it  would  appear— 1.  That  the  right  of  preemption  given  to  the  Crown  is 
limited  to  copper,  iron,  and  lead,  wheresoever  found,  and  to  tin  to  be  found  in  England 
other  than  m  Cornwall  and  Devon,  if  such  ores  contain  gold  or  silver  2  That  the 
rights  of  the  Crown  to  all  mines  where  gold  and  silver  exist  intern^xed  \vith  any 
substance  whatever  other  than  copper,  iron,  lead,  or  tin,  remain  unaffected  by  either 
of  the  statutes  of  William  and  Mary.  3.  That  the  rights  of  the  subject  to  all 
mines  of  copper,  lead,  and  tm,  even  if  gold  or  silver  is  foimd  therewith,  is  confirmed 
by  the  said  statutes,  subject  only  to  the  right  of  preemption  just  stated.^  But,  if 
any  other  auriferous  ones  be  discovered,  it  will  be  difficult  to  determine  the  respective 
rights  of  the  Crown  and  the  subject  to  such  a  mine,  unless  the  'Great  Case  of  Mines' 
should  be  adopted  in  favour  of  the  Crown.  Under  any  circumstances  there  is  no 
FwlT  ""f/  ^  discovery.    Independently  of  this,  the  law  is  not  settled, 

that  pure  gold  and  silver  wherever  found,  are  the  absolute  property  of  the  Crown 
?nvl  ^Ijttle  remarkable,  that  the  Crown  has  lo  ligit  of  upon 

private  lands  to  search  for  its  own;  nor  has  it  ever  exercised  its  right  of  preemption 
as  regards  lead  ore  containing  silver.  But,  since  the  gold  discoveries  ifwales  in 
1854^the  practice  of  the  office  of  Woods  and  Forests^as  beeTnTarVasT^^^^^^^^ 

1.  Where  the  gold  is  found  in  combination  with  other  metals,  the  whole  of  which 
with  the  necessary  easementsfor  working,  arc  vested  in  the  Crown,  he  Crown  deallS 
the  case  m  the  same  manner  as  an  ordinary  licence  to  sfiarcH;  vS  To 

per  annum  minimum  rent,  and  one-twelfth  royalty  on  the  gold  2^^' 

of^WiSVu^^fc^^^^^^^^^  the  acts 

acc^t  a  royalty  in  liu  of  the  riyhT:f%:mXn       "  '       Crown  ^.opo...  to 

co^biS:  M  ^d^min^ISeSS  Z  ir'V^  -t  in 

minerals  are  not  vested  in  the  CrJ^n-Sfi  J  •     !?         ?^  ^^^^^ 

persons  in  this  k^d^yatttl''  t^sXuJ"  tt^^  ^^^^^ 

impose  a  small  annual  rental  and  snv  n  .^l.u  ^           ^^'^^d  consent  to 

would  be  paid  readily,  exploraSns  wn  J7f^  °°       ^^t  profits,  it 

individuals,  and  the  L^ZSeZ^l^"^'^^'^^  ^  larger  extent  by  private 

of  entry  to  realise  its  ow^                 ^  "'"^  ^^'^^  it  has  no  right 

coiLSnifS  tSlToiS  ^o^iS  in  quantities  of 

ccster,  Worcester,  Salop,  BedfS^Deibv  pf^ol  '  f  ^^0°.  Somerset,  Glou- 

land,  Northumberiand,  dSTiS  ySv  Westmoreland,  Cumber- 

a  little,  and  very  small  quaSitrc's  of^^S"  f  ^m-streams  of  Cornwall  have  yielded 
near  North  Molton.     ^"'^'^^'^''^^     Sold  have  been  found  in  North  Devon,  especially 

f^'l'^'^^^^^^^  viz.,  Sutherland.  Aber- 

^^r-^pn^^^^^^^^^  Plint,  Cardigan, 

^as  rendered  more  service  to  the  S^td  S^i^T^^!^^ 

'  Seeds'"  "•J^'^^'^tO".  10  Q.  B.  4!) 
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of  gold  than  any  other  Welsh  county,  althougli  Sir  H.  Middloton,  while  ostensibly 
■working  for  silver  in  the  time  of  Charles  I.  and  his '  most  loyal  chemist  and  mineralogist 
Thomiis  Bushell,'  did  not  leave  on  record  all  their  knowledge  respecting  AVelsh  gold 
and  its  associated  minerals.'  But  within  the  last  few  years,  Merionethshire  has  taken 
golden  honours,  sufficient,  at  least,  to  make  them  noteworthy.  Hence  an  especial 
reference  to  the  gold-mines  of  that  county. 

There  are  several  claimants  for  the  honour  of  having  been  the  earliest  of  the  Welsh 
gold-finders  of  later  times.  Mr.  O'Niell,  in  1836,  is  said  to  have  found  it  at  Cae  Mawr, 
and  Mr.  James  Harvey,  afterwards,  at  Berthllwyd.  Captain  Roberts  says  he  dis- 
covcrod  it  before  either.  But,  undoubtedly,  Mr.  Arthur  Dean  must  be  allowed  to 
take  the  lead.  In  1843,  Mr.  Dean  discovered  some  rich  gold  ores  at  Cwmheisian,  and 
boldly  stated,  in  the  face  of  national  disbelief,  that  '  a  complete  system  of  amriferous 
veins  existed  throughout  the  whole  of  the  Snowdonian  or  Lower  Silurian  formations 
of  North  Wales.'  * 

Mr.  Dean,  and  after  him  Mr.  Clement,  worked  about  600  tons  of  the  Cwmheisian 
minerals,  and  obtained  at  the  rate  of  more  than  half  an  ounce  of  gold  to  the  ton.  The 
proprietor  Mr.  Bruin  was  unable  to  carry  on  the  works,  and  then  the  gold  question 
slumbered  until  ten  years  afterwards,  when  at  the  Clogau  mine,  a  pile  of  '  poor  copper 
ore  '  was  found.  This  grass-grown  refuse  was  carefully  examined  by  Mr.  J.  C.  Good- 
man of  Dolgelley,  who  discovered  that  it  really  contained  less  of  copper  than  of  gold. 
Some  of  the  stones,  weighing  several  pounds,  had  gold  disseminated  throughout.  In 
one  beautiful  specimen,  now  in  the  possession  of  Mr.  Readwin,  there  is  the  mark  of  a 
boring-iron,  which  has  passed  through  the  solid  gold.  Some  of  this  '  poor  copper- 
ore'  was  put  to  the  test,  and  Mr.  Goodman  obtained  14^  ozs.  of  gold  from  100  lbs. 
weight.  A  stone  weighing  3  cwts.  was  taken  from  the  lode,  stamped  and  sold  for  5s. 
per  pound  weight.' 

Such  novel  and  interesting  facts  as  these  naturally  gave  rise  to  the  most  extra- 
vagant expectations  as  to  the  idtimate  value  of  the  discovery.  The  quartz-lodes  of 
the  district  were  indiscriminately  attacked  by  the  hammers  of  axdent  gold-seekers. 
The  Crown  got  a  small  harvest  by  granting  gold-licences,  and  a  good  deal  of  rash 
speculation  and  loss  was  the  necessary  consequence. 

Much  weight  was  attached  to  Sir  Roderick  Murchison's  Australian^  prophecy,_and 
that  recorded  opinion  of  his,  in  the  Siluria,  that  'the  most  usual  position  of  gold  is  in 
quartzose  vein-stones  that  traverse  altered  palseozoic  states,  frequently  near  their  junc- 
tion with  eruptive  rocks,  whether  of  igneous  or  of  aqueous  origin.'  _  And  it  was  a 
remarkable  coincidence,  that  the  gold  at  Clogau  was  found  at  the  junction  of  the 
Cambrian  sandstones,  and  the  Lingula  flags  of  the  Lower  Silurian  rocks  near  an 
eruptive  bar  of  porphyritic  greenstone.  v    /~i    i    •  i 

About  this  time,  a  valuable  paper  appeared  in  the  Transactmis  of  the  Geological 
Society  of  London,  in  which  the  geology  of  this  problematical  district  is  described  at 
great  length  by  Professor  Ramsay,  Director-General  of  the  Geological  Survey  of 
Great  Britain.*  ,  , 

Of  course,  this  became  an  era  of  joint-stock  speculation,  and  companies  werelormea 
for  working  Clogau,  Cwmheisian,  and  other  mines,  containing,  or  supposed  to  contain, 
auriferous  minerals.  ,         ,  . 

Eventually,  the  rich  Clogau  mine  became  the  subject  of  two  Chancery  suits,  and  tue 
other  mines,  one  after  another,  collapsed,  after  ineffectual  attempts  to  extract  gold  by 
various  means  of  amalgamation.  •  ,       ,    it-  i 

The  vexed  question  again  lay  dormant  until  1857  and  1858,  when  the  Vigra  ana 
Clogau  mines  wore  sold  by  order  of  the  Court  of  Chancery,  and  bought  by  Messrs. 
Readwin  and  Williams,  who,  with  a  few  other  enterprising  persons,  set  them  to  work 
for  copper  and  gold,  with  Captain  John  Parry  as  mine  agent.  The  Dolfrwynog,  tne 
Prince  of  Wales,  and  the  Cambrian  mines  were  also  started  to  work  for  gold. 

About  this  time  Professor  Ramsay,  referring  to  the  discoveries  of  gold  at  these 
mines,  wrote,  'In  the  Ural  Mountains,  South  Austoalia,  Canada,  and  other  parts  ot 
the  world,  gold  occurs  in  rocks  of  the  same  general  age,  and  apparently  under  tne 
same  circumstances.'  ^  There  was,  however,  nothing  of  importance  discovered  until 
the  end  of  1852,  when  several  bunches  of  gold  were  found  m  the  f^^^f^^^  ^  J 
shallow  level,  on  the  south  side  of  the  gold-lode  at  Clogau,  and  early  in  the  following 
year,  the  gold  appeared  associated  with  yellow  copper-ore  and  tellunc  bismuth, 

•  '  The  Gold  Discoveries  of  Merioneth.'   By  T.  A.  Readwin,  F.G  S    I860.  ^ 

"  'Notice  re.specting  the  discovery  of  Gold  Ores  in  Merionethslure,  North  Wales.  Uy  Artnnr 
Dean.C.K   '  British  Association  Reports,'  1844.  .   „  _  ,  1700    .-RriMah  Aesnoiation 

On  the  Occurrenco  of  Gold  In  Merionethshire.'  By  T.  A.  Readwin,  F.G.S.     Bntlsh  Association 

^"•^On'the  Geology  of  the  Gold-bearing  District  of  Merionethshire.'   By  Profe^r  A.  0.  Ramsay. 

•  Monograph  in  the  '  Geologist,'  February  1808.   By  Professor  Ramsay,  F.R.S.,  4ic. 
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generally  diffused  throughout  the  lode,  and  visible  from  the  top  of  the  level  to  the 

bottom.  .    .  1 1  • 

This  discovery  was  the  signal  for  the  resuscitation  of  several  dormant  gold  mines, 
and  the  creation  of  a  host  of  new  schemes,  all  of  which  have  suspended  operations, 
with  the  exception  of  Clogau,  which  has  recently  been  resumed  (1874),  not  so  much  on 
account  of  the  paucity  of  gold,  as  of  the  difficulty  of  extracting  it  by  the  means  at 
command. 

The  neighbourhoods  of  Dolgelly  and  Bala  at  present  appear  to  comprise  all  the 
known  Merioneth  gold  mines,  and  the  following  particulars  thereof  are  chiefly 
compiled  from  papers  on  this  subject  in  the  British  Association  Reports,  by  Mr. 
Eeadwin,  who  treats  of  them  as  being  in  the  Dolgelley  and  Bala  districts.'  According 
to  this  writer,  the  Dolgelley  district  is  bounded  by  the  river  Mawddach,  the  Great 
Llawllech  or  Merioneth  anticlinal  range,  and  the  river  Camlan,  to  which  maybe  added 
a  continuation  of  three  or  four  miles  further  NE.,  following  the  junction  of  the  Cam- 
brian sandstones,  and  the  Lower  Silurian  Lingula-flags  of  the  Geological  Survey,  and 
included  in  the  Survey-maps,  75  S.E.,  and  the  upper  part  of  59  N.E. 

The  geological  features  of  the  district  are  now  too  well  known  to  require  more  than 
a  repetition  of  the  general  statement,  that  the  rocks  are  of  the  Cambrian  and  Lower 
Silurian  series,  forming  a  junction  in  a  very  sinuous  course,  and  frequently  cut  through 
by  narrow  bands  of  porphyritic  greenstone.  The  district  is  full  of  faults,  and 
the  metalliferous  veins  have  a  general  bearing  N.E.  and  S.W.,  with  an  underlie  to 
the  N. 

There  is  a  continuation  of  rocks  of  precisely  the  same  character  for  a  distance  of  six 
or  seven  miles,  running  in  a  N.E.  direction  to  Castell  Cam  Dochan  in  the  Bala 
di strict. - 

It  may  be  here  noted,  that  during  the  various  explorations,  gold  has  been  found 
associated  with  iron-pyrites,  blende,  galena,  heavy  spar,  copper-pyrites,  clay-slate, 
Silurian  shale,  quartz,  telluric  bismuth  or  tetradymite,  carbonate  of  lime,  talcose-schist, 
iron  oxide,  grey  copper-ore,  phosphate  and  arsenate  of  lead,  and  orpiment.  It  has 
also  been  found  in  pepitas,  and  nearly  pure  in  quartz,  or  alloyed  with  from  10  to  20 
per  cent  of  silver,'  and  a  little  copper  and  platinum. 

A  number  of  specimens  were  exhibited  at  the  International  Exhibition  1862,  by  the 
Vigra  and  Clogau  Company,  and  by  Mr.  T.  A.  Eeadwin. 

For  convenience,  the  Dolgelley  district  is  divided  into  the  following  sections: 
viz.,  Cwmheisian,  Maesgwm,  Berthllwydd,  Cambrian,  Clogau  and  Vigra,  situate 
severally  in  the  parishes  of  Llanfachreth,  Trawsfynydd,  Llanddwye,  Llaneltyd,  and 
Llanaber. 

Cwmheisian  Section.  At  the  Cwmheisian  mine,  there  is  a  junction  of  fourteen  lodes 
nearly  forty  feet  wide,  and  the  whole  mass  of  lode  itself  is  said  to  contain  gold  in 
small  quantities.  Blende  is  occasionally  found  very  rich  in  gold.  Mr.  Dean  extracted 
148  ounces  from  157^  tons,  and  Mr.  Clement  170  ounces  from  300  tons.  Some 
specimens  have  been  found  by  Mr.  Eeadwin,  containing  as  much  as  87  ounces  to  the 
ton.  Almost  all  the  known  methods  of  gold-extraction  have  been  tried  at  this  mine ; 
but  owing  to  the  great  preponderance  of  sulphides  in  the  mineral,  none  of  them 
succeeded.  This  is  a  fact  to  be  regretted,  since  immense  quantities  of  the  lode  itself 
could  be  actually  quarried,  and  there  is  plenty  of  water-power  to  dress  it  in- 
expensively. 

_  Gmynfynydd  mine  is  opposite  Cwmheisian.  Galena  from  this  mine,  though  poor  in 
silver,  assayed  8  ounces  of  gold  to  the  ton.  But  some  blende  in  quartz  associated 
with  arsenate  and  phosphate  of  lead  and  orpiment,  produced  gold  at  the  rate  of  156 
ounces  to  the  ton.  Half-a-ton  of  mineral  from  the  '  Boubt-me-not-lode'  gave  by 
amalgamation  9  oz.  13  dwts.  of  gold.  There  were  a  large  number  of  lodes  opened 
on,  varying  in  width  from  1  to  66  feet,  and  gold  could  be  seen  in  the  lodes  at  the 
surface  in  different  places.  This  mine  is  at  an  elevation  of  300  to  400  feet  and 
has  belonging  to  it  the  beautiful  waterfalls  Pistil-y-Cain  and  the  Ehiadwr  Mawd- 
dach one  with  a  fall  of  123  feet,  the  other  87;  so  that,  commanding  the  water 
ot_  the  two  nvers,  the  Cain  and  the  Mawddach,  with  an  unlimited  quantity  of 
mineral  procurable  by  moans  of  adits,  large  operations,  at  comparatively  little  cost 
™profit  °"  prospect  of  making  a  small  quantity  of  gold  pay 

p'l?  ^"^^     ^^^'^  ounces  of  gold  were  extracted  in  1862 

Bim^Ln  T^^^''^,^®°^T?'''^'^  ^°  '"^^'^^  quantities  at  the  Hafod-y-Bach,  Penmaur, 
JJuarthrae,  Doledd,  and  Penbryn.    Tyddynglwadis  mine  is  situate  exactly  at  the  junc- 

P.gS*'  Association  Reports,'  1861,  1802,  1863,  1864,  and  I860.   Papers  by  T.  A.  Eeadwin, 

=  Tlt^j[?'''N?^'''°'^'°"'^  Survey,'  74  S.W.  and  7r.  S.E. 
J-ist  ot  gold  ores  from  Merionethshire,  exhibited     Mr,IJeadwin,  International  ExWbition,  i  8G2. 
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tion  of  the  Cambrian  and  Lower  Silurian  rocks,  which  is  distinctly  observable  at  the 
top  of  Pistil-y-Cain.  This  mining  sett  is  full  of  faults.  The  galena  averages  50  to  60 
ounces  of  silver  to  the  ton,  and  from  6  to  11  dwts.  of  gold.  A  small  string  of  silver- 
ore  was  found  in  the  deep  level  in  1865,  containing  2,200  ounces  of  silver  to  the  ton. 
Some  moss  pulled  from  the  river  side  had  specks  of  gold  attached  to  its  roots.  It  was 
at  this  mine  that  Mr.  Eeadwin  first  discovered  a  fragment  of  the  trilobito  Paradoxides, 
many  more  fragments  of  which  wore  found  afterwards  by  Mr.  E,  Williamson  and  Mr, 
Plant.  At  Cefndwddwr,  adjoining  Tyddynglwadis,  visible  goM  is  found  apparently 
dispersed  throughout  a  fine  quartz  lode,  and  has  yielded  eight  ounces  of  gold  from  five 
tons  of  lode-stuff. 

At  the  old  Bolfrwynog  mine,  specimens  of  decomposed  quartz  contained  over  400 
ounces  of  gold  to  the  ton.  One  stone  weighing  fifteen  ounces  gave  twelve  ounces  of 
gold. 

The  North  Bolfrwynog  lode-stuff  has  assayed  30  dwts.  to  the  ton.  About  100  tons 
of  alluvium  from  the  east  bank  of  the  Mawddach,  on  this  mine,  was  washed  vrith  the 
object  of  ascertaining  whether  the  particles  of  gold  found  therein  increased  in  size 
from  the  surface  to  the  bed-rock.  This  was  found  to  be  the  case.  Several  ounces  of 
gold  were  obtained,  and  it  is  probable  that  the  whole  side  of  this  mountain  contains 
gold,  which  might  be  profitably  worked  on  the  erection  of  machinery  to  economise 
labour. 

West  Bolfrwynog  adjoins,  and  is  marked  on  the  Ordnance  Map  'Turf  Copper 
mine,'  from  the  fact  that  a  few  years  ago,  about  10,000^.  worth  of  copper  was  sold  from 
the  ashes  of  peat,  there  burnt  for  the  purpose.  Quartz  and  yellow  and  grey  copper-ore 
from  this  place  have  assayed  six  ounces  of  gold  to  the  ton,  and  along  the  east  bank  of 
the  Mawddach  the  alluvium  resembles  that  of  North  Dolfrwynog. 

The  Maesgwm  Section  is  on  the  western  side  of  the  Trawsfynydd  road,  nearly  oppo- 
site Tyddynglwadis,  and  includes  Maesgwm,  Ganllwydd,  and  Co_ed-cy-fair.  At 
Ganllwydd  in  1863,  several  masses  of  quartz  were  found  to  contain  visible  gold. 

The  Berthllwydd  Section  includes  Berthllwydd  (Cefn  coch),  Goitref,  Caogwernog, 
Caemawr,  Benrhos,  Tynybenrhos,  and  Glasdir.  Berthllwydd  mine  is  on  the  summit 
of  the  lofty  ridge  behind  Tynygroes,  on  the  Trawsfynydd  road  from  Dolgelley.  Here 
is  the  '  grand  champion  lode'  of  the  district,  which  runs  N.N.E.  and  S.S.W.  for  about 
a  mile.  Auriferous  blende  and  galena  are  the  chief  products,  and  some  very  rich 
specimens  have  been  found,  as  well  as  pepitas  and  fine  gold-dust  in  the  alluvium. 
The  Welsh  Gold  Company,  to  whom  this  and  Goitref  and  Caegwernog  mines  be- 
long, obtained,  in  1866,  666  ounces  of  gold  from  1,982  tons  of  lode-stuff.  At 
Caemawr  adjoining,  the  first  visible  gold  of  the  district  is  said  to  have  been 
discovered.  The  lode-stuff  assays  9  to  1 1  dwts.  of  gold  to  the  ton,  and  the  al- 
luvium also  contains  gold.  At  Benrhos  and  Tynybenrhos,  the  alluvium  contains 
specks  of  gold.  At  Glasdir,  above  15,000^.  worth  of  copper-ore  has  been  quarried, 
and  extraordinarily  rich  specimens  of  auriferous  copper-  and  iron-pyrites  have 
been  found.    At  the  Gam  mine  rich  gold-quartz  has  been  found  by  Captain  John 

'^'rTe  Cambrian  Section  includes  the  Cambrian  mine,  the  Princess  Alice,  Moel  Ispri, 
and  Cwmabseifian  mines,  which  extend  along  the  road  from  Dolgelley  to  Barmouth. 
The  Cambrian  mine  produced  some  very  rich  blende ;  containing  at  the  rate  ot 
350  ounces  to  the  ton.  Specimens  of  Silurian  shale  have  been  found  with  the 
EDDearance  of  having  -been  electro-gilt.  This  mine  has  been  thoroughly  explored 
but  without  producing  gold  sufficient  to  pay  for  working.  At  Cwmabseifian,  Moel 
Ispri  and  the  Princess  Alice  mines,  gold  has  been  found  in  the  quartzose  lode- 
staff,  associated  with  blende  and  iron-pyrites.  At  the  Pnnce  q/  Wales  mine 
a  few  largo  blocks  "of  blende  have  been  broken,  containing  at  the  rate  of  _  456 
ouncrs  of  Told  to  the  ton.  Prom  5  cwts.  of  lode-stuff,  17  oz.  of  gold  were  obtaineU 
The  preponderance  of  sulphides  here  renders  amalgamation  at  present  wholly 

'ThrMawddach  river  has  been  examined  from  Cwmheisian  to  Llaneltyd  Bridge 
-l-/o-d  grain^go^^^^^^^^  ^^Sf^^^^^- 

'%rS:gTLction  includes  Clogau,  Garthgell,  Hendreforian,  West  Clogau. 

"^'S  niaf  S^XT'no  1  mine  is  certainly  the  richest  gold  mine  ever 
worS  i^trMsf  I sll?s  and  may  compare  favourably  wjth  the  quar^-ree^ 
r  lulalia    Taking  this  lode  as  a  type  of  the  neighbourhood,  it  will  be  well  to 

'^"•m  lode  has  an  average  bearing  15°  N.E..  and.  is  intersected  by  a  very  powerful 
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.     oAO  XT  w  «nf1  dmnine  slightly  S.W.    The  lode  traverses  beds 
cross-course  bearing  30°  N  W^^^^^  thick  beds  of  green- 

of  indurated  Silurian  clay-s^^^^^^  a  portion  of 

stone    There  IS  also  a  large  S  intersected  by  a  great  cross- 

the  lode  for  a  length  of  abo"'  J Vthe  lode  is  extremely  rich  in  gold.    It  should  be 

course.   Behind  f  ^.f^^^'^^f^Ct  e^^^^     of  quaL,  with  here  and  there  some 
stated  that  the  lode  i^  corngsed^  ^^^^^  quantities 

carbonate  of  lime.   Throughout  tn^^^^      ,y  ^^;st  abundant,  telluric  bismuth 

disseminated,as  weU^Jold     W^^^^^^^^^^  ^  .^^  ^^^^ 

in  fine  "IjfJ-^l^^te  fains  is  gene     y  p        ,  ^^^^  commonly 

"'^"'Ttlaf  Jd  Ts  onTyto  beCndnear  the  surface.    Mr.  Dean  has  favoured 
.ome  fotes  on  ?Hs  point,  which  are  exceedingly  important  if  aU  the  con- 
llZTl^ZlZ  cLTJyoZ^^^^    Without  comment  Mr.  Dean's  own  words  are 

^''ThTopaque  white  quartz  floors,  which  are  comparatively  poor  in  gold,  alternate 
with  others  of  a  greenish  white  colour,  very  dense,  and  of  a  shining  conchoidal 
Sactu^e  ?he  attef are  the  rich  gold-bearing  floors:  we  have,  therefore,  alternate 
rich  rd'poor  floors.  From  the  dip  of  the  floors  the  deposits  of  gold  appear  mdi- 
SduaUv  to  cJp  eastward,  but,  as  the  bands  of  clay-slate  forming  the  walls  of  he  lode 
Mow  tL  gSLstone  dip  westward  down  to  the  cross-course  the  succession  of  bunches 
of  gdd  in  the  alternate  floors  of  greenish  quartz  follow  the  dip  of  the  clay-slate 
This  is  an  important  point  in  the  relation  to  the  recurrence  of  rich  deposits  of  gold 
in  depth  below  the  present  bottom.  This  quotation  sufficiently  indicates  the  hypo- 
thesis that,  with  a  recurrence  of  the  same  conditions  m  depth,  rich,  or  perhaps  richer 
deposits  of  gold  may  be  met  with.  There  is  a  very  close  analogy  between  gold  and 
tin  It  was  an  opinion,  held  with  much  obstinacy  for  a  long  period  that  tm  would 
never  be  found  deep  in  the  earth.  Experience  has  now  proved  the  fallacy  of  this,  f^r 
the  most  abundant  deposits  of  tin  are  now  worked  at  depths  of  between  200  and  300 
fathoms '  ^ 

The  most  remarkable  item  in  Welsh  gold  statistics  is  the  fact  of  9,363  ounces  of 
gold  having  been  obtained  from  less  than  40  tons  of  quartz.  It  was  here  that  the 
'poor  copper-ore'  referred  to  was  found,  from  which  some  20  tons  had  been  picked, 
sampled;  and  sold  as  '  copper-ore,'  and  probably  several  thousand  ounces  of  gold 
were  contained  in  it.  The  St.  Helen  smelters  made  no  report,  but  offered  an 
advance  of  5s.  a  ton  for  as  much  more  of  it  as  could  be  raised.  A  discovery  of 
rich  gold  in  another  lode  has  been  made  of  a  similar  character  to  the  St.  David  s 

^°The  gold  obtained  from  this  mine  to  May  30,  1866,  was  11,663  ounces  from 
5,063  tons  of  quartz,  averaging  about  42  dwts.  to  the  ton.  At  Garthgell  the 
St.  David's  lode  having  been  thrown,  could  not  be  re-traced ;  at  Tynycornel  this  lode 
has  not  been  opened  on ;  and  at  Hendreforian  and  MaesclawM,  the  ^  lode-stuff  is 
auriferous,  but  few  explorations  were  made.  At  West  Clogau  (Llachfraith),  1  ton  of 
lode-stuff  gave  17  dwts.  of  gold.  Some  profitless  work  has  been  done  here.  Mr. 
Eeadwin  found  visible  gold  here  at  nearly  150  fathoms  lower  than  the  upper  level 
at  St.  David's  lode. 

The  Vigra  Section  includes  Vigra,  Tyddyndu,  North  Vigra,  Nantcoch,  Wellington, 
Fachynys,  and  Llanaber  mines.  At  all  these  mines  the  lode-stuff  is  auriferous,  but  it 
has  not  been  found  of  commercial  value. 

Bala  district.  The  gold  discovery  here  was  chiefly  conflned  to  Castell  Cam  Dochan 
mine,  near  the  beautiful  lake  of  Bala  (Llyn  Tegid)  on  land  belonging  to  Sir  Watkin 
W.  Wynn,  Bart. 

This  mine  is  situated  about  five  miles  from  Bala,  on  the  N.W.  side  of  the  turnpike- 
road  leading  to  Dolgelley,  and  about  two  miles  from  the  village  of  Llanuwchllyn. 
There  is  one  auriferous  lode  very  remarkable.  It  runs  nearly  N.E.  and  S.W.  and 
has  a  dip  to  the  S.  This  lode  is  exposed  to  view  for  about  twelve  fathoms,  showing 
specks  of  gold  nearly  the  whole  distance.  The  lode-stuff  is  generally  free  from 
sulphides.  The  quartz,  unlike  Merioneth  quartz,  resembles  that  at  Clunes,  in 
Australia,  and  some  boulders  have  been  broken  up  and  found  to  contain  specks  of 
visible  gold  throughout.  Tho  upper  portion  of  the  lode  appears  to  have  slipped  over 
the  lower,  and  down  the  face  of  the  hill,  leaving  behind  it  a  record  of  whore  it  had 
boon,  in  characters  of  gold.  Large  loose  masses  of  greenstone  have  been  found, 
having  incrustjvtions  of  quartz  spangled  with  gold.  The  dkhris  yielded  gold  of 
equal  value  with  the  lode-stuff.  This  mine  has  been  properly  opened,  improved 
reduction  machinery  erected,  and  has  made  regular  monthly  returns  of  gold.  Tho 


'  '  British  Gold,  with  especial  reference  to  the  Gold  Mines  of  Merionethshire,'  By  Eobert  Hunt, 
F.B.S,  '  Quarterly  Journal  of  Science,'  1865. 
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quantity  of  lode-stuflf  reduced  was  3,600  tons,  and  the  gold  produced  1,606  ounces 
(Dec.  1866), 

A  brief  reference  to  the  various  modes  of  gold-extraction  used  in  Merionethshire 
will  bo  interesting. 

In  the  onrlier  stages  of  gold-mining  (1843)  at  Cwmhoisian,  the  ore  was  finely 
stamped  and  concentrated  by  washing  apparatus,  and  afterwards  amalgamated  by 
arrasiras,  or  smelted.  After  this  the  gold-mines  lay  dormant  until  the  Californian 
discoveries  in  1853,  when  rich  gold-quartz  was  at  the  same  time  found  at  Clogau. 
The  amalgamating  machines  of  Britten  and  Berdan  were  then  introduced ;  but  it 
was  soon  found  impossible  to  work  auriferous  sulphides  indiscriminately  by  tri- 
turation in  quicksilver.  A  good  deal,  however,  of  the  rich  ore  at  Clogau  was  treated 
in  this  way  with  very  profitable  results  ;  but  in  some  cases  rich  ore  yielded  only  a 
small  portion  of  its  contained  gold,  and  generally  much  gold  was  found  in  tlio 
'  tailings.'  Washing  apparatus  was  erected  at  the  Cambrian  mine,  on  the  Marmata 
plan,  but  with  no  satisfactory  results.  This  method  was  improved  by  Mr.  Belt 
at  the  Prince  of  Wales  mine  by  the  addition  of  shaking  tables,  and  troughs  of 
quicksilver ;  but  the  process  only  partly  succeeded,  there  being  very  little  gold  in 
the  stuiF,  and  that  little  associated  constantly  with  heavy  sulphides.  Barrel  amal- 
gamation had  been  previously  tried  here,  at  a  great  cost,  but  failed  for  the  same 
reason. 

A  mode  of  triturating  the  ores  in  quicksilver,  having  all  the  vices  of  Berdan,  and 
none  of  its  virtues,  was  introduced  at  the  old  Dolfrwynog  mine,  together  with  an  old 
plan  of  forcing  the  ground  ore  through  a  body  of  quicksilver.  It  is  not  publicly  known 
whether  this  proceeding  was  a  total  failure  or  not.  No  gold  appears  to  have  been 
accounted  for,  although  some  of  the  richest  ore  in  Wales  was  found  at  this  mine  at  the 
time.  The  sluice-box  principle  was  adopted  at  North  Dolfrwynog  on  the  alluvium, 
with  the  object  referred  to ;  but  it  was  discovered  that  much  more  gold  was  lost  than 
gained  by  the  pursuit,  and  it  was  discontinued. 

Mitchell's  amalgamators  were  next  introduced  at  Cwmheisian,  which  were  vessels 
of  quicksilver,  through  which  the  ground  mineral  was  intended  to  be  forced  by 
means  of  a  succession  of  screws,  in  order  that  the  particles  of  gold  might  be 
presented  to  the  greatest  possible  surface  of  quicksilver,  and  for  a  long  period 
of  time.  This  plan  was  found  utterly  useless  with  minerals  containing  sulphides  in 
excess. 

Sloper's  plan  of  separating  the  metals  by  specific  gravity  was  also  tried  on  the 
alluvium  by  the  patentee,  at  North  Dolfrwynog,  and  failed. 

In  1862,  Mr.  Mosheimer  introduced  his  machinery  at  Garthgell,  Clogau,  Cwm- 
heisian, and  Castell  Carn  Dochan.  After  stamping  the  minerals  in  the  usual  way, 
Mr.  Mosheimer  at  that  time  proposed  to  grind  them  in  his  horizontal  pans  with 
heated  quicksilver,  adding  chemicals,  occasionally,  for  the  purpose  of  liberating 
the  gold  from  the  sulphides.  At  Cwmheisian  this  plan  was  useless  because  of 
tlie  sulphides.  The  quicksilver  constantly  became  'sick,'  dragged  in  strings  after 
the  muUers,  and  lost  apparently  all  its  natural  affinity  for  gold.  Only  a  very  small 
portion  of  the  contained  gold  was  extracted,  and  the  rest  left  in  the  tailings. 

At  Clogau  and  Castell  Carn  Dochan,  however,  the  results  were  very  different. 
The  quartz-lodes  at  these  mines  are  comparatively  free  from  sulphides,  there  is  a  little 
bismuth  sulphide  found  at  Clogau,  and  a  little  iron  sulphide  at  Castell  Cam  Doclian — 
but  at  both  mines,  without  heating  the  quicksilver,  or  introducing  chemicals,  the  gold 
was  practically  all  extracted ;  from  the  richer  minerals  by  Britten's  and  from  the  bulk 
by  Mosheimer's  machines. 

In  1866  the  gold  reduction  works  at  Castell  Cam  Dochan  were  the  most  complete. 
There,  the  ore-stuff  as  it  comes  from  the  mine  was  taken  direct  to  the  stamps, 
reduced  very  fine,  the  metalliferous  particles  concentrated  on  blankets,  the  blanket 
sand  further  concentrated,  and  then  amalgamated  in  the  '  Mosheimers  '  and  'Brittens  ; ' 
all  the  waste  water,  &c.  passed  into  shaking  boxes  containing  quicksilver,  and  thence 
through  a  series  of  Hungarian  pans,  such  as  are  used  at  Scliemnitz.  Tlie  gold  hero 
being  all  free,  scarcely  a  trace  of  gold  was  ever  found  in  the  tailings.  The  same  plan, 
with  some  modifications,  was  successfully  used  at  Clogau. 

A  long  experience  has  now  elicited  that  sulphides  of  lead,  arsenic,  antimony,  zinc, 
bismuth.  &c.  will  frequently  so  envelope  small  particles  of  gold  with. a  film  or  tarnish, 
that  quicksilver  cannot  touch  it.  The  trituration  of  such  sulphides  in  quicksilver 
generally  destroys  its  fluidity  and  amalgamating  power,  or  reduces  it  to  minute  globules, 
which,  owing  to  the  tarnish  they  also  have  by  some  means  acquired,  refuse  to  re-unite, 
and  are  consequently  washed  away  with  the  tailings.  Hence  a  great  loss  of  both 
quicksilver  and  gold,  because  generally  these  minute  globules,  so  washed  away,  are 
really  gold-amalgam.  Again,  tlie  quicksilver  of  commerce  is  very  seldom  in  a  fit  state 
for  complete  amalgamation,  even  of  free  gojd,  and  it  is  well  known  also  that  the 
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slightest  quantity  of  greasy  matter  will  tarnish  and  render  useless,  until  re-distillation, 
a  large  quantity  of  quicksilver.  »      „.  j  - 

In  I860  Mr.  W.  Crookes,  F.E.S.  the  discoverer  of  thallium,  proposed  to  remedy 
the  evils  attendant  on  the  trituration  of  sulphides  and  arsenides  in  quicksilver  by  the 
introduction  of  sodium.  „  -.^     ^     ,    ,  •,. 

In  laboratory-experiments  the  effects  of  Mr.  Crookes  discovery  were  very  con- 
spicuous:   n  ,  i        T  .  ,  .,  ,  • 

1.  A  small  quantity  of  sodium-amalgam  added  to  ordinary  qiucksilver  greatly  in-, 

creased  its  brightness  and  affinity  for  gold. 

2.  A  bar  of  gold  completely  covered  with  tallow  dipped  into  quicksilver  containing 
sodium  was  instantly  amalgamated. 

3.  Greasy  (' sickened ')  quicksilver  was  instantly  made  bright  and  clear  by  the  ad-, 
dition  of  the  sodium-amalgam, 

4.  '  Floured '  quicksilver  immediately  collected  on  the  introduction  of  a  small  quan- 
tity of  the  sodium-amalgam. 

These  novel  facts  induced  Mr.  Eeadwin  to  put  the  invention  to  a  crucial  test, 
at  the  Gwynfynydd  mine.  He  thus  writes  :  '  I  have  made  a  series  of  experimental 
trials,  which  have  given  me  some  confidence  in  the  utility  of  Mr.  Crookes'  invention. 
I  selected  for  trial  such  auriferous  minerals  from  Cwmheisian,  Tyddynglwadis,  North 
Dolfrwynog,  Gwynfynydd,  Glasdir,  and  other  places,  that  have  always  heretofore 
either  sickened  the  quicksilver,  or  refused  to  give  up,  by  amalgamation,  the  gold 
known  to  be  contained  in  them  by  analysis.  In  no  one  instance,  during  these 
experiments  (some  of  which  were  of  48  hours'  duration),  did  I  derange  the  quick- 
silver in  operation,  and  in  every  instance  I  obtained  gold  from  it,  on  distillation. 
The  quantities  of  gold,  of  course,  varied  with  the  samples  of  minerals  treated,  and 
did  not  in  any  way  affect  the  value  of  the  experiments,  the  object  of  which  was 
chiefly  to  prove  whether  heterogeneous  minerals  could  be  treated  by  this  method, 
when  they  would  not  submit  to  other  tried  methods.  The  most  remarkable,  and  in 
my  opinion  the  most  important,  effect  of  the  sodium,  was  seen  in  an  experiment  on 
56  lbs.  of  mixed  minerals  from  one  of  the  Gwynfynydd  lodes.  The  gold  in  this  lode 
is  often  visible  and  associated  vnth  sulphides  of  lead,  zinc,  and  arsenic.  Quicksilver 
'•n  its  ordinary  state  was  first  used  in  this  experiment,  which  shortly  became  com- 
•letely  '  sickened '  by  yellow  sulphide  of  arsenic  (orpiment),  and  completely  coated 
he  '  Britten '  machine  with  arsenic-amalgam.  Whilst  in  this  state,  sodium-amalgam 
of  about  3  per  cent,  strength  was  introduced ;  the  quicksilver  soon  recovered  its 
fluidity,  became  quite  bright  and  clear,  and  on  distillation  yielded  nearly  two  ounces 
of  gold.  I  made  many  other  experiments,  and  in  practice  I  found  that,  although  I 
was  always  able  to  pbtain  gold  by  the  use  of  sodium  when  I  could  not  obtain  it 
otherwise,  I  discovered  that  an  excess  of  sodium  predisposed  the  quicksilver  to  take 
up  other  metals,  to  the  partial  exclusion  of  the  one  most  particularly  desired ;  but  in 
all  cases  the  quicksilver  was  kept  quite  bright  and  clear,  and  on  washing  out  the 
machines,  the  subdivided  particles  were  most  rapidly  re-united,  a  circumstance  of  itself 
of  the  greatest  importance.' 

Mr.  Eeadwin  believes  that  native  lead  exists  to  a  considerable  extent  in  some  of  the 
minerals,  and  he  shows  that  the  prevalence  of  galena,  &c.,  is  the  greatest  hindrance 
in  amalgamation.  If  this  be  so,  and  the  lead  can  be  taken  out  of  the  concentrated 
ores  before  amalgamation  without  losing  the  gold  and  silver,  the  plan  may  possibly 
render  amalgamation  of  the  residue  practicable.  Mr.  Peter  Spence,  of  Manchester 
proposed  to  calcine  the  sulphides  containing  galena  till  completely  oxidised  ;  a  portion 
of  the  galena  is  thus  converted  into  sulphate  of  lead,  and  a  portion  into  oxide  of  lead. 
This  oxide  and  sulphate  of  lead  is  then  washed  in  a  solution  of  carbonate  of  soda] 
and  the  sulphate  is  converted  into  a  carbonate.  The  calcined  ore  is  then  put  into  a 
solution  of  caustic  alkali,  the  mixture  is  stirred  for  a  short  time,  the  solution  taken 
ott  and  more  solution  added  whilst  the  oxide  of  lead  remains;  the  various  solutions 
added  together  are  allowed  to  settle,  and,  when  perfectly  clear,  drawn  off  into  a  vessel 
into  which  carbonic  acid  can  be  thrown  into  the  solution  and  absorbed  by  it  •  as  the 
carbonic  acid  becomes  absorbed  by  the  solution,  the  soda  becomes  carbonated  and 
wmte  lead  is  deposited.  ' 

Mr.  Spence  undoubtedly  can  convert  the  sulphide  into  carbonate  of  lead  as  he 
Sntfl'.  process  has  not  in  any  way  affected  the  value  of  auriferous  and 

argentitorous  minerals.  Mr.  Spence  asserts  positively  that  by  his  process  the  lead 
productsT/nft  '°r°^t°d  into  white  lead,  leaving  the  residual  and  accidental 
proQucts  lor  after-treatment,  according  to  their  nature  and  value,  and  this  in  a  rapid 
ana  inexpensive  manner. 

thl  ni"B'fT3''  "f"^®  experiments  were  tried  Mr.  Crooltes  has  improved  his  process  and  tiin.. 
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As  to  tho  profitable  working  of  auriferous  minerals  in  Wales,  Mr,  Readwin 

writes : —  ■,    •      ,  n  t 

'  After  several  years  of  experimental  effort  to  work  the  gold-minerals  to  a  profit,  I 
am  more  fixed  in  my  opinion  than  ever,  notwithstanding  the  equivocal  position  tho 
subject  holds  as  a  commercial  pursuit,  that  gold-mining  can  and  will  be  made  remu- 
nerative, if  certain  essential  and  natural  conditions  prevail  at  the  respective  mines  : 
first,'  there  must  be  a  large  and  continuous  quantity  of  the  auriferous  mineral 
cheaply  obtainable  by  means  of  adits  and  tramways ;  secondly,  there  must  be  efficient 
mter-power  available  on  the  spot;  thirdly,  there  must  bo  no  more  cats  about  the 
premises  than  will  catch  mice.  Under  such  circumstances,  provnded  forty  or  fifty 
tons  can  be  raised  per  diem,  a  quarter  of  an  ounce  of  gold  to  the  ton  ought  to  pay  all 
costs  of  reduction,  and  I  think  it  would.  Many  of  the  difficulties  of  amalgamation 
can  now  be  overcome,  by  the  use  of  sodium  or  potassium,  in  some  such  way  as 
patented  by  Mr.  Crookes.'  •  ,       .      i  i. 

It  remains  to  bo  proved  whether,  after  Mr.  Spence's  process,  the  minerals  can  be 
further  utilised.  It  seems  reasonable  to  suppose  this  possible.  If  the  ores  containing 
sulphur  are  found  in  quantity,  and  concentrated  so  as  to  lessen  the  cost  of  transit, 
then  calcined,  the  lead-sulphide  converted  into  carbonate,  the  sulphur  collect^,  the 
zinc-oxide  (if  any)  made  into  spelter;  the  residual  products  thus  obtained  at  an  lu- 
considerable  cost  may  contain  the  precious  metals  in  quantity  sufficiently  valuable  to 
amalgamate  either  with  or  without  the  use  of  sodium,  as  proposed  by  JIr_.  Crookes. 
At  all  events,  another  step  appears  to  have  been  gained  towards  the  solution  of  the 
problem,  '  Can  British  gold  be  worked  to  a  profit  ?  ' 

The  following  returns  of  gold  raised  in  Merionethshire  were  approximately  correct 
up  to  the  end  of  1864  :— 


tons 

cwts.  qrs. 

1 

4 

0 

100 

0 

0 

5 

0 

0 

5 

1 

3 

50 

0 

0 

20 

0 

0 

312 

1 

2 

50 

0 

0 

487 

0 

0 

1,982 

8 

1 

3,500 

0 

0 

5,140 

0 

0 

11,652 

14 

6 

The  actual  re 

follow 

River  Mawddach   gave  of  gold 
Alluvium  ,1 
Cefndwddwr 

Gwynfynydd  „ 
Cambrian  » 
Prince  of  Wales  „ 
Dolfrwynog 

Clogau  (prior  to  1860)  „ 
Cwmheisian  n 
Cefn  Coch  (Welsh  Gold  Co.) 
Castell  Carn  Dochan  (June  30) 
Clogau  (since  1860)  „ 


oz. 
2 
5 
8 
15 
30 
63 
167 
200 
334 
666 
1,606 
11,850 


dwte. 
0 
0 
0 
15 
0 
0 
6 
0 
0 
6 
0 
0 


grs. 
0 
0 
0 

12 
0 
0 
5 
0 
0 
2 
0 
0 


14,947     6  19 


Year 


1861 
1862 
1863 
1864 
1865 
1866 
1867 
1868 
1869 
1870 


"Weight 

ozs. 

dwts 

grs. 

2,784 

0 

0 

5,299 

1 

12 

552 

12 

19 

2,887 

0 

0 

1,664 

11 

0 

742 

16 

10 

1,520 

6 

21 

435 

14 

28 

Nil 

191 

0 

0 

Value 


£  s. 

10,816  17 

20,390  15 

1.747  0 

9.991  0 


d. 
0 
5 
0 
0 


Value  not  given 


The  Gold-mines  of  Scotland.— n-\a  ton.ovnu^ 
of  Scotland  are  by  Dr.  W".  ^'^"^^'^^^Jl'^^f^'^f     Scottish  Rold-fiolds,  or  comparing  them. 

'  Before  making  f  "«-i;ijf,;f  \^  ^^^^  of  oUior  auriferous' countries,  which  are 
n.s  regards  their  ricliness  or  extent,  witn  uiosu  ui 

,  n  , ,  nf  riwTfvnvdd.'  By  T.  A.  Beadwin,  F.G.S.  '  BriUsh  Asso- 
•  '  On  tho  Recent  Discovery  of  Gold  at  Gwyiynyaa.  03 
elation  Reports/  18C5. 
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X,  1  T  «rr>iincia  mving  briefly  the  principal  results  of  my  observations  and 
better  knoyn,  I  P^"// -f^^^t  i  may  safely  denominate  the  Crawford  or  Leadhlls 
'"'^^^'^l^^i.  ?hat  Too^^^^  hill-region  of  the  southern  hiffhlands- 

ffold-JieM  t^o  M  <'l^^f^27n  ex,,,^^^  of  Lanarkshire,  variously  known  as 
&S  ?r  Cra:i^  d Voror  Crawfordiindsay,  which  includes  the  district .  now 
£o^  as  tSe  lSuIs,  and  forms  the  watershed  of  the  four  great  southern  nvers 
So  Clyde  Nith,  Tweed,  and  Annan),  has  repeatedly,  and  m  various  ways,  proved  to 
mo  for  less  auriferous.    Long  prior  to  the  modern  system  of  "prospecting.' 
somT  of  the  Leadhills  valleys  were  the  scene  of  the  far-famed  alluvial  washings  under 
Sir  Bevis  Bulmer  in  1578-92,  and  it  was  from  the  produce  of  such  washings  that  the 
Scottish  regalia  were  fashioned  in  1542,  and  Kings  James  IV  and  V  s  celebrated 
bonnet-pieces  coined.    Bulmer's  chief  washings  are  said  to  have  been  in  t-^e  valley  of 
the  Elvan  and  he  is  also  represented  as  having  washed  the  whole  bed  ot  the  trlen- 
eonner  water.   But  vestiges  of  ancient  "  diggins  "  are  to  be  met  with  m  many  parts 
of  the  Leadhills  district.    For  instance,  I  found  the  haugh  or  "  flat   on  the  banks  of 
the  Glengonner  water  above  Abington,  and  immediately  below  Glencaple  Burn,  covered 
with  a  series  of  quartz-like  mounds,  exactly  resembling  those  with  which  I  was  familiar 
in  the  famous  Gabriel's  gully  at  Tuafoka  in  Otago,  and  which  are  said  really  to  mark 
the  site,  or  one  of  the  sites,  of  Bulmer's  celebrated  workings.    It  was  the  gold- 
prospecting  in  this  district,  it  is  said,  that  led  to  the  discovery  of  the  lead,  which  has 
proved  so  much  more  permanent  a  source  of  prosperity  to  the  district,  to  which  it 
has,  morever,  given  its  distinctive  modern  name  of  late  years ;  and  at  present  gold  is 
systematically  collected  by  the  Leadhill  miners  chiefly  in  certain  localities,  viz.  in  the 
Windgate  or  Windygate  burn,  in  Langcleuch  burn,  in  Bellgall  burn,  in  the  whole 
course  of  the  Elvan  and  Glengonner,  from  the  Clyde  to  their  source.    The  gold  occurs 
chiefly  in  the  gravelly  clay,  locally  known  as  "  till,"  as  this  coats  the  flanks  of  all  the 
Leadhills  valleys ;  but  it  is  also  to  be  found  in  the  shingle,  gravels,  or  clays  of  the 
stream-beds.    This  gold  is  invariably  what  is  known  as  "drift"  or  "alluvial"  gold. 
There  is  no  present  local  evidence  of  the  existence  of  auriferous  quartzites.    But  in 
1803  the  late  Professor  Traill  of  Edinburgh  found  gold  in  a  vein  of  quartz  in  situ  at 
Wanlock-Head.    All  the  gold  belonging  to  this  district  which  I  have  seen  is  of  a 
granular  or  nuggety  character,  and  quite  comparable  with  the  usual  produce  of  Otago, 
or  other  auriferous  countries.    Some  of  the  "nuggets"  found  in  former  times,  and 
preserved  in  the  cabinets  of  local  proprietors,  are  of  very  considerable  size  and  value. 
The  cabinet  of  the  late  Lord  Hopetoun  contains  two :  one  of  them  weighing 
2  lbs.  3oz.  =  27oz.  or  12,960  grs.,  which  at  the  current  price  of  gold  in  Australia, 
4Z.  per  ounce,  is  worth  1081. ;  collected,  it  is  said,  about  1502,  prior  to  the  systematic 
workings  of  Bulmer.    The  other,  weighing  1  oz.  lOdwts.,  or  720  grs.    The  first 
would  appear  to  be  by  far  the  largest  mass  of  gold  ever  found  in  Scotland.  Since, 
however,  systematic  gold- workings  on  a' large  scale  were  discontinued,  the  size  of  the 
LeadhiU's  nuggets  has  been  greatly  smaller,  the  largest  seldom  now  exceeding  2  or  3  grs., 
though  they  are  frequently  found  of  that  size.    Just  previous  to  my  visit,  in  the 
autumn  of  1863,  a  nugget  of  30  grs.  had  been  found,  and  another  single  nugget, 
whose  weight  I  failed  to  ascertain,  sold  for  25s.  at  Abington.    More  generally  the 
gold  occurs  here  as  rough  granules,  coarser  and  larger  than  those  constituting  -what 
could  properly  be  called  "  dust,"  and  of  this  considerable  quantities  are  frequently 
collected  in  limited  periods  for  special  purposes,  such  as  marriage-gifts,  or  jewellery, 
to  or  for  the  local  proprietors.    Thus,  in  a  fortnight,  in  1862,  975  grs.  were  collected 
for  the  Countess  of  Hopetoun ;  and  on  another  occasion,  600  grs.  in  six  weeks  by 
thirty  men  at  spare  hours,  fifteen  working  in  the  forenoon,  and  the  otlier  half  in  the 
afternoon.    About  Abington,  in  1851,  similar  quantities  were  collected  under  similar 
circumstances  to  furnish  marriage  jewellery  for  Lady  Colebrooke.    Between  May  and 
October  1863,  three  miners,  in  the  intervals  of  leisure  from  their  usual  work,  collected 
for  mo  33  grs.,  whieh  they  found  in  the  "till,"  about  forty  yards  above  the  bed  of  the 
stream,  half-way  down  the  Langcleugh  burn,  between  LeadhiUs  and  Elvanfoot :  their 
charge  was  205.,  that  is,  at  the  rato  of  about  15Z.  per  ounce,  or  7^d.  per  grain. 
During  the  last  five  years  the  price  of  crude  gold  in  Australia  and  New  Zealand  has 
averaged  from  31.  17s.  6d.  to  il.  per  ounce,  so  that  the  Scottish  diggers  obtained  for 
their  produce  nearly  four  times  as  much  as  the  Now  Zealand  or  Australian  diggers 
got  for  theirs.    The  price  appears  at  first  sight  to  be  extremely  and  disproportionally 
high ;  but  the  cases  are  by  no  means  parallel,  for  in  the  case  of  the  Leadhills  gold, 
the  collection  is  made  to  meet  the  demands  for  cabinet  specimens,  or  for  jewellery 
materials  under  circumstances  quite  exceptional.    The  Leadhills  miners  collect  their 
gold  mostly  to  order  ;  it  is  thus  at  once  disposed  of,  and  hence  gold  is  seldom  to  bo 
found  there  for  sale,  or  only  in  very  small  quantity.    On  one  occasion  I  was  offered  a 
sample  of  140  to  160  grs.  for  51. ;  that  is,  at  the  rate  at  which  I  purchased  my  smaller 
sample,  but  the  miners  have  rarely  so  much  in  their  possession  unsold.    In  the 
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fiummor  of  1862,  by  way  of  holiday  •work,  tho  miners  frequently  collected  quantities 
of  14  to  54  grs.  The  able-bodied  Leadhills  miner  never,  however,  gives  up  his  usual 
labour,  at  which  he  earns  15«.  per  week,  for  the  more  precarious  gains  to  be  derived 
from  gold-finding.  To  gold-seeking  ho  devotes  only  his  spare  hours,  his  holiday 
time,  or  his  periods  of  sickness  or  debility.  The  price  he  generally  more  or  less 
readily  obtains  for  his  gold  varies  necessarily  with  the  demand  and  supply.  Some- 
times it  rises  to  7^d.  per  grain,  or  151.  per  ounce,  sometimes  it  falls  to  5d„  but  tho 
more  common  or  average  price  is  6d.  per  grain,  or  121.  per  ounce,  while  the  average 
market-price  may  be  quoted  at  present  at  il.  per  ounce,  or  2d.  per  grain.  The 
director  jof  the  mines  at  Leadhills  estimates  gold -washing  at  these  prices  as  only 
capable  of  yielding,  at  present  wages,  3d.  per  day,  while  lead-mining  gives  upwards 
of  2s.,  or  more  than  eight  times  as  much,  with  the  great  additional  advantage  of  a 
certain  or  regular  occupation. 

'  The  Scottish  gold-fields  may  be  divided  geographically  or  topographically  into 
three :  the  Northern,  Central,  and  Southern. 

'  1.  The  Northern  comprises  the  greater  part  of  the  counties  of  Sutherland,  Ross, 
Inverness,  and  Argyle,  north  of  the  Caledonian  Canal.  It  occupies  the  longitudinal 
axis  of  the  northern  peninsula  of  Scotland,  is  second  in  size  only  to  the  Central  area, 
and  has  yet  almost  entirely  to  be  explored. 

'  2.  The  Central  lies  between  the  Caledonian  Canal  and  the  valley  of  the  Tay ; 
includes  a  great  part  of  the  shires  of  Inverness  (southern  half),  Aberdeen,  Banff. 
Kincardine,  Perth,  Forfar,  Argyle,  Stirling,  and  Dumbarton.  It  is  by  far  the  largest 
of  the  three  areas,  Like  the  Southern  gold-field,  it  forms  a  transverse  belt  across 
Scotland,  and  much  of  it  remains  to  be  explored. 

'  3.  The  Southern  comprises  great  part  of  Dumfries,  Kirkcudbright,  Wigtown,  Ayr, 
Selkirk,  Peebles,  and  Lanarkshire,  and  includes,  more  particularly,  parts  of  the 
districts  of  Nithsdale,  Annandale,  Eskdale,  Ettrickdale,  Tweeddale,  and  Clydesdale, 
and  the  Lammermuirs  (in  Haddington  and  Berwick).  It  is  the  smallest  of  the  three 
areas,  but  is  the  best  known,  and,  so  far  as  ascertained,  the  richest. 

'  At  many  localities  throughout  the  area  which  I  have  assigned  to  the  Scottish 
gold-fields,  actual  finds  of  gold  have  been  made  in  recent  or  former  times,  and  this  is 
one  of  the  strongest  arguments  for  their  thorough  exploration.  Of  such  gold-finds, 
the  following  will  suffice  as  illustrations  : — 

'  1.  Northern  Gold-Field.  1.  Sw^Aer ^amcZs Aire. —Helmsdale  water.  A  nugget  found 
here  in  former  times  weighed  10  dwts.,  or  240  grs. 

'II.  Central  Gold-Field.     1.  Perthshire.— {k.)  Breadalbane,  area _  of  Loch  Tay, 
and  head-waters  of  the  Tay.    A  nugget  found  in  former  times  weighed  2  oz.,  or 
960  grs.    Sir  James  Simpson  tells  me  that  he  was  shown  a  specimen  of  gold,  with 
.  its  matrix  (quartz),  by  the  late  Marquis  of  Breadalbane,  from  Tyndrum.    In  1861 
Professor  Tennent  of  London  found  gold  in  quartz,  associated  with  iron-pyrites  at 
.  Taymouth. 

'  (b.)  Upper  Strathearn,  area  of  Loch  Earn,  and  the  head-waters  of  the  Earn.  Glen 
.  Lednoch  (Eitchie) ;  streams  falling  from  the  north  into  Loch  Earn  (Ritchie) ;  Ard- 
voirlich  (south  side  of  Loch  Earn. 

'  (c.)  Glenalmond  (Mercer) ;  Glenquoich,  and  other  valleys  of  the  Grampians. 

'  2.  Forfarshire. — Clova  district,  areas  of  Angus,  Edzell,  and  Glenesk. 

'  3.  Aberdeenshire,  area  of  the  Dee,  Braemar,  Invercauld,  coast  about  Aberdeen,  and 
in  the  sea-sand. 

'  In  New  Zealand,  and  other  auriferous  countries,  gold  is  very  commonly  associated 
with  magnetic  iron  sand,  containing  or  not  titanium,  and  other  minerals,  or  with  iron 
sulphides.  It  is  of  interest  to  know  that  the  sands  of  the  Dee,  which  consist,  mainly, 
of  the  debris  of  granite  and  gneiss,  contain  considerable  quantities  of  magnetic  iron- 
sand  and  iserine,  with  which  are  associated  smaller  amounts  of  titanium,  uranium, 
and  arsenic.  The  gneiss  of  Braemar  often  contains  mtich  magnetite  in  place  of  mica 
(Nicol),  while  iron,  or  oxides,  or  sulphides,  are  common  in  all  the  schists  and  granite 
of  Aberdeenshire  (Nicol). 

'4.  Arciyleshire,  Dunoon.    .iT-it.r<_ 

« III.  Souther^i  Gold-Field.  1.  Head-waters  of  tho  Clyde,  including  the  Ech,  Craw- 
ford Moor,  or  Leadhills  district ;  Elvan  water,  Glengonner,  Glencaple,  Winloch,  Short 

Clench,  Lammington  burn.  ,  .  ,    n  m   i.    ..u    m     j . 

'2.  Head-waters  of  the  Tweed;  Manor  water,  whicli  flows  north  to  the  Tweed, 
Meggat  water,  which  flows  south  to  St.  Mary's  loch ;  other  feeders  of  the  Yarrow 

"""Sre^arrtraccs  of  prospecting  and  digging  in  former  days  in  Meggatt  water 
valley,  similar  to  those  which  occur  in  Leadhills.  In  tlie  British  Museum  I  saw  two 
specimens  of  Tweeddale  gold:  the  one  nuggcty,  and  in  quartz,  a  very  nch  sample, 
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the  other  granular,  rather  Umn  nuggety.  Griffin  prospected  St.  Mary's  loch  district, 

and  found  gold  in  dust  or  granu^^^^^  .^^^  . 

•3  Head-waters  of  Uie  ^^^^^^^  ^^^^^       ^^^^  ^^^^^  ^^^e  in  the 

^  Tfrntt^^'sr^^^^^^^^  -ighing  about  6^^.,  was  exhibited  .n 

T>;yrmnfys  from  1867  to  1869.    In  1867  it  was  noised  abroad  that  gold 
wafatiSXTeSd,  and  for  a  period  a  considerable  nun^ber  of  adventurers 
was         V  Il'v •      f„p  „old  on  the  estates  of  the  Duke  of  Sutherland. 
Thfll^S  at  KnVreLns  which  have  been  obtained,  as  the  result  of  the 

workings  in  this  district :—  o  ,  ^ 

°  ozs  dwt  grs  * 

1868.  Helmsdale:  5«^AcrtocZ  .  .  677  0  0    valued  at  2,000  0  0 

1869.  Eldonan           „         .  .     17  17  8i        „  61  3  9 , 


The  monthly  returns  of  gold  from  the  diggers  at  Kildonan  were  declared  as 
follow:—  ,  , 

ozB.  dwt.  grs. 
.582 
.  3  11  17.i 
.  2  16  18 
.203 
.  1  8  10 
.  1  6  19 
.  0  15  12 
.  .  .086 
.    0     1  17 


1860. 
April 
May  . 
June . 
July  . 
August 
September . 
October  . 
November . 
December  . 


17    17  8h 


It  is  tolerably  certain  that  some  gold  was  obtained,  which  was  not  declared  by  the 
diggers ;  but  the  fact  of  all  the  works  being  abandoned  proved  that  the  gold  found 
was  insufficient  to  pay  for  the  labour  bestowed  upon  it.  On  April  20,  1869,  Mr.  J.  F. 
Campbell,  of  Islay,  wrote  thus  in  his  '  Something  from  "the  Diggins  "  :n  Sutherland  :— 
'The  Sutherland  "diggins"  are  now  established  and  likely  to  be  worked  for  some 
time  to  come.  More  than  280  men  are  paying  a  pound  a  month  for  leave  to  camp  out 
and  work  like  navvies  in  claims  of  40  feet  square ;  so  that  they  must  bo  earning  wages 
or  going  crazy.  If  many  men  go  away,  more  diggers  arise  daily,  and  gold  is  almost 
daily  found  at  new  spots.  It  is  estimated  that  6,000^.  has  been  washed  from  the 
shingle  of  two  small  burns  already.' 

At  Helmsdale,  near  the  mouth  of  the  river,  and  in  the  jaws  of  the  glen,  are  more 
heaps  of  stufflike  Brora  moraines,  and  the  Helrnsdale  leads  back  to  Beinn  Ormen  and 
Clibric  again.  Gold  has  been  found  in  burns,  which  come  in  from  both  sides  of  the 
Helmsdale  strath,  in  burns  which  come  from  the  south,  and  in  those  which  come  from 
the  Caithness  range  on  the  north.  The  soiirce  of  the  gold  has  not  yet  been  found  in 
Helmsdale.  The  gold  is  in  stuff  sorted  by  modern  burns,  and  it  is  now  worked  in 
watercourses  which  come  down  from  the  Caithness  side  of  the  Helmsdale  glen.  These 
are  branch-burns,  which  arise  amongst  bare  granite  and  Silurian  rocks,  and  flow  down 
the  side  of  the  main  groove  towards  the  main  river.  These  branch-burns  have  done  a 
good  deal  of  digging  and  carving  on  their  own  account ;  thgy  have  done  more  than  the 
main  river ;  so  they  have  worked  longer.  The  Kildonan  Burn  has  carved  a  trench 
in  crystalline  Silurian  rock  from  the  place  where  the  chief  diggings  are  now  carried  on 
down  to  the  farmhouse.  It  is  about  20  feet  below  the  road  ;  it  is  about  80  feet  deep 
behind  the  new  township,  which  has  been  christened  Baile'-n-oir,  or  Golden  Town.  In 
this  it  is  like  other  burns,  and  marks  a  gradual  rise  of  land  at  this  spot.  Where  the 
fall  is  rapid,  this  rock-groove  is  now  washed  clean,  or  left  with  a  few  large  stones  ou 
the  bottom.  Above  this  bit  of  river-cutting  is  a  '  flat,'  in  which  a  lot  of  rolled  drift 
settled  probably  long  before  the  rock-cut  was  deepened  by  the  stream  below  the  flat. 
The  water  in  this  'flat'  or 'creek'  now  meanders  through  rolled  drift,  washing  it, 
carrying  off  the  lighter  parts  and  leaving  big  stones,  heavy  iron-sand,  garnets,  and 
gold.  Little  gold  has  been  got  out  of  the  actual  watercoxirse,  but  some  was  found 
there  at  first,  and  that  find  started  the  diggings.  For  about  a  milo,  the  whole  of  this 
water-worn  drift  is  being  turned  over  and  washed  in  various  contrivances,  and  every- 
one of  these  engines  is  worked  on  the  same  principle  as  the  natural  engine  which, 
washed  and  sorted  this  drift. 

*  Or-m61n= gold  mine. 
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Tho  simplest  ongino  is  the  tin  basin.  A  spadeful  of  stuff  is  turned  in,  and  then  the 
j).an  is  dipped  into  water ;  the  waslier  shakos  tlio  pan,  and  tosses  up  the  miiss  ;  tho 
stuff,  being  free  to  move,  falls;  and  tho  lieaviost  stuff  falls  fastest.  First,  tho  nui'l 
floats  away,  and  lastly,  ut  tho  bottom  of  tho  pan,  a  small  heavy  stratum  remains,  iu 
which  a  lucky  man  may  find  a  speck  or  scale  of  yellow  gold,  or  a  nugget  as  big  as  tho 
half  of  a  split  pea.  The  cradle  acts  on  the  samo  principle ;  so  does  Long  Tom.  Each 
is  a  contrivance  for  rocking  or  raking  di-ift  in  flowing  water  with  a  still  pool  for  tlio 
heavy  ore  to  settle  in.  Tho  long  sluice,  however,  is  the  best  imitation  of  tho  burn 
itself,  and  tho  long  shiico  does  most  work.  It  consists  of  a  long  wooden  trough  witli  a 
smooth  bottom,  ending  in  abit  of  crossed  grating  like  the  floor  of  a  boat.  Beyond  thin 
is  a  longer  Irongh  to  carry  the  water  down  to  the  burn.  A  small  lead  is  noadc,  and  a 
small  fall  comes  in  at  the  head  of  this  wooden  model  of  a  Highland  strath. 

Fig.  1116  represents  the  section  of  a  'claini'  in  tho  Kildonan  Burn,  drawn  by 
J.  F.  Campbell,  Esq.,  of  Islay.    Water-worn  drift  arranged  by  running  water  in  a 
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groove  carved  in  the  edges  of  disturbed  metamorphosed  bent  beds  of  Silurian  rocks. 
Most  of  the  gold  is  found  near  the  rock  amongst  the  biggest  stones,  and  in  chinks  of 
the  rock. 

Gold  in  Europe. — There  are  auriferous  sands  in  some  rivers  of  Switzerland,  _  as  the 
Eeuss  and  the  Aar.  In  Germany  no  mine  of  gold  is  worked,  except  in  the  territory  of 
Salzburg,  anfid  the  chain  of  mountains  which  separates  the  Tyrol  and  Caiinthia. 

Tho  mines  of  Hungary  and  Transylvania  are  the  only  gold  mines  of  any  great  import- 
ance in  Europe ;  they  are  remarkable  for  their  position,  the  peculiar  motals  that  accom- 
pany them,  and  their  product,  estimated  at  about  1,430  pounds  avoird.  annually.  The 
principal  ones  are  in  Hungary:  1,  those  of  the  Konigsberg ;  tho  native  gold  is  disse- 
minated in  ores  of  sulphuret  of  silver,  which  occur  in  small  masses  and  in  veins  in  a 
decomposing  felspar  rock,  amid  a  conglomerate  of  pumice,  constituting  a  portion  of 
tho  trachytic  formation ;  2,  those  of  Borson,  Schemnitz ;  and  3,  of  Felsobanya :  ores 
also  of  auriferous  sulphiu:et  of  silver  occur  in  veins  of  syenite  and  greenstone-por- 
phyry ;  4,  those  of  Telkebanya,  to  the  south  of  Kaschau,  are  in  a  deposit  of  auriferous 
pyrites,  amid  trap  rocks  of  the  most  recent  formation. 

In  Transylvania  the  gold  occurs  in  veins,  often  of  great  magnitude.  These  veins 
have  no  side  plates  or  wall  stones,  but  abut,  without  intermediate  gangues,  on  the  primi- 
tive rock  They  consist  of  decomposing  quartz,  ferriferous  limestone,  heavy  spar, 
fluor-spar,  and  sulphuret  of  silver.  The  name  of  Kapnik  deserves  notice,  where  tlie 
gold  is  associatod  with  orpiment,  and  that  of  Vorospatak  in  granite  rocks  ;  those  of 
OflFenbanya,  Zalatna,  and  Nagy-Ag,  where  it  is  associated  with  tellunum.  Tho  last 
is  in  syenitic  rock  on  the  limits  of  the  trachyte.       _  ^  rri. 

In  Italy  the  only  gold  mines  of  importance  are  m  the  north  of  Piedmont.  Ihe 
principal  mines  are  those  of  Vallanzasca,  Val-Toppa,  and  Pestarena.  In  1866  these 
mines  produced  6,952  ounces  of  gold. .    ^         ,         ,  j     i,      »u    „  i^ 

In  Sweden  tho  mine  of  Edelfors  in  SmSland  may  bo  mentioned,  where  the  gold 
occurs  native  and  in  auriferous  pyrites ;  tho  veins  are  a  brown  quartz,  in  a  mountain 

of  foliated  hornstone.  „  ■, ,       ^  rr      n      j  * 

In  Siberia,  native  gold  occurs  in  a  hornstone  at  Schlangeberg  or  Zmeof,  and  at 
Zmeino-garsk  in  tho  Altai  Mountains,  accompanied  with  many  other  ores. 
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;n  flm  Ural  Mountains  has  been  long  known,  consist- 

The  gold  mine  of  Beresow  in  t  o  Ura  -^io            ^^^^      ^  ^^.^  tz. 

iv^gof  pariiallu-decomposedmcr^^^^^  ^^^.^^  subtorranoan  mining  m  the 

This  is,  according  to  ^urchis^-  y -^^^^           ^              apparently  mcUimov- 

solid  rock  is  «till  Pfacti^s"!^  resembling  a  decomposed  gramte.vith 

phosed  and  crystalline  matrix,  cauea 
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veins  of  quartz,  in  ^vhich  some  gold  is  jj-'^^f S  MolVairs!^dSstminS 
of  nativeWd^as  discovered  on  he  eastern  side  of  th^^^^  ^.^^^ 

at  some  yards  deep  in  an  argillaceous  ^rroenstone,  serpentine, 

roeks  whfch  usually  compose  the  --^7-^f3-^^^^^^^^^^^  possess  auriferous 

peroxide  of  iron,  corundum,  &c.     ihe  rivers 

sands.  . ,     .  „f  Ml  net  nreat  rales  of  ancient  drift  or  gravel 

At  the  Soimanofsk  mines,  south  of  Miask,  great  pues  highly-inclined 
having  been  removed  for  the  ^^^ract^  o^old,  the^^^^^^^ 

crystalline  limestones  have  been  exposed,  {^^f      aeef  //a.  1117).  It  is 

o7the  chain  than  the  above,  are  probably  of     ™  °  ^^^^^^^^ 

from  the  adjacent  eruptive  serpentiuous  ^^^^^^^''^"^i^if /^^^^^^^  derived, 
(usually  most  auriferous  near  the  s^^^f'^^*^         °  J";*^^^^^^  the  interstices 

ke  to'ps  of  the  highly-inebned  beds  a  are   ^  [j'^t  ro^^^^ed  ott  an  ^^^^^^^  ^  ^^^^^^ 
between  them  worn  into  l^o^^s  and  ca.nties,  as  if  by  very  P^^^  ^ 
Now  hero,  as  at  Berezovsk,  mammoth-remams         bfu  lound  lliey 
in  the  lowest  part  of  the  excavation,  at  the  spot  °^^^[^«|^2V«  k  was  removed  by  the 
beneath  the  original  surface  of  overlying  coarse  gavel  c,  befoxe  it  l^^  ^^^^^J^ 
workmen  from  the  vacant  space  under  ^he  dotted  line  .    ^  • 

^^rwaffrom  the  infillings  of  one  of  the  gravelly  depressions  between  the  clova- 
tionlTuth  o?Mask,  that  tie  largest  lump  of  solid  gold  was  ^ound,  oi^^r^^^^  tlia 
time  (1824)  there  was  any  record.    The  '  pepito    weighs  mnety-s^^^^^^ 
and  is  still  exhibited  in  the  museum  of  the  Imperial  School  of  Mines  at  bt.  Pcteisburg. 
The  quantity  of  gold  raised  in  Eussia  during  five  years  was  as  follows  .— 


1847 
1848 
1849 
1850 
1851 


1700  poods. 
1660  „ 
1530  „ 
1490  „ 
1266  „ 

7646 


Equal  to  about  296,932  lbs.  troy  in  five  years.— Icc/iim  on  Gold,  E.  Hunt, 
The  total  production  of  gold  in  Eussia  has  of  late  years  been  as  follows  :- 


(  Ural,  Eastern  and  Western  Siberia). 

GoTcrnment  Mines.   Private  Mines. 


1860 
1861 
1862 


oz. 
111,984 
105,959 
102,857 


07,. 

665,986 
643,159 
640;885 


Total 
oz. 
767,870 
749,118 
752,742 

oz. 
961,616 
720,320 


1847  (the  year  of  maximum  production)  .... 
1852  (the  year  of  minimum  production)  .... 

The  largest  single  production  in  1860  was  from  the  Aurora  Steam  "Works  on  th« 
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Qjno  rivor,  in  the  Jonesoi  district,  belonging  to  Messrs.  Ejasonow  &  Co.,  namely, 
6i,020  ounces,  {^j,  to       fine;  or  at      Ids.  6d.  per  ounce,  value  203,925^.  10«. 

dwts.  grg. 

In  1823  the  sands  washed  in  the  Beresow  district  yielded  .    2  6-6  per  ton. 

1861            „             „             „             „  .0  8-1  „ 

1828-           „             Bogalousk  (N.  Ural)  .    1  47  „ 

1830            „                                     \,  .5  18-4  „ 

1860  „             „             „             „  .    0  20-8  „ 

1861  (first  half  year)    „  Mijask  „            „  .   0  12-3  „ 

Tho  force  employed  was  in  1860  :— 

Horses  and  Steam- 
Men             Women.         Mules.  Engines. 
W.  and  E.  Siberia     .       .       .    31,796            919          8,751  — 
Ural                                        20,362          2,181          8,339  4 

Total     .       .       .    52,148  3,100         17,090  4 

The  average  payments  for  royalties  in  the  private  mines  is  7  per  cent. 

In  Erman's  'Archives 'we  find  that  in  the  year  1851,  the  gold  of  the  Uralian 
washing  and  amalgamation-works  produced  332  poods;  the  Nertschinsk  works,  67 
poods;  the  remaining  West  and  East  Siberian  washings,  1,107  poods;  the  produce 
of  the  Altai  Mountains  and  of  Nertschinsk  Siberian  works,  39  poods;  making  1,546 
poods. 

Gold  in  Asia. — In  Asia,  and  especially  in  its  southern  districts,  there  are  many 
mines,  streams,  rivers,  and  wastes  which  contain  this  metal.  The  Pactolus,  a  small 
river  of  Lydia,  rolled  over  such  golden  sands,  that  it  was  supposed  to  constitute 
the  origin  of  the  wealth  of  Croesus.  But  these  deposits  are  now  poor  and  forgotten. 
Japan,  Formosa,  Ceylon,  Java,  Sumatra,  Borneo,  the  Philippines,  and  some  other 
islands  of  the  Indian  Archipelago,  are  rich  in  gold  streams.  Those  of  Borneo  are 
worked  by  the  Chinese  in  an  alluvial  soil,  on  the  western  coast,  at  the  foot  of  a  chain 
of  volcanic  mountains. 

Little  or  no  gold  comes  into  Europe  from  Asia,  because  its  servile  inhabitants  place 
their  fortune  in  treasure,  and  love  to  hoard  up  that  precious  metal. 

Numerous  gold  mines  occur  on  the  two  slopes  of  the  chain  of  the  Cailas  mountains 
in  the  Ound^ss,  a  province  of  Little  Thibet.  The  gold  lies  in  quartz  veins,  which  traverse 
a  very  crumbling  reddish  granite.  Gold  is  said  to  have  been  found  in  tolerable  abund- 
ance in  the  sands  of  some  of  the  tributaries  to  the  Amour  river. 

Gold  in  Africa. — Africa  was,  with  Spain,  the  source  of  the  greater  portion  of  the 
gold  possessed  by  the  ancients.  The  gold  which  Africa  still  brings  into  the  market  is. 
always  in  dust,  showing  that  the  metal  is  obtained  by  washing  the  alluvial  soils.  None 
of  it  is  collected  in  the  north  of  that  continent ;  three  or  four  districts  only  are  remark- 
able for  the  quantity  of  gold  they  produce. 

The  first  mines  are  those  of  Kordofan,  between  Darfour  and  Abyssinia.  The 
negroes  transport  the  gold  in  quills  of  the  ostrich  or  vulture.  These,  mines  seem  to 
have  been  known  to  the  ancients,  who  considered  Ethiopia  to  abound  in  gold.  Hero- 
dotus relates  that  the  king  of  that  country  exhibited  to  the  ambassadors  of  Cambyses 
all  their  prisoners  bound  with  golden  chains. 

The  second  and  chief  exploitation  of  gold-dust  is  to  the  south  of  the  great  desert  of 
Zaara,  in  the  western  part  of  Africa,  from  the  mouth  of  the  Senegal  to  t.he  Cape  of 
Palms.  The  gold  occurs  in  spangles,  chiefly  near  the  surface  of  the  earth,  in  the  beds 
of  rivulets,  and  always  in  a  ferruginous  earth.  In  some  places  the  negroes  dig  pits 
in  the  soil  to  a  depth  of  about  40  feet,  unsupported  by  any  props  :  they  do  not  follow 
any  vein,  nor  do  they  construct  a  gallery ;  but  by  repeated  washings  they  separate  the 
gold  from  the  earthy  matters. 

The  same  district  furnishes  also  the  greater  part  of  what  is  carried  to  Morocco, 
Fez,  and  Algiers,  by  tho  caravans  which  go  from  Timbuctoo  on  the  Niger,  across  the 
great  desert  of  Zaara.  The  gold  which  arrives  by  Sennaar  at  Cairo  and  Alexandra 
comes  from  the  same  quarter.  Prom  Mungo  Park's  description,  it  appears  that  the 
gold  spangles  are  found  usually  in  a  ferruginous  small  gravel,  buried  'under  rolled 

^^Tho^third  spot  in  Africa  where  gold  is  collected  is  on  the  south-east  coast,  between 
tho  twenty-fifth  and  the  twenty-second  degree  of  south  latitude,  opposite  to  Mada- 
gascar, in  the  county  of  Sofala.  Some  persons  think  that  this  was  tho  kingdom  of  Ophir, 
whence  Solomon,  obtained  his  gold.  .     ,        .  j  j. 

The  following  account  of  the  Transvaal  gold-fields  is  abstracted  from  a  coromuni- 
cAtion  to  tho  '  Times,'  dated  December  28,  1873  :— 
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'  'It  may  bo  •well  to  explain  the  origin  of  the  word  "  Transvaal,"  which,  simple  as  it 
is,  may  not  at  first  be  apparent.  The  "  Vaal,"  which  in  Boer  lingo  means,  as  I  under- 
stand, "grey,"  is  a  magnificent  river,  taking  its  rise  hundreds  of  miles  away  in  the 
Drakensberg  mountains,  and  falling  into  the  still  larger  and  longer  Orange  river. 
Some  dissatisfied  Boers,  seceded  from  the  Cape  Colony  and  elsewhere,  resolved  to  form 
a  "  South  African  Eepublic,"  took  possession  of  the  country  on  the  other  side  of  the 
Vaal,  and  christened  it  the  "  Transvaal."  The  river  in  winter  is  fordable  at  frequent 
intervals ;  but  when  in  summer  it  rises,  or,  as  the  Boers  say,  "  comes  down,"  it  forms 
a  rapid  broad  stream,  very  dangerous  to  cross. 

'  Before  this  letter  can  reach  England  you  will  have  published  some  accounts  of  the 
finds  of  gold,  so  that  I  shall  not  now  go  much  into  detail.  The  latest  news  is  that 
13^  lbs.  were  found  in  one  hour  in  a  single  claim,  the  largest  nugget  weighing  4  lbs. 
This  gold  was  brought  down  to  Kimberley  diamondrfields  on  Christmas-day,  and  has 
excited  much  admiration.  I  know,  as  facts,  of  the  following  finds  : — In  one  week  a 
party  dug  out  15  oz. ;  next  week,  34  oz. ;  another  party  100  oz.  in  four  weeks,  and  so 
on.  The  present  number  of  diggers  is  about  500'  but  fully  800  are  now  on  their 
road  from  Kimberley.  I  have  private  letters  from  "Pilgrim's  Best" — the  latest 
rush — also  of  a  highly  satisfactory  character. 

'  Now,  what  does  all  this  portend  ?  The  clearest  way,  perhaps,  wiU  be  to  summarize 
the  situation,  as  follows  : — 

'The  whole  of  South  Africa  is  at  this  moment  in  a  highly  prosperous  condition; 
money  is  plentiful,  and,  generally  speaking,  everyone  is  well  off.  Our  banks,  our 
steamship-companies  are  flourishing ;  and  although  this  may  not  prove  to  be  a  second 
Australia  or  California,  there  is  a  pretty  firm  conviction  that  South  Africa  is  likely  to 
be  a  very  important  appendage  to  Her  Majesty's  empire.  Every  one  is  in  good  spirits, 
because  it  is  felt  that,  at  length,  South  Africa  will  be  better  appreciated  and  under- 
stood at  home. 

'  The  present  diggings  at  Leydenburg  are  situated  in  about  lat.  25°  S.,  long.  31°  E. ; 
Cape  Town  is  in  lat.  34°  S.,  long.  18°  E. ;  Algoa  Bay,  lat.  34°  S.,  long.  26°  E. ; 
Natal,  lat.  30°  S.,  long.  81°  E.  So  that  the  approximate  distances  from  the  three 
ports  are:  Cape  Town,  1,200  miles;  Algoa  Bay,  800  miles;  Natal,  400  miles. 
Delagoa,  Bay  must  for  the  present  be  left  out  of  the  question,  until  the  French  arbi- 
tration is  settled,  and  until  a  railway  is  run  through  the  unhealthy  belt.' 

It  is  well  known  that  gold  is  also  found  in  Western  Africa,  along  the  '  Gold  Coast,' 
and  some  fine  examples  of  nuggets  of  this  gold  were  brought  to  this  country  at  the 
conclusion  of  the  late  war  (1874).  The  nuggets  were,  in  most  cases,  associated  with 
a  ferrugmous  earth,  giving  a  ruddy  colour  to  the  gold.  An  analysis  of  this  Ashantee 
gold,  by  Professor  Church,  is- given  on  p.  687. 

Gold  in  South  America.— Dxiiing  the  last,  and  the  commencement  of  the  present 
century,  the  richest  gold  mines  were  found  in  South  America.  It  occurs  there  princi- 
pally in  spangles  among  the  alluvial  earths,  and  in  the  beds  of  rivers :  more  rarelv  in 
veins. 

The  gold  of  Mexico  is  in  a  great  measure  contained  in  the  argentiferous  veins,  so 
numerous  in  that  country,  whose  principal  localities  are  mentioned  under  the  article 
biLVEH.  The  silver  of  the  argentiferous  ores  of  Guanaxuato  contains  one  360th  of  its 
weight  ot  gold ;  the  annual  product  of  the  mines  being  valued  at  from  2,640  to  3,300 
pounds  avoirdupois. 

Oaxaco  contains  the  only  auriferous  veins  explored  as  gold  mines  in  Mexico  ;  they 
traverse  the  rocks  of  gneiss  and  mica  slate. 

All  the  rivers  of  the  province  of  Caracas,  to  ten  degrees  north  of  the  line,  flow  over 
golden  sands. 

Peru  is  not  rich  in  gold  ores.  In  the  provinces  of  Huailas  and  Pataz,  this  metal  is 
mined  in  veins  of  greasy  quartz,  variegated  with  red  ferruginous  spots,  which  traverse 
primitive  rocks.  The  mines  called  pacos  de  oro,  consist  of  ores  of  iron  and  coppet 
oxides,  containing  a  great  quantity  of  gold. 

•  ^^''^  °^  the  gold  furnished  by  New  Grenada  (New  Columbia)  is  the  product  of  wash- 
ings established  in  alluvial  grounds.  The  gold  exists  in  spangles  and  in  grains  dis- 
seminated among  fragments  of  greenstone  and  porphyry.  At  Choco,  along  with  the 
goia  and  platinum,  hyacinths,  zircons,  and  titanium  occur.  There  has  been  found  as 
already  stated,  in  the  auriferous  localities,  largo  trunks  of  petrified  trees.  The  colrl 
of  Antioquia  is  20  carats  fine,  that  of  Choco  21,  and  the  largest  lump  or  pepita  of  fold 
malons  ^  avoirdupois.    The  gold  of  Chili  llso  occurs  in  Sluvial  for- 

Brazil  does  not  contain  many  gold  mines,  properly  so  called ;  for  the  veins  containirur 

Mst;  iSf  s.T^'-      ir-       ^'^^-'^  to  exisf rsf 

iiraziis  in  1&43.  The  Indians  made  their  fishing-hooks  of  it,  and  from  thf^m  v^<.a 
discovered  that  it  was  fovind  in  the  beds  of  streams,  brought  doVn  fro^he  runtaTns! 
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But  the  first  oro  found  by  a  white  man  in  that  country  was  in  the  year  1693 ;  this 
discovery  led  to  the  colonisation  of  the  Minas  Geraes,  and  to  all  those  evils  resulting 
from  '  the  cursed  lust  of  gold,'  with  details  of  which  the  history  of  South  America 
abounds. 

It  was  in  the  sands  of  the  Mandi,  a  branch  of  the  Eio  Dolce,  at  Catapreta,  that  the 
auriferous  ferruginous  sands  were  first  discovered  in  1682.  Since  then  they  have 
boon  found  almost  everywhere  at  the  foot  of  the  immense  chain  of  mountains,  which 
runs  nearly  parallel  with  the  coast,  from  the  6th  degree  south  to  the  30th.  It  is  par- 
ticularly near  Villa  Rica,  in  the  environs  of  the  village  Cociies,  that  the  numerous 
washings  for  gold  are  established.  The  fepitas  occur  in  different  forms,  often  adhering 
to  micaceous  specular  iron.  But  in  the  province  of  Minas  Geraes,  the  gold  occurs 
also  in  veins,  in  beds,  and  in  grains,  disseminated  among  the  alluvial  loams.  _  It  has 
been  estimated  in  annual  product,  by  several  authors,  at  about  2,800  lbs.  avoirdupois 
of  fine  metal.  , 

Almost  all  the  gold  formerly  brought  into  the  market  was  from  alluvial  lands, 
and  had  been  extracted  by  washing  ;  but  now  numerous  veins  of  auriferous  quartz  and 
deposits  of  auriferous  pyrites  are  worked.  The  Morro  Velho  mine,  belonging  to  the 
St.  John  del  Eey  Company,  is  perhaps  the  most  important  Brazihan  gold  mine. 

Gold  in  North  Atnerica.—Californian  Gold  Mines.  The  accident  which  first  revealed 
the  golden  treasures  of  the  soil  of  California  is  thus  related  by  a  writer  m  the 
'Quarterly  Review' for  September  1852:—  ^  . 

Captain  Suter,  the  first  white  man  who  had  established  himself  in  the  (^strict 
whore  the  Americanos  joins  the  Sacramento,  having  erected  a  saw-miU  on  the  former 
river  whose  tail-race  turned  out  to  be  too  narrow,  took  out  the  wheel,  and  let  the 
water  run  freely  off.    A  great  body  of  earth  having  been  carried  away  by  the  torrent, 
laid  bare  many  shining  yellow  spangles,  and  on  examination  Mr.  Marshall,  his  sur- 
veyor, picked  up  several  little  lumps  of  gold.    He  and  Captain  Suter  then  commencwl 
a  search  together,  and  gathered  an  ounce  of  the  ore  from  the  sand  witliout  any  difli- 
culty  :  and  with  his  knife  the  captain  picked  out  a  lump  of  an  ounce  and  a  halt  trom 
the  rock.    A  Kentuckian  workman  employed  at  the  mill  had  espied  their  supposed 
secret  discovery,  and  when,  after  a  short  absence,  the  gentlemen  returned,  he  showed 
them  a  handful  of  the  glittering  dust.    The  captain  hired  a  gang  of  fifty  Indians,  and 
set  them  to  work.    The  news  spread,  but  the  announcement  of  the  discovery  was 
received  with  incredulity  beyond  the  immediate  neighbourhood.   But  presently  when 
large  and  continuous  imports  of  gold  from  San  Francisco  placed  the  matter  beyond 
doubt,  there  ensued  such  a  stir  in  the  States,  as  even  in  that  go-ahead  r«gi°°_  ^«  ™y 
without  parallel:  numbers  of  every  age,  and  of  f T^P^^^         S  it  ^n^^^^ 
for  the  land  of  promise.    Many  were  accompanied  by  their  famibes  and  most ^nder 
the  excitement  of  the  hour  overlooked  their  physical  unfit^ness,  and  their  i°ability_to 
procure  necessaries.    The  waters  of  the  Humboldt,  from  their  head  to  tji^r  ^ 
space  of  nearly  300  miles,  are  in  the  dry  season  strongly  impregiiated  with  aliali, 
and  it  was  her^e  that  they  first  began  to  faint.    Some  died  from  thirst,  others  from 
ague  others  fell  beneath  ie  burdens  they  attempted  to  ^^^^  ^^^^  ^4^"-.^jf,r^^^^^ 
dropped  into  the  putrid  marsh,  which  grew  thicker  at  every  step^  .^!jrlhete  not  a 
the  diminished  bands  had  to  encounter  sixty  or  seventy  ^j^/^^f  ^J^^!^^^^^^^^^  ^^t^ 
blade  of  herbao-e  grew,  and  not  a  drop  of  pure  water  could  be  procured,  and  mose 
Siomshersafelyt^^^^^      this  ordeal  had  still  to  ascend  the  ify  slopes  of  Sierra 
Neva^  wltrelhe  rigoufs  of  winter  were  added  to  all  other  difficulties.    At  different 
pit  Je  being  alm^ost  in  sight  of  the  golden  ^-f,  prwearied  ^oup^^^^^^^^^ 

settlers  t^^t,  on  hea  ng  th^s  Uiey  s  ^^^^  ^^^^^^^  ^^^^^^  stragglers 

;tall  tTi:i'r:Sn:LTLe  muWtude  Uo,  fuU  of  hope  and  spirits,  had  commenced 

of  «.e  gold-fields      CaH^^i^ ^  ^^r^S^  tS^^ 
appears  necessary  to  devote  some  space  to  a  ^™™^^^^  done  than  by 

M^liich  the  aiuriferous  treasures  are  discovered  J^^^^ 

quoting  Professor  Blake's  remarks  formation  of  the 

With  the  exception  of  the  diluvial  strata^»o  ^^^s^.^tl^e  firmer  are  mostly  por- 
Sierra.range  consists  frequently  met 

phyritic  in  the  lower  hills,  whilst  higher  up  tracny  ^^^^^ 
with.    The  metamorphic  rocks  ^o^s  st  of  mica^^^^^^^^^  ^^.^^.^^  ^^^^  ^^1,. 

micaceous,  metamorpliic  sandstones  and  '^"'ef  j^^ji  .  is  rare  to  find  them  with 
merate.    The  stratified  rocks  l^^^e  been  m  h  displaced  •  ^  The  strike 

a  dip  of  loss  than  70°,  and  they  are  generally  yr^^^  ^^^^  ^^^g^^^ 

of  the  beds  in  that  section  to  which  Professor  JJlake  s  oosei>  at 
(between  the  Stanislaus  and  Yuba  rivers)  is  extremely  umform,  being  from  6 
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W.  of  N.  and  E.  of  S.  The  extent  of  the  diluvial  deposits  is  commensurate,  or 
nearly  so,  with  that  of  the  gold-bearing  region,  in  that  part  of  the  country  -vrhich  ho 
has  examined.  They  are  found  in  a  belt  of  land  from  thirty  to  sixty  miles  broad, 
and  running  parallel  with  the  axis  of  the  range  ;  and,  from  facts  that  he  has  ascer- 
tained from  others,  he  states  that  he  has  no  doubt  but  that  they  exist  throughout  all 
the  gold-bearing  region,  both  north  and  south.  These  diluvial  deposits  are  met  with 
as  we  advance  towards  the  lower  hills  of  the  Sierra,  extending  frequently  some  miles 
into  the  plain.  On  ascending  from  the  lower  hills  towards  the  mountains,  the  diluvial 
bods  no  longer  occupy  the  same  relative  position  :  occasionally  deposits  of  rounded 
stones  can  be  found  in  tlie  valleys  and  on  the  sides  of  the  hills,  but  when  this  is  the 
case,  their  origin  can  always  be  traced  to  deposits  existing  on  the  tops  of  the  sur- 
rounding hills,  from  which  they  have  been  brought  down  by  the  action  of  the  causes 
now  at  work.  As  we  ascend  towards  the  axis  of  the  chain,  these  deposits  become 
more  extensive,  and  at  a  distance  of  twenty  or  thirty  miles  from  the  lower  hills,  they 
are  found  occupying  the  crests  of  almost  all  the  highest  ridges  in  the  country ;  but 
besides  being  found  on  the  crests  of  the  ridges,  where  their  extent  frequently  does 
not  exceed  a  few  yards  in  breadth,  they  are  also  met  with  covering  the  extensive 
elevated  flats  which  exist  on  the  benches  between  the  different  watercourses,  forming 
continuous  beds  of  some  miles  in  extent,  which  are  rarely  interrupted  by  the  pro- 
trusion of  any  of  the  older  rocks.  Where  found  in  elevated  positions,  the  lower  hills 
and  valleys  are  entirely  free  from  them ;  frequently  a  large  section  of  the  country 
will  be  enclosed  with  two  high  ridges  capped  by  deposits,  and  diverging  from  a 
common  point ;  in  the  intervening  space  will  be  seen  many  secondary  ridges,  some- 
times fifteen  or  eighteen  hundred  feet  high,  formed  entirely  of  the  older  rocks,  no 
traces  of  deposits  being  found  on  their  surface,  nor  in  the  ravines  that  lead  from 
them. 

The  depth  of  these  deposits  is  extremely  variable.  Sometimes  nothing  mote  than 
a  trace  of  them  m  the  presence  of  a  few  round  pebbles  lying  on  the  top  of  a  ridge  is 
found;  the  valleys  and  ravines  in  the  neighbourhood  containing  their  disintegrated 
elements  m  considerable  quantities.  In  other  instances,  particularly  where  spread 
out  over  the  elevated  flats,  they  are  of  a  moderate  and  pretty  uniform  thickness  for  a 
considerable  distance,  varying  from  two  to  three  feet  to  a  few  inches,  and  this,  too 
in  positions  where  the  surface  could  not  have  been  exposed  to  any  great  amount  of 
denudation.  They  are  again  foimd  many  hundred  feet  in  thickness,  composed  of 
superimposed  strata  of  different  mineralogical  constitution,  generally  horizontal  and 
conformable  with  each  other. 

The  localities  where  the  deposits  are  met  with  most  extensively  disclosed,  and  that 
have  been  worked,  are  at  Nevada  and  at  Mokelumne  hill.  At  the  former  place  they 
iorm  the  crest  of  a  high  mountain,  called  the  Sugar-loaf,  full  2,000  feet  above  the 
level  of  Deer  Creek,  the  upper  600  feet  being  formed  entirely  of  diluvial  strata.  At 
Mokelumne  hill  they  are  also  200  feet  deep,  forming  here  also  the  summit  of  a  high 
and  isolated  mountain.  The  elements  of  which  they  are  composed  differ  considerably 
m  different  localities  although  there  are  through  the  whole  series  many  points  of 
resemblance.  In  the  lower  valleys  and  flats  between  the  ranges  of  the  lower  hills 
they  appear  to  consist  of  beds  of  gravel,  containing  occasional  boulders  of  quartz  and 
the  harder  rocks.  On  the  elevated  flats  higher  up  in  the  mountains,  the  surface  of 
lT.fl!f  7°'-  ^  ^^^'iish  ™^«<i  with  small  gravel; 

n/  r''""^  "''li'''  ^"^^  is  found  a  stratum  con^ 

S^«^ffl  fn  ^""'^  gravel,  the  boidders  being  principally  quartz.    On  the 

Jhllnt  ^    /  f.?  ^^'^g^^'  they  generally  attain  their  greatest 

thickness  we  find  them  composed  of  many  distinct  strata  lying  nearly  horizontal  and 
conformable  with  each  other,  and  generally  also  with  the  surface  of^the  underlySg 
rocks.  In  these  situations  the  most  superficial  stratum  is  composed  of  a  mass  of 
extremely  hard  conglomerate,  containing  principally  trachytic  rocks,  imbedded  in  a 
laid  argi  laceous  cement.  It  is  this  hard  stratum  that  has  undoubtedly  preserved 
Se  s™'Zgt:kI""  powerfuli/acted  on 

Tn^tl?^^^  *^°°'i«t^  of  conglomerates  and  soft  friable  sandstone 

aVv^L!        '^'■^f  quartzose  conglomerates,  with  an  argillaceous  cement,  or  loose 

flpnnl^ri°"l!  ^^y^^S  surface  worn  smooth  and  the  angles  rounS  The 

than  Te  W?%  ?r''  ^^<^^  ^0^'"^°^  o«  «P°fc«  ^^ch  were  evidently  lower 

the  time  S    i  "'^"T^^'^g  ^ocks  ;  whilst  on  those  parts  which  were  higCat 

M  s^or  Blnt^"'"'''?  formed,  the  higher  trachytic  rocks  are  found.    As  far  as 
ir-rolossor  Blake  s  researches  have  extended,  the  more  quartzose  conrfomemfL  tn 
been  invariably  found  on  the  erupted  rocks,  whilst  the  stratilU  JocrSl  n?' 
had  upheaved  were  only  covered  Xy  the  trachytic  conglomerates/       tSles  S 

z  z  ^ 
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■which  those  conglomerates  are  composed  present  specimens  of  all  the  harder  rocks : 
motamorphic  sandstones,  clinkstone,  trap,  porphyries,  and  quartz,  make  up  the  larger 
part  of  the  mass.  They  are  all  perfectly  rounded,  but  in  the  lower  deposits  are  so 
soft  that,  with  the  exception  of  the  trap  and  quartz,  they  generally  fall  to  pieces  on 
exposure  to  the  air.  The  strata,  as  before  observed,  are  nearly  horizontal  and  con- 
formable ;  if  they  have  any  dip,  it  appears  to  have  been  owing  to  the  slope  of  the 
surface  of  the  rock  on  which  they  wore  deposited ;  in  fact,  no  displacement  seems  to 
have  taken  place  in  this  country  since  the  time  of  their  formation.  They  lie  perfectly 
horizontal  over  the  almost  vertical  edges  of  the  upheaved  slate-rocks. 

As  regards  the  mineral  riches  of  these  deposits,  it  would  appear  that  gold  i«  found 
wherever  they  exist.  The  ravines  coming  from  the  ridges  on  which  they  are  found 
are  generally  extremely  rich,  and  always  contain  gold,  even  in  places  where  the 
deposits  themselves  have  been  worked  without  success.  In  some  places  where  they 
have  been  worked  as  much  as  thirty  thousand  dollars  have  been  taken  from  a  claim  of 
fiftoon  feet  square ;  and  there  are  many  instances  where  ten  and  fifteen  thousand 
dollars  have  been  taken  from  claims  of  the  same  size.  But  few  of  these  rich  spots 
have,  up  to  the  present  time,  been  opened,  yet  there  can  be  no  doubt  but  that  many 
still  remain  to  be  discovered.  Where  the  deposits  are  found  extending  over  a  large 
surface  on  the  elevated  flats,  gold  is  always  met  with,  generally  diffused  through  the 
gravel  immediately  above  the  rock  on  which  they  rest. 

A  recent  Blue-book  gives  some  important  information  on  the  subject  of  Californian 
mines.  It  states  that  the  short  supply  of  water  during  the  past  year  has  interfered 
materially  with  mining  operations,  both  in  Canada  and  Nevada.  Many  of  the  quartz- 
mills  in  this  State  have  been  idle  for  many  months,  and  hydraulic  mining  has  had  to 
be  suspended  altogether  in  many  localities,  both  from  want  of  water  for  hydraulic  use 
and  from  the  accumulation  of  the  '  tailings.'  Every  year  new  capital  is  brought  to 
bear  on  mining  enterprise ;  and  it  is  no  longer  difficult  to  find  the  requisite  means  to 
work  a  mine,  if  the  prospects  are  at  all  encouraging. 

During  the  past  year,  notwithstanding  the  limited  supply  of  water,  there  have  been 
more  enterprises  started  or  increased  in  magnitude  than  in  any  previous  year.  Hy- 
draulic mining  is  the  most  attractive,  and  as  the  course  of  the  old  river-channels  are 
more  surely  traced,  this  interest  will  be  enormously  extended.  The  State  geologist 
has  had,  during  the  past  two  years,  some  of  his  staff  employed  in  tracing  the  course 
of  these  rivers,  and  the  result  of  these  scientific  researches  will  be  to  facibtate  the 
action  of  the  mines  materially.    In  a  semi-official  report  he  says :—  _ 

'  In  the  prosecution  of  this  work  a  large  amount  of  valuable  information  has  already 
been  collected,  both  of  a  geographical  and  geological  character.  It  is  confidently 
expected  that  the  working-up  of  all  materials  collected,  with  the  accompanying  maps 
and  sections,  will  exhibit  the  phenomenon  of  gravel  deposits— in  regard  to  which 
there  has  been  so  much  discussion  and  such  a  multiplicity  of  opinions— m  a  new- 
light  and  that  many  difficulties  which  have  hitherto  perplexed  the  miners  will  be 
solved.  He  desired  the  work  to  be  continuously  prosecuted  until  a  full  and  detailed 
map  and  report  on  the  whole  region  have  been  prepared,  which  he  thought  would  be 
accomplished  the  next  session  if  the  pecuniary  means  are  forthcoming.  _ 

Hydraulic  mining  is  becoming  more  general  through  the  mining  districts,  it  was 
for  some  years  mainly  confined  to  the  counties  of  Yuba,  Nevada,  Placer  El  Dorado 
and  Butte,  but  it  is  spreading  to  Mariposa  in  the  south,  and  Trinitio,  Klamath,  and 
Liskyon  counties,  in  the  north.  Yuba  and  Nevada  always  the  leading  coun^es  in 
hydraulic  mining,  still  maintain  the  ascendency.  From  one  smal  district  in  tJie 
former  county  nearly  100,000^.  were  received,  and  the  yield  from  the  completion  of 
tunnels  w  1  be  much  greater  this  year.  Tuolumne  has  added  to  the  counties  known 
triDOSsers  old  river-cllnnels.  A  large  ditch  is  nearly  completed  to  bring  water  from 
L^TuoTuiZSver  to  a  very  extensive  gravel-deposit  near  La  ^^/ange,  which  is  said^^^ 
be  unusually  rich  and  free  from  cement.  The  great  hindrance  to  the  working  of  the  o 
mines  rs  generaUy  been  the  want  of  drainage-capacity  which  has  compelled  the 
Zstruction  of  long  and  expensive  tunnels,  a  work  of  great  labour  and  time. 

Co  larTe  dit^hfs  now  furnishing  water  for  hydraulic  purposes  suppb^^hydrauhc 
T,ower  fSrnozzW  7  inches  in  diameter,  and  the  force  is  tremendous.  Two  or  three 
Crs  ago  a  sSch  nozzle  was  the  largest  in  use.  A  great  many  very  fine  quartz- 
years  ^ago  a  o  incu  improvements  that  science  and  practical  experience 
We  tXlt  'an^  law  E  not  <loF»i*d  i.  value,  ,uam  of  a 

has  been  an  incorporated  company)  and  |5*^.80«^i  J/^  l,een  made 

gold  mines  IS  estimated  at  3,000,0004.    ijixcraoruiuiuj  >au>o  ,  . 

fn  the  great «  Comstock  lead'  of  Nevada,  and  the  yield  has  reached  2,200,000/.,  fully 
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one-third  more  than  the  product  of  1870.  The  more  recent  discoveries  have  been 
in  the  'Crown  Point'  and  'Belcher'  mines,  which  have  proved  so  flattering  as  to 
send  the  value  of  their  stock  f;ir  above  what  it  has  ever  before  reached.  The  latter 
has  heretofore  paid  in  dividends  but  little  over  the  assessment,  but  it  recommenced 
paying  dividends  in  January  1871,  by  one  payment  of  10  dollars  per  cent,  per  share, 
equal  to  28,000?.  The  following  are  the  dividends  paid  by  four  of  the  leading  mines 
of  this  lode  :— ChoUar  Potosi,  330,400?. ;  Crown  Point,  168,000?;  Hale  and  Norcross, 
32,000/. ;  Yellow  Jacket,  88,800?. 
The  coinage  of  gold  at  the  San  Francisco  mint  was  as  follows : — 


1867.  1868.  1869.  1870. 

Dols.  Dols.  Dols.  Dols. 

17,370,535  17,365,000  14,365,550  20,355,000 


Gold  produced  in  the  States  and  Territories  west  of  the  Missouri  river  f''i:ring  1871 : 
from  Eaymond's  '  Mining  Statistics  West  of  the  Kocky  Mountains.'  Gold  bullion, 
amalgam,  or  dust : — 

Dols. 

Arizona   163,739,93 


British  Columbia 
Colorado 
California 
Idaho 
Montana 
Oregon  , 
Utah 

Washington 


Total 


1,349,580,83 
2,605,681,50 
16,167,484,05 
1,471,067,21 
4,031,502,00 
1,693,602,16 
221,262,14 
320,107,09 

28,024,026,90 


Professor  Kaymond  gives  his  estimate  of  the  gold  and  silver  productions  in  the 
United  States  for  the  year  1871  as  follows,  as  compared  with  former  years : — 


Arizona  . 

California 

Colorado . 

Idaho 

Montana . 

Nevada  . 

New  Mexico  . 

Oregon  and  Washington 

Wyoming 

Utah 

Other  sources  . 

Total  . 


1869 

1870 

1871 

dollars 

dollars 

dollars 

1,000,000 

800,000 

800,000 

22,600,000 

25,000,000 

20,000,000 

4,000,000' 

3,675,000 

4,663,000 

7,000,000 

6,000,000  . 

5,000,000 

9,000,000 

9,100,000 

8,060,000 

14,000,000 

16,000,000 

22,600,000 

500,000 

500,000 

600,000 

3,000,000 

3^000,000 

2,600,000 

100,000 

100,000 

1,300,000 

2,300,000 

600,000  2 

526,000 

260,000 

61,500,000 

66,000,000 

66,663,000 

'  Including  Wyoming. 


"  Including  Utah. 


The  estimated  production  of  gold  and  silver  for  the  five  years  ending  1871  in  the 
United  States,  based  upon  the  coinage  of  the  mints  and  the  foreign  exports,  according 
to  the  commerce  and  navigation  reports,  was  as  follows  : — 


Years 

Gold 

Silver 

Total  production 

1867 
1868 
1869 
1870 
1871 

£ 

7,700,000 
7,000,000 
6,500,000 
6,000,000 
5,600,000 

■'     ■  R  

£ 

3,800,000 
3,000,000 
2,800,000 
3,200,000 
4,400,000 

£ 

11,600,000 
10,000,000 
9,300,000 
9,200,000 
10,000,000 
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Statement  of  Deposits  and  Coinage  at  tJie  Mint  of  iJie  United  States  and  Branclm 
during  the  year  ended  December  31,  1871. 


United  States  Mint,  Philadelphia 
Branch  Mint,  San  Francisco 

„         Carson  City  . 

„  Denver. 
Assay  office,  Charlotte 

Total  .... 

Gold  deposits 

Silver  deposits 

Total  deposits 

dollars 
2  884  G'io  61 
24,960,122,61 
2,615,132,79 
1,020,223,37 
16,122,37 

dollars 
2,124,924,26 
1,247,667,05 
2,994,466,17 
2,937,67 
164,52 

dollars 
6  009  560  87 
26,207,689,66 
6,469,597,96 
1,023,161,04 

16,286,89 

31,396,246,76 

6,320,058,67 

37,716,305,42 

About  one-third  of  the  value  of  the  silver-production  is  also  gold,  which  should  bo 
deducted  from  the  second  coliunn  and  added  to  the  first,  to  show  the  exact  proportion 
of  each  metal  produced.  The  above  statement  does  not  embrace  the  gold  and  silver 
exported  in  the  form  of  ore. 

Gold  in  Canada. — In  the  Progress  Eeport,  Mr.  Henry  G-.  Vennor  of  the  Geological 
Survey  of  Canada,  after  referring  to  notices  of  gold  in  former  reports,  says : — 

The  portion  of  the  townships  of  Madoc  and  Marmora,  in  which  the  only  mines  now 
(1872)  being  worked  for  gold  are  situated,  is  that  immediately  surrounding  the 
granite  area  known  as  the  Huckleberry  Eocks.  These  rocks  occupy  a  very  large  part 
of  the  south-western  quarter  of  Madoc  and  the  south-eastern  quarter  of  Marmora, 
extending  north-westward  on  the  boundary  line  between  these  townships  as  far  as  the 
middle  of  the  eighteenth  lot,  with  a  breadth  of  about  four  miles,  the  river  Moira,  in 
Marmora,  forming  their  western  limit. 

In  the  talcoid  slates  are  found  large  bedded  quartz-veins,  holding  sulphurets  of 
iron  and  copper,  and  native  gold.  A  uniform  relation  between  the  gold-  and  iron- 
bearing  zone  is  shown  as  probable.    The  gold  in  Madoc  and  Marmora  occurs  :— 

1.  In  bedded  metalliferous  lodes. 

2.  In  slate  bands,  impregnated  with  sulphurets. 

3.  In  nests,  or  bunches,  with  quartz  and  sulphurets  in  dolomite. 

4.  In  cross  or  fissure  veins  (of  minor  importance). 

Seven  mines  were  worked  for  gold  in  1871,  in  the  province  of  Ontario ;  the  gold  pro- 
duced in  1871,  being  500  ounces  from  Cook  Mine.  Mr.  Charles  Robb  of  the  Canadian 
Geological  Survey  says :— '  Within  the  last  three  years  most  important  discoveries  of 
auriferous  veins  have  been  made,  and  operations  commenced  for  developing  them  on 
an  extensive  scale  and  with  good  prospects  of  success.' 

In  the  Province  of  Quebec  the  following  quantities  of  gold  were  obtained : — 


1869 
1870 
1871 


1050^  ounces,  value  18,909^ 
581       „       „  10,467 
115       „      „  2,070 


Gold  eayported  from  Canada, 

1866  >         1867'  18G8>=         1869"  1870"  1871 

Coin  and  Bullion,  499,498^.  607,607^.  1.013,785;.  878,793^.  1,647,608?.  1,372,292Z. 

The  Gold-Melds  of  British  Columbia.— Tha-i,  the  auriferous  deposits  of  this  region 
are  spread  over  a  considerable  scope  of  country  is  apparent  from  the  fact  that  paying 
diffcings  have  abeady  been  found  on  the  Fraser  river,  extending  from  Fort  Hope 
almost  to  Fort  Alexander,  a  continuous  distance  of  nearly  400  miles.  Among  tlie 
tributaries  of  this  stream,  Thompson  and  Bridge  rivers  are  known  to  be  auriferous. 
Extensive  works  are  established,  and  large  quantities  of  gold  are  produced,  but  returns 
of  quantities  cannot  be  obtained. 

The  return  of  gold  mining  generally  throughout  the  Province  is :— 

"         '       '  ...  1,349,581 

)»         .       .  • 

Gold  Mine»  of  Nova  Scotia.—The  production  of  gold  in  Nova  Scotia  has  been  as 
follows : — 


1869 
1870 
1871 


ISvSeSorte  to  other  Proviucca  of  the  Dominion. 
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1862-72. 

Annual  yield 

Declared  quantities 

Estimated  quantities  stolen 
and  not  reported 

Native 

From  quartz 

Total 

Native 

From  quart! 

Total 

1862 

1863 

1864 

1865 

1866 

1867 

1868 

1869 

1870 

1871 

1872 

ozs. 

311-000 
28-000 
86-631 

112-830 
49-089 
84-931 
22-983 

177-923 

176-831 
9-115 
73-563 

■  ozs. 
6,964-000 
,  13,937-735 
19,936-296 
25,341-387 

27,229-642 
20  51 8-3SS 

17,690-117 

19,218-243 
13,021-300 

ozs. 
7,275-000 
13,965-735 
20,022-927 
25,454-217 

xrU}<u'U'x  Out 

27,314-573 

90  fi4.1  '^91 

17,868-040 
lyjooo  ^DU 
19,227-358 
13,094-363 

ozs. 
39-000 
22-000 
13-369 
37-170 
Ou  y  1 X 
15-069 

22-077 

£16  Xubf 

90-885 
26-437 

ozs. 

686-000 
1,376-265 
1,963-704 
2,508-613 

2,670-358 

1,809-883 

1,781-757 
1,278-700 

ozs. 

725-000 
1,398-265 
1,977-073 
2,545-783 
2,096  o4b 
2,685-427 
z,068  679 
1,831-960 
2,133-740 
1,872-642 
1,305-137 

1862-73 

1,132-896 

208,702-052 

209,834-948 

367-104 

20,761-948 

21,129-052 

District  yield 

Sherbrooko 
Waverley  . 
Renfrew  . 
Wine  Harboui"  . 
Montagu  . 
Oldham 
Tangier 
Otormont  . 
Uniacka  . 
Uaribou 
Ovens 

Unclassified 
jjciwrtjiiccLuwn  . 

38-000 

208-350 
18-000 

311-000 
556-771 
•775 

67,496-379 
44,523-033 
26,749-396 
20,491-317 
13,423-744 
13,106-642 
10  241-002 
10,204-783 
7,978-937 
2,329-150 
131-412 

441-256 

57,984-379 
44,523-033 
26,749-396 
20,491-317 
13,423-744 
13,106-642 

10,222-783 
7,978-937 
2,329-150 
-  442-412 
i,oy J.  ^  1  z 
441-031 

2-000 

^JL,OUU 

2-000 

189-000 
9-225 

5,763-621 
4,451-967 
2,675-004 
2,048-683 
1,341-856 
1,313-358 
j.,uzo  yyo 
1,020-217 
796-063 
230-850 
18-588 
28  999 
48-744 

6,765-621 
4,451-967 
2,675-004 
2,048-683 
1,341-856 
1,313-358 
1,045-648 
1,022-217 
796-063 

207-688 
172-228 
67-969 

Total  . 

1,132-896 

208,702-052 

209,834-948 

367*104 

20,761-948 

21,129-052 
209,834-948 

Grand  total . 

•  •  • 

231,065-000 

The  Gold  Produce  of  Nova  Scotia  for  1873. 

*  January 
February 
March  . 
April  , 
May  . 
June 
July  . 
August  ' 
September 
October 
November 
December 

Total  for  1873 

AuatraiianGold-Mviics.~Th6  discovery  of  the  great  gold-field  in  Australia  to  th« 
westward  of  Bathurst,  about  150  miles  from  Sydney,  was  ofiacially  made  known  in 
Great  Britain,  by  a  despatch  from  Sir  C.  A.  Fitzroy  to  Earl  Grey,  on  the  1r!S 
September  1851,  many  persons  with  a  tin  dish  having  obtained  from  one  to  tw^ 
ounces  per  day.  On  May  25th,  he  writes  that  lumps  have  been  obtained  varvina 
in  weight  from  one  ounce  to  four  pounds.  On  May  29th,  he  writes  tC'Ikfw 
been  found  in  abundance,  that  people  of  every  class  are  proceeding  to  the  Wity 


ozs. 

dwts. 

grs. 

1,014 

13 

0 

1,068 

19 

16 

1,100 

10 

9 

1,167 

16 

12 

1,263 

2 

2 

966 

1 

18 

1,031 

1 

12 

911 

4 

20 

1,053 

2 

7 

965 

14 

17 

704 

14 

5 

605 

6 

21 

11,852 

7 

19 
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that  tho  field  IS  rich,  and  from  the  geological  formation  of  the  country,  of  immenso 
area.  By  assay  the  gold  is  found  to  consist  of  91-1  of  that  metal,  and  about  8-333  of 
silver,  with  a  littlo  buso  metal ;  or  of  22  carats  in  fineness.  July  17th  a  mass  of 
gold  ^voighing  106  lbs.  was  found  imbedded  in  tho  quartz-matrixf  about  53  miles 
Irom  Jiathurst;  and  much  more,  justifying  the  anticipations  formed  of  the  vast  rich- 
ness and  extent  of  the  gold-field  in  this  colony.  This  magnificent  treasure,  tho 
property  of  Dr.  Korr^  surpassed  the  largest  mass  found  in  California,  whicli  was 
2S  lbs. ;  and  that  in  Eussia,  whicli  was  70  lbs.,  now  in  tho  Museum  at  St.  Potorsbur/? 
Une  party  of  six  persons  got  at  the  same  time  400/.  in  ten  days,  by  moans  of  a  quick- 
Biivor  machine  ;  and  a  party  of  throe,  who  were  unsuccessful  for  seven  days,  obtained 
in  five  days  more  than  200  ounces. 

Numerous  claims  have  been  made  by  persons  who  have  thought  that  they  had  given 
the  first  indications  of  gold  in  Australia.  To  the  late  Su-  Koderick  Murchison  is, 
howevei-,  due  the  merit  of  pointing  out  that  gold  might  probably  be  found  in  Australia, 
long  before  it  was  known  in  Europe  that  gold  existed  in  that  important  colony.  Sir 
Koderick  Miirchison  thus  gives  us  the  facts  :— 

'  Having  in  the  year  1844  recently  returned  from  the  auriferous  Ural  mountains,  I 
had  the  advantage  of  examining  the  numerous  specimens  collected  by  my  friend 
Count  Strzelecki  along  the  eastern  chain  of  Australia.  Seeing  the  great  similarity  of 
the  rocks  of  those  two  distant  countries,  I  could  have  little  diflSculty  in  drawing  a 
parallel  between  them ;  in  doing  which  I  was  naturally  struck  by  the  circumstance 
that  no  gold  had  ^et  been  found  in  the  Australian  range,  which  I  termed  in  antici- 
pation the  '  Cordillera,'  impressed  with  the  conviction  that  gold  would,  sooner  or 
later,  be  found  in  the  great  British  colony.  I  learnt  in  1846  with  satisfaction  that  a 
specimen  of  the  ore  had  been  discovered.  I  thereupon  encouraged  the  unemployed 
miners  of  Cornwall  to  emigrate,  and  dig  for  gold  as  they  dug  for  tin  in  the  gravel  of 
their  own  district.  These  notices  were,  as  far  as  I  know,  the  first  printed  documents 
relating  to  Australian  gold.' 

August  25th,  1851,  Lieutenant-Governor  C.  J.  Latrobe  announced  to  Earl  Grey 
from  Melbourne,  the  discovery  of  large  deposits  of  gold  in  that  district  of  the  colony. 
In  a  second  Parliamentary  blue-book,  issued  February  3rd,  1852,  it  is  stated  that 
79,340  ounces  of  gold,  worth  257,855/.  7s.,  had  been  previously  forwarded  to  England ; 
and  that  the  gold-fields  of  the  colony  of  Victoria  rival,  if  they  do  not  exceed  in  value, 
the  first-discovered  gold-fields  of  New  South  Wales;  the  total  value  being  then 
300,000/. ;  and  but  a  little  time  afterwards  about  half  a  million  sterling.  Mr.  E. 
Hargreaves,  Commissioner  for  Crown  lands,  announced  from  Bathurst,  that  no  part  of 
California  which  he  had  seen  had  produced  gold  so  generally  and  to  such  an  extent  as 
Summerhill  Creek,  the  Turon  Elver,  and  its  tributaries.  • 

Eor  the  purpose  of  conveying  a  correct  idea  of  the  conditions  under  which  the 
greatest  quantity  of  the  Australian  gold  occurs,  three  plans  have  been  selected  from 
diflferent  districts.    The  first  of  these        1118)  represents  a  longitudinal  section 

1118 


1.  Auriferous  drift. 

2.  Boundary  of  workings. 


3.  Boundary  fence. 

4.  Greswick's  Creek. 


along  the  course  of  the  west  quartz-vein  in  tho  Clunes  gold-mining  field.  We  have 
hero,  as  indicated  by  the  darker  portion  of  tho  woodcut,  the  quartz-vein  shown  iu 
section,  with  the  shafts  sunk,  and  tho  levels  driven  upon  it.  The  lighter  portions  of 
the  figure  resting  on  tho  quartzoso  rock  is  an  auriferous  drift ;  and  on  the  loft  of  tlio 
section  the  great  basaltic  formation  is  shown. 

Fig.  1119  is  a  section  of  a  portion  of  the  Ballarat  gold-field.  It  is  an  east  and  west 
section  from  tho  Eed  Streak-lead  across  Post-Office  Hill,  White  Flat,  the  township  of 
Ballarat  West,  and  the  quartz-reef  west  of  the  township;  and  it  shows  tho  auriferous 
drift,  schist,  quartz,  and  basalt  formations  of  the  district. 
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In  those  two  sections  -we  have,  therefore,  all  the  conditions  shown  of  the  processes 
of  mining  on  the  quartz-lodes  and  in  the  alluvial  deposits. 


1119 


9  10  11 


1.  The  town  ot  Ballarat  East. 

2.  The  main  road. 

3.  The  Bed-Streak  lead. 

4.  The  creek, 

5.  Old  Post-offlce  hill,  with  quartz-reef. 

6.  Basalt  escarpment  sonth  of  Golden  Point. 

7.  White  flat  recent  anriferous  alluvial  deposit. 

8.  Yarrowee  Creek. 

10,  The  Gravel-Pits  lead. 


!  9  and  11  are  two  shafts  sunk  into  the  ancient 
auriferous  alluvial  deposit, 

12.  Quartz-reef  beyond  the  town  of  Ballarat 
West,  shown  in  the  drawing. 

B  Is  the  remains  of  a  lava  stream,  interrupted  by 
the  schist  and  clay-slate  hills. 

nn  is  the  gravel  strata  which  invariably  rest 
on  the  side  of  the  schist  hills  which  sur- 
round the  Ballarat  basin. 


Fiff.  1120  is  a  section  from  the  Boroondara  and  BuUeen  gold  mines,  a  few  miles 
from  the  capital  of  Victoria.  It  is  the  east  and  west  section  of  the  Carlton  Estate 
quartz-reef,  and  is  mainly  given  to  illustrate  the  unskilful  and  dangerous  condition  of 
many  of  the  workings  undertaken  by  men  who  have  no  experience  in  subterrannean 
operations.  The  shaft,  if  such  it  can  be  called,  is  about  40  feet  deep ;  and  the  reef 
dips  with  the  solid  strata  at  an  angle  of  about  60  degrees  to  the  horizon. 
_  The  wall  of  the  shaft  at  a  is  not  supported  on  the  footwall  by  props  and  proper 
timbering,  which  it  should  be,  as  indicated,  by  e  e  e.  The  windlass  at  c,  and  the 
framework  at  d,  are  both  exceedingly  insecure.  This  is  the  mode  of  proceeding  in  a 
very  important  working,  where  almost  every  piece  of  quartz  broken  out  contains  gold, 
and  also  antimony  and  iron.  At  the  point  f  the  quartz-reef  was  exceedingly  rich] 
and  there  it  branches  off  into  small  strings,  yielding  22  ounces  of  gold  to  the  ton. 

1120 


It  18  not  necessary  here  to  trace  the  progress  of  gold-miniijg  in  this  colonv  Tho 
quantity  of  gold  discovered  and  exported  has  been  enormous.    Some  excee'dintlv 
large  '  nuggets  have  been  found ;  one  in  Forest  Creek,  weighing  27  lbs.  6  oz  IS  dS« 
and  the  Welcome  Nugget,  weighing  2,217  oz.  16  dwts.  ^   '       ^  oz,  15  dwts.. 

in  theVea™  ^^^^^^^  """^^  *°      gOTerniuont  of  Victona 
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1871.  Quarter  on  cling  March  31 

„           Juno  30  . 

,,           September  30 . 

„           December  31  . 

Total  of  1871  . 

1872.  Quarter  ending  March  31 

„            June  30  . 

„           September  30 . 

„           December  31  . 

Total  of  1872  . 

1873.  Quarter  ending  March  31 

„            June  30  , 

„           September  30 . 

December  31  . 

Total  of  1873  . 

Alluvial 

Quartz 

Total 

0Z3.  dwts. 
173,200  2 
1  Rfl  74.4.     1  a 

165,009  6 

J.  t  UjOU  U  \J 

ozB.  dwts. 
139,934  15 
1  74  fififi     1  4 

181,788  18 
1 74  362  0 

ozs.  dwte, 
313,131  17 

347,678  4 
a.^9,  MR  1 

698,190  1 

670,770  7 

1,368,960  8 

171,851  10 

1.'i7  4S4 

164,572  3 

164,670  8 

1  fil  777      1  <» 

172,700  10 

1  7"^  949  <\ 

336,521  18 
337,272  13 

688,229  0 

672,390  18 

1,360,619  18 

129,046  2 

132,354  6 
145  271  2 

168,665  5 
1  59  fi04  17 

173,405  15 
168,321  0 

297,711  7 

ooq  94^0  q 

305,760  0 
313  592  2 

630,314  15 

669,996  17 

1,300,310  12 

Mr.  E.  Brough  Smyth,  the  Secretary  for  Mines,  remarks  in  his  report  that  it  is 
impossible  to  state  what  quantity  of  gold  is  raised  in  any  year ;  but  the  following 
figures  alFord  data  on  which  estimates  may  be  founded : — 


Exported  according  to  returns  furnished 
by  the  Hon.  the  Commissioners  of  Trade 

Received  at  the  Melbourne  Branch  of 

Raised  according  to  the  estimates  made 

by  the  Mining  Registrars 
Purchased  by  the  several  banks,  from 

returns  made  by  the  managers 

1871 

1872 

1873 

ozs.  dwts.grs. 
1,355,477     3  0 

1,368,942     9  4 
1,290,844   18  1 

ozs.  dwts.grs. 
1,160,554  19  0 
121,905   17  0 
1,331,377   18  0 
1,218,094     9  0 

ozs.  dwts.grs. 
1,115,987  14  0 

104,891     6  0 
1,170,397   12  0 
1,162,492   14  0 

From  the  first  discovery  of  gold  in  the  colony  of  Victoria  to  December  31st,  1872, 
the  quantity  of  gold  exported  and  minted  was  42,037,326  oz.  6  dwts.,  at  4:1.  per  ounce ; 
this  gave  the  value  168,149,305^. 

Exports  of  Gold  from  the  Colonies  mined. 


VicTOHU : 

Gold,  exclusive  of  specie 

Specie  gold  . 
New  Sottth  Wales  ; 


Geld  Coin 


{ 


Dust  and  bar . 
New  Zealand  : 

Gold,  exclusive  of  specie 
Qtjefnslakd  : 

Gold-inat     .  , 


/  ozs. 

£ 

boxes 
£ 

{ozs. 
£ 

/ozs. 


{ 


ozs. 

£ 


1867 


1,433,687 
6,738,993 
671,936 

453 
2,041,383 
136,348 
544,661 

686,753 
2,724,276 

49,092 
189,248 


1868 


1,960,713 
7,843,197 
507,662 

414 
1,771,005 
98,669 
382,616 

637,474 
2,492,721 

165,801 
693,516 


1869 


1,700,973 
6,804,179 
684,819 

500 
2,184,612 
149,094 
578,260 

614,282 
2,341,592 

138,221 
523,045 


1870 


1,529,821 
6,119,782 
577,840 

296 
1,206,569 
178,513 
672,254 

544,857 
2,163,910 

136,773 
489,539 


1871 


1,647,389 
6,590,962 
347,613 

401 
1,724,088 
156,382 
601,250 

730,023 
2,788,368 

125,296 
449,170 


The  imports  of  Australian  gold  into  the  United  Kingdom  in  1873  exhibited  a  largo 
increase  as  compared  with  1872,  having  amounted  to  9,471,00H.  as  compared  with 
6,014,021^,  in  1872,  and  6,919,480i.  in  1871. 
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Gold  in  New  Zealand. — Dr.  Hector  in  the  '  Geological  Survey  Progress  Eeporfc '  gives 
the  following  account : — '  Gold  had  been  long  known  to  exist  at  Coromandel,  a  little 
north  of  the  Shortland  District,  in  1852,  and  it  had  been  regularly  worked  there  since 
1862.    Eumours  had  also  long  existed  that  gold  was  plentiful  in  the  Thames  Valley, 
and  several  Maoris  and  Europeans  had  brought  specimens  to  Auckland  at  various 
times  from  1865.   In  July  1867,  a  native  chief,  named  Taipari,  stimulated  by  the 
offer  of  the  Provincial  Government  of  a  reward  of  5,000^.  for  any  one  who  should  dis- 
cover a  payable  gold-field,  employed  several  men,  both  Europeans  and  Natives  to 
prospect  his  land;  and  gold  was  obtained  by  sluicing  in  the  Karaka  and  Hope  Creeks. 
This  was  taken  to  Auckland  and  shown  to  the  Deputy  Superintendent  and  the  Native 
Commissioner,  and  at  the  same  time  Taipari  offered  to  throw  open  his  lands  as  a  gold- 
field.    Satisfactory  arrangements  having  been  made  with  him,  the  result  was  that  a 
block  of  land  from  the  Hope  to  the  Pukehinan  Creeks,  known  as  the  Karaka  block,  was 
proclaimed  a  gold-field  on  August  1,  1867,  and  a  town  was  laid  out  at  the  mouth  of 
the  Kawaeranga,  and  named  Shortland,    Parties  at  once  set  to  work  sluicing  on  the 
Karaka,  Waiotahi,  and  Moauataiari,  but  with  indiflferent  results  ;  when  on  August  17, 
four  men  discovered  the  gold  in  situ  in  the  Kuranni  on  the  face  of  a  waterfall  on 
the  spot  now  so  well  known  as  Hunt's  Eeef.  This  led  to  further  exploration  for  quartz 
veins,  and  m  a  month  gold  had  been  found  in  about  a  dozen  places.  Further  dis- 
coveries quickly  followed.    Sluicing  was  abandoned,  and  quai-tz-mining  recognised  as 
the  true  industry  of  the  field.    So  satisfactorily  did  this  turn  out  that,  at  the  end  of 
December  1868,  or  seventeen  months  after  the  first  proclamation  of  the  field,  not  only 
had  two  other  distinct  districts,  Tapu  and  Puriri,  been  started,  but  about  1,200  claims 
had  been  taken  up  near  Shortland,  between  800  and  850  of  which  were  then  actually 
working,  and  probably  600  of  the  number  had  seen  gold  in  greater  or  less  quantities 
Twenty-seven  crushing  machines  were  on  the  ground,  and  thirteen  others  wore  going 
up.    The  yield  of  gold  had  exceeded  83,000  ounces,  valued  at  more  than  200  000Z  • 
and  the  population  numbered  about  18,000  souls.  '      " ' 

'Gold  is  now  being  worked  at  Puriri— in  the  district  between  Shortland  and  Tararu 
and  at  lapu.    It  has  also  been  found  in  one  or  two  places  between  Tararu  and  Tapu  • 
and  as  the  same  geological  structure  extends  over  the  whole  district,  there  is  everv 
probability  of  its  existing  much  more  extensively  than  has  yet  been  discovered 

'  The  quality  of  the  gold  differs  considerably  in  different  parts  of  the  field,  and  even 
from  the  same  claim,  it  often  varies  a  good  deal.  Out  of  twenty-eight  assays  from 
various  parts  of  the  Shortland  District,  furnished  by  the  assayer  of  the  Union  Bank 
of  Australia  the  highest  gave  19-5,  and  the  lowest  9-625  carats  fine,  both  being  from 
the  Waiotalu  Creek ;  while  from  the  Lord  Derby  claim,  also  on  the  Waiotahi,  som^ 
stone  yielded  nearly  pure  silver,  being  only  2-75  carats  fine,  and  worth  only  9^.  8^^.  an 
ounce.    The  average  of  the  28  assays  is  15  carats  fine  ^ 

'  The  following  table  gives  the  result  of  these  assays  separated  into  districts  •  and 
although  they  are  much  too  few  to  give  any  decided  results,  they  show  an  Ss'take- 


Locality 

Highest 
carats 

Lowest  carats 

Average 
carats 

Number  of 
assays 

Karaka  

Waiotahi  

Moauataiari  .... 

Kuranni  

Ponga  Flat  .... 
Head  of  Madman's  Gully  .  ', 
Tararu      .      .      .      .  , 

irnu^  1,1   •  ■!  1     -,.  .  ., 

16-  094 
19-500 

17-  594 
16-594 
16-656 
14-031 

16-062 
9-625 
14-687 
13-937 

12-  000 

13-  656 

16-078 
16-094 
15-937 
15-000 
14-328 
13-781 
13-968 

2 
4 
8 
8 
2 
3 
1 

gw.^  ,„xjr  wjuoij  ulstriDucea  tnrough  the  district,  although  certain  narfa 
appear  at  present  to  contain  it  in  more  considerable  quantities  than  fthers  but  t^^^ 
mines  have  not  yet  been  long  enough  worked  to  pronounce  with  much  certaintv  nn 
this  point.  The  fact  before  mentioned,  that  probably  600  out  of  1.2M  claims  had 
gold,  shows  well  how  widely  it  is  distributed  through  the  country,  for  Tt  ^  T 
borne  in  mind  that,  unlike  most  quartz-mining  districts,  the  reefs  h;re  are  not 
tinuous  for  far,  and  that  the  greater  part  fre  but  thin  irregidar  veLs  •  Tl 
the  country  was  not  taken  un  alnnr,  Hn««  nf  innrla  that 


—  — ,  — >^  gruiVLor  part  are  duo  mm  irregular  veinn-  or.  j. 

the  country  was  not  taken  up  along  lines  of  loads  only,  but  SrilS  n'fi.,^?  ?f 
whole  of  the  country  between  the  Hojo  and  Tararu  being  pegged  off  TU'^^^ 
this  that  nearly  one-half  of  the  surface  of  the  count^rUteinrmore  oi  U  "T^ 
%n  situ  Major  Heaphy  informs  me  that  he  has  had  thirty-onrassarLn-?  T  ^"^"^ 
from  the  same  number  of  veins  from  various  localities  in\S^  Smolf^d  ZT 


GOLD 


OrookB  all  of  tvIucIi  gavo  more  or  less  indications  of  gold.  Two  only  showed  a  trace  • 
win  0  tlio  three  highest  wore  3  oz.  6  dwts. ;  and  3  oz.  10  dwts. ;  and  3  oz  18  dwts' 
to  the  ton  respoctm3ly,  the  average  of  the  whole  being  1  oz.  16  dwts.  8  grs.  In  none 
of  thorn  could  gold  be  seen  with  the  naked  eye.  Out  of  1,200  claims  that  have  been 
taken  lip  m  the  Shortland  District  I  estimate  that  about  150,  or  12  per  cent.,  have 
touud  gold  in  sufficient  quantity  to  justify  the  expectation  that  they  will  turn  out  per- 
mauently  payable  mines,  and  I  have  no  doubt  but  that,  as  time  goes  on,  many  more 
wi  ll  bo  added  to  the  number.  As  nearly  the  whole  of  the  Shortland  District  has  been 
taken  up  and  more  or  less  proved  it  follows  that  about  an  eighth  of  its  surface,  which 
IS  about  2,000  acres,  contains  payable  auriferous  quartz-veins.' 

The  Eeport  gave  the  following  return  of  the  yield  of  gold  from  the  Thames  district 
up  to  March  31,  1869,  taken  from  the  Customs'  Returns 

Quarter  ending  March  31,  1869  .  .  .  41,674  ozs.,  value  131,273/. 
The  yield  previous  to  March  31,  1868  .       .     81,035  „       „  250,405/. 

Making  a  total  yield  for  Thames  and  Coroman- 

del  district  to  March  31,  1869  .       .       .    122,709   „       „  381,678/. 

The  total  yield  of  gold  from  all  parts  of  New  Zealand  up  to  the  same  date  was 
4,549,952  ozs.,  value  17,674,532/. 

The  total  value  of  gold  exported  from  New  Zealand  in  1871  was  2,787,520/.,  produced 
from  the  several  gold-fields  to  the  following  amounts.  The  total  value  of  the  gold 
exported  in  1870  being  2,157,585/.,  showing  an  increase  of  629,935/.  :— 

The  produce  of  gold-field  in  Provinces  of  AmTcland 

„  „  Marlborough  . 

,1  „  Nelson  , 

„  I,  Wellington  . 

„  County  of  Westland  . 

„  Province  of  Otago,  including 

Southland  .       ,  , 

The  total  value  of  gold  exported  from  New  Zealand  from  April  1,  1857,  to 
December  31,  1871,  was  6,272,878  ounces;  the  total  value  being  24,352,999/. 
The  statistics  of  New  Zealand,  1871,  give  the  exports  ai gold-dust  as  follow: — 


1870 

1871 

£319,146 

£1,188,708 

7,408 

7,468 

591,610 

439,936 

120 

678,707 

53M48 

660,694 

619,760 

To  United  Kingdom     ,       .  , 

ozs. 
.  185,026 

£ 

705,257 

New  South  Wales  . 

.  294,695 

748,649 

Victoria  

.  332,160 

1,301,839 

China  ..... 

4,833 

■  18,737 

Germany.  .... 

1 

83 

United  States  of  America. 

3,317 

13,883 

730,023 

2,788,868 

Value  of  Total  Im^ports  of  Bullion  and  Sj^eciefrom  the  British  Colonial  Possessions, 


India,  to  March  31 
Straits  Settlements 
Ceylon 
Mauritius  . 
Labuan 

New  South  Wales 
Victoria 

South  Australia . 
Western  Australia 
Tasmania  . 
New  Zealand 
Queensland 
Gape  of  Good  Hope 
St.  Helena  . 
Sierra  Leono 
Ontario  and  Quebec,  to  Juno  30 
Nova  Scotia 
British  Columbia 
Vancouver's  Islnnd 
West  India  Islands  (Bahamas) 
Jamaica 
Trinidad  . 


186T 


£ 

13,236,904 
1,005,011 
892,040 
127,9G7 
9,C82 
1,815,953 
1,083,451 
93,392 
1,745 

30,000 
125,802 
10,000 


1,936,690 

27 
833 

68,890 


1868 


£ 

11,775,873 
080,968 
999,189 
200,028 
14,882 
1,766,988 
2,159,479 
64,508 

i  3,500 
347,040 
6,011 
40,452 


1,019,822 
16,497 

ei 

86,523 


1869 


£ 

15,155,953 
761,590 
1,227,929 
224,863 

849,711 
1,708,226 
91,500 

86,500 
139,150 
6,570 
15,100 


884,798 
41 


106,623 


1870 


£ 

13,954,806 
285,377 
640,690 
134,164 
12,522 
989,885 
1,994,778 
16,000 
6,020 
3,000 
112,690 
6,586 
150,000 
600 

86i,077 
52,168 

66 


156,073 


1871 


£ 

6,444,822 
1,081,482 
855,141 
236,865 
6,917 
2,300,423 
2,508,870 
90,000 
25 

202,983 
34,780 
622,435 

20,265 
555,125 
14,271 


163,360 
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The  Importations  of  Gold  into  the  United  Kingdom,  in  oilier  forma,  arc  given  as  follow :— 


1871 

1872 

Leaves 

From  Bolgiiiin  .... 
,,     France  .... 
„     other  countries . 

Quantities 

Value 

Quantities 

Value 

No. 
19,858,000 
1,776,400 
661,988 

£ 

26,543 
4,030 
945 

No. 
18,647,400 
3,016,000 
490,600 

£ 

32,458 
6,985 
1,036 

Total  . 

22,286,388 

31,518 

22,154,000 

39,478 

Ore  of  Gold,  or  ore  of  -whicli  the  gi'eater 

part  in  value  is  Gold 
FroTn  fiViili 

„     Dutch  West  India  Islands 

„     other  countries . 

tons 
111 

'20 

£ 

24,290 
1,338 

tons 

265 
65 

£ 

6,730 
1,084 

Total  . 

131 

25,628 

320 

7,814 

Gold,  Metallurgic  Treatment  of. — The  gold  found  in  the  sands  of  rirers,  or  in  auri- 
ferous soils,  need  not  be  subjected  to  any  metallurgic  process,  properly  speaking.  The 
gold  seekers  separate  it  from  the  sands,  by  washing  them  first  upon  inclined  tables, 
sometimes  covered  with  a  cloth,  and  then  by  hand  in  wooden  bowels  of  a  particular 
form.  The  methods  of  working  vary  in  diiferent  localities.  The  people  called  Bohe- 
mians, Cigans,  or  Tehinganes,  who  wash  the  auriferous  sands  in  Hungary,  employ  a 
plank  with  24  transverse  grooves  cut  in  its  surface.  Tliey  hold  this  plank  in  an 
inclined  position,  and  put  the  sand  to  be  washed  in  the  first  groove  ;  they  then  throw 
water  on  it,  when  the  gold,  mixed  with  a  little  sand,  collects  usually  towards  the 
lowest  furrow.  They  remove  this  mixture  into  a  flat  wooden  basin,  and  by  a  peculiar 
sleight  of  hand  separate  the  gold  entirely  from  the  sand.  The  richest  of  the 
auriferous  ores  consist  of  the  native  gold  quite  visible,  disseminated  in  a  gangue,  but 
the  veins  are  seldom  continuous  for  any  length.  The  other  ores  of  this  district  are 
auriferous  metallic  siilphides,  sixch  as  sulphides  of  copper,  silver,  arsenic,  &c.,  and 
particularly  iron. 

The  stony  ores  are  fijst  ground  in  the  stamping  mill,  and  then  washed  in  hand- 
basins,  or  on  wooden  tables. 

The  auriferous  sulphides  are  much  more  common,  but  much  poorer  than  the  former 
ores ;  some  contain  only  one  200,000th  part  of  gold,  and  yet  they  may  be  worked  with 
advantage,  when  treated  with  skill  and  economy. 

The  gold  of  these  ores  is  separated  by  two  different  processes ;  namely,  by  fusion 
and  amalgamation. 

The  am-iferous  metallic  sulphides  are  first  roasted ;  then  melted  into  mattes,  which 
are  roasted  anew ;  next  fused  witla  lead,  whence  an  auriferous  lead  is  obtained,  which 
may  be  refined  by  the  process  of  cupellation. 

When  the  gold  ores  are  very  rich,  they  are  melted  directly  with  lead,  without  pre- 
liminary calcination  or  fusion.  These  processes  are  however  little  practised,  because 
they  are  less  economical  and  certain  than  amalgamation,  especially  when  the  gold-ores 
are  very  poor. 

If  these  ores  consist  of  copper  pyrites,  and  if  their  treatment  has  been  pushed  to  the 
point  of  obtaining  auriferous  rose-copper,  or  even  black  copper  including  gold,  the 
precious  metal  cannot  bo  separated  by  the  process  of  liquation,  because  the  gold  liaving 
more  affinity  for  copper  than  for  lead,  can  be  but  partially  run  off  by  the  latter  motjil. 
For  these  reasons  the  process  of  amalgamation  is  far  preferable.  This  process  being 
the  same  for  silver,  we  reserve  its  fuU  description  for  that  metal.    See  Silver. 

The  rich  ores  in  wliich  the  native  gold  is  apparent,  and  merely  disseminated  in  a 
stony  gangue,  are  directly  triturated  with  quicksilver,  without  any  preparatory  opera- 
tion. As  to  the  poor  ores,  in  which  the  gold  seems  lost  amid  a  great  mass  of  iron, 
sulphide  of  copper,  &c.,  they  are  subjected  to  a  roasting  process  before- being  amal- 
gamated. This  process  seems  requisite  to  lay  bare  the  gold  enveloped  in  the  sulphurets. 
The  quicksilver  with  which  the  ore  is  now  ground  seizes  the  wliole  of  its  gold,  in  how- 
ever small  quantity  this  metal  may  bo  present. 

The  gold  produced  by  tlio  refining  process  with  lead  is  free  from  copper  and  lead,  but 
it  may  contain  iron,  tin,  or  silver.   It  cannot  bo  separated  from  iron  and  tin  without 
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great  difficulty  and  expense,  if  the  proportion  of  gold  be  too  small  to  admit  of  the 
employment  of  mm-iatic  acid. 

By  cupoUation  -with,  lead,  gold  may  be  deprived  of  any  antimony  united  with  it. 
Tin  gives  gold  a  remarkable  liardness  and  brittleness ;  a  piece  of  gold,  exposed  for 
some  time  OA'er  a  bath  of  red-hot  tin,  becomes  brittle.  The  same  thing  happens  more 
readily  over  antimony,  from  the  volatility  of  this  metal.  A  two-thousandth  part  of 
antimony,  bismuth,  or  lead  destroys  the  ductility  of  gold.  The  tin  may  bo  got  rid  of 
by  throwing  some  corrosive  sublimate  or  nitre  into  a  crucible,  containing  the  melted 
alloy.  By  the  first  agent,  perchlorido  of  tin  is  volatilised ;  by  the  second,  stannate 
of  potash  forms,  which  is  carried  off  in  the  resulting  alkaline  scoriae. 

Gold  treated  by  the  process  of  amalgamation  contains  commonly  nothing  but  a  little 
silver.  The  silver  is  dissolved  out  by  nitric  acid,  which  leaves  the  gold  untouched; 
but  to  make  this  parting  with  success  and  economy  on  the  great  scale,  several  pre- 
cautions must  be  observed. 

If  the  gold  do  not  contain  fully  tfl  o-thirds  of  its  weight  of  silver,  this  metal,  being 
thoroughly  enveloped  by  the  gold,  is  partially  screened  from  the  action  of  the  acid, 
Wlienever,  therefore,  it  is  known  by  a  trial  on  a  small  scale,  that  the  silver  is  miich 
below  this  proportion,  we  must  bring  the  alloy  of  gold  and  silver  to  that  standard  by 
adding  the  requisite  quantity  of  the  latter  metal.    This  process  is  called  quartation. 

This  alloy  is  then  granulated  or  laminated ;  and  from  twice  to  thrice  its  weight  of 
siilphuric  or  nitric  acid  is  to  be  boiled  upon  it ;  and  when  it  is  judged  that  the  solu- 
tion has  been  pushed  as  far  as  possible  by  this  first  acid,  it  is  decanted,  and  new  acid 
is  poured  on.  Lastly,  after  having  washed  the  gold,  some  sulphuric  acid  is  to  be  boiled 
over  it,  which  carries  off  a  two  or  three  thousandth  part  of  silver,  which  nitric  acid 
alone  could  not  dissolve.    Thus  perfectly  pure  gold  is  obtained. 

The  silver  held  in  solution  by  the  sulphuric  or  nitric  acid  is  precipitated  in  the  me- 
tallic state  by  copper,  or  in  the  state  of  chloride  by  sea-salt.    See  Silver. 

Gold  has  less  affinity  for  oxygen  than  any  metal.  When  alone,  it  cannot  be 
oxidised  at  any  degree  of  heat  with  contact  of  air,  although  in  combination  with  other 
oxidised  bodies,  it  may  pass  into  a  state  of  an  oxide,  and  be  even  vitrified.  The  purple 
smoke  into  which  gold-leaf  is  converted  by  an  electric  discharge  is  not  an  oxide,  for  it 
is  equally  formed  when  the  discharge  is  made  tlirough  it  in  hydrogen  gas.  There  are 
two  oxides  of  gold  ;  the  first  or  protoxide  is  a  green  powder,  which  may  be  obtained 
by  pouring,  in  the  cold,  a  solution  of  potash  into  a  solution  of  the  metallic  chloride. 
It  is  not  durable,  but  soon  changes  in  the  menstruum  into  metallic  gold  and  peroxide. 
Its  constituents  are  96*13  metal  and  3-87  oxygen.  The  peroxide  is  best  prepared 
by  adding  magnesia  to  a  solution  of  the  metallic  chloride ;  washing  the  precipitate  -with 
water  till  this  no  longer  takes  a  yellow  tint  from  miiriatic  acid  ;  then  digesting  strong 
nitric  acid  upon  the  residuum,  which  removes  the  magnesia,  and  leaves  the  peroxide 
in  the  form  of  a  black  or  dark  brown  powder,  which  seems  to  partake  more  of  the 
properties  of  a  metallic  acid  than  a  base.  It  contains  10-77  per  cent,  of  oxygen.  For 
the  curious  combination  of  gold  and  tin,  called  the  purple  precipitate  of  Cassius,  see 
Purple  op  Cassitjs  ;  Coloxjes. 

GOI.I>  AWB  SIIiVER  REPlIfflNG.  Since  the  object  of  this  book  is  to  treat 
nioro  especially  of  the  application  of  scientific  processes  to  commercial  undertakings, 
It  will  not  be  out  of  place  to  give  some  account  of  the  processes  by  which  gold  and 
silver  are  refined,  or  rendered  free  from  other  metals.  In  the  laboratory,  where 
chemical  manipulation  has  reached  a  great  way  to  perfection,  the  precious  metals  are 
separated  by  nitric  acid  and  otlier  agents,  but  the  processes  are  far  too  expensive  and 
tedious  to  admit  of  being  used  upon  a  large  scale. 

For  the  purposes  of  rendering  gold  containing  foreign  metals  sufficiently  pure  for 
the  operations  of  coining,  the  late  Mr.  Warrington  described  a  process  by  which 
lused  gold  IS  treated  with  black  oxide  of  copper,  with  a  view  to  oxidising  those 
metals  which  render  gold  too  brittle  for  manufacture  into-''  coin.  Mr.  Warrington 
proposed  to  add  to  fused  gold,  which  is  found  to  be  alloyed  with  tin,  antimony,  and 
arsenic,  10  per  cent,  of  its  weight  of  the  black  oxide  of  copper,  which,  not  being 
tusibic,  IS  capable  of  being  stirred  up  with  the  fused  mass  of  gold,  just  as  sand  may 
bo  stirred  up  with  mercury,  but  with  this  great  advantage,  that  the  oxide  of  copper 
contains  oxygen,  with  which  it  parts  readily  to  oxidise  any  metal  havinc  a 
greater  affinity  for  oxygen  than  itself.  The  metals,  once  oxidised,  become  lighter 
than  the_  fused  metal,  and  mixing  mechanically,  or  combining  chemically  with  the 
black  oxide  of  copper,  float  to  the  surface  and  are  removed.  In  the  execution  of 
Mr.  Warrington's  proposition,  it  is  imperative  to  use  crucibles  free  from  redupincr 
agents,  such  as  carbon,  and  it  is  found  tliat  half  an  hour  is  sufficient  time  to  n1  W 
the  contact  of  the  oxide  of  copper  with  the  fused  gold.  *°  *^'^'*'^ 

It  has  been  generally  stated  by  those  supposed  to  be  acquainted  with  the  subiect 
that  gold  contaming  tin,  antimony,  and  arsonfc  is  so  brittle  as  to  render  it  wholly  unfit 


720 


GOLD  AND  SILVER  REFINING 


for  coining.  This  roqnircs  modification,  for  although  those  metals,  as  well  as  lead, 
render  gold  so  brittle  that  it  will  readily  break  between  the  fingers,  yet  it  is  not  true 
to  siiy  that  it  renders  gold  so  brittle  as  to  be  incapable  of  being  coined.  In  June  and 
■July  1859,  some  brittle  gold,  to  the  extent  of  about  64,000  ounces,  passed  through 
tile  Mint.  The  bars  were  so  brittle  tliat  they  broke  with  the  slightest  blow  from 
a  hammer,  but  by  special  treatment  the  gold  was  coined  into  tlio  toughest  coins  ever 
produced.  It  may  now  be  stated  that  if  the  system  of  manufacture  be  changed  to 
suit  the  requirements  of  the  case,  gold  cannot  be  found  too  brittle  for  the  purpose  of 
coining.  This  is  simply  a  matter  of  fact,  but  the  expense  of  coining  brittle  gold  is 
undoubtedly  very. great ;  it  is  therefore  wise  that  Mr.  Warrington's  plan  should  be 
adopted  for  all  gold  containing  the  volatile  metals  or  tin.  Osmium-iridium  does  not 
render  gold  brittle.  Dr.  Percy  and  Mr.  Smith  have  demonstrated  that  all  metallic 
substances  found  in  commerce  contain  traces  of  gold,  which  can  bo  separated  by 
carefully-conducted  chemical  processes,  and  it  is  found  that  silver  is  peculiarly  liable 
to  be  in  alloy  with  gold,  and  gold  with  silver  ;  hence  a  process  of  refining  which  shall 
effect  the  separation  of  as  little  as  one  five-hundredth  part  of  gold  from  its  mass  of 
silver,  is  a  matter  of  the  utmost  commercial  importance. 

It  is  with  regret  that  it  is  stated  that  the  refineries  of  London  are  conducted  with 
such  secrecy  as  to  render  a  full  description  of  any  one  of  them  impossible,  while  the 
ignorance  which  will  induce  the  proprietors  of  these  establishments  to  attempt  such 
quietude  is  much  to  be  pitied,  for,  except  so  far  as  regards  details  of  interior  arrange- 
ment, their  processes  are  as  well  known  and  understood  as  it  is  possible  for  any 
manufacture  to  be. 

In  Paris  (the  London  refiners  are  known  to  use  the  '  French  process '),  the  plan 
adopted  is  founded  on  the  fact,  that  at  a  high  temperature  sulphuric  acid  parts  with 
one  equivalent  of  its  oxygen  to  oxidise  an  atom  of  a  metal,  while  the  atom  of 
oxide  so  formed  at  once  combines  with  another  atom  of  sulphuric  acid  to  form  a 
sulphate.  The  atom  of  sulphuric  acid  which  has  parted  with  its  atom  of  oxygen 
passes  off  as  gaseous  sulphurous  acid. 

If  mercury  be  boiled  with  sulphtiric  acid  (commonly  called  oil  of  vitriol),  it  is  found 
that  it  entirely  loses  its  metallic  existence,  and  assumes  the  form  of  a  dense  white  salt. 
This  change  takes  place  at  the  expense  of  the  sulphuric  acid,  and  is  shown  by  the 
following  equation.  Por  explanation  sake,  call  mercury  Hg,  and  sulphuric  acid  SO' ; 
if  now  it  is  assumed  that  one  part  or  atom  of  Hg  be  boiled  with  two  parts  or  atoms  of 
SO',  we  have  Hg  +  SO'  +  SO',  and  for  elucidation  we  may  write  SO'  as  equal  to 
SO'^  +  0 ;  then  we  have  Hg  +  0  +  SO'  +  SO',  which,  under  the  influence  of  heat, 
become  HgOSO'  +  SO^. 


a  white  salt.  gas. 

If  now  the  mind  substitutes  silver  for  mercury,  and  so  writes  Ag  instead  of  Hg, 
the  whole  matter  will  be  understood.  The  silver  is  dissolved  in  sulphuric  acid  just 
as  sugar  would  be  in  water,  and  in  this  fact  we  have  a  valuable  means  of  separating 
it  from  gold.  If  for  a  moment  one  imagines  a  mass  of  silver  alloyed  "with  gold  to  be 
represented  by  a  piece  of  sponge  filled  with  water  and  frozen,  it  is  well  known  that  if 
the  mass  be  warmed  the  ice  is  melted,  and  in  the  form  of  water  filters  from  the  sponge  ; 
just  so,  if  a  mass  of  the  alloy  of  the  precious  metals  be  boiled  in  sulphuric  acid,  the 
silver  is  dissolved  or  washed  away,  leaving  the  gold  in  the  form  of  a  sponge,  which, 
as  it  becomes  exposed  to  the  bubbling  of  the  acid,  is  detached  and  falls  to  the  bottom 
of  the  vessel  in  which  it  is  boiled. 

If  by  assay  the  silver  to  be  refined  is  found  to  be  very  rich  in  gold,  it  is  better  to 
fuse  the  mass  with  more  silver,  so  as  to  produce  a  mass  containing  at  least  3  of  silver 
to  1  of  gold,  and  this  alloy,  in  its  fluid  state,  should  be  poured  into  cold  water,  by 
which  the  falling  stream  is  suddenly  chilled,  and  the  particles  become  what  is  tech- 
nically called  '  granulated.'  The  stream  should  fall  some  distance  (not  less  than  2 
feet)  through  the  air  before  it  reaches  the  water,  that  tlie  copper  (if  any  bo  present) 
may  be  as  much  as  possible  oxidised,  with  a  view  to  saving  sulphiiric  acid. 

In  all  cases  the  alloyed  metals  should  be  granulated,  because  the  extended  surface 
of  metal  presented  to  the  hot  acid  saves  much  time. 

Silver  containing  loss  than  part  of  its  weight  of  gold  is  found  not  to  pay  for 
separation,  but  any  which  contains  this  amount  or  more  is  treated  as  follows  : — 

Vessels  of  platinum  were  formerly  used  and  wore  deemed  indispensable,  but  experi- 
ment has  proved  that  these  may  be  safely  replaced  by  cast-iron  vessels ;  in  both  cases 
the  boilers  or  retorts  are  provided  with  tubes  passing  from  the  top  into  chambers  which 
receive  the  acid  gases  and  vapours. 

Tlio  platinum  vessels  used  by  Mr.  Mathisonand  subsequently  by  Messrs.  Rothschild 
for  many  years  are  now  out  of  use ;  but  as  sketches  of  tiie  vessels  actually  used 
cannot  be  obtained,  it  is  deemed  wise  to  give  a  sketch  of  the  platinum  vessels, 
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which  weigh  323-40  troy  ounces,  and  contain,  if  filled  to  the  neck,  8  gallons  of  water. 
A,  the  retort  or  boiler;  b,  the  head  provided  with  a  tube  of  platinum,  d,  to  which  is 
joined  at  the  time  of  use  a  long  tube  of  lead,    c  is  a  tube  terminating  on  the  shoulder 
of  the  boiler  and  provided  with  a  lid,  and  is  of  service  to  allow  of  the  occasional 
fnfTTf^.f  the  silver  during  so  uti on,  and  of  the  addition  of  the  small  quantity  of 
i  at  the  termination  of  the  chemical  action.    The  vessels  became  much  coated  with 
gold  which  was  romovod  with  difficulty  and  at  great  risk  of  attack inT  tL  platinum. 
The  sketches  {Jigs.  1121,  1 122,  and  1 123)  are  on  a  scale  of  1  inch  tl  a  foot 
According  to  convenience  and  requirements,  the  retort  or  boilers  may  be  multiplied 
as  to  number,  but  abou  5  or  6  would  seem  to  be  a  convenient  set  fo^oCrat^ns  In- 
dependently of  the  smaller  prime  cost  of  cast-iron  retorts  or  boilers  (now  Sed  in  place 

1121 


1122 


'         'lu^'^  advantage  of  being  able  to  use  acid  which  is  not  free  fron. 
S  n  .^nK^^^^^^^^  Of  the  retorts  is  practically  not  worth  consideration,  if 

acts  i"  ^-^^  ""^^      P^^^^      P"^^  these 

iron  :.vn.f/7     ^.'l^^^'^g  to  f  me  influence  (is  it  chemical  or  catalytic  ?)  which  the 

wL  used  iheT.?r;fn''  f  '°  P^-'P^^^^"  t°  the  precimis  ietels  than 

was  usea  VJien  platinum  vessels  were  believed  to  be  necessary. 

mitrl  ^'130  to  1,300  troy  ounces  of  the  granulated 

ZZt  S    ?t  f         ^^''^'^  ^th  about  twice  or  twice  and  a  half  times  its 

vosctcelS^^  -'P-.^^-  h««t  is  gradually  raised  untU  effe^! 

s  rXed  nearlv  to  -gulated  with  care,  while  at  last,  the  temperature 

s^er  it  is  Wp.  .n?^  toiling  point  As  in  the  case  of  mercury  so  in  the  case  of 
w S  the  escW%;?iK         '^"f  P°^°*'        ^^^Ipl^^ric  acid  distils  off 

has  been  effXl  T"'  '^il  ^V'^^'^^S  to  the  care  with  which  the  granulating 
suTplmrou  t  U^^^^^^^^^  ^     *  l^^"'*^-    When  the  elimination  of 

tiTshows  thl  exSv  Pn°^''f  T    ^""-"^^  t"     terminated,  and  chemical  examina- 
copper  arTfor^prf^  ^  equivalent  quantities  of  sulphate  of  silver  and  sulphate  of 
LTequrtlX^t  aMo'^^^^         the  sulphuric  acid.  ^In  practice  the  sulphurous  acic 
sulphuric  add  ^       ^  '^^^^^      ""''^  ^"0^  the  re-composition  of 

10  ySonrte?min?/^ ^«  ^  h°-'^°^tal  kaden  tube  from  8  to 

Lid?  Sclukte  S  .^^^  ^  i"'''"  f"""^^'''  i^^^hieh  sulphuric  and  sulphurous 
violence  nf  thi  !t  ^'^^\^°'^^  Bvl^h^t^  of  silver,  mechanically  carried  over  by  the 

eSen  chL t.t?''"^  .  ^"^"^  ^^^^  the  acid  which  accumulates  in  this 
S  Lm  1  7ol7  1.  h'^-  ^-  t^-''"^  ^'^^^^  t°  1-^*^3.    The  reduced  strength  of  e 

suIphS^acid   s  r?nl  T'^'^y  understood  if  the  fact  be  remembered  that 

oXt™  anhtl^^^^^^^^^^  °^  anhydrous  sulphuric  acid  and  water,  and  that 

frlendlv  parfft^  r  concerned,  although  the  water  performs  So 

indenendentW  ^  fi' •       ^     ■    ?^  "^^^h  the  sulphurous  acid  as  it  is  eliminated  -  but 

^'tSt^Znt^^^^  \r  r ^^'""'^  p^^t' 

and  when  this  is  sSriVi!  ^ i  ^  i  7.1^^  anhydrous  acid  itself  distils  off, 
When  the  act  on  has  qi  to  te  iT"  °Pemt>on  is  carried  rather  too  far 

from  60  to  Rn         ^       terminated,  it  js  customary  to  add  to  each  boiler  or  retnr 
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and  allow  to  stand  for  half  an  hour,  during  which  time  tho  gold  is  precipitated.  The 
object  in  adding  this  amount  of  sulphuric  acid  is  to  form  a  clear  solution,  that  the 
gold  may  he  enabled  to  settle  to  the  bottom ;  water  could  not  bo  added,  because  it 
Tivould  probably  cause  an  explosion  by  the  lieat  evolved  in  its  combination,  and  because 
sulphate  of  silver  is  not  very  soIuIjIo  in  water,  while  it  is  soluble  to  a  very  large 
extent  in  hot  sulphuric  acid.  At  the  end  of  half  an  hour  tho  clear  liquor,  containing 
in  solution  the  silver  and  copper  as  sulphates,  is  decanted  and  mixed  with  bo  much 
•water  as  shall  reduce  it  to  a  sp.  gr.  of  from  1-2080  to  1-2606,  and  well  stirred.  Copper 
plates  are  then  introduced,  while  the  solution  is  kept  hot  or  boiling  by  a  jet  of  steam. 

The  silver  salt  is  decomposed  by  the  copper  plates,  and  the  copper  passes  into 
solution  as  sulphate  of  copper,  so  that  at  the  end  of  the  precipitation  the  solution  con- 
tains the  copper  of  the  original  alloy,  as  well  as  tho  copper  which  has  been  used  to 
precipitate  the  silver.  The  silver  precipitates  or  falls  to  the  bottom  in  a  finely  divided 
or  spongy  form,  and  it  is  commonly  thought  that  the  whole  of  the  silver  is  thrown 
down  when  a  portion  of  the  solution  is  not  rendered  turbid  by  a  solution  of  chloride 
of  sodium  ;  but  in  the  presence  of  a  strongly  acid  solution  this  test  is  not  to  be  relied 
on  for  minute  quantities  ;  therefore,  in  some  refineries,  the  solution  is  allowed  to  rest 
for  days  together  in  leaden  cisterns  in  which  copper  plates  are  placed,  so  that  by  these 
means  the  last  traces  of  silver  are  obtained. 

If  the  amount  of  gold  be  very  minute,  the  original  solution  is  well  stirred  and  then 
allowed  to  settle  for  some  time ;  when  finely-divided  gold,  mechanically  mixed  with 
crystals  of  sulphate  of  silver  and  crystals  of  sulphate  of  copper,  is  found  at  the  bottom. 
This  deposit  is  boiled  with  water,  and  is  then  transferred  to  a  vessel  in  which  it  is 
kept  hot,  and  is  brought  into  contact  with  suspended  copper  plates,  by  which  the  silver 
is  rendered  metallic,  and  falling  to  the  bottom  of  the  vessel,  mixes  -with  the  gold.  The 
mixed  precipitate  of  silver  and  gold  is  then  dried,  melted,  and  granulated,  and  treated 
with  sidphuric  acid,  as  in  the  process  already  described.  By  this  extra  process  the 
gold  becomes  concentrated  by  the  removal  of  the  silver,  and  is  then  thrown  down  in 
larger  and  more  easily  collected  particles.  When  the  gold  is  finely  divided  and 
precipitates  slowly,  the  following  plan  is  sometimes  adopted  : — The  whole  precipitate, 
containing  finely-divided  gold  mixed  with  sidphate  of  silver,  is  washed  well  -with 
warm  water,  and  left  to  rest.  The  sulphate  of  silver  is  dissolved,  whilst  the  gold  settles 
to  the  bottom  of  the  vessel,  but  it  is  still  mixed  with  a  minute  quantity  of  sulphate  of 
silver.  It  is  drained  and  placed  in  the  retort  or  boiler  of  cast  iron,  and  boiled  with 
sulphuric  acid ;  this  boiling  is  twice  repeated,  and  at  last  a  very  diluted  solution  of 
sulphate  of  silver  is  obtained ;  but  by  the  boiling  the  gold  has  assumed  a  form  which 
enables  it  to  precipitate  rapidly ;  in  fact,  the  flocculent  sponge  becomes  a  mass  of  dense 
particles,  which  fall  readily  to  the  bottom,  are  collected  and  well  washed,  to  free  them 
from  silver,  and  are  then  dried  ready  for  melting. 

The  solution  of  sulphate  of  silver  is  evaporated  in  leaden  vessels  by  the  agency  of 
steam,  until  it  becomes  saturated,  and  is  then  aUowed  to  stand  for  an  hour  that  all 
the  gold  may  separate,  and  is  afterwards  drawn  off  either  by  a  tap  placed  about  half  an 
inch  from  the  bottom  of  the  vessel,  or  by  a  siphon,  and  is  then  treated  -with  copper 
plates,  as  already  detailed. 

In  all  cases  the  precipitated  spongy  silver  is  carefully  washed  to  free  it  from  sul- 
phate of  copper,  and  dried  by  heat  or  by  hydraulic  pressure  ;  but  if  dried  by  pressure 
the  masses  obtained  are  found  to  contain  from  8  to  10  per  cent,  of  water,  and  are 
therefore  dried  by  a  gentle  heat  to  avoid  the  breaking-up  of  the  masses,  from  the 
sudden  formation  of  steam,  as  well  as  to  save  the  chance  of  destroying  the  pot  of 
Picardy  clay  in  which  the  silver  is  melted  when  it  has  been  dried. 

After  melting,  the  silver  is  found  to  retain  traces  of  gold,  which  are  so  minute  as 
to  be  overlooked,  since  the  cost  of  recovery  would  exceed  the  value  of  the  gold  to  he 
recovered ;  but  the  silver  is  found  to  be  alloyed  with  from  5  to  6  thousandths  of  its 
weight  of  copper,  which  appears  to  be  left  in  the  form  of  sulphate,  notwithstanding 
the  washings  to  which  the  silver  has  been  subjected.  It  is  practically  impossible  to 
wash  away  the  last  traces  of  sulphate  of  copper.  This  small  amount  of  copper  is  of 
little  importance,  since  it  amounts  to  but  6  parts  of  copper  alloyed  with  995  parts 
of  silver,  yet  this  may  be  removed  by  fusion  and  treatment  with  nitrate  of  potassa. 

During  the  whole  process,  even  if  copper  be  not  present  in  the  original  m_ass_  of 
metol  to  be  refined,  it  is  to  be  observed  that  copper  plates  are  used  for  precipitating 
the  silver ;  therefore  sulphate  of  copper  is  formed  inconsiderable  quantities,  and  as  this 
salt  has  a  high  commercial  value  as  giving  the  base  for  many  colours  used  in  painting 
and  paper-  hangings,  as  well  as  for  agricultural  purposes,  it  becomes  desirable  to  obtain 
this  salt  in  a  saleable  form.  Tho  solution  is  therefore  evaporated  to  a  sp.  gr.  of 
1-3804,  and  allowed  to  cool,  when  crystals  deposit;  but  since  sulphate  of  copper  de- 
posited from  strongly  acid  solutions  is  mixed  with  the  anhydrous  salt,  the  whole  mass 
of  crystals  is  re-dissolved  in  warm  water,  and  allowed  to  stand  in  leaden  vessels  about 
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6  ft.  long,  3  ft.  deep,  and  3  ft.  -wide,  that  the  crystals  may  deposit  slowly,  as  slow 
formatioa  produces  large  crystals,  which  are  more  easily  collected.  The  sulphate  of 
copper  is  represented  by  CuO,S0^5HO  (CuS0^5H^0).  The  mother-liquors  are 
evaporated  and  returned  to  the  works,  being  in  fact  free  sulphuric  acid,  with  a  small 
amount  of  sulphate  of  copper  in  solution.  The  parts  of  the  hydraulic  presses  which 
come  in  contact  with  the  silver  at  the  time  of  pressing  are  coated  with  a  compound  of 
tin  and  lead,  hardened  by  mixture  with  antimony.  Cast  iron  is  very  little  attacked  by 
concentrated  sulphuric  acid,  but  it  is  necessary  to  avoid  wrought  iron  in  any  shape^  and 
copper  vessels  would  of  course  be  rapidly  destroyed. 

The  floors  should  be  covered  with  lead  of  tolerable  thickness.  The  melting-pots 
used  in  France  are  made  of  Picardy  clay,  and  hold  from  2,200  to  2,600  troy  ounces  of 
silver.  The  pots  cost  from  4d.  to  6d.  each,  and  if  dried  and  used  with  care,  very 
seldom  crack  or  break. 

The  total  cost  of  refining  silver  in  Paris,  inclusive  of  the  loss  by  melting,  is  stated 
to  be  15  centimes  for  32  troy  ounces ;  but  it  must  be  understood  that  the  loss  of 
silver  by  melting  is  absolutely  very  minute,  because  the  flues  are  swept,  and  the  sweep- 
ings so  obtained  are  made  to  yield  the  silver  which  has  been  volatilised,  while  the 
pots,  &c.,  are  groimd  and  made  to  yield  their  absorbed  silver. 

In  the  event  of  the  mass  containing  much  copper  and  little  silver,  it  is  usual  to 
granulate  the  mass  and  roast  the  granulated  particles  to  oxidise  the  copper;  the  oxide 
of  copper  is  then  dissolved  out  by  diluted  sulphuric  acid,  and  the  remaining  mass  of 
silver,  with  a  smaller  amount  of  copper,  is  treated  in  the  ordinary  way. 

If  the  gold  contains  platinum,  it  is  found  that  it  is  apt  to  retain  from  4  to  5  per 
cent,  of  silver,  which  must  be  separated  by  mixing  the  precipitated  gold  with  about 
a  tourth  of  its  weight  of  anhydrous  sulphate  of  soda  (which  is  preferred  to  sulphate 
ot  potassa,  on  account  of  its  greater  solubility  in  water),  and  to  moisten  this  mass 
^th  concentrated  sulphuric  acid,  using  about  6  or  7  parts  of  acid  to  every  10  parts 
ot  sulphate  of  soda.  The  moistened  mass  is  then  heated  till  sulphuric  acid  ceases  to 
distil  off,  and  the  heat  is  then  raised  till  the  whole  mass  melts;  and-  by  extracting 
the  sulphate  of  silver  and  sulphate  of  soda  the  gold  will  be  found  to  contain  99-40  pei 
'^^^P- i  ™t  if  the  process  be  repeated,  the  gold  is  obtained  of  a  purity  of  aslo 
When  the  silver  has  been  removed,  the  gold  is  fused  with  nitre,  which  oxidises 
and  removes  the  platinum;  but  the  potash  salt  formed  is  found  to  contain  gold  so 
that  the  gold  and  platinum  are  obtained  from  the  potash  salt  mixed  with  fused  nitre 
by  the  process  of  cupellation,  for  which  see  Silver.— G  FA 

A  simple  process  of  refining  gold  by  means  of  chlorine  gas  was  introduced,  a  few 
years  ago  by  Mr.  F  B.  Miller,  of  the  Sydney  branch  of  the  Eoyai;Hint.  It  consist^ 
m  passing  chlonne  through  the  melted  gold,  by  thrusting  into  the  molten  metal  a  small 
clay  tube  connected  with  the  stoneware  vessel  in  which  the  chlorine  is  generated  The 

Zilf^^?r''^^^'^^'T  ^l^^y-  chloride  of  silver  thus 

formed  floats  on  the  surface  of  the  purified  gold.    Miller's  processs  is  now  extensively 
"^Z    "^^^  be  advantageously  applied  when  the  proportion  of  silver  in  the 
gold  does  not  much  exceed  ten  per  cent.  «^  oua 

P  Jff  following  remarks  on  the  '  HaU-Marking  of  Gold '  is  from  the  pen  of  Mr  Wm 
Chaffers,  the  author  of  'Hall-Marks  on  Plate  '  1^        iu.r.  wm. 

Ac^^^^^'^^"*^^  °^  quality  of  gold  and  silver  as  stamped  by  the  Government 
Assay  Offices  is  a  matter  of  such  great  importance  to  the  public  that  any  dou  JuhTwu 
upon  It  ought  immediately  to  be  thoroughly  investigated.  ^ 

Ihe  standard  of  the  precious  metals  has  been  insisted  on  by  the  laws  of  the  land 

^th  thrLeonard'.Vi''^'^^^  Goldsmiths'  Company,  who  stamped  them 

vntti  the  Leopards  Head  as  a  sign  to  the  pubUc  that  a  piece  of  gold  or  silver  wS 
actually  of  the  quahty  thereby  signified.  It  was  ordained  in  1327  that  in  aU  cities 
and  towns  in  England  where  goldsmiths  reside,  one  or  two  of  the  craft  for  the  rest  S 
HeVd'if  "l'^'^  T.'  ^  ^^^^^'^^  ^"'^  ^'^^^  «tamp  of  a  puncheon  of  a  tSd's 
Sriv  H«t  T°^^'  time  it  has  been  ordained,  and  at  tha? 

S  dsmffbl  J't  "T'^'i  ^'^'"P^  b«       npon  the  p  at^ :  1.  fhe 

^«inf™      "lark  who  made  it.    2.  The  mark  of  the  assayer  (a  letter  of  the  alDhabeJ 

inofh^^    '/T^- 1  •  "^'^^'^  °f      Goldsmiths'  Hall  (a  Leopard's  Head  cSS^ 

Another  mark  of  a  ho^^^^^^^ 

continued  .      ^^""^  ^f'^f  privileged  to  mark  plate  ;  but  as  many  had  dis- 

continued, another  act  was  passed  in  1700,  by  which  York,  Exeter  BnstJ  nLT 
fn  imT^  ™  f°™-lly  appointed.    In  i702  Newcastle  w^rddk  to  fie  Ust  S 

I   ?™^«gham  and  Sheffield  were  also  privileged  to  assay  and  stam^  ^U 
plate,  each  town  placing  a  stamp  of  their  arms  for  the  purpose  SentificS 
These  two  standards  of  plate-gold  of  22  carats,  and  Er  of  H  oz  f  2; 
eterhng  have  remained  unchanged,%xcept  for  a  short  period  ofV/yea^when  a  pi^:,' 
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quality  of  gold  was  introducod  wiUod  the  new  standard,  but  it  was  found  too  soft  for 
gononil  use. 

In  1798  a  lower  standard  of  gold,  consisting  of  18  carats  pure  gold  out  of  the  24, 
was  allowed  by  the  Act,  indicated  by  the  stamp  of  a  crown  and  18  instead  of  the  lion 
passant.  In  1854  inferior  qualities  of  gold  wore  legalised  to  bo  stamped  in  figures 
setting  forth  the  fineness— viz.  15,  12  and  9  carats  pure  gold  out  of  the  24. 

It  may  be  well  to  state  for  the  information  of  the  public,  and  to  put  people  on  their 
guard  in  purchasing  gold — that  whether  of  the  best  or  worst  quality,  it  is  still  termed 
so  and  sold  as  warranted  gold,  although  the  value  ranges  from  85*.  to  30«.  per  oz. — 
that  24-carat,  or  pure  gold,  is  worth  4Z.  4.'t.  ll^d.  per  oz. ;  22-carat,  or  standard,  is 
worth  3^.  17s.  lOhd.  per  oz. ;  20-carat  (Ireland  only)  is  worth  3/.  10.s.  9Jt?.  per  oz. ;  18- 
carat  is  worth  31.  3s.  S.Jal.  per  oz. ;  16-carat  is  worth  21.  13s.  Id.  per  oz. ;  12-carat  is 
worth  21.  2s.  5^d.  per  oz. ;  9-carat  is  worth  ll.  lis.  IQ^d.  per  oz. 

Hence  any  purchaser  may  tell  by  the  stamp  the  intrinsic  value  of  the  article  oflfered 
for  sale,  to  which  must  necessarily  be  added  the  cost  of  manufacturing.  The  marks 
thus  aflRxed  to  the  article  by  the  Government  Assay  Ofi&ces  afford  the  surest  guarantees, 
and  have  never  before  been  questioned.  It  is  true  a  slight  variation  of  a  few  grains 
may  be  detected  in  assaying  a  finished  piece  such  as  a  watch-case,  but  this  arises 
from  the  solder  employed  in  putting  the  object  together. 

COIiS  ASSAVIITG. — This  may  be  conveniently  divided  into :  1.  The  assaying 
of  gold  ores ;  2.  The  assaying  of  gold  alloys. 

1,  The  Assaying  of  Gold  Ores. — a.  Quartz  and  Earthy  Substances  containing 
Gold. — The  ore  is  reduced  to  fine  powder  and  passed  through  a  sieve  of  80  holes  to 
the  linear  inch,  and  any  residual  gold  is  carefully  collected,  rolled  up  in  a  convenient 
quantity  of  lead,  cupelled  (for  a  description  of  the  process  of  cupellation  and  the  fur- 
nace employed,  see  Silver),  and  the  resulting  button  of  metal  treated  in  the  same 
manner  as  those  subsequently  obtained  from  the  assay  of  the  sifted  portion.  The 
total  weight  of  the  sample  is  ascertained  in  order  that  the  proportion  of  gold  and 
silver  obtained  from  the  residual  metal  may  be  calculated.  The  sifted  portion  is  well 
mixed  and  submitted  to  assay  as  follows: — From  500  to  1,000  grs.  of  the  ore  are 
weighed  out  and  mixed  with  from  600  to  1,200  grs.  of  dried  carbonate  of  soda,  600  grs. 
of  litharge  or  red  lead,  and  20  grs.  of  charcoal-powder.  The  mixture  is  placed  in  a 
Cornish  or  earthen  crucible,  and  then  submitted  to  a  gradually  increasifag  heat  in  an  air- 
furnace,  heated  with  coke  or  other  suitable  fuel,  until  fusion  is  completed  in  from^  20 
to  30  minutes.  Considerable  effervescence  will  occur  at  the  first  part  of  the  operation, 
from  the  escape  of  carbonic  acid  gas ;  when  tranquil  the  crucible  is  removed  from  the 
furnace  and  its  contents  poured  into  an  iron  ingot-mould  (fig.  534,  Art.  Coppeb), 
and  when  cold  the  slag  is  detached  from  the  button  of  lead.  The  lead  is  cupelled 
(see  Silvbb),  and  the  button  of  gold  and  silver  weighed  in  a  balance,  turning  with 
_  1.  th  of  a  grain.  After  weighing,  the  button  is  rolled  up  along  with  2^  times  its 
\vei°ght  or  less  of  silver,  in  from  10  to  50  grains  of  lead,  re-cupelled,  and  the  alloy 
obtained  flattened  out  under  a  hammer,  parted,  and  the  gold  weighed.  After  correc- 
tion for  the  silver  conta,ined  in  the  litharge  or  red  lead  used  for  the  assay,  the  amount 
of  silver  present  is  ascertained  by  deducting  the  weight  of  the  gold  from  the  weight  of 
the  silver  and  gold  previously  foimd.  For  fusion,  part  of  the  carbonate  of  soda  may  be 
replaced  by  calcined  borax;  the  boro-silicates  produced  being  toiore  fusible  than  silicates. 

b.  Auriferous  Pyrites  with  or  without  Fei7i-Stuff  and  Earthy  Matters.— 1,000  grs.  of 
the  finely-powdered  ore  are  to  be  taken,  and  calcined  in  a  roasting-dish  in  a  muffle,  or 
in  an  earthen  crucible,  in  an  open  air-furnace.  The  heat  is  carefully  regulated  at 
first  to  prevent  softening  of  the  particles  or  clotting,  and  the  calcination  continued, 
wth  frequent  stirring,  until  the  smell  of  sulphiirous  acid  ceases.  When  cold,  the 
calcined  ore  is  mixed  with  about  500  grs.  of  dried  carbonate  of  soda,  from  300  to  400 
grs.  of  calcined  borax,  500  grs.  of  litharge  or  red  lead,  and  from  30  to  60  grs.  of  char- 
coal-powder, according  to  the  proportion  of  oxide  of  iron  present.  Fusion  is  conducted 
in  an  earthen  crucible,  and  the  assay  completed  as  previously  described  {a),  band 
may  be  used  in  place  of  borax,  and  is  cheaper.  When  arsenic  is  present,  it  is  only 
partly  expelled  by  calcination.  A  piece  of  iron  is  therefore  added  during  fusion,  and 
the  speiss  obtained  detached  from  the  button  of  lead  before  cupellation  men  copper 
pyrites  is  present  the  addition  of  more  litharge  or  red  lead  is  requured  for  fusion  to 
remove  the  copper  during  cupellation.  In  England  and  Australia  the  gold  and  silver 
results  obtained  from  the  assay  are  reported  to  ounces,  penny^veights,  and  grains  troy 
upon  the  statute  ton  of  2,240  lbs.  ,  ,        .        .,    ,  ^f.^„ 

c.  Assay  in  the  '  Washing-bowl,'  Tin-dish,  or  other  Fessel.-This  method  is  often 
resorted  to  in  prospecting  at  the  diggings,  and  under  other  circumstances,  to  ascertain 
the  approximate  qiiantity  of  gold  (native  gold)  present  m  a  sample  of  quartz  or  other 
ore.  'rhe  ore  is  finely  powdered,  and  from  1,000  to  7.000  grs.  (  =  1  lb.  avoid.)  are 
thrown  uixjn  the  washing  vessel,  and  thoroughly  rotted  with  water.    The  muddy 
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portion  is  first  removed,  and  the  -washing  repeated  with  successive  portions  of  water, 
and  with  a  shaking  motion,  which  can  only  be  acquired  by  practice,  so  as  to  finally 
collect  the  gold  in  the  lower  part  of  tlie  vessel.  When  the  earthy  matters  have  been 
removed,  the  gold  is  carefully  dried,  collected,  and  weighed,  or  in  some  cases  mercury 
is  added  to  collect  the  gold,  and  the  amalgam  afterwards  heated  to  drive  off  the 
mercury,  and  the  residual  gold  weighed.  When  pyrites  is  present,  it  remains 
for  the  most  part  with  the  gold.  To  separate  it,  the  residue  is  roasted  or  calcined, 
and  the  resulting  oxides  of  iron  and  copper  removed  by  submitting  it  to  a  washing 
process,  with  or  without  the  addition  of  mercury. 

2.  The  Assaying  of  Gold  Alloy s.~a.  Gold-parimff.—Ba.T-g6[d,  and  alloys  used 
for  monetary  and  other  purposes,  are  assayed  by  this  method.  1 0  grs.,  or  other  convenient 
quantity,  of  the  sample  is  weighed  out  on  a  balance  turning  with  j^osth  of  a  grain. 
To  the  weighed  metal  is  added  2^  times  its  weight,  or  less  of  silver,  and  both  are 
rolled  up  in  60  grs.  or  more  of  lead-foil,  according  to  the  quantity  of  copper  present, 
and  cupelled,  in  order  to  alloy  the  gold  with  the  silver,  and  remove  the  copper  or 
other  metallic  impurities.    When  cold  the  resulting  button  is  removed  from  the  cupel, 
cleansed,  and  flattened  out  under  the  hammer,  or  rolled  out  into  a  riband  or  fillet  of 
from      to  3  inches  in  length.    The  fillet  is  annealed  by  heating  it  to  duD  redness,  and 
then  rolled  up  into  a  loose  coil.    The  coil  is  transferred  to  a  parting  flask,  and  boiled 
for  15  minutes  in  nitric  acid,  of  specific  gravity  1-2  (about  1  part  by  measure  of  acid 
to  2  of  water).  The  acid  is  carefully  poured  off,  the  cornet  washed  with  warm  distilled 
water,  and  then  boiled  for  20  minutes  in  nitric  acid,  of  specific  gravity  1-3  (about  1 
part  by  measure  of  acid  to  1  of  water),  a  fire-clay  pea,  or  a  small  piece  of  well -burnt 
charcoal,  being  placed  in  the  fiask  to  prevent  the  ebullition  taking  place  irregularly 
and  with  sudden  bursts,  which  would  be  liable  to  break  the  cornet,  or  eject  a  portion 
of  the  liquid  from  the  flask.     The  acid  is  poured  off,  the  cornet  washed  with 
water,  and  the  clay  pea  removed.    The  cornet  is  transferred  to  a  small  clay  crucible 
by  dexterously  inverting  the  flask  previously  filled  with  water.    The  water  is  drained 
off  from  the  crucible,  and  the  cornet  dried,  annealed,  or  heated  to  dull  redness,  and 
weighed.    A  very  small  portion  of  silver  is  retained  by  the  gold.    In  order  to 
ascertain  the  amount  of  error  due  to  the  surcharge  or  the  correction  for  this  silver 
when  several  assays  are  made,  a  number  of  proofs  or  chec/cs  are  passed  through  the 
process  along  with  the  alloys.    These  proofs  consist  of  weighed  portions  of  pure  gold 
to  which  IS  added  a  proportion  of  copper  equal  to  that  estimated  to  exist  in  the  allov 
to  be  assayed    The  excess  of  weight  finally  obtained  in  these  proofs  gives  the  amount 
to  be  deducted.  It  generally  varies  from  0-1  to  0-5  in  1,000.  The  amount  of  correction 
will  depend  on  the  weight  of  alloy  submitted  to  assay,  the  proportion  of  silver  added 
the  care  in  fnm,  the  strength  of  the  nitric  acid  used,  and  the  time  employed  in  the 
first  and  second  boibngs.    The  cornets  are  sometimes  boiled  a  third  time  in  nitric 

nent^iw^T.?"  ""l^t^  ^^^^^  absolutely 

necessary  that  the  acids  should  be  pure,  and  that  the  silver  used  is  most  carefully 
freed  from  the  traces  of  gold  which  it  usually  contains.  ^ 
The  last  traces  of  silver  may  be  removed  from  the  cornet  by  treating  it  before  the 
fina  annealing  with  fusing  bisulphate  of  potash  in  a  porcelain^ crucible^  When  suffi! 
ciently  cool,  the  who  e  is  heated  with  hot  water  containing  a  little  sulphuric  add  and 

Wv't  -o'^rft  -^l''^'  ^'''^        be^btained  of  llm"st  abskute 

purity,  or        as  it  is  termed.    The  following  results  obtained  by  the  late  Mr  T  H 
Henry  will  serve  for  illustration  :-Ten  grains  of  pure  gold,  alloyed  with  three  times 
O-oTfi^ V  t^ojled  with  acidat  22°  B.,  'and  3^2°  ^  once^weSc 

nt%9o'T?  ^  half-sovereign,  with  silver,  &c.,  and  acid  at  22°  and  tVice 

?15  2 ;  agairoiS  2  ''  ^^'^  ^"^  ^^^^^P^^^^  P°*^^" 

lead'^XwKf^^^-f  ^^^^^  *°  '^"P^ll^'i         «lver  and 

was  i^rSilTv  or .^^^^Iphate,  gave  in  one  case  precisely  the  same  as 
was  tasen  originally,  or  ipg,  and  in  another  999-98. 

The  assays  are  reported  on  1,000  parts  to  ^rd  of  a  thousandth.    The  assavs  are  also 

w«thT  r'-'     T""''  '  P^^^  g^l'i  i«        to  he  Me.  ■  TIms-^r?8  parts  bv 

weight  of  gold  are  obtained  from  24  parts  of  the  alloy  submitted  to  assay  it  is  said  to 
belS-carate  fine.  For  jewellers  and  others  the  assays  are  also  reported  in  relation 
to  British  Standard  Standard  gold  contains  22  parts  of  gold  in  2?  If  the  assav  rT 
suit  of  gold  18  less  than  this  amount  it  is  said  to  heworsc,  or  if  more  s  said  to  be  S/.." 

'^'^'"P^^'  23  P'-irts  in  24  would  be  reporteri  carat  better  or  2l' 
parte  would  be  reported  1  carat  worse  than  standard. 

W Here  a  number  of  assays  have  to  be  made,  a  series  of  flasks  are  heit-^,1  d,,  i 
taneously  over  a  number  of  gas-burners  arranged  in  rows.    In  orde^  to  sav^L  1 
IT'aV  .»f^l^r"°i  °^  manipulation,  several  methods  have  more  recentlv  b^  f 
vised.  At  the  Sydney  Mint  each  fillet  coil  is  impressed  .vith  a  numbe 
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are  boiled  with  acid  in  ono  flask.  The  plan  which  is  now  being  gonorally  adopted, 
consists  in  placing  the  fillet  coils  in  a  series  of  platinum  cups  ot  thimbles,  each  cup 
being  provided  with  several  fine  slits.  These  cups  are  then  arranged  in  rows  in  a 
perforated  platinum  tray,  and  the  whole  placed  in  a  vessel  of  platinum  or  other  mater- 
ial containing  nitric  acid.  After  boiling  in  acid  for  a  given  time,  the  tray  is  lifted  out, 
dipped  in  water,  and  then  transferred  to  a  vessel  containing  a  stronger  acid ;  after  boil- 
ing, the  tray  containing  the  gold  cornets  is  then  removed,  washed  in  water,  dried,  and 
carefully  heated  in  a  muffle.    The  cornets  are  then  removed  and  weighed. 

The  platinum  cups  are  made  of  various  sizes,  according  to  the  quantity  of  alloy 
operated  on,  and  the  platinum  trays  constructed  to  receive  from  16  or  more  of  the 
cups  as  may  be  desired.  A  tray  to  hold  49  cups  is  about  4  inches  square,  and  each  cup 
Iths  of  an  inch  in  depth  and  inch  in  diameter  at  the  top.  The  use  of  platinum  cups 
is  a  modification  of  the  plan  first  introduced  by  Mr.  T.  H.  Henry  and  Mr.  C.  Tookey 
in  1854.  They  constructed  glass  tubes,  provided  at  the  lower  part  with  perforated 
discs  of  platinum,  and  having  a  rim  near  the  upper  end.  In  the  assay  process  a  fillet 
coil  was  placed  in  each  tube.  A  number  of  these  tubes  were  supported  by  a  porcelain 
plate  having  circular  holes,  the  holes  and  tubes  being  numbered.  Thus  arranged,  a 
number  of  them  could  be  boiled  at  one  time  in  a  vessel  containing  nitric  acid,  and 
readily  removed  for  subsequent  treatment.  The  platinum  cups  and  parting  apparatus 
were  first  manufactured  and  introduced  by  Messrs.  Johnson  and  Matthey. 

At  the  Mint  Conference  held  at  Vienna  in  1857  the  following  process  was  agreed 
upon  : — ^Add  to  1  part  of  gold  supposed  to  be  present  2J  parts  of  silver,  wrap  up  in 
paper,  and  introduce  into  a  cupel  in  which  the  requisite  amount  of  lead  is  just  fusing. 
After  cupeUation,  the  button  of  gold  and  silver  is  flattened  out  by  hammering  or  roll- 
ing, then  ignited,  and  rolled  into  a  coil.  The  coils  are  then  treated,  first,  with  nitric  acid 
of  1'2  sp.  gravity,  afterwards  with  nitric  acid  of  1-3  sp.  gravity,  and  lastly  it  is  washed 
with  watfer,  ignited  and  weighed. 

The  process  recommeilded  in  the  old  French  official  report  is  as  follows  : — Twelve 
grains  of  the  gold  intended  to  be  assayed  must  be  mixed  with  thirty  grains  of  fine 
silver,  and  cupelled  with  108  grains  of  lead.  The  cupeUation  must  be  carefully 
attended  to,  and  all  the  imperfect  buttons  rejected.  When  the  cupeUation  is  ended, 
the  button  must  be  reduced,  hy  lamination,  into  a  plate  of  1|  inch,  or  rather  more, 
in  length,  and  four  or  five  lines  in  breadth.  This  must  be  rolled  up  upon  a  quiU,and 
placed  in  a  matrass  capable  of  holding  about  three  ounces  of  liquid,  when  fiUed  up  to 
its  narrow  part.  Two  ounces  and  a  half  of  very  pure  aquafortis,  of  the  strength  of  20 
degrees  of  Baum^'s  aerometer,  must  then  be  poured  upon  it ;  and  the  matrass  being 
placed  upon  hot  ashes,  or  sand,  the  acid  must  be  kept  gently  boiling  for  a  quarter  of 
an  hour :  the  acid  must  then  be  cautiously  decanted,  and  an  additional  quantity  of  1^ 
ounce  must  be  poured  upon  the  metal,  and  slightly  boiled  for  twelve  minutes.  This 
being  likewise  carefully  decanted,  the  smaU  spiral  pieces  of  metal  must  be  washed  with 
filtered  river-water,  or  distilled  water,  by  fiUing  the  matrass  with  this  fluid.  The 
vessel  is  then  to  be  reversed,  by  applying  the  extremity  of  its  neck  against  the  bottom 
of  a  crucible  of  fine  earth,  the  internal  surface  of  which  is  very  smooth.  The  an- 
nealing must  now  be  made,  after  having  separated  the  portion  of  water  which  had ' 
fallen  into  the  crucible ;  and  lastly,  the  annealed  gold  must  be  weighed.  For  the 
certainty  of  this  operation,  two  assays  must  be  made  in  the  same  manner,  together 
with  a  third  assay  upon  gold  of  twenty-four  carats,  or  upon  gold  the  fineness  of  which 
is  perfectly  and  generaUy  known.  ■ 

No  conclusion  must  be  drawn  from  this  assay,  unless  the  latter  gold  should  prove  to 
be  of  the  fineness  of  twenty-four  carats  exactly,  or  of  its  known  degree  of  fineness ; 
for,  if  there  be  either  loss  or  surplus,  it  may  be  inferred  that  the  other  two  assays, 
having  undergone  the  same  operation,  must  be  subject  to  the  same  error.  The  opera- 
tion being  made  according  to  this  process  by  several  a^sayers,  aU  the  assayers  must 
have  obtained  an  uniform  result  without  communication  with  each  other.  ' 

M  Vauquelin  recommends  to  boil  60  parts  of  nitric  acid  at  22°  Baum^,  on  the  spiral 
slip  "or  cornet  of  gold  and  silver  alloy,  for  twenty-five  minutes,  and  replace  the  liquid 
afteWards  by  acid  of  32°,  which  must  be  boiled  on  it  for  eight  minutes.  This  process 
is  free  from  uncertainty,  when  the  assay  is  performed  upon  an  alloy  containing  a  con- 
siderable quantity  of  copper.  But  this  is  not  the  cas^e  in  assaying  finer  gold ;  for  then 
a  little  silver  always  remains  in  the  gold     The  surcharge  ^1^'^^  Si  of  The 

thousandths  M.  Claudet  recommends  the  foUowing  process  :— He  takes  0  500  of  the 
?ne  go?d  to  be  assayed ;  cupels  it  with  1-500  of  silver  and  1-000  of  ead  5  forms,  with 
the  button  from  the  cupel,  a  riband  or  strip  three  inches  long  which  he  rolls  into  a 
cornet.  He  puts  this  into  a  matrass  with  acid  at  22°  B.,  which  he  boi  s  for  3  or  4 
minutes.  He  replaces  this  by  acid  of  32°  B  and  boils  for  ten  minutes  ;  then  de- 
cants off,  and  boils  again  with  acid  of  32°,  which  must  be  finally  boiled  for  8  or  10 
minutes.    He  washes  the  cornet,  and  puts  it  entire  into  a  small  crucible  permeable 
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to  water ;  heats  the  crucible  to  dull  redness  in  the  muffle,  when  the  gold  assumes  the 
metallic  lustre  and  the  cornet  becomes  solid.  It  is  now  taken  out  of  the  crucible  and 
weighed. 

When  the  alloy  contains  platinum,  the  assay  presents  greater  difficulties.  In  general, 
to  separate  with  accuracy  the  platinum  from  the  gold,  we  must  avail  ourselves  of  a 
peculiar  property  of  platinum  ;  when  alloyed  with  silver,  it  becomes  soluble  in  nitric 
acid.  Therefore,  by  .1  proper  quartation  of  the  alloy  by  cupellation,  and  boiling  the 
button  with  nitric  acid,  we  may  get  a  residuum  of  pure  gold.  If  we  were  to  treat  the 
button  with  sulphuric  acid,  however,  we  should  dissolve  nothing  but  the  silver.  The 
copper  is  easily  removed  by  cupellation. 

The  examination  may  also  be  employed  for  assay  purposes  to  indicate  the  quantity 
of  silver  necessary  for  quartation  or  parting. 

b.  Silver  Parting. — This  method  is  employed  for  estimating  gold  in  certain  varieties 
of  silver.  When  an  alloy  of  silver  and  gold  contains  about  65  per  cent,  or  more  of  silver, 
the  silver  may  be  completely  removed  by  the  action  of  nitric  acid.  20  grs.  of  the 
silver  are  to  be  weighed  out,  transferred  direct  to  the  parting  flask,  and  boiled  in  the 
first  and  second  nitric  acids  for  about  the  same  time  and  in  the  same  manner  as  for 
gold  parting.  The  residual  gold,  which  is  generally  left  in  the  state  of  fine  powder,  is 
very  carefully  washed  with  water,  transferred  to  a  crucible,  dried,  ignited  and  weighed. 
If  the  silver  under  examination  contains  lead,  antimony,  and  other  impurities,  it  is 
first  cupeUed  with  lead  and  the  button  afterwards  cleaned,  and  flattened  out,  before 
submitting  it  to  the  parting  process. 

0.  Assay  by  the  Touchstone  or  the  Touch. — This  method  is  used  by  jewellers  and 
others  to  ascertain  the  approximate  fineness  or  quality  of  gold  trinkets,  &c.,  and  to 
prevent  fraud.  It  depends  on  comparing  the  colour  and  other  properties  of  a  minute 
portion  of  the  metal  tested,  with  those  of  small  bars  of  alloys,  the  composition  of  which 
is  known.  For  this  purpose  we  require  a  Touchstone  of  a  black  colour,  consisting  of 
Lydian  stone,  pottery,  or  other  substance ;  and  a  series  of  needles  or  alloys  of  gold  and 
copper,  gold  and  silver,  or  gold  silver  and  copper,  &c.  Thus  the  set  of  gold  and  copper 
needles  may  consist  of  pure  gold  ;  23^  carats  of  gold  with  a  carat  of  silver ;  23  carats 
of  gold  with  1  carat  of  silver  ;  22^  carats  of  gold  with  1^  carat  of  silver ;  and  so  on, 
till  the  silver  amounts  to  four  carats  ;  after  which  the  addition  may  proceed  by  whole 
carats.  A  Test  acid,  consisting  of  nitric  acid,  or  of  nitric  acid  with  about  2  per  cent, 
of  hydrochloric  acid,  is  used.  The  examination  may  be  made  as  follows  : — First  remove 
the  superficial  coating  of  gold,  by  rubbing  or  otherwise.  Then  compare  the  streak  pro- 
duced by  rubbing  the  article  upon  the  touchstone  with  those  produced  from  the  alloys. 
When  the  one  is  found  which  most  closely  corresponds  in  colour,  both  streaks  are 
tested  with  the  acid,  and  a  judgment  formed  therefrom. 

The  attentive  assayer  compares  not  only  the  colour  of  the  stroke  made  upon  the 
touchstone  by  the  metal  under  examination  with  that  produced  by  the  needle,  but  will 
likewise  attend  to  the  sensation  of  roughness,  dryness,  smoothness,  or  greasiness,  which 
the  texture  of  the  rubbed  metal  excites  when  abraded  by  the  stone.  When  two  strokes 
perfectly  alike  in  colour  are  made  upon  the  stone,  the  test  acid  will  affect  them  very 
differently  if  they  are  not  of  similar  compositions.  The  stone  itself  may  also  be  made 
red-hot  by  the  fire,  or  by  the  blowpipe,  if  thin  black  pottery  be  used ;  in  which  case 
the  phenomena  of  oxidation  will  differ  according  to  the  nature  and  quantity  of  the  alloy. 
GOI.D,  AZ.I.OYS  or.  See  Alloy. 
OOImH-amiaImOA-M.    See  Amalgam. 

GOIiB-BEATERS'  SKIM*.  This  skin  is  prepared  from  the  external  or  peritoneal 
coat  of  the  caecum  or  blind  gut  of  neat  cattle.  The  workman  separates  and  turns 
over  the  portion  which  encircles  the  junction  of  this  pouch  with  the  rest  of  the  intes- 
tmes,  and  draws  it  off  inverted  from  the  other  coats  to  the  length  of  25  or  30  inches. 
It  is_  then  immersed  a  short  time  in  a  weak  solution  of  potash,  and  is  cleaned  by 
straying  upon  a  board  with  a  knife.  When  thus  well  cleaned,  and  by  soaking  in 
water,  the  piece  is  stretched  upon  a  kind  of  frame  from  40  to  50  inches  in  length  and  ' 
11  inches  wide,  and  made  up  of  two  uprights  held  together  by  two  cross-pieces  having 
longitudinal  grooves  two  and  a  half  lines  in  width.  The  surface  of  the  membrane, 
which  was_  outside  in  the  animal,  is  placed  in  contact  with  the  upper  part  of  the 
irame ;  it  is  stretched  in  every  direction,  and  is  glued  to  its  rim.  Another  membrane 
r  V'®?  stretched  above  the  first,  with  its  external  surface  placed  upwards,  and  is  at- 
tached to  it  by  glueing  around  the  edges.  When  dry,  the  membranes  are  separated  by 
running  a  sharp  knife  along  the  grooves.  Each  strip  is  then  glued  upon  a  frame 
similar  to  the  first  one,  but  without  a  groove,  and  is  washed  over  with  a  solution  com- 
P°?i^of  alum,  1  ounce;  water,  2  quarts. 

_  When  the  surface  is  dried,  a  sponge  dipped  in  a  concentrated  solution  of  fish-glue 
in  white  wine,  rendered  aromatic  by  cloves,  nutmegs,  or  camfhor,  is  passed  over  it 
wnen  this  coating  is  dried,  it  is  covered  with  a  coat  of  white  of  eggs,  and  the  strip  ia 
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^p^^Ji^ve8^*  ^^"'^^  "'^  ^^^^^^  ''"•^^^^^^^^       "^^'^^  *         ^^d  made 

tLm  7n  nnl  f-  ^'  ^  f  "^''^"^  '^"^  Hromatic  ingredients,  in  order  to  presen'e 
S  s^in  are Tv  r  -^''^  '^'"^  ^^'^^-^         'l"^^"  ^^'^  '^'^^    When  the  leaTes 

vnlln,^  ^  f P^l*^        P'^'^'"'  "'"1  '^'•^  ^'^dy  ^ter  th&  parchment. 

W  ^^^^^^^^^^^^^^  ^'"''°J^''''^  ^        '^'^'^1  hammered,  they  become  unfit  for  wo?k 

of  V  tl ^IZ  tTi  '  r^''  floxibility,  by  being  placed,  leaf  by  leaf,  between  leaves 
1,  n  f  1/  ^  '  "^^''^T^^  sometimes  with  vinegar,  at  others  with  white  wine.  They  are 
wilbtJ  l^o"r.s,  under  compression  ofa  plank  loaded  with 

mrl'n,^^  I'^o  •  Y  P^P'^^  humidity,  they  are  put  between  leaves 

S»„  1?^  inches  square,  and  beat  in  that  situation  for  a  whole  day.  They  are 
then  rubbed  oyer  with  fine  calcined  gypsum,  as  the  vellum  was  originally.    The  gut- 

r  nx  «  »  d'™P  in  standing,  and  is  therefore  dried  before  being  used. 

»pi'»7BEATIirG.  This  IS  the  art  of  reducing  gold  to  extremely  thin  leaves,  by 
beating  with  a  hammer.  The  processes  employed  for  this  purpose  may  be  applied  to 
other  metals,  as  silver,  platinum,  and  copper.  The  Eomans  used  to  gild  the  ceilings 
ana  walls  of  their  apartments ;  and  Pliny  tells  us,  that  from  an  ounce  of  gold  forming 
a  plate  ot  4  fingers  square,  about  600  leaves  of  the  same  area  were  hammered.  At  the 
present  day,  a  piece  of  gold  is  extended  so  as  to  cover  a  space  of  651,590  times  greater 
than  Its  primary  surface  when  cast. 

The  gold  employed  in  this  art  ought  to  be  of  the  finest  standard.  Alloy  hardens 
gold  and  renders  it  less  malleable ;  so  that  the  fraudulent  tradesman  who  should 
attempt  to  debase  the  gold  would  expose  himself  to  much  greater  loss  in  the  operations 
than  he  could  derive  of  profit  from  the  alloy. 

The  average  thickness  of  common  gold-leaf  is  of  an  inch. 

Four  principal  operations  constitute  the  art  of  gold-beating:— 1.  The  casting  of  the 
gold  ingots.  3.  The  lamination.  2.  The  hammering.  4.  The  beating. 
_  1 .  The  casting. —The  gold  is  melted  in  a  crucible  along  with  a  little  borax.  When 
It  has  become  liquid  enough,  it  is  poured  out  into  an  ingot-mould  previously  heated, 
and  greased  on  the  inside.  The  ingot  is  taken  out  and  annealed  in  hot  ashes,  which  both 
soften  It  and  free  it  from  grease,  The  moulds  are  made  of  cast  iron,  with  a  somewhat 
concave  internal  surface,  to  compensate  for  the  greater  contraction  of  the  central  parts 
of  the  metal  in  cooling  than  the  edges.  The  ingots  weigh  about  2  ounces  each,  and 
are  ^  of  an  inch  broad. 

2.  The  forging.— When  the  ingot  is  cold,  the  French  gold-beaters  hammer  it  out  on 
a  mass  of  steel  4  inches  long,  and  3  broad.  The  hammer  for  this  purpose  is  called  the 
forging  hammer.  It  weighs  about  3  pounds,  with  a  head  at  one  end  and  a  wedge  at 
the  other,  the  head  presenting  a  square  face  of  1^  inch.  Its  handle  is  6  inches  long. 
The  workman  reduces  the  ingot  to  the  thickness  of  |th  of  an  inch  at  most;  and  during 
this  operation  he  anneals  it  whenever  its  substance  becomes  hard  and  apt  to  crack. 
The  English  gold-beaters  omit  this  process  of  hammering. 

3.  The  lamination. — The  rollers  employed  for  this  purpose  should  be  of  a  most  per- 
fectly cylindrical  figure,  a  polished  surface,  and  so  powerful  as  not  to  bend  or  yield  in 
the  operation.  The  ultimate  excellence  of  the  gold-leaf  depends  very  much  on  the  pre- 
cision with  -which  the  riband  is  extended  in  the  rolling  press.  The  gold-beater  desires 
to  have  a  riband  of  such  thinness  that  a  square  inch  of  it  will  weigh  6^  grains.  Fre- 
quent annealings  are  requisite  during  the  lamination. 

4.  Beating. — The  riband  of  gold  being  thus  prepared  uniform,  the  gold-beater  cuts 
it  with  shears  into  small  squares  of  an  inch  each,  having  previously  divided  it  with 
compasses,  so  that  the  pieces  may  be  of  as  equal  weight  as  possible.  The  squares  are 
piled  over  each  other  in  parcels  of  150,  with  a  piece  of  fine  calf-skin  vellum  inter- 
spersed between  each,  and  about  twenty  extra  vellums  at  the  top  and  bottom.  These 
vellum  leaves  are  about  4  inches  square,  on  whose  centre  lie  the  gold  laminae,  each  of 
an  inch  square.  This  packet  is  kept  together  by  being  thrust  into  a  case  of  strong  parch- 
ment open  at  the  ends,  so  as  to  form  a  belt  or  band,  whose  open  sides  are  covered 
in  by  a  second  case  drawn  over  the  packet  at  right  angles  to  the  first.  Thus  the 
packet  becomes  sufficiently  compact  to  bear  beating  with  a  hammer  of  15  or  16 pounds 
"weight,  having  a  circular  face  nearly  four  inches  in  diameter,  and  somewhat  convex, 
■whereby  it  strikes  the  centre  of  the  packet  most  forcibly,  and  tlius  squeezes  out  the 
plates  laterally. 

The  beating  is  performed  on  a  very  strong  bench  or  stool,  framed  to  receive  a  heavy 
block  of  marble,  about  9  inches  square  on  the  surface,  enclosed  upon  every  side  by 
wood-work,  except  the  front,  where  a  leather  apron  is  attached  which  the  workman  lays 
before  him  to  preserve  any  fragments  of  gold  that  may  fall  out  of  the  packet.  The 
hammer  is  short-handled,  and  is  managed  by  the  workman  with  one  hand ;  who  strikes 
fairly  on  the  middle  of  the  packet,  frequently  turning  it  over  to  beat  both  sides  alike ; 
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a  feat  dextrously  done  in  the  interval  of.  two  strokes,  so  as  not  to  lose  a  blow.  The 
packet  is  occasionally  bent  or  rolled  between  the  hands  to  loosen  tlie  leaves  and  secure 
the  ready  extension  of  the  gold ;  or  it  is  taken  to  pieces  to  finish  the  gold,  and  to 
shift  the  central  leaves  to  the  outside,  and  wee  versa,  that  everything  may  be  equalised. 
Whenever  the  gold  plates  haA'e  extended  under  this  treatment  to  nearly  the  size  of  the 
vellum,  they  are  removed  from  the  packet,  and  cut  into  four  equal  squares  by  a  knife. 
They  are  thus  reduced  to  nearly  the  same  size  as  at  first,  and  are  again  made  up  into 
packets,  and  enclosed  as  before,  with  this  difference,  that  skins  prepared  from  ox-gut 
are  now  interposed  between  each  gold-leaf,  instead  of  vellum.,    The  second  course  of 
beating  is  performed  with  a  smaller  hammer,  about  10  pounds  in  weight,  and  is  con- 
tinued till  the  leaves  are  extended  to  the  size  of  the  skins.    During  this  period,  the 
packet  must  be  often  folded,  to  render  the  gold  as  loose  as  possible  between  the  mem- 
branes ;  otherwise  the  leaves  are  easily  chafed  and  broken.    They  are  once  more 
spread  on  a  cushion,  and  subdivided  into  four  square  pieces  by  means  of  two  pieces  of 
cane  cut  to  very  sharp  edges,  and  fixed  down  transversely  on  a  board.    This  rectan- 
gular cross  being  applied  on  each  leaf,  with  slight  pressure,  divides  it  into  four  equal 
portions.    These  are  next  made  up  into  a  third  packet  of  convenient  thickness,  and 
finally  hammered  out  to  the  area  of  fine  gold-leaf,  whose  average  size  is  from  3  to  3^ 
inches  square.    The  leaves  will  now  have  obtained  an  area  192  times  greater  than  the 
plates  before  the  hammering  began.    As  these  were  originally  an  inch  square,  and  75 
of  them  weighed  an  ounce  (  =  6^  x  75  =  487^),  the  siu-face  of  the  finished  leaves 
will  be  192  X  75  =  14,400  square  inches,  or  100  square  feet  per  ounce  troy.    This  is 
by  no  means  the  ultimate  degree  of  attenuation,  for  an  ounce  may  be  hammered  so 
as  to  cover  160  square  feet ;  but  the  waste  incident  in  this  case,  from  the  number  of 
broken  leaves,  and  the  increase  and  nicety  of  the  labour,  make  this  an  unprofitable 
refinement;  while  the  gilder  finds  such  thin  leaves  make  less  durable  and  satisfactory 
work. 

The  finished  leaves  of  gold  are  put  up  in  small  books  made  of  single  leaves  of  soft 
pnper,  rubbed  over  with  red  chalk  to  prevent  adhesion  between  them.  Before  putting 
the  leaves  in  these  books,  however,  they  are  lifted  one  by  one  with  a  delicate  pair  of 
pmcei-s  out  of  the  finishing  packet,  and  spread  out  on  a  leather  cushion  by  blowing 
them  flat  down.  They  are  then  cut  to  one  size  by  a  sharp-edged  square  moulding  of 
cane,  glued  on  a  flat  board.  When  this  square-framed  edge  is  pressed  upon  the  gold, 
It  cuts  It  to  the  desired  size  and  shape.  Each  book  commonly  contains  25  eold- 
leaves.  ° 

We  must  now  describe  some  peculiarities  of  the  French  practice  of  gold-beating.  The 
workmaii  cuts  the  laminated  ribands  of  an  inch  broad  into  portions  an  inch  and  a  half 
long.  These  are  called  quartiers.  He  takes  24  of  them,  which  he  places  exactly  over 
each  other,  so  as  to  form  a  thickness  of  about  an  inch,  the  riband  being  a  of  a  line  or 
5jth  of  an  inch  thick;  and  he  beats  them  together  on  a  steel  slab  with  the  round  face 
ipajine)  of  the  hammer,  so  as  to  stretch  them  truly  out  into  the  square  form  He  be- 
gins by  extending  the  substance  towards  the  edges,  thereafter  advancing  towards  the 
middle ;  he  then  does  as  much  on  the  other  side,  and  finally  hammers  the  centre  By 
repeating  this  mode  of  beating  as  often  as  necessaiy,  he  reduces  at  once  all  the  quartiers 
(squares)  of  the  same  packet,  till  none  of  them  is  thicker  than  a  leaf  of  grey  paper,  and 
ot  the  size  of  a  square  of  2  inches  each  side.  o   ^     r  . 

When  the  quartiers  are  brought  to  this  state,  the  workman  takes  56  of  them,  which 
he  piles  over  each  other,  and  with  which  he  forms  the  first  packet  (cauclier)  in  the 
manner  already  described ;  only  two  leaves  of  vellum  are  interposed  between  each  gold- 
loaf  Ihe  empty  leaves  of  vellum  at  the  top  and  bottom  of  the  packet  are  called 
em^ures.    They  are  4  inches  square,  as  well  as  the  parchment  pieces. 

Ihe  packet  thus  prepared  forms  a  rectangular  parallelopiped  ;  it  is  inclosed  in  two 
sheaths,  composed  each  of  several  leaves  of  parchment  applied  to  each,  and  glued  at 
the  two  sides,  forming  a  bag  open  at  either  end. 

The  block  of  black  marble  is  a  foot  square  at  top,  and  18  inches  deep,  and  is  framed 
as  above  described.  The  hammer  used  for  beating  the  first  packet  is  called  the  flat 
or  the  enlarging  hammer  ;  its  head  is  round,  about  6  inches  in  diameter,  and  ver^ 
slightly  convex  It  is  6  inches  high,  and  tapers  gradually  from  its  head  to  the  other 
extremity,  which  gives  it  the  form  of  a  hexagonal  truncated  pyramid.  It  weic^hs  14 
or  16  pounds.  e>  " 

fnl?"  "^""^"f^  gold-beaters  employ  besides  this  hammer,  three  others  of  the  same 
lorm  na,meiy,  1.  Ihe  commencing  hammer,  which  weighs  6  or  7  pounds,  has  a  head 
^mTnZ  "  ^r'^^'r-  -0^°  convex  than  the  former.    2.  TheV  J  4 

{marteau  a  chasscr);  its  head  is  two  inches  diameter,  more  convex  than  the  last  and 
weighs  only  4  or  5  pounds.  3.  The  finishing  hammer  ;  it  weighs  12  or  ?3  pouS  has 
.a  head  four  inches  diameter,  and  is  the  most  convex  of  all  ^        '  ^ 

Ihe  beating  processes  do  not  differ  essentially  from  the  English  described  above 
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GOX.D,  CHI.ORZBE  OP.  Triehlorido  of  gold.  This  salt  is  formed  when  gold 
is  dissolved  in  nitro-muriatic  acid.    It  is  much  usod  in  photography. 

001.S  COIM-ilGX:.  Tlie  cm-rent  gold  coins  of  the  United  Kingdom  are  the 
sovereign  and  the  half-sovereign.    See  Mint  ;  Soterkion. 

COIiX>  XiACZ:.    Gilt  silver  wire,  woven  into  a  lace. 

GOXiB-IiEAF.    See  Gold-Bkatino. 

GOIiD,  XKAM'ia'HEZM.  A  brass  composed  of  from  3  to  4  ounces  of  zinc  to  1 
pound  of  copper.    See  Biiiss. 

OOXiS,  IMCOSAXC.  A  brass  of  very  fine  colour  used  in  common  jewellery. 
Hamilton  and  Parker's  patent  Mosaic  gold  consists  of  16  J  ounces  of  zinc  to  16  ounces 
of  copper.  It  is  of  a  dark  colour  when  first  cast,  but  on  dipping  assumes  a  beautiful 
golden  tint.  The  patentees  say,  •  when  cooled  and  broken,  all  yellowness  must  cease, 
and  the  tinge  vary  from  reddish  fawn  or  salmon  colour,  to  a  light  purple  or  lilac,  and 
from  that  to  whiteness.'    See  Beass  ;  Alloys. 

GOXiD-PVRPX.E.    See  Pubplb  of  Cassitjs. 

GOIiX>,  SAIiTS  OP.  The  bromide,  cyanide,  iodide,  phosphide,  sulphide,  and 
some  other  salts  of  gold  which  are  rarely  used  in  the  arts,  are  fully  described  in 
Watts's  '  Dictionary  of  Chemistry.' 

GOU>  OP  PIiEASirRE.  A  plant  cultivated  on  the  Continent  for  its  seeds, 
which  yield  a  fine  oil,  while  its  fibres  can  be  employed  in  the  manufacture  of  sail-cloth, 
packing,  and  other  coarse  articles.  It  is  the  Camelina  sativa  of  botanists.  It  has  not 
attracted  much  attention  in  this  country. 

CtOXmH  thread,  or  spun  gold,  is  a  flatted  silver-gilt  wire,  wrapped  or  laid 
over  a  thread  of  yellow  silk  by  twisting  with  a  wheel  or  iron  bobbins.  By  the  aid  of 
a  mechanism  like  the  braiding  machine,  a  number  of  threads  may  thus  be  twisted  at 
once  by  one  master  wheel.  The  principal  nicety  consists  in  so  regulating  the  move- 
ments that  the  successive  volutions  of  the  flatted  wire  on  each  thread  may  just  touch 
one  another,  and  forms  a  continuous  covering.  The  French  silver  for  gilding  is  said 
to  be  alloyed  with  5  or  6  pennyweights,  and  ours  with  12  pennyweights,  of  copper  in 
the  pound  troy.  The  gold  is  applied  in  leaves  of  greater  or  less  thickness,  according 
to  the  quality  of  the  gilt  wire.  The  smallest  proportion  formerly  allowed  in  this 
country  by  Act  of  Parliament  was  100  grains  of  gold  to  one  pound,  or  5,760  grains  of 
silver  ;  but  more  or  less  may  now  be  used.  The  silver  rod  is  incased  in  the  gold-leaf, 
and  the  compound  cylinder  is  then  drawn  into  round  wire  down  to  a  certain  size, 
which  is  afterwards  flatted  in  a  rolling  mill,  such  as  is  described  under  Mint. 

The  liquor  employed  by  goldsmiths  to  bring  out  'a  rich  colour  on  the  surface  of 
their  trinkets  is  made  by  dissolving  1  part  of  sea-salt,  1  part  of  alum,  2  parts  of  nitre, 
in  3  or  4  of  water.  The  pickle  or  sauce,  as  it  is  called,  takes  up  not  only  the  copper 
alloy,  but  a  notable  quantity  of  gold ;  the  total  amount  of  which  in  the  Austrian 
Empire  has  been  estimated  annually  at  47,000  francs.  To  recover  this  gold  the  liquor 
is  diluted  with  at  least  twice  its  bulk  of  boiling  water,  and  a  solution  of  very  pure 
green  sulphate  of  iron  is  pom-ed  into  it.  The  precipitate  of  gold  is  washed  upon  a 
fllter,  dried,  and  purified  by  melting  in  a  crucible  along  with  a  mixture  of  equal  parts 
of  nitre  and  borax. 

GOIiB-TKREAB.'  The  bitter  root  of  the  Coptis  trifoliata,  used  in  North 
America  as  a  tonic. 

G0:LI>  WXRE  is  formed  by  drawing  a  cylindrical  rod  of  the  metal,  as  pure  as  may 
be,  through  a  series  of  holes  punched  in  an  iron  plate,  diminishing  progressively  in 
size.  The  gold,  as  it  is  drawn  tlirough,  becomes  hardened  by  the  operation,  and  re- 
quires frequent  annealing. 

GOIiSEir  nXARCASITE.  A  name  given  at  one  time  to  the  metal  zinc. 
Albertus  Magnus  calls  it  Marchasita  aurea.  '  This  was  properly  a  stone,  the  metallic 
particles  of  which  were  so  entirely  sublimated  by  fire,  that  nothing  but  useless  ashes 
remained  behind.  It  contained  fixed  quicksilver,  communicated  a  colour  to  metals,  on 
which  account  it  was  well  known  to  the  alchemists,  burned  in  the  fire,  and  was  at 
length  entirely  consumed.  It  was  found  in  various  parts,  but  that  at  Goslar  was  the 
best,  because  the  copper  It  contained  seemed  to  have  in  it  a  mixture  of  gold.  To  give 
this  copper,  however,  a  still  greater  resemblance  to  gold,  some  tin  was  added  to  it,  by 
which  means  it  became  more  brittle.  This  marchasita  also  rendered  copper  white  as 
silver  Thus  far  Albertus.  It  obtained  without  doubt  the  name  of  Marchasita  aurea 
because  zinc  communicates  a  yellow  colour  to  copper ;  and  for  the  same  reason  the 
Greeks  and  the  Arabians  called  Cadmia  golden,  or  aurea.— Beckmawi 

GOIiBElO-  STTIiPHXTRET  OP  ANTIlWOMrY.  Stibium  Sidphuratum  Auran- 
iicum.  The  pentasulphido  of  antimony,  a  golden  yellow  powder,  its  formula  being 
SbS'*  (Sb^s^).    See  Antimony.  .  , .  ,   „       ,  ,      ,  - 

GODiTG-GOlTG,  or  Tam-tam  of  the  Chinese.  A  kind  of  cymbal  made  of  a  copper- 
alloy.    See  Copper. 
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GOMTZOMETEB.  An  instrument  employed  to  measure  the  angles  of  crystals. 
The  most  perfect  instrument  is  the  reflecting  goniometer  of  Wollaston.  The  angle  of 
the  crystal  is  measured  by  determining  through  what  angular  space  the  crystal  must 
be  turned  so  that  two  rays  reflected  from  two  surfaces  successively  shall  have  the  same 
direction.  A  simpler  form  of  the  instrument  consists  merely  of  a  semicircular  gradu- 
ated scale  of  degrees  with  a  moveable  and  a  fixed  radius.  It  is  a  most  important  in- 
strument to  the  scientific  mineralogist. 

GOOSEBERRY.  The  fruit  of  the  Ribes  grossvlaria,  a  plant  belonging  to  the 
natural  order  Sibesiacete  or  GrossulariacecB. 

GOOSEBERRY-GilRZrET.    A  name  for  Grossularia.    See  Gabnet. 
GOSXiARZTE.   Native  hydrous  sulphate  of  zinc,  named  from  its  occurrence  in 
the  Kammelsberg  mine,  near  Goslar,  in  the  Hartz. 

GOSSAlff,  a  Cornish  mining  term.  An  oxide  of  iron,  mixed  with  other  matters. 
Gossans  are  found  on  the  upper  portions  of  lodes,  and  according  to  their  characters 
are  regarded  by  the  miners  as  favourable  or  unfavourable  indications.  The  gossans 
are  probably  the  result  of  the  slow  decomposition  of  the  sulphate  of  iron  from  the 
fluid  in  which  the  metalbferous  matter,  deposited  in  the  lode,  has  been  precipitated, 
or  of  the  sulphides  which  may  have  been  previously  formed.  The  gossans  are  fre- 
quently very  rich  in  silver,  and  sometimes  they  contain  gold. 
GOSSVPIVM.    The  cotton-tree.    See  Cotton. 

w'^Ac^^or''"'^"'^'''"'""    ^  '"'^^''''''^  See 

iDla^fs'^SI;  fhi^iJ'^^i  integument  of  the  fruit  of  several  species  of  cucurbitaceous 
plants  used  m  the  East  for  vessels,  musical  instruments,  &c.    See  Caxabash. 
1«  W  ^>     mechanical  arrangement,  usually  attributed  to  Watt,  for  regu- 

latmg  the  motion  of  a  steam-engine.  ° 

Ac^'*^"'''^^***"    ^  """''^^  employed  in  vinegar-manufacture.     See  Acetic 

_  GRAINS  OF  PARADISE.  The  fruit  of  several  zingiberaceous  plants  ■  some- 
times It  IS  called  Mallaguetta  pepper.  Pereira  distinguishes  between  the  two  '  but  it 
appears  that  they  commonly  pass  for  the  same  in  commerce.  Grains  of  pSdise  are 
imported  in  casks,  barrels,  and  puncheons  from  the  coast  of  Guinea  They  are  used 
to  give  a  factitious  strength  and  pungency  to  beer  and  cordials.  ^ 

■  ^""^"^^^     'i^^le^  i°  beer  shall  have  in  his  possession  or 

S  ftT^  f  "^^"^^'"'^  ^  P^'^^l'y  °f  200^.  for  each  offence :  and  no  shall 

sell  It  to  a  brewer  under  a  penalty  of  500?.  for  each  offence  ^uggisc  snau 

T^e  purest  kind  of  metallic  tin.    See  Tin. 
gS^nite     Tf'    ^^^riety  ofTremolite.    See  Hoenblende. 

S  la^^^sSwaTC^  V  "hT"  -""^^^  f  co-Aly  enveloped  in 

ine  cliemical  composition  of  ordinary  granite  is  generally  as  follows  :- 
Silica     .  , 

Alumina  '2-3 
Alkalis  •*.*.*'■'  ^^'.^ 

Lime,  magnesia  and  iron         ]  ]  *  5-0 

able  giinitoa ^  do  la  Bechs  Urns  descnbea  ths  situation  of  the  work- 

acZSj^bTralifdt„nilto„™,''?r°rv'''r^''  V"  ■!■>'  »>-?»-«ffi=iently 

ior  on  the  west.    The  omniL  fr.  i-u  t  i      •  ^^^^^        near  King 

tv>,»  C!f«  ,   ,      granite  irom  the  former  place  is  convevprl  K-d-  o  -^'"S 
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•The  continuation  of  the  Ilingston  Down  granite  is  worked  up  the  Tamar  near 
New  Bridge  and  exported  from  MorwelUiam.  A  very  hard  variety  iu  obtained  upon 
tlie  higher  part  of  the  Down,  and  has  been  employed  advantageously  for  pavements. 
.  .  .  The  chief  quarries  in  the  eastern  or  hard  part  of  the  Hensborough  miuja  of 
granite  are  those  of  (the  late)  Mr.  Austin  Treffry,  up  the  Par  Valley,  commonly  known 
as  Lostwithiel  granite.  Extensive  quarries  are  there  worked,  and  the  stone  is  brought 
to  the  head  of  the  canal  near  Pons-mill,  upon  which  it  is  conveyed  to  Par  harbour, 
and  there  shipped.  .  .  .  The  Cam  Meneloz  mass  has  furnished  the  granite  most  com- 
monly known  as  Cornish.  It  is  nearly  altogether  shipped  at  Penryn,  where  it  is 
brought  variable  distances  from  different  quarries  in  the  vicinity,  many  situated  in  the 
parish  of  Mabe ;  '—also  in  Constantine,  Budock,  and  Stithians. 

Since  the  above  report  was  written,  the  quarries  at  Cheeswring  near  Liskeard  have 
been  opened,  and  stone  of  a  beautiful  quality  is  raised  and  exported  in  large  quantities. 
The  Lamorna  quarries  have  also  been  worked ;  the  stone  obtained  from  them  is  of 
excellent  quality,  and  it  can  be  obtained  of  almost  any  size. 

The  following  great  works,  amongst  many  others,  have  been  constructed  entirely,  or 
in  part,  of  Cornish  granites.  The  Penryn  and  Lamorna  granites  have  supplied  Port- 
land Breakwater  ;  Keyham  Docks  for  the  Steam  Navy  ;  Commercial  Docks,  London ; 
the  Hull,  Great  Western,  and  Birkenhead  Docks,  and  the  National  Works  at  Chatham 
and  Portsmouth,  together  with  the  Scutari  Monument.  The  plinth  for  the  railings  of 
the  British  Museum  was  from  the  Carnsew  quarries,  and  the  towers,  including  the 
lodge,  for  gates,  &c.,  from  Constantine.  From  Lamorna  blocks  of  12  feet  square  are 
readily  obtained ;  these  quarries  produce  about  60,000  feet  per  annum ;  some  stones 
have  been  raised  25  feet  in  length  and  1 1  feet  in  diameter. 

The  Wellington  Memorial,  erected  at  Strathfieldsaye,  from  the  design  of  the  Baron 
Marochetti,  is  constructed  of  granite  entirely  from  the  Constantine  quarries.  This 
monument  contains  stones  of  unusual  character,  the  die  being  a  single  stone  9  ft. 
6  in.  high  and  7  ft.  square,  weighing  nearly  40  tons.  The  shaft  of  the  column  is  30  ft. 
in  height  in  one  stone,  and  some  of  the  mouldings  are  in  stones  of  nearly  1 1  ft.  square. 
The  whole  of  the  surfaces  above  the  plinth  are  finely  polished,  and  have  all  the  ap- 
pearance of  being  carved  from  a  single  block. 

The  Cheeswring  granite  has  been  used  in  the  London  Docks,  Westminster  Bridge, 
the  Thames  Embankment,  Kochester  Bridge,  the  Docks  at  Copenhagen,  the  Great 
Basses  Lighthouse  near  the  island  of  Ceylon,  and  for  the  Tomb  of  the  Duke  of  Welling- 
ton in  the  crypt  of  St.  Paul's  Cathedral.  These  quarries  produce  from  8,000  to  10,000 
tons  of  stone  per  annum,  and  about  a  similar  quantity  is  annually  shipped,  from  the 
quarries  near  Par. 

The  granites  of  Scotland  are  chiefly  produced  from  the  county  of  Aberdeen. 

The  granite  of  Aberdeen,  especially  from  the  quarries  of  Dancing  Cairn,  Eubislaw, 
and  Tyrebagger,  is  much  used  in  the  metropolis  for  kerb  and  paving  stones ;  some 
red  granite  is  also  quarried.  Around  Peterhead  the  red  granite  prevails,  hence  it  is 
usually  distinguished  as  the  Peterhead  gra^iite.  The  principal  quarries  are  those  of 
Black  Hill,  four  miles  west  of  Peterhead,  belonging  to  the  Governors  of  the  Merchant 
Maiden  Hospital  of  Edinburgh  ;  those  on  the  estates  of  the  Earl  of  Errol — at  Bod- 
dam,  at  Longhaven,  at  Cairngall,  and  at  Eova.  The  Sheerness  Docks  were  built 
mostly  with  stone  from  these  quarries.  The  Stirling  Hill  quarries,  at  Boddam,  fur- 
nished the  pillar  of  the  Duke  of  York's  Monument ;  the  Seafield  quarries  the  abacus. 
The  beautiful  pillars  in  the  library  of  the  British  Museum  were  obtained  from  Long- 
haven  ;  the  cost  for  transport,  at  the  time  they  were  worked,  being  something  almost 
fabulous,  so  great  were  the  difficulties  attending  their  removal.  The  pillars  in  Eish- 
mongers'  Hall  are  from  the  Stirling  quarries,  as  are  also  the  bases  of  the  monuments 
of  Pitt  and  Fox ;  and  the  polished  pillars'  of  the  Carlton  Club  House,  in  Pall  Mall, 
are  from  the  quarries  near  Peterhead. 

Granite  of  excellent  quality  is  obtained  in  Argyleshire,  especially  in  the  island  of 
Mull,  where  it  may  be  obtained  in  blocks  of  enormous  size.  The  quarries  are  situated 
on  the  west  side  of  the  island ;  a  fine  pink  granite  being  worked  at  North  Bay,  and 
a  dark  red  variety  at  Tormor.  The  Mull  granites  are  especially  adapted,  by  their 
beauty  of  colour  and  uniformity  of  grain,  for  purposes  of  ornament ;  and  have  been 
largely  employed  in  the  construction  of  the  Albert  Memorial,  recently  erected  in  Hyde 

Park.  ,  , 

Granite  is  also  worked  to  a  limited  extent  in  several  of  the  islands  round  our  coast. 
In  the  Isle  of  Man,  the  grey  granite  of  South  Barrule  forms  a  gigantic  boss  pene- 
trating the  surrounding  schistose  rocks,  and  furnishing  a  stone  worked  for  local  con- 
sumption ;  in  Lundy  Island,  which  consists  almost  entirely  of  granite,  quarries  have 
recently  been  opened  ;  and  in  the  Channel  Islands,  certain  syenitic  varieties  have  long 
been  worked,  and  are  largely  employed  as  London  road-metal. 

The  granites  of  Ireland.— laosi  extensive  granite  district  in  Ireland  Btretche> 
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south  from  Dublin,  through  the  counties  of  Wicklow  and  Carlow  into  Kilkenny  ;  it 
occurs  on  the  south-eastern  coast  of  Down,  and  around  Newry ;  the  range  of  the 
Mourne  mountains  is  granite,  -which  again  appears  in  small  and  isolated  protrusions 
in  Derry  and  Tyrone,  and  in  Cavan.  In  the  western  portion  of  Donegal  there  is  a 
large  extent  of  this  rock,  which  here  partakes  of  a  gneissose  character ;  and  again,  in 
the  west  of  Galway,  granite  covers  a  considerable  area.  The  granite  of  the  Wicklow 
range  is  the  most  extensively  used.  It  varies  in  its  quality,  that  near  Kingston  being 
coarse  and  hard,  while  that  from  Ballyknocken,  or  Golden  Hill,  is  much  finer,  and 
therefore  fitted  for  ornamental  work.  The  granite  of  Down  is  of  a  darker  colour  and 
finely  crystallised.  It  is  extensively  quarried  at  Newry,  and  sent  by  water  to  the 
north  of  Ireland. 

The  Galway  granite  is  of  a  reddish  colour,  containing  large  crystals  of  fl.esh-red 
felspar.  That  of  Mayo  is  of  a  dark  bluish  grey  colour,  while  that  of  Tyrone  is 
reddish. 

The  Irish  granite  averages  170  lbs.  per  cubic  foot,  its  extreme  weights  being  143  lbs. 
and  176  lbs.  After  88  hours'  immersion  in  water,  it  was  found  that  a  cubic  foot  of 
the  granite  of  Newry  and  Kingston  absorbed  about  i  lb.,  that  of  Carlow  nearly  2  lbs., 
and  the  granite  of  Donegal  4  lbs.  of  that  fluid.  These  facts  are  important  in  con- 
nection with  the  use  of  these  rocks  for  building  purposes. —  Wilkinson's  Practical 
Geology  and  Ancient  Architecture  of  Ireland.— Sir  B.  Kane's  Industrial  Resources  of 
Ireland. — HulVs  Building  and  Ornamental  Stones. 

Granite  is  worked  to  a  small  extent  at  Shap  Fell  in  Westmoreland,  and  at  Mount 
Sorrell  in  Leicestershire.  The  rocks  worked  as  and  called  the  Grooby  granite  may 
perhaps  more  properly  be  termed  Syenites,  in  some  cases  assuming  the  character  of  a 
syenitic  granite,  in  others  of  a  syenitic  greenstone.  These  are  worked  extensively  for 
'  pitching'  and  for  macadamising  roads. 

Until  recently  it  was  an  opinion  almost  universal  among  geologists  that  granite 
had  been  formed  by  igneous  fusion,  and  had  solidified  from  a  molten  condition,  under 
enormous  pressure ;  the  theory  being  supported  partly  by  the  crystalline  and  un- 
stratified  character  of  the  rock,  but  chiefly  by  the  fact  that  almost  every  large  mass 
of  granite  gives  off  numerous  ramifications  or  veins  which  penetrate  the  surrounding 
rocks,  and  which  appear  to  have  been  formed  by  injection  of  the  molten  granite  into 
neighbouring  fissures.  Evidence  has,  however,  accumulated  during  the  last  few  years 
tending  to  modify  this  theory  very  materially.  Thus,  it  has  been  found  that  the 
specific  gravity  of  quartz  which  has  undergone  fusion  is  never  higher  than  2-3,  whilst 
that  of  the  quartz  in  granite  reaches  2-6 ;  but  it  should  be  remembered  that  the 
pressure  under  which  granite  lias  evidently  been  formed  must,  as  Dr.  Haughton  has 
pointed  out,  tend  to  increase  the  density  of  the  silica.  Again,  many  minerals  occur- 
ring in  granite,  either  as  essential  or  as  accessory  constituents,  are  such  as  could  not 
have  existed  at  a  high  temperature ;  some  of  them,  indeed,  containing  a  notable  pro- 
portion of  water.  Many  of  these  minerals,  moreover,  are  so  highly  basic  that  it  is 
difficult  to  understand  how  they  could  have  been  fused  in  the  presence  of  free  quartz 
without  entering  into  chemical  combination  with  the  silica.  Finally,  the  constituent 
minerals  of  granite  have,  in  most  cases,  not  solidified  in  the  order  of  their  relative 
infusibihty ;  the  quartz,  which  is  the  most  infusible,  having  evidently  solidifled  last 
since  it  commonly  bears  the  impress  of  the  felspar  crystals.  ' 

Much  light  has  also  been  thrown  upon  the  probable  origin  of  granite  by  tJio 
researches  of  Mr.  H.  C.  Sorby  on  the  microscopical  structure  of  crystals  :  a  subiect 
which  has  been  followed  up  by  Dr.  Zirkel  and  other  observers.  The  crystals  of  many 
minerals  contain  cavities  partially  filled  with  liquid,  which  has  evidently  been  caught 
up  and  mechanically  enclosed  during  the  formation  of  the  crystal :  a  phenomenon 
frequently  witnessed  in  the  crystallisation  of  artificial  salts  in  the  laboratory  From 
the  nature  of  their  formation,  it  is  evident  that  such  cavities  must  be  entirely  filled  with 
liquid  at  the  temperature  at  which  they  have  been  formed ;  any  vacuities  that  after- 
wards appear  being  due  to  subsequent  contraction,  resulting  usually  from  a  reduction 
of  temperature.  If  the  crystal,  therefore,  be  exposed  to  heat  until  the  liquid  by  its 
expansion,  entirely  fills  the  cavity,  the  temperature  at  which  the  crystal  was  orieinallv 
formed  will  be  at  once  indicated.  Sucii  results  will,  however,  require  considerablfl 
modification  if  the  mineral  should  have  been  formed  under  the  effects  of  great  pressure 
as  was  certainly  the  case  with  granite.  As  crystals  deposited  from  aqueous  solution 
contain  /mcJ-cavities,  so  those  obtained  by  sublimation  enclose  bubbles  of  vaDoiir 
giving  nse  to  gas-  or  va^JOMr-cavities ;  whilst  substances  solidifying  from  fusion  cnV,' 
as  glass  or  slag,  contain  portions  of  solid  matter,  in  what  are  termed  aln\t  7. 
«tone-cavities,  according  to  the  nature  of  the  enclosed  solid.  Now  whpn 
stituent  minerals  of  granite  are  subjected  to  microscopical  examination  thevTxhT? 
numerous  cavities,  of  which  some  contain  liquids,  others  enclose  solid's  ,7/ «  f 
merely  vapour.    These  cavities  are  most  abundant  in  the  quartz,  some  Arties  o'f 
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which  contain  moro  than  a  thousand  millions  to  the  cubic  inch.  Since  the  presence 
of  fluid-cavibios  indicates  formation  by  tlic  wot  way,  whilst  stcino-cavities  ^nTZ 
fusion,  and  gas-cayitios  to  sublimation,  the  co-existonco  of  all  these  varieties  hi 
granite  leads  Mr  Sorby  to  believe  that  this  rock  has  been  formed  under  highly  ,im" 
plex  physical  conditions, 'combining  at  once  both  igneous  fusion,  aqueous  solution 
tlmt?rhTt  '^^^^  P^°"f  of  ^^"^  operation  of  water  is  quite  as  strong  as 

GRAM-ITXTE.  A  granite,  containing  oUgoclaso,  orthoclase,  quartz,  and  a  mac- 
nosian  mica.  ^  o 

T.  ?»f^*'''"*-'*-1^*0^  is  the  process  by  which  metals  are  reduced  to  minute  grains 
It  IS  effected  by  pouring  them,  in  a  melted  state,  through  an  iron  cullender,  pierced 
with  small  holes,  into  a  body  of  water ;  or  directly  upon  a  bundle  of  twigs  immersed 
in  water.  In  this  way  copper  is  granulated  into  bean-shot,  and  silver-alloys  are 
granulated  preparatory  to  refining.  It  has  recently  been  proposed  to  granulate  pig- 
iron  before  introducing  it  into  Danks's  rotatory  puddling-fumace. 

CRAPBS.  The  fruit  of  the  gra.]pe-Yme  {Vitis  vinifera).  They  are  largely  used 
as  fruit,  both  fresh  and  dried;  forming,  in  the  latter  case,  raisins  and  currants.  The 
juice  of  the  grape  yields  wine,  brandy,  wine-vinegar,  &c.  The  residue  of  the  expres- 
sion of  the  juice  is  known  as  marc,  and  is  used  in  the  preparation  of  verdigris,  or 
acetate  of  copper.  Oil  is  prepared  from  the  seed  of  the  grape,  whilst  the  lees  are 
burnt  for  the  sake  of  the  potash  they  contain. 

GRAPE  SVGAR.  A  sugar  so  called  from  its  being  produced  in  the  grape  ;  but 
it  also  occurs  in  many  other  fruits,  and  it  forms  the  crystalline  portion  of  honey.  A 
great  quantity  of  grape-sugar  is  now  prepared  from  starch.  The  formula  of  grape- 
sugar  is  C'^H'^O'^.  2H0  (C«H>20».  H^O).  ■ 

GRAPHIC  GRANITE.  A  peculiar  form  of  granite,  in  which  some  of  the 
crystalline  constituents  are  so  disposed  in  the  matrix  as  to  suggest  a  resemblance  to 
some  forms  of  oriental  characters. 

GRAPHIC  TEI.]LirRIVM.  A  name  applied  to  sylvanite,  in  allusion  to  the 
curious  forms  in  which  its  crystals  are  generally  arranged.    See  Stlvakite.  ' 

GRAPHITE,  Plumbago,  or  Black-lead.  {PloTitbagine,  Fr.;  Seissblei,  Ger.)  A 
mineral  substance  of  a  lead  or  iron-grey  colour,  a  metallic'  lustre,  soft  to  the  touch, 
and  staining  the  fingers  with  a  lead-grey  hue.  H=l  to, 2.  Specific  gravity,  2-08 
to  2-45.  It  is  easily  scratched  or  cut,  and  affords  a  black  streak,  displaying  the 
metallic  lustre  in  its  interior.  B.B.  infusible  both  alone  and  with  reagents ;  but 
burns  with  great  difficulty  in  the  outward  flame  without  flame  or  smoke,  generally 
leaving  a  residue  of  oxide  of  iron.  It  consists  of  carbon  in  a  peculiar  state  of 
aggregation,  with  an  extremely  minute  and  apparently  accidental  impregnation  of 
iron.  Graphite  occurs  in  gneiss,  mica  slate,  and  their  subordinate  clay-slates  and 
limestones,  in  the  form  of  masses,  veins,  and  kidney-shaped  disseminated  pieces. 
It  has  been  found  also  among  the  coal-strata,  as  near  Cumnock  in  Ayrshire.  This 
substance  is  employed  for  counteracting  friction  between  rubbing  surfaces  of  wood  or 
metal,  for  making  crucibles  and  portable  furnaces,  for  giving  a  gloss  to  the  surface 
of  cast  iron,  &c. 

The  following  report  of  the  late  Von  Haidinger  and  others,  of  Vienna,  on  the  origin 
of  graphite,  contains  much  that  is  valuable. 

Iron,  after  long  remaining  buried  in  the  earth,  at  last  entirely  decomposes,  leaving 
a  black,  porous,  eminently  combustible  residuum,  known  as  graphite  or  pure  carbon. 
Haidinger's  report  on  the  ferruginous  masses  of  Kokitzau  and  Gotta,  near  Dresden, 
masses  of  uncertain  origin,  lends  support  to  this  general  fact. 

One  word  on  the  formation,  still  so  little  known,  of  graphite.  The  presence  of 
graphite  in  granite,  gneiss,  and  diorite,  has  renewed  the  disputes  between  the  Nep- 
tunists  and  Plutonists.  Graphite  is  well  known  to  be  nearly  pure  carbon,  for  it  leaves 
in  burning  but  a  very  small  quantity  of  ash.  Now,  if  these  primitive  crystalline  rocks 
are  of  igneous  formation,  it  is  impossible  to  explain  how  graphite  could  co-exist  with 
silicates  of  protoxide  of  iron  without  having  reduced  these  salts.  Judging  merely  by 
what  takes  place  in  blast-furnaces,  carbon  reduces  all  oxides  of  iron  at  a  high  tem- 
perature. It  must,  then,  be  admitted  that  granite,  gneiss,  and  diorit«  did  not  contain 
graphite  when  the  mineral  elements  of  these  rocks,  such  as  mica,  hornblende,  and  other 
ferrous  silicates,  were  in  a  state  of  fusion.  Graphite,  then,  must  have  been  subse- 
quently introduced  into  these  rocks,  but  when  and  how?  Questions  such  as  these  are 
very  difficult  to  answer  satisfactorily.  The  most  plausible  hypothesis  is  that  graphite 
has  been  introduced  by  the  wet  way  into  the  crystalline  rocks,  and  substituted  for 
one  of  the  mineral  components.  Thus  in  the  gneiss  of  PaBsau  (Bavaria)  it  takes  the 
place  of  mica. 

Griiphito  is  frequently  to  be  met  with  in  granular  limestone,  a  fact  particularly 
interesting  to  geologists.    Is  limestone  a  product  of  eruption,  or  is  it  a  sediment 
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transformed  by  the  action  of  heat  ?  The  presence  of  graphite  is  explicable  by  neither 
hypothesis.  Por,  at  a  certain  temperatirro,  which  need  not  be  very  high,  carbon 
decomposes  carbonate  of  lime.  This  salt  may,  no  doubt,  under  strong  pressure,  be 
heated  to  the  melting-point  -vrithout  losing  its  carbonic  acid ;  this  is  a  laboratory 
experiment  often  cited  by  the  Plutonists.  But  it  is  quite  a  different  thing  Avith  a 
mixture  of  carbon  and  carbonate  of  lime  at  a  high  temperature.  If  we  reject  the 
Neptunian  origin  of  granvdated  limestone,  we  must  then,  as  with  crystalline  rocks, 
suppose  that  graphite  has  been  introduced  by  the  wet  way  at  a  more  recent  period. 
The  same  remark  applies  to  magnetic  pyrites  (sulphide  of  iron),  often  very  rich  in 
plumbago  kerns. 

Does  graphite,  like  all  carbon,  belong  to  the  organic  kingdom  ?  It  is  certain  that 
anthracite,  hgnite,  and  coal  are  the  result  of  a  slow  decomposition  of  an  enormous 
quantity  of  vegetables,  the  impressions  found  on  them  often  indicate  the  kind  of 
vegetables,  most  of  them  extinct,  which  have  contributed  to  these  carbonaceous  for- 
mations. Graphite,  if  not  formed  in  precisely  the  same  way  as  coal  and  anthracite, 
nevertheless  bears  signs  of  an  organic  origin.  The  formation  of  nuclei  and  veins  of 
graphite  in  crystalline  rocks  is  sufficiently  explained  by  the  decomposition  of  car- 
buretted  hydrogen  gas  at  a  high  temperature ;  this  gas,  disengaged  from  organic 
matters,  and  penetrating  the  fissures  of  the  burning  rock,  would  undergo  decomposition 
into  hydrogen  and  carbon. 

It  is  this  deposited  carbon  which  forms  graphite.  If  in  our  laboratories  we  do  not 
obtain  exactly  the  same  product,  it  must  be  remembered  that  Nature  has  means  at  her 
command  which  escape  our  researches.  We  find  it  impossible  to  make  coal  from 
wood.  Tlie  wood  may  be  carbonised  by  the  dry  or  by  the  wet  way.  In  the  first 
case  the  carbonisation  is  very  rapid ;  in  the  latter  it  is  extremely  slow,  as  is  shown 
by  the  blackened  points  of  piling  sunk  in  water. 

Finally,  graphite  has  been  found  in  meteorites  and  aerolites.  Attempts  have  been 
made  to  explain  its  presence  here  by  the  continuance  of  these  stones  in  soil  more  or 
less  rich  in  carbonised  principles.  But  with  regard  to  newly-fallen  stones,  this  ex- 
planation is  inadmissible.  If  it  be  maintained  that  graphite  is  an  organic  product, 
it  must  be  admitted  that  in  the  case  of  newly-fallen  meteorites  it  can  proceed  only 
from  organic  matters  belonging  to  another  world  than  our  own. 

In  his  report  on  Alibert  graphite,  M.  Dumas  presents  some  considerations  on  the 
probable  origin  of  graphite  and  of  the  diamond.  M.  Despretz  and  others  ascribe  to 
fire  the  change  of  carbon  into  diamond.  Newton  ascribed  it  to  the  coagulation  of  a 
fatty  or  oily  body ;  Liebig  says  the  diamond  is  slowly  formed  by  processes  which 
determine  ^e  prolonged  putrefaction  of  a  liquid  body  rich  in  carbon  and  in  water  ; 
then,  contrary  to  M.  Despretz's  method,  a  high  temperature  would  be  unfavourable 
to  a  successful  attempt.  Adopting  Newton's  hypothesis,  M.  Goppert  states,  in  a 
'  Memoir  on  the  solid  bodies  entering  into  the  composition  of  the  diamond,  and  con- 
sidered with  regard  to  their  organic  or  inorganic  origin,'  that  he  is  disposed  to  class 
the  diamond  among  the  produce  of  the  decomposition  of  organic  matters.  All  these 
hypotheses  M.  Dumas  rejects ;  according  to  him  the  diamond  is  crystallised  carbon, 
at  the  moment  of  its  production,  and  in  the  midst  of  a  mass  which  has  been  exposed 
merely  to  the  heat  necessary  to  soften  it,  provided  this  condition  is  sufficiently  pro- 
longed. 

Finally,  M.  Dumas  frankly  admits  that  nothing  positive  is  known  as  to  the  true 
origin  of  the  diamond,  though  the  substance  most  allied  to  it,  silicium,  is  perfectly 
known,  and  very  beautiful  crystals  of  it  are  obtained. 

However,  it  is  positively  ascertained  that  the  diamond  and  graphite  have  not  the 
same  origin,  and  that  the  residue  of  every  carboniferous  substance,  treated  at  a  high 
temperature,_  proves  to  be  but  a  variety  of  graphite.  The  graphite  found  by 
M.  Alibert  in_  the  mines  of  Marinski,  situated  at  the  summit  of  Batougol,  on  the 
Siberian  frontiers,  is,  then,  a  graphitoid  carbon  of  the  most  beautiful  kind,  formed 
by  volcanic  phenomena.  M.  Jaquelain,  after  carefully  comparing  the  external  charac- 
teristics of  Alibert  graphite  with  that  obtained  by  his  process,  concludes  that  the 
conditions  under  which  they  are  produced  must  be  analogous. 

In  fact,  on  comparing  the  texture  of  the  two  carbons,  they  wiU  be  found  sometimes 
of  a  metallic,  mirror-like  lustre ;  at  another  time  the  surface  will  be  of  shining  steel- 
grey,  mammillated  as  if  it  had  been  half  fused,  and  had  passed  through  a  pa§ty  stage. 
This  appearance  is  similar  to  that  of  oxide  of  iron,  nodular,  brilliant,  with  mammil- 
lated surface,  known  by  the  name  of  brown  hematite. 

_  M.  Jaquelain  is  inclined  to  admit  that  tarry  and  pyrogenated  products,  transformed 
m  immense  proportions  into  carbon  and  hydrogen  under  the  influence  of  igneous  rocks 
become  accumulated  in  rents  and  excavations,  causing  an  aggregation  of  carbon  and 
inductng  a  fusion  analogous  to  that  of  carbon  in  retorts  for  lighting  gas  and  of 
graphitoid  carbon  destined  to  form  the  pencils  used  for  the  electric  light  ' 
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On  this  point  M.  Jaquelain  narrates  one  of  his  own  recent  experiments.  On  de- 
composing some  sulphide  of  carbon  in  a  porcekin  tube  in  presence  of  pure  copper 
heated  to  about  800°  sulphide  of  copper  and  graphite  were  formed,  the  latter  exter- 
nally similar  to  natural  grapliite.— Cosmos,  1864.  pp.  720,  725. 
,„?o°^°  °^  ^'^^'^'^^  researches  of  Gustav  Rose,  published  just  before  his  death  in 
1873,  were  directed  to  the  natural  forms  of  carbon,  including  graphite.  For  those 
the  reader  may  be  referred  to  the  '  Proceedings  of  the  Berlin  Academy  of  Sciences.' 

^  1  process  of  engraving  (discovered  in  the  summer 

ot  1860  by  Mr.  Do  Witt  Clinton  Hitchcock)  the  artist  becomes  his  own  engraver,  and 
thus  overcomes  the  difficulties  met  with  in  most  other  processes,  arising  from  the 
impossibility  of  two  individuals  working  out  the  same  idea  in  exactly  the  same  way. 
A  short  description  of  the  circumstance  which  led  to  this  discovery  will  give  a  good 
idea  of  the  nature  of  the  new  method  called  '  Graphotype.'  Mr.  Hitchcock  was 
engaged  in  making  a  drawing  on  boxwood,  and  finding  it  necessary  to  erase  a  portion 
of  his  -work  and  re-whiten  his  block,  ho  took  a  visiting-card  (the  white  material  used 
for  the  surface  of  the  wood  engraver's  block  being  of  the  same  composition  as  the 
enamel  of  the  said  card)  and  commenced  rubbing  off  the  enamel  with  the  aid  of  a 
brush  and  water,_when,  to  his  astonishment,  he  found  the  printed  letters  remained  in 
relief.  The  ink  in  combining  with  the  enamel  had  become  sufficiently  hard  to  resist 
the  action  of  the  brush,  and  thus  he  had  accidentally  prepared  a  sort  of  block  upon 
■which  the  letters  stood  out.  This  circumstance  led  him  to  the  discovery  that  by 
taking  a  slab  of  chalk,  reducing  its  surface  to  as  smooth  a  condition  as  possible,  draw- 
ing on  it  with  an  ink  composed  of  silicate  of  potash  (water-glass)  and  indigo,  then, 
when  the  sketch  was  dry,  by  brushing  away  the  surface  with  a  dry  brush  (the  lines 
of  the  drawing  being  virtually  converted  into  stone,  they  will  withstand  the  friction 
of  the  brush,  while  the  intervening  particles  are  easily  removed),  and  saturating  the 
mass  of  chalk  with  liquid  glass,  he  had  a  block  ready  for  printing  from  in  the  ordi- 
nary way  of  burnishing. 

This  experiment  was  successful,  and  after  several  trials  the  following  method  has 
been  adopted  as  the  most  j)erfect : — A  chalk  surface  upon  a  metallic  plate  is  now 
adopted.  French  chalk  is  ground  to  the  finest  powder,  then  the  coarser  particles  sepa- 
rated from  the  finer  by  being  thrown  into  water,  the  sediment  which  first  subsides 
is  removed  and  ground  again  ;  this  is  repeated  several  times.  Next,  the  powder  is 
repeatedly  passed  through  a  wire  cloth  which  contains  10,000  holes  to  the  square  inch, 
and  is  then  laid  between  a  smooth  metallic  (zinc)  plate  and  a  smooth  steel  plate,  and 
sulDmitted  to  intense  hydraulic  pressure,  then,  after  the  chalk-surface  is  sized,  it  is 
ready  for  the  artist.  The  pencils  employed  by  the  artist  are  of  sable-hair,  and  the  ink 
is  composed  of  lamp-black  and  glue.  When  the  drawing  is  finished  the  surface 
is  gently  rubbed  with  silk  velvet,  or  fitch  hair-brushes,  until  the  chalk  between  the 
inked  lines  is  all  removed  to  the  depth  of  about  the  eighth  of  an  inch.  After  this  the 
block  has  only  to  be  hardened,  ■which  is  done  by  soaking  it  into  a  solution  of  an 
alkaline  silicate  (water  glass) ;  by  this  means  the  whole  of  the  chalk  is  converted  into 
stone. 

This  petrified  block  is  not  used  to  print  with,  as  it  would  not  stand  the  wear  and  tear 
it  would  be  subjected  to  in  the  printing  press,  but  a  mould  is  taken  of  it,  from  which 
a  tj^e-metal  cast  (a  stereotype)  is  made,  and  it  is  this  stereotype  from  which  the  im- 
pressions are  taken. 

One  of  the  great  merits  of  this  new  process  is  the  extreme  delicacy  and  precision 
with  which  the  finest  lines  are  produced,  and  the  accuracy  and  rapidity  of  production 
are  the  two  great  recommendations  of  the  graphotype.  A  sketch  made  in  tlie  morning 
may  be  multiplied  by  thousands  by  the  evening.  The  graphotype  is  a  most  valuable 
invention ;  and  it  seems  probable  that  it  -will  supersede  the  old  wood-engraving  to  a 
considerable  extent :  it  is  cheaper,  more  accurate,  and  more  rapid  of  production,  but 
still  it  possesses  all  the  advantages  of  the  ordinary  block. 

GRASS-OZK.  A  fragrant  oil  which  is  extracted  from  a  peculiar  Indian  grass ; 
it  is  generally  called  the  grass  oil  of  JSemaur.  Grass-oil,  on  account  of  its  odour,  is 
often  termed  lemon-grass  or  verbena  ;  it  is  deri^ved  from  the  Andropogon  Nardtis,  a 
species  of  grass  which  is  now  regularly  cultivated  in  Ceylon  for  the  sake  of  the  essen- 
tial oil  which  it  yields  by  distillation,  about  10,000  lbs.  of  which  are  imported 
annually.  A.  citratum  has  been  considered  to  be  the  source  of  the  oil  of  lemon- 
grass. 

ORATS,  a  mining  term.  A  metal  plate  pierced  ■with  small  holes :  it  is  fixed  in 
front  of  the  stamps  in  which  the  ore  is  pounded,  and  through  the  holes  the  finely- 
divided  matter  makes  its  escape. 

OltilTrw-ACKX:  or  GREYWACKE.  (G^rflM,  grey ;  wacM  clay.)  A  German 
name,  often  adopted  by  geologists  for  some  of  the  most  ancient  fossiliferous  strata. 
The  rock  is  often  of  a  grey  colour,  hence  grau,  German  for  grey ;  wacke  being  a  pro- 
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Tincial  miner's  term.  Although  at  one  period,  the  term  grauwacU  or  greywacJce,  was 
employed  to  include  the  Cambrian  and  Silurian  slates,  the  term  has  now  nearly  dropped 
out  of  the  geological  nomenclature. 

ORAVE-WAX.    A  familiar  term  for  adipocere.    See  Adipocere. 
GRAVITY.    The  term  usually  applied  to  the  action  of  the  earth's  gravitation. 
GRAVXTY,  SPECIFIC.    The  specific  gravity  of  a  body  is  represented  by  the 
ratio  which  the  weight  of  a  given  volume  of  the  body  bears  to  the  weight  of  an  equal 
volume  of  a  certain  substance  chosen  as  a  standard  of  comparison.    Water  is  the 
standard  for  solids  and  liquids,  and  air  the  common  standard  for  gases,  but  modern 
chemists  frequently  refer  the  specific  gravity  of  gases  to  hydrogen  as  unity.    If,  there- 
-fAnJf  !f       gi-a^ity  of  platinum  is  stated  to  be  19-5  (water=  1),  or  19500  (water 
^iriQi  .-'^  simply  meant  that  a  given  bulk-say  a  cubic  inch-of  platinum  will 
weigh  1 9^  times  as  much  as  a  cubic  inch  of  water  weighs.    In  like  manner  the  specific 
mean?thL°^^^'°.'-  (^^"=1)'  (hydrogen  =  1 ),  by  which  is 

^oh,^«        •  7-"^'''^^  1^  greater  than  the  same 

b«         f  7   f  H'?^^^       """"^  ^«  t^l^  of  hydrogen;  all  the  weights 

being  determined  vnder  like  conditions  of  temperature  and  pressure.  Specific  gra^ty 
IS  sometimes  called  'relative  weight,'  and  is  commonly  regarded  as  the  iame  tWng  as 
WW  -fV  ^°^,^/«f^?Ption  of  the  several  methods  by  which  the  specific  gravity  of  any 
body  either  solid  fluid,  or  aeriform,  may  be  determined,  we  must  refer  to  Watts's 

DhisK  n.'"yl^^'"''"i^^^•  .^"^  """"^^  °f  the  manipulatory  details  of 

physics  or  chemistry.    The  following  Table  may  be  found  useful :— 

Table  of  Specific  Gravities. 


Metals 


Names 


Platinum  . 
Pure  gold  . 
Mercury  . 
Lead . 
Pure  silver 
Bismuth  . 
Copper,  cast 
sheet 
Brass,  cast 

,,  sheet 
Iron,  cast  . 

..  bar  . 
Steel,  soft  . 

„  hard 
Tin,  cast  . 
Zinc,  cast  . 


Weight 
water 
being 
1000 

,  "umbei 
of  cubic 
inches 
in  a  lb. 

Weight 
of  a  cub- 
ic inch, 
in  lbs. 

19500 

1-417 

■7053 

19258 

1-435 

-6965 

13560 

2-038 

•4904 

11352 

2-435 

•4105 

10474 

2-638 

■3788 

9823 

2-814 

•3552 

8788 

3-146 

-3178 

8910 

3-103 

-3225 

7824 

3-533 

-3036 

8396 

3-293 

-3037 

7264 

3-806 

-263 

7700 

3-592 

-279 

7833 

3-530 

-2833 

7816 

3-537 

•2827 

7291 

3-790 

■2636 

7190 

3-845 

•26 

-Stones,  Earths,  &c. 


Names 


Marble,  average 
Granite  „ 
Purbeck  stone 
Portland  „ 
Bristol  „ 
Millstone  . 
Paving  stone 
Craigleith  „ 
Grindstone 
Chalk,  British 
Brick 

Coal,  Scotch 
,,  Newcastle 
,,  StafFordsh 
„  Cannel 


Weight 
water 
being 
1000 

Numbei 
of  cubic 
feet  in  a 
ton 

-  Weight 
of  a  cubic 
foot,  iu 
lbs. 

2720 

13 

170-00 

2651 

131 

165-68 

2601 

162-56 

2570 

14 

160-62 

2554 

14 

159-62 

2484 

141 

155-25 

2415 

14f 

150-93 

2362 

15 

147-62 

2143 

16f 

133-93 

2781 

12f 

173-81 

2000 

17 

125-00 

1300 

27.^ 

81-15 

1270 

281 

79-37 

1240 

29 

77-50 

1238 

29 

77-37 

It  is^U)ut  the  «t«^f  ^"f''^'  oristatus,  the  great  crested  or  tippet  grebe 

sl  opsht,  CheXf  in  ?L  fe^ns  of 

is  valued  for  the  Suml^^^^  are  caUed  gaunts.  The  bird,  which 

used  for  trfli  ngs^SrCe  S^^^^^  '^''^  ^^-^^^'^^  ^^ff^' 

CREEIO-  EAR-Tw     A  Central  European  species. 

nielaphyres,  espeeSlTy  at  Mo"  tTSaldo^trV"'''''""?  '•.^*^°'  amygdaloidal 
a  DiL'm/ni-  Ljnrv  o^i      'V         •tS'llao,  near  Verona,  whence  it  is  procured  for  use  as 

dorivefl  ^nrL  7r  A  Jamaica.    This  is  a  wood  of  a  brown-ereen  colour  Tt 

Sjf^^^^^^^^^^  i«  -d  in  turnery  andTor  ma^rq^^ork! 

the**W^fcAwf,/^:  ^r^"^  brought  from  Jamaica  and  Guiana,  the  produce  of 

describes  i  •  '  SpTera  or  CrTV"  .  ^f.f  ^o^-  in  his  '  Guiana/  th^s 

or  70  feet  hitrh    m  '^'P'°^^  f"^  Greenheart  tree  is  in  size  like  the  locust-tree  qbm,f  To 

v"™"'"""""^-   A"""«pho.ph.toofiron.   See  D,,™™™. 
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GREBM'  JmEAH  ORE.     An  arsonio-pliosphato  and  chloride  of  lead.  See 

PvilOMDUl'lllTK. 

CREErr  IiIimr&TS.   A  miner's  name  for  green  lead-ore  or  pyromorphite. 
GREEiroCKXTE.    Native  sulphide  of  cadmium.    It  occurs  in  small,  but  very 

.perfect  and  brilliant,  short  hexagonal  crystals,  in  a  porphyritic  greenstone,  on  preh- 
nite,  and  associated  with  calcito.  It  has  been  found  in  a  railway-cutting  at  Bishops- 
ti)wn,  near  Paisley,  and  at  Bowling,  near  Old  Kirkpatrick.  It  was  .first  observed  by 
tiio  hito  Lord  Greenock,  afterwards  Earl  Cathcart,  hence  its  name.    See  Cadmium. 

GREEKT  PAIT7TS.  {Couleurs  vertes,  Fr. ;  Griine  Pigmentc,  Ger.)  Green, 
which  is  so  common  a  colour  in  the  vegetable  kingdom,  is  rare  in  the  mineral.  Tliere 
is  only  one  metal,  copper,  which  aifords  in  its  coml;inations  the  various  shades  of 
green  in  general  use.  The  other  metals  capable  of  producing  this  colour  are,  chro- 
mium in  its  sesquioxide,  nickel  in  its  hydrated  oxide,  as  well  as  its  salts,  the  selenate, 
arsenate,  and  sulphate  ;  titanium  in  its  prussiate  ;  and  some  of  the  salts  of  uranium. 

GREEN  PIGZVIEN'TS.  Under  the  name  of  '  green  cinnabar,'  Vogel  described  a 
new  colour.  Prussian  blue  is  dissolved  in  oxalic  acid,  chromate  of  potash  is  added  to 
this  solution,  which  is  then  precipitated  with  acetate  of  lead.  The  precipitate,  well 
washed,  dried  and  levigated,  gives  a  fine  green  powder.  By  varying  the  proportions 
of  the  three  solutions,  diiferent  shades  of  green  may  be  produced.  Another  method 
has  been  given  by  Dr.  Eisner.  Make  a  solution  of  yellow  chromate  of  potash  and 
another  of  yellow  prussiate  of  potash ;  then  mix  the  two,  dissolve  separately  in  water 
some  acetate  of  lead  and  iron,  and  add  this  solution  to  the  others.  By  precipitating 
the  first  two  solutions  by  the  third,  a  green  deposit  is  obtained,  the  tint  depending  on 
the  proportions  employed. 

Green  pigments  are  prepared  also  by  the  mixture  of  yellows  and  blues  ;  as,  for  ex- 
ample, the  green  of  Einman  and  of  Gellert,  obtained  by  the  mixture  of  cobalt-blue 
and  flowers  of  zinc ;  that  of  Barth,  made  with  yellow  lake,  prussian  blue,  and  clay ; 
but  these  paints  seldom  appear  in  the  market,  because  the  greens  are  generally  extem- 
poraneous preparations  of  the  artists. 

Mountain  green  consists  of  the  hydrate,  oxide,  or  carbonate  of  copper,  either 
factitious  or  as  found  in  nature. 

Bremen  or  Brunswick  green  is  a  mixture  of  carbonate  of  copper  with  chalk  or  lime, 
;ind  sometimes  a  little  magnesia  or  ammonia.  It  is  improved  by  an  admixture  of 
white  lead.  It  may  be  prepared  by  adding  ammonia  to  a  mixed  solution  of  sulphate 
of  copper  and  alum. 

Frise  green  is  prepared  with  sulphate  of  copper  and  sal-ammoniac. 

Mittis  green  is  an  arsenate  of  copper,  made  by  mixing  a  solution  of  acetate  or  sul- 
phate of  copper  with  arsenite  of  copper.    It  is  in  fact  Scheele's  green. 

Sap  green  is  the  inspissated  juice  of  buckthorn  berries.  These  are  allowed  to  fer- 
ment for  8  days  in  a  tub,  then  put  in  a  press,  adding  a  little  alum  to  the  juice,  and 
concentrated  by  gentle  evaporation.  It  is  lastly  put  up  in  pigs'  bladders,  where  it 
becomes  dry  and  hard.    See  Colours,  Table  of. 

GREEN'S ANB.  The  term  '  Greensand'  applies  to  the  strata  lying  between  the 
Chalk  and  the  Wealden  deposits.  They  are  of  marine  origin,  as  is  denoted  by  the 
presence  throughout  their  entire  thickness  of  sea-shells,  and  are  divided  into  an  upper 
and  lower  series,  separated  by  a  stratum  of  clay,  called  gault.  The  Upper  Greensand, 
which  underlies  the  Chalk  Marl,  is  composed  chiefly  of  calcareous  sand  in  the  lower, 
and  of  sandstone  and  layers  of  chert  (a  compact  flinty  rock)  in  the  uppermost  part. 
The  sandstone  affords  a  good  and  durable  building  stone.  The  chert  is  well  adapted 
from  its  toughness  for  making  roads,  and  the  sandy  portion,  in  addition  to  its  useful- 
ness as  a  component  of  mortar,  furnishes  an  excellent  agricultural  soil,  from  the  calca- 
reous matter  it  contains,  in  addition  to  the  large  percentage  of  soluble  silica  entering 
into  its  composition,  which  sometimes  amounts  to  more  than  40  per  cent.  In 
Sussex,  Surrey,  and  Kent,  the  land  based  upon  the  Upper  Greensand  is  known  by 
the  name  of  malm,  and  produces  the  greater  part  of  the  hops  for  which_  those  counties 
are  celebrated.  In  the  neighbourhood  of  Godstone  and  Merstham,  in  Surrey,  ex- 
tensive quarries  are  driven  into  the  hills,  at  the  base  of  the  chalk  downs,  for  the 
pm-pose  of  procuring  the  soft  and  chalky  stone  which  occurs  there  in  the  higher 
portion  of  the  Upper  Greensand,  for  which  there  is  a  large  demand  in  London 
for  cleaning  door-steps  and  stonework  in  the  fronts  of  houses,  under  the  name  of 
hearthstones.  A  plentiful  supply  of  pure  water  is  borne  up  by  the  impermeable  straU, 
forming  the  uppermost  part  of  the  Upper  Greensand,  which  finds  its  way  out  of  the 
ground  near  the  base  of  the  Chalk,  and  forms  the  sources  of  many  streams  and 

The  Lower  Greensand  consists  of  alternations  of  sands,  sandstones,  and  clays,  which 
are  often  very  ferruginous,  so  much  so  sometimes  as  to  constitute  a  siliceous  ore  ot 
iron,  as  is  the  case  of  Seend  in  Wiltshire,  and  Shotover  in  Oxfordc»hire.  The 
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ferruginous  sands  form  the  iron-sand  of  Dr.  Smith.  The  Lower  Greensand,  also,  con- 
tains beds  of  Fuller's  Earth,  which  are  worked  at  Eeigate,  and  they  furnish  a  durable 
and  useful  bmlding  stone,  known  by  the  name  of  Kentish  Eag,  and  quarried  exten- 
Bively  in  the  neighbourhood  of  Maidstone. 

The  term  '  Greensand,'  though  applied  to  deposits  of  considerable  thickness,  is.  in  fact, 
only  strictly  apphcable  to  certain  minor  portions  of  them,  which  are  marked  by  the 
presence  of  minute  grains  of  green  silicate  of  iron  (the  glauconite  of  American  mine- 
ralogists). These  impart  a  colour  to  the  beds  in  which  they  occur,  which  has  given 
the  name  to  the  entire  formation.-H.W.B.    See  Chbet  ;  Fibestoke  :  Gatot 

GREEIT,  SCHEEM'S.    An  arsenite  of  copper.    See  Coppbe 

^^^^i^c™^?.-^'   i^'"''  tlie  broad  green  laver.    See  Aj.gm. 

CREEKTSTONTE.  Greenstone  is  a  dark  and  heavy  blackish  green  or  brownish 
rock,  consisting  of  felspar  and  hornblende  ;  it  usually  ha^  a  crystalline  texture  bTt  's 
sometimes  compact  '--i?a««.    The  term  has  been  loosely  applied  by  geologis  s  to  a 

-iner^l^gicaCmrosi- 

GREEIT  UlTBAIttARlWE.  This  is  artificially  prepared  in  Prance  and  Ger- 
SeS^J'".'"",'"   Sulphate  of  iron,  or  copperas.   See  Ihox,  Sulphate  of. 

«'OCUS  or  GRElffAl>ll.i.o.    This  wood,  imported  from  the 
West  Indies,  IS  called  red  ebony  by  the  French  cabinet-makers.  ^ 

52e?  c?p"S?''I-  J'^  native  trisulphide  of  antimony.    See  Antimoxy. 

GREY  S J^^^^^'  ■  f  *^^sulphide  of  copper.    See  Coppeb. 

GREY  DYE.    {Temture grise, -Ev. ;  Graufdrbe,  Gev.)    The  erev  dves  in  thpii. 

m  d.  tartar  M-sre;,  ,s  gWm  for  30  pounds  of  wooUe-  stuff;  by  ono^p™d  „f  In 
nuts,  J-  lb.  of  wine-stone,  and  2'- lbs  of  sulnhatRnf  I'l-nn     ti.^  ^  n  ""r.i','^"'^^  oi  gau 

s  pCedt  rd-t^r:io"itS'L:s  t^'^^^^^^^^^^ 

iron,  and  52  of  sulphate  of  cn^n«7        consists,  in  22f  parts,  of  17  of  sulphate  of 

Sl^^Sff^bSS  -  a 
puti^^^^^^^^^^ 

logwId^S  Ttt^foSeftfrSf  the^'lt  first  through  a  decoction  of  sumach  and 

of  sulphate  or  acetate  of  ™on    and  fiS.h  n^^^^^  afterwards  through  a  dilute  solution 

little  alum.    MouscarZ  is  obtain  J  wl.       ^-.l  ^  ^^'"^  ^^^^      ^'^^  containing  a 

a  small  quantity  of  SLttdtet ''^"^  ^"^"'^^"^  -^-^-7. 

mu^rre'ceirl  'p^eTioustlu;  I'  '^^^-^','7^  and  slate-grey,  the  stuff 

inslerd^ri^^ii''^^  A^?^'  logwood,  sumach,  and  elder-tree  bark  nr.       ,  . 

-stead  of  galls.    Archil  and  annotto  are  frequently  used  to 'rftentud  ^^^^^^^ 
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The  mode  of  producing  grey  dyes  upon  cotton  has  been  explained  in  the  articles 
CAT.ico-PniNTiNfi  and  Dyeing. 

GXtEVWACKE,  Grauwacke.  A  German  term,  used  to  designate  the  coarse 
slaty  strata  of  the  transition  rocks.  It  is  now  employed  to  designate  the  brecciated 
beds  which  occur  in  those  formations. 

GRIIf DII^TG-  i^ND  CRUSHING-  MACHZHrEltT.    See  Dqessimo  of  Obbs. 

GRIN'DSTOM'Z:.  Grinding-stoues  or  grit-stones  are  varieties  of  sandstone,  most 
of  those  which  arc  celebrated  being  obtained  from  the  sandstones  and  millstone  grits 
of  the  coal-measures.  Mr.  Knight  describes  the  best  known  varieties,  which  are  the 
Ibllowing : — 

Newcastle  Grindstones. — These  abound  in  the  coal  districts  of  Northumberland, 
Durham,  Yorkshire,  and  Derbyshire.  They  are  selected  of  different  degrees  of  coarse- 
ness and  density,  according  to  the  work  for  which  they  are  required. 

Bilston  Grindstone  is  a  similar  description  of  stone,  of  great  excellence,  of  a  lighter 
colour,  much  finer,  and  of  a  very  sharp  nature,  and  at  the  same  time  not  too  hard. 
It  is  confined  to  a  small  spot  of  limited  extent  near  Bilston  in  Staffordshire,  where  it 
lies  above  the  coal. 

Wickershy  Grindstones. — These  are  obtained  from  a  village  about  nine  miles  east 
of  Sheffield,  and  are  much  used  for  the  finer  description  of  edge-tools. 

Sheffield  Grindstone. — A  hard,  coarse  gritstone,  used  for  grinding  large  files  and 
the  like  ;  it  is  obtained  from  Hardsley,  about  fourteen  miles  north  of  Sheffield. 

Devonshire  Batts  are  obtained  near  CoUumpton. 

Yorkshire  Grit  and  Congleton  Grit  are  other  varieties  from  which  grindstones  are 
manufactured. 

Burr  Stones. — These  are  very  celebrated  ;  they  are  found  at  La  Fert^-sous-jouarre 
(Seine  et  Maine),  and  are  said  to  be  unequalled  for  grist-mills.  The  combined  rough- 
ness and  hardness  of  this  tertiary  quartz-deposit  give  it  immense  advant^iges.  The 
stones  formed  of  this  rock  are  usually  pieced,  which  renders  them  very  expensive. 

Artificial  grindstones  have  been  successfully  made  of  late  by  Ransome's  method  of 
manufacturing  artificial  stone.  They  are  said  to  form  excellent  and  economical  sub- 
stitutes for  the  natural  grindstones. 

GRXS-PERIiS.  The  name  given  by  the  French  dyers  to  a  grey  produced  by 
the  action  of  sulphuric  acid  on  aniline  violet.  It  is  much  used  in  dyeing  silk.  See 
ANHiira. 

GRXT.    A  peculiar  hard  sandstone.    See  Millstone  Gbit. 

GROATS,  EMBDEIO'.  "When  oats  are  deprived  of  their  integuments,  they  are 
called  groats,  and  when  these  are  crushed,  they  are  known  as  Embden  groats.  Oat- 
meal is  prepared  by  grinding  the  grains. 

GROS  DE  1TAPZ.es.  A  plain  silk  fabric  woven  of  organzine  silk,  prepared 
with  much  neatness  and  care. 

GROS  Sir  I.  ARIA.    Gooseberry-garnet.    See  Gabnet. 

GROTTITD  IVY.  Nepeta  Gleclioma.  The  leaves  of  this  plant  were  formerly 
thrown  into  a  vat  with  ale,  to  clarify  it  and  give  it  a  flavour. 

GROVE  or  GROOVE.  A  mining  terra  in  Derbyshire.  '  The  mine,  or  work 
that  a  man  is  employed  in.  Hence  it  is,  if  a  question  be  asked,  Where  is  Tom  to- 
day? He  is  gone  to  the  groove,  he  is  at  the  groove.    Sometimes  it  is  used  for  the 

shaft,  and  mines  are  commonly  called  groovers' — Hooson's  Miner's  Dictionary. 

GROWAN.  A  local  term  applied  in  Cornwall  to  granite  in  an  imperfect  state, 
either  through  decomposition,  or  irregular  formation.  It  is  said  that  the  term  is  some- 
times applied  to  the  solid  granite.  We  have  never  heard  it  so  used,  and  the  miners 
and  the  quarrymen  draw  a  well-defined  line  between  a  granite  and  a  growan. 

GUAZACiritX.  {Gdiac,  Fr. ;  Gmjaharz,  Ger.)  Both  the  wood  and  resin  are 
imported  •  they  are  used  medicinally.  It  is  known  that,  after  the  discovery  of  the 
New  World  when  the  first  syphilitic  diseases  showed  themselves  in  Europe,  the 
orisin  of  which  was  erroneously  ascribed  to  Santo  Domingo,  the  guaiacum  wood  was 
considered  as  specific  against  this  disease.  The  historian  Herrera  informs  us  that 
one  pound  of  the  wood  was  at  that  period  paid  in  Spain  with  seven  piastres.  Ihe 
gum  which  exudes  from  the  wood,  and  possesses,  as  it  may  be  conceived,  the  medi- 
cinal qualities  in  a  much  higher  degree,  is  now  valued  at  7d.  per  pound 

GITAM-ZIO'E.  C'H'N^O^  (C'H^W^O).  An  organic  base,  found  by  Unger  in  guano. 
Guano  contains  about  6  per  cent  of  it.  _ 

GXTAITO.  This  extraordinary  excrementitious  deposit  of  certain  sea-ftiwls.  whicl 
occurs  in  immense  quantities  upon  some  parts  of  the  coaste  of  Peru  Bolivia  and 
Africa,  has  lately  be^-ome  an  object  of  great  commercial  enterprise,  and  of  intense 
interest  to  our  agricultural  world.  More  than  thirty  years  ago  it  wa^  exhibited  and 
talked  of  merely  as  a  natural  curiosity,  but  the  quantity  imported  into  England 
alone  rose  from  30,000  to  350,000  tons  (in  1868),  the  value  of  which  was  esti- 
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mated  at  no  less  than  3,000,000^.  But  during  the  last  few  years  the  quantity 
imported  has  somewhat  diminished,  and  hence  the  rise  in  price  from  111.  to  14^.  per 
ton. 

Our  importations  of  guano  since  1868  have  been  as  follow  : — 


From 

Portugal :  Azores 

Western  Coast  of  Africa, 
not  particularly  de- 
signated . 

Islands  in  Pacific 

Hayti  and  St.  Domiugi 

Peru  . 

Bolivia 

Chili  . 

Uruguay 

Tortola 

Australia  . 

Other  parts . 

Total 


1868 


Imports 


tons 
1,381 


1,859 
8,397 
4,329 
155,766 
4,025 
3,198 
825 


2,563 


Value 


6,905 


11,619 
48,283 
17,316 
1,890,219 
26,393 
20,788 
6,600 


11,355 


1869 


Imports 


182,343 


2,039,478 


tons 


3,220 
368 

199,122 
1,612 
830 

2,'292 

2,566 


210,010 


Value 


20,126 
2,116 

2,581,024 
11,284 
5,810 

9,168 

11,455 


2,640,983 


1870 


Imports 


tons 


2,980 
13,616 
6,721 
243,434 

3,594 


5,905 
4,061 


Value 


19,370 
78,294 
40,326 
3,248,293 

27,854 


35,430 
27,113 


280,311 


3,476,680 


From 

Portugal :  Azores  

Western  Coast  of  Africa,  not  particularly 

designated  . 
Islands  in  Pacific 
United  States  of  America 
Dutch  West  India  Islands 
jPeru_  ... 
Bolivia 

ChiH       .      .  •  . 
Brazil 
St,  Helena 
Australia  . 

British  West  Indies  . 
Other  parts 

Total. 


1871 


Imports 


tons 


2,445 
9,893 
3,024 

142,365 
10,045 
2,370 


3,873 
4,793 


1872 


Value  Imports 


178,808 


29,805 
77,032 
17,337 

1,711*176 

75,033 
26,500 


24,657 
25,449 


1,986,989 


tons 


3,201 
17,475 
458 
1,562 
74,401 
14,068 
503 
1,232 
981 
1,168 
1,050 
2,545 


Value 


37,641 
113,073 
3,546 
9,012 
875,882 
108,150 
4,259 
9,721 
8,155 
8,595 
6,974 
16,034 


118,764  1,201,042 


<>  P'^^""^^^^^  excrements  appear  to  be  the 

existence  of  a  soil  consisting  of  a  mixture  of  sand  and  clay,  in  a  coSStry  where  the 
birds  are  a  lowed  to  live  for  ages  undisturbed  by  man  or  man's  works,^and  where 

tTJ:!  ^'^^  --i".  froS  heavy  dews' 

These  conditions  appear  to  have  been  combined  to  a  remarkable  extent  on  the  coalts 

aUhoZ  I       ^il'"'  l^i^tudes  I30  north  and  21°  south  of  the  equator  for 

although  beyond  this  region  the  flocks  of  cormorants,  flamingoes,  cranes  and  othe^  sea 

S'orTw!  ^"'^^^^^^'^^     ra'pidly  carried  away  by  th^ 

muLll  nn°fV^^  dryness  of  the  climate  chiefly  which  has  permitted  the  guano  to  accu- 
mulate on  these  coasts  for,  says  Mr.  Darwin       In  Peru  real  deserts  occi^  over  Si 

Peru  '   InT7-       ^Z^'''^^'  ^  P™^'^^''        ^'^^  ^^^'^     theTwer  parT  of 

Peru     And  again:— 'The  town  of  Iquique  contains  about  1  000  inhihi>«n?.  J 

stands  on  a  little  plain  of  sand  at  the  foot  of  a  great  wall  of  rock  2  000  foeHn  I '  • 
the  whole  utterly  desert.    A  light  shower  of  rain  falls  only  once  in  l«rv 
years.    Indeed,  since  three-fifths  of  the  constituent  parts  of  Vano  ^lnZ7n 
•  '  Researches  in  Geology  and  Natural  History,'  p.  421. 


742 


GUANO 


cold  water,  Prof.  Johnstone  very  justly  observes'  that,  '  A  single  day  of  English  rain 
would  dissolve  out  and  carry  into  the  sea  a  considerable  portion  of  one  of  the  largest 
accumulations  ;  a  single  year  of  Englisli  weather  would  cause  many  of  them  entirely 
to  disappear.' 

Such  being  the  case,  wo  might  expect  to  find  similar  accumulations  in  other  hot  and 
dry  climates,  as  iu  Egypt,  and  in  Africa,  e.  g.  in  the  neighbourhood  of  the  Great 
Desert ;  and  only  a  few  years  since  a  considerable  deposit  of  guano  was  found  in  the 
Kooria  Mooria  Islands. 

In  Peru  the  natives  have  employed  it  as  a  manure  from  the  remotest  ages,  and  have 
by  its  means  given  fertility  to  the  otherwise  unproductive  sandy  soils  along  their  coasts. 
While  Peru  was  governed  by  its  native  Incas,  the  birds  were  protected  from  violence 
by  severe  laws.  The  punishment  of  death  was  decreed  to  the  persons  who  dared  to 
land  on  the  guaniferous  islands  during  the  breeding  period  of  these  birds,  and  to  all 
persons  who  destroyed  them  at  this  time.  Overseers  were  appointed  by  the  Govern- 
ment to  take  care  of  the  guano  districts,  and  to  assign  to  each  claimant  his  due  share 
of  the  precious  dung.  The  celebrated  Baron  Von  Humboldt  first  brought  specimens 
to  Europe  in  1804,  which  he  sent  for  examination  to  Fourcroy,  Vauquelin,  and 
Klaproth,  the  best  analytical  chemists  of  the  day ;  and  he  spoke  of  it  in  the  following 
terms : — '  The  guano  is  deposited  in  layers  of  50  or  60  feet  thick  upon  the  granite  of 
many  of  the  South-sea  islands  oflf  the  coasts  of  Peru.  During  300  years  the  coast 
birds  have  deposited  guano  only  a  few  lines  in  thickness.  This  shows  how  great  must 
have  been  the  number  of  birds,  and  how  many  centuries  must  have  passed  over  in 
order  to  form  the  present  guano  beds.' 

There  appear  to  be  three  varieties  in  Peru :  the  white,  grey,  and  red,  the  first  being 
the  most  recent,  and  the  last  the  oldest;  and  in  the  midst  of  the  great  accumulations  of 
the  last  kind,  bones  and  feathers  of  birds  are  found  {Frezier),  as  if  to  remove  any 
doubt  which  might  still  remain  as  to  its  origin. 

Cincha  Island  Guano. — Much  of  the  so-called  Peruvian  guano  is  exported  from  the 
Cincha  Islands.  They  are  three  in  number,  and  lie  in  one  line  from  north  to  south 
about  half  a  mile  apart.  Each  island  is  from  5  to  6  miles  in  circumference,  and  con- 
sists of  granite  covered  with  guano  in  some  places  to  a  height  of  200  feet,  in  successive 
horizontal  strata,  each  stratum  being  from  3  to  10  inches  thick,  and  varying  in  colour 
from  light  to  dark  brown.  No  earthy  matter  whatever  is  mixed  with  this  vast  mass  of 

1124 


excrement.  At  Mr.  Bland's  visit  to  these  islands  in  1842,  ho  observed  a  perpendicular 
Burfaco  of  upwards  of  100  feet  of  perfectly  uniform  aspect  from  top  to  bottom.  In  some 

•  •  On  Guano.'  '  Journal  of  the  Agricultural  Society  of  England,'  vol.  ii.  p.  816. 
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parts  of  these  islands,  however,  the  deposit  does  not  exceed  3  or  4  feet  in  thickness. 
In  several  places,  where  the  surface  of  theguano  is  100  feet  or  more  above  the  level  of 
the  sea,  it  is  strewed  here  and  there  with  masses  of  granite,  like  those  from  the  Alpine 
mountains,  which  are  met  with  on  the  slopes  of  the  Jura  chain.  These  seem  to  indi- 
cate an  ancient  formation  for  the  guano,  and  terraqueous  convulsions  since  that  period. 
No  such  granite  masses  are  found  imbedded  within  the  guano,  but  only  skeletons  of 
birds. 

The  accompanying  wood-cut,/'^.  1124,  shows  the  nature  of  the  formation. 

The  export  of  the  guano  has  not  increased  during  the  last  few  years :  between 
200,000  and  400,000  tons  are  the  annual  amount,  which  is  effected  by  the  aid 
of  900  working  hands,  320  of  them  being  Chinese,  who  enter  into  contracts  to 
serve  their  employer  (the  Government  contractor),  for  about  4  dollars  a  month, 
renewing  it,  if  they  choose,  with  the  increase  of  4  dollars  monthly,  and  a  bonus 
of  120.  Those  who  work  on  their  own  account  are  paid  8  and  10  rials,  4  and  5 
shillings,  for  each  cart  that  they  load.  They  live  in  a  collection  of  dirty  huts  made 
of  bamboo  and  mud ;  they,  nevertheless,  appear  to  be  happy  and  contented,  and  in 
general  are  well  conducted.  The  men  with  pickaxes  work  their  way  into  the  guano, 
leaving  a  sort  of  wall  on  either ^side ;  here  it  is  so  hard  that  it  requires  a  heavy  blow 
to  remove  it.    It  is  then  conveyed  in  wheelbarrows,  either  direct  to  the  mouths  of 

1125 


the  shoots  on  the  edge  of  the  cliffs,  or  to  the  huge  carts  running  on  tramways  for  the 
same  purpose.  The  colour  varies  very  much — in  some  parts  being  as  dark  as  warm 
sepia,  and  in  others  as  light  as  that  of  a  Bath  brick. 

The  smell  of  ammonia  is  said  to  be  very  powerful,  so  much  so,  in  fact,  as  to  affect 
the  eyes  of  the  workmen  ;  crystalline  deposits  of  various  ammoniacal  salts  are  also 
found  amongst  the  guano.  The  guano  heaps  are  surrounded  by  a  high  fence  to  pre- 
vent its  being  blown  away  by  the  wind,  near  the  mouths  of  the  canvas  tubes  or  shoots 
which  are  sometimes  70  feet  long,  through  which  it  is  conducted  to  tho  boats  See 
fig.  1125. 

As  in  Peru,  the  surface  of  tlie  guano  is  covered  with  skeletons  of  birds  and  bonos 
of  seals.  It  is  also  perforated  by  numberless  . holes,  running  in  every  direction  like  a 
rabbit-warren.  These  are  made  by  a  bird  about  the  size  of  a  pigeon,  which  remains 
liidden  during  the  day,  sallying  forth  at  dark  to  fish.  Gold  and  silver  ornaments  are 
also  discovered  occasionally,  having  been  buried  by  the  ancient  inhabitants  more  than 
three  centuries  ago. 

It  IS  quite  unnecessary  here  to  insist  on  the  value  of  guano  as  a  manure  This  is 
a  point  established  beyond  all  question  by  nearly  every  agriculturist  in  tho  "idngdom; 
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and  recorded  by  all  classes  of  writers  on  agricuUunil  subjects.  It  has  been  the  means 
moreover  of  converting  the  sandy  <lcsert  around  Lima  into  a  soil  capable  ot%a  S 

worrnrn^cier^^'  ''^'^ p--^' 

Commercial  varieties.-TU  following  appear  to  be  tho  chief  :- 

1.  Peruvian. 

2.  Augiimos. 

3.  Ichaboe. 


Patagonian. 


6.  Saldanha  13ay. 

6.  Kooria  Mooria. 

7.  African. 

8.  Indian. 


aemtsirj/.— Guano  being  an  article  of  so  great  value  to  the  agriculturist  as  a  manure, 
and  being  liable  not  only  to  adulteration  to  a  very  great  extent,  but  alno  varying  when 
genuine  considerably  in  quality,  it  is  highly  important  to  have  some  means  of  ascer- 
taining Its  value.  Ihis  cannot  bo  done  satisfactorily  by  over  so  experienced  a  dealer 
by  mere  inspection  and  therefore,  both  for  the  buyer  and  tho  seUor,  resort  is  necessary, 
tor  a  knowledge  of  its  compound  parts,  to  the  analysis  of  the  chemist.'  Such  being  the 
case,  we  must  iirst  ascertain  the  composition  of  genuine  guano,  and  then  inquire  upon 
which  of  its  several  constituents  ita  value  as  a  manure  depends. 

The  following  is  one  of  the  earliest  analyses  by  Fourcroy  and  Vauquelin,  of  a  sample 
of  guano  presented  to  them  by  Baron  Von  Humboldt,  showing  the  composition  in  100 
parts : —  ^ 

Urate  of  ammonia  9-q 

Oxalate  of  ammonia  10  "6 

Oxalate  of  lime      .  y-O 

Phosphate  of  ammonia    ......  6*0 

Phosphate  of  ammonia  and  magnesia      .       .  .2-6 

Sulphate  of  potash  5-5 

soda  3.3 

Sal-ammoniac  4-2 

Phosphate  of  lime  14-3 

Clay  and  sand       .......  4*7 

Water  and  organic  matter  32'2 

But  perhaps  the  constitution  of  guano  is  better  exhibited  by  the  following  analysis 
of  three  sorts  by  Denham  Smith : — 

American  Guano. — Analysis  of  three  sorts  by  Denliam  Smith. 
].  Constituents  soluble  in  hot  water  {in  100  parts  of  Guano). 


I. 

n. 

III. 

Phosphate  of  lime  .... 

0186 

0110 

„         soda      .       .  , 

0-120 

„          ammonia  and  magupsia  . 

0-564 

0-784 

0-1*33 

Uric  acid  ...... 

2-516 

Urate  of  ammonia 

15-418 

Organic  matter  

1-180 

0-860 

0-756 

2.  Constituents  soluble  in  cold  water  (in  100  parts). 

I. 

II. 

III. 

Water  

22-200 

20-420 

7-700 

Sulphate  of  potash  .... 

8-00 

„         soda  .... 

23-944 

19-177 

Phosphate  of  potash  .... 

7-732 

4-947 

„          soda  .... 

3-60 

„         ammonia       .       .  . 

6-33 

6-124 

„          lime  .... 

Oxalate  of  ammonia  .... 

7-40 

9-39 

„  soda  

10-563 

Chloride  of  potassium 

4-163 

,,        sodium  .... 

28-631 

„  ammonium 

2-*55 

3  030 

Organic  matter  

1-600 

0-668 

2-653 

liobig's '  CUemistry  in  its  Applications  to  Agriculture  and  Pliysiology,'  p.  272. 
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3.  Constituents  insoluble  in  water  (in  100  parts). 


74i 


I. 

n. 

III. 

Phosphate  of  Hmo  .... 

„         magnesia      .       .  . 
Oxalate  of  lime  ..... 

Sand,  &c  

Peroxide  of  iron  and  ahimina 
Humus 

...... 

Organic  matter  .... 

Water  \ 

Loss  \ 

19-750 
2030 

2-  560 
15-60 

^  OOD 

3-  456 
0-044 

6-270 
0-874 
10-968 
0-720 

0-862 

4-974 
0-498 

13-113 
2-580 

0-420 
0-150 
0826 

We  may  also  quote  tho  foUo^-ing  analysis  by  Dr.  Ure,  of  guano,  imported  from 
Jiolma,  by  the  '  Mary  Anne,'  being  the  first  cargo  thence  imported. 

It -was  of  a  pale  yellow-brown  colour,  dry,  partly  pulverulent,  partly  concreted,  in 
small  lumps.    Its  mean  specific  gravity  was  1  -63. 

The  soluble  portion  -was  found  to  contain  : — 

Urea 

Sulphate  of  potash 
Chloride  of  sodium 
Phosphate  of  ammonia 
Oxalate  of  ammonia 


6-  0 

7-  9 
5-0 
5-5 
0-6 


The  insoluble  portion  contained : — 

Silica  ..... 
Phosphate  of  lime       .       .  \ 
Phosphate  of  magnesia  and  ammonia 
Urate  of  ammonia 

Undefined  _  nitrogenised  organic  matter 


yielding  by 


24-0 


2-25 
9-00 
1-25 
15-27 


combustion -with  soda-lime  17*05  parts  of  ammonia    .  41-73 


69-50 


The  total  quantity  of  ammonia  yielded  by  it  was  20-95  per  cent. 

Analysis  of  Cincha  Island  Guano.    ( Ure.) 

Matter  soluble  in  -water  .... 
consisting  of —  *       *  * 

Sulphate  of  potash,  with  a  little  sulphate  of  soda 
Muriate  of  a-mmonia 
Phosphate  of  ammonia  . 
Sesquicarbonate  of  ammonia 
Sulphate  of  ammonia  . 
Oxalate  of  ammonia 
Water  .....* 
Soluble  organic  matter  and  urea 


Matter  insoluble  in  water 
consisting  of — 

Silica  .... 
Undefined  organic  matter 
Urate  of  ammonia 
Oxalate  of  lime  . 
Subphosphate  of  lime  .' 
Phosphate  of  magnesia  and  ammonia 


47-00 

Ammonia 

.  6-00 

.  3-00 

0-95 

.  14-32 

4-62 

.  1-00 

0-34 

.  2-00 

0-60 

.  3-23 

0-89 

.  8-50 

.  8-95 

47-00 

.  53-00 

.  1-25 

9-52 

.  14-73 

1-23 

1-00? 

22-00 

4-50 

0-32 

53-00  8-35 
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"Valuable  as  these  elaborate  analyses  are  in  a  scientific  point  of  view,  they  are  quite 
tmiK-cessary  for  practical  purposes  in  ascertaining  the  value  of  any  given  sample,  for 
on  which  of  those  various  constituents  docs  tiie  chief  efficacy  of  guano  depend  ? 

^TOWJomVi.— Undoubtedly  one  of  the  moat,  if  not  the  most,  important  constituents  of 
guano  is  the  amvwnia.  Authors  diifur  as  to  the  precise  matiner  in  which  ammonia 
and  its  salts  act  in  promoting  the  growth,  and  especially  in  the  development  of  the 
nitrogenisod  compounds  of  plants;  but  the  fact  is  placed  beyond  dispute,  whether  it 
bo  that  the  ammonia  contained  in  the  air  is  decomposed  by  the  leaves,  or  that  the  salts 
of  arnmouia  are  absorbed  by  the  spongioles  of  the  roots  in  solution  in  water.  Now,  it 
is  quite  possible  that,  in  the  mysterious  economy  of  the  life  of  the  plant,  the  ammonia 
may  perform  a  slightly  diiferent  function  when  in  diffiirent  states  of  combination, 
either  with  hydrocldoric,  sulphuric,  nitric,  phosphoric,  carbonic,  uric,  humic,  or  oxalic 
acids ;  and  although,  as  a  general  rule,  we  should  be  inclined  to  yield  the  palm  in  point 
of  utility  to  the  more  soluble  combinations,  yet  all  experience  goes  to  show  that  the 
A'alue  of  an  ammoniacal  manure  may  be  measured  chiefly,  if  not  entirely,  by  the  quantity 
of  that  compound  present,  and  is  in  a  great  measure  independent  of  its  state  of 
combination. 

The  amount  of  ammonia  corresponding  to  the  total  quantity  of  nitrogen  in  the 
several  varieties  of  guano  ranges  as  follows: — 


Maxi- 
mum 

Mini- 
mum 

Mean 

18-94 

16-40 

17-67 

17-81 

15-98 

16-189 

18'94 

16-82 

1788 

... 

... 

17-216 

•20-89 

20-40 

20-64 

9-5 

4-5 

7-3 

4-68 

1-60 

2-54 

2-49 

0-94 

1-68 

2-10 

1-25 

1-56 

0^34 

017 

0-25 

0^318 

0127 

0-22 

1.  Peruvian. 

(From  9  analyses  by  Way ')  of  samples  imported  in 

1847-  8   .     _  . 

From  Mr.  "Way's  analyses  of  10  samples  imported  in 

1848-  9   

From  Mr.  "Way's  analyses  of  14  samples  imported  in 

1849   ,  .  . 

Mean 

So  that  the  average  quantity  of  ammonia,  either  exist- 
ing in,  or  capable  of  being  yielded  by  genuine  Peruvian 
guano,  maylbe  estimated  at  about  17  per  cent. 

2.  Angamos  guano. 

Ammonia  (actual  and  potential)  from  two  analyses  by 

Dr.  Ure  . 

So  that  this  variety  is  slightly  richer  in  ammonia  and 
nitrogenised  compounds  than  the  Peruvian. 

3.  Ichaboe  guano. 

Ammonia  (actual  and  potential)  from  1 1  analyses  by 
Dr.  Ure  and  Mr.  Teschemacher  .... 

Showing  that  this  variety,  as  far  as  regards  nitrogenised 
compoimds,  is  far  inferior  to  the  preceding ;  and  the 
same  remark  applies  to  the  succeeding  varieties,  p.g. : — 

4.  Pataqonian  guano. 

From  analyses  of  14  samples  by  Dr.  Ure  and  Mr. 
Teschemacher  .  

5.  Saldanha  Bay  guano. 

From  results  of  analyses  of  9  samples  by  Mr.  "Way  . 
From  results  'of  9  analyses  by  Dr.  Ure  and  Mr. 
Teschemacher  

6.  Kooria  Mooria. 

From  results  of  3  analyses  by  Mr.  Nesbit  . 
From  results  of  3  analyses  by  Mr.  Apjohn 


So  that  the  average  quantity  of  ammonia  in  the  several  varieties  is— 


Peruvian 
Angamos 
Ichaboe 


17  per  cent. 
20  „ 
7  „ 


Patagonian  . 
Saldanha  Bay 
Kooria  Mooria 


2-5  per  cent. 
1-5 

0-25  „ 


•  'On  the  Composition  and  Money  Value  of  the  different  kinds  of  Guano.'  By  S.  Thomas  Way, 
&c.   '  Journal  of  the  Agricultural  Society  of  England,  p.  20^,  «stc. 
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Dr.  Ure  drew  a  distinction  between  what  lie  called  the  dctual  and  potential  ammonia, 
i.  e.  between  ammonia  and  ammoniacal  salts  ready  formed,  and  compounds,  such  as 
uric  acid,  which  during  their  decay  are  gradually  converted  into  ammonia.  It  appears 
that  recent  guano  contains  from  3  to  5  per  cent,  of  uric  acid,  whilst  the  older  deposits 
contain  generally  less  than  1  per  cent.  No  doubt  the  guano  at  the  time  of  its  depo- 
sition consisted  chiefly  of  uric  acid  ;  and  it  is  this  xiric  acid  which  has  becoiUfe  con- 
verted into  salts  of  ammonia ;  for  the  excrements  of  birds  which  live  chiefly  on  fish 
are  found  to  contain  from  60  to  80  per  cent,  of  uric  acid.  It  is  also  an  established 
truth  in  agricultural  chemistry  that  a  manure  which  contains  bodies  capable  of  gra- 
dually yielding  up  any  valuable  compound,  such  as  ammonia,  are  more  useful  than 
those  which  contain  that  compound  ready  formed,  and  in  the  state  of  soluble  combi- 
nations, which  the  first  storm  of  rain  may  wash  away  from  the  roots  of  the  plants, 
where  they  are  required.  Nevertheless,  admitting  the  truth  of  all  this,  the  writer  is 
of  opinion  (and  he  believes  this  is  the  general  experience  of  agriculturists)  that  the 
importance  of  this  distinction  between  actual  and  potential  ammonia  has  been  rather 
exaggerated ;  and  that  generally  it  is  enough  for  all  practical  purposes,  in  estimating 
the  value  of  a  guano,  to  determine  the  total  quantity  of  nitrogen  present  in  every  form, 
and  to  consider  it  as  representing  an  equivalent  quantity  of  ammonia  '  in  esse '  or 
'  in  posse,' 

Potash. — Of  the  two  alkalis,  potash  and  soda,  the  soil  usually  contains  more  than 
siifficient  soda  for  the  supply  of  vegetation ;  it  is  therefore  chiefly  potash  which  it  is 
necessary  to  add  in  the  form  of  manure. 

Besides,  even  the  best  guano  always  contains  a  considerable  quantity  of  common 
salt,  viz.  from  I'O  to  2-5  and  even  5  per  cent. 

Mr.  Way,  in  his  valuable  paper,  '  On  the  Composition  and  Value  of  Gruano,'  only 
gives  the  quantity  of  alkaline  salts,  not  having  determined  the  potash  ;  but  the  average 
quantity  of  potash  in  genuine  guano  may  be  seen  by  referring  to  the  analyses  before 
given  in  detail,  and  will  be  found  to  vary  from  3  to  4  per  cent. 

However,  in  estimating  the  value  of  guano  the  knowledge  of  the  quantity  of  potash 
is  by  no  means  of  the  same  importance  as  of  the  ammonia,  or  of  the  phosphoric  acid. 

Phosphoric  acid. — The  phosphoric  acid  is  second  in  importance  to  no  other  consti- 
tuent than  the  ammonia  ;  being  essential  for  the  development  of  the  seeds  and  all  those 
parts  of  the  vegetable  organism  which  serve  as  foods  in  the  production  and  restoration 
of  the  flesh  and  bones  of  animals.  It  exists  in  the  guano  (as  is  shown  by  the  pre- 
ceding detailed  analyses)  in  combination  with  ammonia,  potash,  soda,  and  lime. 

In  most  analyses  the  quantity  of  phosphate  of  lime,  3CaO,PO*,  is  given  instead  of 
phosphoric  acid,  PO*  or  3HO,P05 ;  but  156  parts  of  phosphate  of  lime  (3CaO,PO^) 
correspond  to  72  of  phosphoric  acid  (PO^),  or  as  13  to  6. 

The  amount  of  phosphate  of  lime  in  the  several  varieties  of  guano  is  as  follows  : — 


Peruvian. 

From  analyses  of  9  samples  by  Way,  imported  in  1847-8 
From  Mr.  Way's  analyses  of  10  samples,  imported  in 

1848-9    .   .       ....  ... 

From  Mr.  Way's  analyses  of  14  samples,  imported  in 

1849   .       .  . 

Angamos. 

From  2  analyses  by  Dr.  Uro  

Ichaboe. 

From  11  analyses  by  Dr.  Ure  and  Mr.  Teschemacher 
Patagonian. 

From  analyses  of  14  samples  by  Dr.  Ure  and  Mr.  Tesche- 
macher ■  

Saldanha  Bay. 

From  analyses  of  9  samples  by  Mr.  Way 
From  analyses  of  9  samples  by  Dr.  Ure  and  Mr.  Tesche- 
macher • 
Kooria  Mooria. 

From  analyses  of  3  samples  by  Mr.  Nesbit  . 
From  analyses  of  3  samples  by  Mr.  Apjohn  . 


Maxi- 
mum 

Mini- 
mum 

Mean 

34-45 

19-46 

26-95 

25-30 

21-31 

23-30 

28-98 

21-28 

25-13 

22-00 

18-50 

20-25 

37-00 

26-00 

31-50 

65-5 

29-3 

47-4 

60-96 

49-01 

54-98 

62-5 

61-0 

56-7 

25-50 

2-80 

14-15 

28-50 

5-84 

17-17 

So  that  the  average  quantity  of  phosphate  of  lime  in  the  several 
follows  -. — 


specimens  is  as 
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Peruvian 
Angiimos 
Ichaboo 


25-12 
20-25 
31-50 


Patagonian 
Saldanba  Bay 
Kooria  Mooria 


474 

55-84 
15-66 


TIioso  ficts  are  very  suggostivo  as  showing  liow  guano,  by  exposure  to  air  and 
pioisture,  has  the  ammoniacul  salts  -washed  out,  at  the  same  time,  us  a  consequence, 
increasing  the  ratio  of  phosphates. 

Organic  Matter. — The  amount  of  organic  matter  in  guano,  other  than  ammonia  and 
its  salts,  is  of  no  groat  importance  in  estimating  its  value  as  a  manure.  Not  unfre- 
quently  the  amount  of  organic  matter,  containing  uric  acid  or  ammoniacal  salts,  is 
stated  in  analyses,  as  organic  matter  '  rich  in '  or  '  containing  ammonia ; '  but  it  is 
obvious  such  analyses  are  nearly  -worthless,  the  value  of  the  guano  depending  essen- 
tially on  the  quantity  of  nitrogen,  either  existing  as  ammoniacal  salts  or  capable  of 
being  converted  into  them.  Good  guano  contains  on  an  average  about  50  per  cent,  of 
ash  (mineral  matter)  and  50  per  cent,  of  combustible  (organic)  matters. 

Sand. — The  kno-wledge  of  the  proportion  of  sand  in  a  guano  is  of  some  importance 
as  determining  its  purity  or  otherwise.  It  is  easy  to  understand  ho-w  a  deposit  like 
guano,  existing  often  near  the  sca-sliore,  and  frequently  on  a  sandy  soil,  should  con- 
tain a  certain  admixture  of  sand.  Some  specimens  are  almost  free  from  it,  and  few 
genuine  specimens  contain  more  than  from  1  to  2  per  cent. 

Common  salt. — The  presence  of  common  salt  in  a  guano  need  not  surprise  us.  It 
is  doubtless  derived  from  the  sea,  partly  through  the  medium  of  the  birds  themselves, 
and- partly  from  the  evaporation  of  the  salt  spray  continually  driven  upon  the  coasts 
by  the  wind.  It  is  variable  in  quantity,  as  we  should  expect  from  a  knowledge  of  its 
origin,  ranging  in  samples  of  genuine  guano  from  1  to  5  per  cent.  Although  common 
salt  has  been  shown '  to  possess  a  certain  power  of  absorbing  ammonia,  yet  this  is 
but  transient,  and  the  efficacy  of  guano  cannot  be  said  to  depend  to  any  extent  upon 
the  sea-salt  present  in  it.  The  knowledge  of  its  amount  is  of  great  importance,  since 
the  guano  is  not  un&equently  adulterated  with  salt. 

Water. — Obviously  the  greater  the  amount  of  water  present  in  guano,  the  smaller 
•will  be  the  proportion  of  valuable  constituents  in  a  given  weight.  Genuine  guano 
contains  on  an  average  from  10  to  about  20  per  cent,  of  water.  Many  of  the  salts  in 
guano  are  likewise  deliquescent,  so  that  it  has  a  tendency  to  become  moist  by  ex- 
posure to  the  air  :  and  this  tendency  to  absorb  moisture  is  an  element  of  value  in  the 
manure,  especially  in  dry  seasons. 

Calculation  of  the  money  value  of  guano  from  the  results  of  analyses. — In  a  most 
important  and  interesting  paper  '  On  the  Value  of  Artificial  Manures,'  -  Mr.  "Way 
arrives  at  certain  money  values  for  ammonia,  phosphoric  acid,  and  the  various  con- 
stituents of  guano  and  other  manures,  by  a  comparison  -with  the  cost  of  these  several 
compounds  in  their  ordinary  commercial  salts.  These  numbers  will  be  found  most 
valuable  to  the  agriculturist  in  drawing  his  own  conclusions  respecting  the  value_  of 
a  guano  or  other  manure  from  the  results  of  analysis  furnished  to  him  by  the  chemist. 
They  are  as  follows : —  ^ 

.  56  per  ton. 

.  31  „ 

•  •      •     7  )i 

•  •       •  32  ,t 

.  1 


Ammonia  .... 
Potash  .... 
Phosphate  of  lime  (insoluble) 
Phosphate  of  lime  (soluble) 
Organic  matter  . 


and  the  following  example  of  their  application  may  prove  useful. 

Calculation  of  the  money  value  of  guano,  as  deducted  from  the  cost  pf  its  several 
constituents  in  their  commercial  salts,  applied  to  the  mean  composition  of  Peru- 
vian guano  deduced  by  Mr.  Way  from  78  analyses  :— 


100  tons  contain 
Ammonia  .... 
Organic  matter . 
Potash     .       .       .  • 
Insoluble  phosphate  of  lime 
Soluble  phosphate  of  lime 


Or,  per  ton 


£ 

16-5  at  66  per  ton 
52  0  „    1  „ 

3'5  ,,  31  ,, 
23-0  „    7  „ 

7  0  „  32  „ 


Value  of  100  tons 
.    14^.  15s. 


£ 
930 

62 
108 
161 
224 


£1,476 


«  A.  B.  NorthcotG,  on  the  Function  of  Salt  in  Agriculture,  Phil.  Mag.  x.  179. 
»  Agricultural  Journal,  xvi.  633. 
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Hence  it  is  obvious  that  whilst  guano  was  selling  at  111.  per  ton,  it  was  more  eco- 
nomical and  convenient  to  employ  it  than  to  make  an  artificial  mixture  of  its  chemical 
constituents ;  but  now  that  the  price  has  risen,  it  becomes  a  qiiestion  whether  it 
will  not  be  possible  to  produce  an  artificial  compound  having  equal  value  as  a 
manure  which  will  compete  in  price  with  the  guano. 

Impurities  and  adulterations. — In  consequence  of  the  high  price  of  guano,  the 
great  demand  for  it,  and  the  ease  with  which  the  unwary  farmer  may  be  imposed 
upon,  guano  is  adulterated  with  various  substances,  and  to  a  great  extent.  Impo- 
sitions even  have  been  practised  by  selling  as  genuine  guano  artificial  mixtures, 
made  to  look  so  much  like  guano  that  the  farmer  would  scarcely  detect  it.  The 
writer  recollects  examining  a  guano  which  contained  50  per  cent,  of  sand,  and  no  less 
than  25  per  cent,  of  sea-salt;  and  Dr.  Ure  gives  the  following  analysis  of  an  article 
sent  to  him,  which  had  been  offered  to  the  public  by  advertisement  as  Peruvian  guano, 
which  contained — 

Common  salt   .       .       .       .  32'0 

Sand  28'0 

Sulphate  of  iron  .  5-2 

Phosphate  of  lime  4*0 

Organic  matter  (from  bad  guano,  to  give  it  smell)  .  .23-3 
Moisture  7-5 

100-0 

In  fact,  so  numerous  and  various  are  the  tricks  played  with  guano,  that  unless  a 
sample  is  submitted  to  a  skilful  chemist  for  analysis  before  purchase,  we  would 
strongly  recommend  the  agriculturist  to  purchase  of  no  one  but  dealers  of  unquestion- 
able honour. 

Professor  J ohnstone  observes : — '  Pour  vessels  recently  sailed  hence  for  guano 
stations,  ballasted  with  gypsum,  or  plaster-of -Paris.  This  substance  is  intended  for 
admixture  with  guano,  and  will  enable  the  parties  to  deliver  from  the  vessel,  a  nice- 
looking  and  light-coloured  article.  The  favourite  material  for  adulterating  guano 
at  the  present  moment  is  umber,  which  is  brought  from  Anglesea  in  large  quantities. 
The  rate  of  admixture  is,  we  are  informed,  about  1 5  cwts.  of  umber  to  about  5  cwts. 
of  Peruvian  guano,  from  which  an  excellent-looking  article,  called  African  guano,  is 
manufactured.' 

Analysis  of  Guano. 

The  following  is  Dr.  Ure's  method  for  the  complete  analysis  of  guano:  

1.  In  every  case  I  determine,  first  of  all,  the  specific  gravity  of  the  guano ;  which  I 
take  by  means  of  spirits  of  turpentine,  with  a  peculiar  instrument  contrived  to  render 
the  process  easy  and  precise.  If  it  exceeds  1-76  in  density,  water  being  1-0.  it  must 
contain  sand  impurities,  or  has  an  excess  of  earthy  phosphates,  and  a  defect  of  azotised 
animal  matter. 

2.  I  triturate  and  digest  200  grains  of  it  with  distilled  water,  filter,  dry  the  in- 
soluble matter,  and  weigh  it. 

3.  The  above  solution,  diffused  in  2,000  gr.  measures,  is  examined  as  to  its  specific 
gravity,  and  then  with  test-paper,  to  see  whether  it  is  acid  or  alkaline. 

4.  One  half  of  this  solution  is  distilled  along  with  slaked  lime  in  a  matrass  con- 
nected with  a  small  quintuple  globe  condenser,  containing  distiUed  water,  and  immersed 
m  a  basin  of  the  same.  As  the  condensing  apparatus  terminates  in  a  water-trap  no 
part  ot  the  ammonia  can  be  lost;  and  it  is  all  afterwards  estimated  by  a  peculiar 
meter,  whose  indications  make  manifest  one  hundredth  part  of  a  grain. 

5.  The  other  half  of  the  solution  is  mixed  with  some  nitric  acid,  and  divided  intn 
three  equal  portions : 

a,  the  first  portion,  is  treated  with  nitrate  of  baryta,  and  the  resulting  subhata  of 
baryta  is  collected,  ignited,  and  weighed.  e,  f 

b,  the  second  portion,  is  treated  with  nitrate  of  silver,  and  the  resulting  chloride  of 
silver  Ignited  and  weighed. 

c,  the  third  portion,  has  a  certain  measure  of  a  definite  solution  of  ferric  nitrate 
mixed  with  it,  and  then  ammonia  in  excess.    Prom  the  weight  of  the  precipitated  snh 
phosphate  of  iron  after  ignition,  the  known  amount  of  oxide  used  being  deducted  f^h„ 
quantity  of  phosphoric  acid  in  the  soluble  portion  of  the  guano  becomes  known 

^,  the  three  above  portions  are  now  mixed,  freed  by  a  few  drops  of  dilntA  a,,"],.!,,,  • 
and  h,<irc«hl„ic  acid,  from  any  baryta  and  .ilTer  left  in  them"^  and  S  ' £  ' 
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6.  Tlie  last  liquor  filtered,  being  freed  from  any  residuary  particles  of  lime  by  oxa- 
late of  ammonia,  is  evaporated  to  dryness  and  ignited,  to  obUiin  the  fixed  alkaline 
matter.  This  being  weighed,  is  then  dissolved  in  a  little  water,  neutralised  with  acid, 
and  treated  with  soda-chloride  of  platinum.  From  the  quantity  of  potash -chloride  of 
platinum,  wlucli  precipitates,  after  being  filtered,  dried,  and  weighed,  the  amount  of 
potash  present  is  deducted ;  the  rest  is  soda.  These  bases  may  be  assigned  to  the 
sulphuric,  hydrochloric,  and  phosphoric  acids,  in  proportions  corresponding  to  their 
respective  affinities. 

7-  The  proportion  of  organic  matter  in  the  above  solution  of  guano,  is  deter- 
mined directly  by  evaporating  a  certain  portion  of  it  to  dryness,  and  igniting.  The 
loss  of  weight,  minus  the  ammonia  and  oxalic  acid,  represents  the  amount  of  organic 
matter. 

8.  A  second  portion  of  a  solution  of  the  guano  is  evaporated  to  dryness  by  a  gentle 
steam  heat,  weighed,  inclosed  in  a  stout  well-closed  phial  along  with  alcohol  of  0-825, 
and  heated  to  212°.  After  cooling,  the  alcoholic  solution  is  decanted  or  filtered  clear, 
evaporated  to  dryness  by  a  gentle  heat,  and  weighed.  This  is  urea,  which  may  be 
tested  by  its  conversion  into  carbonate  of  ammonia,  when  heated  in  a  test-tube  or  small 
retort.  In  this  way  I  have  obtained  from  Bolivian  guano  6  per  cent,  of  urea;  a  certain 
proof  of  its  entire  soundness. 

9.  Analysis  of  the  insoluble  matter. — One  third  of  it  is  digested  with  heat  in  abun- 
dance of  borax-water,  containing  ^  of  the  salt,  filtered,  and  the  filter  dried  by  a  steam 
heat.  The  loss  of  weight  indicates  the  amount  of  uric  acid,  which  is  verified  by  super- 
saturating the  filtrate  with  acetic  or  hydrochloric  acid,  thus  precipitating  the  uric  acid, 
tlirowing  it  upon  a  filter,  dr3dng,  and  weighing  it.  This  weight  should  nearly  agree 
with  the  above  loss  of  weight,  the  small  difference  being  due  to  soluble  organic  matter, 
sometimes  called  geine  and  ulmic  acid.  The  uric  acid  is  evidenced,  1,  by  its  specific 
gravity,  which  I  fijid  to  be  only  1'25,  as  also  that  of  the  urate  of  ammonia ;  2,  by  its 
affording  fine  purple  murexide  when  heated  in  a  capsule  along  with  nitric  acid,  and 
then  exposed  to  the  vapour  of  ammonia  from  a  feather  held  over  it ;  3,  by  its  dissipa- 
tion when  heated,  without  emitting  an  empyreumatic  odour. 

10.  Another  tliird  of  the  solid  matter  is  distilled  along  with  half  its  weight  of  slaked 
lime,  and  10  times  its  weight  of  water,  in  the  apparatus  already  described,  and  the 
ammonia  obtained  from  it  estimated. 

11.  The  remaining  third  having  been  ignited,  is  digested  with  a  gentle  heat  in  weak 
hj'drochloric  acid,  and  the  undissolved  silica  and  alumina  washed  on  a  filter,  dried,  and 
weighed.  To  the  hydrochloric  solution,  dilute  sulphuric  acid  is  added,  and  the  mixture 
is  heated  till  all  the  hydrochloric  acid  be  expelled,  with  the  greater  part  of  the  water. 
Alcohol  of  O'SSO  is  now  poured  upon  the  pasty  residuum,  and  the  whole,  after  being 
well  stirred,  is  thrown  upon  a  filter.  The  phosphoric  acid  passes  through,  as  also  the 
magnesia  in  union  with  sulphuric  acid.  The  sulphate  of  lime,  which  is  quite  insoluble 
in  spirits  of  wine,  being  washed  with  them,  is  dried,  ignited,  and  weighed.  From  the 
weight  of  sulphate  of  lime,  the  quantity  of  phosphate  of  that  earth  that  was  present 
becomes  known. 

12/  Ammonia  in  excess  is  now  added  to  the  filtrate,  which  throws  down  the  granular 
phosphate  of  ammonia  and  magnesia.  After  washing  and  drying  this  powder  at  a 
heat  of  150°,  its  weight  denotes  the  quantity  of  that  compound  in  the  guano. 

13.  To  the  filtered  liquor  (of  12),  if  a  little  ammonia  be  added,  and  then  chloride 
of  magnesium  be  slowly  dropped  in,  phosphate  of  ammonia  and  magnesia  will  pre- 
cipitate, from  the  amount  of  which  the  quantity  of  phosphoric  acid  may  be  estimated. 

14.  The  proportion  of  oxalate  of  lime  is  determined  by  igniting  the  washed  residuum 
(of  9),  and  placing  it  in  an  apparatus  for  estimating  the  quantity  of  carbonic  acid 
given  off  in  dissolving  carbonate  of  lime.  I  have  rarely  obtained  more  than  ^  gr.  of 
carbonic  acid  from  the  insoluble  residuum  of  100  gr.  of  good  guano,  and  that  corre- 
sponds to  less  than  \\  per  cent,  of  oxalate  of  lime  in  the  guano.  Sometimes  no 
effervescence  is  at  all  to  be  perceived  in  treating  tlie  washed  residuum  with  acid  after 
ignition. 

15.  The  carbonate  of  ammonia  in  guano  is  readily  determined  by  filtenng  the  solu- 
tion of  it  in  cold  water,  and  neutralising  the  ammonia  with  a  test  or  alkalimetncal  acid. 

16.  Besides  the  above  series  of  operations,  the  follo^dng  researches  must  be  made 
to  complete  our  knowledge  of  guano.  The  insoluble  residuum  (of  10),  which  has 
been  deprived  by  two  successive  operations  of  its  uric  acid  and  ammonia,  may 
contain  azotised  organic  matter.  It  is  to  be  therefore  well  dned,  mixed  with  6  times 
its  weight  of  the  usual  mixture  of  hydrate  of  soda  and  quickhme,  and  subjected  to 
gentle  ignition  in  a  glass  or  iron  tube  closed  at  one  end,  and  connected  at  the  other 
with  an  ammonia-condensing  apparatus.  The  amount  of  ammonia,  being  estimated  by 
a  proper  ammonia-meter,  represents  the  quantity  of  azote,  allowing  14  of  this  element 
for  17  of  ammonia,  being  the  potential  ammonia  corresponding  to  the  undefined 
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animal  matter.  In  a  sample  of  Peruvian  guano  I  obtained  5  per  cent,  of  ammonia 
from  this  source. 

17.  The  whole  quantity  of  ammonia  producible  from  guano  is  to  be  determined  by 
gently  igniting  25  gr.  of  it  well  dried,  and  mixed  with  10  times  its  weight  of  the 
mixture  of  hydrate  of  soda  and  quicklime  (2  parts  of  the  latter  to  1  of  the  former). 
The  ammonia  disengaged  is  condensed  and  measured,  as  described  above. 

18.  The  ready-formed  ammonia  is  in  all  cases  determined  by  distilling  a  mixture  of 
100  gr.  of  it  with  50  gr.  of  slaked  lime,  condensing  the  disengaged  ammonia,  and 
estimating  it  exactly  by  the  meter. 

19.  The  relation  of  the  combustible  and  volatile  to  the  incombustible  and  fixed 
constituents  of  guano,  is  determined  by  igniting  100  gr.  of  it  in  a  poised  platinum 
capsule.  The  loss  of  weight  denotes  the  amount  of  combustible  and  volatile  matter, 
including  the  moisture,  which  is  known  from  previous  experiments. 

20.  The  insoluble  matter  is  digested  in  hot  water,  thrown  upon  a  filter,  dried,  and 
weighed.  The  loss  of  weight  is  due  to  the  fixed  alkaline  salts,  which,  after  concen- 
trating their  solutions,  are  investigated  by  appropriate  tests  :  1,  nitrate  of  baryta,  for 
the  sulphates  ;  2,  nitrate  of  silver,  for  the  chlorides  and  sulphates ;  and  3,  bichloride 
of  platinum,  for  distinguishing,  the  potash  from  the  soda  salts. 

21.  The  insoluble  matter  (of  20)  is  digested  with  heat  in  dilute  nitric  or  hydro- 
chloric acid,  and  the  whole  thrown  upon  a  filter.  The  silica  which  remains  on  the 
filter  is  washed,  ignited,  and  weighed.  The  lime,  magnesia,  and  phosphoric  acid  may 
be  determined  as  already  pointed  out. 

If,  however,  the  remarks  made  in  an  earlier  part  of  this  article  be  correct,  it  is 
altogether  unnecessary,  in  order  to  ascertain  the  commercial  value  of  a  sample  of 
guano,  to  perform  so  elaborate  a  series  of  operations  as  that  described  above. 
The  following  points  are  all  that  are  required  to  be  investigated : — 
The  amount  of  water ;  organic  matter ;  nitrogen ;  proportion  of  ash ;  analysis  of 
the  ash  as  to  phosphoric  acid  and  alkalis — potash  and  common  salt ;  sand. 

1.  Water. — The  most  delicate  and  troublesome  operation  is  perhaps  the  determina- 
tion of  the  amount  of  water.  If  the  substance  be  dried  in  the  water-oven,  as  is  the 
usual  practice,  at  212°  F.,  a  very  large  quantity  of  ammonia  is  expelled:  so  tliat  it 
becomes  necessary  to  desiccate  by  protracted  exposure  under  a  bell-glass,  over  a  vessel 
of  sulphiu:ie  acid.  Even  in  this  manner,  the  error  is  not  entirely  eliminated,  and  Mr. 
Way  suggests  treating  the  specimen  in  a  shallow  platinum  dish,  with  a  few  drops  of 
hydrochloric  acid,  which  is  allowed  to  soak  through  the  whole :  he  states,  that  it  may 
then  be  dried  at  212°  F.,  without  loss. 

2.  Organic  matter. — The  proportion  of  organic  matter  is  determined  in  the  usual 
way,  by  burning  it  off  in  an  open  platinum  crucible,  until  nothing  is  left  but  the  white 
or  brownish  white  ash,  which  is  then  weighed. 

3.  Determination  of  nitrogen.— l:h.\s  is  best  performed  by  "Will  and  Varrentrapp's 
process.    See  Watts's  '  Dictionary  of  Chemistry.' 

4.  Phosphoric;  acid.— The  phosphoric  g,cid  in  the  ash  of  the  guano  is  determined  by 
conversion  into  perphosphate  of  iron,  and  then  separation  as  ammonia-magnesia 
phosphate,  m  the  usual  way.  Under  the  head  of  Ash  of  Organic  Bodies,  in  Watts's 
'  Dictionary  of  Chemistry,'  will  be  found  the  general  method  for  the  complete  analysis 
of  the  ashes  of  organic  bodies,  which,  if  it  be  thojight  desirable,  may  be  carried  out 
tn  extenso,  in  the  case  of  the  ash  of  guano.  ' 

5.  Alkalis.— This  is,  however,  scarcely  necessary,  so  long  as  the  alkalis  are  deter- 
mined to  ascertain  the  amount  of  the  valuable  alkali  potash,  and  the  extent  of  con- 
tamination with  common  salt. 

6.  Sand.— The  quantity  of  sand  is  determined  by  treating  a  portion  of  the  dried 
guano  with  hydrochloric  acid  and  water,  tiU  nothing  more  is  dissolved,  then  ienitinff 
and  weighing  the  residue.  ^' 

Statistics  of  the  guano  trade  at  Peru.— We  extract  the  following  from  an  article 
published  m  the  official  journal  at  Lima  :— The  exportation  of  guano  began  in 
1841,  under  the  contract  with  the  house  of  Messrs.  Quiros,  AUier,  and  Co.  Up  to  the 
end  of  1856,  the  exportation  from  the  Cincha  Islands  has  been  1,967  079  tons  of 
which  1,626,405  tons  were  sold,  and  23,885  were  lost  at  sea.    The  stock  in  hand  of 

fffnn°J?f.?«  ZT  sales  came  to 

^fl0U,2b3,618;  thechargesamountedtOj^  61,008,881, leavingnet proceeds  ^?  39  254  647- 
T7-?aLY-  P^^i?  5-7,850  927/.  In  the  year  1857  the  exportation  amount;d  to 
472,965  tons,  which,  added  to  316,789  ton.s,  left  on  hand  in  the  previous  year  gives 
^  304,589  tons  wore  sold,  and  19,156  wore  lost  at  sea  lelv 

2"f07,703r  ^  12,531,016,  or  at  $  5  pS  ll  - 

In  addition  to  the  importation  of  guano  already  given  on  p  741  flip,  rr-naA^  a 
Navigation  Eetums  for  1872  give  the  followijig  statement  under  the  h^ad  of  'Manias 
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ZSrZv^^^^^^^  ^^'^^  ^--^-^^^  remainder  Uing 

To  ViluG 

From  Germany  38,592  io2*737 

^^^"'^V-  •  •  .  .  13,90r,  r,2Mi 
t-ortugal,  Azores,  and  Madeira  15,656  61,498 
Spain  i  Q^Q  g 

Ilnitod  States  of  America  .  35',446  Ss'sil 

Jhiteh  West  India  Islands  .  3,131  12,080 

Hayti  and  St.  Domingo   .  .  11,269  41^241 

British  West  India  Islands  .  8,305  33  173 

Other  countries       .       .  .  3,933  22!664 

Total    .       .       .    131,936  420,739 

GUARANZN-.  In  the  preparation  of  caffeine  from  guarana,  an  alkaline  com- 
pound was  obtained,  to  which  this  name  was  given.    See  C&fi.'eine. 

OUAVA.  This  fruit  is  a  native  of  the  two  Indies  and  the  Brazils.  There  are  two 
well-known  varieties,  the  Psidium  pomiferum,  or  apple-fruited  guava  ;  and  the  P.  pt/ri- 
Jerum,  the  pear-fruited  variety.  The  pulpy  fruits  of  these  trees  make,  with  sugar, 
excellent  preserves,  which  are  imported  as  Guava  jelly. 

Q^^^^^''^'^  A  basic  hydrate  of  chromium,  used  as  a  pigment.  See 

OVINHA  CORN-.    The  grain  of  Solcus  Sorghum, 

GVZM-XSA  PEPPER.    Another  name  for  the  Grains  of  Paradise. 

GUIPURE.  A  lace  made  at  Limerick  by  cutting  out  the  pattern  from  cambric  • 
the  flowers  and  ornamental  parts  being  formed  of  the  cambric,  and  the  open  part  of 
stitches  which  resemble  the  antique  lace. 

GUM  {Gomme,  Fr. ;  aummi,  Pflanzenschleim,  Ger.)  is  the  name  of  a  proximate 
vegetable  product,  which  forms  with  water  a  slimy  solution,  but  is  insoluble  in 
alcohol,  ether,  and  oils.  It  is  converted  by  strong  sulphuric  acid  into  oxalic  andmucic 
acids. 

There  are  six  varieties  of  gum:  1,  gum  arable;  2,  gum  Senegal;  3,  gum  of  the 
cherry  and  other  stone-fruit  trees ;  4,  gum  tragacanth ;  5,  gum  of  Bassora ;  6,  the 
gum  of  seeds  and  roots.  The  first  five  spontiineously  flow  from  the  branches  and 
trunks  of  their  trees,  and  sometimes  from  the  fruits  in  the  form  of  a  mucilage  which 
dries  and  hardens  in  the  air.  The  sixth  kind  is  extracted  by  boiling  water.  In  com- 
merce, under  the  name  of  gum,  very  different  substances  are  confounded ;  thus  we 
have  gum  dcmi  and  ffum  copal,  which  are  true  resins;  and  gum  ammoniacum,  which  is 
a  gum  resin;  and  gum  elastic  (caoutchouc),  which  is  a  peculiar  body,  differing  from 
either. 

Gum  arabic  and  gum  Senegal  consist  almost  wholly  of  the  purest  gum  called 
arahinehy  the  French  chemists;  our  native  fruit-trees  contain  some  cerasine,  along 
with  arabine ;  the  gum  of  Bassora  and  gum  tragacanth  consist  of  arabine  and 
bassorine. 

Gum  arabic,  flows  from  the  Acacia  arahica,  and  the  Acacia  vera,  which  grow  upon 
the  banks  of  the  Nile  and  in  Arabia.  It  occurs  in  commerce  in  the  form  of  small 
pieces,  rounded  upon  one  side  and  hollow  upon  the  other.  It  is  transparent,  without 
smell,  brittle,  easy  to  pulverise,  sometimes  colourless,  sometimes  with  a  yellow  or 
brownish  tint.  It  may  be  bleached  by  exposure  to  the  air  and  the  sunbeams,  at  the 
temperature  of  boiling  water.  Its  specific  gravity  is  1-355.  Moistened  gum  arabic 
reddens  litmus-paper,  owing  to  the  presence  of  a  little  supermalate  of  lime,  which 
may  be  removed  by  boiling  alcohol ;  it  shows  also  traces  of  the  chlorides  of 
potassium  and  calcium,  and  the  acetate  cf  potash.  100  parts  of  good  gum  con- 
tain 70*40.of  arabine,  17  60  of  water,  with  a  few  per  cents,  of  saline  and  earthy 
matters.  Gum  arabic  is  used  in  medicine,  as  also  to  give  lustre  to  crapes  and  other 
silk-.stuffs.    See  Acacia. 

Gum  Senegal  is  collected  by  the  negroes  during  the  month  of  November,  from  the 
Acacia  Senegal,  a  tree  18  or  20  feet  high.  It  comes  to  us  in  pieces  about  the  size  of  a 
partridge's  egg,  but  sometimes  larger,  with  a  hollow  centre.  Its  specific  gravity  is 
1"436.  It  consists  of  81"10  arabine ;  16'10  water  ;  and  from  2  to  3  of  saline  matters. 
The  chemical  properties  and  uses  of  this  gum  are  the  same  as  those  of  gum  arabic. 
It  is  much  employed  in  calico»printing. 

Cherry-tree  gum  consists  of  o2-10  arabine ;  34-90  cerasine ;  12  water  ;  and  1  saline 
matter.    It  is  used  by  hatters  for  smoothing  the  nap. 
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Gum  tragacanih  is  gathered,  about  the  end  of  June,  from  the  Astragalus  tragacantha 
of  Crete  and  the  surrounding  islands.  It  has  the  appearance  of  twisted  ribands  ;  is 
white  or  reddish;  nearly  opaque,  and  a  little  ductile.  It  is  difficult  to  pulverise, 
without  heating  the  mortar.  Its  specific  gravity  is  1-384.  When  plunged  in  water, 
it  dissolves  in  part,  swells  considerably,  and  forms  a  very  thick  mucilage.  100  parts 
of  it  consist  of  63'30  arabine ;  33-30  bassorine  and  starch;  11*0  water;  and  from 
2  to  3  parts  of  saline  matters.  It  is  employed  in  calico-printing,  and  by  shoe- 
makers. 

Chtm  ofBassora.   See  Bassoeike. 

(rim  o/see«?s,  as  linseed,  consists  of  52'70  atabine  ;  28'9  of  an  insoluble  mattei ; 
10'3  water;  and  7*11  saline  matter.  Neither  bassorine  nor  cerasine  seems  to  be  pre- 
sent in  seeds  and  roots. 

GTnw,  BRITISH.    See  Dextbine. 

GVni  EI.ASTIC.   See  Caoutchouc. 

GTTM  lAC.   See  Lac. 

GtriME-REsiIirs.  {Gomme-resines,  Fr. ;  Schleimharze,  Ger.)  When  incisions  are 
made  in  the  stems,_  branches,  and  roots  of  Certain  plants,  a  milky  juice  exudes,  which 
gradually  hardens  in  the  air ;  and  appears  to  be  formed  of  resin  and  essential  oil,  held 
suspended  in  water  charged  with  gum,  and  sometimes  with  other  vegetable  matters, 
such  as  caoutchouc,  bassorine,  starch,  wax,  and  several  saline  matters.  The  said  con- 
crete juice  is  called  a  gum-resin  ;  an  improper  name',  as  it  gives  a  false  idea  of  the 
nature  of  the  substance.  They  are  all  solid;  heavier  than  water;  in  general  opaque 
and  brittle;  may  have  an  acrid  taste,  and' a  strong  smell ;  their  colour  is  very  vari- 
able. _  They  are  partially  soluble  in  water,  mostly  soluble  in  alcohol ;  and  the  solu- 
tion ip  the  former  liquid  seldom  becomes  transparent.  Many  of  the  gum-resins  are 
medicinal  substances,  and  but  little  employed  in  the  arts  and  manufactures.  The  fol- 
lowing is  a  list  of  such :— assafoetida ;  gum  ammoniac;  bdellium;  euphorbium;  gal- 
banum ;  gamboge  ;  myrrh ;  olibanum  or  frankincense ;  opoponax ;  and  scammony.  Tho 
gum-resins  which  are  employed  in  the  aftd  or  manufactures  are  described  in  this  work 
.»naer  their  peculiar  names. 

1870  ^-1°^'°^^°^  '^^^^^^       °^  importations  of  Gum  and  Gum-Kesins  from  1868  to 


Gum 

1868 

1869 

1870 

Cwts. 

Value 

Cwts. 

Value 

Cwts. 

Value 

Animi 

Copal  .... 
Arabic 

Kowrie       .       ,       .  • 
Lac  dye      .  . 

Shellac 

Benzoin      .  , 
Mastic 

Other  kinds  . 

527 
10,415 
69,324 
45,904 
11,441 
30,589 
3,102 
56 
30,563 

& 

4,030 
40,451 
249,805 
101,601 
78,489 
114,411 
24,400 
2,254 
114,740 

3,048 
21,738 
67,989 
45,352 
14,275 
46,180 

2,914 
318 
34,913 

£ 

29,930 
74,383 
300,433 
122,176 
102,376 
179,875 
24,193 
12,021 
125,815 

857 
20,607 
71,963 
64,248 
14,131 
31,912 
4,310 

661 
34,905 

£ 

9,715 

67,902 
264,690 
146,769 
103,919 
146,452 
31,208 
24,986 
167,025 

Gums  and  Gum- Resins  imported  In  1871-1879 

1871 

1872 

Quantities 

Value 

Quantities 

Value 

Gum  Arabic  : 
From  Franco  .... 
Austrian  Territories 
.,    Turkey  .... 

"           .     .     .  *. 

I.    Morocco  .... 

United  States  of  America 
„    British  India  . 
,1     Other  countries      .*  [ 

•  • 

cwts. 
1,409 
3,737 
2,779 
68,939 
2,775 
1,026 
2,596 
2,876 

£ 
7,318 
19,969 
11,390 
184,588 
7,137 
5,175 
8,584 
6,954 

cwts. 

3,169 
774 
30,131 
3,140 

1,821 
3,812 

£ 

15,602 
3,620 

81,256 
7,602 

6,746 
8,356 

Total 

Vol.  II. 

76,136 

250,088 

42.873 

123,080 

3  C 

—  
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1871 

1872 

Gums  aud  Gum-ReBins  imported  in  1871-1872 

Quantities 

Value 

Quantities 

Value 

Kowric  Glim: 

cwts. 

£ 

cwts. 

£ 

From  Australia  

00,1 1  J 

1  fi/>  1  on 

1 00,1  vyj 

An  (\Ti 
^y,o  /  u 

0.*?  .'i72 

00,0  1  it 

„    Other  countries  .... 

... 

1  0 

132 

Total. 



... 

49,748 

 ! 

93,704 

Lac,  Seed,  Shell,  SticJc,  and  Dye : 

From  British  India  

59,353 

343,224 

72,180 

„    Straits  Settlements  .... 

/  oo 

9  fil  9 

9,042 

„    Other  countries  .... 

1  1  ."in 

6,415 

Total. 

60,665 

348,689 

75,698 

449,999 

Gums  TJnenumerated : 



From  Germany  

i,uy* 

1  {\  QQl 

Q9R 

9  ifii 

„  Holland  

O  1  fiQ 

o,ooy 

1  9  904. 

,,    France    .       •       .      •  -    .  • 

1,000 

94  QO/t 

D,oUU 

94.  ."^fin 

„    Portugal.       .       .       .       .  • 

0  1  Ti 
Z,i.t6 

i  ,0^1' 

S  7R0 

„    Austrian  Territories. 

1  4-1  fi 

X      J.  u 

fi  000 

2  37fi 

10.657 

„     Turkey  ...... 

oik  QQQ 

9  979 

1  fi  fi77 
i  0,0  i  1 

„  Egypt  

1  Q  1  'Ifl 

9n  9ii.'l 

fifi  810 

„  Morocco  

0,14:/ 

1  /  ,oU0 

097 

„    East  Coast  of  Africa :  Native  States 

D,oOO 

„    Philippine  Islands  .... 

99  flOrt 

zz,oyu 

y,oyo 

1  fi  055 

,,  Borneo  

/,oiO 

„    Australia       .       .      .       •  • 

2,552 

6,124 

„    United  States  of  America 

730 

3,155 

ftiflTTji  Tifinnfi             .         •         •  • 

5,121 

12,588 

4,768 

12,463 

,,     British  India  .       .       .       .  • 

1  3  fi25 

47  142 

16,501 

51,081 

,,     Straits  Settlements  .  . 

12,903 

44,794 

13.901 

40,250 

,,     Other  countries  .... 

5,116 

14,498 

6,891 

19,241 

Total. 

95,426 

324,229 

103,571 

330,170 

GtTM-WOOB.  Eucalyptus  piperata,  or  blue-gum  tree  of  New  South  Wales.  The 
wood  is  sent  over  in  large  logs  and  planks;  the  colour  of  dark  Spanish  mahogany, 
•with  a  blue  and  sometimes  a  greyish  cast.    See  Eucalyptus. 

OVU  BARRSXiS.    See  Fihe  Arms.  „  „ 

euN  COTTOW.  (Syn.  Pyroxyline ;  Fulmicoton,'St.)  In  1833  M.  BracOnnot 
discovered  that  starch,  by  the  action  of  monohydrated  nitric  acid,  became  copverted 
into  a  peculiar  substance  which  dissolved  in  excess  of  the  acid,  and  was  re-precipitated 
in  a  granular  state  on  the  addition  of  water.  This  substance,  known  as  syloidine, 
M-hon  washed  and  dried,  was  found  to  explode  on  contact  of  a  hght,  and  even  if  heated 
to  356°  It  also  exploded  if  subjected  to  a  smart  blow.  The  subsequent  researches  ot 
M.  Pelouze  indicated  this  singular  body  to  be  starch,  C'^,H'«0-o  (c«K>oo»),  in  which 
one  equivalent  of  hydrogen  is  replaced  by  peroxide  of  nitrogen,  or  hyponitnc  acid. 
The  formula  of  xyloidine  woidd  consequently  be  ^"go.  }o-«  [CWClTO*)©'].  On 
tlio  supposition  of  this  being  the  correct  formula,  100  parts  of  starch  should  yield  1277 
o  xySine,  and  M.  Pelouz^e  obtained  from  128  to  130.  About  thirteen  years  /ubse- 
ouentlv  to  the  discovery  of  xyloidine,  M.  Schonbein  a.nnounced  his  discovery  of  gun- 
cotton?^  Chemists  immediately  saw  the  analogy  between  the  two  substances,  for  while 
x>?oicl  no  appears  to  be  derived  from  starch  by  the  ^-^^'^"Jon  ^f  o^^^^^^^^ 
livponitric  acid  for  one  of  hydrogen,  gun-cotton  is  derived  from  cellulose,^  C  H  O 
ffiS'lisonieric  with  starch,  by  the  substitution  of  two  or  three  equivalents  of. 
hypouitric  acid  for  the  same  number  of  equivalents  of  hydrogen. 

4i  ounces  pure  dry  nitre  in  fine  powder 

30  drams  (fluid  measure)  sulphuric  acid,  sp.  gr.  1  845. 

120  grains  of  well-carded  cotton. 

The  cotton  is  to  be  well  pulled  out  and  immersed  in  the  mixture  of  the  nitre  and 
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sulphuric  iicid.  The  contact  with  the  acid,  &c.,  is  to  be  insiu'ed  by  stirring  and 
pulling  out  the  cotton  mth  two  glass  rods.  As  soon  as  perfect  saturation  is  effected, 
which,  with  good  management,  will  be  in  about  a  minute,  the  cotton  is  to  be  thrown 
into  a  large  pan  of  water,  and  well  rinsed.  The  vessel  is  to  be  continued  under  a  tap 
until  litmus-paper  is  no  longer  reddened.  The  cotton  is  to  bo  squeezed  in  the  folds 
of  a  clean  towel,  and  exposed  (after  being  again  well  pulled  out)  to  a  gentle  heat  to 
dry.  It  is  curious  that  the  most  soluble  cotton  is  often  the  least  explosive,  although 
there  is  reason  to  believe  that  the  most  soluble  cotton  is  that  which  nearest  approaches 
in  constitution  to  tri-nitro-celluloso. 

M.  Schonbein  recommends  a  mixture  of  one  measure  of  nitric  acid  with  three 
measures  of  sulphuric  acid  as  the  best  bath  for  the  cotton.  The  liquid  is  to  be 
allowed  to  cool  previous  to  its  immersion.  He  also  saturates  the  cotton  with  nitrate 
of  potash,  by  immersing  it  in  a  solution  of  that  salt  before  drying.  Cotton  prepared 
in  this  manner  is  not  adapted  for  photographic  purposes,  but  it  is  highly  explosive, 
and  therefore  well  fitted  for  blasting  rocks. 

The  true  constitution  of  gun-cotton  is  by  no  means  well  established.  It  appears 
to  be  very  liable  to  differ  in  composition  according  to  the  method  of  preparation. 
According  to  M.  Bechamp  it  is  essential,  in  order  to  obtain  a  cotton  both  fulminating 
and  soluble  in  ether,  to  operate  upon  the  mixture  of  nitre  and  sulphuric  acid  before 
the  temperature  (which  rises  on  the  ingredients  being  mingled)  has  fallen.  If  cooling 
has  taken  place  previous  to  the  immersion  of  the  cotton,  the  resulting  pyroxyline  is 
fulminating,  but  insoluble  in  ether. 

The  analyses  of  MM.  Domonte  and  Menard,  and  also  of  M.  Bechamp,  agree  best 
with  bi-nitro-cellulose ;  while  those  of  Gladstone,  Vankerchoff,  and  Keuter,  Schmidt, 
and  Hecker,  and  Pelouze  are  more  in  accordance  with  a  tri-nitro-cellulose.  To  add  to 
the  diificulty  of  forming  a  conclusion  on  the  subject,  M.  Peligot's  analyses  agree  best 

...  .      C'^Hi"  1 

with  the  expression  ^ j^o^)^  J       ""^^i^^  is  that  of  bi-nitro-glucose. 

According  to  M.  Bechamp  xyloidine  and  pjoroxyline  are  acted  on  by  protoacetate  of 
iron,  the  original  substance  being  regenerated.  Thus  xyloidine  affords  starch,  and 
pyroxyline  cotton.  The  regenerated  cotton  was  analysed  with  the  following  result : — 

Experiment                         Calculation  , 
 ,   *  ^ 

Carbon    .       .    43-35  C'2  =  72  44-44 

Hydrogen       .     6-31  H'"   10  6-17 

Oxygen   .       ..   60-34  O'"   80  49*39 


lOO'OO  162  100-00 


Bechamp  (and  others)  regarded  gun-cotton  as  containing  nitric  acid.  The  former 
supported  his  views  with  numerous  experiments  ;  but  there  are  several  disturbing  in- 
fluences preventing  the  products  of  the  decomposition  of  gun-cotton  by  alkalis,  &c., 
being  regarded  as  sufficiently  known  to  enable  us  to  express  a  decided  opinion  as 
to  its  true  constitution,  It  may  be  mentioned  in  evidence  of  this  that  during  the 
action  of  caustic  potash  upon  gun-cotton,  M.  Bechamp  observed  sugar  to  be  produced. 
Tlio  latter  chemist,  in  common  with  many  others,  doubles  the  formula  which  we, 
following  M.  Gerhardt,  have  provisionally  adopted  for  cellulose ;  he,  moreover,  formu- 
lates the  latter  substance  and  its  nitro-derivatives  thus : — 

C=^H"0'^5NO»,2HO  =  pentanitric  cellulose. 
C'4Hi60"=,4NO=,  HO  =  tetranitric  cellulose. 
C«H'-0'^3N0«  =  trinitric  ceUulose. 
C"H20O'''=cellulose. 

Explosive  substances  analogous  to  gun-cotton  may  be  prepared  from  many  organic 
bodies  of  the  cellulose  kind,  by  immersing  them  in  the  same  bath  as  for  gun-cotton. 
Among  these  may  be  mentioned  paper,  tow,  sawdust,  and  calico. 

When  collodion  is  wanted  for  an  application  to  cut  surfaces,  and  the  cotton  is  with 
difficulty  soluble  in  alcoholic  ether,  a  solution  may  easily  be  obtained  if  the  cotton  be 
first  moistened  with  acetic  other,  and  the  alcoholic  ether  be  afterwards  added. 

Several  of  the  nitro-derivatives  of  starch  and  cellulose  undergo  spontaneous  decom- 
P°^3[^J0'i  when  kept  for  some  time  in  stoppered  bottles  (Gladstone).— C.  G.  W. 

When  cotton  wool  is  immersed  in  a  mixture  of  strong  nitric  and  6uli)hu'ric  nniflc 
substitution  takes  place  immediately,  and  the  product  has  only  to  be  freed  S 
adhoriDg  acid  by  washing  with  water,  and  then  dried.  But  in  order  to  insure  X 
tiniforniprodiictionof  the  most  highly  nitrated  compound,  Von  Lenk  adopts  several 
precautions,  the  most  important  of  which  are:—  auopts  several 

3  c  2 
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1.  Tho  cleansing  and  perfect  desiccation  of  tho  cotton  previously  to  its  immersion 
ih  tho  mixed  acids. 

,  2.  The  employment  of  tho  strongest  acids  procurable  in  commerce, 
'  3.  Tho  stooping  of  the  cotton  in  a  fresh  strong  mixture  of  acids  after  the  first 
immersion  and  partial  conversion  into  gun-cotton. 

4.  Tho  continuance  of  the  stooping  for  forty-eiglit  liours. 

6.  Tho  thorough  purification  of  tho  gun-cotton  tlius  produced  from  every  trace  of 
free  acid,  by  washing  tho  product  in  a  stream  of  water  for  several  weeks ;  subse- 
quently a  weak  solution  of  potash  may  bo  used,  but  this  is  not  essential. 

The  prolonged  application  of  these  processes  is  absolutely  necessary  to  ensure  the 
thorough  nitration  of  tho  cotton,  and  the  subsequent  purification  of  tlie  product ;  for 
each  cotton  fibre  is  a  long  narrow  tube,  often  twisted  and  even  doubled  up,  and  the 
acid  lias  first  to  penetrate  to  tho  inmost  depths  of  these  tubes  and  afterwards  to  be 
soaked  out  of  them  ;  hence  the  necessity  of  time. 

Sometimes,  to  render  the  gun-cotton  less  spontaneously  explosive,  and  to  remove  the' 
last  lingering  traces  of  free  acid,  it  is  impregnated  with  a  solution  of  silicate  of  soda 
(soluble  glass)  which  is  forced  into  it  by  means  of  a  centrifugal  machine,  having  a' 
central  tube  for  supplying  the  solution.  It  is  then  dried  by  exposure  to  the  air, 
whereby  carbonate  of  soda  is  formed,  and  silica  separated,  and  the  carbonate  of  soda  is 
afterwards  washed  out  with  water  while  the  silica  remains  attached  to  the  fibres. 

Sometimes,  again,  to  render  the  fibres  soft,  and  diminish  the  danger  of  explosion 
from  violent  friction,  the  gun-cotton,  after  being  treated  with  soluble  glass,  is  im- 
mersed in  a  soap-ley,  the  excess  of  which  is  then  squeezed  out,  and  the  gun-cotton 

finally  dried.  •  m  ^i. 

Gun-cotton  was  prepared  on  a  large  scale  by  a  process  essentially  the  same  as 
that  of  Von  Lenk,  at  the  manufactory  of  Messrs.  Prentice  at  Stowmarket,  previous  to 
its  destruction  by  fire.  Preparations  are  now  (1874)  being  made  for  resuming  th? 
manufacture  in  this  place.  _  ,   •  , 

Gun-cotton  prepared  by  Von  Lenk's  process  is  not  liable  to  explosion  by  percussion  ; 
it  may  detonate  between  iron  and  iron  if  a  hea^^  blow  be  struck,  but  only  that  part 
explodes  which  is  hit,  without  communicating  ignition  to  the  surrounding  particles. 
If  a  heavy  blow  be  struck  on  gun-cotton  with  an  iron  hammer,  upon  bronze  or  any 
other  comparatively  soft  metal,  no  detonation  takes  place.  Otto  found,  on  the  other 
hand,  that  pyroxyline,  prepared  with  nitric  acid  along,  explodes  like  fulminating 
mercury  when  struck  with  a  hammer.  ,    ,     .,  »  i   j  ^     •  ;i 

The  temperature  at  which  gun-cotton  explodes  has  beep  veiy  accurately  determi 
by  Baron  von  Ebner,  who  fixes  the  lowest  temperature  at  136-  C.  (2770°  Fahr.)  ;  but 
the  heat  required  is  usuaUy  stated  to  be  greater  than  this.  According  to  Melsens 
Eun-cotton  which  has  been  washed  with  soda  and  retains  a  small  quantity  of  the 
alkali  does  not  explode  till  heated  to  180°  C,  and  feimilar  observations  have  been 
made  by  Payen,  Pelouze,  Robert,  VankerchofiF,  and  others 

Von  Lenk's  system  of  manufacturing  gun-cotton  is  bnefiy  as  follows  •— 

•  1  The  carded  cotton  is  spun  into  a  loose  yarn,  varying  in  size  and  strength 
according  to  the  applications  it  is  to  receive ;  and  the  yarn  is  made  up  into  hanks  of 

.^TrS  lu^i&S  r;r&  purification,  by  boiling  it  for  a  few 
minutes  in  a  solution  of  potassic  carbonate,  of  specific  gravity  1-02,  separating  the 
Sine  ifqutd  by  means  of  a  centrifugul  extractor,  and  washing  the  cotton  thoroughly 

'°  'T^The  cotton  is  perfectly  dried  by  artificial  heat,  immediately  before  its  treatment 

^^YtL  acid  used  for  tJie  production  of  the  gun-cotton  is  prepared  by  mixing  one 
X  ,  ,  ;^V.t  n^nSric  acid  (of  specific  gravity  1  -52)  with  three  parts  of  sulphuric  acid 
,SrSa^tv  iSr^^^^^^  allowed  to  become  perfectly  cold  before  use. 

rThe  gy^ottL  S  imm  rsed  by  toall  quantities  (about  six  ounces,  or  two  hanks 
6.  xiie  ary  colluu  jo  ^     possible.  When 

ht  one  time)  m  a  ba*  of  tho^^m^^^^^^^^  P^^  ^^^^^  iiout  in  the  acid 

the  cotton  ¥%^f  bath  to  a  ledge  placed  over  it,  where  a 

for  a  few  minutes,  it  is  removea  ^roni  u  nrpqsure    The  hanks  are  then 

•p„«io„  of  the  acid  f  J„3r^  3  for  forty- 

yith  water.  ,  -      *i    i,„n,  Uv  ajioIi  successive  quantity  of  cotton  immersed 

'  6.  The  acid  removed  from  the  bath  by  '^.r      ^gi^  mixture,  before 

is  replaced  by  tho  addition  of  a  corresponding  quantity  of  tho  tresli  mixture, 

another  quantity  of  cotton  is  treated. 
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'  7.  After  the  lapse  of  forty-eight  hours,  the  acid  is  separated  from  the  gun-cotton, 
as  completely  as  possible,  by  mechanical  means  (i.  e.,  by  moans  of  the  centrifugal 
extractors).    The  expressed  acids  are  not  employed  again, 

'  8.  The  hanks  are  then  drenched  with  water,  singly,  as  rapidly  as  possible ;  they 
are  afterwards  washed  by  hand  till  no  longer  acid  to  the  taste,  and  are' afterwards 
placed  in  crates  or  perforated  boxes,  and  kept  immersed  in  flowing  water  for  about 
three  weeks. 

'  9.  At  the  expiration  of  that  time,  the  water  is  separated  mechanically  from  tho 
gun-cotton,  and  the  moist  skeins  are  boiled  for  fifteen  minutes  in  a  solution  of  potassic 
«iirbonate  (of  specific  gravity  1"02).  When  the  alkaline  liquor  has  been  expressed, 
the  skeins  are  once  more  immersed,  in  flowing  water,  for  &  few  days.  The  finished 
gun-cotton  is  then  dried  by  exposure  to  air. 

'10.  It  is  afterwards  allowed  to  soak  for  about  one  hour  in  a  cold  solution  of  sodic 
silicate  (of  specific  gravity  1'072).  The  liquid  is  then  expressed  from  the  hanks  in 
the  usual  manner ;  after  which  they  are  allowed  to  dry  thoroughly,  again  washed,  for 
five  or  six  hours,  in  running  water,  and  finally  by  hand.  The  thorough  desiccation 
of  the  gun-cotton  then  completes  its  manufacture. 

'  The  employment  of  the  cotton  in  the  form  of  hanks  of  loosely-spun  yarn,  instead 
of  simply  in  the  loose  carded  condition,  considerably  facilitates  its  conversion  and 
purification.  The  proper  impregnation  of  the  cotton  by  the  acids  is  more  rapidly 
accomplished  with  the  hanks ;  such  manipulations  as  attend  the  spparation  of  tho 
.main  quantity  of  acid  from  the  converted  material,  and  its  first  rapid  and  complete 
immersion  (while  still  saturated  with  the  concentrated  acids)  into  water,  and  arc 
much  more  readily  carried  out  with  the  cotton  in  tho  spun  form ;  and,  again,  tho 
exposure  of  the  latter  to  the  full  purifying  efifects  of  a  current  of  water,  is  much  moro 
simply  and  perfectly  effected  than  if  carded  cotton  be  used,  while  the  mechanical  loss 
of  wool  and  of  gun-cotton,  in  the  several  operations  of  washing  and  expressing,  is 
much  reduced.'  ,       ,  . 

Professor  Abel  perfectly  satisfied  himself  of  the  advantages  just  pointed  out,  by 
operating  upon  considerable  quantities  of  carded  cotton  wool.  In  these  experiments 
it  was  found  impracticable,  moreover,  except  by  application  of  very  powerful  pres- 
sure, to  reduce  the  proportion  of  the  acid  which  the  wool  retained  after  immersion 

■  (and  which  had  to  be  left  in  contact  with  it,  as  prescribed)  below  that  of  fourteen  parts 
to  one  of  cotton ;  whereas  with  the  yarn  there  is  no  difficulty  in  reducing  the  quan- 

.tity,  by  moderate  pressure,  to  ten  parts,  or  even  lower.    The  consumption  of  acid  is 
therefore  economized  by  using  tlie  cotton  in  a  spun  form. 

'  The  preparation  of  the  mixture  of  nitric  and  sulphuric  acids,  as  directed  by  Von 
Lenk,  involves  no  important  point  of  novelty.  The  necessity  of  employing  the  mixture 
cold,  and  therefore  of  either  submitting  it  to  refrigeration  before  use,  or  of  preparing 
a  stock,  of  the  mixture  some  time  before  it  was  required,  was  weU  known  to  the  earlier 
operators.' 

'  In  the  treatment  of  the  cotton  with  the  mixed  acids.,  the  following  precautions, 
namely,  the  immersion  of  uniform  quantities  of  tho  perfectly  dry  cotton  in  the  bath  of 
acid,  the  adherence  to  a  fiixed  proportion  in  weight  between  the  cotton  and  the  acid 
with  which  it  is  left  in  contact,  and  the  regular^  replacement  of  the  acids  removed 
from  the  bath  at  teach  successive  immersion  of  the  cotton,  by  a  corresponding  quantity 
of  fresh  mixture,  combine  to  exert  no  unimportant  influence  upon  the  uniformity  of 
the  product.  That  such  is  the  case  has  been  established  by  manufacturing  experi- 
ments. For  example,  on  one  occasion  some  hanks  of-  cotton  were  immersed  in  the 
bath  of  acids  without  addition  to  the  latter,  of  the  quantity  of- fresh  acid  proportionate 
.  to  the  amount  removed  in  the  previous  operation  of  immersion.  The  resulting  pro- 
duct, which  was  in  all  other  respects  treated  as  usual,  exhibited  a  decided  difference, 
both  in  its  composition  and  its  explosive  powers,  when  compared  with  gun-cotton 
previously  produced,  strictly  according  to  rule,  in  the  same  bath  of  acids.' 
Effects  of  heat  upon  gun-cotton.— Tho  behaviour  of  gun-cotton  under  exposure, 

•  An  observation  made  by  Bgchamp,  in  his  Papers  on  Pyroxylin,  that  the  production  of  a  soluble 
or  insoluble  product  was  determined  simply  by  conditions  of  temperature  when  the  conversion  wns 
effected  by  means  of  sulphmric  acid  and  saltpetre,  induced  me  to  ascertain  by  experiment  whether 
the  solubiUty,  in  alcohol  and  ether,  of  the  product  obtained  with  the  employment  of  the  prescriberl 
mixture  of  nitric  and  sulphuric  acids,  increased,  if  the  temperature  of  the  latter  was  raised  to  about 
70  O.  That  temperature  was  fixed  upon  for  the  experiment  as  being  the  average  of  the  freshly-pre- 
pared mixture  of  nitric  and  snlphuric  acids,  usually  employed  for  producing  gun-cotton  for  photo 
graphic  purposes,  and  which,  in  experiments  instituted,  furnished  soluble  gun-cotton  vieldinL' 
transparent  collodion.  The  products  obtained  by  tho  action  of  the  warm  mixture  upon  the  cotton 
wool  exhibited  no  difference  as  regards  its  insolubility  from  the  ordinary  products  fiu-nished  bv  the 
cold  mixture.  Neither  was  insoluble  gun-cotton  rendered  at  all  soluble  by  being  submitted  to  treat 
ment  with  the  warm  mixture.    Hadow  has  shown  that  a  more  dilute  mixture'  of  acids  wliich  whpn 

■  ^^3'  '"'■n'snes  an  almost  insoluble  product,  will,  if  employed  at  a  temperature  of  55°  C  vuOd 
•  perfectly  soluble  gun-cotton,  giving  a  fluid  transparent  coUodion.  ^  j  lua 
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even  to  comparatively  high  tomporaturos,  is  subject  to  very  considerable  modifications, 
which  may  bo  in  groat  moasuro  determined  by  the  conditions  of  treatment.  Illustra- 
tions of  tliis  wore  obtained  at  an  early  period  of  those  investigations,  iu  exporimentJJ 
instituted  with  the  view  to  ascertain  the  average  temperature  at  which  gun-cotton 
cxYjloclos.  . 

The  following  is  a  summary  of  tho  observations  made  on  this  head  by  Mr.  Abel. 

Ex^ploding-'point  of  gun-cotton. — Tho  apparatus  employed  in  the  experiments  on  this 
subject  consisted  of  a  small  air-bath,  fitted  with  a  thermometer,  and  closed  with  a 
mica-plato,  having  a  circular  opening  in  the  centre,  through  which  the  gun-cotton 
inight  bo  introduced,  and  which  was  kept  closed,  when  not  in  use.  The  mode  of  opera- 
^  ting  was  modified  in  various  ways.  In  the  first  instance,  the  gun-cotton  was  combed  out 
into  a  very  loose  condition,  and  allowed  to  rest  upon  metal  in  the  air-bath.  The  tem- 
perature of  the  latter  was  then  raised  very  gradually  from  15°  C.  to  204°  or  205°  C. 
When  the  time  occupied  in  the  passage  to  the  maximum  temperature  was  two  hours 
and  upwards,  the  gun-cotton  did  not  explode  at  all  (in  six  experiments),  but  gradually 
became  dark  brown,  quite  friable,  and  deprived  of  all  explosive  properties.  When  a 
considerably  shorter  time  (about  one  hour)  was  occupied  in  the  attainment  of  the  maxi- 
mum temperature,  the  gun-cotton  exploded  on  one  or  two  occasions,  but  not  imtil  its 
temperature  had  reached  205°  C. 

In  the  next  experiments,  the  gun-cotton  was  employed  in  very  small  compact 
masses,  and  resting  upon  a  wooden  support,  was  exposed  to  a  continuously-increasing 
temperature.  The  passage  from  15°  C.  to  the  exploding-point  ranged  in  these  experi- 
ments from  45  minutes  to  2  hours. 

Temperature  at  commencement  of  experiment  =  2Q°  0, 

No.  of  Experiment  Time  occupied  Explodiug-Point 

8  ,       ,       .       .    45  minutes .       .       .       .    137°'5  C. 


9 

10 
11 
12 


1  hour  25  minutes     .      .  136°. 

1  hour  ....  137°'5  C. 
Ihour       ....  138°-5C. 

2  hours      ....  138°. 


Another  series  of  experiments  was  instituted  for  ascertaining  in  what_  particular 
mechanical  condition  the  gun-cotton  exploded  most  readily,  and  at  most  uniform  tem- 
peratures ;  and  ultimately  the  material  was  employed  in  the  form  of  pieces  of  loosely, 
twisted  strand  about  20  millimeters  long,  and  its  exploding-point  was  determmed  by 
first  raising  the  atmosphere  of  the  air-bath  to  105°  C,  then  allowing  the  specimen  to 
fall  upon  a  diaphragm  of  wire  gauze  in  the  air-bath,  at  once  increasing  the  temperature 
as  rapidly  as  possible ;  and  carefully  reading  the  thermometer  until  the  explosion 
occurred.    The  results  of  eight  observations  thus  conducted  were  as  follow  :— 

No.  of  Experiments  Explodin|-Point 

13  151°-5C. 

.  151° 


14  . 

15  . 

16  . 

17  . 

18  . 

19  . 
19rt. 


161° 

150°-5  C. 
160°-5  C. 
148°-5  C. 
161° 
147° 


These  last  experiments,  which  appear  the  most  trustworthy,  indicate  that  the  aver- 
age temperature  at  which  the  gun-cotton  explodes,  when  in  a  condition  most  favour- 
able to  its  rapid  heating,  is  about  160°  C  For  two  observations,  m  whicli  tho  gun- 
cotton  was  in  a  very  open  condition,  the  temperature  being  raised  more  rapidly 
?hl  usual  the  explosions  occurred  when  the  thermometer  indicated  14o°  and 
i43°-5  c!  and  in  the  experiments  preceding  these,  which  were  d  fferently  conducted, 
compact  ffun-cotton  being  exposed  to  heat  for  a  considerable  time,  the  point  of  igmhon 
compact  Miui^"  b     r  Schrotter,  Eedtenbacher,  and  Schneider,  in 

S"epor:;on  Von  Ll's'lun-cotton,  mention  that  136°  C.  is  the  lo.est  temj.!.- 
ture  fixed  bv  Von  Ebner,  at  which  this  material  explodes.       ,^     ,  ^  .    ,       ^  ^, 

Idim  of  light  on  gun-cotton.-Tll^^  foUowing  are  the  results  obtained  up  to  the 
present  time  by  exposure  to  light,  under  various  circumstances,  of  gun-cotton  prepared 
and  imrifiod  according  to  Von  Lenk's  directions.  .  . 

E?po  uSCstrong  d^^^^  and  to  sunlight,  either  in  the  open  air,  or  in  confined 
spaces  for  a  few  dtys  (two  or  four),  developes  in  the  gun-cotton  a  very  faint 
aSatic  odour  andT  I  tmus-paper  be  allowed  to  r^^^^  close  contact  with  the 
cJSed  maJ  ri^  rit  acquires  a  rose-coloured  tinge  similar  to  that  produced  by  carbonic 
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acid,  and  recovers  its  original  colour  after  brief  exposure  to  '-^If;  .^^.^^^^^^^^^^^ 
1-1,1  •        „       fr.v  onmn  dav!  the  eun-cotton  be  plaood  in  the  aaric,  in  cabcs  wiu^ii 
light  in  9^f}l^}\^^''^^  beSmes  gldually  fainter,  and  the  effect  upon  litmus-paper 
if  tte  m^^^^  gunUtona;e  air-tight,  the  odour  and  action 

Sm^^^^  ^torfge  for  several  years  (the  actual  experience 

gained  at  WoolAvich  extends  over  nearly  four  years).  -fi,  f..««  «pnes8  of 

Tf  the  min-cotton  bo  exposed  for  protracted  periods  to  daylight  with  free  access  ot 
air  it  sSy  los^^^^  aU  odour  and  power  of  affecting  litmus.  If  exposure  to  diffused 
SghHn  confined  spaces  be  continued,  the  first  results  of  the  action 
cou  s?r  teined ;  but  5p  to  the  present  time  no  single  indication  f  ^h^^^^^^ve  W 
been  observed;  indeed,  the  very  faint  acid  reaction  d^^'^^'b^'i-/^"^.  J^^^i^^^^^^ 
at  first  has  frequently  disappeared,  probably  in  consequence  ot  the  neutralism^, 
action  of  small  quantities  of  earthy  carbonates  contained  in  the  gun-cotton. 

But  if  the  material  be  exposed  continuously  in  a  perfectly  confined  space  to  the 
action  of  sunlight  or  strong  dayUght,  it  furnishes,  after  a  time  much  Sro^^^mf'^^^ 
of  change  than  that  already  described.  The  acidity  gradually  becomes  more  mani- 
fest: the  odour  increases,  and  becomes  in  time  somewhat  pungent,  and  indicative  ot 
the  presence  of  very  small  quantities  of  nitrous  acid  ;  and  itmus-paper,  if  confined 
in  a  vessel  with  gun-cotton  thus  exposed,  becomes  entirely  bleached  after  two  or  three 
months.  Although  specimens  of  gun-cotton  always  undergo  some  spontaneous  change 
under  these  very  special  circumstances,  the  decomposition  proceeds  with  extreme  slow- 
ness ;  and  the  results  of  the  observations  are,  therefore,  in  this  respect  quite  at  vari^ 
ance  with  those  recently  published  by  DeLuca,  who  states  that  the  specimens  operated 
upon  by  him  decomposed  upon  exposm-e  to  sunlight,  some  on  the  first  day  ot  the 
experiment,  others  after  several  days' exposure. 

The  advantages  arising  from  the  reduction  of  gun-cotton  fibre  to  a  state  oj  Jine  divi- 
sion are  thus  explained  by  Mr.  Abel : —  .      •,  j  ^t,  *  . 

Abundant  proofs  have  been  obtained  that  the  long-continued  wasting  and  the  treat- 
ment with  an  alkaline  liquid  to  which  gun-cotton  is  submitted,  do  not  completely 
separate  from  it  products  of  the  partial  oxidation  of  organic  impurities  retained  by 
the  cotton  up  to  the  time  of  its  conversion.  This  is  unquestionably  due  m  great  mea- 
sure to  the  tubular  structure  of  the  fibre.  If  the  impurities  were  merely  upon  the 
surface  of  the  fibre,  their  perfect  removal  by  the  action  of  solvents  should  be  accom- 
plished without  difficulty  ;  but  it  does  not  appear  that  even  long-continued  digestion 
of  gun-cotton  in  alcohol  has  the  effect  of  completely  freeing  it  of  the  impurities  soluble 
in  that  liquid  which  are  locked  within  the  fibre.  The  action  of  a  warm  or  cold  alkaline 
liquid  upon  the  material  might  perhaps  eventually  result  in  the  complete  removal  of 
these  bodies ;  but  the  loss  of  product  and  destructive  effect  upon  the  fibre,  resulting 
from  any  other  than  a  brief  digestion  in  a  very  dilute  alkaline  bath,  are  too  consider- 
able to  admit  of  such  a  treatment.  The  following  experiments  may  be  quoted  in 
illustration  of  this ; — 

A  quantity  of  gun-cotton,  which  had  already  been  submitted  to  the  usual  purifica- 
tion with  water  and  a  hot  alkaline  bath,  was  boiled  for  ten  minutes  in  a  solution  of 
potassic  carbonite,  of  the  strength  usually  employed  (of  specific  gravity  1-02).  By 
this  treatment  the  material  sustained  a  loss  of  3-7  per  cent. ;  the  bath  having  as- 
sumed an  amber  colour.  Upon  being  again  boiled  for  twenty  minutes  in  the  same 
alkaline  bath,  which  thereby  became  considerably  deepened  in  colour,  the  sample  sus- 
tained a  further  loss  of  12-09  per  cent.  The  strength  of  the  fibre  had  been  consider- 
ably reduced  by  this  treatment. 

6  "5  grms.  of  gun-cotton  and  0-4  grm.  of  sodic  carbonate  were  placed  together  with 
50  cubic  centims.  of  water  in  a  flask,  to  which  a  vertical  condenser  was  attached, 
and  were  lieated  to  100°  for  twelve  hours.  The  alkali  was  then  found  to  have  become 
nearly  neutralised,  and  the  dark  brown  liquid  contained  sodic  nitrate  in  abundance. 
The  gun-cotton  was  washed  and  twice  treated  in  the  same  manner,  the  alkali  being 
neutralised  on  each  occasion,  as  in  the  first  instance. 

But  though  it  is  evident  that  the  treatment  of  gun-cotton  with  warm  alkaline  baths 
cannot  be  advantageously  extended,  satisfactory  proof  has  been  obtained  that  the 
stability  of  gun-cotton  which  has  been  purified  as  far  as  is  possible  by  the  present 
system,  may  be  importantly  increased  by  submitting  the  material  to  a  special  process 
of  washing. 

In  the  experiments  instituted  upon  the  application  of  gun-cotton  as  a  substitute  for 
gunpowder,  some  very  advantageous  results  have  attended  the  conversion  of  the 
material  into  homogeneous  masses  of  any  desirable  form  or  density  by  preparing  it 
according  to  the  method  commonly  employed  for  converting  rags  into  paper.  In  re- 
ducing the  material  to  a  very  fine  stixte  of  division  by  means  of  the  ordinary  beating 
and  pulping  machines,  the  capillary  power  of  the  fibres  is  nearly  destroyed,  and  the 
gun-cotton  is  for  a  considerable  period  very  violently  agitated  in  a  large  volume  of 
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water 


f«  ^°  ^'^^^  difficult  to  doviso  a  moro  perfect  cloanBine  process  tlnn  th«f 

L  tS'l  n°,r"' the  natural  resulf  o^rapJi^S 
of  res  8t W?W  '^^^^•""'^"y  P'^nfio^l  -requires  considerably  increased^  rierH 

f  L  tf./^  destructive  effects  of  heat.  Samples  of  the  pulped  gun-cotton  e venTn 
t  nu«l  irT'.T'^'''""  *"""d  to  resist  changi  pirfec-tly  u  jn  loSgln" 

7nin«  P!''P'"P™'^f«  ^PPliod  to  gun-cotton  affords,  tliorefore.  important  additional 

SovL  a  ?H5fL°^,?r"'"'°"'^''  ^^"-^  °f  ^^^'^l'  '"'^y  further  enhanced  by  em- 
ploymg  a  slightly  alkaline  water  in  the  pulping  machine.  ^ 

the  exn  ^K  ^'L      '^^^^  1846,  attempts  we  made  to  increase 

sLh  ^^iS^^^^^^  'n  '''^'r''''  ^/  i'^P^^g'^-ting  it  vith  a  solid  oxidising  agent 
Zt        ^  ^     ;  Pi-oparations  of  gun-cotton  were  saturated  in  a  solution  of  the 

•'cMo?.  tr  '  .!t,M  f^^f'^q^^ntly  evaporated,  but  tlie  quantity  of  the  '  nitrate'  or 

^vt  JoUl      .'""l^^  be  introduced  by  this,  the  only  practical  mode  of  treatment. 

state  of  d^;H  ion'  ^  M  'J'''"^      ^^^^"'6  &^»-«°tton  to  a  fine 

state  ot  dmsion  by  the  pulping  process  has,  however,  afforded  the  means  of  readily 
wcorporating  tins  substance  with  an  agent  sufficiently  rich  in  oxygen  to  oxidise  the 
wlioloot  the  carbon  in  the  gun-cotton  preparation.  This  requires  a  comparatively 
iargo  pi-oportion  of  saltpetre,  or  other  analogous  salt,  and  Mr.  Abel  succeeded  in  ob- 
taming  some  very  promising  results  in  this  direction. 

The  general  mode  of  producing  '  nitrate'  or  'chlorate'  preparations  of  gun-cotton 
may  be  briefly  described  as  foUows :—  ^ 

The  requisite  proportion  of  the  oxidising  agent,  such  as  saltpetre,  is  reduced  to  a 
very  tine  powder,  and  is  then  intimately  mixed  with  the  finely-divided  or  pulped  gun- 
cotton  by  steeping  the  latter  in  a  saturated  solution  of  the  salt.  The  mixture  is  then 
granulated  or  compressed  into  any  desired  form  by  the  usual  method  employed  in  the 
preparation  ot  Abel's  compressed  gun-cotton. 

The  products  obtained  in  this  way.  especially  in  the  disc  or  compressed  state,  possess 
several  important  advantages  over  ordinary  compressed  gun-cotton.  The  nitrated 
material  forms  very  hard  masses,  which  are  much  less  liable  to  break  up  or  give  off 
dust  when  roughly  handled  than  the  ordinary  substance.  This  comparative  hardness 
IS  probably  due  to  the  particles  of  the  mass  becoming  firmly  cemented  together  by  the 
crystallisation  of  the  salt  on  the  evaporation  of  the  water  during  the  process  of  drying. 
Indeed,  It  has  been  found  that  the  application  of  considerably  less  pressure  than  is 
required  to  produce  very  compact  cakes  of  ordinary  gun-cotton  suffices  to  furnish 
masses  decidedly  superior  both  in  hardness  and  compactness.  Moreover,  the  cakes, 
or  discs,  of  the  nitrated  preparation,  when  dry,  are  found  to  have  become  coated  with 
a  hard  film  of  the  salt,  which  acts  as  an  additional  protective  against  mechanical 
injury  and  renders  the  surface  less  dusty,  and  thus  less  readily  inflammable,  tlian  the 
ordinary  kind. 

Again,  it  has  been  conclusively  demonstrated  by  several  experiments,  continued  for 
considerable  periods,  that  the  nitrated  preparation  is  more  stable  when  exposed  to  the 
action  of  high  temperatures  than  the  unimpregnated  gun-cotton. 

So  far,  therefore,  as  concerns  the  question  of  storage  and  transport,  the  nitrated 
material  possesses  several  important  advantages  over  ordinary  compressed  gun-cotton, 
but,  on  the  other  hand,  it  has  two  drawbacks. 

It  has  now  been  decided— wisely,  we  think— to  store  all  large  supplies  of  gun-cotton 
in  the  wet  state,  in  which  condition  the  material  is  perfectly  uninflammable  by  ordinary 
heat.  For  this  purpose  the  discs  of  gun-cotton  are  packed  in  large  wooden  waterproof 
tanks,  fitted  with  means  of  drainage.  A  tank  holds  a  ton  of  gun-cotton  discs,  each 
disc  being  three  inches  in  diameter  by  about  two  inches  in  depth,  and  the  ordinary 
material  is  wetted  by  simply  filling  the  tank  with  water,  and  allowing  the  latter  to 
drain  off. 

With  the  nitrated  preparation,  however,  it  is  desirable  that  a  weak  solution  of  salt- 
petre instead  of  pure  water  should  be  used  in  wetting  the  gun-cotton. 

We  do  not  urge  this  as  a  serious  drawback ;  but  it  is  evident  that  the  process  of 
wetting,  and  re-wetting  when  necessary,  a  store  of  ordinary  gun-cotton  is  a  compara- 
tively simple  process,  whereas  the  same  operation  might,  in  the  case  of  nitrated 
gun-cotton,  be  attended  with  moro  or  less  difficulty  under  certain  circumstances  of 
storage. 

Again,  the  wet  nitrated  preparation  does  not  dry  so  readily  as  the  ordinary  material ; 
but,  on  the  other  hand,  this  objection  is  almost  negatived  by  the  fact  that  wet  gun- 
cotton,  whether  nitrated  or  not,  can  be  detonated,  and  made  to  produce  equal,  if  not 
superior,  effects  to  the  substance  in  the  dry  state.  Gun-cotton  has  been  detonated  with 
most  destructive  effect  under  water,  by  simply  filling  a  bag  net  with  discs,  and  explod- 
ing them  by  means  of  one  dry  disc  enclosed  in  a  waterproof  envelope.   The  detonating 
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fuse  is  inserted  in  the  dry  disc,  and  its  detonation  determines  that  of  all  the  remaining 
discs,  although  the  latter  are  absolutely  immersed  in,  and  in  contact  -with,  the  water. 

In  comparing  the  explosive  action  of  equal  weights  of  compressed  gun-cotton  and 
of  the  '  nitrate '  mixture,  it  must  be  borne  in  mind  that  a  considerable  percentage  of 
the  total  mass  of  tlie  latter  is  formed  of  a  material  of  about  one-sixth  the  cost  of  pure 
gun-cotton.  Thus  a  '  nitrate  '  mixture,  prepared  ynth.  the  full  theoretical  proportion 
(about  38  per  cent,  by  weight)  of  the  oxidising  agent,  will  not  quite  equal  the  effects 
obtained  from  the  same  total  weight  of  ordinary  compressed  gun-cotton.  In  other 
words,  the  force  of  the  explosion  of,  say,  100  lbs.  of  a  material  which  consists  of  38 
lbs.  of  nitre  and  62  lbs.  of  gun-cotton  will  not  equal  that  of  100  lbs.  of  pure  gun-cotton. 
Here  the  loss  of  force  due  to  the  replacement  of  about  one-third  of  the  gun-cotton  by 
the  salt  used  is  not  fully  compensated  for  by  the  extra  work  obtained  from  the  com- 
plete oxidation  of  the  remaining  two-thirds  of  gun-cotton.  If,  however,  about  three- 
fourths  of  the  theoretical  amount  of  the  salt  be  employed,  the  mixture  will,  weight  for 
weight,  equal  ordinary  compressed  gun-cotton  in  explosive  effect,  although,  as  we  have 
said,  a  considerable  proportion  of  the  gun-cotton  has,  in  the  nitrated  preparation,  been 
replaced  by  a  comparativelj'  inexpensive  substance.  Thus  the  use  of  nitrated  gun- 
cotton  will  be  attended  by  material  advantage  in  point  of  economy. 

But  if  equal  volumes  of  highly-compressed  gun-cotton,  and  of  the  '  nitrate '  or 
'  chlorate '  mixture,  similarly  compressed,  are  compared,  the  explosive  force  of  the 
latter  will  be  found  to  be  much  greater.  Chlorated  gun-cotton  is  decidedly  more 
violent  in  its  action  than  the  nitrated  mixture,  but  it  is  more  costly  to  manufacture, 
and  more  dangerous  to  store  and  use.  The  '  chlorate '  salt  is  comparatively  high  in 
price,  and  more  of  it  is  required  to  furnish  the  requisite  amount  of  oxygen  ;  it  is, 
moreover,  very  susceptible  of  ignition  by  friction  or  percussion,  and  is,  therefore,  com- 
paratively dangerous.  For  these  reasons  it  does  not  compare  favourably  with  the 
'  nitrated '  preparations.  Of  the  latter  the  best  is  that  in  which  saltpetre  is  used.  It 
is  the  most  readily  prepared,  and  its  tendency  to  absorb  moisture  is  not  appreciably 
greater  than  that  of  ordinary  compressed  gun-cotton. 

Important  experiments  have  been  instituted  jointly  by  the  Special  Committee  on 
Gun-cotton,  the  Torpedo  Committee,  and  the  Eoyal  Engineers  Committee,  on  the  com- 
parative explosive  properties  of  ordinary  gun-cotton,  both  in  the  dry  and  wet  states, 
and  of  nitrated  gun-cotton  under  similar  conditions. 

Some  of  these  experiments  are  made  by  exploding  under  water  equal  weights  of  the 
several  substances  under  identical  circumstances,  and  registering  the  resulting  pressure 
or  blow  by  a  '  crusher '  gauge  somewhat  similar  to  the  pressure  gauge  used  by  the 
Committee  on  Explosives  in  determining  the  explosive  force  of  gunpowder  in  the 
chamber  of  a  gun. 

Experiments  have  also  been  made  to  ascertain  the  rapidity  of  detonation  ;  in  other 
words,  the  rate  at  which  a  string  or  row  of  gun-cotton  discs  placed  close  to  one  another 
will  successively  explode  if  detonated  at  one  extremity.  For  this  purpose  the  beautiful 
chronoscope  invented  by  Captain  Andrew  Noble,  F.K.S.,  has  been  successfully  em- 
ployed. This  instrument  is  designed  to  measure  very  minute  portions  of  time,  and  by 
arranging  the  primary  conducting  wires  at  equal  intervals  along  a  long  row  of  gun- 
cotton  discs  a  register  is  obtained  of  the  time  occupied  in  successively  breaking  the 
wires  as  the  explosive  wave  flashes  along  the  row.  It  has  thus  been  ascertained  that 
the  rapidity  of  the  detonation  of  gun-cotton  is  about  20,000  feet  per  second. 

The  expansive  velocity  of  the  gases  generated  by  the  explosion  of  gunpowder  has 
been  reckoned  at  about  7,000  feet  per  second,  so  that,  according  to  this  estimate,  gim- 
cotton  has  about  three  times  the  explosive  rapidity  of  gunpowder.  It  is  probable  that 
the  destructive  force  of  an  explosive  substance  bears  a  close  analogy  to  the  rapidity 
with  which  the  explosion  is  transmitted,  and  the  experiments  we  allude  to  may  furnish 
most  interesting  and  valuable  results.  But,  whatever  may  be  the  method  followed  in 
experiments,  the  considerable  advantage  which  the  nitrated  gun-cotton  possesses,  both 
in  point  of  cost  and  power,  added  to  the  fact  that  it  is  so  readily  susceptible  of  igni- 
tion by  detonation,  renders  it  highly  probable  that  this  preparation  of  gun-cotton  will  be 
largely  substituted  for  the  ordinary  compressed  material  in  many  of  its  applications. 

Moreover,  the  circumstance  that  carbonic  oxide,  a  poisonous  gas  which  is  produced 
in  considerable  amount  upon  the  explosion  of  ordinary  gun-cotton,  is  present  in  the 
products  of  explosion  of  nitrated  gun-cotton  in  scarcely  higher  proportion  than  in  those 
of  gunpowder,  appears  likely  to  remove  that  objection  to  the  employment  of  gun- 
cotton  in  military  mines,  which  arose  from  the  large  quantity  of  carbonic  oxide  deve- 
loped when  heavy  charges  of  gun-cotton  were  exploded. 

made  a  series  of  ingenious  experiments  on  the  combustion  of  gun-cotton 
Ho  finds  that  when  quantities  of  gun-cotton,  varying  from  one  to  two  grains  in  the 
fomi  of  a  loose  twist  laid  double,  are  ignited  by  means  of  a  platinum  wire  in'hiehlv 
rarefied  atmospheres,  they  burn  very  slowly,  presenting  by  daylight  an  appearance  as 
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if  they  emoulderod.  The  pressure  in  the  case  described  must  not  exceed  8  inches  of 
mercury,  but  the  rarefaction  necessary  for  tlio  result  varies  with  the  quantity  of  cun-' 
cotton,  Its  mechanical  condition,  its  position  with  reference  to  the  source  of" heat  the 
quantity  of  heat  applied,  and  the  direction  of  its  application.  ' 

Gun-cotton,  when  ignited  in  small  quantities  in  rarefied  atmospheres,  may  exhibit 
during  Its  combustion  throo  distinct  luminous  phenomena.  In  the  most  highly  rare- 
fied atmospheres,  the  only  indication  of  combustion  is  a  beautiful  green  glow  or  phos- 
phorescence, which  surrounds  the  extremity  of  the  gun-cotton,  as  it  is  slowly 
transformed  into  gases  or  vapours.  When  the  pressure  of  the  atmosphere  is  increased 
to  one  inch  (with  the  proportion  of  gun-cotton  indicated),  a  faint  yellow  flame  appears 
at  a  short  distance  from  the  point  of  decomposition;  and  as  the  pressure  is  increased, 
this  pale  yellow  flame  increases  in  size,  and  eventually  appears  quite  to  obliterate  the 
green  light.  Lastly,  when  the  pressure  of  the  atmosphere  and  consequent  proportion 
of  the  oxygen  in  the  confined  space  is  considerable,  the  cotton  burns  with  the  ordinary 
bright  yellow  flame.  There  can  be  no  doubt  that  this  final  result  is  due  to  the  almost 
instantaneous  secondary  combustion,  in  the  air  supplied,  of  the  inflammable  gases 
evolved  by  the  explosion  of  the  gun-cotton.  The  pale  yellow  flame  will  take  place  in 
rarefied  nitrogen. 

In  a  series  of  experiments  made  under  gradually-diminished  pressures,  oxygen  being 
used,  instead  of  air,  it  was  found  that  the  gun-cotton  exploded  instantaneously  with  a 
bright  flash  until  the  pressure  was  reduced  to  1-2  inch ;  from  this  pressure  to  that  of 
0'8  inch,  it  still  burned  with  a  flash,  but  not  instantaneously,  and  at  pressures  below 
0*8  inch,  it  no  longer  burned  with  a  bright  flash,  but  exhibited  the  comparatively  slow 
combustion,  accompanied  by  the  pale  yellow  flame.  In  atmospheres  of  carbonic 
anhydride,  carbonic  oxide,  hydrogen,  and  coal-gas,  this  pale  yellow  flame  is  seen  as  in 
nitrogen  ;  but  the  two  latter  gases  have  a  great  tendency  to  extinguish  the  combustion, 
doubtless  on  account  of  their  high  cooling  power  by  convection. 

The  slow  kind  of  combustion  of  gun-cotton,  in  the  form  of  twist,  may  be  obtained 
also  in  a  powerful  current  of  atmospheric  air,  if  the  thread  of  cotton  be  placed  in  a 
somewhat  narrow  glass  tube.  Indeed,  it  was  found  that  if,  even  for  the  briefest  space 
of  time,  the  gases  residting  from  the  first  action  of  heat  on  gun-cotton  upon  its  ignition 
in  open  air  are  impeded  from  completely  enveloping  the  burning  extremity  of  the  gun- 
cotton  twist,  their  ignition  is  prevented,  and  the  gun-cotton  continues  to  burn  in  the 
slow  and  imperfect  manner,  undergoing  a  transformation  similar  in  character  to  de- 
structive distillation.  By  proper  arrangements,  these  gases  may  be  burnt  at  the  mouth 
of  a  tube  while  the  gun-cotton  is  burning  in  the  interior.  There  is  little  doubt  that 
these  products  of  decomposition  vary  as  greatly  as  the  phenomena  themselves ;  thus, 
in  the  instance  of  the  most  imperfect  metamorphosis  of  gun-cotton,  the  products  in- 
cluded a  considerable  proportion  of  a  white  vapour,  slowly  dissolved  by  water,  as  also 
small  quantities  of  nitrous  acid,  and  a  very  large  proportion  of  nitric  oxide ;  cyanogen, 
too,  is  always  found.  This  contrasts  strongly  with  the  simpler  products  of  decom- 
position found  by  Karolyi  when  the  gun-cotton  was  exploded  under  the  pressure  of  a 
confined  space. 

Abel  considers  that  the  remarkable  facility  with  which  the  combustion  of  gun- 
cotton  in  the  air  or  other  gases  may  be  modified,  might  be  taken  advantage  of  to 
produce  a  variety  of  mechanical  effects  ;  and  he  states,  that  by  enclosing  in  suitable 
cases  solid  cords  made  up  of  two  or  more  strands  of  gun-cotton  more  or  less  com- 
pactly twisted,  he  has  succeeded  in  producing  fuses  and  slow-matches,  the  time 
of  burning  of  which  may  be  accurately  regulated.  See  Watts's  '  Dictionary  of 
Chemistry.' 

GVIir-METAL  The  Austrians  introduced  a  gun-metal,  called,  from  its  in- 
ventor, Aich  metal.  It  is  composed  of  copper,  600  parts;  zinc,  382  parts;  iron,  88 
parts.  Its  tenacity  is  said  to  be  excessive  ;  it  is  easily  forged  and  bored  ;  when  cold, 
it  may  be  bent  considerably  without  breaking,  and  we  are  told  its  resistance  is  far 
greater  than  iron  of  the  best  quality.    See  Brass  and  Coppeb. 

GUIO'M'ERV.  Under  the  heads  of  Abtlllery  and  Fike-abms,  we  have  included 
all  which  appears  necessary  in  a  work  of  this  description, 

GVmvv  CIiOTHS  or  BAGS.  The  coarse  sacking  made  in  India,  which  is  used 
for  wrapping  rice,  spices,  &c.  Tlie  Bengal  gunny  cloth  is  made  of  the  fibre  of  a  species 
of  Corchorus,  while  that  of  Bombay  and  Madras  is  manufactured  from  different  kinds 
of  sunn  fibre,  the  Crotolaria  juncea. — Simmonds. 

CtllffPOWDER.  The  discovery  of  gunpowder  has  been  claimed  for  Eoger  Bacon 
and  Schwartz.  The  ground  for  this  appears  to  be  no  more  than  this.  In  their  AVTitings 
the  earliest  recorded  mention  of  the  discovery  is  made  in  any  European  language. 
Roger  Bacon,  unquestionably  antecedent  to  his  German  rival,  was  born  1214  and  died 
1292  ;  and  liis  work,  '  De  Nullitate  Magia},'  appears  to  have  been  writcn  about  1270, 
wliile  ]C  irclicr's  account  gives  135d  as  the  date  of  the  discovery  by  Schwartz.   It  ap- 
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pears,  however,  that  an  Arabic  manuscript  exists  in  the  colloction  of  tlie  Escuriarwhich 
unmistakeably  describes  gunpowder  and  its  properties,  the  date  of  which  is  anterior 
to  1250— Mallet.  • 

This-well  known  composition  is  employed  for  charging  the  numerous  varieties  oi 
fire-arms.  Its  use  depends  upon  the  fact  that,  at  the  moment  of  ignition,  violent 
deflagration  takes  place,  accompanied  by  the  evolution  of  a  large  volume  of  gas. .  It  is 
evident  that  if  the  explosion  occurs  in  a  limited  space,  a  vast  pressure  accumulates  and 
becomes  a  propulsive  force.  The  gas  produced  by  the  explosion  of  good  gunpowder 
occupies  nearly  900  times  the  volume  of  the  powder  itself ;  but,  owing  to  the  high 
temperature,  the  space  occupied  by  the  ga^  at  the  moment  of  formation  is  probably 
nearly  2,700  times  greater  than  the  volume  of  the  powder.  One  of  the  most  popular 
errors  regarding  the  projectile  force  of  explosive  substances  arises  from  the  extremely 
vague  meaning  generally  attached  to  the  words  strong,  powerful,  and  other  equivalent 
terms.  It  is  this  which  leads  so  many  to  imagine  the  possibility  of  attaining 
marvellously  long  ranges  by  means  of  the  various  fulminating  substances  known 
to  chemists.  The  latter  are  unfit  for  use  in  fire-arms,  owing  to  a  variety  of  circum- 
stances. One  of  them  is  the  extreme  rapidity  of  their  explosion.  The  wliole  mass  ap- 
pears to  be  converted  into  gas  at  once,  whereasingunpowder  the  ignition  proceeds  from 
particle  to  particle.  The  action  of  fulminates  is  also  too  local ;  if  a  portion  of  any  of 
the  more  violently  explosive  substances  be  fired  on  a  piece  of  metal,  the  latter  will  be 
perforated  or  depressed  exactly  at  the  spot  occupied  by  the  substance,  and  if  it  bo 
attempted  to  use  it  to  charge  fire-arms,  they  will  be  destroyed,  and  yet,  in  all  proba- 
bility the  bullet  not  projected.  Moreover,  it  is  impossible  to  use  fulminates  success- 
fully for  charging  shells,  because  the  latter,  instead  of  being  blown  into  pieces  of 
moderate  size,  capable  of  inflicting  large  wounds  and  tlirowing  down  buildings, 
become  converted  into  fragments  so  small  as  to  be  far  less  destructive. 

It  has  been  found  that  no  composition  fulfils  so  many  requisites  for  charging  fire- 
arms as  a  mixture,  in  due  proportions,  of  sulphur,  nitre,  and  charcoal.  It  is  this 
composition  which,  in  the  form  of  small  grains,  more  or  less  polished,  constitutes 
gunpowder.  The  latter  should  possess  several  properties  which,  although  sometimes 
tending  in  opposite  directions,  are  not  entirely  incompatible,  and  may  therefore  be 
nearly  attained  in  practice.  Some  of  the  principal  of  these  are  the  following  : — 
1.  The  proportions  should  be  so  adjusted  that  the  combustion  may  be  complete,  and 
little  residue  be  left  after  explosion,  2,  The  powder  should  be  as  little  hygrometric 
as  possible,  3.  It  should  be  sufiiciently,  but  not  too  explosive.  4.  It  should  be  hard 
and  dense  enough  to  bear  carriage  without  breakage  of  the  grains. 

Too  great  a  proportion  of  carbon  and  sulphur  will  cause  rapid  fouling  of  the  gun, 
and  the  explosive  force  will  be  less  than  it  should  be ;  too  small  a  proportion  of 
sulphur  will  render  the  powder  too  hygrometric.  The  presence  of  soda  or  chloride  of 
potiissium  in  the  nitre  will  lead  to  the  same  fault.  The  powder  must  be  sufficiently 
stamped,  or  it  wiU  not  possess  the  fourth  requisite. 

The  history  of  gunpowder  may  be  conveniently  studied  under  the  following 
heads : — 

Preparation  of  the  ingredients. 

Mixture  and  granulation. 

Modes  of  estimating  projectile  force. 

Analysis  of  gunpowder. 

Pbepaeation  op  the  Ingeedients. 

Preparation  of  the  Nitre. — The  nitre  employed  for  powder  is  always  in  a  state  of 
almost  absolute  purity,  especially  as  regards  the  presence  of  the  chlorides  of  potassium 
or  sodium.  The  crude  nitre  of  commerce  contains  several  impurities,  among  which 
are  found  nitrates  of  soda  and  lime,  chlorides  of  potassium  and  sodium,  and  sulphates 
of  potash  and  soda.  They  are  all  removed  by  ci-ystallisation.  The  principal  impurity 
is  common  salt.  The  process  of  purification  is  founded  on  the  fact,  that  the  latter 
substance  is  almost  equally  soluble  in  hot  or  cold  water,  whereas  nitre  is  far  more 
soluble  in  hot  than  in  cold  water.  The  following  is  the  French  mode  of  refining 
saltpetre  : — 1,200  kilogrammes  are  gently  heated  with  600  litres  of  water  in  a  copper 
boiler.  The  solution  is  constantly  stirred  and  skimmed,  and  more  nitre  is  added 
until  the  total  quantity  is  3,000  kilogrammes.  As  soon  as  the  whole  is  added,  and  it 
is  presumed  that  all  the  nitre  is  dissolved,  the  common  salt  is  removed  from  the 
bottom  of  the  boiler.  The  solution  is  now  to  be  clarified  with  glue.  For  this  pur- 
pose 400  litres  of  water  are  added  by  small  portions,  and  then  1  kilogramme  of  tho 
glue  dissolved  in  hot  water.  The  scum,  which  soon  rises,  is  removed,  and  tho  fluid  is 
boiled  until  clear.  The  whole  is  then  allowed  to  cool  to  about  194°,  and  tho  solution 
of  nitro  is  carefully  decanted  from  the  layer  of  common  salt  into  tho  crystallising 
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vessel.  The  latter  is  a  large  shallow  pan  with  sloping  sides,  .  The  fluid  is  constantly 
•Btirrod  as  it  cools,  m  order  that  the  crystals  formed  may  be  very  small;  this  is  done 
in  order  to  faciht^ito  the  washing  process,  and  also  because  the  fine  powdery  crystals 
are  well  adapted  for  admixture  with  the  other  ingredients.  When  the  crystallisinc 
solution  18  cold,  the  nitre  is  removed  to  boxes  containing  false  bottoms,  pierced  with 
holes.  Iho  aperture  in  the  bottom  of  the  box  (below  the  false  bottom)  being  closcl, 
a  satiu;ated  solution  of  pure  nitre  is  poured  on  the  crystals  to  dissolve  out  the  chloride 
of  sodium. _  Being  already  saturated,  it  is  evident  it  cannot  dissolve  any  of  the  nitre. 
After  remaining  two  hours  in  contact  with  the  nitre,  the  solution  is  allowed  to  run  of^ 
■and  when  the  dropping  has  almost  entirelj  ceased,  the  process  of  washing  is  repeated, 
substituting  pure  water  for  the  solution  of  nitre.  The  product  is  dried  at  a  gentle 
heat,  being  constantly  stirred  to  enable  it  to  retain  the  pulverulent  form.  The  power 
(above  alluded  to)  possessed  by  a  saturated  solution  of  nitre,  of  dissolving  other  salts, 
has  been  taken  advantage  of  in  one  of  the  processes  for  analysing  saltpetre.  Some 
manufacturers  fuse  the  nitre  after  it  has  been  purified  by  crystallisation  ;  this  process 
has  several  disadvantages,  among  others  that  of  necessitating  machinery  to  reduce  it 
-again  to  a  pulverulent  state. 

Prejiaration  of  the  Sulphur. — Sulphur  may  be  purified  for  the  gunpowder-maker  by 
two  processes.  In  the  first  the  crude  article  is  fused  in  an  iron  pot,  so  contrived  that 
the  fire  does  not  play  directly  on  the  bottom,  but  only  round  its  sides.  The  lighter 
impurities  are  to  be  removed  by  skimming,  while  the  heavier  sink  to  the  bottom. 
The  temperature  should  not  be  allowed  to  rise  much  above  232°,  for  it  then  be- 
comes sluggish,  and  at  320°  it  is  so  thick  as  to  prevent  the  impurities  from  being 
removed. 

.  Sulphur  may  be  more  readily  and  economically  purified  by  distillation.  The  appa- 
ratus for  the  purpose  is  exceedingly  simple  in  principle ;  but  the  process  requires  care, 
and  is  not  entirely  free  from  danger.  As  it  is  not  intended  to  obtain  the  sulphur  in 
the  state  of  flowers,  the  apparatus  for  condensation  is  not  required  to  be  kept  cold  ; 
in  fact,  the  still  is  purposely  placed  so  near  to  the  chamber  of  condensation  that  the 
sulphur  may  be  received  in  the  fluid  state.  There  are  several  points  which  must  be 
attended  to  in  the  construction  of  an  apparatus  for  the  distillation  of  sulphur ;  they 
are  as  follow  : — 1.  The  crude  sulphur  must  be  capable  of  being  introduced,  and  the 
refined  product  removed  easily,  without  air  being,  at  the  same  time,  permitted  to 
enter  the  still  or  condenser.  2.  Free  means  of  egress  for  the  heated  air  must  be 
provided.  3.  The  contrivance  for  the  latter  purpose  must  not  allow  fresh  air  to  return. 
4.  The  process  must  be  continuous.  The  still  and  condenser  employed  in  France  for 
the  purification  of  crude  sulphur  fulfils  all  these  conditions.  The  still  is  in  the  form 
of  a  very  wide-necked  tubulated  retort,  made  of  cast  iron.  It  is  set  in  brickwork  over 
a  furnace,  and  opens  into  a  square  brick  chamber  surmounted  by  a  dome.  The  latter 
has  a  rather  short  chimney  over  it,  containing  a  valve  opening  upwards  to  permit 
escape  of  the  heated  air,  but  not  allowing  anything  to  return.    Over  what  may  bo 

•  termed  the  tubulature  of  the  retort  or  still,  is  placed  an  iron  pot  with  a  tube  commu- 
nicating with  it.  The  pot  is  heated  by  the  same  'fire  that  works  the  still.  The  crude 
sulphur  is  placed  in  the  pot,  where  it  melts,  and  by  raising  a  plug,  which  closes  the 
tubulature,  may  be  made  to  enter  the  still.  The  pipe  forming  the  tubulature  rises  a 
short  distance  above  the  bottom  of  the  iron  §upply-pot.  This  is  in  order  that  any 
heavy  mechanical  impurities  may  sink  to  the  bottom,  and  not  enter  . the  still,  and 
unnecessarily  clog  it.  If  the  pot  be  always  kept  full  of  melted  sulphur,  and  the  latter 
is  permitted  to  enter  by  raising  the  plug,  it  is  evident  that  no  air  %vill  find  its  way 
into  either  the  retort  or  condenser.    It  is  exceedingly  important  that  this  should  be 

■  the  case,  because  violent  explosions  are  liable  to  occur  if  the  highly-heated  vapour  of 
sulphur  comes  in  contact  "with  an  oxidising  medium,  such  as  atmospheric  air,  which 
would  convert  it  into  sulphurous  acid.  The  melted  sulphur  which  collects  on  the 
floor  of  the  chamber  is  allowed  to  flow  out  when  desired,  by  means  of  an  iron  plug 
attached  to  a  rod  of  the  same  metal.  The  sulphur  is  not  allowed  to  run  out  entirely, 
60  as  to  permit  air  to  enter,  for  the  reason  stated  above.  The  loss  occurring  during 
the  purification  is  owing  partly  to  oxidation,  resulting  in  the  formation  of  sulphurous 
acid,  and  partly  to  the  fixed  impurities  contained  in  the  crude  material.  See  also  the 
article  Sxilphue. 

Freparafdon  of  the  Charcoal. — Of  the  three  ingredients  of  gunpowder,  the  most 
important  is  generally  considered  to  be  the  charcoal.  Unfortunately  the  woods  which 
.  .are  best  adapted  for  the  production  of  pyroligneous  acids  are  not  fitted  for  the  manu- 
facture of  gunpowder;  the  charcoal  must,  therefore,  be  prepared  specially.  The 
following  are  the  essential  properties  of  good  charcoal  for  powder  It  should  bo 
I'ght  and  porous.  2.  It  should  yield  little  ashes.  3.  It  should  contain  little  moisture. 
The  woods  yielding  good  powder-charcoals  are  black  alder,  poplar,  spindle  tree,  black 

•  dogwood,  and  chestnut,    Uomp-stalks  are  said. to  yield  good  charcoal  for  gunpowder. 
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The  operation  of  preparing  the  charcoal  naturaUy  divides  itself  into  three  processes : 
1,  The  selection  of  the  wood.    2.  Preparation  of  the  Tvood  previous  to  carbomsation. 
3.  The  carbonisation.  ,  1 

In  selecting  the  wood,  care  is  to  be  taken  to  avoid  the  old  branches,  as  the  cnarcoai 
made  from  them  would  yield  too  much  ashes. '  The  bark  is  to  be  rejected  for  the  same 
reason.  The  wood  is  then  cut  into  pieces  from  4^  feet  to  6  feet  long.  If  the  brandies 
used  are  more  than  f  of  an  inch  in  diameter,  they  are  to  be  split.  If  the  wood  bo 
too  large,  great  difficulty  will  be  found  in  unifornily  charring  it. 

There  are  two  methods  employed  in  the  charring  of  wood  for  gunpowder.  In  one, 
the  operation  is  conducted  in  pits  ;  but  the  process  more  commonly  resorted  to  is 
distillation  in  cylindrical  iron  retorts.  There  are  certain  advantages  in  the  pit-pro- 
cess, but  they  are  more  than  counterbalanced  by  the  convenience  and  economy  of 
distillation.  The  stills  used  are  about  6  feet  long  and  2  feet  9  inches  in  diameter. 
The  ends  of  the  cylinders  are  closed  by  iron  plates,  pierced  to  admit  tubes  of  the 
same  metal.  Some  of  the  latter  are  for  the  introduction  during  the  carbonisation  of 
sticks  of  wood,  which  are  capable  of  being  moved  to  indicate  the  stage  of  the  de- 
composition, while  another  communicates  with  the  condenser.  The  more  freely  the 
volatile  matters  are  allowed  to  escape,  the  better  the  quality  of  the  resulting  charcoal. 
If  care  be  not  taken  in  this  respect,  especially  as  the  distillation  reaches  its  close,  the 
tarry  matters  become  decomposed,  and  a  hard  coating  of  carbon  is  deposited  on  the 
charcoal,  which  greatly  lowers  its  quality.  The  process  of  burning  in  pits  is  consi- 
dered to  yield  a  superior  coal,  owing  to  the  facility  with  which  the  gases  and  vapours 
fly  off.  ■  . 

The  degree  to  which  the  burning  distillation  is  carried,  inaterially  influence*  tlie 
nature  of  the  resulting  powder.  If  the  operation  be  arrested  before  the  charcoal 
becomes  quite  black,  so  that  it  may  retain  a  dark  brownish  hue,  the  powder  will  be 
more  explosive  than  it  would  be  if  it  were  pushed  until  the  charcoal  had  attained  a 
deep  black  colour.  When  it  has  been  found  that  no  more  volatile  products  are  being 
given  off,  the  fire  is  damped,  and  in  a  few  hours  the  contents  of  the  cylinders  are 
transferred  to  well-closed  iron  boxes  to  cool.    See  Carbon. 

MlXTTJEB  AND  GrEANULATION. 

A  very  considerable  mimber  of  methods  hate  been  employed  at  various  times,  for 
effecting  that  thorough  incorporation  of  the  ingredients  necessary  for  the  production 
of  a  good  powder.  The  oldest  method  consists  in  stamping  the  materials  in  wooden 
mortars.  The  pestles  are  square  shafts  of  wood  ending  in  brass  beaters.  The 
mortars  are  of  wood,  and  so  shaped  that  any  of  the  composition  which  may  be  forced 
upwards  by  the  blows  of  the  stampers,  falls  back  to  the  bottom.  In  order  to  prevent 
fracture  of  the  mortars,  a  piece  of  wood  of  the  toughest  kind  should  be  let  in  on  the 
spot  where  the  pestle  falls.  The  pestles  are  raised  by  means  of  cogs  fixed  on  a  shaft, 
driven  by  a  water-wheel  or  steam-engine. 

One  of  the  many  methods  adopted  to  mix  the  nitre,  sulphur,  and  charcoal,  is-  by 
moans  of  drums  containing  metallic  balls  ;  but  this  arrangement  is  inferior  to  that 
where  edge-stones  are  employed.  This  last  is  superior  to  all  others,  the  product  being 
not  only  very  dense  and,  therefore,  capable  of  enduring,  without  becoming  pulverulent, 
the  motion  unavoidable  in  carrying  it  about ;  but  it  is  also  thoroughlyincorporated.  It 
is,  of  course,  essential  that  the  stones,  and  the  bed  on  which  they  work,  should  not  strike 
fire  during  work.  To  secure  this,  they  are  sometimes  made  of  calcareous  stone,  and 
sometimes  of  cast  iron.  Previous  to  being  subjected  to  the  action  of  the  mill,  the  in- 
gredients must  be  pulverised  and  mixed.  The  pulverisation  may  conveniently  bo 
effected  in  wooden  drums,  containing  metallic  balls..  The  pulverised  materials,  after 
being  sifted  or  bolted,  and  weighed  out  in  the  .proper  proportions,  are  to  be  inserted 
in  a,  mixing  drum,  containing  on  its  inside  pieces  of  .wood,  projecting  inwards,  so  thnt, 
as  it  revolves,  complete  admixture  gradually  .takes  place.  The  product  of  the.  Inst 
operation  is  now  ready  to  be  laid  on  the  bed  of  the  mill.  During  the  grinding,  the 
cake  is  kept  moist  by  the  addition,  at  proper  .intervals,  .of  enough  water  to  make  it 
cohere.  As  the  stones  revolve,  a  scraper  causes  the  material  to  take  such  a  position 
that  it  cannot  escape  their  action.  The  cake  produced  by  the.  action  of  the  stones  is 
ready  for  graining  or  corning.  Forthis  purposathecake  is.subjectedto  a  powerful  pres- 
sure, by  means  of  a  hydraulic  press.  The  mass  is  then  broken  up  and  transferred  to 
a  species  of  sieve  of  skin  or  metal  pierced  -mth  holes.  A  .wooden  flail  is  placed  on  the 
fragments,  and  the  sieves  are  violently  agitated  by  machinery.  By  this  means  the 
grains  and  dust  produced  by  the  operation  fall  through  the  holes  in  the  skin  or  metal 
discs,  and  are  afterwards  separated  by  sifting.  Sometimes  the  machinery  is  so  arranged 
that  the  graining  and  separation  of  the  meal-powder  are  effected  at  one  operation 
The  meal  powder  is  re-worked,  so  as  to  convert  it  into  grains.    The  next  operation 
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to -which  tho  powder  is  subjoctocl  is  glazing.  Its  object  is  to  render  it  less  liable  to 
injury,  by  absorption  of  moisture  or  disintegration  during  its  carriage  from  place  to 
place.  TIio  glazing  is  effected  Ijy  cjiusing  the  grained  powder  to  rotate  for  somo 
time  in  a  wooden  drum  or  cylinder,  containing  rods  of  wood  running  from  end  to  end, 
Tho  grains  as  they  rub  against  each  other  and  against  the  woodcJii  ribs,  have  their 
angles  and  asperities  rubbed  off,  and  at  the  same  time  tho  surface  becomes  harder  and 
polished.  It  is  finally  dried  by  exposure  to  a  stream  of  air,  hcatod  by  means  of 
steam. 

A  vast  number  of  oxperimonts  have  been  made,  at  various  times,  to  discover  the 
proportions  of  nitre,  sulphur,  and  charcoal  best  adapted  for  the  production  of 
gunpowder.  It  has  been  found,  as  might  have  boon  anticipated,  that  no  general  rule 
can  be  given,  no  admixture  can  be  made  which  shall  fulfil  every  requirement. 
Those  powders  which  contain  tho  largest  quantities  of  charcoal  are,  it  is  true,  as 
powerfid  as  others  in  projectile  force ;  but  tlioy  have  the  disadvantage  of  attracting 
more  humidity  from  the  air.  It  is  very  singular  that  all  nations  appear  to  have  found, 
by  trial,  tho  proportions  most  generally  useful  for  ordinary  purposes,  and  it  is  worthy 
of  remark,  tliat  thoy  all  approximate  to  the  percentages  required  by  the  very  simple 
formula,  KO,NO^  +  S  +  30.  In  fact,  tho  Prussian  powder  approaches  so  closely 
the  theoretical  numbers,  that  they  fall  within  the  limits  of  the  errors  of  analysis, 
thus : — 

Prussian  powder.  Theoretical  proportions. 


Nitre 

Sulphur 

Charcoal 


75-0 
11-5 
13-5 


KO,NO^  93  or  1  equivalent  74  8 
S      .     16  „  „  11-9 

C      .     18  or  3  equivalents  13"3 


100-0 


127 


100-0 


When  a  powder  constituted  as  above  is  fired,  the  decomposition  is  probably  as 
follows  (represented  in  symbols) ; — 

KO.NO'  +  S  +  30  =  3002  +  N  +  KS. 
[2(KW.O«)  +  S  +  3C  =  3CO=  +       +  X'S] 

That  is  to  say,  the  explosion  of  one  equivalent  of  powder  results  in  the  formation '  of 
three  equivalents  of  carbonic  acid,  one  of  nitrogen,  and  one  of  sulphide  of  potassium. 
It  is  evident  that  these  theoretical  relations  are  not  absolutely  the  true  expression  of 
the  phenomena ;  because,  in  the  first  place,  gunpowder  is  merely  a  mechanical  mixture, 
and  not  a  definite  chemical  compound ;  and,  in  the  next,  the  charcoal  is  repre- 
sented by  the  symbol  0  as  if  it  were  pure  carbon,  whereas,  in  fact,  even  the  purest 
and  best-made  charcoals  contain  variable  amounts  of  hydrogen,  ashes,  and  oxygen. 
The  hydrogen  is  partly  converted  into  water  and  partly  into  hydrosulphuric  acid 
(sulphuretted  hydrogen). 

The  following  are  tho  proportions  of  the  ingredients  used  in  various  countries : — 


Table  of  the  Composition  of  various  Gunpowders. 


English  war-powder  .      •  . 

„      sporting  ditto        .  . 
French  war-powder  . 

,,      sporting  ditto .       .  . 
„      blasting  ditto . 
„  „      ditto  (another  kind) 

United  States  war-powder  .  . 
Prussian  war-powder  .  . 
Kussian 
Austrian 
Spanish 
Swedish 
Chinese 


»> 


>» 


Nitre 

Sulphur 

Charcoal 

• 

75 

10 

15 

• 

77 

9 

14 

75 

12-5 

12-5 

76-9 

9-6 

13-5 

62 

20 

18 

65 

20 

15 

• 

75 

12-5 

12-5 

75 

11-6 

13-5 

73-8 

12-6 

13:6 

75 

10 

15 

• 

76-5 

12-7 

10-8 

75 

16 

9 

• 

76-7 

14-4 

9-9 

Blasting  powders  contain  less- nitre  than  others,  the  combustion  is  therefore  less 
perfect,  and  if  used  for  artillery  or  small  arms,  not  only  is  the  jjiece  very  soon  ren- 
dered foul,  but  the  ball  is  projected  to  a  much  less  distance  than  is  required  in  prac- 
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tice.  In  France,  whore  a  heavy  tax  is  laid  on  sporting  powders,  this  difference  of 
composition  prevents  the  cheap  blasting  powder  from  being  used  in  fowling-pieces. 

Modes  of  estimating  the  Pkojectiie  Foece  of  GuNPOWDEn. 

The  usual  mode  of  determining  the  propulsive  force  of  powder  is  by  ascertaining 
the  distance  to  wliich  it  can  throw  a  ball  of  known  weight.  The  instrument  used 
in  this  country  for  tliis  purpose  consists  of  an  8-inch  mortar  charged  with  2  ounces  of 
powder,  the  balls  being  in  each  case  of  the  same  size  and  Aveight.  The  Frencli  use 
for  the  purpose  an  iron  mortar,  elevated  at  an  angle  of  45°.  The  mortar  is  7'6  inches 
in  diameter.  The  ball  is  of  bronze,  and  is  only  0*067  inch  smaller  than  the  bore 
of  the  gun ;  the  windage  is,  consequently,  very  small.  The  charge  of  powder  being 
3'2  ounces,  and  the  weight  of  the  ball  65  lbs.,  the  latter  should  be  thrown  not  less 
than  437"5  yards. 

The  force  of  powder  may  also  be  estimated  by  means  of  an  instrument,  called  a 
pendulum-gun.  It  consists  of  a  gun-barrel  hung  at  the  lower  end  of  a  pendulum,  so 
arranged  that  the  amount  of  angular  deviation  caused  by  the  recoil  may  be  measured ; 
the  balls  may  also  be  fired  into  a  cup  suspended  to  a  sirailiar  pendulum.  The  data  ob- 
tained serve  to  enable  the  rapidity  of  motion  of  the  ball,  at  the  moment  of  discharge, 
to  be  calculated  by  means  of  formulae  contrived  for  the  purpose. 

On  the  Analysis  of  Gunpowder. 

Several  methods  have  been  given  by  various  chemists  for  the  analysis  of  gun- 
powder :  the  following,  on  the  whole,  appears  the  most  effective : — The  percentage  of 
water  is,  in  the  fii'st  place,  to  be  determined  by  drying  m  vacuo  over  sulphuric  acid, 
until  no  more  diminution  of  weight  occurs.  The  dried  powder,  or  a  fresh  quantity, 
is  then  to  be  washed  on  a  filter  with  boiling  water,  until  nothing  more  is  dissolved  out. 
The  residue  is  to  be  dried  below  212°  and  weighed  ;  the  loss  is  the  nitre.  If  pre- 
ferredj  the  solution  of  the  nitre  may  be  evaporated  to  dryness,  and  the  residue 
weighed.  The  mixture  of  charcoal  and  sulphur  is  then  to  be  digested  in  a  stoppered' 
flask,  with  bisulphide  of  carbon ;  this  will  dissolve  out  the  sulphur,  and  leave  tlio 
charcoal.  The  loss  of  weight  of  the  dry  mixture  of  sulphur  and  charcoal  will  enable 
the  percentages  of  sulphur  and  charcoal  to  be  calculated.  If  it  be  desired  to  know 
the  quality  of  tlie  charcoal,  a  combustion  of  it  may  be  made  with  a  mixture  of  chro- 
mate  of  lead  and  bichromate  of  potash.  Ordinary  charcoal  contains  from  69  to  74  of 
carbon,  3-9  to  5-5  hydrogen,  0-5  to  3-0  per  cent,  ashes.  It  has  been  attempted  to  dis- 
solve out  the  sulphur  with  sulphite  of  soda,  or  caustic  potash ;  but  these  methods  in- 
volve several  sources  of  error. 

Good  gunpowder  should  not  lose  more  than  1  per  cent,  of  moisture  on  drying.  It 
shoiild  not  leave  alkaline  globules,  when  exploded  on  a  clean  metallic  plate.  The 
specific  gravity  of  a  good  powder  should  not  be  less  than  1-755  ;  it  is  sometimes  as. 
high  as  1-840.  The  denser  the  powder  the  better  it  endures  transportation.  As  the 
density  cannot  be  taken  in  water,  owing  to  the  solubility  of  the  nitre,  turpentine  or 
benzole  must  be  substituted,  a  correction  being  made  for  the  difference  in  density  of 
the  fluid  medium. 

Horsley's  and  Erhardt's  Gunpowder.~ln  the  '  Cliemical  News,'  August  16, 1862  wo 
find  a  short  paper  '  On  an  Explosive  Compound,'  by  John  Horsley,  F.G.S.  '  If  nine 
parts  of  well-dried  and  finely-powdered  chlorate  of 'potash  be  mixed  with  three  parts 
of  fine  powdered  galls,  a  highly  explosive  compound  is  formed,  which  needs  no  granu- 
lation. As  It  will  not  admit  of  trituration  in  a  mortar,  the  mixture  should  be  made- 
on  paper  by  means  of  a  bone  spatula,  or  by  passing  it  tlu-ough  a  fine,  brass  sieve  TJio 
strength  of  common  gunpowder  may  be  increased  by  working  up  with  the  powdered 
meal  about  12  per  cent,  of  powdered  galls,  and  regranulating  it.  I  have  been  ac- 
quainted with  this  for  several  years,  but  never  published  it  before.' 

Dr.  Erhardt  has  yet  more  recently  patented  a  powder,  the  peculiarity  of  whicli  is 
that  the  ingredients  are  kept  apart  until  they  are  required  for  use.  This  appears  to' 
be  in  one  packet  (cldorate  of  potash),  and  in  the  other,  tannin.  These  are  mixed 
together  in  certain  proportions,  and  diluted  witli  powdered  anthracite,  accordine  to 
t_he  purpose  for  which  it  may  be  required.  As  a  blasting  powder  in  quarries  Dr 
Erhardts  powder  IS  said  to  possess  extraordinary  power.  ' 

Schultzds  Whits  Gunjpowder  is  a  tri-nitro-cellulose,  prepared  from  sawdust  bv  tbn 
fo  lowing  process.  The  sawdust  is  first  boiled  for  three  or  four  hours  with  «  lo.^ 
solution  of  soda,  and  then  boiled  a  second  time  with  a  fresh  lot  of  the  same  soklimr 
It  1.S  then  washed  in  running  water,  aftorM-ards  steamed  for  fifteen  minutes  and  t  ?pn 
again  washed  m  running  water  for  twenty-four  hours.  It  is  now  iTpoWI  -f? 
chlorine  or  chloride  of  lime,  boiled  in  water.,  once  more  washed  in  a. stream  and  then 
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dried,  Tlio  sawdust  is  now  ready  to  bo  treated  with  nitric  acid.  For  this  purpose  a 
mixture  of  40  parts  strong  nitric  acid  (1-48  to  1-60)  is  mixed  with  100  parts  of 
sulphuric  acid  (1-84);  and  the  mixture  is  allowed  to  stand  two  hours  to  cool.  One 
hundred  parts  of  this  mixture  are  then  placed  in  an  iron  vessel,  around  which  a  stream 
of  cold  water  circulates,  and  six  parts  of  the  sawdust  are  gradually  added,  stirring  all 
the  time.  The  sawdust  is  allowed  to  remain  in  the  acid  two  or  three  hours,  the 
stirring  being  continued.  After  this  time  the  whole  is  transferred  to  a  centrifugal 
machine,  and  the  acid  separated.  The  wood  is  tlien  washed  for  two  or  three  days  in 
cold  water,  afterwards  boiled  in  a  weak  soda  solution,  again  well  washed  in  cold 
water,  and  then  dried.  It  is  now  ready  for  the  final  operation,  which  consists  in 
soaking  it  for  ten  or  fifteen  minutes  in  a  solution  of  26  parts  of  nitrate  of  potash  in 
220  parts  of  water.  After  this  it  is  carefully  dried  at  a  temperature  not  exceeding 
44°  C. ;  the  very  fine  dust  is  then  separated  by  means  of  a  drum  sieve,  and  the 
remainder  is  ready  for  market.— '  Chem.  Central  Blatt.,'  No.  44,  p.  704. 

About  six  years  since,  M.  Hochstadter  made  a  comparatively  safe  application  of 
chlorate  of  potash  to  explosive  purposes.  Unsized  paper  was  thoroughly  soaked  in, 
and  coated  with,  a  thin  paste  consisting  of  chlorate  of  potash,  finely-divided  charcoal, 
a  small  quantity  of  sulphide  of  antimony,  and  a  little  starch,  gum,  or  some  similar 
binding  material,  water  beiug  used  as  the  solvent  and  mixing  agent.  The  paper  was 
rolled  up  very  compactly,  and  dried  in  that  form.  In  this  manner  very  firm  rolls  of 
an  explosive  material  are  obtained,  which  burns  with  considerable  violence  in  the 
open  air,  and  the  propelling  eflfecfc  of  which  in  small  arms,  has  occasionally  been 
found  greater  than  that  of  a  corresponding  charge  of  rifle-powder.  Moreover,  the 
material,  if  submitted  in  small  portions  to  violent  percussion,  exhibits  but  little 
tendency  to  detonation.  But  as  no  reliance  can  be  placed  on  a  sufficiently  uniform 
action  of  these  explosive  rolls  in  a  fire-arm,  this  alone  sufficed  to  prevent  their  com- 
peting with  powder.  The  same  description  of  explosive  preparation,  differing  only 
from  that  of  Hochstadter  in  a  trifling  modification  of  its  composition,  has  recently  been 
brought  forward  in  this  country  by  M.  Keichen  and  Mr.  Melland. 

An  explosive  composition  was  patented  in  this  country,  in  which  spent  tan  broken 
into  small  fragments  was  saturated  with  the  oxidising  agents,  nitrate  and  chlorate  of 
potash,  and  then  dusted  over  with  sulphur.  This  composition  deflagrates  slowly  when 
ignited  in  the  open  air,  but  when  confined  in  blast  holes  it  exhibits  sufficient  explosive 
force  to  do  good  work. — See  Abel's  Lecture  '  On  Eecent  Progress  in  the  History  of 
Proposed  Substitutes  for  Gunpowder,'  Eoyal  Institution,  May  4,  1866,  and  Watts's 
•  Dictionary  of  Chemistry.' 

Gunpowder  rendered  non-explosive :  Mr.  Gale's  Patent.  The  rapidity  of  burning  of 
gunpowder — which  is  only  another  name  for  its  degree  of  explosiveness — depends, 
ceteris  paribus,  upon  the  facility  afforded  to  the  propagation  through  the  mass  of  the 
heated  gases  generated  by  the  first  ignited  portion.  The  requisite  facility  is  afforded 
in  ordinary  gunpowder  by  breaking  it  up  into  grains,  thus  creating  a  number  of 
crevices  through  which  the  gases  can  pass  from  grain  to  grain  with  a  rapidly  pro- 
portioned to  the  size  and  number  of  the  interstices.  Mr.  Gale's  process— which  is  not, 
we  believe,  employed  in  any  country — consisted  merely  in  filling  up  these  crevices 
with  finely-powdered  glass  or  other  suitable  substances,  thus  shutting  off  the  com- 
munication between  the  grains,  and  destroying  the  explosive  character  of  the  powder. 
He  diluted  the  powder  with  so  much  incombustible  dust  as  may  be  required  to  prevent 
the  gunpowder  from  burning ;  and  he  restored  its  explosive  character  by  simply  sifting 
out  the  diluent  and  once  more  opening  the  pores  of  the  powder. 

Considering  that  nobody  acquainted  with  the  nature  of  gunpowder  was  ignorant 
of  the  simple  facts  upon  which  Mr.  Gale's  process  was  based,  and  that  these  facts  were 
experimentally  proved  on  a  large  scale  by  M.  Piobert  as  far  back  as  1835,  and  by  the 
Eussian  chemist  Fadeieff  between  1841-4  ;  that  the  results  of  tliese  experiments  are 
detailed  in  Piobert's  Traite  d'Artillerie,  and  that  similar  experiments  have  been  made 
more  recently  in  this  country,  Mr.  Gale  could  hardly  claim  for  this  proposition  the 
oriffinality  which  was  at  first  popularly  supposed  to  attach  to  it.  Indeed,  it  seems 
that  his  process  differed  from  that  of  Piobert  and  Fadeieff  only  in  the  emplojTnent  of 
a  different  quality  and  larger  quantity  of  protective  powder.  But  the  question  of  the 
probable  value  of  the  process  is  distinct  from  that  of  its  originality.  While  hesitating 
to  pronounce  an  opinion  as  to  its  possible  occasional  value  for  the  storage  ot  merchants 
or  mininff  powder,  we  may  confidently  assert  what  we  boheve  to  be  the  opinion  of  the 
maiority  of  naval  and  military  men,  that  for  military  purposes  or  for  the  treatment  of 
powder  on  board  our  ships  of  war,  the  discovery  had  no  practical  value.  It  was  at  once 
open  to  the  very  definite  objection  that  it  entailed  an  increase  of  storage  room  to  three 
and  a  half  times  that  ordinarily  required,  while  the  transport  of  so  much  additional 
dead  weiglit,  whether  on  sea  or  on  land,  was  regarded  as  absolutely  impracticable. 
Such  experiments  as  were  made,  moreover,  exhibited  a  decided  tendcucy  to  unmix 


GUTTA-PERCHA 


769 


in  travelling;  in  other  wds,  a  tendency  on  the  part  of  the  powder,  resulting 
from  the  different  size  of  its  grain  as  compared  with  the  grains  of  glass-dust,  ^  resume 
to  a  dangerous  extent  its  explosive  character ;  and  there  is  little  doubt  tJiat  the 
delicate  surface  of  powder  is  liable  to  be  sensibly  affected  and  fouled  by  the  protective 
medium,  while  strong  doubts  are  expressed  as  to  the  keeping  quahties  of  the  mixture, 
which  lengthy  and  careful  experiments  alone  could  solve.  It  would  always  be  neces- 
sary also,  on  service,  to  keep  so  large  a  supply  of  powder  ready  for  immediate  use  as 
to  render  quite  insignificant  the  degree  of  additional  security  which  might  be  aflorded 
by  having  the  remainder  non-explosive.  The  formidable  objection  to  the  process  on 
the  score  of  its  entailing  a  considerable  amount  of  extra  manipulation  of  gunpowder, 
which  would  always  be  attended  with  more  or  less  danger,  delay,  and  uncertainty, 
has  never,  that  we  are  aware,  been  satisfactorily  disposed  of;  and  officers  whose 
opinions  are  entitled  to  every  consideration  object  generally  to  a  system  which  tends 
to  establish  in  men's  minds  a  feeling  of  security  about  a  substance  which,  however 
harmless  it  may  temporarily  be  rendered,  must  finally  and  frequently  be  handled  in 
its  explosive  form. 

How  far,  or  how  many  of,  these  objections  may  apply  to  the  process  for  civil  use 
cannot  be  decided  without  reference  to  the  particular  circumstances  of  each  case  ;  but, 
together,  they  certainly  appear  sufficiently  formidable  to  preclude  the  employment  of 
the  process  for  military  or  naval  powders,  either  in  transport  or  in  store. 

An  experiment  made  in  1866  in  a  martello  tower  near  Eye,  with  five  tons  of 
gunpowder  rendered  non-explosive  by  the  process  proposed  by  Mr.  Gale,  attracted 
sufficient  attention  to  render  acceptable  these  few  words  on  the  rationale  of  this  so- 
called  discovery  and  its  probable  value  for  military  or  other  purposes. 

The  magnitude  of  the  Eye  experiment  gave  it  a  specious  importance,  to  which  it 
had  no  real  claim.  But  when  five  tons  of  gunpowder  are  seen  slowly  burning  away 
without  any  explosive  effect,  it  is  difficult  to  make  people  understand  that  a  great 
practical  result  has  not  been  achieved.  And  this  was  the  sight  by  which  visitors 
to  Pett  Level  near  Eye  were  rewarded.  Five  tons  of  cannon  powder  had  been 
mixed  with  twenty  tons  of  glass-dust,  and  stowed  in  barrels  in  the  magazine  and 
on  the  basement-fioor  of  a  martello  tower.  An  attempt  was  first  made  to  cause  an 
explosion  or  a  conflagration  by  firing  one  barrel,  and  when  this  failed,  a  sort  of  bonfire 
was  ignited  within  the  tower,  which  rapidly  communicated  from  barrel  to  barrel,  and 
burnt  steadily,  with  a  dense  acrid  smoke  from  the  door  and  windows  of  the  tower. 
But  there  was  no  explosion — nothing  more  than  an  occasional  dull,  muffled  puff  as  the 
contents  of  a  fresh  barrel  caught  fire. 

The  experiment  placed  beyond  doubt  the  efficiency  of  the  method  of  protection  pro- 
posed, even  for  a  large  mass  closely  stowed  in  a  confined  space ;  but  it  left  the 
question  of  the  wisdom  of  adopting  that  particular  method  precisely  where  it  was 
before. 

The  above  remarks,  which  completely  embrace  the  question,  are  borrowed  from  an 
excellent  article  in  the  '  Pall  Mall  Gazette.'  Little  need  be  added  to  them.  It  will 
be  gathered  from  the  first  paragraph  that  the  gunpowder  is  not  rendered  really  non- 
explosive,  but  that  its  rate  of  combustion  is  retarded.  Confined  in  a  cask  or  any 
vessel  preventing  the  escape  of  the  gases  formed,  the  result  would  be,  after  a  little 
time,  an  explosion. 

This  mixture  of  powdered  glass  with  gunpowder  has  been  recommended  also  for 
protecting  gunpowder  from  damp ;  it  having  been  forgotten  that  all  porous  bodies, 
and  powdered  glass  especially,  have  the  property  of  condensing  moisture  from  the 
atmosphere  within  their  pores. 

Our  gunpowder  Exports  have  been  as  follow : — 


Years 

Lbs. 

Value 

1868 

16,721,002 

£ 

394,458 

1869 

15,453,576 

368,320 

1870 

17,357,668 

427,229 

1871 

18,678,487 

438,782 

1872 

19,889,628 

485,434 

CUHTPOWDER,  OERMAir.    See  Explosive  Agents. 

CUNPOWSER,  WHITE.    See  Explosive  Agents. 

CTJTTA-PBRCKA,.   Although  the  trees  yielding  this  substance  abound 
forests  of  the  Indian  Archipelago,  the  first  notice  taken  of  it  appears  to  havb  ucou 
by  Dr.  W.  Montgomerie,  in  a  letter  to  the  Bengal  Medical  Board,  in  the  beginning"  of 
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1843,  ■wherein  ho  rocomnionds  tho  substanco  as  likely  to  prove  useful  for  some  surgical 
purposes,  and  supposes  it  to  belong  to  tho  fig-tribe.  In  April  1843  tho  substance 
was  taken  to  Europe  by  Dr.  D'Almeida,  who  presented  it  to  the  Society  of  Arts  of 
London,  but  it  did  not  at  first  attract  much  attention,  as  the  Society  simply  acknow- 
ledged the  receipt  of  the  gift ;  whereas,  its  value  becoming  known,  they  awarded  a 
gold  medal  to  Dr.  W.  Montgomorie. 

Tho  gutta-percha  tree,  or  gutta  turban,  as  it  ought  more  properly  to  be  called, 
according  to  Mr.  Oxley,  belongs  to  the  natural  family  Sapotea,  but  differs  much 
from  all  described  genera,  having  alliance  with  both  Achras  and  Bassia,  yet  differing 
in  some  essentials  from  both.  It  is  the  Isonandra  gutta  of  Hooker,  and  is  described 
in  the  '  London  Journal  of  Botany,'  1848,  where  it  is  figured,  and  in  Pereira's  Materia 
Medica. 

The  tree  is  of  a  large  size,  from  60  to  70  feet  in  height,  and  from  2  to  3  in  dia- 
meter. Its  general  appearance  resembles  the  genus  Durio,  or  well-known  Dooriav,  so 
m.uch  so  as  to  strike  the  most  superficial  observer.  The  under  surface  of  the  leaf, 
however,  is  of  a  more  reddish  and  decided  brown  than  in  the  durio,  and  the  shape  is 
somewhat  different. 

Only  a  short  time  ago  the  gutta-percha  tree  was  tolerably  abundant  on  the  island  of 
Singapore ;  but  already  all  the  large  timber  has  been  felled,  and  few,  if  any,  other 
than  small  plants,  are  now  to  be  found.  The  range  of  its  growth,  however,  appears  to 
be  considerable,  it  being  found  all  up  the  Malayan  Peninsula,  as  far  as  Penang.  The 
tree  also  occurs  in  Borneo,  and,  there  is  little  doubt,  is  to  be  foimd  in  most  of  the 
islands  adjacent. 

The  localities  it  particularly  likes  are  the  alluvial  tracts  along  the  foot  of  lulls,  where 
it  flourishes  luxuriantly,  forming,  in  many  spots,  the  principal  portion  of  the  jungle. 
But,  notwithstanding  the  indigenous  character  of  the  tree,  its  apparent  abundance  and 
wide-spread  diffusion,  the  gutta  will  soon  become  a  very  scarce  article,  if  some  more 
provident  means  be  not  adopted  in  its  collection  than  those  at  present  in  use  by  the 
Malays  and  Chinese. 

Montgomerie  says,  '  a  magnificent  tree  of  60,  or  more  probably  100  years'  growth, 
is  cut  down,  the  bark  stripped  off,  and  the  milky  jxiice  collected  and  poured  into  a 
trough  formed  by  the  hollow  stem  of  the  plantain-leaf ;  it  quickly  coagulates  on  ex- 
posure to  the  air ;  but  from  one  tree  I  am  told  not  more  than  20  lbs.  or  30  lbs.  are 
procured.' 

The  mode  in  which  the  natives  obtain  the  gutta  is  by  cutting  down  the  trees  of 
full  growth,  and  ringing  the  bark  at  distances  of  about  12  to  18  inches  apart,  and 
placing  a  cocoa-nut  shell,  spathe  of  a  palm,  or  such  like  receptacle,  under  the  fallen 
trunk,  to  receive  the  milky  sap  that  immediately  exudes  upon  every  fresh  incision. 
This  sap  is  collected  in  bamboos,  taken  to  their  houses,  and  boiled,  in  order  to  drive 
off  the  watery  particles  and  inspissate  it  to  the  consistence  it  finally  assumes.  Although 
the  process  of  boiling  appears  necessary  when  the  gutta  is  collected  in  large  quantities, 
if  a  tree  be  freshly  wounded,  a  small  quantity  allowed  to  exude,  and  it  be  collected  and 
moulded  in  the  hand,  it  will  consolidate  perfectly  in  a  few  minutes,  and  have  all  the 
appearance  of  the  prepared  article. 

When  it  is  quite  pure  the  colour  is  of  a  greyish  white  ;  but,  as  brought  to  market,  it 
is  more  ordinarily  found  of  a  reddish  hue,  arising  from  chips  of  bark  that  fall  into  the 
sap  in  the  act  of  making  the  incisions,  and  which  yield  their  colour  to  it.  Besides 
these  accidental  chips,  there  is  a  great  deal  of  intentional  adulteration  by  sawdust  and 
other  materials.  Some  specimens  brought  to  market  do  not  contain  much  less  than 
^  lb.  of  impxirities :  and  even  in  the  purest  specimens,  one  pound  of  the  substance 
yielded,  on  being  cleansed,  one  ounce  of  impiunties.  Fortunately,  it  is  not  difiScuIt 
to  detect  or  clean  the  gutta  of  foreign  matter,  it  being  only  necessary  to  boil  it  in 
water  until  well  softened,  roll  out  the  substance  into  thin  sheets,  and  then  pick  out  all 
impurities,  which  is  easily  done,  as  the  gutta  does  not  adhere  to  anything,  and  all 
foreign  matter  is  merely  entangled  in  its  fibres,  not  incorporated  in  its  substance. 
The  quantity  of  gutta-percha  obtained  from  each  tree  varies  from  5  to  20_catties,_so 
that,  taking  the  average  at  10  catties,  which  is  a  tolerably  liberal  one,  it  will  require 
the  destruction  of  ten  trees  to  produce  one  picul.  How  much  better  would  it,  there- 
fore, be  to  adopt  the  method  of  tapping  the  tree,  practised  by  the  Burmese  in  obtaining 
the  caoutchouc  from  the  Ficus  elastica  (viz.  to  make  oblique  incisions  in  the  bark, 
placing  bamboos  to  receive  the  sap  which  runs  out  freely).  True,  they  would  not  at 
first  get  so  much  from  a  single  tree,  but  the  ultimate  gain  would  be  incalculable, 
particularly  as  the  tree  seems  to  be  one  of  slow  growth ;  by  no  means  so  rapid  as  the 

Properties  of  the  Gutta-percha.— Th\s  substance,  when  fresh  and  pure,  is  of  a  dirty 
white  colour,  and  of  a  greasy  feel,  with  a  peculiar  leathery  smell.  It  is  not  affected 
by  boiling  alcohol,  but  dissolves  readily  in  boiling  spirits  of  turpentine,  also  in  naphtha 
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and  coal-tar.  A  good  cement  for  luting  bottles  and  other  purposes  is  formed  by 
boiling  together  equal  parts  of  gutta  and  coal-tar  and  resin.  When  required  for  use, 
it  can  always  be  made  plastic  by  putting  the  pot  containing  it  over  the  fire  for  a  few 
minutes.  The  gutta-percha  itself  is  highly  inflammable ;  a  strip  cut  off  takes  light, 
and  burns  with  a  bright  flame,  emitting  sparks,  and  dropping  a  black  residuum  in  the 
manner  of  sealing-wax,  which  in  its  combustion  it  very  much  resembles.  But  the 
great  peculiarity  of  this  substance,  and  that  which  makes  it  so  eminently  useful  for 
many  purposes,  is  the  effect  of  boiling  water  upon  it.  When  immersed  for  a  few 
minutes  in  water  above  150°  Pahr.  it  becomes  soft  and  plastic,  so  as  to  be  capable  of 
being  moulded  to  any  required  shape  or  form,  which  it  retains  upon  cooling.  If  a  strip 
of  it  be  cut  off  and  plunged  into  boiling  water,  it  contracts  in  size  both  in  length  and 
breadth. 

It  is  this  plasticity  when  plunged  into  boiling  water  that  has  allowed  of  its  being 
applied  to  so  many  useful  purposes,  and  which  first  induced  some  Malays  to  fabricate 
it  into  whips,  which  were  brought  into  Singapore,  and  led  to  its  further  notice.  The 
natives  subsequently  extended  their  manufactures  to  buckets,  basins,  and  jugs,  shoes, 
traces,  vessels  for  cooling  wines,  and  several  other  domestic  uses.  Its  easy  plasticity 
and  power  of  retaining  any  shape  given  to  it  when  cool,  at  once  pointed  it  out  as 
suitable  for  the  manufacture  of  bougies;  and  accordingly  Dr.  W.  Montgomerie 
availed  himself  of  this,  made  several  of  the  above  instruments,  and  recommended  the 
use  of  it  to  the  Bengal  Medical  Board.  It  also  answers  very  well  for  the  tubes  of 
syringes,  which  are  always  getting  out  of  order  in  hot  climates,  when  made  of 
caoutchouc. 

Mr.  T.  Oxley,  surgeon,  Prince  of  Wales  Island  and  Malacca,  whose  remarks 
are  of  much  value  from  his  acquaintance  with  the  production  of  which  he  writes, 
says : — 

'I  observed  in  the  " Mechanics' Magazine "  for  March  1847,  a  notice  of  several 
patents  taken  out  for  the  working  of  this  article  by  Mr.  Charles  Hancock,  in  which  an 
elaborate  process  is  described  for  cleaning  the  gutta,  as  also  mention  of  its  having  a 
disagreeable  acid  smell.  The  gutta,  when  pure,  is  certainly  slightly  acid,  that  is,  it  will 
cause  a  very  shght  effervescence  when  put  into  a  solution  of  soda,  but  is  unaffected 
by  liquor  potassse.  The  smell,  although  peculiar,  is  neither  strong  nor  unpleasant,  so 
tliat  the  article  experimented  on  must  have  been  exceedingly  impure,  and  possibly 
derived  a  large  portion  of  its  acidity  from  the  admixture  and  fermentation  of  other 
vegetable  substances.  Again  :  it  appears  to  me  that,  if  the  gutta  be  pure,  the  very 
elaborate  process  described  as  being  necessary  for  cleaning  it,  is  superfluous  The 
gutta  can  be  obtained  here  in  a  perfectly  pure  state  by  simply  boiling  it  in  hot  water 
until  well  softened,  and  then  rolling  it  out  into  thin  sheets,  when  aU  foreign  matter 
can  be  easdy  removed.  I  would  recommend  that  the  manufacturers  at  home  should 
otter  a  higher  price  for  the  article  if  previously  strained  through  cloth  at  the  time  of 
being  collected,  when  they  wiU  receive  the  gutta  in  a  state  that  will  save  them  a  vast 
prhnrcoTt '  expense  than  the  trifling  addition  necessary  to  the  original 

In  February  1847,  Mr.  Charles  Hancock  obtained  a  patent  for  improvements  in 
the  manufacture  of  gutta-percha.  In  the  first  place,  for  the  construction  of  a  sUcing 
machine,  consisting  of  a  circular  iron  plate,  formed  with  three  radial  slots,  in  which 
knives  are  fixed  in  a  similar  manner  to  the  irons  of  an  ordinary  plane  or  spoke- 
shave ;  the  shaft  which  carries  the  plate  is  caused  to  rotate  by  steam  or  other  power. 

gutta-percha  drop  against  the  knives,  by  which  they  are  cut  into 
TW«liL  ^^^r  corresponding  to  the  projection  given  to  the  knives. 

These  slices  are  then  soaked  in  a  vessel  of  hot  water  till  they  become  pliable.  Instead 
of  a  circular  revolving  cutter,  a  vertical  cutter  or  chopper  may  be  used ;  curved  knives 
may  be  had  recourse  to  for  refractory  lumps.  The  softened  slices  are  next  subjec  ed 
to  the  action  of  breakers  or  rollers  with  serrated  blades,  which  are  mounted  trans- 
Jolwi^T'L'^  /°  ^"^"^^^^  each  breaker  there  is  a  pair  of  fluted  LS- 

rollers  ,  and  the  pieces  of  gutta-percha  are  passed  to  the  rollers  of  the  first  breake? 
Ihere  is  an  inclined  endless  web  mounted  upon  two  rollers,  the  front  one  of  which  is 
immersed  ,n  the  water,  and  the  other  is  situated  opposite  the  space  between  the 
feeding-rollers  of  the  second  breaker.  There  is  a  second  inclined  web  placid  before 
Srtlv?n  t^r^r-  S'^;  ^  ^  mindng-cyUnder,  with  radial  blades  woS 
^rfil  1  f  ^eeding-rollers,  and  the  carrying-rollers  of  the  endless  webs 

3S  '^P/r^l^^  '°  a  forward  direction,  while  the  breakers,  the  mincing-cylilder' 
and  the  agitetor,  are  made  to  revolve  in  the  opposite  direction.  The  brfaker.  «nrJ 
mincing-cyhnder  should  revolve  at  the  rate  of  from  600  to  800  resolutions  pefSnute 

fhat  iti'  -1^"'°  1°"  "^^^  ""'^  '""^^  f-^^ter  than  aboSt  one-Sth  of 

that  rate.   Thus,  the  substance  is  reduced  to  fragments  and  washed  in  the  w/tl.  fi? 
heavy  impurities  falling  to  the  bottom  of  the'tanks,  and  the  lUt Stter 
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floating.  Tho  wator  should  bo  used  cold.  When  tlio  gutta-percha  has  a  fetid  Binoll, 
it  is  treated  with  carbonate  of  soda  or  clilorido  of  lime.  Tlio  same  apparatus  may  be 
used  for  purifying  caoutchouc. 

Mr.  Hancocic  combined  sulphur  with  gutta-percha  in  the  following  manner:— Ho 
found  that  if  a  minute  portion  of  sulphur  be  used  along  with  a  sulphide,  the  best 
result  is  obtained ;  the  proper  proportions  being  6  parts  of  sulphide  of  antimony, 
or  hydrosulphide  of  lime,  and  1  part  of  sulphur  to  48  parts  of  gutta-percha.  "When 
these  materials  have  been  mixed,  the  compound  is  put  into  a  boiler  and  heated  under 
pressure  to  a  temperature  of  from  260°  to  300°  Fahr.,  and  it  is  to  be  left  in  this 
state  for  a  period  varying  from  half  an  hour  to  two  hours,  according  to  the  thickness 
of  the  materials.  He  prefers,  for  eifecting  the  union  of  the  sulphurous  constituent, 
the  follo%ving  method  to  the  masticating  machine : — 1.  Ho  subjects  the  purified  gutta- 
percha to  the  combined  action  of  steam  and  the  fumes  of  orpiment  and  sulphur  mixed 
in  the  proportions  stated,  in  a  metal  chamber,  provided  ^vith  a  steam-tight  cover 
secured  by  screw-bolts.  There  is  also  a  steam-boiler  connected  therewith,  and  when 
the  heat  in  it  is  raised  to  about  280°  Fahr.,  a  fire  is  lighted  beneath  the  pot  contain- 
ing the  sulphurising  materials.  But  the  gutta-percha,  &c.,  should  be  heated  with  the 
Ktoam  before  it  is  sulphurised.  In  from  half  an  hour  to  two  hours  the  sulphurising 
is  fiuisliod.  Or,  the  gutta-percha  may  be  rubbed  strongly  over  with  the  sulphurous 
mixture  and  then  heated,  either  dry  or  -with  the  aid  of  steam,  or  it  may  be  coated  in 
the  form  of  a  paste. 

Another  of  Mr.  Hancock's  inventions  is  to  expose  the  gutta-percha  to  the  deutoxide  of 
azote  (nitric  oxide),  or  to  chloride  of  zinc,  concentrated  and  boiling  hot,  and  then  wash- 
ing with  an  alkaline  solution  or  mere  water.  Gutta-percha  thus  treated  by  the  action  of 
the  gas,  as  it  is  evolved  from  nitric  acid  and  copper,  iron,  or  zinc,  becomes  exceedingly 
smooth,  and  of  a  lustre  approaching  to  metallic ;  the  same  effect  is  produced  upon 
common  unsulphurised  caoutchouc.  Gutta-percha  is  thus  also  freed  from  all  sticki- 
ness ;  and  if  sulphurised  it  acquires  under  this  treatment  the  downy  softness  of  velvet. 
Chloride  of  zinc  and  nitrous  gas  remove  the  smell  of  vulcanised  caoutchouc  in  a  great 
measure,  especially  if  it  be  afterwards  washed. 

Another  invention  is  that  of  masticating  gutta-percha  in  the  proportion  of  6  parta 
with  1  of  chloride  of  zinc ;  which  compound  may  be  afterwards  sulphurised.  A 
further  modification  consists  in  producing  a  spongy  gutta-percha  for  stuffing  sofas,  &c. 
48  parts  of  it  moistened  with  oil  of  turpentine,  coal-naphtha,  bisulphide  of  carbon, 
or  other  proper  solvent ;  6  parts  of  hydrosulphide  of  lime,  sulphide  of  antimony,  or 
other  analogous  sulphide ;  1 0  parts  of  carbonate  of  ammonia,  carbonate  of  lime,  or 
other  substance  that  is  either  volatile  or  capable  of  yielding  a  volatile  product ;  and  1 
part  of  sulphur.  Mr.  Hancock  mixes  these  materials  together  in  a  masticator,  and 
then  subjects  them  to  a  high  degree  of  heat,  observing  the  same  conditions  which 
are  stated  in  the  former  description,  except  only  that  the  heat  may  be  pushed  with 
advantage  several  degrees  higher,  say  from  260°  to  300°. 

Various  articles  are  manufactured  of  ordinary  giitta-percha,  such  as  single  and 
double  texture  waterproof  fabrics,  boots,  galoshes,  belts,  bandages,  trowsers  and  other 
straps,  capes,  life -preservers,  tubes,  knapsacks,  caps,  cups  and  other  vessels  of  capacity, 
hammer-cloths,  cotton-spinning  rollers,  backs  of  cards  for  carding  wool,  pianoforte- 
hammers,  paper-holders,  springs,  trusses,  &c.  By  taking  the  gutta-percha  after  it 
has  been  sulphurised,  and  brushing  it  with  a  solution  of  resin  in  boiling  oil  (linsped?), 
placing  it  in  a  chamber  heated  to  from  75°  to  100°  Fahr.,  and  afterwards  polishing 
it  by  the  means  usually  employed  by  the  japanners,  it  acquires  the  lustre  of  japanned 

wares.  .  . 

Mr.  Hancock  has  also  contrived  a  machine  for  cutting  gutta-percha  into  strips  or 
riband,  threads,  or  cord  of  any  required  shape.  It  consists  of  two  grooved  rollers  of 
iron  or  steel,  mounted  in  a  suitable  framework.  The  grooves  of  each  roller  are  semi- 
circular, and  the  projecting  divisions  between  the  grooves  are  made  with  knife-edges, 
so  as  to  divide  readily  any  sheet  or  mass  of  gutta-percha  presented  to  them.  The 
under  roller  is  fianged  at  both  ends,  and  the  upper  roller  is  made  to  fit  mside  of  these 
flanges,  in  order  to  keep  the  cutting-edges  from  sliiftiug  or  being  damaged,  ip  ciit 
thin  sheets  of  gutta-percha  with  this  machine  into  strips  or  ribands,  the  material  is 
passed  through  it  in  a  cold  state,  and  only  the  cutting-edges  are  brought  into  opera- 
tion. To  make  round  cord  or  thread  by  means  of  it,  either  a  sheet  of  gutta-percha  of 
a  thickness  equal  to  the  diameter  of  the  holes  formed  by  the  grooves,  and  at  a  tem- 
perature of  200°  Fahr.  (produced  by  supplying  it  from  a  feeding-chamber  heated  to 
that  degree)  is  passed  through  the  machine,  and  the  threads  or  cords  are  received  in 
a  tank  of  cold  water,  from  wliich  tliey  are  led  away  to  be  wound  on  reels  or  drums ; 
or  the  gutta-percha  is  employed  in  a  plastic  state,  and  pnssed  under  a  gauge  before  it 
enters  the  machine.  If  it  bo  .losired  to  produce  a  cord  of  a  semicircular  form  in  the 
transverse  section,  a  plane-roller  is  substituted  for  the  lower  grooved-roller ;  or  should 
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cord  of  a  square,  triangidar,  or  hexangular,  or  any  other  form,  be  required,  the  two 

rollers  must  bo  shaped  to  suit.  •      .   i,       Vo„„  maAa  it  the 

Gutta-percha  Tubcs.-A  series  of  interesting  experiments  have  been  made  at  tlio 
Birminehara  Waterworks,  relative  to  the  strength  of  gutta-percha  tubing,  witJi  a 
?r  to' Urappiicability  for  tlie  conveyance  of  water.  The  expenments  « 
(under  the  direction  of  Henry  Kose,  Esq.,  engineer),  upon  tubes,  f  and  ^th  oto^mcli 
diameter  of  eutta-percha.  These  were  atbiched  to  the  iron  main,  and  subjectea 
t  Trmonthfto  a  pressure  of  200  feet  head  of  water,  without  being  in  the  shghtest 
degree  deteriorated.  In  order  to  ascertain,  if  possible,  the  maximum  strength  ot  tne 
tubes  they  were  connected  wth  the  Water  Company's  hydraulic  provmg-pump,  tJie 
regular  load  of  which  is  250  lbs.  on  the  square  inch.  At  this  point  the  tubes  were 
unaffected,  and  the  pump  was  worked  up  to  337  lbs.,  but  to  the  astonishment  of  every 
one  the  tubes  still  remained  perfect.  It  was  then  proposed  to  work  the  pump  up  to 
600  lbs.,  but  it  was  found  that  the  lever  of  the  valve  would  not  bear  this  weight,  ine 
utmost  power  of  the  hydraulic  pump  could  not  break  the  tubes. 

The  gutta-percha  being  somewhat  elastic,  allowed  the  tubes  to  become  slightly 
expanded  by  the  extraordinary  pressure  which  was  applied,  but  on  its  withdrawal 
tliey  resumed  their  former  size.  •       i         <.  i 

This  tubing  is  such  an  extraordinary  conductor  of  sound,  that  its  value,  not  only 
to  deaf  persons,  but  to  the  public  generally,  has  been  fully  appreciated.  It  has  been 
fitted  up  in  dwelling-houses,  in  lieu  of  bells.  As  speaking-tubes  for  giving  and 
receiving  messages  in  mines,  railway  stations,  prisons,  workhouses,  hotels,  and  all 
large  establishments,  it  is  invaluable.  . 

Properties  of  Common  Gutta-percha —Tho  gutta-percha,  purified  for  manufacturing 
purposes,  is  of  a  reddish  brown  colour ;  it  readily  becomes  electrical  by  friction  and 
is  a  bad  conductor  of  both  electricity  and  heat.  At  the  ordinary  temperature  of  our 
climate,  say  from  32°  to  77°,  it  possesses  about  as  much  tenacity  as  thick  leather,  with 
rather  less  flexibility  ;  it  softens  and  becomes  sensibly  doughy  towards  120°,  although, 
still  very  tough.  Its  ductility  is  such,  at  a  temperature  of  from  110°  to  241°,  that  it 
is  readily  extended  into  thin  sheets,  or  drawn  into  threads  or  tubes  ;  its  flexibility  and 
ductility  diminish  as  the  temperatiu-e  becomes  lower.  It  does  not  possess  at  any  tem- 
perature the  peculiar  elastic  extensibility  which  characterises  caoutchouc.  Exposed 
for  an  hour  to  a  temperature  of  14°,  its  flexibility  is  slightly  diminished. 

In  its  various  forms,  gutta-percha  possesses  a  peculiar  porosity,  as  may  be  shown 
in  the  following  manner : — A  drop  of  its  solution  in  sulphuret  of  carbon  is  to  be 
placed  on  a  glass  slip  ;  the  spontaneous  evaporation  soon  reduces  this  solution  to  a 
whitish  plate  ;  if  it  be  then  examined  with  the  microscope,  the  numerous  cavities  with 
which  it  is  pierced  may  be  distinctly  perceived.  These  cavities  m_ay_  be  rendered 
still  more  visible  by  means  of  a  drop  of  water ;  the  liquid  gradually  insinuates  itself, 
the  mass  appears  more  opaque,  and  by  means  of  the  microscope  the  cavities  are  seen 
to  be  enlarged. 

Similar  results  are  obtained  by  keeping  tliin  transparent  laminae,  obtained  by  the 
evaporation,  by  heat,  of  a  solution  of  gutta-percha,  immersed  in  water  for  a  considerable 
time. 

The  preceding  observations  lead  us  to  think,  that  this  substance  retaining,  in  con- 
sequence of  its  porosity,  a  great  many  minute  particles  of  air,  owes  to  this  circum- 
stance its  appearance  of  possessing  a  less  density  than  that  of  water,  namely  0"979. 
In  fact,  on  stretching  gutta-percha  under  strong  pressure,  and  immediately  cutting 
the  strips  thus  produced  into  very  small  pieces  under  water,  the  greater  part  of  the 
fragments  fall  to  the  bottom  of  the  vessel — some  immediately,  others  after  absorbing 
a  certain  quantity  of  water.  The  same  result  is  also  obtained  by  keeping  very  thin 
leaves  of  gutta-percha,  prepared  by  different  methods,  immersed  for  a  month  in  water 
deprived  of  air :  their  pores  becoming  gradually  filled  with  the  liquid,  they  became 
heavier  than  tho  water,  and  then  ceased  to  float.  Gutta-percha  is  also  heavier  in 
proportion  to  the  length  of  time  it  has  been  exposed  to  the  air,  particularly  in  thin 
leaves. 

The  porous  structure  of  gutta-percha  becomes  changed  into  a  fibrous  texture  when 
it  is  drawn  out  so  as  to  double  its  length  :  then  retaining  but  little  extensibility,  it 
supports,  without  breaking,  the  action  of  a  force  equal  to  double  that  required  for  its 
elongation  in  the  first  instance. 

Common  gutta-percha  resists  cold  water,  damp,  and  also  the  various  influences 
which  excite  fermentation  ;  but  it  can  be  softened,  and  it  experiences  a  sort  of  superficial 
doughy  fusion  by  the  action  of  the  solar  rays  in  summer. 

It  is  not  attacked  by  alkaline  solutions,  even  when  caustic  and  concentrated  ;  am- 
monia, saline  solutions,  water  containing  carbonic  acid,  the  various  vegetable  and 
mineral  acids,  do  not  act  upon  it ;  the  weaker  alcoholic  liquors  (wines,  beer,  &c.)  do 
not  touch  it;  and  even  brandy  scarcely  dissolves  a  trace  of  it.    Olive-oil  does  not 
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son^SbtriS^^^^^^^  l^-n,  and  disintegrates  it  witha 

,.„fj!''^^!ir''f'  sft'F^ted  solution  in  water  at  a  temperature  of  68°  F.,  attacks 
k  Sttle       ^  ^  ^««P  brown^colour,  at  length  r;nSng 

ovSXf?ls°i?h  ^^i'^-.^tta^ks  it  rapidly,  with  effervescence  and  an  abundant 
Tbrownkh  oJrr.i^-r^'^^^  the  substance  is  decomposed,  and  coloured  of 

rema°rfriabie  ^  doughy,  and  afterwards  solidifies  by  degrees  and 

soied^bvStf  "''"^^y  H^at'  o^ly  a  part  of  the  gutta-percha  (0-15  to  0-22)  is  dis- 
^artiallv  wW^f  ^^^^^^  ^^'^'^^"^       «P^t«  of  turpentine  di/solve  it 

chloS  J  }  '  ^"^t  nearly  completely  if  aided  by  heat.  Sulphide  of  carbon  and 
be n  nt^  gutta-percha  when  cold;  the  solutions  may  be  filtered  beneath  a 

bell-glass  to  prevent  evaporation;  the  filter  retains  the  foreign  matters  of  a  reddish 
brown  colour,  whilst  the  solution  passes  perfectly  clear,  and  almost  colourless.  The 
tUtered  liquid,  exposed  to  the  air  in  a  saucer,  allows  the  solvent  to  escape,  and  deposits 
the  white  gutta-percha  in  a  plate  of  greater  or  less  thickness,  which  shrinks  gradually 
in  proportion  to  the  evaporation  of  the  liquid. 

Except  the  colour,  which  has  disappeared,  the  gutta-percha  then  offers  the  characters 
ana  properties  mentioned  above  as  belonging  to  the  commercial  substance.  Submitted 
to  a  graduaUy-raised  temperature,  it  softens  and  melts,  and  maybe  made  to  boil  with- 
out acquiring  a  sensible  colour ;  the  transparent  fluid  gives  off  abundant  vapours,  which 
are  condensible  into  a  nearly  colourless  oily  liquid.  The  portions  last  distilled  have  a 
brownish  orange  colour,  and  a  thin  layer  of  carbonaceous  deposit  remains  adherent  to 
the  sides  of  the  vessel. 

Analysis.— We  have  said  above  that  alcohol  and  ether  can  dissolve  only  a  portion  of 
gutta-percha;  this  is  because  that  substance  consists,  in  fact,  of  three  proximate  prin- 
ciples, the  separation  of  which  has  required  very  delicate  observation,  although  they 
are  very  clearly  distinguished  by  several  of  their  properties. 

When  gutta-percha  in  thin  leaves  is  brought  into  contact,  in  a  close  vessel,  with  15 
to  20  vols,  of  cold  anhydrous  alcohol,  and  the  temperature  raised  slowly  by  means  of 
the  water-bath  to  the  point  of  ebullition  (172°  F.),  and  kept  at  this  point  during 
several  hours,  the  liquid,  if  filtered  whilst  boiling  and  left  in  a  closed  flask,  wiU,  at  the 
end  of  from  12  to  36  hours,  begin  to  deposit  on  the  sides  of  the  vessel  and  on  the  sur- 
face of  the  solution  white  opaline  granules,  distant  from  one  another,  but  some  of  them 
in  groups  ;  their  size  will  gradually  increase  for  some  days.  These  granules,  carefully 
examined  under  the  microscope,  will  be  found  to  have  the  form  of  spherules  truncated 
by  the  sides  of  the  vessel.  Their  surface  is  either  smooth,  or  bristling  with  very  small 
transparent,  elongated,  lamellar  crystals.  Some  superficial  fissures  appear  to  indicate 
that  these  spherules  are  formed  of  a  sort  of  transparent  yellow  kernel  covered  with  a 
white  pellicle. 

Perhaps  no  other  example  is  known  of  this  singular  crystalline  structiire.  In  fact, 
cold  anhydrous  alcohol  dissolves  the  whole  of  the  yellow  spheroidal  substance,  whilst 
the  superficial  pellicle,  in  the  interior  of  which  the  alcohol  has  substituted  itself  for 
the  solid  globule,  appears  whiter  and  less  transparent. 

The  alcoholic  solution,  which  has  been  for  some  days  depositing  this  complex  sphe- 
roidal crystallisation,  can  again  take  up  by  heat  a  portion  of  the  two  proximate  prin- 
ciples remaining  in  the  substance,  allowing  a  fresh  quantity  to  crystallise  on  cooling. 
The  extraction  is  completed  by  returning  the  boiling  alcohol  several  times  upon  the 
gutta-percha  until  it  no  longer  dissolves  anything. 

The  solid  substance  which  has  resisted  the  action  of  the  solvent,  possesses,  with 
some  modifications,  the  principal  properties  of  crude  gutta-percha;  we  shall  here 
call  it  pure  gutta.  As  to  the  two  other  organic  principles,  one  is  a  yellow  resin,  which 
is  much  more  soluble  in  cold  alcohol  than  the  other,  the  white  crystalline  resin. 

By  taking  advantage  of  these  different  degrees  of  solubility,  wo  are  enabled  with 
time  and  patience  to  effect  the  complete  purification  of  these  three  principles.  The 
separation  may  also  be  effected  by  treating  finely-divided  gutta-percha  with  cold  ether, 
which  dissolves  the  mixture  of  the  two  resins  more  abundantly  than  alcohol ;  they  are 
afterwards  separated  from  one  another  by  the  same  treatment  already  described  for 
alcohol. 

The  tendency  of  the  white  resin  to  form  itself  into  radiated  groups  is  manifested  in 
a  rather  remarkable  circumstance,  which  it  is  easy  to  reproduce.  Narrow  ribands 
cut  from  a  thin  leaf  of  ordinary  gutta-percha  are  to  be  placed  in  a  tube,  and  immersed 
in  anhydrous  alcohol.  The  tube  is  tlien  closed,  and  left  for  twenty  or  thirty  days, 
when  a  few  whitish  points  appear  here  and  there  on  the  ribands,  and  afterwards  on 
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the  sides  of  the  tube.  These  points,  which  become  gradually  larger,  are  formed  of 
crystalline  tufts  of  the  white  resin.  Thus  this  proximate  principle  is  separated  directly, 
and  in  the  cold,  even  when  the  atmospheric  temperature  is  gradually  rising,  for  in- 
stance during  the  spring  or  early  summer. 

The  crystalline  white  resin,  when  completely  purified  by  washings  with  alcohol,  and 
then  redissolved  in  anhydrous  alcohol,  is  deposited  by  slow  spontaneous  evaporation  in 
the  air,  in  radiated  crystals,  forming  sometimes  symmetrical  tufts  arranged  in  stars, 
and  then  presenting  the  appearance  of  a  sort  of  efflorescence. 

Distinctive  characters  and  properties  of  the  three  proximate  principles  which  con- 
stitute common  Gutta-percha. — The  most  abundant  of  these  three  principles,  forming 
at  least  from  75  to  82  per  cent,  of  the  whole  mass,  is  the  pure  gutta-percha,  which 
presents  the  principal  properties  of  the  commercial  substance ;  it  is  white,  transparent 
at  a  temperature  of  212°  F.,  when  aU  its  parts  are  melted  together;  opaque  or  semi- 
transparent  when  cold,  from  its  then  acquiring  a  structure  which  causes  the  inter- 
position of  air,  or  of  a  liquid  possessing  a  different  refraction  from  its  own.  This 
structure  appears  stiU  more  distinct  than  in  the  natural  substance  containing  all  three 
principles. 

In  thin  sheets,  and  at  a  temperature  of  50°  to  68°  F.,  it  is  supple,  tough,  extensible, 
but  not  very  elastic.  _  At  112°  F.,  it  softens  and  turns  back  upon  itself,  and  becomes 
more  and  more  adhesive  and  translucent  in  proportion  to  the  elevation  of  temperature, 
undergoing  a  sort  of  doughy  fusion,  which  becomes  more  distinct  towards  212°  to 
230°.  Heated  beyond  this  point,  it  melts,  boils,  and  distils,  furnishing  a  pyrogenous 
oil  and  carburetted  gases. 

Soubeiran  believes  the  composition  of  perfectly  pure  gutta-percha  to  be  C^^H'",  cor- 
responding to  87-8  carbon  and  12-2  hydrogen.  Faraday  found  caoutchouc  to  contain 
87*2 carbon,  12 -8  hydrogen;  hence  their  chemical  composition  is  identical. 

Pure  gutta-percha,  like  the  other  two  proximate  principles,  is  quickly  rendered  elec- 
trical by  friction,  and  is  a  bad  conductor  of  heat ;  it  generally  floats  on  water,  but 
sinks  to  the  bottom  as  soon  as  its  pores  are  filled  with  this  liquid.  It  is  insoluble  in 
alcohol  and  ether,  almost  completely  insoluble  in  benzine  at  32°  F. ;  it  is  soluble  at 
77°,  and  becomes  more  and  more  so  in  proportion  as  the  temperature  is  raised.  The 
saturated  solution  at  86°  forms  itself  into  a  semi-transparent  mass  when  cooled  below 
32° ;  alcohol  precipitates  the  pure  gutta-percha  from  its  solution  in  benzine. 

At  82°,  spirits  of  turpentine  dissolves  very  little  gutta-percha,  whilst  it  disinte- 
grates and  dissolves  it  readily  when  hot. 

Chloroform  and  sulphide  of  carbon  dissolve  gutta-percha  in  the  cold. 

After  the  extraction  by  means  of  ether  of  the  two  resins  interposed  in  the  thin 
leaves  of  the  white  gutta-percha,  leaving  the  last  portion  of  ether  with  which  they  were 
impregnated  to  evaporate  in  the  open  air,  these  leaves,  enclosed  in  a  flask,  experienced, 
after  remaining  there  for  two  months  at  a  temperature  of  from  68°  to  82°  F ,  an 
alteration  which  appeared  to  depend  on  their  porosity,  the  action  of  the  air,  and  "per- 
haps the  ether  retained  m  their  pores.  However  it  be,  these  leaves  had  then  acquired 
new  properties  ;  they  were  brittle ;  exhaled  a  very  distinct  sharp  odour ;  brought  into 
contact  with  an  excess  of  anhydrous  ether,  they  were  partially  dissolved  ;  the  soluble 
portion,  obtained  by  the  evaporation  of  the  ether  and  dessication  at  194°  F.,  was  gluti- 
nous and  translucent ;  it  became  opaque  and  hard  by  cooling  down  to  14°  F. 

Sulphide  of  carbon,  renewed  three  times  in  six  days,  and  evaporated  each  time  after 
two  days  contact,  left  as  residue  a  white  flexible  leaf.    The  portion  not  dissolved 
swelled  and  transparent,  did  not  appear  to  undergo  any  change  when  left  in  sulphide 
of  carbon  for  ten  days.  ^  o 

This  kind  of  spontaneous  transformation  would  perhaps  become  complete  if  more 
prolonged ;  its  study  will  require  much  time ;  it  wiU  perhaps  put  us  in  the  way  of  as- 
certaining the  causes  of  certain  changes  observed  in  some  small  objects  formed  of  gutta- 
percha. It  has  already  been  ascertained,  that  thin  leaves,  exposed  for  eight  consecutive 
days  to  the  action  of  the  sun  in  moist  air,  were  discoloured,  and  that  their  substance 
had  become  in  great  part  soluble  in  ether. 

Monohydrated  sulphuric  acid  disintegrates,  and  communicates  a  brown  colour  to  the 
pure  gutta  with  evolution  of  sulphurous  acid;  after  eight  days'  contact,  the  deeu 
brown  liquid  on  dilution  with  water,  becomes  turbid,  and  furnishes  a  brown  flocculent 
precipitate,  ^itnc  acid,  with  a  single  equivalent  of  water,  attacks  the  pure  gutta- with 
a  lively  effervescence,  and  the  evolution  of  orange-vapours  of  hyponitrous  acid  M„ 
tW°o^i  '  'I  saturated  solution,  slowly  attacks  the  thin  leaves  of  gutta,"  giving 
them  a  deep  brown  colour ;  at  the  end  of  eight  days  it  becomes  friable.    The  reTcHof 

this  proSmato 

M.  Payon  has  carefully  examined  the  chemical  and  physical  DeculiaiMti-po  fT,» 
three  pnnciplos  which  he  has  discovered  in  gutta-per?hl    ThSh^  however! 
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no  interest  for  the  manufiicturer,  and  wo  rofor  the  chemical  student  to  M.  Piiyeu's 
Memoir. 

The  juice  of  Muddar  has  boon  proposed  as  a  substitute  for  gutta-percha,  but  wo  are 
not  aware  that  it  has  in  any  manufacture  bikon  its  place.  l3r.  Falconer  describes  a 
new  kind  of  gutta-percha,  which  grows  in  the  most  southern  British  possession  of  the 
Merguin  Islands,  Indian  Ocean. 

If  a  solution  of  gutta-porcha  in  chloroform  be  mixed  with  3  parts  of  ether,  and  ex- 
posed for  some  time  to  a  temperature  below  15°,  the  gutta-percha  is  precipitated  as  a 
white  powder,  forming  when  washed  and  dried  a  soft  white  mass.  On  spreading  this 
solution  on  a  plate  of  glass,  a  skin  is  formed,  resembling  kid-glove  leather,  which 
becomes  transparent  on  the  application  of  heat.  These  films  are  beautifully  white,  if 
carefully  prepared,  and  they  have  been  employed  in  the  manufacture  of  the  finest 
kinds  of  artificial  flowers. 

In  1848,  Dr.  Faraday  drew  the  attention  of  experimentalists  to  the  highly  insulating 
power  of  gutta-percha,  which  not  only  possesses  this  property  under  ordinary  cir- 
cumstances, but  likewise  retains  it  under  atmospheric  conditions  which  would  make 
the  surface  of  glass  a  good  conductor.  This  has  led  to  its  almost  universal  adoption 
as  the  insulator  for  the  wires  of  the  electrical  telegraph.  When  buried  in  the  earth, 
unless  it  is  atbicked  by  insects,  or  by  a  fungus,  it  retains  its  highly  insulatory  power, 
and  we  have  every  reason  for  believing  that  gutta-percha  does  not  undergo  a  change 
when  immersed  in  sea-water.  It  has,  however,  been  found,  that  when  it  has  been 
exposed  to  the  intense  sunshine  of  India,  it  undergoes  a  remarkable  change ;  oxygen 
is  absorbed,  the  gutta-percha  loses  its  coherence,  and  at  the  same  time  its  powers  of 
insulation. 

Some  idea  of  the  progress  made  in  the  applications  of  gutta-percha  will  be  found 
by  the  following  Table  of  Imports.  The  demand  for  this  substance  is  still  increasing, 
audit  is  to  be  feared  that  a  destructive  process  is  adopted  in  collecting  the  juice  from 
the  trees  to  meet  the  demand  : — 


cwts. 

cwts. 

1850 

.  11,130 

1858 

•  • 

.  19,641 

1851 

•  • 

.  10,778 

1859 

•  • 

.  18,593 

1852 

.  13,652 

1860 

•  • 

.  21,321 

1853 

•  • 

.  21,792 

1861 

•  • 

.  19,749 

1854 

.  24,696 

1862 

•  • 

.  18,284 

1855 

.  23.535 

1863 

•  • 

,  21,655 

1856 

.  15,557 

1864 

.  35,636 

1857 

•  • 

.  17,420 

1865 

.  36,760 

The  gutta-percha  imported  in  1871  and  1872  was  from  the  following  countries:— 


Quantities 

Value 

Quantities 

Value 

Baw: 

From  Holland  

,,  France  

Egypt  

„  Madagascar  

„    British  India:  Bengal  and  Burmah 

„  China  

„    Straits  Settlements  .       .      .  • 
„    Other  countries      .       .       •  • 

cwts. 

1,498 
346 
778 
482 

1.068 
21,227 
812 

& 

10,749 
3,377 
6,601 
4;700 

11,031 
153,999 
8,880 

cwts. 
5,202 
621 
9,814 

2,892 
1,660 
23,487 
921 

£ 

51,432 
5,416 
59,745 

31,000 
18,951 
225,789 
7,622 

Total. 

26,211 

199,337 

45,597 

399,955 

Manufactures  of: 
From  all  countries  

145 

1,235 

488 

3,445 

for  ,t.    Sir  J^Shn.  Exhibition  of  1862.  Among 

eenting  the  colony  of  British  Guia"a.  J^^J^  ^  ^^.^^  ^.^^ 

thevanedcontri  mtionsfrom  thecolon^^  numerous  individuals  who 

tree;  It  weighed  perhaps  half  a  f  ""j'- ^^^^^^^^  is  well  known  in  the 

visited  the  Guiana  department  was  Mr.  OUarios  -""■"^"^  ar,r.pnranofi  nf  thn  snecimen 
gutta-percha  trade.   This  gentleman  was  struck  with  the  appearance  of  the  specimen, 
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and  obtained  a  portion  for  experiment.  He  reported  most  favourably  as  to  its  utility 
and  value,  a  result  most  gratifying  to  mo,  as  I  had  received  adverse  opinions  from  less 
experienced  persons.  This  happened,  I  think,  in  July  1862 :  from  that  time  to  the 
present,  I  have  been  engaged  in  investigations  how  to  produce  the  material  cheaply, 
and  how  to  dry  or  coagulate  it  rapidly.  In  both  particulars  I  believe  I  have  suc- 
ceeded so  far  as  to  warrant  the  importation  of  steam-machinery  to  be  applied  to  its 
extraction  ;  and  by  a  fortunate  accident  I  have  discovered  how  to  dry  or  coagulate  it, 
preserving  the  characteristic  of  elasticity,  at  a  single  operation,  by  the  addition  of  a 
simple  ingredient  not  very  costly.  .... 

'  Amongst  the  useful  properties  of  the  Balata,  I  believe  the  fresh  milk  of  the  bullet- 
tree  to  be  the  best  waterproofing  material  yet  discovered.  The  bullet-tree  is  a  magni- 
ficent timber-tree,  often  sqiiaring  30  to  40  inches,  and  is  much  used,  especially  in 
Berbice,  for  building  purposes.  The  milk,  when  quite  fresh,  is  so  bland  that  it  is 
sometimes  used  as  a  substitute  for  cows'  milk,  and  the  fruit  is  delicious.' 

Mr.  Ondaatjie,  surgeon,  forwarded  to  the  same  Society,  from  Ceylon,  a  specimen  of 
the  Alstonia  scholaris,  which  he  supposes  may  be  used  as  a  substitute  for  gutta-percha. 
The  tree  abounds  with  milky  juice  like  the  gutta-percha,  has  a  fleshy  bark  and  porous 
wood,  and  belongs  to  the  natural  order  A'pocynem,  The  natives  believe  that  the  tree  is 
poisonous,  but  Mr.  Ondaatjie  has  proved  it  not  to  be  so. 

GYXiE.    A  brewer's  vat  or  utensil.    Tlie  vinegar-maker's  fermented  wort. 

GVPStTM.  This  natural  production,  which  in  its  varieties  is  known  as  alabaster, 
selenite,  and  satin  spar,  is  a  sulphate  of  lime,  containing  sulphuric  acid,  46'51;  lime, 
32-56 ;  water,  20-93. 

The  anhydrite  from  Derby  is  a  mineral  like  gypsum,  but,  as  its  name  indicates,  con- 
tiiining  no  water ;  its  composition  being,  lime,  41-2 ;  sulphuric  acid,  58-8  ;  this  is 
also  called  muriacite  and  tripe-stone.  It  absorbs  moisture  and  changes  to  gypsum. 
When  gypsum  is  carefully  burnt,  it  loses  its  water  of  composition,  and  forms  the  well- 
known  plaster-of-Paris. 

The  transparent  varieties  of  gypsum  are  called  selenite;  its  fine  massive  varieties 
are  alabaster,  and  its  fibrous  kinds  sati7i  spar.  There  is  another  variety  in  small  scales 
of  a  pearly  lustre,  known  as  Schaumkalk. 

The  fibrous  forms  of  gypsimi  are  cut  and  polished  for  small  ornamented  objects,  and 
are  sometimes  known  as  satin  spar. 

The  gypsimi  of  our  own  country  is  found,  in  apparently  inexhaustive  quantities,  in 
the  Eed  Marl  formation  in  the  neighbourhood  of  Derby,  and  has  been  worked  for 
many  centuries.  The  great  bulk  of  it  is  used  for  making  plaster-of-Paris,  and  as  a 
manure ;  and  it  is  the  basis  of  many  kinds  of  patented  cements,  as  Keene's,  Martin's, 
and  others. 

To  get  it  for  these  purposes,  it  is  worked  by  mining  underground,  and  the  stone  is 
blasted  by  gunpowder ;  but  this  shakes  it  so  much  as  to  render  it  unfit  for  working  into 
ornaments,  &c. ;  to  procure  blocks  for  which  it  is  necessary  to  have  an  open  quarry. 
By  removing  the  superincumbent  marl,  and  laying  bare  a  large  surface  of  the  rock, 
the  alabaster  being  very  irregular  in  form,  and  jutting  out  in  several  parts,  allows  of  its 
being  sawn  out  in  blocks  of  considerable  size,  and  comparatively  sound  (as  is  illus- 
trated by  the  large  tazza  in  the  Museum  of  Practical  Geology).  This  stone,  when 
protected  from  the  action  of  water,  is  extremely  durable,  as  may  be  seen  in  churches 
all  over  the  country,  where  monumental  eflagies,  many  centuries  old,  are  now  as 
perfect  as  the  day  they  were  made,  excepting  of  course  wilful  injuries  ;  but  exposure 
to  ram  soon  decomposes  the  stone,  and  it  must  be  borne  in  mind  that  it  is  perfectly 
unsuited  for  garden  vases  or  other  out-door  work  in  this  country. 

In  worldng,  it  can  bo  sawn  up  into  slabs  with  toothed  saws,  and  for  working 
mouldings  and  sculptures,  fine  chisels,  rasps,  and  files  are  the  implements  used  •  tho 
polishing  IS  performed  by  rubbing  it  with  pieces  of  sandstone,  of  various  degrees  of 
fineness,  and  water  until  it  is  quite  free  from  scratches,  and  then  giving  a  gloss  by 
means  of  polishing  powder  (oxide  of  tin)  applied  on  a  piece  of  cloth,  and  rubbed 
with  a  considerable  degree  of  friction  on  the  stone.  This  material  gives  employment 
in  Derby  to  a  good  many  hands  in  forming  it  into  usefid  and  ornamental  articles  and 
IS  commonly  called  Derbyshire  Spar  ;  most  of  the  articles  are  turned  in  the  latlie'  and 
It  works  something  like  very  hard  wood.  ' 

Another  kind  of  gypsum  also  found  in  Derbyshire  is  the  fibrous  or  silky  kind  •  it 
occurs  in  thin  beds,  from  one  to  six  inches  in  depth,  and  is  crystallised  in  longneedle- 
Iiko  fibres ;  being  easily  worked,  susceptible  of  a  high  polish,  and  quite  lustrous  it  is 
used  for  making  necklaces,  bracelets,  brooches,  and  such  like  small  articles. 

Gypsum  is  commonly  found  in  this  country,  in  irregular  deposits,  in  tho  New 
Marls,  especially  at  Chellaston  in  Derbyshire,  Fauld  in  Staffordshire,  and  Newark  in 
Nottinghamshire.    A  deposit  of  white  crystalline  gypsum  has  been  recently  discovered 
in  the  prosecution  of  the  experimental  boring  at  Netherfield,  near  Battle  in  Sussex 
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lli'lltZ  fiVv  f  Sub-Wealden  Exploration  Committoo.  The  gypseouB  deposits  are 
upwards  of  fifty  feet  m  thickness,  and  occur  in  bods,  which  are  probably  ot' Purbeck 
ago.  No  gypseous  deposits  of  equal  extent,  on  this  geological  horizon,  had  been  previously 
known  in  this  country  The  great  deposits  of  gypsum  worked  at  Montmartre  and 
elsewhere  in  the  neighbourhood  of  Paris-from  which  '  Plaster-of-Paris '  borrows  its 
name-occur  in  the  Eocene  beds  of  the  Paris  basin,  equivalent  to  certain  strata  re- 
presented m  this  country  in  the  Isle  of  Wight.   See  Alabasteb  ;  PiASTEa-OF-PABis. 
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HABAnrA  BROUrsr.  This  name  has  been  given  to  aniline-brown.  See 
Anixine-Beown. 

HACXX.E.    A  flax  comb.    See  Flax. 

HASBOCX.   The  Morrhua  (Bglejmus,  one  of  the  GadidcB,  or  cod  tribe. 
.  ^.■^P*!'    -A-  miner's  term,  used  in  Derbyshire  and  some  of  the  northern  counties, 
signifying  the  inclination  or  deviation  from  the  vertical  of  any  mineral  vein  or  lode. 
Hadings  signify  that  some  parts  of  the  veins  incline,  while  others  are  vertical. 

H2:MATXir.  A  product  of  the  decomposition  of  hoBnwglohin,  or  the  red-colouring 
matter  of  the  blood.  The  name  hamatin  was  also  given  by  Chevreul  to  a  crystalline 
substance,  of  a  pale  pink  colour,  and  brilliant  lustre  when  viewed  in  a  lens,  which  he 
extracted  from  logwood.    See  H^matoxtlin. 

Scientific  terms  with  prefixes  similar  to  that  of  hcsmatin  are  derived  from  the  Greek 
aJ/jLo,  blood. 

HJEMATXXroXg'E.  A  kind  of  glass  used  by  the  ancients  for  making  ornamental 
vessels,  mosaics,  &c.  It  is  described  by  Pliny,  and  has  been  found  pretty  abundantly 
in  the  excavations  of  Pompeii.  This  glass  is  of  a  beautiful  red  colour,  but  the  colour 
disappears  on  melting.  Von  Pettenkofer  obtained  a  similar  glass,  which  he  has  called 
astralite,  by  melting  a  mixture  of  silica,  lime,  calcined  magnesia,  litharge,  soda,  copper- 
hammerings,  and  smithy-scales.    See  Astsalite. 

_  KJEMATXTE.  Native  peroxide  of  iron.  In  true  haematite,  sometimes  called  for 
distinction's  sake  red  hcematite,  the  oxide  is  anhydrous,  whilst  in  the  so-called  brovm 
hsmatite  it  is  hydrated. 

The  hsematite  proper  occurs  in  a  remarkable  manner  in  irregular  deposits  in  carboni- 
ferous limestone,  at  Whitehaven  in  Cumberland,  and  at  Ulverstone  in  Lancashire. 
The  following  analysis  of  the  Whitehaven  ore  of  Cleator  Moor  by  Mr.  A.  Dick,  shows 
its  peculiar  character : — 

Peroxide  of  iron   95-16 

Protoxide  of  manganese   0"24: 

Lime   0-07 

Phosphoric  acid   trace 

pSulphuric  acid   trace 

Bisulphide  of  iron   trace 

Insoluble  residue      ^   6'68 

101-15 

Iron,  total  amount   .  66*60 

The  following  analysis  of  the  Ulverstone  ore  is  by  the  same  chemist : — 

Gillbrow  Ore. 

Peroxide  of  iron   86"50 

Protoxide  of  manganese   0-21 

Lime   277 

Magnesia   1'46 

Carbonic  acid   2'96 

Phosphoric  acid   trace 

Sulphuric  acid   .       .   O'H 

Insoluble  residue   6*55 

100-56 


Iron,  total  amount     ...•*••  60*55 
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Another  ore,  that  of  Lindale  Moor,  near  Ulverstone,  was  analysed  by  Mr.  J. 
Spiller,  -with  the  following  results  : — 


Peroxide  of  iron 
Protoxide  of  manganese 
Alumina    .  . 
Lime  .... 
Magnesia  . 
Phosphoric  acid  . 
Sulphuric  acid  . 
Bisulphide  of  iron 
Water,  hygroscopic  . 

„  combined 
Insoluble  residue 


Iron,  total  amount 


.  94-23 
.  0-23 
.  0-61 
.  0-05 
trace 
minute  trace 
.  0-09 
.  0-03 
.  0-39 
.  0-17 
.  5-18 


100-88 
65-98 


The  production  of  the  red  haematite  in  Cumberland  and  Lancashire  has  been  during 
the  last  few  years  as  follows ; — 


Whitehaven  ore 
Purness  ore  , 


1868 
Tons 

725,248 

767,625 


18G9 
Tons 

848,974 

784,607 


1870 
Tons 

1,014,143 
871,938 


1871 
Tons 

976,874 

931,048 


1872 
Tons 

954,505 

909,077 


Some  of  the  Purness  ore  is  smelted  -with  charcoal  at  furnaces  in  the  district, 
and  in  1872  about  600,0Q0  tons  were  used  at  the  Barrow  Haematite  Works. 

The  Cleator  Moor,  Workington,  and  other  Cumberland  furnaces,  in  1872,  used 
572,329  tons  of  the  Whitehaven  iron-ore. 

All  the  remainder  was  sent  into  the  other  great  iron-making  districts  for  mixing  with 
the  argillaceous  carbonates,  and  other  ores  of  iron.  Haematite  is  highly  valued  for 
making  pig-iron  well  adapted  for  conversion  into  steel  by  the  Bessemer  process.  See 
Ibon. 

H2:iVIATOGI.OBUXiZXr.    Synonym  of  HlEMoaLOBiN. 

HiEItlATOSZM'.  A  substance  at  one  time  regarded  as  the  red-colouring  matter 
of  the  blood. 

H2:iMC.aTOXVXiIU.  The  colouring  matter  of  logwood,  the  EcBmatoxylon  Cam- 
pecAzaraw??!  of  botanists.  It  is,  in  fact,  the  characteristic  principle  of  this  dye-wood.  To 
procure  haematoxylin,  digest,  during  a  few  hours,  ground  logwood  in  water  heated  to  a 
temperature  of  about  130°  Pahr. ;  filter  the  liquor,  evaporate  it  to  dryness  by  a  steam- 
bath,  and  put  the  extract  in  alcohol  of  0-835  for  a  day.  Then  filter  anew,  and  after 
having  inspissated  the  alcoholic  solution  by  evaporation,  pour  into  it  a  little  water, 
evaporate  gently  again,  and  then  leave  it  to  itself  in  a  cool  place.  In  this  way  nume- 
rous crystals  of  haematoxylin  will  be  obtained,  which  may  be  purified  by  washing  with 
alcohol  and  drying. 

When  subjected  to  dry  distillation  in  a  retort,  haematoxylin  affords  aU  the  usual 
products  of  vegetable  bodies,  along  with  a  Uttle  ammonia;  which  proves  the  presence 
of  azote.  Boiling  water  dissolves  it  abundantly,  and  assumes  an  orange-red  colour, 
which  passes  into  yeUow  by  cooling,  but  becomes  red  again  with  heat.  Sulphurous 
acid  destroys  the  colour  of  solution  of  haematoxylin.  Potash  and  ammonia  convert 
into  a  dark  purple  tint  the  pale  solution  of  haematoxylin;  when  these  alkalis  are 
added  m  large  quantity,  they  make  the  colour  violet-blue,  then  brown-red,  and  lastly 
brown-yellow.  By  this  time  the  haematoxylin  has  become  decomposed,  and  cannot  be 
restored  to  its  pristine  state  by  neutralising  the  alkalis  with  acids. 

The  waters  of  baryta,  strontia,  and  lime  exercise  an  analogous  power  of  decomposi- 
tion ;  but  they  eventually  precipitate  the  changed  colouring  matter. 

A  red  solution  of  haematoxylin  subjected  to  a  current  of  sulphuretted  hydrogen 
becomes  yellow;  but  it  resumes  its  original  hue  when  the  sulphuretted  hvdroeen  is 
removed  by  a  little  potash.  ^ 

The  protoxide  of  lead,  the  protoxide  of  tin,  the  hydrate  of  peroxide  of  iron  the 
Hydrate  of  oxides  of  copper  and  nickel,  and  oxide  of  bismuth,  combine  with  hamatoxvlin 
and  colour  it  blue  with  more  or  less  of  a  violet  cast.  ^ 

Haematoxylin  precipitates  glue  from  its  solution  in  reddish  flocks.  This  substance 
nas  not  hitherto  been  employed  in  its  pure  state ;  but  as  it  constitutes  the  active  prin- 
ciple ot  logwood.  It  enters  as  an  ingredient  into  all  the  colours  made  with  that  dye- 

These  colours  are  principally  violet  and  black.   See  Logwood. 
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H2:M0CZ.0BXM-.    The  rod-colouring  matter  of  the  blood.    See  Blood. 
HAXBIM-asnzTi:.  A  hydratod  arsenate  of  lime,  named  after  the  late  Von  Hai- 

dijii^or,  of  Vienna. 

Hi\..TR  {Cficvcu,  Crin,  Fr. ;  Ilaar,  Ger.)  is  of  all  animal  products  the  one  least 
liable  to  spontaneous  change.  It  can  be  dissolved  in  water  only  at  a  temperature 
somewhat  above  230°  F.,  in  a  Papin's  digester  ;  but  it  appears  to  be  partially  decom- 
posed by  this  heat,  since  some  sulphuretted  hydrogen  is  disengaged.  By  dry  distilhi- 
tion,  hair  gives  off  sulphuretted  gases,  while  the  residuum  contains  sulphate  of  lime, 
common  salt,  much  silica,  with  some  oxide  of  iron  and  manganese.  It  is  a  remarkable 
fact  that  fair  hair  affords  magnesia,  instead  of  these  latter  two  oxides.  Horse-hair 
yields  about  12  per  cent,  of  phosphate  of  lime. 

We  havo  no  recent  analysis  of  hair.  Vauquelin  found  nine  different  substances  in 
black  hair ;  in  red  hair,  a  rod  oil  instead  of  a  greenish  black  one. 

Hairs  are  tubular,  their  caAnties  being  filled  with  a  fat  oil,  having  the  same  colour 
with  themselves.  Hair  plunged  in  chlorine  gas  is  immediately  decomposed  and  con- 
verted into  a  viscid  mass ;  but  when  immersed  weak  in  aqueous  chlorine,  it  undergoes 
no  change,  except  a  little  bleaching. 

Living  hairs  are  rendered  black  by  applying  to  them  for  a  short  time  a  paste  made 
by  mixing  litharge,  slaked  lime,  and  bicarbonate  of  potash,  in  various  proportions,' 
according  to  the  shade  of  colour  desired.  The  ordinary  mode  of  dyeing  human  hair  is 
first  to  saturate  the  hair  with  the  sulphide  of  potassium  in  solution ;  then,  when  this 
has  been  well  absorbed  and  is  partially  dry,  a  solution  of  nitrate  of  silver  is  to  be  ap- 
plied. By  varying  the  proportions  of  the  sulphide,  and  the  strength  of  the  silver  solu- 
tion, almost  any  tone  of  colour,  from  a  brown  to  a  black,  can  be  produced. 

The  salts  of  silver,  mercury,  lead,  bismuth,  as  well  as  their  oxides,  blacken  hair, 
or  make  it  of  a  dark  violet,  by  the  formation,  most  probably,  of  metallic  sulphurets 
(sulphides). 

Hair  as  an  object  of  manufacture  is  of  two  kinds,  the  curly  and  the  straight.  The 
former,  which  is  short,  is  spun  into  a  cord,  and  boiled  in  this  state,  to  give  it  the 
tortuous  springy  form.  The  hairs  of  rabbits  and  hares  are  prepared  for  the  hatmaker 
by  a  process  called  secretape,  so  as  to  render  them  fit  for  felting.  The  skins  with  the 
hair  still  upon  them  are  laid  upon  a  table,  and  with  a  brush,  made  from  the  bristle  of 
the  wild  boar,  a  solution  of  nitrate  of  mercury  is  applied  many  times  in  succession,  till 
every  part  of  the  fur  be  equally  touched,  and  till  about  two-thirds  of  the  length  of  the 
hairs  be  moistened.  The  skins  are  then  placed  together  to  complete  the  impregnation, 
and  put  into  a  store-room.  In  drying  there  is  a  retraction  of  the  hairs,  and  the  re- 
quired curling  is  produced.  The  long  straight  hair  is  woven  into  cloth  for  sieves,  and 
also  for  ornamental  purposes,  as  in  the  damask  hair-cloth  of  chair-bottoms.  For  this 
purpose  the  hair  may  be  dyed  in  the  following  way  : — 

Forty  pounds  of  tail  hair,  about  26  inches  long,  are  steeped  in  lime-water  during 
twelve  hours.  Then  a  bath  is  made  with  a  decoction  of  20  lbs.  of  logwood,  kept 
boiling  for  three  hours,  after  which  time  the  fire  is  withdrawn  from  the  boiler,  and 
10  ounces  of  copperas  are  introduced,  stirred  about,  and  the  hair  is  immersed,  having 
been  washed  from  the  lime  in  river-water.  The  hair  should  remain  in  this  cooling 
bath  for  twenty-four  hours,  when  the  operation  will  be  finished.  Hair  used  for  weav- 
ing is  obtained  principally  from  South  America  and  from  Kussia.  All  the  black  and 
grey  hair  is  dyed  for  the  manufacture  of  black  hair-cloth  for  covering  furniture. 
White  only  can  be  dyed  so  as  to  produce  what  are  called  fancy  coloiurs,  and  great  care 
is  required  in  the  process. 

The  quality  of  hair-cloth,  as  well  as  the  brilliancy  and  permanency  of  the  colours, 
depend  in  a  great  degree  on  the  nature  of  the  warp,  which  may  be  either  of  cotton, 
linen,  or  worsted.  Coloured  hair-cloth  is  made  at  Worcester,  Shefaeld,  and  Paris,  and 
used  for  covering  sofas  and  chairs,  and  for  railway  carriages. 

The  looms  for  weaving  hair  differ  from  the  common  ones,  only  in  the  templet  and 

the  shuttle.    Two  templets  of  iron  must  be 
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used  to  keep  the  stuff  equably  but  lightly 
stretclied.  These  templets,  of  which  one 
is  represented  in  fig.  1 126,  are  constructed  in 
the  shape  of  flat  pincers  ;  the  jaws,  cc,  being 
furnished  with  teeth  inside.  A  screw,  d, 
binds  the  jaws  together,  and  hinders  the 
selvage  from  going  inwards.  Upon  the  side 
cross-beam  of  the  loom,  seen  in  section  at 
I,  a  bolt  is  fixed  which  carries  a  nut  P 


at  its  end  into  which  a  screwed  iron  rod  e  enters,  on  one  of  whose  ends  is  the  handle 

Throtierel  remity  of  the  screw  k  is  adapted  by  '^;^''fher  «nd  pm^^^^^^ 
the  pincers  at  the  point  H,  so  that  by  turning  the  handle  to  the  ught  or  the  left,  w« 
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draw  onwards  or  push  backwards  the  pincers  and  the  stuff  at  pleasure.  The  warp  of 
the  web  is  made  of  black  linen  yarn.  The  weft  is  of  hair,  and  it  is  thrown  with  a 
long  hooked  shuttle,  or  a  long  rod,  having  a  catch  hook  at  its  end.  The  lengtii  o:  tnis 
shuttle  is  about  three  feet;  its  breadth  half  an  inch,  and  its  thickness  one  sixtti.  ic 
is  made  of  boxwood.  The  reed  is  of  polished  steel ;  the  thread  warps  are  conductea 
through  it  in  the  usual  way.  The  workman  passes  this  shuttle  between  the  hairs  ot 
the  warp  with  one  hand,  when  the  shed  or  shuttle  way  is  opened  by  the  treddles  ;  a 
cliild  placed  on  one  side  of  the  loom  presents  a  hair  to  the  weaver  near  the  selvage, 
who  catches  it  with  the  hook  of  his  shuttle,  and  by  drawing  it  out  passes  it  through 
the  warp.  The  hairs  are  placed  in  a  bundle  on  the  side  where  the  child  stands,  m  a 
chest  filled  with  water  to  keep  them  moist,  for  otherwise  they  would  not  have  the 
suppleness  requisite  to  form  a  web.  Each  time  tliat  a  hair  is  thrown  across,  the 
batten  is  driven  home  twice.  The  warp  is  dressed  with  paste  in  the  usual  way.  The 
hair-cloth,  after  it  is  woven,  is  hot  calendered  to  give  it  lustre.  In  the  Great  Exhibi- 
tion of  1861,  J.  Bardoffsky  (Eussia)  exhibited  a  collection  of  bowls,  dishes,  plates, 
&c.,  formed  of  the  hair  of  the  rabbit,  hare,  and  other  animals,  which  were  felted  and 
afterwards  varnished.  They  had  tlie  appearance  of  papier-mache,  and  were  very 
light. 

The  chief  kinds  of  hair  used  in  the  arts  are  horse-hair,  used  for  stuffing  seats  and 
for  hair-seating;  cow-hair,  for  making  felt  and  for  mixing  with  mortar;  goats'-hair, 
TTwhair,  &c.,  for  weaving  into  textile  fabrics ;  cameW-hair,  mohair,  &c.,  for  artists' 
pencils ;  hog-hair  and  other  coarse  kinds  for  common  brushes  ;  and  human  hair  for 
wigs,  chignons,  and  other  articles  of  head-dress. 

Hair  imported  in  the  years  1871  and  1872  : — 


1871 

1872 

Cwts. 

£ 

Cwts. 

£ 

Cow,  ox,  bull,  or  elk  .... 
Goats'  hair  or  wool,  lbs.  .... 

Horse  

Unenumerated  ...... 

Manufactures  of,  not  being  of  goats'  hair 
or  wool  ...... 

IVIanufactures  of  goats'  hair  or  wool  . 

87,492 
8,815,364 
21,365 

188,154 
1,055,248 
202,103 
187,701 

14,020 
28,616 

98,231 
6,404,490 
15,830 

270,322 
762,364 
188,726 
238,2j6 

6,798 
44,310 

HAIR  BXtxrSHES.  The  hair  brushes  are  manufactured  with  coarse  hair,  as  that 
of  the  swine,  the  wild  boar,  the  dog,  &c.,  and  these  are  usually  attached,  by  binding 
with  cord  or  by  securing  them  with  a  piece  of  tin  plate,  to  a  wooden  handle.  The 
manufacture  of  hair  brushes,  clothes  brushes,  tooth  and  nail  brushes,  is  necessarily 
very  large,  and  of  considerable  importance.  The  technical  details  of  this  manufacture 
would  occupy  space  to  the  exclusion  of  more  important  matter. 

HAIR  PEirCIIiS,  for  artists.  Hair  pencils  are  composed  of  very  fine  hairs,  as 
those  of  the  sable,  the  miniver,  the  marten,  the  badger,  and  the  polecat.  Those  are 
usually  mounted  in  a  quill,  but  sometimes  they  are  secured  as  in  the  former  case  with 
tinned  iron. 

The  most  essential  quality  of  a  good  pencil  is  to  form  a  fine  point,  so  that  all  the 
hairs  without  exception  may  be  united  when  they  are  moistened  by  laying  them  upon 
the  tongue,  or  drawing  them  through  the  lips.  Wlien  hairs  present  the  form  of  an 
elongated  cone  in  a  pencil,  their  point  only  can  be  used.  The  whole  difficulty  consists, 
after  the  hairs  are  cleansed,  in  arranging  them  together  so  that  all  their  points  may 
lie  in  the  same  horizontal  plane.  Wo  must  wash  the  tails  of  the  animals  whose  hairs 
are  to  be  used,  by  scouring  them  in  a  solution  of  alum  till  they  be  quite  free  from 
grease,  and  then  steeping  them  for  twenty-four  hours  in  lukewarm  water.  We  next 
squeeze  out  the  water  by  ]Dressing  them  strongly  from  the  root  to  the  tip,  in  order  to 
lay  the  hairs  as  smootli  as  possible.  They  are  to  be  combed  in  the  longitudinal  direc- 
tion, with  a  very  fine-toothed  comb,  and  finally  wrapped  up  in  fine  linen,  and  dried. 
"When  perfectly  dry,  the  hairs  are  seized  with  pincers,  cut  across  close  to  the  skin,  and 
arranged  in  separate  heaps,  according  to  their  respective  lengths. 

Each  of  these  little  heaps  is  placed  separately,  one  after  the  other,  in  small  tin  pans 
with  flat  bottoms,  with  the  tips  of  the  hair  upwards.  On  striking  the  bottom  of  tlio 
pan  slightly  upon  a  toble,  the  hairs  get  arranged  parallel  to  each  other,  and  their  deli- 
cate points  rise  more  or  loss  according  to  their  lengths.  The  longer  ones  are  to  bo 
picked  out  and  made  into  so  many  separate  parcels,  whereby  each  parcel  may  be  com- 
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posod  of  equally  long  hairs.  Tho  perfection  of  the  pencil  depends  upon  this  equality  • 
the  tupomg  point  being  produced  simply  by  the  attenuation  of  the  tips.  ^  ^ ' 
•  ■?  «f  a  thickness  corresponding  to  tho 

r  11  f -i^'- '  ^T'^ '  "'^  ^"  "tf^l^  tin  pan.  with  its  tips  indermost.  and 
s  shaken  by  striking  tho  pan  on  tho  table  as  before.  The  root  end  of  the  hairs  being 
tied  by  the  fisherman  s  or  seaman's  knot,  with  a  fine  thread,  it  is  taken  out  of  the  pan. 
aucl  then  hooped  with  stronger  thread  or  twine ;  the  knots  being  drawn  very  tight  by 
means  of  two  little  sticks.  The  disUnce  from  the  tips  at  which  these  ligatures  ari 
placed  IS  of  course  re  ative  to  tho  nature  of  the  hair,  and  the  desired  length  of  the 

^^^^      trimmed  flat  with  a  pair  of  scissors. 

JNothing  now  remains  to  be  done  but  to  mount  the  pencils  in  quill  ortin-plato  tubes, 
as  above  described.  The  quills  are  those  of  swans,  geese,  ducks.  Lapwings,  pigeons, 
or  larks,  according  to  the  size  of  the  pencil.  They  are  steeped  during  twenty-four 
Hours  m  water,  to  swell  and  soften  them,  and  to  prevant  the  chance  of  their  splitting 
when  the  hair-brush  is  pressed  into  them.  The  brush  of  hair  is  introduced  by  its  tips 
into  the  large  end  of  the  cut  quill,  having  previously  drawn  them  to  a  point  with  the 
lips,  when  it  is  pushed  forwards  with  a  wire  of  the  same  diameter,  till  it  comes  out  at 
the  other  and  narrower  end  of  the  quill. 

The  smaller  the  pencils,  the  finer  ought  the  hairs  to  be.  In  this  respect  the  manu- 
facture requires  much  delicacy  of  tact  and  experience. 

^■^^lOTIS.  The  sea  ear-shell.  A  genus  of  molluscous  animals  belonging  to  the 
class  Gasteropoda.  These  shells,  possessing  a  fine  nacre,  are  extensively  used  in  tho 
ornamentation  of  papier-mache  articles,  and  mother-of-pearl  ornaments. 

HAlilTE.    A  mineralogical  name  for  rock-salt. 

Hil.:LX.z:FXiIsrTA.    An  old  Swedish  name  still  retained  for  certain  felstones. 

See  Felspathic  Rocks. 

Hil.I.I.OYSZTE.   An  earthy  hydrated  silicate  of  alumina,  closely  related  to  clay. 

HAIiOGEir,  is  a  terni  employed  by  Berzelius  to  designate  those  substances  which 
form  compounds  of  a  saline  nature  by  their  union  with  metals ;  such  are  chlorine, 
iodine,  bromine,  fluorine,  and  cyanogen ;  the  salts  thus  formed  being  called  haloid 
salts,  from  their  resemblance  to  common  salt  (NaCl),  {S,\s,  sea  salt,  and  eifSos,  form). 
Since  the  discovery  of  the  compound  halogen.  Cyanogen,  some  chemists  have  been  led 
to  view  all  salts  as  under  the  type  of  haloid  salts  ;  assuming  in  the  different  acids 
certain  compound  halogens,  as  in  sulphuric  acid  the  halogen  (SO*),  in  nitric  acid  the 
halogen  (NO"),  &c. ;  which  in  combination  with  hydrogen  form  the  acids ;  the  different 
salts  being  formed  by  the  displacement  of  the  hydrogen  by  the  metal,  as  follows : 
sulphuric  acid  (HSO*),  sulphate  of  potash  (KSO*) ;  nitric  acid  (HNO*),  nitrate  of 
soda  (NaNO"),  &c.— H.K.B. 

HAIiOZBS.  Salts  formed  by  combination  of  a  metal  with  a  radical,  or  halogen. 
Modern  ideas  on  the  constitution  of  salts  have  greatly  tended  to  weaken  the  old  dis- 
tinction between  haloid  salts  and  oxysalts. 

HAIiOTRICKITIi.  A  hydrous  sulphate  of  alumina  and  sesquioxide  of  iron. 
See  Alum,  Featheb. 

HANDSPIKE.  A  strong  wooden  bar,  used  as  a  lever  to  move  the  windlass  and 
capstan  in  heaving  the  anchor,  or  raising  any  heavy  weights  aboard  ship.  The  handle 
is  round,  smooth,  and  somewhat  taper.  The  other  end  is  squared  to  fit  the  holes  in 
the  head  of  the  capstan  or  the  barrel  of  the  windlass. 

KASrGXM'G-'WAILSL.  In  mining,  the  upper  wall  of  an  inclined  vein ;  the  rock 
which  hangs  over  the  lode. 

KARDENIxrC  The  processes  by  which  metals  are  rendered  harder  than  they 
are  when  they  first  leave  the  hands  of  the  workman. 

Some  metals  are  hardened  by  hammering  or  rolling ;  but  care  is  required  not  to 
carry  this  too  far,  as  brittleness  may  be  induced.  Sudden  cooling  is  had  recourse  to 
with  some  metals.  Pure  hammered  iron  appears  after  annealing  to  be  equally  soft, 
whether  suddenly  or  slowly  cooled ;  some  of  the  impure  kinds  of  malleable  iron  harden 
by  immersion.  Steel,  however  receives  by  sudden  cooling  that  extreme  degree  of 
hardness  combined  with  tenacity,  which  places  it  so  incalculably  beyond  every  other 
material  for  the  manufacture  of  cutting-tools. 

In  hardening  and  tempering  steel  there  are  three  things  to  be  considered,  namely, 
tho  means  of  heating  the  objects  to, redness,  the  means  of  cooling  the  same,  and  the 
means  of  appljdng  the  heat  for  tcmperi7ig,  or  '  letting  them  down.'  _ 

Steel  pens  are  hardened  by  being  heated  in  large  quantities  in  iron  trays  within  a 
furnace,  and  then  plunged  into  a  oily  mixture  ;  generally  they  are  likewise  tempered 
in  oil,  or  a  composition,  the  boiling-point  of  which  is  the  same  as  the  temperature 
suited  to  '  letting  them  down.' 

Saws  and  springs  are  hardened  in  various  compositions  of  oil,  suet,  wax,  and  other 
ingredients,  '  which  however  lose  their  hardening  property  after  a  few  weeks'  constant 
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use.'   Steel  plates  are  hardened  occasionally  by  allowing  water  to  fall  on  them  when 

Case-hardening  is  the  process  by  which  wrought  iron  is  first  converted  exteriorly 
into  steel,  and  is  subsequently  hardened  to  that  particular  depth,  leaving  the  central 
parts  in  their  original  condition  of  soft  and  fibrous  iron.  The  principal  agents  used 
for  case-hardening  are  animal  matters,  as  the  hoofs,  horns,  bones,  and  skins  of  animals. 
The  prussiate  of  potash,  which  contains  a  compound  of  carbon  and  nitrogen,  is  also 
employed  for  case-hardening.  In  principle  its  action  is  the  same  as  that  of  the  animal 
substances.  The  iron  is  heated  in  the  open  fire  to  a  dull  red,  and  the  prussiate  is 
either  sprinkled  upon  it  or  rubbed  on  in  the  lump  ;  it  is  returned  to  the  fire  for  a  few 
minutes,  and  immersed  in  water.  In  the  volume  of  Lardner's  '  Cyclopaedia,'  on  Iron 
and  Steel,  edited  by  Eobert  Hunt,  the  subjects  of  hardening  and  tempering  are  treated 
in  a  practical  manner.    See  Ieon. 

HARDNESS.  {Durete,  Fr. ;  H'drte,  Festigkeit,  Ger.)  A  hard  body  will  scratch 
one  that  is  softer  than  itself.  This  method  of  determining  the  hardness  of  minerals 
is  employed  by  mineralogists.  A  good  steel  file  is  conunonly  used  for  trying  the  re- 
spective hardness  of  minerals. 

Mohs  introduced  a  scale  of  hardness  which  shows  the  gradual  increase  in  hardness 
through  10  minerals  : — 


1.  Talc ;  common  laminated  light  green 

variety. 

2.  Gypsum ;  crystallised  variety. 

3.  Calcite;  transparent  variety. 

4.  Flmr  spar ;  crystalline  variety. 

5.  Apatite ;  transparent  variety. 


6.  Feldspar  (orthoclase ;  white  cleav- 

able  variety). 

7.  Quartz ;  transparent. 

8.  Topaz;  ditto. 

9.  Sapphire ;  cleavable  varieties. 
10.  Diamond. 


The  following  table,  compiled  by  Dr.  Ure  for  the  early  editions  of  his  Dictionary, 
will  still  be  found  very  useful  as  representing,  relatively,  the  hardness  of  the  mineral 
named,  although  the  numbers  which  express  the  degree  of  hardness  do  not  agree  with 
the  scale  of  Mohs  : — 


Substances 

Hardness 

Sp.  grav. 

Substances 

Hardness 

Sp.  grav. 

Diamond,  from  Ormus 

20 

3-7 

Sardonyx  . 

12 

2-6 

Pink  diamond  . 

19 

3-4 

Occidental  amethyst  . 

11 

2-7 

Bluish  diamond  . 

19 

3-3 

Crystal  . 

11 

2-6 

Yellowish  diamond  . 

19 

3-3 

Carnelian  . 

11 

2-7 

Cubic  diamond  . 

18 

3-2 

Green  jasper 

11 

2-7 

Kuby. 

17 

4-2 

Eeddish-yellow  ditto . 

9 

2-6 

Pale  ruby,  from  Brazil 

16 

3-6 

Schorl 

10 

3-6 

Deep  blue  sapphire  . 

16 

3-8 

Tourmaline      .  . 

10 

3-0 

Ditto,  paler 

17 

3-8 

Quartz  , 

10 

2-7 

Topaz       .  , 

15 

4-2 

Opal .... 

10 

2-6 

Whitish  topaz  . 

14 

3-5 

Chrysolite .       .  . 

10 

3-7 

Euby  spinel 

13 

3-4 

Zeolite 

8 

21 

Bohemian  topaz  . 

11 

2-8 

Fluor 

7 

3-5 

Emerald 

12 

2-8 

Calcareous  spar . 

6 

2-7 

Garnet 

12 

4-4 

Gypsum  . 

5 

2-3 

Agate 

12 

2-6 

Chalk 

3 

2-7 

Onyx.  , 

12 

2-6 

One  of  the  most  ready  means  of  discriminating  between  different  kinds  of  precious 
stones  is  to  be  found  in  their  different  degrees  of  hardness,  coupled  with  their  specific 
gravities.  These  are  given  in  the  article  on  Gems.,  In  many  of  the  mineralogical 
articles  in  this  Dictionary,  the  letter  H  is  used  as  an  abbreviation  of  '  hardness.' 

HARDWARS.  Under  this  term  are  comprehended  the  articles  manufactured  of 
any  of  the  baser  metals.    See  these  respectively. 

HARE.   The  common  hare  {Lepus  timidus)  not  only  furnishes  an  article  of  food 
but  the  skin  is  used  as  a  fur,  and  was  formerly  employed  to  a  large  extent  in  making 
the  felt  bodies  of  hats. 

HARE  WOOD.    See  Sycamoee. 

HARICOTS.    The  seeds  of  certain  species  of  Phaseolus,  or  beans. 

HARMAXiA  REB.  A  red-colouring  matter,  obtained  from  the  seeds  of 
Peganum  Harmala,  a  plant  found  in  the  Crimea.  It  is  obtained  by  digesting  the  seed 
in  alcohol  for  some  days.    This  colouring  matter  unites  with  acids,  forming  red-salts 
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and  dyos  wool  or  silk  morokntod  -with  tho  salts  of  alumina  a  light  rose-red  or  a  deep 
Bcarlot.    Tlio  colours  aro  said  to  bo  fiij,Mtivo. 

HARIMCAXiIlTE.  An  organic  alkaloid  extracted  from  tho  seeds  of  the  Pcganum 
Harmaln.    A  baso  obtained  by  the  oxidation  of  harmalino  has  been  called  harmine. 

HASinxOTOMZ:.  A  hydrous  silicate  of  alumina  and  baryta.  This  zeolite  crys- 
tallises in  the  rhombic  system,  often  in  twins  crossing  each  other,  whence  the  common 
name  '  Cross-stono.' 

It  accompanies  load-ore  at  Strontian  in  Argyleshiro,  and  at  Andreasberg  in  the 
Hartz.    It  is  also  found,  with  other  zeolites,  in  cavities  in  amygdaloidal  rocks, 

XX/VRRXSITE.  A  variety  of  copper-glance,  with  cubic  cleavage  ;  supposed  to  be 
a  psoudimiorph  after  galena. 

H.A.RTITE.    A  hydrocarbon,  found  in  brown-coal  near  Vienna. 

HARTSHORKT,  SPIRIT  OP,  is  the  old  name  for  the  solution  of  ammonia  in 
water,  tiie  weak  Liquor  ammonia  of  the  London  Pharmacopoeia. 

HilSSOCK.  A  term  given  to  a  kind  of  sandstone  occurring  in  the  quarries  of 
Kentish  Eagstone  in  Kent.  When  of  good  quality,  it  is  employed  in  building  the 
interior  walls  of  churches.  The  following  is  an  analysis  of  hassock,  by  Dr.  Plomby, 
of  Maidstone  :  carbonate  of  lime,  53  ;  alumina,  4 ;  oxide  of  iron,  8  ;  silica,  32 ; 
small  qiumtities  of  phosphate  of  lime,  soda,  magnesia,  chlorine  and  sulphuric  acid,  3  : 
=  100. 

XXATCHETTIM'S.  One  of  the  native  hydrocarbons.  It  occurs  in  the  crevices  of 
septaria  of  clay-ironstone  from  the  coal-measures  at  EbbwVale,  in  masses  resembling 
wax.  It  is  also  found  in  Argyleshire.  According  to  Johnston  its  composition  is : 
carbon,  85'91  ;  hydrogen,  14'62  :  =  100"53.    It  is  also  known  as  mineral  tallow. 

HAT  IWAXrVFACTURE.  {L'art  de  chapelier,  Fr. ;  Hutmachcrkunst,  Ger.) 
Hat  is  the  name  of  a  covering  for  the  head  worn  by  both  sexes,  but  principally  by 
men. 

As  the  art  of  making  hats  does  not  involve  the  description  of  any  curious  machinery, 
or  any  interesting  processes,  we  shall  not  enter  into  minute  details  upon  the  sub- 
ject. It  will  be  sufficient  to  convey  to  the  reader  a  general  idea  of  the  methods 
employed  in  the  manufacture  of  beaver  and  silk  hats. 

The  materials  used  in  making  stuff  hats  are  the  furs  of  hares  and  rabbits  freed 
from  the  long  hair,  together  with  wool  and  beaver.  The  beaver  is  reserved  for  the 
finer  hats. 

The  fur  is  first  laid  upon  a  hurdle  made  of  wood  or  wire,  with  longitudinal 
openings ;  and  the  operator,  by  means  of  an  instrument  called  the  bow  (which  is  a 
piece  of  elastic  ash,  six  or  seven  feet  long,  with  a  catgut  stretched  between  its  two 
extremities,  and  made  to  vibrate  by  a  bowstick),  causes  the  vibrating  string  to  strike 
and  play  upon  the  fur,  so  as  to  scatter  the  fibres  in  all  directions,  while  the  dust  and 
filth  descend  through  the  grids  of  the  hurdle. 

After  the  fur  is  thus  driven  by  the  bow  from  one  end  of  the  hiirdle  to  the  other,  it 
forms  a  mass  called  a  bat,  which  is  only  half  the  quantity  sufficient  for  a  hat.  The 
bat  or  capade  thus  formed  is  rendered  compact  by  pressing  it  down  with  the  hardening 
sJtin  (a  piece  of  half -tanned  leather),  and  the  union  of  the  fibres  is  increased  by  cover- 
ing them  with  a  cloth,  while  the  workman  presses  them  together  repeatedly  with  his 

hands.  The  cloth  being  taken  off,  a  piece  of 
paper,  with  its  corners  doubled  in,  so  as  to  give 
it  a  triangular  outline,  is  laid  above  the  bat. 
The  opposite  edges  of  the  bat  are  then  folded 
over  the  paper,  and,  being  brought  together 
and  pressed  again  with  the  hands,  they  form 
a  conical  cap.  This  cap  is  next  laid  upon 
another  bat,  ready  hardened,  so  that  the  joined 
eges  of  the  first  bat  rest  upon  the  new  one, 
Tliis  new  bat  is  folded  over  the  other,  and  its 
edges  joined  by  pressure  as  before ;  so  that 
the  joining  of  the  first  conical  cap  is  opposite 
to  that  of  the  second.  This  compoimd  bat  is 
now  MTOught  with  the  hands  for  a  considerable 
time  upon  the  hurdle  between  folds  of  linen 
cloth,  being  occasionally  sprinkled  with  clear 
water,  till  tlie  hat  is  basoned,  or  rendered 
tolerably  firm.  ^ 
The  cap  is  now  taken  to  a  wooden  receiver, 
like  a  very  flat  mill-hopper,  consisting  of  eight  wooden  planes,  sloping  gently  to  the 
centre,  which  contains  a  kettle  filled  with  water  acidulated  with  sulphuric  acid.  The 
technical  name  of  this  vessel  is  the  battery.     It  consists  of  a  kettle  s,Jig.  1127  ;  and 
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of  the  planks,  b,  c,  -which  are  sloping  planes,  usually  eight  in  number,  one  being 
allotted  to  each  -workman.  The  half  of  each  plank  next  the  kettle  is  made  of  lead, 
the  upper  half  of  mahogany.  In  this  liquor  the  hat  is  occasionally  dipped,  and 
wrought  by  the  hands,  or  sometimes  -with  a  roller,  upon  the  sloping  planks.  It  is 
thus  fulled  or  thickened  during  four  or  five  hours ;  the  knots  or  hard  substances 
are  picked  out  by  the  -workman,  and  fresh  felt  is  added  by  means  of  a  -wet  brush  to 
those  parts  that  require  it.  The  beaver  is  applied  at  the  end  of  this  operation.  In 
the  manufacture  of  beaver  hats,  the  grounds  of  beer  are  added  to  the  liquor  in  the 
kettle. 

Stopping,  or  thickening  the  thin  spots,  seen  by  looking  through  the  body,  is  per- 
formed by  daubing  on  additional  stuff  -with  successive  applications  of  the  hot  acidulous 
liquor  from  a  brush  dipped  into  the  kettle,  until  the  body  be  sufficiently  shrunk  and 
made  uniform.  After  drying,  it  is  stiffened  -with  varnish  composition  rubbed  in  -with 
a  brush ;  the  inside  surface  being  more  copiously  imbued  -with  it  than  the  outer ; 
•while  the  brim  is  peculiarly  charged  -with  the  stiffening. 

"When  once  more  dried,  the  body  is  ready  to  be  covered,  -which  is  done  at  the  battery. 
The  first  cover  of  beaver  or  napping,  -which  has  been  previously  bowed,  is  stre-wed 
equably  over  the  body,  and  patted  on  -with  a  brush  moistened  -with  the  hot  liquor, 
until  it  gets  incorporated  ;  the  cut  ends  to-wards  the  root  being  the  points  -which 
spontaneously  intrude.  The  body  is  now  put  into  a  coarse  hair-cloth,  then  dipped 
and  rolled  in  the  hot  liquor,  until  the  root  ends  of  the  beaver  are  thoroughly  -worked 
in.  This  is  technically  called  rolling  off,  or  roughing.  A  strip  for  the  brim,  round 
the  edge  of  the  inside,  is  treated  in  the  same  -way ;  -whereby  everything  is  ready  for 
the  second  cover  (of  beaver),,  -which  is  incorporated  in  like  manner ;  the  rolling,  &c., 
being  continued  till  a  uniform,  close,  and  well-felted  hood  is  formed. 

The  hat  is  now  ready  to  receive  its  proper  shape.  For  this  purpose  the  workman 
tm-ns  up  the  edge  or  brim  to  the  depth  of  about  \\  inch,  and  then  returns  the  point 
of  the  cone  back  again  through  the  axis  of  the  cap,~so  as  to  introduce  another  inner 
fold  of  the  same  depth.  A  third  fold  is  produced  by  returning  the  point  of  the  cone, 
and  so  on  till  the  point  resembles  a  flat  circular  piece  ha-nng  a  number  of  concentric 
folds.  In  this  state  it  is  laid  upon  the  plank,  and  wetted  with  the  liquor.  The  work- 
man pulls  out  the  point  -with  his  fingers,  and  presses  it  do-wn  with  his  hand,  turning 
It  at  the  same  time  round  on  its  centre  upon  the  plank,  till  a  flat  portion,  equal  to  the 
crown  of  the  hat,  is  rubbed  out.  This  flat  crown  is  now  placed  upon  a  block,  and,  bv 
pressing  a  string  called  a  commander,  down  the  sides  of  the  block,  he  forces  the  parts 
adjacent  to  the  crown,  to  assume  a  cylindrical  figure.  The  brim  now  appears  like  a 
puckered  appendage  round  the  cylindrical  cone  ;  but  the  proper  figure  is  next  given 
to  It,  by  -working  and  rubbing  it.  The  body  is  rendered  waterproof  and  stiff  by  being 
imbued  with  a  varnish  composed  of  shellac,  sandarach,  mastic,  and  other  resins  dis- 
solved in  alcohol  or  naphtha. 

The  hat  being  dried,  its  nap  is  raised  or  loosened  with  a  wire  brush  or  card,  and 
sometimes  it  is  previously  pounced  or  rubbed  with  pumice,  to  take  off  the  coarser 
parts,  and  afterwards  rubbed  over  with  seal-skin.  The  hat  is  now  tied  with  pack- 
thread  upon  its  block,  and  is  afterwards  dyed. 

The  dyed  hats  are  now  removed  to  the  stiffening  shop.  Beer-grounds  are  next 
applied  on  the  mside  of  the  crown,  for  the  purpose  of  preventing  the  glue  from 
coming  through  ;  and  when  the  beer-grounds  are  dried,  glue  (gum  Senegal  is  some- 
times used),  a  little  thinner  than  that  used  by  carpenters,  is  laid  with  a  brush  on  the 
mside  of  the  crown,  and  the  lower  surface  of  the  brim. 

The  hat  is_  then  softened  by  exposure  to  steam,  on  the  steaming-basin,  and  is 
brushed  and  ironed  till  it  receives  the  proper  gloss.  It  is  lastly  cut  round  at  the 
brim  by  a  knife  fixed  at  the  end  of  a  gauge,  which  rests  against  the  crown.  The 
brim,  however,  IS  not  cut  entirely  through,  but  is  torn  off  so  as  to  leave  an  edginff 
of  beaver  round  the  external  rim  of  the  hat.  The  crown  being  tied  up  in  a  eauze 
bmdTng   ^        ^        ^^'^^^'^  ^^^^^  ^^^'^  operations  of  lining  and 

The  furs  and  wools  of  which  hate  are  manufactured  contain  in  their  early  stage  of 
preparation,  hemps  and  hairs,  which  must  be  removed  in  order  to  produce  a  material 
tor  the  better  description  of  hats.  This  separation  is  effected  by  a  sort  of  winnowinr* 
machine,  which  wafts  away  the  finer  and  lighter  parts  of  the  furs  and  wools  from  the 


_  The  annexed  figures  represent  Mr.  Ollerenshaw's  machine,  generally  emtilovod  fn,< 
|romng  hats.   Mg  1128  is  the  framework  or  sUndard  tipon  whicKv rtheL 
lathes  are  mounted,  as  a,  n,  c.    The  lathe  a  is  intended  to  be  employed 
crown  of  the  hat  is  to  be  ironed.    The  lathe  b,  when  the  flat  top,  and  Te  to  s  5« 
of  the  brim  is  ironed,  and  lathe  c,  when  its  under  side  is  ironed -  motion  l.n?l  • 
toth^e^wholobymoansof  a  band  passing  from  any  first  ^Li;^::^^^^,^;^^ 
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■water-whool,  &c.)  to  tho  drum  on  tho  main-shaft  a  a.  From  this  drum  a  strap 
passes  over  tlio  rigger  h,  which  actuates  tho  axle  of  tho  latho  a.    On  to  this  lathe 

1180  1131 


B  sort  of  chuck  is  screwed,  and  to  the  chuck  the  block  o  is  made  fast  by  screws, 
bolts,  or  pins.    This  block  is  represented  in  section,  in  order  to  show  the  manner 
in  which  it  is  made,  of  several  pieces  held  fast  by  the  centre  wedge-piece,  as  seen 
.  at  fig.  1129. 

The  hat-block  being  made  to  turn  round  with  the  chuck,  at  the  rate  of  about  twenty 
turns  per  minute,  but  in  the  opposite  direction  to  the  revolution  of  an  ordinary  turning 
lathe,  the  workman  applies  his  hot  iron  to  the  surface  of  the  hat,  and  thereby  smooths 
it,  giving  a  beautiful  glossy  appearance  to  tlie  beaver ;  he  then  applies  a  plush  cushion, 
and  rubs  round  the  surface  of  the  hat  while  it  is  still  revolving.  The  hat,  with  its 
block,  is  now  removed  to  the  lathe  b,  where  it  is  placed  upon  the  chuck  d,  and  made  to 
turn  in  a  horizontal  direction,  at  the  rate  of  about  twenty  revolutions  per  minute,  for 
the  purpose  of  ironing  the  flat  top  of  the  crown.  This  lathe  b  moves  upon  an  upright 
shaft  c,  and  is  actuated  by  a  twisted  band  passing  from  the  main-shaft  round  the 
rigger  /.  In  order  to  iron  the  upper  siu-face  of  the  brim,  the  block  c  is  removed  from 
the  lathe,  and  taken  out  of  the  hat,  when  the  block, 1130,  is  mounted  upon  the 
chuck  d,  and  made  to  turn  under  the  hand  of  the  workman,  as  before. 

The  hat  is  now  to  be  removed  to  the  lathe  c,  where  it  is  introduced  in  an  inverted 
position,  between  the  arms  g  g  supporting  the  rim  h  h,  the  top  surface  of  which  is 
shown  at  fig.  1131.  The  spindle  i  of  the  lathe  turns  by  similar  means  to  the  last, 
but  slower  :  only  ten  turns  per  minute  will  be  sufficient.  The  workman  now  smooths 
the  under  side  of  the  brim,  by  drawing  the  iron  across  it,  that  is,  from  the  centre 
outwards.  The  hat  is  then  carefully  examined,  and  all  the  burs  and  coarse  hairs 
picked  out,  after  which  the  smoothing  process  is  performed  as  before,  and  the 
dressing  of  the  hat  is  complete.  This  description  of  the  manufacture  of  the  beaver 
hat  has  been  retained,  though  it  is  now  but  little  practised,  the  silk  hat  having  taken 
its  place. 

Silk  hats,  for  several  years  after  they  were  mauuliictured,  were  liable  to  two  objec- 
tions :  first,  the  body  or  shell  over  which  the  silk  covering  is  laid,  was,  from  its 
hardness,  apt  to  hurt  the  head  ;  second,  the  edge  of  tho  crown  being  much  exposed 
to  blows,  the  silk  nap  soon  got  abraded,  so  as  to  lay  bare  the  cotton  foundation,  which 
is  not  capable  of  taking  so  fine  a  black  dye  as  the  silk  ;  whence  the  hat  assumed  a 
shabby  appearance.  Messrs.  Mayhew  &  White,  of  London,  proposed  to  remedy  these 
defects,  by  making  the  hat-body  of  stuff  or  wool,  and  relieving  the  stiffness  of  tho 
inner  part  round  the  brim,  by  attaching  a  coating  of  beaver  upon  the  under  side  of 
the  brim,  so  as  to  render  the  hat  pliable.  Eouiid  the  edge  of  the  tip  or  crown,  a 
quantity  of  what  is  called  stop-wool  is  to  be  attached  by  the  ordinary  opor.ation  of 
bowing,  which  will  render  the  edge  soft  and  elastic.  Tho  hat  is  to  be  afterwards  dyed 
of  a  good  black  colour,  both  outside  and  inside ;  and  being  then  properly  stiffened 
and  blocked,  is  ready  for  the  covering  of  silk.  , 

The  plush  employed  for  covering  silk  hats  is  a  raised  nap  or  pile  woven  usually 
upon  a  cotton  foundation  ;  and  the  cotton,  being  incapable  of  rocomng  the  same 
brilliant  black  dye  as  the  silk,  renders  the  hat  apt  to  turn  brown  whenever  the  silk 
Dap  is  partially  worn  off.    To  counteract  this  evil,  the  foundation  of  tho  plush  is  now 
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frequently  made  entirely  of  silk.  To  these  two  improvements,  now  pretty  generally 
introduced,  the  present  excellence  of  the  silk  hats  may  be  ascribed. 

Fig.  1132  is  a  side  view  of  the  carding-engine,  employed  in  preparing  the  silk  for 
hats,  with  a  horizontal  plan  or  view  of  the  lower  part  of  the  carding-machine,  showing 
the  operative  parts  of  the  winding-apparatus,  as  connected  to  the  carding-engine.  The 
doffer-cylinder  is  covered  with  fillets  of  wire-cards,  such  as  are  usually  employed  in 
carding-engines,  and  these  fillets  are  divided  into  two,  three,  or  more  spaces,  extending 
round  the  periphery  of  the  cylinder,  the  object  of  which  division  is  to  separate  the 
sliver  into  two,  three,  or  more  breadths,  which  are  to  be  conducted  to  and  wound 
upon  distinct  blocks,  for  making  so  many  separate  hats  or  caps. 

The  principal  cylinder  of  the  carding-engine  is  made  to  revolve  by  a  rigger  upon  its 
axle,  actuated  by  a  band  from  any  first  mover  as  usual,  and  the  subordinate  rollers  or 
cylinders  belonging  to  the  carding-engine,  are  all  turned  by  pulleys,  and  bands,  and 
gear,  as  in  the  ordinary  construction. 

The  wool  or  other  material  is  supplied  to  the  feeding-cloth,  and  carried  through  the 
engine  to  the  doffer-cylinder,  as  in  other  carding-engines ;  the  doffer-comb  is  actuated 
by  a  revolving  crank  in  the  common  way,  and  by  means  of  it  the  slivers  are  taken 
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ftom  the  doffer-cylinder,  and  thence  received  on  to  the  surfaces  of  the  blocks  c  e 
Ihese  blocks,  of  which  two  only  are  shown  to  prevent  confusion,  are  mounted  upon 
axles,  supported  by  suiteble  bearings,  in  a  carriage  //,  and  are  made  to  revolve  by 
means  of  a  band  g  g,  leading  from  a  pulley  on  the  axle  of  a  conical  drum  beneath. 
I  he  band  g  passes  over  a  pulley  h,  affixed  to  the  axle  of  one  of  the  blocks,  while 
another  pulley  t,  upon  the  same  axle,  gives  motion,  by  means  of  a  band,  to  as  many 
other  blocks  as  are  adapted  to  the  machine. 

As  it  is  necessary  in  winding  the  slivers  on  to  the  blocks,  to  cross  them  in  different 
airections,  and  also  to  pass  the  sliver  over  the  hemispherical  ends  of  the  blocks  in 
order  that  the  wool  or  other  material  may  be  uniformly  spread  over  the  surface  in 
forming  the  cap  or  hood  for  the  shell  or  foundation  of  the  intended  hat,  the  carriage 
eadl  end  ^         traverse  to  and  fro  in  lateral  directions  upon  rollers  at 

fi,  '?^ternating  motion  of  the  carriage  is  caused  by  a  horizontal  lever  1 1  (seon  in 
SKotT^tl^  ""^'^  ^''"'^S  xn^on  a  fulcrum-pin  at  m,  which  LTeJ  is 

attached  to  the  cai-riage  at  one  extremity  n,  and  at  the  other  end  lias  a  weighted  cord 
which  draws  the  side  of  this  lever  against  a  cam-wheel  o.    This  can?  s  mTde  to 
revolve  by  means  of  a  band  and  pulley,  which  turns  the  shaft  and  endlSs  saew 
*  3  K  2 
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and  this  ondloss  scrow,  taking  into  a  toothed  wheol  r,  on  the  axlo  of  the  cam  6, 
causes  the  cam  to  revolve,  the  periphery  of  -which  cam  running  against  a  friction- 
roller  on  the  side  of  tlie  lover  I,  causes  the  lover  to  vibrato,  and  the  carritige  //, 
attached  to  it,  to  traverse  to  and  fro  tipon  the  supporting-rollers,  as  described'.  By 
those  means  tho  slivers  are  laid  in  oblique  directions  (varying  as  the  carriage  traverses) 
over  tho  surface  of  the  blocks. 

Tho  blocks  being  conically  formed,  or  of  other  irregular  figures,  it  is  necessary  in 
order  to  wind  tho  slivers  with  uniform  tension  to  vary  their  speed  according  to  tho 
diameter  of  that  part  of  the  block  which  is  receiving  the  sliver.  This  is  effected  by 
giving  different  velocities  to  the  pulley  on  the  axle  of  the  conical  drum  s,  corre- 
sponding with  e.  There  is  a  similar  conical  drum  t,  placed  in  a  reverse  position  in 
the  lower  part  of  the  frame,  which  is  actuated  by  a  band  from  any  convenient  part  of 
the  machine  passing  over  a  pulley  u,  upon  the  axlo  of  t.  From  the  drum  t,  to  the 
drum  s,  there  is  a  band  v,  which  is  made  to  slide  along  the  drums  by  the  guidance  of 
two  rollers  at  the  end  of  the  lever  I. 

It  will  now  be  seen  that  when  the  larger  diameter  of  the  cam-wheel  o  forces  the 
lever  outwards,  the  band  v  will  be  guided  on  the  smaller  pa!rt  of  the  conical  drum  t, 
and  the  larger  part  of  s,  consequently  the  drum  s  will  at  this  time  receive  its  slowest 
motion,  and  tlie  band  (/  will  turn  the  blocks  slower  also  ;  the  reverse  end  of  the  lever 
I,  having  by  the  same  movement  slidden  the  carriage  into  that  position  which  causes 
the  slivers  to  wind  upon  the  large  diameter  of  the  blocks. 

When  the  smaller  diameter  of  the  cam  is  acting  against  the  side  of  the  lever,  the 
weighted  cord  draws  the  end  of  the  lever  to  the  opposite  side,  and  the  band  v  will  be 
guided  on  to  the  larger  part  of  the  cone  t,  and  the  smaller  part  of  the  cone  s ;  conse- 
quently, the  quicker  movement  of  the  band  ff,  will  now  cause  the  blocks  e  c  to  revolve 
with  a  corresponding  speed.  The  carriage  /  will  also  be  moved  upon  its  rollers  to 
the  reverse  teide,  and  the  sliver  of  wool  or  other  material  be  now  wound  upon  the 
smaller  parts  and  ends  of  the  blocks,  at  which  time  the  quicker  rotation  of  the  blocks 
is  required.  It  may  be  here  observed,  that  the  cam-wheel  o  should  be  differently 
formed  according  to  the  different  shaped  blocks  employed,  so  as  to  produce  the  requi- 
site movements  of  the  lever  and  carriage  suited  thereto. 

It  only  remains  to  state  that  there  are  two  heavy  conical  rollers,  w  w,  bearing  upon 
the  periplieries  of  the  blocks  e  e,  which  turn  loosely  upon  their  axles.by  the  friction 
of  contact,  for  the  purpose  of  pressing  the  slivers  of  wool  or  other  material  on  the 
blocks  as  it  comes  from  the  doffer-cylinder  of  the  carding-engine,  and  when  the  blocks 
have  been  coated  with  a  sufficient  quantity  of  the  sliver,  the  smaller  end  of  the 
pressing-rollets  is  to  be  raised,  while  the  cap  is  -svithdrawn  from  the  block.  The 
process  being  continued  as  before,  the  formations  of  other  bodies  or  caps  is  effected  in 
the  manner  above  described. 

After  the  caps  or  bodies  of  hats,  &c.,  are  formed  in  the  above  described  machine, 
they  are  folded  in  wet  cloths,  and  placed  upon  heated  plates,  where  they  are  rolled 
under  pressure,  for  the  purpose  of  being  hardened.  Fig.  1133  represents  the  front  of 
three  furnaces  a  a  a,  the  tops  of  which  are  covered  with  iron  plates  b  b  h.  Upon  these 
plates,  which  are  heated  by  the  furnace  below,  or  by  steam,  the  bodies  wrapped  in 
the  wet  cloths  c  c  c,  are  placed,  and  pressed  upon  by  the  flaps  or  covers  d  d  d,  sliding 
upon  guide-rods,:  to  which  flaps  a  traversing  motion  is  given,  by  means  of  chains 
attached  to  an  alternating  bar  e  e.  This  bar  is  moved  by  a  rotary  crank  which  has 
its  motion  by  pulleys  from  any  actuating  power.  When  any  one  of  the  flaps  is  turned 
up  to  remove  the  bodies  from  beneath,  the  chains  hang  loosely,  and  the  flap  remains 
stationary.        '  . 

These  caps  or  hat-bodies,  after  having  been  hardened  in  the  manner  above  de- 
scribed, may  be  felted  in  the  usual  way  by  hand,  or  they  are  felted  in  a  fulling-mill 
by  the  usual  process  employed  for  milling  cloths,  except  tliat  the  hat-bodies  are 
occasionally  taken  out  of  the  fulling-mill,  and  passed  between  rollers,  for  the  purpose 
of  rendering  the  felt  more  perfect. 

Mr.  Carey,  of  Basford,  obtained  a  patent  in  October  1834  for  an  invention  of  certain 
machinery  to  be  employed  in  the  manufacture  of  hats,  which  is  ingenious,  and  seems 
to  be  worthy  of  notice  in  this  place.  It  consists  in  the  adaptation  of  a  system  of 
rollers,  forming  a  machine,  by  means  of  which  the  operation  of  roughing  or  plaiting 
of  hats,  may  he  performed  ;  that  is,  the  beaver  or  other  fur  may  be  made  to  attach 
itself,  and  work  into  the  felt  or  hat-body,  without  the  necessity  of  the  ordinary  manual, 

operations.  ,  i   •       j.  i 

,  The  accompanying  drawings  represent  the  machine  in  several  views,  for  the  purpose 
of  showing  the  construction  of  all  its  parts.  Fig.  1134  is  a  front  elevation  of  the 
machine  ;  fig.  1135  is  a  side  elevation  of  the  same  ;  fig.  1136  is  a  longitudinal  section 
pf  the  machine  ;  and  fig,  1137  is  a  transverse  section  :  the  similar  letters  indicatmg 
the  same  parts  in  all  the  figures. 
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Upon  a  brick  or  other  suitable  base,  a  furnace  or  fireplace  a,  is  made,  having  a ' 
descending  flue  b,  for  the  purpose  of  carrying  away  the  smoke.  A  pan_  or  shallow 
vessel  c  c,  formed  of  load,  is  placed  over  the  furnace ;  which  vessel  is  intended  to 
contain  a  sour  liquor,  as  a  solution  of  vitriolic  acid  and  water.  On  the  edge  of  this 
pan  is  erected  a  wooden  casing  d  d  d,  which  encloses  three  sides,  leaving  the  fourth 
open  for  the  purpose  of  obtaining  access  to  the  working  apparatus  within._  A  series 
of  what  may  be  termed  lantern-rollers,  e  e  e,  is  mounted  on  axles  turning  in  the 
.  side  casings  ;  and  another  series  of  similar  lantern-rollers,  ///,  is  in  like  manne? 
piounted  above.  These  lantern-rollers  are  made  to  revolve  by  means  of  bevel  pinions, 
fixed  on  the  ends  of  their 

axles,  which  are  turned  by  H''*  ^^-^^ 

similar  bevel-wheels  on  the 
lateral  shafts,  g  and  h,  driven 
by  a  winch,  i,  and  gear,  as 
shown  in  figs.  1135  and  1136. 

Having  prepared  the  bodies 
of  the  hats,  and  laid  upon 
their  surfaces  the  usual  coat- 
ings of  beaver,  or  other  fiu", 
when  so  prepared  they  are  to 
be  placed  between  hair-cloths, 
and  these  hair-cloths  folded 
within  a  canvas  or  other  suit- 
able wrapper.  Three  or  more 
hats  being  thus  enclosed  in 
each  wrapper,  the '  packages 
are  severally  put  into  bags  or 
pockets  in  an  endless  band  of' 
sackcloth,  or  other  suitable 
material ;  which  endless  band 
is  extended  over  the  lantern- 
rollers  in  the  machine. 

In  the  first  instance,  for  the 
purpose  of  merely  attaching 
the  furs  to  the  felts  (which 
is  called  slicking,  when  per- 
formed by  hand),  Mr.  Carey 
prefers  to  pass  the  endless 
band  k  k  Jc,  with  the  covered 
hat-bodies,  over  the  upper 
series  ///,  of  the  lantern- 
rollers,  in  order  to  avoid  the 
inconvenience  of  disturbing 
the  fur,  which  might  occur 
from  subjecting  them  to  im- 
mersion in  the  solution  con- 
tained in  the  pan,  before  the 
fur  had  become  attached  to 
the  bodies. 

.  After  this  operation  of 
slicking  has  been  effected,  he 
distends  the  endless  band, 
over  the  lower  series  of 
lantern -rollers  eee,  and  round 
a  carrier-roller  I,  as  shown  in 
fig.  1137;  and,  having  with- 
drawn the  hat-bodies  for  the 
purpose  of  examining  them,  and  changing  their  folds,  he  packs  them  again  in  a 
similar  way  in  flannel,  or  other  suitable  cloths,  and  introduces  them  into  the  pockety 
or  bags,  of  the  endless  bands,  as  before. 

On  putting  the  machine  in  rotatory  motion  in  the  way  described,  the  hats  will  ba 
carried  along  tliroughthe  apparatus,  and  subjected  to  the  scalding  solution  in  the  pan, 
as  also  to  the  pressure,  and  to  a  tortuous  action  between  the  ribs  of  the  lantern-rollers' 
as  thoy- revolve,  which  will  cause  the  ends  of  the  fur  to  work  into  the  felted  bodies  of 
the_  hats,  and  by  that  means  permanently  to  attach  the  nap  to  the  body  :  an  operation 
.which  when  performed  by  hand,  is  called  rolling-off. 

A  varnish  made  by  dissolving  shellac,  mastic,  sandarac,  and  other  resins  in  alcohol. 
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or  tho  napbtha  of  wootl-vinogar,  is  gonorally  omx^loyed  as  the  Btiffening  and  water- 
proof ingredient  of  bat-bodios.  A  bolution  of  caoutcbouc  is  often  applied  to  whale- 
bone and  liorsobair  bat-bodios. 

Tbo  following  recipe  bas  been  prescribed  as  a  good  composition  for  stifFoning  hats  : 
4  parts  of  sboUac;  1  part  of  mastic;  i  part  of  turpentine;  dissolved  in  6  parts  of 
alcohol,  by  agitation  and  subsequent  rep'ose,  without  the  aid  of  beat.  This  stiflfening- 
yarnisli  should  bo  applied  quickly  to  the  body  or  foundation  with  a  soft  oblong  brush, 
in  a  dry  and  rather  warm  worksliop ;  the  hat  being  previously  fitted  with  its  inside 
turned  outwards  upon  a  block.  The  body  must  be  immediately  afterwards  taken  off, 
to  prevent  adhesion. 

Another  method  of  proceeding  is,  first  to  dissolve  the  gums  by  agitation  in  twice 
the  duo  quantity  of  spirits,  whether  of  wood  or  wine,  and  then,  after  complete  solu- 
tion, draw  off  one  half  the  spirit  in  a  still,  so  as  to  bring  the  stiffening  to  a  proper 
consistency.  No  sediment  subsequently  appears  on  diluting  this  solution,  however 
much  it  may  bo  done. 

Both  the  spirit  and  alkali  stiffonings  for  bats  made  by  the  following  two  recipes, 
have  been  tried  by  some  of  the  first  houses  in  the  trade,  and  have  been  mucli  ap- 
proved of : — 

Spirit-Stiffening. 

7  lbs.  of  orange  shellac. 

2  lbs.  of  gum  sandarac 

4  oz.  of  gum  mastic. 

^  lb.  of  amber  resin, 

1  pint  of  solution  of  copal. 

1  gallon  of  spirit  of  wine  or  wood-naphtha. 

The  shellac,  sandarac,  mastic,  resin,  are  dissolved  in  tho  spirit,  and  the  solution  of 
copal  is  added  last. 

AlMli- Stiffening. 

7  lbs.  of  common  block  shellac. 

1  lb.  of  amber  resin. 

4  oz.  of  gum  thus, 

4  oz.  of  gum  mastic. 

6  oz.  of  borax. 

J  pint  of  solution  of  copal. 

The  borax  is  first  dissolved  in  a  little  warm  water  (say  1  gallon) ;  this  alkaline 
liquor  is  now  put  into  a  copper  pan  (heated  by  steam),  together  with  the  shellac,  resin, 
thus,  and  mastic,  and  allowed  to  boil  for  some  time,  more  warm  water  being  added 
occasionally  until  it  is  of  a  proper  consistence. 

Hat-Byeing. — The  ordinary  bath  for  dyeing  hats  employed  by  the  London  manu- 
facturers consists,  for  12  dozen,  of — 

144  lbs.  of  logwood. 
12  lbs.  of  green  sulphate  of  iron,  or  copperas, 
7J  lbs.  of  verdigris. 

The  copper  is  usually  made  of  a  semi-cylindrical  shape,  and  should  be  surrounded 
with  an  iron  jacket  or  case,  into  which  steam  may  be  admitted,  so  as  to  raise  the  tem- 
perature of  the  interior  bath  to  190°  F.,  but  no  higher,  otherwise  the  heat  is  apt  to 
affect  tlie  stiffening  varnish,  called  the  gum,  with  which  the  body  of  the  bat  has  been 
imbued.  The  logwood  having  boon  introduced  and  digested  for  some  time,  the 
copperas  and  verdigris  are  added  in  successive  quantities,  and  the  above  proportions, 
along  with  every  successive  two  or  three  dozens  of  hats,  suspended  upon  the  dipping- 
machine.  Each  set  of  hats,  after  being  exposed  to  the  bath  with  occasional  airings 
during  40  minutes,  is  taken  off  the  pegs,  and  laid  out  upon  the  ground  to  be  more 
completely  blackened  by  the  peroxidation  of  the  iron  with  the  atmospheric  oxygen. 
In  3  or  4  hours  the  dyeing  is  completed.   When  fully  dyed,  the  hats  are  well  washed 

in  running  water.  .  j  ,  v. 

Mr.  Buffum  states  that  there  are  four  principal  objects  accomphshed  by  his  patent 

invention  for  dyeing  hats  : — 

1.  In  the  operation ; 

2.  Tho  production  of  a  better  colour ; 

3.  The  prevention  of  any  of  tho  damages  to  which  hats  are  bablo  in  tho  dyeing; 

4.  The  accomplishment  of  tho  dyeing  process  in  a  much  shorter  time  than  by  the 
usual  methods,  and  consequently  lessoning  tho  injurious  effects  of  tho  dye-bath  upon 
tho  texture  of  tho  hat. 
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Fig.  1138  shows  one  method  of  constructing  the  apparatus,  a  fl  is  a  semi-cylindrical 
shaped  copper  vessel,  with  flat  ends,  in  -which  the  dyeing  process  is  carried  on.  b  b  b 
is  a  wheel  with  several  circular  rims  moimted  upon  arms,  which  revolve  upon  an  axle 
c.  In  the  face  of  these  rims  a  number  of  pegs  or  blocks  are  set  at  nearly  equal  dis- 
tances apart,  upon  each  of  which  pegs  or  blocks  it  is  intended  to  place  a  hat,  and  as 
the  wheel  revolves,  to  pass  it  into  and  out  of  the  dyeing  liquor  in  the  vat  or  copper. 
This  wheel  may  be  kept  revolving  with  a  very  slow  motion,  either  by  gear  connecting 
its  axle,  c,  with  any  moving  power,  or  it  may  be  turned  round  by  hand,  at  intervals  of 
ten  minutes  ;  whereby  the  hats  hung  upon  the  pegs  will  be  alternately  immersed  for 
the  space  of  ten  minutes  in  the  dyeing  liquor,  and  then  for  the  same  space  exposed  to 
the  atmospheric  air.   In  this  way,  the  process  of  dyeing,  it  is  supposed,  may  be  greatly 
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facilitated  and  improved,  as  the  occasional  transition  from  the  dye-vat  into  the  air, 
and  from  the  air  again  into  the  bath,  will  enable  the  oxygen  of  the  atmosphere  to 
strike  the  dye  more  perfectly  and  expeditiously  into  the  materials  of  which  the  hat 
is  composed,  than  by  a  continued  immersion  in  the  bath  for  a  much  longer  time. 

A  variation  in  the  mode  of  performing  this  process  is  suggested,  and  the  apparatus 
fig.  1 139  is  proposed  to  be  employed,  a  a  is  a  square  vat  or  vessel  containing  the  dye- 
ing liquor ;  bb  is  a  frame  or  rack  having  a  number  of  pegs  placed  in  it  for  hanging 
the  hats  upon  which  are  about  to  be  dyed,  in  a  manner  similar  to  the  wheel  above 
described.    This  frame  or  rack 

is  suspended  by  cords  from  a  11^:2  1140  1141 

crane,  and  may  in  that  way  be 
lowered  down  with  the  hats  into 
the  vat,  or  drawn  up  and  ex- 
posed in  the  air ;  changes  which 
may  be  made  every  10  or  20 
minutes, 

Mr.  William  Hodge's  patent 
improvements  in  hat -dyeing, 
partly  founded  upon  an  inven- 
tion of  Mr.  Bowler,  consist,  first, 
in  causing  every  alternate  frame 
to  which  the  suspenders  or 
blocks  are  to  be  attached,  to 
slide  in  and  out  of  grooves,  for 
the  purpose  of  more  easily  re- 
moving the  said  suspenders 
when  required.  Fig.  1140  re- 
presents the  improved  dyeing 
frame,  consisting  of  two  circular 
rims,  a  a,  which  are  connected 
together  at  top  and  bottom,  by 
throe  fixed  perpendicular  bars 
on  the  frame-work  b  b  b.  Two 

other  perpendicular  frames,  c  c,  

similar  to  the  former,  slide  in  grooves,  d  d  d  d,  fixed  to  the  upper  and  lower  rims 

r/?oST?n  r/°t^"''^'r°^''  jrV^°'"  ^^"^'-^J^'^e  the  frames 

0  c,  to  snae  in  and  out  more  freely.   The  suspenders  6r  substitutes  fo?  blocks,  by 


792 


HAT  MANUFACTURE 


these  moans,  may  bo  more  easily  got  at  by  drawing  out  the  frames  o  o,  about  half 
way,  wlien  the  suspondors,  which  are  attivchod  to  the  frames  witli  the  hats  upon  tlicm 
may  bo  easily  reached,  and  either  removed  or  altered  in  position;  and  when  it  is 
done  on  one  side,  the  sliding-framo  may  bo  brought  out  on  the  other,  and  the  remaia- 
ing  quantity  of  '  suspenders  '  undergo  the  sumo  operation. 

The  patentee  remarks,  that  it  is  well  known  to  all  liat  dyers,  that  after  the  hats 
have  been  in  the  dyeing  liquor  some  time,  they  ought  to  be  taken  out  and  exposed 
to  the  action  of  the  atmospheric  air,  when  they  are  again  immersed  in  the  copper,  that 
.part  of  the  hat  which  was  uppermost  in  the  first  immersion  being  placed  downwards 
in  the  second.  This  is  done  for  the  purpose  of  obtaining  an  uniform  and  regular  dye. 
The  patentee's  mode  of  carrying  this  operation  into  effect  is  shown  in  the  figure  :  e  e 
are  pivots  for  the  dyeing-frame  to  turn  upon,  which  is  supported  by  the  arms/,  from 
a  crane  above.  The  whole  apparatus  may  be  raised  up  or  lowered  into  the  copper  by 
means  of  the  crane  or  other  mechanism.  When  the  dyeing-frame  is  raised  out  of  the 
copper,  the  whole  of  the  suspenders  or  blocks  are  reversed,  by  turning  the  apparatus 
over  upon  the  pivots  e  e,  and  thus  the  whole  surfaces  of  the  hats  are  equally  acted 
upon  by  the  dyeing  material. 

It  should  bo  observed,  that  when  the  dyeing-frame  is  raised  up  out  of  the  copper, 
it  should  be  tilted  on  one  side,  so  as  to  make  all  the  liquor  run  out  of  the  hats,  as  also 
to  cause  the  rims  of  the  hats  to  hang  down,  and  not  stick  to  the  body  of  the  hat,  or 
leave  a  bad  place  or  uneven  dye  upon  it.  The  second  improvement  described  by  the 
patentee,  is  the  construction  of  '  suspenders,'  to  be  substituted  instead  of  the  ordinary 
blocks. 

These  '  suspenders '  are  composed  of  thin  plates  of  copper,  bent  into  the  required 
form,  that  is,  nearly  resembling  that  of  a  hat-block,  and  made  in  such  a  manner  as 
to  be  capable  of  contraction  and  expansion  to  suit  different  sized  hats,  and  keep  them 
distended,  which  may  be  altered  by  the  workman  at  pleasure,  when  it  is  required  to 
place  the  hats  upon  them,  or  remove  them  therefrom.  The  dyeing-frame  at  Jig.  1140, 
is  shown  with  only  two  of  these  '  suspenders,'  in  order  to  prevent  confusion.  One 
of  these  suspenders  is  represented  detached  at  Jig.  1141,  which  exhibits  a  side  view; 
and  Jig,  1 142,  a  front  view  of  the  same.  It  will  be  seen  by  reference  to  the  figure,  that 
the  suspenders  consist  of  two  distinct  parts,  which  may  be  enlarged  or  collapsed  by  a 
variety  of  means,  and  which  means  may  be  suggested  by  any  competent  mechanic. 
The  two  xDarts  of  the  suspenders  are  proposed  to  be  connected  together  by  arms  g  g, 
and  at  the  junction  of  these  arms  a  key  is  connected  for  turning  them  round  when 
required.  It  will  be  seen  on  reference  to  the  front  \\&vf,Jig.  1 142,  that  the '  suspenders ' 
or  substitutes  for  blocks  are  open  at  the  top  or  crown-part  of  the  hat ;  this  is  for  the 
purpose  of  allowing  the  dyeing  liquor  to  penetrate. 


Hats  or  Bonnets  imported. 


1871 

1872 

£ 

lbs. 

£ 

Straw  : 

From  Belgium  .... 
„    France  .... 
,,    Italy  .... 
,,    Philippine  Islands  . 
„     E^t  .... 
„     China       .       •       .  . 
,,    Ecuador  .... 
„     Straits  Settlements  . 
„     Other  countries 

41,466 
30,177 
34,286 

4,623 

2',310 

1,506 
23,966 

27,163 
12,150 
15,697 

3,515 

2,180 
3,301 
8,813 

50,035 
94,711 
6,226 
3,411 

8,954 
1,907 
1,136 
29,197 

12,138 
28,670 
2,966 
3,357 

1,797 
2,966 
2,275 
11,481 

138,334 

72,819 

195,577 

65,650 

Felt: 

From  Belgium  .... 
„     France  .... 
„     Other  countries  . 

No. 

51,539 
99,465 
21,433 

10,770 
20,798 
4,055 

No. 

23,096 
124,943 
24,685 

4,966 
24,787 
3,432 

172,437 

35,623 

172,724 

33,185 

Otiier  materials : 
.  From  all  countries     .      «  . 

11,489 

2,378 

18,376 

6,540 

HEAT 


79.3 


'  From  the  miiture  of  copperas  and  verdigris  employed  in  the  hat-dye,  a  vast  quan- 
tity of  an  ochreous  muddy  precipitate  results,  amounting  to  no  less  than  25  per  cent, 
of  the  weight  of  the  copperas.  This  iron  mud  forms  a  deposit  upon  the  hats,  which 
not  only  corrodes  the  fine  filaments  of  the  beaver,  bu  causes  both  them  and  the  felt- 
stuff  to  turn  speedily  of  a  rusty  brown.  There  is  no  process  in  the  whole  circle  of  our 
manufactures  so  barbarous  as  that  of  dyeing  stuff  hats.  No  ray  of  chemical  science 
seems  hitherto  to  have  penetrated  the  dark  recesses  of  their  dye-shops.  Some  hatters 
have  tried  to  remove  this  corrosive  brown  ochre  by  a  bath  of  dilute  sulphmic  acid,  and 
then  counteract  the  evil  effect  of  the  acid  upon  the  black  dye  by  an  alkaline  bath ;  but 
with  a  most  unhappy  effect.  Hats  so  treated  are  most  deceptive  and  unprofitable  ; 
as  they  turn  of  a  dirty  brown  hue  when  exposed  for  a  few  weeks  to  sunshine  and  air. 

HAT7ERZTE.  A  bisulphide  of  manganese,  occurring  at  Kalinka  in  Hungary.  It 
is  named  after  the  eminent  Austrian  geologist.  Von  Haiier. 

KAVSMASriO'ITB.    Native  proto-peroxide  of  manganese.    See  Manganese. 

HAirYXTE,  A  mineral  occurring  in  blue  or  green  crystals  and  crystalline  masses, 
belonging  to  the  cubic  system,  and  presenting  a  complex  constitution ;  they  consist  of 
a  silicate  of  alumina,  lime,  soda,  and  potash,  with  sulphate  of  lime. 

KAWTHORIir.  {Epine  blanche,  Fr. ;  Weissdorn,  Ger.)  Cratmgus  Oxycantha, 
Linn.  This  shrub  has  a  hard  whitish  wood,  but  as  it  is  small  and  difficult  to  work,  it 
is  not  much  used. 

RAYESXirz:.  A  borate  of  lime,  which  is  found  abundantly  on  the  western  coast 
of  South  America,  so  called  from  its  discoverer.  It  has  been  introduced  for  use  in  our 
glass  manufacture,  and  is  used  by  our  potters.    See  Boeacio  Acid. 

HAYTORITE.  A  pseudomorph  of  quartz  after  datholite,  found  at  Hay  Tor  in 
Devonshire. 

HAZEXi.  (Noisetier, 'Ft.  ;  Easelstaude,  Ger.)  The  Cori/lus  Avellana,  a  small  undeT- 
wood,  used  a  little  in  turnery  and  for  the  manufacture  of  toys.    The  nuts  are  eaten. 

HAZEXi.    A  North  of  England  term  for  a  hard  grit. 

HAZEXi  MOITIiD.    The  name  given  in  Hampshire  to  a  light  loamy  soil. 

aSARTH  (Foyer,  Fr. ;  Heerde,  Ger.)  is  the  flat  or  hollow  space  in  a  smelting 
furnace  upon  which  the  ore  and  fluxes  are  subjected  to  the  influence  of  flame, 

HEARTHSTONE.  A  soft  stone  employed  for  whitening  door-steps,  &c.  A 
large  quantity  of  hearthstones  are  brought  to  London  from  the  quarries  in  the  Upper 
Greensand  at  Godstone  in  Surrey,    See  Geeensand. 

HEAT.  The  Force  or  Principle  upon  which  the  conditions,  relatively,  of  solid, 
fluid,  and  aeriform  states  depend.    That  which  produces  the  sensation  of  warmth. 

The  discussion  of  the  habitudes  of  heat  with  the  different  kinds  of  matter  belongs  to 
physico-chemical  science,  and  is  treated  of  in  Watts's  '  Dictionary  of  Chemistry.'  It 
will  _  suffice,  in  this  place,  to  state  succinctly  those  laws  which  have,  more  directly,  a 
bearing  on  any  of  our  manufacturing  processes. 

Heat  and  motive  power  are  mutually  convertible,  and  heat  requires  for  its  production, 
and  produces  by  its  disappearance,  mative  power  in  the  proportion  of  772  foot-pounds  for 
each  Fahrenheit  unit  of  heat. — Bankine. 

This  unit  of  heat  has  been  established  by  Dr.  Joule  to  be  the  amount  of  heat  re- 
quired to  raise  the  temperature  of  one  pound  of  liquid  water  by  one  degree  of  Fahren- 
heit. A  falling  weight,  or  any  other  mode  of  motion,  produces  a  definite  quantity  of 
heat  according  to  this  law. 

If  the  total  actual  heat  of  a  homogeneous  and  uniformly  hot  substance  be  conceived  to 
be  divided  into  any  numbers  of  equal  parts,  the  effect  of  those  parts  in  causing  work  to  be 
performed  will  be  equal. — Bankine. 

Or,  in  other  words,  of  a  given  equivalent  of  heat,  from  whatever  source  produced, 
the  work  which  it  can  effect  is  always  an  equal  and  constant  quantity. 
_  Heat  may  be  produced  by  friction,  as  we  see  in  the  development  of  it  powerfully 
in  the  axles  of  railway  carriages  insufficiently  lubricated.    By  the  attrition  of  two 
pieces  of  wood  ignition  can  be  obtained, 

Heat  is  developed  in  the  mixture  of  bodies  of  different  densities,  such  as  spirits  of 
wine  and  water,  or  sulphuric  acid  and  water,  there  being  a  diminution  of  volume  in 
each  case. 

Heat  is_  produced  by  many  conditions  of  chemical  combination,  in  numerous  cases 
so  energetically  as  to  produce  intense  combustion  and  even  explosion. 

Heat  is  obtained  by  combustion  for  our  ordinary  manufacturing  processes  inrl 
domestic  uses.  This  is  a  chemical  union  of  one  body  with  another,  as  carbon  whh 
oxygen;  but  to  effect  this,  an  excitant  appears  necessary  or  a  continuallv  increasino. 
excitement  of  the  energy  upon  which  heat  depends,  as,  the  application  of  flame  in 
one  case  and  the  phenomena  of  spontaneous  combustion  in  another 

Elcctncity  by  its  disturbing  power,  devolopcs  heat,  and  this  all-imDortant  forr^n 
also  rendered  manifest  by  the  processes  of  vitality  (vital  or  nervous  fS). 
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Dr.  Joule  has  clearly  shown,  that  whatever  maybe  the  source  of  heat,  a  certain 
fixed  olovation  of  tompomture  is  produced  by  a  given  amount  of  mechanical,  chemical, 
electrical,  or  vital  disturbance,  and  that  the  mechanical  value  of  the  cause  producing 
the  heat  is  exactly  represented  by  the  mechanical  efect  obtained. 

For  a  full  discussion  of  tliis  important  point,  see  the  Memoirs  of  Joule,  of  Thomson, 
and  of  Eanldno,  in  the  '  Philosopliical  Transactions  '  of  London  and  Edinburgh.  The 
applications  of  heat  vrill  be  found  under  the  proper  heads.  The  reader  should  also  con- 
suit  the  article  IlFATin  Watts's  'Dictionary  of  Chemistry.'  See  also  Spheroidal  State, 
KEAT-RECTTXtATOR,  or  Tiieemostat.  The  name  given  by  M.  Bonnem-ain  to 
an  ingenious  apparatus  for  regulating  the  temperature  of  his  incubating  stove-rooms. 
See  Incubation,  Artificial,  for  the  manner  of  applying  the  Heat-Regulator. 

The  construction  of  the  regulator  is  founded  upon  the  unequal  distillation  of  different 
metals  by  the  same  degree  of  heat.  A  rod  of  iron  x,Jig,  1143,  is  tapped  at  its  lower 
end  into  a  brass  nut  y,  enclosed  in  a  leaded  box  or  tube,  terminated  above  by  a  brass 
collet  z.  This  tube  is  plunged  into  the  water  of  the  boiler,  alongside  of  the  smoke- 
pipe.  Fig.  1144,  is  a  bird's-eye  Aaew  of  the  dial,  &c.  The  expansion  of  the  lead 
being  more  than  the  iron  for  a  like  degree  of  temperature,  and  the  rod  enclosed  within 
the  tube  being  less  easily  warmed,  whenever  the  heat  rises  to  the  desired  pitch',  the 
elongation  of  the  tube  puts  the  collet  z  in  contact  with  the  heel,  a,  of  the  bent  lever 
a,  h,  d;  thence  the  slightest  increase  of  heat  lengthens  the  tube  anew,  and  the  collet 
lifting  the  heel  of  the  lever,  depresses  the  other  end  d  through  a  much  greater  space, 
on  account  of  the  relative  lengths  of  its  legs.  This  movement  operates  near  the  axis 
of  a  balance-bar  e,  sinks  one  end  of  this,  and  thereby  increases  the  extent  of  the  move- 
ment, which  is  transmitted  directly  to  the  iron  skewer  v.  This,  pushing  down  a  swing- 
register,  diminishes  or  cuts  off  the  access  of  air  to  the  fire-place.  The  combustion  is 
thereby  obstructed,  and  the  temperature  falling  by  degrees,  the  tube  shrinks  and 

disengages  the  heel  of  the  lever. 
1143  1144  The  counterpoise  5;,  fixed  to  the 

balance-beam  e,  raises  the  other 
extremity  of  this  beam  by  raising 
the  end,  d,  of  the  lever  as  much 
as  is  necessary  to  make  the  heel 
bear  upon  the  collet  of  the  tube. 
The  swing-register  acted  upon 
by  this  means  presents  a  greater 
section  to  the  passage  of  the 
air ;  whence  the  combustion  is 
increased.  To  counterbalance 
the  effect  of  atmospheric  changes, 
the  iron  stem  which  supports 
the  regulator  is  terminated  by  a 
dial  disc,  round  the  shaft  of  the 
needle  above  h,  fig.  1 144 ;  on 
turning  this  needle,  the  stem 
below  it  turns,  as  well  as  a  screw  at  its  under  end,  which  raises  or  lowers  the  leaden 
tube.  In  the  first  case  the  heel  falls,  and  opens  the  swing-register,  whence  a  higher 
temperature  is  required  to  shut  it,  by  the  expansion  of  the  tube.  We  may  thus 
obtain  a  regularly  liigher  temperature.  If,  on  the  contrary,  we  raise  the  tube  by 
turning  the  needle  in  the  other  direction,  the  register  presents  a  smaller  opening, 
and  shuts  at  a  lower  temperature  ;  in  this  case  we  obtain  a  regularly  lower  tempe- 
rature. It  is  therefore  easy,  says  M.  Bonnemain,  to  determine  a  priori  the  degree 
of  temperature  to  be  given  to  the  water  circulating  in  the  stove-pipes.  In  order  to 
facilitate  the  regulation  of  the  apparatus,  he  graduated  the  disc  dial,  and  inscribed 
upon  its  top  and  bottom  the  words  Strong  and  Weak  heat. 

Thermostat,  is  the  name  of  an  apparatus  for  regulating  temperature,  in  vapori- 
sation, distillations,  heating  baths  or  hothouses,  and  ventilating  apartments,  &c. ; 
for  which  I  obtained  a  patent  in  the  year  1831.  It  operates  upon  the  physical  prin- 
ciple, that  when  two  thin  metallic  bars  of  different  expansibilities  are  riveted  or 
soldered  fiicewiso  together,  any  change  of  temperature  in  them  will  cause  a  sensible 
movement  of  flexure  in  the  compound  bar,  to  one  side  or  other ;  which  movement 
may  be  made  to  operate,  by  the  intervention  of  levers,  &c.,  in  any  desired  degree, 
upon  valves,  stopcocks,  stove-registers,  air- ventilators,  &c. ;  so  as  to  regulate  the 
temperature  of  the  media  in  which  the  said  compound  bars  are  placed.  Two  long 
rulers,  one  of  steel,  and  one  of  hard  hammered  brass,  riveted  together,  answer  very 
well ;  the  object  being,  not  simply  to  indicate,  but  to  control  or  mod{fy  temperature. 
Tiio  following  diagrams  will  illustrate  a  few  out  of  the  numerous  applications  of  this 
instrument : — 
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Fiq.  1145,  a,  h,  is  a  single  thermostatic  bar,  consisting  of  two  or  more  bars  or  rulers 
of  clifForently  expansible  solids  (of  which,  in  certain  cases,  wood  may  be  one) :  these 
bars  or  rulers  are  firmly  riveted  or  soldered  together,  face  to  face.  One  end  of  the 
compound  bar  is  fixed  by  bolts  at  a,  to  the  interior  of  the  containing  cistern,  boiler, 
or  apartment,  almb,  whereof  the  temperature  has  to  be  regulated,  and  the  other  end 
of  the  compound  bar  at  b  is  left  free  to  move  down  towards  c,  by  the  flexure  which 
will  take  place  when  its  temperature  is  raised. 

The  end  b,  is  connected  by  a  link,  b  d,  with  a  lever  d  e,  which  is  moved  by  the 
flexure  into  the  dotted  position  b  g,  causing  the  turning-valve,  air-ventilator,  or 
register,  o  n,  to  revolve  with  a  corresponding  angular  motion,  whereby  the  lever 
will  raise  the  equipoised  slide-damper  k  i,  which  is  suspended  by  a  link  from  the 
end,  e,  of  the  lever,  e  d,  into  the  position  k  k.  Thus  a  hothouse  or  a  water-bath  may 
have  its  temperature  regulated  by  the  contemporaneous  admission  of  warm,  and  dis- 
charge of  cold  air,  or  water, 

Fiff.  1146,  a  6  c  is  a  thermostatic  hoop,  immersed  horizontally  beneath  the  surface  of 
the  water-bath  of  a  still.  The  hoop  is  fixed  at  a,  and  the  two  ends  b  c,  are  connected 
by  two  links  b  d,  c  d,  with  a  straight  sliding  rod  d  h,  to  which  the  hoop  will  give  an 
endwise  motion,  when  its  temperature  is  altered  ;  e,  is  an  adjusting  screw-nut  on  the 
rod  d  h,  fOT  setting  the  lever/  g,  which  is  fixed  on  the  axis  of  the  turning-valve  or 

y\     —   „^     1145  1148 


cock,/at  any  desired  position,  so  that  the  valve 
may  be  opened  or  shut  at  any  desired  tempera- 
ture, corresponding  to  the  widening  of  the  points 
b,  c,  and  the  consentaneous  retraction  of  the 
point  d  towards  the  circumference  ab  c  of  the 
hoop.  ^  A,  is  a  n  arc  graduated  by  a  thermometer,  after  the  screw-piece  e  has  been  ad- 
justed. Through  a  hole  at  h,  the  guide-rod  passes ;  i,  is  the  cold-water  cistern  ;  ifk,  the 
pipe  to  admit  cold  water  ;  I,  the  overflow  pipe,  at  which  the  excess  of  hot  water  runs  off. 

Fig.  1 147  shows  a  pair  of  thermostatic  bars,  bolted  fast  together  at  the  ends  a.  The 
free  ends  b,  c,  are  of  unequal  length,  so  as  to  act  by  the  cross  links  d,  f,  on  the  stop- 
cock e.  The  links  are  jointed  to  the  handle  of  the  turning  plug  of  the  cock,  on  oppo- 
site sides  of  its  centre  ;  whereby  the  plug  will  be  turned  round  in  proportion  to  the 
widening  of  the  points  b,  c.    h  g  is  the  pipe  communicating  with  the  stopcock. 

Suppose  that  for  certain  purposes  in  pharmacy,  dyeing,  or  any  other  chemical  art, 
a  water-bath  is  required  to  be  maintained  steadily  at  a  temperatiure  of  150"  F. :  let 
the  combined  thermostatic  bars,  hinged  together  at  e,f,  fig.  1148,  be  placed  in  the  bath 
between  the  outer  and  inner  vessels  a,  b,  c,  d,  being  bolted  fast  to  the  inner  vessel  at 
g ;  and  have  their  sliding  rod  k,  connected  by  a  link  with  a  lever  fixed  upon  the  turn- 
ing plug  of  the  stopcock  i,  which  introduces  cold  water  from  a  cistern  m,  through  a 
pipe  m,  i,  n,  into  the  bottom  part  of  the  bath.  The  length  of  the  link  must  be  so  ad- 
justed that  the  flexure  of  the  bars,  when  they  are  at  a  temperature  of  150°,  will  open 
the  said  stopcock,  and  admit  cold  water  to  pass  into  the  bottom  of  the  bath  throiigh 
the  pipe  i  n,  whereby  hot  water  will  be  displaced  at  the  top  of  the  bath  through  an 
open  overflow-pipe  at  q.  An  oil-bath  may  be  regulated  on  the  same  plan  ;  the  hot  oil 
overflowing  from  q,  into  a  refrigeratory  worm,  from  which  it  may  be  restored  to  the 
cistern  m.  When  a  water-bath  is  heated  by  the  distribution  of  a  tortuous  steam-pipe 
through  it,  as  i  w  o  it  will  be  necessary  to  connect  the  link  of  the  thermostatic  bars 
with  the  lever  of  the  turning  plug  of  the  steam-cock,  or  of  the  throttle  valve  i,  in  order 
that  the  bars,  by  their  flexure,  may  shut  or  open  the  steam  passage  more  or  less 
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flc«)rd.ng  as  tho  tompomturo  of  tho  water  in  the  batliBhall  tend  mofo  or  less  todevJato 
from  the  pitch  to  which  the  apparatus  has  been  adjusted.  The  water  of  Uio  conSod 
steam  will  pass  off  from  the  sloping  winding-pipe  in  o  p,  through  the  sloping  o4e« 
A  saline,  acid,  or  alkaline  batli  has  a  boiling  temperature  proportional  d  its^CeeJf 
concentx-jition.  and  may  therefore  liave  its  heat  regulated  by  ^nmersing  a  thermostat 
jn  It  and  connec  ing  the  working-part  of  the  instrument  with  a  stopcock  i,  which  will 
admit  water  to  dilute  the  bath  whenever  by  evaporation  it  has  become  c^jncentrated, 
and  has  acquired  a  higher  boiling  point.  The  space  for  the  bath,  between  the  outer 
and  inner  pans,  should  communicate  by  one  pipe  with  the  water-cistorn  m,  and  by 
another  pipe  with  a  safety  cistern  r,  into  which  the  bath  may  be  allowed  to  overflow 
during  any  sudden  excess  of  ebullition. 

.  Fiff.  1151  is  a  thermostatic  apparatus  composed  of  three  pairs  of  bars  d  d  d,  which 
are  represented  in  a  stato  of  flexm-e  by  heat ;  but  they  become  nearly  straight  and 
parallel  when  cold,  a  l>  c  is  a  guide  rod.  fixed  at  one  end  by  an  adjusting  screw  e,  in 
the  strong  framed  e,  having  deep  guide  grooves  at  the  sides.  /  g,  is  the  working-rod 
which  moves  endways  when  the  bars  d  d  d,  operate  by  heat  or  cold.  A  square 
xegister-plate  h  g,  may  be  affixed  to  the  rod  /  g,  so  as  to  be  moved  backwards  and 
forwards  thereby,  according  to  the  variations  of  temperature  ;  or  the  rod  /  g,  may 
.cause  the  circular  turning  air-register,  i,  to  revolve  by  rack  and  wheel  work,  or  by  a 
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chain  and  pulley.  The  register-plate  h  g,  or  turning  register  i,  is  situated  at  the  ceil- 
ing or  upper  part  of  the  chamber,  and  serves  to  let  out  hot  air.  k,  is  a  pulley,  over 
which  a  cord  runs  to  raise  or  lower  a  hot-air  register  I,  which  may  be  situated  near  the 
floor  of  the  apartment  or  hot-house,  to  admit  hot  air  into  the  room,  c  is  a  milled  head, 
for  adjusting  the  thermostat,  by  means  of  the  screw  at  e,  in  order  that  it  may  regulate 
the  temperature  to  any  degree. 

Fig.  1132  represents  a  chimney,  furnished  with  apyrostat,  ah  c,  acting  by  the  links 
b,  d,  e,  c,  on  a  damper/  h  g.  The  more  expansible  metal  is  in  the  present  example 
supposed  to  be  on  the  outside.  The  plane  of  the  damper-plate  will,  in  this  case,  be 
turned  more  directly  into  the  passage  of  the  draught  through  the  chimney  by  increase 
of  temperature. 

Fig.  1150  represents  a  circular  turning  register,  such  as  is  used  for  a  stove,  or  stove- 
grate,  or  for  ventilating  apartments ;  it  is  furnished  with  a  series  of  spiral  thermostatic 
bars,  each  bar  being  fixed  fast  at  the  circumference  of  the  circle  b,  c,  of  the  fixed  plate 
of  the  air-register ;  and  all  the  bars  act  in  concert  at  the  centre  a  of  the  turning  part 
of  the  register ;  by  their  ends  being  inserted  between  the  teeth  of  a  small  pinion,  or 
by  being  jointed  to  the  central  part  of  the  turning  plate  by  small  pins. 

Fig.  1149  represents  another  arrangement  of  the  thermostatic  apparatus  applied  to 
a  circular  turning  register,  like  the  preceding,  for  ventilating  apartments.  Two  pairs 
of  compound  bars  are  applied  so  as  to  act  in  concert,  by  means  of  the  links  a  c,  b  c,  on 
the  opposite  ends  of  a  short  lever  which  is  fixed  on  the  central  part  of  the  turning 
plate  of  the  air-register.  The  two  pairs  of  compound  bars  a  b,  are  fastened  to  the  cir- 
cumference of  the  fixed  plate  of  the  turning  register,  by  two  sliding  rods  ad.bc,  which 
are  furnished  with  adjusting  screws.  Their  motion  of  flexure  is  transmitted  by  die 
links  a  c  and  h  c,  to  the  tiu-ning  plate,  about  its  centre,  for  the  purpose  of  shutting  or 
opening  the  ventilating  sectorial  apertures,  more  or  less,  accoi-diug  to  the  temperature 
of  the  air  which  surrounds  the  thermostatic  turning  regist>er.  By  adjusting  the  screws 
a  d,  and  b  c,  the  turning  register  is  made  to  close  all  its  apertures  at  any  desired 
degree  of  temperature ;  but  whenever  the  air  is  above  that  temperature,  the  flexure  of 
'the  compound  bars  will  open  the  apertures. 
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HEAVE,    wteWs  ifem,  expressing  the  dislocation  of  a  lode'.   See  Fattit. 

HEAVY-SPAR  {Spath  fcsant,  Fr. ;  Schwcrspath,  Ger.),  is  an  abundant  mineral, 
which  accompanies  veins  of  lead,  silver,  mercury,  &c.,  ljut  is  often  found,  also,  in  large 
masses.  Its  colour  is  usually  white,  or  flesh  coloured.  It  varies  from  translucent  to 
opaque.  It  belongs  to  the  trimetric  system,  but  occurs  in  many  crystalline  forms, 
of  which  the  cleavage  is  a  right  rhomboidal  prism.  It  is  met  witli  also  of  a  fibrous, 
radiated,  and  granular  structure.  Its  sp.  gr.  varies  from  4'1  to  4*7 ;  H  =  2'6  to  3"5.  It 
lias  a  strong  lustre,  between  the  fatty  and  the  vitreous,  sometimes  pearly.  It  melts 
at  35°  Wedgw.  into  a  white  opaque  enamel.  It  is  a  sulphate  of  baryta ;  its  constituents 
being  65 '67  baryta,  and  34'33  sulphuric  acid  ;  but  it  is  sometimes  rendered  impure 
by  oxide  of  iron,  silica,  carbonate  of  lime,  and  alumina,  and  commonly  by  sulphate  of 
Etrontia.  It  is  not  acted  upon  by  acids ;  decrepitates  before  the  blowpipe ;  and  is 
diiScultly  fusible,  or  only  on  the  edges.  In  the  inner  flame  it  is  reduced  to  a  sulphuret, 
and  the  globule  when  moistened  smells  slightly  hepatic.  .  It  is  decomposed  by  calci- 
nation in  contact  with  charcoal  at  a  white  heat,  into  sulphide  of  barium  ;  from  wliich 
all  the  baryta-salts  may  be  readily  formed,  Its  chief  employmerit'in  commerce  is  for 
adulterating  white-lead ;  a  purpose  which  it  readily  serves  on  account  of  its  density. 
Its  presence  here  is  easily  detected  by  dilute  nitric  acid,  which  dissolves  the  carbonate- 
of  lead,  and  leaves  the  heavy-spar.  It  is  also  a  uSefuL  ingredient  in  some  kinds  of 
pottery,  and  glass. 

■  ,  The  following  were  the  quantities  of  barytes,  both  carbonate  and  sulphate,  returned 
to  the  Mining  Eecord  Office,  from  the  mines  of  Great  Britain,  and  reported  in  Hunt's 
'Mineral  Statistics' for  1872 :— 


Shropshire  < 

Northumberland 

Cumberland  . 
Derbyshire  . 


MontgoiMryshire 


Snailbeach  (Sulphate)  . 
Snailbeach  (Carbonate  . 
Weston  (Sulphate) .  . 
Wortherton  (ditto) . 
Fallowfield  (Carbonate)  . 
Settlingstones  (Carbonate) 
Cow  Green 

Alston  Moor  (Carbonate) 
Poree  Craig  ... 
Buxton 

Golconda  (Carsington)  . 
Grey  Mare,  Wirksworth . 
Eantor,  ditto 
Croft  Doghole,  Middleton 
Bradwell,  ditto 
Moors  near  Blakewell  . 
Longstone  Eake     .  ■. 
Salad  Hole  . 
Miller's  Dale  , 
Castleton      .       .  . 
Monsal  Dale  . 
Eyham  .... 
Wensley  and  Stanton 
Wardlow 

Van  Consols  (Sulphate)  . 


Tons. 

cwt.  qrs. 

£. 

s. 

d.' 

414 

1 

0 

310 

10 

0 

2 

11 

3 

1 

19 

0 

384 

0 

0 

288 

0 

0 

1,483 

0 

0 

1,112 

0 

0 

2,001. 

18 

0 

1,500 

0 

0 

1,695 

0 

0 

1,271 

0 

0 

8 

0 

0 

17 

0 

0 

135 

9 

0 

101 

11 

9 

600 

0 

0 

600 

0 

0 

>  2,012  17-  1 


1,609  12  9 


356    0  0 


26    0  0 


Total  ascertained  production  .  ■  9,092  17    0  7,078  13  6 

Derbyshire,  the  Isle  of  Arran,  and  Ireland  produced  some  sulphate  of  baryta  which 
has  not  been  given  in  the  above  return.  .... 

The  term  CawJc  has  been  applied  to  the  opaque  massive '  variety,  of  an  earthy 
appearance,  and  dirty-white  colour,  which  is  found  in  Derbyshire  and  Staffordshire 

HECXX.E  {Sevan,  Vv. ;  Hechel,  Ger.)  is  an  implement  for  dissevering  the  filaments 
of  flax,  and  laying  them  in  parallel  stricks  or  tresseS.    Sde  Filx. 

HEX.XCIN- .  A  crystalline  alkaloid  produced  by  the  oxidation  of  salicin,  the  bitfor 
principle  of  the  poplar  and  willow. 

^1,°*'?'*?***"^*'^"*'  ^"^^  given  by  M.  Niopce  to  his  process  for  obtainine 
through  tho  agency  of  the  solar  rays  upon  plates  of  metal  or  glass  covered  with  resins' 
the  impression  of  external  objects.  The  process  has  been  employed  of  late  years  in 
prepanng  lithographic  stones,  and  steel  or  copper  plates,  for  receiving  photo™hi!i 
impressions,  which  might  be  subsequently  printed  from.  The  name  HeliLvS T  ■? 
far  more  appropriate  one  than  Photography ;  but  tho  latter  has  become  too  pnrnfanontlv 
fixed  in  our  language  to  leave  any  hope  of  our  retufningto  the  former    See  Photo 
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HEMP 


\  7^^'''^^  °^  eroen  jasper,  marked  with  blood-rod  points  • 
-whence  its  vulgar  name  of  bloodstone.    See  Elood-Stone  ^  ' 

«nH  ^f^^^?.**'"  ^r'''^'^  'P^^'""  °f  Helleborus,  a  genus  of  plants  bolonginff  to  the 
natural  ovdov  lianunculacecB,  >vero  formerly  used  as  drlstic  purgatives.  Thf  Srm 
albmn,  a  widely  different  plant,  is  known  as  '  White  Hellebore.'  yeratrmn 
cninl^J??/'*'*      '*'^''''"'t  protoxides  of  manganese,  iron,  and  glucinum,  with 

sulphide  of  manganese.  It  is  commonly  found  in  tctrahodral  crystals,  whence  ite 
name  7V/raA.rfr«/  Garnet.    The  best  examples  come  from  Saxony.  ^  ' 

HEMATZSr.    See  Hjematin. 

HEIVXATXTI:.   See  Hjematite. 

HEIVIATOCI.OBVU28-.    See  HjEMATOatOBUtlN. 

HETCATOSIxr.    See  HiEMATOsiN. 

REMATOXYXiZXr.    See  H^ematoxylin. 

HBMIMORPHITB.   A  name  for  silicate  of  zinc,  or  smithsonito.   See  Gala- 

MINE,  HiLECTRIC. 

KEMI.OCK.  The  Coniuin  maculatum,  a  highly  poisonous  umbelliferous  plant 
mTled"  Diodicine.    Its  properties  are  mainly  duo  to  the  presence  of  an  oily  liquid 

H£2M:i.0CXC  spruce.  The  Abies  Canadensis,  the  wood  of  which  has  been  used 
lor  railway  sleepers,  and  is  employed  for  baths. 

T  ?*''?^*,.  (^^^^^^''>         -^«'»/'  Ger.)   A  plant  (Cannabis  sativa),  a  native  of 
India,  but  has  been  long  introduced  into  Europe,  and  cultivated  extensively  in  Italy 
and  in  Eussia  and  Poland;  a  smaU  quantity  has  been  cultivated  in  Suffolk,  in  Lin- 
colnshire, and  in  Ireland. 

Hemp  is  assorted  into  clean  hemp,  otct-^hot  hemp,  half -clean  hefnp, and  hemp  codUla 
According  to  M'Culloch,  a  bundle,  of  clean  hemp  from  Eussia  weighs  from  65  to  65 
poods ;  of  out-shot,  from  48  to  65  poods ;  of  half-clean,  40  to  45  poods— the  pood  being 
equal  to  36  lbs.  avoirdupois.         ...  & 

Hemp  imported  in  1871  and  1872. 


1871 

1872 

Owts.  ■ 

Cwts. 

£ 

Dressed : 
From  Eussia  .... 
„    Germany  . 

„    Italy  .... 
„     Philippine  Islands  . 
„     Australia  .       .  . 
„     Other  countries 

14,941 

8,002 
,  4,032 

3,765 

25,341 

18,596 
11,047 

8,163 

15,679 
6,073 
7,753 
4,876 
7,847 
4,571 

29,276 
10,725 
19,505 
11,500 
12,598 
9,950 

Total  . 

30,740 

63,147 

46,698 

94,004 

Rough  or  undressed : 
From  Eussia  .... 
„     Germany  .... 
„    Italy  .... 
„    Austrian  Territories  . 
„    Philippine  Islands  . 
„    Mexico     .       .       I  • 
„    Australia  .... 
„     British  India  . 
„     Other  countries .  ^ 

643,390 
43,485 

282,743 
22,381 

202,646 
29,998 

43,839 
22,691 

932,671 
71,294 

543,381 
44,832 

443,270 
55,020 

49,704 
38,312 

430,986 
129,983 
172,070 
13,128 
147,931 

24,632 
67,623 
28,115 

791,067 
239,478 
364,524 
25,676 
337,820 

40]581 
66,347 
67,179 

Total  . 

1,191,173 

2,178,384 

1,004,368 

1,922,672 

Tower  Codilla: 
From  Eussia  .... 
„    Germany  .... 
,,    Italy  .... 
„    Austrian  Territories  . 
„    Other  countries 

35,883 
6,902 

28,951 
2,339 
824 

45,689 
7,866 

44,945 
3,066 
1.037 

19,319 
7,670 
23,390 

28,478 
12,621 
37,964 

6,341 

Total  . 

73,899 

102,602 

64,917 

85,394 

HIDE' 
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Manilla  hemp  is  tlie  produce  of  the  -wild  banana,  Musa  textilis.  '  It  is  kno-vra,  says 
Mr.  Craufurd,  in  his  'History  of  the  Eastern  Archipelago,'  'to  our  traders  and  na-vi- 
gators  under  the  name  of  Manilla  rope,  and  is  equally  applicable  to  cables  and  to 
standing  or  running  rigging.'  ^  f 

StTNN  and  Jute  are  two  varieties  of  hemp.  Hemp  is  used  m  the  manutacture  oi 
huckaback  for  towels  and  common  tablecloths,  and  of  the  low-priced  cloth  worn  by 
agricultural  labourers.  The  largest  consumption  of  this  material  is  in  the  manu- 
facture of  sail-cloth  and  cordage. 

From  Mexico,  British  India,  Ceylon,  and  other  countries,  we  imported  of  vegetable 
substances  applicable  to  the  same  uses  as  hemp  and  flax:  in  .1871,.  23,106  cwte.,  value 
26,040^. ;  in  1872,  64,880  cwts.,  value  94,564^. 

KSMP  SEES.  {Ck^nevis,  Fr. ;  Hanfsaat,  Ger.)  The  seed  of  the  hemp;-  it  is 
used  for  crushing  for  its  oil,  or  as  food  for  birds. 

HEirBAWE.  The  Eyoscyamus  niger.  Henbane  is  a  plant  used  in  medicine,  from 
which  modern  chemistry  has  extracted  a  crystalline  vegetable  principle  called  h/os- 
cyamine,  which  is  very  poisonous,  and  when  applied  in  solution  to  the  eye,  determines 
a  remarkable  dilatation  of  the  pupil,  as  belladonna  also  does.    See  Hyosctamine. 

HEVrxr  A.   The  herb  used  for  dyeing  the  nails  in  the  East.    See  At,kenna.  ^ 

HEPAR,  which  signifies  liver  in  Latin,  was  a  name  given  by  the  older  chemists  to 
some  of  the  compounds  of  sulphur. 

BEPATIC  AIR.    Sulphuretted  hydrogen  gas. 

KERAIETICAIi  SBAIt  is  an  expression  derived  from  Hermes,  who  was  said  to 
be  th'fe  parent  of  Egyptian  chemistry.  It  is  used  to  designate  the  perfect  closure  of  a 
hollow  vessel,  by  the  cementing  or  melting  of  the  lips  of  its  orifice ;  as  in  the  case  of 
a  glass  thermometer. 

KERNAN'BXA  OVIGERAi  Hernant  seeds,  some  of  which  are  imported  from 
India  for  tanning. 

HERRIiarGSt  The  herring-family  belongs  to  the  order  Malacopterygii,  charac- 
terised by  having  a  scaly  body  like  the  salmon,  and  no  adipose  dorsal  fin.  The 
herrings,  Cliipea  Harengus,  are  a  well-known  fish  inhabiting  the  deep  water  all  round 
the  British  Isles.  They  approach  the  shores  in  the  months  of  August  and  September, 
for  the  purpose  of  depositing  their  spawn,  which  takes  place  in  October  or  November. 
At  this  period  they  are  caught  in  immense  numbers  ;  upwards  of  20,000,000  fish  have, 
it  is  said,  been  taken  off  Lowestoft  alone.  By  thus  destroying  the  gravid  fish,  we 
wantonly  destroy  one  of  our  most  important  fisheries.  The  quantity  of  herrings 
which  appear  on  our  coasts  is  becoming  less  and  less  each  year ;  and  unless  soma 
system  is  adopted,  this  fish  will,  in  a  comparatively  short  time  become  extinct,  and  a 
most  important  industry  be  destroyed. 

_  KERSCHEIiITE.  A  hydrated  silicate  of  alumina,  soda,  and  potash,  crystal- 
lizing in  the  rhombic  system.  It  is  found  in  lava  in  Sicily,  and  splendid  examples 
have  been  recently  obtained  from  the  basalt  quarries  at  Eichmond  in  Victoria. 

HESPERIDE.a:  or  Aurantiaccts.  A  family  of  dicotyledonous  plants.  They  are 
trees  or  shrubs.  The  leaves  are  dark  green,  glabrous,  of  a  coriaceous  texture,  and 
dotted  with  numerous  transparent  points,  caused  by  the  presence  of  receptacles  filled 
Avith  a  volatile  oil  which  communicates  the  odour  peculiar  to  the  family.  The  species 
are  numerous,  the  greater  number  originally  natives  of  the  tropical  regions  of  Asia, 
though  now  cultivation  has  spread  them  over  the  larger  portion  of  the  globe.  The 
flowers  are  usually  octoriferous  ;  the  fruit  has  a  more  or  less  acid  pulp  ;  and  the  wood 
is  generally  compact  and  valuable.  The  genus  Citrus  contains  the  best  known  species 
of  the  family.  Under  Citbtts,  most  of  the  fruits  are  referred  to.  The  fruits,  however, 
of  several  other  genera  belonging  to  the  family  are  greatly  esteemed  in  the  countries 
which  produce  them.  The  Wampa,  highly  relished  in  China  and  the  Indian  Archipe- 
lago, is  the  fruit  of  Cookea  punctata,  and  considered  excellent.  The  Oegle  marmelas 
is  used  in  medicine,  and  a  perfume  is  prepared  from  the  rind  of  the  fruit,  which  is 
itself  delicious,  and  acts  as  a  laxative. 
HESSONITE.    See  Essonith. 

HEUIiANSZTE.  A  hydrous  silicate  of  alumina  and  lime,  occurring  m  oblique 
crystals  in  cavities  in  amygdaloidal  rocks. 

HICKORY.  The  Juglans  alba ;  white  walnut,  a  native  of  America.  There  are 
several  species,  all  natives  of  North  America,  and  growing  into  stately  trees.  The 
wood  of  the  hickory,  and  some  others  of  the  Juglandacccs,  is  tough  and  strong  ;  there- 
fore it  is  used  for  making  shafts  and  springs  for  carriages,  such  screws  as  are  employed 
in  bookbinders'  presses,  for  cogged  wheels,  and  many  other  purposes  where  toughness 
IS  a  desideratum.  The  hickory  nuts  are  much  esteemed,  and  form  an  article  of  trade. 
The  heart  of  the  wood  is  often  rod,  and  the  bark  has  been  recommended  bv  Pr  Bnn.i 
croft,  as  a  yellow  die.  ''  '  ' 

BIDE.   (Pmw,  Fr. ;  Haut,  Ger.)  The  strong  skin  of  an  ox,  horse,  or  other  large 
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animal.  Tho  lists  of  imports  holow  mil  show  to  what  an  extent  a  trade  in  the  skins  of 
an  mals  is  earned  on  ynth  this  country.   We  receive  hides  largely  from  UussLTudZ 

? l  e  f ol b^^^^^^^  'J  T  '^'''^  ^''S'  quantities  brought  to  this  couStr; 

1872  -        ^         shows  the  number  of  hides  whicli  wore  imported  in  1871  and 


lanuecl,  tawed,  curried,  or  in  any  way 
dressed:  dry  .  .  .  .cwts. 
Wot  ..... 

Tanned,  not  otherwise  dressed     .  lbs. 

Tawed,  curried,  or  in  any  way  dressed^ 
not  being  varnished  .       .       .  lbs. 

Varnished,  japanned,  or  enamelled  „ 

1871 

1872 

004,302 
682,387 
15,069,179 

2,469.976 
218,664 

2,083,466 
1,775,598 
735,763 

331,852 
895,896 

808,420 
627,930 
23,574,061 

3,135,162 
479,658 

£ 

3,003,920 
1,916,342 
1,179,746 

469,080 
123,098 

A  fossil  copal  occurring  in  the  London  clay  of  Highgato, 


KIGHCATS  RESXXr. 

near  London. 

HIPPOCASTAN-UM.  The  common  horse-chestnut  {Msctdus  Hippocastanum). 
ibe  seeds  contain  much  starchy  matter,  and  have  of  late  years  been  used  on  the  Con- 
tinent for  the  preparation  of  starch.  When  roasted  they  are  said  to  form  a  fair  sub- 
stitute for  coflFee.  In  Switzerland  they  are  used  as  food  for  sheep.  It  is  said  that 
the  young  leaves  of  the  horse-chestnut  have  been  used  instead  of  hops.  The 
American  Horse-chestnut  or  Buck-eye  (another  species  of  Msculus)  is  reputed  to  be 
poisonous. 

HIPPOPOTAMUS  TEETH.    See  Ivohy. 

HiSnrGERITE.  A  hydrous  silicate  of  peroxide  of  iron,  magnesia,  &c. :  from 
Sweden. 

HXSIiOPXTE.   A  green  calc-spar  coloured  with  glaueonite ;  from  India. 
HOG-GUM.    The  hog-gum  of  Jamaica,  which  is  used  locally  as  a  medicine,  is  tho 
produce  of  Rhus  metopium. 

HOG-MUT.    The  edible  fruit  of  Cari/a  porcina. 

HOG'S  IiARB,  or  Axungi ;  the  latter  name  derived  from  the  use  to  which  it  was 
put  by  the  ancients,  i.e.  to  grease  the  axle  of  a  wheel.  It  is  obtained  from  tho  hog 
{Sus  scrofa)  and  other  members  of  the  hog  tribe.  Hog's  lard  is  largely  used  in 
the  manufacture  of  ointments,  pomatum,  &c.  Its  proximate  analysis  gives,  according 
to  Braconnot:  stearine  and  margarine,  38;  elaine,  62.  The  stearine  is  separated 
and  used  in  the  manufacture  of  candles,  and  the  elaine  sold  under  the  name  of  Lard 
Oil. 

HOIiISTG.  The  act  of  cutting  away  the  under  part  of  a  coal-seam,  so  as  to  bring 
down  the  overlying  mass  of  coral.    See  Mining. 

HOIiIiATTD.  A  linen  fabric,  which  is  sold  when  unbleached  as  brown  holland, 
and  which  is  used  when  bleached  for  liner  purposes.    See  Linen. 

HOXiXiAITDS.    A  grain  spirit  manufactured  in  Holland. 

HOIiXiY.  {Le  Houx,  Fr.  j  Stcchpalme,  Ger.)  The  Ilex  aquifolinm  of  Linnaeus, 
a  British  plant.  Its  leaves  yield  a  yellow  colouring  matter  similar  to  that  obtained 
from  buckwheat.  The  wood  is  as  white  as  ivory,  very  hard  and  fine  grained,  and 
susceptible  of  a  high  polish  ;  it  is  employed  for  many  purposes. 

HOMBERG'S  PHOSPHORUS.  Sulphide  of  calcium,  which  after  exposure  to 
sunlight  appears  luminous  in  the  dark. 

HOMOGETTEOUS.  A  uniformity  of  structure  as  applied  to  metals.  Steel  is  said 
to  be  homogeneous  when  the  particles  constituting  the  mass  are  of  the  same  size  and 
structure  throughout. 

HOIVXOIiOGOUS.  A  term  used  in  organic  chemistry  to  denote  that  substances 
diiFer  by  the  constant  increment  C^H-  (CK^).  Thus,  in  the  great  series  of  acids  com- 
mencing with  the  formic  and  extending  up  to  the  fetty  acids,  each  homologuc  contains 
C^H*  more  than  the  one  before,  and  C'H^  less  than  the  one  following,  thus : — 


C'H^O'  (CH'O'') 
C'H^O'  (C=H«0') 
C^H^O*  (C'H»o') 
C«H«0<  (C^H«0=)  &c.— C.G.W. 
See  Mahogany. 

HOMES  AND  HONE  SIiATES.  These  are  sinty  stones  which  are  used  in 
straight  pieces  for  sharpening  tools  after  they  have  been  ground  on  revolving  grind- 
stones.   Tho  more  important  varieties  are  tho  following: — 

■  The  Norway  Ragstonc  which  is  tho  coarsest  variety  of  the  hone  slates,  is  imported 


Formic  acid 
Acetic  acid 
Propionic  acid  . 
Butyric  acid 
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in  largo  quantities  from  Norway.  In  Charnwood  Forest,  near  Mount  Sorrel,  in 
Leicestershire,  particularly  from  the  Whittle  Hill  quarry,  is  obtained  the  Gharnlcy 
Forest  Stone,  said  to  be  one  of  the  best  substitutes  for  the  Turkey  oilstone,  and  it 
is  mucli  in  request  by  joiners  and  others.  Ayr  stone,  Snake  stone,  and  Scotch  stone, 
are  used  especially  for  polishing  copper  plates.  The  Welsh  oilstojie  is  almost  in  equal 
repute  with  the  Charnley  Forest  stone  ;  it  is  obtained  from  the  vicinity  of  Llynldwall, 
near  Snowdon,  and  hence  it  is  sometimes  called  Idwalt  stond.  From  Snowdon  is  also 
obtained  the  cutler's  green  stone.  The  Devonshire  oilstones,  obtained  near  Tavistock, 
which  were  introduced  by  Mr.  John  Taylor,  are  of  exceUent  quality  :  "but  the  supply 
of  them  being  irregular,  they  have  fallen  into  disuse. 

The  German  razor-hone  has  been  long  celebrated.  It  is  obtained  from  the  slate 
mountains  m  the  neighbourhood  of  Eatisbon,  where  it  occurs  in  the  form  of  a  yellow 
vein  running  through  the  blue  slate,  varying  in  thickness  from  1  to  18  inches.  When 
quarried  it  is  sawn  into  thin  slabs,  and  these  are  generally  cemented  to  slices  of  slate 
which  serve  as  a  support.  Sometimes,  however,  the  yeUow  and  the  blue  slate  are  cut 
out  natiirally  combined.  There  are  several  other  hone  stones,  which,  however,  require 
no  particular  notice. 

The  TurJc^  oilstone  is  said  to  surpass  in  its  way  every  other  known  substance,  and 
It  possesses  m  an  eminent  degree  the  property  of  abrading  the  hardest  steel;  it  is,  at 
the  same  time,  of  so  compact  and  close  a  nature  as  to  resist  the  pressure  necessary 
tor  sharpening  a  graver,  or  any  instrument  of  that  description.  There  are  white  and 
black  varieties  of  the  Turkey  oilstone,  the  black  being  the  hardest,  and  it  is  imported 
in  somewhat  larger  pieces  than  the  white ;  they  are  found  in  the  interior  of  Asia 
Minor,  and  are  brought  down  to  Smyrna  for  sale. 

BOM-ET  {Mel,  Fr. ;  Honig,  Ger.)  is  a  sweet  viscid  liquor,  secreted  in  the  nectaries 
ot  flowers,  collected  by  the  working  bees,  and  deposited  by  them  in  the  waxen  cells 
01  their  combs.  Virgin  honey  is  that  which  is  coUected  from  a  hive,  the  bees  of  which 
nave  never  swarmed  ;  the  common  honey  is  obtained  from  the  older  hives.  The  former, 
which  is  considered  tJie  best,  is  whitish  or  pale  yellow,  of  a  granular  texture,  a  fragrant 
smell,  and  a  sweet  slightly  pungent  taste ;  the  latter  is  darker  coloured,  thicker?  and 
not  so  agreeaWe  either  in  taste  or  smeU.  Honey  would  seem  to  be  simply  collected 
by  the  bees,  for  it  consists  of  merely  the  vegetable  products,  such  as  the  sugars  of 
grape,  gum,  and  manna,  along  with  mucilage,  extractive  matter,  a  little  wax,  and 

the'^CTrron  SbtetSTeel  "  "  ^^^^^^^^^^^ 

rlpS-*'"'^-  ^een  long  celebrated  for  its  intoxicating  qualities.  The 

mXenophon's  'Eetreat  of  the  Ten  Thousand'  is  wfll known.  Many 
examples  of  poisonous  honey  are  on  record 

no2rZ;Ln°p!''f  ^  considerable  extent  in  Britain,  particularly  in  the 

?air  cS  tL  T^  T''^^^"^  in  Denbighshire  there.is  an  annual 

SoSS'SSSP'         '5?''"°  bee.   See  Wax.  ^ 

on  the  Wp^  f^'i;  vf"?  saccharine  substance,  resembHng  manna,  and  occun-ing 
appears  to  be  l^^tn  T,'  ^^'t  "t^^r  trees.    Its  secretion 

Z  honev  L  CO  r.I?-°  t™l<=Of  ditions  of  the  plants  Boussingault  analysed 
LiobfmuenWinf^^^^^^^      ^'^l''''^  ^""^'^  ^he  leaves  of  a  lime  at 

w  h  wjlL°f^^,i/rf     ?  ^  sugar  analogous  to  cane-sugar,  together 

dctcrmi^drv  oU^l^^^^^^^^  '^^^  Proportions  of  these  substances,  as 

aacrmmed  by  optical  examination  with  polarised  light,  were  as  follow  :- 

Cane-sugar  ^g.ge  55.44 

Inverted  sugar     .      .             .      28-59  2475 
^e^tnne  22-55 


19-81 


100-00  lOO'Oo 

■  S^ff      ^^^^^tH    ^'"'^^'^  identical  with  that  of  the  manna  of  Mount  Sinai  as  d^. 

-a^L-r^J  '  °*  honey-dew,  reckoned  in  a  dry  state.  ^ 
or^eMsh  cow'''^^;  (^'{^^'"^  T^^- 1  ^onigstein,  Ger.)  A  mineral  of  a  yellowish 
lls^f  tcifci^fl/L""^^^^^  f  octahedrons  with?  sqIS 

it  is  deetilv  «^ff    -^11,  \^  ^'"'^'^er  than  gypsum,  but  not  so  hard  as  calc-stiar  • 

Vol.  li.  '         ^^"^^         blowpipe,  and  leaves  a  Ti^hite  residuum  which 
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becomes  blue  when  it  is  calcined,  after  having  been  raoistoned  with  a  drop  of  nitrata 
of  cobalt.    It  is  a  hydrous  mellato  of  alumina,  and  consists  of: — 


Mellitic  acid  . 
Alumina  .... 
Water  .... 

Klaproth 

Wdhler 

"V.  Iljcnkoff 

46 
16 
38 

44-4 
14-6 
41-1 

42-36 
14-20 
44-16 

100 

100-0 

100-72 

The  honey-stone,  like  amber,  belongs  to  the  geological  formation  of  lignite.  It  has 
boon  hitherto  found  only  at  Artern  in  Thuringia ;  at  Luschitz,  near  Bihn  in  liohemia; 
and  near  Walchow  in  Moravia.  i    t   #  tu^ 

HOP  (Houblon,  -Ft.;  Hopfcn,  Ger.)  is  the  name  of  a  well-known  plant  of  ti  e 
natural  family  of  Urticacee,  and  of  the  Biczcia  fentandna  of  Linnffius.  The  lema  e 
flowers,  placed  upon  different  plants  from  the  male,  grow  m  ovoid  cones  formed  ot  oval 
leafy  scales,  concave,  imbricated,  containing  each  at  the  base  an  ova^  °' f'^f^!!,' n 
two  tubula^  open  styles,  and  sharp-pointed  stigmata  The  fruit  of  the  hop  is  a  small 
rounded  seed,  slightly  compressed,  brownish  coloured  enve  oped  m  a  ^caly  ca^^joc  thin^ 
but  solid,  which  contains,  spread  at  its  base,  a  granular  yellow  substance,  app™g  to 
the  eye  like  a  fine  dust,  but  in  the  microscope  they  seem  to  be  round  yellow,  tra>isparent, 
grains  ;  deeper  coloured,  the  older  the  fruit.  This  secretion  which  constitutes  the  use- 
ful portion  of  the  hop,  has  been  examined  in  succession  by  Ives,  Planche,  Jayen,  and 
Chcvallier.  A  pretty  full  account  of  the  results  of  their  researches  m  treating  ol  tlie 
hop  is  given  m  the  article  Beek. 

Number  of  Acres  under  the  Cultivation  of  Hops  in  England. 


Years 

Acres 

Years 

Acres 

Years 

Acres 

Years 

Acres 

Years 

Acres 

1807 
1808 
1809 
1810 
1811 
1812 
1813 

38,218 
38,486 
38,357 
38,265 
38,401 
38,700 
1  39,521 

1814 
1815 
1816 
1817 
1818 
1819 
1820 

40,571 
42,150 
44,219 
46,493 
48,593 
51,014 
50,148 

1821 
1822 
1823 
1824 
1825 
1826 
1827 

45,662 
43,766 
41,468 
43,449 
46,718 
50,471 
49,485 

1828 
1829 
1830 
1831 
1832 
1833 
1834 

48,365 
46,135 
46,726 
47,129 
47,101 
49,187 
51,273 

1835 
1836 
1837 
1838 
1839 
1840 
1841 

53,816 
55,422 
56,323 
55,045 
52.305 
44,805 
45,769 

Pounds  weight  of  hops  which  paid  duty,  which  were  exported^  on  drawbacks  or  free  of 
duty,  and  retained  for  home  consumption.  


Years 


1842 

1843 

1844 

1845 

1846 

1847 

1848 

1849 

1850 

1851 

1852 

1853 

1854 

1855 

1856 

1857 

1858 


Charged  with  duty 


lbs. 
85,432,142 
27,862,725 
29,285,004 
32,974,749. 
60,704,025. 
45,134,365. 
44,343,985 
16,650,915 
48,537,669 
27,042,996 
51,102,494 
31,751,693 
9,877,126 
83,221,004 
55,868,624 
47.717,561 
53,125,100 


Exported  on  drawback 
or  free  of  duty- 


lbs. 
662,832 
292,709 
153,849 
151,21L 
448,497 
457,061 
357,029 
274,811 
270,511 
904,090 
956,855 
802,103 
685,168 
852,856 
1,565,249 
1,460,104 
4,177,250 


Betained  for  home 
consumption 


lbs. 
34,769,310 
27,570,016 
29,131,245 
32,823,538 
50,255,528 
44.677,304 
43,986,956 
16,376,104 
48,267,158 
26,138,906 
60,146,639 
30,949.590 
9,291,958 
82,368,448 
54,303.375 
46,267,457 
43,947,850 
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Annual  Amount  of  Hop  Duty, 




Years 

Amount 

Tears 

Amount 

Years 

Amount 

Years 

Amount 

Years 

Amount 

£ 

£ 



1711 

43,437 

1740 

37,875 

1769 

16,201 

1797 

157  458 

1825 

24  317 

1712 

30,278 

1741 

65,222 

1770 

101,131 

1798 

56  032 

1826 

260  331 

1713 

23,018 

1742 

45,550 

1771 

33,143 

1799 

73  279 

1827 

140.848 

1714 

14,457 

1743 

61,072 

1772 

102,650 

1800 

72  <52fi 

1 828 

172  027 

1715 

4'4,975 

1744 

46,708 

1773 

45,897 

1801 

1829 

38  398 

I7I6 

20,354 

1745 

34,635 

1774 

138  887 

1802 

1830 

1717 

54,669 

1746 

91,879 

1775 

41,597 

1803 

199  305 

1831 

174  864 

17I8 

15,005 

1747 

62,993 

1776 

125  691 

1804 

177  617 

1832 

139  018 

1719 

90,317 

1748 

87,155 

1777 

43,581 

1805 

32,004 

1833 

156  005 

1720 

38,169 

1749 

36,805 

1778 

159  801 

1806 

153  102 

1834 

180  71  3 

X  U  *7)  1  X 

1721 

61,362 

1750 

72,138 

1779 

55  800 

1807 

100  071 

1835 

235  207 

1722 

49,443 

1751 

73,954 

1780 

122  724 

1808 

251  089 

1836 

200  332 

1723 

30,279 

1752 

82,163 

1781 

120  218 

1809 

63,452 

1837 

178  578 

1724 

61,271 

1753 

91,214 

1782 

14,895 

1810 

73,514 

1838 

171  556 

X  1  X  jtJtjyj 

1725 

66,526 

1754 

102,012 

1783 

75  716 

1811 

157  025 

1839 

205  537 

1726 

80,031 

1755 

82,157 

1784 

94  350 

1812 

SO  633 

1840 

34  001 

1727 

69,409 

1756 

48,106 

1785 

112,684 

1813 

131  482 

1841 

146  150 

1728 

41,404 

1757 

69,713 

1786 

95  973 

1814 

140  202 

1842 

1  flQ  77fi 

1729 

48,441 

1758 

72,896 

1787 

^1,111 

1815 

123  878 

1843 

X  OOjXu  X 

1730 

44,419 

1759 

42,115 

1788 

143  168 

1816 

46  302 

1  40  ^99 

1731 

22,600 

1760 

117,992 

1789 

104,063 

1817 

66  522 

X  o^u 

1  OOfi 

1732 

35,135 

1761 

79,776 

1790 

106  841 

1818 

199,465 

1  ft4.fi 
J.  0*0 

242,929 

1733 

70,215 

1762 

79,295 

1791 

90,050 

1819 

242,476 

1847 

215,805 

1734 

37,716 

1763 

88,315 

1792 

162,112 

1  890 

JL  00,  OOVJ 

I  oto 

919  41  A 

1735 

42,745 

1764 

17,178 

1793 

22i619 

1821 

154,609 

1849 

79,791 

1736 

46,482 

1765 

73,778 

1794 

203,063 

1822 

203,724 

1850 

233,393 

1737 

56,492 

1766 

116,445 

1795 

82,342 

1823 

26,058 

1851 

130,055 

1738 

86,575 

1767 

25,997 

1796 

75,223 

1824 

148,832 

1852 

240,000 

1739 

70,742 

1768 

114,002 

The  preceding  Tables  are  retained,  as  showing  the  history  of  our  hot)  cultivation  in 
a  way  which  cannot  be  continued.  The  duty  on  hops  was  repealed  from  September 
16,  1862,  so  that  since  that  period  we  have  no  means  of  obtaining,  except  through 
indirect  channels,  any  accurate  statements  as  to  production. 

The  following  is  the  last  official  return  published  of  hops  imported 


1871 

1872 

Cwts. 

£ 

Cwts. 

£ 

From  Germany  .... 
„  Holland  .... 
„  Belgium  .... 
„  France  .... 
„  United  States  of  America  . 
,,    Other  countries.      ,  . 

74,945 
26,209 
61,208 

6,779 
50,210 

1,313 

336,690 
108,656 
287,946 
24,242 
133,031 
5,430 

36,612 
16,675 
66,930 
5,328 
10,414 
6 

221,617 
83,759 

297,034 
28,726 
48,110 
30 

Total  , 

218,664 

895,895 

135,965 

679,276 

HORSEXN-E  is  the  name  given  by  Proust  to  the  peculiar  starchy  matter  of 
barley.  It  seems  to  bo  a  mixture  of  the  starch,  lignino,  and  husks,  which  constitute 
barley-meal.    See  Beer. 

HORBETTM  VVIiGARE.   See  Barley. 
ren^ed^fbrcm^s^'   '^^^  ^"■^rubium  vidgare,  used  in  England  as  a  simple  domestic 

HORIZOKTTAX.  WEI.I.S.  Having  given  an  article  on  Artesian  Wfiixs  fwhipli 
see)!  appears  necessary  that  something  should  be  said  respecting  the  system  proTOsod 
by  Mr  Lucas,  in  his  work  on  '  Horizontal  Wells,  a  new  applLtion  of 

wTt^rfl874.  "  ^"P^'^y^'g  S  Pure 

3  F  2 
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lu  recapitulating  tho  geological  principles  on  whicli  his  scheme  is  based,  Mr.  Lucae 
refers  to  tho  obvious  tondoncy  of  water  absorbed  by  the  edges  of  permeable  sediment- 
axy  rocks  to  sink  through  these  until  it  reaches  an  impervious  stratum,  when  it  flows 
down  tho  dip  of  the  bods.  This  is  illustrated  by  the  fact  that  springs  which  break 
out  at  tho  surface  mostly  do  so  from  the  lino  of  junction  of  a  porous  and  an  impervious 
bod,  and,  of  course,  from  tho  base  of  tho  former,  especially  where  the  dip  is  consider- 
able. In  most  cases,  tho  drainage  of  several  porous  strata  is  collected  at  one  general 
point,  and  to  tap  this  is  to  obUin,  very  much  more  effectually  filtered  than  it  can  be 
by  any  artificial  appliances,  tho  water  of  a  largo  area  of  natural  drainage. 

Extensive  data  on  this  point  are  given  by  Mr.  Lucas  from  the  experience  of  miners, 
to  whom  those  natural  incidents  are  tho  occasion  of  great  inconvenience  and  cost. 
Some  of  the  collieries  in  the  Diurham  coal-field,  sunk  through  the  magnesian  limestone, 
are  troubled  with  as  much  as  5,000  gallons  a  minute.    So  great,  however,  is  the  im- 
perviousness  of  shale,  that  five  feet  of  it  at  the  bottom  of  a  shaft  forty  or  fifty  fathoms 
deep  through  the  limestone  will  turn  back  that  amount  of  water,  allowing  none  of  it  to 
pass  through.    Mr.  Lucas  thus  concisely  indicates  the  principle  of  his  plan:— 'The 
shaft  is  sunk  to  procure  a  certain  stratum  ;  but  were  water  the  object,  in  this  as  in  all 
other  cases,  it  would  certainly  be  followed  along  its  bod,  at  the  junction  of  the  sand- 
stones  with  the  shales,  by  levels  in  a  manner  similar  to  that  in  which  the  ordinary 
wator-levels  of  a  mine  are  carried  along  the  bed  mined  for.   Nothing  could  exceed  tho 
purity  of  water  that  has  been  filtered  through  hundreds  of  feet  of  pure  quartzose  sand- 
stone    The  springs  of  clear  water  that  break  from  the  base  of  sandstones  at  their 
outcrop,  in  all  formations,  give  striking  proofs  of  the  truth  of  this  statement.  The 
waters  drawn  from  wells  sunk  in  such  beds  also  corroborate  it.    If,  then  a  large 
town  requires  water-supplies,  and  at  no  great  distance  from  it  there  lies  a  formation 
containing  alternations  of  porous  and  impervious  beds,  which  rise  above  the  level  ot 
the  town,  then  there  should  be  no  difficulty  in  supplying  water  at  high  pressure  on  the 
constant  system.    Such  formations  occur  within  easy  reach  of  London. 

The  particular  sources  from  which  it  is  proposed  to  supply  the  metropolis  are  the 
Lower  Greensands  of  Surrey  and  the  underlying  chalk  chiefly  the  former.    The  first- 
named  form  hills  from  800  to  967  feet  in  height  as  at  Leith  Hill,  and  Hind  Head  and 
consist  of  a  series  of  highly  porous  sands,  sandstones,  and  limestones  400  feet  thick 
resting  upon  a  bed  of  absolutely  impervious  clay,  upon  the  top  of  which  all  the  water 
S  sfnks  through  the  greensands  flows  down.    The  upper  part  of  this  latter  bed  is 
also  sandy,  and  Contain!  a  vast  amount  of  wator    This  was  proved  in  the  construction 
of  the  Sevenoaks  Tunnel,  when  the  water  from  thelattor  beds  proved  a  source  of  much 
d  fficultrto  the  excavators,  and  now  pours  in  a  fully-formed  stream  from  the  tunnel  s 
mfutL    'A  tunnel  driven  along  the  strike  of  the  beds,  or  water-level,  must  of  nec  s- 
Stv  arrest  all  the  water  that  is  flowing  down  it  as  far  as  the  gallery  is  earned.  Again 
Mr  Lucas  argues,  '  We  have,  in  fact,  in  the  Lower  Greensands  of  Surrey,  a  conibination 
S  the  drcumstau^es  most  favourable  for  gathering  and  storing  water.    The  height  of 
fL  r^nTe  ttracts  a  high  rainfall,  the  breadth  of  the  absorbing  surface  causes  much  of 
toTa:bsoS     tL  thickness  of  the  porous  beds  affords  a  large  reservoir  for 
liter  VbsccS    The  complete  impei-viousness  of  the  retaining  clays.  Atherfield  a.  d 
Suir™ts  the  escap?  of  these  waters,  which  are  thus  held  in  a  ^^^^^^^^^^ 
re  crvoir  whose  lowest  rim  is  at  the  deepest  valley  cutting  through  the  Gault  clay^ 
MTLucIs  proposes  to  collect  the  supply  of  water  for  London  fro°\ .^he  Lj^ 

•  w  ^^nn^of  horizontal  gaUeries  dnven  along  the  strike  of  the  beds  on  tne 

placed  >n  »  '""Ati^^^^^^  of  tho  Lower  GteeBsands,  the  case  ot  the 

that  t»7f  hTafreXb^^^^^^  T"-"'  ™  ^7'°  °'  ?fj 

a^-S"S^  »,fana  th»e^.  ^not  ^  >t 

Artesian  Weli^.  ^  y  particularly  of  oxen,  cows,  goats,  and 

■      HOBIT  (Eng  and  Ger.    Boj^,  ^T^J;^^^  ^^^t,  and  susceptible  of  being  cut  and 
sheep,  is  a  s^^^^tance  soft  tough  sem  tm  ^^^^^  distinguishes  it  from  bone, 

pressed  into  a  variety  of  ^^^^  '  ^J/' ""^t^^o  similar  to  horn,  but  instead  of  being 
Turtle  or  tortoiso-shell.seems  to  "J^^/^s    See  Tortoise  Shbll. 

of  a  uniform  colour,  it  is  var.eptod  .vith  spots    Dce  ^  language  we  have  only 

.Mr.  Aikin  ('  Trans.  Soc.  of  ^/^^^rsuiunc  s    Lmelj'    he  branched  bony  horns 
one  word  to  express  two  quite  different  substances ,  ua  ^, 
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of  the  stag  genus,  and  the  simple  laminated  horns  of  the  ox  genus  and  other  kindred 
genera.  The  bony  horns  are  called  in  the  French  bois,  from  their  likeness  to  the 
branch  of  a  tree ;  they  are  annually  renewed.  The  other  horn,  to  which  the  French 
appropriate  the  term  come,  is  found  on  the  ox,  the  antelope,  the  goat,  and  sheep 
kinds.' 

The  valuable  properties  of  horn  render  it  susceptible  of  being  employed  in  a  variety 
of  works  fit  for  the  turner,  snuff-box,  and  comb  maker.  The  means  of  softening 
the  horn  need  not  be  described,  as  it  is  well  known  to  be  by  heat ;  but  those  of  cutting, 
polishing,  and  soldering  it,  so  as  to  make  plates  of  large  dimensions,  suitable  to 
form  a  variety  of  articles,  may  be  detailed.  The  kind  of  horn  to  be  preferred  is 
that  of  goats  and  sheep,  from  its  being  whiter  and  more  transparent  than  the  horn 
of  any  other  animals.  When  horn  is  wanted  in  sheets  or  plates,  it  must  be  steeped  • 
in  water,  in  order  to  separate  the  pith  from  the  kernel,  for  about  fifteen  days  in 
summer,  and  a  month  in  winter ;  and  after  it  is  soaked,  it  must  be  taken  out  by  one 
end,  well  shaken  and  rubbed  in  order  to  get  off  the  pith ;  after  which  it  must  be  put 
for  half  an  hour  into  boiling  water,  then  taken  out,  and  the  surface  sawed  even 
lengthways  ;  it  must  again  be  put  into  the  boiling  water  to  soften  it,  so  as  to  render  it 
capable  of  separating ;  then,  with  the  help  of  a  small  iron  chisel,  it  can  be  divided  into 
sheets  or  leaves.  The  thick  pieces  will  form  three  leaves,  those  which  are  thin  will 
form  only  two,  whilst  young  horn,  which  is  only  one  quarter  of  an  inch  thick,  will 
form  only  one.  These  plates  or  leaves  must  again  be  put  into  boiling  water,  and 
when  they  are  sufficiently  soft,  they  must  be  scraped  with  a  sharp  cutting  instrument, 
to  render  those  parts  that  are  thick  even  and  uniform  ;  they  must  be  put  once  more 
into  the  boiling  water,  and  finally  carried  to  the  press. 

At  the  bottom  of  the  press  employed,  there  must  be  a  strong  block,  in  which  is  ■ 
formed  a  cavity,  of  nine  inches  square,  and  of  a  proportionate  depth ;  the  sheets  of 
bom  are  to  be  laid  within  this  cavity,  in  the  following  manner :  at  the  bottom,  first  a 
sheet  of  hot  iron,  upon  this  a  sheet  of  horn,  next  again  a  sheet  of  hot  iron,  and  so  on, 
talcing  care  to  place  at  the  top  a  plate  of  iron  even  with  the  last.  The  press  must 
then  be  screwed  down  tight. 

There  is  a  more  expeditious  process,  at  least  in  part,  for  reducing  the  horn  into 
sheets,  when  it  is  wanted  very  even.  After  having  sawed  it  with  a  very  fine  and 
sharp  saw,  the  pieces  must  be  put  into  a  copper  made  on  purpose,  and  there  boiled 
until  sufficiently  soft,  so  as  to  be  able  to  be  split  with  pincers  ;  the  sheets  of  horn  must 
then  be  put  in  the  press  where  they  are  to  be  placed  in  a  strong  vice,  the  chaps  of 
which  are  of  iron  and  larger  than  -the  sheets  of  horn,  and  the  vice  must  be  screwed  as 
quick  and  tight  as  possible ;  let  them  cool  in  the  press  or  vice,  or  it  is  as  well  to 
plunge  the  whole  into  cold  water.  The  last  mode  is  preferable,  because  the  horn 
does  not  shrink  in  cooling.  Now  draw  out  the  leaves  of  horn,  and  introduce  other 
horn  to  undergo  the  same  process.  The  horn  so  enlarged  in  pressing,  is  to  be 
submitted  to  the  action  of  the  saV,  which  ought  to  be  set  in  an  iron  frame,  if  the  horn 
is  wanted  to  be  cut  with  advantage,  in  sheets  of  any  desired  thickness,  which  cannot 
be  done  without  adopting  this  mode.  The  thin  sheets  thus  produced  must  be  kept 
constantly  very  warm  between  plates  of  hot  iron  to  preserve  their  softness ;  every 
leaf  being  loaded  with  a  weight  heavy  enough  to  prevent  its  warping.  To  join  the 
edges  of  these  pieces  of  horn  together,  it  is  necessary  to  provide  strong  iron  moulds 
suited  to  the  shape  of  the  article  wanted,  and  to  place  the  pieces  in  contact  with 
copper-plates  or  with  polished  metal  surfaces  against  them  ;  when  this  is  done,  the 
whole  is  to  be  put  into  a  vice  and  screwed  up  tight,  then  plunged  into  boiling  water, 
and  after  some  time  it  is  to  be  removed  from  thence  and  immersed  in  cold  water.  The 
edges  of  the  horn  will  be  thus  made  to  cement  together  and  become  perfectly  united  . 

To  complete  the  polish  of  the  horn,  the  surface  must  be  rubbed  with  the  subnitrate 
of  bismuth  by  the  palm  of  the  hand.    The  process  is  short,  and  has  this  advantage 
that  it  makes  the  horn  dry  promptly.  ' 

When  it  is  wished  to  spot  the  horn  in  imitation  of  tortoise-shell,  metallic  solutions 
must  be  employed  as  follows :— To  spot  it  red,  a  solution  of  gold  in  aqua  regia  must 
be  employed;  to  spot  it  black,  a  sohition  of  silver  in  nitric  acid  must  be  used  -  and 
for  brown,  a  hot  solution  of  mercury  in  nitric  acid.  The  right  side  of  the  horn 'must 
be  impregnated  with  these  solutions,  and  they  will  assume  the  colours  intended  The 
brown  spots  can  be  produced  on  the  horn  by  means  of  a  paste  made  of  red  lead  with- 
a  solution  of  potash,  which  must  be  put  in  patches  on  the  horn,  and  subiected'some 
time  to  the  action  of  heat.  The  deepness  of  the  brown  shades  depends  upon  the 
quantity  of  potash  used  in  the  paste,  and  the  length  of  time  the  mixture  lies  on  tha 
horn.  A  decoction  of  Brazil  wood,  or  a  solution  of  indigo,  in  sulphuric  acid  or  a  dp  ■ 
coction  of  saffi^on  and  Barbary  wood  may  also  be  used.  After  having  emploVed  these 
materials,  the  horn  may  be  left  for  Ulf  a  day  in  a  strong  solution  of  vinegar  and 
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In  Franco,  Holland,  and  Austria,  tho  comb-maker  and  Tiorn-turners  ubo  the  clip- 
pings of  horn— which  are  of  a  whitish  yellow— and  tortoise-shell  skins,  out  of  which 
they  make  snuff-boxes,  powder-horns,  and  many  curious  and  handsome  things.  Tliey 
first  soften  the  liorn  and  shell  in  boiling  water,  so  as  to  be  able  to  submit  them  to  tho 
press  in  iron  moulds,  and  by  means  of  heat  they  form  them  into  one  mass.  The  degree 
of  heat  necessary  to  join  the  horn  clippings  must  bo  stronger  than  that  for  shell  skins, 
and  It  can  only  be  found  out  by  experience.  Tho  heat  must  not,  however,  be  too 
great,  for  fear  of  scorching  tho  horn  or  shell.  Considerable  care  is  required  in 
these  operations,  not  to  touch  tho  horn  with  the  fingers,  or  with  any  greasy  body, 
because  the  grease  will  prevent  the  perfect  joining.  Wooden  instruments  should 
be  used  to  move  them,  while  tlioy  are  at  tho  fire,  and  for  carrying  them  to  the 
moulds. 

In  making  a  ring  of  horn  for  bell-pulls,  &c.,  the  required  piece  is  to  be  first  cutout 
in  the  flat  of  its  proper  dimensions,  and  nearly  in  the  shape  of  a  horse-shoe  ;  it  is  then 
pressed  in  a  pair  of  dies  to  give  its  surface  the  desired  pattern;  but  previous  to  tho 
pressure,  both  the  piece  of  horn  and  the  dies  are  to  be  heated  ;  the  piece  of  liorn  is  to 
be  introduced  between  the  dies,  squeezed  in  a  vice,  and  when  cold,  the  impression  or 
pattern  will  be  fixed  upon  the  horn.  One  particular  condition,  however,  is  to  be  ob- 
served in  the  construction  of  the  dies,  for  forming  a  ring.  They  are  to  be  so  made 
that  the  open  ends  of  the  horse-shoe  piece  of  horn,  after  being  pressed,  shall  have  at 
one  end  a  nib,  and  at  the  other  a  recess  of  a  dovetailed  form,  corresponding  to  each 
other ;  and  the  second  operation  in  forming  this  ring  of  horn  is  to  heat  it,  and  place  it 
in  another  pair  of  dies,  which  shall  bring  its  open  ends  together,  and  cause  the  dove- 
tailed joints  to  be  locked  fast  into  each  other,  which  completes  tho  ring,  and  leaves  no 
appearance  of  the  junction. 

In  forming  the  handles  of  table  knives  and  forks,  or  other  things  which  require  to  be 
made  of  two  pieces,  each  of  the  two  pieces  or  sides  of  the  handle  is  formed  in  a  sepa- 
rate pair  of  dies  ;  the  one  piece  is  made  with  a  counter-sunk  groove  along  each  side, 
and  the  other  piece  with  corresponding  leaves  or  projecting  edges.  When  these  two 
pieces  are  formed,  by  first  being  cut  out  of  the  fiat  horn,  tlien  pressed  in  the  dies 
in  a  heated  state,  for  the  purpose  of  giving  the  pattern,  the  two  pieces  are  again 
heated  and  put  together,  the  leaves  or  edges  of  the  one  piece  dropping  into  the 
counter-sunk  grooves  of  the  other  piece,  and  being  introduced  between  another  pair 
of  heated  dies,  the  joints  are  pressed  together  and  the  two  pieces  formed  into  one 
handle. 

In  making  the  knobs  for  drawers  which  have  metal  stems  or  pins  to  fasten  them  into 
the  furniture,  the  face  of  the  knob  is  to  be  first  made  in  a  die,  as  above  described,  and 
then  the  back  part  of  the  knob  with  a  hole  in  it ;  a  metal  disc  plate  of  iron  is  next  pro- 
vided, in  which  the  metal  stem  or  screw  pin  is  fixed,  and  the  stem  being  passed  through 
the  aperture  in  the  back  piece,  and  the  two,  that  is,  the  back  and  front  pieces  of  horn 
put  together,  they  are  then  heated  and  pressed  in  dies  as  above  described ;  the  edge  of 
the  back  piece  falling  into  the  counter-sunk  groove  of  the  front  piece,  while  by  the 
heat  they  are  perfectly  cemented  together. 

Mr.  J.  James  has  contrived  a  method  of  opening  up  the  horns  of  cattle,  by  which 
he  avoids  the  risk  of  scorching  or  frizzling,  which  is  apt  to  happen  in  heating  them 
over  an  open  fire.  He  takes  a  solid  block  of  iron,  pierced  with  a  conical  hole,  which 
is  fitted  with  a  conical  iron  plug,  heats  them  in  a  stove  to  the  temperature  of  meiting 
lead,  and,  having  previously  cut  up  the  horn  lengthwise  on  one  side  with  a  saw,  he 
inserts  its  narrow  end  into  the  hole,  and  drives  tho  plug  into  it  with  a  mallet.  By 
the  heat  of  the  irons  the  horn  gets  so  softened,  in  the  course  of  about  a  minute,  as  to 
bear  flatting  out  in  the  usual  way. 

Importation  of  Horns. 

1871.  1872. 
Tons  £  Tons  £ 

Tips  and  pieces  of  horn  "I      ^     g  ^gg     110,466         6,362  160,490 
and  hoofs     .  .J 

The  largest  quantities  being  from  British  India,  tho  United  States  of  America,  and 

^^OR»rBEAl«.   Tho  Carpinus  bettdus,  sometimes  called  the  yoke-elm.   It  is  a 

stringy  and  tough  wood,  which  grows  in  some  parts  of  Europe,  and  which  is  imported 
from  America.    It  is  used  by  millwrights  for  the  cogs  of  wheels,  also  for  skittles,  and 

^'^'j^RNBIiEKTBE.  (Ampfdbolc,  Fr. ;  HomUcndc,  Gor.)  The  term  hornblende, 
restricted  originally  to  certain  dark-coloured  lamellar  minerals  _  occurring  chiefly  in 
eyenito  and  diorito,  was  afterwards  considerably  extended  in  its  application, .  and 
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nf  ,.rp«A,if  Includes  a  larffe  number  of  minerals  allied  to  tho  original  hornblendes  in 
at  present  ^^^^^^'^  !\^'\'f  ^''certain  extent,  in  chemical  composition  ;  but  neverthc- 
H^^r.inlS;Tv  frl  t^^^^^^  hornblendes,  not  only  in  colour,  density  and 

fj^vX  who  TiroTiosed  to  name  the  whole  species  amphibole,  and  to  retain  Werner  s 

the  common  varieties;  a  nomenclature  still  frequently  ad- 

m?vjj JlTornblendes  crystallize  in  forms  belonging  to  the  oblique  system,  and 
present  Tperfect  prismatic  cleavage ;  whilst  other  varieties  occur  in  a  columnar 
fibroid  lamellar,  or  granular  condition.  The  hardness  is  tolerably  constant,  being 
sSly  beTow  that  of  felspar  ;  but  the  specific  gravity  varies  with  the  chemical  com- 
roStion  All  the  hornblendes  are  anhydrous  silicates  of  various  protoxide-bases, 
Lually  lime,  magnesia,  and  protoxide  of  iron  ;  these  bases  being  capable  of  replacing 
one  another  in  chemical  combination,  without  affecting  the  crystaHine  form  of  the 
comnound.  Many  of  the  ferruginous  varieties  contain  alumina,  the  amount  ot  wliicn 
may  rise  to  upwards  of  15  per  cent. :  the  condition  in  which  this  compound  exists' in 
hornblende  is  by  no  means  well  ascertained,  but  it  is  usually  supposed  to  replace  the 
silica,  the  compounds  being  thus  regarded  as  silico-aluminates.  In  many  varieties, 
fluorine  occurs  to  the  extent  of  2  or  3  per  cent.,  and  exists  probably  as  a  sihco- 
fluoride  of  calcium  and  magnesium.    It  is  interesting  to  note  that  certain  hornblendes 

also  contain  titanic  acid.  .         4.  ti 

On  the  chemical  composition  of  the  hornblende  depends  to  a  great  extent  tJio 
general  character  of  the  mineral ;  thus,  those  varieties  which  contain  only  lime  and 
magnesia  have  always  a  white  or  very  pale  colour  and  a  low  specific  gravity,  some- 
times not  higher  than  2-9  ;  while  before  the  blowpipe  they  fuse  to  a  nearly  colourless 
glass  On  the  other  hand,  the  ferruginous  hornblendes  have  a  dark  green  or  black 
colour-  a  much  higher  density,  often  reaching  3-4;  and  are  fusible  with  greater 
facility  producing  a  glass  more  or  less  deeply  coloured.  The  iron-hornblendes, 
again,  are  partially  decomposed  by  hydrochloric  acid,  which  has  scarcely  any  effect 
on  the  other  varieties.     When  exceedingly  rich  in  iron,  the  mineral  affects  the 

magnetic  needle.  .       x.    u    •  i 

These  differences  of  composition,  and  the  corresponding  diversity  ot  pHysical 
characters,  have  given  rise  to  numerous  varieties,  of  which  the  following  are  the  most 

important: —  ....        .  .  , 

Tremolite,  so  named  from  the  Swiss  valley  of  Tremola,  is  a  silicate  of  magnesia  and 
lime,  containing  silica,  68-87;  magnesia,  28-19  ;  lime,ll-00;  and  alumina,  1-77  =  99-83 
{Bammelsberg).  It  occurs  usually  in  slender-columnar  or  flat-bladed  crystals  of  a 
white,  grey,  or  pale  green  colour ;  and  of  specific  gravity  2'93.  The  crystals  are 
commonly  imbedded  in  dolomite  or  granular  limestone,  as  at  St.  Gothard  in 
Switzerland,  and  Glen  Tilt  in  Scotland.  Other  localities  are  the  Tyrol,  the  Bannat, 
Wermland  in  Sweden,  Now  England,  Maine,  Massachusetts,  and  other  of  the 
United  States.  Tremolite  forms  the  Amphibole  blanche  of  French  mineralogists. 
Grammatite  and  Calamite  are  Swedish  varieties,  whilst  Eaphilite  is  a  Canadian 
tremolite,  presenting  an  asbestiform  structure.  Many  of  the  fibrous  hornblendes 
separate  on  decomposition  into  fibres  more  or  less  delicate,  and  thus  form  varieties 
of  asbestus. 

The  occasional  presence  of  protoxide  of  iron  in  certain  tremolites  furnishes  a 
passage  to  the  variety  of  hornblende  called  actinoUte — the  actinote  or  Amphibole  verie 
of  the  French,  the  Simhlstein  (rat/stone)  of  the  Germans.  It  occurs  in  slender- 
columnar  crystals,  often  disposed  in  radiated  groups,  presenting  a  high  lustre  and 
Icek-green  or  black-green  colour.  Its  specific  gravity  is  about  3.  A  typical  acti- 
nolite  from  the  Zillerthal  yielded  to  Eammelsberg's  analysis :  silica,  65-60 ;  mag- 
nesia, 22-56;  lime,  13-46;  and  protoxide  of  iron,  6'25  =  9777.  Actinolite  is  found 
chiefly  in  talcose  schist,  serpentine,  and  other  magnesian  rocks :  in  Cornwall  it 
occurs  at  tho  Lizard,  and  at  Botalkuik  and  other  western  mines.  Among  foreign 
localities  may  bo  mentioned  Greiner  in  the  Zillerthal,  St.  Gothard,  Salzburg,  Sweden, 
Norway,  &c. 

Anthophyllite  is  a  grey  or  clove-brown  fibrous  or  lamellar  hornblende,  occurring  in 
Norway,  Greenland,  and  the  United  States.  Its  composition  is  silica,  56-74 ;  mag- 
nesia, 24-35;  protoxide  of  iron,  14-40;  protoxide  of  manganese,  2-38;  and  water, 
1-67  =  99-54  (FbjpeZtMs). 

Hornblende  proper,  the  Amphibole  noire  of  the  French,  includes  the  dark-coloured 
iroh-bearing  varieties  to  which  the  name  was  originally  applied.  Common  hornblende 
occurs  in  dark  green  or  black  crystals,  usually  imperfectly  formed,  and  readily  distin- 
guished by  the  silky  lustre  of  its  cleavage  planes.  It  forms  an  essential  constituent 
of  syenite,  diorito,  and  hornblende -rock ;  and  occurs  as  an  accessory  mineral  in 


808 


HORSE-POWER 


many  trachytos.   The  basaltic  hornblende  of  Wornor  includes  the  black  crvstallisod 
Bpecimens  usually  associated  with  lavas  and  other  volcanic  rocks.    Nohk  Znblen^ 
OTpargamte,  is  a  dark  groen.  somewhat  translucent  mineral,  occurring  in  tS  S 
crysta  s.  or  jn  granu  ar  masses  omboddod  in  calcareous  spar,  at  Ersby,  near  ParSis 
i ,        Zt     •  R'^n^nelsberg's  analysis  of  a  Pargas  hornblende  ■  sS 

4  -26  ;  magnesia,  13-49;  lime,  1.1-95 ;  protoxide  of  iron,  9-92  ;  peroxide  of  iron,  4-83  • 
alumina,  1 1  -92  ;  potash,  270  ;  soda,  1  -44  ;  and  water,  0  o'2  =  99-73. 
In  the  hornblende  called  arfvedsonitc,  soda  occurs  in  considerable  quantity,  as  shown 

of  Son  2^7.°^^^^  ^o'.-«"^'°^'  ^^'^2  '  7-80  peroxide 

ot  iron,  23  75;  hmo,  2-08  ;  magnesia,  0  90;  and  potash,  0-68  =  98-13 

Arfvedsomte  is  an  exceedingly  fusible  black  mineral  found  in  Greenland:  and  often 
separated  as  a  distinct  species. 

The  mineral  called  uralite,  discovered  by  the  late  G.  Eose  in  tlie  greenstones  of  the 
Uml  range,  is  comnionly  regarded  as  a  pseudomorph,  since  it  presents  the  external 
torra  ot  augite  with  the  cleavage  and  chemical  composition  of  hornblende;  thus 
establishing  a  relation  between  the  two  minerals.  This  relation  is  indeed  so  intimate 
that  It  has  been  proposed  to  unite  them  in  one  species.  Hornblende  differs,  however 
trom_  augite  m  the  angle  of  the  pris-m  obtained  by  cleavage  being  much  more  obtuse ' 
but  It  has  been  showji  that  the  two  forms  are  easily  derivable  the  one  from  the  other' 
Hornblende,  again,  is  more  fusible  than  augite  ;  it  has  a  somewhat  lower  range  in 
speciBc  gravity  ;  it  often  contains  fluorine,  an  element  which  has  never  been  found  in 
augite.  Hornblende,  moreover,  occurs  in  granitic  and  other  highly-silicated  rocks  • 
whilst  augite  is  confined  to  the  more  basic  rocks,  such  as  basalt :  occasionally,  how- 
ever, the  two  minerals  occur  together.  Experiments  on  the  artificial  formation  of 
these  minerals  have  rendered  it  probable  that  the  same  chemical  compound  may  form 
augite  when  rapidly  cooled  from  a  state  of  fusion,  and  hornblende  when  slowly  cooled ; 
indeed,  hornblende  has  been  converted  into  augite  by  fusion  and  rapid  solidification.  ' 

It  has  been  shown  by  Tschermak,  and  independently  by  Mr.  Allport,  that  hornblende 
may  be  distinguished  from  augite  in  sections  of  rock  examined  under  the  microscope, 
by  the  fact  that  hornblende  is  dichroic,  whilst  augite  is  not :  the  intensity  of  the 
dichroism  varies,  however,  to  a  great  extent  in  different  hornblendes. 

The  hornblendic  minerals,  although  highly  important  in  a  geological  point  of  view, 
have  little  or  no  economic  value.  Certain  Swedish  hornblendes  have  been  employed 
in  smelting  magnetic  ores :  and  the  fibrous  varieties  known  as  asbestus  have  received 
various  applications.    See  Asbestos. — F.W.R. 

HORM'BZ.Eia'SE-ROCK.  (Ampkibole,  Fr. ;  Hornblendfels,  Ger.)  A  rock,  con- 
sisting chiefly  of  crystalline-granular,  dark  green,  or  black  hornblende,  associated 
commonly,  but  by  no  means  necessarily,  with  felspar,  quartz,  and  mica  in  small 
quantity.  The  rock  often  assumes  a  schistose  structure,  and  then  passes  into  Horn- 
blende slate  (Schiste  amphibolithique,  Fr. ;  Hornblendschiefer,  Ger.).  This  slate  usually 
occurs  in  connection  -with  mica-schist,  gneiss,  and  other  metamorphic  rocks.  When 
the  hornblende  belongs  to  the  bright  green  variety  called  actinolite,  the  rock  becomes 
an  actinolite  schist,  or  Strahlsteinschitfer  of  the  Germans.  Hornblende  also  occurs, 
although  to  a  less  extent,  in  other  rocks  ;  such  as  syenite  (a  granite  in  which  horn- 
blende replaces  mica),  and  greenstone  and  diwite  (rocks  consisting  of  hornblende  and 
rfelspar).  The  timazite  of  Hungary  and  Transylvania  is  a  trachytic  greenstone,  con- 
taining the  peculiar  hornblende  called  gamisgradite. 

On  exposure  to  atmospheric  influences,  hornblendio  rocks  easily  decompose ;  the 
protoxide  of  iron  passing  into  the  condition  of  peroxide.  Soils  resting  on  such  rocks 
are  frequently  remarkable  for  their  fertility. 

HOKir-XiEAD,  or  Phosgenite.    Native  chlorocarbonate  of  lead.    See  Lead. 

HORIl'-<2'irZCXSIXiVi:R.   Native  subchloride  of  mercury.    See  Calomel, 

HORxr-SXZiVER,  or  Luna  Cornea.  Both  these  names  were  given  by  the  alche- 
mists to  fused  chloride  of  silver.  Horn-silver  is  found  native  as  kerargj'rite.  See 
Silver. 

HORSrSTOSTE.  A  variety  of  quartz,  resembling  flint,  but  more  brittle,  and 
breaking  with  a  more  splintery  fracture.  It  sometimes  occurs  imbedded  in  limestone. 
See  Chekt, 

HORSE.  In  mining,  any  large  isolated  mass  of  rock  occurring  in  a  vein,  or 
splitting  a  vein  or  seam  into  two  or  more  parts. 

BORSE  CBESTXruT.  {Marronnier  dJInde,  Fr. ;  Ge^nxcine  Eosskastanie,  Ger.) 
The  wood  of  this  well-known  tree  is  used  by  the  Tunbridge  turner ;  otherwise  it  is 
only  employed  for  some  largo  varnished  works.    See  Hippocastakum. 

BORSE-FXiESK  ORE.   A  Cornish  name  for  purple  copper-ore.    See  Copper. 

BORSE-POWER,  in  steam-engincs,  was  estimated  by  Watt  at  32,000  lbs. 
avoirdupois  lifted  one  foot  high  per  minute,  for  one  horse.  M,  D'Aubuisson,  from  an 
■  examination  of  the  work  done  by  horses  in  the  whims,  or  gigs  {machines  a  Tndettes) 
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for  raising  ore  from  the  mines  at  Preiberg,  the  horses  being  of.  average  size  And 
strength,  has  concluded  that  the  useful  effect  of  a  horse  yoked  during  eight  hours,  by 
two  relays  of  four  hours  each,  in  a  manege  or  mill-course,  may  be  estimated  at 
40  kilogrammes  raised  1  meter  "per  second;  which  is  nearly  16,440  lbs.  raised  one 
foot  per  minute  being  very  nearly  one  half  of  Mr.  Watt's  liberal  estimates'  for  tlio 
horse-power  of  his  steam-engines. 

Frederick  William  Simms,  M.Inst.C.E.,  adopted  some  peculiar  conditions  of  work 
on  which  he  was  engaged  to  determine  the  value  of  ^m-power.  He  had  to  mako 
a  tunnel  for  the  South-Eastern  Kailway.  This  tunnel  was  driven  in  the  middle  bed 
of  the  Lower  G-reensand,  between  which  and  the  surface  of  the  ground  is  interiDOsed 
only  the  upper  bed  of  the  same  stratimi ;  but  in  sinking  the  eleven  shafts  for  the 
work,  it  was  found  that  at  the  level  of  the  top  of  the  tunnel,  the  ground  assumed  the 
character  of  a  quicksand,  saturated  with  water,  in  such  qiiantity  that  it  could  not  bo 
reduced  by  manual  labour.  Under  these  circumstances  horse-gins  were  erected  for 
drawing  the  water  by  barrels,  containing  100  gallons  each,  weighing  when  full  about 
1,310  lbs. 

The  engineer's  intention  was,  to  drive  simultaneously  from  these  shafts,  in  the 
direction  of  the  tunnel,  an  adit  or  heading  to  carry  off  the  water ;  but  the  earth, 
which  was  sand  mixed  with  fine  particles  of  blue  clay,  was  so  filled  with  water  as  to 
become  a  mass  of  semifluid  mud  ;  great  exertions  were  therefore  necessary  to  over- 
come the  water,  without  erecting  pumps.  At  first  this  was  accomplished  by  making 
each  horse  work  for  12  hours  and  then  for  8  hours  per  day,  allowing  1  hour  for  food 
and  rest :  as  the  water  increased  it  became  necessary  to  work  night  and  day,  and  the 
time  of  each  horse's  working  was  reduced  generally  to  6  hours,  and  sometimes  to 
3  hours.  As  all  the  horses  were  hired  at  the  rate  of  seven  shillings  per  day,  the 
engineer,  who  had  charge  of  the  works,  ordered  a  daily  register  to  be  kept  of  the 
actual  work  done  by  each  horse,  for  the  double  purpose  of  ascertaining  whether  they 
all  performed  their  duty,  and  also  hoping  to  collect  a  body  of  facts  relative  to  horse- 
power which  might  be  useful  hereafter.   

Mr.  Simms  gives  as  a  proposition,  '  That  the  proper  estimate  of  horse-power  would 
be_  that  which  measures  the  weight  that  a  horse  would  draw  up  out  of  a  well ;  the 
animal  acting  by  a  horizontal  line  of  traction  turned  into  the  vertical  direction  by  a 
simple  pulley,  whose  friction  should  be  reduced  as  much  as  possible.'  He  states  that 
the  manner  in  which  the  work  was  performed,  necessarily  approached  very  nearly  to 
these  conditions;  and  after  giving  the  principal  dimensions  of  the  horse-gins,  ho 
analyses  each  set  of  experiments,  and  by  taking  the  mean  of  those  against  which  no 
objections  could  be  urged,  he  arrives  at  the  following  results : — 

The  power  of  a  horse  for  8  hours  =  23,412  lbs.  raised  1  foot  high  in  one  minute. 
Do.  6    „    =24,360  „ 

Do.  4i  „  =27,056 

Do.  3    „    =32,943  „ 

Of  these  results  he  thinks  the  experiments  for  6  hours  and  for  3  hours  alone 
should  be  adopted  as  practical  guides,  all  the  others  being  in  some  degree  objec- 
tionable. 

As  a  means  of  comparison,  the  following  table  of  estimates  of  horse-power  is 
given  : — 


Kame 

Pounds  raised 
1  foot  high 
in  a  mimite 

Hours  of 
work 

Authority 

Boulton  and  Watt  . 

Tredgold. 

Desaguliers 

n                 •          •  • 

Saussure  .... 
More,  for  Society  of  Arts . 
Smeaton  .... 

32,000 
27,500 
44,000 
27,500 
34,020 
21,120 
22,000 

8 
8 
8 

Not  stated 
8 

Not  stated 
ff 

Eobinson's  Mech.  Phil.,  ii.  145. 
Tredgold  on  Kailroads,  p.  69. 

1  Dr.  Gregory's  Mathematics 
j    for  Practical  Men,  p.  183. 

These  are  much  higher  results  than  the  average  of  his  experiments,  and  would 
more  nearly  accord  with  the  extremes  obtained  by  him ;  but  under  such  excessive 
fatigue,  the  horses  were  speedily  exhausted,  and  died  rapidly.  Nearly  one  hundred 
horses  were  employed  :  they  were  of  good  quality;  their  average  height  was  15  hands 
i  inch,  and  their  weight  about  lOJ  cwts.,  and  they  cost  from  201.  to  40^.  each  Thev 
had  as  much  com  as  they  could  oat,  and  were  well  attended  to.  '  ^ 
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The  total  quantity  of  work  done  by  the  liorses,  and  its  cost,  was  as  under:— 

Begistorod  quantity  of  water  drawn  104  feet,  the  average  height,  1 

28,220,800  gallons       .      .       .       .       .       .      .       .    /  128,53u 

Do.   earth,  3,600  yds.  1  ton  6  cwts.  per  yard   ".      !      !      !  4,550 


Total  weight  drawn  to  the  surfiico   .      .      .  133,085 

Total  cost  of  horse-labour,  including  a  boy  to  drive  each  horse,  1,585/.  16«.  Zd.,  or 
2'8Gd.  per  ton  the  average  heiglit  of  104  ft. 

Mr.  Palmer  made  some  experiments  on  the  amount  of  work  performed  by  horses 
tracking  boats  on  canals.  On  the  upper  end  of  the  mast  of  the  boat  a  pulley  was  hung ; 
oyer  this  the  towing  rope  was  passed,  with  the  means  of  suspending  to  its  extremity 
given  weights,  so  as  exactly  to  balance  the  power  exerted  by  the  horse. 

The  results  arrived  at  by  these  means  were  so  various,  that  he  could  not  deduce 
any  average  conclusions,  as  the  power  exerted  varied  between  30  lbs.  and  120  lbs., 
the  power  diminishing  as  the  speed  was  increased.  He  thought  that  2.^  miles  was  too 
high  an  average  estimate,  and  that  it  should  not  exceed  2  miles  per  hour,  althougli 
in  all  estimates  of  horse-power,  the  speed  was  considered  to  be  at  an  average  of  2^ 
miles  per  hour,  and  all  experiments  were  reduced  to  that  standard. 

Mr.  Hawkins,  some  years  since,  had  made  numerous  inquiries  respecting  the  work 
done  by  horses  in  drawing  upon  common  turnpike-roads,  and  found  that  four  good 
horses  could  draw  an  ordinary  stage-coach,  with  its  complement  of  passengers,  at  the 
rate  of  10  miles  an  hour;  that  if  they  ran  stages  10  miles  in  the  hour,  the  horses  must 
rest  one  da}'-  in  each  week ;  that  good  horses,  so  worked,  would  last  only  five  years, 
each  horse  drawing  about  half  a  ton.  He  had  been  informed  by  waggoners,  that 
good  horses  would  walk  at  the  rate  of  2  J-  miles  per  hour,  for  12  hours  out  of  24, 
making  30  miles  a  day ;  and  that  they  would  continue  to  do  such  work  day  by  day, 
each  horse  drawing  1  ton,  for  many  years,  provided  they  had  not  been  worked  hard 
when  young. 

It  is  desirable  to  know  the  average  speed  at  which  the  different  rates  of  work  had 
been  performed;  this  was  essential  in  order  to  found  any  calculation  upon  the  results 
given.  Coach  proprietors  calculated  that  at  a  speed  of  10  miles  per  hour,  a  horse  was 
required  for  every  mile  going  and  returning,  so  that  one  horse  was  kept  for  every 
mile  of  road.  Now  supposing  a  four-horse  coach,  with  an  average  load,  to  weigh  2 
tons,  the  load  for  each  horse  was  10  cwts. ;  whereas  in  the  case  of  a  horse  drawing  a 
cart,  the  gross  load  frequently  amounted  to  2  tons,  but  the  speed  was  reduced  to  2i 
miles  per  hour,  at  which  pace  he  conceived  that  16  miles  per  day  might  be  considered 
a  fair  day's  work  ;  this  therefore  was  double  the  distance  with  four  times  the  load,  or 
eight  times  the  coach-work,  but  vdth  a  heavier  horse. 

The  law  that  the  quantity  of  work  done  was  as  the  square  root  of  the  velocity, — or 
as  the  cube  root  of  the  velocity,  in  equal  times, — is  confined  to  work  upon  canals,  or 
bodies  moving  through  the  water. 

Mr.  Kennie  had  tried  some  experiments  on  the  force  of  traction  of  the  boats_  on  the 
Grand  Junction  Canal.  The  towing  rope  was  attached  to  a  dynamometer,  which  had 
previously  been  tested  by  weights. 

The  horse,  although  urged  at  first  starting,  was  afterwards  allowed  to  fall  into  his 
natural  speed,  which  was  2^  miles  per  hour  on  the  average  of  20  miles.  The  maxi- 
mum speed  was  4  miles,  and  the  minimum  2  miles,  per  hour.  The  dynamometer 
indicated  an  average  of  108  lbs.,  which  was  capable  of  overcoming  the  resistance  of 
the  loaded  barge  of  25  tons,  being  in  the  ratio  of  15-00.  The  weight  of  the  horse  was 
about  11  cwts. 

He  also  tried  many  experiments  upon  a  fast  boat,  lent  to  him  in  1833  by  the  Late 
Colonel  Page.    These  experiments  were  principally  made  in  order  to  ascertain  the 
comparative  resistance  of  vessels  moving  through  water  at  different  velocities,  and 
the  Grand  Junction  Canal  afforded  a  convenient  opportunity  of  undertaking  them. 
The  boat  was  70  feet  in  length,  4  feet  in  breadth,  and  drew  9  inches  in  water. 
The  traction  indicated  by  the  dynamometer  the  following  resistance  :— 

Miles  per  hour  lbs. 
At  6  the  resistance  was  97  to  214 
7        ■  250 


Miles  per  hour  lljs. 

At  2i  the  resistance  was  20 

3  „  27 
H           „  30 

4  „  60 
H            „  60 

5  „  70  to  75 
One  horse  was  employed  in  tlieso  expe 
riments. 


8  „  336 

969  „  411 

10  „  375 

111  „  392 


Average  336 
Two  horses  were  employed  in  these  expe- 
riments. 
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Stakes  were  fixed  near  the  margin  of  the  canal,  so  as  to  ascertain  the  rise  and  fall 
of  the  wave  caused  by  the  boat  in  passing  ;  and  it  was  observed  that  when  a  boat 
passed  with  a  velocity  of  from  4  to  6  miles  per  hour,  the  rise  of  the  wave  was  5  inches 
and  the  fall  5  inches,  making  a  wave  of  10  inches  in  depth  ;  and  when  the  velocity 
was  11 J  miles,  the  rise  was  reduced  to  2^  inches  and  the  fall  to  2 J  inches. 

Great  difference  existed  in  the  power  of  horses,  their  weights  and  structure ;  and 
the  large  dray-horses  used  by  Messrs.  Barclay,  Perkins,  and  Co.  did  a  full  average 
duty  as  assumed  by  Boulton  and  Watt ;  but  considering  the  average  power  of  strong 
and  weak  animals,  he  had  adopted  22,000  lbs,  raised  1  foot  high  as  the  standard ; 
much,  however,  depended  on  the  nature  of  the  work  performed. 

Mr.  Davidson  has  given  the  following  statement  of  the  work  performed  by  a  London 
brewer's  horse  per  day ;  the  cost  of  feed  and  of  wear  and  tear  per  horse  per  annum 
being  derived  from  actual  experience  among  a  large  number  of  horses  at  Messrs. 
Truman,  Hanbury,  and  Co.'s  brewery.  The  feed,  &c,,  is  supposed  to  have  cost  tho 
same  per  quarter,  per  truss,  &c.,  each  year  : — 


Years 


1835 
1836 
1837 
1838 
1839 
1840 
1841 
1842 

Total 

Average  7 
yrs.  nearly 


Pounds  weight 
drawn  GJ  miles 
per  horse  per 
day 

Pounds  weight 
drawn  6J  miles 
per  horse  return- 
ing per  day 

Average  pounds 
weiglit  drawn 
13  miles  per 
horse  per  day 

Cost  of  feed  and 
straw  per  horse 
per  annvun 

Difference  per 
horse  of  horses 
bought  and  sold 
per  annum 

lbs. 

lbs. 

lbs. 

£ 

s. 

d. 

£ 

s. 

d. 

5,148 

1,716 

3,342 

43 

2 

7 

10 

0 

3 

6,072 

1,767 

3,389 

43 

16 

6 

9 

18 

0 

6,057 

1,698 

3,377 

41 

18 

0 

9 

15 

9 

6,287 

1,740 

3,513 

42 

9 

11 

9 

7 

1 

6,786 

1,820 

3,803 

46 

11 

7 

7 

17 

11 

5,311 

1,750 

3,530 

45 

0 

1 

10 

16 

11 

6,263 

1,740 

3,501 

47 

0 

9 

10 

8 

0 

36,924 

12,171 

24,455 

309 

19 

5 

68 

3 

11 

j>  6,275 

1,738 

3,506 

44 

5 

7 

9 

14 

10 

Mr.  Beardmore  mentions  a  case  which  occurred  in  a  work  near  Plymouth,  which  he 
believed  would  give  the  fair  value  of  the  work  actually  performed  daily  by  a  horse  for 
a  considerable  period. 

A  quariy- waggon,  weighing  2^  tons,  carrying  an  average  load  of  stone  of  6f  tons, 
was  drawn  by  one  horse  along  a  railway  960  feet  in  length,  260  of  it  being  level,  and 
the  remaining  700  feet  having  an  inclination  of  1  in  138.  During  48  working  days 
the  number  of  trips  was  1,302,  or  an  average  of  27'1  trips  each  day  ;  the  time  of  per- 
forming each  trip  was  4  minutes,  or  at  a  speed  of  272  miles  per  hourj  and  the 
total  weight  drawn,  including  that  of  the  waggons,  was  23,959,600  lbs. 

Eepeated  experiments  proved,  that  upon  the  incline  of  1  in  138  the  waggons  in 
their  ordinary  working  state  would  just  remain  stationary ;  the  friction  was  therefore 
assumed  to  be  16'2  lbs.  per  ton;  by  calculation  it  was  found  that  the  horse  raised 
39,320  lbs.  1  foot  high  per  minute  during  the  8  working  hours  each  day :  the  useful 
effect,  or  net  amount  of  stone  carried,  being  21,738  lbs.  raised  1  foot  high  per  minute. 
This  difference  between  the  work  done  and  the  useful  effect  arose  from  the  necessary 
strength  and  weight  of  the  waggons. 

The  animal  employed  was  a  common  Devonshire  cart-horse,  8  years  old,  15  hands 
high,  and  weighed  10|  cwts. ;  he  continued  doing  the  same  work  throughout  a  whole 
summer,  remaining  in  good  condition ;  but  a  lighter  horse  was  found  unequal  to  it. 

Prof.  Eankine  defined  horse-power  in  a  somewhat  different  form.  '  Tho  power  of 
a  machine  is  the  energy  exerted,  and  tho  effect  the  useful  work  performed  in  some 
interval  of  time  of  definite  length,  such  as  a  second,  a  minute,  an  hour,  or  a  day.' 
There  is  a  peculiar  unit  of  power  appropriated  to  its  expression,  called  a  Hobse- 
POWEE,  which  is  in  Britain — 

550  foot-pounds  per  second, 
or  33,000  foot-pounds  per  minute, 
or  1,980,000  foot-pounds  per  hour. 

In  France  tho  terms  Force  de  Cheval  or  Cheval-Vapeur  is  applied  to  the  following 
rate  of  work ; —  ° 
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, .,            ,  Foot-poundg 

78  lulogrammtoes  per  second  =  642 J 

or  4,500  kilogramm6tro8  per  minute  =  32,549 

or  270,000  kilogramm6tres  per  hour    =  1,962,948, 

being  about  one-seventieth  part  less  than  tJio  British  horse-power. 

ho^se-powei!''  '       ''^  "'^""^  ^io^«°-P°^^°r,  to  distinguish  it  from  a  nominal 

cfi^r"""^  HOHSE-POWBB  is  a  conventional  mode  of  describing  tlie  dimensions  of  a 
steam-engine  for  the  convenience  of  makers  and  purchasers  of  engines,  and  bears 
nl^«?>'^  *°  f  horse-power.  .The  mode  of  computing 

oftabhshed  amongst  Civil  manufacturers  of  steam-engines  by  th! 
practice  of  Boulton  and  Watt,  is  as  follows  :—  ^ 

Assume  the  velocity  of  the  piston  to  be  128  feet  per  minute  x  cube  root  of  length 
ot  stroke  in  feet.  Assume  the  mean  effective  pressure  to  be  seven  pounds  on  the 
square  inco. 

Then  compute  the  horse-power  from  these  fictitious  data,  and  the  area  of  the 
piston  ;  that  is  to  say. 

Nominal  H.  P.  =  7  x  128  x  ^  stroke  in  feet 

X  area  of  piston  in  square  inches  33,000 


=  <y  stroke  in  feet  x  area  of  piston  in  inches 
47  nearly 


=  ^  stroke  in  feet  x  diam."  in  inches 
60 

The  indicated  power  of  different  engines  usually  exceeds  the  nominal  power  as 
computed  by  the  above  rule  in  proportions  ranging  from  1^  to  5. 

In  the  rule  established  by  the  Admiralty  iov  computing  nominal  horse-po-wer,  the 
real  velocity  of  the  piston  is  taken  into  account ;  but  the  fictitious  effective  power  of 
seven  pounds  on  the  square  inch  is  assumed  consequently  by  the  Admiralty  rules. 

Nominal  H.  P.=  velocity  of  piston  in  feet  per  minute 

X  area  of  piston  in  inches  x  7  -j- 33,000 

velocity  in  feet  per  min.  x  diam.*  in  inches 
"  6,000 

The  indicated  power  of  marine  engines  ranges  from  once  to  three  times,  and  is  on- 
an  average  about  twice  the  nominal  power  as  computed  by  the  Admiralty  rule. 

Both  the  Civil  rule  and  the  Admiralty  rule  for  computing  the  power  of  engines  are 
applicable  to  low-pressure  engines  alone.  For  high-pressure  engines  there  is  a 
customary  rule  proposed  by  Mr.  Bourne,  -which  consists  in  assuming  the  effective 
pressure  to  be  21  pounds  per  square  inch,  the  other  data  being  the  same  as  in  the 
rule  for  low-pressure  engines.  See  Eankine's  '  Manual  of  the  Steam  Engine  and  other 
Prime  Movers.* 

HORSXS-RABZSH.  The  root  of  Cochlearia  Armoracia,  eaten  as  a  condiment. 
For  the  distinctions  between  the  roots  of  horse-radish  and  monkshood,  see  Aconite. 

HORSESHOES.    The  ordinary  method  of  making  these  is  well  known.  There 
has,  however,  been  introduced  with  much  success  a  machine  for  making  horse- 
shoes ;  and  one  of  these  machines  has  been  erected  at  Chillington  Ironworks,  Wolver- 
hampton, by  the  inventor,  Mr.  Henry  Burden,  of  Troy,  New  York.   As  early  as 
1835  he  took  out  a  patent  for  a  machine  for  making  horseshoes,  which  he  improved 
upon  in  1843,  and  this  was  turned  to  practical  account  by  the  production  of  a  con- 
siderable number  of  horseshoes.    The  present  machine,  however,  which  was  patented  ■ 
in  1857,  is  entirely  different  from  the  former  ones,  and  is  a  very  remarkable  piece  of 
mechanism.    In  the  previous  machines  the  piece  of  iron  bar  of  which  the  shoe  was  to 
be  made  was  rolled  into  shape  before  being  bent,  and  the  pressure  of  the  rollers  being 
in  the  direction  of  its  length,  the  bar,  when  it  was  pressed,  was  naturally  rather  ex- 
tended in  length  than  width,  and  tlie  widening  which  is  required  at  the  crown  of  the 
shoe  was  not  properly  effected.    By  the  present  plan  the  bar,_  after  being  heated, 
enters  the  machine  by  a  feeding  apparatus,  a  piece  of  the  required  length  is  cut  off, 
and,  by  a  stroke  from  a  piece. of  steel,  shaped  like  the  inside  of  a  horseshoe,  is  bent, 
and  falls  upon  a  die  on  a  wheel  beneatli,  corresponding  to  one  on  a  cylinder  above, 
and  tlnis  acquires  by  pressure  the  desired  siiape,  two  lateral  strikers  at  the  same 
moment  hitting  the  extremities," or  heels,  of  tJie  shoo,  and  driving  them  inwards  into. 
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the  reauired  shape.  Thence  it  passes  between  another  pair  of  dies,  where  it  is  stamped, , 
S  byTingeZus  arrangement  is  flattened  from  the  curled  shape  which  the  whee 
Sves  it  as  tills  at  the  mouth  of  the  machine.    The  shoes  thus  made  are  remarkaUo 
for  their  exactness  in  shape  and  in  the  position  of  the  holes-a  most  i^P^^Jf  "\P° 
with  regard  to  the  safety  of  horses'  feet ;  and  they  can  be  produced,  when  the  machine 
is  in  proper  order,  at  the  rate  of  60  per  minute,  which  is  more  than  two  men  can 
forge  in  a  day;  their  superiority  over  shoes  forged  by  hand  is  very  striking.  As 
the  bar  is  bent  before  being  pressed  in  the  die,  the  pressure  at  the  crown  is  in  tno 
direction  of  the  width,  and  hence  the  widening  is  readily  effected. 

HOSXERY.  {Bonneterie,  Fr. ;  Struirvpfweberei,  Ger.)  The  stocking -frame,  whicn 
is  the  great  implement  of  this  business,  though  it  appears  at  first  sight  to  be  a  com- 
plicated machine,  consists  merely  of  a  repetition  of  parts  easily  understood,  with  a 
moderate  degree  of  attention,  provided  an  accmate  conception  is  first  formed  of  the 
nature  of  the  hosiery  fabric.  This  texture  is  totaUy  different  from  the  rectangular 
decussation  which  constitutes  cloth,  as  the  slightest  inspection  of  a  stocking  will  show; 
for  this,  instead  of  having  two  distinct  systems  of  thread,  like  the  warp  and  the  weft, 
which  are  woven  together  by  crossing  each  other  at  right  angles,  the  whole  piece  is 
composed  of  a  single  thread  united  or  looped  together  in  a  peculiar  manner,  which  is 
called  stocking-stitch,  and  sometimes  chain-work. 

This  is  best  explained  by  the  view  in  ^.9'.  1153.  A  single  thread  is  formed  into  a 
number  of  loops  or  waves,  by  arranging  it  over  a  number  of  parallel  needles,  as  shown 
atH;  these  are  retained  or  kept  in  the  form 
of  loops  or  waves,  by  being  drawn  or  looped 
through  similar  loops  or  waves  formed  by  the 
thread  of  the  preceding  course  of  the  work,  s. 
The  fabric  thus  formed  by  the  union  of  a 
number  of  loops  is  easily  unravelled,  because 
the  stability  of  the  whole  piece  depends  upon 
the  ultimate  fastening  of  the  first  end  of  the 
thread ;  and  if  this  is  undone,  the  loops  formed 
by  that  end  will  open,  and  release  the  subse- 
quent loops  one  at  a  time,  until  the  whole  is 
unravelled,  and  drawn  out  into  the  single 
thread  from  which  it  was  made.  In  the  same 
manner,  if  a  thread  in  a  stocking-piece  fails,  or  breaks  at  any  part,  or  drops  a  stitch,  as 
it  is  called,  it  immediately  produces  a  hole,  and  the  extension  of  the  rest  can  only  be 
prevented  by  fastening  the  end.  It  should  be  observed  that  there  are  many  different 
fabrics  of  stocking-stitch  for  various  kinds  of  ornamental  hosiery,  and  as  each  requires 
a  different  kind  of  frame  or  machine  to  produce  it,  we  should  greatly  exceed  our  limits 
to  enter  into  a  detailed  description  of  them  all.  That  species  which  we  have  repre- 
sented in^^.  1164  is  the  common  stocking-stitch  used  for  plain  hosiery,  and  is  formed 
by  the  machine  called  the  common  stocking-frame,  which  is  the  groundwork  of  all  the 
others.  The  operation,  as  we  see,  consists  in  drawing  the  loop  of  a  thread  succes- 
sively through  a  series  of  other  loops,  so  long  as  tlie  work  is  continued,  as  is  very 
plainly  shown  for  one  stitch  in  fig.  1156. 

The  first  kind  of  frame,  which  forms  the  foundation  of  all  the  others,  is  that  for 
knitting  plain  hosiery,  or  the  common  stocking-frame.  _  _  ■ 

Of  this  valuable  machine,  the  invention  of  Mr.  Lee  of  Cambridge,  a  side  elevation 
is  given  in  fig.  1165,  with  the  essential  parts.  The  framing  is  supported  by  four 
upright  posts,  generally  of  oak,  ash,  or  other  hard  wood.  Two  of  these  posts  appear 
at  A  A,  and  the  connecting  cross  rails  are  at  c  c.  At  b  is  a  small  additional  piece  of 
frnming,  which  supports  the  hosier's  seat.  The  iron-work  of  the  machine  is  bolted  or 
screwed  to  the  upper  rails  of  the  framework,  and  consists  of  two  parts.  The  first  rests 
upon  a  sole  of  polished  iron,  which  appears  at  d,  and  to  which  a  great  part  of  the 
machinery  is  attached.  The  upper  part,  which  is  generally  called  the  cairriage,  runs 
upon  the  iron  sole  at  d,  and  is  supported  by  four  small  wheels  or  trucks,  as  they  are 
called  by  the  workmen.  At  the  upper  part  of  the  back  standard  of  iron  are  joints, 
one  of  which  appears  at  q  ;  and  to  these  is  fitted  a  frame,  one  side  of  which  is  seen 
extending  to  H.  By  means  of  these  joints  the  end  at  h  may  be  depressed  by  tho 
hosier's  hand,  and  it  returns,  when  relieved,  by  the  operation  of  a  strong  spring  of 
tempered  steel,  acting  between  a  cross  bar  in  the  frame,  and  another  below.  The 
action  of  this  spring  is  very  apparent  in  fig.  1156;  In  the  front  of  the  frame,  im- 
mediately opposite  to  where  the  hosier  sits,  are  placed  the  needles  which  form  the 
loops.  These  needles,  or  rather  hooks,  are  more,  or  less  numerous,  according  to  tlie 
coarseness  or  fineness  of  the  stocking ;  and  this,  although  unavoidable,  proves  a  very 
considerable  abatement  of  the  value  of  a  stocking-frame.  In  almost  every  other 
machine  (for  example,  those  employed  in  spinning  or  weaving),  it  is  easy  to  adapt  any 
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one  either  to  work  coarser  or  finer  work,  as  it  may  bo  wanted.   Bui  in  the  manufacture 
1 1 55  of  hosiery,  a  frame  once  linisliod, 

is  limited  for  over  in  its  opera- 
tion to  the  same  quality  of  work, 
with  this  exception,  that  by 
changing  the  stuff,  the  work  may 
be  made  a  little  more  dense  or 
flimsy  ;  but  no  alteration  in  the 
size  or  quantity  of  loops  can  take 
place.  Hence  where  the  manu- 
facture is  extensively  prosecuted, 
many  frames  may  be  thrown  idle 
by  every  vicissitude  of  demand  ; 
and  where  a  poor  mechanic  does 
purchase  his  own  frame  he  is  for 
ever  limited  to  the  same  kind 
of  work.  The  gauge,  as  it  is 
called,  of  a  stocking-frame  is  re-, 
gulated  by  the  number  of  loops 
contained  in  three  inches  of 
breadth,  and  varies  very  much ; 
the  coarsest  frames  in  common 
use  being  about  what  are  termed 
Fourteens,  and  the  finest  em- 
ployed in  great  extent  about 
Forties.  The  needles  are  of  iron 
wire,  the  manufacture  of  which 
is  very  simple  ;  but  long  practice 
in  the  art  is  found  necessary  before  a  needle-maker  acquires  the  dexterity  which  will 
enable  him  both  to  execute  his  work  well,  and  in  sufficient  quantity  to  render  hia 
labour  productive. 

The  process  of  making  the  needles  is  as  follows  — Gbod  sound  iron  wire,  of  a  proper 
fineness,  is  to  be  selected ;  that  which  is  liable  to  split  or  splinter,  either  in  filing, 
punching,  or  bending,  being  totally  unfit  for  the  purpose.  The  wire  is  first  to  be  cut 
into  proper  lengths,  according  to  the  fineness  of  the  frame  for  which  the  needles  are 
designed,  coarse  needles  being  considerably  longer  than  fine  ones.  When  a  sufficient 
number  (generally  some  thousands)  have  been  cut,  the  wire  must  be  softened  as  much 
as  possible.  This  is  done  by  laying  them  in  rows  in  a  flat  iron  box,  about  an  inch 
deep,  with  a  close  cover  ;  the  box  being  filled  with  charcoal  between  the  strata  of  wires. 
This  bos,  being  placed  upon  a  moderate  fire,  is  gradually  heated  until  both  the  wires 
and  charcoal  have  received  a  moderate  red  heat,  because,  were  the  heat  increased  to 
what  smiths  term  the  white  heat,  the  wire  would  be  rendered  totally  unfit  for  the  sub- 
sequent processes  which  it  has  to  undergo,  both  in  finishing  and  working.  When  the 
box  has  been  sufficiently  heated,  it  may  be  taken  from  the  fire,  and  placed  among  hot 
ashes  until  both  ashes  and  box  have  gradually  cooled  ;  for  the  slower  the  wires  cool, 
the  softer  and  easier  wrought  they  will  be.  When  perfectly  cool,  the  next  process  is 
to  punch  a  longitudinal  groove  in  the  stem  of  every  needle,  which  receives  the  point 
or  barb,  when  depressed.    This  is  done  by  means  of  a  small  engine  worked  by  the 

power  of  a  screw  and  lever.  The  construction  of 
these  engines  is  various  ;  but  a  profile  elevation  of 
one  of  the  most  simple  and  commonly  used  will  be 
found  in  fiff.  1156.  It  consists  of  two  very  strong 
pieces  of  malleable  iron,  represented  at  A  and  c, 
and  these  two  pieces  are  connected  by  a  strong 
well-fitted  joint  at  b.  The  lower  piece,  or  sole  of 
the  engine  at  c,  is  screwed  down  by  bolts  to  a 
strong  board  or  table,  and  the  upper  piece  a  will 
then  rise  or  sink  at  pleasure,  upon  the  joint  b.  In 
order  that  A  may  be  very  steady  in  rising  and 
sinking,  which  is  indispensable  to  its  correct  ope- 
ration a  strong  bridle  of  iron,  which  is  shown  in 
section  at  e,  is  added  to  confine  it,  and  direct  its_  motion.  In  J!?Pf  .f^,;  J 
bridle  is  a  female  screw,  through  which  the  fprcm^  screw  passes  which  3s  turned  by 
the  handle  or  lever  D.  To  the  sole  of  the  engine  c  is  fixed  ^bolster  of  temperc^^^^^^ 
with  a  small  groove  to  receive  the  ^^^re  which  is  to  be  punched  and  in  the  upper  or 
moving  part  A,  is  a  sharp  chisel,  which  descends  exactly  into  the  g^^ve-.  ^1'°"  ^  ^ 
depressed  by  the  screw.    These  are  represented  at  F,  and  above  h.   At  o  is  a  strong 
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appearancoof  the  groove  S^^^^;         ^^j^l^^j^        .vires  are  to  be 

inspecting        ^^^^  ^17  1  ^^^^^^j      ^j^^  l^^tter  of  which  should  bo 

brought  to  ^  listing  the  wire,  ifc  tends  greatly  to  restore  that 

spring  and  elasticity  wmci  ^^^^         ^.^^^^     ^  tji 

?,mXiece  of  tin  p^^^^^^^^  which  receives  the  point  of  the  wire,  and  by  its 

WdthSaL  the  ^^^^^  of  the  barb.  The  stem  of  the  needle  is  now  flattened 
S  asS  haM  toirevent  it  from  turning  in  the  tin  socket  in  which  it  is 
Str^ardrto  be'^ast;'  and  the  point  of  the  barb  being  a  little  curved  by  a  pair  of 
small  t)lvers,  the  needle  is  completed. 

In  order  to  fit  the  needles  for  the  frame,  they  are  now  cast  m  o  the  tm  sockets  oi 
leads  as  they  are  called  by  the  workman  ;  and  this  is  done  by  p  acmg  the  peedles 
an  iron  moJld,  which  opens  and  shuts  by  means  of  a  joint  and  pouring  in  the  t^ii 
whileTn  Estate  of  fusion".  In  common  operations,  two  needles  are  cast  into  tlie  same 
Set  The  form  of  the  needle,  when  complete  and  fitted  to  its  place  in  he  frame. 
Si  be  seen  in  y?^.  1157,  wliich  is  a  profile  section  of  the  needle-bar  exhibiting  one 

1157 


needle.  In  this  figure  a  section  of  the  pressure  is  represented  at  F  ;  the  needle  appeals 
at  G,  and  the  socket  or  level  at  k.  At  h,  is  a  section  of  the  needle-bar,  on  the  fo  e 
part  of  which  is  a  small  plate  of  iron  caUed  a  verge,  to  regulate  the  position  ot  tlie 
needles.  When  placed  upon  the  bar  resting  against  the  verge,  another  plate  ot  iron, 
generally  lined  .vith  soft  leather,  is  screwed  down  upon  the  sockets  or  leads,  in  order 
to  keep  them  all  fast.  This  plate  and  the  screw  appear  at  i.  AVhen  the  presser  at  _f 
is  forced  down  upon  the  barb,  this  sinks  into  the  groove  of  the  stem,  and  the  needle  is 
shut ;  when  the  presser  rises,  the  barb  opens  again  by  its  own  elasticity.  _ 

The  needles  or  hooks  being  all  properly  fitted,  the  next  part  of  the  stocking-frame 
to  which  attention  ought  to  be  paid,  is  the  machinery  for  forming  the  loops ;  and  tJiis 
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consists  of  two  parts.  The  first  of  these,  which  sinks  between  every  second  or  alternata 
needle,  is  represented  at  0,^15'.  1155,  and  is  one  of  the  most  important  parts  of  the 
whole  machine.  It  consists  of  two  moving  parts  ;  the  first  being  a  succession  of  liori- 
zontal  levers  moving  upon  a  common  centre,  and  called  jacks,  a  term  applied  to 
vibrating  levers  in  various  kinds  of  machinery  as  w6ll  as  the  stoi-king-frame.  One 
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only  of  those  jacks  can  bo  reprosontod  in  tho  profile/^.  1165 ;  but  the  whole  aie  dis- 
tinctly  shown  in  a  horizontal  position  mfig.  1158  ;  and  a  proftlo  upon  a  very  enlarged 
scale  IS  given  xnfy.  1 169._  The  jack  shown  in^?^.  1166.  extends  horizontally  from  o 
to  I,  and  tho  centre  of  motion  is  at  n.  On  tho  front,  or  right  hand  of  tho  iack  at  o.  i« 
a  joint  suspending  a  very  thin  plate  of  polished  iron,  which  is  termed  a  sinker.  Ono 
ot  tlieso  jacks  and  sinkers  is  allotted  for  every  second  or  alternate  needle.  The  form 
ot  the  sinker  will  appear  at  s,fig.  1159  ;  and  in  order  that  all  maybe  exactly  uniform 
in  shape  they  are  cut  out  and  finished  between  two  stout  pieces  of  iron,  which  sen-o 
as  moulds  or  gauges  to  direct  the  frame-smith.  Tho  other  end  of  the  jack  at  i,  is 
tapered  to  a  point ;  and  when  tlie  jacks  aro  in  their  horizontal  position,  they  are 
secured  by  small  iron  springs,  one  of  which  is  represented  at  x,  fig.  1155,  each  spring 
Having  a  small  obtuse-angled  notch  to  receive  the  point  of  the  jack,  against  which  it 
presses  by  its  own  elasticity.  In  fig.  1169,  the  centre  is  at  e,  the  pointed  tail  is 
omitted  for  want  of  room,  the  joint  is  at  o,  and  the  throat  of  tho  sinker,  which  forms 
the  loop,  is  at  s.  The  standards  at  h,  upon  which  the  jack  moves,  are  called  combs, 
and  consist  of  pieces  of  flat  smooth  brass,  parallel  to,  and  equidistant  from  each  other. 
I  he  cross  bar  e,  which  contains  the  whole,  is  of  iron,  with  a  perpendicular  edge  or  rim 
on  each  side,  leaving  a  vacancy  between  them,  or  a  space  to  receive  the  bottom  part  or 
tails  of  the  combs.  The  combs  are  then  placed  in  the  bar,  with  a  flat  piece  of  brass 
called  a  countercomb,  between  each,  to  ascertain  and  preserve  their  distances  from  each 
other.  These  countercombs  aro  exactly  of  the  same  shape  as  tho  combs,  but  have  no 
tails.  When  both  combs  and  countercombs  are  placed  in  the  bar,  it  is  luted  with  clay 
so  as  to  form  a  mould,  into  which  is  poured  a  sufficient  quantity  of  melted  tin.  When 
the  tin  has  had  time  to  cool,  the  countercombs  having  no  tails  are  easily  taken  out, 
and  the  combs  remain  well  fastened  and  secured  by  the  tin,  which  has  been  fused 
entirely  round  them.  Thus  they  form  a  succession  of  standards  for  tho  jacks ;  and  a 
hole  being  drilled  through  each  jack  and  each  comb,  one  polished  wire  put  through 
serves  as  a  common  centre  for  the  whole. 

The  jack  sinkers  being  only  used  for  every  alternate  or  second  needle,  in  order  to 
complete  this  part  of  the  apparatus,  a  second  set  of  sinkers  is  employed.  These  are, 
in  form  and  shape,  every  way  tho  same  as  the  jack  sinkers,  but  they  are  jointed  at  the 
top_  into  pieces  of  tin,  all  of  which  are  screwed  to  the  sinker  bar,  "a,  fig.  1 155  ;  and  thus 
a  sinker  of  each  kind  descends  between  the  needles  alternately.  By  these  sinkers  the 
loops  are  formed  upon  all  the  needles,  and  the  reason  of  two  sets  different  in  operation 
being  employed,  will  be  assigned  in  describing  the  mode  of  working  the  frame.  The 
presser  of  the  operation,  of  which  something  has  already  been  said,  appears  at  f  ;  and 
of  the  two  arms  which  support  and  give  motion  to  it,  one  appears  very  plainly  at  e,  its 
centre  of  motion  being  at  c.  The  circular  bend  given  to  these  arms,  besides  having  an 
ornamental  effect,  is  very  useful,  in  order  to  prevent  any  part  from  interfering  with  the 
other  parts  which  are  behind,  by  elevating  them  entirely  above  them.  The  extremities 
of  these  arms  at  the  termination  of  the  bends  behind,  are  connected  by  a  cross  bar, 
which  has  also  a  circular  bend  in  the  middle,  projecting  downwards  for  a  reason 
similar  to  that  already  assigned.  This  bend  is  concealed  in^^.  1155,  but  visible  in 
the  front  elevation,  1161.  From  the  middle  of  the  bend,  the  presser  is  connected 
with  the  middle  treadle  by  a  depending  wire,  appearing  at  M,  fig.  1155,  and  thus,  by 
the  pressure  of  that  treadle,  the  presser  is  forced  down  to  close  the  barbs  of  the 
needle.  The  re-ascent  of  the  presser  is  sometimes  effected  by  means  of  a  counter- 
poising weight  passing  over  a  pulley  behind ;  and  sometimes  by  the  reaction  of  a 
wooden  spring,  formed  of  a  strong  hoop  like  that  represented  at  k.  The  latter  of 
these  is  preferred,  especially  by  the  Nottingham  hosiers,  because,  as  they  assert,  it 
makes  the  presser  spring  up  with  greater  rapidity,  and  consequently  saves  time  in 
working.  How  far  this  may  be  practically  the  case,  it  would  be  superfluous  here  to 
investigate  ;  but  it  is  obvious  that  the  wooden  spring,  if  very  stiff,  mnst  add  much  to  • 
the  hosier's  exertion  of  his  foot,  already  exercised  against  the  united  spring  of  all  his 
barbs ;  and  this  inconvenience  is  much  complained  of  by  those  who  have  been  accus- 
tomed to  work  with  the  counterpoise. 

At  L  aro  two  pulleys  or  wheels,  of  different  diameters,  moving  upon  a  common 
centre,  by  which  the  jack-sinkers  are  relieved  from  the  back  springs,  and  thrown 
downwards  to  form  tho  loops  upon  tho  needles*  About  the  larger  wheel  is  a  band 
of  whipcord,  passing  twice  round,  tho  extremities  of  which  are  attached  to  what  is 
called  tho  slur,  which  disengages  tho  jacks  from  the  back  springs.  Tho  smaller 
pulley,  by  another  band,  communicates  with  tho  right  and  left  treadle  ;  so  that  theso 
.  treadles,  when  pressed  alternately,- turn  the  pulleys  about  in  <an  inverted  order. .  The 
directions  of  these  bauds  also  appear  more  plainly  in  the  front  elevation,  fig.  1161. 
Tho  construction  of  tho  slur,  and  its  effect  upon  tho  jacks,  will  also  be  rendered 
apparent  by  fig.  1160.  In  this  figure,  eight  jacks  are  represented  in  section,  tho  tail 
part  of  throe  of  which,  1,  2,  3,  aro  thrown  up  by  the  slur  in  its  progress  from  loft  to 
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right ;  the  fourth  is  in  the  act  of  rising,  and  the  remaining  four,  5,  6,  7,  and  8,  are 
still  unacted  upon,  the  slur  not  yet  having  i:eached  them.  As  the  slur  acts  in  the 
direction  of  the  dotted  line  x  x,  jjgj 
fig.  1160,  behind  the  centres  of 
the  jacks,  it  is  hardly  necessary 
to  remark,  that  this  forcing-up 
of  the  tails  must  of  course  de- 
.  press  the  joints  by  which  the 
sinkers  in  front  are  suspended ; 
the  jack  sinkers  falling  succes- 
sively from  the  loops  on  every 
alternate  needle,  in  the  way  re- 
presented at  fig,  1163,  where 
both  kinds  of  sinkers  appear  in 
section,  the  light  part  expressing 
wliat  is  above  the  point  at  which 
.the  throat  of  the  sinker  operates 
.upon  the  thread,  and  the  dark 
part  what  is  below.  The  second 
set,  or,  as  they  are  called,  the 
lead  sinkers,  from  the  manner  of 
joining  ■  them,  and  suspending 
them  from  the  bar  above,  ap- 
pear still  elevated  ;  the  position 
of  the  bar  being  represented  by 
the  line,  A  b.  But  when  these 
are  pulled  down  to  the  level  of 
the  former  by  the  operator's 
hands,  the  whole  looping  will  be 
completed,  and  the  thread  c  D, 
which  is  still  slack,  will  be 
brought  to  its  full  and  proper 
degree  of  tension,  which  is  re- 
gulated by  top  screws,  so  as  to 
bo  tempered  or  altered  at  plea- 
sure. The  sinking  of  this  second  set  of  sinkers  may  be  easily  explained  fig.  1164. 
The  direction  of  the  sinkers  is  expressed  by  the  line  e  ;  the  bar  from  which  they  are 
suspended  will  be  at  a  ;  the  top  frame  is  in  the  direction  from  a  to  b  :  the  back 
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standards  at  d  ;  and  the  joint  at  b,  is  the  centre  of  motion.    If  e  is  pulled  perpendicu- 
larly downwards,  the  spring  c  will  be  contracted,  and  its  upper  extreme  point,  a, 
will  be  brought  nearer  to  its  lower  extreme 
point  F,  which  is  fixed.    Again,  when  the 
force  which  has  depressed  h  is  removed, 
the  spring  c  will  revert  to  its  former  state, 
and  the  sinkers  will  rise.    The  raising  of 
the  jack  sinkers  and  jacks  takes  place  at 
the  same  time,  by  the  hosier  raising  his 
hands  ;  and  for  the  cause  of  this  we  must 
revert  to  ^^r.  1158.    The  lead  sinkers  in 
rising  lay  hold  of  notches,  which  raise  the 
extreme  parts  of  the  set  of  jacks  z,  z,  which 
are  called  half-jacks.    Between  the  extremities  of  these  at  z  z,  is  a  cross  bar  which 
in  descending,  presses  all  the  intermediate  jacks  behind  the  common  centre 'and  re- 
stores them  to  their  original  posture,  where  they  are  secured  by  the  back'sprines 
course  ^^"^  recusing  at  the  nS 
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_  Working  of  the  Fravu.— In  order  to  work  a  frame,  tho  whole  apparatus  being  pre- 
viously put  into  complete  order,  the  hosier  places  himself  on  the  seat  u  in  front,  and 
provides  himself  with  a  bobbin  of  yarn  or  stufiF.  This  bobbin  he  places  loosely  on  a 
vertical  pin  of  wire,  driven  into  one  side  of  the  frame  contiguous  to  tho  needles,  so 
that  It  may  turn  freely  as  the  stuff  is  unwound  from  it.  Taking  the  thread  in  his 
liand,  he  draws  it  loosely  along  tho  needles,  behind  the  barbs,  and  under  the  throats 
of  the  sinkers.  He  then  presses  down  one  of  the  treadles  to  pass  the  slur  along, 
and  unlock  the  jack  from  tho  back  springs,  that  they  may  fall  in  succession. 
When  this  is  done,  the  number  of  loops  thus  formed  is  doubled  by  bringing  down  the 
lead  suiknrs,  and  the  new  formed  loops  are  lodged  under  the  barbs  of  tho  needles 
by  bringing  forward  the  sinkers.  The  preceding  course,  and  former  fabric,  be- 
ing then_  again  pushed  hack,  the  barbs  are  shut  by  depressing  the  middle  treadle, 
and  forcing  down  the  pressor  upon  the  needles.  The  former  work  is  now  easily 
brought  over  the  shut  needles,  after  which,  by  raising  the  hands,  both  sets  of  sinkers 
are  raised ;  the  jacks  are  locked  by  the  back  springs,  and  the  hosier  goes  on  to 
another  course. 

From  this  it  will  be  apparent,  that  the  remark  made  in  the  outset  is  well  founded, 
that  there  are  in  reality  no  complicated  or  difficult  movements  in  the  stocking-frame. 
Almost  the  whole  are  merely  those  of  levers  moving  upon  their-  respective  fulcra, 
excepting  that  of  the  carriage  which  gives  the  horizontal  motion  to  the'sinkers,  and 
that  is  merely  an  alternate  motion  on  four  wheels.  Yet  the  frame  is  a  machine  which 
requires  considerable  experience  and  care,  both  to  work  it  to  advantage,  and  also  to 
keep  it  in  good  order.  This  circumstance  arises  greatly  from  the  small  compass  in 
which  a  number  of  moving  parts  must  be  included.  Owing  to  this,  the  needles,  unless 
cautiously  and  delicately  handled,  are  easily  bent  or  injured.  The  same  circumstance 
applies  with  equal  or  greater  force  to  the  sinkers,  which  must  be  so  very  thin  as  to  be 
easily  injured.  But  as  these  must  work  freely,  both  in  a  perpendicular  and  horizontal 
direction  between  the  needles,  in  a  very  confined  and  limited  space,  the  slightest 
variation  in  either,  from  being  truly  and  squarely  placed,  unavoidably  injures  the 
others.  When  a  hosier,  either  ignorant  of  the  mechanical  laws  of  their  relation  to 
each  other,  or  too  impatient  to  wait  for  the  assistance  of  another,  attempts  to  rectify 
defects,  ho  in  most  cases  increases  them  tenfold,  and  renders  the  machine  incapable  of 
working  at  all,  until  repaired  by  some  more  experienced  person.  This  circumstance 
lias  given  rise  to  a  set  of  men  employed  in  this  trade,  and  distinguished  by  the  name 
of  upsetters ;  and  these  people,  besides  setting  now  frames  to  work,  have  frequently 
more  employment  in  repairing  old  ones  injured  by  want  of  care  or  skill. 

It  seems  unnecessary  to  go  further  into  detail  respecting  a  machine  so  well  known, 
and  which  requires  practical  attention  even  more  than  most  others.  It  may,  there- 
fore, be  sufl&cient  to  describe  shortly  some  of  its  varieties,  the  most  simple  and 
common  of  which  is  the  rib  stocking-frame. 

Rib  stocking-frame. — This  frame,  which,  next  to  tlie  common  frame,  is  most  exten- 
sively in  use,  is  employed  for  working  those  striped  or  ribbed  stockings,  which  are 
very  common  in  all  the  different  materials  of  which  hosiery  is  formed. 
In  principle  it  does  not  differ  from  the  common  frame,  and  not  greatly 
in  construction.  The  preceding  general  description  will  nearly  apply 
to  this  machine  with  equal  propriety  as  to  the  former ;  that  part, 
however,  by  which  the  ribs  or  stripes  are  formed  is  entirely  an  addi- 
tion, and  to  the  application  of  this  additional  machinery  it  may  be 
proper  to  pay  the  chief  attention,  referring  chiefly  to  fig,  1161,  which 
is  a  front  elevation.  This  figure  has  been  already  referred  to  for  the 
illustration  of  those  parts  of  the  machinery  which  are  common  to 
both,  and  those  parts  therefore  require  no  recapitulation.  Tho 
principle  of  weaving  ribbed  hosiery  has  considerable  affinity  to  that 
of  weaving  that  kind  of  cloth  which  is  distinguished  by  the  name 
of  tweeling,  for  the  formation  of  stripes,  with  some  variation  arising 
merely  from  the  different  nature  of  the  fabric.  In  cloth-weaving, 
two  different  kinds  of  yarn  intersecting  each  other  at  right  angles, 
are  employed  ;  in  hosiery  only  one  is  used.  In  the  tweeling  of  cloth, 
striped  as  dimity,  in  tho  cotton  or  kerseymere,  and  in  the  woollen 
manufacture,  the  stripes  are  produced  by  reversing  these  yarns.  In 
hosiery,  where  only  one  kind  of  yarn  is  used,  a  similar  effect  is  pro- 
duced by  reversing  the  loops.  To  effect  this  reversing  of  tho  loops,  a 
second  set  of  needles  is  placed  upon  a  vertical  frame,  so  that  tlie  bonds 
of  the  hooks  may  be  nearly  under  those  of  the  common  needles.  These  needles  are  cast 
into  tin  moulds,  pretty  similar  to  tho  former,  but  more  oblique  or  bevelled  towards  the 
point,  so  as  to  prevent  obstructions  in  working  them.  They  are  also  screwed  to  a  bar 
of  iron,  generally  lighter  than  the  other,  and  secured  by  means  of  plates  :  this  bar  is 
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not  fixed,  but  has  a  pivot  in  each  end,  by  means  of  which  the  bar  may  have  a  kind  of 
oscillatory  motion  on  these  pivots.  Two  frames  of  iron  support  this  bar ;  that  in 
which  it  oscillates  being  nearly  vertical,  but  inclined  a  little  towards  the  other  needles. 
Fig.  1165,  which  is  a  profile  elevation,  will  serve  to  illustrate  the  relative  position  of 
each  bar  to  the  other.  The  lower  or  horizontal  frame,  the  ends  only  of  which  can  be  seen 
in  fig.  1161,  under  a  a,  appears  in  profile  in  fig.  1165,  where  it  is  distinguished  hj  d. 
The  vertical  frame  at  a  is  attached  to  this  by  two  centre-screws,  which  serve  as  joints 
for  it  to  move  in.  On  the  top  of  this  frame  is  the  rib-needle  bar  at  /,  in  figs.  1155 
and  1165,  and  one  needle  is  represented  in  fig.  1165  at  f.  At  ^  is  a  small  presser,  to 
shut  the  barbs  of  the  rib-needles,  in  the  same  manner  as  the  large  one  does  those  of 
the  frame.  At  h  is  one  of  the  frame  needles,  to  show  the  relative  position  of  the  one 
set  to  the  other.  The  whole  of  the  rib-bar  is  not  fitted  with  needles  like  the  other  ; 
for  here  needles  are  only  placed  where  ribs  or  stripes  are  to  be  formed,  the  intervals 
being  filled  up  with  blank  leads,  that  is  to  say,  with  sockets  of  the  same  shape  as  the 
others,  but  without  needles  ;  being  merely  designed  to  fill  the  bar  and  preserve  the 
intervals.  Two  small  handles  depend  from  the  needle  bar,  by  which  the  oscillatory 
motion  upon  the  upper  centres  is  given.    The  rising  and  sinking  motion  is  communi- 
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^  cated  to  this  machine  by  chains  which  are  attached  to  iron  sliders  below,  and  which 
I  are  wrought  by  the  hosier's  heel  when  necessary.   The  pressure  tafeeg  place  partly  by, 
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Uie  actiou  of  tlid  small  pressor,  and  partly  by  tlie  motion  of  the  needles  in  desconding 
A  email  iron  slider  is  placed  behind  the  rib-needles,  which  rises  us  they  descend  and 
serves  to  free  the  loops  perfectly  from  each  other. 

In  the  weaving  of  ribbed  hosiery,  the  plain  and  ribbed  courses  are  wrought  alter- 
nately. When  the  plain  are  finished,  the  rib-noodles  are  raised  between  the  otliers, 
but  no  additional  stuff  is  supplied.  Tlie  rib-needles  intersecting  the  pLain  ones, 
merely  lay  hold  of  tlie  last  tliread,  and,  by  again  bringing  it  through  thiit  which  was 
on  the  nb-needle  before,  give  it  an  additional  looping,  which  reverses  the  lino  of 
chaining,  and  raises  the  rib  above  the  plain  intervals,  which  have  only  received  a 
single  knitting. 

HOT  BXAST.    See  Iron. 

HOT-FI.TrE  is  the  name  given  in  England  to  an  apartment  heated  by  stoves  or 
steam-pipes,  in  which  padded  and  printed  calicoes  are  dried  hard.  Fig.  1166  repre- 
sents the  simplest  form  of  such  a  flue,  heated  by  the  vertical  round  iron  stove  c,  from 
whose  top  a  wide  square  pipe  proceeds  upwards  in  a  slightly-inclined  direction,  which 
receives  the  current  of  air  heated  by  the  body  and  capital  of  the  stove.  In  this  wide 
channel  there  are  pulleys,  with  cords  or  bands  which  suspend  by  hooks  and  conduct 
the  web  of  calico  from  the  entrance  at  b,  where  the  operative  sits,  to  near  the  point 
A,  and  back  again.  This  circuit  may  be  repeated  once  or  oftener  till  the  goods  are 
perfectly  dried.  At  d  the  driving-pulley  connected  with  the  main  shaft  is  shown. 
Near  the  feet  of  the  operative  is  the  candroy  or  reel,  upon  which  the  moist  goods  are 
rolled  in  an  endless  web  ;  so  that  their  circulation  in  the  hot-air  channel  can  be  con- 
tinued without  interruption  as  long  as  may  be  necessary. 

Fig.  1167  is  a  cross-section  of  the 
apparatus  of  the  regular  hot-flue,  as  it  is 
mounted  in  the  most  scientific  calico- 
works  of  England,  those  of  James  Thom- 
son, Esq.,  of  Primrose,  near  Clitheroe, 
Lancashire,  a  a  a  a  is  an  arched  apart- 
ment, nearly  30  yards  long,  by  13  feet 
high,  and  10  feet  wide.  Through  about 
one  half  of  this  gallery  there  is  a  hori- 
zontal floor  supported  on  arches,  above 
which  is  the  driest  space,  through  which 
the  goods  are  finally  passed  before  they 
escape  from  the  hot-flue,  after  they  have 
been  previously  exposed  to  the  hot  but 
somewhat  moist  air  of  the  lower  com- 
partment. A  large  square  flue  covered 
with  cast-iron  plates  runs  along  the 
whole  bottom  of  the  gallery.  It  is 
divided  into  two  long  parallel  vaults, 
whose  sections  are  seen  at  uu,fig.  1167, 
covered  with  the  cast-iron  plates  v  v, 
grooved  at  their  ends  into  one  another.  The  thickness  of  these  plates  is  increased 
progressively  as  they  come  nearer  to  the  fireplace  or  furnace.  There  are  dampers 
which  regulate  the  draught,  and  of  course  the  heat  of  the  stove,  h  h  are  the  air- 
passages  or  vent-holes,  left  in  the  side  walls,  and  which,  by  means  of  a  long  iron  rod 

mounted  with  iron  plates, 
may  be  opened  or  closed 
together  to  any  degree. 
k  k  are  the  cast-iron  sup- 
ports of  the  tinned  brass 
rollers  which  guide  the 
goods  along,  and  wliicli 
are  fixed  to  the  cross 
pieces  represented  by  rr, 
Jig.  1167.  II  are  iron 
bars  for  supporting  the 
ventilators  or  fans  (see 
FoTODRY  and  Vextila- 
tion).  These  fans  are 
here  enclosed  within 
a  wire  grating.  They 
make  about  300  turns 
5  indicates  the  position 
ortlio*  window^,  whkh"7xte7d""throughout' tho  length  of  the  building,    t  is  a 
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gas-light  jet,  placed  at  the  side  of  each  -window  to  supply  illumination  for  night- 
work. 

The  piece  is  stretched  along  the  whole  extent  of  the  gallery,  and  runs  through  it  in 
the  course  of  one  minute  and  a  half;  being  exposed  during  its  passage  to  the  hoat  of 
212°Fahr, 

Ivl  fig.  1168,  A  is  the  iron  door  of  entrance  to  the  hot-flue  gallery ;  at  b  is  the 
padding-machine,  where  the  goods  are  imbued  with  the  general  mordant.  The  speed 
of  this  machine  may  be  varied  by  means  of  the  two  conical  drums  c  c,  which  drive  it; 
since  when  the  band  c  c  is  brought  by  its  forks  and  adjusting  screws  nearer  to  the 
narrow  end  of  the  lower  drum,  the  cylinder  upon  the  main  shaft  with  the  latter  is 
driven  quicker;  and  vice  versd.  Over  d  n  the  cords  are  shown  for  drawing  the  drum 
mechanism  into  gear  with  the  main-shaft  band,  f,  f,  e  ;  or  for  throwing  it  out  of  gear. 
The  pulleys  FF  carry  the  bands  which  transmit  the  motion  to  the  padding  machine.  A 
cylindrical  drum  exterior  to  the  hot-flue,  covered  with  flannel,  serves  to  receive  the 
end  of  the  series  of  pieces,  and  to  draw  them  through  the  apartment.  This  mode  of 
drying  tlie  padded  calicoes  requires  for  each  piece  of  28  yards  three  pounds  of  coal 
for  the  furnace  when  a  fan  is  employed,  and  four  pounds  without  it.  See  Calico- 
Phinting. 

HOT-WATER  APPARATUS.  ( Calorifere  d'eau,  Fr. ;  Wasser-Heitzung,  Ger.) 
In  the  Bktionnaire  Technologique,  vol.  iv.  we  find  a  description-  of  an  apparatus,  of 
late  years  much  employed  for  heating  conservatories,  &c.,  by.hot  water  circulating  ia 
pipes : — 

This  mode  of  heating  is  analogous  to  that  by  stove-pipes ;  it  is  effected  by  the  cir- 
culation of  water,  which,  like  air,  is  a  bad  conductor,  but  may  serve  as  a  carrier  of 
caloric  by  its  mobility.  We  may  readily  forman  idea  of  the  apparatus  which  has  been 
employed  for  that  purpose.  We  adapt  to  the  upper  part  of  either  a  close  kettle,  or  of 
an  ordinary  cylindric  boiler  i.,fi^.  1169,  a  tube  b,  which  rises  to  a  certain  height,  and 
descends,  making  several  sinuosities  with  a  gentle  slope  till  it  reaches  the  level  of  the 
bottom  of  the  boiler,  to  whose  lowest  part,  as  that  which  is  least  heated,  it  is  fitted  at 
c.  At  the  highest  point  of  the  tube  f  we  adapt  a  vertical 
pipe,  destined  to  serve  as  an  outlet  to  the  steam  which  may 
be  formed  if  the  temperature  be  too  much  raised ;  it  serves 
also  for  the  escape  of  the  air  expelled  from  the  water  by  the 
lieat ;  and  it  permits  the  boiler  to  be  replenished  from  time 
to  time  as  the  water  is  dissipated  by  evaporation;  lastly,  it 
is  a  tube  of  safety. 

The  apparatus  being  thus  arranged,  and  all  the  tubes  as 
well  as  the  boiler  filled  with  water,  if  we  kindle  fire  in  the 
grate  d,  the  first  portions  of  water  heated,  having  become 
specifically  lighter,  will  tend  to  rise:  they  wiU  actually 
mount  into  the  upper  part  of  the  boiler,  and,  of  course,, 
enter  the  tube  b  f  :  at  the  same  time  an  equivalent  quantity 
of  water  will  re-enter  the  boiler  by  the  other  extremity  c 
of  the  tube.  We  perceive  that  these  simultaneous  move- 
ments will  determine  a  circulation  in  the  whole  mass  of  the 
liquid,  which  will  continue  as  long  as  heat  is  generated  in 
the  fire-place ;  and  if  we  suppose  that  the  tubes,  through- 
out their  different  windings,  are  applied  against  the  walls 
of  a  chamber,  or  a  stove-room,  the  air  will  get  warmed  by  contact  with  the 
surfaces ;  and  we  may  accelerate  the  warming  by  multiplying  these  contacts  in 
mode  indicated. 

This  calorifhe  can  be  employed  with  equal  advantage  and  with  more  safety  than 
those  with  heated  air,  when  it  is  wished  to  heat  large  apartments.  In  the  present  case, 
the  temperature  of  the  water,  without  pressure,  in  the  tubes,  must  be  always  under 
100°  C.  (212°  F.),  even  in  those  points  where  it  is  most  heated,  and  less  still  in  all 
the  other  points,  while  the  temperature  of  the  flues  in  air  stoves,  heated  directly  by  the 
products  of  combustion,  may  be  greatly  higher.  In  air  stoves,  however,  the  pipes  may 
without  inconvenience  have  a  large  diameter,  and  present,  consequently,  a  large  heat- 
ing surface;  whereas,  with  the  water  calorifhe,  the  pressure  exercised' by  liquid  upon 
the  sides  of  the  tubes  beine  in  the  ratio  of  the  surfapea.  we  are  obliged,  in  order  to 
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avoid  too  great  pressure,  to  employ  a  multitude  of  small  tubes,  which 

'^^'^^  hot-water  circulation  is  to  bo  carried  high,  as  may  be  often  necessary  in 
lolty  buildings,  the  pressure  resulting  from  the  great  elevation  would  call  for  Dronor 
tional  thickness  in  the  tubes  and  the  boiler;  for  these  reasons  it  appears  that  water 
cannot  in  all  cases  be  advantageously  substituted  for  air  or- steam  in  the  aiDBlications 
above  stated:  yet  this  mode  of  heating  presents  very  decided  advantages  wheS  iUs 
needed  to  raise  the  temperature  a  small  number  of  degrees  iu  a  uniform  manner 
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IT.  Bonnemain  applied,  -with  much  Buccess,  these  ingenious  processes  of  heating  by 
the  circulation  of  water  to  maintain  a  very  equal  toraporaturo  in  hothouses  (serrea- 
chaudes),  in  stoves  adapted  to  artificial  incubation,  and  ia  preserving  or  quickening 
vegetiition  within  hothouses,  or  outside  of  their  walls,  during  seasons  unpropitious  to 
horticulture. 

Since  the  capacity  of  water  for  heat  is  very  great,  if  the  mass  of  it  in  a  circulation- 
apparatus  be  very  considerable,  and  the  circulation  be  accelerated  by  proper  arrange- 
ments, as  by  cooling  the  descending-tube  exterior  to  the  stove-room,  we  may  easily 
obtain  by  such  means  a  moderately  high  and  uniform  temperature,  provided  the  heat 
generated  in  tlio  fire-place  bo  tolerably  regular.  We  may  easily  secure  this  essential 
point  by  the  aid  of  the  fire-regulator,  an  instrument  invented  by  M.  Bonnemain. 

It  should  be  clearly  understood  that  wood  will  become  charred  and  eventually  take 
fire  if  kept  in  contact  with  iron  pipes  through  which  hot  water  circulates.  This  may 
appear  contrary  to  ordinary  experience.  There  are,  however,  numerous  evidences 
which  prove  distinctly  that  it  is  dangerous  to  have  wood  in  contact  with  even  hot-water 
pipes,  and  that  it  is  infinitely  more  so  to  have  it  near  to  pipes  through  which  the  circu- 
lation of  heated  air  is  carried  on. 

There  are  several  arrangements  for  carrying  out  this  system  of  warming  ;  but  the 
principle  is  the  same  in  all  of  them.  Heated  water  ascendsfrom  the  boiler,  circulates 
through  the  pipes,  giving  warmth  to  the  building  in  its  passage,  and  it  returns  cool 
to  the  boiler,  to  be  again  circulated. 

HOWXiITi:.    A  hydrous  borate  of  lime.    See  BoHACic  Acid. 

HVAIO-O.    See  Q-tiANO.  ..ox 

HVniBOIiSTXlblTZ:.  A  sUicate  of  alumina,  lime,  magnesia,  soda,  &c.  It  occurs 
in  crystals  belonging  to  the  pyramidal  system,  in  the  ejected  limestones  of  Monte 
Somma.  A  substance  identical  in  chemical  composition  and  crystalline  form  has  been 
found  in  slags  from  some  of  the  Staffordshire  blast-furnaces. 

HVMITX3.    A  silicate  of  magnesia  from  Vesuvius ;  known  also  as  Chondrodite. 

HVMVS.  The  vegetable  matter  of  the  soil,  called  also  Ulmin.  By  action  of  al- 
kalis it  yields  humic  or  ulmic  acid. 

HTITTGARY  -WATISR.  Supposed  to  be  named  after  a  queen  of  Hungary,  who 
used  it  as  a  cosmetic :  it  is  prepared  by  distilling  rosemary.    See  Eatj  de  Cologne. 

HTACXXO'TK.  The  name  under  which  are  included  the  transparent,  bright- 
coloured  varieties  of  zircon.  Hyacinth  differs  from  jargoon  merely  in  colour,  which 
is  orange-red  passing  into  poppy-red.  Though  not  much  worn  at  the  present  time,  it 
is  a  valuable  gem,  and  makes  a  very  superb  ring-stone  when  of  a  bright  tint  and  free 
from  flaws.  The  larger  species  are  sometimes  made  into  seals.  Hyacinths  occur  in 
the  sand  and  aUuvial  deposits  of  certain  rivers  in  Ceylon,  also  in  the  stete  of  sand, 
mingled  with  various  other  substances,  in  the  bed  of  a  stream  at  ExpaiUy  (Haute-Loire) 
in  France,  as  well  as  in  basalt  near  the  same  place.  It  is  also  found  in  volcanic  tuft 
in  Auvergne,  in  Bohemia,  Saxony,  the  Tyrol,  Transylvania,  Greenland,  m  the  zircon- 
syenite  of  Fredericksvarn,  in  Norway,  and  in  the  iron  mines  of  Arendal;  also  at 
Miask  in  the  Urals,  Vesuvius,  at  Santa  Eosa  in  New  Grenada,  at  Scalpay  in  Hams, 
Scotland,  Egypt,  the  East  Indies,  and  elsewhere.  The  hyacin^-red  varieties  of  zircon 
are  soldby  the  inhabitants  of  Ceylon  as  inferior  rubies.— H.  W .  iS.  _ 

Many  of  the  stones  used  in  jewellery  under  the  name  of  hyacinth  are  nothing  more 
than  hjacinth-coloured  garnets,  belonging  to  the  variety  known  as  «^ 
essonite.  This  false  hyacinth  may  be  readily  distinguished  from  the  t^Hf./'°^ -fi^ 
dXence  of  specific  graVity ;  that  of  the  cinnamon-stone  being  only  about  3  6,  whilst 

fspeSc  gSr^^^  true  hyacinth  rises  as  high  as  47.  Moreover,  zircon  is  a 
douXSactinrm^  and  garnet  singly-refracting:  a  d^tinction  which  may 

sometLeTbe^  value  in  the  discrimination  of  cut  stones.  Both  substances  have 
sometimes  ^e  or  vaiuo  rj.^    ^   j       ^^^^^      colour  on  ignition,  and 

r™s  inTnlr  SoL^^^^^^^  ^-e  recently  been  found  in  the 

'-^^'^t^t^i^S^:^^^^^^  The  processmaybe  effected 

eitfeTtheSly,bythe  action  of  hydrofluoric  acid;  .or  mechamcally.  by  means  of 
the  san^^Ust^  See  ^^-^^J  ^^.^^^  ^ed  to  those  acids  which  obviously  contain 
hySTffs^a^ess.^^^^^^^^^^ 

tJ  has  lost  its  significance.    Al  a-dj^^  -^e^^^;  ^iKc.  tith  water  in  definite  or 
HVBRATBS  are  compound  of  t^^^^  '^^  quicklime  =  2S. 

equivalent  proportions  ^!'\?X  ihl  is  37  on  the  hydrogen  scale.  « The  very 
-I- one  atom  of  water  =  9,  «f  /hich  the  sum  is  J7  o  y     ^combination  it  affecte 

different  functions  performed  by  water  in  tno  vanouo 
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render  it  necessary  to  adopt  a  definite  principle  of  nomenclature  in  this  respect,  .  .  . 
I  shall  employ  the  yvovd  hydrate  only  where  the  water  is  combined  with  a  base,  such 
as  a  motiilUc  oxide,  thus,  hydrate  of  lime,  hydrate  of  potash,  hydrated  oxide  of  lead.' 
— Kane. 

HirSRAirXiIC  DbZAXE.  The  poorer  sorts  of  limestone,  such  as  contain  from  8  to 
25  per  cent,  of  foreign  matter,  in  silica,  alumina,  magnesia,  &c.,  form  the  best  hydraulic 
limes.  All  the  water  limestones  are  of  a  bluish-grey  or  brown  colour,  which  is  com- 
municated to  them  by  the  oxide  of  iron.  They  are  usually  termed  stone-lime  by  the 
builders  of  the  metropolis,  to  distinguish  them  from  common  chalk-lime,  but  so  far 
improperly,  that  the  Dorking  limestone  is  not  much  harder  than  chalk,  and  the  Hailing 
limestone  is  actually  a  chalk,  and  not  harder  than  the  pure  chalk  of  the  same  neigh- 
bourhood, from  which  it  is  only  distinguished  in  appearance  by  being  a  little  darker. 
These,  though  calcined,  do  not  slake  when  moistened  ;  but  if  pulverised  they  absorb 
water  without  swelling  up  or  heating,  like  fat  lime,  and  afford  a  paste  which  hardens 
in  a  few  days  under  water,  but  in  the  air  they  never  acquire  much  solidity. 

The  following  analyses  of  different  hydraulic  limestones  are  by  Berthier : — 


A.  Analyses  of  limestones. 
Carbonate  of  lime 

„  magnesia 

„         protoxide  of  iron  . 

„  manganese 
Silica  and  alumina 
Oxide  of  iron     ,      .      .  , 

No.  1 

No.  2 

No.  3 

No.  4 

No.  5 

97-0 
20 

10 

98-6 
1-5 

74-5 
23-0 

'l'2 

76-6 
3-0 
3-0 
1-5 

j>  15-2 

80-0 
1-6 

•  •  • 

18-0  . 

B.  Analyses  of  the  burnt  lime. 
Lime ...... 

Magnesia  .  , 

Alumina  ..... 

Oxide  of  iron  .... 

1000 

100-0 

98-7 

99-2 

99-5 

96-4 
1-8 
1-8 

97-2 
2-8 

78-0 
200 
2-0 

68-3 
2-0 

24-0 
5-7 

70-0 
1*0 
29-0 

100-0 

1000 

100-0 

100-0 

100-0 

No.  1  is  from  the  fresh-water  lime  formation  of  Chdteau-Landon,  near  Nemours  ; 
No.  2,  the  large-grained  limestone  of  Paris ;  both  of  these  afford  a  fat  lime  when 
burnt.  Dolomite  affords  a  pretty  fat  lime,  though  it  contains  42  per  cent,  of  carbonate 
of  magnesia.  No._  3  is  a  limestone  from  the  neighbourhood  of  Paris,  which  yields  a 
poor  lime,  possessing  no  hydraulic  property ;  No,  4  is  the  secondary  limestone  of 
Metz ;  No.  5  is  the  lime-marl  of  Senonches,  near  Dreux ;  both  the  latter  have  the 
property  of  hardening  under  water,  particularly  the  last,  which  is  much  used  at  Paris 
on  this  account.  .... 

All  good  hydraulic  mortars  must  contain  alumina  and  silica-;  the  oxides  of  iron  and 
manganese,  at  one  time  considered  essential,  are  rather  prejudicial  ingredients.  By 
addmg  silica  and  alumina,  or  merely  the  former,  in  certain  circumstances,  to  fat  lime, 
a  water-cement  maybe  artificially  formed  ;  as  also  by  adding  to  lime  any  of  the  follow- 
ing native  productions,  which  contain  silicates ;  puzzolana,  trass  or  tarras,  pumice- 
stone,  basalt-tuff,  or  slate-clay.  Puzzolana  is  a  volcanic  product,  which  forms  hills  of 
considerable  extent  to  the  south-west  of  the  Apennines,  in  the  district  of  Eome,  the 
Pontine  marshes,  Viterbo,  Bolsena,  and  in  the  Neapolitan  region  of  Puzzuolo,  whence 
the  name.  A  similar  volcanic  tufa  is  found  in  many  other  parts  of  the  world 
According  to  Berthier,  the  Italian  puzzolana  consists  of  44*5  silica;  15-0  alumina' 
8-8  lime;  4-7  magnesia;  1-4  potash;  4-1  soda;  12  oxides  of  iron  and  titanium-  9-2 
water;  in  100  parts.  ' 

The  tufa  stone,  which  when  ground  forms  trass,  is  composed  of  57-0  silica,  16*0  clav 
2-6  lime,  1-0  magnesia,  7-0  potash,  TO  soda,  5  oxides  of  iron  and  titanium,  9-6  water 
This  tuff  IS  found  abundantly,  filling  up  valleys  in  beds  of  10  or  20  feet  deep  in  the 
north  of  Ireland,  among  the  schistose  formations  upon  the  banks  of  the  Ehine  and  at 
Monheim  in  Bavaria.  ' 

The  fetter  the  lime  the  less  of  it  must  be  added  to  the  ground  puzzolana  or  trass  to 
form  a  hydraulic  mortar;  the  mixture  should  be  made  extemporaneouslv  and  muRtpi- 
any  rate  be  kept  dry  till  about  to  be  applied.  Sometimes  a  proportioA  of  common 
eand-mortar  instead  of  lime  is  mixed  with  the  trass.    When  the  hydraulic Tment 
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hardens  too  soon,  as  in  12  hours,  it  is  apt  to  crack ;  it  is  bettor  when  it  takes  8  days 
to  concrete,  liirough  the  agency  of  the  water,  silicates  of  lime,  alumina  (magnesia), 
and  oxide  of  iron  are  formed,  which  assume  a  stony  hardness. 

_  Besides  the  above  two  volcanic  products,  other  native  earthy  compounds  are  used 
on  , '"6  water-cements.  To  this  head  belong  all  limestones  which  contain  from 
20  to  30  per  cent,  of  clay  and  silica.  By  gentle  calcination,  a  portion  of  the  carbonic 
acid  is  expelled,  and  a  little  lime  is  combined  with  the  clay,  while  a  silicate  of  clay 
and  lime  results,  associated  with  lime  in  a  subcarbonated  state.  A  lime-marl  con- 
tinuing loss  clay  will  bear  a  stronger  calcining  heat  without  prejudice  to  its  qualities 
as  a  hydraulic  cement :  but  much  also  depends  upon  the  proportion  of  silica  present, 
and  the  physical  structure  of  all  the  constituents. 

The  mineral  substance  most  used  in  England  for  making  such  mortar  is  vulgarly 
called  ceme7it-stone.  It  is  a  reniform  limestone,  which  occurs  distributed  in  single 
nodules,  or  rather  lenticular  cakes,  in  beds  of  clay.  They  are  mostly  found  in  those 
argillaceous  strata  which  alternate  with  the  limestone  beds  of  the  Oolite  formation,  as 
also  in  the  clay  strata  above  the  chalk,  and  sometimes  in  the  London  clay.  On  the 
coasts  of  Kent,  in  the  isles  of  Sheppey  and  Thanet,  on  the  coasts  of  Yorkshire, 
Somersetshire,  and  the  Isle  of  Wight,  &c.,  these  nodular  concretions  are  found  in  con- 
siderable quantities,  having  been  laid  bare  by  the  action  of  the  sea  and  weather. 
They  were  called  by  the  older  mineralogists  Septaria  and  Ludua  Helmontii  (Van 
Helmont's  coits).  When  sawn  across,  they  show  veins  of  calc-spar  traversing  the 
siliceous  clay,  and  are  then  sometimes  placed  in  the  cabinets  of  virtuosi.  They  are 
found  also  in  several  places  on  the  Continent,  as  at  Neustadt-Eberswalde,  near 
Antwerp,  near  Altdorf  in  Bavaria ;  as  also  at  Boulogne-sur-mer,  where  they  are 
called  Boulogne  pebbles  (galets).  These  nodules  vary  in  size  from  that  of  a  fist  to  a 
man's  head ;  they  are  of  a  yellow-grey  or  brown  colour,  interspersed  with  veins  of 
calc-spar,  and  sometimes  contain  cavities  bestudded  with  crystals.  Their  specific 
gravity  is  2-59. 

The  Blue  Lias  cement-stones  are  considered  the  strongest  water-limes  of  this  country, 
and  are  found  on  opposite  sides  of  the  Bristol  Channel,  near  Watchet  in  Somerset- 
shire, and  Aberthaw  in  Glamorganshire,  and  also  in  North  Wales  and  at  Lyme  Eegis 
in  Dorsetshire.  The  Dorking  or  Merstham  lime  and  the  Hailing  lim£,  so  termed 
from  a  village  on  the  left  bank  of  the  Medway  above  Bochester,  .but  which  is  also 
found  near  Burnham  on  the  opposite  side  of  the  .river,  though  not  possessing  such 
strong  hydraulic  properties  as  the  lias,  are  also  much  esteemed. 

Analyses  of  several  cement-stones,  and  of  the  cement  made  with  them : — 


No.  1 

No.  2 

No.  3 

No.  4 

No.  5 

A.  Constituents  of  the  cement-stones. 

Carbonate  of  lime 

65-7 

61-6 

82-9 

63-8 

„  magnesia 

0-5 

1-0 

„         protoxide  of  iron  . 

60 

6-0 

} 

11-6 

„  manganese 

1-6 

Silica  

18-0 

15-0 

130 

14-0 

Alumina  or  clay.       .  . 

6-6 

4-8 

trace 

6-7 

Oxide  of  iron  .... 

30 

Water  

'i-2 

6-6 

*9'4 

B.  Constituents  of  the  cement. 

Lime  ...... 

55-4 

540 

55-0 

56-6 

Magnesia  ..... 

1-1 

Alumina  or  clay. 

36-0 

si'o 

38-0 

210 

Oxide  of  iron  .... 

8-6 

16-0 

13-0 

137 

No.  1,  English  cement-stone  analysed  by  Berthier;  No.  2,  Boulogne  stone,  by 
Drapiez ;  No.  3,  English  ditto,  by  Davy ;  No.  4,  reniform  limestone-nodules  from 
Arkona,  by  Hiihnefeld ;  No.  5,  cement-stone  of  Avallon,  by  Dumas. 

In  England  the  stones  are  calcined  in  shaft-kilns,  or  sometimes  in  mound-kilns, 
then  ground,  sifted,  and  packed  in  casks.  The  colour  of  the  powder  is  usually  dark 
brown-red.  When  made  into  a  thick  paste  with  water  it  absorbs  little  of  it,  evolves 
hardly  any  heat,  and  soon  indurates.  It  is  mixed  with  a  sharp  sand  in  various  pro- 
portions, immediately  before  using  it ;  and  is  employed  in  all  marine  and  river  em- 
bankments, for  securing  the  seams  of  stone  or  brick  floors  or  arches  from  the  percolation 
of  moisture,  and  also  for  facing  walls  to  protect  them  from  damp. 

KYSRA.vx.ZC  CEMEN'T.  This  is  a  kind  of  mortar  used  for  building  piers  or 
walls  under,  or  exposed  to,  water,  such  as  those  of  harbours,  docks,  &c    The  cemen^ 


HYDRAULIC  CEMENT 


825 


of  Pouilly  is  prepared  from  a  Jurassic  (secondary)  limestone,  which  contains  39 
per  cent,  of  silica,  with  alumina,  magnesia,  and  iron  oxide.  Vicat  forms  a  lactitious 
Eoman  cement  by  making  bricks  with  a  pasty  mixture  of  4  parts  of  chaUc  ana  i 
part  of  dry  clay,  drying,  burning,  and  grinding  them.  Kiver-sand  must  be  auciea 
to  this  powder;  and  even  with  this  addition,  its  efficacy  is  somewhat  doubttui ;  thougU 
it  has,  for  want  of  a  better  substitute,  been  much  employed  at  Paris. 

Prof.  Kuhlmann,  of  Lisle,  has  made  certain  improvements  in  the  manufacture  of 
lime-cement,  and  he  has  prepared  artificial  stone  possessed  of  a  hardness  and  sohdity 
fit  for  the  sculptor.   See  Stone,  Artificial. 

In  operating  by  the  dry  method,  instead  of  calcining  the  limestone  with  sand  and 
clay  alone,  as  has  been  hitherto  commonly  practised,  this  inventor  introduces  a  small 
quantity  of  soda,  or  preferably,  potash,  in  the  state  of  sulphate,  carbonate,  or  muriate 
—salts"  susceptible  of  forming  silicates— when  the  earthy  mixture  is  calcined.  The 
alkaline  salt,  equal  in  weight  to  about  one-fifth  that  of  the  lime,  is  introduced  in  solu- 
tion among  the  earths. 

All  sorts  of  lime  are  made  hydraulic  in  the  humid  way,  by  mixing  slaked  lime  with 
solutions  of  common  alum  or  sulphate  of  alumina  ;  but  the  best  method  consists  in 
employing  a  solution  of  the  silicate  of  potash,  called  liquor  of  flints,  or  soluble  glass, 
to  mix  in  with  the  lime,  or  lime  and  clay.  An  hydraulic  cement  may  also  be  made 
which  will  serve  for  the  manufacture  of  architectural  ornaments,  by  making  a  paste  of 
pulverised  chalk,  with  a  solution  of  the  silicate  of  potash ;  the  said  liquor  of  flints 
likewise  gives  chalk  and  plaster  a  stony  hardness,  by  merely  soaking  them  in  it 
after  they  are  cut  or  moulded  to  a  proper  shape.  On  exposure  to  the  air  they  get 
progressively  indurated.  Superficial  hardness  may  be  readily  procured  by  washing 
over  the  surface  of  chalk,  &c.,  with  liquor  of  flints,  by  means  of  a  brush.  This 
method  affords  an  easy  and  elegant  method  of  giving  a  stony  crust  to  plastered  walls 
and  ceilings  of  apartments ;  as  also  to  statues  and  busts,  cast  in  gypsum,  mixed  with 
chalk. 

The  essential  constituents  of  every  good  hydraulic  mortar  are  caustic  lime,  and 
silica  ;  and  the  hardening  of  this  compound  under  water  consists  mainly  in  a  chemical 
combination  of  these  two  constituents  through  the  agency  of  the  water,  producing  a 
hydrated  silicate  of  lime.  But  such  mortars  may  contain  other  bases  besides  lime,  as, 
for  example,  alumina  and  magnesia,  whence  double  silicates  of  great  solidity  are  formed ; 
on  which  account  dolomite  is  a  good  ingredient  of  these  mortars.  But  the  silica  must 
be  in  a  peculiar  state  for  these  purposes;  namely,  capable  of  affording  a _ gelatinous 
paste  with  acids  ;  and  if  not  so  already,  it  must  be  brought  into  this  condition,  by  cal- 
cining it,  along  with  an  alkali  or  an  alkaline  earth,  at  a  bright  red  heat,  when  it  will 
dissolve,  and  gelatinise  in  acids.  Quartzose  sand,  however  fine  its  powder  may  be, 
will  form  no  water-mortar  or  lime ;  but  if  the  powder  be  ignited  with  the  lime,  it  then 
becomes  fit  for  hydraulic  work.  Ground  felspar  or  clay  forms  with  slaked  lime  no 
water-cement ;  but  wlien  they  are  previously  calcined  along  vrith  the  lime,  the  mix- 
ture becomes  capable  of  hardening  under  water. 

Hamelin's  Cement  is  composed  of  ground  Portland  stone  (roe-stone),  sand  and  litharge, 
in  the  proportion  of  62  of  the  first,  35  of  the  second,  and  3  of  the  third,  in  100  parts ; 
but  other  proportions  will  also  answer  the  purpose.  Considerable  dexterity  is  required 
to  make  good  work  with  it. 

Limestone,  which  contains  as  much  as  10  per  cent,  of  clay,  comports  itself  after  cal- 
cination, if  all  the  carbonic  acid  be  expelled,  just  as  pure  limestone  would  do.  AVhen- 
it  is  less  strongly  burned,  it  affords,  however,  a  mass  which  hardens  pretty  speedily  iu 
water.  If  the  argillaceous  proportion  of  a  marl  amounts  to  18  or  20  per  cent.,  it  still 
will  slake  with  water,  but  it  will  absorb  less  of  it,  and  forms  a  tolerably  good  hydraulic 
mortar,  especially  if  a  little  good  Eoman  Cement  be  added  to  it.  When  the  proportion 
of  clay  is  25  to  30  per  cent,  after  burning,  it  heats  but  little  with  water,  nor  does  it- 
slake  well,  and  must  therefore  be  ground  by  stampers  or  an  edge  millstone,  when  it  is 
to  be  used  as  a  mortar.  This  kind  of  marl  yields  commonly  the  best  water-cement 
without  other  addition.  Should  tlie  quantity  of  clay  be  increased  farther,  as  up  to  40 
per  cent.,  the  compound  will  not  bear  a  high  or  long-continued  heat  without  being 
spoiled  for  making  hydraulic  mortar  after  grinding  to  powder.  When  more  strongly 
calcined,  it  forms  a  vitriform  substance,  and  should,  after  being  pulverised,  be  mixed 
up  with  good  lime,  to  make  a  water-mortar.  If  the  marls  in  any  locality  differ  mucli 
in  their  relative  proportions  of  lime  and  alumina,  then  the  several  kinds  should  be 
mixed  in  such  due  proportions  as  to  produce  the  most  speedily-setting,  and  most 
highly-indurating  hydraulic  cement. 

Hydraulic  limes  or  cements  require  the  presence  of  carbonate  of  lime  with  silica, 
or  silicate  of  alumina,  or  magnesia.  It  is  stated  that  dolomite  calcined  at  a  moderate 
beat  exhibits  the  property  of  a  hydraulic  lime.    See  Dolomite. 
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If  carbonato  of  limo  bo  mixod  with  gelatinous  silica,  it  forms  a  good  hydraulic 
cement.    See  Silica.  ;  and  Stonb,  Aktificial. 

If  a  liydraulic  limo  bo  calcined  at  too  high  a  temperature,  the  silicate  undergoes 
partial  lusion,  and  will  not  sot  afterwards  under  water.  The  heat,  therefore,  employed 
forburmng  tlio  hydraulic  limestones  should  only  be  just  high  enough  to  expeltho 
water  from  tho  clay  and  tho  greater  part  of  the  carbonic  acid  from  the  carbonate  of 
lime. 

Neither  clay  (silicate  of  alumina)  nor  lime  alone  will  set  under  water,  but  if  we 
carefully  mix  chalk  and  clay  together,  and  then  calcine  thorn  at  a  moderate  heat,  a 
good  hydraulic  cement  is  obtained. 

Hydraulic  limestones  may  be  separated  into  two  kinds,  as  indicated  by  their  con- 
stituents. One  set  consists  of  tho  carbonates  of  tho  earths,  these  yield  a  fat  lime  ; 
the  other  sot  is  composed  of  silicates,  or  a  mixture  of  silicates  of  alumina,  lime,  mag- 
nesia, or  potash,  although  of  tho  latter  less  frequently,  with  iisually  much  free  silica  ; 
consequently  these  are  a  kind  of  clay. 

In  burning  hydraulic  limestones,  the  silica  and  alumina,  when  the  lime  has  once 
parted  with  its  carbonic  acid,  react  upon  each  other.  The  lime  enters  into  feeble 
combination  with  the  silica,  producing  a  less  stable  compound  than  the  original,  and 
which  is  readily  acted  on  by  acids,  which  was  not  the  case  previous  to  burning. 
^  Burnt  hydraulic  lime  is,  in  nearly  all  cases,  soluble  in  acids.  The  presence  of  a 
silicate  that  can  be  decomposed  by  acids  is  proved  by  the  formation  of  a  thick  jelly 
of  silica.  The  property  of  yielding  gelatinous  silica  by  solution  in  acids,  may  be 
regarded  as  one  of  the  proofs  that  the  limestone  possesses  the  property  of  '  setting,' — 
becoming  hard  under  water. 

The  degree  of  hardness  acquired  by  hydraulic  lime  varies  considerably.  The  time 
required  for  hardening  differs  still  more  widely ;  some  hydraulic  cements  will  set  in 
a  few  minutes,  others  will  require  weeks  and  months.  The  more  of  the  aluminous 
constituents  which  tho  limestone  contains  the  more  quickly  will  the  cement  prepared 
from  it  solidify. 

As  already  remarked,  too  much  heat  in  the  kiln,  causing  partial  fusion  of  the  silica, 
destroys  the  hydraulic  property  of  the  lime.  In  technical  phrase  it  renders  the  lime 
much  weaker,  and  at  last  completely  destroys  its  power  as  a  water-cement. 

Hydraulic  lime  should  acquire  a  certain  consistence  before  it  is  immersed  in  water. 
If  this  is  not  attended  to,  the  hydraulic  lime  never  hardens,  the  particles  form  a 
porous  mass,  there  is  no  kind  of  agglutination ;  consequently,  considerable  care  is 
required  in  every  stage  of  the  process  of  making  and  using  hydraulic  cements. 

It  is  impossible  in  this  work  to  do  full  justice  to  this  very  important  subject ;  we 
must  therefore  refer  our  readers  to  General  Paslo/s  works  on  Limes  and  Cements,  to 
the  papers  of  Mr.  Timperly  in  tho  Transactions  of  the  Institution  of  Civil  Engineers, 
and  to  the  works  especially  of  MM.  Vicat  and  Belidor.  See  Puzzolana  ;  Roman  Cement. 

Scott's  Cement. — Tho  following  remarks  on  hydraidic  cements,  and  on  the  prepara- 
tion of  a  new  and  valuable  kind  of  these  cements,  are  abstracted  from  some  memoirs 
by  Major-Groneral  Scott  in  the  Papers  on  Subjects  connected  with  the  Duties  of  the 
Corps  of  Eoyal  Engineers,  Gronoral  Scott's  hydraulic  cement  has  been  used  in  the 
construction  of  the  Eoyal  Albert  Hall  and  many  other  buildings,  and  we  are  given  to 
understand,  generally  with  satisfactory  results. 

The  superiority  of  hydraidic  mortars  over  piu-o  lime-mortars  consists  very  much 
in  the  former  containing  within  themselves  tho  property  of  solidifying  without  the 
assistance  of  the  atmosphere ;  while  the  pure  lime-mortars  do  not  possess  such  a 
property,  and  in  tho  absence  of  carbonic  acid  in  tho  atmosphere,  no  solidification  will 
ensue. 

Many  impure  limestones  contain  a  proportion  of  clay  (silicate  of  alumina  and  iron) 
intimately  mingled  with  the  carbonate  of  lime.  By  burning,  the  carbonic  acid  gas 
is  expelled  from  them  as  in  the  case  of  the  pure  limestones,  the  clay  assisting  in  its 
expulsion  through  tho  affinity  of  its  silicic  acid  for  the  lime,  and  also  parting  with  its 
own  combined  water.  A  further  action  then  takes  place  :  tho  silicic  acid  of  the  clay 
and  the  limo,  at  the  high  temperature  of  the  kiln,  react  on  one  another,  and  either 
form  a  silicate  of  lime,  or  approximate  to  its  formation  so  far  that  on  the  addition 
of  water  it  is  formed  with  more  or  less  rapidity.  As,  however,  this  action  is  more 
perfect  in  the  water-cements,  and  there  is  much  in  common  between  them  and  the 
hydraulic  limes,  it  will  bo  better  here  to  explain  in  what  their  diflference  consists,  and 
then  to  speak  of  thorn  together, 

Tho  difference  between  them  cannot  be  precisely  defined  with  reference  to  chemical 
composition,  for  there  are  some  limestones  which  will  yield  cement  or  lime  according 
to  the  temporaturo  at  which  they  are  burned.  It  must  rather  be  referred  to  the 
manner  in  whicli  they  behave  when  moistened  with  water.  If  a  piece  of  coment  be 
dipped  in  water  for  a  few  seconds  until  it  ceases  to  hiss  from  the  escape  of  air  from 
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its  pores,  it  may  become  harder,  or  it  may  after  a  time  partially  break  up,  -with  or 
without  sensible  warmth-  If  a  piece  of  fresh  pure  lime  be  similarly  treated,  in  a  lew 
minutes  it  begins  to  heat  and  sweU,  and  the  violence  of  the  action  is  such  as  to  throw, 
it  abroad  in  a  bulky  impalpable  powder.  In  the  latter  case  one  affinity  only  comes 
into  play,  that  of  the  lime  for  the  water  ;  but  with  the  cement,  a  second  affinity  is  in 
operation.  By  the  action  of  the  heat  in  the  process  of  burning,  the  affinity  of  the 
lime  for  the  silicic  acid  of  the  clay  is  brought  into  play,  and  modifies  the  violence  of 
its  affinity  for  water,  and  when  the  temperature  is  sufficiently  high,  the  lime  and  the 
silicic  acid  enter  into  chemical  combination,  and  the  compounds  so  formed,  on  being 
moistened  with  water,  pass  into  hydrates  in  a  gradual  and  quiet  manner,  without  any 
of  the  tumultuous  action  which  is  so  remarkable  in  the  combination  of  pure  lime  with 

The  hydrated  silicates  resulting  are  not  afterwards  appreciably  affected  by  water, 
and  so  much  of  the  lime  as  the  silicic  acid  can  take  up  passes  from  a  soluble  to  an 
insoluble  condition,  thus  affording  a  cementing  material  suitable  for  hydraulic  pur- 
poses. When  the  heat  of  the  kiln  is  too  far  urged,  vitrification  _  ensues  from  the 
complete  formation  of  an  anhydrous  silicate,  and  a  comparatively  inert  substance  J  s 
produced,  which  undergoes  no  change  on  being  mixed  with  water,  or  will  only  unite 
with  it  after  considerable  periods  of  time. 

The  hydraulic  limes  are  intermediate  between  the  cements  and  the  pure  limes,  and 
partake  of  the  character  and  mode  of  action  of  each  class  of  substances.  The  pro- 
portion of  clay  in  them  is  generally  smaller  than  in  the  cements,  and  the  lime 
sufficiently  predominates  to  produce  by  its  violent  affinity  for  water  the  degree  of 
heat,  expansion,  and  amount  of  vapour  requisite  to  throw  them  into  powder.  When 
the  quantity  of  clay,  as  compared  with. the  lime,  is  small,  the  violence  of  the  slaking 
is  scarcely  less  than  that  of  the  pure  limes,  but  in  proportion  as  the  clay  is  relatively 
larger  in  amount,  the  heat  generated  in  combining  with  the  water  is  less,  and  the 
lime  slakes  to  a.  powder  more  imperfectly  and  with  less  increase  of  volume  ;  until  at 
last,  on  reaching  the  boundary  of  the  cements,  the  slaking  must  be  urged  on  by  con- 
fining the  heat  generated,  and  the  lime  allowed  to  lie  longer  to  ensure  the  completion 
of  the  action  before  it  is  mixed  with  sand  and  made  into  mortar. 

In  the  ordinary  kiln-burning,  some  portions  of  the  hydraulic  limes,  by  too  great 
heat  of  the  charge,  are  brought  into  that  condition  when  the  silicates  formed  combine 
very  slowly  with  water.  The  silicic  acid  having  undergone  a  great  modification,  the 
powders  of  such  limes  can  unite  and  form  new  hydrated  compounds,  but  by  a  process 
so  slow  that  it  may  be  measured  by  weeks,  months,  or  years,  instead  of  minutes,  hours, 
and  days,  thereby,  in  badly-mixed  mortar,  doing  great  injury ;  expansion  taking  place 
after  the  mortar  has  been  laid  in  the  work,  it  has  been  known  to  throw  down  arches, 
and  lift  heavy  masses  of  masonry. 

If  hydraulic  limes  be  allowed  to  dry  too  rapidly,  they  will  not  properly  harden. 

With  regard  to  cements,  some  portions  of  a  charge  are  often  spoiled  by  lowness  of 
temperature  in  burning,  and  thus  prevent  the  desired  rapidity  of  forming  silicates, 
and  retard  the  solidification  of  the  mortar  without  the  assistance  of  water. 

Besides  the  proportion  of  clay  and  lime,  and  the  temperature  of  burning,  the  com- 
position of  the  clay  has  much  to  do  with  the  rapid  setting  of  hydraulic  limes  and 
cements.  The  larger  the  amount  of  iron  and  alumina  present,  the  more  readily  will 
the  lime,  and  clay  pass  through  the  different  stages  to  the  formation  of  a  perfect 
cement,  though  temperature  in  burning  has  much  to  do  with  its  character,  for  from 
the  same  bed  of  chalk-marl  have  been  made  a  hydraulic  lime,  a  quick  setting  cement, 
and  a  cement  resembling  the  Portland  cement.    See  Limb. 

As  the  cements  may,  and  practically  always  do,  partake  of  the  slow  solidifying 
action  of  the  hydraulic  limes,  so  the  hydraulic  limes  partake,  when  exposed  to  the  air, 
of  the  hardening  action  of  the  carbonic  acid  gas  of  the  atmosphere,  to  which  the  pure 
limes  owe  the  external  hard  crust. 

.  The  addition  of  puzzolana,  trass,  &c.,  often  improves  the  hydraulic  limes.  The 
action  of  thesa  substances  is  similar  to  that  of  clay  found  naturally  mingled  with 
the_  carbonate  of  lime  in  hydraulic  limestones.  These  have  been  calcined  by  vol- 
Ciinic  heat,  and  though  burnt  clay  may  produce  a  similar  effect,  it  is  rarely  so  perfect. 

Preparation  of  this  Cermnt. — The  limestone  to  be  employed  in  the  manufacture  of  the 
cement  is  burnt  to  quick-lime  by  any  of  the  ordinary  processes,  avoiding  over-burning, 
as  usual.  Limes  burned  until  they  assume  a  blue  or  greenish  tinge  require  peculiar 
and  very  careful  treatment  to  fit  them  for  the  purpose. 

The  quick-lime  is  either  wheeled  in  barrows  or  carried  in  baskets  into  an  oven 
and  is  laid  on  the  perforated  arches  forming  the  floor,  to  the  depth  of  1  foot  6  inches 
on  the  crown,  and  2  feet  over  the  haunches.    With  a  large-sized  lime  this  depth 
may  increase,  a  few  inches,  and  when  the  lime  is  very  small  it  must  be  somewhat 
decreased ;  or,  in  other  words,  the  lime  must  not  be  so  closely  and  deeply  packed  as 
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to  impede  the  draught  too  mucli.  Tlio  limo-dust  produced  in  burning  the  limo 
becomes  useful  in  making  tlie  hatches  of  the  oven  air-tight,  and  if  there  is  any 
str^ng'tli  ^'"^^  ^'^^  without  sensibly  deteriorating  its 

Wlion  tlio  oven  is  loaded,  the  charging  hatch  is  closed  Tvith  a  double  4-inch  dry 
brick  wall,  tlio  included  space  being  filled  in  with  lime-dust.  The  whole  may  bo 
made  air-tight  at  top  by  moans  of  an  opening  through  the  crown  of  the  arch.  An 
iron  door  can  bo  employed,  and  with  saving  of  labour,  but  a  brick  wall  will  generally 
bo  lound  more  convenient. 

_  The  small  hatch  intended  to  assist  in  cooling  the  oven,  in  order  to  draw  the  charge, 
is  bettor  closed  with  an  iron  door  on  hinges,  the  whole  being  made  tight  with  a  mix- 
ture ot  moistened  clay  and  sand,  technically  termed  '  pug.' 

If  the  lime  employed  is  pare  or  feebly-hydraulic  lime,  it  is  advisable  to  allow  it  to 
remain  with  a  current  of  air  passing  through  it  for  a  period  which  will  vary, 
generally,  with  the  temperature  of  the  air,  and  the  draught  through  the  oven.  The 
object  ofthis  is  that  the  moisture  carried  through  by  the  air  may  open  or  split  the 
lime  a  little,  and  otherwise  facilitate  the  combination  of  the  sulphurous  acid  during 
the  subsequent  process,  without,  however,  causing  it  to  fall  abroad.  "Whatever  the 
nature  of  the  lime  operated  upon,  such  exposure  renders  the  process  more  certain,  and 
should  be  employed  whenever  the  tendency  to  slake  with  heat  is  not  readily  destroyed 
without  it.  The  period  of  exposure  will  vary  from  twelve  to  forty-eight  hours. 
After  this  exposure,  a  fire  of  coke  or  coal  is  kindled  by  means  of  a  faggot  or  brush- 
wood on  the  fire-bars,  and  a  slow  fire  is  kept  up  until  the  lime  immediately  over  the 
arches  shows  a  dull  glow,  such  as  is  barely  visible  when  viewed  in  the  dark  through 
the  pipes  in  the  sides  of  the  oven.  The  firing  is  then  raked  out,  and  after  the 
lapse  of  a  quarter  or  half  an  hour,  according  to  the  size  of  the  oven,  the  ash-pit  is 
closed,  and  the  chimney-top  covered  with  a  slate-stone,  or  plate  of  iron,  until  it  is 
judged  that  the  heat  throughout  the  mass  of  lime  is  pretty  well  equalised.  When 
coal  is  used,  there  is  sometimes  a  little  difficulty  in  preventing  the  smoke  escaping 
through  the  fire-doors  after  each  fresh  feeding  of  the  fire,  but  this  may  be  obviated 
with  a  little  care  and  more  frequent  feeding.  The  flame  of  coal  heats  the  charge  more 
equally.    A  mixture  of  coal  and  coke  may  also  be  employed. 

The  time  required  for  heating  the  lime  depends  on  so  many  circumstances  that  no 
definite  rule  can  be  laid  down  ;  the  dullest  possible  glow  will  sufficiently  indicate  when 
the  first  point  is  attained,  that  a  burner  acquainted  with  the  action  of  his  oven  will 
not  require  the  use  of  the  viewing  pipe  at  all. 

When  the  heat  in  the  oven  is  judged  sufficient,  and  to  be  sufficiently  equalised,  the 
ash-pit  and  the  chimney  are  opened,  andiron  pots  containing  coarse  unpurified  sulphur 
are  pushed  in  on  the  fire-bars,  and  placed  in  such  a  manner  as  to  distribute  the  fumes 
of  the  burning  sulphur  equally.  The  pots  may  be  made  of  wrought  iron,  of  sufficient 
capacity  to  hold  about  25  lbs.  of  sulphur  each,  the  allowance  being  15  lbs.  to  each  yard 
of  lime.  A  few  red-hot  cinders  are  thrown  into  each  pot  as  it  is  pushed  in,  to  ignite 
the  sulphur.  In  ten  or  fifteen  minutes  the  sulphur  will  be  fully  ignited,  and  its  fumes 
will  begin  to  escape  through  the  chimneys  very  freely ;  the  chimneys  should  then  be 
closed  again  perfectly,  and  a  little  clay  or  lime-dust  used  to  make  the  cover  tight.  The 
fire-doors  and  ash-pits  are  also  to  be  plastered  at  the  crevices,  with  the  exception  of  a 
small  opening  at  the  bottom  of  each  of  the  latter,  which  opening  is  to  be  regulated  by 
the  amount  of  air  which  may  be  required  to  carry  on  the  combustion  of  the  sulphur, 
without  allowing  the  sulphurous  acid  to  escape,  and  such  escape  would  be  immediately 
detected  by  the  smell. 

When  the  sulphur  is  all  consumed,  which  may  be  ascertained  by  looking  from  time 
to  time,  after  the  lapse  of  some  hours,  into  the  oven  fire-door,  the  wall  closing  the 
hatch  is  thrown  down,  and  all  other  openings  made  free  to  the  passage  of  air,  to  cool 
the  charge  and  oven  sufficiently  to  allow  the  former  to  be  removed. 

The  grinding  is  then  commenced ;  a  few  trial  samples  are  made  up  with  water, 
and  an  examination  made  at  the  top,  middle,  and  bottom  of  the  charge,  to  obtain 
information  as  to  temperature  for  future  guidance.  If  the  lime  from  the  bottom  of 
the  charge,  when  moistened,  remains  quite  dead  on  the  outside  of  the  lumps,  a  sort  of 
crust  being  formed  there,  and  at  the  heart  the  lumps  retain  its  usual  properties,  this 
is  a  proof  that  the  bottom  portion,  if  not  the  whole  charge,  was  too  hot  when  the 
sulphur  process  was  commenced  ;  if  the  upper  layers  still  retain  the  usual  character- 
istics of  the  unprepared  lime,  ho  crust  being  visible  on  the  bottom  portions,  this  shows 
that  the  heat  at  the  top  was  not  great  enough,  and  probably  that  the  temperature 
throughout  was  too  low.  Some  pieces  will  always  be  found  insufficiently  prepared,  but 
their  effect  is  lost  in  the  mass,  and  the  samples  should  be  three  or  four  in  number  from 
each  part  of  the  charge,  top,  bottom,  and  centre,  avoiding  a  selection  of  pieces  near 
the  walls.   If  in  any  case  the  mass  is  found  insufficiently  prepared,  and  the  lower 
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layers  are  crusted,  the  upper  half  may  be  removed  and  employed  as  ordinary  lime, 
and  the  lower  half  ground  down  as  cement.  If  the  process  should  be  judged  to  have 
been  quite  ineffectual,  the  removed  portion  of  tlie  charge  can  be  replaced  _  with  fresh 
lime,  and  the  operations  of  heating  the  lime  to  a  faint  glow,  and  of  burning  sulphur 
under  it,  be  repeated ;  with  ordinary  care  a  failure  can  hardly  occur,  and  should  the 
sample  specimens  set  firmly  '  in  pats '  six  inches  square  and  half  an  inch  thick,  but  yet 
grow  too  hot  in  setting  to  be  safely  trusted  in  work,  a  few  days'  exposure  on  the  floor 
of  the  shed  will  render  the  cement  fit  for  use.  It  is  better,  however,  that  '  in  pats '  of 
the  above  size,  made  up  with  water  to  a  stiff  consistency  and  without  admixture  of 
sand,  the  warmth- in  the  setting — even  when  the  cement  is  quite  fresh  from  the  oven — 
should  be  barely  perceptible. 

The  grinding  of  the  cement  is  the  most  serious  part  of  the  manufacture.  Should 
the  extent  of  the  works  justify  a  considerable  outlay  in  grinding  apparatus,  the  flour- 
mUl  construction  is  to  be  preferred,  horizontal  crushing  rollers  being  used  to  reduce 
the  lumps  of  cement  to  a  size  which  the  eye  of  the  runner  mill-stone  can  readily 
take.  It  is  better  also  to  sift  it  through  a  sieve,  the  coarse  particles  being  again 
passed  through  the  stones.  Eor  grinding,  on  the  small  scale,  a  pair  of  vertical  wheels 
of  iron  or  stone,  turning  on  a  pivot  between  them  by  horse-power,  must  be  resorted  to, 
the  sifting  apparatus  being  attached  by  suitable  machinery  to  the  gearing  of  the 
wheel,  or  worked  by  manual  labour.  The  wire- gauze  used  for  the  sieves  should  have 
thirty  meshes  to  the  inch.  The  construction  of  both  descriptions  of  mills  is  well 
understood  by  mill-makers. 

When  the  cement  is  prepared  from  the  pure  and  feebly-hydraulic  limes,  and  it 
becomes  necessary  to  impart  to  them  properties  which  will  enable  them  to  resist  the 
action  of  water,  artificial  or  natural  puzzolanas  must  be  restored  to.  If  such  sub- 
stances are  ground  down  with  the  cement  to  a  fine  powder,  and  intimately  mixed  with 
the  cement,  one  part  of  puzzolana  will  give  to  two  parts  of  pure  lime-cement,  by 
weight,  the  necessary  degree  of  resistance ;  but  if  mixture  by  hand-labour  be  alone 
available,  and  the  puzzolana  be  not  in  a  fine  state  of  division,  its  quantity  in  proportion 
to  the  cement  should  be  increased,  the  amount  of  sand  used  for  mortar  being  corre- 
spondingly diminished. 

The  clays  best  adapted  for  the  manufacture  of  artificial  puzzolana  are  such  as  are 
greasy  to  the  touch.  The  temperature  at  which  they  ought  to  be  calcined  depends 
upon  their  chemical  composition,  but  the  action  of  the  constituents  is  complicated, 
and  actual  trial  must  be  resorted  to  for  the  determination  of  the  most  efiScient  degree 
of  calcination.  To  make  the  trial,  a  portion  of  the  clay  under  examination  may  be 
moulded  into  a  cylinder  five  or  six  inches  long,  and  one  and  a  half  inch  diameter ; 
this  cylinder  when  dried  is  to  be  exposed,  the  one  end  in  a  violent  fire,  the  other  on 
or  near  the  outside  of  it.  When  the  more  highly-heated  end  begins  to  vitrify,  the 
cylinder  is  withdrawn  from  the  fire  and  divided  into  three  or  f oiv?  portions,  according 
to  the  general  appearance  and  colour  of  the  different  parts. 

By  pulverising  each  part,  and  mixing  this  puzzolana  with  the  cement  in  the  propor- 
tion of  one  part  of  burnt  clay  to  two  or  three  parts  of  cement,  by  measure,  it  is  easy  to 
determine  by  actual  trials  in  water  what  degree  of  calcination  gives  the  best  results. 
To  prevent  the  cylinder  from  breaking  in  the  fire,  it  is  moulded  round  a  wire.  As  a 
general  rule,  it  will  be  found  that  clays  containing  lime  and  other  metallic  oxides, 
especially  alkalis,  become  energetic  at  low  temperatures,  though  they  may  also  succeed 
when  burned  at  a  violent  heat.  The  poorer  clays  will  only  give  good  results  when 
calcined  at  a  very  high  temperature,  and  they  haVe  the  further  disadvantage  of  being 
difficult  to  reduce  to  powder. 

_  Clay  should  be  made  ready  for  burning  by  moulding  it  into  rounded  balls  of  the 
size  of  an  apple,  and  leaving  it  in  the  air  to  di-y.  A  thick  layer  of  coals  is  placed  on 
the  bars  at  the  bottom,  then  layers  of  the  clay  balls  and  coal  alternately ;  when  the 
kiln  IS  about  two-thirds  full,  faggots  should  be  placed  under  the  bars  and  ignited,  and 
as  the  combustible  is  consumed,  more  coals  and  clay  should  be  added ;  the  appearance 
of  the  clay  will  at  once  show  whether  a  proper  quantity  of  fuel  has  been  used. 

Concrete.— The  following  is  an  account,  by  a  thoroughly  practical  man,  of  the  use  of 
liydraulic  limes  in  the  formation  of  concrete.  It  is  from  a  paper  read  by  George 
Kobertson,  C.E.  before  the  Scottish  Society  of  Arts,  '  On  the  Concrete  used  in  the  late 
Extension  of  the  London  Docks.' 

The  great  mass  of  the  concrete  was  made  with  naturally  hydraulic  lime,  blue  lias 
from  Lyme  Kegis  in  Dorsetshire,  which  requires  no  artificial  mixture  with  puzzolana 
or  minion  to  render  it  capable  of  setting ^5em«7ie«%  under  water.  The  word  •con- 
crete'in  this  paper  implies,  therefore,  that  made  with  blue-lias  lime,  unless  otherwise 
specified.  The  Dorsetshire  lias  was  the  only  lime  burned  on  the  works  •  all  lias 
from  Warwickshire  or  Leicestershire  was  bought  ready  burned  from  the  merchants 
Lias  requires  much  greater  care  in  burning  than  richer  limes,  because  any  sudden 
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or  extra  hoat,  which  would  do  littlo  harm  to  Dorking  lime,  greatly  injures  lias  by 
forming  a  glass  botwoon  tho  silica  and  tlio  limo  in  the  stone,  instead  of  only  driving 
oif  the  water  and  carbonic  acid.  The  combination  between  the  silica  and  lime,  to 
which  has  owes  its  hydraulic  properties,  ought  only  to  take  place  in  the  humid  way 
—I.e.  with  the  assisUmce  of  water,  after  the  application  of  the  lime  as  mortar  or 
concrete.  Lias  comes  from  Lyme  Kegis  in  two  different  forms,  the  one  with  a  clean 
conchoidal  fracture,  and  the  other  of  a  shaley  nature,  approaching  in  appearance  oven 
to  clay-state,  but  quite  soft.  The  shaley  lias,  which  contains  so  much  clay  as  to 
have  the  properties  of  a  cement,  is  not  so  desirable  as  tho  hard  clean  stone,  because 
it  carries  less  sand,  and  is  therefore  more  expensive.  The  stone  cost  4«.  id.  a  ton 
when  shipped  at  Lyme,  but  10s.  M.  before  it  was  stacked  round  the  kiln  at  London, 
which  is  as  much  as  the  same  stone  cost  delivered  at  the  works  of  the  New  GJraving 
Dock  at  Leith.  Ereight  to  London  is  always  heavy,  for  there  is  no  steady  return 
freight,  like  coal,  to  be  had.  Notwithstanding  the  high  price  of  the  stone  delivered 
at  Shadwell,  and  having  to  pay  freight  on  thousands  of  tons  of  water  and  carbonic 
acid,  to  be  afterwards  driven  off  by  the  heat  of  the  kiln,  the  engineer-in-chief  of  the 
Dock  Company,  the  late  Mr.  Eendel,  determined  to  burn  the  limestone  in  London, 
as  the  extra  cost  would  be  a  comparatively  small  item  in  such  extensive  works.  It 
was  very  desirable  to  have  the  best  possible  lime  where  concrete  was  to  play  so  im- 
portant a  part. 

Two  egg-shaped  draw-kilns  of  brick  were  therefore  erected,  of  a  total  height  of 
43  feet  from  the  floor  to  the  top  of  the  dome,  and  an  extreme  internal  diameter  of 
14  feet,  contracting  to  6  feet  at  the  fire-bars,  and  11'  6"  at  32  feet  above  the  floor. 
Tho  practical  objection  to  having  a  less  diameter  than  this  at  the  top,  is  the  difficulty 
that  would  arise  in  charging  the  kiln  with  evenly-distributed  layers  of  coal  and  stone 
tipped  in  from  barrows  at  the  top  through  the  windows  in  the  dome.  It  has  likewise 
been  objected  that  a  contracted  top  to  a  kiln  prevents  the  escape  of  carbonic  acid, 
although  it  has  a  counterbalancing  advantage  in  confining  the  heat,  and  throwing  it 
down  with  a  reverberatory  effect  on  the  charge.  This  theoretical  objection  appears  to 
be  fanciful.  It  was  found  necessary,  after  these  kilns  had  been  working  for  a  short 
time,  to  dome  the  mouth  over  with  a  brick  arch,  to  prevent  stones  from  flying  into  the 
neighbouring  streets.  The  chimney  at  the  top  of  this  was  only  three  feet  in  diameter, 
and  yQt  no  difference  was  afterwards  perceptible,  either  in  the  time  required  for 
burning,  or  in  the  percentage  of  imperfectly-burned  stone.  On  the  other  hand,  there 
is  little  doubt  that  the  dome  acted  economically  on  the  coal  required,  for  the  average 
of  7,000  tons  of  limestone  was  little  more  than  one  ton  of  coal  to  11 J  of  stone,  the 
limits  being  1  to  10,  and  1  to  13.  Carbonic  acid  came  away  freely  after  the  kiln  had 
been  lighted  for  three  hours,  and  it  appeared  to  have  ample  room  for  escape.  An 
average  of  11|  tons  of  stone  burned  by  one  ton  of  coal  is  very  high ;  but  the  coal  was 
Welsh,  and  cost  ll.  Is.  a  ton.  Newcastle  coal,  or  bituminous  coal  in  general,  was 
inadmissible ;  for  it  was  essential  to  have  little  or  no  smoke  from  kilns  in  the  heart 
-oi  London.  At  Leith,  one  ton  of  the  coal  of  the  neighbourhood  appears  to  burn  only 
six  or  seven  tons  of  lias,  but  the  coal  is  only  one-third  of  the  price  of  Welsh  coal. 
The  barrows  of  coal  and  properly  broken  stone  were  lifted  to  the  top  of  the  kiln  by  a 
hoist  worked  by  the  mortar  mill  engine,  and  were  tipped  in  through  three  openings 
in  each  dome,  as  evenly  as  possible.  After  the  kiln  was  lighted,  these  windows  were 
kept  closed  with  boiler-plate  shutters.  The  cost  of  charging,  including  breaking  up 
the  stone  and  coal,  was  Is,  &d.  per  ton  of  the  two  when  mixed  in  the  kiln.  Unless 
the  demand  for  quick-lime  was  very  irregular,  the  kilns  were  always  kept  lighted ; 
but  whenever  they  were  allowed  to  go  out,  the  charge  of  quick-lime  was  left  in  the 
kiln,  as  the  place  most  free  from  moisture.  Whenever  the  fire  is  let  out  in  draw- 
kilns  the  next  charge  is  nearly  sure  to  burn  irregularly,  and  there  is  a  considerable 
loss  of  heat  in  re-warming  the  kiln.  Draw-kilns  are  liable  to  irregularity  from  ap- 
parently slight  causes,  such  as  the  direction  of  the  wind,  &c. ;  and  m  the  Shadwell 
kilns  there  was  also  a  permanent  tendency  to  burn  quickest  down  the  side  warmed  by 
the  adiacent  kiln,  for  they  were  both  in  one  block  of  building.  But  draw  kilns  are 
better  suited  for  burning  lias  than  flare  kilns,  as  the  heat  is  more  uniformly  distributed 
through  the  charge ;  there  is,  therefore,  less  danger  of  over-burning  the  lower  half  and 
under-burning  the  upper.  ^   

Each  kiln  held  100  tons  of  stone,  and  burnt  21  tons  per  diem.  The  two  together 
produced  25  tons  of  quick-lime  every  day,  a  quantity  sidficient  .^o^-.f"";.?/  cubic 
yards  of  mortar,  or  170  cubic  yards  of  concrete:  9  tons  of  coal  wiU  biirn  100  tons  of 
stone,  which  produce  59-37  tons  of  quick-lime,  or  1,683  bushels  of  ^o^nd.  lime, 
enough  for  400  cubic  yards  of  concrete,  when  the  ballast  is  moderately  dry  Draw- 
ing the  lime  from  the  kiln  cost  Hd.  per  ton  of  quick-lime.  The  total  cos  of  the 
•burnt  lime  amounted  to  24s.  per  ton.  When  quite  hot  from  the  kiln,  26.J  bushels  of 
aground  lime  went  to  the  ton;  but  after  keeping  some  time,  a  ton  swelled  to  30 
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bushels,  Nvhicli  is  what  bought  lias  usually  -weighs.  A  bushel  of  lime,  ground  when 
fresh  burnt,  contains,  therefore,  one-seventh  more  limo  than  a  bushel  of  stale  lime'; 
and  a  cubic  yard  of  concrete,  of  specified  proportions,  is  so  much  the  better  when 
made  with  fresh  lime. 

Coke  was  used  in  the  kiln  for  a  short  time,  but  it  was  found  to  be  8  per  cent, 
dearer  than  "Welsh  coal ;  and,  moreover,  the  heat  given  out  by  it  was  too  quick  and 
strong,  casing  many  of  the  stones  over  with  a  vitrified  silicate,  which  hindered  the 
free  escape  of  carbonic  acid.  "When  coke  was  burnt,  therefore,  the  percentage  of 
lUnburnt  stone  was  raised  much  above  the  usual  average  of  1^  or  2  per  cent. 

The  equally  burnt  and  softest  lumps,  usually  of  a  buff  colour,  were  picked  out  for 
grinding ;  and  the  remainder,  more  of  a  liver  coloiir,  slaked  for  mortar.  The  lumps 
were  first  broken  tolerably  small  by  hand,  and  then  crushed  still  smaller  between  iron 
rollers  revolving  in  the  hopper  of  the  grindstones.  These  rollers  were  at  first  made 
fluted,  but  it  was  found  that  strong  projecting  cogs  did  the  work  more  effectually. 
The  hopper  was  fed  with  limips  of  lime  by  an  endless  chain  of  small  wrought-iron 
buckets  worked  by  the  engine.  It  was  intended  that  these  should  be  self-acting,  and 
•dredge  the  lime  up  from  a  well ;  but  it  was  found  necessary  to  have  a  man  constantly 
feeding  them  with  a  spade,  or  the  supply  was  not  regular. 

The  lime  was  ground  to  a  fine  powder  between  two  pairs  of  horizontal  French  burr 
millstones ;  the  upper  one  revolving  at  a  speed  of  90  revolutions  per  minute.  Each 
pair  of  stones  was  able  to  grind  3  tons  of  quick-lime  per  hour,  at  a  total  cost  for 
grinding  of  Id.  per  bushel  when  the  consumption  was  360  bushels  per  diem;  less,  if 
more  lime  was  used.  This  is  made  up  as  follows :  feeding  and  attending  to  the 
hopper  and  lift,  ^d. ;  engine  power,  ^d. ;  measuring  the  lime  into  bags  for  the  con- 
tractor, and  recutting  the  stones  as  the  furrows  became  worn,  the  remaining  ^d,  A 
bushSl  of  lime  ground  fresh  from  the  kiln  weighed  84  lbs. ;  and  at  this  weight  the 
total  cost  was  ll^d.  In  buying  ground  lime  from  a  merchant,  if  the  purchaser  buys 
by  weight,  he  pays  for  the  water  absorbed  from  the  atmosphere ;  if  he  buys  by 
measure,  he  pays  for  the  expansion  caused  by  that  moisture :  the  fairest  way  for  both 
parties  would  be  to  specify  the  bushel  to  be  of  a  certain  average  weight,  say  for  lias 
from  Lyme  Eegis,  80  lbs.  This  would  allow  for  the  lime  not  being  quite  fresh,  but 
would  prevent  it  from  being  too  stale. 

The  grindstones  were  composed  of  burrs  from  the  fresh-water  beds  of  the  Paris 
basin,  set  in  two  radiated  rings  in  cement,  and  backed  up  with  plaster-of-Paris  and 
mortar.  The  '  skirts '  or  outside  burrs  were  five  inches  thick ;  the  central  or  '  high 
burrs '  somewhat  thicker,  to  allow  for  the  '  swallow,'  which  is  a  sUght  depression 
in  the  centre  of  the  upper  stone,  about  two  feet  in  diameter,  and  at  most  3"  deep. 
This  acts  as  a  kind  of  distributing  reservoir  for  the  lime  as  it  falls  from  the  hopper 
between  the  stones. 

The  face  of  the  stones  was  divided  into  ten  '  quarterings '  by  '  master  furrows,' 
each  of  thein  being  tangential  to  an  imaginary  circle  concentric  with  the  stone,  and 
called  its  '  draft,'  The  size  of  this  regulated  the  quantity  of  lime  passing  through 
the  stones  in  a  given  time.  A  radius  of  five  inches  was  found  to  grind  ninety 
bushels  per  hour  of  a  sufficiently  fine  quality.  The  particles  of  lime,  whirling  round 
near  the  centre  of  the  stone,  by  their  centrifugal  velocity  pass  towards  the  outside 
along  the  master  furrows,  being  ground  finer  as  they  recede  from  the  central  depres- 
sion. Each  master  furrow  had  two  other  distributing  furrows  leading  out  of  it, 
parallel  to  the  former  master  furrow.  The  furrows  are  shallow  grooves,  or  rather 
nicks  about      inch  wide,  with  the  cutting  edge  sharp,  and  the  other  bevelled. 

The  hydraulic  lime  being  thus  prepared,  it  was  employed  in  the  formation  of 
the  required  bed  of  concrete.  This  was  formed  by  cementing  a  mixture  of 
sand  and  gravel  such  as  is  found  in  the  London  basin,— called  '  ballast,'— in  the 
follovnng  manner : — 

■  "When  the  ballast  was  moderately  dry,  12  cubic  yards  of  gravel  and  2  cubic  yatds 
of  lime  made  II  cubic  yards  of  concrete,  mixed  and  deposited.  The  shrinkage 
from  the  dry  materials  was  then  22  per  cent. ;  but  if  the  ballast  happened  to  be 
very  dry,  the  shrinkage  was  more,  and  the  same  quantities  made  only  10  cubic 
yards. 

A  cubic  yard  of  concrete  requires  about  thirty-eight  gallons  of  water  to  bring  the 
dry  materials  to  the  requisite  state  of  fluidity.  Of  this  quantity  nearly  eight  gallons 
enter  into  chemical  combination  with  the  oxide  of  calcium  in  the  lias,  and  thirty 
gallons  are  either  absorbed  mechanically  by  the  pores  of  the  lime,  retained  by 
capillary  attraction  between  the  grains  of  sand,  or  lost  by  evaporation.  After  the 
concrete  has  been  mixed  and  deposited,  a  gradual  expansion  takes  place  from  the 
chemical  action  of  the  limo  slaking  ;  the  less  of  this  swelling,  however,  the  better  as 
it  disturbs  the  setting  of  the  mortar  round  the  pebbles,  and  causes  friability  in  'the 
concrete.   "Whenever  concrete  is  made  with  quick-lime  (as  it  usually  is),  there  must 
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bo  a  certain  amount  of  fr.abhty  from  this  cause  ;  and  theroforo,  when  it  is  important 
to  have  no  swoUmg,  ns  in  blocks  of  concrete  which  have  to  bo  lifted,  recoursfmust 
be  had  to  slaked  lime,  or  else  to  cement,  which  contracts  rather  than  expands  in 
betting.  In  the  one  case  tlie  concrete  is  long  in  hardening,  having  more  moisture  in 
It  than  the  lime  can  absorb;  and  in  the  use  of  cement  more  expense  is  incurred, 
l-ortland  cement  is,  however,  not  so  expensive  as  might  at  first  appear  from  the 
cement  being  double  the  price  of  lime,  because  the  proportion  to  the  ballast  may  be 
considerably  reduced.  ^ 

<j- ^"'V*"''"*'  CRAWTES.  The  application  of  water-pressure  to  cranes  is  duo  to 
sir  wm.  Armstrong^^  These  are  now  so  generally  applied,  that  although  the  subject 
be  ongs  properly  to  Engineering,  it  is  thought  advisable  to  include  some  notice  of  these 
valuable  and  interesting  machines  in  this  work.  A  statement  made,  by  the  request 
ot  the  iintish  Association  in  1854,  by  the  inventor  himself,  so  completely  explains  all 
tbe  peculiarities  of  these  cranes,  that  the  paper  is  reproduced  from  the  '  Proceedings  '  of 
the  Association. 

'  The  employment  of  water-pressure  as  a  mechanical  agent  having  recently  under- 
gone a  great  and  rapid  development,  I  may  be  permitted  to  make  a  few  obser^-ations 
on_  the  successive  steps  by  which  its  present  importance  has  been  attained.  In  so 
doing  I  shall  commence  with  the  year  1846,  in  which,  after  many  preliminary  experi- 
ments, I  succeeded  in  establishing,  upon  the  public  quay  at  Newcastle-on-Tyne  the 
hydraulic  crane  which  has  formed  the  basis  of  what  has  since  been  effected. 

'  This  crane  both  lifted  the  weight  and  swung  round  in  either  direction  by  the 
pressure  of  water,  and  was  characterised,  like  all  other  hydraulic  cranes  since  made, 
by  remarkable  precision  and  softness  of  movement,  combined  with  great  rapidity  of 
action. 

'  The  experiment  thus  made  at  Newcastle  having  proved  satisfactory,  I  soon  after- 
wards obtained  authority,  through  the  intervention  of  Mr.  Harley,  the  Dock  Surveyor 
of  Liverpool,^  to  construct  several  cranes  and  hoists  upon  the  same  principle  at  the 
Albert  Dock  in  that  town,  where  they  were  accordingly  erected,  and  have  ever  since 
continued  in  operation. 

'  The  next  place  at  which  these  cranes  were  adopted  was  Grimsby  New  Dock,  where 
an  important  step  in  the  advancement  of  this  kind  of  machinery  was  made  on  the 
suggestion  of  Mr.  Eendel,  who  pointed  out  its  applicability  to  the  opening  and  closing 
of  dock  gates  and  sluices,  and  instxucted  me  to  extend  its  application  to  those  objects. 
An  extensive  system  of  water-pressure  machinery  was  accordingly  carried  out  at  that 
dock,  and  the  result  afforded  the  first  practical  demonstration  that  the  pressure  of  a 
column  of  water  could  be  advantageously  applied  as  a  substitute  for  manual  labour, 
not  merely  for  the  cranage  of  goods,  but  also  to  give  safe  and  rapid  effect  to  those 
mechanical  operations  which  are  necessary  for  passing  ships  through  the  entrances  of' 
docks. 

'  In  all  these  instances  the  moving  column  of  water  was  about  200  feet  in  elevation. 
At  Newcastle  and  Liverpool  the  supply  was  derived  from  the  pipes  communicating 
with  the  town  reservoirs,  but  at  Grimsby  a  tower  was  biult  for  supporting  a  tank  into 
which  water  was  pumped  by  a  steam-engine.  In  the  former  cases,  the  fiuctnation  of 
pressure,  consequent  upon  the  variable  draught  from  the  pipes  for  the  ordinary 
purposes  of  consumption,  proved  a  serious  disadvantage ;  but  this  objection  had  no 
existence  at  Grimsby,  where  tlie  tank  upon  the  tower  furnished  a  separate  source  of 
power,  undisturbed  by  any  interfering  conditions.  Nothing  could  be  more  effectual 
for  its  purpose  than  this  tower ;  but,  in  the  natural  course  of  improvement,  I  was 
subseqently  led  to  the  adoption  of  another  form  of  artificial  head,  which  possessed 
the  advantage  of  being  applicable,  at  a  comparatively  small  cost,  in  all  situations,  and 
of  lessening  the  size  of  the  pipes  and  hydraulic  machinery,  by  affording  a  pressure  of 
greatly-increased  intensity. 

'  The  apparatus  thus  substituted  for  a  water  tower  I  named  "  the  Accumtdator"  from 
the  circumstance  of  its  accumulating  the  power  exerted  by  the  engine  in  charging  it. 
The  accumulator  is,  in  fact,  a  reservoir  giving  pressure  by  load  instead  of  hj  elevation, 
and  its  use,  like  that  of  every  provision  of  this  kind,  is  to  equalise  the  strain  upon  the 
engine  in  cases  where  the  quantity  of  power  to  be  supplied  is  subject  to  great  and 
sudden  fluctuations. 

'  The  construction  of  the  accumulator  is  exhibited  in  Jiff.  1170,  and  needs  but  little 
explanation.  A,  cylinder ;  b,  phinger ;  c  c,  loaded  weight  case  ;  d,  d,  guides  for  ditto ; 
K,  pipe  from  pumping  engine ;  f,  pipe  to  hydraulic  machine.  It  consists  of  a  large 
cast-iron  cylinder,  fitted  with  a  ;plunger,  from  which  a  loaded  weight  case  is  suspended, 
to  give  pressure  to  the  water  injected  by  the  engine.  The  load  upon  the  plunger  is 
usually  such  as  to  produce  a  pressure  in  the  cylinder  equal  to  a  column  of  1,500  foot 
in  elevation,  and  the  apparatus  is  made  sufficiently  avpacious  to  contain  the  largest 
quantity  of  water  which  can  be  drawn  from  it  at  once  by  the  simultaneous  action  of 
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all  the  hydraulic  machines  with  which  it  is  connected.  Whenever  the  engine  pumps 
more  water  into  the  accumiilator  than  passes  direct  to  the  hydraulic  machines,  tha 
loaded  plunger  rises  and  makes  room 
in  the  cylinder  for  the  surplus ;  but 
when,  on  the  other  hand,  the  supply 
from  the  engine  is  less,  for  the  mo- 
ment, than  the  quantity  required,  the 
plunger,  with  its  load,  descends  and 
makes  up  the  deficiency  out  of  store. 

'  The  accumidator  also  serves  as  a 
regulator  to  the  engine;  for  when 
the  loaded  plunger  rises  to  a  certain 
height,  it  begins  to  close  a  throttle- 
valve  in  the  steam-pipe,  so  as  gradu- 
ally to  reduce  the  speed  of  the  engine 
until  the  descent  of  the  plunger  again 
calls  for  an  increased  production  of 
powder. 

'The  introduction  of  the  accumu- 
lator, which  took  place  in  the  year 
1851,  gave  a  great  impulse  to  the  ex- 
tension of  water-pressure  machinery, 
which  is  now  either  already  applied, 
or  in  course  of  being  applied,  to  the 
purpose  of  cranage  throughout  all 
the  great  dock  establishments  in 
London,  as  also  to  a  considerable  ex- 
tent in  Liverpool  and  other  places. 
I  have  also  applied  it  extensively 
to  railway  purposes,  chiefly  under  the 
direction  or  Mr.  Brunei,  who  has 
found  a  multitude  of  cases,  involving 
lifting  or  tractive  power,  in  which  it 
may  be  made  available.  Most  of 
these  applications  are  well  exempli- 
fied at  the  new  station  of  the  Great 
Western  Eail way  Company  in  London, 
where  the  loading  and  unloading  of 
trucks,  the  hoisting  into  warehouses 


the  lifting  of  loaded  trucks  from  one  "-^"^v^^^P^^^^^ 
level  to  another,  the  moving  of  turn-tables,  and  the  hauling  of  trucks  and  travers- 
ing machines  are  all  performed,  or  about  to  be  so,  by  means  of  hydraulic  pressure 
supplied  by  one  central  steam-engine  with  connected  accumulators.  Mr.  liendel  also, 
after  having  successfully  adopted  the  low-pressure  system  to  the  working  of  the  gates 
and  shuttles  at  Grimsby,  has  since  applied  the  high-pressure,  or  accumulator  system, 
to  the  same  purposes  at  other  new  docks,  and  a  similar  adaptation  is  being  made  by 
other  eminent  engineers  at  most  of  the  new  docks  now  in  course  of  construction. 

I  have  also  adapted  hydraulic  machinery  to  the  opening  and  closing  of  swing- 
bridges  _  and  draw-bridges  of  large  dimensions;  and,  in  fact,  there  is  scarcely  any 
mechanical  operation  to  which  human  labour  has  been  hitherto  applied  as  a  mere 
moving  power,  which  may  not  be  eflficiently  performed  by  means  of  water-pressure 
emanating  from  a  steam-engine  and  accumulator.  Even  if  hand-labour  be  retained 
as  the  source  of  the  power,  the  intervention  of  an  accumulator  will  in  many  cases 
both  economise  labour  and  increase  despatch.  For  example,  a  pair  of  heavy  dock- 
gates  requires  the  constant  attendance  of  a  considerable  number  of  men,  whose  labour 
is  only  called  into  action  occasionally,  viz.,  when  the  gates  are  being  opened  or  closed. 
Now,  if  an  accumulator,  charged  by  hand-pumps,  were  used,  the  labour  employed 
would  be  constant,  instead  of  occasional,  and  the  power  collected  in  the  accumulator 
by  the  continuous  process  of  pumping  would  be  given  out  in  a  concentrated  form,  and 
thus  the  ultimate  result  would  bo  effected  with  fewer  hands  and  greater  despatch  than 
where  manual  labour  is  directly  applied. 

_  '  The  form  of  pumping-engine  which  I  generally  use  for  charging  the  accumulator 
js  represented  in  ^^r.  1171.  It  consists  of  a  horizontal  steam-cylinder,  with  two  force- 
pumps  connected  directly  with  the  piston.  These  force-pumps  are  supplied  with 
water  from  a  cistern  over  the  engine-room,  into  whicli  the  water  discharged  bv  the 
cranes  is  generally  brought  back  by  a  return-pipe,  so  that  the  water  is  not  wasted  but 
remains  continuously  in  use, 
Vol.  II,  3  5 
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•  With  a  pressure  reprosonting  a  column  of  1,600  feet,  the  loss  of  head  by  friction  in 
the  pipes  forms  so  small  a  deduction  from  tho  entire  column  as  to  ho  a  matter  of  no 
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consideration,  and  consequently  the  distance  at  which  the  engine  may  he  situated 
from  the  points  where  the  hydraulic  machines  may  be  placed  is  of  little  importance, 
except  as  regards  the  cost  of  the  pipe.  It  is  advisable,  however,  if  the  pipe  be  very 
long,  to  apply  an  accumulator  at  each  extremity,  so  as  to  charge  the  pipe  from  both 
ends. 

'  With  regard  to  the  mechanism  of  hydraulic  cranes,  the  arrangement  which  I  first 
adopted,  and  have  ever  since  adhered  to,  consists  of  one  or  more  hydraulic  presses, 
with  a  set  of  sheaves,  used  in  the  inverted  order  of  blocks  and  pulleys,  for  the  purpose 
of  obtaining  an  extended  motion  in  the  chain  from  a  comparatively  short  stroke  of 
the  piston.  This  construction,  which  characterises  nearly  all  the  varieties  of  the 
hoisting  and  hauling  machines  to  which  I  have  applied  hydraulic  pressure  is  ex- 
hibited in  fig.  1172,  which  represents  one  of  these  presses  with  sheaves  attached,_to 
multiply  the  motion  fourfold.  In  cases  where  the  resistance  to  be  overcome  vanes 
very  considerably,  I  generally  employ  three  such  cylinders,  with  rams  or  pistons 
acting  either  separately  or  conjointly  upon  the  same  set  of  multiplying  sheaves, 
according  to  the  amount  of  power  required.  » 


1172 


'  In  hydraulic  cranes  the  power  is  applied,  not  only  for  lifting  the  load,  but  also  for 
swinging  the  jib,  which  latter  object  is  effected  by  means  of  a  raclc  'J^I^P^Ff^^ 
■  on  the  base  of  the  moveable  part  of  tho  crane,  and  connected  cither  with     cyhnc  or 
and  piston  having  alternate  motion,  Uke  tliat  of  a  steam-engine,  or  with  two  presses 
applied  to  produce  the  same  effect  by  alternate  action. 
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'  The  absence  of  any  sensible  elasticity  in  water  renders  the  motions  resulting  from 
its  pressure  capable  of  the  most  perfect  control,  by  means  of  the  valves  which  regulate 
the  inlet  and  outlet  passages  of  the  machines ;  but  this  very  property,  which  gives 
so  much  certainty  of  action,  tends  to  cause  shocks  and  strains  to  the  machinery,  by 
resisting  the  momentimi  acqiiired  by  the  moving  parts.  Take,  for  example,  the  case 
of  an  hydraulic  crane,  swinging  round  with  a  load  suspended  on  the  jib,  the  motion 
being  produced  by  the  water  entering  on  one  side  of  a  piston  and  escaping  from  the 
other.  Under  such  circumstances,  if  the  water-passages  be  suddenly  closed  by  the 
regulating  valve,  it  is  obvious  that  the  piston,  impelled  forward  by  the  momentum  of 
the  loaded  jib,  but  met  by  an  unyielding  body  of  water  deprived  of  outlet,  would  be 
brought  to  rest  so  abruptly,  as  to  cause,  in  all  probability,  the  breakage  of  the  machine. 
So  also,  in  lowering  a  heavy  weight  with  considerable  velocity,  if  the  escape-passage 
be  too  suddenly  closed,  a  similar  risk  of  injury  would  arise  from  the  abrupt  stoppage 
of  the  weight,  if  a  remedy  were  not  provided ;  but  these  liabilities  are  eflfectually 
removed  by  applying,  in  connection  with  the  water-passages  to  the  cylinder,  a  small 
clack-valve,  opening  upwards  against  tile  pressure  into  the  supply-pipe,  so  as  to 
permit  the  pent-up  water  in  the  cylinder  to  be  pressed  back  into  the  pipe  whenever  it 
beconies  exposed  to  a  compressive  force  exceeding  the  pressure  on  the  accumulator. 
By  this  means  all  jerks  and  concussions  are  avoided,  and  a  perfect  control  over  the 
movement  of  the  machine  is  combined  with  great  softness  of  action. 
_  '  "With  regard  to  the  kind  of  valves  used  for  water-pressure  machines,  I  find  that 
either  lift-valves  or  slide-valves  may  be  eifectually  applied,  and  kept  tight  under 
heavy  pressures,  provided  that  sand  be  excluded  from  the  water,  and  the  valves  be 
made  of  proper  material. 

'In  cases  where  a  more  prolonged  movetnent  is  required  than  multiplying  sheaves 
will  conveniently  afford,  I  employ  rotative  machines  of  various  constructions.  For 
heavy-pressures,  such  as  an  accumulator  affords,  an  arrangement  consisting  of  three 
plungers,  connected  with  a  triple  crank,  and  bearing  a  general  resemblance  to  a  three- 
throw  plunger  pump,  is  well  adapted  for  the  purpose.  The  admission  and  exliaust 
valves  are  mitred  spindles,  pressed  down  by  weights  and  levers,  and  lifted  in  proper 
rotalion  by  cams  fixed  for  that  purpose  upon  a  separate  shaft ;  and  these  valves  are 
associated  with  relief-clacks,  to  obviate  the  concussion  which  woidd  otherwise  be  liable 
to  take  place  at  the  turn  of  each  stroke. 

'  The  liability  of  water-pressure  machinery  to  be  deranged  by  frost  has  often  been 
addixced  as  an  objection  to  its  use ;  and  upon  this  point  I  may  observe— first,  that  I 
have  never  experienced  any  interference  from  this  cause  when  the  machines  were 
placed,  as  they  generally  are,  beneath  the  surface  of  the  ground,  or  within  a  building ; 
and  secondly,  that  when  they  are  unavoidably  exposed,  all  risk  may  be  prevented  by 
letting  out  the  water  in  frosty  weather  whenever  the  machines  cease  working. 

'  "When  the  moving  power  consists  of  a  natural  column  of  water,  the  pressure  rarely 
exceeds  250  or  300  feet,  and  in  such  cases  I  have  employed  for  rotative  action  a  pair 
of  cylinders  and  pistons,  with  slide-valves,  resembling  in  some  degree  those  of  a  high- 
pressure  engine,  but  having  relief -valves,  to  pre- 
vent shock  at  the  turn  of  the  stroke.  Fig.  1173 
shows  a  slide-valve  adapted  for  the  turning  appa- 
ratus of  a  crane,  but  the  relief -clacks  of  which  are 
equally  applicable  to  a  water-pressure  engine  of 
the  construction  in  question.  Two  of  these  clacks 
open  against  the  pressure  in  the  supply-pipe,  so  as 
to  afford  an  escape  for  the  water,  which  would 
otherwise  be  slmt  up  in  the  cylinder  when  the 
exhaust  port  closes,  and  the  other  two  communicate 
with  the  discharge-pipe,  so  as  to  draw  in  a  portion 
of  waste  water  to  fill  up  the  small  vacancy  which 
would  otherwise  be  left  in  the  cylinder  on  the 
closing  of  the  admission  port,  a,  supply  pipe  ;  b, 
exhaust  pipe;  c  c,  pipes  to  cylinder;  d  d,  clacks 
opening  against  pressure ;  e  e,  clacks  opening  from 
exhaust._  About  four  years  ago  I  constructed  four 
hydraulic  engines  upon  this  principle  at  Mr.  Beau- 
mont's lead  mines  in  Northumberland,  at  the  in- 
stance of  Mr.  Sopwith,  Mr,  Beaumont's  well-known 
agent,  and  two  more  have  recently  been  added  at 
the  same  place.  They  are  used  for  crushing  ore, 
mines,  for  pumping  water,  and  for  driving  a 
HYDUAnLic  Machinehy,  for  Mines. 
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836  HYDRAULIC  MACHmERY,  FOR  MINES 


districts,  so  as  to  rondor  tliom  accessible  for  manufacturing  purposes,  the  rapid  streams 
■which  abound  in  such  localities  will  probalily  become  valimble  sources  of  motive 
power,  and  a  wider  field  may  then  bo  afforded  for  the  application  of  water-pressure 
engines  to  natural  falls. 

'  Tlio  object,  however,  which  I  have  chiefly  had  in  view  since  I  first  gave  attention 
to  this  subject,  has  boon  to  provide,  in  substitution  of  manual  labour,  a  method  of 
working  a  multiplicity  of  machines,  intermittent  in  their  action,  and  extending  over  a 
largo  area,  by  moans  of  transmitted  power  produced  by  a  steam-engine  and  accumu- 
lated at  one  central  point.  The  common  mode  of  communicating  power  by  shafting 
could  only  be  applied  in  cases  where  the  machines  were  collected  within  a  small 
compass,  and  whore  the  accumidation  of  power  necessary  to  meet  varying  resistance 
did  not  exceed  that  whicli  a  fly-wheel  would  afford.  Compressed  or  exhausted  air 
was  almost  equally  inapplicable  to  the  purposes  I  contemplated,  in  consequence  of  the 
many  objections  which  its  elasticity  involves,  as  well  as  the  liability  to  leakage, 
which,  in  an  extended  system  of  pipes  and  machines,  requiring  a  multitude  of  joints, 
valves,  and  fitting  surfaces,  would  form  an  insurmountable  difficulty.  But  the  use  of 
water  as  a  medium  of  transmission  is  free  from  all  these  objections,  and  its  fitness  for 
the  purpose  intended  is  now  thoroughly  established  by  the  results  which  have  been 
obtained.' 

KYBRAVZiZC  XiXMESTOXiTE.    See  Hydbatjlic  Cement. 

HYDRAVI.XC  »Iil.CHIN-ERY,  FOR  IVIZNES.    The  application  of  a  head 

of  water  to  rotatory  and  reciprocatory  engines,  and  the  use  of  water  in  driving  wheels, 
as  well  as  in  transmitting  power  from  one  point  to  another,  are  subjects  of  considerable 
importance  in  mining  operations. 

The  power  of  water  is  derived  either  from  its  direct  weight,  as  in  the  case  of 
pressiu'e-engines,  or  from  its  weight  and  impulse  combined,  as  in  overshot  and  breast- 
wheels. 

In  transmitting  power  for  pumping  purposes,  advantage  is  taken  of  the  non-com- 
pressibility of  water,  as  well  as  of  the  facility  with  which  water  can  be  passed 
through  straight  or  bent  pipes. 

Although  the  weight  and  incompressibility  of  water  are  in  many  ways  advantageous 
for  the  purposes  of  the  engineer,  yet  the  use  of  water  in  pressure-engines  necessitates 
peculiar  mechanical  contrivances.  The  valves  have  generally  to  be  moved  by  an 
arrangement  partially  independent  of  the  engine,  whilst  the  shock  consequent  on 
instantly  arresting  the  flow  has  to  be  mitigated  by  means  of  an  air-vessel,  momentum- 
plunger,  or  other  suitable  contrivance. 

In  Europe  the  rain-fall  is  from  two  to  three  feet  per  annum  ;  about  two-thirds  of 
which  is  evaporated,  the  remainder  finding  its  way  to  the  sea.  In  Australia,  where 
the  atmosphere  is  exceedingly  dry,  and  the  rain-fall  very  much  less,  there  are  but  few 
constant  streams  or  rivers.  The  consideration  which  should  therefore  be  given  to  the 
supply  of  water,  and  to  the  motors  to  be  employed  for  mining  pui'poses,  must  mani- 
-festly  be  governed  by  the  hydrographic  circumstances  of  different  countries.  But  in 
lands  where  rain  is  tolerably  frequent  and  abundant,  the  following  remarks  will  admit 
of  general  application: — (1.)  Mountainous  countries,  with  a  large  extent  of  upper 
watershed,  will  furnish  a  tolerably  constant  volume  of  water,  at  a  high  fall,  both  for 
driving  pressure-engines  and  turbines.  (2.)  Hilly  localities  much  below  the  line  of 
watershed  will  afford  volume  of  water  at  a  lesser  fall,  suitable  for  pressure-engines, 
turbines,  and  overshot  wheels.  (3.)  A  flat  undidating  country,  with  an  extensive 
back-watershed,  will  frequently  afford  volume  of  water  available  as  power  through 
the  medium  of  breast,  undershot  wheels,  and  low-fall  turbines.  (4.)  Hilly  localities 
near  to  the  top  of  watersheds  can  only  furnish  an  intermittent  supply  of  water  at 
comparatively  low  falls,  and  that  to  extend  the  use  of  water  as  power  in  such 
situations,  store-dams  will  be  requisite. 

As  the  hydraulic  engineer  requires  facts,  data,  and  rules  for_  his  guidance,  those 
deemed  of  practical  importance  will  be  given  as  concisely  as  possible. 


ComiiMion  of  Water. 

Bj 

„  rOxygen       .       ■       •    88'9  1 


By  weight     By  measure 
88*9  1 


100-0 


Lensity  of  Water.— Ona  cubic  mch  at  62°,  the  barometer  being  at  30  inches,  weighs 
252,458  grains,  or  water  is  830  times  heavier  than  atmospheric  air.    A  cubic  foot 

weighs  1 ,000  ounces,  or  62^  lbs.  ,  „   .    j.     •  j  j 

Expansion,— Water  expands  one-ninth  of  its  bulk  in  freezing,  and  decreases  in 
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density.  Under  the  influence  of  heat,  from  40°  to  212°  Fahr.,  it  increases  in  bulk  to 
the  extent  of  1  cubic  foot  in  every  23  feet. 

Expansion  at  different  Temperatures.    40°  equal  —  -0000. 

From  40°  downwards  Prom  40°  upwards 

Expansion  Expansion 

32°      .       .       .    -00022  64°       .       .       .  -00159 

22°      .      .       .    .00090  102°       .       .       .  -00791 

12°      .      .       .    -00236  212°       .       .       .  -04330 

Gaseous  matter, — Eiver  or  canal  water  contains  ^th  of  its  volume. 

Spring  water  „_     ^th  „ 

Incompressibility. — Experiment  has  determined  that  water  may  be  compressed 
about  1-46, 600,000th  part  per  atmosphere :  a  quantity  so  small  that,  practically 
spealnng,  water  may  be  regarded  as  incompressible.  The  varying  density  and  volume 
of  water,  although  small,  shotdd  be  borne  in  mind  by  those  entrusted  with  the  con- 
struction of  hydraulic  apparatus.  If  it  be  allowed  to  freeze  in  cast-iron  pipes,  and  no 
means  be  provided  to  allow  for  its  free  expansion,  destruction  of  the  arrangement  is 
sure  to  follow,  since  a  ciibic  inch  of  water  exerts  within  the  range  of  its  expansion  a 
force  equal  to  1 3^  tons. 

Hydbostatics. — The  pressure,  weight,  and  equilibrium  of  water  are  included  within 
this  term. 

The  pressure  of  water  at  any  depth  is  as  the  depth  of  the  water ;  and  the  pressure 
upon  the  bottom  of  a  pressure-column  is  as  the  base  and  perpendicular  height. 

Water  contained  within  a  cylinder  or  vessel  presses  equally  in  all  directions. 

To  find  the  pressure  of  water  upon  a  cylinder-piston  at  the  bottom  of  a  pressure- 
column  : — 

EtrxB. — Multiply  the  area  of  the  piston  in  feet  by  the  height  of  water  in  the 
pressure-column  in  feet,  and  their  sum  by  the  weight  of  a  cubic  foot  of  water,  viz 
62-5  lbs. 

Example. — What  is  the  pressure  upon  the  surface  of  a  piston  2  feet  diameter, 
the  head  of  water  in  the  pressure-column  being  180  feet? 

Piston,  2  feet  diameter,  area  3-1416.    Then  3-1416  x  180  x  62-5  =  35,343  lbs. 

Or  to  find  the  pressure  per  square  inch  on  the  piston.  Divide  the  product 
35,343  lbs.  by  the  number  of  square  inches  in  the  piston.  Thus,  area  of  piston  2  feet 
diameter  is  452  square  inches  : 

=  78-1  lbs. 

452 

Thin  Cylindees. — 2b  determine  the  thickness  of  thin  hollow  cylinders  ;  the  internal 
diameter,  pressure,  and  tenacity  of  the  material  being  given. 

EuLE. — Multiply  the  internal  diameter  in  inches  by  the  pressure  of  water  in  pounds 
per  square  inch,  and  divide  the  product  by  the  tenacity  per  square  inch  of  the 
material. 

Example.— The  internal  diameter  of  a  cylinder  being  30  inches,  the  water-pressure 
250  lbs.  to  the  square  inch,  and  the  tenacity  of  the  material  of  the  cylinder  12,000  lbs. 
per  square  inch,  what  must  be  the  thickness  of  the  cylinder  ? 

■^^^^  =  '625,  or  |ths  of  an  inch  thick. 

To  determine  the  pressure;  the  internal  radius,  thickness  of  cylinder,  and  tenacitv 
of  metal  being  given : — 

EuLE.— Divide  the  product  of  the  thickness  of  the  cylinder  and  tenacity  of  the 
material  per  square  inch  by  the  internal  radius. 

Exaviple.~The  thickness  of  the  cylinder  being  i  of  an  inch,  the  tenacity  18,000 
and  the  radius  6  inches,  what  pressure  vidll  the  cylinder  bear  per  square  inch  ?   '  ' 

lM0^i  =  750lbs. 
6 

Thick  Cylindees.— 2b  determine  the  thickness  of  thick  cylinders;  the  internal 
radius,  the  pressure,  and  the  tenacity  of  the  material  of  the  cylinder  being  given:  

EuLE.— Subtract  1  from  tho  square  root  of  tho  quotient  of  the  sum  and  differenca 
of  tho  tenacity  per  square  inch  of  the  material  of  tho  cylinder,  and  tho  pressure  tier 
square  inch,  and  multiply  this  difference  by  the  internal  radius  ^ 

Example.— The  internal  radius  of  a  thick  hollow  cylinder  being  9  inches,  tho 
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tenaci'.y  of  tho  material  of  Llio  cylinder  10,000,  and  the  pressure  8,000  lbs.  per  square 
inch,  what  must  ho  tho  thickness  of  the  cylinder? 


Sum  of  tenacity  and  fluid  pressure 
Difference  of  tenacity  and  fluid  pressure 
Quotient  of  sum  and  difference 
Square  root  of  quotient  .       .       .  . 
Difference  between  root  and  1 
Product  of  radius  and  difference  . 


10,000  +  8,000  =  18,000 
10,000-8,000=  2,000 
18,000-7-2,000=  9- 
V9-      =  3* 

3--1-      =  2- 

9*  X  2'      =  18  inches.  Ans. 


To  determine  the  pressure  per  square  inch  which  a  thick  lioUow  cylinder  will 
withstand ;  the  internal  and.  external  radii,  and  tJm  tenacity  of  the  material  of  the 
cylinder,  being  given : — 

EuLE. — Divide  the  difference  of  the  square  of  the  radii,  and  multiply  the  quotient 
by  the  tenacity  per  square  inch  of  the  material  of  the  cylinder. 

Example. — The  internal  and  external  radii  of  a  thick  hollow  cylinder  being  re- 
spectively 9  and  27  inches,  and  tho  tenacity  per  square  inch  of  the  material  of  tho 
cylinder  10,000  lbs.,  what  pressure  per  square  inch  will  the  cylinder  sustain  ? 

Square  of  external  radius     .       .       •  27  x  27  =  729 

Square  of  internal  radius      .       .       .  9x9=81 

Difference  of  squares     ....  729-81  =  648 

Sum  of  squares   729 +  81  =  810 

Then  1^QQQ>^^^8==8,000  lbs. 
810 


Table  I. — Pressure  of  Water  at  different  heads. 


Head 

Pressure  in 

Head 

Pressure  in 

Head 

Pressure  in 

Head 

Pressure  iu 

in 

pounds  per 

in 

pounds  per 

in 

pounds  per 

in 

pounds  per 

feet 

square  rach 

feet 

square  inch 

feet 

square  inch. 

feet 

square  inch 

1 

•43 

12 

5-2 

50 

21-7 

140 

60-6 

2 

•87 

15 

6^5 

60 

26- 

150 

65^ 

3 

1-3 

18 

7-8 

70 

30-3 

160 

69-3 

4 

1-73 

20 

8-7 

80 

34-7 

175 

76- 

5 

2-17 

25 

10^8 

90 

39- 

180 

77-9 

6 

2-6 

30 

13- 

100 

43^3 

200 

87- 

8 

3-47 

35 

15-1 

120 

61-9 

250 

108- 

10 

4^33 

40 

17-3 

125 

54- 

300 

130- 

EuiB.— Multiply  head  of  water  in  feet  by  ^43  3  for  pressure  in  pounds  per  square  inch. 
Example, — What  pressure  in  pounds  per  square  inch  will  be  given  by  a  head  of 
600  feet  ?  500  x  -433  =  216.  Ans, 

Table  II. — Weight  of  cylindrical  columns  of  water,  each  one  foot  long,  of  various 
diameters,  in  pounds  avoirdupois. 


Weight 

Dia. 

"Weight 

Dia. 

Weight 

3-05 

6 

12-23 

9 

27-53 

3^59 

1 

4 

13-27 

X 
4 

29-08 

4-16 

1 
2 

14-36 

1 

•2 

30-67 

4-78 

3 
4 

15-48 

3 
4 

32-31 

5-43 

7 

16-65 

10 

33-99 

G-14 

1 

4 

17-86 

I 
4 

35-71 

6-88 

1 

19-12 

37-47 

7-67 

3 
4 

20-41 

f 

39-28 

8-5 

8 

21-75 

11 

41-12 

9-37 

J. 

4 

23-13 

i 

43-01 

10-28 

h 

24-55 

h 

44-95 

11-24 

3 

26-02 

46-92 

Dia.  Weight 


12 


13 


14 


48-94 

51- 

53-11 

55-25 

57-44 

59-67 

61-94 

64-26 

66-62 

69-03 

71-46 

73-95 


Dia. 


15 


16 


17 


Weight 


76-47 
79-05 
81-66 
84-31 
87-01 
89-75 
92-54 
95-36 
98-23 
101-14 
104-09 
107-09 


Dia. 


18 


19 


20 


Weight 


110-13 
113-21 
116-33 
119-50 
122-70 
125-95 
129-25 
132-58 
135-96 
139-38 
142-54 
146-35 


Hydeattmcs  treats  of  the  motion  of  water,  and  Hydeodtnamics  of  the  force  with 
•which  it  acts.  . ...      ,  ,    .,,  « 

Descending  water  is  actuated  by  the  same  laws  as  falbng  bodies ;  and  will  MI 
through  1  foot  in  ;i  of  a  second,  4  feet  in  ^  of  a  second,  and  through  9  feet  m  ^  of  a 
second,  and  so  on. 
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The  velocity  of  a  fluid  spouting  through  an  opening  in  the  side  of  a  vessel  is  the 
same  that  a  body  would  acquire  by  falling  through  a  perpendicular  space  equal  to 
that  between  the  top  of  the  water  and  the  middle  of  the  aperture. 

EuiE.— Multiply  the  space  in  feet  by  64-33,  and  the  square  root  of  the  product 
■will  be  the  velocity  acquired  in  feet  per  second. 

Example. — What  is  the  velocity  of  a  stream  per  second,  issuing  from  a  head  of  10 
feet  ? 

ViOx  64-33  =  25-36  feet. 

If  the  velocity  be  70  feet  per  second,  -what  is  the  head  ? 

70^ -r  64-33  =  76i  feet. 

The-theoretical  velocity  with  which  a  liquid  issues  from  an  orifice  in  the  bottom  or 
side  of  a  vessel  that  is  kept  full,  is  eight  times  the  square  root  of  the  head  or  distance 
fallen  in  feet.  The  practical  velocity  estimated  for  the  entire  opening  is  considerably 
less  than  the  theoretical  velocity,  owing  to  oblique  currents  and  to  friction.  These 
oblique  currents  produce  a  contraction  in  the  vein  or  stream.  The  minimum  trans- 
verse section  of  the  contracted  vein  is  the  plane  at  which  the  velocity  is  nearly  equal 
to  the  theoretical  velocity.  The  quantity  of  water  which  will  be  discharged  in  a 
certain  time  depends  upon  the  form  of  the  opening,  as  well  as  upon  the  head.  Thus, 
by  means  of  a  conical  tube  of  the  form  of  the  contracted  vein,  the  velocity  at  the 
opening,  or  smaller  end  of  the  tube,  is  nearly  equal  to  the  theoretical  velocity.  The 
actual  velocity  estimated  for  the  entire  opening,  when  constructed  as  ordinarily,  and 
not  large,  is  5-4  times  the  square  root  of  the  head  in  feet. 

Table  III, — Showing  the  relative  velocities  with  which  water,  under  a  constant  head, 
will  flow  through  differently-formed  apertures  : — 

Theoretical  velocity        ,       .       ,  8* 

Velocity  through  a  thin  plate  ..........  5- 

Velocity  through  a  tube  two  or  three  diameters  in  length  projecting  outward    .  6-5 
Velocity  through  a  tube  of  the  same  length,  projecting  inward ....  5-43 
Velocity  through  a  conical  tube  of  the  form  of  the  contracted  vein    .       .  .7-9 

TabJjB  IV. — Table  for  estimating  the  velocity  with  which  water  will  flow  under 

a  given  head. 


Head 

Square  root 
of  head 

Head 

Square  root 
of  head 

Head 

Square  root 
of  head 

Head 

Square  root 
of  head 

ft. 

in. 

ft. 

in. 

feet 

feet 

1 

-28867 

2 

4 

1-52752 

5 

2-23607 

32 

6-65685 

2 

•40825 

2 

5 

1-55456 

6 

2-44949 

33 

5-74466 

3 

-50000 

2 

6 

1-58114 

7 

2-64575 

34 

5-83096 

4 

-57735 

2 

7 

1-60727 

8 

2-82843 

35 

5'91608 

5 

•64549 

2 

8 

1-63299 

9 

3-00000 

36 

6-00000 

6 

-70711 

2 

9 

1-65831 

10 

3^16228 

37 

6-08276 

7 

-76376 

2 

10 

1-68325 

11 

3-31662 

38 

6-16441 

8 

-81744 

2 

11 

1-70782 

12 

3-46410 

39 

6-24600 

9 

•86602 

3 

0 

1-73205 

13 

3-60556 

40 

6-32456 

10 

•91287 

3 

1 

1-75689 

14 

3-74166 

45 

6-70820 

11 

•95743 

3 

2 

1-77952 

15 

3-87298 

50 

7-07107 

0 

1-00000 

3 

3 

1-80278 

16 

4-00000 

55 

7-41620 

1 

1-04084 

3 

4 

1-82574 

17 

4-12311 

60 

7-74597 

2 

r08012 

3 

6 

1-84842 

18 

4-24264 

70 

8-36660 

3 

1-11803 

3 

6 

1-87082 

19 

4-35890 

80 

8-94427 

4 

1-15469 

3 

7 

1-89297 

20 

4-47214 

90 

9-48383 

5 

1-19024 

3 

8 

1-91485 

21 

4-58258 

100 

10-00000 

6 

1-22474 

3 

9 

1-93649 

22 

4-69042 

125 

11-18034 

7 

1-26830 

3 

10 

1-95789 

23 

4-79583 

150 

12-24745 

8 

1-29100 

3 

11 

1-97909 

24 

4-89898 

175 

13-22876 

9 

1^32288 

4 

0 

2-00000 

25 

6-00000 

200 

14-14214 

10 

r35400 

4 

1 

2-02072 

26 

5-09902 

225 

16-00000 

11 

1^38444 

4 

2 

2-04124 

27 

5-19615 

250 

15-81139 

2 

0 

r41421 

4 

3 

2-06156 

28 

5-29150 

300 

17-32051 

2 

1 

1^44339 

4 

4 

2-08167 

29 

5-38516 

400 

20-00000 

2 

2 

1-47196 

4 

5 

2-10159 

30 

6-47723 

600 

22-36068 

3 

1-60000 

4 

6 

2-12132 

31 

8-66776 

600 

24-49490 
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w  •'•T;:'^'^f •  ..^V^tiply  tho  square  roo\  of  the  depth  of  the  yvater  by  S-4  •  the 

?n  W  '  •„     ^"\T^^  '^^'"^  ™«  "multiplied  by  the  area  of  die  orifice 

in  feet,  inll  give  the  number  of  cubic  feet  per  second. 

untThtiTf^o  ftr5      " "'^'^"^    "'^^^ - 

fig^Jos^sSoOOO."'  ''^  '  opposite  tho  head  9  feet,  are  the 

Multiply  this  number  by  5-4.    3-00000  x  5-4  =  16-200000  feet  per  second. 

ofS%Tlodt^:;Teac^^^^^^^^^^ 

Example  2.— What  number  of  cubic  feet  and  pounds  of  water  will  flow  in  one 
minute,  under  a  9-feet  head,  through  an  aperture,  2  inches  wide  by  84  inches  long? 

The  velocity  per  second  as  given  above  is  ....  i6-2  feet 
The  velocity  per  minute  will  be        ..       .        16-2  x   60=      972  feet' 

m-.«rofr.^  •       •       •       •  84x     2=      168    square  inches. 

This  area  m  square  feet  IS         .       .       .       .168-  144=      1-16    square  feet. 
The  velocity  in  feet  per  minute  miatipliedbyl  rc„Wcyee^ 

the  area  of  the  aperture  .  .  .  j>  97^  x  1  16  =  1127-62  <^  ver  minute 
A  cubic  foot  of  water  weighs  62-4  lbs.,  *■  ^^"^ 

Sence  1127'52  x  62-4=  70-357 1  P^^ 

L  minute. 

If  it  were  required  to  determine  the  theoretical  power  which  this  water  would  exert 
on  a  water-wheel,  it  would  only  be  necessary  to  multiply  the  number  of  pounds  of 
water  by  the  fall  in  feet.  But  to  find  the  actual  power,  it  would  be  requisite  to 
multiply  the  theoretical  power  by  the  efficiency  of  the  wheel ;  and  if  it  were  desired  to 
express  the  power  in  units  of  horse-power,  the  number  of  effective  pounds  would  have 
to  be  divided  by  33,000.  • 

As  a  practical  illustration,  take  an  overshot  wheel,  and  let  the  fall  be  40  feet.  The 
efficiency  of  this  wheel  under  the  most  favourable  circumstances  does  not  exceed  -68. 
Then  70-357  lbs.  x  40  feet  x  -68  =  1,913,574  foot-pounds. 

l,913,674-r33,000  =  57-9  actual  horse-power. 

To  determine  how  much  more  water  will  flow  under  one  head  than  under  another. 
EuLE.— Divide  the  square  root  of  the  greater  head  in  feet  by  the  square  root  of  the 
less. 

Example.— Rovr  much  more  water  will  flow  under  a  9-feet  head  than  under  a  3-feet 
head? 

By  Table  IV.  the  square  root  of  the  9-feet  head  is  3-00000,  and  the  square  root  of  the 
3-feet  head  is  1  -73205. 

Hence  3-00000-^-1-73205  =  1-15  times  as  much. 
Vertical  Apeetubes  ob  Slits.— The  quantity  of  water  that  will  flow  out  of  one 
that  reaches  as  high  as  the  surface,  is  frds  of  that  which  would  flow  out  of  the  same 
aperture  if  it  were  horizontal  at  the  depth  of  the  base. 

velocity  at  bottom  X  depth  X  2         j^i    -  ,       „  „ 

^Jr,   ^  £  X  breadth  of  sbt  =  number  of  cubic  feet  per  second. 

Velocity  of  Streams. — In  a  stream  the  velocity  is  greatest  at  the  surface  and  in 
the  middle  of  the  current. 

To  ascertain  the  velocity  of  water  in  streams. — First  method.  (1)  Select  a  place 
where  the  run  of  water  is  tolerably  straight.  (2)  Measure  along  the  course  one 
hundred  or  more  feet.  (3)  At  each  end  of  tho  measurement  at  right  angles  to  the 
flow  set  a  straight  cord.  (4)  Get  hard  wood  floats  or  indicators  not  affected  by  the 
wind,  and  which  will  sail  uniformly  with  the  velocity  of  the  stream.  (6)  Drop  a  float 
lightly  into  the  stream  just  above  the  upper  cord,  and  observe  the  exact  time  of  passing 
from  one  cord  to  the  other.  (6)  Eepeat  this  experiment,  starting  a  float  both  in  tho 
middle  and  near  to  the  margin  of  the  stream.  (7)  Take  the  mean  of  the  several  trials 
for  the  surface  velocity,  and  four-fifths  for  the  mean  velocity  of  the  water.  (8)  Mul- 
tiply the  latter  velocity  by  the  average  breadth  and  depth  of  the  channel,  and  the 
product  will  express  the  volume  of  water  between  the  cords  within  the  time  of  the 
observation. 

Second  Method.  Take  the  number  of  inches  that  a  floating  body  passes  over  in  one 
second  in  the  middle  of  the  current,  and  extract  its  square  root ;  double  this  root, 
subtract  it  from  the  velocity  at  top  and  add  1 ;  the  result  will  be  the  velocity  of  the 
stream  at  the  bottom ;  and  the  mean  velocity  of  tho  stream  is  equal  to  the  velocity  at 
the  surface,  less  tho  square  root  of  tho  velocity  at  the  surface  increased  by  j^ths  of  1. 
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Exampk.~If  the  velocity  at  the  surface  and  in  the  middle  of  a  stream  he  86  Inches, 
what  is  its  velocity  at  the  bottom,  and  what  is  its  mean  velocity  ? 

Square  root  of  36  =  6, 
Double  this  root,  6  x  2  =  12. 

86  + 1  ^  12  =  25  inches  per  second  velocity  at  bottom.  Ans. 
Again,  36  +  -5  -  6  =  30'5  inches  per  second  mean  velocity,  Ans. 

Wbies  ANi)  Eeotanguiae'  Notches.— The  following  Table  V.  gives  the  number  of 
cubic  feet  of  water  per  minute  that  will  pass  over  a  weir  for  each  inch  in  width,  and 
from  1  to  19  inches  in  depth, 


Depth  of 
weir  in 
inches 


1 

2 
3 
4 
5 
6 
7 
8 
9 
10 
11 
12 
13 
14 
15 
16 
17 
18 


Depth  of  weir  In  parts  of  an  inch 


Number  of  cubic  feet  per  minute 


0-  403 

1-  141 

2-  094 

3-  225 

4-  506 

5-  925 
7-465 
9-121 

10-884 
12-747 
14-707 
16-757 
18-895 
21-116 
23-418 
25-800 
28-256 
30-785 


0-  408 

1-  248 

2-  121 

3-  337 

4-  676 

6-  105 

7-  666 
9-335 

11-111 

13-  147 

14-  957 
16-206 
19-167 
21-400 
23-708 
26-102 
28-566 
31-106 


0-  663 

1-  360 

2-  361 

3-  531 

4-  849 

6-  298 

7-  »69 
9-552 

11-340 
13-228 
15-211 
17-283 
19-445 
21-684 
24-007 
26-406 
28-881 
31-429 


0-  649 

1-  475 

2-  599 

3-  688 

5-  023 

6-  488 

8-  073 

9-  770 
11-571 
13-471 
15-465 
17-549 
19-718 
21-970 
24-302 
26-712 
29-195 
31-752 


0-  740 

1-  593 

2-  639 

3-  848 

5-  200 

6-  681 

8-  280 

9-  990 
11-804 
13-716 

16-  721 

17-  816 
19-996 
22-258 
24-600 
27-019 
29-512 
32-075 


0-  835 

1-  714 

2-  782 

4-  009 

5-  378 

6-  874 
8-487 

10-211 

12-  037 

13-  961 
15-978 
18-083 
20-274 
22-646 
24-897 
27-325 
29-829 
32-403 


I 


0-  966 

1-  838 

2-  927 

4-  173 

5-  668 

7-  071 

8-  697 
10-427 
12-272 
14-208 
16-236 
18-352 
20-568 
22-835 
25-195 
27-634 
30-145 
32-733 


1-035 
1-964 

3-  062 

4-  339 

5-  740 

7-  266 

8-  908 
10-657 
12-509 
14-457 
16-495 
18-622 
20-834 
23-127 
25-496 
27-943 
30-464 
33  055 


Let  the  weir  be  10  inches  in  depth;  opposite  10  inches  the  second  column  is  12-747 
being  the  number  of  cubic  feet  discharged  per  minute  1  inch  in  width.  Then  again 
suppose  the  weir  6f  inches  deep.  The  figures  answering  to  this  number  are  6-488' 
which  IS  cubic  feet  discharged  per  minute  for  1  inch  in  width.  By  multiplying  the 
number  of  cubic  feet  discharged  per  inch  in  mdth  by  the  width  of  the  weir  in  inches, 
the  total  discharge  per  minute  will  be  obtained.  Note.-Tho  water  should  be  set  back 
to  a  dead  level  before  it  passes  over  the  weir-board,  and  the  depth  taken  at  a  point 
before  the  curve  commences.  r  i-"  u 

Scour  of  "Wateecouese  Beds. 
Water  running  at  a  velocity  of  i  foot  per  second  will  scour  Jine  clay 
"  »         i   »  „  „        fine  sand 

"  »         ?    )>  „  „         coarse  sand 

"  »'  1    ■>  M  „        fine  gravel 

"  "         2  feet        „  „         shingle  1  inch  diameter 

"  "  3   »>  >»  „         angular  sto7ies  as  large 

as  an  egg 

"  "  5    »  „  „  conglomerate 

_  DiscHAESE  .BY  HoEizoNTAi,  PiPEs.-lst.  The  less  the  diameter  of  the  pipe,  the  less 
is  the  proportionate  discharge  of  water.  i^-    ,  tuo  lebs 

the^dLSl-gf  discharging  pipe,  the  greater  the  diminution  of 

\lt'  J?^  of  water  is  proportionally  greater  in  small  than  in  large  piBes 

hei^h't  onLtSfleTater'^""'       °'  '''' 

DiscHAEGE  BY  "VERTICAL  PiPES.— Tho  discharge  of  fluids  bv  vertiwil  r>;^<.c  - 

augmented  on  the  principle  of  the  gravitation  of  falling  bodies^  loSeqientTv  th! 

greater  tho  length  of  tho  pipe,  the  greater  tho  discharge  of  the  fluid  '°°'"l^°°"y' 
INCLINED  Pipes.— A  pipe  which  is  inclined  will  discharge  in"  a  given  tin,,.  = 

greater  quantity  of  water  than  a  horizontal  pipe  of  tho  same  dfrnensionsf 
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Hi^ovF  OP  Wateu. — Tlio  timo  occupied  by  an  equal  quantity  of  water  flowing 
tlirough  a  pipo  or  gallery  of  equal  lengths  and  equal  falla  is  proportionally  as  lol"- 
lows :  In  a  right  lino,  as  90  ;  in  a  true  curve,  as  100  ;  and  in  passing  a  right  angle, 
as  140. 

TMiiM  YI,~-Advaniageous  velooities  of  various  Water  Motors  as  compared  with  the 

supply  velocity. 

Undershot  and  low  breast  wheels  at  circumferenco  ....  '57 
Turbines  at  the  middle  of  ring  of  bucket.  ,  •  .  .  .  '66 
Eeaction  at  circumference      .       .       .      ,      ,      ,      ,      .  '97 

Overshot  wheel  at  circumferenco  '50 

Table  VII. — Comparative  efficiency  of  various  Water  Motors  running  under 
favourable  circumstances,  as  found  by  experience. 

Theoretical  power   1-00 

Undershot  wheel,  with  flat  radial  floats   -35 

High  breast  wheel   -55 

Ponoelot's  improved  undershot                                                 .  *60 

Turbine  (Scotch  reaction)   -06 

„      (Jonval's)   -68 

Overshot  wheels   -68 

Oveyshot  and  breast  wheel  (that  part  of  faU  acting  by  weights)     .  -78 

„             „          (that  part  of  fall  acting  by  impulse)     .  -40 

Water-pressure  rotative  engine   70 

„           reciprocating  engine   -80 

Watbh-wheels. — ^Water  as  a  power  or  force  is  exerted  on  water-wheels  both  by  its 
weight  and  impulse.  Weight  and  impulse  are  combined  together  on  the  overshot  and 
breast  wheels. 

The  theoretical  work  accomplished  by  weight  is  the  product  of  its  force,  and  the 
vertical  distance  through  which  it  is  exerted ;  whilst  the  theoretical  work  realised  by 
hwpulse,  is  the  product  of  the  force  produced  by  the  weight  of  the  flow  of  water,  and 
the  vertical  head  necessary  to  produce  the  velocity  with  which  the  weight  moves.  The 
available  work  depends  not  only  upon  the  magnitude  of  the  force  exerted,  but  upon  the 
direction  of  that  force  in  reference  to  the  direction  given  to  the  resistance  ;  also  upon 
the  form  of  the  buckets  of  the  wheel,  friction,  and  losses  by  leakage. 

The 'vertical  height,  from  the  centre  of  the  opening  in  the  sluice  to  the  surface  of 
the  water  in  the  head-race  or  reservoir,  is  termed  the  head  of  discharge.  The  distance 
in  feet  from  the  surface  of  the  water  until  it  meets  the  wheel  is  the  head  of  contact. 
The  perpendicular  distance,  from  the  surface  of  the  water  in  the  tail-race,  at  the  time 
the  wheel  is  working,  to  the  point  when  the  water  meets  the  wheel,  is  termed  the/aZ^. 
Half  the  head  of  contact  added  to  the  fall  will  give  tlie  effective  fall. 

Water-wheels  are  of  three  kinds :  the  Undershot,  Breast,  and  Overshot.  The  term 
undershot  is-  applied  to  a  wheel  when  the  water  strikes  at,  or  below,  the  centre  ;  the 
greatest  effect  being  produced  when  the  periphery  of  the  wheel  moves  with  a  velocity 
of  one-half  that  of  the  water.  Breast  wheels  are  those  that  have  the  water  applied 
between  the  centre  and  the  vertex.  Overshot,  when  the  water  is  brought  over  the 
wheel,  and  laid  on  the  opposite  side.  In  either  case  the  maximum  velocity  is  two- 
thirds  that  of  the  water. 

The  overshot  wheel  is  the  most  advantageous,  as  it  gives  the  greatest  power  with 
the  least  quantity  of  water.  The  next  in  order  in  point  of  efficacy  is  the  breast 
wheel,  which  may  be  considered  a  mean  between  the  overshot  and  undershot.  For  a 
■  small' supply  of  water  with  a  high  fall,  the  first  should  be  employed;  when  the 
quantity  of  water  and  height  of  fall  are  both  moderate,  the  second  form  should  be 
used.  Por  a  large  supply  of  water  with  a  low  fall,  the  third  form  must  be  re- 
sorted to. 

To  find  the  maximum  velocity  of  an  undershot  wheel : — 

Etoe.— Multiply  the  square  root,  or  the  perpendicular  height  of  the  fall,  in  feet  by 
8  ;  the  product  is  the  velocity  of  the  water  in  feet  per  second.  Then  multiply  by  '57 
for  obfaining  the  velocity  of  the  wheel  in  feet  per  second. 

jerrtOTjoZe.— Eequired  the  maximum  velocity  of  an  undershot  wheel  when  propelled 
by  a  fall  of  water  6  feet  in  height. 

8  a/6  =  2-45  X  8  =  19-6  feet,  velocity  of  water. 

19-6  X  •67  =  11-17  feet  per  second  for  the  velocity  of  the  wheel.  Ans. 
To  find  the  head  of  water  proper  for  breast  and  overshot  wheels,  at  any  velo- 
city, the  maximum  velocity  being  two-thirds  that  of  the  water 
EvLE.— As  the  square  of  16-095  or  269  is  to  4,  so  is  the  square  of  the  velocity  of  the 
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water  in  feet  per  second  to  the  head  of  water,  or  distance  between  the  centre  of  the 
sluice  apertxire  and  the  point  where  the  water  strikes  upon  the  wheel. 

£'xa7«2jfc.— Kequirod  the  head  of  water  necessary  for  a  wheel  25  feet  cUameter^ 
moving  with  a  velocity  of  5  feet  per  second. 

5^1=5  X 1  =  7'5,  velocity  of  the  water  in  feet. 
.  259  :  4 : :  7'5* :  '87,  or  head  of  water  10^  inches.  Ans. 

For  wheels  of  from  15  to  20  feet  diameter,  add  ith  of  the  diameter  - 1  foot.  Por 
wheels  from  20  to  30  feet  diameter  add  ith  of  the  diameter.  This  additional  head  is 
intended  to  compensate  for  the  friction  of  water  in  the  aperture  of  the  sluice  to  keep 
the  velocity  as  3  of  water  to  2  of  the  wheel ;  thus,  in  place  of  -87  feet  of  head  for  a 
25-feet  wheel,  it  wiU  be  •87  =  lOj^g  inches  +  25|§=  10^  inches  +  TS  =  2  feet  1^  inch 
head  of  water. 

Etjle.— (1.)  Find  the  velocity  of  the  water  per  minute  by  extracting  the  square 
root  of  the  height  of  the  head  of  the  water,  viz.  from  the  surface  to  the  middle  of  the 
sluice-aperture,  and  multiply  by  8,  unless  when  the  opening  is  small,  and  the  head  of 
water  great,  or  proportionally  so,  when  use  from  5'5  to  8  for  a  multiplier. 

(2.)  Find  the  number  of  cubic  feet  and  pounds  delivered  per  minute;  ascertaining 
the  area  of  the  sluice-aperture  in  feet,  then  multiply  by  the  velocity  of  the  water  in 
feet  per  minute ;  divide  the  product  by  1,728,  and  multiply  the  quotient  by  62-5  lbs. 

(3.)  Multiply  the  number  of  pounds  delivered  per  minute  by  -35,  and  divide  by 
33,000 ;  the  quotient  is  the  number  of  horse-power. 

Example. — What  is  the  power  of  an  undershot  wheel  applied  to  a  stream  2  feet  x 
80  inches  from  a  head  25  feet  ? 

(1.)  V25  X  6*5  X  60  =  1,950  feet,  velocity  of  water  per  minute. 

(2.)     2  X  80  X  1,950  x  12-rl,728  =  2166'6  cubic  feet  delivered  per  minute. 

Then  2166-6  x  62-5  =  135,412  lbs.  of  water  discharged  in  1  minute. 
(3.)  1 35,412  X -35  •7-33,000  =  1-4  effective  horse-power.  Ans. 

To  find  the  power  of  a  breast  wheel. — Etjle.  Find  the  effect  of  an  undershot  wheel, 
the  head  of  water  of  which  is  the  difference  of  level  between  the  surface  and  where  it 
strikes  the  wheel  (breast),  and  add  to  it  the  effect  of  that  of  an  overshot  wheel,  the 
height  of  the  head  of  which  is  equal  to  the  difference  between  where  the  water  strikes 
the  wheel  and  the  tail-water ;  the  sum  is  the  effective  horse-power. 

Example. — What  would  be  the  power  of  a  breast  wheel  applied  to  a  stream  2  x  80 
inches  14  feet  from  the  surface,  the  rest  of  the  fall  being  13  feet  ? 

V'14  X  6-5  X  60  =  1,458-6  feet,  velocity  of  water  per  minute, 
and  2  X  80  x  1,458x  12-^-1,728  =  1,620  cubic  feet  x  62-5  =  101,250  lbs.  water  dis- 
charged in  1  minute. 
Then  101,250  x  -35  =  1-07  horse-power  as  an  undershot. 
V  11  X  6-5  X  60=  1,290  feet,  velocity  of  water  per  minute, 
and  2x  80  X  1,290  x  12 1,728  =  1,433  cubic  feet  x  62-5  =  89,562  lbs.  of  water  dis- 
charged in  1  minute. 
X  11  height  of  fall  x '35 -=-33,000  =  20-3  horses,  which  added  to  the  above  = 
21-37.  Ans. 

To  find  the  power  of  an  overshot  wheel. — Ruxe.  Multiply  the  weight  of  water  in 
pounds  discharged  upon  the  wheel  in  one  minute  by  the  height  or  distance  in  feet 
from  the  centre  of  the  sluice-opening  to  the  lower  edge  of  the  wheel,  then  multiply 
by  -68  and  divide  the  product  by  33,000,  the  quotient  will  be  the  number  of  horses'- 
powcr. 

Example. — The  weight  of  water  discharged  on  a  wheel  per  minute  is  50,000  pounds, 
the  height  of  fall  is  26  feet,  and  diameter  of  wheel  25  feet,  what  is  the  power  of  the 
wheel  ? 

Total  height  of  fall  from  centre  of  sluice— opening  to  bottom  of  tail-race,  26  ft. ; 
deduct  clearance  below,  8  in.    Total,  25  ft.  4  in. 

50,000  X  25-4  X  -68^  33,000  =  26^  effective  horses'-power.  Ans. 

Circle  of  gyration. — The  centre  or  circle  of  gyration  is  that  point  or  circle  in  a  wheel 
into  which,  if  the  whole  quantity  of  matter  were  collected,  the  same  moving  force  would 
generate  the  same  angular  velocity.  Motion  ought  always  to  be  communicated  from 
that  centre  whenever  it  is  practible. 

To  find  the  circle  of  gyration. — Rule.  Add  together  twice  the  weight  of  the 
shrouding,  buckets,  &c.,  frds  of  the  weight  of  the  arms  and  the  weight  of  the  water  • 
multiply  the  sum  by  the  square  of  the  radius ;  divide  the  product  by  twice  the  sum 
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of  the  weight  of  the  shrouding  arms  added  to  the  weight  of  the  water,  and  the  square 
root  of  the  quotient  as  the  radius  of  the  circle  of  gyration  from  the  centre  of  susDen. 
Bion,  nearly.  *^ 

Example.— noqnirod  the  distance  of  the  centre  of  gyration  from  the  centre  of 
suspension  in  a  water-whoel  22  feot  diameter,  shrouding,  buckets,  &c.  =  18  tons,  arms  = 
12  tons,  and  water  10  tons, 

Then  V{(2  X  18  +  1  X  12  +  10)  X  1P^[(18  4- 12)  x  2  +  10]} 

=  V{{ZQ  +  8  +  10)  X  121  -5.(30  X  2  +  10)}  =  ^/{(64  x  121)^70} 
=  A''(6,534-r70)=  v'93-34  =  97  feet  from  the  centre  of  suspension. 

Tojind  the  horse-power  of  Water-wheels  according  to  a  method  emploj/ed  in  various 

parts  of  America : 

Table  Ylll.—Coefficients. 


Coeflncient 

Head 

Coefficient 

Head 

Coefficient 

Head 

Coefficient 

ft.  in. 

ft.  in. 

ft.  in. 

feet 

1 

12 

1  7 

54 

3  2 

76 

9 

128 

2 

17 

•1  8 

55 

3  4 

78 

10 

135 

3 

21 

1  9 

56 

3  6 

80 

12 

148 

4 

25 

1  10 

58 

3  8 

82 

14 

160 

5 

28 

1  11 

59 

3  10 

84 

16 

171 

6 

30 

2  0 

60 

4  0 

85 

20 

191 

7 

33 

2  1 

62 

4  3 

88 

25 

213 

8 

35 

2  2 

63 

4  6 

90 

30 

233 

9 

37 

2  3 

64 

4  9 

93 

36 

256 

10 

39 

2  4 

65 

5  0 

95 

49 

298 

11 

41 

2  5 

66 

5  4 

98 

64 

341 

1  0 

43 

2  6 

67 

5  8 

101 

81 

384 

1  1 

44 

2  7 

69 

6  0 

104 

100 

426 

1  2 

46 

2  8 

70 

6  6 

109 

121 

469 

1  3 

48 

2  9 

71 

7  0 

113 

144 

511 

1  4 

49 

2  10 

72 

7  6 

117 

169 

554 

1  5 

51 

2  11 

73 

8  0 

121 

196 

597 

1  6 

62 

3  0 

74 

8  6 

124 

225 

639  • 

EuLE. — Multiply  the  product  of  the  coefficients — (see  Table  VIII.)  opposite  the  given 
head,  the  area  of  the  opening  in  the  sluice  in  square  inches,  the  entire  head  in  feet 
(in  case  of  the  overshot  or  breast,  the  head  by  40  and  the  fall  hj  78) — by  the  efficiency 
of  the  class  of  wheel,  pointing  off  6  figures  as  decimals. 

Example  1. — The  dimensions  of  a  stream  are  2  inches  by  200  inches,  the  head 
2  feet  3  inches  and  the  fall  10  feet;  what  is  its  horse-power  applied  to  a  breast  wheel  ? 

2  inches  x  200  =  400  square  inches  opening. 
Coefficient  by  Table  VIII.  opposite  2  feet  3  inches  =  64. 
Efficiency  by  Table  VII.  arising  from  weight  =  78. 
Efficiency  by  Table  VII.  arising  from  impulse  =  40. 
Head  2-3  =  2-25  feet. 

Product  of  efficiency  and  head  2-25  x  40  =  90. 
Product  of  efficiency  and  fall  10  x  78  =  780. 
Sum  of  products  780  +  90  =  870. 
Then  870  x  400  x  64  =  22-27  horses'-power.  Ans. 

Example  2. — The  dimensions  of  a  stream  are  10  inches  square,  the  head  25  feet; 
what  is  its  horse-power  applied  to  a  good  turbine  ? 

Square  inches  in  opening  10  x  10  =  100. 

Coefficient  by  Table  VIII  .  opposite  head  (25  feet)  =  213. 

Efficiency  by  Table  VII.  of  turbine  =  -68 

Then  100  x  213  x  -68  x  25  =  36-21  horses'-power.  Ans. 

To  find  the  horse-power  of  a  single  or  doMe  direct-acting  pressure-engine. — Etjle. 
Multiply  the  net  area  of  the  piston  in  inches  by  the  vertical  pressure  in  pounds  per 
square  inch  ;  then,  for  a  single-acting  engine,  by  one-half  the  journey  made  by  the 
piston  per  minute  ;  deduct  ^  for  friction  and  absorption  of  power,  divide  by  33,000, 
and  the  quotient  will  be  the  effective  horso-power.  Should  the  engine  bo  double-acting, 
double  the  figures  of  the  quotient. 
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Example. — ^What  load  wjll  a  single-acting  pressure- engine  sustain,  and  what  will 
be  the  horse-power,  the  diameter  of  the  cylinder  being  20  inches,  effective  journey  of 
piston  60  feet  per  minute,  height  of  pressure-column  200  feet? 

Pressure -coliimn  Table  I.  200  feet  =  87  lbs.  pressure  per  square  inch. 
Diameter  of  cylinder  20  inches  =  314-16  square  inches,  and 
Product  of  efficiency  in  Table  VII.  -80 

314-16  X  87  lbs.  x  -80  =  21,865  lbs.  actual  load  which  piston  will  sustain. 
Then  21,865  x  60-r-33,000=49-7  effective  horse-power. 

Charging  rams. — To  find  the  area  of  a  ram  for  charging  an  accumiilator,  to  work 
under  a  given  load  when  the  effective  sustaining  power  of  the  charging  engine  is 
known. 

EuLE. — Divide  the  effective  sustaining  power  of  the  engine  by  the  load  per  square 
inch  to  be  imposed  on  the  accumulator,  the  quotient  will  be  the  area  of  the  charging  ram. 

Example. — The  effective  sustaining  power  of  a  pressure- engine  is  21,865  lbs.,  and 
the  accumulator  is  to  carry  a  load  of  800  lbs  per  square  inch.  What  will  be  the  area 
of  the  charging  ram  ? 

21,865-j-800s=27*2  inches  area,  or  6^  inches  diameter. 

Accumulator. — To  ascertain  the  weight  required  on  an  accumulator  ram  of  a  given 
diameter,  the  charging  pressure  being  given. 

EuLE. — Multiply  the  area  of  the  accumulator  ram  by  the  charging  pressure  in 
pounds,  the  product  will  be  the  weight  required  on  the  accumulator  ram  less  the  dead 
weight  of  the  accumulator  ram,  cross-head  and  weight-box. 

Example. — An  accumulator  ram  is  10  inches  diameter,  the  charging  pressure  is 
800  lbs.  per  square  inch,  the  weight  of  the  ram,  cross-head  and  weight-box  is  6,000  lbs.  ; 
what  extra  weight  must  be  added  ? 

lbs. 

10  inches  =  78-54  x  800  lbs.    62,832 

Less  weight  of  ram,  cross-head  and  weight-box      .       .       .  6,000 


UsEFDi  Memoranda. 
1  cubic  foot  of  water  weighs  1,000  oimces,  or 
1  cubic  inch  „  ..... 

1  imperial  gallon  =  277"274  cubic  inches 

1      .  ,  

1  cubic  foot  of  water= 6,238  gallons,  or  approximately 

I-  8  cubic  foot  of  water  ...... 

II-  2  imperial  gallons  =  1  cwt.  or  224  gall. 

35-84  cubic  feet  

A  column  of  water  12  inches  high  one  inch  square 

„  „  diameter 

One  cylindrical  foot  of  water  .... 


Ans.  66,822 

62-5  lbs. 

•036  lb. 

10  lbs. 

0-16  cub.  ft. 

6i  gall. 

1  cwt. 

1  ton 

1  ton 

•434  lbs. 

•341  lbs. 

4,895  imp.  gall. 


Sea  Water. 

1  cubic  foot  =  64- 11  lbs.  or  1-027  times  the  weight  of  fresh  water. 
Rainfall. 

Inches  of  rainfall  x  2,323,200  =  cubic  feet  per  square  mile. 

..  X  14^         =  millions  of  gallons  per  square  mile. 

))  X  3,630      =  cubic  feet  per  acre. 

Sundries. 

A  fall  of  Ygth  of  an  inch  in  a  mile  will  produce  a  current  in  rivers. 
Melted  snow  produces  about  ^th  of  its  bulk  in  watei*. 
Sound  passes  in  water  at  a  velocity  of  4,708  feet  per  second. 

Expansion  of  Water, 

Volume  of  water  at  32°  =  1 ,000. 

„  at  212°  =  1,046;  increase  in  180o  =  '046. 

Construction  of  Water-wheels.— application  of  vertical  wheels  to  the  purposes 
of  mining  is  copiously  illustrated  in  Agricola's  work,  'De  Ee  Metallica,'  edition  1621 
•where  overshot  and  undershot  wheels  are  shown  driving  pumps  direct,  as  well^as 
through  the  medium  of  cranks  and  spur-gearing.  ' 

Generax  Eulks.— Whoa  iron  is  used  for  watcr-whoels,  curved  buckets  and  shroudino's 
are  preforablo  to  deal  float-boards  and  oak  starts.  burouciings 

In  designing  iron  wheels  care  should  be  taken  that,  while  attempting  to  form  a 
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bucket  -which  shall  carry  tho  water  as  long  as  it  can  act  beneficially,  the  opening  or 
mouth  of  the  buckets  shall  not  be  so  contracted  as  to  prevent  the  free  admission  of 
water  into  them,  or  its  free  egi-ess  at  the  bottom  of  tho  periphery.  Fairbairn's  rule 
for  bucket  openings  in  wheels  of  higli  fall  is  nearly  as  5  to  24,  that  is  with  a  bucket 
holding  24  cubic  feet,  tho  area  of  the  water  entrance  should  bo  5  square  feet.  In 
breast  wheels  tho  area  should  bo  increased  to  8  square  feet,  or  in  the  proportion  of 
one  to  three.  With  those  proportions  tho  depth  of  shrouding  is  regarded  as  three 
timos  the  distance  from  tho  tip  to  tho  back  of  tho  bucket. 

In  wheels  receiving  the  water  below  tho  centre  of  the  axis,  a  still  larger  opening 
for  the  entrance  and  exit  of  tho  water  is  required. 

In  each  variety  of  wheel  tho  maximum  effect  of  tho  water  can  only  be  secured  by 
making  the  bucket-openings  sufficiently  large  to  allow  of  the  ready  admission  and 
escape  of  the  water  Avithin  tho  limits  of  the  vertical  centre. 

Undershot  water-wheels. — In  localities  where  the  supply  of  water  is  large,  and 
the  fall  comparatively  low,  the  undershot  wheel  offers  an  obvious  and  cheap  medium 
for_ utilising  the  power  of  the  current.  In  the  year  1825  Poncelet,  after  an  extensive 
series  of  experiments  found  that  tho  floats,  instead  of  presenting  a  plain  radial 
surface  to  the  impulse  of  the  water,  ought  to  consist  of  circular  arcs  of  assignable 
radii  of  curvature.  Follo-wing  this  discovery  certain  practicable  rules  have  been 
established  which  may  be  abridged  as  follows :  (1)  Let  the  stream  act  on  the 
buckets  at  from  7  to  26  inches  from  the  point  where  the  >water  leaves  the  wheel 

1174 
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I 

I 

/  ! 

I  j 


(2)  The  product  of  the  square  root  of  the  perpendicular  height  in  feet  from  the 
surface  of  the  water  in  the  head-race  till  it  meets  the  buckets,  multiplied  by  4-2.  will 
be  the  velocity  of  the  skirt  of  the  wheel  in  feet  per  second.  (3)  Set  the  sluice  at  the 
part  where  the  water  leaves  it,  as  near  the  wheel  as  possible,  vnih.  a  backward  in- 
clination, and  its  under  edge  so  formed  as  to  run  the  wat  :r  in  the  buckets  at  an  angle 
of  30°  from  a  tangent  to  tho  circumference.  (4)  Contrac  slightly  the  sides  of  the 
cistern  next  the  sluice-frame  conducting  the  water  to  tho  wheel.  (5)  Make  the  sluice- 
opening  about  4  inches  narrower  than  the  wheel.  (6)  Make  sluice  and  frame  so 
that  the  impelling  water  may  run  freely  and  -without  obstruction  to  tho  buckets.  (7) 
The  width  of  wheel  must  not  exceed  width  of  passage  for  conveying  the  water. 

The  method  of  setting  out  tho  buckets  of  an  undershot  wheel,  as  also  the  mean 
direction  of  the  water  entering  tho  buckets,  is  shown  in  Jig.  1174._  A  _b  line  of  buckets 
inclined  at  an  angle  of  10°  from  tho  radius  line  c  d  ;  f  e  mean  direction  of  tho  water 
entering  tho  buckets,  tho  line  being  at  an  angle  of  30°  with  the  tangcpt  line  f  G. 

Poncelefs  Undershot  Water-wheel.— A  part  elevation  of  this  wheel  is  shown  in  Jiff. 
1176  :  a,  shrouding  ;  b,  buckets  ;  c,  sluice-plato  ;  d,  grooves  for  sluico-platc  ;  c,  trans- 
verse beams  ;  /,  cross-binder  and  planking ;  ff,  reservoir ;  h,  floor  of  water-course ;  Ar, 
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1177 


of'!'H/?.3^"'V'^T'^.f'l^"^P^  ^''''''^  ^^'^  lil^omtlon  of  the  water  ;  Ip,  flanking 
of  t.ul-raco.    In  order  that  tho  water  may  impinge  upon  the  buckets  of  the  wheel  with 

tlio  least  possible  loss  of  effect,  the  bottom  of  the  course, 
whore  it  approaches  the  point  of  impulse,  is  made  with 
a  declination  of  from  3°  to  4°  from  the  horizontal  direc- 
tion. The  line  of  direction  mn,  of  that  portion  of  the 
water  flowing  through  the  sluice  opening  c,  ought  there- 
fore to  make  with  th«  tangent  lino  m  o,  to  the  circle  of 
the  wheel,  an  angle  of  24°  to  25°.  The  surface  pk  of 
the  water-run  is  a  tangent  drawn  to  the  small  circukr 
arcpr,  which  approaches  close  upon  the  circumference 
of  the  wheel  at  that  part  where  it  passes  the  vertical 
plane,  and  which  should  be  as  long  as  the  distance  be- 
tween two  contiguous  buckets.  At  the  point  r  the  arc 
terminates  abruptly  for  the  width  of  the  race,  allowing 
a  drop  for  the  water  equal  to  half  the  depth  of  the 
shrouding. 

Method  of  determining  the  curvature  of  the  buckeis. — 
From  a  point  a  {fig.  1176)  in  the  extreme  circumference 
draw  the  lino  a  h,  making  an  angle  of  26°  with  the  radius 
a  d,  drawn  from  the  centre  of  the  wheel  to  a.  Then 
with  a  radius  of  ^th  of  the  depth  of  the  shrouding  h,  less 
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than  the  inner  circiimferenco ;  describe  from  the  centre  another  circle,  ef,  cutting  the 
line  ah'mh;  this  point  b  -will  be  the  centre  from  which  the  ciirve  of  the  bucket  should 
be  drawn. 

Breast  Wheel. — The  water  acts  on  the  periphery  of  this  wheel  both  by  its  weight 
and  impulse,  one  foot  of  fall  affording  as  much  power  as  two  feet  of  head.  The  cir- 
eimiferential  velocity  is  commonly  about  4  J-  feet  per  second,  and  the  speed  of  the  water 
entering  the  buckets  6  ^  feet  per  second. 

The  slower  the  wheel  revolves,  and  the  higher  it  receives  the  water,  the  more  the 
buckets  may  be  sloped,  so  as  to  retain  the  water  to  the  proper  point  of  discharge. 

For  the  purpose  of  expelling  the  air  from  the  buckets,  the  stream  should  be  of  less 
width  than  that  of  the  buckets,  or  otherwise  openings  should  be  formed  in  the  backing 
I  of  an  inch  wide,  or  the  bucket  constructed  as  shown  in  fig.  1177.  A  good  example 
of  the  form  of  iron  buckets  employed  in  the  breast  wheel,  as  well  as  the  arrangement 
for  supplying  and  taking  off  the  water,  is  shown  in  fig.  1178:  a,  shrouding;  b,  the 
buckets ;  c,  stays  between  the  buckets ;  d,  sole  plate  or  backing ;  e,  breast  work ;  /, 
cistern  or  mill-race ;  g,  sluice-race  ;  h,  sluice-cover ;  Jc,  tail-race.  The  distinguishing 
feature  of  the  arrangement  shown  consists  in  the  wheel  working  against  a  circular 
breast  of  masonry,  fitted  close  to  the  outer  circumference  of  the  shrouding  and  ends  of 
the  buckets.  The  cistern  leading  into  the  wheel  is  likewise  fitted  close  to  its  peri- 
phery. The  loaded  portion  of  the  wheel  is  therefore  enclosed,  and  hence,  in  forming 
the  buckets,  it  is  not  absolutely  necessary  to  contract  the  mouth  for  the  purpose  of 
retaining  the  water. 

Overshot  Wheel.— -Th.^  overshot  wheel  receives  its  water  a  little  distance  to  the  right 
or  left  of  the  vertical  centre  line.  Smeaton's  experiments  showed  that  the  best  effect 
was  obtained  when  the  circumferential  speed  was  limited  to  3^  feet  per  second,  or  210 
feet  per  minute.  "With,  however,  the  increase  of  diameter  in  wheels,  it  is  found  that 
the  speed  may  be  advantageously  augmented.  A  wheel  20  feet  in  diameter  may 
moA^e  six  feet  per  second,  and  where  economy  in  the  propelling  power  is  not  a  special 
object,  the  circumference  of  the  wheel  may  run  at  SJ  feet  per  second.  This  greater 
speed  will  be  foiind  in  some  cases  desirable ;  the  wheel  may  be  lighter  and  cheaper 
than  ai  slow-running  wheel,  and  less  gear  will  be  required  to  bring  the  speed  up  to  the 
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rcqiured  ra^e  for  driving  machinery.  In  practice  it  is  found  that  a  fall  of  7  inches 
w]ll  bring  water  upon  a  wheel  full  3^  feet  per  second,  and  a  fall  of  19  inches  will  give 
a  velocity  to  the  stream  of  quite  6  feet  per  second.  In  reference  to  wheels  of  this 
class  It  ma,y  be  observed  :  (1)  when  the  volume  of  water  is  large  and  variable,  and  the 
lall  of  an  intermediate  height,  it  is  found  advantageous  not  to  lay  the  water  upon  the 
top  of  the  wheel,  so  that  it  may  work  overshot,  but  to  make  the  diameter  of  the  wheel 
gr«iter  than  the  mean  height  of  the  fall,  and  to  lay  on  the  water  at  about  45°  from 
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tho  porpondicular— or,  us  minors  say,  at  nine  o'clock ;  (2)  when  the  fall  exceeds  60 
foot,  a  turbine,  or  witor-prossuro  ongino,  -will  generally  bo  found  less  costly  and  more 
cffoctivo  ;  .(3)  whools  placed  one  over  tho  other,  and  geared  togetlier,  so  as  to  employ  a 
high  full  of  wator,  do  not  afford  satisfactory  results. 

Fiff.  1179  illustrates  an  overshot  wheel  employed  in  pumping  at  the  Laxey  Mines, 
Islo  of  Man.  Tho  diameter  is  72  feet  6  inches ;  width  between  shroudings,  G  feet ; 
length  of  shaft,  17  feet ;  diameter  of  shuft,  21  inches ;  length  of  crank,  6  feet ;  stroke, 
10  feet;  stroke  in  pump,  8  feet.  The  water  is  convoyed  in  pipes  2  feet  diameter, 
and,  after  rising  through  tho  column,  is  carried  to  tho  top  of  tho  wheels  by  moans  of  a 
launder.  On  one  side  of  tho  crank  a  balance  '  bob '  is  fixed  ;  from  tho  other  is  ox- 
tended  the  sweep  and  '  flat  rods,'  reaching  to  tho  pump  shaft,  about  200  yarda 
distant. 

At  Wheal  Friendship,  Tavistock,  under  the  direction  of  the  late  Mr.  Taylor,  an 
aggregate  fall  of  626  foot  was  utilised  through  the  medium  of  seventeen  water-wheels, 
eight  of  which  were  employed  in  pumping.     The  largest  wheel  was  51  feet  diameter,^ 


and  10  foot  between  the  shrouding. 


The  water  ran  into  the  buckets  at  the  rate  of 
,  ,       /5,600  :<  10  X  61\ 
5,600  gaUons  per  minute,  consequently  the  hoTse-power  expended  was  ^  q^  qqq  ) 

86i.   The  wheel  made  5  revolutions  per  minute ;  length  of  stroke  in  the  pump,  6  feet ; 
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cJ^ctiWjourney  per  --t.  30  fbot ;  l^J^' ^^^^^^^^^ 

'"SEriThe  use  of  turbines  in  mining  operations  .^VSSilS'Sli&a^id 
high  speed  of  the  vvhools,  and  tho  necessity  of  ^n^'^oy  ng  nte"^^^^^^^^^^ 
wheol-|oar.  Without  reducing  gear,  tho  ai^paratus  cannot  be  directly  applied  either  to 
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wiudiiig,  dressing,  or  pnmping  purposes,  but  it  might  bo  advantageously  employed  to 
run  a  telo  dj-namic  cord  across  country,  so  as  to  give  motion  to  various  machines.  See 

Water-balance— This  apparatus  is  emj^loyed  at  various  quarries  in  Wales,  and  at 
numerous  places  on  the  Continent.  Its  chief  use  is  in  lifting  stiiff  vertically,  but 
tlicre  are  many  cases  -vrhere  it  is  applied  to  incline  hauling. 

An  endless  chain  is  passed  over  a  head- wheel ;  two  wrought-iron  boxes  are  attached 
to  this  chain,  so  that  when  one  is  at  the  top,  the  other  is  at  the  bottom  of  the  shaft. 
Each  water-box  is  covered  by  a  strong  platform,  which  carries  a  waggon,  and  each  box 
as  fitted  with  a  valve.  A  pipe  in  connection  with  a  cistern  or  reservoir,  laid  to  the 
mouth  of  the  shaft,  is  fitted  with  two  valve-boxes. 

The  box  being  filled  with  water,  overbalances  the  empty  box,  and  raises  it  with  its 
waggon  of  stuff  to  the  top  of  the  shaft.  When  the  full  box  has  descended  to  the 
bottom  of  the  shaft,  the  valve  is  opened,  and  the  water  discharged  into  the  adit  or  day 
level.  The  boxes  run  m  rope  guides,  and  the  discharging  valves  may  be  opened  by  an 
attendant,  or  otherwise  by  striking  a  stud  set  for  the  purpose.  Eails  are  laid  so  as  to 
run  the  waggons  off  and  on  the  platforms.  Fiff.  1180  is  a  cross  elevation,  showin"- 
the  box  and  waggon  at  bottom  of  the  shaft,  also  the  charging-pipe  and  air-vessel  at 
surface;  1181  a  side  elevation  of  the  box  at  surface,  charging-pipe,  brake-wheel, 
ancUeYev;  Jiff.  1182  section  of  box  and  discharge-valve;/^.  1183  plan  of  water-box. 

Water-pressure  Engines.— The  power  of  these  engines  is  derived  from  the  weight  of 
a  column  of  water  actmg  or  pressing  directly  on  rams  or  pistons. 

To  work  these  engines  successfully,  air-vessels,  momentum-plungers,  or  other 
suitable  contrivances,  should  be  applied  between  the  cylinder  and  the  pressure- 
column.  ^ 

For  mining  purposes  pressure-engines  ought  to  be  of  simple  construction,  all  parts 
readily  accessible,  and  the  foUowing  suggestions  more  or  less  observed  :-(l)  Emplov 
cotton-packing  m  gland  boxes  instead  of  single  or  cup  leathers  for  iron  rods  above 
o  inches  diameter;  (2)  if  it  is  designed  to  work  under  very  high  pressures,  use  brals 
or  brass-cased  rams  ;  (3)  work  with  balanced  valves;  (4)  \n  forcing  water  to  an  accu- 
mulator, set  the  pump-valves  higher  than  the  pUp  or  other^Iriet  the  water 
gavitate  to  the  bottom  clack,  so  as  to  fill  the  ram  cases,  and  prevent  the  ingress 

fT,„°^°f  the  shock  conmiunicated  to  the  pressure  pipes,  as  well  as  to  other  parts  of 
the  machinery,  by  the  sudden  stoppage  of  a  flo^ving  cohinin  of  water,  it  is  necessarv  to 
keep  the  piston  speecl  very  low.    Long-stroke  enghies  are  also  desSblel  ^ 

It  IS  exceedingly  difficult  to  discover  the  original  inventor  of  piston  reciprocating 
water-engines  but  machines  of  this  class  seem  to  have  been  first  Zm  ITg  J. 
many.  In  1748  an  engineer  named  Winderschmidt  erected  a  water-pressu7e  enSne  at 
the  Grube  Bestandigkeit,  Oberhar..  Between  1759  and  1768  six  aSonal  eS'es 
ZTl^-  T^"  S^^-^^^it^' Hungary,  and  in  1767  other  engines  w^  pK 
the  Siegfried  mine,  near  Freiberg,  in  Saxony.  In  Austria  the  first  waterSJessu^e 
machme  was  probably  started  about  the  middle  of  the  last  century  iTl  765  WeTt 
garth  erec  ed  an  engine  at  the  Caldcleugh  mine,  Northumberland.  ^Ive  yea?s  after 
to TsW^'-n  .%^^t^^-Pf  ^chine  at  Temple  Newsam,  Yorkshire  From  ml 
at  the  AJp;^  mit:  You^i^^^  Huel  Henry  and  Huel  Druid,  CornwaU  and  one 
at  the  Alport  mines,  Youlgreave,  Derbyshire.  About  1835  Fairbairn  constructed  a 
water-pressiu^e  engine  for  the  same  mine.    Between  1841  and  1848  D^^Son  de 

PI  l'"*^  '^^^^  ^^'le^  the  management  of  the  late 

Snen?£'  In  mH"'^^  ""^T'T^  ^^^1°^^^  ^°  accumulator  and  rotary  engi^s* 
atAUenheads.  In  1833  Dean,  of  Hexham,  and  in  1862  Pattinson  Davisomnrl  Sr^BnTJ^ 
of  the  same  town,  built  horizontal  and  Vertical  engines  fS  trLeaXlTs  W  E^^^ 
Lanarkshire.    Darlington  also  designed  and  erected  hydrauL  miZSff  enJi^^s  5 

r<2^m._The  slide-valve  shown  on  page  863, /ff.  1194,  mavbe  apnlipd  c  n 

pumping  and  winding  engines  intended  to  be  ;ofked  a  hea^  wate™ 

It  IS  an  ordinary  p-shaped  slide  made  of  3.V  parts  of  tin  and  16  copYer  Sif  IT^" 
or  face  plate  is  also  made  of  similar  composite  metal.    The  valve  faS^s  in  Ln,! 
attached  to  the  face  holder  in  thefoUowing  manner  :-(l)  Heat  '^4ve  fe^^^^^  '^'^1 
wash  face  with  a  solution  of  chloride  of  zinc.    (2)  Ee-heat  valve  fecehS^^^^^ 

CstgXlt-oulfr^  -         faeJSSet  Sg 

the  port  .  Aftei.  having  perform^ed  its  wjrk.  ^^1^^  pt^^XS 
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away  by  tlio  cclucUon  opening  c.  The  hur  valve,  as  will  be  seen,  moves  into  a  single 
h'.itlicr  d,  when  the  water  flows  to  the  cylinder,  and  on  flowing  from  the  cylinder  the 
vulvo  loatUor  e  passes  into  the  cylindrical  part  /  of  the  valve-box.    Experience  has 
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sliown  tliat  leathers  worked  in  this  way  are  thoroughly  reliable,  ^/^^J^^ 
itself  is  effective  under  very  high  pressures.    Both  valve  bar  and  box  are  of  gun- 

""fliancc  and  Differential  Fistons.-Vf.r  considerable  ^ej^^^^/gX^s 

pistons  are  necessary.    Examples  of  their  application  is  shown  in  DarUngt°n8 

?rerre-engine,  ko,  page  855  ^  1187,  and  also  m  ^-^^^  mTa^^^^^^^^ 

nifre  856     Differential  valve  pistons,  k  i,  are  shown  mjig.  1187,  page  8o0. 

^  S  .fLiS  -Cup  leathers  are  either  single  or  double  the  fo^ej  are  Part^ 

cllppS  between  two  metallic  surfaces  the  latter  are  supported  on  a  l^se  ^^^^^  JP' 

hemp  rope,  or  gasket  may  be  ^^^Pl^J^; ,  •        ^  the  piston  and  cyUndcr  will 

valve  pistons,  passing  por  s,  .^^^^^f  J^^^  ^n^^  Eigh  pressures  should  be 
prove  satisfactory.    Smal  pistons  oi  lams  tiavem  g  b   y^^^^^^  diameter,  if 

?Scr;SirX^i£tlu  ^eS^?^bXn  if  worked  in  conUct  with  cup 
iwillicrs. 
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Diameter  of  ram 

in  inoliPQ 

Friction  per  cent. 

Diameter  of  ram 
in  inches 

Friction  per  cent. 

2 

o 

2 

- 

11 

•38 

3 

1  00 

12 

•33 

4 

1 

13 

•30 

5 

■  OA 

'80 

14 

•28 

6 

"66 

15 

•26 

7 

•67  . 

16 

•25 

Q 
O 

OU 

17 

•23 

9 

•44 

18 

•22 

10 

•40 

19 

•21 

Charging  Plungers  and  Pistons. — For  charging  accumulators  or  effecting  the  trans- 
fer of  power,  plungers  are  usually  employed.  The  advantage  which  a  plunger  offers 
over  a  piston  is  that  any  leakage  is  instantly  seen  and  can  almost  immediately  be 
prevented.  When  it  is  required  to  force  water  under  a  high  pressure  the  valves  should 
not  only  be  large,  but  set  so  that  air  cannot  pass  into  the  plunger  case.  A  precaution- 
ary method  is  to  gravitate  the  water  to  the  bottom  valve.  In  addition,  it  will  in  some 
cases  be  judicious  to  provide  the  ram  cases  with  small  pet  valves  for  dischargin"- 
any  intrusion  of  air.  Unless  the  air  be  entirely  excluded  from  the  plunger  cases, 
the  cubic  inches  of  water  delivered  to  the  accumulator  will  by  no  means  correspond  to 
the  cubic  inches  of  the  stroke.    A  simple  and  effective  force  pump  is  shown  in 
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y.^-.  1 185.    In  this  arrangement  the  outstroke  of  the  pump  causes  the  water  contained 
m  the  annular  space  surrounding  the  rod  e  to  be  forced  into  the  air  vessel  or  accumu- 
f^nfW  itff  /  ''^'"'^  enters  behind  the  piston  through  the  inlet  g.  In 

the  other  half  of  the  stroke  the  water  behind  the  piston  is  discharged  through  the 
valve  D  and  half  of  it  into  the  annular  space  on  the  other  side  of  the  piston  In  th  s 
pump  the  area  of  the  rod  k  is  exactly  half  that  of  the  piston  f.  Both  the  inlet  and 
dehvery  valves  are  of  easy  access. 

Accumulators  and  Air  Fessels.-The^ccvimnMor  is  shown  m  figs.  1170andll89  and 
Its  use  IS  fully  explained  at  page  833.  Air  vessels  may  to  somf  extent  be  used  as  J 
substitute  for  the  accumulator,  but  this  class  of  apparatus  impose  a  varying  Stance 
on  the  charging  pumps,  whilst  the  resistance  offered  by  the  a^cumulatoJ  is  a  coSt^S 
one.  Moreover,  the  air  vessel  has  the  serious  defect  of  requiring  frequent  reSeSsW 
owing  to  the  absorption  of  air  by  the  water.  This  especiaUy  occurSer 
sures,  as  will  be  gathered  from  the  following  particulars.    (See  T^le  p  854  f  ^ 

The  effective  capacity  of  air  vessels  is  governed  by  the  pressure  of  water  to  wTi4.T, 
they  are  to  be  subjected.    Long  and  capacious  vessels  will  M  ZTs^tf^^f^ 
results  than  short  and  small  ones.    In  most  cases  it  will  be  desirable  to  fif  ^  T 
with  a  pressure-gauge  and  a  gauge-glass.    An  example  of  an  aTr  vessel  fitted  in't'lii 
rir9irel6?r^e^^^^^^^ 
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Oxygon 

Nitrogen 

Total 

Composition  of  air  

21  parts 

79  parts 

=  100 

Yoluino  of  air  absorbod  in  wator  under  a  prcs- 

Bure  of  15  lbs.  per  square  inch 

•046  „ 

•025  „ 

•071 

30          „          „  ... 

•092  „ 

•050  „ 

•142 

45 

•138  „ 

•075  „ 

=  ^213 

60          „          „  ... 

•184  „ 

•100  „ 

•284 

76          „          „  ... 

•230  „ 

•125  „ 

=  •355 

90          „          „          .       .  . 

•276  „ 

•130  „ 

=  ^426 

Pipes  and  Joints. — For  underground  mains  -wrought-iron  pipes  pitched  inside  will 
be  found  advantageous,  since  they  will  be  found  to  resist  the  action  of  ordinary  vater, 
and  can  be  bent  cold  to  suit  the  coiu-se  of  a  level.  The  ends  should  be  fitted  with 
thick  cast-iron  flanges,  the  latter  faced  and  formed  as  shown  iafig.  1186. 
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The  joints  should  be  made  with  a  ring  of  gutta-percha  from  ^ths  to  \  of  an  inch 
diameter,  unless  the  main  is  to  be  charged  with  hot  water,  when  it  will  be  better  to 
employ  vulcanised  rubber. 

Pumping  Engines. — Considerable  attention  has  been  given  to  the  construction  pf 
pressure-engines  by  Mr.  Darlington,  who  was  actively  engaged  some  years  since  in 
effecting  the  drainage  of  the  Alport  mines,  in  Derbyshire. 

The  first  engine  erected  by  him  had  a  cylinder  50  inches  diameter,  and  a  stroke  of 
10  feet;  the  piston-rod  passed  through  the  bottom  of  the  cylinder  and  formed  a  con- 
tinuation with  the  pump-rod,  whilst  the  valve  and  cataract  gearing  was  worked  by  a 
rod  connected  with  the  top  of  the  piston,  which  gave  motion  to  a  beam  and  plug-rod 
gearing.  The  column  of  water  was  132  feet  high,  affording  a  pressure  on  the  piston 
of  about  58  pounds  per  square  inch,  or  more  than  60  tons  on  its  area.  The  water 
was  raised  from  a  depth  of  22  fathoms,  by  means  of  a  plunger  42  inches  diameter, 
and  in  very  wet  seasons  it  discharged  into  the  adit  nearly  5,000  gaUons  of  water  per 
minute.  Water  was  admitted  only  on  the  under  side  of  the  piston,  and  in  order  to 
avoid  violent  concussion  in  working,  two  sets  of  valves  were*  employed,  the  larger 
being  eylindrically  shaped,  22  inches  diameter,  and  the  smaller  5  inches  diameter. 
In  making  the  upstroke  of  the  engine  the  cylindrical  valves  admitted  a  full  flow 
of  water  for  about  ^ths  of  the  stroke,  and  then  commenced  closing,  but  at  tins  stage 
the  small  valve  opened,  through  which  passed  sufficient  water  to  terminate  the  stroke 
In  this  way  the  flow  of  water  in  the  column  was  gradually  slackened  and  finally 
brought  to  a  state  of  rest  without  imparting  impact  to  the  machinery.  The  spefd  «f 
the  engine  wa^  regulated  by  sluice-valves,  one  fixed  between  the  engine  and  the 
pressure-column,  and  the  other  upon  the  discharge-pipe. 

The  cylindrical  valves  were  made  of  brass  with  a  thin  feather-edged  beat,  and  kop 
tight  by  a  concentric  boss,  projecting  from  the  nozzle  upon  which  hemp  packing  ^  s 
laid.    This  was  pressed  down  by  a  projection  in  the  under  surface  ot  the  vahe 
bonnet.    The  water  thus  acted  on  the  exterior  of  the  valves  between  the  ^n^  ^f 
packing  and  the  seatings,  and  when  opened  passed  through  the  latter.   Besides  this 
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engine,  others  of  a  different  construction  were  designed  and  erected  by  Mr.  Darlington, 
but  the  one  to  which  he  gave  preference  for  simplicity,  cheapness,  and  smoothness  of 
action  is  illustrated  ia  fig.  1187. 
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This  engino  has  one  main  cylinder  a,  resting  on  strong  cast-iron  bearers  n  b,  fixed 
across  the  shaft.  The  piston-rod  c  is  a  continuation  of  the  pump-rod  s,  and  worka 
tlarough  the  cylinder  bottom  d.  In  front  of  the  cylinder  a  is  a  smaller  one  e,  -vrith 
differential  diameters  for  tho  admission  and  emission  of  water,  and  right  and  left  are 
sluice  valves  not  shown  for  regulating  tho  speed  of  tho  engine.  Connected  with  tho 
second  cylinder  is  a  small  3-inch  auxiliary  cylinder  f,  provided  with  inlet  and  outlet 
regulating  cocks. 

In  starting  this  engine  tho  sluice-valves  and  regulating  cocks  are  opened,  the  water 
then  flows  from  the  pressure-column  o,  into  the  main  cylinder  a,  through  the  nozzle 

cylinder  e,  and  acts  under  the  piston 
A,  until  the  upstroke  is  completed. 
The  piston  i  has  a  counter  piston  k, 
of  larger  diameter,  and  when  re- 
lieved from  pressure  on  its  upper 
surface,  the  water  acting  between 
them  forces  it  upwards,  in  which 
case  the  pressure  is  cut  off  from  the 
main  piston,  and  the  water  contained 
in  the  cylinder  a  is  free  to  escape 
under  the  piston  i,  through  the  holes 
1.   With  the  emission  of  water  from 
the  main  cylinder  through  ii,  the 
downstroke  is  effected.    The  down- 
ward displacement  of  the  pistons  i 
and  K  is  performed  by  the  auxiliary 
cylinder  f,  and  pistons  n,  o  ;  the 
pressure-column  is  continually  acting 
between  these  pistons,  and  by  their 
alternate  displacement  by  the  fall- 
ball  p,  and  c;mti-arbor  q.  The  water 
is  either  admitted  or  prevented  from 
operating  on  the  upper  sxirface  of 
the  piston  k.    The  water  from  the 
top  of  piston  K  escapes  through 
the  aperture  e.    The  motion  of  the 
canti-arbor  q  is  effected  by  tappets 
fixed  on  the  pump-rod  s. 

The  largest  cylinder  erected  waa 
35  inches  diameter,  stroke  10  feet, 
pressure-column  227  feet  high.  Its 
average  speed  was  80  feet,  and  maxi- 
mum speed  140  feet  per  minute.  The 
pressure  of  water  under  the  piston 
was  98  lbs.  per  square  inch,  giving 
a  total  weight  on  its  area  of  about 
40  tons.  The  machine  required  no 
personal  attendance,  the  motion 
being  certain  and  continuous,  as 
long  as  the  working  parts  remained 
in  order  ;  consequently,  tho  cost 
of  maintaining  it  was  of  the  most  trifling  character. 

In  1803,  Trevithick  erected  an  engine  at  the  Alport  mines,  which  worked  con- 
tinuously for  a  period  of  47  years,  or  until  1850,  when  the  mines  ceased  working. 
The  water  from  the  pressure-columns  acted  on  alternate  sides  of  the  mam  piston,  by 
means  of  two  piston  valves,  displaced  by  a  heavy  tumbling  beam,  and  tilted  by  a  pro- 
jection from  the  pump-rod.  The  construction  and  action  of  this  machine  wiU  be  best 
understoodby  the  accompanying  illustration, /y.  1188. 

A  main  cyUnder  ;  b  and  c,  valve  pistons ;  d,  chain  wheel,  upon  the  axis  of  which 
is  fixed  a  lever  not  shown,  in  connection  with  a  tumbling  beam;  e,  aperture  througli 
which  water  enters  from  pressure-column;  f,  pipe _ in  communication  with  main 
cylinder  A  ;  and  g,  pipe  for  discharging  the  water  admitted  both  above  and  under  the 
iain  piston  H.  The  position  of  the  valve-pistons  in  the  woodcut  shows  that  tho 
pressure-column  is  supposed  to  be  flowing  through  the  holes  i,  upon  the  piston  h 
producing  a  down-stroke,  and  that  the  water  which  had  been  introduced  under  this 
piston  in  order  to  make  the  up-stroke  is  leaving  tlirough  the  pipe  f.  holes  k,  and  ouUet 

^'"^Accmmclaior  and  Pumping  Engines -Tho  applications  of  pressure  derived  from 
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natural  falla  have  boon  extended  by  Sir  William  Armstrong  in  the  foUowiug 
manner : — 

When  tho  moving  power  consists  of  a  natural  column  of  water,  the  pressure 
rarely  exceeds  250  or  300  foot ;  and  in  such  cases  he  lias  employed,  to  produce  rotary 
motion,  a  pair  of  cylinders  and  pistons,  with  slide-valves  resembling  in  some  degree 
those  of  a  high-prossuro  engine,  but  having  relief  valves  d  to  prevent  shock  at  the 
return  of  the  stroke,  as  shown  in  Jig.  1173,  page  835.  Where  the  engine  is  single- 
acting,  with  plungers  instead  of  pistons,  tho  relief  valves  are  greatly  simplified,  and, 
in  fact,  are  reduced  to  a  single  clank  in  connection  with  each  cylinder,  opening 
against  the  pressure,  which  is  the  same  as  tho  relief  valve  in  tho  valve  chest  of  tho 
hydraulic  crane.  The  water-pressure  engine  erected  at  Mr.  Beaumont's  load  mines,  at 
Allenheads  in  Northumberland,  present  examples  of  such  engines  applied  to  natural 
falls.  They  were  there  introduced  under  the  advice  of  Mr.  Sopwith,  and  are  now 
used  for  the  various  purposes  of  crushing  ore,  raising  materials  from  the  mines, 
pumping  water,  giving  motion  to  machinery  for  washing  and  separating  ore,  and 
driving  a  saw-mill  and  the  machinery  of  a  workshop.  In  all  these  cases  nature, 
assisted  by  art,  has  provided  the  power.  Small  streams  of  water,  which  flowed  down 
the  steep  slopes  of  the  adjoining  hills,  have  been  collected  into  reservoirs  at  elevations 
of  about  200  feet,  and  have  been  laid  from  these  to  tho  engines. 
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Another  application  of  hydraulic  machinery  at  the  same  mines  has  been  made  where 
falls  of  sufficient  altitude  for  working  such  engines  cannot  be  obtained.  For  the  purpose 
of  draining  an  extensive  mining  district  and  searching  for  new  veins,  a  drift  or  level 
nearly  six  miles  in  length  was  executed.  This  drift  runs  beneath  the  valley  of  the 
Allen  nearly  in  the  lino  of  that  river,  and  upon  its  course  three  mining  establishments 
were  formed.  At  each  of  these,  power  was  required  for  the  various  purposes  above 
mentioned,  and  it  was  desired  to  obtain  this  power  ^vithout  resorting  to  steam-engines. 
The  river  AUen  was  the  only  resource,  but  its  descent  was  not  sufficiently  rapid  to 
permit  of  its  being  advantageously  applied  to  water-pressure  engines.  On  the  other 
hand,  it  abounded  with  falls  suitable  for  oversliot  wheels,  but  tliese  could  not  bo 
applied  to  tho  purposes  required  without  provision  for  conveying  the  power  to  many 
separate  places.  Under  these  circumstances,  it  was  determined  to  employ  the  stream 
througli  the  medium  of  overshot  wlieols  in  forcing  water  into  accumulators,  and  thus 
generating  a  poWer  capable  of  being  transmitted  by  pipes  to  the  numerous  points 
where  its  agency  was  required.  ,     ,  _   ,        .  ^.  -..i 

A  somewhat  similar  plan  is  also  adopted  at  Portland  Harbour,  in  connection  with 
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the  coaling  establishment  there  forming  for  the  use  of  the  navy.  The  object  in  that 
case  is  to  provide  power  for  working  hydraulic  cranes  and  hauling  machines,  and 
more  particularly  for  giving  motion  to  machinery  for  putting  coal  into  war  steamers, 
A  reservoir  on  the  adjoining  heiglit  affords  an  available  head  of  upwards  of  300  feet ; 
but  in  order  to  diminish  the  size  of  the  pipes,  cylinders,  and  valves  connected  with 
the  hydraulic  machinery,  and  also  with  a  view  of  obtaining  greater  rapidity  of  action, 
a  hycb-aulic  pumping  engine  and  accumulator  are  interposed  for  the  purpose  of  inten- 
sifying the  pressure  and  diminishing  the  volume  of  water  acting  as  the  medium  of 
transmission. 

Water-pressure  engines  erected  at  the  Wildberg  Mines,  in  Ehenish  Prussia, 
are  shown  in  figs.  1190  and  1191.  They  drain  an  isolated  piece  of  ground  distant 
from  the  main  shaft  1,800  feet.   A  rotary  horizontal  high-pressure  steam-engine  is 


1190 


placed  m  connection  with  steam-boilers,  fig.  1189.  Two  pumps,  one  of  which  is  shown 
at  b,  force  water  into  an  accumulator,  c.  The  accumulator-ram  is  mounted  with 
two  concentric  boxes,  d,  cl,  one  for  affording  the  pumping,  the  other  the  windine 
pressure.  °' 

As  the  power  required  is  of  an  intermittent  character,  the  steam-engine  is  controlled 
by  the  screw  and  weight,  e,  actuating  the  throttle-valve,/;  and  in  order  to  guard 
against  the  possibility  of  the  ram  rising  beyond  prescribed  limits,  a  waste-valve  a  is 
operated  upon  by  the  rod  and  stop,  h.  From  the  accumulator,  wrought-iron  pipes' A' 
fitted  with  cast-iron  flanges,  extend  through  an  engine-shaft  60  fathoms  in  depth  and 
a  level  1,500  feet  in  length.  These  pipes  or  main  terminate  in  a  reciprocating  pole 
engine,  fig.  1190,  j,  having  a  stroke  of  6  feet;  k,  Jc,  are  inlet  and  outlet  regulatinff- 
valves ;  I,  momentum  valve,  for  obviating  the  concussion  which  would  otherwise 
result  frora_  suddenly  arresting  the  flow  of  the  water  ;  7n,  smaU  slide  valve,  actuated 

pi«  iS^n  aTl'^"'  "         ^^^"^-"^  ^  ""^-P-^' 

To  compensate  for  any  excess  of  weight  in  the  pump-rods,  a  balance,  t,  is  connected 
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by  means  of  a  chain  with  the  cross-head,  u.  The  detailed  arrangement  of  the  shaft, 
w,  as  well  as  the  hydraulic  winding-engine,  is  not  shown,  but  this  f  also 
dependent  on  the  accumulator  for  its  power.  The  pressure  applied  is  7^0  lbs.  per 
square  inch.  No  leakage  of  water  is  experienced  at  the  joints,  and  in  every  respect 
the  performance  of  the  apparatus  is  satisfactory.  . 

Fiq  1191  represents  one  of  the  hydraulic  engines  employed  at  the  same  mines  lor 
charging  an  accumulator.  The  water  for  driving  this  engine  is  diverted  from  throe 
different  valleys  into  a  common  water-race,  and  passed  through  the  pressure-column  b 
into  the  engine,  where,  after  having  done  its  work,  it  is  discharged  into  the  day-level. 
The  following  are  some  particulars  connected  with  this  engine : — Available  fall,  5o 

1192 


5 


feet ;  diameter  of  pressure-column,  7  inches ;  of  piston-valves,  8  inches ;  length  of 
stroke  in  main  cylinder,  7i  feet ;  diameter  of  cylinder,  18  inches ;  diameter  of  cylinder 
of  charging-  piston,  4 J  inches  ;  of  piston-rod,  3~  inches  ;  diameter  of  pump-valves, 
4  inches  ;  diameter  of  accumulator-ram,  6  inches ;  diameter  of  main  of  pipes  convoying 
power  from  accumulator,  2  inches,  a,  water-launder  with  waste-gap  a' ;  h,  pressure- 
column  ;  c,  air-vessel ;  d,  pipe  from  air-vessel  to  cylinder ;  e,  sluice-valve ;  /,  valve 
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cyhiulor ;  (j,  mam  cyhndor ;  //,  charging-pump ;  j,  valve-boxes ;  h,  pipe  from  cliarging- 
puinp  to  accumulator ;  I,  accumulator ;  m,  weight-box  ;  n,  water-cistern  in  connection 
with  charging-pump  ;  o,  valve  gear ;  /t,  small  lever  forming  part  of  valvo  gear ;  r, 
pressure  main,  between  accumulator  and  hydraulic  engine ;  «,  relief  valve. 

In  these  arrangements,  intensity  of  pressure  takes  the  place  of  magnitude  of  volume, 
and  the  power  assumes  a  form  susceptible  of  unlimited  distribution  and  division,  and 
IS  capable  of  being  utilised  by  small  and  compact  machines.  The  writer  has  recently 
apphed  engines  fitted  with  two  cylinders,  each  \\  inch  diameter,  and  7  inches  stroke, 
to  the  winding  of  underground  tackles  or  windlasses. 


Table  of  Pressure  Engines. 


jjuCiiuiiy 

Engineer 

Diameter  of 
cyJinder 

Length  of 
stroke 

Speed  per 
minute 

inches 

feet 

10 

Ems  •  a 

iiu  Known 

13i 

A 

o 
U 

jjieioerg    •       .       ,       ,  , 

•  •  • 

7 

H 

100 

Chemnitz  ..... 

11 

8 

48 

Ebensee  Salzburg 

... 

9i 

•^12 

17 

Clausthal  ..... 

16i 

6 

48 

Alte  Mordgrube,  Saxony 

18 

8 

64 

AlT\nT»("    ^TiTloo     TIqtI'ittC!  rn"|.Q 

■n-ipuiL  xYxiiieb,  j-'eruysiiirD  .  . 

xievicnicK 

(double)  25 

1  A 

1  on 

»i                  II           •  • 

Fairbairn 

36 

6 

70 

i>                  i>           •  • 

Darlington 

50 

10 

140 

)>                  11           •  • 

11 

18 

7 

154 

>»                  >i           •  • 

11 

■24 

•  10 

120 

i>                  >)           •  • 

Lisburn,  Wales 

11 

2  cyl. 

24 

10 

120 

11 

each 

20 

6 

96 

Cwmystwyth    „       .       .  . 

11 

24 

10 

140 

Talargoch        „        .       .  • 

11 

50 

10 

140 

Minera            „        .       .  . 

11 

35 

10 

140 

Wildberg        „        .       .  . 

i> 

1-4  cyl. 

\  each 

3 

5 

80 

South  Hetton  Colliery 

Armstrong 

V 

12  in. 

200 

AUenlieads  

11 

11 

6 

18 

180- 

'Rotary  Engines. — Fig.  1192  show3  Armstrong's  rotary  water-pressure  engine.  It  is 
rendered  double-acting  by  bringing  the  force  to  bear  four  times  in  the  crank-circle. 
The  cylinders  are  made  to  oscillate,  and  the  plungers  are  attached  directly  to  tlio 
crank-pin.  A  piston  is  formed  at  the  inner  end  of  the  plunger,  and  water  is  admitted 
behind  the  piston,  while  the  front  is  placed  in  communication  with  the  pressure-pipe. 
A  is  the  pressure-pipe  ;  b,  the  exhaust-pipe  ;  e,  governor-A'ulve  ;  f,  g,  slide  valves  for 
producing  admission  and  emission  to  and  from  the  cylinder,  c,  d  ;  i,  pressure-pipe, 
communicating  with  the  cylinders,  c,  d,  in  front  of  the  piston.  The  slide-valves 
derive  motion  from  the  oscillatory  movements  of  the  cylinders,  and  are  of  tlie  ordinary 
D-shape  pattern. 

The  engine,  fig.  1193,  is  in  use  at  the  Wildberg  Mines,  in  Prussia,  for  winding 

1193 


.stuff  from  the  90  to  the  50  fathom  level.  It  consists  of  three  ram.",  a  throo-throw 
crank,  and  throe  slide-valves. 
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Tho  rams  are  cacli  2^  inches  diameter;  length  of  stroke,  10  inches;  speed,  60 
strokes  per  minute.  Each  valve  is  worked  direct  from  the  rams  by  means  oi  a  rod 
f  inch  diameter,  fitted  ^rith  adjustable  stops.    This  rod  passes  through  a  tubular 


1196 


1196 


valve-rod  moving  in  nut-boxes  containing  cup-leathors.  This  peculiar  arrangement 
with  the  valvo  itself  i»  ehowu  distinctly  ip  fi(j,  llOi.    Tho  guide-rod  is  fitted  with 
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tlio  stops  roforrod  to,  and  passes  through  a  tubular  valvo-rod  ;  tho  vnlvo  is  D-tshaped ; 
tho  proBSuro-port  and  exhaust-ports  aro  shown  ;  together  with  tho  roliof-valve.  Tho 


1197 


1198 


up  leakage  ;  /,  small  supply-plunger,  to  bo 
h,  cannot  be  advantageously  introduced. 


engine  under  its  working  pressure  of  about 
600  lbs.  per  inch,  runs  with  great  regu- 
larity. 

Fig.  1195  exhibits  a  rotary  engine  ap- 
plied to  winding,  pumping,  and  ventilat- 
ing purposes.  In  its  general  arrangement 
it  includes  an  air-vessel,  four  ram-cases, 
and  two  winding-drums,  a  wheel  fitted 
with  crank-pin  for  pumping,  and  a  fan. 
Fig,  1195,  plan;/^.  1196,  elevation  on 
line  a,  b,  of  plan.  Fig.  1197,  cross-eleva- 
tion of  engine  and  air-vessel.  A,  a',  outlet- 
pipes  from  ram-cases ;  b,  inlet-valve ;  d, 
air-vessel ;  e,  inlet-pipe ;  f,  fan  driving- 
wheel,  fitted  on  main  shaft ;  g,  h,  outlet- 
pipes,  connecting  valve-boxes  with  ram- 
cases  ;  z,  k',  clutch-box ;  m,  spur-pinion; 
N,  n',  spur-wheel,  with  pin  for  attaching 
pump-rod ;  o,  o',  excentric  valve-rods ;  q, 
shaft  for  driving  winding-drum ;  e,  spur- 
pinion  ;  s,  drum  ;  i,  spur-wheel  on  drum- 
shaft  ;  a,  c,  ram-cases  in  section,  a,  c,  in 
plan  ;  b,  rams ;  d,  d',  fork  crank-levers  ; 
e,  slide-valves  ;  /,  pipes  from  cylinder ;  g, 
passage  to  cylinders ;  m,  m',  excentrics ; 

lever  for  shifting  the  clutch  ;  w,  brake- 
strap  ;  z,  brake-lover. 

Hydraulic  Bar. — In  its  simplest  form 
the  hydraulic  bar  consists  of  a  main  of 
pipes  charged  with  water,  with  a  plunger 
or  piston  at  each  end ;  the  movement  of 
one  plunger  equally  affecting  the  move- 
ment of  the  other  through  the  medium  of 
the  water  stored  within  the  main.  Early 
in  1867  West  and  Darlington  commenced 
to  apply  the  hydraulic  bar  to  the  working 
of  pumps  and  balancing  of  pump-rods. 
Fig.  1198  represents  the  counterbalanc- 
ing apparatus  in  connection  with  a  mining 
pump-rod  when  working  in  a  vertical 
direction,  a,  plunger  attached  to  main- 
rod  ;  b,  pipe  connecting  the  second  ram- 
case  ;  c,  plunger,  with  weight-box  /;  g, 
guides  for  weight-box  ;  h,  pipe  com- 
municating with  cistern,  for  supplying 
such  water  as  may  be  necessary  to  make 
attached  to  tho  apparatus  when  the  pipe, 
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The  communication  between  the  faces  of  the  two  plungers  is  entirely  free  ;  and 
hence,  if  the  acting-ram,  a,  be  raised,  the  balance-plunger,  e,  will  fall  and  counter- 
balance the  rods  to  the  extent  of  its  weight,  less  the  trifling  amount  of  friction  incident 
to  the  movement. 

The  details  of  this  counterpoise  arrangement  {fig.  1199)  are,  in  most  respects, 
Identical  with  those  already  described ;  but  this  fig.,  which  represents  the  pump-rod 
in  an  mchned  position,  exemplifies  the  facility  of  changing  the  direction  of  the  power. 
a,  plunger  attached  to  main-rod;  b,  pipe  connecting  the  balance  ram-case;  e,  balance- 

T^:/'  '^''^^^"^t  °1 '  f  ^'  S'"'^^^  I^alance-box:  h,  pipe  for  supplying  water  to 
the  ram-cases  when  leakage  occurs.  i-i-  J-  s 

1199 


■pllithZ'^''Fhl\-t^^^^^^  '""fT^     the  Von  der  Heydt  Collierv 

«  inclined  plunl^;-c;  f  I  ^^'I'lTl  \  '/"^ '  ^"^vertical  plunger,  b  plungerSse' 

IfotlRe/p  ~  ^^^^^^ 
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upwards.  This  plunger  in  turn  descends,  or  performs  its  downstroke  in  strict  relation 
with  the  ascent  of  the  forcing  plunger.    In  these  apparatus,  fig.  1  Xafig.  7,  it  is  ovi- 


1200 


dent  that  the  reciprocating  movements  are  r IlCbTelfsdte^^^^ 

and  that  these  may  be  placed  either  vertically  or  at  9.ny  apgle  best  suited  to  the  .peciai 
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exigencies  of  the  situation.  The  main  of  pipes  may  also  run  in  an  angular  direction 
or  through  shafts  and  levels.  In  counterljahmcing  pump-rods  the  weight-box  bears 
directly  upon  the  line  of  pumping  motion  without  occasioning  any  side  strain.  The 
transfer  of  power  to  any  reasonable  distance  whether  at  surface,  or  underground,  may 
also  be  effected  at  a  loss  in  friction  incomparably  less  than  would  arise  from  any  other 
mode  of  transmission,  whilst  the  pipes  for  the  retention  of  the  water  may  be  carried 
into  the  remotest  heading  without  causing  any  inconvenience.  By  one  or  other  of  the 
arrangements  winzes  may  be  drained  below  the  deepest  level,  and  the  ground  readily 
divided  either  for  stopping  or  exploratory  purposes. 
The  hydraulic  bar  apparatus  for  changing  vertical  into  oblique  motion  consists,  as 

1201 


Jam' *1nT^i  9m  "^^^'^f ^^.^Pl^'i  together ;  the  motive  ram  alternating  the  pumping 
ram.  In;^^'.  1201,  a  is  the  motive  ram,  fixed  in  vertical  shaft ;  b,  pumpine  ram 

X72li'l\%  «f-ting  valve-arrangement  for  snpplyi^g'SrS::^^^^^^^ 
trS    •    '  ^'     h  ^  method  in  operation  at  Wheal  Phcenix  in  Cornwall 

S  r'^^ir"-"  ^^'^     ^  ^^^^^"'^         underground  Tma^u 

^"-^^^  '"^^^  :     pumping  rod  fitted  with  side  rods 
wl,;  vf  Czrcm^.— In  1867,  Jordan  and  Darlington  designed  an  ■^vv.r.rr 

which  they  designated  an  hydraulic  circuit.    This  apparatus  con^st  of  fl?^'"''^*^ 
force-pumps  or  plunger  cases  fitted  with  plungers.    Motlo^is  S^uni.rr.°'°;° 
force-pumps  or  plungers  by  any  suitable  machine  fixed  inTconveS  s  h,  ?   °  t"" 
each  plunger-case  is  attached  a  small  apparatus  for  dra^nTand 
under  adjustable  conditions.  A  main  or^L  of  pipes,  thoTySuc 
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from  ono  of  tho  plunger-cnscB  ;  nnd  when  the  power  is  to  be  tmnsferrud  ilirouj^h  drift- 
ways,  tho  pipes  are  curried  down  tlie  shui't  through  tho  levels  to  several  points  where 
power  is  required  and  returned  by  tho  sumo  or  a  second  shaft  to  tho  second  ram-case, 

1202 


forming  a  circuit  or  an  endless  band  for  transmitting,  power.    See  Specification, 

A.D.  1867,  No.  3386.— J.D.  ^  ,r    t,       u  *    v  ^,if  i,;., 

ZZYSRAUI.ZC  PRESS,  or  the  Bramah  Press.     Mr.  Bramah  took  out  Ins 
patent  in  1796.    It  rests  upon  the  well-known  hydrostatical  principle,  tJ^at  when  a 
Lss  of  fluid  is  in  equilibrium,  pressure  applied  at  any  part  of  it  is  t"itted^  m^^^^ 
its  whole  mass,  and  each  particle  sustains  the  same  pressure  as  ^^'f  y  "^jj?  P^^^^^^^^ 
In  its  simplest  form,  it  consists  of  a  large  piston  moving  in  a  .^'-^tf '^gl^  cf  n^^^^^^ 
the  bottom  of  which  is  filled  with  water,  which  also  communicates  %tu^l« 
with  water,  with  the  bottom  of  a  cylinder  of  a  small  forcing  pump    The  w^^^^^^^ 
this  last  is  submitted  to  any  pressure  we  may  wish  to  apply,  and  that  being  transmittcU 

Uie  iLge'^SriifS  it  up,  moving  alon|with  it  ^nt  TaS^^ 

it.  The  apparent  gain  of  power  is  ust  in  proportion  to  ^he  difference  of  ^'"'J^^^^/^^ 
sections  of  the  pump,  and  of  the  cylinder.  If  the  one.  f^.Jf^^^J^^J^J^Ji^'gi'^^^ 
only  one-fourth  of  an  inch,  and  the  others  one  pf  ten  ■       to  1  600    a,  5  U  o 

proportion  of  tho  squares  of  the  linear  dimensions,  will  be  as  1  to  1,600.  anU  Uie 

formed  b^^e'coSbi nation  if  J^^^^^y^JS^l^^ 

£s  t^io—isT^  ^ 
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tube,  closed  at  one  ciul,  a  little  ioclino,  then  a  small  quantity  of  roughly-powdered  glass 
moistened  -with  water,  upon  this  a  few  small  fragments  of  phosphorus,  and  lastly  more 
glass ;  this  order,  iodine,  glass,  phosphorus,  glass,  is  repeated  until  the  tube  is  two- 
thirds  filled.  A  cork  and  narrow  bent  tube  are  then  fitted  and  gentle  heat  applied, 
when  the  hydriodic  acid  is  liberated,' and  may  be  collected  in  dry  bottles  by  the  dis- 
placement of  air.  Another  process  is  to  place  in  a  small  retort  10  parts  of  iodide  of 
potassium  with  5  of  water,  add  20  parts  of  iodine,  then  drop  in  cautiously  1  part  of 
phosphorus  cut  into  small  pieces,  and  apply  a  gentle  heat;  hydriodic  acid  will  bo 
formed  abundantly,  and  may  be  collected  as  before  stated.  The  following  equation 
expresses  the  reaction : — 

2KI  +  51  +  P  +  8H0  yield  2KO,HO,P05  +  7HI. 
2SU  +  512  +  2P  +  8K-0  =  2B:-HP0*  +  IftfiZ. 

Hydriodic  acid  greatly  resembles  hydrochloric  acid ;  it  is  colourless,  and  highly  acid, 
it  fumes  in  the  air,  and  is  very  soluble  in  water.  Its  density  is  4-4,  and  under  strong 
pressure  it  condenses  to  a  yellowish  liquid,  which  solidifies  at  60°  Fahr. 

Hydriodic  acid  in  solution  is  much  more  easily  prepared  by  suspending  iodine  in 
water,  and  passing  a  stream  of  washed  hydrosulphuric  acid  through  it  until  the 
colour  disappears ;  it  is  then  heated  to  expel  the  hydrosulphuric  acid,  then  allowed  to 
rest,  when  it  may  be  decanted  from  the  precipitate  of  sulphur.  The  reaction  consists 
simply  in  the  displacement  of  the  sulphur  by  the  iodine,  HS  + 1  =  HI  +  S. 

This  liquid  may  be  evaporated  until  it  acquires  a  density  of  1-7,  when  it  consists  of 
HI+llHO.  It  then  distils  at  262°  Pahr.  without  decomposition.  The  solution 
cannot  be  long  kept,  it  being  decomposed  by  the  oxygen  of  the  air  with  the  liberation 
of  iodine,  wliich  imparts  a  dark  colour  to  it.  Chlorine  decomposes  it  instantly,  with 
liberation  of  the  iodine. 

The  solution  of  hydriodic  acid  and  of  the  iodides  possess  the  power  of  dissol'ving  a 
considerable  quantity  of  iodine,  forming  a  dark  solution. — H.K.B. 

HVBROBEN'Zom'.  A  compound  produced  by  the  action  of  nascent  hydrogen 
on  benzoyl  hydride— hitter  almond  oil.    See  Benzole. 

HVSROBROnxiC  ACZS.    See  Bbomink. 

KVDRO-CASIBON'S.  Compounds  consisting  of  carbon  and  hydrogen  only.  See 
Cakburetted  Hydrogen:  see  also  "Watts's  '  Dictionary  of  Chemistry.' 

HVDROCHXGSIIC  ACID,  Chlorhydric  acid,  or  hydrogen  chloride.  (Acide 
chlorhydriquc,  Fr. ;  Salzsdure,  Ger.)  Sym.  HCl. ;  at.  weight,  36-5.  A  compound  of 
chlorine  and  hydrogen,  which  is  a  colourless  gas,  of  a  peculiar  suffocating,  pungent 
odour ;  it  reddens  vegetable  blues,  but  possesses  no  bleaching  properties.  The  solution 
of  hydrochloric  acid  in  water  is  the  muriatic  acid  and  spirit  of  salt  of  commerce  • 
anciently  marine  acid.  ' 

Hydrochloric  acid  gas  maybe  obtained  by  the  direct  xmion  of  its  elements— hydrogen 
and  chlorine.  By  exposure  to  sunlight,  by  passage  of  an  electric  spark,  or  by  direct 
contact  with  flame,  these  two  gases  unite  with  explosive  violence.  2  volumes  of 
chlorine  and  2  volumes  of  hydrogen  combine  to  form  4  volumes  of  this  acid  Its 
specific  gravity  is  1-247,  air=  1-000. 

By  sealing  up  muriate  of  ammonia  and  sulphuric  acid,  apart,  in  a  strong  glass  tube 
re-curved,  and  then  causing  them  to  act  on  each  otlier.  Sir  H,  Davy  procured  liquid 
muriatic  acid.  At  50°  F.  it  condenses  under  a  pressure  of  40  atmospheres,  to  a  liauid 
of  spec.  grav.  1*27. 

Hydrochloric  acid  is  best  prepared  by  heating  a  mixture  of  6  parts  of  chloride  of 
sodium  {common  salt)  and  10  parts  of  concentrated  sulphuric  acid  previously  diluted 
with  4  parts  of  water,  in  a  capacious  glass  retort,  connected  with  a  set  of  WooLfe's 
bottles.    This  acid  is  extracted  on  a  large  scale  from  sea-salt,  by  the  action  of  sulphuric 
acid  at  a  moderate  heat ;  but  it  was  originally  obtained  from  the  salt  by  exposing  a 
mixture  of  it  and  of  common  clay  to  ignition  in  an  earthen  retort.    The  acid  gas  which 
exhales  is  rapidly  condensed  by  water.    100  cubic  inches  of  water  are  capable  of  ab 
sorbing  no  less  than  48,000  cubic  inches  of  the  acid  gas,  whereby  the  liqiiid  acauires 
a  specific  gravity  of  1-2109,  and  a  volume  of  142  cubic  inches.    This  vast  condensa 
tion  of  the  gas  is  accompanied  Avith  a  great  production  of  heat ;  whence  it  becomes 
necessary  to  apply  artificial  refrigeration,  especially  if  so  strong  an  acid  as  the  above 
IS  to  be  prepared.    In  general,  the  muriatic  acid  of  commerce  has  a  specific  ev^^r^^^r 
varying  Irom  1-15  to  1-20,  and  contains,  for  the  most  part,  considerablv  less  than  40 
parts  by  weight  of  acid  gas  in  the  hundred.    The  above  stronger  acid  conteins 

T^a  "^'^^  ^^hi'^h  weighs  252-5  grains  hns 

18^-  ll''29%"« "  T""'''  = '  r  =  ""^^       '  +       =  440-5 ;  thfn T/d-S  ' 

100.. lUU.  42-68.    In  general  a  very  good  approximation  may  be  found  to  tho  r,Pr 
centage  of  real  muriatic  acid,  in  any  liquid  sample,  by  multiplying  the  decimal  figS 
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of  tho  spocilic  gravity  by  200.  Thus,  for  example,  at  1-162  we  shall  have  by  this  rule, 
0-162  X  200  =  32--1,  for  tho  quantity  of  gas  in  100  parts  of  tho  liquid. 

The  preparation  of  this  acid  upon  a  commercial  scale  is  frequently  effected  in  this 
country  by  acting  upon  common  salt  in  homisphoriail  iron  pots,  or  in  cast-iron 
cylinders,  with  concentrated  sulphuric  acid  ;  tiiking  0  parts  of  the  salt  to  6  of  the  acid. 
Tho  mouth  of  tho  pet  may  bo  covered  witli  a  slab  of  siliceous  freestone,  perforated 
■\vith  two  holes  of  about  two  inches  in  diameter  each,  into  tho  one  of  which  tho  acid  is 
poured  by  a  funnel  in  successive  portions,  and  into  tho  other,  a  bent  glass,  or  stone- 
ware tube,  is  fixed,  for  conducting  tho  disengaged  muriatic  gas  into  a  series  of  largo 
globes  of  bottle  glass,  one-third  filled  with  water,  and  laid  on  a  sloping  sand-bed.  A 
week  is  commonly  employed  for  working  off  each  pot ;  no  heat  being  applied  to  it  till 
the  second  day.  .  •  j  i. 

The  decomposition  of  sea-salt  by  sulphuric  acid  was  atone  time  earned  on  by 
some  French  manufacturers  in  large  leadon  pans,  10  feet  long,  5  feet  broad,  and  a  foot 
deep,  covered  with  sheets  of  lead,  and  luted.  The  disengaged  acid  gas  was  made  to 
circulate  in  a  conduit  of  glazed  bricks,  nearly  650  yards  long,  where  it  was  condensed 
by  a  sheet  of  water  exceedingly  thin,  which  flowed  slowly  in  tho  opposite  direction  of 
the  gas  down  a  slope  of  1  in  200.  At  tho  end  of  this  canal  nearest  tho  apparatus,  the 
muriatic  acid  was  as  strong  as  possible,  and  pretty  pure ;  but  towards  the  other  end, 
tho  water  was  hardly  acidulous.  The  condensing  part  of  tlus  apparatus  was  therefore 
tolerably  complete ;  but  as  the  decomposition  of  the  salt  could  not  be  finished  in  the 
leaden  pans,  the  acid  mixture  had  to  be  drawn  out  of  them,  in  order  to  be  completely 
decomposed  in  a  reverberatory  furnace ;  in  this  way  nearly  50  per  cent,  of  the 
muriatic  acid  was  lost.  And  besides,  the  great  quantity  of  gas  given  off  during  the 
emptying  of  the  lead-chambers  was  apt  to  suffocate  the  workmen,  or  seriously  injured 
their  lungs,  causing  severe  haimoptysis.  j-o  j      i    r,  a 

,  The  apparatus  for  condensing  muriatic  acid  gas  has  been  modified  and  changed,  of 

late  years,  in  many  different  ways.  ,      ,      ^  t    „  i  - 

tL  Bastringue  Apparatus.  At  tho  end  of  a  reverberatory  furnace,  a  rectangular 
lead  trough  or  pan,  fbout  1  foot  deep,  of  a  width  equal  to  that  of  tho  interior  of  the 
furnace,  that  is,  about  5  feet  wide  and  6^  feet  long,  is  encased  in  masonry,  having^its 
upper  edges  covered  with  cast-iron  plates  or  fire  tiles,  and  placed  upon  a  level  with 
the  passage  of  the  flame,  as  it  escapes  from  the  reverberatory.    Tho  arch  which  covers 

1203 


that  pan  forms  a  continuation  o^^rthf  flYrc?^^^^^^^ 

height.    The  flame  .^^^^-^^  Proceeds^^^^^^^  ^^^^^^^^^ 

and  sidphuTic  acid  is  made  to  escape  between  l  ^^^^^^  ^.^ 

plates  or  fire  tiles,  through  a  passage  oul^^  downwards,  and 

and  vapours  reach  the  extremity       ^ho  pan,  t    y  ^^^^  ^^^^^^^     ^    ^^^^^^  ^.^.^^^ 

made  to  return  beneath  the  ^^-^"^JJ.^^^^^^^^^  in  the  chimney.  The 

so  as  to  lead  tbo  «^°ke  into  two  lateral  A^^^^^^^  ^^^^  discharged  from  tho 

pan  is  thus  surrounded  as  It  were  with  ^l^ejie-^^  pan,  for  introducing 

Lerberatory  furnace.    A  door  is  opened  ne^,  th    nd  o   the  p^^,^^_  ^^^^  .g 

the  charge  of  sea-salt,  amounting  to  12  bags  ot  ^  ^w 

then  luted  on  as  tiglitly  as  possible,  and    ^  ^/''^y  57  per  cent,  of  dry  acid, 

acid  are  poured  in,  of  specUic  Sp'^'-'y  ^ ''^t' !  the^L^^  ^room- 
This  acid  is  introduced  through  a  '"^  f^^'^^^^^^  is  conducted 

position  ensues,  miu:iatic  acid  gas  mingled  with  steam  is  uiseug  y 
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tliroii"li  4  stone-ware  tubes  into  the  rofrigeratoxs,  wliere  it  is  finally  condensed.  These 
refrigerators  consist  of  large  stone-ware  carboys,  called  dame-jeannes  in  France,  to  the 
number  of  7  or  8  for  each  pipe,  and  arranged  so  that  the  neck  of  the  one  communi- 
cates -with  the  body  of  the  other  ;  thus  the  gas  must  traverse  the  whole  series,  and  gets 
in  a  good  measure  condensed  by  the  water  in  them,  before  reaching  the  last. 

When  the  operation  is  finished,  the  door  opposite  the  pan  is  opened,  and  the 
residuum  in  it  is  discharged,  in  the  form  of  a  fluid  magma,  upon  a  square  bed  of 
bricks,  exterior  to  the  furnace.  This  paste  speedily  concretes  on  cooling,  and  is  then 
broken  into  fragments  and  carried  to  the  soda  manufactory.  The  immense  quantity 
of  gas  exlialed  in  discharging  the  pan,  renders  this  part  of  the  operation  very  painful 
to  the  workmen,  and  wasteful  in  reference  to  the  production  of  muriatic  acid.  The 
dilficulty  of  luting  securely  the  cast-iron  plates  or  fire  tiles  which  cover  the  pan,  the 
impossibility  of  completing  the  decomposition  of  the  salt,  since  the  residuum  must  be 
run  off  in  a  liquid  state,  finally,  the  damage  sustained  by  the  melting  and  corrosion  of 
the  lead,  &c.,  are  among  the  causes  why  no  more  than  80  or  90  parts  of  muriatic  acid 
at  1'170  are  collected,  equivalent  to  25  per  cent,  of  real  acid  for  every  100  of  salt  em- 
ployed, instead  of  much  more  than  double  that  quantity,  which  it  may  be  made  to 
jaeld  by  a  well-conducted  chemical  process. 

The  cylinder  apparatus  is  now  much  esteemed  by  many  manufacturers.  Fiff.  1203 
represents,  in  transverse  section,  a  bench  of  iron  cylinder  retorts,  as  built  up  in  a 
proper  furnace  for  producing 
muriatic  acid;  and  Jig.  1204 
a  longitudinal  section  of  one 
retort  with  one  of  its  car- 
boys of  condensation,  a  is 
the  grate ;  b,  a  fireplace,  in 
which  two  iron  cylinders, 
c  c,  are  set  alongside  of  each 
otlier.  They  are  feet 
long,  20  inches  in  diameter, 
about  \  of  an  inch  thick,  and 
take  1-6  cwt.  of  salt  for  a 
charge ;  d  is  the  ashpit ;  e  e 
are  cast-iron  lids  for  closing 
both  ends  of  the  cylinders; 
/is  a  tube  in  the  posterior 
lid,  for  pouring  in  the  sul- 
phuric acid ;  g  is  another 
tube,  in  the  anterior  lid,  for  the  insertion  of  the  bent  pipe  of  hard  glazed  stone-ware 
h;  z  is  a  three-necked  stone-ware  carboy ;  ^  is  a  safety-tube ;  I,  a  tube  of  commiini- 
cation  with  the  second  carboy  ;  mm  mm  are  the  flues  leading  to  the  chimney  n. 

After  the  salt  has  been  introduced,  and  the  fire  kindled,  SS^-  per  cent,  of  its  weight 
of  sulphuric  acid,  of  sp.  gr.  1-80,  should  be  slowly  poured  into  the  cylinder  through 
a  lead  funnel,  with  a  siphon-formed  pipe.  The  three-necked  carboys  may  be  either 
placed  in  a  series  for  each  retort,  like  a  range  of  Woulfe's  bottles,  or  all  the  carboys  of 
the  front  range  may  be  placed  in  communication  with  one  another,  while  the  last  car- 
boy at  one  end  is  joined  to  the  first  of  the  second  range  ;  and  thus  in  succession.  They 
must  be  half  filled  with  cold  water ;  and  when  convenient,  those  of  the  front  row  at 
least,  should  be  plunged  in  an  oblong  trough  of  running  water.  The  acid  which  con- 
denses in  the  carboys  of  that  row  is  apt  to  be  somewhat  contaminated  with  sulphuric 
acid,  chloride  of  iron,  or  even  sulphate  of  soda  ;  but  that  in  the  second  and  third  will 
be  found  to  be  pure.  In  this  way  100  parts  of  sea-salt  will  yield  130  parts  of  muriatic 
acid,  of  sp.  gr.  1-19;  while  the  sulphate  of  soda  in  the  retort  will  afford  from  208 
to  210  of  that  salt  in  crystals. 

It  is  proper  to  heat  all  the  parts  of  the  cylinders  equally,  to  insure  the  simultaneous 
decomposition  of  the  salt,  and  to  protect  it  from  the  acid ;  for  the  hotter  the  iron,  and 
the  stronger  the  acid,  the  less  erosion  ensues. 

Some  manufacturers,  witli  the  view  of  saving  fuel  by  the  construction  of  their  fur- 
naces, oppose  to  the  fiame  as  many  obstacles  as  they  can,  and  make  it  perform  numerous 
circulations  round  the  cylinders ;  but  this  system  is  bad,  and  does  not  even  effect  the 
desired  economy,  because  the  passages,  being  narrow,  impair  the  draught,  and  become 
speedily  choked  up  with  the  soot,  wliich  would  be  burned  profitably  in  a  freer  space  • 
the  decomposition  also,  being  unequally  performed,  is  less  perfect,  and  the  cylinders 
are  more  injured.  It  is  better  to  make  the  flame  envelope  at  once  the  body  of  the 
cylinder ;  after  which  it  may  circulate  beneath  the  vault,  in  order  to  give  out  a  portion 
of  its  heat  before  it  escapes  at  the  chimney. 

The  fire  should  be  briskly  kindled,  but  loworpd  as  soon  as  the  distillation  com- 
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musM    1        1       continued  n.odomto  till  the  .volution  of  gas  diminiehes,  when  it 
movnd  ^  f';'l^,f°'";;^^'l^''^^  strongly  to  linisli  the  docompositionl'  The  iron  do^r  now 
S  ato  ouX  n         ry^'^'f  '^"'^     rccommonco  another  operation.  Th,^ 

bcaSt!  '     "  """'^  ^•''l^il^iting  in  its  fracture  no  undecomposed 

tho"nSh,n!'nK^t^''^™'r''""  '"'''■^  ^^'""^  '"'-^^"^^  common  8alt  and  sulphuric  acid, 
ThlJ^  Zli  MT""''  TT  ^'"^  tl^o  proportions  of  raw  materials  employed 
of  siilnh;       p;  V"'",'^'  of  the  manufacturer.    If  two  molecules 

to  78  •  of  .^l'  U  ,    l""'"'^  ''"J' °f  ^8  parts  by  weight  of  acid 

Siato  raoid  iihi  f  rr^'f '  ^^<^°"ipl<^tely  at  a  moderate  temperature,  and  bisul- 
F,  f 1  ^""^^J'''^:"}  «f  i«  produced,  whilst  hydrochloric  acid  is  evolved.  But  if 
aS  as  tl  by  weight)  be  employed,  with  thesame  quantity  of 

sS  nt  wlSl  v  'nf  '^'^'^""^Iff  0°  teko«  place  in  two  stages,  the  final  residue  ^on- 
bi&ting  who  ly  of  neutral  sulphate  of  soda  ;  but  in  this  case  a  much  higher  temperature 
IS  required  to  effect  the  decomposition.  Hence  the  former  method  yields  the  hydro- 
chloric acid  with  greater  facility,  and  with  less  expenditure  of  fuel,  whilst  the  latter  pro- 
vitrior'^'"''''^  ^    ^         temperature,  but  consumes  only  half  the  quantity  of  oil  of 

Large  quantities  of  hydrochloric  acid  are  produced  in  the  first  stage  of  the  manu- 
lacturo  oi  soda-ash.  Formerly  the  acid- vapours  were  allowed  to  escape  into  the  atmo- 
sphere and  caused  great  damage  to  the  surroundir,g  vegetation  ;  but  they  are  now 
caretuUy  condensed  m  large  towers  or  scrubbers.  The  weak  solution  of  acid  thus  ob- 
tained may  be  afterwards  concentrated.  Mr.  Clapham's  process  of  obtaining  a  strong 
acid  in  this  way  consists  in  pumping  up  the  weak  acid  into  the  condensing  towers, 
where  it  becomes  strengthened  by  fresh  condensation  of  vapour. 

Several  processes  have  been  suggested  for  obtaining  hydrochloric  acid  without  the 
use  ot  sulphuric  acid,  but  none  of  them  can  be  said  to  be  commercially  successful. 
J^or  example,  hydrochloric  acid  may  be  generated  by  heating  common  salt  with  sul- 
phate of  magnesia,  with  pyrites,  or  with  weathered  sulphate  of  iron ;  the  acid  may  also 
be  obtained  by  decomposing  chloride  of  calcium  by  the  action  of  steam  at  a  high  tem- 
perature, or  by  heating  chloride  of  magnesium. 

Table  of  Hydrochlonc  Acid,  by  Br.  Ure. 
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tic gas 

Acid 
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mlOO 

Specific 
gravity 

Chlorine 

Muria- 
tic gas 

100 

1-2000 

39-675 

40-777 

66 

1-1328 

26-186 

26-913 

32 

1-0637 

12-697 

13-049 

99 

1-1982 

39-278 

40-369 

65 

1-1308 

26-789 

26-605 

31 

1-0617 

12-300 

12-641 
12-233 

98 

1-1964 

38-882 

39-901 

64 

1-1287 

25-392 

26-098 

30 

1-0597 

11-903 

97 

1-1946 

38-485 

39-554 

63 

1-12C7 

24-996 

25-690 

29 

1-0577 

11-506 

ll-8-.V> 

96 

1-1928 

38-089 

39-146 

62 

1-1247 

24-599 

25-282 

28 

1-0557 

11-109 

11-418 

95 

1-1910 

37-692 

38-738 

61 

1-1226 

25-202 

24-874 

27 

1-0537 

10-712 

11-010 

94 

1-1833 

37-296 

38-330 

60 

1-1206 

23-805 

24-466 

26 

1-0.517 

10-316 

10-602 

93 

1-1875 

36-900 

37-923 

59 

1-1185 

23-408 

24-058 

25 

1-0497 

9-919 

10-194 

92 

1-1857 

36-503 

37-516 

68 

1-1164 

23-012 

23-050 

24 

1-0477 

9-522 

9-786 

91 

1-1846 

36-107 

37-108 

67 

1-1143 

22-615 

23-242 

23 

1-0457 

9-125 

9-879 

90 

1-1822 

35-707 

36-700 

56 

1-1123 

22-218 

22-834 

22 

1-0437 

8-7-29 
8-332 

9-971 

89 

1-18(12 

35-310 

36-292 

55 

1-1102 

21-822 

22-426 

21 

1-0417 

8-563 
8-155 

8S 

1-1782 

34-913 

35-884 

54 

1-1082 

21-425 

22-019 

20 

1-0397 

7-935 

87 

1-1762 

34-517 

35-476 

53 

1-1061 

21-028 

21-611 

19 

1-0377 

7-538 

7-747 

86 
85 

1-1741 

34-121 

35-068 

62 

1-1041 

20-632 

21-203 

18 

1-0357 

7-141 

7-340 
7-932 

1-1721 

33-724 

34-660 

51 

1-1020 

20-235 

20-796 

17 

1-0337 

6-745 

84 

1-1701 

33-328 

34-252 

60 

1-1000 

19-837 

20-388 

16 

1-0318 

6-348 

6-5-24 

83 

1-1681 

32-931 

33-845 

49 

1-0980 

19-440 

19-980 

15 

1-02.98 

5-9.n 

6-110 

82 

1-1661 

32-535 

33-437 

48 

1-09G0 

19-044 

19-572 

14 

1-0279 

6-564 

0-709 

81 

1-1641 

32-136 

33  029 

47 

1-0939 

18-647 

19-165 

13 

l-(i-259 

6-158 

6-801 

80 

1-1620 

31-746 

.32-621 

46 

1-0919 

18-250 

18-767 

12 

1-0239 

4-762 

6-893 

79 

1-1599 

31-343 

.32-213 

45 

1-0899 

17-854 

18-359 

11 

1-0220 

4-365 

4-486 

78 

1-1578 

30-946 

31-806 

44 

1-0879 

17-4,57 

17-941 

10 

1-0200 

3-968 

4-078 

77 

1-1.557 

30-550 

31-398 

43 

1-0859 

17-060 

17-634 

9 

1-0180 

3-571 

4-670 

76 

1-1536 

30-153 

30-990 

42 

1-0838 

16-664 

17-126 

8 

1-0160 

3-174 

3-262 

75 

1-1515 

29-757 

30-582 

41 

1-0818 

16-267 

16-718 

7 

1-0140 

2-778 

3-854 

74 

1-1494 

29-361 

30-174 

40 

1-0798 

15-870 

16-310 

6 

1-0120 

2-381 

3-447 

73 

1-1473 

28-964 

39-767 

89 

1-0778 

15-474 

15-902 

6 

1-0100 

1-984 

2-(i39 

72 

1-1452 

28-567 

29-359 

38 

1-0758 

15-077 

15-494 

4 

1-0080 

1-588 

2-631 

VI 

1-1431 

28-171 

28-951 

37 

1-0738 

14-680 

15-087 

3 

1-0060 

1-191 

1-221 

70 

1-1410 

27-772 

28-C44 

30 

1-0718 

14-284 

14-679 

2 

1-0040 

0-7.95 

1-816 

09 

1-1389 

27-376 

28-136 

35 

1-0697 

13-887 

14-271 

1 

1-0020 

0-397 

1-408 

08 

1-1369 

26-979 

27-728 

34 

1-0677 

13-490 

13-863 

67 

1-1349 

20-583 

27-321 

33 

1-0637 

13-094 

13-456 

The  muriatic  acid  of  commerce  has  usually  a  yellowish  tinge,  due  to  the  presence  of 
chloride  of  iron  ;  but  when  chemically  pure,  it  is  colourless.   It  fumes  strongly  in  the 
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air,  emitting  a  corrosive  vapoiir  of  a  peculiar  smell.  The  characteristic  test  of  mu- 
riatic acid  in  the  most  dilute  state,  is  nitrate  of  silver,  -which  causes  a  curdy  precipi- 
tate of  chlorido  of  sih'cr.  _  . 

Liquid  muriatic  acid  has  a  very  sour  corrosive  taste,  a  pungent  suffocating  smell, 
and  acts  very  powerfully  upon  a  vast  number  of  mineral,  vegetable,  and  animal  sub- 
stances. It  is  largely  employed  in  the  manufacture  of  chlorine  for  preparing  bleaching 
powder  and  other  purposes ;  it  is  also  used  in  the  preparation  of  chloride  of  zinc  and 
other  metallic  chlorides  used  in  the  arts ;  it  is  employed  in  the  generation  of  carbonic 
acid  gas  from  carbonate  of  lime ;  and  it  is  a  constituent  of  certain  freezing  mixtures.' 
In  combination  with  nitric  acid,  it  forms  the  aqva  regia  of  the  alchemists,  so  called 
from  its  property  of  dissolving  gold.    See  Soda  Manufacttteb. 

HYDRO CSTAN-IC  ACID.  Syn.  Cyanhydric  acid,  Prussic  acid.  C^NH  (CJTH). 
This  highly  important  acid  is  regarded  by  all  chemists  as  being  formed  on  the  exnct 
type  of  the  ordinary  inorganic  hydracids,  such  as  the  hydrochloric  or  hydriodic.  The 
compound  radical  analogous  to  clilorine,  which  is  contained  in  it,  has  received  the 
name  oi  cyanogen,  and  possesses  the  formula  C-N  (CW).  That  this  body  is  precisely 
analogous  in  its  relations  to  the  simple  salt-radicals  is  rendered  certain  by  numerous 
facts.  It  combines  directly  -with  metals  to  form  compounds ;  it  possesses  the  same 
vapour- volume,  and  unites  with  hydrogen  to  form  a  hydracid,  which  in  its  turn 
decomposes  the  metallic  oxides  witli  formation  of  water.  Thus  we  have,  with  metallic 
oxides  and  hydrochloric  acid  (M  standing  for  a  metal),  MO -t- HCl  =  MCI  +  HO,  aud 
with  hydrocyanic  and  metallic  oxides  (Cy  standing  for  cyanogen),  MO-t-HCy  =  MCy 
+  HO.  Two  volumes  of  chlorine  and  two  of  hydrogen  yield  four  volumes  of  hydro- 
chloric acid  gas,  and  two  volumes  of  cyanogen  with  two  of  hydrogen  yield  four 
volumes  of  hydrocyanic  acid.  The  density  of  the  vapour  of  hydrocyanic  acid  is  con- 
sequently 0-9476,  the  theoretical  number  being  0'9342.  Its  density  in  the  fluid 
state  is  0'6967,  at  a  temperature  of  64°-4.    It  boils  at  80°  F.  at  ordinary  pressures. 

Hydrocyanic  acid  is  never  prepared  in  the  anhydroiis  state,  except  as  a  curiosity 
or  for  the  purpose  of  scientific  investigation.  In  fact,  it  cannot  be  long  preserved  of 
great  strength ;  a  somewhat  complex  decomposition  invariably  takes  place  in  it. 
Avith  production  of  brown  adhesive  matters  containing  cyanide  of  ammonium,  and 
also  a  substance  by  some  considered  to  be  an  acid,  and  known  as  the  azulmic.  Para- 
cyanogen  is  probably  formed  at  the  same  time.  The  constitution  of  azulmic  acid  is  by 
no  means  well  known,  and  even  its  very  existence,  as  a  definite  chemical  substance, 
is  doubtful.  It  is  singular  that  the  presence  of  a  mineral  acid  greatly  retards  the 
decomposition  of  prussic  acid,  especially  if  it  be  dilute  ;  the  pharmacopceian  acid  con- 
qucntly  may  be  preserved  of  uniform  strength,  in  well-filled  and  closely-stoppered 
bottles,  for  almost  any  length  of  time.  The  deadly  natiire  of  prussic  acid  unhappily 
causes  it  to  be  only  too  frequently  resorted  to  by  the  despairing  or  the  murderer. 
Fortunately,  however,  in  spite  of  its  volatility,  the  chemist  possesses  excellent  means 
for  its  detection. 

Preparation. — 1.  Hydrated  acid.  As  prussic  acid  is  largely  employed  in  medicine, 
but  in  a  very  dilute  form,  it  is  usiial  to  prepare  it  and  dilute  until  of  the  proper  degree 
of  strength.  The  following  process  for  preparing  it  -will  be  found  to  give  a  satisfactory 
result,  and,  moreover,  i  t  may  be  performed  on  any  quantity  of  materials.  The  apparatus 
for  the  purpose  will  vary  with  the  scale  on  which  the  experiment  is  to  be  made.  If 
on  a  few  ounces,  glass  retorts  and  flasks  answer  well,  if  good  condensation  is  ensured, _ 
by  means  of  a  Liebig's  condenser  well  supplied  with  very  cold  water.  If  a  largo' 
quantity  of  prussic  acid  is  to  be  made,  such  as  several  gallons,  the  apparatus  should 
consist  of  a  stoneware  still,  with  head  adjusted  by  grinding.  The  head  should  be 
capable  of  adjustment  with  a  stoneware  adapter  to  a  worm  of  the  same  material  en- 
closed in  a  tub  of  water.  The  joints  are  to  be  luted  with  a  mixture  of  one  handfuU 
of  almond  meal  and  five  handfulls  of  linseed  meal,  worked  with  water  to  the  con- 
sistence of  putty.  ^  A  solution  of  rough  chloride  of  calcium  in  water  is  to  be  made  and 
placed  in  a  large  iron  pot,  with  a  cover  so  contrived  as  to  permit  the  still  to  drop  in 
up  to  the  flange.  10  parts  of  yellow  prussiate  of  potash  are  then  to  be  bruised  in  a 
mortar  and  mixed  with  dilute  sulphuric  acid  prepared  by  adding  6  parts  of  sulphuric 
acid  (density  1-850)  to  42  of  water.  The  head  being  luted  on,  a  fire  is  to  be  kindled 
in  the  furnace  under  the  iron  pot,  and  the  chloride  of  calcium  bath  is  to  be  kept 
boiling  constantly  until  36  parts  of  acid  have  distilled  over.  The  beak  of  the  still 
should  be  placed  in  the  funnel  which  conducts  the  acid  to  the  Winchester  quart  bottles 
which  are  to  contain  the  product,  and  a  piece  of  wet  bladder  is  to  be  stretched  over 
the  funnel  to  prevent  evaporation  of  the  acid  into  the  laboratory.  The  worm  used  for 
the  purpose  must  be  ascertained  to  be  perfectly  clean,  and,  if  prussic  acid  is  to  be 
frequently  made,  .should  be  kept  specially  for  that  operation.  To  each  Winchester 
quart  of  the  acid  distilling  over,  one  drop  of  sulphuric  acid  may  be  added  to  insure 
Its  keeping.    But  the  acid  thus  prepared  generally  keeps  for  a  long  time  even  without 
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this  precaution,  owing  probably  to  small  traces  of  the  sulphuric  acid  being  carried 
over  during  the  distillation. 

It  is  quite  impossible  to  conduct  the  operation  so  as  to  yield  a  product  of  uniform 
strength;  it  is  absolutely  necessary,  therefore,  to  determine  the  percentage  of  real 
liydrocyanic  acid,  and  dilute  it  to  the  required  degree.  It  fortunately  happens  that 
1  grain  of  hydrocyanic  acid  yields  almost  exactly  5  grains  of  cyanide  of  silver;  for 
one  equivalent  of  acid  =  27  produces  1  equivalent  of  cyanide  of  silver=134;  so  that 
27  '.  134::  1  :  4:'96.  The  acid  produced  will  have,  probably,  to  be  reduced  to  one  of 
two  standards  ;  namely,  the  so-called  Scheele's  strength,  containing  5  per  cent,  of  acid, 
or  the  P.L.,  containing  2  percent.;  100  grains  of  the  former  should,  consequently, 
yield  25  grains,  and  100  of  the  P.L.  10  grains  of  cyanide  of  silver.  In  either  case  the 
calculation  becomes  obvious. 

2.  The  anhydrous  acid.  Several  processes  for  conducting  this  dangerous  operation 
are  known ;  the  follo\ving  is,  perhaps,  the  most  generally  convenient.  A  large  glass 
retort  is  so  arranged  that  its  neck  is  directed  upwards  at  an  angle  of  about  45°  ;  a 
cork  fitted  to  the  aperture  in  the  neck  connects  a  glass  tube  with  a  bottle  containing 
a  little  chloride  of  calcium.  From  the  latter  vessel  another  tube  proceeds  to  a  U-tube 
containing  fragments  of  chloride  of  calcium,  and  irom  the  latter  a  third,  conducting 
the  dehydrated  vapour  of  prussic  acid  to  an  upright  glass  tube  contained  in  a  mixture 
of  ice  and  salt.  Into  the  retort  is  placed  a  mixture  of  10  parts  of  yellow  prussiate  of 
potash,  7  of  oil  of  vitriol,  and  14  of  water.  The  retort  is  to  be  heated  with  a  charcoal 
fire,  and  the  temperature  of  the  bottle  and  U-tube,  containing  the  chloride  of  calcium, 
is  not  to  be  allowed  to  fall  below  90°,  in  order  to  prevent  condensation  of  the  anhy- 
drous prussic  acid  taking  place  anywhere  except  in  the  tube  contained  in  the  freezing 
mixture.  The  vapour  of  anhydrous  prussic  acid  is  so  dangerous  that  the  greatest 
precaution  must  be  taken  to  prevent  inhaling  the  smallest  portion. 

Detection  of  prussio  acid. — When  prussic  acid  exists  in  moderate  quantity  in  a 
solution  it  may  be  detected  by  first  adding  a  few  drops  of  potash,  then  a  mixture  of 
puotosulphate  and  persulphate  of  iron,  and  finally  a  little  hydrochloric  acid ;  a  bright 
blue  precipitate  indicates  the  presence  of  the  acid.  A  much  more  delicate  test,  and 
one  that  is  applicable  when,  from  the  dilution  of  the  solution,  the  salts  of  iron  are  no 
longer  capable  of  acting,  is  by  the  conversion  of  the  prussic  acid  into  sulphocyanide 
of  ammonium.  For  this  purpose  the  prussic  acid  is  to  be  warmed  on  a  watch-glass 
with  a  drop  of  sulphide  of  ammoniimi,  until  the  solution  has  become  colourless.  The 
addition  of  a  trace  of  a  solution  of  a  persalt  of  iron  will  show,  by  the  formation  of  a 
blood-red  colour,  the  presence  of  the  acid  sought.  A  very  neat  mode  of  applying 
this  test  is  to  place  one  drop  of  sulphide  of  ammonium  on  a  watch-glass  inverted  over 
another  containing  the  suspected  fluid.  On  leaving  the  apparatus  in  a  warm  place, 
arranged  in  this  manner,  for  a  short  time,  the  upper  glass  will  be  found  to  contain 
sulphocyanide  of  ammonium,  which,  after  drying,  will  be  in  a  state  well  adapted  for 
sho-ning  the  reaction  with  a  persalt  of  iron. — C.G.W. 

HYDRODYNAMICS.    The  mechanical  science  which  treats  of  the  motion  of 
fluids.    This  science  has,  of  course,  most  important  bearings  on  the  pumping-engines, 
water-wheels,  &c.,  employed  to  facilitate  the  operation  of  the  miner.    It  is  not,  how- 
over,  possible  to  embrace  this,  which  belongs  to  mechanical  engineering,  in  this  work. 
See  Htdeattlic  Machineky,  foe  Mines. 

HYDRO-EXTRACTOK.  A  name  sometimes  given  to  the  machines  employed 
for  expelling  the  water  from  woven  goods.    See  Desiccation. 

HYDROriiTrORIC  ACID.  It  was  observed  by  Schwankhardt,  in  1670,  thatfluor 
spar  and  oil  of  vitriol  would  eat  into  glass.  Scheele,  in  1771,  determined  that  this 
peculiar  property  was  due  to  the  liberation  of  an  acid  from  the  fluor  spar. 

Hydrofluoric  acid  is  best  obtained  by  placing  finely-powdered  fluor  spar  in  a  leaden 
retort,  and  twice  its  weight  of  highly-concentrated  oil  of  vitriol.  By  a  gentle  heat 
the  gas  is  distilled  over,  which  must  be  collected  in  a  leaden  tube,  in  which,  by  means 
of  a  freezing  mixture,  it  may  be  condensed  into  a  liquid.  If  a  solution  of  this  acid  in 
water  is  required,  the  extremity  of  the  tube  from  the  retort  is  carried  into  water. 

Hvdrofluorie  acid  attacks  glass  with  great  readiness,  by  acting  on  its  silica. 

Glass  upon  which  any  design  is  to  be  etched,  is  covered  with  an  etching-wax,  and 
the  design  made  in  the  usual  manner  ;  this  is  placed  over  a  leaden  vessel,  in  which 
is  a  mixture  of  fluor  spar  and  oil  of  vitriol ;  a  gentle  heat  being  applied,  hydrofluoric 
acid  escapes,  and  immediately  attacks  the  glass.    See  Fluorixe. 

HYDROGEW.  (Hydroqkie,  Fr. ;  Wasser.«toff,  Ger.)  A  pormanently  gaseous  ele- 
mentary body,  the  liglitost  of  all  known  substances,  its  specific  gravKy  being  -0693  ; 
100  cubic  inches  weighing,  under  ordinary  pressure  and  temperature,  only  2-14  grains. 
It  is  tlioniforo  nearly  14-5  times  lighter  tiian  atmosplicTic  air 

From  its  extreme  lightness  it  was  formerly  used  for  filling  balloons,  but  it  has  been 
superseded  for  that  purpose  by  ordinary  coal-gas,  which  can  bo  obtained  at  a  much 
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clie.aper  rate;  the  difference  of  buoyant  power  being  compensated  by  increasing 
considerably  the  size  of  the  balloon.  It  is  itself  inflammable,  but  will  not  support 
combustion.  In  burning  it  combines  with  oxygen,  forming  water,  which  contains  |th 
of  its  weight  of  hydrogen. 

It  is  generally  prepared  by  the  action  of  dilute  sulphuric  acid  on  zinc,  although 
there  are  many  other  processes  which  furnish  it ;  as  the  decomposition  of  steam  by 
iron  fillings  with  the  aid  of  heat,  the  decomposition  of  water  by  electricity,  &c. 

In  the  act  of  combining  ynth  oxygen,  as  when  burnt  in  the  oxyhydrogen  blow- 
pipe, the  greatest  possible  heat  is  obtained ;  a  piece  of  stout  platinum  wire  being  fused 
when  placed  in  the  flame,  which  cannot  be  affected  by  the  greatest  heat  of  oiu* 
furnaces. 

Hydrogen  is  often  used  in  the  process  of  soldering  metals ;  it  which  case  it  is 
requisite  to  bring  the  two  surfaces  of  the  metal  together  in  a  perfectly  metallic  state 
at  a  high  temperature.  Hydrogen  eflfects  this  completely;  by  its  combustion  it 
supplies  the  heat,  and  by  entering  into  combination  with  the  oxygen  of  the  air,  pre- 
vents the  formation  of  oxides,  which  are  so  easily  formed  at  the  temperature  required 
for  the  melting  of  the  metals,  and  which,  when  present,  prevent  the  union  of  the 
siufaces.    See  Autogenous  Soidering. 

Hydrogen  is  often  used  also  for  the  reduction  of  metals  from  their  different  com- 
binations ;  the  reduction  is  effected  by  passing  a  current  of  hydrogen  over  the  com- 
pounds heated  to  redness. 

HYDROGEN',  PHOSPHORETTZSS,  or  Phosphamine.  A  compound  of  hydro- 
gen and  phosphorus,  PH'.  It  is  spontaneously  inflammable  if  it  escapes  into  the 
air. 

nVBROGEW,  SXTIiPHTrRETTED.    See  Sulphuretted  Hydrogen. 

HYBROItSSTER.  An  i  nstrument  for  ascertaining  the  specific  gravities  of  liquids. 
Baume's  hydrometer,  which  is  much  used  in  France,  and  other  coimtries  of  the  con- 
tinent of  Europe,  when  plunged  in  pure  water  at  the  temperature  of  58°  Fahr.,  marks 
0  upon  its  scale ;  in  a  solution  containing  15  per  cent,  of  common  salt  (chloride  of 
sodium),  and  85  of  water  by  weight,  it  marks  15° ;  so  that  each  degree  is  meant  to 
indicate  a  density  corresponding  to  one  per  cent,  of  that  salt.    See  Axcoholjieteb. 

HTDROPKAnrE.  A  variety  of  opal  which  readily  imbibes  water,  and  when 
immersed  it  becomes  transparent,  though  opaque  wlien  dry.  It  is  found  in  Hungary 
and  in  Ii-eland,  near  the  Giant's  Causeway,  and  at  Crosreagh,  Ballywillin. 

BYSROSTATXC  BAKADTCE.  HYDROSTATIC  PRESS.  A  balance  or 
a  press  constructed  in  obedience  to  the  law  that  In  a  quantity  of  fluid  submitted  to 
compression,  the  whole  mass  is  equally  affected,  and  similarly  "in  all  directions.  The 
subject  belongs  to  Practical  Engineering. 

HYDROSTATICS.  The  science  which  treats  of  the  equilibrium  of  fluids,  and 
of  the  pressure  exerted  by  them. 

In  the  engineering  arrangements  by  which  water  is  supplied  to  towns,  hydrostatics 
becomes  of  the  utmost  importance.  The  highest  possible  level  is  obtained  for  the 
reservoir ;  and  from  this  a  series  of  pipes  is  arranged  through  all  the  streets  and 
houses.  The  tendency  of  the  water  is  to  rise  to  its  original  level,  and  hence  all  the 
pipes  are  filled  with  water,  and  in  all  such  as  are  below  the  level  of  the  water  in  the 
reservoir  a  pressure  up-^vard  is  exerted  equal  to  the  height  of  the  reservoir  above 
that  point;  and  if  a  hole  is  pierced  in  the  pipe,  the  water  jets  out  with  a  force  equal 
to  this  pressure.  In  the  highest  houses,  the  water  perhaps  only  finds  its  level,  and 
flows  out  without  pressure  quickly.  See  Hydraulic  Crane  ;  Hydraulic  Machinery 
FOR  Mines.  ' 

HYDROSVIiPHTTRETS  or  Hydrosulphides.  Chemical  compounds  of  bases  with 
sulphuretted  hydrogen,  or  hydrosulphuric  acid. 

HYDROXYI..  A  radical  containing  HO^  (HO).  Great  prominence  has  been 
given  to  it  in  recent  chemical  theories.  Peroxide  of  hydrogen,  or  oxygenated  water, 
may  be  regarded  as  free  hydroxyl,  since  it  contains  the  molecule,  or  two  atoms  of 
hydroxyl  ;>H0'  (H'-'O^).  ' 

HYCROIVIETER  {vyp6s,7!ioist,  nerpov,  measure),  is  an  instrument  which  measures 
the  amount  or  degree  of  moisture  in  the  atmosphere. 

Water,  both  liquid  and  solid,  always  tends  to  assume  the  gaseous  form,  and  in  so 
doing  exerts  an  elastic  force,  increasing  as  the  temperature  rises,  but  in  a  higher  ratio 
and  m  order  that  such  increasing  force  may  be  exerted  when  water  is  confined  in  a 
given  space,  it  is  necessary  that  a  larger  and  larger  quantity  of  water  should  become 
vapour;  if  the  weight  of  water  be  not  increased,  its  elastic  force  will  rise  with  its 
temperature,  but  in  a  much  less  ratio.  For  aqueous  vapour,  like  any  other  ffas  t-Rnda 
to  expand  by  ,l^th  part  of  its  volume  at  32°  Fahr.  for  every  degree  of  incro  ised 
temperature.  Tfio  terms  saturated  and  of  maximum  clastic  force  are  aDDlied  S 
aqueous  vapour,  when  any  reduction  of  temperature  or  increase  of  pressure  caused 
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some  of  tho  vapour  to  be  condensed.  The  temperature  of  saturated  vapour  is  said  to 
bo  at  tho  dew-point.  Thus,  aqueous  vapour  of  60°  Fuhr.  and  of  an  elastic  force  of 
618  inches  is  saturated,  and  6U°  is  its  dew-point.  These  remarks  apply  to  aqueous 
vapour  mixed  with  air ;  diiforing  only  in  vapour  spreading  less  rajjidly  in  a  space 
filled  with  air  than  in  a  vacuous  space.  Air  is  said  to  bo  saturated  with  moisture 
when  Uio  aqueous  vapour  it  contains  is  of  maximum  elastic  force,  the  temperature  of 
tho  air  is  then  called  its  dew-point. 

Daniell's  hygrometer  was  tlie  first  accurate  instrument  invented  of  the  kind :  it 
consists  of  a  small  glass  siphon,  at  each  end  of  which  is  a  small  glass  bulb  about 
l  i  inch  in  diameter,  a  small  but  delicate  thermometer  is  placed  in  the  longer  leg,  as 
much  ether  is  poured  into  tho  lower  bulb,  which  is  of  black  glass,  as  will  half  cover 
the  enclosed  thermometer  bulb ;  before  sealing  tho  tube  the  ether  is  boiled  to  drive 
out  all  the  air  ;  tho  instrument  is  completed  by  covering  the  upper  bulb  with  muslin. 
It  is  placed  on  a  small  brass  stand,  on  which  is  placed  another  thermometer,  whoso 
readings  shoAv  tho  air-temperature,  at  the  time  the  siphon  shows  the  dew-point.  To 
make  an  observation,  all  the  ether  in  the  tube  is  collected  into  the  lower  bulb,  and 
from  a  tube  or  bottle  a  few  drops  of  ether  are  poured  on  the  muslin  of  the  upper 
bulb,  its  evaporation  condenses  the  vapour  within,  fresh  vapour  fiows  along  the  bent 
tube  from  the  lower  bulb,  gradually  the  temperature  is  reduced,  until  the  dew-point 
of  the  surrounding  air  is  reached,  immediately  a  film  of  condensed  vapour  from  the 
air  surrounds  the  black  glass  bulb  like  a  ring,  at  the  level  of  the  ether  within  it,  and 
if  the  thermometer  be  read  directly,  almost  the  true  temperature  of  the  dew-point  can 
be  obtained,  while  the  exterior  thermometer  will  be  that  of  the  surrounding  air.  Tho 
expenditure  of  ether  is  an  objection  to  this  instrument,  while  its  portability  is  a  great 
recommendation. 

Subsequently,  several  other  hj'grometers  were  devised,  but  none  that  can  com- 
pare with  Eegnault's  Condenser  Hygrometer,  which  is  a  perfect  instrument  of  its 
kind.  It  consists  of  a  very  thin  and  brightly-polished  silver  thimble,  45  mm.  high 
and  20  mm.  in  diameter,  fitted  to  a  glass  tube,  which  is  again  fixed  by  a  small 
lateral  tube,  and  a  metallic  tube,  to  a  stand ;  tho  upper  end  of  the  glass  tube  is  closed 
by  a  cork  bearing  a  thin  glass  tube  descending  nearly  to  the  bottom  of  the  silver 
thimble,  and  a  very  delicate  thermometer,  the  pear-shaped  bulb  of  which  is  in  tho 
centre  of  the  thimble  ;  an  exactly  similar  thermometer,  similarly  placed  within  a  glass 
tube  and  silver  thimble,  is  mounted  on  the  other  side  of  the  stand,  but  the  cork  is 
not  penetrated  by  any  glass  tube.  To  make  an  observation,  as  much  good  ether  as 
will  more  than  a  third  fill  the  thimble  is  poured  into  the  lesser  tube  of  those  first 
described ;  the  cork  is  then  fitted  air-tight  and  the  instrument  is  put  in  connection, 
by  means  of  a  caoutchouc  tube,  with  a  common  aspirator.  "Water  flowing  from  the 
aspirator,  air  is  drawn  through  the  tube,  and  bubbling  up  through  the  ether,  causes 
a  sufficiently  rapid  evaporation.  After  a  minute  or  two  dew  will  be  formed  on  the 
polished  surface  of  the  thimble,  the  thermometer  should  be  instantly  read,  and  the 
stream  from  tlie  aspirator  stopped,  another  reading  should  be  taken  on  the  instant 
of  the  evaporation  of  the  dew ;  within  a  few  minutes  the  process  of  collecting  and 
evaporating  the  dew  may  be  repeated  many  times,  and  the  mean  of  repeated  readings 
will  give  a  very  exact  point.  The  other  thermometer  will  give  the  sxirrounding  tem- 
perature. The  costliness  of  this  instrument  has  prevented  the  general  use  it  deserves. 
Instrument-makers  have  rendered  it  less  costly  by  omitting  the  second  thermometer 
and  its  appendages,  and  substituting  a  tube  of  black  glass  for  the  silver  thimble.  _  For 
ordinary  use  a  common  test-tube,  with  about  1^  inch  depth  of  ether,  in  which  is 
inserted  a  delicate  tube-thermometer,  and  a  glass  tube  may  be  used  successfully  by 
blowing  through  the  tube,  which  should  be  of  considerable  length  to  reduce  the 
temperature.  Professor  Connell  has  invented  an  hygrometer,  where  an  exliausting 
syringe  is  used  to  lower  the  temperature. 

A  more  important  instrument  than  either  of  the  above  mentioned  is  tho  psychro- 
meter,  or  wet  and  dry  bulb  hygrometer.  While  with  tho  others  the  constant  repetition 
of  fin  experiment  is  necessary,  this  reduces  it  simply  to  the  reading  of  an  observa- 
tion. It  consists  of  two  delicate  thermometers,  one  recording  the  ordinary  tempera- 
ture of  the  air,  the  bulb  of  the  other  is  covered  with  muslin,  round  tlie  neck  a  lamp- 
wick  is  twisted,  conducting  to  a  cistern  of  rain  or  distilled  water,  the  best  form  of 
which  is  a  short  small-necked  glass  bottle.  The  thermometers  should  be  exactly 
similar,  and  placed  at  about  from  2  to  4  inches  apart,  and  parallel  with  eacli  other, 

mounted  on  metal  scales.  •.  mi.i 

When  tho  air  is  completely  saturated,  or  in  that  condition  when  it  will  take  up  no 
more  moisture,  tlie  readings  of  the  two  will  bo  tlio  same,  but  as  the  atmosphere 
becomes  drier,  evaporation  becomes  more  rapid  and  tho  mercui-y  in  tlie  wet  bulb 
will  fall  more  or  less  degrees  below  the  ordinary  temperature.  Evaporation  will 
proceed  from  the  wet  bulb  even  below  tho  freezing  point,  but  tlio  readings  should 
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then  be  taken  witli  great  care,  as  the  differences  ^vill  always  bo  small.  The 
reading  of  the  wet  bulb  will  give  the  temperature  of  evaporation,  and  from  that  and 
tlie  temperature  of  the  ordinary  air  has  to  be  deduced  the  dew-point. 

HVnXEXO'^IA  COURBABIX.  A  tree  growing  in  South  America,  from  which 
the  resin  (mime  exudes.    See  Anime. 

HYOSCVAIVX-XXrE.  A  crystalline  alkaloid  obtained  from  the  Henbane  {Hyoscya- 
mus  niger).  It  is  also  found  in  the  thorn-apple  (Datura  Stramonium),  and  is  therefore 
sometimes  called  Batiirine. 

HVPER.STHEN'S.  A  foliated  mineral  resembling  diallage,  having  a  pearly  or 
metallic  lustre  on  the  cleavage  planes.  It  is  a  silicate  of  protoxide  of  iron  and  mag- 
nesia ;  found  at  St.  Paul's  Island,  Labrador,  and  elsewhere. 

HTPERSTHEiriTE,  or  Hypersthene  Bock.  A  rock  resembling  gabbro,  composed 
of  labrador-felspar  and  hypersthene. 

HVPOCHXORIC  ii.CX3>.  CIO*  (C1=0<)  At.  wt.  67-5.  When  finely-powdered 
chlorate  of  potash  is  gradually  mixed  into  a  paste  with  strong  sulphuric  acid,  and 
heated  in  a  bath  of  alcohol  and  water,  a  yellow  gas  is  disengaged,  which  is  this  hypo- 
chloric  acid,  or  the  peroxide  of  chlorine.  Although  of  much  interest  as  a  chemical 
compound,  it  has  no  use  in  the  arts.    See  Watts's  '  Dictionary  of  Chemistry.' 

HyPOCHZ.OROVS  ACID.  CIO  (Cl-O)  At.  wt.  43-5.  This  acid  is  best 
obtained  by  diffusing  red  oxide  of  mercury  finely  divided  through  twelve  times  its 
weight  of  water,  which  is  introduced  into  a  bottle  containing  chlorine,  and  agitated 
until  the  gas  is  absorbed.  An  oxychloride  of  mercury  is  formed,  -which  is  removed 
by  subsidence.  The  weak  fluid  obtained  is  put  into  a  flask,  and  heated  in  a  water- 
bath,  when  the  evolved  gas  is  collected  in  a  smaller  portion  of  "water,  which  becomes  a 
pure  solution  of  hypochlorous  acid. 

The  salts  are  termed  hypochlorites.    See  Chxoeine  and  Bleaching. 

HYPOSiri.PHA.TES.  Saline  compounds  formed  by  the  union  of  hyposulphuric 
acid  with  bases. 

HVPOSVI.PHZTES.  Saline  compounds  formed  by  the  union  of  liyposulphurous 
acid  with  bases. 

Hyposulphate  of  Soda.  The  salts  of  the  hyposulphuric  acid  are  obtained  from  the 
hyposulphate  of  manganese,  which  is  itself  thus  prepared :  finely-divided  binoxide  of 
manganese  is  suspended  in  water,  artificially  cooled,  and  a  stream  of  sulphurous  acid 
passed  through  it.  The  binoxide  gives  up  half  its  oxygen,  becoming  protoxide, 
which  unites  -with  the  hyposulphuric  acid  which  is  formed,  producing  the  soluble 
hyposulphate  of  manganese,  which  is  separated  from  the  excess  of  binoxide  by  filtra- 
tion. 

The  follo-wing  equation  represents  the  reaction :— - 

Mn02-f2S02  =  MnO,S20\ 

If  the  temperature  were  allowed  to  rise,  sulphuric  acid  would  bo  formed,  and  not 
hyposulphuric : — 

MnOHSO=  =  MnO,SO'. 

The  hyposulphuric  acid,  unlike  the  hyposulphurous  acid,  may  be  obtained  in  the 
Irco  state,  and  its  solution  permits  even  of  being  evaporated  in  vacuo,  until  it  acquires 
the  density  of  1-347  ;  but  if  carried  further,  it  is  decomposed  into  sulphuric  and 
sulphurous  acids.  ^ 

The  acid  is  obtained  in  the  free  state  by  adding  baryta  water  to  the  hyposulphate 
of  manganese;  the  soluble  hyposulphate  of  baryta,  filtered  from  the  oxide  of  man- 
ganese, and  precipitated  exactly  by  the  cautious  addition  of  sulphuric  acid  and  fil- 
tered from  the  precipitate  of  sulphate  of  baryta,  yields  the  pui-o  solution  of  the  acid 
which  may  be  evaporated  m  vaaco,  as  above  stated.  ' 

It  has  no  odour,  but  a  very  sour  taste. 

tho^froe^ackr'^^''^^  ^""^     """"'^^  ^""^"^^^  manganese  salt  or  from 

appllS!^^°'^^^^^^^^  yet  met  with  any  commercial 

Hyposulphite  of  Soda.    This  salt,  now  so  extensively  used  for  photo-^rachic  -nnr 
poses,  was  first  introduced  by  Sir  J.  Herschel.    It  m^ty  easily  be^  preS  bv  li^ 
following  process:  viz.  by  transmitting  through  a  solution  of  sulphide  of  sodium 
(prepared  by  fusing  together  in  a  covered  crucible  equal  weights  of  carbonate  of  so  ? 
Houi  iTt?        P^y)'  ^  ^t-'-^-  °f  -^IP'-rous  acid  until  it  feases  to  be  Xo  b/d  the 

Another  and  perhaps  better  process  consists  in  digesting  a  solution  of  «„l,.l,-f 
Boda  on  flowers  of  sulphur.    The  sulphur  gradualfy  diss'olvesrfSnf  a  clt^^ 
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solution,  wliich  yields  on  evaporation  crystals  of  hyposulphite  of  soda :  the  reaction 
Doing  shown  by  the  following  equation  : — 

NaO,S02  +  S  =  NaO,S»0-    {Ka.-0,ao-    8  =  Na:'0,a^0'), 

The  baryta  salt  may  bo  obtained  in  small  brilliant  crystals,  by  mixing  dilute 
solutions  of  chloride  of  barium  and  hyposulphite  of  soda. 

The  hyposulphurous  acid  is  incapable  of  existing  in  the  free  sUte,  for  almost  imme- 
diately on  the  addition  of  an  acid  to  the  solution  of  its  salts,  it  is  decomposed  into 
sulphurous  acid,  with  liberation  of  sulphur.    (S'^O'''  =  SO^  +  S). 

The  soluble  liyposulphites  have  the  power,  in  a  marked  degree,  of  dissohnng  certain 
salts  of  silver,  as  the  chloride,  iodide,  &c.,  which  are  insoluble  in  water ;  forming 
with  them  soluble  salts,  whose  solutions  possess  an  intensely  sweet  taste,  although 
the  solutions  of  the  hyposidphites  alone  possess  a  disagreeable  bitter  taste. 

From  the  above  reaction  arises  the  principal  value  of  the  hyposulphite  of  soda, 
which  is  used  by  the  photographer  to  dissolve  off  from  the  photograph,  after  tiio 
action  of  the  light  on  it,  all  the  iindecomposed  silver  salt,  thus  preventing  the  further 
action  of  the  light  on  the  picture. 

A  double  hyposulphite  of  soda  and  gold  is  used  for  gilding  the  daguerreotype  plate, 
and  for  colouring  the  positive  proof  obtained  in  photographic  printing.  This  double 
salt  may  be  obtained  in  a  state  of  purity,  by  mixing  concentrated  solutions  of  1  part 
of  chloride  of  gold,  and  3  parts  of  hyposulphite  of  soda ;  by  the  addition  of  alcoliol  it 
is  precipitated ;  the  precipitate  must  be  re-dissolved  in  a  small  quantity  of  water,  and 
again  precipitated  by  alcohol. 

HVSOM-.    A  green  tea.    See  Tea. 

HYSTATITE.   A  variety  of  titaniferous  iron  from  Arendal  in  Norway. 


I 

IBEX.  An  animal  of  the  goat-kind,  the  hair  of  which  is  esteemed  for  some  kinds 
of  manufacture.  Two  species  occur  in  Europe:  the  common  ibex  (Capra  Ibex),  inha- 
biting the  Alps,  and  C.  Pyrenaicus,  found  in  the  Pyrenees :  whilst  other  species  are 
found  in  Asia  and  in  Africa.  The  wool  of  the  skyoi,  or  ibex  of  Little  Thibet,  has  been 
used  in  manufacturing  certain  fabrics. 

ICE.    Water  begins  to  solidify  or  to  become  ice  at  32°  P.    See  Freezing. 

ICE-HOtrSE.  (Glaciere,  Fr. ;  Eisham,  Ger.)  For  the  uses  of  common  life,  in 
these  climates,  the  most  economical  and  convenient  means  of  refrigeration  in  hot 
Aveather  may  be  procured  by  laying  up  a  store  of  ice  in  winter,  in  such  circumstances 
As  will  preserve  it  solid  during  summer. 

An  ice-house  should  not  be  regarded  as  an  object  of  mere  luxury ;  in  the  southern 
countries  of  Europe  it  is  considered  among  people  in  easy  circumstances  as  an  indis- 
pensable appendage  to  a  country  mansion.  During  the  dog  days,  especially  at  those 
periods,  and  in  those  districts  where  the  sirocco  blows,  a  lassitude  and  torpor  of  mind 
and  body  supervene,  with  indigestion  or  total  loss  of  appetite,  and  sometimes  dysen- 
teries, which  are  obviously  occasioned  by  the  excess  of  heat,  and  are  to  be  prevented 
or  counteracted  chiefly  by  the  use  of  cold  beverages.  By  giving  tone  to  the  stomach, 
iced  drinks  immediately  restore  the  functions  of  the  nervous  and  muscular  systems 
when  they  are  languid ;  while  they  enable  persons  in  health  to  endure  without  much 
inconvenience  an  atmosphere  so  close  and  sultry  as  would  be  intolerable  without  this 
remedy.  Ice-houses,  moreover,  afford  to  country  gentlemen  a  great  advantage  in 
enabling  them  to  preserve  their  fish,  butcher's  meat,  dead  poultry,  and  game,  whicli 
would  otherwise,  in  particular  states  of  the  weather,  immediately  spoil.  Considering 
at  how  little  expense  and  trouble  an  ice-house  can  be  constructed,  it  is  surprising  that 
any  respectable  habitation  in  the  country  should  not  have  one  attached  to  it.  The 
simplest  and  most  scientific  form  is  a  double  cone,  that  is,  two  cones  joined  base  to 
base ;  the  one  being  of  stones  or  brick-work,  sunk  under  ground,  with  its  apex  at  the 
bottom,  into  which  the  ice  is  rammed  ;  the  other  being  a  conical  roof  of  carpentry, 
covered  with  thatch,  and  pointed  at  top.  The  entrance  should  be  placed  always  on  tlie 
north  side;  it  should  consist  of  a  corridor  or  porch  with  double^  doors,  and  be 
screened  from  the  sunbeams  by  a  small  shrubbery.  Such  are  tlioprinciplesupon  which 
an  ice-house  should  be  formed ;  but  they  will  be  better  understood  by  tlio  following 
explanation  and  figure. 

A  dry  and  sandy  soil  if  possible  should  be  selected  ;  and  here  a  cavity  is  to  be  dug, 
about  16  feet  in  diameter,  terminating  below  like  the  point  of  a  sugar-loaf.   Its  ordi- 
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narv  depth  for  a  family  may  be  about  24  feet ;  but  the  larger  its  chmcnyions  are,  the 
longer  will  it  preserve  the  ice,  provided  it  bo  tilled.  In  digging,  the  workman 
should  slope  the  ground  progressively  towards  the  axis  of  the  cone,  to  prevent  tlio 
earth  falling  in.  This  conical  slope  should  be  faced  with  brick  or  stone  work  about 
one  foot  thick,  and  jointed  with  Eoman  cement,  so  as  to  be  air-  and  water-tight  A 
well  is  to  be  excavated,  at  the  bottom  2  feet  wide  and  4  deep,  covered  at  top  with  an 
iron  grating  for  supporting  the  ice,  and  letting  the  water  drain  away. 

The  upper  cone  may  likewise  be  built  of  brick-work,  and  covered  with  thatch  ;  such 
a  roof  would  prove  the  most  durable.  This  is  the  construction  shown  in  fig.  1205. 
Whatever  kind  of  roof  be  preferred,  there  must  be  left  in  it  an  oblong  passage  into 
the  interior.  This  porch  should  face  the  north,  and  be  at  least  8  feet  long  by  2^  feet 
wide ;  and  perfectly  closed  by  a  well-fitted  door  at  each  end.  All  round  the  bottoni 
of  this  conical  cover,  a  gutter  should  be  placed  to  carry  off"  the  rain  to  a  distance 
from  the  ice-house,  and  prevent  the  circumjacent  ground  from  getting  soaked  with 
moisture. 

Mg.  1205  shows  the  section  of  a  well-constructed  ice-house,  Under  the  ice-chamber 
A  the  ice  is  rammed  into  the  space  li.  c  is  the  grate  of  the  drain-sink  D.  The  portion 
E  E  is  built  in  brick  or  stone ;  the  base  l  of  the 
ice-chamber  slopes  inwards  towards  the  centre 
at  c.  The  upper  part  of  the  brick-work  e  e  is  a 
little  way  below  the  level  of  the  ground.  The 
wooden  framework,  e  f  f  e,  forms  the  roof,  and  is 
covered  with  thick  thatch.  gh  is  the  wooden 
work  of  the  door  i.  At  k  the  bucket  is  seen 
for  lifting  up  a  charge  of  ice,  by  means  of  the 
cord  J  passing  over  the  pulley  m,  which  enables 
the  servant  to  raise  it  easily. 

The  ice-house  should  have  no  window  to  admit 
light,  but  be,  so  to  speak,  hermetically  sealed  in 
every  point,  except  at  its  cesspool,  which  may 
terminate  in  a  water-trap  to  prevent  circulation 
of  air. 

A  clear  day  should  be  selected  for  charging  the 
ice-house  ;  but  before  beginning  to  fill,  a  quantity 
of  long  dry  straw  should  be  laid  on  the  bottom 
crosswise;  and  as  the  ice  is  progressively  intro- 
duced, straw  is  to  be  spread  against  the  conical 
sides,  to  prevent  the  ice  from  coming  into  contact 
with  the  brick  or  stone-work.  The  more  firmly 
compacted  the  ice  is,  the  better  does  it  keep ;  with 
which  view  it  should  be  broken  into  pieces  with 
mallets  before  being  throvra  in.  No  layers  of 
straw  should  be  stratified  among  the  ice,  for  they  would  make  its  body  porous.  Some 
persons  recommend  to  pour  in  a  little  water  with  the  successive  layers  of  ice,  in  order 
to  fill  up  its  small  crevices  and  convert  the  whole  into  one  mass. 

Over  the  top  layer  a  thick  bed  of  straw  should  be  spread,  which  is  to  be  covered 
with  boards  surmounted  with  heavy  stones,  to  close  up  the  interstices  in  the  straw. 
The  inner  and  outer  doors  should  never  be  opened  at  once  ;  but  the  one  should  always 
be  shut  before  the  other  is  opened. 

Dry  snow  well  rammed  keeps  equally  well  with  hard  ice,  if  care  be  taken  to  leave 
no  cavities  in  the  mass,  and  to  secure  its  compactness  by  sprinkling  a  little  water 
upon  the  successive  charges. 

To  facilitate  the  extraction  of  the  ice,  a  ladder  is  set  up  against  its  sloping  wall  at 
one  side  of  the  door,  and  left  there  during  the  season. 

Ice  imported  in  1871 : — 

Tons  &  Tons  £ 

From  Norway      .       .    95,448     82,865  139,321  128,196 

Other  countries  508         398  100  65 


139,421  128,251 


and  Carre's  machines  for  making 


95,956  83,263 

tCB-IWANUPACTURE.  Siebe's,  Harrison's 
ice  arc  described  at  page  488.    See  Freezing. 

ICE-piiAN'T.  The  Mesemhryanthemum  crystallinuin  is  so  called  in  allusion  to 
the  appearance  of  the  surface  of  the  leaves,  which  are  studded  with  small  watery 
vesicles.    The  ashes  of  the  plant  yield  soda. 

ICE-SPAR.  A  transparent  glassy  felspar,  referred  partly  to  sanidine  and  iDartly 
to  anorthite. 
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ZCX:x.Airz>  IVIOSS  {Lidwn  d^Mande,  Fr. ;  IddndisoJie  FlecJde,  Gor.)  is  a  lichen 
tlio  Cctrana  Idandwa,  which  contains  a  substaiico  Kolublo  in  liot  Avater,  but  forming 
a  jolly  wlioii  It  cools,  Btyled  lichenine  l,y  M.  Gudrin.  This  moss  is  called  in  the 
riiarmacopffiia  Lichen  IsUindicus.  It  appears  to  luive  derived  iti»  name  from  the 
circuinstauco  that  tlio  Icelanders  first  discovered  its  medicinal  qualities.  Lichenine 
IS  propardd  by  extracting  first  of  all  from  the  plant  a  bitter  colouring  matter,  by 
digesting  lib.  of  it  in  16  lbs.  of  cold  water  containing  1  ounce  of  poarlash ;  then 
draining  tlie  lichen,  edulcorating  with  cold  water,  and  boiling  it  in  9  lbs.  of  boiling 
water,  till  3  lbs.  bo  evaporated.  Tho  jolly  which  forms,  upon  cooling  the  filtered 
solution,  IS  dark  coloured,  but,  being  dried  and  redissolvod  in  hot  water,  it  becomes 
clear  and  colourless.  Lichenine  consists  of  39-33  carbon,  7-24  hydrogen,  and  55*43 
oxygen.  The  mucilage  of  Iceland  moss  is  preferred  in  Germany  to  common  paste 
for  dressing  tho  warp  of  webs  in  tho  loom,  because  it  remains  soft,  from  its  hygro- 
nietric  quality.  It  is  also  mixed  with  the  pulp,  for  sizing  paper  in  the  vat.  For 
several  curious  compounds  obtained  from  Iceland  moss,  see  Watts's  '  Dictionary  of 
Chemistry.' 

ZCEIiAXTD  SPAU.  Crystallised  carbonate  of  lime,  of  which  the  most  beautiful 
specimens  are  brought  from  Iceland.  These  are  remarkable  for  their  double  refrac- 
tion ;  and  hence  this  crystal  is  sometimes  called  doubly-refracting  spar. 

ZBOCRASE.  A  mineral  known  also  as  Vesuvian,  closely  resembling  garnet  in 
chemical  composition,  but  crystallising  in  the  pyramidal  system. 

II>RlA3[iZErx:.  A  hydrocarbon  occurring  with  cinnabar  in  the  quicksilver  mines 
of  Idria  in  Carniola. 

ZDWAIiE-STONE.   A  peculiar  "Welsh  hone-stone.   It  is  obtained  from  the 

older  slate-rocks  of  the  Snowdon  district. 

ZCZiZSSZASZTZi.   A  carbonate  of  lead  and  zinc,  from  Sardinia. 
ZZ^ZXAUTHZirz:.   A  substance  derived  from  the  leaves  of  the  common  holly, 

which  might  be  employed  for  dyeing  yellow, 

ZIiZiOOPA  OZIi,  The  produce  of  the  Bassia  longifolia,  one  of  the  most  useful 
trees  grown  in  India.  The  oil  might  be  denominated  "a  butter,  as  it  is  solid  from 
82°  to  84°  Fahr.,  and  liquefies  at  90°  to  95°  Fahr.  It  is  used  in  India  for  illumi- 
nating purposes,  and  for  the  manufacture  of  soap.  Samples  of  this  oil  were  sent  to 
the  International  Exhibition  of  1862,  by  the  Singapore  Local  Committee. 

ZZiZitrnxzirATZOiar.  The  means  of  determining  the  relative  values  of  various 
sources  of  illuminating  power. 

It  is  often  of  the  utmost  importance  that  we  should  be  enabled,  with  facility,  to 
determine  the  relative  values  of  the  light  which  we  obtain  from  artificial  sources. 
The  only  way  in  which  this  can  be  effected,  is  by  comparing  with  some  standard 
source  of  light  the  illuminating  sources  employed.  Dr.  Ure,  who  was  on  several 
occasions  called  on  to  direct  his  attention  to  inquiries  of  this  nature,  instituted  many 
A'ery  ingenious  and  exact  experiments  ;  to  some  of  these  it  appears  important  that  we 
should  direct  especial  attention.  Of  the  original  paper  on  the  cost  of  illumination, 
many  parts  are  now  obsolete ;  but,  as  much  of  it  is  still  of  considerable  practical 
value,  the  following  selections  have  been  made,  all  such  being  distinguished  by 
Dr.  Ure's  name.    After  many  experiments  to  determine  a  standard.  Dr.  Ure  says  : — 

'After  comparing  lights  of  many  kinds,  I  find  every  reason  to  conclude  that  a  large 
wax  candle,  of  three  to  the  pound,  either  long  or  short,  that  is,  eitlier  12  or  15  inches 
in  length,  as  manufactured  by  one  of  tlie  great  wax-chandlers  in  London,  and  fur- 
nished with  a  wick  containing  27  or  28  threads  of  the  best  Turkey  cotton,  is  capable 
of  furnishing  a  most  uniform,  or  nearly  invariable  standard  of  illumination.  It  affords 
one-tenth  of  the  light  emitted  by  one  of  the  Argand  lamps  of  the  Trinity  House,  and 
one-eleventh  of  tho  light  of  my  mechanical  lamp,  when  each  lamp  is  made  to  burn 
with  its  maximum  flame,  short  of  smoking.' 

Dr.  Ure,  however,  for  many  of  his  determinations  employed  the  French  mechanicnl 
lamp,  known  as  Carcel's  lamp ;  and  in  connection  with  tliis  the  following  remarks 

occur : —  . 

'  Mr.  Samuel  Parker,  long  advantageously  known  to  the  public  for  his  sinumbral 
and  pneumatic  fountain -lamps,  as  well  as  other  inventions  subservient  to  domestic 
comfort,  having  obtained  a  patent  for  a  new  lamp,  in  which  tho  oil  is  heated  by  a  very 
simple  contrivance,  in  the  cistern,  to  any  desired  degree,  before  arriving  at  the  wick. 
I  instituted  an  extensive  scries  of  experiments  to  determine  its  value  in  the  production 
of  light,  and  consumption  of  oil,  compared  to  tho  value  of  other  lamps,  as  well  as 
candles  in  these  respects.'  ,         .         ,  . 

In  fiq.  1206,  A,  A,  B,  n,  is  a  section  of  the  cylinder  which  constitutes  the  cistern;  tho 
oil  being  contained  between  tho  inner  and  outer  cylinders,  and  receiving  heat  from 
tho  flame  of  the  lamp  which  passes  up  througli  tlio  inner  cylinder,  and  is  reverberated 
more  or  less  against  its  sides  by  the  top  of  tho  metal  chimney  being  notched  and  bent 


ILLUMmATIOlir 


881 


back.  D  is  a  slide-valve,  ■whicli  is  opened  to  allo-w  the  oil  to  descend  to  the  wick, 
and  is  shut  -when  the  cistern  is  to  be  separated  from  the  pipe  of  supply,  at  e,  for  the 
purpose  of  recharging  it  -with  oil.  The  flame  is  modified,  not  by  raising  or  lowering 
the  wick,  as  in  common  lamps,  but  by  raising  or  lowering  the  bell-mouthed  glass 
chimney,  which  rests  at  its  bottom  on  three  points,  and  is  moved  by  means  of  the 
rack-work  mechanism  f.  The  concentric  cylindric  space  a,  a,  b,  b,  contains  a  pint 
imperial,  and  should  be  made  entirely  full  before  lighting  the  lamp  ;  so  as  to  leave 
no  air  in  the  cistern,  which,  by  its  expansion  with  the  heat,  would  inevitably  causa 
an  overflow  of  the  oil. 

1206 


The  following  arrangement  was  adopted  in  these  experiments  for  determinine  the 
relative  illumination  of  the  different  lights.    Having  trimmed,  with  every  precaution 
my  French  mechanical  lamp,  and  charged  it  with  pure  sperm-oil,  I  placed  it  upon  an 
oblong  table,  at  a  distance  of  10  feet  from  a  wall,  on  which  a  white  sheet  of  paper  was 
stuck     One  of  Mr.  Parker's  hot-oil  lamps,  charged  with  a  quantity  of  the  same  oil 
was  placed  upon  the  same  table;  and  each  being  made  to  burn  with  its  maximum 
brilliancy,  short  of  smoking,  the  relative  illumination  of  the  two  lamps  was  determined 
by  the  well-known  method  of  the  comparison  of  shadows  ;  a  wire  a  few  inches  lone 
and  of  the  thickness  of  a  crow-quill,  being  found  suitable  for  enabling  the  eve  to 
estimate  very  nicely  the  shade  of  the  intercepted  light.    It  was  observed  in  numerous 
'i  1°    ^  ™^         ^^'^^  °^  others,  that  when  one  of  the  lamps  was 

shifted  half  an  inch  nearer  to  or  further  from  the  paper  screen,  it  caused  a  perceptible 
difference  in  the  tint  of  the  shadow.  Professor  Wheatstone  kindly  enabled  me  to 
verify  the  precision  of  the  above  method  of  shadows,  by  employing,  in  some  of  the 
experiments  a  photometer  of  his  own  invention,  in  which  the  relative  brightness  of 
the  two  lights  was  determined  by  the  relative  brightness  of  the  opposite  sides  of  r 
revolving  silvered  ball,  illuminated  by  them. 

1.  The  mechanical  lamp  was  furnished  with  a  glass  chimney  1-5  inch  in  diametPi- 
at  the  base,  and  1-2  at  top ;  the  wide  bottom  part  was  1'8  inch  long,  and  the  r^^l 
upper  part  8  inches.  When  placed  at  a  distance  of  10  feet  from  the  wall  it?S 
there  may  be  estimated  as  the  square  of  this  number,  or  100.  In  the  fii-st  ^X\lf^f 
t^^iDg^ith  its  maximum  flame,  with  occasional  flickers  of 
smoke,  It  emitted  a  hght  equal  to  that  of  11  wax  candles,  and  consumed  912  iSinf 

Vol  n  ^"'aV"'''  ^'"^"^  '  'P'"^'  gra4y  of%4 
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compared  with  water  at  1000.  In  a  siibsequont  series  of  experiments,  when  its  light 
was  less  flickering,  and  equal  only  to  that  of  10  wax  candles,  it  consumed  only  815 
grains,  or  0'1164  of  a  pound  per  hour.  If  we  multiply  this  number  into  the  price  of 
the  oil  (8s.  per  gallon)  per  pound,  lid.,  the  product  l-208id.  will  represent  the  rela- 
tive cost  of  this  illumination,  estimated  at  100.  . 

2.  The  hot-oil  lamp  burns  with  a  much  steadier  flame  than  the  mechanical,  which 
must  be  ascribed  in  no  small  degree  to  the  rounded  slope  of  the  boll-mouthed  glass 
chimuoy,  whereby  the  air  is  brought  progressively  closer  and  closer  into  contact  with 
the  outer  surface  of  the  flame,  without  being  furiously  dashed  against  it,  as  it  is  by  the 
rectangular  shoulder  of  the  common  contracted  chimney.  When  charged  with  sperm- 
oil,  and  made  to  burn  with  its  maximum  flame,  this  lamp  required  to  bo  placed  one 
foot  further  from  the  screen  than  the  mechanical  lamp,inordor  that  its  shadow  should 
have  the  same  depth  of  tint.  Hence,  its  relative  illumination  was,  in  that  case,  as  the 
square  of  11  to  the  square  of  10  ;  or  as  121  to  100.  Yet  its  consumption  of  oil  was 
only  696  grains,  or  somewhat  less  than  O'l  of  a  lb.  per  hour.  Had  its  light  been 
reduced  to  100,  it  would  have  consumed  only  576  grains  per  hour,  or  -082  of  a  lb.  it 
we  multiply  this  number  by  lid.,  the  product  0-902i.  will  represent  the  relative  cost 
of  100  of  this  illumination.  a       -n  u 

3  The  hot-oil  lamp  being  charged  with  the  southern  whale-oil,  of  specifac  gravity 
0-926,  at  2s.  U.  per  gallon,  or  3|c^.  per  lb.,  when  burning  with  its  maximum  flame, 
required  to  be  placed  9  feet  and  1  inch  from  the  screen  to  drop  the  same  tint  of  shadow 
upon  it  as  the  flames  of  the  other  two  lamps  did  at  10  and  11  feet  with  the  spenn-oil. 
The  square  of  9  feet  and  1  inch  =  82  is  the  relative  illumination  of  the  hot-oil  lamp 
with  the  southern  whale-oil.  It  consumed  780  grains,  or  0-111  of  a  pound  per  hour  ; 
but  had  it  given  100  of  light  it  would  have  consumed  911  grains,  or  0-130  of  a  pound, 
which  number  being  multiplied  by  its  price  Z\d.,  the  product  0-4875(Z.  will  represent 
the  relative  cost  of  100  of  this  light.  nm.     i-s  /•^^o, 

4  A  hot-oil  lamp  charged  with  olive-oil  of  specific  gravity  0-914,  at  6s.  M.  per 
gallon,  or  7^^  per  lb.  when  burning  with  its  maximiun  flame,  required  to  be  placed 
at  9  feet  6  inches,  to  obtain  the  standard  tint  of  shadow  upon  the  screen.  It  con- 
sumed 760  grains  per  hour.  The  square  of  9*  feet  is  90i,  which  is  the  relative  inten- 
sity of  the  light  of  this  lamp.  Had  it  emitted  a  light=  100,  it  would  have  consumed 
840  grains,  or  0-12  of  a  pound  per  hour-which  number  multiplied  by  the  price  per 
pound,  gives  the  produce  Q-^d.  as  the  relative  cost  of  100  of  this  light.  _ 

^  6.  A  hot-oil  lamp  charged  with  Price  and  Co.'s  cocoa-nut  oil  (oleine)  of  specific 
gravity  0-925,  at  4s.  U.  per  gallon,  or  5|d  per  lb.  had  to  be  placed  9  feet  from  the 
fcreenf  and  consumed  1,035  grains  per  hour.  Had  its  light  been  100  instead  of  81  (9  ), 
Jhe  consumption  would  have  been  1,277  grains,  or  0-182  of  a  pound  per  hour !  which 
nmnber  Stiplied  by  its  price  per  pound,  the  product  I'OZld.  will  represent  the  cost 
of  100  of  this  illumination.  .  ™-(.t,  „„ 

6  In  comparing  the  common  French  annular  lamp  m  general  use  with  the  me- 
chanical lam?,  it  was  found  to  give  about  one-half  the  light,  and  to  consume  two-thiras 

^'?W»  L"otT^^^^^^^^  eminent  wax-chandlers  of  the  metropolis 

were  S  subjected  to  experiment ;  and  it  is  very  remarkable  that,  whether  they  were 
Trees  fVu'ror  sixes  in  the  pound,  each  aWed  very  nearly  the  same  quantity  of 
St  for  each  required  to  be  placed  at  a  distance  of  3  feet  from  the  ^c^een  to  afford 
a  shadow  of  the  same  tint  as  that  dropped  from  the  mechanical  lamp,  estimated  at  100 
tS  conTumpSon  of  a  genuine  wax  candle,  in  still  air,  is,  upon  an  averap  of  many 
2?  ^ains  per  hour  but  as  it  affords  only  ith  of  the  light  of  the  me- 

IS  one  inch  in  d  anieter  12  inches  n  /jug   ,  ^dck  depends  upon  the  capil- 

about  J^th  of  an  f  .f^^^S  f;  i?said  to^be  hV^^^^^^^  the  Turkey  cotton,  and 
larity  of  the  cotton  fibril^^^^^^^^  ^^^^^  ^„  i  ted 

hence  the  wicks  for  the  best  ^'-i^  the  pound  (long),  is  ^ths  of  an  inch  in 

from  the  Levant.    A  "^^^^^^^'^'^^^^^^  six  to  the 

diameter,  15  inches  long,  and  has  26  tj^^eads  in  us  w  _^ 

pound,  is  9  inches  long,  ^ths  of  an  l^'J^J^^^^^^^^^^^^^  less  than  that  of 

^Phe  light  of  this  candle  J^^^^f  ^^^J"/!^^^^^  bum  mth  surprising  regularity  in 
the  threes  in  the  pound.    V    "T  ?  tS^^^^^^^^  the  whole  candlo 

.  ;1lls?8Krl^'it:g«^^^^  ^- 


of  wax  =  0-960. 
8 

long 


vax  =  0-960.  .  f     jncii  jn  diameter,  15  inches 

lXZS:f-:&^^^^'S'^^>^''  threads  of  a^xcaadl.  Th. 
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same  candles,  four  in  the  pound,  are  ^ths  of  an  inch  in  diameter,  and  13^  inches  long. 
Each  gives  very  nearly  the  same  quantity  of  light  as  the  corresponding  wax  candles : 
viz.  Jjth  of  the  light  of  the  above  mechanical  lamp,  and  consumes  142  grains  per  hour. 
Multiplying  the  last  munber  by  11,  the  product,  1,562  grains  =  0'223  of  a  pound,  would 
be  the  consumption  of  spermaceti  requisite  to  give  100  of  illumination.  Multiplying 
the  last  number  by  24cZ.,  the  price  of  the  candles  per  pound,  the  product,  5'S5'2d.  is  the 
relative  cost  of  100  of  this  illumination. 

9.  Stearic  acid  candles,  commonly  called  German  wax,  consume  168'5  grains,  or 
0-024  of  a  pound  per  hour,  when  emitting  the  same  light  as  the  standard  wax  candle. 
Multiplying  the  latter  number  by  1 1 ,  and  by  16f^.  (the  price  of  the  candles  per  lb.),  the 
product  4-224f^.  will  represent  the  relative  cost  of  100  of  this  illumination. 

10.  Tallow  candles:  moidds,  short  threes,  1  inch  in  diameter,  and  12^  in  length; 
ditto  long  threes,  ^ths  of  an  inch  in  diameter,  and  1 5  in .  length  ;  ditto,  long  fours, 
^gths  of  an  inch  in  diameter,  and  13f  in  length.  Each  of  these  candles  burns  with  a 
most  uncertain  light,  which  varies  from  ^th  to  ^th  of  the  light  of  the  mechanical 
lamp — the  average  may  be  taken  at  .^th.  The  three  consume  each  144  grains,  or 
0-2  of  a  pound,  per  hour;  which  number,  multiplied  by  14,  and  by  9d.  (the  price  per 
pound),  gives  the  product  2-52cJ.  for  the  relative  cost  of  100  of  this  illumination. 

11.  Palmer's  spreading  wick  candles.  Distance  from  the  screen  3  feet  4  inches, 
■with  a  shadow  equal  to  the  standard.  Consumption  of  tallow  per  hour  232-5  grains, 
or  0-0332  of  a  pound.  The  square  of  3  feet  4  inches  =  11-09  is  the  relative  illumination 
of  this  candle  =  11-09  :  0-0332  ::  100  :  0-3  x  10c?.  =  3tZ.  is  the  relative  cost  of  this 
illumination. 

12.  Cocoa-nut  stearine  candles  consumed  each  168  grains  per  hour,  and  emitted  a 
light  eqiial  to  ith  of  the  standard  flame.  Multiplying  168  by  16,  the  product  30-88 
grains,  or  0-441  of  a  lb.,  is  the  quantity  which  would  be  consumed  per  hour  to  afford 
a  light  equal  to  100.  And  0-441  multiplied  by  lOd.,  the  price  per  lb.,  gives  the  pro- 
duct i-iild.  as  the  cost  of  100  of  this  illumination  per  hoiir. 

13.  A  gas  Argand  London  lamp,  of  12  holes  in  a  circle  of  ^  of  an  inch  in  diameter, 
with  a  flame  3  inches  long,  afforded  a  light  =  78^  compared  to  the  mechanical  lamp  : 
and  estimating  the  light  of  the  said  mechanical  lamp  as  before  at  100,  that  of  the  hot- 
oil  lamp  is  121,  and  that  of  the  above  gas-flame  78-67,  or  in  round  numbers  80,  and 
the  common  French  lamp  in  general  use  60. 

Collecting  the  preceding  results,  we  shall  have  the  following  tabular  view  of  the 
cost  per  hour  of  an  illumination  equal  to  that  of  the  mechanical  lamp,  reckoned  100, 
or  that  of  eleven  wax  candles,  three  to  the  pound. 

Table  of  Cost  per  Hour  qf  One  Hundred  of  Elimination. 

1.  Parker's  hot-oil  lamp,  with  southern  whale  oil    .      .    0^1875  or  about*|^.° 

2.  Mechanical  or  Carcel  lamp,  -vrith  sperm-oil  .       .       .    1-2804       „  li* 

3.  Parker's  hot-oil  lamp,  with  sperm-oil  .       .    "  * 

4.  Ditto         ditto         common  olive-oil 

5.  Ditto         ditto         cocoa-nut  oleine  or  oil 

6.  French  lamp  in  general  use,  with  sperm-oil  . 

7.  Wax  candles  

8.  Spermaceti  candles 

9.  German  wax  (Stearic  acid)  ditto  .       ]  '. 
10.  Palmer's  spreading  -wick  candles  . 

•   11.  Tallow  (mould)  candles  .... 
12.  Cocoa-nut  stearine  of  Price  and  Co. 


0-  902  „  1 

1-  900  „  1 
1-031  „  1 

1-  7072  „  If 
5-822  „  6 
5-352  „  6^ 
4-224  „  4i 

2-  800  „  2| 
2-520  „  2| 


4-41  4^ 


The  fo  lowing  Table  contains,  according  to  Peclet,  the  illuminating  powers  of  differ- 
ent candles,  and  their  consumption  of  material  in  an  hour ;  the  light  emitted  by  a 
^lltm        ^^'"P'^^"'™^  *2  grammes  (  =  42  xl5i  grains)  in  an  hour,  being 


Intensity  of  light 

Consumption  per  hour 

Tallow  candles,  6  in  lb.  . 
Stearine,  or  pressed  tallow,  8  in  lb.  . 

»            »           6  in  lb.  . 
Wax  candles,  6  in  lb. 

Spermaceti,  6  in  lb  

Stearic  acid,  commonly  called  stearine, 
5  in  lb.  . 

•       •      •       •  . 

1 

10-66 
8-74 
7-50 

13-  61 

14-  40 

14-40 

8-51 
7-51 

7-  42 

8-  71 

8-  92 

9-  33 
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;  Tho  siibjoinod  Tablo  slio^ws  the  economical  ratios  of  the  candles,  ■where  the  second 
column  gives  tho  quantity  of  material  in  grammes  which  is  requisite  to  produce  as 
much  light  as  the  Carcol  lamp : — 


Tallo-w  candle,  6  per  lb. . 
,,        „       8  per  lb.  . 

Pressed  tallow,  5  per  lb. 
Wax  candle,  5  per  lb.  . 
Spermaceti  ditto,  6  per  lb. 
Stearine,  5  per  lb.  . 

Quality  of 
material 

Price  per  kilo- 
gramme 

Cost  of  light 
per  hour 

70'36 

86-92 
98-93 
64-04 
61-94 
65*24 

If.    40  c. 

1  f.    40  c. 

2  f.    40  c. 
7  f.    60  c. 
7  f.    60  c, 
6f. 

9-8  c. 
12-0  c. 
23-7  c. 
48-6  c. 
47-8  c, 
37-1  c. 

These  results  may  be  compared  with  mine  given  above.   A  kilogramme,  or  1,000 
grammes  =  15,440  grains  =  2^  lbs.  avoirdupois.'— Z7re.  ^ 

The  rule  observed  in  the  determination  of  these  questions  of  illuminating  power, 
is,  according  to  the  laws  of  optics,  that  the  sum  of  the  impinging  rays  from  any 
source,  is  inversely  as  the  square  of  the  distance  from  their  source. 

'  The  numerical  estimation  of  the  degrees  of  intensity  of  light  constitutes  that 
branch  of  Optics  -which  is  termed  Photomethy.  _  .  . 

•  '  If  light  be  a  material  emanation,  a  somewhat  scattered  m  minute  particles  in  aU 
directions,  it  is  obvious  that  the  same  quantity  which  is  diffused  over  the  surface  of  a 
sphere  concentric  with  the  luminous  points,  if  it  continue  its  course,  will  successively 
be  diffused  over  larger  and  larger  concentric  spherical  surfaces;  and  then  its  intensity, 
or  the  number  of  rays  which  faU  on  a  given  space,  in  each  will  be  inversely  as  the 
whole  surfaces  over  which  it  is  diffused;  that  is,  inversely  as  the  square  of  their  radii, 

or  of  their  distances  from  the  source  of  light  Let  a  candle  be  placed  behind  an 

opaque  screen,  full  of  smaU  equal  and  similar  holes;  the  bght  will  shine  through 
these,  and  be  intercepted  in  all  other  parts,  forming  a  pyramidical  bundle  of  rays, 
having  the  candle  in  the  common  vertex.  If  a  sheet  of  white  paper  be  placed  behind 
this  it  will  be  seen  dotted  over  with  small  luminous  specks,  disposed  exactly  as  the 
hole's  in  the  screen.  Suppose  the  holes  so  small,  their  number  so  great,  and  the  eye 
so  distant  from  the  paper  that  it  cannot  distinguish  the  individual  specks,  it  wul  still 
receive  a  general  inipression  of  brightness;  the  paper  will  appear  illuminated  and 
T)resent  a  mottled  appearance,  which,  however,  will  grow  more  uniform  as  the 
fiS  are  slal  er  and  doser,  and  the  eye  more  distant,  and  if  extremely  so,  the  paper 
iidU  atJDear  uniformly  bright.  Now  if  every  alternate  hole  be  stopped  the  paper 
SfitlTreceivJonly  half  the  light,  and  will  therefore  be  only  ^alf  as  much 
nWnated-  Ind  cceteris  paribus  the  degree  of  illumination  is  proportional  to  the 
nuZer  of  holes  in  the  screen,  or  to  the  number  of  equally-illuminated  specks  on  the 
Sace-lfif  he  speckbe  iknitely  diminished  in  size,  and  infinitely  increased  in 
suriace ,       u  "  .  ^  ^1  on  it  from  the  original  source  of  light. 

(Sio  'i^:^:^tluSv\^^  Herschelproceedaand  establishes  the  following 

^"m'ZlMrinsic  brightness  of  a  luminous  object  is  the  intensity  of  the  light  of 
''%tI^^Z^^S^ess  of  any  object  or  luminary  is  the  degree  of  iUumi- 

of  its  elementary  portions, 

^^^S  HJ^^  quantity  of  light  which  enters  our  eyes 

■  Bonguer's  P^^otomcter  corms^  tt  ^me  Sece  in  contact ;  tL;  .  are  illuminated,  the 
and  reflective  po^er,  cut  from  the  same  piece  i  measured;  and  the  other  by  a 
one  by  the  light  whose  "^^  ^^^^^^  distance,  and  Ln 

light  whose  intensity  can  be  ^^"^\^2btS^  is  to  be  removed  or  approached,  tiU 
therefore  be  exactly  estimated  J^°;™^S  when  die  distances  of  the  luminaries 
tho  two  surfaces  are  judged  to  be  equally  -^^^  ascertained, 

being  moasiired,  or  otherwise  allowed  f^^^^^^^^^  ^  ^^^^^^^^  ^^  .^ 

RumfordJs  PAo^omc  cr  -Before  a  J^^jSt^.  £  be  compared  are  so  placed 

placed  a  blackened  cylindrical  stick  and  t^^^^^^^^  .^^^^j  ^^^^^^^ 

that  two  shadows  are  thrown  upon  the  screen  siae  oy 
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them  about  equal  in  breadth  to  either  shadow.  The  brighter  flame  must  then  La 
removed,  or  the  feebler  brought  nearer  to  the  screen,  till  the  two  shadows  appear  of 
equal  intensity,  when  their  distances  from  the  lights  must  be  measured,  and  their 
total  illuminating  powers  will  be  in  the  direct  ratio  of  the  squares  of  the  distances. 

Bitchie's  Photometer  consists  of  a  rectangular  box,  about  an  inch  and  a  half  or  two 
inches  square,  open  at  two  ends.    It  is  blackened  within  to  absorb  the  extraneous 
light.    Within,  incHned  at  angles  of  45°  to  its  axis,  are  placed  two  rectangular  pieces 
of  plain  looking-glass,  cut  from  one  and  the  same  rectangular  strip  ;  these  are  fastened 
so  as  to  meet  in  the  middle  of  a  narrow  slit,  about  an  inch  long,  and  an  eighth  of  an 
inch  broad,  which  is  covered  with  a  slip  of  fine  tissue  or  oiled  paper,  and  a  blackened 
card  prevents  the  reflected  images  from  mingling.    If  we  would  compare  two  lights, 
they  must  be  placed  at  such  a  distance  from  each  other,  and  from  the  instrument  be- 
tween them,  that  the  light  from  every  part  of  each  shall  fall  on  the  reflector  next  it, 
and  be  reflected  to  the  corresponding  portion  of  the  paper.    The  instrument  is  then  to 
be  moved  nearer  to  the  one  or  the  other,  till  the  paper  on  either  side  of  the  divisioa 
appears  equally  illuminated.    When  the  lights  are  thus  exactly  equalised,  it  is  clear 
that  the  total  illuminating  powers  of  the  luminaries  are  directly  as  the  squares  of 
their  distances  from  the  middle  of  the  instrument. 

Wkeatstone's  Photometer  is  a  small  sphere  with  a  reflecting  surface,  which  being 
placed  between  the  two- lights,  each  light  is  seen  on  it  by  the  spectator,  the  two  being 
reflected  from  different  points  of  the  sphere's  surface.  By  an  ingenious  but  simple 
mechanical  contrivance,  a  rapid  looped  motion  is  communicated  to  the  ball,  and  by 
the  principle  of  the  persistence  of  impressions,  the  spectatoi  immediately  sees  two 
looped  curves  of  different  brightnesses.  The  brighter  light  is  removed  until  these 
curves  seem  of  the  same  brightness,  and  the  intensities  of  the  luminous  points  are  then 
as  the  squares  of  the  distances. 

Bunsen's  Photometer  consists  of  a  sheet  of  cream-coloured  letter-paper,  rendered 
transparent  over  a  portion  of  the  surface  by  a  mixture  of  spermaceti  and  rectified 
naphtha,  which  is  solid  at  common  temperatures,  but  becomes  liquid  on  the  application 
of  a  very  gentle  heat.  The  mixture  is  liquefied  and  painted  over  the  paper  with  a 
brush,  leaving  a  round  disc  of  the  size  of  half-a-crown  in  the  centre  uncovered.  When 
a  hglit  is  placed  on  one  side  of  the  paper  a  dark  spot  is  observed  on  the  uncovered 
portion.  When  another  light  is  placed  on  the  other  side  of  the  paper,  the  spot  is  still 
distinctly  visible,  if  the  distance  of  the  light  is  such  that  the  reflected  portion  from  the 
paper  he  either  of  greater  or  of  less  intensity  than  that  transmitted.  When  the  paper 
IS  so  situated  between  the  two  flames  that  the  transmitted  and  reflected  light  are  of 
the  same  intensity,  the  uncovered  spot  is  no  longer  visible. 

It  will  be  evident  from  these  descriptions  that  it  is  possible  only,  by  any  of  these 
contrivances,  to  compare  one  light  with  another;  there  is  not  any  arrangement  bv 
which  we  are  enabled  to  express  absolutely  the  illuminating  power.  Upon  the 
principle  of  comparison,  and  comparison  only,  the  following  Tables  have  been  con- 
structed by  the  relative  experimentaHsts.  The  observations  of  P^clet  have  been 
already  given.  The  following  comparative  view  of  wax  and  stearine  candles  manu- 
factured in  Berhn,  which  have  been  deduced  from  the  observations  of  Schubarth  is  of 
mucn  value: —  ' 


Kind  of  candles,  and  whence  obtained 


Common  wax  candles,  of  Tann- 
hauser 


Wax  candles,  of  Walker  . 


Stearine  candles,  of  Motard  . 

Stearine  candles,  of  Magnet  and 
Oehmichen  .       .       .  . 

Stearine  candles,  from  the  same 
makers 

•  •  •  • 

Candles  made  from  palm-oil  . 


{ 

{ 

{ 

{ 
{ 

{ 


4's 
6's 
8's 
4's 
6's 
8's 
4's 
6's 
8's 
4's 
6's 
8's 
6's 
8's 
4's 
6's 
8's 


Relative 
intensity  of 
light 

Consumption 
in  one  hour, 
in  grammes 

103-5 

7-877 

91-0 

7-176 

100-0 

6-562 

132-7 

9-398 

120-3 

8-082 

1131 

7-132 

117-4 

9-427 

111-8 

9-383 

121-0 

7-877 

139-5 

10-63 

132-7 

9-398 

125-0 

8-506 

116-1 

8-871 

146-0 

8-886 

124-5 

9-880 

116-3 

9-178 

167-5 

8-813 

Relative 
illuminating 
power 


85-  20 
83-20 

100-0 
92-66 
97-69 

104-1 

81-  74 
78-23 

100-7 

86-  11 
92-66 
96-54 
85-86 

108-0 

82-  67 
82-56 

113-70 
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These  results  show  us  that  the  moan  illumiuating  power  of  wax  and  stoarino 
candles  is  nearly  the  same. 

The  illumiiiatiug  power  of  gases  and  of  gas-burners  ■mil  be  fouud  in  the  article 
CoAi>  Gas. 

XXinxEsriTX:.  A  variety  of  titaniforous  iron  ore,  taking  its  name  from  one  of 
its  localities — the  Ilmen  Mountains  in  Siberia, 

XXiVAITE.  A  name  frequently  applied  to  the  silicate  of  iron,  known  otherwise 
as  lievrite  and  yenite.  The  terra  Ilvaite  is  derived  from  Ilva,  the  classical  name  of 
Elba — ono  of  Iho  localities  of  this  mineral. 

XIMCMORTEIiXiES.  Everlasting  flowers,  chiefly  species  of  Gnaphdium  and  other 
Composite  plants. 

xnXPERMCEABXE  is  the  epithet  given  to  any  kind  of  textile  fabric  rendered 
water-proof  by  one  or  other  of  the  following  substances  : — 

1.  Linseed-oil,  to  which  a  drying  quality  has  been  commimicated  by  boiling  with 
litharge  or  sugar  of  lead,  &c. 

2.  The  same  oil  holding  in  solution  a  little  caoutchouc. 

3.  A  varnish  made  by  dissolving  caoutchouc  in  rectified  petroleum  or  naphtha, 
applied  between  two  surfaces  of  cloth,  as  described  under  Macintosh's  patent.  See 
Oaoutchoxjc. 

4.  Vegetable  or  mineral  pitch,  a'pplied  hot  with  a  brush,  as  in  making  tarpauling 
for  covering  goods  in  ships. 

5.  A  solution  of  soap  worked  into  cloth,  and  decomposed  in  it  by  the  action  of  a 
solution  of  alum  ;  whence  results  a  mixture  of  acid,  fats,  and  alumina,  which  insinuates 
itself  among  all  the  woolly  filaments,  fills  their  interstices,  and  prevents  the  passage 
of  water. 

6.  A  solution  of  glue  or  isinglass,  introduced  into  a  stiiff",  and  then  acted  upon  by  a 
clear  infusion  of  galls,  whereby  the  fibres  get  impregnated  with  an  insoluble,  imper- 
meable, pulverulent  leather. 

7.  Plaster  work  is  rendered  impermeable  by  mixing  artificial  or  natural  asphaltum 
with  it. 

IMPORTS  A.'St'O  EXPORTS.  Memorandum  by  the  Inspector-General  of 
Imports  and  Exports  as  to  the  method  adopted  for  ascertaining  the  real  value  of  the 
imports  into  the  United  Kingdom,  issued  by  the  Statistical  Department  of  the  Board 
of  Trade  in  April  1864. 

The  real  value  of  the  imports  into  the  United  Kingdom— a  term  repeatedly  employed 
in  this  work— as  shown  in  the  Statistical  Accounts  published  under  the  authority  of 
the  Government,  is  ascertained  as  follows  : — 

1.  In  the  case  of  certain  articles— of  those,  namely,  in  regard  to  which  tlie  tarifi" 
prescribes  that  their  value  (either  with  or  without  a  specification  of  quantity)  shall 
be  stated  in  the  entry  inwards  at  the  Custom  House— it  rests  on  the  declaration  of  the 

importers.  .       „     ,      .        i     i  ij 

If  the  officer  of  Customs  to  whom  such  declaration  of  value  is  rendered  should 
see  reason  to  question  its  correctness,  he  is  entitled  to  require  further  evidence  on  the 
point,  or  he  may  satisfy  his  doubts  by  an  examination  of  the  goods. 

The  articles  of  which  the  value  is  ascertained  by  this  method,  however,  are  but  few 
compared  with  the  whole  number  of  those  included  in  the  Statistical  Kegistry,  and 
they  are  generally  of  minor  importance. 

2  In  the  case  of  the  more  numerous  and  more  considerable  articles  which  are  entered 
at  the  Custom  House  by  quantity  alone,  the  value  exhibited  in  the  Statistical  Eecord 
is  obtained  by  means  of  a  process  of  computation  which  combines  the  quantity  with 
the  average  prices  of  the  several  commodities. 

The  average  prices  thus  employed  are  supplied  to  the  Inspector-General  of  Imports 
and  Exports,  in  part  by  some  of  the  leading  merchants  and  brokers  of  the  city  of 
London,  who  willingly  aid  an  operation  so  obviously  ser\nceable  to  the  public ;  in 
TOrt  bv  three  gentlemen,  who  have  special  facilities  for  watching  the  course  of  the 
markets,  and  4o  receive  a  fixed  remuneration  from  the  Treasury  for  coUecting  such 
prices  in  the  ports  of  London,  Liverpool,  and  Hull,  respectively. 

In  striking  the  average  price  for  each  article,  regard  is  had  to  the  specific  distinc- 
tions under  which  it  is  exhibited  in  the  tarifif-these  distinctions  being  of  necessity 
observed  also  in  the  Statistical  Kegistry-and  not  being  in  every  instance  identical 
with  those  which  are  commonly  recognised  in  mercantile  transactions.  ' 

As  tW^article,  in  many  cases!  varies  widely.in  its  market  value,  according  to 
the  coiintry  of  which  it  is  the  produce,  separate  prices,  applicable  to  the  importations 
from  the  different  countries,  are  in  such  cases  required.  _ 

The  rules  which  are  required  to  be  kept  in  view  m,  fixing  the  average  pnces  wiU 
appear  more  distinctly  on  reference  to.  the  annexed  copy  of  an  explanatory  note  which 
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was  addressed  to  the  merchants  and  brokers  from  whom  assistance  was  sought  at  the 
time  when  the  registry  of  real  value  was  first  established. 

When  the  prices  obtained  from  different  sources  are  found  to  disagree,  such  dis- 
agreement, unless  it  be  referable  to  some  known  cause,  is  made  the  subject  of  a  care- 
fifl.  investigation  before  the  average  is  finally  adjusted. 

The  average  price  of  an  article  being  fixed  for  a  particular  month  for  the  ports  of 
London  and  Liverpool  separately — and,  in  the  case  of  certain  descriptions  of  mer- 
chandise, for  the  port  of  Hull  also — the  quantity  imported  into  each  of  the  ports  is 
computed  at  the  price  belonging  to  it,  and  the  mean  value  thus  ascertained  of  the 
importations  into  the  two  or  the  three  ports,  is  adopted  as  the  general  rate  of  valua- 
tion for  the  importations  into  the  kingdom  at  large. 

The  value  attached  to  the  importations  of  each  article  for  the  entire  year  is  the  sum' 
of  the  values  afiBxed  to  the  importations  of  each  successive  month. 

The  following  Table  shows  the  manner  in  which  the  '  real  value '  of  imports  is 
computed  in  the  office  of  the  Inspector-General  of  Imports  and  Exports : — 


Yellow  Muscovado  and  Brown  Clayed  Sitgar  imported  from  Bengal  in  1861. 


Months 

Imported  into 
London 

Imported  into ' 
Liverpool 

Imported  into  London 
and  Liverpool  jointly 

Average  price  of  the  im- 
ports into  London  and 
Liverpool  adopted  for 
the  United  Kingdom 

Quantities  imported 
into  the 
United  Kingdom. 

Computed  real 
value 

^ 

a  o 

OS  u 

"  0) 
Pi 

C3 

n 

O" 

© 

3 

d 
C? 

§ 

January  . 
February  . 
March  .  . 
April    .  , 
May  .   .  . 
June     .  . 
July     .  . 
August .  . 
September 
October  . 
November. 
December . 

s,  d. 

27  2 
27  2 

27  8 

28  2 

29  8 

29  8 

30  2 
30  2 

30  8 

31  2 
30  8 
29  8 

cwt." 
0 
5 
2 

10 

1 

4 
11 
17 
26 
38 
47 

s. 

0 
146 
56 
113 
297 
30 
121 
332 
621 
810 
1,165 
1,394 

s.  d. 
27  8 
27  6 
27  0 
27  0 
26  3 
25  9 
25  9 

25  9 

26  0 
26  0 
25  6 
25  0 

cyt.' 

8 

3 

4 

6 
11 

4 

0 
18 
16 
21 

7 
20 

221 
82 
108 
162 
289 
103 

463 
416 
546 
179 
500 

cwt." 

8 

8 

6 
10 
21 

5 

4 
29 
33 
47 
45 
67 

s. 

Ill 
218 
163 
275 
686 
133 
121 
795 
937 
1,356 
1,344 
1,894 

s.  d. 

27  8 
27  3 
27  2 
27  6 
27  11 

26  6 
30  2 

27  5 

28  4 

28  10 

29  10 
28  3 

cwts.  qrs.lbs. 
8,097    0  24 
8,386   1  4 
6,133   2  10 
9,565   2  15 
20,986   0  20 
4,568   2  9 
3,982   2  15 
28,476   1  3 
33,002    0  i 
46,559    2  26 
45,466   0  1 
66,342   0  12 

£ 
11,201 
11,426 
8,357 
13,153 
29,293 
6,053 
6,007 
39,036 
46,753 
63,124 
67,820 
97,708 

Total 

281,566   1  4 

399,931 

Average  Price  of  the  Year,  28«.  5d.  per  cwt. 
'  Hundredweights  in  Thousands. 


Linseed  imported  from,  the  Hussian  Ports  on  the  Black  Sea  in  1861. 


Months 

Imported  into 
London 

Imported  into 
Hull 

into  London 
xU  jointly 

Average  price  of  the  im- 
ports into  London  and 
Hull,  adopted  for  the 
United  Kingdom 

Quantities  imported 
into  the 
Unit^^d  Kingdom  j 

Computed  real 
value 

si 

TS 

a 
<y 

a> 
3 

a 

-  C3 
3 
Of 

0 
3 

■a 

■aW 

s  g 

January  . 
February  . 
March 
AprU.  .  . 
May  .  .  . 
June  .  .  . 
July  .  . 
August  .  , 
September 
October 
November . 
December 

s,  d. 

66  0 

60  0 

51  0 
50  6 

61  6 
61  6 

52  9 
65  8 

67  6 

59  6 

60  6 

61  0 

qrs.' 
2 

i 

2 

'2 

6 
2 
20 

i.  d. 

100  0 

so'  6 
103  0 

116  0 
297  6 
121  0 
1,220  0 

s.  d. 
56  0 
50  0 
47  6 
47  6 
47  6 
47  6 
47  6 
50  0 
62  6 

65  0 
55  0 

66  0 

qrs." 

i7 
31 
19 

2 

1 

G 
13 
21 
14 
20 

s,  d, 

850  0 
1,472  6 
902  6 
95  0 
47  6 

300  0 
682  6 

1,165  0 
770  0 

1,100  0 

qrs.' 

i9 
31 
20 
4 
1 

"g 

15 
26 
16 
40 

s.  d. 

950  0 
1,472  6 
953  0 
198  0 
47  6 

300*  0 
797  6 

1,452  6 
891  0 

2,320  0 

s.  d. 

65  6 
60  0 
47  6 
47  6 

49  6 
47  6 
60  1 

50  0 
63  2 
65  10 
65  8 
88  0 

qrs. 

6,629 
21,563 
56,061 
29,324 
6,880 
1,526 
3,576 
10,059 
29,449 
36,048 
35,897 
64,490 

£ 
18,395 
63,907 
133,145 
69,645 
17,028 
3,624 
8,940 
25;148 
78,040 
100,634 
99,913 
168,021 

Total  .... 

291,602 

766,440 

Average  Price  of  the  year,  52s.  Id,  per  quarter. 
'  Quarters  in  Thousands. 
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^*T'fl  ^.P'^Pf^,F'«t6<l  in  tho  report  on  the  public  accounts, /^Ivcb  an 
n-o  (lofinition  of  lus  technical  term,  so  unintolligiblo  to  many  persons.  Tlu, 


IMPREST. 

nutlioritatn„   u^umnuiu  cerm,  so  unintelligible  to  many  persons. 

word  imprest  is  generally  used  in  opposition  to  tho  term  '  final  payment.'  A  final 
payment  IS  a  payment  made  in  final  discharge  of  an  obligation  of  the  government  to 
the  public  creditor ;  as,  for  instance,  the  payment  of  a  bill  for  stores  supplied  to  the 
government,  or  the  payment  of  a  salary  to  a  government  dork.  An  <  imprest '  moans 
an  advance  of  public  money,  to  enable  tho  person  to  whom  it  may  be  made  to  carry  on 
Bome  public  service  ;  and  tho  person  to  whom  tho  advance  is  made  is  caUed  the 
•  imprest  accountant. 

XM'COMBVSTZBI.z:  CX.OTR  is  a  tissue  of  the  fibrous  mineral  called  amianthus 
or  asbestos.  Lotton  and  linen  cloth  may  be  best  rendered  incapable  of  burning  with 
fiamo  by  being  imbued  with  a  solution  of  sal-ammoniac  or  of  alum. 

IKrCUBATIOW,  ARTIPICIAI..  Tho  Egyptians  have  from  time  immemorial 
been  accustomed  to  hatch  eggs  by  artificial  warmth,  without  the  aid  of  hens  in  pe- 
cuhar  stoves,  called  Mammals.  M.  de  Reaumur  published  in  France,  about  a  century 
ago,  some  ingenious  observations  upon  this  subject;  but  M.  Eonnemain  was  the  first 
person  who  studied  with  due  attention  all  the  circumstances  of  artificial  incubation, 
and  mounted  the  process  successfully  upon  the  commercial  scale.  So  far  back  as 
1777  he  communicated  to  the  Academy  of  Sciences  an  interesting  fact,  which  he  had 
noticed,  upon  tho  mechanism  employed  by  chicks  to  break  their  shells;  and  for  some 
time  prior  to  the  French  Eevolution  he  furnished  tho  Parisian  market  with  excellent 
poultry  at  a  period  of  the  year  when  the  farmers  had  ceased  to  supply  it.  His  estab- 
lishment was  ruined  at  that  disastrous  era,  and  no  other  has  over  since  been  constructed 
or  conducted  with  similar  care.  His  apparatus  derives  peculiar  interest  from  the  fact 
that  it  was  founded  upon  the  principle  of  the  circulation  of  hot  water,  by  the  intestine 
motions  of  its  particles,  in  a  returning  series  of  connected  pipes  ;  a  subject  afterwards 
illustrated  in  the  experimental  researches  of  Count  Eumford.  It  has  of  late  years 
been  introduced  as  a  novelty  into  this  country,  and  applied  to  warm  the  apartments  of 
many  public  and  private  buildings,  The  following  details  will  prove  that  the  theory 
and  practice  of  hot-water  circulation  were  as  perfectly  understood  by  M.  Bonnemain 
fifty  years  ago  as  they  are  at  the  present  day.  They  were  then  publicly  exhibited  at 
his  residence  in  Paris,  and  were  afterwards  communicated  to  the  world  at  large  in  the 
interesting  article  of  the  Encyclopedie  Technologique,  intitled  Incubation  Artificielle, 
under  the  head  of  Rcgulateur  de  Tcmjpkrature. 

The  apparatus  of  M.  Bonnemain  consisted  :  1,  of  a  boiler  and  pipes  for  the  circula- 
tion of  water ;  2,  of  a  regulator  calculated  to  maintain  an  equable  temperature ;  3, 
of  a  stove-apartment,  heated  constantly  to  the  degree  best  fitted  for  incubation,  which 
he  called  the  hatching  pitch.  He  attached  to  one  side  a  poussinierc  or  chick-room,  for 
cherishing  the  chickens  during  a  few  days  after  incubation. 

The  boiler  is  represented  in  vertical  section  and  ground  plan,  in  iigs.  1207  and  1208. 
It  is  composed  of  a  double  cylinder  of  copper  or  cast  iron  I,  I,  having  a  grate  b  (see 


1207 


1208 


'J 


plan),  an  ashpit  at  d  (section).  Tho  water  occupies  the  shaded  space  c,  c.  h,  g,  g,  e,  e, 
are  fivo  vertical  flues  for  conducting  the  burnt  air  and  smoke,  which  first  rise  in  the 
two  exterior  flues  e,  e,  then  descend  in  the  two  adjoining  flues  g,  g,  and  finally  remount 
through  the  passages  i,  i,  in  tho  central  flue  h.  During  this  upward  and  downward 
circulation,  as  shown  by  the  arrows  in  the  section,  the  products  of  combustion  are  made 
to  impart  nearly  the  whole  of  their  heat  to  the  water  by  which  they  are  surrounded. 
At  tho  commoncoment,  somo  burning  paper  or  wood  shavings  are  inserted  at  tho  orifice 
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m,  to  establish  a  draught  in  this  circuitous  chimney.  The  air  is  admitted  into  tho 
ashpit  at  the  side,  in  regulated  quantities,  through  a  small  square  door,  moveable  round 
a  rod  which  runs  horizontally  along  its  middle  line.  This  swing  valve  is  acted  upon 
by  an  expanding  bar  (see  Heat-Regulatoh),  which  opens  it  more  or  less,  according 
to  the  temperature  of  the  stove  apartment  in  which  the  eggs  are  placed. 

D  is  the  upper  orifice  of  the  boiler,  by  which  the  hotter  and  consequently  lighter 
particles  of  the  water  continually  ascend,  and  are  replaced  by  the  cooled  particles, 
which  enter  the  boiler  near  its  bottom,  as  shown  in  jig.  1209  at  b.  Into  further  details 
relative  to  the  boiler  it  is  needless  to  enter ;  for  though  its  form,  as  designed  by  JVE. 
Bonnemain,  is  excellent  and  most  economical  of  heat  for  a  charcoal-fire,  it  would  not 
suit  one  of  pit-coal,  on  account  of  the  obstruction  to  the  pipes  which  would  soon  be 
caused  by  its  soot. 

In  fig.  1209  the  boiler  is  shown  at  b,  with  the  rod  which  regulates  the  air-door  of  the 
ashpit,    D  is  a  stopcock  for  modifying  the  opening  by  which  the  hotter  particles  of 

1209 


water  ascend;  g  is  the  water-pipe  of  communication,  having  the  heating  pipe  of  dis- 
tribution attached  between  e  f,  which  thence  passes  backwards  and  forwards  with  a 
very  slight  slope  from  the  horizontal  direction,  till  it  reaches  the  poussiniere  o  p  q.  It 
traverses  this  apartment,  and  returns  by  k  n  to  the  orifice  of  the  boiler  h,  where  it 
turns  vertically  downwards,  and  descends  to  nearly  the  bottom  of  the  boiler,  discharging 
at  that  point  the  cooled  and  therefore  denser  particles  of  water  to  replace  those  which 
continually  issue  upwards  at  d.  l  b  is  a  tube  surmounted  with  a  funnel  for  keeping 
the  range  of  pipes  always  full  of  water;  and  k  is  a  siphon  orifice  for  permitting  the 
escape  of  the  disengaged  air,  which  would  otherwise  be  apt  to  occupy  partially  the 
pipes  and  obstruct  the  aqueous  circulation. 

The  faster  the  water  gets  cooled  in  the  serpentine  tubes,  the  quicker  its  circulation 
will  be,  because  the  difference  of  density  between  the  water  at  the  top  and  bottom  of 
the  boiler,  which  is  the  sole  cause  of  its  movement,  will  be  greater,  n  represents 
small  saucers  filled  with  water,  to  supply  the  requisite  moisture  to  the  heated  air,  and 
to  place  the  eggs,  arranged  along  the  trays  m  m,  in  an  atmosphere  analogous  to  that 
under  the  body  of  the  hen. 

When  we  wish  to  hatch  eggs  with  this  apparatus,  the  fire  is  to  be  kindled  in  the 
boiler,  and  as  soon  as  the  temperature  has  risen  to  about  100°  F.,  the  eggs  are  intro- 
duced ;  but  only  one-twentieth  of  the  whole  number  intended,  upon  the  first  day :  next 
day  a  like  number  is  laid  upon  the  trays,  and  thus  in  succession  for  twenty  days,  so 
that  upon  the  twenty-first  day  the  eggs  first  placed  may  be  hatched  for  the  most  part, 
and  we  may  obtain  daily  afterwards  an  equal  number  of  chicks.  In  this  way  regu- 
larity of  care  is  established  in  the  rearing  of  them. 

During  the  first  days  of  incubation,  natural  as  well  as  artificial,  a  small  portion  of 
the  water  contained  in  the  egg  evaporates  by  the  heat,  through  the  shell,  aud  is  re- 
placed by  a  like  quantity  of  air,  wliich  is  afterwards  useful  for  the  respiration  of  the 
animal.  If  the  warm  atmosphere  surrounding  the  eggs  were  very  dry,  such  a  portion 
of  the  aqueous  part  of  the  eggs  would  evaporate  through  the  pores  of  the  shells  as 
would  endanger  the  future  life  of  the  chick  in  ovo.  The  transpiration  from  the  body 
of  the  hen,  as  she  sits  upon  her  eggs,  counteracts  this  desiccation  in  general ;  yet  in 
veiy  dry  weather  many  hatching  eggs  fail  from  that  cause,  unless  they  be  placed  in 
moist  decomposing  straw.  The  water-saucers  k  N  are  therefore  essential  to  success  in 
artificial  incubation. 

After  the  chickens  are  hatched,  they  are  transferred  into  the  nursery,  o  q  on  tho 
front  side  of  which  there  is  a  small  grated  trough  filled  with  millet  seed  '  Sm  ill 
divisions  are  made  between  tho  broods  of  successive  days,  to  enable  tho  superintendent 
to  Tary  their  feeding  with  their  age.  i-ermteDueut 
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In  order  to  supply  an  establishment  of  the  common  kind,  where  100  eggs  are  to  be 
hatched  dtiily,  a  dozen  of  hons  would  bo  needed,  and  160  eggs  must  be  placed  under 
them,  as  only  two-thirds  in  general  succeed.  At  this  rate,  4,300  mothers  would  bo 
required  to  sit.  Now  supposing  we  should  collect  ten  times  as  many  hens,  or  43,000, 
wo  should  not  be  able  to  command  the  above  number  of  chickens,  as  there  is  seldom  a 
tenth  part  of  hens  in  a  brooding  state.  Besides,  there  would  be  in  tliis  Ciise  no  fewer 
than  720  hens  every  day  coming  out  with  a  fresh  brood  of  chickens,  which  would 
require  a  regiment  of  superintendents. 

Artificial  Incubation  by  means  of  Hot  Mineral  Waters. — This  curious  process  is 
described  very  briefly  in  a  letter  by  M.  D'Arcet.  The  following  are  extracts  from  his 
letter : — 

'  In  June  1825,  I  obtained  chickens  and  pigeons  at  Vichy,  by  artificial  incubation, 
effected  through  the  means  of  the  thermal  waters  of  that  place.  In  1827  I  went  to  the 
baths  of  Chaudes-Aigues,  principally  for  the  purpose  of  doing  the  same  thing  there. 
Finding  the  proprietor  a  zealous  man,  I  succeeded  in  making  a  useful  application  of 
tliis  soiirce  of  heat  to  the  production  of  poultry. 

'  The  advantage  of  this  process  may  bo  comprehended,  when  it  is  known  that  the 
invalids  who  arrive  at  Vichy,  for  instance  in  the  month  of  May,  find  chickens  only  the 
size  of  quails ;  whereas,  by  this  means,  they  may  be  readily  supplied  six  months  old. 

'  The  good  which  may  be  done  by  establishing  artificial  incubation  in  places  where 
hot  springs  exist,  is  incalculable ;  it  may  be  introduced  into  these  establishments  with- 
out at  all  interfering  with  the  medical  treatment  of  patients,  since  the  hatching  would 
go  on  in  winter,  at  a  time  when  the  baths  for  other  purposes  are  out  of  use. 

*  There  is  no  other  trouble  required  in  breeding  chickens,  by  means  of  hot  baths, 
than  to  break  the  eggs  at  the  proper  time ;  for,  when  the  apartments  are  closed,  the 
whole  of  the  interior  will  readily  acquire  a  sufficiently  elevated  and  very  constant 
temperature.' 

IXTDIA-RirBBSa.     See  CAOtlTCHOUC. 

tNHTAJH  CORXr.    The  Zea  Mays.    See  Maizb. 

IBTBIAM'  FXRS.  A  pyrotechnic  composition,  sometimes  used  for  signal-lights. 
It  is  composed  of  7  parts  of  sxilphur,  2  of  realgar,  and  24  of  nitre. 

IITDIiVXa'  HEMP.  A  narcotic  resinous  substance  obtained  from  Cannabis  Indica. 
See  Hemp. 

XNTilAJSt  XITK,  or  China  Ink.  A  very  beautiful  black  pigment,  the  best 
varieties  of  which  are  obtained  from  China.  It  is  composed  of  a  very  fine  black, 
cemented  together  with  some  kind  of  animal  gelatine.    See  Ink. 

IK'SXAKT  X^ATTimrG-.    Mats  made  in  India  from  the  reed  Papyrus  corymbosus. 

JNHIAN  MIZiIiET.  The  Panicum  miliaceum,  a  grain  cultivated  in  the  East 
Indies. 

INBIAir  REB.  A  mineral  substance  from  the  Persian  Gulf,  which  reaches  us  in 
a  state  of  a  dark  red  coarse  powder :  a  silicate  of  iron  and  alumina,  containing  lime 
and  magnesia.  The  same  name  is  given  to  a  pigment  artificially  prepared,  which 
is  essentially  a  sesquioxide  of  iron. 

INBIAXr  TEAK.  A  hard  wood  used  for  ship-building,  yielded  by  the  Tectona 
grandis. 

XZ^BIAIT  YEI.I1OW.  This  is  a  peculiar  precipitate  obtained  from  the  urine  of 
the  cow,  and,  according  to  some  authorities,  of  the  camel,  after  the  animal  has  been 
eating  decayed  and  yellow  mango  leaves — the  Mangistana  mangifcr.  It  appears  to  be 
composed  of  magnesia  with  a  yellow  body  which  may  be  prepared  pure  by  boiling  the 
mass  with  water,  to  which  small  quantities  of  muriatic  acid  are  added,  imtil  the  whole 
dissolves,  and  then  filtering.  On  cooling,  the  liquor  deposits  the  colouring  matter  in 
brilliant  yellow  scales,  termed  imrreic  acid.    See  Watts's  '  Dictionary  of  Chemistry. 

IITBIAXSriTE.    An  Indian  variety  of  anorthite,  or  lime-felspar. 

ZIO'BICAM'.  A  colourless  substance  existing  in  woad,  and  probably  in  other 
plants  yielding  indigo.  Indigo-blue  may  be  prepared  from  indican  by  treating  itwith 
sulphuric  or  hydrochloric  acid.    See  Indigo. 

IlNrBICOXZTE.    A  name  applied  to  the  blue  varieties  of  tourmaline.  _ 

ZXI7BZGO.  This  invaluable  dye-stufif  consists  essentially  of  a  blue  coloui-ing  matter, 
to  which  the  name  of  Indiqo-blue  has  been  applied.  This  colouring  matter  occurs  in 
the  leaves  of  several  species  of  plants,  which,  though  few  in  number,  belong  to  very 
different  genera  and  orders.  The  only  native  European  plant  which  is  known  with 
certainty  to  yield  it  is  the  Isatis  tinctoria,  or  common  woad.  It  has  also  been  supposed 
to  occur  in  the  following  plants,  all  of  which  are  natives  of  Europe,  viz. :— Astragalus 
glycyphyllos,  Centaurea  Cyanus,  Chclidojmm  majus,  Cicer  anctmum,  CohUea  arbo- 
rescens,  Coro7iilla  Emerus,  Galcga  officinalis,  Hedysarum  Onobryclm,  Inula  Rclcriiuvi, 
Iris  Gen)ianica,  Lotus  corniculatus,  Mcdicaqo  sativa,  Mercunalis  perennts,  Polygonum 
aviculare,  Polygonum  Fagopyrum,  Rhinanthus  Crista-galli,  Sambucus  nigra,  Sambuaii 
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Ebulm,  Scahiosasuocisa,  and  Vaccinium  Myrtillus.  Aooordingto  tlie  invostigationa  of 
Giobei't  and  others,  howevor,  none  of  these  plants  afford  any  indigo-blue,  though  several 
of  them,  such  as  the  Mercurialis  perennis,  contain  a  blue  colouring  matter  of  a  peculiar 
nature.  The  indigo-bearing  plants  growing  in  tropical  countries  furnish  far  more 
indigo-blue  than  the  Isaiis  ti7ictoria.  Siich  are  the  various  species  of  Indigofera,  natives 
of  the  East  and  West  Indies,  the  Nerium  tinotorium  and  Calanthe  veratrifolia  of  Hindo- 
stan,  the  Asclepias  iinotoria  and  Marsdetiia  tinctoria  of  Sumatra,  the  Polygonum  iincto- 
rium,  the  Isaiis  indigotica,  theJusiioia  tinctoria,  and  the  Bletia  TanJcervillece,  of  China, 
and  the  Amorpha  frutioosa  of  Carolina.  Most  of  these  plants  belong  to  the  natural  order 
LeguminoscB.  The  others  belong  respectively  to  the  orders  Cruoifera,  Apocynem, 
AsclepiadecB,  Polygonea,  Acanthacem,  and  Orchidece.  Indigo-blue  has  sometimes 
been  observed  to  form  in  the  milk  of  cows,  especially  such  as  have  been  fed  ex- 
clusively on  saintfoin.  It  has  also  been  found  by  Prout,  Hassall,  and  others  in 
tlie  urine  of  individuals  suflFering  from  various  diseases ;  and  Schunck  has  shown 
that  the  urine  of  men  and  animals,  even  when  in  a  perfectly  healthy  state,  may  be 
made  to  yield  indigo-blue  in  small  quantities  by  treatment  with  strong  acids.  Hence 
it  appears  that  this  colouring  matter  may  be  obtained  from  a  variety  of  sources,  though 
it  is  nowhere  found  in  great  abundance. 

The  use  of  woad  for  the  purpose  of  dyeing  bhie  seems  to  have  been  known  in 
Europe  from  the  earliest  times.  "We  are  told  by  Caesar  that  the  Britons  stained  their 
bodies  blue  with  woad,  in  order  to  give  themselves  a  more  formidable  appearance  in 
battle  ;  and  Pliny  informs  us  that  their  women,  before  entering  on  certain  sacred  rites, 
which  were  performed  in  a  state  of  nudity,  employed  the  same  means  of  colouring  their 
bodies,  whereby  they  acquired  the  appearance  of  negroes.  During  the  middle  ages 
the  cultivation  of  woad  was  carried  on  very  extensively  in  several  countries  of  Europe, 
especially  in  Thuringia  in  Germany,  in  the  province  of  Languedoc  in  Prance,  and  in 
the  neighbourhood  of  Bieti  in  Italy.  The  loaves  of  the  plant  were  ground  into  a 
pulp,  and  then  submitted  to  a  long  process  of  fermentation,  by  which  means  they 
were  converted  into  a  mass  of  a  dark  colour  which  was  moulded  into  balls  for  the 
use  of  the  dyer.  (See  Woad.)  No  attempt  to  extract  the  blue  colouring  matter 
from  the  plant  seems,  however,  to  have  been  made  before  the  commencement  of  the 
present  century. 

Whether  indigo  in  its  present  form  was  known  to  the  ancients  has  been  doubted. 
Pliny  and  Dioscorides  refer  to  a  pigment  called  Indicum,  which  seems  to  have  been  of 
a  blue  colour,  though  there  is  little  doubt  that  the  article  to  which  the  name  Indicim 
nigrum  was  applied  was  identical  with  our  Indian  ink.  Of  indicum  Pliny  says  that 
it  comes  from  India  and  is  obtained  from  the  slime  adhering  to  reeds  ;  that  it  is  black 
when  rubbed,  but  of  a  fine  mixture  of  purple  and  blue  when  dissolved;  and  that 
there  is  another  kind  which  is  found  swimming  on  the  dye-vessels  where  purple  is 
dyed,  this  being  the  scum  of  the  purple-fish.  He  adds  that  those  who  adulterate 
indicum  dye  pigeons'  dung  or  chalk  with  woad,  but  that  the  genuine  substance  may 
be  known  by  heating  it,  when  it  gives  a  beautiful  purple  vapour  and  emits  a  smell 
like  that  of  the  sea,  and  for  this  reason  it  has  been  supposed  to  be  obtained  from  the 
rocks.  It  can  hardly  be  doubted  that  in  this  passage  indigo  is  referred  to,  and  that 
th6_  second  kind  of  indicum  mentioned  by  Pliny  consisted  probably  of  the  scum  of 
indigo-blue  found  floating  on  the  surface  of  the  liquor  in  which  the  dyeing  was  per- 
formed. It  seems,  however,  that  at  that  time  the  colouring  matter  was  not  so  com- 
pletely separated  from  the  other  vegetable  matters  of  the  plant  as  at  the  present 
day,  since  pigeons'  dung  coloured  with  woad  would  bear  very  little  resemblance  to 
our  present  indigo,  but  would  be  a  fair  imitation  of  the  preparation  usually  made 
from  woad.  It  is  probable,  therefore,  that  at  that  period  the  process  of  manufactiuring 
indigo  was  a  very  rude  one,  and  consisted  merely  in  the  separation  of  a  portion  of 
the  vegetable  from  the  remainder.  Even  at  the  present  day  the  natives  of  some 
countries,  where  the  arts  have  not  attained  any  high  degree  of  development,  produce 
an  article  from  indigo-bearing  plants  which  serves  the  purpose  of  dyeing  blue,  though 
not  much  resembling  indigo  in  appearance.  In  Sumatra,  for  instance,  as  Marsden 
informs  us,  the  natives  do  not  manufacture  indigo  into  a  solid  substance,  but  leave  the 
stalks  and  branches  for  some  days  in  water  to  soak  and  macerate,  then  boil  it  and 
work  with  their  hands  some  chimam  (quicklime)  among  it,  with  loaves  of  the  mcoo 
saba  (a  species  of  fern)  for  fixing  the  colour,  after  which  they  drain  it  off  and  use  it 
in  the  liquid  state.  On  the  west  coast  of  Africa  the  leaves  of  the  indigo-plant  arn 
moulded  into  balls,  which  are  then  dried  in  the  sun  and  stored  ud  until  thmr  »Z 
wanted.    TViPsn  Knlla  ruW^r>\,  i,n,rnn  cKr,v,+ w,,^         ™„„  1,   V  ^n^ii.  uieyaro 


These  balls,  which  have  a  slight  blue  tint,  may  be  preserved  a  lone-  timo 
and  be  transported  to  great  distances.  When  they  are  to  bo  used  for  dyoine  tW  nr« 
broken  and  reduced  to  a  fine  powder.  This  powder  is  then  mixed  with  water  t^  whth 
the  ashes  of  a  certain  plant  are  added,  and  the  liquid  is  boiled  in  large  earthenwarei 
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vessels  of  ft  conical  form,  when  it  assumes  a  deep  bluo  colour,  and  is  then  ready  for 
Uyemg  the  fabrics  which  are  plunged  into  it.  >^:f  ^or 

Tlio  article  known  as  indigo  in  the  middle  ages  must  have  been  very  similar  to  the 
mdigo  ot  tlio  present  day;  for  though  Marco  Polo  had  described  the  manner  in  which 
the  substance  was  produced  from  tlie  plant,  it  was  for  a  long  time  considered  as  a 
mineral ;  and  oyon  m  the  letters  patent  obtained,  in  1705,  by  the  proprietors  of  mines 
in  the  principality  of  Halberstadt,  it  was  classed  among  minerals  on  account  of  which 
works  were  suffered  to  bo  erected. 

Indigo  seems  to  have  been  first  extensively  used  in  Europe  by  the  Jewish  dyers 
who  introduced  it  into  the  dye-houses  of  Italy.  It  was  not,  however,  imported  in  any 
large  qiiantities  until  the  discovery  of  the  passage  round  the  Cape  of  Good  Hope 
At  the  beginning  of  the  17th  century,  the  Dutch  commenced  carrying  on  an  exten- 
sive trade  with  the  East,  and  indigo  was  one  of  the  articles  which  they  imported  in  lar-^'u 
quantities  into  European  countries.  Its  use  was  found  to  be  attended  with  so  mauy 
advantages,  that  the  employment  of  woad  for  the  same  purpose  was  gradually  aban- 
doned. The  colour  produced  by  it  was  more  brilliant  and  far  cheaper  than  the  blue 
from  woad.  On  the  other  hand,  it  was  asserted  that  the  goods  dyed  with  indigo  faded 
rapidly,  and  that  the  vitriol  and  other  corrosive  substances  used  along  with  it  caused 
them,  after  some  time,  to  rot.  At  the  same  time  the  exportation  of  large  sums  of 
money  m  payment  for  indigo,  and  the  rapid  decline  in  the  cultivation  of  woad,  which 
had  previously  furnished  occupation  to  great  numbers  of  people  in  various  countries  of 
Europe,  and  had  been  the  source  of  great  wealth  to  individuals,  caused  so  much  alarm, 
that  the  most  stringent  measures  were  adopted  in  order  to  prevent  the  use  of  indigo 
in  dyeing.  A  decree  of  the  Germanic  Diet  held  at  Erankfort,  in  1577,  prohibited, 
under  _  the  severest  penalties,  the  newly-invented,  pernicious,  deceitful,  eating  and 
corrosive  dye,  called  the  devil's  dye,  for  which  vitriol  and  other  cheaper  materials  were 
used  instead  of  woad.  This  prohibition  was  renewed  in  1594  and  1603.  In  the  year 
1650,  the  Elector  of  Saxony  prohibited  the  sale  and  importation  into  his  dominions  of 
all  fabrics  dyed  with  other  materials  in  the  place  of  woad.  This  was  followed  by  an 
Imperial  mandate  issued  from  Eatisbon,  in  the  year  1654,  forbidding  the  importation 
and_  the  nse  by  dyers  of  indigo  and  other  injurious  substances,  and  threatening  with 
punishment  and  the  confiscation  of  their  goods  all  persons  who  should  offer  for  sale  any 
cloth  dyed  with  forbidden  and  deceitfid  dyes,  instead  of  with  the  permanent  colour  of 
woad.  The  people  of  Nuremberg  even  went  so  far  as  to  compel  their  dyers  by  law 
annually  to  take  oath,  not  to  employ  indigo,  and  this  was  continued  down  to  a  very 
recent  period,  though  it  was  well  known  that  its  use  was  indispensable  to  them.  In 
Erance,  the  use  of  indigo  was  forbidden  in  1598,  in  consequence  of  an  urgent  represen- 
tation by  the  states  of  the  province  of  Languedoc,  and  this  proliibition  was  afterwards 
repeated  several  times.  But  in  the  well-known  edict  of  1669,  in  which  Colbert  sepa- 
rated the  fine  from  the  common  dyers,  it  was  stated  that  indigo  should  be  used  with- 
out woad;  and  1737,  dyers  were  left  at  liberty  to  use  indigo  alone,  or  to  employ  a 
mixture  of  indigo  and  woad.  In  England  the  use  of  indigo  was  also  forbidden,  and 
by  an  act  passed  in  the  reign  of  Elizabeth,  searchers  were  authorised  to  burn  both  it 
and  logwood  in  every  dye-house  where  they  could  be  found.  This  act  remained  in  force 
for  nearly  a  century. 

It  has  been  doubted  whether  the  plant  which  is  employed  in  America  for  the 
manufacture  of  indigo  is  a  native  of  that  continent,  or  whether  it  was  introduced  by 
the  Spaniards.  It  was  remarked  by  the  first  voyagers  on  the  new  continent  that  the 
natives  coloured  their  bodies  and  dyed  their  stuffs  by  means  of  indigenous  plants 
which  resembled  the  indigo-plant  of  Asia.  Eernando  Columbus,  in  the  life  of  his 
father,  says,  that  this  plant  grew  in  a  wild  state  in  the  "West  India  Islands,  and  that  it 
was  cultivated  for  the  purpose  of  obtaining  from  it  a  blue  pigment.  Hernades  mentions 
it  among  the  native  plants  of  Mexico,  and  says,  that  the  Americans  used  it  for  dyeing 
their  hair  black.  He  adds,  that  they  made  from  it  a  pigment,  which  they  named 
mohuitli  and  tleuohuitli,  the  same  as  the  cceruleuvi  of  the  Latins,  and  he  describes  also 
the  method  of  prepairing  it.  Nevertheless,  it  appears  that  the  Indigofera  tinctoria  and 
Anil  were  really  introduced  into  America  by  the  Spaniards,  and  were  the  plants  em- 
ployed by  them  for  the  manufacture  of  indigo  in  Mexico,  Guatemala,  and  St.  Domingo, 
though  some  of  the  varieties  produced  by  the  influence  of  the  climate  and  soil  differ  very 
widely  in  appearance  from  the  parent  stock.  The  manufacture  of  indigo  was  at  one 
time  carried  on  extensively  in  Central  America  and  the  West  India  Islands,  and  these 
countries  formerly  supplied  the  chief  portion  of  the  article  consumed  in  Europe.  The 
indigo  of  Guatemala  at  the  same  time  surpassed  all  others  in  quality.  Inconsequence, 
however,  of  the  political  disturbances  in  America,  and  the  great  improvements  which 
have  been  effected  in  the  manufacture  of  indigo  by  the  zeal  and  perseverance  of  our 
countrymen  iu  the  East,  its  production  in  America  has  diminished  very  much;  and  at 
the  present  day,  the  indigo  consumed  in  Europe  is  derived  chiefly  from  India,  and  more 
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especially  from  Bengal,  Oude,  and  Madras.  The  remainder  is  imported  from  Java, 
Manilla,  the  Mauritius,  and  Senegal  in  the  eastern  hemisphere,  and  from  Caraccas, 
Brazil,  and  Guatemala  in  the  western.  The  East  Indian  and  Brazilian  indigo  comes 
packed  in  chests;  the  Guatemala  in  ox-hides,  called  serons.  Its  quality  depends  upon 
the  species  of  the  plant,  its  ripeness,  the  soil  and  climate  of  its  growth,  and  the  mode 
of  manufacture. 

The  plants  which  are  cultivated  in  the  East  Indies,  are  the  Indigofera  tincioria. 
Anil,  disperma,  and  pseudo-tinctoria.  The  districts  of  Ejshenagar,  Jessore,  and  Moor- 
shedabad,  in  Bengal,  ranging  from  88°  to  90°  east  lat.  and  22|°  to  24°  north  long., 
produce  the  finest  indigo.  That  from  the  districts  about  Burdwan  and  Benares  is  of 
a  coarser  or  harsher  grain.  Tyroot,  in  lat.  26°,  yields  a  tolerably  good  article.  The 
portion  of  Bengal  most  propitious  to  the  cultivation  of  indigo,  lies  between  the  river 
Hoogly  and  the  main  stream  of  the  Ganges.  The  ground  having  been  ploughed  in 
October,  November,  or  beginning  of  December,  the  seed  of  the  indigo  plant  is  sown 
in  the  last  half  of  March  or  beginning  of  April,  while  the  soil  being  neither  too  hot 
nor  too  dry,  is  most  propitious  to  its  germination.  A  light  mould  answers  best ;  and 
sunshine,  with  occasional  light  showers,  are  most  favourable  to  its  growth.  From 
twenty-four  to  thirty  pounds  of  seeds  are  required  for  sowing  an  acre  of  land.  The 
plants  grow  rapidly,  and  will  bear  to  be  cut  for  the  first  time  at  the  beginning  of  July, 
nay,  in  some  districts,  so  early  as  the  middle  of  June.  The  indications  of  maturity 
are  the  bursting  forth  of  the  flower-buds,  and  the  expansion  of  the  blossoms  ;  at  which 
period  the  plant  contains  most  colouring  matter.  Another  indication  is  taken  from 
the  leaves  ;  which,  if  they  break  across,  when  doubled  flat,  denote  a  state  of  maturity. 
But  this  character  is  somewhat  fallacious,  and  depends  upon  the  poverty  or  richness 
of  the  soil.  When  much  rain  falls,  the  plants  grow  too  rapidly,  and  do  not  sufficiently 
elaborate  the  blue  pigment.  Bright  sunshine  is  most  advantageous  to  its  production. 
The  first  cropping  of  the  plant  is  best;  after  two  months  a  second  is  made;  but  at 
the  present  day,  planters  never  undertake  a  third  or  fourth. 

Two  methods  are  pursued  to  extract  the  indigo  from  the  plant :  the  first  effects  it 
by  fermentation  of  the  fresh  leaves  and  stems ;  the  second,  by  maceration  of  the  dried 
leaves. 

1.  From  the  recent  leaves. — In  the  indigo-factories  of  Bengal,  there  are  two  large 
stone-built  cisterns,  the  bottom  of  the  first  being  nearly  upon  a  level  with  the  top  of 
the  second,  in  order  to  allow  the  liquid  contents  to  be  run  out  of  the  one  into  the  other. 
The  uppermost  is  called  the  fermenting  vat,  or  the  steeper ;  its  area  is  20  feet  square, 
and  its  depth  three  feet ;  the  lowermost,  called  the  beiiter  or  beating  vat,  is  as  broad  as 
the  other,  but  one-third  longer.  The  cuttings  of  the  plant,  as  they  come  from  the  field, 
are  stratified  in  the  steeper,  until  this  is  filled  to  within  5  or  6  inches  from  its  brim.  In 
order  that  the  plant,  during  its  fermentation,  may  not  swell  and  rise  out  of  the  vat,  beams 
of  wood  and  twigs  of  bamboo  are  braced  tightly  over  the  surface  of  the  plants,  after 
which  water  is  pumped  upon  them  until  it  stands  about  3  or  4  inches  from  the 
edge  of  the  vessel.  An  active  fermentation  speedily  commences,  which  is  completed 
within  14  or  16  hours,  a  little  longer  or  shorter,  according  to  the  temperature  of  the 
air,  the  prevailing  winds,  the  quality  of  the  water,  and  the  ripeness  of  the  plants. 
Nine  or  ten  hours  after  the  immersion  of  the  plant,  the  condition  of  the  vat  must  be 
examined ;  frothy  biibbles  are  then  seen  rising  like  little  pyramids,  at  first  of  a  white 
colour,  but  soon  becoming  greyish-blue,  and  then  deep  purplish-red.  The  fermenta- 
tion is  at  this  time  violent,  the  fluid  being  in  constant  commotion,  and  apparently 
boiling,  innumerable  bubbles  mount  to  the  surface,  and  a  dense  copper-coloured  scum 
covers  the  whole.  As  long  as  the  liquor  is  agitated,  the  fermentation  must  not  be 
disturbed ;  but  when  it  becomes  more  tranquil,  the  liquor  is  to  be  drawn  off"  into  the 
lower  cistern.  It  is  of  the  utmost  consequence  not  to  push  the  fermentation  too  far, 
because  the  quality  of  the  whole  indigo  is  thereby  deteriorated ;  but  rather  to  cut  it 
short,  in  which  case  there  is,  indeed,  a  loss  of  weight,  but  the  article  is  better.  The 
liquor  possesses  now  a  glistening  yellow  colour,  which,  when  the  indigo  precipitates 
changes  to  green.  The  average  temperature  of  the  liquor  is  commonly  85°  Fahr.  • 
its  specific  gravity  at  the  surface  is  1-0015 ;  and  at  the  bottom  r003.  '  * 

As  soon  as  the  liquor  has  been  run  into  the  lower  cistern,  ten  men  are  set  to  work 
to  beat  it  with  oars  or  shovels  4  feet  long,  called  hiisquets.  Paddle-wheels  have  also 
been  employed  for  the  same  purpose.  Meanwhile  two  other  labourers  clear  away 
the  compressing  beams  and  bamboos  from  the  surface  of  the  upper  vat,  remove  the 
exhausted  blue,  set  it  to  dry  for  fuel,  clean  out  the  vessel,  and  stratify  fresh  plants  in 
it.  The  fermented  plant  appears  still  green,  but  it  has  lost  three  fourths  of  its  bulk 
in  the  process,  or  from  12  to  14  per  cent,  of  its  weight,  chiefly  water  and  extractive 
matter. 

The  liquor  in  the  lower  vat  must  be  strongly  beaten  for  an  hour  and  a  half  when 
the  indigo  begins  to  agglomerate  in  flocks,  and  to  precipitate.   This  is  the  moment 
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for  judging  whether  any  error  has  been  committed  in  the  fomentation;  which  muBt 
be  corroctoil  by  the  operation  of  beating.  If  the  fermentation  has  been  arrested  too 
Boon,  much  froth  rises  in  the  beating,  which  must  bo  aUayed  with  a  little  oil,  and  then 
a  reddish  tinge  appears.  If  largo  round  granulations  are  formed,  the  beating  is  con- 
tinued, in  order  to  see  if  tliey  will  grow  smaller.  If  they  become  as  small  as  fine  sand, 
and  if  the  water  clears  up,  the  indigo  is  iiUowod  quietly  to  subside.  Should  the  vat 
have  been  ovcr-fermonted,  a  thick  fat-looking  crust  covers  the  liquor,  which  does  not 
disappear  by  the  introduction  of  a  flask  of  oil.  In  such  a  case  the  beating  must  be 
moderated,  and  when  the  granulations  become  round,  and  begin  to  subside,  and  the 
liquor  clears  up,  the  boating  must  bo  discontinued.  "When  the  fermentation  has  been 
excessive,  the  froth  or  scum  diffuses  itself  spontaneously  into  separate  minute  particles, 
that  movo  about  the  surface  of  the  liquor.  On  the  other  hand,  a  rightly-fermented 
vat  is  easy  to  work;  the  froth,  though  abundant,  vanishing  whenever  the  granulations 
make  their  appearance.  The  colour  of  the  liquor,  when  drawn  out  of  the  steeper  into 
the  beater,  is  bright  green ;  but  as  soon  as  the  agglomeration  of  the  indigo  commences, 
it  assumes  the  colour  of  Madeira  wine ;  and  speedily  afterwards,  in  the  course  of 
beating,  a  small  round  grain  is  formed,  which  falls  down  and  leaves  the  water  trans- 
parent, when  all  the  turbidity  and  frotli  vanish. 

The  object  of  the  beating  is  threefold :  first,  it  tends  to  disengage  a  great  quantity 
of  carbonic  acid  present  in  the  fermented  liquor;  secondly,  to  give  the  newly-de- 
veloped indigo  its  requisite  dose  of  oxygen  by  the  most  extensive  exposure  of  its 
particles  to  the  atmosphere ;  thirdly,  to  agglomerate  the  indigo  in  distinct  flocks  or 
granulations.  In  order  to  hasten  the  precipitation,  lime-water  is  occasionally  added 
to  the  fermented  liquor  in  the  progress  of  beating ;  but  those  who  manufacture  the 
superior  qualities  of  indigo,  avoid  the  use  of  lime,  as  it  has  a  tendency  to  make  the 
indigo  hard  and  red.  In  one  side  of  the  beating  vessel  a  beam  is  fixed  upright,  in 
which  three  or  more  holes  are  pierced  a  few  inches  in  diameter.  These  are  closed 
with  plugs  during  the  beating,  but,  two  or  three  hours  afterwards,  as  the  indigo 
subsides,  the  upper  plug  is  withdrawn  to  run  off  the  supernatant  liquor,  and  then  the 
lower  plugs  in  succession.  The  state  of  this  liquor  affords,  on  being  examined,  an 
indication  of  the  success  of  both  the  processes.  When  the  whole  liquor  has  run 
off,  a  labourer  enters  the  vat,  sweeps  all  the  precipitate  into  one  corner,  and  empties 
the  thinner  part  into  a  spout  which  leads  into  a  cistern,  20  feet  long,  3  feet  wide,  and 
3  feet  deep.  When  all  this  liquor  is  once  collected,  it  is  pumped  through  a  bag 
which  retains  the  impurities  into  a  boiler,  placed  at  the  side  of  the  cistern  and  heated 
to  ebullition.  The  froth  soon  subsides,  leaving  an  oily-looking  film  upon  the  liquor. 
The  indigo  is  by  this  process  not  only  freed  from  the  yellow  extractive  matter,  but 
its  density  and  the  intensity  of  its  colour  are  increased.  From  the  boiler  the  mixture 
is  run,  after  two  or  three  hours,  into  a  general  receiver,  called  the  dri]pping  vat  or  table, 
which,  for  a  factory  of  twelve  pairs  of  preparation  vats,  is  20  feet  long,  10  feet  wide, 
and  3  feet  deep,  having  a  false  bottom,  2  feet  under  the  top  edge.  The  cistern 
stands  in  a  basin  of  masom-y  (made  water-tight>with  chimam  hydraulic  cement),  the 
bottom  of  which  slopes  to  one  end,  in  order  to  facilitate  the  drainage.  A  thick 
woollen  web  is  stretched  along  the  bottom  of  the  inner  vessel  to  act  as  a  filter ;  but 
a  piece  of  cotton  cloth  is  generally  preferred  to  wool,  as  the  hairs  which  are  detached 
from  the  latter  injure  the  quality  of  the  indigo.  As  long  as  the  liquor  passes  through 
turbid,  it  is  pumped  back  into  the  receiver.  Whenever  it  runs  clear,  tho  receiver  is 
covered  with  another  piece  of  cloth  to  exclude  the  dust,  and  allowed  to  drain  at  its 
leisure.  Next  morning  the  drained  magma  is  put  into  a  strong  bag  and  squeezed  in  a 
press.  The  indigo  is  then  carefully  taken  out  of  the  bag,  and  cut  with  brass  wire  into 
cubical  pieces,  measuring  about  3  inches  each  way,  which  are  dried  in  an  airy  house 
upon  shelves  of  wicker  work.  During  the  drying,  a  whitish  efilorescence  appears  upon 
the  pieces,  which  must  be  carefully  removed  with  a  brush.  In  some  places,  parti- 
cularly on  the  coast  of  Coromandel,  the  dried  indigo  lumps  are  allowed  to  efiloresce 
in  a  cask  for  some  time,  and  when  they  become  hard  they  are  wiped  and  packed  for 

^^"Vom  some  experiments  it  would  appear  that  the  gas  disengaged  during  the  middle 
period  of  the  fermentation  is  composed  in  100  parts  of  27-5  carbonic  acid,  6-8  oxygen, 
and  66-7  nitrogen ;  and  towards  its  conclusion,  of  40-6  carbonic  acid,  4-5  oxygen,  and 
55-0  nitrogen.  Carburetted  hydrogen  does  not  seem  to  be  disengaged.  That  the 
liquor  in  the  beating  vat  absorbs  oxygen  from  the  air  in  proportion  as  tho  indigo 
becomes  flocculent  and  granular,  has  been  ascertained  by  experiment,  as  well  as  that 
sunshine  accelerates  the  separation  of  the  indigo-blue.  Out  of  1,000  parts  of  the 
fermented  liquor  of  specific  gravity  1-003,  the  blue  precipitate  may  constitute  076 
of  a  part.  Sucli  a  proportion  upon  tho  great  scale  is,  however,  above_  the  average, 
which  is  not  more  than  0-6.  When  lime-water  is  added,  an  extractive  matter  is 
thrown  down,  which  amounts  to  from  20  to  47  pints  in  1,000  of  the  liquor.   It  has  a 
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dark  hvo^n  tint,  a  Viscid  appe.arance,  an  unpleasant  smell,  and  a  bitter  taste.  It 
becomes  moist  in  damp  air,  and  dissolves  in  water  without  decomposition.  It  is 
precipitated  by  lime,  alkalis,  infusion  of  galls,  and  acetate  of  lead.  All  indigo  con- 
tains a  little  lime  derived  from  the  plant,  even  though  none  has  been  used  in  its  pre- 
paration. 1  .  J  •         1  • 

2.  Indigo  from  dried  leaves.— The  ripe  plant  being  cropped,  is  to  be  dried  in  sunsliine 
from  9  o'clock  in  the  morning  till  4  in  the  afternoon,  during  two  days,  and  threshed 
to  separate  the  stems  from  the  leaves,  which  are  then  stored  up  in  magazines  until  a 
sufficient  quantity  is  collected  for  manufacturing  operations.  The  newly-dried  leaves 
must  be  free  from  spots,  and  friable  between  the  fingers.  When  kept  dry,  the  leaves 
undergo,  in  the  course  of  four  weeks,  a  material  change,  their  beautiful  green  tint 
turning  into  a  pale  bliush-grey,  previous  to  which  the  leaves  afford  no  indigo  by 
maceration  in  water,  but  subsequently  a  large  quantity.  Afterwards  the  product 
becomes  less  considerable.  i 

According  to  some  manufacturers,  the  plants  should  be  cut  down  in  dry  weather, 
an  hour  or  two  before  sunset,  carried  off  the  field  in  bundles,  and  immediately  spread 
upon  a  dry  floor.  Next  morning  the  reaping  is  resumed  for  an  hour  and  a  half, 
before  the  sun  acts  too  powerfully  upon  vegetation,  and  the  plants  are  treated  in  the 
same  way.  Both  cuttings  become  sufficiently  dry  by  3  o'clock  in  the  afternoon,  so  as 
to  permit  the  leaves  to  be  separated  from  the  stems  by  threshing.  They  are  now 
thoroughly  dried  in  the  sunshine,  then  coarsely  bruised,  or  sometimes  ground  to  powder 
in  a  mill,  and  packed  up  for  the  operations  of  manufacture. 

The  following  process  is  pursued  to  extract  indigo  from  the  dried  leaves.  They 
are  infused  in  the  steeping  vat  with  six  times  their  bulk  of  water,  and  allowed  to 
macerate  for  two  hours  with  continual  stirring  till  all  the  floating  leaves  sink.^  The 
fine  green  liquor  is  then  drawn  off  into  the  beating  vat,  for  if  it  stood  longer  in  the 
steeper,  some  of  the  indigo  would  settle  among  the  leaves  and  be  lost.  Hot  water, 
as  employed  by  some  manufacturers,  is  not  necessary.  The  process  with  dry  leaves 
possesses  this  advantage,  that  a  provision  of  the  plant  may  be  made  at  the  most 
suitable  times,  independently  of  the  vicissitudes  of  the  weather,  and  the  indigo 
may  be  uniformly  made  ;  and  moreover,  the  fermentation  of  the  fresh  leaves,  often 
capricious  in  its  course,  is  superseded  by  a  much  shorter  period  of  simple  macera- 
tion. 

We  are  indebted  to  Dr.  Eoxburgh,  for  a  description  of  the  method  employed  for 
manufacturing  indigo  from  tlie  Ncriuin  tinctorium  or  Wrightia  tinctoria.  (Vide  '  Trans- 
actions of  the  Society  of  Arts,'  vol.  xxviii.)  This  plant,  which  attains  the  size  of  a 
small  tree,  is  found  on  the  lower  regions  of  the  mountainous  tract  near  Rajamundry, 
and  also  on  hills  in  the  neighbourhood  of  Salem  and  Pondicherry,  and  grows  in  a 
sterile  as  well  as  rich  soil.  The  leaves  begin  to  appear  in  March  and  April,  and 
at  the  end  of  April  have  attained  their  full  size,  when  they  are  ready  for  gathering. 
At  the  end  of  August  they  begin  to  assume  a  yellowish  rusty  colour  and  soon  fall 
off.  The  leaves  yield  no  indigo  until  the  plant  is  several  years  old,  but  the  best 
leaves  for  making  indigo  are  obtained  from  low  bushy  plants.  They  improve  when 
kept  for  a  day  or  two,  but  when  they  begin  to  wither,  they  yield  but  a  small  portion 
of  very  bad  indigo,  and  when  quite  dry  only  a  dirty  brown  fecula.  In  this  they 
differ  from  the  leaves  of  the  common  indigo-plant,  which  maybe  dried  before  ex^ 
fraction  without  loss  of  colour.  Tliey  also  differ  from  the  latter  in  not  yielding  their 
Colour  to  cold  water.  AVith  cold  water  only  a  hard,  black,  flinty  substance  is  ob- 
tained, not  blue  indigo.  It  is  therefore  necessary  to  employ  hot  water,  which  ex- 
tracts the  colour  very  readily.  The  leaves  having  been  collected,  are  on  the  ensuing 
day  thrown  into  copper  scalding  vessels,  which  are  then  filled  with  cold  water  to 
within  2  or  3  inches  of  the  top.  Hard  water  containing  a  large  quantity  of  bicarbonate 
of  lime  is  better  adapted  for  the  purpose  than  rain-water.  The  fire  is  then  lighted 
and  maintained  rather  briskly  until  the  liquor  acquires  a  deep  green  colour.  The 
leaves  then  begin  to  assume  a  yellowish  colour,  the  heat  of  the  liquor  being  about 
160^  to  160°  Fahr.  The  fire  is  then  removed,  and  the  liquor  run  off  into  the  beating 
vat.  Here  it  is  agitated  from  5  to  20  minutes.  It  is  then  mixed  with  about  ^^th  to  ^th 
part  of  lime-water,  which  produces  a  speedy  granulation.  After  the  indigo  has  subsided, 
the  supernatant  liquid  appears  of  a  clear  Madeira  wine  colour.  The  quantity  of  indigo 
obtnined,  amounts  to  1  lb.  from  250  lbs.  of  green  leaves  ;  bxitit  varies  according  to  the 
season  and  the  state  of  the  weather.  In  August  and  September,  the  produce  is  only 
one-half  or  two-thirds  of  what  it  is  in  May  and  June,  and  even  that  is  diminished  if 
the  weather  is  wet,  Or  the  leaves  are  treated  immediately  after  being  gathered.  The 
scnlding  requires  about  three  hours,  and  the  agitation  and  precipitation  the  same 
time.  _  The  indigo  is  improved  by  treating  it  with  a  little  sulphuric  acid.  The  only 
fuult  it  has  is,  that  it  breaks  into  small  pieces,  unless  it  has  been  diied  slowly  in  the 
shade  protected  from  the  sun. 
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vn?  1  f  provinces  of  China  a  epocies  of  Indigofera  is  extensively  culti- 

a  d  for  tlie  sake  of  the  dye  ^hich  it  affordn.  In  the  northern  provinces  two  oUier 
plants  are  employed  by  the  inhabitants  for  the  same  purpose.^  Mr.  Fortune  he 
r.  Chinese  traveller,  to  whom  we  owe  the  description  of  these  p  ants 

™  in  trr'n  "^r^^'r^S  ^"digo  from  them,  states  that  one  of  them  s 
ZZoZ  of  Shanghae,  and  he  has  given  it  the  name  of  Isatis 

inutgotica.    Iho  other,  which  is  a  species  of  Justicia,  is  largely  cultivated  in  the 

...  Tv  f  f  ^ "^P'^'     ^'^^^"^  ^^ll'^y"  ^°^o°g  the  hills.    It  seems  to  be 

eabuy  cultivated ;  it  grows  most  luxuriantly,  and  is  no  doubt  very  productive, 
paving  evidently  been  introduced  from  a  more  southern  latitude,  it  is  not  hardy  in 
tiie  province  of  Chekiang  any  more  than  cotton  is  about  Shanghae  ;  but  nevertheless 
it  succeeds  admirably  as  a  summer  crop.  It  is  planted  at  the  end  of  April  or  beginning 
01  may,  aner_  the  spring  frosts  are  over,  and  it  is  cleared  from  the  ground  in 
uctober.  During  this  period  it  attains  a  height  of  a  foot  or  a  foot  and  a  half,  becomes 
very  busJiy,  and  is  densely  covered  with  large  green  leaves.  It  is  cut  before  any 
flowers  are  formed.  The  plants  are  grown,  not  from  seed  but  from  cuttings.  These 
cuttings  consist  simply  of  a  portion  of  the  stems  of  the  previous  year,  which  after 
being  stripped  of  their  leaves  are  tied  into  bundles,  each  containing  upwards  of 
1,000,  and  kept  during  the  winter  in  a  dry  shed  or  outhouse,  where  after  being  firmly 
packed  together  they  are  banked  round  with  dry  loam,  and  covered  with  straw  or 
litter  so  as  to  protect  them  from  the  frost.  During  the  winter  months  the  cuttings 
remain  green  and  plump,  and  although  no  leaves  are  produced  a  few  roots  are 
generally  found  to  be  formed,  or  in  the  act  of  forming,  when  the  winter  has  passed 
and  the  season  for  planting  has  come  round.  In  this  state  they  are  taken  to  the  fields 
and  planted.  The  weather  during  the  planting  season  is  generally  showery,  as  this 
happens  about  the  change  of  the  monsoon  when  the  air  is  charged  with  moisture.  A 
few  days  of  this  warm  showery  weather  is  sufficient  to  establish  the  new  crop,  which 
now  goes  on  growing  with  luxuriance  and  requires  little  attention  during  the  summer, 
indeed  none  except  keeping  the  land  free  from  weeds.  In  the  country  where  this  dye 
is  manufactured  there  are  numerous  pits  or  tanks  on  the  edges  of  the  fields.  They  are 
usually  circular  in  form,  and  have  a  diameter  of  about  11  feet  and  a  depth  of  2  feet. 
About  400  catties'  of  stems  and  leaves  are  thrown  into  a  tank  of  this  size,  which  is 
then  filled  to  the  brim  with  clear  water.  In  five  days  the  plant  is  partially  decom- 
posed, and  the  water  has  become  yellowish-green  in  colour.  At  this  period  the 
whole  of  the  stems  and  leaves  are  removed  from  the  tank  with  a  flat-headed  broom 
made  of  bamboo-twigs.  When  every  particle  has  been  removed,  the  workmen  em- 
ployed give  the  water  a  circular  and  rapid  motion  with  the  brooms  just  noticed,  which 
is  continued  for  some  time.  During  this  part  of  the  operation  another  man  has 
employed  himself  in  mixing  about  thirty  catties  of  lime  with  water,  which  water  has 
been  taken  out  of  the  tank  for  the  purpose.  This  is  now  thrown  into  the  tank,  and 
the  rapid  circular  motion  of  the  water  is  kept  up  for  a  few  minutes  longer.  When 
the  lime  and  water  have  been  well  mixed  in  this  way  the  circular  motion  is  allowed  to 
cease.  Four  men  now  station  themselves  round  the  tank  and  commence  beating  the 
water  with  bamboo  rakes  made  for  the  purpose.  The  beating  process  is  a  very 
gentle  one.  As  it  goes  on,  the  water  gradually  changes  from  a  greenish  hue  to  a 
dingy  yellow,  while  the  froth  becomes  of  a  beautiful  bright  blue.  During  this  process 
the  head  workman  takes  a  pailful  of  the  liquid  out  of  the  tank  and  beats  it  rapidly 
with  his  hand.  Under  this  operation  it  changes  colour  at  once,  and  its  value  is 
judged  of  by  the  hue  it  presents.  The  beating  process  generally  lasts  for  about 
half  an  hour.  At  the  end  of  this  time  the  whole  of  the  surface  of  the  liquid  is 
covered  with  a  thick  coating  of  froth  of  the  most  brilliant  colours,  in  which  blue 
predominates,  especially  near  the  edges.  At  this  stage,  it  being  desirable  to  incor- 
porate the  froth  with  the  liquid  below  it,  it  is  only  necessary  to  throw  a  small  quantity 
of  cabbage-oil  on  the  surface  of  the  froth.  The  workmen  then  stir  and  beat  it 
gently  with  their  flat  brooms  for  a  second  or  two,  and  the  whole  instantly  disappears. 
The  liquid,  which  is  now  darker  in  colour,  is  allowed  to  repose  for  some  hours, 
until  the  colouring  matter  has  sunk  to  the  lower  stratum,  when  about  two-thirds  of 
the  liquid  is  drawn  olF  and  thrown  away.  The  remaining  third  part  is  then  drawn  into 
a  small  square  tank  on  a  lower  level,  which  is  thatched  over  with  straw,  and  here  it 
remains  for  three  or  four  days.  By  this  time  the  colouring  matter  has  sepivrated 
itself  from  the  water,  which  is  now  entirely  drained  ofif,  the  dye  occupying  three  or 
four  inches  of  the  bottom  in  the  form  of  a  thick  paste  and  of  a  beautiful  blue  colour. 
In  this  state  it  is  packed  in  baskets,  and  exposed  for  sale  in  all  the  country  towns  in 
this  part  of  China.  Like  the  Shanghae  indigo,  made  from  Isatis  indigotica,  it  is 
called  Tien-ching'  by  the  ChmasQ  — Gardeners'  Chronicle  and  AgricuUural  Gazette, 
April  8,  1864. 

>  A  Chinese  catty  is  equal  to  IJ  Ihi 
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The  cultivation  of  indigo  in  Central  America  has  fiiUen  oflp  very  much  of  late  years. 
Nicaragua  formerly  exported  annually  about  5,000  bales  of  150  lbs.  each.  At  present 
the  export  probably  does  not  exceed  1,000  or  2,000  bales.  Under  the  government  of 
Spain,  the  state  of  San  Salvador  produced  from  8,000  to  10,000  bales  annually.  A 
piece  of  ground  equal  to  two  acres  generally  produces  from  100  to  120  lbs,  at  a 
cost  of  not  far  from  30  to  40  dollars. 

Tliere  is  an  indigenous  biennial  plant,  abounding  in  many  parts  of  Central  America, 
-which  produces  indigo  of  a  very  superior  quality,  but  gives  less  than  half  the  weiglat 
which  is  afforded  by  the  cultivated  species.    The  Indigofera  dispcrma  is  the  species 
employed  in  cultivation.    It  attains  its  highest  perfection  in  the  richest  soils.  It 
vnli  grow,  however,  upon  almost  any  soil,  and  is  very  little  affected  by  drought  or 
by  superabundant  rains.    In  planting  it,  the  ground  is  perfectly  cleared,  usually 
burnt  over,  and  divided  with  an  implement  resembling  a  hoe  into  little  trenches,  2 
or  3  inches  in  depth,  and  12  or  M  apart,  at  the  bottom  of  which  the  seeds  are  stre\vn 
by  liand,  and  lightly  covered  with  earth.    A  bushel  of  seed  answers  for  4  or  5  acres 
of  land.    In  Nicaragua  it  is  usually  planted  towards  the  close  of  the  dry  season  in 
April  or  May,  and  attains  its  perfection  for  the  purpose  of  manufacture  in  from  two 
and  a  half  to  three  months.    During  this  time  it  requires  to  be  carefully  weeded,  to 
prevent  any  mixture  of  herbs,  which  would  injure  the  quality  of  the  indigo.  When 
It  becomes  covered  with  a  kind  of  greenish  farina,  it  is  in  a  fit  state  to  be  cut.  This 
IS  done  with  knives  at  a  little  distance  above  the  root,  so  as  to  leave  some  of  the 
branches,  called  in  the  West  Indies  'ratoons,'  for  a  second  growth,  which  is  also  in 
readiness  to  be  cut,  in  from  six  to  eight  weeks  after.    The  crop  of  the  first  year  is 
usually  small,  that  of  the  second  is  esteemed  the  best,  although  that  of  the  third  is 
Jiardly  inferior.    It  is  said  that  some  fields  have  been  gathered  for  ten  consecutive 
years  without  being  re-sown,  the  fallen  seed  obviating  the  necessity  of  new  plantino-s 
Alter  the  plant  is  cut,  it  is  bound  in  little  bundles,  carried  to  the  vat,  and  placed  in 

V'n^m^'°1*^«^',Pl'^^,°''  ^^'■^^'^       ""^^^^^  i^"J(^dora).    This  vat  holds  from 

J,uuy  to  10,000  gallons,  according  to  the  requirements  of  the  estate.  Boards  loaded 
with  weights  are  then  placed  upon  the  plants,  and  enough  water  let  on  to  cover  tlie 
whole,  which  IS  now  left  to  steep  or  ferment.  The  rapidity  of  this  process  depends 
much  upon  the  state  of  the  weather  and  the  condition  of  the  plant.  Sometimes  it  is 
accomplished  in  6  or  8  hours,  but  generally  requires  from  15  to  20.  The  proper  length 
t  <^™f,^s  determined  by  the  colour  of  the  saturated  water ;  but  the  great  secret  is  to 
tTi^t  fermentation  at  the  proper  point,  for  upon  this,  in  a  great  degree,  depends 
the  quality  of  the  product.  AVitliout  disturbing  tlie  plant,  the  wtter  is  now  drawn  off 
by  cocks  into  the  lower  vat  or  'beater'  {golpeadoro),  y^here  it  is  strongly  and  inces- 
san.ly  beaten,  in  the  smaller  estates  with  paddles  by  hand,  in  the  larger  by  wheels 
turned  by  horse-  or  water-power.  This  is  continued  until  it  changes  from  the  green 
colour,  which  It  at  first  displays,  to  a  blue,  and  until  the  colouring  matter,  orfloclilL 
shows  a  disposition  to  curdle  or  subside.  This  is  sometimes  hastened  by  the  infusioli 
of  certain  herbs  It  is  then  allowed  to  settle,  and  the  water  is  carefully  drawn  off 
^,  I-  i''-  '"^"""'^  it  resembles  a  fine  soft  clay;  after  which  it  is 

put  nto  bags  to  dram,  and  then  spread  on  cloths  in  the  sun  to  cb-;.    When  properlv 

each  "eZT"'"''^  "t^'^^^  '°      -l^^^^^^^'        ^^''^^'^     '^^^e  cases.'^l  sTlbs'^ 

each,  called  sevens.    The  quality  has  not  less  than  9  gradations,  the  best  being  of  the 

iSTSr-  to9arecalledyW,and  are  the  best;  from  3  to  6  carte!  ■f.Z. 

nl  "^'"''"^  ^r^'^'f  ™      '^^^^^g^  '^1^°"'^  each  cutting  Xr 

the  plant  has  passed  through  the  vat,  it  is  required  by  law  that  it  shall  be  dried  and 

'iCl^^.l';^;^,^-^''^^^^^^^  million  an  annoying  insect  called 

Jjrmese  Indiffo.~The  political  agent  at  the  Court  of  Mandalay  furnishes  m 
intere^. ting  report  on  the  cultivation  of  indigo  in  the  territories  of  the  Eng^JBumX 
^eon  w".       '  «f  ^^digo  in  Upper  Burmah  on  any  scale,  we  are  told,  appears  to  ha vo 
been  first  commenced  in  the  year  1860,  when  His  Majesty  the  King  of  Ava  nrocZd 
Bengal  workmen  from  Calcutta,  and  had  a  factory  erected^in  the  cityof  AreeCoora 
under  the  superintendence  of  some  Armenian  gentlemen  who  had  had  eSr^l' 
m  the  indigo-factories  in  India.    Subsequently  four  other  fVictorierwere  estaE^d^ 
one  at  Shayet-Khan,  of  five  vats,  a  short  distance  above  Mandalav  •  irtolS  '  S 
east  ot  the  Mandalay  hill,  of  three  vats  ;  one  about  12  miles  to  the 'wes?  of  ^If  ; 
ten  vats  ;  and  one,  on  a  small  scale  insid;  the  Palace,  inTne  of  His  SLtV^  t^T' 
Ihe  agricultural  subjects  of  His  Majesty's  within  the  capital  and  ^f  '°'' 

req'^'red  to  allot  a  third  share  of  theii^'land  for  the  purpose  Kwin^  inlvo  ^^^^^^ 
the  land  is  found  to  be  suitable  within  tlie  vicinity  of  the  factor^  ^^^t"^^^ 
of  this,  the  land-tax  is  remitted  on  the  remaining  two^hiS^f  til  l  /'^^^^^^^ 
cultn^tors  have  to  give  the  out-turn  of  theiiidigo  L^to  X' ^l^et 
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renumoration  for  their  labour,  the  sood  only  being  supplied.  The  King  obtains  a 
yearly  supply  of  the  seed  from  Bengal,  and  has  indigo-plantations  of  his  own,  -which 
are  set  apart  exclusively  for  this  purpose.  Indigo  made  from  the  Burmese  plant, 
indigenous  to  the  country,  is  found  not  to  bo  equal  to  the  Bengal  indigo.  The  land 
upon  which  the  seed  is  sown  is  ploughed  in  the  same  manner  as  that  for  wheat  or 
grain  cultivation,  but  not  until  the  monsoon  season  is  over;  the  seeds  are  then 
scattered  about  as  in  other  grain  cultivation,  and  in  the  course  of  a  few  weeks  shoot 
up,  and  before  four  months  have  elapsed  the  young  plants  rise  to  the  height  of  about 
2i  feet,  Avhen  they  are  cut  down,  tied  up  in  bundles,  and  carted  off"  to  the  nearest 
factory.  The  late  Crown  Prince  sent  several  Burmese  youths  to  Bengal  some  years  ago 
to  study  the  manufacture  of  indigo.  They  returned  at  the  latter  end  of  the  year  1868, 
and  are  now  engaged  in  superintending  tlio  plantations  and  manufacture  of  the  dye. 
Chinese  merchants  of  Mandalay  export  indigo  to  the  Shan  States  and  China.  The 
average  annual  out-turn  is  about  8,000  viss,  which  is  sold  on  His  Majesty's  account  at 
the  rate  of  400  rupees  for  100  viss  or  4^  maunds.  There  is  no  prohibition  as  to  the 
cultivation  of  the  plant  or  manufacture  of  the  dye. 

The  following  account  of  the  manufacture  of  indigo  on  the  Senegal  is  taken  from 
Perottet's  '  Art  de  I'lndigotier ' : — 

The  land  destined  to  the  cultivation  of  the  plant  ought  to  be  perfectly  level  and 
free  from  undulations,  so  as  to  prevent  the  seed  from  being  washed  into  the  hollows 
or  lower  parts  by  the  heavy  rains  so  frequent  in  the  tropics.    Soils  of  a  greyish  colour 
abounding  in  clay  are  not  adapted  for  the  purpose,  as  they  are  too  compact  and  cold. 
Sandy  soils  of  a  whitish  colour  must  also  be  avoided.    Light  soils,  abounding 
in  humus  or  vegetable  remains,  and  having  a  colour  between  grey  and  dark  brown, 
are  to  be  preferred  to  all  others.    The  soil  should,  at  all  events,  not  be  one  very 
retentive  of  moisture.    The  quantity  of  indigo  obtained  from  the  same  weight  of 
plant  may  vary,  according  to  the  soil,  from  4  lbs.  to  10  lbs.,  and  the  quality  also 
varies  in  a  corresponding  degree.    The  extent  of  ground  which  is  required  for  the 
production  of  indigo  on  a  large  scale  is  so  great  that  the  use  of  manure  becomes 
almost  impossible.    Nevertheless,  the  employment  of  the  refuse, of  the  plant,  after  the 
extraction  of  the  indigo,  as  a  manure  on  fresh  plantations  is  found  to  be  attended  with 
very  beneficial  resxdts.    The  ground,  if  new,  must  be  turned  up  by  means  of  a  plough 
or  hoe,  to  the  depth  of  at  least  10  or  12  inches,  three  times  successively,  at  intervals 
of  3  months,  before  the  sowing  takes  place.    The  sowing  must  only  be  undertaken  in 
fine  weather,  never  during  heavy  rain.    The  seed  employed  should  be  perfectly  ripe, 
and,  if  possible,  not  more  than  one  year  old.    It  is  to  be  left  in  the  seed-vessels  in 
which  it  is  contained  until  the  time  when  it  is  wanted.    The  latter  are  then  put  into 
a  wooden  mortar  and  reduced  to  fragments,  and  the  seed  is  separated  by  winnowing 
from  the  dust,  debris,  &c.,  with  which  it  is  mixed.    The  sowing  is  to  be  effected 
broad-cast,  and  as  evenly  as  possible.    It  should  take  place,  if  possible,  just  before 
the  approach  of  rain,  in  which  case  the  use  of  a  harrow  is  not  required,  as  the  rain 
generally  has  the  effect  of  completely  levelling  the  ground  and  covering  up  the  seed 
■with  soil.    The  Indigofera  tinotoria,  and  its  varieties  macrocar'pa  and  emarginata,  being 
a  plant  with  numerous  crowded  branches,  it  is  not  necessary  in  sowing  it,  to  take  more 
than  from  6  to  7^  kilogrs.  of  seed  to  1  arpent  of  ground  ;  but  the  Indigofera  Anil,  being 
more  sparingly  branched,  and  therefore  taking  up  less  room,  requires  to  be  more 
thickly  sown.    At  about  10  or  12  days  after  sowing,  when  the  young  indigoferse 
have  attained  a  height  of  about  81  to  108  millimeters,  the  ground  must  be  carefully 
weeded,  and  this  operation  must  be  repeated  as  soon  as  the  weeds  have  again  made 
their  appearance  and  commenced  to  interfere  with  the  growth  of  the  crop.    When  the 
season  is  favourable,  3  months  are  generally  sufficient  to  enable  the  plants  to  att.am 
the  tlegree  of  development  necessary  for  the  production  of  indigo.    At  the  period 
when  inflorescence  commences,  the  plant  is  far  richer  in  colouring  matter  than  at  any 
other.    As  soon,  therefore,  as  there  are  any  indications  of  flowering,  and  when  the 
lower  leaves,  in  the  axils  of  which  the  flowers  appear,  begin  to  acquire  a  yellowish 
tint,  and  when  pressed  in  the  hands  produce  a  sliglit  crackling  noise,  no  time  must  bo 
lost  in  cutting  down  the  plant.    This  is  effected  by  means  of  good  knives  or  sickles, 
and  as  near  the  ground  as  possible.    The  stems,  after  being  cut,  are  tied  together  into 
bundles  or  sheaves,  and  carried  to  the  manufactory.    Since  the  coloiu-ing  principle^  of 
the  indigoferse  is  extremely  susceptible  of  change  by  the  action  of  destructive  agencies, 
it  is  necessary  to  use  the  utmost  despatch  in  gathering  the  crop,  and  to  have  the  manu- 
factory of  such  a  size  in  proportion  to  the  plantation,  that  no  time  may  be  lost  in  work- 
ing up  the  material  as  soon  as  gathered.    The  plants  must  on  no  account  be  cut  when 
they  are  moistened  either  with  rain  or  dew,  because  in  this  case  they  acquire  a  blackish 
tint  in  consequence  of  the  friction  to  which  they  are  exposed  in  cutting  them  and 
taking  them  to  the  manufactory,  tliis  tint  being  a  sign  of  the  di.sappcarance  of  the 
coloui-ing  matter.    Besides  this,  it  has  been  observed  that  dm-ing  the  continuance  of 
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rain,  the  indigo-producing  principle  diminishes,  very  considerably,  and  sometimes 
even  disappears  entirely,  so  that,  if  cut  during  or  immediately  after  rain,  the  plants 
yield  littlo  or  no  indigo.  The  indigo-plant  is  subject  to  the  attack  of  a  green  cater- 
pillar, which  sometimes  appears  in  such  quantities  as  to  destroy  the  whole  crop.  No 
certain  and  easy  means  of  destroying  this  pest  is  known.  It  has  been  recommended 
to  pass  wooden  rollers  over  the  ground,  before  the  plants  have  attained  any  great 
size,  so  as  to  crush  the  caterpillars  without  injuring  the  plants,  and  this  plan  has  been 
attended  with  partial  success. 

In  order  to  obtain  good  results  in  the  manufacture  of  indigo,  it  is  necessary  that 
the  plants  should  be  of  the  same  age,  of  the  same  species,  and  from  the  same  field. 
The  Indigofera  Anil  begins  to  ferment  several  hours  sooner  than  the  /.  tinctoria,  so 
that  if  a  mixture  of  both  be  taken,  the  produce  from  either  one  or  the  other  will  be 
lost,  and  the  indigo  obtained  will  also  be  of  a  bad  quality.    The  plants  should,  as 
soon  as  possible  after  being  gathered,  be  placed  in  the  steeping-vat,  which  is  a  vessel 
built  of  bricks,  and  weU  lined  with  cement,  from  3|  to  8  meters  in  length,  of  the 
same  width,  and  about  1  meter  deep.    In  this  vessel  the  plants  are  arranged  in  suc- 
cessive layers,  the  lower  layers  being  slightly  inclined  towards  one  end,  in  order  to 
facilitate  the  subsequent  running-olF  of  the  liquor.    The  vessel  being  full,  a  niimber 
of  poles  of  fir-wood  are  laid  lengthways  over  the  plants,  at  a  distance  of  162  mill, 
from  one  another.    Three  beams  are  then  laid  crosswise  over  the  poles,  their  ends 
being  well  secured  by  passing  them  through  slits  which  are  cut  in  the  upright 
posts  at  the  sides  of  the  cistern,  and  then  fixing  them  by  means  of  iron  pins,  passing 
through  holes  in  the  posts.    By  this  means  the  plants  are  prevented  from  rising 
above  the  surface  of  the  liquor  during  the  process  of  maceration.    The  vat  is  now 
filled  with  water  from  an  adjacent  cistern,  in  which  it  has  been  allowed  to  stand 
for  24  hours  for  the  purpose  of  allowing  all  foreign  matters  contained  in  it  to  be 
deposited.    After  standing  in  contact  with  the  leaves  for  about  6  hours,  a  change 
usually  begins  to  manifest  itself  in  the  liquor,  which  must  therefore,  from  that  time 
forward,  be  carefully  watched.    As  soon  as  this  liquor  begins  to  acquire  a  green 
colour,  and  when  a  little  of  it,  on  being  kept  for  a  short  time  in  the  mouth,  leaves  a 
slight  impression  of  harshness  {aprete)  on  the  tongue  and  the  palate,  it  is  a  sign  that 
the  maceration  is  complete,  and  that  the  liquor  should  be  drawn  off  without  delay. 
If  this  be  not  done,  the  colour  of  the  liquor  changes  from  green  to  brown,  a  new 
species  of  fermentation  commences,  accompanied  by  the  formation  of  acetic  acid,  and 
the  plant  begins  to  yield  substances  of  a  mucilaginous  nature,  which  contaminate  the 
indigo,  and  completely  spoil  its  quality.    It  is  therefore  of  the  greatest  importance 
to  ascertain  exactly  when  the  maceration  of  the  plant  is  complete.    The  following 
are  the  chief  indications  of  this  point  having  been  attained :— 1.  When  the  water 
which  was  at  first  clear  begins  to  become  muddy,  and  acquires  a  slight  greenish  tinge. 
2.  When  bubbles  of  a  greenish  colour  rise  to  the  surface  here  and  there.    3.  When 
towards  the  edge  of  the  vat  some  mucilage,  or  a  kind  of  greyish  scum,  commences  to 
be  formed.    4.  When  a  very  slight  purple  pellicle  is  observed  on  the  surface  of  the 
liquor,  especially  near  the  corners  of  the  vat.    5.  When  the  liquor  begins  to  exhale  a 
slight  but  not  disagreeable  odour  of  herbs.   When  the  fermentation  has  proceeded  too 
far,  the  following  phenomena  present  themselves :— 1.  A  considerable  quantity  of 
large  bubbles  of  air  are  disengaged,  which  burst  at  the  surface,  forming  a  layer  of 
greyish  mucilage.    2.  The  siu^face  of  the  liquor  becomes  covered  with  a  copper- 
coloured  pellicle.    3.  A  heaving  of  the  liquor  in  the  vat  is  observed,  giving  rise  to 
the  disengagement  of  large  greenish  bubbles,  which  communicate  a  brownish  colour 
to  the  water.    4.  The  liquor  acquires  a  fetid  smell,  a  strongly  acid  taste,  and  a  soapy 
appearance.    These  phenomena  manifest  themselves  when  the  weather  is  hot,  after 
the  fermentation  has  continued  about  12  or  14  hours.    It  then  becomes  impossible 
to  obtain  indigo  of  good  quality,  the  only  product  being  a  black  matter  resembling 
wax.  ° 

The  liquor  is  now  run  ofF  from  the  steeping-vat  into  the  beater,  which  is  a  cistern 
of  about  the  same  dimensions  as  the  former,  but  situated  at  a  rather  lower  level.  Here 
it  is  subjected  to  the  beating  process,  the  object  of  which  is  to  expose  the  reduced 
indigo  to  the  oxygen  of  the  atmosphere,  as  well  as  to  promote  the  disengagement  of 
the  carbonic  acid  gas  with  which  the  liquid  is  charged,  and  which  prevents  the  pre- 
cipitation of  the  indigo.  The  beating  is  performed  by  men,  who,  provided  with 
paddles,  agitate  the  liquid  rapidly,  so  as  to  bring  every  part  of  it  successively  into 
contact  with  the  air.  It  is  of  importance  that  this  process  should  be  broken  off  at  the 
right  moment,  for  if  it  be  continued  too  long,  the  grain  formed  at  first  will  redissolve 
and  be  lost.  And  if,  on  the  otlicr  hand,  it  bo  arrested  before  the  proper  time  has 
arrived,  a  portion  of  the  indigo  will  remain  unprecipitated.  In  order  to  ascertain  in 
what  stiito  the  liquor  is,  a  littlo  of  it  must  be  poured  into  a  drinking  class  and  mixed 
■with  an  equal  volume  of  clear  water.  If  there  is  formed  round  the  circumfere^^of 
•  3  M  2 
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the  glass  a  line  of  a  bluish-grcoii  colour,  Lho  boating  must  be  continued  ;  but  if,  on  the 
contrary,  the  liquid  appears  of  a  uniform  brown  colour,  and  if  on  adding  to  it  a  few 
drops  of  clear  lime-water  witli  the  finger  tlio  indigo  prccipitJitos  immediately  in  grains, 
the  process  must  be  arrested.  Tlie  boating  usually  occupies  from  iin  hour  and  a  half 
to  two  hours.  The  liquid  is  now  to  be  well  mixed  with  about  Jjth  of  its  volume  of 
clear  lime-water,  and  allowed  to  rest  until  the  indigo  has  quite  settled.  By  opening 
successively  the  plugs  wliich  are  placed  at  different  heights  in  the  side  of  the  vessel, 
lho  clear  liquor  is  then  drawn  off  in  separate  portions  and  permitted  to  run  away,  care 
being  taken  that  none  of  the  indigo  is  allowed  to  be  carried  away  with  the  water. 
By  moans  of  an  opening  situated  near  the  bottom  of  the  beating  vat  the  indigo  mixed 
with  water  is  then  run  off,  and  flowing  through  a  canal  is  received  on  a  cloth  strainer 
or  filter.  This  filter  rests  on  a  round  or  four-cornered  vessel,  the  top  of  which  is  on 
a  level  with  the  surface  of  the  ground,  and  which  is  called  the  diablotin.  When  the 
liquid  has  run  through  the  filter,  the  indigo  which  remains  behind  in  a  state  of  paste 
is  mixed  up  again  with  water,  and  the  mixture  is  poured  on  a  canvas  filter  and 
allowed  to  run  immediately  into  the  boiler.  The  refuse  matter,  consisting  of  leaves  of 
the  plant,  &c.,  remains  on  the  canvas,  while  the  indigo  suspended  in  water  runs 
through.  The  boiler  is  a  vessel  with  sides  of  masonry,  and  a  bottom  consisting  of  a 
copper  plate  which  rests  on  iron  bars,  and  is  well  cemented  to  the  sides.  Underneath 
the  copper  plate  is  the  fire-place.  The  top  must  be  covered  with  a  wooden  lid,  con- 
sisting of  two  flaps  which  are  fixed  to  hinges  at  the  sides  and  meet  together  over  the 
top.  At  the  moment  when  the  mixture  of  indigo  and  water  is  introduced  into  the 
boiler,  the  latter  must  already  be  about  one  third  full  of  hot  water,  the  mixture  being 
sufficient  almost  to  fill  it  entirely.  The  heat  is  now  raised  gradually  to  the  boiling- 
point,  and  the  boiling  is  continued  for  about  two  hours.  In  order  to  prevent  the  indigo 
from  adhering  to  the  bottom  and  sides  of  the  boiler,  the  liquor  must  be  kept  continually 
stirred  with  a  wooden  rake.  The  object  of  the  boiling  is  to  drive  away  all  the  carbonic 
acid  that  may  still  be  present  in  the  liquor,  to  remove  the  soluble  extractive  matters 
which  would  render  the  indigo  dull  and  impure,  to  prevent  the  fermentation  or  putre- 
faction of  the  indigo  which  would  otherwise  take  place,  and  lastly,  to  facilitate  the 
subsequent  processes  of  filtering  and  pressing.  The  fire  having  been  removed,  tlie 
liquor  is  allowed  to  stand  for  some  time,  and  as  soon  as  the  indigo  has  settled,  tlic 
supernatant  liquid  is  drawn  off  by  means  of  taps  fixed  in  one  of  the  sides  of  the 
boiler.  The  lowest  tap  is  then  opened,  and  the  indigo  is  run  off  with  the  water  and 
received  on  a  filter,  consisting  of  blue  Guinea  cloth  stretched  on  a  frame.  The  first 
portions  of  liquid  which  run  through  are  usually  coloured  with  indigo,  and  must 
therefore  be  caught  in  a  suitable  vessel  and  poured  on  the  filter  again.  As  soon  as 
the  liquid  has  percolated,  the  indigo,  which  is  now  a  compact  paste,  is  removed  from 
the  filter  by  means  of  a  wooden  ladle  and  put  into  a  press,  which  consists  of  a  wooden 
box  pierced  with  holes.  The  press  having  been  lined  with  cloth,  the  indigo  is  put  in, 
the  cloth  is  folded  round  it  as  evenly  as  possible,  a  wooden  lid  is  dropped  on  the 
cloth,  and  the  mass  is  submitted  to  pressure  by  means  of  a  screw,  until  no  more  liquid 
runs  through  at  the  bottom,  which  takes  place  as  soon  as  the  indigo  has  been  reduced 
to  about  a  third  of  its  original  volume.  The  press  is  then  opened,  the  indigo  is  taken 
out  of  the  cloth,  laid  on  a  table  and  divided  by  means  of  a  knife  into  pieces  of  a  cubical 
shape.  These  cubes  are  then  taken  to  the  drying  shed,  where  they  are  placed  on 
trellises  covered  with  matting  or  very  thin  cloth,  so  as  to  admit  of  the  free  passage  of 
air.  Care  must  be  taken  not  to  dry  them  too  rapidly,  otherwise  the  cakes  would 
crack  and  split  into  fragments,  which  are  then  of  little  commercial  value,  and  it  is 
therefore  necessary  to  protect  them  from  currents  of  di-y  air  by  covering  them  with 
canvas  or  Guinea  cloth.  During  the  drying  process,  which  occupies  from  8  to  10 
days,  the  cakes  should  be  turned  several  times.  They  are  then  closely  packed  in 
boxes,  each  box  holding  about  25  kilogrammes.    The  boxes  should  be  lined  with  paper. 

It  may  be  remarked,  that  when  the  indigo  is  of  good  quality,  the  volume  of  the  paste 
diminishes  very  little  when  subjected  to  pressure.  If  the  process  of  filtering  takes  up 
much  time  and  the  pressing  is  attended  with  difficulty,  it  may  be  anticipated  that  the 
indio'o  will  turn  out  of  bad  quality.  This  may  proceed  from  the  plant  having  been 
overgrown,  or  from  the  maceration  or'  the  beating  process  having  been  continued  too 
long,  or  from  the  employment  of  too  large  a  quantity  of  lime-water.  The  difficulty 
experienced  in  pressing  the  indigo  paste,  and  which  is  often  so  great  as  to  cause  the 
cloth  in  which  it  is  enveloped  to  break,  is  caused  by  the  presence  of  a  mucilaginous  or 
viscous  substance  mixed  with  the  indigo,  which  may  be  removed  by  treating  the  paste 
again  with  boiling  water,  and  repeating  the  operations  of  filtering  and  pressing.  _ 

In  rcffard  to  tho  state  in  which  indigo  exists  in  the  plants  from  winch  it  is  derived, 
and  tho  nature  of  the  process  by  which  it  is  obtained,  various  opimons  have  been 
entertained  by  chemists.  Borthollet  in  his  work  on  dyeing  says,  '  that  the  three  parts 
of  tho  process  employed  have  each  a  different  object.    In  the  first  a  fermentation  is 
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excited,  in  -whicli  tho  action  of  the  atmospheric  air  does  not  intervene,  since  an  in- 
flammable gas  is  evolved.  There  probably  results  from  it  some  change  in  the  com- 
position of  the  colouring  particles  tliemselves ;  but  especially  the  separation  or 
destruction  of  a  yellowish  substance,  which  gave  to  the  indigo  a  greenish  tint,  and 
rendered  it  susceptible  of  xmdergoing  the  chemical  action  of  other  substances.  Tiiis 
species  of  fermentation  passes  into  a  destructive  putrefaction,  because  the  indigo  has 
a  composition  analogous  to  that  of  animal  substances.  Hitherto  the  colouring  par- 
ticles have  preserved  their  liquidity.  In  the  second  operation,  the  action  of  the  air  is 
brouglit  into  play,  which,  by  combining  with  the  colouring  particles,  deprives  them 
of  their  solubility,  aud  gives  them  the  blue  colour.  The  beating  serves,  at  the  same 
time,  to  dissipate  the  carbonic  acid  which  is  formed  in  the  first  operation,  and  which 
by  its  action  presents  an  obstacle  to  the  combination  of  tho  oxygen.  The  separation 
of  this  acid  is  promoted  by  the  addition  of  lime ;  but  if  an  excess  be  introduced,  it 
counteracts  the  free  combination  of  the  oxygen.  The  third  part  of  the  process  has 
for  its  objects — the  deposition  of  the  colouring  matter,  become  insoluble  by  combina- 
tion with  oxygen,  its  separation  from  foreign  substances,  and  its  desiccation,  which 
gives  it  more  or  less  hardness,  whence  its  appearance  varies.'  De  Cossigny  was  of 
opinion  that  volatile  alkali  was  the  agent  by  which  the  coloiiring  matter  was  ex- 
tracted from  the  plant  and  held  in  solution  until  volatilised  by  the  agitation  process. 
Eoxburgh  concluded  from  his  experiments,  '  that  the  indigo  plants  contain  only  the 
base  of  the  colour,  which  is  naturally  green  ;  that  much  carbonic  acid  is  disengaged 
during  its  extrication  from  the  leaves;  that  the  carbonic  acid  is  the  agent  whereby  it 
is  probably  extracted  and  kept  dissolved ;  that  ammonia  is  not  formed  during  the 
process ;  that  tlio  use  of  the  alkalis  employed  is  to  destroy  the  attraction  between  tho 
base  and  the  carbonic  acid  ;  and  that  the  vegetable  base  being  thereby  set  at  liberty, 
combines_  with  some  colouring  principle  from  the  atmosphere,  forming  therewith  a 
coloured  insoluble  fecula,  which  falls  to  the  bottom  and  constitutes  indigo,' 

Chevreul,  who  was  the  first  chemist  of  any  eminence  to  examine  the  indigo- 
bearing  plants  and  their  constituents,  inferred  from  his  analyses  of  the  Isatis  tinctoria 
and  the  Indigofera  Anil,  that  these  plants  contain  indigo  in  the  white  or  reduced  state, 
in  the  same  state  in  which  it  exists  in  the  indigo-vat ;  that  in  this  state  it  is  held  in 
solution  by  the  vegetable  juices,  and  that  when  the  solution  is  removed  from  the  plant, 
it  is  converted,  by  the  action  of  the  atmospheric  oxygen,  into  indigo-blue.  Giobert' 
from  an  examination  of  the  Isatis  tinctoria,  drew  the  following  conclusions  :  1.  Indigo- 
blue  does  not  pre-exist  in  the  plant,  but  is  formed  during  the  operations  by  means 
of  which  we  believe  it  to  be  extracted.    2.  There  exists  in  a  small  number  of  plants 
a  peculiar  principle,  different  from  all  tlie  known  proximate  constituents  of  plants 
and  which  has  the  property  of  being  convertible  into  indigo;  this  principle  may 
be  called  indigogcne.    3.  This  principle  differs  from  indigo  in  containing  an  excess 
of  carbon,  of  which  it  loses  a  portion,  in  passing  into  the  state  of  indigo-blue  by 
the  action  of  a  small  quantity  of  oxygen  which  it  takes  up.    4,  The  loss  of  this 
portion  of  carbon  must  be  attributed  to  its  undergoing  combustion,  and  being  con- 
verted into  carbonic  acid.    6.  It  differs  in  its  properties  from  common  indigo  in  being 
colourless  and  soluble  in  water,  and  by  its  greater  combustibiUty,  which  causes  it  to 
undergo  spontaneous  combustion  at  the  ordinary  temperature  of  the  atmosphere 
6.  Its  combustibility  is  enhanced  by  heat  and  by  combination  with  alkalis,  especially 
lime  ;  it  is  diminished  by  the  action  of  all  acids,  even  carbonic  acid.    About  the  year 
1839,  the  Polygonum  tinctoHum,  an  indigo -bearing  plant  indigenous  to  China  became 
the  subject  of  a  series  of  investigations  by  several  French  chemists,  chiefly  with  a  view 
to  ascertain  whether  this  plant,  if  grown  in  France,  could  be  advantageously  emploved 
in  the  preparation  of  a  dyeing  material  as  a  substitute  for  foreign  indigo.  Baiidnmont 
and  Pelletier,  after  an  examination  of  this  plant,  arrived  at  the  conclusion  that  the  in 
digo  is  contained  in  it  as  reduced  indigo,  in  the  same  state  as  it  is  in  woad,  according 
to  Chevreul.  _  Eobiquet,  Colin,  Turpin,  and  Joly,  on  the  other  hand,  expressed  a  verv 
decided  conviction  that  mdigo-blue  pre-exists  in  the  plant,  but  not  in  a  free  state  ■ 
that  It  is  combined  with  some  organic  substance  or  substances,  which  render  it  solubl« 
in  water,  ether  and  alcohol ;  and  that  the  operation  of  potent  agencies  is  requisite  in 
order  to  destroy  this  combination  and  set  the  indigo  at  liberty.    The  explanation  of 
Chevreul,  proceeding  from  an  authority  of  such  eminence,  and  being  the  simnle.7 
has  been  adopted  by  most  chemists.    Nevertheless,  there  are  objections  to  it  which 
render  it  inadmissible.    Eeducod  indigo  is  a  body  which  is  only  soluble  in  alk^  L 
and  cannot,  therefore,  be  contained  as  such  in  the  juice  of  indieo-Dlants  wt;M  • 
mostly  acid.    As  it  also  takes  up  oxygen  with  the  g?-eatest  avidi  y^'Jdt  'concerted 
into  indigo-blue,  it  is  difficult  to  conceive  how  the  whole  of  it  can  be  preserved  S  n 
colourless  state  in  the  cells  of  plants,  in  which  it  must  occasionally  come In  ciiLr 
with  the  oxygen  eliminated  by  the  vegetable  organism.    If  these  Vlant.  ZT-  ^ 
reduced  indigo,  the  juice  ought,  moreover,  to  turn  blue  the  morent  itt^lmroxp'sS 
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to  the  atmosphoro,  wliicli  is  not  always  tho  case.  The  necessity  for  a  long  process  of 
fermentation  in  order  to  obtain  tho  colouring  matter  -would  also  not  bo  very  apparent, 
tho  more  contact  with  oxygen  being,  it  might  be  supposed,  all  that  was  necessary  for 
the  purpose.  The  facility  with  which  tho  indigo-blue  is  destroyed  if  the  process  of 
fermentation  is  carried  too  far,  is  also  inconsistent  with  the  supposition  that  it  is  con- 
tained in  plants  either  as  such,  or  in  a  de-oxidised  state,  since  indigo-blue  is  a  body 
not  easily  decomposed,  except  by  very  powerful  agents. 

In  order  to  throw  some  liglit  on  this  subject,  an  investigation  was  undertaken  by 
Schunck  into  the  state  in  which  indigo-blue  exists  in  the  Isatis  tinctoria,  or  common 
woad,  which  is  the  only  plant  indigenous  to  Europe  that  yields  any  considerable 
quantity  of  the  colouring  matter.    Schunck  succeeded  in  obtaining  from  that  plant  a 
substance  of  very  peculiar  properties,  to  which  he  gave  the  name  of  Indican.  This 
substance  has  the  appearance  of  a  yellow  or  light  brown  transparertt  syrup.  _  It  has 
a  bitter  taste.    It  is  very  easily  soluble  in  water,  alcohol,  and  ether ;  its  solutions  are 
yellow,  and  have  an  acid  reaction.    Its  compounds  with  bases  are  yellow.    When  its 
watery  solution  is  mixed  with  a  strong  acid,  such  as  muriatic  or  sulphuric  acid,  no 
change  takes  place  at  first,  but  on  leaving  the  solution  to  stand,  or  on  heating  it,  it 
becomes  blue  and  opalescent,  then  acquires  a  purple  colour,  and  at  length  deposits 
a  quantity  of  purplish-blue  flocks,  which  are  quite  insoluble  in  water.    These  flocks 
consist  for  the  most  part  of  indigo-blue,  but  they  contain  also  a  red  colouring  matter 
and  several  brown  substances  of  a  resinous  nature.    The  supernatant  liquid  contains 
a  peculiar  kind  of  sugar,  and  on  being  distilled,  yields  carbonic,  formic,  and  acetic 
acids.    Hence  it  follows  that  the  plant  does  not  contain  indigo-blue  ready  formed 
either  in  the  blue  or  colourless  state,  that  the  latter  exists  in  the  vegetable  juice  in  a 
state  of  combination  with  sugar,  forming  a  compound  of  that  peculiar  class  known  to 
chemists  as  glucosides.    This  compound  is  readily  dissolved  by  water,  and  the  mdigo- 
blue  may  then  be  liberated  and  precipitated  from  the  solution  by  means  of  acids,  and 
probably  also  by  other  agents,  but  the  simultaneous  action  of  oxygen  is  not  necessary 
during  the  process  of  decomposition,  which  the  compound  undergoes  in  yielding 
indigo-blue.    Now  if,  as  seems  probable,  the  various  species  of  mdigofera  contain 
indican  or  some  similar  substance,  the  phenomena  which  took  place  during  the  process 
of  manufacturing  indigo  may  easily  be  explained.    During  the_  steeping.process  the 
indican  is  dissolved,  and,  in  consequence  of  the  fermentation  which  then  takes  place 
in  the  liquor,  it  is  decomposed  into  indigo-blue  and  sugar.    The  former  would  then 
be  precipitated ;  but  since  ammonia  is,  according  to  most  authors,  evolved  at  the  same 
time  the  indigo-blue  is,  by  the  simultaneous  action  of  the  alkali  and  the  sugar,  or 
other  organic  matters  contained  in  the  liquid,  reduced  and  dissolved,  forming  a  true 
indieo  vat,  from  which  the  colouring  matter  is  afterwards  precipitated  by  the 
combined  action  of  the  atmospheric  oxygen  and  the  lime,  during  the  beating  process 
According  to  Sclnmck,  two  distinct  periods  may  be  observed  in  the  decomposition  of 
indican     During  the  first  period,  indigo-blue  is  the  chief  product  of  decomposition  ; 
during  the  second,  the  red  and  brown  resinous  matters  make  their  appearance  with 
very  little  indigo-blue.    The  formation  of  carbonic,  acetic,  and  formic  acids  is 
according  to  Schunck,  dependent  on  that  of  the  brown  resinous  matters.  It^ould 
Tppear  therefo  e,  tha  the^opious  disengagement  of  carbonic  acid,  as  well  as  the  aad 
teste  attributed  o  acetic  acid,  sometimes  observed  dm-ing  the  manufacture  of  indigo, 
are  XSmiena  which  indicate  the  formation,  not  of  indigo-blue,  bu  of  other  sub- 
stands  wS  may  prove  very  injurious  to  the  quality  of  the  indigo.   These  substances 
£rg  so7ubTe  in  alkalis,  but  insoluble  in  water,  are  precipitated,  as  soon  as  the  liquid 
being  boiuDie  m  a        ,  possesses  at  the  commencement,  and  becomes  acid. 

pT    itlSuue  ?s  a  body  of  ^  character,  not  easily  decomposed  when 

Though  I'^'l  g«-Wue  J  ^ J^f/ .till  the  assertion  of  Perottet  and  others,  that 
once  formed  ejeg  by  potent  ^  ^^^^^          destructive  agencies,  than 

brown  resinous  matters      ore  mention  d^   The  mere^a^^^^^^^  fo'™  indigo- 

sufficient  to  cause  the  molec^^^^' ^S«ft  m^  and  ?ield  products  wlifch 
blue,  to  arrange  themselves  ^--^^'^^.f^l^r^T.fL^  Lt  ol  of  the  chief 
bear  very  little  resemblance  l^'^-J^''^^,T^^^  the  proper  regulation  of 

objects  to  be  kept  in  view  by  the  "'anufactnrer  ^  ;  j      f  the  other  products, 

the  process  of  fermentation,  so  as  to  F«^^°*^  ,^°,^ts  exoense 
whicli  take  the  place  of  indigo-b  ue  and  are  formed  a  f^J^^^ 

The  indigo  of  commerce  occurs  in  P'«<^««;  ™  and  are  easily  broken,  the 

of  an  irregular  form.    These  pieces  are  firm  and  ary,  anu  j 
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fracture  being  dull  and  earthy.  It  is  sometimes  lighter,  sometimes  apj^arently  heavier 
than  water,  this  difference  depending  on  its  being  more  or  less  free  from_  foreign 
impurities  as  well  as  upon  the  treatment  of  its  paste  in  the  boiling,  pressing,  and 
dryino-  operations.  Its  colour  is  blue  of  different  shades ;  as  light  blue,  purplish- 
blue,  toppery-blue,  and  blackish-blue.  On  being  rubbed  with  the  nail,  or  a  smooth 
hard  body,  it  assumes  the  lustre  and  hue  of  copper.  It  is  usually  a  homogeneous 
mass,  but  it  occasionally  contains  grains  of  sand  or  other  foreign  bodies,  and  some- 
times presents  inequalities  of  colour.  It  is  frequently  full  of  small  cavities,  which 
proceeds  from  the  drying  process  having  been  conducted  too  rapidly,  and  it  is  also 
.covered  at  times  with  a  whitish  matter  consisting  of  mould.  It  varies  very  much  in 
'consistency,  being  sometimes  dry,  hard,  and  compact,  whilst  sometimes  it  is  easily 
broken  into  thin  flat  pieces.  Indigo  is  devoid  of  smell  and  taste.  When  applied  to 
the  tongue,  however,  it  adheres  slightly,  in  consequence  of  the  property  which  it 
possesses  of  rapidly  absorbing  moisture,  a  property  which  is  often  had  recourse  to 
in  order  to  ascertain  its  quality.  "Wlien  thrown  on  red-hot  coals  it  yields  vapours 
of  a  deep  purple  colour,  which,  when  condensed  on  cold  bodies,  give  shining  needles 
having  a  coppery  lustre.  It  is  insoluble  in  water,  cold  alcohol,  ether,  muriatic  acid, 
dilute  sulphuric  acid,  cold,  ethereal,  and  fat  oils  ;  but  boiling  alcohol  and  oils  dissolve 
a  little  of  it,  which  they  deposit  on  cooling.  Creosote  has  the  property  of  dissolving 
indigo. 

Indigo  varies  very  much  in  quality,  but  it  requires  much  discrimination  in  order  to 
judge  fairly  of  the  quality  of  any  sample  from  mere  inspection  and  application  of  the 
tests  usually  employed  by  dealers.  A  cake  of  indigo  being  broken,  and  the  nail  or 
the  edge  of  a  shilling  being  passed  with  a  tolerable  degree  of  pressure  over  the 
fractured  part,  a  fine  coppery  streak  will  be  produced  if  the  indigo  is  good.  If  the 
indigo  furrows  up  on  each  side  of  the  nail,  it  is  weak  and  bad,  and  if  the  coppeiy 
streak  be  not  very  bright  it  is  not  considered  good.  When  a  piece  of  indigo  is 
broken  the  fracture  should  be  held  up  to  the  sun,  and,  if  it  has  not  been  well 
strained  from  the  dross,  particles  of  sand  will  be  seen  glistening  in  the  sun-light. 
The  outside  or  coat  should  also  be  as  free  from  sand  as  possible.  When  the  squares 
are  broken  in  the  chests  the  indigo  fetches  a  low  price,  and  if  it  is  very  much  crushed 
it  is  only  bought  by  the  consumers  for  immediate  use.  The  methods  employed  for 
ascertaining  the  true  amount  of  colouring  matter  in  any  sample  of  indigo  will  be 
described  below. 

Indigo  is  generally  classified  according  to  the  various  countries  from  which  it  is 
obtained.  The  principal  kinds  are  the  following  : — Bengal,  Oude,  Madras,  Manilla, 
Java,  Egyptian,  Guatemala,  Caraccas,  and  Mexican. 

At  the  present  day  the  finest  qualities  of  indigo  are  obtained  from  Bengal,  the 
produce  of  that  country  having  now  taken  the  place  in  public  estimation  which  was 
once  occupied  by  that  of  the  Spanish  colonies.  The  export  of  indigo  from  Bengal, 
which  in  1853  amounted  to  120,000  maunds  (of  74  lbs.  10  oz.)  would  require  for  its 
culture  about  1,025,000  acres,  and  an  annual  expenditure  of  1,300,000^.  Of  this 
extent  of  land  about  550,000  acres  is  believed  to  be  included  in  the  Lower  Provinces, 
and  consists  chiefiy  of  alluvial  lands  rescued  from  the  rivers.  The  best  qualities  of 
Bengal  indigo  are  manufactured  in  the  Jessore  and  Kishenaghaur  districts,  but  each 
district  produces  a  quality  peculiar  to  itself,  and  differences  of  a  less  striking  cha- 
racter may  be  perceived  in  the  produce  of  different  factories.  The  Bengal  indigo, 
when  packed  in  chests,  consists  of  four  principal  qualities,  viz.,  the  blue,  purple, 
violet,  and  copper.  But  these  kinds,  by  passing  over  into  one  another,  produce  a 
number  of  intermediate  varieties,  such  as  purply-blue,  blue  and  violet,  purply-violet, 
&c.  The  various  qualifications  would,  therefore,  be  distinguished  as  follow  :• — 1.  Blue! 
2.  Blue  and  violet.  3.  Purple.  4.  Purple-  and  violet.  5.  Violet.  6.  Violet  and 
copper.  7.  Copper.  The  leading  London  brokers,  however,  classify  Bengal  indigo 
into  the  following  grades  :  fine  blue,  fine  purple  and  violet,  fine  red  and  violet,  good 
purple  and  violet,  middling  violet,  middling  defective,  consuming  fine,  middling  and 
good,  ordinary,  ordinary  and  lean  trash.  The  finest  qualities  of  Bengal  indigo  present 
the  following  characteristics.  They  consist  of  cubical  pieces,  are  light,  brittle,  of  a 
clean  fracture,  soft  to  the  touch,  of  a  fine  bright  blue  colour,  porous,  and  adhering  to 
the  tongue.  The  lower  qualities  have  a  duller  colour,  assume  more  and  more  of  a 
reddish  tinge,  are  heavier,  more  compact,  and  less  easily  broken. 

The  indigo  from  the  upper  provinces  of  India  comes  chiefly  from  Tyroot,  Oude  and 
Benares.    It  is  inferior  to  Bengal  indigo.  * 

Of  Madras  indigo  there  are  two  kinds,  A'iz. : — 1.  Dry  leaf,  made  from  dry  stacked 
leaves.  2.  Kurpah,  which  is  manufactured  from  the  wet  leaf  in  the  same  way  as 
Bengal  indigo.  The  latter  has  only  come  into  use  since  1830.  Both  are  of  inferior 
quality  to  Bengal  indigo. 

The  Manilla  indigos  present  the  marks  of  the  rushes  upon  which  they  have  been 
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tho  contiuont  of  Europe  ^  ^^'^  consumed  chiefly  on 

conthrglo\S  -  ^'^1°  -pper,.  each 

or  less  brittle,  compact,  iXer  tlnn  wZ  ZT'f  T^f^  ^^'''^  '""^ 

Lb  -es  and  3  roVf  ^PP™''^'^'^^  quality  that  of  the  finer  B  ngal  indigor  2 
a^S  0  k  e  ppeVred  coi:ur"'if  ll'^^^^^^  quality  being  heavy,  dilcult  to  tk. 
Ti.o  ;    ^  ^"Fl^^y  ioti  colour.    Ut  the  first  kind  very  little  now  reaches  fho  mnrtef 

m  Sl?^^^^^^^^^^       f?"^^'^"^  «P-'-'g.  -f-or  to  that  of  Sel  a 

soL'tiir^L're^tLei;  sta    ^^-^^'^  ^- 

sti«"''wf  even  when  not  adulterated,  is  a  mixture  of  different  sub- 

per  ceni  i^^ieL^Vtl^'f ''^     '''''''  'I  ^°  212°  F.  it  loses  C  5  to  10 

per  cent,  in  weight,  tho  loss  consisting  of  water.    When  the  dry  powder  is  heated  in 

Snfof  Vh/''t  burns  away,  and  there  is  left  at  l2t^a  gre^Si  Ish  In- 

bisting  of  the  carbonates  and  phosphates  of  lime  and  magnesia,  sulphate  of  Ume  X 
mina,  oxide  of  iron,  clay,  and  sand.  These  matters  are  partly  derived  from  thr^knt 
partly  from  the  hme  and  the  impurities  of  the  water  employed T  thf  ranu^aS^^^ 
Ihe  quantity  of  inorganic  matter  contained  in  ordinary  indigo  varies  very  much  In 
whikHnH'^"  V''''     ''T'^^*'  t°  10  per  cent,  of  {hrweight 

To  and  Jo  tr'cln?' r^'"''  ^^P-i^^^ly  °f  Madras  indigo,  it  often  rises  to  between 

when  indlniS;  /  f  ''^^  ''^  dissipated 

when  indigo  is  heated,  also  consists  of  several  different  substances 

±!y  treating  indigo  with  various  solvents,  Berzelius  obtained,  besides  indigo-blue  the 
true  colouring  matter  of  indigo,  three  otlier  bodies,  viz.  indiffo-gluten,  tndMroZ'^nd 
Zil7:f'J^"^^T^'^}''  ^"^^^"""^  proportionf  inall  kiSs  oHndW 

J^Sl:f!  ^^T-f  ^"^^^g^  sulphuric,  muriatic,  or  acel ic 

aad  and  then  with  boibng  water.  It  is  left  on  evaporation  of  its  solutions  as  a  yellow 

i  nrS?iH        '  Tr'^-i'  'P^"^'  ^'-^^ily  soluble  in  water, 

more  difficultly  in  acid  liquids.  Its  taste  is  like  that  of  extract  of  meat.    It  yields  by 
dry  distillation  much  ammonia  and  a  fetid  oil,  and  behaves  in  most  respects  like  vege- 
table gluten    On  treating  the  indigo,  after  being  freed  from  theindigo-gluten,  with  hot 
strong  caustic  lye,  the  indigo-brown  together  with  a  little  indigo-blue  dissolves 
lorming  a  dark  brown,  almost  black  solution,  from  which  the  indigo-brown  after  fil- 
tration from  the  portion  insoluble  in  alkali  is  precipitated  by  means  of  acid.  After 
being  purified,  indigo-brown  has  the  appearance  of  a  dark  brown  transparent  resin, 
which  IS  almost  tasteless  and  quite  neutral.  By  dry  distillation  it  affords  ammonia  and 
empyreumatic  oil.    It  is  decomposed  by  nitric  acid  and  chlorine.    It  combines  both 
with  acid  and  bases.    Its  compounds  with  alkalis  are  dark  brown,  and  easily  soluble 
in  water.    The  compound  with  baryta  is  not  easily  soluble  in  water,  and  that  with 
lime  is  insoluble.    By  boiling  the  alkaline  compounds  with  lime  in  excess  the  indigo- 
brown  may  .be  separated  and  rendered  insoluble.    The  green  substance  obtained  by 
Lhevreul  from  indigo  seems  to  have  been  a  compound  of  indigo-brown  with  ammonia 
containing  a  little  indigo-blue,  either  in  a  state  of  combination  or  mechanically  inter- 
rningled.    Indigo-brown  seems  to  bear  a  great  resemblance  in  many  of  its  properties  to 
tlie  brown  resinous  substances  obtained  by  Schunckin  the  decomposition  of  indican  with 
acids.  From  its  constant  occurrence  in  all  kinds  of  indigo,  it  may  be  inferred  that  it  is 
not  a  mere  accidental  impurity,  but  stands  in  some  unknown  relation  to  indigo-blue. 
As  long,_however,  as  its  origin  and  composition  are  unknown,  this  must  remain  a  mere 
supposition.  _  After  the  removal  of  the  indigo-gluten  and  indigo-brown,  the  indigo  is 
exhausted  with  boiling  alcohol  of  specific  gravity  0-83.  A  dark  red  solution  is  obtained, 
which  is  filtered  and  distilled,  when  the  indigo-red  contained  in  it  is  deposited  as  a 
blackish-brown  pomler,  which  is  quite  insoluble  both  in  water  and  in  alkaline  liquids. 
Indigo-red,  according  to  Berzelius,  is  amorphous,  but  by  distillation  in  vacuo  yields  a 
wliite  crystalliiie  sublimate,  as  well  as  unchauged  indigo-red.    Concentrated  sulphuric 
acid  dissolves  it,  forming  a  dark  yellow  solution,  which  deposits  nothing  on  being  mixed 
with  water ;  tho  diluted  solution  is  rendered  colourless  by  wool,  which  at  the  same  time 
.'icquires  a  dirty  yollowisli-browu  or  red  colour.    The  description  given  by  Berzelius 
leaves  it  doubtful  whether  the  indigo-red  obtained  by  him  from  indigo  was  a  pure 
unmixed  substance.    From  the  leaves  of  the  indigoferae,  as  well  as  from  those  of  the 
laniis  tinctoria,  a  substance  may,  according  to  Schunck,  be  extracted  which  has  re- 
ceived from  him  the  name  of  indirubine,  but  which  seems  to  be  merely  indigo-red  in  a 
state  of  purity.    This  .substance  has,  according  to  Schunck,  the  following  properties  : 
It  crystallises  in  small  silky  needles  of  a  brownish-purple  colour,  which  when  rubbed 
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with  a  hard  body  show  a  slight  bronze-liko  lustro.  When  carefully  heated  it  may  be 
entirely  volatilised,  yielding  a  yello-vvish-rod  vapour,  which  condenses  in  the  form  of 
long  plum-coloured  needles,  having  a  slight  metallic  lustre.  It  dissolves  in  concentra- 
ted sulphuric  acid,  forming  a  solution  of  a  beautiful  piirple  colour,  which  when  diluted 
with  water  yields  no  deposit  and  then  imparts  a  fine  purple  colour  to  cotton,  wool,  and 
silk.  It  is  insoluble  in  water,  but  dissolves  in  boiling  alcohol  with  a  splendid  purple 
colour.  It  is  insoluble  in  alkalis,  but  dissolves  when  exposed  to  the  combined  action 
of  alkalis  and  reducing  agents,  just  as  indigo-blue  does,  forming  a  solution  from 
which  it  is  again  precipitated  on  exposure  to  the  oxygen  of  the  atmosphere.  This 
solution  dyes  cotton  purple.  In  most  of  its  properties  this  body  bears  a  striking  re- 
semblance to  indigo-blue,  and  the  composition  of  the  two  is  identical. 

It  has  been  doubted  whether  these  various  substances  or  impurities  with  which 
indigo-blue  is  associated  produce  any  effect  in  the  dyeing  process  on  cotton.  In  a 
memoir  by  Schwarzenberg,  to  which  a  prize  was  awarded  by  the  Socidt^  Industrielle 
de  Mulhouse,  the  author  arrives  at  the  conclusion  that  neither  indigo-gluten,  indigo- 
brown,  nor  indigo-red  gives  rise  to  any  appreciable  effect  when  added  to  an  indigo  vat 
prepared  with  pure  indigo-blue.  Nevertheless  diHerences  are  observable  in  dyeing  with 
different  kinds  of  indigo,  which  can  only  be  explained  on  the  supposition  that  some- 
thing besides  indigo-bhie  takes  part  in  the  process.  In  the  ordinary  blue  vat,  made 
with  copperas  and  lime,  any  effect  which  might  be  produced  in  dyeing  by  the  indigo- 
brown  is  neiitralised  by  the  lime,  which  forms  with  it  an  insoluble  compound.  Indigo- 
red,  however,  dissolves,  as  mentioned  above,  in  contact  with  alkalis  and  reducing 
agents,  and  the  solution  imparts  a  purple  colour  to  cotton.  In  the  ordinary  indigo 
vat  its  presence  may  be  detected  by  precipitating  a  portion  of  the  liquor,  and  treating 
the  precipitate  with  boiling  alcohol,  which  then  usually  acquires  a  red  colour.  It  is 
possible,  therefore,  that  a  small  part  of  the  effect  produced  in  dyeing  with  indigo  may 
be  due  to  indigo-red. 

That  portion  of  the  indigo  which  remains  after  treatment  with  acid,  alkali,  and 
alcohol  consists  essentially  of  indigo-blue,  the  true  colouring  matter  of  indigo,  mixed, 
however,  with  sand,  earthy  particles,  and  other  impurities.  In  order  to  purify  it,  the 
residue,  while  still  moist,  is  to  be  mixed  with  lime,  the  quantity  of  which  must  amount 
to  twice  the  weight  of  the  crude  indigo,  and  which  has  been  previously  slaked  with 
water.  The  mixture  is  then  put  into  a  bottle  capable  of  holding  about  1 50  times 
its  volume  of  water,  and  the  bottle  is  filled  up  with  boiling  water  and  shaken.  A 
quantity  of  finely-powdered  protosulphate  of  iron,  amounting  to  frds  of  the  weight  of 
the  lime  is  then  added,  the  bottle  is  closed  with  a  stopper,  well  shaken,  and  left 
to  stand  for  several  hours  in  a  warm  place.  The  mass  gradually  becomes  green,  and 
the  mdigo-blue  is  then  converted  by  the  precipitated  protoxide  of  iron  into  reduced 
indigo,  which  dissolves  in  the  excess  of  lime,  forming  a  deep  yellow  solution.  This 
solution  when  clear  is  poured  off  from  the  deposit  into  a  vessel  containing  a  sufl&cient 
quantity  of  dilute  muriatic  acid  to  supersaturate  the  whole  of  the  lime.  The  reduced 
indigo  which  is  precipitated  in  grej-ish-white  flocks,  is  agitated  with  water  until  it  has 
become  blue,  and  the  regenerated  indigo-blue  is  collected  on  a  filter  and  washed  with 
water,_in  order  to  remove  the  chloride  of  calcium  and  excess  of  muriatic  acid.  The 
following  method  of  obtaining  pure  indigo  blue  has  been  recommended  by  Fritzsche  : 
4  ozs.  of  crude  indigo  and  the  same  weight  of  grape-sugar  are  put  into  a  bottle  capable 
of  holding  12  lbs.  of  water;  a  solution  of  6  ozs.  of  concentrated  caustic  soda-lye  in 
alcohol  IS  then  added,  after  which  the  bottle  is  filled  with  hot  spirits  of  wine  of  7o  per 
cent.,  and  the  whole  is  left  to  itself  for  some  time.  The  liquid  becomes  at  first  wine-red 
then  yellow,  and  on  being  filtered  and  left  exposed  to  the  air,  deposits  the  indigo-blue 
in  small  crystalline  scales,  which  are  to  be  filtered  off  and  washed  at  first  with  alcohol 
and  then  with  water.  ' 

Pure  indigo-blue  has  the  following  properties :— Its  colour  is  dark  blue  inclining  to 
purple.  When  rubbed  with  a  hard  body  it  assumes  a  bright  coppery  lustre.  It  has 
neither  taste  nor  smell,  possesses  neither  acid  nor  basic  properties,  and  belongs  as 
regards  its  chemical  affinities,  to  the  class  of  indifferent  substances.  Its  specific  gravity 
is  1-50.  When  heated  in  the  open  air  it  molts,  boils,  and  burns  with  a  smoky  flame 
leaving  a  carbonaceous  residue.  But  when  it  is  heated  in  a  vessel  partially  closed  or 
in  vacuo,  it_  begins  to  evolve  at  a  temperature  of  about  550°  F.  a  violet-coloiired 
vapour,  which  condenses  on  the  colder  parts  of  the  apparatus  in  the  form  of  lone 
crystalline  needles,  which  are  blue  by  transmitted  light,  but  exhibit  by  reflected  licht 
a  beautiful  coppery  lustre.  These  needles  are  unchanged  indigo-blue.  A  great 
portion  of  the  indigo-blue  is  however  decomposed  during  the  heating  process  Indira 
blue  is  insoluble  in  water,  alkalis,  and  dilute  acids.  Boiling  alcohol  and  boilinsr  oil 
of  turpentine  dissolve  a  minute  quantity  of  it,  and  deposit  it  again  on  cooling.  Fixed 
oils  abo  dissolve  a  little  of  it  at  a  heat  exceeding  that  of  boiling  water,  yield  nc  Muo 
solutions,  the  colour  of  which,  when  the  heat  is  further  increased,  changes,  according 
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to  Mr.  Crum,  first  to  crimson  and  then  to  orange.  By  the  action  of  dilute  nitric  and 
ch  romic  acids  indigo-blue  is  decomposed  and  converted  into  isaiine,  a  body  soluble  in 
•water  iind  crystallising  in  rod  noodles.  Chlorine  also  decomposes  indigo-blue, 
changing  it  into  chlorisaline,  a  substance  having  properties  very  similar  to  those  of 
isatino.  Both  isatine  and  chlorisatine  afford  with  different  reagents  a  great  number 
of  products  of  decomposition,  none  of  which  have,  however,  as  yet  found  any  applica- 
tion in  the  arts._  By  the  long-continued  action  of  boiling  nitric  acid  indigo-blue  is 
converted,  first  into  indigotio  acid,  a  white  crystalline  acid,  and  then  into  nitropicric 
add,  which  is  yellow  and  crystallised.  The  latter  is  sometimes  employed  for  impart- 
ing a  yellow  colour  to  silk  and  wool,  but  it  is  generally  prepared  from  cheaper 
materials  than  indigo-blue.  The  action  of  concentrated  sulphiu-ic  acid  on  indigo-blue 
is  very  remarkable.  When  the  acid  is  poured  on  the  pure  substance  and  gently 
hcatod  it  acquires  in  the  first  instauce  a  green  colour,  which  changes  after  some  time 
to  blue.  No  gas  of  any  kind  is  evolved.  When  however  crude  indigo  is  employed, 
there  is  a  perceptible  disengagement  of  sulphurous  acid,  resulting  from  the  action  of 
the  sulphuric  acid  on  the  impurities  of  the  indigo,  such  as  the  indigo-gluten,  &c. 
On  adding  water,  a  solution  of  a  beautiful  deep  blue  colour  is  obtained.  The  filtered 
liquid  contains  a  peculiar  acid,  to  which  the  names  of  indigo-sulphuric,  sulphindigotic, 
sulphindylic,  or  ccerideo-stdphuric  acid  have  been  applied. 

This  acid  is  a  so-called  double  acid.  It  contains  indigo-blue  and  sulphuric  acid,  but 
in  such  a  peculiar  state  of  combination,  that  neither  of  the  two  constituents  can  bo 
detected  by  ordinary  re-agents,  nor  again  eliminated  as  such  from  the  compoimd. 
It  combines  with  bases,  without  either  of  the  two  constituents  separating.  The  com- 
pounds are  called  indigo-sidphatcs,  and  are,  like  the  acid,  of  a  dark  blue  colour. 
When  the  solution  of  indigo-blue  in  concentrated  sulphuric  acid  is  diluted  with  water, 
there  is  usually  formed  a  small  quantity  of  a  dark-blue  flocculent  precipitate,  which  is 
the  phenicine  of  Mr.  Crum,  or  the  indigo-purple  of  Berzelius.  It  is  a  compound  of 
indigo-blue  with  sulphviric  acid,  containing  less  of  the  latter  than  indigo-sulphuric  acid. 
It  is  always  formed  wheu  the  quantity  of  sulphuric  acid  employed  is  not  more  than 
eight  times  that  of  the  indigo-blue,  or  when  the  action  of  the  acid  on  the  latter  has  con- 
tinued for  only  a  short  time.  By  heating  it  with  an  excess  of  acid  it  is  changed  into 
indigo-sulphuric  acid.  Though  soluble  in  concentrated  sulphuric  acid,  it  is  insoluble 
in  the  dilute  acid,  and  hence  is  precipitated  on  the  addition  of  water.  On  filtering 
and  washing,  however,  it  begins  to  dissolve,  as  soon  as  the  free  sulphuric  acid  has 
been  removed,  and  may  then  be  completely  dissolved  by  pure  water.  The  solution 
has  a  bhie  colour  just  like  that  of  indigo-sulphuric  acid.  Its  compounds  with  bases 
have  a  blue  colour  with  a  purplish  tinge.  The  blue  acid  liquid  filtered  from  the  in- 
digo-purple on  being  supersaturated  with  carbonate  of  potash  or  soda,  deposits  a  dark 
blue  powder,  which  consists  of  the  indigo-sulphate  of  potash  or  soda.  These  compounds 
are  insoluble  in  water  containing  a  large  quantity  of  neutral  salts,  and  are  therefore 
precipitated  when  the  excess  of  sulphiiric  acid  is  neutralised  by  carbonate  of  potash 
or  soda.  As  soon,  however,  as  the  sulphate  of  potash  or  soda  has  been  removed  by 
washing,  the  indigo-sulphate  may  be  dissolved  in  pure  water,  yielding  a  dark-blue 
solution.  The  indigo-sulphates  of  the  alkalis  may  also  be  prepared  by  steeping 
wool,  previously  well  cleaned,  into  the  solution  in  sulphuric  acid.  The  wool  takes  up 
the  colour,  becoming  of  a  dark  blue  colour,  and  after  having  been  well  washed  with 
water,  in  order  to  remove  the  excess  of  acid  as  well  as  the  impurities  which  are 
always  present  in  the  solution  when  crude  indigo  has  been  employed,  is  treated  with 
carbonate  of  potash,  soda,  or  ammonia,  which  separate  the  acid  from  the  wopl,  and 
produce  blue  solutions  containing  the  salts  of  the  respective  bases.  The  indigo- 
sulphates  of  the  earths  and  metallic  oxides,  which  are  mostly  insoluble  blue  powders, 
may  be  obtained  from  the  alkaline  salts  by  double  decomposition.  By  an  excess  of 
causi^ic  alkali,  indigo -sulphuric  acid  is  immediately  decomposed,  giving  a  yellow 
solution,  from  which  it  is  impossible  to  obtain  the  acid  again.  By  means  of  reducing 
agents,  such  as  sulphuretted  hydrogen,  nascent  hydrogen,  protosalts  of  tin  and  iron, 
&c.,  indigo-sulphuric  acid  is  decolorised,  but  the  colour  is  restored  by_the_  oxygen 
of  the  atmosphere.  Indigo-sulphuric  acid,  in  a  free  state  or  in  combination  with 
alkalis,  is  employed  in  the  arts  for  the  purpose  of  imparting  a  blue  colour  to  silk 
and  wool.  It  has  very  little  affinity  for  cotton  fibre,  but  is  nevertheless  employed 
occasionally  for  blueing  white  cotton-yarn  and  other  bleached  goods. 

By  treatment  with  strong  boiling  caustic  potash- or  soda-lye,  indigo-bluo  is  gradually 
decomposed  and  converted  into  a  colourless  crystjillised  acid,  anthranUic  aad.  By 
weak  solutions  of  caustic  alkalis  it  is  not  in  the  least  affected.  If,  however,  it  be 
subjected  to  the  combined  action  of  an  alkali  or  alkaline  earth  and  some  body 
having  a  strong  affinity  for  oxygen,  such  as  protoxide  of  iron  and  tin,  sulphur,  sul- 
phurous or  phosphorous  acid,  or  organic  matters,  such  as  grape-sugar,  &c.,  it 
disappears  by  degrees,  yielding  a  yellow  solution,  containing  in  the  place  of  indigo- 
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indigo.   When  an  excess  of          -  which  on  filtration  and  exposure 

v'hite  IS  precipitated  in  white  or  greyisn>  ,     ^        ^  -^^^0  mdigo-blue. 

to  the  atmosphere  rapidly  tec°me  blue  and  are  re  conve^          ^  ^^^^1^1^ 

Indigo-white  iBi"-^"^        yf^ite,    ffioUts^^^^^^^^  oxygen  become 

caustic  alkahs,  lime-  and  baryta-water.  _  ine  so^^tiuu  ^ 

in  the  presence  of  water  Jleie  tne  'i,''<^°°'P"''  ^ ,  raoce'is  of  putrefaction,  is 
agent,  and  ammonia,  which  is  ^^^JJ^l^y  ^^^"^f /^l^^^^^^^^^^  an 
the  solvent  of  the  indigo-^vhite.  If  a  pece  of  '^f  ^on  wool  or  silk^^^^^  3^t  acquires  a 
alkaline  solution  of  iudigo-white,  and  then  ^^P"^!^^^';^  ^^^^^^S^^^^^^^^^  subsequent 

blue  colour,  which  may  be  made  'ifP^^.^^J^^P'^Xt  the  d^^^       with  indigo 
exposure.    It  is  on  this  property  of  indigo-white  that  the  dyeing  wiwi  b 

lis  svKiMupv34;^^^^^^ 

hydrogen,  which  is  taken  up  during  the  so-called  reduction  of  the  latter,  and 
again  by  oxidation  during  its  reconversion  into  indigo-blue  •       „  .       ^hich  it 

Since  the  value  of  indigo  depends  entirely  on  the  <l^  ^nht    /  ^^^^ 
contains  it  is  of  great  importance  to  ascertain  the  exact  amount  ot  the  latter  n  any 
Sversample  of  the  article.    Before  commencing  the  determination  of  the  ™i'g?- 
blue  a  Shed  portion  of  the  indigo  ought  to  be  heated  for  some  hours  at  212  i 
indtlien  Sed  again.    The  loss  in  weight  which  takes  place  represents  the  amoun 
of  .vatlr  Tontained  in  the  sample.    A  weighed  quantity  of  _  the  ^ned  indigo  is  h^^^^^ 
to  be  heated  over  the  flame  of  a  lamp  until  all  the  organic  matter  has  been  burnt 
Iway    By  weTghing  the  residue  which  is  left  the  amount  of  ash  or  inorganic  ma  r 
?s  aJcertSned     In  order,  in  the  next  place,  to  determine  the  amount  of  indigo-blue, 
e^W  Shods  have  been  devised  by  various  chemists,  none  of  which  however 
y  eld  ver^  accurate  results.    Of  these  methods  the  foUowing  are  the  principal  one 
^  1  A  w^eighed  quantity  of  finely-pounded  indigo  is  rubbed  with  water  in  a  porcelain 
mortaT    An  equal  weight  of  pure  lime  is  then  slaked  with  water,  and  the  hydrate  is 
wd  Wed  wit2  the  indigo.  tL  mixture  is  then  poured  into  a  ^^^VVerei  ^^^^^^^ 
capacity,  and  the  mortar  is  well  rinsed  with  water,  which  is  added  to  the  rest,  ihe 
bSe  is  now  heated  in  a  water-bath  for  several  hours,  and  a  quantity  of  finely-pounded 
sulphate  of  iron  is  added ;  the  bottle  is  then  filled  up  with  water  the  stopper  is  in- 
serted and  after  the  cont;nts  have  been  well  shaken  the  whole  is  allowed  to  repose  for 
some  hours,  until  the  indigo  has  become  reduced  and  the  sediment  has  sunk  to  the 
boTt^m.    A  portion  of  the  clear  liquor  is  then  drawn  off  with  a  siphon,  and  the 
quantity  of  liquid  having  been  accurately  measured,  it  is  mixed  with  an  excess^  of  ■ 
muriatic  acid,  and  the  precipitate,  after  having  been  oxidised,  is  collected  on  a  weighed 
S?er  and  well  washed  with  water.    Lastly,  the  filter  with  the  indi go-blue  is  dried 
at  212°  E.  and  weighed,  and  the  weight  of  the  filter  hapng  been  subtracted  from 
that  of  the  whole,  the  weight  of  the  indigo-blue  is  ascertained.    Supposing  now  that 
the  whole  quantity  of  liquid  had  been  200  measures,  that  50  measures  had  been 
drawn  off  yielding  10  grains  of  indigo-blue,  then  the  sample  contained  on  the  whole 
40  grains  of  the  latter.    For  60  grains  of  indigo  it  is  necessary  to  take  from  1  lb.  to 

2  lbs.  of  water.  ,     ,      i    i        1.         •  -4.1 

According  to  Mr.  John  Dale  of  Manchester,  who  has  had  great  expenence  in  the 
valuation  of  indigo  for  practical  purposes,  this  method,  though  rather  long  and  tedious, 
still  gives  more  accurate  results  than  any  other.  The  quantity  of  indigo-blue  in- 
dicated by  it  is  generally  below  the  actual  quantity  contained  in  the  sample.  Accord- 
ing to  Berzelius,  this  loss  arises  from  the  lime  forming  an  insoluble  compound  with  a 
portion  of  the  reduced  indigo-blue.  Mr.  Dale,  however,  is  of  opinion,  that  even  when 
every  precaution  has  been  taken,  a  certain  loss,  proceeding  from  some  hitherto  un- 
ascertained cause,  cannot  be  avoided.  When,  for  instance,  pure  indigo-blue  is  treated 
with  lime  and  copperas  in  the  manner  just  described,  the  quantity  which  is  again 
obtained  by  precipitation  from  any  portion  of  the  liquid  is  always -less  than  what  it 
should  be  by  calculation,  oven  when  no  excess  of  lime  has  been  employed. 

2.  The  second  method  of  determining  the  indigo-blue  is  performed  as  follows  :— 
About  16  or  20  grains  of  pure  indigo-blue,  obtained  by  precipitation  from  an  indigo 
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LVh     ^T'^'    ^rT''^  °f     weak  solution  of  1  ypoch  irit^^^^ 

for  the  purpose  IS  noted.  The  same  experiment  is  then  made  with  the  solution  7f 
cvnde  ind,go.  The  quantity  of  indigo-blue  in  the  latter  is  of  co^se  in  Inverse  ratio 
to  the  number  of  measures  which  are  requisite  in  order  to  bike  up  the  whole  of  th« 
ch  orine  which  is  liberated.  If,  for  example,  the  same  quantify  of  hypocl'  jfto^S 
hn  e  decolourises  167  measures  of  the  solution  of  pure  indigo-blue  and  204  m^sures 
of  the  solution  of  crude  indigo,  then  the  quantity  ot' indigo-blue  contained  in  10^^ 
of  the  latter  is  given  by  the  following  proportion :— 204  :  167  •  •  100  •  x  =  81-8 

A  number  of  samples  of  indigo  may  be  tested  in  this  manner  at 'the  same  time 
Care  must  be  taken  to  prepare  a  fresh  solution  of  indigo-blue  for  every  series  of  tries' 
since  this  solution  undergoes  a  change  on  standing,  which  renders  it  qdte  inapplS^^^ 

moment'' w£  tl!  ^^^P'-^^f  °-  ,  ^'''.'^'7  '^1^°  to  pay  great\tt«ntioS  at  the 

moment  when  the  greenish  colour  indicating  an  excess  of  the  sulphate  of  indigo 
begins  to  appear  for  it  will  often  be  found  that  this  colour  disappears  after  standing  a 
few  minutes,  and  a  fresh  quantity  of  the  blue  solution  must  then  be  added  cautiously 
until  the  greenish  tinge  becomes  permanent,  even  after  standing  for  some  time! 
Modifications  of  this  process  have  been  introduced  by  various  chemists  by  the  use  of 
permanganate  of  potash,  chlorate  of  potash,  or  bichromate  of  potash,  in  the  place  of 
hypochlorite  of  l,me;  but  as  the  principle  on  which  the  process  depends  is  in  each 
case  identical  and  the  modus  operandi  is  almost  the  same,  it  will  be  unnecessary  to  enter 
into  any  minute  description  of  these  modifications.  The  whole  method  is,  however 
open  to  serious  objections,  and  the  results  which  it  affords  cannot  at  all  be  depended 
on.  In  the  first  place,  it  is  difficult  to  institute  a  strict  comparison  between  the  dif- 
ferent shades  of  colour  resulting  from  the  decomposition  of  the  sulphate  of  indigo  in 
different  cases,  since  the  pure  green  tinge  observed  when  an  excess  of  the  pure 
sulphate  has  been  added  to  the'  decomposing  agent,  gives  place  to  a  dirty  olive  or 
brownish-green,  when  a  solution  of  crude  indigo  is  employed,  in  consequence  of  the 
impurities  contained  in  the  latter.  Secondly,  it  is  almost  impossible  to  avoid  the 
formation  of  a  certain  quantity  of  sulphurous  acid  during  the  action  of  concentrated 
sulphuric  acid  on  crude  indigo.  This  sulphurous  acid  during  the  following  operation 
becomes  oxidised  before  the  blue  sulphate  is  destroyed,  and  hence  the  percentage  of 
indigo-blue  is  apparently  raised.  In  employing  this  method,  it  is  common  to  find 
more  than  80  per  cent,  of  indigo-blue  in  a  good  sample  of  indigo,  whereas  the  best 
qualities  seldom  contain  above  60  per  cent.,  and  average  qualities  between  40  and  50 
per  cent.  This  method  may  show  a  percentage  of  70  indigo-blue,  when  the  method 
first  described  indicates  between  50  and  60. 

3..  The  third  method  of  estiAating  the  indigo-blue  is  performed  in  the  following 
manner :— Equal  weights  of  the  samples  to  be  tested  are  treated  with  equal  quantities 
of  concentrated  sulphuric  acid  in  the  manner  above  described,  and  the  solutions  are 
then  diluted  with  water  and  introduced  into  graduated  glass  cylinders,  water  being 
added  to  each  until  they  all  exhibit  exactly  the  same  shade  of  colour.  The  richer  the 
sample  is  in  indigo-blue,  the  greater  will  be  the  quantity  of  water  necessary  for  this 
purpose,  the  number  of  measures  ofVater  required  in  each  case  indicating  tlie  relative 
amount.  The  great  objection  to  this  method  consists  in  the  circumstance,  that  the 
different  kinds  of  indigo  do  not  give  the  same  shade  of  blue  when  their  solutions  in 
sulphuric  acid  are  diluted  with  water,  some  exhibiting  a  pure  blue  colour,  others  a 
blue  with  a  greenish,  or  purplish  tinge.  It  therefore  becomes  difficult  to  institute  an 
exact  comparison  between  them. 

Employnmit  of  Indigo  in  Dyeing. — As  indigo-blue  is  insoluble  in  water,  and  as  it  can 
penetrate  the  fibres  of  wool,  cotton,  silk,  and  flax  only  when  in  a  state  of  solution,  the 
dyer  must  study  to  bring  it  into  this  condition  in  the  most  complete  and  economical 
manner.  This  is  effected  either  by  exposing  it  to  the  concurrent  action  of  alkalis 
and  of  bodies  which  have  an  affinity  for  oxj'gen  superior  to  its  own,  such  as  certain 
metals  and  metallic  oxides,  or  by  mixing  it  with  fermenting  matters,  or  finally',  by 
dissolving  it  in  a  strong  acid,  such  as  the  sulphuric.  The  first  method  is  that  wliicli 
is  employed  in  the 

Copperas  or  Common  blue  Vat. — -Before  being  used  the  indigo  must  be  broken  into 
small  pieces,  the  size  of  nuts,  moistened  with  hot  water,  and  then  left  for  a  day ;  after 
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The  indigo-mill  is  represented  in  fgs. 


•which  it  is  reduced  to  a  soft  paste  in  a  mill. 

''ris^foui-'^ided  iron  cistern,  2  feet  11  inches  long,  19  inches  broad,  and  18  inches 
deep  cylindrical  or  rounded  in  the  bottom,  and  resting  iipon  gudgeons  in  a  wooden 
It  has      iron  lid  b,  consisting  of  two  leaves,  between  which  the  rod  c  moves 
to  and  fro,  receiving  a  vibratory  motion  from  the  crank  d.    By  this  construction,  a 
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frame  e  which  is  made  fast  in  the  cistern  by  two  points  e'  e',  is  caused  to  vibrate,  and 
to  impart  its  swing  movement  to  six  iron  rollers/,/,/,  four  inches  in  d]ameter,_ three 
beino-  on  each  side  of  the  frame,  which  triturate  the  indigo  mixed  with  water  into  a 
fine  paste.  This  mill  is  capable  of  grinding  1  cwt.  of  indigo  at  a  time.  Whenever 
the  paste  is  uniformly  ground,  it  is  drawn  off  by  the  stopcock  g,  which  had  been 
previously  filled  up  by  a  screwed  plug,  in  order  to  prevent  any  of  the  indigo  from 
lodging  in  the  orifice  of  the  cock,  and  thereby  escaping  the  action  of  the  rollers. 

Mills  of  other  forms  are  also  used  occasionally.  One  of  these  consists  of  a  hemi- 
spherical iron  vessel  open  at  the  top,  in  which  a  stone  of  corresponding  shape  is  fixed, 
so  as  to  leave  a  small  space  between  it  and  the  sides  and  bottom  of  the  vessel,  in  which 
the  indigo  undergoes  the  necessary  trituration  with  water,  the  motion  being  produced 
by  means  of  a  vertical  shaft  fixed  to  the  centre  of  the  stone. 

The  other  ingredients  necessary  for  setting  the  vat  are  copperas  or  protosulphata 
of  iron,  newly  slaked  quicklime,  and  water.  Various  proportions  of  these  ingredients 
are  employed,  as  for  instance,  1  part  by  weight  of  indigo  (dry),  3  parts  of  copperas, 
and  4  of  lime;  or  1  of  indigo,  2\  of  copperas,  and  3  of  lime;  or  8  of  indigo,  U  of 
copperas,  and  20  of  lime ;  or  1  of  indigo,  f  of  copperas,  and  1  of  lime.  The  sulphate 
of  iron  should  be  as  free  as  possible  from  the  red  oxide  of  iron,  as  well  as  from  sulphate 
of  copper,  which  would  re-oxidise  the  reduced  indigo-blue.  The  vat  having  been 
filled  with  water  to  near  the  top,  the  materials  are  introduced,  and  the  whole  after 
being  well  stirred  several  times  is  left  to  stand  for  about  twelve  hours. ^  The  chemical 
action  which  takes  place  is  very  simple.  The  protoxide  of  iron  which  is  set  at  liberty 
by  the  lime  reduces  the  indigo-blue,  and  the  indigo-white  is  then  dissolved  by  the 
excess  of  lime,  forming  a  solution,  which,  on  being  examined  in  a  glass,  appears  per- 
fectly transparent  and  of  a  pure  yellow  colour,  and  becomes  covered  wherever  it 
comes  into  contact  with  the  air,  with  a  copper-coloured  pellicle  of  regenerated  indigo- 
blue.  The  sediment  at  the  bottom  of  the  vat  consists  of  sulphate  of  lime,  peroxide  of 
iron,  and  the  insoluble  impurities  of  the  indigo,  such  as  indigo-brown  in  combination 
with  lime,  as  well  as  sand,  clay,  &c.  If  an  excess  of  lime  is  present,  a  little  reduced 
indigo-blue  will  also  be  found  in  the  sediment  in  combination  with  lime. 

The  copperas  vat  is  employed  in  dyeing  cotton,  linen,  and  silk.  For  cotton  goods 
no  other  kind  of  vat  is  used  at  the  present  day.  The  dyeing  process  itself  is  very 
simple.  The  vat  having  been  allowed  to  settle,  the  goods  are  plunged  into  the  clear 
liquor,  and  after  being  gently  moved  about  in  it  for  some  time  are  taken  out,  allowed 
to  drain,  and  exposed  to  the  action  of  the  atmosphere.  Whilst  in  tlie  liquid  the  fabric 
attracts  a  portion  of  the  reduced  indigo-blue.  On  now  removing  it  from  the  liquid  it 
appears  green,  but  soon  becomes  blue  on  exposure  to  the  air  in  consequence  of  the 
oxidation  of  the  reduced  indigo-bluc.  On  again  plunging  it  into  the  vat,  the  de- 
oxidising action  of  the  latter  does  not  again  remove  the  indigo-blue  which  has  been 
deposited  within  and  around  the  vegetable  or  animal  fibre,  but  on  the  contrary,  a 
fresh  portion  of  reduced  indigo-blue  is  attracted,  which  on  removal  from  the  liquid  is 
again  oxidised  like  the  first,  and  the  colour  thus  becomes  a  shade  darker.  By  repeat- 
ing this  process  several  times,  the  requisite  depth  of  colour  is  attained.  This  effect 
cannot  in  any  case  be  produced  by  one  immersion  in  the  vat,  however  strong  it  may 
be.   The  beauty  of  the  colour  is  increased  by  finally  passing  the  goods  through 
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diluted  sulphuric  or  murmtic  acid,  which  removes  the  adhering  limo  and  oxide  of 
iron.  After  being  used  for  some  time,  the  vat  should  bo  refreshed  or  fed  with  copperas 
and  liiuo,  upon  whicli  occasion  the  sediment  must  first  ho  stirred  up,  and  then  allowed 
to  settle  again,  so  as  to  leave  the  liquor  clear.  Tlie  indigo-blue,  however,  is  in  course 
of  time  gradually  removed,  and  by  degrees  the  vat  becomes  capable  of  dying  only  palo 
shades  of  blue. _  When  the  colour  produced  by  it  is  only  very  faint,  it  is  no  longer 
wortli  while  using  it,  and  the  contents  are  tlien  thrown  away.  In  dying  cotton  with 
imbgo.  It  seems  to  be  essential  that  the  reduced  indigo-blue  should  be  in  combination 
with  lime.  If  potash  or  soda  be  used  in  its  stead  it  is  impossible  to  obtain  dark 
shades  of  blue. 

When  cotton  piece  goods  are  to  bo  dyed  of  a  uniform  blue,  they  are  not  submitted 
to  any  preparatory  process  of  bleaching  or  washing,  Indeed,  the  size  contained  in 
unbleached  goods  seems  rather  to  facilitate  than  to  impede  the  dyeing  process.  In 
dying  these  goods  a  peculiar  roller  apparatus  is  employed.  When  certain  portions 
of  the  fabric  are  to  retain  their  white  colour  a  diiferent  plan  is  adopted.  The  pieces 
having  been  bleached,  those  portions  which  are  to  remain  white  are  printed  with  so- 
called  resists.  These  resists  consist  essentially  of  some  salt  of  copper,  mixed  with  an 
appropriate  thickening  material.  The  copper  salt  acts  by  oxidising  the  reduced 
indigo-blue  at  the  surftice,  and  thus  rendering  it  insoluble  before  it  can  enter  the 
interior  of  the  vegetable  fibre,  since  it  is  only  when  deposited  within  the  fibre  itself 
that  the  colouring  matter  becomes  durably  fixed.  The  pieces  are  now  stretched  upon 
square  dipping  frames,  made  of  wood  or  of  iron,  furnished  with  sharp  hooks  or  points 
of  attachment.  These  frames  are  supended  by  cords  over  a  pulley,  and  thus 
immersed  and  lifted  out  alternately  at  proper  intervals.  In  dyeing,  a  set  of  10  vats  is 
used,  the  first  vat  containing  5  or  6  lbs.  of  indigo,  and  the  quality  increasing  gradually 
up  to  80  lbs.  in  the  last  vat.  The  pieces  are  dipped  for  7^  minutes  in  the  first  vat, 
then  taken  out  and  exposed  to  the  air  for  the  same  length  of  time,  then  dipped  in  the 
second  vat,  and  so  on  to  the  last.  After  passing  through  the  last  vat,  a  small  bit  of 
the  calico  is  dried,  in  order  to  see  whether  the  colour  is  sufficiently  dark.  If  it  is  not, 
the  whole  series  must  be  dipped  once  more  in  the  same  vat  in  which  the  last  dipping 
was  performed.  When  the  bottom  of  tlie  vat  is  raked  up  so  as  to  have  more  lime  in 
suspension,  the  vat  becomes  what  the  dyer  calls  hard,  that  is  to  say,  the  oxide  of 
copper  of  the  resist  is  precipitated  in  a  compact  state,  and  consequently  acts  with 
more  efficiency.  But  when  the  vat  has  been  at  rest  for  some  time,  and  there  is  little 
lime  in  suspension,  then  it  is  called  soft.  When  it  is  in  this  state,  the  oxide  of  copper 
is  thrown  down  in  a  bulky  form,  and  when  the  pieces  are  afterwards  agitated  in  the 
liquor,  in  order  to  detach  the  oxide  of  iron  which  always  floats  about  in  the  vat,  and 
attaches  itself  to  the  fabric,  and  which,  if  left  adhering,  would  cause  light  stains, 
technically  called  grounding  ;  then  the  oxide  of  copper  is  also  detached,  and  the  indigo 
penetrates  to  those  parts  Avhich  are  to  remain  white.  When  cotton  yarn  is  dyed  in 
the  copperas  vat,  the  latter  is  generally  heated  by  means  of  steam-pipes  passing 
through  the  liquor,  the  object  being  to  give  to  the  colour  the  peculiar  gloss  or  lustre, 
which  is  required  in  this  class  of  goods.  No  preparatory  process  is  required,  except 
simply  steeping  in  hot  water.  In  dyeing,  wooden  pins  are  put  through  the  hanks, 
their  ends  resting  on  supports  passing  over  the  top  of  the  vat,  and  the  yarn  is  then 
slowly  turned  over,  one  half  being  in  the  liquor,  the  other  half  over  the  pins.  It  is 
then  taken  out,  wrung,  exposed  to  the  air,  and  again  dipped,  this  operation  being 
repeated  until  the  requisite  shade  is  obtained. 

The  methods  employed  for  producing  the  colours  called  China  blue  and  pencil  blue 
on  calico  have  been  described  under  Calico-Printing. 

The  urine  vat  is  prepared  by  digestion  of  the  ground  indigo  into  warmed  stale  urine, 
which  fiirst  deoxidises  the  indigo-blue,  and  then  dissolves  it  by  means  of  its  ammonia. 
Madder  and  alum  are  likewise  added,  the  latter  being  of  use  to  moderate  the  fermen- 
tation. This  vat  was  employed  more  commonly  formerly  than  at  present,  for  the 
pui'pose  of  dyeing  woollen  and  linen  goods. 

Woad  Vat.— In  former  times,  woad  was  the  only  material  known  to  the  dyers  of 
Europe  for  producing  the  blue  colour  of  indigo.  For  this  purpose  it  was  pre\nously 
submitted  to  a  peculiar  process  of  fermentation,  and  the  product  was  named  -pastel  in 
France.  For  most  purposes  indigo  has  taken  the  place  of  woad  in  the  dye-house, 
and  for  cotton  goods  it  is  now  used  alone.  In  the  dyeing  of  woollen  goods,  however, 
tiic  use  of  woad  has  been  retained  to  the  present  day,  for  the  purpose  rather  of 
exciting  fermentation  and  thus  reducing  the  indigo  which  is  employed  nt  the  same 
time,  than  of  imparting  any  colour  to  the  material  to  be  dyed.  Indeed,  the  woad 
used  by  woollen  dyers  in  this  country  contains  no  trace  of  colouring  matter.  \  arious 
substances,  such  as  rhubarb-leaves,  turnip-tops,  weld,  and  other  vegetJiblo  matters, 
have  accordingly  been  tried,  but  without  success,  since  the  fermentation  is  more 
steadily  maintained  by  means  of  woad  than  by  any  other  material.    Pastel,  which 
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aoes  contain  a  HtUe  blue-colo^ijl^-.  is 

dyers.    The  niiiterials  employed  in  the  °«  "'''^^7,?^^^^^  Indian  or  jpotash  vat, 

w'oad  and  indigo  are  r^r^^S^h  are  u"ed    i^the  "^^^^^^  ^--J  -^^'^T,'! 

madder,  bran,  and  carbonate  of  Potash  are  usecl    i  ^^^.^^^  ^^^^^^    .  tl,e 

of  soda,  and  quicklime  ^tliout  f^^^^l-  ^^^'X' eenous  matters  of  the  woad  begin 

Wvat  isnotdifacu^t  to_  understand  ^^f^g^ fermentation,  which  is  kept 

^vhen  the  temperature  V\^.f,^,V^f  °  ^^^^^^^       of  the  madder  and  bran.  In 

up  by  means  of  the  sugar,  starch,  f.^tractive  matter  &c^o^  ^^^^ 

consequence  of  the  ^^^^f  "P'f^.^^S  ^ffor  dy^^^^^^  Great  care  is  necessary 
solved  by  the  lime,  thus  ^e^<^«"°g„*^^;Xtion  from  SSifg  into  one  of  putrefaction, 
in  order  to  prevent  the  process  of  fermentation  irom  pas«i  B  indigo-blue  in  the 

"hkh  if  allied  to  proceed  would  lead  to  the  r^rtSTtJ e  alS^  o'f  lime,  which 
liquor.  If  any  tendency  to  do  so  is  o^^^^J^f '  ^^^^^^^^^^  that  commence  to  form  when 
combines  with  the  acetic  lactic,  ^^^^^'f  jS^^^    also  be  avoided,  since  the 

putrefaction  sets  in.  On  the  other  hand,_an  f  ^f/ °*j™^Xeombinewith  the  material. 
Lucedindigo-blueistherebyrenderedinsolub^^^^^^^ 

The  following  account  of  the  method  of  dyeing  wooUen  goo 
on  at  present  in  Yorkshire,  may  suffice  to  give  ^  g^^^^^^^f        feet^  6  inches,  and  a 

The  dy-vats  employed  are  eirc^ar  having  a  ^^^^^^^er  <>t^.^3,,e,.  They  are  sur- 
depth  of  7  feet,  and  are  made  o^ ff.  -width  being  left  between  the  brickwork 

rounded  by  brickwork,  a  space  of  ^  i°fjes  ^ ^eam  by  m^^^^  of  which  the  vats  are 
and  the  iron,  for  the  purpose  o/  f  ™^^'°g       fj^^  In  setting  a  vat 

heated.  The  interior  surface  of  the  ^™^^°/^;;/:i\brof  indigo,  56  lbs.  of  bran, 
the  following  materials  are  used  :-o  °j7;i^^Jpplied  to  the  Yorkshire  dyers 
7  lbs.  of  madder,  and  10  quarts  of  lime.  The  woad  suK-Ue  ^..^nish-yellow 
is  prepared  and  grown  m  Lincolnshire^  It  is  in  ot  ^^^^^ 

paste  having  a  ^J-^g^  ^^^^^^^^^^^^  jrmoting  fermeSion,'^ut  it  also  serves  to  give 
usual  manner,  ihe  maaaer  acts  m  piomuui_  g  ^„  ^  >,■«■  mittinff  cuicklime  into  a 
a  reddish  tinge  to  the  colour.  The  ''^l.''^lXfi^^^  P-sing 
basket,  then  dipping  it  in  water  for  an  i^^^ant,  lifting  it  out  ag  ^ 

it  through  a  sieve,  by  which  means  it  is  reduced  to  ^^f^^.P^^^/^'o'pX.,  after  which 
^oare.    The  vat  is  first  filled  with  ^-^^l^^^'^^^^^l'^^^^^^  dissolved  or 

the  materials  are  put  in,  and  the  whole  is  well  ^^irrea  ^"ti  uie 

diffiised,  and  it  is  then  left  to  stand  f^^f ^  ^"  f^iint  are  added.  At  10 
morning  the  liquor  is  again  stirred  up,  and  5  f^f^^^^f^'r",.     ^^^^      raised  to 

vegetable  matter  in  suspension,  is  of  a  yellow  or  ohve-yellow  colour    ite  Burta^«  i« 

tre  formed  agglomerate  on  the  surface,  and  are  not  easily  broken  Cloth  dyea  in  a 
uiiSTthff  lind  loses  its  colour  on  being  washed.  This  sta^e  of  the  va  is  emed^ed 
W  the  addition  of  bran,  and  is  of  no  serious  consequence.  When,  on  tne  otner  nana, 
?hCis1  deficiency  of  lime,  or  in  other  words  when  the  ^^^^-^^11%^^:^^^ 
the  liauor  acquires  first  a  drab,  then  a  clay-hke  colour  ;  when  agiteted,  the  bubD  es 
Ihi  h?o™  on  its  surface  bursi.  easily,  and  when  stirred  up  from  tbe  bottom  with  a 
X  it  effervesces  slightly,  or  as  the  dyers  say.  If  the  fermentation  be  not 
decked  at  this  stage,  putrefac  ion  soon  sets  in,  the  liquid  begins  to  exhale  a  fetid 
odour  and  when  stifred  evolves  large  quantities  of  gas,  which  burn  with  a  blue  flame 
on  th;  application  of  a  light.  The  indigo  is  now  totally  destroyed,  and  the  contents 
of  he  vat  may  be  throwS  away.  No  further  addition  of  woad  is  required  after  the 
introdulion  of  the  quality  taken  in  first  setting  the  vat,  the  fermenta  ion  being  kept 
up  by  adding  daily  about  4  lbs.  of  bran,  together  with  1  quar  or  3  pints  of  ime.  In- 
dfgo  is  also  added  daily  for  about  3  or  4  months.  The  yat  is  then  used  for  the  pu^o  o 
of  dyeing  light  shades,  until  the  indigo  contained  in  it  is  quite  exhausted,  and  its 

contents  are  then  thrown  away.  „     ,  ,         ,  i  j  • 

Woollen  cloth  before  being  dyed  is  boiled  in  water  for  1  hour,  then  passed  im- 
mediately  into  cold  water.  If  it  be  suffered  to  lie  in  heaps  immediately  after  being 
boiled,  it  undergoes  some  change,  Avhich  renders  it  afterwards  incapable  of  taking  up 
colour  in  the  vat.  When  a  purple  bloom  is  required  on  the  cloth,  it  is  dyed  with  cud- 
bear to  a  light  purple  shade  before  being  dipped.^  In  dyeing  the  cloth  is  placed  on  a 
■  network  of  rope  attached  to  an  iron  ring,  which  is  suspended  by  four  iron  chains  at 
a  depth  of  about  3  feet  beneath  the  surface  of  the  liquor.   The  cloth  is  stirred  about 
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itelir.u>^^Tnrap'X:^  I'?'  out 

rapidly  boeomos  blue     wff  tL^  v?  Von  ''''"^                   ^^P'^'*^  ^  the  air 

dark  groon  colour  ^^•hon  taken  on          •  h  ^°  J^^f""'       ^'""^  ^^e  cloth  has  a 

.    again,  if  a  darker  shac  oTrco^rod     Wl  "  P^f     th^^^h  hot  water  and  dipped 

*    placed  in  a  net  made  of  LvPm  i«  T^?  ^^'H'       ^  ^«  '^y'^^'  ^^ey  are 

They  arc  then  transLred  to  a  I  rot  J  f  tho^at. 

ing  flocks  a  more  active  forme  t  vtioS^t^^^^  '''f-  "^"""^  ^"."^  1°  ^ye- 

The  urocosfi  nf  ,K,«i .1 1  ™°  required  than  with  cloth. 


method  of  pm-ifying  sidolnto  of  inHi^T^  •    ^  ^^^"'^  '^'^'^  The 

indigo  in  oil%f  vi  rPol  previoSs?v  dif.  f.^  ^y  immersing  wool  in  the  solution  of  crude 
process  of  makinJ  s.dnLfl^r-  ^i  '"''i"'''  described  above.  The 

Ssed  on  the!  ge^calftaffdb^^^^  ^?        "^''^  ^«  P-«=- 

of  oil  of  vitriol  Lrl  fL    '?\*»^^o?^Vr-^      °^  ?°'^'^o     ^^e'^  ^th  from  8  to  9  lbs 

,-n.?r  Kiv'"'  ^f^^'-'^  °^  ^y'"'^  "-""^  ^Tinting  by  means  of  Indiqo.-By  reason  of  its 
insolubility  alike  in  neutral  and  in  alkaline^solvents,  thf  colouring  Stter  of  indiV^ 

S  'vX^liTrrrff"-'  fi't-.-^iljthas  been  reduced,  r.'convertedll 
wmte  incligo  m  iich  is  soluble  in  alkalis  and  solutions  of  the  alkaline  earths  The 

S  ILf  i"ndi?o  ""Sirf't      ^y'i--lpl"to  of  soda,  and  its  almost  irsSiLeou 
StL  '  ?       I'  ^'"'^^  P'-esence  of  an  alkaline 

TaWlPtn  !  »   •  o^-Jl^^^^y  temperatures,  have  induced  Messrs.  Schutzenberger  and 

oftd^tTeTt:  '''' ''''     ''-''^  ^^^"-^^^"^ 

The  indigo-"-   "     ^  ,  .  s 


The  indigo  A-ats  most  generally  used  in  modern  times  are  the  sulphate  of  iron  .'ereen 
SrJnf^r'  ^^r^'  •^"'^       fermenting  vat  for  wool-dye  ng    The^  ma  n 

ittte  nf  7"'  P"""'"""'        ^"I'^y  ^^^™ent  of  oide  of  iron  and  of 

be  ,  2l  ^^^^^^'.^l^^'^h  f  q^'res  to  subside  before  the  clear  portion  of  the  liquid  can 
be    sed  for  dyeing.    Iho  fermentation  vat  is  difficult  to  work,  and  is  subject  to 
accidents,  or  morbid  changes,  which  sometimes  in  the  course  of  a  few  hours  involve 
the  entire  loss  of  the  ludigo  which  they  contain.    (Such  accidents  are  not  unfrequontly 
due  to  the  malice  of  some  workman,  and  are,  of  course,  a  kind  of  rattening  )  The 
hydrosulphite  vat,  which  tlie  autliors  propose  in  lieu  of  the  present  methods,  both  for 
animal  and  vegetable  fibres,  is  '  set '  as  follows  :-BisuIphite  of  soda,  marking  30°  to 
60    -Baume  (1-26  to  1-30  specihc  gravity),  is  put  in  a  covered  cask  filled  up  to  the 
surface  with  coils  of  sheet  zinc,  or  granulated  zinc.    This  arrangement  serves  to  in- 
crease the  points  of  contact  between  the  1  iquid  and  the  metal.    After  standing  for  about 
an  hour,  the  liquid  is  drawu  off  into  milk  of  lime,  which  precipitates  the  salts  of  zinc, 
ihe  whole  is  well  stirred,  and  the  clear  liquid  is  separated  either  by  filtration  and 
pressure  or  by  decantation,  water  having  been  previously  added.    During  all  these 
operations  air  should  be  as  far  as  possible  excluded.    If  the  hydrosulphite  of  soda  thus 
obtained  is  mixed  with  ground  indigo,  and  the  amounts  of  lime  or  soda  needful  to 
dissolve  the  reduced  indigo,  we  immediately  obtain  a  yellowish  solution,  which  contains 
no  insoluble  matter  except  the  earthy  matters  present  in  the  indigo.    By  this  process 
1  kilogramme  of  indigo  may  be  reduced  and  dissolved  in  such  a  concentrated  state  that 
the  liquid  does  not  exceed  10  to  15  litres.    In  dyeing  the  beck  is  filled  with  water— 
a  suitable  amount  of  reduced  indigo  added,  and  the  operation  is  performed  in  the  cold 
for  cotton  and  at  a  hand-heat  for  wool.    The  dye-liquid  being  clear  for  its  entire  depth, 
the  dyeing  process  can  bo  conducted  without  loss  of  time.    The  excess  of  hydrosulphite 
present  constantly  reduces  the  scum  of  oxidised  indigo  which  forms  on  the  surface  of 
the  bath,  and  successive  quantities  of  the  concentrated  solution  of  indigo  are  added 
from  time  to  time  as  they  are  required.    By  means  of  this  facility  of  keeping  the  vat 
at  any  degree  of  strength  required,  any  shade  may  bo  produced  with  the  least  possible 
time  and  trouble.    As  regards  cotton-dyeing  the  now  process  is  distinguished  for  its 
case  and  rapidity.    In  wool-dyeing  all  risk  of  spoiling  the  indigo  is  avoided.  Shades 
are  produced  at  once  brighter  and  more  solid  than  with  the  old  vats,  and  it  is  easy  to 
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obtain  upon  wool  bright  blue  bottoms  such  as  were  formerly  producible  only  by  means 
of  the  sulphate  of  indigo,  and  which  were,  of  course,  much  more  fugitive. 

In  printing  with  indigo,  the  process  hitherto  followed  has  been  to  use  white  indigo, 
or  indigotate  of  tin  obtained  by  precipitating  ix  tin  vat  with  hydrochloric  acid  or  by 
adding  to  the  clear  portion  of  a  copperas  vat  a  mixture  of  hydrochloric  acid  and  salt 
of  tin.  This  precipitate  is  thickened  with  gum,  iind  printed  upon  the  calico.  It  is 
then  fixed  by  treatment  with  milk  of  lime.  The  goods  are  tlien  successively  passed 
through  bleaching-liquor,  sulphuric  acid,  and  a  soap-bath.  The  process  is  at  once 
difficult,  delicate,  and  expensive.  It  is  only  by  constant  and  anxious  attention  that 
running  and  injuries  to  the  acciiracy  of  the  design  are  avoided  during  the  treatment 
with  lime-water,  and  only  a  veiy  small  fraction  of  the  indigo  is  actually  deposited 
upon  the  fibre.  The  numerous  attempts  hitherto  made  to  replace  the  above-described 
process  with  some  other  means  of  fixing  indigo  have  not  proved  successful.  We  need 
only  mention  as  instances,  China  blue,  pencil  blue,  and  printing  with  a  concentrated 
indigo-vat  in  an  atmosphere  of  coal-gas  in  order  to  exclude  atmospheric  oxygen.  The 
new  method,  as  tested  by  the  authors  upon  a  manufacturing  scale,  consists  mainly  in 
printing  with  an  alkaline  solution  of  dissolved  indigo  suitably  concentrated  and 
tliickened,  the  colour  containing,  moreover,  a  large  excess  of  hydrosulphite  of  soda. 
The  presence  of  this  salt  keeps  the  indigo-blue  constantly  in  a  perfectly-reduced  state, 
which  would  otherwise  becpme  oxidised.  It  thus  supersedes  in  a  much  more  con- 
venient manner  the  use  of  coal-gas.  The  printing  can  be  carried  on  in  common  air 
with  ordinary  machines.  Oxidation  is  so  little  perceived  that  after  an  hour  of  working 
the  colour  remains  reduced  to  yellow.  On  the  other  hand,  by  printing  on  dissoh'ed 
indigo,  immediate  fixation  is  secured  as  the  colouring  matter  is  almost  entirely 
utilised.  Experience  shows  that  with  shades  of  equal  depth,  solid  blues  are  obtained 
at  an  expenditure  of  from  50  to  60  per  cent,  less  indigo  than  with  the  old  process. 
The  shades  obtained  are  more  beautiful  and  solid,  and  the  design  comes  out  more  dis- 
tinct and  better  defined.  The  new  blue  not  needing  to  be  fixed  by  any  subsequent 
process  after  printing,  can  be  applied  simultaneously  with  the  majority  of  other  colours, 
such  as  aniline-black,  garancine  colours,  whether  obtained  by  dyeing  or  steaming, 
catechu,  chrome  colours,  albumen  colours,  &c.  Novel  styles  can  be  thus  originated, 
which  could  scarcely  be  executed  by  any  other  process.  The  new  colour  is  obtained 
by  thickening  with  gum,  or  any  other  suitable  substance,  an  alkaline  solution  of  white 
indigo  sufficiently  concentrated,  and  adding  to  the  mixture  a  sufficient  quantity  of 
hydrosulphite  of  soda.  After  printing,  the  indigo  is  oxidised  by  hanging  up  the  pieces 
for  twelve  to  fourteen  hours.    They  are  finally  washed  and  soaped. 

Our  Imports  of  indigo  in  1871  and  1872  were  as  follows  : — 


Places 

1871 

1872 

Quantities 

Value 

Quantities 

Value 

From  Germany  .... 
„     France  .... 
„     Egypt  .... 
„     India  (French  Possessions) 
„     Philippine  Islands  . 
„     United  States  of  America  . 
,,     Mexico  .... 
„     Central  America 
„     New  Granada  (the  United 

States  of  Colombia) 
„     British  Possessions,  South 

Africa  .       .       .  , 
„     British  India : 

Bombay  and  Scinde 

Madras 

Bengal  and  Burmah 
„     Strai'^s  Settlements  . 
„     Other  countries 

cwts. 

405 
2,393 
7,608 
1,5S6 
1,080  ■ 

600 

13,709 

4,165 

419 

395 
29,486 
42,707 

1,664 

£ 

12,914 
75,558 
148,800 
37,275 
25,182 
16,394 

322,587 

118,448 

15,780 

8,397 
715,304 
1,391,602 

49,003 

cwts. 

3,077 
252 

1,947 
253 
777 
12,901 

4,532 

1,694 
19,413 
41,002 
259 

1,213 

& 

61,400 
6,013 

30,616 
7,372 

19,949 
305,316 

104,752 

26,499 
508,042 
1,370.591 
7,497 
34,300 

Total  . 

106,307 

2,937,224 

87,320 

2,482,347 

ZNBIGO-BROVrN-.    A  brown  substance  of  uncertain  composition  obtained  from 
commercial  indigo. 
Vol.  II.  8  N 
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rNTSIGO-COPPER.   The  native  protosulphide  of  copper,  known  also  as  CoveUine. 

IM'DICO-CREEN'.  A  green  substance  obtained  from  indigo  by  adding  potash 
to  nil  alcoholic  sohil  ion  of  an  alkaline  hyposulph-indigotato. 

INDICO-FURPIiE.  Finoly-powdored  indigo  is  added  to  twenty  times  it  weight 
of  acid  sulphate  of  soda  in  a  state  of  fusion,  and  the  mixture  is  heated  and  stirred 
till  a  sample  colours  water  violet.  The  paste  thus  produced  is  then  intimately  mixed 
with  70  or  80  times  its  weight  of  water,  and  the  colouring  matter  is  precipitated  by 
common  salt  and  washed  with  saline  water.  After  drying  it  forms  a  mass  of  inter- 
laced silky  crystals  having  a  coppery  lustre. 

IsrnXGO-REn.  a  red  substance  found  in  commercial  indigo.  For  particulars 
relative  to  this  and  other  indigo  colours,  consult  Watts's  '  Dictionary  of  Chemistry,' 
and  the  authorities  there  quoted. 

XSTDZSnrE.    See  Antlike-Violet. 

ZlfBIUIMC.  This  metal  was  discovered  in  1863,  by  Professors  Beich  and  Richter, 
who  detected  it,  by  the  aid  of  spectrum  analysis,  in  the  zinc-blende  of  Freiberg  in 
Saxony.  The  spectrum  of  salts  of  indium  is  characterised  by  two  indigo-blue  lines, 
one  very  bright,  and  the  other  fainter.  Indium  is  a  soft,  malleable,  lead-grey  metal, 
of  specific  gravity  7'2.  The  atomic  weight  is  believed  to  be  74.  The  metal  is  readily 
soluble  in  hydrochloric  acid,  forming  a  deliquescent  chloride  of  indium.  The  salts 
of  indium  have  hitherto  been  but  imperfectly  studied,  and  none  of  them  have  yet 
found  any  application  in  the  arts. 

IITGRAIxr.  Wools,  &c.,  are  said  to  be  dyed  ingrain  when  they  are  subjected  to 
that  process  before  manufacture. 

INK.    (Encre,  Fr. ;  Tinte,  Ger.) 

Writing  Ink  may  be  and  is  prepared  in  many  different  ways  ;  but  it  is  essentially  a 
tanno-gallate  of  iron. 

Nut-galls,  sulphate  of  iron,  and  gum  are  the  only  substances  truly  useful  in  the 
preparation  of  ordinary  ink  ;  the  other  things,  often  added,  merely  modify  the  shade 
and  considerably  diminish  the  cost  to  the  manufacturer  upon  the  great  scale.  Many 
of  these  inks  contain  little  gallic  acid  or  tannin,  and  are  therefore  of  inferior  quality. 
To  make  12  gallons  of  ink,  we  may  take  12  poimds  of  nut-galls,  5  pounds  of  green 
sulphate  of  iron,  5  pounds  of  gum  Senegal,  12  gallons  of  water.  The  bruised 
nut-galls  are  to  be  put  into  a  cylindrical  copper,  of  a  depth  equal  to  its  diameter,  and 
boiled  during  three  hours,  with  three-fourths  of  the  above  quantity  of  water,  taking 
care  to  add  fresh  water  to  replace  what  is  lost  by  evaporation.  The  decoction  is  to 
be  emptied  into  a  tub,  allowed  to  settle,  and  the  clear  liquid  being  drawn  off,  the  lees 
are  to  be  drained.  The  gum  is  to  be  dissolved  in  a  small  quantity  of  hot  water,  and  the 
mucilage  thus  formed,  being  filtered,  is  added  to  the  clear  decoction.  The  sulphate 
of  iron  must  likewise  be  separately  dissolved,  and  well  mixed  with  the  above.  Tlie 
colour  darkens  by  degrees,  in  consequence  of  the  peroxidation  of  the  iron,  on  ex- 
posing the  ink  to  the  action  of  the  air.  But  ink  affords  a  more  durable  writing  when 
used  in  the  pale  state,  because  its  particles  are  then  finer  and  penetrate  the  paper  more 
intimately,  "When  ink  consists  chiefly  of  tannate  of  peroxide  of  iron,  however  black, 
it  is  merely  superficial,  and  is  easily  erased  or  effaced.  Therefore,  whenever  the 
liquid  made  by  the  above  recipe  has  acquired  a  moderately  deep  tint,  it  should  be 
drawn  off  clear  into  bottles  and  well  corked  up.  Some  ink-makers  allow  it  to  mould 
a  little  in  the  casks  before  bottling,  and  suppose  that  it  will  thereby  be  not  so  liable  to 
become  mouldy  in  the  bottles. 

From  the  comparatively  high  price  of  gall-nuts,  sumach,  logwood,  and  even  oak 
bark  are  too  frequently  substituted,  to  a  considerable  degree,  in  the  manufacture  of 
ink ;  but  always  injuriously. 

The  ink  made  by  the  recipe  given  above,  is  much  more  rich  and  powerful  than  many  of 
the  inks  commonly  sold.  To  bring  to  their  standard  a  half  more  water  may  safely  be 
added,  or  even  twenty  gallons  of  tolerable  ink  may  be  made  from  that  weight  of  materials. 

Sumach  and  logwood  admit  of  only  about  one  half  of  the  copperas  that  galls  will 
take  to  bring  out  the  maximum  amount  of  black  dye. 

Lewis,  who  made  exact  experiments  on  inks,  assigned  the  proportion  of  three  parts 
of  galls  to  one  of  sulphate  of  iron,  which,  with  average  galls,  will  answer  very  well ; 
but  good  galls  will  admit  of  more  copperas. 

Bed  /w^^— This  ink  may  be  made  by  infusing  for  three  or  four  days  m  wenk 
vinegar,  Brazil  wool  chipped  into  small  pieces  ;  the  infusion  may  then  be  boiled 
upon  the  wood  for  an  hour,  strained  and  thickened  slightly  with  gum  arable  and 
sugar.  A  little  alum  improves  the  colour.  A  decoction  of  cochineal  with  a  little 
water  of  ammonia,  forms  a  more  beautiful  red  ink,  but  it  is  fugitive.  An  extem- 
poraneous red  ink  of  the  same  kind  may  be  made  by  dissolving  carmine  in  weak 
water  of  ammonia,  and  adding  a  little  mucilage.  .      t>      •     -li  • 

Blue  Ink.—Kv.  Stephens's  patent  blue  ink  is  made  by  dissolving  Prussian  blue  in 
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a  solution  of  oxalic  acid.  The  blue  should  be  washed  in  dilute  muriatic  acid.  M. 
Haruung  has  given  the  following  as  the  best  formula  for  blue  ink  : — 

Mix  4  parts  of  perchloride  of  iron  in  solution  with  750  parts  of  water,  then  add 
4  parts  of  cyanide  of  potassium  dissolved  in  a  little  water;  collect  the  precipitate 
formed,  wash  it  with  several  additions  of  water,  allow  it  to  drain  until  it  weighs  about 
200  parts ;  add  to  this  one  part  of  oxalic  acid,  and  promote  solution  of  the  cyanide 
by  shaking  the  bottle  containing  the  mixture.  The  addition  of  gum  and  sugar  is 
useless,  and  even  appears  to  exercise  a  prejudicial  effect  on  the  beauty  of  the  ink.  It 
may  be  kept  without  any  addition  for  a  long  time. 

Gold  and  Silver  Inks  are  prepared  by  grinding  upon  a  porphyry  slab,  with  a  muUer, 
gold  or  silver  leaves,  with  white  honey,  until  they  are  reduced  to  the  finest  possible 
state  of  division.  The  honey  is  thoroughly  washed  from  the  powdered  metals,  and 
these  are  mixed  up  with  gum-water. 

Indelible  Ink— A  very  good  ink,  capable  of  resisting  chlorine,  oxalic  acid,  and  ab- 
lution with  a  hair-pencil  or  sponge,  may  be  made  by  mixing  some  of  the  ink  made  by 
the  preceding  prescription,  with  a  little  genuine  China  ink.  It  writes  well.  Many 
other  formulae  have  been  given  for  indelible  inks,  but  they  are  all  inferior  in  simplicity 
and  usefulness  to  the  one  now  prescribed.  Solution  of  nitrate  of  silver  thickened  with 
gum,  and  written  with  upon  linen  or  cotton  cloth,  previously  imbued  with  a  solution 
of  soda,  and  dried,  is  the  ordinary  permanent  ink  of  the  shops.  Before  the  cloths  are 
washed  the  writing  should  be  exposed  to  the  sunbeam,  or  to  bright  daylight,  which 
blackens  and  fixes  the  oxide  of  silver.  It  is  easily  discharged  by  chlorine  and  ammonia. 

A  good  permanent  ink  may  be  made  by  mixing  a  strong  solution  of  chloride  of 
platinum  with  a  little  potash,  sugar,  and  gum  to  thicken.  The  writing  made  there- 
with should  be  passed  over  with  a  hot  smoothing  iron  to  fix  it. 

Another  indelible  ink  may  be  prepared  by  adding  lamp-black  and  indigo  to  a  so- 
lution of  the  gluten  of  wheat  in  acetic  acid.  This  ink  is  of  a  beautiful  black  colour 
at  the  same  time  cheap,  and  cannot  be  removed  by  water,  chlorine,  or  dilute  acids! 
M.  ^erberger  gives  the  following  directions  for  its  preparation :— Wheat  gluten  is 
carefully  freed  from  the  starch,  and  then  dissolved  in  a  little  weak  acetic  acid  -  the 
liquid  IS  now  mixed  with  so  much  rain-water  that  the  solution  has  about  the  strength 
°^  ^V^^g*^^'  ^liat  is,  neutralises  ^th  of  its  weight  of  carbonate  of  soda.  1 0  grains 
of  the  best  lamp-black  and  2  grains  of  indigo  are  mixed  with  4  ounces  of  the  solution 
of  gluten,  and  a  little  oil  of  cloves  added.  This  ink  may  be  employed  for  marking 
linen,  as  it  does  not  resist  mechanical  force. 

Indelible  ink  of  Dr.  Traill  is  essentially  the  same  as  above 

Prench  indelible  ink  is  made  of  Indian  ink  diffiised  through  dilute  muriatic  acid 
for  writing  with  qui  Is,  and  through  weak  potash-ljo  for  writing  with  steel  pens. 

Marking  In/c.~The  inks  used  for  marking  lineu  generally  consist  of  a  solution  of 
nitrate  of  silver,  coloured  with  sap-green,  Indian  ink,  or  some  other  colouring  agent 
^fnt  1'°    1^?^°"-  •  the  combined  influence  of  light  and  the  organic 

matter,  the  salt  of  silver  is  decomposed,  and  a  black  stain  is  produced.    This  is  in- 

cytlJ;ot:sSum!          "'^^  '""^  "^^^      ^^^^^^       ^  ^^^^-^ 

b  A  indelible  marking-ink,  which  resists  the  action  of  chlorine,  and  is  employed 
by  bleachers  to  mark  their  goods,  is  prepared  by  dissolving  coal-tar  in  naphtha 
_  Ink-fowders  are  occasionally  used,  but  consist  merely  of  the  common  constituents  of 
ink  in  a  dry  state.  A  black  ink  of  this  kind  may  be  prepared  by  miS. I  parte  of 
powdered  gaU-nuts  with  2  parts  of  green  coppera^s  and^^l  part  of  gum  arabic^  ThS 
mixture  may  be  conveniently  carried  in  the  form  of  a  powder,  and  may  be  p;epared 
for  use  by  simply  dissolving  it  in  water.  ^  preparea 

^Sfr  P,^/"^^*'^?  /«/<:.-Proust  says  that  lamp-black  purified  by  potash-lye  when 
mixed  with  a  solution  of  glue  and  dried,  formed  an  ink  which  was  LfeLd  Iw 
artists  to^  that  of  China    M.  Merim^e,  in  his  interesting  TeatisrentSed  1  I 

iT  Z'Alflt  ^^^""''^  Sine  in  the  fabrication  of  the  r 

ink    but  that  they  add  vegetable  juices,  which  render  it  more  brilliant  and  r^nZ 
indelible  upon  paper.   When  the  best  lamp-black  is  levigated  with  thrrresril^^- 
or  solution  of  glue,  it  forms,  no  doubt,  ink  of  a  good  colour^ut  wants  tbn  fv  °' 
frncture,  and  is  not  so  pemanent  on  paper  as  gofd  ChS,  andTs^-£^ 

W  bofw  i°t  L^T'°"f-'^"^-    ^i!^^  "^'-^^.^^  ^^^P"^^^  gelatinis^g  ,rop  r  y 

Dy  boiling  It  for  a  long  time,  or  subiecting  t  to  a  high  heat  in  n  Par^^r,'.  f.  "i'^^'^y 

but  as  ammonia  is  apt  to  be  generated  in  this  way,  MMevLfe  recommend^  ff^'^ ' 
gum  made  by  sulphuric  acid,  to  be  used  in  preference  to™o    SXT]  ot  ' 
the  foUowing  directions  for  preparing  this  ink  with  glue.    Into  a  solution  Af^rf' 
pours  a  concentrated  solution  of  gall-nuts,  which  occasions  an  eln^ti.  fT^" 
precipitate.    He  washes  this  matter  wiUi  hot  Xr  ^^rdS^^^^^^^^ 
solution  of  clanfied  glue.    He  filters  anew,^and  concentrates  TTo  Tlie  ^l^^^.'^Z 
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for  being  incorporated  with  the  purified  lamp-ljkck,  Tlio  astringent  principle  in 
vegotiiblcs  does  not  precipitate  gelatine  when  its  acid  is  saturated,  as  is  done  by 
boiling  the  nut-galls  with  lime-water  or  magnesia.  The  first  mode  of  making  the  ink 
is  to  be  preferred.  The  lamp-bLick  is  said  to  bo  made  in  China,  by  collecting  the 
smoke  of  the  oil  of  sesame.  A  little  camphor  (about  2  per  cent.)  has  been  detected  in 
the  ink  of  China,  and  is  supposed  to  improve  it.  Infusion  of  galls  renders  the  ink 
permanent  on  paper. 

Printing  Ink. — This  is  essentially  a  combination  of  lamp-black — finely-divided 
carbon — with  oil.  Mr.  Underwood,  in  a  communication  made  by  him  to  the  Society 
of  Arts,  well  defines  the  necessary  qualifications  of  a  good  ink  : — 

1.  It  must  distribute  freely  and  easily,  and  work  sharp  and  clean. 

2.  It  must  not  have  too  mucli  tenacity  for  the  type,  but  have  a  much  greater  affinity 
for  the  paper,  and  so  come  oif  freely  upon  it. 

8.  It  must  dry  almost  immediately  on  the  paper,  and  not  dry  at  all  on  the  type  or 
rollers  :  this  is  a  great  desideratum,  especially  for  newspapers. 

4.  It  should  be  literally  proof  against  the  effects  of  time  and  chemical  reagents,  and 
never  change  colour. 

Great  attention  must  be  paid  to  the  quality  of  the  linseed-oil  employed,  and  even 
the  character  of  seed  from  which  the  oil  is  obtained  should  not  be  neglected. 

The  linseed-oil  is  clarified  from  the  fatty  matters,  and  the  pure  oil  is  boiled 
with  great  care  at  a  carefully-regulated  temperature ;  and,  during  the  boiling,  the 
best  pale  yellow  soap  is  added  to  give  it  consistency,  and  the  required  dryers  are 
also  now  mixed  with  it.  The  best  black  is  that  obtained  from  the  smoke  of  naphtha, 
the  combustion  being  carefully  regulated.  This  black  is  ground  up  carefully  with 
the  drying  oil,  which  has  assumed  the  character  of  a  varnish,  and  the  ink  is  complete. 

IlflrxcinrC-ROIiIiER.    See  Fkintikq. 

XHiTOSITX:.  A  variety  of  glucose,  or  grape-sugar,  occurring  in  the  muscles  of  the 
heart  and  of  certain  other  organs.  It  is  also  found  in  the  kidney-bean,  whence  it  is 
sometimes  termed  fhascomannite. 

INSTiLia'TAia'ZZOVS  MATCHES.    See  Matches. 

INUIiXHr.  A  substance  similar  in  its  properties  to  starch,  discovered  by  Rose 
in  1804.  It  has  been  obtained  from  elecampane  root,  potato  and  dahlia  tubers,  from 
dandelion  roots,  and  many  other  similar  plants.  See  Watts's  '  Dictionary  of  Chemistry.' 

INVERTED  SUGAR.  A  peculiar  kind  of  sugar,  formed  by  the  prolonged 
boiling  of  ordinary  cane-sugar  with  water. 

IODIC  IVIERC1TRV.    See  Merctjhy. 

IODIDES.  Compounds  of  iodine  with  metals  or  radicals.  The  more  important 
are  described  under  the  respective  metals,  as  iodide  of  potassium,  under  Potassitjm. 

IODINE  {lod,  Fr. ;  Jod,  Ger.)  is  one  of  the  elementary  substances ;  it  was 
accidentally  discoA'ered  in  1812  by  M.  Courtois,  a  manufacturer  of  saltpetre  at  Paris. 
He  found  that,  in  the  manufacture  of  soda  from  the  ashes  of  seaweeds,  the  metallic 
vessels  in  which  the  processes  were  conducted  became  much  corroded ;  and  in  search- 
ing for  the  cause  of  the  corrosion,  he  discovered  this  now  important  substance.  It 
was  first  described  by  Clement  in  1813,  but  was  afterwards  more  fully  investigated 
by  Davy  and  Gay-Lussac. 

Gay-Lussac  and  Clement  at  first  regarded  hydriodic  acid  as  hydrochloric  _  acid, 
until  Sir  H.  Davy  suggested  the  idea  of  its  being  a  new  and  pecidiar  acid,  and  iodine 
as  a  substance  analogous  in  its  chemical  relations  to  chlorine. 

It  was  named  iodine  from  the  Greek  word  WStjs,  violet-coloured,  on  account  of  the 
colour  of  its  vapour.  _         j  j. 

Iodine  exists  in  many  mineral  waters,  in  combination  with  potassium  and  sodium. 

In  the  mineral  kingdom,  iodine  has  been  found  in  one  or  two  rare  ores,  as  in  a 
mineral  brought  from  Mexico,  in  which  it  existed  in  combination  with  silver,  and  also 
in  one  from  Silesia  in  combination  with  zinc.    See  Ioditb. 

It  exists  also  in  very  small  quantities  in  sea-water,  from  which  it  is  extracted  by 
many  seaweeds,  which  act  therefore  as  concentrators  of  iodine ;  these  seaweeds,  when 
dried  and  ignited,  yield  an  ash,  technically  called  kelp,  from  which  all  the  soda  of 
commerce  was  previously  obtained,  but  the  chief  value  of  the  kelp  now  is  on  account 
of  the  iodine  which  it  yields.  The  following  is  the  process  most  generally  adopted  for 
the  extraction  of  the  iodine  from  the  seaweeds : — 

The  sun-dried  seaweed  is  incinerated  in  shallow  excavations  at  a  low  temperature, 
for,  if  the  temperature  was  allowed  to  rise  too  high,  a  considerable  quantity  of  iodide 
of  sodium  would  be  lost  by  volatilisation.  The  half-fused  ash  or  kelp  which  remains 
is  broken  into  fragments,  and  treated  with  boiling  water,  which  dissolves  about  one 

half  of  the  ash.  ,.       ,  ^  ^^■  ^^ 

The  liquid  thus  obtained  is  evaporated,  \vhen,  on  cooling,  the  more  crystallisable 
salts  separate,  viz.,  sulphate  and  carbonate  of  soda,  with  somo  chloride  of  potas- 
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siutn.  The  mother-liquor  still  contains  the  iodide  of  sodium,  sulphide  of  sodium, 
and  some  carbonate  of  soda.  This  liquor  is  then  mixed  with  about  one-eighth  of  its 
bulk  of  sulphuric  acid,  and  allowed  to  stand  for  twenty-four  hours ;  carbonic  and 
sulphurous  acid,  and  sulphuretted  hydrogen  gases  escape,  a  fresh  quantity  of  sulphate 
of  soda  crystallising  out,  mixed  with  a  precipitate  of  sulphiur. 

The  supernatant  acid  liquor  is  then  transferred  to  a  leaden  still,  to  which  is  adapted 
a  double  tubulated  leaden  head  luted  on  with  pipe-clay ;  it  is  then  heated  to  140° 
Fahr.,  when  binoxide  of  manganese  is  added. 

The  temperature  may  be  gently  raised  to  212°  Fahr.,  but  not  higher,  as  some 
chlorine  would  come  over,  and  combine  with  some  of  the  iodine,  forming  chloride  of 
iodine. 

This  iodine  is  condensed  in  spherical  glass  condensers,  each  having  two  mouths 
opposite  to  each  other,  and  inserted  the  one  into  the  other,  the  end  one  being  fitted  to 
the  neck  of  the  leaden  head. 

The  iodine  is  purified  by  resublimation. 

The  following  formula  represents  the  reaction : — 

Iodide  of      Oxide  of      Siilphuric      Sulphate  of      Sulphate  of      Jodiue  "Water 
Sodium      Manganese       Acid  Soda  Manganese 

Nal    +    MnO^  -t-  2HS0<   =   NaSO<    -f    MnSO*    +    I    +  2H0. 

2M-aX  +    lanO"  +  2K-SO<  =  Na^SO*  +  MnSO*    +    1^-1-  2H-0. 

The  British  iodine  is  largely  manufactured  at  Glasgow,  from  the  kelp  of  the  west 
coast  of  Ireland  and  the  western  islands  of  Scotland. 

In  Mr.  E.  C.  C.  Stanford's  method  of  preparing  kelp,  the  dried  and  compressed  sea- 
weed, instead  of  being  burnt  in  the  open  air,  is  distilled  in  retorts  with  superheated 
steam,  and  thus  all  loss  of  iodine  is  prevented. 

The  methods  of  preparing  iodine  from  the  mother-liquor  of  the  kelp  have  been 
variously  modified.  Thus,  the  use  of  oxide  of  manganese  may  be  dispensed  with  ;  or 
chlorine  of  gas  may  be  transmitted  through  the  mother-liquor ;  or  the  liquor  may 
be  distilled  with  chloride  of  iron. 

Another  source  of  commercial  iodine  is  to  be  found  in  Chili  saltpetre,  or  native 
nitrate  of  soda.  This  salt  in  its  raw  state  always  contains  iodine,  though  in  only 
very  small  proportion.  This  iodine  may  be  extracted  from  the  motlier-liquor  left  in  the 
process  of  refining  the  salt,  by  treating  the  liquor  with  sulphurous  or  with  nitrous  acid. 

Iodine  is  a  crystallisable  solid,  its  primary  form  being  a  rhombic  octohedron.  It  is 
however  usually  met  with  in  micaceous,  soft,  friable  scales,  having  a  greyish-black 
colour,  a  metallic  lustre,  and  an  acrid  hot  taste.  Even  at  ordinary  temperatures,  and 
more  especially  when  moist,  it  is  sensibly  volatile,  emitting  an  odour  like  that  of 
chlorine,  only  much  weaker. 

At  225°  F.  it  fuses,  and  at  347°  F.  boils,  and  is  converted  into  a  magnificent  violet 
vapour.  It  may  nevertheless  be.  distilled,  in  the  presence  of  steam,  at  a  temperature 
of  212°,  as  is  seen  in  the  process  of  manufacture. 

Iodine,  in  the  solid  state,  has  a  specific  gravity  of  4*947,  the  specific  gravity  of  the 
vapour  being,  according  to  Dumas,  8'716.  Iodine  is  only  very  slightly  soluble  in 
water,  it  requiring  7,000  parts  of  water  to  dissolve  it ;  even  then  it  imparts  a  yellow 
colour  to  the  solution,  and  is  used  in  that  state  as  a  test  for  stirch,  with  which  it  forms 
a  beautiful  blue  compound,  which  is,  however,  destroyed  by  heat. 

Alcohol  and  ether  dissolve  it  more  readily;  but  the  most  powerful  solvents  of 
iodine  are  the  solutions  of  the  iodides.  Iodine  stains  the  skin,  and  most  organic 
substances,  of  a  brown  colour;  it  attacks  the  metals  rapidly;  iron  or  zinc  being 
readily  dissolved  by  it  if  placed  in  water  with  it,  an  iodide  of  the  metal  being 
formed. 

All  the  compounds  of  iodine  with  the  metals  and  with  hydrogen  are  decomposed 
by  chlorine,  and  even  by  bromine,  iodine  being  set  free.  Advantage  is  taken  of  this 
f.-ict  in  detecting  the  presence  of  iodine.  If  the  iodine  exists  in  combination  with  a 
metal,  or  as  hydriodic  acid,  its  solution  will  not  form  the  characteristic  intense  blue 
compound  with  starch,  but  on  the  addition  of  a  little  chlorine,  or  solution  of  bleaching 
powder,  the  iodine  is  sot  free  and  forms  the  blue  compound  with  the  starch.  If,  how" 
ever,  the  iodine  exists  as  iodic  acid,  it  will  not  act  upon  starch  until  reduced  by  some 
reducing  agent,  as  sulphurous  acid.  lu  using  the  chlorine  care  must  be  taken  not  to 
use  too  much,  as  it  would  unite  with  the  iodine  and  prevent  it  acting  on  the  starch. 

Iodine  is  used  to  a  considerable  extent  in  medicine ;  particularly  for  glandular 
swellings,  and  goitre.  It  is  also  much  used  in  photography,  and  in  the  preparation  of 
certain  coal-tar  colours.  The  chemical  symbol  for  iodine  is  I;  its  atomic  weight 
126'88 ;  and  the  combining  volume  of  its  vapour  2. 

The  price  of  iodine  has  sufFurod  recently  (1873-4)  some  remarkable  fluctuations. 
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Messrs  Evaus,  Leschor.and  Evans,  in  thoir  monthly  Drug-markc-t  Eeportfor  February 
state  that  in  conscquonco  of  the  makers  having  failed  to  carry  out  the  combination 
w  ncli  has  hi  liorto  kept  up  the  price,  iodine  lias  suddenly,  though  not  unexpectedly 
fallen  nioro  than  oO  per  cent,  in  value,  and  in  like  manner  iodide  of  potassium  has 
equally  declined,  liie  immediate  result  of  the  fell  is  an  immense  demand  from  all 
quarters,  everyone  having  let  their  stocks  run  out,  greater  than  can  bo  supplied  at  the 
moment.  I  ho  decline  has  been  followed  immediately  by  a  slight  advance,  which  has 
now  been  considerably  further  augmented. 

X03>ITE,  or  lODYRlTE.    A  native  iodide  of  silver,  consisting  of  iodine  53-109 
and  silver  46-380.  _  It  is  found  at  Guadalajara  in  Spain,  at  Albarradon  near  Mazapil 
in  Z,acatecas  (Mexico),  and  at  Delirio  mines  near  Chaiiarcillo  in  Chili.    See  Silver! 
.  ^O^^TB.  A  name  applied  to  the  mineral  otherwise  known  as  cordierite  or  dickro  'Ue 
in  allusion  to  the  violet  colour  which  it  frequently  presents.    See  DiCHEorrB. 

IPECACUAWHA.  The  root  of  the  Cepkaelis  Ipecacmnka,  valued  in  "medicine 
as  an  expectorant,  emetic,  purgative,  and  sedative.  It  owes  its  active  principle  to  an 
alkaloid  called  emetina.  The  cultivation  of  the  ipecacuanha  plant  has  recently  been 
introduced  into  India. 

IRISIVM.  A  rare  white  metal,  found  in  connection  -with  platinum  and  osmium 
Smithson  Tennant  in  1804  discovered  that  certain  black  scales  which  remained  after 
native  platinum  was  dissolved  in  nitro- muriatic  acid,  was  an  alloy  of  two  metals 
iridium  and  osmium.  For  a  full  account  of  the  methods  of  separating  this  native 
alloy  from  platinum,  and  of  separating  iridium  and  osmium  from  each  other,  consult 
Watts's  '  Dictionary  of  Chemistry.'  The  native  alloy  on  account  of  its  hardness  is 
used  to  point  metallic  pens.    See  iRroosMiNK. 

ZRIDIVnx  OXIDE.  A  . substance  is  so  known  in  the  Eussian  mint.  It  consists, 
according  to  Deville,  of:— volatile  substances  (and  oxygen),  28-0;  soluble  salts,  12-0- 
platinum,  3-8;  rhodium,  1-8;  palladium,  0-4;  copper,  0-6;  iron,  0-7;  iridium  and 
loss,  52-7  =  100-0. 

ZRIDOSMIM-E.  A  native  alloy  of  iridium  and  osmium  found  with  native 
platinum. 

IRISH  SIAIVXOM'DS.  A  name  sometimes  applied  to  rock-crystal  found  in 
Ireland.   It  is  occasionally  cut  and  polished  by  the  jeweller,  and  mounted  in  bog-oak. 

IRISH  CREEia*.  An  architect's  name  for  the  green  serpentinous  marble  of 
Connemara  in  Western  Galway. 

IRISH  ItXOSS.  A  term  applied  to  the  seaweed,  otherwise  known  as  Carrageen 
moss  (Chondncs  crispus).  It  is  used  in  the  preparation  of  bandoline,  and  of  a  jelly 
for  invalids.    See  AiGiE. 

IROir  {Fer,  Fr. ;  Eisen,  Ger.)  is  a  metal  of  a  bluish-grey  colour,  and  a  dull  fibrous 
fracture,  but  it  is  capable  of  acquiring  a  brilliant  surface  by  polishing.  Its  specific 
gravity  is  7-78.  It  is  the  most  tenacious  of  metals,  and  the  hardest  of  all  those  which 
are  malleable  and  ductile.  It  is  singularly  susceptible  of  the  magnetic  property,  but  in 
its  pure  state  soon  loses  it.  Wlien  rubbed  it  has  a  slight  smell,  and  it  imparts  to  the 
tongue  a  peculiar  astringent  taste,  called  chalybeate.  In  a  moist  atmosphere  iron 
speedily  oxidises,  and  becomes  covered  with  a  brown  coating  called  rust. 

Every  person  knows  the  manifold  uses  of  this  truly  precious  metal.  It  is  capable  of 
being  cast  in  moulds  of  any  form  ;  of  being  drawn  out  into  wires  of  any  desired  strength 
or  fineness ;  of  being  extended  into  plates  or  sheets  ;  of  being  bent  in  every  direction ; 
of  being  sharpened,  hardened,  and  softened  at  pleasure.  Iron  accommodates  itself  to  all 
our  wants,  our  desires,  and  even  our  caprices  ;  it  is  equally  serviceable  to  the  arts,  the 
sciences,  to  agriculture,  and  war ;  the  same  ore  furnishes  the  sword,  the  ploughshare, 
the  scythe,  the  pruning  hook,  the  needle,  the  graver,  the  spring  of  a  watch  or  of  a 
carriage,  the  chisel,  the  chain,  the  anchor,  the  compass,  the  cannon,  and  the  bomb. 
Iron  in  the  state  of  peroxide,  and  in  several  chemical  combinations,  enters  largely 
into  our  Pharmacopoeias,  this  metal  having  been  long  a  favourite  medicine. 

This  metal  has  been  found  in  a  native  state ;  but  it  is  obtained  by  a  metallurgical 
process  from  certain  ores  of  iron,  which  are  scattered  over  the  crust  of  the  globe  -with 
a  beneficent  profusion  proportioned  to  the  utility  of  the  metal.  They  are  found  under 
every  latitude,  and  every  zone ;  in  every  mineral  formation,  and  are  disseminated  in 
every  soil. 

The  minerals  containing  iron  as  an  essential  constituent,  and  in  considerable  quantity, 
are  very  numerous,  as  the  metal  is  found  in  the  native  state,  forming  very  complicated 
mixtures  with  other  elements,  in  masses  of  mainly  extra-terrestial  origin,  and  combined 
with  arsenic,  and  sulphur,  in  various  proportions  in  the  different  varieties  of  copper- 
iron-  and  arsenical-pyrites,  and  also  with  oxygen  forming  diflFerent  oxides,  which  in  their 
turn  unite  with  water  and  -with  carbonic  acid,  forming  the  hydrates  and  carbonates 
of  iron  ;  those  being  the  only  minerals  available  for  metallurgical  treatment  under 
ordinary  circumstances.    The  silicates,  sulphates,  and  phosphates  of  iron  are  also  of 
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great  importance,  in  studying  the  production,  of  the  ores  of  iron  proper  and  in  influ- 
encing their  quidities  for  the  smelter,  but  the  interest  is  only  an  indirect  one. 

It  is  thought  advisable  in  this  place  to  -describe  only  such  native  productions  of  iron 
as  are  of  some  such  ecpnomic  value,  reserving  for  notice  under  their  mineralogical 
names  such  as  are  merely  interesting  as  minerals. 

Useful  Irok  Oees. — See  Ieon  OnEsin  its  alphabetical  place  for  the  rare  varieties. 
Native  Iron. — This  species,  which  is  very  rare,  occurs  in  small  grains  and  plates,  or 
massive  and  disseminated.  It  is  malleable  and  ductile,  more  so  than  ordinary  malle- 
able iron,  and  ranges  in  specific  gravity  between  7  and  7-8.  It  contains  carbon,  and 
occasionally  some  other  metal,  but  not  nickel.  A  specimen  from  Gross  Kamsdorf,  in 
Thuringia,  analysed  by  Klaproth,  yielded  92-5  iron,  6  lead,  and  1-5  copper:  its  struc- 
ture was  foilated  and  its  texture  crystalline.  Native  iron  was  found  by  Schreiber,  in 
a  vein  at  Oidle,  near  Allemont  in  Dauphin^.  A  specimen  containing  91-8  iron  and 
7'0  carbon  (Skepard),  -was  observed  at  Canaan  in  Connecticut,  in  a  vein,  two  inches 
broad,  lying  in  mica  slate  ;  another  specimen  was  found  in  sandstone  at  Penn  Yan,  in 
New  York.  John  states  that  it  is  mixed  with  the  platinum  grains  from  South  America, 
and  more  recently  M.  Molnar  has  affirmed  that  he  has  found  native  iron  in  the  gold 
sands  at  Olahpian.  Mossier  has  found  volcanic  iron  in  lava  at  Graveneire  in 
Auvergne ;  it  had  a  steel-grey  or  silver-white  colour,  foilated  texture,  and  hackly 
fracture  ;  and  Dr.  Andrews  states  that  he  detected  native  iron  in  grains  in  the  basaltic 
rock  from  the  Giant's  Causeway.  These  instances  would  seem  to  prove  the  actual 
existence  of  native  iron,  which  was  for  a  long  time  disputed, 

Native  Meteoric  Iron. — This  species  is  distinguished  from  the  last  by  containing  nic/cel 
and  sometimes  cobalt.  It  is  very  malleable,  often  cellular,  but  sometimes  compact, 
and  in  parallel  plates  which  pass  into  rhomboids  or  octohedrons.  "When  polished  and 
etched  with  acids,  it  exhibits  linear  and  angular  markings,  or  Widmanstatts  figures, 
as  they  have  been  termed,  and  from  which  an  impression  may  be  printed  on  paper.  A 
great  number  of  undoubted  meteorites  have  been  described  and  analysed.  The  follow- 
ing Table  from  Nicol's  '  Manual  of  Mineralogy '  exhibits  the  composition  of  some  of 
the  most  remarkable : — 


Iron 

Nickel 

Cobalt 

Copper 

Manga- 
nese 

Magne- 
sinm 

Sulphur 

Chlo- 
rine 

Insol. 
matter 

Total 

1 

93-78 

3-81 

0-21 

2-20 

100 

2 

88-04 

10-73 

0-46 

0-07' 

0-'l3 

0-'()5 

trace 

0-48 

100 

3 

88-23 

8-62 

0-76 

trace 

0-28 

trace 

2-21 

100 

4 

89-78 

8-89 

0-67 

99-34 

5 

85-61 

12-27 

0-89 

98-77 
100 

6 

90-88 

8-45 

0-67 

0-002 

7 

66-56 

24-71 

3  •242 

4-00 

1-48 

99-99 

8 

90-24 

9-76 

100 

9 

83-67 

12-67 

•  a  • 

0-9P 

99-54 

10 

92-58 

5-71 

trace  * 

1-40 

99-69 

11 

81-8 

11-9 

1-0 

0-2 

6-1 

100 

'  With  tin +0-04  carbon. 
'  -h2-30  sulphide  of  iron. 


'  With  chromium, 
'  With  arsenic. 


The  insoluble  matter  in  the  above  contains  in  100  parts  : — 


In  No. 

Iron 

Nickel 

Phosphorus 

Silica 

Carbon 

Magnesium 

Total 

1 
2 
3 
10 

65-99 
48-67 
68-11 
44-1 

15-01 
18-33 
17-72 
24-50 

14-02 
18-47 
14-17 
11-4 

2-04 
?  10-0 

1-42 

9-66 

•  •  • 

98-4 
95-13 
1000 
900 

_  Tlie  above  analyses  are  of :— 1.  A  mass  of  103  lbs.  weight,  which  fell  at  Bohumilitz 
in  Bohemia,  in  1829.    2.  A  mass  weighing  1,600  lbs.,  found  in  1748,  near  Kr.s 
nojarsk,  on  the  Yenisei.    3.  The  so-called  '  Verwiinschte  Burggraf  from 
in  Bohemia,  which  weighed  191  lbs.    4.  A  mass  of  71  Vienna  pounds  weSht  w?S 
fell  at  Hraschina,  near  Agram,  in  Croatia,  on  May  26,  1751     5  A 
Haarlem  Museum,  found  in  1793,  on  the  plain  between  the  Great  Fi^h  Eiv^r  and  Gr^f 
Reynet,  in  the  Capo_  Colony,  originally  weighing  300  lbs.    6.  Found  at  Lenarto  Tn 
Hungary,  original  weight  194  lbs.    7.  From  Clairborne  in  Alabama.    8  Prom  Pet;  i 
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9.  Is  a  more  rccout  analysis  of  tho  same.  10.  From  Lockport  in  North  America. 
11.  From  Bitburg,  near  Treves,  which  woighod  above  3,300  lbs. 

According  to  Shepard  ('  Silliman's  American  Journal '),  tho  fall  of  meteoric  stones 
is  confined  principally  to  two  zones.  Tho  one,  belonging  to  America,  lies  between  33° 
and  44°  N.  hit.,  and  is  about  25°  in  length.  Its  direction  is  more  or  less  from  N.E. 
to  S.W.,  following  the  general  line  of  the  Atlantic  coast.  Of  all  the  occurrences  of 
this  phenomenon  during  tho  last  60  years,  92-8  per  cent,  have  taken  place  within 
these  limits,  and  mostly  in  tho  neighbourhood  of  the  sea.  The  zone  of  the  eastern 
continent,  with  the  exception  that  it  extends  10°  further  to  the  north,  is  bounded  by 
tho  same  degrees  of  latitude,  and  follows  a  similar  north-east  direction  ;  but  it  has 
more  than  twice  the  length  of  the  American  zone.  Of  the  observed  falls  of  aerolites, 
90-9  per  cent,  occurred  within  this  area,  and  were  also  concentrated  in  that  half  of 
the  zone  which  extends  along  the  Atlantic. 

Amongst  the  remarkable  masses  of  meteoric  iron  the  following  must  be  named  : — 
that  found  by  Don  Eubin  de  Celis,  in  Tucnman  in  South  America  in  1783,  weighing 
300  cwts. ;  that  discovered  in  1784  on  the  Eiacho  de  Bendego  in  Brazil,  estimated  to 
measure  32  cubic  feet,  and  to  weigh  17,300  lbs. ;  and  that  on  the  Ked  Eiver  in 
Louisiana,  weighing  above  3,000  lbs.,  and  presenting  distinct  octahedral  crystals. 

The  Swedish  expedition  to  Greenland  discovered  some  enormous  masses  of  meteoric 
iron  in  1870,  and  in  1871  it  brought  back  twenty  specimens,  amongst  which  were  two 
of  enormous  size ;  the  largest,  weighing  more  than  49,000  Swedish  pounds,  or  about 
21  tons  English,  with  a  maximum  sectional  area  of  42  square  feet,  is  now  placed  in 
the  hall  of  the  Eoyal  Academy  of  Stockholm  ;  whilst,  as  a  compliment  to  Denmark, 
on  whose  territory  they  were  found,  the  second  largest,  weighing  20,000  lbs.,  or  about 
9  tons,  has  been  presented  to  the  museum  of  Copenhagen.  Chemical  analyses  of  these 
remarkable  masses  have  proved  them  to  contain  nearly  5  per  cent,  of  nickel,  with 
from  1  to  2  per  cent,  of  carbon,  and  to  be  quite  identical  with  many  aerolites  of  known 
meteoric  origin.  These  masses  were  discovered  lying  loose  on  the  shore,  but  im- 
mediately resting  upon  basaltic  rocks,  in  which  they  appear  to  have  been  originally 
imbedded.  Professor  Nordenskjold  and  several  others  familiar  with  meteoric  irons 
consider  these  masses  to  be  meteorites.    See  Aerolites. 

FranMinif.e. — This  ore  of  iron  usually  crj'stallises  in  octahedra,  but  is  also  found 
massive.  According  to  Eammelsberg,  it  consists  of  iron  45-16,  manganese  9"38,  zinc 
20'30,  oxygen  25'16.  It  is  said  to  occur  in  amorphous  masses  at  Altenberg,  near 
Aix-la-Chapelle,  but  it  is  found  abundantly  at  Hamburgh,  New  Jersey,  where  it 
occurs  in  a  metamorphic  Silurian  limestone  with  red  oxide  of  zinc  and  garnet.  It  is 
also  found  at  Stirling  Hill  in  the  same  locality,  where  it  is  associated  with  WHlemite 
in  a  large  vein,  in  which  cavities  occasionally  contain  crystsils  from  1  to  4  inches 
diameter.  The  attempts  to  use  this  ore  have  not  been  very  successful.  Dana  saj's 
it  is  ground  up  and  used  for  a  dark  paint,  and  some  of  it  has  been  smelted  for  iron, 
to  which  the  zinc  is  thought  to  give  tenacity.  The  zinc  has  also  been  separated  and 
the  residues  smelted  for  spiegeleisen.    See  Feankxinite. 

Magtietiie,  Magnetic  Iron  Ore,  Native  Loadstone,  or  Octahedral  Iron  Ore. — This 
very  rich  and  valuable  ore  occurs  especially  in  igneous  or  metamorphic  rocks,  either 
in  distinct  crystals,  or,  as  in  many  basalts,  disseminated  through  the  mass,  when  it 
frequently  imparts  magnetic  properties  to  the  rocks,  especially  to  greenstone,  serpentine 
and  basalt.  It  also  forms  beds  in  gneiss,  in  chlorite-,  mica-,  hornblende-,  and  clay-slates, 
in  marble,  greenstone,  and  other  rocks,  but  seldom  appears  in  Teins.  The  largest 
known  masses  occur  in  the  northern  parts  of  the  globe,  in  Scandinavia,  Lapland, 
Siberia,  and  North  America.  Less  extensive  masses  occur  in  the  Hartz,  in  Saxony, 
Bohemia,  Silesia,  and  Styria;  and  in  Southern  Europe,  in  Elba  and  Spain.  Magnetite  is 
the  most  important  ore  of  iron  in  Norway,  Sweden,  and  Eussia.  The  Dannemora  mines 
in  Sweden,  wrought  in  an  open  quarry  i50  feet  broad,  and  500  feet  deep,  furnish  the 
fine  Oeregrund  iron,  largely  imported  into  England  for  the  manufacture  of  steel. 
Some  highly  magnetic  varieties,  especially  from  Siberia  and  the  Hartz,  form  natural 
magnets,  possessing  distinct  polarity.  Others  become  polar  only  after  contact  with 
magnets  of  sufficient  power.  Magnetic  iron  ore  is  found  in  rather  considerable  masses 
not  far  from  Haytor  on  Dartmoor,  and  near  the  village  of  Brent,  at  the  southern 
extremity  of  Dartmoor.  It  is  also  found  in  Cornwall,  in  the  vicinity  of  the  Indian 
Queens ;  near  Penryn,  Ponsanooth,  and  a  few  other  localities.  Magnetic  iron  ore 
fuses  with  extreme  difficulty ;  it  is  not  acted  upen  by  nitric  acid,  but  when  powdered 
is  soluble  in  hydrochloric  ;  'its  specific  gravity  varies  from  4-24  to  5-4.  The  chemical 
formula  of  pure  magnetite  is  FeO,Fe•'0^  corresponding  to  31-03  of  protoxide,  and 
68-77  of  peroxide  of  iron,  or  of  72-40  iron,  and  27-60  oxygen,  which  agrees  closely 
with  the  analyses  of  Berzelius,  Kobell,  and  JCarsten. 

Analyses  I.  and  II.  are  of  magnetic  iron  ore  from  Cornwall  by  Noad  ;  III.  of  Dan- 
nemora magnetite  by  Ward  : — 


IRON 


921 


Water 

Protoxide  of  iron 
Peroxide  of  iron 
Protoxide  of  manganese 
Alumina 
Lime 
Magnesia 
Sulphuric  acid 
Phosphoric  acid 
Insoluble  residue 


Total 


Metallic  iron 


T 
J.* 

n. 

III. 

0-11 

£i\J  uu 

lo  uu 

27-55 

A  A'AC\ 

DO  ou 

5893 

n-i  ft 

U  1  D 

u  00 

010 

5-20 

3-60 

0-20 

0-60 

0-56 

0-38 

1-00 

1-52 

0-61 

0-04 

0-04 

0-10 

\J  u  1 

tracG 

24-20 

9-40' 

12-54 

99-60 

98-95 

100-61 

4-6-8 

67:56 

61-16 

Hematite;  Specular  Iron;  Fcr  oligiste;  Micaceous  Iron  Ore. — This  ore  has  a 
metallic  lustre  ;  colour,  iron  black  to  steel  grey,  but  often  tarnished ;  the  light  trans- 
mitted through  the  thin  edges  of  its  crystals  appears  of  a  beautiful  red  colour.  Its 
po-svder  is  always  of  a  well-marked  brown-red  hue,  passing  into  cherry  red,  which 
distinguishes  it  from  the  black  oxide  ore ;  its  fracture  is  conchoidal  or  uneven  ;  it  is 
brittle,  and  its  specific  gravity  is  5-2.  Its  chemical  composition  is  Pe^O',  or  70-03  iron, 
and  29-97  oxygen  ;  in  the  reducing  flame  of  the  blowpipe,  it  becomes  black  and  mag- 
netic, • 

Specular  iron  includes  specimens  of  a  perfect  metallic  lustre.  The  specular  variety 
occurs  chiefly  in  crystalline  rocks  in  large  beds  or  veins.  The  mines  of  the  island 
of  Elba,  celebrated  from  antiquity,  still  furnish  the  finest  crystals,  which  occur  in 
druses  of  the  massive  variety,  along  with  pyrites  and  quartz ;  fine  crystals  are  like- 
wise produced  from  St.  Gotthard,  Pramont,  in  the  Vosges  mountains,  the  Hartz, 
Altenberg  in  Sweden,  and  from  Katharinenburg  in  the  Ural. 

Micaceous  iron  ore  is  that  variety  of  haematite  which  has  a  distinctly  micaceous 
character.  Beautiful  specimens  of  the  micaceous  variety  occur  at  Zorge  and  other 
parts  of  the  Hartz.  At  Hennock,  not  far  from  Haytor  on  Dartmoor,' a  very  large  lode 
of  the  micaceous  ore  exists  ;  it  is  also  found  near  TaA'istock  in  Devonshire,  at  Huel 
Owles  tin  mine,  and  Botallack  tin  and  copper  mine  at  St.  Just  in  Corn-wall,  and  in 
"Wales,  Cumberland,  and  Perthshire.  It  also  occurs  in  volcanic  rocks,  as  in  Auvergne, 
on  Vesu-vius,  .iEtna,  and  the  Lipari  Islands,  especially  Stromboli,  where  some  fine 
crystals,  three  inches  broad  and  four  long,  have  been  procured. 

Hematite  is  a  term  more  strictly  applied  to  the  red  varieties  of  the  specular  iron 
ores,  on  account  of  the  red  colour  of  its  powder,  from  aijua,  blood.  The  red  haematites 
are  those  -which  have  a  distinctly  red  colour  when  scratched,  or  which  yield  a  red 
streak.  One  variety  is  known  as  fibrosis  red  iron.  If  soft  and  earthy,  it  is  called  red 
ochre  ;  a  peculiar  variety  of  this  kind  is  found  near  Eotherham  in  Yorkshire,  and  is 
known  as  raddle.  It  is  used  for  polishing  lenses  in  ShelBEield,  and  largely  employed  for 
marking  sheep.    The  red  chalk  used  for  dra-wing  is  a  variety  of  the  same  kind. 

Eed  h(smaiite. — This  ore  is  found  in  the  greatest  abundance  in  the  mountain  or 
carboniferous  limestone  formations.  The  most  abundant  deposits  in  this  country  are 
those  of  Lancashire  and  Cumberland. 

The  haematite  of  Whitehaven  occurs  in  the  carboniferous  limestones  near  the  out- 
crop or  surface-edge  of  the  slaty  rocks  upon  which  that  formation  rests.  The  greater 
part  of  the  excavations  from  which  it  is  extracted  are  subterraneous,  and  so  extensive 
is  often  the  mass  of  iron  ore  in  which  the  workings  are  carried  on,  that  it  is  difficult  in 
such  situations  to  obtain  a  clear  idea  of  the  nature  of  this  important  deposit.  (War- 
ington  Smyth.) 

The  follo-wing  are  the  quantities  of  red  haematite  produced  since  1868  : — 


1868 

1869 

1870 

1871 

1872 

Lancashire : 

Barrow-in-Purness 
Cumberland : 

Hodbarrow  . 

Whitehaven  . 

tons 
767,625 

201,380 
725,248 

tons 

784,607 

198,705 
848,974 

tons 
871,938 

174,943 
1,014,143 

tons 
931,048 

207,146 
976,874 

tons 
909,077 

211,771 
954,605 

Total 

1,694,253 

1,932,186 

2,061,024 

2,115,068 

2,075,353 
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The  price,  wliich  was  about  lis. or  13s  n  fnn  Jr.  ^arK    „  ■  /, » 

36s.  por  ton,  owi.iff  to  the  great  demaLlnir^^^  (1873)from  SOs.  to 

In  udditiou  to  the  aboS,  i  Irthouc^-  ilT,  n  ^'^"T  ^^^J^^ov-.teol  making, 
titles  of  ore  which  are  tlom  ZfXln^^^^  T'"^   he  very  large  quan- 

for  a  single  year,  1872  haematite  mines,  to  give  the  detailed  produce 


Lancashire. 


No. 


1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 
25 


District  or  mine 


Askham  . 
Crossgate . 
Dalton  Mine 
Dunnerdalo 
EUiscales . 
Goldmine . 
Highfield . 
Lindale  Moor 
Lindale  Cote  Eure  Pits 
Lindale  Moor  and  Gilbrow  and 
Louglands 
Martin  . 
Moot  Hall 
Monsell  . 
N  ewton  . 
Park 

Parkhouse 
Pennington 
Plumpton . 

Koanhead  and  Askham 
Stainton  and  Bolton  Heads 
Stank 

Thwaite  Peart  . 
XJrswick  . 
Whitriggs 
Sundry  other  mines 


Whitr' 


Total  of  Lancashire  iron  ore 


Quantities 

Value 

tons 

cwts. 

£ 

». 

d. 

0,718 

0 

7,000 

0 

0 

^8,793 

0 

35,991 

6 

0 

27,693 

0 

34,616 

6 

0 

2,105 

13 

1,453 

1 

0 

18,749 

0 

23,436 

6 

0 

XT  •  1 

... 

15,784 

0 

19,680 

0 

0 

4,407 

0 

6,508 

15 

0 

42,679 

0 

62,848 

15 

0 

158,341 

0 

197,926 

5 

0 

352 

0 

343 

0 

0 

28,605 

0 

35,759 

5 

0 

1,500 

0 

1,875 

0 

0 

24,174 

0 

30,220 

0 

0 

6,300 

0 

7,875 

0 

0 

o  one 

0 

327,881 

5 

0 

26,191 

0 

32,738 

15 

0 

2,421 

0 

3,026 

0 

0 

4,307 

0 

5,383 

15 

0 

170,769 

0 

213,461 

5 

0 

1,770 

0 

2,212 

10 

0 

6,052 

0 

7,565 

0 

0 

1,761 

0 

2,289 

6 

0 

322 

19 

390 

2 

7 

10,965 

0 

13,706 

5 

0 

55,013 

0 

909,079 

12 

1,118,186 

19 

7 

Cumberland. 


No. 

1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 
12 
13 
14 
15 
16 
17 
18 
19 


District  or  mine 


Bigrigg  and  Cleator  Moor 
Birks 
Cleator 
Cropfield 
Cropgill 
Eskdale 
Eskett 

James  and  John 
James's  Mine  and  New  Pit 
Fronington  Parks 
High  House 
Hodbarrow 

Kelton  and  Knockmurton 
Montreal  . 

Salter  and  Eskatt  Park 
Waterbloar 
"Winder  (1.) 
"Winder  (2.) 
"Woodend  . 
Sundries   .       .    -  . 


Total  of  Cumberland  iron  ore 


Quantities 

Value 

tons 

cwts. 

£ 

s. 

d. 

73,913 

0 

92,391 

0 

0 

10,773 

0 

13,466 

5 

0 

69,183 

0 

86,478 

15 

0 

63,068 

0 

78,835 

0 

0 

36,370 

0 

45,562 

10 

0 

3,000 

0 

3,750 

0 

0 

26,760 

0 

33,450 

0 

0 

8,520 

0 

10,650 

0 

0 

9,055 

18 

11.319 

0 

0 

4,559 

1 

4,559 

1 

0 

20,090 

17 

25,112 

0 

0 

211,771 

0 

264,713 

15 

0 

14,435 

0 

18,044 

0 

0 

241,048 

0 

301,310 

0 

0 

103,000 

0 

128,750 

0 

0 

500 

0 

500 

0 

0 

540 

0 

675 

0 

0 

3,938 

0 

4,922 

10 

0 

16,928 

1 

16,928 

1 

0 

37,053 

0 

954,605 

9 

1,178,416 

17 

0 
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The  following  analyses  of  some  carefully-selected  samples  of  the  hsematito  of  the 
carboniferous  limestone  are  by  Messrs.  Dick  and  Spiller.  {Memoirs  of  the  Geological 
Survey  of  Great  Britain.    The  Iron  Ores  of  Great  Britain.    Part  I.) 


Tiinflan  IVToor 

Cleator  Moor 

Cleator  Moor 

TJlverstone 

neax 

TJlverstone 

Peroxide  of  iron .       .       .  • 

95-16 

90-36 

86-60 

94-23 

Protoxide  of  manganese 

0-24 

010 

0-21 

0-23 

Alumina  ..... 

0-37 

0-51 

Lime  ...... 

0-07 

071 

2-77 

0-05 

Magnesia  ..... 

006 

1-46 

trace 

Phosphoric  acid  .... 

trace 

trace 

trace 

trace 

Sulphuric  acid  .... 

trace 

trace 

0-11 

0-09 

Bisulphide  of  iron 

trace 

0-06 

0-03 

Water,  hygroscopic 

0-39 

,,  combined 

0-17 

Insoluble  residue 

6-68 

8-54 

6-55 

5-18 

Carbonic  acid  .... 

2-96 

Total  . 

101-15 

100-20 

100-56 

100-88 

Metallic  iron  .... 

66-6 

63-25 

60-55 

65-96 

The  carboniferous  limestones  of  Derbyshire  and  Somersetshire  also  contain  veins 
and  deposits  of  haematite,  though  of  a  quality  not  equal  to  those  of  Lancashire  ;  the 
same  ore  is  also  met  with  in  the  Devonian  series  of  Devon,  West  Somerset,  and  Corn- 
■wall.    See  Fprmatite. 

Brown  Hematite. — Under  this  term  are  included  the  foUowing  minerals : — 

1.  Turgite,  of  the  composition  2Fe^0'  +  H0  ynth  5-6  per  cent,  of  -water. 

2.  Gothite  „  Pe^O^  +  HO    „  10-1 

3.  Limonite  „  2Fe«0'  +  3HO  „    14-4  „ 

Of  these  minerals,  the  first  also  kno-vm  as  ht/dro-hcematife,  resembles  the  ordinary 
red  haematite,  giving  a  bright  red  streak,  but  decrepitates  when  heated.  It  has 
hitherto  been  considered  to  be  of  rare  occurrence;  but  latterly  it  has  been 
generally  recognised  that  the  red  ore  of  Bilbao  is  to  a  considerable  extent  of  this 
composition,  and  probably  all  hydrated  ores  giving  a  red  as  distinguished  from  a 
brown  streak  may  be  referred  here.  Gothite  is  a  finely-crystallised  mineral,  which 
has  been  found  at  Eestormel  in  Cornwall  in  great  abundance;  other  varieties  are 
known  as  Lepidocrodte  and  Stilpnosiderite. 

Limonite  includes  all  the  massive  and  earthy  varieties.  The  so-called  hydrate  of 
iron  is  a  calcareous  brown  haematite,  occurring  at  the  base  of  the  Cheadle  coal-field  in 
North  Stafibrdshire.  It  is  highly  esteemed  in  South  StaflSardshire  for  making  special 
classes  of  pig-iron. 

Brown  haematites  being  in  all  cases  produced  by  the  alteration  of  other  ores,  their 
quality  is  in  great  part  determined  by  the  composition  of  the  mineral  from  which  they 
have  been  derived.  Substantially  they  may  be  referred  to  the  action  of  atmospheric 
air  and  water  upon  two  minerals— namely,  carbonate  of  protoxide  of  iron,  and  iron 
pyrites— and  in  a  lesser  degree  they  may  be  formed  from  magnetite  or  silicates 
containing  protoxide  of  iron.  Beds  of  clay  ironstone  (argillaceous  carbonate)  are 
usually  altered  at  the  surface  into  an  earthy  brown  haematite,  and  lodes  of  spathic 
carbonate  are  at  times  changed  to  considerable  depths  into  a  similar  substance  which 
change  in  composition  is  often  not  attended  -with  any  alteration  of  form,  but  the  mass 
becomes  spongy  in  the  interior,  giving  a  free  passage  to  the  reducing  gases  in  the 
furnace,  which  renders  them  easily  reducible ;  a  change  that  is  further  accelerated  by 
the  fissunng  produced  by  the  expulsion  of  the  confined  water  on  heating.  The  great 
brown  iron  ore  lodes  of  Bilbao,  which  occur  in  cretaceous  limestones,  are  supposed  to 
bo  likely  to  produce  spathic  ores  when  worked  to  greater  depths. 

The  change  of  iron  pyrites  into  brown  iron  ore  is  familiar  to  all  miners  under  the 
term  of  gozzan,  where  the  pyritic  contents  of  lodes  have  been  changed  to  a  red  rustv 
mass,  which  is  taken  as  an  indication  of  the  presence  of  the  sulphides  of  the  more  val,i 
able  metals  in  depth.  These  gozzans  are  not  workable  as  iron  ores,  mainlv  from 
the  presence  of  quartz,  and  sulphides  and  arsenides  of  other  metals.  A  verv  3 
ore  denved  from  the  alteration  of  iron  pyrites  is  shipped  in  considerable  qStltfes 
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from  Santander,  and  masses  of  the  original  mineral  may  be  found  unchanged  in  the 
centre  of  soino  of  the  larger  masses. 

When  the  original  airbonate  contains  manganese,  the  derived  brown  ore  will 
generally  bo  u.ssociatod  with  pyrolusite  or  other  highly-oxidised  manganese  ores, 
forming  an  intimate  mixture  suitable  for  simultaneous  reduction,  with  the  production 
of  a  highly  manganesiforous  pig-iron.  Sucli  ores  are  common  in  the  Siogen  districts 
of  Rhoiiish  Prussia,  and  in  the  neighbourhood  of  Carthagona  in  Spain,  from  which 
latter  locality  they  are  largely  exported  to  England,  Belgium,  and  other  parts  of 
Europe. 

The  largest  deyolopmonts  of  this  class  of  ore  in  England  are  in  the  lower  secondary 
strata,  where  it  is  found  at  different  horizons  in  the  oolitic  rocks  all  through  the 
midland  counties,  from  Wiltshire  to  Lincolnshire;  the  most  important  localities  being 
in  Northamptonshire.  As  a  rule  these  are  of  a  low  quality,  containing  not  more  than 
35  per  cent,  of  iron,  with  a  considerable  quantity  of  sand,  and  a  high  proportion  of 
phosphorus  ;  but  from  the  low  cost  at  which  they  can  bo  raised,  being  got  in  open 
quarry  workings,  they  are  in  great  demand  for  mixing  with  the  higher  class  but  more 
expensive  ores  of  Wales  and  South  Staffordshire,  besides  being  largely  smelted  on  the 
spot. 

In  addition  to  the  ordinary  atmospheric  action,  the  production  of  brown  iron  ores  is 
largely  due  to  organic  agency  in  the  so-called  bog-  and  lake-ores,  which  are  produced 
by  the  action  of  minute  vegetable  organisms  (diatoms),  on  iron  in  solution  in  stagnating 
waters.  These  ores  are  generally  very  impure,  containing  large  quantities  of  sand 
and  a  good  deal  of  phosphorus;  bog-ore  is  usually  found  in  irregular  concretions, 
forming  at  times  connected  beds,  but  more  generally  they  are  detached  in  swampy  and 
forest-ground  at  a  short  distance  below  the  surface.  The  lake-ores  which  are  found 
in  Sweden  and  Finland  are  entirely  of  organic  origin;  they  form  small  granular 
or  disc-like  concretions,  which  are  dredged  up  from  the  beds  of  lakes  during  the  winter. 
The  formation  goes  on  continuously,  so  that,  after  clearing  the  ground,  a  fresh  deposit 
of  workable  thickness  is  re-formed  in  about  twenty  years.  The  varying  nature  of 
ores  of  this  class  will  be  seen  from  the  following  analyses : — 

Analyses  of  Brown  Iron  Ores  from  various  sow-ces. 


I. 

II. 

ni. 

IV. 

V. 

VI. 

VII. 

Vtll. 

IX. 

Peroxide  of  iron . 

90-05 

89-76 

59-05 

52-83 

52-86 

67.59 

62-59 

27-93 

25-50 

Protoxide  of  iron 

5-08 

„  manganese 

b-'o8 

0-04 

0-09 

0-81 

0-51 

1-45 

8-52 

Lime  ..... 

0-06 

0-49 

0-25 

14-61 

7-46 

0-47 

0-91 

0-02 

Alumina  .... 

0-63 

7-39 

4-18 

34-47 

57-40 

Magnesia  .... 

'o'20 

0-40 

0-'28 

6-70 

0-68 

0-23 

0-62 

Carbonic  acid 

18-14 

Phosphoric  acid  . 

0-09 

0-13 

0-06 

0-32 

1-26 

0-18 

1-50 

Sulphuric  acid  . 

0-09 

0-28 

006 

trace 

Silica.  .... 

34-40 

13-16 

7-81 

11-37 

9-87 

2-80 

Water  

g'-k 

7-05 

6-38 

4-75 

11-37 

j>  17-81 

16-02 

19-36 

11-00 

Organic  matter  . 

1-30 

Insoluble  residue 

1-07 

2-57 

0-04 

Metallic  iron 

63-04 

62-86 

41-34 

36-98 

37-00 

47-32 

43-82 

•  •  • 

I.  Black  brush  ore  ;  II.  Smith  ore— Forest  of  Deau.  IIL  Llantrissant  ore.  IV.  Froghall  calcareous 
ore  or  'Hydrate  of  iron.'  V.  Northampton  ore,  from  the  inferior  oolite,  Wellingborough. 
VI.  Lake  ore,  from  Platen,  "Wermland,  Sweden.  VII.  Bog  iron  ore,  from  Lingen,  in  East  Fries- 
land.  VIII.  Belfast  aluminous  ore,  containing  in  addition  3-51  of  titanic  acid.  IX.  Bauxite,  from 
Baux,  in  the  south  of  France,  with  3-10  of  titanic  acid. 


A  special  class  of  brown  iron  ores  has  of  late  become  of  considerable  importance. 
These  are  the  aluminous  ores,  consisting  essentially  of  mixtures  of  hydrated  peroxide 
of  iron  and  alumina.  The  proportion  of  iron  varies  considerably,  but  they  are  valued 
chiefly  for  the  alumina,  on  account  of  its  fluxing  power,  being  used  to  prevent  the 
reduction  of  silica  and  the  formation  of  extra  siliciferous  iron  when  smelting  hematite 
containing  quartz.  These  ores  are  known  as  '  Belfast  aluminous  ores,'  from  their  oc- 
currence in  the  county  of  Antrim ;  and  by  tlio  mineralogical  name  of  Bauxite,  from  the 
locality  in  the  south  of  France  where  it  was  first  discovered.  _  A  yet  more  aluminous 
variety  is  obtained  in  Carniola.    The  Irish  ore  occurs  in  a  thin  irregular  bed  of  con- 
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cretionary  pisolitic  structure,  interstratified  in  the  great  mass  of  basalt  covering  the 
whole  of  the  county  of  Antrim  north  of  Belfast. 

Passing  east  from  Slieyananee,  the  iron-beds  are  -worked  from  the  fiice  of  the 
basaltic  escarpment  overhanging  Milltown,  Eed  Bay,  at  the  entrance  of  Glenariff 
Glen.  The  beds  dip  west  about  5°,  and  are  about  200  feet  above  the  upper  limit 
of  the  White  Limestone.  Further  to  the  east  the  iron-band  has  been  traced  to  near 
Garron  Point.  Two  miles  to  the  west  of  Garnlough  the  ferruginous  series  is  seen  at 
a  height  of  600  feet  above  the  sea-level,  dipping  at  an  angle  of  about  40°  E.  magnetic. 
The  matrix  of  the  pisolitic  ore,  22  inches  in  thickness,  is  of  a  bright  vermilion-red 
colour,  becoming  browner  as  it  passes  downward ;  it  then  passes  into  a  friable 
yellowish  ochre,  4^  feet  thick,  which,  in  its  turn,  graduates  into  a  blue  lithomarge  35 
feet  thick.  Overlying  the  pisolitic  ore  is  a  semi-prismatic  basalt,  the  columns  of 
which  are  perpendicular,  and  consequently  include  with  the  underlying  strata  an  angle 
of  50°. 

Other  outcrops  are  worked  at  Ballyvaddy  and  Tully,  near  Glenarm,  and  at  Ante- 
ville,  Kilwaughter,  and  Shane's  Hill,  near  Larne. 

The  following  Table  of  analyses  of  the  pisolite  ores  of  Antrim  is  from  Messrs.  Tate 
and  Holden's  paper,  published  in  the  '  Quarterly  Journal  of  the  Geological  Society ' : — 


Names  of  mines  - 


Peroxide  of  iron  . 

Protoxide  of  iron 

Oxide  of  manganese 

Titanic  acid. 

Vanadic  acid 

Ahimina,  soluble  in  ac 

„  insohible 

e-v  /"insoluble 
Silica  \ 

\  soluble  . 

Magnesia  . 

Lime  . 

Water  of  combination 
Percentage  of  metallic 


Analyst 


ds 


ron 


■a 


45-00 

trace 

36-44 


2-44 
0-66 
18-00 


31-50 


o 

1-5 


3 


45-50 

trace 
•  2-00 

3-00 
32-60 
3-60 
0-60 

0-35 
12-65 


31-85 


B 

IS 

U 

1-5 


Pi 


59-40 


\ 
J 

I  2-80 
j  10-40 


8-40 


41-58 


'S 

<1 


02 


77-22 


trace 


20-65 


2-13 


54-05 


a 

o 
u 

a 

O 


71-00 
18-00 

trace 


9-00 


63-70 


81-60 

2'67 
trace 

4-20 

8-50 

"■93 
1-96 


65-20 


to 
o 


Lithomarge  is  an  aluminous  mineral  found  in  Ireland,  -with  the  Antrim  ore. 


Silica 

Alumina. 

Peroxide  of  iron 

Lime 

Magnesia 

Sulphide  of  iron 

Soda 

Potash  . 
Water  , 


I. 

Basalt 

n. 

Basalt 

ni. 

Lithomarge 

IV. 

Ochre 

V. 

Bole 

39-72 

63-70 

49-75 

56-40 

30-88 

14-32 

25-41 

29-88 

3-46 

20-76 

27-87 

8-95 

6-61 

24-14 

26-16 

4-15 

4-55 

0-43 

0-90 

2-60 

4  00 

1-47 

trace 

9-94 

{::; 

6-36 

15-10 

L  4-30 

4-48 

19-60 

I.  ^ie-re  Gallion  ;  Dr.  Apjohn.   II.  Antrim ;  Professor  Hodgea.   III.  Lithomareo  •  Rprmnn^ 
IV.  Drumrankln,  near  BaUymena ;  Dr.  Apjohn.  V.  Bole,  Germany.    "'""™'"^bo  ,  trermany. 
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There  can  be  no  doubt  that  the  lithomargo  and  bole  alternating  witli  compact 
basalts  are  but  docomposod  basalts.  Tlio  passage  from  basalt  to  lithomarge  and  bole 
can  bo  traced  in  all  cases;  not  unfroquontly  largo  masses  of  basalt  are  to  bo  seen  in 
the  midst  of  the  lithomarge,  the  concentric  layers  presenting  all  the  varieties  of 
texture  and  colour  between  the  hard  and  black  basalt  of  the  interior  and  the  purple 
or  yellowish  argillaceous  masses  in  which  the  basalt  appears  to  bo  imbedded.  Again, 
the  boles  often  contain  cavities  filled  with  the  ordinary  zeolites  of  the  amygdaloid 
basalts. 

'  Observations  in  the  field  and  the  preceding  comparative  analyses  go  far  to  prove 
that  the  bole  and  lithomarge  are  the  resultants  of  aqueous  action  in  combination  witli 
acidulated  gases,  which,  dissolving  out  certain  mineral  substances,  has  effected  the 
decomposition  of  the  basalts,  especially  of  the  more  felspathic  onQs!— Tate  and 
Holden. 

The  following  is  a  series  of  analyses  of  Forest  of  Dean  ores,  by  Dr.  Noad  :— 


1. 

II. 

III. 

IV. 

V. 

"Water 

3-16 

6-80 

2-90 

2-11 

7-70 

Carb.  lime 

27-00 

26-50 

39-60 

14-10 

18-40 

„  magnesia 

15-00 

18-30 

25-00 

17-10 

18-80 

Oxide  manganese 

0-20 

Peroxide  of  iron 

40-80 

38-10 

29-00 

69-'70 

36-62 

Alumina  , 

6-00 

3-60 

1-89 

Sulphuric  acid  . 

traces 

traces 

traces 

traces 

traces 

Phosphoric  acid 

traces 

traces 

traces 

0-20 

0-30 

Insoluble  residue 

8-84 

8-70 

3-60 

6-10 

18-00 

100-80 

100-00 

100-00 

100-26 

100-02 

This  brown  iron  ore  is  also  found  at  Alston  Moor  and  Weardale,  Durham,  but  is  only 
used  to  a  limited  extent  on  accotint  of  its  association  with  lead  and  zinc.  It  occurs  at 
Llantrissant,  near  Cardiff ;  in  many  parts  of  Devon,  especially  at  Smallacombe,  near 
Newton  Abbot ;  and  at  Sharkam  Point,  near  Brixham.  It  has  also  been  recently  found 
at  Poltimore,  near  South  Molton,  in  Devonshire,  much  of  it  containing  considerable 
quantities  of  manganese.  In  Cornwall  the  brown  haematite  is  worked  ,  at  Eestormel, 
near  Lostwithiel ;  at  several  places  around  St.  Austell ;  in  Constantine ;  and  other  parts. 

Some  of  the  brown  haematites  contain  a  large  percentage  of  manganese.  Their 
general  composition  is  illustrated  in  the  following  analyses  {Br.  Noad) : — 


I. 

II. 

ni. 

IV. 

Water  ..... 

Oxide  of  manganese  . 

Lime ...... 

Magnesia  

Alumina  ..... 
Peroxide  of  iron 

Sulphuric  acid  .... 
Phosphoric  acid  .... 
Insoluble  residue 

12-85 
3-08 

1-72 
1-20 
68-57 
0-11 

roi 

12-00 

12-80 
9-60 

1-10 
0-92 
68-45 

0-  11 

1-  02 
9-50 

12-40 
8-80 

1-20 
1-20 
67-77 

0-  10 

1-  12 
8-80 

13-20 
11-20 

1-08 
1-04 

66-98 
0  096 
1-054 

11-200 

100-64 

101-20, 

.  99-79 

.  100-85 

The  brown  iron  ores  of  the  secondary  formations  have  of  late  years  assumed 
considerable  importance.  In  the  Lias,  the  Oolite,  and  in  the  Lower  Greensand  for- 
mations, brown  haematites  (that  is,  hydrated  oxides  of  iron),  generally  impure  and 
sandy,  are  found.  They  range  almost  continuously  from  the  northern  parts  ot  VN  ilt- 
shire  to  the  wolds  of  Yorkshire,  passing  through  Oxfordshire  Northamptonshire,  and 
Lincolnshire,  appearing  as  an  ochreous  brown  oolitic  rock.  The  most_  important  bed 
is  that  occurring  in  the  lower  part  of  the  great  oolite,  froni_  the  neighbourhood  of 
Banbury  tlirough  Northamptonshire.  The  extent  of  the  workings  i_n_  Northampton- 
shire will  bo  best  judged  of  by  the  following  detiiils  of  the  quantities  of  iron  ore 
produced  from  the  mines  of  Northamptonshire  in  1872  : — 
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No. 

District  or  mine 

Quantity 

Value 

tons 

owts. 

& 

s. 

(I. 

1 

xJliswortn  ...... 

83,614 

0 

31,317 

16 

0 

2 

Bnxwortii  (Denby)  .... 

10,860 

7 

4,168 

15 

0 

6 

Uastie  JJyJces  (btowej 

1,600 

0 

562 

10 

0 

4 

Cogenhoe  ..... 

25,000 

0 

9,357 

0 

0 

5 

Duston,  Northampton 

63,703 

0 

23,889 

0 

n 

6 

Duston  

87,019 

0 

32,632 

0 

0 
yj 

7 

trayton  ...... 

33,961 

0 

12,735 

0 

0 
\j 

Q 
O 

Wellingborough  .... 

149,963 

3 

66,232 

0 

0 

y 

Grlcndon 

10 

Finedon   

>  98,148 

10 

36,806 

10 

0 

11 

Surton  ...... 

J 

1  9 

... 

... 

16 

Chapter  Lands,  iTthliitffboTo'     .  . 

114,868 

11 

43,074 

0 

14 
10 

Islip,  Thrapstone  .... 

JJltCO  .... 

>  iso,700 

0 

16,601 

1(J 

0 

16 

Newbridge  ( Twywell) 

70,000 

0 

26,250 

0 

0 

17 

East  End,  "Wellingboro' 

66,914 

0 

24,715 

15 

0 

18 

Woodford  

73,502 

0 

27,563 

5 

0 

19 

Eingstead.  ..... 

43,498 

15 

16,311 

15 

0 

20 

Irchester  

46,961 

1 

18,735 

0 

0 

Total  of  Northamptonshire 

1,004,093 

7 

377,736 

15 

0 

In  some  places  the  Northamptonshire  ore  appears  to  be  the  result  of  an  alteration 
of  an  argillaceous  carbonate,  similar  to  the  Cleveland  ore. 

The  importance  of  the  iron  ores  of  Yorkshire  (North  Elding  or  Cleveland  District) 
will  be  shown  by  the  production  of  Cleveland  ore  in  1872. 


No. 


1 
2 
3 
4 
5 
6 
7 
8 
9 
10 
11 
12 
13 
14 


District  or  mine 


Upleatham  . 

Ditto  (Hob  mil) 
Lofthouse 
Liverton 
Normanby  . 
Cliff  (Brotton)  . 
Skelton  (Guisbro') 
Port  Mulgrave 
Belmont 

Spa  or  Margrave  Park 
Spa  Wood  (Guisbro') 
Eskdale  side . 
Huntcliffe  {Brotton) 
Brotton        .       .  ,  , 

WTiile  seventeen  mines  made  returns 
the  inspector  of  mines  of  . 

Total  of  Cleveland  . 


to 


Quantities 


tons 

588,031 
273,548 
432,465 
266,236 
254,272 
111,820 
166,419 
141,525 
181,068 
36,933 
63,393 
30,339 
180,473 
392,783 


cwts, 

0 

0 

0 

0 

7 

0 

9 

0 

8 
19 
19 

0 

6 
12 


2,166,650  0 


4,974,950  0 


Value 


s.  d. 


\  1,056,862    0  0 


806,219    0  0 


1,863,081    0  0 


The  following  are  the  quantities  of  brown  haematite  which  have  been  produced  since 
1868 :- — 


Cornwall  

Devonshire  .... 
Somersetshire  .... 
Gloucestershire  (Forest  of  Dean) 
Frampton  Cotterell  . 

Wiltshire  

Northamptonshire 

18G8 

1869 

1870 

1871 

1872 

Tons 
8,310 
11,106 

160^722 

6,566 
76,084 
449,116 

Tons 
4.619 
6,390 
626 
166,260 
6,773 
104,795 
640,259 

Tons 

11,214 

10,193 
2,110 
168,254 

15,249 
101,423 
761,248 

Tons 
21,947 
14,124 
2,646 
199,111 
8,487 
169,894 
779,314 

Tons 
48,199 
20,361 
2,000 
180.271 
9,201 
96.117 
1,004,093 
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18G8 

18G9 

1870 

1871 

1872 

Oxforclshira  .... 
Lincolnsliiro  .... 
StiifFordsliiro  (Churnet  Vulley)  , 
North  Wales  .... 
South  Wales  .... 
Isle  of  Man  .... 
Ireland  

Tons 

205,699 
76,995 
Ann 

83,835 
220 

Tons 
10,167 
253,024 
72,851 

82,871 
1,291 

•  •  • 

Tons 
38,803 
248,329 
62,882 

1  AA 

107,326 
70,600 

Tons 
28,330 
290,673 
87,830 

83,824 

107,734 

Tons 

63,536 
318,802 
110,458 
4,730 

72,965 

146,550 

The  Yorkshire  ores  occupying  a  somewhat  uncertain  position  are  placed  with  the 
argillaceous  carbonates,  p.  930. 

The  iron  ores  of  Lincolnshire— which  are  placed  by  Mr.  Judd  in  the  greensand  or 
lower  cretaceous  formation  (the  ueocomian  of  D'Orbigny)— are  thus  described  by  him:  

'The  existence  in  this  district  (the  neighbourhood  of  Claxby)  of  fragments  of 
iron-slag,  calcined  ore,  and  charcoal,  associated  with  Eoman  pottery,  indicates  that 
these  ores  were  known  and  worked  at  a  very  early  period. 

'  The  only  ironstone  in  this  district  (between  Claxby  and  Nettleton)  which  is  now 
sufficiently  rich  to  repay  tlie  working,  is  a  rock  almost  entirely  made  up  of  small  and 
beautifully-polished  oolitic  grains  of  hydrated  peroxide  of  iron.  The  earthy  material, 
full  of  large  concretionary  masses  of  ironstone,  which  was  at  first  thought  to  be 
equally  valuable,  is  found  to  yield  so  small  an  average  percentage  of  iron,  that  it  is 
not  worked.  The  oolitic  ironstone  rock  is  crowded  with  fossils,  the  shells  of  the 
gigantic  Pecten  ductus  being  especially  abundant.  It  also  frequently  exhibits  veins 
of  beautifully-crystallised  calcspar.  The  ore  is  thus  an  eminently  calcareous  one  :  it 
yields  on  analysis  from  28  to  33  per  cent,  of  metallic  iron. 

'  The  useful  bed  of  ironstone  averages  6  feet  6  inches  in  thickness.  It  is  mined  by 
means  of  adits  driven  into  the  face  of  the  hill.' — Quarterly  Journal  of  the  Geological 
Society,  1870. 

In  1872,  62,663  tons  were  raised  at  Claxby ;  while  at  ITroddingham,  near  Brigg, 
256,149  tons  were  produced. 

Carbonate  of  iron;  Sparry  iron;  Spathose  iron;  Spathic  iron;  Spharosideriie ; 
Spatheisenstein. — This  important  species  has  been  divided  into  two  varieties;' spathose 
iron  proper,  and  the  compact  carbonate,  the  clay-ironstone  of  the  coal-formation. 
Sparry  iron  appears  to  range  through  nearly  the  same  series  of  formations  as  the 
anhydrous  haematites :  it  occurs  in  beds  and  masses  often  of  immense  extent,  especially 
in  Styria  and  Carinthia.  In  the  Erzberg,  near  Eisenerz  in  Styria,  it  rests  on  gneiss, 
and  is  wrought  in  an  open  quarry.  The  Stahlberg  and  Momel,  near  Schmalkald,  the 
vicinity  of  Siegen,  and  Miisen  in  Westphalia,  show  similar  extensive  masses  ;  whilst 
in  Anhalt  and  the  Hartz  it  forms  large  veins  in  greywacke  or  in  Devonian  limestone. 
Other  very  extensive  deposits  of  this  ore  are  found  in  the  Pyrenees,  and  the  Basque 
provinces  of  Spain,  as  near  Bilbao ;  and  at  Pacho  near  Bogota  in  New  Granada. 
Most  of  these  localities  yield  fine  crystals  ;  and  these  also  occur  in  metallic  veins  at 
Joachimsthal  in  Bohemia,  Preiberg  in  Saxony,  Clausthal  in  the  Hartz,  Beeralston  in 
Devonshire,  Alston  Moor  in  Cumberland,  and  in  many  of  the  mines  of  Cornwall, 
where  the  rare  hexagonal  prisms  have  been  found.  In  England  the  crystalline  carbonate 
of  iron  occurs  in  the  Devonians  of  South  Somersetshire  and  North  Devon.  It  exists 
in  numerous  lodes  upon  Exmoor,  although  they  have  been  but  partially  worked.  On 
the  Brendon  and  Eisen  hills  there  have  been  mines  for  several  years,  those  mines 
producing  in  1872,  27,913  tons.  At  Perranzabuloe  in  Cornwall  an  immense  deposit  of 
spathose  iron  exists,  and  is  now  (1874)  being  worked  to  a  considerable  extent,  a 
railway  having  been  constructed  to  carry  the  ore  to  the  southern  ports.  It  is  also 
found  in  the  carboniferous  limestones  of  Northumberland  and  Durham,  especially  in 
Weardale,  which  district  produced  in  1872,  97,953  tons. 

The  specific  gravity  of  sparry  carbonate  of  iron  varies  from  3-00  to  3-67.  Its 
primitive  form  is,  like  that  of  carbonate  of  lime,  an  obtuse  rhombohedron.  Without 
changing  this  form,  its  crystals  are  susceptible  of  containing  variable  quantities  of 
carbonate  of  lime,  till  it  passes  wholly  into  this  mineral.  When  heated  before  the 
blowpipe,  it  turns  brown  without  melting,  and  becomes  attractable  by  the  magnet 
after  being  slightly  heated  in  the  flame  of  a  candle.  Even  by  a  short  exposure  to  the 
air  after  its  extraction  from  the  mine,  it  also  assumes  the  same  brown  tint,  but  with- 
out acquiring  the  magnetic  quality ;  after  long  exposure  to  the  air  it  becomes  wholly 
converted  into  hydrated  haimatite. 

The  variations  in  composition  of  this  important  mineral  are  shown  in  the  following 
analyses : — 
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1 

1 

SteinhGim, 
Hanau 

RanoW, 
Pyrenees 

MUsen, 
Siegen 

Ehrenfrie- 
dersdorf 

Henry, 
Somerset- 
shire 

Noad, 
Somerset- 
Bhire 

Protoxide  of  iron 
Sesquioxide  of  iron 
Protoxide  of  manganese 
Magnesia  . 
Lime  .       .       .  -  , 
Carbonic  acid 

6375 

0*75 

0-25 
traces 
34-00 

53-50 

6-50 
0-70 

39-20 

43-59 

17-87 
0-08 
0-24 

38-22 

36-81 
25-'31 

38-35 

37-33 

o 

12-65 
4-52 

traces 
35-80 

62-56 

4-82 
2-41 
1-25 
38-68 

98-75 

99-90 

100-00 

100-47 

98-82 

99-72 

portance  of  tlie  armllacem,V  .^ri^tli;  ■  '  u  -^a-^cashire.  The  great  im- 
shown  by  the  fact  that  Sev  sr.^^  ironstones  of  our  coal-fields  is  clearly 

{Blackwell).    The^^^^^  proportion  of  the  entire  iron  produced 

not  more  tLn  30  ^33  3  cen^   i^^  iron,  wliich  is  generally 

They  are  rarely  usldtLrthTcilT^^^^^^  ^0  P-  cent" 


Berthier 

Bras  sac 

Aveyron 

St.  BtifeiuiB 

Water       •       .       .  . 
Carbonic  acid 

Protoxide  of  iron       .'      .       *  ' 

>'         manganese  . 
liime ...                   '  ■ 

Magnesia 
Silica. 

Alumina  ...'**' 
Peroxide  of  iron.'             .'       '  ' 
Sulphuric  acid    )             •       .  . 
Phosphoric  acid  \  ''^^  determined 

I. 

35-  50 

36-  00 

0-  30 

1-  60 
26-50 
11-80 

•  •  • 

n. 

28-90 
64-20 
1-10 
0-30 

0-  90 
12-80 

1-  80 

•  a  • 

ni. 

■  •  ■ 

88-4 
41-8 
4-1 
0-2 
0-3 
12-3 
3-2 

•  •  • 

XT...   —  

100-70 

100-00 

100-30  i 

--.X.                                               —  _  
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Scotch  vaiicties 

Dr.  Oolquhoun 

Carbonic  acid  .... 
Protoxide  of  iron 

,,  manganese 

Lime  

Magnesia  

Silica  

Alumina  

Peroxide  of  iron .... 

Carbon   

Sulphur  

IV. 

32-63 
36-22 

QttiO 
O  0^ 

619 
9-56 
6-34 

1-  16 

2-  13 
0-62 

v. 

30-76 
38-80 
0-07 

0  oU 

6-70 
10-87 
6-20 

0-  33 

1-  87 
0-16 

VI. 
36-17 
63-03 

o  oo 

1-77 
1-40 

.  0-68 
0-23 
3-03 
0-02 

VII. 
33-10 
47-33 
0-13 
2-00 
2-20 
6-63 
4-30 

0-  33 

1-  70 
0-22 

100-37 

101-00 

98-61 

97-94 

Welsh  varieties 

Dr.  Noad 

Bed  vein 

Red  vein  pin 

Soap  vein 

Black  pin 

Silica  

Alumina  (insoluble)  . 
Carbonate  of  iron 
Oxide  of  manganese  . 
Carbonate  of  lime 

.,  magnesia 
Alumina  (soluble) 
Phosphoric  acid  ... 
Sulphuric  acid  .... 
Bisulphide  of  iron 

Potash  

Organic  matter  and  water  . 

Metallic  iron  .  • 

vm. 

8-31 
3-13 
73-79 
-92 

2-  95 

3-  80 
2-52 

IX. 

15^40 
6^00 

57-99 
•64 
3-45 
8-58 
3-62 

X. 

9-54 
4-46 
77-34 
-63 

'-'90 

2-50 
•57 
traces 
•19 
•53 

2-24 

XI. 

12-00 
4-00 

71-70 
1^42 
2-64 
4-23 
M6 
-48 

traces 

traces 
-49 
1-64 

•53 

traces 
•17 
•48 
2'36 

-75 
traces 
-24 
•45 
2-34 

98-96 

98-36 

98-80 

99-74 

35-62 

28-00 

37-3 

34-6 

Cleveland  ironstones 

Mr.  Crowder 

Baston  Nab  (main  seam) 

Hutton  I 

iow  Cross 

Silica  

Peroxide  of  iron 

Protoxide  of  iron 

Alumina    .       •       •       •  • 

Lime 

Magnesia  .       .  • 
Sulphur     .       »       •       •  • 
Phosphoric  acid .       .       •  • 
Carbonic  acid    .       •       •  ■ 
j  Water       .       •  • 

XII. 
11-95 

6-73 
39-05 
13-83 

2-52 

2-72 
trace 

1-02 
16-38 

6-80 

xin. 
7-65 
1-20 

43-35 
9-88 
0-58 
5-35 
0-09 
3-87 

2236 
5-07 

XIV. 
16-65 

37-'41 
9-86 
308 

trace 

trace 
0-67 

26-32 
6-11 

XV. 
16-65 

1-  80 
35-75 

4-  96 
7-39 

2-  98 
trace 

5-  06 
23-47 

4-89 

100-00 

100-00 

100-00 

100-00 

Blackband,  f  ro_mtheneigl^^ 

Dr. 

Noad 

Carbonaceous  matter      •      •      '      '  ' 

Carbonate  of  iron    .  _  

„         magnesia    .       •       -       '       '  _ 
„  lime  

Iron  per  cent  

XVI. 
16-00 
61-00 
10-90 
13-20 

xvn. 

13-42 
64-44 
13  64 
8-60 

100-00 

100-00 

20^6 

31-1 
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The  coal-measure  ironstones,  for  the  five  years  ending  1872,  were  produced  in  thesa 
Islands  as  follow : —  o       ,  r 


Argillaceous  Carbonate,  including  Blachhand. 


Somersetshire  . 
Shropshire . 
Warwickshire  . 
Staifordsliire,  North 
Staffordshire,  South 
Derbyshire 
Northumberland  and  Durham 
Yorkshire : 

West  Eiding 

Cleveland 
North  Wales 
South  Wales 
Scotland  . 
Ireland 


1868 

18G9 

1  S7n 

tons 

tons 

tons 

4,525 

3,146 

3,036 

278,541 

318,483 

337,627 

14,795 

15,000 

17,500 

709  796 

340,578 

350,000 

450,000 

368,440 

352,072 

384,865 

125,000 

129,500 

125,000 

785,629 

230,905 

307,717 

2,785,307 

3,094,677 

4,072,888 

35,813 

33,431 

69,140 

628,855 

622,130 

452,729 

1,250,000 

1,950,000 

3,500,000. 

27,169 

48,804 

9,768 

1871 


tons 
2,673 
415,972 

34,075 
975,250 
705,665 
492,973 
203,948 

407,997 
:,681,901 
51,887 
884,890 


1872 


tons 
1,000 
408,425 

43,375 
361,603 
641,950 
307,183 
197,953 

466,305 
4,974,950 
23,046 
1,174,629 
3,270,000 
30,000 


Total  Iron  Ore  produce  of  the  United  Kingdom  in  1872. 


Counties,  &c. 


Cornwall      .  , 
Devonshire  . 
Somersetshire 
Grloucestershire 
Wiltshire 
Oxfordshire  . 
Northamptonshire  . 
Lincolnshire  . 
Shropshire  , 
Warwickshire 
Staffordshire,  North 
Staffordshire,  South 
Derbyshire  . 
Lancashire 
Cumberland  . 

Yorkshire  • 
(_  West  Elding 

Northumberland  and  Durham 

North  Wales  .... 

South  Wales  and  Monmouthshire 

Isle  of  Man  .... 

Scotland       •       .       .  . 

Ireland .       .       .       .  ' 


Total  iron  ore  production  of  the  United  King, 
dom  .... 


Quantities 


tons 
48,199 
29,361 
30,913 
199,453 
96,117 
63,536 
1,004,093 
318,802 
408,425 
43,375 
361,603 
641,950 
307,183 
852,064 
917,462 
4,974,950 
466,305 
97,953 
27,775 
1,247,694 
994 
3,270,000 
176,650 


cwts 
19 
0 
8 
5 
10 
0 
7 
0 
0 
0 
0 
0 
0 
12 
0 
10 
0 
13 
0 
0 
6 
0 
3 


Value 


15,584,857  2 


£ 

27,033 
15,524 
30,163 
149,588 
36,168 
47,652 
377,736 
79,675 
153,669 
16,246 
216,961 
420,136 
184,308 
1,063,186 
1,141,416 
1,863,081 
174,864 
36,730 
19,710 
744,465 
497 
817,600 
158,662 


s.  d. 

11  8 

2  0 

8  0 

0  0 

0  0 

0  0 

15  0 

0  0 

0  0 

0  0 

0  0 

0  0 

8  0 

19  0 

17  0 

0  0 

0  0 

0  0 

0  0 


12 
0 


0  0 
10  0 


7,774,874   3  9 


Titanate  of  iron;  Titanitic  iron;  Ilmeiiite.—Thh  variety  occurs  in  vprin„c,  4>  - 
t.on.s^  as  m  the  miasdte  of  the  Ilme'n  mountains  ;  in  fair^lSomL  Tg!'!'^^^^ 
Sakburgj  ^n  the  zircon-sycmte  at  Egersund  in  Southern  Norway  ?^d  in ^rSS  ^-^f 
magne  ,c  iron  ore,  at  Tvedestrand,  and  Kragcroe,  near  ArVndal'    °nd  in  T  '  "^^^ 
quantities  in  the  Upper  Laurentian  or  Labrado?  seri;s  of  the  lower 
and  Labrador  in  Canada,  with  hypersthene  and  rutile  in  LSSite  I^l^  °  J^^^'^* 
cn  led  norUc  rock.    The  sand  produced  from  the  waste  of  theso  Jo^ 
titaniferous  iron  sands,  which  are  treated  in  the  American  bloomary    ?L  eh''  i  1 
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composition  is  a  tatantito  of  protoxide  of  iron  and  magnosia  in  variable  proportions, 
with  peroxide  of  iron  or  magnetite;  its  value  as  an  iron  ore  depends  upon  the  pre- 
dominance of  the  latter  components.  Titanifcrous  ores,  when  not  containing  more 
than  8  per  cent,  of  titanium,  may  bo  treated  advantageously,  as  they  yield  good  iron 
from  the  absence  of  sulphur  and  phosphorus ;  but  with  larger  proportion  of  titanium 
they  become  too  refractory,  and  reqiiire  too  much  flux  to  be  smelted  alone,  the  propor- 
tion of  fuel  required  being  greatly  increased. 

History  of  Iron- Smelting. — There  is  abundance  of  evidence  that  iron  was  well  known 
in  the  early  ages,  and  was  applied  to  various  useful  purposes.    The  earliest  method  of 
working  the  furnace  where  ores  were  smelted  seems  to  have  been  by  exposing  them  to  the 
wind  :  the  furnaces,  perforated  with  holes,  were  built  on  eminences,  and  could  only  be 
worked  when  there  was  a  strong  breeze ;  the  fire  was  regulated  by  opening  and  shutting 
the  apertures.    Mungo  Park  gives,  in  his  'Travels  in  Africa,'  the  following  interesting 
account  of  an  iron-smelting  operation  in  Kamalia,  at  which  he  himself  assisted :  '  The 
ironstone  was  broken  into  pieces  the  size  of  a  hen's  egg ;  a  bundle  of  dry  wood  was  first 
put  into  the  furnace,  and  covered  with  a  considerable  quantity  of  charcoal ;  over  this 
was  laid  a  stratum  of  ironstone,  and  then  another  of  charcoal,  and  so  on  until  the  fur- 
nace was  quite  full.    The  furnace  was  a  circular  tower  of  clay,  about  10  feet  in  height 
and  3  in  diameter,  surrounded  in  two  places  with  withes,  to  prevent  the  clay  from 
cracking  and  falling  to  pieces  by  the  violence  of  the  heat.    Eoundthe  lower  part,  on  a 
level  with  the  ground,  but  not  so  low  as  the  bottom  of  the  furnace,  which  was  somewhat 
concave,  were  made  seven  openings,  into  each  of  which  were  placed  three  tubes  of  clay, 
and  the  openings  again  plastered  up  in  such  a  manner  that  no  air  could  enter  the  fur- 
nace but  through  the  tubes,  by  the  opening  and  shutting  of  which  the  fire  was  regulated. 
The  fire  was  applied  through  one  of  the  tubes,  and  blown  for  some  time  with  bellows 
made  of  goat's  skin.  The  operation  went  on  very  slowly  at  first,  and  it  was  some  hours 
before  the  flame  appeared  above  the  furnace  ;  but  after  this  it  burnt  with  great  violence 
all  the  first  night,  and  the  people  who  attended  put  in  at  times  more  charcoal.  On 
the  day  following  the  fire  was  not  so  fierce,  and  on  the  second  night  some  of  the  tubes 
were  withdrawn,  and  the  air  allowed  to  have  free  access  to  the  furnace ;  but  the  heat 
was  still  very  great,  and  a  bluish  flame  rose  some  feet  above  the  top  of  the  furnace. 
On  the  third  day  from  the  commencement  of  the  operation  all  the  tubes  were  taken 
out,  the  ends  of  many  of  them  being  vitrified  with  the  heat,  but  the  metal  was 
not  removed  until  some  days  afterwards,  when  the  whole  was  perfectly  cool ;  part 
of  the  furnace  was  then  taken  down,  and  the  iron  appeared  in  the  form  of  a  large 
irregular  mass,  with  pieces  of  charcoal  adhering  to  it.    It  was  sonorous,  and  when 
any  portion  was  broken  off,  the  fracture  exhibited  a  granulated  appearance  like  broken 
steel.' 

That  the  iron  ores  of  Monmouthshire  and  Gloucestershire  were  extensively  worked 
by  the  Romans  during  the  period  of  their  reign  in  Britain  is  certain,  from  the  immense 
beds  of  iron  cinders  that  have  been  discovered  in  the  Forest  of  Dean ;  it  is  probable 
that  Bath  was  the  principal  seat  of  their  foundries  ;  relics  of  their  operations,  in  the 
form  of  cinders  and  coins,  have  likewise  been  discovered  m  Yorkshire  and  m  other 
counties  During  the  reign  of  William  the  Conqueror,  Gloucester  was  the  city  where 
the  trade  of  forging  iron  was  chiefly  carried  on,  the  Forest  of  Dean  supplying  the 
ores  It  is  uncertain  when  the  art  of  casting  was  first  discovered;  cannon  are 
supposed  to  have  been  first  used  in  England  by  Edward  III.,  who  used  theni  m 
his  invasion  of  Scotland  in  1327,  at  Cressy,  and  at  the  siege  of  Calais  in  1346. 
These  cannons  were  not,  however,  cast,  but  were  constructed  on  the  same  prin- 
ciples as  coopers  construct  their  barrels ;  a  mmiber  of  iron  bars,  fitting  as  close  as 
possible  to  each  other,  were  arranged  round  a  cylinder  of  wood,  and  were  then  bound 
together  by  strong  iron  hoops;  the  wood  being  driven  out,  there  remained  an  iron 
pi|e  which  formed  the  baiTel.    This  mode  was  superseded  by  ccu^ting  the  cannon  of 

^TiSnff  the  14th  and  16th  centuries,  iron  and  steel  were  imported  into  this  country 
from  Germany,  Prussia,  and  other  places,  and  also  iron  from  Spam;  but  as  several 
Zove^nts^in  the  manufacture  has  taken  place  in  the  course  of  th|S  period  m 
England  l^ws  were  made  towards  the  conclusion  of  the  16th  century,  prohibiting  the 
■    imSrtxtionrf  Tny  of  the  articles  manufactured  in  this  country  in  iron  and  steel. 

trie  gnof  kz^      the  consumption  of  charcoal  by  the  ;ron  furnaces  was 
so^eat  t^^^  deemed  necessary  to  enact  laws  to  prohibit  the  erection  of  new 

furfa  es  and  toTrevent  the  felling  of  timber  for  fuel;  persons  interested  in  the 
luinaces,  ana  to  P^^«  „r.n^PniiPntlv  coninelled  to  turn  their  attention  to  the  finding 
manufacture  of  iron  were  consequently  corapeiiB^  To«i^<.  T  nnrl  Phnrlos  T  manv 
of  some  substitute  for  charcoal,  and  in  the  ^g^^  f  .'[f^f  .^^"^^^^^^^^ 
attempts  were  made  to  smelt  iron  with  p  t-coal,  but  ^^1;°"^  success  the  consequence 
was  the  entire  abandonment  of  iron-making  in  many  parts  of  the  countrj,  and  a  great 
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decrease  in  the  manufacture  in  others ;  so  complete  indeed  was  the  failure  of  all  the 
experiments  made  to  substitute  pit-coal  for  charcoal,  that  all  attempts  wore  abandoned 
till  the  early  part  of  the  next  century,  when  pit-coal  was  first  used  (1713)  by  JMr, 
Abraham  Darby  in  his  furnace  at  Colebrook  Dale ;  and  in  the  44th  volume  of  the 
Philosophical  Transactions,  published  in  1747,  it  is  stated,  that  'Mv.  Ford,  from  iron 
and  coal,  both  got  in  the  same  Dale  (Colebrook),  makes  iron  brittle  or  tough  as  he 
pleases,  there  being  cannon  thus  cast  so  soft,  as  to  bear  turning  like  soft  iron.'  Not- 
withstanding, however,  the  establishment  of  the  fact  that  iron  ore  could  be  smelted, 
and  iron  manufactiu:ed  with  pit-coal,  and  although  great  efforts  were  made,  by 
increasing  the  column  of  blast  by  the  substitution  of  steam-power  for  that  of 
horses  and  human  labour,  there  appears  to  have  been  a  steady  and  progressive 
diminution  in  the  quantity  of  iron  produced  in  this  country ;  and  recourse  was  had  to 
foreign  markets,  particularly  to  those  of  Sweden  and  Russia,  for  the  necessary  and 
increasing  demand.  Thus,  the  imports  of  iron  between  the  years  1711  and  1776  were 
as  follow : — 


In  1740  there  were  only  59  blast-furnaces  in  work  in  England  and  Wales,  the  total 
make  of  which  amounted  to  not  more  than  17,350  tons,  being  an  average  of  294  tons 
per  annum  for  each  furnace,  a  quantity  very  little  exceeding  that  sometimes  made  in 
a  single  week  in  some  of  the  furnaces  in  Wales  at  the  present  day. 

The  earliest  contrivance  for  throwing  a  powerful  and  constant  blast  into  the  furnace 
was  a  forcing  pump,  worked  by  a  water-wheel  or  by  a  steam-engine  ;  and  it  appears 
that  the  first  cylinders,  at  least  of  any  magnitude,  were  erected  at  the  celebrated 
Carron  Iron  Works  in  the  year  1760  by  Mr.  John  Smeaton.    These  cylinders  were 
four  feet  six  inches  in  diameter,  exactly  fitted  with  a  piston,  moved  up  and  down  by 
means  of  a  water-wheel ;  in  the  bottom  of  the  cylinder  was  a  large  valve,  like  that 
of  a  bellows,  which  rose  as  the  piston  was  lifted  up,  and  thus  admitted  the  air  into  the 
cavity  of  the  cylinder  below.    Immediately  above  the  bottom  was  a  tube  which  went 
to  the  furnace,  and  as  it  proceeded  from  the  cylinder,  was  furnished  with  a  valve 
opening  outwards.    Thus  when  the  piston  was  drawn  up,  the  valve  in  the  bottom 
rose  and  admitted  the  air  that  way  into  the  cylinder,  while  the  lateral  valve  shut,  and 
prevented  any  air  from  getting  into  it  through  the  pipe.    When  the  piston  was  thrust 
down,  the  valve  in  the  bottom  closed,  while  the  air,  being  compressed  in  the  cavity  of 
the  cylinder,  was  violently  forced  out  through  the  lateral  tube  into  the  furnace.  There 
were  four  of  these  large  cylinders  applied  to  blow  the  furnace,  and  so  contrived,  that 
the  stroke  of  the  pistons,  being  made  alternately,  produced  an  almost  uninterrupted 
blast.    A  large  column  of  air,  of  triple  or  quadruple  density,  was  thus  obtained,  and 
effects  equivalent  to  these  great  improvements  followed.    The  same  furnace  that 
formerly  yielded  ten  and  twelve  tons  weekly,  now  sometimes  produced  forty  tons  in 
the  same  period,  and  on  the  average  in  one  year  1,600  tons  of  metal  (Scrivener) ;  and 
such  was  the  impulse  given  to  the  trade  by  this  unexpected  success  of  a  powerful  blast 
with  pit-coal,  that  in  1788  the  manufacture  of  pig-iron  in  England,  Wales  and  Scotland, 
amounted  to  68,300  tons,  being  an  increase  of  50,950  tons  on  the  quantity  manufactured 
previous  to  the  introduction  of  pit-coal. 

A  new  era  in  the  history  of  the  iron  manufacture  may  be  considered  to  have  been 
established  in  1788-90,  by  the  introduction  of  the  double  power-engine  of  James 
Watt,  the  regular  and  increased  effects  of  which  powerful  machine  was  soon  felt 
in  most  of  the  iron  districts ;  the  proprietors  of  furnaces  greatly  increased  their  make 
and  fresh  capital  was  embarked  in  the  trade ;  in  the  short  period  of  eight  years  the 
manufacture  of  pig-iron  was  nearly  double,  being  in  the  year  1796  (according  to  the 
return  sent  to  the  Chairman  of  the  Committee  of  the  House  of  Commons,  on  the  sub- 
ject of  the  coal  trade,  when  ilr.  Pitt  had  in  contemplation  to  add  to  the  revenue  by 
a  tax  upon  coal  at  the  pit-mouth)  125,079  tons  from  121  furnaces — 104  English  and 
Welsh,  and  17  Scotch  ;  the  English  and  Welsh  furnaces  producing  an  average  of  1  048 
tons  each  per  annum,  and  the  Scotch  furnaces  946  tons.  In  1806,  the  number  of 
furnaces  in  blast  in  Great  Britain  was  173,  and  the  make  258,206  tons  of  pig-iron 
being  an  increase  in  ten  years  of  133,127  tons  per  annum;  of  these  162  were  coke- 
furnaces,  the  average  produce  of  each  of  which  had  risen  to  1,546  tons.  In  this  year 
great  excitement  existed  in  the  iron  trade,  in  consequence  of  the  proposal  of  Lord 
Henry_  Petty  to  levy,  as  a  war-tax,  a  duty  of  40s.  per  ton  on  pig-iron ;  he  introduced 
a  bill  into  the  House  of  Commons  having  this  object,  and  succeeded  in  carrying  it 
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1729  „  1735 

1750  „  1755 

1761  „  1766 


15,642 
25,501 
34,072 
48,980 
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notwithstanding  a  powerful  opposition,  by  a  majority  of  ten  members  j  the  moasuro 
was  howcvor  abandoned. 

In  Franco  in  1801,  the  quantity  of  cast-iron  produced  amounted  to  140,000  tons, 
from  550  blast-furnaces,  of  which  only  one  (that  of  Crousot)  was  worked  with  coke. 
In  1809  a.  description  of  the  English  process  of  making  iron  was  published  by  Order 
of  Council,  by  M.  do  Bonnard  (an  engineer  of  mines) ;  another  engineer  of  mines 
(M.  do  Gallois),  after  having  passed  several  months  in  England,  established  at  St. 
Etienne  the  second  blast-furnace  in  France,  wherein  tho  minerals  wore  treated  in  tho 
same  manner  as  the  English,  and  in  which  coke  was  employed ;  but  tho  difficulties 
ho  had  to  encounter  proved  a  bar  to  his  success,  and  he  is  said  to  have  died  prema- 
turely from  the  grief  and  trouble  which  the  enterprise  occasioned  him  (Scrivonor). 
Tho  employment  of  pit-coal  in  the  manufacture  of  iron  received  a  very  slow  develop- 
ment in  France,  for  in  1818  the  quantity  of  cast  iron  made  with  coke  was  very  small, 
and  no  wrought  iron  was  prepared  with  pit-coal ;  in  1824  not  more  than  3,000  tons  of 
cast  iron  were  made  with  coke,  but  in  1828  it  had  risen  to  17,000. tons.  Though  this 
did  not  amount  to  a  tontli  of  the  whole  produce,  nevertheless  the  quantity  of  bars  made 
with  pit-coal  amounted  in  this  year  to  48,000  tons,  being  nearly  one-third  of  the  total 
manufacture  of  wrought  iron. 

Theory  of  Iron  Smelting — Tho  production  of  metallic  iron  from  its  ores  is  effected 
by  exposing  the  ore  at  a  suitable  temperature  to  the  action  of  a  reducing  gas,  such  as 
hydrogen,  carburetted  hydrogen,  or  carbonic  oxide  ;  tho  first  of  these  is  employed  in 
the  laboratory,  but  for  practical  purposes  only  the  latter  can  be  used.  If  the  reduc- 
tion is  effected  at  a  comparatively  low  heat  such  as  a  dull  redness,  the  product  is  a 
dark  grey  powder  which  is  stable  if  kept  out  of  contact  with  the  air,  but  which  burns 
when  shaken  out  into  the  air  at  ordinary  temperatures,  and  still  more  brilliantly  in 
oxygen,  forming  the  so-called  pyrophorie  iron.  This  substance  is  only  of  interest  as 
a  pharmaceutical  product  {Ferrum  reductum).  The  reduction  by  carbonic  oxide  is 
effected  in  all  cases  where  the  ore  is  exposed  to  the  gases  arising  from  the  combustion 
of  carbonaceous  matter,  whether  the  fuel  be  burnt  separately,  as  in  reverberatory  gas 
or  cementation  furnaces,  or  in  contact  with  ore,  as  in  the  various  forms  of  blast-fur- 
nace. The  simplest  cases  which  can  occur  under  these  circumstances  are  represented 
by  the  following  equations ; — 

I.  With  hydrogen  as  the  reducing  agent  Fe^O'  +  3H  =  2F6  +  3H0 
n.     „    carbonic  oxide        „         „    Fe'O"  +  2C0  =  2Fe -i- 2C0« 

The  products  vary  :  in  the  first  case,  two  equivalents  of  iron  and  three  of  water,  and 
in  the  second  two  equivalents  of  carbonic  acid  to  the  same  quantity  of  iron  for  each 
equivalent  of  peroxide  of  iron.  Such  a  result  cannot,  however,  be  got  on  the  large 
scale,  from  the  fact  that  finely-divided  metallic  iron  when  exposed  to  a  high  tempera- 
ture in  contact  with  carbon  either  in  the  solid  or  gaseous  form  takes  up  a  proportion 
of  the  latter  substances,  forming  carbonised  compounds,  which  are  known  as  malleable 
iron,  steel,  and  cast  iron,  according  to  the  amount  present.  In  the  first  case,  the  amoimt 
is  very  small,  not  exceeding  a  few  thousandths  of  an  unit  per  cent. ;  but  the  presence  of 
carbon  may  be  verified  by  the  production  of  fetid  hydrogen  gas,  owing  to  the  presence  of 
volatile  hydrogen-carbons  when  even  the  finest  and  softest  wrought  iron  is  dissolved 
in  an  acid.  Steel  contains  from  about  0-10  to  about  2  per  cent,  of  carbon.  When 
the  proportion  exceeds  2  per  cent.,  and  it  may  in  some  cases  reach  as  high  as  6  per 
cent.,  the  product  is  known  as  cast  iron. 

In  addition  to  carbon,  iron  is  found  on  the  large  scale  to  contain  other  substances; 
the  most  important  of  these  in  modifying  its  physical  properties  are  sUico7i,  phosphorus, 
and  sulphur.  These  are  derived  from  the  impurities  of  the  ore  ;  quartz,  phosphate  of 
lime,  and  some  metallic  sulphide,  being  almost  invariably  present  in  the  minerals 
treated  on  the  large  scale,  and  a  proportion  of  these  substances  is  certain  to  be  reduced 
if  the  conditions  of  temperature  and  exposure  be  favourable  ;  sihca,  under  the  action  of 
carbon  in  the  presence  of  iron,  being  readily  reducible  in  almost  any  proportion  ac- 
cording to  tho  temperature ;  thus,  at  a  very  high  heat  as  much  as  22  per  cent,  of  silicon 
may  be  combined  with  iron  ;  practically,  however,  nothing  like  as  much  can  be  ob- 
tained ;  about  6  per  cent,  may  be  regarded  as  a  maximum.  When  phosphate  ot  bme 
is  present  in  the  ore  under  the  ordinary  condition  of  reduction  in  the  blast-furnace, 
almost  the  whole  of  tho  pliosphorus  is  obtained  m  the  iron.  Sulphur  is  obtained  in 
like  manner  from  metallic  sulphides.  i  •  ^ 

Of  the  alloys  of  iron  with  other  metals  there  is  only  one  of  any  practical  import- 
ance, namely,  that  with  the  allied  metal  manganese,  which  may  combine  with  it  in 
all  proportions  up  to  about  30  per  cent.  Copper,  when  present  in  iron,  even  in  minute 
quantity  modifies  its  properties  in  a  marked  and  prejudicial  manner,  but  there  is  no 
proof  of  these  two  metals  actually  combining. 
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The  earthy  and  foreign  substances,  besides  modifying  the  quality  of  the  iron,  by 
their  partial  reduction  play  another  and  more  important  part  in  the  economy  of  iron- 
smelting  in  procuring  the  so-called  slag,  cinder,  or  scoriae,  that  is  a  fusible  product  usually 
more  or  loss  glassy,  which  is  formed  by  the  addition  of  appropriate  solvents  or  fluxes, 
in  order  that  the  otherwise  infusible  earthy  matters  such  as  quartz,  sand,  clay,  at 
present  in  the  ore,  and  the  ash  of  the  fuel  may  be  separated  and  removed  from 
the  reduced  metal,  which  would  otherwise  be  incapable  of  coalescing  into  a  connected 
mass,  whether  by  fusion  or  otherwise.  These  fluxes,  according  to  the  nature  of  the 
process,  may  be  either  lime,  magnesia  or  other  alkaline  bases,  alumina,  or  in  some 
eases  the  oxides  of  iron  or  manganese.  The  heat  required  for  this  operation  is 
very  considerable,  and  requires  a  considerable  consumption  of  fuel  above  that 
necessary  for  the  reduction  and  fusion  of  the  metal.  A  further  and  still  larger 
source  of  expenditure  of  heat  is  due  to  the  fact  that  when  the  carbonic  acid  produced 
in  the  reduction  of  the  ore  is  exposed  to  carbon  at  a  high  temperature  it  is  partially 
reduced  with  the  production  of  carbonic  oxide,  which  escapes,  carrying  a  large  propor- 
tion of  the  total  heating  power  of  the  fuel,  unless  special  arrangements  are  adopted 
for  utilising  it. 

Practically,  therefore,  the  reactions  of  iron-smelting  may  be  expressed  synoptically 
in  the  following  manner : — • 


PRODUCTS 

Iron  :  with  some  carbon,  sili- 
con, phosphorus. 


Slag:  silica,  alumina,  and 
lime,  protoxide  of  iron 
and  manganese,  and  sul- 
phide of  calcium. 

Gases :  carbonic  acid,  and 
carbonic  oxide,  nitrogen, 
and  water. 


MATERIALS 

Iron  Ore  .  Oxides  of  iron      .      .      . '  . 

SiUca  

Alumina  and  other  earthy  matters 
Phosphate  of  Lime 
Sulphides  

Fluxes    ,   Carbonate  of  Lime 
Aluminous  minerals 
Protoxide  of  Iron  .... 
Protoxide  of  manganese 

Fuel    .   .  Carbon  

Earthy  matters  of  Ash 

Blast  .  .  Air,  with  some  water- vapour 

Production  of  malleable  iron  directly  from  the  ore. — The  simplest  processes  of  iron- 
smelting  are  those  in  which  malleable  iron  is  produced  directly  from  the  ore.  They 
are  still  practised  to  a  considerable  extent  in  India  and  other  parts  of  the  East,  and 
were  formerly  universally  employed  in  Europe,  but  now  they  have  become  almost 
extinct  j_  the  latest  representatives  being  the  Catalan  and  Corsican  forges,  and  the 
Stuck- Ofen,  or  lump-furnace,  which  is  to  be  found  in  one  or  two  places  in  eastern 
Europe.  These  processes  consist  essentially  in  the  exposure  of  pure  ore  to  the  action 
of  heat  in  small  blast-furnaces,  which  may  be  either  open  hearth-fires,  like  a  smith's 
forge,  or  have  low  shafts  or  stacks,  a  few  feet  high,  in  which  the  ore  and  fuel  are 
charged  alternately,  the  combustion  being  urged  by  a  blast  of  air  introduced  through 
one  or  more  nozzles  below.  The  operation  is  continued  until  a  lump  of  malleable  iron 
is  formed  in  the  bottom  of  the  furnace  from  the  reduction  of  the  ore,  or  a  portion  of 
the  ore ;  the  remainder  being  employed  in  fluxing  the  silica  and  other  earthy  matters 
both  in  the  ore  and  the  ash  of  the  fuel.  This  is  effected  by  a  partial  reduction  of  the 
ore  from  peroxide  of  iron— which  is  chemically  indifferent  to  silica  at  a  high  tempera- 
ture—to  the  state  of  protoxide,  which  combines  readily  with  it ;  forming  a  fusible 
slag  or  cinder  at  the  welding  temperature  of  iron.  The  spongy  and  slightly-alloyed 
mass  of  iron  so  produced  is  then  consolidated  by  hammering,  which  compacts  it  to  a 
solid  mass,  the  liquid  cinder  being  expelled  by  the  blows  of  the  hammer.  The  same 
reaction  takes  place  in  all  processes  where  no  special  fluxes  are  added  for  fluxing  the 
silica,  the  flux  being  essentially  silicates  of  protoxide  of  iron,  infusible  at  compara- 
tively low  temperatures ;  and,  under  these  conditions,  only  wrought  iron  can  be 
produced,  the  ore  not  being  kept  in  contact  with  carbon  for  a  sufSciently  long  time 
to  produce  cast  iron,  except  to  a  very  small  extent. 

The  following  are  the  principal  processes  in  which  malleable  iron  is  produced 
directly : — 

1.  The  Catalan  and  Corsican  forge. 

2.  The  German  and  American  bloomary  fires. 

3.  The  Stiiek-(3fen  or  lump-furnace. 

4.  The  Chonot  or  retort-furnace. 
6.  The  Siemens'  direct-furnace. 

Of  these  the  first  and  second  are  conducted  in  open  fires,  and  differ  only  in  details  of 
manipulation ;  the  former  using  the  ore  partly  in  tlie  state  of  lumps,  which  are  reduced, 
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and  partly  in  tho  state  of  fine  dust  ot  greillade,  which  principally  goes  into  the  slaff- 
while  in  tho  latter  the  whole  of  the  ore  is  powdered  and  clayed  in  alternate  layers  with 
the  fuol.  The  Stuck-  Ofcn  is  larger  than  the  open  fire,  and  the  operation  is  continued  for 
several  hours ;  the  lump  of  reduced  iron  being  removed  by  breaking  away  the  breast 
of  tho  furnace,  instead  of  pulling  it  out  from  tlio  top.  Tlie  common  Indian  method  of 
malung  iron  is  conducted  in  a  furnace  of  this  class,  but  of  very  small  dimensions  • 
not  more  than  5  or  6  feet  high,  instead  of  16  or  20  feet,  as  is  tised  in  Europe  In 
the  Chonot  and  similar  processes  tlie  reduction  is  efToeted  in  fire-clay  retorts  with 
tho  production  of  spongy  masses  of  iron ;  while  in  the  last,  or  Siemens'  process 
which  IS  of  recent  introduction,  the  ore  is  melted  in  a  cylindrical  vessel,  with  a  refrac- 
tory lining,  and  reduced  by  churning  it  up  with  carbonaceous  matter  ;  lime,  or  other 
fluxes,  being  previously  introduced  to  combine  with  the  silica,  and  prevent  unnecessarv 
loss  of  iron  by  scorlfication. 

In  the  Catalan,  or  French  method,  the  ore  previously  roasted  in  a  kiln  is  afterwards 
strongly  torrefied  in  the  forge  before  tho  smelting  begins ;  operations  which  follow  in 
immediate  succession.  Ores  treated  in  this  way  should  be  very  fusible  and  very 
rich ;  such  as  black  oxide  of  iron,  haematites,  and  certain  spathose  iron  ores.  From 
100  parts  of  ore,  50  of  metallic  iron  have  been  procured,  but  the  average  product 
is  35.  The  furnaces  employed  are  rectangular  hearths,  figs.  1212  and  1213,  the 
water-blowing  machine  being  employed  to  give  the  blast.  There  are  three  varie- 
ties of  this  forge  :  the  Catalan,  the  Navarrese,  and  tho  Biscayan.  The  dimensions 
of  the  first,  the  one  most  generally  employed,  are  as  follow:  21  inches  long,  in 
the  direction  p  f,  Jig.  1213  ;  18^  inches  broad,  at  the  bottom  of  the  hearth  or  creuset, 
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in  the  line  A  b  ;  and  17  inches  deep.  Jig.  1212,  The  tuyfere,  g  p,  is  placed  9^  inches 
above  the  bottom,  so  that  its  axis  is  directed  towards  the  opposite  side,  about  2  inches 
above  the  bottom.  But  it  must  bo  moveable,  as  its  inclination  needs  to  be  changed, 
according  to  the  stage  of  the  operation,  or  the  quantity  of  the  ores.  It  is  often  raised 
or  lowered  with  pellets  of  clay  ;  and  even  with  a  graduated  circle,  for  the  workmen 
make  a  great  mystery  of  this  matter.  The  hearth  is  lined  with  a  layer  of  brasque 
(loam  and  charcoal-dust  worked  together),  and  the  ore,  after  being  roasted,  is  sifted  ; 
the  small  powder  being  set  aside  to  be  used  in  the  course  of  the  operation.  The 
ore  is  piled  up  on  the  side  opposite  to  the  blast  in  a  sharp  saddle  ridge,  and  it 
occupies  one-third  of  the  furnace.  In  the  remaining  space  of  two-thirds  the  char- 
coal is  put.  To  solidify  the  small  ore  on  the  hearth,  it  is  covered  with  moist  cinders 
mixed  with  clay. 

The  fire  is  urged  with  moderation  during  the  first  two  hours,  the  workman  being 
continually  employed  in  pressing  down  more  charcoal  as  the  former  supply  burns 
away,  so  as  to  keep  the  space  full,  and  prevent  the  ore  from  crumbling  down.  By  a 
blast  so  tempered  at  the  beginning  the  ore  gets  well  calcined,  and  partially  reduced 
in  tho  way  of  cementation.  But  after  two  hours,  the  full  force  of  the  air  is  given ; 
at  which  period  the  fusion  ought  to  commence.  It  is  easy  to  see  whether  the  torre- 
faction  be  sufficiently  advanced  by  the  aspect  of  the  flame,  as  well  as  of  tlie  ore,  which 
becomes  spongy  or  cavernous ;  and  the  workman  now  completes  the  fusion,  by  de- 
taching the  pieces  of  ore  from  the  bottom,  and  placing  them  in  front  of  the  tuyere. 
When  the  fine  siftings  are  afterwards  thrown  upon  the  top,  they  must  bo  watered, 
to  prevent  their  being  blown  away,  and  to  keep  thera  evenly  spread  over  the  whole 
surface  of  the  light  fuel.  They  increase  the  quantity  of  the  products,  and  give  a 
proper  fusibility  to  the  scorise.  When  the  scoriae  are  viscid,  the  quantity  of  siftings 
must  be  diminished;  but  if  thin,  they  must  be  increased.  Tho  excess  of  slag  is 
allowed  to  run  olF  by  the  chio  or  floss-hole.  The  process  lasts  from  five  to  six  hours, 
after  which  the  pasty  mass  is  taken  out,  and  placed  under  a  hammer  to  be  cut  into 
lumps,  which  are  afterwards  forged  into  bars. 

•Each  mass  presents  a  mixed  variety  of  iron  and  steel,  in  proportions  which  may  bo 
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modified  at  pleasure ;  for,  by  using  much  of  the  siftings,  and  making  the  tuyere  dip 
towards  the  solo  of  the  hearth,  iron  is  the  chief  product ;  but  if  the  operation  be  con- 
ducted slowly,  with  a  small  quantity  of  siftings,  and  an  upraised  tuyere,  the  quantity 
of  steel  is  more  considerable.  This  primitive  process  is  favourably  spoken  of  by 
M.  Brongniart.  The  weight  of  the  lump  of  metal  varies  from  200  lbs.  to  400  lbs.  As 
the  consumption  of  charcoal  is  very  great,  amounting  in  the  Palatinate  or  Eheinkreis 
to  seven  times  the  weight  of  iron  obtained  (though  in  the  Pyrenees  it  is  only  thrice), 
the  Catalan  forge  can  be  profitably  employed  only  where  wood  is  exceedingly  cheap 
and  abundant. 

_  In  smelting  and  refining  by  a  continuous  operation,  three  different  stages  may  be 
distinguished  :— 1.  The  roasting  of  the  ore  to  expel  the  sulphur,  which  would  be  less 
easily  separated  afterwards.  The  roasting  dissipates  likewise  the  water,  the  carbonic 
acid,_  and  any  other  volatile  substances  which  the  minerals  may  contain.  2.  The  de- 
oxidisement  and  reduction  to  metal  by  exposure  to  charcoal  or  carburetted  vapours. 
3.  The  melting,  agglutination,  and  refining  of  the  metfil  to  fit  it  for  the  heavy  hammers 
where  it  gets  nerve.  There  are  several  forges  in  which  these  three  operations  seem 
to  be  united  in  a  single  one,  because,  although  still  successive,  they  are  prac- 
tised at  one  single  heating  without  interruption.  In  other  forges,  the  processes  are 
performed  separately,  or  an  interval  elapses  between  each  stage  of  the  work.  Three 
systems  of  this  kind  are  known  to  exist:—!.  The  Corsican  method;  2,  The  Catalan 
with  wood  charcoal ;  and,  3.  The  Catalan  with  coke. 

The  furnaces  of  Corsica  are  a  kind  of  semicular  basin,  18  inches  in  diameter, 
and  6  inches  deep.  These  are  excavated  in  an  area,  or  a  small  elevation  of  masonry, 
8  or  10  feet  long  by  5  or  6  broad,  and  covered  in  with  a  chimney.  This  area  is  quite 
similar  to  that  of  the  ordinary  heartlis  of  our  blast-furnaces. 

The  tuyere  stands  5  or  6  inches  above  the  basin,  and  has  a  slight  inclination  down- 
wards. In  Corsica,  and  the  whole  portion  of  Italy  adjoining  the  Mediterranean  shores, 
the  iron  ore  is  an  oxide  similar  to  the  specular  ore  of  the  Isle  of  Elba.  This  ore  con- 
tains a  little  water,  some  carbonic  acid,  and  occasionally  pyrites,  but  in  small  quantity. 
Before  deoxidising  the  ore,  it  is  requisite  to  expel  the  water  and  carbonic  acid  com- 
bined with  the  oxide,  as  well  as  the  sulphur  of  the  pyrites. 

The  operations  of  roasting,  reduction,  fusion,  and  agglutination  are  executed  in  the 
same  furnace.  These  are  indeed  divided  into  two  stages,  but  the  one  is  a  continuation 
ot  the  other.  In  the  first,  the  two  primary  operations  are  performed  at  once  :— the 
reduction  of  a  portion  of  the  roasted  ore  is  begun  at  the  same  time  that  a  portion  of 
the  raw  ore  is  roasted  :  these  two  substances  are  afterwards  separated.  In  the  second 
stage,  the  deoxidisement  of  the  metal  is  continued,  which  had  begun  in  the  preceding 
stage ;  it  is  then  melted  and  agglutinated,  so  as  to  form  a  ball  to  be  submitted  to  the 
lorge-hammer. 

The  roasted  pieces  are  broken  down  to  tlie  size  of  nuts,  to  make  the  reduction  of 
the  metal  easier.  In  executing  tlie  first  step,  the  basin  and  area  of  the  furnace  must 
be  lined  with  a  Srasg-z^e  of  charcoal-dust,  3,  4,  or  even  5  inches  thick:  over  this  brasqve 
a  mound  is  raised  with  lumps  of  charcoal,  very  hard,  and  4  or  5  inches  high  A 
semicircle  is  framed  round  the  tuyere,  the  inner  radius  of  which  is  5  or  6  inches 
Ihis  mass  of  charcoal  is  next  surrounded  with  another  pile  of  the  roasted  and  broken 
ores  which  must  be  covered  with  charcoal-dust.  The  whole  is  sustained  with  laree 
blocks  of  the  raw  ore,  which  form  externally  a  third  wall. 

These  three  piles  of  charcoal,  with  roasted  and  unroasted  ore,  are  raised  in  three 
successive  beds,  each  7  inches  thick:  they  are  separated  from  each  other  bv  a  laver 
of  charcoal-dust  of  about  an  inch,  which  makes  the  whole  24  inches  hieh  ThiCi, 
afterwards  covered  over  with  a  tliick  coat  of  pounded  charcoal. 

Ihe  blocks  of  raw  ore  which  compose  the  outward  waU  form  a  slope  -  the  Wbi. 
and  stronger- pieces  at  the  bottom,  and  the  smaller  in  the  upper  part  '  The  la?^a 
pi™  wtd'Z.''''"^^  «l^™l-d"«t,  to  enable  the^  better"to  resist  the 

_  On  the  bottom  of  the  semicircular  well  formed  within  the  charcoal  lumps  kindled 
pieces  are  thrown,  and  over  these,  pieces  of  black  charcoal ;  after  wliich  the 'blast  of 
a  water-blowing  machine  (trompe)  is  given.  The  fire  is  kept  up  by  constantly  throw- 
ing charcoal  in  o  the  central  well.    At  the  beginning  of  the  operation  it  is  t  Silt 

frin^n    r°?r  ^^^^^^^^  "^^''^  when  the  heat  becomes 

too  intense  for  the  workmen  to  come  so  near  the  hearth,  a  long  iron  rake  is  emp  Wl 
for  the  purpose.  At  the  end  of  about  3  hours,  the  two  processes  of  ro.S  ^  5 
reduction  are  commonly  finished  :  then  the  raw  no  longreSes  any  ^mef  Tnt 
the  roasted  ore,  being  softened,  unites  into  lumps  more  or  loss  coherent   ^  ' 

ine  workman  now  removes  the  blocks  of  roasted  ore  which  form  the  ni,f«^  • 
rolls  them  to  the  spot  where  they  are  to  be  broken  into  sma  1  pSs  and  "  uLT"^' 
the  brasiue  (smaU  charcoal)  which  surrounds  the  mass  of  reduced  ore. 
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conical  piles  two  or  throo  bubkote  of  d^^  ca«t,  and  on  its  top  some  ciikes  of 

the  roduood  crudo  metal  being  laid,  the  blast  is  rosuraod.  Tlio  cakes,  as  they  heat 
undergo  a  sort  of  liquation,  or  sweating,  by  the  action  of  the  earthy  glasses  on  the 
unroduced  black  oxide  present.  Very  fusible  slags  flow  down  through  the  mass  ;  and 
tho  iron  reduced  and  molted,  passes  finally  through  tho  coals,  and  falls  into  the  slag 
basin  below  To  tho  first  parcel  of  cakes  others  are  added  in  succession.  In  pro- 
portion as  the  s  ags  proceeding  from  these  run  down,  and  tho  melted  iron  falls  to 
tlio  bottom,  tlie  thin  slag  is  run  off  by  an  upper  overflow  or  chio  hole,  and  tho  reduced 
iron  kept  by  the  heat  in  the  pasty  condition,  remains  in  the  basin  :  all  its  parts  get 
agglutinated,  forming  a  soft  mass,  which  is  removed  by  means  of  a  hooked  pole  in 
order  to  bo  forged.  Each  lump  or  bloom  of  malleable  iron  requires  3  hours  and  a  half 
for  its  production. 

The  iron  obtained  by  this  process  is  in  general  soft,  very  malleable,  and  but  little 
steely.  _  In  Corsica  four  workmen  are  employed  at  one  forgo.  The  produce  of  their 
labour  is  only  about  4  cwts.  of  iron  from  10  cwts.  of  ore  and  20  of  charcoal,  mingled 
■with  wood  of  beech  and  chestnut.  Though  their  ore  contains  on  an  average  65  per 
1214  cent,  of  iron,  only  about  40  parts  are 
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It  may  be  concluded  that  there  is  a  notable 
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extracted ;  evincing  a  prodigious  waste, 
which  remains  in  the  slags. 

The  difference  between  the  Corsican 
and  the  Catalonian  methods  consists 
in  the  latter  roasting  the  ore  at  a 
distinct  operation,  and  employing  a 
second  one  in  the  reduction,  aggluti- 
nation, and  refining  of  the  metal.  In 
the  Catalonian  forges,  100  pounds  of 
iron  are  obtained  from  300  pounds 
of  ore  and  310  pounds  of  charcoal ; 
being  a  produce  of  only  33  per  cent, 
loss,  since  the  sparry  iron  ores,  which 
are  those  principally  smelted, 
contain  on  an  average  from  54 
to  56  per  cent,  of  iron.  The 
same  ores  smelted  in  the  ordi- 
nary blast-furnace  produce 
about  45  per  cent,  of  cast  iron. 
In  some  parts  of  America, 
particularly  in  the  States  of 
Vermont  and  New  Jersey,  the 
Catalan  forge  was  at  one  time 
employed  for  smelting  the  rich 
magnetic  ores  which  there 
abound.  The  form  of  this  fire 
(which  is  nearly  uniform  every- 
where), and  the  manipulation 
with  it  in  America,  is'  thus 
described  by  Overman  : — The 
whole  is  a  level  hearth  of  stone- 
work, from  6  to  8  feet  square, 
fig.  1214,  at  the  corner  of  which 
is  the  fireplace,  a,  from  21  to  30 
inches  square,  and  from  15  to  18, 
often  20,  inches  deep.  Inside  it 
is  lined  with  cast-iron  plates,  tho 
bottom  plate  being  from  2  to  3 
inches  thiclc.  Fig.  1215  repre- 
sents a  cross  section  through 
the  fireplace  and  tuyere,  commonly  called  tuo  iron  ;  d  represents  the  fireplace,  which, 
as  remarked  above,  is  of  various  dimensions.  The  tuyere  b  is  from  7  to  8  inches 
above  the  bottom,  and  more  or  less  inclined  according  to  circumstances.  Tho  blast 
is  produced  by  wooden  bellows  of  the  common  form,  or  more  generally  by  square 
wooden  cylinders,  urged  by  water-wheels.  The  ore  chiefly  employed  is  the  crystiil- 
lised  magnetic  ore.  This  ore  very  readily  falls  to  a  coarse  sand,  and  when  roasted 
varies  from  the  size  of  a  pea  to  the  finest  grain.  Sometimes  the  ore  is  employed 
without  roasting.    In  tho  working  of  such  fires  much  depends  on  the  skill  and 
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experience  of  the  workman.    The  result  is  subject  to  considerable  variation,  that 
is,  Avhother  economy  of  coal  or  that  of  ore  is  our  object.    Thus  a  modification  is 
required  in  the  construction  either  of  the  whole  apparatus  or  in  parts  of  it.  The 
manipulation  varies  in  many  respects.     One  workman  by  inclining  his  tuy^re^  to 
the  bottom,  saves  coal  at  the  expense  of  obtaining  a  poor  yield.    Another  by  carrying 
his  tue  iron  more  horizontally  at  the  commencement,  obtains  a  larger  amount  of 
iron,  though  at  the  sacrifice  of  coal.    Good  workmen  pay  great  attention  to  the 
tuyere,  and  alter  its  dip  according  to  the  state  of  the  operation.    The  general  manipu- 
lation is  as  follows : — The  hearth  is  lined  with  a  good  coating  of  charcoal-dust ;  and 
the  fire-plate,  or  the  plate  opposite  the  blast,  is  lined  with  coarse  ore,  in  case  any  is 
at  our  disposal.    If  no  coarse  ore  is  employed,  the  hearth  is  filled  with  coal,  and  the 
small  ore  piled  against  a  dam  of  coal-dust  opposite  the  tuyere,  a.    The  blast  is  at  first 
urged  gently,  and  directed  upon  the  ore,  while  the  coal  above  the  tuyere  is  kept  cool. 
Pour  hundred  pounds  of  ore  are  the  common  charge,  two-thirds  of  wliich  are  thus 
smelted,  and  the  remaining  third,  generally  the  finest  ore,  is  held  in  reserve,  to  bo 
thrown  on  the  charcoal  when  the  fire  becomes  too  brisk.    The  charcoal  is  piled  to 
the  height  of  two,  sometimes  even  three  and  four  feet,  according  to  the  amount  of  ore 
to  be  smelted.    When  the  blast  has  been  applied  for  an  hour  and  a  half,  or  two 
hours,  most  of  the  iron  is  melted,  and  forms  a  pasty  mass  at  the  bottom  of  the  hearth. 
The  blast  may  now  be  m-ged  more  strongly,  and  if  any  pasty  or  spongy  mass  yet 
remains,  it  may  be  brought  within  the  range  of  the  blast  and  melted  down.    In  a 
short  time  the  iron  is  revived,  and  the  scoriae  are  permitted  to  flow  through  the 
tapping  hole  c,  so  that  but  a  small  quantity  of  cinder  remains  at  the  bottom.  By 
means  of  iron  bars,  the  lump  of  pasty  iron  is  brought  before  the  tuyere.    If  the  iron 
is  too  pasty  to  be  lifted,  the  tuyere  is  made  to  dip  into  the  hearth ;  in  this  way  the 
iron  is  raised  from  the  bottom,  directly  before,  or  to  a  point  above  the  tuyere,  until  it 
is  welded  into  a  coherent  ball,  twelve  or  fifteen  inches  in  diameter.    This  ball  is 
brought  to  the  hammer  or  squeezer,  and  shingled  into  a  bloom,  which  is  either  cut  in 
pieces  to  be  stretched  by  a  hammer,  or  sent  to  the  rolling  mill  to  be  formed  into 
marketable  bar  iron.    A  mixture  of  fibrous  iron,  cast  iron,  and  steel,  is  the  result  of 
the  above  process  ;  the  quality  of  the  iron  depends  entirely  on  the  quality  of  the  ore, 
for  there  are  no  opportunities  for  the  exercise  of  any  skill  to  create  improvements  in 
the  proces-s — poor  ores  cannot  be  smelted  at  all.    In  Vermont,  where  the  rich  mag- 
netic ores  are  employed,  4  tons  of  ore  and  300  bushels  of  charcoal  are  required  to 
produce  1  ton  of  blooms. 

Although  the  old  process  of  making  iron  directly  from  the  ore  has  been  completely 
abandoned  in  Germany,  it  is  still  employed  to  a  considerable  extent  in  the  United 
States,  where  it  was  introduced  early  in  the  eighteenth  century;  and  has  latterly  been 
employed  in  Canada  for  the  treatment  of  the  black  magnetic  and  titaniferous  sands 
of  the  Labrador.  The  following  description  of  the  process  has  been  given  by  Dr. 
Sterry  Hunt : — The  hearth  or  furnace  (also  known  as  the  bloomary  fire,  Jersey  or 
Champlain  forge)  varies  in  length  and  breadth  in  different  localities  from  27  by  30 
inches  to  28  by  32  inches,  and  the  depth  from  20  to  25  inches  above  the  tuyere,  and 
from  8  to  14  inches  below;  the  sides  are  made  of  cast-iron  plates,  and  the  bottom 
usually  of  beaten  earth  or  cinders,  but  in  the  best-constructed  hearths  a  hoUow  cast- 
ing cooled  by_ water  is  preferred.  At  East  Middlebury  in  Vermont,  the  bottom  plate 
is  4  inches  thick,  with  a  hollow  space  of  2  inches  within  it.  The  side  plates,  which 
are  1^  inch  thick,  are  slightly  inclined  inwards,  and  rest  on  ledges  on  the  bottom 
plate.  A  water-box,  measiu-ing  12  by  8  inches,  is  let  into  the  tuyere  plate;  and  the 
water,  after  cooling  the  tuy6re,  passes  through  the  bottom  plate.  The  tuyere'  is  i^laced 
12  inches  above  the  bottom  at  such  an  inclination  that  the  blast  may  strike  the 
middle  of  the  hearth.  It  is  of  segmental  form,  measuring  1  inch  in  height  by  ^  inch 
wide.  In  front  of  the  furnace,  at  a  height  of  16  inches  above  the  bottom,  is  placed  a 
flat  iron  hearth  18  inches  wide.  The  side  plate  beneath  it  is  provided  with  a  tap-hole 
for  drawing  off  the  cinders  from  time  to  time.  The  cast-iron  plates  used  in  the  con- 
struction of  these  furnaces  last  for  two  years. 

Tlie  blast  eniployed  has  a  pressure  of  from  1^  to  \\  lb.  to  the  square  inch,  and  is 
heated  by  passing  through  a  stove  of  the  ordinary  siphon-pipe  pattern,  placed  in  an 
upper  chamber  above  the  furnace,  and  heated  bv  the  waste  flame.  The  temperature 
at  East  Middlebury  is  said  to  be  from  280°  to  320°.  The  use  of  hot  blast  is  attended 
with  a  considerable  saving  both  of  time  and  fael,  240  bushels  of  charcoal  being  suffi- 
cient to  produce  a  ton  of  bloom  -with  hot,  while  300  are  required  with  cold  blast.  The 
weight  of  the  charcoal  may  be  estimated  at  from  16  to  18  lbs.  per  bushel. 

The  working  of  the  furnace  is  conducted  in  the  following  manner: — The  fire  havinw 
been  made  up  and  the  furnace  heaped  with  charcoal,  the  ore  in  coarselv-mlvoriqRd 
form  IS  scattered  at  short  intervals  over  the  top  of  the  biu^ning  fuel,  and  in  its  n'msnfyn 
downwards  is  reduced  to  the  metallic  state,  the  grains  agglomerating  to  an  irrpmilMv 
mass  or  lump  at  the  bottom,  while  the  earthy  matters  form  a  liquid  slag  or  cinder 
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which  ia  drawn  oflf  from  tirao  to  titno  tlirough  tho  openings  In  the  front  plate.  Fresli 
ore  and  coal  are  continually  added,  until  at  the  end  of  2  or  3  hours  a  sufficiently  litrgo 
loup  18  formed.  This  is  then  lifted  before  tho  tuyiro  to  got  a  good  welding  heat  inid 
shingled  to  a  bloom  under  the  hammer,  the  reheating  of  which  is  usually  effected  in 
the  same  fire. 

In  the  larger  sized  furnaces  a  loup  of  300  lbs.  is  produced  every  3  hours,  making 
the  produce  per  day  of  24  hours,  2,400  lbs.  of  blooms ;  in  some  cases  it  is  said  1,600 
lbs.,  or  even  more,  are  produced  in  12  hours. 

The  essential  difference  between  the  Catalan  and  the  American  forgo  consists  in  the 
method  of  cliarging.  In  tho  former  tho  greater  part  of  the  charge  of  ore,  in  compara- 
tively large  lumps,  is  placed  at  tho  commencement  of  the  operation  on  the  sloping 
wall  of  the  hearth  opposite  the  tuyire,  only  tho  small  ore,  or  grcUlade,  being  added 
subsequently.  In  the  American  or  German  method,  on  the  contrary,  the  whole  of  tho 
ore  is  reduced  to  a  fine  state  of  division,  and  is  added  by  small  proportions  :  a  plan 
which  dispenses  with  the  charging  of  tho  furnace  after  each  operation,  and  permits  of 
a  continuous  system  of  working. 

In  order  further  to  economise  tho  wasto  heat,  the  plan  is  usually  adopted  in  tho 
Franche-Comt6  fire,  of  passing  the  flame  and  gases  from  two  hearths  into  a  chamber, 
which  serves  for  the  reheating  of  the  blooms  when  it  is  required  to  draw  them  out 
into  bars;  a  set  of  small  blast-pipes,  placed  just  above  the  forge,  serves  to  heat  a 
portion  of  air,  which  is  led  into  the  chamber  to  burn  any  carbonic  oxide  gas  that  may 
have  escaped.  _  The  gases  from  the  reheating  chamber  are  afterwards  employed  to 
heat  the  principal  blast  of  the  forge  in  the  usual  manner. 

At  Ausable,  in  the  State  of  New  York,  the  ores  employed  are  dressed  so  as  to  yield 
about  50  per  cent,  of  iron — 2  tons  being  required  to  make  1  ton  of  blooms  ;  while  at 
the  New  Kussia  forges,  where  a  nearly  pure  magnetite  is  smelted,  3  tons  of 
dressed  ore  are  stated  to  yield  2  tons  of  blooms.  The  loss  at  this  rate  would  not  be 
more  than  5J  per  cent,  on  the  theoretical  contents  of  the  ore :  a  result  which  could 
scarcely  be  obtained  by  any  other  method. 

At  Moisio  in  Quebec,  where  titaniferous  black  sand  is  treated,  the  results 
obtained  are  not  so  favourable,  owing  to  the  more  refractory  character  of  the  ore. 
The  tuyere  is  laid  nearly  horizontal,  as  it  was  found  that  the  strong  inclination 
used  with  coarser  ores  could  not  be  advantageously  used  with  the  fine  sands.  A  less 
dense  blast  is  also  used,  the  average  working  pressure  being  about  \  lb.  to  the  square 
inch.  Each  hearth  yields  eight  loups,  or  about  15  cwts.  in  the  day  of  24  hours  ;  the 
consumption  of  charcoal  being  at  the  rate  of  466  bushels  to  the  ton  of  blooms.  This 
charcoal  is  chiefly  produced  from  small  and  light  wood,  such  as  spruce,  fir,  and  birch, 
the  weight  being  only  15  lbs.  to  the  bushel,  about  62 J  cwts.  being  consumed  to  make 
a  ton  of  iron. 

This  very  unfavourable  result  is  due  to  the  imperfectly  cleaned  state  in  which  the  ore 
is  smelted  ;  the  quartz,  but  more  especially  the  titanic  acid,  using  up  a  large  portion 
of  the  protoxide  of  iron,  in  order  to  form  a  slag.  The  amount  of  titanic  acid  in  the 
slags  is  in  some  cases  as  high  as  34  per  cent,  and  the  iron  from  40  to  62  per  cent. 
By  the  use  of  magnetic  machines  for  separating  the  ore  before  treating  it  in  tho  furnace, 
it  would  be  possible  to  remove  the  non-magnetic  and  more  highly  titaniferous  part, 
which  is  practically  worthless,  leaving  a  comparatively  pure  magnetite,  which  could 
be  more  advantageously  smelted. 

Tho  quality  of  the  iron  produced  in  the  bloomary  fire  at  Moisie  is  said  to  be  very 
superior,  as  the  result  of  experiments  made  upon  it  in  England  shows  that  it  possesses 
a  tensile  strength  equal,  or  superior,  to  that  of  the  best  Yorkshire  iron,  and  works 
easily  both  cold  and  hot.  This  excellence  is  to  be  attributed  to  the  almost  perfect 
freedom  of  tho  magnetic  sand  from  sulphur  and  phosphorus.  A  sample  taken  from 
a  bloom  when  examined  gave  only  '0094  per  cent,  of  sidphur  and  '00184  per  cent,  of 
phosphorus,  and  no  trace  of  titanium  could  be  found. 

The  Fourneaux  a  piece  of  the  French,  or  Stitck-Ofen  of  the  Germans,  resembles  fg. 
514,  Copper.  The  tuyere  (not  shown  there),  having  a  dip  towards  the  bottom  of  the 
liearth  where  the  smelted  matter  collects.  When  the  operation  is  finished,  that  is  at 
least  once  in  every  24  hours,  one  of  the  sides  of  the  hearth  must  be  demolished,  to 
take  ouc  the  pasty  mass  of  iron,  moro  or  less  pure.  This  furnace  holds  a  middle 
place  in  the  treatment  of  iron,  between  tho  Catalan  forge  and  the  cast-iron  Floss-Ofen, 
or  high  blast-furnaces.  The  Stilck-Ofen  are  from  10  to  15  feet  high,  and  about  3  feet 
in  diameter  at  the  hearth.  Most  usually  there  is  only  one  aperture  for  the  tuyere  and 
for  working;  with  a  small  one  for  the  escape  of  the  slag;  on  which  account,  the 
bellows  are  removed  to  make  way  for  the  lifting  out  of  tho  lump  of  mot;il,  which  is 
done  through  an  opening  loft  on  a  level  with  tho  solo,  temporarily  closed  with  bricks 
and  potter's  clay,  while  the  furnaco  is  in  action. 


IRON 


941 


This  outlet  being  closed,  and  the  furnace  filled  mth  charcoal,  fire_  is  kindled  at  the 
bottom.  Whenever  the  whole  is  in  combustion,  the  roasted  ore  is  introduced  at  the 
top  in  alternate  charges  -with,  charcoal,  till  the  proper  quantity  has  been  introduced. 
The  ore  falls  down  ;  and  whenever  it  comes  opposite  to  the  tuyere  the  slag  begins  to 
flow,  and  the  iron  drops  down  and  collects  at  the  bottom  of  the  hearth  into  the  mass  or 
Siilck  ;  and  in  proportion  as  this  mass  increases,  the  floss-hole  for  the  slag  and  the  tuyira 
is  raised  higher.  When  the  quantity  of  iron  accumiilated  in  the  hearth  is  judged,  to 
bo  sufficient,  the  bellows  are  stopped,  the  scoriae  are  raked  off,  the  little  brick  wall  is 
taken  down,  and  the  mass  of  iron  is  removed  by  rakes  and  tongs.  This  mass  is  then 
flattened  under  the  hammer  into  a  cake  from  .3  to  4  inches  thick,  and  is  cut  into  two 
lumps,  which  are  submitted  to  a  new  operation ;  where  it  is  treated  in  a  peculiar 
refinery,  lined  with  charcoal  brasqtce,  and  exposed  to  a  nearly  horizontal  blast.  The 
above  mass  seized  in  the  jaws  of  powerful  tongs,  is  heated  before  the  tuyere  ;  a  por- 
tion of  the  metal  fiows  down  to  the  bottom  of  the  hearth,  loses  its  carbon  in  a  bath, 
of  rich  slags  or  fused  oxides,  and  forms  thereby  a  mass  of  iron  thoroughly  refined. 
The  portion  that  remains  in  the  tongs  furnishes  steel,  which  is  drawn  out  into  bars. 

This  process  is  employed  in  Carniola  for  smelting  a  granular  oxide  of  iron.  The 
mass  or  Stiick  amounts  to  from  15  to  20  hundred-weight  after  each  operation  of  24 
hours.  Eight  strong  men  are  required  to  lift  it  out,  and  to  carry  it  under  a  large  hammer, 
where  it  is  cut  into  pieces  of  about  1  cwt.  each.  These  are  afterwards  refined,  aud 
drawn  into  bars  as  above  described.  These  furnaces  are  now  almost  generally  aban- 
doned on  the  Continent,  in  favour  of  charcoal  high  or  blast-furnaces. 

Chenofs  Process. — As  far  back  as  1823,  M.  Adrien  Chenot  introduced  a  process  for 
preparing  metallic  iron,  in  a  spongy  form,  direct  from  the  ore  by  cementation  in 
charcoal.  The  ore  usually  employed  in  this  process  is  brown  haematite,  which,  in  the 
form  of  lumps,  is  mixed  with  wood-charcoal  in  more  than  sufBcient  quantity  to  effect 
its  deoxidation.  The  furnace  used  for  reduction  consists  of  a  cubic  pedestal  of  masonry, 
surmounted  by  a  truncated  cone,-  and  containing  two  rectangular  chambers  or  retorts, 
which  widen  in  the  lower  part  to  facilitate  the  descent  of  the  reduced  charge.  Each 
retort  is  surrounded  by  a  series  of  vertical  flues,  communicating  below  with  the  fire- 
places and  above  with  a  large  flue.  The  reduced  iron  is  discharged  from  the  retorts 
on  to  a  special  cooler,  where  oxidation  is  prevented.  The  daily  charge  of  a  furnace, 
working  with  a  single  retort,  at  Hautmont,  consisted  of  about  1^  ton  of  calcined 
Sommorostro  ore  (containing  55  per  cent,  of  iron),  and  about  ^  ton  of  wood-charcoal. 
This  charge  would  yield  about  12  cwts.  of  iron-sponge,  and  about  2  cwts.  of  charcoal 
would  be  regained  as  the  excess  over  the  quantity  needed  for  reduction.  At  the  same 
time  there  is  about  1  ton  6  cwts.  of  coal  consumed  as  fuel.  The  reduction  occupies 
three  days,  but  as  the  freshly-formed  sponge  is  allowed  to  remain  three  days  in  the 
cooler,  the  entire  process  occupies  six  days.  When  perfectly  reduced,  the  iron  sponge 
presents  a  bright  grey  colour,  and  is  so  soft  that  it  maybe  readily  sliced  with  a  knife; 
it  is  easily  ignited,  and  when  set  on  fire  burns  until  it  is  completely  oxidised.  The 
specific  gravity  is  very  variable,  but  the  average  is  about  1-25. 

In  addition  to  the  '  external '  or  '  indirect '  method  described  above,  Chenot's  sponge 
may  be  obtained  by  an  'internal'  or  '  direct'  method,  in  which  the  ore  is  reduced  not 
by  means  of  solid  charcoal,  but  by  a  hot  current  of  carbonic-oxide  gas.  The  furnace  in 
which  this  reduction  is  effected  is  similar  to  that  used  for  the  indirect  process,  excepting 
that  the  reducing  chamber  is  connected  with  gas-furnaces  for  generating  the  carbonic 
oxide.  A  modification  of  Chenot's  direct  method,  by  M.  Tourangin,  has  been  used  both 
in  France,  and  near  Bilbao,  in  Spain.  The  iron-sponges  are  balled  up  in  a  charcoal 
hearth.  It  shoiild  be  remarked,  that  the  raw  material  suited  for  Chenot's  process 
should  be  a  pure  ore,  such  as  haematite  or  spathose  ore,  porous  in  texture  and  not 
fusible  at  the  temperature  at  which  the  reduction  is  effected.  ' 

Gtirlt's  Process. — In  1857,  Dr.  Adolph  Giu-lt  introduced  a  process  for  reducing  iron- 
ores  by  means  o{  gaseous  fuel,  maintaining  that  either  cast-iron  steel,  or  wrought-iron 
could  be  obtained  according  to  the  proportion  of  carbon  in  the  reducing  gases. 
It  was  said  that  the  process  effected  a  saving  of  about  60  per  cent,  of  fuel* 
compared  with  that  consumed  in  the  blast-furnace.  The  reduction  and  cementation 
of  the  ore  requires  a  current  of  reducing  gases,  which  may  be  generated  at  a  moderate 
temperature  ;  but  the  fusion  of  the  reduced  iron  must  be  effected  at  a  higher  tempera- 
ture in  a  current  of  neutral  gas,  that  is  to  say,  neither  reducing  nor  oxidising.  Hence 
the  jprocess  was  resolved  into  two  operations  conducted  in  separate  furnaces.  "  The  re- 
duction was  effected  in  a  furnace  with  a  shaft  similar  to  that  of  an  ordinary  blast- 
furnace, and  supplied  with  carbonic  oxide  from  a  gas-generator.  The  fusion  was 
conducted  in  a  closed  hearth,  connected  with  two  gas-generators,  and  siipplied  with  a 
blast  through  tuyeres.  Experiments  made  by  Gurlt,  in  1857,  at  the  Eheinbach  Hiitfn 
near  Bonn,  decidedly  failed,  but  the  process  was  afterwards  successfuUv  worl-od  in  1^ 
modified  form,  at  Santa  Aria  de  Bolueta,  in  Biscay.    The  ore  used  at  Boketk  was 
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Sommorostro  brown  hsematite,  containing  about  65  per  cent,  of  iron.  TIio  gaBos  wero 
genorated  from  oak-  and  booch-wood  charcoal.  The  iron  was  obtained  in  sponjrv 
masses,  having  the  form  of  the  pieces  of  ore  from  which  they  were  reduced  The 
sponge  was  protected  from  oxidation  by  cooling  under  charcoal-dust.  Three  charces 
were  worked  daily;  these  consisted  in  the  aggregate  of  72  cwts.  of  ore,  with  18*  cwts. 
of  charcoal  and  produced  26j  cwts.  of  iron-sponge.  Gurlt's  fusion-furnace  was  not 
employed  at  Bolueta,  but  the  sponges  wore  weldedin  the  Catalan  forgo.  Every  100  Iljs 
ot  hnishcd  bar-iron  represented  a  consumption  of  285  lbs.  of  raw  ore,  and  174  lbs  of 
wood-charcoal  It  is  maintained  that  the  loss  of  iron  is  compensated  by  the  saving  in 
fuel ;  hence  tlie  process  has  been  recommended  where  fuel  is  dear,  and  a  supply  of 
pure  and  porous  ores  is  readily  accessible. 

Siemcns's  processes  for  the  direct  'production  of  malleable  iro».— The  production  of 
wrought  iron  or  steel  directly  from  the  ore  has  recently  been  brought  prominently  into 
notice  by  Mr.  Siemens,  who  has  adopted  several  methods  based  upon  the  use  of  his 
regenerative  gas-furnace  for  this  purpose.  The  following  are  some  of  the  methods 
employed,  as  described  by  the  inventor  : — 

A  Method  of  producing  spongy  iron  hy  tneans  of  a  rotative  furnace.— T^Yne  furnace 
consisted  of  a  long  cylindrical  tube  of  iron  of  about  8  feet  diameter,  mounted  upon 
antifriction  rollers  ;  the  brick  lining  of  it  was  mounted  with  longitudinal  passages  for 
heating  currents  of  air  and  gas,  prior  to  their  combustion  at  the  one  extremity  of  the 
rotary  chamber.  The  flame  produced  passes  thence  to  the  opposite  or  chimney  end, 
where  a  mixture  of  crushed  ore  and  carbonaceous  material  was  introduced.  By  the 
slow  rotation  of  this  furnace,  the  mixture  advanced  continually  to  the  hotter  end  of 
the  chamber,  and  was  gradually  reduced  to  spongy  iron.  This  dropped  through  a 
passage  constructed  of  refractory  material  on  to  the  hearth  of  a  steel  melting  furnace, 
where  a  bath  of  fluid  pi^-metal  had  been  provided.  The  supply  of  reduced  ore  was 
continued  till  the  carbon  m  the  mixture  was  reduced  to  the  minimum  point  before 
indicated.  The  rotation  was  then  arrested  to  prevent  further  descent  of  reduced  ore ; 
Spiegel  was  added,  and  the  contents  of  the  melting-furnace  tapped  into  a  ladle,  and 
thence  into  ingots. 

This  rotary  furnace  was  erected  by  Mr.  Siemens  at  the  Landore  Works,  in  1869,  and 
it  was  so  far  successful,  as  the  reduction  of  the  ore  was  accomplished  in  a  compara* 
tively  short  time.  A  difficulty,  however,  presented  itself,  which  led  to  its  immediate 
abandonment ;  it  was  found  that  the  spongy  metal  produced  absorbed  sulphur  from 
the  heating  gases,  and  was  rendered  unfit  for  the  production  of  steel ;  the  spongy  iron, 
moreover,  upon  its  introduction  into  the  steel  melting  furnace,  floated  upon  the  metallic 
bath  without  being  readily  absorbed  into  it,  and  was  in  great  part  reoxidised  and 
converted  into  slag  by  the  action  of  the  flame  in  the  furnace. 

These  experiments  proved  that  the  successful  application  of  reduced  ores  could  not 
be  accomplished  through  their  conversion  into  spongy  metals,  and  fully  explained  the 
want  of  success  which  had  attended  the  previous  efforts  of  Clay,  Chenot,  Yates,  and 
others  to  produce  iron  directly  from  the  ore.  On  the  other  hand,  Mr.  Siemens  observed 
that  in  melting  iron  ores  no  sulphur  was  absorbed  from  the  flame ;  and  it  occurred  to 
him  that  by  melting  ores  mixed  with  fluxing  materials  in  a  furnace  so  arranged  as  to 
accomplish  its  fusion  in  a  continuous  manner  and  on  a  large  scale,  the  fused  ore  might 
be  acted  upon  by  solid  carbonaceous  matter,  so  as  to  separate  the  metallic  iron  in  a 
more  compact  form,  while  tlie  earthy  constituents  of  the  ore  would  form  a  fusible  slag 
with  the  fluxing  material.  Experiments  proved  that  this  reduction  by  precipitation 
of  the  iron  could  be  accomplished  only  at  an  intense  heat,  exceeding  the  welding  heat 
of  iron,  but  that  the  iron  so  produced  was  almost  chemically  pure,  although  the  ores 
and  the  fuel  used  might  contain  a  very  considerable  percentage  of  sulphur  and  phos- 
phorus. 

The  furnace  used  for  carrying  out  this  process  of  fusion  and  precipitation  consists 
of  a  reverberatory  gas-furnace,  having  two  beds  formed  by  the  ore  itself :  on  the 
upper  bed  a  lake  of  fused  ore  is  formed,  which  can  be  let  off  into  the  lower  bed  by 
piercing  the  intervening  bank  of  unfused  ore ;  the  lower  bed  is  divided  into  two 
compartments,  each  provided  with  a  door,  used  alternatelj^.  The  dense  carbonaceous 
material,  such  as  anthracite  or  hard  coke,  to  be  used  for  the  precipitation  of  the  iron 
in  the  lower  bed,  is  reduced  to  a  state  of  powder  and  mixed  with  about  an  equal 
weight  of  pulverulent  ore.  This  mixture  is  spread  over  the  bottom  surface  of  the 
working  bed,  and  the  fluid  ore  is  let  in  upon  it.  By  stirring  with  a  rabble  it  is 
transformed  into  a  pasty  and  foaming  mass,  which  in  the  course  of  from  40  to  60 
minutes  is  shaped  into  a  metallic  ball  in  a  bath  of  fluid  cinder,  which  may  be 
shingled  in  the  usual  manner  and  formed  into  bar-iron,  or  transferred  to  the  pig- 
iron  bath  of  a  steel  melting  furnace,  where  it  readily  dissolves.  The  accomplishment 
of  this  process  involves,  however,  a  certain  degree  of  manual  laboiu*  and  skill,  as, 
if  it  bo  carelessly  conducted,  the  yield  of  iron  will  bo  unsatisfactory.    Tho  analysis 
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of  the  slags  shows  a  variable  percentage  of  iron,  amounting  rarely  to  less  tlian  15 
per  cent.,  but  reading  occasionally  up  to  40  per  cent. 

A  form  of  rotating  furnace,  represented  in  fig.  1217  in  longitudinal  section,  and  in 
an  end  elevation  in  fig,  1216,  has  been  found  to  give  very  successful  results  in  practice. 
It  consists  of  a  cylindrical  chamber  of  wrought  iron  mounted  upon  friction-rollers,  and 
capable  of  receiving  motion  at  diiFerent  speeds  from  pairs  of  spur-wlieels  driven  by  a 
steam-engine.  The  arrangements  for  forcing,  which  are  those  of  the  usual  regenera- 
tive gas-furnace,  are  placed  at  one  end  of  the  cylinder,  while  the  other  is  closed  by  a 
working  door  with  a  stopper-hole  like  tliat  of  an  ordinary  reverberatory  furnace,  as 

1216 


seen  in  fig,  1216.  The  slags  are  received  into  a  waggon,  which  runs  upon  a  railway, 
in  a  pit  below  the  cylinder.  The  lining  or  fettling  of  the  cylinder  Is  formed  of  a 
bauxite  or  aluminous  iron  ore,  which  is  ground  up  with  a  little  graphite,  and  strongly 
heated.  The  iron  of  the  ore  is  thus  reduced  to  the  metallic  state ;  and  the  alumina, 
from  the  intense  and  long-continued  heating,  is  converted  into  a  dense  substance 
resembling  emery,  which  is  capable  of  resisting  abrasion  by  the  materials  of  the 
charge,  as  well  as  being  unaflEected  chemically. 
The  rotative  furnace  is  worked  as  follows  : — 

The  ore  to  be  smelted  is  broken  up  into  fragments,  not  exceeding  the  size  of  peas  or 
beans ;  to  it  is  added  lime  or  other  fluxing  material  in  such  proportion  that  the  gangue 
contained  in  the  ore  and  flux  combines  with  only  a  little  protoxide  of  iron  into  basic 
and  fluid  slag.  If  the  ore  is  heematite,  or  contains  silica,  it  is  preferable  to  add  alumina 
m  the  shape  of  aluminous  iron  ore  ;  manganiferous  iron  ore  may  also  be  added  with 
advantage.  A  charge  of  say  20  cwts.  of  ore  is  put  into  the  furnace  when  fully  heated 
while  It  IS  slowly  revolving.  In  about  40  minutes  this  charge  of  ore  and  fluxina: 
material  will  have  been  heated  to  a  bright  redness,  and  from  this  time  from  5  cwts  to 
6  cwts.  of  small  coal  of  uniform  size  (not  larger  than  nuts)  are  added  to  the  charge 
whilst  the  rotative  velocity  is  increased  in  order  to  accelerate  the  mixture  of  coal'  and 
ore.  A  rapid  reaction  is  the  result;  the  peroxide  of  iron  being  reduced  to  magnetic 
oxide  begins  to  fuse,  and  at  the  same  time  metallic  iron  is  precipitated  bv  each  nipno 
of  carbon,  while  the  fluxing  materials  form  a  fluid  slag  with  the  siliceous  gangue  of  the 
ore.    The  slow  rotative  action  is  again  rasorted  to,  whereby  the  mass  is  turned  over 
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and  over,  presenting  continually  new  surfaces  to  tlie  heated  lining  and  to  the  flanae 

within  the  rotator.  _  .       ,    ,  „      .1      •  i  c 

During  the  time  of  this  reaction,  carbonic  oxide  gas  is  evolved  from  the  mixture  _ot 
ore  and  carbon,  and  heated  air  only  is  introduced  from  the  regenerator,  to  effect  its 
combustion  within  the  rotating  chamber.  The  gas  from  the  gas-producers  is  entirely,^ 
or  almost  entirely,  shut  oif  during  this  portion  of  the  process.  When  the  reduction  of 
the  iron  ore  is  thus  nearly  completed,  the  rotator  is  stopped  in  the  proper  position  for 
tapping  off  the  fluid  cinder;  after  this  the  quick  speed  is  imparted  to  the  rotator, 
whereby  the  loose  masses  of  iron  contained  in  it  are  rapidly  collected  into  two  or  three 
metallic  balls.  These  are  taken  out  and  shingled  in  the  usual  way  of  consolidating 
puddled  balls  ;  the  furnace  is  tapped  again,  and  is  ready  to  receive  another  charge  of 
ore.  The  time  occupied  in  working  one  charge  rarely  exceeds  two  hours  :  and  sup- 
posing that  10  cwts.  of  metallic  iron  is  got  out  per  charge,  the  apparatus  is  capable  of 
turning  out  at  least  5  tons  of  puddled  bar  per  diem.  If  anthracite  or  hard  coke  is 
available  for  effecting  the  reduction  of  the  ore,  it  should  be  crushed  much  finer  than 
when  coal  or  brown  coal  is  used,  the  idea  being  that  each  particle  of  the  reducing  agent 
should  be  consumed  during  the  period  of  chemical  reduction.  If  wood  is  used,  it  must 
be  charged,  for  the  same  reason,  in  still  larger  pieces. 

It  is  feasible  to  push  the  operation  within  the  rotator  to  the  point  of  obtaining  cast 
steel.  If  this  is  intended,  the  relative  amount  of  carbonaceous  matter  is  somewhat 
increased  in  the  first  instance,  so  that  the  ball  if  shingled,  would  be  of  the  nature  of 
puddled  steel,  or  contain  even  more  carbon  mechanically  enclosed. 

It  may  however  be  asked,  why  the  rotating  furnace  should  admit  of  the  complete 
combustion  of  carbon,  whereas  in  the  blast-furnace  such  complete  combustion  is,  as  is 
well  known,  not  possible,  because  each  atom  of  carbonic  acid  formed  would  immediately 
split  up  into  two  atoms  of  carbonic  oxide  by  taking  up  another  equivalent  of  carbon 
from  the  coke  present  ?  The  following  explanation  will  serve  to  elucidate  this  point : 
In  the  rotative  furnace  streams  of  carbonic  oxide  are  set  up  within  the  mass  under 
reaction,  and  this  carbonic  oxide  on  reaching  the  surface  meets  the  current  of  intensely- 
heated  air  proceeding  from  the  regenerators,  and  completes  with  its  perfect  combustion 
within  the  free  space  of  the  chamber.  The  carbonic  acid  thus  generated  comes  in  no 
further  contact  with  the  carbon,  consequently  it  cannot  split  up,  but  is  drawn  away 
unchanged  into  the  chimney,  while  the  evolved  heat  is  taken  up  by  the  sides  of  the 

chamber,  and  transmitted  by  reverberation  and  conduction  to  the  mixture  of  ore,  fluxes, 

and  coal. 

Charcoal  Blast-Furnace. — The 

general  form  of  the  charcoal  blast- 
furnace, as  used  in  the  United 

States,  where  this  fuel  ia  com- 
mon, is  shown  in  vertical  section 

in  jiff.  1219,   and    in  section 

through  the  tuyere  arches  in 

Jiff.  1218.   The  ores  designed  to 

be  smelted  in  this  furnace  are 

hydrated  oxides  of  iron,  such 

as  brown  haematite,  brown  iron- 
stone, pipe-ore,  and  bog-ores. 

The  height  is  35  feet ;  hearth 

from  base  to  the  boshes,  5  feet  6 

inches ;  width  at  the  bottom,  24 

inches ;  and  at  top,  36  inclaes. 

The    tuyeres    are    20  inches 

above  the  base.    The  boshes  are 

9  feet  6  inches  in  diameter,  and 

measure  from  the  top  of  the 

crucible  4  feet,  which  gives  about 

60°  slope.  The  blast  is  con- 
ducted through    sheet-iron  or 

cast-iron  pipes  laid  below  the 

bottom  stone  into  the  tuyires. 

The  top  is  furnished  with  a 

chimney,  by  which  the  blaze  from 

the  tunnel  head  is  drawn  off. 

Around  the  top  is  a  fence  of  iron 

or  wood.    Fig.  1220  shows  the 

niethod  of  preparing  and  arranging  the  hearthstones,    d  is  the  bottom  stone  made 

of  ft  fine  close-grained  sandstone,  from  12  to  16  inches  thick,  at  least  4' feet  wide  and 
Vol.  JLl,  3  P  ' 
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6  feet  long  ;  it  reaches  underneath  at  least  half  of  the  dam-stone  b.  This  bottom  stone 
is  -well  bedded  in  fire-clay,  mixed  -with  three-fourths  sand.  After  tho  bottom  stone 
is  placed,  the  upper  part  of  which  must  be  three-fourths  of  an  inch  lower  at  the  dam- 


1219 


1220 


stone  than  at  tho  back,  the  two 
side  stones,  c,  are  laid  embedded 
in  fire-clay.  These  stones  must 
be  at  least  6  feet  and  a  half 
long,  reaching  from  18  inches 
behind  the  crucible  to  the  middle 
of  the  dam-stone.  Their  form  is 
most  commonly  square,  that  is,  a 
prism  of  four  equal  sides ;  the 
transverse  section  of  the  grain 
must  be  in  all  cases  placed  to- 
wards the  fire;  the  side  stones 
are  sometimes  square,  but  often 
bevelled  according  to  the  slope  of 
the  hearth.  Upon  these  stones 
the  tuyere  stones,  d,  are  bedded ; 
the  latter  suffer  much  from  heat, 
and  therefore  ought  to  be  of 
the  best  quality.  They  should 
be  from  20  to  24  inches  square, 
or  even  larger :  the  tuyere  holes, 
f,  a  kind  of  taper  arch,  are  cut 
out  before  the  stones  are  bedded. 
These  stones  do  not  reach  further 
than  to  the  front  or  tymp-stone,  g, 
and  are  therefore  scarcely  4  feet 
long ;  the  top  stone  e,  is  generally 
sufficiently  high  to  raise  at  once 
the  crucible  to  its  destined  height. 
After  both  sides  are  finished,  tho 
back  stone  I  is  put  in,  and  then 
the  tymp-stone,  g ;  the  space  be- 
tween the  hearthstones  and  the 
rough  wall  of  the  furnace  stack 
is  filled  and  walled  up  with 
common  brick  or  stones. 

In  starting  a  charcoal  furnace, 
it  is  first  thoroughly  dried  by 
burning  a  fire  for  several  weeks 
in  the  interior,  which  has  a 
temporary  lining  of  bricks.  The 
lower  part  of  the  furnace  or  the 
hearth  is  then  filled  gradually 
■with  charcoal,  and  when  tho  fuel 
is  well  ignited,  and  the  furnace 
half  filled,  ore  may  be  charged 
in  ;  but  it  is  sometimes  advisable 
to  increase  the  draught  by  form- 
ing grates  by  laying  across  the 
tymp  a  short  iron  bar,  as  high  up  as  the  dam-stone,  by  resting  upon  this  bar  six  or 
seven  other  bars  or  ringers,  and  by  pushing  their  points  against  the  back  stone  of 
the  hearth.  There  is  not  much  iron  made  during  the  first  24  hours;  most  of  the 
ore  is  transformed  into  slag,  and  the  iron  which  comes  down  gets  cold  on  the  bottom 
stone,  where  it  is  retained ;  the  blast  should  not  be  iirged  too  fast  at  first,  but  in- 
creased gradually,  in  order  to  avoid  the  serious  evil  arising  from  a  cold  hearth  ;  it 
all  goes  on  well,  the  hearth  wiU  be  free  from  cold  iron  or  clinkers  in  a  week,  the 
yield  of  iron  will  increase,  and  the  burden  may  be  increased  likewise.  I  lie  average 
charge  of  charcoal,  which  should  bo  dry,  coarse,  and  hard,  is  about  Lj  bushels.  Ac- 
cording to  Overman's  experience,  the  most  favourable  height  for  a  charcoal  furnace  is 
36  or  36  feet ;  if  below  this  standard  they  consume  too  much  fuel,  if  above  they  are 
troublesome  to  work  ;  if  it  be  desired  to  enlarge  the  capacity  of  a  furnaco,  he  thinks 
it  better  to  increase  the  diameter  of  the  boshes,  or  to  curve  tho  vortical  section  Ihere 
is  much  difference  of  opinion  amongst  managers  of  furnaces  on  the  subject  ot  the 
proper  size  for  tho  throat  of  tho  furnaco ;  tho  tendency  of  narrow  throats  woiUd  seem 
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to  be  to  consume  more  coal  than  wide  ones,  inasmuch  as  in  Pennsylvania  and  through- 
out the  whole  west,  wliera  narrow  tops  are  preferred,  the  consumption  of  charcoal  per 
ton  of  iron  is  from  160  to  180  bushels,  while  in  the  State  of  New  York,  and  further 
east,  where  the  furnace  throats  are  wider,  the  consumption  is  from  120  to  130  bushels. 
Another  subject  which  demands  the  strictest  attention  is  the  regulation  of  the  blast. 
A  weak  soft  charcoal  will  not  bear  a  much  greater  pressure  than  from  half  a  pound 
to  five-eighths  of  a  pound  to  the  square  inch ;  strong  coarse  charcoal  will  bear  from 
three-quarters  of  a  pound  to  a  pound  ;  and  again,  it  may  be  laid  down  as  a  rule,  that 
the  larger  the  throat  in  proportion  to  the  boshes,  the  stronger  ought  to  be  the  blast, 
and  that  a  narrow  top  and  wide  boshes,  while  they  permit  a  weaker  blast,  in^'olve  the 
loss  of  much  fuel.  In  every  case  a  careful  roasting  of  the  ores  at  cha-rcoal  furnaces 
wdl  prove  advantageous ;  this  is  the  surest  means  of  saving  coal  and  blast,  and  of 
avoiding  more  annoyances  in  the  working  of  the  furnaces. 

The  above  account  represents  the  form  of  blast-furnace  as  constructed  at  the  time 
of  the  former  edition  of  this  work.  Other  modifications  have  since  been  introduced 
mainly  m  the  direction  of  increased  size,  and  the  avoidance  of  strongly-contracted 
slopes  as  sudden  changes  in  dimensions. 

English  Process  of  Iron-maJcmg.—Tha  'Mineral  Statistics  '  gives  us  the  quantity  of 
pig-iron  produced  in  Great  Britain  in  the  year  1872,  as  follows  :— 


Northumberland  .       .       ,       .  , 

Durham  

Yorkshire,  North  Eiding 
Do.      West  Eiding 

Derbyshire  

Lancashire  ...... 

Cumberland        .       .       .       .  ] 

Shropshire  

North  Staflfbrdshire      .       .       .'  ] 
South  Staffordshire  and  Worcestershire 
Northamptonshire  and  Lincolnshire 
Gloucestershire,  Wilts,  and  Somerset  . 

North  Wales  

South  Wales 

Scotland  .... 


Tons 
38,766 
760,172 
1,122,114 
148,636 
283,375 
624,041 
440,575 
133,046 
275,925 
673,470 
96,413 
97,481 
64,698 
1,002,623 
1,090,000 


Of  the  Blast-Furnace.—Th&hl&st-inmn.c^a  at  present  in  use  are  of  various  sizes 
being  from  35  to  90  feet  in  height,  and  at  the  boshes,  or  widest  part,  lom  U  tTsO 
teet.  The  internal  form  commonly  adopted  consists  essentially  of  two  frustums  of 
cones  meeting  each  other  at  their  bases,  at  the  point  where  the  widest  part  or  iT  top 
of  the  boshes  is  situated.  From  this  point  the  furnace  gradually  contracts  both 
upwards  to  its  mouth,  and  downwards  to  the  level  of  the  tuySes  below  The  heart 
properly  speaking,  is  that  part  of  the  furnace  only  which  receives  the  flu^d  me  ai 

from  that  point  of  the  lower  inverted  cone.  From  the  boshes  upward  the  wS 
gradually  decreases  to  the  tunnel-head,  which  varies  from  7  to  9  feet  in  diame  er 
according  to  the  size  of  the  furnace.  The  hearth  is  generally  a  cube  iom  ™  to  3 
Slr'w.  ^^t  ""'l  introduced  by  one,  two,  or  three  small  aperturS  c.  lei 
tuyires  When  two  txiy^res  are  used,  the  orifices  of  their  blow-pipes  aTe  ^bout^ 
inches  in  diameter,  and  the  pressure  of  the  blast  is  from  2i  to  sTbs  on  the  so  iro 
inch.  To  prevent  the  tuyk-es  from  being  melted  by  the  intense  heat  to  wliLKov 
are  exposed,  a  stream  of  cold  water  is  caused  constantly  to  flow  round  thdr  no^^S 

tion  of  a  tuyere  nozzle  thus  1221 
protected,  the  cold  water  en- 
tering the  casing  by  the  tube 
a,  and  the  hot  water  run- 
ning off  by  the  tube  b.  The 
upper  part  of  the  furnace 
above  the  boshes  is  called 
the  cone  or  bodi/.  It  is 
formed  by  an  interior  lining 
of  fire-brick,  about  14  inches 
:n  thickness,  between  which 

o  P  ^ 
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four  arches  are  loft,  the  back  and  sidos  arc  called  inyhe  hounes,  the  front  is  called  the 
cinder  fall ;  the  bottom  of  the  furnace  is  formed  cither  of  large  blocks  of  coarse  sand- 
stone or  of  largo  firo-bricks.  The  materials  are  cliarged  into  the  furnace  tlirough  the 
tunnol-hoad,  wiiich  is  provided  with  one  or  more  aportun^s  for  the  purpose.  The 
general  form  of  a  blast-furuaco  is  shown  in  Jiff.  1222,  and  the  foUowng  measurements 
represent  the  interior  structure  of  two  that  worked  well : — 


Height  from  the  hearth  to  the  throat  or  mouth 

„     of  the  crucible  or  lioarth 

„     of  the  boshes 

„     of  the  cone 

„     of  the  chimney  or  mouth 
Width  of  the  bottom  of  the  hearth 

„     at  its  upper  end  . 

„     of  the  boshes  ^  . 

„     at  one-third  of  the  belly 

„     at  two-thirds  of  ditto  . 

„     at  mouth 
Inclination  of  the  boshes ' 

1222 


No.  1 

feet 
45 

H 
8 

30^ 

8 

2^ 
3 

12| 

12 

H 
59° 


No.  2 
feet 
49 
6 
7 
36 
12J 
2 

2f 
13i 

lU 

9i- 

H. 
52° 


'  1 

— r  ■ 

1 

Fid.  1223  represents  the  hearth  and  boshes  in  a  vertical  side  section  a  is  the 
tymp  stone,  and  b  the  tymp-plate,  for  confining  the  liquid  metal  in  the  hearth  ; 
the  latter  is  wedged  firmly  into  the  side-walls  of  the  hearth ;  c  is  the  dam-stone 
which  occupies  the  whole  breadth  of  the  bottom  of  the  hearth  excepting  about  6 
inches,  which  space,  when  the  furnace  is  at  work  is  filled  before  ^J^] 
a  stroncr  binding  sand.  This  stone  is  faced  outside  by  a  cast-iron  plate  d,  called 
he  lm-p  a  e,  of  considerable  thickness  and  peculiar  shape^  The  top  of  the  dam- 
stone,  or  mth;r  the  notch  of  the  dam-plate,  lies  from  4  to  8  inches  under  tholev  1 
of  the  tuyfere-hole.  The  space  under  the  tymp-pla  e,  for  6  or  6  inches  down  s 
rammed  full  for  every  cast  with  a  strong  loamy  earth  or  even  fine  clay,  a  process 

''TtS?g°S      employed  in  Staffordshire  are  generally  cast-iron  cylinders. 

>  Tho  width  of  the  hearth  differs  greatly  in  the  tonaces  i^^^^^^*  ^^^^^^^'^'^^^^ 
varies  from  6  to  8  feet ;  in  the  Welsh  furnaces  from  5  to  8  feet   ^hen  wke  is^^d  as mel  in 
thinks  G  feet  a  sufficient  width  for  all  purposes ;  but  with  coal,  ^vit  i  fuU-sized  lurnaces, 
across  the  boshes,  he  thinks  a  7-foet  hearth  to  be  more  advniitagoous. 
»  The  diamete,^  of  tho  boshes  in  some  of  the  Welsh  furnaces  «^  .^"^^     M°  to  80°    Mr.  Tmran 
=•  The  angle  with  which  the  boshes  rise  in  difEerent  be  less  than 

thinks  that  when  tho  full  smelting  power  of  the  furnace  is  desired,  tho  angle  Bhouia  not  be  ie=,s  luw 
70°,  which  is  about  that  of  the  Scotch  furnaces.  -  •• 
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in  which  a  metallic  piston  is  exactly  fitted  as  for  a  steam-engine,  and  made  in  the 
same  way.  Towards  the  top  and  bottom  of  tlie  blowing-cylinders  orifices  are  left 
coTered  with  valves,  which  open  inside  when  the  vacuum  is  made  with  the  cylinders, 
and  afterwards  shut  by  their  own  weight.  Adjutages  conduct  into  the  iron  globe  or 
chest  the  air  expelled  by  the  piston,  both  in  its  ascent  and  descent,  because  these 
blowing-machines  have  always  a  double  stroke. 

The  pressure  of  the  air  is  made  to  vary  through  a  very  considerable  range,  according 
to  the  nature  of  the  fuel  and  the  season  of  the  year  ;  for  as  in  summer  the  atmosphere 
is  more  rarefied,  it  must  be  expelled  with  a  compensating  force. .  The  limits  are  from 
1^  to  3^  lbs.  on  the  inch,  the  average  in  Statfordshire  being  3  lbs.  The  orifices,  or 
nose-pipes,  through  which  the  air  issues,  also  vary  with  the  nature  of  the  coke  and 
the  ore. 

In  a  blast-apparatus  employed  at  the  Cyfartha  works,  moved  by  a  90-horse 
steam-power,  the  piston-rod  of  the  blowing-cylinder  is  connected  by  a  parallelogram 
mechanism  with  the  other  end  of  the  working-beam  of  the  steam-engine.  The  cylinder 
is  9  feet  4  inches  in  diameter,  and  8  feet  4  inches  high.  The  piston  has  a  stroke 
8  feet  long,  and  it  rises  13  times  in  the  minute.  By  calculating  the  sum  of  the  space 
percursed  by  the  piston  in  a  minute,  and  supposing  that  the  volume  of  the  air  ex- 
pelled is  equal  to  only  96  per  cent,  of  that  sum,  we  find  that  12,588  cubic  feet  of  air 

are  propelled 
every  minute. 
Hence  a 
horse  -  power 
applied  to 
blowing  -  ma- 
chines of  this 


nature  gives  on  an  average  137 
cubic  feet  of  air  per  minute. 

At  the  establishment  of  Cyfartha 
for  blowing  seven  smelting  fur- 
naces, and  the  seven  corresponding 
fineries,  three  steam-engines  are 
employed,  one  of  90  horse-power, 
another  of  80,  and  a  third  of  40, 
which  constitute  on  the  whole  a 
force  of  210  horses,  or  26  horses 
and  |th  per  furnace,  supposing  the 
fineries  to  consume  one-eighth  of 
the  blast.  In  the  whole  of  the 
works  of  Messrs.  Crawshay,  the 
proprietors  of  Cyfartha,  the  power 
of  about  340  horses  is  expended 
in  blowing  12  smelting  furnaces 
and  their  subordinate  fineries ; 
which  gives  from  25  to  26  horses 
for  each,  allowing  as  before  ^th  for 
the  fineries.  Each  of  the  furnaces 
consumes  about  3,567  cubic  feet  of 
air  per  minute. 

As  an  example  of  the  blowing 
power  used  in  Cleveland,  the  blast- 
furnaces at  Ayresome  may  be  se- 
lected. They  are  four  in  number  : 
each  18  feet  high ;  25  feet  width 
of  boshes ;  15  feet  broad  at  throat, 
with  cup  and  cone ;  10  feet  6  inches 
broad.  The  hearth  is  8  feet  dia- 
meter; 3  feet  deep  below  tuyeres, 
and  4  feet  above  them.  There  are 
-  10  boilers  for  four  furnaces,  but 
only  8  are  in  use  at  a  time.  They 
are  plain  cylinders,  60  feet  long, 
and  4^  feet  in  diameter. 

There  are  3  blast-engines-  but 

IS  60  lbs.,  and  the  blast  41  lbs.  in  the  engine  house,  eq(ial  to  4  lbs.  at  S  SyTrTs 
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Ono  engine,  blowing  two  furnaces  making  750  tons  of  pig-iron  per  week,  gives 
cubic  foot  of  blast  por  minute,  at  30  strokes  per  minute ;  but  when  maki 
tons,  32  strokes  are  required. 


11,500 
aking  80(\ 


1225 


The  form  of  the  blast-furnace 
from  the  boshes  to  the  throat  is 
exhibited  in  fig.  1222  as  a  truncated 
cone,  and  such  was  formerly  in- 
variably the  construction ;  of  late 
years,  however,  considerable  varia- 
tions have  been  introduced.  In 
Scotland  the  body  of  the  furnace 
frequently  is  carried  up  cylindrical, 
or  nearly  so,  for  a  considerable 
height,  terminating  with  the  usual 
truncated  cone  to  the  mouth ;  in 
other  places  a  curved  line  is  sub- 
stituted for  a  straight  one.  The 
form  adopted  in  some  furnaces  at 
Ebbw  Vale  and  Blaina  is  shown  in 
fig.  1224  in  vertical  section,  and  in 
fig.  1225  in  horizontal  section  at  the 
tuyere  level. 

The  diameter  of  the  throat  or 
filling  place  is  a  subject  of  very  great  importance  to  the  operations  of  the  furnace. 
Most  iron  masters  are,  we  believe,  agreed  as  to  the  impolicy  of  the  narrow  tops  for- 
merly adopted ;  the  waste  of  fuel  in  such  furnaces,  where  the  width  of  the  throat 
scarcely  averaged  one-fourth  of  the  diameter  of  the  furnace,  was  very  great,  the 
average  yield  of  coal  to  the  ton  of  crude  iron  exceeding  6  tons ;  by  enlarging  the 
throat  to  one-third,  the  consumption  of  coal  was  reduced  to  4  tons ;  and  by  continuing 
the  enlargement  to  one-half,  it  was  reduced  to  2  tons.  Mr.  Truran  states  that,  on 
reducing  the  diameter  of  the  throat  of  a  furnace  at  Dowlais  from  9  feet  to  6,  the 
make  of  pig-iron  weekly  fell  off  from  97  tons  to  an  irregular  make  of  from  50  to  70 
tons  ;  and  that  while  with  the  9-feet  throat  the  consumption  of  coal  was  45  cwts.  to 
the  ton  of  iron,  it  rose  with  the  6-feet  throat  to  70,  80,  and  90  cwts.,  the  quality  of 
the  iron  being  exceedingly  bad.  On  enlarging  the  throat  to  9^  feet,  the  make,  for 
a  period  of  six  months,  averaged  over  160  tons,  with  a  good  yield  of  coal  and  other 
materials.  Mr.  Truran  appears  to  question  the  utility  of  reducing  the  diameter  of 
the  furnace  at  the  top,  which  was  only  adopted  in  the  first  place  from  an  erroneous 
impression  that  the  furnace  could  be  filled  best  through  a  contracted  mouth ;  but  it 
may  be  questioned  whether  this  widening  of  the  throat  may  not  be  carried  too  far,  so 
as  to  disperse  the  heated  gases  too  rapidly,  and  whether  a  diameter  much  greater 
than  one-half  of  the  largest  dimensions  of  the  furnace  above  the  boshes  can  with 
utility  be  adopted.    On  this  subject  Mr.  Kenyon  Blackwell  says  :— 

'If  that  part  of  the  blast-furnace  commencing  at  the  point  where  it  attains  its 
•Greatest  width  were  continued  of  the  same  wide  dimensions  upwards  to  its  mouth,  two 
obiectionable  results  would  ensue  :  first,  the  upper  part  of  the  furnace  would  be  cooled 
by  the  too  rapid  dispersion  of  the  ascending  column  of  heated  gases,  and  by  the  entire 
ab'ience  of  the  reverberating  effect  of  tlie  contracted  mouth  ;  and,  secondly,  the  mate- 
rials could  not  be  equally  spread  from  the  filling-holes  over  so  wide  a  surface.  The 
diameter  of  the  upper  part  of  the  furnace  ought,  therefore,  to  be  such  as  will  cause  the 
materials  thrown  in  at  the  filling-holes  to  distribute  themselves  equally  m  their 
descent  over  every  part  of  the  sectional  area  of  the  fiu-nace,  and  will  produce  such  a 
reverberation  only  of  heat  as  shall  be  suSicient  to  expel  the  water  and  carbonic  acid 
contained  in  the  materials,  without  consuming  any  of  the  carbon  of  the  fuel,  which 
ought  to  remain  intact  until  it  reaches  the  lower  regions  of  the  furnace,  where  it  is 
vaporised  as  carbonic  oxide,  and  produces  the  reactions  on  which  the  reduction  of  the 

""^AnTxample  of  the  largest  and  most  improved  modern  type  of  blast-furnace  as  used 
in  the  Cleveland  district  is  shown  in  fig.  1226,  which  represents  one  of  the  Newport 
furnaces  at  Middlesbrough  in  a  vertical  section.  The  foundation,  up  to  the  gr^^^^^^^^^^ 
level,  consists  entirely  of  brickwork  resting  upon  clay  From  this  pou  t  a  circular 
base  is  carried  to  a  height  of  7  feet  in  solid  brickwork,  ^^'^^^y 
stone  curb  all  round,  on  which  the  supporting  columns  rest.  These  ^o  i™ J^^^ 
18  foot  6  inches  in  height,  averaging  2  feet  4  inches  in  diameter,  witli  a  tlnckness  of 
metal  of  2  inches.  They  serve  to  support  tl^o  structure  from ^tho  of_>;_ho_l'o^|j 
part 

partly  by  the  brickwork  and  s 


ul^vards  j^iriower  parTbeTng  Tarried  partly  by  the  wrought-iron  conical  casing^and 
-....'.u-       — 1^.  „„j  -tanchions  which  surround  the  hearth.    The  whole  of 
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furnace  from  the  tuyeres  upwds  is  cased  with  wrought-ii-on  plates,  those  of  the  low 
conical  part  being  h  inch  thick,  while  those  of  the  barrel  vary  from  /gths  of  an  inch 


1226 


or   ^  

below  to  |ths  of  an  iiich  at  the  top.  The 
interior  of  the  furnace  is  lined  throughout 
v.nth  firo-brick  lumps  5  inches  thick,  and 
of  dimensions  varying  with  the  internal 
diameter,  no  two  courses  being  alike.  The 
backing  between  the  inner  lining  and  the 
shell  is  of  ordinary  fire-brick.  Up  to  a 
short  distance  above  the  tuyeres  every  fire 
lump  is  chisel-dressed  on  both  beds  and 
joints,  and  the  same  is  also  the  case  with 
the  hearth  lumps,  which  consist  of  two 
courses  set  on  an  edge  and  breaking  joint ; 
the  lower  course  being  18  inches  deep  and 
the  upper  one  3  feet.  The  following  are 
the  principal  dimensions  of  the  furnace : — 
Diameter  of  the  hearth,  8  feet ;  depth  at 
tuyeres,  3  feet  6  inches ;  diameter  at  the 
bosh,  28  feet ;  diameter  of  the  bell-opening, 
13  feet ;  total  height  from  the  hearth  to  the 
platform,  83  feet;  the  cubical  capacity  is 
30,085  cubic  feet.  There  are  four  tuyeres, 
each  with  a  nozzle  6  inches  in  diameter, 
and  the  dam  opening  is  2  feet  wide.  The 
pig-beds  are  necessarily  of  large  dimensions, 
being  capable  of  holding  1,200  moulds  for 
each  furnace.  The  slag-boxes  are  eight  in 
number,  and  large  enough  to  contain 
upwards  of  3  tons  of  slag  each. 

Calcination  of  the  Ironstone.  —  This  is 
effected  either  in  kilns,  or  in  the  open  air ; 
the  object  being  to  separate  carbonic  acid, 
water,  sulphur,  and  other  substances  vola- 
tile at  a  red  heat.  The  operation  is  per- 
formed most  effectually,  and  probably  at  the 
smallest  cost,  in  kilns.  The  interior  shape 
of  the  calcining-kilns  differs  in  different 
works,  but  they  may  all  be  reduced  to  that 
of  the  common  lime-kiln.  A  coal-fire  is  first  lighted  at  the  bottom  of  the  kiln,  and 
the  ironstone  is  placed  over  and  around,  until  the  floor  is  covered  with  red-hot  ore  ; 
a  fresh  layer  of  ironstone,  with  about  5  per  cent,  of  coal,  is  then  laid  on,  to  the  depth 
of  8  or  9  inches ;  and  when  this  is  red  hot,  a  second  layer  is  added,  and  so  on  gradu- 
ally till  the  kiln  is  filled.  By  the  time  this  is  done,  the  lowermost  layer  is  cold  and 
fit  to  draw  ;  so  that  the  working  of  the  kiln  is  a  continuous  operation.  When  the  ore 
is  calcined  in  the  open  air,  a  heap  mingled  with  small  coal  (if  necessary)  is  piled  up 
over  a  stratum  of  larger  pieces  of  coal,  the  heap  being  5  or  6  feet  high,  by  15  or  20 
feet  broad.  The  fire  is  applied  at  the  windward  end,  and,  after  it  has  burnt  a  certain 
way,  the  heap  is  prolonged  at  the  other  extremity,  as  far  as  the  nature  of  the  ground, 
or  the  convenience  of  work,  requires.  From  the  impossibility  of  regulating  the 
draught,  and  from  exposure  to  the  weather,  the  calcination  of  ore  cannot  be  so  well 
performed  in  the  open  air  as  in  kilns ;  and  as  to  the  relative  cost  of  the  two  methods, 
Mr.  Truran  calculates  that  the  quantity  of  coal  per  ton  of  ore  is,  in  the  kiln,  one 
hundred-weight  of  small,  and  in  the  open  air,  two  hundred-weights  of  small,  and  a 
half  hundred-weight  of  large ;  and  that  while  the  cost  of  filling  the  kiln  is  barely  a 
penny  per  ton,  that  of  stacking  the  heaps  on  the  open-air  plan,  and  watching  them 
daring  the  period  they  are  under  fire,  amounts  to  fourpence  per  ton.  Against  this 
must,  however,  be  placed  the  cost  of  erecting  the  kiln,  which  according  to  the  same 
authority  amounts,  for  a  kiln  of  a  capacity  equal  to  70  tons  of  argillaceous  ore,  which 
will  calcine  146  tons  weekly,  to  160^.  The  ironstone  loses  by  calcining  from  25  to  30 
per  cent,  of  its  weight ;  it  has  undergone  a  remarkable  change  by  the  operation  •  in 
the  raw  state,  it  is  a  grey  or  light  brown  stony-looking  substance,  not  attracted  by 
the  magnet ;  after  calcination  it  has  a  dry  feel,  adheres  strongly  to  the  tongue,  is 
cracked  in  all  directions,  is  of  a  light  reddish  colour  throughout,  and  acts  power- 
fully on  the  magnet.  It  should  be  carried  to  the  furnace  as  soon  as  possible  or  if 
kept  should  be  carefully  protected  from  the  rain.  ' 

The  calcining  kilns,  fig.  1227,  were  erected  at  Middlesbrough,  from  the  designs  of 
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Johu  Gjers.  They  were  of  a  circular  form,  and  have  -wrought-iron  shells ;  but  unlike 
ordinary  kilns  of  this  class,  the  shells  arc  made  of  the  same  shape  as  the  interior  of 
the  Idlns,  so  that  there  is  a  uniform  thickness  of  15  inches  of  fire-brick  lining  in  all 
parts.  The  shell  and  lining  of  each  kiln  rest  upon  an  annular  cast-iron  entablature, 
■which  is  supported  by  eiglit  hollow  cast-iron  pillars  cast  on  the  base  plate.  By  this 
arrangonioiit  a  space  for  drawing  the  cliarge  is  left  all  round  the  bottom.  The  prin- 
cipal dimensions  of  each  kiln  are:  Internal  diameter  at  the  bottom,  14  feet;  at  the 
largest  part,  20  foot ;  and  at  the  top,  18  feet.  The  height  from  the  base  plate  to  the 
top  of  the  columns,  2  feet  3  inches ;  the  thickness  of  the  entablature,  4  inches.  Height 
of  the  shell  from  the  top  of  the  entablature  on  which  it  rests  to  the  level  of  the  largest 
diameter,  9  feet  2  inches ;  and  from  that  level  to  the  top  of  the  shell,  12  feet  2  inches  ; 
total  height  of  each  kiln,  from  the  base  plate  to  the  top  of  the  shell,  22  feet.  The 
base  plate  is  2^  inches  thick,  and  is  20  feet  in  diameter;  it  is  cast  in  eight  pieces,  and 
rests  upon  brickwork,  in  which  the  air-passages  are  formed.  The  cubic  contents  of 
each  kiln  is  6,500  cubic  feet. 
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As  will  be  seen  in  Jiff.  1227,  each  kiln  is  provided  with  a  cast-iron  central  cone, 
made  in  two  pieces,  so  arranged  that  an  annular  space  is  left  between  them.  This 
cone  spreads  the  calcined  ore  outwards  towards  the  openings  through  which  it  can  be 
withdrawn,  and  it  also  acts  beneficially  in  assisting  to  break  up  any  large  scars  or 
lumps  partly  fused  together,  which  may  happen  to  come  down.  The  central  cone 
might,  as  far  as  the  mere  spreading  action  is  concerned,  be  made  plain  and  in  a  single 
piece  ;  but  the  form  shown  in  the  figure  has  been  adopted  by  Gjers  with  a  view  of,  in 
some  cases,  employing  the  annular  space  between  the  two  cones  for  the  admission  of 
waste  gas  from  the  furnace.  Where  the  quantity  of  furnace-gas  is  not  suflftcient  to  be 
applicable  to  this  purpose,  the  double  cones  still  furnish  the  means  of  giving  a  good 
air-supply  to  the  kilns. 

In  the  case  of  the  particular  kilns  we  are  describing,  the  central  cones  are  each  8  feet 
in  diameter  at  the  bottom,  and  8  feet  high,  and  the  air  is  conductfed  to  them  through 
eight  channels  or  flues  formed  in  the  brickwork  at  the  base  of  each  kiln.  In  addition 
to  these  passages,  there  are  a  number  of  holes,  fiff.  1127,  for  the  supply  of  air  formed 
in  the  outer  shell.  The  kilns  are  placed  at  a  distance  of  25  feet  apart  from  centre  to 
centre,  and  each  is  surrounded  at  the  top  by  a  gallery  formed  of  wrought-iron  brackets 
covered  with  cast-iron  plates.  The  galleries  of  four  kilns  are  connected  with  each  other 
at  four  points,  the  space  between  the  kilns  being  bridged  over  with  wrought-iron  girders. 

Westmaris  Calcining  Kiln. — Kilns  in  which  the  waste  gases  of  the  blast-furnace  are 
applied  to  the  calcination  of  ores  are  extensively  used  in  Sweden,  and  have  thence 
been  introduced  into  Eussia  and  the  United  States.  The  improved  form  given  to 
these  kilns  by  Westman,  in  which  the  gases  are  burnt  by  introduction  of  a  blast  of 
air,  is  represented  in  the  accompanying  woodcuts.  Fig.  1228  is  a  vertical  section  of 
the  kiln,  the  right  half  being  taken  through  the  line  a  b,  and  the  left  half  through  a.  c 
\nfig.  1229.  Fig.  1229  shows  horizontal  sections  at  different  heights  along  the  lines 
M  N,  K  -L,  and  H  I  of  fiq.  1228.  The  shaft,  a,  is  everj^vhere  circular  in  horizontal  sec- 
tion. The  raw  ore  is  introduced  through  the  shoot,  b,  which  when  not  in  use  is  closed 
by  a  trap-door,  and  is  delivered  in  the  middle  of  the  kiln  through  the  moveable  hop- 
pet,  c.  The  opening,  d,  allows  the  throat,  a'  b',  to  be  examined,  and  thus  it  may  be 
soon  whether  the  kiln  is  properly  filled  and  the  ore  duly  distributed,  whilst  it  also 
allows  the  ore  to  be  re-arranged  when  necessary.  The  gas  is  conveyed  through  the 
circular  main,  e,  and  passing  through  the  channel,  g,  enters  the  furnace  through  the 
twelve  passages,  k ;  the  supply  of  gas  may  be  regulated  by  means  of  horizontal  slid- 
ing valves.  The  air  necessary  for  combustion  is  introduced  through  Uie  tube,  A,  and 
enters  the  furnace  through  twenty-four  openings  in  the  hollow  ring,  /.   The  roasted 
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charge  is  witlidrawn  through  six  passages,  t,  and  air  serving  to  oxidise  the  sulphur  in 
the  hot  ore  also  gains  access  tlirough  these  apertures.  The  openings,  I,  m,  serve  tor 
introducing  bars  for  working  the  ores  when  necessary ;  o,  o,  are  sight-holes ;  and,  n, 
is  tlie  chimney,  furnished  with  a  damper  for  regulating  the  draught. 


1229 


The  diameter  of  the  shaft  varies  in  different 
Idlns  from  6  to  10  feet,  and  the  number  of  pas- 
sages for  withdrawing  the  roasted  ore  may  vary 
from  5  to  10.  The  following  figures  have  been 
given  by  Westman  as  representing  the  quantities 
of  ore  roasted  in  24  hours  with  kilns  of  various 
sizes : — 

With  5  passages  for  drawing 

the  charge  .       .  22  to  30  tons. 

6  „  „  28  „  36 

8  „  „  35  „  48 

10  „  „  45  „  60 


I) 


The  temperature  in  "Westman's  kiln  can  be  governed 
by  regulating  the  admission  of  air  and  gas,  and  if 
necessary  by  addition  of  solid  fuel.  When  the 
kiln  is  at  a  proper  working  temperature,  it  exhibits 
a  red  heat  in  the  neighbourhood  of  the  discharge 
passages,  i ;  the  ore  sinters  in  front  of  the  gas- 
openings,  k ;  is  in  a  pasty  condition  in  the 
neighbourhood  of  the  holes,  I ;  in  an  almost  pasty  state,  but  having  the  edges  sharp, 
at  m,  and  the  temperature  gradually  diminishes  in  the  upper  part  of  the  furnace.  If 
the  ores  are  very  sulphurous,  they  are  roasted  twice.  After  the  first  roasting  the  ore 
is  broken  up,  weathered  by  exposure  to  the  air,  and  again  roasted  at  a  higher  tempera- 
ture. It  is  said  that  by  the  perfect  method  of  roasting  in  this  kiln,  it  is  possible  to 
produce  good  pig-iron  in  the  blast-furnace  ,from  Swedish  ores  containing  too  much 
sulphur  to  be  otherwise  smelted. 

Flux. — The  flux  that  is  used  in  the  blast-furnace  is  limestone,  either  in  the  state  of 
carbonate  as  it  comes  from  the  quarry,  or  calcined  in  kilns,  by  which  it  is  deprived  of 
water  and  carbonic  acid.  The  lowest  bed  of  the  coal-formation  usually  rests  on 
limestone,  and  in  the  coal-formation  itself  are  found  not  only  the  ore  and  its  most 
appropriate  fuel,  but  tlie  pebbly  grits  which  afford  the  blocks  of  refractory  stone  neces- 
sary for  building  those  parts  of  an  iron  furnace  that  are  required  to  endure  the  utmost 
extremity  of  heat,  as  well  as  those  seams  of  refractory  clay,  of  which  the  fire-bricks 
are  composed,  with  which  the  middle  and  upper  parts  of  the  furnace  are  lined.  In 
Styria  where  the  spathic  ores  contain  large  quantities  of  protoxide  bases,  such  as  lime, 
magnesia  and  manganese,  siliceous  and  aluminous  fluxes  are  sometimes  required  in 
the  form  of  quartzose  schists  and  clay-slate.  Very  siliceous  haematites  are  beneficially 
fluxed  by  the  addition  of  coal-measure  shale,  in  addition  to  the  limestone,  or  preferably 
by  the  aluminous  brown  hematite  found  in  the  basalt  of  Antrim.  Titaniferous  iron 
ores  also  require  the  use  of  aluminous  fluxes,  such  as  Labrador  felspar  or  oven  ordinary 
brick  in  addition  to  limestone. 

The  composition  of  the  limestone  to  be  used  in  smelting  operations  is  of  consider- 
able importance ;  wdiere  calcareous  ores  are  used,  the  presence  of  silicic  acid  in  the 
limestone  is  advantageous ;  if  clay  ores  are  the  main  material  from  which  iron  is 
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manufactured,  a  magncsian  limestone  is  preferable,  but  an  aluminous  limoRtone  should 
bo  used  whoro  siliceous  ore  pi-odominatos.  Chemical  analysis  alone  can  determine  to 
■which  class  a  pnrticuliir  limestone  belongs,  as  there  is  often  nothing  in  the  external 
appearance  by  which  a  pure  limestone  may  be  distinguished  from  one  containing  40 
or  60  per  cent,  of  foreign  matter. 

Carbonised  pit-coal,  or  coke  was,  till  within  the  last  twenty-five  years,  the  sole  com- 
bustible used  in  the  blast-furnace.  Coal  is  coked  cither  in  the  open  air  or  in  kilns. 
In  the  former,  as  practised  in  Staffordshire,  the  coal  is  distributed  in  circular 
heaps  about  6  feet  in  diameter  by  4  feet  high,  and  the  middle  is  occupied  by  a  low 
brick  chimney  piled  with  loose  bricks,  to  open  or  to  leave  interstices  between  them, 
especially  near  the  ground.  The  larger  lumps  of  coal  are  arranged  round  this 
chimney,  and  the  smaller  ones  towards  the  circumference  of  the  mass.  When  every- 
thing is  adjusted  a  kindling  of  coals  is  introduced  into  the  bottom  of  the  brick 
chimney,  and,  to  render  the  combustion  slow,  the  whole  is  covered  with  a 'coat  of  coal 
dross,  the  chimney  being  loosely  covered  with  a  slab  of  any  kind.  Openings  are 
occasionally  made  in  the  crust,  and  afterwards  shut  up,  to  quicken  and  retard  the 
ignition  at  pleasure  during  its  continuance  of  twenty-four  hours.  Whenever  the 
carbonisation  has  reached  the  proper  point  for  forming  good  coke  the  covering 
of  coal  dross  is  removed,  and  wa.ter  is  thrown  on  the  heap  to  extinguish  the  com- 
bustion, a  circumstance  deemed  useful  to  the  quality  of  the  coke.  In  this  operation  in 
Staffordshire  coal  loses  the  half  of  its  weight,  or  two  tons  of  coal  produce  one  of  coke. 

In  order  to  prepare  larger  quantities  of  coke  at  once,  long  ridges  are  often  substi- 
tuted for  circular  heaps,  the  length  of  which  varies  with  circumstances  and  the  con- 
sumption of  coke  ;  they  sometimes  extend  to  the  length  of  200  feet.  On  erecting  one 
of  these  ridges  a  string  is  stretched  along  the  coking  station,  in  the  direction  of  whicli 
large  pieces  of  coal  are  placed  slanting  against  each  other,  leaving  a  triangular  space 
between  them,  so  that  a  longitudinal  channel  (ignition  passage)  is  formed,  through 
which  the  string  passes.  In  arranging  the  pieces  it  is  necessary  to  pay  attention  to 
the  natural  stratification  of  the  coals,  which  should  be  at  right  angles  to  the  longitudinal 
direction  of  the  ridge.  Parallel  with  the  first  series  of  coals  is  placed  a  second,  and 
then  a  third,  and  so  on ;  but  the  pieces  constantly  diminish  in  size  until  the  station 
measures  6  feet  on  both  sides.  Upon  this  substructure  the  heap  is  then  made, 
without  particular  care  in  the  arrangements,  the  largest  pieces  below  and  the  smallest 
above,  until  it  has  reached  a  height  of  about  3  feet.  To  facilitate  the  ignition,  st;ikes 
are  rammed  in  at  distances  of  2  feet  from  each  other,  projecting  above  throughout 
the  whole  length  of  the  ridge,  which,  when  subsequently  removed,  leave  vacant 
spaces  for  the  introduction  of  burning  coal.  The  ridge,  being  thus  kindled  at  more 
than  100  distinct  spots,  soon  breaks  outinto  active  combustion.  As  soon  as  the  burner 
observes  the  thick  smoke  and  flame  cease  at  any  one  part,  and  a  coating  of  ash 
making  its  appearance,  he  endeavours  immediately  to  stop  the  progress  of  the  fire  by 
covering  it  with  powdered  coal-dust,  repeating  the  operation  until  the  whole  ridge  is 
covered,  when  it  is  left  two  or  three  days  to  cool ;  the  covering  on  the  side  exposed 
to  the  wind  should  be  thicker  and  increased  in  stormy  weather.  When  the  fire  is 
nearly  extinguished,  which  occurs  in  two  or  three  days,  the  coke  is  drawn.  This 
mode'  of  coking  is  simple,  but  not  very  economical.  The  fire  proceeding  from  the 
upper  part  of  the  ridge  in  a  downward  direction,  towards  the  lower  and  interior  parts, 
converts  the  coal  in  the  upper  strata  into  coke  before  that  in  the  interior  has  acquired 
the  temperature  necessary  for  charring,  and  is  still  in  want  of  a  supply  of  air,  which 
can  only  be  furnished  from  without,  and-must  not  be  excluded  by  a  covering.  During 
the  time,  therefore,  that  the  inner  parts  of  the  heap  are  being  converted  into  coke,  the 
outer  portions  are  being  uselessly,  though  unavoidably  consumed.  For  further  details 
concerning  coking,  see  the  articles  Coal  and  Coke. 

The  '  blowing-in '  of  a  coal  blast-furnace  is  an  operation  which  requires  much 
care  and  experience.  A  fire  of  wood  is  first  lighted  on  the  hearth ;  upon  this  is 
placed  a  quantity  of  coke,  and  when  the  whole  is  well  ignited,  the  furnace  is 
filled  to  the  throat  with  regular  charges  of  calcined  ore,  limestone,  and  coke,  and 
the  blast,  which  should  at  first  be  moderate,  is  tm-ned  on.  At  the  works  around 
Merthyr  Tydvil,  the  first  charges  generally  consist  of  5  cwts.  of  calcined  argil- 
laceous ore  and  If  cwt.  limestone,  to  4  cwts.  of  rich  coke;  this  burden  is  kept 
on  for  about  10  days,  it  is  then  increased  to  6  c-ni^s.  of  calcined  ore  and  2^  cwts.  of 
limestone  (Truran).  The  cinders  usually  make  their  appearance  in  about  12  hours 
after  blowing ;  the  metal  follows  in  about  10  hours  after,  collecting  in  the  hearth  to  the 
amount  of  3  or  3^  tons  in  60  hours  after  blowing.  If  all  goes  on  well  about  22  tons 
of  moUl  will  be  produced  in  the  first  week,  38  tons  in  tlie  second,  55  in  the  third,  and 
nearly  80  in  tlie  fourth;  after  10  or.  12  weeks  the  produce  A^n  11  average  110  tons. 
By  forcing  the  fiu-naco  in  its  infancy  a  much  greater  produce  of  iron  may  be  obtained, 
though  to  the  iniurv  of  its  subsequent  working.  Mr.  Truran  relates  the  follow ng 
case  in  point.    A  furnace  was  blown  in  at  the  Abersychan  works  with  such  volumes 
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of  blast  and  rich  burden  of  materials  that  a  cJist  of  several  tons  -was  obtained  -within 
l-t  hours  after  applying  blast.  The  first  week's  blo"wing  produced  200  tons,  at  which 
r  ite  it  continued  for  two  or  three  weeks,  when  it  rapidly  diminished,  falling  so  low  as 
1 9  tons  for  one  week's  make.  From  this  deplorable  state  it  was  made  to  produce  26 
tons,  and,  after  considerable  delay,  100  tons  ;  but  with  a  large  increase  in  the  yield  of 
materials  over  that  at  the  other  furnaces.  When  a  fiu-nace  is  first  blown  in  it  should 
be  made  to  produce  grey  iron  ;  but  the  tendency  of  forcing  is  to  produce  a  white  iron 
with  a  dark  scouring  cinder. 

The  quantity  of  air  thrown  into  a  blast-furnace  in  fidl  work  is  enormous,  exceeding 
in  weight  the  totals  of  all  the  solid  materials  used  in  smelting.  A  furnace  working 
on  foundry  iron  of  a  capacity  of  275  yards  receives  5.390  cubic  feet  of  air  per 
minute,  which  amounts  weekly  to  1,695  tons  ;  when  working  on  white  iron  a  larger 
volume  of  blast  is  employed,  averaging  7,370  cubic  feet  per  minute,  or  2,318  tons  per 
week. 

The  disorders  to  which  blast-furnaces  are  liable  have  a  tendency  to  produce  white 
cast  iron.  The  colour  of  the  slag  or  scoriae  is  the  surest  test  of  these  derano-emeuts, 
as  it  indicates  the  quality  of  the  products.  If  the  furnace  is  yielding  an  iron  proper 
for  casting  into  moulds,  the  slag  has  an  uniform  vitrification  and  is  slightlytranslucid. 
"When  the  dose  of  ore  is  increased,  the  slag  becomes  opaque,  dull,  and  of  a  greenish 
yellow  tint,  with  blue  enamelled  zones.  Lastly,  when  the  fiu-nace  is  producing  white 
metal,  the  slags  are  more  or  less  black  and  glossy.  The  scoriae  from  a  coke  are  much 
more  loaded  with  lime  than  those  from  a  charcoal  blast-furnace.  This  excess  of  lime 
appears  adapted  to  absorb  and  carry  ofl'the  sulphur  which  would  otherwise  injure  the 
quality  of  the  iron.  From  numerous  analyses  Dr.  Noad  made  of  blast-furnace  cinders, 
we  select  the  following  as  illustrating  their  general  composition  under  different  conditions 
of  the  furnace  : — 

Analyses  of  Blast  Furnace  Cinders. 


I. 

II. 

III. 

IV. 

V. 

VI. 

VII. 

Silica  .... 
Alumina  .      .  . 
Lime  .      .      .      .    i  . 

Magnesia  .      .      .  . 
Protoxide  of  manganese  , 
Protoxide  of  iron  . 
Potash  .... 
Sulptiuret  of  calcium 
Loss  , 

40-20 
17-00 
30-34 
7-16 
traces 
1-90 
1-26 
.  1-70 
•43 

38-49 
14-12 
34-35 
6-14 

1-  54 

2-  10 
1-48 
1-16 

•62, 

41-12 
22-00 
29-48 

1-88 
traces 

3-60 

not  determined 
1-09 
-83 

40-50 
12-48 
26-55 

3-20 
11-20 

3-20 

1-  15 

2-  20 
•52 

49-40 
21-08 
17-5G 
4-96 
1-04 
3-60 
■  -87  ■ 

]■.  1-49 

40-56 
27-33 
10-30 

2-75 

2-00 
13-12 

l-!)0 
•46 

1-58 

42-96 
20-20 
10-19 
2-90 
1-53 
19-80 
1-10 

}  1-32 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

I.  Mean  of  four  analyses  of  grey  iron  cinders  from  a  furnace  at  Blaina,  Soutli  Wales     n  Mean 
of  four  analyses  of  grey  urou  cmdere  from  an  iron  work  in  Stafeordshire.    ni    Mean  of  four 
analyses  of  grey  iron  (cold  blast)  cinders  bom  Pontypool,  South  Wales.    IV  Mean  of  four  1 
analyses  of  green  cmders  from  a  furnace  atBbbw  Vale,  Monmouthshire,  smelting  snathose  ore  ' 
V.  Mean  of  four  analyses  of  hlast-fnrnace  cinders  from  Sweden.   VI.  Mean  of  four  analyses  of  1 
white  iron  cinders  from  a  furnace  at  Cwm  Celyn  Iron  Works,  Monmouthshire    VII  Mean  of 
four  analyses  of  white  iron  cinders  from  the  same  works,  the  furnace  '  scouring.'      '  ! 

 :  _  ■  i 

The  following  Table  exhibits  the  '  yields '  of  materials  per  ton  on  the  iron  made 
in  various  works.  During  the  month  ending  July  25,  1857,  there  were  consumed 
in  four  furnaces  at  Ebbw  Vale  1,354  tons  14  cwts.  of  coke  ;  1,792  tons  of  coal  •  2  440 
tons  19  cwts.  of  calcined  mine  ;  1,818  tons  of  10  cwts.  red  ore;  1,347  tons  6  cwts  of 
calcined  cinders  ;  aid  1,226  tons  7  cwts.  of  burnt  lime.  The  quantity  of  pig-iron  made 
was  2,305  tons  7  cwts. : — 

Yields  of  Materials  per  Ton  of  Iron. 


I. 

II. 

III. 

IV. 



V. 

VI. 

VII. 

VIII. 

IX. 

Calcined  mine  . 
Hfematite  . 
Cinders 

Coal  . 
Limestone  . 

cwts. 

48 
0 
0 

50 
17 

cwts. 
28 
10 
10 

42 
14 

cwts. 
0 
10 
25 

36 
IG 

cwts. 

46 
0 
0 

coke 
34 
16 

cwts. 

33 
0 
0 

40 
5 

cwts. 
27 
10 
0 

coko 
34 
15 

cwts. 

21 
15? 

Hi 

84 
13 

cwts. 
37i 

Hi 

cwts. 

49t 

18i 

I.  Dowlais  foundry  Iron.  II.  Dowlnis  forgo  iron.    III.  Dowlais  inferior  forgo  iron    ttt  tt- 
wain  foundry  iron.     V.  Dundyvau,  Scotland,  fonndry  iron.    VI    Pontvnnni  V.i  i  ,  i  1'" 
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The  'cinders'  montioned  in  Uio  foregoing  Table  are  not  those  from  tlie  blast- 
furnace, but  are  derived  from  the  cast  iron  during  the  processes  of  'refining,' 
•puddling,'  &c.,  by  which  the  cast  iron  is  converted  into  wrouglit  iron.  These 
cinders  are  A^ery  rich  in  iron,  which  exists  in  tliem  principally  in  tlie  form  of  silicate 
of  the  protoxide.  They  often  occur  l)Ciuitifiilly  crystallised,  particularly  after  they 
have  been  Cfilcined :  an  operation  which  is  always  performed  on  tliem  in  well-con- 
ducted works,  and  which  has  for  its  object  the  removal  of  the  sulphur  and  the  per- 
oxidation of  a  portion  of  tlio  iron.  These  cinders,  though  very  rich  in  iron,  are 
always  contaminated  to  a  considerable  extent  with  both  sulphur  and  phosphorus,  as 
might  be  expected,  seeing  that  they  are  the  results  of  operations  which  have  for  their 
objects  the  removal  of  the  foreign  matters  contained  in  the  pig-iron.  The  tendency 
of  the  former  is  to  make  the  raetiil  what  is  called  'hot  short,'  so  that  it  cannot  be 
worked  while  hot  under  the  hammer ;  the  tendency  of  the  latter  element  is  to  msika 
the  iron  '  cold  short,'  so  that  it  breaks  when  an  attempt  is  made  to  bend  it  when  cold. 
The  separation  of  sulphiir  is  very  perfectly  effected  by  the  calcination  of  the  cinder, 
and  it  is  interesting  to  trace  the  progress  of  its  gradual  elimination.  In  some  parts  of 
the  heap  (which  often  contains  several  tliousand  tons  of  cinder)  large  masses  of 
prismatic  crystals  of  piire  sulphur  may  be  found,  but  usually  nearly  the  entire  surface 
of  the  heap  is  covered  with  a  thin  layer  of  sulphate  of  iron,  sometimes  crystallised, 
but  generally  in  various  stages  of  decomposition ;  lower  down  in  the  heap,  where  the 
heat  is  greater,  the  sulphate  of  iron  disappears,  and  in  its  place  red  oxide  of  iron, 
without  a  trace  of  sulphur,  is  found.  In  calcining  a  heap  of  cinders  care  is  required 
not  to  allow  the  heat  to  rise  too  high,  or  immense  masses  will  become  melted  together, 
involving  the  necessity  of  blasting,  which  entails  much  expense.  After  the  heap  has 
been  burning  for  some  months,  streams  of  water  are  directed  over  the  surface,  by 
which  much  soluble  sulphate  of  iron  is  removed.  Unfortunately,  the  process  of 
calcination  does  not  remove  any  of  the  phosphoric  acid,  which  necessitates  a  judicious 
employment  of  these  cinders  in  the  blast-furnace.  Dr.  Noad  repeatedly  submitted 
'  forge  cinders '  to  analysis,  and  we  give  in  the  following  Table  the  average  results  of 
his  experiments : — 

Amlyses  of  Forge  Cinders. 


I. 

n. 

in. 

IV. 

V. 

VI. 

Silica  .... 

6-000 

6-67 

32-000 

15-300 

12-300 

12-800 

Protoxide  of  iron . 

63-750 

72-60 

52*200 

51-720 

67-360 

10-500 

Peroxide  of  iron  . 

11-420 

6-30 

5-000 

19-980 

2-850 

70-000 

Sulphnret  of  iron . 

5-766 

4-56 

1-953 

5-396 

5-600 

•620 

Oxide  of  manganese  . 

1-680 

1-77 

not  determined 

-960 

not  determined 

1-140 

Alamina 

2-400 

2-22 

9-600 

1-300 

5-600 

•427 

Lime  .... 

1-232 

•12 

traces 

•420 

traces 

traces 

Magnesia 

traces 

traces 

traces 

traces 

traces 

traces 

Phosphoric  acid  . 

7-268 

5-36 

•252 

4-140 

6-320 

4-500 

99-516 

99-60 

101-105 

99-216 

100-030 

99-987 

I.  Tap  cinder  from  refined  metal.  II.  Tap  cinder  from  puddling  furnace,  m.  Cinder  from 
re-heating  furnace.  IV.  Mixed  cinder  from  the  heap  after  a  few  days'  burning.  V.  Cinder 
squeezed  out  of  the  puddled  bar  during  the  process  of  shingling.  VI.  Specimen  from  a  large 
heap  of  thoroughly  calcined  cinder. 


Hot-Mast. — One  of  the  greatest  improvements  ever  made  by  simple  means  in  any 
manufacture,  is  the  employment  of  hot  air  instead  of  the  ordinary  cold  air  of  the 
atmosphere,  in  supplying  the  blast  of  furnaces  for  smelting  and  founding  iron.  The 
discovery  of  the  superior  power  of  a  hot  over  a  cold  blast  in  fusing  refractory  lumps 
of  cast  iron  was  accidentally  observed  by  Mr.  James  Beaumont  Neilson,  engineer  to 
the  Glasgow  Gas  Works,  about  the  year  1827,  at  a  smith's  forge  in  that  city,  and  it 
was  made  the  subject  of  a  patent  in  the  month  of  September  in  the  following  year. 
No  particular  construction  of  apparatus  was  described  by  the  inventor  by  which  the 
air  was  to  be  heated,  and  conveyed  to  the  furnace  ;  but  it  was  merely  stated  tliat  the 
air  may  be  heated  in  a  chamber  or  closed  vessel,  having  a  fire  under  it,  or  in  a  vessel 
connected  in  any  convenient  manner  with  the  forge  or  furnace.  From  this  vessel  the 
air  is  to  be  forced  by  means  of  a  bellows  into  the  furnace.  The  quantity  of  surface 
which  a  heating  furnace  is  required  to  have  for  a  forge  is  about  1,260  cubic  inches; 
for  a  cupola  furnace,  about  10,000  cubic  inclios.  Tlio  vessel  may  bo  enclosed  in 
brickwork,  or  fixed  in  any  other  manner  that  may  be  found  desirable,  the  application 
of  heated  air  in  any  way  to  furnaces  or  forges,  for  the  purpose  of  working  iron,  being 
the  subject  claimed  as  constituting  the  invention. 

Whenever  a  forced  stream  of  air  is  employed  for  combustion,  the  resulting  tempo- 
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rature  must  evidently  be  impaired  by  the  coldness  of  the  air  injected  upon  the  fuel. 
The  heat  developed  in  combustion  is  distributed  into  three  portions  :  one  is  communi- 
cated to  the  remaining  fuel ;  another  is  communicated  to  the  nitrogen  of  the  atmosphere 
and  to  the  volatile  products  of  combustion  ;  and  a  third  to  the  iron  and  fluxes,  or  other 
surrounding  matter,  to  be  afterwards  dissipated  by  wider  diffusion.  This  inevitable 
distribution  takes  place  in  such  a  way,  that  there  is  a  nearly  equal  temperature 
over  the  whole  extent  of  a  fire-place,  in  which  an  equal  degree  of  combustion  exists. 

We  thus  perceive  that  if  the  air  and  the  coal  be  very  cold,  the  portions  of  heat  ab- 
sorbed by  them  might  be  very  considerable,  and  sufficient  to  prevent  the  resulting  tem- 
perature from  arising  to  a  proper  pitch ;  but  if  they  were  very  hot  they  would  absorb 
less  caloric,  and  would  leave  more  to  elevate  the  common  temperature.  Let  us  sup- 
pose two  furnaces  charged  with  burning  fuel,  into  one  of  which  cold  air  is  blown,  and 
into  the  other  hot  air,  in  the  same  quantity.  In  the  same  time,  nearly  equal  quantities 
of  fuel  will  be  consumed  with  a  nearly  equal  production  of  heat ;  but  notwithstanding 
this,  there  will  not  be  the  same  degree  of  heat  in  the  two  furnaces,  for  the  one 
which  receives  the  hot  air  will  be  hotter  by  all  the  excess  of  heat  in  its  air  above 
that  of  the  other,  since  the  former  air  adds  to  the  heat  while  the  latter  abstracts  from 
it.  Nor  are  we  to  imagine  that  by  injecting  a  little  more  cold  air  into  the  one  fur- 
nace, we  can  raise  its  temperature  to  that  of  the  other.  With  more  air  indeed  we 
should  burn  more  coals  in  the  same  time,  and  we  should  produce  a  greater  quantity 
of  heat,  but  this  heat  being  diffused  proportionally  among  more  considerable  masses 
of  matter,  would  not  produce  a  greater  temperature  ;  we  should  have  a  larger  space 
heated,  but  not  a  greater  intensity  of  heat  in  the  same  space. 

Thus,  according  to  the  physical  principles  of  the  production  and  distribution  of 
heat,  fires  fed  with  hot  air  should,  with  the  same  fuel,  rise  to  a  higher  pitch  of  tem- 
perature than  fires  fed  with  common  cold  air.  This  consequence  is  independent  of 
the  masses,  being  as  true  for  a  small  stove  which  burns  only  an  ounce  of  charcoal 
in  a  minute,  as  for  a  furnace  which  burns  a  hundred-weight;  but  the  excess  of 
temperature  produced  by  hot  air  cannot  be  the  same  in  small  fires  as  in  great,  be- 
cause the  waste  of  heat  is  usually  less  the  more  fuel  is  burned. 

This  principle  may  be  rendered  still  more  evident  by  a  numerical  illustration.  Let 
us  take,  for  example,  a  blast-furnace,  into  which  600  cubic  feet  of  air  are  blown 
per  minute;  suppose  it  to  contain  no  ore  but  merely  coal  or  coke,  and  that  it  has 
Iseen  burning  long  enough  to  have  arrived  at  the  equilibrium  of  temperature,  and 
let  us  see  what  excess  of  temperature  it  would  have  if  blown  with  air  of  300°  C. 
(572°  F.),  instead  of  being  blown  with  air  at  0°  0. 

600  cubic  feet  of  air,  under  the  mean  temperature  and  pressure,  weigh  a  little  more 
than  45  lbs.  avoirdupois;  they  contain  10'4  lbs.  of  oxygen,  which  would  burn  very 
nearly  4  lbs.  of  carbon,  and  disengage  16,000  times  as  much  heat  as  would  raise  by 
one  degree  per  cent,  the  temperature  of  2  lbs.  of  water.  These  16,000  portions  of 
heat,  produced  every  minute,  will  replace  16,000  other  portions  of  heat,  dissipated  by 
the  sides  of  the  furnace,  and  employed  in  heating  the  gases  which  escape  from  its 
mouth.    This  must  take  place  in  order  to  establish  the  assumed  equilibrium  of  caloric. 

If  the  45  lbs.  of  air  be  heated  beforehand  up  to  300°  C,  they  will  contain  about  ^th 
part  of  the  heat  of  the  16,000  disengaged  by  the  combustion,  and  there  will  be  there- 
fore in  the  same  space  ^th  of  heat  more,  which  will  be  ready  to  operate  upon  any 
bodies  within  its  range,  and  to  heat  them  ith  more.  Thus  the  blast  of  300°  C.  gives 
a  temperature  which  is  fths  of  the  blast  at  zero  C,  or  at  even  the  ordinary  atmospheric 
temperature;  and  as  we  may  reckon  at  from  2,200°  to  2,700°!'.  (from  1,200°  to 
1,500°  0.),  the  temperature  of  blast-furnaces  worked  in  the  common  way,  we  perceive 
that  the  hot-air  blast  produces  an  increase  of  temperature  equal  to  from  270°  to  360°  P. 

Now,  in  order  to  appreciate  the  immense  effects  which  this  excess  of  tempera- 
ture may  produce  in  metallurgic  operations,  we  must  consider  that  often  only  a 
few  degrees  more  temperature  are  required  to  modify  the  state  of  a  fusible  body, 
or  to  determine  the  play  of  affinities  dormant  at  lower  degrees  of  heat.  Water  is 
solid  at  1°  under  32°  F. ;  it  is  liquid  at  1°  above.  Every  fusible  body  has  a  deter- 
minate melting  point,  a  very  few  degrees  above  which  it  is  quite  fluid,  though  it  may 
bo  partly  below  it.  The  same  observation  applies  to  ordinary  chemical  affinities. 
Charcoal,  for  example,  which  reduces  the  greater  part  of  metallic  oxides,  begins  to 
do  so  only  at  a  determinate  pitch  of  temperature,  under  which  it  is  inoperative,  but  a 
few  degrees  above  it  is  in  general  lively  and  complete.  It  is  unnecessary  in  this'article 
to  enter  into  any  more  details  to  show  the  influence  of  a  few  degrees  of  heat  more  or 
less  in  a  furnace  upon  chemical  operations,  or  merely  upon  physical  changes  of  state 

Figs.  12^0,  1231,  exhibit  the  apparatus  of  a  hot  blast  as  mounted  at  the  Codner  Park 
works,  belonging  to  William  Jessop,  Esq.,  in  every  requisite  detail.  The  drawings 
from  which  the  wood-cuts  are  faithfully  copied  were  kindly  furnished  for  this  work 
by  Mr.  Joseph  Glyn,  E.K.S.,  the  distinguished  engineer  of  the  Butterly  Iron  Works 
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,  The  smelting  furnacos  have  now  generally  tliroo  tuyeres,  and  three  sets  ofair- 
hoatiug  liirnacos.  llio  figures  bIiow  two  sets  built  togolhor  ;  the  third  set  being  de- 
tnchod  on  account  of  peculiar  local  circumstances.  Tiio  air  enters  the  horizontal 
pipe  A,  in  the  ground  plan.yi^r.  1230,  on  one  side  of  the  arched  or  siphon  pipes,  shown 
in  upright  section  mfiff.  1231,  and  passes  througli  those  pipes  to  the  horizontal  pipe  b 
on  the  other  side ;  whence  it  proceeds  to  the  blast-furnace.  These  siphon  pipes  are 
ilattened  laterally,  their  section  being  a  parallelogram,  to  give  more  heating  surface 
and  also  more  depth  of  pipe  (in  the  vertical  plane),  so  as  to  make  it  stronger,  and  less 
liable  to_  bend  by  its  own  weight  when  soltened  by  the  red  heat.  This  system  of 
arched  pipe  apparatus  is  set  in  a  kind  of  oven,  from  whicli  the  flue  is  taken  out  at  the 
top  of  It ;  but  It  thence  again  descends  before  it  reaches  the  chimney,  entering  it 
nearly  at  the  level  of  the  fire-grate  (as  with  coal-gas  retorts).   By  this  contrivance 

1230 


s» — »- 


no 


the  pipes  are  kept  in  a  bath  of  ignited  air,  and  not  exposed  to  the  corroding  influence 
of  a  current  of  flame.  The  places  and  directions  of  these  oven-flues  are  plainly  marked 
in  the  drawing. 

Fiff.  1232  is  a  plan  of  the  blast-furnace,  drawn  to  a  smaller  scale  than  that  ot  the 
preceding  figures.  . 

The  three  sets  of  hot-blast  apparatus  all  communicate  with  one  line  of  conducting 
pipes  A,  which  leads  to  the  furnace.  Thus  in  case  of  repairs  being  required  in 
one  set,  the  other  two  may  be  kept  in  full  activity,  capAble  of  supplying  abundance  of 
hot  air  to  the  blast,  though  of  a  somewhat  lower  temperature. 

During  a  visit  which  Dr.  Ure  made  to  Mr.  Jcssop,  at  Butterly,  he  found  this  emi- 
nent and  very  ingenious  ironmaster  had  made  several  improvements  upon  hiS  hot- 
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blast  arrangements,  whereby  he  prevented  the  alteration  of  form  to  which  the  arched 
pipes  were  subject  at  a  high  temperature,  as  also  that  ho  was  about  to  employ  live 
tuy6res  instead  of  three.    For  a  drawing  and  explanation  of  his  fui-naco-teecling 

apparatus,  see  Smelting.  •  4.    i  i 

The  experiments  through  which  Mr.  Neilson's  important  discovery  was  introducea 
into  the  iron  manufacture  were  made  at  the  Clyde  Iron  Works,  where  the  fuel  gene- 

1231 


imnmto 


10 


rally  made  use  of  was  coke,  derived  from  splint  coal;  during  its  conversion  into 
coke,  this  coal  sustained  a  loss  of  55  per  cent.  During  the  first  six  months  of  the 
year  1829,  when  all  the  cast  iron  in  the  Clyde  Iron  Works  was  made  by  means 
of  the  cold  blast,  a  single  ton  of  cast  iron  required  for  fuel  to  reduce  it,  8  tons  1^  cwt 
of  coal  converted  into  coke.  During  the  first  six  months  of  the  foUowinr^-  year  while 
the  air  was  heated  to  near  300°  Fahr.,  1  ton  of  cast  iron  required  5  tons  3^  cwts  of 
coal  converted  into  coke.    The  saving  amounted  to  2  tons  18  cwts.  per  ton  of  iron 
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from  wlneh  must  be  dodueted  the  coal  used  in  heating  the  air,  which  was  nearly  8  cwts 
Ihis  groat  success  induced  the  Scotch  ironmasters  to  try  a  higher  temperature,  and 
to  subslituto  raw  coal  for  coke  ;  and  during  the  first  six  mouths  of  the  year  1833  the 


blast  being  heated  to  600°,  1  ton  of  cast  iron  was  made  with  2  tons  5^  cwts.  of  coal. 
Add  to  this  8  cwts.  of  coal  for  heating,  and  we  have  2  tons  13  J  cwts.  of  coal  to  make 
1  ton  of  iron.  An  extraordinary  impetus  was  given  by  this  discovery  to  the  iron 
manufacture  of  Scotland,  where,  from  the  peculiar  nature  of  the  coal,  and  from  tlie 
circumstance  that,  with  a  heated  blast,  Mushet's  blackband  ironstone  could  be  exclu- 
sively used,  its  importance  was  more  highly  felt  than  in  England  and  Wales.  Ac- 
cording to  Mr.  Finch's  statement  (Scrivenor's  'History  of  the  Iron  Trade '),  there 
were  in  1830  only  eight  works  in  operation  in  Scotland,  which  made  in  that  year 
37,600  tons  of  pig-iron ;  in  1838  there  were  eleven  works,  consisting  of  41  furnaces, 
which  made  147,600  tons,  being  an  increase  in  eight  years  of  110,000  tons  per 
annum;  in  1869  there  were  fifty  furnaces  in  blast,  making  195,000  tons ;  in  1851, 
750,000  tons  of  pig-iron  were  made  ;  and  in  1856,  with  127  furnaces  in  blast,  the 
make  rose  to  880,500  tons.  The  influence  of  hot  blast  has  likewise  been  felt  in  the 
anthracite  districts  of  South  Wales,  where  that  coal  is  now  successfully  used,  and 
■where  several  new  furnaces  have  in  consequence  been  erected.  In  short,  notwith- 
standing the  opposition  with  which  the  introduction  of  hot  blast  was  met  by  engineers, 
as  being  destructive  of  the  quality  of  the  iron,  so  great  liave  been  the  advantages 
derived  from  it  that  at  the  present  time  more  than  ninetoen-twentieths  of  the  entire 
produce  of  the  kingdom  is  made  in  furnaces  blown  with  heated  air. 

Of  late  years  there  has  been  a  constantly  incrensing  demajid,  especially  in  the 
Cleveland  district,  for  more  highly  heated  blast;  and  furnaces  are  now  blown  with 
air  at  a  red  heat,  or  almost  beyond  the  power  of  endurance  of  cast-iron  lieating  pipes. 
For  this  purpose  the  regenerative  principle  of  Siemens  has  been  advantageously 
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applied.  _  It  consists  of  storing  np  the  heat  of  the  birrning  fuel  in  cellular  piles  of  fire- 
brick, which  arc  siibsequontly  made  to  give  up  their  heat  to  the  blast  before  it  enters 
the  furnace.  The  most  successful  form  of  this  apparatus  is  that  known  as  Whitwell'a 
stove  which  is  represented  in  figs.  1233-1237.  It  consists  of  a  series  of  parallel 
■walls  of  fire-brick,  connected  by  ribs  and  arches  into  a  system  of  rectangular  flues, 


1233  1234 


1236 

which  are  alternately  heated  by  the  combustion  of  the  waste  gas  from  the  top  of  tha 
fiimace,  and  cooled  by  passing  a  current  of  cold  air  in  the  reverse  direction.  Por  the 
more  perfect  combustion  of  the  gases,  ventilating  holes  for  the  admiss  on  of  a°?  are 
perforated  through  the  walls  at  a  and  d.    The  arches  at  the  top  of  the  stove  are  pro- 


1236 


1237 


Tided  with  moveable  covers  at  e,  and  similar  covered  holes  are  nln^a^  of  , 
of  the  stove  at  f,  for  the  purpose  of  clearing  out  the  dusrwhlh  1 
the  bnck-work  when  the  furnace  is  used  for  heating.    /  Tthe  Sklef  vT^^*''  ?° 
chimney  valve  used  during  the  heating  period  ;  n  the  cold  hln«t  /.i  .  '  ^' 
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and  the  outlet  main,  3  feet  in  diameter,  is  lined  with  fire-brick  9  inches  thick,  tig. 
1236  shows  the  general  arrangement  of  those  stoves  as  applied  to  a  blast-furnace  at 
Consett  in  Durham.  They  are  four  in  number,  each  being  22  feet  in  diameter,  and 
25  feet  high,  and  containing  2hQ  tons  of  brick,  arranged  so  as  to  give  9,000  feet  of 
heating  surface.  They  are  worked  in  pairs,  the  current  being  changed  every  two  hours. 
The  furnace  makes  from  400  to  500  tons  of  pig-iron  per  week,  with  an  average  con- 
sumption of  coke  of  19  to  19^  cwts.  per  ton  ;  the  ore  yields  about  46J  per  cent.  The 
eifective  blast-temperature  is  from  1,100°  to  1,300°  Fahr. 

Mr.  Truran,  in  his  work  on  the  iron  manufacture  of  Great  Britain,  gives  it  as 
his  opinion  that  the  ofFects  of  hot  blast  have  been  greatly  exaggerated,  and  that  it 
is  to  improvements  in  the  preparation  of  fuel  and  ore  in  the  furnaces,  in  blowing  en- 
gines, and  in  the  smelting  process,  far  more  than  to  the  heating  of  the  blast,  that  we 
must  refer  the  great  reduction  in  the  yields  of  coal  in  recent  times  ;  he  thinks  that 
the  comparatively  large  produce  which  has  been  obtained  from  the  Scotch  furnaces  is 
to  be  referred  to  the  general  use  of  carbonaceous  ore,  which  melts  at  a  low  tempera- 
ture ;  and  which,  from  its  comparative  freedom  from  earthy  matters,  requires  but  a 
minimum  dose  of  limestone  for  fluxing.  Against  this  opinion  of  an  English  writer  on 
iron  smelting,  we  may  place  that  recorded  by  an  American  metallurgist,  Jlr.  Overman, 
who  has  written  a  large  and  in  many  respects  a  valuable  treatise  on  the  manufacture 
of  iron,  as  conducted  in  America.  'The  economical  advantages  arising  from  the 
application  of  hot  blast,  casting  aside  those  cases  in  which  cold  blast  will  not  work  at 
all,  are  immense.  The  amount  of  fuel  saved  in  anthracite  and  coke  furnaces  varies 
from  30  to  60  per  cent.  In  addition  to  this,  hot-blast  enables  us  to  obtain  nearly 
twice  the  quantity  of  iron  within  a  given  time  that  we  should  realise  by  cold  blast. 
These  advantages  are  far  more  striking  with  respect  to  anthracite  coal  than  in  relation 
to  coke  or  to  bituminous  coal.  By  using  hard  charcoal,  we  can  save  20  per  cent,  of 
fuel,  and  augment  the  product  50  per  cent.  From  soft  charcoal  we  shall  derive  but 
little  benefit,  at  least  where  it  is  necessary  to  take  the  quality  of  the  iron  into  con- 
sideration.' ,  J     •  i? 

The  following  Tables,  embodying  the  general  results  of  an  extended  series  of  expen- 


Oarron  Iron,  No.  2. 
Tensile  strength  in  lbs.  per  square  inch 
Compressive  strength  in  lbs.  per  inch,  from 

castings  torn  asunder 
Ditto,  from  prisms  of  various  forms  . 
Ditto,  from  cylinders  . 
Transverse  strength  from  all  experiments 
Power  to  resist  impact  .... 
Transverse  strength  of  bars  one  inch  square 

in  lbs  

Ultimate  deflection  of  do.  in  inches 
Modulus  of  elasticity  in  lbs.  per  square  inch 
Specific  gravity  


.3. 


Devon  Iron,  No 

Tensile  strength  

Compressive  strength   .      .      •  • 
Transverse  do.  from  experiments  generally 
Power  to  resist  impact  .      .      •  • 
Transverse  strength  of  bars  one  Inch  square 
intimate  deflection  do.  . 
Modulus  of  elasticity     .      .  • 
Specific  gravity     .      .      .  • 

Coed  Talon  Iron,  No.  2. 

Tensile  strength    .      .      .  • 
Compressive  strength    .  • 
Specific  gravity     .      .      .  • 

Carrox  Iron,  No.  3, 

Tensile  strength    .      .      .  • 
Compressive  strength    .  . 
Specific  gravity     .      .      .  • 

Bdfb^ry  Iron,  No.  1. 

Tensile  strength    .  .      •  • 

Compressive  strength  . 

Trnnsverse  strength  •  • 

Power  to  resist  impact  .      .  • 

Transverse  strength  of  bars  one  inch  squaro 

■Ultimate  deflection  do.  . 
Modulus  of  elasticity 
Specific  gravity 


Cold  Blast 


16,683  (2) 

106,375  (3) 
100,631  (4) 
125,403  (13) 
..  (11) 
(9) 


476 
1-313 
17,270,600 
7,006 


(3) 
(3) 
(2) 


Hot  Blut 


(5) 
(4) 

448  (2) 
•79  (2) 
22,907,700  (2) 
7,295  (4) 


18,855  (2) 
81,770  (4) 
6,955  (4) 


14,200  (2) 
115,542  (4) 
7,135  (1) 


17,466  (1) 
93,366  (4) 
(5) 
(2) 

468  (3) 
1-55  (3) 
16,881,200  (2) 
7,079 


13,505 

(3) 

108.540 

(2) 

100,738 

(2) 

121,685  (13) 

(13) 

(9) 

463 

(3) 

1-337 

(3) 

16,085,000 

(2) 

7,046 

21,907 

(1) 

145,435 

(4) 

(5) 

(4) 

"537 

(2) 

1-09 

(2) 

22,473,650 

(2) 

7,229 

(2) 

10,676 

(2) 

82,739 

(4) 

6,968 

(*) 

17,766 

(2) 

183,440 

(3) 

7,056 

(1) 

13,434 

(1) 

86,397 

(4) 

(6) 

(2) 

"436 

(3) 

1-64 

(3) 

18,730,500 

(2) 

6,958 

Ratio,  representing 
Cold  Blast  by  1000 


1000  :  809 
1000:1020-^ 

1000:1001 

1000  :  070j  e  ^ 

1000  :  991 
1000  :  1005 

1000  :  973 
1000  :  1018 
1000  :  931 
1000:  997 


1000  :  1417 
1000  :  2786 
1000  :  1199 
1000  :  1380 
1000:  981 
1000:  991 


1000  :  884 
1000  :  1012 
1000  :  1002 


1000  :  1260 
1000  : 1156 
1000  :  989 


1000 ; 
1000  : 


769 
925 


1000  :  931 
1000  :  963 
1000  :  942 
1000  :  1058 
1000  :  893 
1000  :  989 
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ments  on  the  relative  strength  and  other  mechanical  properties  of  cast  iron,  obtJiined 
by  the  hot  and  cold  blasts,  are  extracted  from  a  report  presented  to  the  British 
Association  (1837)  by  Messrs.  Eaton,  Hodgkinson  and  "William  Fairbairn. 

Of  the  three  columns  of  numbers,  the  first  represents  the  strength  or  other  quality 
in  the  cold  blast  iron,  the  second  that  in  the  hot,  the  third  is  the  ratio  of  these  qualities ; 
the  figures  included  in  parentheses  indicate  the  number  of  experiments  from  which 
the  results  have  been  deduced. 

These  results  contain  nearly  the  whole  of  the  information  afforded  by  the  investi- 
gation.   From  the  numbers  in  the  tables,  it  will  be  seen  that  in  Buffery  iron  No.  1 
cold  blast  somewhat  surpasses  hot  blast  in  all  the  following  particulars :  1,  direct 
tensile  strength  ;  2,  compressive  strength  ;  3,  transverse  strength ;  4,  power  to  resist 
impact;  5,  modulus  of  elasticity  or  stiffness;  6,  specific  gravity:  while  the  only 
numerical  advantage  possessed  by  the  hot-blast  metal  is  that  it  bends  a  little  more 
than  the  cold  before  it  breaks.    In  No.  2  the  advantages  of  the  rival  kinds  are  more 
nearly  balanced,^  still  rather  in  favour  of  the  cold  blast.    No.  3  hot-blast  Carron  iron 
resists  both  tension  and  compression  better  than  cold  blast  of  the  same  denomination  ; 
^d  No.  3  hot  blast  from  the  Devon  works  in  Scotland  is  remarkably  strong,  while 
No.  3  cold  blast  is  comparatively  weak,  notwithstanding  its  high  specific  gravitv. 
On  the  whole  it  would,  appear  from  the  experiments,  that  while  the  irons  of  No.  1  have 
been  somewhat  deteriorated  in  quality  by  the  hot  blast,  those  of  No.  3  have  been 
benefited  by  its  mollifying  powers  ;  while  those  of  No.  2  have  been  but  very  slightly 
aliected  ;  and  from  the  evidence  brought  forward,  it  is  rendered  highly  probable  that 
t  le  introduction  of  a  heated  blast,  whilst  it  has,  perhaps,  to  a  certain  extent,  injured 
tlie  solter  irons,  has  unproved  those  of  a  harder  nature ;  and  considering  the  small 
deterioration  that  the  irons  of  the  quality  No.  2  have  sustained,  and  the  apparent 
benefit  of  those  of  No.  3,  together  with  the  saving  effected  by  the  heated  blast,  there 
seems  good  reason  for  the  process  becoming  so  general  as  it  has  done. 

The  following  general  summary  of  results,  as  derived  from  the  experiments  of 
Messrs  Hodgkinson  and  Fairbairn  on  the  transverse  strength  of  hot  and  cold  blast 
iron  exhibits  at  one  view  the  ultimatum  of  the  whole  investigation  •— 


These  irons  are  from  Mr.  Hodgkinson's  experi- 
ments : — 

Carron  iron,  No.  2  .       .  . 

Devon  iron.  No.  3    ..."  ' 

Buffery  iron.  No.  1  .       .       .  \ 
These  irons  are  from  Mr.  Fairbairn's  experi- 
ments : — 

Coed  Talon  iron,  No.  2  . 

Coed  Talon  ditto,  No.  3  . 

Elsicar  and  Milton,  ditto  . 

Carron  ditto.  No.  3  . 

Muirkirk,  No.  1 

Mean   .  , 


Ratio  of  Strength : 
that  of  Cold  Blast 
being  represent 
ed  by  1000 


Ratio  of  Powers  to 
sustain  Impact  : 
Cold  Blast  being 
1000 


1000  : 

890-9 

1000  : 

1005-1 

1000  : 

1416-9 

1000  : 

27856 

1000  : 

930-7 

1000  : 

962-1 

1000  : 

1007 

1000  : 

1234 

1000  : 

927 

1000  : 

925 

1000  : 

818 

1000  : 

875 

1000  : 

1181 

1000  : 

1201 

1000  : 

927 

1000  : 

833 

1000  : 

1024-8 

1000  : 

1226-3 

samples  of  hot  and  cold  blast  iron 

_        ^iiu..i^ouuB  ciiemicai  examination  of  sev( 

IS  appended  to  this  report.   According  to  th«  t^Apenmems  of  this  distinguished 

;iliorof'S?^°n  '7  Y  "'"^  ^  g^'-  P-Portion  of  iron.  aM  a  fmSler 

proportion  of  silicon,  carbon,  and  aluminium,  than  when  smelted  by  cold  air  The 
mean  specific  gravity  of  8  specimens  of  Scotch  cold  blast  iron  No  1  was  6-7034  •  tha 
mean  of  5  specimens  of  hot  blast  from  the  Carron  and  Clyde  iron  wrks  was  7  0263 
BO  tha  he  density  of  cold-blast  iron  is  less  than  that  of  hot  Tr^an  of  6  amlysos 
of  cold-blast  iron  No.  1  gave  3^  atoms  of  iron,  1  atom  of  carbon,  silic^  ancfal  ™f 
mum  ;  the  proportion  of  these  three  constituents  being  very  neaS  4  atoms  of  carC" 
1  atomof  sihcon,  and  1  atom  of  aluminium ;  consequently  ScotcSd-blSron  ^5  ^ 

a  d  5  ;trof  I  atomro?carbot  1  at^of 

and  1  atom  of  aluminium.    The  mean  of  5  analyses  of  hot-blast  iron  No  1  ^.pln  ax 
atoms  of  iron  and  manganese  to  1  atom  of  carbon,  silicon  and  alnSn^^  V 
It  would  appear  that  cast  iron  smelted  with  a  ho  -Sa  t  V^^^^^^^^^ 
13  cold,   inis,  however,  is  not  the  case  as  the  numerousCalyses  of  LtVvS^^^^^ 

0  Q  2 


964 


IRON 


that  havo  boon  made  during  the  last  fo-w  years  concur  in  pro\'ing.  Hot-blast  grey- 
iron  smelted  with  mineral  coal,  contains  a  much  higher  percentage  of  silicon  than  the 
eamo  variety  of  cast  iron  smelted  from  the  same  ores  by  cold  blast ;  in  other  respects, 
provided  the  process  of  reduction  is  complete,  i.e.  -when  little  or  no  iron  passes  off  with 
the  slag,  there  is  very  little  chemical  difference  between  the  two  varieties,  as  will  be 
seen  in  the  following  Table,  which  contains  the  results  of  a  series  of  analyses  of  hot- 
and  cold-blast  iron,  which  Dr.  Noad  had  occasion  to  make,  under  circumstances 
peculiarly  favournble  for  instituting  the  comparison,  the  furnaces  working  with  the 
same  ores,  and  making  the  same  class  of  iron,  viz.,  good  No.  3  grey  pig. 


Analyses  of  Cast  Iron  No.  3,  smelted  by  Hot  Blast. 


I. 

II. 

m. 

IV. 

V. 

VI. 

vn. 

vm. 

Mean 

silicon 
Grraphite  . 
Sulpliur 
Phosphorus 

• 

2-  500 

3-  520 
0-045 
0'318 

3-140 
3-100 
0-090 
0-422 

3-380 
3-210 
0-079 
0-308 

2-  440 

3-  102 
0-069 
0-394 

3-200 
3-340 
0-072 
0-422 

3-190 
3-320 
0-046 
0-480 

3-120 

3-340 
0-072 
0-320 

2-  260 

3-  294 
0-064 
0-374 

2-  900 

3-  290 
0-067 
0-379 

Analyses  of  Cast  Iron  No.  3,  smelted  by  Cold  Mast. 


Silicon 
Graphite  . 
Snlphnr 
Phosphorus 

I. 

n. 

in. 

IV. 

V. 

VI. 

vn. 

vni. 

Mean 

1-050 
3-370 
0-024 
0-210 

Metallic  i 

1-400 
3-184 
0-037 
0-314 

iron  per  c 

1-029 

3-270 
0-045 
0-387 

0-940 
3-140 

traces 
0-361 

1-372 

3-333 
0-029 
0-372 

1-486 
3-274 
0-037 
0-372 

1'466 
3-242 
0-028 
0-342 

1-400 
3-197 
0-024 
0-354 

1-268 
3-251 
0-028 
0-339 

The  true  reason  of  the  frequent  inferiority  of  hot-blast  iron  has  been  correctly  given 
by  Mr.  Blackwell.  Furnaces  blown  with  heated  air  exert  greater  reductive  power 
than  those  in  which  a  cold  blast  is  used.  This  has  led,  since  the  introduction  of  hot 
blast,  to  the  extensive  use  in  iron  smelting  of  refractory  ores  not  formerly  smelted,  a 
large  part  of  which  have  been  ores  of  a  class  calculated  to  produce  infenor  iron;  and 
it  is  to  the  use  of  ores  of  this  nature,  far  more  than  to  any  deterioration  :n  quality, 
arising  from  a  heated  blast,  that  this  inferiority  of  hot-blast  iron  is  to  be  ascribed. 

Utilisation  of  the  waste  gases  given  off  from  the  furnace-head.— agent  in  the 
blast-furnace  by  which  the  oxide  of  iron  is  reduced  is  carbonic  oxide,  the  presence  of 
■which  therefore  in  great  excess  is  indispensable  to  the  operation  of  the  furnace.  The 
flames  rising  from  the  tunnel-head,  which  makes  a  blast-furnace  at  night  such  an  im- 
posing obiect,  are  occasioned  principally  by  the  combustion  of  this  gas,  on  coming  into 
contact  with  the  oxygen  of  the  atmosphere.  The  attention  of  practical  men  was  lirst 
called  to  the  enormous  waste  of  heat  which  this  useless  flame  entailed  by  Messrs. 
Bunsen  and  Playfair,  and  the  application,  of  the  gas  to  a  useful  purpose  may  be  ranked 
next  to  that  of  the  heated  blast,  as  the  most  important  of  the  recent  improvements  in 
the  iron  manufacture.  The  gases  evolved  from  iron  furnaces  where  coal  is  used  as 
the  fuel  contain  the  following  constituents  :  viz.  nitrogen,  amvwma  carhonw  acid,  car- 
bonic  oxide,  light  carhurettcd  hydrogen,  olefiant  gas,  carburettcd  hydrogen  of  unknown 
composition,  hydrogen,  sulphuretted  hydrogen,  and  aqueous  vapour.  The  nature  of  the 
combustible  |as  stands  in  a  relation  so  intimate  to  the  changes  suffered  by  the 
materials  put  into  the  fxirnace,  that  its  different  composition  in  the  ^^^o^.  °j 
the  furnace  indicates  the  changes  suffered  by  the  materials 

in  their  way  to  the  entrance  of  the  blast.    Now  as  the  examination  of  this  column  of 
air  in  its  various  heights  in  the  furnace  must  be  the  key  to  the  ^^^f 
the  theory  and  practice  of  the  manufacture  of  iron  depend  it  ^'-^^f^he  first  import 
ance  to  subiect  it  to  a  rigid  examination;  this  accordingly  has  been  done  by  the  above- 
"Id  eSrnt  chemists!  and  subsequently  by  M.  ^belmen.    We  s^^^^^^^^^ 
sideration  of  the  results  they  obtained  presently,  confining       f  PJ"/^^^^ 
the  composition  of  the  gases  at  the  mouth  of  the  furnace,  and  to  the  methods  which 
have  been  adopted  to  utilise  thorn.  „  ■r„„coti 

In  order  to  arrive  at  a  knowledge  of  the  composition  of  ^  f «  gas°^.  ^^^^ 
first  studied  minutely  the  phenomena  which  would  ensue  wore  the  furnace  filled  with 
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fuel  only :  by  a  careful  distillation  of  a  known  weight  of  coal,  and  analysing  of  the 
products,  he  obtained  results  embodied  in  the  subjoined  table : — 


Carbon   68-925 

Tar  ...       =   12-230 

Water      .       .       •       •       .       .       .       .  7-569 

Light  carburetted  hydrogen      ....  7-021 

Carbonic  oxide  .       .       .     '  .       .       .       .  1-135 

Carbonic  acid  '  .       .       .       .       .       .       .  1-073 

Condensed  hydrocarbon  and  defiant  gas    .       .  0-763 

Sulphuretted  hydrogen   0-549 

Hydrogen   0-499 

Ammonia  ........  0-211 

Nitrogen  .   0-035 


100-000 


Now,  in  the  fiirnace,  the  Qxygen  introduced  by  the  blast  is  consumed  in  the  im- 
mediate vicinity  of  the  tuyere,  being  there  converted  into  carbonic  oxide,  and  the  coal 
loses  all  its  gaseous  products  of  distillation  much  above  the  point  at  which  its  com- 
bustion commences,  near,  in  fact,  the  top  of  the  furnace ;  the  fuel  with  which  the 
blast  comes  into  contact  is  therefore  coke,  and  upon  calculating  the  amount  of  car- 
bonic oxide  produced  by  the  combustion  of  68'925  per  cent,  of  carbon,  and  the 
nitrogen  of  the  air  expended  in  the  combustion,  we  get  as  the  composition  by  volume 
of  the  gases  escaping  from  a  furnjice  filled  with  Gasforth  coal  the  following  : — 


With  this  preliminary  information,  Bunsen  proceeded  to  calculate  the  modification 
of  the  gaseous  mixture  occasioned  by  the  introduction  into  the  furnace  of  iron-ore 
and  limestone.    The  materials  used  for  the  production  of  140  lbs.  of  pig-iron  were : — 

420  lbs.  calcined  iron-ore ;  390  lbs.  coal ;  170  lbs.  limestone.  From  100  parts  of 
the  coal,  67-228  parts  of  coke  were  obtained ;  but  from  this  must  be  deducted  2-68 
ashes,  and  118  carbon  entering  into  combination  with  the  iron;  which  leaves  as  the 
quantity  of  carbon  actually  burnt  into  carbonic  oxide  before  the  tuyere  63-368  ;  part 
of  this  carbonic  oxide  undergoes  oxidation  into  carbonic  acid  at  the  expense  of  the 
oxygen  in  the  oxide  of  iron  which  it  reduces ;  a  further  quantity  of  carbonic  acid  is 
derived  from  the  limestone  ;  so  that  the  gases  returned  to  the  mouth  of  the  furnace  by 
the  combustion  of  the  67-228  parts  of  coke,  the  reduction  of  the  corresponding 
quantity  of  ore,  and  the  decomposition  of  limestone,  consist  of — 


Nitrogen  .... 

Carbonic  oxide  , 

Light  carburetted  hydrogen 

Carbonic  acid  . 

Condensed  hydrocarbon 

Sulphuretted  hydrogen 

Hydrogen 

Ammonia  .... 


62-423 
33-163 
2-527 
0-139 

0-  161 
0091 

1-  431 
0-070 


100-000 


Nitrcgen .  , 
Carbonic  acid  . 
Carbonic  oxide 


282-860 
69-482 
121-906 


464-248 


Nitrogen        ....  59-559  .  .  60-907 

Carbonic  acid  ....  12-765  .  .  8-370 

Carbonic  oxide       .       .       .  26-006  .  .  26-846 

Light  carburetted  hydrogen    .  1-397  .  .  2-636 

Hydrogen       ....  0-078  .  .  1-126 

Condensed  hydrocarbon  .       .  0-108  .  .  0-112 

Sulphuretted  hydrogen    .       .  0-053  .  .  0-045 

Ammonia       ....  0  064  .  .  0-058 


100-000 


100-000 
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The  calculations  of  tho  quantity  of  hoat  capahlo  of  holng  reallsod  in  tho  furnace  by 
the  combustion  of  tho  furnace-gaaos  are  founded  on  tlio  data  on  the  hoat  of  combustion 
given  in  tho  posthumous  papers  of  Dulong,  according  to  wliioh— 

1  kilogramme,  or  15,444  grains,  of 

Carbon  burning  to  CO,  heats  1 5,444  grs.  of  water  to  1 499°C 


C0^  . 

Carbonic  oxide  . 
Hydrogen 

Light  carburotted  hydrogen 
defiant  gas 
Sulphuretted  hydrogen 
Ammonia 


7371° 
2502° 
34706° 
13469° 
12322« 
4478° 
6060° 


Using  these  numbers,  it  is  found  that  by  the  combustion  of  100  of  the  furnace-gases, 
there  are  generated  from  the 


59'559  nitrogen  .       .  . 
12'765  carbonic  acid  . 
26"006  carbonic  oxide 

1'397  carburetted  hydrogen 

0-078  hydrogen 

O'lOS  defiant  gas     .  , 

0"053  sulphuretted  hydrogen 

0'034  ammonia 


0000 
0000 
65067 
18826 
2704 
1331 
238 
208 

88374= 


units  of  heat  generated,  the  unit  being  understood  to  mean  the  amount  of  heat  neces- 
sary to  raise  1  kilogramme  =  2-204  lbs.  =  15,444  grains  of  water  from  0°  Centigrade  to 
1°  cent.  The  amount  of  heat  realized  in  the  furnace  is  limited  to  that  produced  by 
the  expenditure  of  the  oxygen,  corresponding  to  69*559  nitrogen  in  the  production  of 
carbonic  oxide ;  this  amounts  to  20,001  units :  hence  follows  the  remarkable  conclusion, 
that  in  the  fiu'nace  which  was  the  subject  of  experiment  not  less  than  81*54  per  cent, 
of  the  fuel  is  lost  in  the  form  of  combustible  matter  still  fit  for  use,  and  that  only 
18'46  percent,  of  the  whole  fuel  is  realised  in  carrying  out  the  processes  in  the  furnace. 

A  more  practical  measure  of  the  economy  of  fuel  in  the  blast-furnace  is  that  given 
by  Mr.  Lowthian  Bell.    See  p.  978. 

The  temperature  which  should  be  produced  by  the  flame  of  the  furnace-gases  when 
burnt  with  air  is  found  by  dividing  the  units  of  heat,  viz.  883*74  arising  from  the 
combustion  of  1  kilogramme  of  the  gases  by  the  number  resulting  when  the  quantity 
of  the  products  of  combustion  is  multiplied  by  their  specific  heat  (1*9338  x  0-2696): 
we  thus  get  the  number  3083°  F. ;  but  this  is  below  tho  truth,  inasmuch  as  there  is  an 
accession  of  combustible  gases  at  the  mouth  of  the  furnace,  arising  from  the  decompo- 
sition of  the  liquid  products  of  the  distillation  of  the  coal  in  its  passage  over  the  red- 
hot  fuel.  Making  proper  correction  for  this,  and  using  numbers  derived  from  actual 
experiments,  Messrs.  Bunsen  and  Playfair  calculated  the  temperature  of  the  gases 


1238 


^3 


.J 


when  generated  under  favourable  conditions  at  3214°  F.,  and  oven  this  may  bo  in- 
creased to  3632°  F.,  a  temperature  far  above  that  of  cast  iron,  by  the  using  a  blast 
sufficiently  heated.   In  utilising  those  waste  gases,  care  must  bo  taken  not  to  remove 
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them  from  the  furnace  till  they  really  are  waste,  that  is,  until  they  have  done  their 
work  in  the  fiu-naco.  It  is  obvious  that  no  combustible  matter  could  be  removed  from 
the  lower  regions  of  the  furnace  without  seriously  deranging  the  operations  essential 

1239 


n 

J 

1240 


1241 


ff 

?  r^^s^ 


to  the  reduction  and  smelting  of  the  ore.  In  order  to  remove  the  gases  effectualTv 
and  without  injury  to  the  working  of  the  furnace,  and  in  such  a  state  as  vrill  St 
their  combustion  to  be  effected  with  most  advantage,  the  height  of  tL  fiSiace  must 
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be  raised,  the  full  width  of  tho  mouth  being  retained,  and  the  gases  must  be  withdrawn 
sufficiently  far  below  tho  mouth  for  tliom  to  be  obtained  dry,  and  also  beneath  tho 
point  where  they  begin  to  enter  into  combustion  from  contact  with  tho  atmospheric  air. 

Various  modes  of  collecting  tho  gases  have  been  tried  ;  the  best  seems  to  be  that 
adopted  at  Ebbw  Vale,  Sirhowy,  and  Cwm  Celyn.  A  funnel-shaped  casting,  equal  in 
its  largest  diameter  to  tho  throat  of  tho  furnace,  projects  into  tho  interior  a  depth  of 


4  or  5  foot ;  the  orifice  at  tho  bottom,  from  3  to  5  feet  in  diameter,  is  closed  by  a  conical 
casting,  tho  apex  upwards,  from  which  a  chain  proceeds  to  a  lever  having  a  counter- 
poise at  the  other  end.  (See  jig.  1241.)  Tho  materials  are  filled  into  tho  funnel-shaped 
receptacle,  and  are  charged  into  the  furnace  with  a  uniform  distribution,  by  lowering 
the  cono  by  means  of  suitable  machinery,  which  again  returns  it  to  its  place  when 
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emptied.  The  circular  space  around  the  funnel,  inside  the  furnace,  forms  a  chamber 
for  the  reception  of  the  gasos,  from  which  they  are  conveyed  by  brick  tunnels  or  iron 
piping  to  the  place  of  combustion.  The  whole  arrangement  will  be  clearly  understood 
by  an  inspection  of  the  accompanying  plans,  j^j-s.  1238, 1239,  1240,  1241,  1242,  kindly 
furnished  to  the  writer  by  the  proprietor  of  the  Cwm  Celyn  and  Blaina  Iron  Works. 

Fig.  1243  shows  the  plan  of  extracting  the  gases  which  is  adopted  at  the  Brymbo 
Iron  Works,  near  Wrezham,  the  same  being  the  patent  of  C.  E.  Darby. 

It  consists  of  a  large  pipe  or  tube  inserted  into  the  middle  of  the  top  part  of  the 
furnace,  which  descends  a  short  distance  down  into  the  materials,  and  is  carried  over 
the  top  of  the  side  of  the  furnace  in  the  form  of  a  siphon,  a  continuation  of  which 
pipe  is  taken  to  the  boilers,  or  hot  air-stoves,  where  the  gas  is  burned  in  the  usual 
way.  The  principal  advantage  claimed  by  this  method,  is  that  it  puts  no  check  on 
the  free  escape  of  .  the  gases,  by  which  the  driving  of  the  furnace  is  impeded,  and  the 
quality  of  the  iron  deteriorated.  The  patentee  estimates  the  saving  of  fuel  with  two 
furnaces  making  240  tons  of  iron  per  week,  by  applying  the  gas  to  the  blast-engine 
boilers  and  hot  air-stoves,  1,200Z.  a  year.  Thus : — Consumption  of  fuel  at  engine 
and  stoves  equal  to  7  cwts.  of  good  coal  per  ton  of  iron,  made  at  3  Jd.  per  owt.,  is 
2s.  O^d.,  say  2s.  per  ton  on  12,480  tons,  or  1,248^. 

T:he  causes  of  derangement  in  the  working  of  blast-furnaces  when  the  gases  are 
drawn  oif  to  be  utilised  elsewhere,  have  been  diligently  studied  by  Mr,  George  Parry, 
of  Ebbw  Vale  ;  and  he  has  kindly  furnished  us  with  the  following  resumh  of  his  ob- 
servations, for  insertion  in  this  article — 

The  manner  in  which  the  waste  gases  were  formerly  collected  was  by  sinking  an 
iron  tube,  7  feet  deep,  into  the  throat  of  the  furnace,  the  diameter  of  the  tube  being 
about  3  feet  less  than  that  of  the  throat,  thus  leaving  an  annular  space  of  18  inches 
between  the  walls  of  the  furnace  and  the  sides  of  the  tube.    From  this  space  the 
gases  were  allowed  to  pass  off  by  the  pressure  within  the  furnace,  through  a  pipe 
which  penetrated  the  ring  and  walls.  When  the  tube  was  kept  full  of  minerals,  about 
^rd  or  Jth  only  of  the  gas  escaped  into  the  open  air,  the  rest  passing  into  the  annular 
chamber;  and  when  this  state  of  things  was  continued,  those  troublesome  adhesions 
of  masses^  of  semifused  materials  above  and  around  the  boshes,  technically  termed 
I  scaffolds,'  occurred,  with  the  usual  accompaniments  of  black  cinder  and  inferior 
iron.    It  is  evident  that  when  the  tube  was  kept  full  of  materials,  the  contents  acted  as 
a  loose  stopper  to  the  current  of  hot  gases  forced  up  by  pressure  from  beneath,  and 
diverted  them  towards  the  annular  space  where  there  was  no  such  resistance,  thus 
leaving  the  minerals  in  the  central  parts  of  the  furnace  insuflaciently  supplied  with  the 
upward  current,  and  consequently  with  heat ;  the  minerals,  on  the  other  hand,  sur- 
rounding this  cold  central  cone,  were  supplied  with  more  than  their  usual  quantity  of 
heat,  as  was  evidenced  by  the  burning  of  tuyeres,  and  by  the  destruction  of  the 
brickwork  in  their  neighbourhood.    In  this  state  of  things,  the  ores  in  the  external 
portions  of  the  furnace  would  become  reduced  and  converted  into  grey  metal ;  while 
those  in  the  central  portion  would,  according  to  the  degree  of  deviation  of  the 
ascending  current  of  heated  gases  from  them,  descend  to  the  point  of  fusion  either 
thoroughly  deoxidised,  and  slightly  carbonised,  or  possibly  with  a  portion  still  in  the 
state  of  oxide,  and  mixing  there  with  the  properly-reduced  ores,  enter  into  fusion  with 
them,  producing  a  mixture  of  irons  which  must  necessarily  prove  of  inferior  qualitv 
and  a  black  cmder  from  the  unreduced  oxides.    When  the  iron  tube  in  the  throat  of 
the  furnace_  was  kept  only  partially  filled  with  minerals,  much  more  gas  escaped  into 
tbe  open  air,  as  might  have  been  expected,  and  consequently  more  traversed  the 
central  parts  of  the  furnace;  and  it  was  always  observed  that  when  that  mode  of  fiUine 
was  adopted,  the  furnace  worked  much  better;  but  then  the  object,  viz.  that  of  eco- 
nomising the  gases,  was  not  attained.    Differently-formed  furnaces  were  found  to  be 
disturbed  in  different  degrees  by  this  system  of  drawing  off  the  gases  :  the  old  conical 
narrow  topped  furnaces  were  affected  very  much  less  than  the  improved  modern 
domed  top  furnace  of  large  capacity,  from  which  all  attempts  to  take  off  any  useful 
portion  of  tho  gases  proved  absolute  ruin.    It  might  be  argued,  that  as  the  same 
quantity  of  blast  and  fuel  were  used  as  heretofore,  the  ascending  current  of  heated 
gases  ought  to  produce  the  same  deoxidising  and  carbonising  effect  on  the  superin- 
cumbent mass  whatever  direction  they  might  take  in  making  their  escape  at  the 
upper  region  of  the  furnace ;  for  if  the  central  part  should  not  have  been  sEfficientlv 
acted  upon,  the  external  annulus  would  have  more  than  its  usual  share  of  chemiS 
influences.    But  when  it  is  considered  that  iron  is  only  capable  of  taking  up  a  certaTn 
quantity  of  carbon,  and  no  more,  it  follows  that  after  having  received  this  dose  iS 
further  exposure  in  the  external  parts  of  the  furnace  where  the  heated  gases  abound 
can  do  nothing  towards  supplying  the  deficiency  of  carbon  in  the  meta?  reduc  J^n 
the  central  part.    From  these  considerations  it  became  evident,  that  no  svstem  of 
drawing  off  the  gases  around  tho  sides,  whether  by  the  insertion  ^f  an  iron  tube  into 


970 


IRON 


the  throat,  or  by  lateral  openings  through  the  walls  into  a  chamber  Burrounding  the 
top  of  the  furnaco,  can  bo  adopted  without  more  or  less  injury  to  its  action  ;  and  that 
the  only  unobjuctionablo  mode  would  bo  to  take  tho  gasos  from  a  chamljer  above  the 
surface  of  tlio  minerals,  thus  equalising  tho  pressure  on  tho  whole  sectional  area  of 
tho  mouth,  and  thoroby  allowing  an  equally  free  flow  for  the  ascending  current  up 
the  middle,  as  well  as  up  the  sides  of  tho  furnace.  By  this  method  the  wliole  of  the 
waste  gasos  would  become  utilised,  instead  of  a  portion  only,  and  the  furnace  would 
be  restored  to  its  original  state,  inasmuch  as  tho  direction  of  the  flow  of  heated  gasos 
would  not  bo  interfered  with  by  unequal  resistance.  To  form  this  chamber,  tho  fur- 
nace must  be  covered  in,  and  fed  through  a  hopper,  a  plan  long  adopted  at  the  Codnor 
Park  Iron  "Works,  with  tho  supposed  advantage  of  scattering  tho  minerals  around  the 
sides  of  the  furnace,  and  preventing  their  accumulating  in  the  centre  :  a  conical  charger 
of  this  description,  but  fixed  in  tho  throat  of  the  blast-furnace,  was  in  use  at  the 
Cyfixrtha  Works  more  than  half  a  century  ago,  the  minerals  being  thrown  by 
baskets  to  the  centre  of  tho  cone,  and  allowed  to  roll  down  to  tho  sides  of  tho  furnaco, 
thus  giving  a  cup  form  to  tho  surface  of  the  minerals,  the  larger  lumps  of  course 
rolling  to  the  centre,  and  affording  a  freer  passage  in  that  direction  for  the  upward 
current.  It  was  not,  however,  until  January  1851,  that  a  trial  was  made,  at  the 
Ebbw  Vale  Works,  of  an  apparatus  of  this  description  for  collecting  the  gases.  It 
was  then  supplied  to  one  of  the  old  forms  of  conical  furnace  with  a  narrow  top,  and 
the  trial  proved  eminently  successful,  the  furnace  producing  any  quantity  of  iron  re- 
quired according  to  the  burden,  as  usual.  Several  other  furnaces  were  similarly  fur- 
nished in  and  around  the  neighboiirhood,  and  it  was  now  thought  that  the  principle  of 
taking  off  the  gases  from  a  chamber  above  tho  surface  of  the  minerals,  together  with 
the  conical  mode  of  charging,  were  the  only  indispensable  conditions  to  success  for  all 
furnaces  ;  and  some  even  which  were  originally  built  too  narrow  at  the  mouth  were 
actually  improved  by  the  new  method  of  charging,  which  did  not  allow  of  the  sur- 
faces of  the  minerals  rising  higher  than  about  6  feet  from  the  top ;  thus  giving  to  the 
furnace  a  diminished  height,  and,  as  a  consequence  of  its  conical  shape,  a  wider 
mouth.  Further  experience,  however,  demonstrated  the  fallacy  of  this  general  con- 
clusion. 

A  large  domed  furnaco  was  furnished  with  the  same  kind  of  charging-apparatus 
which  proved  so  successful  in  former  instances ;  but,  to  the  astonishment  of  all,  it 
turned  out  a  complete  failure,  the  same  derangements  occurring  as  in  the  former 
cases,  where  a  portion  only  of  the  gases  was  collected,  by  sinking  a  tube  into  the 
throat.  Now  this  furnace  could  not  be  filled  to  within  6  or  7  feet  of  the  top,  and  at 
that  depth  the  diameter  was  1 3  feet  6  inches,  owing  to  the  sharp  sweep  of  the  dome  ; 
the  actual  working  furnace  was  therefore  37  feet  high,  instead  of  44  feet,  with  a 
mouth  13  feet  6  inches,  instead  of  8  feet;  and  as  the  minerals  cannot  lie  so  close 
against  the  smooth  sides  of  tho  walls  as  they  do  locked  in  each  other  in  the  more 
central  region  of  the  furnace,  a  much  freer  discharge  of  the  gases  up  the  sides  must 
take  place ;  and  on  boring  a  hole  through  the  side  of  the  furnace,  in  the  neighbour- 
hood of  the  boshes,  it  was  found  tliat,  2  feet  in,  tho  coke  and  other  minerals  were  at 
a  white  heat,  but  a  little  further  on  towards  tho  centre,  lumps  of  black  blazing  coal 
were  found,  with  ironstone  which  had  not  even  attained  a  red  heat.  The  charging- 
apparatus  was  now  raised  with  the  furnace  5  feet,  and  the  minerals  drawn  up  an 
inclined  plane  to  the  charging-cup,  thus  enabling  it  to  be  kept  full  to  within  a  short 
distance  of  the  old  mouth,  after  which  the  furnace  worked  as  usual.  That  diminished 
height  was  not  the  cause  of  the  bad  working  of  the  furnace  was  afterwards  proved, 
the  furnace  having  been  blown  out  for  repairs,  and  re-lined  with  brickwork,  giving  it 
that  form  and  proportion  deemed  necessary  from  the  experience  g.iined ;  tho  height 
being  now  only  37  feet  instead  of  44,  and  the  diameter  of  the  mouth  7  feet  6  inches, 
or  one-half  of  that  of  the  boshes.  The  same  charging-apparatus  which  failed  before, 
mounted  6  feet  above  tho  mouth,  was  used,  and  the  furnaco  has  now  been  working 
uninterruptedly  for  five  years,  turning  out  as  much  as  160  tons  of  grey  pig-iron  per 
week,  or,  when  burdened  for  white-iron,  200  tons  ;  economising  the  whole  of  its  gas, 
and  as  much  under  the  control  of  the  manager  as  any  furnace,  either  closed-top  or 
open-top,  can  reasonably  bo  expected  to  be.  It  is  clear,  therefore,  that  the  covering 
of  the  top  has  nothing  whatever  to  do  with  the  action  of  a  furnace  kept  full  to  tho 
mouth,  and  having  the  proper  form  and  proportions  from  that  point  downwards.  The 
mouth  must  be  understood  to  be  that  part  of  the  furnace  which  represents  the  mean 
height  of  the  surface  of  the  minerals,  and  not  the  top  of  tlio  masonry,  and  the  question 
arises,  what  proportion  should  that  bear  in  diameter  to  the  boshes  or  widest  part, 
and  what  the  latter  should  bo  with  reference  to  height  in  order  to  secure  a  maximum 
economical  effect  on  the  quality  of  the  iron  made,  and  on  the  yield  of  fuel.  This  state 
of  perfection  can  exist  only  when  tho  isothermal  lines  in  tho  furnace  are  parallel  to 
the  horizon.    The  temperature  of  the  minerals  at  any  given  height  above  tho  tuyeres 
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being  the  same  through  the  whole  horizontal  gectional  area  at  that  height,  and  conse- 
quently arriving  at  tlie  zone  of  fusion  in  an  equally  prepared  state.  If  the  mouth  of 
the  furnaeo  bo  too  wide,  the  heated  gases  have  a  greater  tendency  to  pass  up  the  sides 
than  through  the  centre,  thus  destroying  the  horizontality  of  the  lines  of  equal  tem- 
perature, and  giving  them  a  curved  form  with  the  convex  side  downwards  ;  hence  ores, 
at  different  temperatures,  and  of  various  stages  of  preparation,  will  occupy  any  given 
horizontal  sectional  area  of  the  furnace ;  these  descending  together  and  mixing  in  the 
zone  of  fusion  will  produce  evils  in  proportion  to  the  extent  of  the  deflection  of  the 
curves  from  a  horizontal  line.  On  the  contrary,  if  the  mouth  of  the  furnace  be  too 
narrow  in  proportion  to  the  other  parts,  we  may  expect  an  undue  portion  of  the  gases 
to  pass  up  the  centre,  leaving  the  minerals  around  the  sides  comparatively  unacted 
\xpon.  It  is  easy  to  see  that  evils  of  the  same  kind  as  before  must  exist  here,  the 
isothermal  lines  becoming  now  concave  downwards,  instead  of  convex,  giving  as  before, 
through  any  horizontal  section  of  the  furnace,  ores  at  various  temperatures,  and  at 
different  degrees  of  deoxidation  or  carburation,  according  to  the  depth  which  they  may 
have  attained  in  the  furnace.  There  are  several  instances  of  furnaces  originally  built 
with  too  narrow  tops,  being  greatly  improved  by  widening  them ;  this  may  conve- 
niently be  done  by  feeding  them  through  a  conical  charger,  which,  by  lowering  the 
surface  of  the  minerals,  virtually  increases  the  width  of  the  mouth :  on  the  other 
hand,  furnaces  having  the  opposite  defect  of  being  too  wide  at  the  top,  may  be 
benefited  to  some  extent,  provided  the  walls  are  nearly  perpendicular,  or  do  not  widen 
too  rapidly  downwards,  by  employing  as  large  a  cone  as  it  is  possible  to  work  in  the 
throat ;  for,  by  the  use  of  this  feeder,  the  minerals  must  fall  close  to  the  sides,  and 
the  larger  lumps  roll  to  the  axis  of  the  furnace,  and  so  facilitate  the  passage  of  the 
gases  in  that  direction,  besides  giving  to  the  surface  a  concave  or  cup  form,  and 
consequently  a  diminished  height  and  resistance  to  the  upward  cxirrent  in  the  middle. 
This  principle  of  improving  the  charging  of  such  defective  furnaces  is  even  carried 
out  to  some  extent  in  feeding  open-top  furnaces  where  the  gases  are  wasted.  The 
charging-plate  is  so  placed  as  to  prevent  the  nose  of  the  barrow  from  projecting  any 
distance  into  the  furnace  ;  the  minerals,  being  thus  discharged  close  to  the  edge,  the 
larger  lumps  have  a  tendency  to  roll  over  towards  the  centre,  leaving  the  smaller  at 
the  ring-walls,  to  check  the  upward  current  in  that  direction. 

The  above  considerations  will  materially  assist  in  furnishing  an  answer  to  the  oft- 
repeated  and  very  important  question,  '  What  form  and  proportions  should  a  blast- 
furnace have  to  produce  the  best  results  in  quality  of  iron,  and  in  economy  of  fuel, 
whether  worked  on  the  open-top  principle,  or  enclosed  for  the  purpose  of  utilising 
the  waste  gases  ? '  Experience  has  proved  that  when  the  mouth  of  the  furnace  is 
one-half  the  diameter  of  the  widest  part,  good  work  is  obtained,  and  that  any  de- 
viation from  that  proportion,  if  in  excess,  has  been  productive  of  great  derangement 
in  Its  action.  _  The  height  of  the  furnace  should  also  bear  a  certain  proportion  to 
the  greatest  diameter,  in  order  to  secure  an  uniform  flow  of  the  ascending  current 
through  all  its  parts ;  for  if  the  widest  part  bear  too  great  a  relation  to  the  height, 
the  boshes  must  necessarily  be  of  a  low  angle,  and  consequently  the  minerals 
1244  around  the  sides  near  their  top  be  at  too  great  a  distance 

out  of  the  direct  line  of  passage  of  the  ascending  current, 

  .=..   and  consequently  remain  only  partially  prepared  for  fusion. 

.    .  ^i..   The  proportions  recommended  by  Mr.  Parry,  and  which 

have  been  practically  tested  most  satisfactorily  in  several 
instances,  are  as  shown  in  fig.  1244.  The  mouth  h'  b'  one- 
half  the  diameter  of  the  widest  part  c  c,  and  this  should  not 
be  at  a  less  depth  than  its  own  diameter.  The  sides  of 
the  furnace  to  this  deptli  should  be  formed  slightly  dome- 
fashioned,  for  the  purpose  of  giving  to  that  region  a  larger 
capacity  than  would  be  obtained  by  a  conical  form  The 
radius  of  the  curve  should  be  at  right  angles  to  the  axis  of 
the  furnace,  and  formed  by  a  prolongation  of  the  line  repre- 
senting the  greatest  diameter.  When  the  radius  is  set  at  a 
great  angle  with  this  line,  which  is  often  done  to  give  greater 
capacity  to  the  domed  part,  the  distortion  produced  by  the 
sharpness  of  the  curve  may  leave  a  segment  of  the  minerals 
imacted  upon  by  the  gases  in  their  passage  to  the  mouth  and 
entail  greater  evils  than  would  be  compensated  for  by  in 
,  ...  ,-  creased  capacity.    The  curve  is  continued  below  the  widest 

,     ^    ,  .  ,    ,    part  of  the  furnace  till  it  meets  the  top  of  the  boshes  tJ  r7 
he  angle  of  which  should  not  be  less  than  70°,  and  start  fvom  the  point  of  the 
tuyferes  //.    The  depth  also  from  the  widest  part  to  the  tuyeres  sliould  nnT  hi  \}l 
than  Its  own  diameter  plus  half  the  diameter  of  the  tuy£     These  proportbns 
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give  a  blast-furnaco,  of  any  detornunato  height  fkod  upon,  the  largest  possible  capacity 
It  IS  capable  of  rocoiving,  while  remaining  free  from  any  distortion  of  form  likely 
to  give  a  p  ace  ior  minerals  to  lie  out  of  tiie  way  of  the  action  of  the  upward  gaseous 
current ;  when  the  height  exceeds  the  proportion  to  its  greatest  diameter  indicated 
in  the  figure,  an  unnecessary  sacrifice  in  its  ciipacity  is  the  only  loss  entailed  The 
height  above  the  inouth  must  bo  regulated  by  the  kiud  of  hopper  used  for  charcini? 
whore  it  is  intended  to  carry  off  the  gases. 

Doubtless  when  the  true  principle  of  collecting  these  gases  without  injury  to  the 
blast-furnace  becomes  more  generaUy  known,  attention  will  be  directed  to  the  easiest 
and  most  convenient  mode  of  introducing  the  minerals.  The  conical  charger  has  only 
one  disadvantage,  that  namely  of  allowing  a  great  waste  of  gas  during  the  charging  • 
probably  some  kind  of  revolving  hopper  may  be  contrived  to  remedy  this  defect  It 
IS  of  course  assumed  that  the  furnace  is  supplied  with  a  proper  quantity  of  blast,  and 
of  a  density  proportionable  to  the  diameter  across  the  tuyeres,  so  as  to  maintain  a 
vigorous  combustion  of  the  fuel  to  the  very  centre  of  the  hearth,  the  top  of  which  is 
indicated  by  the  letters  c  e,  for  unless  this  is  attained,  a  cold  cone  of  minerals  will 
remain  in  the  centre,  and  produce  derangements  which  no  degree  of  perfection  in  the 
form  of  the  furnace  in  the  higher  region  can  remove. 

Theory  of  the  Blasi-furnace.—Analyses  of  the  gases  from  a  furnace  at  Alfreton,  in 
Derbyshire,  at  various  depths  below  the  surface,  gave  to  Messrs.  Bunsen  and  Playfair 
the  results  embodied  in  the  subjoined  Table.  The  furnace  was  supplied  with  80 
charges  in  the  course  of  24  hours,  each  charge  consisting  of  390  lbs.  of  coal,  420  lbs. 
of  calcined  ironstone,  and  170  lbs.  of  limestone,  the  product  being  140  lbs.  of  pig-iron. 
The  gases  were  collected  through  a  system  of  tubes  of  malleable  iron,  1  inch  in 
diameter,  and  were  received  in  glass  tubes  4  inches  long,  and  |  of  an  inch  in  diameter. 
The  well-known  skill  of  M.  Bunsen  as  a  gas  analyst  is  a  guarantee  of  the  accuracy  of 
the  determinations. 


Composition  of  the  Gases  taJcenfrom  different  depths  in  the  Piimaoe. 


I. 

n. 

ni. 

IV. 

V. 

VI. 

vn. 

vrn. 

IX. 

5  ft. 

8  ft. 

11  ft. 

14  ft. 

17  ft. 

20  ft. 

23  ft. 

24  ft. 

34  ft. 

Nitrogen    .  , 

55-35 

54-77 

62-57 

50-95 

65-49 

60-46 

58-28 

66-75 

68-05 

Carbonic  acid  . 

7-77 

9-42 

9-41 

9-10 

12-43 

10-83 

8-19 

10-08 

00- 

Carbonic  oxide  . 

25-97 

20-24 

23-16 

19-3 

18-77 

19-43 

29-97 

25-19 

37-43 

Liglit  carburetted 

hydrogen  . 

.<5-75 

8-23 

4-57 

6-64 

4-31 

4-40 

1-64 

2-33 

0-00 

Hydrogen  . 

6-73 

6-49 

9-33 

12-42 

7-62 

4-83 

4-92 

6-65 

3-18 

defiant  gas . 

0-43 

0-85 

0-95 

1-67 

1-38 

0-00 

0-00 

0-00 

0-00 

Cyanogen  . 

0-00 

0-00 

0-00 

0  00 

0-00 

0-00 

trace 

trace 

1-34 

From  these  analyses  it  appears : — 

1.  That  at  a  depth  of  34  feet  from  the  top,  within  2  feet  9  inches  of  the  tuyere,  the 
gas  was  entirely  free  from  carbonic  acid,  but  contained  an  appreciable  quantity  of 
cyanogen. 

2.  That  the  nitrogen  is  at  a  minimum  at  14  feet. 

3.  That  carburetted  hydrogen  is  found  so  low  as  24  feet,  indicating  that  at  that 
depth  coal  must  be  undergoing  the  process  of  coking. 

4.  That  hydrogen  and  olefiant  gases  are  at  a  maximum  at  14  feet. 

5.  That  tie  proportions  between  the  carbonic  acid  and  carbonic  oxide  are  irre- 
gular, which  is  probably  to  be  explained  by  the  fact  that  water  is  decomposed  as  its 
vapour  passes  through  the  layers  of  hot  coal. 

The  average  composition  of  the  gases  evolved  from  the  materials  used  in  the  blast- 
furnace is  somewhere  between  tlie  two  following  numbers : — 


Nitrogen      .       .  . 
Carbonic  acid      .  . 
Carbonic  oxide 
Light  carburetted  hydrogen 
Hydrogen  . 
Olefiant  gas  . 
Sulphuretted  hydrogen  . 
Ammonia     .      .  . 


60-907  . 

.  57-878 

8-370  . 

.  9-823 

26-846  . 

.  24-042 

2-536  . 

.  2.743 

1-126  . 

.  4-972 

0-112  . 

.  0-392 

0-045  . 

.     0  035 

0058  . 

.  0-115 

100-000 


100-000 
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The  proportion  of  nitrogen  to  oxygen,  as  an  average  deduced  from  these  analyses,  is 
79-2  to  27.  The  product  of  the  combustion  of  coal  gives  the  same  proportions  as 
those  existing  in  atmospheric  air,  viz.  79-2  :  20'08.  The  excess  of  oxygen  must 
therefore  depend  upon  the  carbonic  acid  of  the  limestone,  and  the  oxygen  of  the  ore 
given  to  carbon  during  the  process  of  reduction.  Now,  as  at  a  depth  of  24  feet  the 
gas  collected  contained  27*6  and  26'5  oxygen  to  79 '2  nitrogen,  it  is  held  that  at  this 
depth  the  gas  must  already  have  accumulated  all  the  oxygen  of  the  ore,  and  the  car- 
bonic acid  of  the  limestone ;  and  the  conclusion  is  drawn  that,  in  hot-blastfurnaces  fed 
with  coal,  the  reduction  of  the  iron  and  the  expulsion  of  the  carbonic  acid  from  the 
limestone  takes  place  in  the  boshes  of  the  furnace.  The  exact  region  of  the  furnace 
in  which  the  melting  of  the  iron  and  the  formation  of  slag  are  effected  is  not  exactly 
defined,  but  it  is  assumed  that  the  point  of  fusion  is  at  the  top  of  the  hearth.  The 
region  of  reduction  in  a  furnace  smelting  with  coal  must  be  much  lower  than  when  the 
fuel  is  coke  or  charcoal,  because  a  large  portion  of  the  body  of  the  furnace  must  be 
taken  up  in  the  process  of  coking,  and  the  temperature  is  thereby  so  depressed,  that 
it  is  sufficient  neither  for  the  reduction  of  the  ore,  nor  for  the  expulsion  of  carbonic 
acid  from  the  limestone. 

The  mean  general  results  obtained  by  M.  Ebelmen  from  a  charcoal-furnace  at 
Clerval  are  given  below.  The  methods  of  analysis  adopted  by  this  chemist  were 
altogether  different  from  those  employed  by  Messrs.  Bunsen  and  Playfair.  For  details, 
we  refer  to  his  memoir  in  the  Annales  des  Mines,  vol.  xix.  p.  89,  1851. 


No.  of  analysis  . 

I. 

n. 

m. 

IV. 

V. 

VI. 

VII. 

Depth  below  mouth  . 

3ft.3in. 

3ft.3in. 

9  ft.  9  in. 

9  ft.  9  in. 

19  ft.  6  in. 

19  ft.  6  in. 

27  ft. 

Tymp. 

Carbonic  acid 
Carbonic  oxide  . 
Hydrogen  . 
Carburetted  hydrogen 
Nitrogen    .  , 

12-01 
24-65 
e-19 
0-93 
67-22 

11-95 
23-85 
4-31 
1-33 
58-56 

4-14 

31-66 
3-04 
0-34 

60-92 

4-23 
81-34 
2-77 
0-77 
60-89 

0-  49 
35-05 

1-  06 
0-S6 

63-04 

0-  07 
36-47 

1-  09 
0-31 

68-06 

0-  00 
37-55 

1-  13 
0-10 

61-22 

0-93 
39-86 
0-79 
0-25 
58-17 

Totals  . 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

Oxygen,  per  100  nitro- 
gen .... 

42-5 

40-8 

32-7 

32-7 

28-5 

28-2 

30-7 

85-8 

Carbon  -  vapour,  per 
100  nitrogen  . 

82-8 

31-7 

29-6 

29-6 

28-5 

28-5 

30-7 

85-9 

I.  Gas  taken  a  short  time  after  the  introduction  of  the  charge :  II.  the  same  taken 
a  quarter  of  an  hour  after  charging  :  III.  gas  collected  through  a  cast-iron  tube  four 
inches  in  diameter  ;  it  rushed  out  with  a  noise  and  gave  a  sheet  of  flame,  carrying 
with  it  particles  of  charcoal  and  dust :  IV.  gas  collected  by  boring  the  masonry  ;  it 
rushed  out  violently,  burning  with  a  blue-coloured  flame:  V,  the  same  ta,ken'an 
hour  after :  VI.  gas  collected  by  boring  the  masonry  at  the  back  of  the  furnace 
about  3|  feet  above  the  tuyhve ;  it  burnt  with  a  white  flame,  giving  off  fumes  of  oxide 
of  zinc;  it  was  collected  through  porcelain  tubes:  VII.  gas  collected  through  gun- 
barrels  lined  with  porcelain ;  it  was  evolved  with  sufficient  force  to  proiect  scoriae 
and  even  cast  iron. 

The  furnace  was  working  with  cold  blast  under  a  pressure  of  -44  inch  of  mercury 
The  charges  had  the  following  c^^^^  253  lbs.;  minerals  (various)! 

397  lbs. ;  limestone,  254  lbs.  Thirty-two  charges  were  driven  in  twenty-four  hours  ' 
the  furnace  was  stopped  after  every  twenty  charges ;  the  produce  being  3,970  lbs  of 
black  cast  iron ;  the  daily  yield  being  about  6,175  lbs.  6    '  < 

The  experiments  show  that  while  the  carbonic  acid  progressively  diminishes  down- 
wards,  the  carbonic  oxide  progressively  increases,  the  former  altogether  disappearing 
at  a  depth  of  27  feet. _  On  examining  the  numbers  representing  the  oxygen  and 
carbon  referred  to  100  mtrogen  it  is  seen  that  they  diminish  progressively  tb  a  depth 
of  19  feet,  the  oxygen  combined  varying  from  42-5  to  28-2.  The  proportion  of  carbon 
in  the  same  zone  rises  from  28-5  to  32-8  :  a  result  brought  about  as  much  by  the  car^ 
tonic  acid  disengaged  from  the  minerals  as  from  the  gaseous  products  of  the  distilla- 
tion of  the  charcoal.  It  is  seen  that  the  reduction  of  the  mineral  is  already  considerabhr 
advanced  at  the  depth  of  19^  feet;  and  this,  so  to  speak,  without  any  consumpt^^^^^^^ 
charcoal  but  through  the  conversion  of  carbonic  acid  into  carbonic  oxide  Thl  l,? 
drogen  decreases  as  the  carbonic  oxide  increases:  showing  that  this  t^K  d-^.J'-  ^' 
influence  in  the  reduction  of  the  ore.    .  ^  ^""^  exercises  no 
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The  results  obtained  by  M.  Ebolmon  from  a  coko-furnace  at  Serainff  wore  as 
undor ; — 


No.  of  oxporiment      .  . 

I. 

II. 

III. 

IV. 

V. 

VI. 

Depth  ..... 

1  ft. 

1  ft. 

4  ft. 

9  ft. 

10  ft. 

10  ft, 

12  ft. 

4.5  ft. 

Carbonic  ackl      ,      ,  . 
Carbonic  oxido    .  . 
Hytirogcn  .... 
Carburotted  hydrogen . 

X^lblUgCIi          .            •            •  • 

11-39 
21-Gl 
2-71 
0-20 
57-OG 

11-39 
28-93 
3-04 

66'g4 

9-85 
28-OG 

0-  97 

1-  48 
59-64 

1-64 
38-88 

0-  69 

1-  43 
62-40 

1-08 
36-2 
1-72 
0-33 
61-67 

1-  13 
86-36 

2-  08 
0-29 

61-15 

0-10 
86'30 
2-01 
0-25 
61-34 

O'OO 
40-05 
0-26 
0-07 
64-03 

Totals  .... 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

100-00 

Oxygen,  per  100  nitrogen  . 

45-0 

46 -G 

40-0 

29-6 

30-2 

80-6 

29-9 

41-2 

Carbon- vapour,  per  100  ni- 
trogen .... 

35-2 

35-7 

33-0 

29-4 

29-6 

30-0 

29'9 

41'3 

I.  Gas  obtained  by  plunging  an  iron  tube,  three  centimeters  in  diameter,  about 
one  foot  into  the  furnace  :  II.  the  same  ;  the  gas  burnt  spontaneously  :  III.  and  IV. 
two  consecutive  analyses  of  the  same  gas :  V.  the  gas  was  collected  by  an  iron  tube  : 
VI.  gas  collected  by  piercing  the  masonry  two  feet  above  the  tuyeres ;  the  gas  was 
accompanied  by  fumes  of  cyanide  of  potassium,  but  no  cyanogen  could  be  detached. 

The  furnace  was  50  feet  high ;  the  air  was  supplied  through  two  tuyeres,  and  was 
heated  to  212°  ;  it  was  driven  at  the  rate  of  26,840  gallons  per  minute  under  a  pressure 
of  '5  of  mercury.  The  charges  were  composed  of,  unroasted  minerals  1,434  lbs., 
forge  cinders  1,434  lbs.,  limestone  948  lbs.,  coke  1,765  lbs.  The  metal  was  run 
every  twelve  hours,  and  17,500  lbs.  of  white  crystalline  cast  iron  obtained,  which  was 
run  on  thin  plates  and  run  directly  to  the  puddling-fumace.  The  yield  of  the 
mineral  was  42  per  cent,  and  the  consumption  of  coke  1,500  per  1,000  of  cast  iron, 
rising  from  1,800  to  2,000  per  1,000  of  iron  when  the  furnace  was  working  for  foundry 
iron. 

The  analyses  show  a  rapid  diminution  of  carbonic  acid,  and  indicate  that  in  the 
upper  regions  of  the  furnace  an  energetic  reduction  of  ore  takes  place  by  the  oxide 
of  carbon  under  the  influence  of  the  high  temperature  of  the  ascending  gases. 
Between  one  and  nine  feet  the  limestone  is  calcined.  The  reduction  of  the  ore  takes 
place  at  this  region  by  the  conversion  of  carbonic  oxide  into  carbonic  acid,  without 
change  of  volume  and  without  consumption  of  carbon.  The  increase  in  the  hydrogen 
is  too  small  to  induce  a  supposition  that  aqueous  vapour  in  decomposing  can  dissolve 
any  notable  quantity  of  carbon.  The  gases  collected  at  a  depth  of  about  1 2  feet 
represent  about  the  mean  composition  of  the  gaseous  mixture;  from  that  point  to  a 
depth  of  45  feet,  two-thirds  of  the  total  height  of  the  furnace,  the  gases  do  not 
sensibly  vary,  and  are  combined  almost  entirely  of  carbonic  oxide  and  nitrogen.  At 
12  feet  the  oxygen  is  to  the  nitrogen  as  29-9  to  100  ;  in  atmospheric  air  it  is  as  26'3 
to  100.  The  difference,  3-6,  represents  the  oxygen  arising  from  the  reduction  of  the 
silicates  of  iron  constituting  the  forge  cinders,  which  is  thus  seen  to  take  place 
between  the  tuyere  and  a  depth  of  12  feet.  These  silicates  are  well  known  to  be 
decomposed  with  diflBculty,  but  they  are  reduced  at  the  high  temperature  prevailing 
in  that  zone  of  the  furnace,  and  their  reduction  gives  rise  to  a  corresponding  quantity 
of  carbonic  oxide,  to  a  consumption  of  fuel,  and  to  a  considerable  absorption  of  latent 
heat.  The  other  minerals  are  reduced  higher  up  in  the  furnace,  and  this  is  common 
to  all  coke-furnaces,  being  due  to  the  high  temperature  of  the  ascending  gases,  a 
temperature  much  higher  than  exists  in  charcoal-furnaces,  a  far  larger  quantity  of 
combustible  being  consumed.  Hence  it  is  that  forge  cinders  can  be  successfully  used 
in  coke-furnaces  ;  while  in  charcoal-furnaces  the  introduction  of  small  quantities 
only  alters  the  working  of  the  furnace,,  makes  the  iron  white,  and  corrodes  rapidly 
the  walls  of  the  furnace  in  consequence  of  the  imperfect  reduction. 

From  his  eudiometric  experiments  on  the  gases  from  coke-  and  charcoal-furnaces, 
M.  Ebolmen  deduces  the  following  conclusions  :—  .  <, 

1.  That  the  amount  of  carburettod  hydrogen  is  too  small  to  exercise  any  influence 
over  the  chemical  phenomena  of  the  furnace. 

2.  That  the  atmospheric  air  thrown  into  the  furnace  by  the  tuyere  produces  suc- 
cessively carbonic  acid  and  carbonic  oxide,  at  a  small  distance  from  the  opening. 
The  first  of  those  reactions  gives  rise  to  an  exceedingly  liigh  temperature ;  the  second, 
on  the  contrary,  causes  a  great  absorption  of  latent  heat,  and  a  corresponding  lower- 
ing of  the  temperature  of  the  gaseous  current.    The  limit  of  the  soiie  of  fusion  bears 
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relation  to  the  space  in  which  the  transformation  of  carbonic  acid  into  carbonic  oxida 

takes  place.  .  j        „„„  — ui,  „ 

3.  That  the  ascending  current,  which  consists  of  carbonic  oxide  and  nitrogen,  wicn  a 
little  hydrogen,  produces  in  ascending  two  distinct  effects:  it  communicates  one 
part  of  its  sensible  heat  to  the  materials  of  the  descending  column ;  it  becomes  charged 
with  all  the  volatile  products  disengaged  at  different  heights,  and  it  reduces  the  oxide 
of  iron  to  the  metallic  state.  Sometimes  this  transformation  gives  rise  to  an  increase 
in  the  quantity  of  carbonic  oxide  ;  sometimes,  on  the  contrary,  it  effects  the  conversion 
of  carbonic  oxide  into  carbonic  acid  without  change  of  volume,  and  without  com- 
bustion of  fuel.  Whenever  the  reduction  of  oxide  of  iron  takes  place  with  the  produc- 
tion of  carbonic  oxide,  there  is  a  consumption  of  fuel,  and  an  absorption  of  latent  heat. 
It  is  essential,  therefore,  to  the  good  working  of  the  furnace,  that  the  minerals  should 
arrive  completely  reduced  to  that  part  where  the  temperature  is  sufficiently  elevated 
for  the  conversion  of  carbonic  acid  into  carbonic  oxide  by  contact  with  carbon:  this 
condition  is  nearly  always  realised  when  the  oxide  of  iron  is  in  a.  free  state  in  the 
mineral.  The  reduction  of  the  oxide  when  in  combination  with  silica  requires,  on  the 
other  hand,  a  high  temperature,  and  it  can  only  take  place  in  that  zone  of  the  furnace 
where  the  carbonic  acid  has  completely  disajppeared. 

4.  That  the  zone  where  carbonic  oxide  exists  alone  is  much  more  extended  in  coke- 
than  in  charcoal-furnaces,  and  is  nearer  the  mouth  in  the  former  than  in  the  latter  ; 
it  falls  lower,  however,  in  the  cylinder  with  hot  blast,  the  quantity  of  heat  remaining 
the  same. 

6.  That  the  volatile  gaseous  matters  from  the  distillation  of  the  charcoal  pass  into 
the  escape  gases,  and  exert  no  influence  on  the  reduction  of  the  minerals. 

The  mutual  relation  of  the  carbonic  acid  and  carbonic  oxide,  which  is  observable 
in  the  analyses  of  M.  Ebelmen,  is  not  found  in  those  of  Messrs.  Bunsen  and  Playfair ; 
this  is  attributed  by  M.  Ebelmen  to  the  circumstance  that  the  latter  chemists  collected 
their  gases  through  narrow  iron  tubes,  which,  becoming  intensely  heated  and  partially 
choked  by  the  fragments  of  ore  and  fuel  introduced  by  the  rapid  stream  of  gas,  so 
modified  the  composition  of  the  gases,  that  the  analysis,  however  carefully  conducted, 
could  not  represent  accurately  their  real  composition.  M.  Ebelmen  collected  his  gases 
through  wide  tubes,  and  from  the  lower  parts  of  the  furnace,  by  piercing  the  solid 
masonry.  It  is  obvious,  however,  that  none  but  very  general  conclusions  can  be  drawn 
from  the  analysis  of  the  furnace-gases,  in  whatever  way  they  may  be  collected,  for  their 
composition  cannot  be  the  same  under  all  circumstances,  the  nature  of  the  fuel,  the 
pressure  of  the  blast,  and  (as  Mr.  Parry's  experiments  prove)  the  shape  of  the  furnace 
itself,  must  each  exert  an  influence  in  modifying  the  circumstances  which  affect  their 
composition.  Although,  therefore,  it  is  impossible  to  flx  the  precise  region  of  the  furnace 
where  the  reduction  of  the  oxide  of  iron  begins  to  ta,ke  place,  that  is,  to  define  pre- 
cisely the  limits  of  the  '  zone  of  reduction,'  we  may,  in  considering  the  theory  of  the 
production  of  crude  iron,  divide  the  furnace  into  four  zones:  1.  The  zone  of  reduc- 
tion; 2.  The  zone  of  carburation ;  3.  The  zone  of  fusion;  5.  The  zone  of  oxidation. 
The  zone  of  reduction  will  vary  in  extent  according  as  the  furnace  is  working  with 
coal  or  with  coke,  with  hot  blast  or  with  cold.  The  zone  of  carburation  commences 
just  below  the  top  of  the  bosses,  the  reduced  metal  in  a  soft  and  malleable  state  here 
acquires  carbon,  its  rapid  sinking  being  retarded  by  the  contraction  which  the  sides 
of  the  furnace  begin  to  undergo  from  this  point  downwards.  As  the  carburized 
metal  passes  through  the  zone  of  fusion  it  melts,  together  with  the  earthy  matters 
which  servo  to  protect  it  from  the  oxidising  effects  of  the  fourth  zone,  that  of  oxida- 
tion, through  which  it  passes  in  its  passage  to  the  crucible.  If  the  temperature  of 
the  zones  of  fusion  and  oxidation  be  not  much  higher  than  the  melting  point  of  spe- 
cular iron,  the  metal  in  the  crucible  will  be  white,  with  little  or  no  graphite ;  and  if 
the  iron  remain  sufficiently  long  in  the  zone  of  carburation  to  take  up  the  maximum 
quantity  of  carbon,  it  will  be  bright  iron.  The  reduction  of  silicon  appears  to  take 
place  at  about  the  melting  temperature  of  specular  iron:  it  exists  therefore  in  small 
quantity  in  white  iron,  and  in  the  greatest  abundance  in  the  grey  iron  smelted  from 
refractory  ores,  which  require  a  high  temperature. 

The  proportion  of  carbonic  acid  in  the  gases  obtained  from  different  heights  in  a 
furnace,  has  been  studied  by  MM.  E.  Montefiore  Levi  and  Dr.  Emil  Schmidt  {Zcit- 
schrift  des  Sster  Ingenieurvereines,  1852).  They  found  that  the  zone  from  which  this 
gas  is  entirely  absent  is  of  very  limited  extent,  for  although  it  is  not  met  with  at  a 
height  of  8  feet  from  the  tuyfere,  it  exists  at  9  feet  to  the  extent  of  478  per  cent., 
above  which  point  it  diminishes  up  to  15  feet,  where  it  is  0.  From  this  point  it 
again  increases,  amounting  at  a  height  of  30  feet  to  8-5  per  cent.  It  then  gradually 
diminishes,  until,  at  a  point  from  37  to  39  feet  above  the  tuyire,  it  amounts  to  only 
1-69  or  1-91  per  cent.;  after  which  it  goes  on  increasing  with  rapidity  and  regularity 
tip  to  the  furnace  mouth.   The  carbonic  acid  existing  in  the  furnace-gases  between 
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15  and  30  feet  is  referred  by  these  chemists  to  the  decomposition  of  tlie  limestone  used 
as  a  flux  :  and  its  gradual  diminution  above  this  point  indicates  a  reaction  of  consi- 
derable importance,  that,  namely,  of  the  carbonic  acid  upon  tlie  ignited  coke  carbon 
being  taken  up  and  carbonic  oxide  formed.  Now,  the  quantity  of  carbon  taken  up  by 
275  parts  of  carbonic  acid  to  convert  it  into  carbonic  oxide,  amounts  to  75  parts,  and 
as  in  the  furnace  experimented  with,  20,000  kilogrammes  of  limestone,  containing 
about  8,000  kilogrammes  of  carbonic  acid  were  consumed  every  2-1  hours,  a  loss 
of  fuel  equivalent  to  2,173  kilogrammes  of  carbon  was  daily  occasioned  by  the  con- 
version of  this  carbonic  acid  into  carbonic  oxide,  and  tliis  may  be  considered  equi- 
valent to  2,500  kilogrammes  of  coke  with  11  per  cent,  of  ash.  The  heat  absorbed  by 
the  conversion  of  the  carbonic  acid  of  the  limestone  into  a  gaseous  state  is  found 
by  calculation,  taking  the  specific  heat  of  carbonic  acid  at  0-22,  and  the  heating 
power  of  coke  at  600,  to  be  equivalent  to  that  developed  by  the  combustion  of 
322  kilogrammes  of  coke.  Now  it  was  demonstrated  by  Dulong  that  the  quantity 
of  heat  disengaged  in  the  conversion  of  carbon  into  carbonic  oxide  is  much  less 
than  that  disengaged  in  the  conversion  of  carbonic  oxide  into  carbonic  acid,  although 
the  same  quantity  of  oxygen  is  required  in  both  cases.  The  conversion  of  carbonic 
acid  into  c;irbonic  oxide  by  passing  over  ignited  carbon  is  essentially  a  twofold 
action  :  a  combination  of  carbon  with  oxygen,  and  a  decomposition  of  carbonic  acid 
into  carbonic  oxide  and  oxygen  ;  the  former  is  accompanied  by  development,  the 
latter  by  absorption  of  heat ;  the  latter  preponderates  to  such  an  extent  as  to  indicate 
a  loss  of  temperature  equivalent  to  the  heat  developed  by  the  combustion  of  1,609 
kilogrammes  of  coke. 

These  considerations  led  the  authors  to  employ  burnt  lime  in  working  blast-furnaces, 
and  thus  to  obviate  tlie  loss  of  heat:  the  results  were  not  at  first  satisfactory,  tlie 
management  of  the  furnace  being  very  difficult,  and  the  slags  black  and  pasty ;  but 
subsequently  the  working  was  regular  and  good,  and  the  saving  of  coke  and  the  in- 
crease of  production  are  stated  to  have  been  very  evident ;  moreover,  the  raw  iron  was 
of  better  quality,  and  all  the  interior  parts  of  the  furnace,  especially  the  tymp-stone, 
remained  in  a  much  better  state  of  preservation  than  when  limestone  was  used.  The 
following  table  shows  the  quantity  of  coke  consumed  for  every  100  kilogrammes  of 
raw  iron,  and  the  production  during  six  months.  The  figures  in  the  first  column  refer 
to  the  furnace,  in  which  limestone  alone  was  used  ;  the  second  column  to  the  same 
furnace,  in  which  burnt  lime  alone  was  used ;  and  the  third  column  to  the  furnace 
in  which  limestone  was  used  for  three  months,  and  burnt  lime  for  the  next  three 
months :— 


Qnantity  ot  coke  in  kilogvamincs 
consumed  for  every  100  kilo- 
grammes raw  iron 

Keductiou  during  28  days, 
in  kilogrammes 

1. 

With 
limestone 

2. 
With 
burnt  lime 

3. 

With 
limestone 

1. 

With 
limestone 

2. 
With 
burnt  lime 

3. 

With 
limestone 

April  .... 
May  .... 
June  .... 

165 
165 
160 

145 
147 
147^, 

163 
1,59 
164 

436,000 
447,000 
477,000 

601,000 
.582,000 
588,000 

459,000 
461,000 
488,000 

July  .... 
August 
September  . 
Mean  .... 
Average  from  April  to 
Juno 

Average  from  July  to 
September 

161 

1581 

153 

leoi 

146i 
145' 
147f 
146i 

With 
burnt  lime 
1493 

146 
146 
1542 

162 

1471 

462,000 
465,000 
477,000 
461,000 

555,000 
5?6,000 
577,000 
573,000 

With 
burnt  lime 
637,000 
652,000 
600,000 
516,000 

469,000 

563,000 

The  very  regular  and  uniform  results  given  in  this  table,  show  that  by  the  use  of 
burnt  lime,  the  consumption  of  coke  for  every  100  kilogrammes  of  raw  iron  was 
reduced  by  14  to  15J  kilogrammes,  while  at  the  same  time  the  production  of  iron 
increased,  within  a  certain  period,  as  much  as  22  to  24  per  cent. 

Hitherto  the  opinion  of  metallurgists,  with  regard  to  the  use  of  burnt  limo,  was 
rather  unfavourable  than  otherwise,  but  since  the  above  experiments  were  made  (at 
Ougr^e),  it  has  been  employed  with  good  results  in  England  and  Wales,  and  as  much 
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as  12  kilogrammes  of  coke  have,  it  is  stated,  been  saved  for  evcrj  100  kilogrammes  of 
limestone,  which  was  replaced  by  63  of  burnt  lime. 

Mr.  Lowthian  Bell  considers  that  the  economy  in  the  use  of  caustic  lime  in  blast- 
furnaces depends  chiefly  upon  the  difference  in  price  in  the  fuel  used,  as  the  lime  is 
burnt  with  small  coal  in  kilns,  sa\'ing  an  equivalent  of  coke,  a  more  expensive  fuel  in 
the  furnace.  He  has,  however,  found  that  when  caustic  lime  is  exposed  to  carbonic 
acid  at  a  red  heat,  there  is  a  re-formation  of  carbonate  of  lime  to  some  extent,  whicli 
is  decomposed  again  at  a  higher  temperature,  and  that  therefore  the  fuel  saved  in  tho 
furnace  is  less  than  the  calorific  equivalent  of  that  required  for  burning  the  lime. 

The  greatest  development  in  blast-furnace  economy  has  taken  place  in  the  Cleve- 
land district,  where  the  amount  of  fuel  required  for  the  production  of  a  ton  of  pig-iron 
has  been  reduced  from  35  to  40  cwts.  of  coke  to  20  cwts.  and  even  in  some  cases  as  low 
as  17  cwts.  This  saving  has  been  produced  by  increasing  both  the  dimensions  of  the 
furnaces  and  the  temperatxire  of  the  blast,  the  waste  gases  being  in  all  cases  eeouo- 


Date 

Height 

Width  of 

Capacity 

Furniices 

boshes 

No. 

Feet 

Feet 

Cubic  feet 

1851 

Bolckow  and  Vaughan 

3 

42 

15 

4,566 

1853 

Bell  Brothers  .... 

6 

47i 

16i 

6,174 

Bolckow  and  Vaughan 

6 

64 

15" 

7,166 

Gilkes,  Wilson  and  Co. 

2 

45i 

lii 

5,100 

1854 

Cochrane  and  Co. 

4 

56 

16 

7,176 

B.  Samuelson  and  Co. . 

3 

60 

14 

5,050 

Bolckow  and  A^aughan 

3 

54 

16 

7,116 

Gilkes,  Wilson  and  Co. 

2 

55 

14i 

6,800 

1856 

Stockton  Furnace  Co.  . 

3 

50 

16' 

6,341 

Morton  Iron  Co.  .... 

3 

50 

15 

6,000 

1858 

Thomas  Vaughan 

6 

56 

16 

7,000 

Hopkins,  Gilkes  and  Co. 

o 

56 

16 

7,200 

Jones,  Dunning  and  Co. 

2 

68 

17 

8.000 

Bolckow  and  Vaughan 

1 

61 

16.1 

7,960 

1861 

Gilkes,  Wilson  and  Co. 

1 

65 

16 

7.700 

William  Whitwell  and  Co.  . 

3 

60 

20 

12,778 

1862 

Bolckow  and  Vaughan 

2 

75 

16^ 

11,985 

1864 

B.  Samuelson  and  Co. , 

4 

69 

20" 

15,500 

Lloyd  and  Co.  .... 

4 

67 

20 

15.000 

Thomas  Vaughan 

6 

81 

19 

16,000 

Stevenson,  Jacques  and  Co.  . 

3 

70 

22 

17,000 

1865 

Gilkes,  W^ilson  and  Co. 

2 

75 

21 

17,700 

Bell  Brothers  .... 

2 

80 

20.1 

16,600 

Bolckow  and  Vaughan        .  . 

2 

952 

16 

15,050 

1866 

Bolckow  and  Vaughan 
Hopkins,  Gilkes  and  Co. 

1 

75 

20 

12,972 

2 

76 

24 

20.000 

Swan,  Coates  and  Co.  . 

2 

75 

20 

16,090 

Bell  Brothers  .... 

2 

80 

17 

11, .500 

1867 

Norton  and  Co  

2 

85 

26  . 

26.000 

Cochrane  and  Co. 

2 

76 

23 

20,024 

18(38 

Gilkes,  Wilson  and  Co. 

1 

75 

24 

22,500 

»t 

Stevenson,  Jacques  and  Co. . 

1 

70 

23 

18,000 

n 

B.  Samuelson  and  Co.  . 

1 

69 

21  i 

16,000 

» J 

Lloyd  and  Co  

2 

80 

21* 

18,000 

t) 

Jones,  Dunning  and  Co. 

3 

73 

18 

12,000 

)) 

Bolckow,  Vaughan  and  Co.  . 

2 

96i 

22 

2,5,9-10 

Bolckow,  Vaughan  and  Co.  . 

1 

95* 

23 

28.800 

1869 

1'homas  Vaughan 

3 

85 

25 

26,000 

1870 

Bell  Brothers  .... 

4 

80 

25 

25,000 

Stockton  Furnace  Co.  . 

2 

80 

24 

24,613 

») 

Swan,  Coates  and  Co.  . 

1 

75 

232 

22,229 

tt 

Cochrane  and  Co. 

2 

90 

30' 

41,149 

J> 

Gilkes,  Wilson  and  Co. 

2 

85 

27 

32,000 

B.  Samuelson  and  Co. 

2 

85 

28 

30,000 

1871 

Bolckow,  Vaughan  and  Co.  . 

2 

95* 

24 

28,950 

Lackenby  Iron  Co. 

2 

85.V 

25. ■ 

26,670 

Gjers,  Mills  and  Co.  . 

2 

85 

25 

26,000 

Yqi^  II.  3  E 
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misod.  How  very  groat  the  change  has  been  may  be  seen  in  the  preceding  table 
giving  the  dimonsions  and  dates  of  the  erection  of  new  furnaces  at  the  different 
works  since  iron-smelting  was  commenced  in  Cleveland  in  1851,  in  furnaces  of 
the  Staffordshire  type. 

Mr.  Lowthian  Bell,  to  whom  we  are  indebted  for  an  elaborate  work  on  the  chemistry 
of  the  blast-furnace,  considers  that  it  is  not  certain  whether  any  greater  saving  can  bo 
effected  by  the  use  of  furnaces  of  30,000  feet  cubic  capacity  than  by  those  of  10,000 
or  12,000  feet,  as  in  either  case  for  similar  charges  he  finds  the  composition  of  the 
waste  gases  and  their  temperature  will  be  about  the  same. 

Mr.  Bell  has  pointed  out  that  when  peroxide  of  iron  is  exposed  to  carbonic  oxide  at 
temperature^)  between  750°  and  850°  Fahr.,  that  simultaneously  with  the  reduction  of 
the  ore  to  metallic  iron,  with  the  production  of  carbonic  acid,  a  converse  action  takes 
place  to  a  small  extent,  the  carbonic  oxide  being  split  up  into  carbon  and  carbonic 
acid,  the  former  being  absorbed  by  the  partially-reduced  ore.  This  action  is  supposed 
to  play  a  considerable  part  in  modifying  the  ordinarily-accepted  theory  of  blast- 
furnace action,  as  it  is  supposed  that  the  carbon  so  absorbed  is  carried  down  with  the 
ore  into  the  highly-heated  region  of  the  hearth  and  boshes,  where  the  last  traces  of 
oxygen  are  removed  by  its  combustion,  and  the  iron  becomes  fully  carburised. 

This  absorption  of  carbon  is  attended  with-  the  disintegration  of  the  ore — a  fact 
which  accounts  for  the  disappearance  of  the  lumps  of  ore  in  the  interior  of  blast-furnaces 
when  examined  through  holes  in  the  brickwork  of  the  stack  made  by  accident  or 
design.  In  such  cases  the  flux  and  coke  retain  their  original  form ;  but  the  ore  is 
changed  in  many  cases  to  a  black  crumbled  mass,  in  which  the  separate  lumps  can  no 
longer  be  distinguished.  The  reduction  by  carbonic  oxide  of  peroxide  of  iron  to  the 
metallic  state  commences  at  the  temperature  of  about  300°  to  400°  Fahr.,  but  at  the 
higher  point,  of  about  800°,  the  spongy  metal  is  reoxidised  when  brought  into  contact 
with  carbonic  acid.  The  reducing  action,  therefore,  of  carbonic  oxide  in  blast-furnace 
gas  must  at  the  higher  temperature  become  balanced  by  the  oxidising  action  of  car- 
bonic acid  in  proportion  as  the  two  gases  approach  to  an  equality.  This  is  a  point  of 
great  importance  as  affording  a  true  measure  of  the  working  of  a  furnace,  which  may 
be  considered  to  have  consumed  its  fuel  properly,  when  the  gases  at  the  throat  are 
cooled  to  such  a  point  that  the  particular  dilution  of  carbonic  oxide  by  carbonic  acid, 
to  which  they  correspond,  is  no  longer  capable  of  reducing  the  ore.  This  is  attained 
in  the  Cleveland  furnaces  when  the  volume  of  carbonic  oxide  to  that  of  carbonic 
acid  is  as  2  to  1,  and  the  temperature  from  600°  to  700°.  Beyond  this  point  the 
gases  have  only  a  calorific  value,  namely,  their  sensible  heat  and  the  amount  that  can 
be  developed  by  their  combustion  in  stoves  and  boilers  instead  of  coal. 

The  increase  of  heat  in  the  blast  has  in  general  been  attended  with  a  marked  economy 
of  fuel  up  to  temperatures  of  about  1000°  Fahr.  Y/ith  more  highly  heated  blast, 
such  as  is  obtained  in  the  Siemens  and  Whitwell  stoves,  it  is  less  certain  whether  any 
greater  saving  can  be  effected.  At  Consett  a  distinct  saving  is  claimed  for  blast  at 
1300°  over  the  same  furnace  when  blown  at  1000°.  At  Barrow,  on  the  other  hand, 
no  saving  was  effected  by  the  use  of  blast  at  1600°  instead  of  1100°,  the  consump- 
tion of  coke  being  the  same,  in  either  case  about  20-18  cwts.  to  the  ton  of  pig-iron 
produced. 

Varieties  and  Chemical  Constitution  of  Cast  Iron. — In  commerce  there  are  four 
principal  varieties  of  cast  iron,  known  respectively  as  Nos.  1,  2,  3,  and  4,  or  dark  grey, 
bright  grey,  mottled,  and  white ;  these  terms,  although  convenient,  do  not,  however, 
indicate  the  intrinsic  value  of  the  iron  thus  denominated,  as  the  variable  qualities  of 
ore,  fuel,  and  limestone  may  exercise  such  an  influence  on  the  resulting  crude  iron,  as 
to  render  a  low  denomination  of  one  manufacturer  of  greater  commercial  value  than 
a  higher  denomination  of  other  makers.  The  general  characters  of  the  four  varieties 
are  these: — No.  1.  Coloiir,  dark  grey,  in  large  rounded  grains,  obtained  commonly 
near  the  commencement  of  the  casting  when  the  furnace  is  in  good  working  order, 
and  when  an  excess  of  carbon  is  present ;  in  flowing  it  appears  pasty,  and  throws  out 
blue  scintillations.  •  It  exhibits  a  surface  where  crystalline  vegetations  develop  them- 
selves rapidly  in  very  fine  branches  ;  it  congeals  or  fixes  very  slowly ;  its  surface, 
when  cold,  is  smooth,  concave,  and  often  charged  with  plumbago;  it  has  but  a 
moderate  tenacity,  is  tender  under  the  file,  and  susceptible  of  a  dull  polish.  When 
melted  over  again,  it  passes  into  No.  2,  and  forms  the  best  castings.  No.  2,  colour 
bright  grey,  of  small-grained  structure,  and  interspersed  only  with  small  graphite 
laminae ;  possesses  great  tenacity,  is  easily  filed,  turned,  and  bored ;  may  oven  bo 
hammered  to  a  certain  extent ;  does  not  readily  crack  from  change  of  temperature. 
No.  3  is  a  mixture  of  white  and  grey  iron.  On  strongly  mottled  iron,  little  stars  and 
spots  of  grey  iron  are  found,  interspersed  in  bright  or  flowexy  iron ;  weakly  mottled \von 
exhibits  white  specks  on  a  grey  ground.  In  streaked  iron,  gi-oy  iron  is  found  above 
and  below,  and  bright  iron  in  the  middle,  with  strong  demarcations.    No.  4.  White 


IRON 


979 


iron  varies  from  tin  white  to  greyish  white ;  it  is  very  brittle,  cracking  easily,  even 
by  change  of  temperature;  it  is  extremely  hard,  sometimes  even  more  so  than 
hardened  steel,  so  that_  it  will  resist  the  strongest  file,  and  scratches  glass  easily. 
Fracture  sometimes  laminar,  sometimes  lamino-radiating,  sometimes  finely  splintered, 
sometimes  dense  and  conchoidal.    As  the  fracture  changes  from  laminal  to  conchoidal, 
the  colour  likewise  varies  from  white  to  greyish.    Mean  specific  gravity,  7-5.  Ex- 
pands less  than  grey  cast  iron  when  heated,  cannot  be  welded,  because  it  becomes 
pasty  at  the  very  lowest  welding  heat.    When  heated  to  the  melting  point  it  does 
not  suddenly  pass  into  the  fused  state  like  grey  pig-iron,  but  is  converted  before 
fusing  into  a  soft  pasty  mass.    In  this  variety  of  pig-iron  the  whole  of  the  carbon  is 
united  to  the  iron;  it  is  never  used  for  casting,  but  always  for  conversion  into 
malleable  iron.    The  bright  iron  obtained  from  spathic  iron-ore  contains  the  largest 
proportion  of  carbon  (5-3  per  cent,  according  to  Karsten).    The  white  iron  resulting 
irom  derangement  flows  imperfectly,  and  darts  out  in  casting  abundance  of  white 
scintillation&^;_  it  fixes  very  quickly,  and  on  cooling  exhibits  on  its  surface  irregular 
asperities  which  make  it  extremely  rough;  it  is  exceedingly  hard,  though  it  is  easily 
broken,  the  fracture  being  radiated  and  lamellar;  the  bar-iron  it  aflfords  is  of  inferior 
description     This  kind  of  iron  is  always  produced  when  the  furnace  is  carryin<^  a 
heavy  burden  of  forge  cinders  containing  sulphur  and  phosphorus. 

Thus_  there  are  two  distinct  kinds  of  white  cast  iron :  1st.  That  obtained  from  ores 
containing  a  large  proportion  of  manganese  crystallising  in  iron  plates;  this  variety 
13  highly  prized  for  making  steel.  2nd.  That  resulting  from  a  heavy  mineral  burden 
or  from  a  general  derangement  of  the  furnace,  or  from  the  rapid  chilling  of  fused  grev 
iron  crystallising  m  small  plates  ;  both  are  hard  and  brittle,  the  first  more  so  than  the 
last  Cast  iron,  which  by  slow  cooling  is  grey,  becomes  white  when  it  is  cooled 
rapidly ;  on  the  other  hand,  when  white  iron  is  melted  and  allowed  to  cool  very 
pTOdHcecf '  ^  ^°  '''■y^*'^^^^'^^        as  graphite,  and  grey  cast  iron  is 

In  some  iron  works  varieties  of  pig-iron  are  recognised,  which  may  be  classified 
t.ius:--!.  First  foundry  iron,  large  crystals;  2.  Second  foundry  iron,  large  and  small 
7^^^^^^^^^^  -y^'^'-'       ^^^S^  ^ey;^5.  Mottled; 

^^^^T^^         ^^^jbits  the  composition  of  some  different  varieties  of  Conti- 
•  t'  ''''^^T''^''  i^ons-    The  methods  of  determining  the  vario  s 

elements  which  nearly  always  accompany  cast  iron,  are  given  at  the  end  of  this  article 
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93-66 
B3-29 
91-42 

95-  18 

93-  39 

94-  87 

96-  35 
96-55 

91-  45 

90-  75 

92-  63 
92-06 

92-  76 
89-45 

94-  10 

95-  27 

93-  55 

91-  92 
86-00 
91-29 

94-  71 


Carbon, 

Carbon 

combined 

free 

0-48 

3-85 

2-78 

1-99 

1-44 

2-71 

3-40 

I'oo 

0-18 

0-04 

3-07 

1-14 

1-50 

2-79 

4-94 

3-62 

1-40 

1-20 

Phos- 
phorus 


1-87 


2-62 
2-50 
2-30 

I  1 
2-42 
2-80 
4-00 
4-23 
4-17 
1-21 


1-92 


1-22 
1-23 
1-22 
0-45 
0-38 
0"22 
0-21 

0-  17 
6-12 
3-26 

1-  30 
0-46 
0-79 
0-57 

0-  21 

1-  08 
1-66 
0-07 
0-06 

0-  07 

1-  34 


Sulphur 

Silicon 

Man- 
ganese 

Total 

Sp.  gr. 

trace 

0-79 

trace 

100-00 

7-077 

J) 

0-71 

100-00 

7-43 

3-21 

100-00 

7-16 

0-03 

0-80 

J) 

99-86 

3-75 

1-30 

J, 

100-00 

7-159 

trace 

1-80 

100-00 

7-54 

0-01 

0-79 

3, 

100-00 

7-67 

0-06 

0-32 

3, 

99-89 

7-53 

trace 

0-75 

3-38 

100-64 

7-6 

0-25 

2-00 

99-88 

1-40 

2-80 

100-73 

0-04 

3-83 

1-SO 

100-81 

0-04 

2-88 

1-80 

100-77 

0-02 

4-88 

2-22 

99-44 

trace 

1-30 

1-12 

100-52 

0-87 

0-36 

100-00 

0-14 

1-85 

100-00 

0-01 

0-21 

3-65 

98-86 

0-00 

0-62 

S-40 

99-31 

0-01 

0-21 

4-11 

99-86 

2-64 

C-10 

100-00 

American  moW.d  iron  ;  h,AmeS  chIrcoal  i,h^^^^  P^*?'  charcoal 

foundry  Iron;'  o,  Gmpillh^^romB^^^^  first 


Besides  the  substances  enumerated  in  the  above  table  other  mfit-iia  o  t. 
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and  alkiilino  oarths,  aro  occasionally  found  in  crude  iron,  but  very  rarely  in  quantities 
that  can  at  all  aifoct  the  qualities  of  the  product.  The  elements,  the  quantitative 
estimation  of  which  has  boon  given  in  the  above  analyses,  do,  however,  materially 
modify  the  physical  qualities  of  east  iron.  We  shall,  tlierefore,  offer  a  few  obser- 
vations on  each. 

Carbon. — Iron  can  take  up  any  quantity  of  carbon  up  to  a  little  over  6  per  cent., 
at  which  point  it  becomes  saturated  :  the  compound  thus  formed  is  the  white  crystal- 
line pig  or  specular  iron  (t)  (r)  (s)  {t) ;  when  absolutely  pure,  its  composition  is  94-88 
iron,  and  6'12  carbon:  it  is  a  tetra-carburet,  Fe^C.  The  most  highly  airburetted  iron 
which  Faraday  and  Stodart  could  produce  consisted  of  92-36  iron,  6-64  carbon.  There 
seems  no  reason  for  admitting,  as  some  metallurgists  have  done,  the  existence  of  a 
polycarburet  of  iron,  containing  18-3  per  cent,  of  carbon,  inasmuch  as  iron  containing 
under  6  per.  cent,  appears  to  be  completely  saturated.  The  specific  gravity  of  pure 
tetra-carburet  of  iron  is  7'66 ;  it  is  the  most  fusible  of  all  the  carburets  of  iron,  its 
melting-point  being  1600°  Cent. ;  it  is  brittle  and  silver-white,  and  crystallises  in 
oblique  prisms,  which  are  frequently  tabular.  According  to  Gurlt  the  carburet  of 
iron  existing  in  grey  pig  is  the  octo-carburet,  Fe'C,  the  crystals  of  which  belong  to 
the  regular  or  cubic  system,  but  almost  always  appears  in  grey  iron  in  the  form  of 
confused  octohedral  groups.  The  specific  gravity  of  pure  octo-carburet  of  iron,  ac- 
cording to  the  same  authority,  is  7'15,  and  its  composition  97"33  iron,  and  2*63 
carbon ;  its  colour  is  iron-grey,  its  hardness  is  inferior,  and  its  fusibility  less  than 
that  of  specular  iron  ;  the  groups  of  crystals  often  found  in  cavities  in  large  castings 
are  composed  of  this  peculiar  carburet.  Gurlt  very  ingeniously  endeavours  to  show 
that  in  grey  pig-iron  the  carbon  of  the  octo-carburet  is  partially  replaced  by  silicon, 
sulphur,  and  phosphorus,  and  the  iron  by  manganese  and  other  metals.  In  like 
manner  the  carbon  of  the  tetra-carburet  may  be  partially  replaced  by  silicon,  phos- 
phorus, or  sulphur,  the  eliminated  carbon  appearing  in  the  form  of  graphite :  the 
same  decomposition  is  effected  by  heat,  and  specular  iron,  if  exposed  to  a  temperature 
considerably  above  its  fusing-point,  becomes  grey;  if  cooled  slowly,  the  graphite 
separates  in  large  flakes,  if  rapidly,  in  minute  particles.  Some  metallurgists  suppose 
that  in  grey  cast  iron  a  portion  only  of  the  iron  is  chemically  united  with  carbon, 
the  rest  of  the  metal  being  dissolved  in  the  carburetted  compound  in  the  form  of 
malleable  iron.  Dr.  Noad  inclines  to  the  opinion  of  Gurlt,  tliat  the  whole  mass  of 
the  iron  is  in  a  state  of  combination  with  the  electro-negative  constituents,  such  as 
carbon,  sulphur,  phosphorus,  and  silicon.  Thus  in  the  white  pig-iron  of  heavy 
burden  (w),  there  is  a  deficiency  of  carbon,  that  element  being  replaced  by  sulphur 
and  phosphorus. 

Karsten  gives  as  the  mean  of  several  analyses,  3-5865  per  cent,  as  the  quantity  of 
carbon  in  cast  iron  smelted  with  charcoal  from  spathic  ore.  He  states  that  iron 
containing  as  little  as  2-3  per  cent,  of  carbon  still  retains  the  properties  of  cast  iron, 
particularly  the  faculty  of  separating  graphite  when  allowed  to  cool  slowly.  With 
2  per  cent,  of  carbon  iron  is  not  forgeable,  and  scarcely  so  if  it  contain  only  1-9  per 
cent.  With  this  quantity  of  carbon  it  is  steel,  though  not  of  the  weldable  kind  (cast 
steel) ;  even  with  so  small  a  proportion  of  carbon  as  1-75  per  cent,  it  is  weldable  only 
in  a  slight  degree  ;  the  latter  property  increases  as  the  hardness  of  the  iron  decreases. 
An  amount  of  from  1-4  to  1-5  per  cent,  of  carbon  in  iron  denotes  the  maximum  of  both 
hardness  and  strength.  Iron  containing  0-5  per  cent,  of  carbon  is  a  very  soft  steel, 
and  forms  the  boundary  between  the  steel  (i.e.  iron  which  may  yet  be  hardened)  and 
malleable  or  bar-iron.  These  limits  lie  perceptibly  higher  if  the  iron  be  pure  ;  and 
lower  if  it  contain  silicon,  sulphur,  and  phosphorus.  _ 

The  composition  of  the  various  carbides  of  iron,  according  to  Berthier,  is  as  under  :— 

PeC  FeC"  FeO  Fe'C  Fe«C  Fe«C 

Iron  .    0-600       0-690       0-819       0-899       0-947  09643 

Carbon       .    0-400       0  310       0-183       0-101       0-053  0-0357 

In  the  blast-furnace,  the  reduced  iron  may  take  up  carbon  in  two  different  ways  : 
1  By  immediate  contact  with  the  incandescent  fuel ;  and  2.  By  taking  carbon  from 
carbonic  oxide;  thus  Fe^-2C0=FeC-^C0^  That  iron  decomposes  carbomc  oxide 
is  considered  by  Le  Play  and  Laurent  to  be  proved  by  the  following  experiment: 
pure  oxide  of  iron  and  charcoal  were  heated  in  two  separate  porcelain  boats,  placed  in 
a  glass  tube  ;  the  air  in  the  tube  furnished  oxygen  to  the  carbon  ;  carbonic  oxide  was 
formed  which  was  converted  into  carbonic  acid,  at  the  expense  of  the  oxygen  of  the 
oxide  of  iron  ;  the  carbonic  acid  was  again  transformed  into  carbomc  oxide,  by  taking 
up  a  fresh  quantity  of  carbon,  which  was  again  converted  into  carbonic  oxide  by 
taking  oxygen  from  the  oxide  of  iron,  and  this  went  on  until  the  whole  of  the  oxido 
of  iron  was  reduced;  the  raet^illic  iron  then  decomposed  carbonic  pxide,  producing 
carbonic  acid  and  carbide  of  iron  :  and  this  went  on  till  a  certain  quantity  of  carbon 
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had  combined  with  the  iron,  -when  the  action  ceased.  If  the  charcoal  be  very  strongly 
ignited  previous  to  the  experiment,  the  carbonisation  of  the  iron  does  not  take  place, 
neither  does  pure  carbonic  oxide  carbonise  iron  when  passed  over  the  metal  at  a  red 
heat :  the  effect  in  the  experiment  above  described  may  therefore  be  due  to  the 
carburetted  hydrogen  evolved  from  the  charcoal.  Iron  begins  to  take  up  carbon 
when  heated  only  to  the  softening-point,  the  carbon  gradually  penetrates  the  metal, 
converting  it  first  into  steel  and  then  into  cast  iron  ;  conversely  melted  cast  iron  gives 
up  carbon  to  soft  iron,  which  it  converts  into  steel.  When  white  iron  (Fe*C)  is 
heated  with  acids,  nearly  the  whole  of  the  carbon  is  eliminated  in  combination  with 
hydrogen.  Grey  iron  only  gives  up  to  hydrogen  the  carbon  which  was  chemically 
■  combined  with  the  iron,  the  uncombined  carbon  or  graphite  remains  unacted  upon  ; 
the  dark  spot  produced  upon  grey  iron  by  a  drop  of  nitric  acid  arises  from  this  sepa- 
ration of  graphite.  For  the  amounts  of  carbon  in  the  different  varieties  of  steel,  see 
Steel. 

Phosphorus. — In  very  few  specimens  of  crude  iron  is  tliis  element  wholly  absent ; 
when  it  exists  in  small  quantities'  only,  it  is  said  rather  to  improve  the  iron  for 
eastings,  as  it  imparts  to  the  metal  the  property  of  fusing  tranquilly ;  in  a  larger 
proportion,  it  weakens  the  iron.  In  like  manner  a  very  small  quantity  of  phosphorus 
hardens  bar  iron,  without  materially  influencing  the  other  properties,  but  when  it 
exceeds  -5  per  cent,  it  renders  the  bar  brittle,  cold-short,  as  it  is  termed.  According 
to  Schaf  haeutl,  both  cast  iron  and  steel  are  improved  by  phosphorus  and  by  arsenic  ; 
he  found  the  latter  in  the  celebrated  Dannemora  iron,  and  in  the  Lowmoor  iron,  and 
the  former  in  the  equally  famous  Eussian  (CCND)  iron. 

Sulphur. — This  element  imparts  to  crude  iron  the  property  of  becoming  viscid,  and 
of  solidifying  quickly  with  cavities  and  air-bubbles.  It  is  not  certain  to  what  extent, 
or  if  at  all,  the  presence  of  minute  proportions  of  sulph^ir  reduces  either  the  tenacity 
or  the  toughness  of  cast  iron  of  given  quality  in  other  respects.  It  is  stated  in  the 
Eeport  of  the  Commission  of  Inquiry,  as  to  the  manufacture  of  ordnance  on  the 
Contment,  on  the  authority  of  Schiir  and  Mitscherlich,  that  in  certain  Swedish  works 
pyrites  is  thrown  into  the  furnace,  with  the  other  constituents  of  the  charge,  to  pro- 
duce the  fine  grey  mottled  iron  required  for  gun  founding,  and  it  is  added  that  the 
effect  may  be  analogous  to  that  of  the  oxidising  flame  in  a  reverberatory-furnace.  It 
IS  certam  that  sulphur  possesses  the  property  of  concentrating  carbon  in  iron  :  and  as 
mottled  iron  ]s  a  mixture  of  white  and  grey  iron,  it  is  not  difficult  to  see  how  the 
addition  of  pyrites  may  determine  the  formation  of  this  variety  of  cast  iron  in  a 
furnace,  which  without  it  would  produce  grey  iron  only  :  but  it  is  scarcely  credible 
that  any  intelligent  founder  woidd  resort  to  such  a  method  of  making  iron  for  castiag 
cannon  in  which  the  highest  possible  degree  of  tenacity  is  required.  The  fine  grey 
mottled  iron,  which  from  its  tenacity  is  known  to  be  best  fitted  for  large  castings,  is 
said  to  be  prepared  without  difficulty,  by  charging  the  furnace  partly  with  roasted 
and  partly  with  raw  ore,  and  so  regulating  the  blast  that  the  yield  shall  be  regular, 
and  the  slag  nearly  colourless  :  these  two  ores,  having  different  degrees  of  fusibilitv, 
are  reduced  after  different  periods  in  the  furnace,  and  hence  afford  one  of  them  grey 
and  the  other  white  iron;  the  result  being,  provided  the  minerals  are  properly  pro- 
portioned, a  mottled  iron,  harder  and  more  tenacious  than  grey  iron,  obtained  by 
mixing  or  smelting  m  the  cupola.  It  is  desirable  that  the  temperattire  of  the  furnace 
should  be  kept  as  low  as  possible,  the  production  of  dark  grey  graphitic  iron  resulting 
always  from  intensity  of  heat.  &  ^  &  b 

When  sulphur  is  melted  with  iron  containing  the  largest  amount  of  chemically- 

Z^^lf     1       '".frf      ™°  °°  ''^^  ;  underneath,  a  layer  of 

graphite,  and  beneath  that,  a  layer  of  iron  with  the  mcunmum  of  carbon  :  and  when 
grey  iron  containing  3-31  per  cent,  of  graphite  is  melted  with  sulphur,  wAiie  iron 

tTXt  '"^P^^"'  Produce  white  metal  in  their  treatment  in  the  blast-furnace 

Jn;f  ^  •  ffi,  ^""^  supposed  that  this  was  occasioned  by  the  too  great  fusi- 

ihinW  •  ?  P^^F^«  to  the  cast  iron ;  but  ores  containing  large  proportions  of 
£  P™*^"'"  ^'^y  notwithstanding  thiir  fusibility,  so  that 

rJ  In  1  1.°''        serve:  the  experiments  above  described  point  to  the  true 

reason.    Tiie  sulphur  present  in  the  ore  (if  as  sulphuric  acid  reduced  in  the  furnace^ 
enters  into  combination  with  the  iron,  displacing  a  corresponding  proportion  of  carbon 
which  becomes  concentrated  in  the  remainder  of  the  metal,  fominj  white  iroT  To 
guard  agaans  this,  and  in  order  to  obtain  a  metal  which  shall  contain  a  Znimum 
jr^n-r.  «l^g«,«hould  contain  tlie  maximum  amount  of  lime,  M.  sSier 

UMDg  shown  that  this  earth  decomposes  sulphuret  of  iron  at  a  high  teioerftnr^ 
he  presence  of  carbon.    M.  Janoyor  states  that  the  proportion  oAime  and^S  ' 
the  slag  niay  be  as  5d  to  36  :  it  is  doubtful  whether  sJch  a  highlfbasTc  cinde.  w?.  H 
be  sufficiently  fusible.    Direct  experiments,  however,  have  that  l^^^^^^^^ 
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of  sulphur  in  cast  iron  diminislios  in  proportion  as  tho  amount  of  lime  in  the  slag 
increuses.  A  still  bettor  Ilux  is  oxido  of  manganese,  and  it  is  found  that  when  tho 
manganiforous  spathoso  ore  constitutes  part  of  the  jjurdcn  of  tlie  furnace,  sulphur 
almost  entirely  disappears  from  tho  crude  iron.  M.  Janoyer  believes  that  he  has 
proved  experimentally,  tliat  the  -whitoning  of  cast  iron  smelted  from  sulphurous  ores, 
is  duo,  in  part  at  least,  to  tho  subtraction  of  a  portion  of  its  carbon,  and  its  volati- 
lisation in  tho  form  of  sulphurot  of  carbon,  by  which  tho  temperature  of  the  furnace 
is  lowered;  but  his  oxporimonts  on  this  point  require  confirmation.  The  presence  of 
a  very  small  quantity  of  sulphur  acts  very  injuriously  upon  bar  iron,  so  small  a  pro- 
portion as  rendering  tho  metal  'hot-short,'  tliat  is,  incapable  of  being  worked  at 
a  red-hoat  under  the  hammer.  If  tlio  quantity  of  sulphur  in  the  crude  iron  exceeds 
0-4  per  cent.,  it  is  scarcely  possible  to  manufacture  it  into  good  wrought  iron. 

Silicon. — Like  carbon  this  element  enters  into  combination  with  iron  in  all  propor- 
tions lip  to  as  high  as  8  per  cent.  Tho  largest  quantity  found  by  Karsten  in  pig- 
iron  was  3-46  per  cent.,  but  in  tho  above  table  a  specimen  («)  is  quoted  from  Coal- 
brookedale  containing  4-88  per  cent. :  and  Dr.  Noad  found  it  in  a  sample  of  Nova 
Scotia  iron,  as  much  as  5-8  per  cent.  Generally  speaking,  grey  cast  iron  contains 
more  silicon  than  white,  and  tho  greater  the  quantity  of  graphite  in  the  crude  iron  tho 
larger  the  amount  of  silicon,  because  the  higher  tho  temperature  of  the  furnace  ;  but 
this  a^ain  will  depend  materially  on  the  quality  of  the  coal,  from  the  ash  of  which  the 
silicon  is  probably  principally  derived.  A  clean  strong  coal  yielding  a  small  per- 
centage of  ash  furnishes  a  cast  iron  with  less  silicon  than  an  inferior  coal,  the  mineral 
burden  being  the  same.  Pig-iron  smelted  with  hot  blast  contains  more  silicon  than 
when  the  blast  is  cold,  because  of  the  higher  temperature  which  prevails  in  the  fusion- 
■  zone  of  the  furnace.  Some  analyses  illustrating  this  fact  have  been  already  given. 
According  to  tho  experiments  of  MM.  Janoyer  and  Gauthier  the  amount  of  silicon 
in  hot-blast  cast  iron  may  be  greatly  influenced  by  varying  the  proportion  of  lime- 
stone in  the  furnace.  Pig-iron  obtained  with  a  charge  yielding  a  cinder  m  which  the 
lime  and  alumina  were  to  the  silica  as  7  is  to  10,  had  little  strength,  breaking  readily, 
and  analysis  showed  that  it  contained  3  per  cent,  of  silicon.  By  increasing  the  amount 
of  lime  in  the  charge,  so  as  to  obtain  a  cinder  in  which  the  bases  were  to  the  silica  as 
8  is  to  10  and  at  the  same  time  employing  a  blast  of  the  highest  attainable  temperature, 
the  iron 'produced  had  a  much  greater  strength.  When  the  proportion  of  bases  to 
silica  in  the  cinder  was  as  20  is  to  19,  the  iron  contained  only  an  inappreciable  amount 
of  silicon,  and  the  strength  was  increased  in  the  proportion  of  65  to  45.  When  the 
maximum  quantity  of  lime  was  used,  the  consumption  of  fuel  was  on  the  average  in- 
creased to  the  extent  of  6  per  cent.  ,  ^  r  r 

The  experiments  of  MM.  Janoyer  and  Gauthier  induced  the  furnace  manager  of 
tho  Blaina  Iron  Works  to  increase  the  yields  of  Hme  on  one  of  his  furnaces  to  as  great 
an  extent  as  in  his  judgment  it  would  bear,  and  when  the  furnace  was  under  the  full 
influence  of  the  excess  of  flux  to  forward  him  samples  of  the  grey  pig  for  analysis. 
The  foUowing  results  show  that,  contrary  to  the  statement  of  MM.  Janoyer  and 
Gauthier,  no  advantage,  as  regards  a  diminution  in  the  amount  of  sib  am  was  hereby 
obtained,  the  proportion  of  that  element  being  not  perceptibly  altered,  though  there 
is  a  slight  diminution  observable  in  the  percentage  of  sulphur. 

Grey  pig,  with  usual  Grey  pig,  with  extra 

burden  of  lime.  burden  of  Ume. 

Sulphur  ....  0  067  ....  0-045 
Silicon     ....    2-900    ....  2-930 

As  tho  presence  of  siUcon  in  pig-iron  affects  in  a  remarkable^  degree  the  yield  as 
well  as  the  strength  of  puddled  bars,  it  is  of  importance  that  this  element  should  be 
iov  d  as  effectually  as  possible  by  a  refining  process  before  tho  c^f^  /"J" 
Sted  to  the  puddling  process.  Pigs  with  3  per  cent,  of  silicon  gave  about  6  per 
Snfof  siSa  and  thi?  requires  somewhere  about  12  per  cent,  of  iron  to  form  a  cinder 
Efficient  V  fluid  to  allow  the  puddled  iron  to  become  aggregated  into  balls;  this  can 
ofcourseL  iined  only  hyburninff  that  amount  of  iron  in  tho  puddling  furnace 
aftoTZoxWsion  of  ^^{^f^^^^^^^ 

Si^Thrpud^Hi^:  o  exposeLiron  to^h? oxidising 

attempt  to  '  baU  up.'  In  order  to  save  as  much  iron  as  possib  e,  he  '^^^^Pf/'J^  f '^^^^^ 
down  and  works  the  powdery  mass  at  as  low  a  red  heat^as  P°f^^;°- Jlf;/^"^^7 
when  made,  wiU  not  bear  much  heat  under  the  hammer  without  falling  to  pieces, 
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honce  an  imperfect  weld  in  the  hammered  mass  and  rolled  bar  is  the  result,  and 
although  the  iron  may  be  chemically  pure  it  is  deficient  in  strength.  By  protracting 
the  process  and  wasting  more  iron,  there  is  no  doubt  but  that  the  iron  might  be  im- 
proved, for  the  cinder  would  become  richer  in  oxide,  more  fluid,  and  consequently 
offer  less  resistance  to  a  perfect  weld.  Iron,  on  the  contrary,  with  a  small  percentage 
of  silicon  may  be  '  balled  up'  directly  it  is  '  dried,'  and  the  short  time  required  for 
that  operation  can  be  conducted  at  the  highest  part  of  the  furnace,  A  good  welding 
of  the  mass  is  the  consequence:  such  iron  is  strong,  and  the  labour  of  the  puddler  in 
obtaining  it  is  much  less  than  in  the  former  case.  Every  pound  of  silica  must  have 
twice  its  weight  of  iron  to  form  a  cinder  sufficiently  rich  in  oxide  to  allow  the 
particles  of  iron  to  become  properly  agglutinated.  Such  being  the  influence  of 
silicon  on  both  the  yield  and  the  strength  of  wrought  iron,  and  such  being  the  waste 
attendant  on  its  removal  in  the  refinery,  it  becomes  an  object  of  much  practical  im- 
portance to  prevent  as  far  as  possible  the  formation  of  a  silicide  of  iron  in  the  blast- 
furnace, and  the  observations  of  MM.  Janoyer  and  Gauthier  on  this  point  require 
careful  verification. 

Manganese. — The  presence  of  this  element  in  pig-iron  does  not  appear  to  exert 
much  influence  either  for  good  or  for  bad  on  the  quality  of  the  metal,  and  even  when 
it  exists  in  quantity  amounting  to  4  or  5  per  cent,  in  the  crude  iron,  it  disappears 
almost  entirely  during  the  conversion  of  the  cast  iron  into  wrought  or  malleable.  It 
has  already  been  observed  that  the  cinder  from  iron  smelted  from  manganiferous  ores 
contains,  generally  speaking,  more  sulphur  than  slags  or  cinders  from  iron  ores  con- 
taining no  manganese.  We  have  had  numerous  opportunities  of  conflrming  this,  and 
have  therefore  on  this  account  alone  attached  more  importance  to  the  existence  of 
manganese  in  iron  ores  ;  but  our  attention  has  more  recently  been  directed  to  another 
point  which  we  think  especially  worthy  the  notice  of  iron  manufacturers,  namely,  to 
the  ahnost  perfect  removal  of  phosphorus  from  pig-iron  containing  a  very  large  pro- 
portion of  that  element,  and  at  the  same  time  a  high  percentage  of  manganese.  We 
shall  merely  here  quote  a  few  analyses  in  illustration  of  the  purifying  action  we  have 
alluded  to.  c     j  o 

Iron  made  from  a  highly  phosphorised  ore  containing  no  manganese  :— 


Pig  .       .  . 

Puddled  bar 
Kough  down  bar 


Phosphorus 
per  cent. 

.  3-030 
.  0-838 
.  0-572 


The  finished  bar  was  cold-short  ia  the  highest  degree,  it  was  in  fact  nearly  worthless, 
genese  •—  ^  ^^^^^  phosphorised  ore  containing  a  large  percentage  of  man- 

Phosphorus.  Manganese. 

^^i^i^T,-       •       •       •    2-60       ....  7-20 
Puddled  bar     .       .       .  o-30 


Do. 

Finished  bar 


0-20 
0-11 


:} 


0-30 


The  iron  was  carefully  watched  during  the  puddling  process.    It  melted  very  thin, 
and  took  rather  more  work  than  usual ;  as  soon  as  the  boiling  commenced  it  was  very 
violent  the  metal  forcing  itself  out  of  the  door-hole  until  it  was  checked.    When  it 
came  to  nature  as  the  workmen  term  it,  it  worked  beautifuUy  and  stood  any  amount 
of  heat,  m  fact  the  heat  could  with  difficulty  be  raised  to  the  requisite  degree.  The 


?  .7  if  .      ^5'-  ?^      '°  P""*^^"^^  22  cwts.)  of  puddled  bar ; 

exhibits  1  °  i^°°v  ^1"°°  P"^<i^«<^-    The  finished  ba^ 

exhibited  none  of  the  cold-short  quality,  it  was  exceedingly  ductile,  indeed  excellent 
horseshoes  were  made  from  it.    Tho  T.„f1,1Kr,o-  mn^n.  1,=^  fi,  '  ^it^euent 


made  from  it.  The  puddling  cinder  had  the  foUowin'g  composition  :- 
Silica 

Protoxide  of  iron 


Oxide  of  manganese 
Phosphoric  acid  . 
Sulphur 


8-240 
70-480 
12-800 
7-660 
•535 

99-715 


Other  _  observations  have  shown  that  highly  manganiferous  pig  fwithout 
phorus)  18  puddled  with  difficulty,  and  sometimes  with  considerable  Lste  so  th  A 
advanteges  of  an  alloy  of  manganese  would  seem  to  be  confined  to  those  yarieht  o^ 
cnide  iron  into  the  composition  of  which  phosphorus  largely  enters  ^ 
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Spiegeleiscn  js  at  prosont  made,  on  the  largo  scale,  in  Germany,  Russia,  and  Sweden, 
and  curiously  enough,  the  ores  from  which  it  is  reduced  are  of  extremely  different  and 
distinct  characters  in  each  of  these  countries.  In  Germany  it  is  made  chiefly  from 
the  manganilerous  spathic  carbonate  of  iron  ;  in  Russia,  it  is  reduced  from  ferruginous 
oxides  of  manganese;  and  in  Sweden,  it  is  produced  by  smelting  a  mixture  of 
knebehte  and  nmnganiferous  garnet,  both  of  which  minerals  are  compound  silicates  of 
iron  and  manganese.  In  one  point,  however,  they  all  agree,  which  is,  that  in  all  these 
ores  the  oxides  of  manganese  and  iron,  if  not  in  actual  combination  as  compound 
silicates,  or  carbonates,  are  at  any  rate  in  a  very  intimate  admixture  with  one  another, 
and  therein  lies  one  of  the  most  important  points  connected  with  this  manufacture  ; 
for  It  would  appear,  wherever  true  ores  of  manganese  have  been  added  to  the  usual 
charge  of  tlie  blast-furnace,  in  the  expectation  of  obtaining  spiegeleisen  rich  in  man- 
ganese, that  tliis  has  not  succeeded,  or  at  most,  that  only  a  small  fraction  of  the 
manganese  added  has  combined  with  the  iron,  the  major  part  having  been  carried  off 
in  the  slag;  for  which  reason,  when  it  is  desired  to  produce  a  cast  iron  containing 
much  manganese,  it  is  requisite  that  this  metal  should  be  added  to  the  charge  in  the 
shape  of  some  strongly  ferruginous  compound,  thereby  facilitating  the  process  of  re- 
duction, since  a  mixture  of  the  two  oxides  of  manganese  and  iron  is  much  more  easily 
reduced  to  the  metallic  state,  and  so  enabled  to  unite  with  the  iron  from  the  rest  of 
the  charge  than  oxide  of  manganese  alone,  which  unless  the  heat  is  very  intense,  and 
the  reducing  action  of  the  furnace  nearly  perfect,  is  extremely  apt  to  go  into  the  slag  in 
the  state  of  silicate  from  which  it  subsequently  cannot,  or  can  only  with  great  difficulty, 
be  recovered.  The  oxides  of  manganese  are,  it  must  be  remembered,  infinitely  less 
easily  reduced,  and  require  more  time  as  well  as  a  much  higher  temperature  than  the 
oxides  of  iron  ;  and  from  what  has  already  been  said,  it  will  naturally  follow  that  in 
making  spiegeleisen  particular  attention  should  be  paid  to  the  following  points : — 

1.  The  mineral  used  as  a  source  of  manganese  should  be  in  itself  highly  charged 
with  iron,  so  as  to  facilitate  and  ensure  the  reduction  of  as  large  an  amount  of  the 
manganese  contained  in  it  as  possible. 

2.  The  charge  of  the  furnace  should  be  highly  basic,  or,  in  other  words,  an  excess 
of  limestone  or,  preferably,  burnt  lime,  should  be  used. 

3.  The  working  of  the  furnace  should  be  much  slower  than  is  usual  in  iron  smelting, 
in  order  to  allow  more  time  for  the  reduction  of  the  oxides  of  manganese. 

4.  The  temperature  of  the  blast-furnace  should  be  as  high  as  possible,  using  as  hot 
a  blast  as  can  be  obtained ;  and,  as  coke  admits  of  the  use  of  a  sharper  blast,  and 
affords  a  greater  heat,  it  is  to  be  preferred  to  charcoal  in  this  manufacture. 

In  Russia,  the  spiegeleisen  produced  at  Nischne-Tagilsk  is  smelted  with  charcoal, 
and  is  known  for  its  good  character,  it  is  reduced  from  a  mixture  of  the  native  oxides 
of  iron,  which  in  themselves  contain  some  manganese  with  ferruginous  Braunite,  which 
contains  about  40  per  cent,  metallic  manganese,  with  10  per  cent,  metallic  iron,  in  inti- 
mate admixture. 

In  order  to  increase  the  amount  of  manganese  in  grey  pig-iron,  which  already  con- 
tained 1"2  per  cent,  of  manganese,  so  as  to  obtain  a  spiegeleisen,  trials  have  been  made 
at  "Wotkinski,  by  re-melting  this  pig-iron  in  a  cupola,  with  the  addition  of  from  12  to 
15  per  cent,  of  clean  native  oxide  of  manganese  (manganite  or  pyrolusite),  which  have 
resulted  in  making  a  spiegeleisen  containing  between  5  and  6  per  cent,  metallic 
manganese. 

In  Sweden,  spiegeleisen  has  been  produced  in  several  parts  but  principally  at 
Schisshyttan  and  Ramshyttan,  iu  Dalecarlia,  where  it  is  obtained  by  smelting  a 
mixture  of  knebelite  and  manganiferous  garnet,  which  contains  an  average  of  about 
42  per  cent,  iron  with  13  per  cent,  manganese,  in  the  blast-furnace  (which  is  47  feet 
high,  and  has  two  tuyeres)  with  as  hot  a  blast  as  could  be  obtained  from  an  iron-pipe 
apparatus.  The  fuel  employed  is  a  mixture  of  half  charcoal  half  coke,  and  the  ore  is 
fluxed  with  30  per  cent,  of  its  weight  of  limestone.  The  ore  frequently  contains 
vi.sible  specks  of  galena,  pyrites,  and  zinc  blende,  but  it  is  stated  that  no  sulphur  is 
found  in  the  spiegeleisen,  although  the  slag  which,  when  the  furnace  is  working  well, 
has  a  peculiar  yellowish  green  colour,  is  said  to  contain  4  per  cent,  sulphur  up  to  as 
much  as  1 6  per  cent,  oxide  of  manganese. 

The  ordinary  spiegeleisen  obtained  at  Schisshyttan  contains  an  average  of  13  per 
cent,  manganese,  with  about  4  per  cent,  carbon,  or  5  per  cent,  carbon,  silicon,  &c. 
Occasionally  it  has  been  as  high  as  17  per  cent.  Mr.  Alexander  Keiller,  the  manager 
of  these  works,  found  that  some  which  averaged  15  per  cent,  of  manganese  with  only 
2\  per  cent,  carbon  was  altogether  different  in  appearance,  and  could  not  be  made  to 
assume  the  crystalline  bladed  reflecting  fracture,  peculiar  to  spiegeleisen,  and  from 
which  its  name  is  derived,  and  in  consequence,  was  regarded  with  prejudice  in  the 
market  by  the  buyers,  who  judge  from  appearance  alone.  He  also  stated  that  he  had 
latterly  succeeded  in  producing  a  cast  iron,  containing  as  much  as  23  per  cent,  of  man- 
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ganese,  along  with  only  2  per  cent,  of  carbon ;  such  an  alloy  would  be  a  considerable 
step  in  advance,  as  it  would  to  a  great  extent  overcome  the  objection  to  the  employment 
of  spiegeleisen,  which,  from  its  containing  a  large  percentage  (4  to  6)  of  carbon,  is  less 
suited  for  the  production  of  very  soft  qualities  of  Bessemer  steel.  An  alloy  of  iron 
and  manganese  made  in  Carniola,  containing  33  per  cent,  of  manganese,  has  a  granular 
fracture  very  unlike  spiegeleisen. 

It  appears  when  the  quantity  of  manganese  contained  in  a  cast  iron  exceeds  a  certain 
point,  that  there  is  a  tendency  for  the  carbon  to  diminish  in  percentage.  Mr.  Henderson, 
of  Glasgow,  states  on  this  subject :  '  It  is  a  well-established  fact,  that  in  proportion  to 
the  increase  of  manganese  in  the  alloys  with  iron,  so  the  carbon  decreases,  so  much  so, 
that  when  you  get  to  30  per  cent,  manganese,  the  carbon  is  down  to  0*25  or  0"40  per  cent.' 

In  the  Klipstad  mining  district  in  Sweden,  numerous  attempts  to  produce  spiegel- 
eisen by  adding  the  native  oxides  of  manganese,  particularly  Hausmannite,  which 
contains  72  per  cent,  metallic  manganese,  and  occurs  abundantly  in  that  district,  had 
failed,  the  iron  so  produced  not  containing  more  than  about  4  per  cent,  of  mangat^so, 
as  the  excess  of  that  metal  was  invariably  carried  off  in  the  blast-furnace  slag.  We 
understood  that  a  considerable  quantity  of  Hausmannite  had  been  exported  to  Sheffield 
from  this  part  of  Sweden  in  the  summer  of  1871,  for  the  use  of  steel  manufacturers 
there.  The  German  manufacture  of  spiegeleisen,  which  is  by  far  the  largest  of  all,  is 
principally  carried  on  in  the  northern  part  of  Nassau,  and  the  southern  portion  of 
Westphalia.  The  ores  used  for  the  production  of  spiegeleisen  are  found  in  mineral 
lodes  which  traverse  the  Devonian  geological  formation  on  the  eastern  bank  of  the 
Ehine.  They  are  the  so-called  spathic  iron  ores,  which  are  carbonates  of  iron  contain- 
ing variable  quantities  of  carbonate  of  manganese  in  intimate  combination  with  one 
another.  They  usually  contain  more  or  less  copper  and  iron  pyrites,  with,  occasionally, 
traces  of  galena  and  zinc  blende,  and  more  frequently  a  large  admixture  of  quartz, 
which  is  picked  out  as  cleanly  as  po.ssible  by  hand  after  the  ore  has  been  roasted, 
when  the  quartz  is  more  easily  distingushed  by  the  eye,  since  it  remains  whole  whilst 
the  iron  has  become  reddish-brown  through  oxidation. 

The  following  analyses  show  the  chemical  composition  of  the  ores  from  three  of  the 
principal  mines  : — 


Carbonate  of  iron 

„  manganese 

„  lime 

„  magnesia 

Insoluble  matter 


Percentage  of  metallic  iron 

»  „  manganese 


Stahlberg 


74-47 
17-08 
1-34 
5-75 
1-08 


99-72 


41-70 
8-16 


Kirschenbaum 


76-04 
13-50 
1-13 
7-87 
0-95 


99-49 


42-58 
6-46 


Huth 


75-39 
18-20 
1-50 
5-08 
0-18 


100-35 


42-21 
8-70 


Before  being  smelted,  these  ores  are  roasted  in  kilns  from  18  to  20  feet  high,  witli 
two  grates  one  above  the  other  ;  they  are  filled  with  coke  (small)  and  ore,  using  8-4 
cubic  feet  of  the  former  to  2^  tons  of  the  latter,  and  lighting  the  whole  from  the  lower 
grate.  The  ore  in  each  kiln  (about  7  tons)  is  raked  out  once  a  day  through  an  aper- 
ture made  by  removing  some  of  the  upper  grate  bars.  The  object  of  this  roasting  in 
which  the  ore  loses  about  one-third  its  original  weight,  is  to  expel  the  carbonic  acid 
from  the  ore  and  convert  it  into  oxide  ;  it  also  enables,  as  before  mentioned  the  quartz 
mixed  with  the  ore  to  be  picked  out  by  hand. 

At  the  Lohe  blast-furnace,  which  belongs  to  the  Coeln-Muesener  Company,  the  fuel 
employed  is  either  charcoal  or  coke  alone  or  more  often  a  mixture  of  both  The 
charges  employed  are  with  charcoal  alone,  1,035  lbs.  roasted  ore,  with  180  lbs'  lime 
stone  to  each  cubic  feet  of  charcoal,  which  is  chiefly  made  from  beech  and  oak  woods  • 
with  coke  alone,  it  is  2,197  lbs.  roasted  ore,  with  602  lbs.  limestone  to  each  42  cubi,^ 
feet  of  coke;  and  with  the  mixture  of  charcoal  and  coke  the  charge  was  1  2SS 
roasted  ore,  with  360  lbs.  of  limestone  to  each  10^  cubic  feet  of  coke,  mixed  'with  9 o 
cubic  feet  of  charcoal.  As  a  rule,  about  40  such  charges  would  bo  run  down  in  thn 
24  hours,  or  a  total  of  about  from  1,700  to  1,800  centners  per  week 

The  dimensions  of  the  blast-furnace  are  as  follow  :— Total  height,  42-4  feet  •  b,.irrl,f 
from  sole  of  hearth  to  tuyeres,  2-1  feet;  height  from  sole  to  top  of  heartlf  4-3  fl? 
height  from  top  of  hearth  to  boshes,  9-0  feet ;  and  thonce  to  top  of  furnace.'28  5ftet! 
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The  diameter  of  the  hearth,  the  Bides  of  which  were  parallel,  was  4'3  feet ;  diameter 
at  boshes,  11-3  foot;  and  at  top  of  furnace,  6'3  foot:  the  top  being  covered  with  a 
moveable  cover,  which  opens  to  admit  tho  charge. 

The  temperature  of  tho  hot-blast  was  lower  than  it  ought  to  be ;  rarely  exceeding 
672°  Pahr.  The  blast  is  introduced  into  tho  furnace  by  three  tuyeres,  tho  diameter 
of  M'hich,  and  the  pressure  of  blast,  being  varied  iiccording  to  the  nature  of  tho  fuel 
made  use  of,  being  from  16-6  linos  in  diameter,  and  16  lines  mercurial  pressure  up  to 
21  lines  diameter,  with  22  lines  pressure. 

It  is  found  by  experience  that  tho  peculiar  bladed  texture  of  spiegeleisen  depends 
more  on  the  percentage  of  carbon  than  of  tho  manganese  ;  for  with  very  high  per- 
centiiges  of  the  latter,  this  crystalline  sti-ucture  is  not  more,  if  as  much,  developed  as 
with  low  percentages  of  that  metal.  This  structure  is  also  much  better  developed  if 
the  iron,  when  tapped,  be  covered  with  slag,  so  as  to  allow  it  to  cool  more  slowly,  for 
which  reason  it  is  usual  to  let  a  considerable  qimntity  of  slag  accumulate  in  the 
furnace,  so  as  to  cover  the  cast  when  it  is  tapped  out.  When  the  iron  is  poor  in 
carbon,  that  portion  of  the  cast  which  has  cooled  under  the  slag  is  invariably  more 
bladed  in  texture  than  when  not  so  covered ;  but  if  tho  iron  is  very  rich  in  carbon 
(containing,  say,  5  per  cent,  carbon),  but  little  difference  is  observable.  It  is  there- 
fore advisable  to  lot  the  iron  run  out  of  tho  furnace  as  quickly  as  possible,  as,  if  not 
so  done,  it  frequently  happens  that  the  iron  does  not  have  the  desired  bladed  texture 
well  developed  in  it.  When  the  percentage  of  manganese  in  the  cast  iron  is  large, 
and  the  iron  is  tapped  very  hot,  a  strong  oxidation,  with  evolution  of  flames,  is  seen 
on  the  surface  of  tho  cast,  and  presents  a  very  curious  appearance. 

In  these  works,  in  order  to  get  good  results,  care  is  taken  to  work  the  furnaces 
slowly,  so  as  to  keep  the  manganiferous  ore  exposed  as  long  as  possible  to  a  powerful 
reducing  action,  in  order  to  get  as  much  of  the  manganese  reduced  along  with  the  iron 
as  possible  ;  and  for  this  purpose  a  strong  pressure,  very  hot  blast,  and  very  basic 
charge,  are  required.  The  zone  of  combustion  must  not  (as  occasionally  happens  in 
Westphalia)  be  allowed  to  rise  too  high  above  the  tuyeres  ;  and  should  this  take  place, 
the  remedies  in  general  use  are,  to  diminish  the  pressure  of  the  blast,  and  use  the  ore 
in  a  finer  state  of  division,  and  wet  it  with  water.  In  Westphalia  this  is  generally 
attributed  to  the  charcoal  or  coke  being  of  a  worse  and  more  open  porous  texture  than 
usual. 

Coke  is  becoming  more  and  more  used,  and  is  now  alone  employed  at  the  Char- 
lottenhiitte,  which  produces  nearly  one-half  the  spiegeleisen  made  in  the  district. 
All  accounts  agree  that  it  is  much  superior  to  either  charcoal  or  the  mixture  of  char- 
coal and  coke,  provided  only  it  be  of  good  quality,  and  free  from  sulphur ;  and  it  is 
stated,  when  coke  is  employed,  that  several  per  cent,  units  more  of  manganese  can  be 
got  into  the  spiegeleisen  than  when  the  same  charge  is  smelted  with  charcoal,  and, 
for  this  reason,  it  is  particularly  suited  for  smelting  ores  rich  in  manganese.  It  is 
also  stated  that  in  this  district  the  attempts  to  increase  the  amoimt  of  manganese  in 
the  spiegeleisen,  by  manganese  ores  added  to  the  charge,  have  not  succeeded,  and  that 
the  manganese  in  such  additions  has  for  the  most  part  gone  into  the  slag. 

The  charge  at  this  furnace  consists  of  about  frds  roasted  spathic  ores,  ^rd  brown 
haematite,  containing  manganese,  and  a  portion  of  the  latter  being  replaced  by  a  brown 
manganese  ore  from  Nassau,  containing  25  per  cent.  Fe.  and  19  to_20  per  cent.  Mn., 
which  is  now  generally  used  throughout  the  Ehenish  district ;  witli  good  fuel,  and 
about  50  per  cent,  of  limestone  on  the  weight  of  the  ore,  about  ^  of  the  manganese,  or 
even  more,  may  be  reduced.  When  making  spiegeleisen,  the  furnace  produces  up  to 
70  tons  per  day,  with  a  consumption  of  about  22  cwts.  of  coko  to  the  ton. 

Spiegeleisen,  showing  an  apparently  identical  fracture^  to  the  eye,  may  vary 
immensely  in  its  percentage  of  manganese,  and  in  practice  each  cast  or  tapping 
should  be  assayed  for  itself.  This,  however,  is  not  done  in  the  Siegen  district,  where, 
although  it  is  the  general  custom  to  regard  the  spiegel  as  containing  an  average 
of  10  per  cent.,  it  will  be  found  in  actuality  to  vary  from  7  to  11  per  cent,  when 
analysed. 

The  following  analyses  show  the  chemical  composition  of  spiegeleisen  from  this 
district  when  made  with  coke  : — 

Carbon 
Silicon 
Sulphur 
Copper 
Manganese  . 
Iron  . 


Hnmm. 

Hochdahl. 

4-129 

5-04 

0-468 

0-41 

0-015 

0-08 

0-291 

0-16 

8-706 

7-57 

85-929 

86-74 

99-628 

100-00 
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In  Styria  and  Austria,  where  the  coke  used  is  very  impure,  containing  3^  per  cent, 
of  sulphur,  only  about  i  to  §  of  the  total  manganese  is  reduced.  _  •    j  • 

At  Newark,  in  New  Jersey,  spiegeleisen  is  made  from  the  residues  obtained  in  the 
treatment  of  the  mixed  zinc  and  iron  ores  of  Franklin,  in  the  same  State.  The  ore  is 
an  intimate  mixture  of  franklinite  and  red  zinc  ore,  with  a  massive  green  variety  of 
willemite  or  silicate  of  zinc.  It  occurs  in  crystalline  limestone,  forming  an  irregular 
bed,  which  in  places  is  62  feet  thick,  the  different  minerals  being  very  intimately 
mixed.  A  mixture  of  finely-crushed  ore,  with  lime  and  anthracite,  is  treated  in  an 
oven-shaped  calciner,  having  a  cast-iron  bed  perforated  with  numerous  narrow  slits, 
through  which  air  is  blown  by  a  fan  in  sirfficient  quantity  to  burn  the  coal  and 
oxidisfe  the  zinc-vapour  as  it  forms.  The  oxide  of  zinc  produced  in  this  process  passes 
■  through  a  long  series  of  condensing-tubes  and  cooling-chambers,  the  current  being 
kept  up  by  exhausting-fans  until  it  is  sufficiently  cooled  to  be  collected  by  bags  made 
of  cotton  cloth.  The  residue  remaining  in  the  furnace  after  the  removal  of  the  zinc  is 
a  black  cindery  mass,  containing  the  whole  of  the  iron  and  manganese  of  the  frank- 
linite, and  the  silica  of  the  willemite,  besides  some  undecomposed  zinc  oxide :  it  is 
estimated  to  contain  25  per  cent,  of  iron,  and  4  per  cent,  of  zinc,  and  is  smelted  for 
spiegeleisen.  The  furnaces  employed  are  very  small,  being  only  20  feet  high,  and 
7  feet  across  the  boshes  ;  the  hot-blast  is  of  about  200°  temperature,  and  a  pressure 
of  4  lbs.  is  used.  The  fuel  used  is  anthracite,  and  some  limestone  is  added  as  a  flux. 
Four  blank  charges  of  clean  slags  are  made  in  twenty-four,  to  prevent  scaffolding. 
Great  difficulty  is  experienced  in  working  the  furnaces,  owing  to  the  large  amount  of 
zinc  remaining  in  the  ore,  which  deposits  in  the  gas-flues  at  the  throat,  and  necessi- 
tates the  use  of  an  elaborate  system  of  wrought-iron  condensers  for  separating  the 
oxide  of  zinc  from  the  gases,  before  they  can  be  burnt  in  the  hot-blast  stoves  and 
steam-boilers.  The  oxide  of  zinc  obtained  in  cleaning  out  the  condenser  being  too 
much  discoloured  to  use  as  paint,  is  sent  to  the  spelter  furnaces  for  reduction,  and 
makes  a  very  high  quality  of  zinc.  The  consumption  of  fuel  is  very  high,  being  at 
the  rate  of  3^  tons  per  ton  of  iron.  The  weekly  make  of  the  furnace  is  about  25 
tons. 

"When  making  spiegeleisen,  the  slags  are  of  the  usual  bright-green  colour  charac- 
teristic of  manganese  ;  but  when  the  furnace  is  too  heavily  burdened,  and  produces 
No.  2  iron,  corresponding  to  the  German  Weisstrahlig,  the  colour  changes  to  a  deep 
brown.  Owing  to  the  large  relative  proportion  of  manganese  to  iron  in  the  residues, 
the  spiegeleisen  produced  is  very  rich  in  manganese,  and  at  times  is  said  to  contain  as 
much  as  10  per  cent. 

In  connection  with  the  production  of  spiegeleisen,  sundry  improvements  in  the 
manufacture  of  manganese  have  been  proposed.  Among  others,  the  following  pro- 
cesses are  said  to  be  most  advantageously  used  in  America : — 

Manganese  may  be  produced  in  a  condition  pure,  or  nearly  so,  without  melting,  and 
used  in  the  manufacture  of  ferro-manganese  and  spiegeleisen  in  a  manner  producing  a 
better  quality  of  product,  in  less  time,  and  at  less  expense  than  by  the  old  processes. 
The  process  consists  in  a  thorough  mixture  of  pulverised  oxide  of  manganese  10  parts, 
and  3  parts  of  solid  carbon,  like  coke  or  charcoal.  These  ingredients  are  inclosed  in 
metallic  or  earthen  cases,  large  enough  for  the  desired  charge,  and  having  the  opening 
temporarily  closed  with  a  metallic  sheet,  or  covering  of  earth,  to  prevent  the  admis- 
sion of  air  while  allowing  the  escapement  of  gases.  These  cases  are  charged  in  an 
ordinary  furnace  to  a  bright  red,  bare  yellow,  and  are  subjected  to  this  heat  for  twelve 
or  fifteen  hours,  according  to  quantity.  In  the  process  the  carbon  unites  with  the 
oxygen,  and  passes  off  as  carbonic  acid  gas,  and  gives  as  a  product  nearly  pure  man- 
ganese. To  secure  spiegeleisen  the  pig-iron  is  melted,  and  about  12  per  cent,  of  the 
manganesQ  is_  charged  into  it  and  melted.  The  proportion  of  ingredients  is  run  off 
when  melted  into  ingots,  as  spiegeleisen,  when  it  is  used  in  the  ordinary  way.  Ferro- 
manganese  is  produced  by  charging  a  greater  per  cent,  of  manganese  into  the  molten 
pig-metal,  say  25  or  30  per  cent.  The  manganese  counteracts  red  shortness  in  tlie 
steel,  apparently  by  uniting  with  the  free  oxygen  or  metallic  oxides  which  may  be  in 
the  steel,  being  particularly  useful  in  the  manufacture  of  boiler-plate  steel. 

The  inventor  considers  his  process  will  be  most  valuable  to  those  using  an  open 
hearth  steel-melting  furnace,  such  as  the  Siemens,  as  it  has  been  for  a  long  time  a 
great  desideratum  to  obtain  a  pure  metallic  manganese,  especially  in  manufactxiriuR 
the  softer  grades  of  steel,  such  as  roller-plate,  tank-plate,  &c.  He  claims  that  the 
use  of  ferro-manganese  conduces  to  the  life  of  the  furnace,  because  when  rails  are 
desired  containing  from  ^  to  ^  of  one  per  cent,  carbon,  the  bath  of  molten  metal  has 
to  be  run  down  in  carbon  as  low  as  wrought  iron,  otherwise  when  the  spiegeleisen  is 
added  the  percentage  of  carbon  will  be  higher  than  desired,  and  also  adding  some 
silicon,  which  is  injurious.  It  is  well  known  that  a  much  greater  heat  is  required  to 
keep  a  bath  of  molten  metal  liquid,  containing  no  more  carbon  than  wrought  iron 
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than  when  it  contains  about  ^  of  ono  por  cont,  carbon.  It  has  also  been  proved  that 
a  furnaco  making  stool  that  never  runs  lower  in  carbon  than  i  of  one  per  cent, 
lasts  from  three  to  four  times  as  long  as  one  that  runs  the  steel  down  to  wrought 
iron.  Therefore  it  is  cheaper  to  use  manganese  or  forro-manganese  than  spiogel- 
eisen. 

The  Conversion  of  Crude  or  Carburised  Iron  into  Malleable  /row.— This  is  effected 
by  one  or  more  operations,  -which  are  necessarily  of  an  oxidising  natiu-o,  the  object 
being  to  eliminate  from  the  cast  iron  the  carbon  in  the  form  of  carbonic  oxide  gas, 
and  the  silicon,  sulphur,  phosphorus,  and  other  foreign  bodies  in  the  form  of  oxidised 
prodxicts,  -which  pass  either  partially  or  -wholly  into  the  scorise  or  cinders.  The  pig- 
iron  is  either  subjected  to  a  preliminary  decarburation  in  the  oxidising  blast  hearth, 
or  refinery,'  and  the  operation  thus  commenced  afterwards  completed  in  the  oxi- 
dising air  furnace,  or  '  puddling  furnace ; '  or  the  complete  conversion  of  the  crude 
iron  is  effected  by  one  operation  in  the  puddling  furnace,  by  the  process  called  '  boiling.' 
It  is  said  {BlackweU)  that,  at  several  works  abroad,  the  attempt  to  arrest  the  progress 
of  decarburation  in  the  puddling  or  boiling  furnace  at  that  point  in  which  the  con- 
version has  proceeded  only  so  ffxr  as  to  leave  the  iron  in  tlio  state  of  steel,  or  sub- 
carburet,  has  been  successful,  and  that  a  valuable  natural  or  puddled  steel,  not  requiring 
cementation  before  conversion  into  refined  or  cast  steel,  has  been  the  result. 

English  Method  of  Refining. — The  finery  furnace  is  composed  of  a  body  of  brick- 
work, about  9  feet  square,  rising  but  little  above  the  surface  of  the  ground.  The 
hearth,  the  bottom  of  which  is  of  millstone  grit,  placed  in  the  middle,  is  2\  feet  deep; 
it  is  rectangular,  being  in  general  3  feet  by  2,  -with  its  greatest  side  parallel  to  the  face 
of  the  tuyeres,  and  it  is  made  of  cast  iron  in  four  plates.  On  the  side  of  the  tuyeres 
there  is  a  single  brick  wall,  on  the  three  sides  sheet-iron  doors  are  placed,  to  prevent 
the  external  air  from  cooling  the  metal,  which  is  almost  always  worked  under  an 
open  shed  or  in  the  open  air,  but  never  in  a  space  surrounded  by  walls.  The  chimney, 
from  15  to  18  feet  high,  is  supported  upon  four  columns  of  cast  iron  ;  its  lintel  is  4  feet 
above  the  level  of  the  hearth,  in  order  that  the  labourers  may  work  without  restraint. 
The  air  is  supplied  by  the  blowing  cylinders  which  supply  the  blast-furnace,  and  enter 
the  hearth  through  6  tuyeres,  so  arranged  that  the  current  issuing  from  those  on  the 
opposite  sides  of  the  crucible  are  not  disposed  in  the  same  plane.  These  tuyeres,  like 
those  in  the  furnaces  in  which  cast  iron  is  made,  are  pro^nded  -with  double  casings, 
through  which  a  current  of  cold  water  is  constantly  flo-wing,  and  each  pipe  is  furnished 
-with  a  suitable  stop  valve  for  regulating  the  volume  of  the  blast.  The  tuyeres  are 
placed  at  the  height  of  the  lip  of  the  crucible  or  hearth,  and  are  inclined  towards  the 
bottom,  at  an  angle  of  from  25°  to  30°,  so  as  to  point  upon  the  bath  of  melted  metal 

as  it  flows.  The  quantity  of  air  blown  into 
the  fineries  is  considerable,  being  nearly  400 
cubic  feet  per  minute  for  each  finery.  The 
ground  plan  of  a  finery  is  shown  in  fig. 
1245,  A  being  the  hearth,  b  the  tapping-hole, 
B  the  chill  mould,  and  a  a  a  a  a  a  the  nozzles 
of  the  tuyeres.  The  operation  of  refining 
crude  iron  is  conducted  as  follows :  A  fire  is 
lit  in  the  centre  of  the  hearth,  which  is  first 
urged  by  a  gentle  blast;  a  charge  of  pig, 
about  2  tons,  is  then  laid  on,  and  the  whole 
is  covered  up  dome-form  -with  a  heap  of  coke ; 
the  full  power  of  the  blast  is  now  turned  on, 
the  cast  iron  melts,  and  flo-wing  down  gradu- 
ally collects  in  the  crucible,  more  coke  being 
added  as  the  first  quantity  burns  away.  The 
operation  proceeds  by  itself,  the  melted  metal 
is  not  stirred  about  as  in  some  modes  of 
refinery,  and  the  temperature  is  always  kept 
high  enough  to  preserve  the  metal  liquid. 
Dui'ing  this  stage  the  coals  are  observed  con- 
tinually heaving  up :  a  movement  due  in  part 
to  the  action  of  the  blast,  but  in  part  to 
an  expansion  caused  in  the  metal  by  the  discharge  of  carbonic  oxide  gas.  When  all 
the  pig-iron  is  collected  at  the  bottom  of  the  heartli,  which  happens  in  about  two 
hours,  it  is  blown  vigorously  for  some  time  longer,  the  tap-hole  is  opened,  and  the 
fine  metal  runs  out  with  the  slag  into  the  cliill  mould,  or  pit,  as  it  is  called,  which  has 
been  previously  washed  -with  a  thin  clay  liquid,  to  prevent  the  refined  metal  from 
adhering  to  its  surface.  The  chill  mould  is  in  a  prolongation  of  the  tapping-hole  ;  it 
is  a  heavy  cast-iron  trough,  about  10  feet  long,  3  feet  broad,  and  2  to  2i  inches  deep. 
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Tho  slag,  from  its  inferior  specific  gravity,  forms  a  crust  on  the  surface  on  tlie  metal : 
its  separation  is  facilitated  by  throwing  cold  water  in  large  quantities  on  the  fluid 
mass  immediately  that  the  entire  charge  has  left  the  refinery.  This  sudden  cliilling 
of  the  metal  makes  it  exceedingly  brittle,  so  that  it  can  be  broken  into  smaller  pieces 
by  heavy  hammers,  for  the  subsequent  operation  of  puddling,  The  refined  metal  is 
very  white,  hard,  and  brittle,  and  possesses  in  general  a  fibrous  radiated  texture ;  or 
sometimes  a  cellular,  including  a  considerable  number  of  small  spherical  cavities,  like 
a  decomposed  amygdaloid  rock.  The  loss  of  iron  in  the  refinery  process  is  very  large, 
varying  from  10  to  20  per  cent.  In  the  "Welsh  iron  works,  1  ton  of  white  iron  takes 
from  1^  to  2  hours  to  refine,  the  consumption  of  coke  being  from  6  to  8  cwts.,  and  the 
loss  about  3  cwts.  Grey  iron  takes  from  7  to  9  cwts.  of  coke  per  ton,  the  time  required 
to  refine  being  from  2^  to  3  hours,  and  the  loss  of  iron  per  ton  4  cwts.  The  pig-iron  to 
be  decarbiu:ised  in  the  refinery  is  frequently  mixed  with  rich  silicates  (forge  cinders), 
and  occasionally  with  oxides  of  iron,  the  object  being  to  protect  the  melted  metal  in 
some  degree  from  the  oxidising  effects  of  the  blast,  and  to  react  on  the  carbon  which 
it  contains.  The  quantity  employed  depends  on  the  degree  to  which  the  pig-iron  is 
carburised.  The  crude  iron,  from  which  wrought  iron  of  the  best  quality  is  produced, 
is  that  possessing  a  medium  degree  of  carburation,  or  what  is  generally  termed  grey 
pig-iron.  White  iron,  which  possesses  an  inferior  degree  of  fluidity  to  grey  pig-iron, 
and  which  comes  as  it  is  termed  more  rapidly  to  nature,  is  that  quality  which  is  most 
generally  employed  in  the  manufacture  of  wrought  iron,  especially  when  the  conversion 
is  effected  in  the  single  operation  of  boiling  in  the  puddling  furnace ;  but  this  species 
of  pig-iron  being  the  result  of  imperfect  re-actions  in  smelting,  is  always  more  impure 
than  grey  iron  obtained  from  the  same  materials,  and  does  not  produce  wrought  iron 
of  the  best  quality. 

The  coke  employed  in  the  refinery  should  be  as  free  as  possible  from  shale,  and 
should  contain  only  a  low  percentage  of  ash ;  it  should  especially  be  free  from  sul- 
phuret  of  iron,  which  it  often  contains  in  considerable  quantity,  as  it  is  found  that 
nearly  the  whole  of  this  sulphuret  enters  into  combination  with  the  metal,  and  does 
not  pass  off  in  the  slags. 

Eefineries  are  sometimes  worked  on  hot  fluid  iron,  run  direct  from  the  hearth  of 
the  blast-furnace,  a  considerable  saving,  both  of  time  and  fuel,  being  hereby  effected. 
Various  proposals  have  been  patented  for  the  employment  of  fluxes  to  assist  in  the  re- 
moval of  the  impurities  of  cast  iron,  both  in  the  refining  and  puddling  furnaces.  Thus  Mr. 
Hampton  patented,  in  1855,  a  flux,  prepared  by  slaking  quicklime  with  the  solution  of 
an  alkali,  or  alkaline  salt.    MM.  Du  Motay  and  Fontaine  propose,  in  a  patent  secured  in 
1856,  to  purify  and  decarbonise  iron  in  the  refining  and  puddling  furnace,  by  the  em- 
ployment of  fluxes  prepared  from  the  scoriEe  of  the  puddling  furnace,  from  oxides  of  iron 
and  silicates  or  carbonates  of  alkalis,  or  other  bases.    Mr.  Pope  (1856)  proposes  to  add 
the  residue  obtained  by  the  distillation  of  Boghead  or  Torbane  mineral  to  such  fuel  as  is 
employed  in  the  refining  of  iron.    Mr.  Sanderson,  of  Sheffield  (1855),  employed  for  the 
refining  of  iron  such  substances  as  sulphate  of  iron,  capable  of  disengaging  oxygen 
or  other  elements,  which  will  act  upon  the  silicium,  aluminium,  &c.,  contained  in  the 
metal.  These  and  various  other  schemes  have  been  suggested  with  the  object  of  lessening 
the  enormous  waste  which  pig-iron  undergoes  on  its  passage  through  the  refinery;  for  as 
the  process  is  at  present  conducted,  the  partial  elimination  of  the  carbon,  sulphur,  phos- 
phorus, &c.,  is  only  effected  at  the  expense  of  a  larga quantity  of  iron,  which  is  oxidised 
by  the  blast,  and  passes  in  the  form  of  silicate  into  the  slag ;  the  desideratum  is  the  dis- 
covery of  some  method  of  reducing  the  oxide  of  iron,  and  substituting  for  it  some  other 
base,  which  will  form  with  silica  a  sufficiently  fusible  silicate.    Mr.  Blackwell  suggests 
that  the  decarburation  of  pig-iron  might  be  effected  by  remelting  it  in  a  cupola-furnace 
either  alone,  or  with  minerals  containing  nearly  pure  oxides  of  iron  ;  the  oxide  of  iron 
would  be  reduced  by  the  carbon  of  the  pig-iron,  while  the  silicates  of  the  fuel,  with 
the  sihca,  alumina,  and  other  easily  oxidisable  alloys  eliminated  from  the  crude 
iron,  would  be  separated  in  the  form  of  fusible  earthy  glass.    The  employment,  of 
steam  as  a  purifying  agent  for  crude  iron  has  been  patented  by  several  persons  Mr 
JNasmyth  in  1854  obtained  a  patent  for  the  treatment  of  iron  in  the  puddling  furnace 
with  a  current  of  steam,  which  being  introduced  into  the  lower  part  of  the  iron  passes 
upwards,  and  meeting  with  the  highly  heated  metal,  undergoes  decomposition  botli 
elements  acting  as  purifying  agents.    The  steam  employed  is  at  a  pressure  of  about  5 
pounds  per  square  inch,  and  passes  into  the  metal  through  a  species  of  hollow  rabble 
the  workman  monng  this  about  in  the  fused  metal  until  the  mass  begins  to  thifl-on' 
which  occurs  in  from  five  to  eight  minutes  after  the  introduction  of  the  steam  tbA 
steam-pipe  is  then  removed  and  the  puddling  finished  as  usual.  ' 

The  advantages  are  said  to  consist  in  the  time  saved  at  "each  heat  or  rouddlinrr 
operation  ^from  ten  to  fifteen  minutes) ;  the  very  effective  purification  of  the  met-il^ 
and  the  possibility  of  treating  highly  carbonised  pig-iron  at  once  in  the  puddlTng 
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furnace,  tbo  preliminary  refining  being  thus  aroided.  In  October  1855,  Mr.  Bessemer 
patented  for  a  somewhat  similar  process  for  the  convei-sion  of  iron  into  steel:  the  steam 
highly  heated,  or  a  mixture  of  air  and  steam,  being  forced  through  the  liquid  iron 
run  from  the  furnace  into  skittle-pots,  steam  being  used  only  at  an  early  stage  of  tlie 
process,  and  the  treatment  finished  with  heated  air.  In  the  early  part  of  the  same  year 
Mr.  Martion  of  New  Jersey  obtained  a  patent  for  a  partial  purification  of  crude  iron, 
by  causing  air  or  steam  to  pass  up  through  the  liquid  metal,  as  it  flows  along  gutters 
from  the  top-hole  of  the  fiirnace  or  finery  forge ;  and  he  subsequently  proposed  to  include 
with  the  air  or  steam,  other  purifying  agents,  such  as  chlorine,  hydrogen,  and  coal-gas, 
oxides  of  manganese,  and  zinc,  &c.  Other  methods  of  treating  crude  iron  with  air  and 
steam  were  made  the  subjects  of  patents  by  Mr.  Bessemer  in  December  1855  and 
January  1856.  In  October  a  patent  for  the  employment  of  steam  in  admixture  with 
cold  blast  in  the  smelting  furnace  and  fining  forge,  was  obtained  by  Messrs.  Armitage 
and  Lee,  of  Leeds,  and  in  August  a  patent  was  obtained  by  Mr.  George  Parry,  of  Uio 
Ebbw  Vale  Iron  Works,  for  the  purification  of  iron  by  means  of  highly-heated  steam. 
The  fluid  iron  is  allowed  to  run  into  a  reverberatory  furnace  previously  heated,  and  the 
steam  is  made  to  impinge  upon  it  from  several  tuyeres,  or  to  pass  through  the  metal.  Steel 
is  to  be  obtained  by  treating  highly  carburetted  iron  with  the  steam,  and  then  running 
it  into  water,  and  fusing  it  with  the  addition  of  purifying  agents,  or  adding  to  it  in 
the  furnace  a  small  quantity  of  clay,  and  afterwards  about  10  or  15  per  cent,  of  calcined 
spathose  ore.  Mr.  Parry  observing  that  when  steam  was  sent  through  the  molten 
iron,  as  in  Mr.  Nasmyth's  process,  the  iron  quickly  solidified,  conceived  the  idea  of 
communicating  a  high  degree  of  heat  to  the  steam  by  raising  the  steam-pipe  a  couple 
of  inches  above  the  surface  of  the  metal,  so  that  it  might  be  exposed  to  the  intensely- 
heated  atmosphere  of  the  furnace  ;  and  also  of  inclining  the  jet  at  an  angle  of  45°,  so 
as  to  give  the  molten  mass  a  motion  round  the  furnace  while  the  pipe  was  maintained 
in  the  same  position  at  a  little  distance  beyond  the  centre  :  when  this  was  done,  in  a 
few  minutes  the  iron  began  to  boil  violently,  the  rotatory  motion  of  the  fluid  bringing 
every  part  of  it  successively  into  contact  with  the  highly-heated  mixture  of  steam  and 
atmospheric  air,  and  no  solidification  taking  place.  Having  thus  ascertained  the  pro- 
per way  of  using  steam  as  a  refining  agent,  it  occurred  to  Mr.  Parry  that,  as  the  pre- 
sence of  silicon  in  the  pigs  for  puddling  affects  in  a  remarkable  degree  the  yield  of 
iron,  as  well  as  its  strength,  it  is  a  matter  of  consequence  that  this  element  should  be 
removed  as  completely  as  possible  previous  to  the  puddling  operation ;  the  steaming 
of  the  iron  would  probably  therefore  be  more  profitably  applied  in  the  refinery  than  in 
the  puddling  furnace.  Pig-iron  containing  3  per  cent,  of  silicon  gives  6  per  cent,  of 
silica,  which,  to  form  a  cinder  sufficiently  flviid  to  allow  the  balling-up  of  the  iron, 
would  require  from  10  to  12  per  cent,  of  iron  ;  and  this  can,  of  course,  only  be  obtained 
by  burning  that  amount  of  iron  in  the  puddling  furnace,  after  the  expulsion  of  the 
carbon,  and  while  the  mass  is  in  a  powdery  state.  The  superheated  steam  is  injected 
on  the  surface  of  the  iron  in  the  refinery  by  water  tuyeres,  similar  to  those  used  for 
hot  blast  at  smelting  furnaces  ;  they  are  inclined  at  an  angle  of  about  45°  ;  some  are 
inserted  at  each  side  of  the  door  of  the  furnace,  and  are  pointed  so  as  to  cross  each 
other,  and  give  the  iron  a  circulating  motion  in  th*e  furnace.  The  tuyeres  _  are  from 
•fths  to  I  an  inch  in  diameter ;  a  little  oxide  of  iron  or  silicate  in  a  state  of  fusion  on  the 
surface  of  the  iron  accelerates  the  action,  as  in  common  refineries,_and  increases  the 
yield  of  metal,  but  to  a  much  greater  extent  than  when  blasts  of  air  are  used.  The 
steam  having  been  turned  on,  the  mass  of  iron  commences  circulating  around  the  in- 
clined tuyeres,  and  soon  begins  to  boil,  and  the  action  is  kept  uniform  by  regu- 
lating the  flow  of  the  steam.  The  most  impure  oxides  of  iron  may  be_  used  in  this 
process,  such  as  tap  cinder  or  hammer  slag  from  puddling  furnaces,  without  injury 
to  the  quality  of  the  refined  metal  made;  the  large  quantities  of  sulphur  and 
phosphorus  which  they  contain  being  effectually  removed  by  the  detergent  action  of 
the  heated  steam.  When  4  cwts.  of  cinders  are  used  to  tlie  ton  of  pig,  20  cwts.  of 
metal  may  be  drawn,  the  impurities  in  the  pig  being  replaced  by  refined  iron  from  the 
cm  dors 

Dr.  Noad  had  several  opportunities  of  witnessing  this  refining  process  at  the  Ebbw 
Vale  Iron  Works,  and  made  the  following  analysis  of  the  cinders  and  metal,  which 
fully  bear  out  the  above  statements  : — 

Pig-iron  Eefined  metal 

Graphite  2-40   .       .       .  030 

Silicon  2-68    .       .       .  032 

Slag   0-68    .       .       .  000 

Sulphur  0-22    .       .       .  0-18 

Phosphorus  0-13    .       .       .  0-09 

Manganese  •      •  • 
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Porge  cinders  thrown 
into  the  refinery 
.    1-34  . 
.    2-06  . 


Cinder  run  out  of 
the  refinery 
.  0-16 
.  0-129 


Siilplmr.       .  . 
Phosphoric  acid 

A  ton  of  grey  iron  may  be  refined  by  steam  in  half  an  hour,  using  seven  jets  of 
steam  fths  of  an  inch  in  diameter,  and  with  a  pressure  of  from  30  to  40  lbs. ;  the  tem- 
perature of  the  steam  being  from  600°  to  700°  P.,  the  orifices  of  the  tuyeres  being 
2  or  3  inches  above  the  surface  of  the  iron.  As  the  fluidity  of  the  metal  depends 
upon  the  heat  which  it  is  receiving  from  the  combustion  of  the  fuel  in  the  grate,  and  not 
on  any  generated  in  it  by  the  action  of  the  steam,  it  is  evident  that  the  supply  of  the 
latter  in  a  given  time  must  not  exceed  a  certain  limit,  or  the  temperature  of  the  fluid 
iron  will  become  reduced  below  that  of  the  furnace.  This,  however,  partly  regulates 
itself,  and  does  not  require  much  nicety  in  the  management,  for;  if  too  much  steam  be 
given  the  ebullition  becomes  so  violent,  as  to  cause  the  cinders  to  flow  over  the 
bridges,  giving  notice  to  the  refiner  to  slack  his  blast.  The  '  forge  cinders  '  used  in 
the  steam  refinery  contain  66  per  cent,  of  iron ;  the  '  run  out '  cinder  contains  only 
26 ;  40  per  cent,  of  iron,  or  thereabouts,  have  therefore  been  converted  into  refined 
metal,  and  the  resulting  cinder  is  as  pure  as  the  ordinary  Welsh  mine,  with  its  yield 
of  25  per  cent,  of  iron.  The  following  is  the  result  of  one  week's  work  of  the  steam 
refinery : — 

_,.  ,  cwts.   qrs.  lbs. 

Pigsused   396     0  15 

Metal  made     .       .       .       .       ,       .    393     3  1 
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The  quantity  of  cinder  (puddling)  used  was  3^  cwts.  per  ton  of  pig.     „  ^ou  cwt 
of  cinders  were  used  to  1  ton  of  pig,  the  yield  was  invariably  20  cwts.  over  a  make  of 
about  100  tons. 

Befiving  by  Gas  {German  method).— Th^  most  simple  form  of  gas  reverberatorv 
furnace  is  that  known  as.Eck's  furnace  {figs.  1251  to  1256),  which  is  employed  at  the 
government  works  of  Gleiwitz  and  Konigshiitte,  for  refining  iron  made  on  the  spot.  The 
lollowing  description  and  plan  of  this  furnace  are  extracted  from  a  report  to  the 
Secretary  of  State  for  War  from  the  superintendent  of  the  Eoyal  Gun  Factories. 
Colonel  Wilmot,  E.  A.,  and  the  chemist  of  the  War  Department,  Ptofessor  Abel 

The  gas-generator  (which  replaces  the  fire-place  of  the  ordinary  reverberatorv 
furnace)  is  an  oblong  chamber,  the  width  of  which  is  3  feet  9  inches,  and  the  height 

from  the  sole  to  the  commencement  of  the  sloping  bridge  6 
feet  4  inches.  It  tapers  slightly  towards  the  top,  so  as  to 
facilitate  the  descent  of  the  fuel,  which  is  introduced  tlirough 
a  lateral  opening  near  the  top  of  the  generator.  Its  cubical 
contents  are  about  44  feet. 
_  The  air  necessary  for  the  produc- 
tion of  the  gas  is  supplied  by  a  feeble 
blast,  and  enters  the  generator  from 
the  two  openings  or  tuyeres  of  a  long 
air-chest  of  iron  plate  {figs.  1246, 
1247,  1248)  fixed  at  the  back  of  the 
chamber,  near  the  bottom.  The  space 
between  the  air-chest  and  the  sole  of 
the  chamber  serves  as  a  receptable 
for  the  slag  and  ash  from  the  fuel. 
There  are  openings  on  the  other  side 
of  the  chamber,  opposite  the  tuyeres, 
which  are  generally  closed  by  iron 
plugs,  but  are  required  when  the 
rr,,       .  .  tuyeres   have  to   be  cleaned  out. 

Ihere  is  an  opening  below  the  air-chest,  through  which  fire  is  introdnPfid  i.f.  .i, 
chamber,  when  the  furnace  is  set  to  work,  and  which  is  therbrLSd  ^,1  ,   f -i   ?  S° 
expiration  of  about  14  days  it  becomes  ne;essary  to  L  thrfire  c^^^'^ut^hef  ^^^^^^^^ 
£:;enit^"^^°  ^^'^^-^'^^^'^  °f       ^^-b-  arremtSJtS 

towards  the  tap-holo;  the  iron  is  prevented  from  penetrrtinrtCi.b  .W' 
the  rapic  c  rculation  of  cold  air  below  the  fire-bridgrand  the  p  aL "^^^^^^^^^ 
F^s.  1249  and  1250  represent  the  upper  oblong^ir-chest^^^'X' ^^^^^^^^^^^^^^ 
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tuy6res,  -which  enter  tlie  top  of  the  furnace  just  over  the  fire-bridge  at  an  angle 
of  30°.  The  iiir  forced  into  tlie  furnace  through  the  tuyferes  serves  to  inflame  ani  burn 
the  gases  rushing  out  of  the  generator,  and  tlie  direction  of  the  blast  thro-ws  the  re- 
suiting  llaino  down  upon  tlio  metal  on  tlie  hearth,  in  front  of  the  bridge.    This  air- 


Eck's  Gas  Eeverberatory  Furnace.— Front  view. 


Longitudinal  Section. 

chest  communicates,  like  the  other  one,  by  pipes,  ivith  the  air  accumulator  of  the 
neighbouring  blast-furnace.  The  amount  of  pressure  employed  is  about  4  lbs. ;  but 
the  supply  of  air,  both  to  the  generator  and  the  inflammable  gases,  admits  of  accurate 
regulation  by  means  of  valves  in  the  connecting  pipes.   There  is  an  opening  in  the 
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arch  at  both  sides  of  the  furnace,  not  far  from  the  bridge,  into  which,  at  a  certain  stage 
of  the  operations,  tuyeres  are  introduced  (being  placed  at  an  angle  of  25°)  also  connec- 
ted with  the  blast-apparatus,  and  provided  with  regulating  valves. 

1253 


Cross  section  at  c,  u,  on  Plan. 


End  view. 


The  refining  process  is  conducted  as  follows  :— The  hearth  nf  th^  a,.  v.  ■ 
been  constructed  or  repaired,  a  brisk  coal-firo  is  kind  ed  Tn  t^e  LnnJ  ^''^^f^^^^ 
the  .3pen:ng  at  the  botton,  which  is  afterwards  bricked'^;  'iU^t  2o"cuLi^tS 
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coals  aro  thon  introduced  from  above,  and  the  necessary  supply  of  air  admitted  to 
the  generator  through  the  lower  air-chest.    When  tliose  coals  have  been  thoroughly 
ignited,  the  generator  is  filled  with  coals,  and  a  very  moderate  supply  of  air  admitted 
through  the  tuy6res  below  (for  the  generation  of  the  gas),  and  those  over  the  bridge 
(for  its  combustion)  until  the  furnace  is  dried,  when  the  supply  of  air  at  both  places 
is  increased,  so  as  to  raise  the  hearth  to  the  temperature  necessary  for  baking  it 
thoroughly,  upon  which,  about  40  cwts.  of  iron  are  introduced  ;  the  metal  being  dis- 
tributed over  the  whole  hearth  as  uniformly  as  possible,  and  the  size  of  the  pieces 
being  selected  with  the  view  to  expose  as  much  surface  as  possible  to  the  flame. 
The  fusion  of  the  charge  of  metal  is  effected  in  about  three  hours,  the  coal  used 
amounting  to  about  3J  cubic  feet  per  hour.    The  gas-generator  is  always  kept  filled 
with  coal,  and  the  supply  of  air  admitted  from  below  is  diminished  by  a  regulation 
of  the  valve,  whenever  fresh  coal  is  supplied,  as  the  latter,  at  first,  always  yields  gas 
more  freely.    The  arrangement  of  the  upper  row  of  tuykes  effects  the  combustion 
of  gases  just  as  they  pass  from  the  generator  on  to  the  hearth.    The  hottest  portion  of 
the  furnace  is  of  course  near  the  fire-bridge,  i.e.  wliere  the  blast  first  meets  with  the 
gases.    During  the  melting  process  the  iron  is  shifted  occasionally,  so  that  the  cooler 
portion  near  the  flue  may  in  its  turn  become  melted  without  loss  of  time.  When 
the  iron  is  ascertained  to  be  thoroughly  fused,  about  5  lbs.  of  crusted  limestone  aro 
thrown  over  its  surface  for  the  purpose  of  converting  the  dross  which  has  separatetl 
into  fusible  slag.    The  two  side  tuyeres  are  now  introduced  into  the  furnaces  through 
the  openings  above  alluded  to,  the  width  of  the  nozzle  employed  depending  upon  the 
power  of  the  blast  used.    The  air  rushing  from  these  tuyeres  impinges  with  violence 
upon  the  iron,  and  the  two  currents  meeting  an  eddying  motion  is  imparted  to  the 
fused  metal.    In  a  short  time  the  motion  produced  in  the  mass  is  considerable ;  the 
supernatant  slag  is  blown  aside  by  the  blast,  and  the  surface  of  the  iron  thus  exposed 
undergoes  refinement,  while  it  changes  continually,  the  temperature  of  the  whole, 
mass  being  raised  to  a  full  white  heat,  by  the  action  of  the  air.    Tho  iron  is  stirred 
occasionally,  in  order  to  insure  a  proper  change  in  the  metal  exposed  to  the  action  of 
the  blast.    A  shovelful  of  limestone  is  occasionally  thrown  in  (the  total  quantity 
used  being  about  1  per  cent,  of  the  crude  iron  employed).    The  slag  produced  is  ex- 
ceedingly fusible,  and  is  allowed  to  remain  in  the  furnace  until  the  metal  is  tapped, 
and  on  cooling  it  separates  from  it  completely. 

The  duration  of  the  treatment  in  this  furnace  after  the  metal  is  fused,  vanes  from 
two  hours  and  a  half  to  five  hours,  according  to  the  product  to  be  obtained.  For 
the  preparation  of  perfectly  white  iron,  the  treatment  is  carried  on  for  five  hours.  A 
sample  is  tapped  to  examine  its  appearance  when  it  is  believed  to  be  sufficiently 

treated.  ,      . ,   .    ,  .  .i 

Wlien  the  charge  is  to  be  withdrawn  from  the  furnace,  the  side  tuyfere  nearest  the 
tap-hole  is  withdrawn,  so  that  the  blast  from  the  opposite  tuyere  may  force  the  metal 
towards  the  hole.  The  fluid  iron,  as  it  flows  from  the  tap-hole  is  fully  white  hot,  and 
perfectly  limpid;  it  chills,  however,  very  rapidly,  and  soon  solidifies.  A  few  pails 
of  water  are  thrown  upon  those  portions  of  the  metal  which  are  not  covered  with  the 
slag,  which  flows  out  of  the  furnace,  the  object  being  to  cool  it  rapidly,  and  thus 
prevent  the  oxidation  of  any  quantity  of  iron.  The  loss  of  metal  during  the  treat- 
ment is  said  not  to  exceed  5  per  cent. 

With  regard  to  the  purification  which  the  iron  undergoes  m  the  gas  reverberatory 
furnace,  it  appears  to  be  confined  chiefiy  to  the  elimination  of  carbon  and  silicium, 
the  amount  of  sulphur  and  phosphorus  undergoing  but  Uttle  alteration,  as  appears  from 

the  following  analyses  (Abel) : —  „  ^    ,  ■ 

e        J      V       y  Pig-iron  Eefinediron 

Silicium  ....  4-66  ....  0-62 
Phosphorus  .  .  .  0-56  ....  0-50 
SiUphur         .       .       .    0-04   ....  0-03 

Nevertheless,  the  iron  thus  refined  is  highly  esteemed  for  all  castings  which  are 
required  to  possess  unusual  powers  of  resistance ;  some  experiments  fi'^^^,  ^."Jf^^*^'" 
the  comparative  strain  borne  by  the  refined  metal,  and  the  same  metal  as  obbiined  from 
the  blast-furnace,  showing  the  strength  of  the  former  to  be  greater  by  one  half  than 

''Veil:r:SofPuddlinff.-ln  the  year  1783  and  1784  Mr  Henr^  Cort  of  Gosporfc 
obtained  two  patents,  one  for  the  puddling,  and  the  other  for  the  roU-ng  of  ron  Di 
coveries,'  says  Mr.  Scrivenor,  'of  so  much  importance  in  the  "^'-^"^f^^f "/^^^^^ 
must  be  considered  the  era  from  which  we  may  date  the  present  extensive  and 

flourishing  state  of  the  iron  trade  of  this  country.'   . 

The  object  of  Mr.  Cort's  process  was  to  convert  into  malleable  ^ro",  cast  or  pig 
iron,  by  means  of  the  flame  of  pit-coal  in  a  common  nzi  furnace,  and  to  form  the  re- 
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suit  into  bar  by  the  use  of  rollers  in  the  place  of  hammers.  The  process  was  managed 
in  the  following  manner  : — 

•  The  pigs  of  cast  iron  produced  by  the  smelting  furnace  are  broken  into  pieces,  and 
are  mixed  in  such  proportions  according  to  their  degree  of  carbonisation,  that  the 
result  of  the  whole  shall  be  a  grey  metal.    The  mixture  is  then  speedily  run  into  a 
blast-furnace,  where  it  remains  a  sufficient  time  to  allow  the  greater  part  of  the  scorise 
to  rise  to  the  surface.    The  furnace  is  now  tapped,  and  the  metal  runs  into  moulds  of 
sand,  by  which  it  is  formed  into  pigs,  about  half  the  size  of  those  which  are  broken  into 
pieces.    A  common  reverberatory  fiurnace  heated  by  coal  is  now  charged  with  about 
2^  cwts.  of  this  half-refined  grey  iron.    In  a  little  more  than  half  an  hour  the  metal 
will  be  found  to  be  nearly  melted  ;  at  this  period  the  flame  is  turned  off,  a  little  water 
IS  spnnkled  over  it,  and  a  workman,  by  introducing  an  iron  bar  through  a  hole  in  the 
side  of  the  furnace,  begins  to  stir  the  half-fluid  mass,  and  divide  it  into  small  pieces. 
In  the  course  of  about  50  minutes  from  the  commencement  of  the  process,  the  iron 
will  have  been  reduced  by  constant  stirring  to  the  consistence  of  small  gravel,  and 
will  be  considerably  cooled.    The  flame  is  then  turned  on  again,  the  workmen  con- 
tinuing to  stir  the  metal,  and  in  three  minutes'  time  the  whole  mass  becomes  soft  and 
semifluid,  upon  -srhich  the  flame  is  then  turned  off.    The  hottest  part  of  the  iron  now 
begins  to  heave  and  swell,  and  emit  a  deep  lambent  blue  flame,  which  appearance  is 
c^eA  fermentation;  the  heaving  motion  and  accompanying  flame  soon  spread  over 
the  whole,  and  the  heat  of  the  metal  seems  rather  to  be  increased  than  diminished  for 
the  next  quarter  of  an  hour ;  after  this  period  the  temperature  again  falls,  the  blue 
flame  IS  less  vigorous,  and  in  a  little  more  than  a  quarter  of  an  hour  the  metal  is 
cooled  to  a  dull  red,  and  the  jets  of  flame  are  rare  and  faint.    During  the  whole  of 
the  fermentation  the  stirring  is  continued,  by  which  the  iron  is  at  length  brought  to 
the  consistency  of  sand  ;  it  also  approaches  nearer  to  the  malleable  state,  and  in  con- 
sequence adheres  less  than  at  first  to  the  tool  with  which  it  stirred.    During  the  next 
halt  hour  the  flame  is  turned  off  and  on  several  times,  a  stronger  fermentation  takes 
place,  the  lambent  flame  also  becomes  of  a  clearer  and  lighter  blue,  the  metal  begins 
to  clot  and  becomes  much  less  fusible  and  more  tenacious  than  at  flrst.    TJie  fermen- 
tation then  by  degrees  subsides,  the  emission  of  blue  flame  nearly  ceases,  the  iron  is 
gathered  into  lumps  and  beaten  with  a  heavy-headed  tool.    Finally,  the  tools  are 
withdrawn,  the  apertures  through  which  they  were  worked  are  closed,  and  the  flame 
IS  again  turned  on  m  full  force  for  six  or  eiglit  minutes.    The  pieces  being  thus 
brought  to  a  high  welding  heat  are  withdrawn  and  shingled ;  after  this  they  are  again 
heated  and  passed  through  gi-ooved  rollers,  by  which  the  scoriae  are  separated,  and 
the  bars  thus  forcibly  compressed  acquire  a  high  degree  of  tenacity.'    But  this  mode 
of  refining  did  not  produce  altogether  the  desired  result.    It  was  irregular ;  some- 
times the  loss  of  iron  was  small,  but  at  others  it  was  very  considerable,  and  there 
were  great  variations  in  the  quality  of  the  iron,  as  well  as  in  the  quantity  of  fuel  con- 
sumed    These  difficulties,  were,  however,  removed  by  the  introduction  of  the  coke 
finery  by  the  late  Mr.  Samuel  Homfray,  of  Penydarran,  upon  which  the  puddlin^  and 
Hell  of  hammers  ""^^^  ^"^"^^^i^tely  into  general  use,  with  the  addition  of  rollers  in 
Mr  Cort's  first  patent,  which  is  for  'rolling,' is  dated  January  17,  1783-  his 

thZh  wlt-^°V  'P"^^^i?g'V^  ^^tf^  February  13,  1784.  It  has-been  attempted 
though  we  think  very  unjustly,  to  detract  from  Cort's  merits  as  an  original  investor 

NUlril  ?7S'  P?m'  f ^^r''  ^'"'^  Onions,  dated  respeXel? 
a  TOtS^  fo/' UtrK^^'l  ^''^^^^  *°  ^  «^^tain  extent,  undoubtedly, 

a  patent  for   rolling;  for  the  bars  rendered  malleable  by  a  process  indicated  are 

cS  wWirthat  oTrir  "."y  ^^'"''^^  ^^<i«  of  Payne's  /ro- 

Trf:  7,^'^%*^^\of  po^t  ^as  almost  immediately  and  universally  adopted  :  it  may  be 

Soc;s^oftni'n?f  ^'^^f'^overer  and  not  the  actual  te^.  of^the 

process  of  rolling,  but  this  in  no  way  detracts  from  his  merit,  inasmuch  as  by  his  im! 
provements  he  was  enabled  to  make  available  that  which  was  Tev^^ox  sly  u  el  S 

dSatXtLfrrtrr^P'SI,''^  0"^°°«'  ^^i^^  to  a  Certain  Sent  ant  : 

cipatetl  that  of  Cort  for  puddling.    Onions  employed  two  furnaces-a  common  mnplt 

S:;fo  whirih  1    f^'T^  °'  ^'"^^'-^'^  -^^1^        work  and  weTanneale^ 

n^to  ^hich  the  fluid  metal  was  received  from  the  smelting  furnace     When  the  liS 

metal  had  been  introduced  into  the  second  furnace  by  an  aperhire  it  warn W 

and  subjected  to  the  heat  of  fuel  and  blast  from  betow?^u;S\  «  e  meta    bl  J 

ess  fluid  and  thickened  into  a  Idnd  of  pasto  ;  this  the  wo  W  by  oZ  ni  .  T 

turns  and  stirs  wiUi  a  bar  of  iron,  and  then  doses  the  apS  SaT  S  1  I' 

blast  and  fire  is  applied  until  there  is  ^ferment  in  the  me  3   the  aS;! 

iron  are  collected  into  a  mass,  reheated  to  a  white  heat,  and  forged  f^^^^^^^^  °^ 

That  the  process  of  puddling  is  here  indicated  there  can  bo  n?£xitb,f  tit  actu'i 
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operation  was  impracticable  until  Henry  Cort  invented  the /jirnace  in  which  it  could  bo 
conducted. 

Neither  Mr.  Cort  nor  his  family  appears  to  liave  derived  much  advantage  from  his 
important  discoveries — discoveries  which  changed  us  at  once  from  dependent  importers 
of  iron  into  vast  exporters  to  every  country  of  the  world,  and  wliich  may  be  considered 
to  have  founded  the  iron  industry  of  Great  Britain.  So  long  ago  as  1811,  the  chief 
representatives  of  the  trade  assembled  at  Gloucester  unanimously  acknowledged  their 
indebtedness  to  Mr.  Cort  for  the  improvements  of  which  he  was  the  author,  and  this 
acknowledgment  has  been  repeated  within  the  last  few  years  by  Bobert  8tei)henson, 
Fairhairn,  Maudslay  and  Field,  Cuhitt,  Eendel,  Sir  Charles  Fox,  Bidder,  Crawshay, 
Bailey,  and  many  others.  In  working  out  his  inventions,  Cort  is  said  to  have  expended 
a  fortune  of  20,000^.,  and  when  his  patents  were  completed,  the  leading  ironmasters 
of  the  country  contracted  to  pay  him  10s.  a  ton  for  their  use,  so  that  he  would  not 
only  have  been  repaid,  but  munificently  rewarded,  had  he  not  unfortunately  connected 
himself  with  a  man  named  Adam  Jellicoe,  chief  clerk  of  the  Navy  Pay  Office,  who 
proving  to  be  a  defaulter,  committed  suicide,  having  previously  destroyed  the  patents 
and  the  agreements  with  ironmasters  belonging  to  his  partner,  Henry  Cort,  Upon 
the  death  of  Jellicoe,  the  premises,  stock,  and  entire  efifects  of  Cort  were  sold  by  a 
summary  process  obtained  by  the  Navy  Pay  Office,  and  the  unfortunate  man  was  thus 
completely  ruined. 

The  ■pvddling  furnace  is  of  the  reverberatory  form.  It  is  bound  generally  with 
iron,  as  represented  in  the  side  view,  fig.  1267,  by  means  of  horizontal  and  vertical 


1257 


bars,  which  are  joined  together  and  fixed  by  wedges,  to  prevent  them  from  starting 
asunder.  Very  frequently,  indeed,  the  reverberatory  furnaces  are  armed  with  cast- 
iron  plates  over  their  whole  surface.    These  are  retained  by  upright  bars  of  cast  iron 


1268 


1259 


applied  to  the  side  walls,  and  by  horizontal  bars  of  iron,  placed  across  the  arch  or 
roof.  The  furnace  itself  is  divided  interiorly  into  three  parts ;  'Ca.Q  fireplace,  tie  liearth. 
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and  the  flue.  The  fireplac»  varies  from  3i  to  4i  feet  long,  by  from  2  feet  8  inches  to 
3  feet  i  inches  wide.  The  door-way,  by  which  the  coke  is  charged,  is  8  inches  square, 
and  IS  bevelled  off  towards  the  outside  of  the  furnace.  This  opening  consists  entirely 
of  cast  iron,  and  has  a  quantity  of  coal  gathered  round  it.  The  bars  of  the  fire-grate 
are  moveable,  to  admit  of  more  readily  clearing  them  from  ashes. 
;  Fiff.  1258  is  a  longitudinal  section  referring  to  the  elevation,  j?^.  1257,  audfia.  1259 
IS  a  ground  plan.  When  the  furnace  is  a  single  one,  a  square  hole  is  left  in  the  side 
of  the  fireplace  opposite  to  the  door,  through  which  the  rakes  are  introduced,  in  order 
to  be  heated. 

a  is  the  fire-door;  b,  the  grate;  c,  the  fire-bridge;  dd,  cast-iron  hearth-plates, 
resting  upon  cast-iron  beams  ee,  which  are  bolted  upon  both  sides  to  the  cast-iron 
binding  plates  of  the  furnace  ;  ./'is  the  hearth  covered  with  cinders  or  sand  •  o  is  the 
main  working  door  which  may  be  opened  and  shut  by  means  of  a  lever  g'  and  chain 
u^wV      ^""^  ^°  ^^'^  ^^^Se  door  there  is  a  hole  5  inches  square,  through 

which  the  iron  may  be  worked  with  the  paddles  or  rakes  ;  it  may  also  be  closed  air- 
tight.   I  here  is  a  second  working  door  h,  near  the  flue,  for  introducing  the  cast  iron 
so  that  It  may  soften  slowly,  till  it  be  ready  for  drawing  towards  the  bridge     i  is  the 
chimney,  from  30  to  50  feet  high,  which  receives  commonly  the  flues  of  two  furnaces 
each  provided  with  a  damper  plate  or  register.    Fig.  ' 
1260,  shows  the  main  damper  for  the  top  of  the 
common  chimney,  which  may  be  opened  or  shut  to 
any  degree  by  means  of  the  lever  and  chain,    /fc,  fig. 
1258,  is  the  tap  or  floss-hole  for  running  off  the 
slag  or  cinder. 

•  The  sole  is  sometimes  made  of  bricks,  sometimes 
of  cast  iron.  In  the  flrst  case  it  is  composed  of 
fire-bncks  set  on  edge,  forming  a  species  of  flat  vault. 
It  rests  immediately  on  a  body  of  brickwork  either 
solid  or  arched  below.  When  it  is  made  of  cast 
iron,  which  is  now  beginning  to  be  the  general 
practice  It  may  be  made  either  of  one  piece  or  of  several.    It  is  commonlv  in  a  sinele 

Jhen  7tf\  ^-TT'  «^  reconstructing  the  fSce  entiS 

when  the  sole  is  to  be  changed.    In  this  case  it  is  a  Httle  hollowT  as  is  shown  in  the 

"'"tE;  Tf  cr«f     '  '"J  ^^"^^^^  usually  Ze  fla 

wl.T-i  o  L      iron  rest  upon  cast-iron  pillars,  to  the  number  of  four  or  five- 

which  are  supported  on  pedestals  of  cast  iron  placed  on  large  blocks  of  stone  Such  an 
arrangement  is  shomi  m  the  figure,  where  also  the  square  hole  «,y?ri257  for  heating 

'^^^  ^«°gth  of  the  hearth  is  u  Sy  6  foet   and  itf 
door,  IS  4  teet.    In  the  furnace,  whose  horizontal  plan  is  given  above  and  which 
thTmoTh  oTti  ?d'''  ''{y^"^^^.'-  this  part^  speles  of  ear  ;S:n  rs  Fnto" 
wide  frl  l  \    T'  ^"^^"'^^        ^repl^ce,  it  is  2  feet  10  inches 

Tot^hes  a  ck  ^nd  V/JT"T'riTf'      "       ^^^^      ^"'^t^  ('^he  fire-bridge 
2  feet    Tlf«  ^  'f'^f     ^  ^he  other  extremity  its  breadth  is 

2  feet.  The  curvature  presented  by  the  sides  of  the  sole  or  hearth  is  not  svmmetrical 
ZrS^'nfT  't,%^kei  an  advancement,  observable  in  the  plan,  ^t  the  ex- 

JnZ^  n  /.f 'u'*f' fii-e,  there  is  a  low  rising  in^the  bricks  of  2- 
inches  called  the  altar,  for  preventing  the  metal  from  running  out  at  Te  Lthofe 

Tf'  i°  ^T-  '^'^^  the  sole  terminates^in  an  incliLd  Sane 

which  leads  to  the  ^055,  or  outlet  of  the  slag  from  the  furnace.  Thl  is  a  iS 
below  the  level  of  the  sole,  and  hollowed  out  of  the  basement  of  the  -chimnev  The 
s^ag  IS  prevented  from  concreting  here,  by  the  flame  being  made  to  pass  over  ft  in  fts 

Ssoneninrnn  ^f  '^'"^^'^'^         ^^^^^      ^^^^  ^  plateTcast Iron  near 

and  to^burn  ^^^'^^.t  "^"derate  fire  is  kept  up  to  preserve  the  fluidity  of  the  scorij 
S  Tr,  ?  i  ^"""'l  that  escape  from  the  furnace,  as  also  to  quicken  theTauX' 
and  to  keep  the  remote  end  of  the  furnace  warm     On  th^         ?Trr  •    ^  araught, 

Vt^'^T       ^''^t-iron  frame,  filled  up  inside  with  fire-bricks  •  through  %  rtyipH 
n  Its  bottom  the  workmen  can  observe  the  state  of  the  furnace  '  This  hol«  S  ?i?^° 

middle  of  the  furnace.    At  its  exti^eme  point  near  the  chlfev  its  • 
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mill  cinders ;  formerly  tlio  boLtoms  were  of  sand,  by  which  great  loss  of  iron  waa 
occasioned,  and  tlio  metal  obtained  of  inferior  quality. 

The  fine  metal  obbiined  by  the  coke  is  •puddled  by  a  continuous  operation,  -which 
calls  for  much  skill  and  care  on  the  part  of  the  workmen.  To  charge  the  puddling 
furnace,  pieces  of  fine  metal  are  successively  introduced  with  a  shovel,  and  laid  one 
over  anotiier  on  the  sides  of  the  hearth,  in  the  form  of  piles  rising  to  the  roof ;  the 
middle  being  loft  open  for  puddling  the  metal,  as  it  is  successively  fused.  Indeed,  the 
whole  are  kept  as  far  separate  as  possible,  to  give  free  circulation  to  the  air  round  the 
piles.  The  working  door  of  the  furnace  is  now  closed,  fuel  is  laid  on  the  grate,  and 
the  mouth  of  the  fireplace,  as  well  as  the  side  opening  of  the  grate,  are  both  filled  up 
with  coal,  at  the  same  time  that  the  damper  is  entirely  opened. 

The  fine  motal  in  about  twenty  minutes  comes  to  a  white-red  heafc,  and  its  thin- 
edged  fragments  begin  to  melt  and  fall  in  drops  on  the  sole  of  the  furnace.  At  this 
period  the  workman  opens  the  small  hole  of  the  furnace-door,  detaches  -with  a  rake 
the  pieces  of  fine  metal  that  begin  to  melt,  tries  to  expose  new  surfaces  to  the  action 
of  the  heat,  and  in  order  to  prevent  the  metal  from  running  together  as  it  softens,  ho 
removes  it  from  the  vicinity  of  the  fire-bridge.  When  the  whole  of  the  fine  metal  has 
thus  got  reduced  to  a  pasty  condition,  he  must  lower  the  temperature  of  the  furnace 
to  prevent  it  from  becoming  more  fluid.  Ho  then  works  about  with  his  paddle  the 
clotty  metal  which  swells  up,  exhibiting  a  kind  of  fermentation  occasioned  by  the 
discharge  of  carbonic  oxide,  burning  with  a  blue  flame  as  if  the  bath  were  on  fire. 
The  metal  becomes  finer  by  degrees  and  less  fusible,  or,  in  the  language  of  the  work- 
men, it  begins  to  dry.  The  disengagement  of  carbonic  oxide  diminishes  and  soon 
stops.  The  workman  continues  meanwhile  to  puddle  the  metal  till  the  whole  charge 
is  reduced  to  the  state  of  incoherent  sand ;  the  register  is  then  progressively  opened. 
With  the  return  of  heat  the  particles  of  metal  begin  to  agglutinate,  the  charge  be- 
comes more  difficult  to  raise,  or,  in  the  labourer's  language,  it  works  heavy.  The 
refining  is  now  finished,  and  nothing  remains  but  to  gather  the  iron  into  balls.  The 
puddler  with  his  paddle  takes  now  a  little  lump  of  metal  as  a  nucleus,  and  makes  it 
roll  about  on  the  surface  of  the  furnace,  so  as  to  collect  more  metal,  and  form  a  ball 
of  about  60  or  70  lbs.  weight.  With  a  kind  of  rake  called  in  England  a  dolly,  and 
which  he  heats  beforehand,  the  workman  sets  this  ball  on  that  side  of  the  furnace 
most  exposed  to  the  action  of  the  heat  in  order  to  unite  its  different  particles,  which 
he  then  squeezes  together  to  force  out  the  scoriae.  When  all  the  balls  are  fashioned, 
the  small  opening  of  the  working  door  is  closed  with  brick  to  cause  the  heat  to  rise, 
and  to  facilitate  the  welding.  Each  ball  is  then  lifted  out  either  with  the  tongs, 
if  rouo-hing  rollers  are  to  be  used,  as  in  Wales,  or  with  an  iron  rod  welded  to  the  lump 
as  a  handle,  if  the  hammer  is  to  be  employed,  as  in  Staffordshire.  It  is  usual  to  in- 
troduce a  fresh  charge  when  the  portion  under  operation  has  arrived  at  the  pasty  con- 
dition •  when  this  is  done,  the  entire  process  is  effected  in  about  IJ  hour. 

The'  charge  for  each  operation  is  from  4  cwts.  to  4|  cwts.  of  refined  metal,  and 
sometimes  the  cuttings  of  bar-ends  are  introduced,  which  are  puddled  apart.  The  loss 
of  iron  is  here  very  variable,  according  to  the  degree  of  skill  in  the  workman,  who  by 
neeliffence  may  suffer  a  considerable  body  of  iron  to  scorify  or  to  flow  into  the 
helrth  and  raise  the  bottom.  Taking  the  average  of  85  furnaces  for  21  years  work- 
ine  Mr  Truran  finds  the  consumption  of  refined  metal  to  produce  one  ton  ot  puddle 
bar's  to  be  21  cwts.  1  qr.  20  lbs.  The  consumption  of  coal  is  likewise  subject  to  varia- 
tion. With  coal  of  good  quality,  and  suitable  for  reverberatoryfiirnaces  the  ton  of 
puddled  bars  is  produced  W  a  consumption  of  from  12  to  15  cwts.  ;  but,  if  the  coal 
Wthe  anthracitic  character,  from  18  cwts.  to  1  ton  will  be  required.  About  five 
middling  furnaces  are  required  for  the  service  of  one  smelting  furnace  and  one  refi- 
nery   Each  furnace,  with  good  workmen,  turns  out  about  23  tons  of  puddled  bars 

Th/^ast-iron  bottom  and  sides  of  the  puddling  furnace  are  kept  cool  by  currents  of 
air  or  In  those  portions  exposed  to  the  greatest  heat,  by  water  The  cinders  of  the 
charcoa  finery  a^;;^^^^  eLemed  for  lining  the  bottom.  When  melted  into  one 
Srm  mass7with  the  addition  of  oxide  of  iron,  these  scoriae  form  a  bottom  offenng 

plo^rnTo^f"^^^^^^^^^^^ 

'm  X^rPauve  J  o  S  eltrtll  who  proposes  to  employ  a.  cement  composed  of 
^e  fottng  substances  :-oxide  of  iron  U  parts ;  ^'^^^^^ 
carbonate  ofVtash,  1        =  Stteli™^?^^^^  S  "ry'llt' After^c^ 
the  cement  in  layers,  and  heated  in  the  ^^^^ed  to  become  thus  as  soft 

rr^ci^uraTS  m^d^f^^^^^^^^^  compound,  for  which  a 
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patent  was  secured  in  1835,  is  said  by  Overman  to  furnish  very  satisfactory  resiilts, 
and  where  competent  workmen  are  employed,  a  good  furnace  is  said  to  make  a  heat  in 
two  hours,  producing  neither  too  much  nor  too  little  cinder  in  the  furnace.  The  com- 
pound consists  of  common  salt,  5  parts ;  oxide  of  manganese,  3  parts  ;  fine  white  plastic 
day,  2  parts.  The  pig  is  heated  as  in  common  operations.  It  is  melted  down  by  a 
rapid  heat,  the  damper  is  closed,  and  the  cinder  and  metal  diligently  stirred.  In  the 
meantime  the  above  mixture,  in  small  parcels  of  about  half  a  pound,  is  introduced  in 
the  proportion  of  1  per  cent,  of  the  iron  employed ;  ■  if,  after  this,  the  cinder  does  not 
rise,  a  hammer  slag  (rolling  mill-cinder)  may  be  applied. 

Puddling  of  Iron  by  Machinery. — The  earlier  stages  at  least  of  the  process  of 
puddling  a  charge  of  iron  involve  operations  so  simple  that  it  is  a  matter  for  some 
surprise  that  they  have  not  long  since  been  carried  out  by  machinery.  The  constant 
stirring  of  a  little  pond  of  molten  iron  is  the  thing  to  be  done,  and  a  common  bar 
of  iron,  with  one  end  bent  down  at  right  angles,  is  the  thing  to  do  it  with.  The 
necessary  motions  are  in  no  way  complex,  and  so  far  very  simple  machinery  should 
suffice  for  the  operation.  The  history  of  attempts  at  machine-puddling  runs  back 
nearly  a  quarter  of  a  century.  But  it  is  only  within  the  last  year  or  two  that  the 
practical  adoption  of  puddling-machinery  has  been  attended  with  success.  It  is 
beyond  question  that  the  problem  presented  to  the  mechanician  was  formerly  in- 
vested with  difficulties  which  modern  experience  proves  to  have  been  more  or  less 
imaginary.  Too  much  was  attempted,  and  of  course  little  or  nothing  done.  The 
paramount  idea  was  that  the  labour  of  the  puddler  should  be  wholly  superseded, 
and  the  entire  process,  blooming  and  all,  effected  solely  by  the  aid  of  steam-power. 
In  this  lay  a  great  error.  There  are  many  processes  in  the  arts  which  cannot  be 
effected  without  the  very  effectual  interference  of  the  human  arm  guided  by  intelli- 
gence, and  puddling  is  pre-eminently  one  of  these.  The  only  available  course  to 
adopt  is  to  permit  the  machine  to  perform  the  major  part  of  the  hard  work,  leaving 
the  completion  of  the  process  to  the  man.  Mechanism  constructed  according  to  this 
principle  has  now  been  at  work  for  some  time  with  excellent  results,  and  the  uni- 
versal adoption  of  machine-puddling  is  not,  we  think,  very  distant.  Mr.  Menelaus, 
of  the  Dowlais  Ironworks,  carried  out  a  series  of  experiments  on  a  very  extended 
scale.  The  system  adopted  at  Dowlais  is  that  known  as  "Walker's,  in  which  the  iron 
is  exposed  to  the  action  of  flame  by  the  rotation  and  oscillation  of  the  vessel  con- 
taining the  molten  metal,  which  takes  the  place  of  the  ordinary  hearth.  The  experi- 
ments made  at  Dowlais  were  not,  however,  entirely  successful.  At  the  Wombridge 
Ironworks,  Salop,  Mr.  Henry  Bennett,  the  manager,  introduced  a  system  of  his  own 
invention.  Mr.  Bennett  read  a  paper  on  this  machine,  and  the  results  obtained 
from  its  use,  before  the  Institution  of  Mechanical  Engineers,  from  which  we  select 
the  following  remarks : — 

'  The  iruportance  of  the  application  of  machinery  to  diminish  the  severe  labour  of 
puddling  iron,  by  performing  the  merely  mechanical  process  of  stirring  the  iron,  has 
led  to  many  attempts  in  that  direction  ;  and,  amongst  others,  it  has  been  attempted 
to  make  a  rotary  furnace  for  performing  the  entire  operation  by  machinery.  But  not 
till  lately  has  any  real  success  been  attained,  on  account  of  the  practical  difficulties 
that  are  met  with  in  applying  machinery  for  the  purpose,  arising  from  the  great  heat 
to  which  any  machinery  in  the  furnace  would  be  exposed,  and  from  the  necessity  for 
not  interfering  with  the  draught  of  the  furnace,  while  making  the  whole  machinery 
simple  and  strong  enough  to  stand  the  rough  usage  of  the  men  employed.  The  design 
of  the  writer  in  applying  machinery  to  the  process  of  puddling  iron  has  been,  there- 
fore, to  adhere  as  closely  as  possible  to  the  ordinary  course  of  hand-puddling,  and 
to  employ  the  machinery  simply  to  aid  the  puddler  by  relieving  him  of  the  most 
laborious  part  of  his  work:  namely,  the  stirring  or  working  of  the  metal  in  the 
puddling  furnace.  At  the  same  time,  the  objects  aimed  at  have  been,  by  a  more 
rapid  and  uninterrupted  process  of  stirring  the  metal,  to  shorten  the  time  of  the 
puddling,  thereby  economising  the  fuel ;  to  improve  the  quality  of  the  iron,  by  ren- 
dering the  process  more  uniform  and  perfect  than  with  hand  labour ;  and  to  increase 
the  work  of  the  furnace,  by  working  larger  charges  than  could  be  both  puddled  and 
ballcd-up  at  one  heat  by  hand  labour  alone. 

'With  the  machine  now  described,  the  ordinary  puddling  tool,  or  "rabble,"  is 
worked  backwards  and  forwards  in  the  puddling  furnace  by  a  vertical  arm  outside 
the  furnace,  to  which  it  is  connected  by  a  notch  in  the  handle  of  the  rabble  dropped 
loosely  on  a  pin  at  the  bottom  of  the  arm.  The  arm  is  cottered  at  top  into  a 
horizontal  slide-bar,  working  backwards  and  forwards  in  a  guide-frame  overhead  • 
this  is  driven  by  a  connecting  rod  from  a  long  iron  bar,  \vhich  extends  longitudi' 
nally  over  a  whole  row  of  puddling  furnaces,  and  has  a  longitudinal  reciprocatine 
motion  given  to  it  by  a  crank  driven  by  the  engine.  The  guide-frame  is  centred 
on  a  vertical  pin  immediately  over  the  door  of  the  puddling-furnace,  and  is  moved 


1000 


IRON 


transversGly  from  sido  to  side  with  a  slow  travorso  by  a  crank  and  worm-wheel 
dnvon  by  a  worm  on  a  longitudinal  shaft  extending  over  the  series  of  puddling 
furnaces,  alongside  the  reciprocating  bar.  By  this  means  the  rabble,  instead  of 
moving  backwards  and  forwards  always  in  the  same  line,  is  worked  successively 
over  every  part  of  the  puddling  furnace,  in  lines  radiating  from  the  working  hole 
m  the  door  of  the  furnace,  corresponding  exactly  to  the  action  in  hand-puddling 
In  a  double  furnace,  with  a  door  on  each  side,  one  of  the  machines  is  fixed  over 
each  door,  and  the  two  rabbles  are  made  to  be  always  working  in  different  parts 
of  the  furnace,  by  tlie  two  traversing  cranks  of  the  guide-frames  overhead  being 
set  at  right  angles  to  each  other.  The  whole  of  the  machinery  is  kept  clear  above 
the  furnace  outside,  and  completely  protected  from  the  heat,  and  quite  out  of  the 
way  of  the  men  ;  nothing  being  exposed  to  the  heat  except  the  rabble  or  puddling- 
tool,  the  same  as  in  hand-puddling.  The  puddler  changes  the  rabble  from  time  to 
time  as  it  gets  heated,  by  simply  lifting  it  off  the  pin  on  the  working  arm,  and 
replacing  it  with  a  fresh  tool,  without  stopping  the  machine ;  and  when  the  iron 
begins  to  thicken,  or  is  "  coming  to  nature,"  he  takes  the  opportunity  of  each  change 
of  tool  to  make  a  few  strokes  by  hand,  in  order  to  collect  the  metal  from  the 
extreme  sides  of  the  furnace  into  the  centre.  When  the  iron  is  ready  for  balling- 
up,  the  machinery  is  disconnected,  without  stopping  it,  by  merely  knocking  out  the 
cotter  which  fixes  the  working  arm  in  the  slide-bar ;  the  arm  then  drops  out,  leaving 
the  furnace-door  entirely  free  for  the  puddler  to  ball  up  the  iron,  without  his  being 
in  any  way  inconvenienced  by  the  machinery  continuing  at  work  overhead. 

'  By  the  use  of  this  machine,  more  work  is  put  into  the  iron  while  it  is  in  the 
boiling  state  than  can  be  done  by  hand,  the  speed  of  working  being  one-half  gi-eater ; 
and  the  working  is  kept  up  uninterruptedly,  without  any  intervals  of  rest,  such  as  in 
hand  labour,  during  which  the  metal  would  remain  stationary  in  the  furnace.  The 
double  furnace,  worked  from  each  side,  effects  a  great  economy  in  the  consumption  of 
fuel,  as  compared  with  a  single  furnace  ;  and  puddles  double  the  quantity  of  iron  in 
the  same  time.  With  the  machines  at  work  at  the  Wombridge  Ironworks,  the  con- 
sumption of  coal  in  the  double  furnace,  with  a  charge  of  10  cwts.,  is  only  17  cwts.  of 
coal  per  ton  of  puddled  bar,  as  compared  with  28  cwts.  per  ton  in  the  single  furnace 
with  a  charge  of  5  cwts.  The  number  of  heats  worked  by  the  machine  per  turn  of 
from  nine  to  ten  hours  is  six  heats  of  6  cwts.  each  in  the  single  furnace,  and  five 
heats  of  10  cwts.  each  in  the  double  furnace.' 

Mr.  Eastwood,  of  Derby,  has  patented,  and  is  using  with  much  success,  a  puddling- 
machine,  of  which  the  accompanying  woodcut  {fig.  1261)  gives  a  sufficient  example. 

1261 


This  machine  is  of  the  simplest  and  most  compact  character,  while  it  is  efficient 
in  work,  giving  the  same  motion  to  the  rabble  as  is  done  by  manual  labour ;  and 
working  the  iron  about  so  thoroughly  that  the  whole  is  boiled  quicker,  bettor,  and 
much  cleaner  than  a  man  will  or  can  always  do  it,  thus  securing  a  mora  uniform  and 
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better  quality  of  iron,  with  less  percentage  of  waste :  at  the  same  time  a  larger 
quantity  of  iron  may  be  worked  with  ease  in  each  heat,  thus  eflFecting  a  saving  of 
fuel,  time,  and  labour,  and  the  workmen  being  relieved,  lessens  the  liability  of  the 
underhands  absenting  themselves  from  work  in  hot  weather,  or  when  the  iron  is  grey, 
through  which  so  much  loss  is  sustained  in  almost  every  work,  and  the  puddler  is 
still  enabled  to  change  his  rabble  as  readily  as  before,  and  work  in  the  ordinary  way, 
independently  of  the  machine.  The  machine,  as  represented,  is  made  to  bolt  to  the 
back  side  of  the  front  furnace-plate,  and  its  action  is  as  follows  : — The  chain  giving 
motion  to  the  shaft,  the  crank  by  the  connecting-rod  working  the  lever,  and  the  rabble 
being  attached,  is  drawn  from  back  to  front,  and  is  made  to  traverse  from  one  jamb 
to  the  other,  by  the  worm  on  the  shaft  turning  the  worm-wheel  connected  to  the  jib 
by  the  connecting-rod ;  thus  every  turn  of  the  wheel  alters  the  position  of  the  jib,  and 
the  rabble  is  sent  in  another  direction,  but  never  in  the  same  direction,  owing  to  the 
wheel  having  an  uneven  number  of  teeth,  therefore  every  part  of  the  furnace  bottom 
is  worked  over.  It  is  under  perfect  control,  the  hand  lever  throwing  in  and  out  of 
gear  the  clutch  on  the  side  of  the  chain  pulley,  thus  starting  and  stopping  it  at  will. 
It  does  in  no  way  interfere  when  the  furnace  is  being  rebuilt. 

In  a  future  page  mechanical  contrivances  introduced  by  Dr.  Siemens  and  Mr.  Danks 
will  be  especially  noticed. ' 

Ths  '  Boiling '  Process. — In  this  operation,  which  was  the  invention  of  Mr.  Joseph 
Hall,  pig-iron  is  converted  into  malleable  iron  without  the  intervention  of  the  refinery, 
and  without  any  excessive  waste :  it  is,  therefore,  of  great  value,  especially  as  it 
allows  of  the  use  of  better  qualities  of  pig-iron  than  those  usually  employed.  The 
construction  of  the  'boiling'  furnace  does  not  materially  differ  from  that  of  the 
'puddling'  furnace,  except  in  the  depth  of  the  hearth,  that  is,  in  the  distance  from 
the  work  plate  below  the  door  to  the-  bottom  plate,  which,  in  the  former,  is  double,  or 
nearly  so,  that  of  the  latter.    In  the  puddling  furnace  the  distance  between  the  bottom 
and  top  seldom  exceeds  twenty  inches,  while  in  the  boiling  furnace  it  varies  from 
twenty  to  thirty.    In  puddling  the  furnace  is  charged  with  metal  alone,  but  in  boiling 
cinder  is  charged  along  with  the  metal,  and  the  temperature  rises  much  higher.  The 
bottom  of  the  furnace  is  covered  with  broken  cinders  from  previous  workings,  or 
with  the  tap  cinder  from  the  puddling  furnace,  which  has  been  subjected  to  a  process 
of  calcination  in  kilns  ;  this  material,  which  constitutes  an  admirable  protection  to  the 
iron  plates  of  the  furnace,  is  called  by  the  workmen  '  bull  dog ; '  its  preparation  was 
patented  by  Mr.  Hall  in  1839.    It  is  made  in  the  following  manner:  the  tap  cinder 
from  the  puddhng  furnace  is  placed  in  layers  in  a  kiln,  and  so  arranged  that  a 
draught  shall  pass  through  from  the  fire-holes  on  one  side  to  those  of  the  other  •  the 
kiln  is  filled  up  to  the  top  with  broken  cinders,  and  over  the  whole  is  laid  a  layer  of 
coke  ;  about  the  third  or  fourth  day,  the  more  fusible  part  of  the  cinder  begins  to  run 
out  of  the  bottom  holes,  leaving  in  the  kiln  a  fine  rich  porous  silicate  of  iron,  which  is 
the  substance  used  for  lining  the  boUing  furnace,  the  fiuid  portion  being  reiected 
In  8  or  10  hours  the  '  bull  dog '  is  melted  by  the  intense  heat  of  the  furnace,  covering 
the  bottom,  and  filling  up  all  the  interstices  in  the  brickwork  ;  the  heat  is  now  some- 
what lowered  by  diminishing  the  draught,  and  the  charge  of  pig  (from  3A  to  4^  cwts  ) 
introduced  in  fragments  of  a  convenient  and  uniform  size,  together  with  30  or  40  lbs 
ot  cinder  ;  the  doors  of  the  furnace  are  now  closed,  and  all  access  of  cold  atmospheric 
air  prevented  throwmg  fine  cinder  or  hammer  slag  round  the  crevices,  and  stopping 
up  the  work-hole  with  a  piece  of  coal.    In  about  a  quarter  of  an  hour  the  iron  begins 
to  get  red  hot ;  the  workman  then  shifts  the  pieces  so  as  to  bring  the  whole  to  a  state 
ot  uniformity  as  regards  heat.    In  about  half  an  hour  the  iron  begins  to  melt  •  it  ^s 
constantly  turned  over,  and  at  intervals  of  a  few  minutes  cinder  is  thrown  in  •  the  sur- 
face of  the  mass  is  seen  to  be  covered  with  a  blue  flame  ;  it  soon  begins  to  rise  ;  a  kind 
of  fermentation  takes  place  beneath  the  surface,  and  the  mass,  at  first  but  2  inches 
high  "ses  to  a  height  of  10  or  12  inches,  and  enters  into  violent  ebullition.  During 
the  time  that  this  fermentation '  is  taking  place,  constant  stirring  is  required  to  pre- 
vent the  iron  from  settling  on  the  bottom.    The  boiling  lasts  about  a  quarter  of  an 
hour;  after  which  the  cinder  gradually  sinks,  and  the  iron  appears  inthe  form  of 
porous  spongy  masses  of  irregular  size,  which  are  constantly  stimd  to  preventTheir 
adhering  together  in  large  lumps,  to  facilitate  the  escape  of  the  carbon,  and  to  sepa- 

S    hlZ    "  ^^"'^^  T'^''"''       ^^^^  successfully  conduc  ed,  flows  o^er 

the- bottom  apparently  as  liquid  as  water.    The  iron  is  now  '  balled  uV  a r^n  Ti! 
operation  of  puddling.    The  Objections  to  the  boiling  process  are  :  the  weY;  ^.^Vear 

fluid  dfr^K  T'''  grey  pig-iron,  particularly  that  of  the  more 

fluid  descnption ;  the  slowness  of  the  operation,  and  the  amount  of  mnnnllin^ 
which  It  entails  to  produce  good  results.    In  ;ome  worl^  the  crude 
directly  into  the  boiling  furnace  from  the  blast-furnace,  brw^-ch  inucfsavTno-  of 
13  effected,  and  a  product  of  a  more  uniform  quantity  oka'^^ned ,  bTtt  labo"^^ 
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workman  bocomos  more  oppressive  from  the  additional  heat  to  which  he  is  subjected 
from  the  close  proximity  of  the  blaBt-fiirnace.  Ironmasters  are  not  agreed  as  to  the 
rospoctive  merits  of  the  'boiling'  and  'puddling'  systems;  some  maintain  that  the 
former  is  more  economical  than  the  ktter,  wliich  involves  '  refining ; '  others  think 
that  boiling  iron  has  a  tendency  to  communicate  to  it  the  '  red  short '  quality.  Ac- 
cording to  the  observations  of  Mr.  Truran,  in  several  works  where  both  methods  are 
employed,  the  largest  quantity  of  iron  is  first  passed  through  the  refinery. 

Mr.  Hall,  the  inventor  of  the  boiling  system,  in  descanting  on  the  merits  of  his  pro- 
cess, describes  how,  with  the  same  pig,  the  iron  may  be  made  weiik;  and  cold  short ; 
or  tough,  ductile,  and  malleable.  For  the  first  proceed  thus  :— Pass  the  pig  through 
the  refinery,  then  puddle  agreeably  to  the  old  plan  on  the  sand  bottom ;  that  is,  melt 
it  as  cold  as  possible ;  drop  the  damper  quite  close  before  the  iron  is  all  melted,  dry  the 
iron  as  expeditiously  as  may  be,  with  a  large  quantity  of  water  ;  and,  lastly,  proceed 
to  ball  in  a  proper  number  of  '  young '  balls ;  the  result  will  be  a  very  inferior  quality 
of  manufactured  iron.  On  the  other  hand,  to  produce  a  malleable  iron  of  very  superior 
quality,  first  charge  the  furnace  with  good  forge  pig-iron,  adding,  if  required,  a 
sufficiency  of  flux,  increasing  or  diminishing  the  same  in  proportion  to  the  quality 
and  nature  of  the  pig-iron  used.  Secondly,  melt  the  iron  to  a  boiling  consistency. 
Thirdly,  clear  the  iron  thoroughly  before  dropping  down  the  hamper.  Fourthly, 
keep  a  plentiful  supply  of  fii'e  upon  the  grate.  Fifthly,  regulate  the  draught  of  tiie 
furnace  by  the  damper.  Sixthly,  work  the  iron  into  one  mass,  before  it  is  divided 
into  balls  ;  when  thus  in  balls,  take  the  whole  to  the  hammer  as  quickly  as  possible, 
after  which  roll  the  same  into  bars.  The  bars  being  cut  into  lengths,  and  piled  to 
the  desired  weights  are  then  heated  in  the  mill  furnace,  welded  and  compressed  by 
passing  through  the  rolls,  and  thus  finished  for  the  market.  In  this  way,  from  the  pig 
to  the  finished  mill  bar,  one  entire  process  that  of  the  refinery,  is  saved.  Mr.  Hall 
states  that,  by  his  process,  he  can  obtain  malleable  iron  of  any  character  (premising 
that  the  ores  from  which  the  pig  is  smelted  are  of  good  quality),  from  the  softness  of 
lead  to  the  hardness  of  steel,  and  further  that  he  can  exhibit  different  qualities  in  the 
same  bar,  one  end  being  crystalline,  nearly  as  brittle  as  glass,  the  other  end  equal  to 
the  best  iron  that  can  be  produced  for  fibre  and  tenacity,  while  the  middle  exhibits  a 
character  approximating  to  both ;  and,  as  a  further  illustration  of  the  excellence  of 
the  iron  that  may  be  made  by  the  '  pig-boiling '  process,  he  refers  to  a  specimen  in 
the  Geological  Museum,  Jermyn  Street,  London,  labelled  '  Specimen  of  two-and-a- 
quarter  inch  round  iron,  tied  cold,  manufactured  at  the  Bloomfield  Ironworks,  Tipton, 
Staffordshire.'  This  specimen  has  been  called  a  '  Staffordshire  knot' ;  it  was  made 
from  a  bar  2J  inches  in  diameter,  and  nearly  7  inches  in  circumference  :  also  to  a 
'  Punched  Bar,'  ^  inch  thick,  made  at  one  process  for  the  smithy,  commencing  with 
a  ^-inch  punch,  and  terminating  with  one  6J,  without  exhibiting  the  slightest  frac- 
ture. 

Mr.  Hall  was  led  to  the  discovery  of  the  'boiling'  principle,  by  noticing  the 
exceedingly  high  fusion  which  took  place  on  subjecting  puddling-furnace  slag  to  a 
high  degree  of  heat,  and  the  excellence  of  the  bloom  of  iron  produced  by  the 
operation :  it  occurred  to  him,  that  if  such  good  iron  could  be  made  from  cinder 
alone,  a  very  superior  product  ought  to  be  obtained  from  good  pig-iron,  with  equally 
good  fluxes,  and  the  result  of  experiments  fully  answered  his  expectation,  though 
for  a  long  time  he  was  unable  to  make  his  discovery  practically  useful,  on  account 
of  the  difficulty  of  getting  furnaces  constructed  capable  of  rendering  the  intense 
heat  required  and  the  corroding  action  of  the  fluxes.  Puddling  furnaces  were  then 
made  of  brick  and  clay,  with  sand  bottoms.  He  succeeded  at  last,  by  lining  the 
interior  of  the  furnace  with  iron,  and  protecting  them  with  a  coating  of  prepared 
tap  cinders. 

In  America  the  'puddling'  and  'boiling'  processes  are  both in  use.  Overman  gives 
preference  to  the  latter  as  being  the  most  profitable,  but  it  can  only  be  employed  to  a 
limited  extent  for  lack  of  cinder ;  in  a  rolling-mill  forge,  therefore,  half  the  furnaces 
are  employed  for  boiling,  and  half  for  puddling,  the  latter  supplying  cinder  for  the 
former.  In  the  eastern  States,  where  the  fuel  is  anthracite,  double  puddling  furnaces 
are  employed,  and  a  blast  is  used,  the  incombustibility  of  this  variety  of  coal  render- 
ing it  impossible  to  get  the  requisite  heat  merely  by  the  draught  of  the  chimney. 
Fig.  1262  represents  an  anthracite  furnace  bisected  vertically  through  the  grate, 
hearth,  and  chimney.  It  differs  from  the  ordinary  puddling  furnace  chiefly  in  the 
greater  depth  of  the  grate,  which  is  made  to  contain  from  20  to  24  inches  of  coal,-  and 
in  the  lessor  height  of  the  chimney,  whicli,  as  a  blast  is  employed,  need  only  be  suffi- 
ciently high  to  carry  the  hot  gases  out  of  the  furnace  ;  the  letters  a,  a,  a,  a,  a,  indicate 
the  position  of  the  iron  cross  binders,  which  servo  to  bind  together  the  cast-iron  plates 
of  the  enclosure,  and  to  prevent  the  sinking  of  the  roof  from  the  expansion  and  con- 
traction of  the  brickwork. 
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The  blast  machines  are  fans,  the  best  form  of  •which  is  shown  in  fig.  1263  {Over- 
man),   The  wings  of  this  fan  are  encased  in  a  separate  box ;  a  wheel  is  thus  formed, 

1262 


which  rotates  in  the  outer  box  ;  the  figure  shows  a  horizontal  section  through  the  axis. 
The  -wings  are  thus  connected,  and  form  a  closed  wheel,  in  which  the  air  is  -whirled 
round,  and  thrown  out  at  the 
periphery.  The  inner  case, 
which  revolves  -with  the- 
-wings,  is  fitted  as  closely  as 
possible  to  the  outer  case,  at 
the  centre  near  a,  a,  a,  a.  The 
speed  of  the  wings  is  some- 
times as  much  as  1,800  re- 
volutions per  minute.  The 
motion  of  the  axis  is  produced 
by  means  of  a  leather  or  India- 
rubber  belt  and  a  pulley. 
This  variety  of  fan  is  used 
at  the  puddling  furnaces  at 
Ebbw  Vale,  -where  the  fuel  is 
small  coal. 

Fig.  1264  is  a  horizontal  section  of  the  double  anthracite  puddling  furnace.  The 
grate  measures  3  feet  by  5.  The  -width  of  the  faimace  externally  is  from  5  J  to  6  feet. 
The  hearth  is  usually  6  feet  in  length.  It  has  two  work-doors,  one  directly  opposite 
the  other.  Two  sets  of  -workmen  are  required,  therefore,  at  the  same  time ;  double 
the  quantity  of  metal  is  charged,  and  the  yield  is  t-wice  that  of  a  single  furnace  ;  the 
economy  is  in  the  room,  fuel,  and  labour ;  one  good  puddler  only  being  required  to 
manage  the  operation.  Double  puddling  furnaces  are  also  used  in  several  -works  in 
England ;  but  as  Mr.  Truran  observes,  the  economical  advantages  attending  them  in 


point  of  fuel  are  lost  if  the  puddlors  do  not  work  well  to  time  :  they  must  bring  their 
heats  to  the  respective  stages  simultaneously,  for  if  one  is  kept  -waiting  for  a  short 
period  by  the  other,  the  loss  of  iron  more  than  balances  the  reduced  consumption  of 
coal.  The  difficulty  of  obtaining  men  who  -will  -work  well  in  concert  has  operated 
against  the  use  of  the  double  furnace,  which  would  otherwise  certainly  supersede  the 
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Bingle ;  as,  combined  with  the  process  of  running  the  iron  in  liquid  from  the  blast- 
'XsTngJ^furar'  "  "  ""-^"'^      the  Vntity  deLadSl 

Puddling  furnaces  are  somotimes  constructed  with  what  are  called  '  water  boshes ' 
The  hearth  IS  surrounded  with  heavy  cast-iron  plates,  in  which  is  formed  a  passage  of 
1  inch  or  IJ  inch  bore  through  which  a  current  of  cold  water  is  caused  t?flow%ho 
object  being  to  protect  the  furnace  from  the  destructive  action  of  the  heat  and  cinder 
Overman  found  such  furnaces  to  work  well  with  fusible  metal  such  as  is  produced 
from  a  heavy  burden  on  the  blast-furnace,  or  from  ores  containing  phosphorus-  but 
with  iron  requiring  a  strong  heat,  such  as  results  from  a  light  burden  on  the  blast- 
furnace, or  when  it  contains  impurities  firmly  and  intimately  combined,  puddling 
furnaces  with  cooled  boshes  fiuled  to  make  good  malleable  iron. 

We  do  not  know  whether  the  iron  mannfacturers  in  England  will  assent  to  the 
following  proposition,  laid  down  by  the  American  metallurgist,  viz— 'That  the 
smaller  the  amount  of  coal  consumed,  or  the  lower  the  temperature  of  the  hearth 
in  the  blast-furnace,  the  bet.ter  will  be  the  quality  of  the  metal ;  that  is,  the  more 
fat  it  will  become  for  improvement  in  the  puddling  furnace.  The  advantage  of 
heavy  burden  in  the  blast-furnace  is  not  only  that  it  reduces  the  first  cost  of  the 
metal,  but  makes  a  far  superior  article  for  subsequent  operations.  The  worst  cold- 
short, or  sulphurous  metal,  smelted  by  a  low  heat,  is  quite  as  good  as  the  best  metal 
from  the  best  ore  smelted  by  a  high  temperature.'  Whatever  may  be  thought  of 
the  latter  part  of  this  quotation,  no  iron  manufacturer  will  deny  that  careful  at- 
tention to  the  blast-furnace  is  the  best  security  of  success  in  the  puddling  furnace, 
and  that  success  in  the  one  is  in  proportion  to  the  economy  observed  in  relation  to 
the  other. 

Siemens's  Gas  Puddling  Furnace.— Mr.  0.  W,  Siemens  in  the  application  of  his 
regenerative  gas-furnace  to  puddling  has  effected  a  considerable  improvement.  His 
process  must  therefore  be  fully  described. 

It  is  thought  that  it  may  be  convenient  to  reproduce  the  figure  in  section  of  the  gas- 
furnace  from  p.  599,  as  it  prevents  the  necessity  of  referring  back  to  that  article. 
_  The  gas-producer  is  shown  in  fg.  1265 ;  it  is  a  rectangular  fire-brick  chamber,  one 
side  of  which,  b,  is  inclined  at  an  angle  of  from  40°  to  60°,  and  is  provided  with  a 
grate,  c,  at  its  foot.  The  fuel,  which  may  be  of  any  description,  such  as  coal,  coke, 
lignite,  peat,  or  even  sawdust,  is  filled  in  through  a  hopper,  a,  at  the  top  of  the  incline, 
and  falls  in  a  thick  bed  upon  the  grate.  Air  is  admitted  at  the  grate,  and  in  burning, 
its  oxygen  unites  with  the  carbon  of  the  fuel,  forming  carbonic  acid  gas,  which  rises 
slowly  through  the  ignited  mass,  taking  up  an  additional  equivalent  of  carbon,  and 
thus  forming  carbonic  oxide.  The  heat  thus  produced  distils  off  carburetted  hydrogen 
and  other  gases  and  vapours  from  the  fuel  as  it  descends  gradually  towards  the  grate, 
and  the  carbonic  oxide  already  named  diluted  by  the  inert  nitrogen  of  the  air  and  by 
any  small  quantity  of  unreduced  carbonic  acid,  and  mixed  with  these  gases  and 
vapours  distilled  from  the  raw  fuel  is  finally  led  off  by  the  gas-flue  to  the  furnace. 
The  ashes  and  clinkers  that  accumulate  in  the  grate  are  removed  at  intervals  of  one 
or  two  days. 

E  is  a  pipe  for  the  purpose  of  supplying  a  little  water  to  the  ashpit,  to  be  decom- 
posed as  it  evaporates  and  comes  in  contact  with  the  incandescent  fuel,  thus  forming 
some  hydrogen  and  carbonic  oxide,  which  serve  to  enrich  the  gas  ;  g  is  a  small  plug- 
hole, by  which  the  state  of  the  Gve  may  be  inspected,  and  the  fuel  moved  by  a  bar  if 
necessary  ;  and  d  is  a  sliding  damper  by  which  the  gas-producer  may  be  shut  off  at 
any  time  from  the  flue. 

It  is  necessary  to  maintain  a  slight  outward  pressure  through  the  whole  length  of 
the  gas-flue  leading  to  the  furnaces,  in  order  to  prevent  the  burning  of  the  gas  in  the 
flue  through  the  indraught  of  air  at  crevices  in  the  brickwork. 

Wliere  the  furnaces  stand  much  higher  than  the  gas-producers,  the  required  pressure 
is  at  once  obtained  ;  but  more  frequently  the  furnaces  and  gas-producers  are  placed 
nearly  on  the  same  level,  and  some  special  arrangement  is  necessary  to  maintain  the 
pressure  in  the  flue.  The  most  simple  contrivance  for  this  purpose  is  the  '  elevated 
cooling  tube.'  The  hot  gas  is  carried  up  by  a  brick  stack,  h,  to  a  height  of  8  or  10 
feet  above  the  top  of  the  gas-producer,  and  is  led  through  a  horizontal  sheet-iron 
cooling-tube,  J,  (Jiff.  1265),  from  which  it  passes  down  either  directly  to  the  furnace,  or 
into  an  underground  brick  flue. 

The  gas  rising  from  the  producer  at  a  temperature  of  about  1000°  Fahr.,  is  cooled 
as  it  passes  along  the  overliead  tube,  and  the  descending  column  is  consequently  j 
denser  and  heavier  than  the  ascending  column  of  the  same  length,  and  continually 
overbalances  it.    The  system  forms,  in  fact,  a  siphon  in  which  the  two  limbs  are  of 
the  usual  length,  but  the  one  is  filled  with  a  heavier  gaseous  fluid  tlian  the  other. 
. .  In  erecting  a  number  of  gas-producers  and  furnaces  the  inventor  generally  prefers 
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to  group  the  producers  together,  leading  the  gas  from  all  into  one  main  flue,  from  which 
the  several  furnaces  draw  their  supplies. 

1265 


The  puddling  furnace,  proper,  is  shown  in  figs.  1266,  1267,  and  1268. 

1266 


fluSn'seSo:.'  eas  reversing  valve  and 
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^ff.  1267  is  a  longitudinal  section  at  a,  d,  c,  d  (Jio.  12G8). 
Fiff.  1268  is  a  sectional  plan  at  i,,  m  {Jig.  1267). 

The  peculiarity  of  the  regenorativo  gas-furnace,  as  applied  either  to  puddling,  or  to 
any  other  process  in  which  a  high  hcut  is  required,  consists  in  the  utilisation  in  tlie 
Jurnace  of  nearly  the  whole  of  the  heat  of  combustion  of  the  fuel,  by  heating  the 
entering  gas  and  air  by  means  of  the  waste  heat  of  the  products  of  combustion,  after 
they  have  left  the  furnace,  and  are  of  no  further  use  for  the  operation  being  carried 
on.  The  waste  heat  is,  so  to  speak,  intercepted  on  its  passage  to  the  chimney,  by 
means  of  masses  of  fire-brick  stacked  in  an  open  or  loose  manner  in  certain  chambers, 
called  '  regenerator  chambers,'  c,  e,  e',  c'  {Jig.  1267). 

On  first  lighting  the  furnace  the  gas  passes  in  through  the  gas  regulating  valve,  n 
{fig.l2m),  and  the  gas  reversing  valve,  b',  and  is  led  into  the  flue,  m,  and  thence  into 
the  bottom  of  the  regenerator  chamber,  c  {fig.  1267) ;  while  the  air  enters  through  a 
corresponding  '  air  reversing  valve,'  behind  the  valve  b",  and  passes  thence  through 
the  flue,  N,  into  the  regenerator  chamber,  e.    The  currents  of  gas  and  air,  both  quite 
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cold,  rise  separately  through  the  regenerator  chambers,  c  and  e,  and  pass  up  through 
the  flues,  g,  g,  and  f,  f,  f  {fig.  1268).  respectively,  into  the  furnace  above,  where  they 
meet  and  are  lighted,  burning  and  producing  a  moderate  heat.  The  products  of  com- 
bustion pass  away  through  a  similar  set  of  flues  at  the  other  end  of  the  furnace  into 
the  regenerator  chambers,  c',  e',  and  thence  through  the  flues,  m',  n',  and  through  the 
gas  and  air  reversing  valves,  into  the  chimney  flue,  o.  The  waste  heat  is  thus  de- 
posited in  the  upper  courses  of  open  fire-brick  work  filling  the  chanabers,  c',  e',  so 
heating  them  up,  while  the  lower  portion,  and  the  chimney  flue,  are  still  quite  cool ; 
then,  after  about  an  hour,  the  reversing  valves,  b'  (through  which  the  air  and  gas  are 
admitted  to  the  ftirnace),  are  reversed,  by  means  of  the  levers,  p,  and  the  air  and  gas 
enter,  through  those  regenerator  chambers,  e",  c",  that  have  just  been  heated  by  the 
waste  products  of  combustion,  and  in  passing  up  through  the  open  brickwork  they 
become  heated,  and  then  on  meeting  and  entering  into  combustion  in  the  furnace,  d,  d, 
they  produce  a  very  high  temperature,  probably  600°  Falir.  higher  tlian  when  ad- 
mitted cold ;  the  waste  heat  from  such  higher  temperature  of  combustion  heating  up 
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the  previously  cold  regenerator  chambers,  c,  b,  to  a  correspondingly  higher  heat.  After 
aboTit  an  hour's  -work  the  reversing  valves,  b',  are  again  reversed,  and  the  air  and  gas 
enter  the  first  pair  of  regenerator  chambers,  c,  e,  but  which  are  now  very  Hot,  ana 
therefore  the  air  and  gas  become  very  hot,  and  enter  the  furnace  m  this  state,  meeting 
and  entering  into  combustion,  and  thus  producing  a  still  higher  temperature,  frobably 
500°  high&r  still,  and  again  heating  the  second  pair  of  regenerator  chambers,  c  ,  e  ,  .so 
much  higher,  which  enables  them  to  again  heat  the  air  and  gas  to  a  still  higher 
degree,  when  the  valves,  bS  are  again  reversed.  Thus  an  accumulation  of  heat  and 
an  accession  of  temperature  is  obtained,  step  by  step,  so  to  speak,  until  the  furnace  is 
as  hot  as  is  required ;  for  unless  cold  materials  are  put  in  to  be  heated,  and  thus 
abstract  heat,  the  temperature  rises  as  long  as  the  furnace  holds  together,  and  the 
supply  of  gas  and  air  is  continued.  The  heat  is  at  the  same  time  so  thoroughly 
abstracted  from  the  products  of  combustion  by  the  regenerators  that  the  chimney  flue 
remains  always  quite  cool.  The  command  of  the  temperature  of  the  furnace  and  of 
the  quality  of  the  flame  is  rendered  complete  by  means  of  the  gas  and  air  regulating 
valves  shown  at  b  in;?^'.  1266,  and  by  the  chimney  damper.  These  are  adjusted  to 
any  required  extent  of  opening  by  the  notched  rods  q,  e,  and  s,  {fig.  1266)  respectively, 
so  that  having  the  power  of  producing  as  high  a  temperature  as  can  be  desired,  there 
is  also  the  power  of  varying  it  according  to  the  requirements  in  each  case. 

The  bed  of  the  furnace  d  d  {fig.  1267),  is  of  the  ordinary  construction,  formed  of  iron 
plates,  and  is  provided  with  water-bridges  at  the  ends,  as  shown,  to  protect  the 
'  fettling'  (or  oxide  of  iron  used  for  lining  the  furnace)  from  being  melted  away.  The 
overflow  from  one  of  the  water-bridges  is  led  into  a  sheet-iron  tank  below  the  bed,  and 
then  away.  The  evaporation  from  this  tank  keeps  the  bottom  plates  cool  and  preserves 
the  cinder  covering  them  from  melting  off,  and  the  steam  is  carried  away  by  a  draught 
of  air  entering  through  two  holes,  i,  i  {fig.  1266),  below  the  tap-hole,  and  passing  off 
by  small  ventilating  shafts  k,  k  {fig.  1268),  at  the  back  of  the  furnace. 

A  heating  chamber,  h  {fig.  1267),  is  arranged  at  each  end  of  the  furnace,  in  which  the 
charge  of  pig-iron  may  be  heated  to  redness  before  it  is  introduced  into  the  puddling 
chamber,  d,  d. 

The  advantages  of  this  furnace  for  puddling,  are  that  the  heat  can  be  raised  to  an 
almost  unlimited  degree ;  that  the  flame  can  be  made  at  will  oxidising,  neutral,  or 
reducing,  without  interfering  with  the  temperature ;  that  indraughts  of  air  and  cutting 
flames  are  avoided ;  and  that  the  gas  fuel  is  free  from  ashes,  dust,  and  other  impurities, 
which  are  carried  into  an  ordinary  puddling  furnace  from  the  grate.  In  this  last 
respect  the  new  fiu-nace  presents  the  same  advantages  as  puddling  with  wood. 

Tlie  ordinary  furnace  received  charges  of  484  lbs.  each,  and  yielded  on  an  average 
426  lbs.,  representing  a  loss  of  12  per  cent.,  whereas  the  gas-furnace  received  charges 
averaging  424  lbs.,  and  yielded  413  lbs.,  representing  a  loss  of  less  than  2-6  per  cent. 

It  is  important  to  observe,  moreover,  that  the  gas-furnace  turned,  out  eighteen  heats 
in  three  shifts  per  24  hours,  instead  of  only  12  heats  per  24  hours,  which  was  the  limit 
of  production  in  the  ordinary  furnace. 

This  rate  of  working  was  attained  without  the  employment  of  any  arrangement  for 
heating  the  pig-iron  before  charging  it  into  tlie  furnace,  the  heating  chambers  at  the 
ends  not  having  been  used.  The  adoption  of  the  plan  of  heating  the  metal  before- 
hand, a  system  already  extensively  in  use  both  in  this  country  and  on  the  Continent, 
effects  a  further  saving  of  1 0  to  1 5  minutes  in  the  time  required  for  working  each  charge, 
as  well  as  a  considerable  economy  in  fuel. 

The  quality  of  the  iron  produced  from  the  gas-furnace  was  proved  decidedly  superior 
to  that  from  the  ordinary  furnace,  being  what  is  technically  called  best  best  in  tlie  one, 
and  best  in  the  other  case,  from  the  same  pig. 

The  economy  of  fuel  was  greatly  in  favom*  of  the  gas-furnace.  The  saving  of  fuel 
in  puddling  cannot  be  less  than  40  to  60  per  cent,  in  quantity,  while  a  much  cheaper 
quality  may  be  used. 

The  composition  of  '  fettling '  was,  however,  greater  in  the  gas-furnace,  and  the 
superior  yield  was  naturally  attributed  by  the  forge  managers  to  that  cause. 

By  the  use  of  the  water-bridge  the  amount  of  '  fettling '  required  is  reduced  to  an 
ordinary  proportion,  the  average  quantity  of  red  ore  used  being  92-6  lbs.  per  charge, 
besides  the  usual  allowance  of  bull  dog,  while  the  yield  per  charge  of  483-3  lbs.  of 
grey  forge  pig  has  been  increased  to  485  lbs.  of  puddled  bar. 

Banks's  Bevolving  Puddling  Furnace. — It  appears  that  experiments  were  first  com- 
menced by  Mr.  Samuel  Danks  in  May  1868,  in  the  Cincinnati  Eailway  "Works.  In 
1869,  the  first  experiments  being  successful,  other  revolving  furnaces  were  set  to 
work,  and  in  1 870  they  were  generally  adopted  in  those  w<irks.  In  a  little  time  several 
iron  producing  companies  in  America  being  convinced  of  the  advantages  of  Danks's 
process,  adopted  his  revolving  furnace  for  puddling.  The  following  description  by 
Mr.  Samuel  Danks  will  fully  explain  the  arrangements  of  his  puddling  furnace 
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The  furnaco  1ms  a  flro-grato,  in  outward  appearance  like  the  ordinary  puddling 
furnace,  but  it  diflbrs  from  this  considorably  in  several  particulars.  It  has  a  fan  blast 
under  the  grato  to  urge  the  fire  and  produce  gas.  It  has  also  jets  of  fan  blast  over  the 
fire,  injected  for  tlie  purpose  of  ensuring  the  more  perfect  combustion  of  the  fuel. 
This  blast  is  regulated  by  a  valve,  by  which  the  workman  has  a  perfect  control  of  the 
quantity  of  gas  produced  and  consumed,  and  he  is  thus  enabled  to  make  the  tempera- 
ture suit  the  requironicuts  of  the  charge  in  the  different  stages  of  the  puddling  process. 
The  ashpit  and  fire-hole  are  closed  by  doors  to  prevent  the  escape  of  the  blast  through 
the  fire,  and  the  fire-hole  has  a  coil  of  wrought-iron  -water-pipe  cast  into  it,  for  the 
purpose  of  allowing  a  stream  of  water  to  circulate  around  it  to  keep  it  cool.  The 
bridge-plate  between  the  fire  and  the  charge  of  metel  has  also  a  coil  of  water-pipe  cast 
into  it  for  the  same  purpose.  It  has  a  lining  of  fire-brick  on  the  side  next  to  the  fire, 
and  a  covering  of  fettling  on  the  side  next  to  the  charge.  It  also  has  a  course  of 
fire-brick  on  the  top,  and  is  thus  perfectly  protected  on  all  sides.  Fastened  on  to  the 
bridge-plate  is  a  ring  with  a  flat  surface  on  one  side,  which  ring  has  a  pipff  or  pipes 
cast  into  it,  and  is  made  in  one  piece  or  in  sections.  The  pipes  are  for  the  purpose  of 
admitting  -water  to  keep  the  ring  cool,  and  the  flat  face  is  the  part  that  the  end  of  the 
revolving  furnace  rubs  against,  and  forms  a  butt  joint.  This  face  should  be  cast  on  a 
metal  chill  to  harden  the  part  exposed  to  abrasion  from  the  end  of  the  revolving 
chamber  rubbing  against  it. 

The  revolving  chamber  is  made  of  two  end-pieces,  so  formed  as  to  be  banded  -with 
■wrought-iron  bands,  and  to  have  detachable  rings  on  the  part  most  exposed  to  the 
fire.  It  rests  on  carrying  rollers,  to  allow  its  free  rotation.  It  has  also  suitable  ribs 
for  strengthening  it,  and  holes  for  rivetting  the  rings  and  staveplates  upon  it.  These 
two  ends  are  connected  together  by  a  series  of  staveplates  to  form  a  cylinder,  and  are 
of  suitable  length  according  to  the  desired  size  of  the  chamber.  They  have  hollow 
ribs,  running  longitudinally,  which  serve  the  double  purposes  of  holding  the  fettling 
and  keeping  it  cool,  and  -when  rivetted  together,  form  an  open-ended  cylinder,  one  end 
of  which  butts  against  the  ring  that  is  fastened  to  the  bridge-plate,  -where  the  gases 
are  admitted  over  the  bridge  from  the  grate,  and  the  other  open  end  serves  the  purpose 
of  a  doorway  for  the  reception  of  the  charges  of  metal,  and  for  their  removal ;  also 
for  the  escape  of  the  products  of  combustion  through  a  moveable  head-piece  -which 
connects  the  revolving  chamber  and  the  chimney.  This  moveable  piece  answers  the 
purpose  both  of  door  and  flue.  It  can  be  moved  at  pleasure  by  means  of  a  suitable 
apparatus  overhead,  and  when  in  its  place  for  puddling,  the  escaping  gases  pass  through 
it  into  the  stationary  flue,  and  from  thence  to  the  chimney  or  boiler.  "When  it  is 
removed  for  the  introduction  or  removal  of  the  charge,  the  end  of  the  revolving  chamber 
is  open,  and  balls  of  great  -weight  can  be  very  readily  removed.  When  the  moveable 
piece  is  adjusted  for  puddling,  it  is  held  in  position  by  suitable  props.  It  has  also  an 
arrangement  of  -water-pipes  for  keeping  it  cool,  and  a  stopper-hole  in  front,  so  that  the 
operations  going  on  inside  can  be  seen  at  all  times. 

The  vessel  is  made  to  revolve  by  means  of  a  toothed  -wheel,  fixed  longitudinally 
upon  it.  A  suitable  engine  is  attached  to  each  machine,  so  that  the  chamber  can  be 
made  to  revolve  at  any  speed  that  may  be  required  according  to  the  different  stages  of 
the  operation. 

The  chamber  is  lined  in  the  following  manner : — The  '  initial '  lining  is  composed  of 
a  mixture  of  pulverised  iron  ore  and  pure  lime,  worked  -with  water  into  the  consistency 
of  a  thick  paste.  About  one-third  of  the  inner  surface  of  the  chamber  is  covered  with 
this  mortar  in  a  layer  projecting  about  one  inch  over  the  hoUo-w  ribs.  After  about 
four  hours,  the  first  part  of  the  lining,  as  described,  will  be  found  hard,  and  in  the  same 
-way  the  remaining  parts  are  filled  in  and  are  allowed  to  set.  The  furnace  is  then 
ready  to  receive  the  fettling.  About  one-fifth  of  the  whole  quantity  required  in  the 
shape  of  pulverised  iron  ore  is  thrown  in  upon  the  above-mentioned  lining.  The 
furnace  is  heated  up,  and  is  made  to  revolve  slowly  until  the  iron  ore  is  found  to  be 
completely  melted.  The  apparatus  is  then  stopped,  and  that  part  of  the  molten  iron 
ore,  which  has  not  been  consumed  by  glazing  the  '  initial '  lining  surface,  runs  to  the 
lowest  level  of  the  furnace,  and  there  forms  a  pool,  into  which  there  are  put  a  number 
of  small  and  large  lumps  of  iron  ore,  of  such  dimensions  as  will  be  required  to  allow 
the  said  lumps  to  project  over  the  surface  of  the  liquid  ore  by  from  two  to  six  inches. 
This  first  part  of  the  fettling  is  allowed  to  set  when  a  fresh  quantity  of  pulverised  ore 
is  thrown  in.  The  furnace  is  again  made  to  rotate  slightly  until  the  newly-added  ore 
is  liquefied,  when  the  apparatus  is  again  stopped,  and  the  pool  is  filled  wiUi  lumps  as 
before.  In  this  manner  the  whole  of  the  inner  surface  is  graduaUy  fettled,  and  care 
is  taken  to  regulate  the  position  of  each  pool  so  that  the  vessel  or  apparatus  shall  at 
all  times  find  itself  properly  balanced.  From  2  to  2^  tons  of  iron  ore  are  required  to 
fettle  a  700-lb.  rotary  furnace.  Eather  more  than  the  ordinary  quantity  of  hammer 
rolled  cinder  is  used,  and  upon  that  the  iron  is  charged  either  in  a  sohd  or  molten 
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condition.    When  charged  in  the  shape  of  pig-iron,  the  melting-down  occupies  from 
30  to  35  minutes,  during  which  a  partial  rotation  is  given  to  tho  furnace  from  time  to 
time  in  order  to  expose  equally  all  sides  of  the  charge  to  the  flame.    When  the  whole 
of  the  charge  is  thoroughly  melted,  the  furnace  is  made  to  revolve  once  or  twice  per 
minute  only  during  the  first  five  or  ten  minutes,  in  order  to  obtain  the  most  perfect 
action  of  the  cinder  upon  the  molten  iron.    A  stream  of  water  is  injected  through  the 
stopper-hole  along  and  just  above  the  line  of  contact  between  the  floating  cinder  and 
the  inner  surface  of  the  vessel  on  the  descending  side.    A  certain  portion  of  uncon- 
taminated  cinder  is  thereby  solidified  on  the  metal  surface,  and  is  carried  down  into 
or  below  the  bath  of  molten  iron  in  a  continuous  stream,  which,  in  rising  up  through 
the  iron,  combines  with  the  impurities  of  the  latter  in  a  far  more  effectual  and  complete 
manner  than  any  mode  of  puddling  hitherto  known  can  effect.    On  the  expiration  of 
the  said  five  or  ten  minutes,  the  iron  begins  to  thicken,  and  the  motion  is  stopped. 
The  heat  is  then  raised,  so  that  the  cinder  shall  be  perfectly  liquefied,  and  thereby 
float  over  the  iron.    That  cinder  contains  all  the  impurities  which  have  been  liberated 
from  the  charge,  and  it  is  essential  to  prevent  its  further  contact  with  the  iron.  The 
vessel  is  therefore  brought  into  such  a  position  that  the  tap-hole  shall  be  just  over  the 
level  of  the  iron,  which  by  this  time  has  become  partly  pasty.    The  puddler  gently 
pushes  back  the  iron,  and  the  cinder  is  made  to  run  off.    The  tap-hole,  by  a  slight 
motion  of  the  vessel,  is  then  brought  high  enough  over  the  level  of  the  iron,  and  is 
stopped  lip.    The  heat  is  again  raised,  and  the  furnace  is  put  in  motion  at  a  velocity 
of  from  six  to  eight  revolutions  per  minute,  by  which  means  the  charge  is  dashed  about 
violently  in  the  furnace.    Should  a  suflacient  degree  of  decarburisation  not  have  been 
produced  a,t  that  point  of  the  operation,  then  the  liquidity  which  the  iron  will  assume 
under  the  increased  temperature  will  prove  the  fact.    A  high  temperature  being  kept 
up,  and  the  charge  being  continually  turned  over,  the  particles  begin  to  adhere  when 
the  velocity  of  the  apparatus  is  lowered  to  from  two  to  three  revolutions  per  minute, 
upon  which  the  ball  then  very  speedily  forms.    Should  any  loose  pieces  be  detected  in 
the  furnace,  the  puddler  moves  them  all  to  the  same  side  of  the  ball,  and  by  giving  a 
partial  rotation  to  the  furnace  he  causes  the  ball  to  fall  upon  them,  and  thereby  forma 
them  into  one  mass.    The  puddler  solidifies  the  front  end  of  the  ball  by  a  few  blows 
from  a  tool  applied  through  the  stopper-hole.    The  props  of  the  moveable  piece  are 
then  removed,  and  the  fine  hanging  from  the  overhead  rail  is  moved  away.    A  large 
fork  suspended  from  a  crane  is  moved  into  the  vessel  along  one  side,  and  the  ball 
which  by  a  turn  of  the  vessel  is  rolled  on  to  the  fork,  is  then  removed  by  means  of  a 
crane.  _  The_  ball  is  then  worked  in  a  squeezer.    The  requisite  quantity  of  cinder  and 
metal  is  again  charged.    The  flue  is  replaced,  and  the  process  continued.    From  eight 
to  ten  charges  are  made  before  any  re-fettling  is  required,  when  the  parts  most  worn 
are  repaired.    The  bloom  comes  from  the  squeezer  in  a  very  solid  condition,  and  is 
either  reheated,  or  rolled  off  into  puddled  bar,  &c.,  at  once. 

The  inventor  claims  for  his  revolving  furnace  the  following  advantages  -—A  great 
saving  m  the  cost  of  labour,  and  also  in  the  consumption  of  coal,  varying  according  to 
the  size  of  the  furnace ;  a  superior  and  more  regular  quality  of  puddled  iron  from  a 
given  quality  of  pig;  a  yield  of  puddled  iron  much  in  excess  of  the  charge  of  pig. 
metal,  instead  of  the  usual  loss,  the  extra  yield  being  obtained  by  the  reduction  of 
the  rich  fettling  used  in  the  machine;  eight  to  ten  heats,  whether  from  5  to  10  cwt. 
are  made  in  a  day  of  ten  hours  when  suitable  metal  is  used  ;  the  refining  process  is 
very  complete,  the  whole  of  the  phosphorus  and  silica  and  the  sulphur  to  a  lar^a 
extent  being  removed  by  the  chemical  action  of  the  lining  mixture ;  the'  verv  heavv 
and  exhaustive  labour  of  puddling  is  performed  by  steam-power,  thereby  enabling 
one  skilled  man  to  attend  to  the  working  of  a  large  quantity  of  iron ;  the  bringing  t? 
nature  and  balling  of  the  iron  are  completed  by  the  rotarjr  action  without  the  use  of 
rabbling,  except  when  the  heat  has  to  be  divided  into  smaller  balls  ;  and  the  capacitv 
mjty  be  smted  for  heats  of  any  weight  from  6  cwts.  upwards.  The  cost  of  the  fuinace 
Saces         ''''^  considered,  is  about  the  same  as  that  of  the  usual  hand-puddling 

It  is  almost  needless  to  say  that  the  existing  arrangements  for  hammering  and 
rolling  puddled  iron  would  not  be  suitable  where  such  large  masses  of  metal  have  to 
be  dealt  with.  In  proportion  as  the  subsidiary  appUances  are  carried  out  upon  a 
proper  scale,  so  will  be  the  advantageous  results  obtained  from  the  pudSg  appa* 

b.?L«^''f^T''*'^  -^^  drawings  of  the  'Squeezer,'  recommended  by  Mr  Dank« 
has  been  introduced  into  these  pages.  ^      '  ■^s.mca 

Squeeser.-Fiff.  1269  is  a  front  sectional  elevation,  showing  a  section  of  thn  »f„o 
^Vla."  "  °f  »l»™g  tio  squeo«m,  rolls,  lie  head  of 
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Bteam-ram,  housing,  and  the  ends  of  bed-plates,    a  is  the  squeezer-cam;  b,  the 
housing ;  c,  the  head  of  steam-ram ;  d  d,  the  rolls  ;  and  e  e,  the  ends  of  bed-plates. 
,   The  following  is  a  description  of  the  drawings  of  Danks's  improved  revolving 
puddling  furnace  :— 

_  Fig.  1271  is  a  sectional  elevation  of  the  furnace,  sho-mng  the  fire-grate,  B ;  -wind  jet 
pipes_  G,  which  convey  fan-blast  into  the  fire-chamber  over  the  fire,  for  the  purpose  of 
effecting  as  perfect  a  combustion  of  the  gases  as  is  desirable,  producing  a  quick  and 
intense  heat;  h,  is  the  passage  for  gases;  i,  the  gear-holder.  The  bridge  is  shown, 
with  the  plate  having  water-pipes  passing  through  it,  protected  on  the  one  side  with 
fire-brick,  and  on  the  other  with  fettling.  The  revolving  chamber,  k,  is  also  shown ; 
with  the  tapping-hole,B;  carrying-rollers,  i, ;  also  the  ends  of  bed-plates,  m  m  ;  and 
moveable  piece,  n;  with  stopper-hole,  b,  which  latter  is  suspended  from  an  overhead 
tract. 

Fig.  1272  is  an  end  view,  showing  the  arrangement  of  bed-plate,  c;  carrying- 
rollers  and  gear-wheels,  upon  a  pillar-block,  b  ;  also  an  end  view  of  the  revolving 
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bridt  is'  aTs?shSvn.''  "^'^  '  '^'^^^"^ '  ^ 

%.  1273  presents  a  front  view  of  the  furnace,  showing  the  moveable  t)iflOfl 
with  Its  stopper-hole,  d  ;  props,  e  e  ;  arrangements  and  Wcfter-pip^  f  e    S  knd 

In  the  autumn  of  1856  the  attention  of  ironmasters  was  powerfullv  Pxfitn^  o 
Souf  fueT  ThetT""  *°  manufacture  malleable  iron  an'dTel  fL'Trude  irL' 

rSr^'       ^'^^  ^^'^      was  ^rewarded  ly  tlTStZ^Sl^t 

One  of  the  objections  urged  against  the  Bessemer  process  was  tlnf  +1,^  t  u  i. 
perature  to  which  the  iron  was  subjected  destroyed  itsUrsSkJler  ^ 
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It  is  more  than  probable  that  iron  containing  only  0*05  per  cent,  of  carbon  has 
almost  lost  tho  property  of  bocoming  fibrous  by  any  troatmont;  ior,  without  going  so 

1273 


far  as  to  assert  that  the  development  of  fibre  depends  on  the  presence  of  carbon,  or 
that  carbon  exercises  a  specific  function  in  bringing  about  this  molecular  condition  of 
the  iron,  analysis  shows  that  the  toughest  and  most  flexible  bar-iron  contains  a  far 
larger  quantity  of  carbon  than  that  above  indicated,  as  will  be  seen  by  the  following 
analyses  by  Gay-Lussac,  Willson,  Karsten,  and  Bromeis  : — 

Amount  of  Carbon  in  Bar-Iron. 

Carbon 

Best  bar-iron  from  Sweden   0-293 

Do.           do.    0-240 

Bar-iron  from  Crexisot   0-159 

Bar-iron  from  Champagne   0-193 

Bar-iron  from  Berry  .0-162 

Cold-short  bar-iron  from  Moselle   0-144 

Soft  bar-iron  analysed  by  Karsten  .......  0"200 

Hard  bar-iron  by  Karsten                                                        •  0-500 

Three  different  varieties  produced  from  white  pig-iron  by  the  Swabian 

method  of  refining,  analysed  by  Bromeis  .  .  .  0*318 
Three  different  varieties  produced  from  white  pig-iron  by  the  Swabian 

method  of  refining,  analysed  by  Bromeis  .  .  .  .  _  •  0-354 
Three  different  varieties  produced  from  white  pig-iron  by  the  Swabian 

method  of  refining,  analysed  by  Bromeis  .  .  .  .  .  0*400 
Three  varieties  produced  from  various  kinds  of  pig-iron  by  the 

Magdesprung  method  of  refining   0-324 

Machines  for  Forging  and  Condensing  Iron— To  prepare  the  puddle  balls  for  the 
rolling  mills,  they  have  to  undergo  the  process  of  '  shingling,'  or  'blooming' ;  this  is 
effected  either  by  the  hammer  or  by  the  squeezer :  the  latter  has  almost  entirely 
superseded  the  former,  as  it  effects  the  object  at  less  cost,  though,  perhaps,  with 
hardly  such  good  results  as  to  quality.  These  mechanisms  are  moved  either  by  steam- 
engines  or  by  water-wheels.    "We  shall  offer  some  details  concerning  them. 

The  main  driving-shaft  usually  carries  at  either  end  a  large  toothed  wheel,  which 
communicates  motion  to  the  different  machines  through  smaller  toothed  wheels.  Of 
these  there  are  commonly  six,  four  of  which  drive  four  different  systems  of  cybnders, 
and  the  two  others  work  tho  hammer  and  the  shears.  The  different  cylinders  ot  an 
iron  work  should  never  be  placed  on  the  same  arbor,  because  they  are  not  to  niovo 
together,  and  they  must  have  different  velocities  according  to  the  diameter.  In  order 
to  economise  time  and  facilitate  labour,  care  is  taken  to  associiito  on  one  side  ol  the 
motive  machine  the  hammer,  the  shears,  and  the  reducing  cylinders,  and  on  the  otJicr 
side  to  place  the  several  systems  of  cylinders  for  drawing  out  the  iron  into  bars.  Hot 
the  same  reason,  tho  puddling  furnaces  ought  to  be  grouped  on  tho  side  of  tho  hammer, 
nnd  tho  reheating  furnaces  on  the  other  side  of  tho  works. 
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>The  hammers,  fig.  1274,  are  made  entirely  of  cast  iron;  they  are  nearly  10  feet 
long,  and  consist  usually  of  two  parts,  the  helve  c,  and  the  head  or  pane  d.  The 
latter  enters  with  friction  into  the  former,  and  is  retained  in  its  place  by  wedges  of 
iron  or  wood.  The  head  consists  of  several  faces  or  planes  receding  from  each  other, 
for  the  purpose  of  gmng  different  forms  to  the  ball  lumps.  A  ring  of  cast  iron,  a, 
called  the  cam-ring  bag,  bearing  moveable  cams,  6  b,  drives  the  hammer,  d,  by  lifting 
it  up  rouud  its  fulcrum,  /,  and  then  letting  it  fall  alternately.  In  one  iron  work  this 
ring  was  found  to  be  3  feet  in  diameter,  18  inches  thick,  and  to  weigh  4  tons.  The 
weight  of  the  helve  (handle)  of  the  corresponding  hammer  was  3§  tons,  and  that  of 
the  head  of  the  hammer  8  cwts. 

1274 
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The  anvil,  e,  consists  also  of  two  parts  ;  the  one  called  the  pane  of  the  anvil,  is  the 
counterpart  of  the  pane  of  the  hammer ;  it  likewise  weighs  8  cwts.  The  second,  g, 
named  the  stock  of  the  anvil,  weighs  4  tons.  Its  form  is  a  parallelopiped,  with  the 
edges  rounded.  The  bloom  or  rough  ball,  from  the  puddle-furnace,  is  laid  and  turned 
about  upon  it,  by  means  of  a  rod  of  iron  welded  to  each  of  them,  called  a  porter. 
Since  the  weight  of  these  pieces  is  very  great,  and  the  shocks  very  considerable,  the 
utmost  precautions  should  be  taken  in  setting  the  hammer  and  its  anvil  upon  a  sub- 
stantial mass  of  masonry,  as  shown  in  the  figure,  over  which  is  laid  a  double,  or  even 
quadruple,  flooring  of  wood,  formed  of  beams  placed  in  transverse  layers  close  to  each 
other.  Such  beams  possess  an  elastic  force,  and  thereby  partially  destroy  the  inju- 
rious reaction  of  the  shock.  In  some  works  a  6-feet  cube  of  cast  iron  is  placed  as  a 
pedestal  to  the  anvil. 

Forge-hammers  are  very  frequently  mounted  as  levers  of  the  first  kind,  with  the 
centre  of  motion  about  one-third  or  one-fourth  of  the  length  of  the  helve  from  the  cam- 
wheel.  The  principle  of  this  construction  will  be  understood  by  inspection  of  fig.  1275. 
The  short  end  of  the  lever, 
whicli  is  struck  down  by  the 
tappet,  6,  is  driven  against  the 
end  of  an  elastic  beam,  t,  and 
immediately  rebounds,  causing 
tlie  long  end  to  strike  a  harder 
blow  upon  the  anvil,  s. 

Fig.  1275  is  the  German 
forge-hammer;  to  the  left  of 
1  is  the  axis  of  the  rotatory 
cam,  2,  3,  consisting  of  eight 
sides,  each  formed  of  a  strong 
broad  bar  of  cast  iron,  which 
are  joined  together  to  make  the 
octagon  wheel.  4,  5,  6,  are  cast- 
iron  binding-rings  or  hoops 
made  fast  by  wooden  wedges  ;  5,  b,  are  standards  of  the  frame-work,  e,  I,  m,  in  whicJi 
the  helve  of  the  forge-hammer  has  its  fulcrum  near  u ;  h,  the  sole-part  of  the  frame  • 
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another  cast-iron  base  or  solo  is  seen  at  w;  «  is  a  strong  stay,  to  strengthon  tho 
frame-work  ;  at  r  two  parallel  hammers  are  placed,  witli  cast-irou  headg  and  wooden 
helves  ;  s  is  tlio  .uivil,  a  very  massive  piece  of  east  iron  ;  t  is  the  end  of  a  vibratine 
beam,  for  throwing  back  the  hammer  forcibly  from  it  by  recoil;  y,  is  the  outline 
of  the  water-wheel  which  drives  tho  whole.  The  cams  or  tappets  are  shown  mounted 
upon  tho  wheel,  6,  g,  6.  cc  ^ 

Squeezers  fiTQ  machines  which  condense  a  ball  by  pressure.  They  are  either  single 
or  double ;  their  construction  will  be  readily  understood  from  fig.  1276,  which  represents 
a  single  lovel-squeezor  of  tho  simplest  construction :  the  bed-plate,  a,  is  cast  in  one 
piece;  it  is  6  feet  long,  16  inches  wide,  and  12  inches  high.   The  whole  is  screwed 


down  on  a  solid  foundation  of  stone,  brick,  or  timber :  b  is  the  moveable  part,  which 
makes  from  80  to  90  motions  per  minute.  The  motion  is  imparted  by  the  crank  c, 
which  in  turn  is  driven  by  means  of  a  strap  and  pulley  by  the  elementary  power.  The 
diameter  of  the  fly-wheel  is  from  3  to  4  feet.  The  anvil  d  is  about  two  feet  in  length 
and  from  12  to  14  inches  in  width;  it  is  a  moveable  plate,  at  least  3  inches  thick, 
which  if  injured  can  be  replaced  by  another ;  the  face  of  the  working  part  of  the  lever 
exactly  fits  the  anvil,  and  consists  of  plates  attached  by  means  of  screws.  It  is 
desirable  to  have  all  these  face  plates  in  small  parts  of  8  or  10  inches  in  width,  by  this 
means  they  are  secured  against  breaking  by  expansion  and  contraction.  The  whole 
machine,  including  the  crank  and  everything,  is  made  of  cast  iron,  and  weighs  from  4 
to  5  tons.  According  to  Overman  this  machine  is  both  cheap  and  durable,  and  will 
squeeze  100  tons  of  iron  per  week. 

Fiff.  1277  represents  the  double  squeezer,  employed  at  many  English  iron  works. 
The  drawing  is  taken  from  a  machine  at  the  Dowlais  Iron  Works,  figured  in  Mr. 
Truran's  work.   Many  other  forms  are  in  use. 

1277 


Fiff.  1278  represents  Brown's  patent  bloom  squeezer.  The  heated  ball  of  puddled 
iron  K,  thrown  on  tho  top  is  gradually  pressed  between^  tho  revolving  rollers  as  it 
descends,  and  at  last  emerges  at  the  bottom,  where  it  is  thrown  on  to  a  moveable 
'  Jacob's  ladder,'  by  which  it  is  elevated  to  tho  rolls.  This  machine  oflfects  a  con- 
siderable saving  of  time,  will  do  tho  work  of  12  or  14  furnaces,  and  may  be  constantly 
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going  as  a  feeder  to  one  or  two  pairs  of  rolls.  There  are  two  distinct  forms  of  this 
macmne ;  in  the  one  ligiired  the  bloom  receives  only  two  compressions ;  in  another, 
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which  is  much  more  effective  it  is  squeezed  four  times  before  it  leaves  the  rolls  and 
falls  upon  the  Jacob's  ladder.    Another  form  of  squeezer  is  shown  in  jig.  1279. 

A  table  a  a  with  a  sledge  rising  up  from  it  to  a 
height  of  about  2  feet,  so  as  to  form  an  open  box,  is 
firmly  imbedded  in  masonry ;  within  this  is  a  re- 
volving box,  c,  of  similar  character,  much  smaller 
than  the  last,  and  placed  excentrically  in  regard  to 
it.  The  ball  or  bloom  d  is  placed  between  the  inner- 
most revolving  box  c  and  the  outer  case  a  a,  where 
the  space  between  them  is  greatest,  and  is  carried 
round  till  it  emerges  at  e,  compressed  and  fit  for  the 
rolls. 

Cylinders.  —  The  compression  between  cylinders 
now  effects,  in  a  few  seconds,  that  condensation  and 
distribution  of  fibres,  which  40  years  ago  could  not 
be  accomplished  till  after  many  heats  in  the  furnace, 
and  many  blows  of  the  hammer.  The  cylinders  may 
be  distinguished  into  two  kinds :  1,  those  which  serve  to  draw  out  the  ball,  called 
j)uddling  rolls,  or  roughing  rolls,  and  which  are,  in  fact,  reducing  cylinders ;  2,  the 
cylinders  of  extension,  called  rollers,  for  drawing  into  bars  the  massive  iron  after  it 
has  received  a  welding,  to  make  it  more  malleable.  This  second  land  of  cylinders  is 
subdivided  into  several  varieties,  according  to  the  patterns  of  bar  iron  that  are  re- 
quired.   These  may  vary  from  2  inches  square  to  less  than  one-sixth  of  an  inch. 

Beneath  the  cylinders  there  is  usually  formed  an  oblong  fosse,  into  which  the 
scoriae  and  the  scales  fall  when  the  iron  is  compressed.  The  sides  of  this  fosse,  con- 
structed of  stone,  are  founded  on  a  body  of  solid  masonry,  capable  of  supporting  the 
enormous  load  of  the  cylinders.  Beams  of  wood  form  in  some  measure  the  sides  of  this 
pit,  to  which  cylinders  may  be  made  fast,  by  securing  them  with  screws  and  bolts. 
Massive  bars  of  cast  iron  are  found,  however,  to  answer  still  better,  not  only  because 
t]ie  uprights  and  bearers  may  be  more  solidly  fixed  to  them,  but  because  the  basement 
fif  heavy  metal  is  more  difficult  to  shatter  or  displace,  an  accident  which  happens  fre- 
quently to  the  wooden  beams.  A  rill  of  water  is  supplied  by  a  pipe  to  each  pair  of 
cylinders,  to  hinder  them  from  getting  hot ;  as  also  to  prevent  the  hot  iron  from  ad- 
hering to  the  cylinder,  by  cooling  its  surface,  and  perhaps  producing  on  it  a  slight 
degree  of  oxidisement. 

The  shafts  are  1  foot  in  diameter  for  the  hammer  and  the  roughing  roUs  •  and 
6  inches  where  they  communicate  motion  to  the  cylinders  destined  to  draw  the'  iron 
into  bars. 

The  roughing  rolls  are  employed  either  to  work  out  the  lump  or  ball  immediately 
after  it  leaves  the  puddling  furnace,  as  in  the  Welsh  forges ;  or  only  to  draw  out  tho 
piece,  after  it  has  been  shaped  under  tho  hammer,  as  is  practised  in  most  of  tho 
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Staflfordshire  establishments. 


Those  roughing  cylinders  are  generally  7  foet  lonR 
including  the  trunnions,  or  6  foot  between  the  bearers,  and  18  inches  diameter;  and 
weigh  in  the  whole  from  4  to  4. J  tons.  They  conUin  from  6  to  7  grooves,  commonly 
of  an  elliptical  form,  one  smaller  than  another  in  regular  progression,  as  is  seen  in  fig. 
1  ooA    rpijQ  mjjf^ii  jjj^iy     Qj^gj^  ellipse,  as  formed  by  the  union  of  the  upper  and  under 
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grooves,  is  always  placed  in  the  vortical  direction"  and  is  equal  to  the  great  axis,  or 

horizontal  axis  of  the  succeeding  groove ;  so 
that  in  transferring  the  bar  from  one  groove 
to  another,  it  must  receive  a  quarter  of  a 
revolution,  whereby  the  iron  gets  elongated 
in  every  direction.  Sometimes  the  roughing 
rolls  serve  as  preparatory  cylinders,  in  which 
case  they  bear  towards  one  extremity  rect- 
angular grooves,  as  the  figure  exhibits. 
Several  of  these  large  grooves  are  bestudded 
with  small  asperities  analogous  to  the  teeth 
of  files,  for  biting  the  lump  of  iron,  and  pre- 
venting its  sliding.  On  a  level  with  the 
under  side  of  the  grooves  of  the  lower  cylin- 
der, there  is  a  plate  of  cast  iron  with  notches 
in  its  edge  adapted  to  the  grooves.  This 
piece,  called  the  apron,  rests  on  iron  rods, 
and  serves  to  support  the  balls  and  bars 
exposed  to  the  action  of  the  rollers,  and  to 
receive  the  fragments  of  ill-welded  metal, 
which  fall  off  during  the  drawing.  The 
housing  frames  in  which  the  rollers  are 
supported  and  revolve,  are  made  of  great 
strength.  Their  height  is  5  feet ;  their 
thickness  is  1  foot  in  the  side  perpen- 
dicular to  the  axis  of  the  cylinders,  and  10 
inches  in  the  other.  Each  pair  of  bearers  is 
connected  at  their  upper  ends  by  two  iron 
rods,  on  which  the  workmen  rest  their  tongs 
or  pincers  for  passing  the  lump  or  bar  from 
one  side  of  the  cylinders  to  the  other. 

The  cods  or  bushes  are  each  composed  of 
two  pieces  ;  the  one  of  hard  brass,  which  pre- 
sents a  cylindrical  notch,  is  framed  into  the 
other  which  is  made  of  cast  iron,  as  is  clearly 
seen  mfig.  1280. 

The  iron  bar  delivered  from  the  square 
grooves,  is  cut  by  the  shears  into  short 
lengths,  which  are  collected  in  a  bundle  in 
order  to  be  welded  together.  When  this 
bundle  of  bars  has  become  hot  enough  in  the 
furnace,  it  is  conveyed  to  the  rollers,  which 
differ  in  their  arrangement  according  as  they 
are  meant  to  draw  iron  from  a  large  or  small 
piece.  The  first,  fig.  1280,  possess  both  ellipti- 
cal and  rectangular  grooves ;  are  1  foot  in 
diameter  and  3  feet  long  between  the  bearers. 
The  bar  is  not  finished  under  these  cylinders, 
but  is  transferred  to  another  pair,  whose 
grooves  have  the  dimensions  proper  for  the 
bar,  with  a  round,  triangular,  rectangular,  or 
fillet  form.  The  triangular  grooves  made  use 
of  for  square  iron  have  for  their  profile  an 
isosceles  triangle  slightly  obtuse,  so  that  the 
space  left  by  the  two  grooves  together  may  be 
a  rhombus,  differing  little  from  a  square,  and 
whose  smaller  diagonal  is  vertical.  When  the  bar  is  to  be  passed  successively 
through  several  grooves  of  this  kind,  the  larger  or  horizontal  diagonal  of  each 
following  groove  is  made  equal  to  the  smaller  or  upright  of  the  preceding  one, 
•whereby  the  iron  must  be  turned  one  fourth  round  at  each  successive  draught,  and 
thus  receive  pressure  in  opposite  directions.  Indeed,  the  bar  is  often  turned  in 
succession  through  the  triangular  and  rectangular  grooves,  that  its  fibres  may  be  mora 
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accurately  workod  together.  The  decrement  in  the  capacity  of  the  grooves  follo-ws  the 
proportion  of  15  to  11. 

When  it  is  intended  to  reduce  the  iron  to  a  small  rod,  the  cylinders  have  such  a  dia- 
meter, that  three  may  be  set  in  the  same  housing  frame.  The  lower  and  middle 
cylinders  are  employed  as  roughing  rollers,  while  the  upper  and  middle  ones  are  made 
to  draw  out  the  rod.  When  a  rod  or  bar  is  to  be  drawn  with  a  channel  or  gutter  in  its 
face,  the  grooves  of  the  rollers  are  suitably  formed. 

To  draw  out  square  rods  of  a  very  small  size,  as  nail- 
rods,  a  system  of  small  rollers  is  employed,  called 
sinters.  Their  ridges  are  sharp-edged,  and  enter  into 
the  opposite  grooves  2^  inches  deep  ;  so  that  the  flat  bar 
in  passing,  between,  such  rollers  is  instantaneously 
divided  into  several  slips.  For  this  purpose  the  rollers 
represented  in  fig.  1281,  may  be  put  on  and  removed 
from  the  shaft  at  pleasure. 

The  velocity  of  the  cinders  varies  with  their  dimen- 
sions. In  one  work,  cylinders  for  drawing  out  iron  of 
from  one-third  to  two-thirds  of  an  inch  thick,  make  140  revolutions  per  minute ;  while 
those  for  iron  of  from  two-thirds  of  an  inch  to  3  inches,  make  only  65.  In  another 
work,  the  cylinders  for  two-inch  iron,  make  95  revolutions  per  minute  ;  those  for  iron 
from  two-thirds  of  an  inch  to  an  inch  and  a  third,  make  128  ;  and  those  for  bars  from 
one-third  to  two-thirds  of  an  inch,  150.  The  roughing  rollers  move  with  only  one- 
third  the  velocity  of  the  drawing  cylinders. 

The  shingling  and  plate-rolling  mill  is  represented  in  fig.  1280.  The  shingling  mill, 
for  converting  the  blooms  from  the  balHng  furnace  into  bars,  consists  of  two  sets  of 
grooved  cylinders,  the  first  being  called  puddling  rolls  or  roughing  rolls  ;  the  second 
are  for  reducing  or  drawing  the  iron  into  mill-bars,  and  are  called  simply  rolls. 

a,  a,  a,  a,  are  the  powerful  uprights  or  standards  called  housing  frames,  of  cast  iron, 
in  which  the  gudgeons  of  the  rolls  are  set  to  revolve ;  b,  b,  b,  b,  are  bolt  rods  for  bind- 
ing these  frames  together  at  top  and  bottom;  c,  are  the  roughing  rolls,  having  each  a 
series  of  triangular  grooves,  such  that  between  those  of  the  upper  and  under  cylinders, 
rectangular  concavities  are  formed  in  the  circumference  with  slightly  sloping  sides! 
The  end  groove  to  the  right  of  c,  should  be  channelled  like  a  rough  file,  in  order  to 
take  the  better  hold  of  the  blooms,  or  to  bite  the  metal  as  the  workmen  say  ;  and  give 
it  the  preparatory  elongation  for  entering  into  and  passing  through  the  remaining 
grooves  till  it  comes  to  the  square  ones,  where  it  becomes  a  mill-bar.  d,  d,  are  the 
smooth  cylinders,  hardened  upon  the  surface,  or  chilled,  as  it  is  called,  by  being  cast  in 
iron  moulds  for  rolling  iron  into  plates  or  hoops,  e,  e,  e,  e,  are  strong  screws  with 
rectangular  threads,  which  work  by  means  of  a  wrench  or  key,  into  the  nuts  e'  e'  e!  e', 
fixed  in  the  standards ;  they  serve  to  regulate  the  height  of  the  plummer  blocks  or 
bearers  of  the  gudgeons,  and  thereby  the  distance  between  the  upper  and  under 
cylinders,  /is  a  junction  shaft;  g,  g,  g,  are  solid  coupling  boxes,  which  embrace  the 
two  separate  ends  of  the  shafts,  and  make  them  turn  together,  h,  h,  are  junction 
pinions,_  whereby  motion  is  communicated  from  the  driving  shaft  /,  through  the 
under  pinion  to  the  upper  one,  and  thus  to  both  upper  and  under  rolls  at  once,  i,  i, 
are  the  pinion  standards  in  which  their  shafts  run  ;  they  are  smaller  than  the  up- 
rights of  the  rolls,  k,  k,  are  screws  for  fastening  the  head  pieces  I  to  the  top  of  the 
pinion  standards.  All  the  standards  are  provided  with  sole  plates  m,  whereby  they  are 
screwed  to  the  foundation  beams  «  of  wood,  or  preferably  iron,  as  shown  by  the 
dotted  lines ;  o,  o,  are  the  binding  screw  bolts.  Each  pair  of  rolls  at  work  is  kept 
cool  by  a  small  stream  of  water  let  down  upon  it  from  a  pipe  and  stop-cock. 

In  the  cylinder_  drawing,  the  workman  who  holds  the  ball  in  tongs  passes  it  into 
the  first  of  the  elliptical  grooves,  and  a  second  workman,  on  the  other  side  of  the 
cylinders,  receives  this  lump  and  hands  it  over  to  the  first,  who  repasses  it  between 
the  rollers  after  bringing  them  somewhat  closer  to  each  other  by  giving  a  turn  to  the 
adjusting  pressure  screws.  After  the  lump  has  passed  five  or  six  times  through  the 
same  groove  it  has  got  an  elliptical  form,  and  is  called  in  England  a  bloom.  It  is  next 
passed  through  a  second  groove  of  less  size,  which  stretches  the  iron  bar.  In  this 
state  It  )s  subjected  to  a  second  pair  of  cylinders,  by  which  the  iron  is  drawn  into 
flat  bars  four  inches  broad  and  half  an  inch  thick.  Fragments  of  the  ball  or  bloom 
fall  round  about  the  cylinders,  which  are  afterwards  added  to  the  puddling  charjye 
In  a  minuto  and  a  half  the  rude  lump  is  transformed  into  bars  with  a  neatness  and 
rapidity  which  the  inexperienced  eye  can  hardly  follow,  A  steam-engine  of  thirtv 
horse-power  can  rough  down  in  a  week  200  tons  of  coarse  iron.  ^ 
_  This  iron,  called  miU-bar  iron,  is  however  of  too  inferior  a  quality  to  bo  emrlovnil 
m  any  machinery,  and  it  is  subjected  to  another  operation,  which  consists  in  welS 
several  pieces  together,  and  working  them  into  a  mass  of  the  desired  quality  The 
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iron  bars,  while  still  hot,  are  cut  by  the  ehears  into  a  length  proportional  to  the  size  of 
the  iron  bar  that  is  wanted,  and  four  rows  of  those  arc  usually  laid  over  each  other 
into  a  heap  or  pile  which  is  placed  in  the  re-Jwating  fiirnace,  and  exposed  to  a  free 
circulation  of  heat,  one  pile  being  sot  crosswise  over  another.  In  a  half  or  three 
quarters  of  an  hour  the  iron  is  hot  enough,  and  the  pieces  now  sticking  together  are 
carried  in  successive  piles  to  the  bar  drawing  cylinders  to  bo  converted  into  strong 
bars,  which  are  reckoned  of  middle  quality.  When  a  very  tough  iron  is  wanted,  as 
for  anchors,  another  welding  and  rolling  must  be  given.  In  the  re-heating  ovens  the 
loss  is  from  8  to  10  per  cent,  on  the  large  bar,  and  from  10  to  12  in  smaller  work. 
The  consumption  of  coals  in  heating  the  large  piles  averages  7  cwts.  to  the  ton  of  iron 
charged  ;  in  tlio  smaller  sizes  10  cwts. ;  and  in  heating  the  guide  rolled  iron  10  cwts. 

The  re-heating  furnace  is  shown  in  section  in  fig.  1282  :  it  differs  but  little  from  a 
puddling  furnace.  The  whole  interior,  with  the  exception  of  the  hearth  a,  is  made  of 
fire-brick ;  the  hearth  is  made  of  sand.  Por  this  purpose  a  pure  siliceous  sand  is  re- 
quired ;  the  coarser  the  better.  The  hearth  slopes  considerably  towards  the  flue,  the 
object  of  which  is  to  keep  the  hearth  dry  and  hard.  The  iron  wasted  in  re-heating 
combines  with  the  silica  of  the  sand,  forming  a  very  fusible  cinder,  which  flows  off 

through  the  opening  at  b,  at 
which  there  is  a  small  fire  to 
keep  the  cinder  liquid.  The 
thickness  of  the  sand  bottom  is 
from  6  to  12  inches,  resting  on 
fire-brick ;  it  generally  requires 
re-making  after  two  or  three 
heats.  The  height  of  the  fire- 
brick arch,  or  its  distance  from 
the  sand  bottom,  is  from  8  to 
12  inches.  The  area  of  the 
fireplace  averages  12  feet,  and 
the  width  of  the  furnace  varies 
from  5  to  8  feet.  When  the 
piles  are  charged  into  the  fur- 
nace, the  door  is  shut,  and  fine 
coal  is  dusted  around  its  edges  to  exclude  the  cold  air ;  the  temperature  is  raised  to  the 
liighest  intensity  as  quickly  as  possible,  and  the  workman  turns  the  piles  over  from  time 
to  time  that  they  may  be  brought  to  an  uniform  welding  heat  in  the  shortest  possible  time. 

It  is  thought  by  many  that  a  purer  iron  is  obtained  by  subjecting  the  balls  as  they 
come  out  of  the  puddling  furnace  to  the  action  of  the  hammer  at  first  rather  than  to 
the  roughing  rollers,  as  by  the  latter  process  vitrified  specks  remain  in  the  metal, 
which  the  hammer  expels.  Hence  in  some  works  the  balls  are  first  worked  under 
the  forge-hammer,  and  these  stampings  being  afterwards  heated  in  the  form  of  pies  or 
cakes,  piled  over  each  other,  are  passed  through  the  roughing  mills. 

Bars  intended  for  boiler  or  tin  plates  are  made  from  the  best  cold-blast  mine  iron. 
The  raw  pig  is  refined  in  the  usual  manner  with  coke,  the  loss  amounting  to  from 
2|-  to  3  cwts.  per  ton.  It  is  then  refined  a  second  time  with  charcoal,  the  loss 
amounting  again  to  from  2^  to  3  cwts.  per  ton.  After  this  second  refining,  it  is  beaten 
into  flat  plates  white  hot  by  the  tilt  hammer  and  thrown  into  cold  water ;  the  sudden 
chilling  makes  it  more  easily  broken  into  small  slabs.  The  slabs  are  piled  in  heaps 
and  welded  in  the  hollow  fire,  coke  being  the  fuel ;  the  slabs  are  laid  across  the  fixe, 
and  do  not  come  into  contact  with  the  fuel ;  the  blast  is  thrown  under  the  fuel,  and 
the  heat  is  immense ;  when  the  piles  are  nearly  at  the  fusing  point,  they  are  with- 
drawn and  passed  under  the  rollers ;  they  are  again  heated  in  the  hollow  fire,  then 
again  rolled  and  heated  a  third  time  iu  the  ordinary  reverberatory  furnace,  attpr 
which  they  are  drawn  out  into  flat  bars  for  boiler-plates,  or  for  tin  plate :  the  loss  m 
these  operations  amounts  to  from  3^  to  4  cwts.  per  ton.  About  9  heats  are  ac- 
complished in  12  hours,  each  heat  consisting  of  2\  cwts.  of  refined  metal,  and  con- 
suming 5  baskets  of  charcoal.  -i    ^  n 

The  bars  intended  for  tin  plates  are  repeatedly  heated  and  rolled  until  ot  the 
requisite  thinness,  the  plates  are  then  cut  into  squares,  and  annealed  by  e3q)osing 
them  for  several  hours  to  heat  in  covered  iron  boxes,  being  allowed  to  cool  very  slowly ; 
this  gives  the  plates  the  proper  degree  of  pliancy.  The  next  operation  is  that  of 
sickling;  the  plates  are  immersed  in  dilute  sulphuric  acid  for  the  purpose  of  re- 
moving from  their  surfaces  all  oxide  and  dirt ;  after  remaining  in  the  acid  for  the 
requisite  time,  they  are  thoroughly  washed  in  successive  troughs  of  water,  and  then 
dried  in  sawdust ;  finally,  the  surfaces  of  the  metal  are  prepared  for  the  reception 
of  the  tin,  by  rubbing  them  with  leather  upon  cushions  of  sheepskin.  The  spent 
sulphuric  acid  is  run  out  into  evaporating  pans,  and  the  sulphate  of  iron  crystaUised 
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ox.fc.   In  order  to  tin  the  plates,  they  are  immersed  in  a  ^^^h  of  jolted  tin 
fflPft  of  which  is  covered  with  tallow  or  palm-oil;  when  sufficiently  coverea,  tuey 
r  :Lt:L  ioZ:brusker  on  the  left-lf  d  side  of  the  ^i--^ . 
brush  rapidly  over  each  side  of  the  plate,  whereby  the  s'^P«^fl^°^^\*P  nelgh- 
then  plunges  the  plate  again  into  the  tin-bath,  and  passes  it  on  to  his  left  ^^nd  n^gn 
hour,  who  gives  it  a  washing.    The  plate  passes  through  several  before  it  is 

dried.  GrSt  skill  is  required  in  the  tinning  process ;  nevertheless,  m  a  "^^^ 
work  the  wasters  do  not  amount  to  more  than  10  per  cent. ;  a  small  percentage  ot 
which  areTbId  as  to  require  to  be  re-worked.  Great  care  is  taken  to  avoid  waste, 
S  being  iorth  about  150^.  per  ton.  A  box  of  225  sheets  of  tin  plates,  10  inches 
by  14,  consumes  about  8i  lbs.  of  tin.    See  Tin  Plate.  .  •,    .  .i,   T.n„.f  f„r. 

On  the  Continent,  iron  is  frequently  refined  from  the  cast  metal  of  the  blast-lur- 
naces  by  three  operations,  in  three  different  ways.  In  one,  the  pig  being  melted, 
with  aspersion  of  water,  a  cake  is  obtained,  which  is  again  melted  m  order  to  form 
a  second  cake.  This  being  treated  in  the  refinery  fire,  is  then  worked  mU>  a  bloom. 
In  another  system,  the  pig-iron  is  melted  and  cast  into  plates  :  these  are  melted  anew 
in  order  to  obtain  crude  balls,  which  are  finally  worked  into  blooms.  In  a  third  mode 
of  manufacture,  the  pig-iron  is  melted  and  cast  into  plates,  which  are  roasted,  and 
then  strongly  heated,  to  form  a  bloom.  i.  •  i 

The  Prench  fusible  ores,  such  as  the  silicates  of  iron,  are  very  apt  to  smelt  into 
white  cast  iron.  An  excess  of  fluxes,  light  charcoals,  or  too  strong  a  blast,  produce  the 
same  results.  A  surcharge  of  ores  which  deranges  the  furnace  and  afiords  "npure 
slags  mixed  with  much  iron,  too  rapid  a  slope  in  the  boshes,  too  low  a  degree  ot  heat, 
and  too  great  condensation  of  the  materials  in  the  upper  part  of  the  furnace  ;  ail  tend 
also  to  produce  a  white  cast  iron.  *  In  its  state  of  perfection,  white  cast  iron  has  a 
silver  colour,  and  a  bright  metallic  lustre.  It  is  employed  frequently  in  Germany  for 
the  manufacture  of  steel,  and  is  then  called  steel  floss,  or  lamellar  floss,  a  title  which 
it  still  retains,  though  it  be  hardly  silver- white,  and  has  ceased  to  be  fobated.  When 
its  colour  takes  a  bluish  grey  tinge,  and  its  fracture  appears  striated  or  splintery,  or 
when  it  exhibits  grey  spots,  it  is  then  styled  flower  floss.  In  a  third  species  of  white 
cast  iron  we  observe  still  much  lustre,  but  its  colour  verges  upon  grey,  and  its  texture 
is  variable.  Its  fracture  has  been  sometimes  compared  to  that  of  a  broken  cheese. 
This  variety  occurs  very  frequently.  It  is  a  white  cast  iron,  made  by  a  surcharge  of 
ore  in  the  furnace.  If  the  white  colour  becomes  less  clear  and  tiirns  bluish,  if  its 
fracture  be  contorted,  and  contains  a  great  many  empty  spaces  or  air-cells,  the  metal 
takes  the  name  of  cavernous  floss  or  tender  floss.  The  whitest  metal  cannot  be  em- 
ployed for  casting.  When  the  white  is  mixed  with  the  grey  cast  iron,  it  becomes 
riband  or  trout  cast  iron. 

The  German  Befining  Forge.— Figs.  1283,  1 284,  represent  one  of  the  numerous  refinery 
furnaces  once  common  in  the  Hartz.  The  example  is  taken  from  the  Mandelholz  works, 
in  the  neighbourhood  of  Elbingerode.  Fig.  1284  is  an  elevation  of  this  forge,  d  is  the 


1283  1284 


refinery  hearth,  provided  with  two  pair  of  bellows.  1283  is  a  vertical  section, 
showing  particularly  the  construction  of  the  crucible  or  hearth  in  the  refinery  forge  d. 
c  is  an  overshot  water-wheel,  which  gives  an  alternate  impulsion  to  the  two  bellows  a  b 
by  means  of  the  revolving  shaft  c,  and  the  cams  or  tappets  dfeg. 

D,  the  hearth,  is  lined  with  cast-iron  plates.  Through  the  pipe  I,  cold  water  may  be 
introduced,  under  the  bottom  plate  m,  in  order  to  keep  down,  when  necessary,  the  tern- 
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porature  of  the  crucible,  and  facilitate  the  eolidification  of  the  lowpe  or  bloom.  An  ori- 
fieo  n,figs.  1283,  1284,  called  the  chio  (floss-hole),  allows  the  melted  skg  or  cinder  to 
flow  oflT  from  the  surface  of  tlie  molted  metal.  A  copper  pipe  or  nose  piece  conducts 
the  blast  of  both  bellows  into  the  lioartli,  as  shown  at  b  x,fig.  1284. 

The  substance  subjected  to  this  mode  of  refinery  is  a  grey  carbonaceous  cast  iron, 
from  the  works  of  Rothehiitto.  The  hearth  d,  being  flUed  and  heaped  over  with  live 
charcoal,  upon  the  side  opposite  to  the  tuyere  x,figs.  1283,  1284,  long  pigs  of  cast  iron 
are  laid  with  their  ends  sloping  downwards,  and  are  drawn  forwards  successively  into 
the  hearth  by  a  hooked  bar,  so  that  the  extremity  of  each  may  be  plunged  into 
the  middle  of  the  fire,  at  a  distance  of  6  or  8  inches  from  the  mouth  of  the  tuyere. 
The  workman  proceeds  in  this  way  till  he  has  melted  enough  of  metal  to  form  a.  loupe. 
The  cast  iron,  on  melting,  falls  down  in  drops  to  the  bottom  of  the  hearth ;  being 
covered  by  the  fused  slags,  or  vitreous  matters  more  or  less  loaded  with  oxide  of 
iron.  ^  After  running  them  off  by  the  orifice  n,  he  then  works  the  cast  iron  by  power- 
ful stirring  with  a  rabble,  till  it  is  converted  into  a  mass  of  a  pasty  consistence. 

During  this  operation,  a  portion  of  the  carbon  contained  in  the  cast  iron  combines 
with  the  atmospherical  oxygen  supplied  by  the  bellows,  and  passes  off  in  the  form  of 
carbonic  oxide  and  carbonic  acid.  When  the  lump  is  coagulated  sufficiently,  the 
workman  turns  it  over  in  the  hearth,  then  increases  the  heat  so  as  to  melt  it  afresh, 
meanwhile  exposing  it  all  round  to  the  blast,  in  order  to  consume  the  remainder  of 
the  carbon,  that  is,  till  the  iron  has  become  ductile,  or  refined.  If  one  fusion  should 
prove  inadequate  to  this  effect,  two  are  given.  Before  the  conclusion,  the  workman 
runs  off  a  second  stratum  of  vitreous  slag,  but  at  a  higher  level,  so  that  some  of  it  may 
remain  upon  the  metal. 

The  weight  of  such  a  loupe  or  bhom  is  about  2  cwts.,  being  the  product  of  2  cwts. 
and  ^ths  of  pig-iron ;  the  loss  of  weight  is  therefore  about  26  per  cent.  149  pounds  of 
charcoal  are  consumed  for  every  100  pounds  of  bar  iron  obtained.  The  whole  ope- 
ration lasts  about  5  hours.  The  bellows  are  stopped  as  soon  as  the  bloom  is  ready ; 
this  is  immediately  transferred  to  a  forge-hammer,  the  cast-iron  head  of  which 
weighs  8  or  9  cwts.  The  bloom  is  greatly  condensed  thereby,  and  discharges  a 
considerable  quantity  of  semi-fluid  cinder.  The  lump  is  then  divided  by  the  hammer 
and  a  chisel  into  4  or  6  pieces,  which  are  re-heated,  one  after  another,  in  the  same 
refinery  fire,  in  order  to  be  forged  into  bars,  whilst  another  pig  of  cast  iron  is  laid  in 
its  place,  to  prepare  for  the  formation  of  a  new  bloom.  The  above  process  is  called 
by  the  Germans  Klump-frischen,  or  lump  refining.  It  differs  from  the  Burchbrech- 
frischen,  because  in  the  latter  the  lump  is  not  turned  over  in  mass,  but  is  brokfan, 
and  exposed  in  separate  places  successively  to  the  refining  power  of  the  blast  near  the 
tuyere.  The  French  call  this  affinage  par  portions ;  it  is  much  lighter  work  than  the 
other. 

Charcoal  Finery  or  Lancashire  Hearth. — We  are  indebted  for  the  following  accurate 
account  of  this  important  finery  to  Dr.  Percy,  who  gives  it  in  his  work  on  iron  and 
steel : — 

The  furnace  {figs,  1285  and  1286)  consists  essentially  of  a  shallow  quadrangular 
hearth,  formed  of  cast-iron  plates  a,  b,  c,  d,  and  e.  The  hearth-bottom  a,  is  horizontal ; 
the  tuyere  side  b,  slightly  inclined  inwards  ;  the  opposite  side  n,  and  the  back  c,  inclined 
outwards  ;  the  front  e  is  vertical,  and  in  it  there  are  three  round  holes  for  tapping  off 
the  cinder.  Under  the  hearth-bottom  is  an  open  shallow  cast-iron  box,  having  a 
gutter  on  one  side  /,  and  a  round  hole  in  the  centre  of  the  bottom /,  surrounded  with 
a  border  not  quite  so  high  as  the  box  is  deep.  The  box  and  gutter  are  cast  in  one 
piece.  During  the  working  of  the  furnace  cold  water  is  continually  flowing  through 
/,  and  running  out  at /;  by  this  arrangement  the  hearth-bottom  is  kept  cool.  The 
side  walls  above  the  hearth  are  protected  within  by  cast-iron  plates,  {figs.  1285  and 
1286).  Hot  blast  is  used,  and  there  is  one  iron  water  tuyere  i,  nearly  semicircular  in 
section,  which  passes  through  a  thick  cast-iron  plate  set  in  one  of  the  side  plates  g. 
The  narrow  end  projects  over  the  side  of  the  heartli  J  inch,  and  the  axis  is  inclined  at 
an  angle  of  about  10°  with  the  horizon.  As  the  charcoal  is  confined  round  and  above 
the  tuyere,  the  plate  g  is  exposed  to  great  heat,  and  consequently  destruction ;  it  is 
made  very  thick,  and  may  be  readily  replaced  when  required.  In  front  of  the  hearth 
is  a  table  or  platform  of  cast  iron  h,  resting  on  the  ends  of  cast-iron  standards.  This 
table  is  essential  for  the  necessary  manipulations.  The  arrangement  for  heating  and 
convoying  the  blast  to  the  tuyere  is  represented  at  k,  k'  k".  The  heating  apparatus 
consists  merely  of  a  siphon-pipe  of  cast  iron,  set  horizontally  and  exposed  to  the  waste 
gases  of  the  furnace.  There  is  a  throttle  valve  at  k  for  stopping  and  regulating  the 
blast ;  tho  nozzle  end  of  the  blast-pipe  may  be  raised  or  lowered  at  will  by  a  telescope 
sliding  pioce,  and  may  be  turned  in  any  direction  by  means  of  the  union  joint  below  k 
{fig.  1286).  The  waste  gases  escape  partially  through  the  square  opening  I ;  ht  m  is 
a  cast-iron  plate,  on  which  pigs  or  blooms  are  laid  so  as  to  become  heated ;  at  m  is  an 
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bottom,  is  often  attached  a  large  chamber  destined  to  intercept  sparks.  There  is  an 
ash-pit  from  which  the  ashes  may  be  removed  through  an  opening  at_p',  which  is 
closed  with  a  cast-iron  door. 

All  being  in  working  order,  and  the  ball  obtained  in  the  previous  heat  removed, 
charcoal-dust  is  put  on  the  foro-side,  and  the  hearth  is  spread  with  clean  charcoal. 
The  pig-iron,  which  is  in  plates  2  inches  or  3  inches  thick,  and  has  been  previously 
heated  on  the  plate  in  the  flue,  is  transferred  to  the  hearth,  the  charge  being  200  lbs. 
Fresh  charcoal  is  added  and  the  blast  turned  on,  •when,  ia  about  half  an  hour,  the 
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metal  will  have  completely  molted  down,  and  in  dropping  through  the  blaet  from  the 
tuyire,  have  become  partially  oxidised ;  by  the  action  of  the  oxide  of  iron  thus  formed, 
and  of  the  basic  silicate  of  protoxide  of  iron  remaining  in  the  hearth  at  the  close  of 
the  last  operation  upon  the  molten  pig-iron,  the  latter  is  decarburized  to  a  considerable 
extent,  and,  in  consequence,  becomes  less  fusible  and  more  pasty.  After  perfect 
fusion  of  the  metal,  the  refining  process  begins ;  this  consists  in  incessantly  breaking 
up  the  metal  -with  an  iron  bar,  and  carrying  towards  the  tuyfere  the  raw  portions, 
which  being  more  highly  carburised  and  more  fusible  than  the  rest,  always  run  down 
to  the  bottom  and  there  harden.  The  metal,  which  has  thus  more  or  less  solidified, 
is  broken  up  and  submitted  to  the  action  of  the  blast,  until  all  is  sufficiently  refined ; 
this  operation  lasts  about  half  an  hour.  Subsequently,  all  the  metal  is  brought  up  to 
the  top  of  the  hearth,  and  again  melted  down  with  a  lively  heat  to  form  the  ball,  fresh 
charges  being  thrown  into  the  hearth,  and  the  unmelted  portions  being  kept  up  at 
intervals  with  an  iron  bar  to  prevent  their  adhering  to  the  ball  before  having  been 
molted.  The  ball  is  then  taken  out  and  hammered  into  a  prismatic  shape,  which  is 
cut  into  pieces  to  be  welded  in  another  fire.  The  whole  process  lasts  from  to 
hour. 

The  blast  is  frequently  used  at  a  temperature  of  100°  C,  and  at  a  pressure  of  2^ 
inches  of  mercury. 

The  cut-up  pieces  to  be  drawn  out  under  the  hammer  are  welded  and  heated  in 
hearths  much  resembling  in  size  and  construction  the  charcoal  finery  itself,  or  in 
an  Ekman's  furnace,  now  extensively  used  for  this  purpose. 

The  quality  of  the  iron  is  tried  in  various  ways  :  as,  first,  by  raising  a  bar  by  one 
end,  with  the  two  hands  over  one's  head,  and  bringing  it  forcibly  down  to  strike 
across  a  narrow  anvil  at  its  centre  of  percussion,  or  one-third  from  the  outer  extre- 
mity of  the  bar ;  after  which  it  may  be  bent  backwards  and  forwards  at  the  place  of 
percussion  several  times  ;  2,  a  heavy  bar  may  be  laid  obliquely  over  props  near  its 
end,  and  struck  strongly  with  a  hammer  with  a  narrow  pane,  so  as  to  curve  it  in  op- 
posite directions ;  or  while  heated  to  redness,  they  may  be  kneaded  backwards  and 
forwards  at  the  same  spot,  on  the  edge  of  the  anvil.  This  is  a  severe  trial,  which  the 
hoop  L,  Swedish  iron,  bears  surprisingly,  emitting  as  it  is  hammered  a  phosphoric 
odour,  peculiar  to  it  and  to  the  bar  iron  of  Ulverstone,  which  also  resembles  it  in  fur- 
nishing a  good  steel.  The  forging  of  a  horse-shoe  is  reckoned  a  good  criterion  of  the 
quality  of  iron.  Its  freedom  from  flaws  is  detected  by  the  above  modes ;  and  its 
linear  strength  may  be  determined  by  suspending  a  scale  to  the  lower  end  of  a  hard- 
drawn  wire,  of  a  given  size,  and  adding  weights  till  the  wire  breaks.  The  treatises 
of  Barlow,  Tredgold,  Hodgkinson,  and  Fairbairn  may  be  consulted  with  advantage 
on  the  methods  of  proving  the  strength  of  different  kinds  of  iron  in  a  great  variety 
of  circumstances. 

Dry  Assay  of  Iron-ores. — The  object  of  a  dry  assay  of  an  iron  ore  is  to  ascertain 
by  an  experiment  on  a  small  scale  the  amount  of  iron  which  the  ore  should  yield 
when  smelted  on  the  large  scale  in  the  blast-furnace.  For  this  purpose  the  metal 
must  be  deoxidised,  and  such  a  temperature  produced  to  melt  the  metal  and  the 
earths  associated  with  it  in  the  ore,  so  that  the  former  may  be  obtained  in  a  dense 
button  at  the  bottom  of  the  crucible,  and  the  latter  in  a  lighter  glass  or  slag  above  it. 
Such  a  temperature  can  only  be  obtained  in  a  wind  furnace  connected  with  a  chimney 
at  least  30  feet  in  height,  and  when  made  expressly  for  assaying  the  furnace,  is  gene- 
rally built  of  such  a  size  that  four  assays  may  be  made  at  the  same  time,  viz.,  about 
14  inches  square,  and  2  feet  in  depth  from  the  under  side  of  the  cover  to  the  moveable 
bars  of  iron  which  form  the  grate.  In  order  that  the  substances  associated  with  the 
iron  in  the  ore  shoidd  form  a  fusible  compound,  it  is  usually  requisite  to  add  a  flux, 
the  nature  of  which  will  depend  upon  the  character  of  the  ore  under  examination. 
Berthier  divides  iron-ore  into  five  classes :  1.  The  almost  pure  oxides,  such  as  the 
magneiic  oxide,  oligistic  iron,  and  the  hcBmatiies ;  2.  Ores  containing  silica,  but  free  or 
nearly  so  from  any  other  admixture ;  3.  Ores  containing  silica  and  various  bases,  but 
little  or  no  lime ;  4.  Ores  containing  one  or  more  bases,  such  as  lime,  magncsm,  alumina, 
oxide  of  manganese,  oxide  of  titanium,  oxide  of  tantalum,  oxide  of  chromimn,  ov  oxide 
of  tungsten,  but  little  or  no  silica;  5.  Ores  containing  silica,  lime,  and  another  base,  md 
which  are  fusible  alone.  Ores  of  the  first  class  may  be  reduced  ^nthout  any  flux, 
but  it  is  always  better  to  employ  one,  as  it  greatly  facilitates  the  formation  ot  the 
button  ;  borax  may  be  used,  or  better,  a  fusible  earthy  sibcate,  such  as  ordinary  flint- 
glass.  Ores  of  the  second  class  require  some  base  to  serve  as  a  flux,  such  as  carbonate 
of  soda,  a  mixture  of  carbonate  of  lime  and  clay,  or  of  carbonate  of  lime  and  dolomite. 
Ores  of  the  third  class  are  mixed  with  carbonate  of  lime  in  the  proportion  of  Irom  one 
half  to  three-fourths  of  the  weight  of  tlie  foreign  matter  present  in  the  ore.  Ores  ot 
the  fourth  class  require  a  flux  of  silica  in  the  form  of  pounded  quaxtz,  and  generally 
also  Bomo  lime ;  the  manganosian  spathic  ores  which  belong  to  this  class  may  ba 
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assayed  with  the  adddition  of  silica  alone,  but  the  magnesian  spathic  ores  reqiiire  Ume. 
Ores  of  the  fifth  class  require  no  flux.  i  •„„j 

Method  of  conducting  the  assay.— Ot^q  hundred  grams  of  the  ore  finely  pulverised 
and  passed  through  a  silk  sieve  are  well  mixed  with  the  flux,  and  the  mixture  intro- 
duced into  the  smooth  concavity  made  in  the  centre  of  a  crucible  that  has  been  imea 
with  charcoal ;  the  lining  of  the  crucible  is  effected  by  partially  filling  it  with  coarsely- 
powdered  and  slightly-damped  charcoal  or  hrasque,  which  is  then  rammed  into  a 
solid  form  by  the  use  of  a  light  wooden  pestle.  The  mingled  ore  and  flux  must  be 
covered  with  charcoal.  The  crucible  thus  filled  is  closed  with  an  earthen  lid  luted 
on  with  fire-clay ;  and  it  is  then  set  on  its  base  in  the  air-furnace.  The  heat  should 
be  very  slowly  raised,  the  damper  remaining  closed  during  the  first  half-hour.  In 
this  way  the  water  of  the  damp  charcoal  exhales  slowly,  and  the  deoxidation  of  the 
ore  is  completed  before  the  fusion  begins  ;  if  the  heat  were  too  high  at  first  the  luting 
would  probably  split,  and  moreover,  the  slag  formed  would  dissolve  some  oxide  of 
iron,  which  would  be  lost  to  the  button,  and  thus  give  an  erroneous  result.  After 
half  an  hour  the  damper  is  gradually  opened,  and  the  furnace  being  filled  with  fresh 
coke,  the  temperature  is  raised  progressively  to  a  white  heat,  at  which  pitch  it  must 
be  maintained  for  a  quarter  of  an  hour ;  the  damper  is  then  closed,  and  the  furnace  is 
allowed  to  cool.  As  soon  as  the  temperature  is  sufficiently  reduced,  the  crucible  is 
removed  and  opened  over  a  sheet  of  brown  paper ;  the  hrasqiie  is  carefully  removed, 
and  the  button  of  cast  iron  taken  out  and  weighed.  If  the  experiment_  has  been 
entirely  successful  the  iron  will  be  found  at  the  bottom  of  the  crucible  in  a  small 
rounded  button,  and  the  slag  will  be  entirely  free  from  any  adhering  metallic  globules, 
and  will  resemble  in  appearance  green  bottle-glass ;  should,  however,  the  slag  contain 
small  metallic  particles,  the  experiment  is  not  necessarily  a  failure,  as  they  pay 
generally  be  removed  by  washing  and  the  magnet.  But  if  on  breaking  the  crucible, 
the  reduced  metal  should  be  found  in  a  partially  melted  state,  and  not  collected  into  a 
distinct  mass,  it  indicates  either  too  low  a  temperature  or  an  improper  selection  of 
fluxes,  and  the  experiment  must  be  repeated.  The  iron  obtained  is  not  chemically 
pure,  but  contains  carbon,  and  if  the  ore  is  manganiferous,  manganese  ;  the  result  is 
therefore  somewhat  too  high,  though  indicating  with  sufficient  exactness  for  all  manu- 
facturing purposes  the  richness  of  the  ore  assayed. 

Humid  Assay  of  Iron-ores. — The  quantitative  determination  of  the  various  sub- 
stances that  occur  in  iron-ores,  demands  on  the  part  of  the  operator  a  considerable 
amount  of  skill  and  patience,  and  can  only  be  profitably  undertaken  by  those  who 
have  acquired  in  the  laboratory  a  thorough  acquaintance  with  analytical  operations. 
As,  however,  much  attention  has  of  late  years  been  bestowed  on  the  composition  of 
iron-ores,  and  as  certain  elements,  viz.  manganese,  sulphur,  and  phosphorus,  are 
frequently  present,  which  very  considerably  affect  their  commercial  value,  we  deem 
it  right  to  give  a  detailed  account  of  the  operations  to  be  performed  in  order  to  arrive 
at  an  accurate  knowledge  of  the  composition  of  an  ore. 

Taking  for  illustration  a  specimen  of  the  most  complicated  composition,  the 
substances  besides  iron  to  be  looked  for,  and  estimated,  are  water  {hygroscopic  and 
coTnhineW),  organic  matter,  sulphur  (as  sulphuric  acid,  and  as  bisidphide  of  iron),  phos- 
phoric acid,  carbonic  acid,  silicic  acid,  oxide  of  manganese,  alumina,  lime,  and  alkalis  ; 
lead,  tin,  copper,  and  arsenic,  are  also  occasionally  met  with ;  these  metals  are  sought 
for  when  a  suspicion  of  their  presence  is  entertained,  by  a  special  operation  on  a  large 
quantity  of  ore. 

Too  great  care  cannot  be  bestowed  on  the  sampling  of  ores  intended  for  analysis  ; 
to  expend  so  much  time  and  labour  on  an  isolated  specimen  (unless  for  a  special 
object)  is  worse  than  useless ;  the  sample  operated  upon  should  be  selected  from  a 
large  heap,  which  should  be  thoroughly  gone  over,  and  several  dozen  pieces  taken 
from  different  parts  ;  these  should  be  coarsely  powdered  and  mixed,  and  about  half 
a  pound  taken  from  the  mass  should  be  preserved  in  a  well-corked  bottle  for  exami- 
tion. 

1.  Determination  of  water  {hygroscopic  and  combined). — About  50  grains  of  the 
ore  are  dried  in  the  water-oven  till  no  further  loss  of  weight  is  experienced  ;  the  loss 
indicates  tlie  hygroscopic  water ;  the  residue  is  introduced  into  a  tube  of  hard  glass, 
to  which  is  adapted  a  weighed  tube  containing  chloride  of  calcium ;  the  powder  is 
then  gradually  raised  to  a  low  red  heat ;  the  combined  water  is  thereby  expelled,  and 
its  amount  determined  by  the  increase  in  weight  of  the  chloride  of  calcium  tube. 
Some  ores  (the  hydrated  haematites)  contain  as  much  as  12  per  cent,  of  combined  water! 

2.  Sulphuric  acid  and  sulphur. — From  30  to  50  grains  of  the  ore  are  digested  with 
hydrochloric  acid,  filtered  and  washed.  The  filtrate,  concentrated  if  necessary  by 
evaporation,  is  precipitated  by  great  excess  of  chloride  of  barium.  Every  100  parts 
of  the  sulphate  of  baryta  produced  indicate  34-37  parts  of  sulphuric  acid.  The  in- 
soluble residue  on  the  filter  is  fused  in  a  gold  crucible  with  nitre  and  carbonate  of 
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soda,  the  fused  mass  is  dissolved  in  hydrochloric  acid,  evaporated  to  dryness,  mois- 
tened M'ith  strong  acid,  diluted  and  filtered ;  from  the  filtrate  the  sulphuric  acid  is 
precipitated  as  sulphate  of  baryta,  every  100  paints  of  which  indicate  13-748  parts  of 
sulphur,  and  26"48  parts  of  bisulphide  of  iron. 

In  the  analysis  of  haematites  it  is  necessary  to  bear  in  mind  that  porchlorido  of  iron 
is  partially  reduced  wlion  boiled  with  finely-divided  iron  pyrites  and  hydrochloric  acid, 
sulphuric  acid  being  formed. — Dick. 

3.  rhosphorio  acid.— ¥rom  60  to  76  grains  of  the  ore  are  digested  with  hydrochloric 
acid  and  filtered ;  the  clear  solution,  which  should  not  be  too  acid,  is  boiled  with 
sulphite  of  ammonia,  added  gradually  in  small  quantities  till  it  either  becomes  colour- 
less or  acquires  a  pale  green  colour,  indicating  that  the  peroxide  of  iron  originally 
present  has  been  reduced  to  protoxide;  the  solution  is  nearly  neutralised  with  car- 
bonate of  ammonia,  excess  of  acetate  of  ammonia  added,  and  the  liquid  boiled ;  strong 
solution  of  perchloride  of  iron  is  then  added  drop  by  drop,  until  the  precipitate  which 
foms  has  a  distinct  red  colour;  this  precipitate,  which  contains  all  the  phosphoric  acid 
originally  present  in  the  ore,  is  collected  on  a  filter,  washed,  and  redissolved  in  hydro- 
chloric acid,  tartaric  acid  added,  and  then  ammonia.  From  this  ammoniacal  solution, 
the  phosphoric  acid  is  finally  precipitated  as  ammonio-phosphate  of  magnesia,  by  the 
addition  of  chloride  of  ammonium,  sulphate  of  magnesia,  and  ammonia.  The  pre- 
cipitate is  allowed  24  hours  to  subside ;  it  is  then  collected  on  a  filter,  and  if  it  has 
a  yellow  colour,  which  is  almost  invariably  the  case,  it  is  redissolved  in  hydrochloric 
acid,  and  more  tartaric  acid  being  added,  it  is  again  precipitated  by  ammonia ;  100 
parts  of  the  ignited  pyrophosphate  of  magnesia  correspond  to  64'3  parts  of  phosphoric 
acid. 

Alkalis, — ^It  was  ascertained  by  Mr.  Dick,  that  nearly  the  whole  of  the  alkali 
present  in  an  iron  ore  is  contained  in  that  portion  which  is  insoluble  in  hydro- 
chloric acid.  The  residue  from  about  80  grains  of  the  ore  is  placed  in  a  platinum 
capsule,  moistened  with  ammonia,  and  exposed  for  several  hours  to  the  action  of 
hydrofluoric  acid  gas  in  a  closed  leaden  dish ;  it  may  be  necessary  to  repeat  the  ope- 
ration if  much  silica  is  present ;  it  is  then  slowly  heated  to  dull  redness,  and  dis- 
solved in  dilute  hydrochloric  acid  ;  the  solution  is  mixed  with  excess  of  baryta-watei 
and  filtered ;  the  excess  of  baryta  is  removed  by  carbonate  of  ammonia,  and  the  so- 
lution is  evaporated  to  dryness  and  ignited  ;  the  residue  is  redissolved  in  a  little  hot 
water,  and  a  few  drops  of  oxalate  of  ammonia  added.  If  no  precipitate  or  cloudiness 
occurs,  it  may  be  once  more  evaporated  to  dryness  and  gently  ignited :  the  residue 
is  chloride  of  potassium,  100  parts  of  which  indicate  63  parts  of  potash.  Shoi'.ld 
oxalate  of  ammonia  have  occasioned  a  precipitate,  it  must  be  filtered  off,  and  the 
clear  liquid  evaporated.  The  search  for  potash  is  troublesome  and  lengthy ;  it  may 
be  altogether  omitted  in  a  technical  analysis. 

Determination  of  the  remaining  constituents. — 25  or  30  grains  of  the  finely-powdered 
ore  are  digested  for  about  half  an  hour  with  strong  hydrochloric  acid,  diluted  with 
boiling  distilled  water  and  filtered.  The  residue  on  the  filter  being  thoroughly  washed, 
the  solution  is  peroxidised,  if  necessary,  by  the  addition  of  chlorate  of  potash,  nearly 
neutralised  by  ammonia,  boiled  with  excess  of  acetate  of  ammonia,  and  rapidly 
filtered  while  hot ;  the  filtrate  (which  shoidd  be  colourless)  together  with  the  wash- 
ings, is  received  in  a  flask,  ammonia  is  added,  and  then  a  few  drops  of  bromine,  and 
the  flask  closed  with  a  cork.  In  a  few  minutes,  if  manganese  be  present,  the  liquid 
acquires  a  dark  colour ;  it  is  allowed  to  remain  at  rest  for  24  hours,  then  warmed, 
and  rapidly  filtered  and  washed ;  the  brown  substance  on  the  filter  is  hydrated  oxide 
of  manganese  :  it  loses  its  water  by  ignition,  and  then  becomes  Mn'  100  parts  of 
which  correspond  to  93  parts  of  protoxide. 

The  liquid  filtered  from  the  manganese  contains  the  lime  and  magnesia ;  the  former 
is  precipitated  by  oxalate  of  ammonia,  and  the  oxalate  of  lime  formed  converted  by 
ignition  into  carbonate,  in  wliich  state  it  is  either  weighed,  having  been  previously 
evaporated  with  carbonate  of  ammonia,  or  it  is  converted  into  sulphate  by  the  ad- 
dition of  a  few  drops  of  sulphuric  acid,  evaporation  and  ignition.  The  lime  being 
separated,  the  magnesia  is  thrown  down  as  ammonio-magnesian  phosphate  by  phos- 
phate of  soda  and  ammonia,  and  after  standing  for  24  hours  it  is  collected  on  a  filter, 
washed  witii  cold  ammonia-water,  dried,  ignited,  and  weighed;  100  parts  of  car- 
bonate of  lime  correspond  to  66-0  of  lime  ;  100  parts  of  sulphate  of  lime  to  40'1  of 
lime,  and  100  parts  of  pyrophosphate  of  magnesia  to  357  of  magnesia. 

The  red  precipitate  collected  on  the  filter  after  the  boiling  with  acetate  of  am- 
monia, consists  of  the  basic  acetates  of  iron  and  alumina,  together  with  the  phosphoric 
add.  It  is  dissolved  in  a  small  quantity  of  hydrochloric  acid,  and  then  boiled  in  a 
silver  or  platinum  basin  with  considerable  excess  of  pure  caustic  potash ;  the  alumina 
(with  the  phosphoric  acid)  is  hereby  dissolved,  the  insoluble  portion  is  allowed  to 
subside,  and  the  clearer  liquor  is  thou  decanted,  after  which  the  residue  is  tlirown  on  % 
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filter  and  washed;  the  filtrate  and  washings  are  supersaturated  with  hydrochloric 
acid,  nearly  neutralised  with  ammonia,  and  the  alumina  finally  precipitated  by  car- 
bonate of  ammonia.  From  the  weight  of  the  ignited  precipitate,  the  corresponding 
amount  of  phosphoric  acid  determined  by  a  separate  operation  is  to  be  deducted,  and 
the  remainder  is  calculated  as  alumina.  The  residue  left  after  digesting  the  ore  with 
hydrochloric  acid,  consists  principally  of  silica,  but  it  may  also  contain  alumina,  per- 
oxide of  iron,  lime,  magnesia,  and  potash.  Por  practical  purposes  it  is  rarely  necessary 
to  submit  it  to  minute  examination  ;  should  such  be  desired,  it  must  be  dried,  ignited, 
and  weighed,  then  fused  in  a  platinum  crucible  with  four  times  its  weight  of  mixed 
alkaline  carbonates,  the  fused  mass  dissolved  in  dilute  hydrochloric  acid,  and  evapo- 
rated to  dryness,  the  residue  moistened  with  strong  hydrochloric  acid,  and  after  stand- 
ing at  rest  for  some  hours,  digested  with  hot  water,  filtered,  and  the  silica  on  the  filter 
ignited  and  weighed.  The  alumina,  lime,  oxide  of  iron,  and  ynagnesia  in  the  filtrate 
are  separated  from  each  other  according  to  the  instructions  given  above ;  the  potash  is 
estimated  by  a  distinct  process. 

Carbonic  acid. — This  acid,  which  constitutes  a  considerable  part  of  the  weight  of 
that  large  and  important  class  of  ores  the  claj/  ironstones,  is  estimated  by  noting  the 
loss  sustained  after  adding  to  a  weighed  portion  of  the  ore  sulphuric  acid,  and  thus 
evohnng  the  gas;  or  more  roughly,  by  the  loss  sustained  in  the  entire  analysis. 
Another  method  is  ta  fuse  20  or  25  grains  of  the  ore  with  60  or  80  grains  of  dry 
borax,  and  noting  the  loss,  which  consists  of  water  and  carbonic  acid;  by  deducting 
the  water  obtained  in  a  previous  experiment,  the  quantity  of  carbonic  acid  is  ob- 
tained. This  method,  however,  can  scarcely  be  recommended,  on  account  of  the  cor- 
rosion of  the  crucible,  though  the  results  are  very  accurate. 

Determination  of  the  iron. — This  is  performed  on  a  separate  portion  of  the  ore, 
either  by  the  volumetric  method  of  Marguerite,  or  by  that  of  Dr.  Penny :  both  give 
very  exact  results.  Marguerite's  method  is  based  on  the  reciprocal  action  of  the 
salts  of  protoxide  of  iron  and  permanganate  of  potash,  whereby  a  quantity  of  the 
latter  is  decomposed  exactly  proportionate  to  the  quantity  of  iron.  The  ore 
(about  10  or  15  grains)  is  dissolved  in  hydrochloric  acid,  and  the  metal  brought  to 
the  minimum  of  oxidation  by  treating  the  solution  with  sulphite  of  soda  (or  better, 
sulphite  of  ammonia),  and  boiling  to  expel  the  excess  of  sulphurous  acid  ;  the  solution 
of  permanganate  of  potash  is  then  cautiously  added  drop  by  drop,  until  the  pink  colour 
appears,  and  the  number  of  divisions  of  the  burette  required  for  the  purpose  accurately 
noted.  The  solution  should  be  considerably  diluted,  and  there  must  be  a  suflacient 
quantity  of  free  acid  present  to  keep  in  solution  the  peroxide  of  iron  formed  and  also 
the  oxide  of  manganese.  The  whole  of  the  ifon  must  be  at;  the  minimum  of  oxidation, 
and  the  excess  of  sulphurous  acid  must  be  completely  expelled  ;  if  the  latter  precau- 
tion be  neglected  an  erroneous  result  will  be  obtained,  as  the  sulphurous  acid  will  itself 
tkke  oxygen  from  the  permanganic  acid,  and  thus  react  in  the  same  manner  as  iron. 

To  prepare  the  permanganate  of  potash,  7  parts  of  chlorate  of  potassa,  10  parts  of 
hydrate  of  potassa,  and  8  parts  of  peroxide  of  manganese  are  intimately  mixed.  The 
manganese  must  be  in  the  finest  possible  powder,  and  the  potash  having  been  dis- 
solved in  water,  is  mixed  with  the  other  substances,  dried,  and  the  whole  heated  to 
very  dull  redness  for  an  hour.  The  fused  mass  is  digested  with  water,  so  as  to  obtain 
as  concentrated  a  solution  as  possible,  and  dilute  nitric  acid  added  till  the  colour 
becomes  of  a  beautiful  violet;  it  is  afterwards  filtered  through  asbestos.  The  solution 
must  be  defended  from  the  contact  of  organic  matter,  and  kept  in  a  glass-stoppered 
bottle.  If  the  solution  be  evaporated,  it  yields  beautiful  red  acicular  crystals :  it  is 
better  to  employ  the  crystals  in  the  preparation  of  the  test-liquor,  as  the  solution  keeps 
much  better  when  no  manganate  is  present.  To  prepare  the  normal  or  test-liquor, 
a  certain  quantity,  say  15  grains,  of  pianoforte  wire  are  dissolved  in  pure  hydro- 
chloric acid;  after  the  disengagement  of  hydrogen  has  ceased,  and  the  solution  is 
complete,  the  liquor  is  diluted  with  about  a  pint  of  water,  and  accurately  divided  by 
measurement  into  two  equal  parts,  the  number  of  burette  divisions  of  the  solution  of 
permanganate  required  to  produce  in  each  the  pink  colour  is  accurately  noted  •  and 
this  number  IS  then  employed  to  reduce  into  weight  the  result  of  the  analysis  of  an 
ore.  A  useful  normal  liquor  is  made  by  dissolving  100  grains  of  the  crystallised  Der- 
manganate  in  10,000  grains  of  water.  ^ 
^  Penny's  method  is  based  on  the  reciprocal  action  of  chromic  acid  and  protoxide  of 
iron,  whereby  a  transference  of  oxygen  takes  place,  the  protoxide  of  iron  becomine 
converted  into  peroxide,  and  the  chromic  acid  into  sesquioxido  of  chromium  The 
process  is  conducted  as  follows :— A  convenient  quantity  of  the  specimen  is  reduced 
to  coarse  powder,  and  one  half  at  least  of  this  is  still  further  pulverised  until  it  ic 
longer  g^^tty  between  the  fingers.  The  test  solution  of  bichromate  of  potash  is  next 
prepared:  44-4  grains  of  this  salt  in  fine  powder  are  weighed  out,  and  put  into  a 
Burette  graduated  into  100  equal  parts,  and  warm  distilled  water  is  afterwards  poSrod 
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in  until  tho  instrument  is  filled  to  0.  The  palm  of  the  hand  is  then  securely  placed 
on  tho  top,  and  tho  contents  agitated  by  repeatedly  inverting  the  instrument  until  tho 
salt  is  dissolved  and  tho  solution  rendered  of  uniform  density  throughout.  Each  divi- 
sion of  tho  solution  thus  prepared  contains  0*444:  grain  of  bichromate,  -which  Dr. 
Penny  ascertained  to  correspond  to  half  a  grain  of  metallic  iron.  The  bichromate 
must  bo  pure,  and  should  be  thoroughly  dried  by  being  heated  to  incipient  fusion. 
100  grains  of  the  pulverised  iron-stone  are  now  introduced  into  a  Florence  flask  with 
1^  oz.  by  measure  of  strong  hydrochloric  acid  and  J  oz.  of  distilled  water.  Heat  is 
cautiously  applied  and  the  mixture  occasionally  agitated  until  tho  efifervescence 
caused  by  the  escape  of  carbonic  acid  ceases,  the  heat  is  then  increased,  and  the  mix- 
ture made  to  boil,  and  kept  at  moderate  ebullition  for  ten  minutes  or  a  quarter  of  an 
hour.  About  6  oz.  of  water  are  next  added  and  mixed  with  the  contents  of  the  flask, 
and  the  whole  filtered  into  an  evaporating  basin.  The  flask  is  rinsed  several  times 
vnth  water,  to  remove  all  adhering  solution,  and  the  residue  on  the  filter  is  well  washed. 
Several  small  portions  of  a  weak  solution  of  red  prussiate  of  potash  (containing  1 
part  of  salt  to  40  water)  aie  now  dropped  upon  a  white  j)orcelain  slab,  which  is 
conveniently  placed  for  testing  the  solution  in  the  basin  durmg  the  next  operation, 
Tho  prepared  solution  of  bichromate  of  potash  in  the  burette  is  then  added  very 
cautiously  to  the  solution  of  iron,  which  must  be  repeatedly  stirred,  and  as  soon  as  it 
assumes  a  dark  greenish  shade  it  should  be  occasionally  tested  with  the  red  prussiate 
of  potash.  This  may  be  easily  done  by  taking  out  a  small  quantity  on  the  end  of  a 
glass  rod,  and  mixing  it  with  a  drop  of  the  solution  on  the  porcelain  slab.  When  it  is 
noticed  that  the  last  drop  communicates  a  distinct  blue  tinge,  the  operation  is  termi- 
nated ;  the  burette  is  allowed  to  drain  for  a  few  minutes,  and  the  number  of  divisions 
of  the  test-liquor  consumed  read  off.  This  number  multiplied  by  2  gives  the  amount 
of  iron  per  cent.  The  necessary  calculation  for  ascertaining  the  corresponding  quantity 
of  protoxide  is  obvious.  If  the  specimen  should  contain  iron  in  the  form  of  peroxide, 
the  hydrochloric  solution  is  deoxidised  as  before  by  sulphite  of  ammonia.  The  pre- 
sence of  peroxide  of  iron  in  an  ore  is  easily  detected  by  dissolving  30  or_40  grains  in 
hydrochloric  acid,  diluting  with  water,  and  testing  a  portion  of  the  solution  with  svl- 
phocyanide  of  potassium.  If  a  decided  blood-red  colour  is  produced,  peroxide  of  iron 
is  present.  If  it  be  desired  to  ascertain  the  relative  proportions  of  peroxide  and 
protoxide  of  iron  in  an  ore,  two  operations  must  be  performed  :  one  on  a  quantity  of 
the  ore  that  has  been  dissolved  in  hydrochloric  acid  in  a  stout  stoppered  bottle ;  and 
another  on  a  second  quantity  that  has  been  dissolved  as  usual,  and  then  deoxidised  by 
sidphite  of  ammonia  or  by  metallic  zinc.  It  is  advisable  to  employ  the  solution  of 
bichromate  much  weaker  than  proposed  by  Dr.  Penny,  and  to  employ  a  burette 
graduated  to  cubic  millimeters.  A  good  strength  is  1  grain  of  metallic  iron  =  10 
cubic  centimeters  of  bichromate-solution,  >    •  a 

Metals  precijpitable  by  sulphuretted  hydroffen  from  the  hydrochloric  solution.— K 
weighed  portion  of  the  ore,  varying  from  200  to  2,000  grains,  is  digested  for  a  con- 
siderable time  in  hydrochloric  acid :  the  solution  is  filtered  off ;  the  iron  in  the  filtrate 
reduced  when  necessary  by  sulphite  of  ammonia,  and  a  current  of  sulphuretted  hydro- 
gen passed  through  it.  A  small  quantity  of  sulphur  which  is  always  suspended  is 
collected  on  a  filter  and  thoroughly  washed ;  it  is  then  incinerated  at  as  low  a  tempe- 
rature as  possible.  The  residue  (if  any)  is  mixed  with  carbonate  of  soda,  and  heated 
upon  charcoal  before  the  blowpipe  :  any  globules  of  metal  that  may  be  obtained  are 

dissolved  and  tested,  ,  ,    ,        •    j  i  „ 

Analysis  of  Pig-iron.— Ihe  most  important  constituents  to  be  determined  are  carbon 
fcombined  and  uncombined),  silicon,  sulphur,  phosphorus  ;  those  of  less  consequence, 
or  of  more  rare  occurrence,  are  manganese,  arsenic,  copper,  zinc,  chromium,  titanium, 
cobalt,  nickel,  tin,  aluminium,  calcium,  magnesium,  and  the  metals  of  the  alkalis.  _ 

1  Determination  of  the  total  amount  of  carbon.— Ahont  100  grains  of  the  iron  in 
small  pieces  are  digested,  at  a  moderate  temperature,  m  6-oz.  measure  of  a  solution 
formed  by  dissolving  6  oz.  of  crystallised  sulphate  of  copper,  and  4  oz.  of  common 
salt  in  20  oz.  of  water  and  2  oz.  of  concentrated  hydrochloric  acid.  The  action  is 
allowed  to  proceed  until  all,  or  nearly  all  the  iron  is  dissolved,  Carbonjni  coppjr 
are  left  insoluble  ;  these  are  collected  on  a  filter,  and  washed  first  with  dilute  hydro- 
chloric acid  (to  prevent  the  precipitation  of  subchlorido  of  copper)^  then  with  water, 
Sen  wi?h  dilute^  caustic  potash,  and  finally  witli  boiling  water.  The  ^-ed  <^rbon 
and  copper  are  dried  on  the  filter,  from  which  they  are  '^'''^^ly ''^^.^'^^  f^y.  ^ 
blade,  and  are  mixed  with  oxide  of  copper,  and  burned  in  a  ^^o^^^^^ion  tube  in  t^^^ 
usual  way,  with  a  current  of  air,  or,  still  better,  of  oxygon  The  carbonic  acid  is 
collected  in  Liebig's  apparatus,  from  which  the  amount  of  ^^^^^J^  ,  •  „_ 

2.  Graphite,  or  uncombined  carbon.-A  weighed  portion  of  the  fi"«jy-^?,7^J^^;:?? 
(filings  or  borings  may  be  used)  is  digested  with  moderately  strong  l^yf  ^;<J^1°"°^^^,^  f ' 
the  combined  wirbon  is  evolved  with  combination  with  hydrogen,  while  the  graph  te 
is  left  undissolved.    It  is  collected  on  a  filter,  washed,  and  then  boiled  with  a  bolu- 
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tion  of  caustic  potash,  specific  gravity  1-27,  in  a  silver  dish;  the  silica  which  existed 
in  the  iron  in  the  form  of  silicon  is  hereby  dissolved ;  the  clear  caustic  solution  is 
drawn  off  by  a  pipe  or  siphon,  and  the  black  residue  repeatedly  washed ;  it  is  dried 
at  as  high  a  temperature  as  it  will  bear,  and  weighed ;  it  is  then  heated  to  redness  m 
a  current  of  air,  until  the  whole  of  the  carbon  is  burnt  off.  A  reddish  residue  gene-, 
rally  remains,  which  is  weighed,  and  the  weight  deducted  from  that  of  original  black 
residue,  the  difference  gives  the  amount  of  graphite. 

3.  Silicon.— The  amount  of  this  element  is  determined  by  evaporating  to  dryness 
a  hydrochloric  solution  of  a  weighed  quantity  of  the  metal :  the  dry  residue  is  re- 
digested  with  hydrochloric  acid,  diluted  with  water,  boiled  and  filtered  ;  the  insoluble 
matter  on  the  filter  is  washed,  dried,  and  ignited,  until  the  whole  of  the  carbon  is 
boiled  off ;  it  is  then  weighed,  after  which  it  is  digested  with  solution  of  potash,  and  the 
residue,  if  any,  washed,  dried,  ignited,  and  weighed :  the  difference  between  the  two 
weights  gives  the  amount  of  silicic  acid,  100  parts  of  which  indicate  47  parts  of  silicon. 

4.  Phosphorus. — A  weighed  portion  of  the  metal  is  digested  in  nitro-hydrochloric  acid, 
evaporated  to  dryness,  and  the  residue  redigested  with  hydrochloric  acid.  The  solution 
is  treated  precisely  as  recommended  for  the  determination  of  phosphoric  acid  in  ores  ; 
every  100  parts  of  pyrophosphate  of  magnesia  indicate  28"66  parts  of  phosphorus. 

5.  Sulphur. — In  grey  iron  this  element  is  very  conveniently  and  accurately  estimated 
by  allowing  the  gas  evolved  by  the  action  of  hydrochloric  acid  on  a  weighed  quantity 
i^about  100  grains)  of  the  metal,  in  filings  or  borings,  to  pass  slowly  through  a  solu- 
tion of  acetate  of  lead  acidified  by  acetic  acid  :  the  sulphur,  the  whole  of  which  takes 
the  form  of  sulphuretted  hydrogen,  enters  into  combination  with  the  lead,  forming  a 
black  precipitate  of  sulphide  of  lead,  which  is  collected,  washed,  and  converted  into 
sulphate  of  lead  by  digesting  it  with  nitric  acid,  evaporating  to  dryness,  and  gently 
igniting:  100  parts  sulphate  of  lead  =10*55  sulphur.  The  most  minute  quantity  of 
sulphur  in  iron  is  detected  by  this  process.  If,  however,  crude  white  iron  is  under 
examination,  this  method  does  not  give  satisfactory  results,  on  account  of  the  diffi- 
culty with  which  it  is  acted  upon  by  hydrochloric  acid ;  it  is  laetter,  therefore,  to  treat 
the  metal  with  nitro-nydrochloric  acid,  evaporate  to  dryness,  re-digest  with  hydro- 
chloric acid,  and  then  precipitate  the  filtered  solution  with  great  excess  of  chloride  of 
barium  ;  or  the  finely-divided  metal  may  be  fused  in  a  gold  crucible,  with  an  equal 
weight  of  pure  nitrate  of  soda,  and  twice  its  weight  of  pure  alkaline  carbonates  ;  the 
fused  mass  is  extracted  with  water  acidified  with  hydrochloric  acid,  and  finally  pre- 
cipitated by  chloride  of  barium. 

Manganese. — This  metal  is  determined  by  the  process  described  for  its  estimation 
in  ores ;  the  iron  must  exist  in  the  solution  in  the  form  of  sesqmoxide. 

Arsenic  and  Copper. — The  nitro-hydrochloric  solution  of  the  metal  is  evaiporated 
to  dryness,  re-digested  with  hydrochloric  acid,  and  filtered.  The  iron  in  the  clear 
solution  is  reduced  to  protochloride  by  boiling  with  a  sufficient  quantity  of  sulphite 
of  ammonia,  the  solution  is  boiled  till  it  has  lost  all  smell  of  sulphurous  acid.  It  is 
then  saturated  with  sulphuretted  hydrogen,  and  allowed  to  stand  for  24  hours  in  a 
closed  vessel,  the  excess  of  gas  is  boiled  off,  and  the  precipitate,  if  any,  collected  on  a 
small  filter  and  well  washed  ;  it  is  digested  with  monosulphide  of  potassium,  which 
dissolves  the  sulphide  of  arsenic,  leaving  the  sulphide  of  copper  untouched ;  the  latter 
is  decomposed  by  heating  with  nitric  acid,  and  the  presence  of  copper  evinced  by  the 
addition  of  ammonia,  which  produces  a  fine  blue  colour ;  the  sulphide  of  arsenic  is 
precipitated  from  its  solution  in  sulphide  of  potassium  by  dilute  sulphuric  acid  ;  it 
may  be  redissolved  in  aqua  regia,  and  the  nitric  acid  having  been  expelled  by  evapo- 
ration, the  arsenic  may  be  reduced  in  Marsh's  apparatus. 

NkM  and  Cobalt.— These  metals,  if  present,  will  be  found  in  the  solution  from  which 
the  copper  and  arsenic  have  been  precipitated  by  sulphuretted  hydrogen.  The  solution 
is  peroxidised,  and  the  sesquioxide  of  iron  precipitated  by  slight  excess  of  carbonate 
of  baryta,  after  which  the  nickel  and  cobalt  are  precipitated  by  sulphide  of  ammonium. 

Chromium  and  Vanadium — These  metals,  which  should  be  looked  for  in  the  car- 
bonaceous residue  obtained  by  dissolving  a  large  quantity  of  the  iron  in  dilute  hydro- 
chloric or  sulphuric  acid,  are  detected  as  follows  (  WbUer) ; — The  ignited  residue  is 
intimately  mixed  with  one-third  of  its  weight  of  nitre,  and  exposed  for  an  hour  in 
a  crucible  to  a  gentle  ignition.  When  cool,  the  mass  is  powdered  and  boiled  with 
water.  The  filtered  solution  is  gradually  mixed,  and  well  stirred  with  nitric  acid, 
taking  care  that  it  may  still  remain  slightly  alkaline,  and  that  no  nitrous  acid  is 
liberated  which  would  reduce  the  vanadic  and  chromic  acids.  The  solution  is  then 
mixed  with  an  excess  of  solution  of  chloride  of  barium  as  long  as  any  precipitate  is 
produced.  The  precipitate,  which  consists  of  vanadate  and  cliromate  of  baryta,  is 
decomposed  with  slight  excess  of  dilute  sulphuric  acid,  and  filtered.  The  filtrate  is 
neutralised  with  ammonia,  concentrated  by  evaporation,  and  a  fragment  of  chloride  of 
ammonium  placed  in  it.  In  proportion  as  the  solution  becomes  saturated  with  chloride 
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of  ammonium,  vanadate  of  ammonia  is  dopositod  as  a  white  or  yellow  crystalline 
powder.  To  tost  for  chromium  only,  the  mass  after  fusion  with  nitre  is  extracted 
with  water,  and  then  boiled  with  carbonate  of  apimonia ;  the  Bolution  is  neutralised 
with  acetic  acid,  and  then  acetate  of  lead  added ;  the  production  of  a  yellow  precipi- 
tiite  indicates  chromic  acid. 

Aluminium. — This  metal  is  best  separated  from  iron,  by  first  reducing  the  latter  to 
the  state  of  protoxide  by  sulphite  of  ammonia,  then  neutralising  with  carbonate  of 
soda,  and  afterwards  boiling  with  excess  of  caustic  potash,  until  the  precipitate  is 
black  and  pulverulent.  The  solution  is  then  filtered  olF,  slightly  acidulated  with 
liydrochloric  acid,  and  the  alumina  precipitated  by  sulphide  of  ammonium. 

Calcittm  and  Magnesium. — These  metals  are  found  in  the  solution  from  which  tlio 
iron  and  aluminium  have  been  separated  ;  they  both  exist  probably  (together  with 
the  aluminium)  in  the  cast  iron  in  the  form  of  slag,  and  are  best  detected  in  the  black 
residue  which  is  left  on  dissohnng  the  iron  in  dilute  sulphuric  or  hydrochloric  acid. 
After  digesting  this  residue  with  caustic  potash,  and  burning  away  the  graphite,  a 
small  quantity  of  a  red  powder  is  left,  which  is  composed  of  silicic  acid,  oxide  of  iron, 
alumina,  lime,  and  magnesia  ;  if  600  grains  of  cast  iron  are  operated  upon,  a  suffi- 
cient quantity  of  insoluble  residue  will  be  obtained  for  a  quantitative  determination 
of  its  constituents. 

Eggerts's  Methods. — Eggertz's  method  of  determining  combined  carbon  an  iron  or 
steel  depends  upon  the  discoloration  produced  by  carbon  in  solution  of  pernitrate_  of 
iron,  which,  under  ordinary  circumstances,  is  colourless,  or  at  most  of  a  greenish  tint. 
The  standard  series  of  colours  is  made  by  dissolving  quantities  weighing  1  diagramme 
of  steel  of  known  composition  in  nitric  acid  at  low  temperature,  and  diluting  with  water 
to  a  standard  volume.  The  solutions  which  give  different  shades  of  brown  are  preserved 
in  glass  tubes. 

A  similar  weight  of  the  steel  to  be  examined  is  dissolved  in  pure  nitric  acid  under 
the  conditions  observed  in  making  the  standard  series.  The  solution  is  decanted  from 
the  residue,  poured  into  a  burette  of  the  same  diameter  as  the  tubes  containing  the 
standard  series,  and  diluted  with  water  until  it  matches  one  of  tJie  tints.  The  amount 
of  carbon  is  then  found  by  calculation  from  the  relative  volumes  of  the  solutions  of 
steel,  with  a  medium  amount  of  carbon,  say  0-8  per  cent.,  gives  a  yellowish  green 
solution  ;  a  very  hard  variety,  with  1-5  per  cent,  brownish  red;  and  the  softest,  with 
0-40  per  cent.,  only  a  slight  greenish  tinge. 

The  Swedish  classification  of  Bessemer  steel  by  numbers,  based  upon  the  percentage 
of  carbon  determined  by  the  above  process,  is  as  follows  : — 

No.  1  contains  2  per  cent. ;  No.  1-5,  1-75;  No.  2,_l-5  ;  and  so  on,  up  to  No.  4-&, 
■with  only  0-25  per  cent.,  below  which  point  the  scale  is  not  extended.  _ 

The  following  determinations  of  carbon  in  various  kinds  of  iron  and  steel  made  m 
Sweden  are  by  Eggertz : — 

Softest  Swedish  Bessemer  iron  contains    0-08  per  cent,  of  carbon 

Soft  steel  0-75  „ 

Best  quality  of  cast  steel 

Natural  forge  steel 

Cement  steel       .       .  • 

Cast  steel    .       .       .      • . 

Hardest  welding  cast  steel  . 

Malleable  cast  iron 

Draw  plate  steel  .       .       .       -       -  .      .   -n  i  •      f  « 

The  following  modification  of  this  process  is  adopted  at  Seraing,  in  Belgium,  tor 
the  determination  of  carbon  in  mild  Bessemer  steel.  Two  samples,  each  weighing 
()-2  cramme,  of  the  ingot  to  be  tested  are  taken  ;  one  being  in  the  state  of  filings, 
and  the  other  of  borings.  These  are  treated  with  20  cubic  centimeters  of  mtric  acid 
of  specific  gravity  1-2  ;  the  solution  being  effected  in  a  ^ater-bath  at  80  .  For  the 
test-standard  the  same  weight  of  two  different  samples  of  the  hardest  steel  made  in 
the  works,  whose  carbon  has  been  already  determined  and  containing  0-61  and  0  6rf 
per  cent,  respectively,  are  dissolved  up  in  the  same  manner.  The  whole  of  the  fow 
solutions  are  then  brought  down  to  one  tmt  by  adding  water  to  the  darker  ones,  care 
being  taken  to  conduct  the  operation  in  tubes  of  ^^^f  t^/,f^°^^^;^f„"'^''^Vf  ^  3 
.-vmount  of  carbon  can  then  be  computed  from  the  volume  of  tje  solutions.  If  the 
difference  in  the  results  given  by  the  two  samples  does  not  exceed  4  03  P« J^^^f-: 
arithmetical  mean  between  them  is  adopted  as  the  true  amount;  but  should  it  bo  ■ 

"^^'^-^rr^o^  making  standard  solutions  ^^^^^^ 
determinations,  different  coloured  liquids  have  been  employed  with  a  view  f  "'^t''^  » 
a  permanent  scale  of  colours.    Among  these  may  bo  mentioned  <^>^'^""',  •.  "[^^^^ 
Bugar,  which  gives  various  shades  of  yellow  and  brown,  but  alters  very  quickly,  ana 


1-4  to  1-6 
0-99  „  2-44 
0-5    „  1-90 

0-  36  „  1-9 

1-  80 

0-88  „  1-52 
3-30 
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T^arti-iUv  decomposed  solution  of  indigo  in  sulphuric  acid,  *h  is  said  to  keep  its 
SaSSlTXur  without  alterations^ 

by  Hetman  consists  of  a  mixture  of  bicluromate  of  potash  ^^^.^^^^f  ^^^^^^^^^^ 

most  cases,  however,  the  direct  system  of  comparison  with  solutions  obtained  oi  steel 

!!SttTrmin'attn"?-silicon  in  iron  and  steel  is  a  matter  of  some  diffic.llt3^ 
as  tt  mere  weiXng  of  the  ignited  insoluble  •  residue  from  the  hydrochloric  acid 
Lh  ttn  aSe3^^^^^^^   of  the  s^ica  found..as  silicon,  depends 

that  the  iron  is  free  from  silicates,  which  is  often  contrai-y  to  the  fact  especially  m 
LalleabLTron,  which  may  contain  a  not^  amount  of  mterming  e_d  slag  that  has 
not  been  perfe  tTy  expelled  in  the  welding,  and  exists  as  a  mechamcal  impurity,  having 
no  relation  whatever  to  the  real  composition  of  the  metal  This  defective  erpreta- 
tion  of  the  ultimate  analyses  is  probably  the  cause  of  the  contradictory  statements 
current  as  to  the  amount  of  silicon  that  may  be  present  beneficially  in  metallic  iron. 
Effgertz  has  introduced  a  method  of  determining  silicon  in  the  presence  ot  slags, 
which  is  based  upon  the  fact  that  when  iron  is  slowly  acted  on  by  bromine,  or  a  solution 
of  iodine,  it  dissolves,  and  the  silicon  set  free  is  converted  into  sihca,  which  is  com- 
pletely soluble  in  a  boiling  solution  of  carbonate  of  soda,  while  that  m  combination  in 
the  slag,  if  any  be  present,  is  not  acted  upon.  The  same  method  may  be  employed 
with  cast  iron,  as  blast-furnace  slag,  which  sometimes  occurs  m  it  as  a  mechanical 
impurity  is  not  sensibly  acted  upon  either  by  iodine,  bromine,  or  carbonate  ot  soda. 

The  process  is  conducted  as  follows :— Three  grammes  or  -45  gram  of  iron  m  the 
state  of  filings  or  borings  sufficiently  small  to  pass  through  a  sieve  wath  meshes  ^tJi 
of  an  inch  in  diameter,  is  treated  with  five  times  its  weight  of  iodine,  in  a  volume  ot 
fifteen  cubic  centimeters  of  water  contained  in  a  beaker  of  about  six  or  seven  times  that 
capacity.  Water  that  has  been  boiled  to  free  it  from  air  is  used,  and  the  operation 
must  be  performed  at  as  low  a  temperature  as  possible,  in  order  to  permit  oxidation 
of  the  iron  by  the  air  ;  it  is  usual,  therefore,  to  keep  the  beaker  cool  by  the  use  of  ice. 
When  the  iron  is  completely  dissolved,  the  solution  is  increased  to  three  times  the 
original  volume  by  the  addition  of  very  cold  water,  in  order  to  prevent  the  separation 
of  basic  salts  of  iron,  and  is  well  stirred  and  left  to  settle.  The  lighter  scales  of 
graphitic  carbon  remain  in  suspension,  but  are  poured  off  with  the  bulk  of  the  liqmd 
into  a  filter  2  inches  in  diameter,  with  only  about  one-tenth  of  the  original  quantity  of 
the  insoluble  residue  which  forms  a  heavy  powder  at  the  bottom  of  the  beaker.  _  A  few- 
drops  of  hydrochloric  acid  are  added,  and  the  liquid  stirred  with  a  glass  rod  ;  if  this 
produces  a  disengagement  of  gas,  the  whole  of  the  iron  is  not  dissolved,  and  a  little 
iodine  and  carbonate  of  soda  are  added  in  order  to  complete  the  solution.  The  acidified 
water  must  be  poured  quickly  on  the  filter  in  order  to  prevent  the  decomposition  of 
the  slag.  When  the  whole  of  the  residue  is  transferred  to  the  filter  it  is  washed  with 
cold  water  until  the  whole  of  the  iron  is  found  to  be  completely  removed  when  tested 
by  a  solution  of  ferrocyanide  of  potassium.  The  filtrate  is  evaporated  to  dryness  with 
the  addition  of  hydrochloric  acid  in  order  to  recover  any  small  amount  of  silica  that 
may  have  gone  into  solution  with  the  iron.  The  original  residue,  -which  may  contain 
graphite  silica  and  slag,  is  transferred  without  drying  into  a  large  platinum  crucible, 
and  after  concentrating  the  waste  water  to  6  cubic  centimeters,  a  saturated  solution  of 
carbonate  of  soda  is  added,  and  the  crucible  is  heated  for  one  hour  in  a  water-bath,  the 
liquid  being  stirred  from  time  to  time  with  a  platinum  spatula  in  order  to  dissolve  any 
lumps  in  the  insoluble  residue.  The  solution  is  then  carefully  poured  from  the  in- 
soluble mass  in  the  crucible  on  to  a  small  filter,  and  a  fresh  quantity  of  carbonate-of- 
soda  solution  is  added  and  boiled  for  another  hour  when  the  whole  contents  of  the 
crucible  are  thrown  upon  the  filter  and  washed.  Th°e  alkaline  solution  of  silica  is 
acidified  with  hydrochloric  acid  added  to  that  containing  the  iron,  and  evaporated  to 
dryness  in  a  water-bath.  This  operation  is  repeated  -with  the  addition  of  fresh  acid 
until  the  silica  is  perfectly  freed  from  iron,  when  it  is  filtered,  dried,  ignited,  and 
weighed,  as  often  as  may  be  necessary  to  ensure  its  complete  purity  which  must  be 
further  tested  by  heating  it  -with  hydrochloric  acid.  When  3  grammes  of  iron  are 
treated  0-016  gramme  of  silica  corresponds  to  O-QOl  gramme  of  silicon.  The  insoluble 
residue  from  the  carbonate-of-soda  solution  may  contain  graphite,  slag,  oxide  of  iron, 
and  titanic  acid.  There  is  no  way  of  distinguishing  the  amount  of  oxide  of  iron  present 
as  such,  in  addition  to  that  in  combination  -with  silica,  except  by  assuming  the  com- 
position of  the  slag  to  be  constant,  which  is  not  the  case. 

Eggertz  found  by  the  use  of  this  process  that  the  amount  of  silicon  in  good  bar 
iron  may  vary  from  O'Ol  to  0*10  per  cent. ;  but  in  two  samples  of  Krupp's  cast  steel  it 
•was  as  high  as  0"30  per  cent.  Slag  has  been  found  usually  in  mere  traces  in  cast  steel, 
but  in  one  instance  it  mounted  to  0'2  per  cent.  Malleable  iron,  however,  contained 
much  more.  In  wire  iron  from  a  charcoal  hearth  0'38  p.  c.  was  found,  in  armour-plates 
from  0-75  to  3-00  p.  c,  and  in  a  rail  as  much  as  from  4-00  to  5-00  p.  c— H.B. 
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_  The  follo\ving  StatisticB  of  some  of  the  principal  iron-produoing  countries  will  be  of 
interest  and  use :—  *         r  » 


Fig-iron  Manufacture  of  Great  Britain, 


"  1 

1868 

1869 

1870 

1871 

1872 

England  : 

tons 

tons 

tons 

tons 

tons 

Northumberland    ,      ,  , 

17,496 

16,942 

33,623 

34,165 

38,766 

Durham ..... 

499,692 

658,606 

676,964 

769,244 

760,172 

jiorKsnire,  JNorth  Kiding 

699,494 

766,410 

916,970 

1,029,886 

1,122,114 

„        West  Elding  . 

100,050 

105,765 

77,717 

114,549 

148,636 

Derbyshire  .... 

159,312 

188,353 

179,772 

270,485 

283,375 

Lancashire  .... 

325,367 

436,662 

422,728 

520,359 

524,041 

(Jumberland  .... 

116,864 

129,107 

256,178 

336,569 

440,574 

Shropshire  .... 

146,164 

197,443 

112,300 

129,467 

133,046 

North  Staffordshire       .  . 

229,913 

231,913 

303,378 

268,300 

275,925 

South  „ 

532,234 

569,662 

688,240 

725,716 

673,470 

JNorthamptonshire  . 

35,584 

41,500 

43,166 

60,512 

59,424 

Lincolnshire  .... 

33,999 

33,786 

31,690 

30,122 

36,989 

Gloucestershire      .       .  T 

f  46,226 

Wiltshire       .       .       .  J> 

75,847 

81,306 

93,601 

99,997 

{  44,255 

Oil*  1 

bomersetsmre .       .       .  J 

L  7,600 

Wales  : 

Denbighshire  .... 

37,046 

38,530 

42,695 

41,893 

41,464 

Flintshire  .... 

13,228 

Glamorganshire     .       .  , 

oyy,zy  i 

Q  ^  Q  ,*  Q  C 

o4o,4o0 

47o,4-4o 

610,087 

4o5,60o 

Brecknockshire  . 

29,000 

32,201 

30,000 

30,086 

30,000 

„  anthracite 

38,143 

27,909 

28,500 

34,761 

25,000 

Monmouthshire 

427,821 

392,387 

452,450 

470,982 

481,342 

Scotland  : 

Six  counties  .... 

1,068,000 

1,150,000 

1,206,000 

1,160,000 

1,090,000 

Total  . 

4,970,206 

5,446,757 

5,963,515 

6,627,179 

6,741,929 

JAst  of  Works  having  Bessemer  Converters  in  Great  Britain  in  1872. 


No. 

Name  and  Situation  of  Works 

Number  of 
converters 

Capacity  of 
converters 

tons 

1 

Henry  Bessemer  and  Co.,  Sheffield ...      ,  , 

{ 

2 
2 

3 
5 

2 

John  Brown  and  Co.,  Limited,  Sheffield  .      .      ,  . 

( 

2 
2 
2 

10 

7 

6 

3 
4 
5 

6 

Charles  Cammell  and  Co.,  Limited,  Sheffield  , 

Weardale  Iron  Co.,  Towlaw  

The  Glasgow  Bessemer  Steel  Co.,  Limited,  Atlas  Works, 

Samuel  Fox  and  Co.,  Stockbridge  Works,  Deepcar  . 

{ 

8 
4 

2 
2 
2 

5 

3 
6 
3 

7 

8 
9 

Lloyds,  Foster,  and  Co.,  Old  Park,  Wednesbury  . 
Bolton  Iron  and  Steel  Works,  Bolton  .... 
London  and  North- Western  Eailway,  Crowe  . 

4 
4 
2 

3 
6 
3 

10 

Lancashire  Steel  Co.,  Gorton  

{ 

2 
2 

5 
6 

11 
12 

13 
14 
15 
16 
17 
18 
19 

Mersey  Steel  and  Iron  Works,  Liverpool 
Manchester  Steel  and  Eailway  Plant  Co.,  Gibraltar 
Works,  Newton  Heath,  Manchester  .... 
Barro-w  Haematite  Steel  Co.,  Barrow 

The  Dowlais  Iron  Co.,  Dowlais  

Ebbw  Vale  Co.,  Ebbw  Vale  • 

Bessemer  Steel  and  Ordnance  Co.,  Limited,  Greenwich  . 

West  Cumberland,  Workington  

Phoenix  Iron  Co.,  Eotherham  

Carnforth  Haematite  Iron  Co.,  Limited  .      .      •  • 

4 

4 
18 
6 
7 
2 
4 
2 
2 

5 

3 
6 
5 
6 
5 

7i 
31 
6 
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Iron  imported  in  1863  mid  1864. 


1863 

1864 

Tons 

Declared 
value 

Computed 
value 

Tons 

Declared 
value 

Computed 
value 

Iron-ore     .      .  . 
Pig-iron 

Chromate  of  iron 
Unwrought  iron,  in  bars 

62,167 
11,269 
10,471 
46,636 

£ 

46,486 
87,'370 

£ 

66,306 
527,748 

74,163 
20,126 
12,325 
63,918 

£ 

67,424 
49,082 

£ 

120,756 
626,283 

Imports  according  to  the  Returns  of  the  Board  of  Trade,  for  the  three  years 

ending  1872. 


Description  of  iron,  &c. 

Quantities 

Declared  value 

1870 

1871 

1872 

1870 

1871 

1872 

Iron  in  bars,  unwrought  . 

Steel,  unwrought 

Iron  or  steel,  wrought  or  manu- 

Total  . 

tons 
74,179 
31,718 

8-070 

tons 
74,538 
22,302 

7,569 

tons 
82,888 
39,602 

7,557 

£ 

667,345 
667,174 

113,368 

£ 

707,771 
682,457 

83,046 

£ 

918,808 
1,170,201 

109,494 

113,967 

104,409 

130,047 

1,447,887 

1,473,274 

2,198,403 

Exports  of  Fig  and  Fuddled  /row.— The  value  of  the  exports  of  pig  and  puddled 
iron  from  the  United  Kingdom  has  greatly  increased  of  late  years  : — 


Description  of  iron,  &c. 


Iron : 

Pig  •      •      •     •      •     .  • 

Bar,  angle,  &c.      .      .  . 

Bailroad ..... 

Wire  (not  telegraph) 

Tin  plates  .... 

Hoops,  sheets,  and  boiler  plates 

Cast  and  wrought  of  aU  sorts 

Old,  for  re-manufacture . 
Steel,  unwrought 
Steel  and  iron  combined  . 

Total  . 


Quantities 


1870 


tons 

753,339 
321,455 
1,059,392 
23,447 
99,851 
181,484 
233,721 
106,749 
34,962 
11,175 


2,825,575 


1871 


tons 

1,057,458 
349,084 
981,197 
26,200 
119,605 
200,337 
243,298 
139,812 
39,189 
13,038 


8,169,219 


1872 


tons 

1,332,726 
313,876 
947,548 
33,605 
118,234 
208,423 
269,614 
108,181 
45,285 
11,130 


3,388,622 


Declared  value 


1870 


£ 

2,229,045 
2,615,245 
8,756,552 

439,546 
2,362,872 
2,119,629 
3,334,372 

501,536 
1,103,936 

575,357 


24,038,090 


1871 


£ 

3,229,408 
2,921,777 
8,084,819 

446,159 
2,900,625 
2,399,203 
3,588,364 

672,696 
1,198,428 

682,855 


26,124,138 


1872 


6,721,966 
3,635,558 
10,237,768 

674,743 
3,812,744 
3,430,970 
4,778,758 

661,931 
1,491,240 

614,842 


46,060,547 


Iron  Froduotion  in  the  United  States, 


Year 

Anthracite  iron 

Charcoal  iron 

tons 

tons 

1854 

339,432 

342,298 

1855 

381,866 

329,922 

1856 

443,133 

370,470 

1857 

390,385 

330,321 

1858 

361,430 

285,313 

1859 

471,745 

284,041* 

1860 

591,211 

278,331 

1861 

409,229 

196,278 

1862 

470,315 

186,660 

1863 

677,638 

212,005 

1864 

684,018 

241,853 

Bitimiinons  coal 
and  coke  iron 


tons 
64,485 
63,390 
69,654 
77,451 
68,351 
84,841 
122,228 
127,037 
130,687 
167,961 
210,125 


Total 


tons 
736,218 
784,178 
883,137 
798,157 
705,094 
840,627 
919,770 
731,545 
787,662 
947,604 
1,135,996 
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Year 

Anthracite  Iron 

Oharcoal  iron 

Situminous  coal 
and  coke  iron 

Total 

tons 

tons 

tons 

tons 

tons 

47y,0i)o 

nnn  Q  A  O 

189,682 

931,582 

1866 

H  A  f\  OPT 
749,007 

000  ftO 

00^,000 

268,896 

1,350,343 

1867 

7yo,o<3o 

o41,i30l 

318,647 

1,461,626 

1868 

893,000 

370,000 

340,000 

1,603,000 

1869 

971,160 

392,150 

653,341 

1,916,641 

1870 

930,000 

365,000 

570,000 

1,865,000 

1871 

956,608 

385,000 

570,000 

1,912,608 

1872 

1,367,812 

505,587' 

959,671« 

2,830,070 

1873 

1,249,673 

524,127' 

921,634* 

2,695,435 

^  Includes  224  tons  of  peat  pig-iron. 

"  Includes  37,246  tons  of  mixed  anthracite  and  coke  pig-Iron. 

"  Includes  1,600  tons  of  mixed  peat  and  charcoal  pig-iron,  and  1,778  tons  of  mixed  charcoal  and 
bituminous  coal  pig-irou. 
*  Includes  48,000  tons  of  mixed  anthracite  and  coke  pig-iron. 


Boiling  Mills  in  the  United  States  in  which  Bessemer  steel  rails  are  rolled,  and  the 

nwnber  of  converters  in  each  mill. 


Eensselaer  Ironworks.    John  A.  Griswold  and  Co.,  Troy  , 

Cambria  Ironworks.    Cambria  Iron  Co.,  Johnstown     .       . ' 
Pennsylvania  Steel  Works.    Pennsylvania  Steel  Co.,  Harrisburg 

(4-5  ton  converters  in  course  of  erection) 
Newburg  EoUing  Mill.    Cleveland  Eolling  Mill  Co.,  Newburg 
North  Chicago  Eolling  MiU  Co.,  Chicago  .... 

Union  Eolling  Mill  Co.,  Chicago  

Bethelem  Eolling  Mill.*    Eethelem  Iron  Co.,  Bethelem 

Joliet  Iron  and  Steel  Works.*   Joliet  Iron  and  Steel  Co.,  Joliet 

Edgar  Thomson  Steel  Works.*   Pittsbiu-g  .... 


{ 


Number 

Capacity 

tons 

2 

5 

1 

1^ 

•2  • 

5 

2 

0 

4 

5 

2 

5 

2 

5 

2 

5 

2 

5 

2 

5 

•  These  works  made  their  first  blow  on  Saturday,  October  4,  1873 ;  and  their  first  steel  rail  on 
Saturday,  October  11,  1873. 
'  These  works  made  their  first  blow  January  26, 1873,  and  their  first  steel  rail  March  15, 1873, 
'  In  course  of  erection. 

Production  of  Rolling  Mills  in  United  States. 


1856 

1872 

1873 

Merchant  bar  and  rod  

Sheet  and  plate  

Hoop  

Nails  and  spikes  .       .       .       .      .  . 

Axles,  &c     ......  • 

Iron  and  steel  rails  

500,000 

200,000 
•  30,000 

175,000 
'  95,000 

941,992 

400,000 
250,000 
30,000 
200,000 
100,000 
850,000 

Total  of  rolled  iron,  nett  tons  . 

498,001 

1,941,992 

1,830,000 

Below  is  a  summary  in  nett  tons  of  the  ascertained  and  estimated  production  of  iron  and 
steel  in  the  United  States  in  1872  and  1873. 


Iron  and  steel  rails    .       .      .      •  • 
Other  rolled  and  hammered  iron       .  . 
Forges  and  bloomeries  .... 

Cast  steel  

Bessemer  steel  

Siemens-Martin  steel  

Pig-iron  

1872 

1873 

941,992 
1,000,000 
68,000 
32,000 
100,000 
3,000 
2,830,070 

850,000 
980,000 
50,000 
28,000 
140,000 
3,600 
.  2,696,434 
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Tho  follomng  Table  from  a  welLwritten  paper,  which  appeared  in  the  '  New  York 
Times.'  with  especial  reference  to  the  meeting  of  the  American  Iron  Trade  Conven- 
tion,  is  of  considerable  value,  as  showing  the  progress  of  the  iron  trade  since  1849  .- 


Year 


1849 
1850 
1851 
1852 
1853 
1854 
1855 
1856 
1857 
1858 
1859 
1860 
1861 
1862 
1863 
1864 
1865 
1866 
1867 
1868 
1869 
1870 
1871 
1872 


Total  rails  made  in 
United  States 


tons  of  2,000  lbs. 
24,318 
44,083  • 
60,603 
62,478 
87,864 
108.019 
138,674 
180,018 
161,918 
163,612 
194,154 
205,038 
187,818 
213,912 
275,768 
335,369 
356,292 
430,778 
462,108 
606,714 
593,586 
620,000 
776,733 
941,992 


Total  rails 
imported 


tons  of  2,000  lbs. 
69,163 
159,080 
226,350 
294,750  ' 
358,794 
339,439 
153,019 
186,594 
215,166 
90,894 
83,968 
146,610 
89,388 
10,186 
20,606 
142,457 
63,327 
117,878 
184,840 
300,160 
336,500 
472,403 
666,202 
630,850 


total  cbnsvmfption 
of  irofi  and  Steel 
rails  . 


tons  of  2,000  lbs. 
93,481 
203,163 
276,963 
367,228 
446,668 
437,755 
291,693 
366,612 
377,084 
254,606 
279,412 
351,648 
277,206 
224,098 
296,274 
477,826 
419,619 
648,656 
646,948 
806,874 
930,086 
1,092,403 
1,341,935 
1,472,842 


Miles  of  railroad 
built  in  each  year 


1,369 
1,656 
1,961 
1,926 
2,452 
1,360 
1,654 
3,643 
2,486 
2,365 
1,821 
1,846 

651 
■  863 
1,050 

738 
1,177 
1,742 
2,449 
2,979 
6,118 
6,525 
7,779 
6,427 


The  German  Steel  TVade. 


Year 

Number  of  works 

Quantity  of  steel 
produced  in 
centners 

Value  in  thalers 

Number  of 
workmen  employed 

1860 

167 

506,241 

4,038,424 

8,916 

1861 

167 

685,177 

6,492,112 

4,938 

1862 

185 

818,327 

6,181,921 

6,161 

1863 

177 

1,085,009 

7,733,613 

9,482 

1864 

170 

1,427,179 

11,940,473 

10,766 

1865 

169 

1,990,861 

16,299,105 

12,947 

1866 

215 

2,288,674 

19,312,838 

12,821 

1867 

214 

2,451,826 

19,416,933 

12,201 

1868 

203 

2,456,736 

19,215,301 

11,415 

1869 

206 

3,226,387 

22,659,803 

12,578  . 

Iron  made  in  the  districts  of  Bonn  and  Dortmund. 


I860 

1864 

1871 

Pig-iron      .      ,  . 

tons 

tons 

tons 

270,000 

600,000 

722,000 

Pig  steel  iron  , 

4,359 

33,735 

141.689 

Castings 

58,650 

84,926 

133,764 

Bar  and  roller  , 

192,031 

283,893 

491,204 

Iron  plate    .  , 

33,312 

69,007 

85,739 

Wire  .... 

17,500 

26,694 

48,200 

Steel  .... 

18,416 

61,663 

174,063 

593,237 

1,049,808 

1,816,756 
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Iron  of  all  kinds  produced  t«  the  German  Customs  Union, 

centners  lbs.  avoirdupois 

1866  ,       .       .    110,231    .       .       .  20,933,070 

1867  ...  „  ...  22,272,126 
X868    25,286,944 

1869  ...        „        .       .       .  28,260,518 

1870    27,822.471 


roonr-BAXtX  trees.  Certain  species  of  Eucalyptus,  valued  for  their  wood, 
are  bo  called  in  Australia. 

ZROJV  XiX<2VOXl.  A  solution  of  acetate  of  iron,  used  as  a  mordant  by  calico' 
printers. 

ZKOXr,  METEORIC.    See  Aebolites. 
TSLON  MZITERAIiS  7iot  used  as  Ores : — 

1.  Iron-Alum  or  Halotrichite. — ^A  sulphate  of  alumina  and  sulphate  of  iron,  with 
43  per  cent,  of  water.  Occurs  in  fibrous  silky  masses  of  a  yellow  colour.  It  is  found 
in  the  exhausted  beds  of  Hurlet  and  Campsie,  near  Paisley.  It  occurs  in  Persia, 
where  it  is  used  for  making  ink ;  and  in  Ehenish  Bavaria. 

2.  Iron'Apatite  or  Zwieselite. — A  phosphate  of  iron  and  manganese.   See  Zwie- 

SBMTB, 

8.  Iron,  Arsenate  of;  Pharmaeosiderite  ;  Wurfelerz. — This  mineral,  which  is  rather 
rare,  occurs  in  great  beauty  associated  with  copper-ores  in  Cornwall ;  it  has  an  olive- 
green  colour,  and  is  rather  brittle.  Its  composition,  according  to  the  analysis  of 
Berzelius,  is :  arsenic  acid,  40*4 ;  peroxide  of  iron,  28'1 ;  protoxide  of  iron,  12'6  ; 
water,  18'9. 

4.  Iron,  Chromateof;  Octohedral  Chrome-ore;  Chromite. — This  mineral  occurs  in 
serpentine,  or  in  crystalline  limestone,  near  this  rock.  It  was  first  discovered  at  G-assin, 
in  the  Var  department  in  France,  and  is  found  in  Saxony,  Silesia,  Bohemia,  and 
Styria ;  also  in  Norway ;  and  in  large  masses  in  the  Ural,  near  Katharinenberg,  It  has 
been  found  also  in  great  abundance  in  Unst  and  Petlar,  in  the  Zetlands ;  the  mineral 
is  opaque,  with  a  semi-metallic  lustre ;  colour,  iron  or  brownish-black,  streak  yellowish 
to  reddish-brown.  A  specimen  from  Norway,  analysed  by  Von  Kobell,  gave  protoxide 
of  iron,  25'66 ;  sesquioxide  of  chromium,  54-08  ;  alumina,  9*02  ;  magnesia,  5-36  ;  and 
silica,  4-83  :  another  specimen,  from  Chester  in  Pennsylvania,  yielded  to  Sebert  prot- 
oxide of  iron,  86-00 ;  oxide  of  chromium,  39-61 ;  alumina,  13-0  ;  and  silica,  10-60.  It  is 
used  in  the  preparation  of  various  pigments.  For  the  treatment  and  use  of  the  ore, 
see  Chhome. 

5.  Iron-Chrysolite  or  Fayalite. — ^An  anhydrous  silicate  of  iron,  m  which  iron  is 
replaced  by  manganese.    It  is  found  in  the  Mourne  mountains. 

6.  Iron-Flint, — A  quartz  containing  5  per  cent,  of  oxide  of  iron.  It  is  found  in 
St.  Just  and  Marazion  in  Cornwall. 

7.  Iron-Natrolite. — A  variety  of  natrolite,  in  which  one-fourth  of  the  alumina  is 
replaced  by  peroxide  of  iron.    See  Natbolite. 

8.  Iron,  Oxalate  of;  Oxalite;  Humboldtine.— This  mineral,  which  occurs  in  the  form 
of  capillary  crystals  in  the  brown  coal  at  Kolosoruk,  near  Bilin,  in  Bohemia,  and  at 
Gross  Almerode  in  Hessia,  is  composed,  according  to  the  analysis  of  Eammelsberg,  of 
oxalic  acid,  42-40 ;  protoxide  of  iron,  41"13 ;  and  water,  16-47. 

9.  Iron,  Phosphate  of;  Blue  Iron  ;  Vivianite— The  colour  of  this  mineral  varies 
from  indigo-blue  to  blackish  green ;  the  earthy  variety  is  white  in  the  beds,  but 
changes  blue  on  exposure  to  the  air ;  heated  in  a  closed  tube  it  yields  much  water,  in- 
tumesces,  and  becomes  spotted  with  grey  and  red ;  before  the  blowpipe  on  charcoal,  it 
fuses  to  a  grey,  shining,  metallic  granule.  Transparent  indigo-coloured  crystals  of 
phosphate  of  iron,  sometimes  an  inch  in  diameter  and  two  inches  long,  occur,  with  iron 
and  copper  pyrites,  in  the  tin  and  copper  veins  at  St.  Agnes  in  Cornwall.  It  was  first 
found  in  the  auriferous  veins  at  Vorospatak  in  Transylvania;  the  earthy  varieties  are 
very  common  in  Cornwall,  Styria,  North  America,  Greenland,  and  New  Zealand. 
A  specimen  from  St.  Agnes,  Cornwall,  gave  Stromeyer— phosphoric  acid,  31-18;  prot- 
oxide of  iron,  41-23  ;  water,  27-48 :  and  another  from  New  Jersey  yielded  to  Eam- 
melsberg—phosphoric  acid,  28-40  ;  protoxide  of  iron,  33-91 ;  peroxide  of  iron,  12-06. 
It  is  sometimes  used  as  a  pigment,  but  is  of  no  use  as  a  smelting  ore, 

10.  Iron,  Pitchv  Hydrate  of ;  Pitticite ;  Eisensinter.— This  mineral  occurs  in  many 
old  mines,  especially  those  near  Freiberg ;  and  also  at  Schneeberg  in_  Saxony,  Pleiss 
in  Silesia,  and  Bleistadt  in  Bohemia.  It  is  probably  a  product  of  the  decomposition 
of  mispickol :  its  composition,  according  to  the  analysis  by  Stromeyer,  being  l<e-U  ,  As 
0»  +  Fe=0',SO'+  16H0  =  36  peroxide  of  iron,  26  arsenic  acid,  9  sulphuric  acid,  and 
30  water.   According  to  Freiesleben,  it  is  first  fluid,  and  gradually  separates  in  a  solid 
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form.  In  external  characters  it  agrees  -with  Diadochite,  which  is  Fe*0»,2P0*  + 
4Fe*0',S0*  +  32HO,  according  to  Gmelin  from  Plattner's  analysis,  viz.  peroxide  of 
iron,  36'69;  phosphoric  acid,  14'81 ;  sulphuric  acid,  15-16;  water,  30'35. 

11.  Iron,  Sulphate  of;  Native  Green  Vitriol— This  is  formed  by  the  oxidation  of 
sulphide  of  iron. 

12.  Iron,  Tungstate  of;  Wolfram,— oacms,  with  tin  ore,  forming  fine  crystals,^  at 
Altenberg  in  Saxony ;  at  Sohlackenwald  in  Bohemia  ;  and  in  France,  in  quartz  yeins. 
In  Cornwall,  especially  near  Eedruth,  it  renders  the  tin  ore  valueless  until  it  is 
removed.  An  analysis  of  a  specimen  from  Cumberland  gave  Berzelius,  tungstic 
acid,  7877;  protoxide  of  iron,  18'32;  protoxide  of  manganese,  6-22;  and  silica,  1-25. 

See  WOLFEAM. 

13.  Yeiiite  or  Lievrite ;  Hisingerite  or  Thraulite ;  Nontronite ;  Finguite;  and 
Chloropal,  are  rather  rare  minerals,  composed  of  peroxide  of  iron  and_ silica.  The  first 
may  contain  about  12  per  cent,  of  lime ;  the  others  are  destitute  of  this  earth,  but  con-, 
tain  from  10  to  20  per  cent,  of  water:  the  amount  of  silica  in  these  minerals  ranges 
between  30  and  40  per  cent.  .  .  - 

14.  Iserite. — A  variety  of  titaniferous  iron-ore. 

IROIO'  PYRITES.  '  Native  bisulphide  of  iron.    See  Pteites. 

IRON,  TEKKVRIC.  A  name  given  to  native  iron,  of  which  there  is  no  proof 
of  meteoric  origin.    See  Ieon. 

XROIV  WOOD.  A  name  given  to  several  of  the  hard,  heavy,  and  close-grained 
woods.  The  Metrosideros  vera,  or  true  iron-wood,  is  a  native  of  Java  and  Amboyna. 
The  Chinese  use  it  for  making  anchors.  The  Metrosideros  polymor'pha  is  the  wood 
of  which  the  Sandwich  Islanders  make  their  clubs.  Metrosideros  buxifolia  is  a  New 
Zealand  shrub,  the  wood  of  which  is  called  in  the  country  AM  or  Lignum  vitce.  Other 
varieties  of  these  woods  are  produced  by  the  Sideroxyilon,  found  in  many  tropical 
countries.  In  North  America  the  timber  of  the  Ostrya  virginica  is  known  as  Iron- 
wood,  .    , 

ISIZirGIiASS  {Colle  de  Foisson,  Fr. ;  Hausenblase,  Ger.)  Ichthyocolla,  IxOvSKoWay 
from  Ix^iis,  a  fish,  and  kSWu,  glue,  or  Fish-glue,  is,  a  w^itish^  dry,  tough,  semi-trans-> 
parent  substance,  twisted  into  different  shapes,  often  in  the  form  of  a  lyre,  and 
consisting  of  membranes  roUed  together.  Good  isinglass  is  unchangeable  in  the  air, 
has  a  leathery  aspect,  and  a  mawkish  taste,  nearly  insipid ;  when  steeped  in  cold  water 
it  swells,  softens,  and  separates  in  membranous  laminae.  At  the  boiling  heat  it 
dissolves  in  water,  and  the  solution,  on  cooling,  forms  a  white  jelly,  which  is  semi- 
transparent,  soluble  in  weak  acids,  but  is  precipitated  from  them  by  alkalis.  It  is 
gelatine,  nearly  pure ;  and  if  not  brittle,  like  other  glue,  this  depends  on  its  fibrous 
and  elastic  texture.  The  whitest  and  finest  is  preferred  in  commerce.  Isinglass  is 
prepared  from  the  air-bladders  of  sturgeons,  and  especially  the  great  sturgeon,  the 
Accipenser  huso,  which  is  fished  on  the  shores  of  the  Caspian  Sea,  and  in  the  rivers 
flowing  into  it,  for  the  sake  chiefly  of  its  swimming-bladder.  It  is  also  obtained  from 
the  A,  stellatus  and  the  A.  Gilldenstadtii.  At  Hamburg,  German  isinglass  is  made 
from  the  swimming-bladder  of  the  common  sturgeon  (A.  sturio).  We  are  informed 
that  in  Kussia  the  Siluris  glanis  is  also  caught  for  the  purpose  of  obtaining  isin- 
glass. 

The  preparations  of  isinglass  in  Eussia,  and  particularly  at  Astracan,  consists  in 
steeping  the  swimming-bladders  in  water,  removing  carefully  their  external  coat,  and 
the  blood  which  often  covers  them,  putting  them  into  a  hempen  bag,  squeezing  them, 
softening  them  between  the  hands,  and  twisting  them  into  small  cylinders.  They  are 
ready  for  the  market  immediately  after  being  dried  in  the  sun,  and  whitened  with  the 
fumes  of  burning  sulphur. 

In  some  districts  of  Moldavia  another  process  is  followed.  The  skin,  the  stomachy 
the  intestines,  and  the  swimming-bladder  of  the  sturgeon  are  cut  in  small  pieces, 
steeped  in  cold  water,  and  then  gently  boiled.  The  jelly  thus  obtained  is  spread  in 
thin  layers  to  dry,  when  it  assumes  the  appearance  of  parchment.  This  being  softened 
In  a  little  water,  then  rolled  into  cylinders,  or  extended  into  plates,  constitutes  an 
inferior  article. 

The  swimming-bladder  of  the  cod,  and  many  other  fishes,  also  furnishes  a  species 
of  isinglass,  but  it  is  much  more  membranous,  and  less  soluble  than  that  of  the 
sturgeon. 

The  properties  of  isinglass  are  the  same  as  those  of  gelatine  or  pure  glue  ;  and  its 
uses  are  very  numerous.  It  is  employed  in  considerable  quantities  to  clarify  ale, 
wine,  liqueurs,  and  coffee.  As  an  article  of  food  to  the  luxurious  in  the  preparation  of 
creams  and  jellies,  it  is  in  great  request.  Four  parts  of  it  convert  100  of  water  into 
a  tremulous  jelly,  which  is  employed  to  enrich  many  soups  and  sauces.  It  is  used 
along  with  gum  as  a  dressing  to  give  lustre  to  ribbons  and  other  silk  articles. 

It  IS  by  covering  thin  silk  with  a  coat  of  isinglass  that  court-plaster  is  made.  A 
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solution  of  isinglass  covered  -witli  carmine  forms  an  excellent  injection-liquor  to  the 
anatomist.  M.  Kochon  has  made  another  pretty  application  of  iainglass.  Ho 
plunges  into  a  limpid  solution  of  it,  made  by  means  of  a  water-bath,  sheets  of  wire- 
gauzo  set  in  window-  or  lamp-frames,  which,  when  cold,  have  the  appearance  of  glass, 
and  answer  instead  of  it  for  shades  and  other  purposes.  If  one  dip  bo  not  sufficient 
to  make  a  proper  transparent  plate  of  isinglass,  several  may  be  given  in  succession 
allowing  each  film  to  harden  in  the  interval  between  the  dips.  The  outer  surface 
should  bo  varnished  to  protect  it  from  damp  air.  These  panes  of  gelatine  are  now 
generally  used  for  lamps  instead  of  horn,  in  the  mai-itime  arsenals  of  France.  See 
Gelatine. 

Isinglass  is  known  commercially  as  Leaf  Isinglass,  Long  and  Short  Staple,  and 
Book  Isinglass.  Dr.  Eoyle  speaks  of  the  Sanwvcy  leaf,  book,  and  long  and  short 
staple,  in  his  paper  On  the  Production  of  Isinglass  along  the  coasts  of  India,  with 
a  Notice  of  its  Fisheries.  We  receive  from  the  Brazils,  IHpe,  Lump,  and  Honeycomb 
Isinglass. 

y.  Our  Importations  of  isinglass  in  1871  and  1872  were : — 


1871 

1872 

Cwts. 

£ 

Cwts. 

£ 

From  Eussia     •      ,  . 

558 

12,618 

737 

18,276 

„    Germany  .... 

186 

4,678 

179 

3,942 

„    Egypt  .... 

87 

3,305 

„     Brazil  .... 

883 

14,356 

767 

12,197 

„    British  India    .  , 

525 

5,460 

443 

4,857 

„    Straits  Settlements  . 

1,703 

26,897 

729 

10,755 

„    British  Guiana  .  . 

95 

1,645 

„    Other  countries  . 

229 

3,330 

431 

6,812 

Total  . 

4,266 

72,189 

3,286 

66,839 

ZSOMEBXSIMC,  from  iffos,  equal,  and  p.ipos,  part.  Identity  of  elements  and 
proportions  with  variations  in  physical  properties.  Thus,  oil  of  turpentine  and  oil 
of  citron  are  isomeric,  each  having  the  composition  C^"!!'*  (COH'^).  The  study  c-f 
the  laws  of  atomic  constitution  is  one  of  the  most  important  within  the  range  of 
physico-chemical  science,  and,  beyomd  all  others,  it  demands  the  highest  powers 
of  the  philosopher,  united  with  the  mechanical  care  of  the  microscopic  analyst. 
The  tendency  of  science  leads  to  the  conviction  that  many  of  the  bodies  which  wo 
now  regard  as  distinct  elements  are  only  isomeric;  and  such  groups  as  chlorine, 
iodine,  bromine,  and  fluorine,  as  sulphur,  selenium,  and  boron,  and  as  carbon  and 
silicon,  may,  with  the  advance  of  our  knowledge,  be  shown  to  be  modified  conditions 
of  one  form  of  matter. 

Several  groups  of  isomeric  bodies  may  be  recognised,  namely :  isomeric,  properly  so 
called,  when  compounds  have  the  same  percentage  composition,  and  exhibit  analogous 
decompositions  ;  metameric,  when  compounds  have  the  same  percentage  composition, 
but  do  not  exhibit  analogous  decompositions  under  similar  circumstances ;  and  fcly- 
merie,  when  compounds  have  the  same  percentage  composition,  but  different  molecular 

^^The^  subject  of  Isomerism  is  fully  treated  in  Watts's  '  Dictionary  of  Chemistry.' 

XSOMOBPBISM.  Mitscherlich  was  the  first  to  observe  that  many  groups  of 
substances,  simple  or  compound,  having  an  analogous  constitution,  crystallise  in  forms 
of  the  same  crystalline  character,  or  differ  but  little  in  their  angles.  Thus,  alumtna, 
red  oxide  of  iron,  and  sesquioxide  of  chrome  crystallise  in  forms  of  the  rhombohedral 

^^Sowa^e  of  lime,  carbonate  of  magnesia,  carbonate  of  iron,  and  carbonate  of  man- 
ganese, are  also  isomorphous  forms,  belonging  to  the  rhombohedral  system.  _  _ 

Sulphate  of  baryta,  sulphate  of  strontia,  and  sulphate  of  lead,  crystallise  in  isomor- 
phic forms  of  the  prismatic  system,  ,,,.1,    ,    .-.T-       1  ^>  -Hn^o'c 

For  a  development  of  this  law,  consult  Brooke  and  Millers  'Mineralogy,  Danas 
•  System  of  Mineralogy,'  and  '  Watts's  Dictionary  of  Chemistry. 

zsopimpvRATS  or  Aiwriaowriwia.  See  Mubexide.  . 
TVlLnxRVSn.    A  rock  composed  of  specular  iron  ore  (micaceous  iron)  and  quartz. 
It  takes  its  name  from  Itabira,  in  Brazil,  where  it  often  accompanies  the  occui-reuce 

°^ITAC01.xrMITB.  A  fine-grained  schistose  rock,  composed  mainly  of  quartz, 
vithmoro  or  less  mica,  talc,  or  chlorite.   Some  varieties  are  flexible  when  in  thiu 
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slabs.  By  many  geologists  it  is  regarded  as  a  metamorphic  sandstone.  It  deriA'cs 
its  name  from  Mount  Itacohimi,  in  Brazil.  Diamonds  have  occasionally  been  found 
imbedded  in  itacolumite;  and  it  has  been  supposed  that  some  connection  exists 
between  the  distribution  of  this  rock  and  the  occurrence  of  diamonds. 

IVOR'S'.  {Ivoire,  Fr. ;  Elfenbein,  Ger.)  The  osseous  matter  of  the  tusks  and 
teeth  of  the  elephant,  and  of  the  tusks  of  the  hippopotamus,  and  the  horn  of  the 
narwhal. 

Formerly,  the  name  ivory  was  given  to  the  main  substance  of  the  teeth  of  all 
animals  ;  but  it  is  now,  by  the  best  anatomists  and  physiologists,  restricted  to  that 
modification  of  dentine,  or  tooth-substance,  which,  in  transverse  sections  or  fractures, 
shows  lines  of  different  colours,  or  striae,  proceeding  in  the  arc  of  a  circle,  and  forming 
by  their  decussation  minute  or  curvilinear  lozenge-shaped  spaces.  By  this  character, 
which  is  presented  by  even  the  smallest  portion  of  an  elephant's  tusk,  in  transverse 
section  or  fracture,  true  ivory  may  be  distinguished  from  every  other  kind  of  tooth- 
substance,  and  from  every  counterfeit,  whether  derived  from  tooth  or  bone.  It  is  a 
character — this  engine-turned  decussatory  appearance — which  is  as  characteristic  of 
fossil  as  of  recent  ivory.  Although,  however,  no  other  teeth  except  those  of  the 
elephant  present  the  characteristics  of  true  ivory,  there  are  teeth  in  many  other  species 
of  animals  which,  from  their  large  size,  and  the  density  of  their  principal  substance, 
are  useful  in  the  arts  for  purposes  analogous  to  those  for  which  true  ivory  is  used ; 
and  some  of  those  dental  tissues,  such  as  those  of  the  large  tusks  of  the  hippopotamus^ 
are  more  serviceable  for  certain  purposes,  especially  in  the  manufacture  of  artificial 
teeth  by  the  dentist,  than  any  other  kind  of  tooth-substance.  The  utility  of  teeth  in 
commerce  and  in  the  arts,  depends  chiefiy  on  a  peculiar  modification  in  their  laws 
of  growth.  For  the  most  part  teeth,  as  in  our  own  frames,  having  attained  a  certain 
size  and  shape,  cease  to  grow.  Thoy  are  incapable  of  renewing,  the  waste  to  which 
they  are  liable  tlirough  daily  use,  and  when  worn  away,  or  affected  by  decay,  they 
perish.  Teeth  of  this  kind  are  said  to  be  of  limited  growth ;  but  there  are  other 
teeth,  such  as  the  front  teeth  of  the  rat,  rabbit,  and  all  the  rodent  tribe,  the  tusks  of 
the  boar  and  hippopotamus,  the  long  descending  canine  tusks  of  the  walrus,  the>  still 
longer  spiral  horn-Hke  tusk  of  the  narwhal,  and  the  ivory  tusks  of  the  elephant,  wliich 
are  endowed  with  the  property  of  perpetual  growth  ;  that  is,  they  grow  as  long  as  the 
animal  lives. 

'  In  teeth  of  unlimited  growth,  fresh  pulp,  fresh  capsule,  and  in  some  instances  also 
fresh  enamel  organs  are  formed,  and  added  to  the  pre-esisting  constituents  of  the 
tooth  matrix,  in  proportion  as  those  are  calcified  or  converted  into  tooth-substance  ; 
and  as  fast  as  the  ivory  and  enamel  may  be  worn  away  from  the  summit  of  such  a 
tooth,  will  ivory  and  enamel  be  formed  at  its  base,  and  thus  the  growth  of  the  tooth 
is  uninterrupted.  The  ratio  of  the  addition  of  the  formative  principles  is  at  first 
greater  than  the  ratio  of  abrasion,  and  the  tooth  not  only  grows,  but  increases  in  size. 
When,  however,_the  animal  has  attained  its  full  growth,  the  tooth,  for  the  most  part, 
is  reproduced  without  increase  of  size,  or,  at  most,  augments  only  in  length,  and  that 
in  cases/ where  its  summit  is  not  perpetually  worn  down  by  being  opposed  to  that  of 
an  opposite  tooth.' 

With  respect  to  the  distribution  of  the  elephant,  the  same  axithority  {Professor  Owen) 
has  the  following  remarks : — 

_  '  In  the  present  creation,  elephants  are  restricted  to  the  African  and  Asiatic  con- 
tinents. The  African  elephant,  as  is  well  known,  is  a  distinct  species  from  the 
Asiatic  one ;  and  some  of  the  Asiatic  elephants  of  the  larger  islands  of  the  Indian 
Archipelago,  as  those  of  Sumatra,  if  not  specifically  distinct  from  the  elephants  of 
Continental  Asia,  form,  at  all  events,  a  strongly  marked  variety.  With  reference, 
however,  to  the  commercial  relations  of  ivory,  it  is  chiefly  worthy  of  notice  that  in 
the  Asiatic  elephants,  tusks  of  a  size  which  gives  them  the  value  of  ivory  in  com- 
merce are  peculiar  to  the  males,  whilst  in  the  African  elephants  both  males  and 
females  afford  good-sized  tusks,  although  there  is  a  sexual  difference  of  size  in  this 
fipccies,  those  of  the  males  being  the  largest.  In  former  times,  and,  as  it  would  seem, 
before  man  existed  to  avail  himself  of  this  beautiful  animal  substance  for  use  or 
ornament,  the  large  animals  furnishing  true  ivory,  proboscidian  quadrupeds,  as  they 
are  termed,  from  their  peculiar  prehensile  nasal  appendage,  were  much  more  widely 
spread  over  the  globe,  and  existed  in  far  greater  n-umbers  than  in  the  present  day, 
more  numerous  in  individuals,  more  numerous  in  species,  manifesting  so  great  di- 
versities in  the  conformation  of  their  grinding  teeth,  as  to  have  led  the  naturalist 
and  the  palaeontologist  to  divide  them  into  two  genera,  called  Elephas  and  Mastodoii. 
A  true  elei)hant  roamed  in  countless  herds  over  the  temperate  and  northern  parts  of 
Europe,  Asia,  and  America.  This  was  the  creature  called  by  the  Eussians  Mammoth  • 
it  was  warmly  clad  with  both  hair  and  fur,  as  became  an  animal  deriving  sustenance 
from  the  leaves  and  branches  of  trees,  wloich  grow  as  high  as  the  66th  degree  of  north 
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latitiido.  Somo  of  the  ivory  of  comraorco  is,  or  used  to  be,  derived  from  the  tusks  of 
this  extinct  species.' 

The  ivory  of  the  tusks  of  the  African  elephant  is  most  esteemed  by  the  manufac- 
turer for  its  density  and  wliitenoss. 

The  outside  of  the  tusk  of  the  elephant  is  covered  by  the  cortical  part,  which  is 
softer  and  less  compact  than  the  interior  substance,  with  the  exception  of  the  brown 
plate  that  sometimes  lines  the  interior  cavity.  The  hardest,  toughest,  whitest,  and 
most  translucent  ivory  has  the  preference  in  the  market ;  for  many  purposes  the  horn 
of  the  narwhal  being  considered  the  best.  The  horn  of  the  narwhal  is  sometimes  10 
feet  long. 

The  ivory  of  the  hippopotamus  is  preferred  by  dentists  ;  it  is  much  harder  than 
that  of  the  elephant,  its  colour  is  a  purer  white,  and  it  is  almost  free  from  grain. 
The  teeth  of  the  wabus,  sometimes  called  the  sea-cow,  which  hang  perpendicu- 
larly from  the  upper  jaw,  are  also  used  for  the  same  purpose.  The  masticating 
teeth  of  some  of  the  large  animals  are  occasionally  used  as  ivory ;  those  of  the 
spermaceti  whale  are  of  a  flattened  oval  section,  and  resemble  ivory  in  section,  but 
they  are  dark  coloured  towards  the  centre,  and  surrounded  by  an  oval  band  of  white 
ivory. 

■  Ivory  has  been  used  for  ornamental  works  from  the  earliest  periods.  Phidias  is 
stated  to  have  been  famous  for  his  works  made  in  ivory  combined  with  gold,  and 
described  as  the  Tormtic  Art.  The  ivory  statues  of  the  ancients  appear  to  have  been 
formed  upon  centres,  or  cores  of  wood  covered  with  plates  of  ivory. 

In  our  days  ivory  has  been  extensively  employed  by  the  miniature  painter  ;  it  is 
used  by  the  turner  in  the  manufacture  of  numberless  useful  and  ornamental  articles ; 
the  cutler  makes  his  best  knife-handles  from  it ;  and  the  philosophical-instrument 
maker  constructs  his  scales  from  this  material. 

When  ivory  shows  cracks  or  fissures  in  its  substance,  and  when  a  splinter  broken 
off  has  a  dull  aspect,  it  is  reckoned  of  inferior  value.  Ivory  is  distinguishable  from 
bone  by  its  peculiar  semi-transparent  rhombohedral  net-work,  which  may  be  readily 
seen  in  slips  of  ivory  cut  transversely. 

Ivory  is  very  apt  to  take  a  yellow-brown  tint  by  exposure  to  air.  It  may  be 
whitened  or  bleached  by  rubbing  it  first  with  pounded  pumice-stone  and  water, 
then  placing  it  moist  under  a  glass  shade  luted  to  the  sole  at  the  bottom,  and 
exposing  it  to  sunshine.  The  sunbeams  without  the  shade  would  be  apt  to  occa- 
sion fissures  in  the  ivory.  The  moist  rubbing  and  exposure  may  be  repeated  several 
times. 

For  etching  ivory  a  ground  made  by  the  following  recipe  is  to  be  applied  to  the 
polished  surface : — Take  of  pure  white  wax,  and  transparent  tears  of  mastic,  each 
1  oz. ;  asphalt,  J  oz.  The  mastic  and  asphalt  having  been  separately  reduced  to  fine 
powder,  and  the  wax  being  melted  in  an  earthenware  vessel  over  the  fi^e,  the  mastic 
is  to  be  first  slowly  strewed  in  and  dissolved  by  stirring ;  and  then  the  asphalt  in  like 
manner.  This  compound  is  to  be  poured  out  into  lukewarm  water,  well  kneaded, 
as  it  cools,  by  the  hand,  into  rolls  or  balls  about  1  inch  in  diameter.  These  should 
be  kept  wrapped  round  with  taffety.  If  white  resin  be  substituted  for  the  mastic, 
cheaper  composition  will  be  obtained,  which  answers  nearly  as  well ;  2  oz.  asphalt, 
1  oz.  resin,  |  oz.  white  wax,  being  good  proportions.  Callot's  etching  ground  \s  made 
by  dissolving  with  heat  4  oz.  of  mastic  in  4  oz.  of  very  fine  linseed  oil ;  filtering  the 
varnish  through  a  rag,  and  bottling  it  for  use. 

Either  of  these  grounds  being  applied  to  the  ivory,  the  figured  design  is  to  be 
traced  through  it  in  tlie  usual  way,  a  ledge  of  wax  is  to  be  applied,  and  the  surface 
is  to  be  then  covered  with  strong  sulphuric  acid.  The  effect  comes  better  out  with 
the  aid  of  a  little  heat ;  and  by  replacing  the  acid,  as  it  becomes  dilute  by  absorption 
of  moisture,  with  concentrated  oil  of  vitriol.  Simple  wax  may  be  employed,  instead 
of  the  copperplate  engraver's  ground ;  and  strong  muriatic  acid,  instead  of  sulphuric. 
If  an  acid  solution  of  silver  or  gold  be  used  for  etching,  the  design  will  become 
purple  or  black  on  exposure  to  sunshine.  The  wax  may  be  washed  away  oil  of  tur- 
pentine. Acid  nitrate  of  silver  affords  the  easiest  means  of  tracing  permanent  black 
lines  upon  ivory. 

Ivory  may  be  dyed  by  using  the  following  prescriptions :— 

1.  Black  dye.—U.  the  ivory  be  laid  for  several  hours  in  a  dilute  solution  of  neutral 
nitrate  of  pure  silver,  with  access  of  light,  it  will  assume  a  black  colour,  having  a 
slightly  green  cast.  A  still  finer  and  deeper  black  may  be  obtained^  by  boiling  the 
ivory  for  some  time  in  a  strained  decoction  of  logwood,  and  then  steeping  it  in  a  solu- 
tion of  red  sulphate  or  rod  acetate  of  iron. 

2.  Blue  <Zye.— When  ivory  is  kept  immersed  for  a  longer  or  shortef  time  in  a  dilute 
solution  of  sulphate  of  indigo  (partly  saturated  with  potash),  it  assumes  a  blue  tint  ot 
greater  or  less  intensity. 
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3.  Green  dye. — This  is  given  by  dipping  blued  ivory  for  a  little  while  in  solution  of 
nitro-muriate  of  tin,  and  then  in  a  hot  decoction  of  fustic.  ■ 

4.  Yellow  dyc—\s  given  by  impregnating  the  ivory  first  with  the  above  tin  mordant, 
and  then  digesting  it  with  heat  in  a  strained  decoction  of  fustic._  The  colour  passes 
into  orange,  if  some  Brazilwood  has  been  mixed  with  the  fustic.  A  very  fine  un- 
changeable yellow^may-be  ccHnmunicated  to  ivory  by  steeping  it  18  or  24  hours  in  a 
strong  solution  of -the  neutral  chromate  of  potash,  and  then  plunging  it  for  some  time 
in  a  boiling  hot  solution  of  acetate  of  lead. 

0.  Bed  dye — may  be  given- by  imbuing  the  ivory  first  with  the  tin  mordant,  then 
plunging  it  in  a  bath  of  Brazil  wood,  cochineal,  or  a  mixture  of  the  two.  Lac-dye  may 
be  used  with  still  more  advantage,  to  produce  a  scarlet  tint.  If  the  scarlet  ivory  be 
plunged  for  a  little  in  a  solution  of  potash,  it  will  become  cherry-red. 

6.  Violet  dye — is  given  in  the  logwood-bath,  to  ivory  previously  mordanted  for  a 
short  time  with  solution  of  tin.  When  the  bath  becomes  exhausted,  it  imparts  a  lilac 
hue.  Violet  ivory  is  changed  to  purple-red  by  steeping  it  a  little  while  in  water  con- 
taining a  few  drops  of  nitro-muriatie  acid. 

With  regard  to  dyeing  ivory,  it  may  in  general  be  ODserved  that  the  colours  pene- 
trate better  before  the  surface  is  polished  than  afterwards.  Should  any  dark  spots 
appear,  they  may  be  cleared  up  by  rubbing  them  with  chalk ;  after  which  the  ivory 
should  be  dyed  once  raore  to  produce  perfect  uniformity  of  shade.  On  taking  it  out  of 
the  boiling  hot  dye-bath,  it  out  to  be  immediately  plunged  into  cold  water,  to  prevent 
the  chance  of  fissures  being  caused  by  the  heat. 

Aniline  dyes.  — Any  of  these  colours  give  a  fine  and  permanent  colour  to  ivory. 

If  the  borings  and  chips  of  the  ivory-turner,  called  ivory  dust,  be  boiled  in  water,  a 
kind  of  fine  size  is  obtained. 

Ivory  made  flexible. — Ivory  articles  may  be  made  flexible  and  semi-transparent,  by 
immersing  them  in  a  solution  of  piire  phosphoric  acid  of  sp.  gr.  1*130,  and  leaving 
them  there  till  they  lose  their  opacity  ;  they  are  then  to  be  taken  out,  washed  with 
water,  and  dried  with  a  soft  cloth  ;  it  thus  becomes  as  flexible  as  leather.  It  hardens 
on  exposure  to  dry  air,  but  resumes  its  pliancy  when  immersed  in  hot  water.  Necks 
of  children's  sucking-bottles  are  thus  made. 

The  following  account  of  the  methods  of  preparing  this  material,  we  extract  from 
Holtzapffel's  '  Mechanical  Manipulation ' : — 

'  On  account  of  the  great  value  of  ivory,  it  requires  considerable  judgment  to  be 
employed  in  its  preparation,  from  three  conditions  observable  in  the  form  of  the  tusk : 
first,  its  being  curved  in  the  direction  of  its  length  ;  secondly,  hollow  for  about  half 
that  extent,  and  gradually  taper  from  the  solid  state  to  the  thin  feather  edge  at  the 
root ;  and  thirdly,  elliptical  or  irregular  in  section.  These  three  peculiarities  give 
economy,  as  the  only  waste  should  be  that  arising  from  the  passage  of  the  thin  blade 
of  the  saw :  eveu  the  outside  strips  of  the  rind,  called  spills,  are  employed  for  the 
handles  of  penknives,  and  many  other  little  objects ;  the  scraps  are  burned  in  retorts 
for  the  manufacture  of  ivory  black,  employed  for  making  ink  for  copper-plate  printers, 
and  other  uses,  and  the  clean  sawdust  and  shavings  are  sometimes  used  for  making 
jelly. 

_  '  The  methods  of  dividing  the  tooth,  either  into  rectangular  pieces  or  those  of  a 
circular  figure  required  for  turning,  are  alike  in  their  early  stages,  until  the  lathe  is 
resorted  to.  The  ivory  saw  is  stretched  in  a  steel  frame  to  keep  it  very  tense  ;  th« 
blade  generally  measures  from  fifteen  to  thirty  inches  long,  from  one  and  a  half  to 
three  inches  wide,  and  about  the  fortieth  of  an  inch  thick ;  the  teeth  are  rather 
coarse,  namely,  about  five  or  six  to  the  inch,  and  they  are  sloped  a  little  forward,  that 
is,  between  the  angle  of  the  common  hand-saw  tooth  and  the  cross-cut  saw.  The 
instrument  should  be  very  sharp,  and  but  slightly  set ;  it  requires  to  be  guided  very 
correctly  in  entering,  and  with  no  more  pressure  than  the  weight  of  its  own  frame, 
and  is  commonly  lubricated  with  a  little  lard,  tallow,  or  other  solid  fat. 

'The  cutter  begins  generally  at  the  hollow,  and  having  fixed  that  extremity  parallel 
with  the  vice,  with  the  curvature  upwards,  he  saws  off  that  piece  which  is  too  thin  for 
his  purpose,  and  then  two  or  three  parallel  pieces  to  the  lengths  of  some  particular 
works,  for  which  the  thickness  of  the  tooth  at  that  part  is  most  suitable ;  he  will  then 
saw  oflF  one  very  wedge-form  piece,  and  afterwards  two  or  three  more  parallel  blocks. 

'In  setting  out  the  length  of  every  section,  he  is  guided  by  the  gradaially-increasin" 
thickness  of  the  tooth ;  having  before  him  the  patterns  or  images  of  his  various 
works,  he  will  in  all  cases  employ  the  hollow  for  the  thickest  work  it  will  make.  As 
the  tooth  approaches  the  solid  form,  the  consideration  upon  this  score  gradually  ceases, 
and  then  the  blocks  are  cut  off  to  any  required  measure,  with  only  a  general  reference 
to  the  distribution  of  the  heel,  or  the  excess  arising  from  the  curved  nature  of  the  tooth 
the  cuts  being  in  general  directed  as  nearly  as  may  be  to  the  imaginary  centre  of  cur- 
vature.  The  greater  waste  occiurs  in  cutting  up  very  long  pieces,  owing  to  the  differ- 
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enco  between  the  straight  line  and  the  curve  of  the  tooth,  on  which  account  the 
I) locks  jire  rarely  cut  more  than  five  or  six  inches  long,  unless  for  some  specific  object.' 

Mr.  P.  L.  Simnionds  lias  given  the  following  as  the  weights  of  large  elephants' 
tusks : — 


IVORY  B3LACX  (Noir  d'ivoire,  Fr. ;  KoMe  von  Effcnbein,  Ger.)  is  prepared 
from  ivory-dust,  by  calcination,  in  the  very  same  way  as  is  described  under  Bone 
Black.  The  calcined  matter  being  ground  and  levigated  on  a  porphyry  slab  aflfordc 
a  beautiful  velvety  black,  much  used  in  copperplate  printing. 

ZVORT,  FXCTZIiZ:,  is  plaster-of-Paris  which  has  been  made  to  absorb,  after 
drying,  melted  spermaceti,  by  capillary  action  ;  or  it  may  be  prepared  according  to 
Mr.  Franchi's  process  as  follows  : — Plaster  and  colouring  matter  are  employed  in  the 
proportions  of  a  pound  of  superfine  plaster-of-Paris  to  half  an  ounce  of  Italian  yellow 
ochre.  They  are  intimately  mixed  by  passing  them  tlirough  a  fine  silk  sieve,  and  a 
plaster  cast  is  made  in  the  usual  -way.  It  is  first  allowed  to  dry  in  the  open  air, 
and  is  then  carefully  heated  in  an  oven ;  the  plaster  cast,  when  thoroughly  dry,  is 
soaked  for  a  quarter  of  an  hour  in  a  bath  containing  equal  parts  of  white  wax,  sperma- 
ceti, and  stearine,  heated  just  a  little  beyond  the  melting-point.  The  cast  on  removal 
is  set  on  edge,  that  the  superfluous  composition  may  drain  oflf;  and  before  it  cools,  the 
surface  is  brushed,  -witli  a  brush  like  that  known  by  house-painters  as  a  sash  tool,  to 
remove  any  wax  which  may  have  settled  in  the  crevices ;  and  finally  when  the  plaster 
is  quite  cold,  its  surface  is  polished  by  rubbing  it  with  a  tuft  of  cotton  wool. 

ZVORT  WITT  or  Vegetable  Ivory.  This  substance  is  the  hardened  albumen 
of  the  seeds  of  a  species  of  palm  known  as  the  Phytelephas  macrocarpa.  The  palm 
grows  in  the  low  valleys  of  the  Peruvian  Andes.  The  seeds  are  known  in  commerce 
as  Corosso  nuts,  and  are  enclosed  in  large  capsular  fruit,  somewhat  resembling  a 
negro's  head,  and  hence  locally  termed  Cabeza  de  Negro.  The  albumen  has  a  structure 
somewhat  resembling  that  of  ivory ;  but  it  more  nearly  resembles  white  wax.  The 
ivory  nut  is  occasionally  used  by  the  turner  for  small  ornamental  objects,  but  not  for 
any  important  work. 


Mr.  Gordon  Gumming  had  one  weighing 

Mr.  Cawood,  of  Graham's  Town,  had  a  pair  weighing 

From  CamaroQn,  shipped  to  Liverpool 

A  tusk  imported  at  Bristol  

At  the  Great  Exhibition  of  1851,  tusk  . 
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164 
147 
162 
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